WinTV Installation and Reference Manual

Running the WinTV application

After installing the WinT'V application from the WinT'V Installation CD-ROM,
you will see WinT'V icons on your Windows background. Start WinTV32 by
double clicking on its icon.

You can also click on Start/Programs/WinTV and then the WinTV32 icon to
start Win'T'V.

The first time you run WinT'V, you will be asked to scan for TV channels. Click
OK.

Turer Scanning Setup

take sure your Country and Broadcast/Cable Settings are
conect before scanning.

Alza make sure your Yideo Format iz correct for your area.

If wou still have trouble finding stations ty setiing Tuning
Made ta Al Channels and rescan

Tuning ode IChanneIs by Country 'I
Broadcast / Cable IAntenna 'I
Video Format NTSC W

Turer Farmat

Courtry IUnitedStates 'I
Cancel | Start... I

If you are using a cable TV connection, in the Broadcast/Cable menu item,
select Cable.

In Video Format, in North America choose NTSC M. In South America,
choose PAL M or PAL N.

After the scan is complete, you will have a list of T'V channels which are active in
your area.
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Channel Configuration
Aod.. | Edi. | Delte |

Channel Mame | Channel | Dezcription | -
B Ark-d 4
B Ang 3
B anth 5
B A1 11 —
B Art13 13
B ant7 7
B &nt-25 25
[w] B art-31 gl Ll

Auto Scan | All Channels: Ant-7 ok |

You can modify the channel names by single clicking on the channel, then clicking
Edit. Change the channel name to the name that you would like to have dis-
played in the WinT'V32 toolbar.

Still Frame Image Capture mode

You can switch the WinTV32 application into the high quality image capture
mode by clicking on the Still Frame Image Capture Mode button on the tool-
bar. When you click on this button, you will see the Image Capture Toolbar.

Image Capture

€ oolbar

Click on the Configure icon in the Image Capture Toolbar to set the image
capture configuration.
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BB WinTV Settings x|
Cview T Capture l

a3 Snap Shot I

Capture Rezolution
13202 240
 F40 « 480
800 % 600
1024 » 768

& 1280 « 1024
1600 % 1200

1 Mation ]

Figlds Captured
( = 2 5Hl Y

)4 I Canhicel |

You can capture images up to 1600x1200 pixels.

To reduce the effects of motion in the video image, but with lower image resolution,
in the Fields Captured option choose 1 (Motion).

Motion Video Capture mode

You can switch the WinT'V32 application into the motion video capture mode by
clicking on the Motion Video Capture Mode button on the toolbar (see page
3-1 for its location).

Motion Video
Capture Toolbar

To setup for motion image capture, click the 422YUV button:
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Video Format E3 |

Image Dimengions

|320 240 =l %l
ance
14| 2| Eul _|HI
Help |
Image Format:
|BTYLY =l

For best performance when capturing, set the Image Format to BTYUV, and
the Image Dimensions to 320x240.

The number of Frames per second captured (up to the limit of 30 fps) is set in the
File Folder icon in the Motion Video Capture toolbar.

Using the mouse in WinTV

'The Windows mouse is used to move the TV window, resize the WinTV window,
select menu options and make the WinTV window appear in full screen or
adjustable screen size. Win'T'V uses the left and right buttons. The middle mouse
button (if your mouse has one!) is not used.

Single click TitleMode/NoTitleMode makes WinTV easy to
use!

The left button is used for all control and select functions. The right mouse but-
ton is clicked inside the WinTV video window to hide or display the
tool and menu bars and to turn off the full screen TV mode.

These modes are called TitleMode and NoTitleMode. You can toggle back and
forth between TitleMode and NoTitleMode by simply clicking your right mouse
button when your mouse is inside the video window.

The WinTV window is moved in NoTitleMode by clicking and holding your left
mouse button in the middle of the TV window and moving it to the new position.
Then let it go! Move the TV window in TitleMode by clicking and holding your
mouse button on the Title Bar (where it says Hauppauge WinTV32), holding it
down and dragging it to the new position.

You can set a different size and a different place on your VGA screen for the
WinTV window in TitleMode and NoTitleMode. Then by simply clicking
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with the right mouse button, the WinTV window will switch from one saved size
and place on the screen to the other! Try clicking your right mouse button several
times in the middle of the TV window and see what happens.

To set the window size, “grab” a corner of the video window with your mouse
(hold down the left mouse button when it is on one of the corners of the WinTV
window) and then drag it to the preferred size, then release the mouse button. You
can set different sizes for TitleMode and the NoTitleMode.

For example, if you would like to watch Win'T'V without the tool/menu bars in a
small corner of the Windows screen, click the right mouse button inside the
WinTV video window and the tool/menu bars will disappear. Then drag the
WinTV window to its preferred size and location on the Windows screen. Now
click the right mouse button inside the WinTV window and the WinT'V applica-
tion will now save the correct size and location on screen for NoTitleMode.
Every time you select the NoTitleMode by right clicking in the Win'TV window,
the window will resize and move to the saved position.

To select which bars and indicators are shown when in the TitleBar and
NoTitleBar modes, click on Display/Preferences. You can eliminate the status
bar and the toolbar in the TitleMode or add the status bar in the
NoTitleMode.

Setting up your TV channels

To set up the TV channels in the WinTV application, click on
Configure/Channels/SuiteManager:

B winmv32 [_ O] x]
JJ File Display Options | Configure Yiew Help @50 ¢ £ B®

-

| » Channel Mode
Freset Mode

You'll see the Channel Manager. From the Channel Manager, you can Add,
Edit or Delete channels.
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You can also create channel suites, which are subsets of the All Channel suite.
For example, you can have a suite of just TV news channels, and name this suite
“News”.

Channel Suites allow you to create a subset of all the channels, so that you can
channel surf through only those channels. To set up a new Channel Suite, click on
Show Suites. Then click on Suites (in the left column), then click Add. You
can then name the suite and add channels to the suite.

Channel Configuration <]
HideSuitesl Edi. | Delete |
": Input Sources Channel Mame | Channel | Description
g Suites B CNM 3
----- @ Al Channel: B MSNEC 11
@ News B CMEC 24
foe] a Sports
1] | W
Auta Scan .. | News: CNBC 0K |

'To change to a suite, in the WinTV32 toolbar, right click your mouse button in the
Channel Suite area (the default is All Channels). You will then see a list of
suites. Click on the one you would like to switch to.

Setting preferences in Title mode

Click Display/Preferences/View and then click on the Title Mode tab.

Aspect Ratio On forces the viewed aspect ratio to 4:3. When turned off it will
allow arbitrary aspect ratios.

Annunciators On display the TV channel on screen when you change channels,
and display the volume when you adjust the volume.

3-7
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[N View I?,é Caphure I

[ Title Mode I[l Mo Title Mode l B v mose I

¥ fizpect Ratio On ¥ Annunciators On
&% Main ‘Window Enforced " Constant Display
" Letter Box " Digplay IB_ﬂ Seconds

V¥ | Allows Screen Saver Annunciator Fort |
% Use System Screen S aver

= Usze TV Mode |'Fu:|nt Sample

AaBbCcDd1234

Default |
Cancel |

[¥ | Eratile Tion! Biarn Y rapping

Setting full screen TV mode

Click Display/Preferences/View and then click on the TV Mode tab.

WinTV Settings

ﬁ'iﬂl IE‘,@Camure I

[@ttetode | [MrioTtentode 1TV Mode I

[ Allow System Screen Saver

Default |
oK I Cancel |

Set Allow Resolution Change.

If you then click on the TV icon on the WinTV32 Toolbar, the WinTV applica-
tion will switch the VG A mode to the chosen size (using the Windows Quick Res
feature), allowing the Win'TV image to be viewed full screen.
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Image Save, Print and Copy to Clipboard

The process to save, print or copy an image starts with the digitizing of a single
video frame. When one of these functions are clicked on, the WinTV moves the
next video frame into your PC’s main system memory instead of the VGA display.
Your PC’s processor then converts the digitized video image into a 24-bit DIB
image (a format which is used internally in Windows), and then copied back into
the VGA memory so that you can see the image which will be printed or saved.
This becomes a “frozen” image in the WinTV window.

The video images which are digitized can be saved to disk, printed to a color or
black/white printer or copied to the clipboard. These functions can be viewed from
the File menu:

& Hauppauge Win/TY
Dizplay  Optionsz  Configure  Help

e e

FPage Setup...

Erirt Chrl+F
Frint Setup...

Copy Chrl+C
Clipboard Setup...

E xit

There are a few things which need to be noted. First, because a video frame is
composed of two “fields”, an odd field with the odd lines in the image and an even
field composed of the even lines, there might be a distortion in the frozen image if
there was rapid motion while the image was being moved into main system memo-
ry. This distortion is called “interlaced artifact”.

Another item to note is that the video image, when converted into a 24-bit DIB
image, will look lighter then it did when it was in motion. You can adjust the
image’s briteness, contrast and color saturation and hue by clicking on
Configure/Color. These adjustments are made during the digitizing process on
the WinTV board and will affect both the “live” image and the frozen image.

3-9
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Adjusting the video image’s color

You can adjust the briteness, contrast saturation and hue of the live TV image by
using the color adjustment menu. Click on Configure/Color to get the adjust-
ment menu:

Adjust Color
Brightness « v 144 [i] 4
Saturation + v| 127 E
LContrast 1 | | r| 117 Default |
Hue 4| | h| 128 | Cancel

Options Menu

The Options Menu has settings for Always-on-Top mode and Aspect ratio mode
plus duplicates buttons found on the toolbar for operation without a mouse.

Always-on-Top mode

The Always-on-Top mode conveniently puts the TV window “on top of " other
Windows windows. In this mode, you can easily move the TV window to the No-
Title mode by clicking the right mouse button in the middle of the T'V screen.

Aspect ratio

The natural TV window size has a 4:3 aspect ratio. By unclicking the Aspect
Ratio setting in the Options menu, you can change the TV window to any size
you want! Make it tall, short or any size. With Aspect Ratio turned on, the win-
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dow size will always be forced to a 4:3 ratio.

Keyboard control of the WinTV32 application

Convenient keyboard controls duplicate the functions of the WinTV toolbar.

Volume Up = Page Up
Volume Down = Page Down
Mute = Ctrl+ M
Channel Up = Plus (+)
Channel Down = Minus (-)
Print a Frame = Ctrl+ P
Copy to Clipboard = Ctrl+ C
Copy from Clipboard = Ctrl+V
Freeze Frame = Ctrl+ F
Full screen TV mode = Ctrl+ T
Right mouse button = Title mode/No title mode/Turns off TV modk

Setting up a shortcut

You can set up a shortcut to the WinT'V application at any time. To do this, click
your right mouse button on your Windows background. Then click on New. You
should see the following dialog box:

Arrange [cons k
Line up lcons

Easte

Easte Shoteut

Undao Delete
Folder

Propertcs | Shetewt
Microzoft Excel Wwarkshest
W'ave Sound

ImageFalz Enhancer Images
Text Documet
Adobe Photozhop Image

Then click on Shortcut.
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Click on Browse, the look in the Program Files / WinTV directory. Select
wintv32.exe.

Create Shortewt |

Type the location and name of the item pou want ko create
a ghortcut to, Or, gearch for the item by clicking Browse,

1 diesesemesance

21 dhesomsoszerene B
o1 Carnmand line:

11 Baos

"'C:AProgram Fileshwin T Fuminty. exe’

< Back Heut = Caricel

Then click on Finish to set up the shortcut.
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Creating Digital Video movies with
WinTV-Capture

Overview of Video Clip Capture

Live video which is digitized by the WinTV video digitizer (see “How the
WinTV works”) can be “captured” as a video sequence (or “video clip”) by
using the WinTV-Capture program. This program is provided on the WinTV
Installation CD-ROM and uses Microsoft’s Video for Windows capability
which is built into Windows 95.

WinTV-Capture creates a file type called AVI (Audio/Video Interleaved) on
your hard disk. This file contains digitized video and, optionally, audio.

WinTV gives high quality captured video by storing uncompressed digitized video
in an AVI file This compares with compression methods such as JPEG and
MPEG, where some loss of video quality is accepted in order to reduce the
amount of data stored. Uncompressed video capture creates high quality digital
video movies, but requires optimized system performance to avoid lost video frames
(called “dropped frames”.)

To create the best quality digital videos, use the following steps:
* Capture uncompressed video with the BTYUYV format in an AVI file.

« Edit the raw video. Add special effects, cut, paste, etc. using one of the popu-
lar digital video editing programs such as Asymetrix Digital Video Producer,
Adobe Premiere or U-Lead MediaStudio.

» After editing the video, compress the video for the playback target. For exam-
ple, if you are creating a video to be used in a multimedia presentation, com-
press with either Intel’s Indeo or Supermac’s Cinepak. If you are creating a
CD-Video, use MPE.G compression to get up to 74 minutes of video on a CD-
ROM.

Using WinTV-Capture

The WinTV-Capture program is an easy-to-use program that previews live
video, captures an AVI file to disk, and plays back the AVI file to your VGA
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screen. WinTV-Capture can capture and playback video clips, but does not pro-
vide video editing capabilities. Digital video editing programs such as Asymetrix
Digital Video Producer, Adobe Premiere or U-Lead MediaStudio can be used to
edit your digital videos.

With WinTV-Capture you can set the number of frames per second that are cap-
tured and the size of the video image. You need to experiment to determine how
much video your PC can store to the disk (in terms of image size and frames per
second) because capturing video clips is very CPU and hard disk intensive.

Here is the WinTV-Capture window:

Capture

Preview
Playback
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Setting the video image size

The maximum suggested video image capture size is 320x240. When playing back
the video on slower PC’s, a smaller image size might be needed. To set the image
size, click on Options/VideoFormat:

Video Fornat E3 |

Image Dimenzionz

oK
|320% 240 =l —l
Cancel
14|z %l
Help |
Image Farmat;
[BTYUY =l

The WinTV-Capture program can use several different types of color formats
when capturing video clips. For highest capture performance, choose the BTYUV
or YUV formats. These give excellent capture image quality and frame rate, but
will give slow performance on playback of 320x240 image size videos.

BTYUYV or YUV formats are also good if you plan to edit your video clips with
Asymetrix Digital Video Producer, Adobe Premiere or MediaStudio, and plan to
compress the digital videos using Cinepak or Indeo. If you do not plan to edit your
videos and want good playback performance, choose a smaller image size
(160x120) or try RGB15 instead of BTYUYV. Capture and playback performance
is determined by your system configuration, including CPU and hard disk speed.

Setting the number of frames per second captured

To set the number of frames per second captured, click on
Capture/CaptureSetup:

4-3
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—¥ideo Controls

Frame R ate: 14.9399
Video Buffers:

[T Uze DOS Buffers
[+ Dizable Write Cache

—Audio
¥ Capture Audio
11.025 Hz. 8 Bit. Mono

Set Format. .. |

CopureSewp |

Cancel |

The number of video buffers will depend upon how much RAM you have in your
system. The maximum number of buffers is 1000.

After setting the video format, the number of frames per second and possibly creat-
ing a new file name (by clicking on File/SetCaptureFile), you can start captur-

ing video by clicking on the CaptureVideo icon.

I m‘w’inﬂ\l’ A¥I1 Capture - Capture 1
File “iew Optionz Capture  Help

Captured 28933 sec. 434 frames (0 dropped) (15.000 fps)

=10] ]

| |
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Preview Video

To preview live video, click on Options/PreviewVideo. This shows how your
saved video clips will look after been captured. The colors will be limited to the
number of colors used by your VGA display driver. For example, if your VGA
display driver is in a 256 color mode, you will only see 256 colors in the Preview
window, even though a 16-million color AVI file will be captured.

You should not capture AVI files in Preview mode.

Using Audio with WinTV-Capture

To capture audio along with video, the WinTV must be connected to a sound
board capable of saving sound clips. To connect WinT'V to a sound board do the
following:

a) Make sure the audio output of the WinTV card is plugged into the
Linelnput of the sound board.

b) Make sure the Linelnput volume for recording is set correctly and not muted.
Open the Volume control panel, then click on Options/Properties. In the
panel Adjust volume for recording set for Recording. Make sure
Linelnput is checked under Show the following volume controls and
that the volume for Linelnput is not muted and is set at an appropriate level.

on your PC then capturing video alone. If your PC

drops many frames while capturing audio and video

together, then capture the audio separately with the
audio capture utility from Windows. The audio can be merged with
video later on during the video edit stage.

" Capturing audio along with video puts a greater strain
Nate:
=

Suggestions on capturing video

Captured image sizes can be either 160x120 or 320x240 pixels.

For the best trade off between image size and captured frames per second, use a
320 x 240 image. With a 486/66MHz processor (or better) and a reasonably fast
hard disk drive, you should be able to capture 30 frames per second using the
BTYUYV format. This format uses a 2.5 :1 compression ratio compared to “raw”

4-5
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24-bit per pixel video.

E}Winﬂ\l’ AWl Capture - Capture 1

File View Option: Capture  Help

Bl TEE 157

ﬂ Capture 1

f ¥ideo Format x|

b~ Image Dimensions

|32I:I>:24D 'I

L Image Farmat:

BTy =

24 bit RGE
15 bit RGE

Ready

rr r

The consumption of hard disk space is dependent upon the size of the video image
while capturing, the image format plus the number of frames/second. Using the
BTYUYV image format, the following chart shows hard disk space consumed:

image size frames/second bytes per second 1 minute video
160x120 15 frames/sec 425 Kbytes/sec 26 Mbytes
320x240 15 frames/sec 850 Kbytes/sec 52 Mbytes
320x240 30 frames/sec 1.7 Mbytes/sec 104 Mbytes

Video consumes quite a bit of hard disk space! At 320x240, you will only be able
to store about 10 minutes of video on a 1 Gigabyte hard disk!

To reduce the amount of hard disk space used by your digital videos, you can edit
the video using one of the popular 32-bit digital video editors (such as Adobe’s
Premiere or U-Lead’s MediaStudio). After editing, you can compress the video
using a software playback format such as Indeo or Cinepak (both of these are sup-
ported by Windows95). Typical compression achieved by these formats is 30:1.
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Tips on improving capture performance

Choose Overlay Video from the Video Capture Options menu will allow the
video image to be displayed during capture. This mode also allows WinT V-
Capture to run faster during capture. Choosing Preview Video will show what
the captured image will look like when played back through the VG A adapter, but
should not be used for capturing video.

Do not use DoubleSpace or any other disk compression scheme! This severely
slows down your hard disk.

Turn off screen savers and do not connect to a local area network.

Most professionals capture video and audio separately. This allows them to “lay
down” the audio track on top of the video tracks while editing. Capturing video
separately will increase the performance of your video captures.

There are several hard disks on the market which are designed for higher perfor-
mance video captures. These drives use 1:1 interleaving and track caching to elim-
inate gaps caused by a hard disk drive seeking to the next track. They are available
with both IDE and SCSI interfaces.
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Teletext Data Reception using VTPlus
(European WinTV boards)

Teletext is used in Europe and other parts of the world to transmit digital data
along with a television picture. Teletext data is transmitted in an invisible part of
the T'V picture called the "Vertical Blanking Interval” or VBI.

Teletext data is normally formatted into pages. A master index is also transmitted
which lists the various categories that can be received, and which Teletext page they
are being transmitted on. Teletext data must be inserted into the VBI by your TV
broadcaster, and can only be received on the Win/TV boards if the Hauppauge
Teletext decoder is installed.

An example of a Teletext page follows. Each Teletext page has a page number, a
date and the current time in the right hand corner:

Teletext 100 Deci12 17:46:-45

TElE'l'EI-I'l'

MARY J I3 HHFF? T0 OBLIGE 3OUL FANS 445

MEET Mary J Blige — the I — )
OQueen of Hip—Hop Soul i |
and a New Jack Diva, who || |
Just lowves the "“/0s. I E I

| |
Generator profile 4L I . _d

Generator index H40 -

HOW TO WIN THE LOTTERY

VTPlus for Win/TV is a sophisticated Teletext software application which runs
exclusively on the Hauppauge Win/TV card. V'TPlus allows you to view multiple
Teletext pages, save or print Teletext pages and create Dynamic Data Links so that
Teletext data can be used in other Windows applications. The Win/TV applica-
tion does not have to be active while the VT Plus Teletext application is running.
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Installation of the VTPIlus software

If the VTPlus application is provided on CD-ROM, then it will automatically be
installed from the WinTV Installation CD-ROM.

If it is provided on diskette, click on the Start button, then Run and then type:
A\VTSETUPEXE The program will install in the default directory

c¢:\VTPLUS. The installation creates a group headed VTPlus for Win/TV
and three icons will be created. The main icons are:

VTPlus program: VTPlus On line help:

VTPlus window

= -

Page Edit Window Show Toptext Options Help

B <> [z2l=]E]ror:E] | tetetext  wuo peciz 17:29:17
-] (e

Teletext 100 Dec12 17:29:11 Station:

Teletext

[} LONDON

TAKE A PEEK AT OUR ADVENT CALENDAR 484

1 CAR_ CARLTON

JOIN Teletext's dailw
goun 5 =

FULL TELETEXT CONTENTS 4

SHOWING NOW - AT YOUR CINEMA p610

Setup tv stations

Station:

1 CAR_ CARLTON

® use in VTPlus ® Toptext
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VTPIlus toolbar

Select TV channel TOP text select
Set Time/Date

Center Teletext page

text Options Help
(B ex% ‘ Teletext 440 [
\ d

Current Teletext service

Current page numbe

Reveal invisible text

Next Subpage

Previous Subpage

Script

Reception indicator

1. Reception indicator: when this symbol is red, your requested page is being
received.

2. Script: shortcut for Options/Script. See Help for information on program-
ming the Script.

3. Select previous Subpage: indicates, when dark, that there are subpages
before the current subpage. When a light grey, there are no subpages before
the current page.

4. Select next Subpage: indicates, when dark, that there are subpages after
the current subpage. When light grey, there are no subpages after the current
page. For example, if the current page is 100 and there are no subpages in
page 100, the Select next Subpage icon will be light grey.

5. Reveal button: shortcut for Show/HiddenCharacters. When you use this
button you might see hidden text, such as VPS time codes or answers from a

Quiz.
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6. Arrange in Center: shortcut for Window/ArrangelnCenter. When you
click on this button, the actual page will be positioned full size in the center of
the Window. The centralized page will return to its original position as something
else is activated.

7. Channel Selection: shortcut for Options/Change TV Station.

8. Toptext window: shortcut for Toptext/ToptextWindowVisible. When
you click the TOP button, the Toptext window will appear. Toptext is also
being received with invisible Windows. Toptext is a protocol being used in
Germany by TV stations like ZDF/ARD to help the user get a clear, fast
overview of the available information being transmitted and to give the user
fast access to this transmitted information.

9. Set System Clock: shortcut for Options/SetSystemClock. Click on this
button with your mouse and the received Time from the Teletext channel will
be used by the System clock of your PC.

Setting up VTPlus TV channels

By double clicking on the VTPlus for Win/TV icon, the VTPlus Teletext appli-
cation will be launched. The channels that have been previously tuned in by the
Win/TV application now have to be selected for VTPlus. To do this, select
Options/ChangeT Vstation:

Setup tv stations

Station:

1 CAR_ CARLTON

Options
® use in ¥TPlus [ Toptext
Help I

A menu will pop up called Setup TV stations. Now select all the stations
required and click use in VTPlus box for each station desired. Up to three letters

o-4
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can be used as the channel ID, to allow you to identify which channel you are
viewing.

Quickselect Teletext pages

By using the Ctrl+ N key a Create and Receive page pops up requesting a page
number. Type the requested page number. If this page is to be received continuous-
ly (every time the page is received, the page is automatically updated), click the
Update Continuously box.

Many Teletext pages have a reference to other pages. For example, the TV guide
section has a number of page referrals to movie background information which is
being transmitted in other pages. Quickselect allows you to select these pages
directly. Double click the left mouse button on the desired page number in the cur-
rent Teletext page, and a new Window appears with the selected page.

If you do not want to open a new Window, but simply change to the new page,
push the Shift-Key while double-clicking on the page number in the current
Teletext page, and the new selected page will appear in the original window.

With Quickselect, several pages can be called at once. If a Teletext page refers to a
page sequence such as “Share Prices: 500-505", mark the first page number with
a single mouse click, click a page number and start the reception with a left
Doubleclick on the end page. The distance between the selected pages may not be
more than 11.

Example: “News from Page 300-303" are selected with by a single click on 300
and a Doubleclick on 303. The multiple page reception will open individual win-
dows for each of the pages within the selected page numbers.

Dynamic Data Exchange with Teletext

DDE links can be created between the Teletext pages and any Windows program
supporting DDE. Programs supporting a live DDE link from a Teletext page
include the Microsoft EXCEL spreadsheet and Microsoft WORD.

To create a link, use your mouse to highlight the section of the Teletext page of
interest. For example, if the current Teletext page has financial data, highlight with
the mouse the financial item of interest by click on the beginning of the field on the
Teletext page, holding your mouse button down, and releasing the mouse button at
the end of the field.
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NVIFEs for Winily
Help

CEEFAX 277 Mon 12 Dec 17:37/

BBC2201 ﬂn

CEEFAX 201 Mon 12 Dec

BEEL FINANLE

FACTORY GATE INFLATION QOUICKENS

WAVERLEY MINING to raise £14.7m

MAN confirms talks about US buy

BOCK may lower his Lonrho stake BBC2101

£/DM E!E|i§?+ 0.0007
0il 5$16.30 nrc - index BO.4 +0.1
Nikkei 18,975.10 — 3.20
FT-SE 2943.4 at CLOSE
NHews index 202 ZSHARECHECK 220
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Then click on Edit/Copy option from the Edit menu and click the left button
mouse. The information is now in the PC memory. To create a link to the DDE
supported applications (such as your spreadsheet), select “edit past link” in your
application. V'TPlus will now create a direct link to your program.

When the data changes in the selected field on the Teletext page, VTPlus will
deliver the data automatically to your DDE supported program. Updates through
the DDE occur when all subpages are being received and at every update, when
the option Update Continuously is marked.
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Using the WinTV-radio Application

If you have purchased the WinTV-radio board, in addition to watching TV you
can also tune in radio stations on the FM band.

The WinTV-radio board has two aerial inputs, one for TV and one for FM
radio. If your T'V antenna (or cable TV network) carries both TV and FM radio,
you can connect to the TV antenna connector only:

\

FM

O FM radio antenna
TV

@ TV antenna

Running the WinTV-radio application

Click on Start / Programs / WinTV and then Radio to run the radio applica-
tion.

The WinTV-radio window

Note: Radio cannot be hooked up to the cable TV source. It must use either a
supplied FM antenna or a digital FM antenna.

Using the WinTV-radio Buttons

Volume:  The audio volume is adjusted by setting the Lineln level in the
Volume Control applet.
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Tune: Fine tune the current radio channel.
Seek: Search for the next active FM radio channel.
Mem: Sets a FM radio channel preset. To assign the current station to

a preset, click on Mem and then on one of the Preset buttons (1-10).

Mute: Turn off the sound.

Mono: Force mono reception.

Scan: Searches for new stations until you click on Stop. Click the
RIGHT mouse button anywhere on the WinT V-radio window to set the
Scan mode.

Min: Minimizes the WinT V-radio window.

CD: Starts the Audio CD-Player for playing back Audio-CD °s.
TV: Closes the radio application and starts the WinT'V application.
OFF: Closes the radio application.

1-10: Preset 1 - 10

Programming the Presets

To assign a radio station to a special Preset button do the following:

1. Tune in the desired station with the Seek button (or by using Tune).
2. Click on the Mem button. It will change to red.

3. Click on one of the Preset buttons (1-10).

Using the right Mouse button

When you click the RIGHT mouse button in the Win'T V-radio window, this
menu comes up:
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tdem I vite
Min | D

Win il 1 10610 'wWEBLI
2 9310 Alemative Corfigure &udio.. Chlsd |
3 MO0 Jaz= Scan Mode 3
4 8890 Farmily Radio Seek Mode
5 3390 Clazzical Remote Tuning 4
v B 97650 WALK v Tool Tips
7 9430  County Mirimize
g2 10310 B103 Oldies Restore
9 9550  WPLJ Abaut...
10 9590 fuite:
11 9E.30 CFF
12 10510
13 3670
15 B350
16 10355
17 3170
19 10270
20 10780

Scan Mode: Presets - When Presets is chosen and the Scan button is
clicked, Win'TV-radio tunes in only the stations which are assigned to the
Preset buttons.

Scan Mode: All - When All is chosen and the Scan button is clicked,
WinTV-radio tunes in all radio stations.

Frequencies - A list of all frequencies assigned to the preset buttons is
shown.

Tool Tips - Turn on/off bubble help.

Minimize - Minimizes the Win'T V-radio application window.
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How WInTV Works

How WinTV displays Video-in-a-Window

To display live video on your PC monitor, the WinTV boards use a technique
called PCI Push. With this technique, the live video is digitized by the WinTV
board and then moved over the PCI bus into the memory of your VGA display
adapter. Here are the steps in getting live TV onto your VGA screen:

the TV Tuner is controlled by software to tune to a specified TV channel. It
takes a modulated television broadcast signal and turns it into demodulated
video and audio signals.

the demodulated video from the TV tuner goes into the BT848 Video
Digitizer, where it is converted into a digital form using YUV 4:2:2 sam-
pling. This is a high quality sampling format which results in resolution equiv-
alent to 24-bits of RGB per video pixel.

the demodulated audio goes into an on-board audio switcher. WinTV’s
audio switcher can receive audio from the TV tuner or the Audio Input
Jacks (Left, Right). The output of this audio switcher goes to both the
Audio Out Jack (Line Out) and the CD-audio passthrough connec-
tor for connection to a sound card.

the BT848 Video Digitizer is also a PCI-bus Master device. After the
video pixels are digitized, it “pushes” them over the PCI bus into the memory
of your PC’s VGA display adapter. It does this without requiring your PC'’s
processor to do any work, therefore live video can be displayed in a window on
your VG A screen without slowing down your PC.

Video Overlay mode of operation

Live TV can be displayed on your VGA screen by using either the Video
Overlay or the Primary Surface mode. The mode which is used is dependent
upon your PC’s hardware and software. If your PC:

has a VGA display adapter which supports Windows95 Direct Draw,
and your VGA has a Video Port which is designed to accept digital video,
and your VGA has enough display memory to hold the digitized video image
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then WinTV’s Video Digitizer “pushes” YUV 4:2:2 video pixels for temporary
storage into an off-screen part of the VGA memory called a Secondary
Surface. This method is called Video Overlay. The VGA display adapter will
then convert the video image from YUV 4:2:2 into RGB video and continuously
overlay the VGA screen with the video image. Using Video Overlay, the VGA
controller treats the live TV image just like any other window, which results in a
24-bit video image on your VGA screen. You will also be able to display full
screen T'V at all VGA resolutions.

VGA chips which have Video Ports include: the S3 Trio 64V+, S3 VIRGE
3D, Cirrus Logic 5446, ATT Rage II, Tseng Labs E'T6000.

Primary Surface mode of operation

If your VGA display adapter has a Direct Draw driver but does not have either a
Video Port or enough memory to hold the video image off-screen, then the
WinTV board converts the YUV 4:2:2 video pixels into an RGB format which is
compatible with your VG A display adapter’s operating mode (8 bits per pixel, 16
bits per pixel or 24-bits per pixel) and then moves the pixels directly into the dis-
play memory or Primary Surface of your VGA.

VGA chips which can support Primary Surface mode include: the S3 Trio 64,
S3 Vision 968, Matrox Millennium and Mystique and Tseng ET6000.

This results in a high quality video image whose color depth is dependent upon
your VGA display adapter’s operating mode. For example, your TV image when
running in a 256 color mode will not be as good as when running your VGA in
16-bit per pixel mode.

Also, because the video is moved directly onto the Primary Surface, features such
as close captioning and full-screen TV in resolutions greater than 640x480 will be
disabled.

How WinTV decodes Intercast Content

Intercast Content is transmitted by a TV broadcaster in a part of the TV signal
called the Vertical Blanking Interval. The VBI, as it is often called, can con-
tain up to 10 lines of Intercast Content, plus one line of Closed Captioning data.
The data consists of a series of 1's and 0’s and would show up on your TV screen
(if you could see it) as a series of black and white dots on each line in the VBI.

The WinTV board uses 5x oversampling to digitize the video lines in the VBI
which are used for Intercast Web pages. Since each line in the VBI has 35 bytes of
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data, there are 1400 samples per line. This digitizing is very similar to the digitiz-
ing used for TV video, but instead of using the PCI bus to moved digitized video
into VGA display memory, the WinTV board moves the digitized lines from the
VBI into main system memory.

Once in main system memory, your Pentium processor can take the digitized line
and extract the Intercast Content. The method of extracting the 35 bytes of
Intercast Content in each VBI line uses such techniques as noise reduction and
echo cancellation to extract valid Intercast Content even when given a noisy TV
signal.

Intel’s Intercast Viewer then displays the data in the Intercast viewer window.
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Troubleshooting

This chapter includes troubleshooting help for solving common problems.

Trouble shooting the WinTV driver

Problem: Error message “"No suitable Direct Draw
provider”

WinTV requires a Windows 95 Direct Draw driver for your PC’s VGA acceler-

ator to provide T'V-in-a-window and to extract Intercast Content from the TV sig-
nal.

The following message appears if DDcheck (which is run after installing the
WinTV driver) cannot find a functioning Direct Draw driver:

Hauppauge WinCast/TV¥ DirectDraw Inspection E3

WARMIMNG! The WinCast/ T [or WinTVpei] driver has detected a DirectDraw problerm.

ADDITIONAL INFORMATION

"Windows35 has reported a Direct Draw error. Please contact Hauppauge Technical |
Support.

TECHMICAL DETAILS
Cument WGa Mode iz 4 BitsPerPixel (16 colors).
DirectDrawCreate failed er=-2005532450.

¥ Save Details to CADDCheck bt

1.1.0 | Close [and save details) l

Most (if not all) PCI VG A accelerators can be upgraded with a Direct Draw dri-
ver. If this message occurs, you can:

- install the latest version of Microsoft’s DirectDraw. To install DirectDraw, run
the DXSETUPEXE program from the DirectX directory of the WinTV
Installation CD-ROM.

- Many VGA board and chip manufacturers (such as Diamond, Number 9,
S3, Cirrus Logic and ATI) have updated drivers which include updated
Direct Draw support. You can check on their technical support Internet Web
sites for updated drivers.

- If your VGA chip was sold before Windows 95 was introduced in August
1995, there is a possibility that your VGA chip does not have (and will not
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have) a Direct Draw driver. In this case, you can upgrade your PC’s VGA to
use one that has proven compatibility with WinTV. Check the
README.DOQOC file on the WinTV Installation CD-ROM for a list of
compatible VGA’s.

Problems with older VGA cards based on the S3
Trio64V+ chip

Some VGA boards based on the S3 Trio64V+ chip use an older VGA
BIOS,which can occasionally cause a PC to "lock-up", especially when using full
screen TV mode. Should you encounter such a condition, you will need to use an
update which is found in the c:\Program Files\WinTV directory on your PC.
To install this update so it takes effect every time you turn your PC on, copy this
file to the C:\ directory, and add the line:

c:\765
to your AUTOEXEC.BAT file (found in the C:\ directory)..

Problem: TV image moves very slowly in the Intercast
Viewer

This will occur if an updated Direct Draw driver is not installed in your PC. With
some VGA's, if an updated Direct Draw driver is not installed, the Intercast
Viewer will still work, but the video image is moved to your Intercast Viewer win-
dow through a Video for Windows Preview window, which displays at roughly 4
frames per second.

This problem can be fixed by installing an updated Direct Draw driver. See
Problem: Error message: “No Suitable Direct Draw Driver installed”
above.

Problem: Bad colors in the TV window

If your VGA display is running in 256 color mode, the TV picture will be dis-
played with only 256 colors. This compares with the 16 million different colors
which are in the original TV image. The colors in the TV window will change
depending upon which Windows programs are being run, and what color palettes
are being used.

To fix this problem, first try running your VGA adapter at a minimum of 16 bits
per pixel. If you do not have enough memory on your VGA adapter to run at 16
bits per pixel in the current resolution, either lower the resolution (example: from
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1024x768 to 800x600) or add more VGA memory to your VGA display
adapter.

Error message: "No memory available” after running
the WinTV application or "WinTV card not installed or
drivers not loaded”

Sometimes, during the installation of the WinTV driver (see chapter 2 and the
New Hardware Found menu) you do not answer all of the questions correctly
and the WinTV driver does not get correctly installed.

In this case you might find the WinTV listed in? Other Devices. To delete this
driver, highlight PCI Multimedia Video device and then click on Remove.

Then click on Refresh to request Windows95 to find the new WinTV driver.

System Properties EHE

General  Device Manager | Hardware F'lofilesl Pelfnrmancel

% View devices by lype € View devices by connection

Campiter

[ 25 COROM

- Disk drives

@ Dizplay adapters
--% Floppy digk controllers
-2y Hard disk controllers
-4 Keyhoard

-3 Manitar

Mouze

BB Metwork adapters
% Other detected devices

@ Ports [COM & LPT)
-- Sound, video and game controllers
BB System devices

Froperties | Refresh | Remove I Print... |

Close | Cancel |

System Lock-ups when using VGA cards based on the
S3 Vision968 or 868

When using the Win'TV with VGA boards based on the S3 Vision968, a small
number of installations report random system lock-ups while using either Win TV
or the Intel Intercast Viewer. Lock-up is quick, occurring within seconds of starting
the application.
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This problem is related to a Plug-and-Play memory overlap between the
Vision968 and the WinTV board. To fix this problem, you need to manually
readjust the Memory Address of the WinTV board.

'To change the address, go into DeviceManager by clicking on the Start button,
then Settings then Control Panel. Then double click on the System icon and
then the Device Manager tab.

Double click on Sound,video and game controllers. Then double click on
Hauppauge WinTV. This brings up the Hauppauge WinTV Properties
window. Then click on the Resources tab.

Un-click the Use automatic settings. Highlight Memory Range and click on
Change Setting. The Memory Address range of the WinTV board is a set of
two 8 digit hexidecimal number, such as:

FFFA0000-FFFAOFFF

To eliminate the memory overlap, either increase the second digit by 4, or decrease
it by 8 (remember to use hexidemical arithmetic!). This changes the memory
space between the Vision968 and the Win'TV board to 64Mbytes. For example:

original configuration increase by 4 decrease by 8
80000000-80000FFF 84000000-84000FFF  78000000-78000FFF
FFFA0000-FFFAOFFF can't do F8FA0000-F8FAOFFF

Trouble shooting the Intercast Viewer

For more troubleshooting solutions with the Intercast Viewer, press F1 to access
online help. Also, see the README.TXT file in the Viewer directory.

Problem: Can't start the Viewer

If the Viewer can't detect a valid signal source, it tries to locate a valid signal
source.

If a valid signal exists: the software asks if you want to make it permanent. Select
one of these:

Click OK to make the setting permanent.

Click No to repeat the same process the next time you run the program.
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If no valid signal exists: a message displays and the software shuts down. To cor-
rect the problem, check the following:

Ensure that the cable or antenna connection is secure.
Have your cable company check the signal quality.

For more information, see Selecting the video source in Help.

Problem: Incomplete broadcast web page displays

When changing channels quickly, you might interrupt the beginning reception of
Billboards and web pages sent by the broadcaster. In those instances, the default
Billboard or a partial web page might display.

Make sure you remain on the channel for a few minutes to allow enough time to
receive complete web pages or Billboards.

Problem: Missing broadcast web pages

When tuned to a channel that broadcasts Intercast Content, the Intercast Channel
indicator animates. If no web page displays, try one or more of these:

Be sure you are not actively browsing (using the web browser).

Double-click the desired web page title or icon in the Media Library. The broad-
caster may send many web pages connected by hypertext links before signaling the
main web page to display. If part or all of the pages are missing, you can still view
the existing pages through the Media Library.

Unless the broadcaster resends the pages, you cannot view pages sent before you
tuned to the channel. Any links referring to those pages are also not valid.

Use the Diagnostics program to verify that the channel currently broadcasts
Intercast Content. For more information, see Verifying a Channel Broadcasts
Intercast Content later in this chapter.

Check with your local cable company. The cable company may have blocked the
portion of the signal that sends Intercast Content.

If none of the above steps help, contact your computer dealer for more help.

channel broadcasts Intercast Content. However, the

The Intercast Channel Indicator animates when a
N 'le :
[ channel might or might not be broadcasting web pages.
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Problems connecting to the Internet

If you experience problems connecting to the Internet, try one or more of these:
Make sure the Windows 95 Dial-Up Networking utility is correctly installed. .
Try to connect without using the Viewer.

If you can connect, contact your computer dealer for more help.

If you can't connect, contact your Internet access provider for more help.

Follow the instructions from your Internet access provider if they differ from these
instructions.

Problems accessing Internet web pages

If you have problems connecting to locations on the Internet, try one or more of
these:

Make sure you typed the address correctly.

Make sure you used a valid address. For example, the address might have
changed or been removed.

Click the Stop button and try again.
Purge the cache. For more information, see Purge the Cache in Help.

Try again later. The host server might have reached its limit for the number of
users it can handle.

Disconnect from the Internet and reconnect again.

Problem: Can't tune to a channel above 13

Check the video source setting in the video Property Sheets. When connecting
cable to your PC, you must set the video source setting for Cable. If you select
Antenna, the tuner stops at channel 13. For more information, see Select the
Video Source in Help.

Problem: Poor TV picture quality

A poor TV image could be caused if your VGA display adapter does not have
enough video RAM to hold the TV image. In this case, WinTV resorts to
Primary Surface mode, which lowers image quality. A memory upgrade on your
VGA display adapter might fix this problem.
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Another possible cause of this problem could be that your VGA display adapter
does not support Windows 95 Direct Draw. In this case, you might consider an
upgrade to a new Windows VGA accelerator which has Direct Draw and support
and is compatible with the WinTV board.

A poor video picture might also indicate a bad signal. To verify a bad signal, try
one or more of these:

Move your antenna or check your cable connection.

Move possible interference sources, such as other computers or television sets,
away from your PC.

Contact the cable company to check your signal quality.
If you still experience problems, verify the signal quality by following these steps:

1. Quit the Viewer and run the Diagnostics Program. (Both programs cannot
run at the same time.) To run the Diagnostics program: Click the Start button,
then select Run then c:\Program Files\Intercast\intrdiag.exe

2. Click OK.

3. 'Tune to a channel that currently broadcasts Intercast Content. For more infor-
mation, see Verifying a Channel Broadcasts Intercast Content later in this
chapter. Stay on the channel for at least 5-10 seconds.

4. Check the data error rate graph in the lower left screen. Good television recep-
tion results in a low or zero error number. An occasional spike is not unusual,
but consistent errors of more than 1 or 2 indicates a poor or weak signal.

Problem: TV picture displays a blue screen

The TV picture might display a blue screen under the following conditions:
Momentary loss of signal
A weak video signal
Channel changing

A scrambled channel

screen. To fix the problem, switch the channel up or

Changing channels may cause a temporary blue
N 'le :
[ down, then return to the original channel.
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The audio might continue to broadcast, even though the video picture displays a
blue screen. This indicates a strong audio signal and a weak video signal.

A scrambled channel is not a valid channel.

Problem: Snapshots don't display correctly

When using a 256 color palette, snapshots display incorrectly. To correct the prob-
lem, try one or both of these:

Change your Windows color palette to 16-bit.

Copy the image to a graphics program and save the image as a 24-bit image.

Verifying a TV channel broadcasts Intercast Content

1. Quit the Viewer and run the Diagnostics Program. (Both programs cannot
run at the same time.) To run the Diagnostics program: Click the Start but-
ton, then select Run then c:\Program Files\Intercast\intrdiag.exe

2. Click OK.
3. 'Tune to the channel you wish to view.

4. When the channel broadcasts Intercast Content, the indicators in the Intercast
Data Reception window display a horizontal bar that moves left to right, simi-
lar to stereo equipment indicators.

If you still cannot receive Intercast Content, contact Hauppauge technical support
for more help.

Broadcasters might not send Intercast Content during
N 'le: every program or during commercials.
|
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Updating the WinTV driver

From time to time, there might be a new WinTV driver which is an improvement
over the existing driver. Driver updates can be downloaded from the Hauppauge
Internet Web site (see the front page of this manual for the URL).

The WinTV update is combined with the driver uninstaller and the driver
installer. Once you have downloaded the updated Win'T'V driver, you can install
the update simply by running the downloaded program. You will see the following
message:

L welcome

Standard Mode [VEW) Driver Yersion 2.3.17175

g This program will ingtall the Hauppauge WinTy
=" onyour computer,

At the conclugion of this diver installation, your PC will be
rebooted. It is strongly recommended that you exit all Windows
programs befare running this Setup Program.

Click Cancel to quit Setup and close any programs you have
TUARIng.

WaRMIMG: This program iz protected by copyright law and
international treaties.

Unautharized reproduction or distibution of this program, or any
partion of it, may result in zevere civil and criminal penalties,
and will be prozecuted to the maximum extent possible under
ET

Catcel

Click Next.

4, start Installation

‘You are now ready to install the Hauppauge WinT Standard
tode [WFw] Driver.

Press the Next button to begin the installation.

Caticel |
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Click Next.

The WinTV Update program now uninstalls the existing Win'T'V driver, then
copies a number of files to your hard disk:

Installing

& &

— Current File

Copying file:
CAWINDOWSASYSTEMABLE4E_16.dI

Al Files

Time Remaining 0 minutes 30 seconds

< Back | (|20 | [ Cancel

After the WinTV Driver installation program has copied all of the files over to
your disk drive, you will be asked to reboot:

Rebooting System [ <]

& The System will now Reboot!

Click OK to reboot your PC.

After rebooting Windows (either Windows95 or 98), an automatic installation of
the new WinTV driver takes place. You will see the New hardware Found
message, followed by the WinTV Inspection program and the WinTV Direct
Draw Check program.

After installing a new WinT'V driver, it is advisable to install the latest WinTV
applications, including the WinTV32, the WinTV-radio and IR remote con-
trol applications (if your WinTV board has these features).

Removing the WinTV driver with HCWCLEAR

On occasion, it might be necessary to remove all traces of the WinTV driver on
your PC’s hard disk. To do this, there is a program on the WinTV Installation

9-2

Samsung - Exhibit 1010 - Page 368



WinTV Installation and Reference Manual

CD-ROM called HCW CLEAR.

Before running HCWCLEAR, you must manually stop the WINTV IR
Remote Control application. This can be done by double clicking on the IR
icon in the Windows toolbar, and clicking on Stop.

The HCWCLEAR application can be found in the MISC/UTILITY directory:

EN Exploring - Utility

JEiIe Edit Wiew Go Favorites Tools Help |

e . o | % ) ”
Back Fmrand Up cut Copy Paste Unda
| Addresss [ ] pAMISCVUTILITY [

o 0 0O E

-5 Hew_Z_3pei (D) =]

51 Acrabat GethLLs Hewesubid Reg_fixes Audioselexe
- Directs
""" = o = =g A
----- ] Ie4015pP1 | =
- Ir3z Captestexe  Eefixexe ER=E Howreset.exe
B sanual
----- i 5 © E
- Misc =
_| Olezfix Inzt765.exe  Prpsconexe  Primaryexe  Prodinfo.exe
=1 Utility
] SetbLLs

©] Hewsubid =

Once you have stopped the IR application, run HCWCLEAR by double clicking
on its icon:

HCWClear - Remove WINTY Files and Registry Entries M= i

Select Cleanup Level Desired - Each Level Includes Those Above
" Remove WinTY PlughPlay Device [Force Device Fie-Discovery)
" Remove 'WinT INF Files [Force Driver Re-lnstall)
" Remove &1%WinTV Driver Files  [Force Driver e nstall]
% Remove &l WinTV Drivers and Applications [T otal Femoval)
™ Search AllINF Files for Conflicting BT S Hardware

Mate: All Changes Will Be Logged to C:AHCW elear. bt

| “ou Should Re-Boot Your Systern When This Program Completes!

5| [ eaneeL |

Click OK.

You will then see the following message:
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HEWClear [ ]

Are You SURE You Want ta Continue??

Click Yes.

If there are any errors which come up during the running of HCWCLEAR, then
it means that there is an application running which is using the WinT'V drivers.
For example, if you see the following error:

HEWClear [ ]

& Could not delete 'CHyWMPIMEOWS 54 4 Program Filesiwintvyirremote.dll*
Error=0=000000035

{The file may be buzy or Read-Only: Re-boot and try againl)
Woould you like to see further error messages?

it means that one of the WinTV driver files in use (in this case it is the IR remote
driver). You can either ignore the error, or can can double check to make sure there
are no applications running in the system that might be using the WinT'V driver.
In general, to make sure the re-installation is done correctly, all applications using
the WinTV driver should be stopped before HCWCLEAR is run.

Restarting the WinTV driver with HCWRESET

A program is included on the WinTV Installation CD-ROM which resets the
WinTV driver. This program can be run if some program has become “hung up”
and the WinT'V no longer is responding.

The HCWRESET application can be found in the MISC/UTILITY directory:

Samsung - Exhibit 1010 - Page 370



WinTV Installation and Reference Manual

2] Exploring - Utility

JEiIe Edit ‘iew So Favorites Tools  Help |

= ) 7
Back Fanrand Up Cut Copy Paste Unda
| Address |1 bAMISCVUTILITY El

\

Folders £ _l ;l ;] HCU

E@ Hew_2_3pei (D) ;I

53 Acrobat GethLLs Hewszubid Reg_fixes Audioselexe
[]---_‘l [rirect=
----- ] Directxs 3
----- ] Ie4015P1 | =
- I3z Caoptestexe  Eefixexe
- Maraal
----- i 2 © E
] M=o =1
_| Olezfix Inzt765.exe  Prpscanexe  Primaryexe  Prodinfoexe

=i Utility
o ] GetbLLs
LT Hewemnkid -

Simply double click on the HCWRESET.exe icon and the WinT'V driver will be
reset.
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Checking the WinTV Plug-and-Play

Setup

After the WinTV board has been installed, you can find out what I/O port and
interrupt has been assigned by Windows95 Plug-and-Play by looking at its config-
uration in the Control Panel. Windows 95 Plug-and-Play will not let you change
the Interrupt it has assigned, but you can, if necessary, change the Memory

Address selected.

Open up Control Panel by clicking on Start/Settings/ControlPanel. Now
open up the System properties setup by double clicking on its icon, then click on
the Device Manager folder. Then click on Sound, video and game con-

trollers:

I Sysztem Properties e |

' Wiew devices by ype

General Dewice Manager | Hardware F'ru:ufilesl F'erfu:urmancel

 View devices by connection

LB Carnputer

-z COROM

-0 Digk diives

@ Display adapters
% Floppy dizk controllers
-5 Hard disk controllers
-8 Keyboard

-8 Modem

-3 Maritar

Mouze

--Eﬁ Mebwork, adapters
w- S Ports [COM & LPT)
g SCSI contrallers

|+

E| Sound, video and game contrallers b
R Gameport Jopstick
e Hauppauge WinCast/T
H | ' PSP P ' PO VR s PP "SSP [P o By TP N | | PPN | ol PP P R j
Froperties Fiefrezh | Remove | Frint. .. |
oK I Cancel |

then click on Hauppauge WinTV and then Properties:
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Hauppauge WinCast/TY Propertiezs BHE

General | Detailsl Drriveer I Flesu:uurcesl

Hauppauge WinCazt/ TV
Device pe: Sound, video and game contrallers
k anufacturer: Hauppauge Computer W ork s

Hardveare verzion: 018

— Device status

Thig device iz working properly.

— Device uzage

[~ zable in this hardware profile

W Exists in all hardware profiles

Click on Resources to see which resources Windows95 has assigned to the
WinTV. Remember: the Interrupt setting cannot be changed (since it is assigned
by Windows 95 Plug-and-Play) but the Memory Address can be changed if
there is a memory conlflict between the WinT'V and another board.

I Hauppauge WinCast/T¥ Properties 2| ]

Generall Detailsl Driver Resources |

Hauppauge WinCast/ TV

Besource settings;

Setting
Interupt Request Rl
tMemory Range  FFFEFO00 - FFFEFFFF

Setting based ar IBasic corfiguration 0000 j

[EHiange Settinge.. W Use automatic settings

Canflicting device list:
Mo conflicts. -l

ar. I Canhicel |
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To see which versions of drivers are being used, click on Drivers:

Hauppauge WinCast/TV¥ Properties

You can also see the hardware configuration of the WinTV by clicking on the
Details tab:

Hauppauge WinCast/TY Properties

S
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This window will show the type of TV tuner, the serial number and revision of
your WinTV board and other information which can be used to help diagnose
hardware problems.
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Technical support telephone

If you have questions regarding installation or compatibility, please contact our
technical support staff at:

(516) 434-3197
(516) 434-3198 Fax

Service

If you should need assistance with the installation, operation, or application of your
Hauppauge WinT'V board, there are several options available to you. Your prima-
ry source for information and problem assistance is always your dealer. Should the
need arise, contact your dealer for on-site or repair service.

Hauppauge's Technical Support and Customer Service staff can aid in solving
many problems. Our service department is available to repair any Hauppauge
product. For completion of repair, the product must be returned to our factory.

If this WinTV board is not in working order, your only recourse is repair or
replacement, as described above. UNDER NO CIRCUMSTANCES will
Hauppauge be liable for consequential damages, including any lost savings, lost
profits, or any other damages, caused by the use of the WinTV board or inability
to use it, even if the dealer or Hauppauge has been advised of such liability or
other claims.

A-1
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The Hauppauge Limited Warranty

Warranty

Hauppauge Computer Works, Inc. warrants the WinTV board to be free from
defects in material and workmanship for a period of 2 years from date of initial
retail purchase. We will, at our option, repair or replace a defective product. The
limited warranty does not cover any losses or damage that occur as a result of:

» Improper installation
»  Misuse or neglect or operation with faulty equipment

» Repair or modification by anyone other than Hauppauge Computer Works or
an authorized repair agent

Please complete and return the Warranty Registration Form inserted in this man-
ual. To obtain service under this warranty, contact Hauppauge Computer works at
(516) 434-3197, or fax “RMA Department” at 516-434-3198. Please see the
return procedure in the “Technical Support” chapter.
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