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METHOD AND APPARATUS FOR PROTECTING 
THE TRANSFER OF DATA 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

0001. This application is a continuation-in-part applica 
tion of U.S. patent application Ser. No. 09/497,393 filed Feb. 
3, 2000, which is based on a U.S. Provisional Application 
No. 60/126,805, filed on Mar. 30, 1999. 

BACKGROUND 

0002) 1. Field 
0.003 Embodiments of the invention relate to digital 
devices. More specifically, one embodiment of the invention 
relates to an apparatus and method for descrambling digital 
content in digital devices. 
0004 2. General Background 
0005 Analog communication systems are rapidly giving 
way to their digital counterparts. Digital television is cur 
rently scheduled to be available nationally. High-definition 
television (HDTV) broadcasts have already begun in most 
major cities on a limited basis. Similarly, the explosive 
growth of the Internet and the World Wide Web have 
resulted in a correlative growth in the increase of down 
loadable audio-visual files, such as MP3-formatted audio 
files, as well as other content. 
0006 Simultaneously with, and in part due to this rapid 
move to digital communications System, there have been 
Significant advances in digital recording devices. Digital 
versatile disk (DVD) recorders, digital VHS video cassette 
recorders (D-VHS VCR), CD-ROM recorders (e.g., CD-R 
and CD-RW), MP3 recording devices, and hard disk-based 
recording units are but merely representative of the digital 
recording devices that are capable of producing high quality 
recordings and copies thereof, without the generational 
degradation (i.e., increased degradation between Successive 
copies) known in the analog counterparts. The combination 
of movement towards digital communication Systems and 
digital recording devices poses a concern to content provid 
erS Such as the motion picture and music industries, who 
desire to prevent the unauthorized and uncontrolled copying 
of copyrighted, or otherwise protected, material. 
0007. In response, there is a movement to require content 
providers, Such as terrestrial broadcast, cable and direct 
broadcast Satellite (DBS) companies, and companies having 
Internet Sites which provide downloadable content, to intro 
duce protection Schemes. Two Such copy protection Systems 
have been proposed by the 5C group of the Data Hiding Sub 
Group (DHSG) (5C comprising representatives of Sony, 
Hitachi, Toshiba, Matsushita, and Intel) and the Data Trans 
mission Discussion Group (DTDG), which are industry 
committee Sub-groups of the Copy Protection Technical 
Working Group (CPTWG). The CPTWG represents the 
content providers, computer and consumer electronic prod 
uct manufacturers. 

0008. The DTDG Digital Transmission Copy Protection 
(DTCP) proposal is targeted for protecting copy-protected 
digital content, which is transferred between digital devices 
connected via a digital transmission medium Such as an 
IEEE 1394 serial bus. Device-based, the proposal uses 
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Symmetric key cryptographic techniques to encode compo 
nents of a compliant device. This allows for the authentica 
tion of any digital device prior to the transmission of the 
digital content in order to determine whether the device is 
compliant. The digital content is itself encoded prior to 
transmission So that unauthorized copying of the content 
will result in copy having an unintelligible format. 
0009. One method of encoding the content has been 
proposed by the DHSG, and is based on watermarking 
techniques. Although the main focus of the DHSG proposal 
has been for copy protection of digital movie and Video 
content, particularly as applied to DVD Systems, it is 
expected to be applicable to the copy protection of any 
digital content distributed electronically via digital broad 
casts and networks. The watermarking techniques, which are 
invisible to the user, allow the incoming content to be 
marked in a manner that makes it extremely difficult to 
discern precisely how the content was encoded, and thus 
extremely difficult to remove or alter the watermark without 
damaging the content. The DHSG has determined three 
primary cases of detection and control that Such a technol 
ogy should accomplish: playback, record and generational 
copy control. It is anticipated that the watermarking tech 
nology will allow the content provider to specify at least 
whether the content is "copy never,”“copy once,” and "copy 
free” content. “Copy never is used to mark digital content 
to indicate that the content is not allowed to be copied, while 
“copy free’ indicates that the content may be copied freely 
and which can be marked with additional information. This 
is different than material that is never marked. Finally, “copy 
once' is used to indicate that the digital content is allowed 
to be copied only once. As a copy is being made, the original 
“copy once” content and the newly copied content are 
re-marked with “no more copy.” Of course, other types of 
copy management commands may limit the playing or 
reproduction of Such digital content; for example, to a 
Specific period of time, duration, or number of plays or 
Viewings. 
0010 Thus, the functionality of digital devices such as 
Set-top boxes, digital televisions, digital audio players, and 
Similar Such digital devices extends beyond their historical 
role of conditional access (CA), i.e., merely descrambling 
content to a CA-clear format for real-time viewing and/or 
listening, and now include constraints and conditions on the 
recording and playback of Such digital content. For example, 
currently, copying of Scrambled content for Subsequent 
descrambling and viewing or listening may be permitted 
with the appropriate Service/content provider authorization 
or key provided to the digital device. 
0011 Traditional conditional access systems for Pay-TV 
originated from one-way broadcast Systems where a back 
channel was not available. A cryptographic processor, Such 
as a Smart card, in a conditional acceSS unit, Such as a Set-top 
box, for example, is generally infused with information and 
functionality in order to automatically grant access to pro 
grams. 

0012 For example, a smart card with a Pay-TV access 
control application typically receives entitlement manage 
ment messages (EMMs) which grant certain Service rights. 
Typically, Services or group keys are delivered at the same 
time, and if the set-top box is allowed to view IPPV 
programs, then credit and cost limit information may be 
transmitted as well. 
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0013 When tuning to a program, the Smart card receives 
Entitlement Control Messages (ECMs), which describe 
which entitlements the Smart card needs in order to grant 
access to the Show. HackerS may attempt to manipulate both 
EMMs and ECMs to view programs without paying the 
requisite subscription fees. Not only are the EMMs and 
ECMs manipulated, but the hardware is attacked as well. 
This combination of Software and hardware attacks are used 
to cause the Smart card to decrypt Scrambled programs 
without authorization from the provider of the programs. 
0.014. Once fielded, it is hard to change the functionality 
of the Smart cards. Mechanisms for downloading new code 
to Smart cards are prone to attack by hackers who may try 
to use the same mechanisms to load pirate code into the 
Smart card in order to Steal programs. One “Safe' way to 
upgrade the acceSS control System is to remove existing 
Smart cards from the field and provide new ones. However, 
this can be costly and logistically difficult. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0.015 Embodiments of the invention are illustrated by 
way of example and not by way of limitation in the figures 
of the accompanying drawings, in which like references 
indicate Similar elements and in which: 

0016 FIG. 1 is an exemplary embodiment of an enter 
tainment System including a digital device; 

0017 FIG. 2 is a first exemplary embodiment of a secure 
content delivery system that comprises the conditional 
access unit adapted to operate with a Smart card; 

0.018 FIG. 3 is an exemplary embodiment of a method 
for Securely transferring control words from the Smart card 
to the conditional access unit of FIG. 2; 

0019 FIGS. 4 and 5 are exemplary embodiments of a 
method for encrypting and decrypting a control word; 

0020 FIG. 6 is an exemplary embodiment of the 
descrambler integrated circuit implemented within the con 
ditional access unit of FIG. 2; 

0021 FIG. 7 is a second exemplary embodiment of a 
Secure content delivery System that comprises a decoder 
adapted to a headend Server via a network connection; 

0022 FIG. 8 is a more detailed illustration of the decoder 
adapter to the headend server of FIG. 7; 

0023 FIG. 9 is an exemplary embodiment of services 
that may be delivered to the conditional access unit of FIG. 
2 or the decoder of FIG. 7 or 8; 

0024 FIG. 10 is an exemplary embodiment of a method 
for requesting and receiving control words or Service keys, 

0025 FIG. 11A is a third exemplary embodiment of a 
Secure content delivery System; 

0.026 FIG. 11B is an exemplary embodiment of a data 
Structure forming the mating key generator transmitted 
through a Secure content delivery System; 

0027 FIG. 11C is an exemplary embodiment of an 
entitlement management message (EMM) routed to a set-top 
box of the system of FIG. 11A; 
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0028 FIG. 12 is a first exemplary embodiment of a 
descrambler IC implemented within the decoder of the 
set-top box of the system of FIG. 11A; 
0029 FIG. 13 is a fourth exemplary embodiment of a 
Secure content delivery System; 
0030 FIG. 14A is a fifth exemplary embodiment of a 
Secure content delivery System; 
0031 FIG. 14B is an exemplary embodiment of an 
entitlement management message (EMM) routed to a set-top 
box of the system of FIG. 14A; 
0032 FIG. 15 is an exemplary embodiment of meta-data 
associated with an electronic program guide (EPG) routed to 
the set-top box of the system of FIG. 14A; 
0033 FIG. 16 is a first exemplary embodiment of the 
descrambler IC implemented within the set-top box of FIG. 
14A, 

0034 FIG. 17 is a portion of a sixth exemplary embodi 
ment of a Secure content delivery System; 
0035 FIG. 18 is an exemplary embodiment of a portion 
of a Seventh exemplary embodiment of a Secure content 
delivery System in which the digital device is adapted with 
copy protection functionality; and 

0036 FIG. 19 is an exemplary embodiment of the 
decoder implemented within the digital device of FIG. 18. 

DETAILED DESCRIPTION 

0037 Various embodiments of the invention relate to an 
apparatus, System and method for protecting the transfer of 
data. In one embodiment, Such protection involves the 
descrambling or decrypting of digital content from one or 
more content providers in digital devices. Examples of a 
“content provider” include, but are not limited to a terrestrial 
broadcaster, cable operator, direct broadcast satellite (DBS) 
company, a company providing content for download via the 
Internet, or any Similar Sources of content. 
0038. In the following description, certain terminology is 
used to describe features of the invention. For example, the 
terms “component”, “block” or “logic' are representative of 
hardware and/or Software configured to perform one or more 
functions. For instance, examples of “hardware' include, but 
are not limited or restricted to an integrated circuit Such as 
a processor (e.g., microprocessor, application Specific inte 
grated circuit, a digital Signal processor, a micro-controller, 
etc.). Of course, the hardware may be alternatively imple 
mented as a finite State machine or even combinatorial logic. 
0039. An example of “software” includes executable 
code in the form of an application, an applet, a routine or 
even a Series of instructions. The Software may be stored in 
any type of machine readable medium Such as a program 
mable electronic circuit, a Semiconductor memory device 
Such as volatile memory (e.g., random access memory, etc.) 
and/or non-volatile memory (e.g., any type of read-only 
memory "ROM", flash memory), a floppy diskette, an 
optical disk (e.g., compact disk or digital video disc 
“DVD"), a hard drive disk, tape, or the like. 
0040. The term “program data generally represents any 
type of information being transferred over a Secure content 
delivery System. Examples of program data include System 
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information, one or more entitlement control messages or 
entitlement management messages, digital content, and/or 
other data, each of which will be described briefly below. A 
"message' is a collection of bits Sent as a bit Stream, a packet 
or Successive packets. 
0041 Referring to FIG. 1, an exemplary embodiment of 
an entertainment system 100 is shown. The entertainment 
system 100 includes a digital device 110 for receiving 
information including program data from one or more 
content providers. The program data may be propagated as 
a digital bit stream for example. The digital device 110 may 
operate as any number of products Such as a Set-top box or 
one or more components integrated into a television, com 
puter, audio-playback device (e.g., digital radio), audio 
recording device (e.g., MP3 player), Video-recording device 
(e.g., TIVO(E) recorder by TiVo Inc. of Alviso, Calif.), or the 
like. 

0.042 For instance, the digital device 110 may be con 
figured in accordance with an embedded architecture, a split 
Security architecture, organ external Security architecture. AS 
an embedded architecture, in one embodiment, digital 
device 110 is implemented as a Set-top box that comprises 
fixed, internal circuitry Supporting both entitlement manage 
ment and descrambling operations. 
0.043 Alternatively, in accordance with a split security 
architecture embodiment, the digital device 110 may be 
adapted to receive a removable Smart card that handles 
entitlement management, while descrambling of incoming 
program data is controlled by internal circuitry. 
0044. Yet, in accordance with an external security 
embodiment, the digital device 110 may be a “point-of 
deployment” product with a PCMCIA card handling both 
entitlement management and descrambling operations by 
Sending and receiving messages over an Out-of-Band chan 
nel. 

0.045. Of course, as yet another alternative embodiment, 
external security type may also be split so that the PCMCIA 
card may be configured to handle descrambling operations, 
but adapted to communicate with a Smart card for handling 
entitlement management. These and other embodiments of 
the digital device 110 may be implemented while still falling 
within the Spirit and Scope of the invention. 
0046) The digital device 110 comprises a receiver 111, 
which processes the incoming information, extracts the 
program data therefrom, and provides the program data in a 
perceivable format (e.g., viewable and/or audible). AS men 
tioned previously, the program data may include at least one 
or more of the following: System information, entitlement 
control messages, entitlement management messages, digi 
tal content, and other data. 

0047. Herein, “system information” may include infor 
mation on program names, time of broadcast, Source, and a 
method of retrieval and decoding, and well as copy man 
agement commands that provide digital receivers and other 
devices with information that will control how and when 
program data may be replayed, retransmitted and/or 
recorded. These copy management commands may also be 
transmitted along with an entitlement control message 
(ECM), which is generally used to regulate access to a 
particular channel or Service. An "Entitlement Management 
Message” (EMM) may be used to deliver entitlements 
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(Sometimes referred to as “privileges') to the digital receiver 
111. Examples of certain entitlements may include, but are 
not limited to access rights, access parameters, and/or 
descrambling keys. A descrambling key is generally a code 
that is required by descrambler logic to recover data in the 
clear from a Scrambled format based on the entitlements 
granted. Finally, “content” in the program data Stream may 
include images, audio, Video or any combination thereof. 
The content may be in a Scrambled or clear format. 
0048. As shown, when implemented as a set-top box, the 
digital device 110 may be coupled to other components in 
the entertainment system 100 via a transmission medium 
120. The transmission medium 120 operates to transmit 
control information and data including program data 
between the digital device 110 and other components in the 
entertainment system 100. The transmission medium 120 
may include, but is not limited to electrical wires, optical 
fiber, cable, a wireleSS link established by WireleSS Signaling 
circuitry, or the like. 
0049. Depending on the type of product corresponding to 
the digital device 110, the entertainment system 100 may 
include an audio system 130 coupled to the transmission 
medium 120. A digital VCR 140, such as a D-VHS VCR, 
may also be coupled to the digital device 110 and other 
components of the entertainment system 100 through the 
transmission medium 120. 

0050 Ahard disk recording unit 150 may also be coupled 
to digital device 110 and other components via transmission 
medium 120. Display 160 may include a high definition 
television display, a monitor, or another device capable of 
processing digital video signals. Finally, a control unit 170 
may be coupled to the transmission medium 120. The 
control unit 170 may be used to coordinate and control the 
operation of Some or each of the components on the enter 
tainment system 100. 
0051. The content of a digital program may be transmit 
ted in Scrambled form. In one embodiment, as part of the 
program data, acceSS requirements may be transmitted along 
with the scrambled content to the digital device 110 that is 
implemented with the receiver ill functioning as a condi 
tional acceSS unit, especially when the digital device 110 
operates as a Set-top box. An "access requirement' is a 
restrictive parameter used to determine if the digital device 
110 implemented with conditional access functionality, 
hereinafter referred to herein as the “conditional access unit 
110, is authorized to descramble the Scrambled content for 
Viewing or listening purposes. For example, the acceSS 
requirement may be a key needed to perceive (view and/or 
listen to) the content, a Service tag associated with a given 
content provider, or even a particular descrambling Software 
code. 

0052. When a scrambled program is received by the 
conditional access unit 110, the access requirements for the 
program are compared to the entitlements that the condi 
tional access unit 110 actually has. In order for the condi 
tional access unit 110 to display the scrambled content in 
clear form, in one embodiment, the acceSS requirements for 
the program are compared to the entitlements of the condi 
tional access unit 110. The entitlements may state that the 
conditional access unit 110 is entitled to view/playback 
content from a given content provider Such as Home Box 
Office (HBO), for example. The entitlements may also 
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include one or more keys needed to descramble the content. 
The entitlements also may define the time periods for which 
the conditional access unit 110 may descramble the content. 
0.053 Thus, in one embodiment, access requirements and 
entitlements form a part of the access control System to 
determine whether a conditional acceSS unit or a decoder is 
authorized to view a particular program. It is contemplated 
that the description below focuses on mechanisms to recover 
audio/visual content Such as television broadcasts, pur 
chased movies and the like. However, it is contemplated that 
the invention is also applicable to the descrambling of 
audible content only (e.g., digitized music files). 
0.054 The access requirements and entitlements can pro 
vide consumers with a variety of choices for paying for the 
content and gaining access to the Scrambled content. These 
choices may include pay per play (PPP), pay per view 
(PPV), impulse pay per view (IPPV), time based historical, 
pay per time (PPT), repurchase of copy never movies, 
personal Scrambling, and regional pay per view. "Impulse 
pay per View' is a feature which allows purchase of pay per 
View movies through credit that has been previously down 
loaded into the set-top box. Purchase records may be stored 
and forwarded by phone to a billing center. “Time based 
historical' allows access to content that was delivered 
during a past time period, Such as March through December, 
1997, for example. The access requirements and entitle 
ments can also provide consumers with different options for 
Storing the Scrambled content. 
0.055 The access requirements may be delivered to the 
conditional acceSS unit, located within digital device 110 or 
coupled thereto over transmission medium 120, using packet 
identifiers (PIDs). Each PID may contain the access require 
ments associated with a given Service or feature. The content 
that is delivered to the conditional acceSS unit may also 
include a large number of PIDS, thus enabling Special 
revenue features, technical features, or other Special features 
to be performed locally. 

0056 Before receiving the content, the customer may be 
given a number of choices for gaining access to the content 
that is going to be Stored to media. The customer may be 
required to purchase the right to acceSS and view the content. 
Therefore, if the customer wants to record the content for 
later retrieval and viewing, the access requirements that the 
customer bought also need to be stored with the content. 
0057. In addition, there may be copy-protection applied 
to the descrambled content (e.g., transport stream) as shown 
in FIGS. 18 and 19. Copy-protected content will be re 
Scrambled across an interface interconnecting a destination 
interface (e.g., NRSS-A, NRSS-B or POD module inter 
faces) and a Source. The Source and destination interface 
need to agree on the key used to re-encrypt this content. This 
copy protection key can be encrypted with the unique key 
asSociated with the digital device. The unique key can be 
received through an EMM or other method, e.g. factory load 
procedure. 

0.058 As seen in FIG. 2, a first exemplary embodiment 
of a Secure content delivery System that comprises a condi 
tional acceSS unit 401 adapted to operate with a Smart card 
interface 420 is shown. This embodiment is consistent with 
a split Security architecture and an external Security archi 
tecture. In a split Security architecture implementation, the 
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digital device 110 operates as the conditional access unit 401 
(e.g., equivalent to conditional access unit 110 of FIG. 1), 
but is implemented as a Set-top box or other type of digital 
device. In an external Security architecture implementation, 
conditional access unit 401 is a NRSS-B conditional access 
unit. 

0059) Although the smart card interface 420 may be built 
into the digital receiver 111, it is expected that the digital 
receiver 111 will have an expansion slot, such as a PCMCIA 
slot or Universal Services Bus (USB) slot for example, to 
receive a card or device 410 complementary to the interface 
420. For this embodiment, the digital receiver 111 comprises 
an optional processor 430 and a descrambler integrated 
circuit (IC) 440. 
0060 Smart card interface 420 receives a smart card 410 
including one or more encrypted control words for descram 
bling Scrambled program content. Smart card 410 may 
transmit the control word(s) in encrypted form to the Smart 
card interface 420. In order to protect the one or more 
control words, referred to as “CW,” from being improperly 
extracted by an interloper monitoring communications 
between the Smart card 410 and the Smart card interface 420, 
the Smart card 410 may use an encryption key unique to 
conditional access unit 401 to encrypt the CW. This allows 
the conditional access unit 401 to decrypt the CW in a secure 
manner and use the clear control words to descramble the 
program content. 
0061 More specifically, according to one embodiment, 
an external cryptographic processor 415 of an ISO 7816 
Smart card for example, receives the CW needed to 
descramble content. A storage element 412 (e.g., register or 
other volatile or non-volatile memory) is previously loaded 
with one or more keys for encrypting the CW. Such loading 
may be performed during manufacture of the Smart card 410, 
during manufacture of the Storage element 412 or the 
cryptographic processor 415 when the Storage element 412 
is on-chip memory of the cryptographic processor 415, or 
perhaps via a communication pathway through conditional 
access unit 401 over Smart card interface 420 (not shown). 
The encryption block 414 of the Smart card 410 (e.g., 
Software or firmware executed by cryptographic processor 
415, dedicated hardware, etc.) encrypts the CW with the one 
or more keys that are unique to descrambler IC 440. 
0062 For this embodiment, the Smart card 410 delivers 
the encrypted CW to the processor 430 through interface 
420, although the encrypted CW may be sent directly to 
decryption block 460 (e.g., State machine or dedicated 
circuitry). The processor 430 may be implemented to per 
form additional operations to counteract additional obfus 
cation techniques performed on the CW, other than encryp 
tion using keys identical to or derivatives from those keys 
stored in the descrambler IC 440. It is noted that the CW is 
maintained in an encrypted format until processed by the 
descrambler IC 440. Therefore, the communications 
between the processor 430 and the descrambler IC 440 are 
SCCC. 

0063. The descrambler IC 440 in the conditional access 
unit 401 will decrypt the CW using one or more unique keys 
stored in a storage element 450. In one embodiment, the 
Storage element 450 comprises one or more key registers 
loaded at manufacturer or after implemented within the 
conditional access unit 401 through initial program data 
transmitted to the conditional access unit 401. 
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0064. Then, according to one embodiment, the decryp 
tion block 460 then writes the decrypted CW alternately into 
ODD and EVEN key storage elements (not shown) of 
descrambler logic 470 located in the descrambler IC 440. 
The descrambler logic 470 then applies the ODD/EVEN 
CW to the incoming scrambled content 480 at the right time 
and outputs descrambled program content 490. Of course, 
alternatives to the loading of ODD and EVEN key storage 
elements may be utilized for descrambling of the incoming 
Scrambled content 480. 

0065. Thus, the transfer of the CW from the smart card 
410 to the conditional access unit 401 is secure, because the 
CW is transferred in encrypted form. The CW remains 
Secure in the conditional access unit 401 because the CW is 
not decrypted by the non-secure processor 430. The CW is 
only decrypted in the descrambler IC 440 that actually uses 
the CW, therefore, the CW is never exposed in the clear, and 
cannot be obtained by hackers. 
0.066 Furthermore, the key used to decrypt the CW is 
stored in hardware (e.g., storage element 450) of the 
descrambler IC 440. The storage element 450 cannot be 
hacked unless the silicon of the storage element 450 is 
probed. An attempt may be made to exhaustively trial a key 
stored in storage element 450 in IC 440. However, if the key 
is Sufficiently large, the means of attack will be deemed 
hopeless. Furthermore, the key may only be valid for one 
particular conditional access unit 401, and may not be used 
by other units to decrypt the CW, because the CW is 
encrypted by the Smart card 410 using a key or CW that is 
unique to an associated conditional access unit 401. There 
fore, the transmission of the encrypted control word(s) from 
Smart card 410 to conditional access unit 401 is secure and 
the control word(s) is(are) not vulnerable to theft by hackers. 
0067. The descrambler IC 440 handles the secure pro 
cessing of the control words. This descrambler IC 440 has no 
CPU, no firmware, and no software. There is no complicated 
key hierarchy. A non-processor based descrambler IC 440 
receives the encrypted CW, applies a unique key to it, and 
decrypts it. No instructions, no code, no hashing, and no 
Software is loaded into the decryption block 460. The 
decryption is performed entirely by a hardware circuit or 
state machine of the descrambler IC 440 using only a single 
key function. 
0068 One or more unique keys, generally referred to as 
“Unique Key' herein, may be programmed into the Storage 
element 450 during manufacture. For example, in one 
embodiment, the descrambler IC 440 has a non-volatile, 
unique key storage element 450 that can be written only 
once. When the set-top box, television, or NRSS-B module 
is manufactured, the Storage element 450 is programmed. In 
this embodiment, there is no way to either improperly read 
or overwrite the Unique Key that was originally loaded into 
the storage element 450. An association between the serial 
number of the conditional access unit 401 and the Unique 
Key loaded into the descrambler IC 440 of the conditional 
access unit 401 may be recorded. 
0069. When the conditional access unit 401 is manufac 
tured and a Smart card 410 is installed, the Smart card 410 
can receive the Unique Key associated with the conditional 
access unit 401 at the time of pairing. From then on, the 
Smart card is “paired to that particular host (e.g., the 
conditional access unit 401). Later, if the Smart card 410 is 
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ever replaced or moved to a new host, the Smart card 410 
may be adapted to receive the Unique Key associated with 
the new host via an Entitlement Management Message 
(EMM). Of course, as an alternative, a new Smart card with 
a newly programmed Unique Key may also be delivered to 
the user. 

0070 An exemplary method for transferring the CW 
from the Smart card 410 to the conditional access unit is 
shown in FIG. 3. A control word is encrypted in the Smart 
card 410 using a key stored in non-volatile memory of the 
Smart card (block 40). The key stored in the Smart card is 
asSociated with the key Stored in the Storage element of the 
descrambler IC. The encrypted control word is received 
from the Smart card (block 41). 
0071. This method includes receiving a digital bitstream 
including program data in a descrambler IC, where the 
program data includes System information and Scrambled 
digital content (block 42). The encrypted control word is 
decrypted using a key Stored in a Storage element of the 
descrambler IC (block 44). The scrambled digital content is 
descrambled in the descrambler IC using the decrypted 
control word (block 45), and the descrambled digital content 
is output (block 46). 
0072 Embodiments of the encryption and decryption 
functions performed by encryption block 414 and decryption 
block 460 are shown in FIGS. 4, 5 and 6. These operations 
transform the CW based on the Unique Key stored in storage 
elements 412 and 450. An encryption algorithm such as 
DES, M6, or DVB Common Scrambling Algorithm may be 
used. In the embodiments shown in FIGS. 4, 5 and 6, Triple 
DES is used. As shown in FIG. 6, the descrambler IC 440 
uses Triple DES to decrypt the CW in decryption block 460. 
The decrypted CW is then used by descrambler logic 470 to 
descramble the scrambled program content 480 and output 
clear program content 490. 
0073 However, because the encryption and decryption of 
the control word(s) is local to the Set-top box, it is possible 
to phase in the deployment of increasingly more robust 
encryption. For example, Single DES may be initially 
deployed, and later double or triple DES can be phased in 
with no consequence to already fielded paired units of 
Set-top boxes and Smart cards. The key length of the Unique 
Key may be at least as large as the descrambled CW, to help 
reduce attacks on the Unique Key by hackers. 
0074. In an alternative embodiment of the conditional 
acceSS unit implementation of FIG.2, the Smart card may be 
replaced by the headend 710 of a one-way or two-way 
network 720 as shown in FIG. 7. The headend 710 main 
tains the access rights for the digital device operating as a 
decoder (referred to as “decoder 701”), instead of maintain 
ing Such access rights in a local cryptographic processor 415 
of FIG. 2. The headend 710 can deliver one or more service 
keys (generally referred to as “Service Key') based on the 
Unique Key stored in the Descrambler IC 740. The 
encrypted Service Key may be stored locally in the decoder 
701 to facilitate transitions from one channel to another. The 
Service Key are Stored in encrypted form, and are loaded as 
needed into the Descrambler IC 740. The Service Key is 
decrypted only in the Descrambler IC 740, by using one or 
more Unique Keys stored in memory 750 of the Descram 
bler IC 740. In one embodiment, the Service Key is used as 
a control word to descramble the content directly. In another 
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embodiment, the Service Key is used to decrypt one or more 
control words, which are received in-band with the 
Scrambled content and Subsequently used for descrambling 
purposes. 

0075. The Service Key may be encrypted and decrypted 
using one of the algorithms used for the control words in the 
embodiments of FIGS. 2, 4, 5 and 6 described above. The 
algorithm used to encrypt and decrypt the Service Key may 
be different than the algorithm used to scramble and 
descramble the program content. For example, M6 may be 
easier to do in Software in either the Smart card or the 
headend key Server. Also, each Service Key may be 
encrypted using different public and proprietary encryption 
algorithm. These different proprietary algorithms may be 
considered as any-piracy measures to invalidate clone hard 
WC. 

0076) The headend 710 can deliver one or more Service 
Keys on a channel or “tier of service' basis in EMMs. The 
Service Keys are encrypted, stored locally in decoder 701 
and used by a processor 730 as needed when tuning to 
different channels. Because the Set-top boxes are fielded in 
high Volume as compared to the headend 710, eliminating 
the Smart cards (and corresponding cryptographic proces 
Sors), from the Set-top boxes can greatly reduce the cost of 
implementing a pay-TV System in a network. 
0077. While this embodiment works in one-way (non 
IPPV) broadcast networks, it also performs in two-way, 
interactive networks, where the keys for a particular Service 
are requested, such as IPPV or VOD purchases or any other 
non-subscription service. A return channel 721 is used to 
request the Service Key(s) because the ability to grant access 
to a new service is performed by the headend 710 instead of 
a local controlling cryptographic processor. 
0078. In order to avoid overload problems at the headend 
710 caused by a large number of simultaneous impulse buys 
of IPPV programs, a Free Preview period can be determined 
and IPPV programs can be marketed in advance of the actual 
viewing. In this embodiment, Service Keys for individual 
shows or movies may be requested by the decoder 701 and 
delivered ahead of time. For example, interactive networks, 
Such as a cable System having the return channel 721 Such 
as a DOCSIS modem or Out-of-Band transmitter/receiver 
for example, can deliver a Request for Program Key (RPK) 
message from the decoder 701 to the headend 710. Alter 
natively, the decoder 701 may request the Service Keys in 
real-time for each program accessed. 
0079 A controller (not shown) on the network headend 
server 710 processes the RPK message. The RPK message 
may contain an address of the decoder 701 as well as 
information needed to identify the channel to be viewed (all 
of which may be obtained from Motion Picture Experts 
Group (MPEG) system and program information already 
processed by the insecure processor). The request may be 
encrypted, if desired, for non-repudiation and prevention of 
denial of service attacks, such as IPPV or VOD requests for 
example. 
0080. Upon receipt of the message, the headend 710 
accesses entries of an access control list (listing each entitle 
ment of the decoder 701) and verifies the decoder is autho 
rization to receive a particular Service Key. If authorized, the 
headend server 710 sends the Service Key (encrypted using 
a Unique Key of the decoder 701 located in the Descrambler 
IC) to the decoder 701. 
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0081 FIG. 8 provides a more detailed illustration of the 
decoder 701 of FIG.7 adapter to the headend server 710 for 
request and receipt of one or more Service KeyS. According 
to one embodiment, program data 800 such as an Entitle 
ment Control Message (ECM) or meta-data associated with 
an Electronic Program Guide (EPG) is provided to the 
decoder 701 by a content provider. The program data 800 is 
adapted to convey at least an identifier of the desired 
Channel or Service (referred to as “Channel or Service ID”). 
In the event that the program data 800 is an IPPV or VOD 
program, the program data 800 may further include a 
Program identifier (PID). This is because no ECM process 
ing other than identifying the appropriate encrypted key 
from memory, and using it to write it into the appropriate 
storage element (or register) of the Descrambler IC 740 
needs to be performed. 
0082) An MPEG Demultiplexer 810 operates as a mes 
Sage processor to extract the Channel or Service ID upon 
detection in program data. The Channel or Service ID are 
routed to the processor 730, which in combination with 
transmitter/receiver logic 820 generates a Request for Ser 
vice Key (RSK) message over channel 721 for routing to the 
headend server 710 of FIG. 7. 

0083. In response, upon authorization of the decoder 701, 
the headend server 710 transmits the requested Service Key 
(SK) in an encrypted format to the transmitter/receiver logic 
820, which provides the SK to the processor 730. The 
processor 730 may store the SK in a memory 735 and/or 
provide the SK to the descrambler IC 740 for descrambling 
incoming Scrambled content in real-time. For instance, the 
memory 735 is an optional component for use if it is 
desirable to storage the SK locally. Where the SK is not 
stored locally but is accessed from the headend server 710 
as needed, memory 735 may be removed from the decoder 
701. 

0084. Upon receiving the scrambled content of the pro 
gram data, the descrambler IC 740 descrambles such con 
tent, which is subsequently supplied to MPEG decoder 830 
if the content is compressed with a MPEG format. The 
MPEG decoder 830 decompresses the digital content and 
Subsequently routes the decompressed digital content to 
either a digital-to-analog (D/A) converter for display on a 
television, a Digital Video Interface (DVI) link or a network 
interface (e.g., IEEE 1394 link). 
0085. As shown, the processor 730, memory 735, 
descrambler IC 740, MPEG Demultiplexer 810, transmitter/ 
receiver logic 820 and MPEG decoder 830 may be imple 
mented on two or more integrated circuits interconnected 
through bus traces or another communication Scheme (e.g., 
wires, optical fiber, etc.). Alternatively, these components 
may be implemented on a Single integrated circuit. 

0086). In this embodiment, the SK may be valid for a 
certain period of time. The decoder 701 may store the SK in 
the memory 735, allowing the decoder 701 to re-access the 
service with if SK is still valid without having to request that 
Service Key again. In this embodiment, the SK is stored in 
encrypted form (as it comes over the network from the 
headend 710) in the memory 735. 
0087. The SK may be valid for the duration of a program 
or it may be valid for a Selected period of time, e.g. 6 hours. 
Using a key for a longer period of time will reduce the 
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overall number of transactions between the decoder 701 and 
the headend Server because, once the key is Stored in the 
memory 735 of the decoder 701, it is readily available. 
Depending on the duration of the current Service Key (e.g., 
SK), the next Service Key (SK) may be delivered along 
with the SK. Alternatively, the decoder 701 may request the 
SK after detecting the end of the SK's valid Epoch (e.g., 
time duration of the SK). In one embodiment, the Service 
Key is valid for the duration of a user's Subscription period. 

0088. The Service Key should be identified properly so 
that it may be applied to a channel being tuned to. When the 
decoder 701 tunes to a channel, it looks up the appropriate 
encrypted Service Key from the memory 735 and writes that 
into the Odd/Even MPEG key register of the descrambler IC 
740. As in the embodiment of FIG. 2, the secret Unique Key 
information may be programmed into the descrambler IC 
740 when decoder 701 is manufactured. 

0089. In one embodiment, the Service Keys may com 
prise 56-bit, 112-bit, or 168-bit keys. Table 1 shows the 
Storage requirements for different sizes of keys. 

TABLE 1. 

Number of Bytes to Store Independent Service Keys 

16 Byte 16 Byte 
Triple Triple 

Number of DES DES 
Channels Encrypted Encrypted 

with Service Service 
Independent Channel ID Key Key Total 

Keys (3 Bytes) CURRENT NEXT Bytes 

2O 60 32O 32O 700 
50 150 8OO 8OO 1,750 
1OO 3OO 16OO 1600 3,500 
2OO 6OO 32OO 32OO 7,000 
400 12OO 6400 6400 14,000 

0090 Services can be sold a-la-carte or sold as a bouquet 
or package. There may be several tiers of Services, each 
identified by a Service ID. For example, there may be a basic 
tier of Services, a medium tier offering more Services, and 
advanced tiers offering different premium Services, as shown 
in FIG. 9. In this embodiment, each incremental tier of 
Services may be given a separate key. 

0091. From Table 1 above, if a customer where to sub 
scribe to 20 different types of Service tiers, that would 
require 60 bytes of ID storage, 320 bytes of storage of the 
currently valid Service Keys, 320 bytes of storage for the 
Service Keys valid for the next epoch (or billing period) for 
a total of 700 bytes. 

0092 FIG. 10 shows an exemplary embodiment of a 
method for requesting and receiving Service KeyS. Program 
information is continuously sent from the headend to the 
decoder (blocks 1010 and 1015). A viewer then selects a 
channel to watch (block 1020). The decoder requests a 
Service Key from the headend (block 1025). The headend 
checks the subscription status of the decoder (block 1030). 
If the decoder is subscribed, the headend provides the 
Service Key to the decoder (block 1055). If the decoder is 
not subscribed, the viewer is asked by the decoder to 
subscribe (block 1035). The viewer decides to subscribe 
(block 1040). The decoder sends a request for purchase to 
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the headend (block 1045). The headend sends an encrypted 
Service Key to the decoder (block 1050). 
0093. Thus, the decoder 701 of FIG. 7 comprises a 
Descrambler IC 440 with a Unique Key. Service Keys are 
delivered to the decoder 701 encrypted by the Unique Key 
and stored in encrypted form in the decoder 701. Alterna 
tively, the decoder 701 could request a Service Key each 
time that the decoder 701 tunes to a channel without storing 
the Service Keys locally. 
0094. The entitlements normally held by the secure cryp 
tographic processor of FIG. 2 are held by the controlling 
authority such as a key server in the headend 710 of FIG. 7 
for example. The processor 730 in decoder 701 may receive 
a message (e.g., an ECM or an EMM), which tells it what it 
is authorized to descramble So that it may properly display 
viewing options to a viewer. The processor 730 can then 
request Service Keys for Selected channels. 
0.095. In this embodiment, there is no embedded 
"Secure', firmware or Software. Using the hardware decryp 
tion circuit mentioned above, an embedded processor core 
or firmware that performs a cryptographic function is not 
needed. This enables a number of conditional acceSS appli 
cations, which may be downloaded to the insecure proces 
sor. The Service Key is unit key encrypted. It may be a 
public asymmetric key or Secret Symmetric key. 
0096. Additional advantages include Pay-TV applica 
tions without using a cryptographic processor by providing 
the decoder 701 having the Descrambler IC 740 with Unique 
Keys hardwired into the IC 740. The decoder 701 can 
request a Service Key or Control Word from a network 
provider. Local access control can be performed by the 
processor 730 because the critical “secure” function is 
isolated in the Descrambler IC 740. 

0097. Referring now to FIG. 11A, a third exemplary 
embodiment of a secure content delivery system 1100 is 
shown. The secure content delivery system 1100 comprises 
a Subscriber management System 1110, a Conditional Access 
(CA) control system 1120, a plurality of mating key servers 
associated with different set-top box manufacturers 1130 
1130N (N22) and a set-top box 1140 adapted to receive a 
Smart card 1150. The Smart card 1150 communicates with a 
descrambler IC 1160, which includes local memory 1170 
configured to store a unique key (“Unique Key”) 1180 of the 
set-top box 1140. 
0098. Once a user of the set-top box 1140 desires to 
receive particular program data, the Set-top box 1140 deter 
mines whether entitlements associated with the requested 
program data are already Stored therein. If the entitlements 
are not Stored, the user may be notified by a Screen display 
and prompted to provide a request 1111 to the subscriber 
management system 1110. The request 1111 may be pro 
vided by the user via (i) an out-of-band communication 
pathway (e.g., electronic mail over the Internet, telephone 
call by the user, etc.) or (ii) an in-band communication 
pathway to the CA control system 1120 in communication 
with set-top box 1140 as shown. Alternatively, the request 
1111 may be sent automatically or may be routed to CA 
control system 1120 which performs a lookup of information 
to authorize the user Substantially in real time. 
0099 For one embodiment, the request 1111 is a message 
that comprises an identifier (e.g., an alphanumeric, or 
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numeric code) of the requested content, a serial number of 
the set-top box (referred to as “STB Serial Num”) and/or an 
identifier of the Smart card 1150 (referred to as “Smart Card 
ID). Implemented as any information processing System 
(e.g., Server, relay Station or other equipment controlled by 
a service provider or content provider), the Subscriber man 
agement System 1110 processes the request 1111 and deter 
mines what entitlements are to be provided to the Set-top box 
1140. Although not shown, it is contemplated that the CA 
control system 1120 could be configured to perform a 
lookup of databases containing Serial numbers of Set-top 
boxes or Smart card IDS, thereby eliminating access to 
subscriber management system 1110. 

0100. Upon receiving an authorization (AUTH) message 
1112 from the subscriber management system 1110, which 
may include the STB Serial Num and perhaps global keys 
(e.g., keys used to decrypt ECMs Sent in-band with the 
content), the CA control system 1120 routes the STB Serial 
Num 1141 and a mating key generator 1121 to at least one 
of the mating key servers 1130, , , or 1130N (generally 
referred to as “mating key server 1130” where i21). The 
CA control system 1120 operates as an intermediary to 
coordinate delivery of a mating key 1122 that is used to 
extract the requested program data from downloaded, 
scrambled information. The CA control system 1120 may be 
implemented as a headend Server, a broadcast Station, a 
Satellite uplink or the like. 
0101 Alternatively, instead of CA control system 1120 
routing the mating key generator 1121 and STB Serial Num 
1141 to a mating key servers 1130-1130, it is contem 
plated that Such information may be sent to a trusted third 
party 1135, which maintains and controls access to data 
bases featuring mating keys. The values associated with the 
mating key generator 1121 and/or STB Serial Num 1141 are 
used to retrieve the mating key 1122. The “trusted third 
party’1135 may include, but is not limited or restricted to a 
governmental entity, a company independently managed 
from any Set-top box manufacturer, or the like. 

0102 Prior to transmission of the STB Serial Num 1141 
and the mating key generator 1121, the CA control System 
1120 may perform an authentication scheme with a selected 
mating key server, Such as server 1130, in order to establish 
a session key between the CA control system 1120 and the 
mating key server 1130. Of course, the authentication 
scheme would be performed with the trusted third party if 
implemented in lieu of the mating key server 1130. The 
Session key can be used to encrypt information exchanged 
between the parties in order to provide a Secure link there 
between. Examples of various types of authentication 
Schemes include an exchange of digital certificates, digital 
Signatures, hash values or the like. 

0103) As shown in FIG. 11B, the mating key generator 
1121 is a message that comprises one or more of the 
following: a Set-Top-Box Manufacturer identifier (STB 
Manufacturer ID) 1123, a Service Provider ID 1124, a 
conditional access (CA) Provider ID 1125 and a Mating Key 
Sequence Number 1126. For this embodiment, “STB manu 
facturer ID'1123 is a predetermined value that identifies a 
manufacturer of the set-top box 1140. Of course, it is 
contemplated that the STB manufacturer ID 1123 is 
optional, depending on the particular arrangement of the 
STB Serial Num 1141. The “Service Provider ID'1124 is a 
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value (e.g., one or more bits such as 16-bits) that identifies 
the communications System provider as well as the Selected 
distribution mechanism. For example, the Service Provider 
ID 1124 may identify which cable, satellite, terrestrial or 
Internet company is Supplying the requested program data 
and/or the particular head-end Server of that company. The 
“CA Provider ID" 1125 indicates the provider of the CA 
control system 1120. The “Mating Key Sequence Num 
ber 1126 is used for reordering packets of information if the 
mating key 1122 is more than one packet in length, and in 
certain Systems, may also be used to indicate expiration of 
the mating key generator 1121. 

0104 Referring back to FIG. 11A, the STB Serial Num 
1141 may have a unique portion for each STB Manufacturer 
ID 1123 in order to identify the mating key server 1130, . 
., or 1130 (or database of trusted third party 1135) to 

which access is sought. Alternatively, the STB Serial Num 
1141 may be expanded to include a serial number of the 
set-top box 1140 as well as a code field to identify the 
manufacturer of that set-top box 1140. Of course, the 
number of bits is a design choice. 
0105. Upon receipt of the mating key generator 1121 and 
STB Serial Num 1141, the appropriate mating key server 
(e.g., server 1130, where is 1) returns the mating key 1122. 
In this embodiment, the mating key 1122 is used to encrypt 
a control word needed to descramble Scrambled content 
being sent to the set-top box 1140. More specifically, the 
mating key server 1130, accesses a key being an identical 
copy of Unique Key 1180 pre-stored in server 1130, and 
encrypts the mating key generator 1121 using the accessed 
key. This produces a key equivalent to the mating key 1122. 
Alternatively, it is contemplated that the mating key gen 
erator 1121 may undergo a one-way hash operation in which 
the result is encrypted or a portion of message 1121 
encrypted in lieu of the entire message 1121 being 
encrypted. 

0106 Upon receipt of the mating key 1122, the CA 
control System 1120 generates an entitlement management 
message (EMM) 1148 along with one or more ECMs 1142 
sent to the Smart card 1140. One embodiment of EMM 1148 
is illustrated in FIG. 11C. 

0107 As shown in FIG. 11C, EMM 1148 comprises at 
least two of the following: Smart Card ID 1143, length field 
1144, mating key generator 1121, “M” (Me1) key identi 
fiers 1145-1145 and global keys 1146-1146 associated 
with the key identifiers 1145-1145, respectively. Of 
course, other entitlements 1147 may be included in the 
EMM 1148. Also, it is contemplated that the mating key 
generator 1121 may be excluded from the EMM 1148 and 
sent separately and generally concurrent with the EMM 
1148. 

0108). The Smart Card ID 1143 is a bit value that is used 
to indicate a particular Set-top box and perhaps the manu 
facturer of the set-top box. The “EMM length field'1144 is 
a bit value that is used to indicate the length of the EMM 
1148. The mating key generator 1121, as shown, is a bit 
value that includes the parameters forth above in FIG. 11B. 
Each “key identifier'1145-1145 is a 16-bit entitlement tag 
value that is signed for use in checking whether the global 
keys 1146-1146 have been illicitly altered. The global 
keys 1146-1146 are used to decrypt ECMs 1142 used to 

Samsung - Exhibit 1013 - Page 30



US 2003/0174844 A1 

deliver acceSS criteria requirements and at least one control 
word in an encrypted format. The size (in bits) of these fields 
can be varied. 

0109) The Smart card 1150 receives the EMM 1148 and 
forwards the mating key generator 1121 and an encrypted 
control word 1151 recovered from ECM 1142 to the 
descrambler IC 1160 of the set-top-box 1140 as described in 
FIG. 12. 

0110 FIG. 12 is a first exemplary embodiment of the 
descrambler IC 1160 implemented within the set-top box 
1140 of FIG. 11A. On receipt of the mating key generator 
1121 and the encrypted control word 1151 from the Smart 
card 1150, the descrambler IC 1160 comprises a first process 
block 1161 that performs an encryption operation on the 
mating key generator 1121 using a unique key 1162 previ 
ously stored in the descrambler IC 1160. The encryption 
operation may be in accordance with Symmetric key cryp 
tographic functions such as DES, AES, IDEA, 3DES and the 
like. The “DES' operations are shown for illustrative pur 
pOSes. 

0111. The encryption operation on the mating key gen 
erator 1121 produces a key 1163 identical to the mating key 
1122, which is loaded into a second process block 1164 that 
is used to decrypt the encrypted control word 1151 to 
produce a control word 1165. The control word 1165 is used 
for descrambling the scrambled content 1166 loaded into the 
set-top box 1140 and in particular the descrambler IC 1160. 
Descrambling may include performance of 3DES operations 
on the Scrambled content 1166. The result is content in a 
clear format, which may be transmitted from the descram 
bler IC 1160 and Subsequently loaded into a MPEG decoder 
as shown in FIG. 8 or optionally into a D/A converter, DVI 
Interface or IEEE 1394 interface. 

0112. It is contemplated that process blocks 1161 and 
1164 may be altered to Support decryption and encryption 
respectively, depending on how the mating key 1122 is 
formulated. 

0113 Referring now to FIG. 13, a fourth exemplary 
embodiment of a secure content delivery system 1200 is 
shown. The secure content delivery system 1200 comprises 
the subscriber management system 1110, the CA control 
System 1120, a mating key gateway 1210, the mating key 
servers 1130, -1130 and the set-top box 1140. In lieu of 
transmitting the mating key generator 1121 and STB Serial 
Num 1141 from CA control system 1120 to one of a selected 
mating key servers 1130, as shown in FIG. 11A, such 
information may be routed to the mating key gateway 1210. 
The mating key gateway 1210 accesses the STB Manufac 
turer ID from the mating key generator 1121 and appropri 
ately routes the mating key generator 1121 and STB Serial 
Num 1141 to a selected mating key server 1130. This 
reduces the amount of processing time by CA control System 
1120 or servers 1130, -1130 to recover the mating key 1122. 
0114. Alternatively, instead of mating key gateway 1210 
routing the mating key generator 1121 and STB Serial Num 
1141 to a selected mating key server 1130, it is contem 
plated that Such information may be routed to the trusted 
third party 1135, which accesses a database for retrieval of 
a mating key. The mating key is based on values associated 
with the mating key generator 1121 and/or STB Serial Num 
1141. Each database may be allocated a range of values 
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where values associated within the mating key generator 
1121 and/or the STB Serial Num 1141 can be used to 
identify a targeted database from which the mating key 1122 
is accessed. 

0115 FIG. 14A is a fifth exemplary embodiment of a 
secure content delivery system 1300. The secure content 
delivery system 1300 comprises a subscriber management 
system 1310 and a CA control system 1320, a plurality of 
mating key servers 1330-1330 associated with different 
Set-top box manufacturers, a Set-top box 1340, a mating key 
gateway 1350 (similar to gateway 1213), and a network 
interface 1355 (e.g., DOCSIS CMTS). The set-top box 1340 
comprises a descrambler IC 1360 including local memory 
1370 configured to store a unique key 1380 of the set-top 
box 1340. 

0116. The set-top box 1340 received electronic program 
guide (EPG) meta-data with the EPG in an unscrambled 
format and digital content 1348 in a scrambled format. In 
one embodiment, the EPG meta-data 1400 is provided 
out-of-band by CA control system 1320. As shown in FIG. 
15, one embodiment of the EPG meta-data 1400 includes 
multiple tag entries 1410,-1410s (S21) for different types of 
content provided by a content provider. Each tag entry 1410, 
comprises at least a channel name 1420, a name of the 
content 1430, and a key identifier 1440 indicating the tier of 
Service associated with the channel. In addition, Each tag 
entry 1410, further comprises a program identifier (PID) 
1450 and a mating key generator (MKG) 1460. 
0117 Referring back to FIG. 14A, once a user of the 
set-top box 1340 desires to receive particular type of content 
(e.g., PPV movie, broadcast channel, etc.), the set-top box 
1340 determines whether entitlements associated with the 
requested content are already Stored therein. If the entitle 
ments are not stored, the user may be either (1) notified 
directly through a Screen display or audio playback and 
prompted to provide a request 1311 to the subscriber man 
agement system 1310 (or CA control system 1320) or (2) the 
request 1311 may be sent automatically. The request 1311 
may be provided out-of-band (e.g., telephone call or e-mail 
over Internet) or in-band (depression of order button on 
remote for transmission to Subscriber management System 
1310 via CA control system 1320). 
0118. Herein, the request 1311 may be a message that 
comprises a serial number of the Set-top box (referred to as 
“STB Serial Num”) and an identifier (e.g., an alphanumeric 
or numeric code) of the requested content. The Subscriber 
management system 1310 processes the request 1311 and 
determines what entitlements are to be provided to the 
set-top box 1340. 
0119 Upon receiving an authorization (AUTH) message 
1312 from the subscriber management system 1310, includ 
ing the STB Serial Num 1341 and entitlements (or looking 
up STB Serial Num 1341 at Ca control system 1320), the CA 
control system 1320 routes the STB Serial Num 1341 and a 
mating key generator 1321 to the mating key gateway 1350. 
The mating key gateway 1350 operates as an intermediary to 
coordinate delivery of a mating key 1322 that is used to 
extract the requested content from downloaded, Scrambled 
information. AS described previously, CA control System 
1320 may be implemented as a headend server, a broadcast 
Station, a Satellite uplink or the like. 
0120 Prior to transmission of the STB Serial Num 1341 
and the mating key generator 1321, elements of these 

Samsung - Exhibit 1013 - Page 31



US 2003/0174844 A1 

messages described in FIGS. 11A-11C above, the CA con 
trol system 1320 may perform an authentication scheme 
with the mating key gateway 1350 in order to establish a 
Session key to enable Secure communications between them. 
0121 Upon receipt of the mating key 1322, the CA 
control System 1320 generates one or more entitlement 
management message (EMMs) 1342. One embodiment of 
an EMM 1342 is illustrated in FIG. 14B. 

0122). As shown in FIG. 14B, EMM 1342 comprises at 
least two of the following: STB Serial Num 1341, EMM 
length field 1343, mating key generator 1321, “M” (Me1) 
key identifiers 1344-1344 and encrypted Service keys 
1345-1345 associated with the key identifiers 1344,- 
1344, respectively. Of course, the size (in bits) of these 
values can be varied and other types of entitlements 1346 
besides identifiers or Service keys may be included in the 
EMM 1342. Also, it is contemplated that the mating key 
generator 1321 may be excluded from the EMM 1342 and 
sent separately and generally concurrent with the EMM 
1342. 

0123. The STB Serial Num 1341 is a value that is used to 
indicate a particular Set-top box and perhaps the manufac 
turer of the set-top box. The “EMM length field” 1343 is a bit 
value that is used to indicate the length of the EMM 1342. 
The mating key generator 1321, as shown, is a bit value that 
includes the parameters forth above in FIG. 11B. Each “key 
identifier” 1344-1344 is a 16-bit value that indicates a tier 
of Service associated with a corresponding encrypted Service 
key 1345-1345, respectively. The encrypted Service keys 
1345-1345 are decrypted by a key produced within the 
descrambler IC 1360 that is identical to the mating key 1322 
as shown in FIG. 16. 

0.124 FIG. 16 is a first exemplary embodiment of the 
descrambler IC 1360 implemented within the set-top box 
1340 of FIG. 14A. On receipt of the mating key generator 
1321 and the encrypted service keys 1345, (1sjs M) 
included in the EMM 1342, the descrambler IC 1360 com 
prises a first process block 1361 that performs an encryption 
operation on the mating key generator 1321 using a unique 
key 1362 previously stored in the descrambler IC 1360. The 
encryption operation may be in accordance with Symmetric 
key cryptographic functions such as DES, AES, IDEA, 
3DES and the like. Of course, it is contemplated that block 
1361 may be altered to perform a hashing function in lieu of 
an encryption function. 
0.125 The encryption operation on the mating key gen 
erator 1321 produces a key 1363 identical to the mating key 
1322, which is loaded into a second process block 1364 that 
is used to decrypt the encrypted service key 1345, to recover 
the Service key used to descramble the Scrambled content 
1365 loaded into the set-top box 1340 and in particular the 
descrambler IC 1360. Descrambling may include perfor 
mance of 3DES operations on the scrambled content. The 
result may be content in a clear format, which is transmitted 
from the descrambler IC 1360 and Subsequently loaded into 
a MPEG decoder as shown in FIG. 8 or optionally into a 
D/A converter, DVI Interface or IEEE 1394 interface. 

0.126 Referring now to FIG. 17, a portion of a sixth 
exemplary embodiment of a Secure content delivery System 
1500 is shown. In lieu of the subscriber management system 
1310 and the CA control system 1320 of FIG. 14A, mating 
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key gateway 1350 may be adapted for communications with 
a plurality of subscriber management systems (SMS) 1510 
1510 (K21) each associated with a different content pro 
vider. Each of these subscriber management systems 1510 
1510k supply mating key generators and STB Serial Nums 
1520-1520 to mating key gateway 1350 and, in return, 
receive corresponding mating keys 1530-1530. These 
mating keys 1530-1530 are used to encrypt service keys 
provided to one or more targeted Set-top boxes (not shown). 
Alternatively, the trusted third party 1135 may be utilized as 
shown in FIGS. 11A, 13 and 14. 

0127. For example, for this illustrated embodiment, Sub 
scriber management systems 1510, and 1510 are terrestrial 
broadcasters, each providing mating key generators and 
STB Serial Nums 1520, 1520 to mating key gateway 1350 
and receiving corresponding mating keys 1530, 1530. 
Similar in operation, Subscriber management Systems 1510s 
and 1510 are cable operators, Subscriber management Sys 
tem 1510s is a direct broadcast satellite (DBS) company, and 
Subscriber management Systems 1510 and 1510 are 
Internet content Sources. 

0128 Referring to FIG. 18, a portion of a seventh 
exemplary embodiment of a Secure content delivery System 
1600 is shown. A set-top box 1610 of the system 1600 
receives scrambled or encrypted content 1620 from a first 
Source and an entitlement management message (EMM) 
1640 from a second source. The second source may be a 
Smart card or a CA control System. 

0129. In accordance with one embodiment of the inven 
tion, the EMM 1640 comprises a user key generator 1642 
and an encrypted user key 1641. As shown in FIGS. 18 and 
19, the encrypted user key 1641 is a value that is calculated 
to generate a particular value in the descrambler IC 1630 
when it is decrypted by a unique key 1631 or a derivative 
thereof. It is a particular value in order for it to be shared. 
After payment and CA descrambling, the content can be 
re-Scrambled using a copy protection key 1635, which is 
based on a user key 1633. The copy protection key 1635 is 
shared with other devices, such as another set-top box 1670, 
a portable computer (e.g., PDA) 1671, or even a portable 
jukebox 1672, for decryption purposes. 

0130. As further shown in FIG. 19, an embodiment of the 
descrambler IC 1630 receives the encrypted user key (E.) 
1641, the user key generator (UKG) 1642 and an encrypted 
control word 1643 from the Second source. The descrambler 
IC 1630 comprises a first process block 1632 that decrypts 
E. 1641 with the Unique Key 1631 in accordance with 
Symmetric key cryptographic functions Such as DES, AES, 
IDEA, 3DES and the like. 

0131) The decryption operation on E 1641 recovers the 
user key 1633, which is loaded into a second process block 
1634 that is used to encrypt UKG 1642 to produce the copy 
protection key 1635. The encrypted control word 1643 is 
decrypted using the unique key 1631 (or derivative thereof) 
to recover the control word is a clear format for descram 
bling and/or decrypting the encrypted content 1620 loaded 
into the set-top box 1610 and in particular the descrambler 
IC 1630. Descrambling and/or decrypting may include per 
formance of 3DES operations. 
0.132. As a result, the content is temporarily placed in a 
clear format, but is routed to low-level encryption logic 
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1660, which encrypts the descrambled content with the copy 
protection key 1635 associated with any or all of the 
destination digital devices. As a result, the content is Secure 
during Subsequent transmissions. 
0133. In the foregoing description, the invention is 
described with reference to Specific exemplary embodiments 
thereof. It will, however, be evident that various modifica 
tions and changes may be made thereto without departing 
from the broader Spirit and Scope of the present invention as 
Set forth in the appended claims. The Specification and 
drawings are accordingly to be regarded in an illustrative 
rather than in a restrictive Sense. 

What is claimed is: 
1. A Secure content delivery System, comprising: 
a Set-top box to initiate a request for program data; and 
a conditional access (CA) control System in communica 

tion with the set-top box, the CA control system to 
transmit information to a remote Source, and in 
response, to receive a mating key being based on the 
transmitted information from the remote Source, the 
mating key being used to encrypt a control word used 
for Scrambling the program data prior to transmission 
to the Set-top box. 

2. The Secure content delivery System of claim 1, wherein 
the remote Source is a plurality of Servers each associated 
with a manufacturer of Set-top boxes. 

3. The secure content delivery system of claim 2, wherein 
the transmitted information including a manufacturer iden 
tifier that identifies one of the plurality of Servers associated 
with the manufacturer of the set-top box in order to retrieve 
the mating key therefrom. 

4. The Secure content delivery System of claim 1, wherein 
transmitted information comprises a mating key Sequence 
number being used for reordering packets forming the 
mating key where the mating key is more than one packet in 
length. 

5. The secure content delivery system of claim 1, wherein 
transmitted information comprises an identifier that identi 
fies a Supplier of the program data, the Supplier being one of 
a cable provider, a Satellite-based provider, a terrestrial 
based provider, and an Internet Service provider. 

6. The secure content delivery system of claim 1, wherein 
transmitted information comprises an identifier that indi 
cates a provider of the CA control System. 

7. The secure content delivery system of claim 1, wherein 
the remote Source is a trusted third party including a plurality 
of databases accessible by the CA control System. 

8. The secure content delivery system of claim 1, wherein 
the CA control System generates and provides an entitlement 
control message (ECM) and an entitlement management 
message (EMM) to the-set-top box after receipt of the 
mating key, the ECM comprises at least one global key to 
decrypt the ECM and a corresponding key identifier being a 
value that is digitally signed for use in checking whether the 
global key has been illicitly altered. 

9. The secure content delivery system of claim 1, wherein 
CA control System generates and provides an entitlement 
control message (ECM) and an entitlement management 
message (EMM) to the set-top box after receipt of the 
mating key, the ECM comprises the control word in an 
encrypted format and the EMM comprises a mating key 
generator. 
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10. The secure content delivery system of claim 9, 
wherein the Set-top box comprises a Smart card and a 
descrambler component. 

11. The secure content delivery system of claim 10, 
wherein the Smart card of the set-top box receives the EMM 
and forwards the mating key generator from the EMM and 
the encrypted control word recovered from the ECM to the 
descrambler component of the Set-top-box. 

12. The secure content delivery system of claim 11, 
wherein the descrambler component comprises a first pro 
ceSS block that performs an encryption operation on the 
mating key generator message using a unique key previously 
Stored in the descrambler component to produce a key 
identical to the mating key, the key being loaded into a 
Second process block that is used to decrypt the encrypted 
control word to produce the control word used for descram 
bling the Scrambled program data. 

13. A method comprising: 
receiving a mating key generator message including a 

manufacturer identifier; 
transmitting the mating key generator message to a first 

remote Source identified by the manufacturer identifier; 
receiving a mating key from the first remote Source; and 
Supplying the mating key to a Second remote Source, the 

mating key being Subsequently used to encrypt a Ser 
Vice key used for Scrambling program data. 

14. The method of claim 13, wherein the mating key 
generator message further comprises a mating key Sequence 
number being used for reordering packets forming the 
mating key where the mating key is more than one packet in 
length. 

15. The method of claim 13, wherein the mating key 
generator message further comprises an identifier that iden 
tifies a Supplier of the program data, the Supplier being one 
of a cable provider, a Satellite-based provider, a terrestrial 
based provider, and an Internet Service provider. 

16. The method of claim 13, wherein the Supplying of the 
mating key to the Second remote Source includes providing 
the mating key to a conditional access (CA) control System 
being in communication with a Set-top box. 

17. The method of claim 16 further comprising: 
Supplying the encrypted Service key and the mating key 

generator message to a descrambler component of the 
Set-top box. 

18. The method of claim 16 further comprising: 
producing an entitlement management message (EMM) 

that comprises the mating key generator message, the 
encrypted Service key and a key identifier being a value 
that indicates a tier of Service associated with the 
encrypted Service key; and 

providing the EMM to the set-top box. 
19. The method of claim 16 further comprising: 
providing meta-data with an electronic program guide in 

an unscrambled format from the CA control system to 
the Set-top box, the meta-data comprises a plurality of 
tag entries each comprising a channel name, a name of 
the program data, and a key identifier indicating a tier 
of Service associated with the channel; and 

providing the mating key generator message from the CA 
control System to the Set-top box. 
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20. The method of claim 19, wherein the meta-data 
comprises further comprises the mating key generator mes 
Sage. 

21. A mating key gateway adapted for communication 
with a plurality of Subscriber management Systems each 
asSociated with a different content provider, comprising: 
means for retrieving a mating key based on at least one of 

a Serial number associated with a Set-top box targeted 
to receive program data and a mating key generator; 
and 

means for transmitting the mating key to the one of the 
plurality of Subscriber management Systems, the mat 
ing key being used to encrypt at least one Service key 
provided to the Set-top box. 

22. The mating key gateway of claim 21 Supporting 
operations from at least two Subscriber management Systems 
concurrently. 

23. The mating key gateway of claim 22, wherein the at 
least two Subscriber management Systems include at least 
two of a group consisting of cable provider, a Satellite-based 
provider and an Internet Service provider. 

24. An apparatus adapted to receive Scrambled content 
and descramble the Scrambled content, comprising: 

a removable Smart card adapted to receive (i) an 
encrypted control word, and (ii) a mating key generator 
message, and 

a descrambler component to receive the encrypted control 
word and the mating key generator, the descambler 
component performs a cryptographic operation on the 
mating key generator to produce a key that is capable 
of decrypting the encrypted control word to recover a 
control word used for descrambling Scrambled content 
loaded into the Set-top box. 

25. The apparatus of claim 24, wherein the Smart card 
further receiving an enhancement control message including 
the encrypted control word, the enhancement control mes 
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Sage includes access criteria for to a particular channel over 
which the Scrambled content is transmitted. 

26. The apparatus of claim 25, wherein the descrambler 
component is an integrated circuit. 

27. The apparatus of claim 26, wherein the mating key 
generator received by the descrambler component comprises 
at least one key to decrypt the enhancement control message 
to recover the encrypted control word entirely within the 
descrambler component. 

28. An apparatus adapted to receive Scrambled content, 
comprising: 

a network interface; and 
a descrambler component to receive a mating key gen 

erator message, at least one encrypted Service key and 
a corresponding key identifier to indicates a tier of 
Service associated with the encrypted Service key over 
the network interface, the descrambler component per 
forming a cryptographic operation on the mating key 
generator to produce a key for decrypting the encrypted 
Service key to recover a Service key used to descramble 
the Scrambled content. 

29. The apparatus of claim 28, wherein the mating key 
generator message, the encrypted Service key and the cor 
responding key identifier are contained in a single enhance 
ment management message (EMM). 

30. The apparatus of claim 28, wherein the mating key 
generator message is Supplied by meta-data associated with 
an electronic program guide while the encrypted Service key 
and the corresponding key identifier are contained in an 
enhancement management message (EMM). 

31. The apparatus of claim 28, wherein both the mating 
key generator message and the corresponding key identifier 
are Supplied by meta-data associated with an electronic 
program guide while the encrypted Service key is contained 
in an enhancement management message (EMM). 

k k k k k 
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