
Petition for IPR of U.S. Patent No. 10,488,871 
Case No. IPR 2024-00741 

 

 
 

 

UNITED STATES PATENT AND TRADEMARK OFFICE 
_____________________ 

 
 

BEFORE THE PATENT TRIAL AND APPEAL BOARD 
______________________ 

 
 

THE INTEGRATION GROUP OF AMERICAS,  
Petitioner 

 
v. 
 

SITEPRO, INC.,  
Patent Owner 

__________________ 
 

Case No. IPR 2024-00741 
 

U.S. Patent No. 10,488,871 
_____________ 

 
PETITION FOR INTER PARTES REVIEW OF 

U.S. PATENT NO. 10,488,871 
 



Petition for IPR of U.S. Patent No. 10,488,871 
Case No. IPR 2024-00741 

 

-i- 

TABLE OF CONTENTS 
 
PETITIONER’S EXHIBIT LIST ......................................................................... iii 

I. INTRODUCTION ........................................................................................... 1 

II. Mandatory Notices........................................................................................... 1 
A. Real Parties-in-Interest (37 C.F.R. § 42.8(b)(1)) ....................................... 1 
B. Related Matters (37 C.F.R. § 42.8(b)(2)) ................................................... 1 
C. Counsel (37 C.F.R. § 42.8(b)(3)) and Service Information (37 C.F.R. 
§ 42.8(b)(3)-(4)) .................................................................................................. 2 

III. Certification and Fees .................................................................................... 2 

IV. Background.................................................................................................... 3 
V. THE ALLEGED INVENTION of the ‘871 Patent ......................................... 3 

A. Summary of Prosecution History (Ex. 1004) ............................................. 4 
VI. Overview of the Prior Art .............................................................................. 5 

A. Kahn (Ex. 1005) ......................................................................................... 5 
B. Gutierrez (Ex. 1006) ................................................................................... 5 

VII. CLAIM CONSTRUCTION .......................................................................... 6 

VIII. GROUNDS FOR PETITION ..................................................................... 7 
A. Ground 1:  Kahn anticipates Claims 18, 22-23, 25-31, and 34, or such 
claims would be obvious to a POSITA in view of Kahn. ................................... 7 

1. Claim 18 .................................................................................................. 7 
2. Claim 22 ................................................................................................18 
3. Claim 23 ................................................................................................21 

4. Claim 25 ................................................................................................22 
5. Claim 26 ................................................................................................23 
6. Claim 27 ................................................................................................27 
7. Claim 28 ................................................................................................29 
8. Claim 29 ................................................................................................30 
9. Claim 30 ................................................................................................31 
10. Claim 31 ................................................................................................32 



Petition for IPR of U.S. Patent No. 10,488,871 
Case No. IPR 2024-00741 

 

-ii- 

11. Claim 34 ................................................................................................32 
B. Ground 2: Kahn in view of Gutierrez renders obvious Claims 18-21, 26-
29, 31-32, and 34. ..............................................................................................33 

1. Motivation to Combine Kahn and Gutierrez ........................................33 

2. Claim 18 ................................................................................................35 
3. Claim 19 ................................................................................................50 
4. Claim 20 ................................................................................................52 
5. Claim 21 ................................................................................................55 
6. Claim 23 ................................................................................................57 
7. Claim 26 ................................................................................................58 

8. Claim 27 ................................................................................................59 
9. Claim 28 ................................................................................................60 
10. Claim 29 ................................................................................................60 
11. Claim 31 ................................................................................................61 
12. Claim 32 ................................................................................................62 
13. Claim 34 ................................................................................................64 

C. The Board Should Not Discretionarily Deny Institution .........................65 

1. 35 U.S.C. §314(a) Analysis ..................................................................65 
2. 35 U.S.C. §325(d) Analysis. .................................................................66 

IX. CONCLUSION ...........................................................................................67 
U.S. PATENT NO. 10,488,871 – LISTING OF CHALLENGED CLAIMS .....69 
CERTIFICATION OF COMPLIANCE WITH TYPE-VOLUME LIMITS ...75 
 
 



Petition for IPR of U.S. Patent No. 10,488,871 
Case No. IPR 2024-00741 

 

-iii- 

PETITIONER’S EXHIBIT LIST 

EXHIBIT DESCRIPTION 

Ex. 1001 U.S. Patent No. 10,488,871 

Ex. 1002 Declaration of Dr. Gary Wooley 

Ex. 1003 Curriculum Vitae of Dr. Gary Wooley 

Ex. 1004 File Wrapper for U.S. Patent No. 10,488,871 

Ex. 1005 U.S. Patent No. 7,424,399 to Kahn 

Ex. 1006 U.S. Patent No. 9,709,995 to Gutierrez 

Ex. 1007 Claim Construction Order (Dkt. 93) 

  



Petition for IPR of U.S. Patent No. 10,488,871 
Case No. IPR 2024-00741 

 

-1- 

I. INTRODUCTION 

Petitioner requests Inter Partes Review (“IPR”) of claims 18-23, 25-32, and 

claim 34 (the “Challenged Claims”) of U.S. Patent No. 10,488,871 (“the ‘871 

Patent”). 

This petition (IPR 2024-00741) is part of a set of seven petitions, including 

IPR 2024-00724, IPR 2024-00740, IPR 2024-00738, IPR 2024-00739, IPR 2024-

00737, and IPR 2024-00742, which challenge claims of U.S. Patent Nos. 8,649,909 

(the “’909 Patent”); 11,726,504 (the “’504 Patent”); 9,342,078 (the “’078 Patent”); 

9,898,014 (the “’014 Patent”); 11,175,680 (the “’680 Patent”); and 11,294,403 (the 

“’403 Patent”) (collectively, with the ‘871 Patent, the “Challenged Patents”) 

respectively. Petitioner requests that the PTO combine the schedule, discovery, and 

hearing of these seven IPRs. 

II. MANDATORY NOTICES 

A. Real Parties-in-Interest (37 C.F.R. § 42.8(b)(1)) 

The real party-in-interest is The Integration Group of Americas, Inc. (“TIGA,” 

or “Petitioner”). 

B. Related Matters (37 C.F.R. § 42.8(b)(2)) 

The ‘871 Patent is related to a district court litigation pending in the United 

States District Court for the Western District of Texas. SitePro, Inc. (“Patent 

Owner”) asserted the ‘504 Patent, ‘909 Patent, ‘078 Patent, ‘014 Patent, ‘871 Patent, 
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‘680 Patent, and ‘403 Patent against Petitioner and the WaterBridge Entities in 

SitePro, Inc. v. WaterBridge Resources, LLC, WaterBridge Operation, LLC, 

WaterBridge Holdings, LLC, WaterBridge Management, Inc., and The Integration 

Group of Americas, 6:23-cv-00115-ADA-DTG (W.D. Tex.). 

C. Counsel (37 C.F.R. § 42.8(b)(3)) and Service Information (37 C.F.R. 
§ 42.8(b)(3)-(4)) 

Petitioner designates Winston O. Huff (Reg. No. 51,825) as lead counsel for 

this matter and designates Jamil N. Alibhai (pro hac vice forthcoming) and Chad 

Ray (Reg. No. 68,170) as backup counsel for this matter. 

Postal mailings and hand-deliveries for lead and backup counsel should be 

addressed to: Winston O. Huff, Munsch Hardt Kopf & Harr, 500 N. Akard, Suite 

4000, Dallas, TX 75201 (Telephone: 214.855.7500; Fax: 214.855.7584). 

Pursuant to 37 C.F.R. § 42.8(b)(4), Petitioner consents to e-mail service at: 

TIGA_IPRS@munsch.com. In compliance with 37 C.F.R. § 42.10(b), a Power of 

Attorney is filed concurrently herewith. 

III. CERTIFICATION AND FEES 

Petitioner certifies that the ‘871 Patent is available for IPR and that the 

Petitioner is not barred or estopped from requesting inter partes review of claims 

18-23, 25-32, and claim 34 of the ‘871 Patent identified in this Petition. Any 

additional fees for this IPR may be charged to Deposit Account No. DA505990. 
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IV. BACKGROUND 

The Challenged Patents relate to the remote operation of fluid-handling 

devices. In the oil and gas industry, fluid handling systems direct, measure, and 

maintain the flow of fluids across a manufacturing plant or factory. 

Ex. 1001, 1:11-22.  

Industrial fluid handling systems place sensor and actuator functions on-site, 

supported by a remote controller that receives information from the sensors and 

transmits instructions to the actuators. See generally, Ex. 1005, Ex. 1006. The on-

site sensors detect operational information and deliver that information to associated 

controller devices. See generally, Ex. 1005, Ex. 1006. The actuator function allows 

for remote electronic control of the components, for example, motors, pumps, or 

valves, based on commands received from a controller device. Id. 

V. THE ALLEGED INVENTION OF THE ‘871 PATENT 

The ‘871 Patent, entitled “Remote Control of Fluid-Handling Devices,” 

describes a remote data collection and control system for fluid-handling devices 

found in oil wells, petro water disposal or re-injection facilities, or petroleum 

pumping stations, which the command center control systems manage as separate 

user accounts. Ex. 1001, Claim 1. The command center system receives data from 

and sends commands to an on-site controller, configured to operate whether or not 

continuously connected to the command center system. Id. The fluid-handling 
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device controller in the claimed system allows different users to access data or 

control mechanisms only at designated locations. Id. 

A. Summary of Prosecution History (Ex. 1004) 

The application resulting in the ‘871 Patent was filed on January 10, 2018.  

The present application is a continuation of U.S. Patent Application 14/984,422 filed 

December 30, 2015, and titled Remote Control of Fluid-handling Devices, which is 

a continuation of 14/147,190, issued as U.S. Patent 9,342,078, filed January 3, 2014, 

titled Remote Control of Fluid-handling Devices, which is a continuation of U.S. 

Patent Application 13/708,557, issued as U.S. Patent 8,649,909, filed December 7, 

2012, and titled Remote Control of Fluid-handling Devices, the entire contents of 

each of which are hereby incorporated by reference for all purposes. Ex. 1001, 

Cover. 

In a first office action, the Examiner rejected Claims 21-54 on the ground of 

nonstatutory double patenting as being unpatentable over claims 1-23 of U.S. Patent 

No. 9,898,014.  On July 1, 2019, the Applicant filed an amendment and response to 

the office action.  Specifically, the Applicant filed a terminal disclaimer limiting the 

term of any patent issued from the pending application to that of the ‘014 Patent. Ex. 

1004, at 104-31. 

On July 18, 2019, the USPTO issued a Notice of Allowability.  The Notice 

allowed claims 21-54 and generally stated that the prior art as described in the 
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prosecution history does not describe the combination of elements recited in 

Claim 21. Ex. 1004, at 85-90. 

VI. OVERVIEW OF THE PRIOR ART 

The challenged claims are anticipated by or are obvious over the following 

prior art. 

A. Kahn (Ex. 1005) 

U.S. Patent No. 7,424,399 to Kahn was filed on June 9, 2006, and claims 

priority to Provisional U.S. Patent Application No. 60/689,257 filed on June 10, 

2005.  Kahn was published on March 1, 2007, and is prior art under pre-AIA § 

102(a). 

Kahn teaches a remote monitoring and control fluid delivery system 

permitting authorized users from different entities to view data and control 

designated fluid delivery devices. Ex. 1005, Abstract. 

B. Gutierrez (Ex. 1006) 

U.S. Patent No. 9,709,995 to Gutierrez was filed on December 22, 2014, and 

published on April 16, 2015. Gutierrez is a continuation of U.S. Patent Application 

No. 12/794,898 filed on June 7, 2010, published on December 9, 2010, and claiming 

the benefit of Provisional U.S. Patent Application No. 61/184,890 filed on June 8, 

2009. Gutierrez is prior art under pre-AIA §§ 102(a) and 102(e).  
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Gutierrez teaches a chemical injection system that includes a pump connected 

to a chemical reservoir and pipeline that can all be controlled using a local motor 

controller connected to a central controller and remote computing device. Ex. 1006, 

Abstract. The controller in Gutierrez includes translator capabilities that allow the 

remote computing device to send commands that can be translated into the protocol 

required to control the local pump operations. Id. 

VII. CLAIM CONSTRUCTION 

In IPR proceedings, the Board construes claims terms “using the same claim 

construction standard that would be used to construe the claim in a civil action . . . .” 

37 C.F.R. § 42.100(b). The Board only construes the claims when necessary to 

resolve the underlying controversy. Toyota Motor Corp. v. Cellport Systems, Inc., 

IPR2015-00633, Paper 11 at 16 (PTAB Aug. 14, 2015). 

Petitioner notes that the Western District of Texas has construed certain claim 

terms. See Ex. 1007. But Petitioners respectfully submit that no terms need to be 

construed to resolve the issues raised in this Petition because the prior art discloses 

all limitations under the plain meaning as well as under any plausible construction.  
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VIII. GROUNDS FOR PETITION 

A. Ground 1:  Kahn anticipates Claims 18, 22-23, 25-31, and 34, or such 
claims would be obvious to a POSITA in view of Kahn. 

Independent Claim 18 and dependent Claims 22-23, 25-31, and 34 are 

anticipated by U.S. Patent No. 7,424,399 (“Kahn”) under 35 U.S.C. § 102, or would 

be obvious to a POSITA in view of Kahn under 35 U.S.C. § 103. 

1. Claim 18 

a. [18.1] - A method, comprising: 

To the extent that the Board finds that the preamble is limiting, Kahn discloses 

a method. Ex. 1005, 1:28-36, Claim 1. 

A POSITA would recognize that Kahn discloses a method.  Ex. 1002, ¶ 38. 

Therefore, Kahn discloses a method. 

b. [18.2] - storing, with one or more processors, records 
comprising: 

Kahn discloses a data collection network with centralized data collection 

points. Ex. 1005, 8:51-59, 9:53-58, 17:18-30, 18:48-52, 63-65, 19:5-23, 19:58-65, 

23:27-31. Kahn discloses that the centralized data collection point is a server. Ex. 

1005, 10:52-61, 23:27-31. Kahn discloses that servers are computers, i.e. include 

processors. Ex. 1005, 32:58-63. 
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A POSITA would recognize that Kahn discloses storing records, with one or 

more processors through its disclosure of centralized data collection points.  Ex. 

1002, ¶ 42. Therefore, Kahn discloses storing records, with one or more processors. 

c. [18.3] - a plurality of accounts, each account corresponding 
to an entity operating one or more geographically distributed 
fluid-handling facilities, the accounts associating different 
fluid-handling facilities with different entities; and 

Kahn discloses that centralized data collection points connect to sensor unit 

110 at designated facilities from different entities, i.e. “accounts.” Ex. 1005, 16:40-

18:52, 25:5-12. A hallmark of the distribution system in Kahn is the ability to 

identify the location of and communicate with the system’s sensor units. Ex. 1005, 

4:12-25, 11:2-15; see also Ex. 1005, 10:8-13 (“Physical events, such as a breakage 

of a pipe might be detected through a pattern of sensor units 110 reporting readings 

that deviate from historic norms, for example, reduced water pressure compared to 

historic norms, thereby identifying the exact location or proximate location of the 

breakage.”); 23:51-62. Kahn discloses a user interface showing data from 

geographically distributed fluid handling facilities from multiple different entities. 

Ex. 1005, Abstract, 2:50-54, 25:5-12. 

A POSITA would recognize that Kahn discloses a plurality of accounts, 

namely one or more geographically distributed fluid-handling facilities with 

different entities.  Ex. 1002, ¶ 45.   

Therefore, Kahn discloses the plurality of accounts limitation. 
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d. [18.4] - addresses by which industrial monitoring or control 
equipment at the facilities is accessible via network 
connections, the monitoring or control equipment including 
sensors configured to measure fluid handled at respective 
fluid-handling facilities and actuators configured to 
manipulate fluid flow at respective fluid-handling facilities, 
at least some of the fluid-handling facilities including both a 
plurality of the sensors and a plurality of the actuators; 

Kahn discloses a system with Sensor unit 110 that includes multiple sensors 

(e.g., first sensor 111A and second sensor 111B) a communication unit that connects 

via a network to centralized data collection points. Ex. 1005, 5:62-6:16, 9:37-43, 

10:18-67, 13:46-52, 17:18-30, 18:40-19:2, 19:5-20:39, 22:12-20, 23:22-50, FIG. 1A, 

FIG. 3. A hallmark of the distribution system in Kahn is the ability to identify the 

location of and communicate with the system’s individual sensor units. Ex. 1005, 

4:12-25, 11:2-15; see also Ex. 1005, 10:8-13; 23:51-62. Kahn discloses that the 

production sites are unique, disclosing separate control systems for designated 

location. Ex. 1005, 16:40-18:52. For example, Sensor unit 110 can be located at any 

desired point in a fluid distribution system. Ex. 1005, 11:2-15. 

Kahn discloses monitoring and control equipment including one or more 

actuators configured to manipulate fluid flow at respective fluid-handling facilities. 

Ex. 1005, 10:62-67; see also Ex. 1005, 14:35-15:2 (“one or more actuators”), 15:62-

16:32 (describing an actuator for each sensor 111). 
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A POSITA would recognize that Kahn discloses the addresses for facilities 

accessible by the network, as well as the monitoring and control equipment as recited 

in the ’871 Patent.  Ex. 1002, ¶ 50.  Therefore, Kahn discloses this limitation. 

e. [18.5] - obtaining, with one or more processors implementing 
a facility-interface module or modules, data from the sensors 
at the facilities and send commands to the actuators at the 
facilities via the network connections; and 

Kahn discloses a facility interface module, Sensor unit 110, including a 

processor that connects via a network to centralized data collection points. Ex. 1005, 

5:62-6:2, 9:37-43, 10:18-67, 13:46-52, 17:18-30, 18:40-19:2, 19:5-20:39, 22:12-20, 

23:22-50, FIG. 1A, FIG. 3.  

Kahn further discloses that sensor unit 110 includes communication 

equipment with actuators configured to manipulate fluid flow at respective fluid-

handling facilities. Ex. 1005, 10:62-67; see also id., 14:35-15:2, 15:62-16:32. 

A POSITA would recognize that Kahn discloses obtaining data with a facility 

interface module, with a processor, data from the sensors at the facilities and sending 

commands to the actuators at the facilities by the network connections as recited in 

the ’871 Patent.  Ex. 1002, ¶ 52.  Therefore, Kahn discloses this limitation. 
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f. [18.6] - sending, with one or more processors implementing a 
user-interface module or modules, respective instructions to 
present respective control interfaces on respective user-
computing devices logged in to respective ones of the 
accounts and to receive respective commands to control 
respective actuators from the respective user computing 
devices; 

Kahn discloses a system that includes a remote computing system with a 

processor displaying a graphical user interface (GUI) showing data from the 

system’s sensors. Ex. 1005, Abstract, 1:28-36, 2:50-3:2, 25:5-25, 25:48-26:19, 28:8-

25, 29:5-37. Kahn discloses that users log into the system on respective user 

computing devices. Ex. 1005, 2:50-45, 25:5-12, 28:35-37, 30:45-49. Kahn discloses 

a variety of users and entities having different levels of authorized access. Ex. 1005, 

25:48-26:67; see also Ex. 1005, 2:50-60, 19:58-65, 21:50-22:44, 22:62-23:50, 

24:44-25:2, 25:5-12, 27:39-28:7.   

Kahn further discloses that sensor unit 110 includes communication 

equipment with actuators configured to manipulate fluid flow at respective fluid-

handling facilities, and to facilitate the measurement of data requested through the 

graphical user interface. Ex. 1005, 10:62-67; see also Ex. 1005, 14:35-15:2, 15:62-

16:32. 

A POSITA would recognize that Kahn discloses the control interfaces on a 

user computer device sending commands to control fluid handling system actuators, 
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as recited in the ’871 Patent.  Ex. 1002, ¶ 54.  Therefore, Kahn discloses this 

limitation. 

g. [18.7] - receiving, with the user-interface module or modules, 
a user command to actuate an actuator entered via a 
presented control interface; 

Kahn discloses a system that includes a remote computing system with a 

processor displaying a graphical user interface (GUI) showing data from the 

system’s sensors. Ex. 1005, Abstract, 1:28-36, 2:50-3:2, 25:5-25, 25:48-26:19, 28:8-

25, 29:5-37. Kahn further discloses that sensor unit 110 includes communication 

equipment with actuators configured to manipulate fluid flow at respective fluid-

handling facilities, to facilitate the measurement of data requested through the 

graphical user interface. Ex. 1005, 10:62-67; see also Ex. 1005, 14:35-15:2, 15:62-

16:32. 

A POSITA would recognize from the disclosure of Kahn that a user activates 

the actuator to achieve the disclosed action. Ex. 1002, ¶ 56.   

Thus, a POSITA would recognize that Kahn discloses receiving with the user 

interface module a user command to actuate an actuator of the fluid handling system, 

as recited in the ’871 Patent. Id. Therefore, Kahn discloses this limitation.  
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h. [18.8] - identifying, with one or more processors, in response 
to the user command, an address in the datastore 
corresponding to a facility at which the actuator is located; 
and 

Kahn discloses a system that includes a remote computing system with a 

processor displaying a graphical user interface (GUI) showing data from the 

system’s sensors. Ex. 1005, Abstract, 1:28-36, 2:50-3:2, 25:5-25, 25:48-26:19, 28:8-

25, 29:5-37. Kahn further discloses that sensor unit 110 includes communication 

equipment with actuators configured to manipulate fluid flow at respective fluid-

handling facilities, to facilitate the measurement of data requested through the 

graphical user interface. Ex. 1005, 10:62-67; see also id., 14:35-15:2, 15:62-16:32. 

Kahn discloses that the production sites are unique, disclosing separate control 

systems for designated facility locations. Ex. 1005, 16:40-18:52. For example, 

Sensor unit 110 can be located at any desired point in a fluid distribution system. Ex. 

1005, 11:2-15. A hallmark of the distribution system in Kahn is the ability to identify 

the location of and communicate with the system’s sensor units. Ex. 1005, 4:12-25; 

see also id., 10:8-13, 23:51-62. 

A POSITA would recognize that Kahn discloses identifying an address in the 

datastore corresponding to the facility at which the actuator is located, as recited in 

the ’871 Patent because the disclosed GUI enables the user to control a designated 

component of the system.  Ex. 1002, ¶ 58.  Therefore, Kahn discloses this limitation. 
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i. [18.9] - sending, with one or more processors, instructions 
with the facility-interface module or modules to the facility 
to actuate the actuator, wherein: 

Kahn discloses a system that includes a remote computing system with a 

processor displaying a graphical user interface (GUI) showing data from the 

system’s sensors. Ex. 1005, Abstract, 1:28-36, 2:50-3:2, 25:5-25, 25:48-26:19, 28:8-

25, 29:5-37. Kahn further discloses that sensor unit 110 includes communication 

equipment with actuators configured to manipulate fluid flow at respective fluid-

handling facilities, to facilitate the measurement of data requested through the 

graphical user interface. Ex. 1005, 10:62-67; see also id., 14:35-15:2, 15:62-16:32. 

A POSITA would recognize that Kahn discloses sending instructions to the 

facility interface module to actuate the fluid handling system’s actuator, as recited 

in the ’871 Patent.  Ex. 1002, ¶ 59.  Therefore, Kahn discloses this limitation. 

j. [18.10] - the plurality of accounts include a first account, a 
second account, a third account, and a fourth account; 

Kahn discloses a plurality of accounts, i.e., geographically distributed 

facilities for the transport of fluids, as shown above for element 18.3, and 

incorporated herein.  

Kahn discloses an “authorized account A” for “a first entity” “to access 

aspects of first fluid test data.” Ex. 1005, 25:48-26:67. Kahn further discloses an 

“authorized account B” for “a second entity” “to access aspects of second fluid test 

data.” Id. The “first and second entities can control access to date generated by their 
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respective sensors.” Id. Thus, “separate entities provide their fluid test data to the 

computer system 4 controlled by the service provider (an entity different from the 

first and second entities), and the first and second entities can control access to data 

generated by their respective sensors.” Id. Entities also “grant authorization to 

visualize [data] generated by them to others beyond themselves, such as government 

health organizations or security organizations such as the Department of Homeland 

Security.” Id. 

A POSITA would recognize that Kahn discloses a plurality of accounts as 

recited in the ’871 Patent.  Ex. 1002, ¶ 62.  Therefore, Kahn discloses this limitation. 

k. [18.11] - the first account corresponds to a first group of 
fluid-handling facilities, one or more users of the first 
account being authorized to send commands to remotely 
control fluid handling devices at the first group of fluid-
handling facilities; 

Kahn discloses a variety of users and entities having different levels of 

authorized access. Ex. 1005, 25:48-26:67, see also id., 2:50-60, 19:58-65, 21:50-

22:44, 22:62-23:50, 24:44-25:2, 25:5-12, 27:39-28:7.  Kahn further discloses that 

sensor unit 110 includes communication equipment with actuators configured to 

manipulate fluid flow at respective fluid-handling facilities. Ex. 1005, 10:62-67; see 

also id., 14:35-15:2, 15:62-16:32. 

A POSITA would recognize that Kahn discloses a plurality of accounts with 

varying degrees of access to designated systems, wherein a first group (authorized 
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account A) has access to control a first group of fluid handling facilities, as recited 

in the ’871 Patent.  Ex. 1002, ¶ 63.  Therefore, Kahn discloses this limitation.  

l. [18.12] - the second account corresponds to a second group 
of fluid-handling facilities, the first group being different 
from the second group, one or more users of the second 
account being authorized to send commands to remotely 
control fluid handling devices at the second group of fluid-
handling facilities; 

Kahn discloses a variety of users and entities having different levels of 

authorized access. Ex. 1005, 25:48-26:67; see also id., 2:50-60, 19:58-65, 21:50-

22:44, 22:62-23:50, 24:44-25:2, 25:5-12, 27:39-28:7.  Kahn further discloses that 

sensor unit 110 includes communication equipment with actuators configured to 

manipulate fluid flow at respective fluid-handling facilities. Ex. 1005, 10:62-67; see 

also id., 14:35-15:2, 15:62-16:32. 

A POSITA would recognize that Kahn discloses a plurality of accounts with 

varying degrees of access to designated systems, wherein a second group (authorized 

account B) has access to control a second group of fluid handling facilities, as recited 

in the ’871 Patent.  Ex. 1002, ¶ 64.  Therefore, Kahn discloses this limitation.  
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m. [18.13] - the third account corresponds to the first group of 
fluid-handling facilities, one or more users of the of the third 
account being authorized to view reports of data from fluid 
handling devices at the first group of fluid-handling facilities; 
and 

Kahn discloses a variety of users and entities having different levels of 

authorized access. Ex. 1005, 25:48-26:67; see also Ex. 1005, 2:50-60, 19:58-65, 

21:50-22:44, 22:62-23:50, 24:44-25:2, 25:5-12, 27:39-28:7.   

A POSITA would recognize that Kahn discloses a plurality of accounts with 

varying degrees of access to designated systems, wherein a third group (service 

provider) has access to view data from a first group of fluid handling facilities, as 

recited in the ’871 Patent.  Ex. 1002, ¶ 65.  Therefore, Kahn discloses this limitation.  

n. [18.14] - the fourth account corresponds to the second group 
of fluid-handling facilities, one or more users of the of the 
fourth account being authorized to view reports of data from 
fluid handling devices at the second group of fluid-handling 
facilities 

Kahn discloses a variety of users and entities having different levels of 

authorized access. Ex. 1005, 25:48-26:67; see also Ex. 1005, 2:50-60, 19:58-65, 

21:50-22:44, 22:62-23:50, 24:44-25:2, 25:5-12, 27:39-28:7.   

A POSITA would recognize that Kahn discloses a plurality of accounts with 

varying degrees of access to designated systems, wherein a fourth group 

(government health or security organizations such as the Department of Homeland 
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Security) has access to view data from a second group of fluid handling facilities. 

Ex. 1002, ¶ 67.  Therefore, Kahn discloses this limitation.  

As such, Claim 18 is anticipated by Kahn or would be obvious to a POSITA 

in view of Kahn. 

2. Claim 22 

Claim 22 depends from independent Claim 18. Kahn discloses Claim 18 for 

the reasons discussed above and incorporated herein. 

a. [22.1] - The method of claim 18, wherein: the user-interface 
module or modules comprises a web server; and 

Kahn discloses a system that includes a remote computing system with a 

processor displaying a graphical user interface (GUI) showing data from the 

system’s sensors. Ex. 1005, Abstract, 1:28-36, 2:50-3:2, 25:5-25, 25:48-26:19, 

28:8-25, 29:5-37. Kahn discloses that Sensor unit 110 connects via a network to 

centralized data collection points. Ex. 1005, 5:62-6:2, 9:37-43, 10:18-67, 13:46-52, 

17:18-30, 18:40-19:2, 19:5-20:39, 22:12-20, 23:22-50, FIG. 1A, FIG. 3. Kahn 

discloses that the centralized data collection points are a server. Ex. 1005, 10:54-56, 

23:29-30. 

A POSITA would recognize that Kahn discloses the user-interface module or 

modules comprises a web server, as recited in the ’871 Patent, because the recited 
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centralized data collection points operate as a server.  Ex. 1002, ¶ 70.  Therefore, 

Kahn discloses this limitation.  

b. [22.2] - the facility-interface module or modules comprises a 
site server distinct from the web server; 

Kahn discloses a system with Sensor unit 110 that connects via a network to 

centralized data collection points. Ex. 1005, 5:62-6:2, 9:37-43, 10:18-67, 13:46-52, 

17:18-30, 18:40-19:2, 19:5-20:39, 22:12-20, 23:22-50, FIG. 1A, FIG. 3. Kahn 

further discloses that the network of sensor units 110 can be configured to 

communicate with a central communication device, e.g., a server, and/or sensor unit 

110 can communicate with each other as a distributed network. Ex. 1005, 10:54-56. 

A POSITA would recognize that Kahn discloses the facility-interface module 

or modules comprises a web server, as recited in the ’871 Patent, because sensor unit 

110 can communicate with each other in a distributed network with each sensor unit 

110 operating as a server.  Ex. 1002, ¶ 72.  Therefore, Kahn discloses this limitation.  

c. [22.3] - the web server is configured to communicate with 
user devices via a first network port of a computing device 
executing the web server; 

Kahn discloses that the centralized data collection points are a server using 

communication components known in the art. Ex. 1005, 10:54-56, 23:29-30. 

A POSITA would recognize that Kahn discloses web server is configured to 

communicate with user devices via a first network port of a computing device 

executing the web server because Kahn discloses that the server communicates using 
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communication components known in the art that would include a first network port.  

Ex. 1002, ¶ 73.  Therefore, Kahn discloses this limitation.  

d. [22.4] - the site server is configured to communicate with 
facilities via a second network port of the computing device, 
the second network port being different from the first 
network port; and 

Kahn discloses that the sensor units 110 are a server using communication 

components known in the art. Ex. 1005, 10:54-56, 23:29-30.  

A POSITA would recognize that Kahn discloses site server configured to 

communicate via a second network port, as recited in the ’871 Patent, because Kahn 

discloses that sensor units 110 communicate using communication components 

known in the art that would include a second network port.  Ex. 1002, ¶ 74.  

Therefore, Kahn discloses this limitation.  

e. [22.5] - the data store is configured to store subscription 
information associated with at least some of the accounts. 

Kahn discloses the data store is configured to store subscription information 

associated with at least some of the accounts. Kahn discloses that the sensor units 

110 can be associated with subscription information, including user and account 

information for authorities monitoring the fluids, reporting of particular detected 

events, or billing information. Ex. 1005, 22:12-44.  
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A POSITA would recognize that Kahn discloses the data store is configured 

to store subscription information associated with at least some of the accounts, as 

recited in the ’871 Patent  Ex. 1002, ¶ 75.  Therefore, Kahn discloses this limitation.  

Therefore, a POSITA would understand that Kahn discloses the elements 

recited in Claim 22. Claim 22 is anticipated by Kahn, or would be obvious to a 

POSITA in view of Kahn. 

3. Claim 23 

Claim 23 depends from independent Claim 18. Kahn discloses Claim 18 for 

the reasons discussed above and incorporated herein. 

a. [23.1] - The method of claim 18, comprising: steps for 
interfacing with a plurality of site controllers associated with 
the facilities; and 

Kahn discloses a system with Sensor unit 110 that connects via a network to 

centralized data collection points. Ex. 1005, 5:62-6:2, 9:37-43, 10:18-67, 13:46-52, 

17:18-30, 18:40-19:2, 19:5-20:39, 22:12-20, 23:22-50, FIG. 1A, FIG. 3. Kahn 

further discloses that the network of sensor units 110 can be configured to 

communicate with a central communication device, e.g., a server, and/or sensor unit 

110 can communicate with each other as a distributed network. Ex. 1005, 10:54-56. 

A POSITA would recognize that Kahn discloses steps for interfacing with a 

plurality of site controllers associated with the facilities, as recited in the ’871 Patent, 
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because sensor unit 110 can communicate with each other in a distributed network 

with each sensor unit 110.  Ex. 1002, ¶ 76.  Therefore, Kahn discloses this limitation.  

b. [23.2] - steps for sending instructions to present 
a control interface on the user devices. 

Kahn discloses a system that includes a remote computing system with a 

processor displaying a graphical user interface (GUI) showing data from the 

system’s sensors. Ex. 1005, Abstract, 1:28-36, 2:50-3:2, 25:5-25, 25:48-26:19, 28:8-

25, 29:5-37. Kahn further discloses that sensor unit 110 includes communication 

equipment with actuators configured to manipulate fluid flow at respective fluid-

handling facilities, to facilitate the measurement of data requested through the 

graphical user interface. Ex. 1005, 10:62-67; see also id., 14:35-15:2, 15:62-16:32. 

A POSITA would recognize that Kahn discloses steps for sending instructions 

to present a control interface on the user devices, as recited in the ’871 Patent.  Ex. 

1002, ¶ 77.  Therefore, Kahn discloses this limitation.  

Therefore, a POSITA would understand that Kahn discloses the elements 

recited in Claim 23. As such, Claim 23 is anticipated by Kahn or would be obvious 

to a POSITA in view of Kahn. 

4. Claim 25  

Claim 25 depends from independent Claim 18. Kahn discloses Claim 18 for 

the reasons discussed above and incorporated herein. 
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a. [25] - The method of claim 18, wherein the facility-interface 
module or modules are configured to send pull requests to 
facilities to retrieve data buffered at the facilities. 

Kahn discloses a system that includes a remote computing system with a 

processor displaying a graphical user interface (GUI) showing data from the 

system’s sensors. Ex. 1005, Abstract, 1:28-36, 2:50-3:2, 25:5-25, 25:48-26:19, 28:8-

25, 29:5-37. Kahn further discloses that sensor unit 110 includes communication 

equipment with actuators configured to manipulate fluid flow at respective fluid-

handling facilities, to facilitate the measurement of data requested by the user 

through the graphical user interface. Ex. 1005, 10:62-67; see also Ex. 1005, 14:35-

15:2, 15:62-16:32. 

A POSITA would recognize that Kahn discloses the facility-interface module 

or modules are configured to send pull requests to facilities to retrieve data buffered 

at the facilities because data will be transferred when requested by a user, as recited 

in the ’871 Patent.  Ex. 1002, ¶ 78.  As such, Claim 25 is anticipated by Kahn, or 

would be obvious to a POSITA in view of Kahn. 

5. Claim 26 

Claim 26 depends from independent Claim 18. Kahn discloses Claim 18 for 

the reasons discussed above and incorporated herein. 
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A POSITA would recognize that Kahn discloses software applications written 

or described in any appropriate computer language including HTML, Java, and 

XML, among others. Ex. 1005, 28:8-26, see also id., 33:31-43.  

The ’871 Patent’s specification lacks disclosure of “instantiation” and fails to 

provide any details regarding “threads,” aside from reciting the term and use of 

JavaScript instructions. Ex. 1001, 3:61-62, 8:31-48.   

A POSITA would recognize that Kahn inherently discloses instantiation of 

threads, and the various thread implementations recited in Claim 26, through 

computer coding in computer languages such as Java. Ex. 1002, ¶¶ 81-82. 

a. [26.1] - The method of claim 18, comprising instantiating at 
least three of the following as distinct threads from one 
another: 

A POSITA would recognize that Kahn inherently discloses instantiation of 

threads, as recited in the ’871 Patent, from its disclosure of software or applications 

written in then-current computer languages, including Java. Ex. 1002, ¶ 83.  

Therefore, Kahn discloses this limitation.  

b. [26.2] a thread configured to sends and receive data requests; 

Kahn discloses a data collection network with centralized data collection 

points. Ex. 1006, 8:51-59, 9:53-58, 17:18-30, 18:48-52, 63-65, 19:5-23, 19:58-65, 

23:27-31.  
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A POSITA would recognize that Kahn inherently discloses a thread 

configured to send and receive data requests, as recited in the ’871 Patent, from its 

disclosure of software or applications written in then-current computer languages, 

including Java. Ex. 1002, ¶ 85.  Therefore, Kahn discloses this limitation. 

c. [26.3] a thread configured to synchronize other threads with 
updated information; 

A POSITA would recognize that Kahn inherently discloses a thread 

configured to synchronize other threads with updated information, as recited in the 

’871 Patent, from its disclosure of software or applications written in then-current 

computer languages, including Java. Ex. 1002, ¶ 86.  Therefore, Kahn discloses this 

limitation. 

d. [26.4] a thread configured to set a target state of actuators; 

Kahn discloses that sensor unit 110 includes communication equipment with 

actuators configured to manipulate fluid flow by setting a target state for actuators 

at respective fluid-handling facilities. Ex. 1006, 8:3-11, 8:21-24, 10:62-67; see also 

id., 14:35-15:2, 15:62-16:32, 34:7-12. 

A POSITA would recognize that Kahn inherently discloses a thread 

configured to set a target state of actuators, as recited in the ’871 Patent, from its 

disclosure of software or applications written in then-current computer languages, 

including Java. Ex. 1002, ¶ 88.  Therefore, Kahn discloses this limitation. 
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e. [26.5] a thread configured to obtain updated sensor readings; 

Kahn discloses a data collection network with centralized data collection 

points. Ex. 1006, 8:51-59, 9:53-58, 17:18-30, 18:48-52, 63-65, 19:5-23, 19:58-65, 

23:27-31. Kahn discloses that the centralized data collection points receive sensor 

information via a network from a facility interface module, Sensor unit 110. Ex. 

1006, 5:62-6:2, 9:37-43, 10:18-67, 13:46-52, 17:18-30, 18:40-19:2, 19:5-20:39, 

22:12-20, 23:22-50, FIG. 1A, FIG. 3. 

A POSITA would recognize that Kahn inherently discloses a thread 

configured to obtain updated sensor readings, as recited in the ’871 Patent, from its 

disclosure of software or applications written in then-current computer languages, 

including Java. Ex. 1002, ¶ 90.  Therefore, Kahn discloses this limitation. 

f. [26.6] a thread configured to process user interactions; and 

Kahn discloses a system that includes a remote computing system with a 

processor displaying a graphical user interface (GUI) showing data from the 

system’s sensors. Ex. 1006, Abstract, 1:28-36, 2:50-3:2, 25:5-25, 25:48-26:19, 28:8-

25, 29:5-37.  

A POSITA would recognize that Kahn inherently discloses a thread 

configured to process user interactions, as recited in the ’871 Patent, from its 

disclosure of software or applications written in then-current computer languages, 

including Java. Ex. 1002, ¶ 92.  Therefore, Kahn discloses this limitation. 
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g.  [26.7] a thread that eliminates other threads upon detecting 
a problem with the eliminated threads. 

A POSITA would recognize that Kahn inherently discloses a thread that 

eliminates other threads upon detecting a problem with the eliminated threads, as 

recited in the ’871 Patent, from its disclosure of software or applications written in 

then-current computer languages, including Java. Ex. 1002, ¶ 93.  Therefore, Kahn 

discloses this limitation. 

Therefore, a POSITA would understand that Kahn discloses the elements 

recited in Claim 26. As such, Claim 26 is anticipated by Kahn or would be obvious 

to a POSITA in view of Kahn. 

6. Claim 27 

Claim 27 depends from independent Claim 18. Kahn discloses Claim 18 for 

the reasons discussed above and incorporated herein. 

 

a. [27.1] - The method of claim 18, comprising instantiating 
each and every of the following as distinct threads from one 
another: 

A POSITA would recognize that Kahn inherently discloses a thread 

configured to obtain updated sensor readings, as recited in the ’871 Patent, from its 

disclosure of software or applications written in then-current computer languages, 

including Java. Ex. 1002, ¶¶ 94-95.  Therefore, Kahn discloses this limitation. 
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Kahn inherently discloses instantiating each and every of the following as 

distinct threads from one another, or this limitation would be obvious to a POSITA 

in view of Kahn, as discussed above for Claim 26 and incorporated herein. 

b. [27.2] - a thread configured to send or receive data request; 

Kahn inherently discloses a thread configured to send or receive data request, 

or this limitation would be obvious to a POSITA in view of Kahn, as discussed above 

for Claim 26, and incorporated herein. Ex. 1002, ¶ 96. 

c. [27.3] - a thread configured to synchronize other threads with 
updated information; 

Kahn inherently discloses a thread configured to synchronize other threads 

with updated information, or this limitation would be obvious to a POSITA in view 

of Kahn, as discussed above for Claim 26, and incorporated herein. Ex. 1002, ¶ 97. 

d. [27.4] - a thread configured to set a target state of actuators; 

Kahn inherently discloses a thread configured to set a target state of actuators, 

or this limitation would be obvious to a POSITA in view of Kahn, as discussed above 

for Claim 26 and incorporated herein. Ex. 1002, ¶ 98. 

e. [27.5] - a thread configured to obtain updated sensor 
readings; 

Kahn inherently discloses a thread configured to obtain updated sensor 

readings, or this limitation would be obvious to a POSITA in view of Kahn, as 

discussed above for Claim 26 and incorporated herein. Ex. 1002, ¶ 99.  
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f. [27.6] - a thread configured to process user interactions; and 

Kahn inherently discloses a thread configured to process user interactions, or 

this limitation would be obvious to a POSITA in view of Kahn, as discussed above 

for Claim 26, and incorporated herein. Ex. 1002, ¶ 100. 

g. [27.7] - a thread that eliminates other threads upon detecting 
a problem with the eliminated threads. 

Kahn inherently discloses a thread that eliminates other threads upon 

detecting a problem with the eliminated threads, or this limitation would be obvious 

to a POSITA in view of Kahn, as discussed above for Claim 26, and incorporated 

herein. Ex. 1002, ¶ 101. 

Therefore, a POSITA would understand that Kahn discloses the elements 

recited in Claim 27. As such, Claim 27 is anticipated by Kahn, or would be obvious 

to a POSITA in view of Kahn. 

7. Claim 28 

Claim 28 depends from independent Claim 18. Kahn discloses Claim 18 for 

the reasons discussed above and incorporated herein. 

a. [28] - The method of claim 18, comprising: communicating, 
with a controller at one of the facilities, with an actuator or a 
sensor to actuate the actuator or read from the sensor. 

Kahn discloses a system that includes a remote computing system with a 

processor displaying a graphical user interface (GUI) showing data from the 

system’s sensors. Ex. 1005, Abstract, 1:28-36, 2:50-3:2, 25:5-25, 25:48-26:19, 28:8-
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25, 29:5-37. Kahn further discloses that sensor unit 110 includes communication 

equipment with actuators configured to manipulate fluid flow at respective fluid-

handling facilities, to facilitate the measurement of data requested through the 

graphical user interface. Ex. 1005, 10:62-67; see also Ex. 1005, 14:35-15:2, 15:62-

16:32. 

A POSITA would recognize that Kahn discloses communicating, with a 

controller at one of the facilities, with an actuator or a sensor to actuate the actuator 

or read from the sensor, as recited in the ’871 Patent.  Ex. 1002, ¶ 102.  As such, 

Claim 28 is anticipated by Kahn, or would be obvious to a POSITA in view of Kahn. 

8. Claim 29 

Claim 29 depends from independent Claim 18 and dependent Claim 28. Kahn 

discloses Claims 18 and 28 for the reasons discussed above and incorporated herein. 

a. [29] - The method of claim 28, wherein the controller is 
communicatively coupled to the actuator and the sensor via 
a private local area network, and wherein controller is 
communicatively coupled to the actuator or sensor via a 
frame-based carrier-sense multiple access protocol with 
collision detection. 

Kahn discloses coupling the system’s components, e.g. controller and sensor 

units, with a “private” network. Ex. 1005, 10:18-48, 19:34-57.   

A POSITA would recognize that Kahn discloses a frame-based carrier-sense 

multiple access protocol with collision detection because a POSITA would know 
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that frame-based carrier-sense multiple access protocol with collision detection, as 

recited in the ’871 Patent, is an Ethernet networking technology.  Ex. 1002, ¶¶ 112-

13.  

A POSITA would recognize that Kahn discloses communicating with a 

controller at one of the facilities to control and actuator or read from a sensor via a 

private local area network that uses a frame-based carrier-sense multiple access 

protocol with collision detection. Id. As such, Claim 29 is anticipated by Kahn or 

would be obvious to a POSITA in view of Kahn. 

9. Claim 30 

Claim 30 depends from independent Claim 18 and dependent Claim 28. Kahn 

discloses Claims 18 and 28 for the reasons discussed above and incorporated herein. 

a. [30] - The method of claim 28, comprising buffering data 
from sensors with the controller and pushing, with the 
controller, buffered data to the facility-interface module or 
modules. 

Kahn discloses that data, such as chemical fingerprint information 

“downloaded into,” i.e. pushed into, the sensor units, with intermittent updates 

available from the centralized data collection points. Ex. 1005, 9:48-10:7  

A POSITA would recognize that Kahn discloses buffering data from sensors 

with the controller and pushing, with the controller, buffered data to the facility-
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interface module or modules.  Ex. 1002, ¶ 115.  As such, Claim 30 is anticipated by 

Kahn or would be obvious to a POSITA in view of Kahn.  

10. Claim 31 

Claim 31 depends from independent Claim 18 and dependent Claim 28. Kahn 

discloses Claims 18 and 28 for the reasons discussed above and incorporated herein. 

a. [31] - The method of claim 28, comprising: steps for ensuring 
at least some data is not lost if network access ceases 
intermittently. 

Kahn discloses that data collection can run in real time, and can continuously, 

or intermittently (e.g., periodically at pre-set time intervals) monitor fluid quality, or 

upon inquiry, or operate based on stored data at the sensor sites 110A-110F, 

depending on the data storage and communication capabilities of the sensor units 

110. Ex. 1005, 19:24-33. 

A POSITA would recognize that Kahn discloses steps for ensuring at least 

some data is not lost if network access ceases intermittently, because sensor units 

110 include data storage and allow for intermittent transmission of data.  Ex. 1002, 

¶ 116.  As such, Claim 31 is anticipated by Kahn, or would be obvious to a POSITA 

in view of Kahn. 

11. Claim 34 

Claim 34 depends from independent Claim 18 and dependent Claim 28. Kahn 

discloses Claims 18 and 28 for the reasons discussed above and incorporated herein. 
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a. [34] - The method of claim 28, comprising: steps for 
mitigating shocks to up-stream or down-stream fluid-
handling devices. 

Kahn discloses detecting breakage of a pipe and the break’s location through 

the system’s sensors. Ex. 1005, 10:8-17, 19:16-23. Based on the identified condition, 

Kahn discloses activating a shut-off value to shut off the supply of fluid upon the 

detection of the emergency event.  Ex. 1005, 10:62-11:5, 20:64-67.  

A POSITA would recognize that Kahn discloses steps for mitigating shocks 

to up-stream or down-stream fluid-handling devices, as recited in the ’871 Patent.  

Ex. 1002, ¶ 118.  As such, Claim 34 is anticipated by Kahn, or would be obvious to 

a POSITA in view of Kahn. 

B. Ground 2: Kahn in view of Gutierrez renders obvious Claims 18-21, 26-
29, 31-32, and 34. 

Independent Claim 18 and dependent Claims 19-21, 26-29, 31-32, and 34 are 

obvious to a POSITA over U.S. Patent No. 7,424,399 (“Kahn”) in view of U.S. 

Patent 9,709,995 (“Gutierrez”) under 35 U.S.C. § 103.  

The disclosures of Kahn for each claim challenged under Ground 1, above, 

are incorporated by reference into each challenged claim herein.  

1. Motivation to Combine Kahn and Gutierrez 

A POSITA would be motivated to combine Kahn and Gutierrez. 

Ex. 1002, ¶¶ 119-28. See Allergan, Inc. v. Sandoz, Inc., 726 F.3d 1286, 1292 (Fed. 

Cir. 2013); Alza Corp. v. Mylan Labs., Inc., 464 F.3d 1286, 1294 (Fed. Cir. 2006) 
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(motivation to combine may be implicitly stated in the prior art and supported by 

testimony of an expert witness regarding knowledge of a POSITA). As Dr. Wooley 

explains in his declaration, combining Gutierrez and Kahn would have been obvious 

to try because both references describe similar systems for remote monitoring and 

control of fluid handling facilities. Ex. 1002, ¶¶ 119-28. A POSITA would have 

referred to Gutierrez for its disclosure of a general fluid handling system for oil and 

oil extraction wastewater storage and transport, which allows remote users to 

monitor and control fluid handling facilities. Ex. 1006, 1:26-27, Ex. 1002, ¶¶ 119-

28. A POSITA would understand that the pipelines and transport systems of 

Gutierrez would involve multiple operators and site geographically dispersed site 

locations, each responsible for the efficient and safe operation of the fluid handling 

systems. Ex. 1002, ¶¶ 119-28. A POSITA would further understand that supervisors, 

regulators, etc. would require access to data from the systems, thus allowing 

different levels of access to data or control of the fluid handling systems would be 

expected by a POSITA. Id 

A POSITA would have referred to Kahn, and its disclosure of specific user 

differentiation features for fluid handling facilities, with different users having 

specified access only to designated data or controls. Id. A POSITA would also 

recognize that Kahn’s disclosure similarly relates to gas facilities. Ex. 1005, 17:67-

18:2, Ex. 1002, ¶¶ 119-28. 
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A POSITA would have been motivated to combine Gutierrez and Kahn 

because Kahn provides additional detailed disclosure regarding user differentiation, 

which a POSITA would consider when implementing any remote systems having 

multiple facilities and users. Ex. 1002, ¶¶ 119-28. Differentiating the access allowed 

to different users, and limiting users’ access to only designated facilities, would have 

motivated a POSITA to combine Gutierrez and Kahn to achieve the security, 

efficiency, and safety benefits limiting access provides across the system. Id. 

Combining Gutierrez and Kahn would lead to predictable results of users of 

the systems and methods of Gutierrez, having predetermined levels of access to view 

data or control designated systems. Id. A POSITA would not have difficulty 

combining Gutierrez and Kahn, because Gutierrez and Kahn do not describe 

alternative systems or methods, but rather the disclosure of Kahn merely provides 

additional detail rather than a different approach to solving problems in the 

underlying technology. Id.  

2. Claim 18 

a. [18.1] - A method, comprising: 

To the extent that the Board finds that the preamble is limiting, Gutierrez 

discloses a method. Ex. 1006, 1:54-2:8, 5:32-36, Claims 1-8. 

A POSITA would recognize that Gutierrez discloses a method.  Ex. 1002, ¶ 

129. Therefore, Gutierrez discloses a method. 
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b. [18.2] - storing, with one or more processors, records 
comprising: 

Gutierrez discloses that chemical injection system 100 may be utilized in a 

hydrocarbon production system, such as, for example, a field or area having one or 

more hydrocarbon (e.g., oil, natural gas) production sites. Ex. 1006, 6:55-7:2. 

Gutierrez discloses chemical injection system 100 that includes a pump 105 

mechanically coupled to a driver, such as a motor 110; a motor controller 115; and 

a controller 130. Ex. 1006, 6:46-49. Controller 130 provides microprocessor-based 

control of the motor controller 115 and thus motor 110 and pump 105. Ex. 1006, 

8:15-19. Controller 130 includes a communication module 140 . . . data acquisition, 

data storage, and a processor 150. Ex. 1006, 8:19-21; see also id., 8:39-9:3.  

A POSITA would recognize that Gutierrez discloses controller 130 which 

includes a processor and data storage for records related to hydrocarbon production 

facilities. Ex. 1002, ¶¶ 130-33. Therefore, Gutierrez discloses this element. 

c. [18.3] - a plurality of accounts, each account corresponding 
to an entity operating one or more geographically 
distributed fluid-handling facilities, the accounts associating 
different fluid-handling facilities with different entities; and 

Gutierrez discloses chemical injection system 100 in a hydrocarbon 

production system, such as, for example, a field or area having one or more 

hydrocarbon (e.g., oil, natural gas) production sites. Ex. 1006, 6:55-7:2; see also id., 

5:22-26; 6:24-27; 10:22-38. Gutierrez discloses that the production sites are unique, 
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disclosing controls for “each individual” system. Ex. 1006, 6:28-35; 10:22-24, 

10:34-38, 10:43-59 (“data may be wirelessly transmitted directly to each chemical 

injection system . . . some or all of the processing of data and command generation 

may occur at the remote control center 220 rather than each individual chemical 

injection system 220.”), 11:55-61 (“each computer 305 may monitor, receive data 

from, and/or generate commands transmitted to a single chemical injection system 

310 or multiple chemical injection systems 310.”), 11:62-12:3, 13:10-26 (“a user or 

operator may utilize the GUI 315 to control one or more components of the chemical 

injection system 310”); Claim 1. 

Gutierrez discloses hydrocarbon transmission system including one or more 

chemical injection systems for relative distances between production sites and 

pipeline monitoring locations in order to efficiently inject chemical additives into 

the system without waste. Ex. 1006, 5:22-31; see also id., 3:49-4:4, 4:50-63, 6:24-

44 (“a hydrocarbon transmission system includes a pipeline adapted to enclose a 

fluid transmitted from a plurality of hydrocarbon production sites to a processing 

site and a plurality of chemical injection systems”), 6:45-58, 10:22-24 (“System 200 

includes one or more hydrocarbon production sites 215, each of which is fluidly 

coupled to a pipeline 205.”), 11:37-42.  

A POSITA would recognize that Gutierrez discloses a plurality of accounts, 

namely geographically distributed fluid-handling facilities.  Ex. 1002, ¶¶ 134-40.  A 



Petition for IPR of U.S. Patent No. 10,488,871 
Case No. IPR 2024-00741 

 

-38- 

POSITA would further recognize from Gutierrez that the disclosed geographically 

distributed accounts associate fluid-handling facilities from different entities 

because Gutierrez discloses systems with multiple fluid-handling facilities, as well 

as geographically distributed systems with multiple types of fluid-handling facilities, 

including production sites and pipeline monitoring locations. Id.   

Therefore, Gutierrez discloses the plurality of accounts recited in the ’871 

Patent. 

d. [18.4] - addresses by which industrial monitoring 
or control equipment at the facilities is accessible 
via network connections, the monitoring or 
control equipment including sensors configured 
to measure fluid handled at respective fluid-
handling facilities and actuators configured to 
manipulate fluid flow at respective fluid-
handling facilities, at least some of the fluid-
handling facilities including both a plurality of 
the sensors and a plurality of the actuators; 

Gutierrez discloses that the production sites are uniquely addressable by the 

network connection through individualized controls for “each individual” system. 

Ex. 1006, 6:28-35; 10:22-24, 10:34-38, 10:43-59, 11:55-61, 11:62-12:3, 13:10-26; 

Claim 1. 

Gutierrez discloses monitoring and control equipment including sensors 

configured to measure fluid handled at respective fluid-handling facilities. Ex. 1006, 

9:4-13 (“one or more electronic sensors monitoring the pipeline”); 9:21-25 

(“wireless sensors may detect various operations parameters of the pipeline 120, 
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such as line pressure and/or chemical concentrate”), 10:7-16 (“a wireless pressure 

sensor”), 10:40-46, 13:12-17. 

Gutierrez discloses monitoring and control equipment including actuators 

configured to manipulate fluid flow at respective fluid-handling facilities. Ex. 1006, 

6:45-8:38 (describing chemical injection system with controllers for activating 

pumps to manipulate fluid flow), 9:54-10:16, 11:62-12:29, 13:23-26.  

Gutierrez discloses fluid-handling facilities having sets of both sensors and 

actuators. Ex. 1006, 6:45-7:2, 9:65-10:16, 10:17-11:4, 11:16-33, 11:55-61 (“each 

computer 305 may monitor, receive data from, and/or generate commands 

transmitted to a single chemical injection system 310 or multiple chemical injection 

systems 310”), 13:9-26. 

A POSITA would recognize that Gutierrez discloses the addresses for 

facilities and the monitoring and control equipment as recited in the ’871 Patent.  

Ex. 1002, ¶ 141.  Therefore, Gutierrez discloses this limitation. 

e. [18.5] - obtaining, with one or more processors 
implementing a facility-interface module or 
modules, data from the sensors at the facilities 
and send commands to the actuators at the 
facilities via the network connections; and 

Gutierrez discloses fluid-handling facilities with computers or controllers that 

take data from sensors and send commands to actuators. Ex. 1006, 6:45-7:2, 8:16-

38 (“controller 130 includes a communication module 140 . . . and a processor 150 
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. . . controller 130 receives inputs and/or instructions and commands from a remote 

source and, according to the commands, controls the operation and/or speed of the 

motor 110 and pump 105 to inject chemicals into the pipeline 120 . . . [and] receive[s] 

data representative of pipeline conditions, such as line pressure, amount of chemicals 

present in the pipeline 120, and motor operating conditions”), 9:65-10:16, 10:17-

11:4, 11:16-33, 11:55-61 (“each computer 305 may monitor, receive data from, 

and/or generate commands transmitted to a single chemical injection system 310 or 

multiple chemical injection systems 310”), 13:9-26. 

A POSITA would recognize that Gutierrez discloses obtaining data with a 

facility interface module, with a processor, data from the sensors at the facilities and 

sending commands to the actuators at the facilities by the network connections as 

recited in the ’871 Patent.  Ex. 1002, ¶ 142.  Therefore, Gutierrez discloses this 

limitation. 

f. [18.6] - sending, with one or more processors 
implementing a user-interface module or 
modules, respective instructions to present 
respective control interfaces on respective user-
computing devices logged in to respective ones of 
the accounts and to receive respective commands 
to control respective actuators from the 
respective user computing devices; 

Gutierrez discloses a remote computing system with a graphical user interface 

(GUI); a sensor coupled with a hydrocarbon transmission system; and a chemical 

injection system. Ex. 1006, 2:26-29. Gutierrez discloses that the computer used to 
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manage the remote facilities includes a processor. Ex. 1006, 11:38-42 (“reference to 

the computer 305 includes any processor-based computing device that is operable to 

manipulate, display, receive, and/or transmit data, such as data associated with a 

wellsite, hydrocarbon piping system, or other hydrocarbon production facility.”) The 

computer includes various respective user computing devices, such as such as a 

laptop computer, personal digital assistant (PDA), handheld electronic mail device, 

desktop computer, server, or other computing device. Ex. 1005, 9:59, 11:34-37. 

Gutierrez discloses user computing device that interfaces with the fluid 

handling system to sends instructions to control actuators of the fluid handling 

system. Ex. 1006, 11:16-33 (“the system 300 includes a computer 305 displaying a 

graphical user interface (GUI) 315, one or more remote chemical injection systems 

310”), 13:9-26 (“a user or operator may utilize the GUI 315 to control one or more 

components of the chemical injection system 310 based on data received from the 

system 310 and displayed on the GUI 315. For example, each chemical injection 

system 310 may include a number of wireless sensor devices operable to detect one 

or more operational parameters of the hydrocarbon stream within the pipeline. For 

instance, the system 310 may detect the relative amount of chemical additives 

injected into the pipeline . . . the data is communicated to the computer 305 via the 

communication stations 320, base transceiver 325, and communications network 

330, where it is then processed. The computer 305 and/or a user operating the 
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computer 305 may then issue commands to one or more of the chemical injection 

systems 310 . . . include[ing] a command to stop injecting chemical additive into the 

pipeline and/or a command to inject a specified amount of chemical additive into the 

pipeline.”). 

A POSITA would recognize that Gutierrez discloses the control interfaces on 

a user computer device logged into by an authorized user sending commands to 

control fluid handling system actuators, as recited in the ’871 Patent.  Ex. 1002, ¶ 

144.  Therefore, Gutierrez discloses this limitation. 

g. [18.7] - receiving, with the user-interface module 
or modules, a user command to actuate an 
actuator entered via a presented control 
interface; 

Gutierrez discloses a graphical user interface that receives the commands, and 

sends them to the fluid handling system. Ex. 1006, 11:16-33, 13:9-26.  

A POSITA would recognize that Gutierrez discloses receiving with the user 

interface module a user command to actuate an actuator of the fluid handling system, 

as recited in the ’871 Patent.  Ex. 1002, ¶ 146.  Therefore, Gutierrez discloses this 

limitation. 
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h. [18.8] - identifying, with one or more processors, 
in response to the user command, an address in 
the datastore corresponding to a facility at which 
the actuator is located; and 

Gutierrez discloses a graphical user interface that receives the commands and 

sends them to the fluid handling system. Ex. 1006, 11:16-33 (“the system 300 

includes a computer 305 displaying a graphical user interface (GUI) 315, one or 

more remote chemical injection systems 310”), 13:9-26. 

Gutierrez discloses that the production sites are unique, disclosing separately 

addressed controls for “each individual” system. Ex. 1006, 6:28-35; 10:22-24, 

10:34-38, 10:43-59, 11:55-61, 11:62-12:3, 13:10-26; Claim 1. 

A POSITA would recognize that Gutierrez discloses identifying an address in 

the datastore corresponding to the facility at which the actuator is located, as recited 

in the ’871 Patent, because the user controls “each” component of the chemical 

injection system with the disclosed GUI.  Ex. 1002, ¶¶ 147-48.  Therefore, Gutierrez 

discloses this limitation. 

i. [18.9] - sending, with one or more processors, 
instructions with the facility-interface module or 
modules to the facility to actuate the actuator, 
wherein: 

Gutierrez discloses user computing device interfaces with the fluid handling 

system to send instructions to control the actuators of the fluid handling system. Ex. 

1006, 11:16-33 (“the system 300 includes a computer 305 displaying a graphical 
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user interface (GUI) 315, one or more remote chemical injection systems 310”), 

13:9-26 (“a user or operator may utilize the GUI 315 to control one or more 

components of the chemical injection system 310 . . . a user operating the computer 

305 may then issue commands to one or more of the chemical injection systems 310. 

Such commands may include a command to stop injecting chemical additive into the 

pipeline and/or a command to inject a specified amount of chemical additive into the 

pipeline.”). 

A POSITA would recognize that Gutierrez discloses sending instructions to 

the facility interface module to actuate the fluid handling system’s actuator, as 

recited in the ’871 Patent.  Ex. 1002, ¶ 149.  Therefore, Gutierrez discloses this 

limitation. 

j. [18.10] - the plurality of accounts include a first 
account, a second account, a third account, and 
a fourth account; 

Kahn in view of Gutierrez renders obvious the disclosed plurality of accounts. 

Gutierrez discloses that its subject conduit systems carry and/or transport one 

or more fluids to insert other fluids (e.g., additives, inhibitors, or otherwise) into the 

conduit system, the carried fluids include hydrocarbon systems that transport 

hydrocarbon fluids, such as oil and/or gas or other fluids. Ex. 1006, 1:18-26.   

A POSITA would recognize that the recited plurality of accounts from the 

disclosure of Gutierrez, because the system described by Gutierrez requires multiple 
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systems and operational components to transport fluids through the described 

conduit system, geographically distributed across the distance for monitoring and 

controlling fluids transported through the pipeline. Ex. 1002, ¶¶ 153-57.   

A POSITA would recognize that Gutierrez’s disclosure of geographically 

distributed and multiple types of operational components discloses multiple fluid 

handling facilities. Id.   

As described above in Section B.1, and incorporated by reference herein, a 

POSITA would be motivated to combine the disclosures of Kahn and Gutierrez for 

elements 18.10-18.14. The disclosures for Kahn in Section 1, above, are fully 

incorporated by reference into the discussion of elements 18.10-18.14 herein. Kahn 

provides specific details of multiple facility and user management to the general 

fluid handling system disclosures of Gutierrez.  

Thus, Gutierrez in combination with Kahn renders obvious the plurality of 

accounts recited in the ’871 Patent. Id.   

k. [18.11] - the first account corresponds to a first 
group of fluid-handling facilities, one or more 
users of the first account being authorized to 
send commands to remotely control fluid 
handling devices at the first group of fluid-
handling facilities; 

Kahn in view of Gutierrez renders obvious the disclosed first account with its 

users authorized to remotely control a first group of fluid handling devices. 
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Gutierrez discloses users remotely controlling fluid handling devices, as 

discussed above for element 18.7 and incorporated herein.  

Gutierrez discloses that the network used to communicate in the disclosed 

methods is an enterprise or secured network. Ex. 1006, 12:48-59.  

A POSITA would recognize that enterprise or secured networks require 

individual users to login, and then users receive access only to designated systems, 

e.g. access to control a designated group of devices. Ex. 1002, ¶¶ 160-62  

A POSITA would recognize that the disclosure in Gutierrez matches the 

relevant disclosure in the ’871 Patent. Id.  

A POSITA would recognize that Kahn and Gutierrez both disclose secure 

systems where users only have designated access to authorized data or system 

controls. Id.  

As discussed above for limitation 18.10 and incorporated herein, a POSITA 

would recognize that Kahn in view of Gutierrez renders obvious the disclosed 

plurality of accounts including accounts in a first group with access permitted for 

control of a first designated group of devices, as recited in the ’871 Patent. Id. 

Therefore, Gutierrez in combination with Kahn renders obvious this limitation. 
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l. [18.12] - the second account corresponds to a 
second group of fluid-handling facilities, the first 
group being different from the second group, one 
or more users of the second account being 
authorized to send commands to remotely 
control fluid handling devices at the second 
group of fluid-handling facilities;  

Kahn in view of Gutierrez renders obvious the disclosed plurality of accounts 

with a second group of that plurality of accounts authorized to remotely control 

designated second fluid handling devices. 

A POSITA would recognize that Kahn and Gutierrez both disclose secure 

systems where users only have designated access to authorized data or system 

controls. Ex. 1002, ¶¶ 163-65. 

As discussed above for limitation 18.11 and incorporated herein, a POSITA 

would recognize that Kahn in view of Gutierrez renders obvious a plurality of 

accounts including accounts in a second group with access permitted for control of 

a second designated group of devices, as recited in the ’871 Patent. Id. Therefore, 

Gutierrez in combination with Kahn renders obvious this limitation. 
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m. [18.13] - the third account corresponds to the 
first group of fluid-handling facilities, one or 
more users of the of the third account being 
authorized to view reports of data from fluid 
handling devices at the first group of fluid-
handling facilities; and 

Kahn in view of Gutierrez renders obvious the disclosed plurality of accounts 

with a third group of that plurality of accounts authorized to remotely view data 

reports from designated first fluid handling devices. 

Gutierrez discloses users remotely viewing data from designated fluid 

handling devices. For example, Gutierrez discloses monitoring and control 

equipment including sensors configured to measure fluid handled at respective fluid-

handling facilities. Ex. 1006, 9:4-13 (“one or more electronic sensors monitoring the 

pipeline”); 9:21-25 (“wireless sensors may detect various operations parameters of 

the pipeline 120, such as line pressure and/or chemical concentrate”), 10:7-16 (“a 

wireless pressure sensor”), 10:40-46, 13:12-17. 

Gutierrez discloses that the network used to communicate in the disclosed 

methods is an enterprise or secured network. Ex. 1006, 12:48-59.  

A POSITA would recognize that enterprise or secured networks require 

individual users to login, and then users receive access only to designated systems, 

e.g. access to view data reports for a designated group of devices. Ex. 1002, ¶¶ 167-

75. A POSITA would recognize that the disclosure in Gutierrez matches the relevant 

disclosure in the ’871 Patent. Id.   
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A POSITA would recognize that Kahn and Gutierrez both disclose secure 

systems where users only have designated access to authorized data or system 

controls. Id.  

As discussed above for limitations 18.10-18.12 and incorporated herein, a 

POSITA would recognize that Kahn in view of Gutierrez renders obvious the 

disclosed plurality of accounts including accounts in a third group permitted access 

to view data reports for a first designated group of devices, as recited in the ’871 

Patent. Id. Therefore, Gutierrez in combination with Kahn renders obvious this 

limitation. 

n. [18.14] - the fourth account corresponds to the 
second group of fluid-handling facilities, one or 
more users of the of the fourth account being 
authorized to view reports of data from fluid 
handling devices at the second group of fluid-
handling facilities 

Kahn in view of Gutierrez renders obvious the disclosed plurality of accounts 

with a fourth group of that plurality of accounts authorized to remotely view data 

reports from a designated second fluid handling devices. 

As discussed above for limitation 18.13 and incorporated herein, a POSITA 

would recognize that Kahn in view of Gutierrez renders obvious the disclosed 

plurality of accounts including accounts in a fourth group, as recited in the ’871 

Patent.  Ex. 1002, ¶¶ 176-82.  Therefore, Gutierrez discloses this limitation. 
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A POSITA would recognize that Kahn and Gutierrez both disclose secure 

systems where users only have designated access to authorized data or system 

controls. Id.  

A POSITA would recognize that Kahn in view of Gutierrez renders obvious 

the disclosed plurality of accounts including accounts in a fourth group permitted 

access to view data reports for a second designated group of devices, as recited in 

the ’871 Patent.  Id. Therefore, Gutierrez in combination with Kahn renders obvious 

this limitation. 

As such, Claim 18 would be obvious to a POSITA over Kahn in view of 

Gutierrez. 

3. Claim 19 

Claim 19 depends from independent Claim 18. Kahn in view of Gutierrez 

renders Claim 18 obvious for the reasons discussed above and incorporated herein. 

a.  [19.1] - The method of claim 18, wherein: at least some of the 
fluid-handling facilities are oil-or-gas related fluid-handling 
facilities and include petro-water disposal facilities or re-
injection facilities; and 

Gutierrez discloses that the chemical injection system 100 may be utilized in 

a hydrocarbon production system, such as, for example, a field or area having one 

or more hydrocarbon (e.g., oil, natural gas) production sites. Ex. 1006, 6:55-7:2; see 

also id., 1:18-32, 5:22-26; 6:24-27; 10:22-38.  
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A POSITA would understand that the fluid handling facilities for hydrocarbon 

production systems include oil-or-gas related fluid-handling facilities, petro-water 

disposal facilities and re-injection facilities.  Ex. 1002, ¶ 184.  

b.  [19.2] - the sensors include a level sensor of an oil/water 
separation tank at one of the facilities configured to indicate 
a level at which oil meets water, and wherein the datastore 
includes a record associating the tank with the facility. 

Gutierrez discloses level sensors for chemical reservoirs. Ex. 1006, 12:65-

13:8 (“the GUI 315 may display a level of a chemical reservoir at the chemical 

injection system 310; power capacity and/or availability of a pump motor at the 

chemical injection system 310; one or more pump or pump motor characteristics 

(e.g., amps, current status, pressure, as well as other parameters)”). 

Gutierrez discloses sensor readings of fluidic pressure, fluidic storage level, 

and percentage of water content in the fluidic system. Ex. 1006, 13:27-49 (“One or 

more of GUIs 400, 410, 420, and 430 may be displayed on the computer 305 in place 

of or in addition to GUI 315. . . . GUI 400 provides information related to . . . fluidic 

pressure of fluid flowing through the pipeline and/or from chemical reservoir; fluidic 

storage level of the chemical reservoir; . . . and a percentage water content of fluid 

flowing through the pipeline.”).  

A POSITA would recognize that Gutierrez disclosure of a level sensor of fluid 

in a reservoir, as well as information regarding the percentage of water in the fluidic 

system, constitutes a fluid level indicator for the oil/water partition level within a 
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particular storage tank within a facility, as recited in the ’871 Patent.  Ex. 1002, ¶¶ 

187-89.   

Gutierrez discloses separate control systems for “each” system. Ex. 1006, 

6:28-35; 10:22-24, 10:34-38, 10:43-59 (“data may be wirelessly transmitted directly 

to each chemical injection system . . . some or all of the processing of data and 

command generation may occur at the remote control center 220 rather than each 

individual chemical injection system 220.”), 11:55-61 (“each computer 305 may 

monitor, receive data from, and/or generate commands transmitted to a single 

chemical injection system 310 or multiple chemical injection systems 310.”), 11:62-

12:3, 13:10-26 (“a user or operator may utilize the GUI 315 to control one or more 

components of the chemical injection system 310”); Claim 1. 

A POSITA would recognize that Gutierrez discloses sensor readings 

associated with a specific facility sensor, such as on a tank within a given facility, as 

recited in the ’871 Patent.  Ex. 1002, ¶¶ 187-89. 

Therefore, a POSITA would understand that Gutierrez discloses the element 

recited in Claim 19. As such, Claim 19 would be obvious to a POSITA over Kahn 

in view of Gutierrez. 

4. Claim 20 

Claim 20 depends from independent Claim 18. Kahn in view of Gutierrez 

renders Claim 18 obvious for the reasons discussed above and incorporated herein. 
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a. [20.1] - The method of claim 18, wherein: the sensors include 
a tank level sensor of a tank at one of the facilities; 

Gutierrez discloses level sensors for chemical reservoirs. Ex. 1006, 12:65-

13:8 (“the GUI 315 may display a level of a chemical reservoir at the chemical 

injection system 310”). 

Gutierrez discloses sensor readings of fluidic pressure and fluidic storage 

level. Ex. 1006, 13:27-49 (“One or more of GUIs 400, 410, 420, and 430 may be 

displayed on the computer 305 in place of or in addition to GUI 315. . . . GUI 400 

provides information related to . . . fluidic pressure of fluid flowing through the 

pipeline and/or from chemical reservoir; fluidic storage level of the chemical 

reservoir”).  

A POSITA would recognize that Gutierrez disclosure of a level sensor of fluid 

in a reservoir, would sense the level of fluid within a particular tank, as recited in the 

’871 Patent.  Ex. 1002, ¶ 192.   

b. [20.2] - the datastore includes a record associating the tank 
with the facility, data from the tank being unavailable to 
users without an account associated with the tank; and 

Kahn in view of Gutierrez renders obvious a plurality of accounts with a group 

of that plurality of accounts not authorized to retrieve data for designated fluid 

handling devices. As described above and incorporated by reference herein, a 

POSITA would be motivated to combine the disclosures of Kahn and Gutierrez for 

elements 20.2 and 20.3 to provide specific details of multiple facility and user 
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management—including deny access to unauthorized users—to the general 

disclosures of Gutierrez.  

Kahn’s and Gutierrez’s disclosures, detailed above for elements 18.13 and 

18.14, are incorporated herein by reference.  

A POSITA would recognize that enterprise or secured networks require 

individual users to login, and then users receive access only to designated systems, 

e.g. access to data only from a designated group of devices. Ex. 1002, ¶¶ 195-97. 

A POSITA would recognize that the disclosure in Gutierrez matches the 

relevant disclosure in the ’871 Patent. Id. 

A POSITA would recognize that Kahn in view of Gutierrez renders obvious 

a plurality of accounts including accounts with access not permitted to retrieve data 

from a designated group of devices, as recited in the ’871 Patent.  Id.   

c. [20.3] - the accounts designate a plurality of fluid-handling 
facilities to which a given user is authorized to send user 
commands to actuate actuators. 

Kahn in view of Gutierrez renders obvious a plurality of accounts with a group 

of that plurality of accounts authorized to remotely control fluid handling devices. 

As discussed above for limitation 18.11 and 18.12 and incorporated herein, a 

POSITA would recognize that Kahn in view of Gutierrez renders obvious a plurality 

of accounts including accounts in a designated group with access permitted for 
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control of a designated group of devices, as recited in the ’871 Patent.  Ex. 1002, ¶¶ 

199-200.  Therefore, Kahn in view of Gutierrez renders obvious this limitation. 

Therefore, a POSITA would understand that Kahn in view of Gutierrez 

renders obvious every element recited in Claim 20. As such, Claim 20 would be 

obvious to a POSITA over Kahn in view of Gutierrez. 

5. Claim 21 

Claim 21 depends from independent Claim 18. Kahn in view of Gutierrez 

renders Claim 18 obvious for the reasons discussed above and incorporated herein. 

a. [21.1] - The method of claim 18, wherein the sensors include: 
a level sensor of a tank at a given one of the facilities and 
wherein the datastore includes a record associating the tank 
with the given facility; and 

Gutierrez discloses level sensors for chemical reservoirs. Ex. 1006, 12:65-

13:8 (“the GUI 315 may display a level of a chemical reservoir at the chemical 

injection system 310”). 

Gutierrez discloses sensor readings of fluidic pressure and fluidic storage 

level. Ex. 1006, 13:27-49 (“One or more of GUIs 400, 410, 420, and 430 may be 

displayed on the computer 305 in place of or in addition to GUI 315. . . . GUI 400 

provides information related to . . . fluidic pressure of fluid flowing through the 

pipeline and/or from chemical reservoir; fluidic storage level of the chemical 

reservoir”).  
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Gutierrez discloses separate control systems for “each” system. Ex. 1006, 

6:28-35; 10:22-24, 10:34-38, 10:43-59, 11:55-61, 11:62-12:3, 13:10-26; Claim 1. 

A POSITA would recognize that Gutierrez’s disclosure of a level sensor of 

fluid in a designated reservoir, would sense the level of fluid within a particular tank, 

as recited in the ’871 Patent.  Ex. 1002, ¶ 204.   

b. [21.2] - a leak detector at the given facility, and wherein the 
datastore includes a record associating the leak detector with 
the given facility. 

Gutierrez discloses sensors for chemical reservoirs. Ex. 1006, 12:65-13:8 

(“the GUI 315 may display a level of a chemical reservoir at the chemical injection 

system 310”), 13:27-49 (“One or more of GUIs 400, 410, 420, and 430 may be 

displayed on the computer 305 in place of or in addition to GUI 315. . . . GUI 400 

provides information related to . . . fluidic pressure of fluid flowing through the 

pipeline and/or from chemical reservoir; fluidic storage level of the chemical 

reservoir”).  

Gutierrez discloses that when such sensed pressure falls below a minimum 

threshold, such as when a pipeline break occurs, the processor 150 may command 

the motor controller 115 to stop or reduce the speed of the motor 110 and pump 105 

so that additional chemicals are not injected into the pipeline 120 and wasted. Ex. 

1006, 10:11-16. 
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A POSITA would recognize that Gutierrez disclosure of pressure sensors used 

to detect leaks or breaks discloses a leak detector at a given facility with a record 

associated with the leak detector as Gutierrez discloses follow up actions taken by 

its described system when a leak is detected, as recited in the ’871 Patent.  Ex. 1002, 

¶ 207.  

Therefore, a POSITA would understand that Gutierrez discloses every 

element recited in Claim 21. As such, Claim 21 would be obvious to a POSITA over 

Kahn in view of Gutierrez. 

6. Claim 23 

Claim 23 depends from independent Claim 18. Kahn in view of Gutierrez 

renders Claim 18 obvious for the reasons discussed above and incorporated herein. 

a. [23.1] The method of claim 18, comprising: steps for 
interfacing with a plurality of site controllers associated with 
the facilities; and 

Kahn and Gutierrez disclose steps for interfacing with a plurality of site 

controllers associated with facilities, as discussed above for Claim 18.4, and 

incorporated herein.  

A POSITA would recognize that Kahn and Gutierrez disclose steps for 

interfacing with a plurality of site controllers associated with the facilities, as recited 

in the ’871 Patent.  Ex. 1002, ¶ 210.   
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b. [23.2] steps for sending instructions to present a control 
interface on the user devices. 

Kahn and Gutierrez disclose steps for interfacing with a plurality of site 

controllers associated with facilities, as discussed above for Claim 18.6, and 

incorporated herein.  

A POSITA would recognize that Kahn and Gutierrez disclose steps for 

sending instructions to present a control interface on the user devices as a graphical 

user interface, as recited in the ’871 Patent.  Ex. 1002, ¶ 212.   

Therefore, a POSITA would understand that Kahn and Gutierrez disclose 

every element recited in Claim 23. As such, Claim 23 would be obvious to a POSITA 

over Kahn in view of Gutierrez. 

7. Claim 26 

Claim 26 depends from independent Claim 18. Kahn in view of Gutierrez 

renders Claim 18 obvious for the reasons discussed above and incorporated herein. 

The disclosure of Kahn inherently anticipates, or renders obvious, the 

elements of Claim 26, as discussed above and incorporated herein. A POSITA would 

also recognize that Gutierrez discloses software applications written or described in 

any appropriate computer language including C, C-++, Java, Visual Basic, 

assembler, Perl, any suitable version of 4GL, as well as others. Ex. 1006, 8:54-62, 

11:50-54.   
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A POSITA would recognize that Kahn and Gutierrez inherently disclose, or 

render obvious, instantiation of threads, and the various thread implementations 

recited in Claim 26, through computer coding in computer languages such as Java 

and C++. Ex. 1002, ¶ 214, 217, 220, 223, 226, 230, 234. 

As such, Claim 26 would be obvious to a POSITA over Kahn in view of 

Gutierrez. 

8. Claim 27 

Claim 27 depends from independent Claim 18. Kahn in view of Gutierrez 

renders Claim 18 obvious for the reasons discussed above and incorporated herein. 

The disclosure of Kahn inherently anticipates, or renders obvious, the 

elements of Claim 27, as discussed above and incorporated herein. A POSITA would 

also recognize that Gutierrez discloses software applications written or described in 

any appropriate computer language including C, C-++, Java, Visual Basic, 

assembler, Perl, any suitable version of 4GL, as well as others. Ex. 1006, 8:54-62, 

11:50-54.   

A POSITA would recognize that Kahn and Gutierrez inherently disclose, or 

render obvious, instantiation of threads, and the various thread implementations 

recited in Claim 27, through computer coding in computer languages such as Java 

and C++. Ex. 1002, ¶¶ 237, 239, 241, 243, 245, 248, 251.   
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As such, Claim 27 would be obvious to a POSITA over Kahn in view of 

Gutierrez. 

9. Claim 28 

Claim 28 depends from independent Claim 18. Kahn in view of Gutierrez 

renders Claim 18 obvious for the reasons discussed above and incorporated herein. 

a. [28] - The method of claim 18, comprising: communicating, 
with a controller at one of the facilities, with an actuator or a 
sensor to actuate the actuator or read from the sensor. 

Kahn and Gutierrez disclose steps for interfacing with a plurality of site 

controllers associated with facilities, as discussed above for Claims 18.4, 18.5, and 

18.6, and incorporated herein.  

A POSITA would recognize that Kahn and Gutierrez disclose communicating 

with a controller at one of the facilities to control an actuator or read from a sensor, 

as recited in the ’871 Patent.  Ex. 1002, ¶ 253.  As such, Claim 28 would be obvious 

to a POSITA over Kahn in view of Gutierrez. 

10. Claim 29 

Claim 29 depends from independent Claim 18 and dependent Claim 28. Kahn 

in view of Gutierrez renders Claims 18 and 28 obvious for the reasons discussed 

above and incorporated herein. Ex. 1002, ¶¶ 255-56. The disclosure of Kahn 

anticipates, or renders obvious, the elements of Claim 29, as discussed above and 

incorporated herein.  
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a. [29] - The method of claim 28, wherein the controller is 
communicatively coupled to the actuator and the sensor via 
a private local area network, and wherein controller is 
communicatively coupled to the actuator or sensor via a 
frame-based carrier-sense multiple access protocol with 
collision detection. 

Gutierrez discloses coupling the controller with the actuator and sensor via a 

local private area network, namely a “secured network” over one of several 

communications protocols including VPN, LAN, RAN, MAN, WAN, or the 

internet. Ex. 1006, 12:26-64.  

A POSITA would recognize that Kahn in view of Gutierrez renders obvious 

a frame-based carrier-sense multiple access protocol with collision detection because 

a POSITA would know that frame-based carrier-sense multiple access protocol with 

collision detection, as recited in the ’871 Patent, is an Ethernet networking 

technology.  Ex. 1002, ¶¶ 255-56.  

A POSITA would recognize that Kahn in view of Gutierrez renders obvious 

communicating with a controller at one of the facilities to control an actuator or read 

from a sensor via a private local area network that uses a frame-based carrier-sense 

multiple access protocol with collision detection. Id. As such, Claim 29 would be 

obvious to a POSITA over Kahn in view of Gutierrez. 

11. Claim 31 

Claim 31 depends from independent Claim 18 and dependent Claim 28. Kahn 

in view of Gutierrez renders Claims 18 and 28 obvious for the reasons discussed 
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above and incorporated herein. Ex. 1002, ¶ 258. The disclosure of Kahn anticipates, 

or renders obvious, the elements of Claim 31, as discussed above and incorporated 

herein. 

a. [31] - The method of claim 28, comprising: steps for ensuring 
at least some data is not lost if network access ceases 
intermittently. 

Gutierrez discloses that Controller 130 is communicably coupled to the motor 

controller 115 and provides microprocessor-based control of the motor controller 

115 and thus motor 110 and pump 105 . . . a communication module 140, a 

translation module 145, motor driver, data acquisition, data storage, and a processor 

150. Ex. 1006, 8:16-21. 

A POSITA would recognize that Kahn in view of Gutierrez renders obvious 

steps for ensuring at least some data is not lost if network access ceases intermittently 

because controller 130 includes data storage.  Ex. 1002, ¶ 258.  As such, Claim 31 

would be obvious to a POSITA over Kahn in view of Gutierrez. 

12. Claim 32 

Claim 32 depends from independent Claim 18 and dependent Claim 28. Kahn 

in view of Gutierrez renders Claims 18 and 28 obvious for the reasons discussed 

above and incorporated herein. 
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a. [32.1] - The method of claim 28, comprising: steps for 
translating a command for an actuator from an input format 
to a format configured to effectuate changes in the actuator; 

Gutierrez discloses a translation module that converts communication 

protocol messages into the communication protocol for fluid control actuation 

devices. Ex. 1006, 2:18-25, 41-47, 4:7-14, 8:19-21, 23-31, 9:34-64 (“translation 

module 145 receives data communicated in a particular communication protocol to 

the system 100 via the communication bus 155 and/or wireless antenna 160 and, 

when necessary, translates such data to a secondary communication protocol 

understood by the motor controller 115 or other components of the system 100.”). 

A POSITA would recognize that Gutierrez discloses steps for translating a 

command for an actuator from an input format to a format configured to effectuate 

changes in the actuator.  Ex. 1002, ¶ 259.   

b. [32.2] - steps for executing control routines implicated by 
translated commands on an individual actuator or sensor; 
and 

Gutierrez discloses a translation module that converts communication 

protocol messages into the communication protocol for fluid control actuation 

devices. Ex. 1006, 2:18-25, 41-47, 4:7-14, 8:19-21, 23-31, 9:34-64 (“the translation 

module 145 may allow a user or operator to connect to the controller 130 and receive 

feedback data (e.g., operational data of the motor 110, pump 105, or any other 
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component of the system 100) without regard to a particular protocol understood by 

the user's device”). 

A POSITA would recognize that Gutierrez discloses steps for translating a 

command for an actuator from an input format to a format configured to effectuate 

changes in the actuator.  Ex. 1002, ¶ 261.   

c. [32.3] - steps for transmitting data to the facility-interface 
module or modules. 

Gutierrez discloses steps for interfacing with site controllers associated with 

facilities, as discussed above for Claims 18.5, and 18.6, and incorporated herein.  

A POSITA would recognize that Gutierrez discloses communicating with a 

controller at one of the facilities to control an actuator or read from a sensor, as 

recited in the ’871 Patent.  Ex. 1002, ¶ 263. 

Therefore, a POSITA would understand that Gutierrez discloses every 

element recited in Claim 32. As such, Claim 32 would be obvious to a POSITA over 

Kahn in view of Gutierrez. 

13. Claim 34 

Claim 34 depends from independent Claim 18 and dependent Claim 28. Kahn 

in view of Gutierrez renders Claims 18 and 28 obvious for the reasons discussed 

above and incorporated herein. The disclosure of Kahn anticipates, or renders 

obvious, the elements of Claim 34, as discussed above and incorporated herein. 
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a. [34] The method of claim 28, comprising: steps for mitigating 
shocks to up-stream or down-stream fluid-handling devices. 

Gutierrez disclose steps for mitigating shocks to up-stream or down-stream 

fluid-handling devices. Ex. 1006, 5:11-14, 8:34-38, 10:11-16 (“When such sensed 

pressure falls below a minimum threshold, such as when a pipeline break occurs, the 

processor 150 may command the motor controller 115 to stop or reduce the speed of 

the motor 110 and pump 105 so that additional chemicals are not injected into the 

pipeline 120 and wasted”). The ’871 Patent explains that shocks to up-stream or 

down-stream fluid-handling devices may be mitigated by a series of commands 

gradually changing the state of a given fluid-handling device, for instance gradually 

ramping up or down the speed of a pump or gradually opening or closing a valve. 

Ex. 1001, 6:29-34. 

A POSITA would recognize that Gutierrez discloses steps for mitigating 

shocks to up-stream or down-stream fluid-handling devices, as recited in the ’871 

Patent.  Ex. 1002, ¶ 265.  As such, Claim 34 would be obvious to a POSITA over 

Kahn in view of Gutierrez. 

C. The Board Should Not Discretionarily Deny Institution 

1. 35 U.S.C. §314(a) Analysis 

Petitioner hereby stipulates that, if IPR of the ’909 Patent is instituted based 

on this Petition, Petitioner will not assert in the Parallel Litigation invalidity of any 

Challenged Claim based on any ground that was raised or that reasonably could have 



Petition for IPR of U.S. Patent No. 10,488,871 
Case No. IPR 2024-00741 

 

-66- 

been raised in this Petition. In light of this stipulation, this Petition should not be 

discretionarily denied pursuant to Fintiv. See USPTO MEMORANDUM, INTERIM 

PROCEDURE FOR DISCRETIONARY DENIALS IN AIA POST-GRANT PROCEEDINGS WITH 

PARALLEL DISTRICT COURT LITIGATION, 3 (June 21, 2022). 

Further, the PTAB should not exercise its discretion to deny review where, as 

here, the Petition is strong on the merits. Apple Inc. v. RFCyber Corp., No. IPR2022-

00412, Paper 11, at 33-34 (P.T.A.B. July 21, 2022); Interim Procedure for 

Discretionary Denials In AIA Post Grant Proceedings With Parallel District Court 

Litigation (Discretionary Denial Memorandum), USPTO DIR.’S MEMO. 9 (June 21, 

2022). 

2. 35 U.S.C. §325(d) Analysis. 

The factors in Becton, Dickinson & Co. v. B. Braun Melsungen AG, favor 

institution. IPR2017-01586, Paper 8 at 17-18 (PTAB Dec. 15, 2017); Advanced 

Bionics, LLC v. MED-EL Elektromedizinische Geräte GmbH, IPR2019-01469, 

Paper 6 at 8-11 (PTAB Feb. 13, 2020) (precedential). 

Advanced Bionics, step 1, and Becton, Dickinson factors (a), (b), and (d), favor 

institution because none of the references in this Petition were before the Office 

during prosecution. See Ex. 1002, ¶¶ 30-32 (summarizing prosecution history); Ex. 

1001, Cover. The references are also not cumulative of the prosecution prior art, at 

least because they explicitly teach “translating the plurality of commands into a 
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plurality of translated commands’” which applicants argued was not present in the 

examined art and they disclose “a sending the translated commands to the local 

controllers,” which Examiner identified as part of the reasons for allowance. Id.  

Accordingly, discretionary denial under 35 U.S.C. §325(d) is not warranted. 

IX. CONCLUSION 

Trial should be instituted, and the Challenged Claims should be canceled as 

unpatentable. 
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U.S. PATENT NO. 10,488,871 – LISTING OF CHALLENGED CLAIMS 

CLAIM NO. CLAIM ELEMENTS 
 

Claim 18 [18.1] A method, comprising: 
 
[18.2] storing, with one or more processors, records 
comprising: 
 
[18.3] a plurality of accounts, each account corresponding to 
an entity operating one or more geographically distributed 
fluid-handling facilities, the accounts associating different 
fluid-handling facilities with different entities; and 
 
[18.4] addresses by which industrial monitoring or control 
equipment at the facilities is accessible via network 
connections, the monitoring or control equipment including 
sensors configured to measure fluid handled at respective 
fluid-handling facilities and actuators configured to 
manipulate fluid flow at respective fluid-handling facilities, at 
least some of the fluid-handling facilities including both a 
plurality of the sensors and a plurality of the actuators; 
 
[18.5] obtaining, with one or more processors implementing a 
facility-interface module or modules, data from the sensors at 
the facilities and send commands to the actuators at the 
facilities via the network connections; and 
 
[18.6] sending, with one or more processors implementing a 
user-interface module or modules, respective instructions to 
present respective control interfaces on respective user-
computing devices logged in to respective ones of the accounts 
and to receive respective commands to control respective 
actuators from the respective user computing devices; 
 
[18.7] receiving, with the user-interface module or modules, a 
user command to actuate an actuator entered via a presented 
control interface; 
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CLAIM NO. CLAIM ELEMENTS 
 

[18.8] identifying, with one or more processors, in response to 
the user command, an address in the datastore corresponding 
to a facility at which the actuator is located; and 
 
[18.9] sending, with one or more processors, instructions with 
the facility-interface module or modules to the facility to 
actuate the actuator, wherein: 
 
[18.10] the plurality of accounts include a first account, a 
second account, a third account, and a fourth account; 
 
[18.11] the first account corresponds to a first group of fluid-
handling facilities, one or more users of the first account being 
authorized to send commands to remotely control fluid 
handling devices at the first group of fluid-handling facilities; 
 
[18.12] the second account corresponds to a second group of 
fluid-handling facilities, the first group being different from 
the second group, one or more users of the second account 
being authorized to send commands to remotely control fluid 
handling devices at the second group of fluid-handling 
facilities; 
 
[18.13] the third account corresponds to the first group of 
fluid-handling facilities, one or more users of the of the third 
account being authorized to view reports of data from fluid 
handling devices at the first group of fluid-handling facilities; 
and 
 
[18.14] the fourth account corresponds to the second group of 
fluid-handling facilities, one or more users of the of the fourth 
account being authorized to view reports of data from fluid 
handling devices at the second group of fluid-handling 
facilities. 

Claim 19 [19.1] The method of claim 18, wherein: at least some of the 
fluid-handling facilities are oil-or-gas related fluid-handling 



Petition for IPR of U.S. Patent No. 10,488,871 
Case No. IPR 2024-00741 

 

-71- 

CLAIM NO. CLAIM ELEMENTS 
 

facilities and include petro-water disposal facilities or re-
injection facilities; and 
 
[19.2] the sensors include a level sensor of an oil/water 
separation tank at one of the facilities configured to indicate a 
level at which oil meets water, and wherein the datastore 
includes a record associating the tank with the facility.  

Claim 20 [20.1] The method of claim 18, wherein: the sensors include a 
tank level sensor of a tank at one of the facilities; 
 
[20.2] the datastore includes a record associating the tank with 
the facility, data from the tank being unavailable to users 
without an account associated with the tank; and 
 
[20.3] the accounts designate a plurality of fluid-handling 
facilities to which a given user is authorized to send user 
commands to actuate actuators. 

Claim 21 [21.1] The method of claim 18, wherein the sensors include: a 
level sensor of a tank at a given one of the facilities and 
wherein the datastore includes a record associating the tank 
with the given facility; and 
 
[21.2] a leak detector at the given facility, and wherein the 
datastore includes a record associating the leak detector with 
the given facility. 

Claim 22 [22.1] The method of claim 18, wherein: the user-interface 
module or modules comprises a web server; and 
 
[22.2] the facility-interface module or modules comprises a 
site server distinct from the web server; 
 
[22.3] the web server is configured to communicate with user 
devices via a first network port of a computing device 
executing the web server; 
 
[22.4] the site server is configured to communicate with 
facilities via a second network port of the computing device, 
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CLAIM NO. CLAIM ELEMENTS 
 

the second network port being different from the first network 
port; and 
 
[22.5] the data store is configured to store subscription 
information associated with at least some of the accounts. 

Claim 23 [23.1] The method of claim 18, comprising: steps for 
interfacing with a plurality of site controllers associated with 
the facilities; and 
 
[23.2] steps for sending instructions to present a control 
interface on the user devices. 

Claim 24 [24] The method of claim 18, wherein the datastore stores 
accounts for more than one thousand facilities, and the user-
interface module or modules are configured interface with 
more than one thousand user devices. 

Claim 25 [25] The method of claim 18, wherein the facility-interface 
module or modules are configured to send pull requests to 
facilities to retrieve data buffered at the facilities. 

Claim 26 [26.1] The method of claim 18, comprising instantiating at 
least three of the following as distinct threads from one 
another: 
 
[26.2] a thread configured to sends and receive data requests; 
 
[26.3] a thread configured to synchronize other threads with 
updated information; 
 
[26.4] a thread configured to set a target state of actuators; 
 
[26.5] a thread configured to obtain updated sensor readings; 
 
[26.6] a thread configured to process user interactions; and 
 
[26.7] a thread that eliminates other threads upon detecting a 
problem with the eliminated threads. 
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CLAIM NO. CLAIM ELEMENTS 
 

Claim 27 [27.1] The method of claim 18, comprising instantiating each 
and every of the following as distinct threads from one 
another: 
 
[27.2] a thread configured to sends or receive data request; 
 
[27.3] a thread configured to synchronize other threads with 
updated information; 
 
[27.4] a thread configured to set a target state of actuators; 
 
[27.5] a thread configured to obtain updated sensor readings; 
 
[27.6] a thread configured to process user interactions; and 
 
[27.7] a thread that eliminates other threads upon detecting a 
problem with the eliminated threads. 

Claim 28 [28] The method of claim 18, comprising: communicating, 
with a controller at one of the facilities, with an actuator or a 
sensor to actuate the actuator or read from the sensor. 

Claim 29 [29] The method of claim 28, wherein the controller is 
communicatively coupled to the actuator and the sensor via a 
private local area network, and wherein controller is 
communicatively coupled to the actuator or sensor via a 
frame-based carrier-sense multiple access protocol with 
collision detection. 

Claim 30 [30] The method of claim 28, comprising buffering data from 
sensors with the controller and pushing, with the controller, 
buffered data to the facility-interface module or modules. 

Claim 31 [31] The method of claim 28, comprising: steps for ensuring at 
least some data is not lost if network access ceases 
intermittently. 

Claim 32 [32.1] The method of claim 28, comprising: steps for 
translating a command for an actuator from an input format to 
a format configured to effectuate changes in the actuator; 
 



Petition for IPR of U.S. Patent No. 10,488,871 
Case No. IPR 2024-00741 

 

-74- 

CLAIM NO. CLAIM ELEMENTS 
 

[32.2] steps for executing control routines implicated by 
translated commands on an individual actuator or sensor; and 
 
[32.3] steps for transmitting data to the facility-interface 
module or modules. 

Claim 33 [33] The method of claim 28, comprising: steps for loosening 
a stuck valve. 

Claim 34 [34] The method of claim 28, comprising: steps for mitigating 
shocks to up-stream or down-stream fluid-handling devices. 
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CERTIFICATION OF COMPLIANCE WITH TYPE-VOLUME LIMITS 

This Petition includes 13,905 words, as counted by Microsoft Word, and is 

therefore in compliance with the 14,000-word limit established by 37 C.F.R. 

§ 42.24(a)(1)(i). Accordingly, pursuant to 37 C.F.R. § 42.24(d), lead counsel for the 

Petitioner hereby certifies that this Petition complies with the type-volume limits 

established for a petition requesting IPR. 

Dated: April 15, 2024   Respectfully Submitted, 
 

/ Winston O. Huff / 
Winston O. Huff (Reg. No. 51, 825) 
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Pursuant to 37 C.F.R. §§ 42.6(4) and 42.105, lead counsel for Petitioners 
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M. Craig Tyler 
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Tel: 303.291.2349 
 
 
Heather C. Martin 
HeatherMartin@perkinscoie.com 
Teeanna Brisco 
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PERKINS COIE LLP 
700 13th Street, NW 
Suite 800 
Washington, D.C. 20005-3960 
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Attorneys for SitePro, Inc. 
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/ Winston O. Huff / 
Winston O. Huff (Reg. No. 51, 825) 
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	g. [18.7] - receiving, with the user-interface module or modules, a user command to actuate an actuator entered via a presented control interface;
	h. [18.8] - identifying, with one or more processors, in response to the user command, an address in the datastore corresponding to a facility at which the actuator is located; and
	i. [18.9] - sending, with one or more processors, instructions with the facility-interface module or modules to the facility to actuate the actuator, wherein:
	j. [18.10] - the plurality of accounts include a first account, a second account, a third account, and a fourth account;
	k. [18.11] - the first account corresponds to a first group of fluid-handling facilities, one or more users of the first account being authorized to send commands to remotely control fluid handling devices at the first group of fluid-handling facilities;
	l. [18.12] - the second account corresponds to a second group of fluid-handling facilities, the first group being different from the second group, one or more users of the second account being authorized to send commands to remotely control fluid hand...
	m. [18.13] - the third account corresponds to the first group of fluid-handling facilities, one or more users of the of the third account being authorized to view reports of data from fluid handling devices at the first group of fluid-handling facilit...
	n. [18.14] - the fourth account corresponds to the second group of fluid-handling facilities, one or more users of the of the fourth account being authorized to view reports of data from fluid handling devices at the second group of fluid-handling fac...

	2. Claim 22
	a. [22.1] - The method of claim 18, wherein: the user-interface module or modules comprises a web server; and
	b. [22.2] - the facility-interface module or modules comprises a site server distinct from the web server;
	c. [22.3] - the web server is configured to communicate with user devices via a first network port of a computing device executing the web server;
	d. [22.4] - the site server is configured to communicate with facilities via a second network port of the computing device, the second network port being different from the first network port; and
	e. [22.5] - the data store is configured to store subscription information associated with at least some of the accounts.

	3. Claim 23
	a. [23.1] - The method of claim 18, comprising: steps for interfacing with a plurality of site controllers associated with the facilities; and
	b. [23.2] - steps for sending instructions to present a control interface on the user devices.

	4. Claim 25
	a. [25] - The method of claim 18, wherein the facility-interface module or modules are configured to send pull requests to facilities to retrieve data buffered at the facilities.

	5. Claim 26
	a. [26.1] - The method of claim 18, comprising instantiating at least three of the following as distinct threads from one another:
	b. [26.2] a thread configured to sends and receive data requests;
	c. [26.3] a thread configured to synchronize other threads with updated information;
	d. [26.4] a thread configured to set a target state of actuators;
	e. [26.5] a thread configured to obtain updated sensor readings;
	f. [26.6] a thread configured to process user interactions; and
	g.  [26.7] a thread that eliminates other threads upon detecting a problem with the eliminated threads.

	6. Claim 27
	a. [27.1] - The method of claim 18, comprising instantiating each and every of the following as distinct threads from one another:
	b. [27.2] - a thread configured to send or receive data request;
	c. [27.3] - a thread configured to synchronize other threads with updated information;
	d. [27.4] - a thread configured to set a target state of actuators;
	e. [27.5] - a thread configured to obtain updated sensor readings;
	f. [27.6] - a thread configured to process user interactions; and
	g. [27.7] - a thread that eliminates other threads upon detecting a problem with the eliminated threads.

	7. Claim 28
	a. [28] - The method of claim 18, comprising: communicating, with a controller at one of the facilities, with an actuator or a sensor to actuate the actuator or read from the sensor.

	8. Claim 29
	a. [29] - The method of claim 28, wherein the controller is communicatively coupled to the actuator and the sensor via a private local area network, and wherein controller is communicatively coupled to the actuator or sensor via a frame-based carrier-...

	9. Claim 30
	a. [30] - The method of claim 28, comprising buffering data from sensors with the controller and pushing, with the controller, buffered data to the facility-interface module or modules.

	10. Claim 31
	a. [31] - The method of claim 28, comprising: steps for ensuring at least some data is not lost if network access ceases intermittently.

	11. Claim 34
	a. [34] - The method of claim 28, comprising: steps for mitigating shocks to up-stream or down-stream fluid-handling devices.


	B. Ground 2: Kahn in view of Gutierrez renders obvious Claims 18-21, 26-29, 31-32, and 34.
	1. Motivation to Combine Kahn and Gutierrez
	2. Claim 18
	a. [18.1] - A method, comprising:
	b. [18.2] - storing, with one or more processors, records comprising:
	c. [18.3] - a plurality of accounts, each account corresponding to an entity operating one or more geographically distributed fluid-handling facilities, the accounts associating different fluid-handling facilities with different entities; and
	d. [18.4] - addresses by which industrial monitoring or control equipment at the facilities is accessible via network connections, the monitoring or control equipment including sensors configured to measure fluid handled at respective fluid-handling f...
	e. [18.5] - obtaining, with one or more processors implementing a facility-interface module or modules, data from the sensors at the facilities and send commands to the actuators at the facilities via the network connections; and
	f. [18.6] - sending, with one or more processors implementing a user-interface module or modules, respective instructions to present respective control interfaces on respective user-computing devices logged in to respective ones of the accounts and to...
	g. [18.7] - receiving, with the user-interface module or modules, a user command to actuate an actuator entered via a presented control interface;
	h. [18.8] - identifying, with one or more processors, in response to the user command, an address in the datastore corresponding to a facility at which the actuator is located; and
	i. [18.9] - sending, with one or more processors, instructions with the facility-interface module or modules to the facility to actuate the actuator, wherein:
	j. [18.10] - the plurality of accounts include a first account, a second account, a third account, and a fourth account;
	k. [18.11] - the first account corresponds to a first group of fluid-handling facilities, one or more users of the first account being authorized to send commands to remotely control fluid handling devices at the first group of fluid-handling facilities;
	l. [18.12] - the second account corresponds to a second group of fluid-handling facilities, the first group being different from the second group, one or more users of the second account being authorized to send commands to remotely control fluid hand...
	m. [18.13] - the third account corresponds to the first group of fluid-handling facilities, one or more users of the of the third account being authorized to view reports of data from fluid handling devices at the first group of fluid-handling facilit...
	n. [18.14] - the fourth account corresponds to the second group of fluid-handling facilities, one or more users of the of the fourth account being authorized to view reports of data from fluid handling devices at the second group of fluid-handling fac...

	3. Claim 19
	a.  [19.1] - The method of claim 18, wherein: at least some of the fluid-handling facilities are oil-or-gas related fluid-handling facilities and include petro-water disposal facilities or re-injection facilities; and
	b.  [19.2] - the sensors include a level sensor of an oil/water separation tank at one of the facilities configured to indicate a level at which oil meets water, and wherein the datastore includes a record associating the tank with the facility.

	4. Claim 20
	a. [20.1] - The method of claim 18, wherein: the sensors include a tank level sensor of a tank at one of the facilities;
	b. [20.2] - the datastore includes a record associating the tank with the facility, data from the tank being unavailable to users without an account associated with the tank; and
	c. [20.3] - the accounts designate a plurality of fluid-handling facilities to which a given user is authorized to send user commands to actuate actuators.

	5. Claim 21
	a. [21.1] - The method of claim 18, wherein the sensors include: a level sensor of a tank at a given one of the facilities and wherein the datastore includes a record associating the tank with the given facility; and
	b. [21.2] - a leak detector at the given facility, and wherein the datastore includes a record associating the leak detector with the given facility.

	6. Claim 23
	a. [23.1] The method of claim 18, comprising: steps for interfacing with a plurality of site controllers associated with the facilities; and
	b. [23.2] steps for sending instructions to present a control interface on the user devices.

	7. Claim 26
	8. Claim 27
	9. Claim 28
	a. [28] - The method of claim 18, comprising: communicating, with a controller at one of the facilities, with an actuator or a sensor to actuate the actuator or read from the sensor.

	10. Claim 29
	a. [29] - The method of claim 28, wherein the controller is communicatively coupled to the actuator and the sensor via a private local area network, and wherein controller is communicatively coupled to the actuator or sensor via a frame-based carrier-...

	11. Claim 31
	a. [31] - The method of claim 28, comprising: steps for ensuring at least some data is not lost if network access ceases intermittently.

	12. Claim 32
	a. [32.1] - The method of claim 28, comprising: steps for translating a command for an actuator from an input format to a format configured to effectuate changes in the actuator;
	b. [32.2] - steps for executing control routines implicated by translated commands on an individual actuator or sensor; and
	c. [32.3] - steps for transmitting data to the facility-interface module or modules.

	13. Claim 34
	a. [34] The method of claim 28, comprising: steps for mitigating shocks to up-stream or down-stream fluid-handling devices.


	C. The Board Should Not Discretionarily Deny Institution
	1. 35 U.S.C. §314(a) Analysis
	2. 35 U.S.C. §325(d) Analysis.
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