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(57) ABSTRACT 

A transmitter mode Switching apparatus Switches a trans 
mitter into an ID registration mode, while a receiver mode 
Switching apparatus Switches a receiver into an ID trans 
mission mode (step S1). Then, a collation ID to be trans 
mitted from the receiver is Set based on an ID assigned 
inherently to the receiver (step S2). Subsequently, an ID 
transmitting apparatus of the receiver transmits the collation 
ID (step S3). An ID receiving apparatus of the transmitter 
receives the collation ID (step S4). An ID registration 
apparatus of the transmitter Stores the received collation ID 
as a registered ID of the transmitter (step S5). After the ID 
registration is accomplished, the transmitter mode Switching 
apparatus returns the transmitter to an ordinary mode, while 
the receiver mode Switching apparatus returns the receiver to 
an ordinary mode (step S6). 

23 Claims, 21 Drawing Sheets 
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FIG. 9 

S510 
TRANSMIT COLLATION 
ID “FLID 

S520 

REGISTRATION 

ACCOMPLISHED 
YES 

TRANSMT COLLATION 
ID 'RLID 

S540 

S530 

REGISTRATION 
ACCOMPLISHED 

YES 

TRANSMIT COLLATION 
ID 'RRID 

S560 

S550 

REGISTRATION 

ACCOMPLISHED 
YES 

TRANSMIT COLLATION 
ID 'FRID' 

S580 

S570 

REGISTRATION 
ACCOMELISHED 

YES 

TRANSMIT RETURN TRIGGER 
SIGNAL INSTRUCTING 
ORDINARY MODE 

RETURN MONITORING 
AE ATUS TO ORDINARY 

US 6,927,679 B2 

S590 

S600 

  

  

  

  

  

  

  

10 of 35 Orange Exhibit No. 2006 
IPR2024-00744



p89 

US 6,927,679 B2 Sheet 10 of 21 Aug. 9, 2005 U.S. Patent 

9798939|| HOSNES099HOSNES089HOSNES899 /9 

HOSNES 

  

  

  

  

  

11 of 35 Orange Exhibit No. 2006 
IPR2024-00744



U.S. Patent Aug. 9, 2005 Sheet 11 Of 21 US 6,927,679 B2 

FIG 11 

ID REGISTRATION TOOL 

S710 
TRANSMIT TRIGGER SIGNAL 
FOR SWITCHING MONTORING 
APPARATUS INTO ID 
TRANSMISSION MODE 

S720 
TRANSMIT TRIGGER SIGNAL FOR SWITCHING SENSORS REQUEST TRANSMISSION is S790 
INTO ID REGISTRATION MODE OF RRID 

S800 REQUEST TRANSMISSION 55730 
OF FLID 

S740 
YES S810 

STORE RRID 

YES S750 REQUEST TRANSMISSION 5 S820 
STORE FLID OF FRID 

3 REQUEST TRANSMISSION S760 S830 
OF RLID 

sc 
S770 

YES S840 
STORE FRID 

YES S780 TRANSMIT RETURN TRIGGER iss650 
STORE RLID FOR RETURNING MONITORING 

APPARATUS TO ORDINARY 
MODE 

  

12 of 35 Orange Exhibit No. 2006 
IPR2024-00744



U.S. Patent Aug. 9, 2005 Sheet 12 of 21 US 6,927,679 B2 

FIG. 12 
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ID REGISTRATION METHOD, ID 
COLLATION SYSTEM INCORPORATED IN 

A VEHICLE CONTROL SYSTEM, 
EMBODED AS A PNEUMATIC TRE 

PRESSURE MONITORING APPARATUS 
ASSOCATED WITH PNEUMATIC 
PRESSURE SENSORS, AND AN ID 

REGISTRATION TOOL COMBINED WITH 
PNEUMATIC TRE PRESSURE 
MONITORING APPARATUS 

BACKGROUND OF THE INVENTION 

This invention relates to an ID (i.e., identification) regis 
tration method and an ID collation System incorporated in a 
vehicle control System, embodied as a pneumatic tire pres 
Sure monitoring apparatus associated with pneumatic pres 
Sure Sensors. More Specifically, the present invention relates 
to a pneumatic tire preSSure monitoring System monitoring 
the pneumatic preSSure of a tire, an electronic key System 
performing contactleSS lock/unlock of a door, and a vehicle 
Security control System controlling the pneumatic tire pres 
Sure monitoring System and the electronic key System. 
A conventional pneumatic tire preSSure monitoring SyS 

tem is, for example, disclosed in Japanese Patent No. 
3212311 corresponding to U.S. Pat. No. 5,602,524. 

According to this kind of conventional pneumatic tire 
preSSure monitoring System, a pneumatic pressure Sensor 
equipped with a transmitter is attached to each tire. The 
pneumatic pressure Sensor transmits an air-pressure detec 
tion Signal together with an ID assigned to this Sensor. A 
pneumatic tire pressure monitoring apparatus installed in a 
vehicle body receives the air-pressure detection Signal. 
When any abnormal tire having a lower air pressure is 
detected, a warning indicator is turned on. 

In this case, each Sensor ID is also registered in the 
pneumatic tire pressure monitoring apparatus, So that the 
monitoring apparatus can check whether or not the received 
air-pressure Signal is transmitted from the tire of its own 
vehicle. 

According to the above conventional System, the Sensor 
ID is assigned to each Sensor at the shipment or delivery 
Stage of this Sensor from a Sensor maker. Then, this Sensor 
is installed into a designated vehicle in an automobile maker. 
In this assembling process, the pneumatic tire pressure 
monitoring apparatus installed in a vehicle body is Switched 
into an ID registration mode so that the ID transmitted from 
the Sensor can be received by the monitoring apparatus and 
the received ID can be registered in the monitoring appara 
tuS. 

More specifically, as shown in FIG. 20, the conventional 
pneumatic tire pressure monitoring System includes a plu 
rality of pneumatic pressure sensors 110, 120, 130, and 140 
attached to respective tires and a pneumatic tire pressure 
monitoring apparatus 150 installed in a vehicle body. The 
pneumatic preSSure Sensor 110 includes an air preSSure 
Sensor 111 detecting the air pressure of a tire, an ID memory 
112 Storing a registered Sensor ID, a transmitting circuit 113, 
a power source battery 114, a control unit 115, and a 
transmitting antenna 116. Other pneumatic pressure Sensors 
120, 130, and 140 are identical in arrangement with the 
sensor 110. 

The pneumatic tire pressure monitoring apparatus 150 
includes a receiving circuit 151, a receiving antenna 152, a 
power source circuit 153, a control unit 154, a memory 155, 
and a communication circuit 156. The communication cir 
cuit 156 is connected via a signal line to a display unit 160 
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Such as an indicator or LED to transmit display data to the 
display unit 160. A vehicle battery 170, Supplying electric 
power, is connected to the pneumatic tire pressure monitor 
ing apparatus 150. A mode changing Switch 180 is provided 
to Switch the operation of the control unit 154 between an 
ordinary mode and an ID registration mode. 
The ID registration is performed in an automobile manu 

facturing line in accordance with a procedure shown in FIG. 
21. First of all, the pneumatic tire pressure monitoring 
apparatus 150 is switched into an ID registration mode (step 
S5110). Next, respective pneumatic pressure sensors 110, 
120, 130, and 140 transmit their sensor IDs stored in their ID 
memories (step S5120) into the air. The pneumatic tire 
preSSure monitoring apparatuS 150 receives the Sensor IDS 
via the receiving antenna 152 (step S5130). Then, the control 
unit 154 of the pneumatic tire pressure monitoring apparatus 
150 makes a judgment as to whether or not the received 
Signal has a level equal to or larger than a reference level 
(step S5140). When the received signal level is not smaller 
than the reference level (i.e., YES in step S5140), the sensor 
ID included in the received signal is registered in the 
memory 155 of the pneumatic tire pressure monitoring 
apparatus 150 (step S5150). Then, the control unit 154 
makes a judgment as to whether or not the registration of the 
sensor IDs of respective sensors 110, 120, 130, and 140 has 
been accomplished (step S5160). When the ID registration 
for respective sensors 110, 120, 130, and 140 is already 
accomplished (YES in step S5160), the mode changing 
Switch 180 is Switched to return the monitoring apparatus 
150 to the ordinary mode (step S5170). 

In this manner, according to the conventional System, the 
Sensor ID of the pneumatic pressure Sensor actually attached 
to each tire of a vehicle is registered in the monitoring 
apparatus. In the ordinary mode, the monitoring apparatus 
checks whether or not the ID contained in each Signal 
received through the receiving antenna 152 agrees with a 
collation ID stored in the memory 155. When the agreement 
is recognized, the air-pressure condition of the tire is judged 
based on a received pressure Signal. Display of the display 
unit 160 is performed based on the judgment result. Regis 
tering the collation ID as described above is effective in 
preventing erroneous display performed based on a signal 
transmitted from a pneumatic pressure Sensor attached to a 
tire of any other vehicle traveling or Stopping nearby. 

However, many vehicles are Successively conveyed on 
the same assembling line at short intervals of time. Perform 
ing the registration of collation ID in Such a congested 
condition will be possibly subjected to the problem of 
interference occurring in radio data transmission, according 
to which the monitoring apparatus of a vehicle may erro 
neously receive the ID Signal Sent from a pneumatic preSSure 
Sensor of a neighboring vehicle. The Similar problem occurs 
in a repair shop in which the re-registering operation of the 
collation ID is performed. 

Furthermore, electronic keys are recently used for con 
trolling automotive vehicles by performing radio or wireleSS 
communication between the electronic key and an automo 
tive Security control computer (i.e., Security ECU). For 
example, the electronic key allows a user to open or close an 
automotive door without inserting the key into a key cylin 
der. Furthermore, it is known that the electronic key can be 
used to Start the engine before the user enters into the car. 
According to Such an electronic key System, a key ID of the 
authorized electronic key is registered in the Security ECU. 
Then, the security ECU performs ID collection with refer 
ence to the registered key ID when communicating with the 
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electronic key. Thus, even in Such an electronic key System, 
it is necessary to eliminate erroneous ID registration. 

The employment of Such an electronic key System is not 
limited to automotive vehicles. For example, a similar key 
System can be applied to an entrance door of a house in 
which a Security computer is installed. Even in Such a 
housing Security System, the ID collation is performed with 
reference to ID information registered beforehand for an 
authorized key. 

SUMMARY OF THE INVENTION 

In view of the above-described problems, the present 
invention has an object to eliminate ID erroneous registra 
tion in an ID collation System which includes a receiver 
receiving an ID transmitted from a transmitter and performs 
predetermined processing based on check result with refer 
ence to collation ID. More Specifically, the present invention 
has an object to make it easy to register the ID when a 
transmitter is newly added or the transmitter is modified. 

In order to accomplish the above and other related objects, 
the present invention provides an ID (i.e., identification) 
registration method for an ID collation system which 
includes a receiver receiving information transmitted from a 
transmitter, checks an ID contained in the information 
received by the receiver, and performs predetermined pro 
cessing designated by the information based on check result 
of ID. The ID registration method of the present invention 
includes a step of Switching the transmitter into an ID 
registration mode and also Switching the receiver into an ID 
transmission mode, a step of causing the receiver to transmit 
a collation ID determined based on an ID assigned inher 
ently to the receiver, and a step of causing the transmitter to 
receive the collation ID transmitted from the receiver and 
store the received collation ID as a registered ID of the 
transmitter. 

The ID registration method of the present invention is 
opposed in the way of registration to a conventional regis 
tration method according to which a transmitter ID is sent 
from a transmitter to a receiver and registered in the receiver. 
In other words, the present invention brings the transmitter 
and the receiver into a reversed master/slave relationship So 
that a collation ID is transmitted from the receiver to the 
transmitter, not from the transmitter to the receiver. Namely, 
the collation ID is stored in the receiver (i.e., master) and the 
collation ID is transmitted from the receiver to the trans 
mitter (i.e., Slave) and registered in the transmitter. The 
collation ID transmitted from the receiver to the transmitter 
is, for example, CD an ID registered beforehand in the 
receiver or (2) an ID newly produced by the receiver and 
registered in the receiver when it is transmitted to the 
transmitter. 

According to the ID registration method of the present 
invention, it becomes possible to Surely prevent the ID 
registration from being erroneously performed in the 
receiver. No transmitter ID of other transmitter is registered. 
Thus, the erroneous ID registration is effectively eliminated. 
When a faulty transmitter is replaced by a new one, the 
collation ID Stored in the receiver is registered in the new 
transmitter according to the above-described procedure. 
Thus, the maintenance is easy. 

In the ID registration method of the present invention, the 
collation ID stored in the receiver is determined based on the 
ID assigned inherently to the receiver. The ID assigned 
inherently to the receiver is discriminable from other IDs of 
receivers installed in other vehicles. Thus, an objective 
vehicle is discriminable from other vehicles based on the ID 
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assigned inherently to the receiver installed in this objective 
vehicle. In this case, the collation ID is completely identical 
with or partly includes “the ID assigned inherently to the 
receiver.” 
The above method of determining the collation ID based 

on the ID assigned inherently to the receiver is preferably 
employed in a case CD where there are a plurality of 
transmitters transmitting information used for controlling an 
apparatus or in a case (2) where there are a plurality of 
different kinds of transmitters transmitting different infor 
mation to control one or more apparatuses. 

In both of the above cases CD and (2), administration and 
collation of ID in the receiver become easy. The process of 
judging whether or not a concerned transmitter is an autho 
rized transmitter belonging to the System can be easily 
performed by checking whether or not the inherent ID of the 
receiver is contained in the received information. In the 
above case CD, the collation ID can be constituted by a code 
combining additional bit data with the inherent ID of the 
receiver. For example, using two-bit data makes it possible 
to discriminate a total of four transmitters from each other. 
Even in the above case (2), the above discrimination among 
the transmitters becomes feasible by adding a bit or bits for 
discriminating the type of the transmitters. 
To realize the ID registration method, the present inven 

tion provides an ID collation System including a transmitter 
for transmitting information, a receiver for receiving the 
information transmitted from the transmitter, a control appa 
ratus for checking an ID contained in the information 
received by the receiver and performing predetermined 
processing designated by the information based on check 
result of ID. The ID collation system of the present invention 
includes a transmitter mode Switching apparatus for Switch 
ing the transmitter into an ID registration mode and a 
receiver mode Switching apparatus for Switching the 
receiver into an ID transmission mode. The receiver includes 
an ID transmitting apparatus for transmitting a collation ID 
being determined based on an ID assigned inherently to the 
receiver and used in ID checking when the receiver is 
Switched into the ID transmission mode by the receiver 
mode Switching apparatus. The transmitter includes an ID 
receiving apparatus for receiving the collation ID transmit 
ted from the receiver when the transmitter is Switched into 
the ID registration mode by the transmitter mode Switching 
apparatus, and an ID registration apparatus for Storing the 
collation ID received by the ID receiving apparatus as a 
registered ID of the transmitter. 
When the ID registration is performed by the above ID 

collation System of the present invention, as shown in FIG. 
1, the transmitter mode Switching apparatus Switches the 
transmitter into the ID registration mode while the receiver 
mode Switching apparatus Switches the receiver into the ID 
transmission mode (step S1). Then, the collation ID to be 
transmitted from the receiver is set (step S2). This step S2 
can include one of the following processes. 

(A) a process of reading out a collation ID registered 
beforehand in the receiver. 

(B) a process of producing a collation ID to be registered 
in the receiver and Setting the produced collation ID as 
transmission information. The produced collation ID is 
immediately or later registered in a memory of the receiver. 

In any case, the collation ID is determined based on an ID 
assigned inherently to the receiver. 

Subsequently, the ID transmitting apparatus of the 
receiver transmits the collation ID (step S3). Then, the ID 
receiving apparatus of the transmitter receives the collation 
ID (step S4). The ID registration apparatus of the transmitter 
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stores the received collation ID as a registered ID of the 
transmitter (step S5). After the ID registration is accom 
plished, the transmitter mode Switching apparatus returns 
the transmitter to the ordinary mode while the receiver mode 
Switching apparatus returns the receiver to the ordinary 
mode (step S6). 

Furthermore, to accomplish the above and other objects, 
the present invention provides a first vehicle control System 
including a transmitter for transmitting information required 
to control a device installed in a vehicle, a receiver installed 
in a vehicle body for receiving the information transmitted 
from the transmitter, a control apparatus installed in the 
vehicle body for checking an ID contained in the informa 
tion received by the receiver with reference to a collation ID 
and executing control of the device according to the infor 
mation based on check result of ID, a transmitter mode 
Switching apparatus for Switching the transmitter into an ID 
registration mode, and a receiver mode Switching apparatus 
for Switching the receiver into an ID transmission mode. 
Furthermore, the receiver includes an ID transmitting appa 
ratus for transmitting the collation ID used in ID checking 
when the receiver is Switched into the ID transmission mode 
by the receiver mode Switching apparatus. The transmitter 
includes an ID receiving apparatus for receiving the colla 
tion ID transmitted from the receiver when the transmitter is 
Switched into the ID registration mode by the transmitter 
mode Switching apparatus, and an ID registration apparatus 
for storing the collation ID received by the ID receiving 
apparatus as a registered ID of the transmitter. Furthermore, 
according to the first vehicle control System of the present 
invention, the device installed in a vehicle is a pneumatic air 
pressure monitoring apparatus for displaying monitoring 
result with respect to an air pressure of a tire installed in the 
vehicle. The transmitter is incorporated in a pneumatic 
preSSure Sensor attached to the tire. And, the control appa 
ratus executes control for the display of monitoring result 
with respect to the air pressure of the tire installed in the 
vehicle when the information received by the receiver is 
confirmed based on the result of ID checking as being 
transmitted from the pneumatic preSSure Sensor attached to 
the tire. 

It is preferable that the collation ID is transmitted to the 
transmitter via a transmitter antenna provided in a tire house 
of the vehicle. This arrangement is convenient when the ID 
is registered for each of four pneumatic preSSure Sensors 
attached to front-left, rear-left, rear-right, and front-right 
wheels of a vehicle. 

Furthermore, the present invention provides a Second 
vehicle control System including a transmitter for transmit 
ting information required to control a device installed in a 
vehicle, a receiver installed in a vehicle body for receiving 
the information transmitted from the transmitter, a control 
apparatus installed in the vehicle body for checking an ID 
contained in the information received by the receiver with 
reference to a collation ID and executing control of the 
device according to the information based on check result of 
ID, a transmitter mode Switching apparatus for Switching the 
transmitter into an ID registration mode, and a receiver 
mode Switching apparatus for Switching the receiver into an 
ID transmission mode. Furthermore, the receiver includes an 
ID transmitting apparatus for transmitting the collation ID 
used in ID checking when the receiver is switched into the 
ID transmission mode by the receiver mode Switching 
apparatus. The transmitter includes an ID receiving appara 
tus for receiving the collation ID transmitted from the 
receiver when the transmitter is switched into the ID regis 
tration mode by the transmitter mode Switching apparatus, 

15 

25 

35 

40 

45 

50 

55 

60 

65 

6 
and an ID registration apparatus for Storing the collation ID 
received by the ID receiving apparatus as a registered ID of 
the transmitter. Furthermore, according to the Second vehicle 
control System of the present invention, the device installed 
in a vehicle is a keyleSS entry apparatus for executing 
contactless lock/unlock of a vehicle door, the transmitter is 
incorporated in an electronic key, and the control apparatus 
executes the contactleSS lock/unlock of the vehicle door 
based on checking result of ID of the electronic key con 
tained in the information received by the receiver. 

Furthermore, the present invention provides a third 
vehicle control System including a transmitter for transmit 
ting information required to control a device installed in a 
vehicle, a receiver installed in a vehicle body for receiving 
the information transmitted from the transmitter, a control 
apparatus installed in the vehicle body for checking an ID 
contained in the information received by the receiver with 
reference to a collation ID and executing control of the 
device according to the information based on check result of 
ID, a transmitter mode Switching apparatus for Switching the 
transmitter into an ID registration mode, and a receiver 
mode Switching apparatus for Switching the receiver into an 
ID transmission mode. The receiver includes an ID trans 
mitting apparatus for transmitting the collation ID used in ID 
checking when the receiver is switched into the ID trans 
mission mode by the receiver mode Switching apparatus. 
The transmitter includes an ID receiving apparatus for 
receiving the collation ID transmitted from the receiver 
when the transmitter is Switched into the ID registration 
mode by the transmitter mode Switching apparatus, and an 
ID registration apparatus for Storing the collation ID 
received by the ID receiving apparatus as a registered ID of 
the transmitter. Furthermore, according to the third vehicle 
control System of the present invention, the device installed 
in a vehicle includes a pneumatic air preSSure monitoring 
apparatus for displaying monitoring result with respect to an 
air preSSure of a tire installed in the vehicle and a keyleSS 
entry apparatus for executing contactleSS lock/unlock of a 
vehicle door. The transmitter is incorporated in a pneumatic 
preSSure Sensor attached to the tire and also in an electronic 
key. And, the control apparatus executes control for the 
display of monitoring result with respect to the air preSSure 
of the tire installed in the vehicle when the information 
received by the receiver is confirmed based on the result of 
ID checking as being transmitted from the pneumatic pres 
Sure Sensor attached to the tire, and also executes the 
contactless lock/unlock of the vehicle door when the infor 
mation received by the receiver is confirmed based on the 
result of ID checking as being transmitted from an autho 
rized electronic key. 

It is preferable that the collation ID is determined based 
on an ID assigned inherently to the receiver. Administration 
of ID in the receiver becomes easy. The ID collation 
processing for checking whether or not a concerned trans 
mitter belongs to the receiver can be easily done. 

For example, according to the electronic key System, it is 
possible to register a plurality of authorized electronic keys. 
In such a case, the same ID (i.e., the ID inherent to the 
receiver) is registered in each authorized electronic key. The 
receiver is required to perform the ID collation processing 
commonly for all of the authorized electronic keys. The 
processing becomes simple. Meanwhile, if it is necessary to 
discriminate each of the authorized electronic keys, it will be 
preferable that the collation ID for each key includes addi 
tional bit data for identifying each key. 

Furthermore, according to the pneumatic tire pressure 
monitoring System, a total of four transmitters are required 
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for the wheels of a four-wheel vehicle. In this case, the 
processing for identifying whether or not a signal arrives 
from the pneumatic pressure Sensor attached to a tire of this 
vehicle becomes simple. In general, to precisely perform the 
pneumatic tire pressure monitoring operation, it is preferable 
to discriminate each of the wheels. In Such a case, two-bit 
additional code for discriminating each wheel can be added 
to the collation ID. 

Furthermore, a Security control System executes control 
processing for different kinds of devices, Such as a combi 
nation of the pneumatic tire pressure monitoring System and 
the electronic key System. In Such a Security control System, 
it is possible to use the same ID for the pneumatic pressure 
Sensor and the electronic key. The processing becomes 
Simple. The administration becomes Simple, too. 

It is preferable that the collation ID is transmitted from the 
receiver to the transmitter via a predetermined external 
device. For example, the external device is an ID registration 
tool carried by an operator or a worker. First of all, the ID 
registration tool is placed near a receiver to receive the 
collation ID transmitted from the receiver. Then, this tool is 
carried to the vicinity of a transmitter and the registered 
collation ID is transmitted to the transmitter. The ID regis 
tration is accomplished in this manner. 

Furthermore, it is preferable that the external device is 
detachably connected via a signal line to the receiver and to 
the transmitter. Using a signal line or a comparable cable is 
effective to Surely eliminate interference occurring in data 
transmission. 

In the System executing the ID registration by cable, it is 
preferable that the transmitter mode Switching apparatus is 
provided in the transmitter while the receiver mode switch 
ing apparatus is provided in the receiver, and the external 
device includes a trigger Signal transmitting apparatus which 
transmits a trigger Signal for causing the transmitter mode 
Switching apparatus to Switch the transmitter into the ID 
registration mode and a trigger Signal for causing the 
receiver mode Switching apparatus to Switch the receiver 
into the ID transmission mode. The ID registration can be 
Smoothly performed. 

Furthermore, to accomplish the above and other related 
objects, the present invention provides a pneumatic tire 
preSSure monitoring apparatus including a receiver for 
receiving an air-pressure Signal transmitted together with a 
Sensor ID from a pneumatic pressure Sensor of each tire 
installed in a vehicle, a control apparatus for checking 
whether or not a received Sensor ID agrees with the Sensor 
ID of the pneumatic preSSure Sensor of the tire installed in 
the vehicle and for executing control for monitoring an air 
preSSure of the tire with reference to the air-pressure signal 
based on check result of ID, a receiver mode Switching 
apparatus for Switching the receiver into an ID transmission 
mode, and an ID transmitting apparatus for transmitting a 
collation ID used in ID checking when the receiver is 
Switched into the ID transmission mode by the receiver 
mode Switching apparatus, wherein the collation ID is 
determined based on an ID assigned inherently to the 
receiver. 

According to the pneumatic tire preSSure monitoring 
apparatus of the present invention, in a vehicle assembling 
line, the receiver mode Switching apparatus Switches the 
receiver into the ID transmission mode. Then, the ID trans 
mitting apparatus transmits a collation ID used in ID check 
ing to the pneumatic pressure Sensor, thereby performing the 
ID registration. 
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Furthermore, as the collation ID is determined based on 

the ID assigned inherently to the receiver, administration of 
ID is easy. 

Furthermore, to accomplish the above and other related 
objects, the present invention provides a pneumatic tire 
preSSure Sensor including a pressure Sensor for detecting an 
air pressure of a tire, an ID memory for Storing a transmitter 
ID, a transmitting circuit for transmitting the air preSSure of 
the tire detected by the pressure Sensor together with the 
transmitter ID Stored in the ID memory, a receiving circuit 
for receiving a collation ID transmitted from a pneumatic 
tire pressure monitoring apparatus, and a transmitter ID 
registering apparatus for registering the collation ID 
received via the receiving circuit as a transmitter ID and 
Storing the registered transmitter ID in the ID memory. 

According to the pneumatic tire pressure Sensor of the 
present invention, the collation ID Stored in the pneumatic 
tire pressure monitoring apparatus is registered in the trans 
mitter as a transmitter ID. Especially, when the Sensor is 
replaced by a new one, the ID registration is accurately and 
easily performed between the pressure Sensor and the moni 
toring apparatus. 

It is, for example, preferable that the receiving circuit 
receives a signal via a cable and the ID memory is a 
rewritable memory element having an overwriting function 
for renewing the data Stored therein. Erroneous registration 
due to interference occurring in data transmission can be 
Surely eliminated. 

Furthermore, to accomplish the above and other related 
objects, the present invention provides an ID registration 
tool for a pneumatic tire pressure monitoring System includ 
ing a pneumatic pressure Sensor attached to a tire of a 
vehicle and a pneumatic tire pressure monitoring apparatus 
installed in a vehicle body to receive an air-pressure Signal 
transmitted from the pneumatic pressure Sensor together 
with a transmitter ID of the pneumatic pressure Sensor, 
thereby monitoring an air preSSure of the tire, in which the 
ID registration tool is used for registering a collation ID 
between the pneumatic tire preSSure monitoring apparatus 
and the pneumatic pressure Sensor. The ID registration tool 
of the present invention includes an ID transmission request 
ing apparatus for requesting the pneumatic tire preSSure 
monitoring apparatus to transmit the collation ID used in ID 
checking, an ID receiving circuit for receiving the collation 
ID transmitted from the pneumatic tire pressure monitoring 
apparatus in response to a request of the ID transmission 
requesting apparatus, and an ID transmitting circuit for 
transmitting the collation ID received by the ID receiving 
circuit to the pneumatic pressure Sensor. 

According to the ID registration tool for a pneumatic tire 
preSSure monitoring System, the ID transmission requesting 
apparatus requests the pneumatic tire pressure monitoring 
apparatus to transmit the collation ID. The ID receiving 
circuit receives the collation ID transmitted from the pneu 
matic tire pressure monitoring apparatus in response to the 
request of the ID transmission requesting apparatus. The ID 
transmitting circuit transmits the received collation ID to the 
pneumatic preSSure Sensor. The ID used in the collation in 
the pneumatic tire pressure monitoring control can be easily 
registered between the pneumatic tire preSSure monitoring 
apparatus and the pneumatic pressure Sensor. As a result, in 
the case of eXchanging pneumatic pressure Sensors or in the 
case of rotating the position of the tires, the ID registration 
can be accurately performed. 
The ID collation system of the present invention is not 

limited to the above-described vehicle control system and 
accordingly can be applied, for example, to the ID registra 
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tion of an electronic key in a contactless lock/unlock system 
for an entrance door of a house. Furthermore, it is needless 
to say that the ID collation system of the present invention 
can be also applied to various control systems other than 
vehicles. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The above and other objects, features and advantages of 
the present invention will become more apparent from the 
following detailed description which is to be read in con 
junction with the accompanying drawings, in which: 

FIG. 1 is a flowchart showing the procedure of ID 
registration executed in an ID collating system in accor 
dance with the present invention; 

FIG. 2 is a block diagram showing a pneumatic tire 
preSSure monitoring system in accordance with a first 
embodiment of the present invention; 

FIG. 3A is a flowchart showing pneumatic tire pressure 
detecting processing executed by a pneumatic tire pressure 
Sensor of the pneumatic tire pressure monitoring system in 
accordance with the first embodiment of the present inven 
tion; 

FIG. 3B is a flowchart showing pneumatic tire pressure 
monitoring processing executed by a pneumatic tire pressure 
monitoring apparatus of the pneumatic tire pressure moni 
toring System in accordance with the first embodiment of the 
present invention; 

FIG. 4 is a flowchart showing ID registration procedure in 
accordance with the first embodiment of the present inven 
tion; 

FIG. 5 is a flowchart showing the contents of control 
processing executed in the pneumatic tire pressure monitor 
ing apparatus to realize the ID registration procedure shown 
in FIG. 4; 

FIG. 6 is a flowchart showing the contents of control 
processing executed in the pneumatic tire pressure sensor to 
realize the ID registration procedure shown in FIG. 4; 

FIG. 7 is a block diagram showing a pneumatic tire 
preSSure monitoring System in accordance with a second 
embodiment of the present invention; 

FIG. 8 is a flowchart showing the contents of control 
processing relating to ID registration executed in the pneu 
matic tire pressure monitoring apparatus in accordance with 
the Second embodiment of the present invention; 

FIG. 9 is a flowchart showing the rest of the control 
processing relating to ID registration executed in the pneu 
matic tire pressure monitoring apparatus in accordance with 
the second embodiment of the present invention; 

FIG. 10 is a block diagram showing a pneumatic tire 
preSSure monitoring System including an ID registration tool 
in accordance with a third embodiment of the present 
invention; 

FIG. 11 is a flowchart showing the contents of control 
processing of ID registration tool in accordance with the 
third embodiment of the present invention; 

FIG. 12 is a flowchart showing the rest of the control 
processing of the ID registration tool in accordance with the 
third embodiment of the present invention; 

FIG. 13 is a flowchart showing the contents of control 
processing executed in the pneumatic tire pressure monitor 
ing System in accordance with the third embodiment of the 
present invention; 

FIG. 14 is a flowchart showing the rest of the control 
processing executed in the pneumatic tire pressure monitor 
ing System in accordance with the third embodiment of the 
present invention; 

1O 

15 

25 

35 

40 

45 

50 

55 

60 

65 

10 
FIG. 15 is a block diagram showing a security control 

System in accordance with a fourth embodiment of the 
present invention; 

FIG. 16 is a flowchart showing the contents of keyless 
entry processing in accordance with the fourth embodiment 
of the present invention; 

FIG. 17 is a flowchart showing ID registration procedure 
in accordance with the fourth embodiment of the present 
invention; 

FIG. 18 is a flowchart showing contents of control pro 
cessing relating to ID registration to an electronic key 
executed by the Security control System in accordance with 
a fourth embodiment of the present invention; 

FIG. 19 is a flowchart showing the contents of control 
processing relating to ID registration executed by the elec 
tronic key in accordance with the fourth embodiment of the 
present invention; 

FIG. 20 is a block diagram showing a conventional 
pneumatic tire pressure monitoring system; and 

FIG. 21 is a flowchart showing the contents of conven 
tional ID registration procedure. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Preferred embodiments of the present invention will be 
explained hereinafter with reference to attached drawings. 

FIG. 2 is a block diagram showing a schematic arrange 
ment of a pneumatic tire pressure monitoring system in 
accordance with a first embodiment of the present invention. 
AS shown in FIG. 2, the pneumatic tire pressure monitoring 
System includes a plurality of pneumatic pressure sensors 
(i.e., transmitters) 10, 20, 30, and 40, and a pneumatic tire 
pressure monitoring apparatus (i.e., receiver) 50 equipped in 
a vehicle body. The pneumatic pressure sensor 10 includes 
an air pressure Sensor 11 detecting the air pressure of a tire, 
an ID memory 12 storing a registered sensor ID, a transmit/ 
receive circuit 13, a power Source battery 14, a control unit 
15, and a transmit/receive antenna 16. The pneumatic pres 
Sure Sensor 20 includes an air pressure sensor 21 detecting 
the air pressure of a tire, an ID memory 22 storing a 
registered sensor ID, a transmit/receive circuit 23, a power 
Source battery 24, a control unit 25, and a transmit/receive 
antenna 26. The pneumatic pressure sensor 30 includes an 
air pressure Sensor 31 detecting the air pressure of a tire, an 
ID memory 32 storing a registered sensor ID, a transmit/ 
receive circuit 33, a power Source battery 34, a control unit 
35, and a transmit/receive antenna 36. And, the pneumatic 
pressure Sensor 40 includes an air pressure sensor 41 detect 
ing the air pressure of a tire, an ID memory 42 storing a 
registered sensor ID, a transmit/receive circuit 43, a power 
Source battery 44, a control unit 45, and a transmit/receive 
antenna 46. 
Compared with a conventional pneumatic pressure sensor 

110 shown in FIG. 20, the pneumatic pressure sensors 10, 
20, 30, and 40 of this embodiment is characterized in that the 
transmit/receive circuits 13, 23, 33, and 43 have the capa 
bility of not only transmitting information, data, and signals 
but also receiving the same. It is needless to say that the 
transmit/receive antennas 16, 26, 36, and 46 are for trans 
mitting and receiving the information, data, and signals. 
Each of the transmit/receive antennas 16, 26, 36, and 46 is 
a mouth piece of a valve through which the air is introduced 
into a tire. Each of ID memories 12, 22, 32, and 42 is an 
EEPROM (i.e., Electrically Erasable and Programmable 
Read Only Memory) or a comparable rewritable memory 
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element which is nonvolatile and has an overwriting func 
tion for renewing the data Stored therein. 

The pneumatic tire pressure monitoring apparatuS 50 
includes a transmit/receive circuit 51, a transmit/receive 
antenna 52, a power source circuit 53, a control unit 54, a 
memory 55, and a communication circuit 56. The commu 
nication circuit 56 is connected a via signal line 57 to a 
display unit 81 such as an indicator or LED to transmit 
display data to the display unit 81. The communication 
circuit 56 also has a function of receiving a signal repre 
Senting the display condition from the display unit 81. A 
vehicle battery 82, Supplying electric power, is connected to 
the pneumatic tire pressure monitoring apparatus 50. The 
memory 55 stores a receiver ID assigned inherently to the 
pneumatic tire pressure monitoring apparatus 50. 

According to the pneumatic tire preSSure monitoring 
apparatus 50, as shown in FIG. 3A, respective pneumatic 
pressure sensors 10, 20, 30, and 40 detect the air pressure of 
a corresponding tire (Step S11), read the Sensor ID registered 
in their associated ID memories 12, 22, 32, and 42 (step 
S12), produce transmission information as a combination of 
a detected pressure signal and the Sensor ID (Step S13), and 
transmit this transmission information as a signal of prede 
termined frequency at predetermined time intervals (Step 
S14). The pneumatic tire pressure monitoring apparatus 50, 
as shown in FIG. 3B, checks whether or not the signal of 
predetermined frequency is received (step S21). When the 
Signal of predetermined frequency is received (i.e., YES in 
Step S21), the pneumatic tire pressure monitoring apparatus 
50 extracts the sensor ID from the received signal (step S22), 
and compares the extracted sensor ID with a collation ID 
registered beforehand in the memory 55 to check whether or 
not the received signal is transmitted from any one of the 
sensors 10, 20, 30, and 40 equipped in its own vehicle (step 
S23). When the received signal is a signal transmitted from 
any one of the sensors 10, 20, 30, and 4.0 equipped in the 
own vehicle (i.e., YES in step S23), the pneumatic tire 
preSSure monitoring apparatuS 50 compares a momentary 
tire pressure P calculated based on the pressure Signal 
contained in the received signal with a predetermined judg 
ment value P0 (step S24). When the momentary tire pressure 
P is less than the judgment value P0 (i.e., YES in step P24), 
the pneumatic tire preSSure monitoring apparatus 50 recog 
nizes that the tire pressure is in the abnormal condition and 
causes the display unit 81 to indicate the State of abnormal 
pressure (step S25). When the judgment is NO in each of the 
StepS S21, S23, and S24, the pneumatic tire pressure moni 
toring processing is terminated. 

According to this embodiment, the collation ID used in 
the above pneumatic tire preSSure monitoring processing is 
the receiver ID assigned inherently to the pneumatic tire 
preSSure monitoring apparatuS 50. This receiver ID is reg 
istered as a transmitter ID in each of the pneumatic pressure 
sensors 10, 20, 30, and 40. 

The ID registration is performed in accordance with the 
procedure shown in the flowchart of FIG. 4. 

First of all, the pneumatic tire pressure monitoring appa 
ratus 50 is switched into an ID transmission mode (step 
S110). Respective pneumatic pressure sensors 10, 20, 30, 
and 40 are switched into an ID registration mode (step 
S120). Then, the pneumatic tire pressure monitoring appa 
ratus 50 transmits the receiver ID (step S130). The receiver 
ID having been thus transmitted from the monitoring appa 
ratus 50 is received by respective sensors 10, 20, 30, and 40 
(step S140). The received receiver ID is registered as a 
transmitter ID in the ID memories 12, 22, 32, and 42 of 
respective sensors 10, 20, 30, and 40, respectively (step 
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S150). The above processing in the steps S140 and S150 is 
repeated until the ID registration of all sensors 10, 20, 30, 
and 40 is accomplished (step S160). After the ID registration 
of respective sensors 10, 20,30, and 40 is accomplished (i.e., 
YES in step S160), the sensors 10, 20, 30, and 40 are 
returned to the ordinary mode (step S170). The monitoring 
apparatus 50 is returned to the ordinary mode, too (Step 
S180). Thus, the ID registration is accomplished. 

Next, the contends of a program installed in the pneumatic 
tire preSSure monitoring apparatus 50 to execute the above 
described ID registration will be explained with reference to 
the flowchart shown in FIG. 5. Depressing a predetermined 
button provided on an operation panel of the pneumatic tire 
preSSure monitoring apparatuS 50 runs the following pro 
gram. The depression of this button also makes the pneu 
matic tire pressure monitoring apparatus 50 change its 
operation from the ordinary mode to the ID transmission 
mode. 
As shown in FIG. 5, the ID transmission mode processing 

includes transmission of a trigger Signal for Switching 
respective sensors 10, 20, 30, and 40 into the ID registration 
mode (step S210). The frequency of this trigger signal is 
identical with that used in the pneumatic tire preSSure 
monitoring processing explained with reference to FIG. 3. 
Next, the receiver ID registered in the memory 55 is read out 
(step S220). The readout receiver ID is transmitted as a 
Signal having the same frequency as that used in the pneu 
matic tire pressure monitoring processing (step S230). Then, 
it is checked whether or not a reply with respect to comple 
tion of the ID registration has arrived from respective 
sensors 10, 20, 30, and 40 (step S240). When no reply has 
arrived during a predetermined period of time (i.e., NO in 
step S240), the control procedure returns to the above step 
S220. On the other hand, when the reply with respect to 
completion of the ID registration has arrived (i.e., YES in 
Step S240), a return trigger signal for returning respective 
sensors 10, 20, 30, and 40 to the ordinary mode is trans 
mitted (step S250). The monitoring apparatus 50 is changed 
to the ordinary mode (step S260). Thus, the ID transmission 
mode processing is accomplished. 

Next, the contents of the control processing executed in 
respective sensors 10, 20, 30, and 40 will be explained. 
According to this control processing, as shown in FIG. 6, it 
is first checked whether or not the trigger signal for Switch 
ing the operation into the ID registration mode has been 
received (step S310). When no trigger signal is received 
(i.e., NO in step S310), this control processing is terminated. 
When the trigger signal is received (i.e., YES in step S310), 
each of respective sensors 10, 20, 30, and 40 is Switched into 
the ID registration mode (step S320). Then, it is checked 
whether or not the ID has been received (step S330). When 
the sensors 10, 20,30, and 40 have received the ID (i.e., YES 
in step S330), the received ID is registered as sensor ID, i.e., 
transmitter ID, in their ID memories 12, 22, 32, and 42, 
respectively (step S340). Then, the completion notice of the 
ID registration is returned (step S350). This notice is 
returned as a Signal combined with the transmitter ID 
registered in the above step S340. Thereafter, it is checked 
whether or not the return trigger Signal for returning the 
operation to the ordinary mode has been received (Step 
S360). When the return trigger signal has been received (i.e., 
YES in step S360), the sensors 10, 20, 30, and 40 are 
returned to the ordinary mode (step S370). Thus, the control 
processing of respective sensors 10, 20, 30, and 40 is 
accomplished. 

In the above step S340, the ID registration is executed in 
Such a manner to overwrite a previous ID having been 

28 of 35 Orange Exhibit No. 2006 
IPR2024-00744



US 6,927,679 B2 
13 

already registered in respective ID memories 12, 22, 32, and 
42. Accordingly, in an event that eXchange or position 
rotation of tires is performed, a new ID to be re-registered 
in respective sensors 10, 20, 30, and 40 as well as in the 
monitoring apparatuS 50 is newly issued by a repair shop or 
by a dealer. 

According to this embodiment, as a result of the above 
described control processing executed in the pneumatic tire 
preSSure monitoring apparatuS 50 and also in respective 
pneumatic pressure sensors 10, 20, 30, and 40, it becomes 
possible to register the transmitter ID based on the receiver 
ID. As a result that the transmitter ID agrees with the 
receiver ID, it becomes possible to easily register a correct 
transmitter ID to the pneumatic preSSure Sensor of a newly 
installed tire by executing the above-described control pro 
cessing in the case that the tires are exchanged due to 
puncture or other reasons. 

Next, a second embodiment of the present invention will 
be explained. The pneumatic tire pressure monitoring SyS 
tem in accordance with the Second embodiment is similar to 
the above-described monitoring system of the first embodi 
ment but is different in that respective tire houses are 
equipped with transmitters 91, 92,93, and 94 as shown in 
FIG. 7. These transmitters 91, 92,93, and 94 are connected 
to the transmit/receive circuit 51 of the pneumatic tire 
preSSure monitoring apparatus 50 via Signal lines. 

The contents of the program installed in the pneumatic 
tire pressure monitoring System 50 in accordance with the 
second embodiment will be explained with reference to the 
flowcharts shown in FIGS. 8 and 9. 

First, as shown in FIG. 8, the trigger Signal for Switching 
respective pneumatic pressure sensors 10, 20, 30, and 40 
into the ID registration mode is transmitted (step S410). This 
trigger signal is transmitted via the transmitters 91, 92, 93, 
and 94 provided in the tire houses. Next, the receiver ID is 
read out from the memory 55 (step S420). Then, the readout 
receiver ID is modified into a total of four code data by 
adding each of lower-bit data of '00', '01, 10, and 11 
(step S430). The code data including the lower-bit '00' is 
registered as front-left wheel collation ID (i.e., FLID) into 
the memory 55 (step S440). The code data including the 
lower-bit 01 is registered as rear-left wheel collation ID 
(i.e., RLID) into the memory 55 (step S450). The code data 
including the lower-bit 10 is registered as rear-right wheel 
collation ID (i.e., RRID) into the memory 55 (step S460). 
And, the code data including the lower-bit 11 is registered 
as front-right wheel collation ID (i.e., FRID) into the 
memory 55 (step S470). 

Then, as shown in FIG. 9, the collation ID “FLID 
corresponding to the front-left wheel's pneumatic pressure 
sensor is read out from the memory 55 and is transmitted to 
the transmitter 91 provided in the tire house of the front-left 
wheel (S510). Then, it is checked whether or not the 
completion notice of the ID registration is returned from the 
pneumatic pressure sensor 10 attached to the front-left wheel 
(step S520). When no notice is returned from the sensor 10 
within a predetermined period of time (i.e., NO in step 
S520), the control procedure returns to the above step S510. 
When the completion notice of the ID registration is 
returned from the sensor 10 (i.e., YES in step S520), the 
collation ID “RLID corresponding to the rear-left wheel's 
pneumatic preSSure Sensor is read out from the memory 55 
and is transmitted to the transmitter 92 provided in the tire 
house of the rear-left wheel (S530). Then, it is checked 
whether or not the completion notice of the ID registration 
is returned from the pneumatic preSSure Sensor 20 attached 
to the rear-left wheel (step S540). When no notice is returned 
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from the sensor 20 within a predetermined period of time 
(i.e., NO in step S540), the control procedure returns to the 
above step S530. When the completion notice of the ID 
registration is returned from the sensor 20 (i.e., YES in step 
S540), the collation ID “RRID corresponding to the rear 
right wheel's pneumatic preSSure Sensor is read out from the 
memory 55 and is transmitted to the transmitter 93 provided 
in the tire house of the rear-right wheel (S550). Then, it is 
checked whether or not the completion notice of the ID 
registration is returned from the pneumatic pressure Sensor 
30 attached to the rear-right wheel (step S550). When no 
notice is returned from the sensor 30 within a predetermined 
period of time (i.e., NO in step S560), the control procedure 
returns to the above step S550. When the completion notice 
of the ID registration is returned from the sensor 30 (i.e., 
YES in step S560), the collation ID “FRID corresponding to 
the front-right wheel's pneumatic pressure Sensor is read out 
from the memory 55 and is transmitted to the transmitter 94 
provided in the tire house of the rear-right wheel (S570). 
Then, it is checked whether or not the completion notice of 
the ID registration is returned from the pneumatic preSSure 
sensor 40 attached to the front-right wheel (step S580). 
When no notice is returned from the sensor 40 within a 
predetermined period of time (i.e., NO in step S580), the 
control procedure returns to the above step S570. When the 
completion notice of the ID registration is returned from the 
sensor 40 (i.e., YES in step S580), the return trigger signal 
for returning respective pneumatic pressure Sensors 10, 20, 
30, and 40 to the ordinary mode is transmitted to respective 
transmitters 91, 92,93, and 94 (step S590). The monitoring 
apparatus 50 is also returned to the ordinary mode (Step 
S600). Thus, the ID transmission mode processing is accom 
plished. 
The program installed in respective pneumatic pressure 

sensors 10, 20, 30, and 40 is similar to that of the first 
embodiment. According to the Second embodiment, in addi 
tion to the effects of the first embodiment, it becomes 
possible to register the transmitter ID Specifying the wheel 
position because the receiver IDs of respective sensors 10, 
20, 30, and 40 include the lower-bit data representing the 
wheel position. Accordingly, the monitoring result with 
respect to the pneumatic tire preSSure can be shown together 
with the wheel position on the monitor. As the receiver ID 
is simply produced by adding two lower bits, it is possible 
to Suppress the bit number of the data constituting the 
transmitter ID. 

Next, a third embodiment of the present invention will be 
explained with reference to FIG. 10. The pneumatic tire 
preSSure monitoring System in accordance with the third 
embodiment includes an ID registration tool 60 in addition 
to the pneumatic pressure sensors 10, 20, 30, and 40 and the 
pneumatic tire pressure monitoring apparatuS 50 which are 
already explained in the first embodiment. 
As shown in FIG. 10, the ID registration tool 60 includes 

an ID receiving Section 61 and an ID transmitting Section 62. 
The ID receiving section 61 receives the transmitter ID of 
each wheel produced based on the receiver ID by the 
pneumatic tire pressure monitoring apparatus 50. The ID 
transmitting Section 62 transmits the transmitter ID, received 
by the ID receiving Section 61, to respective pneumatic 
pressure sensors 10, 20, 30, and 40. Furthermore, the ID 
registration tool 60 has connectors 64 and 64a–64d of signal 
lines 63 and 63a-63d connecting the ID registration tool 60 
to the pneumatic tire pressure monitoring apparatuS 50 and 
to respective pneumatic pressure sensors 10, 20, 30, and 40. 
The signal lines 63 and 63a-63d have front ends each being 
configured into an alligator clip which are detachably con 
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nected to the Signal line 57 extending from the communi 
cation circuit 56 of the pneumatic tire pressure monitoring 
apparatus 50 to the display unit 81 and to antennas 16, 26, 
36, and 46 of the pneumatic pressure sensors 10, 20, 30, and 
40. 

Furthermore, the ID registration tool 60 includes a control 
unit 65, a memory 66, a power source battery 67, an 
operation panel 68, and a display unit 69. The control unit 
65, constituted by a microcomputer including CPU, ROM, 
and RAM, performs the controls of various processes to be 
executed through the ID registration tool 60. The memory 66 
is an EEPROM (i.e., electrically erasable and programmable 
ROM) or a flash memory, and a DRAM (i.e., dynamic 
RAM). The power source battery 67 is a dry cell, a button 
cell or the like. The operation panel 68 is equipped with 
operation keys allowing an operator to instruct the contents 
of the processing to be executed through the ID registration 
tool 60. The display unit 69, for example constituted by an 
LCD, displays ID data received by the ID receiving section 
61 or displays the operation mode of the ID registration tool 
60. 
The contents of the program installed in the ID registra 

tion tool 60 in accordance with the third embodiment will be 
explained with reference to the flowcharts shown in FIGS. 
11 and 12. 

Depressing a predetermined button provided on the opera 
tion panel 68 of the ID registration tool 60 runs the following 
program. According to this program, as shown in FIG. 11, 
the trigger Signal for Switching the pneumatic tire pressure 
monitoring apparatus 50 into the ID transmission mode is 
transmitted (step S710). Furthermore, the trigger signal for 
switching respective pneumatic pressure sensors 10, 20, 30, 
and 40 into the ID registration mode is transmitted (step 
S720). 

Next, a command instructing transmission of the trans 
mitter ID of the front left wheel (i.e., FLID) is transmitted 
to the pneumatic tire pressure monitoring apparatus 50 (Step 
S730). When the FLID is received from the monitoring 
apparatus 50 (i.e., YES in step S740), the received data (i.e., 
FLID) is stored in the memory 66 in connection with the 
corresponding tire position FL (step S750). Next, a com 
mand instructing transmission of the transmitter ID of the 
rear left wheel (i.e., RLID) is transmitted to the pneumatic 
tire pressure monitoring apparatus 50 (step S760). When the 
RLID is received from the monitoring apparatus 50 (i.e., 
YES in step S770), the received data (i.e., RLID) is stored 
in the memory 66 in connection with the corresponding tire 
position RL (step S780). Next, a command instructing 
transmission of the transmitter ID of the rear right wheel 
(i.e., RRID) is transmitted to the pneumatic tire pressure 
monitoring apparatus 50 (step S790). When the RRID is 
received from the monitoring apparatus 50 (i.e., YES in step 
S800), the received data (i.e., RRID) is stored in the memory 
66 in connection with the corresponding tire position RR 
(step S810). Next, a command instructing transmission of 
the transmitter ID of the front right wheel (i.e., FRID) is 
transmitted to the pneumatic tire pressure monitoring appa 
ratus 50 (step S820). When the FRID is received from the 
monitoring apparatus 50 (i.e., YES in step S830), the 
received data (i.e., FRID) is stored in the memory 66 in 
connection with the corresponding tire position FR (Step 
S840). Then, the return trigger signal is sent to the pneu 
matic tire pressure monitoring apparatus 50 to return its 
operation to the ordinary mode (step S850). 

Next, as shown in FIG. 12, the FLID is read out from the 
memory 66 and is transmitted to the pneumatic pressure 
sensor 10 of the front left wheel (step S910). Then, it is 
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checked whether or not the completion notice of the ID 
registration is returned from the pneumatic pressure Sensor 
10 (step S920). When no notice is returned from the sensor 
10 within a predetermined period of time (i.e., NO in step 
S920), the control procedure returns to the above step S910. 
When the completion notice of the ID registration is 
returned from the sensor 10 (i.e., YES in step S920), the 
RLID is read out from the memory 66 and is transmitted to 
the pneumatic pressure Sensor 20 of the rear left wheel (Step 
S930). Then, it is checked whether or not the completion 
notice of the ID registration is returned from the pneumatic 
pressure sensor 20 (step S940). When no notice is returned 
from the sensor 20 within a predetermined period of time 
(i.e., NO in step S940), the control procedure returns to the 
above step S930. When the completion notice of the ID 
registration is returned from the sensor 20 (i.e., YES in step 
S940), the RRID is read out from the memory 66 and is 
transmitted to the pneumatic pressure Sensor 30 of the rear 
right wheel (step S950). Then, it is checked whether or not 
the completion notice of the ID registration is returned from 
the pneumatic pressure sensor 30 (step S960). When no 
notice is returned from the sensor 30 within a predetermined 
period of time (i.e., NO in step S960), the control procedure 
returns to the above step S950. When the completion notice 
of the ID registration is returned from the sensor 30 (i.e., 
YES in step S960), the FRID is read out from the memory 
66 and is transmitted to the pneumatic pressure sensor 40 of 
the front right wheel (step S970). Then, it is checked 
whether or not the completion notice of the ID registration 
is returned from the pneumatic pressure Sensor 40 (Step 
S980). When no notice is returned from the sensor 40 within 
a predetermined period of time (i.e., NO in step S980), the 
control procedure returns to the above step S970. When the 
completion notice of the ID registration is returned from the 
sensor 40 (i.e., YES in step S980), the return trigger signal 
is sent to respective pneumatic pressure sensors 10, 20, 30, 
and 40 to return their operation to the ordinary mode (step 
S990). 

Next, the contents of the control processing executed in 
the pneumatic tire pressure monitoring apparatuS 50 will be 
explained with reference to the flowcharts shown in FIGS. 
13 and 14. First, it is checked whether or not the trigger 
Signal for Switching the operation to the ID transmission 
mode has been received (step S1000). When no trigger 
signal is not received (i.e., NO in step S1000), this process 
ing is terminated. When the trigger Signal is received (i.e., 
YES in step S1000), the pneumatic tire pressure monitoring 
apparatus 50 is switched into the ID transmission mode (step 
S1010). Then, the receiver ID is read out from the memory 
55 (step S1020). Then, the readout receiver ID is modified 
into a total of four code data by adding each of lower-bit data 
of '00', '01, 10, and 11 (step S1030). The code data 
including the lower-bit '00' is registered as front-left wheel 
collation ID (i.e., FLID) into the memory 55 (step S1040). 
The code data including the lower-bit 01 is registered as 
rear-left wheel collation ID (i.e., RLID) into the memory 55 
(step S1050). The code data including the lower-bit 10 is 
registered as rear-right wheel collation ID (i.e., RRID) into 
the memory 55 (step S1060). And, the code data including 
the lower-bit 11 is registered as front-right wheel collation 
ID (i.e., FRID) into the memory 55 (step S1070). 

Next, it is checked whether or not the command instruct 
ing transmission of the front left wheel's transmitter ID 
“FLID has been received (step S1110). When this command 
has been received (i.e., YES in step S1110), the FLID is read 
out from the memory 55 and is transmitted to the ID 
registration tool 60 (step S1120). Next, it is checked whether 
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or not the command instructing transmission of the rear left 
wheel's transmitter ID “RLID has been received (step 
S1130). When this command has been received (i.e., YES in 
step S1130), the RLID is read out from the memory 55 and 
is transmitted to the ID registration tool 60 (step S1140). 
Next, it is checked whether or not the command instructing 
transmission of the rear right wheel's transmitter ID “RRID 
has been received (step S1150). When this command has 
been received (i.e., YES in step S1150), the RRID is read out 
from the memory 55 and is transmitted to the ID registration 
tool 60 (step S1160). Next, it is checked whether or not the 
command instructing transmission of the front right wheels 
transmitter ID “FRID has been received (step S1170). When 
this command has been received (i.e., YES in step S1170), 
the FRID is read out from the memory 55 and is transmitted 
to the ID registration tool 60 (step S1180). Then, it is 
checked whether or not the return trigger Signal for returning 
the operation to the ordinary mode has been received (Step 
S1190). When the return trigger signal is received (i.e., YES 
in step S1190), the pneumatic tire pressure monitoring 
apparatus 50 is returned to the ordinary mode (step S1200). 
Thus, the ID transmission mode processing is accomplished. 

The program installed in respective pneumatic pressure 
sensors 10, 20, 30, and 40 is similar to that of the first 
embodiment. According to the third embodiment, in addi 
tion to the effects of the first embodiment, it becomes 
possible to register the ID data of respective pneumatic 
preSSure Sensors in connection with their tire positions FL, 
RL, RR and FR as a result of the above-described control 
processing executed by the combination of the ID registra 
tion tool 60, the pneumatic tire pressure monitoring appa 
ratus 50, and respective pneumatic pressure sensors 10, 20, 
30 and 40. Thus, it becomes possible to eliminate erroneous 
registration caused by interference in radio data transmission 
or prevent other radio waves from interrupting the ID 
registration. Furthermore, in the case that tires are 
eXchanged, executing the above-described control proceSS 
ing for the exchanged Sensor makes it possible to correctly 
register a collation ID Stored in the monitoring apparatus 50 
to the sensor of a newly installed tire. Furthermore, in the 
case of performing the position rotation of the tires, the ID 
registration can be repetitively and accurately performed in 
accordance with the changed tire position. 

Next, a fourth embodiment of the present invention will 
be explained. The pneumatic tire pressure monitoring SyS 
tem in accordance with the fourth embodiment is associated 
with a keyleSS entry apparatus So as to function as a Security 
control System. The keyleSS entry apparatus allows a car user 
carrying an electronic key to lock/unlock the vehicle door 
without directly touching the door. As shown in FIG. 15, the 
security control system of the fourth embodiment includes 
the pneumatic pressure sensors (transmitters) 10, 20,30, and 
40 attached to respective tires, a security ECU (electronic 
control unit) 100 installed in the vehicle body, door ECUs 
210, 220, 230, and 240 equipped in respective doors, trans 
mitter antennas 250, 260, 270, and 280 provided in respec 
tive doors, a receiver antenna 290, the display unit 81, and 
an electronic key 200. The pneumatic pressure sensors 10, 
20, 30, and 40 are identical in arrangement with those 
disclosed in the first embodiment. 

The security ECU 100 includes a transmit/receive circuit 
101, CPU 102, RPM 103, RAM 104, EEPROM 105, a 
power source circuit 106, and an input/output circuit 107. 
The display unit 81 and the door ECUs 210, 220, 230, and 
240 are connected to the input/output interface 107 of the 
security ECU 100. The transmitter antennas 250, 260,270, 
and 280 and the receiver antenna 290 are connected to the 
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transmit/receive circuit 101. An ID assigned inherently to 
this security ECU 100, i.e., receiver ID, is stored in the ROM 
103. 
The electronic key 200 is, for example, a compact elec 

tronic unit installed at the top of a vehicle key to be inserted 
into a key cylinder. The electronic key 200 incorporates 
EEPROM, CPU or the like to register its ID and is consti 
tuted So as to execute radio (or wireless) transmit/receive 
operation of information or data. 
The Security control System not only functions as the 

pneumatic tire pressure monitoring System which executes 
the control processing shown in FIG. 3 but also functions as 
the keyleSS entry System which executes the control pro 
cessing shown in FIG. 16. According to the keyleSS entry 
processing shown in FIG. 16, a request Signal having a 
predetermined frequency is transmitted at predetermined 
time intervals (step S1310). The generation of this request 
Signal is for confirming whether or not the authorized 
electronic key 200 exists within a predetermined peripheral 
area of the vehicle. Then, it is checked whether or not the 
receiver antenna 290 has received an acknowledge Signal 
(ACK) corresponding to this request signal within the pre 
determined time (step S1320). When no ACK is received 
(i.e., NO in step S1320), this processing is terminated. On 
the other hand, when the ACK is received (i.e., YES in step 
S1320), the receiving processing starts by transmitting a 
request signal requesting transmission of a key ID used in 
the key collation (step S1330). When the key ID in response 
to this request signal is received (i.e., YES in step S1340), 
the key collation is executed (step S1350). When the 
detected electronic key 200 is an authorized one (i.e., YES 
in step S1350), predetermined keyless entry operation is 
executed (step S1360). The keyless entry operation includes 
check of a human Sensor provided in the vicinity of a door 
handgrip, judgment of lock/unlock to be executed, and 
generation of a control command to the door ECU 210 or 
others based on the judgment result. 

According to this embodiment, the receiver ID assigned 
inherently to the security ECU 100 is commonly used as 
collation ID for the pneumatic tire pressure monitoring 
processing and for the keyleSS entry processing. Accord 
ingly, the receiver ID of the security ECU 100 is registered 
as transmitter ID of respective sensors 10, 20, 30, and 40 and 
of the electronic key 200. The registration procedure for the 
pneumatic pressure sensors 10, 20, 30, and 40 is identical 
with that already explained in the first embodiment. Regard 
ing the electronic key 200, the transmitter ID is registered in 
the following manner. 

FIG. 17 shows the ID registration procedure for the 
electronic key 200. First of all, the security ECU 100 is 
switched into the ID transmission mode (step S1410). Next, 
the electronic key 200 is Switched into the ID registration 
mode (step S1420). Then, the security ECU 100 transmits 
the receiver ID (step S1430). The electronic key 200 
receives the receiver ID being thus transmitted from the 
security ECU 100 (step S1440). The electronic key 200 
registers the received receiver ID as its transmitter ID and 
stores the registered transmitter ID into EEPROM (step 
S1450). When the ID registration of the electronic key 200 
is accomplished (YES in step S1460), the electronic key 200 
resumes the ordinary mode (step S1470) and the security 
ECU 100 resumes the ordinary mode (step S1480). Thus, the 
ID registration processing is accomplished. 

Next, the program installed in the security ECU 100 for 
executing the above-described registration processing will 
be explained with reference to the flowchart shown in FIG. 
18. Depressing a predetermined button provided on an 
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operation panel of the security ECU 100 runs the following 
program. The depression of this button also makes the 
security ECU 100 change its operation from the ordinary 
mode to the ID transmission mode. 
As shown in FIG. 18, the ID transmission mode process 

ing for the electronic key 200 includes transmission of a 
trigger Signal for Switching the electronic key 200 into the 
ID registration mode (step S1510). The frequency of this 
trigger Signal is identical with that used in the keyleSS entry 
processing explained with reference to FIG. 16. Next, the 
receiver ID registered in the ROM 103 is read out (step 
S1520). Then, a predetermined bit number of code data is 
added to the readout receiver ID to produce a transmitter ID 
KEYID for the electronic key 200 (step S1530). The 
predetermined bit number of code data being thus included 
in the transmitter ID “KEYID is for discriminating the 
transmitter ID “KEYID from the transmitter IDs assigned to 
respective pneumatic pressure Sensors explained in the 
above-described second embodiment. The transmitter ID 
KEYID of the electronic key 200 is registered in the 
EEPROM 105 (step S1540). The KEYID is transmitted as a 
Signal having the same frequency as that used in the keyleSS 
entry processing (step S1550). Then, it is checked whether 
or not a reply with respect to completion of the ID regis 
tration has arrived from the electronic key 200 (step S1560). 
When no reply has arrived during a predetermined period of 
time (i.e., NO in step S1560), the control procedure returns 
to the above step S1520. On the other hand, when the reply 
with respect to completion of the ID registration has arrived 
(i.e., YES in step S1560), a return trigger signal for returning 
the electronic key 200 to the ordinary mode is transmitted 
(step S1570). The security ECU 100 is returned to the 
ordinary mode (step S1580). Thus, the ID transmission 
mode processing for the electronic key 200 is accomplished. 

Next, the control processing executed in the electronic 
key 200 will be explained with reference to FIG. 19. First of 
all, it is checked whether or not the trigger Signal for 
Switching the operation into the ID registration mode has 
been received (step S1610). When no trigger signal is 
received (i.e., NO in step S1610), this control processing is 
terminated. When the trigger signal is received (i.e., YES in 
step S1610), the electronic key 200 is changed into the ID 
registration mode (step S1620). Then, it is checked whether 
or not the KEYID has been received (step S1630). When the 
KEYID is received (i.e., YES in step S1630), the received 
KEYID is registered as key ID, i.e. transmitter ID, in the 
EEPROM (step S11640). Then, the completion notice of the 
ID registration is returned (step S1650). This notice is 
returned as a signal combined with the KEYID registered in 
the above step S1640. Thereafter, it is checked whether or 
not the return trigger Signal for returning the operation to the 
ordinary mode has been received (step S1660). When the 
return trigger signal has been received (i.e., YES in Step 
S1660), the electronic key 200 is returned to the ordinary 
mode (step S1670). Thus, the control processing of the 
electronic key 200 is accomplished. 
AS a result of the above-described control processing 

executed in the security ECU 100 and the electronic key 
200, the fourth embodiment makes it possible to register the 
transmitter ID (i.e., KEYID) of the electronic key 200 based 
on the receiver ID of the security ECU 100. Furthermore, the 
KEYID of the electronic key 200 is identical with the 
receiver ID of the security ECU 100 except for the bit data 
added to discriminate the type of the transmitter. Thus, it 
becomes possible to commonly perform the collation pro 
cessing for the pneumatic tire pressure monitoring System 
and for the keyleSS entry System. The Software can be 
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Simplified. Especially, directly registering the receiver ID to 
the pneumatic pressure sensors 10, 20, 30, and 40 and to the 
electronic key 200 is effective in realizing more simplified 
System. Furthermore, using the common transmitter ID in 
two different Systems is effective in reducing the required bit 
number of the transmitter ID. 
The present invention is not limited to the above-de 

scribed embodiments and therefore can be modified in 
various ways without departing from the Scope of the 
invention. 

For example, the present invention can be applied to a 
vehicle equipped with only a keyleSS entry System. Further 
more, when the ID registration tool 60 is used, it is possible 
to execute wireleSS processing for receiving the transmitter 
ID between the pneumatic tire preSSure monitoring appara 
tus 50 and the ID registration tool 60 without providing the 
Signal line connecting them. In this case, the ID registration 
tool 60 transmits the transmitter ID to respective pneumatic 
pressure sensors 10, 20, 30, and 40 by wireless. 

Furthermore, when the control processing is performed 
based on information from a transmitter in a vehicle control 
other than the pneumatic tire pressure monitoring System or 
the keyleSS entry System, the collation ID of a receiver may 
be equalized with that of the transmitter. In Such a case, the 
present invention is preferably employable as a vehicle 
control System. Meanwhile, the present invention can be 
also applied to ID registration for a System other than the 
vehicle. 

Furthermore, the ID registered in the transmitter needs not 
be based on the receiver ID. For example, the purpose of the 
present invention is accomplished by transmitting a collation 
ID registered in the receiver to the transmitter and register 
ing it as transmitter ID. Namely, the present invention differs 
from the conventional ID registration method according to 
which the ID of a transmitter is registered in a receiver. 
According to the present invention, the ID information 
registered in a receiver is registered in a transmitter. The ID 
registration according to the present invention is Superior to 
the conventional method in that the ID registration can be 
accurately performed between the transmitter and the 
receiver even in the case that an additional transmitter is 
newly added or the transmitter is modified. 
What is claimed is: 
1. An ID registration method for an ID collation system 

which includes a receiver receiving information transmitted 
from a transmitter, comprising the Steps of: 

causing Said receiver to transmit a collation ID to Said 
transmitter; 

causing Said transmitter to receive Said collation ID 
transmitted from Said receiver and register the received 
collation ID as a registered ID of said transmitter; 

causing Said transmitter to produce transmission informa 
tion including Said registered ID of Said transmitter and 
transmit Said transmission information to Said receiver; 

causing Said receiver to receive Said transmission infor 
mation and compare said registered ID included in Said 
transmission information with said collation ID stored 
in Said receiver to check whether or not said transmis 
Sion information is transmitted from Said transmitter; 
and 

causing Said receiver to perform predetermined process 
ing according to Said transmission information when 
Said transmission information is transmitted from Said 
transmitter. 

2. An ID collation System comprising: 
a transmitter for transmitting information including a 

registered ID; 
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a receiver for receiving the information transmitted from 
Said transmitter; 

a control apparatus for checking the registered ID con 
tained in the information received by the receiver and 

22 
5. A vehicle control System comprising: 
a transmitter for transmitting information required to 

control a device installed in a vehicle; 
a receiver installed in a vehicle body for receiving the 

performing predetermined processing according to Said 5 information transmitted from Said transmitter; 
information based on a check result of the registered a control apparatus installed in the vehicle body for 
ID; checking an ID contained in the information received 

a transmitter mode Switching apparatus for Switching Said by the receiver with reference to a collation ID and 
transmitter into an ID registration mode; and executing control of Said device according to Said 

a receiver mode Switching apparatus for Switching Said 10 information based on check result of ID; 
receiver into an ID transmission mode, a transmitter mode Switching apparatus for Switching Said 

wherein Said receiver comprises an ID transmitting appa- transmitter into an ID registration mode; and 
ratus for transmitting a collation ID used in ID check- a receiver mode Switching apparatus for Switching Said 
ing when the receiver is Switched into the ID transmis- receiver into an ID transmission mode, 
Sion mode by said receiver mode Switching apparatus, 15 wherein said receiver comprises an ID transmitting appa 
and ratus for transmitting said collation ID used in ID 

Said transmitter comprises an ID receiving apparatus for checking when said receiver is Switched into the ID 
receiving the collation ID transmitted from said transmission mode by Said receiver mode Switching 
receiver when said transmitter is Switched into the ID apparatus, and 
registration mode by Said transmitter mode Switching said transmitter comprises an ID receiving apparatus for 
apparatus, and an ID registration apparatus for regis- receiving Said collation ID transmitted from Said 
tering the collation ID received by said ID receiving receiver when said transmitter is Switched into the ID 
apparatus as the registered ID of Said transmitter. registration mode by Said transmitter mode Switching 

3. A vehicle control System comprising: apparatus, and an ID registration apparatus for Storing 
a transmitter installed in a vehicle for transmitting infor- the collation ID received by Said ID receiving apparatus 

mation including a registered ID which is required to as a registered ID of Said transmitter, 
control a device installed in the vehicle; wherein Said device installed in a vehicle is a keyleSS 

a receiver installed in the vehicle for receiving the infor- entry apparatus for executing contactleSS lock/unlock 
mation transmitted from Said transmitter; of a vehicle door, 

a control apparatus for checking the registered ID con- " said transmitter is incorporated in an electronic key, and 
tained in the information received by the receiver with said control apparatus executes the contactless lock/un 
reference to a collation ID and executing control of Said lock of the vehicle door based on checking result of ID 
device according to Said information based on a check of the electronic key contained in the information 
result of the registered ID; 35 received by Said receiver. 

a transmitter mode Switching apparatus for Switching Said 6. A vehicle control System comprising: 
transmitter into an ID registration mode; and a transmitter for transmitting information required to 

a receiver mode Switching apparatus for Switching Said control a device installed in a vehicle; 
receiver into an ID transmission mode, a receiver installed in a vehicle body for receiving the 

wherein Said receiver comprises an ID transmitting appa- 40 information transmitted from Said transmitter; 
ratus for transmitting said collation ID used in ID a control apparatus installed in the vehicle body for 
checking when said receiver is switched into the ID checking an ID contained in the information received 
transmission mode by Said receiver mode Switching by the receiver with reference to a collation ID and 
apparatus, and executing control of Said device according to Said 

said transmitter comprises an ID receiving apparatus for as information based on check result of ID; 
receiving Said collation ID transmitted from Said a transmitter mode Switching apparatus for Switching Said 
receiver when said transmitter is Switched into the ID transmitter into an ID registration mode; and 
registration mode by Said transmitter mode Switching a receiver mode Switching apparatus for Switching Said 
apparatus, and an ID registration apparatus for regis- receiver into an ID transmission mode, 
tering the collation ID received by said ID receiving so wherein said receiver comprises an ID transmitting appa 
apparatus as the registered ID of Said transmitter, ratus for transmitting said collation ID used in ID 

wherein Said device is a pneumatic air pressure monitor- checking when said receiver is Switched into the ID 
ing apparatus for displaying monitoring result with transmission mode by Said receiver mode Switching 
respect to an air pressure of a tire installed in Said apparatus, and 
vehicle, 55 said transmitter comprises an ID receiving apparatus for 

Said transmitter is incorporated in a pneumatic pressure receiving Said collation ID transmitted from Said 
Sensor attached to Said tire, and receiver when said transmitter is Switched into the ID 

Said control apparatus executes control for the display of registration mode by Said transmitter mode Switching 
monitoring result with respect to the air pressure of the apparatus, and an ID registration apparatus for Storing 
tire installed in Said vehicle when the information 60 the collation ID received by Said ID receiving apparatus 
received by Said receiver is confirmed based on the 
result of ID checking as being transmitted from the 
pneumatic pressure Sensor attached to Said tire. 

4. The vehicle control system in accordance with claim 3, 

as a registered ID of Said transmitter, 
wherein Said device installed in a vehicle includes a 

pneumatic air preSSure monitoring apparatus for dis 
playing monitoring result with respect to an air preSSure 

wherein said collation ID is transmitted to said transmitter 65 
via a transmitter antenna provided in a tire house of Said 
vehicle. 

of a tire installed in Said vehicle and a keyleSS entry 
apparatus for executing contactleSS lock/unlock of a 
Vehicle door, 
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Said transmitter is incorporated in a pneumatic pressure 
Sensor attached to Said tire and also in an electronic key, 
and 

Said control apparatus executes control for the display of 
monitoring result with respect to the air pressure of the 
tire installed in said vehicle when the information 
received by Said receiver is confirmed based on the 
result of ID checking as being transmitted from the 
pneumatic pressure Sensor attached to Said tire, and 
also executes the contactleSS lock/unlock of the vehicle 
door when the information received by said receiver is 
confirmed based on the result of ID checking as being 
transmitted from an authorized electronic key. 

7. The vehicle control system in accordance with claim 3, 
wherein said collation ID is determined based on an ID 
assigned inherently to Said receiver. 

8. The vehicle control system in accordance with claim 3, 
wherein said collation ID is transmitted to said transmitter 
via a predetermined external device. 

9. The vehicle control system in accordance with claim 8, 
wherein Said external device is detachably connected via a 
Signal line to Said receiver and to Said transmitter. 

10. The vehicle control system in accordance with claim 
9, wherein 

Said transmitter mode Switching apparatus is provided in 
Said transmitter while Said receiver mode Switching 
apparatus is provided in Said receiver, and 

Said external device comprises a trigger Signal transmit 
ting apparatus which transmits a trigger Signal for 
causing Said transmitter mode Switching apparatus to 
Switch Said transmitter into the ID registration mode 
and a trigger signal for causing said receiver mode 
Switching apparatus to Switch said receiver into the ID 
transmission mode. 

11. A pneumatic tire preSSure monitoring apparatus com 
prising: 

a pneumatic preSSure Sensor for each tire of a particular 
vehicle for transmitting an air-pressure Signal together 
with a Sensor ID of Said pneumatic pressure Sensor, 

a receiver installed in the particular vehicle for receiving 
the air-pressure Signal together with the Sensor ID from 
one of the pneumatic preSSure Sensors, 

a control apparatus for checking whether or not the 
received sensor ID agrees with the collation ID deter 
mined based on an ID assigned inherently to Said 
receiver, and for executing control for monitoring an air 
preSSure of Said tire relating to the pneumatic pressure 
Sensor with reference to Said air-pressure Signal based 
on check result of the received sensor ID; and 

a receiver mode Switching apparatus for Switching Said 
receiver into an ID transmission mode, 

wherein Said receiver comprises an ID transmitting appa 
ratus for transmitting the collation ID used in ID 
checking when said receiver is switched into the ID 
transmission mode by Said receiver mode Switching 
apparatus, 

and wherein each of the pneumatic pressure Sensors of the 
tires of the particular vehicle comprises an ID receiving 
apparatus for receiving the collation ID transmitted 
from Said receiver, and an ID registration apparatus for 
registering the collation ID received by said ID receiv 
ing apparatus as the Sensor ID of the pneumatic pres 
SUC SCSO. 

12. A pneumatic tire pressure Sensor comprising: 
a pressure Sensor installed in a particular vehicle for 

detecting an air pressure of a tire of the particular 
vehicle; 
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a receiving circuit for receiving a collation ID transmitted 

from a pneumatic tire pressure monitoring apparatus of 
the particular vehicle; 

a transmitter ID registering apparatus for registering Said 
collation ID received via Said receiving circuit as a 
transmitter ID; 

an ID memory for storing the transmitter ID registered by 
Said transmitter ID registering apparatus, and 

a transmitting circuit for transmitting a Signal of the air 
preSSure of the tire detected by Said pressure Sensor 
together with the transmitter ID stored in said ID 
memory to the pneumatic tire pressure monitoring 
apparatus, the pneumatic tire pressure monitoring appa 
ratus checking whether or not the Signal of the air 
preSSure is transmitted from Said pressure Sensor by 
comparing the transmitter ID with the collation ID, and 
performing predetermined processing according to the 
Signal of the air pressure when the Signal of the air 
preSSure is transmitted from Said pressure Sensor. 

13. The pneumatic tire pressure Sensor in accordance with 
claim 12, wherein 

Said receiving circuit receives a signal via a cable, and 
Said ID memory is a rewritable memory element having 

an overwriting function for renewing the data Stored 
therein. 

14. An ID registration tool for a pneumatic tire pressure 
monitoring System including a pneumatic pressure Sensor 
attached to a tire of a vehicle and a pneumatic tire pressure 
monitoring apparatus installed in a vehicle body 

wherein Said ID registration tool comprises: 
an ID transmission requesting apparatus for requesting 

Said pneumatic tire pressure monitoring apparatus to 
transmit a collation ID used in ID checking, 

an ID receiving circuit for receiving the collation ID 
transmitted from Said pneumatic tire pressure monitor 
ing apparatus in response to a request of Said ID 
transmission requesting apparatus, and 

an ID transmitting circuit for transmitting the collation ID 
received by Said ID receiving circuit to Said pneumatic 
preSSure Sensor, Said pneumatic pressure Sensor regis 
tering the collation ID transmitted by said ID transmit 
ting circuit as a transmitter ID, Said pneumatic pressure 
Sensor transmitting an air-preSSure Signal together with 
the transmitter ID of Said pneumatic pressure Sensor to 
Said pneumatic tire preSSure monitoring apparatus, Said 
pneumatic tire pressure monitoring apparatus receiving 
the air-pressure Signal together with the transmitter ID, 
checking whether or not the received air-pressure Sig 
nal is transmitted from Said pneumatic pressure Sensor 
by comparing the received transmitter ID with the 
collation ID, and monitoring an air preSSure of the tire 
indicated by the air-pressure Signal when the air-pres 
Sure Signal is transmitted from Said pneumatic pressure 
SCSO. 

15. The vehicle control system in accordance with claim 
5, wherein said collation ID is determined based on an ID 
assigned inherently to Said receiver. 

16. The vehicle control system in accordance with claim 
6, wherein said collation ID is determined based on an ID 
assigned inherently to Said receiver. 

17. The vehicle control system in accordance with any 
claim 5, wherein said collation ID is transmitted to said 
transmitter via a predetermined external device. 

18. The vehicle control system in accordance with claim 
6, wherein said collation ID is transmitted to said transmitter 
via a predetermined external device. 
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19. The ID registration method in accordance with claim 
1, wherein said collation ID is determined based on an ID 
assigned inherently to Said receiver. 

20. The ID registration method in accordance with claim 
1, wherein said receiver is installed in a vehicle in which said 5 
transmitter is installed. 

21. The ID registration method in accordance with claim 
2, wherein said collation ID is determined based on an ID 
assigned inherently to Said receiver. 

26 
22. The ID collation system in accordance with claim 2, 

wherein Said receiver is installed in a vehicle in which Said 
transmitter is installed. 

23. The ID registration tool in accordance with claim 14, 
wherein said collation ID is determined based on an ID 
assigned inherently to Said pneumatic tire pressure monitor 
ing apparatus. 
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