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(57) Abstract 

The invention provides a method and system for 
providing route guidance and other information from a base 
unit (12) to a remote unit (16, 18, 20) in response to a 
request from the remote unit. A query (120) is formatted 
at the remote unit, the query including the request, and is 
transmitted from the remote unit to the base unit. Requested 
route guidance information is calculated at the base unit in 
response to the query, using a large up-to-date database (72) 
located at the base unit. A response (160) to the query 
is formatted at the base unit, the response including route 
guidance information. The response is then transmitted from 
the base unit to the remote unit for display. The transmission 
is made in a compact form through the use of maneuver arms 
(figs. 6 to 10) and combined maneuver arms (fig. 39) and 
through the use of tokenized forms (fig. 40). A maneuver arm 
represents a road at an intersection, for depiction on a display, 
by one or two endpoint coordinates. The tokenized forms are 
expanded at the remote unit into textual driving instructions 
for each of one or more languages. In addition, the amount 
of information available at a remote unit can be increased by 
providing the remote unit with information from the base unit 
which is not adequately covered by any databases on-board 
the remote unit. 
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ELECTRONIC NAVIGATION SYSTEM AND METHOD 

Background of the Invention 

The invention relates generally to a system and 

method for providing route guidance and tracking 

5 information and other information from a base unit to a 

mobile unit over wireless, wireline, or optical devices. 

The invention more particularly relates to an apparatus 

and method for providing to a mobile unit route guidance 

and tracking information and other information which has 

10 been calculated and/or stored at a base unit in response 

to a query from the mobile unit. 

Systems have already been developed which provide 

geographical or position-dependent information to a 

mobile user. Such systems are generally installed in an 

15 automobile or other vehicle. These systems generally 

include an on-board geographic database which may be 

accessed to determine geographic information, such as 

locations of points of interest, directions to points of 

interest, and directions between a specified origin and 

20 a destination. An on-board computer calculates route 

guidance information using data from the database in 

response to user inputs. 

Such systems are known as autonomous route guidance 

systems since they are independent and self-contained. 

25 The systems generally include a geographic database, 

positioning sensors, and a computer including a keyboard 

and display. The geographic database is a representation 

of a region or metropolitan area and may include, for 

example, street names, navigation attributes, such as 

30 turn restrictions and one-way streets, street addresses, 

and points of interest, such as airports, restaurants and 

museums. The positioning sensors may determine 

geographic position from RF (Radio Frequency) 

triangulation or in response to signals from, for 

35 example, GPS (Global Positioning System), LORAN C or 

other similar positioning systems, and from motion and 

direction detectors. The computer calculates route 
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guidance information in response to inputs from the other 

system components as well as from operator input. The 

route guidance information is provided to the user in the 

form of navigational text or map graphics. 

5 Autonomous route guidance systems have many 

drawbacks, however, which have prevented their widespread 

use. Because the system is autonomous and has an on­

board database, the system must include large storage 

capabilities for storing all of the data which form the 

10 database. Technologies such as CD-ROM have allowed 

storage of an entire database but require still a 

tradeoff between cost and fast, efficient data access. 

Another problem with autonomous route guidance 

systems is maintenance and currency of the database. As 

15 new streets are built, or as old streets are 

reconfigured, as businesses and other points of interest 

open and close, the database on CD-ROM or other media 

becomes out of date. In addition, when a database is 

compiled, it may include errors which are then replicated 

20 in the many copies provided to users. These errors may 

require correction in the user copies by replacing those 

database copies. Moreover, incorrect or outdated 

information in the database can lead to errors when 

calculating routes. When an out-of-date database does 

25 not include the information that a particular roadway is 

closed, the system may be unable to calculate an 

alternate route. 

Autonomous route guidance 

improve the accuracy of the 

system 

system 

providers may 

by providing 

30 occasional database updates to users. However, 

distribution of the database, in a medium such as CD-ROM 

or floppy disk, to remotely located mobile users may be 

difficult. In addition, the media themselves are 

expensive since they may generally be used only a single 

35 time. 

Other aspects of such prior art autonomous route 

guidance systems add to their cost and inconvenience. 

Because the systems are autonomous, they must include all 

components, including the computer, the database and the 

" 
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position sensor. Using present technology, such a system 

is too heavy and too large to be readily transported by 

an individual. In addition, the complete system has 

power requirements which make battery operation 

5 impractical. As a result, autonomous route guidance 

systems have been limited to installation in automobiles 

or other vehicles which can accommodate the size and 

power requirements of such a system. The current best 

price for a complete autonomous route guidance system is 

10 substantial. This includes only the cost for a single, 

dedicated autonomous route guidance system. 

Another typr of route guidance system has been 

tested in Europe using beacons to provide a guidance 

signal to on-board equipment. The system directs the 

15 user to travel from beacon to beacon, creating a step­

wise path between an origin and a destination because of 

the fixed locations of the beacons. The navigational 

information thus provided forms a generally inefficient 

routing path from origin to destination. In addition, 

20 such a system does not provide the capability to query a 

database for information about nearby points of interest 

and other geographical information. 

Therefore, there is a need for a routing and 

information system that continually provides access to 

25 up-to-date, correct geographic information by a remote 

user. There is a further need for a routing and 

information system which can be implemented on 

lightweight, portable devices for easy, convenient 

transportation and use. There is a further need for a 

30 routing and information system which is independent of 

any particular hardware configuration and which may be 

implemented on any suitably equipped data processing 

apparatus, such as a desktop personal computer, a laptop 

computer, a personal digital assistant or even a pager. 

35 There is a further need for a routing and information 

system which provides communication between mobile units 

and a base unit over any available channel, including 

wireless, wireline, and optical channels. There is a 

still further need for a data communication protocol for 
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providing accurate, reliable communication in such a 

system, independent of hardware configuration and in a 

compact form. 

Summary of the Invention 

An object of the invention is to provide a method 

and system for transmitting route guidance and other 

information from a base unit to a remote unit in a 

compact form. 

Another object of the invention is to provide a 

10 method and system for transmitting route guidance and 

15 

other information from a base unit to a remote unit in a 

language independent form such that the remote unit can 

provide the information to a user in any language or form 

desired by the user at the remote unit. 

Another object of the invention is to provide a 

method and system for transmitting route guidance and 

other information from a base unit to a remote unit in 

which the amount of information available at a remote 

unit can be expanded by providing the remote unit with 

20 information from the base unit which is not adequately 

covered by any databases on-board the remote unit. 

The invention provides a method and system for 

providing route guidance and other information from a 

base unit to a remote unit in response to a request from 

25 the remote unit. A query is formatted at the remote 

unit, the query including the request, and is transmitted 

from the remote unit to the base unit. Requested route 

guidance information is calculated at the base unit in 

response to the query, using a large up-to-date database 

30 located at the base unit. A response to the query is 

formatted at the base unit, the response including route 

guidance information. The response is then transmitted 

from the base unit to the remote unit for display. 

The transmission is made in a compact form through 

35 the use of maneuver arms and combined maneuver arms and 

through the use of tokenized forms. These tokenized 

., 
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forms represent a large amount of textual information by 

one or several alphanumeric characters. 

A maneuver arm represents a road at an intersection, 

for depiction on a display, by one or two endpoint 

5 coordinates. If two intersections are sufficiently close 

together, a first set of maneuver arms for one 

intersection and a second set of maneuver arms for the 

other intersection are combined to produce a combined set 

of endpoints for transmission in a compact form to depict 

10 the first set of maneuver arms and the second set of 

maneuver arms on a common display. 

The tokenized forms are expanded at the remote unit 

into textual driving instructions for each of one or more 

languages. In addition, the amount of information 

15 available at a remote unit can be increased by providing 

the remote unit with information from the base unit which 

is not adequately covered by any databases on-board the 

remote unit. 

Other objects, features, and advantages of the 

20 invention will be apparent from the detailed description 

set forth below. 

Brief Description of the Drawings 

The features of the invention are set forth with 

particularity in the appended claims. The invention, 

25 together with further objects and advantages thereof, may 

be further understood by making reference to the 

following description taken in conjunction with the 

accompanying drawings, wherein: 

Fig. 1 is a functional block diagram illustrating a 

30 system of the invention; 

Fig. 2 is a flow diagram illustrating a method of 

the invention; 

Fig. 3 is a diagram illustrating a data 

communication protocol for communicating data from a 

35 mobile, or remote, unit to a base unit in accordance with 

the invention and which is used in conjunction with the 

system of Fig. 1 and the method of Fig. 2; 

Toyota Petition '743 Exhibit 1004 
Page 7 of 65



WO96/00373 PCT/US95/07859 

-6-

Fig. 4 is a diagram illustrating a data 

communication protocol for communicating data from a base 

unit to a mobile unit in accordance with the invention 

and which is . used in conjunction with the system of 

5 Fig. 1 and the method of Fig. 2; 

Fig. 5 is a diagram illustrating a suitable sign 

convention for maneuver arm endpoint coordinates; 

Figs. 6 to 10 show examples of maneuver arms 

displays in a remote unit; 

10 Figs. 11 to 14 illustrate data that is transferred 

15 

between a remote unit and a base unit in the example of 

Figs. 6 to 10; 

Figs. 15 to 38 illustrate additional examples of 

data transferred between a remote unit and a base unit; 

Fig. 39 illustrates a combined maneuver arms 

display; 

Fig. 40 illustrates some examples of tokens and 

corresponding expanded English, Spanish, and German text; 

and 

20 Fig. 41 is a flowchart used for explaining operation 

of a stripmap request feature of the invention. 

Detailed Description of Preferred Embodiments 

Overview 

The invention provides a method of providing route 

25 guidance information and other information from a base 

unit to a mobile unit in response to a request from the 

mobile unit. The method comprises the steps of 

formatting a query at the mobile unit, the query 

including the request, communicating the query from the 

30 mobile unit to the base unit, and calculating route 

guidance information at the base unit in response to the 

query. The method further comprises the steps of 

formatting a response to the query at the base unit, the 

response including route guidance information, and 

35 communicating the response from the base unit to the 

mobile unit. The guidance information may include 
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navigation instructions from an origin to a destination, 

information about one or more points of interest within 

a particular region, or other geographically referenced 

information. 

The invention further provides a system for 

communicating routing information between a base unit and 

a mobile unit. The system comprises an input means at 

the. mobile unit for providing an origin and a 

destination. The system further comprises a calculating 

10 means at the base unit for calculating a route between 

the origin and the destination. The system still further 

comprises communication means for communicating the 

origin and the destination from the mobile unit to the 

base unit and for communicating the route from the base 

15 unit to the mobile unit. The routing information may 

include navigation instructions from an origin to a 

destination, information about one or more points of 

interest within a particular region, or other 

geographically referenced information. 

20 The invention still further provides a method of 

providing routing information to a mobile unit. The 

method comprises the steps of providing an origin and a 

destination from the mobile unit to a base unit, the base 

unit located remotely from the mobile unit. The method 

25 further comprises the steps of calculating at the base 

unit a route between the origin and the destination, and 

providing the route to the mobile unit. 

The invention still further provides a system for 

providing route guidance information to a remote location 

30 from a central location. The system comprises a mobile 

unit including an input means for providing at least a 

route destination and an output means for providing an 

indication of the route guidance information. The system 

further comprises a first transmission means at the 

35 mobile unit for transmitting destination data and origin 

data from the mobile unit, the destination data being 

indicative of a route destination and the origin data 

being indicative of a route origin. The system still 

further comprises a base unit at the central location. 
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The base unit includes a first receiving means for 

receiving the destination data and the origin data from 

the first transmission means, a calculating means coupled 

with the receiving means for calculating a route to the 

5 route destination from a route origin responsive to the 

destination data and the origin data, and a second 

transmission means for transmitting routing data, the 

routing data being indicative of the route. The system 

still further comprises a second receiving means at the 

10 mobile unit for receiving the routing data from the 

second transmission means, the second receiving means 

being coupled with the output means for providing the 

route guidance information to the input means responsive 

to the routing data. 

15 The invention also provides a system and method for 

providing geographically referenced information from a 

base unit or server to a mobile unit. The mobile unit 

may be a transportable device such as a laptop computer 

or personal digital assistant (PDA), or may be a desktop 

20 personal computer or any other device permitting data 

entry and display, printing, or sounding of the provided 

information. 

The mobile unit communicates with the base unit 

using any available communication system, such as land 

25 line telephone link, cellular telephone or radio 

frequency transmission. Queries are communicated from 

the mobile unit to the base unit. The query requests 

route guidance information, information about a point of 

interest or other geographical information. The query is 

30 formatted in a specified protocol. The base unit 

communicates responses to queries, the responses also 

being formatted in a specified protocol. The responses 

may include, for example, textual navigational directions 

and/or maneuver arms showing graphical representations of 

35 street intersections and the calculated route through the 

intersection. Transmitting only a representation of the 

intersection, rather than all geographical features 

around the intersection, allows the response, including 

the maneuver arms, to be transmitted over a low bandwidth 
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channel. The invention operates independently of the 

communication system and is adaptable to any system. The 

invention allows support for many different mobile unit 

platforms, taking advantage of each platform's 

5 capabilities while retaining as much system-level look 

and feel consistency as possible. 

The base unit includes a geographical database, such 

as the Navigation Technologies Corp. navigable map 

database. The geographical database stores a variety of 

10 geographical and position-oriented attributes, such as 

street addresses, turn restrictions and points of 

interest. The points of interest are preferably 

organized according to different parameters, including 

point of interest type, such as "restaurant" or "museum; 11 

15 point of interest name; city; driving distance; and/or 

driving time. The base unit further includes a server 

for receiving queries from one or more mobile units, 

resolving ambiguities in the queries, determining a 

response to a query, and accessing the geographical 

20 database as needed. The server formats a response to the 

query and communicates the response to the mobile unit. 

In a first mode of operation, an origin and a 

destination are entered at the mobile unit. The origin 

and/or the destination may be in the form of a street 

25 address, an intersection of two streets, or a point of 

interest previously identified in the geographical 

database. The origin and destination are communicated 

from the mobile unit to the base unit. The base unit 

calculates a route between the specified origin and 

30 destination. The routing information is communicated 

from the base unit to the mobile unit where it is 

displayed by the mobile unit. The display can be a 

graphical display, showing map portions and providing 

travel directions along with a display of highway signs 

35 and other information. The display can include textual 

information providing travel directions. The mobile unit 

may supply a digitally synthesized voice which audibly 

presents the travel directions to the user. In some 

applications, the display is stylized to display 
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additional information to the user or to display 

information in a more realistic or more informative form. 

For example, the display can indicate in graphical form 

whether an on or off ramp is a tight or gentle turn by 

5 displaying stylized ramps. Shapepoints, that is, points 

which more accurately depict the physical shape of a 

road, can be generated either by the base unit or by a 

remote unit. 

In a second mode of operation, the mobile unit 

10 formulates a query requesting information about points of 

interest within a specified distance of an origin. The 

origin may be specified by street address, intersecting 

streets, by geographic position or by reference to a 

point of interest. The query is communicated from the 

15 mobile unit to the base unit. The base unit uses the 

geographical database to formulate a response. The 

response is communicated from the base unit to the mobile 

unit for display to the user. 

In a third mode of operation, a mobile unit provides 

20 information specifying its location to the base unit. A 

control unit requests tracking information about the 

mobile unit from the base unit. The control unit may be, 

for example, another personal computer, coupled to the 

base unit through an external interface, either directly 

25 or through a communications network. The base unit 

provides to the control unit tracking information 

including the current location of the mobile unit with 

respect to the street network and the route covered by 

the mobile unit. 

30 The invention further provides a protocol for 

communicating a query from the mobile unit to the base 

unit and for communicating a response from the base unit 

to the mobile unit. The protocol allows transmission of 

variable length messages, as required by the individual 

35 mobile unit or communication link. The protocol includes 

error checking, time stamping and subscriber information. 

The protocol further includes information specifying 

origin and destination, for a query, and message type and 
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message contents, such as route information, for a 

response. 

The invention thus provides geographically 

referenced information from a base unit to a mobile unit, 

5 the mobile unit needing only data entry and display 

devices and a communications link. An advantage of the 

invention is that the invention provides this capability 

in a mobile unit which does not require on-board database 

storage or position finding equipment at the mobile unit. 

10 A further advantage of the invention is that the 

invention provides a mobile unit with access to a larger, 

more comprehensive database. For example, prior art CD­

ROM-based databases are limited to 600 MB of storage 

which may be sufficient to store map information for only 

15 a single metropolitan region. In contrast, the invention 

allows the mobile unit to access map information for many 

metropolitan regions or an entire nation, as well as 

other information, such as on-line yellow page 

information or news, weather and/or traffic advisory 

20 information, which may be provided by third-party 

information providers. Such information can be provided 

on a geographic specific basis. A still further 

advantage of the invention is that the invention permits 

automatic, real time database updates by maintaining the 

25 database only at the base unit, avoiding the need to 

distribute database updates to the mobile units. 

A further advantage of the invention is that the 

invention provides a method for communicating requests 

for routing information and responses including routing 

30 information in which the method is independent of 

specific hardware. A further advantage of the invention 

is providing a system which can be implemented using any 

commonly available hardware devices, including laptop 

computers, personal digital assistants and other 

35 transportable units communicating via wireless, wireline, 

and/or optical systems. 

A still further advantage of the invention is 

efficiently conveying complex information, including 

graphical information, over communication channels having 

Toyota Petition '743 Exhibit 1004 
Page 13 of 65



WO96/00373 PCT/US95/07859 

-12-

a limited bandwidth using data compression and a novel 

protocol, to be described in detail below. This allows 

a system in accordance with the invention to dynamically 

transmit selected map portions for display on a capable 

5 mobile unit. The geographical information may be saved 

at the mobile unit for later retrieval and display, 

without having to again access the base unit. 

System Description 

Fig. 1 is a functional block diagram of a system 10 

10 embodying the invention. The system 10 includes a base 

unit 12 and a plurality 14 of remote units arranged to 

communicate with the base unit 12. The base unit 12 

includes a central processing unit (CPU) and a program 

memory which stores programs for performing the functions 

15 described below. IBM RS/6000 series computers are 

suitable for such a purpose; however, many other computer 

systems can be used. The plurality 14 of remote units 

may include, for example, a desktop personal computer 

(PC) 16 such as IBM compatible PC's and the Apple Newton, 

20 a laptop personal computer (PC) 18, or a pager 20. 

Suitable program languages include ANSI C and MS-Visual 

Basic. 

The plurality 14 of remote units may include any 

number of mobile units. The base unit 12 is pref_erably 

25 located at a single, central location. One remote unit 

may be permanently located at a single site, such as 

desktop personal computer 16. Another remote unit may be 

mobile or transportable, such as laptop personal computer 

18 or pager 20. As used herein, the term "mobile unit" 

30 includes both remote units which may be permanently 

located at a single site and remote units which are 

mobile or transportable. 

Communications between the base unit and the remote 

units are packetized. A packet contains one or more 

35 messages. 

The desktop personal computer 16 is an example of 

one type of mobile unit which may be included in the 

Toyota Petition '743 Exhibit 1004 
Page 14 of 65



WO96/00373 PCT/US95/07859 

-13-

system 10. The desktop personal computer 16 preferably 

includes a modem 22, a memory 26, a keyboard 28, a 

display 30 and a microprocessor 32. The modem 22 is 

adapted to be coupled to a telephone line 24. The 

5 telephone line 24 is in turn coupled to the commercial 

telephone system 25. The modem 22 may be, for example, 

a serial (dial-up line) modem such as a modem compatible 

with an AT command set which is built into the desktop 

personal computer 16, a stand-alone modem, or a PCMCIA 

10 modem. Alternatively, the modem may be for use with a 

specialty wireless transmission network such as ARDIS, 

CDPD (cellular digital packet data) or RAM. Still 

further, the modem may be of a type custom designed for 

the desktop personal computer 16. The modem 22 forms a 

15 transmission means at the mobile unit for transmitting 

the origin and the destination and a receiving means at 

the mobile unit for receiving the responses, including 

the route, from the base unit 12. 

The microprocessor 32 responds to program 

20 instructions and data stored in the memory 26. To 

activate the system 10, a user manipulates the keyboard 

28 to formulate a request. The request may, for example, 

seek the route between an origin and a destination. The 

keyboard 28 thus provides an input means at the mobile 

25 unit for providing an origin and a destination. The 

desktop PC 16, under control of a program of instructions 

stored in the memory 26, conveys the request over the 

telephone line 24 to the base unit 12. The base unit 12 

formulates a response to the request and conveys the 

3 0 response over the telephone line 24 to the desktop PC 16. 

The response to the request is displayed on the display 

30. The display 30 thus forms an output means at the 

mobile unit for providing an indication of the route 

provided in the response. In addition, the response may 

35 be stored in the memory 26 for later retrieval and 

display. The memory 26 thus provides a storage means at 

the mobile unit for storing the route communicated from 

the base unit. 
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The laptop personal computer 18 is another example 

of a mobile unit which can be used in the system 10. The 

laptop PC 18 includes a modem 34, a memory 40, a position 

locator 42, a keyboard 44, a display 46 and a 

5 microprocessor 48. The modem 34 is coupled to an antenna 

36 for sending and receiving cellular telephone calls in 

conjunction with the cellular telephone system 38, which 

is a portion of the commercial telephone system 25. The 

modem 34 may be, for example, any of the modem types 

10 described in conjunction with the modem 22 of the desktop 

personal computer 16. 

The microprocessor 48 operates in response to 

program instructions and data stored in the memory 40. 

The position locator 42 provides the geographical 

15 position of the laptop PC 18. For example, the position 

indicator 42 may perform radio frequency (RF) 

triangulation or may be responsive to GPS (Global 

Positioning System), LORAN C signals or other satellite 

positioning systems for providing latitude and longitude 

20 positioning information. The position locator 42 thus 

provides a position determining means for determining the 

geographical position of the mobile unit. The laptop PC 

18, in response to the program instructions stored in the 

memory 40, provides a request over the commercial 

25 telephone system to the base unit 12. The request may 

be, for example, for the route between an origin_ and a 

destination. The origin may be specified either by 

manipulating the keyboard 44 or by providing the latitude 

and longitude information produced by the position 

30 locator 42. The base unit 12 provides a response to the 

request to the laptop PC 18. The response is displayed 

on the display 46. 

The pager 20 provides another example of a remote 

unit which can be used in the system 10. The pager 20 

35 includes an RF interface 50 coupled to an antenna 52 for 

receiving RF signals from an antenna 54 coupled to the 

base unit 12. The pager 20 further includes a 

microprocessor 56 responsive to program instructions and 

data stored in a memory 58. In response to information 
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transrnitted from the base unit 12 and received at the 

antenna 52, the microprocessor 56 displays information, 

such as geographical directions, on a display 60. 

In another mode of operation, one mobile unit, such 

5 as the desktop personal computer 16, may track another 

mobile unit, such as the laptop personal computer 18, 

using the system 10. A user of the desktop personal 

computer 16 may manipulate the keyboard 28 to request 

route guidance information such as tracking information. 

10 The request is transmitted over the telephone line 24 to 

the base unit 12. The base unit 12 formulates a response 

based on the geographic position information provided by 

the position locator 42 of the laptop PC 18. The 

response is transmitted over the telephone line 24 to the 

15 desktop personal computer 16 for display on the display 

30. 

Thus, the system 10 provides gee-referenced 

information over, for example, wireless and wireline 

devices to mobile and remote users. It is understood 

20 that the communications technologies and the mobile units 

illustrated in Fig. 1 may be combined in ways other than 

those illustrated in Fig. 1. For example, the desktop 

personal computer lq may include an RF interface such as 

the RF interface 50 of the pager 20. Similarly, the 

25 modern 34 of the laptop PC 18 may be adapted for coupling 

directly to a telephone line such as telephone line 24. 

In addition, other types of mobile units, such as 

personal digital assistants (PDAs), may be included in 

the system 10. Moreover, mobile units may access the 

30 base unit indirectly by communicating directly with a 

third-party information provider, such as Prodigy™, which 

in turn conveys queries to and responses from the base 

unit 12. In accordance with the invention, the invention 

operates independently of particular hardware 

35 configurations of the plurality 14 of remote units and of 

the communications system. 

The base unit 12 includes an I/0 interface 62, a 

query resolver 64, a route calculator 66, a distance and 

time travel estimator 68, a surroundings explorer 70, a 
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map database 72, an on-line traffic and map updater 72U, 

and a third-party data integrator 80. The I/0 interface 

62 includes a telephone interface 74 for coupling the 

base unit 12 to the commercial telephone system 25 

5 including the telephone line 24. The I/0 interface 62 

further includes an RF interface 76 for coupling the base 

unit 12 with RF communication devices such as an antenna 

54. The I/0 interface 62 and the modem 22 thus provide 

a communication means for communicating an origin and a 

10 destination from the desktop personal computer 16 to the 

base unit 12 and for communicating a route from the base 

unit 12 to the desktop personal computer 16. The I/0 

interface 62, the modem 34 and the antenna 36 provide a 

communication means for communicating the origin and the 

15 destination from the laptop personal computer 18 to the 

base unit 12 and for communicating the route from the 

base unit 12 to the laptop personal computer 18. 

The I/0 interface 62 may further include a network 

interface 75 for coupling the base unit 12 to one or more 

20 wireless or wireline communication networks such as CDPD 

(cellular digital packet data), TCP/IP (transmission 

control protocol/Internet protocol), ARDIS or RAM. The 

I/0 interface 62 may further include an external 

interface 77 for coupling the base unit 12 to a control 

25 unit 84. The control unit 84 provides an external link 

to the base unit 12 and may be, for example, a personal 

computer coupled over a wireless or wireline network or 

a directly connected terminal. The control unit 84 may 

include, for example, a keyboard 86 and a display 88. 

30 The control unit 84 may request tracking information 

about the location of one or more mobile units. For 

example, a mobile unit may be located in an armored 

vehicle transporting valuables along a specified route. 

The control unit may receive tracking information from 

35 the base unit and, if the mobile unit in the armored 

vehicle varies from the specified route by a 

predetermined amount, sound an alarm or trigger some 

other action. 
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The I/0 interface 62, including the telephone 

interface 74 and the RF interface 76, provide a means for 

coupling the base unit 12 with communications media such 

as the commercial telephone system and other wireline and 

5 wireless devices. The I/0 interface 62 thus receives 

queries from the plurality 14 of remote units and 

transmits the responses from the base unit 12 to the 

plurality 14 of remote units. The I/0 interface 62 

therefore provides a receiving means at the base unit for 

10 receiving the origin and destination and a transmitting 

means at the base unit for transmitting the route to a 

mobile unit. 

The query resolver 64 receives the request from the 

I/0 interface 62. When a request is entered at one of 

15 the plurality 14 of remote units, a mistake may be made. 

For example, in manipulating the keyboard 44 of the 

laptop personal computer 18, the user may have entered 

"O'HAIR," intending to enter "O'HARE," indicating O'Hare 

Airport. Other ambiguities may be in the format of the 

20 address provided, in the latitude and longitude of the 

position provided, or in the definition of cross streets. 

The function of the query resolver 64 is to resolve such 

ambiguities in the query at the base unit 12 and convey 

the query for further processing. 

25 After the query resolver, the query is routed to the 

route calculator 66. In a manner well known in the art, 

the route calculator 66 determines a route between a 

specified origin and destination using the map database 

72. The map database 72 may be, for example, the 

3 O navigable map database maintained by Navigation 

Technologies Corp. The map database 72 preferably 

includes an accurate, complete, and up-to-date 

representation of geographic information such as 

addresses, street names, navigation attributes ( including 

35 turn restrictions, one-way streets, physical dividers, 

relative heights, freeway sign text, and so forth), as 

well as point of interest categories, such as parks, 

schools, hospitals, restaurants, and golf courses 

associated with the geographic information. The on-line 
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traffic and map updater 72U receives updating information 

from map database vendor(s) 81 and traffic information 

providers 83 and maintains map database 72 current. 

In determining the route, the route calculator 66 

5 preferably takes into account routing restrictions such 

as toll road avoidance, turn restrictions at a specified 

time of day, and other restrictions. Such routing 

restrictions may be specified by an operator at the base 

unit 12 in response to a temporary condition or may be 

10 added to the map database 72 when the restrictions become 

nationally available. The route calculator 66 thus forms 

a calculating means at the base unit for calculating a 

route between the origin and the destination. The map 

database may be divided into geographic areas such as 

15 metropolitan areas. Providing the route calculation 

function in the base unit 12 reduces the data storage and 

data processing requirements for the remote units. In 

certain applications, however, it may be desirable to 

provide the remote units with a limited route calculation 

20 function. 

After a route has been calculated, the route is 

conveyed from the route calculator 66 to the I/0 

interface 62. The I/0 interface 62 formats a response to 

the query. The response includes the route guidance 

25 information determined by the route calculator 66. The 

I/0 interface 62 then communicates the response from the 

base unit 12 to the mobile unit which originally 

requested the information. 

If the query requests a distance or a time of 

30 travel, the query is forwarded to the distance and time 

travel estimator 68. The distance and time travel 

estimator 68, in response to the query and using the map 

database 72, formulates a response to the query. The 

response is conveyed from the distance and time travel 

35 estimator 68 to the I/0 interface 62. The response is 

formatted at the I/0 interface 62 and communicated from 

the base unit 12 to the mobile unit which originally 

requested the information. 
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If the query requests information about points of 

interest in the area surrounding an origin, the query is 

conveyed to the surroundings explorer 70. The 

surroundings explorer 70 provides an optimized method for 

5 searching for points of interest satisfying specified 

criteria or parameters such as time or distance. For 

example, the surroundings explorer 70 may locate all 

McDonald'sm restaurants within a specified driving 

distance or driving time of a specified origin, or it may 

10 locate the McDonald'sm restaurant nearest the specified 

origin. The origin and search parameters are specified 

in the query received from the mobile unit. In response 

to the query, the surroundings explorer 70 accesses the 

map database 72 and searches outward from the specified 

15 origin. The surroundings explorer 70 analyzes paths in 

the map database 72 over which a mobile unit, in a car 

for example, could legitimately travel. The surroundings 

explorer 70 examines the associated point of interest 

information for entries satisfying the specified search 

20 parameters. The surroundings explorer 70 thus determines 

which points of interest satisfy the query. The 

information is then conveyed from the surroundings 

explorer 70 to the I/O interface 62 and a response is 

formatted. The response is then communicated from the 

25 base unit 12 to the remote unit which requested the 

information. 

The third-party data integrator 80 provides 

additional data such as on-line yellow pages information 

or news, weather, and/or traffic advisory information for 

3 0 responding to queries from a mobile unit. The additional 

data are preferably received from other information 

providers, illustrated in Fig. 1 as functional block 82. 

The additional data may also be added directly to and 

located within the map database 72. The additional data 

3 5 may be supplied external to the base unit 12 via any 

known data communications network. 

The functions performed by the base unit 12, as 

described above and illustrated in the functional block 

diagram of Fig. 1, are performed in a data processing 
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system. The data processing system may be in one or more 

units and include a processor for executing program 

instructions, a memory for storage of the program 

instructions and data such as the map database 72. The 

5 data processing system further includes other equipment 

such as digital logic for implementing the I/0 interface 

62 for receiving queries and sending responses. The data 

processing system may include a display and a keyboard as 

an operator interface. 

10 Fig. 2 is a flow diagram illustrating a method of 

the invention. The method begins at step 100 where 

communication is established between the mobile unit and 

the base unit 12. Performance of this step is largely 

dependent on the specific implementation of both the base 

15 unit 12 and the mobile unit. For example, with reference 

to Fig. 1, the desktop personal computer 16 would 

establish communications using the modem 22 to place a 

telephone call over the telephone line 24 to the base 

unit 12. The telephone interface 74 of the base unit 12 

20 and the modem 22 would establish communication in a 

manner well known in the art . Similarly, the laptop 

personal computer 18 would establish communications with 

the base unit 12 by completing a telephone call through 

the cellular telephone system 38. However, the basic 

25 operation of the invention is independent of the 

particular hardware and communication channels employed. 

The method continues at step 102, in which a query 

is formatted at the remote unit. The query is formatted 

in accordance with the protocol of the invention, to be 

30 described in further detail below in conjunction with 

Fig. 3. The query comprises a serial stream of data and 

control bits. The control bits, for example, identify 

the remote user originating the query. The data bits 

specify the precise request being made of the base unit. 

35 For example, the data bits may specify an origin point 

and a destination point, from which the route calculator 

66 (Fig. 1) of the base unit 12 is to calculate the 

route. Certain communications transport protocols, 

specific to the particular hardware implementation of the 
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system 10, may prepend or append characters or other 

control bits to the control and data bits which form the 

query. For example, the modem 22 of the desktop PC 16 

may include handshaking bits or signals to be used by the 

5 telephone interface 74 of the base unit 12 for processing 

the query. At step 104, the query is transmitted from 

the mobile unit to the base unit 12. 

The method continues at step 106, where ambiguities 

in the query are resolved by the query resolver 64 

10 (Fig. 1). Ambiguities may be in the form of spelling 

errors in the identification of an origin or a 

destination, an inconsistent latitude or longitude 

specification, and the like. At step 108, if the query 

resolver 64 cannot resolve the ambiguity, an error 

15 message may be communicated from the base unit to the 

remote unit at step 110, and the query must be repeated. 

The method continues at step 112, where the query 

type is identified. The query may be one of several 

different types, including a route query, a point of 

20 interest query, a language query, or a metro area query. 

A route query asks the base unit 12 to identify a route 

between a specified origin point and a specified 

destination point. A route query includes the origin and 

the destination. A point of interest query requests a 

25 list of points of interest which satisfy specified 

criteria. For example, a point of interest query might 

request a list of all restaurants of a specific type, 

such as McDonald'sffl, within a specified distance or a 

specified driving time of a specified origin. A language 

30 query requests a list of available languages for display 

of information at the mobile unit or specifies the 

language (such as English or Dutch) in which the routing 

information is to be displayed at the remote unit. Such 

language queries are not needed if the language 

35 independent mode (to be described below) is being used. 

A metro area query requests a list of available 

metropolitan areas or specifies the metropolitan area 

within the map database 72 (Fig. 1) to be used for 

responding to the query. For example, a query which has 
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as its origin "77 W. Chestnut Street" in Chicago must 

specify the Chicago metropolitan area rather than, for 

example, the Cincinnati metropolitan area, in order to 

prevent confusion. If a query cannot be identified, an 

5 error message is generated at step 110 and the query must 

be repeated. After the query type has been determined at 

step 112, the query is routed to, for example, the route 

calculator 66, the distance and travel estimator 68, 

and/or the surroundings explorer 70 (Fig. 1) for 

10 processing. 

The method continues at step 114, where the query is 

fulfilled. For example, if the query requested routing 

information between an origin and a destination, the 

route calculator 66, operating in conjunction with the 

15 map database 72, calculates a route between the origin 

and the destination. Similarly, if the query was a point 

of interest query, the surroundings explorer 70 will 

determine points of interest which satisfy the query., 

The method continues at step 116, where the response 

20 to the query is formatted. The response is formatted in 

accordance with a data communications protocol to be 

described in detail in conjunction with Fig. 4. The 

formatted response includes control and data bits. The 

control bits specify information such as the mobile unit 

25 which initiated the request. The data bits specify the 

information, such as route guidance information, which 

fulfills the query. At step 118, the method concludes 

when the response is electromagnetically transmitted from 

the base unit 12 to the mobile unit. 

30 Referring 

illustrating 

now to 

a data 

Fig. 3, it 

communication 

is a diagram 

protocol for 

communicating data from a mobile unit to a base unit in 

accordance with the invention and which can be used in 

conjunction with the system of Fig. 1 and the method of 

35 Fig. 2. The protocol illustrated in Fig. 3 is defined by 

a communications syntax including variable message 

lengths, allowing as little or as much data transfer as 

necessary for the specific application requirement. In 

this implementation example, the protocol can be used 
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across all communications 

printable, seven-bit ASCII 

"newline" character (0x0A) 

communications system. 

systems, as long as the 

character set, plus the 

can be transmitted by the 

5 The transmitted character set consists of the 

principal ASCII character set plus the newline character. 

To transmit bytes of data which do not ·fit in this 

character set, or for communication protocols which do 

not allow transmission of the newline character, an 

10 escape mechanism is provided to allow transmission of 

these characters. For communication in binary format, 

numeric fields or numeric values are transmitted using 

two's complement notation, in network byte order (most 

significant byte first, followed by bytes of decreasing 

15 significance). Floating point numbers are transmitted 

using the IEEE 64-bit double precision format, with the 

most significant byte transmitted first. 

Only a single query message 120 is needed to 

transmit a query from a mobile unit to the base unit 12. 

20 This query message 120 provides for both current location 

tracking information as well as route calculation 

requests. The query message 120 includes a plurality of 

fields 122. Each field of the plurality 122 of fields is 

separated by a delimiter, preferably the vertical bar II I 11 

25 (ASCII code 0x7C). The start of the query message 120 

begins with a delimiter character. The end of each 

message is marked by a delimiter character immediately 

followed by a newline character (ASCII code 0x0A) , 

represented in Figs. 3 and 4 as "\n" . Any characters 

3 0 between the ending newline character and the starting 

delimiter are preferably ignored by the base unit 12 and 

the mobile unit. 

As noted, the query message 120 includes a plurality 

of fields 122. Some communications transport protocols 

35 may prepend or append characters for controlling 

communication of the message in accordance with the 

specific hardware implementation of the system 10. 

The query message 120 includes a message length 

field 124. This field specifies the length of the query 

Toyota Petition '743 Exhibit 1004 
Page 25 of 65



WO 96/00373 PCT/US95/07859 

-24-

message 120. The message length field 124 may also 

include a compression marker 125 indicating the 

compression status of the message. For example, the 

compression marker 125 may take on a first value if the 

5 query message 120 is compressed using a current phrase 

compression table. The compression marker 125 may take 

on a second value if the query message 120 i·s compressed 

using the current dictionary (bit compression) table. 

The compression marker 125 may take on a third value if 

10 the query message 120 is compressed using the L-Z (Lev­

Zempel) compression algorithm. And the compression 

marker 125 may take on a fourth value or simply not be 

present if the query message 120 is not compressed in any 

way. 

15 The query message 120 further includes a cyclical 

redundancy check (CRC) field 126. This field is 

preferably the computed CRC-16 of the query message 120, 

starting with the delimiter following the CRC field 126 

up to and including the ending newline, as actually 

20 transmitted (i.e., as compressed). The query message 120 

further includes a time stamp field 128 which gives the 

number of seconds since the epoch (00:00:00 GMT 

January 1, 1970) when this message was sent. Preferably, 

messages older than 2 0 minutes will be ignored when 

25 received by the base unit 12. 

The query message 120 further includes a subscriber 

identifier field 130. The information provided in this 

field may be used for billing and audit information. The 

query message 120 further includes a message identifier 

30 field 132. The characters in this field are used to tag 

response messages transmitted from the base unit 12 to 

the requesting mobile unit. The base unit 12 will place 

the characters in the message ID field 132 in any return 

message so that the mobile unit may determine what 

35 original message the base unit 12 is responding to. The 

query message 120 further includes an identifier field 

134, which provides identification information uniquely 

identifying the mobile unit which transmitted the query 
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message 120. The identification field 134 is used for 

tracking and communications addressing. 

The query message 120 further includes a latitude 

field 136 and a longitude field 138. These fields 

5 specify the current position of the mobile unit by 

latitude and longitude, respectively. By default, the 

current latitude and longitude provide the origin for all 

routing requests, and also provide the position used for 

default tracking address translation. 

10 The query message 120 further includes an origin 

field 140. The origin field 140 specifies the origin 

address for a routing information request. If this field 

is empty, the current position specified by the latitude 

field 136 and the longitude field 138 is used as the 

15 origin address. The query message 120 further includes 

an origin type field 142, which may be either an address 

or a point of interest category (such as "restaurant", 

"museum" or "airport") which is recognizable by the base 

unit 12. 

20 The query message 120 further includes a destination 

field 144, which specifies the destination address if 

routing information is requested by the mobile unit from 

the base unit 12. If the destination field 144 is empty, 

then no route is calculated by the base unit 12. 

25 Instead, the message 120 is considered to be a tracking 

message only, merely providing the location of the mobile 

unit. 

The query message 120 further includes a destination 

type field 146 which specifies the type of destination. 

3 0 For example, the destination may be an address or a point 

of interest category recognizable by the base unit 12. 

For example, the point of interest categories may include 

"restaurant", "airport", or "museum. 11 As one example, 

the destination type field 146 may be "restaurant", and 

35 the destination field 144 may be 11 McDonald 1 sffl 11
• 

The query message 120 further includes a destination 

limit field 148. This field specifies a limit for point 

of interest searches. Such a search will be limited to 

the range specified by the value in the destination limit 
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field 148 about the origin. For example, if the 

destination limit field 148 is empty or has a value 0, 

the base unit 12 preferably interprets this to indicate 

that the nearest point of interest satisfying the 

5 requirements specified by the destination field 144 and 

the destination type field 146 should be located. If the 

destination limit field 148 is non-zero, then the limit 

specified sets the maximum range searched for a matching 

point of interest. If no matching point of interest is 

10 in the range specified, a "no match" route error is 

returned. 

The value ot the destination limit specified in the 

destination limit field 148 depends on the limit type 

field 150. The limit type field 150 determines what unit 

15 of measurement is in the destination limit field. For 

example, the limit type field may take on a first value 

(for example "M") when the destination limit specifies a 

straight line distance. The limit type field 150 may 

take on a second value when the destination limit is 

20 driving distance. Or, the limit type field 150 may take 

on a third value when the destination limit is driving 

time, in minutes. 

The query message 120 concludes with an ending field 

152. The ending field 152 preferably includes the 

25 newline character, represented in Fig. 3 as 11 \n". 

Before the ending field 152, the query mess~ge 120 

may also include additional optional fields which specify 

additional information or service requests from the 

mobile unit to the base unit 12. For example, the query 

30 message 120 may additionally specify a text message to an 

operator of the base unit 12, or specify whether the base 

unit 12 should provide maneuver arms information or 

combined maneuver arms information along with route 

guidance text. The query message 120 can also specify, 

35 for example, whether the base unit 12 should send route 

stripmap information for a specified strip width with the 

returned route text, whether the base unit 12 should send 

responses in a language independent manner, and/or 
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whether map information should be sent by the base unit 

12 in bitmap or vector form. 

Maneuver arms information is used to represent 

intersections along the route determined by the base unit 

5 12. Combined maneuver arms information can be provided 

when two intersections are sufficiently close together. 

Further, the query message 120 can additionally specify 

routing options such as route calculations which avoid 

tolls, avoid left turns or avoid limited access roads, or 

10 specify a time of day for the start of the route. Still 

further, the message 120 could optionally request 

additional information from the base unit 12, such as a 

list of point of interest types, a list of points of 

interest matching search criteria or a list of files 

15 which may be communicated from the base unit 12 to the 

mobile unit to provide descriptive information. 

Referring now to Fig. 4, Fig. 4 illustrates a data 

communications protocol for communicating data from a 

base unit to a mobile unit in accordance with the 

20 invention and which can be used in conjunction with the 

system of Fig. 1 and the method of Fig. 2. In Fig. 4, a 

response message 160 is illustrated as including a 

plurality of fields 162. 

In accordance with the invention, the response 

25 message 160 may be transmitted in a continuous stream of 

data, called the burst mode, or in a plurali_ty of 

discrete responses to queries for data, called the normal 

mode. The mode of data transmission can be specified by 

the mobile unit, for example, in an additional field 

30 included in the query message 120. In the burst mode, 

the base unit 12 transmits data as fast as possible, 

without waiting for requests from the mobile unit. In 

the normal mode, the base unit 12 sends a packet, then 

waits for the mobile unit to request the next packet 

35 before sending the next packet. 

As mentioned above, the response transmitted from 

the base unit 12 to a mobile unit may include maneuver 

arms information. Maneuver arms are graphical vectors 

used by the mobile unit for displaying a graphical 
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representation of an intersection to be traversed. At 

least three types of visual information can be 

transmitted by the base unit. These include a geometric 

representation of the intersection, including arms 

5 representing the streets approaching an intersection and 

the angles at which the streets approach the 

intersection. The transmitted information ·can further 

include which of the streets is included in the route to 

be travelled so that, for example, that street may be 

10 highlighted in the graphical display. The transmitted 

information can further include information about street 

signs located at the intersection. 

In one embodiment, the maneuver arms information 

includes only sufficient data to create a display showing 

15 only what the driver of a vehicle containing the mobile 

unit will see as the driver traverses the displayed 

intersection. Other, extraneous information, such as a 

map of the region around the intersection or of the 

entire metropolitan region, is not transmitted. 

20 Transmitting only a representation of intersections 

to be traversed, rather than extraneous information, 

greatly reduces data transmission and storage 

requirements. Thus, a relatively low bandwidth channel 

may be used for transmitting queries and responses 

25 between the base unit 12 and the mobile unit. For 

example, a channel having a bandwidth as low as 1,200 

bits per second may be used. In contrast, transmitting 

extraneous information may require a bandwidth as high as 

1 megabit per second. Since, with the invention, the 

30 amount of data transmitted is relatively small, the 

entire response, including maneuver arms information, may 

be transmitted in a reasonable time, even at a low 

bandwidth. In addition, since only pertinent information 

about intersections is transmitted, only a small amount 

3 5 of memory, such as memory 2 6 of the desktop personal 

computer 16 (Fig. 1) is required at the mobile unit. 

After an intersection has been traversed, the 

display is, in general, updated to show the next 

intersection to be traversed, using maneuver arms 
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information received from the base unit and stored in 

memory. The display can be updated in response to 

operator control, for example, by operating a switch or 

by voice control, or automatically in response to a 

5 position sensor such as the position locator 42 of the 

laptop personal computer 18 (Fig. 1). 

The response message 160 preferably· includes a 

message length field 164 which specifies the length of 

the response message 160. In addition, the message 

10 length field 164 may include a compression marker 

character 165. The compression marker character 165 may 

take on one of a number of values. For example, the 

compression marker character 165 may take on a first 

value if the response message 160 is compressed using the 

15 current phrase compression table. The compression marker 

character 165 may take on a second value if the response 

message 160 is compressed using the current dictionary 

(bit compression) table. The compression marker 

character 165 may take on a third value if the response 

20 message 160 is compressed according to the L-Z (Lev­

Zempel) compression algorithm. The compression marker 

character 165 may take on a fourth value or simply not be 

present if the response message 160 is not compressed in 

any way. 

25 The response message 160 further includes a CRC 

field 166 which is preferably the computed CRC-16_of the 

message 160, starting with the delimiter following the 

CRC field 166 up to and including the ending character of 

the message 160. The response message 160 further 

30 includes a time stamp field 168 which specifies the 

number of seconds since the epoch (00:00:00 GMT January 

1, 1970) when this message was sent. Preferably, 

messages older than 20 minutes will be ignored by the 

mobile unit which receives the message. 

35 The response message 160 further includes a 

subscriber identifier field 170. This field preferably 

specifies information used for auditing, billing and 

authorization. 
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The response message 160 further includes a message 

identification field 172. In accordance with the 

invention, the contents of the message identification 

field 170 of the response message 160 match the contents 

5 of the message ID field 132 of the query message 120. 

The response message 160 further includes an identifier 

field 174. Preferably, the contents of the identifier 

field 174 of the response message 160 match the contents 

of the identifier field 134 of the query message 120. 

10 The response message 160 also includes a type field 

1 76 and a message field 1 78. The type field 1 76 

specifies the type of the message contained in the 

message field 178. For example, the type field 176 may 

have a first value (for example type "R") specifying that 

15 the message field 178 contains route tracking address 

translation information. Such a message would result 

from the base unit 12 having received a route tracking 

query. The message in the message field 178 is then the 

address corresponding to the current position (latitude, 

20 longitude). The type field 176 may have a second value 

specifying that the message field 178 includes route 

guidance information. This message would result from the 

base unit 12 having received a route calculation request. 

The message is the set of driving instructions. The 

25 instructions will contain several lines of text, each 

separated by carriage return/newline characters. There 

may be several messages of this type communicated for a 

single route. Each message will correspond to a single 

maneuver if arms are requested, or be the complete text 

30 if arms are not requested. 

The message type field 176 may take on a third value 

to indicate that the message field 178 contains a 

download of information. This message would result from 

a query requesting particular information from the base 

35 unit 12. The type field 176 may take on a fourth value 

to indicate that the message field 178 contains an error 

message. For example, the latitude and longitude 

specified by the latitude field 136 and the longitude 

field 138 in the query message may be outside the 
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specified metropolitan region, or the specified address 

may be invalid or not found for a route calculation. The 

message field 178 contains the error text defining the 

error. 

The type field 1 76 may take on a fifth value to 

specify that the message field 1 78 contains a query 

response. Such a message would be the result of a query 

made of the database, for example requesting a list of 

point of interest types. The message field 178 includes 

10 the query data. 

The response message 160 concludes with an ending 

field 180. Prefe¾ably, the ending field 180 includes the 

newline character, illustrated in Fig. 4 as "\n". 

The use of maneuver arms will now be described in 

15 greater detail. Maneuver arms are used to depict roads 

at intersections. If maneuver arms information is 

requested by a remote unit, the base unit 12 generates 

the maneuver arms information in a maneuver arm 

generation module and provides this arms information for 

20 a current maneuver to the remote unit. The remote unit, 

for example computer 18, processes this information and 

displays the information on a display, for example 

display 46. The base unit 12 provides the information to 

the remote unit in the following form: 

25 FromName; ToName; x 1, Yii x2 , Y2 [ ••• ; Xn, Yn] 

"FromName" is the road being driven on at the 

beginning of the maneuver. "ToName" is the road being 

driven on at the end of the maneuver (except for the 

first maneuver). The x, y values specify the endpoints 

30 of the arms from an origin, which is set at the 

intersection. Each arm starts at the origin and radiates 

outward to an endpoint x, y. In one preferred 

embodiment, x and y are integer values between -100 and 

+100. The base unit 12 scales and rotates the arms so 

35 that the from road is vertical on the display and 

approaches the intersection from the bottom. If there 

are any arms, in general there will be at least two: a 
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first arm to represent the "from" road using x 1 and y 1 , 

and a second arm to represent the "to" road using x2 and 

y2 • Other arms specified by Xn and Yn are used to 

represent any additional ro~ds at the intersection. The 

5 signs of the x and y coordinates are shown in Fig. 5. 

In one embodiment, the endpoint coordinates of the 

first, or from, arm are 1, 99 so that the first arm 

appears to be going straight up from the bottom of the 

display to the origin. The other arms are mapped 

10 relative to the position of this first arm. In this 

embodiment, endpoint coordinates of 99, -1 correspond to 

an approximately 90° right turn from the first arm. 

Endpoint coordinates of -99, o correspond to an 

approximately 90° left turn from the first arm. Endpoint 

15 coordinates of 1, -100 correspond to proceeding straight 

ahead through the intersection. 

For the first maneuver, the ToName can represent a 

cross street near the beginning of a route to orient the 

driver even though this cross street is not to be turned 

20 onto. 

Figs. 6 to 10 illustrate examples of displays in a 

remote unit in the course of a trip from 1550 Rockwood 

St., Los Angeles, to 280 Emerald St., Los Angeles. In 

this example, after the driver enters the from 

25 information "1550 ROCKWOOD ST, LOS ANGELES" and the to 

information 11 280 EMERALD ST, LOS ANGELES" the disp~ay in 

the remote unit informs the driver of the approximate 

driving distance and driving time by displaying "ABOUT 

0. 4 MILES, 3 MINUTES 11 (not shown in Figs. 6 to 10) . 

30 Then, as the driver proceeds, the display displays the 

textual and graphic information shown in Figs. 6 to 10. 

The directions in textual form are displayed on the left, 

and corresponding maneuver arms are graphically displayed 

on the right based on the x, y endpoint coordinates 

35 received from the base unit 12. The exact appearance of 

the display, for example, road width and road edge color, 

can be customized by the remote user. 

Figs. 11 to 14 illustrate the data transferred 

between the remote unit and the base unit in the example 
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of Figs. 6 to 10. More specifically, Fig. 11 illustrates 

the packet transmitted from the remote unit to the base 

unit. Fig. 12 illustrates the packet issued from the 

base unit in response. Fig. 13 illustrates a second 

5 communication from the remote unit to the base unit. 

10 

15 

And, Fig. 14 illustrates a corresponding response from 

the base unit. In the example of Figs. 11 to 14, not all 

of the fields shown in Figs. 3 and 4 are needed and are 

thus omitted. 

As shown by the "ARMS=Y" designation in an optional 

routing alternatives field, the request in Fig. 11 

includes a request for maneuver arms information. In the 

second message in Fig. 12, the base unit begins to send 

maneuver arms information, in the format described above, 

via the "ARM=ROCKWOOD,GLENDALE;l,99;-91,41;90,-42" 

instruction. The optional "MORE=Y" instruction in the 

fifth message of Fig. 12 indicates that there are more 

packets of messages to follow. The "MANEUVER=NEXT" and 

"ARMS=Y" instructions of Fig. 13 direct the base unit 12 

20 to send the additional information, including maneuver 

arms information. This additional information is sent 

via the packet shown in Fig. 14. 

Figs. 15 to 38 illustrate additional examples of 

data transferred between a remote unit and a base unit. 

25 Fig. 15 illustrates a packet sent by a remote unit to a 

base unit which constitutes the initial log-in 

communication that sets a non-burst mode and a 1K maximum 

packet size. Fig. 16 illustrates the response to the 

request of Fig. 15. Fig. 16 is a response which merely 

30 acknowledges the request of Fig. 15 because there is 

insufficient information for a route request or a query. 

Fig. 1 7 illustrates a request to use a Los Angeles, 

California database for future requests and Fig. 18 

illustrates the corresponding acknowledgement. 

35 Fig. 19 illustrates a request for a route from 950 

S. Flint Ridge Way to 2043 N. Sacramento along with 

maneuver arms. Fig. 20 illustrates a first packet in 

response to the request of Fig. 19. Fig. 21 illustrates 

a request from the remote unit to the base unit to send 
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the next packet of instructions along with maneuver arms. 

Fig. 22 illustrates a response providing the next packet, 

as requested. Fig. 23 illustrates a request for the next 

block of instructions and Fig. 24 illustrates the next 

5 block of instructions. Finally, Fig. 25 illustrates a 

request for the last block of instructions and Fig. 26 

illustrates the corresponding response. Thus, Figs. 19 

to 26 together illustrate the communications to provide 

the route from 950 S. Flint Ridge Way to 2043 N. 

10 Sacramento. 

Fig. 27 illustrates a request for a route from 1750 

Queens Road to 7530 Orangethorpe, along with maneuver 

arms. Fig. 28 illustrates the packet giving the first 

block of instructions in response to the Fig. 27 request. 

15 Fig. 29 requests the next block of maneuvers. And, Fig. 

30 illustrates the final block of maneuvers. 

Fig. 31 illustrates a request for a list of all 

points of interest (POIS) of the restaurant type with 

"HAPPY" in their name within 10. O miles (encoded as "100" 

20 and "M") of 1855 W. Katella Avenue. Fig. 32 illustrates 

the response indicating that there are no such points of 

interest found which satisfy the given criteria. Fig. 33 

illustrates another request for a list of points of 

interest of the restaurant type with "HUNGRY" in their 

25 name within 10.0 miles of 1855 W. Katella Avenue. Fig. 

34 illustrates the corresponding response providing the 

information for two points of interest satisfying the 

criteria set forth in the message of Fig. 33. In Fig. 

34, "HUNGRY TIGER SEAFOOD RESTAURANT" at "6231 MANCHESTER 

30 BLVD, BUENA PARK" is the first point of interest. The 

"36" is the type of point of interest, i.e., restaurant. 

The "23606" is a unique identification number for the 

point of interest. The "0-0-223-137,4,1" specifies the 

restaurant location relative to a known node in the 

35 metropolitan region. The "46646" is the distance to the 

restaurant in feet and the "N" indicates that no 

additional information regarding the restaurant is 

available. 
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Fig. 35 is a packet sent from a remote unit to a 

base unit which requests a list of points of interest of 

the restaurant type with "BURGER" in their name within 

10.0 miles of 1855 W. Katella Avenue. Fig. 36 

5 illustrates the first packet in response to the request 

of Fig. 35. Fig. 37 requests additional points of 

interest in response to the request of Fig. ·35. Fig. 38 

provides additional points of interest satisfying the 

criteria in the request in Fig. 35. 

10 The invention generates combined maneuver arms in 

situations where turns are required at two different 

intersections which are close together. Fig. 39 

illustrates an example of a combined maneuver arm. In 

the example of Fig. 39, a slight right turn is required 

15 at the corner of Broad Street and Elm Street and a left 

turn is required at the intersection of Elm Street and 

Main Street. Instead of generating maneuver arms for the 

Broad-to-Elm turn and another set of maneuver arms for 

the Elm-to-Main turn, the invention generates a single 

20 combined maneuver arms display, as shown in Fig. 39, by 

the following process. 

For each set of maneuver arms generated at an 

intersection, the base unit 12 determines whether there 

is a sufficiently close intersection at which the driver 

25 must turn. If sufficiently close intersections requiring 

turns occur, then the maneuver arms information for both 

of these intersections are merged for a single combined 

maneuver arms display such as that shown in Fig. 39. For 

the combined maneuver arms, the roads are designated by 

30 sets of endpoints, similar to that described above in 

connection with Fig. 5. One acceptable form for combined 

maneuver arms is as follows: 

35 

FrornName, ToName, OXa, OYa, Xa1, Ya1i Xa2, Ya2i Xan, 

Yan= ToName, oxb, oyb, xblt Yb1i Xb2, Yb2i Xbnt Ybn 

The oxa and OYa coordinates specify the coordinates 

of the first, or am, intersection, or origin, and the oxb 

and oyb coordinates specify the coordinates of the 

second, or bm, intersection, or "origin." The arms are 

• specified with respect to these origins. For example, x 21 
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and Yai are the endpoint coordinates of the 1st road at the 

first, or afu, intersection. To conserve space, 

coordinates for "origins" other than the first can be 

omitted because they can be reconstructed from the 

5 from/to arm data. 

Combined textual information is also displayed along 

with combined maneuver arms . Thus, along with the 

graphic display shown in Fig. 39, the following textual 

instructions are also displayed: "Turn slight right on 

10 ELM ST. followed shortly by a left turn onto MAIN ST. 

Drive 5. 6 miles." 

combined. 

Three or more intersections can be 

An additional feature of the invention is the 

transmission of message information, that is, the 

15 information in message field 178 in Fig. 4, in a further 

compressed form. The use of such a form has at least two 

advantages. First, use of such a form allows message 

information to be transmitted electromagnetically in a 

more efficient way. Second, use of such a form allows 

20 transmission of information from the base unit 12 to a 

remote unit in a language independent manner. Upon 

receipt of the information in this form, the remote unit 

then converts the information for display into expanded 

textual instructions in any desired language such as 

25 English, Spanish, Japanese, and/or German. This form 

will generally be referred to herein as the language 

independent form or language independent mode. 

In the language independent mode, the textual 

description of maneuvers are generated by a token 

30 generation module in base unit 12 and are transmitted to 

the remote unit in a tokenized form. For example, 

instructions to: 

Turn left on W. MAIN ST. and drive 4.3 miles. 

Would be transmitted as: 

35 3,W. MAIN ST.,4.3. 
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In this example, the "3" represents the English 

instruction to: 

Turn left on [blank 11 and drive [blank 21 miles. 

The "W. MAIN ST." field is the information to be 

5 inserted in the [blank 11 position (corresponding to a 

street sign) and the "4. 3" field is the information to be 

inserted in the [blank 21 position. If German language 

instructions are desired, then the remote unit displays 

the following text for a type "3" instruction: 

10 Auf [blank ll links abbiegen und (blank 21 Meilen 

weiterfahren. 

Thus, using the 5th message of Fig. 12 as another 

example, instead of transmitting "Turn LEFT onto EMERALD 

DR. \r Drive O. 1 miles." the following tokenized 

15 information is transmitted to convey the same information 

in a much more compact form: 

3,EMERALD DR.,0.1 

Fig. 40 provides additional examples of tokens and 

corresponding expanded text in English, Spanish, and 

20 German. 

Upon receiving the tokenized route information, the 

remote unit applies a set of translating instructions 

contained in a lookup table implemented, example, in 

computer 18, one table per language, or sounding, 

25 desired. For example, the English token translation 

instructions for a type 3 token indicate that "Turn left 

on" is displayed, then the signage or street name, then 

"and drive," then the distance, and then "miles." The 

remote unit can be equipped with a set of buttons for the 

30 user to specify the desired language(s). 

Translation instruction can be more or less 

complicated and can include conditions for added 

flexibility. For example, the English token translation 
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instructions for a type 5 instruction indicate that 

"Follow the sign" is displayed first, then if the number 

of signs in the message is greater than one an II s" should 

be added to II sign, 11 then the sign (s) should be displayed, 

5 then "on the ramp." should be displayed. Thus, in one 

instance a type 5 token might produce, expanded English 

maneuver text of: 

Follow the signs TO O'HARE, TO INDIANA on the ramp. 

In another instance, a type 5 token might produce 

10 the expanded English maneuver text of: 

Follow the sign TO CHICAGO on the ramp. 

The remote unit can also convert the miles 

information into kilometers, if desired. 

Thus, in the language independent mode, information 

15 is transmitted from the base unit without regard to any 

particular language. Accordingly, the transmission 

bandwidth does not depend on the language of the 

instructions to be displayed on the display in the remote 

unit. Because the remote unit produces the actual text 

20 portion, routes can be presented in more than one 

language or way either concurrently or serially, as 

desired by the remote user, without the need for 

additional information from the base unit. 

Use of tokens allows remote system users to create 

25 their own language formats, if desired, to best fit 

particular needs and capabilities. Alternatively, a 

remote unit can download language formats (that is, 

expanded text corresponding to various tokens) that have 

already been created from the base unit. 

30 The base unit can also provide the remote units with 

other information in addition to the textual dirtctions 

and maneuver arms information discussed above. In some 

applications, a remote user desires more information than 

just the textual directions and maneuver arms information 

35 and more information than is stored and maintained in the 
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remote unit. For various practical reasons, such as 

cost, remote units generally have at best only a limited 

database on-board. Such a limited database may, for 

example, include information and/or maps for a limited 

5 metropolitan area. 

Even though a remote user may have no or a limited 

on-board database, the invention allows the remote user 

to obtain a large amount of information from the base 

unit. Thus, the invention allows a remote unit to access 

10 a large amount of information without burdening the 

remote unit with storage and maintenance of a large 

database. Such information can include, for example, 

maps for a complete route (not just information about 

intersections which require turns) or maps for an area 

15 which is simply not covered by any on-board database. 

Fig. 41 is a flowchart which illustrates the 

operations in a remote unit, such as computer 18, for 

determining whether the remote unit needs additional 

information from the base unit and for obtaining such 

20 additional information when it is needed. In the 

operations illustrated in Fig. 41, the remote unit has a 

small on-board database. 

In step Sl, the remote unit requests a route between 

an origin and a destination from the base unit using the 

25 protocol shown in Figs. 3 and 11. The base unit 12 

calculates the route in route calculator 66 and this 

route is received in the remote unit in step S2. In step 

S3, the remote unit compares the route received from the 

base unit with map information stored on-board the remote 

30 unit. In a preferred embodiment, the comparison is made 

on a node basis. If any part of the route is not 

adequately covered by the on-board maps in terms of 

geographic scope/bound or level of detail/ content, as 

determined at step S4, then the processing proceeds on to 

35 step S5. Otherwise, the processing proceeds on to step 

S7 and is completed. 

In step S5, the remote unit requests, from the base 

unit 12, stripmaps for those portions of the route which 

are not adequately covered by the maps available on-board 
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the remote unit. Maps are not requested for areas which 

are adequately covered by on-board maps. A stripmap can 

be relatively simple or it can be fairly detailed and 

include side roads, intersections, points of interest, 

5 and features for map-matching in the remote unit. In 

step S6, the remote unit receives the requested stripmap 

information from the base unit. 

A similar procedure is used when a route is within 

the area covered by the on-board database but the bas.e 

10 unit has more up-to-date information. The remote unit 

can also download updated maps, new programs, and the 

like. Remote units without any on-board database must 

obtain all information from the base unit. A remote unit 

specifies what information it needs, using the above-

15 described protocol, based on what information the remote 

unit desires and can handle. 

20 

As can be seen from the foregoing, the invention 

provides a system and method for providing graphically 

referenced information from a base unit or server to a 

mobile unit in a compact form. 

mobile unit to operate with 

The invention allows the 

limited or no database 

storage or position sensor requirements. Software for 

controlling the mobile unit runs on generic hand-held 

devices or desktop computers with wireless or wireline 

25 communications capability. A query, communicated from 

the mobile unit to the base unit, and the response, 

communicated from the base unit to the mobile unit, are 

packaged into a standard data communications protocol 

that manages a broad spectrum of queries and responses 

3 0 available. This approach to providing route guidance 

information allows automatic real time database updates 

and corrections at the base unit, avoiding database 

distribution problems. In addition, the cost and 

technical requirements for the on-board or mobile unit 

35 equipment are substantially lower than for prior art 

route guidance information systems. 

It is to be understood that, while the detailed 

drawings and specific examples given describe preferred 

embodiments of the invention, they are for the purpose of 
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illustration only. The invention is not limited to the 

precise details disclosed, and various changes may be 

made therein. For example, the format or protocol of the 

query message and the response message, illustrated in 

5 Figs. 3 and 4, respectively, may be modified to request 

different types of information from the map database or 

to specify different formats or subsets of information to 

be conveyed to the mobile unit. Such changes may be made 

without departing from the spirit of the invention which 

10 is defined by the following claims. 
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What Is Claimed Is: 

1. A method of transmitting route directions in a 

compact form, comprising the steps of: 

(a) generating a first set of maneuver arms to 

depict a first intersection on a display, each maneuver 

arm of the first set of maneuver arms being· represented 

by at least one endpoint; 

(b) generating a second set of maneuver arms to 

depict a second intersection on a display, each maneuver 

arm of the second set of maneuver arms being represented 

by at least one endpoint; 

(c) comparing the proximity of 

intersection and the second intersection 

the 

and, 

first 

if the 

first intersection and the second intersection are within 

a predetermined range of each other, combining the first 

set of maneuver arms with the second set of maneuver arms 

to produce a combined set of endpoints to depict the 

first set of maneuver arms and the second set of maneuver 

arms on a common display; and 

(d) transmitting the combined set of endpoints to 

a remote unit in electromagnetic form. 

2. A method of efficiently transmitting routing 

directions, comprising the steps of: 

(a) generating a routing direction for a user; 

(b) expressing the routing direction in at least 

one of a plurality of tokenized forms, each of said 

plurality of tokenized forms representing a pre-defined 

routing direction in compact form; 

(c) electromagnetically transmitting said at least 

one of said plurality of tokenized forms to a remote 

unit; 

(d) receiving said at least one of said plurality 

of tokenized forms at said remote unit; and 

(e) at said remote unit, expanding said at least 

one of said plurality of tokenized forms received in step 

(d) into a textual driving instruction for display to a 

user at said remote unit. 
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3. A method as set forth in claim 2, further 

comprising the steps of: 

(f) receiving instructions from said user 

specifying that textual driving instructions be displayed 

in one or more languages; and 

(g) at said remote unit, expanding said at least 

one of said plurality of tokenized forms, ·received in 

step (d), into a textual driving instruction for each of 

said one or more languages specified in step (f). 

4. A method as set forth in claim 2, further 

comprising the steps of: 

(f) in step (c), transmitting a road name to said 

remote unit along with said one of said plurality of 

tokenized forms; and 

(g) in step (e), inserting the road name 

transmitted in step (f) into expanded text corresponding 

to said at least one of said plurality of tokenized forms 

received in step (d). 

5. A method of expanding the amount of information 

available to a remote unit in a routing system having a 

base unit and a remote unit, comprising the steps of: 

(a) electromagnetically transmitting a route 

request from the remote unit to the base unit; 

(b) electromagnetically transmitting a route from 

the base unit to the remote unit in response to the route 

request of step (a); 

(c) receiving in the remote unit the route 

transmitted in step (b); 

(d) in the remote unit, comparing the route 

received in step (c) with a coverage of any databases on­

board the remote unit; 

(e) if the route received in step (c) is not 

adequately covered by any databases on-board the remote 

unit, electromagnetically transmitting from the remote 

unit to the base unit a request for the base unit to 

provide information which is not adequately covered by 

any databases on-board the remote unit; and 
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(f) receiving in the remote unit said information 

which is not adequately covered by any databases on-board 

the remote unit in response to the request of step (e). 

6. A method as set forth in claim 5, wherein step 

(f) includes receiving in the remote unit map information 

which is not adequately covered by any databases on-board 

the remote unit in response to the request of step (e). 

7. A system for generating and transmitting route 

directions in a compact form, comprising: 

(a) a base unit which 

(i) generates a first set of maneuver 

arms to depict a first intersection on a display, each 

maneuver arm of the first set of maneuver arms being 

represented by at least one endpoint, 

(ii) generates a second set of maneuver 

arms to depict a second intersection on a display, each 

maneuver arm of the second set of maneuver arms being 

represented by at least one endpoint, and 

(iii) compares the proximity of the first 

intersection and the second intersection and, if the 

first intersection and the second intersection are within 

a predetermined range of each other, combines the first 

set of maneuver arms with the second set of maneuver arms 

to produce a combined set of endpoints to depi~t the 

first set of maneuver arms and the second set of maneuver 

arms on a common display; and 

(b) a communications link to transmit the combined 

set of endpoints to a remote unit in electromagnetic 

form. 

8. A system for generating and transmitting 

routing directions efficiently, comprising: 

(a) a base unit which 

(i) generates a routing direction for a user, 

and 

(ii) expresses the routing direction in at 

least one of a plurality of tokenized forms, each of said 
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plurality of tokenized forms representing a pre-defined 

routing direction in compact form; 

(b) a communications link to electromagnetically 

transmit said at least one of said plurality of tokenized 

forms; and 

( C) 

plurality 

link, and 

a remote unit 

(i) receives 

of tokenized 

which 

said 

forms 

at least one of said 

from the communications 

(ii) expands said 

plurality of tokenized forms 

at least one of said 

into a textual driving 

instruction for communication to a user at said remote 

unit. 

9. A system as set forth in claim 8, wherein: 

the remote unit receives instructions from the user 

specifying that textual driving instructions be displayed 

in one or more languages; and 

the remote unit expands said at least one of said 

plurality of tokenized forms into a textual driving 

instruction for each of said one or more languages 

specified by the user. 

10. A system as set forth in claim 8, wherein: 

the communications link transmits a road name to 

said remote unit along with said one of said plurality of 

tokenized forms; and 

the remote unit inserts the road name transmitted by 

the communications link into expanded text corresponding 

to said at least one of said plurality of tokenized 

forms. 

11. A system as set forth in claim 8, wherein the 

remote unit includes a display for said communication to 

said user at said remote unit. 

12. A system as set forth in claim 8, wherein the 

remote unit includes an annunciator for said 

communication to said user at said remote unit. 
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13. A routing system which makes a large amount of 

information available to a remote unit, the system 

comprising: 

(a) a base unit; 

(b) a remote unit; and 

(c) a communications link to electromagnetically 

transmit a route request from the remote unit to the base 

unit and to electromagnetically transmit a route from the 

base unit to the remote unit in response to the route 

request; 

wherein the remote unit 

(i) receives the route transmitted by the 

communications link, 

(ii) compares the route received with a 

coverage of any databases on-board the remote unit, and 

(iii) if the route received is not 

adequately covered by any databases on-board the remote 

unit, electromagnetically transmits from the remote unit 

to the base unit, via the communications link, an 

additional request for the base unit to provide 

information which is not adequately covered by any 

databases on-board the remote unit. 

14 . A routing system as set forth in claim 13, 

wherein the remote unit receives map information which is 

not adequately covered by any databases on-board the 

remote unit in response to said additional request. 

15. A method of efficiently transmitting routing 

directions, comprising the steps of: 

(a) generating a routing direction for a user; 

(b) expressing the routing direction in at least 

one of a plurality of tokenized forms, each of said 

plurality of tokenized forms representing a pre-defined 

routing direction in compact form; 

(c) electromagnetically transmitting said at least 

one of said plurality of tokenized forms to a remote 

unit; 
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(d) receiving said at least one of said plurality 

of tokenized forms at said remote unit; and 

(e) at said remote unit, expanding said at least 

one of said plurality of tokenized forms received in step 

(d) into a textual driving instruction for annunciation 

to a user at said remote unit. 

16. A method of electromagnetically transmitting 

route directions in a compact form, comprising the steps 

of: 

(a) generating a set of maneuver arms to depict 

roads at an intersection on a display, each maneuver arm 

of the set of maneuver arms being represented by at least 

one set of endpoint coordinates; 

(b) electromagnetically transmitting the set of 

endpoint coordinates to a remote unit; and 

(c) controlling a display at the remote unit to 

depict said roads by joining said set of endpoint 

coordinates on said display. 
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LUCAS AVE. 
Drive 0.2 miles. 

Turn LEFT onto EMERALD DR. 
Drive 0.1 miles. 

Turn RIGHT onto EMERALD 
ST. 
Drive a short distance to 
yo11r destination at 280 
EMERALD ST. 

PCT/US95/07859 

5/13 

LUCAS 

------

GLENDALE 

8 

LUCAS 

EMERALD 

. ----

-----------
EMERALD 

Toyota Petition '743 Exhibit 1004 
Page 54 of 65



T.rMf: J Tt1-tt1/> ME .5Jh~t= J () 
1>15 C. l€N I ? ?C ) .ru8(Uf,,cf.. IP ) Ur ro 

WlfoLC 

Plk.l<..er~{ 

ORJ:G-rr,/ Te)<. T 

l131ID4Dll92D4580BIS40620U00159377l9BC5IDlJNMIH21109I I 11550 
ANGELESIADDRESSl280 EMERALD 

;J 
ROCKWOOD ST, LOS 

( 

0 /1...J::<:r-i:t,J: 

~Pt! 

sT, Los ANGELEs I AnoREss Io IM I ARMs=Y.1 _/" ~alt ,nvG- 1/LTell. /Yr1-r.n;ES 
\. \~ INFo. 

l'esn::111no"' rex, ) ~ t...r"m.rr TY/Jc 

°n Q I I fe5D:t-.JI/--TJiJN {Jc S T:CNfrr.LoAJ 
',r T'l'I{!' L:cr11rr 

FreLO ms-c. LE Ii f11th.4c.e ro 
\ 

C~( -
. / -r~mt s1A-t11P } UJ€/l.. IO TYf c 

P lk.ll€r IIG!t-OcP....----{ I oeos j aGdV, st1dsLt1.t"61£I. ro I l 
sr · { j2fc37396IS4b620800159377l9bc5IDUNMIR21109IRl\r 

1 m es.} .'f 6--~ 

About 0.4 miles, 3 
I frl€S5 IIG-c ,...-._, minutes. \r I • 

J ----{_l2fc37396IS40620B00159377l9bc5IDUNMIR21109IRl\r\r 1) 0.0 Start out going East 
1,n t>1e5J/f6--€ on ROCKWOOD ST towards Gl,ENDALE BLVD. \r Drive 0.1 miles. 

IARM=ROCKWOOD;GLENDALE;l,99;-91,41;90,-421 
~ ~l2fc37396IS40620B00159377l9bc5IDUNMIR21109IRl\r\r 2) 0.1 Turn RIGHT onto 

3 r ft18S/1-G,(3 GLENDALE BLVD. \ r Drive O. 1 mi Jes. I l\RM,pOCKWOOD; GI,ENOl\I.E; 1, 99; 90, -
42;-91,411 

,,fll ,n--
5 

~-l2fc37396IS40620B00159377l9bc5IDUNMIR21109IRl\r\r 3) 0.2 Turn SLIGHT RIGHT 
~ ej /fG-e onto LUCAS AVE. \r Drive 0.2 miles. IARM=GLENDALE;LUCAS;l,99;17,~ 

98;-91,-40;-42,-90;93,341 
f>, {l2fc37396IS40620B00159377l9bc5IDUNMIR21109IRl\r\r 4) 0.4 Turn LEFT onto 

5 r>'l~55Au--- EMERALD DR. \r . Drive 0.1 miles. IARM=LUCAS;EMERALD;l,99;-98,17;-7,-
99IMORE=YI • 

rry. J;;l._ 

0) 
........ 
....L 

w 

"'d 
n g 
Cl) 
1,0 

~ 
-.J 
0C 
UI 
1,0 

~ 
0 
\0 

~ 
0 
CH 
-.J 
CH 

Toyota Petition '743 Exhibit 1004 
Page 55 of 65



wHou~ PAc.lle-r-{ 101312F39l92D4sa111s40620B001s931119acAIDuNM1R21109111 i'I 111 IMANEUVER=NEXTIARMS=YI 

f~. J3 

PA-clltEr He=..t0e~----{lo49Sl9saa 

[

l2fc3739blS4062OB00159377l9bcalDUNMIR21109IRl\r\r 5) 0.4 Turn RIGHT onto 

1
stm{;;J A- EMERALD ST. \r Drive a short distance to your destination at 280 

5 C-€~ EMERALD ST.\rlARM=EMERALD;EMERALD;l,99;96,-26;-74,-661 

1
12fc3739blS4062OB00159377l9bcalDUNMIR21109IRl\r Thank you for using 

nd SEI/EnRoute!\r\rDatabase Copyright 1992 - 94 Navigation Technologies 
~ ~£SJ/tG-e Corp.\r(Database version wsall0076_2.3.0, SEI/EnRoute Copyright 1993-1994 SEI 

Information Technology/IDS Software version 1.2)\rlMORE=NI 

r,J, l'i 

~ 
0 
1.0 

°' = = ~ 
....:i 
~ 

--..J 
......... 
_,a. 

(,.) 

1-d 
(") 

g 
00 
1.0 

~ 
-.J 
00 
UI 
1.0 

Toyota Petition '743 Exhibit 1004 
Page 56 of 65



WO96/00373 PCT/US95/07859 

8/13 

I078IOABD!BODC0960IIDSDIVISIONl9DB9IBOBDI I I I I I I I ISESSION=OOOOOOOO!BURST=N! 
MAXPKT=1024l-i 

}5 

!0039l67fll2ef5d974IIDSDIVISIONl9d89IBOBDIEIOKI.., 

hf. /6 

1oss1sooB!soDco9521rDsDrvrsroNl9DBBIBOBDI I I I I I I I 1coNFIG=LA.CFGI.., 

F,cft, 17 

I0039l3dBal2ef5d976IIDSDIVISIONl9dBb!BOBDIE\OKI.., 

fitt . LP .,,, 

11:9IA4CB!BODC096EIIDSDIVISIONl9D98IBOBDI I l950 s FLINT RIDGE WAY, 
ANAHEIMIADDRESSl2043 N SACRAMENTO, ORANGEjADDRESS!0IMIARMS=Yl-i 

F,;, I '1 

I0753\2bc6!2ef5d987IIDSDIVISIONl9d9BIBOBDIRl\r About 9.1 miles, 
20 minutes.\rl-, 
l2ef5d987\IDSDIVISIONl9d9BIBOBDIRl\r\r 1) 0.0 Start out going 
Northwest on S FLINT RIDGE WAY. \~ Drive a short distance. 
IARM=FLINT RIDGE;WHITE FIR;l,99;-7?,-61;24,-96l-i 
l2efSd987IIDSDIVISIONl9d98jBOBDIRl\r\r 2) o.o Turn LEFT onto E WHITE 
F\[R LN. \r Drive 0. 1 miles. I ARM=FLINT RIDGE; WHITE FIR; 1, 9 9; -
79,-61;24,-961-i 
l2ef5d987IIDSDIVISIONl9d9BIBOBDIRl\r\r 3) 0.1 Turn RIGHT onto SLONE 
P-INE LN. \r -- Drive 0.1 ~iles. IARM=WHITE FIR;LONE 
PINE;l,99;67,-73l-i 
I 2ef5d987 I IDSDIVISION I 9d98 I BOBD IR I \_r\r 4) 0. 2 Turn LEFT onto E 
SOMERSET _LN. \r Drive a short distance. IARM=I:_ONE 
PINE; SOMERSET; 1, 9 9 ; - 9 3 , - 3 5 ; 3 8 , - 9 2 I !-!ORE= Y I .., 

I062l61D6jSODC0975\IDSDIVISIONl9D9?IBOBD\ \II I I I I IMANEUVER=NEXT!ARMS=Yl-i 

Toyota Petition '743 Exhibit 1004 
Page 57 of 65



WO96/00373 PCT/US95/07859 

9/13 

j0664j449cj2ef5d98ajIDSDIVISIONj9d9fjBOBDIRl\r\r 5) 0.2 Turn RIGHT 
onto SERRANO AVE. \r ~rive 0.3 miles. 
IARM=SOMERSET;SERRANO;l,99;98,-18;-97,22;-12,-991~ 
j2ef5d98ajIDSDIVISIONj9d9fjBOBDIRl\r\r 6) 0.6 Turn LEFT onto S WEIR 

CANYON RD. \r Drive 0.8 miles. IARM=SERRANO;WEIR 
CANYON;l,99;-99,0;-26,-96;97,-21j~ 
l2ef5d98alIDSDIVISIONj9d9fjBOBDIRl\r\r 7) 1.4 Turn RIGHT onto the CA-
91 WEST RAMP. \r Drive 5.3 miles. IARM=YORBA LINDA;CA-91 
WEST;l,99;83,-55;2,-99j~ 
j2ef5d98ajIDSDIVISIONj9d9fjBOBDjR!\r\r 8) 6.7 Take the CA-55 HWY SOUTH 
exit. \r Drive 0.7 miles. IARM=RIVERSIDE;CA-55 SOUTH;l,99;0,-
100;7,-99IMORE=YI~ 

F,~. a~ 
I062IF22El80DC097BIIDSDIVISIONl9DA2IBOBDI I I I I I I I IMANEUVER=NEXTIARMS=YI~ 

i=Jf, :J.,3 
I0652l6dc9l2ef5d9BdlIDSDIVISIONl9da21BOBDIRl\r\r 9) 7.4 Take the NOHL 
RANCH RD/LINCOLN AVE exit. \r Drive 0.2 miles. IARM=COSTA 
MESA;TUSTIN ST;l,99;-2,-99;-21,-97\~ 
j2ef5d98djIDSDIVISIONl9da2IBOBDIRl\r\r 10) 7.6 Turn LEFT onto N TUSTIN 
ST. \r Drive 1.0 miles. jARM=TUSTIN ST;TUSTIN;l,99;-99,-
6;98,lSI~ 
l2ef5d98dlIDSDIVISIONj9da2IBOBDIRl\r\r 11) 8.6 Turn LEFT onto E MEATS 
AVE. \r Drive 0.4 miles. IARM=TUSTIN;MEATS;l,99;-99,3;-4,-
99;99,-lll~ 
j2ef5d98djIDSDIVISIONj9da2jBOBDIRl\r\r 12) 8.9 Turn RIGHT onto N 
BRECKENRIDGE ST. \r Drive a short distance. 
IARM=MEATS;BRECKENRIDGE;l,99;99,3;0,-l00jMORE=YI~ 

I062j159Sl80DCC97BIIDSDIVISIONl9DASIBOBDI I I I I I I I IMANEUVER=NEXTIARMS=YI~ 

~I;;;.~ 

I0640l638bl2ef5d990IIDSDIVISIONl9daSjBOBDIRl\r\r 13} 9.0 Turn RIGHT 
onto E BRENTFORD AVE. \r Drive 0.1 miles. 
IARM=BRECKENRIDGE;BRENTFORD;l,99;99,-4;-4,-991~ 
l2ef5d990jIDSDIVISIONl9daSjBOBDIRl\r\r 14) 9.0 Turn LEFT onto N 
SACRAMENTO ST. \r Drive a short distance to your destination 
at 2043 N SACRA.'IBNTO ST.\rlARM=BRENTFORD;SACRAMENTO;l,99;-99,ol~ 
l2ef5d990IIDSDIVISIONl9da5IBOBDIRl\r Thank you for using 
SEI/E~~ute!\r\rDatabase Copyright ~~92 - 94 Navig_§l.~ion Te~hnologies 
Corp.\r(Database version lao0104_2.3.0, SEI/EnRoute Copyright 1993-1994 
SEI Information Technology/IDS Software version 5.48)\rlMORE=NI~ 

Toyota Petition '743 Exhibit 1004 
Page 58 of 65



WO96/00373 PCT/US95/07859 

10/13 

l121j7372j80DC099CjIDSDIVISIONj9DC6IBOBDI I 11750 QUEENS RD, LOS 
ANGELESIADDRESSi7530 ORANGETHORPE, BUENA PARKIADDRESSIOIMIARMS=YI-

hj. ~7 
j0746jfef2j2ef5i9b8IIDSDIVISIONl9dc6jBOBDIRl\r About 30.2 
miles, 51 minuces.\rl~ 
l2ef5d9b8jIDSD:7ISIONj9dc6jBOBDIRl\r\r 1) o.o Start out going 
Northwest on Qt'3ENS RD towards FRANKLIN AVE. \r Drive a short 
distance. IARM=QUEENS;QUEENS;l,99;-64,761~ 
j2ef5d9b8IIDSD:7ISIONl9dc6jBOBDjRj\r\r 2) 0.1 Turn SLIGHT RIGHT onto 

QUEENS RD. \r Drive 0.5 miles. IARM=FRANKLIN;QUEENS;l,99;4,-
99;95,-30j~ 
j 2ef Sd9b8 j IDso:·:rSION I 9dc6 I BOBD IR I \r\r 3) o. 5 Turn LEFT onto w SUNSET 
BLVD. \r Drive 3.5 miles. IARM=QUEENS;SUNSET;l,99;-99,5;99,-
61~ 
l2ef5d9b8IIDSD:7ISIONj9dc6jBOBDIRl\r\r 4) 4.1 Turn RIGHT onto t~e US-
101 SOUTH RAMP. \r Drive 24.5 miles. IARM=SUNSET;US-10: 
SOUTH;l,99;92,-37;-2,-99IMORE=YI~ 

hf ;;1g 

I062IEB9Cl80DCC9A6IIDSDIVISIONl9DD0IBOBDI I I I I I I I IMANEUVER=NEXTIARMS=YI~ 

nJ, ~9 
I0802ldb7ll2ef5i9bbjIDSDIVISIONl9dd0IBOBDIRl\r\r 5) 28.6 Take the KNOTT 

AVE exit. \r Drive 0.1 miles. IARM=SANTA ANA;ARTESIA 
BLVD;1,99;77,-f3;12,-99I~ 
j2ef5d9bbjIDSD::7ISIONj9ddOIBOBDIRl\r\r 6) 28.7 Merge onto KNOTT ;..VE. 
\r trive 1.0 miles. IARM=ARTESIA BLVD;KNOTT;l,99;19,-98;-
23,97;-97,-21;?7,221~ 
j2ef5d9bbjIDSD::7ISIONj9dd0lBOBDIRl\r\r 7) 29.7 Turn LEFT onto. 

ORANGETHORPE AVE. \r Drive 0.5 miles to your destination at 
7530 ORANGETHORPE AVE.\rlARM=KNOTT;ORANGETHORPE;l,99;-99,3;-4,-99;95,-ll~ 
l2ef5d9bblIDSDIVISIONj9dd0IBOBDIRl\r Thank you for using 
SEI/EnRoute!\r\rDatabase Copyright 1992 - 94 Navigation Technologies 
Corp.\r(Database version lao0104_2.3.0, SEI/En.~oute Copyright 1993-1994 
SEI Information Technoloqy/IDS Software versic~ 5.48)\rlMORE=NI~ 

jl04jSF3lj80DC09DFIIDSDIVISIONl9EOBjBOBDI I 11855 W KATELLA AVE, 
ORANGEIADDRESSIHAPPYIRESTAURANTjlOOjMjQUERY=POISI~ 

Toyota Petition '743 Exhibit 1004 
Page 59 of 65



WO96/00373 PCT/US95/07859 

11/13 

jooasl30ddj2ef5d9f4jIDSDIVISIONl9e0BjBOBDIQ!No 8f POis found:00000: 
- - I I : : IMORE=NI~ 

j1osjE9C4jaonco9F6jIDSDIVISIONj9E20IBOBDI I j1as= w KATE~LA AVE, 
ORANGEIADDREsslHUNGRYIRESTAURANTl1oolMIOUERY=Fc:s1~ 

hf, 33 
lo269j523aj2ef5daOc!IDSDIVISIONl9e20jBOBDjQjNo 8f POis found:00002: : : -
- - , , : : ;HUNGRY TIGER SEAFOOD RESTAURANT:6231 MANCHESTER BLVD, BUENA 
PARK:36:23606:0-0-223-137,4,1:46646:N;HUNGRY E~AR RESTAURANT:2219 N HARBOR 
BLVD, FULLERTON:36:24034:0-0-459-108,4,2:38570:~IMORE=NI~ 

11osjF24sjaoncoAo7IIDSDIVISIONl9E31jBOBDI I j1ss= w KATELLA AVE, 
ORANGEIADDRESSIBURGERIRESTAURANTjlOOjMjQUERY=FCISI~ 

-_ hp. ~S 
j0704jlc86l2ef5daldlIDSDIVISIONl9e3ljBOBDjQjNo ~f POis found:00016: : : -
- - , , : : ;BREA'S BEST BURGERS:707 S BREA BL"."';), BREA:36:23589:0-0-230-
190,4,l:38608:N;BURGER KING:959 S COAST DR, CCSTA MESA:36:23729:0-0-395-
82,4,l:43298:N;BURGER KING:19201 BROOKHURST ST, HUNTINGTON 
BEACH:36:24237:0-0-779-194,4,2:51444:N;BURGER KING:1236 W IMPERIAL HWY, LA 
HABRA:36:24406:0-0-453-165,4,2:49052:N;C AND u 3URGER:421 ELA HABRA BLVD, 
LA HABRA:36:24408:0-0-229-139,4,l:50512:N;GEORG~'S BURGERS:601 W LA HABRA 
BLVD, LA HABRA:36:24429:0-0-908-180,4,l:52112::;;IMPERIAL BURGERS:241 E 
IMPERIAL HWY, LA HABRA:36:24435:0-0-919-268,4,::46502:N;T ANDS BURGER:65C 
W LA HABRA BLVD, LA HABRA:36:24484:0-0-908-180,4,2:52112:NIMORE=YI·~ 

nj.. Jl 
1ossjAsc11aoncoAoBIIDSDIVISIONl9E34IBOBDI I I I I I II IMANEUVER=NEXTI~ 

F.ff, 37 
j0643j833ej2ef5dalfjIDSDIVISIONj9e34jBOBDjQjIN-N-OUT BURGER:7926 

VALLEY VIEW ST, LA PALMA:36:24514:0-0-1210-243,4,2:50592:N;BURGER 
KING:245 N CITRUS ST, ORANGE:36:26021:0-0-829-:24,4,1:6189:N;IN-N­
OUT BURGER:825 W CHAPMAN AVE, PLACENTIA:36:26314:0-0-959-
137,4,l:24590:N;BURGER KING:2850 S BRISTOL ST, SANTA 
ANA:36:26542:0-0-396-lll,4,::36418:N;BURGER KING:601 E DYER RD, 
SANTA ANA:36:26543:0-0-797-207,4,l:35830:N;BURGER KING:13431 
NEWPORT AVE, TUSTIN:36:26864:0-0-871-69,4,l:28304:N;BOB'S 
BURGER:13891 BEACH BLVD, WESTMINSTER:36:27177:0-0-199-
315,4,2:40114:N;IN-N-OUT BURGER:6292 WESTMINSTER BLVD, 
WESTMINSTER:36:27186:0-0-1197-216,4,2:49140:NIMORE=NI~ 

Toyota Petition '743 Exhibit 1004 
Page 60 of 65



T·o)(eN EN6-LJJ1/ T,1tJLE Jfl}N.I>/rl Tt16L£ 

/nQ kc. Q 
f-/ Cl 9 q__ l) n C'-. 

I U ·fll.tt> at 
V L.• et I- C\... e. V\ 

• \) eh 

I 

_ can-, 1:, .. ·C\. c-, I chcv1;t:J 
J (lctMe h, ,. rio,--.br e a -----·-· 

T«.ih1 / e I- f or, D c( v v e t -ft l , t l (\. 

3 at1d dt,ve. 
I -:z._ q. V ·, (' r '-~ c, I;? "' 

..A:) f}i(lof\ 1~:J'C.. 

f>1il es. . 1-Viilla.S, 

--he ()o 
.?', l 

I 
I 

6:El!-m1f/ T/Jdlc 

An tic., k.re l{ Z.<.ln) ,n, t 
bdtc::. e,1> e 

Kehl"fwu, cl14-,1 9 tnqe,J,cn, . u r1duf dcr1 

No.,'rlel/ 2l{ .. 

1-h,f l1 ,1/t.J 

aJ.h1c.,~u1 I.A~✓ 
rn e.,,t J~,, wei fufi hrt!11 

-"' 
(\) 

......... 
-I. 

u) 

'"d n g 
00 
IC 

~ 
....:i 
CIC 
UI 
IO 

~ 
IO 

~ 
0 
~ 
....:i 
~ 

Toyota Petition '743 Exhibit 1004 
Page 61 of 65



WO96/00373 

Request TOUte 

from bt:1.s c -v Si 
""' t # 

Receive mate 
information S ~ 

~~on- S3 
board map. 

13/13 

Request strip-
~___. map for 

/)O 11.ttfd y 
c.ov . 

Done. s7 

r,·1, 41 

PCT/US95/07859 

ELm 

Receive strip­
map informa­

bo.re 

Toyota Petition '743 Exhibit 1004 
Page 62 of 65



INTERNATIONAL SEARCH REPORT 
Internati Application No 

PCT/US 95/07859 
A. CLASSIFICATION OF SUBJECT MATIER 
IPC 6 G01C21/20 G08Gl/0968 

According to International Patent Oassification (IPC) or to both national classification and !PC 

B. FIELDS SEARCHED 

Minimum documentation searched (classification system followed by classification symbols) 
IPC 6 GOlC G08G 

Documentation searched other than mimmum documentation to the extent that such documents are included in the fields searched 

Electronic data base consulted during the intemattonal search (name of data base and, where practical, search terms used) 

C. DOCUMENTS CONSIDERED TO BE RELEVANT 

Category• Citation of document, with indication, where appropnate, of the relevant passages Relevant to claim No. 

y WO,A,92 21001 (TSUYUKI TOSHIO) 26 November 1-16 
1992 
see the whole document ---

y PATENT ABSTRACTS OF JAPAN 1,7,16 
vol. 015 no. 380 (P-1256) ,25 September 
1991 
& JP,A,03 150699 (AISIN AW co LTD;OTHERS: 
01) 27 June 1991, 
see abstract 

---
-/--

I]] Further documents are listed in the continuation of box C. [[] Patent family members are listed in annex. 

• Special categories of cited documents : •r later document published_ after the international filing date 

•A• document defining the general state of the art which is not 
or priority date and not m conflict wnh the apphcatton but 
cited to understand the principle or theory underlying the 

considered to be of particular relevance invention 
"E" earlier document but published on or after the international •x· doc1D11ent of particular relevance; the claimed invention 

filing date cannot be considered novel or cannot be considered to 
"L" document which may throw doubts on priority claim(s) or involve an inventive step when the document is taken alone 

which is cited to establish the publication date of another •y· document of particular relevance; the claimed invention 
citation or other special reason (as specified) cannot be considered to involve an inventive step when the 

•o• document referring to an oral disclosure, use, exhibition or doc\Dllent is combined with one or more other such docu-
other means ments, such combination being obvious to a person skilled 

•p· doc1D11ent published prior to the international filing date but in the art. 
later than the priority date claimed "&" document member of the .same patent family 

Date of the actual completion of the international search Date of mailing of the international search report 

18 October 1995 02.1 1.95 
Name and mailing address of the ISA Authorized officer 

European Patent Office, P.B. 5818 Patentlaan 2 
NL • 2280 HV Rijswijk 
Tel. (+31-70) 340-2040, Tx. 31 651 epo nl, 
Fax: ( + 31-70) 340-3016 Hoekstra, F 

Form PCT/ISN210 (second sheet) (July 1992) 

Toyota Petition '743 Exhibit 1004 
Page 63 of 65



INTERNATIONAL SEARCH REPORT 

C(Continuation) DOCUMENTS CONSIDERED TO BE RELEVANT 

Category • Citation of document, with indication, where appropnate, of the relevant pa~ages 

Y PROCEEDINGS OF THE IEEE - IEE VEHICLE 
NAVIGATION AND INFORMATIONS SYSTEMS 
CONFERENCE (CAT. N0.93CH3285-4), 
PROCEEDINGS OF VNIS 1 93 - VEHICLE 
NAVIGATION AND INFORMATION SYSTEMS 
CONFERENCE, OTTAWA, ONT., CANADA, 12-15 
OCT. 1993, ISBN 0-7803-1235-X, 1993, NEW 
YORK, NY, USA, IEEE, USA, 

y 

A 

pages 45-48, 
HOFFMAN SET AL 'Text-based routing: An 
affordable way ahead?' 
see page 46, right column, line 20 - page 
47, left column, line 9 

EP,A,O 379 198 (SHARP KK) 25 July 1990 

see column 8, line 5 - line 19 

WO,A,92 14215 (PETERSON THOMAS D) 20 
August 1992 
see abstract 

Form PCT/ISN210 (ainunuation ofsecond sheet) (July 1992) 

lnt.emati Application No 

PCT/US 95/07859 

Relevant to claim No. 

2-4, 
8-12,15 

5,6,13, 
14 

1 

Toyota Petition '743 Exhibit 1004 
Page 64 of 65



INTERNATIONAL SEARCH REPORT 

Patent document 
cited in search report 

WO-A-9221001 

lmonnation on patent family members 

I Publication 
date 

26-11-92 
I Patent family 

member(s) 

Intemati Application No 

PCT/US 95/07859 

I Publication 
date 

AU-A- 1792292 30-12-92 
----------------------------------------------------------------------EP-A-0379198 25-07-90 JP-A- 2189488 25-07-90 

JP-A- 2206900 16-08-90 
AU-8- 614893 12-09-91 
AU-8- 4799790 26-07-90 
DE-D- 69021900 05-10-95 
US-A- 5025261 18-06-91 

WO-A-9214215 20-08-92 AU-8- 1530192 07-09-92 

Form PCT/ISA/210 (patent family annex) (July 199l) 

Toyota Petition '743 Exhibit 1004 
Page 65 of 65


	ELECTRONIC NAVIGATION SYSTEM AND METHOD
	04/01/1996 Published International Application
	2
	3
	4
	5
	6
	7
	8
	9
	10
	11
	12
	13
	14
	15
	16
	17
	18
	19
	20
	21
	22
	23
	24
	25
	26
	27
	28
	29
	30
	31
	32
	33
	34
	35
	36
	37
	38
	39
	40
	41
	42
	43
	44
	45
	46
	47
	48
	49
	50
	51
	52
	53
	54
	55
	56
	57
	58
	59
	60
	61
	62
	63
	64
	65





