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I. EXPERT QUALIFICATIONS AND SCOPE 

1. My name is Pavan M. Gajendragad.  I have been retained by counsel 

for the Patent Owner in this matter, Cellspin Soft, Inc. (“Patent Owner” or 

“Cellspin”), to provide expert testimony, including this Written Rebuttal Report, on 

the subject of patent validity under 35 U.S.C. §§ 102-103, and 112.  More 

specifically, I have been asked to provide my opinions in rebuttal to those 

expressed in the Written Report of Dr. Patrick Traynor, which I understand was 

prepared and served on behalf of Petitioners in these related matters.  My 

compensation for my work in this matter is not dependent upon the outcome of any 

aspect of this matter.  I am being compensated at my normal hourly rate of $250 

per hour. 

2. I am informed and understand that, for purposes of this Written 

Report, the “Asserted Patents” are the following United States Patents: (i) 

8,756,336 (“the ‘336 Patent”); (ii) 8,862,757 (“the ‘757 Patent); and (iii) 8,898,260 

(“the ’260 Patent”).  I am further informed and understand that, for purposes of this 

Written Report, the “Challenged Claims” are ALL the claims in the “Asserted 

Patents.”  I am further informed and understand that the “Date of Invention” for the 

Challenged Claims is December 28, 2007. 

3. A true and correct copy of my resume is attached as Exhibit A.  I 

received a Bachelor of Science degree in Instrumentation and Electronics 
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Engineering from Visveswaraiah Technological University in Tumkur, India, and a 

Master’s degree in Telecommunications from the University of Maryland.   

4. In my career, I have nineteen years of experience in various aspects of 

wired and wireless data technology.  I have worked as a Senior Data Analyst at 

Softbank, a Senior Systems Test Engineer at Qualcomm, a Systems Test Engineer 

at Airvana, a Software System Test Engineer at Ericsson, a Network Administrator 

and Web Developer at the University of Maryland, a Software Test Engineer at 

Infosys Technologies, and as a Hardware Engineer at Mistrel. 

5. In my career, I have gained extensive experience in many areas 

relevant to the technologies of the Asserted Patents, including: (i) wireless 

telecommunications; (ii) OSI - TCP/IP networking protocols; and (iii) wireless 

networking technologies (including WiFi, Ultra Wide Band, and Bluetooth). 

6. All opinions and facts as stated in this Written Report are true and 

correct to the best of my knowledge, and all opinions expressed herein are my 

own.  If called upon to testify, I could and would testify to the truth of the 

following. 

II. INFORMATION CONSIDERED 

7. In preparing this Written Report, and in addition to my own 

experience, training, education, and recollections, I considered the following 

documents and things: 
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8. The Written Report of Dr. Patrick Traynor, including all appendices 

thereto. 

9. The various references as identified by Dr. Patrick Traynor in his 

Report. 

10. The various additional websites, sources, and documents as cited 

throughout this Written Report. 

11. The Court’s Claim Construction procedures and status as have been 

explained to me by counsel and as discussed below. 

12. The Asserted Patents and their related file histories. 

III. LEGAL FRAMEWORK 

13. I am not an attorney, but I have been advised concerning the relevant 

law relating to the subject matter of this Report. 

14. I am informed and understand that, for purposes of the Asserted 

Patents, the so-called “pre-AIA” versions of the patent statutes are applicable.  I 

am informed and understand that such versions are applicable for all patents which 

have an effective filing date prior to March 16, 2013. 

15. I am informed and understand that, for purposes of the Asserted 

Patents, the “date of invention” and the “effective filing date” is December 28, 

2007 (the date of filing of the original Provisional Application for Patent). 
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16. I am informed and understand that, for purposes of the Asserted 

Patents, pre-AIA 35 U.S.C. § 102 is the statutory provision concerning patent 

validity under the “anticipatory” standard.  I understand that, pursuant to the 

pertinent provisions of pre-AIA 35 U.S.C. § 102, a person shall be entitled to a 

patent unless:  

(i)  the invention was known or used by others in this country, or 

patented or described in a printed publication in this or a foreign country, 

before the invention thereof by the applicant for patent; or  

(ii)  the invention was patented or described in a printed publication 

in this or a foreign country or in public use or on sale in this country, more 

than one year prior to the date of the application for patent in the United 

States; or  

(iii)  the invention was first patented or caused to be patented, or was 

the subject of an inventor’s certificate, by the applicant or his legal 

representatives or assigns in a foreign country prior to the date of the 

application for patent in this country on an application for patent or 

inventor’s certificate filed more than twelve months before the filing of the 

application in the United States; or  
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(iv)  the invention was described in an application for patent, 

published under section 122(b), by another filed in the United States before 

the invention by the applicant for patent; or  

(v)  the invention was described in a patent granted on an 

application for patent by another filed in the United States before the 

invention by the applicant for patent, except that an international application 

filed under the treaty defined in section 351(a) shall have the effects for the 

purposes of this subsection of an application filed in the United States only if 

the international application designated the United States and was published 

under Article 21(2) of such treaty in the English language; or  

(vi)  before such person’s invention thereof, the invention was made 

in this country by another inventor who had not abandoned, suppressed, or 

concealed it. 

17. I am informed and understand that a claim is invalid as anticipated 

under 35 U.S.C. § 102 if the “four corners” of a single prior art document describe 

every element of the claimed invention, either expressly or inherently, such that a 

Person of Ordinary Skill in the Art (“POSITA”) could practice the invention 

without undue experimentation.  Thus, the prior art reference must not only 

disclose all elements of the claim within the four corners of the document, but must 

also disclose those elements arranged as in the claim.  Based on my reading of Dr. 
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Williams’ Written Report, there is no allegation that any Asserted Claim is 

allegedly anticipated by any single reference under 35 U.S.C. § 102.  As to this 

point, I agree that no single reference discloses each and every element of any 

claim of any Asserted Patent. 

18. I am informed and understand that pre-AIA 35 U.S.C. § 103 is the 

statutory provision concerning patent validity under the “obviousness” standard.  I 

understand that, pursuant to the pertinent provisions of pre-AIA 35 U.S.C. § 103, a 

patent may not be obtained though the invention is not identically disclosed or 

described as set forth in 35 U.S.C. § 102, if the differences between the subject 

matter sought to be patented and the prior art are such that the subject matter as a 

whole would have been obvious at the time the invention was made to a person 

having ordinary skill in the art to which said subject matter pertains. Patentability 

shall not be negatived by the manner in which the invention was made. 

19. I further understand that “obviousness” is a question of law based on 

underlying factual findings, as follows: (i) the scope and content of the prior art; 

(ii) the differences between the claims and the prior art; (iii) the level of ordinary 

skill in the art; and (iv) objective considerations of non-obviousness.   

20. Still further, I understand that in order to establish that a given claim 

is obvious, a party is required to demonstrate that a skilled artisan would have been 

motivated to combine the teachings of the prior art references to achieve the 
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claimed invention, and further that the skilled artisan would have had a reasonable 

expectation of success in doing so.  Moreover, even beyond the analysis requiring 

evidence of motivation to combine, it is my understanding that obviousness also 

requires some teaching of how the references could in fact be combined to work 

together. 

21. I am further advised and understand that the motivation to combine 

references requires a preliminary identification of the specific problem being 

addressed.  Such a recital of the problem must not be based on “hindsight 

reasoning” and must not define the problem in terms of its solution.  The problem 

being addressed is properly characterized as the general problem being confronted 

by the inventor before the invention was made. 

22. I am further advised and understand that references may be combined 

only when there is an established design need or market pressure to solve a 

problem, and there are a finite number of identified, predictable solutions, and 

which are easily traversed.  Similarly, a combination is only obvious to try when 

the art reduces the field to a particular direction and provides indicators as to which 

parameters are critical. 

23. I am further advised and understand that when the prior art teaches 

away from combining certain known elements, discovery of a successful means of 

combining them is more likely to be non-obvious. 
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24. I am further advised and understand that one cannot simply rely on a 

mere “common sense” obviousness argument; rather, one must support each 

argument by evidence and reasoned explanation. 

25. I am further advised and understand that a prior art reference must 

satisfy the combined functions of a claimed element.  By way of example, I am 

informed and understand that a software application claimed to perform multiple 

functions must be likewise present in the prior art in the form of a single 

application performing the same recited functions (as opposed to two separate 

applications, each independently performing only certain of the claimed functions). 

26. I understand that the burden of establishing the status of a reference as 

“prior art” lies with the party offering the art as part of its invalidity argument.  I 

am informed and understand that the party offering the alleged prior art must 

establish that such reference(s) meet the criteria set forth in either 35 U.S.C. §§ 102 

or 103.  For example, the party offering the art must establish that a given 

reference qualifies as a “printed publication” or that the invention was “in public 

use.”  Still further, I understand that prior art must be analogous to the art disclosed 

in the patents at issue; the identified art must be from the same field of endeavor or 

must be reasonably pertinent to the particular problem the inventor was trying to 

solve. 
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27. I am informed and understand that pre-AIA 35 U.S.C. § 112 is the 

statutory provision concerning patent validity under the “written description” 

standard.  I understand that, pursuant to the pertinent provisions of pre-AIA 35 

U.S.C. § 112, a patent specification shall contain a written description of the 

invention, and of the manner and process of making and using it, in such full, clear, 

concise, and exact terms as to enable any person skilled in the art to which it 

pertains, or with which it is most nearly connected, to make and use the same, and 

shall set forth the best mode contemplated by the inventor of carrying out his 

invention.   

28. I am further informed and understand that the aforementioned written 

description requirement is satisfied when the specification clearly allows a person 

of ordinary skill in the art to recognize that the inventor invented what is claimed.  

Stated somewhat differently, the test for sufficiency is whether the disclosure of the 

application relied upon reasonably conveys to those skilled in the art that the 

inventor had possession of the claimed subject matter as of the filing date.  I am 

informed and understand that the written description includes the figures and 

diagrams provided by the patentee, and that such figures and diagrams can provide 

adequate written description support for a given aspect of an invention. 

29. I am further informed and understand that, with respect to the written 

description requirement, the patentee may rely on information that was well-known 
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in the art for purposes of meeting the requirement, because the specification is 

viewed from the perspective of a person of ordinary skill.  In this regard, I 

understand that the existing knowledge in the field, the extent and content of the 

prior art, the maturity of the science or technology, and the predictability of the 

aspect at issue, are all factors which can be considered. 

30. I am informed and understand that expert testimony is proper with 

respect to factual issues, such as the state of the pertinent art, how one of ordinary 

skill in the art would understand the prior art references and the terms of the 

claims, the level of ordinary skill, whether one of ordinary skill in the art would 

have been motivated to combine or modify prior art references in a manner that 

yields the claimed invention, and whether the prior art teaches away from a 

claimed invention.  On the other hand, I am informed and understand that experts 

are generally not permitted to offer legal opinions on ultimate issues or provide 

testimony that is merely a legal conclusion. 

31. Additional aspects of the law (as has been provided to me) may be 

highlighted elsewhere in this Written Report as warranted. 

IV.  CLAIM CONSTRUCTION  

32. I am informed and understand that the District Court in this matter is 

in the process of carrying out its claim construction role, and both parties have 

provided specific constructions to many terms in the claims of the Asserted 
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Patents. I am also informed that the parties have exchanged claim construction of 

key terms as required by the local rules of the district court. In the pending seven 

IPRs, Petitioner has advanced broad interpretations for all terms of all Asserted 

Patents, and Petitioner has not requested the construction of any specific term. 

Below is an example text from the IPR2024-00768 Petition at page 7 (similar text 

is in all seven Petitions): 

 

33. It is my understanding that Petitioner is seeking to secure narrow 

constructions of one hundred plus claim terms in the District Court.  Exhibit 2002 

(Petitioner’s Patent L.R. 4-1, 4-2 and 4-3 Disclosures).   

34. I am informed and understand that on December 20, 2024, the parties 

filed required disclosures with the District Court concerning claim construction. 

Below are the five key claim terms that are at issue for the ‘336, ‘757, and ‘260 

Patents (see Joint Claim Construction and Prehearing Statement, Exhibit 2005): 
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 Claim Term  Proposed Constructions 
 “along with” “in addition to” 

 “user identifier”   “a text string that identifies uniquely a user of a web 
service” 
 
Alternatively: 
 
“a text string that identifies uniquely a user of a web 
service and contains sufficient information to authenticate 
a user of the web service”  
 

 “segment 
identifier” 

“a text string that identifies uniquely a data segment” 
 

 “application 
layer” 

“The highest layer of standards in Open Systems 
Interconnection (OSI) reference model. The application 
layer contains signals that perform useful work for the 
user, such as file transfer or remote access to a computer, 
as opposed to lower levels, which control the exchange of 
data between transmitter and receiver.” 

 “Web Service”  “A modular collection of Web protocol based applications 
that use standard Internet protocols such as HTTP, XML, 
and SOAP to provide connectivity” 

 

35. I have been asked to discuss these key terms, and to discuss how they 

would have been understood by a person of ordinary skill in the art, which I do 

below.  

36. It is my understanding that an earlier ‘127 IPR Petition was filed prior 

to November 13, 2018, and that the Board construed terms of the challenged 

claims using the so-called “broadest reasonable interpretation” in light of the 

specification (“BRI”).  
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37. I further understand that the PTAB has since adopted a claim 

construction procedure which follows the principles articulated in Phillips v. AWH 

Corp., 415 F.3d 1303 (Fed. Cir. 2005). In essence, I am informed that such 

procedure seeks to identify how a given claim term would have been understood 

by a person of ordinary skill in the art, in light of the written description and 

prosecution history.  Thus, it is my understanding that earlier decisions based on 

the BRI standard have little to no bearing on the present case, at least insofar as 

claim construction is concerned. 

38. It is my understanding that the claim term “along with” is a disputed 

claim term at the District Court, and Cellspin is asking both the courts to construe 

“along with” as “in addition to.”  I agree with this construction. 

39. With reference to the ‘802 application specification, and specifically 

at [0047], a POSITA would appreciate that the patentee has clearly stated that 

“along with” should mean “in addition to.”  In my opinion, this evidence is clear:  
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40. Again, the ‘802 specification at ]0047] states: “Additional 

information such as …., authentication identification, user preferences, ……and 

transferred along with the user created multimedia content to the publishing 

service.” The “client application 202 to transfer the user created multimedia 

content along with the additional information to the publishing service.”  

41. A POSITA would thus appreciate that a variety of information was 

contemplated as being sent “along with” the multimedia file.  Such information 

included: (i) user preferences; (ii) authentication identification; (iii) user 

preferences; (iv) default settings; (v) geographical codes; and (vi) auction 

identifiers and other identifiers.  See id. 
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42. I also note that dictionary evidence (https://www.merriam-

webster.com/dictionary/along%20with) supports this understanding; namely, that 

“along with” means “in addition to,” as illustrated below: 

 

43. I disagree with the suggestion that the plain and ordinary meaning of 

“along with” could include “inside.” 

44. In my opinion, a POSITA would understand “along with” to mean “in 

addition to” or “together with,” indicating something is alongside another thing.  

The concept of “inside,” on the other hand, refers to something being physically 

contained within the boundaries of another object; essentially, “along with” 

describes a broader association, whereas “inside” specifies a physical location 

within something else.  

45. In view of the foregoing, it is my opinion that a POSITA would have 

understood the term “along with” to mean simply “in addition to,” and not 

including the concept of “inside.” 
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46. It is my understanding that the term “segment identifier” is also 

disputed by the parties in the District Court case, as it relates to the ‘336, ‘757, and 

‘260 Patents. It is my understanding that the dispute here concerns a proposal from 

Petitioner (TikTok) to construe the term to mean “a text string that identifies 

uniquely a data segment,” to which I understand Cellspin agreed.  A POSITA 

would understand that HTTP based identifiers must be text based because HTTP is 

a text-based protocol, meaning that the data that is transmits is typically in plain 

text format. This includes the request and response headers, which are human-

readable text strings.  It is thus my opinion that a POSITA would have understood 

“segment identifier” in these claims as “a text string that identifies uniquely a data 

segment.” 

47. Similarly, it is my understanding that the term “user identifier” is 

contested by the parties in the District Court case, as it relates to the ‘336, ‘757, 

and ‘260 Patents. It is my understanding that the dispute here once again concerns 

a proposal from Petitioner (TikTok) to construe the term to mean “a text string that 

identifies uniquely a user of a web service and contains sufficient information to 

authenticate a user of the web service,” to which I understand Cellspin agreed.  As 

noted, a POSITA would understand that HTTP (HyperText Transfer Protocol) is an 

application-layer protocol, based on TEXT. All of the tags, header, etc. are in Text. 
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Therefore, the user identifier” would necessarily be understood by a POSITA as at 

least a “text string” that identifies uniquely a user of the website / web service. 

48. I further understand that the term “application layer” is contested by 

the parties in the District Court case, as it relates to the ‘336, ‘757, and ‘260 

Patents. I am informed that Cellspin has proposed a construction based on the June 

2002, Microsoft Computer Dictionary Fifth Edition (page 32), which is set forth 

below.  It is my opinion that a POSITA would have likewise understood 

“application layer” to have this defined meaning. 
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49. I further understand that the term “web service” is contested by the 

parties in the District Court case, as it relates to the ‘336, ‘757, and ‘260 Patents. I 

am informed that Cellspin has again proposed a construction based on the June 

2002 Microsoft Computer Dictionary Fifth Edition (page 564), which is set forth 

below.  It is my opinion that a POSITA would have likewise understood “web 

service” to have this defined meaning. 

 

V. BRIEF SUMMARY OF OPINIONS 

50. Based on my experience and training, and based on my personal 

analysis of the various alleged prior art references cited by Dr. Patrick Traynor and 

the Asserted Claims, as well as the other documents and things as cited or 

referenced in this Written Report, it is my opinion that none of the alleged prior art 

references would have been combined by a POSITA in the manner described by 

Dr. Patrick Traynor.  Moreover, it is my opinion (in direct contrast to the opinions 

of Dr. Patrick Traynor) that the various alleged prior art references and their 

combinations fail to teach many of the elements of the Asserted Claims, and in 

certain cases the proposed combinations actually lead to “unworkable” solutions, 
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when compared with the inventions as claimed in the Asserted Claims. A POSITA 

would have had NO reasonable expectation of success in implementing the 

combination 

51. Based on my experience and training, and based on my personal 

analysis of the various alleged prior art references cited by Dr. Patrick Traynor and 

the Asserted Claims, as well as the other documents and things as cited or 

referenced in this Written Report, it is my opinion (in direct contrast to the 

opinions of Dr. Patrick Traynor) that none of the asserted combination would have 

worked and would lead to unworkable implementation. A POSITA would have had 

NO reasonable expectation of success in implementing the combination 

VI. GENERAL RESPONSE TO EXPERT REPORT 
 

52. I have read the entirety of Dr. Patrick Traynor’s Written Report, and I 

have considered the various documents he cites in support of his positions.  My 

general comments and observations are presented below.  Additional details and 

discussion will follow. 

53. Dr. Patrick Traynor relies upon the same base “combinations” to 

support his ultimate conclusions that each Asserted Claim is purportedly obvious.  

I disagree with Dr. Patrick Traynor.  Not only do the specific references (alone or 

in combination) fail to teach many of the claim limitations, a POSITA would not 

have been motivated to combine them in the first place.  Moreover, and as 
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discussed in greater detail below, there are a number of instances where the alleged 

prior art actually leads to unworkable solutions and implementation, when 

compared with the inventions as claimed. A POSITA would have had NO 

reasonable expectation of success in implementing the combinations. 

54. I disagree with Dr. Patrick Traynor’s characterization of the alleged 

prior art, especially to the extent he erroneously states that the art discloses specific 

limitations of the Asserted Claims.  In the discussion below, I will address each of 

the references individually, and will point out the many errors in Dr. Patrick 

Traynor’s evaluation of the art.  Again, in my opinion, the art cited by Dr. Patrick 

Traynor fails to teach all limitations of the Asserted Claims, and in any event there 

would have been no motivation for a POSITA to combine them in the manner 

relied upon by Dr. Patrick Traynor.  

55. Additional specific rebuttals to Dr. Williams’ Written Report follow, 

below. 

A. Discussion of The OSI Layers  

56. In my opinion, in order to understand the invention and the asserted 

patents and the prior art it is important to establish an industry standard and 

definition of certain terms in 2007.  

57. A POSITA would have understood “Application Layer” as defined in 

Microsoft Computer Dictionary Fifth Edition on Page 32, as follows: “The highest 
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layer of standards in Open Systems Interconnection (OSI) reference model. The 

application layer contains signals that perform useful work for the user, such as file 

transfer or remote access to a computer, as opposed to lower levels, which control 

the exchange of data between transmitter and receiver.” 
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58. The seven OSI Layers are clearly defined in the 2007 CCNA Cisco 

Certified Network Associate Study Guide Second Edition by Todd Lammle. 

(Exhibit 2006) (at pp. 5-21). 

59. It is clear from the text that as of 2007, segmentation and reassembly 

of data was done by the Transport Layer and NOT by the Application Layer as 

described and claimed in the Asserted Patents. See Page 10 of Exhibit 2006: 

(“Services located in the Transport layer both segment and reassemble data from 

upper-layer applications and unite it onto the same data stream.”) 
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60. None of the Application Layer protocols did any segmentation of 

file/data at the application layer.  Further, a POSITA would readily appreciate the 

fact that FTP and HTTP had no concept of segmentation of data at the Application 

Layer in 2007. 
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See https://www.nwkings.com/osi-model-in-ccna-course. 

61. As of 2007, it was the Transport layer (TCP and UDP) that segmented 

the data, not the application layer. (Exhibit 2006) (Book page 108) (“Since the 

upper layers just send a data stream to the protocols in the Transport layers, we’ll 

demonstrate how TCP segments a data stream and prepares it for the Network 

layer. The Network layer then routes the segments as packets through an 

internetwork”).  The transport layer TCP Segment is illustrated below.  
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62. Further, below is illustrated the transport layer UDP Segment and 

structure of the UDP Packet and CRC (Checksum) inside the UDP packet. CRC 

stands for (cyclic redundancy codes): 
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63. As of 2007, a POSITA would have understood that the industry 

definition of “packet” was as defined in the Microsoft Computer Dictionary Fifth 

Edition on Page 385, as follows:  “packet n. 1. A unit of information transmitted as 

a whole from one device to another on a network. 2. In packet switching networks, 

a transmission unit of fixed maximum size that consists of binary digits 

representing both data and a header containing an identification number, source 

and destination addresses, and sometimes error-control data.” 

 

64. As of 2007, a POSITA would have understood that the industry 

definition of “UDP” was as defined in Microsoft Computer Dictionary Fifth 

Edition on Page 536, as follows: “UDP n. Acronym for User Datagram Protocol. 

The connectionless protocol within TCP/IP that corresponds to the transport layer 

in the ISO/OSI reference model. UDP converts data messages generated by an 

application into packets to be sent via IP, but it is “unreliable” because it does not 

establish a path between sender and receiver before transmitting and does not 

verify that messages have been delivered correctly. UDP is more efficient than 
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TCP, so it is used for various purposes, including SNMP; the reliability depends on 

the application that generates the message.” 

 

65. As of 2007, a POSITA would have understood that the industry 

definition of “TCP” was as defined in the Microsoft Computer Dictionary Fifth 

Edition on Page 513, as follows: “TCP n. Acronym for Transmission Control 

Protocol. The protocol within TCP/IP that governs the breakup of data messages 

into packets to be sent via IP (Internet Protocol), and the reassembly and 

verification of the complete messages from packets received by IP. A connection-

oriented, reliable protocol (reliable in the sense of ensuring errorfree delivery), 

TCP corresponds to the transport layer in the ISO/OSI reference model. See also 

ISO/OSI reference model, packet, TCP/IP.” 
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66. As of 2007, a POSITA would have understood that the industry 

definition of “HTTP” was as defined in the Microsoft Computer Dictionary Fifth 

Edition on Page 259, as follows: “HTTP n. Acronym for Hypertext Transfer 

Protocol. The protocol used to carry requests from a browser to a Web server and 

to transport pages from Web servers back to the requesting browser. Although 

HTTP is almost universally used on the Web, it is not an especially secure 

protocol.” 

 

67. As of 2007, a POSITA would have understood that HTTP was only 

being used between web servers and requesting Browsers – not by standalone 

mobile applications.  

 

 



29 
 

B. Discussion of Aaltonen  

 

68. Aaltonen FIG 10 makes it very clear that INFO PACKETS are not 

attached to BLOCKs at the Application Layer. There is NO mention of Block 

Identifiers that are added or attached at the application layer in Aaltonen.  

69. Aaltonen [102] states that:  

“During the upload session, between groups or blocks 120 of one 
or more packets, an information packet can be added to the 
packet stream, as shown in FIG. 10. In this regard, the upload 
agent 110 can receive and thereafter Store each information packet, 
such as in the incomplete download Storage 116, to facilitate 
upload recovery. Each information packet can generally include 
information as to the number of packets in a block of packets the 
upload agent is expected to receive before a Subsequent 
information packet or other information relating to the packets, 
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Such as a sequence of one or more cyclic redundancy codes 
(CRCs). Alternatively, each information packet can include 
information as to the number of packets in the block of packets the 
upload agent should have received after a previous information 
packet or other information relating to the packets. In addition to 
information regarding a number of packets in the block of packets 
before or after the information packet, each information packet can 
include information (e.g., Sequence of packet CRCs) uniquely 
describing the packets before or after the information packet, as 
well as one or more identifiers identifying the Sender 102, the 
information packet, requested content and/or the upload Session. 
 
70. Aaltonen [103] further states that:  

“In accordance with various protocols, such as the User Datagram 
Protocol (UDP), packets may arrive at the upload agent 110 in an 
order different from the order the sender 102 uploaded the packets. 
Conventionally, however, packets in accordance with protocols 
Such as UDP do not include information relating to the Sequence 
of the packets or the total number of data packets that comprise the 
upload content 114. Thus, in addition to the number of packets in a 
block 120 of packets before or after an information packet, each 
information packet can include an identifier that identifies 
placement of the respective data packet in relation to the other 
data packets of the content. Alternatively, each information packet 
can include a table uniquely identifying the block of packets before 
or after the respective information packet, each of the packets 
referenced by the respective information packet, and the correct 
order of the packets. For example, each information packet can 
include a table including the CRCs or other uniquely 
describing data fields of the packets in the block of packets 
before or after the respective information packet.” 
 
71. Aaltonen [104] further states that: 

“As will be appreciated, the blocks 120 of packet(s) can each 
include the same number of packets, or the number of packets in 
each block of packet(s) can vary from block to block. AS will also 
be appreciated, in instances in which the blocks of packet(s) 
include the same number of packets, an information packet 
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may, but need not, be sent only once at the beginning of the 
download Session. In addition, although the sender 102 can 
include information packets between blocks of data packet(s), the 
information otherwise included in the information packets can 
alternatively be added to one or more of the data packets. Further, 
as explained above, upload agent 110 can receive and thereafter 
Store each information packet to facilitate upload recovery. 
However, the upload agent need not maintain all of the received 
information packets in Storage. For example, the upload agent 
can be configured to Store only one or more of the latest 
received information packets.”   
 
72. For Element 1[j]. Petitioner relies on Aaltonen Fig 11 (Head URI 

Request) for “sending, a synchronization request to the web service, for said user 

identifier”   

 

73. It is clear from Aaltonen [0111] and [0112] (discussing the control 

flow diagram of FIG. 11) that URI Stands for Uniform Resource Identifier (URI) 

and URI is not a User Identifier. Aaltonen [0111] teaches: “where messages in 
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accordance with each include a header identifying the URI of a location within 

content storage 112.” 

 

74. Aaltonen [0112] further teaches: “where the request includes the URI 

of the location within content storage 112 including the received portion of the 

upload content.” A POSITA would appreciate that the Head Request in Aaltonen is 

NOT for a user identifier and the URI is of the location within the content storage.  

75. Aaltonen Fig 6 (as shown above) makes it clear that the location of 

recipient content storage 112 (URI) has nothing to do with the user ID. 

76. The only time Aaltonen arguably mentions anything relating to any 

“user identifier” is in Aaltonen [102], as follows: “each information packet can 

include information (e.g., Sequence of packet CRCs) uniquely describing the 

packets before or after the information packet, as well as one or more identifiers 

identifying the Sender 102”.  It is important to point out (and a POSITA would 

understand) that this sender information is at the UDP information packet level, 

and it is in reference to the IP address and destination port number of Sender 102.  
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77. In my opinion, this is why the text in Aaltonen says “one or more 

identifiers identifying the Sender 102” IP address and source and destination port 

inside the packet. It would have been readily understood by a POSITA that these IP 

address and Source and Destination Port numbers are NOT unique because the 

internet and intranet use NAT (Network Address Translation) protocols at the 

network boundaries.  

78. Further, the UDP INFO packets that include “one or more identifiers 

identifying the Sender 102” in Aaltonen are also encoded in Binary format. It is 

NOT a text string.  

79. Thus, the “sender information” inside the UDP INFO packet of 

Aaltonen does not teach any “user identifier.” It is not a “Text String” and it is not 

unique at the web service, and is not being applied at the Application Layer level.   

80. I understand that, in the District Court, “Web Service” is being 

defined as: “A modular collection of Web protocol based applications that use 

standard Internet protocols such as HTTP, XML, and SOAP to provide 
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connectivity.” This “Web Service” definition is based on the Microsoft Computer 

Dictionary Fifth Edition (page 564). 

81. As understood, the primary reason why Petitioner has to rely on 

Drescher for “user identifier” for Element 1[e] is because Aaltonen does not have a 

user web site / webservice. For user web services with multiple users, Petitioner 

relies on a “recipient” that can be an “origin server 22,” “digital broadcaster 32,” 

and/or “digital broadcast receiver 36” (“one or more web services”). But Aaltonen 

[0035] clearly states that the origin server is not a user website or a web service.  

For example, origin servers can provide content to the terminal, such as in 

accordance with the Multimedia Broadcast Multicast Service (MBMS).” 

82. A POSITA would understand that HTTP itself is not inherently 

designed to work with multicast, as HTTP is a unicast protocol, meaning it is 

designed for one-to-one communication between a client and a server. Indeed, even 

up until 2020 it was not possible to use HTTP with Multicast. One approach, 

introduced after 2020, is using protocols like HTTP over Multicast QUIC. This 

method leverages the QUIC transport protocol to facilitate the transfer of HTTP 

resources over multicast IP, maintaining compatibility with HTTP/3 that was 

introduced in 2021. See https://www.ietf.org/archive/id/draft-pardue-quic-http-

mcast-09.html 
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83. Multicast QUIC is an extension of the QUIC (Quick UDP Internet 

Connections) protocol that allows for efficient one-to-many data transmission by 

utilizing multicast networking, enabling a single source to send data to multiple 

receivers simultaneously, similar to how live streaming or large software updates 

are distributed, while leveraging the security and performance benefits of the 

QUIC protocol itself; essentially combining the scalability of multicast with the 

reliability and security of QUIC. 

84. Moreover, Aaltonen [0039] states that “digital broadcaster 32,” and/or 

“digital broadcast receiver 36” is ALSO not a user website.  Rather, Aaltonen 

[0039] teaches: “digital broadcast network, such as a terrestrial digital video 

broadcasting (e.g., DVB-T, DVB-H, ISDB-T, ATSC, etc.) network.”  

85. The following servers are disclosed in Aaltonen: (i) “origin servers” 

that work in accordance with the Multimedia Broadcast Multicast Service 

(MBMS); and (ii) “digital broadcaster 32,” and/or “digital broadcast receiver 36” 

(e.g., DVB-T, DVB-H, ISDB-T, ATSC, etc.).  However, NONE of these are based 

on HTTP, XML, and SOAP, and Petitioner has not shown otherwise (nor can it).  

86. Regarding the limitation of the ‘260 Patent for claims 1, 6, 10, and 15: 

“making available, at the web service, the segmented data received from the 

Bluetooth enabled mobile device for public or private consumption over the 

internet,” the Aaltonen origin servers work in accordance with the Multimedia 
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Broadcast Multicast Service (MBMS), and cannot be based on HTTP/ XML, and 

SOAP.  Moreover, Aaltonen terrestrial digital video broadcasting (e.g., DVB-T, 

DVB-H, ISDB-T, ATSC, etc.) is also not based on HTTP, XML, and SOAP. 

C. Discussion of Drescher 

87. Drescher teaches a solution for server-to-server data transfer and a 

replacement for GIS and GridFTP protocol, together with using UNICORE job 

management and using Explicit Trust Delegation (ETD) variant.  
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88. The Drescher solution is based on ParHTTP, which is a short form for 

Parallel HTTP. It is about sending large files in multiple chunks (the Grid 

Computing scenario) over multiple parallel HTTP Connections.  In the main image 

shown below, Drescher uses five (5) parallel HTTP connections and five (5) 

separate parallel HTTP connections for each of the five (5) chunks.   

 

89. As taught, the parHTTP method or parallel HTTP is a different 

protocol where “Chunks of file are sent over Parallel HTTP Connections”  where 

“the chunk allocator creates the number of parallel HTTP connections,” and where 

“plural number of parallel HTTP streams to provide transmission speed 

advantages.” 
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90. Drescher Fig 8A and Fig 8B clearly show that the User ID is ONLY 

sent in the initial request message to authenticate the user for that HTTP Session. 

There is NO Data in the request body (i.e., an empty request body). After the Fig 

8A HTTP request for authentication is successful, in the Data response message 

Fig 8B, the User ID is NOT sent along with the Chunk Data. This is because the 

parHTTP protocol is completely different.  

 

91. Below is the text from Drescher describing the disclosures of Fig 8A 

and Fig 8B.  
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92. The accompanying text (shown above) also makes it clear that 

transferring certificate for user ID  / authentication is only done in the initial 

ParHTTP request and not in the response when data is being transferred.  

93. Below is the pertinent paragraph from Drescher, which Petitioner 

relies on for the “Attaching user identifier” of Element 1[e] (“applying a user 

identifier to each data segment for each destination web service at the application 

layer level”). 
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94. Petitioner states that: “according to Drescher, HTTP PUT and POST 

messages have a user identifier disclosing “a name particularising the… [party] 

involved in the request” (“applying a user identifier” that “uniquely identifies a 

particular user of the web service”).”  

95. However, Petitioner is incorrect, as Drescher does NOT do it for 

POST messages. Nowhere in Drescher is there any teaching that HTTP POST 
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messages have user identifiers. The word “POST” itself does not appear in 

Drescher. Again, it is clear that Drescher is limited to disclosing that it is ONLY 

done for HTTP Request (Fig 8A) and not response (Fig 8B) when data is being 

sent.  

96. The reason the cited paragraph of Drescher (as relied upon by 

Petitioner) says for “each chunk” is because it (the cited text) is talking about 

ParHTTP (Parallel HTTP) and Fig 4 (shown below) that has five (5) parallel 

HTTP connections sending different chunks and each of those five (5) HTTP 

connection have to be authenticated with a separate HTTP request with User ID 

(Fig 8A) before the chunk data can be sent in the HTTP response (Fig 8B), and 

that HTTP response does NOT contain any user identifier (as clearly shown in Fig 

8B):   
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97. The User Identity of Drescher is sent for each parallel HTTP 

connection to be used by each chunk, BUT user identity is NOT attached or sent 

with any chunk data. User Identity is used only initially for each parallel HTTP 

connection authentication.  

D. Discussion of Takahashi 

98. As illustrated below, Takashi teaches a different and orthogonal data 

upload mechanism that does full termination of an upload if the connection is in 

any way interrupted.  See Takahashi [Exh. 1016] at Fig. 8 (ending HTTP 

transmission in the event of abnormal termination of connection and recognizing 

necessity of an “all data” single transmission).  As such, there is no 

“synchronization” of messages taught in Takahashi and, in fact, the opposite is 

expressly required. 
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99. Further, Takashi fails to disclose any “segment identifier,” given the 

fact that Takashi transmits full 9kb images sequentially and, if upload is 

interrupted, the entire process ENDs in Takashi.  Further to this point, there is no 

disclosure of any “User ID” for each synchronization message.  First, as explained 

above, there is no such synchronization message.  Second, to the extent Takahashi 

discloses the use of a user identifier, such are integrated as part of the upload file 

name and are not separately associated with individual synchronized data 

messages. Takahashi does not teach sending any user identifier “along with” the 

data. Again, and as taught in Takahashi, the User ID (user identifier) is part of the 
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filename, not an identifier transmitted “in addition to” the segment identifier and 

the data. 

E. Discussion of Na 

100. The disclosures of Na are plainly directed to phone MMS 

(Multimedia Messaging Service) technology for the uploading of messages that are 

different from phone SMS messages or non-MMS messages.  As shown below, all 

of the command messages contemplated in Na are subject to MMS 1.0 

Specification requirements: 
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101. It would have been readily understood by a POSITA that MMS is a 

system application by which a Wireless Application Protocol (WAP) client is able 

to provide a messaging operation with a variety of media types.  The WAP Forum 

defines a set of protocols in transport, security, transaction, session, and application 

layers.  Still further, the Open Mobile Alliance (OMA) defines the WAP 

architecture, in: “Wireless Application Protocol Architecture Specification” 

(WAPARCH). (Exh. 2007 and Exh.2008) As a POSITA would have understood 

and appreciated, the phone MMS server application architecture and requirements 

are completely different from a regular web-based application architecture.   

102. The MMS Application Server and MMS Open Mobile Alliance do not 

send filenames of the MMS media. Each segment message body in Na would have 

extra MMS 1.0 Specification data and header information, (as contemplated in Na 

at [0051]).   

103. All segmenting and messaging of Na is in accordance with the MMS 

Application Server. Indeed, Na clearly states that every command includes MMS 

1.0 specification information. See, e.g., Na at [0062] (“The command 100 includes 

MMS 1.0 specification information (e.g., POST/vod_mms HTTP/1.1)”); see also 

id. at [0065] (“The message body 104 includes the first 512 bytes of the MMS 1.0 

specification data”); see also id. at [0069] (“The message body 122 includes a 

message type field (X-Mms-Message-Type, e.g., M-send-conf) and an upload 
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result report field (X-Mms-Response-Text, e.g., upload O.K.)”); see also id. at 

[0118] (“In FIG. 15, the message body 204 is defined within 64 bytes in 

accordance with the message body format of the MMS 1.0 specification, which is 

unique throughout the message”); see also id. at [0123] (“The message body 226 

includes the data to be additionally uploaded in accordance with the message body 

format of the MMS 1.0 specification”). 

104. MMS 1.0 specification information for MMS Protocol Data Units and 

MMS Header Fields are discussed in great detail in Exh. 2008 form Page 13 to 27. 

A brief recap of just the MMS Header Information for MMS Specification 1 is 

shown below. See Exh. 2008 form Page 42 to 43: 
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105. Likewise, a brief recap of just the MMS Message Format for MMS 

Specification 1 is shown below. See Exh. 2008 form Page 48 to 49: 

 



48 
 

 

106. Moreover, none of the MMS upload or synchronization messages 

disclosed in Na contain any “User ID” or even a “File name.” See Na (Exh. 1006) 

at Figs. 2 and 6.  More specifically, Na Figure 2 (reproduced below) illustrates the 

structure of an initial request message for a media data upload, while Figure 6 

illustrates the structure of a request message querying the sequence number of the 

segment from which the upload should be resumed when the connection is closed.  

There is thus no “User ID” or even a “File name” in Na.  
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107. Na discloses use of HTTP based “User Agent” in Fig 15, Fig 16 and 

Fig 17.  

 

108. Na teaches what a User Agent is at [117]: “The header 202 includes 

information on used languages (Accept-Language, e.g., en, ko ), user agent 

information (User-Agent, e.g., SKT/XXX200)”. It would have been clear to a 

POSITA that the HTTP “User Agent” in Na is NOT a unique user identifier.  As of 
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the date of invention and even today, it was well-known in the art that the “User 

Agents” as defined by the HTTP protocol were/are not unique per user.  Rather, 

due to the governing HTTP syntax, literally thousands of individuals at any given 

point in time could have the exact same HTTP User Agent.  More specifically, as 

defined by the HTTP protocol, the “User Agent” simply identified the browser 

name and/or version and the PC or Mac version being utilized by the user (see 

image below).  Such “User Agent” identifiers were not unique in any sense of the 

word, and would not have been understood by a POSITA as satisfying the “User 

Identifier” as recited in the Challenged Claims. 

 

See https://developer.mozilla.org/en-US/docs/Web/HTTP/Headers/User-Agent. 
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F. Discussion of Lind 

109. Lind is merely cited in the Petition in support of Bluetooth capability 

of the mobile device. Lind has not been relied upon by Petitioner for any other 

claim language.  

VII. SPECIFIC REBUTTAL TO ALLEGED OBVIOUSNESS 
COMBINATIONS 

 
110. As noted above, I do not understand Dr. Patrick Traynor to have 

identified any alleged anticipatory references under 35 U.S.C. § 102 in his Report.  

He has, however, identified a number of combinations which he identifies as 

purportedly comprising invalidating disclosures under 35 U.S.C. § 103.  I disagree 

with the conclusions drawn by Dr. Patrick Traynor, and I find that none of the 

identified art, either alone or in combination, renders any Asserted Claim invalid.  

My discussion and specific rebuttal of each of the combinations offered by Dr. 

Patrick Traynor follows.  

A. Ground One Fails (Aaltonen and Drescher) 

111. Dr. Patrick Traynor suggests that a POSITA would have been 

motivated to combine the teachings of Aaltonen and Drescher in order to arrive at 

the inventions of the Asserted Claims.  For a variety of reasons, I disagree with Dr. 

Patrick Traynor.  

112. First, as required, and as shown above, I have examined the scope and 

content of the cited prior art. With respect to teachings of Aaltonen and Drescher, 
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Dr. Patrick Traynor provides a claim-by-claim articulation of his thoughts 

regarding how the Aaltonen reference combined with Drescher reference render the 

asserted Cellspin patents obvious. I disagree with Dr. Patrick Traynor’s 

conclusions.  Here, I address the most glaring deficiencies in his analysis. 

113. Both Aaltonen and Drescher and their combination teach a much 

different architecture than those of the Asserted Claims. 

114. Moreover, if the Board properly construes the two terms that both 

Petitioner and Cellspin have agreed to at the District Court in their 4-2 disclosures, 

namely: “user identifier” and “segment identifier” as shown below, both Aaltonen 

and Drescher and their combination do NOT teach or meet the required claim 

construction.  

 Claim Term  Proposed Constructions 
 “user identifier”   “a text string that identifies uniquely a user of a web 

service and contains sufficient information to authenticate 
a user of the web service” 

 “segment 
identifier” 

“a text string that identifies uniquely a data segment” 

 

115. Even assuming a construction in which both identifiers have to be at 

least a unique “text string” without any authentication requirements, neither 

Aaltonen or Drescher disclose any such identifiers. 

116. First, and with respect to Element 1[d]: “applying a segment identifier 

to each data segment at the application layer level,” Petitioner relies on Aaltonen 
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“Information Packets” as segment identifiers. Dr. Patrick Traynor tries to explain 

(using Fig 10 of Aaltonen) that data is divided into BLOCKS at the application 

layer and highlights the BLOCKs as segments.  

 

117. However, when identifying the purported segment identifiers in 

Aaltonen, Dr. Patrick Traynor could not find any such disclosure in Aaltonen of 

any kind of “BLOCK Identifiers” that were being attached to the BLOCKs at the 

application layer.  

118. Apparently recognizing that there is no mention of BLOCK Identifiers 

in Aaltonen, Dr. Patrick Traynor then seeks to rely on “INFO PACKETS” as poor 

surrogates for segment identifiers, which they are not, and both of them are 

completely different and serve different purposes and operate at different layers of 

the OSI stack.  
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119. It is evident from the FIG 10 and the text in Aaltonen [102], Aaltonen 

[103] and Aaltonen [104] that INFO PACKETS are UDP packets at the Transport 

layer are not attached to BLOCKs at the Application Layer. Rather, Aaltonen that 

makes it crystal clear that INFO PACKETS are UDP packets.  
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120. It should be noted that “packets” are at a different OSI layer. Adding 

“information packets” to the “packet stream” is a function of Network Layer and 

UDP at the Transport Layer. The claims, however, expressly require applying a 

segment identifier to each data segment at the application layer level.  
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121. Aaltonen [0102] teaches: “During the upload session, between groups 

or blocks 120 of one or more packets, an information packet can be added to the 

packet stream, as shown in FIG. 10.”  

122. A POSITA would understand the fact that one can only add standalone 

UDP packets to the UDP packet stream.  

123. Aaltonen [0103] teaches: “In accordance with various protocols, such 

as the User Datagram Protocol (UDP), packets may arrive at the upload agent 

110 in an order different from the order the sender 102 uploaded the packets. 

Conventionally, however, packets in accordance with protocols such as UDP do 

not include information relating to the Sequence of the packets or the total number 

of data packets that comprise the upload content 114.”  

124. A POSITA would understand that independent and standalone 

transport layer UDP based “Information packets” is completely different from 

Segment Identifiers Attached to a data segment at the application layer.  

125. Another disclosure of Aaltonen shows that “Information Packets” are 

UDP at the transport layer. More specifically, Aaltonen [0103] states that “each 

information packet can include a table including the CRCs” just like UDP does.  
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126. Aaltonen further teaches that “Information packets” are completely 

different from Segment Identifiers.  Aaltonen [0104] states that “However, the 

upload agent need not maintain all of the received information packets in storage.” 

127. It is evident to any POSITA that information packets are not similar to 

segment identifiers, because the disclosure is clear that “upload agent need not 

maintain all of the received information packets in Storage” This is not possible in 

the case of segment identifiers, because for segment identifiers attached to each 

data segment, the receiving server has to maintain all the segment identifiers and 

data segments to make sure the file can be reassembled. 

128. Aaltonen [0104] further states that “For example, the upload agent can 

be configured to store only one or more of the latest received information 

packets.”  Again, information packets are not like segment identifiers, because in 

segment identifiers the file cannot the reassembled with just storing only one or 

more of the latest segment identifiers. This approach is antithetical to the very 
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essence of attaching segment identifiers for each segment. Once again it is quite 

evident that UDP transport level information packets are NOT the same as segment 

identifiers at the application level as required by the Asserted Claims.  

129. Moreover, since Aaltonen [0104] teaches that “information packets” 

can be discarded or not maintained, that means they are two separate entities. 

Segment identifiers are not attached/applied to the Data Segments in Aaltonen.    

130. Petitioner alleges that: “identifying information would preferentially 

be added for or to “each” block, as Aaltonen relies upon this information to 

“monitor the received… blocks of packet(s) or portion of the upload content,” 

determine if an interruption has been experienced, and “facilitate recovery of the 

upload session” following an interruption.”   

131. Petitioner itself recognizes the fact that Aaltonen does not disclose any 

segment identifiers or segment ID. That is the reason Petitioner uses the language 

“would preferentially be added.”  In my opinion, it is pure speculation to say 

“preferentially,” and moreover it is incorrect. 

132. Petitioner selectively extracts text from Aaltonen [0105] out of 

context. A POSITA, however, would appreciate the totality of the disclosure of 

Aaltonen [0105], which is excerpted and highlighted below: 
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133. This disclosure is clearly talking about the transport layer UDP 

“packets” and behavior and the CRC (Checksum) of the “packets” and verifying 

using the accuracy of the CRC. None of this text has anything to do with Segment 

Identifiers or, in the language of Aaltonen, “Block Identifiers.”  Aaltonen does not 

teach or have any application layer segment identifiers or BLOCK identifiers 

attached to the data segment at the application layer.   

134. Lastly, and as discussed above, claim construction must (at minimum) 

require a “segment identifier” to be a “a text string” that identifies uniquely a data 

segment.  

135. Petitioner relies on the INFO PACKET of Aaltonen as a “segment 

identifier,” but “INFO PACKET” does not satisfy the claim construction that 
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requires “segment identifiers to be a text string.”  That is because INFO PACKETS 

are UDP Packets and it is well know that Data in UDP (User Datagram Protocol) 

packets is in binary format. It is well known that the data payload within a UDP 

packet is in binary form, which allows for efficient and compact transmission of 

information 

136. Below is an example of a UDP packet in binary format: 

UDP Packet Structure: 

Source Port (16 bits) 
Destination Port (16 bits) 
Length (16 bits) 
Checksum (16 bits) 
Data (variable length) 
 

Example: 

An exemplary UDP packet would have the following values: 

Source Port: 12345 (0x3039) 
Destination Port: 80 (0x0050) 
Length: 8 bytes header + 4 bytes data = 12 (0x000C) 
Checksum: 0x1A2B 
Data: “Test” (ASCII values: 0x54 0x65 0x73 0x74) 
 

The binary representation of this UDP INFO packet would be: 

 

Complete Binary UDP Packet would be:  
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0011 0000 0011 1001 0000 0000 0101 0000 0000 0000 0000 1100 0001 

1010 0010 1011 0101 0100 0110 0101 0111 0011 0111 0100 

This binary sequence represents the entire UDP packet, including the 

header and data. 

Binary data in UDP INFO Packets do NOT meet the claim construction 

required for the “segment identifier”  

137. Petitioner has NOT shown that the INFO Packet is a text string that 

identifies uniquely a data segment, which it is not. 

138. Second, and with respect to Element 1[e]: “applying a user identifier 

to each data segment for each destination web service at the application layer level, 

wherein each user identifier uniquely identifies a particular user of the web 

service,” Petitioner makes passing reference to Aaltonen but then directly relies 

upon Drescher to apply a user identifier for each data segment. See, e.g., ‘336 

Petition at page 17: 
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139. Petitioner’s assertion is incorrect: Drescher does NOT send user 

identifier with data chunks.  

140. Drescher Fig 8A and Fig 8B clearly show that the User ID is ONLY 

sent in the initial request message to authenticate the user for that HTTP Session. 

There is NO Data in the request body (i.e., Empty request body). After the Fig 8A 

HTTP request for authentication is successful, in the Data response message (Fig 
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8B) the User ID is NOT sent along with the Chuck Data. This is because parHTTP 

protocol is completely different.  

 

141. Below is the text from Drescher describing the Fig 8A and Fig 8B.  
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142. The accompanying text shown above also makes it clear that 

transferring certificate for user ID / authentication is only done in the initial 

ParHTTP request and not in the response when data is being transferred.  

143. Below is the whole paragraph from Drescher, which Petitioner relies 

upon for the “Attaching user identifier” of Element 1[e] (“applying a user identifier 

to each data segment for each destination web service at the application layer 

level”): 
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144. Petitioner argues that “according to Drescher, HTTP PUT and POST 

messages have a user identifier disclosing “a name particularising the… [party] 

involved in the request” (“applying a user identifier” that “uniquely identifies a 

particular user of the web service”).” However, Petitioner is incorrect, because 

Drescher does NOT do it for POST messages. Nowhere in Drescher is there any 

teaching that HTTP POST messages have user identifiers. The word “POST” itself 

does not appear in Drescher.  Again, it is clear from the paragraph shown above 

that it is ONLY done for HTTP Request (Fig 8A) and not response (Fig 8B) when 

chunk data is being sent.  

145. The reason Drescher says for “each chunk” is because it is talking 

about ParHTTP (Parallel HTTP), and Fig 4 (shown below) that has five (5) 

parallel HTTP connections sending different chunks and each of those five (5) 

HTTP connections, which have to be authenticated with a separate HTTP request 

with User ID (Fig 8A) before the chunk data can be sent in the HTTP response 

(Fig 8B), and that HTTP response does NOT contain any user identifier (as clearly 

shown in Fig 8B):   
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146. In Drescher, User Identity is sent for each parallel HTTP connection 

request to be used by each chunk, BUT user identity is NOT attached or sent with 

any chunk data. Rather, User Identity is used only initially for each parallel HTTP 

connection authentication request Fig 8A and Fig 8B.  

147. The passing mention of Aaltonen as support for “user identifier” (see, 

e.g., ’336 Petition page 16-17) is insufficient: 
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148. With respect to Element 1[e], Aaltonen does not help the Petitioner 

because the only time Aaltonen even remotely mentions anything to do with “user 

identifier” is in Aaltonen [102], as follows: “each information packet can include 

information (e.g., Sequence of packet CRCs) uniquely describing the packets 

before or after the information packet, as well as one or more identifiers 

identifying the Sender 102.”  Important point to NOTE is that this sender 

information is at the UDP information packet level, and it is talking about IP 

address and destination port number of Sender 102. 
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149. That is why Aaltonen says “one or more identifiers identifying the 

Sender 102.” These are IP addresses and source and destination ports inside the 

UDP packet. It would have been readily understood by a POSITA that these IP 

address and Source and Destination Port numbers inside the UDP packets are NOT 

unique to the web service because the internet and intranet uses NAT (Network 

Address Translation) protocols at the network boundaries and UDP packet IP 

addresses get swapped at the network edges.  

150. Further, a POSITA would understand that Aaltonen UDP INFO 

packets which include “one or more identifiers identifying the Sender 102” are also 

encoded in Binary format. It is NOT a text string.  

151. Thus, the sender information inside the UDP INFO packet does not 

satisfy even the basic claim construction required for “user identifier.” That is, it 

being a “Text String” and it being Unique at the web service, and it is not being 

applied at the Application layer level.   

152. Third, and with respect to Element 1[j], Petitioner relies on Aaltonen 

Fig 11 (Head URI Request) for “sending, a synchronization request to the web 

service, for said user identifier” (see, e.g., ’336 Petition at page 23-24): 
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153. Petitioner argues “Aaltonen discloses that” (Element 1[j]) and then 

incorrectly asserts that this HEAD <URI>  “request from the sender would have 

been “for said user identifier,” for example, because the interrupted upload is 

associated with said user identifier.” This statement is incorrect, and is unsupported 

by any teaching of Aaltonen. The reason Petitioner cannot back this assertion with 

any “user identifier” data in Aaltonen, is because Aaltonen does NOT have a “user 

identifier” “wherein each user identifier uniquely identifies a particular user of the 

web service.”  

154. As such, Petitioner resorts to Drescher for Element 1[e] “applying a 

user identifier to each data segment.” Drescher has the User identifier that it uses 

only initially for the authentication of the HTTP session. Having conceded that 
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Aaltonen does not have user identifier but Drescher does, Petitioner cannot then 

turn around and assert that the Aaltonen Fig 11 HEAD <URI> request is user 

identifier which uniquely identifies a particular user of the web service.  

155. Moreover, it is clear from Aaltonen [0111] and [0112] (discussing the 

control flow diagram of FIG. 11), that URI Stands for Uniform Resource Identifier 

(URI) and URI is not a User Identifier. Aaltonen [0111] states: “where messages in 

accordance with each include a header identifying the URI of a location within 

content storage 112.” 

 

156. Aaltonen [0112] teaches: “where the request includes the URI of the 

location within content storage 112 including the received portion of the upload 

content.” A POSITA would understand that the Head request in Aaltonen is NOT 

for a user identifier and the URI is of the Location within the content storage.  
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157. Aaltonen Fig 6 as shown above makes it clear that the location of 

recipient content storage 112 (URI) has nothing to do with the user ID. 

158. Also, for Element 1[e] (“user identifier”), Petitioner relies on 

Aaltonen [0102] “information packets” containing “identifiers containing the 

sender” as follows: 

 

159. However, in its Petition for Element 1[j], Petitioner relies on 

Aaltonen Fig 11 (Head URI Request) for “sending, a synchronization request to the 

web service, for said user identifier” (see, e.g., ’336 Petition page 23-24). 
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160. In my opinion, the Petition fails on the related basis of Petitioner’s 

inconsistent purported disclosures of the recited “user identifier” throughout the 

Petition. Especially “user identifier” with respect to Element 1[e] and Element 1[j], 

Petitioner relies on Aaltonen “Head URI” for Element 1[j] and “information 

packet” “identifier identifying the sender 102” for Element 1[e] for the purported 

“user identifier.”   

161. It is understood that Petitioner relies on Drescher for “user identifier” 

in Element 1[e] because Aaltonen does not have a user web site / webservice. For 

user web services with multiple users, Petitioner relies on “recipient” that can be 

an “origin server 22,” “digital broadcaster 32,” and/or “digital broadcast receiver 

36” (“one or more web services”). But Aaltonen [0035] clearly states that origin 

server is not a user website: “For example, origin servers can provide content to 

the terminal, such as in accordance with the Multimedia Broadcast Multicast 

Service (MBMS).”.  

162. A POSITA would understand that HTTP itself is not inherently 

designed to work with multicast, as HTTP is a unicast protocol, meaning it is 

designed for one-to-one communication between a client and a server. Even up 

until 2020 there were no means of using HTTP with Multicast. One approach 

(introduced after 2020) is using protocols like HTTP over multicast QUIC. This 

method leverages the QUIC transport protocol to facilitate the transfer of HTTP 
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resources over multicast IP, maintaining compatibility with HTTP/3 that was 

introduced in 2021.  See https://www.ietf.org/archive/id/draft-pardue-quic-http-

mcast-09.html. 

163. Moreover, Aaltonen [0039] clearly states that “digital broadcaster 32,” 

and/or “digital broadcast receiver 36” is ALSO not a user website. Aaltonen [0039] 

discloses: “digital broadcast network, such as a terrestrial digital video 

broadcasting (e.g., DVB-T, DVB-H, ISDB-T, ATSC, etc.) network.” None of the 

terrestrial digital video broadcasting technologies mentioned used HTTP for 

broadcasting, meaning it is not a website or a web service.   

164. With respect to claim limitation 1[o] of the ‘260 Patent (for claims 1, 

6, 10, and 15): “making available, at the web service, the segmented data received 

from the Bluetooth enabled mobile device for public or private consumption over 

the internet,” a POSITA would understand that Aaltonen origin servers work in 

accordance with the Multimedia Broadcast Multicast Service (MBMS), and cannot 

be based on HTTP/ XML, and SOAP. Moreover, the terrestrial digital video 

broadcasting (e.g., DVB-T, DVB-H, ISDB-T, ATSC, etc.) of Aaltonen is also not 

based on HTTP, XML, and SOAP. 
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B. Ground Two Fails (Takahashi and Na and Lind) 

165. Dr. Patrick Traynor suggests that a POSITA would have been 

motivated to combine the teachings of Takahashi and Na and Lind in order to 

arrive at the inventions of the Asserted Claims.  For a variety of reasons, I disagree.  

166. Both Takahashi (Web based termination where filename contains a 

username) and Na (MMS 1.0 Specification with NO User ID or username or 

filename) and their combination teaches a much different architecture than that of 

the Asserted Claims. 

167. As discussed above, in my opinion a POSITA would understand 

“along with” as “in addition to,” and Takahashi does not teach sending any user 

identifier “along with” the data. Again, and as taught in Takahashi, the User ID 

(user identifier) is part of the filename, not an identifier transmitted “in addition to” 

the segment identifier and the data.  As such, in my opinion, any purported 

obviousness combination including Takahashi fails. 

168. In the combination to Takahashi and Na, it is inconsistent to suggest 

that an element inside the file name is a “user identifier,” while a “segment 

identifier” is outside the filename and sent with each segmented data.  

169. In my opinion, the correct construction of these two terms are as both 

Petitioner and Cellspin have agreed to at the District Court (namely, “user 

identifier” and “segment identifier”). As shown below, both Takahashi and Na and 
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Lind and their combinations do NOT teach or meet the required claim construction 

in their respective specifications.  

 Claim Term  Proposed Constructions 
 “user identifier”   “a text string that identifies uniquely a user of a web 

service and contains sufficient information to authenticate 
a user of the web service” 

 “segment 
identifier” 

“a text string that identifies uniquely a data segment” 

170. First, as required, and as shown above, I have examined the scope and 

content of the cited prior art. With respect to teachings of Takahashi and Na and 

Lind, Dr. Patrick Traynor provides a claim-by-claim articulation of his thoughts 

regarding how the Takahashi reference combined with Na and with Lind (for 

Bluetooth) render the Asserted Claims obvious. I disagree Dr. Patrick Traynor’s 

conclusions.  Here, I address the most glaring deficiencies in his analysis. 

171. First, the combination of Takahashi and Na are incompatible and the 

combined solution is not workable. 

172. The ’336 Petition (for example) on page 33 admits that “Takahashi 

does not appear to disclose details regarding the HTTP protocol and HTTP 

requests for transmitting divided media data,” yet Petitioner asserts on the same 

page that “A POSITA would have been motivated and would have found it obvious 

and straightforward to incorporate Na’s teachings in Takahashi’s system” 

Petitioner proposes using Takahashi as a base and incorporate the teachings of Na 

into it.    
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173. At page 40 of the ’336 Petition, Petitioner confirms that it considers 

Takahashi as a base prior art and Takahashi website server to receive all the 

commands and messages. See Petition at 40: (“A POSITA would have recognized 

and found obvious that Takahashi’s server would have hosted a website”). 

174. Petitioner then contends that: “a POSITA also would have been 

motivated and would have found it obvious and straightforward, based on Na, to 

implement a mobile phone [of Takahashi] to send to the server a synchronization 

request querying ‘the sequence number of the segment’… [from Na].”  See, e.g., 

’336 Petition at 62-63.  Later, Petitioner contends that: “A POSITA would have 

been motivated and would have found it obvious and straightforward to implement 

Takahashi’s mobile phone to receive from the server a synchronization reply 

corresponding to ‘the sequence number of the segment from which the upload 

should be resumed’ or ‘the range of the message body that has been successfully 

uploaded’ … as taught by Na.”  See id. at 67. 

175. The major problem for Petitioner is that the Takahashi teaching is 

based on normal website upload commands and messages that terminate on 

connection failure, whereas the teaching of Na is based on MMS (Multimedia 

Messaging Service) message Specifications and every command in Na is sent to 

the server that includes MMS 1.0 specification information. For example: Na 

clearly states that every command includes MMS 1.0 specification information. 
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See Na at [0062] (“The command 100 includes MMS 1.0 specification information 

(e.g., POST/vod_mms HTTP/1.1))”; see also id. at [0065] (“The message body 

104 includes the first 512 bytes of the MMS 1.0 specification data”); see id. at 

[0069] (“The message body 122 includes a message type field (X-Mms-Message-

Type, e.g., M-send-conf) and an upload result report field (X-Mms-Response-Text, 

e.g., upload O.K.)”); see id. at [0118] (“In FIG. 15, the message body 204 is 

defined within 64 bytes in accordance with the message body format of the MMS 

1.0 specification, which is unique throughout the message”); see id. at [0123] 

(“The message body 226 includes the data to be additionally uploaded in 

accordance with the message body format of the MMS 1.0 specification”). All 

disclosed segmenting and messaging is in accordance with the MMS Application 

Server. 

176. As shown below, MMS 1.0 specification information for MMS 

Protocol Data Units and MMS Header Fields are discussed in great detail in Exh. 

2008 form Page 13 to 27. A brief recap of just the MMS Header Information for 

MMS Specification 1 is shown below. Exh. 2008 form Page 42 to 43: 
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177. Further, a brief recap of just the MMS Message Format for MMS 

Specification 1 is shown below. See Exh. 2008 form Page 48 to 49: 
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178. Na [0085] teaches that the MMS command and message of FIG 2 is 

used to send the segment identifiers “the header 102 including the number of total 

segments of the media data (X-Total-Seq), the sequence number of the segment to 

be uploaded (X-Seq-No, e.g., 1), and a message ID, and the message body 104 as 

shown in FIG. 2 (S20).”  The defect in this analysis is that the MMS 1.0 

specification information included in the FIG. 2 are NOT understood by non MMS 

servers like the web (website) servers of Takahashi.  

179. Still further, FIG. 2 and all of the command messages contemplated in 

Na are subject to MMS 1.0 Specification requirements: 
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180. It is well understood in the art that MMS is a system application by 

which a Wireless Application Protocol (WAP) client is able to provide a messaging 

operation with a variety of media types.  The WAP Forum defines a set of protocols 

in transport, security, transaction, session, and application layers.  Still further, the 

Open Mobile Alliance (OMA) defines the WAP architecture, in: “Wireless 

Application Protocol Architecture Specification” (WAPARCH). (Exh. 2007 and 

Exh.2008). 

181. Petitioner acknowledges that Takahashi does NOT disclose “Segment 

Identifiers,” and thus seeks to expand upon the teachings of Takahashi by 
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incorporating Na and its inclusion of segment identifiers. The Petition incorrectly 

argues that: “POSITA also would have been motivated and found it obvious and 

straightforward to implement a mobile phone similar to the one disclosed by 

Takahashi, based on Na, to include a division/segment identifier with each divided 

media data to be uploaded.”  

182. The problem here is that the proposed combination of Takahashi with 

Na would not work because every message in Na for both Header Information and 

Message Body contains MMS 1.0 specification information and MMS 1.0 

specification data.  See Na (Exh. 1006) at [0062], [0065], [0116], [0118], [0121], 

and [0123].   

183. Similarly, Petitioner acknowledges that Takahashi terminates the 

connection and does NOT disclose synchronization and resuming the data upload, 

yet Petitioner asserts to expand Takahashi with Na for synchronization and restart.  

The Petition (at page 34) argues: “In this way, in the combination, the mobile 

phone need not restart upload of the whole media data.” 

184. The problem here is that in Na, commands and messages that contain 

details about the Segment Identifiers, synchronization and restart, all such MMS 

messages contain MMS 1.0 specification information. Of course, if Takahashi is 

the base teaching, then the messages of Na must be able to be understood by the 

Takahashi web (website) server.  Further, if the server of Na is on the other side, 
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then the Takahashi initial message with Filename and User ID embedded inside the 

filename must be understood by the Na MMS Servers.  

185. In BOTH those scenarios the working solution is NOT possible as 

both messages are incompatible with each other and both messages (Takahashi/Na) 

cannot be understood by each other’s servers (namely: MMS messages by web 

server and Web messages by MMS Server).  

186. Moreover, and by way of example, as taught in Na, there is no 

available field for “Filename,” in any of the Na or MMS messages, and Petitioner 

cannot explain and fails to explain how such would be incorporated into the 

hypothetical header.  Further, a POSITA would readily appreciate the fact that the 

MMS Application Server and MMS Open Mobile Alliance do not send filenames 

of the MMS media. See generally Exh. 2007 and 2008.   

187. By way of confirmation of the fact that neither “filename” or “file 

name” is sent in any MMS HTTP header or message, one need only search the 

OMA documents (Exhs. 2007 and 2008) to confirm no such usage.  Likewise, a 

search of Na confirms that Na also does not send “filename” or “file name.”   

188. The phone MMS server application architecture and requirements are 

completely different from a regular web-based application architecture.  Each 

segment message body in Na would have extra MMS 1.0 Specification data and 

header information, (as contemplated in Na at [0051]). 
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189. Petitioner expressly considers Takahashi as a base, and its website 

server receives all the commands and messages.  Petitioner states: “A POSITA 

would have recognized and found obvious that Takahashi’s server would have 

hosted a website.” If one was to reverse the situation, the solution will still not 

work, because the MMS Application Server will not understand the regular non-

MMS messages sent by Takahashi. This is so because MMS Open Mobile Alliance 

messages and commands do not send filenames of the MMS media to the MMS 

Server.   

190. Another major point rendering Takahashi and Na incompatible and 

non-workable is the fact that Na (MMS) messages are “Binary encoded,” and the 

regular “HTTP” web messages in Takahashi are not inherently binary encoded. 

The MMS Binary encoding will be discussed in detail in the section below.    

191. By way of support, Exhibit 1007 page 396, HTTP uses charset, 

“character encoding”: 
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192. Further, Exhibit 1007, page 401, HTTP uses charset, “character 

encoding”: 

 

193. Neither Petitioner nor Dr. Traynor discuss the incompatibility of Na 

extra MMS 1.0 Specification data and header information and how it will be 

understood and rendered by Takahashi web (website) server and vice versa. Absent 

from the Petition is any explanation of what a POSITA would do with MMS 

Specification Information and Data, or how the website/webservice would 

ultimately react to the MMS specification Data in all the messages.  
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194. Further, both Petitioner and Dr. Traynor fail to discuss the 

incompatibility of Na “Binary encoded” MMS message and the regular “HTTP” 

web messages of Takahashi. 

195. In sum, and in my opinion, it would not be obvious or straightforward 

to implement Takahashi’s mobile phone to receive from the server a 

synchronization reply, as taught by Na.  In any event, such combination would be 

inoperable, given the fact that MMS Server Messages would not have been 

understood by the Web Server, and vice versa.  Nevertheless, Petitioner broadly 

concludes that the proposed combination of Takahashi and Na would be operable, 

yet Petitioner fails to explain precisely how a POSITA would combine the two 

disparate message (MMS versus Web) formats when their respective header and 

message bodies are incompatible. 

196. Moreover, as of the date of invention, and even today, it is extremely 

inefficient, from a licensing cost perspective, to use an MMS application server.  

Nevertheless, all of the messages contemplated in Na are subject to MMS 1.0 

Specification requirements for message command, message header, and message 

body.  However, a POSITA as of 2007 would know not to use MMS-based HTTP 

messages for an Open Web application because the combination of the two (MMS 

and Open Web) would not work and are incompatible. 
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197. Second, the Na Segment identifiers are “Binary Encoded” but the 

claim construction requires a “segment identifier” to be a “a text string that 

identifies uniquely a data segment.”  

198. Petitioner relies of Na “X-Total-Seq” and “X-Seq-No” as “segment 

identifier”, in the FIG 2 upload message and FIG 6 synchronization message. 

However, MMS Application Server and MMS Open Mobile Alliance make it clear 

that they use “Binary encoding” for their MMS Header and messages. See page 10 

Exh. 2008 (“This specification defines the structure, content and encoding of the 

protocol data units (PDUs) for the Multimedia Messaging Service (MMS) Version 

1.1.” “MMS PDUs are transferred between an MMS Client and an MMS Proxy-

Relay in binary encoded message format.”; “[WAPWSP] provides mechanisms for 

binary encoding of such messages and serves as a basis for the binary encoding of 

MMS PDUs” ; “this specification defines the binary encoding of MMS PDUs to be 

transferred via WSP/HTTP. Binary codes for header field names as well as header 

field values are assigned”).  

199. Further, “The basic encoding mechanisms for binary encoded MMS 

PDUs originates from WSP specification [WAPWSP], because this is very tight 

encoding intended to optimize amount of data transmitted over the air.” ; “Header 

fields included in a MM SHALL be encoded according to WSP Binary 

Encoding.” See page 32 Exh. 2008: 
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200. A POSITA would understand the difference between binary encoding 

and text strings lies in how data is represented and processed: 

Binary Encoding: 

Representation: Data is represented in binary format (0s and 1s). 

Usage: Commonly used for low-level data processing, such as in 

computer memory, file storage, and network communication. 

Efficiency: More efficient for computers to process and store, as it 

directly corresponds to the machine’s native language. 

Example: The ASCII character ‘A’ is represented as 01000001 in 

binary. 

Text String: 

Representation: Data is represented as a sequence of characters. 

Usage: Commonly used for human-readable text, such as in 

documents, messages, and user interfaces. 

Efficiency: Easier for humans to read and understand, but requires 

encoding (like ASCII or UTF-8) to be processed by computers. 
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Example: The word “Hello” is represented as a sequence of 

characters: H, e, l, l, o. 

201. In summary, a POSITA would appreciate the fact that binary encoding 

is more efficient for computer processing, while text strings are more accessible for 

human interaction. Both are essential in different contexts of computing and 

communication. Here, the MMS header of Na that has binary encoded header 

filed values for “X-Total-Seq” and “X-Seq-No” does NOT satisfy the claim 

limitation.  

 

202. A POSITA would know that regular HTTP (Hypertext Transfer 

Protocol) is not inherently binary encoded. Rather, HTTP is a text-based protocol, 

meaning that the data it transmits is typically in plain text format. This includes the 

request and response headers, which are human-readable text strings. 
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203. Third, the MMS ‘upload” and “synchronization” messages 

disclosed in Na DO NOT contain any “User ID” or even a “File name.” See Na 

(Exh. 1006) at Figs. 2 and 6 below.  

 

204. Na FIG 2 (above) illustrates the structure of an initial request message 

for a media data “upload”, while FIG 6 illustrates the structure of a request 

message (“synchronization”) querying the sequence number of the segment from 

which the upload should be resumed when the connection is closed.  As taught, and 

because there is no “User ID” or even a “File name” in Na, Petitioner’s Ground 2 

fails. 

205. In my opinion, the Petition fails on the related basis of Petitioner’s 

inconsistent purported disclosures of the recited “user identifier” throughout the 

Petition, and specifically “user identifier” with respect to Element 1[e], Element 

1[j] and Element 1[k]. These are discussed in greater detail below.  



90 
 

206. With respect to Element 1[e], Petitioner relies upon Takahashi and its 

disclosure of a “file name” in support of its arguments relating to the claimed 

“applying a user identifier” limitation.  See ’336 Petition (for example) at 46 

(arguing that the file name is “in the format of user ID + YYYYMMDDHHMISS 

(year, month, day, hour, minute, and second)”).  Of course, Takahashi teaches that 

in “transmitting the divided image using HTTP, the generated file name” including 

the User ID “is also transmitted together.”  See ’336 Petition (for example) at 47 

(“There were multiple different ways to apply Takahashi’s file name including the 

user ID (‘user identifier’) to each divided image data (‘data segment’)”). 

207. Later, and with respect to Element 1[j], Petitioner relies upon Na’s 

“X-Msg-id” or “terminal number” and the HTTP “User Agent” for the “user 

identifier” in support of its arguments relating to the claimed “for said user 

identifier” limitation.  See ’336 Petition (for example) at 58-62.  Petitioner cites to 

the “terminal number” of Na as a purported disclosure of the “user identifier” as 

recited in the Challenged Claims.  See id. (“(X-Msg-id, e.g., a terminal number and 

upload time information in the form of MIN_MMDDH HMMSS)”) (emphasis 

added).  Petitioner further contends that the “request message” disclosed in Na if 

“for said user identifier” as follows (see id.): 
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208. In my opinion, Petitioner’s argument fails, given the fact that the 

phone MMS video request messages in Na are based on X-Msg-ID and not on any 

unique user identifier of the website/web service as required by the claim.  Still 

further, the phone MMS-based “terminal number” inside the X-Msg-ID is not a 

unique user identifier of the web service. 

209. Moreover, Petitioner fails to recognize that Na header “X-Msg-ID” 

are “Binary Encoded” but fundamental claim construction requires a “user 

identifier” to be a “a text string that identifies uniquely a user of a web service.” 
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210. Petitioner relies on Na “X-Msg-ID” as “user identifier”, in the FIG 6 

synchronization message. BUT MMS Application Server and MMS Open Mobile 

Alliance make it clear that they use “Binary encoding” for their MMS Header and 

messages. See page 10 Exh. 2008 (“This specification defines the structure, content 

and encoding of the protocol data units (PDUs) for the Multimedia Messaging 

Service (MMS) Version 1.1.” “MMS PDUs are transferred between an MMS 

Client and an MMS Proxy-Relay in binary encoded message format.”; 

“[WAPWSP] provides mechanisms for binary encoding of such messages and 

serves as a basis for the binary encoding of MMS PDUs” ; “this specification 

defines the binary encoding of MMS PDUs to be transferred via WSP/HTTP. 

Binary codes for header field names as well as header field values are assigned”).  

211. Still further: “The basic encoding mechanisms for binary encoded 

MMS PDUs originates from WSP specification [WAPWSP], because this is very 

tight encoding intended to optimize amount of data transmitted over the air.” ; 

“Header fields included in a MM SHALL be encoded according to WSP Binary 

Encoding.” See page 32 Exh. 2008. 

212. Regarding the HTTP “User Agent” reliance for unique user identifier, 

as of the date of invention and even today, a POSITA would have readily known 

and understood that the “User Agents” as defined by the HTTP protocol were/are 

not unique per user.  Rather, due to the governing HTTP syntax, literally thousands 
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of individuals at any given point in time could have the exact same HTTP User 

Agent.  More specifically, as defined by the HTTP protocol, the “User Agent” 

simply identified the browser name and/or version and the PC or Mac version 

being utilized by the user (see image below).  Such “User Agent” identifiers were 

not unique in any sense of the word, and cannot be understood as satisfying the 

“User Identifier” as recited in the Asserted Claims. 

 

See https://developer.mozilla.org/en-US/docs/Web/HTTP/Headers/User-Agent. 

213. Finally, and with respect to Element 1[k], “receiving, a 

synchronization reply back from the web service at the application layer level, 

……for said user identifier,” Petitioner identifies the HTTP “User Agent” in 

support of its arguments relating to the claimed “for said user identifier” limitation.  
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See ’336 Petition (for example) at 66 (“the range of data that has been uploaded 

already that are associated with the ‘user agent information’ (‘said user 

identifier’)”). 

 

 

214. Here, Petitioner does not rely upon the “terminal number” or “X-Msg-

id” for user identifier or even Takahashi’s user-ID inside the file name.  As such, 

Element 1[k] cannot be satisfied by Petitioner if the Board properly considers the 

fact that the HTTP User Agent is not a unique “user identifier” as required by the 

Challenged Claims.  Again, at any given point in time, thousands of people on a 
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website can have the exact same (non-unique) HTTP User Agent.  Again, for 

multiple reasons, Petitioner’s arguments fail. 

215. Moreover, and in my opinion, even if Petitioner was to point to some 

part of the information in MMS Header like “X-Msg-id” in FIG 2 and FIG 6, 

Petitioner would still not be able to satisfy the claim limitation, because the claim 

construction would require a user ID to be at least a “Text String” and all the MMS 

header and header values are “binary encoded” as per the MMS specifications.  See 

page 10 Exh. 2008. 

216. Finally, and in my opinion, the Petition fails on the related basis of 

Petitioner’s inconsistent positions relating to the recited “user identifier” in 

Element 1[e] (HTTP Web Text Encoding), Element 1[j] (MMS Binary Encoding) 

and Element 1[k] (MMS Binary Encoding).  

217. A POSITA would understand that HTTP based identifiers must be text 

based because HTTP is a text-based protocol, meaning that the data that is 

transmits is typically in plain text format. This includes the request and response 

headers, which are human-readable text strings. 

218. In sum, it is my opinion that none of the Asserted Claims are rendered 

obvious by the cited references, or any combination thereof. 

219. All opinions expressed in this Written Report are my own.  If called 

upon to testify, I could and would testify in accordance with the opinions expressed 



96 
 

herein, and as further supported and elaborated upon in the accompanying 

Exhibits. 

VIII. SUMMARY AND CONCLUSION 

220. As set forth herein, it is my opinion that none of the Challenged 

Claims are rendered obvious by any combination of art cited in the Petition. 

221. It is my further opinion that all of the Challenged Claims are fully 

supported by the written description. 

222. END OF WRITTEN PORTION OF REPORT 
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