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ELECTRONIC DEVICE WITH A 
TOUCHSCREEN DISPLAYING AN ANALOG 

CLOCK 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

[0001] Pursuant to 35 U.S.C. § 119a), this application 
claims the benefit of earlier filing date and right of priority to 
Korean Application No. 10-2007-0012635, filed on Feb. 7, 
2007, the contents of which are hereby incorporated by ref­
erence herein in their entirety. 

FIELD OF THE INVENTION 

[0002] The present invention relates to electronic devices, 
and in particular to a method for adjusting an analog clock 
displayed on a touchscreen display of an electronic device. 

DISCUSSION OF THE RELATED ART 

[0003] Conventional electronic devices include various 
time setting functions which are associated with assorted 
applications. For example, a user can set an alarm, such as a 
morning wake-up alarm, using an electronic device. Another 
example is one in which the time setting function may be used 
to set or reserve a time or reserve a specific event. The time 
setting function is often operated by a user manipulating a 
direction or number key to set a desired time. However, this 
function is cumbersome when the electronic device utilizes a 
touchscreen for which the user interacts with the time setting 
function. 

SUMMARY OF THE INVENTION 

[0004] Features and advantages of the invention will be set 
forth in the description which follows, and in part will be 
apparent from the description, or may be learned by practice 
of the invention. The objectives and other advantages of the 
invention will be realized and attained by the structure par­
ticularly pointed out in the written description and claims 
hereof as well as the appended drawings. 
[0005] In accordance with an embodiment, a method for 
adjusting an analog clock displayed on a touchscreen display 
of an electronic device includes displaying the analog clock 
on the display. The analog clock may have one or more clock 
hands. The method further includes detecting user contact on 
the display, and adjusting displayed position of a selected 
clock hand responsive to relative locations on the display that 
the detected user contact occurs. 
[0006] In one aspect, method further includes applying 
time identified by the analog clock to an application operating 
on the electronic device. 
[0007] In another aspect, the application is a user adjustable 
alarm clock, and the time identified by the analog clock 
represents a time at which an alarm is triggered. 
[0008] In yet another aspect, the application is a user modi­
fiable scheduler. 
[0009] In still yet another aspect, the application is a device 
time application providing time to applications operating on 
the electronic device. 
[0010] In other aspects, the method further includes apply­
ing time identified by the analog clock to reserve an event in 
a reservation application operating on the electronic device. 
[0011] In one feature, the analog clock comprises a clock 
face and a center about which the one or more clock hands 
effectively rotate. 
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[0012] In another feature, the analog clock is an elapsed 
time clock, and the method further includes causing an appli­
cation operating on the electronic device to terminate accord­
ing to the elapsed time identified by the analog clock. 
[0013] In yet another feature, the method further includes 
causing an application operating on the electronic device to 
terminate at a time identified by the analog clock. 
[0014] In still yet another feature, the method further 
includes displaying digital time on the display which corre­
sponds to time represented by the analog clock. 
[0015] In accordance with another alternative embodiment, 
an electronic device, such as a mobile terminal, includes a 
touchscreen display and a control unit for operating respon­
sive to user contact with the display. The control unit is 
configured to display an analog clock, detect user contact 
with the display, and adjust displayed position of a selected 
clock hand of the analog clock responsive to relative locations 
on the display that the detected user contact occurs. 
[0016] In accordance with an alternative embodiment, a 
method for adjusting an analog clock displayed on a touch­
screen display of an electronic device includes displaying the 
analog clock on the display and detecting user contact with 
the display. The method further includes adjusting displayed 
position of a selected clock hand responsive to relative loca­
tions on the display upon which the detected user contact 
occurs, and applying time represented by the analog clock to 
an application operating on the electronic device. 
[0017] These and other embodiments will also become 
readily apparent to those skilled in the art from the following 
detailed description of the embodiments having reference to 
the attached figures, the invention not being limited to any 
particular embodiment disclosed. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0018] The accompanying drawings, which are included to 
provide a further understanding of the invention and are 
incorporated in and constitute a part of this specification, 
illustrate embodiments of the invention and together with the 
description serve to explain the principles of the invention. 
Features, elements, and aspects of the invention that are ref­
erenced by the same numerals in different figures represent 
the same, equivalent, or similar features, elements, or aspects 
in accordance with one or more embodiments. 
[0019] FIG. 1 is a block diagram showing a front view of a 
mobile terminal having a touchscreen. 
[0020] FIG. 2 is a block diagram showing various compo­
nents which may be implemented in the mobile terminal of 
FIG.1 
[0021] FIG. 3 is a flowchart depicting a method for adjust­
ing an analog clock displayed on a touchscreen display of a 
mobile terminal. 
[0022] FIG. 4 depicts a touchscreen of a mobile terminal in 
accordance with an embodiment of the present invention. 
[0023] FIG. 5 depicts a touchscreen of a mobile terminal in 
accordance with another embodiment of the present inven­
tion. 
[0024] FIGS. 6 and 7 depict examples for adjusting dis­
played position of a selected clock hand relative to locations 
on the touchscreen display that user contact occurs. 
[0025] FIG. 8 depicts a touchscreen of a mobile terminal 
which permits clock adjustment using finger contact at vari­
ous locations on the touchscreen 
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[0026] FIGS. 9A-9C depict a touchscreen of a mobile ter­
minal which permits clock adjustment using finger contact at 
various locations on the touchscreen relative to a displayed 
clock face. 
[0027] FIG.10 is a flowchart depicting a method for adjust­
ing an analog clock displayed on a touchscreen display of a 
mobile terminal using a gesture provided by a user. 
[0028] FIG. 11 depicts a touchscreen of a mobile terminal 
which permits clock adjustment via user input. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

[0029] Reference will now be made in detail to the pre­
ferred embodiments of the present invention, examples of 
which are illustrated in the accompanying drawings. Wher­
ever possible, the same reference numbers will be used 
throughout the drawings to refer to the same or similar parts. 
[0030] In accordance with embodiments of the present 
invention, techniques for adjusting an analog clock may be 
implemented in a variety of different types of electronic 
devices having a touchscreen. Examples of such devices 
include computers, portable digital assistants (PD As), mobile 
terminals, and the like. By way of non limiting example only, 
further description will be with regard to a mobile terminal. 
However, such teachings apply equally to other types of elec­
tronic devices. 
[0031] FIG. 1 is a block diagram showing a front view of a 
mobile terminal having a touchscreen. FIG. 2 is a block 
diagram showing various components which may be imple­
mented in the mo bile terminal of FIG. 1. Mo bile terminal 100 
includes mobile communication module 10, memory 11, 
touchscreen 12, input unit 13, and controller 14. These com­
ponents are typically connected via bus 15. 
[ 003 2] Module 10 may be configured as a wireless commu­
nication unit facilitating voice and data communications with 
a wireless communication network. Memory 11 may be used 
to store data and programs for controlling operation of mobile 
terminal 100. 
[0033] Touchscreen 12 typically provides both input and 
display functions. The display function includes displaying 
various types of information ( e.g., graphics, text, pictures, 
menus, and the like) responsive to signaling from controller 
14. The input function permits user input via contact with the 
touchscreen using, for example, a finger, stylus, or other 
device which may be detected as contact with the touch­
screen. 
[0034] Input unit 13 receives input or commands from the 
user. If desired, the input unit may be associated with various 
number or direction keys. Some of all of the keys may be 
displayed to the user on touchscreen 12. Controller 14 may be 
structured to control various components of terminal 100 
using, for example, the various methods and techniques dis­
closed herein. 
[0035] If desired, mobile terminal 100 may include various 
other components and features. For example, the terminal 
may include a broadcast reception module for receiving a 
broadcast signal over a broadcast network, a communication 
module for communicating with a wireless Internet network, 
a camera module, a vibration module for generating vibra­
tion, and various sensors. 
[0036] By way of example only, various methods disclosed 
herein will be described with regard to the terminal depicted 
in FIGS. 1 and 2. However, it is to be understood that the 
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present invention is not so limited and may alternatively be 
implemented using other devices or systems. 
[0037] FIG. 3 is a flowchart depicting a method for adjust­
ing an analog clock displayed on a touchscreen display of a 
mobile terminal. Block 300 displays the analog clock on the 
display of the mobile terminal. Typically, the analog clock 
includes one or more clock hands (e.g., a minute hand and a 
hour hand). Operations of block 300 may occur during an idle 
mode or period of the touchscreen. The term "idle mode" 
refers to a mode in which a specific application that may be 
presented to the user is not enabled or executed. A screen 
displayed on the touchscreen in the idle mode may be referred 
to as a standby screen. Alternatively, the operations of block 
300 may be implemented in a mode in which a specific 
application is enabled. 
[0038] At block 310, user contact with the display is 
detected. The user contact may be accomplished via contact 
within a predetermined or identifiable area of the touchscreen 
a number of times which correspond to selecting a specific 
clock hand. If desired, feedback may be provided to the user 
responsive to the user contact. Examples of such feedback 
include vibration or other tactile sensations, audio, visual 
(e.g., lights), and the like. 
[0039] Next, block 320 provides for adjusting the displayed 
position of a selected clock hand responsive to relative loca­
tions on the display that the user contact occurs. 
[0040] Optionally, the analog clock includes an hour hand 
and a minute hand, such that the selected clock hand is the 
minute hand. In this embodiment, the method may further 
include adjusting displayed position of the hour hand respon­
sive to the adjusted displayed position of the minute hand 
(block 330). 
[0041] If desired, such as that shown in block 340, digital 
time which corresponds the time represented by the analog 
clock may be displayed on the touchscreen display. Alterna­
tively or additionally, time-related information (e.g., A.M., 
P.M.), which is associated with the time represented by the 
analog clock, may also be displayed. 
[0042] At optional block 350, time identified by the analog 
clock is applied to an application operating on the electronic 
device. Types of applications to which the time may be 
applied include, for example, a user adjustable alarm clock, a 
user modifiable scheduler, a reservation application. A spe­
cific example is one in which the application is a user adjust­
able alarm clock, and the time identified by the analog clock 
represents a time at which an alarm is triggered. 
[0043] If desired, the analog clock may be configured as an 
elapsed time clock, such that the method may further include 
causing an application operating on the electronic device to 
terminate according to the elapsed time identified by the 
analog clock. 
[0044] FIG. 4 depicts a touchscreen of a mobile terminal in 
accordance with an embodiment of the present invention. 
Touchscreen 12 is shown displaying standby screen 30 and 
analog clock 20. The clock includes hour hand 21, minute 
hand 22, and second hand 23. 
[0045] User contact may be accomplished via contact 
within a predetermined area of the touchscreen a number of 
times which correspond to selecting a specific clock hand. For 
example, hour hand 21 may be selected when a predeter­
mined area (e.g., a background screen) of touchscreen 12 is 
touched once. Minute hand 22 may be selected when the 
predetermined area of the touchscreen is touched twice. Like­
wise, second hand 23 may be selected when the predeter-
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mined area of the touchscreen is touched three times. The 
predetermined area may include substantially the entire view­
able portion of the touchscreen. If desired, a notification mark 
(e.g., a dotted line forming a closed-loop, an icon, and an 
image) may also be displayed to notify that a particular por­
tion of the touchscreen permits selection of a specific clock 
hand. 
[0046] FIG. 5 depicts a touchscreen of a mobile terminal in 
accordance with another embodiment of the present inven­
tion. In this example, analog clock 20 is configured in coop­
eration of a user adjustable alarm application 40. For instance, 
in an alarm-setting mode, the time represented by the clock 
may be adjusted to set an alarm time (i.e., a time at which an 
alarm to be activated). Note that in this example, the second 
hand is not required. The alarm-setting mode may be 
achieved using, for example, menu 70. Touchscreen 12 may 
also display digital time 50, which is time that is associated 
with the time represented by analog clock 20. The touch­
screen also displays time-related information 60. If desired, 
the time identified by the analog clock may be applied to a 
snooze function associated with the alarm clock. 
[0047] FIGS. 6 and 7 depict examples for adjusting dis­
played position of a selected clock hand relative to locations 
on the touchscreen display that user contact occurs. In FIG. 6, 
the user contacts the touchscreen relative to hour hand 21 
( dashed lines) and then slides a finger or stylus, for example, 
in direction 80 until the hour hand is located at a desired 
location (i.e., a desired time setting). The example of FIG. 6 
illustrates the adjusting of the hour hand 21 from the 7:00 
position to the 3 :00 position. Positioning of the hour hand can 
therefore be accomplished by a user sliding a finger from a 
first location to a second location. The first location being 
proximately located to the initial location of the hour hand, 
and the second location being proximately located to an iden­
tified dial location for which the selected clock hand is to be 
positioned. Typically, contact with the touchscreen relative to 
the hour hand is maintained during the adjusting period, but 
this is not a requirement. Note that indicator 71 illustrates that 
the hour hand is selected. 
[0048] FIG. 7 depicts a similar procedure for which minute 
hand 22 is moved in direction 81 from a first location to a 
second location. In this example, movement of the minute 
hand causes hour hand 21 to correspondingly move in direc­
tion 82. 
[0049] For example, when the user selects and drags the 
minute hand 22, the analog clock 20 indicates a value of 
"7:30." At this time, the user can set the alarm to "AM 7:30" 
by touching an optional "OK" touch button. In this example, 
indicator 71 depicts that the minute hand has been selected. 
[0050] FIG. 8 depicts a touchscreen of a mobile terminal 
which permits clock adjustment using finger contact at vari­
ous locations on the touchscreen. In this example, the user 
contacts touchscreen display 12 and slides a finger in direc­
tion 83 between first and second locations. This action causes 
the displayed position of a selected clock hand to be adjusted 
orotherwise moved ( either direction 85 or direction 84) about 
the clock face a certain amount which corresponds to the 
distance between the first and second locations at which the 
finger contacts the touchscreen display. In addition, the direc­
tion at which the clock hand is adjusted ( e.g., forward or 
rearward in time) may be determined based upon relative 
direction at which the finger contacts the touchscreen display. 
FIG. 6 further shows that hour hand 21 is adjusted responsive 
to the adjusting of minute hand 22. 
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[0051] In this embodiment, adjusting the clock hand does 
not require contact with the touchscreen at a location which is 
proximately located to the clock hand to be adjusted. In 
particular, the adjusting may be accomplished by contacting 
the touchscreen at locations other than on the clock face of 
analog clock. Furthermore, although FIG. 6 shows the adjust­
ing with regard to minute hand 22, hour hand 21 may be 
adjusted in a similar manner. 
[0052] Selecting of the clock hand which is to be adjusted 
may be determined using any of a variety of different tech­
niques. For example, the selected clock hand may be deter­
mined responsive to a predetermined number of successive 
user contacts with the display. A specific and non-limiting 
example is one in which a single discrete user contact with the 
display indicates that either the hour or minute hand is to be 
adjusted, and two discrete user contacts with the display 
indicates that the other of the hour or minute hand is to be 
adjusted. 
[0053] FIGS. 9A-9C depict a touchscreen of a mobile ter­
minal which permits clock adjustment using finger contact at 
various locations on the touchscreen relative to a displayed 
clock face. By way of non-limiting example, the clock is 
adjusted from 7:00 to 7:30. 
[0054] In FIG. 9A, a user contacts touchscreen 12 at a first 
location which is proximately located relative to a location at 
which the selected clock hand is displayed. In this particular 
example, minute hand 22 is the selected clock hand. 
[0055] In FIG. 9B, a user contacts the touchscreen at sec­
ond location 87 which is proximately located relative to an 
identified dial location (e.g., 7:30) for which the selected 
clock hand is to be positioned. The example of FIG. 9B shows 
the user contacting the clock dial near the number 6. Based 
upon, or responsive to, the contact at the second location, the 
clock is adjusted by moving the selected clock hand to a 
location which is adjacent to the identified dial location (FIG. 
9C). 
[0056] In addition, hour hand 21 is adjusted in direction 88 
according to the amount of time that minute hand 22 is 
adjusted. Furthermore, digital time 50 and time-related infor­
mation 60 may also be adjusted to reflect changes to analog 
clock 20. 
[0057] FIG. 10 is a flowchart depicting a method for adjust­
ing an analog clock displayed on a touchscreen display of a 
mobile terminal using a gesture provided by a user. FIG. 11 
depicts a touchscreen of a mobile terminal which permits 
clock adjustment via such user input. By way of example 
only, various operations of FIG. 10 will be described with 
regard to the touchscreen of FIG. 11. In this example, the 
clock is adjusted from 7:00 to 9:00. 
[0058] Referring now to FIG. 10, operations associated 
with blocks S400 and S460 may be implemented using, for 
example, operations which are the same or similar to that 
which are described in FIG. 3, blocks S300 and S350, respec­
tively. 
[0059] At block S410, sliding user contact with the touch­
screen display is detected. In an embodiment, the sliding user 
contact represents a gesture (e.g., number, letter, and the like). 
The example of FIG. 11 includes the user providing "9" as a 
gesture in portion 90 of touchscreen 12. 
[0060] According to operation S420, a dial location for 
which a selected clock hand is to be positioned is determined 
based upon the gesture. 
[0061] At block S430, the displayed position of the selected 
clock hand is adjusted based upon the determined dial loca-
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tion. Optionally, the analog clock includes an hour hand and 
a minute hand, such that the selected clock hand is the minute 
hand. In this embodiment, the method may further include 
adjusting displayed position of the hour hand responsive to 
the adjusted displayed position of the minute hand (block 
S440). 
[0062] Several techniques may be used to implement the 
adjusting operation of block S440. One technique is to adjust 
or otherwise position the selected clock hand at a location on 
the dial which corresponds to a number which is represented 
by the detected gesture. For example, the user may input a 
gesture by "writing" the number 9 on the touchscreen. Based 
upon this input, the selected clock hand ( e.g., the hour or 
minute hand) may be moved to the number 9 location on the 
dial. 
[0063] Another technique is to adjust the clock hand 
( clockwise or counter clockwise) relative to the inputted 
number. For instance, consider that the clock hands of the 
analog clock represent 7:00 AM. If the detected gesture is the 
number "9," then the time represented by the clock is 
advanced nine hours resulting in the clock displaying 4:00 
PM. In another example, the detected gesture is the number 
"9," the hour hand is moved clockwise such that the resulting 
time represented by the clock is 9:00 AM. 
[0064] If desired, such as that shown in block S450, digital 
time which corresponds to time represented by the analog 
clock may be displayed on the touchscreen display. Alterna­
tively or additionally, time-related information (e.g., A.M., 
P.M.), which is associated with time represented by the ana­
log clock, may also be displayed. 
[0065] Embodiments have been described in which clock 
hands of an analog clock are moved responsive to user input. 
Alternatives include moving the clock hands responsive to 
voice commands provided by a user. For instance, a user may 
speak the command "hour hand" to select an hour hand of the 
analog clock. The user then issues the voice command "9" 
which causes the commanded hour hand to move to the posi­
tion of the clock associated with "9." Alternatively, the user 
may issue the command "half past nine" to cause the clock 
hands to indicated "9:30." 
[0066] Although embodiments of the present invention 
may be implemented using the exemplary series of operations 
shown in various flowcharts presented herein, those of ordi­
nary skill in the art will realize that additional or fewer opera­
tions may be performed. Moreover, it is to be understood that 
the order of the depicted operations is merely exemplary and 
that no single order of operation is required. 
[0067] The foregoing embodiments and advantages are 
merely exemplary and are not to be construed as limiting the 
present invention. The present teaching can be readily applied 
to other types of apparatuses and processes. The description 
of the present invention is intended to be illustrative, and not 
to limit the scope of the claims. Many alternatives, modifica­
tions, and variations will be apparent to those skilled in the 
art. 

What is claimed is: 
1. A method for adjusting an analog clock displayed on a 

touchscreen display of an electronic device, the method com­
prising: 

displaying the analog clock on the display, the analog clock 
comprising one or more clock hands; 

detecting user contact A the display; and 
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adjusting displayed position of a selected clock hand of the 
one or more clock hands responsive to relative locations 
on the display that the detected user contact occurs. 

2. The method according to claim 1, the method further 
comprising: 

applying time identified by the analog clock to an applica­
tion operating on the electronic device. 

3. The method according to claim 2, wherein the applica­
tion is a user adjustable alarm clock, and the time identified by 
the analog clock represents a time at which an alarm is trig­
gered. 

4. The method according to claim 2, wherein the applica­
tion is a user modifiable scheduler. 

5. The method according to claim 2, wherein the applica­
tion is a device time application providing time to applica­
tions operating on the electronic device. 

6. The method according to claim 1, the method further 
comprising: 

applying time identified by the analog clock to reserve an 
event in a reservation application operating on the elec­
tronic device. 

7. The method according to claim 1, wherein the analog 
clock comprises a clock face and a center about which the one 
or more clock hands effectively rotate. 

8. The method according to claim 1, wherein the analog 
clock is an elapsed time clock, and wherein the method fur­
ther comprises: 

causing an application operating on the electronic device to 
terminate according to the elapsed time identified by the 
analog clock. 

9. The method according to claim 1, the method further 
comprising: 

causing an application operating on the electronic device to 
terminate at a time identified by the analog clock. 

10. The method according to claim 1, the method further 
comprising: 

displaying digital time on the display which corresponds to 
time represented by the analog clock. 

11. An electronic device, comprising: 
a touchscreen display; and 
a control unit for operating responsive to user contact with 

the display, wherein the control unit is configured to: 
display an analog clock on the display, the analog clock 

comprising one or more clock hands; 
detect user contact with the display; and 
adjust displayed position of a selected clock hand of the 

one or more clock hands responsive to relative loca­
tions on the display that the detected user contact 
occurs. 

12. The electronic device according to claim 11, wherein 
the control unit is further configured to: 

apply time identified by the analog clock to an application 
operating on the electronic device. 

13. The electronic device according to claim 12, wherein 
the application is a user adjustable alarm clock, and the time 
identified by the analog clock represents a time at which an 
alarm is triggered. 

14. The electronic device according to claim 12, wherein 
the application is a user modifiable scheduler. 

15. The electronic device according to claim 12, wherein 
the application is a device time application providing time to 
applications operating on the electronic device. 

16. The electronic device according to claim 11, wherein 
the control unit is further configured to: 
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apply time identified by the analog clock to reserve an 
event in a reservation application operating on the elec­
tronic device. 

17. The electronic device according to claim 11, wherein 
the analog clock comprises a clock face and a center about 
which the one or more clock hands effectively rotate. 

18. The electronic device according to claim 11, wherein 
the analog clock is an elapsed time clock, and wherein the 
control unit is further configured to: 

cause an application operating on the electronic device to 
terminate according to the elapsed time identified by the 
analog clock. 

19. The electronic device according to claim 11, wherein 
the control unit is further configured to: 

cause an application operating on the electronic device to 
terminate at a time identified by the analog clock. 
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20. The electronic device according to claim 11, wherein 
the control unit is further configured to: 

display digital time on the display which corresponds to 
time represented by the analog clock. 

21. A method for adjusting an analog clock displayed on a 
touchscreen display of an electronic device, the method com­
prising: 

displaying the analog clock on the display, the analog clock 
comprising one or more clock hands; 

detecting user contact with the display; 
adjusting displayed position of a selected clock hand of the 

one or more clock hands responsive to relative locations 
on the display upon which the detected user contact 
occurs; and 

applying time represented by the analog clock to an appli­
cation operating on the electronic device. 

* * * * * 
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