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Amendments after NOA

Examiner Nooristany:

Further to issuance of notice of allowance (NOA) with claim amendments on
February 21, 2023, applicant requests that the following amendments after NOA be
accepted before issuance of a patent.

Amendment to the claims begin on page 2 of this response.

Remarks begin on page 9 of this response.
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Amendments to the claims

Claim 1 (currently amended): A system, comprising:

a mobile software application for a Bluetooth enabled cellular phone, wherein the
mobile software application is embodied as executable program instructions that,
when executed by a processor of the Bluetooth enabled cellular phone, configured

to:

detect and receive new-data acquired in a Bluetooth enabled data capture
device, wherein the new-data is data acquired by the Bluetooth enabled
data capture device after establishing a paired Bluetooth connection
between the Bluetooth enabled data capture device and the Bluetooth
enabled cellular phone, wherein establishing the paired Bluetooth paired
connection comprises the Bluetooth enabled data capture device
cryptographically authenticating an identity of the Bluetooth enabled
cellular phone, wherein detecting and receiving the new-data acquired in

the Bluetooth enabled data capture device comprises:

said mobile software application for the Bluetooth enabled cellular
phone configured to listen for an event notification, sent from the
Bluetooth enabled data capture device, over the established paired
Bluetooth connection, wherein the event notification corresponds
to the acquired new-data and comprises sending a signal from the
Bluetooth enabled data capture device to the Bluetooth enabled

cellular phone; and

said mobile software application for the Bluetooth enabled cellular
phone configured to receive, from the Bluetooth enabled data
capture device, the event notification and the acquired new-data

over the established paired Bluetooth connection;



store the received new-data in a memory of the Bluetooth enabled cellular

phone;

use Hypertext Transfer Protocol to transfer the received new-data along
with a user authentication credential to a remote server over a cellular data
network, wherein the mobile software application is further configured to
use the Hypertext Transfer Protocol to send a user preference to the
remote server over the cellular data network, and wherein the user

preference comprises global positioning system information; and

display a mobile advertisement inside the mobile software application;

an online data publishing web service, the online data publishing web service

comprising:

said remote server configured with a network internet connection to

communicate with the mobile software application;

a user authentication software module, wherein the user authentication
software module processes the user authentication credential received

from the mobile software application;

a database, wherein the database stores a user profile; and

a mobile software application advertising software module, wherein the
mobile software application advertising software module selects
advertisements based on the user profile and sends the selected

advertisements to the mobile software application;



said online data publishing web service configured to receive the new-data and
the user authentication credential from the Bluetooth enabled cellular phone via

the Hypertext Transfer Protocol; and

said online data publishing web service configured to process the received user

authentication credential and the new-data.

Claim 2 (original): The system of claim 1, wherein the user authentication credential is
stored in the memory of the Bluetooth enabled cellular phone, and wherein the user

authentication credential is used by the remote server to authenticate a user.

Claim 3 (original): The system of claim 1, wherein the remote server is further

configured to store the new-data.

Claim 4 (cancelled).

Claim 5 (original): The system of claim 1, wherein the mobile software application

provides a touch based GUI for the received new-data.

Claim 6 (original): The system of claim 1, wherein the mobile software application

provides a touch based advertisement targeted to a user.

Claim 7 (original): The system of claim 1, wherein the mobile advertisement is based on

the user profile.

Claim 8 (currently amended): A mobile software application for a Bluetooth enabled
cellular phone, wherein the mobile software application is embodied as executable
program instructions that, when executed by a processor of the Bluetooth enabled cellular

phone, configured to:



detect and receive new-data acquired in a Bluetooth enabled data capture device,
wherein the new-data is data acquired by the Bluetooth enabled data capture
device after establishing a paired Bluetooth connection between the Bluetooth
enabled data capture device and the Bluetooth enabled cellular phone, wherein
establishing the paired Bluetooth paired connection comprises the Bluetooth
enabled data capture device cryptographically authenticating an identity of the
Bluetooth enabled cellular phone, wherein detecting and receiving the new-data

acquired in the Bluetooth enabled data capture device comprises:

said mobile software application for the Bluetooth enabled cellular phone
configured to listen for an event notification, sent from the Bluetooth
enabled data capture device, over the established paired Bluetooth
connection, wherein the event notification corresponds to the acquired
new-data and comprises sending a signal from the Bluetooth enabled data

capture device to the Bluetooth enabled cellular phone; and

said mobile software application for the Bluetooth enabled cellular phone
configured to receive, from the Bluetooth enabled data capture device, the
event notification and the acquired new-data over the established paired

Bluetooth connection;

store the received new-data in a memory of the Bluetooth enabled cellular phone;

use Hypertext Transfer Protocol to transfer the received new-data along with a
user authentication credential to a remote server over a cellular data network,
wherein the mobile software application is further configured to use the Hypertext
Transfer Protocol to send a user preference to the remote server over the cellular
data network, and wherein the user preference comprises global positioning

system information; and

display a mobile advertisement inside the mobile software application.



Claim 9 (original): The mobile software application of claim 8, wherein the user
authentication credential is stored in the memory of the Bluetooth enabled cellular phone,
and wherein the user authentication credential is used by the remote server to authenticate

a user.

Claim 10 (original): The mobile software application of claim 8, wherein the remote

server is configured to store the new-data.

Claim 11 (cancelled).

Claim 12 (original): The mobile software application of claim 8, wherein the mobile

software application provides a touch based GUI for the received new-data.

Claim 13 (original): The mobile software application of claim 8, wherein the mobile

software application provides a touch based advertisement targeted to a user.

Claim 14 (currently amended): A mobile software application for a Bluetooth enabled
cellular phone comprising executable program instructions that, when executed by [[the]]

a processor controls the processor to:

detect and receive new-data acquired in a Bluetooth enabled data capture device,
wherein the new-data is data acquired by the Bluetooth enabled data capture
device after establishing a paired Bluetooth connection between the Bluetooth
enabled data capture device and the Bluetooth enabled cellular phone, wherein
establishing the paired Bluetooth paired connection comprises the Bluetooth
enabled data capture device cryptographically authenticating an identity of the
Bluetooth enabled cellular phone, wherein detecting and receiving the new-data

acquired in the Bluetooth enabled data capture device comprises:



said mobile software application for the Bluetooth enabled cellular phone
configured to poll the Bluetooth enabled data capture device for the new-
data, over the established paired Bluetooth connection, wherein polling

comprises sending a request to the Bluetooth enabled data capture device

to check if the acquired new-data is available for transfer; and

said mobile software application for the Bluetooth enabled cellular phone
configured to receive, from the Bluetooth enabled data capture device, the

acquired new-data over the established paired Bluetooth connection;

store the received new-data in a memory of the Bluetooth enabled cellular phone;

use Hypertext Transfer Protocol to transfer the received new-data along with a
user authentication credential to a remote server over a cellular data network,
wherein the mobile software application is further configured to use the Hypertext
Transfer Protocol to send a user preference to the remote server over the cellular
data network, and wherein the user preference comprises global positioning

system information; and

display a mobile advertisement inside the mobile software application.
Claim 15 (original): The mobile software application of claim 14, wherein the user
authentication credential is stored in the memory of the Bluetooth enabled cellular phone,
and wherein the user authentication credential is used by the remote server to authenticate

a user.

Claim 16 (original): The mobile software application of claim 14, wherein the remote

server is configured to store the new-data.

Claim 17 (cancelled).



Claim 18 (original): The mobile software application of claim 14, wherein the mobile

software application provides a touch based GUI for the received new-data.

Claim 19 (original): The mobile software application of claim 14, wherein the mobile

software application provides a touch based advertisement targeted to a user.



Remarks

Amendments to the claims

Claims 1, 8, and 14 are currently amended. Applicant respectfully submits that the claim

amendments do not add new subject matter.

Conclusion

Applicant respectfully requests reconsideration and allowance of the after NOA

amendments.

Respectfully submitted,

Date: April 24, 2023 /Ash tankha/
Ashok Tankha
Attorney For Applicant
Reg. No. 33,802

Correspondence Address

Ashok Tankha

Lipton, Weinberger & Husick
36 Greenleigh Drive

Sewell, NJ 08080

Phone: 856-266-5145

Email: ash@ipprocurement.com
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Application No. Applicant(s)
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Notice of Allowability Examiner ArtUnit | AIA (FITF) Status
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Application/Control Number: 17/542,373 Page 2
Art Unit: 2415

Notice of Pre-AlIA or AIA Status
The present application, filed on or after March 16, 2013, is being examined under the first

inventor to file provisions of the AIA.

Examiner Amendment
An examiner’s amendment to the record appears below. Should the changes and/or additions
be unacceptable to applicant, an amendment may be filed as provided by 37 CFR 1.312. To
ensure consideration of such an amendment, it MUST be submitted no later than the payment of

the issue fee.

Applicant agreed that the examiner’s amendment, authorized by Ashok Tankha on 2/2/23

AMENDMENTS TO THE CLAIMS

Claim 1 (currently amended): A system, comprising:

a mobile software application for a Bluetooth enabled cellular phone, wherein the mobile
software application is embodied as executable program instructions that, when executed

by a processor of the Bluetooth enabled cellular phone, configured to:

detect and receive new-data acquired in a Bluetooth enabled data capture device,
wherein the new-data is data acquired by the Bluetooth enabled data capture
device after establishing a paired Bluetooth connection between the Bluetooth
enabled data capture device and the Bluetooth enabled cellular phone, wherein
establishing the Bluetooth paired connection comprises the Bluetooth enabled
data capture device cryptographically authenticating an identity of the Bluetooth
enabled cellular phone, wherein detecting and receiving new-data acquired in the

Bluetooth enabled data capture device comprises:
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Application/Control Number: 17/542,373 Page 3
Art Unit: 2415

said mobile software application for the Bluetooth enabled cellular phone
configured to listen for an event notification, sent from the Bluetooth
enabled data capture device, over the established paired Bluetooth
connection, wherein the event notification corresponds to the acquired
new-data and comprises sending a signal from the Bluetooth enabled data

capture device to the Bluetooth enabled cellular phone; and

said mobile software application for the Bluetooth enabled cellular phone
configured to receive, from the Bluetooth enabled data capture device, the
event notification and the acquired new-data over the established paired

Bluetooth connection;
store the received new-data in a memory of the Bluetooth enabled cellular phone;
use Hypertext Transfer Protocol to transfer the received new-data along with a

user authentication credential to a remote server over a cellular data network,

wherein the mobile software application is further configured to use the Hypertext

Transfer Protocol to send a user preference to the remote server over the cellular

data network. and wherein the user preference comprises global positioning

system information; and

display a mobile advertisement inside the mobile software application;

an online data publishing web service, the online data publishing web service comprising:

said remote server configured with a network internet connection to communicate

with the mobile software application;
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a user authentication software module, wherein the user authentication software
module processes the user authentication credential received from the mobile

software application;

a database, wherein the database stores a user profile; and

a mobile software application advertising software module, wherein the mobile
software application advertising software module selects advertisements based on
the user profile and sends the selected advertisements to the mobile software

application;

said online data publishing web service configured to receive the new-data and the user
authentication credential from the Bluetooth enabled cellular phone via the Hypertext

Transfer Protocol; and

said online data publishing web service configured to process the received user

authentication credential and the new-data.
Claim 2 (original): The system of claim 1, wherein the user authentication credential is stored in
the memory of the Bluetooth enabled cellular phone, and wherein the user authentication

credential is used by the remote server to authenticate a user.

Claim 3 (original): The system of claim 1, wherein the remote server is further configured to

store the new-data.

Claim 4 (cancelled).

Claim 5 (original): The system of claim 1, wherein the mobile software application provides a

touch based GUI for the received new-data.
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Claim 6 (original): The system of claim 1, wherein the mobile software application provides a

touch based advertisement targeted to a user.

Claim 7 (original): The system of claim 1, wherein the mobile advertisement is based on the user

profile.

Claim 8 (currently amended): A mobile software application for a Bluetooth enabled cellular
phone, wherein the mobile software application is embodied as executable program instructions

that, when executed by a processor of the Bluetooth enabled cellular phone, configured to:

detect and receive new-data acquired in a Bluetooth enabled data capture device, wherein
the new-data is data acquired by the Bluetooth enabled data capture device after
establishing a paired Bluetooth connection between the Bluetooth enabled data capture
device and the Bluetooth enabled cellular phone, wherein establishing the Bluetooth
paired connection comprises the Bluetooth enabled data capture device cryptographically
authenticating an identity of the Bluetooth enabled cellular phone, wherein detecting and

receiving new-data acquired in the Bluetooth enabled data capture device comprises:

said mobile software application for the Bluetooth enabled cellular phone
configured to listen for an event notification, sent from the Bluetooth enabled data
capture device, over the established paired Bluetooth connection, wherein the
event notification corresponds to the acquired new-data and comprises sending a
signal from the Bluetooth enabled data capture device to the Bluetooth enabled

cellular phone; and

said mobile software application for the Bluetooth enabled cellular phone
configured to receive, from the Bluetooth enabled data capture device, the event
notification and the acquired new-data over the established paired Bluetooth

connection;

store the received new-data in a memory of the Bluetooth enabled cellular phone;
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use Hypertext Transfer Protocol to transfer the received new-data along with a user
authentication credential to a remote server over a cellular data network, wherein the

mobile software application is further configured to use the Hypertext Transfer Protocol

to send a user preference to the remote server over the cellular data network, and wherein

the user preference comprises global positioning system information; and

display a mobile advertisement inside the mobile software application.

Claim 9 (original): The mobile software application of claim 8, wherein the user authentication
credential is stored in the memory of the Bluetooth enabled cellular phone, and wherein the user

authentication credential is used by the remote server to authenticate a user.

Claim 10 (original): The mobile software application of claim 8, wherein the remote server is

configured to store the new-data.

Claim 11 (cancelled).

Claim 12 (original): The mobile software application of claim 8, wherein the mobile software

application provides a touch based GUI for the received new-data.

Claim 13 (original): The mobile software application of claim 8, wherein the mobile software

application provides a touch based advertisement targeted to a user.

Claim 14 (currently amended): A mobile software application for a Bluetooth enabled cellular
phone comprising executable program instructions that, when executed by the processor controls

the processor to:
detect and receive new-data acquired in a Bluetooth enabled data capture device, wherein

the new-data is data acquired by the Bluetooth enabled data capture device after

establishing a paired Bluetooth connection between the Bluetooth enabled data capture
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device and the Bluetooth enabled cellular phone, wherein establishing the Bluetooth
paired connection comprises the Bluetooth enabled data capture device cryptographically
authenticating an identity of the Bluetooth enabled cellular phone, wherein detecting and

receiving new-data acquired in the Bluetooth enabled data capture device comprises:

said mobile software application for the Bluetooth enabled cellular phone
configured to poll the Bluetooth enabled data capture device for new-data, over
the established paired Bluetooth connection, wherein polling comprises sending a
request to the Bluetooth enabled data capture device to check if the acquired new-

data is available for transfer; and

said mobile software application for the Bluetooth enabled cellular phone
configured to receive, from the Bluetooth enabled data capture device, the

acquired new-data over the established paired Bluetooth connection;
store the received new-data in a memory of the Bluetooth enabled cellular phone;
use Hypertext Transfer Protocol to transfer the received new-data along with a user

authentication credential to a remote server over a cellular data network, wherein the

mobile software application is further configured to use the Hypertext Transfer Protocol

to send a user preference to the remote server over the cellular data network, and wherein

the user preference comprises global positioning system information; and

display a mobile advertisement inside the mobile software application.
Claim 15 (original): The mobile software application of claim 14, wherein the user
authentication credential is stored in the memory of the Bluetooth enabled cellular phone, and

wherein the user authentication credential is used by the remote server to authenticate a user.

Claim 16 (original): The mobile software application of claim 14, wherein the remote server is

configured to store the new-data.
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Claim 17 (cancelled).

Claim 18 (original): The mobile software application of claim 14, wherein the mobile software

application provides a touch based GUI for the received new-data.

Claim 19 (original): The mobile software application of claim 14, wherein the mobile software

application provides a touch based advertisement targeted to a user.

Claims 1-3, 5-10, 12-16, 18-19 are allowed.

Conclusion

Any inquiry concerning this communication or earlier communications from the
examiner should be directed to Sulaiman Nooristany whose telephone number is 571-270-
1929. The examiner can normally be reached on Monday thru Friday: 8:30am to 5:00pm (EST).
If attempts to reach the examiner by telephone are unsuccessful, the examiner’s supervisor, Jeff
Rutkowski can be reached on 571-270-1215. The fax phone number for the organization where
this application or proceeding is assigned is 571-273-8300. Information regarding the status of an
application may be obtained from the Patent Application Information Retrieval (PAIR)
system. Status information for published applications may be obtained from either Private PAIR
or Public PAIR. Status information for unpublished applications is available through Private
PAIR only. Should you have questions on access to the Private PAIR system, contact the

Electronic Business Center (EBC) at 866-217-9197 (toll-free). If you would like assistance from
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a USPTO Customer Service Representative or access to the automated information system, call

800-786-9199 (IN USA OR CANADA) or 571-272-1000.

/SULAIMAN NOORISTANY/

Primary Examiner, Art Unit 2415
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IN THE UNITED STATES PATENT AND TRADEMARK OFFICE

In re. application of:

Gurvinder Singh

Application No.: 17/542,373 Examiner: Nooristany, Sulaiman
Filed: 12/04/2021 Art Unit: 2415

Applicant: CellSpin Soft Inc. Atty. Docket no.: CellSpin_04Con18

Title: Automatic Multimedia Upload
For Publishing Data And Multimedia Content

Mail Stop Amendment
Commissioner for Patents
P.O. Box 1450

Alexandria, VA 22313-1450

Amended Claim Set

Examiner Nooristany:

In response to the suggestion received from you via phone call on January 20,
2023, applicant accepts your suggestion and submits an amended claim set as advised
during the phone call.

Amendment to the claims begin on page 2 of this response.

Remarks begin on page 9 of this response.
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Amendments to the claims

This claim set replaces all previously filed claim sets.

Claim 1 (currently amended): A system, comprising:

a mobile software application for a Bluetooth enabled cellular phone, wherein the
mobile software application is embodied as executable program instructions that,
when executed by a processor of the Bluetooth enabled cellular phone, configured

to:

detect and receive new-data acquired in a Bluetooth enabled data capture
device, wherein the new-data is data acquired by the Bluetooth enabled
data capture device after establishing a paired Bluetooth connection
between the Bluetooth enabled data capture device and the Bluetooth
enabled cellular phone, wherein establishing the Bluetooth paired
connection comprises the Bluetooth enabled data capture device
cryptographically authenticating an identity of the Bluetooth enabled
cellular phone, wherein detecting and receiving new-data acquired in the

Bluetooth enabled data capture device comprises:

said mobile software application for the Bluetooth enabled cellular
phone configured to listen for an event notification, sent from the
Bluetooth enabled data capture device, over the established paired
Bluetooth connection, wherein the event notification corresponds
to the acquired new-data and comprises sending a signal from the
Bluetooth enabled data capture device to the Bluetooth enabled

cellular phone; and

said mobile software application for the Bluetooth enabled cellular

phone configured to receive, from the Bluetooth enabled data
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capture device, the event notification and the acquired new-data

over the established paired Bluetooth connection;

store the received new-data in a memory of the Bluetooth enabled cellular

phone;

use Hypertext Transfer Protocol to transfer the received new-data along
with a user authentication credential to a remote server over a cellular data

network, wherein the mobile software application is further configured to

use the Hypertext Transfer Protocol to send a user preference to the

remote server over the cellular data network, and wherein the user

preference comprises global positioning system information; and

display a mobile advertisement inside the mobile software application;

an online data publishing web service, the online data publishing web service

comprising:

said remote server configured with a network internet connection to

communicate with the mobile software application;

a user authentication software module, wherein the user authentication
software module processes the user authentication credential received
from the mobile software application;

a database, wherein the database stores a user profile; and

a mobile software application advertising software module, wherein the

mobile software application advertising software module selects

advertisements based on the user profile and sends the selected
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advertisements to the mobile software application;

said online data publishing web service configured to receive the new-data and
the user authentication credential from the Bluetooth enabled cellular phone via

the Hypertext Transfer Protocol; and

said online data publishing web service configured to process the received user

authentication credential and the new-data.

Claim 2 (original): The system of claim 1, wherein the user authentication credential is
stored in the memory of the Bluetooth enabled cellular phone, and wherein the user

authentication credential is used by the remote server to authenticate a user.

Claim 3 (original): The system of claim 1, wherein the remote server is further

configured to store the new-data.

Claim 4 (cancelled).

Claim 5 (original): The system of claim 1, wherein the mobile software application

provides a touch based GUI for the received new-data.

Claim 6 (original): The system of claim 1, wherein the mobile software application

provides a touch based advertisement targeted to a user.

Claim 7 (original): The system of claim 1, wherein the mobile advertisement is based on

the user profile.

Claim 8 (currently amended): A mobile software application for a Bluetooth enabled
cellular phone, wherein the mobile software application is embodied as executable
program instructions that, when executed by a processor of the Bluetooth enabled cellular

phone, configured to:
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detect and receive new-data acquired in a Bluetooth enabled data capture device,
wherein the new-data is data acquired by the Bluetooth enabled data capture
device after establishing a paired Bluetooth connection between the Bluetooth
enabled data capture device and the Bluetooth enabled cellular phone, wherein
establishing the Bluetooth paired connection comprises the Bluetooth enabled
data capture device cryptographically authenticating an identity of the Bluetooth
enabled cellular phone, wherein detecting and receiving new-data acquired in the

Bluetooth enabled data capture device comprises:

said mobile software application for the Bluetooth enabled cellular phone
configured to listen for an event notification, sent from the Bluetooth
enabled data capture device, over the established paired Bluetooth
connection, wherein the event notification corresponds to the acquired
new-data and comprises sending a signal from the Bluetooth enabled data

capture device to the Bluetooth enabled cellular phone; and

said mobile software application for the Bluetooth enabled cellular phone
configured to receive, from the Bluetooth enabled data capture device, the
event notification and the acquired new-data over the established paired

Bluetooth connection;

store the received new-data in a memory of the Bluetooth enabled cellular phone;

use Hypertext Transfer Protocol to transfer the received new-data along with a

user authentication credential to a remote server over a cellular data network,

wherein the mobile software application is further configured to use the Hypertext

Transfer Protocol to send a user preference to the remote server over the cellular

data network. and wherein the user preference comprises global positioning

system information; and
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display a mobile advertisement inside the mobile software application.

Claim 9 (original): The mobile software application of claim 8, wherein the user
authentication credential is stored in the memory of the Bluetooth enabled cellular phone,
and wherein the user authentication credential is used by the remote server to authenticate

a user.

Claim 10 (original): The mobile software application of claim 8, wherein the remote

server is configured to store the new-data.

Claim 11 (cancelled).

Claim 12 (original): The mobile software application of claim 8, wherein the mobile

software application provides a touch based GUI for the received new-data.

Claim 13 (original): The mobile software application of claim 8, wherein the mobile

software application provides a touch based advertisement targeted to a user.

Claim 14 (currently amended): A mobile software application for a Bluetooth enabled
cellular phone comprising executable program instructions that, when executed by the

processor controls the processor to:

detect and receive new-data acquired in a Bluetooth enabled data capture device,
wherein the new-data is data acquired by the Bluetooth enabled data capture
device after establishing a paired Bluetooth connection between the Bluetooth
enabled data capture device and the Bluetooth enabled cellular phone, wherein
establishing the Bluetooth paired connection comprises the Bluetooth enabled
data capture device cryptographically authenticating an identity of the Bluetooth
enabled cellular phone, wherein detecting and receiving new-data acquired in the

Bluetooth enabled data capture device comprises:
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said mobile software application for the Bluetooth enabled cellular phone
configured to poll the Bluetooth enabled data capture device for new-data,
over the established paired Bluetooth connection, wherein polling
comprises sending a request to the Bluetooth enabled data capture device

to check if the acquired new-data is available for transfer; and

said mobile software application for the Bluetooth enabled cellular phone
configured to receive, from the Bluetooth enabled data capture device, the

acquired new-data over the established paired Bluetooth connection;
store the received new-data in a memory of the Bluetooth enabled cellular phone;
use Hypertext Transfer Protocol to transfer the received new-data along with a

user authentication credential to a remote server over a cellular data network,

wherein the mobile software application is further configured to use the Hypertext

Transfer Protocol to send a user preference to the remote server over the cellular

data network, and wherein the user preference comprises global positioning

system information; and

display a mobile advertisement inside the mobile software application.
Claim 15 (original): The mobile software application of claim 14, wherein the user
authentication credential is stored in the memory of the Bluetooth enabled cellular phone,
and wherein the user authentication credential is used by the remote server to authenticate

a user.

Claim 16 (original): The mobile software application of claim 14, wherein the remote

server is configured to store the new-data.

Claim 17 (cancelled).
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Claim 18 (original): The mobile software application of claim 14, wherein the mobile

software application provides a touch based GUI for the received new-data.

Claim 19 (original): The mobile software application of claim 14, wherein the mobile

software application provides a touch based advertisement targeted to a user.
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Remarks

The pending claims

Claims 1-3, 5-10, 12-16 and 18-19 are currently pending. Reconsideration and allowance

of the pending claims is respectfully requested.

Amendments to the claims

Claims 1, 8 and 14 are currently amended; claims 2-3, 5-7, 9-10, 12-13, 15-16 and 18-19
remain as originally presented; claims 4, 11 and 17 are cancelled; Applicant respectfully

submits that the claim amendments do not add new subject matter.

In response to the suggestion received from the examiner via phone call on
January 20, 2023, applicant accepts the suggestion and submits an amended claim set as

advised during the phone call.

Conclusion

Applicant respectfully requests that a timely Notice of Allowance be issued in this
case. In the interest of compact prosecution, if the prosecution of the application can be
advanced, applicant requests Examiner Nooristany to call the undersigned with the

proposed amendment.

Respectfully submitted,

Date: February 09, 2023 /Ash tankha/
Ashok Tankha
Attorney For Applicant
Reg. No. 33,802

Correspondence Address
Ashok Tankha

Lipton, Weinberger & Husick
36 Greenleigh Drive
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Sewell, NJ 08080
Phone: 856-266-5145
Email: ash@ipprocurement.com
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as the term of any patent granted on said reference application may be shortened by any terminal disclaimer filed prior to the
grant of any patent on the pending reference application. The owner hereby agrees that any patent so granted on the instant
application shall be enforceable only for and during such period that it and any patent granted on the reference application are
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by any terminal disclaimer filed prior to its grant.
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O | certify, in accordance with 37 CFR 1.4(d)(4), that the terminal disclaimer fee under 37 CFR 1.20(d)
required for this terminal disclaimer has already been paid in the above-identified application.

Applicant claims the following fee status:

(® Small Entity
(O Micro Entity

(O Regular Undiscounted

| hereby declare that all statements made herein of my own knowledge are true and that all statements made on information and
belief are believed to be true; and further that these statements were made with the knowledge that willful false statements and
the like so made are punishable by fine or imprisonment, or both, under Section 1001 of Title 18 of the United States Code and
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| certify, in accordance with 37 CFR 1.4(d)(4) that | am:
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Registration Number 33802
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Name Ashok Tankha
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IN THE UNITED STATES PATENT AND TRADEMARK OFFICE

In re. application of:

Gurvinder Singh

Application No.: 17/542,373 Examiner: Nooristany, Sulaiman
Filed: 12/04/2021 Art Unit: 2415

Applicant: CellSpin Soft Inc. Atty. Docket no.: CellSpin_04Con18

Title: Automatic Multimedia Upload
For Publishing Data And Multimedia Content

Mail Stop Amendment
Commissioner for Patents
P.O. Box 1450

Alexandria, VA 22313-1450

Response to non-final office action

Examiner Nooristany:
In response to the non-final office action mailed October 13, 2022, please see the

Remarks that begin on page 2 of this response.
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Remarks

The pending claims

Claims 1-19 are currently pending. Reconsideration and allowance of the pending claims

is respectfully requested.

Summary of the Office Action

Double Patenting

Claims 1-19 are provisionally rejected on the ground of nonstatutory double patenting as
being unpatentable over claims of Parent Application(s) No. 12333303, 13740214,
14172913, 14273546, 14503401, 14576202, 15659637, 16532507. Although the claims
at issue are identical, they are not patentably distinct from each other because they are

same variants of each other.

Claim Rejections 35 U.S.C. 112

Claims 1-19 are rejected under 35 U.S.C. 112, first paragraph, as failing to comply with
the written description requirement. The claim(s) contains subject matter which was not
described in the specification in such a way as to reasonably convey to one skilled in the
relevant art that the inventor(s), at the time the application was filed, had possession of
the claimed invention. More specifically, the applicant fails to sufficiently point out or
describe display a mobile advertisement inside the mobile software application & touch-

based advertisement targeted to a user.

Specification Objection

The disclosure is objected to because of the following informalities: Examiner has

reviewed the specification of this application under examination and could not find
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support for the additional limitations as claimed "display a mobile advertisement inside
the mobile software application" & touch-based advertisement targeted to a user.

Appropriate correction is required.

Claim Rejections - 35 USC § 112

Claims 1-19 are rejected under 112, second paragraph as being indefinite for failing to
particularly point and distinctly claim the subject matter which applicant regards as the

invention.

Claim Rejections 35 U.S.C. 103

Claim 1-3, 5-7 is/are rejected under pre-AIA 35 U.S.C. 103(a) as being unpatentable over
Hunter US 20040005915 in view of Pietruszka US 20070226778.

Claim 4 is/are rejected under pre-AIA 35 U.S.C. 103(a) as being unpatentable over
Hunter US 20040005915 in view of Pietruszka US 20070226778 further in view of
Risbood US 20070111748.

Claims 8-19 are related to claims 1-7 and are rejected for similar reasons as stated above.

Support for claim limitations

Support for the limitations: “display a mobile advertisement inside the mobile software
application”, and “a mobile softiware application advertising software module, wherein
the mobile sofiware application advertising software module selects advertisements
based on the user profile and sends the selected advertisements to the mobile software

application” in claim 1 is found in:

(a) Point No. 2 of “CROSS REFERENCE TO RELATED APPLICATIONS” in the
originally filed application, which states as follows: “The following patent
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application is incorporated herein in its entirety: US Non-provisional patent

application serial number 11/901,802, titled “Online Publishing of Multimedia
Content”, filed on September 19, 2007 in the United States Patent and Trademark
Office.” USPTO Publication No. 2008/0103906 A1 is the published application of
US Non-provisional patent application serial number 11/901,802. US Non-
provisional patent application serial number 11/901,802 is attached to this
response as Exhibit A and USPTO Publication No. 2008/0103906 A1 is attached
to this response as Exhibit B; see also link:
https.//patentimages.storage.googleapis.com/11/06/a0/329a69fbef2a6/US200801
03906A.pdf.”

(b) FIG. 3 of Exhibit B (reproduced below) Elements 407 and 410

(c) Paragraph [0021] of Exhibit B, which states: “7he back end service 204 ¢ may

splice the multimedia object with targeted advertisements based on a user profile

stored in the database 204 a of the publishing service 204. Also, when the

4
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user 201 is using the client application 202 targeted advertisements may be

displayved to the user 201 on the client application 202.”

(d) FIG. 2, Element 202¢, and Paragraph [0032] of Exhibit B, which states: “a mobile
software application advertising software module, wherein the mobile software
application advertising software module selects advertisements based on the user

profile and sends the selected advertisements to the mobile software application”.

(e) In Zenon Environmental Inc v. United States Filter Corporation., Nos. 06-1266, -
1267 (Fed. Cir. Nov. 7, 2007), the United States Court of Appeals for the Federal
Circuit held that incorporation by reference “provides a method for integrating
material from various documents into a host document . . . by citing such
material in a manner that makes clear that the material is effectively part of the
host document as if it were explicitly contained therein.” Cook Biotech Inc. v.
Acell, Inc., 460 F.3d 1365, 1376 (Fed. Cir. 2006) (quoting Advanced Display
Sys., Inc. v. Kent State Univ., 212 F.3d 1272, 1282 (Fed. Cir. 2000))”.

(f) Furthermore, in Paice LLC v. Ford Motor Co., 2018 WL 651366 (Fed. Cir. Feb.
1, 2018), Paice’s U.S. Patent No. 7,237,634 (“the ‘634 patent”) claimed priority to
U.S. patent application no. 09/264,817 (“the ‘817 application”). A U.S. Patent no.
5,343,970 was incorporated into the ‘817 application: with the following

paragraph: “7his application discloses a number of improvements over and

enhancements to the hybrid vehicles disclosed in the inventor’s U.S. Pat. No.

35,343,970 (“‘the ‘970 patent”), which is incorporated herein by this reference.

Where differences are not mentioned, it is to be understood that the specifics of

the vehicle design shown in the ‘970 patent are applicable to the vehicles shown

herein as well.”
The Federal Circuit noted that the first sentence above broadly and

unambiguously states that ‘970 patent is, without qualification, incorporated into the ‘817

application. The Federal Circuit held that the second sentence has no bearing on the
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extent of incorporation, and merely states that the features disclosed by ‘970 patent apply
to vehicles described as the invention in the ‘817 application, except if the specification
mentions otherwise. Citing Modine Mfg. Co. v. U.S. Int’l Trade Comm’n, 75 F.3d 1545
(Fed. Cir. 1996), the Federal Circuit stated that “/t/he applicability of a document’s
disclosed features and the incorporation of the document itself are distinct concepts, and
one does not imply the other.” In summary, the Federal Circuit held that the ‘970 patent

is incorporated into the ‘817 patent in its entirety.

In view of the above two Federal circuit decisions, applicant submits that the ‘802
application (application no. 11/901,802, Exhibit A) is incorporated by reference in its
entirety in the ‘373 application (application no. 17/542,373).

(g) Furthermore, 37 CFR 1.57 (pre-PLT) — Incorporation by Reference, which is
applicable to applications filed before December 18, 2013, provides:

a) Subject to the conditions and requirements of this paragraph, if all or a portion
of the specification or drawing(s) is inadvertently omitted from an application, but
the application contains a claim ... ... under §1.78 for the benefit of a prior-filed
provisional, non-provisional, or international application, that was present on the
filing date of the application, and the inadvertently omitted portion of the
specification or drawing(s) is completely contained in the prior-filed application,
the claim under ....... §1.78 shall also be considered an incorporation by
reference of the prior-filed application as to the inadvertently omitted portion of

the specification or drawing(s).

(1) The application must be amended to include the inadvertently omitted
portion of the specification or drawing(s) within any time period set by the
Office, but in no case later than the close of prosecution as defined by §
1.114(b), or abandonment of the application, whichever occurs earlier.

The applicant is also required to:
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(1) Supply a copy of the prior-filed application, except where the
prior-filed application is an application filed under 35 U.S.C. 111;

(i) Supply an English language translation of any prior-filed

application that is in a language other than English; and

(iii) Identify where the inadvertently omitted portion of the
specification or drawings can be found in the prior-filed

application.

Applicant submits that the requirements under 37 CFR 1.57(a) were fulfilled by

pending application no. 17/542,373 (‘373 application), when the ‘373 application was
filed.

At the time of filing, the ‘373 application recited on page 2, item 2 of the
application that the prior filed application no. 11/901,802 (‘802 application, Exhibit A) is

incorporated in its entirety in the ‘373 application.

The ‘802 application (Exhibit A) was pending, and not abandoned, at the time of
filing of the ‘373 application.

37 CFR 1.57(a)(1)(i) and 37 CFR 1.57(a)(1)(ii) are not applicable to the ‘802
application (Exhibit A), and since the ‘802 application (Exhibit A) was incorporated by

reference in its entirety in the ‘373 application, 37 CFR 1.57(a)(1)(iii) is satisfied.

(h) Enclosed: (a) Copy of pages 1 and 2 of the specification of pending application
no. 17/542,373 (‘373 application).

Support for claim 6 is found in paragraph [0042] of Exhibit B.

44



The office action states: “Claims 1-19 are provisionally rejected on the ground of
nonstatutory double patenting as being unpatentable over claims of Parent
Application(s) No. 12333303, 13740214, 14172913, 14273546, 14503401, 14576202,
15659637, 16532507. Although the claims at issue are identical, they are not

patentably distinct from each other because they are same variants of each other.”

In response to the above rejection, applicant has timely filed a terminal disclaimer
to overcome the double patenting rejection. Applicant therefore respectfully requests that

the nonstatutory double patenting rejection be reconsidered and withdrawn.

The office action further states: “Claims 1-19 are rejected under 35 U.S.C. 112, first
paragraph, as failing to comply with the written description requirement. The
claim(s) contains subject matter which was not described in the specification in such
a way as to reasonably convey to one skilled in the relevant art that the inventor(s),
at the time the application was filed, had possession of the claimed invention. More
specifically, the applicant fails to sufficiently point out or describe display a mobile
advertisement inside the mobile software application & touch-based advertisement

targeted to a user.”

In response to the above rejection, applicant submits that in pages 3-7 of this
response, applicant has provided arguments to show that the limitations: “display a
mobile advertisement inside the mobile software application”, and “a mobile software
application advertising software module, wherein the mobile software application
advertising software module selects advertisements based on the user profile and sends
the selected advertisements to the mobile software application” are supported in the

specification of the current application, because of incorporation in its entirety of US

non-provisional patent application serial number 11/901,802, titled “Online Publishing
of Multimedia Content”, filed on September 19, 2007 in the United States Patent and
Trademark Office” into the current application. Therefore, claims 1-19 fully comply with

the written description requirement.
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Applicant therefore respectfully requests that the rejection of claims 1-19 under

35 U.S.C. 112, first paragraph be reconsidered and withdrawn.

The office action further states: “The disclosure is objected to because of the following
informalities: Examiner has reviewed the specification of this application under
examination and could not find support for the additional limitations as claimed
"display a mobile advertisement inside the mobile software application" & touch-

based advertisement targeted to a user. Appropriate correction is required.”

In response to the above objection, applicant submits that in pages 3-7 of this
response, applicant has provided arguments to show that the limitations: “display a
mobile advertisement inside the mobile software application”, and “a mobile software
application advertising software module, wherein the mobile software application
advertising software module selects advertisements based on the user profile and sends
the selected advertisements to the mobile software application” are supported in the

specification of the current application, because of incorporation in its entirety of US

non-provisional patent application serial number 11/901,802, titled “Online Publishing
of Multimedia Content”, filed on September 19, 2007 in the United States Patent and
Trademark Office” into the current application. Therefore, the above limitations are fully

supported in the current specification.

Applicant therefore respectfully requests that the objection to the specification be

reconsidered and withdrawn.

The office action further states: “Claims 1-19 are rejected under 35 USC 112, second
paragraph as being indefinite for failing to particularly point and distinctly claim

the subject matter which applicant regards as the invention.”
Applicant disagrees with the above rejection and presents the following

arguments. In pages 3-7 of this response, applicant has provided arguments to show that

the limitations: “display a mobile advertisement inside the mobile software application”,
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and “a mobile software application advertising software module, wherein the mobile
software application advertising software module selects advertisements based on the

user profile and sends the selected advertisements to the mobile sofiware application” are

supported in the specification of the current application, because of incorporation in its
entirety of US non-provisional patent application serial number 11/901,802, titled
“Online Publishing of Multimedia Content”, filed on September 19, 2007 in the United
States Patent and Trademark Office” into the current application. Therefore, claims 1-19
particularly point and distinctly claim the subject matter which applicant regards as the

invention.

Applicant, therefore respectfully requests that the rejection of claims 1-19 under

35 U.S.C 112, second paragraph be reconsidered and withdrawn.

The office action further states: “Claims 1-14 are rejected under pre-AIA 35 U.S.C.
103(a) as being unpatentable over Hunter US 20040005915 in view of Pietruszka US
20070226778. Claims 8-19 are related to claims 1-7 and are rejected for similar

reasons”.

Argument 1

In response to the above rejection, applicant submits that Hunter, in view of

Pietruszka does not teach or suggest the following limitations in claim 1:
“a mobile software application for a Bluetooth enabled cellular phone, wherein
the mobile software application is embodied as executable program instructions
that, when executed by a processor of the Bluetooth enabled cellular phone,

configured to:

display a mobile advertisement inside the mobile software application;”

10
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“a mobile software application advertising software module, wherein the mobile
software application advertising software module selects advertisements based on
the user profile and sends the selected advertisements to the mobile software

application;”

“use Hypertext Transfer Protocol to transfer the received new-data along with a

user authentication credential to a remote server over a cellular data network;”

“a user authentication software module, wherein the user authentication software
module processes the user authentication credential received from the mobile

software application;”

“said mobile software application for the Bluetooth enabled cellular phone
configured to listen for an event notification, sent from the Bluetooth enabled data
capture device, over the established paired Bluetooth connection, wherein the
event notification corresponds to the acquired new-data and comprises sending a
signal from the Bluetooth enabled data capture device to the Bluetooth enabled

cellular phone;”

Claim 1 discloses a mobile software application for a Bluetooth enabled cellular
phone. The mobile software application is embodied as executable program instructions
that, when executed by a processor of the Bluetooth enabled cellular phone, configured to

display a mobile advertisement inside the mobile software application.
Claim 1 also discloses a mobile software application advertising software module.
The mobile software application advertising software module selects advertisements

based on the user profile and sends the selected advertisements to the mobile software

application.

11

48



Claim 1 also discloses that the mobile software application uses Hypertext
Transfer Protocol to transfer the received new-data along with a user authentication

credential to a remote server over a cellular data network.

Claim 1 also discloses a user authentication software module. The user
authentication software module processes the user authentication credential received

from the mobile software application.

Hunter and Pietruszka, singly or in combination, do not teach or suggest the

above limitations in claim 1.

By way of explanation, applicant submits that in pages 3-7 of this response,
applicant has provided arguments to show that the limitations: “display a mobile
advertisement inside the mobile software application”, and “a mobile software
application advertising software module, wherein the mobile software application
advertising software module selects advertisements based on the user profile and sends
the selected advertisements to the mobile software application” are supported in the

specification of the current application, because of incorporation in its entirety of US

non-provisional patent application serial number 11/901,802, titled “Online Publishing
of Multimedia Content”, filed on September 19, 2007 in the United States Patent and

Trademark Office” into the current application.

The office action on page 8 states that Paragraph [0025] and FIG. 1, Element 20
of Hunter teach the above limitations in claim 1. Applicant respectfully disagrees and
submits the following arguments. FIG. 1, Element 20 of Hunter is a communication
device. Furthermore, there is no teaching or suggestion in Paragraph [0025] of Hunter of
a mobile software application for a Bluetooth enabled cellular phone, where the mobile
software application is embodied as executable program instructions that, when executed
by a processor of the Bluetooth enabled cellular phone, configured to display a mobile
advertisement inside the mobile software application. Furthermore, there is no teaching

or suggestion in Paragraph [0025] of Hunter of a mobile software application advertising
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software module, where the mobile software application advertising software module
selects advertisements based on the user profile and sends the selected advertisements to

the mobile software application.

Therefore, Hunter and Pietruszka, singly or in combination, do not teach or

suggest the following limitations in claim 1:

“a mobile software application for a Bluetooth enabled cellular phone, wherein
the mobile software application is embodied as executable program instructions
that, when executed by a processor of the Bluetooth enabled cellular phone,

configured to:

display a mobile advertisement inside the mobile software application;”
“a mobile software application advertising software module, wherein the mobile
software application advertising software module selects advertisements based on
the user profile and sends the selected advertisements to the mobile software

application;”

Argument 2

Furthermore, applicant submits that the following limitations in claim 1 are also

not taught or suggested by Hunter, in view of Pietruszka:

“use Hypertext Transfer Protocol to transfer the received new-data along with a

user authentication credential to a remote server over a cellular data network;”

“a user authentication software module, wherein the user authentication software
module processes the user authentication credential received from the mobile

software application;”

13
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By way of explanation, paragraph [0037] of Pietruszka discloses
cryptographically authenticating a short-range wireless device. In contrast, applicant’s
claim 1 recites transferring and processing of a user authentication credential. The user

authentication credential is for a website user and NOT for short-range wireless device.

Therefore, applicant submits that “Cryptographic authentication of a wireless
device” in Pietruszka is not the same as “fransferring and processing of a user

authentication credential” as recited in applicant’s claim 1.

To illustrate the point with an example, a Facebook or YouTube website “‘user

authentication credential” is completely different from a cryptographic authentication

being performed between and by two devices such as a camera and a mobile phone.

Note: See extract of paragraph [0037] of Pietruszka:

(00371 A device that wishes to communicate only with a
frusted device can eryptographically suthenticate the den-
tity of the other device. Trusted devices may also encrypt
data exchoanged over a wircless mediom as an added secu-
rity. The eneryption can however be turned ofl and passkeys
can be stored on the device’™s file system rather than the
Bluetooth component or chip itsell Since the Bluetooth
address can be permanent, a pairing can be preserved even
if the Bluetooth name 1s changed, Either device ina pairing
relationship may delete the pairing between the devices.
Devices may require pairing or may prompl the user before

a remote device to wtilize anv or all or some of its

it allow
SRIVICES.
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» Pietruszka [0037] is talking about cryptographically authenticating a
short-range wireless device. Our Claim is about transferring and
processing of website “user™ authentication credentials!

» Pietruszka [Fig 9A — 9D] make it clear that the authentication is for
the Drevice and NQYY for a website user

Cryptographic authentication of a wiveiess device

Website user authentication credentials

Furthermore, neither Hunter nor Pietruszka teach or suggest the use of HTTP to
transfer the new-data and the user authentication credential to the website. Therefore,
even if Hunter and Pietruszka are combined as suggested in the office

action, the combination will not teach or suggest the following limitations in claim 1:

“use Hypertext Transfer Protocol to transfer the received new-data along with a

user authentication credential to a remote server over a cellular data network;”
“a user authentication software module, wherein the user authentication software
module processes the user authentication credential received from the mobile

software application;”

Therefore, the following limitations in claim 1 are also not taught or suggested by

Hunter, in view of Pietruszka:

“a mobile software application for a Bluetooth enabled cellular phone, wherein

the mobile software application is embodied as executable program instructions
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that, when executed by a processor of the Bluetooth enabled cellular phone,

configured to:

display a mobile advertisement inside the mobile software application;”

“a mobile software application advertising software module, wherein the mobile
software application advertising software module selects advertisements based on
the user profile and sends the selected advertisements to the mobile software

application;”

“use Hypertext Transfer Protocol to transfer the received new-data along with a

user authentication credential to a remote server over a cellular data network;”

“a user authentication software module, wherein the user authentication software
module processes the user authentication credential received from the mobile

software application;”

Argument 3

Furthermore, applicant submits that the following limitations in claim 1 are also

not taught or suggested by Hunter, in view of Pietruszka:

“said mobile software application for the Bluetooth enabled cellular phone
configured to listen for an event notification, sent from the Bluetooth enabled data
capture device, over the established paired Bluetooth connection, wherein the
event notification corresponds to the acquired new-data and comprises sending a
signal from the Bluetooth enabled data capture device to the Bluetooth enabled

cellular phone;”

The office action on page 6 states that paragraph [0013] of Hunter teaches the

above limitation in claim 1.
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Applicant respectfully disagrees and submits the following arguments:

Hunter [0013]

[0013] Inaccordance with a fourth aspect of the invention,
there 1s provided method of capturing and communicating
images, comprising the steps of: programming a camera and
& communicaiions device to recoenize a ir'igger event: one of
the camera and the communications device recognising
ocenrrence of the trigeer event, and communicaiing Wil the
other of the camera and the communications device by a
wireless link thercbetween; transferring images between the
camera and the commumcations device over the wireless
link: and transferring said images from the communications
device on to a data network through a data network nter-
face.

Recognizing # Sending

In fact, it is the opposite of sending.

(a) In Hunter paragraph [0013], the Camera is recognizing a trigger event. In

applicant’s claim 1, the Camera is Sending an event notification.

18
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(b) Recognizing an event trigger (Hunter) is not same as Sending an event

notification in applicant’s claim 1.

(c) Recognize is not the same as Sending

(d) In Hunter paragraph [0013], the Camera is recognizing a trigger event sent

by the phone and then the camera is acquiring the image.

(e) In applicant’s claim 1, the Camera is Sending an event notification, for the

image that has already been acquired.

(f) In Hunter paragraph [0013], the “event trigger” is to acquire an image.

(g) Inapplicant’s claim 1, the "event notification" corresponds to the image that

has already been acquired.

(h) Receiving an Event trigger to acquire an image is not same as sending an

event notification for the image already acquired.

Note: See extract of office action reproduced below and applicant’s response:

wheretn detecting asd recetving new-data acguired in the Blectooth enabled data captuse
kevice coraprises: saxd mobie sofiwace applicaiion for the Bluetooth enabled cellnlar phose
configoeed to listen for an evend sotification (Hunter: programming a camera and a
communications device to recognize a trigger event: one of the camera and the
communications device recognizing occurrence of the trigger event, and communicating
with the other of the camera and the communications device by a wiveless lnk

therebetween {6613]),

sent from the Bhuetooth epabled data capture deving, over the established paired

Bluetooth connection, wherein the event notification corresponds to the acquired new-data and
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Therefore, even if Hunter and Pietruszka are combined as suggested in the office

action, the combination will not teach or suggest the following limitations in claim 1:

“said mobile software application for the Bluetooth enabled cellular phone
configured to listen for an event notification, sent from the Bluetooth enabled data
capture device, over the established paired Bluetooth connection, wherein the
event notification corresponds to the acquired new-data and comprises sending a
signal from the Bluetooth enabled data capture device to the Bluetooth enabled

cellular phone;”

Argument 4

Furthermore, Hunter does not teach establishment of a paired Bluetooth

connection. Applicant provides the following arguments to illustrate this.
Establishment of non-paired connection (Hunter)
versus
Establishment of paired Bluetooth connection (Applicant)
The office action on page 6 states that Hunter teaches the step of acquiring new-
data after establishing the paired Bluetooth connection between the Bluetooth enabled
data capture device and the Bluetooth enabled cellular phone. Applicant respectfully

disagrees and presents the following arguments.

Hunter prior art does NOT teach pairing or paired connection. There is NO

disclosure or recitation of the word pair, pairing, or paired in the Hunter specification.

Argument S
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Furthermore, applicant submits that there is no phone call trigger event in

applicant’s invention. By way of arguments:

Receiving or making Phone call trigger event (Hunter)
versus

NO such Phone call trigger event (Applicant)

The office action on page 6 states that Hunter teaches the step of acquiring new-
data after establishing the paired Bluetooth connection between the Bluetooth enabled
data capture device and the Bluetooth enabled cellular phone. Applicant respectfully

disagrees and presents the following arguments.

The sequence of events in Hunter is as follows:

1) Mobile device generates a trigger event or signal in response to a phone
call received by the mobile device or a phone call made by the mobile

device.

(i)  Sends the trigger event or signal from the mobile device to the data

capture device.

(iii)  Only after receipt of the trigger event or signal from the mobile device, the
data capture device acquires new-data and transmits the same to the

mobile device for onward transfer to a website or web service.

Firstly, in Hunter, there is NO pairing of the mobile device by the data capture
device. Next, there is NO cryptographic authentication of the mobile device by the data

capture device. Next, in Hunter, receipt of a phone call or an outgoing phone call is

required for the mobile device to generate a trigger event or signal to be sent to the data

capture device.
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Next, in Hunter, the data capture device acquires new-data only after it receives

the trigger event or signal from the mobile device. This is in direct contrast to applicant’s

disclosure where a data capture device acquires new-data after a paired Bluetooth

wireless connection is established with a cellular phone (without any phone call trigger

event from the cellular phone to the data capture device).

Next, in Hunter, the phone call trigger event is sent from the mobile device to the

data capture device. This is in direct contrast to applicant’s disclosure, where, after

acquiring the new-data, the data capture device sends a notification signal to the mobile

device informing the mobile device that it has acquired the new-data.
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Argument 6
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Furthermore, there is no motivation to combine (i) Phone call triggered data

capture event of Hunter with (ii) the Anti-Theft Pietruszka teaching.
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Anti-theft setting-based control of cryptographic pairing between devices in

Pietruszka is not relevant in applicant’s scenario. By way of arguments:

Anti-Theft Pietruszka Setting based control of cryptographic pairing

between devices is NOT relevant in applicant’s scenario
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Pietruszka (“BLUETOOTH THEFT PROTECTION”) discloses, inter alia, the

following;:

(a) User pre-selects whether or not a wireless communications device is allowed

to establish a cryptographic pairing with a remote device.

(b) Control whether the wireless communications device is able to establish a

cryptographic pairing with a remote device according to the pre-set operational

state; see Pietruszka claim 1, and Paragraph [0005].

Pietruszka teaches inter alia a setting-based control of cryptographic pairing

between devices and it is not applicable in applicant’s scenario. Applicant is NOT using a

setting-based control for cryptographic pairing between devices.

Applicant is not implementing any anti-theft technology. Applicant is not
interested in a car or a key fob, or someone else hacking the car to steal it or the car

accessories.
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Pietruszka teaches inter alia an anti-theft technology and is not applicable in

applicant’s scenario. Applicant is NOT using pre-set operational state based

cryptographic pairing for anti-theft purposes for car or car accessories.

Furthermore, in Pietruszka, car or a key fob is “NOT a data capture device” and

does not send any data through the mobile phone to the internet.

In Pietruszka there is NO data capture device. Car or a key fob device described
in Pietruszka is used as a theft control device. The car or a key fob device is NOT

capturing any data for transfer through the mobile device.

Furthermore, in Pietruszka, NO new-data is acquired for sending to the mobile
phone after establishing the paired Bluetooth wireless connection. Pietruszka’s invention

pertains primarily to theft protection based on pre-set operational state of the device in its

proximity.

Furthermore, there is NO motivation to combine an anti-theft system disclosed in

Pietruszka with Hunter to capture data and send data to a website using a cellphone.

Argument 7

Furthermore, applicant submits that the following limitation in claim 1 is also not

taught or suggested by Hunter, in view of Pietruszka:
“wherein the event notification corresponds to the acquired new-data and
comprises sending a signal from the Bluetooth enabled data capture device to the

Bluetooth enabled cellular phone;”

By way of explanation, applicant submits the following arguments:
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In claim 1, applicant discloses that after establishing the paired Bluetooth
connection between the Bluetooth enabled data capture device and the cryptographically
authenticated Bluetooth enabled cellular phone, and after acquiring new-data, the
Bluetooth enabled data capture device sends the event notification and the acquired new-

data to the cryptographically authenticated Bluetooth enabled cellular phone.

The office action on page 7 states that paragraph [0013] of Hunter teaches:
“receiving an event notification by the cryptographically authenticated Bluetooth enabled

cellular phone”. Applicant respectfully disagrees and presents the following arguments.

Paragraph [0013] of Hunter states as follows: “programming a camera and a
communications device to recognize a trigger event; one of the camera and the
communications device recognizing occurrence of the trigger event, and communicating
with the other of the camera and the communications device by a wireless link
therebetween; transferring images between the camera and the communications device
over the wireless link; and transferring said images from the communications device on

to a data network through a data network interface.”

Hunter state machine is again reproduced below to explain paragraph [0013]:
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First, in Hunter, there is NO cryptographic authentication of the mobile device by
the data capture device before the signal is sent or the data is sent. Next, in Hunter,

receipt of a phone call or an outgoing phone call is required for the mobile device to

generate a trigger event or signal to be sent to the data capture device.

Next, in Hunter, the data capture device acquires new-data only after it receives

the trigger event or signal from the mobile device. This is in direct contrast to applicant’s

disclosure where a Bluetooth enabled data capture device acquires new-data after a

Bluetooth connection is established with a cellular phone (without any phone call trigger

event from the Bluetooth enabled cellular phone to the Bluetooth enabled data capture

device).

Next, in Hunter, the phone call trigger event is sent from the mobile device to the

data capture device. An event signal is sent in the opposite direction when compared to
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the applicants claims. The direction of the event signal is in direct contrast to applicant’s

disclosure, where, after acquiring the new-data, the data capture device sends a
notification signal to the mobile device informing the mobile device that it has acquired

the new-data.

In contrast, applicant’s state machine is shown below.
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Therefore, it is clear that the trigger notification in Hunter is not the same as the
event notification in applicant’s disclosure. Furthermore, in Hunter, receipt of a phone
call or an outgoing phone call is required for the mobile device to generate the trigger

event to be sent to the camera. Furthermore, in Hunter, the camera acquires new-data
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only after it receives the trigger event or signal from the mobile device. This is in direct
contrast to applicant’s disclosure where the Bluetooth enabled data capture device
acquires new-data immediately after the paired Bluetooth connection is established
(without any phone call trigger event from the mobile device). Furthermore, in Hunter,
the trigger event or signal is sent from the mobile device to the camera, and image
capture occurs after receiving the trigger event. This is in direct contrast to applicant’s
disclosure, where, after acquiring the new-data, the Bluetooth enabled data capture device
sends the notification signal to the Bluetooth enabled mobile device informing the

Bluetooth enabled mobile device that it has acquired the new-data.

Therefore, applicant submits that the following limitation in claim 1 is also not

taught or suggested by Hunter, in view of Pietruszka:

“wherein the event notification corresponds to the acquired new-data and
comprises sending a signal from the Bluetooth enabled data capture device to the

Bluetooth enabled cellular phone;”

Argument 8

Furthermore, the phone call Trigger event in Hunter (see paragraphs [0036],
[0038], [0043]) is over a NON paired connection. By way of explanation:

As illustrated before, in Hunter, there is no cryptographic authentication of the
mobile device by the camera. Furthermore, in Hunter, receipt of a phone call or an
outgoing phone call is required for the mobile device to generate the trigger event or
signal to be sent to the camera. Furthermore, in Hunter, the camera acquires the new-data
only after it receives the trigger event or signal from the mobile device. This is in direct
contrast to applicant’s disclosure where the data capture device acquires the new-data
immediately after a paired Bluetooth connection is established, without any phone call
trigger event from the Bluetooth enabled mobile device. Furthermore, in Hunter, the

phone call trigger event or signal is sent from the mobile device to the camera. This is in
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direct contrast to applicant’s disclosure, where, after acquiring the new-data, the data

capture device sends the notification signal and the acquired new-data to the mobile

device.
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N

2 Cryptographically YES YES
authenticate the
identity of Mobile Only if wireless The Mobile device is
Device communication device is cryptographically
unlocked for pairing. authenticated by the data
capture device for future
data transfer.

NOT based on pre-
selection of activation and

4 Send data and selected NO NO YES
advertisements to the
mobile device over a Thereis no data or Data and selected
pre-established advertisements to transfer. advertisements sent over
connection Paired wireless connection

5 . Is Timing of Data 8] (6] YES
Acquisition after
Pairing devices After pairing is established
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In view of the arguments presented above, the following limitations in claim 1 are

not taught or suggested by Hunter, in view of Pietruszka:

“a mobile software application for a Bluetooth enabled cellular phone, wherein
the mobile software application is embodied as executable program instructions
that, when executed by a processor of the Bluetooth enabled cellular phone,

configured to:

display a mobile advertisement inside the mobile software application;”

“a mobile software application advertising software module, wherein the mobile
software application advertising software module selects advertisements based on
the user profile and sends the selected advertisements to the mobile software

application;”

“use Hypertext Transfer Protocol to transfer the received new-data along with a

user authentication credential to a remote server over a cellular data network;”

“a user authentication software module, wherein the user authentication software
module processes the user authentication credential received from the mobile

software application;”

“said mobile software application for the Bluetooth enabled cellular phone
configured to listen for an event notification, sent from the Bluetooth enabled data
capture device, over the established paired Bluetooth connection, wherein the
event notification corresponds to the acquired new-data and comprises sending a
signal from the Bluetooth enabled data capture device to the Bluetooth enabled

cellular phone;”
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Claim 1 is therefore non-obvious over Hunter, in view of Pietruszka. Applicant
therefore respectfully requests that the rejection of claim 1 under pre-AIA 35 U.S.C.

103(a) be reconsidered and withdrawn.

Argument 9

Claim 8 is analogous to claim 1. Since claim 1 is non-obvious over Hunter, in
view of Pietruszka, applicant respectfully submits claim 8 is also non-obvious over
Hunter, in view of Pietruszka. Applicant therefore respectfully requests that the rejection

of claim 8 under pre-AIA 35 U.S.C. 103(a) be reconsidered and withdrawn.

Furthermore, claim 14 is analogous to claim 1. In addition, the following

limitation in claim 14 is not taught or suggested by Hunter, in view of Pietruszka:

“said mobile software application for the Bluetooth enabled cellular phone
configured to poll the Bluetooth enabled data capture device for new-data, over
the established paired Bluetooth connection, wherein polling comprises sending a
request to the Bluetooth enabled data capture device to check if the acquired new-

data is available for transfer;”

In claim 14, the Bluetooth enabled cellular phone sends a polling request to the
Bluetooth enabled data capture device, over an established paired Bluetooth connection,
to detect new-data for transfer from the paired Bluetooth connection to the paired and

cryptographically authenticated Bluetooth enabled cellular phone.

As illustrated before, in Hunter, receipt of a phone call or an outgoing phone call
is required for the mobile device to generate the trigger event or signal to be sent to the
camera. Furthermore, in Hunter, the camera acquires the new-data only after it receives
the trigger event or signal from the mobile device. In contrast, in applicant’s disclosure,
the polling request from the mobile phone to the camera is for detecting already acquired

new data.
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In view of argument presented above, applicant submits that Hunter, in view of

Pietruszka does not teach or suggest the following limitation in claim 14:

“said mobile software application for the Bluetooth enabled cellular phone
configured to poll the Bluetooth enabled data capture device for new-data, over
the established paired Bluetooth connection, wherein polling comprises sending a
request to the Bluetooth enabled data capture device to check if the acquired new-

data is available for transfer;”

Therefore, claim 14 is non-obvious over Hunter, in view of Pietruszka. Applicant
therefore respectfully requests that the rejection of claim 14 under pre-AIA 35 U.S.C.

103(a) be reconsidered and withdrawn.

Argument 10

Claims 2-3 and 5-7 are dependent on claim 1. Claims 9-13 are dependent on claim
8. Claims 15-19 are dependent on claim 14. Since claims 1, 8 and 14 are non-obvious
over Hunter, in view of Pietruszka, claims 2-3, 5-7, 9-13 and 15-19 are also non-obvious
over Hunter, in view of Pietruszka. Applicant therefore respectfully requests that the
rejection of claims 2-3, 5-7, 9-13 and 15-19 under pre-AIA 35 U.S.C. 103(a) be

reconsidered and withdrawn.
The office action further states: “Claim 4 is/are rejected under pre-AIA 35 U.S.C.
103(a) as being unpatentable over Hunter US 20040005915 in view of Pietruszka US
20070226778 further in view of Risbood US 20070111748.”

In an earlier part of this response, arguments were presented to illustrate that

Hunter, in view of Pietruszka does not teach or suggest the following limitations in claim

1:
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“a mobile software application for a Bluetooth enabled cellular phone, wherein
the mobile software application is embodied as executable program instructions
that, when executed by a processor of the Bluetooth enabled cellular phone,

configured to:

display a mobile advertisement inside the mobile software application;”

“a mobile software application advertising software module, wherein the mobile
software application advertising software module selects advertisements based on
the user profile and sends the selected advertisements to the mobile software

application;”

“use Hypertext Transfer Protocol to transfer the received new-data along with a

user authentication credential to a remote server over a cellular data network;”

“a user authentication software module, wherein the user authentication software
module processes the user authentication credential received from the mobile

software application;”

“said mobile software application for the Bluetooth enabled cellular phone
configured to listen for an event notification, sent from the Bluetooth enabled data
capture device, over the established paired Bluetooth connection, wherein the
event notification corresponds to the acquired new-data and comprises sending a
signal from the Bluetooth enabled data capture device to the Bluetooth enabled

cellular phone;”

Risbood does not remedy the deficiencies in a combination of Hunter and
Pietruszka. Therefore, Hunter, in view of Pietruszka, further in view of Risbood, does not

teach or suggest the following limitations in claim 1:
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“a mobile software application for a Bluetooth enabled cellular phone, wherein
the mobile software application is embodied as executable program instructions
that, when executed by a processor of the Bluetooth enabled cellular phone,

configured to:

display a mobile advertisement inside the mobile software application;”

“a mobile software application advertising software module, wherein the mobile
software application advertising software module selects advertisements based on
the user profile and sends the selected advertisements to the mobile software

application;”

“use Hypertext Transfer Protocol to transfer the received new-data along with a

user authentication credential to a remote server over a cellular data network;”

“a user authentication software module, wherein the user authentication software
module processes the user authentication credential received from the mobile

software application;”

“said mobile software application for the Bluetooth enabled cellular phone
configured to listen for an event notification, sent from the Bluetooth enabled data
capture device, over the established paired Bluetooth connection, wherein the
event notification corresponds to the acquired new-data and comprises sending a
signal from the Bluetooth enabled data capture device to the Bluetooth enabled

cellular phone;”

Therefore, even if Hunter, Pietruszka and Risbood are combined as suggested in

the office action, the combination will not teach or suggest the above limitations in claim

1. Claim 1 is therefore non-obvious over Hunter, in view of Pietruszka, further in view of

Risbood. Applicant therefore respectfully requests that the rejection of claim 1 under pre-

AIA 35 U.S.C. 103(a) be reconsidered and withdrawn.
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Claim 4 is dependent on claim 1. Since claim 1 is non-obvious over Hunter, in
view of Pietruszka, further in view of Risbood, claim 4 is also non-obvious over Hunter,
in view of Pietruszka, further in view of Risbood. Applicant therefore respectfully
requests that the rejection of claim 4 under pre-AIA 35 U.S.C. 103(a) be reconsidered

and withdrawn.

Conclusion

Applicant respectfully requests that a timely Notice of Allowance be issued in this
case. In the interest of compact prosecution, if the prosecution of the application can be
advanced, applicant requests Examiner Nooristany to call the undersigned with the

proposed amendment.

Respectfully submitted,

Date: January 09, 2023 /Ash tankha/
Ashok Tankha
Attorney For Applicant
Reg. No. 33,802

Correspondence Address

Ashok Tankha

Lipton, Weinberger & Husick
36 Greenleigh Drive

Sewell, NJ 08080

Phone: 856-266-5145

Email: ash@ipprocurement.com
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Application/Control Number: 17/542,373 Page 2
Art Unit: 2415

a Notice of Pre-AIA or AIA Status

The present application is being examined under the pre-AIA first to invent provisions.

Double Patenting

The nonstatutory double patenting rejection is based on a judicially created doctrine
grounded in public policy (a policy reflected in the statute) so as to prevent the unjustified or
improper timewise extension of the “right to exclude” granted by a patent and to prevent possible
harassment by multiple assignees. A nonstatutory double patenting rejection is appropriate
where the claims at issue are not identical, but at least one examined application claim is not
patentably distinct from the reference claim(s) because the examined application claim is either
anticipated by, or would have been obvious over, the reference claim(s). See, e.g., In re Berg,
140 F.3d 1428, 46 USPQ2d 1226 (Fed. Cir. 1998); In re Goodman, 11 F.3d 1046, 29 USPQ2d
2010 (Fed. Cir. 1993); In re Longi, 759 F.2d 887, 225 USPQ 645 (Fed. Cir. 1985); In re Van
Ornum, 686 F.2d 937, 214 USPQ 761 (CCPA 1982); In re Vogel, 422 F.2d 438, 164 USPQ 619
(CCPA 1970); and In re Thorington, 418 F.2d 528, 163 USPQ 644 (CCPA 1969).

A timely filed terminal disclaimer in compliance with 37 CFR 1.321(c) or 1.321(d) may
be used to overcome an actual or provisional rejection based on a nonstatutory double patenting
ground provided the reference application or patent either is shown to be commonly owned with
this application, or claims an invention made as a result of activities undertaken within the scope
of a joint research agreement. A terminal disclaimer must be signed in compliance with 37 CFR
1.321(b).

The USPTO internet Web site contains terminal disclaimer forms which may be used.

Please visit http://www.uspto.gov/forms/. The filing date of the application will determine what
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form should be used. A web-based eTerminal Disclaimer may be filled out completely online
using web-screens. An eTerminal Disclaimer that meets all requirements is auto-processed and
approved immediately upon submission. For more information about eTerminal Disclaimers,

refer to http://www.uspto.gov/patents/process/file/efs/guidance/eTD-info-1.jsp.

1. Claims 1-19 are provisionally rejected on the ground of nonstatutory double patenting as
being unpatentable over claims of Parent Application(s) No. 12333303, 13740214, 14172913,
14273546, 14503401, 14576202, 15659637, 16532507. Although the claims at issue are
identical, they are not patentably distinct from each other because they are same variants of each

other.

Claim Rejections - 35 USC § 112
The following is a quotation of the first paragraph of 35 U.S.C. 112:

The specification shall contain a written description of the invention, and of the manner and process of
making and using it, in such full, clear, concise, and exact terms as to enable any person skilled in the
art to which it pertains, or with which it is most nearly connected, to make and use the same and shall
set forth the best mode contemplated by the inventor of carrying out his invention.

Claims 1-19 are rejected under 35 U.S.C. 112, first paragraph, as failing to comply with
the written description requirement. The claim(s) contains subject matter which was not
described in the specification in such a way as to reasonably convey to one skilled in the relevant
art that the inventor(s), at the time the application was filed, had possession of the claimed
invention. More specifically, the applicant fails to sufficiently point out or describe display a

mobile advertisement inside the mobile software application & touch-based advertisement

targeted to a user.
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The specification of this application under examination does not contain subject
matter to implement limitations, as cited in the following claims.

It is not apparent how “display a mobile advertisement inside the mobile software

application” as recited in claim 1 & touch-based advertisement targeted to a user as recited in

claim 6, is determined.

Examiner has reviewed the specification of this application under examination (and OCR
whole document) and could not find support for the additional limitations as

claimed.

Specification Objection

The disclosure is objected to because of the following informalities: Examiner has
reviewed the specification of this application under examination and could not find

support for the additional limitations as claimed “display a mobile advertisement inside the

mobile software application” & touch-based advertisement targeted to a user. Appropriate

correction is required.

Claim Rejections - 35 USC § 112

The following is a quotation of 35 U.S.C. 112(b):

(b) CONCLUSION. —The specification shall conclude with one or more claims particularly pointing
out and distinctly claiming the subject matter which the inventor or a joint inventor regards as the
invention.

The following is a quotation of 35 U.S.C. 112 (pre-AlA), second paragraph:
The specification shall conclude with one or more claims particularly pointing out and distinctly
claiming the subject matter which the applicant regards as his invention.

Claims 1-19 are rejected under 112, second paragraph as being indefinite for failing to

particularly point and distinctly claim the subject matter which applicant regards as the invention
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In claim 1, the terms “display a mobile advertisement inside the mobile software

application” & touch-based advertisement targeted to a user are not clear what these are in

reference to. Also, the description of the present application fails to provide a clear and complete
description on the invention as well as the above terms. However, the claims will be given a

broad reasonable interpretation for the purposes of examination as best understood.

Claims 2-19 is rejected for similar reasons as stated for claim 1.

Claim Rejections - 35 USC § 103
In the event the determination of the status of the application as subject to AIA 35 U.S.C.
102 and 103 (or as subject to pre-AIA 35 U.S.C. 102 and 103) is incorrect, any correction of the
statutory basis for the rejection will not be considered a new ground of rejection if the prior art
relied upon, and the rationale supporting the rejection, would be the same under either status.
The following is a quotation of pre-AIA 35 U.S.C. 103(a) which forms the basis for all

obviousness rejections set forth in this Office action:

(a) A patent may not be obtained though the invention is not identically disclosed or described as set
forth in section 102, if the differences between the subject matter sought to be patented and the prior art
are such that the subject matter as a whole would have been obvious at the time the invention was made
to a person having ordinary skill in the art to which said subject matter pertains. Patentability shall not
be negatived by the manner in which the invention was made.

Claim 1-3, 5-7 is/are rejected under pre-AIA 35 U.S.C. 103(a) as being unpatentable over

Hunter US 20040005915 in view of Pietruszka US 20070226778.

1. A system, comprising:
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a mobile software application for a Bluetooth enabled cellular phone, wherein the mobile
software application is embodied as executable program instructions that, when executed by a
processor of the Bluetooth enabled cellular phone (Hunter fig. 1, unit 10), configured to:

detect and receive new-data acquired in a Bluetooth enabled data capture device, wherein
the new-data is data acquired by the Bluetooth enabled data capture device after establishing a
paired Bluetooth connection between the Bluetooth enabled data capture device and the
Bluetooth enabled cellular phone (Hunter: [0017-0027, 0036-0037] After the data link is
established, the camera 10 can transmit (via the wireless communication link 16), in
response to a trigger event, video or still image data representative of images stored in or
being captured thereby, either continuously or periodically, for receipt by the mobile
telephone [0038]),

wherein establishing the Bluetooth paired connection comprises the Bluetooth enabled
data capture device [[cryptographically]] authenticating an identity of the Bluetooth enabled
cellular phone,

wherein detecting and receiving new-data acquired in the Bluetooth enabled data capture
device comprises: said mobile software application for the Bluetooth enabled cellular phone
configured to listen for an event notification (Hunter: programming a camera and a
communications device to recognize a trigger event; one of the camera and the
communications device recognizing occurrence of the trigger event, and communicating
with the other of the camera and the communications device by a wireless link
therebetween [0013]),

sent from the Bluetooth enabled data capture device, over the established paired

Bluetooth connection, wherein the event notification corresponds to the acquired new-data and
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comprises sending a signal from the Bluetooth enabled data capture device to the Bluetooth
enabled cellular phone notification (Hunter: when the mobile telephone is switched on, it may
transmit a signal for receipt and acknowledgement by the camera 10 to establish a data
link between the two units. Alternatively, the camera 10 may periodically transmit a signal
which is received and acknowledged by the mobile telephone 20 to establish a data link
between the two units when it is switched on and/or comes within a predetermined distance
of the camera 10 [0017-0027, 0036-0037]); and

said mobile software application for the Bluetooth enabled cellular phone configured to
receive, from the Bluetooth enabled data capture device, the event notification and the acquired
new-data over the established paired Bluetooth connection (Hunter: programming a camera
and a communications device to recognize a trigger event; one of the camera and the
communications device recognizing occurrence of the trigger event, and communicating
with the other of the camera and the communications device by a wireless link
therebetween [0013]);

store the received new-data in a memory of the Bluetooth enabled cellular phone
(Hunter: After the data link is established, the camera 10 can transmit (via the wireless
communication link 16), in response to a trigger event, video or still image data
representative of images stored in or being captured thereby, either continuously or
periodically, for receipt by the mobile telephone [0038]);

use Hypertext Transfer Protocol to transfer the received new-data along with a user
authentication credential to a remote server over a cellular data network (Hunter: transferring
said images from the communications device on to a data network through a data network

interface [0013, 0035, 0041]); and
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display a mobile advertisement inside the mobile software application (Hunter: [0025]);

an online data publishing web service, the online data publishing web service comprising:
said remote server configured with a network internet connection to communicate with the
mobile software application (Hunter: fig. 1 unit 20);

a user authentication software module, wherein the user authentication software module
processes the user authentication credential received from the mobile software application
(Hunter: The wireless link may be pre-existing, or may be set up only on the initiation of
the call [0017-0027, 0036-0037, 0039-00401);

a database, wherein the database stores a user profile; and a mobile software application
advertising software module, wherein the mobile software application advertising software
module selects advertisements based on the user profile and sends the selected advertisements to
the mobile software application (Hunter: fig. 1 unit 20);

said online data publishing web service configured to receive the new-data and the user
authentication credential from the Bluetooth enabled cellular phone via the Hypertext Transfer
Protocol; and said online data publishing web service configured to process the received user
authentication credential and the new-data (Hunter: fig. 1 unit 20).

Hunter merely discloses the term cryprographically authenticating

Pietruszka further teaches cryptographically authenticating (Pietruszka: [0037]); store

the user authentication credential in the second memory device (Pietruszka fig. 9A-9D) and

provide a touch based graphical user interface for the received new-data (Pietruszka [0099-

0110]) in order to communicate only with a trusted device can cryptographically authenticate the

identity of the other device.
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Thus, it would have been obvious to one skill in the art to include the above recited
limitation into Hunter’s in order to communicate only with a trusted device can

cryptographically authenticate the identity of the other device [0037], as taught by Pietruszka.

2. The system of claim 1, wherein the user authentication credential is stored in the memory of
the Bluetooth enabled cellular phone, and wherein the user authentication credential is used by

the remote server to authenticate a user (Hunter: [0025], Pietruszka: [0037]).

3. The system of claim 1, wherein the remote server is further configured to store the new-data

(Hunter: [0013, 0025, 0038] fig. 1, unit 20).

5. The system of claim 1, wherein the mobile software application provides a touch-based GUI

for the received new-data (Hunter: [0013, 0025] fig. 1, unit 20).

6. The system of claim 1, wherein the mobile software application provides a touch-based

advertisement targeted to a user (Hunter: [0013, 0025] fig. 1, unit 20).

7. The system of claim 1, wherein the mobile advertisement is based on the user profile (Hunter:

[0013, 0025] fig. 1, unit 20)

Claim 4 is/are rejected under pre-AIA 35 U.S.C. 103(a) as being unpatentable over Hunter
US 20040005915 in view of Pietruszka US 20070226778 further in view of Risbood US

20070111748
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4. The system of claim 1, wherein the mobile software application is further configured to use
the Hypertext Transfer Protocol to send a user preference to the remote server over the cellular
data network, and [[wherein the user preference comprise global positioning system
information]] (Hunter: [0031]

Risbood further teaches wherein the user preference comprise global positioning system
information (Risbood: fig. 3, unit 340-350 [0027]) in order to connect directly to the resident
server using the well-known HTTP or TCP/IP protocols, and with conventional authentication
and encryption can upload the data

Thus, it would have been obvious to one skill in the art to include the above recited
limitation into Hunter’s invention in order to connect directly to the resident server using the
well-known HTTP or TCP/IP protocols, and with conventional authentication and encryption can

upload the data [0027], as taught by Risboot.

Regarding claims 8-19 the independent claim and each dependent claim are related to the same
limitation set for hereinabove in claims 1-7, where the difference used and the wordings of the
claims were interchanged within the claim itself or some of the claims were presented as a
combination of two or more previously presented limitations. This change does not affect the
limitation of the above treated claims. Adding these phrases to the claims and interchanging the
wording did not introduce new limitations to these claims. Therefore, these claims were rejected

for similar reasons as stated above

Conclusion
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PROVIDE A CLIENT APPLICATION ON A BLUETOOTH ENABLED MOBILE
DEVICE

}

PROVIDE A BLUETOOTH COMMUNICATION DEVICE ON A DIGITAL DATA
CAPTURE DEVICE IN ABSENCE OF INBUILT BLUETOOTH CAPABILITY

'

PAIR THE BLUETOOTH COMMUNICATION DEVICE ON THE DIGITAL DATA
CAPTURE DEVICE WITH THE BLUETOOTH ENABLED MOBILE DEVICE

.

THE DIGITAL DATA CAPTURE DEVICE CAPTURES THE DATA AND THE
MULTIMEDIA CONTENT

|

THE CLIENT APPLICATION ON THE BLUETOOTH ENABLED MOBILE DEVICE
DETECTS THE CAPTURED DATA, THE MULTIMEDIA CONTENT, AND
ASSOCIATED FILES

'

TRANSFER THE CAPTURED DATA, THE MULTIMEDIA CONTENT, AND THE
ASSOCIATED FILES TO THE CLIENT APPLICATION ON THE BLUETOOTH
ENABLED MOBILE DEVICE

I

AUTOMATICALLY PUBLISH THE TRANSFERRED DATA AND MULTIMEDIA
CONTENT ON WEBSITES USING THE CLIENT APPLICATION ON THE
BLUETOOTH ENABLED MOBILE DEVICE

FIG. 1
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AUTOMATIC MULTIMEDIA UPLOAD FOR PUBLISHING DATA AND
MULTIMEDIA CONTENT

CROSS REFERENCE TO RELATED APPLICATIONS

[0001] This application is a continuation application of non-provisional patent
application number 16/532,507, titled “Automatic multimedia upload for publishing data
and multimedia content”, filed August 06, 2019 in the United States Patent and
Trademark Office, which is a continuation application of non-provisional patent
application number 15/659,637, titled “Automatic multimedia upload for publishing data
and multimedia content”, filed July 26, 2017 in the United States Patent and Trademark
Office, which is a continuation application of non-provisional patent application number
14/576,202, now patent 9,749,847, titled “Automatic multimedia upload for publishing
multimedia content”, filed December 19, 2014 in the United States Patent and Trademark
Office, which is a continuation application of non-provisional patent application number
14/503,401, titled “Automatic multimedia upload for publishing multimedia content”,
filed October 01, 2014 in the United States Patent and Trademark Office, which is a
continuation application of non-provisional patent application number 14/273,546, now
Patent no. 8,862,757, titled “Automatic multimedia upload for publishing multimedia
content”, filed May 09, 2014 in the United States Patent and Trademark Office, which is
a continuation application of non-provisional patent application number 14/172,913, now
Patent no. 8,798,539, titled “Automatic multimedia upload for publishing multimedia
content”, filed on February 05, 2014 in the United States Patent and Trademark Office,
which is a continuation application of non-provisional patent application number
13/740,214, now Patent no. 8,700,790, titled “Automatic multimedia upload for
publishing multimedia content”, filed on January 13, 2013 in the United States Patent and
Trademark Office, which is a continuation application of non-provisional patent
application number 12/333,303, now Patent no. 8392591, titled ““Automatic multimedia
upload for publishing multimedia content”, filed on December 11, 2008 in the United
States Patent and Trademark Office, which claims the benefit of US provisional patent

application number 61/017,202, titled “Automatic multimedia upload for publishing

92



10

15

20

25

30

multimedia content”, filed on December 28, 2007 in the United States Patent and
Trademark Office. The specifications of the above referenced applications are

incorporated herein by reference in their entirety.

[0002] The following patent application is incorporated herein in its entirety: US Non-
provisional patent application serial number 11/901,802, titled “Online Publishing of
Multimedia Content”, filed on September 19, 2007 in the United States Patent and
Trademark Office.

BACKGROUND

[0003] This invention, in general, relates to distribution of multimedia content. More
particularly, this invention relates to pairing a digital data capture device in conjunction
with a mobile device for automatically publishing data and multimedia content on one or

more websites simultaneously.

[0004] A user may need to capture and publish data and multimedia content on the
internet in real time. Typically, the user would capture an image using a digital camera or
a video camera, store the image on a memory device of the digital camera, and transfer
the image to a computing device such as a personal computer (PC). In order to transfer
the image to the PC, the user would transfer the image off-line to the PC, use a cable such
as a universal serial bus (USB) or a memory stick and plug the cable into the PC. The
user would then manually upload the image onto a website which takes time and may be

inconvenient for the user.

[0005] Therefore, there is a need for a method and system to utilize a digital data capture
device in conjunction with a mobile device for automatically detecting capture of data
and multimedia content, transferring the captured data and multimedia content to the
mobile device, and publishing the data and multimedia content on one or more websites

automatically or with minimal user intervention.
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SUMMARY OF THE INVENTION

[0006] This summary is provided to introduce a selection of concepts in a simplified
form that are further described in the detailed description of the invention. This summary
is not intended to identify key or essential inventive concepts of the claimed subject

matter, nor is it intended for determining the scope of the claimed subject matter.

[0007] The method and system disclosed herein addresses the above stated need for
utilizing a digital data capture device in conjunction with a Bluetooth™ (BT) enabled
mobile device for publishing data and multimedia content on one or more websites
automatically or with minimal user intervention. The digital data capture device is

physically separated from the BT enabled mobile device.

[0008] In the method and system disclosed herein, a client application is provided on a
BT enabled mobile device. In the absence of in-built BT capability in the digital data
capture device, a BT communication device is provided on the digital data capture
device. The BT communication device may, for example, be an in-built BT capability
chip, a BT memory card, or an external BT device. The BT communication device on the
digital data capture device is paired with the BT enabled mobile device to establish a

connection between the digital data capture device and the BT enabled mobile device.

[0009] A user may capture data and multimedia content using the digital data capture
device. The digital data capture device may, for example, be a digital camera, a video
camera, or other digital modular camera systems. The client application on the BT
enabled mobile device detects the captured data, multimedia content, and files associated
with the captured data and the multimedia content on the digital data capture device by
communicating over a wireless BT protocol. The captured data, multimedia content, and
the associated files are automatically transferred to the client application on the BT

enabled mobile device from the digital data capture device.
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[0010] The detection and transfer of the captured data, the multimedia content, and the
associated files may be initiated by the client application of the BT enabled mobile
device. The detection and transfer of the captured data, the multimedia content, and the
associated files to the BT enabled mobile device may be initiated by the digital data
capture device when the client application is unable to detect the captured data, the

multimedia content, and the associated files from the digital data capture device.

[0011] The user may configure a timer setting and select the websites for publishing
using the client application on the BT enabled mobile device. The client application
selects the websites for publishing the transferred data and the multimedia content based
on user preferences configured on the Bluetooth enabled mobile device. The client
application also sets time for publishing the transferred data and the multimedia content
automatically or with minimal user intervention. The client application on the BT enabled
mobile device automatically publishes the transferred data and multimedia content on one
or more websites using the settings configured by the user. The method and system
disclosed herein thereby enables the user to capture data and multimedia content, for
example, audio, video, text, and images, automatically upload the captured data and
multimedia content onto a BT enabled mobile device, and publish the data and
multimedia content on one or websites automatically or with minimal user intervention.
The user may therefore publish data and the multimedia content on immediate capture of

the data and the multimedia content on the digital data capture device.

[0012] The method and system disclosed herein is described with reference to a BT
communication protocol. The method and system disclosed herein may be realized with
wireless protocols, for example, Zigbee® protocol, Wibree ™ protocol, Ultra-Wide Band
(UWB) protocol, and other wireless protocols for wireless personal area networks.

BRIEF DESCRIPTION OF THE DRAWINGS

[0013] The foregoing summary, as well as the following detailed description of the

invention, is better understood when read in conjunction with the appended drawings. For
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the purpose of illustrating the invention, exemplary constructions of the invention are
shown in the drawings. However, the invention is not limited to the specific methods and

instrumentalities disclosed herein.

[0014] FIG. 1 illustrates a method of utilizing a digital data capture device in conjunction
with a Bluetooth enabled mobile device for publishing data and multimedia content on

one or more websites automatically or with minimal user intervention.

[0015] FIG. 2 illustrates a system for utilizing a digital data capture device in conjunction
with a Bluetooth enabled mobile device for publishing data and multimedia content on

one or more websites automatically or with minimal user intervention.

[0016] FIGS. 3A-3C exemplarily illustrate the Bluetooth communication device options
used on the digital data capture device for establishing a Bluetooth connection with the

client application on the Bluetooth enabled mobile device.

[0017] FIG. 4 exemplarily illustrates a system for publishing data and the multimedia
content using a client application on a mobile device on one or more websites

simultaneously.

[0018] FIG. 5 exemplarily illustrates a user utilizing a digital camera in conjunction with
a Bluetooth enabled mobile device for publishing data and multimedia content on one or

more websites automatically or with minimal user intervention.

DETAILED DESCRIPTION OF THE INVENTION

[0019] FIG. 1 illustrates a method of utilizing a digital data capture device 201 in
conjunction with a Bluetooth™ enabled mobile device 202 for publishing data and
multimedia content on one or more websites automatically or with minimal user
intervention. The term “Bluetooth enabled mobile device” is herein referred to as “mobile

device”. The digital data capture device 201 is physically separated from the mobile
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device 202 as illustrated in FIG. 2. The digital data capture device 201 may, for example,
be a digital camera, a video camera, digital modular camera systems, or other digital data

capturing systems.

[0020] In the method disclosed herein, a client application 203 is provided 101 on the
mobile device 202. In the absence of inbuilt Bluetooth (BT) capability in the digital data
capture device 201, a BT communication device 201a is provided 102 on the digital data
capture device 201. The BT communication device 201a may, for example, be an inbuilt
BT capability chip 301, a BT memory card 302, or an external BT device 303 as
illustrated in FIGS. 3A-3C respectively. The external BT device 303 may, for example,
be attached to a universal serial bus (USB), a firewire interface, or a power port of the
digital data capture device 201. BT provides a method of connecting and exchanging
information between devices, for example, mobile phones, laptops, personal computers
(PCs), printers, digital cameras, etc. over a secure and globally unlicensed short-range

radio frequency.

[0021] The BT communication device 201a on the digital data capture device 201 is
paired 103 with the mobile device 202 to establish a connection between the digital data
capture device 201 and the mobile device 202. BT pairing involves establishing a
connection between two BT devices that mutually agree to communicate with each other.
A BT device that wants to communicate only with a trusted device can cryptographically
authenticate the identity of another BT device. BT pairing occurs when the BT
communication device 201a agrees to communicate with the mobile device 202 in order
to establish a connection. In order to initiate the pairing process between the BT
communication device 201a and the mobile device 202, a common password known as a
passkey is exchanged between the BT communication device 201a and the mobile device
202. A passkey is a code shared by the BT communication device 201a and the mobile
device 202.

[0022] A user sets a discoverable mode for the mobile device 202. When set to the

discoverable mode, the mobile device 202 will allow the BT communication device 201a
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on the digital data capture device 201 to detect the mobile device’s 202 presence and
attempt to establish a connection. In order to initiate the pairing process, the BT
communication device 201a will send the BT communication device name of a
predefined number of characters, for example, up to 255 characters, and the BT address
to the mobile device 202. The BT communication device 201a then prompts the user of
the mobile device 202 to enter the passkey code in order to accept the pairing with the BT
communication device 201a on the digital data capture device 201. On entering the
passkey by the user of the mobile device 202, the entered passkey is matched with the
passkey of the BT communication device 201a. If a match is found, a trusted pair is

automatically established.

[0023] The user captures 104 data and multimedia content using the digital data capture
device 201. The data and multimedia content may, for example, comprise image files,
audio files, video files, text files, or any combination thereof. The client application 203
on the mobile device 202 detects 105 the captured data, the multimedia content, and files
associated with the captured data and the multimedia content. The client application 203
then initiates the transfer of the captured data, the multimedia content, and the associated
files in a pull mode of operation. In the pull mode, the client application 203 periodically
polls the digital data capture device 201 to determine the creation of a new file in the
digital data capture device 201. The digital data capture device 201 then automatically
transfers 106 the captured data, the multimedia content, and the associated files to the
client application 203 on the mobile device 202 using one or a combination of file
transfer protocols. The file transfer protocols may, for example, be one or a combination
of BT profile protocols such as the object exchange (OBEX) protocol, the generic object
exchange profile (GOEP) protocol, etc. The file transfer protocols may, for example, also
be the media transfer protocol (MTP), the picture transfer protocol (PTP), and the

PictBridge protocol implemented using a USB.
[0024] The picture transfer protocol (PTP) allows the transfer of images from digital

cameras to computers and other peripheral devices without the need of additional device

drivers. The media transfer protocol is a custom extension to the PTP and allows the
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protocol to be used for devices other than digital cameras, for example digital audio
players and other portable media devices, for example portable video players. The
PictBridge protocol allows images to be printed directly from digital cameras to a printer,

without having to connect the camera to a computer.

[0025] The transfer of the data, the multimedia content, and the associated files may also
take place in a push mode of operation. In the push mode, the BT communication device
201a sends a signal to the client application 203 on creation of a new file. By
implementation of a handshake protocol, the BT communication device 201a
automatically transfers captured data, the multimedia content, and the associated files to
the client application 203 on the mobile device 202. For some external digital data
capture devices, the client application 203 may not be able to detect the creation of a new
file. In such cases, the digital data capture device 201 signals the client application 203 in
the event a new file is created. A file event listener in the client application 203 listens for
the signal from the digital data capture device 201. The user may then initiate the transfer

by a press of a button or a key on the digital data capture device 201.

[0026] In the case of a mobile device 202 with limited memory and processing
capabilities, the client application 203 partitions the multimedia content of large files
stored on the mobile device 202 into multiple data segments. The data segments are
tagged with segment identifiers using the client application 203. The tagged data
segments are transferred from the client application 203 of the mobile device 202 to a

publishing service 401 via a network 402 as illustrated in FIG. 4.

[0027] When the client application 203 is unable to detect the captured data, the
multimedia content, and the associated files from the digital data capture device 201, the
digital data capture device 201 initiates detection and transfer of the captured data, the

multimedia content, and the associated files to the mobile device 202.

[0028] The user may also set preferences on the mobile device 202. The user preferences

may, for example, comprise the websites selected for publishing the data and the
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multimedia content. The user may configure a timer setting and the websites on the
mobile device 202 for publishing the data and the multimedia content. The user may also
set timer and action settings for publishing the data and the multimedia content. The user
may set the timer setting to, for example, a “no-wait-automatic” setting, a “wait-X-
minutes-automatic” setting, and a “wait-X-minutes-user-input-cancel” setting. The client
application 203 on the mobile device 202 selects the websites for publishing the
transferred data and the multimedia content based on user preferences configured on the
mobile device 202. The client application 203 also sets time for publishing the transferred

data and the multimedia content automatically or with minimal user intervention.

[0029] The client application 203 on the mobile device 202 then automatically publishes
107 the transferred data and multimedia content on one or more websites. If the user
configures the timer setting to “no-wait-automatic”, the data and the multimedia content
are automatically published on one or more websites based on the user preferences
configured on the mobile device 202 without waiting for a certain period of time. If the
user configures the timer setting to “wait-X-minutes-automatic”, the client application
203 will wait for “X” minutes for the user to change or cancel publishing. If there is no
user action for “X” minutes, the client application 203 will automatically publish the data
and multimedia content to one or more websites based on the user preferences. Further, if
the user configures the timer setting to “wait-X-minutes-user-input-cancel”, the client
application 203 will wait for “X” minutes for an input from the user. If there is no input
from the user, the client application 203 cancels the publishing of the data and
multimedia content. The publishing of the data and multimedia content on one or more

websites simultaneously is explained in the detailed description of FIG. 4.

[0030] The user may therefore capture data, for example, audio, video, text, and images,
automatically upload the captured data onto the mobile device 202, and publish the data
and multimedia content on one or websites automatically or with minimal user
intervention. The method disclosed herein thereby enables the user to publish data and

the multimedia content on immediate click of an image or recording of a video on the
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digital data capture device 201 without having to manually upload the data onto a

computing device and then publish the data on the websites.

[0031] FIG. 2 illustrates a system for utilizing a digital data capture device 201 in
conjunction with a BT enabled mobile device 202 for publishing data and multimedia
content on one or more websites automatically or with minimal user intervention. The
system disclosed herein comprises a digital data capture device 201 and a client
application 203 provided on the BT enabled mobile device 202. The digital data capture
device 201 and the mobile device 202 are physically separated from each other. The
digital data capture device 201 comprises a BT communication device 201a and a data

capture module 201d.

[0032] The BT communication device options used on the digital data capture device 201
for establishing a BT connection with the client application 203 on the BT enabled
mobile device 202 are exemplarily illustrated in FIGS. 3A-3C. The BT communication
device 201a may, for example, be an in-built BT capability chip 301 as illustrated in FIG.
3A, a BT memory card 302 as illustrated in FIG. 3B, or an external BT device 303 as
illustrated in FIG. 3C.

[0033] The BT communication device 201a comprises a BT association protocol module
201b and a data transfer protocol module 201¢. The client application 203 on the mobile
device 202 comprises a BT association protocol module 203a, a data and file monitoring
and detection module 203b, a data transfer protocol module 203¢, a data storage module
203d, a graphical user interface (GUI) 203e, and a media publishing module 203f. The
BT association protocol module 201b of the digital data capture device 201 and the BT
association protocol module 203a of the client application 203 enable the pairing between
the BT communication device 201a and the mobile device 202. The pairing of the BT
communication device 201a and the mobile device 202 is explained in the detailed
description of FIG. 1. The data capture module 201d captures the data and the

multimedia content on the digital data capture device 201.
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[0034] The data and file monitoring and detection module 203b of the client application
203 monitors and detects the capture of the data, the multimedia content, and the files
associated with the captured data and the multimedia content. On detection, the data
transfer protocol module 203c¢ of the client application 203 initiates the transfer and
download of the captured data, the multimedia content, and the associated files from the
digital data capture device 201. When the client application 203 is unable to detect the
captured data, the multimedia content, and the associated files from the digital data
capture device 201, the data transfer protocol module 201¢ of the digital data capture
device 201 initiates the transfer of the captured data, the multimedia content, and the

associated files to the mobile device 202.

[0035] The data transfer protocol module 201¢ of the digital data capture device 201
transfers the captured data, the multimedia content, and the associated files to the client
application 203. The data storage module 203d stores the captured data, the multimedia
content, and the associated files on the mobile device 202. The user may also set
preferences on the mobile device 202 using the GUI 203e of the client application 203.
The user preferences may, for example, comprise the websites selected for publishing the
data and the multimedia content. The GUI 203e enables the user to configure a timer
setting and websites on the mobile device 202 for publishing the data and the multimedia
content. The user may also set timer and action settings for publishing the data and the
multimedia content using the GUI 203e. The user may set a timer setting, for example, a
“no-wait-automatic” setting, a “wait-X-minutes-automatic” setting, and a “wait-X-

minutes-user-input-cancel” setting as explained in the detailed description of FIG. 1.

[0036] The media publishing module 203f automatically publishes the transferred data
and the multimedia content on one or more of the websites. The media publishing module
203f comprises a website selection module 203g, a timer module 203h, a segmentation
module 203i, and a data transfer module 203j. The website selection module 203g selects
the websites for publishing the data and the multimedia content based on settings and
user preferences configured by the user on the mobile device 202. The timer module

203h sets the time for publishing the transferred data and the multimedia content
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automatically or with minimal user intervention. The timer setting may be set for
automatic publishing of the multimedia content or a time based wait mode where user
interaction is required. The timer module 203h sets the timer based on a timer setting, for
example, a “no-wait-automatic” setting, a “wait-X-minutes-automatic” setting, and a
“wait-X-minutes-user-input-cancel” setting configured by the user. The timer module
203h ensures that if the user does not wish to publish the transferred data and multimedia
content, the user has time to decide whether to publish or not. The user may also
configure the client application 203 to automatically delete the data, the multimedia
content, and the associated files after the data and the multimedia content have been

posted and published on one or more websites based on user preferences.

[0037] In the case of a mobile device 202 with limited memory and processing
capabilities, the client application 203 partitions the multimedia content of large files
stored on the mobile device 202 into multiple data segments using the segmentation
module 203i. The segmentation module 203i generates segment identifiers and tags the
data segments with the segment identifiers. The data transfer module 203j transfers the
data, the tagged data segments, and the multimedia content from the client application
203 to the publishing service 401 via a network 402 for publishing on the websites

automatically.

[0038] FIG. 4 exemplarily illustrates a system for publishing data and the multimedia
content using a client application 203 on a mobile device 202 on one or more websites
simultaneously. The system disclosed herein comprises a client application 203 and a
publishing service 401 connected via a network 402. The client application 203
comprises a media publishing module 203f as explained in the detailed description of
FIG. 2. The media publishing module 203f comprises the website selection module 203g,
the timer module 203h, the segmentation module 2031, and the data transfer module 203;j.
The website selection module 203g selects the websites based on user preferences
configured by the user on the mobile device 202. The timer module 203h sets the time for
publishing the transferred data and the multimedia content automatically or with minimal

user intervention. The timer module 203h ensures that the publishing service 401 obtains
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the data, the multimedia content, and the associated files to publish on the selected

websites based on the time set by the user.

[0039] In the case of limited memory and processing capabilities of the mobile device
202, the segmentation module 203i of the client application 203 partitions the multimedia
content of large files into multiple data segments. The segmentation module 203i
generates segment identifiers and tags the data segments with the segment identifiers.
The segment identifiers may, for example, be one or more of transaction identifiers,
sequence numbers, and timestamps. The segment identifiers are used later by a back end
service 401b of the publishing service 401 to reassemble the data segments in a
predetermined sequence to create a multimedia object. The data transfer module 203j
transfers the data, the tagged data segments, and the multimedia content from the client
application 203 to the publishing service 401 via the network 402. The network 402 may,

for example, be a wireless network, a cellular network, or the internet S01.

[0040] The publishing service 401 comprises a front end service 401a, a back end service
401b, and a database 401d. The transferred data and multimedia content is stored in the
database 401d of the publishing service 401. A protocol is provided for synchronizing
user publishing information between the client application 203 and the publishing service
401. The user publishing information may, for example, comprise user preferences of the
websites and the timer setting. The data transfer module 203j may transfer the data and
the multimedia content as a single multimedia file, multiple data segments in the case of
large files, or electronic mail attachments to the back end service 401b of the publishing
service 401 via the front end service 401a. The back end service 401b comprises a data
reassembly module 401c. If the back end service 401b receives the multimedia content in
the form of multiple data segments, the data reassembly module 401c reassembles the
data segments in a predetermined sequence using the segment identifiers. The back end
service 401b then creates a multimedia object from the transferred data and multimedia
content. The multimedia object is transferred from the back end service 401b to the front

end service 401a and then published on the websites selected by the user.
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[0041] FIG. 5 exemplarily illustrates a user 502 utilizing a digital camera in conjunction
with a Bluetooth enabled mobile device 202 for publishing data and multimedia content
on one or more websites automatically or with minimal user intervention. The digital
camera is physically separated from the mobile device 202 as illustrated in FIG. 5. The
digital camera comprises a BT communication device 201a such as an in-built BT
capability chip 301, a BT memory card 302, or an external BT device 303 or dongle
externally attached to the digital camera as illustrated in FIGS. 3A-3C. The external BT
dongle may be attached to a USB, a firewire interface, or a power port of the digital
camera. The BT communication device 201a on the digital camera is paired with the
mobile device 202 to establish a connection. The user 502 may capture an image using
the digital camera. The client application 203 on the mobile device 202 detects the
captured image and initiates the transfer of the captured image and the associated files.
The digital camera automatically transfers the captured image and the associated files to

the client application 203 on the mobile device 202.

[0042] The client application 203 automatically publishes the transferred image on one or
more websites via the internet 501. The user 502 may set preferences in the mobile
device 202. The user preferences, for example, comprise the websites selected for
publishing the transferred image. The user 502 may select websites, for example,
Flickr™, Picasa™, YouTube™, eBay®, etc. and store the preferences on the mobile
device 202. The user 502 may also set the timer setting for publishing the transferred
image on the selected websites. After the captured image is transferred to the mobile
device 202, the client application 203 publishes the capture image on the selected
websites based on the default timer and website settings configured by the user 502 on

the mobile device 202.

[0043] Consider an example where a user 502 records a video using a BT enabled video
camera. The video camera immediately establishes a connection with the user’s 502 BT
enabled mobile device 202. On detection of the recorded video by the client application
203 on the mobile device 202, the video camera automatically transfers the recorded

video to the user’s 502 mobile device 202. In the case of limited memory and processing
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capabilities of the mobile device 202, the recorded video may be streamed as data
segments from the mobile device 202 to the publishing service 401. The client
application 203 individually tags the data segments with segment identifiers and transfers
the tagged data segments from the mobile device 202 to the back end service 401b of the
publishing service 401 via the front end service 401a. The back end service 401b of the
publishing service 401 reassembles the data segments in a predetermined sequence using
the segment identifiers to create the multimedia object. The multimedia object is an
aggregation of the reassembled data segments. The multimedia object is then transferred
from the back end service 401b to the front end service 401a and automatically published

by the front end service 401a on one or more websites selected by the user 502.

[0044] Consider another example where a user 502 may record videos or capture images
at different points in time and automatically uploads and publishes the videos and images
on one or more websites. Consider an investigative reporter, Jane, working for a
prominent newspaper in New York City. Each day, she moves around the city chasing
leads, interviewing people, videotaping her stories, taking pictures, and tracking down
her next big story. When she is working on a story with an associate writer, she may need
to upload her videos and pictures and send it immediately to the associate writer. The
method and system disclosed herein enables Jane to automatically upload pictures and
videos taken using her digital camera or video camera onto a mobile device 202 and
publish the pictures, videos, etc. from her mobile device 202 to the internet 501 with one

click or touch of a button.

[0045] On one click or touch of a button, the pictures and videos are published and
immediately made available on Jane’s private blog that may be accessed by the
newspaper editor and her associates in the news office. When she is collaborating with an
associate on a story, they may see each other’s progress in real time. Since sharing
information with the associate over electronic mails (emails) may be inconvenient, Jane
records her progress on the story in the voice format and publishes. The associate may

access the information from Jane’s blog site, thereby saving considerable time.
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[0046] Exemplarily, the method and system disclosed herein may be implemented in
technologies that are pervasive, flexible, and capable enough of accomplishing the
desired tasks of the method and system. The method and system disclosed herein is
realized with, but not limited to Bluetooth communication protocol. Wireless protocols,
for example, Zigbee® protocol, Wibree™ protocol, Ultra-Wide Band (UWB) protocol,
and other wireless protocols for wireless personal area networks may be employed to
accomplish the tasks of the method and system disclosed herein. The mobile device 202
may, for example, be a ubiquitous mobile phone. The use of personal digital assistants
(PDAs) without telephony support is also fairly widespread. The client application 203
may be deployed on mobile devices with limited or no telephony support. These mobile
devices may support Java of Sun Microsystems Inc., more specifically Java 2 Micro
Edition (J2ME™), Windows Mobile .Net Compact Framework of Microsoft, Inc.,
Symbian™, Linux framework. The client application 203 may, for example, be
implemented on the J2ME platform. These environments provide functionalities in the
libraries to create the GUI 203e and perform all the required functions of the method and
system disclosed herein. Other advantages of these frameworks are portability across

mobile devices that run on different operating systems.

[0047] The client application 203 may be rendered independent of the operating system
of the mobile device 202. One of the transport mechanisms to achieve the connectivity
between the publishing service 401 and the client application 203 is the wireless internet.
While most PDAs have an inbuilt wireless network card for the internet connectivity, the
mobile phones may transfer data to the publishing service 401 over the telephony
network at near broadband speeds. Some of the mobile phones equipped with both
wireless network and telephony data capabilities may use either of the two to
communicate with the publishing service 401. The transport protocol that is used between
the client application 203 and the publishing service 401 may be hypertext transfer
protocol (HTTP) or extensible markup language-remote procedure calls (XML-RPC).

The back end service 401b may, for example, be developed in Java.
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[0048] It will be readily apparent that the various methods and algorithms described
herein may be implemented in a computer readable medium appropriately programmed
for general purpose computers and computing devices. Typically a processor, for e.g.,
one or more microprocessors will receive instructions from a memory or like device, and
execute those instructions, thereby performing one or more processes defined by those
instructions. Further, programs that implement such methods and algorithms may be
stored and transmitted using a variety of media, for e.g., computer readable media in a
number of manners. In one embodiment, hard-wired circuitry or custom hardware may be
used in place of, or in combination with, software instructions for implementation of the
processes of various embodiments. Thus, embodiments are not limited to any specific
combination of hardware and software. A “processor” means any one or more
microprocessors, Central Processing Unit (CPU) devices, computing devices,
microcontrollers, digital signal processors or like devices. The term “computer-readable
medium” refers to any medium that participates in providing data, for example
instructions that may be read by a computer, a processor or a like device. Such a medium
may take many forms, including but not limited to, non-volatile media, volatile media,
and transmission media. Non-volatile media include, for example, optical or magnetic
disks and other persistent memory volatile media include Dynamic Random Access
Memory (DRAM), which typically constitutes the main memory. Transmission media
include coaxial cables, copper wire and fiber optics, including the wires that comprise a
system bus coupled to the processor. Common forms of computer-readable media
include, for example, a floppy disk, a flexible disk, hard disk, magnetic tape, any other
magnetic medium, a Compact Disc-Read Only Memory (CD-ROM), Digital Versatile
Disc (DVD), any other optical medium, punch cards, paper tape, any other physical
medium with patterns of holes, a Random Access Memory (RAM), a Programmable
Read Only Memory (PROM), an Erasable Programmable Read Only Memory (EPROM),
an Electrically Erasable Programmable Read Only Memory (EEPROM), a flash memory,
any other memory chip or cartridge, a carrier wave as described hereinafter, or any other
medium from which a computer can read. In general, the computer-readable programs
may be implemented in any programming language. Some examples of languages that

can be used include C, C++, C#, or JAVA. The program will use various security,
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encryption and compression techniques to enhance the overall user experience. The
software programs may be stored on or in one or more mediums as an object code. A
computer program product comprising computer executable instructions embodied in a
computer-readable medium comprises computer parsable codes for the implementation of

the processes of various embodiments.

[0049] Where databases are described such as the database 401d, it will be understood by
one of ordinary skill in the art that (i) alternative database structures to those described
may be readily employed, and (ii) other memory structures besides databases may be
readily employed. Any illustrations or descriptions of any sample databases presented
herein are illustrative arrangements for stored representations of information. Any
number of other arrangements may be employed besides those suggested by, e.g., tables
illustrated in drawings or elsewhere. Similarly, any illustrated entries of the databases
represent exemplary information only; one of ordinary skill in the art will understand that
the number and content of the entries can be different from those described herein.
Further, despite any depiction of the databases as tables, other formats including
relational databases, object-based models and/or distributed databases could be used to
store and manipulate the data types described herein. Likewise, object methods or
behaviors of a database can be used to implement various processes, such as the
described herein. In addition, the databases may, in a known manner, be stored locally or

remotely from a device that accesses data in such a database.

[0050] The present invention can be configured to work in a network environment
including a computer that is in communication, via a communications network, with one
or more devices. The computer may communicate with the devices directly or indirectly,
via a wired or wireless medium such as the Internet, Local Area Network (LAN), Wide
Area Network (WAN) or Ethernet, Token Ring, or via any appropriate communications
means or combination of communications means. Each of the devices may comprise
computers, such as those based on the Intel® processors, AMD® processors, Sun®
processors, IBM® processors etc., that are adapted to communicate with the computer.

Any number and type of machines may be in communication with the computer.
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[0051] The foregoing examples have been provided merely for the purpose of
explanation and are in no way to be construed as limiting of the present method and
system disclosed herein. While the invention has been described with reference to various
embodiments, it is understood that the words, which have been used herein, are words of
description and illustration, rather than words of limitation. Further, although the
invention has been described herein with reference to particular means, materials and
embodiments, the invention is not intended to be limited to the particulars disclosed
herein; rather, the invention extends to all functionally equivalent structures, methods and
uses, such as are within the scope of the appended claims. Those skilled in the art, having
the benefit of the teachings of this specification, may effect numerous modifications
thereto and changes may be made without departing from the scope and spirit of the

invention in its aspects.
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CLAIMS

We claim:

1.

A system, comprising:

a mobile software application for a Bluetooth enabled cellular phone, wherein the
mobile software application is embodied as executable program instructions that,
when executed by a processor of the Bluetooth enabled cellular phone, configured

to:

detect and receive new-data acquired in a Bluetooth enabled data capture
device, wherein the new-data is data acquired by the Bluetooth enabled
data capture device after establishing a paired Bluetooth connection
between the Bluetooth enabled data capture device and the Bluetooth
enabled cellular phone, wherein establishing the Bluetooth paired
connection comprises the Bluetooth enabled data capture device
cryptographically authenticating an identity of the Bluetooth enabled
cellular phone, wherein detecting and receiving new-data acquired in the

Bluetooth enabled data capture device comprises:

said mobile software application for the Bluetooth enabled cellular
phone configured to listen for an event notification, sent from the
Bluetooth enabled data capture device, over the established paired
Bluetooth connection, wherein the event notification corresponds
to the acquired new-data and comprises sending a signal from the
Bluetooth enabled data capture device to the Bluetooth enabled

cellular phone; and

said mobile software application for the Bluetooth enabled cellular

phone configured to receive, from the Bluetooth enabled data
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over the established paired Bluetooth connection;

store the received new-data in a memory of the Bluetooth enabled cellular

phone;

use Hypertext Transfer Protocol to transfer the received new-data along
with a user authentication credential to a remote server over a cellular data
network; and

display a mobile advertisement inside the mobile software application;

an online data publishing web service, the online data publishing web service

comprising:

said remote server configured with a network internet connection to

communicate with the mobile software application;

a user authentication software module, wherein the user authentication
software module processes the user authentication credential received
from the mobile software application;

a database, wherein the database stores a user profile; and

a mobile software application advertising software module, wherein the
mobile software application advertising software module selects

advertisements based on the user profile and sends the selected

advertisements to the mobile software application;
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said online data publishing web service configured to receive the new-data and
the user authentication credential from the Bluetooth enabled cellular phone via

the Hypertext Transfer Protocol; and

said online data publishing web service configured to process the received user

authentication credential and the new-data.

2. The system of claim 1, wherein the user authentication credential is stored in the
memory of the Bluetooth enabled cellular phone, and wherein the user authentication

credential is used by the remote server to authenticate a user.

3. The system of claim 1, wherein the remote server is further configured to store the

new-data.

4. The system of claim 1, wherein the mobile software application is further configured
to use the Hypertext Transfer Protocol to send a user preference to the remote server over
the cellular data network, and wherein the user preference comprises global positioning

system information.

5. The system of claim 1, wherein the mobile software application provides a touch

based GUI for the received new-data.

6. The system of claim 1, wherein the mobile software application provides a touch

based advertisement targeted to a user.

7. The system of claim 1, wherein the mobile advertisement is based on the user profile.

8. A mobile software application for a Bluetooth enabled cellular phone, wherein the

mobile software application is embodied as executable program instructions that, when

executed by a processor of the Bluetooth enabled cellular phone, configured to:
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detect and receive new-data acquired in a Bluetooth enabled data capture device,
wherein the new-data is data acquired by the Bluetooth enabled data capture
device after establishing a paired Bluetooth connection between the Bluetooth
enabled data capture device and the Bluetooth enabled cellular phone, wherein
establishing the Bluetooth paired connection comprises the Bluetooth enabled
data capture device cryptographically authenticating an identity of the Bluetooth
enabled cellular phone, wherein detecting and receiving new-data acquired in the

Bluetooth enabled data capture device comprises:

said mobile software application for the Bluetooth enabled cellular phone
configured to listen for an event notification, sent from the Bluetooth
enabled data capture device, over the established paired Bluetooth
connection, wherein the event notification corresponds to the acquired
new-data and comprises sending a signal from the Bluetooth enabled data

capture device to the Bluetooth enabled cellular phone; and

said mobile software application for the Bluetooth enabled cellular phone
configured to receive, from the Bluetooth enabled data capture device, the
event notification and the acquired new-data over the established paired
Bluetooth connection;

store the received new-data in a memory of the Bluetooth enabled cellular phone;

use Hypertext Transfer Protocol to transfer the received new-data along with a

user authentication credential to a remote server over a cellular data network; and

display a mobile advertisement inside the mobile software application.

9. The mobile software application of claim 8, wherein the user authentication credential

is stored in the memory of the Bluetooth enabled cellular phone, and wherein the user

authentication credential is used by the remote server to authenticate a user.
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10. The mobile software application of claim 8, wherein the remote server is configured

to store the new-data.

11. The mobile software application of claim 8, wherein the mobile software application
is further configured to use the Hypertext Transfer Protocol to send a user preference to
the remote server over the cellular data network, and wherein the user preference

comprises global positioning system information.

12. The mobile software application of claim 8, wherein the mobile software application

provides a touch based GUI for the received new-data.

13. The mobile software application of claim 8, wherein the mobile software application

provides a touch based advertisement targeted to a user.

14. A mobile software application for a Bluetooth enabled cellular phone comprising
executable program instructions that, when executed by the processor controls the

processor to:

detect and receive new-data acquired in a Bluetooth enabled data capture device,
wherein the new-data is data acquired by the Bluetooth enabled data capture
device after establishing a paired Bluetooth connection between the Bluetooth
enabled data capture device and the Bluetooth enabled cellular phone, wherein
establishing the Bluetooth paired connection comprises the Bluetooth enabled
data capture device cryptographically authenticating an identity of the Bluetooth
enabled cellular phone, wherein detecting and receiving new-data acquired in the

Bluetooth enabled data capture device comprises:

said mobile software application for the Bluetooth enabled cellular phone
configured to poll the Bluetooth enabled data capture device for new-data,

over the established paired Bluetooth connection, wherein polling
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comprises sending a request to the Bluetooth enabled data capture device

to check if the acquired new-data is available for transfer; and

said mobile software application for the Bluetooth enabled cellular phone
configured to receive, from the Bluetooth enabled data capture device, the
acquired new-data over the established paired Bluetooth connection;

store the received new-data in a memory of the Bluetooth enabled cellular phone;

use Hypertext Transfer Protocol to transfer the received new-data along with a

user authentication credential to a remote server over a cellular data network; and
display a mobile advertisement inside the mobile software application.
15. The mobile software application of claim 14, wherein the user authentication
credential is stored in the memory of the Bluetooth enabled cellular phone, and wherein

the user authentication credential is used by the remote server to authenticate a user.

16. The mobile software application of claim 14, wherein the remote server is configured

to store the new-data.

17. The mobile software application of claim 14, wherein the mobile software application
is further configured to use the Hypertext Transfer Protocol to send a user preference to
the remote server over the cellular data network, and wherein the user preference

comprises global positioning system information.

18. The mobile software application of claim 14, wherein the mobile software application

provides a touch based GUI for the received new-data.

19. The mobile software application of claim 14, wherein the mobile software application

provides a touch based advertisement targeted to a user.
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ABSTRACT

Disclosed herein is a method and system for utilizing a digital data capture device in
conjunction with a Bluetooth (BT) enabled mobile device for publishing data and
multimedia content on one or more websites automatically or with minimal user
intervention. A client application is provided on the BT enabled mobile device. In the
absence of inbuilt BT capability, a BT communication device is provided on the digital
data capture device. The BT communication device is paired with the BT enabled mobile
device to establish a connection. The client application detects capture of data and
multimedia content on the digital data capture device and initiates transfer of the captured
data, multimedia content, and associated files. The digital data capture device transfers
the captured data, multimedia content, and the associated files to the client application.
The client application automatically publishes the transferred data and multimedia

content on one or more websites.
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