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9. A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local law
enforcement agency, if the USPTO becomes aware of a violation or potential violation of law or regulation.
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Amendments to the claims

Claim 1 (currently amended): A short-range wireless enabled data capture device,

comprising:

a memory device;

a processor coupled to the memory device;

a short-range wireless communication device configured to establish a short-range
paired wireless connection between the short-range wireless enabled data capture
device and a short-range wireless enabled cellular phone, wherein establishing the
short-range paired wireless connection comprises the short-range wireless enabled
data capture device cryptographically authenticating identity of the short-range

wireless enabled cellular phone;

a data capture circuitry;

said processor configured to acquire new-data in the short-range wireless enabled
data capture device using the data capture circuitry, wherein the new-data is data
acquired after establishing the short-range paired wireless connection between the
short-range wireless enabled data capture device and the short-range wireless

enabled cellular phone;

said processor further configured to store the new-data in the memory device;

said processor further configured to send an event notification and the acquired new-data
to the cryptographically authenticated short-range wireless enabled cellular phone over
the established short-range paired wireless connection automatically, wherein the event
notification corresponds to the acquired new-data and comprises sending a signal to the

cryptographically authenticated short-range wireless enabled cellular phone, wherein the



cryptographically authenticated short-range wireless enabled cellular phone is configured
to listen to the event notification and receive the new-data over the established short-
range paired wireless connection, wherein a single mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone is configured
to process the event notification and store the received new-data in a memory device of
the cryptographically authenticated short-range wireless enabled cellular phone, wherein
the single mobile client application for the cryptographically authenticated short-range
wireless enabled cellular phone stores a user authentication credential in the memory
device of the cryptographically authenticated short-range wireless enabled cellular phone,
wherein the single mobile client application for the cryptographically authenticated short-
range wireless enabled cellular phone is configured to use HTTP to upload the received
new-data and the user authentication credential to a user data publishing website over a
cellular data network, wherein the upload is based on a timer setting on the single mobile
client application, wherein the timer setting is atleast-ene-ef no wait automatic[[,]] or

wait X minutes automatic;-and-waitferuserinput, wherein the single mobile client

application for the short-range wireless enabled cellular phone is further configured to

use the HTTP to send a user preference to the user data publishing website over the
cellular data network, wherein the user preference comprises global positioning system

information, and wherein the single mobile client application for the cryptographically
authenticated short-range wireless enabled cellular phone provides a touch based GUI for

the received new-data.

Claim 2 (previously presented): The short-range wireless enabled data capture device
of claim 1, wherein the short-range paired wireless connection is one of a Bluetooth
paired wireless connection, a Wi-Fi paired wireless connection, and other wireless

personal area networking technologies that use pairing.

Claim 3 (previously presented): The short-range wireless enabled data capture device of
claim 1, wherein the user authentication credential sent by the single mobile client
application is used to authenticate a user on the user data publishing website and publish

the new-data for private use on the user data publishing website.



Claim 4 (currently amended): A system, comprising:

a short-range wireless enabled data capture device, comprising:

a first memory device;

a first processor coupled to the first memory device;

a first short-range wireless communication device configured to establish
a short-range paired wireless connection with a short-range wireless
enabled cellular phone, wherein the short-range wireless enabled cellular
phone is internet enabled, wherein establishing the short-range paired
wireless connection comprises, the short-range wireless enabled data
capture device cryptographically authenticating identity of the short-range

wireless enabled cellular phone;

a data capture circuitry;

said first processor configured to acquire new-data in the short-range
wireless enabled data capture device using the data capture circuitry,
wherein the new-data is data acquired after establishing the short-range
paired wireless connection with the short-range wireless enabled cellular

phone;

said first processor further configured to store the new-data in the first

memory device; and

said first processor further configured to send an event notification and the
acquired new-data to the cryptographically authenticated short-range wireless

enabled cellular phone over the established short-range paired wireless connection



automatically, wherein the event notification corresponds to the acquired new-
data and comprises sending a signal to the cryptographically authenticated short-

range wireless enabled cellular phone;

said short-range wireless enabled cellular phone, comprising:

a second memory device;

a second processor coupled to the second memory device;

a cellular network communication device configured to connect to the

internet via a cellular data network;

a second short-range wireless communication device configured to
establish the short-range paired wireless connection between the short-
range wireless enabled cellular phone and the short-range wireless enabled

data capture device;

a single mobile client application for the short-range wireless enabled
cellular phone comprising executable instructions that, when executed by

the second processor controls the second processor to:

listen for the event notification sent by the short-range wireless
enabled data capture device, wherein the single mobile client
application for the short-range wireless enabled cellular phone is

configured to process the event notification;

receive the new-data from the short-range wireless enabled data

capture device;

store the received new-data in the second memory device;



store a user authentication credential in the second memory device;

use HTTP to upload the received new-data and the user
authentication credential to a user data publishing website over the
cellular data network, wherein the upload is based on a timer
setting on the single mobile client application, and wherein the

timer setting is atHeast-ene-of no wait automatic|[[,]] or wait X

minutes automatic;-and-waitforuserinput;

use the HTTP to send a user preference to the user data publishing

website over the cellular data network, wherein the user preference

comprises global positioning system information; and

provide a touch based graphical user interface for the received

new-data.

Claim 5 (previously presented): The system of claim 4, wherein the short-range paired

wireless connection is one of a Bluetooth paired wireless connection, a Wi-Fi paired

wireless connection, and other wireless personal area networking technologies that use

Claim 6 (previously presented): The system of claim 4, wherein the user authentication

credential is for a user of the user data publishing website.

Claim 7 (cancelled).

Claim 8 (currently amended): A short-range wireless enabled cellular phone, comprising:

a memory device;

10



a processor coupled to the memory device;

a cellular network communication device configured to connect to internet via a

cellular data network;

a short-range wireless communication device configured to establish a short-range
paired wireless connection between the short-range wireless enabled cellular
phone and a short-range wireless enabled data capture device, wherein the short-
range wireless enabled data capture device is configured to cryptographically

authenticate identity of the short-range wireless enabled cellular phone;

a single mobile client application for the short-range wireless enabled cellular
phone comprising executable instructions that, when executed by the processor

controls the processor to:

listen for an event notification sent by the short-range wireless enabled
data capture device, wherein the event notification corresponds to new-
data and comprises sending a signal by the short-range wireless enabled
data capture device to the short-range wireless enabled cellular phone,
wherein the new-data is data acquired by the data capture device after
establishing the short-range paired wireless connection with the short-

range wireless enabled cellular phone;

receive the event notification and the new-data from the short-range

wireless enabled data capture device;

process the event notification and store the received new-data in the

memory device;

store a user authentication credential in the memory device;

11



use HTTP to send a user preference to a user data publishing web service

over the cellular data network, wherein the user preference comprises

global positioning system information;

further use the HTTP to upload the received new-data and the user
authentication credential to [[a]] the user data publishing web service over
the cellular data, wherein the upload is based on a timer setting on the
single mobile client application, and wherein the timer setting is atdeast

ene-of no wait automatic[[,]] or wait X minutes automatic;-and-wattfor
wser-npat; and

provide a touch based graphical user interface for the received new-data.

Claim 9 (previously presented): The short-range wireless enabled cellular phone of claim
8, wherein the short-range paired wireless connection is one of a Bluetooth paired
wireless connection, a Wi-Fi paired wireless connection, and other wireless personal area

networking technologies that use pairing.

Claims 10-11 (cancelled).

Claim 12 (currently amended): A short-range wireless enabled data capture device,

comprising:
a memory device;
a processor coupled to the memory device;
a short-range wireless communication device configured to establish a short-range
paired wireless connection between the short-range wireless enabled data capture

device and a short-range wireless enabled cellular phone, wherein establishing the

short-range paired wireless connection comprises the short-range wireless enabled

12



data capture device cryptographically authenticating identity of the short-range

wireless enabled cellular phone;

a data capture circuitry;

said processor configured to acquire new-data in the short-range wireless enabled
data capture device using the data capture circuitry, wherein the new-data is data
acquired after establishing the short-range paired wireless connection between the
short-range wireless enabled data capture device and the short-range wireless

enabled cellular phone;

said processor further configured to store the new-data in the memory device of

the short-range wireless enabled data capture device;

said processor further configured to listen to a polling request from a single
mobile client application on the short-range wireless enabled cellular phone, over
the established paired short-range wireless connection, wherein the polling
request is for the new-data, wherein the single mobile client application on the
short-range wireless enabled cellular phone is configured to detect the new-data
for transfer from the short-range wireless enabled data capture device to the
paired and the cryptographically authenticated short-range wireless enabled

cellular phone, wherein detecting the new-data for transfer comprises:

polling the short-range wireless enabled data capture device by the short-
range wireless enabled cellular phone, using the single mobile client
application on the short-range wireless enabled cellular phone, over the

established paired short-range wireless connection;
said processor further configured to transfer the new-data from the short-range

wireless enabled data capture device to the short-range wireless enabled cellular

phone automatically over the established paired short-range wireless connection,

13



wherein the single mobile client application on the short-range wireless enabled
cellular phone is further configured to receive the new-data over the established
short-range paired wireless connection, wherein the single mobile client
application on the short-range wireless enabled cellular phone is further
configured to store the received new-data in a memory device of the short-range
wireless enabled cellular phone, wherein the single mobile client application for
the short-range wireless enabled cellular phone stores a user authentication
credential in the memory device of the short-range wireless enabled cellular

phone, wherein the single mobile client application on the short-range wireless

enabled cellular phone is further configured to use HTTP to send a user

preference to a user data publishing website over a cellular data network, wherein

the user preference comprise global positioning system information, wherein the

single mobile client application on the short-range wireless enabled cellular phone
is further configured to use the HTTP to upload the received new-data and the
user authentication credential to [[a]] the user data publishing website over [[a]]
the cellular data network, wherein the upload is based on a timer setting on the
single mobile client application, and wherein the timer setting is atteast-ene-of no
wait automatic[[,]] or wait X minutes automatic;-and-wait-for-userinput, and
wherein the single mobile client application on the short-range wireless enabled

cellular phone provides a touch based GUI for the received new-data.
Claim 13 (previously presented): The short-range wireless enabled data capture device of
claim 12, wherein the short-range paired wireless connection is one of a Bluetooth paired
wireless connection, a Wi-Fi paired wireless connection, and other wireless personal area

networking technologies that use pairing.

Claim 14 (cancelled).
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Remarks

The pending claims

Claims 1-6, 8-9 and 12-13 are currently pending. Reconsideration and allowance of the

pending claims is respectfully requested.

Summary of telephone conversation on September 3, 2021

Applicant thanks the examiner for proposing examiner’s amendments during the
telephonic conversation on September 3, 2021 to put the application in a condition for

allowance.

Follow up by the applicant

As suggested by the examiner, applicant has included the limitation of claim 7 in claims 1
and 4 and cancelled claim 7. Furthermore, as suggested by the examiner, applicant has

included the limitation of claim 14 in claims 8 and 12 and cancelled claim 14.

Conclusion

Applicant respectfully requests that a timely Notice of Allowance be issued in this
case. In the interest of compact prosecution, if the prosecution of the application can be
advanced, applicant requests Examiner Nooristany to call the undersigned with the

proposed amendment.

Respectfully submitted,

Date: September 6, 2021 /Ash tankha/
Ashok Tankha
Attorney For Applicant
Reg. No. 33,802
Correspondence Address
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Ashok Tankha

Lipton, Weinberger & Husick
36 Greenleigh Drive

Sewell, NJ 08080

Fax: 856-374-0246

Phone: 856-266-5145

Email: ash@ipprocurement.com
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Amendments to the claims

Note: This claim set replaces the claim set submitted with the response to final office

action submitted on June 22, 2021.

Amendments to the claims

Claim 1 (currently amended): A short-range wireless enabled data capture device,

comprising:

a memory device;

a processor coupled to the memory device;

a short-range wireless communication device configured to establish a short-range
paired wireless connection between the short-range wireless enabled data capture
device and a short-range wireless enabled cellular phone, wherein establishing the
short-range paired wireless connection comprises the short-range wireless enabled
data capture device cryptographically authenticating identity of the short-range

wireless enabled cellular phone;

a data capture circuitry;

said processor configured to acquire new-data in the short-range wireless enabled
data capture device using the data capture circuitry, wherein the new-data is data
acquired after establishing the short-range paired wireless connection between the
short-range wireless enabled data capture device and the short-range wireless

enabled cellular phone;

said processor further configured to store the new-data in the memory device;
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said processor further configured to send an event notification and the acquired
new-data to the cryptographically authenticated short-range wireless enabled
cellular phone over the established short-range paired wireless connection
automatically, wherein the event notification corresponds to the acquired new-
data and comprises sending a signal to the cryptographically authenticated short-
range wireless enabled cellular phone, wherein the cryptographically
authenticated short-range wireless enabled cellular phone is configured to listen to
the event notification and receive the new-data over the established short-range
paired wireless connection, wherein a single mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone is
configured to process the event notification and store the received new-data in a
memory device of the cryptographically authenticated short-range wireless
enabled cellular phone, wherein the single mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone stores
a user authentication credential in the memory device of the cryptographically
authenticated short-range wireless enabled cellular phone, wherein the single
mobile client application for the cryptographically authenticated short-range
wireless enabled cellular phone is configured to use HTTP to upload the received
new-data and the user authentication credential to a user data publishing website

over a cellular data network, wherein the upload is based on a timer setting on the

single mobile client application, wherein the timer setting is at least one of no

wait automatic, wait X minutes automatic, and wait for user input, and wherein

the single mobile client application for the cryptographically authenticated short-
range wireless enabled cellular phone provides a touch based GUI for the received

new-data.

Claim 2 (previously presented): The short-range wireless enabled data capture device
of claim 1, wherein the short-range paired wireless connection is one of a Bluetooth
paired wireless connection, a Wi-Fi paired wireless connection, and other wireless

personal area networking technologies that use pairing.
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Claim 3 (currently amended): The short-range wireless enabled data capture device of
claim 1, wherein the user authentication credential sent by the single mobile client
application is used to authenticate a user on the user data publishing website and publish

the new-data for private use on the user data publishing website.

Claim 4 (currently amended): A system, comprising:

a short-range wireless enabled data capture device, comprising:

a first memory device;

a first processor coupled to the first memory device;

a first short-range wireless communication device configured to establish
a short-range paired wireless connection with a short-range wireless
enabled cellular phone, wherein the short-range wireless enabled cellular
phone is internet enabled, wherein establishing the short-range paired
wireless connection comprises, the short-range wireless enabled data
capture device cryptographically authenticating identity of the short-range

wireless enabled cellular phone;

a data capture circuitry;

said first processor configured to acquire new-data in the short-range
wireless enabled data capture device using the data capture circuitry,
wherein the new-data is data acquired after establishing the short-range
paired wireless connection with the short-range wireless enabled cellular

phone;

said first processor further configured to store the new-data in the first

memory device; and
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said first processor further configured to send an event notification and the
acquired new-data to the cryptographically authenticated short-range wireless
enabled cellular phone over the established short-range paired wireless connection
automatically, wherein the event notification corresponds to the acquired new-
data and comprises sending a signal to the cryptographically authenticated short-

range wireless enabled cellular phone;

said short-range wireless enabled cellular phone, comprising:

a second memory device;

a second processor coupled to the second memory device;

a cellular network communication device configured to connect to the

internet via a cellular data network;

a second short-range wireless communication device configured to
establish the short-range paired wireless connection between the short-
range wireless enabled cellular phone and the short-range wireless enabled

data capture device;

a single mobile client application for the short-range wireless enabled
cellular phone comprising executable instructions that, when executed by

the second processor controls the second processor to:

listen for the event notification sent by the short-range wireless
enabled data capture device, wherein the single mobile client
application for the short-range wireless enabled cellular phone is

configured to process the event notification;
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receive the new-data from the short-range wireless enabled data

capture device;

store the received new-data in the second memory device;

store a user authentication credential in the second memory device;

use HTTP to upload the received new-data and the user

authentication credential to a user data publishing website over the

cellular data network, wherein the upload is based on a timer

setting on the single mobile client application, and wherein the

timer setting is at least one of no wait automatic, wait X minutes

automatic, and wait for user input; and

provide a touch based graphical user interface for the received

new-data.

Claim 5 (previously presented): The system of claim 4, wherein the short-range paired

wireless connection is one of a Bluetooth paired wireless connection, a Wi-Fi paired

wireless connection, and other wireless personal area networking technologies that use

Claim 6 (previously presented): The system of claim 4, wherein the user authentication

credential is for a user of the user data publishing website.

Claim 7 (previously presented): The system of claim 4, wherein the mobile client

application for the short-range wireless enabled cellular phone comprises executable

instructions that, when executed by the second processor controls the second processor
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use HTTP to send user preferences to the user data publishing website over the
cellular data network, wherein the user preferences comprise global positioning

system information.

Claim 8 (currently amended): A short-range wireless enabled cellular phone, comprising:

a memory device;

a processor coupled to the memory device;

a cellular network communication device configured to connect to internet via a

cellular data network;

a short-range wireless communication device configured to establish a short-range
paired wireless connection between the short-range wireless enabled cellular
phone and a short-range wireless enabled data capture device, wherein the short-
range wireless enabled data capture device is configured to cryptographically

authenticate identity of the short-range wireless enabled cellular phone;

a single mobile client application for the short-range wireless enabled cellular
phone comprising executable instructions that, when executed by the processor

controls the processor to:

listen for an event notification sent by the short-range wireless enabled
data capture device, wherein the event notification corresponds to new-
data and comprises sending a signal by the short-range wireless enabled
data capture device to the short-range wireless enabled cellular phone,
wherein the new-data is data acquired by the data capture device after
establishing the short-range paired wireless connection with the short-

range wireless enabled cellular phone;
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receive the event notification and the new-data from the short-range

wireless enabled data capture device;

process the event notification and store the received new-data in the

memory device;

store a user authentication credential in the memory device;

use HTTP to upload the received new-data and the user authentication

credential to a user data publishing web service over the cellular data

network, wherein the upload is based on a timer setting on the single

mobile client application, and wherein the timer setting is at least one of

no wait automatic, wait X minutes automatic, and wait for user input; and

provide a touch based graphical user interface for the received new-data.
Claim 9 (previously presented): The short-range wireless enabled cellular phone of claim
8, wherein the short-range paired wireless connection is one of a Bluetooth paired
wireless connection, a Wi-Fi paired wireless connection, and other wireless personal area
networking technologies that use pairing.

Claims 10-11 (cancelled).

Claim 12 (currently amended): A short-range wireless enabled data capture device,

comprising:

a memory device;

a processor coupled to the memory device;
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a short-range wireless communication device configured to establish a short-range
paired wireless connection between the short-range wireless enabled data capture
device and a short-range wireless enabled cellular phone, wherein establishing the
short-range paired wireless connection comprises the short-range wireless enabled
data capture device cryptographically authenticating identity of the short-range

wireless enabled cellular phone;

a data capture circuitry;

said processor configured to acquire new-data in the short-range wireless enabled
data capture device using the data capture circuitry, wherein the new-data is data
acquired after establishing the short-range paired wireless connection between the
short-range wireless enabled data capture device and the short-range wireless

enabled cellular phone;

said processor further configured to store the new-data in the memory device of

the short-range wireless enabled data capture device;

said processor further configured to listen to a polling request from a single
mobile client application on the short-range wireless enabled cellular phone, over
the established paired short-range wireless connection, wherein the polling
request is for the new-data, wherein the single mobile client application on the
short-range wireless enabled cellular phone is configured to detect the new-data
for transfer from the short-range wireless enabled data capture device to the
paired and the cryptographically authenticated short-range wireless enabled

cellular phone, wherein detecting the new-data for transfer comprises:

polling the short-range wireless enabled data capture device by the short-
range wireless enabled cellular phone, using the single mobile client
application on the short-range wireless enabled cellular phone, over the

established paired short-range wireless connection;

27



said processor further configured to transfer the new-data from the short-range
wireless enabled data capture device to the short-range wireless enabled cellular
phone automatically over the established paired short-range wireless connection,
wherein the single mobile client application on the short-range wireless enabled
cellular phone is further configured to receive the new-data over the established
short-range paired wireless connection, wherein the single mobile client
application on the short-range wireless enabled cellular phone is further
configured to store the received new-data in a memory device of the short-range
wireless enabled cellular phone, wherein the single mobile client application for
the short-range wireless enabled cellular phone stores a user authentication
credential in the memory device of the short-range wireless enabled cellular
phone, wherein the single mobile client application on the short-range wireless
enabled cellular phone is further configured to use HTTP to upload the received
new-data and the user authentication credential to a user data publishing website

over a cellular data network, wherein the upload is based on a timer setting on the

single mobile client application, and wherein the timer setting is at least one of no

wait automatic, wait X minutes automatic, and wait for user input, and wherein

the single mobile client application on the short-range wireless enabled cellular

phone provides a touch based GUI for the received new-data.

Claim 13 (previously presented): The short-range wireless enabled data capture device of
claim 12, wherein the short-range paired wireless connection is one of a Bluetooth paired
wireless connection, a Wi-Fi paired wireless connection, and other wireless personal area

networking technologies that use pairing.

Claim 14 (previously presented): The short-range wireless enabled data capture device
of claim 12, wherein the mobile client application for the short-range wireless enabled
cellular phone uses HTTP to send user preferences to the user data publishing web
service over the cellular data network, wherein the user preferences comprise global

positioning system information.
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Remarks

The pending claims

Claims 1-9 and 12-14 are currently pending. Reconsideration and allowance of the

pending claims is respectfully requested.

Summary of the Office Action

Summary of examiner interview on 07 May 2021

Applicant thanks the examiner for providing a telephonic interview on 07 May 2021.
During the interview, an overview of the invention was presented and claims were
discussed, but no formal agreement was reached.

Summary of examiner interview on 05 August 2021

During the interview, an overview of the invention was presented and proposed claim
amendments were discussed, which examiner indicated appear to overcome the
outstanding grounds of rejection and put the application in forward status. However, no
formal agreement was reached during the interview.

Claim Rejections - 35 USC § 112

Claims 7, 14 are rejected under 35 U.S.C. 112, first paragraph, as failing to comply with

the written description requirement.

Specification Objection

The disclosure is objected to because of the following informalities: Examiner has

reviewed the specification of this application under examination and could not find

11
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support for the additional limitations as claimed “use HTTP to send user preference to the
user data publishing website over the cellular data network, wherein the user preference

comprise global positioning system information”. Appropriate correction is required.
Claim Rejections - 35 USC § 112

Claims 7, 14 are rejected under 112, second paragraphs being indefinite for failing to
particularly point and distinctly claim the subject matter which applicant regards as the
invention.

Claim Rejections 35 U.S.C. 103

Claim 1-6, 8-9, 12-13 is/are rejected under pre-AIA 35 U.S.C. 103(a) as being
unpatentable over Hunter US 20040005915 in view of Pietruszka US 20070226778.

Claim 7 & 14 is/are rejected under pre-AIA 35 U.S.C. 103(a) as being unpatentable over
Hunter US 20040005915 in view of Pietruszka US 20070226778 further in view of
Risbood US20070111748.

Amendments to the claims

Claims 1, 3-4, 8 and 12 are currently amended; claims 2, 5-7, 9 and 13-14 remain as
previously presented; claims 10-11 were previously cancelled. Applicant respectfully
submits that the amendments to the claims do not add any new subject matter.

Support for claim amendments

Support for the amendments: “wherein the upload is based on a timer setting on the

single mobile client application, and wherein the timer setting is at least one of no wait

automatic, wait X minutes automatic, and wait for user input” in claim 1 is found in
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FIGS. 2, 4, page 11 line 12 to page 12, line 31, page 13, lines 9-12, page 14, lines 14-23,
and page 16, lines 24-26 of applicant’s originally filed application.

Support for the limitation: “use HTTP to send user preferences to the user data
publishing website over the cellular data network, wherein the user preferences

comprise global positioning system information” in claim 7 is found in:

(a) Point No. 2 of “CROSS REFERENCE TO RELATED APPLICATIONS” in the
originally filed application, which states as follows: “The following patent
application is incorporated herein in its entirety: US Non-provisional patent

application serial number 11/901,802, titled “Online Publishing of Multimedia

Content”, filed on September 19, 2007 in the United States Patent and Trademark
Office.” USPTO Publication No. 2008/0103906 Al is the published application of
US Non-provisional patent application serial number 11/901,802. US Non-
provisional patent application serial number 11/901,802 is attached to the
response to previously submitted response to non-final office action as Exhibit A
and USPTO Publication No. 2008/0103906 Al is attached to the previously
submitted response to non-final office action as Exhibit B; see also link:

htips://patentimages.storage.googleapis.com/1{/06/a0/3219a69fbef2a6/US200801
03906A.pdf.”

(b) Paragraph [0023] of Exhibit B, which states: “The multimedia object is published

108 by the front end service 204b according to the user preferences on one or

more publication virtual spaces 205 via the network 203. The user preferences

may comprise authentication credentials, transaction identification, a list of

publication virtual spaces 205, global positioning system geographical codes.”

(c) Paragraph [0024] of Exhibit B, which states: “The multimedia object is then
transferred 107 from the back end service 204c to the front end service 204b and
published 108 by the front end service 204b on one or more publication virtual

spaces 205 according to user preferences.”
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(d) Paragraph [0028] of Exhibit B, which states: “The preferences set by the user 201

may be authentication credentials, transaction identification, list of publication

virtual spaces 205, global positioning system geographical codes, area code for

the phone number of the mobile device, file format of the user created multimedia
content, and compression rate for the user created multimedia content. These

user preferences are transferred to the publishing service 204.”

(e) Paragraph [0047] of Exhibit B, which states: “The user 201 transfers the
multimedia object for publishing to a publication space selected by the user 201.

Additional information such as the list of the user preferences of the publication

virtual spaces 205, authentication identification, user preferences, default

settings, manually entered geographical codes, and auction identifiers for eBay®

and other shopping websites are selected 407 and transferred along with the user

created multimedia content to the publishing service 204.”

(f) Paragraph [0018] of Exhibit B, which states: “The client application 202

communicates the user publishing information including the user preferences of

the publication virtual spaces 205 to the front end service 204b”, Paragraph

[0023] of Exhibit B, which states: “The user preferences may comprise

authentication credentials, transaction identification, a list of publication virtual

spaces 205, global positioning system geographical codes”, Paragraph [0025] of

Exhibit B, which states: “The client application 202 enables the user 201 of the
mobile device to record and transfer the user created multimedia content to the
publishing service 204", Paragraph [0061] of Exhibit B, which states: “The

transport protocol that is used between the client application 202 and the

publishing service 204 may be hypertext transfer protocol (HTTP)”.

The office action states: “Claims 7, 14 are rejected under 35 U.S.C. 112, first
paragraph, as failing to comply with the written description requirement. The

applicant fails to sufficiently point out or describe use of HTTP to send user
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preference to the user data publishing website over the cellular data network,

wherein the user preference comprise global positioning system information.”

In response to the above rejection, applicant submits that the recitation: “use
HTTP to send user preferences to the user data publishing website over the cellular data
network, wherein the user preferences comprise global positioning system information”

in amended claim 7 is supported in the following paragraphs of Exhibit B:

(a) Paragraph [0018] of Exhibit B, which states: “The client application 202

communicates the user publishing information including the user preferences

of the publication virtual spaces 205 to the front end service 204b”.

(b) Paragraph [0023] of Exhibit B, which states: “The user preferences may

comprise authentication credentials, transaction identification, a list of

publication virtual spaces 205, global positioning system geographical

codes”.

(c) Paragraph [0025] of Exhibit B, which states: “The client application 202
enables the user 201 of the mobile device to record and transfer the user

created multimedia content to the publishing service 204”.

(d) Paragraph [0061] of Exhibit B, which states: “The transport protocol that is

used between the client application 202 and the publishing service 204 may

be hypertext transfer protocol (HTTP)”.

Applicant therefore respectfully submits that the following recitation in amended

claim 7 is fully supported in Exhibit B:

“use HTTP to send user preferences to the user data publishing website over the
cellular data network, wherein the user preferences comprise global positioning

system information.”
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Applicant therefore respectfully requests that the rejection of claim 7 under 35

U.S.C. 112, first paragraph be reconsidered and withdrawn.

Amended claim 14 is analogous to amended claim 7 and recites the same
limitation as in amended claim 7. Applicant therefore respectfully requests that the
rejection of claim 14 under 35 U.S.C. 112, first paragraph be reconsidered and

withdrawn.

The office action further states: “The disclosure is objected to because of the following
informalities: Examiner has reviewed the specification of this application under
examination and could not find support for the additional limitations as claimed
“use HTTP to send user preference to the user data publishing website over the
cellular data network, wherein the user preference comprise global positioning

system information”. Appropriate correction is required.”

In response to the above objection, applicant submits that “use HTTP to send user
preference to the user data publishing website over the cellular data network, wherein
the user preferences comprise global positioning system information” is supported in the

following paragraphs of Exhibit B:

(a) Paragraph [0018] of Exhibit B, which states: “The client application 202

communicates the user publishing information including the user preferences

of the publication virtual spaces 205 to the front end service 204b”.

(b) Paragraph [0023] of Exhibit B, which states: “The user preferences may

comprise authentication credentials, transaction identification, a list of

publication virtual spaces 205, global positioning system geographical

codes”.

16

34



(c) Paragraph [0025] of Exhibit B, which states: “The client application 202
enables the user 201 of the mobile device to record and transfer the user

created multimedia content to the publishing service 204”.

(d) Paragraph [0061] of Exhibit B, which states: “The transport protocol that is
used between the client application 202 and the publishing service 204 may

be hypertext transfer protocol (HTTP)”.

Applicant therefore respectfully submits that the objection to the specification be

reconsidered and withdrawn.

The office action further states: “Claims 7, 14 are rejected under 112, second
paragraphs being indefinite for failing to particularly point and distinctly claim the
subject matter which applicant regards as the invention. In claim 7, the terms “use
HTTP to send user preference to the user data publishing website over the cellular
data network, wherein the user preference comprise global positioning system

information” are not clear what these are in reference to.”

In response to the above rejection, applicant submits that “use HTTP to send user
preferences to the user data publishing website over the cellular data network, wherein
the user preferences comprise global positioning system information” is fully supported

in the following paragraphs of Exhibit B:

(a) Paragraph [0018] of Exhibit B, which states: “The client application 202

communicates the user publishing information including the user preferences

of the publication virtual spaces 205 to the front end service 204b”.

(b) Paragraph [0023] of Exhibit B, which states: “The user preferences may

comprise authentication credentials, transaction identification, a list of

publication virtual spaces 205, global positioning system geographical

codes”.
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(c) Paragraph [0025] of Exhibit B, which states: “The client application 202
enables the user 201 of the mobile device to record and transfer the user

created multimedia content to the publishing service 204”.

(d) Paragraph [0061] of Exhibit B, which states: “The transport protocol that is
used between the client application 202 and the publishing service 204 may

be hypertext transfer protocol (HTTP)”.

Applicant therefore respectfully requests that the rejection of claim 7 under 35

U.S.C. 112, second paragraph be reconsidered and withdrawn.

Amended claim 14 is analogous to amended claim 7 and recites the same
limitation as in amended claim 7. Applicant therefore respectfully requests that the
rejection of claim 14 under 35 U.S.C. 112, first paragraph be reconsidered and

withdrawn.
The office action further states: “Claim 1-6, 8-9, 12-13 is/are rejected under pre-AIA
35 U.S.C. 103(a) as being unpatentable over Hunter US 20040005915 in view of

Pietruszka US 20070226778.”

In response to the above rejection, applicant submits that Hunter, in view of

Pietruszka does not teach or suggest all the limitations in claims 1 and 12.

Arguments:

Argument#1:

Use HTTP to upload the received new-data and the user authentication

credential to a user data publishing website over a cellular data network,

where the upload is based on a timer setting on the single mobile client
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application, and where the timer setting is at least one of no wait automatic,

wait X minutes automatic, and wait for user input

Claim 1 discloses using HTTP to upload the received new-data and the
user authentication credential to a user data publishing website over a cellular data
network. Furthermore, claim 1 discloses that the upload is based on a timer setting on the

single mobile client application.

By way of explanation, the website selection module 203g of the media
publishing module 203f of a client application 203 shown in FIGS. 2, 4 selects the
websites for publishing the data and the multimedia content based on settings and user
preferences configured by the user on the mobile device 202. The timer module 203h sets
the time for publishing the transferred data and the multimedia content automatically or
with minimal user intervention. The timer setting may be set for automatic publishing of
the multimedia content or a time based wait mode where user interaction is required. The
timer module 203h sets the timer based on a timer setting, for example, a “no-wait-
automatic” setting, a “wait-X-minutes-automatic” setting, and a “wait-X-minutes-user-
input-cancel” setting configured by the user. The timer module 203h ensures that if the
user does not wish to publish the transferred data and multimedia content, the user has
time to decide whether to publish or not. The user may also configure the client
application 203 to automatically delete the data, the multimedia content, and the
associated files after the data and the multimedia content have been posted and published

on one or more websites based on user preferences.

The data transfer module 203j transfers the data and the multimedia content from
the client application 203 to the publishing service 401 via a network 402 for publishing

on the websites automatically.

FIG. 4 exemplarily illustrates a system for publishing data and the multimedia
content using a client application 203 on a mobile device 202 on one or more websites

simultaneously. The client application 203 and a publishing service 401 are connected via
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a network 402. The client application 203 comprises a media publishing module 203f as
explained in the detailed description of FIG. 2. The media publishing module 203f
comprises the website selection module 203g, the timer module 203h, the segmentation
module 203i, and the data transfer module 203j. The website selection module 203g
selects the websites based on user preferences configured by the user on the mobile
device 202. The timer module 203h sets the time for publishing the transferred data and
the multimedia content automatically or with minimal user intervention. The timer
module 203h ensures that the publishing service 401 obtains the data, the multimedia
content, and the associated files to publish on the selected websites based on the time set

by the user.

The data transfer module 203j transfers the data and the multimedia content from

the client application 203 to the publishing service 401 via the network 402.

The publishing service 401 comprises a front end service 401a, a back end service
401b, and a database 401d. The transferred data and multimedia content is stored in the
database 401d of the publishing service 401. A protocol is provided for synchronizing
user publishing information between the client application 203 and the publishing service
401. The user publishing information may, for example, comprise user preferences of the

websites and the timer setting.

The back end service 401b then creates a multimedia object from the transferred
data and multimedia content. The multimedia object is transferred from the back end
service 401b to the front end service 401a and then published on the websites selected by

the user.

The client application 203 automatically publishes the transferred image on one or
more websites via the internet 501. The user 502 may set preferences in the mobile
device 202. The user preferences, for example, comprise the websites selected for
publishing the transferred image. The user 502 may select websites, for example,

Flickr™, Picasa™, YouTube™, eBay®, etc. and store the preferences on the mobile
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device 202. The user 502 may also set the timer setting for publishing the transferred
image on the selected websites. After the captured image is transferred to the mobile
device 202, the client application 203 publishes the capture image on the selected
websites based on the default timer and website settings configured by the user 502 on

the mobile device 202.

The transport protocol that is used between the client application 203 and the

publishing service 401 may be hypertext transfer protocol (HTTP).

There is no teaching or suggestion in Hunter or Pietruszka of using HTTP to
upload the received new-data and the user authentication credential to a user data
publishing website over a cellular data network, where the upload is based on a timer

setting on the single mobile client application.

In view of the above argument, Hunter in view of Pietruszka does not teach or

suggest the following limitation in amended claim 1:

“said processor further configured to send an event notification and the acquired
new-data to the cryptographically authenticated short-range wireless enabled
cellular phone over the established short-range paired wireless connection
automatically, wherein the event notification corresponds to the acquired new-
data and comprises sending a signal to the cryptographically authenticated short-
range wireless enabled cellular phone, wherein the cryptographically
authenticated short-range wireless enabled cellular phone is configured to listen to
the event notification and receive the new-data over the established short-range
paired wireless connection, wherein a single mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone is
configured to process the event notification and store the received new-data in a
memory device of the cryptographically authenticated short-range wireless
enabled cellular phone, wherein the single mobile client application for the

cryptographically authenticated short-range wireless enabled cellular phone stores
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a user authentication credential in the memory device of the cryptographically
authenticated short-range wireless enabled cellular phone, wherein the single
mobile client application for the cryptographically authenticated short-range
wireless enabled cellular phone is configured to use HI'TP to upload the received
new-data and the user authentication credential to a user data publishing website
over a cellular data network, wherein the upload is based on a timer setting on the
single mobile client application, wherein the timer setting is at least one of no
wait automatic, wait X minutes automatic, and wait for user input, and wherein
the single mobile client application for the cryptographically authenticated short-
range wireless enabled cellular phone provides a touch based GUI for the received

new-data.”

Argument#2;

The office action states that paragraph [0013] of Hunter is teaching the following
limitation in claim 1:
“said processor further configured to send an event notification and the acquired
new-data to the cryptographically authenticated short-range wireless enabled
cellular phone over the established short-range paired wireless connection
automatically, wherein the event notification corresponds to the acquired new-
data and comprises sending a signal to the cryptographically authenticated short-

range wireless enabled cellular phone”.

Applicant respectfully disagrees and submits the following arguments:

Hunter [0013]
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(0013} In accordance with a fourth aspect of the mvention,
there 1s provided method of capturing and communicating
Images, comprising the steps of: programuing a camera and

& communications device to recognize a friveer event; one of
the camera and the communications device recognising

ANERRARIRRRRARGRRRR

R

occurrence of the trigeer event, and communicating with the
other of the camera and the communications device by a
wireless Hok therebetween; transferring images between the
camera and the commumcations device over the wireless
link; and transferring said images from the communications
device on 1o a data network through a data network inter-
face.

Recognizing # Sending

In fact, it is the opposite of sending.

© rec-ognize

(a) In Hunter paragraph [0013], the Camera is recognizing a trigger event. In

applicant’s claim 1, the Camera is Sending an event notification.

(b) Recognizing an event trigger (Hunter) is not same as Sending an event

notification in applicant’s claim 1.

(¢) Recognize is not the same as Sending

23

41



(d) In Hunter paragraph [0013], the Camera is recognizing a trigger event sent

by the phone and then the camera is acquiring the image.

(e) Inapplicant’s claim 1, the Camera is Sending an event notification, for the

image that has already been acquired.

(f) In Hunter paragraph [0013], the “event trigger” is to acquire an image.

(g) Inapplicant’s claim 1, the "event notification” corresponds to the image that

has already been acquired.

(h) Receiving an Event trigger to acquire an image is not same as sending an

event notification for the image already acquired.

Note: See extract of office action reproduced below and applicant’s response:
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suid frst processor further configurad to send an event sotification (Hunter:
NS

programming a camera and a communications device to recognize a trigger event; one of

RSN NN

ANRAANARNRRANARNNNRANANNY

the camera and the conmmanications device recopnizing occurvence of the trigger event,
and communicating with the other of the camera and the commumications device by a
wireless link therebetween [0013]) and the scquived new-data tn the eryptographically
athenticated short-ragge wiveless caabled coliular phone over the established short-rapge
paired wirelass connection avtomatically {Hunters transferving images hetween the camera

and the communications device over the wireless link [0013]), wherein the event notification

commesponds to the acguired new-data and comprises sending g signal to the cryplographically

authenticated short-range wirsless enabled celiolar phone (Hunter: [00131).

# In Hunter [D013] the Camera is recognizing a trigger event.
> Inour claims the Camera is Sending an event notification.
# Recognize an event trigger & Sending an event notification

> Recognize ¥ Sending

= In Hunter [0013] the Camera is recognizing a trigger event
sent by the phone and then the camera is taking the image.

= in our claims the Camera is Sending an event notification, for
. the image that has already been taken.

= in Hunter [D013] the “event trigger” is to take an image

» {n our case the “event notification” correspondsto the image
that has glready been taken
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Argument #3:

Furthermore, the office action states that paragraph [0025] of Hunter and

paragraph [0099] of Pietruszka teach the following limitation in claim 1:
“wherein the single mobile client application for the cryptographically
authenticated short-range wireless enabled cellular phone provides a touch based
GUI for the received new-data.”

Applicant respectfully disagrees and submits the following arguments:

(a) In Hunter paragraph [0025], the touch interface and operation is on the

camera device and for the image acquired on/by the camera.

(b) Inapplicant’s claim 1, the touch interface is on the mobile device and is for

the image received from the camera.

(¢) Two completely different devices and for two completely different reasons.
(d) In Pietruszka paragraph [0099], the user interface is “for the tasks associated
with Security or protection™; NOT for the images/ data received from the camera

by the mobile device’

(e) Inapplicant’s claim 1, the touch based user interface is for the “received

new-data”.

Note: See extract of office action reproduced below and applicant’s response:
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« (Hunter:

Hunter Pietruszka
[M‘Z_S] hr ary event, onee & data Lk ks bees esthlished, (90997 As shown in Pl 8 user biterface 814 is alsa
the imige caplure device may be aranged o pegodically caupled fo processor 830, User tutefce 884 £ s the
trapsnnt a frume gf‘j{m% data to the mobtle tlephone to be exchange ot wiommation with a user. FIG. § stows that wser
ansmitied, stoved or k“ﬂc‘“‘d\_u_‘ aceording o whether or aot intesizee 814 Wchades a wser input portion 820 and 2 user

ontput portion §22. User input portion 820 may wehde one
or more components thit allow & vser o input information.
fixamples of such components inciude keypads, iouch
sereens. and microphanes. User outpit portinn 822 allows a

the mobile elephone vser actually wishes o ansut fmage
daty at thar time, ¥a 3 profered ombodiment, the mohile
tedephone may comprise a selection swich which, when
actuubed, causes foage data to be sele stored o user o receive information from the device. Thus, user
trapseiticd across the telephone notwork, Thes, it the selee- wstput pumous 2 way inc Eudt v ‘:mmmnpuncuy suchias
gow swilch s not actuated, i dmage data is stowed o . Iixemplury
trapsuntied, and image data (i apy) seot from the image 15). and video
capture dovice 1 the mobile telephone s disvarded. Alter- R J““'“"“f’“ can “u““ i user 1 perlrn

patively or additisnally, there may be a means t wetivat IR Sty other things hose ey
atively o1 2 caally, there me & sneans  wotivate
AUVELY OF Adtiunaliy, i ¥or Cans W i o v aasociated with fhe secwrily or_prowction embodiments

Various 1

SOTAge or SISO OF 0REes fo i mabike tele desciibed herein, wehiding lor eximple selling o chaaging

a result of an operation of the camers, stch s a touch or ofiihe opsratioual ched, Unlocked. Selectve,
B ARG

voice copnpund. pRres) o Do dovice or other remote devices, entering or

changing passwords, and so fonk.

In Hunter [0025] the touch interface and
operation is on the Uswsva device and for the
ze taken on/by the camera.

»In Pietruszka [0099] the user interface is “for
the tasks associated with Secarity o
S \\

grotaction”. 8O for the images/ data received
from the camera by the mobile device, :

r In our claims the touch interface is on the
i Niabds device and is for the im 2
from the camera.

> In our claims the touch based user interface is
for the “received new-data”

+Two completely different devices and for two
completely different reasons.

Argument #4:

Furthermore, the office action states that paragraph [0037] and FIGS. 9A-9D of

Pietruszka teach the following limitation in claim 1:

“wherein the single mobile client application for the cryptographically
authenticated short-range wireless enabled cellular phone stores a user
authentication credential in the memory device of the cryptographically

authenticated short-range wireless enabled cellular phone”

Applicant respectfully disagrees and submits the following arguments:

Paragraph [0037] of Pietruszka discloses cryptographically authenticating a short-

range wireless device. In contrast, applicant’s claim 1 recites storing of website “user”
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authentication credentials on the mobile. Furthermore, FIGS. 9A-9D disclose that the

authentication is for the short-range wireless device and NOT for a website user.

Therefore, applicant submits that “Cryptographic authentication of a wireless
device” in Pietruszka is not same as “Website user authentication credentials” as recited

in applicant’s claim 1.

To illustrate the point with an example, a Facebook or YouTube website “‘user

authentication credential” is completely different from a cryptographic authentication

being performed between & by two devices such as a camera and a mobile phone.

Note: See extract of office action reproduced below and applicant’s response:

Pietraszka further waches eryptographically authenticating (Pietraszka: {00371 store

the user authentication credentiad in the second memory devige (Pletruszka fig. 9A-9D} and

[0037] A device that wishes to communicate only with a
trusted device can oryvptographically authenticate the iden-
tity of the other device. Trusted devices may also encrvpt
data exchanged over & wireless medium as an added secu-
aty. The encryption can however be turned off and passkeys
can be stored on the device's file system rather than the
Bluetooth component or chip itselfl Since the Bluetooth
address van be permanent, a pairing can be preserved even
if the Bluetooth name is changed. Enther device in g pairing
relationship may delete the pairing between the devices.
Dievices may require pairing or may prompt the user hefore
W remote device o utilize any or all or some of iy
SErVICEs,
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» In Pietruszka [0037] is talking about cryptographically authenticating a
short-range wireless device. Our Claim is about storing website “user”™
authentication credentials on the mobile!

» In Pietruszka [Fig 9A — 9D] make it clear that the authentication is for the
Previce and NUYY a website user

Cryptographic authentication of a wireiess device

Argument #5:

Furthermore, there is no motivation to combine (i) Phone call triggered data

capture event of Hunter with (i1) the Anti-Theft Pietruszka teaching.

ok ol ‘ Sendingnew-satacapuos Signal and Data
henet Anti Thaft i to only-one pre-cryplographically

Tri data i b ; ;
Triggered data { 4 gryptography suthenticated phane over pre-established
sapiure svam

aaired connsgtion

Argument #6:
Establishment of non-paired connection (Hunter)
VS

Establishment of paired short-range Wireless (Applicant)

The office action on page 7 states that Hunter teaches the step of acquiring new-

data after establishing the short-range paired wireless connection between the short-range
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wireless enabled data capture device and the short-range wireless enabled cellular phone.

Applicant disagrees and presents the following arguments.

Hunter prior art does NOT teach pairing or paired connection. There is NO
mention of word pair, pairing, paired in Hunter Specification. Short-range Pairing and
Paired wireless connection are terms of short-range wireless technology and have been
known and was used in the wireless industry for almost 10 years before the Cellspin
patent’s priority date of December 2007. Bluetooth wireless standard organization was
the first to introduce the term “Bluetooth” at the Blackberry technology consortium in
1998; see Exhibit C, also available at the link:
https://web.archive.org/web/20180525083558/https://www.bluetooth.com/about-us/our-

history. Furthermore, in 1999, the detailed Bluetooth 1.0 specification with pairing was
released; see Exhibit D attached to this response; also available at the link:

http://grouper.ieee.org/groups/802/15/Bluetooth/profile_10_b.pdf.

The concept of a paired connection, as established by the Bluetooth Special
Interest Group (Bluetooth SIG), became known and adopted by certain other industry
organizations creating short-range wireless technology for device connections, such as
WiFi Alliance and Zigbee Forum. In the context of short-range wireless connections, the
term “pairing” was adopted by the wireless industry almost 10 years before the Cellspin
patent’s priority date of December 2007. Drawing from short-range wireless industry’s
understanding of the term “paired connection” / pairing, the broadest reasonable
interpretation (BRI) of “paired connection” as understood by POSITA in Dec 2007, i.e.,

10 years after the term was introduced in the wireless lexicon is:

“bidirectional communications link between devices which provides for encrypted
data exchange between the devices, and the communication link can be

disconnected and reconnected without having to repeat pairing or authentication.”

Because short-range “pairing” is a well-understood term in the art, the applicant

followed Federal Court’s direction that the “patent need not teach, and preferably omits,
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what is well known in the art.” See McRO, Inc. v. Bandai Namco Games Am. Inc., 959
F.3d 1091, 1102 (Fed. Cir. 2020). In conformance with this guidance, the applicant cited
a version of “pairing” at least 50 times without explicitly defining it. Additionally, while
not explicitly defining “pairing,” the applicant provided guidance to a POSITA that short-
range “pairing” should conform to Bluetooth’s conception of the term, which was later
adopted when ZigBee and WiFi adopted pairing, making it the only definition applicable

to short-range paired wireless connections whether or not a Bluetooth Connection.

Argument #7:

Receiving or making Phone call trigger event (Hunter)
VS
NO such Phone call trigger event (Applicant)

The office action on page 6 states that Hunter teaches the step of acquiring new-
data after establishing the short-range paired wireless connection between the short-range
wireless enabled data capture device and the short-range wireless enabled cellular phone.

Applicant disagrees and presents the following arguments.

The sequence of events in Hunter is as follows:

) Mobile device generates a trigger event or signal in response to a phone
call received by the mobile device or a phone call made by the mobile

device.

(i) Send the trigger event or signal from the mobile device to the data capture

device.

(iii)  Only after receipt of the trigger event or signal from the mobile device, the
data capture device acquires new-data and transmits the same to the

mobile device for onward transfer to a website or web service.
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Firstly, in Hunter, there is NO pairing of the mobile device by the data capture

device. Next, there is NO cryptographic authentication of the mobile device by the data

capture device. Next, in Hunter, receipt of a phone call or an outgoing phone call is
required for the mobile device to generate a trigger event or signal to be sent to the data

capture device.

Next, in Hunter, the data capture device acquires new-data only after it receives

the trigger event or signal from the mobile device. This is in direct contrast to applicant’s

disclosure where a data capture device acquires new-data after a short-range paired

wireless connection is established with a cellular phone (without any phone call trigger

event from the cellular phone to the data capture device).
Next, in Hunter, the phone call trigger event is sent from the mobile device to the
data capture device. This is in direct contrast to applicant’s disclosure, where, after

acquiring the new-data, the data capture device sends a notification signal to the mobile

device informing the mobile device that it has acquired the new-data.
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{uy 1 Data Capture Device is “Sending” a Signal to the mobile device as
new-data is available

Argument #8:

Anti-Theft Pietruszka Setting based control of cryptographic pairing

between devices is NOT relevant in applicant’s scenario
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Pietruszka (“BLUETOOTH THEFT PROTECTION?”) discloses, inter alia, the

following:

(a) User pre-selects whether or not a wireless communications device is allowed

to establish a cryptographic pairing with a remote device.
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(b) Control whether the wireless communications device is able to establish a

cryptographic pairing with a remote device according to the pre-set operational

state; see Pietruszka claim 1, and Paragraph [0005].

Pietruszka teaches mainly a setting-based control of cryptographic pairing

between devices and it is not applicable in applicant’s scenario. Applicant is NOT using a

setting-based control for cryptographic pairing between devices.

Applicant is not implementing any Anti-theft technology. Applicant is not
interested in a car or a key fob, or someone else hacking the car to steal it or the car

accessories.

Pietruszka teaches mainly an Anti-theft technology and is not applicable in

applicant’s scenario. Applicant is NOT using pre-set operational state based

cryptographic pairing for Anti-Theft purposes for car or car accessories.

Furthermore, in Pietruszka, car or a key fob is “NOT a data capture device” and

does not send any data through the mobile phone to the internet.

In Pietruszka there is NO data capture device. Car or a key fob device described
in Pietruszka is used as a theft control device. The Car or a key fob device is NOT

capturing any data for transfer through the mobile device.

Furthermore, in Pietruszka, NO new-data is acquired for sending to the mobile
phone after establishing the short-range paired wireless connection. Pietruszka’s

invention is all about the theft protection based on pre-set operational state of the device

in its proximity.

Furthermore, there is NO Motivation to combine an anti-theft Pietruszka with

Hunter to capture data and send data to a website using a cellphone.
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In view of above arguments 2-8, applicant submits that Hunter, in view of

Pietruszka does not teach or suggest the following limitations in claim 1:

“a short-range wireless communication device configured to establish a short-
range paired wireless connection between the short-range wireless enabled data
capture device and a short-range wireless enabled cellular phone, wherein
establishing the short-range paired wireless connection comprises the short-range
wireless enabled data capture device cryptographically authenticating identity of

the short-range wireless enabled cellular phone;”

“said processor configured to acquire new-data in the short-range wireless
enabled data capture device using the data capture circuitry, wherein the new-data
is data acquired after establishing the short-range paired wireless connection
between the short-range wireless enabled data capture device and the short-range

wireless enabled cellular phone;”

Argument #9:

Sending an event notification and acquired new-data to a
cryptographically authenticated short-range wireless enabled cellular
phone over an established short-range paired wireless connection,
where sending the event notification comprises sending a signal to the
cryptographically authenticated short-range wireless enabled cellular

phone corresponding to the acquired new-data.

In claim 1, applicant discloses that after establishing the paired short-range
wireless connection between the data capture device and the cryptographically
authenticated short-range wireless enabled cellular phone, and after acquiring new-data,
the short-range wireless enabled data capture device sends the event notification and the
acquired new-data to the cryptographically authenticated short-range wireless enabled

cellular phone.
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The office action on page 7 states that paragraph [0013] of Hunter teaches:
“Sending an event notification to a cryptographically authenticated Bluetooth enabled

cellular phone”. Applicant disagrees and presents the following arguments.

Paragraph [0013] of Hunter states as follows: “programming a camera and a
communications device to recognize a trigger event; one of the camera and the
communications device recognizing occurrence of the trigger event, and communicating
with the other of the camera and the communications device by a wireless link
therebetween; transferring images between the camera and the communications device
over the wireless link; and transferring said images from the communications device on

to a data network through a data network interface.”

Hunter state machine is again reproduced below to explain paragraph [0013]:
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Firstly, in Hunter, there is NO cryptographic authentication of the mobile device
by the data capture device before the signal is sent or the data is sent. Next, in Hunter,

receipt of a phone call or an outgoing phone call is required for the mobile device to

generate a trigger event or signal to be sent to the data capture device.

Next, in Hunter, the data capture device acquires new-data only after it receives

the trigger event or signal from the mobile device. This is in direct contrast to applicant’s

disclosure where a data capture device acquires new-data after a short-range paired

wireless connection is established with a cellular phone (without any phone call trigger

event from the cellular phone to the data capture device).

Next, in Hunter, the phone call trigger event is sent from the mobile device to the
data capture device. Event Signal is sent in the opposite direction when compared to the
applicants claims. Direction of event signal is in direct contrast to applicant’s disclosure,
where, after acquiring the new-data, the data capture device sends a notification signal to

the mobile device informing the mobile device that it has acquired the new-data.

In contrast, applicant’s state machine is shown below.
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Therefore, it is clear that the trigger notification in Hunter is not the same as the
event notification in applicant’s disclosure. Furthermore, in Hunter, receipt of a phone
call or an outgoing phone call is required for the mobile device to generate the trigger
event to be sent to the camera. Furthermore, in Hunter, the camera acquires new-data
only after it receives the trigger event or signal from the mobile device. This is in direct
contrast to applicant’s disclosure where the data capture device acquires new-data
immediately after the paired short-range wireless connection is established (without any
phone call trigger event from the mobile device). Furthermore, in Hunter, the trigger
event or signal is sent from the mobile device to the camera, and image capture occurs

after receiving the trigger event. This is in direct contrast to applicant’s disclosure, where,
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after acquiring the new-data, the data capture device sends the notification signal to the

mobile device informing the mobile device that it has acquired the new-data.

Argument #10:

Phone call Trigger event in Hunter (see paragraphs [0036], [0038],
[0043]) over NON paired connection

As illustrated before, in Hunter, there is no cryptographic authentication of the
mobile device by the camera. Furthermore, in Hunter, receipt of a phone call or an
outgoing phone call is required for the mobile device to generate the trigger event or
signal to be sent to the camera. Furthermore, in Hunter, the camera acquires the new-data
only after it receives the trigger event or signal from the mobile device. This is in direct
contrast to applicant’s disclosure where the data capture device acquires the new-data
immediately after a paired short-range wireless connection is established (without any
phone call trigger event from the mobile device). Furthermore, in Hunter, the phone call
trigger event or signal is sent from the mobile device to the camera. This is in direct
contrast to applicant’s disclosure, where, after acquiring the new-data, the data capture

device sends the notification signal and the acquired new-data to the mobile device.

In view of above arguments 9-10, and in view of argument 1, applicant submits
that Hunter, in view of Pietruszka does not teach or suggest the following limitation in

claim 1:

“said processor further configured to send an event notification and the acquired
new-data to the cryptographically authenticated short-range wireless enabled
cellular phone over the established short-range paired wireless connection
automatically, wherein the event notification corresponds to the acquired new-
data and comprises sending a signal to the cryptographically authenticated short-
range wireless enabled cellular phone, wherein the cryptographically

authenticated short-range wireless enabled cellular phone is configured to listen to
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the event notification and receive the new-data over the established short-range
paired wireless connection, wherein a single mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone is
configured to process the event notification and store the received new-data in a
memory device of the cryptographically authenticated short-range wireless
enabled cellular phone, wherein the single mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone stores
a user authentication credential in the memory device of the cryptographically
authenticated short-range wireless enabled cellular phone, wherein the single
mobile client application for the cryptographically authenticated short-range
wireless enabled cellular phone is configured to use HI'TP to upload the received
new-data and the user authentication credential to a user data publishing website
over a cellular data network, wherein the upload is based on a timer setting on the
single mobile client application, wherein the timer setting is at least one of no
wait automatic, wait X minutes automatic, and wait for user input, and wherein
the single mobile client application for the cryptographically authenticated short-
range wireless enabled cellular phone provides a touch based GUI for the received

new-data.”

Argument #11:

None of the cited prior art show the Claim 12 Polling limitation of:

Short-range wireless enabled cellular phone sends a polling request to a
short-range wireless enabled data capture device, over an established paired
short-range wireless connection, to detect new-data for transfer from the
short-range wireless enabled data capture device to the paired and

cryptographically authenticated short-range wireless enabled cellular phone

As illustrated before, in Hunter, receipt of a phone call or an outgoing phone call

is required for the mobile device to generate the trigger event or signal to be sent to the
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camera. Furthermore, in Hunter, the camera acquires the new-data only after it receives
the trigger event or signal from the mobile device. In contrast, in applicant’s disclosure,
the polling request from the mobile phone to the camera is for detecting already acquired

new data.

In view of above argument 11, applicant submits that Hunter, in view of

Pietruszka does not teach or suggest the following limitation in claim 12:

“a polling request from a single mobile client application on the short-range
wireless enabled cellular phone, over the established paired short-range wireless
connection, wherein the polling request is for the new-data, wherein the single
mobile client application on the short-range wireless enabled cellular phone is
configured to detect the new-data for transfer from the short-range wireless
enabled data capture device to the paired and the cryptographically authenticated

short-range wireless enabled cellular phone;”

Summary

Applicant’s state machine
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In view of the above arguments, Hunter, in view of Pietruszka does not teach or
suggest all the limitations in claims 1 and 12. Furthermore, claims 1, 4, 8 and 12 are
analogous to each other. Therefore, claims 1, 4, 8 and 12 are non-obvious over Hunter, in
view of Pietruszka. Applicant therefore respectfully requests that the rejection of claims

1,4, 8 and 12 under pre-AIA 35 U.S.C. 103(a) be reconsidered and withdrawn.
Claims 2-3 are dependent on claim 1; claims 5-6 are dependent on claim 4; claim
9 is dependent on claim 8; claim 13 is dependent on claim 12. Applicant therefore

respectfully submits that dependent claims 2-3, 5-6, 9 and 13 are also non-obvious over

Hunter, in view of Pietruszka. Applicant therefore respectfully requests that the rejection
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of claims 2-3, 5-6, 9 and 13 under pre-AIA 35 U.S.C. 103(a) be reconsidered and

withdrawn.

The office action further states: “Claim 7 & 14 is/are rejected under pre-AIA 35
U.S.C. 103(a) as being unpatentable over Hunter US 20040005915 in view of
Pietruszka US 20070226778 further in view of Risbood US20070111748.”

In an earlier part of this response, arguments were presented to show that the
following limitations in amended claim 1 are not taught or suggested by Hunter, in view

of Pietruszka:

“a short-range wireless communication device configured to establish a short-
range paired wireless connection between the short-range wireless enabled data
capture device and a short-range wireless enabled cellular phone, wherein
establishing the short-range paired wireless connection comprises the short-range
wireless enabled data capture device cryptographically authenticating identity of

the short-range wireless enabled cellular phone;”

“said processor configured to acquire new-data in the short-range wireless
enabled data capture device using the data capture circuitry, wherein the new-data
is data acquired after establishing the short-range paired wireless connection
between the short-range wireless enabled data capture device and the short-range

wireless enabled cellular phone;”

“said processor further configured to send an event notification and the acquired
new-data to the cryptographically authenticated short-range wireless enabled
cellular phone over the established short-range paired wireless connection
automatically, wherein the event notification corresponds to the acquired new-
data and comprises sending a signal to the cryptographically authenticated short-
range wireless enabled cellular phone, wherein the cryptographically

authenticated short-range wireless enabled cellular phone is configured to listen to
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the event notification and receive the new-data over the established short-range
paired wireless connection, wherein a single mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone is
configured to process the event notification and store the received new-data in a
memory device of the cryptographically authenticated short-range wireless
enabled cellular phone, wherein the single mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone stores
a user authentication credential in the memory device of the cryptographically
authenticated short-range wireless enabled cellular phone, wherein the single
mobile client application for the cryptographically authenticated short-range
wireless enabled cellular phone is configured to use HI'TP to upload the received
new-data and the user authentication credential to a user data publishing website
over a cellular data network, wherein the upload is based on a timer setting on the
single mobile client application, wherein the timer setting is at least one of no
wait automatic, wait X minutes automatic, and wait for user input, and wherein
the single mobile client application for the cryptographically authenticated short-
range wireless enabled cellular phone provides a touch based GUI for the received

new-data.”

Risbood does not remedy the deficiencies in a combination of Hunter and
Pietruszka. Therefore, the following limitations in amended claim 1 are not taught or

suggested by Hunter, in view of Pietruszka and Risbood:

“a short-range wireless communication device configured to establish a short-
range paired wireless connection between the short-range wireless enabled data
capture device and a short-range wireless enabled cellular phone, wherein
establishing the short-range paired wireless connection comprises the short-range
wireless enabled data capture device cryptographically authenticating identity of

the short-range wireless enabled cellular phone;”
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“said processor configured to acquire new-data in the short-range wireless
enabled data capture device using the data capture circuitry, wherein the new-data
is data acquired after establishing the short-range paired wireless connection
between the short-range wireless enabled data capture device and the short-range

wireless enabled cellular phone;”

“said processor further configured to send an event notification and the acquired
new-data to the cryptographically authenticated short-range wireless enabled
cellular phone over the established short-range paired wireless connection
automatically, wherein the event notification corresponds to the acquired new-
data and comprises sending a signal to the cryptographically authenticated short-
range wireless enabled cellular phone, wherein the cryptographically
authenticated short-range wireless enabled cellular phone is configured to listen to
the event notification and receive the new-data over the established short-range
paired wireless connection, wherein a single mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone is
configured to process the event notification and store the received new-data in a
memory device of the cryptographically authenticated short-range wireless
enabled cellular phone, wherein the single mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone stores
a user authentication credential in the memory device of the cryptographically
authenticated short-range wireless enabled cellular phone, wherein the single
mobile client application for the cryptographically authenticated short-range
wireless enabled cellular phone is configured to use HTTP to upload the received
new-data and the user authentication credential to a user data publishing website
over a cellular data network, wherein the upload is based on a timer setting on the
single mobile client application, wherein the timer setting is at least one of no
wait automatic, wait X minutes automatic, and wait for user input, and wherein
the single mobile client application for the cryptographically authenticated short-
range wireless enabled cellular phone provides a touch based GUI for the received

new-data.”
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Claim 1 is therefore non-obvious over Hunter, in view of Pietruszka, further in
view of Risbood. Claim 12 is analogous to claim 1. Therefore, claim 12 is therefore non-
obvious over Hunter, in view of Pietruszka, further in view of Risbood. Claims 7 and 14
are dependent on claims 1 and 12 respectively. Since claims 1 and 12 are non-obvious
over Hunter, in view of Pietruszka, further in view of Risbood, dependent claims 7 and
14 are also non-obvious over Hunter, in view of Pietruszka, further in view of Risbood.
Applicant therefore respectfully requests that the rejection of claims 7 and 14 under pre-

AIA 35 U.S.C. 103(a) be reconsidered and withdrawn.

Furthermore, in view of “After Final Consideration Pilot 2.0 (AFCP 2.0) request”
not being accepted, applicant submits, along with this response, a “Request for Continued

Examination (RCE)” in compliance with 37 CFR 1.114, along with the RCE fee.

Conclusion

Applicant respectfully requests that a timely Notice of Allowance be issued in this
case. In the interest of compact prosecution, if the prosecution of the application can be
advanced, applicant requests Examiner Nooristany to call the undersigned with the

proposed amendment.

Respectfully submitted,

Date: September 01, 2021 /Ash tankha/
Ashok Tankha
Attorney For Applicant
Reg. No. 33,802

Correspondence Address

Ashok Tankha

Lipton, Weinberger & Husick

36 Greenleigh Drive

Sewell, NJ 08080

Fax: 856-374-0246

Phone: 856-266-5145

Email: ash@ipprocurement.com
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SULAIMAN NOORISTANY _

Primary Examiner Telephonic
Ashok Tankha Attorney
Gurvinder Singh Inventor

Date of Interview: 05 August 2021

Issues Discussed:

Proposed Amendment(s)

During the interview, an overview of the invention was presented and proposed claim amendments were
discussed, which Examiner indicated appear to overcome the outstanding grounds of rejection and put
the application in forward status. However, no formal agreement was reached during the interview

/SULAIMAN NOORISTANY/
Primary Examiner, Art Unit 2415

Applicant is reminded that a complete written statement as to the substance of the interview must be made of record in
the application file. It is the applicants responsibility to provide the written statement, unless the interview was initiated
by the Examiner and the Examiner has indicated that a written summary will be provided. See MPEP 713.04

Please further see:

MPEP 713.04

Title 37 Code of Federal Regulations (CFR) § 1.133 Interviews, paragraph (b)

37 CFR § 1.2 Business to be transacted in writing

Applicant recordation instructions: The formal written reply to the last Office action must include the substance of the
interview. (See MPEP section 713.04). If a reply to the last Office action has already been filed, applicant is given a
non-extendable period of the longer of one month or thirty days from this interview date, or the mailing date of this
interview summary form, whichever is later, to file a statement of the substance of the interview.

Examiner recordation instructions: Examiners must summarize the substance of any interview of record. A complete
and proper recordation of the substance of an interview should include the items listed in MPEP 713.04 for complete
and proper recordation including the identification of the general thrust of each argument or issue discussed, a general
indication of any other pertinent matters discussed regarding patentability and the general results or outcome of the
interview, to include an indication as to whether or not agreement was reached on the issues raised.

U.S. Patent and Trademark Office
PTOL-413/413b (Rev. Oct. 2019) Interview Summary Paper No. 20210805
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Application No. Applicant(s)
Aavisory Action 16/532,507 Singh et al.
Before the Filing of an Appeal Brief |Examiner Art Unit AIA (FITF) Status
SULAIMAN NOORISTANY 2415 No

--The MAILING DATE of this communication appears on the cover sheet with the correspondernce address --

THE REPLY FILED 22 July 2021 FAILS TO PLACE THIS APPLICATION IN CONDITION FOR ALLOWANCE.
NO NOTICE OF APPEAL FILED
1. The reply was filed after a final rejection. No Notice of Appeal has been filed. To avoid abandonment of this application, applicant must timely file
one of the following replies: (1) an amendment, affidavit, or other evidence, which places the application in condition for allowance;
(2) a Notice of Appeal (with appeal fee) in compliance with 37 CFR 41.31; or (3) a Request for Continued Examination (RCE) in compliance with
37 CFR 1.114 if this is a utility or plant application. Note that RCEs are not permitted in design applications. The reply must be filed within one of
the following time periods:
a) O The period for reply expires months from the mailing date of the final rejection.
b) The period for reply expires on: (1) the mailing date of this Advisory Action; or (2) the date set forth in the final rejection, whichever is later.
In no event, however, will the statutory period for reply expire later than SIX MONTHS from the mailing date of the final rejection.
c) Oa prior Advisory Action was mailed more than 3 months after the mailing date of the final rejection in response to a first after-final reply filed
within 2 months of the mailing date of the final rejection.The current period for reply expires months from the mailing date of
the prior Advisory Action or SIX MONTHS from the mailing date of the final rejection, whichever is earlier.
Examiner Note: If box 1 is checked, check either box (a), (b) or (¢). ONLY CHECK BOX (b) WHEN THIS ADVISORY ACTION IS THE
FIRST RESPONSE TO APPLICANTS FIRST AFTER-FINAL REPLY WHICH WAS FILED WITHIN TWO MONTHS OF THE FINAL
REJECTION. ONLY CHECK BOX (c) IN THE LIMITED SITUATION SET FORTH UNDER BOX (c). See MPEP 706.07(f).

Extensions of time may be obtained under 37 CFR 1.136(a). The date on which the petition under 37 CFR 1.136(a) and the appropriate
extension fee have been filed is the date for purposes of determining the period of extension and the corresponding amount of the fee. The
appropriate extension fee under 37 CFR 1.17(a) is calculated from: (1) the expiration date of the shortened statutory period for reply originally
set in the final Office action; or (2) as set forth in (b) or (¢) above, if checked. Any reply received by the Office later than three months after the
mailing date of the final rejection, even if timely filed, may reduce any earned patent term adjustment. See 37 CFR 1.704(b).
NOTICE OF APPEAL
2. {J The Notice of Appeal was filed on . A brief in compliance with 37 CFR 41.37 must be filed within two months of the date of filing the Notice
of Appeal (37 CFR 41.37(a)), or any extension thereof (37 CFR 41.37(e)), to avoid dismissal of the appeal. Since a Notice of
Appeal has been filed, any reply must be filed within the time period set forth in 37CFR 41.37(a).
AMENDMENTS
3. The proposed amendments filed after a final rejection, but prior to the date of filing a brief, will not be entered because
a) d They raise new issues that would require further consideration and/or search (see NOTE below);
b) ] They raise the issue of new matter (see NOTE below);
c) O They are not deemed to place the application in better form for appeal by materially reducing or simplifying the issues for
appeal; and/or
d) ] They present additional claims without canceling a corresponding number of finally rejected claims.
NOTE: (See 37CFR 1.116 and 41.33(a)).

4. [] The amendments are not in compliance with 37CFR 1.121. See attached Notice of Non-Compliant Amendment (PTOL-324).

5. Applicants reply has overcome the following rejection(s):

6. Newly proposed or amended claim(s) would be allowable if submitted in a separate, timely filed amendment canceling the non-allowable

claim(s).
7. For purposes of appeal, the proposed amendment(s):(a)will not be entered, or (b)[jwill be entered, and an explanation of how the
new or amended claims would be rejected is provided below or appended.

AFFIDAVIT OR OTHER EVIDENCE

8.(JA declaration(s)/affidavit(s) under 37 CFR 1.130(b) was/were filed on

9. [] The affidavit or other evidence filed after final action, but before or on the date of filing a Notice of Appeal will not be entered because applicant
failed to provide a showing of good and sufficient reasons why the affidavit or other evidence is necessary and was not earlier presented. See 37
CFR 1.116(e).

10. (0 The affidavit or other evidence filed after the date of filing the Notice of Appeal, but prior to the date of filing a brief, will not be entered because
the affidavit or other evidence failed to overcome all rejections under appeal and/or appellant fails to provide a showing of good and sufficient
reasons why it is necessary and was not earlier presented. See 37 CFR 41.33(d)(1).

11. (0 The affidavit or other evidence is entered. An explanation of the status of the claims after entry is below or attached.

REQUEST FOR RECONSIDERATION/OTHER

12. The request for reconsideration has been considered but does NOT place the application in condition for allowance because:

See Continuation Sheet.

13. [(J Note the attached Information Disclosure Statements). (PTO/SB/08) Paper No(s).
14. ) Other: PTO-2323.
STATUS OF CLAIMS
15. The status of the claim(s) is (or will be) as follows:

Claim(s) allowed:

Claim(s) objected to: .

Claim(s) rejected:1-9 and 12-14.

Claim(s) withdrawn from consideration:

S
S

/SULAIMAN NOORISTANY/
Primary Examiner, Art Unit 2415

U.S. Patent and Trademark Office
PTOL-303 (Rev. 08-2013) Advisory Action Before the Filing of an Appeal Brief Paper No. 20210726
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Continuation Sheet (PTOL-303) Application No. 16/532,507

Continuation of REQUEST FOR RECONSIDERATION/OTHER 12. The request for reconsideration has
been considered but does NOT place the application in condition for allowance because: Response to
Arguments

Applicant's arguments filed on 07/22/21 have been fully considered but they are not persuasive.

Applicant Argument:

Regarding first paragraph of 35 U.S.C. 112 rejection, Applicant is suggesting for support to some page
Nos. 5, 7, 9 and Figure 2 and Figure 4 of US Non-provisional patent application serial number 11/901,802.

Response to Arguments:

With respect to the above argument, Examiner would like to draw attention that the US Non-provisional
patent application serial number 11/901,802 or any other cross reference related Applications does not
support the limitation "use HTTP to send user preference to the user data publishing website over the
cellular data network" as recited in claim 7 & 14. Thus, the Examiner maintains the rejection.

Applicant Argument: 1

Prior art failed to teach said processor further configured to send an event notification and the acquired
new-data to the cryptographically authenticated short-range wireless enabled cellular phone over the
established short-range paired wireless connection automatically, wherein the event notification
corresponds to the acquired new-data and comprises sending a signal to the cryptographically
authenticated short-range wireless enabled cellular phone.

Response to Arguments:

In addition, the Examiner would like to draw attention to (fig. 1, [0013]) of Hunter, for example:
programming a camera and a communications device to recognize a trigger event; one of the camera and
the communications device recognizing occurrence of the trigger event, and communicating with the other
of the camera and the communications device by a wireless link therebetween.... The Examiner further
would like to draw attention to ([0017-0027, 0036-0037-0038]) of Hunter, for example - After the data link
is established, the camera 10 can transmit (via the wireless communication link 16), in response to a
trigger event, video or still image data representative of images stored in or being captured thereby, either
continuously or periodically, for receipt by the mobile telephone [0038] (herein it's considered same as
said processor further configured to send an event notification and the acquired new-data to the
cryptographically authenticated short-range wireless enabled cellular phone over the established
short-range paired wireless connection automatically, wherein the event notification corresponds to the
acquired new-data and comprises sending a signal to the cryptographically authenticated short-range
wireless enabled cellular phone).

Applicant Argument: 2
Prior art failed to teach “wherein the mobile client application for the cryptographically authenticated
short-range wireless enabled cellular phone provides a touch based GUI for the received new-data”

Response to Arguments:

In addition, the Examiner would like to draw attention to (fig. 8, 9A-9D, [0099-0110]) of Pietruszka, for
example: As shown in FIG. 8, user interface 814 is also coupled to processor 810. User interface 814
facilitates the exchange of information with a user. FIG. 8 shows that user interface 814 includes a user
input portion 820 and a user output portion 822. User input portion 820 may include one or more
components that allow a user to input information. Examples of such components include keypads, touch
screens, and microphones. User output portion 822 allows a user to receive information from the device.
Thus, user output portion 822 may include various components, such as a display, and one or more audio
speakers. Exemplary displays include liquid crystal displays (LCDs), and video displays. The user
interface 814 can allow a user to perform various tasks including among other things those tasks
associated with the security or protection embodiments described herein, including for example setting or
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changing of the operational state (e.g., Locked, Unlocked, Selective, etc.) of the device or other remote
devices, entering or changing passwords, and so forth...... (herein it's considered same as wherein the
mobile client application for the cryptographically authenticated short-range wireless enabled cellular
phone provides a touch based GUI for the received new-data).

Applicant Argument: 3-5

Prior art failed to teach pairing short range wireless or away from permanent paired short-range wireless
connection and cryptographic pairing between devices

Response to Arguments:

With respect to the above argument, Examiner would like to draw attention to that it is the claims that
define the claimed invention, and it is claims, not specifications that are anticipated or unpatentable.
Constant v. Advanced Micro-Devices Inc., 7 USPQ2d 1064.

In addition, the Examiner would like to draw attention to (fig. 1, [0017-0027, 0036-0037]) of Hunter, for
example: when the mobile telephone is switched on, it may transmit a signal for receipt and
acknowledgement by the camera 10 to establish a data link between the two units. Alternatively, the
camera 10 may periodically transmit a signal which is received and acknowledged by the mobile
telephone 20 to establish a data link between the two units when it is switched on and/or comes within a
predetermined distance of the camera 10.

The Examiner further would like to draw attention to ([0037]) of Hunter, for example: a device that wishes
to communicate only with a trusted device can cryptographically authenticate the identity of the other
device. Trusted devices may also encrypt data exchanged over a wireless medium as an added security.
The encryption can however be turned off and passkeys can be stored on the device's file system rather
than the Bluetooth component or chip itself. Since the Bluetooth address can be permanent, a pairing can
be preserved even if the Bluetooth name is changed. Either device in a pairing relationship may delete the
pairing between the devices. Devices may require pairing or may prompt the user before it allows a
remote device to utilize any or all or some of its services (herein it's considered same as paired
short-range wireless connection and cryptographic pairing between devices).

Furthermore, the Examiner would like to draw attention to (fig. 1-9) of Pietruszka, for example: Accordingly
, FIG. 1 is a diagram of an exemplary operational environment 100. This environment includes one or
more wireless communications devices (WCDs), such as WCD 110 and WCD 120, which can establish
trusted relationships with each other or with other devices to facilitate subsequent wireless
communications between the trusted devices and/or set or change an operational state of device
pertaining to the handling of the establishment of trusted relationships with other devices. As shown, WCD
110 includes operational state(s) which control its ability to establish a trusted relationship with other
devices, such as WCD 120 or other devices. As shown by reference to numeral 112, the operational
states may include a locked state to prevent (or prohibit) establishing of a trusted relationship with a
remote device or an unlocked state to allow establishing of a trusted relationship with a remote device.
Other operational states may also be included such as a selective state, e.g., selective locked or selective
unlocked, in which a particular subset or type of device, which may be defined by some discernable
category or characteristic (e.g., manufacturer, type of device, and so forth), may be allowed or prevented
from establishing a trusted relationship. The operational states may be implemented through a security
application resident in one or both of WCD 110, 120 (herein it's considered same as paired short-range
wireless connection and cryptographic pairing between devices).

Applicant Argument: 6
Prior art failed to teach receiving or making Phone call trigger even vs NO such Phone call trigger event.

Response to Arguments:

In addition, the Examiner would like to draw attention to (fig. 1, [0013]) of Hunter, for example:
programming a camera and a communications device to recognize a trigger event; one of the camera and
the communications device recognizing occurrence of the trigger event, and communicating with the other
of the camera and the communications device by a wireless link therebetween (herein it's considered
same as sending a signal to the cryptographically authenticated short-range wireless enabled cellular

73



Continuation Sheet (PTOL-303) Application No. 16/532,507

phone corresponding to the acquired new-data).

Applicant Argument: 7

Prior art failed to teach setting based control of cryptographic pairing between devices in NOT relevant in
application’s scenario

Response to Arguments:

The Examiner further would like to draw attention to ([0017-0027, 0036-0037-0038]) of Hunter, for
example - After the data link is established, the camera 10 can transmit (via the wireless communication
link 16), in response to a trigger event, video or still image data representative of images stored in or being
captured thereby, either continuously or periodically, for receipt by the mobile telephone [0038].

In addition, the Examiner would like to draw attention to (fig. 1-9, [0024-0025]) of Pietruszka, for example:
Accordingly, FIG. 1 is a diagram of an exemplary operational environment 100. This environment includes
one or more wireless communications devices (WCDs), such as WCD 110 and WCD 120, which can
establish trusted relationships with each other or with other devices to facilitate subsequent wireless
communications between the trusted devices and/or set or change an operational state of device
pertaining to the handling of the establishment of trusted relationships with other devices. As shown, WCD
110 includes operational state(s) which control its ability to establish a trusted relationship with other
devices, such as WCD 120 or other devices. As shown by reference to numeral 112, the operational
states may include a locked state to prevent (or prohibit) establishing of a trusted relationship with a
remote device or an unlocked state to allow establishing of a trusted relationship with a remote device.
Other operational states may also be included such as a selective state, e.g., selective locked or selective
unlocked, in which a particular subset or type of device, which may be defined by some discernable
category or characteristic (e.g., manufacturer, type of device, and so forth), may be allowed or prevented
from establishing a trusted relationship. The operational states may be implemented through a security
application resident in one or both of WCD 110, 120 (herein it's considered same as cryptographically
authenticated short-range wireless that is based control of cryptographic pairing between devices in
relevant in application’s scenario).

Applicant Argument: 8-9

Prior art failed to teach Sending an event notification and acquired new-data to a cryptographically
authenticated short-range wireless enabled cellular phone over an established short-range paired wireless
connection, where sending the event notification comprises sending a signal to the cryptographically
authenticated short-range wireless enabled cellular phone corresponding to the acquired new-data.

Response to Arguments:

In addition, the Examiner would like to draw attention to (fig. 1, [0013]) of Hunter, for example:
programming a camera and a communications device to recognize a trigger event; one of the camera and
the communications device recognizing occurrence of the trigger event, and communicating with the other
of the camera and the communications device by a wireless link therebetween (herein it's considered
same as Sending an event notification and acquired new-data to a cryptographically authenticated
short-range wireless enabled cellular phone over an established short-range paired wireless connection,
where sending the event notification comprises sending a signal to the cryptographically authenticated
short-range wireless enabled cellular phone corresponding to the acquired new-data).

In addition, the Examiner would like to draw attention to (fig. 1, [0017-0027, 0036-0037]) of Hunter, for
example: when the mobile telephone is switched on, it may transmit a signal for receipt and
acknowledgement by the camera 10 to establish a data link between the two units. Alternatively, the
camera 10 may periodically transmit a signal which is received and acknowledged by the mobile
telephone 20 to establish a data link between the two units when it is switched on and/or comes within a
predetermined distance of the camera 10.

The Examiner further would like to draw attention to ([0037]) of Hunter, for example: a device that wishes
to communicate only with a trusted device can cryptographically authenticate the identity of the other
device. Trusted devices may also encrypt data exchanged over a wireless medium as an added security.
The encryption can however be turned off and passkeys can be stored on the device's file system rather
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than the Bluetooth component or chip itself. Since the Bluetooth address can be permanent, a pairing can
be preserved even if the Bluetooth name is changed. Either device in a pairing relationship may delete the
pairing between the devices. Devices may require pairing or may prompt the user before it allows a
remote device to utilize any or all or some of its services...

The Examiner further would like to draw attention to ([0017-0027, 0036-0037-0038]) of Hunter, for
example - After the data link is established, the camera 10 can transmit (via the wireless communication
link 16), in response to a trigger event, video or still image data representative of images stored in or being
captured thereby, either continuously or periodically, for receipt by the mobile telephone (herein it's
considered same as Sending an event notification and acquired new-data to a cryptographically
authenticated short-range wireless enabled cellular phone over an established short-range paired wireless
connection, where sending the event notification comprises sending a signal to the cryptographically
authenticated short-range wireless enabled cellular phone corresponding to the acquired new-data).

Applicant Argument: 10
Prior art failed to teach use HTTP to transfer new-data and a user authentication credential to website

Response to Arguments:

In addition, the Examiner would like to draw attention to (fig. 1, [0009, 0031, 0041]) of Hunter, for example:
it is known for mobile telephones to support data instead of or as well as voice calls, in which case the
present invention can be taken to relate also to the establishment of a data link or the initiation of data
transmission as a result of use of a telephone to access a data service, e.g. an internet page such as a
photo website or a photo printing service (herein it's considered same as use HTTP to transfer new-data
and a user authentication credential to website).

Applicant Argument: 11

Prior art failed to teach the Claim 12 Polling limitation of: Short-range wireless enabled cellular phone
sends a polling request to a short-range wireless enabled data capture device, over an established paired
short-range wireless connection, to detect new-data for transfer from the short-range wireless enabled
data capture device to the paired and cryptographically authenticated short-range wireless enabled
cellular phone

Response to Arguments:

The Examiner would like to draw attention to (fig. 1, [0013]) of Hunter, for example: programming a
camera and a communications device to recognize a trigger event; one of the camera and the
communications device recognizing occurrence of the trigger event, and communicating with the other of
the camera and the communications device by a wireless link therebetween..

The Examiner further would like to draw attention to ([0017-0027, 0036-0037-0038]) of Hunter, for
example - After the data link is established, the camera 10 can transmit (via the wireless communication
link 16), in response to a trigger event, video or still image data representative of images stored in or being
captured thereby, either continuously or periodically, for receipt by the mobile telephone [0038] (herein it's
considered same as the Claim 12 Polling limitation of...)

Thus, for the above reason, the prior art meet the claim limitation.

The examiner stresses that the claims are too broad and require detail or specialization of the steps as
recited in the claims. Alone and as claimed, the limitations are too open.

Examiner has cited particular portions of the references as applied to each claim limitation for the
convenience of the applicant. Although the specified citations are representative of the teachings of the art
and are applied to the specific limitations within the individual claim, other passages and figures may apply
as well. It is respectfully requested from the applicant in preparing responses, to fully consider the
references in entirety as potentially teaching all or part of the claimed invention, as well as the context of
the passage as taught by the prior art or disclosed by the Examiner.

Regarding all other arguments presented by applicant, the arguments are substantially the same as those
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which have already been addressed above and in the interest of brevity; the Examiner directs the
applicant to those responses above.
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Application No. Applicant(s)

AFCP 2 0 16/5632,507 Singh et al.

DeCiSion Examiner Art Unit AlA (FITF) Status

SULAIMAN NOORISTANY 2415 No

This is in response to the After Final Consideration Pilot request filed 22 July 2021.

1. Improper Request — The AFCP 2.0 request is improper for the following reason(s) and the after final amendment submitted with
the request will be treated under pre-pilot procedure.
(3 An AFCP 2.0 request form PTO/SB/434 (or equivalent document) was not submitted.
(J A non-broadening amendment to at least one independent claim was not submitted.

(J The request is not the first proper AFCP 2.0 request submitted in response to the most recent final
rejection.

O other:
2. Proper Request

A. After final amendment submitted with the request will not be treated under AFCP 2.0.
The after final amendment cannot be reviewed and a search conducted within the guidelines of the pilot program.

The after final amendment will be treated under pre-pilot procedure.

B. Updated search and/or completed additional consideration.
The examiner performed an updated search and/or completed additional consideration of the after final amendment
within the time authorized for the pilot program. The result(s) of the updated search and/or completed additional
consideration are:

(J 1. All of the rejections in the most recent final Office action are overcome and a Notice of Allowance is
issued herewith.

(3 2. The after final amendment would not overcome all of the rejections in the most recent final Office action
. See attached interview summary for further details.

(3 3. The after final amendment was reviewed, and it raises a new issue(s). See attached interview summary
for further details.

(3 4. The after final amendment raises new issues, but would overcome all of the rejections in the most recent
final Office action. A decision on determining allowability could not be made within the guidelines of the
pilot. See attached interview summary for further details, including any newly discovered prior art.

(35. Other:

Examiner Note: Please attach an interview summary when necessary as described above.

U.S.Patent and Trademark Office
PTOL-2323 (Rev. 10-14) AFCP 2.0 Decision Part of Paper No. 20210726
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DG NOT ENTER: /85.W/

IN THE UNITED STATES PATENT AND TRADEMARK OFFICE

In re. application of:

Gurvinder Singh

Application No.: 16/532,507 Examiner: Nooristany, Sulaiman

Filed: 08/06/2019 Art Unit: 2415

Applicant: Cellspinsoft Inc. Atty. Docket no.: CellSpin_04Conl17_US

Title: Automatic Multimedia Upload
For Publishing Data And Multimedia Content

Mail Stop Amendment
Commissioner for Patents
P.O. Box 1450

Alexandria, VA 22313-1450

Response under “After Final Consideration Pilot Program 2.0”

Examiner Nooristany:

In response to the final office action mailed June 08, 2021, please amend the
above-referenced application as follows:

Amendments to the claims are listed on page 2 of this response.

Remarks begin on page 11 of this response.
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Doc Code: ANEAFCP
Document Description: After Final Consideration Pilot Program Reguest

PTO/SB/434 {12-20}

CERTIFICATION AND REQUEST FOR CONSIDERATION UNDER THE
AFTER FINAL CONSIDERATION PILOT PROGRAM 2.0

Practitionar Docket No.: Application No.: Filing Date:
CellSpin_04Con17_US 18/532,507 08/06/2018

First Named inventorn: Title:

Gurvinder Smgh Automatic Multimedia Upload For Publishing Data And Multimedia Content

APPLICANT HEREBY CERTIFIES THE FOLLOWING AND REGUESTS CONSIDERATION UNDER THE AFTER FINAL CONSIDERATION PILOT
PROGRAM 2.0 (AFCP 2.0} OF THE ACCOMPANYING RESPONSE UNDER 37 CFR 1.116,

£

1. The above-identified application is {i} an original utility, plant, or design nonprovisional application filed under
f v g { f
35 U.S.C. 11143} [a continuing agplication {e.g., a continuation or sional apglication) is filed under 35 US.C. 111{a} and is
gible under {i}], or {il) an international application that has entered the national stage in compliance with 35 U.S.C. 374{c}.

3

2. The above-identified application contains an ocutstanding final rejection.

3 Submitted herewith is a response under 37 CFR 1,116 to the cutstanding final rejection. The response includes an
amendment to at least one independent claim, and the amendment does not broaden the scope of the independent ciai
any aspect.

4. This certification and reguest for consideration under AFCP 2.0 is the only AFCP 2.0 certification and request filed in
1al rejection.

response to the outstanding

5. Applicant is willing and available to participate in any interview requasted by the examiner concerning the present response.

& This certification and reguest is being filed electronically using the Office’s electronic filing system {EFS-Webj).

7 Any fees that would be necessary consistent with current practice concerning responses after final rejection under 37 CFR
1.115, e.g., extension of time fees, are being concurrently filed herewith. [There is no additional fee reguired to request
consideration under AFCP 2.0.]

8. By f

this certification and reguest, applicant acknowledges the following:
® Reissue applications and reexamination groceedi re not eligible to ate in AFCP 2.0,
® The examiner will verify that the AFCP 2.0 submission is compliant, f.e., that the reguirements of the program have been met
{see items 1 to 7 above). For compiiant submissions:
o The examiner wiii review the response under 37 CFR 1.116 to determine if additional search and/or consideration
{i} is necessitated by the amendment and {ii} could be completed within the time allotted under AFCP 2.0, i
additional search and/or consideration is required but cannot be completed within the allotted time, the examiner
will process the submission consistent with current practice concerning responses after final rejection under
37 CFR 1.116, e.g., by mailing an advisory action.
o if the examiner determines that the amendment does not nec

itate additional search and/or consideration, or if

ch and/or consideration is reguired and could be completed within

sider whether the amendment piaces the application in condition for

search and/or considerati if required). If the examiner determines

that the amendment does not piace the application in condition for aliowance, then the examiner will contact the

applicant and request an interview.

he interview will be conducted by the examiner, and if the examiner does not have negotiation

ithority, a primary examiner and/or supervisory patent examiner will also participate.

= if the applicant declines the interview, or if the interview cannot be scheduled within ten {10} ¢
days from the date that the examiner first contacts the applicant, then the examiner will proceed
consistent with current practice concerning responses after final rejection under 37 CFR 1,116,

@il

Signature Date Practitioner Registration No.
{Ash Tankha/ 07/22/2021 33802
Name {Print/Typed} Telephone Number

Ashok Tankha 856-266-5145

Note: This form must be signed in gccordance with 37 CFR 1.33. See 37 CFR 1.4{d) for signature requirements and certifications, Submit multiple
forms if more than one signaiure is required, see below™.

E_-““E * Total of forms are submitted.
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Frivacy Act Statement

The Privacy Act of 1874 {(P.L. 83-878} requires that you be given certain information in connection with your
submission of the attached form related to a patent application or patent.  Accordingly, pursuant to the
requirements of the Act, please be advised that: (1) the general authority for the collection of this information is
35 U.S.C. 2(b)(2); (2) furnishing of the information solicited is voluntary; and (3) the principal purpose for which
the information is used by the U.8. Patent and Trademark Office is {o process and/or examine your submission
related to a patent application or patent. If you do not furmnish the reguested information, the U.S. Patent and
Trademark Cffice may not be able {0 process and/or examine your submission, which may result in termination
of proceedings or abandonment of the application or expiration of the patent.

Tha information provided by you in this form will be subject to the following routine uses;

1. The information on this form will be treated confidentially to the extent allowed under the Freedom of
information Act (8 UL.8.C. 552) and the Privacy Act (5 U.8.C 552a). Records from this system of records
may be disclosed to the Deparment of Justice 1o determine whether disclosure of these records is
required by the Freedom of Information Act.

2. A record from this system of records may be disciosed, as a routine use, in the course of presenting
evidence o a couri, magistrate, or administrative tribunal, including disclosures to opposing counsel in
the course of seftlement negotiations.

3. A record in this systemn of records may be disclosed, as a routine use, to a Member of Congress
submitiing & request invelving an individual, o whom the record perains, when the individual has
requested assistance from the Member with respect 1o the subject matier of the record.

4. A record in this system of records may be disciosed, as a routine use, 10 a coniractor of the Agency
hiaving need for the information in order to perform a contract. Racipients of information shall be required
to comply with the reguirermnents of the Privacy Act of 1974, as amended, pursuant to 5 U.S.C. §52a{m).

5. A record relatad to an International Application filad under the Patent Cooperation Treaty in this system
of records may be disclosed, as a routine use, 1o the International Bureau of the World Intellectus!
Property Organization, pursuant to the Patent Cooperation Treaty.

6. A record in this systermn of records may be disclosed, as a routing use, to another federal agency for
purpeseas of National Sacurity review (35 U.8.C. 181} and for review pursuant to the Atomic Energy Act
{42 U.8.C. 218{c)).

7. A record from this system of records may be disclosed, as a routine use, to the Administrator, General
Services, or his/her designee, during an inspection of records conducted by GSA as part of that agency’s
responsibility to recommend improvements in records management practices and programs, under
authority of 44 U.S.C. 2904 and 2908, Such disclosure shall be made in accordance with the GSA
reguiations governing inspection of records for this purpoese, and any other relevant (e, GSA or
Commerce) directive. Such disclosure shall not be used to make determinations about individuals.

8. A record from this system of records may be disclosed, as a routine use, to the public afier either
publication of the application pursuant to 35 U.8.C. 122(b) orissuance of a patent pursuant 1o 35 U.8.C.
151. Furlher, a record may be disclosed, subiact to the limitations of 37 CFR 1,14, as a rouling use, to
the public if the record was filed in an application which became abandoned or in which the proceedings
were terminated and which application is referenced by either a published application, an application
agpen to public inspection or an issued patent.

§. Avrecord from this system of records may be disclosed, as a routine use, to a Federal, State, orlocal law
enforcernent agency, if the USBPTO becomes aware of a violation or potential violation of law or
regulation.
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IN THE UNITED STATES PATENT AND TRADEMARK OFFICE

In re. application of:

Gurvinder Singh

Application No.: 16/532,507 Examiner: Nooristany, Sulaiman

Filed: 08/06/2019 Art Unit: 2415

Applicant: Cellspinsoft Inc. Atty. Docket no.: CellSpin_04Conl17_US

Title: Automatic Multimedia Upload
For Publishing Data And Multimedia Content

Mail Stop Amendment
Commissioner for Patents
P.O. Box 1450

Alexandria, VA 22313-1450

Response under “After Final Consideration Pilot Program 2.0”

Examiner Nooristany:

In response to the final office action mailed June 08, 2021, please amend the
above-referenced application as follows:

Amendments to the claims are listed on page 2 of this response.

Remarks begin on page 11 of this response.
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Amendments to the claims

Claim 1 (previously presented): A short-range wireless enabled data capture device,

comprising:

a memory device;

a processor coupled to the memory device;

a short-range wireless communication device configured to establish a short-range
paired wireless connection between the short-range wireless enabled data capture
device and a short-range wireless enabled cellular phone, wherein establishing the
short-range paired wireless connection comprises the short-range wireless enabled
data capture device cryptographically authenticating identity of the short-range

wireless enabled cellular phone;

a data capture circuitry;

said processor configured to acquire new-data in the short-range wireless enabled
data capture device using the data capture circuitry, wherein the new-data is data
acquired after establishing the short-range paired wireless connection between the
short-range wireless enabled data capture device and the short-range wireless

enabled cellular phone;

said processor further configured to store the new-data in the memory device;

said processor further configured to send an event notification and the acquired
new-data to the cryptographically authenticated short-range wireless enabled
cellular phone over the established short-range paired wireless connection
automatically, wherein the event notification corresponds to the acquired new-

data and comprises sending a signal to the cryptographically authenticated short-
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range wireless enabled cellular phone, wherein the cryptographically
authenticated short-range wireless enabled cellular phone is configured to listen to
the event notification and receive the new-data over the established short-range
paired wireless connection, wherein a mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone is
configured to process the event notification and store the received new-data in a
memory device of the cryptographically authenticated short-range wireless
enabled cellular phone, wherein the mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone stores
a user authentication credential in the memory device of the cryptographically
authenticated short-range wireless enabled cellular phone, wherein the mobile
client application for the cryptographically authenticated short-range wireless
enabled cellular phone is configured to use HTTP to upload the received new-data
and the user authentication credential to a user data publishing website over a
cellular data network, and wherein the mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone

provides a touch based GUI for the received new-data.

Claim 2 (previously presented): The short-range wireless enabled data capture device

of claim 1, wherein the short-range paired wireless connection is one of a Bluetooth

paired wireless connection, a Wi-Fi paired wireless connection, and other wireless

personal area networking technologies that use pairing.

Claim 3 (previously presented): The short-range wireless enabled data capture device of

claim 1, wherein the user authentication credential sent by the mobile client application is

used to authenticate a user on the user data publishing website and publish the new-data

for private use on the user data publishing website.

Claim 4 (previously presented): A system, comprising:

a short-range wireless enabled data capture device, comprising:
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a first memory device;

a first processor coupled to the first memory device;

a first short-range wireless communication device configured to establish
a short-range paired wireless connection with a short-range wireless
enabled cellular phone, wherein the short-range wireless enabled cellular
phone is internet enabled, wherein establishing the short-range paired
wireless connection comprises, the short-range wireless enabled data
capture device cryptographically authenticating identity of the short-range

wireless enabled cellular phone;

a data capture circuitry;

said first processor configured to acquire new-data in the short-range
wireless enabled data capture device using the data capture circuitry,
wherein the new-data is data acquired after establishing the short-range
paired wireless connection with the short-range wireless enabled cellular

phone;

said first processor further configured to store the new-data in the first

memory device; and

said first processor further configured to send an event notification and the
acquired new-data to the cryptographically authenticated short-range wireless
enabled cellular phone over the established short-range paired wireless connection
automatically, wherein the event notification corresponds to the acquired new-
data and comprises sending a signal to the cryptographically authenticated short-

range wireless enabled cellular phone;
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said short-range wireless enabled cellular phone, comprising:

a second memory device;

a second processor coupled to the second memory device;

a cellular network communication device configured to connect to the

internet via a cellular data network;

a second short-range wireless communication device configured to
establish the short-range paired wireless connection between the short-
range wireless enabled cellular phone and the short-range wireless enabled

data capture device;
a mobile client application for the short-range wireless enabled cellular
phone comprising executable instructions that, when executed by the
second processor controls the second processor to:
listen for the event notification sent by the short-range wireless
enabled data capture device, wherein the mobile client application
for the short-range wireless enabled cellular phone is configured to

process the event notification;

receive the new-data from the short-range wireless enabled data

capture device;

store the received new-data in the second memory device;

store a user authentication credential in the second memory device;
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use HTTP to upload the received new-data and the user
authentication credential to a user data publishing website over the

cellular data network; and

provide a touch based graphical user interface for the received

new-data.

Claim 5 (previously presented): The system of claim 4, wherein the short-range paired
wireless connection is one of a Bluetooth paired wireless connection, a Wi-Fi paired
wireless connection, and other wireless personal area networking technologies that use

pairing.

Claim 6 (previously presented): The system of claim 4, wherein the user authentication

credential is for a user of the user data publishing website.
Claim 7 (previously presented): The system of claim 4, wherein the mobile client
application for the short-range wireless enabled cellular phone comprises executable
instructions that, when executed by the second processor controls the second processor
to:
use HTTP to send user preferences to the user data publishing website over the
cellular data network, wherein the user preferences comprise global positioning

system information.

Claim 8 (previously presented): A short-range wireless enabled cellular phone,

comprising:

a memory device;

a processor coupled to the memory device;
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a cellular network communication device configured to connect to internet via a

cellular data network;

a short-range wireless communication device configured to establish a short-range
paired wireless connection between the short-range wireless enabled cellular
phone and a short-range wireless enabled data capture device, wherein the short-
range wireless enabled data capture device is configured to cryptographically

authenticate identity of the short-range wireless enabled cellular phone;

a mobile client application for the short-range wireless enabled cellular phone
comprising executable instructions that, when executed by the processor controls

the processor to:

listen for an event notification sent by the short-range wireless enabled
data capture device, wherein the event notification corresponds to new-
data and comprises sending a signal by the short-range wireless enabled
data capture device to the short-range wireless enabled cellular phone,
wherein the new-data is data acquired by the data capture device after
establishing the short-range paired wireless connection with the short-

range wireless enabled cellular phone;

receive the event notification and the new-data from the short-range

wireless enabled data capture device;

process the event notification and store the received new-data in the

memory device;

store a user authentication credential in the memory device;
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use HTTP to upload the received new-data and the user authentication
credential to a user data publishing web service over the cellular data

network; and

provide a touch based graphical user interface for the received new-data.
Claim 9 (previously presented): The short-range wireless enabled cellular phone of claim
8, wherein the short-range paired wireless connection is one of a Bluetooth paired
wireless connection, a Wi-Fi paired wireless connection, and other wireless personal area
networking technologies that use pairing.

Claims 10-11 (cancelled).

Claim 12 (previously presented): A short-range wireless enabled data capture device,

comprising:
a memory device;
a processor coupled to the memory device;
a short-range wireless communication device configured to establish a short-range
paired wireless connection between the short-range wireless enabled data capture
device and a short-range wireless enabled cellular phone, wherein establishing the
short-range paired wireless connection comprises the short-range wireless enabled
data capture device cryptographically authenticating identity of the short-range
wireless enabled cellular phone;

a data capture circuitry;

said processor configured to acquire new-data in the short-range wireless enabled

data capture device using the data capture circuitry, wherein the new-data is data
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acquired after establishing the short-range paired wireless connection between the
short-range wireless enabled data capture device and the short-range wireless

enabled cellular phone;

said processor further configured to store the new-data in the memory device of

the short-range wireless enabled data capture device;

said processor further configured to listen to a polling request from a mobile
client application on the short-range wireless enabled cellular phone, over the
established paired short-range wireless connection, wherein the polling request is
for the new-data, wherein the mobile client application on the short-range wireless
enabled cellular phone is configured to detect the new-data for transfer from the
short-range wireless enabled data capture device to the paired and the
cryptographically authenticated short-range wireless enabled cellular phone,

wherein detecting the new-data for transfer comprises:

polling the short-range wireless enabled data capture device by the short-
range wireless enabled cellular phone, using the mobile client application
on the short-range wireless enabled cellular phone, over the established

paired short-range wireless connection;

said processor further configured to transfer the new-data from the short-range
wireless enabled data capture device to the short-range wireless enabled cellular
phone automatically over the established paired short-range wireless connection,
wherein the mobile client application on the short-range wireless enabled cellular
phone is further configured to receive the new-data over the established short-
range paired wireless connection, wherein the mobile client application on the
short-range wireless enabled cellular phone is further configured to store the
received new-data in a memory device of the short-range wireless enabled cellular
phone, wherein the mobile client application for the short-range wireless enabled

cellular phone stores a user authentication credential in the memory device of the
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short-range wireless enabled cellular phone, wherein the mobile client application
on the short-range wireless enabled cellular phone is further configured to use
HTTP to upload the received new-data and the user authentication credential to a
user data publishing website over a cellular data network, and wherein the mobile
client application on the short-range wireless enabled cellular phone provides a

touch based GUI for the received new-data.

Claim 13 (previously presented): The short-range wireless enabled data capture device of
claim 12, wherein the short-range paired wireless connection is one of a Bluetooth paired
wireless connection, a Wi-Fi paired wireless connection, and other wireless personal area

networking technologies that use pairing.

Claim 14 (previously presented): The short-range wireless enabled data capture device
of claim 12, wherein the mobile client application for the short-range wireless enabled
cellular phone uses HTTP to send user preferences to the user data publishing web
service over the cellular data network, wherein the user preferences comprise global

positioning system information.
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Remarks

The pending claims

Claims 1-9 and 12-14 are currently pending. Reconsideration and allowance of the

pending claims is respectfully requested.

Summary of the Office Action

Summary of the Office Action

Summary of examiner interview on 07 May 2021

Applicant thanks the examiner for providing a telephonic interview on 07 May 2021.

Claim Rejections - 35 USC § 112

Claims 7, 14 are rejected under 35 U.S.C. 112, first paragraph, as failing to comply with

the written description requirement.

Specification Objection

The disclosure is objected to because of the following informalities: Examiner has
reviewed the specification of this application under examination and could not find
support for the additional limitations as claimed “use HTTP to send global positioning
system information to the user data publishing website over the cellular data network™.

Appropriate correction is required.

Claim Rejections - 35 USC § 112
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Claims 7, 14 are rejected under 112, second paragraph as being indefinite for failing to
particularly point and distinctly claim the subject matter which applicant regards as the

invention.

Claim Rejections 35 U.S.C. 103

Claim 1-6, 8-9, 12-13 is/are rejected under pre-AIA 35 U.S.C. 103(a) as being
unpatentable over Hunter US 20040005915 in view of Pietruszka US 20070226778.

Claim 7 & 14 is/are rejected under pre-AlIA 35 U.S.C. 103(a) as being unpatentable over
Hunter US 20040005915 in view of Pietruszka US 20070226778 further in view of
Risbood US 20070111748

Support for claim limitations

Support for the limitation: “use HTTP to send user preferences to the user data
publishing website over the cellular data network, wherein the user preferences

comprise global positioning system information” in claim 7 is found in:

(a) Point No. 2 of “CROSS REFERENCE TO RELATED APPLICATIONS” in the
originally filed application, which states as follows: “The following patent

application is incorporated herein in its entirety: US Non-provisional patent

application serial number 11/901,802, titled “Online Publishing of Multimedia
Content”, filed on September 19, 2007 in the United States Patent and Trademark
Office.” USPTO Publication No. 2008/0103906 Al is the published application of
US Non-provisional patent application serial number 11/901,802. US Non-
provisional patent application serial number 11/901,802 is attached to the
response to previously submitted response to non-final office action as Exhibit A
and USPTO Publication No. 2008/0103906 Al is attached to the previously

submitted response to non-final office action as Exhibit B; see also link:
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htips://patentimages.storage.googleapis.com/1{/06/a0/3219a69fbef2a6/US200801
03906A.pdf.”

(b) Paragraph [0023] of Exhibit B, which states: “The multimedia object is published

108 by the front end service 204b according to the user preferences on one or

more publication virtual spaces 205 via the network 203. The user preferences

may comprise authentication credentials, transaction identification, a list of

publication virtual spaces 205, global positioning system geographical codes.”

(c) Paragraph [0024] of Exhibit B, which states: “The multimedia object is then
transferred 107 from the back end service 204c to the front end service 204b and
published 108 by the front end service 204b on one or more publication virtual

spaces 205 according to user preferences.”

(d) Paragraph [0028] of Exhibit B, which states: “The preferences set by the user 201

may be authentication credentials, transaction identification, list of publication

virtual spaces 205, global positioning system geographical codes, area code for
the phone number of the mobile device, file format of the user created multimedia
content, and compression rate for the user created multimedia content. These

user preferences are transferred to the publishing service 204.”

(e) Paragraph [0047] of Exhibit B, which states: “The user 201 transfers the
multimedia object for publishing to a publication space selected by the user 201.

Additional information such as the list of the user preferences of the publication

virtual spaces 205, authentication identification, user preferences, default

settings, manually entered geographical codes, and auction identifiers for eBay®

and other shopping websites are selected 407 and transferred along with the user

created multimedia content to the publishing service 204.”

(f) Paragraph [0018] of Exhibit B, which states: “The client application 202

communicates the user publishing information including the user preferences of
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the publication virtual spaces 205 to the front end service 204b”, Paragraph

[0023] of Exhibit B, which states: “The user preferences may comprise

authentication credentials, transaction identification, a list of publication virtual

spaces 205, global positioning system geographical codes”, Paragraph [0025] of

Exhibit B, which states: “The client application 202 enables the user 201 of the
mobile device to record and transfer the user created multimedia content to the
publishing service 204", Paragraph [0061] of Exhibit B, which states: “The

transport protocol that is used between the client application 202 and the

publishing service 204 may be hypertext transfer protocol (HTTP)”.

The office action states: “Claims 1-9, 12-14 are provisionally rejected on the ground
of nonstatutory double patenting as being unpatentable over claims of parent
Application(s) No. 15659637, 14578202, 14503401, 14273546, 14172913, 13740214,
12333303 and co-pending Application No. 11901802. Although the claims at issue
are identical, they are not patentably distinct from each other because they are same

variants of each other.”

In response to the above rejection, applicant submits terminal disclaimers for
patent application Nos. 15659637, 14578202, 14503401, 14273546, 14172913,
13740214, 12333303 and co-pending Application No. 11901802 as suggested in the
office action. Applicant therefore respectfully requests that the double patenting rejection

be reconsidered and withdrawn.

The office action further states: “Claims 7, 14 are rejected under 35 U.S.C. 112, first
paragraph, as failing to comply with the written description requirement. The
applicant fails to sufficiently point out or describe use of HTTP to send global
positioning system information to the user data publishing website over the cellular

data network.”

In response to the above rejection, applicant submits that the recitation: “use

HTTP to send user preferences to the user data publishing website over the cellular data
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network, wherein the user preferences comprise global positioning system information”

in amended claim 7 is supported in the following paragraphs of Exhibit B:

(a) Paragraph [0018] of Exhibit B, which states: “The client application 202

communicates the user publishing information including the user preferences

of the publication virtual spaces 205 to the front end service 204b”.

(b) Paragraph [0023] of Exhibit B, which states: “The user preferences may

comprise authentication credentials, transaction identification, a list of

publication virtual spaces 205, global positioning system geographical

codes”.

(c) Paragraph [0025] of Exhibit B, which states: “The client application 202
enables the user 201 of the mobile device to record and transfer the user

created multimedia content to the publishing service 204”.

(d) Paragraph [0061] of Exhibit B, which states: “The transport protocol that is

used between the client application 202 and the publishing service 204 may

be hypertext transfer protocol (HTTP)”.

Applicant therefore respectfully submits that the following recitation in amended

claim 7 is fully supported in Exhibit B:

“use HTTP to send user preferences to the user data publishing website over the
cellular data network, wherein the user preferences comprise global positioning

system information.”

Applicant therefore respectfully requests that the rejection of claim 7 under 35

U.S.C. 112, first paragraph be reconsidered and withdrawn.
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Amended claim 14 is analogous to amended claim 7 and recites the same
limitation as in amended claim 7. Applicant therefore respectfully requests that the
rejection of claim 14 under 35 U.S.C. 112, first paragraph be reconsidered and

withdrawn.

The office action further states: “The disclosure is objected to because of the following
informalities: Examiner has reviewed the specification of this application under
examination and could not find support for the additional limitations as claimed
“use HTTP to send global positioning system information to the user data
publishing website over the cellular data network”. Appropriate correction is

required.”

In response to the above objection, applicant submits that “use HTTP to send user
preferences to the user data publishing website over the cellular data network, wherein
the user preferences comprise global positioning system information’ is supported in the

following paragraphs of Exhibit B:

(a) Paragraph [0018] of Exhibit B, which states: “The client application 202

communicates the user publishing information including the user preferences

of the publication virtual spaces 205 to the front end service 204b”.

(b) Paragraph [0023] of Exhibit B, which states: “The user preferences may

comprise authentication credentials, transaction identification, a list of

publication virtual spaces 205, global positioning system geographical

codes”.

(c) Paragraph [0025] of Exhibit B, which states: “The client application 202
enables the user 201 of the mobile device to record and transfer the user

created multimedia content to the publishing service 204”.
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(d) Paragraph [0061] of Exhibit B, which states: “The transport protocol that is
used between the client application 202 and the publishing service 204 may

be hypertext transfer protocol (HTTP)”.

Applicant therefore respectfully submits that the objection to the specification be

reconsidered and withdrawn.

The office action further states: “Claims 7, 14 are rejected under 112, second
paragraphs being indefinite for failing to particularly point and distinctly claim the
subject matter which applicant regards as the invention. In claim 7, the terms “use
HTTP to send global positioning system information to the user data publishing

website over the cellular data network” are not clear what these are in reference to.”

In response to the above rejection, applicant submits that “use HTTP to send user
preferences to the user data publishing website over the cellular data network, wherein
the user preferences comprise global positioning system information™ is fully supported

in the following paragraphs of Exhibit B:

(a) Paragraph [0018] of Exhibit B, which states: “The client application 202

communicates the user publishing information including the user preferences

of the publication virtual spaces 205 to the front end service 204b”.

(b) Paragraph [0023] of Exhibit B, which states: “The user preferences may

comprise authentication credentials, transaction identification, a list of

publication virtual spaces 205, global positioning system geographical

codes”.

(c) Paragraph [0025] of Exhibit B, which states: “The client application 202
enables the user 201 of the mobile device to record and transfer the user

created multimedia content to the publishing service 204”.
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(d) Paragraph [0061] of Exhibit B, which states: “The transport protocol that is
used between the client application 202 and the publishing service 204 may

be hypertext transfer protocol (HTTP)”.

Applicant therefore respectfully requests that the rejection of claim 7 under 35

U.S.C. 112, second paragraph be reconsidered and withdrawn.

Amended claim 14 is analogous to amended claim 7 and recites the same
limitation as in amended claim 7. Applicant therefore respectfully requests that the
rejection of claim 14 under 35 U.S.C. 112, first paragraph be reconsidered and

withdrawn.
The office action further states: “Claim 1-6, 8-9, 12-13 is/are rejected under pre-AIA
35 U.S.C. 103(a) as being unpatentable over Hunter US 20040005915 in view of

Pietruszka US 20070226778.”

In response to the above rejection, applicant submits that Hunter, in view of

Pietruszka does not teach or suggest all the limitations in claims 1 and 12.

Arguments:

Argument#1:

The office action states that paragraph [0013] of Hunter is teaching the following

limitation in claim 1:
“said processor further configured to send an event notification and the acquired
new-data to the cryptographically authenticated short-range wireless enabled

cellular phone over the established short-range paired wireless connection

automatically, wherein the event notification corresponds to the acquired new-
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data and comprises sending a signal to the cryptographically authenticated short-

range wireless enabled cellular phone”.

Applicant respectfully disagrees and submits the following arguments:

Hunter [0013]

(00131  In sccordance with a fourth aspect of the invention,
there is provided method of capturing and communicating
images, comprising the steps of: programming a camera and

a communications device 1o recogmze a frigeer event; one of
the camera and the communications device recognising

ESSSNSNNSNNNN

PR O

oeeurrence of the trigeer event, and communicatiag with the
other of the camera and the communications device by a
wireless link therchetween; transferring images between the
camera and the communications device over the wireless
link; and transferring said images from the communications
device on to a data network throngh a dats network inter-
face.

Recognizing # Sending

In fact, it is the opposite of sending.

© recoghnize

Vet
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(a) In Hunter paragraph [0013], the Camera is recognizing a trigger event. In

applicant’s claim 1, the Camera is Sending an event notification.

(b) Recognizing an event trigger (Hunter) is not same as Sending an event

notification in applicant’s claim 1.

(¢) Recognize is not the same as Sending

(d) In Hunter paragraph [0013], the Camera is recognizing a trigger event sent

by the phone and then the camera is acquiring the image.

() Inapplicant’s claim 1, the Camera is Sending an event notification, for the

image that has already been acquired.

(f) In Hunter paragraph [0013], the “event trigger” is to acquire an image.

(g) Inapplicant’s claim 1, the "event notification" corresponds to the image that

has already been acquired.

(h) Receiving an Event trigger tg acquire an image is not same as sending an

event notification for the image already acquired.

Note: See extract of office action reproduced below and applicant’s response:
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suid frst processor further configurad to send an event sotification (Hunter:
NS

programming a camera and a communications device to recognize a trigger event; one of

RSN NN

ANRAANARNRRANARNNNRANANNY

the camera and the conmmanications device recopnizing occurvence of the trigger event,
and communicating with the other of the camera and the commumications device by a
wireless link therebetween [0013]) and the scquived new-data tn the eryptographically
athenticated short-ragge wiveless caabled coliular phone over the established short-rapge
paired wirelass connection avtomatically {Hunters transferving images hetween the camera

and the communications device over the wireless link [0013]), wherein the event notification

commesponds to the acguired new-data and comprises sending g signal to the cryplographically

authenticated short-range wirsless enabled celiolar phone (Hunter: [00131).

# In Hunter [D013] the Camera is recognizing a trigger event.
> Inour claims the Camera is Sending an event notification.
# Recognize an event trigger & Sending an event notification

> Recognize ¥ Sending

= In Hunter [0013] the Camera is recognizing a trigger event
sent by the phone and then the camera is taking the image.

= in our claims the Camera is Sending an event notification, for
. the image that has already been taken.

= in Hunter [D013] the “event trigger” is to take an image

» {n our case the “event notification” correspondsto the image
that has glready been taken
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Argument #2:

Furthermore, the office action states that paragraph [0025] of Hunter and

paragraph [0099] of Pietruszka teach the following limitation in claim 1:
“wherein the mobile client application for the cryptographically authenticated
short-range wireless enabled cellular phone provides a touch based GUI for the
received new-data”

Applicant respectfully disagrees and submits the following arguments:

(a) In Hunter paragraph [0025], the touch interface and operation is on the

camera device and for the image acquired on/by the camera.

(b) Inapplicant’s claim 1, the touch interface is on the mobile device and is for

the image received from the camera.

(¢) Two completely different devices and for two completely different reasons.
(d) In Pietruszka paragraph [0099], the user interface is “for the tasks associated
with Security or protection”; NOT for the images/ data received from the camera

by the mobile device’

(e) Inapplicant’s claim 1, the touch based user interface is for the “received

new-data”.

Note: See extract of office action reproduced below and applicant’s response:
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« (Hunter:

Hunter Pietruszka
[M‘Z_S] hr ary event, onee & data Lk ks bees esthlished, (90997 As shown in Pl 8 user biterface 814 is alsa
the imige caplure device may be aranged o pegodically caupled fo processor 830, User tutefce 884 £ s the
trapsnnt a frume gf‘j{m% data to the mobtle tlephone to be exchange ot wiommation with a user. FIG. § stows that wser
ansmitied, stoved or k“ﬂc‘“‘d\_u_‘ aceording o whether or aot intesizee 814 Wchades a wser input portion 820 and 2 user

ontput portion §22. User input portion 820 may wehde one
or more components thit allow & vser o input information.
fixamples of such components inciude keypads, iouch
sereens. and microphanes. User outpit portinn 822 allows a

the mobile elephone vser actually wishes o ansut fmage
daty at thar time, ¥a 3 profered ombodiment, the mohile
tedephone may comprise a selection swich which, when
actuubed, causes foage data to be sele stored o user o receive information from the device. Thus, user
trapseiticd across the telephone notwork, Thes, it the selee- wstput pumous 2 way inc Eudt v ‘:mmmnpuncuy suchias
gow swilch s not actuated, i dmage data is stowed o . Iixemplury
trapsuntied, and image data (i apy) seot from the image 15). and video
capture dovice 1 the mobile telephone s disvarded. Alter- R J““'“"“f’“ can “u““ i user 1 perlrn

pativelv or additinaalle. there may be a means o wivat various 1 mduamg L«muno other things those muk\
atsorly 2 cnally, there m a seans o wctivaly
AUVELY OF Adtiunaliy, i ¥or Cans W i o v aasociated with fhe secwrily or_prowction embodiments

SOTAge or SISO OF 0REes fo i mabike tele desciibed herein, wehiding lor eximple selling o chaaging

a result of an operation of the camers, stch s a touch or ofiihe opsratioual ched, Unlocked. Selectve,
B ARG

voice copnpund. pRres) o Do dovice or other remote devices, entering or

changing passwords, and so fonk.

In Hunter [0025] the touch interface and
operation is on the Uswsva device and for the
ze taken on/by the camera.

»In Pietruszka [0099] the user interface is “for
the tasks associated with Secarity o ;
grotaction”. 8O for the images/ data received
from the camera by the mobile device, :

r In our claims the touch interface is on the
i Niabds device and is for the im 2
from the camera.

> In our claims the touch based user interface is
for the “received new-data”

+Two completely different devices and for two
completely different reasons.

Argument #3:

Furthermore, the office action states that paragraph [0037] and FIGS. 9A-9D of

Pietruszka teach the following limitation in claim 1:

“wherein the mobile client application for the cryptographically authenticated
short-range wireless enabled cellular phone stores a user authentication
credential in the memory device of the cryptographically authenticated short-

range wireless enabled cellular phone.”

Applicant respectfully disagrees and submits the following arguments:

Paragraph [0037] of Pietruszka discloses cryptographically authenticating a short-

range wireless device. In contrast, applicant’s claim 1 recites storing of website “user”
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authentication credentials on the mobile. Furthermore, FIGS. 9A-9D disclose that the

authentication is for the short-range wireless device and NOT for a website user.

Therefore, applicant submits that “Cryptographic authentication of a wireless
device” in Pietruszka is not same as “Website user authentication credentials” as recited

in applicant’s claim 1.

To illustrate the point with an example, a Facebook or YouTube website “user

authentication credential” is completely different from a cryptographic authentication

being performed between & by two devices such as a camera and a mobile phone.

Note: See extract of office action reproduced below and applicant’s response:

Pietraszka further teaches eryptographienily authenticwting (Pletruszka: {0037]); store

the exer authentication eredential in the second memory devige (Pietruszka fig, 9A-9D1 and

(00371 A device that wishes to comununicate only with a
frusted device can eryptographically suthenticate the iden-
tity of the other device. Trusted devices may also encrypt
data exchanged over a wireless medium as an added secu-
rty. The encryption can however be turned off and passkeys
can be stored on the device’s file svstem rather thao the
Blueteoth component or chip iselfl Since the Bletooth
address can be permanent, a pairing can be preserved even
if the Bluetooth name is changed. Either device in a pairing
relationship may delete the pairing between the devices.

Devices may require pammg or may prompt the user hefore
it allows a remote device to utilize any or all or some of s
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» In Pietruszka [0037] is talking about cryptographically authenticating a
short-range wireless device. Our Claim is about storing website “user”™
authentication credentials on the mobile!

» In Pietruszka [Fig 9A — 9D] make it clear that the authentication is for the
Device and N{QYT a websife usey

Argument #4:

Furthermore, there is no motivation to combine (i) Phone call triggered data

capture event of Hunter with (ii) the Anti-Theft Pietruszka teaching.

Y s WD Y -, . T3

¥ vaw g N VU S, Y T e 2 o

FRANIRIY Fal s Sha LSRY ;f\§3‘§\§§&\»l‘<\\§.§\‘?k§
> R >

: Soadingnew-oata captios Signel s0d Bata

f’h{}m} cd,!r Anti Thaft i to only-one pre-cryplographically
Triggered data | - ayptography suthenticated phong over pre-established
s pafred connaction

Argument #5:

Establishment of non-paired connection (Hunter)

VS

Establishment of paired short-range Wireless (Applicant)

The office action on page 7 states that Hunter teaches the step of acquiring new-

data after establishing the short-range paired wireless connection between the short-range
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wireless enabled data capture device and the short-range wireless enabled cellular phone.

Applicant disagrees and presents the following arguments.

Hunter prior art does NOT teach pairing or paired connection. There is NO
mention of word pair, pairing, paired in Hunter Specification. Short-range Pairing and
Paired wireless connection are terms of short-range wireless technology and have been
known and was used in the wireless industry for almost 10 years before the Cellspin
patent’s priority date of December 2007. Bluetooth wireless standard organization was
the first to introduce the term “Bluetooth” at the Blackberry technology consortium in
1998; see Exhibit C, also available at the link:
https://web.archive.org/web/20180525083558/https://www.bluetooth.com/about-us/our-

history. Furthermore, in 1999, the detailed Bluetooth 1.0 specification with pairing was
released; see Exhibit D attached to this response; also available at the link:

http://grouper.ieee.org/groups/802/15/Bluetooth/profile_10_b.pdf.

The concept of a paired connection, as established by the Bluetooth Special
Interest Group (Bluetooth SIG), became known and adopted by certain other industry
organizations creating short-range wireless technology for device connections, such as
WiFi Alliance and Zigbee Forum. In the context of short-range wireless connections, the
term “pairing” was adopted by the wireless industry almost 10 years before the Cellspin
patent’s priority date of December 2007. Drawing from short-range wireless industry’s
understanding of the term “paired connection” / pairing, the broadest reasonable
interpretation (BRI) of “paired connection” as understood by POSITA in Dec 2007, i.e.

10 years after the term was introduced in the wireless lexicon is:

“bidirectional communications link between devices which provides for encrypted
data exchange between the devices, and the communication link can be

disconnected and reconnected without having to repeat pairing or authentication.”

Because short-range “pairing” is a well-understood term in the art, the applicant

followed Federal Court’s direction that the “patent need not teach, and preferably omits,
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what is well known in the art.” See McRO, Inc. v. Bandai Namco Games Am. Inc., 959
F.3d 1091, 1102 (Fed. Cir. 2020). In conformance with this guidance, the applicant cited
a version of “pairing” at least 50 times without explicitly defining it. Additionally, while
not explicitly defining “pairing,” the applicant provided guidance to a POSITA that short-
range “pairing” should conform to Bluetooth’s conception of the term, which was later
adopted when ZigBee and WiFi adopted pairing, making it the only definition applicable

to short-range paired wireless connections whether or not a Bluetooth Connection.

Argument #6:

Receiving or making Phone call trigger event (Hunter)
VS
NO such Phone call trigger event (Applicant)

The office action on page 6 states that Hunter teaches the step of acquiring new-
data after establishing the short-range paired wireless connection between the short-range
wireless enabled data capture device and the short-range wireless enabled cellular phone.

Applicant disagrees and presents the following arguments.

The sequence of events in Hunter is as follows:

) Mobile device generates a trigger event or signal in response to a phone
call received by the mobile device or a phone call made by the mobile

device.

(i1) Send the trigger event or signal from the mobile device to the data capture

device.

(iii)  Only after receipt of the trigger event or signal from the mobile device, the
data capture device acquires new-data and transmits the same to the

mobile device for onward transfer to a website or web service.
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Firstly, in Hunter, there is NO pairing of the mobile device by the data capture

device. Next, there is NO cryptographic authentication of the mobile device by the data

capture device. Next, in Hunter, receipt of a phone call or an outgoing phone call is
required for the mobile device to generate a trigger event or signal to be sent to the data

capture device.

Next, in Hunter, the data capture device acquires new-data only after it receives

the trigger event or signal from the mobile device. This is in direct contrast to applicant’s

disclosure where a data capture device acquires new-data after a short-range paired

wireless connection is established with a cellular phone (without any phone call trigger

event from the cellular phone to the data capture device).
Next, in Hunter, the phone call trigger event is sent from the mobile device to the
data capture device. This is in direct contrast to applicant’s disclosure, where, after

acquiring the new-data, the data capture device sends a notification signal to the mobile

device informing the mobile device that it has acquired the new-data.

29

109



Camera Mobile
Device

short-range
wireless
capabiiity

W

7
;

Generate 8 “Trigger Signal / Event” [0027]

1
e

B

ent fsignal 10

RSO

" What are the trigger events :

{0036} “trigger event {such as receipt or initiation
of a calf with a particular number at the mobile
telephone 20)”

',,”m,{,”ﬂ

aw

send Trigger EVE7 -~

-

7
4

o N
_—

\\\ﬁ oo W

{0038} “the trigger event can, for examyple,
comprise receipt or initiation of a call by the
mebile telephone 20

{0043} “unvrelated action such as making , ending
“Receive” Trigger WS or receiving an appropriate calt”
— NN peey e

W

Event / Signal
/5ig SE"dMedia

and then
Capture & Send data

e

BN
NN s \\\\

Huntar | Camerais “Receiving” a Signal from the mobile device,
MUY the same as, i is completele Onposte of whatis in sur clainy

{uy 1 Data Capture Device is “Sending” a Signal to the mobile device as
new-data is available

Argument #7:

Anti-Theft Pietruszka Setting based control of cryptographic pairing

between devices is NOT relevant in applicant’s scenario
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Pietruszka (“BLUETOOTH THEFT PROTECTION?”) discloses, inter alia, the

following:

(a) User pre-selects whether or not a wireless communications device is allowed

to establish a cryptographic pairing with a remote device.
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(b) Control whether the wireless communications device is able to establish a

cryptographic pairing with a remote device according to the pre-set operational

state; see Pietruszka claim 1, and Paragraph [0005].

Pietruszka teaches mainly a setting-based control of cryptographic pairing

between devices and it is not applicable in applicant’s scenario. Applicant is NOT using a

setting-based control for cryptographic pairing between devices.

Applicant is not implementing any Anti-theft technology. Applicant is not
interested in a car or a key fob, or someone else hacking the car to steal it or the car

accessories.

Pietruszka teaches mainly an Anti-theft technology and is not applicable in

applicant’s scenario. Applicant is NOT using pre-set operational state based

cryptographic pairing for Anti-Theft purposes for car or car accessories.

Furthermore, in Pietruszka, car or a key fob is “NOT a data capture device” and

does not send any data through the mobile phone to the internet.

In Pietruszka there is NO data capture device. Car or a key fob device described
in Pietruszka is used as a theft control device. The Car or a key fob device is NOT

capturing any data for transfer through the mobile device.

Furthermore, in Pietruszka, NO new-data is acquired for sending to the mobile
phone after establishing the short-range paired wireless connection. Pietruszka’s

invention is all about the theft protection based on pre-set operational state of the device

in its proximity.

Furthermore, there is NO Motivation to combine an anti-theft Pietruszka with

Hunter to capture data and send data to a website using a cellphone.
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In view of above arguments 1-7, applicant submits that Hunter, in view of

Pietruszka does not teach or suggest the following limitations in claim 1:

“a short-range wireless communication device configured to establish a short-
range paired wireless connection between the short-range wireless enabled data
capture device and a short-range wireless enabled cellular phone, wherein
establishing the short-range paired wireless connection comprises the short-range
wireless enabled data capture device cryptographically authenticating identity of

the short-range wireless enabled cellular phone;”

“said processor configured to acquire new-data in the short-range wireless
enabled data capture device using the data capture circuitry, wherein the new-data
is data acquired after establishing the short-range paired wireless connection
between the short-range wireless enabled data capture device and the short-range

wireless enabled cellular phone;”

Argument #8:

Sending an event notification and acquired new-data to a
cryptographically authenticated short-range wireless enabled cellular
phone over an established short-range paired wireless connection,
where sending the event notification comprises sending a signal to the
cryptographically authenticated short-range wireless enabled cellular

phone corresponding to the acquired new-data.

In claim 1, applicant discloses that after establishing the paired short-range
wireless connection between the data capture device and the cryptographically
authenticated short-range wireless enabled cellular phone, and after acquiring new-data,
the short-range wireless enabled data capture device sends the event notification and the
acquired new-data to the cryptographically authenticated short-range wireless enabled

cellular phone.
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The office action on page 7 states that paragraph [0013] of Hunter teaches:
“Sending an event notification to a cryptographically authenticated Bluetooth enabled

cellular phone”. Applicant disagrees and presents the following arguments.

Paragraph [0013] of Hunter states as follows: “programming a camera and a
communications device to recognize a trigger event; one of the camera and the
communications device recognizing occurrence of the trigger event, and communicating
with the other of the camera and the communications device by a wireless link
therebetween; transferring images between the camera and the communications device
over the wireless link; and transferring said images from the communications device on

to a data network through a data network interface.”

Hunter state machine is again reproduced below to explain paragraph [0013]:
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Firstly, in Hunter, there is NO cryptographic authentication of the mobile device
by the data capture device before the signal is sent or the data is sent. Next, in Hunter,

receipt of a phone call or an outgoing phone call is required for the mobile device to

generate a trigger event or signal to be sent to the data capture device.

Next, in Hunter, the data capture device acquires new-data only after it receives

the trigger event or signal from the mobile device. This is in direct contrast to

applicant’s disclosure where a data capture device acquires new-data after a short-range

paired wireless connection is established with a cellular phone (without any phone call

trigger event from the cellular phone to the data capture device).

Next, in Hunter, the phone call trigger event is sent from the mobile device to the
data capture device. Event Signal is sent in the opposite direction when compared to
the applicants claims. Direction of event signal is in direct contrast to applicant’s
disclosure, where, after acquiring the new-data, the data capture device sends a
notification signal to the mobile device informing the mobile device that it has acquired

the new-data.

In contrast, applicant’s state machine is shown below.
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Therefore, it is clear that the trigger notification in Hunter is not the same as the
event notification in applicant’s disclosure. Furthermore, in Hunter, receipt of a phone
call or an outgoing phone call is required for the mobile device to generate the trigger
event to be sent to the camera. Furthermore, in Hunter, the camera acquires new-data
only after it receives the trigger event or signal from the mobile device. This is in direct
contrast to applicant’s disclosure where the data capture device acquires new-data
immediately after the paired short-range wireless connection is established (without any
phone call trigger event from the mobile device). Furthermore, in Hunter, the trigger
event or signal is sent from the mobile device to the camera, and image capture
occurs after receiving the trigger event. This is in direct contrast to applicant’s

disclosure, where, after acquiring the new-data, the data capture device sends the
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notification signal to the mobile device informing the mobile device that it has acquired

the new-data.

Argument #9:

Phone call Trigger event in Hunter (see paragraphs [0036], [0038],
[0043]) over NON paired connection

As illustrated before, in Hunter, there is no cryptographic authentication of the
mobile device by the camera. Furthermore, in Hunter, receipt of a phone call or an
outgoing phone call is required for the mobile device to generate the trigger event or
signal to be sent to the camera. Furthermore, in Hunter, the camera acquires the new-data
only after it receives the trigger event or signal from the mobile device. This is in direct
contrast to applicant’s disclosure where the data capture device acquires the new-data
immediately after a paired short-range wireless connection is established (without any
phone call trigger event from the mobile device). Furthermore, in Hunter, the phone call
trigger event or signal is sent from the mobile device to the camera. This is in direct
contrast to applicant’s disclosure, where, after acquiring the new-data, the data capture

device sends the notification signal and the acquired new-data to the mobile device.

Argument #10:

Use HTTP to transfer new-data and a user authentication credential

to website
In applicant’s invention, the cellular phone uses HTTP to transfer new-data and a
user authentication credential to website. Neither Hunter nor Pietruszka teach or suggest

the use of HTTP to transfer the new-data and the user authentication credential to the

website.
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In view of above arguments 8-10, applicant submits that Hunter, in view of

Pietruszka does not teach or suggest the following limitation in claim 1:

“said processor further configured to send an event notification and the acquired
new-data to the cryptographically authenticated short-range wireless enabled
cellular phone over the established short-range paired wireless connection
automatically, wherein the event notification corresponds to the acquired new-
data and comprises sending a signal to the cryptographically authenticated short-
range wireless enabled cellular phone, wherein the cryptographically
authenticated short-range wireless enabled cellular phone is configured to listen to
the event notification and receive the new-data over the established short-range
paired wireless connection, wherein a mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone is
configured to process the event notification and store the received new-data in a
memory device of the cryptographically authenticated short-range wireless
enabled cellular phone, wherein the mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone stores
a user authentication credential in the memory device of the cryptographically
authenticated short-range wireless enabled cellular phone, wherein the mobile
client application for the cryptographically authenticated short-range wireless
enabled cellular phone is configured to use HTTP to upload the received new-data
and the user authentication credential to a user data publishing website over a
cellular data network, and wherein the mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone

provides a touch based GUI for the received new-data.”

Argument #11:

None of the cited prior art show the Claim 12 Polling limitation of:
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Short-range wireless enabled cellular phone sends a polling request to a
short-range wireless enabled data capture device, over an established paired
short-range wireless connection, to detect new-data for transfer from the
short-range wireless enabled data capture device to the paired and

cryptographically authenticated short-range wireless enabled cellular phone

As illustrated before, in Hunter, receipt of a phone call or an outgoing phone call
is required for the mobile device to generate the trigger event or signal to be sent to the
camera. Furthermore, in Hunter, the camera acquires the new-data only after it receives
the trigger event or signal from the mobile device. In contrast, in applicant’s disclosure,

the polling request from the mobile phone to the camera is for detecting already

acquired new data.
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In view of the above arguments, Hunter, in view of Pietruszka does not teach or

suggest all the limitations in claims 1, 4, 8 and 12.

Therefore, claims 1, 4, 8 and 12 are non-obvious over Hunter, in view of
Pietruszka. Claims 2-3 are dependent on claim 1; claims 5-6 are dependent on claim 4;
claim 9 is dependent on claim 8; claim 13 is dependent on claim 12. Applicant therefore
respectfully submits that dependent claims 2-3, 5-6, 9 and 13 are also non-obvious over

Hunter, in view of Pietruszka.
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Applicant therefore respectfully requests that the rejection of claims 1-6, 8-9 and

12-13 under pre-AIA 35 U.S.C. 103(a) be reconsidered and withdrawn.

The office action further states: “Claim 7 & 14 is/are rejected under pre-AIA 35
U.S.C. 103(a) as being unpatentable over Hunter US 20040005915 in view of
Pietruszka US 20070226778 further in view of Risbood US 20070111748”.

In an earlier part of this response, arguments were presented to show that Hunter,

in view of Pietruszka, does not teach or suggest the following limitations in claim 1:

“a short-range wireless communication device configured to establish a short-
range paired wireless connection between the short-range wireless enabled data
capture device and a short-range wireless enabled cellular phone, wherein
establishing the short-range paired wireless connection comprises the short-range
wireless enabled data capture device cryptographically authenticating identity of

the short-range wireless enabled cellular phone;”

“said processor configured to acquire new-data in the short-range wireless
enabled data capture device using the data capture circuitry, wherein the new-data
is data acquired after establishing the short-range paired wireless connection
between the short-range wireless enabled data capture device and the short-range

wireless enabled cellular phone;”

“said processor further configured to send an event notification and the acquired
new-data to the cryptographically authenticated short-range wireless enabled
cellular phone over the established short-range paired wireless connection
automatically, wherein the event notification corresponds to the acquired new-
data and comprises sending a signal to the cryptographically authenticated short-
range wireless enabled cellular phone, wherein the cryptographically
authenticated short-range wireless enabled cellular phone is configured to listen to

the event notification and receive the new-data over the established short-range
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paired wireless connection, wherein a mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone is
configured to process the event notification and store the received new-data in a
memory device of the cryptographically authenticated short-range wireless
enabled cellular phone, wherein the mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone stores
a user authentication credential in the memory device of the cryptographically
authenticated short-range wireless enabled cellular phone, wherein the mobile
client application for the cryptographically authenticated short-range wireless
enabled cellular phone is configured to use HTTP to upload the received new-data
and the user authentication credential to a user data publishing website over a
cellular data network, and wherein the mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone

provides a touch based GUI for the received new-data.”

Also, in an earlier part of this response, arguments were presented to show that
Hunter, in view of Pietruszka does not teach or suggest the following limitations in claim

12:

“a short-range wireless communication device configured to establish a short-
range paired wireless connection between the short-range wireless enabled data
capture device and a short-range wireless enabled cellular phone, wherein
establishing the short-range paired wireless connection comprises the short-range
wireless enabled data capture device cryptographically authenticating identity of

the short-range wireless enabled cellular phone;”

“said processor configured to acquire new-data in the short-range wireless
enabled data capture device using the data capture circuitry, wherein the new-data
is data acquired after establishing the short-range paired wireless connection
between the short-range wireless enabled data capture device and the short-range

wireless enabled cellular phone;”
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“said processor further configured to listen to a polling request from a mobile
client application on the short-range wireless enabled cellular phone, over the
established paired short-range wireless connection, wherein the polling request is
for the new-data, wherein the mobile client application on the short-range wireless
enabled cellular phone is configured to detect the new-data for transfer from the
short-range wireless enabled data capture device to the paired and the
cryptographically authenticated short-range wireless enabled cellular phone,

wherein detecting the new-data for transfer comprises:

polling the short-range wireless enabled data capture device by the short-
range wireless enabled cellular phone, using the mobile client application
on the short-range wireless enabled cellular phone, over the established

paired short-range wireless connection;”

“said processor further configured to transfer the new-data from the short-range
wireless enabled data capture device to the short-range wireless enabled cellular
phone automatically over the established paired short-range wireless connection,
wherein the mobile client application on the short-range wireless enabled cellular
phone is further configured to receive the new-data over the established short-
range paired wireless connection, wherein the mobile client application on the
short-range wireless enabled cellular phone is further configured to store the
received new-data in a memory device of the short-range wireless enabled cellular
phone, wherein the mobile client application for the short-range wireless enabled
cellular phone stores a user authentication credential in the memory device of the
short-range wireless enabled cellular phone, wherein the mobile client application
on the short-range wireless enabled cellular phone is further configured to use
HTTP to upload the received new-data and the user authentication credential to a
user data publishing website over a cellular data network, and wherein the mobile
client application on the short-range wireless enabled cellular phone provides a

touch based GUI for the received new-data.”
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Risbood does not remedy the deficiencies in a combination of Hunter and

Pietruszka.

Applicant therefore respectfully submits that Hunter, in view of Pietruszka,

further in view of Risbood, does not teach or suggest the following limitations in claim 1:

“a short-range wireless communication device configured to establish a short-
range paired wireless connection between the short-range wireless enabled data
capture device and a short-range wireless enabled cellular phone, wherein
establishing the short-range paired wireless connection comprises the short-range
wireless enabled data capture device cryptographically authenticating identity of

the short-range wireless enabled cellular phone;”

“said processor configured to acquire new-data in the short-range wireless
enabled data capture device using the data capture circuitry, wherein the new-data
is data acquired after establishing the short-range paired wireless connection
between the short-range wireless enabled data capture device and the short-range

wireless enabled cellular phone;”

“said processor further configured to send an event notification and the acquired
new-data to the cryptographically authenticated short-range wireless enabled
cellular phone over the established short-range paired wireless connection
automatically, wherein the event notification corresponds to the acquired new-
data and comprises sending a signal to the cryptographically authenticated short-
range wireless enabled cellular phone, wherein the cryptographically
authenticated short-range wireless enabled cellular phone is configured to listen to
the event notification and receive the new-data over the established short-range
paired wireless connection, wherein a mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone is

configured to process the event notification and store the received new-data in a
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memory device of the cryptographically authenticated short-range wireless
enabled cellular phone, wherein the mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone stores
a user authentication credential in the memory device of the cryptographically
authenticated short-range wireless enabled cellular phone, wherein the mobile
client application for the cryptographically authenticated short-range wireless
enabled cellular phone is configured to use HTTP to upload the received new-data
and the user authentication credential to a user data publishing website over a
cellular data network, and wherein the mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone

provides a touch based GUI for the received new-data.”

Furthermore, applicant respectfully submits that Hunter, in view of Pietruszka,
further in view of Risbood, does not teach or suggest the following limitations in claim

12:

“a short-range wireless communication device configured to establish a short-
range paired wireless connection between the short-range wireless enabled data
capture device and a short-range wireless enabled cellular phone, wherein
establishing the short-range paired wireless connection comprises the short-range
wireless enabled data capture device cryptographically authenticating identity of

the short-range wireless enabled cellular phone;”

“said processor configured to acquire new-data in the short-range wireless
enabled data capture device using the data capture circuitry, wherein the new-data
is data acquired after establishing the short-range paired wireless connection
between the short-range wireless enabled data capture device and the short-range

wireless enabled cellular phone;”

“said processor further configured to listen to a polling request from a mobile

client application on the short-range wireless enabled cellular phone, over the
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established paired short-range wireless connection, wherein the polling request is
for the new-data, wherein the mobile client application on the short-range wireless
enabled cellular phone is configured to detect the new-data for transfer from the
short-range wireless enabled data capture device to the paired and the
cryptographically authenticated short-range wireless enabled cellular phone,

wherein detecting the new-data for transfer comprises:

polling the short-range wireless enabled data capture device by the short-
range wireless enabled cellular phone, using the mobile client application
on the short-range wireless enabled cellular phone, over the established

paired short-range wireless connection;”

“said processor further configured to transfer the new-data from the short-range
wireless enabled data capture device to the short-range wireless enabled cellular
phone automatically over the established paired short-range wireless connection,
wherein the mobile client application on the short-range wireless enabled cellular
phone is further configured to receive the new-data over the established short-
range paired wireless connection, wherein the mobile client application on the
short-range wireless enabled cellular phone is further configured to store the
received new-data in a memory device of the short-range wireless enabled cellular
phone, wherein the mobile client application for the short-range wireless enabled
cellular phone stores a user authentication credential in the memory device of the
short-range wireless enabled cellular phone, wherein the mobile client application
on the short-range wireless enabled cellular phone is further configured to use
HTTP to upload the received new-data and the user authentication credential to a
user data publishing website over a cellular data network, and wherein the mobile
client application on the short-range wireless enabled cellular phone provides a

touch based GUI for the received new-data.”

Claims 1 and 12 are therefore non-obvious over Hunter, in view of Pietruszka and

Risbood. Claims 7 and 14 are dependent on claims 1 and 12 respectively. Since claims 1
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and 12 are non-obvious over Hunter, in view of Pietruszka and Risbood, dependent
claims 7 and 14 are also non-obvious over Hunter, in view of Pietruszka and Risbood.
Applicant therefore respectfully requests that the rejection of claims 7 and 14 under pre-

AIA 35 U.S.C. 103(a) be reconsidered and withdrawn.

Conclusion

Applicant respectfully requests that a timely Notice of Allowance be issued in this
case. In the interest of compact prosecution, if the prosecution of the application can be
advanced, applicant requests Examiner Nooristany to call the undersigned with the

proposed amendment.

Respectfully submitted,

Date: July 21, 2021 /Ash Tankha/
Ashok Tankha
Attorney For Applicant
Reg. No. 33,802

Correspondence Address

Lipton Weinberger & Husick

36 Greenleigh Drive

Sewell, NJ 08080

Phone: 856-266-5145

Email: ash@ipprocurement.com
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a Notice of Pre-AIA or AIA Status

The present application is being examined under the pre-AIA first to invent provisions.

Claim Rejections - 35 USC § 112
The following is a quotation of the first paragraph of 35 U.S.C. 112:

The specification shall contain a written description of the invention, and of the manner and process of
making and using it, in such full, clear, concise, and exact terms as to enable any person skilled in the
art to which it pertains, or with which it is most nearly connected, to make and use the same and shall
set forth the best mode contemplated by the inventor of carrying out his invention.

Claims 7, 14 are rejected under 35 U.S.C. 112, first paragraph, as failing to comply with
the written description requirement. The claim(s) contains subject matter which was not
described in the specification in such a way as to reasonably convey to one skilled in the relevant
art that the inventor(s), at the time the application was filed, had possession of the claimed
invention. More specifically, the applicant fails to sufficiently point out or describe use HTTP to

send user preference to the user data publishing website over the cellular data network,

wherein the user preference comprise global positioning system information.

The specification of this application under examination does not contain subject
matter to implement limitations, as cited in the following claims.

It is not apparent how “authentication credentials use HTTP to send user preference to

the user data publishing website over the cellular data network, wherein the user preference

comprise global positioning system information” as recited in claim 7, is determined.

Examiner has reviewed the specification of this application under examination (and OCR
whole document) and could not find support for the additional limitations as

claimed.
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Specification Objection

The disclosure is objected to because of the following informalities: Examiner has
reviewed the specification of this application under examination and could not find

support for the additional limitations as claimed “use HTTP to send user preference to the user

data publishing website over the cellular data network, wherein the user preference comprise

global positioning system information”. Appropriate correction is required.

Claim Rejections - 35 USC § 112
The following is a quotation of the second paragraph of 35 U.S.C. 112:

The specification shall conclude with one or more claims particularly pointing out and distinctly

claiming the subject matter, which the applicant regards as his invention.

Claims 7, 14 are rejected under 112, second paragraph as being indefinite for failing to

particularly point and distinctly claim the subject matter which applicant regards as the invention

In claim 7, the terms “use HTTP to send user preference to the user data publishing

website over the cellular data network, wherein the user preference comprise global

positioning system information” are not clear what these are in reference to. Also, the

description of the present application fails to provide a clear and complete description on the
invention as well as the above terms. However, the claims will be given a broad reasonable

interpretation for the purposes of examination as best understood.

Claims 14 is rejected for similar reasons as stated for claim 7.
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Claim Rejections - 35 USC § 103
In the event the determination of the status of the application as subject to AIA 35 U.S.C.
102 and 103 (or as subject to pre-AIA 35 U.S.C. 102 and 103) is incorrect, any correction of the
statutory basis for the rejection will not be considered a new ground of rejection if the prior art
relied upon, and the rationale supporting the rejection, would be the same under either status.
The following is a quotation of pre-AIA 35 U.S.C. 103(a) which forms the basis for all

obviousness rejections set forth in this Office action:

(a) A patent may not be obtained though the invention is not identically disclosed or described as set
forth in section 102, if the differences between the subject matter sought to be patented and the prior art
are such that the subject matter as a whole would have been obvious at the time the invention was made
to a person having ordinary skill in the art to which said subject matter pertains. Patentability shall not
be negatived by the manner in which the invention was made.

Claim 1-6, 8-9, 12-13 is/are rejected under pre-AIA 35 U.S.C. 103(a) as being unpatentable

over Hunter US 20040005915 in view of Pietruszka US 20070226778.

4. A system, comprising:

a short-range wireless enabled data capture device (Hunter fig. 1, unit 10), comprising:

a first memory device (Hunter: a camera with an image memory and a first wireless
communication interface [0010] fig. 1, unit 10);

a first processor coupled to the first memory device (Hunter: a camera with an image
memory and a first wireless communication interface [0010] fig. 1, unit 10);

a first short-range wireless communication device configured to establish a short-range
paired wireless connection with a short-range wireless enabled cellular phone, wherein the short-
range wireless enabled cellular phone is internet enabled (Hunter: when the mobile telephone

is switched on, it may transmit a signal for receipt and acknowledgement by the camera 10
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to establish a data link between the two units. Alternatively, the camera 10 may
periodically transmit a signal which is received and acknowledged by the mobile telephone
20 to establish a data link between the two units when it is switched on and/or comes within
a predetermined distance of the camera 10 [0017-0027, 0036-0037]),

wherein establishing the short-range paired wireless connection comprises, the short-
range wireless enabled data capture device [[cryptographically]] authenticating identity of the
short-range wireless enabled cellular phone;

a data capture circuitry (Hunter: fig. 1 unit 10);

said first processor configured to acquire new-data in the short-range wireless enabled
data capture device using the data capture circuitry, wherein the new-data is data acquired after
establishing the short-range paired wireless connection with the short-range wireless enabled
cellular phone (Hunter: [0017-0027, 0036-0037] After the data link is established, the
camera 10 can transmit (via the wireless communication link 16), in response to a trigger

event, video or still image data representative of images stored in or being captured

thereby, either continuously or periodically, for receipt by the mobile telephone [0038]);
said first processor further configured to store the new-data in the first memory device

(Hunter: After the data link is established, the camera 10 can transmit (via the wireless

communication link 16), in response to a trigger event, video or still image data

representative of images stored in or being captured thereby, either continuously or

periodically, for receipt by the mobile telephone [0038]);
said first processor further configured to send an event notification (Hunter:
programming a camera and a communications device to recognize a trigger event; one of

the camera and the communications device recognizing occurrence of the trigger event,
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and communicating with the other of the camera and the communications device by a
wireless link therebetween [0013]) and the acquired new-data to the cryptographically
authenticated short-range wireless enabled cellular phone over the established short-range
paired wireless connection automatically (Hunter: transferring images between the camera

and the communications device over the wireless link [0013]), wherein the event notification

corresponds to the acquired new-data and comprises sending a signal to the cryptographically

authenticated short-range wireless enabled cellular phone (Hunter: [0013]),

said short-range wireless enabled cellular phone (Hunter: fig. 1 unit 20), comprising:

a second memory device (Hunter: fig. 1 unit 20);

a second processor coupled to the second memory device (Hunter: fig. 1 unit 20);

a cellular network communication device configured to connect to the internet via the
cellular data network (Hunter: fig. 1 unit 20);

a second short-range wireless communication device configured to establish the short-
range paired wireless connection between the short-range wireless enabled cellular phone and the
short-range wireless enabled data capture device (Hunter: when the mobile telephone is
switched on, it may transmit a signal for receipt and acknowledgement by the camera 10 to
establish a data link between the two units. Alternatively, the camera 10 may periodically
transmit a signal which is received and acknowledged by the mobile telephone 20 to
establish a data link between the two units when it is switched on and/or comes within a
predetermined distance of the camera 10 [0017-0027, 0036-0037]);

a mobile client application for the short-range wireless enabled cellular phone comprising
executable instructions that, when executed by the second processor controls the second

processor to: listen for an event notification sent by the short-range wireless enabled data capture
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device, wherein a mobile client application for the short-range wireless enabled cellular phone is
configured to process the event notification (Hunter: programming a camera and a
communications device to recognize a trigger event; one of the camera and the
communications device recognizing occurrence of the trigger event, and communicating
with the other of the camera and the communications device by a wireless link
therebetween [0013]);

receive the new-data from the short-range wireless enabled data capture device (Hunter:
an image storage buffer 24 for storing image data received from the camera 10 [0035]);

store the received new-data in the second memory device (Hunter: an image storage
buffer 24 for storing image data received from the camera 10 [0035]);

store the user authentication credential in the second memory device (Hunter: The

wireless link may be pre-existing, or may be set up only on the initiation of the call [0017-
0027, 0036-0037, 0039-0040]);

use HTTP to upload the received new-data and a user authentication credential to a user
data publishing website over the cellular data network (Hunter: transferring said images from
the communications device on to a data network through a data network interface [0013,
0035, 0041]);

provide a touch based graphical user interface for the received new-data (Hunter:

[0025])
Hunter merely discloses the term cryprographically authenticating
Pietruszka further teaches cryptographically authenticating (Pietruszka: [0037]); store

the user authentication credential in the second memory device (Pietruszka fig. 9A-9D) and

provide a touch based graphical user interface for the received new-data (Pietruszka [0099-
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0110]) in order to communicate only with a trusted device can cryptographically authenticate the
identity of the other device.

Thus, it would have been obvious to one skill in the art to include the above recited
limitation into Hunter’s in order to communicate only with a trusted device can

cryptographically authenticate the identity of the other device [0037], as taught by Pietruszka.

5. The system of claim 4, wherein the short-range paired wireless connection is one of
a Bluetooth paired wireless connection, a Wi-Fi paired wireless connection, and other wireless

personal area networking technologies that use pairing (Hunter: [0037])

6. The system of claim 4, wherein the user authentication credential is for a user of the user

data publishing website (Hunter: [0025])

Claim 7 & 14 is/are rejected under pre-AIA 35 U.S.C. 103(a) as being unpatentable over
Hunter US 20040005915 in view of Pietruszka US 20070226778 further in view of Risbood

US 20070111748

7. The system of claim 4, wherein data the mobile client application for the short-range
wireless enabled cellular phone comprises executable instructions that, when executed by the
second processor controls the second processor to: use HTTP to send user preference to the user
data publishing website over the cellular data network, [[wherein the user preference comprise

global positioning system information]] (Hunter: [0031]
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Risbood further teaches wherein the user preference comprise global positioning system
information (Risbood: fig. 3, unit 340-350 [0027]) in order to connect directly to the resident
server using the well-known HTTP or TCP/IP protocols, and with conventional authentication
and encryption can upload the data

Thus, it would have been obvious to one skill in the art to include the above recited
limitation into Hunter’s invention in order to connect directly to the resident server using the
well-known HTTP or TCP/IP protocols, and with conventional authentication and encryption can

upload the data [0027], as taught by Risboot.

Regarding claims 1-3, 8-9, 12-14 the independent claim and each dependent claim are related to
the same limitation set for hereinabove in claims 4-7, where the difference used is a “capture
device” & “mobile device” and the wordings of the claims were interchanged within the claim
itself or some of the claims were presented as a combination of two or more previously presented
limitations. This change does not affect the limitation of the above treated claims. Adding these
phrases to the claims and interchanging the wording did not introduce new limitations to these

claims. Therefore these claims were rejected for similar reasons as stated above

Response to Arguments
Applicant's arguments filed on 05/05/21 have been fully considered but they are not
persuasive.

Applicant Argument:

137



Application/Control Number: 16/532,507 Page 10
Art Unit: 2415

Regarding first paragraph of 35 U.S.C. 112 rejection, Applicant is suggesting for support
to some page Nos. 5, 7, 9 and Figure 2 and Figure 4 of US Non-provisional patent application

serial number 11/901,802.

Response to Arguments:

With respect to the above argument, Examiner would like to draw attention that the US
Non-provisional patent application serial number 11/901,802 or any other cross reference related
Applications does not support the limitation of claim 7 & 14. Thus, the Examiner maintains the

rejection.

Applicant Argument: 1

Prior art failed to teach said processor further configured to send an event notification
and the acquired new-data to the cryptographically authenticated short-range wireless
enabled cellular phone over the established short-range paired wireless
connection automatically, wherein the event notification corresponds to the acquired new-data
and comprises sending a signal to the cryptographically authenticated short-range wireless

enabled cellular phone.

Response to Arguments:
In addition, the Examiner would like to draw attention to (fig. 1, [0013]) of Hunter, for
example: programming a camera and a communications device to recognize a trigger event; one

of the camera and the communications device recognizing occurrence of the trigger event, and

communicating with the other of the camera and the communications device by a wireless link
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therebetween. ... The Examiner further would like to draw attention to ([0017-0027, 0036-0037-
0038]) of Hunter, for example - After the data link is established, the camera 10 can transmit
(via the wireless communication link 16), in response to a trigger event, video or still image data
representative of images stored in or being captured thereby, either continuously or periodically,
for receipt by the mobile telephone [0038] (herein it’s considered same as said processor further
configured to send an event notification and the acquired new-data to the cryptographically
authenticated short-range wireless enabled cellular phone over the established short-range
paired wireless connection automatically, wherein the event notification corresponds to the
acquired new-data and comprises sending a signal to the cryptographically authenticated short-

range wireless enabled cellular phone).

Applicant Argument: 2
Prior art failed to teach “wherein the mobile client application for the cryptographically
authenticated short-range wireless enabled cellular phone provides a touch based GUI for

the received new-data”

Response to Arguments:
In addition, the Examiner would like to draw attention to (fig. 8, 9A-9D, [0099-0110]) of
Pietruszka, for example: As shown in FIG. 8, user interface 814 is also coupled to processor

810. User interface 814 facilitates the exchange of information with a user. FIG. 8 shows that

user interface 814 includes a user input portion 820 and a user output portion 822. User input

portion 820 may include one or more components that allow a user to input information.

Examples of such components include keypads, touch screens, and microphones. User output
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portion 822 allows a user to receive information from the device. Thus. user output portion 822

may include various components, such as a display, and one or more audio speakers. Exemplary

displays include liquid crystal displays (LCDs), and video displays. The user interface 814 can

allow a user to perform various tasks including among other things those tasks associated with

the security or protection embodiments described herein, including for example setting or

changing of the operational state (e.g.. Locked. Unlocked, Selective. etc.) of the device or other

remote devices, entering or changing passwords, and so forth. .. ... (herein it’s considered same as

wherein the mobile client application for the cryptographically authenticated short-range

wireless enabled cellular phone provides a touch based GUI for the received new-data).

Applicant Argument: 3-5

Prior art failed to teach pairing short range wireless or away from permanent paired
short-range wireless connection and cryptographic pairing between devices
Response to Arguments:

With respect to the above argument, Examiner would like to draw attention to that it is
the claims that define the claimed invention, and it is claims, not specifications that are
anticipated or unpatentable. Constant v. Advanced Micro-Devices Inc., 7 USPQ2d 1064.

In addition, the Examiner would like to draw attention to (fig. 1, [0017-0027, 0036-
0037]) of Hunter, for example: when the mobile telephone is switched on, it may transmit a
signal for receipt and acknowledgement by the camera 10 to establish a data link between the
two units. Alternatively, the camera 10 may periodically transmit a signal which is received and
acknowledged by the mobile telephone 20 to establish a data link between the two units when it

is switched on and/or comes within a predetermined distance of the camera 10.
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The Examiner further would like to draw attention to ([0037]) of Hunter, for example: a
device that wishes to communicate only with a trusted device can cryptographically authenticate
the identity of the other device. Trusted devices may also encrypt data exchanged over a wireless
medium as an added security. The encryption can however be turned off and passkeys can be
stored on the device's file system rather than the Bluetooth component or chip itself. Since the
Bluetooth address can be permanent, a pairing can be preserved even if the Bluetooth name is
changed. Either device in a pairing relationship may delete the pairing between the devices.
Devices may require pairing or may prompt the user before it allows a remote device to utilize
any or all or some of its services (herein it’s considered same as paired short-range wireless
connection and cryptographic pairing between devices).

Furthermore, the Examiner would like to draw attention to (fig. 1-9) of Pietruszka, for
example: Accordingly, FIG. 1 is a diagram of an exemplary operational environment 100. This

environment includes one or more wireless communications devices (WCDs), such as WCD 110

and WCD 120, which can establish trusted relationships with each other or with other devices to
facilitate subsequent wireless communications between the trusted devices and/or set or change
an operational state of device pertaining to the handling of the establishment of trusted
relationships with other devices. As shown, WCD 110 includes operational state(s) which control
its ability to establish a trusted relationship with other devices, such as WCD 120 or other
devices. As shown by reference to numeral 112, the operational states may include a locked state
to prevent (or prohibit) establishing of a trusted relationship with a remote device or an unlocked
state to allow establishing of a trusted relationship with a remote device. Other operational states
may also be included such as a selective state, e.g., selective locked or selective unlocked, in

which a particular subset or type of device, which may be defined by some discernable category
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or characteristic (e.g., manufacturer, type of device, and so forth), may be allowed or prevented
from establishing a trusted relationship. The operational states may be implemented through a
security application resident in one or both of WCD 110, 120 (herein it’s considered same as

paired short-range wireless connection and cryptographic pairing between devices).

Applicant Argument: 6
Prior art failed to teach receiving or making Phone call trigger even vs NO such Phone

call trigger event.

Response to Arguments:

In addition, the Examiner would like to draw attention to (fig. 1, [0013]) of Hunter, for
example: programming a camera and a communications device to recognize a trigger event; one
of the camera and the communications device recognizing occurrence of the trigger event, and
communicating with the other of the camera and the communications device by a wireless link
therebetween (herein it’s considered same as sending a signal to the cryptographically
authenticated short-range wireless enabled cellular phone corresponding to the acquired new-

data).

Applicant Argument: 7
Prior art failed to teach setting based control of cryptographic pairing between devices in
NOT relevant in application’s scenario

Response to Arguments:
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The Examiner further would like to draw attention to ([0017-0027, 0036-0037-0038]) of
Hunter, for example - After the data link is established, the camera 10 can transmit (via the
wireless communication link 16), in response to a trigger event, video or still image data
representative of images stored in or being captured thereby, either continuously or periodically,
for receipt by the mobile telephone [0038].

In addition, the Examiner would like to draw attention to (fig. 1-9, [0024-0025]) of
Pietruszka, for example: Accordingly, FIG. 1 is a diagram of an exemplary operational

environment 100. This environment includes one or more wireless communications devices

(WCDs). such as WCD 110 and WCD 120, which can establish trusted relationships with each

other or with other devices to facilitate subsequent wireless communications between the trusted
devices and/or set or change an operational state of device pertaining to the handling of the
establishment of trusted relationships with other devices. As shown, WCD 110 includes
operational state(s) which control its ability to establish a trusted relationship with other devices,
such as WCD 120 or other devices. As shown by reference to numeral 112, the operational states
may include a locked state to prevent (or prohibit) establishing of a trusted relationship with a
remote device or an unlocked state to allow establishing of a trusted relationship with a remote
device. Other operational states may also be included such as a selective state, e.g., selective
locked or selective unlocked, in which a particular subset or type of device, which may be
defined by some discernable category or characteristic (e.g., manufacturer, type of device, and so
forth), may be allowed or prevented from establishing a trusted relationship. The operational
states may be implemented through a security application resident in one or both of WCD 110,
120 (herein it’s considered same as cryptographically authenticated short-range wireless that is

based control of cryptographic pairing between devices in relevant in application’s scenario).
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Applicant Argument: 8-9

Prior art failed to teach Sending an event notification and acquired new-data to a
cryptographically authenticated short-range wireless enabled cellular phone over an established
short-range paired wireless connection, where sending the event notification comprises sending a
signal to the cryptographically authenticated short-range wireless enabled cellular phone

corresponding to the acquired new-data.

Response to Arguments:
In addition, the Examiner would like to draw attention to (fig. 1, [0013]) of Hunter, for
example: programming a camera and a communications device to recognize a trigger event; one

of the camera and the communications device recognizing occurrence of the trigger event, and

communicating with the other of the camera and the communications device by a wireless link
therebetween (herein it’s considered same as Sending an event notification and acquired new-
data to a cryptographically authenticated short-range wireless enabled cellular phone over an
established short-range paired wireless connection, where sending the event notification
comprises sending a signal to the cryptographically authenticated short-range wireless enabled
cellular phone corresponding to the acquired new-data).

In addition, the Examiner would like to draw attention to (fig. 1, [0017-0027, 0036-
0037]) of Hunter, for example: when the mobile telephone is switched on, it may transmit a
signal for receipt and acknowledgement by the camera 10 to establish a data link between the

two units. Alternatively, the camera 10 may periodically transmit a signal which is received and
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acknowledged by the mobile telephone 20 to establish a data link between the two units when it
is switched on and/or comes within a predetermined distance of the camera 10.

The Examiner further would like to draw attention to ([0037]) of Hunter, for example: a
device that wishes to communicate only with a trusted device can cryptographically authenticate
the identity of the other device. Trusted devices may also encrypt data exchanged over a wireless
medium as an added security. The encryption can however be turned off and passkeys can be
stored on the device's file system rather than the Bluetooth component or chip itself. Since the
Bluetooth address can be permanent, a pairing can be preserved even if the Bluetooth name is
changed. Either device in a pairing relationship may delete the pairing between the devices.
Devices may require pairing or may prompt the user before it allows a remote device to utilize
any or all or some of its services. ..

The Examiner further would like to draw attention to ([0017-0027, 0036-0037-0038]) of
Hunter, for example - After the data link is established, the camera 10 can transmit (via the
wireless communication link 16), in response to a trigger event, video or still image data
representative of images stored in or being captured thereby, either continuously or periodically,
for receipt by the mobile telephone (herein it’s considered same as Sending an event notification
and acquired new-data to a cryptographically authenticated short-range wireless enabled
cellular phone over an established short-range paired wireless connection, where sending the
event notification comprises sending a signal to the cryptographically authenticated short-range

wireless enabled cellular phone corresponding to the acquired new-data).

Applicant Argument: 10
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Prior art failed to teach use HTTP to transfer new-data and a user authentication credential

to website

Response to Arguments:

In addition, the Examiner would like to draw attention to (fig. 1, [0009, 0031, 0041]) of
Hunter, for example: it is known for mobile telephones to support data instead of or as well as
voice calls, in which case the present invention can be taken to relate also to the establishment of
a data link or the initiation of data transmission as a result of use of a telephone to access a data
service, e.g. an internet page such as a photo website or a photo printing service (herein it’s
considered same as use HTTP to transfer new-data and a user authentication credential to

website).

Applicant Argument: 11

Prior art failed to teach the Claim 12 Polling limitation of: Short-range wireless enabled
cellular phone sends a polling request to a short-range wireless enabled data capture device, over
an established paired short-range wireless connection, to detect new-data for transfer from
the short-range wireless enabled data capture device to the paired and cryptographically
authenticated short-range wireless enabled cellular phone
Response to Arguments:

The Examiner would like to draw attention to (fig. 1, [0013]) of Hunter, for example:

programming a camera and a communications device to recognize a trigger event; one of the

camera and the communications device recognizing occurrence of the trigger event, and
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communicating with the other of the camera and the communications device by a wireless link
therebetween..

The Examiner further would like to draw attention to ([0017-0027, 0036-0037-0038]) of
Hunter, for example - After the data link is established, the camera 10 can transmit (via the
wireless communication link 16), in response to a trigger event, video or still image data
representative of images stored in or being captured thereby, either continuously or periodically,
for receipt by the mobile telephone [0038] (herein it’s considered same as the Claim 12 Polling
limitation of ...)

Thus, for the above reason, the prior art meet the claim limitation.

The examiner stresses that the claims are too broad and require detail or specialization of

the steps as recited in the claims. Alone and as claimed, the limitations are too open.

Examiner has cited particular portions of the references as applied to each claim limitation
for the convenience of the applicant. Although the specified citations are representative of the
teachings of the art and are applied to the specific limitations within the individual claim, other
passages and figures may apply as well. It is respectfully requested from the applicant in
preparing responses, to fully consider the references in entirety as potentially teaching all or part
of the claimed invention, as well as the context of the passage as taught by the prior art or

disclosed by the Examiner.
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Regarding all other arguments presented by applicant, the arguments are substantially the
same as those which have already been addressed above and in the interest of brevity; the

Examiner directs the applicant to those responses above.

Remark:

In addition, an interview could expedite the prosecution.

Conclusion

Accordingly, THIS ACTION IS MADE FINAL. See MPEP § 706.07(a). Applicant is
reminded of the extension of time policy as set forth in 37 CFR 1.136(a). A shortened statutory
period for reply to this final action is set to expire THREE MONTHS from the mailing date of
this action. In the event a first reply is filed within TWO MONTHS of the mailing date of this
final action and the advisory action is not mailed until after the end of the THREE-MONTH
shortened statutory period, then the shortened statutory period will expire on the date the
advisory action is mailed, and any extension fee pursuant to 37 CFR 1.136(a) will be calculated
from the mailing date of the advisory action. In no event, however, will the statutory period for
reply expire later than SIX MONTHS from the date of this final action.

Any inquiry concerning this communication or earlier communications from the
examiner should be directed to Sulaiman Nooristany whose telephone number is 571-270-
1929. The examiner can normally be reached on Monday thru Friday: 8:30am to 5:00pm (EST).
If attempts to reach the examiner by telephone are unsuccessful, the examiner’s supervisor, Jeff
Rutkowski can be reached on 571-270-1215. The fax phone number for the organization where

this application or proceeding is assigned is 571-273-8300. Information regarding the status of an
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application may be obtained from the Patent Application Information Retrieval (PAIR)

system. Status information for published applications may be obtained from either Private PAIR
or Public PAIR. Status information for unpublished applications is available through Private
PAIR only. Should you have questions on access to the Private PAIR system, contact the
Electronic Business Center (EBC) at 866-217-9197 (toll-free). If you would like assistance from
a USPTO Customer Service Representative or access to the automated information system, call

800-786-9199 (IN USA OR CANADA) or 571-272-1000.

/SULAIMAN NOORISTANY/

Primary Examiner, Art Unit 2415
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Amendments to the claims

Claim 1 (previously presented): A short-range wireless enabled data capture device,

comprising:

a memory device;

a processor coupled to the memory device;

a short-range wireless communication device configured to establish a short-range
paired wireless connection between the short-range wireless enabled data capture
device and a short-range wireless enabled cellular phone, wherein establishing the
short-range paired wireless connection comprises the short-range wireless enabled
data capture device cryptographically authenticating identity of the short-range

wireless enabled cellular phone;

a data capture circuitry;

said processor configured to acquire new-data in the short-range wireless enabled
data capture device using the data capture circuitry, wherein the new-data is data
acquired after establishing the short-range paired wireless connection between the
short-range wireless enabled data capture device and the short-range wireless

enabled cellular phone;

said processor further configured to store the new-data in the memory device;

said processor further configured to send an event notification and the acquired
new-data to the cryptographically authenticated short-range wireless enabled
cellular phone over the established short-range paired wireless connection
automatically, wherein the event notification corresponds to the acquired new-

data and comprises sending a signal to the cryptographically authenticated short-
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range wireless enabled cellular phone, wherein the cryptographically
authenticated short-range wireless enabled cellular phone is configured to listen to
the event notification and receive the new-data over the established short-range
paired wireless connection, wherein a mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone is
configured to process the event notification and store the received new-data in a
memory device of the cryptographically authenticated short-range wireless
enabled cellular phone, wherein the mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone stores
a user authentication credential in the memory device of the cryptographically
authenticated short-range wireless enabled cellular phone, wherein the mobile
client application for the cryptographically authenticated short-range wireless
enabled cellular phone is configured to use HTTP to upload the received new-data
and the user authentication credential to a user data publishing website over a
cellular data network, and wherein the mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone

provides a touch based GUI for the received new-data.

Claim 2 (previously presented): The short-range wireless enabled data capture device

of claim 1, wherein the short-range paired wireless connection is one of a Bluetooth

paired wireless connection, a Wi-Fi paired wireless connection, and other wireless

personal area networking technologies that use pairing.

Claim 3 (previously presented): The short-range wireless enabled data capture device of

claim 1, wherein the user authentication credential sent by the mobile client application is

used to authenticate a user on the user data publishing website and publish the new-data

for private use on the user data publishing website.

Claim 4 (previously presented): A system, comprising:

a short-range wireless enabled data capture device, comprising:
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a first memory device;

a first processor coupled to the first memory device;

a first short-range wireless communication device configured to establish
a short-range paired wireless connection with a short-range wireless
enabled cellular phone, wherein the short-range wireless enabled cellular
phone is internet enabled, wherein establishing the short-range paired
wireless connection comprises, the short-range wireless enabled data
capture device cryptographically authenticating identity of the short-range

wireless enabled cellular phone;

a data capture circuitry;

said first processor configured to acquire new-data in the short-range
wireless enabled data capture device using the data capture circuitry,
wherein the new-data is data acquired after establishing the short-range
paired wireless connection with the short-range wireless enabled cellular

phone;

said first processor further configured to store the new-data in the first

memory device; and

said first processor further configured to send an event notification and the
acquired new-data to the cryptographically authenticated short-range wireless
enabled cellular phone over the established short-range paired wireless connection
automatically, wherein the event notification corresponds to the acquired new-
data and comprises sending a signal to the cryptographically authenticated short-

range wireless enabled cellular phone;
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said short-range wireless enabled cellular phone, comprising:

a second memory device;

a second processor coupled to the second memory device;

a cellular network communication device configured to connect to the

internet via a cellular data network;

a second short-range wireless communication device configured to
establish the short-range paired wireless connection between the short-
range wireless enabled cellular phone and the short-range wireless enabled

data capture device;
a mobile client application for the short-range wireless enabled cellular
phone comprising executable instructions that, when executed by the
second processor controls the second processor to:
listen for the event notification sent by the short-range wireless
enabled data capture device, wherein the mobile client application
for the short-range wireless enabled cellular phone is configured to

process the event notification;

receive the new-data from the short-range wireless enabled data

capture device;

store the received new-data in the second memory device;

store a user authentication credential in the second memory device;
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use HTTP to upload the received new-data and the user
authentication credential to a user data publishing website over the

cellular data network; and

provide a touch based graphical user interface for the received

new-data.

Claim 5 (previously presented): The system of claim 4, wherein the short-range paired
wireless connection is one of a Bluetooth paired wireless connection, a Wi-Fi paired
wireless connection, and other wireless personal area networking technologies that use

pairing.

Claim 6 (previously presented): The system of claim 4, wherein the user authentication

credential is for a user of the user data publishing website.

Claim 7 (currently amended): The system of claim 4, wherein the mobile client
application for the short-range wireless enabled cellular phone comprises executable
instructions that, when executed by the second processor controls the second processor

to:

use HTTP to send glebal-pesitioning-system-information user preferences to the

user data publishing website over the cellular data network, wherein the user

preferences comprise global positioning system information.

Claim 8 (previously presented): A short-range wireless enabled cellular phone,

comprising:

a memory device;

a processor coupled to the memory device;
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a cellular network communication device configured to connect to internet via a

cellular data network;

a short-range wireless communication device configured to establish a short-range
paired wireless connection between the short-range wireless enabled cellular
phone and a short-range wireless enabled data capture device, wherein the short-
range wireless enabled data capture device is configured to cryptographically

authenticate identity of the short-range wireless enabled cellular phone;

a mobile client application for the short-range wireless enabled cellular phone
comprising executable instructions that, when executed by the processor controls

the processor to:

listen for an event notification sent by the short-range wireless enabled
data capture device, wherein the event notification corresponds to new-
data and comprises sending a signal by the short-range wireless enabled
data capture device to the short-range wireless enabled cellular phone,
wherein the new-data is data acquired by the data capture device after
establishing the short-range paired wireless connection with the short-

range wireless enabled cellular phone;

receive the event notification and the new-data from the short-range

wireless enabled data capture device;

process the event notification and store the received new-data in the

memory device;

store a user authentication credential in the memory device;
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use HTTP to upload the received new-data and the user authentication
credential to a user data publishing web service over the cellular data

network; and

provide a touch based graphical user interface for the received new-data.
Claim 9 (previously presented): The short-range wireless enabled cellular phone of claim
8, wherein the short-range paired wireless connection is one of a Bluetooth paired
wireless connection, a Wi-Fi paired wireless connection, and other wireless personal area
networking technologies that use pairing.

Claims 10-11 (cancelled).

Claim 12 (previously presented): A short-range wireless enabled data capture device,

comprising:
a memory device;
a processor coupled to the memory device;
a short-range wireless communication device configured to establish a short-range
paired wireless connection between the short-range wireless enabled data capture
device and a short-range wireless enabled cellular phone, wherein establishing the
short-range paired wireless connection comprises the short-range wireless enabled
data capture device cryptographically authenticating identity of the short-range
wireless enabled cellular phone;

a data capture circuitry;

said processor configured to acquire new-data in the short-range wireless enabled

data capture device using the data capture circuitry, wherein the new-data is data
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acquired after establishing the short-range paired wireless connection between the
short-range wireless enabled data capture device and the short-range wireless

enabled cellular phone;

said processor further configured to store the new-data in the memory device of

the short-range wireless enabled data capture device;

said processor further configured to listen to a polling request from a mobile
client application on the short-range wireless enabled cellular phone, over the
established paired short-range wireless connection, wherein the polling request is
for the new-data, wherein the mobile client application on the short-range wireless
enabled cellular phone is configured to detect the new-data for transfer from the
short-range wireless enabled data capture device to the paired and the
cryptographically authenticated short-range wireless enabled cellular phone,

wherein detecting the new-data for transfer comprises:

polling the short-range wireless enabled data capture device by the short-
range wireless enabled cellular phone, using the mobile client application
on the short-range wireless enabled cellular phone, over the established

paired short-range wireless connection;

said processor further configured to transfer the new-data from the short-range
wireless enabled data capture device to the short-range wireless enabled cellular
phone automatically over the established paired short-range wireless connection,
wherein the mobile client application on the short-range wireless enabled cellular
phone is further configured to receive the new-data over the established short-
range paired wireless connection, wherein the mobile client application on the
short-range wireless enabled cellular phone is further configured to store the
received new-data in a memory device of the short-range wireless enabled cellular
phone, wherein the mobile client application for the short-range wireless enabled

cellular phone stores a user authentication credential in the memory device of the

157



short-range wireless enabled cellular phone, wherein the mobile client application
on the short-range wireless enabled cellular phone is further configured to use
HTTP to upload the received new-data and the user authentication credential to a
user data publishing website over a cellular data network, and wherein the mobile
client application on the short-range wireless enabled cellular phone provides a

touch based GUI for the received new-data.

Claim 13 (previously presented): The short-range wireless enabled data capture device of
claim 12, wherein the short-range paired wireless connection is one of a Bluetooth paired
wireless connection, a Wi-Fi paired wireless connection, and other wireless personal area

networking technologies that use pairing.

Claim 14 (currently amended): The short-range wireless enabled data capture device

of claim 12, wherein the mobile client application for the short-range wireless enabled

cellular phone uses HTTP to send user preferences glebal-pesitioning systeminformation

to the user data publishing web service over the cellular data network, wherein the user

preferences comprise global positioning system information.

10
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Application/Control Number: 16/532,507 Page 2
Art Unit: 2415

aNotice of Pre-AIA or AIA Status

The present application is being examined under the pre-AIA first to invent provisions.

Continued Examination Under 37 CFR 1.114
A request for continued examination under 37 CFR 1.114. including the fee set forth in
37 CFR 1.17(e), was filed in this application after final rejection. Since this application is eligible
for continued examination under 7 CFR 1.114, and the fee set forth in 37 CFR 1.17(e) has been
timely paid, the finality of the previous Office action has been withdrawn pursuant to 37 CFR

1.114.

Double Patenting

The nonstatutory double patenting rejection is based on a judicially created doctrine
grounded in public policy (a policy reflected in the statute) so as to prevent the unjustified or
improper timewise extension of the “right to exclude” granted by a patent and to prevent possible
harassment by multiple assignees. A nonstatutory double patenting rejection is appropriate
where the claims at issue are not identical, but at least one examined application claim is not
patentably distinct from the reference claim(s) because the examined application claim is either
anticipated by, or would have been obvious over, the reference claim(s). See, e.g., In re Berg,
140 F.3d 1428, 46 USPQ2d 1226 (Fed. Cir. 1998); In re Goodman, 11 F.3d 1046, 29 USPQ2d
2010 (Fed. Cir. 1993); In re Longi, 759 F.2d 887, 225 USPQ 645 (Fed. Cir. 1985); In re Van
Ornum, 686 F.2d 937, 214 USPQ 761 (CCPA 1982); In re Vogel, 422 F.2d 438, 164 USPQ 619

(CCPA 1970); and In re Thorington, 418 F.2d 528, 163 USPQ 644 (CCPA 1969).

164



Application/Control Number: 16/532,507 Page 3
Art Unit: 2415

A timely filed terminal disclaimer in compliance with 37 CFR 1.321(c) or 1.321(d) may
be used to overcome an actual or provisional rejection based on a nonstatutory double patenting
ground provided the reference application or patent either is shown to be commonly owned with
this application, or claims an invention made as a result of activities undertaken within the scope
of a joint research agreement. A terminal disclaimer must be signed in compliance with 37 CFR
1.321(b).

The USPTO internet Web site contains terminal disclaimer forms which may be used.
Please visit http://www.uspto.gov/forms/. The filing date of the application will determine what
form should be used. A web-based eTerminal Disclaimer may be filled out completely online
using web-screens. An eTerminal Disclaimer that meets all requirements is auto-processed and
approved immediately upon submission. For more information about eTerminal Disclaimers,

refer to http://www.uspto.gov/patents/process/file/efs/guidance/eTD-info-1.jsp.

Claims 1-9, 12-14 are provisionally rejected on the ground of nonstatutory double
patenting as being unpatentable over claims of parent Application(s) No. 15659637, 14578202,
14503401, 14273546, 14172913, 13740214, 12333303 and co-pending Application No.
11901802. Although the claims at issue are identical, they are not patentably distinct from each

other because they are same variants of each other.

Claim Rejections - 35 USC § 112
The following is a quotation of the first paragraph of 35 U.S.C. 112:

The specification shall contain a written description of the invention, and of the manner and process of
making and using it, in such full, clear, concise, and exact terms as to enable any person skilled in the
art to which it pertains, or with which it is most nearly connected, to make and use the same and shall
set forth the best mode contemplated by the inventor of carrying out his invention.
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Claims 7, 14 are rejected under 35 U.S.C. 112, first paragraph, as failing to comply with
the written description requirement. The claim(s) contains subject matter which was not
described in the specification in such a way as to reasonably convey to one skilled in the relevant
art that the inventor(s), at the time the application was filed, had possession of the claimed
invention. More specifically, the applicant fails to sufficiently point out or describe use HTTP to

send global positioning system information to the user data publishing website over the

cellular data network.

The specification of this application under examination does not contain subject
matter to implement limitations, as cited in the following claims.

It is not apparent how “authentication credentials use HTTP to send global positioning

system information to the user data publishing website over the cellular data network” as

recited in claim 7, is determined.

Examiner has reviewed the specification of this application under examination (and OCR
whole document) and could not find support for the additional limitations as

claimed.

Specification Objection

The disclosure is objected to because of the following informalities: Examiner has
reviewed the specification of this application under examination and could not find

support for the additional limitations as claimed “use HTTP to send global positioning system

information to the user data publishing website over the cellular data network”. Appropriate

correction is required.
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Claim Rejections - 35 USC § 112
The following is a quotation of the second paragraph of 35 U.S.C. 112:

The specification shall conclude with one or more claims particularly pointing out and distinctly
claiming the subject matter, which the applicant regards as his invention.

Claims 7, 14 are rejected under 112, second paragraph as being indefinite for failing to

particularly point and distinctly claim the subject matter which applicant regards as the invention

In claim 7, the terms “use HTTP to send global positioning system information to the

user data publishing website over the cellular data network” are not clear what these are in

reference to. Also, the description of the present application fails to provide a clear and complete
description on the invention as well as the above terms. However, the claims will be given a

broad reasonable interpretation for the purposes of examination as best understood.

Claims 14 is rejected for similar reasons as stated for claim 7.

Claim Rejections - 35 USC § 103
In the event the determination of the status of the application as subject to AIA 35 U.S.C.
102 and 103 (or as subject to pre-AIA 35 U.S.C. 102 and 103) is incorrect, any correction of the
statutory basis for the rejection will not be considered a new ground of rejection if the prior art
relied upon, and the rationale supporting the rejection, would be the same under either status.
The following is a quotation of pre-AIA 35 U.S.C. 103(a) which forms the basis for all

obviousness rejections set forth in this Office action:

(a) A patent may not be obtained though the invention is not identically disclosed or described as set
forth in section 102, if the differences between the subject matter sought to be patented and the prior art
are such that the subject matter as a whole would have been obvious at the time the invention was made
to a person having ordinary skill in the art to which said subject matter pertains. Patentability shall not
be negatived by the manner in which the invention was made.
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Claim 1-9, 12-14 is/are rejected under pre-AlIA 35 U.S.C. 103(a) as being unpatentable over

Hunter US 20040005915 in view of Pietruszka US 20070226778.

4. A system, comprising:

a short-range wireless enabled data capture device (Hunter fig. 1, unit 10), comprising:

a first memory device (Hunter: a camera with an image memory and a first wireless
communication interface [0010] fig. 1, unit 10);

a first processor coupled to the first memory device (Hunter: a camera with an image
memory and a first wireless communication interface [0010] fig. 1, unit 10);

a first short-range wireless communication device configured to establish a short-range
paired wireless connection with a short-range wireless enabled cellular phone, wherein the short-
range wireless enabled cellular phone is internet enabled (Hunter: when the mobile telephone
is switched on, it may transmit a signal for receipt and acknowledgement by the camera 10
to establish a data link between the two units. Alternatively, the camera 10 may
periodically transmit a signal which is received and acknowledged by the mobile telephone
20 to establish a data link between the two units when it is switched on and/or comes within
a predetermined distance of the camera 10 [0017-0027, 0036-0037]),

wherein establishing the short-range paired wireless connection comprises, the short-
range wireless enabled data capture device [[cryptographically]] authenticating identity of the
short-range wireless enabled cellular phone;

a data capture circuitry (Hunter: fig. 1 unit 10);
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said first processor configured to acquire new-data in the short-range wireless enabled
data capture device using the data capture circuitry, wherein the new-data is data acquired after
establishing the short-range paired wireless connection with the short-range wireless enabled
cellular phone (Hunter: [0017-0027, 0036-0037] After the data link is established, the
camera 10 can transmit (via the wireless communication link 16), in response to a trigger

event, video or still image data representative of images stored in or being captured

thereby, either continuously or periodically, for receipt by the mobile telephone [0038]);

said first processor further configured to store the new-data in the first memory device
(Hunter: After the data link is established, the camera 10 can transmit (via the wireless
communication link 16), in response to a trigger event, video or still image data
representative of images stored in or being captured thereby, either continuously or
periodically, for receipt by the mobile telephone [0038]);

said first processor further configured to send an event notification (Hunter:
programming a camera and a communications device to recognize a trigger event; one of
the camera and the communications device recognizing occurrence of the trigger event,
and communicating with the other of the camera and the communications device by a
wireless link therebetween [0013]) and the acquired new-data to the cryptographically
authenticated short-range wireless enabled cellular phone over the established short-range
paired wireless connection automatically (Hunter: transferring images between the camera

and the communications device over the wireless link [0013]), wherein the event notification

corresponds to the acquired new-data and comprises sending a signal to the cryptographically

authenticated short-range wireless enabled cellular phone (Hunter: [0013]),

said short-range wireless enabled cellular phone (Hunter: fig. 1 unit 20), comprising:
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a second memory device (Hunter: fig. 1 unit 20);

a second processor coupled to the second memory device (Hunter: fig. 1 unit 20);

a cellular network communication device configured to connect to the internet via the
cellular data network (Hunter: fig. 1 unit 20);

a second short-range wireless communication device configured to establish the short-
range paired wireless connection between the short-range wireless enabled cellular phone and the
short-range wireless enabled data capture device (Hunter: when the mobile telephone is
switched on, it may transmit a signal for receipt and acknowledgement by the camera 10 to
establish a data link between the two units. Alternatively, the camera 10 may periodically
transmit a signal which is received and acknowledged by the mobile telephone 20 to
establish a data link between the two units when it is switched on and/or comes within a
predetermined distance of the camera 10 [0017-0027, 0036-0037));

a mobile client application for the short-range wireless enabled cellular phone comprising
executable instructions that, when executed by the second processor controls the second
processor to: listen for an event notification sent by the short-range wireless enabled data capture
device, wherein a mobile client application for the short-range wireless enabled cellular phone is
configured to process the event notification (Hunter: programming a camera and a
communications device to recognize a trigger event; one of the camera and the
communications device recognizing occurrence of the trigger event, and communicating
with the other of the camera and the communications device by a wireless link
therebetween [0013]);

receive the new-data from the short-range wireless enabled data capture device (Hunter:

an image storage buffer 24 for storing image data received from the camera 10 [0035]);
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store the received new-data in the second memory device (Hunter: an image storage
buffer 24 for storing image data received from the camera 10 [0035]);

store the user authentication credential in the second memory device (Hunter: The

wireless link may be pre-existing, or may be set up only on the initiation of the call [0017-
0027, 0036-0037, 0039-0040]);

use HTTP to upload the received new-data and a user authentication credential to a user
data publishing website over the cellular data network (Hunter: transferring said images from
the communications device on to a data network through a data network interface [0013,
0035, 0041]);

provide a touch based graphical user interface for the received new-data (Hunter:

[0025], Pietruszka [0099])
Hunter merely discloses the term cryptographically authenticating
Pietruszka further teaches cryptographically authenticating (Pietruszka: [0037]); store

the user authentication credential in the second memory device (Pietruszka fig. 9A-9D) and

provide a touch based graphical user interface for the received new-data (Pietruszka [0099]) in

order to communicate only with a trusted device can cryptographically authenticate the identity
of the other device.

Thus, it would have been obvious to one skill in the art to include the above recited
limitation into Hunter’s in order to communicate only with a trusted device can

cryptographically authenticate the identity of the other device [0037], as taught by Pietruszka.
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5. The system of claim 4, wherein the short-range paired wireless connection is one of
a Bluetooth paired wireless connection, a Wi-Fi paired wireless connection, and other wireless

personal area networking technologies that use pairing (Hunter: [0037])

6. The system of claim 4, wherein wherein the user authentication credential is for a user of the

user data publishing website (Hunter: [0025])

7. The system of claim 4, wherein data the mobile client application for the short-range
wireless enabled cellular phone comprises executable instructions that, when executed by the
second processor controls the second processor to: use HTTP to send global positioning system

information to the user data publishing website over the cellular data network (Hunter: [0031])

Regarding claims 1-3, 8-9, 12-14 the independent claim and each dependent claim are related to
the same limitation set for hereinabove in claims 4-7, where the difference used is a “capture
device” & “mobile device” and the wordings of the claims were interchanged within the claim
itself or some of the claims were presented as a combination of two or more previously presented
limitations. This change does not affect the limitation of the above treated claims. Adding these
phrases to the claims and interchanging the wording did not introduce new limitations to these

claims. Therefore these claims were rejected for similar reasons as stated above

Response to Arguments

Applicant's arguments filed on 01/20/21 have been fully considered but they are not

persuasive.
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Applicant Argument:
Regarding first paragraph of 35 U.S.C. 112 rejection, Applicant is suggesting for support
to some page Nos. 5, 7, 9 and Figure 2 and Figure 4 of US Non-provisional patent application

serial number 11/901,802.

Response to Arguments:
With respect to the above argument, Examiner would like to draw attention that the US
Non-provisional patent application serial number 11/901,802 does not support the limitation of

claim 7 & 14. Thus, the Examiner maintains the rejection.

Applicant Argument:

Prior art failed to teach pairing short range wireless or away from permanent paired short-
range wireless connection and cryptographic pairing between devices....Also, the Prior arts
setting based control of cryptographic pairing between devices is/are not relevant in applicant’s

scenario

Response to Arguments:

With respect to the above argument, Examiner would like to draw attention to that it is
the claims that define the claimed invention, and it is claims, not specifications that are
anticipated or unpatentable. Constant v. Advanced Micro-Devices Inc., 7 USPQ2d 1064.

In addition, the Examiner would like to draw attention to (fig. 1, [0017-0027, 0036-
0037]) of Hunter, for example: when the mobile telephone is switched on, it may transmit a

signal for receipt and acknowledgement by the camera 10 to establish a data link between the
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two units. Alternatively, the camera 10 may periodically transmit a signal which is received and
acknowledged by the mobile telephone 20 to establish a data link between the two units when it
is switched on and/or comes within a predetermined distance of the camera 10.

The Examiner further would like to draw attention to ([0037]) of Hunter, for example: a
device that wishes to communicate only with a trusted device can cryptographically authenticate
the identity of the other device. Trusted devices may also encrypt data exchanged over a wireless
medium as an added security. The encryption can however be turned off and passkeys can be
stored on the device's file system rather than the Bluetooth component or chip itself. Since the
Bluetooth address can be permanent, a pairing can be preserved even if the Bluetooth name is
changed. Either device in a pairing relationship may delete the pairing between the devices.
Devices may require pairing or may prompt the user before it allows a remote device to utilize
any or all or some of its services (herein it’s considered same as paired short-range wireless

connection and cryptographic pairing between devices).

Applicant Argument:

Prior art failed to teach sending an event notification and acquired new-data to a
cryptographically authenticated short-range wireless enabled cellular phone over an established
short-range paired wireless connection, where sending the event notification comprises sending a
signal to the cryptographically authenticated short-range wireless enabled cellular phone

corresponding to the acquired new-data.

Response to Arguments:
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In addition, the Examiner would like to draw attention to (fig. 1, [0013]) of Hunter, for
example: programming a camera and a communications device to recognize a trigger event; one
of the camera and the communications device recognizing occurrence of the trigger event, and
communicating with the other of the camera and the communications device by a wireless link
therebetween (herein it’s considered same as sending a signal to the cryptographically
authenticated short-range wireless enabled cellular phone corresponding to the acquired new-

data).

Applicant Argument:
Prior art failed to teach receiving or making Phone call trigger even vs NO such Phone

call trigger event.

Response to Arguments:

In addition, the Examiner would like to draw attention to (fig. 1, [0013]) of Hunter, for
example: programming a camera and a communications device to recognize a trigger event; one
of the camera and the communications device recognizing occurrence of the trigger event, and
communicating with the other of the camera and the communications device by a wireless link
therebetween (herein it’s considered same as sending a signal to the cryptographically
authenticated short-range wireless enabled cellular phone corresponding to the acquired new-

data).

Applicant Argument:
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Prior art failed to teach use HTTP to transfer new-data and a user authentication credential

to website

Response to Arguments:

In addition, the Examiner would like to draw attention to (fig. 1, [0009, 0031, 0041]) of
Hunter, for example: it is known for mobile telephones to support data instead of or as well as
voice calls, in which case the present invention can be taken to relate also to the establishment of
a data link or the initiation of data transmission as a result of use of a telephone to access a data
service, e.g. an internet page such as a photo website or a photo printing service (herein it’s
considered same as use HTTP to transfer new-data and a user authentication credential to

website).

Thus, for the above reason, the prior art meet the claim limitation.

The examiner stresses that the claims are too broad and require detail or specialization of

the steps as recited in the claims. Alone and as claimed, the limitations are too open.

Examiner has cited particular portions of the references as applied to each claim limitation
for the convenience of the applicant. Although the specified citations are representative of the
teachings of the art and are applied to the specific limitations within the individual claim, other
passages and figures may apply as well. It is respectfully requested from the applicant in

preparing responses, to fully consider the references in entirety as potentially teaching all or part
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of the claimed invention, as well as the context of the passage as taught by the prior art or

disclosed by the Examiner.

Regarding all other arguments presented by applicant, the arguments are substantially the
same as those which have already been addressed above and in the interest of brevity; the

Examiner directs the applicant to those responses above.

Remark:

In addition, an interview could expedite the prosecution.

Conclusion

Any inquiry concerning this communication or earlier communications from the
examiner should be directed to Sulaiman Nooristany whose telephone number is 571-270-
1929. The examiner can normally be reached on Monday thru Friday: 8:30am to 5:00pm (EST).
If attempts to reach the examiner by telephone are unsuccessful, the examiner’s supervisor, Jeff
Rutkowski can be reached on 571-270-1215. The fax phone number for the organization where
this application or proceeding is assigned is 571-273-8300. Information regarding the status of an
application may be obtained from the Patent Application Information Retrieval (PAIR)
system. Status information for published applications may be obtained from either Private PAIR
or Public PAIR. Status information for unpublished applications is available through Private
PAIR only. Should you have questions on access to the Private PAIR system, contact the

Electronic Business Center (EBC) at 866-217-9197 (toll-free). If you would like assistance from
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a USPTO Customer Service Representative or access to the automated information system, call

800-786-9199 (IN USA OR CANADA) or 571-272-1000.

/SULAIMAN NOORISTANY/

Primary Examiner, Art Unit 2415
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IN THE UNITED STATES PATENT AND TRADEMARK OFFICE

In re. application of:

Gurvinder Singh

Application No.: 16/532,507 Examiner: Nooristany, Sulaiman

Filed: 08/06/2019 Art Unit: 2415

Applicant: Cellspinsoft Inc. Atty. Docket no.: CellSpin_04Conl17_US

Title: Automatic Multimedia Upload
For Publishing Data And Multimedia Content

Mail Stop Amendment
Commissioner for Patents
P.O. Box 1450

Alexandria, VA 22313-1450

Request for continued examination

Examiner Nooristany:

In response to the final office action mailed October 26, 2020, please amend the
above-referenced application as follows:

Amendments to the Claims are listed on page 2 of this response.

Remarks begin on page 12 of this response.
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Amendments to the claims

Claim 1 (currently amended): A short-range wireless enabled data capture device,

comprising:

a memory device;

a processor coupled to the memory device;

a short-range wireless communication device configured to establish a short-range
paired wireless connection between the short-range wireless enabled data capture
device and a short-range wireless enabled cellular phone, wherein establishing the
short-range paired wireless connection comprises the short-range wireless enabled
data capture device cryptographically authenticating identity of the short-range

wireless enabled cellular phone;

a data capture circuitry;

said processor configured to acquire new-data in the short-range wireless enabled
data capture device using the data capture circuitry, wherein the new-data is data
acquired after establishing the short-range paired wireless connection between the
short-range wireless enabled data capture device and the short-range wireless

enabled cellular phone;

said processor further configured to store the new-data in the memory device;

said processor further configured to send an event notification and the acquired

new-data to the cryptographically authenticated short-range wireless enabled
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cellular phone over the established short-range paired wireless connection
automatically, wherein the event notification corresponds to the acquired new-
data and comprises sending a signal to the cryptographically authenticated short-
range wireless enabled cellular phone, wherein the cryptographically
authenticated short-range wireless enabled cellular phone is configured to listen to
the event notification and receive the new-data over the established short-range
paired wireless connection, wherein a mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone is
configured to process the event notification and store the received new-data in a
memory device of the cryptographically authenticated short-range wireless

enabled cellular phone, wherein the mobile client application for the

cryptographically authenticated short-range wireless enabled cellular phone stores

a user authentication credential in the memory device of the cryptographically

authenticated short-range wireless enabled cellular phone, wherein the mobile

client application for the cryptographically authenticated short-range wireless
enabled cellular phone is configured to use HTTP to upload the received new-data
and [[a]] the user authentication credential to a user data publishing website over

a cellular data network, and wherein the mobile client application for the

cryptographically authenticated short-range wireless enabled cellular phone

provides a touch based GUI for the received new-data.

Claim 2 (previously presented): The short-range wireless enabled data capture device

of claim 1, wherein the short-range paired wireless connection is one of a Bluetooth

paired wireless connection, a Wi-Fi paired wireless connection, and other wireless

personal area networking technologies that use pairing.

Claim 3 (currently amended): The short-range wireless enabled data capture device of

enabled-cellalar phene, wherein the user authentication credential sent by the mobile
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client application is used to authenticate a user on the user data publishing website and

publish the new-data for private use on the user data publishing website;-and-wherein-the

Claim 4 (currently amended): A system, comprising:

a short-range wireless enabled data capture device, comprising:
a first memory device;
a first processor coupled to the first memory device;

a first short-range wireless communication device configured to establish
a short-range paired wireless connection with a short-range wireless
enabled cellular phone, wherein the short-range wireless enabled cellular
phone is internet enabled, wherein establishing the short-range paired
wireless connection comprises, the short-range wireless enabled data
capture device cryptographically authenticating identity of the short-range

wireless enabled cellular phone;
a data capture circuitry;

said first processor configured to acquire new-data in the short-range
wireless enabled data capture device using the data capture circuitry,
wherein the new-data is data acquired after establishing the short-range
paired wireless connection with the short-range wireless enabled cellular

phone;

said first processor further configured to store the new-data in the first

memory device—wherein-the-established shortrangepaired-wireless
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stering-the-created-new—data; and

said first processor further configured to send an event notification and the
acquired new-data to the cryptographically authenticated short-range wireless
enabled cellular phone over the established short-range paired wireless connection
automatically, wherein the event notification corresponds to the acquired new-
data and comprises sending a signal to the cryptographically authenticated short-

range wireless enabled cellular phone;
said short-range wireless enabled cellular phone, comprising:
a second memory device;
a second processor coupled to the second memory device;

a cellular network communication device configured to connect to the

internet via a cellular data network;

a second short-range wireless communication device configured to
establish the short-range paired wireless connection between the short-
range wireless enabled cellular phone and the short-range wireless enabled

data capture device;

a mobile client application for the short-range wireless enabled cellular
phone comprising executable instructions that, when executed by the

second processor controls the second processor to:

listen for the event notification sent by the short-range wireless

enabled data capture device, wherein the mobile client application

for the eryptographicallyauthenticated short-range wireless
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enabled cellular phone is configured to process the event

notification;

receive the new-data from the short-range wireless enabled data

capture device;

store the received new-data in the second memory device;wherein

store a user authentication credential in the second memory device;

use HTTP to upload the received new-data and [[a]] the user
authentication credential to a user data publishing website over the

cellular data network; and

provide a touch based graphical user interface for the received

new-data.

Claim 5 (previously presented): The system of claim 4, wherein the short-range paired
wireless connection is one of a Bluetooth paired wireless connection, a Wi-Fi paired
wireless connection, and other wireless personal area networking technologies that use

pairing.

Claim 6 (currently amended): The system of claim 4, wherein the mebile-elient
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Claim 7 (previously presented): The system of claim 4, wherein the mobile client
application for the short-range wireless enabled cellular phone comprises executable
instructions that, when executed by the second processor controls the second processor

to:

use HTTP to send global positioning system information to the user data

publishing website over the cellular data network.

Claim 8 (currently amended): A short-range wireless enabled cellular phone, comprising:

a memory device;

a processor coupled to the memory device;

a cellular network communication device configured to connect to internet via a

cellular data network;

a short-range wireless communication device configured to establish a short-range
paired wireless connection between the short-range wireless enabled cellular
phone and a short-range wireless enabled data capture device, wherein the short-
range wireless enabled data capture device is configured to cryptographically

authenticate identity of the short-range wireless enabled cellular phone when

blishing the-sl i wirel on:
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a mobile client application for the short-range wireless enabled cellular phone
comprising executable instructions that, when executed by the processor controls

the processor to:

listen for an event notification sent by the short-range wireless enabled
data capture device, wherein the event notification corresponds to new-
data and comprises sending a signal by the short-range wireless enabled
data capture device to the eryptographically-authentieated short-range
wireless enabled cellular phone, wherein the new-data is data acquired by
the data capture device after establishing the short-range paired wireless

connection with the short-range wireless enabled cellular phone;

receive the event notification and the new-data from the short-range

wireless enabled data capture device;

process the event notification and store the received new-data in the

memory devicerwheretn-the-established-short-range-paired-wireless

onpea on-he aon ha h o1 naa ala anahlad A a a
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storing-the-received-new—data; [[and]]

store a user authentication credential in the memory device;

use HTTP to upload the received new-data and [[a]] the user
authentication credential to a user data publishing web service over the

cellular data network; and

provide a touch based graphical user interface for the received new-data.

Claim 9 (previously presented): The short-range wireless enabled cellular phone of claim

8, wherein the short-range paired wireless connection is one of a Bluetooth paired
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wireless connection, a Wi-Fi paired wireless connection, and other wireless personal area

networking technologies that use pairing.

Claims 10-11 (cancelled).

Claim 12 (currently amended): A short-range wireless enabled data capture device,

comprising:

a memory device;

a processor coupled to the memory device;

a short-range wireless communication device configured to establish a short-range
paired wireless connection between the short-range wireless enabled data capture
device and a short-range wireless enabled cellular phone, wherein establishing the
short-range paired wireless connection comprises the short-range wireless enabled
data capture device cryptographically authenticating identity of the short-range

wireless enabled cellular phone;

a data capture circuitry;

said processor configured to acquire new-data in the short-range wireless enabled
data capture device using the data capture circuitry, wherein the new-data is data
acquired after establishing the short-range paired wireless connection between the
short-range wireless enabled data capture device and the short-range wireless

enabled cellular phone;

said processor further configured to store the new-data in the memory device of

the short-range wireless enabled data capture device;swherein-the-established
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said processor further configured to listen to a polling request from a mobile

client application on the eryptographicallyanthenticated short-range wireless

enabled cellular phone, over the established paired short-range wireless

connection, wherein the polling request is for the new-data, wherein the mobile
client application on the eryptographtcally-anthenticated short-range wireless
enabled cellular phone is configured to detect the new-data for transfer from the
short-range wireless enabled data capture device to the paired and the

cryptographically authenticated short-range wireless enabled cellular phone,

wherein detecting the new-data for transfer comprises:

polling the short-range wireless enabled data capture device by the short-
range wireless enabled cellular phone, using the mobile client application
on the eryptographically-authenticated short-range wireless enabled
cellular phone, over the established paired short-range wireless

connection;

said processor further configured to transfer the new-data from the short-range
wireless enabled data capture device to the short-range wireless enabled cellular
phone automatically over the established paired short-range wireless connection,
wherein the mobile client application on the short-range wireless enabled cellular
phone is further configured to receive the new-data over the established short-
range paired wireless connection, wherein the mobile client application on the
short-range wireless enabled cellular phone is further configured to store the
received new-data in a memory device of the short-range wireless enabled cellular

phone, wherein the mobile client application for the short-range wireless enabled

cellular phone stores a user authentication credential in the memory device of the

short-range wireless enabled cellular phone, wherein the mobile client application

on the short-range wireless enabled cellular phone is further configured to use

10
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HTTP to upload the received new-data and [[a]] the user authentication credential

to a user data publishing website over a cellular data network, and wherein the

mobile client application on the short-range wireless enabled cellular phone

provides a touch based GUI for the received new-data.

Claim 13 (previously presented): The short-range wireless enabled data capture device of
claim 12, wherein the short-range paired wireless connection is one of a Bluetooth paired
wireless connection, a Wi-Fi paired wireless connection, and other wireless personal area

networking technologies that use pairing.

Claim 14 (currently amended): The short-range wireless enabled data capture device

of claim 12, wherein the mobile client application for the eryptographicallyauthenticated
short-range wireless enabled cellular phone steres-the-userauthentication-credentialina

GUlHertherecetvednew-data uses HTTP to send global positioning system information
to the user data publishing web service over the cellular data network.

11
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Remarks

The pending claims

Claims 1-9 and 12-14 are currently pending. Reconsideration and allowance of the

pending claims is respectfully requested.

Summary of the Office Action

Claim Rejections 35 U.S.C. 112

Claims 1-14 are rejected under 35 U.S.C. 112, first paragraph, as failing to comply with
the written description requirement. The claim(s) contains subject matter which was not
described in the specification in such a way as to reasonably convey to one skilled in the
relevant art that the inventor(s), at the time the application was filed, had possession of
the claimed invention. More specifically, the applicant fails to sufficiently point out or
describe: cellular phone remains paired after storing the created new-data; a user
authentication credential to a user data publishing website over the cellular data

network; wherein the user preferences comprise authentication credentials and use HTTP
to send global positioning system information to the user data publishing website over the
cellular data network. The specification of this application under examination does not
contain subject matter to implement limitations, as cited in the following claims.

Also, it is not apparent how "remains paired”, “a user authentication credential to a user
data publishing website over the cellular data network™ as recited in claims 1, 4 is

determined.

Specification Objection

The disclosure is objected to because of the following informalities: Examiner has

reviewed the specification of this application under examination and could not find

support for the additional limitations as claimed "remains paired”, “a user authentication
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credential to a user data publishing website over the cellular data network” “use HTTP to
send global positioning system information to the user data publishing website over the

cellular data network”. Appropriate correction is required.

Claim Rejections - 35 USC § 112

Claims 1-14 are rejected under 112, second paragraph as being indefinite for failing to

particularly point and distinctly claim the subject matter which applicant regards as the

invention.

Claim Rejections 35 U.S.C. 103

Claim 1-14 is/are rejected under pre-AIA 35 U.S.C. 103(a) as being unpatentable over
Hunter US 20040005915 in view of Pietruszka US 20070226778.

Amendments to the claims

Claims 1, 3-4, 6-8 and 12 and 14 are currently amended; claims 2, 5, 7, 9 and 13 remain
as previously presented; claims 10-11 are cancelled. Applicant respectfully submits that
the amendments to the claims do not add any new subject matter.

Support for claim amendments

Support for the amendment: “wherein the mobile client application for the

cryptographically authenticated short-range wireless enabled cellular phone stores a

user authentication credential in the memory device of the cryptographically

authenticated short-range wireless enabled cellular phone, wherein the mobile client
application for the cryptographically authenticated short-range wireless enabled cellular

phone is configured to use HTTP to upload the received new-data and the user

authentication credential to a user data publishing website over a cellular data

network” in claim 1 is found in:
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(a) Point No. 2 of “CROSS REFERENCE TO RELATED APPLICATIONS” in the
originally filed application, which states as follows: “The following patent

application is incorporated herein in its entirety: US Non-provisional patent

application serial number 11/901,802, titled “Online Publishing of Multimedia
Content”, filed on September 19, 2007 in the United States Patent and Trademark
Office.” USPTO Publication No. 2008/0103906 Al is the published application of
US Non-provisional patent application serial number 11/901,802. US Non-
provisional patent application serial number 11/901,802 is attached to the
response to previously submitted response to non-final office action as Exhibit A
and USPTO Publication No. 2008/0103906 Al is attached to the previously
submitted response to non-final office action as Exhibit B, see also link:

https://patentimages.storage.googleapis.com/1{/06/a0/32f9a69fbef2a6/US200801
03906A.pdf.”

(b) FIG. 4 of Exhibit B (reproduced below) Elements 407 and 410
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Patent Application Publication May 1, 2008 Sheet 4 of 5 US 2008/0103906 A1
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(c) Paragraph [0028] of Exhibit B, which states: “The user 201 may also set

preferences on the mobile device. The preferences set by the user 201 may be

authentication credentials, transaction identification, list of publication virtual
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spaces 205, global positioning system geographical codes, area code for the
phone number of the mobile device, file format of the user created multimedia
content, and compression rate for the user created multimedia content. These

user preferences are transferred to the publishing service 204.”

(d) Paragraph [0037] of Exhibit B, which states: “The multimedia object is

transferred with the user authentication credentials to the publication virtual

spaces 205. The user 201 is authenticated before publishing the user created

multimedia content on the chosen publication virtual spaces 205.”

(e) Paragraph [0047] of Exhibit B, which states: “Additional information such as the
list of the user preferences of the publication virtual spaces 205, authentication
identification, user preferences, default settings, manually entered geographical
codes, and auction identifiers for eBay® and other shopping websites are

selected 407 and transferred along with the user created multimedia content to

the publishing service”.

(f) Paragraph [0049] of Exhibit B, which states: “The multimedia object is
transferred to the front end service 204 b of the publishing service 204 from the
back end service 204 c. The front end service 204 b associates the multimedia
object with the user preferences stored in the

database 204 a, authenticates 410 the user 201 for a particular publication

virtual space and then publishes 411 the multimedia object on the selected

publication virtual spaces 205.”

(g) FIG. 2 Element 202e of applicant’s originally filed application, reproduced

below:
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See also paragraph [0026] of Exhibit B, which states: “When the user 201 starts
the client application 202 on the mobile device, the user 201 may be
authenticated by the user authentication module 202e,” claim 16 of Exhibit B,
which recites: “The method of claim 1, wherein the publication virtual spaces are

configured by the user and said configuration is stored on the mobile device.”

and claim 29 of Exhibit B, which recites: “The system of claim 21, wherein the

client application comprises a first user authentication module for authenticating

the user to publish the user created multimedia content.”

(h) Paragraph [0023] of Exhibit B, which states: “The user preferences may

comprise authentication credentials, transaction identification, a list of

publication virtual spaces 205, global positioning system geographical codes,
area code for the phone number of the mobile device, file format of the user
created multimedia content, and a compression rate of the multimedia content.

The user 201 stores these preferences during registration with the publishing

service 204.”
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Applicant-Initiated Interview Summary (07 January 2021)

During the interview, an overview of the invention was presented and proposed claim
amendments were discussed, which examiner indicated appear to overcome the
outstanding rounds of rejection and advancing the prosecution. However, no formal

agreement was reached during the interview.

Applicant-Initiated Interview Summary (13 January 2021)

During the interview, examiner suggested filing a response to the final office action
incorporating all the points discussed during the interview on 07 January 2021.
Furthermore, examiner suggested including proof as to why the contents of USPTO
Patent Application No. 11/901,802 (Exhibit A) should be considered as incorporated in

its entirety in the present application.

The office action states: “Claims 1-14 are rejected under 35 U.S.C. 112, first
paragraph, as failing to comply with the written description requirement. The
claim(s) contains subject matter which was not described in the specification in such
a way as to reasonably convey to one skilled in the relevant art that the inventor(s),
at the time the application was filed, had possession of the claimed invention. More
specifically, the applicant fails to sufficiently point out or describe: cellular phone
remains paired after storing the created new-data; a user authentication credential
to a user data publishing website over the cellular data network; wherein the user
preferences comprise authentication credentials and use HTTP to send global
positioning system information to the user data publishing website over the cellular
data network. The specification of this application under examination does not
contain subject matter to implement limitations, as cited in the following claims.
Also, it is not apparent how '"'remains paired”, “a user authentication credential to a
user data publishing website over the cellular data network” as recited in claims 1, 4

is determined.”
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In response to the above rejection, applicant has removed the recitation “remains
paired” from the claims. Regarding the other rejections, applicant disagrees and presents

the following arguments:

Point No. 2 of “CROSS REFERENCE TO RELATED APPLICATIONS” in the
originally filed application states as follows: “The following patent application is
incorporated herein in its entirety: US Non-provisional patent application serial number
11/901,802, titled “Online Publishing of Multimedia Content”, filed on September 19,
2007 in the United States Patent and Trademark Office.” USPTO Publication No.

2008/0103906 A1 is the published application of US Non-provisional patent application
serial number 11/901,802. US Non-provisional patent application serial number
11/901,802 is attached to this response as Exhibit A and USPTO Publication No.
2008/0103906 A1 is attached to this response as Exhibit B; see also link:

https://patentimages.storage.googleapis.com/1{/06/a0/32{9a69fbef2a6/US 20080103906 A
1.pdf.

Applicant thanks the examiner for the interviews on 07 January 2021 and 13
January 2021, and for commenting on the arguments presented during the interview. In
response to the comment that the content of patent application no. 11/901,802 (‘802
application, Exhibit A) referenced as an application “incorporated by reference in its
entirety” in applicant’s pending application no. 16/532,507 (‘507 application) on page 2,
item 2 of the ‘507 application, enclosed, cannot be incorporated in the amended claims of
the ‘507 application, applicant conducted some research to determine the provisions for
incorporating a prior filed non-provisional as a reference in a later filed non-provisional
application. The ‘802 application (Exhibit A) was also incorporated by reference in its
entirety in the parent application (application no. 12/333,303) of the ‘507 application. In
Zenon Environmental Inc v. United States Filter Corporation., Nos. 06-1266, -1267 (Fed.
Cir. Nov. 7, 2007), the United States Court of Appeals for the Federal Circuit held that
incorporation by reference “provides a method for integrating material from various

documents into a host document . . . by citing such material in a manner that makes
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clear that the material is effectively part of the host document as if it were explicitly
contained therein.” Cook Biotech Inc. v. Acell, Inc., 460 F.3d 1365, 1376 (Fed. Cir.
2006) (quoting Advanced Display Sys., Inc. v. Kent State Univ., 212 F.3d 1272, 1282
(Fed. Cir. 2000))”.

Furthermore, in Paice LLC v. Ford Motor Co., 2018 WL 651366 (Fed. Cir. Feb.
1, 2018), Paice’s U.S. Patent No. 7,237,634 (“the ‘634 patent”) claimed priority to U.S.
patent application no. 09/264,817 (“the ‘817 application”). A U.S. Patent no. 5,343,970

was incorporated into the ‘817 application: with the following paragraph:

“This application discloses a number of improvements over and enhancements to

the hybrid vehicles disclosed in the inventor’s U.S. Pat. No. 5,343.970 (“the ‘970

patent”), which is incorporated herein by this reference. Where differences are not

mentioned. it is to be understood that the specifics of the vehicle design shown in the

‘970 patent are applicable to the vehicles shown herein as well.”

The Federal Circuit noted that the first sentence above broadly and
unambiguously states that ‘970 patent is, without qualification, incorporated into the ‘817
application. The Federal Circuit held that the second sentence has no bearing on the
extent of incorporation, and merely states that the features disclosed by ‘970 patent apply
to vehicles described as the invention in the ‘817 application, except if the specification
mentions otherwise. Citing Modine Mfg. Co. v. U.S. Int’l Trade Comm’n, 75 F.3d 1545
(Fed. Cir. 1996), the Federal Circuit stated that “[t]he applicability of a document’s
disclosed features and the incorporation of the document itself are distinct concepts, and
one does not imply the other.” In summary, the Federal Circuit held that ‘970 patent is

incorporated into the ‘817 in its entirety.

In view of the above two Federal circuit decisions, applicant submits that the ‘802
application (application no. 11/901,802, Exhibit A) is incorporated by reference in its
entirety in the ‘507 application (application no. 16/532,507).
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Furthermore, 37 CFR 1.57 (pre-PLT) — Incorporation by Reference, which is
applicable to applications filed before December 18, 2013, provides:

a) Subject to the conditions and requirements of this paragraph, if all or a portion
of the specification or drawing(s) is inadvertently omitted from an application, but
the application contains a claim ...... under §1.78 for the benefit of a prior-filed
provisional, non-provisional, or international application, that was present on the
filing date of the application, and the inadvertently omitted portion of the
specification or drawing(s) is completely contained in the prior-filed application,
the claim under ....... §1.78 shall also be considered an incorporation by
reference of the prior-filed application as to the inadvertently omitted portion of

the specification or drawing(s).

(1) The application must be amended to include the inadvertently omitted
portion of the specification or drawing(s) within any time period set by the
Office, but in no case later than the close of prosecution as defined by §
1.114(b), or abandonment of the application, whichever occurs earlier.

The applicant is also required to:

(i) Supply a copy of the prior-filed application, except where the
prior-filed application is an application filed under 35 U.S.C. 111;

(ii) Supply an English language translation of any prior-filed

application that is in a language other than English; and

(ii1) Identify where the inadvertently omitted portion of the
specification or drawings can be found in the prior-filed

application.
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Applicant submits that the requirements under 37 CFR 1.57(a) were fulfilled by
pending application no. 16/532,507 (‘507 application), when the ‘507 application was
filed.

At the time of filing, the ‘507 application recited on page 2, item 2 of the
application that the prior filed application no. 11/901,802 (‘802 application, Exhibit A) is

incorporated in its entirety in the ‘507 application.

The *802 application (Exhibit A) was pending, and not abandoned, at the time of
filing of the ‘507 application.

37 CFR 1.57(a)(1)(i) and 37 CFR 1.57(a)(1)(ii) are not applicable to the ‘802
application (Exhibit A), and since the ‘802 application (Exhibit A) was incorporated by
reference in its entirety in the ‘507 application, 37 CFR 1.57(a)(1)(iii) is satisfied.

Enclosed: (a) Copy of pages 1 and 2 of the specification of pending application
no. 16/532,507 (‘507 application).

Page Nos. 5,7, 9 and Figure 2 and Figure 4 of US Non-provisional patent
application serial number 11/901,802 (Exhibit A) reproduced below disclose that the

client application is having and sending “authentication credentials” and “global
positioning system geographical codes” to the publishing website. The corresponding

sections in Exhibit B are:

Extract from Page 9 of Exhibit A = Paragraph [0028] in Exhibit B.
Extract from Page 5 of Exhibit A = Paragraph [0018] in Exhibit B.
Extract from Page 7 of Exhibit A = Paragraph [0023] in Exhibit B.
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Furthermore, “Authentication credentials™ or “credentials for user authentication”
or just “credentials” are mentioned 5 times in the US Non-provisional patent application

serial number 11/901,802 (Exhibit A) on pages 7,9, 12, 13 and in FIGURE 4.
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Furthermore, “global positioning system geographical codes” is mentioned twice
in the U.S. No. 11/901,802 (Exhibit A) on page 7 and page 9.

25

206



Furthermore, “Authentication” as a module is present on the client application and
the publishing service as shown in FIGURE 2 of U.S. No. 11/901,802 (Exhibit A) as
highlighted below.
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Furthermore, “Authentication™ as a process step being performed in the state
machine is explained in FIGURE 4 of U.S. No. 11/901,802 (Exhibit A) as highlighted

above.

Applicant has amended claims 1, 4, 8 and 12, and submits that the amended
claims do not contain subject matter which was not described in the specification in such
a way as to reasonably convey to one skilled in the relevant art that the inventors, at the

time the application was filed, had possession of the claimed invention.

Applicant therefore respectfully requests that the rejection of claim 1 under 35

U.S.C. 112, first paragraph be reconsidered and withdrawn.
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Claims 4, 8 and 12 are analogous to claim 1. Applicant therefore respectfully
requests that the rejection of claims 4, 8§ and 12 under 35 U.S.C. 112, first paragraph be

reconsidered and withdrawn.

Claims 2-3 are dependent on claim 1. Claims 5-7 are dependent on claim 4. Claim
9 is dependent on claim 8. Claims 13-14 are dependent on claim 12. Applicant therefore
respectfully requests that the rejection of claims 2-3, 5-7, 9 and 13-14 under 35 U.S.C.

112, first paragraph be reconsidered and withdrawn.

Claims 10-11 are cancelled. Therefore, the rejection of claims 10-11 is moot.

The office action further states: “The disclosure is objected to because of the following
informalities: Examiner has reviewed the specification of this application under
examination and could not find support for the additional limitations as claimed

"remains paired”, ¢

a user authentication credential to a user data publishing
website over the cellular data network” ‘““use HTTP to send global positioning
system information to the user data publishing website over the cellular data

network”. Appropriate correction is required.”

In response to the above rejection, applicant has removed the recitation “remains
paired” from the claims. Regarding the other rejections, applicant disagrees and presents

the following arguments:

Point No. 2 of “CROSS REFERENCE TO RELATED APPLICATIONS” in the
originally filed application states as follows: “The following patent application is
incorporated herein in its entirety: US Non-provisional patent application serial number
11/901,802, titled “Online Publishing of Multimedia Content”, filed on September 19,
2007 in the United States Patent and Trademark Office.” USPTO Publication No.

2008/0103906 A1 is the published application of US Non-provisional patent application

serial number 11/901,802. US Non-provisional patent application serial number

27

208



11/901,802 is attached to this response as Exhibit A and USPTO Publication No.
2008/0103906 Al is attached to this response as Exhibit B.

In response to the comment that the content of patent application no. 11/901,802
(‘802 application, Exhibit A) referenced as an application “incorporated by reference in
its entirety” in applicant’s pending application no. 16/532,507 (‘507 application) on page
2, item 2 of the ‘507 application, enclosed, cannot be incorporated in the amended claims
of the ‘507 application, applicant conducted some research to determine the provisions
for incorporating a prior filed non-provisional as a reference in a later filed non-
provisional application. The ‘802 application (Exhibit A) was also incorporated by
reference in its entirety in the parent application (application no. 12/333,303) of the ‘507
application. In Zenon Environmental Inc v. United States Filter Corporation., Nos. 06-
1266, -1267 (Fed. Cir. Nov. 7, 2007), the United States Court of Appeals for the Federal
Circuit held that incorporation by reference “provides a method for integrating material
Jrom various documents into a host document . . . by citing such material in a manner
that makes clear that the material is effectively part of the host document as if it were
explicitly contained therein.” Cook Biotech Inc. v. Acell, Inc., 460 F.3d 1365, 1376
(Fed. Cir. 2006) (quoting Advanced Display Sys., Inc. v. Kent State Univ., 212 F.3d
1272, 1282 (Fed. Cir. 2000))”.

Furthermore, in Paice LLC v. Ford Motor Co., 2018 WL 651366 (Fed. Cir. Feb.
1, 2018), Paice’s U.S. Patent No. 7,237,634 (“the ‘634 patent”) claimed priority to U.S.
patent application no. 09/264,817 (“the ‘817 application”). A U.S. Patent no. 5,343,970

was incorporated into the ‘817 application: with the following paragraph:

“This application discloses a number of improvements over and enhancements to

the hybrid vehicles disclosed in the inventor’s U.S. Pat. No. 5.343.970 (“the ‘970

patent”), which is incorporated herein by this reference. Where differences are not

mentioned. it is to be understood that the specifics of the vehicle design shown in the

‘970 patent are applicable to the vehicles shown herein as well.”
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The Federal Circuit noted that the first sentence above broadly and
unambiguously states that ‘970 patent is, without qualification, incorporated into the ‘817
application. The Federal Circuit held that the second sentence has no bearing on the
extent of incorporation, and merely states that the features disclosed by ‘970 patent apply
to vehicles described as the invention in the ‘817 application, except if the specification
mentions otherwise. Citing Modine Mfg. Co. v. U.S. Int’l Trade Comm’n, 75 F.3d 1545
(Fed. Cir. 1996), the Federal Circuit stated that “[t]he applicability of a document’s
disclosed features and the incorporation of the document itself are distinct concepts, and
one does not imply the other.” In summary, the Federal Circuit held that ‘970 patent is

incorporated into the ‘817 in its entirety.

In view of the above two Federal circuit decisions, applicant submits that the ‘802
application (application no. 11/901,802, Exhibit A) is incorporated by reference in its
entirety in the ‘507 application (application no. 16/532,507).

Furthermore, 37 CFR 1.57 (pre-PLT) — Incorporation by Reference, which is
applicable to applications filed before December 18, 2013, provides:

a) Subject to the conditions and requirements of this paragraph, if all or a portion
of the specification or drawing(s) is inadvertently omitted from an application, but
the application contains a claim ...... under §1.78 for the benefit of a prior-filed
provisional, non-provisional, or international application, that was present on the
filing date of the application, and the inadvertently omitted portion of the
specification or drawing(s) is completely contained in the prior-filed application,
the claim under ....... §1.78 shall also be considered an incorporation by
reference of the prior-filed application as to the inadvertently omitted portion of

the specification or drawing(s).

(2) The application must be amended to include the inadvertently omitted portion
of the specification or drawing(s) within any time period set by the Office, but

in no case later than the close of prosecution as defined by § 1.114(b), or
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abandonment of the application, whichever occurs earlier. The applicant is

also required to:

(i) Supply a copy of the prior-filed application, except where the
prior-filed application is an application filed under 35 U.S.C. 111;

(ii) Supply an English language translation of any prior-filed

application that is in a language other than English; and

(iii) Identify where the inadvertently omitted portion of the
specification or drawings can be found in the prior-filed

application.

Applicant submits that the requirements under 37 CFR 1.57(a) were fulfilled by

pending application no. 16/532,507 (*507 application), when the ‘507 application was
filed.

At the time of filing, the ‘507 application recited on page 2, item 2 of the
application that the prior filed application no. 11/901,802 (‘802 application, Exhibit A) is

incorporated in its entirety in the ‘507 application.

The ‘802 application (Exhibit A) was pending, and not abandoned, at the time of
filing of the ‘507 application.

37 CFR 1.57(a)(1)(i) and 37 CFR 1.57(a)(1)(ii) are not applicable to the ‘802
application (Exhibit A), and since the ‘802 application (Exhibit A) was incorporated by

reference in its entirety in the ‘507 application, 37 CFR 1.57(a)(1)(iii) is satisfied.

Enclosed: (a) Copy of pages 1 and 2 of the specification of pending application
no. 16/532,507 (‘507 application).
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Page Nos. 5,7, 9 and Figure 2 and Figure 4 of US Non-provisional patent

application serial number 11/901,802 (Exhibit A) reproduced below disclose that the

client application is having and sending “authentication credentials” and “global

positioning system geographical codes” to the publishing website. The corresponding

sections in Exhibit B are:

Extract from Page 9 of Exhibit A = Paragraph [0028] in Exhibit B.
Extract from Page 5 of Exhibit A = Paragraph [0018] in Exhibit B.
Extract from Page 7 of Exhibit A = Paragraph [0023] in Exhibit B.
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The sethesd dischised hersin further provides 193 the publishing senvios 204

comprising a front and servioe 304b snd ¢ haok end servive 20de. The cliem
W applicution 2 intorsots with the publishing servios 284 1o determine the proforsd
wabaites or pablication virtusl spaces 308 of the pser 388 o pablishing Se eser
crosted multimedia contont. The vser 207 may svlct o oy mose peblivation vistual
spaves 208 ualng the cHent spphicetion 20X, se & preforred destination for publishing
the geer croated mukivedia conteat. The cliont applcation 202 compraniostas the

1§ user publishing inforvmtion including the user proferences of the publication vivtus!

spaos 203 vy thy front end servive b, B sne embodinent, the pebdication vivtagd

spaces 2058 myy be seleoted on the website of the publishing sorvice 8. The methnd
i

nformation hetwisen the alient application 282 and the pablishing service 2304, The

g hureln provides & protocol fir synchronizing 18 user publishing

2 user publishing inhenation inchudes user prefirences of the publicativn virtual spaces
68, The user crented moliivediz cortont & recelved by the froot snd servive 204h of
the publishing service 304 from the chent spplication 288 and then transforred 188 10

the back end sorvice M4e of the publishing service 24,

Furthermore, “Authentication credentials” or “credentials for user authentication”
or just “credentials” are mentioned 5 times in the US Non-provisional patent application

serial number 11/901,802 (Exhibit A) on pages 7, 9, 12, 13 and in FIGURE 4.
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Furthermore, “global positioning system geographical codes™ is mentioned twice

in the U.S. No. 11/901,802 (Exhibit A) on page 7 and page 9.

34

215



Furthermore, “Authentication” as a module is present on the client application and
the publishing service as shown in FIGURE 2 of U.S. No. 11/901,802 (Exhibit A) as
highlighted below.
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Furthermore, “Authentication” as a process step being performed in the state

machine is explained in FIGURE 4 of U.S. No. 11/901,802 (Exhibit A) as highlighted

above.
Applicant has amended claims 1, 4, 8 and 12, and submits that the amended
claims do not contain subject matter which was not described in the specification in such

a way as to reasonably convey to one skilled in the relevant art that the inventors, at the

time the application was filed, had possession of the claimed invention.
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Applicant therefore respectfully requests that the objection to the specification be

reconsidered and withdrawn.

The office action further states: “Claims 1-14 are rejected under 112, second
paragraph as being indefinite for failing to particularly point and distinctly claim

the subject matter which applicant regards as the invention.”

Applicant disagrees with the above rejection and presents the following

arguments:

Point No. 2 of “CROSS REFERENCE TO RELATED APPLICATIONS” in the
originally filed application states as follows: “The following patent application is
incorporated herein in its entirety: US Non-provisional patent application serial number
11/901,802, titled “Online Publishing of Multimedia Content”, filed on September 19,
2007 in the United States Patent and Trademark Office.” USPTO Publication No.
2008/0103906 Al is the published application of US Non-provisional patent application

serial number 11/901,802. US Non-provisional patent application serial number
11/901,802 is attached to this response as Exhibit A and USPTO Publication No.
2008/0103906 Al is attached to this response as Exhibit B.

In response to the comment that the content of patent application no. 11/901,802
(‘802 application, Exhibit A) referenced as an application “incorporated by reference in
its entirety” in applicant’s pending application no. 16/532,507 (‘507 application) on page
2, item 2 of the ‘507 application, enclosed, cannot be incorporated in the amended claims
of the ‘507 application, applicant conducted some research to determine the provisions
for incorporating a prior filed non-provisional as a reference in a later filed non-
provisional application. The ‘802 application (Exhibit A) was also incorporated by
reference in its entirety in the parent application (application no. 12/333,303) of the ‘507
application. In Zenon Environmental Inc v. United States Filter Corporation., Nos. 06-

1266, -1267 (Fed. Cir. Nov. 7, 2007), the United States Court of Appeals for the Federal
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Circuit held that incorporation by reference “provides a method for integrating material
Jrom various documents into a host document . . . by citing such material in a manner
that makes clear that the material is effectively part of the host document as if it were
explicitly contained therein.” Cook Biotech Inc. v. Acell, Inc., 460 F.3d 1365, 1376
(Fed. Cir. 2006) (quoting Advanced Display Sys., Inc. v. Kent State Univ., 212 F.3d
1272, 1282 (Fed. Cir. 2000))”.

Furthermore, in Paice LLC v. Ford Motor Co., 2018 WL 651366 (Fed. Cir. Feb.
1, 2018), Paice’s U.S. Patent No. 7,237,634 (“the ‘634 patent”) claimed priority to U.S.
patent application no. 09/264,817 (“the ‘817 application”). A U.S. Patent no. 5,343,970

was incorporated into the ‘817 application: with the following paragraph:

“This application discloses a number of improvements over and enhancements to

the hybrid vehicles disclosed in the inventor’s U.S. Pat. No. 5,343.970 (“the ‘970

patent”), which is incorporated herein by this reference. Where differences are not

mentioned. it is to be understood that the specifics of the vehicle design shown in the

‘970 patent are applicable to the vehicles shown herein as well.”

The Federal Circuit noted that the first sentence above broadly and
unambiguously states that ‘970 patent is, without qualification, incorporated into the ‘817
application. The Federal Circuit held that the second sentence has no bearing on the
extent of incorporation, and merely states that the features disclosed by ‘970 patent apply
to vehicles described as the invention in the ‘817 application, except if the specification
mentions otherwise. Citing Modine Mfg. Co. v. U.S. Int’l Trade Comm’n, 75 F.3d 1545
(Fed. Cir. 1996), the Federal Circuit stated that “[tJhe applicability of a document’s
disclosed features and the incorporation of the document itself are distinct concepts, and
one does not imply the other.” In summary, the Federal Circuit held that ‘970 patent is

incorporated into the ‘817 in its entirety.
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In view of the above two Federal circuit decisions, applicant submits that the ‘802
application (application no. 11/901,802, Exhibit A) is incorporated by reference in its
entirety in the ‘507 application (application no. 16/532,507).

Furthermore, 37 CFR 1.57 (pre-PLT) — Incorporation by Reference, which is
applicable to applications filed before December 18, 2013, provides:

a) Subject to the conditions and requirements of this paragraph, if all or a portion
of the specification or drawing(s) is inadvertently omitted from an application, but
the application contains a claim ...... under §1.78 for the benefit of a prior-filed
provisional, non-provisional, or international application, that was present on the
filing date of the application, and the inadvertently omitted portion of the
specification or drawing(s) is completely contained in the prior-filed application,
the claim under ....... §1.78 shall also be considered an incorporation by
reference of the prior-filed application as to the inadvertently omitted portion of

the specification or drawing(s).

(3) The application must be amended to include the inadvertently omitted portion
of the specification or drawing(s) within any time period set by the Office, but
in no case later than the close of prosecution as defined by § 1.114(b), or
abandonment of the application, whichever occurs earlier. The applicant is

also required to:

(i) Supply a copy of the prior-filed application, except where the
prior-filed application is an application filed under 35 U.S.C. 111;

(ii) Supply an English language translation of any prior-filed

application that is in a language other than English; and
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(iii) Identify where the inadvertently omitted portion of the
specification or drawings can be found in the prior-filed

application.

Applicant submits that the requirements under 37 CFR 1.57(a) were fulfilled by
pending application no. 16/532,507 (‘507 application), when the ‘507 application was
filed.

At the time of filing, the ‘507 application recited on page 2, item 2 of the
application that the prior filed application no. 11/901,802 (‘802 application, Exhibit A) is

incorporated in its entirety in the ‘507 application.

The *802 application (Exhibit A) was pending, and not abandoned, at the time of
filing of the ‘507 application.

37 CFR 1.57(a)(1)() and 37 CFR 1.57(a)(1)(ii) are not applicable to the ‘802
application (Exhibit A), and since the ‘802 application (Exhibit A) was incorporated by
reference in its entirety in the ‘507 application, 37 CFR 1.57(a)(1)(iii) is satisfied.

Enclosed: (a) Copy of pages 1 and 2 of the specification of pending application
no. 16/532,507 (‘507 application).

Page Nos. 5, 7, 9 and Figure 2 and Figure 4 of US Non-provisional patent
application serial number 11/901,802 (Exhibit A) reproduced below disclose that the

client application is having and sending “authentication credentials” and “global
positioning system geographical codes” to the publishing website. The corresponding

sections in Exhibit B are:

Extract from Page 9 of Exhibit A = Paragraph [0028] in Exhibit B.
Extract from Page 5 of Exhibit A = Paragraph [0018] in Exhibit B.
Extract from Page 7 of Exhibit A = Paragraph [0023] in Exhibit B.
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Furthermore, “Authentication credentials” or “credentials for user authentication”
or just “credentials” are mentioned 5 times in the US Non-provisional patent application

serial number 11/901,802 (Exhibit A) on pages 7, 9, 12, 13 and in FIGURE 4.
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Furthermore, “global positioning system geographical codes” is mentioned twice
in the U.S. No. 11/901,802 (Exhibit A) on page 7 and page 9.
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Furthermore, “Authentication” as a module is present on the client application and
the publishing service as shown in FIGURE 2 of U.S. No. 11/901,802 (Exhibit A) as
highlighted below.
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Furthermore, “Authentication™ as a process step being performed in the state
machine is explained in FIGURE 4 of U.S. No. 11/901,802 (Exhibit A) as highlighted

above.

Applicant has amended claims 1, 4, 8 and 12, and submits that the amended
claims do not contain subject matter which was not described in the specification in such
a way as to reasonably convey to one skilled in the relevant art that the inventors, at the

time the application was filed, had possession of the claimed invention.

Applicant therefore respectfully requests that the rejection of claim 1 under 35

U.S.C. 112, second paragraph be reconsidered and withdrawn.
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Claims 4, 8 and 12 are analogous to claim 1. Applicant therefore respectfully
requests that the rejection of claims 4, 8 and 12 under 35 U.S.C. 112, second paragraph

be reconsidered and withdrawn.

Claims 2-3 are dependent on claim 1. Claims 5-7 are dependent on claim 4. Claim
9 is dependent on claim 8. Claims 13-14 are dependent on claim 12. Applicant therefore
respectfully requests that the rejection of claims 2-3, 5-7, 9 and 13-14 under 35 U.S.C.

112, second paragraph be reconsidered and withdrawn.

Claims 10-11 are cancelled. Therefore, the rejection of claims 10-11 is moot.

The office action further states: “Claims 1-14 are rejected under pre-AIA 35 U.S.C.
103(a) as being unpatentable over Hunter US 20040005915 in view of Pietruszka US
20070226778.”

In response to the above rejection, applicant submits that Hunter, in view of
Pietruszka does not teach or suggest all the limitations in claim 1. Furthermore, there is
no motivation to combine (i) Phone call triggered data capture event of Hunter with (ii)

the Anti-Theft Pietruszka teaching.
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Point#1: Establishment of non-paired connection (Hunter)

VS

Establishment of paired short-range Wireless (Applicant)
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The office action on page 5 states that Hunter teaches the step of acquiring new-
data after establishing the short-range paired wireless connection between the short-range
wireless enabled data capture device and the short-range wireless enabled cellular phone.

Applicant disagrees and presents the following arguments.

Hunter prior art does NOT teach pairing or paired connection. There is NO
mention of word pair, pairing, paired in Hunter Specification. Short-range Pairing and
Paired wireless connection are terms of short-range wireless technology and have been
known and was used in the wireless industry for almost 10 years before the Cellspin
patent’s priority date of December 2007. Bluetooth wireless standard organization was
the first to introduce the term “Bluetooth” at the Blackberry technology consortium in
1998; see Exhibit C, also available at the link:
https://web.archive.org/web/20180525083558/https://www.bluetooth.com/about-us/our-

history. Furthermore, in 1999, the detailed Bluetooth 1.0 specification with pairing was
released; see Exhibit D attached to this response; also available at the link:

http://grouper.ieee.org/groups/802/15/Bluetooth/profile_10_b.pdf.

The concept of a paired connection, as established by the Bluetooth Special
Interest Group (Bluetooth SIG), became known and adopted by certain other industry
organizations creating short-range wireless technology for device connections, such as
WiFi Alliance and Zigbee Forum. In the context of short-range wireless connections, the
term “pairing” was adopted by the wireless industry almost 10 years before the Cellspin
patent’s priority date of December 2007. Drawing from short-range wireless industry’s
understanding of the term “paired connection™ / pairing, the broadest reasonable
interpretation (BRI) of “paired connection” as understood by POSITA in Dec 2007, i.e.

10 years after the term was introduced in the wireless lexicon is:

“bidirectional communications link between devices which provides for encrypted
data exchange between the devices, and the communication link can be

disconnected and reconnected without having to repeat pairing or authentication.”
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Because short-range “pairing” is a well-understood term in the art, the applicant
followed Federal Court’s direction that the “patent need not teach, and preferably
omits, what is well known in the art.” See McRO, Inc. v. Bandai Namco Games Am.
Inc., 959 F.3d 1091, 1102 (Fed. Cir. 2020). In conformance with this guidance, the
applicant cited a version of “pairing” at least 50 times without explicitly defining it.
Additionally, while not explicitly defining “pairing,” the applicant provided guidance to a
POSITA that short-range “pairing” should conform to Bluetooth’s conception of the
term, which was later adopted when ZigBee and WiFi adopted pairing, making it the only
definition applicable to short-range paired wireless connections whether or not a

Bluetooth Connection.

Point#2: Receiving or making Phone call trigger event (Hunter)
VS
NO such Phone call trigger event (Applicant)

The office action on page 6 states that Hunter teaches the step of acquiring new-
data after establishing the short-range paired wireless connection between the short-range
wireless enabled data capture device and the short-range wireless enabled cellular phone.
Applicant disagrees and presents the following arguments.

The sequence of events in Hunter is as follows:

@) Mobile device generates a trigger event or signal in response to a phone

call received by the mobile device or a phone call made by the mobile

device.

(ii) Send the trigger event or signal from the mobile device to the data capture

device.
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(iii)  Only after receipt of the trigger event or signal from the mobile device, the
data capture device acquires new-data and transmits the same to the

mobile device for onward transfer to a website or web service.

Firstly, in Hunter, there is NO pairing of the mobile device by the data capture
device. Next, there is NO cryptographic authentication of the mobile device by the data

capture device. Next, in Hunter, receipt of a phone call or an outgoing phone call is

required for the mobile device to generate a trigger event or signal to be sent to the data

capture device.

Next, in Hunter, the data capture device acquires new-data only after it receives

the trigger event or signal from the mobile device. This is in direct contrast to applicant’s

disclosure where a data capture device acquires new-data after a short-range paired

wireless connection is established with a cellular phone (without any phone call trigger

event from the cellular phone to the data capture device).
Next, in Hunter, the phone call trigger event is sent from the mobile device to
the data capture device. This is in direct contrast to applicant’s disclosure, where,

after acquiring the new-data, the data capture device sends a notification signal to the

mobile device informing the mobile device that it has acquired the new-data.
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Point#3: Hunter Teaching Away from long lasting paired short-range wireless

connection

Hunter is teaching away from the concept of maintaining a long lasting paired
Bluetooth wireless connection between the camera and the mobile device (see Hunter

paragraph [0009] which states as follows: “For this reason a permanent connection to the

phone is not appropriate,” and “It is not easy to maintain a voice conversation while

interacting with a phone and or a camera to initiate image transfer, for example by
attaching a detachable camera as described in EP-A09751342 or by configuring a

Bluetooth link between a phone and a camera.”

Point#4: Anti-Theft Pietruszka Setting based control of cryptographic pairing

between devices is NOT relevant in applicant’s scenario
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Pietruszka (“BLUETOOTH THEFT PROTECTION”) discloses, inter alia, the

following:

(a) User pre-selects whether or not a wireless communications device is allowed

to establish a cryptographic pairing with a remote device.
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(b) Control whether the wireless communications device is able to establish a

cryptographic pairing with a remote device according to the pre-set operational

state; see Pietruszka claim 1, and Paragraph [0005].

Pietruszka teaches mainly a setting-based control of cryptographic pairing

between devices and it is not applicable in applicant’s scenario. Applicant is NOT using a

setting-based control for cryptographic pairing between devices.

Applicant is not implementing any Anti-theft technology. Applicant is not
interested in a car or a key fob, or someone else hacking the car to steal it or the car

accessories.

Pietruszka teaches mainly an Anti theft technology and is not applicable in

applicant’s scenario. Applicant is NOT using pre-set operational state based

cryptographic pairing for Anti Theft purposes for car or car accessories.

Furthermore, in Pietruszka, car or a key fob is “NOT a data capture device”

and does not send any data through the mobile phone to the internet.

In Pietruszka there is NO data capture device. Car or a key fob device described
in Pietruszka is used as a theft control device. The Car or a key fob device is NOT

capturing any data for transfer through the mobile device.

Furthermore, in Pietruszka, NO new-data is acquired for sending to the mobile
phone after establishing the short-range paired wireless connection. Pietruszka’s

invention is all about the theft protection based on pre-set operational state of the

device in its proximity.

Furthermore, there is NO Motivation to combine an anti theft Pietruszka

with Hunter to capture data and send data to a website using a cellphone.
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In view of above Points 1-4, applicant submits that Hunter, in view of Pietruszka

does not teach or suggest the following limitations in amended claim 1:

“a short-range wireless communication device configured to establish a short-
range paired wireless connection between the short-range wireless enabled data
capture device and a short-range wireless enabled cellular phone, wherein
establishing the short-range paired wireless connection comprises the short-range
wireless enabled data capture device cryptographically authenticating identity of

the short-range wireless enabled cellular phone;”

“said processor configured to acquire new-data in the short-range wireless
enabled data capture device using the data capture circuitry, wherein the new-data
is data acquired after establishing the short-range paired wireless connection
between the short-range wireless enabled data capture device and the short-range

wireless enabled cellular phone;”

Point#5: Sending an event notification and acquired new-data to a
cryptographically authenticated short-range wireless enabled cellular
phone over an established short-range paired wireless connection,
where sending the event notification comprises sending a signal to the
cryptographically authenticated short-range wireless enabled cellular

phone corresponding to the acquired new-data.

In amended claim 1, applicant discloses that after establishing the paired short-
range wireless connection between the data capture device and the cryptographically
authenticated short-range wireless enabled cellular phone, and after acquiring new-data,
the short-range wireless enabled data capture device sends the event notification and the
acquired new-data to the cryptographically authenticated short-range wireless enabled

cellular phone.
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The office action on page 6 states that paragraph [0013] of Hunter teaches:

“Sending an event notification to a cryptographically authenticated Bluetooth enabled

cellular phone”. Applicant disagrees and presents the following arguments.

Paragraph [0013] of Hunter states as follows: “programming a camera and a

communications device to recognize a trigger event; one of the camera and the

communications device recognizing occurrence of the trigger event, and communicating

with the other of the camera and the communications device by a wireless link

therebetween; transferring images between the camera and the communications device

over the wireless link; and transferring said images from the communications device on

to a data network through a data network interface.”

Hunter state machine is again reproduced below to explain paragraph [0013]:
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Hunyter | Camerais “Receiving” a Signal from the mobile device.
MUY fhe same as, s conpletehe Oppositeof what s insuse oladns

Quy : Data Capture Device is “Sending” a Signal to the mobile device as
new-data is available
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Firstly, in Hunter, there is NO cryptographic authentication of the mobile device
by the data capture device before the signal is sent or the data is sent. Next, in Hunter,

receipt of a phone call or an outgoing phone call is required for the mobile device to

generate a trigger event or signal to be sent to the data capture device.

Next, in Hunter, the data capture device acquires new-data only after it receives

the trigger event or signal from the mobile device. This is in direct contrast to

applicant’s disclosure where a data capture device acquires new-data after a short-range

paired wireless connection is established with a cellular phone (without any phone call

trigger event from the cellular phone to the data capture device).

Next, in Hunter, the phone call trigger event is sent from the mobile device to the
data capture device. Event Signal is sent in the opposite direction when compared to
the applicants claims. Direction of event signal is in direct contrast to applicant’s
disclosure, where, after acquiring the new-data, the data capture device sends a
notification signal to the mobile device informing the mobile device that it has acquired

the new-data.

In contrast, applicant’s state machine is shown below.
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Therefore, it is clear that the trigger notification in Hunter is not the same as the
event notification in applicant’s disclosure. Furthermore, in Hunter, receipt of a phone
call or an outgoing phone call is required for the mobile device to generate the trigger
event to be sent to the camera. Furthermore, in Hunter, the camera acquires new-data
only after it receives the trigger event or signal from the mobile device. This is in direct
contrast to applicant’s disclosure where the data capture device acquires new-data
immediately after the paired short-range wireless connection is established (without any
phone call trigger event from the mobile device). Furthermore, in Hunter, the trigger
event or signal is sent from the mobile device to the camera, and image capture occurs

after receiving the trigger event. This is in direct contrast to applicant’s disclosure,
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where, after acquiring the new-data, the data capture device sends the notification signal

to the mobile device informing the mobile device that it has acquired the new-data.

Point#6: Phone call Trigger event in Hunter (see paragraphs [0036], [0038],
[0043]) over NON paired connection

As illustrated before, in Hunter, there is no cryptographic authentication of the
mobile device by the camera. Furthermore, in Hunter, receipt of a phone call or an
outgoing phone call is required for the mobile device to generate the trigger event or
signal to be sent to the camera. Furthermore, in Hunter, the camera acquires the new-data
only after it receives the trigger event or signal from the mobile device. This is in direct
contrast to applicant’s disclosure where the data capture device acquires the new-data
immediately after a paired short-range wireless connection is established (without any
phone call trigger event from the mobile device). Furthermore, in Hunter, the phone call
trigger event or signal is sent from the mobile device to the camera. This is in direct
contrast to applicant’s disclosure, where, after acquiring the new-data, the data capture

device sends the notification signal and the acquired new-data to the mobile device.

Point#7: Use HTTP to transfer new-data and a user authentication credential

to website

In applicant’s invention, the cellular phone uses HTTP to transfer new-data and a
user authentication credential to website. Neither Hunter nor Pietruszka teach or suggest
the use of HTTP to transfer the new-data and the user authentication credential to the

website.

In view of above Points 5-7, applicant submits that Hunter, in view of Pietruszka

does not teach or suggest the following limitation in amended claim 1:

“said processor further configured to send an event notification and the acquired

new-data to the cryptographically authenticated short-range wireless enabled
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cellular phone over the established short-range paired wireless connection
automatically, wherein the event notification corresponds to the acquired new-
data and comprises sending a signal to the cryptographically authenticated short-
range wireless enabled cellular phone, wherein the cryptographically
authenticated short-range wireless enabled cellular phone is configured to listen to
the event notification and receive the new-data over the established short-range
paired wireless connection, wherein a mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone is
configured to process the event notification and store the received new-data in a
memory device of the cryptographically authenticated short-range wireless
enabled cellular phone, wherein the mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone stores
a user authentication credential in the memory device of the cryptographically
authenticated short-range wireless enabled cellular phone, wherein the mobile
client application for the cryptographically authenticated short-range wireless
enabled cellular phone is configured to use HTTP to upload the received new-data
and the user authentication credential to a user data publishing website over a
cellular data network, and wherein the mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone

provides a touch based GUI for the received new-data.”
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Comparison Table

 Hunter

Blished ot : al nsfer the

Establishing

. Send data to the mobile device RO

3 pre-establishe d paired i

In view of the above arguments, state machines and illustrative drawings,
applicant submits that amended claim 1 is non-obvious over Hunter, in view of
Pietruszka. Claims 4, 8 and 12 are analogous to claim 1, and include all the limitations of
amended claim 1. Therefore, claims 4, 8 and 12 are also non-obvious over Hunter, in
view of Pietruszka. Claims 2-3 are dependent on amended claim 1; claims 5-7 are
dependent on amended claim 4; claim 9 is dependent on amended claim 8; claims 13-14
are dependent on amended claim 12. Applicant therefore submits that dependent claims

2-3, 5-7, 9 and 13-14 are also non-obvious over Hunter, in view of Pietruszka.
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Applicant therefore respectfully requests that the rejection of claims 1-9 and 12-

14 under pre-AIA 35 U.S.C. 103(a) be reconsidered and withdrawn.

Claims 10-11 are cancelled. Therefore, the rejection of claims 10-11 is moot.

Conclusion

Applicant respectfully requests that a timely Notice of Allowance be issued in this
case. In the interest of compact prosecution, if the prosecution of the application can be
advanced, applicant requests Examiner Nooristany to call the undersigned with the

proposed amendment.

Respectfully submitted,

Date: January 20, 2021 /a tankha/
Ashok Tankha
Attorney For Applicant
Reg. No. 33,802

Correspondence Address

Lipton Weinberger & Husick

36 Greenleigh Drive

Sewell, NJ 08080

Phone: 856-266-5145

Email: ash@ipprocurement.com
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Application/Control Number: 16/532,507 Page 2
Art Unit: 2415

aNotice of Pre-AIA or AIA Status

The present application is being examined under the pre-AIA first to invent provisions.

Claim Rejections - 35 USC § 112
The following is a quotation of the first paragraph of 35 U.S.C. 112:

The specification shall contain a written description of the invention, and of the manner and process of
making and using it, in such full, clear, concise, and exact terms as to enable any person skilled in the
art to which it pertains, or with which it is most nearly connected, to make and use the same and shall
set forth the best mode contemplated by the inventor of carrying out his invention.

Claims 1-14 are rejected under 35 U.S.C. 112, first paragraph, as failing to comply with
the written description requirement. The claim(s) contains subject matter which was not
described in the specification in such a way as to reasonably convey to one skilled in the relevant
art that the inventor(s), at the time the application was filed, had possession of the claimed

invention. More specifically, the applicant fails to sufficiently point out or describe
cellular phone remains paired after storing the created new-data;

a user authentication credential to a user data publishing website over the cellular data

network”

wherein the user preferences comprise authentication credentials and use HTTP to

send global positioning system information to the user data publishing website over the

cellular data network.

The specification of this application under examination does not contain subject
matter to implement limitations, as cited in the following claims.

Also, it is not apparent how "remains paired” “a user authentication credential to a user

data publishing website over the cellular data network” as recited in claim 1,4, is determined.
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It is not apparent how “wherein the user authentication credential is for a user of the

user data publishing website” as recited in claim 6, is determined

It is not apparent how “authentication credentials use HTTP to send global positioning

system information to the user data publishing website over the cellular data network” as

recited in claim 7, is determined.

Examiner has reviewed the specification of this application under examination (and OCR
whole document) and could not find support for the additional limitations as

claimed.

Specification Objection

The disclosure is objected to because of the following informalities: Examiner has
reviewed the specification of this application under examination and could not find
support for the additional limitations as claimed "remains paired”, “a user authentication

credential to a user data publishing website over the cellular data network” “use HTTP to send

global positioning system information to the user data publishing website over the cellular

data network”. Appropriate correction is required.

Claim Rejections - 35 USC § 112
The following is a quotation of the second paragraph of 35 U.S.C. 112:

The specification shall conclude with one or more claims particularly pointing out and distinctly

claiming the subject matter, which the applicant regards as his invention.

Claims 1-14 are rejected under 112, second paragraph as being indefinite for failing to

particularly point and distinctly claim the subject matter which applicant regards as the invention
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In claim 4, the terms "remains paired”, “a user authentication credential to a user data

publishing website over the cellular data network” are not clear what these are in reference to.
Also, the description of the present application fails to provide a clear and complete description
on the invention as well as the above terms. However, the claims will be given a broad

reasonable interpretation for the purposes of examination as best understood.

In claim 6, the terms "wherein the user authentication credential is for a user of the

user data publishing website” are not clear what these are in reference to. Also, the description

of the present application fails to provide a clear and complete description on the invention as
well as the above terms. However, the claims will be given a broad reasonable interpretation for

the purposes of examination as best understood.

In claim 7, the terms “use HTTP to send global positioning system information to the

user data publishing website over the cellular data network” are not clear what these are in

reference to. Also, the description of the present application fails to provide a clear and complete
description on the invention as well as the above terms. However, the claims will be given a

broad reasonable interpretation for the purposes of examination as best understood.

Claims 1-3, 5-14 are rejected for similar reasons as stated for claim 4.
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Claim Rejections - 35 USC § 103
In the event the determination of the status of the application as subject to AIA 35 U.S.C.
102 and 103 (or as subject to pre-AIA 35 U.S.C. 102 and 103) is incorrect, any correction of the
statutory basis for the rejection will not be considered a new ground of rejection if the prior art
relied upon, and the rationale supporting the rejection, would be the same under either status.
The following is a quotation of pre-AIA 35 U.S.C. 103(a) which forms the basis for all

obviousness rejections set forth in this Office action:

(a) A patent may not be obtained though the invention is not identically disclosed or described as set
forth in section 102, if the differences between the subject matter sought to be patented and the prior art
are such that the subject matter as a whole would have been obvious at the time the invention was made
to a person having ordinary skill in the art to which said subject matter pertains. Patentability shall not
be negatived by the manner in which the invention was made.

Claim 1-14 is/are rejected under pre-AIA 35 U.S.C. 103(a) as being unpatentable over

Hunter US 20040005915 in view of Pietruszka US 20070226778.

4. A system, comprising:

a short-range wireless enabled data capture device (Hunter fig. 1, unit 10), comprising:

a first memory device (Hunter: a camera with an image memory and a first wireless
communication interface [0010] fig. 1, unit 10);

a first processor coupled to the first memory device (Hunter: a camera with an image
memory and a first wireless communication interface [0010] fig. 1, unit 10);

a first short-range wireless communication device configured to establish a short-range
paired wireless connection with a short-range wireless enabled cellular phone, wherein the short-
range wireless enabled cellular phone is internet enabled (Hunter: when the mobile telephone

is switched on, it may transmit a signal for receipt and acknowledgement by the camera 10
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to establish a data link between the two units. Alternatively, the camera 10 may
periodically transmit a signal which is received and acknowledged by the mobile telephone
20 to establish a data link between the two units when it is switched on and/or comes within
a predetermined distance of the camera 10 [0017-0027, 0036-0037]),

wherein establishing the short-range paired wireless connection comprises, the short-
range wireless enabled data capture device [[cryptographically]] authenticating identity of the
short-range wireless enabled cellular phone;

a data capture circuitry (Hunter: fig. 1 unit 10);

said first processor configured to acquire new-data in the short-range wireless enabled
data capture device using the data capture circuitry, wherein the new-data is data acquired after
establishing the short-range paired wireless connection with the short-range wireless enabled
cellular phone (Hunter: [0017-0027, 0036-0037] After the data link is established, the
camera 10 can transmit (via the wireless communication link 16), in response to a trigger

event, video or still image data representative of images stored in or being captured

thereby, either continuously or periodically, for receipt by the mobile telephone [0038]);
said first processor further configured to store the new-data in the first memory device

(Hunter: After the data link is established, the camera 10 can transmit (via the wireless

communication link 16), in response to a trigger event, video or still image data

representative of images stored in or being captured thereby, either continuously or

periodically, for receipt by the mobile telephone [0038]), wherein the established short-range
paired wireless connection between the short-range wireless enabled data capture device and the

short-range wireless enabled cellular phone remains paired after storing the created new-data
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(Hunter: [0017-0027, 0036-0038] The wireless link may be pre-existing, or may be set up
only on the initiation of the call [0039-0040]); and

said first processor further configured to send an event notification (Hunter:
programming a camera and a communications device to recognize a trigger event; one of
the camera and the communications device recognizing occurrence of the trigger event,
and communicating with the other of the camera and the communications device by a
wireless link therebetween [0013]) and the acquired new-data to the cryptographically
authenticated short-range wireless enabled cellular phone over the established short-range
paired wireless connection automatically (Hunter: transferring images between the camera

and the communications device over the wireless link [0013]), wherein the event notification

corresponds to the acquired new-data and comprises sending a signal to the cryptographically

authenticated short-range wireless enabled cellular phone (Hunter: [0013]),

said short-range wireless enabled cellular phone (Hunter: fig. 1 unit 20), comprising:

a second memory device (Hunter: fig. 1 unit 20);

a second processor coupled to the second memory device (Hunter: fig. 1 unit 20);

a cellular network communication device configured to connect to the internet via the
cellular data network (Hunter: fig. 1 unit 20);

a second short-range wireless communication device configured to establish the short-
range paired wireless connection between the short-range wireless enabled cellular phone and the
short-range wireless enabled data capture device (Hunter: when the mobile telephone is
switched on, it may transmit a signal for receipt and acknowledgement by the camera 10 to
establish a data link between the two units. Alternatively, the camera 10 may periodically

transmit a signal which is received and acknowledged by the mobile telephone 20 to
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establish a data link between the two units when it is switched on and/or comes within a
predetermined distance of the camera 10 [0017-0027, 0036-0037]);

a mobile client application for the short-range wireless enabled cellular phone comprising
executable instructions that, when executed by the second processor controls the second
processor to: listen for an event notification sent by the short-range wireless enabled data capture
device, wherein a mobile client application for the cryptographically authenticated short-range
wireless enabled cellular phone is configured to process the event notification (Hunter:
programming a camera and a communications device to recognize a trigger event; one of
the camera and the communications device recognizing occurrence of the trigger event,
and communicating with the other of the camera and the communications device by a
wireless link therebetween [0013]);

receive the new-data from the short-range wireless enabled data capture device (Hunter:
an image storage buffer 24 for storing image data received from the camera 10 [0035]);

store the received new-data in the second memory device (Hunter: an image storage
buffer 24 for storing image data received from the camera 10 [0035]), wherein the
established short-range paired wireless connection between the short-range wireless enabled data
capture device and the short-range wireless enabled cellular phone remains paired after
storing the received new-data (Hunter: The wireless link may be pre-existing, or may be set
up only on the initiation of the call [0017-0027, 0036-0037, 0039-0040]); and

use HTTP to upload the received new-data and a user authentication credential to a user

data publishing website over the cellular data network (Hunter: transferring said images from

the communications device on to a data network through a data network interface [0013,

0035, 0041]).
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Hunter merely discloses the term cryptographically authenticating

Pietruszka further teaches cryptographically authenticating (Pietruszka: [0037]) in
order to communicate only with a trusted device can cryptographically authenticate the identity
of the other device.

Thus, it would have been obvious to one skill in the art to include the above recited
limitation into Hunter’s in order to communicate only with a trusted device can

cryptographically authenticate the identity of the other device [0037], as taught by Pietruszka.

5. The system of claim 4, wherein the short-range paired wireless connection is one of

a Bluetooth paired wireless connection, a Wi-Fi paired wireless connection, and other wireless

personal area networking technologies that use pairing (Hunter: [0037])

6. The system of claim 4, wherein mobile client application for the short-range wireless

enabled cellular phone comprises executable instructions that, when executed by the second

processor controls the second processor to:

store the user authentication credential in the second memory device, wherein the user

authentication credential is for a user of the user data publishing website; and

provide a touch based graphical user interface for the received new-data (Hunter:

[0025], Pietruszka [0099])

7. The system of claim 4, wherein data the mobile client application for the short-range

wireless enabled cellular phone comprises executable instructions that, when executed by the
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second processor controls the second processor to: use HTTP to send global positioning system

information to the user data publishing website over the cellular data network (Hunter: [0031])

Regarding claims 1-3, 8-14 the independent claim and each dependent claim are related to the
same limitation set for hereinabove in claims 4-7, where the difference used is a “capture device”
& “mobile device” and the wordings of the claims were interchanged within the claim itself or
some of the claims were presented as a combination of two or more previously presented
limitations. This change does not affect the limitation of the above treated claims. Adding these
phrases to the claims and interchanging the wording did not introduce new limitations to these

claims. Therefore these claims were rejected for similar reasons as stated above

Response to Arguments
Applicant's arguments filed on 10/16/20 have been fully considered but they are not
persuasive.
Applicant Argument:
Regarding first paragraph of 35 U.S.C. 112 rejection, Applicant is suggesting for support
to some page Nos. 5, 7, 9 and Figure 2 and Figure 4 of US Non-provisional patent application

serial number 11/901,802.

Response to Arguments:
With respect to the above argument, Examiner would like to draw attention that the US
Non-provisional patent application serial number 11/901,802 has no relation to this current

application. Thus, the Examiner maintains the rejection.
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Applicant Argument:
Prior art failed to teach pairing short range wireless or away from permanent paired short-

range wireless connection and cryptographic pairing between devices

Response to Arguments:

With respect to the above argument, Examiner would like to draw attention to that it is
the claims that define the claimed invention, and it is claims, not specifications that are
anticipated or unpatentable. Constant v. Advanced Micro-Devices Inc., 7 USPQ2d 1064.

In addition, the Examiner would like to draw attention to (fig. 1, [0017-0027, 0036-
0037]) of Hunter, for example: when the mobile telephone is switched on, it may transmit a
signal for receipt and acknowledgement by the camera 10 to establish a data link between the
two units. Alternatively, the camera 10 may periodically transmit a signal which is received and
acknowledged by the mobile telephone 20 to establish a data link between the two units when it
is switched on and/or comes within a predetermined distance of the camera 10.

The Examiner further would like to draw attention to ([0037]) of Hunter, for example: a
device that wishes to communicate only with a trusted device can cryptographically authenticate
the identity of the other device. Trusted devices may also encrypt data exchanged over a wireless
medium as an added security. The encryption can however be turned off and passkeys can be
stored on the device's file system rather than the Bluetooth component or chip itself. Since the
Bluetooth address can be permanent, a pairing can be preserved even if the Bluetooth name is
changed. Either device in a pairing relationship may delete the pairing between the devices.

Devices may require pairing or may prompt the user before it allows a remote device to utilize
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any or all or some of its services (herein it’s considered same as paired short-range wireless

connection and cryptographic pairing between devices).

Applicant Argument:
Prior art failed to teach receiving or making Phone call trigger even vs NO such Phone

call trigger event.

Response to Arguments:

In addition, the Examiner would like to draw attention to (fig. 1, [0013]) of Hunter, for
example: programming a camera and a communications device to recognize a trigger event; one
of the camera and the communications device recognizing occurrence of the trigger event, and
communicating with the other of the camera and the communications device by a wireless link
therebetween (herein it’s considered same as sending a signal to the cryptographically
authenticated short-range wireless enabled cellular phone corresponding to the acquired new-

data).

Applicant Argument:

Prior art failed to teach sending an event notification and acquired new-data to a
cryptographically authenticated short-range wireless enabled cellular phone over an established
short-range paired wireless connection, where sending the event notification comprises sending a
signal to the cryptographically authenticated short-range wireless enabled cellular phone

corresponding to the acquired new-data.
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Response to Arguments:
In addition, the Examiner would like to draw attention to (fig. 1, [0013]) of Hunter, for
example: programming a camera and a communications device to recognize a trigger event; one

of the camera and the communications device recognizing occurrence of the trigger event, and

communicating with the other of the camera and the communications device by a wireless link
therebetween (herein it’s considered same as sending a signal to the cryptographically
authenticated short-range wireless enabled cellular phone corresponding to the acquired new-

data).

Applicant Argument:
Prior art failed to teach use HTTP to transfer new-data and a user authentication credential

to website

Response to Arguments:

In addition, the Examiner would like to draw attention to (fig. 1, [0009, 0031, 0041]) of
Hunter, for example: it is known for mobile telephones to support data instead of or as well as
voice calls, in which case the present invention can be taken to relate also to the establishment of
a data link or the initiation of data transmission as a result of use of a telephone to access a data
service, e.g. an internet page such as a photo website or a photo printing service (herein it’s
considered same as use HITP to transfer new-data and a user authentication credential to

website).
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Thus, for the above reason, the prior art meet the claim limitation.

The examiner stresses that the claims are too broad and require detail or specialization of

the steps as recited in the claims. Alone and as claimed, the limitations are too open.

Examiner has cited particular portions of the references as applied to each claim limitation
for the convenience of the applicant. Although the specified citations are representative of the
teachings of the art and are applied to the specific limitations within the individual claim, other
passages and figures may apply as well. It is respectfully requested from the applicant in
preparing responses, to fully consider the references in entirety as potentially teaching all or part
of the claimed invention, as well as the context of the passage as taught by the prior art or

disclosed by the Examiner.

Regarding all other arguments presented by applicant, the arguments are substantially the
same as those which have already been addressed above and in the interest of brevity; the

Examiner directs the applicant to those responses above.

Remark:

In addition, an interview could expedite the prosecution.

Conclusion
Accordingly, THIS ACTION IS MADE FINAL. See MPEP § 706.07(a). Applicant is

reminded of the extension of time policy as set forth in 37 CFR 1.136(a). A shortened statutory
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period for reply to this final action is set to expire THREE MONTHS from the mailing date of
this action. In the event a first reply is filed within TWO MONTHS of the mailing date of this
final action and the advisory action is not mailed until after the end of the THREE-MONTH
shortened statutory period, then the shortened statutory period will expire on the date the
advisory action is mailed, and any extension fee pursuant to 37 CFR 1.136(a) will be calculated
from the mailing date of the advisory action. In no event, however, will the statutory period for
reply expire later than SIX MONTHS from the date of this final action.

Any inquiry concerning this communication or earlier communications from the
examiner should be directed to Sulaiman Nooristany whose telephone number is 571-270-
1929. The examiner can normally be reached on Monday thru Friday: 8:30am to 5:00pm (EST).
If attempts to reach the examiner by telephone are unsuccessful, the examiner’s supervisor, Jeff
Rutkowski can be reached on 571-270-1215. The fax phone number for the organization where
this application or proceeding is assigned is 571-273-8300. Information regarding the status of an
application may be obtained from the Patent Application Information Retrieval (PAIR)
system. Status information for published applications may be obtained from either Private PAIR
or Public PAIR. Status information for unpublished applications is available through Private
PAIR only. Should you have questions on access to the Private PAIR system, contact the
Electronic Business Center (EBC) at 866-217-9197 (toll-free). If you would like assistance from
a USPTO Customer Service Representative or access to the automated information system, call

800-786-9199 (IN USA OR CANADA) or 571-272-1000.

/SULAIMAN NOORISTANY/

Primary Examiner, Art Unit 2415
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IN THE UNITED STATES PATENT AND TRADEMARK OFFICE

In re. application of:

Gurvinder Singh

Application No.: 16/532,507 Examiner: Nooristany, Sulaiman

Filed: 08/06/2019 Art Unit: 2415

Applicant: Cellspinsoft Inc. Atty. Docket no.: CellSpin_04Conl7_US

Title: Automatic Multimedia Upload
For Publishing Data And Multimedia Content

Mail Stop Amendment
Commissioner for Patents
P.O. Box 1450

Alexandria, VA 22313-1450

Response to Non-Final Office Action

Examiner Nooristany:

In response to the non-final office action mailed July 17, 2020, please amend the
above-referenced application as follows:

Amendments to the Claims are listed on page 2 of this response.

Remarks begin on page 13 of this response.
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Amendments to the claims

Claim 1 (currently amended): A short-range wireless enabled data capture device,

comprising:

a memory device;

a processor coupled to the memory device;

a short-range wireless communication device configured to establish a short-range
paired wireless connection between the short-range wireless enabled data capture
device and a short-range wireless enabled cellular phone, wherein establishing the
short-range paired wireless connection comprises the short-range wireless enabled
data capture device cryptographically authenticating identity of the short-range

wireless enabled cellular phone;

a data capture circuitry;

said processor configured to acquire new-data in the short-range wireless enabled
data capture device using the data capture circuitry, wherein the new-data is data
acquired after establishing the short-range paired wireless connection between the
short-range wireless enabled data capture device and the short-range wireless

enabled cellular phone;

said processor further configured to store the new-data in the memory device,
wherein the established short-range paired wireless connection between the short-
range wireless enabled data capture device and the short-range wireless enabled

cellular phone remains paired after storing the created new-data;

said processor further configured to send an event notification and the acquired

new-data to the cryptographically authenticated short-range wireless enabled
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cellular phone over the established short-range paired wireless connection

automatically, wherein the event notification corresponds to the acquired new-

data and comprises sending a signal to the cryptographically authenticated short-

range wireless enabled cellular phone, wherein the cryptographically

authenticated short-range wireless enabled cellular phone is configured to listen to
the event notification and receive the new-data over the established short-range
paired wireless connection, wherein a mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone is
configured to process the event notification and store the received new-data in a
memory device of the cryptographically authenticated short-range wireless
enabled cellular phone, wherein the mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone is
configured to use HTTP to upload the received new-data and userpublieation

information a user authentication credential to a user data publishing website over

a cellular data network;—whereinthe-userpublication-informationcomprises-aser

Claim 2 (previously presented): The short-range wireless enabled data capture device
of claim 1, wherein the short-range paired wireless connection is one of a Bluetooth
paired wireless connection, a Wi-Fi paired wireless connection, and other wireless

personal area networking technologies that use pairing.

Claim 3 (currently amended): The short-range wireless enabled data capture device

of claim 1, wherein the s

application for the cryptographically authenticated short-range wireless enabled cellular

phone stores the user authentication credential in a non-volatile memory device of the

cryptographically authenticated short-range wireless enabled cellular phone, wherein the

user authentication credential sent by the mobile client application is used to authenticate

a user on the user data publishing website and publish the new-data for private use on the
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user data publishing website. and wherein the mobile client application provides a touch

based GUI for the received new-data.

Claim 4 (currently amended): A system, comprising:

a short-range wireless enabled data capture device, comprising:

a first memory device;

a first processor coupled to the first memory device;

a first short-range wireless communication device configured to establish
a short-range paired wireless connection with a short-range wireless
enabled cellular phone, wherein the short-range wireless enabled cellular
phone is internet enabled, wherein establishing the short-range paired
wireless connection comprises, the short-range wireless enabled data
capture device cryptographically authenticating identity of the short-range

wireless enabled cellular phone;

a data capture circuitry;

said first processor configured to acquire new-data in the short-range
wireless enabled data capture device using the data capture circuitry,
wherein the new-data is data acquired after establishing the short-range
paired wireless connection with the short-range wireless enabled cellular

phone;
said first processor further configured to store the new-data in the first

memory device, wherein the established short-range paired wireless

connection between the short-range wireless enabled data capture device
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and the short-range wireless enabled cellular phone remains paired after

storing the created new-data; and

said first processor further configured to send an event notification and the
acquired new-data to the cryptographically authenticated short-range wireless
enabled cellular phone over the established short-range paired wireless connection

automatically, wherein the event notification corresponds to the acquired new-

data and comprises sending a signal to the cryptographically authenticated short-

range wireless enabled cellular phone;

said short-range wireless enabled cellular phone, comprising:

a second memory device;

a second processor coupled to the second memory device;

a cellular network communication device configured to connect to the

internet via [[the]] a cellular data network;

a second short-range wireless communication device configured to
establish the short-range paired wireless connection between the short-
range wireless enabled cellular phone and the short-range wireless enabled

data capture device;

a mobile client application for the short-range wireless enabled cellular
phone comprising executable instructions that, when executed by the

second processor controls the second processor to:
listen for [[an]] the event notification sent by the short-range

wireless enabled data capture device, wherein [[a]] the mobile

client application for the cryptographically authenticated short-
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range wireless enabled cellular phone is configured to process the

event notification;

receive the new-data from the short-range wireless enabled data

capture device;

store the received new-data in the second memory device, wherein
the established short-range paired wireless connection between the
short-range wireless enabled data capture device and the short-
range wireless enabled cellular phone remains paired after storing

the received new-data; and

use HTTP to upload the received new-data and a user publieation
information authentication credential to a user data publishing
website over the cellular data network;—wherein-the-user

: : . Lontioation-crodentialsand-clobal

Claim 5 (previously presented): The system of claim 4, wherein the short-range paired
wireless connection is one of a Bluetooth paired wireless connection, a Wi-Fi paired
wireless connection, and other wireless personal area networking technologies that use

pairing.

Claim 6 (currently amended): The system of claim 4, wherein the rew-data-comprises

asseciated-with-the-new—data mobile client application for the short-range wireless

enabled cellular phone comprises executable instructions that, when executed by the

second processor controls the second processor to:
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store the user authentication credential in the second memory device, wherein the

user authentication credential is for a user of the user data publishing website; and

provide a touch based graphical user interface for the received new-data.

Claim 7 (currently amended): The system of claim 4, wherein a-graphieal-userinterface

data the mobile client application for the short-range wireless enabled cellular phone

comprises executable instructions that, when executed by the second processor controls

the second processor to:

use HTTP to send global positioning system information to the user data

publishing website over the cellular data network.

Claim 8 (currently amended): A short-range wireless enabled cellular phone, comprising:

a memory device;

a processor coupled to the memory device;

a cellular network communication device configured to connect to internet via a

cellular data network;

a short-range wireless communication device configured to establish a short-range
paired wireless connection between the short-range wireless enabled cellular
phone and a short-range wireless enabled data capture device, wherein the short-
range wireless enabled data capture device is configured to cryptographically
authenticate identity of the short-range wireless enabled cellular phone when

establishing the short-range paired wireless connection;
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a mobile client application for the short-range wireless enabled cellular phone
comprising executable instructions that, when executed by the processor controls

the processor to:

listen for an event notification sent by the short-range wireless enabled

data capture device, wherein the event notification corresponds to new-

data and comprises sending a signal by the short-range wireless enabled

data capture device to the cryptographically authenticated short-range

wireless enabled cellular phone, wherein the new-data is data acquired by

the data capture device after establishing the short-range paired wireless

connection with the short-range wireless enabled cellular phone;

receive the event notification and the new-data from the short-

range wireless enabled data capture device;

process the event notification and store the received new-data in
the seeend memory device, wherein the established short-range
paired wireless connection between the short-range wireless
enabled data capture device and the short-range wireless enabled
cellular phone remains paired after storing the received new-data;

and

use HTTP to upload the received new-data and a user publication
infermation authentication credential to a user data publishing
website web service over the cellular data network;—wherein-the

blication ink . . : _and
boreind : . bontiests tontial
bl esitont on.

Claim 9 (previously presented): The short-range wireless enabled cellular phone of claim

8, wherein the short-range paired wireless connection is one of a Bluetooth paired
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wireless connection, a Wi-Fi paired wireless connection, and other wireless personal area

networking technologies that use pairing.

Claim 10 (currently amended): The short-range wireless enabled cellular phone of claim

8, wherein the rew

the short-range wireless enabled cellular phone comprises executable instructions that,

when executed by the processor controls the processor to:

store the user authentication credential in the memory device, and

provide a touch based graphical user interface for the received new-data.

Claim 11 (currently amended): The short-range wireless enabled cellular phone of claim

8. wherein a-graphitcal-userinterface G t5-provided-inthe-eryptographicatly

interface (G s fer-therecervednew—data the mobile client application for the short-

range wireless enabled cellular phone comprises executable instructions that, when

executed by the processor controls the processor to:

use HTTP to send global positioning system information to the user data
publishing web service over the cellular data network.

Claim 12 (currently amended): A short-range wireless enabled data capture device,

comprising:

a memory device;

a processor coupled to the memory device;
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a short-range wireless communication device configured to establish a short-range
paired wireless connection between the short-range wireless enabled data capture
device and a short-range wireless enabled cellular phone, wherein establishing the
short-range paired wireless connection comprises the short-range wireless enabled
data capture device cryptographically authenticating identity of the short-range

wireless enabled cellular phone;

a data capture circuitry;

said processor configured to acquire new-data in the short-range wireless enabled
data capture device using the data capture circuitry, wherein the new-data is data
acquired after establishing the short-range paired wireless connection between the
short-range wireless enabled data capture device and the short-range wireless

enabled cellular phone;

said processor further configured to store the new-data in the memory device of
the short-range wireless enabled data capture device, wherein the established

short-range paired wireless connection between the short-range wireless enabled
data capture device and the short-range wireless enabled cellular phone remains

paired after storing the created new-data;

said processor further configured to listen to a polling request from a mobile
client application on the cryptographically authenticated short-range wireless
enabled cellular phone, over the established paired short-range wireless
connection, wherein the polling request is for the new-data, wherein the mobile
client application on the cryptographically authenticated short-range wireless
enabled cellular phone is configured to detect the new-data for transfer from the
short-range wireless enabled data capture device to the paired and authenticated
short-range wireless enabled cellular phone, wherein detecting the new-data for

transfer comprises:

10
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polling the short-range wireless enabled data capture device by the short-
range wireless enabled cellular phone, using the mobile client application
on the cryptographically authenticated short-range wireless enabled
cellular phone, over the established paired short-range wireless

connection;

said processor further configured to transfer the new-data from the short-range
wireless enabled data capture device to the short-range wireless enabled cellular
phone automatically over the established paired short-range wireless connection,
wherein the mobile client application on the short-range wireless enabled cellular
phone is further configured to receive the new-data over the established short-
range paired wireless connection, wherein the mobile client application on the
short-range wireless enabled cellular phone is further configured to store the
received new-data in a memory device of the short-range wireless enabled cellular
phone, wherein the mobile client application on the short-range wireless enabled

cellular phone is further configured to use HTTP to upload the received new-data

and a user publicationinfermation authentication credential to a user data
ellular data network;—whereinthe-userpublication

publishing website over a c

Claim 13 (previously presented): The short-range wireless enabled data capture device
of claim 12, wherein the short-range paired wireless connection is one of a Bluetooth
paired wireless connection, a Wi-Fi paired wireless connection, and other wireless

personal area networking technologies that use pairing.

Claim 14 (currently amended): The short-range wireless enabled data capture device

of claim 12, wherein the 1

application for the cryptographically authenticated short-range wireless enabled cellular

phone stores the user authentication credential in a non-volatile memory device of the

11
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cryptographically authenticated short-range wireless enabled cellular phone, and wherein

the mobile client application provides a touch based GUI for the received new-data.

12
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Remarks

The pending claims

Claims 1-14 are currently pending. Reconsideration and allowance of the pending claims

is respectfully requested.

Summary of the Office Action

Claim Rejections 35 U.S.C. 112

Claims 1-14 are rejected under 35 U.S.C. 112, first paragraph, as failing to comply with
the written description requirement. The claim(s) contains subject matter which was not
described in the specification in such a way as to reasonably convey to one skilled in the
relevant art that the inventor(s), at the time the application was filed, had possession of
the claimed invention. More specifically, the applicant fails to sufficiently point out or
describe: “cellular phone remains paired after storing the created new-data”; and
“wherein the user preferences comprise authentication credentials and global positioning

system information.”

Specification Objection

The disclosure is objected to because of the following informalities: Examiner has
reviewed the specification of this application under examination and could not find
support for the additional limitations as claimed "remains paired" & “authentication
credentials and global positioning system information”. Appropriate correction is

required.

Claim Rejections - 35 USC § 112

13
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Claims 1-14 are rejected under 112, second paragraph as being indefinite for failing to
particularly point and distinctly claim the subject matter which applicant regards as the
invention. In claim 4, the terms “remains paired” & “authentication credentials” and
“global positioning system information” are not clear what these are in reference to. Also,
the description of the present application fails to provide a clear and complete description
on the invention as well as the above terms. However, the claims will be given a broad
reasonable interpretation for the purposes of examination as best understood. Claims 1-3,

5-14 are rejected for similar reasons as stated for claim 4.

Claim Rejections 35 U.S.C. 103

Claim 1-14 is/are rejected under pre-AIA 35 U.S.C. 103(a) as being unpatentable over
Hunter US 20040005915 in view of Pietruszka US 20070226778.

Amendments to the claims

Claims 1, 3-4, 6-8 and 10-12 and 14 are currently amended; claims 2, 5, 9 and 13 remain
as previously presented. Applicant respectfully submits that the amendments to the

claims do not add any new subject matter.

The office action states: “Claims 1-14 are rejected under 35 U.S.C. 112, first
paragraph, as failing to comply with the written description requirement. The
claim(s) contains subject matter which was not described in the specification in such
a way as to reasonably convey to one skilled in the relevant art that the inventor(s),
at the time the application was filed, had possession of the claimed invention. More
specifically, the applicant fails to sufficiently point out or describe: ‘“‘cellular phone
remains paired after storing the created new-data’; and “wherein the user preferences

comprise authentication credentials and global positioning system information.”

Applicant disagrees with the above rejection and presents the following

arguments:

14
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Point No. 2 of “CROSS REFERENCE TO RELATED APPLICATIONS” in the
originally filed application states as follows: “The following patent application is
incorporated herein in its entirety: US Non-provisional patent application serial number

11/901,802, titled “Online Publishing of Multimedia Content”, filed on September 19,

2007 in the United States Patent and Trademark Office.” USPTO Publication No.
2008/0103906 Al is the published application of US Non-provisional patent application
serial number 11/901,802. US Non-provisional patent application serial number
11/901,802 is attached to this response as Exhibit A and USPTO Publication No.
2008/0103906 A1 is attached to this response as Exhibit B; see also link:
https://patentimages.storage.googleapis.com/1{/06/a0/32f9a69tbef2a6/US20080103906A
1.pdf.

Page Nos. 5,7, 9 and Figure 2 and Figure 4 of US Non-provisional patent
application serial number 11/901,802 (Exhibit A) reproduced below disclose that the

client application is having and sending “authentication credentials” and “global
positioning system geographical codes” to the publishing website. The corresponding
sections in Exhibit B are:

Extract from Page 9 of Exhibit A = Paragraph [0028] in Exhibit B.

Extract from Page 5 of Exhibit A = Paragraph [0018] in Exhibit B.

Extract from Page 7 of Exhibit A = Paragraph [0023] in Exhibit B.

{5 Befory the secording boglon, the wser 301 nay changs the default pubilication Fagy ®
onation, and select the publication virtual spaces 288 fir the wwr orvated mullimedia
cuntent an the mnbile device The user 20T may v ohonge the qualiyy of the andiy
Befors sconding the messages For exsmple, I orempeession i aveilable, e wr 388
my change te compression rate, and also changs both the ansly speed ad
W eessage quality. The client application 203 may have defhult settings, but tho user

201 may wlao sot preformnces on the mobile dovies, The prefinumces sot by the usey

20 may be authordication credontialy, inamaction idontifiontion, Butof publivation

wivtual spuces 208, globud positioning syaom govgruphical codes, s ol Borthe

phase aurabor of the mobile device, T Bromal ol the v cossbed muitioadix

Yot
1723

contert, and compression sabe for the wser oreaied mulimedia conteas. Thess user

proforsnces are ransivred to the publiching servioe 304,
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The method disclosed hersin further provides 183 the publishing service M
esenprising ¥ front end service 288b and o back end servios 2840, Tha oliem

16 sppliowtion 282 interacts with the publishing servics 384 to determing the profierrsd
wirhsites g publication virtual spaves 208 of the wssr 361 for publishing e user
croatesd nnstimedia contont, The user 207 may soleot ons or moss publicstion wivtusd
spnors 208 uxdng the cRet epplication 202, o & preforred dustination for poblishing
the paey orsted avuliimedie coatest, The clicot applicatives 282 conmmamniostes the

S usor pubdiching information inclading the weer proforonies of the publicatinn eimuad

mms 205 fo the front end service 2048, In one mﬁt«ﬂit@mg the w&isw&m virtus!

spacns 08 mey Be seleoted on the website of the pubiishing service 284, The msthed
diselosed hevein provides & protocol e syochronising 104 gser pudblizhing
information bedween the client application 263 and the pablishing soreios 384, The

2 usor publiching infonmation includes vasr prefercaves of the publivation virtual speoss
288, The user crasiod maslitmsdia content is mrosivad by the Font ead servise 2k of
the pubdishing service 204 frow the clivnt spplication 202 and then transferred 168 10
the back end servics 284e of the publishing sendoe 284,

Furthermore, “Authentication credentials” or “credentials for user authentication”
or just “credentials” are mentioned 5 times in the US Non-provisional patent application

serial number 11/901,802 on pages 7, 9, 12, 13 and in FIGURE 4.
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Furthermore, “global positioning system geographical codes” is mentioned twice

in the U.S. No. 11/901,802 on page 7 and page 9.
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Furthermore, “Authentication” as a module is present on the client application and
the publishing service as shown in FIGURE 2 of U.S. No. 11/901,802 as highlighted

below.
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Furthermore, “Authentication™ as a process step being performed in the state

machine is explained in FIGURE 4 of U.S. No. 11/901,802 as highlighted above.

In response to the above rejection, applicant has amended claims 1, 4, 8 and 12,
and submits that the amended claims do not contain subject matter which was not
described in the specification in such a way as to reasonably convey to one skilled in the
relevant art that the inventors, at the time the application was filed, had possession of the

claimed invention.

Furthermore, with respect to “remains paired” nowhere in the specification

applicant has used the word ““disconnect” or “unpair” the established paired
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connection. The paired connection once paired in the state machine is intended to remain
paired. There is NO mention of unpairing in the state machine of Fig 1. The

“remains paired” is inherent in the specification and the state machine of Fig 1

because there is no unpairing.

N & DIRETAL BATA A
SOTH SAPABRITY

TS B
RE TRY

Fi ¥

Short-range Pairing and Paired wireless connection are terms in the art of
wireless technology and has been known and was used in the wireless industry for almost
10 years before the Cellspin patent’s priority date of December 2007. Bluetooth wireless
standard organization was the first to introduce the term “Bluetooth” at the Blackberry
technology consortium in 1998; see Exhibit C, also available at the link:

https://web.archive.org/web/20180525083558/https://www.bluetooth.com/about-us/our-
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history. Furthermore, in 1999, the detailed Bluetooth 1.0 specification with pairing was
released; see Exhibit D attached to this response; also available at the link:

http://grouper.ieee.org/groups/802/15/Bluetooth/profile_10_b.pdf.

The concept of a short-range paired connection, as established by the
Bluetooth Special Interest Group (Bluetooth SIG), became known and adopted by
certain other industry organizations creating wireless technology for device connections,
such as WiFi Alliance and Zigbee Forum. In the context of wireless connections, the term
“pairing” was adopted by the wireless industry almost 10 years before the Cellspin
patent’s priority date of December 2007. Drawing from wireless industry’s understanding
of the term “paired wireless connection” [ pairing, the broadest reasonable
interpretation (BRI) of “paired wireless connection” as understood by POSITA in Dec

2007, i.e. 10 years after the term was introduced in the wireless lexicon is:

“bidirectional communications link between devices which provides for encrypted
data exchange between the devices, and the communication link can be

disconnected and reconnected without having to repeat pairing or authentication.”

As explained above, POSITA understands that unless there is a specific

mention of “unpair” “

unpairing” the devices that are “paired” in a given state
machine, those devices “remain paired” over an extended period of time. Unless and
until there is an explicit call for unpairing/unpair the devices in that particular state
machine or there is an action to remove/delete the pairing table from the device.
None of applicant’s state machine or the specification call for unpairing/unpair or

remove/delete the pairing table.

Because short-range “pairing” is a well-understood term in the art, the applicant
followed Federal Court’s direction that the “patent need not teach, and preferably
omits, what is well known in the art.” See McRO, Inc. v. Bandai Namco Games Am.
Inc., 959 F.3d 1091, 1102 (Fed. Cir. 2020). In conformance with this guidance, the

applicant cited a version of “pairing” at least 50 times without explicitly defining it.
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Additionally, while not explicitly defining “pairing,” the applicant provided guidance to a
POSITA that short-range “pairing” should conform to Bluetooth’s conception of the
term, which was later adopted when ZigBee and WiFi adopted pairing, making it the only
definition applicable to short-range paired wireless connections whether or not a

Bluetooth Connection.

Applicant therefore respectfully requests that the rejection of claim 1 under 35

U.S.C. 112, first paragraph be reconsidered and withdrawn.

Claims 4, 8 and 12 are analogous to claim 1. Applicant therefore respectfully
requests that the rejection of claims 4, 8 and 12 under 35 U.S.C. 112, first paragraph be

reconsidered and withdrawn.

Claims 2-3 are dependent on claim 1. Claims 5-7 are dependent on claim 4.
Claims 9-11 are dependent on claim 8. Claims 13-14 are dependent on claim 12.
Applicant therefore respectfully requests that the rejection of claims 2-3, 5-7, 9-11, and
13-14 under 35 U.S.C. 112, first paragraph be reconsidered and withdrawn.

The office action further states: “The disclosure is objected to because of the following
informalities: Examiner has reviewed the specification of this application under
examination and could not find support for the additional limitations as claimed
"remains paired" & “authentication credentials and global positioning system

information”. Appropriate correction is required.”

In response to the above objection, applicant submits the following arguments.

Point No. 2 of “CROSS REFERENCE TO RELATED APPLICATIONS” in the
originally filed application states as follows: “The following patent application is
incorporated herein in its entirety: US Non-provisional patent application serial number
11/901,802, titled “Online Publishing of Multimedia Content”, filed on September 19,
2007 in the United States Patent and Trademark Office.” USPTO Publication No.
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2008/0103906 Al is the published application of US Non-provisional patent application
serial number 11/901,802. US Non-provisional patent application serial number
11/901,802 is attached to this response as Exhibit A and USPTO Publication No.
2008/0103906 Al is attached to this response as Exhibit B.

Page Nos. 5, 7, 9 and Figure 2 and Figure 4 of US Non-provisional patent

application serial number 11/901,802 reproduced below disclose that the client

application is having and sending “authentication credentials” and “global positioning
system geographical codes” to the publishing website. The corresponding sections in

Exhibit B are:

Extract from Page 9 of Exhibit A = Paragraph [0028] in Exhibit B.
Extract from Page 5 of Exhibit A = Paragraph [0018] in Exhibit B.
Extract from Page 7 of Exhibit A = Paragraph [0023] in Exhibit B.
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The seethund disclosnd lirsin fuether grovides 303 the publidking servios 284
comprising & Sront end wevios 204h wnd & back end service 204¢. Theclient PRIV Y
e application 283 intorscts with the publiahing servios 384 1o determiing the proforred
webaites or publivation virtusd spaces 308 of the veer 281 o pablishing e wser
crovied suitimedia content. The user 301 may seloct one or svose pubBoation vistusl
spachs 208 aalng the client spplicetion 20X, e s proforred destinatiog for publishisg
the user croated multimedia comdent. The cliont application 202 compaaniontes the

18 user publishing information including the user proferences of the publication virtusd

s 203 G the Front end servive Jh, Tn voewubodiment, the peblication vivtuad

spaves 208 may be selccted on the wobsite of the publishing strvice 3. The methad
divclossd heeein provides & protocol fie svnshvanizing 1M user publishing

infemation bebween the client applivstion 262 and the pablisling service 284, The

T3
=

user puhiishing inheoation nchedes geer profivences of the publivation virlea! spuces
I8, The weor created muoltiosedia comtent s received by the Boat snd servive 2048 of

the publishing service 304 Bot the cHeat spplication 288 and then tramsforred 188 10

the back ond service 304e of the publishing service 3.

Furthermore, “Authentication credentials” or “credentials for user authentication”
or just “credentials” are mentioned 5 times in the US Non-provisional patent application

serial number 11/901,802 on pages 7, 9, 12, 13 and in FIGURE 4.
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Furthermore, “global positioning system geographical codes™ is mentioned twice

in the U.S. No. 11/901,802 on page 7 and page 9.
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Furthermore, “Authentication” as a module is present on the client application and

the publishing service as shown in FIGURE 2 of U.S. No. 11/901,802 as highlighted

below.
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Furthermore, “Authentication” as a process step being performed in the state

machine is explained in FIGURE 4 of U.S. No. 11/901,802 as highlighted above.

In response to the above rejection, applicant has amended claims 1, 4, 8 and 12,
and submits that the amended claims do not contain subject matter which was not
described in the specification in such a way as to reasonably convey to one skilled in the

relevant art that the inventors, at the time the application was filed, had possession of the

claimed invention.
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Furthermore, with respect to “remains paired” nowhere in the specification
applicant has used the word “disconnect” or “unpair” the established paired
connection. The paired connection once paired in the state machine is intended to remain
paired. There is NO mention of unpairing in the state machine of Fig 1. The
“remains paired” is inherent in the specification and the state machine of Fig 1

because there is no unpairing.
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Short-range Pairing and Paired wireless connection are terms in the art of
wireless technology and has been known and was used in the wireless industry for almost
10 years before the Cellspin patent’s priority date of December 2007. Bluetooth wireless

standard organization was the first to introduce the term “Bluetooth” at the Blackberry
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technology consortium in 1998; see Exhibit C, also available at the link:

https://web.archive.org/web/20180525083558/https://www.bluetooth.com/about-us/our-

history. Furthermore, in 1999, the detailed Bluetooth 1.0 specification with pairing was
released; see Exhibit D attached to this response; also available at the link:

http://grouper.ieee.org/groups/802/15/Bluetooth/profile_10_b.pdf.

The concept of a short-range paired connection, as established by the
Bluetooth Special Interest Group (Bluetooth SIG), became known and adopted by
certain other industry organizations creating wireless technology for device connections,
such as WiFi Alliance and Zigbee Forum. In the context of wireless connections, the term
“pairing” was adopted by the wireless industry almost 10 years before the Cellspin
patent’s priority date of December 2007. Drawing from wireless industry’s understanding
of the term “paired wireless connection” [ pairing, the broadest reasonable
interpretation (BRI) of “paired wireless connection” as understood by POSITA in Dec

2007, i.e. 10 years after the term was introduced in the wireless lexicon is:

“bidirectional communications link between devices which provides for encrypted
data exchange between the devices, and the communication link can be

disconnected and reconnected without having to repeat pairing or authentication.”

As explained above, POSITA understands that unless there is a specific

mention of “unpair” ¢

unpairing” the devices that are “paired” in a given state
machine, those devices “remain paired” over an extended period of time. Unless and
until there is an explicit call for unpairing/unpair the devices in that particular state
machine or there is an action to remove/delete the pairing table from the device.
None of applicant’s state machine or the specification call for unpairing/unpair or

remove/delete the pairing table.

Because short-range “pairing” is a well-understood term in the art, the applicant
followed Federal Court’s direction that the “patent need not teach, and preferably

omits, what is well known in the art.” See McRO, Inc. v. Bandai Namco Games Am.
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Inc., 959 F.3d 1091, 1102 (Fed. Cir. 2020). In conformance with this guidance, the
applicant cited a version of “pairing” at least 50 times without explicitly defining it.
Additionally, while not explicitly defining “pairing,” the applicant provided guidance to a
POSITA that short-range “pairing” should conform to Bluetooth’s conception of the
term, which was later adopted when ZigBee and WiFi adopted pairing, making it the only
definition applicable to short-range paired wireless connections whether or not a

Bluetooth Connection.

Applicant therefore respectfully requests that the objection to the specification be

reconsidered and withdrawn.

The office action further states: “Claims 1-14 are rejected under 112, second
paragraph as being indefinite for failing to particularly point and distinctly claim
the subject matter which applicant regards as the invention. In claim 4, the terms
“remains paired” & “‘authentication credentials” and *“‘global positioning system
information” are not clear what these are in reference to. Also, the description of the
present application fails to provide a clear and complete description on the
invention as well as the above terms. However, the claims will be given a broad
reasonable interpretation for the purposes of examination as best understood.

Claims 1-3, 5-14 are rejected for similar reasons as stated for claim 4.”

Applicant disagrees with the above rejection and presents the following

arguments:

Point No. 2 of “CROSS REFERENCE TO RELATED APPLICATIONS” in the
originally filed application states as follows: “The following patent application is
incorporated herein in its entirety: US Non-provisional patent application serial number
11/901,802, titled “Online Publishing of Multimedia Content”, filed on September 19,
2007 in the United States Patent and Trademark Office.” USPTO Publication No.

2008/0103906 A1 is the published application of US Non-provisional patent application

serial number 11/901,802. US Non-provisional patent application serial number
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11/901,802 is attached to this response as Exhibit A and USPTO Publication No.
2008/0103906 Al is attached to this response as Exhibit B.

Page Nos. 5,7, 9 and Figure 2 and Figure 4 of US Non-provisional patent

application serial number 11/901,802 reproduced below disclose that the client

application is having and sending “authentication credentials” and “global positioning
system geographical codes” to the publishing website. The corresponding sections in

Exhibit B are:

Extract from Page 9 of Exhibit A = Paragraph [0028] in Exhibit B.
Extract from Page 5 of Exhibit A = Paragraph [0018] in Exhibit B.
Extract from Page 7 of Exhibit A = Paragraph [0023] in Exhibit B.
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The seethund disclosnd lirsin fuether grovides 303 the publidking servios 284
comprising & Sront end wevios 204h wnd & back end service 204¢. Theclient PRIV Y
e application 283 intorscts with the publiahing servios 384 1o determiing the proforred
webaites or publivation virtusd spaces 308 of the veer 281 o pablishing e wser
crovied suitimedia content. The user 301 may seloct one or svose pubBoation vistusl
spachs 208 aalng the client spplicetion 20X, e s proforred destinatiog for publishisg
the user croated multimedia comdent. The cliont application 202 compaaniontes the

18 user publishing information including the user proferences of the publication virtusd

s 203 G the Front end servive Jh, Tn voewubodiment, the peblication vivtuad

spaves 208 may be selccted on the wobsite of the publishing strvice 3. The methad
divclossd heeein provides & protocol fie svnshvanizing 1M user publishing

infemation bebween the client applivstion 262 and the pablisling service 284, The

T3
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user puhiishing inheoation nchedes geer profivences of the publivation virlea! spuces
I8, The weor created muoltiosedia comtent s received by the Boat snd servive 2048 of

the publishing service 304 Bot the cHeat spplication 288 and then tramsforred 188 10

the back ond service 304e of the publishing service 3.

Furthermore, “Authentication credentials” or “credentials for user authentication”
or just “credentials” are mentioned 5 times in the US Non-provisional patent application

serial number 11/901,802 on pages 7, 9, 12, 13 and in FIGURE 4.
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Furthermore, “global positioning system geographical codes” is mentioned twice

in the U.S. No. 11/901,802 on page 7 and page 9.
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Furthermore, “Authentication” as a module is present on the client application and

the publishing service as shown in FIGURE 2 of U.S. No. 11/901,802 as highlighted

below.
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Furthermore, “Authentication™ as a process step being performed in the state

machine is explained in FIGURE 4 of U.S. No. 11/901,802 as highlighted above.

In response to the above rejection, applicant has amended claims 1, 4, 8 and 12,
and submits that the amended claims do not contain subject matter which was not
described in the specification in such a way as to reasonably convey to one skilled in the

relevant art that the inventors, at the time the application was filed, had possession of the

claimed invention.
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Furthermore, with respect to “remains paired” nowhere in the specification
applicant has used the word “disconnect” or “unpair” the established paired
connection. The paired connection once paired in the state machine is intended to remain
paired. There is NO mention of unpairing in the state machine of Fig 1. The
“remains paired” is inherent in the specification and the state machine of Fig 1

because there is no unpairing.
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Short-range Pairing and Paired wireless connection are terms in the art of
wireless technology and has been known and was used in the wireless industry for almost
10 years before the Cellspin patent’s priority date of December 2007. Bluetooth wireless

standard organization was the first to introduce the term “Bluetooth” at the Blackberry
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technology consortium in 1998; see Exhibit C, also available at the link:

https://web.archive.org/web/20180525083558/https://www.bluetooth.com/about-us/our-

history. Furthermore, in 1999, the detailed Bluetooth 1.0 specification with pairing was
released; see Exhibit D attached to this response; also available at the link:

http://grouper.ieee.org/groups/802/15/Bluetooth/profile_10_b.pdf.

The concept of a short-range paired connection, as established by the
Bluetooth Special Interest Group (Bluetooth SIG), became known and adopted by
certain other industry organizations creating wireless technology for device connections,
such as WiFi Alliance and Zigbee Forum. In the context of wireless connections, the term
“pairing” was adopted by the wireless industry almost 10 years before the Cellspin
patent’s priority date of December 2007. Drawing from wireless industry’s understanding
of the term “paired wireless connection” [ pairing, the broadest reasonable
interpretation (BRI) of “paired wireless connection” as understood by POSITA in Dec

2007, i.e. 10 years after the term was introduced in the wireless lexicon is:

“bidirectional communications link between devices which provides for encrypted
data exchange between the devices, and the communication link can be

disconnected and reconnected without having to repeat pairing or authentication.”

As explained above, POSITA understands that unless there is a specific

mention of “unpair” ¢

unpairing” the devices that are “paired” in a given state
machine, those devices “remain paired” over an extended period of time. Unless and
until there is an explicit call for unpairing/unpair the devices in that particular state
machine or there is an action to remove/delete the pairing table from the device.
None of applicant’s state machine or the specification call for unpairing/unpair or

remove/delete the pairing table.

Because short-range “pairing” is a well-understood term in the art, the applicant
followed Federal Court’s direction that the “patent need not teach, and preferably

omits, what is well known in the art.” See McRO, Inc. v. Bandai Namco Games Am.
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Inc., 959 F.3d 1091, 1102 (Fed. Cir. 2020). In conformance with this guidance, the
applicant cited a version of “pairing” at least 50 times without explicitly defining it.
Additionally, while not explicitly defining “pairing,” the applicant provided guidance to a
POSITA that short-range “pairing” should conform to Bluetooth’s conception of the
term, which was later adopted when ZigBee and WiFi adopted pairing, making it the only
definition applicable to short-range paired wireless connections whether or not a

Bluetooth Connection.

Applicant therefore respectfully requests that the rejection of claim 1 under 35

U.S.C. 112, second paragraph be reconsidered and withdrawn.

Claims 4, 8 and 12 are analogous to claim 1. Applicant therefore respectfully
requests that the rejection of claims 4, 8 and 12 under 35 U.S.C. 112, second paragraph

be reconsidered and withdrawn.

Claims 2-3 are dependent on claim 1. Claims 5-7 are dependent on claim 4.
Claims 9-11 are dependent on claim 8. Claims 13-14 are dependent on claim 12.
Applicant therefore respectfully requests that the rejection of claims 2-3, 5-7, 9-11, and
13-14 under 35 U.S.C. 112, second paragraph be reconsidered and withdrawn.

The office action further states: “Claims 1-14 are rejected under pre-AIA 35 U.S.C.
103(a) as being unpatentable over Hunter US 20040005915 in view of Pietruszka US
20070226778.”

In response to the above rejection, applicant submits that Hunter, in view
of Pietruszka does not teach or suggest all the limitations in claim 1. Furthermore, there is
no motivation to combine (i) Phone call triggered data capture event of Hunter with (ii)

the Anti-Theft Pietruszka teaching.
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Arguments

Point#1: Establishment of non-paired connection (Hunter)
VS
Establishment of paired short-range Wireless (Applicant)

The office action on page 5 states that Hunter teaches the step of acquiring new-
data after establishing the short-range paired wireless connection between the short-range
wireless enabled data capture device and the short-range wireless enabled cellular phone.

Applicant disagrees and presents the following arguments.

Hunter prior art does NOT teach pairing or paired connection. There is NO
mention of word pair, pairing, paired in Hunter Specification. Short-range Pairing and
Paired wireless connection are terms of short-range wireless technology and have been
known and was used in the wireless industry for almost 10 years before the Cellspin
patent’s priority date of December 2007. Bluetooth wireless standard organization was
the first to introduce the term “Bluetooth” at the Blackberry technology consortium in
1998; see Exhibit C, also available at the link:
https://web.archive.org/web/20180525083558/https://www.bluetooth.com/about-us/our-

history. Furthermore, in 1999, the detailed Bluetooth 1.0 specification with pairing was
released; see Exhibit D attached to this response; also available at the link:

http://grouper.ieee.org/groups/802/15/Bluetooth/profile_10_b.pdf.

The concept of a paired connection, as established by the Bluetooth Special
Interest Group (Bluetooth SIG), became known and adopted by certain other industry

organizations creating short-range wireless technology for device connections, such as
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WiFi Alliance and Zigbee Forum. In the context of short-range wireless connections, the
term “pairing” was adopted by the wireless industry almost 10 years before the Cellspin
patent’s priority date of December 2007. Drawing from short-range wireless industry’s
understanding of the term “paired connection” / pairing, the broadest reasonable
interpretation (BRI) of “paired connection” as understood by POSITA in Dec 2007, i.e.

10 years after the term was introduced in the wireless lexicon is:

“bidirectional communications link between devices which provides for encrypted
data exchange between the devices, and the communication link can be

disconnected and reconnected without having to repeat pairing or authentication.”

Because short-range “pairing” is a well-understood term in the art, the applicant
followed Federal Court’s direction that the “patent need not teach, and preferably
omits, what is well known in the art.” See McRO, Inc. v. Bandai Namco Games Am.
Inc., 959 F.3d 1091, 1102 (Fed. Cir. 2020). In conformance with this guidance, the
applicant cited a version of “pairing” at least 50 times without explicitly defining it.
Additionally, while not explicitly defining “pairing,” the applicant provided guidance to a
POSITA that short-range “pairing” should conform to Bluetooth’s conception of the
term, which was later adopted when ZigBee and WiFi adopted pairing, making it the only
definition applicable to short-range paired wireless connections whether or not a

Bluetooth Connection.

Point#2: Receiving or making Phone call trigger event (Hunter)
VS
NO such Phone call trigger event (Applicant)

The office action on page 6 states that Hunter teaches the step of acquiring new-
data after establishing the short-range paired wireless connection between the short-range

wireless enabled data capture device and the short-range wireless enabled cellular phone.

Applicant disagrees and presents the following arguments.
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The sequence of events in Hunter is as follows:

) Mobile device generates a trigger event or signal in response to a phone
call received by the mobile device or a phone call made by the mobile

device.

(i) Send the trigger event or signal from the mobile device to the data capture

device.

(iii)  Only after receipt of the trigger event or signal from the mobile device, the
data capture device acquires new-data and transmits the same to the

mobile device for onward transfer to a website or web service.

Firstly, in Hunter, there is NO pairing of the mobile device by the data capture
device. Next, there is NO cryptographic authentication of the mobile device by the data

capture device. Next, in Hunter, receipt of a phone call or an outgoing phone call is

required for the mobile device to generate a trigger event or signal to be sent to the data

capture device.

Next, in Hunter, the data capture device acquires new-data only after it receives

the trigger event or signal from the mobile device. This is in direct contrast to applicant’s

disclosure where a data capture device acquires new-data after a short-range paired

wireless connection is established with a cellular phone (without any phone call trigger

event from the cellular phone to the data capture device).
Next, in Hunter, the phone call trigger event is sent from the mobile device to
the data capture device. This is in direct contrast to applicant’s disclosure, where,

after acquiring the new-data, the data capture device sends a notification signal to the

mobile device informing the mobile device that it has acquired the new-data.
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Point#3: Hunter Teaching Away from permanent paired short-range wireless

connection

Hunter is teaching away from the concept of maintaining a permanent paired
Bluetooth wireless connection between the camera and the mobile device (see Hunter

paragraph [0009] which states as follows: “For this reason a permanent connection to the

phone is not appropriate,” and “It is not easy to maintain a voice conversation while

interacting with a phone and or a camera to initiate image transfer, for example by

attaching a detachable camera as described in EP-A09751342 or by configuring a

Bluetooth link between a phone and a camera.”

Point#4: Anti-Theft Pietruszka Setting based control of cryptographic pairing
between devices is NOT relevant in applicant’s scenario
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Pietruszka (“BLUETOOTH THEFT PROTECTION”) discloses, inter alia, the

following:

(a) User pre-selects whether or not a wireless communications device is allowed

to establish a cryptographic pairing with a remote device.
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(b) Control whether the wireless communications device is able to establish a

cryptographic pairing with a remote device according to the pre-set operational

state; see Pietruszka claim 1, and Paragraph [0005].

Pietruszka teaches mainly a setting-based control of cryptographic pairing

between devices and it is not applicable in applicant’s scenario. Applicant is NOT using a

setting-based control for cryptographic pairing between devices.

Applicant is not implementing any Anti-theft technology. Applicant is not
interested in a car or a key fob, or someone else hacking the car to steal it or the car

accessories.

Pietruszka teaches mainly an Anti theft technology and is not applicable in

applicant’s scenario. Applicant is NOT using pre-set operational state based

cryptographic pairing for Anti Theft purposes for car or car accessories.

Furthermore, in Pietruszka, car or a key fob is “NOT a data capture device”

and does not send any data through the mobile phone to the internet.

In Pietruszka there is NO data capture device. Car or a key fob device described
in Pietruszka is used as a theft control device. The Car or a key fob device is NOT

capturing any data for transfer through the mobile device.

Furthermore, in Pietruszka, NO new-data is acquired for sending to the mobile
phone after establishing the short-range paired wireless connection. Pietruszka’s

invention is all about the theft protection based on pre-set operational state of the

device in its proximity.

Furthermore, there is NO Motivation to combine an anti theft Pietruszka

with Hunter to capture data and send data to a website using a cellphone.
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In view of above Points 1-4, applicant submits that Hunter, in view of Pietruszka

does not teach or suggest the following limitations in amended claim 1:

“a short-range wireless communication device configured to establish a short-
range paired wireless connection between the short-range wireless enabled data
capture device and a short-range wireless enabled cellular phone, wherein
establishing the short-range paired wireless connection comprises the short-range
wireless enabled data capture device cryptographically authenticating identity of

the short-range wireless enabled cellular phone;”

“said processor configured to acquire new-data in the short-range wireless
enabled data capture device using the data capture circuitry, wherein the new-data
is data acquired after establishing the short-range paired wireless connection
between the short-range wireless enabled data capture device and the short-range

wireless enabled cellular phone;”

Point#5: Sending an event notification and acquired new-data to a
cryptographically authenticated short-range wireless enabled cellular
phone over an established short-range paired wireless connection,
where sending the event notification comprises sending a signal to the
cryptographically authenticated short-range wireless enabled cellular

phone corresponding to the acquired new-data.

In amended claim 1, applicant discloses that after establishing the paired short-
range wireless connection between the data capture device and the cryptographically
authenticated short-range wireless enabled cellular phone, and after acquiring new-data,
the short-range wireless enabled data capture device sends the event notification and the
acquired new-data to the cryptographically authenticated short-range wireless enabled

cellular phone.
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The office action on page 6 states that paragraph [0013] of Hunter teaches:
“Sending an event notification to a cryptographically authenticated Bluetooth enabled

cellular phone”. Applicant disagrees and presents the following arguments.

Paragraph [0013] of Hunter states as follows: “programming a camera and a
communications device to recognize a trigger event; one of the camera and the
communications device recognizing occurrence of the trigger event, and communicating
with the other of the camera and the communications device by a wireless link
therebetween; transferring images between the camera and the communications device
over the wireless link; and transferring said images from the communications device on

to a data network through a data network interface.”

Hunter state machine is again reproduced below to explain paragraph [0013]:
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Firstly, in Hunter, there is NO cryptographic authentication of the mobile device
by the data capture device before the signal is sent or the data is sent. Next, in Hunter,

receipt of a phone call or an outgoing phone call is required for the mobile device to

generate a trigger event or signal to be sent to the data capture device.

Next, in Hunter, the data capture device acquires new-data only after it receives

the trigger event or signal from the mobile device. This is in direct contrast to

applicant’s disclosure where a data capture device acquires new-data after a short-range

paired wireless connection is established with a cellular phone (without any phone call

trigger event from the cellular phone to the data capture device).

Next, in Hunter, the phone call trigger event is sent from the mobile device to the
data capture device. Event Signal is sent in the opposite direction when compared to
the applicants claims. Direction of event signal is in direct contrast to applicant’s
disclosure, where, after acquiring the new-data, the data capture device sends a
notification signal to the mobile device informing the mobile device that it has acquired

the new-data.

In contrast, applicant’s state machine is shown below.
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Therefore, it is clear that the trigger notification in Hunter is not the same as the
event notification in applicant’s disclosure. Furthermore, in Hunter, receipt of a phone
call or an outgoing phone call is required for the mobile device to generate the trigger
event to be sent to the camera. Furthermore, in Hunter, the camera acquires new-data
only after it receives the trigger event or signal from the mobile device. This is in direct
contrast to applicant’s disclosure where the data capture device acquires new-data
immediately after the paired short-range wireless connection is established (without any
phone call trigger event from the mobile device). Furthermore, in Hunter, the trigger
event or signal is sent from the mobile device to the camera, and image capture occurs

after receiving the trigger event. This is in direct contrast to applicant’s disclosure,
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where, after acquiring the new-data, the data capture device sends the notification signal

to the mobile device informing the mobile device that it has acquired the new-data.

Point#6: Phone call Trigger event in Hunter (see paragraphs [0036], [0038],
[0043]) over NON paired connection

As illustrated before, in Hunter, there is no cryptographic authentication of the
mobile device by the camera. Furthermore, in Hunter, receipt of a phone call or an
outgoing phone call is required for the mobile device to generate the trigger event or
signal to be sent to the camera. Furthermore, in Hunter, the camera acquires the new-data
only after it receives the trigger event or signal from the mobile device. This is in direct
contrast to applicant’s disclosure where the data capture device acquires the new-data
immediately after a paired short-range wireless connection is established (without any
phone call trigger event from the mobile device). Furthermore, in Hunter, the phone call
trigger event or signal is sent from the mobile device to the camera. This is in direct
contrast to applicant’s disclosure, where, after acquiring the new-data, the data capture

device sends the notification signal and the acquired new-data to the mobile device.

Point#7: Use HTTP to transfer new-data and a user authentication credential

to website

In applicant’s invention, the cellular phone uses HTTP to transfer new-data and a
user authentication credential to website. Neither Hunter nor Pietruszka teach or suggest
the use of HTTP to transfer the new-data and the user authentication credential to the

website.

In view of above Points 5-7, applicant submits that Hunter, in view of Pietruszka

does not teach or suggest the following limitation in amended claim 1:

“said processor further configured to send an event notification and the acquired

new-data to the cryptographically authenticated short-range wireless enabled
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cellular phone over the established short-range paired wireless connection
automatically, wherein the event notification corresponds to the acquired new-
data and comprises sending a signal to the cryptographically authenticated short-
range wireless enabled cellular phone, wherein the cryptographically
authenticated short-range wireless enabled cellular phone is configured to listen to
the event notification and receive the new-data over the established short-range
paired wireless connection, wherein a mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone is
configured to process the event notification and store the received new-data in a
memory device of the cryptographically authenticated short-range wireless
enabled cellular phone, wherein the mobile client application for the
cryptographically authenticated short-range wireless enabled cellular phone is
configured to use HTTP to upload the received new-data and a user authentication

credential to a user data publishing website over a cellular data network.”
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Applicant’s state machine
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Comparison Table

In view of the above arguments, state machines and illustrative drawings,
applicant submits that amended claim 1 is non-obvious over Hunter, in view of
Pietruszka. Claims 4, 8 and 12 are analogous to claim 1, and include all the limitations of
amended claim 1. Therefore, claims 4, 8 and 12 are also non-obvious over Hunter, in
view of Pietruszka. Claims 2-3 are dependent on amended claim 1; claims 5-7 are
dependent on amended claim 4; claims 9-11 are dependent on amended claim 8; claims
13-14 are dependent on amended claim 12. Applicant therefore submits that dependent

claims 2-3, 5-7, 9-11, and 13-14 are also non-obvious over Hunter, in view of Pietruszka.

Applicant therefore respectfully requests that the rejection of claims 1-14 under

pre-AIA 35 U.S.C. 103(a) be reconsidered and withdrawn.
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Conclusion

Applicant respectfully requests that a timely Notice of Allowance be issued in this
case. In the interest of compact prosecution, if the prosecution of the application can be
advanced, applicant requests Examiner Nooristany to call the undersigned with the

proposed amendment.

Respectfully submitted,

Date: October 16, 2020 /a tankha/
Ashok Tankha
Attorney For Applicant
Reg. No. 33,802

Correspondence Address

Lipton Weinberger & Husick

36 Greenleigh Drive

Sewell, NJ 08080

Phone: 856-266-5145

Email: ash@ipprocurement.com
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Application/Control Number: 16/532,507 Page 2
Art Unit: 2415

Notice of Pre-AIA or AIA Status

The present application is being examined under the pre-AIA first to invent provisions.

Claim Rejections - 35 USC § 112
The following is a quotation of the first paragraph of 35 U.S.C. 112:

The specification shall contain a written description of the invention, and of the manner and process of
making and using it, in such full, clear, concise, and exact terms as to enable any person skilled in the
art to which it pertains, or with which it is most nearly connected, to make and use the same and shall
set forth the best mode contemplated by the inventor of carrying out his invention.

Claims 1-14 are rejected under 35 U.S.C. 112, first paragraph, as failing to comply with
the written description requirement. The claim(s) contains subject matter which was not
described in the specification in such a way as to reasonably convey to one skilled in the relevant
art that the inventor(s), at the time the application was filed, had possession of the claimed

invention. More specifically, the applicant fails to sufficiently point out or describe
cellular phone remains paired after storing the created new-data;

wherein the user preferences comprise authentication credentials and global

positioning system information.

The specification of this application under examination does not contain subject
matter to implement limitations, as cited in the following claims.
Claim 1 recites newly presented claim limitation

Also, it is not apparent how "remains paired” & “authentication credentials and global

positioning system information” is determined.
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Examiner has reviewed the specification of this application under examination (and OCR
whole document) and could not find support for the additional limitations as

claimed.

Specification Objection

The disclosure is objected to because of the following informalities: Examiner has
reviewed the specification of this application under examination and could not find

support for the additional limitations as claimed "remains paired” & “authentication credentials

& global positioning system information”. Appropriate correction is required.

Claim Rejections - 35 USC § 112
The following is a quotation of the second paragraph of 35 U.S.C. 112:

The specification shall conclude with one or more claims particularly pointing out and distinctly
claiming the subject matter, which the applicant regards as his invention.

Claims 1-14 are rejected under 112, second paragraph as being indefinite for failing to

particularly point and distinctly claim the subject matter which applicant regards as the invention

In claim 4, the terms “remains paired” & “authentication credentials”’ and “clobal

positioning system information” are not clear what these are in reference to. Also, the

description of the present application fails to provide a clear and complete description on the
invention as well as the above terms. However, the claims will be given a broad reasonable

interpretation for the purposes of examination as best understood.

Claims 1-3, 5-14 are rejected for similar reasons as stated for claim 4.
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Claim Rejections - 35 USC § 103
In the event the determination of the status of the application as subject to AIA 35 U.S.C.
102 and 103 (or as subject to pre-AIA 35 U.S.C. 102 and 103) is incorrect, any correction of the
statutory basis for the rejection will not be considered a new ground of rejection if the prior art
relied upon, and the rationale supporting the rejection, would be the same under either status.
The following is a quotation of pre-AIA 35 U.S.C. 103(a) which forms the basis for all

obviousness rejections set forth in this Office action:

(a) A patent may not be obtained though the invention is not identically disclosed or described as set
forth in section 102, if the differences between the subject matter sought to be patented and the prior art
are such that the subject matter as a whole would have been obvious at the time the invention was made
to a person having ordinary skill in the art to which said subject matter pertains. Patentability shall not
be negatived by the manner in which the invention was made.

Claim 1-14 is/are rejected under pre-AIA 35 U.S.C. 103(a) as being unpatentable over

Hunter US 20040005915 in view of Pietruszka US 20070226778.

4. A system, comprising:

a short-range wireless enabled data capture device (Hunter fig. 1, unit 10), comprising:

a first memory device (Hunter: a camera with an image memory and a first wireless
communication interface [0010] fig. 1, unit 10);

a first processor coupled to the first memory device (Hunter: a camera with an image
memory and a first wireless communication interface [0010] fig. 1, unit 10);

a first short-range wireless communication device configured to establish a short-range
paired wireless connection with a short-range wireless enabled cellular phone, wherein the short-
range wireless enabled cellular phone is internet enabled (Hunter: when the mobile telephone
is switched on, it may transmit a signal for receipt and acknowledgement by the camera 10

to establish a data link between the two units. Alternatively, the camera 10 may
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periodically transmit a signal which is received and acknowledged by the mobile telephone
20 to establish a data link between the two units when it is switched on and/or comes within
a predetermined distance of the camera 10 [0017-0027, 0036-0037]),

wherein establishing the short-range paired wireless connection comprises, the short-
range wireless enabled data capture device [[cryptographically]] authenticating identity of the
short-range wireless enabled cellular phone;

a data capture circuitry (Hunter: fig. 1 unit 10);

said first processor configured to acquire new-data in the short-range wireless enabled
data capture device using the data capture circuitry, wherein the new-data is data acquired after
establishing the short-range paired wireless connection with the short-range wireless enabled
cellular phone (Hunter: [0017-0027, 0036-0037] After the data link is established, the
camera 10 can transmit (via the wireless communication link 16), in response to a trigger

event, video or still image data representative of images stored in or being captured

thereby, either continuously or periodically, for receipt by the mobile telephone [0038]);
said first processor further configured to store the new-data in the first memory device
(Hunter: After the data link is established, the camera 10 can transmit (via the wireless
communication link 16), in response to a trigger event, video or still image data
representative of images stored in or being captured thereby, either continuously or
periodically, for receipt by the mobile telephone [0038]), wherein the established short-range
paired wireless connection between the short-range wireless enabled data capture device and the
short-range wireless enabled cellular phone remains paired after storing the created new-data
(Hunter: [0017-0027, 0036-0038] The wireless link may be pre-existing, or may be set up

only on the initiation of the call [0039-0040]); and
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said first processor further configured to send an event notification (Hunter:
programming a camera and a communications device to recognize a trigger event; one of
the camera and the communications device recognizing occurrence of the trigger event,
and communicating with the other of the camera and the communications device by a
wireless link therebetween [0013]) and the acquired new-data to the cryptographically
authenticated short-range wireless enabled cellular phone over the established short-range
paired wireless connection automatically (Hunter: transferring images between the camera
and the communications device over the wireless link [0013]);

said short-range wireless enabled cellular phone (Hunter: fig. 1 unit 20), comprising:

a second memory device (Hunter: fig. 1 unit 20);

a second processor coupled to the second memory device (Hunter: fig. 1 unit 20);

a cellular network communication device configured to connect to the internet via the
cellular data network (Hunter: fig. 1 unit 20);

a second short-range wireless communication device configured to establish the short-
range paired wireless connection between the short-range wireless enabled cellular phone and the
short-range wireless enabled data capture device (Hunter: when the mobile telephone is
switched on, it may transmit a signal for receipt and acknowledgement by the camera 10 to
establish a data link between the two units. Alternatively, the camera 10 may periodically
transmit a signal which is received and acknowledged by the mobile telephone 20 to
establish a data link between the two units when it is switched on and/or comes within a
predetermined distance of the camera 10 [0017-0027, 0036-0037]);

a mobile client application for the short-range wireless enabled cellular phone comprising

executable instructions that, when executed by the second processor controls the second
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processor to: listen for an event notification sent by the short-range wireless enabled data capture
device, wherein a mobile client application for the cryptographically authenticated short-range
wireless enabled cellular phone is configured to process the event notification (Hunter:
programming a camera and a communications device to recognize a trigger event; one of
the camera and the communications device recognizing occurrence of the trigger event,
and communicating with the other of the camera and the communications device by a
wireless link therebetween [0013]);

receive the new-data from the short-range wireless enabled data capture device (Hunter:
an image storage buffer 24 for storing image data received from the camera 10 [0035]);

store the received new-data in the second memory device (Hunter: an image storage
buffer 24 for storing image data received from the camera 10 [0035]), wherein the
established short-range paired wireless connection between the short-range wireless enabled data
capture device and the short-range wireless enabled cellular phone remains paired after
storing the received new-data (Hunter: The wireless link may be pre-existing, or may be set
up only on the initiation of the call [0017-0027, 0036-0037, 0039-0040]); and

use HTTP to upload the received new-data and user publication information to a user data
publishing website over the cellular data network, wherein the user publication information
comprises user preferences, and wherein the user preferences comprise authentication credentials
and global positioning system information (Hunter: transferring said images from the
communications device on to a data network through a data network interface [0013, 0035,
0041]).

Hunter merely discloses the term cryptographically authenticating
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Pietruszka further teaches cryptographically authenticating (Pietruszka: [0037]) in
order to communicate only with a trusted device can cryptographically authenticate the identity
of the other device.

Thus, it would have been obvious to one skill in the art to include the above recited
limitation into Hunter’s in order to communicate only with a trusted device can

cryptographically authenticate the identity of the other device [0037], as taught by Pietruszka.

5. The system of claim 4, wherein the short-range paired wireless connection is one of
a Bluetooth paired wireless connection, a Wi-Fi paired wireless connection, and other wireless

personal area networking technologies that use pairing (Hunter: [0037])

6. The system of claim 4, wherein the new-data comprises one or more of audio data, video

data, image data, text data, digital data, and data associated with the new-data (Hunter: [0020])

7. The system of claim 4, wherein a graphical user interface (GUI) is provided in
the cryptographically authenticated short-range wireless enabled cellular phone, and wherein the

graphical user interface (GU]) is for the received new-data (Hunter: [0020])

Regarding claims 1-3, 8-14 the independent claim and each dependent claim are related to the
same limitation set for hereinabove in claims 4-7, where the difference used is a “capture device”
& “mobile device” and the wordings of the claims were interchanged within the claim itself or
some of the claims were presented as a combination of two or more previously presented

limitations. This change does not affect the limitation of the above treated claims. Adding these
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phrases to the claims and interchanging the wording did not introduce new limitations to these

claims. Therefore these claims were rejected for similar reasons as stated above

Conclusion

Any inquiry concerning this communication or earlier communications from the
examiner should be directed to Sulaiman Nooristany whose telephone number is 571-270-
1929. The examiner can normally be reached on Monday thru Friday: 8:30am to 5:00pm (EST).
If attempts to reach the examiner by telephone are unsuccessful, the examiner’s supervisor, Jeff
Rutkowski can be reached on 571-270-1215. The fax phone number for the organization where
this application or proceeding is assigned is 571-273-8300. Information regarding the status of an
application may be obtained from the Patent Application Information Retrieval (PAIR)
system. Status information for published applications may be obtained from either Private PAIR
or Public PAIR. Status information for unpublished applications is available through Private
PAIR only. Should you have questions on access to the Private PAIR system, contact the
Electronic Business Center (EBC) at 866-217-9197 (toll-free). If you would like assistance from
a USPTO Customer Service Representative or access to the automated information system, call

800-786-9199 (IN USA OR CANADA) or 571-272-1000.

/SULAIMAN NOORISTANY/

Primary Examiner, Art Unit 2415
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AUTOMATIC MULTIMEDIA UPLOAD FOR PUBLISHING DATA AND
MULTIMEDIA CONTENT

CROSS REFERENCE TO RELATED APPLICATIONS

This application is a continuation application of non-provisional patent application
number 15/659,637, titled “Automatic multimedia upload for publishing data and
multimedia content”, filed July 26, 2017 in the United States Patent and Trademark
Office, which is a continuation application of non-provisional patent application
number 14/576,202, now patent 9,749,847, titled “Automatic multimedia upload for
publishing multimedia content”, filed December 19, 2014 in the United States Patent
and Trademark Office, which is a continuation application of non-provisional patent
application number 14/503,401, titled “Automatic multimedia upload for publishing
multimedia content”, filed October 01, 2014 in the United States Patent and
Trademark Office, which is a continuation application of non-provisional patent
application number 14/273,546, now Patent no. 8,862,757, titled “Automatic
multimedia upload for publishing multimedia content”, filed May 09, 2014 in the
United States Patent and Trademark Office, which is a continuation application of
non-provisional patent application number 14/172,913, now Patent no. 8,798,539,
titled “Automatic multimedia upload for publishing multimedia content”, filed on
February 05, 2014 in the United States Patent and Trademark Office, which is a
continuation application of non-provisional patent application number 13/740,214,
now Patent no. 8,700,790, titled “Automatic multimedia upload for publishing
multimedia content”, filed on January 13, 2013 in the United States Patent and
Trademark Office, which is a continuation application of non-provisional patent
application number 12/333,303, now Patent no. 8392591, titled “Automatic
multimedia upload for publishing multimedia content”, filed on December 11, 2008
in the United States Patent and Trademark Office, which claims the benefit of US
provisional patent application number 61/017,202, titled “Automatic multimedia

upload for publishing multimedia content™, filed on December 28, 2007 in the United
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States Patent and Trademark Office. The specifications of the above referenced

applications are incorporated herein by reference in their entirety.

2. The following patent application is incorporated herein in its entirety: US Non-
provisional patent application serial number 11/901,802, titled “Online Publishing of
Multimedia Content”, filed on September 19, 2007 in the United States Patent and
Trademark Office.

BACKGROUND

This invention, in general, relates to distribution of multimedia content. More
particularly, this invention relates to pairing a digital data capture device in conjunction
with a mobile device for automatically publishing data and multimedia content on one or

more websites simultaneously.

A user may need to capture and publish data and multimedia content on the
internet in real time. Typically, the user would capture an image using a digital camera or
a video camera, store the image on a memory device of the digital camera, and transfer
the image to a computing device such as a personal computer (PC). In order to transfer
the image to the PC, the user would transfer the image off-line to the PC, use a cable such
as a universal serial bus (USB) or a memory stick and plug the cable into the PC. The
user would then manually upload the image onto a website which takes time and may be

inconvenient for the user.

Therefore, there is a need for a method and system to utilize a digital data capture
device in conjunction with a mobile device for automatically detecting capture of data
and multimedia content, transferring the captured data and multimedia content to the
mobile device, and publishing the data and multimedia content on one or more websites

automatically or with minimal user intervention.

SUMMARY OF THE INVENTION
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This summary is provided to introduce a selection of concepts in a simplified
form that are further described in the detailed description of the invention. This summary
is not intended to identify key or essential inventive concepts of the claimed subject

matter, nor is it intended for determining the scope of the claimed subject matter.

The method and system disclosed herein addresses the above stated need for
utilizing a digital data capture device in conjunction with a Bluetooth" (BT) enabled
mobile device for publishing data and multimedia content on one or more websites
automatically or with minimal user intervention. The digital data capture device is

physically separated from the BT enabled mobile device.

In the method and system disclosed herein, a client application is provided on a
BT enabled mobile device. In the absence of in-built BT capability in the digital data
capture device, a BT communication device is provided on the digital data capture
device. The BT communication device may, for example, be an in-built BT capability
chip, a BT memory card, or an external BT device. The BT communication device on the
digital data capture device is paired with the BT enabled mobile device to establish a

connection between the digital data capture device and the BT enabled mobile device.

A user may capture data and multimedia content using the digital data capture
device. The digital data capture device may, for example, be a digital camera, a video
camera, or other digital modular camera systems. The client application on the BT
enabled mobile device detects the captured data, multimedia content, and files associated
with the captured data and the multimedia content on the digital data capture device by
communicating over a wireless BT protocol. The captured data, multimedia content, and
the associated files are automatically transferred to the client application on the BT

enabled mobile device from the digital data capture device.

The detection and transfer of the captured data, the multimedia content, and the

associated files may be initiated by the client application of the BT enabled mobile
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device. The detection and transfer of the captured data, the multimedia content, and the
associated files to the BT enabled mobile device may be initiated by the digital data
capture device when the client application is unable to detect the captured data, the

multimedia content, and the associated files from the digital data capture device.

The user may configure a timer setting and select the websites for publishing
using the client application on the BT enabled mobile device. The client application
selects the websites for publishing the transferred data and the multimedia content based
on user preferences configured on the Bluetooth enabled mobile device. The client
application also sets time for publishing the transferred data and the multimedia content
automatically or with minimal user intervention. The client application on the BT enabled
mobile device automatically publishes the transferred data and multimedia content on one
or more websites using the settings configured by the user. The method and system
disclosed herein thereby enables the user to capture data and multimedia content, for
example, audio, video, text, and images, automatically upload the captured data and
multimedia content onto a BT enabled mobile device, and publish the data and
multimedia content on one or websites automatically or with minimal user intervention.
The user may therefore publish data and the multimedia content on immediate capture of

the data and the multimedia content on the digital data capture device.

The method and system disclosed herein is described with reference to a BT
communication protocol. The method and system disclosed herein may be realized with
wireless protocols, for example, Zigbee® protocol, Wibree"™ protocol, Ultra-Wide Band

(UWB) protocol, and other wireless protocols for wireless personal area networks.
BRIEF DESCRIPTION OF THE DRAWINGS
The foregoing summary, as well as the following detailed description of the

invention, is better understood when read in conjunction with the appended drawings. For

the purpose of illustrating the invention, exemplary constructions of the invention are
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shown in the drawings. However, the invention is not limited to the specific methods and

instrumentalities disclosed herein.

FIG. 1 illustrates a method of utilizing a digital data capture device in conjunction with a
Bluetooth enabled mobile device for publishing data and multimedia content on one or

more websites automatically or with minimal user intervention.

FIG. 2 illustrates a system for utilizing a digital data capture device in conjunction with a
Bluetooth enabled mobile device for publishing data and multimedia content on one or

more websites automatically or with minimal user intervention.

FIGS. 3A-3C exemplarily illustrate the Bluetooth communication device options used on
the digital data capture device for establishing a Bluetooth connection with the client

application on the Bluetooth enabled mobile device.

FIG. 4 exemplarily illustrates a system for publishing data and the multimedia content

using a client application on a mobile device on one or more websites simultaneously.

FIG. 5§ exemplarily illustrates a user utilizing a digital camera in conjunction with a
Bluetooth enabled mobile device for publishing data and multimedia content on one or

more websites automatically or with minimal user intervention.

DETAILED DESCRIPTION OF THE INVENTION

FIG. 1 illustrates a method of utilizing a digital data capture device 201 in
conjunction with a Bluetooth™ enabled mobile device 202 for publishing data and
multimedia content on one or more websites automatically or with minimal user
intervention. The term “Bluetooth enabled mobile device” is herein referred to as “mobile
device”. The digital data capture device 201 is physically separated from the mobile
device 202 as illustrated in FIG. 2. The digital data capture device 201 may, for example,
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be a digital camera, a video camera, digital modular camera systems, or other digital data

capturing systems.

In the method disclosed herein, a client application 203 is provided 101 on the
mobile device 202. In the absence of inbuilt Bluetooth (BT) capability in the digital data
capture device 201, a BT communication device 201a is provided 102 on the digital data
capture device 201. The BT communication device 201a may, for example, be an inbuilt
BT capability chip 301, a BT memory card 302, or an external BT device 303 as
illustrated in FIGS. 3A-3C respectively. The external BT device 303 may, for example,
be attached to a universal serial bus (USB), a firewire interface, or a power port of the
digital data capture device 201. BT provides a method of connecting and exchanging
information between devices, for example, mobile phones, laptops, personal computers
(PCs), printers, digital cameras, etc. over a secure and globally unlicensed short-range

radio frequency.

The BT communication device 201a on the digital data capture device 201 is
paired 103 with the mobile device 202 to establish a connection between the digital data
capture device 201 and the mobile device 202. BT pairing involves establishing a
connection between two BT devices that mutually agree to communicate with each other.
A BT device that wants to communicate only with a trusted device can cryptographically
authenticate the identity of another BT device. BT pairing occurs when the BT
communication device 201a agrees to communicate with the mobile device 202 in order
to establish a connection. In order to initiate the pairing process between the BT
communication device 201a and the mobile device 202, a common password known as a
passkey is exchanged between the BT communication device 201a and the mobile device
202. A passkey is a code shared by the BT communication device 201a and the mobile
device 202.

A user sets a discoverable mode for the mobile device 202. When set to the

discoverable mode, the mobile device 202 will allow the BT communication device 201a

on the digital data capture device 201 to detect the mobile device’s 202 presence and
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attempt to establish a connection. In order to initiate the pairing process, the BT
communication device 201a will send the BT communication device name of a
predefined number of characters, for example, up to 255 characters, and the BT address
to the mobile device 202. The BT communication device 201a then prompts the user of
the mobile device 202 to enter the passkey code in order to accept the pairing with the BT
communication device 201a on the digital data capture device 201. On entering the
passkey by the user of the mobile device 202, the entered passkey is matched with the
passkey of the BT communication device 201a. If a match is found, a trusted pair is

automatically established.

The user captures 104 data and multimedia content using the digital data capture
device 201. The data and multimedia content may, for example, comprise image files,
audio files, video files, text files, or any combination thereof. The client application 203
on the mobile device 202 detects 105 the captured data, the multimedia content, and files
associated with the captured data and the multimedia content. The client application 203
then initiates the transfer of the captured data, the multimedia content, and the associated
files in a pull mode of operation. In the pull mode, the client application 203 periodically
polls the digital data capture device 201 to determine the creation of a new file in the
digital data capture device 201. The digital data capture device 201 then automatically
transfers 106 the captured data, the multimedia content, and the associated files to the
client application 203 on the mobile device 202 using one or a combination of file
transfer protocols. The file transfer protocols may, for example, be one or a combination
of BT profile protocols such as the object exchange (OBEX) protocol, the generic object
exchange profile (GOEP) protocol, etc. The file transfer protocols may, for example, also
be the media transfer protocol (MTP), the picture transfer protocol (PTP), and the
PictBridge protocol implemented using a USB.

The picture transfer protocol (PTP) allows the transfer of images from digital
cameras to computers and other peripheral devices without the need of additional device
drivers. The media transfer protocol is a custom extension to the PTP and allows the

protocol to be used for devices other than digital cameras, for example digital audio

326



10

15

20

25

30

players and other portable media devices, for example portable video players. The
PictBridge protocol allows images to be printed directly from digital cameras to a printer,

without having to connect the camera to a computer.

The transfer of the data, the multimedia content, and the associated files may also
take place in a push mode of operation. In the push mode, the BT communication device
201a sends a signal to the client application 203 on creation of a new file. By
implementation of a handshake protocol, the BT communication device 201a
automatically transfers captured data, the multimedia content, and the associated files to
the client application 203 on the mobile device 202. For some external digital data
capture devices, the client application 203 may not be able to detect the creation of a new
file. In such cases, the digital data capture device 201 signals the client application 203 in
the event a new file is created. A file event listener in the client application 203 listens for
the signal from the digital data capture device 201. The user may then initiate the transfer

by a press of a button or a key on the digital data capture device 201.

In the case of a mobile device 202 with limited memory and processing
capabilities, the client application 203 partitions the multimedia content of large files
stored on the mobile device 202 into multiple data segments. The data segments are
tagged with segment identifiers using the client application 203. The tagged data
segments are transferred from the client application 203 of the mobile device 202 to a

publishing service 401 via a network 402 as illustrated in FIG. 4.

When the client application 203 is unable to detect the captured data, the
multimedia content, and the associated files from the digital data capture device 201, the
digital data capture device 201 initiates detection and transfer of the captured data, the

multimedia content, and the associated files to the mobile device 202.
The user may also set preferences on the mobile device 202. The user preferences

may, for example, comprise the websites selected for publishing the data and the

multimedia content. The user may configure a timer setting and the websites on the
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mobile device 202 for publishing the data and the multimedia content. The user may also
set timer and action settings for publishing the data and the multimedia content. The user
may set the timer setting to, for example, a “no-wait-automatic” setting, a “wait-X-
minutes-automatic” setting, and a “wait-X-minutes-user-input-cancel” setting. The client
application 203 on the mobile device 202 selects the websites for publishing the
transferred data and the multimedia content based on user preferences configured on the
mobile device 202. The client application 203 also sets time for publishing the transferred

data and the multimedia content automatically or with minimal user intervention.

The client application 203 on the mobile device 202 then automatically publishes
107 the transferred data and multimedia content on one or more websites. If the user
configures the timer setting to “no-wait-automatic”, the data and the multimedia content
are automatically published on one or more websites based on the user preferences
configured on the mobile device 202 without waiting for a certain period of time. If the
user configures the timer setting to “wait-X-minutes-automatic”, the client application
203 will wait for “X” minutes for the user to change or cancel publishing. If there is no
user action for “X” minutes, the client application 203 will automatically publish the data
and multimedia content to one or more websites based on the user preferences. Further, if
the user configures the timer setting to “wait-X-minutes-user-input-cancel”, the client
application 203 will wait for “X”’ minutes for an input from the user. If there is no input
from the user, the client application 203 cancels the publishing of the data and
multimedia content. The publishing of the data and multimedia content on one or more

websites simultaneously is explained in the detailed description of FIG. 4.

The user may therefore capture data, for example, audio, video, text, and images,
automatically upload the captured data onto the mobile device 202, and publish the data
and multimedia content on one or websites automatically or with minimal user
intervention. The method disclosed herein thereby enables the user to publish data and
the multimedia content on immediate click of an image or recording of a video on the
digital data capture device 201 without having to manually upload the data onto a

computing device and then publish the data on the websites.
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FIG. 2 illustrates a system for utilizing a digital data capture device 201 in
conjunction with a BT enabled mobile device 202 for publishing data and multimedia
content on one or more websites automatically or with minimal user intervention. The
system disclosed herein comprises a digital data capture device 201 and a client
application 203 provided on the BT enabled mobile device 202. The digital data capture
device 201 and the mobile device 202 are physically separated from each other. The
digital data capture device 201 comprises a BT communication device 201a and a data

capture module 201d.

The BT communication device options used on the digital data capture device 201
for establishing a BT connection with the client application 203 on the BT enabled
mobile device 202 are exemplarily illustrated in FIGS. 3A-3C. The BT communication
device 201a may, for example, be an in-built BT capability chip 301 as illustrated in FIG.
3A, a BT memory card 302 as illustrated in FIG. 3B, or an external BT device 303 as
illustrated in FIG. 3C.

The BT communication device 201a comprises a BT association protocol module
201b and a data transfer protocol module 201c. The client application 203 on the mobile
device 202 comprises a BT association protocol module 203a, a data and file monitoring
and detection module 203b, a data transfer protocol module 203c¢, a data storage module
203d, a graphical user interface (GUI) 203e, and a media publishing module 203f. The
BT association protocol module 201b of the digital data capture device 201 and the BT
association protocol module 203a of the client application 203 enable the pairing between
the BT communication device 201a and the mobile device 202. The pairing of the BT
communication device 201a and the mobile device 202 is explained in the detailed
description of FIG. 1. The data capture module 201d captures the data and the

multimedia content on the digital data capture device 201.

The data and file monitoring and detection module 203b of the client application

203 monitors and detects the capture of the data, the multimedia content, and the files

10
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associated with the captured data and the multimedia content. On detection, the data
transfer protocol module 203¢ of the client application 203 initiates the transfer and
download of the captured data, the multimedia content, and the associated files from the
digital data capture device 201. When the client application 203 is unable to detect the
captured data, the multimedia content, and the associated files from the digital data
capture device 201, the data transfer protocol module 201c of the digital data capture
device 201 initiates the transfer of the captured data, the multimedia content, and the

associated files to the mobile device 202.

The data transfer protocol module 201c¢ of the digital data capture device 201
transfers the captured data, the multimedia content, and the associated files to the client
application 203. The data storage module 203d stores the captured data, the multimedia
content, and the associated files on the mobile device 202. The user may also set
preferences on the mobile device 202 using the GUI 203e of the client application 203.
The user preferences may, for example, comprise the websites selected for publishing the
data and the multimedia content. The GUI 203e enables the user to configure a timer
setting and websites on the mobile device 202 for publishing the data and the multimedia
content. The user may also set timer and action settings for publishing the data and the
multimedia content using the GUI 203e. The user may set a timer setting, for example, a
“no-wait-automatic” setting, a “wait-X-minutes-automatic” setting, and a “wait-X-

minutes-user-input-cancel” setting as explained in the detailed description of FIG. 1.

The media publishing module 203f automatically publishes the transferred data
and the multimedia content on one or more of the websites. The media publishing module
203f comprises a website selection module 203g, a timer module 203h, a segmentation
module 203i, and a data transfer module 203j. The website selection module 203g selects
the websites for publishing the data and the multimedia content based on settings and
user preferences configured by the user on the mobile device 202. The timer module
203h sets the time for publishing the transferred data and the multimedia content
automatically or with minimal user intervention. The timer setting may be set for

automatic publishing of the multimedia content or a time based wait mode where user

11
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interaction is required. The timer module 203h sets the timer based on a timer setting, for
example, a “no-wait-automatic” setting, a “wait-X-minutes-automatic” setting, and a
“wait-X-minutes-user-input-cancel” setting configured by the user. The timer module
203h ensures that if the user does not wish to publish the transferred data and multimedia
content, the user has time to decide whether to publish or not. The user may also
configure the client application 203 to automatically delete the data, the multimedia
content, and the associated files after the data and the multimedia content have been

posted and published on one or more websites based on user preferences.

In the case of a mobile device 202 with limited memory and processing
capabilities, the client application 203 partitions the multimedia content of large files
stored on the mobile device 202 into multiple data segments using the segmentation
module 203i. The segmentation module 203i generates segment identifiers and tags the
data segments with the segment identifiers. The data transfer module 203j transfers the
data, the tagged data segments, and the multimedia content from the client application
203 to the publishing service 401 via a network 402 for publishing on the websites

automatically.

FIG. 4 exemplarily illustrates a system for publishing data and the multimedia
content using a client application 203 on a mobile device 202 on one or more websites
simultaneously. The system disclosed herein comprises a client application 203 and a
publishing service 401 connected via a network 402. The client application 203
comprises a media publishing module 203f as explained in the detailed description of
FIG. 2. The media publishing module 203f comprises the website selection module 203g,
the timer module 203h, the segmentation module 203i, and the data transfer module 203j.
The website selection module 203g selects the websites based on user preferences
configured by the user on the mobile device 202. The timer module 203h sets the time for
publishing the transferred data and the multimedia content automatically or with minimal
user intervention. The timer module 203h ensures that the publishing service 401 obtains
the data, the multimedia content, and the associated files to publish on the selected

websites based on the time set by the user.
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In the case of limited memory and processing capabilities of the mobile device
202, the segmentation module 203i of the client application 203 partitions the multimedia
content of large files into multiple data segments. The segmentation module 203i
generates segment identifiers and tags the data segments with the segment identifiers.
The segment identifiers may, for example, be one or more of transaction identifiers,
sequence numbers, and timestamps. The segment identifiers are used later by a back end
service 401b of the publishing service 401 to reassemble the data segments in a
predetermined sequence to create a multimedia object. The data transfer module 203j
transfers the data, the tagged data segments, and the multimedia content from the client
application 203 to the publishing service 401 via the network 402. The network 402 may,

for example, be a wireless network, a cellular network, or the internet 501.

The publishing service 401 comprises a front end service 401a, a back end service
401b, and a database 401d. The transferred data and multimedia content is stored in the
database 401d of the publishing service 401. A protocol is provided for synchronizing
user publishing information between the client application 203 and the publishing service
401. The user publishing information may, for example, comprise user preferences of the
websites and the timer setting. The data transfer module 203j may transfer the data and
the multimedia content as a single multimedia file, multiple data segments in the case of
large files, or electronic mail attachments to the back end service 401b of the publishing
service 401 via the front end service 401a. The back end service 401b comprises a data
reassembly module 401c. If the back end service 401b receives the multimedia content in
the form of multiple data segments, the data reassembly module 401c reassembles the
data segments in a predetermined sequence using the segment identifiers. The back end
service 401b then creates a multimedia object from the transferred data and multimedia
content. The multimedia object is transferred from the back end service 401b to the front

end service 401a and then published on the websites selected by the user.

FIG. § exemplarily illustrates a user 502 utilizing a digital camera in conjunction

with a Bluetooth enabled mobile device 202 for publishing data and multimedia content
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on one or more websites automatically or with minimal user intervention. The digital
camera is physically separated from the mobile device 202 as illustrated in FIG. 5. The
digital camera comprises a BT communication device 201a such as an in-built BT
capability chip 301, a BT memory card 302, or an external BT device 303 or dongle
externally attached to the digital camera as illustrated in FIGS. 3A-3C. The external BT
dongle may be attached to a USB, a firewire interface, or a power port of the digital
camera. The BT communication device 201a on the digital camera is paired with the
mobile device 202 to establish a connection. The user 502 may capture an image using
the digital camera. The client application 203 on the mobile device 202 detects the
captured image and initiates the transfer of the captured image and the associated files.
The digital camera automatically transfers the captured image and the associated files to

the client application 203 on the mobile device 202.

The client application 203 automatically publishes the transferred image on one or
more websites via the internet S01. The user S02 may set preferences in the mobile
device 202. The user preferences, for example, comprise the websites selected for
publishing the transferred image. The user S02 may select websites, for example,
Flickr™, Picasa™, YouTube™, eBay®, etc. and store the preferences on the mobile
device 202. The user 502 may also set the timer setting for publishing the transferred
image on the selected websites. After the captured image is transferred to the mobile
device 202, the client application 203 publishes the capture image on the selected
websites based on the default timer and website settings configured by the user 502 on

the mobile device 202.

Consider an example where a user 502 records a video using a BT enabled video
camera. The video camera immediately establishes a connection with the user’s S02 BT
enabled mobile device 202. On detection of the recorded video by the client application
203 on the mobile device 202, the video camera automatically transfers the recorded
video to the user’s 502 mobile device 202. In the case of limited memory and processing
capabilities of the mobile device 202, the recorded video may be streamed as data

segments from the mobile device 202 to the publishing service 401. The client
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application 203 individually tags the data segments with segment identifiers and transfers
the tagged data segments from the mobile device 202 to the back end service 401b of the
publishing service 401 via the front end service 401a. The back end service 401b of the
publishing service 401 reassembles the data segments in a predetermined sequence using
the segment identifiers to create the multimedia object. The multimedia object is an
aggregation of the reassembled data segments. The multimedia object is then transferred
from the back end service 401b to the front end service 401a and automatically published

by the front end service 401a on one or more websites selected by the user 502.

Consider another example where a user 502 may record videos or capture images
at different points in time and automatically uploads and publishes the videos and images
on one or more websites. Consider an investigative reporter, Jane, working for a
prominent newspaper in New York City. Each day, she moves around the city chasing
leads, interviewing people, videotaping her stories, taking pictures, and tracking down
her next big story. When she is working on a story with an associate writer, she may need
to upload her videos and pictures and send it immediately to the associate writer. The
method and system disclosed herein enables Jane to automatically upload pictures and
videos taken using her digital camera or video camera onto a mobile device 202 and
publish the pictures, videos, etc. from her mobile device 202 to the internet S01 with one

click or touch of a button.

On one click or touch of a button, the pictures and videos are published and
immediately made available on Jane’s private blog that may be accessed by the
newspaper editor and her associates in the news office. When she is collaborating with an
associate on a story, they may see each other’s progress in real time. Since sharing
information with the associate over electronic mails (emails) may be inconvenient, Jane
records her progress on the story in the voice format and publishes. The associate may

access the information from Jane’s blog site, thereby saving considerable time.

Exemplarily, the method and system disclosed herein may be implemented in

technologies that are pervasive, flexible, and capable enough of accomplishing the
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desired tasks of the method and system. The method and system disclosed herein is
realized with, but not limited to Bluetooth communication protocol. Wireless protocols,
for example, Zigbee® protocol, Wibree"" protocol, Ultra-Wide Band (UWB) protocol,
and other wireless protocols for wireless personal area networks may be employed to
accomplish the tasks of the method and system disclosed herein. The mobile device 202
may, for example, be a ubiquitous mobile phone. The use of personal digital assistants
(PDASs) without telephony support is also fairly widespread. The client application 203
may be deployed on mobile devices with limited or no telephony support. These mobile
devices may support Java of Sun Microsystems Inc., more specifically Java 2 Micro
Edition (J 2METM), Windows Mobile .Net Compact Framework of Microsoft, Inc.,
SymbianTM, Linux framework. The client application 203 may, for example, be
implemented on the J2ME platform. These environments provide functionalities in the
libraries to create the GUI 203e and perform all the required functions of the method and
system disclosed herein. Other advantages of these frameworks are portability across

mobile devices that run on different operating systems.

The client application 203 may be rendered independent of the operating system
of the mobile device 202. One of the transport mechanisms to achieve the connectivity
between the publishing service 401 and the client application 203 is the wireless internet.
‘While most PDAs have an inbuilt wireless network card for the internet connectivity, the
mobile phones may transfer data to the publishing service 401 over the telephony
network at near broadband speeds. Some of the mobile phones equipped with both
wireless network and telephony data capabilities may use either of the two to
communicate with the publishing service 401. The transport protocol that is used between
the client application 203 and the publishing service 401 may be hypertext transfer
protocol (HTTP) or extensible markup language-remote procedure calls (XML-RPC).

The back end service 401b may, for example, be developed in Java.

It will be readily apparent that the various methods and algorithms described
herein may be implemented in a computer readable medium appropriately programmed

for general purpose computers and computing devices. Typically a processor, for e.g.,
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one or more microprocessors will receive instructions from a memory or like device, and
execute those instructions, thereby performing one or more processes defined by those
instructions. Further, programs that implement such methods and algorithms may be
stored and transmitted using a variety of media, for e.g., computer readable media in a
number of manners. In one embodiment, hard-wired circuitry or custom hardware may be
used in place of, or in combination with, software instructions for implementation of the
processes of various embodiments. Thus, embodiments are not limited to any specific
combination of hardware and software. A “processor’” means any one or more
microprocessors, Central Processing Unit (CPU) devices, computing devices,
microcontrollers, digital signal processors or like devices. The term “computer-readable
medium” refers to any medium that participates in providing data, for example
instructions that may be read by a computer, a processor or a like device. Such a medium
may take many forms, including but not limited to, non-volatile media, volatile media,
and transmission media. Non-volatile media include, for example, optical or magnetic
disks and other persistent memory volatile media include Dynamic Random Access
Memory (DRAM), which typically constitutes the main memory. Transmission media
include coaxial cables, copper wire and fiber optics, including the wires that comprise a
system bus coupled to the processor. Common forms of computer-readable media
include, for example, a floppy disk, a flexible disk, hard disk, magnetic tape, any other
magnetic medium, a Compact Disc-Read Only Memory (CD-ROM), Digital Versatile
Disc (DVD), any other optical medium, punch cards, paper tape, any other physical
medium with patterns of holes, a Random Access Memory (RAM), a Programmable
Read Only Memory (PROM), an Erasable Programmable Read Only Memory (EPROM),
an Electrically Erasable Programmable Read Only Memory (EEPROM), a flash memory,
any other memory chip or cartridge, a carrier wave as described hereinafter, or any other
medium from which a computer can read. In general, the computer-readable programs
may be implemented in any programming language. Some examples of languages that
can be used include C, C++, C#, or JAVA. The program will use various security,
encryption and compression techniques to enhance the overall user experience. The
software programs may be stored on or in one or more mediums as an object code. A

computer program product comprising computer executable instructions embodied in a
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computer-readable medium comprises computer parsable codes for the implementation of

the processes of various embodiments.

Where databases are described such as the database 401d, it will be understood by
one of ordinary skill in the art that (i) alternative database structures to those described
may be readily employed, and (ii) other memory structures besides databases may be
readily employed. Any illustrations or descriptions of any sample databases presented
herein are illustrative arrangements for stored representations of information. Any
number of other arrangements may be employed besides those suggested by, e.g., tables
illustrated in drawings or elsewhere. Similarly, any illustrated entries of the databases
represent exemplary information only; one of ordinary skill in the art will understand that
the number and content of the entries can be different from those described herein.
Further, despite any depiction of the databases as tables, other formats including
relational databases, object-based models and/or distributed databases could be used to
store and manipulate the data types described herein. Likewise, object methods or
behaviors of a database can be used to implement various processes, such as the
described herein. In addition, the databases may, in a known manner, be stored locally or

remotely from a device that accesses data in such a database.

The present invention can be configured to work in a network environment
including a computer that is in communication, via a communications network, with one
or more devices. The computer may communicate with the devices directly or indirectly,
via a wired or wireless medium such as the Internet, Local Area Network (LAN), Wide
Area Network (WAN) or Ethernet, Token Ring, or via any appropriate communications
means or combination of communications means. Each of the devices may comprise
computers, such as those based on the Intel® processors, AMD® processors, Sun®
processors, IBM® processors etc., that are adapted to communicate with the computer.

Any number and type of machines may be in communication with the computer.

The foregoing examples have been provided merely for the purpose of

explanation and are in no way to be construed as limiting of the present method and
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system disclosed herein. While the invention has been described with reference to various
embodiments, it is understood that the words, which have been used herein, are words of
description and illustration, rather than words of limitation. Further, although the
invention has been described herein with reference to particular means, materials and
embodiments, the invention is not intended to be limited to the particulars disclosed
herein; rather, the invention extends to all functionally equivalent structures, methods and
uses, such as are within the scope of the appended claims. Those skilled in the art, having
the benefit of the teachings of this specification, may effect numerous modifications
thereto and changes may be made without departing from the scope and spirit of the

invention in its aspects.
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Claims

We Claim:

1. A short-range wireless enabled data capture device, comprising:

a memory device;

a processor coupled to the memory device;

a short-range wireless communication device configured to establish a short-range
paired wireless connection between the short-range wireless enabled data capture
device and a short-range wireless enabled cellular phone, wherein establishing the
short-range paired wireless connection comprises the short-range wireless enabled
data capture device cryptographically authenticating identity of the short-range

wireless enabled cellular phone;

a data capture circuitry;

said processor configured to acquire new-data in the short-range wireless enabled
data capture device using the data capture circuitry, wherein the new-data is data
acquired after establishing the short-range paired wireless connection between the
short-range wireless enabled data capture device and the short-range wireless

enabled cellular phone;
said processor further configured to store the new-data in the memory device,
wherein the established short-range paired wireless connection between the short-

range wireless enabled data capture device and the short-range wireless enabled

cellular phone remains paired after storing the created new-data;

20

339



said processor further configured to send an event notification and the acquired
new-data to the cryptographically authenticated short-range wireless enabled
cellular phone over the established short-range paired wireless connection
automatically, wherein the cryptographically authenticated short-range wireless
enabled cellular phone is configured to listen to the event notification and receive
the new-data over the established short-range paired wireless connection, wherein
a mobile client application for the cryptographically authenticated short-range
wireless enabled cellular phone is configured to process the event notification and
store the received new-data in a memory device of the cryptographically
authenticated short-range wireless enabled cellular phone, wherein the mobile
client application for the cryptographically authenticated short-range wireless
enabled cellular phone is configured to use HTTP to upload the received new-data
and user publication information to a user data publishing website over a cellular
data network, wherein the user publication information comprises user
preferences, and wherein the user preferences comprise authentication credentials

and global positioning system information.
2. The short-range wireless enabled data capture device of claim 1, wherein the short-
range paired wireless connection is one of a Bluetooth paired wireless connection, a Wi-
Fi paired wireless connection, and other wireless personal area networking technologies
that use pairing.
3. The short-range wireless enabled data capture device of claim 1, wherein the new-
data comprises one or more of audio data, video data, image data, text data, digital data,
and data associated with the new-data.
4. A system, comprising:

a short-range wireless enabled data capture device, comprising:

a first memory device;
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a first processor coupled to the first memory device;

a first short-range wireless communication device configured to establish
a short-range paired wireless connection with a short-range wireless
enabled cellular phone, wherein the short-range wireless enabled cellular
phone is internet enabled, wherein establishing the short-range paired
wireless connection comprises, the short-range wireless enabled data
capture device cryptographically authenticating identity of the short-range

wireless enabled cellular phone;

a data capture circuitry;

said first processor configured to acquire new-data in the short-range
wireless enabled data capture device using the data capture circuitry,
wherein the new-data is data acquired after establishing the short-range
paired wireless connection with the short-range wireless enabled cellular

phone;

said first processor further configured to store the new-data in the first
memory device, wherein the established short-range paired wireless
connection between the short-range wireless enabled data capture device
and the short-range wireless enabled cellular phone remains paired after

storing the created new-data; and

said first processor further configured to send an event notification and the
acquired new-data to the cryptographically authenticated short-range
wireless enabled cellular phone over the established short-range paired

wireless connection automatically;

said short-range wireless enabled cellular phone, comprising:
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a second memory device;

a second processor coupled to the second memory device;

a cellular network communication device configured to connect to the

internet via the cellular data network;

a second short-range wireless communication device configured to
establish the short-range paired wireless connection between the short-
range wireless enabled cellular phone and the short-range wireless enabled

data capture device;

a mobile client application for the short-range wireless enabled cellular
phone comprising executable instructions that, when executed by the

second processor controls the second processor to:

listen for an event notification sent by the short-range wireless
enabled data capture device, wherein a mobile client application
for the cryptographically authenticated short-range wireless
enabled cellular phone is configured to process the event

notification;

receive the new-data from the short-range wireless enabled data

capture device;

store the received new-data in the second memory device, wherein
the established short-range paired wireless connection between the
short-range wireless enabled data capture device and the short-
range wireless enabled cellular phone remains paired after storing

the received new-data; and
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use HTTP to upload the received new-data and user publication
information to a user data publishing website over the cellular data
network, wherein the user publication information comprises user
preferences, and wherein the user preferences comprise
authentication credentials and global positioning system

information.
5. The system of claim 4, wherein the short-range paired wireless connection is one of a
Bluetooth paired wireless connection, a Wi-Fi paired wireless connection, and other

wireless personal area networking technologies that use pairing.

6. The system of claim 4, wherein the new-data comprises one or more of audio data,

video data, image data, text data, digital data, and data associated with the new-data.

7. The system of claim 4, wherein a graphical user interface (GU]I) is provided in the

cryptographically authenticated short-range wireless enabled cellular phone, and wherein

the graphical user interface (GUI) is for the received new-data.

8. A short-range wireless enabled cellular phone, comprising:

a memory device;

a processor coupled to the memory device;

a cellular network communication device configured to connect to internet via a

cellular data network;

a short-range wireless communication device configured to establish a short-range
paired wireless connection between the short-range wireless enabled cellular

phone and a short-range wireless enabled data capture device, wherein the short-

24

343



range wireless enabled data capture device is configured to cryptographically
authenticate identity of the short-range wireless enabled cellular phone when

establishing the short-range paired wireless connection;

a mobile client application for the short-range wireless enabled cellular phone
comprising executable instructions that, when executed by the processor controls

the processor to:

listen for an event notification sent by the short-range wireless

enabled data capture device;

receive the event notification and the new-data from the short-

range wireless enabled data capture device;

process the event notification and store the received new-data in
the second memory device, wherein the established short-range
paired wireless connection between the short-range wireless
enabled data capture device and the short-range wireless enabled
cellular phone remains paired after storing the received new-data;

and

use HTTP to upload the received new-data and user publication
information to a user data publishing website over the cellular data
network, wherein the user publication information comprises user
preferences, and wherein the user preferences comprise
authentication credentials and global positioning system

information.

9. The short-range wireless enabled cellular phone of claim 8, wherein the short-range

paired wireless connection is one of a Bluetooth paired wireless connection, a Wi-Fi
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paired wireless connection, and other wireless personal area networking technologies that

use pairing.

10. The short-range wireless enabled cellular phone of claim 8, wherein the new-data
comprises one or more of audio data, video data, image data, text data, digital data, and

data associated with the new-data.

11. The short-range wireless enabled cellular phone of claim 8, wherein a graphical user
interface (GUI) is provided in the cryptographically authenticated short-range wireless
enabled cellular phone, and wherein the graphical user interface (GU]) is for the received

new-data.

12. A short-range wireless enabled data capture device, comprising:
a memory device;
a processor coupled to the memory device;
a short-range wireless communication device configured to establish a short-range
paired wireless connection between the short-range wireless enabled data capture
device and a short-range wireless enabled cellular phone, wherein establishing the
short-range paired wireless connection comprises the short-range wireless enabled
data capture device cryptographically authenticating identity of the short-range
wireless enabled cellular phone;
a data capture circuitry;
said processor configured to acquire new-data in the short-range wireless enabled

data capture device using the data capture circuitry, wherein the new-data is data

acquired after establishing the short-range paired wireless connection between the
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short-range wireless enabled data capture device and the short-range wireless

enabled cellular phone;

said processor further configured to store the new-data in the memory device of
the short-range wireless enabled data capture device, wherein the established

short-range paired wireless connection between the short-range wireless enabled
data capture device and the short-range wireless enabled cellular phone remains

paired after storing the created new-data;

said processor further configured to listen to a polling request from a mobile
client application on the cryptographically authenticated short-range wireless
enabled cellular phone, over the established paired short-range wireless
connection, wherein the polling request is for the new-data, wherein the mobile
client application on the cryptographically authenticated short-range wireless
enabled cellular phone is configured to detect the new-data for transfer from the
short-range wireless enabled data capture device to the paired and authenticated
short-range wireless enabled cellular phone, wherein detecting the new-data for

transfer comprises:

polling the short-range wireless enabled data capture device by the short-
range wireless enabled cellular phone, using the mobile client application
on the cryptographically authenticated short-range wireless enabled
cellular phone, over the established paired short-range wireless

connection;

said processor further configured to transfer the new-data from the short-range
wireless enabled data capture device to the short-range wireless enabled cellular
phone automatically over the established paired short-range wireless connection,
wherein the mobile client application on the short-range wireless enabled cellular
phone is further configured to receive the new-data over the established short-

range paired wireless connection, wherein the mobile client application on the
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short-range wireless enabled cellular phone is further configured to store the
received new-data in a memory device of the short-range wireless enabled cellular
phone, wherein the mobile client application on the short-range wireless enabled
cellular phone is further configured to use HT'TP to upload the received new-data
and user publication information to a user data publishing website over a cellular
data network, wherein the user publication information comprises user
preferences, and wherein the user preferences comprise authentication credentials

and global positioning system information.

13. The short-range wireless enabled data capture device of claim 12, wherein the short-
range paired wireless connection is one of a Bluetooth paired wireless connection, a Wi-
Fi paired wireless connection, and other wireless personal area networking technologies

that use pairing.

14. The short-range wireless enabled data capture device of claim 12, wherein the new-
data comprises one or more of audio data, video data, image data, text data, digital data,

and data associated with the new-data.
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ABSTRACT

Disclosed herein is a method and system for utilizing a digital data capture device in
conjunction with a Bluetooth (BT) enabled mobile device for publishing data and
multimedia content on one or more websites automatically or with minimal user
intervention. A client application is provided on the BT enabled mobile device. In the
absence of inbuilt BT capability, a BT communication device is provided on the digital
data capture device. The BT communication device is paired with the BT enabled mobile
device to establish a connection. The client application detects capture of data and
multimedia content on the digital data capture device and initiates transfer of the captured
data, multimedia content, and associated files. The digital data capture device transfers
the captured data, multimedia content, and the associated files to the client application.
The client application automatically publishes the transferred data and multimedia

content on one or more websites.
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