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L. INTRODUCTION

Petitioner TikTok fails to demonstrate that any of Challenged Claims 1-15 of
United States Patent No. 9,900,766 B2 (“the 766 Patent”) is unpatentable over the
cited art. Indeed, there exist multiple independent grounds upon which the Board
should hold the Challenged Claims as non-obvious and patentable over the cited
art, inasmuch as the cited art collectively fails to teach every limitation of the
invention as claimed.

More specifically, and among other deficiencies, the cited art collectively
fails to disclose at least the following: (i) pairing, (ii) paired connection maintained
on a continuous basis, (ii1) cryptographic authentication, (iv) signal to notify, (v)
event notifications, (vi) creating an object, (vii) sending and object, (viii) listening
for signal to notify in an object, (ix) polling for new data, and (x) using HTTP to
send data along with user identifier. Moreover, certain of the proposed
combinations suggested by Petitioner are unworkable and incompatible, thus
negating any likelihood that a POSITA would have made such combinations.
Accordingly, Patent Owner requests that the Board hold that the Challenged

Claims are patentable over the art cited by the Petitioner.



II. LEGALFRAMEWORK

While Patent Owner recognizes the Board’s knowledge and familiarity with
the pertinent law as it relates to obviousness, certain principles are emphasized
here.

A claimed invention is unpatentable for obviousness under 35 U.S.C. §

103 “if the differences between the claimed invention and the prior art are such
that the claimed invention as a whole would have been obvious” to one of ordinary
skill in the relevant art. Intercontinental Great Brands LLC v. Kellogg N. Am. Co.,
869 F.3d 1336, 1343-44 (Fed. Cir. 2017) (quoting 35 U.S.C. § 103). Under that
provision, the challenger must establish by clear and convincing evidence that “the
differences between the subject matter sought to be patented and the prior art are
such that the subject matter as a whole would have been obvious at the time the
invention was made to a person having ordinary skill in the art to which said
subject matter pertains.” Id.

When several prior art references are considered, a patent may not be found
invalid as obvious unless the party challenging the validity of the patent has
provided evidence showing that: (i) “a skilled artisan would have had reason to
combine the teaching of prior art references to achieve the claimed invention,” and
(i1) “that the skilled artisan would have had a reasonable expectation of success

from doing so.” PAR Pharm., Inc. v. TWI Pharms., Inc., 773 F.3d 1186, 1193



(Fed. Cir. 2014); see also In re Stepan Co., 868 F.3d 1342, 1346 n.1 (Fed. Cir.
2017).

When determining the question of obviousness, the Board must consider the
underlying facts, including the scope and content of the prior art, differences
between the claims and the prior art, the level of ordinary skill, and other
secondary considerations, if any. See Graham v. John Deere Co., 383 U.S. 1, 17—
18 (1966). The question of obviousness must be in the context of the claimed
subject matter, as a whole. See KSR Int’l Co. v. Teleflex Inc., 550 U.S. 398, 406
(2007); see also W.L. Gore & Assocs. v. Garlock, Inc., 721 F.2d 1540 (1983);
InTouch Techs., Inc. v. VGO Commc 'ns, Inc., 751 F.3d 1327, 1351 (Fed. Cir.
2014); Metalcraft of Mayville, Inc. v. Toro Co., 848 F.3d 1358, 1367 (Fed. Cir.
2017) .

Of course, “[o]bviousness requires more than a mere showing that the prior
art includes separate references covering each separate limitation in a claim.”
Unigene Labs., Inc. v. Apotex, Inc., 655 F.3d 1352, 1360 (Fed. Cir. 2011). “Rather,
obviousness requires the additional showing that a person of ordinary skill at the
time of the invention would have selected and combined those prior art elements in
the normal course of research and development to yield the claimed invention.”
1d.; Trivascular, Inc. v. Samuels, 812 F.3d 1056, 1066 (Fed. Cir. 2016) (“Although

the KSR test is flexible, the Board ‘must still be careful not to allow hindsight



reconstruction of references . . . without any explanation as to how or why the
references would be combined to produce the claimed invention’”). Indeed, the
Federal Circuit stated that “it is improper to combine references like separate
pieces of a simple jigsaw puzzle without explaining what reason or motivation one
of ordinary skill in the art at the time of the invention would have had to place
these pieces together.” Merck Sharp & Dohme B.V. v. Warner Chilcott Co., LLC,
711 F. App’x 633, 636 (Fed. Cir. 2017). “The inventor’s own path itself never
leads to a conclusion of obviousness; that is hindsight.” Otsuka Pharm. Co. v.
Sandoz, Inc., 678 F.3d 1280, 1296 (Fed. Cir. 2012). Specifically, “[i]t is
inappropriate to use the template provided by the inventor, to render the inventor’s
contribution obvious.” Orexo AB v. Actavis Elizabeth LLC, 903 F.3d 1265, 1271
(Fed. Cir. 2018).

When a Petitioner does not articulate a reason to combine references, other
than a generic statement of anticipated success in doing so, there is an insufficient
showing that an ordinarily skilled artisan would have been motivated to do so.
Hulu, LLC v Soundview Innovations LLC, IPR2018-01039, Paper 34, 22 (August
5, 2019) (informative) (discussing Belden Inc. v. Berk-Tek LLC, 805 F.3d 1064,
1073 (Fed. Cir. 2015)). Likewise, failure to adequately support a contention that

there are a limited number of finite solutions to choose from yields an unsupported



petition. Current Lighting Solutions v. Jiaxing Super Lighting Electric Appliance
Co., Ltd., 2023 WL 5319763 at *11 (PTAB August 16, 2023).
III. CLAIM CONSTRUCTION

The District Court in this matter is in the process of carrying out its claim
construction role, and both parties have provided specific constructions to many
terms in the claims of the Asserted Patents. Still further, the parties have exchanged
claim construction of key terms as required by the local rules of the district court.
In the pending seven IPRs, Petitioner has advanced broad interpretations for all
terms of all Asserted Patents, and Petitioner has not requested the construction of
any specific term. Below is an example text from the IPR2024-00768 Petition at

page 7 (similar text is in all seven Petitions):

IV. CLAIM CONSTRUCTION

All claim terms should be construed according to the Phillips standard.
Phillips v. AWH Corp., 415 F.3d 1303 (Fed. Cir. 2005); 37 C.F.R. § 42.100. Based
on the well-established principal that “claim terms need only be construed to the
extent necessary to resolve the controversy,” no express constructions are required
to institute review and find the Challenged Claims unpatentable. Wellman, Inc. v.

Eastman Chem. Co., 642 F.3d 1355, 1361 (Fed. Cir. 2011).

Meanwhile, Petitioner is seeking to secure narrow constructions of one
hundred plus claim terms in the District Court. Exhibit 2002 (Petitioner’s Patent

L.R. 4-1, 4-2 and 4-3 Disclosures). This Board should not allow Petitioner to

capitalize on its inconsistent positions, and to potentially shield them from
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simultaneous scrutiny by the Federal Circuit. The Board should not allow the
creation of unbalanced playing field and should adopt the same claim constructions
as are being advanced by the Petitioner at the District Court (and as generally
agreed by Patent Owner). Since Nov 13 2018, PTAB has since adopted the claim
construction analysis that follow the principles articulated in Phillips, 415 F.3d.
This the same as what is required at the US District Courts. In patent law, the
principle that claim terms should be construed consistently for both invalidity and
infringement is well-established. Just recently Federal Circuit again emphasized
that point in 0/ Communique Lab., Inc. v. Citrix Sys., No. 2017-1869, 2018 U.S.
App. LEXIS 10614 (Fed. Cir. Apr. 26, 2018)

“Claim terms must be “construed the same way for both invalidity and
infringement.” Amgen Inc. v. Hoechst Marion Roussel, Inc., 314 F.3d 1313, 1330
(Fed. Cir. 2003); see Amazon.com, Inc. v. Barnesandnoble.com, Inc., 239 F.3d
1343, 1351 (Fed. Cir. 2001) (““A patent may not, like a nose of wax, be twisted one
way to avoid anticipation and another to find infringement.” (citations and internal
quotation marks omitted)).”

The District Court trial is two months before the nominal date for issuance
of a Final Written Decision here. Given that both the cases will almost surely be

appealed, the Federal Circuit should be able to simultaneously scrutinize the claims



for infringement and invalidity using the same claim construction and not the
inconsistent positions taken by Petitioner.

These actions (inconsistent claim construction positions) are exactly what
two recognized Intellectual Property, National Security, and National
Competitiveness Policy experts have opined about; namely, the practice of so-
called “lawfare,” in which China’s IP-related industrial policy favors the use of
legal tools to advance national technology interests. Such interests have the goal of
creating an unbalanced playing field with foreigners. See Exhibit 2003 (Cohen)
and Exhibit 2004 (Harrison).

If the Board applies claim construction inconsistently with the ones adopted
by the District Court, the Federal Circuit would have to resolve these issues for
many terms. Petitioner has taken a drastically different approach regarding claim
construction for all Asserted Patents before this Board as compared with its
positions in the District Court. Here, Petitioner said NO construction is required of
any claim term in any of the seven patents.

On December 20, 2024, the parties filed required disclosures with the
District Court concerning claim construction. Below are the key claim construction
terms that parties have agreed to (Partial Agreed Construction) and there are some
terms that are still at issue in the District Court for the ‘766, ‘121, ‘381, and ‘030

Patents (see Joint Claim Construction and Prehearing Statement, Exhibit 2005):



Terms

[Partial] Agreed Constructions

“Bluetooth enabled data
capture device”

“separate and apart from the mobile device and has
the ability to send and/or receive Bluetooth
wireless messages”

“short-range wireless

“separate and apart from the short-range wireless

enabled data capture enabled cellular phone and has the ability to send
device” and receive short-range wireless messages”
“paired” “in the condition of having an exchanged link key

(either before connection establishment was
requested or during connecting phase)”

“after the paired secure

Bluetooth connection is
established” /

“after establishing a paired
Bluetooth connection”

“after establishing the
short-range paired
wireless connection” /
“after the short-range
paired wireless connection
is established”

“after the paired connection is established and
maintained on a continuous basis between the
Bluetooth enabled data capture device and the
Bluetooth enabled mobile device” /

“after the paired connection is established and
maintained on a continuous basis between the
Bluetooth enabled data capture device and the
Bluetooth enabled cellular phone”

“after the paired connection is established and
maintained on a continuous basis between the
short-range wireless enabled data capture device
and the short-range wireless enabled cellular
phone”

“short-range paired
wireless connection”

“in the condition of having an exchanged link key
(either before connection establishment was
requested or during connecting phase) between the
short-range wireless enabled data capture device
and the short-range wireless enabled cellular
phone”

“cryptographically
authenticating”

“verified as legitimate by use of encryption and
decryption involving an algorithm”

“data signal

“an indication of the presence of newly acquired

8




notification(s)” data”

“checking status [of] on a predetermined basis,”
where “predetermined” refers to programming that
sets the frequency of the status checks (e.g., at set
intervals, dynamic intervals, randomly, etc.)

“poll” / “polling”

“user authentication “data used to verify the identity of the user”
credential”

The earlier ‘127 IPR Petition was filed prior to November 13, 2018, and the
Board there construed terms of the challenged claims using the so-called “broadest
reasonable interpretation” in light of the specification (“BRI”). Of course, since
then, the Board has adopted a claim construction procedure which follows the
principles articulated in Phillips v. AWH Corp., 415 F.3d 1303 (Fed. Cir. 2005).
Thus, earlier decisions based on the BRI standard have no bearing on the present
case, at least insofar as claim construction is concerned.

The term “after the paired secure Bluetooth connection is established,” as
well as similar terms such as “after establishing the short range paired wireless
connection” are NOT disputed in the Texas District Court. These terms have been
previously construed (by the Northern District of California) to mean: “after the
paired connection is established and maintained on a continuous basis.” See
Exhibit 2022 at This proposed construction is fully supported by the opinions of

Pavan M. Gajendragad. See Gajendragad Declaration [Exhibit 2001] at 9 36.



Again, this construction has now been stipulated by the parties in the District
Court.
In the Northern District of California, the Court found as follows:

“[P]rosecution disclaimer limits the term to maintaining continuous
paired connections while new data is acquired in this case. During
prosecution of the ‘794 Patent, Cellspin added the limitation in
question in order to overcome prior art. The examiner rejected the
unamended claims over a ‘Kennedy’ reference, which disclosed
uploading new data in one of three ways: (1) automatically, upon
sensing that the device is full, (2) manually, when the user decides
to perform the transfer, or (3) in real-time, as soon as data is
acquired. Cellspin argued that Kennedy did not disclose whether
the connection is opened before or after the data acquisition and
whether it 1s closed or kept open after data transfer. It later clarified
that Kennedy took the conventional approach of disconnecting the
paired connection after data transfer to save power, while the patent
‘took the opposing view,” which is ‘to . . . maintain the BT paired
connection on a continuous basis for the application’ and ‘not to
disconnect the BT paired connection after the transfer of data.” The
reason for this approach was a belief ‘that having a constant
connection would be the key to the overall improvement in the
application architecture and responsiveness of the application.” The
Court finds that the above statements constitute clear and
unambiguous disclaimer of paired connections that are not
maintained on a continuous basis. Aylus Networks, Inc. v. Apple
Inc., 856 F.3d 1353, 1359 (Fed. Cir. 2017). Cellspin had
‘unequivocally and unambiguously’ disavowed systems that fail to
maintain a continuous paired connection, characterizing this feature
as ‘key’ to the improvements of the invention, and cannot now
interpret the claims to cover such systems. Moreover, because the
“794 Patent is related to the other asserted patents, the disclaimer
extends to all asserted patents having this limitation” (internal
citations omitted).

In a footnote, the Court also noted: “Defendants point out, Cellspin made

similar arguments related to a ‘permanent’ paired wireless connection during

10



prosecution of the ‘847 Patent, which further confirms the common understanding
of this term in all patents.” Thus, the Court found that the disclaimer extended to
ALL related patents because of Microsoft Corp. v. MultiTech Sys., Inc., 357 F.3d
1340, 1349-50 (Fed. Cir. 2004).

Given the agreement between the parties in the ongoing District Court case
and the earlier construction, the Board should construe the terms consistently as
“after the paired connection is established and maintained on a continuous
basis.”

In addition, the claim term “along with” is disputed at the District Court (as
it concerns the 766 Patent), and Cellspin is asking both the District Court and this
Board to construe “along with” as “in addition to.” This proposed construction is
fully supported by the opinions of Pavan M. Gajendragad. See Gajendragad
Declaration [Exhibit 2001] at 9 37.

With reference to the ‘802 application specification, and specifically at
[0047], a POSITA would appreciate that the patentee has clearly stated that “along
with” should mean “in addition to.” This evidence is clear. See Gajendragad

Declaration [Exhibit 2001] at 4 38.

11



Intrinsic Evidence from the patent specification

[0047] If the user 201 is not satisfied 405 with the created
multimedia object, the user 201 may review or delete 406
the multimedia object and start recording again. Otherwise,
the user 201 transfers the multimedia object for publishing
to a publication space selected by the user 201. Additional
information such as the list of the user preferences of the
publication virtual spaces 205, authentication 1dentification,
user preferences, default settings, manually entered geo-
graphical codes, and auction identifiers for eBay® and other
shopping websites are selected 407 and transferred along
with the user created multimedia content to the publishing
service 204. A remote method call 408 such as extensible
markup language-remote procedure call (XML-RPC) may
be initiated by the client application 202 to transfer the user
created multimedia content along with the additional infor-
mation to the publishing service 204. The transfer to the
publishing service 204 takes place using wireless technol-
ogy, for example, global system for mobile communications,
code division multiple access technology, wireless fidelity,
or worldwide interoperability for microwave access.

Again, the ‘802 specification at [0047] states: “Additional information such
as ...., authentication identification, user preferences, ...... and transferred along
with the user created multimedia content to the publishing service.” The “client
application 202 to transfer the user created multimedia content along with the
additional information to the publishing service.” A POSITA would thus
appreciate that a variety of information was contemplated as being sent “along
with” the multimedia file. Such information included: (i) user preferences; (ii)
authentication identification; (ii1) user preferences; (iv) default settings; (v)
geographical codes; and (vi) auction identifiers. See Gajendragad Declaration
[Exhibit 2001] at 99 39-40.

Still further, dictionary evidence (see https://www.merriam-

webster.com/dictionary/along%20with) supports this understanding; namely, that

12



“along with” means “in addition to,” as illustrated below (see also Gajendragad

Declaration [Exhibit 2001] at 9§ 41):

O 8 https://www.merriam-webster.com/dictionary/along with

Dictionary = Thesaurus along with Q Games & Quizzes Word of the Day

DS along with idiom

PDeﬁnition Synonyms of along with >

| Example Sentences 1 :in addition to (something or someone)
a plane carrying heavy radar equipment along with full fuel tanks

Entries Near

Moreover, it is incorrect to suggest that the plain and ordinary meaning of
“along with” could include “inside.” See Gajendragad Declaration [Exhibit 2001]
at 9§ 42. A POSITA would understand “along with” to mean “in addition to” or
“together with,” indicating something is alongside another thing. The concept of
“inside,” on the other hand, refers to something being physically contained within
the boundaries of another object; essentially, “along with” describes a broader
association, whereas “inside” specifies a physical location within something else.
See Gajendragad Declaration [Exhibit 2001] at q 43.

In sum, a POSITA would have understood the term “along with” to mean
simply “in addition to,” and not including the concept of “inside.” See Gajendragad
Declaration [Exhibit 2001] at 9§ 44.

Still further, the term “object” is also disputed by the parties in the District
Court case (as relates to the 030 and 766 Patents), and Cellspin proposes the

13



following: “An object can be a variable, a data structure, a function, or a method.
Object contains value and is referenced by an identifier.” This proposed
construction is fully supported by the opinions of Pavan M. Gajendragad. See
Gajendragad Declaration [Exhibit 2001] at q 45.

With respect to the “intrinsic record,” it is clear to me that an “object” is
different from a “file.” The specification uses multiple terms and does not conflate
them. I note that the specification uses the words “object, “ “file,” and “data” many
times, and further differentiates between “data” and “file” because it describes a “a
data and file monitoring and detection module 203b.” See Gajendragad
Declaration [Exhibit 2001] at 9 46.

Further, the specification explains: “The digital data capture device 201 then
automatically transfers 106 the captured data, the multimedia content, and the
associated files to the client application 203 on the mobile device 202 using one or
a combination of file transfer protocols. The file transfer protocols may, for
example, be one or a combination of BT profile protocols such as the object
exchange (OBEX) protocol, the generic object exchange profile (GOEP)

protocol, etc. The file transfer protocols may, for example, also be the media

transfer protocol (MTP), the picture transfer protocol (PTP), and the PictBridge
protocol implemented using a USB.” The specification is very clear that “Data”

can be transferred by using Object based methods like (OBEX and GOEP) or non-

14



object-based methods like MTP and PTP and PictBridge. See Gajendragad
Declaration [Exhibit 2001] at 9 47.

What the Petition fails to recognize is that, while it is technically possible to
send/transfer a “File” using OBEX protocol. a “File” has to be converted into a
“Generic File Object” for it to be transferred using OBEX. This is illustrated
below (Exhibit 2009 (IrDA - OBEX Version 1.3) at 73), wherein “File” is sent as a
Generic File Object, but the “File” is not an OBJECT. Rather, it must first be
converted into an Object (although the file and file object are different). See

Gajendragad Declaration [Exhibit 2001] at 9§ 48.

9.2 Generic File Object
9.2.1 Introduction

The purpose of this chapter is to outline a method for the exchange of a basic file object [blob] from one
device to another. While the OBEX protocol provides many useful headers and capabilities for
exchanging objects. This section is designed to provide the reader with an overview of the basic structure
used when exchanging generic file data. The file object is assumed to be sent by a generic client to the
receiving device's inbox. In a manner consistent to the way QuickBeam and IrXfer applications work.
Based on these assumptions, the file exchange should follow the guidelines shown here for headers
used and response codes expected.

9.2.2 Commonly Used Headers

+« Name: (Required) This header is used to convey the full name of the object to exchange. The Name
header should not contain any path information. If it is necessary to specify a path, it should be done
with the SETPATH command. All information in this header is interpreted as the objects name.

* Length: (Recommended) This header is used to convey the size of the file object in bytes. This can
be used for verification of storage space requirements. The sum of the bytes passed in Body
headers should be this many bytes (but is not guaranteed).

+ Body/End-of-Body: (Required) Body headers are used to transfer the file data itself. They are sent
repeatedly as long as file data exists to be exchanged. The End-of-Body header is used to indicate
to the receiving application that this is the last piece of the file data. Applications frequently close the
file and consider the transfer complete upon reception of this header. The data contained in the
Body/End-of-Body headers should be concatenated to form the file.

* Time: (Recommended) This header is used to exchange the time that the file was last modified.
Current file transfer applications use both the simple 4-byte Time header and the ISO format. It is
recommended that all applications use the more robust ISO Time header. For backward compatibility
it should be noted that the “IrXfer” application provided by Microsoft only accepts the 4-byte Time
header. Attempts to send the ISO header will result in the rejection of the operation.

* Type: (Optional) The MIME type of the file object. This is not often used but can be helpful in some
cases to identify the application to associate with the file object.

9.2.3 Response Codes Commonly Used in File Exchange

The following is a list of the known OBEX Response codes that are used during File Object Exchange.

15



Again, and as a POSITA would readily appreciate, a “file” has to be
converted to be an “Object” to be sent using OBEX. Similarly, “Data” (that is
NOT itself a “File”) can also be converted into an Object and then sent/transferred
using OBEX protocol. OBEX is an object exchange protocol, NOT a file
exchange or data exchange protocol, but both file and data can be sent using it by
creating an Object first. See Gajendragad Declaration [Exhibit 2001] at 9 49.

It is further noted that Wikipedia confirms the fact that “An object can be a
variable, a data structure, a function, or a method. Object contains value and is
referenced by an identifier.” See Exhibit 2021; see also Gajendragad Declaration

[Exhibit 2001] at 9 50.

W Object (computer science) - Wi X +

« > C QO 8 httpsy//en wikipedia.org/w/index.php?title=Object_(computer_science)& B % Q |
In computer science, an object can be a variable, a data structure, a function, or a method. As regions of
Contents  hide memory, they contain value and are referenced by identifiers.
(Top) In the object-oriented programming paradigm, an object can be a combination of variables, functions, and
Object-based languages data structures; in particular in class-based variations of the paradigm it refers to a particular instance of a
Object-ongmed class.
programming
Specialized objects In the relational model of database management, an object can be a table or column, or an association
Distributed objects between data and a database entity (such as relating a person's age to a specific person).[”
The Semantic Web
See also Object-based languages
References

Main article: Object-based languages
External links
An important distinction in programming languages is the difference between an object-oriented language

and an object-based language. A language is usually considered object-based if it includes the basic
capabilities for an object: identity, properties, and attributes. A language is considered object-oriented if it
is object-based and also has the capability of polymorphism, inheritance, encapsulation, and, possibly,
composition. Polymorphism refers to the ability to overload the name of a function with multiple behaviors
based on which object(s) are passed to it. Conventional message passing discriminates only on the first
object and considers that to be "sending a message” to that object. However, some object-oriented
programming languages such as Flavors and the Common Lisp Object System (CLOS) enable
discriminating on more than the first parameter of the function.[2l Inheritance is the ability to subclass an
object class, to create a new class that is a subclass of an existing one and inherits all the data constraints
and behaviors of its parents but also adds new and/or changes one or more of them.[3I]

Still further, the Microsoft Computer Dictionary (Fifth Ed.) (pages 372-373)

provides a substantially similar definition of the word “object,” which it defines as:
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“a variable comprising both routines and data that is treated as a discrete entity”

Object is “that are self-contained collection of data structures.” See Gajendragad

Declaration [Exhibit 2001] at 4 51.

object n. 1. Short for object code (machine-readable object-oriented programming n. A programming para-
code). 2. In object-oriented programming, a variable com- | digm in which a program is viewed as a collection of dis-
prising both routines and data that is treated as a discrete | |crete objects that are self-contained collections of data
entity. See also abstract data type, module (definition 1), | [structures and routines that interact with other objects.
object-oriented programming. 3. In graphics, a distinct Acronym: OOP. See also C++, object (definition 2),

entity. For example, a bouncing ball might be an object in| |Objective-C.

a graphics program. 4. A single, runtime instance of object
type that the operating system defines. Objects visible in
user mode include event, file, I/O completion port, key,
object directory, port, process, section, semaphore, sym-
bolic link, thread, timer, and token objects. Many user-
mode objects are implemented through the use of a corre-
sponding kernel-mode object. Kernel-mode-only objects

Object Pascal n. An object-oriented derivative of Pascal.
See also Pascal.

None of these sources suggest that “File” and “Object” are (or can be) the
same. See Gajendragad Declaration [Exhibit 2001] at q 52.

Yet still further, the Bluetooth specification itself defines “Object” as: “is
composed of Headers which consists of Header ID and Value.” See Gajendragad

Declaration [Exhibit 2001] at 4 53.
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BLUETOOTH SPECIFICATION Version 1.1 page 431 of 1084

IrDA Interoperability 9 Bluetooth--
2 OBEX OBJECT AND PROTOCOL

This section is dedicated to the model of OBEX objects and the OBEX session
protocol. The section is intended to be read with the IrOBEX specification [1].

2.1 OBJECT

The OBEX object model (Section 2 in [1]) describes how OBEX objects are
presented. The OBEX protocol can transfer an object by using the Put- and
Get-operations (See Section 2.2.3 and 2.2.4). One object can be exchanged in
one or more Put-requests or Get-responses.

The model handles both information about the object (e.g. type) and object
itself. It is composed of headers, which consist of a header ID and value (See
Section 2.1in [1]). The header ID describes what the header contains and how
it is formatted, and the header value consists of one or more bytes in the format
and meaning specified by Header ID. The specified headers are Count, Name,
Type, Length, Time, Description, Target, HTTP, Body, End of Body, Who,
Connection ID, Application Parameters, Authenticate Challenge, Authen-
ticate Response, Object Class, and User-Defined Headers. These are
explained in detail by Section 2.2 in the IrOBEX specification.

A POSITA would understand and appreciate the fact that Object and File are
completely different concepts in Bluetooth as well. As shown in OBEX AND
BLUETOOTH ARCHITECTURE (2003 Bluetooth Specification, Version 1.1, at
page 429) (Exhibit 2016), File Transfer and Object Push are two different
Applications running on top of OBEX Protocol. See Gajendragad Declaration

[Exhibit 2001] at 9 54.
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BLUETOOTH SPECIFICATION Version 1.1 page 429 of 1084

IrDA Interoperability 9 Bluetooth™
1.1 OBEX AND BLUETOOTH ARCHITECTURE

Figure 1.1 depicts part of the hierarchy of the Bluetooth architecture and shows
the placement of the OBEX protocol and the application profiles using it (See
also Section 5 on page 439). The protocols can also communicate with the ser-
vice discovery DB even though the figure does not show it.

------------------------------------------------

0 lle Transfer je i
lGeneric Formal‘ [ vCard, ... ] ;

__________________________________________

1
i Discovery DB

...........................................

___________________

Figure 1.1: Part of Bluetooth Protocol Hierarchy

In sum, a POSITA would understand that Object and File are different.
Thus, a proper construction should account for this fact. See Gajendragad
Declaration [Exhibit 2001] at 4 55.

Further, the term “user identifier” is contested by the parties in the District
Court case, as it relates to the ‘336, ‘757, ‘030, and ‘260 Patents. The primary
dispute here concerns a proposal from Petitioner (TikTok) to construe the term to
mean “a text string that identifies uniquely a user of a web service and contains
sufficient information to authenticate a user of the web service,” to which Cellspin
agreed. A POSITA would understand that HTTP (HyperText Transfer Protocol) is
an application-layer protocol, based on TEXT. All of the tags, header, etc. are in
Text. Therefore, the user identifier” would necessarily be understood by a POSITA
as at least a “text string” that identifies uniquely a user of the website / web

service. See Gajendragad Declaration [Exhibit 2001] at § 67.
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Claim Term Proposed Constructions

“user identifier” | “a text string that identifies uniquely a user of a web
service”

Alternatively:
“a text string that identifies uniquely a user of a web

service and contains sufficient information to authenticate
a user of the web service”

IV. GENERAL RESPONSE

None of the alleged prior art references would have been combined by a
POSITA in the manner described by David Lett. Moreover, the various alleged
prior art references and their combinations fail to teach many of the elements of the
Challenged Claims, and in certain cases combinations actually lead to
“unworkable” solutions, when compared with the inventions as claimed in the
Challenged Claims. A POSITA would have had NO reasonable expectation of
success in implementing the combinations. See Gajendragad Declaration [Exhibit
2001] at 9] 68.

Further, none of the asserted combinations would have worked and would
lead to unworkable implementation. A POSITA would have had NO reasonable
expectation of success in implementing the combinations. See Gajendragad
Declaration [Exhibit 2001] at 4 69.

Still further, the specific references cited by Petitioner (alone or in

combination) fail to teach many of the claim limitations, and a POSITA would not
20



have been motivated to combine them in the first place. See Gajendragad
Declaration [Exhibit 2001] at § 71. Moreover, and as discussed in greater detail
below, there are a number of instances where the alleged prior art actually leads to
unworkable solutions and implementation, when compared with the inventions as
claimed. A POSITA would have had NO reasonable expectation of success in
implementing the combinations. See Gajendragad Declaration [Exhibit 2001] at q
71.

A. Discussion of Prior Art Bluetooth

In order to understand the invention and the Challenged Claims and the prior
art it is important to establish an industry standard and definition of certain terms
in 2007.

It was known and understood that Bluetooth technology maps to the Open
Systems Interconnection (OSI) model in specific ways (see Gajendragad
Declaration [Exhibit 2001] at 9 76). Illustrated below are the Bluetooth protocol
mapping to OSI stack Math works. See Gajendragad Declaration [Exhibit 2001] at
9 77; see also www.mathworks.com/help/bluetooth/ug/bluetooth-protocol-

stack.html
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Bluetooth LE Stack OSI Reference Model

Application Layer
Application Profiles
- HRP, ANP etc. Presentation Layer
: Higher
! Layers ; :
; y GAP, GATT Session Layer ,Higher |
. Layers|
ATT, SMP !
Transport Layer
L2CAP
Network Layer
Link Layer .
. Data Link Layer (MAC+LLC)
Bluetooth LE PHY b |
\ Physical Layer
""""""""""""""""" Bluetooth BRIEDR Stack ~  OSl Reference Model
7] Core Protocols Cable Replacement Protocol [ Telephony Control Protocols
I Adopted Protocols [ Alternate MAC/PHY [J Application Profiles and Services i
Application « »{ Application Layer |

‘El@ _{ SlP | ‘ Presentation Layer |

‘ E r‘ Session Layer |
<
\ .
Tl ‘ Transport Layer |
-::TE- B e
L2cAP e i
s ﬁ — -, DataLink Layer (MAC+LLC) |
AMP PAL { Link Manager Protocol (LMP) ‘
| r ,J Physical Layer |
AMP MAC Baseband and Link Control —————— ... 1
‘ : ——
\ BRIEDR Radio J

In the preceding figure, the Bluetooth protocol stack is shown along with the OSI
reference model. There is one-to-one mapping at the physical layer (PHY). The
OSI data link layer (DLL) maps to the Bluetooth LE logical link control and

adaptation protocol (L2CAP) and link layer (LL). In the Bluetooth stack, the
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higher layers provide application layer services, device roles and modes,
connection management, and security protocol. The functionality of the Bluetooth
protocol stack is divided between three main layers: the Controller, the Host, and
Application Profiles and Services. See Gajendragad Declaration [Exhibit 2001] at
q78.

As would have been further understood by a POSITA, “Pairing” in
Bluetooth is different from “Authentication” and both are different from
“Encryption.” As shown in the figure below [Exhibit TTI 1019, p. 19], there are 15
different optional activities after a Bluetooth connection is established, with
Pairing, Authentication, and Encryption each being different optional activities.
Also, as shown in Figure 3.1 in the v2.1+EDR Bluetooth Core Specification
[Exhibit TTI 1019, p. 861] Pairing is different from Authentication and both of
them are different from Encryption. See Gajendragad Declaration [Exhibit 2001 ]

at 9 79.
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BLUETOOTH SPECIFICATION Version 2,1 + EDR [val 0] page 19 of 74

€3 Bluetooth’
2.1 Remote Name ReqUESsT. .. ..o onias s ass 685
L O 1y = T Lo T PPN 1 ¥ f
2.3 Periodic IMQUINY ..o ae i v cee v e e s st s s e e 689
3 ACL Connection Establishment and Detachment. 691
31 Connection SEIUD ...t e e e e 692
[4  Optional Activities After ACL Connection Establishment............699 |
Al 15 are 4.1 A.uﬂ'lenticali.on REqUESIEd ... e e s 699
Optional 4.2 Simple Pairing Message Sequence Charts..........con 700
4.3 Link Supervision Timeout Changed Event ..., 713
4.4  Set Connection Encrypion...........i e 714
4.5 Change Connection Link Key.. ..., 715
4.6 Change Connection Link Key with Encryption Pause and
REBSUIMIE ..o e ee s s e sn s e s s emssss s e e s e e s
4.7 Master Link Kay ...
4.8 Read Remote Supported Features ..........cccocvieieciniescenicanen
49 Read Remote Extended Features...
410 Read Clock Offset.. ...
4.11 Role Switch on an Encrypted Link using Encryption Pause and
RS LTI ittt i i i s e s i s S b8 i e

4.12 Refreshing Encryplion Keys................
4.13 Read Remote Version Information...
414 QOS Setup. ..o
415 SWHCRROIE ... e e s

3 ACL CONNECTION ESTABLISHMENT AND
DETACHMENT

A flow diagram of the establishment and detachment of a connection batween
two devices is shown in Figure 3.1 on page 691. The process is illustrated in 9
digtinct steps, A number of these steps may be oplionally performed, such as
authentication and encryption, Some steps are required, such as the Connec-
tion Request and Setup Complete steps. The steps in the overview diagram
directly relate to the steps in the following message sequence charts.,

[ Step1:CreateConnection |
[ Stepl:Fa nturanﬁxc-rl_iﬁi: -------------- }
| Stepd:ConnectionRequast ]

{ Steph:OptionalSecurity

E’ StepTa:Optional 1 i StepTh:Optional :
L Pairing | | Authentication |
¥ i ,
Stepd:OptionalEncryplion .

[ Stepd-SetupComplete |

(o OptionaibataFiow ]

L — e ————————

| Ste p10:Disconne ction ]

Figure 3.1 Chaanviow ciagram for connaction sefup
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For a POSITA these options are chosen for a connection depending on the
requirements of the solution being implemented. In the Bluetooth family of
specifications, Profile specifications are used to describe how to implement a
particular use case or family of related use cases. A POSITA would listen to (and
comply with) recommendations from the v2.1+EDR Bluetooth Core specification
or the Bluetooth Basic Imaging Profile (BIP) specification. See Gajendragad
Declaration [Exhibit 2001] at 9 80.

With 15 optional activities, there are tens of thousands of combinations of
optional activities after ACL connection establishment. Even if all the options are
not mutually exclusive, the number of potential and available combinations is
nevertheless extremely large. The Asserted Patents teach one particular
combination from this large number of available options. It is only through
hindsight reasoning that this one particular option is selected by Petitioner,
although it clearly was not a simple or obvious design decision in 2007 when the
original patent application was filed. See Gajendragad Declaration [Exhibit 2001]
at 9 81.

Moreover, Petitioner fails to mention the known 2007 pairing disadvantages,
such as a poor user experience and battery drain. Even in 2024, there are widely-
known “Bluetooth pairing battery issues” that usually refer to a situation where the

Bluetooth device, such as headphones or a speaker, rapidly loses battery life when
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attempting to pair with another device, often due to factors like a weak battery,
improper charging, or the Bluetooth connection itself being unstable or not
optimized for low power usage. See Gajendragad Declaration [Exhibit 2001] at
82.

As a POSITA would have understood, maintaining a Bluetooth connection
requires power. For example, the Bluetooth radio in your phone consumes energy
to stay connected to the earphones, which can lead to faster battery drain. In 2007,
a common issue with Bluetooth pairing and battery life was that 2007 Bluetooth
technology significantly drained the battery on devices due to its high-power
consumption, making it a major concern when pairing devices, especially on
portable electronics like phones, as the constant search for connections could
quickly deplete the battery. See Gajendragad Declaration [Exhibit 2001] at 9 83.

Likewise, known Bluetooth battery issues in 2007 were (see Gajendragad
Declaration [Exhibit 2001] at 9 84):

High power usage. Early Bluetooth versions used more power than
newer iterations, leading to quicker battery drain when actively searching for
or connected to other devices.

Limited battery capacity: Phones and other portable devices in 2007
generally had smaller battery capacities compared to today’s standards,

making the impact of Bluetooth usage even more noticeable.
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Frequent pairing attempts: If you were trying to pair multiple
Bluetooth devices or frequently switched between them, it could further

exacerbate battery drain due to the continuous search process.

The best way to manage Bluetooth battery usage in 2007 was to turn off
Bluetooth when not in use: This was the most effective way to conserve battery life
as Bluetooth would only drain power when actively searching for or connected to a
device. See Gajendragad Declaration [Exhibit 2001] at 9 85.

As a POSITA would know, it was these battery issues which led to the
development of Bluetooth Low Energy (BLE) because the primary goal of BLE
was to significantly reduce power consumption compared to traditional Bluetooth,
making it ideal for battery-powered devices like wearables and sensors where long
battery life is crucial; essentially, the need to extend battery life in small devices
drove the creation of a more power-efficient Bluetooth standard like BLE. As
compared to Classic 2007 Bluetooth 2.1, Bluetooth Low Energy was intended to
provide considerably reduced power consumption and cost while maintaining a
similar communication range. See Gajendragad Declaration [Exhibit 2001] at 9§ 86;
see also en.wikipedia.org/wiki/Bluetooth Low_Energy

As 0f 2007, a POSITA would NOT have been inclined to create a system
which required pairing devices because the Bluetooth specifications didn’t require

pairing. Even in 2007 (with Bluetooth 2.1 Security Mode 4) the default security
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requirement was an unauthenticated link key, which does not require the entry of a
PIN, passkey or comparison of a passkey by the user. More specifically, the
Bluetooth specification clearly states that: “[w]hen both devices support Secure

Simple Pairing, GAP shall default to requiring an unauthenticated link key and

enabling encryption.” (Exhibit TTI 1019, p. 1273 and 1286). See Gajendragad
Declaration [Exhibit 2001] at 4 87.

It would have been these “shall default” Bluetooth options that would have
provided for the data security benefits desired by POSITA in 2007. The default
connection mode described in the v2.1+EDR Bluetooth core specification is for the
connection to be unpaired, encrypted, unauthenticated and unauthorize. Exhibit
TTI 1019, p. 1273 and 1286. Without some other specific requirement in place for
a connection to be paired, there is no reason that a POSITA would not choose the
default connection (unencrypted, authenticated and/or authorized). See
Gajendragad Declaration [Exhibit 2001] at q 88.

In 2007, a POSITA would NOT choose to “maintain a paired connection on
a continuous basis,” and Petitioner makes no showing otherwise. See Gajendragad
Declaration [Exhibit 2001] at 4 89. The claim construction the parties have already

agreed upon at the District Court is “after the paired connection is established and

maintained on a continuous basis.”
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In 2007 A POSITA would have understood that the Basic Imaging Profile
(BIP) describes all the Kahn, Hiroishi, Feinberg, and Endsley scenarios. However,
BIP did not require a paired Bluetooth connection for all these scenarios. Rather,
for the scenarios most in line with Kahn, Hiroishi, Feinberg, and Endsley (i.e. pull
based or push based mage transfer), BIP was not recommending using a paired
Bluetooth connection. See Gajendragad Declaration [Exhibit 2001] at 9§ 90.

NONE of the cited references (Kahn, Hiroishi, Feinberg, Endsley) even
mention the word “pair” or “pairing,” let alone the timing for pairing as recited in
the Challenged Claims. Applications and systems would connect to Bluetooth and
then disconnect after the job was done. The v2.1+EDR Bluetooth Core
Specification lists many optional activities, with Pairing and Authentication being
only some of them, and neither were the default for any scenarios. Data Encryption
between the two devices was the default option in 2007, not Pairing and not
Authenticated. See Gajendragad Declaration [Exhibit 2001] at q 91.

It is apparent that Petitioner and David Lett are relying upon hindsight
reasoning to suggest that a POSITA would NOT go with the Default option
provided by the Bluetooth Standard of 2007. See Gajendragad Declaration
[Exhibit 2001] at 9§ 92. According to Petitioner and David Lett, a POSITA would
NOT listen to the v2.1+EDR Bluetooth Core specification or NOT go with the

recommendation provided by the Bluetooth Basic Imaging Profile (BIP)
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specification, and furthermore would NOT care about pairing disadvantages, such

as a poor user experience and battery drain. Such hindsight is not warranted and
does not reflect the thought process of a POSITA. Even today, a POSITA puts a lot
of weight and follows the Bluetooth standards body recommendations. There is
reason for the standard bodies to come up with default recommendation, because
that is what the latest and best understanding of the problem and the solutions are
at the time. To suggest that a POSITA would proceed in a manner that was not
being recommended by any standard body is not supported and is unreasonable.
See Gajendragad Declaration [Exhibit 2001] at 9 92.

In Medichem, S.A. v. Rolabo, S.L., 437 F.3d 1157 (Fed. Cir. 2006), the
Federal Circuit emphasized that the mere existence of multiple options in the prior
art does not automatically render an invention obvious. Thousands of permutations
and combinations in the Bluetooth specification do not provide a clear direction to
combine the references in a way that leads to the claimed invention, and Petitioner
makes no showing (absent hindsight) establishing a basis for a POSITA to actually
select the combinations used in the Challenged Claims. See also In re Kubin, 561
F.3d 1351 (Fed. Cir. 2009) (same).

Similarly, in Raytheon Technologies Corp. v. General Electric Co., 2021
U.S. App. LEXIS 10961 (Fed. Cir., Apr. 16, 2021), the Federal Circuit held that the

relied-upon prior art failed to enable one of ordinary skill to make and use the
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claimed invention. This decision emphasizes that non-enabled prior art cannot be
used to establish obviousness. Here, the 1400 page long Bluetooth Specification
with thousands of options is a non-enabled prior art reference that does not provide
sufficient information to enable a person of ordinary skill in the art to make and
use the claimed invention.

V.  SPECIFIC REBUTTAL TO ALLEGED OBVIOUSNESS
COMBINATIONS

It is noted that Petitioner has not identified any alleged anticipatory
references under 35 U.S.C. § 102. It has, however, identified a number of
combinations which purportedly comprise invalidating disclosures under 35 U.S.C.
§ 103. These arguments are directly refuted by Mr. Gajendragad. See Gajendragad
Declaration [Exhibit 2001] at 4 93.

A.  Ground 1 Fails (Singh 129 in View of Singh 906)

Petitioner and its expert suggest suggests that a POSITA would have been
motivated to combine the teachings of Singh 129 in view of Singh 906 in order to
arrive at the inventions of the Challenged Claims. For a variety of reasons, Patent
Owner disagrees.

With respect to teachings of Singh 129 and Singh 906, David Lett provides a
claim-by-claim articulation of his thoughts regarding how the Singh 129 in view of

Singh 906 reference renders the Challenged Claims obvious. Again, Patent Owner
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disagrees, and herein addresses the most glaring deficiencies in Petitioner’s
analysis. See Gajendragad [Exh. 2001] at § 219.

As a threshold issue, and with respect to written description, there is no
reliance on any disclosure from Singh 906 for any Challenged Claim of the ‘766
Patent. Rather, Singh 129 has full written description support for every claim
limitation of ‘766 Patent. It is noted that the Examiner did not raise any § 112
objections during prosecution. See Gajendragad [Exh. 2001] at 9] 220.

First, Petitioner has not complained about any Bluetooth, Pairing, Short
range, event notification, or polling, claim limitations requiring Singh 906 because
all those details are in Singh 129. Indeed, Petitioner states that: “The specification
in the priority chain, as shown by Singh129, discloses the first piece and only the
‘802 application (published as Singh906) discloses the second.” Petitioner is
incorrect because Singh 129, as shown below, discloses the second piece of the
limitations. See Gajendragad [Exh. 2001] at q 221.

Petitioner further emphasis the need for Singh 906 for the final two claim
limitations and states that: “Specifically, it would have been obvious to modify
Singh129 in view of Singh906 to provide the final two limitations of the
independent claims. In the combination, a client application would use HTTP to
transfer the new-data along with user information to a user data publishing website

over the cellular data network, wherein the user information corresponds to a user
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identifier that uniquely identifies a particular user of the user data publishing
website and is used by the user data publishing website to publish the new-data for
private consumption.” Again, there is no need for reliance on Singh 906 for “use
HTTP to transfer the new-data along with user information to a user data
publishing website over the cellular data network, wherein the user information
corresponds to a user identifier that uniquely identifies a particular user of the user
data publishing website and is used by the user data publishing website to publish
the new-data for private consumption.” See Gajendragad [Exh. 2001] at 9] 222-
223.

The *030 specification [at 8:43-50] teaches: “The client application 203

automatically publishes the transferred image on one or more websites via the
internet 501. The user 502 may set preferences in the mobile device 202. The user
preferences, for example, comprise the web sites selected for publishing the
transferred image. The user 502 may select websites, for example, Flickr, Picasa,
YouTube, eBay(R), etc. and store the preferences on the mobile device 202.”

The ‘030 specification [at 10:04-08] further teaches: “The transport
protocol that is used between the client application 203 and the publishing service
401 may be hypertext transfer protocol (HTTP) or extensible markup language-

remote procedure calls (XML-RPC).”
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The °030 specification [at 8:05-08] further teaches: “user publishing
information between the client application203 and the publishing service 401. The

user publishing information may, for example, comprise user preferences of the

websites and the timer setting.”

The *030 specification [at 9:21-29] further teaches: “The method and system
disclosed herein enables Jane to automatically upload pictures and videos taken
using her digital camera or video camera onto a mobile device 202 and publish the
pictures, videos, etc. from her mobile device 202 to the internet 501 with one click
or touch of a button. On one click or touch of a button, the pictures and videos are
published and immediately made available on Jane’s private blog.”

A POSITA would understand very clearly that the specification text shown
above clearly supports the challenged limitations. See Gajendragad [Exh. 2001] at
919 224-228.

From a perspective of a POSITA the specific disclosure shown above of

29 €6

“client application”, “transport protocol”, “HTTP”, “user publishing
information”, “user preferences”, “system disclosed herein enables Jane to”,
“publish”, “to Jane private blog” mean exactly what the last two claim
limitations recite. See Gajendragad [Exh. 2001] at 9 229.

Moreover, as shown below by the Notice of Allowance and Examiner-

Initiated interview summary, the claim limitations in the independent claims that
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Petitioner is complaining about was proposed by the Examiner himself (thus
illustrating that he understood what the specifications disclosed). Exhibit 2013 at

pages 1 and 9, shown below) (see Gajendragad [Exh. 2001] at 9 230):

Application No. Applicant(s)

15/640,594 Singh et al.
Examiner-initiated Interview Summary g

Examiner Art Unit AlA Status

SULAIMAN NOORISTANY 2415 No

All participants (applicant, applicant’s representative, PTO personnel):

(1) SULAIMAN NOORISTANY. 3)
(2) Ashok Tankha Reg. No. 33,802. (4) .

Date of Interview: 16 November 2017.

Type: Telephonic  [J Video Conference
Personal [copy given to: (J icant icant's rep ive]

Exhibit shown or demonstration conducted: O Yes [ No.
If Yes, brief description:

Issues Discussed [J101 0112 102 [J103 [ Others

(For each of the checked box(es) sbove, please describe below the issue and detailed description of the discussion)
Claim(s) discussed: 1-20.

Identification of prior art discussed: _____.

Substance of Interview

(For each issue discussed, provide a detailed description and indicate if agreement was reached. Some topics may include: identification or clarification of a reference
or a portion thereof, claim proposed of any applied references efc...)

Applicant agreed that the examiner's amendment, authorized by the above attorney, would place the application in
condition for allowance.

Application/Control Number: 15/640,594 Page 4
Art Unit: 2415

enabled cellular phone, [[and]] wherein the mobile client application for the

cryptographically authenticated short-range wireless enabled cellular phone is configured
to use HTTP to upload the received new-data along with user information to a user data

publishing website over a cellular data network, and wherein the user information

corresponds to a user identifier that uniquely identifies a particular user of the user data

publishing website and is used by the user data publishing website to publish the new-

data for private consumption.

B. Ground 2A Fails (Kahn in View of Bluetooth)
Petitioner and its expert suggest suggests that a POSITA would have been

motivated to combine the teachings of Kahn in view of Bluetooth in order to arrive
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at the inventions of the Challenged Claims. For a variety of reasons, Patent Owner
disagrees.

With respect to teachings of Kahn and Bluetooth, David Lett provides a
claim-by-claim articulation of his thoughts regarding how the Kahn in view of
Bluetooth reference renders the Challenged Claims obvious. Again, Patent Owner
disagrees, and herein addresses the most glaring deficiencies in Petitioner’s
analysis. See Gajendragad [Exh. 2001] at 4 232.

As an initial point of reference, Patent Owner provides the following
detailed flow diagram (prepared by Cellspin in an earlier filing), which accurately
illustrates the connectivity and data flow as variably recited in the Challenged
Claims (using Claim 1 of the ‘766 Patent as an example) (See Gajendragad [Exh.

2001] at 9 233):
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The first glaring deficiency in Petitioner’s analysis is that the parties have

already agreed and adopted the claim construction for the following key terms in

the District Court (See Gajendragad [Exh. 2001] at 4 234):

“after the paired secure

Bluetooth connection is
established” /

“after establishing a paired
Bluetooth connection”

“after establishing the
short-range paired
wireless connection” /
“after the short-range
paired wireless connection
is established”

“after the paired connection is established and
maintained on a continuous basis between the
Bluetooth enabled data capture device and the
Bluetooth enabled mobile device” /

“after the paired connection is established and
maintained on a continuous basis between the
Bluetooth enabled data capture device and the
Bluetooth enabled cellular phone”

“after the paired connection is established and
maintained on a continuous basis between the
short-range wireless enabled data capture device
and the short-range wireless enabled cellular
phone”

Neither Kahn nor Bluetooth disclose a paired connection that is “established

and maintained on a continuous basis.” See Gajendragad [Exh. 2001] at 9] 235.

As noted and discussed above, NONE of the prior art (Kahn, Hiroishi,

Feinberg, Endsley) even mention the word “pair” or “pairing,” let alone paired

connection that is “established and maintained on a continuous basis.” See

Gajendragad [Exh. 2001] at 9] 236.

In fact, Khan is very clear on NOT maintaining the connection on a

continuous basis. According to Khan (at [0058]): “Such an implementation would
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be appropriate, for example, in cameras that exist stand-alone (i.e., disconnected)

from the host device for significant periods of time.” Khan goes on (at [0079]):
“If the user simply selected to “exit” the dialog, the applet terminates execution,
as indicated by step 552.” As such, Kahn is NOT maintaining the connection on a
continuous basis and Petitioner has not shown otherwise. See Gajendragad [Exh.
2001] at 9] 237.

As for the Bluetooth Core Specification, and as discussed in detail above,
Pairing i1s NOT a default and is only one of the 15 options for connection types.
Bluetooth certainly does not teach maintaining that paired connection on a
continuous basis. There is NO mention of paired connection which is “established
and maintained on a continuous basis” in the Bluetooth Specification. See
Gajendragad [Exh. 2001] at 9 238.

As discussed in detail above, the prior art would connect to Bluetooth and
then disconnect after the job was done. The v2.1+EDR Bluetooth Core
Specification lists many optional activities, with Pairing and Authentication being
only some of them, and neither were the default for any scenarios. Data Encryption
between the two devices was the default option in 2007, not Pairing and not
Authenticated. See Gajendragad [Exh. 2001] at 9 239.

As noted and discussed in detail above, Petitioner and David Lett are relying

upon hindsight reasoning to suggest that a POSITA would NOT go with the
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Default option provided by the Bluetooth Standard of 2007. See Gajendragad
[Exh. 2001] at q 240. According to Petitioner and David Lett, a POSITA would
NOT listen to the v2.1+EDR Bluetooth Core specification or NOT go with the
recommendation provided by the Bluetooth Basic Imaging Profile (BIP)

specification, and furthermore would NOT care about pairing disadvantages, such

as a poor user experience and battery drain. Such hindsight is not warranted and
does not reflect the thought process of a POSITA. Even today, a POSITA puts a lot
of weight and follows the Bluetooth standards body recommendations. There is
reason for the standard bodies to come up with default recommendation, because
that 1s what the latest and best understanding of the problem and the solutions are
at the time. To suggest that a POSITA would proceed in a manner that was not
being recommended by any standard body is not supported and is unreasonable.
See Gajendragad [Exh. 2001] at q 240.

In sum, NONE of cited art disclose a paired connection which is
“established and maintained on a continuous basis.” See Gajendragad [Exh.
2001] at 9 241.

The second glaring deficiency in the Petition is that “pairing ” is not a

“must” for a Bluetooth connection (as suggested by the Petitioner and its expert),
and both Pairing and Cryptographic Authentication are optional. See Gajendragad

[Exh. 2001] at § 242.
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Petitioner relies solely on BT Specification for support for pairing and
cryptographically authenticating not on any disclosure in Kahn or Feinberg or
Endsely. BUT, in the Bluetooth standard 2.1, the default for bi-directional
communication with another Bluetooth device is NOT paired and NOT
Authenticated. It is just Encrypted. See Gajendragad [Exh. 2001] at § 243.

99 ¢¢

The words “pair,” “paired,” and “cryptographically authenticating” do NOT
appear in any cited art, except the Bluetooth Specification. Once again, Patent
Owner reiterates that the Bluetooth standard makes pairing OPTIONAL. This is
because it was NOT done before and not recommended for variety of reasons in
2007 and before. See Gajendragad [Exh. 2001] at ] 244.

The default 2.1 Bluetooth standard does not require pairing. For example,
Bluetooth EDR 2.1 has error codes for when one device attempts to pair with

another that does not allow pairing: (1) Pairing Not Allowed (0X18); and (2)

Simple Pairing Not Supported (0X37) (see Gajendragad [Exh. 2001] at 9 246):
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Bluetooth Pairing is Optionally Practiced and Optionally Supported

BLUETOOTH SPECIFICATION Version 2.1 + EDR [vol 0] page 15 of BLUETOOTH SPECIFICATION Version 2.1 + EDR [vol 0] page 16 of 74

€3 Bluetooth €3 Bluetooth

os Not Supported (0X27)........ccceeeveieninirennannnnnn.. 343

0S Unacceptable Parameter (0X2C)......o.v.uu.wceuerrerererensnces- 343
oS Rejected (0X2D) : 344

The Bluetooth specification never says pairing is must or is a default
requirement for any Bluetooth device. Contrary to Davit Lett and Petitioner’s
“must” assertion, the Bluetooth Specification is very clear that Pairing is not
required for Bluetooth devices to communicate and Pairing is optional. See
Gajendragad [Exh. 2001] at ] 247.

As noted and discussed in detail above, in Bluetooth “Pairing” is different
from “Authentication” and both are different from “Encryption. As shown and
discussed above, there are 15 different optional activities after a Bluetooth

connection is established. Pairing, Authentication, and Encryption are different
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optional activities. Also, as shown in Figure 3.1 in the v2.1+EDR Bluetooth Core
Specification [Exhibit TTI 1019, p. 861] it again clearly shows that the Pairing is
different from Authentication and both of them are different from Encryption. See

Gajendragad [Exh. 2001] at 9] 248.

. . . . . . .
Bluetooth Pairing, Authentication and Encryption are Distinct Issues
. . .
and Each is *Optional* NOT Required or MUST!
BLUETOOTH SPECIFICATION Vaersion 2.1 + EDR [vol 2] page 691 of 006
BLUETOOTH SPECIFICATION Version 2.1 + EDR [vol 0] page 19 of 74
Message Sequence Charts a Bluetooth’
@ Bluetooth’ | |3 ACL CONNECTION ESTABLISHMENT AND
21 Remote Name Request 685 DETACHMENT
22  One-time Inquiry - 887 | |\ now diagram of the i and ofa i
2.3 Periodic Inquiry .......... TRUOREIRT erensissiesssss D two devices is shown in Fig 1 page 691. The process is illustrated in 9
= " distinct steps. A number oﬂhese sleps may be optionally performed, such as
3 ACL Con i e nent and De L P — 691 authentication and encryption. Some steps are required, such as the Connec-
3.1 Connection Setup : 692 tion Request and Setup Complete steps. The steps in the overview diagram
directly relate to the steps in the following message sequence charts
[4 Optional Activities After ACL Connection Establishment............ 699 ]
4.1 Authentication Requested .. , o S .- - (e ]
4.2 Simple Pairing Message Sequence Charts 700
4.3 Link Supervision Timeout Changed Event 713
4.4 Set Connection Encryption 714 StapiConnectionRaguast
4.5 Change Connection Link Key 715
46 Change Connection Link Key with Encryption Pause and SephOplionsl HoleBuial
Resume . ’ IRREORRy |
4.7 Master Link Key 77
48 Read Remote Supported Features 719 L .
4.9 Read Remote Extended Features . 719 C: s,.p,a.:,wo“, I 5‘“7,,:'0,,,0“, j
4.10 Read Clock Offset....... 720 { Pairing ) |___Authentication |
4.11 Role Switch on an Encwpted Link using E"cryphon Pause and ( Stepb:OptionalEncryption }
Resume d i) | ] e e e el
4.12 Refreshing Encryption Keys 721 [ Step9:SetupComplete ]
4.13 Read Remote Version Information 722 e o
4.14 QOS Setup e i I TR ERRon s il Bl
4.15 Switch Role 723 [ Step10:Disconnection ]

As noted above, there are tens of thousands of possible combinations of
optional activities after ACL connection establishment in Bluetooth. Even if all the
options are not mutually exclusive, the number of combinations remain a very
large number. The Asserted Patents teach one particular combination from the
large number of available options. Again, Petitioner is using hindsight reasoning
for something which was not a simple design decision in 2007. See Gajendragad

[Exh. 2001] at 9 249.
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Moreover, and as noted and discussed in detail above, Petitioner fails to

account for the known pairing disadvantages, such as a poor user experience and

battery drain. See Gajendragad [Exh. 2001] at 9] 250.

Again, and as noted and discussed above, the best way to manage Bluetooth
battery usage in 2007 was to turn off Bluetooth when not in use: This was the
most effective way to conserve battery life as Bluetooth would only drain power
when actively searching for or connected to a device. See Gajendragad [Exh.
2001] at 9 251.

As noted and discussed in detail above, as of 2007, a POSITA would NOT
be inclined to create a system which required pairing devices because the
Bluetooth specifications didn’t require pairing. Even in 2007, and for Bluetooth
2.1 Security Mode 4, the default security requirement was an unauthenticated
link key, which doesn’t require the entry of a PIN, passkey or comparison of a
passkey by the user. See Gajendragad [Exh. 2001] at 4 252.

Again, and as noted and discussed above, the Bluetooth specification clearly
states twice that, “[w]hen both devices support Secure Simple Pairing, GAP shall

default to requiring an unauthenticated link key and enabling encryption.” (Exhibit

TTI 1019, p. 1273 and 1286). See Gajendragad [Exh. 2001] at § 253.
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This statement also means that NOT ALL Bluetooth devices supported
pairing. (Conditional statement when both device). See Gajendragad [Exh. 2001]
at 9 254.

As noted and discussed above, it would have been these “shall default”
Bluetooth options that would have provided for the data security benefits desired
by POSITA in 2007. The default connection mode described in the v2.1+EDR
Bluetooth core specification is for the connection to be unpaired, encrypted,
unauthenticated and unauthorize. Exhibit TTI 1019, p. 1273 and 1286. Without
some other specific requirement in place for a connection to be paired, there is no
reason that a POSITA would not choose the default connection (unencrypted,
authenticated and/or authorized. See Gajendragad [Exh. 2001] at 9] 255.

In 2007 a POSITA understood that the Basic Imaging Profile (BIP) describes
all the Kahn, Hiroishi, Feinberg, Endsley scenarios. However, BIP did not require a
paired Bluetooth connection for all these scenarios. For the scenarios most in line
with Kahn, Hiroishi, Feinberg, Endsley, i.e. pull based or push based mage transfer,
BIP was not recommending using a paired Bluetooth connection. See Gajendragad
[Exh. 2001] at 9 256.

NONE of the cited references (Kahn, Feinberg, Endsley) even mention the
word “pair” or “pairing,” let alone the timing for pairing as recited in the

Challenged Claims. Applications and systems would connect to Bluetooth and then
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disconnect after the job was done. The v2.1+EDR Bluetooth Core Specification
lists many optional activities, with Pairing and Authentication being only some of
them, and neither were the default for any scenarios. Data Encryption between the
two devices was the default option in 2007, not Pairing and not Authenticated.

See Gajendragad [Exh. 2001] at § 257.

As discussed in detail above, Petitioner and David Lett are relying upon
hindsight reasoning to suggest that a POSITA would NOT go with the Default
option provided by the Bluetooth Standard of 2007. See Gajendragad [Exh. 2001]
atq 258. According to Petitioner and David Lett, a POSITA would NOT listen to
the v2.1+EDR Bluetooth Core specification or NOT go with the recommendation
provided by the Bluetooth Basic Imaging Profile (BIP) specification, and

furthermore would NOT care about pairing disadvantages, such as a poor user

experience and battery drain. Such hindsight is not warranted and does not reflect
the thought process of a POSITA. Even today, a POSITA puts a lot of weight and
follows the Bluetooth standards body recommendations. There is reason for the
standard bodies to come up with default recommendation, because that is what the
latest and best understanding of the problem and the solutions are at the time. To
suggest that a POSITA would proceed in a manner that was not being
recommended by any standard body is not supported and is unreasonable. See

Gajendragad [Exh. 2001] at ] 258.
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The third glaring deficiency in Petitioner’s analysis is that timing of
acquiring new data is NOT after pairing. See Gajendragad [Exh. 2001] at q 259.
For the timing of acquiring new data “after” pairing limitation, Petitioner

relies on Kahn as follows: “Figure SB of Kahn contemplates a control loop where

new pictures are acquired after a connection has been established.” See

Gajendragad [Exh. 2001] at 9 260.

516 After wireless connection is established

: ( @ between the camera and the cell phone, a
Ho=+{€Y _user would be able to remotely operate
— the camera (for example, take a photo)

There is nothing in Kahn that actually does any capturing of the images after
connection is established. In fact, what the Kahn Figure 5B and the text describing
the Figure 5B flow chart section (516 and 517 element) says is the complete
opposite, as illustrated below (see Gajendragad [Exh. 2001] at 4 261):

Kahn [0074]: “Upon the user Selecting “Camera’ and “OK, the applet
proceeds to Step 516 to determine whether the camera is currently
attached. If “Yes,” a list of photos is retrieved at step 517.”

Kahn [0074]: “If at step 518, no photos are found (i.e., the list is

empty), the applet proceeds to execution path C2 (described below).”
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Kahn [0076]: “In execution path C2, the applet displays a Ul dialog

521 for indicating that no photos have been found in the camera.”

[0074] Execution path B is employed for uploading photos
from the camera. It proceeds as follows. First, the applet
displays UI dialog 515, where the user is given access to
photos on the camera or on photo albums (e.g., online
photos), or the user may simply exit. Of interest for this
example is the user selecting “Camera.” Upon the user
selecting “Camera” and “OK,” the applet proceeds to step
516 to determine whether the camera is currently attached.
If “Yes,” a list of photos is retrieved at step 517. If the
number of photos is greater than zero (tested at step 518),
then the applet proceeds to execution path C (below). If at
step 516, the camera is not attached, the applet proceeds to
execution path C1 (described below). If at step 518, no
photos are found (i.e., the list is empty), the applet proceeds
to execution path C2 (described below).

12 phates found

W i
When photos are

“uploaded” they are
moved from the camera
fo the server,

Uplogd Il Preview

.1 |[0076] Execution paths Cl and C2 indicate exception
520 /5 . N N
7 — . processing. As shown for execution path C1, the applet

- FT_I displays a Ul dialog 520 for indicating that the camera is not
found. In execution path C2, the applet displays a Ul dialog
nnnnnnnnn

fomud. Plasse 521 for indicating that no photos have been found in the
oo n o camera. From either dialog, the applet returns the user back
o [T“"" e to Ul dialog 515 (i.¢., return to execution path B, described

i o above).

FIG. 5B It is NOT saying to

take a new Picture !

ALL of the Challenged Claims expressly require Acquire or Capture after
pairing connection. In Kahn, there 1s NO capturing of the photos after the
connection is established in Fig 5B or the accompanying text for Fig 5B. Element
(517) “Retrieve photo list” is to get photos that already exist is not same as
“capture a new photo.” There is no mention of capturing a new photo after the PTC
camera is attached. Retrieve # Capture and Retrieve # Acquire. See

Gajendragad [Exh. 2001] at 4] 262.
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As understood by a POSITA, “Retrieval” means to access or bring back

something that is already stored, like recalling information from memory. while

“acquire” means to gain or obtain something new, like learning a skill or getting a

possession; essentially, retrieval is about accessing existing information, while
acquiring is about getting something you didn’t have before. Acruire/Capture is the
initial step of gathering data. See Gajendragad [Exh. 2001] at q 263.

The Fig 5B work flow in Kahn is even more clear about NOT acquiring the
new data after connection. There is NO mention of acquiring or capturing new
photos. The state machine is about “retrieval” and “upload”. In the Fig 5B state
machine even when there are ZERO photos to upload state machine goes to C2.
And “C2” GUI does not require the taking of a new picture. See Gajendragad
[Exh. 2001] at 9 264.

In fact, Kahn is teaching the opposite, as illustrated at Khan [0097]: “The
method steps are as follows. As indicated at Step 701, one or more images are
captured/recorded at the camera device. Next, at Step 702, the images are
associated with the user’s location (i.e., location ID, based on GPS information).

Typically, this occurs when the camera is attached to the local host. Upon

attachment of the camera to the local host, the images are either automatically
uploaded or the user manually requests uploading.” See Gajendragad [Exh. 2001]

at 9 265.
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It clearly says in Kahn [0097] that “capture image” happens first, and then
attach to the local host for uploading. See Gajendragad [Exh. 2001] at 4 266.

Kahn also says (in [0058]): “Such an implementation would be
appropriate, for example, in cameras that exist stand-alone (i.e., disconnected)
from the host device for significant periods of time.” See Gajendragad [Exh.
2001] at 9] 267.

Again, Kahn is teaching the complete opposite of what the Challenged
Claims recite. The reason for that opposite teaching is because for a POSITA in
2004, you connected only when you needed to upload and then disconnected to
save the precious little battery life on the phone. See Gajendragad [Exh. 2001] at §
268.

The_fourth glaring deficiency: “Object” is not the same as “File.” See
Gajendragad [Exh. 2001] at 9 269.

As discussed 1n detail above, a POSITA would understand the fact that an
“object” 1s not the same as a “file” (as discussed in the claim construction portion,
above). As such, the Petition fails to disclose any prior art meeting this limitation,
as no art shows a creation of an “Object.” As discussed in detail above, the
“timestamp” of a file cannot be viewed as being the claimed “signal to notify.” See

Gajendragad [Exh. 2001] at 9§ 270.
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Again, a Signal to Notify inside an Object cannot be the same as a
“Timestamp” in a File about the time it was created. That would mean for every
protocol that transfers a file on the internet, the receiving endpoint is checking the
(creation) timestamp in the received file and processing it as a “signal to notify.”
See Gajendragad [Exh. 2001] at q 271.

The fifth glaring deficiency is that the Kahn “file timestamp” sent in an
(file) object cannot be considered a “signal to notify” for new data. See
Gajendragad [Exh. 2001] at 4 272.

Petitioner asserts that Time stamp in Kahn is considered a signal to notify in

the data object (see Gajendragad [Exh. 2001] at § 273):

Below is an illustration of a new-data object prepared in the combination

based on the teachings of the Kahn-Bluetooth combination.

Data .'\l}JE(.Jt

)

Metadata Metadata

3 Mew-image data
£ | (location data) (timestamp) 9

T T
Associated Timestamp as ll. J
new-image data  signal to notify T
J
T

Header information

Acquired new-image data

TTI-1030, [566].

In Kahn, the “file timestamp” sent in an (file) object cannot be considered a
“signal to notify” because signal to notify for the new-data has to be the first
time the cellphone becomes aware of that there is new data on the camera. /¢
cannot be the second or third message from the camera about the data/photo being

created on the camera. See Gajendragad [Exh. 2001] at q 274.
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Returning to the language of the Challenged Claims:

“said processor further configured to create a new-data object, wherein the
new-data object comprises:

signal to notify, wherein the signal to notify corresponds to the acquiring
of the new-data for transfer to the cryptographically authenticated short-range
wireless enabled cellular phone;

the acquired new-data; and

associated new-data, wherein the associated new-data corresponds to data
associated with the new-data; and

said processor further configured to transfer automatically the new-data
object to the cryptographically authenticated short-range wireless enabled cellular
phone, over the established short-range paired wireless connection, wherein the
cryptographically authenticated short-range wireless enabled cellular phone is
configured to listen to the signal to notify and receive the new-data object over
the established short-range paired wireless connection, wherein a mobile client
application for the cryptographically authenticated short-range wireless enabled
cellular phone is configured to process the signal to notify”

Summarizing the claims at issue: the claim requires “create a new-data

object,” that has “signal to notify, wherein the signal to notify corresponds to the

acquiring of the new-data for transfer,” then “transfer automatically the new-data
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object to” “cellular phone,” where the “cellular phone is configured to listen to the

signal to notify” and the “mobile client application “process the signal to notify.”

See Gajendragad [Exh. 2001] at 9] 276.

The claim requires that the first time the phone received the new data object,
that is the first time the phone knows/or becomes aware of this new data, because
the signal to notify is embedded inside the new data Object. And the phone has
NOT been aware of the existence of this data/photo before the phone received this
signal to notify for the new data. See Gajendragad [Exh. 2001] at 9 277.

A POSITA would understand and appreciate the fact that if the Phone
already knows about this photo (new data) existing before he gets the object, then
it is not a signal to notify for new-data/photo. It is more of a message of the data
the phone already knows that it exists. See Gajendragad [Exh. 2001] at ] 278.

In Khan’s state machine (as illustrated and annotated below), the first time
the phone is made aware of the existence of the new photo is when the camera

makes a request to the cellphone for the GPS location, using the location API. If

anything, this first request for location GPS to the phone by the camera is the
FIRST “signal to notify” to the phone by the camera about the existence of the new

photo on the camera (see Gajendragad [Exh. 2001] at 4 279):
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The first indication to the phone about the existence of the photo is NOT
when the phone received the image file (GPS + timestamp + image) as one unit,
that was created using the GPS information sent from the phone. See Gajendragad
[Exh. 2001] at 9 280.

When the phone receives the image file (GPS + timestamp + image), the
phone already knows about the existence of the new photo beforehand, by virtue
of having received the request for GPS information for the said photo, prior to

receiving the image file. See Gajendragad [Exh. 2001] at § 281.
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The fact that phone knows that this photo existed before the image file
comes, makes the timestamp in the image “not a signal to notify” for new data
captured by the camera. See Gajendragad [Exh. 2001] at 9] 282.

Moreover, for the “listening to the signal to notify” limitation, Petitioner
asserts that “which constitutes as listening to the signal to notify. TTI-1017, [0057];
see also id., [0074], [0076], FIG. 5B.” See Gajendragad [Exh. 2001] at 9 283.

BUT a review of Kahn TTI-1017, [0057]; [0074], [0076] and FIG. 5B shows
NO “listening” by the Kahn phone or applet for ANY Kkind of “timestamp”
(i.e., the alleged signal to notify). In fact, the word “listen” or “listening” is
NOWHERE in the whole of Kahn. See Gajendragad [Exh. 2001] at ] 284.

There is NO “Processing” by the Kahn phone or applet for ANY kind of
“timestamp” inside the transferred file, the alleged signal to notify according to
petitioner’s assertion. Petitioner seeks to rely on Khan [0071] and [0055] for
processing support, but this is not sufficient. In fact, NOWHERE in the whole
Kahn disclosure does it show Kahn applet processing timestamps inside the
received file from the camera. See Gajendragad [Exh. 2001] at 9 285.

Kahn does NOT support the whole limitation at issue [1.10] — [1.16] about:
creating, sending, listening, and processing signal to notify i.e. timestamp inside
the file. Petitioner apparently recognizes this, as well, which is the basis for the

asserted Feinberg combination. See Gajendragad [Exh. 2001] at 9] 286.
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The sixth glaring deficiency in Petitioner’s analysis is that Kahn does NOT
teach use of HTTP for uploading photos/media. Instead, it required using WMTP
for media upload. As discussed at length and in detail above, HTTP and WMTP are
clearly NOT interchangeable. See Gajendragad [Exh. 2001] at 99 172, 287.

Wireless Application Protocol (WAP) and Wireless Modular Transport
Protocol (WMTP) are the wireless communication technique (circa 2004), and
Hyper Text Transfer Protocol (HTTP) is the standard protocol for the web. When
Kahn says the upload process “occurs via wireless communication technique,” it is
in reference to wireless WAP and wireless WMTP protocols (not HTTP). See
Gajendragad [Exh. 2001] at 9] 173, 288.

It is very clear with respect to media transfer and login that Kahn teaches

the exclusive use of WMTP. See Kahn Fig 5C and Fig 5D as reproduced below (see

Gajendragad [Exh. 2001] at 9§ 174):
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Kahn FIG. 5D '
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Kahn [0057] makes it even more clear that the Wireless Modular Transport
Protocol (WMTP), a wireless communication technique, is exclusively used for
uploading. See Kahn at [0057]: “[T]he uploading process occurs via wireless
communication technique, with the local host (e.g., cell phone, wireless PDA, or
the like) assuming responsibility for establishing a wireless data connection.” As

taught by Kahn, a POSITA is to use WMTP as described in Fig 5C and Fig 5D. It is
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understood that WMTP is a wireless protocol and HTTP is and was a web protocol.
See Gajendragad [Exh. 2001] at 49 175, 289.

Kahn Fig 5D, element 543, also mentions another wireless communication
technique: WAP (Wireless Application Protocol). In 2004 (the time of Kahn), the
industry was pushing for wireless protocols like WAP and WMTP (Wireless
Modular Transport Protocol) for wireless mobile device for web access. WAP and
WMTP were specifically designed for mobile devices with limited bandwidth, with
WAP acting as a gateway to translate requests from a mobile phone into standard
HTTP requests, whereas HTTP (Hypertext Transfer Protocol) is the standard
protocol used for web browsing on traditional computers. WMTP and WAP were
particularly relevant in the early days of mobile internet when data capabilities
were significantly lower. See Gajendragad [Exh. 2001] at 99 176, 290.

When Kahn references “wireless communication techniques” in [0057] for
“uploading,” it very clearly shows two wireless protocols WMTP and WAP in Fig
5D. It is thus clear that Kahn wants to use wireless protocols like WMTP for
upload and NOT web protocol HTTP. See Gajendragad [Exh. 2001] at 4 177,
293.

In its Institution decision relating to the *121 Patent (at page 41), the Board
mentions that: “While the term “WMTP’ appears in these figures, it does not seem

to be defined or discussed elsewhere in Kahn.”
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The reason for this is because Kahn assumes the POSITA knows about WAP
architecture and usage in the wireless domain. Just like a POSITA for the wired
network would know about TCP/IP or OSI stack, Kahn assumes the POSITA is
knowledgeable about the WAP architecture and WMTP in the WAP system.
Indeed, Kahn talks about wireless transmission techniques and in the detailed
diagrams it mentions WMTP and WAP. See Gajendragad [Exh. 2001] at 99 178-
179.

In a WAP (Wireless Application Protocol) architecture system, the “wireless
modular transport protocol” (WMTP) refers to the Wireless Datagram Protocol
(WDP), which acts as the transport layer within the WAP stack, providing a
flexible way to transfer data across different network types, even when dealing
with unreliable or limited bandwidth connections typical in mobile networks;
essentially acting as a modular adaptation layer for various underlying bearer
services. See Gajendragad [Exh. 2001] at 4 180.

Again, it is clear that Kahn intends for the POSITA to use WAP architecture
and system. Kahn talks in great detail about WAP and WAP specification in
[0017] and assumes POSITA to know about WAP architecture, and WAP usage in
the wireless domain (WMTP being the transport layer protocol in the WAP
architecture in 2004). See Khan at [0017]: “WAP: Short for the Wireless

Application Protocol, a Secure Specification that allows users to access
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information instantly via handheld wireless devices Such as mobile phones, pagers,
two-way radios, ‘Smart’ phones, and communicators. WAP uses WML or ‘Wireless
Markup Language’ which is a tag-based display language providing navigational
Support, data input, hyperlinks, text and image presentation, and forms, it is a
browsing language Similar to Internet HTML. WAP supports most wireless
networks, including CDMA and GSM. The WAP 2.0 specification is available
from Open Mobile Alliance, Ltd.” See Gajendragad [Exh. 2001] at ] 181.

Further, WAP is also described in Kahn Fig 5A, and it is clear that in Kahn
S5A, WAP is used to connect the mobile app (J2ME Applet in 2004) to the outside
internet for login registration and password. It is NOT HTTP, but WAP that is used

for login password and registration (see Gajendragad [Exh. 2001] at 9 182):

511 =~ UK ole
0K
T

OK 514

i 513
o Password
Passwords
min. 4 max. 8 Yes match? Yes-l-@
Embodiment Assumes characters?
registration data can ba

passed from WAP back to

JZME, and stored in app data, No
during tha same session. %

FIG. 5A

WAP is also described in Kahn Fig SG, which talks about user account that

is a “user’s WAP Account.” This is plainly not an HTTP account. See Gajendragad

[Exh. 2001] at q 183.
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Glossary for J2ME App

Yes- Confirms action and takes user to next screen

No- Cancels aclion and takes user back to previous screen
OK- Confirms action and takes user to next screen

Done- Completes task and takes user to initial page

Cancel- Cancels action and takes user fo previous screen
Exit- Exits application

Upload- Initiates transfer of selected photo to user's account
Upload All- Initiates transfer of all photos to user's account
Delete- Removes selected photo from camera

Delete All- Removes all photos from camera

Preview- View photos in camera

Share- Closes J2ME app and launches to user's WAP account
Next- Displays next photo

Prev- Displays previous photo

FIG. 5G
In 2004, WAP (Wireless Application Protocol) was considered better than
HTTP (Hypertext Transfer Protocol) for mobile devices due to several reasons (see
Gajendragad [Exh. 2001] at 9] 184, 294):

1. Optimized for Mobile Devices: WAP was specifically designed for
the limited capabilities of mobile devices at the time, such as small screens,
low memory, and limited processing power. It used WML (Wireless Markup
Language) instead of HTML, which was more suitable for mobile displays.

2. Efficient Use of Bandwidth: WAP was optimized for narrow-band
bearers with potentially high latency, making it more efficient in terms of
bandwidth usage compared to HTTP. This was crucial for mobile networks,

which had slower data speeds and higher latency.
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3. Security: WAP included Wireless Transport Layer Security
(WTLS), which provided a public-key cryptography-based security
mechanism similar to TLS. This was important for ensuring secure
communication over potentially unprotected mobile networks.

4. Adaptation to Wireless Networks: WAP was designed to work
with various wireless data networks, such as GSM and CDMA, and included
protocols like Wireless Datagram Protocol (WDP) and Wireless Transaction
Protocol (WTP) that were adapted to the wireless environment. 7These
features made WAP more suitable for the mobile internet experience in that
timeframe.

Kahn [0056] does talk about using HTTP to communicate with the image
server, BUT it is for Ecommerce purpose. This whole text of [0056] where HTTP
is mentioned is about the cellphone taking to an image server for e-commerce and
processing fulfilment or ordering hardcopies and enlargement. In any event, in
Kahn [0056] there is no mention of using HTTP to upload photos. See
Gajendragad [Exh. 2001] at 9] 185, 295.

Kahn [0062-0063] is another example of Kahn talking about using HTTP for

internal communication within the Cellphone with hardware GPS chip by

Qualcomm SnapCore that is inside the phone itself, by using location API. Here

HTTP is being used within the host/cellphone to communicate with the hardware
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chip SnapCore to get GPS data from the hardware Chip that resides inside the
phone itself. The Location API call is not going out to the server on the internet, it
is to-and-from the Qualcomm chip on the phone. See Gajendragad [Exh. 2001] at
9 186.

In sum, Kahn is very clear to the POSITA on what protocols to use and
where. Specifically: HTTP for e-commerce and internal hardware chip location
API. As for uploading/media-transfer and login information, on the other hand,
Kahn is very clear to POSITA to use WMTP. See Gajendragad [Exh. 2001] at 99
187, 296.

Petitioner’s assertion that POSITA would use HTTP instead of the clear
teaching of WMTP in Kahn for uploading/media-transfer/login is not supported at
all in Kahn, and does not reflect the approach to be taken by a POSITA. See
Gajendragad [Exh. 2001] at 99 188, 297.

Moreover, WMTP and HTTP are very different protocols and they are
NOT Interchangeable. A POSITA would understand and appreciate that both
WMTP and HTTP run on different layers of the OSI stack. They are NOT
interchangeable and there are significant differences between these two protocols.
The key difference lies in their primary purpose and application domain: HTTP
(Hypertext Transfer Protocol) is the standard protocol for web browsing and data

transfer on the internet, while Wireless Modular Transport Protocol (WMTP) is
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specifically designed for communication between devices within a wireless
modular network, often used in industrial scenarios where reliability and low
latency are critical. See Gajendragad [Exh. 2001] at 99 189, 298; see also

https://ieeexplore.ieee.org/document/4689157.

Abstract:
A new modular

ransport layer protocol for wireless sensor networks (WSNs) is proposed: WMTP - Wireless

WOLIVETaIEGEobladzei(eleell This protocol not only allows the simultaneous use of all the main features
commeonly found in WSN transport protocols, namely congestion-control, fairness, and reliability, but also does
so0 in a modular fashion. This way, the application layer can choose to use exactly the features that it requires.
Additionally, WMTP also provides a set of uncommon features such as throttling, flow-control, transport layer
quality- of-service, and optional integration with service-discovery. Focusing specifically on the fairness feature,
experimental results show that the network resources are appropriately divided whether a simple fairness
semantic is used, or in the presence of weighted differentiation. Additionally, this feature is shown to operate
with minimal energy cost, as the protocol overhead is less than 10%.

There are a number of clear differences between HTTP and WMTP. Among
them are the following (see Gajendragad [Exh. 2001] at § 190):

Key points about HTTP: It is at the seventh layer of standards in
(OSI) reference model. Function: Primarily used for transferring web pages
and data between web servers and client devices like web
browsers. Request-Response model: Operates on a clear request-response
mechanism where a client sends a request to a server and receives a
response. Adopted: as the standard protocol for web communication.

Key points about WMTP: It is at the fourth layer of standards in
(OSI) reference model. It Focus on wireless networks: Designed to facilitate

reliable communication between devices within a wireless modular network,
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often in industrial settings. Low latency and reliability: Prioritizes fast data

transfer with high reliability, crucial for real-time control

applications. Specialized use case: Not as widely used as HTTP, primarily

targeted towards applications where devices need to communicate wirelessly

in a controlled environment.

Functionality of Transport layer protocols and Application layer
protocols are very different. Function of Transport layer protocols like
WMTP, TCP, UDP is to manage data segmentation, error checking, and flow
control. Function of application layer protocols like HTTP, FTP is to define
the structure and content of data for specific applications.

Abstraction level needed and required for both WMTP and HTTP
is very different. The transport layer operates at a lower level providing a
reliable communication channel. Application layer operates at a much higher
layer, allowing applications to focus on their specific tasks without worrying
about network complexities.

The reason POSITA will not go against teaching of Kahn for using WMTP
and switching to HTTP is because the two protocols are NOT Interchangeable. It is
not like switching from FTP to Secure FTP. It is even not like switching from FTP
to HTTP where both are at the application layer protocol (not recommended). See

Gajendragad [Exh. 2001] at 4 191.
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In sum, HTTP is application layer protocol that is the standard for web-
based data transfer, while WMTP is a specialized transport layer protocol for
wireless communication in specific industrial environments, emphasizing
reliability and low latency within a dedicated network. They are NOT
Interchangeable. See Gajendragad [Exh. 2001] at 9 192.

C. Ground 2B Fails (Kahn in View of Feinberg and Bluetooth)

Petitioner and its expert suggest suggests that a POSITA would have been
motivated to combine the teachings of Kahn in view of Feinberg and Bluetooth in
order to arrive at the inventions of the Challenged Claims. For a variety of
reasons, Patent Owner disagrees.

With respect to teachings of Kahn and Feinberg and Bluetooth, David Lett
provides a claim-by-claim articulation of his thoughts regarding how the Kahn in
view of Feinberg and Bluetooth reference renders the Challenged Claims obvious.
Again, Patent Owner disagrees, and herein addresses the most glaring deficiencies
in Petitioner’s analysis. See Gajendragad [Exh. 2001] at 9 300.

Petitioner apparently realizes the fact that Kahn does not disclose the
claimed “‘signal to notify,” so it proceeds to suggest an alternative combination
further including Feinberg. Of course, Feinberg does not disclose the transfer of
thumbnails to the mobile phone, inasmuch as it prefers the use of a media card on

the camera, which communicates with a Home Network Access Point, which, in
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turn, communicates with a third-party website. See Gajendragad [Exh. 2001] at §
301.

The Petitioner is clear that it relies on Feinberg for signal to notify; Petitioner
expressly states: “Accordingly, the entirety of the analysis in Ground 2A applies to
Ground 2B, with the exception that the signal to notify in this Ground is
provided by the thumbnails in the header of the data object.” See Gajendragad
[Exh. 2001] at 9 302.

Petitioner wants to add an extra thumbnail in the file using Feinberg and

wants to assume that this extra thumbnail in the file is the “signal to notify” for
Ground 2B. See Gajendragad [Exh. 2001] at q 303. An annotated version of

Petitioner’s image in its Petition is set forth below:

Data object

.

.......................................................................................................................................................

E Metadata
i | (e.g., timestamp,
: location data)

Preview images

(e.g., thumbnails) WA ERE

Associated Thumbnails as \ J
new-image data signal to notify '

Header information Acquired new-image data

New Theory : Extra Thumbnail in the Header as “signal to notify”

First, neither Feinberg nor Kahn teaches creating an Object, therefore the

combination cannot be teaching an Object either. Even if we were to assume a new
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“file” with a thumbnail in the header is an object the combination (which it is not)
the combination still fails. See Gajendragad [Exh. 2001] at 9 304.

Petitioner shows the new flow diagram that has added thumbnails. But on
inspection, it is missing one key piece. See Gajendragad [Exh. 2001] atq 305.
Specifically, Petitioner surreptitiously removed the GPS request coming from the
camera to the phone. Petitioner’s images from its Petition are shown below side by

side for comparison:

Compare
Page 80 Kahn Flow Image with Page 114 Kahn-Feinberg Flow Image

Sell ph
Cell phone Coneta Cell phone

Server including GPS o

including GPS

Detachable wireless connectior
g.. Bluetooth)
1 i
Photos captured I L 1
(incl. timestamp)
________________ ==p | surreptitiously missing GPS request
Obtaining GPS data |

HTTP connection (e.g., cellular)

from the cell phone |

Auta er
mages to the cell phone

Transfer image data
object to the server

As shown, Petitioner and its expert have removed the Request from the
Camera to the Phone for the GPS. In Kahn, however, it is the camera that first
sends a request to the phone for GPS information for the image that was just taken.
When the phone receives this request for GPS information, it is at this point when
the phone knows about the New Image on the Camera. NO signal to notify is
required after that, about the new data, because the phone now already knows the

existence of new data. See Gajendragad [Exh. 2001] at 9§ 306.
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Petitioner’s image 1s clearly incomplete, because without the request from
the camera, how and why is the phone responding to with GPS information in the
second diagram, and what is the trigger for the phone for sending the GPS
information to the camera in the new flow? See Gajendragad [Exh. 2001] at 9 307.

The Feinberg combination fails for the same reason the combination failed
for just Kahn. In Khan’s state machine, and as discussed above, the first time the

phone is made aware of the existence of the new photo is when the camera makes

a request to the cellphone for the GPS location, using the location API. If anything,

this first request for location GPS to the phone by the camera is the FIRST “signal
to notify” to the phone by the camera about the existence of the new photo on the
camera. See Gajendragad [Exh. 2001] at 9 308.

Summarizing the Challenged Claim: the claim requires “create a new-data
object,” that has “signal to notify, wherein the signal to notify corresponds to the
acquiring of the new-data for transfer,” then “transfer automatically the new-data
object to” a “cellular phone,” which “is configured to listen to the signal to notify,”
and “mobile client application “process the signal to notify.” See Gajendragad
[Exh. 2001] at 9 309.

The claim requires that the first time the phone receives the new data object,
that is the first time the phone knows/or becomes aware of this new data, because

the signal to notify is embedded inside the new data Object. And the phone has
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NOT been aware of the existence of this data/photo before the phone received this
signal to notify for the new data. See Gajendragad [Exh. 2001] at 9 310.
If the Phone already knows about this photo (new data) existing before he

gets the object, then it is not a signal to notify for new-data/photo. It is more of a

message of the data the phone already knows that it exists. See Gajendragad [Exh.
2001] at 4 311.
VI. CONCLUSION

For the reasons set forth above, Petitioner has failed to meet its burden of
establishing the unpatentability of the Challenged Claims. Accordingly, Patent
Owner respectfully submits requests that the relief sought in the Petition be denied,
and that all Challenged Claims be upheld as patentable and valid.

//
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