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(57) ABSTRACT 

A method of operating a semiconductor memory device 
includes applying a program pulse at least once to each of a 
plurality of pages; performing a pre-read operation on a ref 
erence page among the plurality of pages through an initial 
test Voltage; repeating the pre-read operation by controlling 
the initial test voltage until a result of the pre-read operation 
is a pass; setting the initial test Voltage of when the result of 
the pre-read operation is the pass as a reference test Voltage; 
and detecting a defective page among the plurality of pages 
by performing read operations on the plurality of pages 
through the reference test Voltage. 
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SEMCONDUCTORDEVICE AND 
OPERATING METHOD THEREOF 

CROSS-REFERENCE TO RELATED 
APPLICATION 

0001. The present application claims priority to Korean 
patent application number 10-2015-0045296 filed on Mar. 
31, 2015 and 10-2015-0045305, filed on Mar. 31, 2015, the 
entire disclosures each of which are herein incorporated by 
reference in their entirety. 

BACKGROUND 

0002 1. Field of Invention 
0003 Various exemplary embodiments relate generally to 
an electronic device, and more particularly, to a semiconduc 
tor device and an operating method thereof. 
0004 2. Description of Related Art 
0005 Semiconductor memory devices are made of semi 
conductors such as silicon (Si), germanium (Ge), gallium 
arsenide (GaAs), or indium phosphide (Imp). Semiconductor 
memory devices are classified into Volatile memory devices 
and non-volatile memory devices. 
0006 Volatile memory devices lose stored data without a 
constant source of power. Examples of Volatile memory 
devices include Static RAM (SRAM), Dynamic RAM 
(DRAM) and Synchronous DRAM (SDRAM). Non-volatile 
memory devices can retain stored data with or without a 
constant source of power. Examples of non-volatile memory 
include Read Only Memory (ROM), Mask ROM (MROM), 
Programmable ROM (PROM), Erasable Programmable 
ROM (EPROM), Electrically Erasable and Programmable 
ROM (EEPROM), flash memory, Phase-change Random 
Access Memory (PRAM), Magnetic RAM (MRAM), Resis 
tive RAM (RRAM) and Ferroelectric RAM (FRAM). Flash 
memories may be classified into NOR-type memories and 
NAND-type memories. 

SUMMARY 

0007 Various embodiments are directed to a semiconduc 
tor memory device having improved reliability. 
0008 According to an embodiment, a method of operating 
a semiconductor memory device may include applying a 
program pulse at least once to each of a plurality of pages; 
performing a pre-read operation on a reference page among 
the plurality of pages through an initial test Voltage; repeating 
the pre-read operation by controlling the initial test Voltage 
until a result of the pre-read operation is a pass; setting the 
initial test voltage of when the result of the pre-read operation 
is the pass as a reference test Voltage; and detecting a defec 
tive page among the plurality of pages by performing read 
operations on the plurality of pages through the reference test 
Voltage. 
0009. According to another embodiment, a semiconductor 
memory device may include a memory cell array including a 
plurality of memory blocks, each of which includes a plural 
ity of pages; and a peripheral circuit Suitable for performing a 
pre-read operation on a reference page among the plurality of 
pages through an initial test Voltage, wherein the peripheral 
circuit repeats the pre-read operation by controlling the initial 
test Voltage until a result of the pre-read operation is a pass, 
and wherein the peripheral circuit further sets the initial test 
Voltage of when the result of the pre-read operation is the pass 
as a reference test Voltage, and detects a defective page among 
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the plurality of pages by performing read operations on the 
plurality of pages through the reference test Voltage. 
0010. According to another embodiment, a method of 
operating a semiconductor memory device including a plu 
rality of pages coupled to a plurality of pages may include 
performing a program operation on each of the plurality of 
pages by using an incremental step pulse program (ISPP) 
method using a determined verify voltage; providing an addi 
tional program pulse at least once to the plurality of pages 
through a plurality of word lines; and detecting a defective 
page from the plurality of pages by performing read opera 
tions on the plurality of pages through a reference test Voltage 
greater than the verify Voltage by an amount of a determined 
Voltage. 
0011. According to another embodiment, a semiconductor 
memory device may include a memory cell array including a 
plurality of memory blocks, each of which includes a plural 
ity of pages coupled to each of the plurality of word lines; and 
a peripheral circuit Suitable for performing a program opera 
tion on each of the plurality of pages, wherein during the 
program operation, the peripheral circuit performs a program 
operation on a selected page, Verifies whether a result of the 
program operation is a pass by applying a verify Voltage to a 
word line of the selected page, and repeats the program and 
Verifying until the result of the program operation is the pass, 
and wherein the peripheral circuit further increases threshold 
Voltages of memory cells included in the plurality of pages by 
applying an additional program pulse at least once to the 
plurality of word lines, and detects a defective page among 
the plurality of pages by performing read operations on the 
plurality of pages through a reference test Voltage greater than 
the Verify Voltage by an amount of a determined Voltage. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0012 FIG. 1 is threshold voltage distributions illustrating 
memory cells included in each of a plurality of pages; 
0013 FIG. 2 is a block diagram illustrating a semiconduc 
tor memory device according to an embodiment; 
0014 FIG. 3 is a circuit diagram exemplifying one of a 
plurality of memory blocks shown in FIG. 2; 
0015 FIG. 4 is a schematic diagram illustrating pages 
included in a memory block shown in FIG. 2; 
0016 FIG. 5 is a flowchart illustrating a test operation of a 
semiconductor memory device according to an embodiment; 
(0017 FIG. 6 is a flowchart illustrating step S120 of FIG.5; 
0018 FIG. 7 is threshold voltage distributions illustrating 
an example of controlling an initial test Voltage; 
0019 FIG. 8 is threshold voltage distributions illustrating 
memory cells included in each of a plurality of pages; 
0020 FIG. 9 is a flowchart illustrating an example of step 
S130 of FIG. 5; 
0021 FIG. 10 is a flowchart illustrating another example 
of step S130 of FIG. 5; 
0022 FIG. 11 is a block diagram illustrating one of the 
page buffers shown in FIG. 2; 
0023 FIG. 12 is a transaction flow illustrating an opera 
tion of page buffers shown in FIGS. 10 and 11: 
0024 FIG. 13 is a flowchart illustrating another example 
of step S130 of FIG. 5; 
0025 FIG. 14 is a block diagram illustrating a memory 
cell array shown in FIG. 1; 
0026 FIG. 15 is a circuit diagram illustrating an example 
of one of the memory blocks shown in FIG. 14; 
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0027 FIG. 16 is a circuit diagram Illustrating another 
example of one of the memory blocks shown in FIG. 14; 
0028 FIG. 17 is a schematic block diagram illustrating 
pages included in a memory block shown in FIG. 15: 
0029 FIG. 18 is a flowchart illustrating a test operation of 
a semiconductor memory device according to another 
embodiment; 
0030 FIG. 19 is a flowchart illustrating program opera 
tions of pages of a single cell String group of a selected 
memory block; 
0031 FIG. 20 is a voltage application diagram illustrating 
steps S510 and S220 in FIG. 18; 
0032 FIG. 21 is threshold voltage distributions illustrat 
ing an example of steps S510 and S520 in FIG. 18; and 
0033 FIG. 22 is threshold voltage distributions illustrat 
ing another example of steps S510 and S520 in FIG. 18. 

DETAILED DESCRIPTION 

0034. Hereinafter, various embodiments of the present 
disclosure will be described in detail with reference to the 
accompanying drawings. For simplicity, only what is for 
understanding operations of the present disclosure will be 
described below, and the rest will be omitted to avoid unnec 
essarily obscuring the Subject matter. The present invention 
may be embodied is various other forms by those skilled in 
the art with reference to the detailed description below. 
0035. Throughout the disclosure, reference numerals cor 
respond directly to the like numbered parts in the various 
figures and embodiments of the present invention. It is also 
noted that in this specification, “connected/coupled refers to 
one component not only directly coupling another component 
but also indirectly coupling another component through an 
intermediate component. In addition, a singular form may 
include a plural form, and Vice versa, as long as it is not 
specified. 
0036 FIG. 1 is threshold voltage distributions illustrating 
memory cells included in each of a plurality of pages. In FIG. 
1, the horizontal axis refers to a threshold voltage and the 
vertical axis refers to the number of memory cells. 
0037. On the assumption that a high-voltage program 
pulse is applied to each of a plurality of pages when memory 
cells of the plurality of pages have an erase state E, threshold 
Voltages of the corresponding memory cells may be 
increased. 
0038 Most of the pages may include similar voltage dis 
tributions D1 to D3. For example, some of the plurality of 
pages may have a first voltage distribution D1, other pages 
may have a second Voltage distribution D2, and yet other 
pages may have a third voltage distribution D3. 
0039. On the other hand, a predetermined page may have 
a relatively low voltage distribution D4. The corresponding 
memory cells in the predetermined page may be slow cells. 
The slow cells may have low threshold voltages even when 
the same program pulse is applied thereto. The slow cells may 
appear for various reasons. For example, due to a defect in a 
word line, the corresponding word line may not normally 
transfer the program pulse. For another example, a bridge 
may be formed between the corresponding word line and a 
word line adjacent thereto. The defects can be both process 
defects and defects that appear after fabrication. 
0040 Slow cells may reduce the reliability of the semi 
conductor memory device. During a program, slow cells may 
not have desired threshold Voltages even when a program 
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pulse is continuously applied thereto. As a result, the speed 
and reliability of the semiconductor memory device may be 
reduced due to the slow cells. 
0041 FIG. 2 is a block diagram illustrating a semiconduc 
tor memory device 50 according to an embodiment. 
0042. Referring to FIG. 2, the semiconductor memory 
device 50 may include a memory cell array 100 and a periph 
eral circuit 110. 
0043. The memory cell array 100 may include a plurality 
of memory blocks BLK1 to BLKZ. The memory blocks 
BLK1 to BLKZ may be coupled to an address decoder 120 
through row lines RL and to a read and write circuit 140 
through bit lines BL1 to BLm. Each of the memory blocks 
BLK1 to BLKZ may include a plurality of memory cells. 
According to an embodiment, the plurality of memory cells 
may be non-volatile memory cells. 
0044) The peripheral circuit 110 may include the address 
decoder 120, a voltage generator 130, the read and write 
circuit 140, a data input/output circuit 150, a control logic 160 
and a detector 170. 
0045. The address decoder 120 may be coupled to the 
memory cell array 100 through the row lines RL. The address 
decoder 120 may be configured to operate in response to 
control of the control logic 160. 
0046. The address decoder 120 may receive an address 
ADDR. During a read, the address ADDR may include a 
block address and a row address. 
0047. The address decoder 120 may be configured to 
decode the blockaddress from the received address ADDR. 
The address decoder 120 may select one of the memory 
blocks BLK1 to BLKZ according to the decoded block 
address. 
0048. The address decoder 120 may be configured to 
decode the row address from the received address ADDR. 
The address decoder 120 may apply voltages provided from 
the voltage generator 130 to the row lines RL according to the 
decoded row address to select one word line in the selected 
memory block. 
0049 According to an embodiment, the address decoder 
120 may include an address buffer, a block decoder and a row 
decoder. 
0050. The voltage generator 130 may be configured to 
generate a plurality of Voltages by using an external power 
voltage supplied to the semiconductor memory device 50. 
The Voltage generator 130 may operate in response to the 
control logic 160. 
0051. According to an embodiment, the voltage generator 
130 may generate an internal power Voltage by regulating the 
external power Voltage. The internal power Voltage generated 
by the Voltage generator 130 may be used as an operating 
voltage of the semiconductor memory device 50. 
0.052 According to an embodiment, the voltage generator 
130 may generate a plurality of voltages by using the external 
power Voltage or the internal power Voltage. For example, the 
Voltage generator 130 may include a plurality of pumping 
capacitors receiving the internal power Voltage and generate a 
plurality of voltages by selectively activating the plurality of 
pumping capacitors in response to control of the control logic 
160. The generated voltages may be applied to word lines by 
the address decoder 120. 
0053. The read and write circuit 140 may include first to 
mth page buffers PB1 to PBm. The first to mth page buffers 
PB1 to PBm may be coupled to the memory cell array 100 
through the first to mth bit lines BL1 to BLm, respectively. 
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The first to mth page buffers PB1 to PBm may operate in 
response to control of the control logic 160. 
0054) The first to mth page buffers PB1 to PBm may 
communicate data DATA with the data input/output circuit 
150. During a read, the first to mth page buffers PB1 to PBm 
may read data from memory cells coupled to the selected 
word line through the bit lines BL1 to BLm, respectively. The 
read data DATA may be output to the data input/output circuit 
150 through data lines DL, or to the detector 170. During a 
program, the first to mth page buffers PB1 to PBm may 
receive the data DATA to be programmed from the data input/ 
output circuit 150 through the data lines DL. The first to mth 
page buffers PB1 to PBm may program the memory cells 
coupled to the selected word line with the data DATA to be 
programmed through the bit lines BL1 to BLm, respectively. 
0055 According to an embodiment, the read and write 
circuit 140 may include a column selection circuit. 
0056. The data input/output circuit 150 may be coupled to 
the first to mth page buffers PB1 to PBm through the data lines 
DL. The data input/output circuit 150 may operate in 
response to control of the control logic 160. The data input/ 
output circuit 150 may communicate the data DATA with an 
external device. 
0057 The control logic 160 may be coupled to the address 
decoder 120, the voltage generator 130, the read and write 
circuit 140, the data input/output circuit 150 and the detector 
170. The control logic 160 may receive a command CMD. 
The control logic 160 may be configured to control the 
address decoder 120, the voltage generator 130, the read and 
write circuit 140, the data input/output circuit 150 and the 
detector 170 in response to the command CMD. 
0058 According to an embodiment, the control logic 160 
may control the peripheral circuit 110 to performa test opera 
tion. According to an embodiment, the control logic 160 may 
control the test operation in response to the command CMD. 
The test operation may include a pre-read operation per 
formed to determine a reference test voltage and a plurality of 
read operations performed using the determined reference 
test voltage to detect a defective page. The control logic 160 
may control the peripheral circuit 110 to perform the pre-read 
operation to a reference page of the selected memory block to 
determine the reference test Voltage. Subsequently, the con 
trol logic 160 may control the peripheral circuit 110 to per 
form the plurality of read operations on the plurality of blocks 
of the selected memory block according to the reference test 
voltage to detect the defective page. This will be described in 
more detail with reference to FIG. 5. 
0059. The detector 170 may determine the number of fail 
bits in the data received from the first to mth page buffers PB1 
to PBm and output the determined number of fail bits as an 
error value ER to the control logic 160. For example, a fail bit 
may be defined as a data bit having a logic value “1” and a 
pass bit may be defined as a data bit having a logic value "0. 
The control logic 160 may detect the defective page with 
reference to the received error value ER. 
0060 According to an embodiment, the control logic 160 
may define a memory block including the defective page as a 
bad region. The bad region may be replaced by a redundancy 
memory block, among the plurality of memory blocks BLK1 
to BLKZ. 

0061 According to an embodiment, the control logic 160 
may define a defective page as a bad region. The bad region 
may be replaced by a redundancy page, among pages 
included in the corresponding memory block. 
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0062 According to an embodiment, the control logic 160 
may store information about a defective page in an internal 
register (not illustrated). The information stored in the regis 
ter may be externally provided in response to the command 
CMD. 
0063 FIG. 3 is a circuit diagram exemplifying one 
(BLK1) of the plurality of memory blocks BLK1 to BLKZ 
shown in FIG. 2. FIG. 4 is a schematic diagram illustrating 
pages PG1 to PGn included in the memory block BLK1 
described with reference to FIG. 2. 
0064. Referring to FIGS. 2 and 3, the memory block 
BLK1 may include first to mth cell strings CS1 to CSm. The 
first to mth cell strings CS1 to CSm may be connected to the 
first to mth bit lines BL1 to BLm, respectively. 
0065. The cell strings CS1 to CSm may include source 
selection transistors SST, a plurality of memory cells M1 to 
Mn and drain selection transistors DST. The source selection 
transistors SST may be coupled to a source selection line 
SSL. The first to n-th memory cells M1 to Mn may be coupled 
to first to n-th word lines WL1 to WLn. The drain selection 
transistors DST may be coupled to a drain selection line DSL. 
Source sides of the source selection transistors SST may be 
coupled to a common source line CSL. Drain sides of the 
drain selection transistors DST may be coupled to the bit lines 
BL1 to BLm. The source selection line SSL, the first to n-th 
word lines WL1 to WLn and the drain selection line DSL may 
be included in the row lines RL described with reference to 
FIG. 2 and driven by the address decoder 120. The common 
source line CSL may be controlled by, for example, the con 
trol logic 160. 
0066. According to an embodiment, though not illustrated 
in FIG. 3, the memory block BLK1 may be further connected 
to at least one dummy word line and further include memory 
cells connected to at least one dummy word line. According to 
an embodiment, the memory block BLK1 may be coupled to 
two or more drain selection lines, and may include drain 
selection transistors coupled to the drain selection lines. In 
addition, the memory block BLK1 may be coupled to two or 
more source selection lines, and may include source selection 
transistors coupled to the source selection lines. 
0067 Memory cells coupled to a single word line may 
form a single page. Referring to FIG.4, memory cells coupled 
to the first word line WL1 may form the first page PG1, 
memory cells coupled to the second word line WL2 may form 
the second page PG2, memory cells coupled to the third word 
line WL3 may form the third page PG3, and memory cells 
coupled to the nth word line WLn may form the nth page PGn. 
In other words, the memory block BLK1 may include n pages 
PG1 to PGn corresponding to then word lines WL1 to WLn, 
respectively. 
0068 Referring again to FIG.3, during the pre-read opera 
tion and the plural read operations, the first to mth bit lines 
BL1 to BLm may be charged. The common source line CSL 
may be maintained at a ground Voltage. In addition, a power 
voltage may be applied to the source selection line SSL and 
the drain selection line DSL to turn on the source selection 
transistors SST and the drain selection transistors DST. A 
pass Voltage Vpass having a high Voltage level may be applied 
to unselected word lines (e.g., WL1 and WL3 to WLn). The 
corresponding memory cells may be turned on regardless of 
threshold voltages thereof. A read voltage Vrd may be applied 
to a selected word line (e.g., WL2). Selected memory cells 
(e.g., M2) may be turned on or off depending on whether 
threshold Voltages thereof are greater than the read voltage 
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Vrd. The first to mth page buffers PB1 to PBm may sense 
voltage variations or current variations of the first to mth bit 
lines BL1 to BLm to read page data of the selected memory 
cells. For example, memory cells having threshold Voltages 
lower than the read voltage Vrd may be read as a logic value 
“1,” and memory cells having threshold Voltages greater than 
or equal to the read voltage Vrd may be read as a logic value 
“0” When the read voltage Vrd is controlled, page data read 
from the same memory cells may be changed. The page data 
may include as many data bits as the number of (m) selected 
memory cells. 
0069 FIG.5 is a flowchart illustrating the test operation of 
the semiconductor memory device 50 according to an 
embodiment. 

0070 Referring to FIGS. 2, 3 and 5, at step S110, a pro 
gram pulse may be applied at least once to each of the pages 
PG1 to PGn of a selected memory block. The control logic 
160 may select each of the memory blocks BLK1 to BLKZ 
and perform the test operation on the selected memory block. 
Before the test operation is performed, memory cells of the 
selected memory block may have the erase state Eas shown in 
FIG. 1. The control logic 160 may control the voltage gen 
erator 130 to generate the program pulse having a high Volt 
age level. The generated program pulse may be transferred to 
the word lines WL1 to WLn of the selected memory block 
through the address decoder 120. 
0071. As the program pulse is applied, threshold voltages 
of the memory cells included in the pages PG1 to PGn may be 
increased. For example, each of the pages PG1 to PGn may 
include one of the first to third voltage distributions D1 to D3 
as shown in FIG. 1. When one of the pages PG1 to PGn 
includes the slow cells, the corresponding page may include 
the fourth voltage distribution D4. 
0072 At step S120, a pre-read operation may be repeti 

tively performed on a reference page to determine a reference 
test voltage. The control logic 160 may control the peripheral 
circuit 110 to repeat the pre-read operation to the reference 
page. The reference page may be one of the plurality of pages 
PG1 to PGn in the selected memory block as shown in FIG. 4. 
For example, the reference page may be determined by a 
predetermined row address. For example, the reference page 
may correspond to the first page PG1 of the selected memory 
block. For example, the reference page may be the last page 
PGn in the selected memory block. For example, the refer 
ence page may be one among the first to last pages PG1 to 
PGn in the selected memory block. 
0073. Each pre-read operation may be performed on the 
reference page by applying an initial test Voltage as the read 
voltage Vrd. The control logic 160 may perform pre-read 
operations by controlling the initial test Voltage in stages until 
a result of the pre-read operation is determined to be a pass. 
According to an embodiment, the control logic 160 may 
perform the pre-read operations by gradually reducing the 
initial test Voltage. 
0074 At step S130, a defective page may be detected 
among the pages PG1 to PGn by performing read operations 
on the pages PG1 to PGn using the reference test voltage. 
0075 A read operation may be performed by applying the 
reference test Voltage as the read voltage Vrd to each page. It 
may be determined whether a defective page exists in the 
pages PG1 to PGn on the basis of the read page data. By 
performing read operations on the pages sequentially in a 
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direction from the first page PG1 to the nth page PGn, it may 
be determined whether the defective page exists in the first to 
n-th pages PG1 to PGn. 
0076. At step S140, a region corresponding to the defec 
tive page may be processed as a bad region. The control logic 
160 may process a memory block including the defective 
page as the bad region. The control logic 160 may replace the 
memory block including the defective page with a redun 
dancy memory block. When the memory block including the 
defective page is accessed, the corresponding redundancy 
memory block may be accessed. 
(0077 FIG. 6 is a flowchartillustrating step S120 described 
with reference to FIG. 5. 
(0078 Referring to FIGS. 2 and 6, at step S121, the pre 
read operation may be performed on the reference page by 
using the initial test Voltage. The control logic 160 may con 
trol the voltage generator 130 to generate the initial test volt 
age. The control logic 160 may provide the address ADDR 
corresponding to the reference page to the address decoder 
120. The initial test voltage from the voltage generator 130 
may be applied to the reference page by the address decoder 
120. When the initial test voltage is applied to the reference 
page, the first to mth page buffers PB1 to PBm may read page 
data from the reference page. 
(0079. At step S122, it may be determined whether a result 
of the pre-read operation is a pass. The detector 170 may 
receive the page data from the first to mth page buffers PB1 to 
PBm and determine the number of fail bits in the page data. 
The detector 170 may transfer the determined number of fail 
bits to the control logic 160. According to an embodiment, the 
detector 170 may determine a data bit having the logic value 
“1” as a fail bit. 
0080. The control logic 160 may determine whether the 
result of the pre-read operation is a pass or a fall by comparing 
the number of fail bits with a critical value. When the number 
of fall bits is greater than or equal to the critical value, the 
control logic 160 may determine the result of the pre-read 
operation as a fail. When the number offail bits is less than the 
critical value, the control logic 160 may determine that the 
result of the pre-read operation is a pass. 
I0081. At step S123, the initial test voltage may be con 
trolled. According to an embodiment, the control logic 160 
may set the voltage generator 130 to decrease the initial test 
voltage by a predetermined voltage difference dV. 
I0082) Subsequently, steps S121 and S122 may be repeated 
until the control logic 160 determines that the result of the 
pre-read operation is a pass. Thus, pre-read operations may be 
performed while the initial test voltage is gradually 
decreased. 
I0083. At step S124, the initial test voltage of when the 
result of the pre-read operation is determined as a pass may be 
set as the reference test Voltage. 
I0084 FIG. 7 is threshold voltage distributions illustrating 
an example of controlling the initial test Voltage. 
I0085. Referring to FIG. 7, it may be assumed that the 
reference page has the second Voltage distribution D2. A 
predetermined default voltage may be set to a first initial test 
voltage Vint1. First, the pre-read operation may be performed 
using the first initial test Voltage Vint1. A memory cell having 
a lower threshold voltage than the first initial test voltage 
Vint1 in the reference page may be read as the logic value“1. 
A memory cell having a threshold Voltage greater than or 
equal to the first initial test voltage Vint1 in the reference page 
may be read as the logic value “0” When the number of data 
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bits having the logic value “1” (i.e., fail bits) in the read page 
data is greater than the critical value, the pre-read operation 
may be performed using the initial test Voltage decreased by 
a predetermined voltage difference dV. This pre-read opera 
tion may be repeated until the result of the pre-read operation 
is determined to be a pass. The first initial test voltage Vint1 
may continue to decrease and reach a second initial test Volt 
age Vint2. The pre-read operation may be performed using 
the second initial test voltage Vint2. When the number of fail 
bits in the read page data is less than the critical value, the 
second initial test voltage Vint2 may be set as the reference 
test Voltage. 
I0086 According to an embodiment, it may be additionally 
considered whether the second initial test voltage Vint2 is 
higher than a predetermined Voltage. For example, on the 
assumption that a defective page is selected as the reference 
page and has the fourth Voltage distribution D4, as the pre 
read operation is repeated, the first initial test voltage Vint1 
may decrease to a voltage level adjacent to a left tail LFT in a 
voltage range of the fourth voltage distribution D4. When the 
corresponding initial test Voltage adjacent to a left tail LFT is 
set to the reference test Voltage, Subsequent detection of the 
defective page may lose its reliability. Therefore, it may be 
additionally considered whether the second initial test volt 
age Vint2 is higher than the predetermined Voltage adjacent to 
the left tail of the first to third voltage distributions D01 to D3. 
0087. The voltage distributions D1 to D3 may be changed 
by process characteristics of the semiconductor memory 
device 50. The voltage distributions D1 to D3 according to 
each memory block may be varied due to process errors of the 
semiconductor memory device 50. As the programferase 
cycle of the semiconductor memory device 50 increases, a 
memory block on which programs and erases are frequently 
performed may have, for example, higher Voltage distribu 
tions than a memory block on which less programs and erases 
have been performed. 
0088 According to an embodiment, as the pre-read opera 
tion is repeated by controlling the initial test Voltage, the 
reference test Voltage may be set to a Voltage level adjacent to 
a left tail of the voltage distributions D1 to D3 of normal 
pages. In other words, the reference test Voltage may be set 
adaptively based on characteristics of pages of the corre 
sponding memory block. Therefore, Subsequent detection of 
a defective page using the reference test Voltage may be 
efficiently performed. Accordingly, the semiconductor 
memory device 50 having improved reliability may be pro 
vided. 
0089 FIG. 8 is threshold voltage distributions illustrating 
memory cells included in each of a plurality of pages. In FIG. 
8, the horizontal axis refers to a threshold voltage, and the 
vertical axis refers to the number of memory cells. 
0090 Referring to FIG. 8, when the program pulse having 
a high Voltage level is applied to memory cells having the 
erase state E as shown in FIG.1. Some page may have a high 
voltage distribution D5. The corresponding memory cells 
may be fast cells, and the fast cells may have high threshold 
Voltages even when the same program pulse is applied 
thereto. The fifth voltage distribution D5 may have a higher 
voltage level than the voltage distributions D1 to D3 of the 
normal pages. It may be understood that fast cells may be 
generated for various reasons. For example, due to process 
errors of the semiconductor memory device, the correspond 
ing memory cells may be sensitively affected by the program 
pulse. 
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0091. The fast cells may reduce the reliability of the semi 
conductor memory device. During a program, even when 
program pulses are applied a small number of times, the fast 
cells may have excessively increased threshold Voltages. The 
excessively increased threshold Voltages may reduce read 
margin. 
0092. The reference test voltage may be set to detect a 
page including the fast cells as the defective page. It may be 
assumed that the reference page has the second Voltage dis 
tribution D2. The predetermined default voltage may be set to 
the first initial test voltage Vint1. A pre-read operation may be 
performed using the first initial test voltage Vint1. A memory 
cell having a lower threshold voltage than the first initial test 
Voltage Vint1 in the reference page may be read as the logic 
value “1. A memory cell having a threshold voltage greater 
than or equal to the first initial test voltage Vint1 in the 
reference page may be read as the logic value “0” 
0093. According to this embodiment, a data bit having the 
logic value “0” may be defined as a fail bit, and a data bit 
having the logic value “1” may be defined as a pass bit. When 
data bits having the logic value “0” (i.e., fail bits) in the read 
page data are greater than the critical value, the pre-read 
operation may be performed using the initial test Voltage 
increased by the predetermined voltage difference dV. The 
first initial test Voltage Vint1 may continue to increase and 
reach a third initial test voltage Vint3. The pre-read operation 
may be performed using the third initial test voltage Vint3. 
When the number of fail bits in the read page data is less than 
the critical value, the third initial test voltage Vint3 may be set 
as the reference test voltage. In other words, the initial test 
Voltage of when the result of the pre-read operation is a pass 
may be defined as the reference test voltage. 
0094. According to an embodiment, considering that the 
reference page may be a defective page having the fifth Volt 
age distribution D5, it may be further determined whether the 
third initial test voltage Vint3 is lower than the predetermined 
Voltage. For example, it may be additionally considered 
whether the third initial test voltage Vint3 is lower than the 
predetermined voltage adjacent to the right tail of the first to 
third voltage distributions D1 to D3. 
0.095 Subsequently, the plural read operations may be 
performed on pages of the selected memory block by using 
the reference test Voltage. During each of the read operations, 
in the page data or comparative data, which will be described 
with reference to FIGS. 10 and 12, a data bit having the logic 
value “0” may be defined as a fail bit, and a data bit having the 
logic value “1” may be defined as a pass bit. 
0096 FIG. 9 is a flowchart illustrating an example of step 
S130 described with reference to FIG. 5. 
(0097. Referring to FIGS. 4 and 9, at step S131, a read 
operation may be performed on an Xth page PGX to generate 
Xth page data, where X is a natural number less than or equal 
to n. Data of memory cells of the xth page PGX may be read 
by applying the reference test Voltage to an Xth word line 
WLX. The read xth page data may be stored in the first to mth 
page buffers PB1 to PBm described with reference to FIG. 2. 
(0098. At step S132, it may be determined whether the 
number of fail bits in the Xth page data is greater than a 
reference value. The number of data bits having the logic 
value “1” (i.e., fail bits) may be determined among data bits of 
the Xth page data. The Xth page data may be provided to the 
detector 170 from the first to mth page buffers PB1 to PBm. 
The detector 170 may determine the number of fail bits 
included in the Xth page data. A result of determination may 
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be transferred as the error value ER to the control logic 160 as 
described with reference to FIG. 2. 
0099. According to another example, when a defective 
page corresponding to the fifth voltage distribution D5 
described with reference to FIG. 8 is detected, the number of 
data bits having the logic value “O'” (i.e., fail bits) may be 
determined among the data bits of the Xth page data. The 
detector 170 may receive the xth page data from the first to 
mth page buffers PB1 to PBm and determine the number of 
data bits having the logic value “0” in the xth page data. 
0100. At step S133, when the error value ER is greater than 
a reference value, the Xth page may be determined as the 
defective page. The reference value may be set beforehand. 
When the error value ER is less than or equal to the reference 
value, it may mean that threshold Voltages of the memory 
cells of the Xth page are normally increased during the pro 
gram operation. On the other hand, when the error value ER 
is greater than the reference value, it may mean that the 
threshold Voltages of the memory cells of the Xth page are not 
properly increased during the program operation. When the 
threshold Voltages of the corresponding memory cells are not 
properly increased, it may mean that the program pulse is not 
normally transferred to the corresponding memory cells due 
to a defect in the Xth word line WLX. 
0101. According to another example, when the defective 
page corresponding to the fifth voltage distribution D5 
described with reference to FIG. 8 is detected, the reference 
value may be set to a different value from when the defective 
page corresponding to the fourth Voltage distribution D4 
described with reference to FIG. 7. When the error value ER 
is less than or equal to the reference value, it may mean that 
the threshold voltages of the memory cells of the xth page are 
normally increased during the program operation. When the 
error value E is greater than the reference value, the threshold 
Voltages of the memory cells of the Xth page may be exces 
sively increased during the program operation. When the 
threshold Voltages of the corresponding memory cells are 
excessively increased, it may be understood that the memory 
cells are sensitive to the program pulse due to process errors 
of the semiconductor memory device. 
0102) Subsequently, the memory block including the 
defective page may be processed as the bad region. The bad 
region may be replaced by the redundancy memory block 
among the plurality of memory blocks BLK1 to BLKZ. When 
data corresponding to the bad region is received from an 
external device, the corresponding data may be addressed to 
the redundancy memory block. 
0103) According to the embodiment in FIG. 9, the defec 

tive page may be detected at a high operation speed. 
0104 FIG. 10 is a flowchart illustrating another example 
of step S130 described with reference to FIG. 5. 
0105. Referring to FIGS. 4 and 10, at step S200, the read 
operations may be performed on the Xth page PGX and an 
(x+1)th page PGX+1 to generate Xth and (x+1)th page data, 
respectively, where X is a natural number less than or equal to 

0106. At step S201, an OR operation may be performed on 
data bits of the Xth and (X+1)th page data to generate a first 
comparative page. Each of the data bits of the first compara 
tive page may have the logic value “1” when at least one of the 
corresponding data bits of the Xth and (x+1)th page data has 
the logic value “1” (i.e., fail bit). 
0107 According to another embodiment, when the defec 
tive page corresponding to the fifth voltage distribution D5 
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described with reference to FIG. 8 is detected, an AND opera 
tion may be performed on the data bits of the Xth and (x+1)th 
page data. Each of the data bits obtained by the AND opera 
tion may have the logic value “0” when at least one of the 
corresponding data bits of the Xth and (x+1)th page data has 
the logic value “0” (I.e., fail bit). 
0108. At step S202, the number of fail bits of the first 
comparative page may be determined, and a first error value 
may be generated according to the determined number of fail 
bits. The detector 170 may receive the first comparative page 
and determine the number of fail bits included in the first 
comparative page. The determined number of fail bits may be 
transferred as the first error value ER to the control logic 160 
as described with reference to FIG. 2. 
0109 At step S203, a read may be performed on a subse 
quent (i.e., (X+2)th) page to generate (X+2)th page data. 
0110. At step S204, an OR operation may be performed on 
data bits of the (x+1)th and (X+2)th page data to generate a 
second comparative page. Each of the data bits of the second 
comparative page may have the logic value “1” when at least 
one of the corresponding data bits of the (x+1)th and (x+2)th 
page data has the logic value “1” (i.e., fail bit). 
0111. According to another embodiment, when the defec 
tive page corresponding to the fifth voltage distribution D5 
described with reference to FIG. 8 is detected, an AND opera 
tion may be performed on the data bits of the (x+1)th page and 
(x+2)th data. A data bit having the logic value “0” among the 
operated data bits, may be a fail bit. 
(O112 At step S205, the number of fail bits of the second 
comparative page may be determined, and a second error 
value may be generated according to the determined number 
of fail bits. The detector 170 may receive the second com 
parative page and transfer the number of fail bits within a 
logic value in the second comparative page as the second error 
value ER to the control logic 160 as described with reference 
to FIG. 2. 

0113. At step S206, the second error value may be com 
pared with the first error value to detect whether the (x+2)th 
page is a defective page. 
0114. According to an embodiment, the control logic 160 
may calculate an average value by dividing each error value 
by 2. It may be understood that the calculated average value 
refers to an average value of the number of fail bits of the two 
corresponding page data. A first average value corresponding 
to the first error value may refer to an average value of the 
number of fail bits included in the Xth and (x+1)th page data. 
A second average value corresponding to the second error 
value may refer to an average value of the number of fall bits 
included in the (x+1)th and (X+2)th page data. Subsequently, 
the control logic 160 may determine whether the (x+2)th page 
is the defective page by comparing the second average value 
with the first average value. According to an embodiment, 
when the second average value is greater than a multiple 
integer (e.g., four times) of the first average value, the (X+2)th 
page may be determined as the defective page. 
0115 Therefore, a defective page may be detected on the 
basis of a change rate of the pages, which are consecutively 
arranged in a single memory block, depending on the number 
of fail bits of the pages. More specifically, when the current 
page (e.g., (X+2)th page) includes many more fail bits than 
the previous page (e.g., (X-1)th page), the current page may 
be determined as the defective page. When the current page 
includes slightly more fail bits than the previous page, the 
current page may not be determined to be a defective page. 
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When the current page includes many more fail bits than the 
previous page, it may mean that memory cells of the current 
page do not normally react to the program pulse. For example, 
a word line corresponding to the current page is likely to be a 
defective word line. According to an embodiment, the current 
page may be determined as the defective page on the basis of 
the change rate of the consecutively arranged pages with 
respect to the number of fail bits, so that undesirable genera 
tion of a bad region may be prevented. 
0116. The characteristics of the first page PG1 and the 
characteristics of the nth page PGn in the memory block may 
be different. For example, since the nth page PGn is more 
distant from the read and write circuit 140 than the first page 
PG1, even when the number of electrons captured in the 
memory cell of the first page PG1 is equal to the number of 
electrons captured in the memory cell of the nth page PGn, a 
threshold voltage of the nth page PGn may be read to be 
higher than that of the first page PG1. For example, this 
phenomenon may be affected by a length of the bit lines BL1 
to BLm between the respective pages and the read and write 
circuit 140. According to the example described with refer 
ence to FIG. 10, even when the first page PG1 is determined 
to include slightly more fail bits than the reference value, the 
first page PG1 may not be determined as to be a defective 
page. Further, even when the nth page PGn is determined to 
include slightly more fail bits than the reference value, the nth 
page PGn may be determined to be a defective page. As a 
result, erroneous determination of bad regions may be pre 
vented. 

0117 FIG. 11 is a block diagram illustrating one (PB1) of 
the page buffers PB1 to PBm shown in FIG. 2. 
0118 Referring to FIG. 11, the first page buffer PB1 may 
include a sensing transistor ST, a precharge circuit 210, a 
latch circuit 220 and a switching circuit 230. 
0119 The sensing transistor ST may be connected 
between the first bit line BL1 and a sense node SO. The 
sensing transistor ST may be turned on in response to a 
sensing signal SES from the control logic 160 as shown in 
FIG 2. 

0120. The precharge circuit 210 may be connected to the 
sense node SO and the first bit line BL1 through the sensing 
transistor ST. The precharge circuit 210 may precharge the 
first bit line BL1 through the sensing transistor ST in response 
to control of the control logic 160. 
0121 The latch circuit 220 may be connected to the sense 
node SO. The latch circuit 220 may include a plurality of latch 
units LAT1 to LAT3. Each of the first to third latch units LAT1 
to LAT3 may include a single data bit. Data read from the 
memory cell through the first bit line BL1 may be stored in the 
first latch unit LAT1. The first to third latch units LAT1 to 
LAT3 may exchange data in response to control of the control 
logic 160. 
0122 The first, second and third latch units LAT1, LAT2 
and LAT3 may be coupled to the switching circuit 230 
through first, second and third nodes AN, BN and CN, respec 
tively. The first to third latch units LAT1 to LAT3 may be 
coupled to the data input/output circuit 150 and the detector 
170 through the switching circuit 230. 
0123. The latch circuit 220 may further include other tran 
sistors (not illustrated) in addition to the latch units LAT1 to 
LAT3. It may be understood that an OR operation or an AND 
operation may be performed on data bits stored in the first to 
third latch units LAT1 to LAT3 by using these additional 
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transistors. The first and second comparative pages described 
with reference to FIG. 10 may be generated in the page 
buffers PB1 to PBm. 

0.124 FIG. 12 is a transaction flow Illustrating an opera 
tion of the page buffers PB1 to PBm described with reference 
to FIGS. 10 and 11. FIG. 12 exemplarily shows the page 
buffers PB81 to PBm performing steps S200, S201, S203 and 
S204 for generating the first and second comparative pages 
described with reference to FIGS. 10 and 11. 

(0.125 Referring to FIGS. 2 and 10 to 12, at step S300, the 
Xth page data may be read by first latches LATS1 of the page 
buffers PB1 to PBm by performing a read operation on the xth 
page. At step S301, the xth page data may be transferred from 
the first latches LATs 1 to second latches LATs2 of the page 
buffers PB1 to PBm. For example, data stored in the first latch 
LAT1 in each page buffer may be transferred to the second 
latch LAT2 through the sense node SO. 
I0126. At step S302, the (x+1)th page data may be read by 
the first latches LATs1 by performing a read operation on the 
(X+1)th page. 
I0127. At step S303, an OR operation may be performed on 
the (x+1)th page data stored in the first latches LATs 1 and the 
Xth page data stored in the second latches LATS2. At step 
S304, the first comparative page may be stored in third latches 
LATs3 of the page buffers PB1 to PBm. 
I0128. At step S305, the first comparative page may be 
output from the third latches LATs3 to the detector 170. The 
detector 170 may detect the number of fail bits in the first 
comparative page. 
I0129. At step S306, the (x+1)th page data remaining in the 
first latches LATs1 may be transferred to the second latches 
LATs2. Subsequently, at step S307, the (x+2)th page data 
may be read by the first latches LATs1 by performing a read 
operation on the (X+2)th page. 
0.130. At step S308, an OR operation may be performed on 
the (x+2)th page data stored in the first latches LATs 1 and the 
(X+1)th page data stored in the second latches LATS2. At step 
S309, the second comparative page generated by performing 
the OR operation may be stored in the third latches LATs3. 
I0131. At step S310, the second comparative page may be 
output to the detector 170 from the third latches LATs3. The 
detector 170 may detect the number of fail bits in the second 
comparative page. 
0.132. According to the embodiment in FIG. 12, a com 
parative page may be generated by using the plurality of 
latches LATs1, LATs2, and LATs3 in the page buffers PB1 to 
PBm without a separate configuration for storing the com 
parative page in the semiconductor memory device 50. There 
fore, the area of the semiconductor memory device 50 may be 
reduced. 

0.133 FIG. 13 is a flowchart illustrating another example 
of step S130 described with reference to FIG. 5. 
I0134) Referring to FIGS. 2 and 13, at step S400, a read 
operation may be performed on the Xth page PGX to generate 
the Xth page data. The Xth page data may be provided from the 
page buffers PB1 to PBm to the detector 170. 
I0135. At step S401, the number of fail bits in the Xth page 
data may be detected as a first error value. The detector 17 
may detect the number of fail bits in the xth page data and 
transfer the detected number of fail bits as the first error value 
ER to the control logic 160. 
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0136. At step S402, the (x+1)th page PGx--1 may be read 
to generate the (x+1)th page data. The (x+1)th page data may 
be provided from the page buffers PB1 to PBm to the detector 
170. 

0137. At step S403, the number of fail bits in the (x+1)th 
page data may be detected as a second error value. The detec 
tor 170 may transfer the number offail bits in the (x+1)th page 
data as the second error value ER to the control logic 160. 
0.138. At step S404, it may be determined whether the 
(x+1)th page is the defective page by comparing the second 
error value with the first error value. According to an embodi 
ment, the control logic 160 may determine that the (x+1)th 
page is the defective page when the second error value is 
greater than a multiple integer (e.g., four times) of the first 
error value. Therefore, the defective page may be detected on 
the basis of a change rate of pages arranged consecutively in 
a single memory block with respect to the number of fail bits. 
0139 FIG. 14 is a block diagram illustrating a memory 
cell array 500 described with reference to FIG. 1. 
0140. Referring to FIG. 14, a memory cell array 500 may 
include a plurality of memory blocks BLK11 to BLK1z. Each 
of the memory blocks BLK11 to BLK1z may have a three 
dimensional structure. Each memory block may include a 
plurality of memory cells stacked over the substrate. The 
memory cells may be arranged in +X direction, +Y direction 
and +Z direction. The structure of each of the memory blocks 
will be described below in detail with reference to FIGS. 5 
and 15. 

0141 FIG. 15 is a circuit diagram illustrating an example 
of one (BLK11) of the memory blocks BLK11 to BLK1z 
shown in FIG. 14. 

0142. Referring to FIG. 15, the first memory block BLK11 
may include a plurality of cell strings CS11 to CS1m and 
CS21 to CS2m. Each of the cell strings CS11 to CS1m and 
CS21 to CS2m may have a 'U' shape. In the first memory 
block BLK11, m cell strings may be arranged in a row direc 
tion (i.e., +X direction). For simplicity, FIG. 15 illustrates the 
first memory block BLK11 including two cell strings 
arranged in a column direction. However, two or more cell 
strings may be arranged in the column direction (i.e., +Y 
direction). 
0143. Each of the cell strings CS11 to CS11m and CS21 to 
CS2m may include at least one source selection transistor 
SST, at least one source side dummy memory cell SDC, a 
plurality of memory cells NMC1 to NMCn, a pipe transistor 
PT, at least one drain side dummy memory cell DDC, and at 
least one drain selection transistor DST. 

0144. The selection transistors SST and DST, the dummy 
memory cells SDC and DDC and the memory cells NMC1 to 
NMCn may have similar structures. According to an embodi 
ment, each of the selection transistors SST and DST, the 
dummy memory cells SDC and DDC and the memory cells 
NMC1 to NMCn may include a channel layer, a tunneling 
insulating layer, a charge storage layer and a blocking insu 
lating layer. 
(0145. In each cell string, memory cells NMC1 to NMCp, 
the source side dummy memory cell SDC and the source 
selection transistor SST may be sequentially stacked in a 
direction crossing a substrate (not illustrated) under the 
memory block BLK11, i.e., +Z direction. In each cell string, 
memory cells NMCp+1 to NMCn, the drain side dummy 
memory cell DDC and the drain selection transistor DST may 
be sequentially stacked in the +Z direction. 
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0146 Two holes may pass through structures, disposed 
between the bit lines BL1 to BLm and the substrate (not 
illustrated) under the memory block BLK11, in the opposite 
direction to the +Z direction. A channel layer may be formed 
in each of the holes. Two holes may correspond to a single cell 
string. The channel layer of each of the holes may be coupled 
to the channel layer of the pipe transistor PT. The channel 
layer of each of the holes may be provided as channel layers 
of the selection transistors SST and DST, the dummy memory 
cells SDC and DDC and the memory cells NMC1 to NMCn 
included in a single cell string. 
0147 As is well known in the art, the width of each hole 
may gradually decrease towards the Substrate due to process 
characteristics. For example, the structures of the memory 
block BLK11 may be etched from top toward the substrate to 
form holes, so that the width of each of the holes may gradu 
ally decrease toward the substrate. When a channel layer is 
formed in the hole, the channel layer corresponding to each of 
the memory cells NMC1 to NMCn in the cell string may have 
a diameter corresponding to the width of the hole. Therefore, 
the memory cells NMC1 to NMCn according to each word 
line may have different channel layers, and the memory cells 
NMC1 to NMCn may have different characteristics. In addi 
tion, it may be understood that the memory cells NMC1 to 
NMCn may have different characteristics for different rea 
sons. For example, the characteristics of the memory cells 
NMC1 to NMCn according to each word line may vary with 
differences in distance between the common source line CSL 
and the memory cells. For example, a Voltage transferred to 
the memory cell through the common source line CSL may 
vary with the distance between the common source line CSL 
and the corresponding memory cell. 
0.148. The source selection transistor SST of each cell 
string may be connected between the common source line 
CSL and the source side dummy memory cell SDC. Accord 
ing to an embodiment, the common Source line CSL may be 
coupled to the memory blocks BLK11 to BLK1z as shown in 
FIG 14. 

0149 According to an embodiment, source selection tran 
sistors of cell strings arranged in the same row (+X direction) 
may be coupled to a source selection line extending in the row 
direction. Source selection transistors of cell strings arranged 
in different rows may be coupled to different source selection 
lines. Source selection transistors of the cell strings CS11 to 
CS1m arranged in the first row may be coupled to a first 
source selection line SSL1. Source selection transistors of the 
cell strings CS21 to CS2m arranged in the second row may be 
coupled to a second source selection line SSL2. 
0150. The source side dummy memory cell SDC of each 
cell String may be coupled between the source selection tran 
sistor SST and the memory cells NMC1 to NMCp. According 
to an embodiment, gates of the source side dummy memory 
cells located at the same height may be coupled to a single 
source side dummy word line SDWL. 
0151. The first to n-th memory cells NMC1 to NMCn of 
each cell String may be coupled between the source side 
dummy memory cell SDC and the drain side dummy memory 
cell DDC. 
0152 The first to n-th memory cells NMC1 to NMCn may 
be divided into first to pth memory cells NMC1 to NMCp and 
(p+1)th to nth memory cells NMCp+1 to NMCn. The first to 
pth memory cells NMC1 to NMCp and the (p+1)th to nth 
memory cells NMCp+1 to NMCn may be coupled through 
the pipe transistor PT. 
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0153. The first to pth memory cells NMC1 to NMCp may 
be coupled in series between the source side dummy 
memory cell SDC and the pipe transistor PT. The (p+1)th to 
nth memory cells NMCp+1 to NMCn may be coupled in 
series between the pipe transistor PT and the drain side 
dummy memory cell DDC. Gates of the first to n-th memory 
cells NMC1 to NMCn may be coupled to first to n-th word 
lines NWL1 to NWLn, respectively. 
0154 Agate of the pipe transistor PT of each cell string 
may be coupled to a pipe line PL. 
(O155 The drain side dummy memory cell DDC of each 
cell string may be coupled between the drain selection 
transistor DST and the memory cells NMCp+1 to NMCn. 
According to an embodiment, gates of drain side dummy 
memory cells located at the same height may be coupled to 
a single drain side dummy word line DDWL. 
0156 The drain selection transistor DST of each cell 
string may be coupled between the corresponding bit line 
and the drain side dummy memory cell DDC. Drain selec 
tion transistors of cell strings arranged in the same row may 
be coupled to a drain selection line extending in the row 
direction. Drain selection transistors of cell strings arranged 
in different rows may be coupled to different drain selection 
lines. Drain selection transistors of the cell strings CS11 to 
CS1m arranged in the first row may be coupled to a first 
drain selection line DSL1. Drain selection transistors of the 
cell strings CS21 to CS2m arranged in the second row may 
be coupled to a second drain selection line DSL2. 
0157 Cell strings arranged in the column direction (+Y 
direction) may be coupled to a bit line extending in the 
column direction. The cell strings CS11 and CS21 in the first 
column may be coupled to the first bit line BL1. The cell 
strings CS1m and CS2m in the mth column may be coupled 
to the mth bit line BLm. In other words, cell strings CS1.x 
and CS2x in the Xth column may be coupled to an xth bit line 
BLX, where X is greater than or equal to 1, and less than or 
equal to m. 
0158 Data may be stored in the first to n-th memory cells 
NMC1 to NMCn through the first to mth bit lines BL1 to 
BLm, respectively. The data stored in the first to n-th 
memory cells NMC1 to NMCn may be read through the first 
to mth bit lines BL1 to BLm. However, the data may not be 
stored in the dummy memory cells SDC and DDC. 
0159. Instead of the first to mth bit lines BL1 to BLm 
shown in FIG. 15, even bit lines and odd bit lines may be 
provided. Even cell strings, among the cell Strings CS11 to 
CS1m or CS21 to CS2m arranged in the row direction, may 
be coupled to the even bit lines, respectively. Odd cell 
strings, among the cell strings CS11 to CS1m or CS21 to 
CS2m arranged in the row direction, may be coupled to the 
odd bit lines, respectively. 
0160 FIG. 16 is a circuit diagram of another example of 
one (BLK11') of the memory blocks BLK11 to BLK1z 
shown in FIG. 14. 

(0161 Referring to FIG. 16, a first memory block BLK11' 
may include a plurality of cell strings CS11 to CS1m' and 
CS21' to CS2m'. Each of the cell strings CS11" to CS1m' and 
CS21' to CS2m' may extend in +Z direction. Each of the cell 
strings may include at least one source selection transistor 
SST, at least one source side dummy memory cell SDC, first 
to n-th memory cells NMC1 to NMCn, at least one drain side 
dummy memory cell DDC, and at least one drain selection 
transistor DST. 
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0162 The selection transistors SST and DST, the dummy 
memory cells SDC and DDC and the memory cells NMC1 
to NMCn may have similar structures. According to an 
embodiment, each of the selection transistors SST and DST, 
the dummy memory cells SDC and DDC and the memory 
cells NMC1 to NMCn may include a channel layer, a 
tunneling insulating layer, a charge storage layer and a 
blocking insulating layer. 
0163. In each cell string, the source selection transistor 
SST, the source side dummy memory cell SDC, the first to 
n-th memory cells NMC1 to NMCn, the drain side dummy 
memory cell DDC and the drain selection transistor DST 
may be sequentially stacked in a direction crossing a Sub 
strate (not illustrated) under the memory block BLK11", i.e., 
the +Z direction. 
0164. Holes may pass through structures, disposed 
between the bit lines BL1 to BLm and the substrate (not 
illustrated) under the memory block BLK11", in the opposite 
direction to the +Z direction. A channel layer may be formed 
in each hole. These holes may correspond to a single cell 
string. The channel layer formed in the hole may be provided 
as channel layers of the selection transistors SST and DST, 
the dummy memory cells SDC and DDC and the memory 
cells NMC1 to NMCn included in a single cell string. 
0.165 Due to process characteristics, a width of each of 
the holes may decrease toward the substrate. For example, 
when the hole is formed by etching the structures of the 
memory block BLK11" from top toward the substrate, the 
width of each hole may gradually decrease toward the 
substrate. When the channel layer is formed in the hole, the 
channel layer corresponding to each of the memory cells 
NMC1 to NMCn of the cell string may have a diameter 
corresponding to the width of the hole. 
(0166 The source selection transistor SST of each cell 
string may be coupled between the common source line CSL 
and the source side dummy memory cell SDC. The source 
of the source selection transistor SST may be coupled to the 
common source line CSL. 
0.167 According to an embodiment, source selection 
transistors of cell Strings arranged in the same row (+X 
direction) may be coupled to the same source selection line. 
Source selection transistors of cell Strings arranged in dif 
ferent rows may be coupled to different source selection 
lines. Source selection transistors of the cell strings CS11' to 
CS1m' arranged in the first row may be coupled to the first 
source selection line SSL1. Source selection transistors of 
the cell strings CS21' to CS2m' arranged in the second row 
may be coupled to the second source selection line SSL2. 
0.168. The source side dummy memory cell SDC of each 
cell String may be coupled between the source selection 
transistor SST and the memory cells NMC1 to NMCn. 
According to an embodiment, Source side dummy memory 
cells located at the same height may be coupled to the same 
source side dummy word line SDWL. 
0169. In each cell string, the first to n-th memory cells 
NMC1 to NMCn may be coupled in series between the 
source side dummy memory cell SDC and the drain side 
dummy memory cell DDC. In the cell strings CS11" to 
CS1m' and CS21' to CS2m', memory cells located at the 
same height may be coupled to the same word line. The first 
to n-th memory cells NMC1 to NMCn may be coupled to the 
first to n-th word lines NWL1 to NWLn, respectively. 
0170 The drain side dummy memory cell DDC of each 
cell string may be coupled between the memory cells NMC1 
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to NMC and the drain selection transistor DST. According to 
an embodiment, drain side dummy memory cells located at 
the same height may be coupled to the drain side dummy 
word line DDWL. 
(0171 The drain selection transistor DST of each cell 
string may be coupled between the corresponding bit line 
and the drain side dummy memory cell DDC. Drain selec 
tion transistors of the cell strings CS11" to CS1m' arranged 
in the first row may be coupled to the first drain selection line 
DSL1. Drain selection transistors of the cell strings CS21' to 
CS2m' arranged in the second row may be coupled to the 
second drain selection line DSL2. 
0172. As a result, except that the pipe transistor PT is 
removed from each cell string, the memory block BLK11 
shown in FIG. 16 may have similar equivalent circuitry as 
the memory block BLK11 shown in FIG. 15. 
0173 Hereinafter, an embodiment of the present inven 
tion will be described using memory block BLK11 shown in 
FIG. 15 as a basis. 
0.174 FIG. 17 is a schematic block diagram of pages 
included in the memory block BLK11 shown in FIG. 15. In 
FIG. 17, it is assumed that each cell string includes six 
memory cells. 
(0175 Referring to FIGS. 15 and 17, the memory block 
BLK11 may include a plurality of pages P1 1 to P16 and 
P2 1 to P2 6. For example, memory cells coupled to the 
same word line NWL1 in cell strings CS11 to CS1m 
arranged in the same row (e.g., first row) may form a single 
page. In the memory block BLK11, m cell strings may be 
arranged in the row direction (i.e., +X direction). Therefore, 
a single page may include m memory cells. 
0176 Cell strings arranged in the same row may be 
included in a single cell String group CG. Since each of the 
cell strings includes six memory cells, a single cell String 
group CG may include six pages. The first to sixth pages 
P1 1 to P1 6 in the first row may form a first cell string 
group, and the first to sixth pages P2. 1 to P2 6 in the second 
row may form a second cell string group. 
0177 FIG. 18 is a flowchart illustrating the test operation 
of the semiconductor memory device 50 according to 
another embodiment. 
(0178 Referring to FIGS. 2, 17 and 18, at step S510, the 
peripheral circuit 110 may perform program operations on 
the pages P1 1 to P1 6 and P2 1 to P2 6 of a selected 
memory block by using a verify voltage. Each of the 
program operations may be performed using an incremental 
step pulse program (ISPP) method. When the program 
operations are completed, memory cells of the pages P1 1 
to P16 and P2 1 to P2 6 may have threshold voltages 
greater than the verify voltage. 
0179 Before the program operations, the threshold volt 
ages of the memory cells of the selected memory block may 
be distributed within a relatively wide voltage range since 
the memory cells NMC1 to NMCn according to each word 
line have different characteristics. Prior to the program 
operations, it may be assumed that an erase operation is 
performed on the memory cells of the selected memory 
block. The erase operation may be performed in units of 
memory blocks. The erase operation may include reducing 
the threshold voltages of the memory cells by transferring an 
erase pulse to the channel layers of the cell strings and 
determining whether the threshold voltages of the memory 
cells are lower than an erase verify Voltage Vev by applying 
the erase verify voltage Vev, which will be described with 
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reference to FIG. 21, to the word lines. By repeating these 
operations, the threshold Voltages of the memory cells may 
be reduced to less than the erase verify voltage Vev. These 
operations may be repeated until threshold voltages of all 
memory cells in the memory block become lower than the 
erase verify voltage Vev. 
0180 Since the memory cells NMC1 to NMCn according 
to each word line have different characteristics, voltage 
distributions of the pages P1 1 to P1 6 and P2 1 to P2 6 
may have different Voltage ranges. For example, memory 
cells of a word line adjacent to a Substrate may be less 
affected by the erase pulse since channel layers thereof have 
a small length (diameter) and thus have a relatively small 
voltage distribution (see E4 in FIG. 21). For example, 
memory cells of a word line adjacent to the common Source 
line CSL may be heavily affected by the erase pulse since 
channel layers thereof have a greater length (diameter) and 
thus have a relatively low voltage distribution (see E1 in 
FIG. 21). 
0181 A program operation may be performed on each 
page by using an ISPP method. The program operation may 
be performed in units of pages. A program may be repeated 
until threshold Voltages of memory cells of each page are 
increased to be greater than the verify voltage. After the 
program operation, a voltage distribution of each page may 
be in a narrow Voltage range higher than the verify Voltage. 
0182. At step S520, the peripheral circuit 110 may apply 
a program pulse of high-voltage to pages at least once. The 
high-voltage program pulse generated by the voltage gen 
erator 130 may be applied to the word lines NWL1 to NWLn 
through the address decoder 120. Therefore, threshold volt 
ages of the memory cells may be increased. The Voltage 
distribution of each page may be increased. The Voltage 
distribution of a page including slow cells may be slightly 
increased. 

0183. As a result, the page including the slow cells may 
have a different Voltage distribution than other pages. 
0.184 At step S530, a voltage greater than the verify 
Voltage by a predetermined Voltage may be set to the 
reference test voltage. The control logic 160 may control the 
Voltage generator 130 to generate the reference test Voltage. 
0185. At step S540, read operations may be performed on 
the pages PG1 1 to PG1 6 and PG2 1 to PG2 6 by using 
the reference test voltage to detect the defective page from 
the pages PG1 1 to PG16 and PG2 1 to PG2 6. The 
reference test voltage generated by the voltage generator 130 
may be applied to each page through the address decoder 
120 to perform each read operation thereon. It may be 
determined whether the defective page exists in the pages 
PG1 1 to PG16 and PG2 1 to PG2 6 on the basis of the 
read page data. While the read operations are sequentially 
performed on the first to sixth pages PG1 1 to PG1 6 in the 
first cell string group, it may be determined whether the 
defective page exists in the first to sixth pages PG1 1 to 
PG1 6. Whether the defective page exists in the first to sixth 
pages PG1 1 to PG1 6 may be determined using one of the 
methods described above according to the embodiments 
with reference to FIGS. 9, 10 and 12. Subsequently, while 
the read operations are sequentially performed on the first to 
sixth pages PG2 1 to PG2 6 in the second cell String group, 
it may be determined whether the defective page exists in the 
first to sixth pages PG2 1 to PG2 6. Whether the defective 
page exists in the first to sixth pages PG2 1 to PG2 6 may 
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also be determined by one of the methods according to the 
embodiments described above with reference to FIGS. 9, 10 
and 12. 
0186. At step S550, a region corresponding to the defec 
tive page may be processed as the bad region. According to 
an embodiment, the control logic 160 may define a memory 
block including the defective page as the bad region. The 
bad region may be replaced by a redundancy memory block, 
among the memory blocks BLK11 to BLK1z. According to 
an embodiment, the control logic 160 may define the defec 
tive page as the bad region. The bad region may be replaced 
by a redundancy page, among the pages included in the 
corresponding memory block. 
0187. According to an embodiment, after program opera 
tions are performed on the pages P1 1 to P1 6 and P2 1 to 
P2 6 of the selected memory block by using an ISPP 
method, the program pulse may be applied at least once to 
the pages P1 1 to P16 and P2 1 to P2 6. Therefore, the 
page including slow cells may have a different Voltage 
distribution than other pages. Subsequently, the read opera 
tions may be performed on the pages P1 1 to P1 6 and P2 1 
to P2 6 to detect the defective page. Therefore, the defective 
page may be efficiently detected. Accordingly, a semicon 
ductor memory device 50 having improved reliability may 
be provided. 
0188 FIG. 19 is a flowchart illustrating program opera 
tions of pages of a single cell String group CG of a selected 
memory block. FIG. 19 exemplarily shows the program 
operations on the pages P1 1 to P1 6 of the first cell string 
group of the selected memory block as described with 
reference to FIG. 17. Program operations on the pages P2 1 
to P2 6 of the second cell String group may be the same as 
the pages P1 1 to P1 6 of the first cell string group. 
(0189 Referring to FIGS. 15 and 19, at step S511, a 
program operation may be performed on a kth page among 
the pages P1 1 to P1 6, where k is an integer ranging from 
1 to 6. 

0190. According to an embodiment, a turn-off voltage 
(e.g., ground Voltage) may be applied to the Source selection 
lines SSL1 and SSL2 of the selected memory block so that 
the cell strings CS11 to CS1m and CS21 to CS2m may be 
electrically separated from the common source line CSL. 
The turn-off Voltage may be applied to an unselected drain 
selection line between the drain selection lines DSL1 and 
DSL2. Drain selection transistors coupled to the unselected 
drain selection line may be turned off, and the corresponding 
cell strings may be electrically separated from the bit lines 
BL1 to BLm. A turn-on voltage (e.g., power Voltage) may be 
applied to a selected drain selection line between the drain 
selection lines DSL1 and DSL2. Therefore, cell strings 
coupled to the selected drain selection line may be selected 
cell strings. The selected cell Strings may be cell Strings 
including the kth page. 
0191 A program Voltage having a high Voltage level may 
be applied to a kth word line coupled to the kth page. Each 
of the memory cells of the kth page may be programmed or 
program-inhibited depending on data transferred through the 
corresponding bit line. When a program permission voltage 
(e.g., ground Voltage) is applied to a bit line, the correspond 
ing drain selection transistor may be turned on by a power 
voltage of the selected drain selection line and receive the 
program permission Voltage from the bit line of the corre 
sponding cell string. The program permission voltage may 
be transferred to the memory cell of the kth page. The 
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difference between the program permission Voltage and the 
program Voltage of the kth word line may increase a 
threshold voltage of the memory cell of the kth page. 
0.192 When a program inhibition voltage (e.g., power 
Voltage) is applied to the bit line, even if a power Voltage is 
applied to the selected drain selection line, the correspond 
ing drain selection transistor may be turned off, and the 
corresponding cell string may be electrically separated from 
the bit line. In other words, the corresponding cell string may 
be separated from the bit line and the common source line 
and floated. When the program voltage is applied to the kth 
word line, the voltage of the channel layer of the corre 
sponding cell string may be boosted. Since the difference 
between the boosted voltage of the channel layer and the 
program Voltage is not large, the threshold Voltage of the 
memory cell of the kth page may not increase. 
0193 The control logic 160 may control the page buffers 
PB1 to PBm to bias the bit lines BL1 to BLn to the program 
permission voltage, so that threshold Voltages of the 
memory cells of the kth page may be increased during a 
program. 
0194 At step S512, the threshold voltages of the memory 
cells of the kth page may be verified using a verify Voltage. 
0.195 According to an embodiment, a turn-on voltage 
may be applied to a source selection line and a drain 
selection line corresponding to the selected cell Strings. A 
turn-off Voltage may be applied to a source selection line and 
a drain selection line corresponding to unselected cell 
strings. The selected cell strings may be electrically coupled 
to the bit lines BL1 to BLm and the common source line 
CSL. The unselected cell strings may be electrically sepa 
rated from the bit lines BL1 to BLm and the common source 
line CSL. 
0196. A verify voltage may be applied to the kth word 
line. A pass Voltage having a high Voltage level may be 
applied to the remaining word lines. Memory cells coupled 
to the remaining word lines may be turned on regardless of 
threshold voltages thereof. The memory cells of the kth page 
may be turned on or off depending on threshold Voltages 
thereof. The page buffers PB1 to PBm may verify the 
threshold voltages of the memory cells of the kth page by 
sensing voltages or currents of the bit lines BL1 to BLm. 
When the threshold voltages of the memory cells are less 
than or equal to the verify voltage, a logic value “1” may be 
read. When the threshold voltages of the memory cells are 
greater than the verify voltage, a logic value “0” may be 
read. The read page data may be stored in the page buffers 
PB1 to PBm. The page buffers PB1 to PBm may transfer the 
page data to the detector 170. 
(0197). At step S513, it may be determined whether a 
program result is a pass or a not. The detector 170 may 
detect the number of data bits having the logic value “1” in 
the page data. The control logic 160 may determine that a 
result of the program is a fail when a data bit having the logic 
value “1” exits in the page data. If not, the control logic 160 
may determine that the result of the program is a pass. When 
the program result is a fail, step S511 may be performed 
again. At step S511, among the page buffers PB1 to PBm, a 
page buffer which stores a data bit of the logic value “1” may 
bias the corresponding bit line to the program permission 
voltage. Among the page buffers PB1 to PBm, a page buffer 
which stores a data bit of the logic value “0” may bias the 
corresponding bit line to the program inhibition Voltage. In 
other words, a memory cell having a threshold Voltage less 
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than or equal to the verify Voltage may be programmed, and 
a memory cell having a higher threshold Voltage than the 
verify voltage may be program-inhibited. 
0198 The program operation on the kth page may 
include steps S511 to S513. Since steps S511 to S513 are 
repeated until the program result is a pass, the threshold 
Voltages of the memory cells of the kth page may be in a 
narrow Voltage range higher than the verify Voltage. 
(0199. At step S514, it may be determined whether the kth 
page is the last page of the pages P1 1 to P1 6. If not, step 
S515 may be performed. In other words, a program opera 
tion may be performed on a Subsequent page. 
0200 FIG. 20 is a voltage application diagram illustrat 
ing steps S510 and S520 described with reference to FIG. 
18. 
0201 During a program operation, a program pulse may 
be repetitively applied to a word line of a selected page. 
First, the first program pulse Vpgm1 may be applied. During 
the corresponding verify, a verify voltage V vrf may be 
applied to a word line of a selected page. When the program 
result is a fail, a second program pulse Vpgm2 greater than 
the first program pulse Vpgm1 by a first step Voltage V step1 
may be applied. During the corresponding verify, the verify 
voltage Vvrf may be applied. Until the program result is a 
pass, a plurality of incremental step pulses Vpgm1 to 
VpgmO may be applied. Each of the program pulses Vpgm1 
to VpgmO may be higher than the previous program pulse 
by the first step voltage V step 1. In other words, the program 
operation may be performed using an incremental step pulse 
program (ISPP) method. 
0202. It may be understood that the number of times the 
program pulses Vpgm1 to VpgmO are applied may vary for 
each page. For example, when a program operation is 
performed on a page Including slow cells, the program 
pulses Vpgm1 to VpgmO may be applied a large number of 
times. However, the number of times the program pulses 
Vpgm1 to VpgmO are applied may vary for each page 
including normal cells. 
0203. After program operations on the pages P1 1 to 
P1 6 and P2 1 to P2 6 of the selected memory block are 
completed, an additional program pulse Vadt may be 
applied. The additional program pulse Vadt may be greater 
than the highest program pulse VpgmO, among the program 
pulses applied during the program operations on the pages 
P1 1 to P1 6 and P2 1 to P2 6, by a second step voltage 
Vstep2. According to an embodiment, the second step 
Voltage V step2 may be higher than the first step Voltage 
Vstep 1. According to an embodiment, the second step 
Voltage V step2 may be the same as the first step Voltage 
Vstep 1. 
0204 FIG. 21 is threshold voltage distributions illustrat 
ing an example of steps S510 and S520 described with 
reference to FIG. 18. 
0205 Referring to FIG. 21, before step S510 is per 
formed, the pages P1 1 to P16 and P2 1 to P2 6 may have 
a plurality of erase distributions E1 to E4. The erase distri 
butions E1 to E4 may vary depending on the characteristics 
of the memory cells NMC1 to NMCn for each word line. For 
convenience, FIG. 21 illustrates only four erase distributions 
E1 to E4. Some of the pages P1 1 to P16 and P2 1 to P2 6 
may have the first erase distribution E1. Other pages of the 
pages P1 1 to P1 6 and P2 1 to P2 6 may have the second 
erase distribution E2. Yet other pages of the pages P1 1 to 
P1 6 and P2 1 to P2 6 may have the third erase distribution 
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E3. The other pages of the pages P1 1 to P1 6 and P2 1 to 
P2 6 may have the fourth erase distribution E4. The erase 
distributions E1 to E4 may have lower voltage ranges than 
the erase verify voltage Vev. 
(0206. When step S510 is performed, the pages P1 1 to 
P1 6 and P2 1 to P2 6 may have first voltage distributions 
PD1. The first voltage distributions PD1 may be in a narrow 
Voltage range higher than the verify voltage VVrf. 
0207. When step S520 is performed, the threshold volt 
ages of the pages P1 1 to P1 6 and P2 1 to P2 6 may 
increase so that the pages P1 1 to P1 6 and P2 1 to P2 6 
may have second voltage distributions PD2 or an abnormal 
voltage distribution UND1. Most of the pages may have 
similar voltage distributions PD2. On the other hand, a page 
including slow cells may have the abnormal Voltage distri 
bution UND1. For example, the corresponding word line 
may not normally transfer the program pulse. The memory 
cells of the corresponding word line may form a wide 
Voltage range. 
0208. As shown in FIG. 21, the reference test voltage 
Vtst1 may be set around a left tail of the second voltage 
distributions PD2. The reference test voltage Vtst1 may be 
greater than the verify voltage VVrf by a first voltage 
difference dV1. According to an embodiment, the first 
voltage difference dV1 may be the same as the second step 
voltage V step2 as shown in FIG. 20. 
0209 Subsequently, as described above in connection 
with step S540 in FIG. 18, read operations may be per 
formed on the pages of the selected memory block by using 
the reference test voltage Vtst1. In each of these read 
operations, in page data or the comparative data (see FIGS. 
10 and 13), a data bit having the logic value “1” may be 
defined as a fall bit, and a data bit having the logic value “O'” 
may be defined as a pass bit. Therefore, at step S540, 
memory cells having threshold Voltages which are not 
increased to a desired voltage level may be detected. 
0210 FIG. 22 is threshold voltage distributions illustrat 
ing another example steps S510 and S520 described with 
reference to FIG. 18. 
0211 Referring to FIG. 22, when step S510 is performed, 
the pages P1 1 to P1 6 and P2 1 to P2 6 may have the first 
voltage distributions PD1. 
0212. When step S520 is performed, the threshold volt 
ages of the pages P1 1 to P1 6 and P2 1 to P2 6 may be 
increased. 
0213 Some pages may have the abnormal voltage dis 
tribution UND2 having a relatively high voltage level. The 
corresponding memory cells may be fast cells. The fast cells 
may have high threshold Voltages although the same pro 
gram pulse is applied. The abnormal voltage distribution 
UND2 may have a greater Voltage range than the Voltage 
distributions PD2 of normal pages. It may be understood that 
fast cells may appear due to various reasons. For example, 
because of errors during fabrication of the semiconductor 
memory device, memory cells may be affected by the 
program pulse. 
0214. The fast cells may deteriorate reliability of the 
semiconductor memory device. During a program operation, 
the fast cells may have increased threshold Voltages even 
with only a few program pulses. The increased threshold 
Voltages may reduce read margin. 
0215. A reference test voltage Vtst2 may be set to detect 
a page including the fast cells as the defective page. The 
reference test voltage Vtst2 may be greater than the verify 
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voltage VVrf by a second voltage difference dV2. The 
second voltage difference dV2 may be higher than the first 
voltage difference dV1. 
0216) Subsequently, as described above in connection 
with step S540 in FIG. 18, read operations may be per 
formed on the pages of the selected memory block by using 
the reference test voltage Vtst2. In each of the read opera 
tions, in page data or the comparative data (see FIGS. 10 and 
13), a data bit having the logic value “0” may be defined as 
a fail bit, and a data bit having the logic value “1” may be 
defined as a pass bit. Therefore, at step S540, the memory 
cells having excessively increased threshold Voltage may be 
detected. 
0217. According to an embodiment, a reference test volt 
age may be set adaptively based on characteristics of pages 
of each memory block in a memory cell array. In addition, 
read operations may be performed using the reference test 
Voltage to determine whether a defective page exists in a 
plurality of pages PB1 to PBm. Therefore, the defective page 
may be efficiently detected from the memory cell array. 
Accordingly, a semiconductor memory device having 
improved reliability may be provided. 
0218. It will be apparent to those skilled in the art that 
various modifications can be made to the above-described 
exemplary embodiments of the present invention without 
departing from the spirit or scope of the invention. Thus, it 
is intended that the present invention cover all such modi 
fications provided they come within the scope of the 
appended claims and their equivalents. 
What is claimed is: 
1. A method of operating a semiconductor memory 

device, the method comprising: 
applying a program pulse at least once to each of a 

plurality of pages; 
performing a pre-read operation on a reference page 
among the plurality of pages through an initial test 
Voltage; 

repeating the pre-read operation by controlling the initial 
test Voltage until a result of the pre-read operation is a 
pass; 

setting the initial test voltage of when the result of the 
pre-read operation is the pass as a reference test Volt 
age; and 

detecting a defective page among the plurality of pages by 
performing read operations on the plurality of pages 
through the reference test Voltage. 

2. The method of claim 1, wherein the result of the 
pre-read operation is determined as the pass when a number 
of fail bits among data bits read from the reference page 
through the pre-read operation is less than a critical value. 

3. The method of claim 2, wherein a data bit having a first 
logic value among the data bits is defined as a fail bit, and 
a data bit having a second logic value among the data bits is 
defined as a pass bit. 

4. The method of claim 3, 
wherein the repeating of the pre-read operation includes 

decreasing the initial test Voltage, and 
wherein a data bit of a memory cell having a lower 

threshold voltage than the initial test voltage in the 
reference page is determined to have the first logic 
value, and a data bit of a memory cell having a 
threshold Voltage greater than or equal to the initial test 
Voltage in the reference page is determined to have the 
second logic value. 
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5. The method of claim 3, 
wherein the repeating of the pre-read operation includes 

increasing the initial test Voltage, and 
wherein a data bit of a memory cell having a threshold 

Voltage greater than or equal to the initial test Voltage 
in the reference page is determined to have the first 
logic value, and a data bit of a memory cell having a 
lower threshold voltage than the initial test voltage in 
the reference page is determined to have the second 
logic value. 

6. The method of claim 1, wherein the detecting of the 
defective page comprises: 

detecting first and second page data by performing read 
operations on the first and second pages, respectively, 
among the plurality of pages; 

generating a first comparative page by performing an OR 
operation on data bits of the first and second page data; 
and 

generating a first error value according to a number of fail 
bits of the first comparative page. 

7. The method of claim 6, wherein the detecting of the 
defective page further comprises: 

detecting third page data by performing a read operation 
on a third page among the plurality of pages; 

generating a second comparative page by performing an 
OR operation on the data bits of the second and third 
page data; 

generating a second error value according to a number of 
fail bits of the second comparative page; and 

detecting the third page as the defective page by compar 
ing the second error value with the first error value. 

8. The method of claim 1, wherein the detecting of the 
defective page comprises: 

detecting first page data by performing a read operation 
on a first page among the plurality of pages; 

counting a number of fall bits of the first page data as a 
first error value; 

detecting second page data by performing a read opera 
tion on a second page among the plurality of pages; 

counting a number of fall bits of the second page data as 
a second error value; and 

detecting the second page as the defective page by com 
paring the second error value with the first error value. 

9. The method of claim 1, wherein the detecting of the 
defective page comprises: 

detecting page data by performing a read operation on 
each page; and 

detecting a corresponding page as the defective page 
when a number of fail bits of the page data is greater 
than a reference value. 

10. The method of claim 1, wherein a memory block 
including the defective page is processed as a bad region. 

11. The method of claim 1, wherein the defective page is 
processed as a bad region. 

12. A semiconductor memory device, comprising: 
a memory cell array including a plurality of memory 

blocks, each of which includes a plurality of pages; and 
a peripheral circuit Suitable for performing a pre-read 

operation on a reference page among the plurality of 
pages through an Initial test Voltage, 

wherein the peripheral circuit repeats the pre-read opera 
tion by controlling the initial test Voltage until a result 
of the pre-read operation is a pass, and 
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wherein the peripheral circuit further sets the initial test 
voltage of when the result of the pre-read operation is 
the pass as a reference test Voltage, and detects a 
defective page among the plurality of pages by per 
forming read operations on the plurality of pages 
through the reference test Voltage. 

13. The semiconductor memory device of claim 12. 
wherein the result of the pre-read operation is determined 

as the pass when a number of fail bits among data bits 
read from the reference page through the pre-read 
operation is less than a critical value. 

14. The semiconductor memory device of claim 12. 

19. The method of claim 18, wherein the detecting of the 
defective page further comprises: 

detecting third page data by performing a read operation 
on a third page among the plurality of pages; 

generating a second comparative page by performing an 
OR operation on the data bits of the second and third 
page data; 

generating a second error value according to a number of 
fail bits of the second comparative page; and 

detecting the third page as the defective page by compar 
ing the second error value with the first error value. 

20. The method of claim 16, wherein the detecting of the 
wherein the peripheral circuit detects the defective page 

by: 
detecting first and second page data by performing read 

operations on the first and second pages, respectively, 
among the plurality of pages, 

generating a first comparative page by performing an OR 
operation on data bits of the first and second page data, 

generating a first error value according to a number of fall 
bits of the first comparative page, 

detecting third page data by performing a read operation 
on a third page among the plurality of pages, 

generating a second comparative page by performing an 
OR operation on the data bits of the second and third 
page data, 

generating a second error value according to a number of 
fail bits of the second comparative page, and 

detecting the third page data as the defective page by 
comparing the second error value with the first error 
value. 

15. The semiconductor memory device of claim 12, 
wherein the peripheral circuit further replaces a bad region, 
which is a memory block having the detected defective page, 
with a redundancy memory block among the plurality of 
memory blocks. 

16. A method of operating a semiconductor memory 
device including a plurality of pages coupled to a plurality 
of pages, the method comprising: 

performing a program operation on each of the plurality 
of pages by using an incremental step pulse program 
(ISPP) method using a determined verify voltage; 

providing an additional program pulse at least once to the 
plurality of pages through a plurality of word lines; and 

detecting a defective page from the plurality of pages by 
performing read operations on the plurality of pages 
through a reference test Voltage greater than the verify 
Voltage by an amount of a determined Voltage. 

17. The method of claim 16, 
wherein the plurality of pages are stacked over the Sub 

strate, and 
wherein each of the plurality of pages is coupled to a 

corresponding word line located at a predetermined 
height from the substrate. 

18. The method of claim 16, wherein the detecting of the 
defective page comprises: 

detecting first and second page data by performing read 
operations on first and second pages, respectively, 
among the plurality of pages; 

generating a first comparative page by performing an OR 
operation on data bits of the first and second page data; 
and 

generating a first error value according to a number of fall 
bits of the first comparative page. 

defective page comprises: 
detecting first page data by performing a read operation 

on a first page among the plurality of pages; 
generating a first error value according to a number of fall 

bits in the first page data; 
detecting second page data by performing a read opera 

tion on a second page among the plurality of pages; 
generating a second error value according to a number of 

fail bits in the second page data; and 
detecting the second page as the defective page by com 

paring the second error value with the first error value. 
21. The method of claim 16, wherein the detecting of the 

defective page comprises: 
detecting page data by performing a read operation on one 

of the plurality of ages; and 
detecting a corresponding page as the defective page 
when a number of fail bits in the page data is greater 
than a reference value. 

22. The method of claim 16, wherein a region correspond 
ing to the defective page is defined as a bad region. 

23. A semiconductor memory device, comprising: 
a memory cell array including a plurality of memory 

blocks, each of which includes a plurality of pages 
coupled to each of the plurality of word lines; and 

a peripheral circuit Suitable for performing a program 
operation on each of the plurality of pages, 

wherein during the program operation, the peripheral 
circuit performs a program operation on a selected 
page, verifies whether or not a result of the program 
operation is a pass by applying a verify voltage to a 
word line of the selected page, and repeats the program 
and verifying until the result of the program operation 
is the pass, and 

wherein the peripheral circuit further increases threshold 
voltages of memory cells included in the plurality of 
pages by applying an additional program pulse at least 
once to the plurality of word lines, and detects a 
defective page among the plurality of pages by per 
forming read operations on the plurality of pages 
through a reference test Voltage greater than the verify 
Voltage by an amount of a determined Voltage. 

24. The semiconductor memory device of claim 23, 
wherein the plurality of pages are stacked over a Substrate, 

and 
wherein each of the plurality of pages is coupled to a 

corresponding word line located at a predetermined 
height from the substrate. 

25. The semiconductor memory device of claim 23, 
wherein the peripheral circuit detects the defective page by: 

detecting first and second page data by performing read 
operations on first and second pages, respectively, 
among the plurality of pages, 
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generating a first comparative page by performing an OR 
operation on data bits of the first and second page data, 

detecting third page data by performing a read operation 
on a third page among the plurality of pages, and 

generating a second comparative page by performing an 
OR operation on the data bits of the second and third 
page data. 

26. The semiconductor memory device of claim 25, 
wherein the peripheral circuit comprises: 

a detector Suitable for generating a first error value 
according to a number of fail bits of the first compara 
tive page and a second error value according to a 
number of fall bits of the second comparative page; and 

a control logic Suitable for detecting the third page as the 
defective page by comparing the second error value 
with the first error value. 

27. The semiconductor memory device of claim 23, 
wherein a region corresponding to the defective page is 
defined as a bad region. 

k k k k k 
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