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I, Dr. Asad Abidi, hereby declare the following:  

I. INTRODUCTION 

1. My name is Asad Abidi, and I am over 21 years of age and otherwise 

competent to make this Declaration. I make this Declaration based on facts and 

matters within my own knowledge and on information provided to me by others. If 

called as a witness, I could and would competently testify to the matters set forth 

herein I have been retained by counsel for Petitioner as a technical expert in the 

above-captioned case. Specifically, I have been asked to render certain opinions 

relating to the accompanying Petition for Inter Partes Review of U.S. Patent No. 

7,010,330 (the “’330 Patent”) (Ex. 1001). I understand that the Challenged Claims 

are claims 1-7, 9-13, 16, 23, 25, 26, 28-29, and my opinions are limited to those 

claims. My compensation in this matter is not based on the substance of my opinions 

or the outcome of this matter, and I have no financial interest in Apple Inc. 

A. Background and Qualifications 

2. I have summarized in this section my educational background, career 

history, and other qualifications relevant to this matter. I have also included a current 

version of my curriculum vitae, which is attached as Appendix A. 

3. I received a Master of Science degree in Electrical Engineering in 1978 

and a PhD in Electrical Engineering in 1981, both from the University of California, 

Berkeley. In 2015, I received UC Berkeley’s Distinguished EECS Alumnus Award 

IPR2024-00816 
Apple EX1003 Page 3



 

 4 

4. After earning my doctorate degree, I went to work at Bell Laboratories 

in Murray Hill, NJ, from 1981-1984, where I was a member of the Technical Staff 

in the Advanced LSI Development Laboratory. My research here was focused on 

MOS integrated circuits with gigahertz bandwidths for optical-fiber interface 

electronics.  

5. In 1985 I joined the University of California, Los Angeles (UCLA) as 

a member of the faculty of Electrical Engineering. Today, I hold the title of 

Distinguished Professor at UCLA. My research focuses on advanced analog 

integrated circuits for RF communications, signal processing, and data conversion.  

6. In 1996, I was elevated to Fellow of the Institute of Electrical and 

Electronics Engineers (IEEE). In 2007, I was elected Member of the US National 

Academy of Engineering (NAE). Election to the NAE is one of the highest 

professional honors accorded in the US to an engineer. 

7. I have received many major awards for my research. They include the IEEE 

Donald G. Fink Prize Paper Award in 1997, and the IEEE Donald O. Pederson Solid-

State Circuits Award in 2008. My publications have received the Best Paper Award 

twice from the IEEE Journal of Solid-State Circuits, in 2012 and 2022. 

8. My opinions are based on my years of education, research, and experience, 

as well as my study of relevant materials. In forming my opinions, I have also 

considered the materials identified in this declaration and in the Petition.  
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9. In sum, I have extensive experience as a researcher relating to wireless 

communications devices.  

10. In writing this declaration, I have considered my own knowledge and 

experience, including my work, research, and teaching experience. I have also 

reviewed the following references and materials: 

Exhibit 1001 U.S. Patent No. 7,010,330 (the “’330 Patent”) 
Exhibit 1002 File History for U.S. Patent 7,010,330 (the “’330 File History”) 
Exhibit 1003 Intentionally left blank  
Exhibit 1004 Farbod Behbahani et al., Adaptive Analog IF Signal Processor for a 

Wide-Band CMOS Wireless Receiver, 36 IEEE Journal of Solid-State 
Circuits 1205, (Aug. 2001) (“Behbahani”)  

Exhibit 1005 Farbod Behbahani et al., A 2.4-GHz Low-IF Receiver for Wideband 
WLAN in 0.6µm CMOS – Architecture and Front-End, 35 IEEE 
Journal of Solid-State Circuits 1908, (Dec. 2000) (“Leete”)  

Exhibit 1006 Farbod Behbahani et al., A Broad-Band Tunable CMOS Channel-
Select Filter for a Low-IF Wireless Receiver, 35 IEEE Journal of 
Solid-State Circuits 476, (April 2000) (“Tan”) 

Exhibit 1007  Intentionally left blank 
Exhibit 1008 Intentionally left blank 
Exhibit 1009 Intentionally left blank 

Exhibit 1010 Intentionally left blank 
Exhibit 1011 Y. Tsividis et al., Internally Varying Analog Circuits Minimize Power 

Dissipation, IEEE Circuits & Devices Magazine, Jan. 2003.  
Exhibit 1012 Mihai Banu & Yannis Tsividis, Fully Integrated Active RC Filters in 

MOS Technology, 18 IEEE Journal of Solid-State Circuits 644, (Dec. 
1983) (“Fully Integrated”) 

Exhibit 1013 Farbod Behbahani et. al, An Adaptive 2.4GHz Low-IF Receiver in 
0.6µm CMOS for Wideband Wireless LAN, IEEE International Solid-
State Circuits Conference, 2000 (“Kishigami”). 

Exhibit 1014 U.S. Patent No. 6,335,952 to Lee et al. (“Lee”) 
Exhibit 1015 Reinhold Ludwig & Pavel Bretchko, RF Circuit Design, Theory and 

Applications, (2000) (“Ludwig”) 
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Exhibit 1016 A. Dao, Integrated LNA and Mixer Basics, Texas Instruments, 
National Semiconductor, App. Note 884 (April 1993) (“Texas”) 

Exhibit 1017 U.S. Patent No. 6,498,927 to Kang et al. (“Kang”) 
Exhibit 1018 U.S. Patent No. 6,366,622 to Brown et al. (“Brown”) 
Exhibit 1019 Rex Miller & Mark R. Miller, Barron’s Electronics The Easy Way (4th 

ed.) (2002) (“Barron”) 
Exhibit 1020 Intentionally left blank 
Exhibit 1021 Thomas Byunghak Cho & Paul R. Gray, A 10 b, 20 Msample/s, 35 

mW Pipeline A/D Converter, IEEE Journal Of Solid-State Circuits 
Conference 166 (Mar. 1995) (“Cho”) 

Exhibit 1022 Intentionally left blank 
Exhibit 1023 Roubik Gregorian & Gabor C. Temes, Analog MOS Integrated 

Circuits for Signal Processing (Robert A. Johnson & George 
Szentirmai eds., 1986) (“Gregorian”) 

Exhibit 1024 John Pritiskutch & Brett Hanson, UNDERSTANDING LDMOS 
DEVICE FUNDAMENTALS, AN1226 App. Note (July 2000) 
(“STMicroelectronics”) 

Exhibit 1025 U.S. Patent No. 6,353,640 to Hessel et al. (“Hessel”) 
Exhibit 1026 John G. Proakis & Masoud Salehi, Communications Systems 

Engineering, (1994) (“Proakis”) 
Exhibit 1027 S. Khorram et. al, A CMOS Limiting Amplifier and Signal-Strength 

Indicator, 1995 Symposium on VSLI Circuits Digest of Technical 
Papers, (1995) (“Khorram”) 

 

II. LEGAL FRAMEWORK  

11. I am a technical expert and do not offer any legal opinions. However, 

counsel has informed me as to certain legal principles regarding patentability and 

related matters under United States patent law, which I have applied in performing 

my analysis and arriving at my technical opinions in this matter. 

12. I have been informed that the Patent Trial and Appeal Board (“PTAB”) 

now applies the claim construction standard applied by Article III courts (i.e., the 

Phillips standard) regardless of whether a patent has expired. I have been informed 
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that under the Phillips standard, claim terms are to be given the meaning they would 

have to a person having ordinary skill in the art at the time of the invention, taking 

into consideration the patent, its file history, and, secondarily, any applicable 

extrinsic evidence (e.g., dictionary definitions). I understand that, for purposes of 

this proceeding, Petitioner has proposed the PTAB apply certain specific 

constructions advanced in the parallel litigation. I have reviewed these constructions 

in the petition and apply them to my analyses herein. For any other claim language, 

I have applied its plain meaning as instructed by Phillips. 

13. I have also been informed that a person cannot obtain a patent on an 

invention if the differences between the invention and the prior art are such that the 

subject matter as a whole would have been obvious at the time the invention was 

made to a person having ordinary skill in the art. I have been informed that a 

conclusion of obviousness may be founded upon more than a single item of prior art. 

I have been further informed that obviousness is determined by evaluating the 

following factors: (1) the scope and content of the prior art, (2) the differences 

between the prior art and the claim at issue, (3) the level of ordinary skill in the 

pertinent art, and (4) secondary considerations of non-obviousness. In addition, the 

obviousness inquiry should not be done in hindsight. Instead, the obviousness 

inquiry should be done through the eyes of a person having ordinary skill in the 

relevant art at the time the patent was filed. 
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14. In considering whether certain prior art renders a particular patent claim 

obvious, counsel has informed me that I can consider the scope and content of the 

prior art, including the fact that one of skill in the art would regularly look to the 

disclosures in patents, trade publications, journal articles, industry standards, 

product literature and documentation, texts describing competitive technologies, 

requests for comment published by standard setting organizations, and materials 

from industry conferences, as examples. I have been informed that for a prior art 

reference to be proper for use in an obviousness analysis, the reference must be 

“analogous art” to the claimed invention. I have been informed that a reference is 

analogous art to the claimed invention if: (1) the reference is from the same field of 

endeavor as the claimed invention (even if it addresses a different problem); or (2) 

the reference is reasonably pertinent to the problem faced by the inventor (even if it 

is not in the same field of endeavor as the claimed invention). In order for a reference 

to be “reasonably pertinent” to the problem, it must logically have commended itself 

to an inventor's attention in considering his problem. In determining whether a 

reference is reasonably pertinent, one should consider the problem faced by the 

inventor, as reflected either explicitly or implicitly, in the specification. I believe that 

all of the references that my opinions in this IPR are based upon are well within the 

range of references a person having ordinary skill in the art would consult to address 

the type of problems described in the Challenged Claims. 
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15. I have been informed that, in order to establish that a claimed invention 

was obvious based on a combination of prior art elements, a clear articulation of the 

reason(s) why a claimed invention would have been obvious must be provided. 

Specifically, I am informed that a combination of multiple items of prior art renders 

a patent claim obvious when there was an apparent reason for one of ordinary skill 

in the art, at the time of the invention, to combine the prior art, which can include, 

but is not limited to, any of the following rationales: (A) combining prior art methods 

according to known methods to yield predictable results; (B) substituting one known 

element for another to obtain predictable results; (C) using a known technique to 

improve a similar device in the same way; (D) applying a known technique to a 

known device ready for improvement to yield predictable results; (E) trying a finite 

number of identified, predictable potential solutions, with a reasonable expectation 

of success; (F) identifying that known work in one field of endeavor may prompt 

variations of it for use in either the same field or a different one based on design 

incentives or other market forces if the variations are predictable to one of ordinary 

skill in the art; or (G) identifying an explicit teaching, suggestion, or motivation in 

the prior art that would have led one of ordinary skill to modify the prior art reference 

or to combine the prior art references to arrive at the claimed invention. 

16. I am informed that the existence of an explicit teaching, suggestion, or 

motivation to combine known elements of the prior art is a sufficient, but not a 
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necessary, condition to a finding of obviousness. This so-called “teaching 

suggestion-motivation” test is not the exclusive test and is not to be applied rigidly 

in an obviousness analysis. In determining whether the subject matter of a patent 

claim is obvious, neither the particular motivation nor the avowed purpose of the 

patentee controls. Instead, the important consideration is the objective reach of the 

claim. In other words, if the claim extends to what is obvious, then the claim is 

invalid. I am further informed that the obviousness analysis often necessitates 

consideration of the interrelated teachings of multiple patents, the effects of demands 

known to the technological community or present in the marketplace, and the 

background knowledge possessed by a person having ordinary skill in the art. All of 

these issues may be considered to determine whether there was an apparent reason 

to combine the known elements in the fashion claimed by the patent. 

17. I also am informed that in conducting an obviousness analysis, a precise 

teaching directed to the specific subject matter of the challenged claim need not be 

sought out because it is appropriate to take account of the inferences and creative 

steps that a person of ordinary skill in the art would employ. The prior art considered 

can be directed to any need or problem known in the field of endeavor at the time of 

invention and can provide a reason for combining the elements of the prior art in the 

manner claimed. In other words, the prior art need not be directed towards solving 

the same specific problem as the problem addressed by the patent. Further, the 
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individual prior art references themselves need not all be directed towards solving 

the same problem. I am informed that common sense is important and should be 

considered. Common sense teaches that familiar items may have obvious uses 

beyond their primary purposes. 

18. I also am informed that the fact that a particular combination of prior 

art elements was “obvious to try” may indicate that the combination was obvious 

even if no one attempted the combination. If the combination was obvious to try 

(regardless of whether it was actually tried) or leads to anticipated success, then it is 

likely the result of ordinary skill and common sense rather than innovation. I am 

further informed that in many fields it may be that there is little discussion of obvious 

techniques or combinations, and it often may be the case that market demand, rather 

than scientific literature or knowledge, will drive the design of an invention. I am 

informed that an invention that is a combination of prior art must do more than yield 

predictable results to be non-obvious. 

19. I am informed that for a patent claim to be obvious, the claim must be 

obvious to a person of ordinary skill in the art at the time of the invention. I am 

informed that the factors to consider in determining the level of ordinary skill in the 

art include (1) the educational level and experience of people working in the field at 

the time the invention was made, (2) the types of problems faced in the art and the 
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solutions found to those problems, and (3) the sophistication of the technology in the 

field. 

20. I am informed that it is improper to combine references where the 

references teach away from their combination. I am informed that a reference may 

be said to teach away when a person of ordinary skill in the relevant art, upon reading 

the reference, would be discouraged from following the path set out in the reference, 

or would be led in a direction divergent from the path that was taken by the patent 

applicant. In general, a reference will teach away if it suggests that the line of 

development flowing from the reference’s disclosure is unlikely to be productive of 

the result sought by the patentee. I am informed that a reference teaches away, for 

example, if (1) the combination would produce a seemingly inoperative device, or 

(2) the references leave the impression that the product would not have the property 

sought by the patentee. I also am informed, however, that a reference does not teach 

away if it merely expresses a general preference for an alternative invention but does 

not criticize, discredit, or otherwise discourage investigation into the invention 

claimed. 

21. I am informed that the final determination of obviousness must also 

consider “secondary considerations” if presented. In most instances, the patentee 

raises these secondary considerations of non-obviousness. In that context, the 

patentee argues an invention would not have been obvious in view of these 
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considerations, which include: (a) commercial success of a product due to the merits 

of the claimed invention; (b) a long-felt, but unsatisfied need for the invention; (c) 

failure of others to find the solution provided by the claimed invention; (d) deliberate 

copying of the invention by others; (e) unexpected results achieved by the invention; 

(f) praise of the invention by others skilled in the art; (g) lack of independent 

simultaneous invention within a comparatively short space of time; (h) teaching 

away from the invention in the prior art. 

22. I am further informed that secondary considerations evidence is only 

relevant if the offering party establishes a connection, or nexus, between the 

evidence and the claimed invention. The nexus cannot be based on prior art features. 

The establishment of a nexus is a question of fact. I understand that the Patent Owner 

may introduce evidence relevant to secondary considerations. I have not seen any 

such evidence, and I will supplement my opinions if the Patent Owner raises 

secondary considerations during this proceeding. 

III. OPINIONS  

A. Overview of the ’330 Patent  

23. I have provided an overview of the ’330 Patent below. This discussion 

does not represent my full understanding of the patent nor does it attempt to cover 

all aspects of the disclosures relevant to my analyses below. Instead, it is provided 
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merely as a high-level overview to provide some context for my more detailed 

discussions. 

24. The ’330 Patent generally relates to methods for reducing power 

dissipation in wireless transceivers, targeting the problem of battery drain in portable 

devices such as laptops and handheld devices. ’330 Patent (Ex. 1001) at 1:16-30. 

25. The ’330 Patent explains that prior art transceivers were designed to 

function properly under “worst-case operating conditions”—when the strength of a 

desired signal is low and the strength of interfering signals is high. ’330 Patent at 

1:26-37. When better than worst case conditions exist (e.g., high desired signal 

and/or low interferers), the alleged invention reduces “receiver circuit currents1 . . 

. below what is necessary for the worst case condition[,]” reducing power 

dissipation and increasing battery life. ’330 Patent at 1:38-48. 

26. The ’330 Patent relates the concept of power dissipation to the 

“dynamic range” of the receiver. ’330 Patent, at 5:28-62. The dynamic range is 

defined on the upper end by the maximum signal strength that can be recovered—

referred to as Smax—and on the lower end by the noise floor (N)—the level 

approaching which desired signals may be misinterpreted in the receiver, causing 

bit-errors. ’330 Patent at 6:1-20. 

 

1 All emphases added unless otherwise noted. 
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27. Fig. 2B below illustrates the dynamic range required under worst-case 

conditions. Here, the desired signal strength is low, requiring a low noise floor (N), 

and the interferers are strong, requiring a large Smax. 

 

’330 Patent, Fig. 2B. As the patent explains, if Smax falls below the strength of 

interferer signals, intermodulation distortion may corrupt reception of the desired 

signal. ’330 Patent, 6:28-46, Fig. 3. Accordingly, while Smax is not an absolute cap 

on signal strengths that can be accommodated by the receiver circuit, it represents 

the level above which signals can create distortion, which may overlap the 

frequencies of the desired signal and prevent its recovery. 

28. Fig. 2A below illustrates the dynamic range required under better than 

worst-case conditions. Here, (1) the desired signal strength is high, allowing for an 
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increased noise floor (N), and (2) the interferers by comparison are weak, allowing 

Smax to be lowered without risking corruption from intermodulation distortion: 

 

’330 Patent, Fig. 2A, 5:33-50 (describing the same). 

29. The ’330 Patent identifies three variables used to adjust the dynamic 

range, to save power when better than worst-case conditions are experienced:  DC 

bias current, signal path impedance, and gain. 

30. First, a DC bias current may be used to lower Smax, saving power when 

conditions permit accommodating a lower maximum signal strength. ’330 Patent, at 

6:18-20, 9:5-12. Figs. 8B and 8C illustrate saving power by decreasing bias current, 

which lowers Smax, when the desired signal strength and interferer signal strengths 

permit a lower Smax: 
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’330 Patent at Figs. 8B-8C. 

31. Second, increasing the signal path impedance permits a lower AC 

drive/switching current to be used in the RF signal path, saving power. ’330 Patent 

at 6:17-18, 7:44-59. I understand that the ’330 Patent specification means by “drive 

current” the AC current that flows through the signal path. ’330 Patent at 7:44-67, 

9:21-23, 9:55-59, 10:10-18. I understand that the Challenged Claims use “switching 

current”—a phrase that does not appear in the specification. I have been instructed 

to treat these terms as interchangeable. 

32. In one example, illustrated in Fig. 6, an RC filter circuit is “scaled[,]” 

doubling the signal path impedance, which allows the “circuit’s required drive 

current” to be cut in half. ’330 Patent at 7:44-59. Although the patent does not 

explain why increasing the signal path impedance also increases the noise floor (N), 

it repeatedly notes that the signal path impedance can be increased to save power by 

lowering drive/switching current only if conditions permit increasing the noise floor 
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(N). For example, “[c]ircuit impedances and currents are set such that the noise floor 

264 is sufficiently low for an acceptable bit-error rate[.]” ’330 Patent at 6:7-9. 

33. The patent does describe an exemplary RC filter that may be adjusted 

in order to adjust the signal path impedance. ’330 Patent at 7:44-52 (teaching that 

impedance is increased by increasing the series resistance of an RC filter and that 

the frequency response is maintained by also decreasing the shunt capacitance of the 

RC filter). A POSITA would recognize that resistor thermal noise is often a 

dominant source of noise in an RC filter. Accordingly, increasing the impedance of 

an RC filter by increasing the signal path resistance, as the ’330 Patent teaches, 

would indeed increase the noise introduced by the filter. It was well-known in the 

prior art that resistor thermal noise contributes to the noise figure. In fact, the Theta 

inventor admitted this concept in an article titled “Fully Integrated Active RC Filters 

in MOS Technology” (“Fully Integrated”): “[N]oise is mostly due to the resistor 

thermal noise[.]” Fully Integrated (Ex. 1012) at 650. 

34. The third variable used to adjust a circuit’s dynamic range is gain. 

While gain does not directly correspond to power savings, it does provide a 

mechanism by which all signals—desired and interferers—can be increased, 

creating room for power savings to be realized by increasing impedance. See ’330 

Patent at Figs. 8B-8D. As illustrated in these figures, when the desired signal and 

interferer signals are all low, power savings can be realized by (1) lowering the bias 
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current, which lowers Smax, as shown in Fig. 8C, (2) increasing gain and increasing 

impedance, which increases noise floor (N), as shown in Fig. 8D, or (3) all three—

lowering the bias current, increasing gain, and increasing impedance: 

 
Id., Figs. 8B-8D, Fig. 12, 10:60-67 (explaining that a combination of all three 

adjustments may be used when the desired signal and interferer signals are all low). 

B. Overview of the ’330 File History 

35. I have been informed that the ’330 Patent was filed on February 23, 

2004, claiming priority to Provisional Application Nos. 60/451,229 and 60/451,230, 

both filed March 1, 2003. I have been asked to assume that March 1, 2003 is the 

priority date for the Challenged Claims. 
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36. I note that during prosecution of the application that issued as the ’330 

Patent, the Examiner issued a single office action on January 5, 2005, rejecting all 

originally presented claims. ’330 Patent File History (Ex. 1002) at 284-93. In 

response, applicant amended claim 1 to include the limitation, “reducing a switching 

current in the signal path by dynamically changing an impedance of a component in 

the signal path based on the first signal strength.” ’330 Patent File History at 302 

(emphasis in original). Claim 23 was amended similarly. ’330 Patent File History at 

305. The applicant then distinguished the claimed switching current adjustment from 

the prior art’s DC bias current adjustment: 

A bias current is not the same as a switching current. One skilled [sic] 
the art understands that a bias current is a DC or quiescent current, 
while a switching current is a dynamic or transient current that occurs 
during voltage transitions. (See for example, the pending application, 
Figure 6 and related discussion.) Accordingly, the cited references do 
not show or suggest reducing a switching current in the signal path by 
dynamically changing an impedance of a component in the signal path 
as required by the claim. 

’330 Patent File History at 308 (emphasis in original). 

37. I note that claims 10 and 26 were amended to require maintaining the 

bias current in the signal path while receiving the data portion of the signal. ’330 

Patent File History at 303, 306. I note that in addition to amending the claims the 

applicant argued that nothing in the cited art taught or suggested “limit[ing] changes 

to a bias current while receiving a preamble[.]” ’330 Patent File History at 309. 
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38. Finally, regarding claims 17 and 29, the applicant argued that the prior 

art was not cited as teaching both dynamic gain and dynamic impedance 

adjustments, as required by those claims. ’330 Patent File History at 309-10. 

C. A Person of Ordinary Skill in the Art 

39. I have been asked to provide my opinion as to the level of skill of a 

person having ordinary skill in the art at the time of the ’330 Patent, which I have 

been instructed to assume is March 1, 2003. In determining the characteristics of a 

hypothetical person having ordinary skill in the art at the time of the claimed 

invention, I was told to consider several factors, including the type of problems 

encountered in the art, the solutions to those problems, the rapidity with which 

innovations are made in the field, the sophistication of the technology, and the 

education level of active workers in the field. I also placed myself back in the time 

frame of the claimed invention and considered the colleagues with whom I had 

worked at that time. 

40. In my opinion, a person having ordinary skill in the art, as of March 1, 

2003, would have been a person having a master’s degree in electrical engineering, 

or an equivalent, and two or more years of experience with wireless communications 

devices. Additional graduate education could substitute for professional experience, 

or significant experience in the field could substitute for formal education. Such a 

person would have been capable of understanding the ’330 Patent and the prior art 
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references discussed below. I understand that a POSITA definition has been 

proposed in the parallel litigation that requires only a bachelor’s degree. My opinions 

would not change under this alternative POSITA definition. 

41. Based on my education, training, and professional experience in the 

field of the claimed invention, I am familiar with the level and abilities of a person 

of ordinary skill in the art at the time of the claimed invention. Additionally, I met 

at least these minimum qualifications to be a person having ordinary skill in the art 

as of the time of the claimed invention of the ’330 Patent. 

D. Claim Construction 

42. I have been informed by counsel that the first step in an unpatentability 

analysis involves construing the claims, as necessary, to determine their scope. 

Second, the construed claim language is then compared to the disclosures of the prior 

art. I am informed that claims are generally given their ordinary and customary 

meaning as understood by one of ordinary skill in the art at the time of the invention 

in light of the patent specification and prosecution history, i.e., the intrinsic record. 

For purposes of my analysis, I have applied the claim constructions set forth in the 

Petition. 

43. I understand that the parties have disputed a number of claim terms in 

the parallel litigation. As explained in the Petition, the Proposed Grounds satisfy 
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both parties’ respective proposals for the claim construction disputes set forth in the 

following chart: 

Claim Term Theta’s Constructions Apple’s 
Constructions 

“impedance” 

 

 

Plain and ordinary 
meaning, but if 
construed, should be 
construed as 
“opposition to the flow 
of alternating current” 
 

 

Plain and ordinary 
meaning 

“switching current” Plain and ordinary 
meaning 

“the current that 
carries a signal 
through a load” 
 

44. I understand that the parties also dispute the meaning of “dynamically 

changing/adjust[ing]” (the “dynamic limitation”). In the parallel litigation, Petitioner 

argued that this phrase excludes “reliance on a signal strength threshold,” and Patent 

Owner argued that no such exclusion is proper. Specifically, Patent Owner argued 

the terms only “require varying ‘during operation based—at least in part—on 

information gained during operation.’” The Petition proposes the Board adopt Patent 

Owner’s interpretation of the dynamic limitation. Accordingly, I have also adopted 

Patent Owner’s interpretation of the dynamic limitation. Similarly, I understand that 

the parties dispute the meaning of “signal path.” In the parallel litigation, Apple 

argued that this phrase excludes the “digital signal processing” block, and Theta 
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argued that no such exclusion is proper. The Petition proposes the Board adopt 

Patent Owner’s interpretation of signal path. Accordingly, I have also adopted Patent 

Owner’s interpretation of the signal path. For both disputes, I take no position as to 

which is correct. For all other claim language, I have applied the plain and ordinary 

meaning as defined in the preceding paragraph. 

E. Summary of the Prior Art References 

1. Behbahani  

45. Behbahani (Ex. 1004) was published and publicly available by at least 

August 2001. Indeed, I am listed as a co-author on Behbahani and was the 

supervising faculty member overseeing the research underlying Behbahani. As 

indicated on the face of the article, I can confirm that Behbahani was published and 

made publicly available in the August 2001 IEEE Journal of Solid-State Circuits. I 

note that this journal was well-known in wireless communications devices, and was 

widely available and accessible to those of skill in the art. 

46. Behbahani discloses a wireless receiver that implements an “adaptive 

dynamic range” method to save power by decreasing the dynamic range when 

conditions are better than worst case: 

This receiver implements adaptive dynamic range in the IF section. 

Most wireless systems are designed for the worst case; that is, the 

dynamic range is specified for the desired signal at a minimum 

detectable level, accompanied by the largest anticipated interferers. In 
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practice, the receiver only infrequently needs this high instant DR 

[(dynamic range)]. DR is obtained at the expense of a 

disproportionate rise in power consumption . . . . An important idea 

here, which has also been noted elsewhere [4], is that providing no 

more than the required DR at any given time lowers the average 

power consumption. 

Behbahani at 1205. 

47. Behbahani teaches two separate adaptive techniques to implement the 

adaptive dynamic range—(1) step-based DR and (2) sliding DR. Id. at 1206-07. For 

Behbahani’s step-based adaptive DR, the receiver switches/steps between two 

scaled filters. Id. A “high-power filter” is used during a range of worst-case 

conditions. Id. A POSITA would have understood that there is a range of signal 

conditions that would be characterized as worst-case, rather than a single discrete 

worst-case condition. And a POSITA would have understood that the step-based 

approach in Behbahani, alone or in conjunction with the sliding DR approach, would 

have accommodated the full range of worst-case conditions. A separate “low-power 

filter” is used for the range of conditions that are better than worst-case (i.e., when 

the relative signal levels are more favorable for the desired signal than the worst-

case). Id. A POSITA would have understood that better than worst-case conditions 

generally involve a relatively stronger desired signal and/or relatively weaker 

interferer signals than the range of worst-case conditions. An important concept 
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regarding power savings in Behbahani is that the low-power filter will be used much 

more often than the high-power filter. “Since the worst-case scenario is infrequent, 

the low-power filter determines the average RX power consumption.” Behbahani at 

1206-07. 

48. When the high-power filter is switched to the low-power filter in 

Behbahani, this satisfies both power-saving mechanisms described and claimed in 

the Challenged Patent, (1) lowering the bias current and (2) increasing the signal 

path impedance, lowering the drive/switching current. 

49. When the low-power filter is used during better than worst-case 

conditions, Behbahani’s sliding DR technique uses a gain stage in advance of the 

low-power filter to slide a smaller DR up or down based on strengths of the received 

signals. Id. 

50. For example, Fig. 4(a) illustrates a gain stage used to slide a small DR 

(that results from using the low-power filter) to accommodate specific signal 

strength conditions, and Fig. 4(b) illustrates switching from the low-power filter to 

high-power filter to expand the DR when worst-case conditions are encountered: 
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Id. at 1206, Fig. 4. The left bar in each figure shows the signal and noise levels prior 

to insertion of a preamplifier or substitution of the high-power filter. 

51. As shown in the figure below, Behbahani describes three different 

desired and interferer signal scenarios below in Figure 3. Figs. 3(a) and 3(b) depict 

better than worst-case conditions in which “receiver dynamic range may be modest” 

and the gain-based sliding DR approach is sufficient. Id. at 1206. Fig. 3(c) depicts 

worst-case conditions (i.e., low desired signal and high interferers), requiring the 

system to expand the dynamic range by switching in the high-power filter. Id. 
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Id. at Fig. 3 (rearranged). 

52. A POSITA would have recognized that Behbahani and the ’330 Patent 

are directed to a wireless receiver architecture and design intended to achieve 

reduced power dissipation, and thus are in the same field of endeavor. ’330 patent, 

Abstract, 1:16-18, 2:38-59, 6:1-27; Behbahani, Abstract, 1205. A POSITA also 

would have recognized that Behbahani is directed at solving similar problems to 

those addressed by the ’330 Patent, including accommodating different signal 

conditions by adjusting dynamic range. ’330 Patent, 5:28-64, 6:1-27; Behbahani, 

Abstract (describing adaptive dynamic range to dissipate only the necessary power), 

1205, Fig. 3. Accordingly, Behbahani is analogous art. 

2. Leete 

53. Leete (Ex. 1005) was published and publicly available by at least 

December 2000. Indeed, I am listed as a co-author on Leete and was the supervising 
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faculty member overseeing the research underlying Leete. As indicated on the face 

of the article, I can confirm that Leete was published and made publicly available in 

the December 2000 IEEE Journal of Solid-State Circuits. I note that this journal was 

well-known in wireless communications devices, and was widely available and 

accessible to those of skill in the art. 

54. Leete is focused on the details of the RF circuitry, whereas Behbahani 

is focused on the IF and digital portions of the same receiver. Behbahani, 1205. In 

one example, Leete describes the RF front-end, including a low noise amplifier 

(LNA) and an RF downconverter (including mixers) that converts the RF signal to 

an intermediate frequency (IF). Leete at 1908. 

55. A POSITA would have recognized that Leete and the ’330 Patent are 

related to a wireless receiver architecture and design intended to achieve reduced 

power dissipation, and thus are in the same field of endeavor.’330 Patent at Abstract, 

1:16-18, 2:38-59, 6:1-27; Leete at Introduction, 1908, Fig. 1. A POSITA also would 

have recognized that Leete is directed to solving certain problems addressed by the 

’330 Patent, such as accommodating a wide dynamic range, low power consumption, 

and minimizing noise in the components of the wireless receiver architecture, and 

thus Leete is analogous art.’330 Patent, 5:28-64, 6:1-27; Leete, 1908 (“The main 

objectives in choosing receiver architecture are wide dynamic range, high 

IPR2024-00816 
Apple EX1003 Page 29



 

 30 

sensitivity, fewest off-chip components, and lowest power consumption”), 1910 

(describing minimizing the effect of noise and interference from other blocks). 

3. Tan 

56. Tan (Ex. 1006) was published and publicly available by at least April 

2000. Indeed, I am listed as a co-author on Tan and was the supervising faculty 

member overseeing the research underlying Tan. As indicated on the face of the 

article, I can confirm that Tan was published and made publicly available in the April 

2000 IEEE Journal of Solid-State Circuits. I note that this journal was well-known 

in wireless communications devices, and was widely available and accessible to 

those of skill in the art. 

57. Tan is focused on the details of the bandpass filter used in Behbahani. 

Behbahani at 1210. (“The details of the BPF design are presented elsewhere [7].”) 

The citation [7] in Behbahani is to Tan. 

58. A POSITA would have recognized that each of Tan and the ’330 Patent 

are related to a wireless receiver architecture and design intended to achieve reduced 

power dissipation, and thus are in the same field of endeavor.’330 patent at Abstract, 

1:16-18, 2:38-59, 6:1-27; Tan at Introduction, 476. A POSITA also would have 

recognized that Tan is directed to solving certain problems addressed by the ’330 

Patent, such as accommodating a wide dynamic range, low power consumption, and 

minimizing noise in the components of the wireless receiver architecture, and thus 

IPR2024-00816 
Apple EX1003 Page 30



 

 31 

Tan is analogous art. ’330 Patent at 5:28-64, 6:1-27; Tan at 476 (“The main 

specifications of an on-chip active filter in a wireless receiver are: 1) its frequency 

response, including the passband ripple, stopband attenuation, selectivity, and group 

delay; 2) its dynamic range, including the noise and the linearity; 3) its current drain 

or power consumption; and 4) the chip area.”). 

F. Behbahani in view of Leete in further view of Tan 

1. Claim 1 

a) Claim 1(Pre): “1. A method of receiving a signal using an 
integrated circuit, the integrated circuit comprising a signal 
path including a low-noise amplifier configured to receive the 
signal, a mixer having an input coupled to an output of the low-
noise amplifier, and a low-pass filter having an input coupled 
to an output of the mixer, the method comprising:” 

59. To the extent the preamble is limiting, Behbahani in view of Leete 

discloses a method of receiving an RF signal using an integrated circuit, the 

integrated circuit comprising a signal path including a low-noise amplifier coupled 

to a mixer, which is coupled to a low-pass filter (i.e., an LNA->mixer->filter 

topology). 

Behbahani and Leete describe different aspects of the same circuit—a POSITA 
would have been motivated to combine their teachings 

60. As an initial matter, Behbahani and Leete describe the same research, 

focusing on different aspects of the same receiver circuit, and were intended to be 

used in conjunction. Indeed, Behbahani explains that “the IF section is the main 

focus of this paper” and notes that “[t]he front-end and image-reject downconversion 
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sections of the [receiver] are described in [5].” Behbahani at 1205. The citation “[5]” 

in Behbahani is the Leete article. Put simply, combining the details of Behbahani 

with the details of Leete is consistent with our (myself and my co-authors) intent that 

these papers describe different aspects of the same receiver circuitry. 

61. Fig. 2 from Behbahani describes the “complete WLAN receiver” 

circuitry: 

 

Behbahani, 1206. As noted in the prior paragraph, the details of “[t]he front-end and 

image-reject downconversion sections of the [receiver] are described in” Leete. On 

the “analog chip” and in advance of PGA1 and the variable filter, Behbahani 

represents the receiver circuitry with a single box labeled “Image Reject 

Downconverter”: 
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Behbahani at Fig. 2 (annotated). 

62.      Leete displays the entire receiver circuitry in Fig. 1 below: 

 

Leete at Fig. 1 (annotated). 

63. As shown in the purple box above, Leete provides the details of the 

“image reject downconverter” box from Behbahani’s Fig. 2. Namely, Leete teaches 

that the “RF front-end comprises a low noise amplifier (LNA) and an RF 

quadrature mixer, which downconverts the RF signal to the first IF (IF1).” Leete at 

1908. There are multiple mixers in Leete, for example, the RF quadrature mixer and 
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a second IF mixer that mixer “downconverts the desired signal at IF1 to a low IF2.” 

Leete at 1908. 

64. A POSITA would have understood that placing Leete’s low noise 

amplifier (LNA) and RF quadrature mixer circuitry in Behbahani’s circuit before 

PGA1 is precisely the intent of Behbahani and Leete. Put another way, Behbahani 

expressly motivates the combination, teaching that Leete provides the receiver 

details preceding PGA1. 

65. Therefore, a POSITA would have been motivated to combine 

Behbahani and Leete, as depicted below, where the “image reject downconverter” 

box from Behbahani’s Fig. 2 has been replaced with an LNA and the other IF 

circuitry, including the mixers circuitry (annotated as “IF Circuitry w/ Mixer”):  

 
Behbahani modified by Leete at Figure 2 (annotated). 

66. Further supporting this conclusion, the entire system was presented in 

2000 in a single paper at the IEEE International Solid-State Circuits Conference. 

The article is titled “An Adaptive 2.4GHz Low-IF Receiver in 0.6µm CMOS for 
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Wideband Wireless LAN” to Behbahani, Leete, Tan, Kishigami et al. (“Kishigami”) 

(Ex. 1013). As seen below in Figure 8.5.1, Kishigami depicts the LNA->mixer-

>filter topology as in Leete: 

 

Kishigami at Figure 8.5.1. 

67. Kishigami described the same LNA-equipped figure as Leete, 

describing both the IF stages (Leete’s focus) and also introduced Behbahani’s step-

based and sliding DR concepts. Specifically, Kishigami states, “[t]he IF strip consists 

of a pre-filter programmable gain amplifier (PGA), a variable BW channel select 

bandpass filter (BPF), a post-filter PGA, and continuously variable gain amplifier 

(VGA).” Kishigami, 146. Kishigami describes Behbahani’s sliding-based technique: 

“For a weak received signal, the PGA gain is increased to a maximum of 30dB to 

lower the noise contributed by the IF strip, mainly arising in the active filter. When 
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the desired channel is strong, pre-filter gain is lowered to improve the IP3 of the BPF 

referred to the receiver input.” Kishigami, 146. 

68. Kishigami also describes Behbahani’s step-based DR: “[W]hen strong 

in-band interferers accompany a weak desired signal, the dynamic range and power 

consumption are stepped up. The PGA gain is lowered to suppress intermodulation, 

and an auxiliary BPF is substituted with 10dB lower NF but 10x higher current to 

maintain high SNR in the desired channel. This infrequent condition only slightly 

raises average power consumption in long-term use.” Id. Because Kishigami (1) 

depicts the full receiver circuit from Leete and (2) introduces the adaptive DR 

concepts from Behbahani, it further demonstrates that Leete and Behbahani describe 

the same receiver and were intended to be used conjunctively. 

69. A POSITA would have understood that the LNA->mixer->filter 

topology is a well-known circuit configuration in the art, further motivating the 

proposed combination of Behbahani and Leete. For example, U.S. Patent No. 

6,335,952 to Lee et al. (“Lee”) describes that a LNA->mixer-> filter combination. 

Lee (Ex. 1014), 6:12-20 (“low noise amplifier (LNA) 520 receives an input signal 

from the antenna 505 and amplifies the signal level to output an RF signal. The RF 

BPF 520 is preferably coupled between the antenna 505 and the LNA 520. The RF 

signal is de-modulated by the de-modulating first mixer 530…The output of the de-
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modulating mixer 530 becomes received data by passing the LPF 580.”) The figure 

below in Lee displays the LNA->mixer-> filter combination. 

 

Lee, Figure 5. 

70. As another example, Ludwig (Ex. 1015) describes an LNA->mixer-

>filter topology. Ludwig at 575 (“the received RF signal, is after preamplification in 

a low-noise amplifier (LNA), supplied to a mixer…The signal obtained after the 

mixer contains the frequencies !!" ± !#$, of which, after low-pass (LP) filtering, the 

lower frequency component !!" − !#$, known as the intermediate frequency (IF), is 

selected for further processing.”). An exemplary figure of the LNA->mixer->filter 

topology is depicted below:  
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Ludwig at Figure 10-29. 

71. Finally, a POSITA would have understood that placing Leete’s LNA in 

Behbahani’s circuit as proposed uses a known technique to improve a similar device 

in the same way. As set forth above, both circuits are similar. In fact, they are 

describing different portions of the same receiver circuit. A POSITA would have 

understood that the benefits of an LNA in a wireless receiver include the ability to 

introduce gain without significant noise, which improves the receiver’s ability to 

recover a weak desired signal picked up by the antenna. For example, in an article 

titled “Integrated LNA and Mixer Basics” by Texas Instruments (“Texas”) states that 

LNAs boost the desired signal while adding as little noise and distortion as possible 

so that the signal is easier to retrieve at later stages in the system. Texas (Ex. 1016) 

at 2 (“LNAs are usually placed at the front-end of a receiver system, immediately 

following the antenna…The purpose of an LNA is to boost the desired signal power 

while adding as little noise and distortion as possible so that retrieval of this signal 
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is possible in the later stages in the system.”). It was well known in the art to position 

an LNA prior to a mixer to introduce gain into the circuit. For example, Lee describes 

that the RF signal is amplified with fain at the LNA. Lee, 1:46-50 (“The filtered RF 

signals are amplified with a gain at the LNA 120 and the RF signals passing through 

the LNA 120 are directly demodulated into base band signals by quadrature 

multiplication at the first and second mixers 140 and 145.”). A POSITA would have 

understood that such a benefit applies equally to Behbahani’s Fig. 2 as it does to the 

more detailed version of the same receiver circuit as depicted in Leete’s Fig. 1 and 

would have expected success in treating their teachings conjunctively, as the authors 

intended. 

72. As another example, U.S. Patent No. 6,498,927 to Kang et al. (“Kang”) 

teaches the gain controller outputs signals to the LNA. Kang (Ex. 1017) at 8:25-28 

(“The gain controller 828 outputs control signals 812, 832, 848, and 864 to 

the LNA 810, the VGA 830, the VGA 846 and the VGA 862, respectively.”). An 

exemplary figure of Kang is shown below:  
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Kang at Figure 8.  

Leete quadrature RF mixer satisfies the claimed “mixer” 

73. I note that Leete and the ’330 Patent’s mixer have separate I and Q 

paths. For example, the ’330 patent describes that “[t]he receiver includes a signal 

path formed by low-noise amplifier 102, I and Q mixers 104 and 106, low pass 

filters 108 and 110[.]” ’330 patent, 4:15-17. 

74. As shown below, both Leete and the ’330 Patent place the quadrature 

mixer between an LNA and low-pass filter: 
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’330 Patent at Fig. 1 (annotated). 

 

Leete at Fig. 1 (annotated). 

75. The concept of using quadrature mixers in receivers was well-known at 

the time. For example, Lee teaches a “single chip RF communication system and 

method is provided including a transmitter and a receiver.” Lee at Abstract. Within 

the receiver portion of Lee’s system, the “[t]he filtered RF signals are amplified by 

the LNA 320 and are converted into IF signals by the quadrature 
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mixers 340, 345[.]” Lee at 2:63-66. An exemplary figure from Lee depicting the 

quadrature mixers within the receiver is shown below:  

 

Id., Figure 3. 

76. Based on the similar disclosures in the ’330 Patent and in Leete in 

addition to the well-known concept of quadrature mixers in receivers at the time, a 

POSITA would have understood that Leete’s quadrature mixer stage satisfies the 

claimed “mixer.” 

Behbahani’s “Variable BW Adaptive DR BPF” Includes a Low Pass Filter 

77. Depicted in Fig. 1 below, Behbahani teaches an analog bandpass filter 

(BPF) that “attenuates near-by channels and rejects far-away channels.” 
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Behbahani, Fig. 1, 1205. Behbahani describes that its “BPF realized by an [low-pass 

filter] LPF in series with [high-pass filter] HPF lowers power consumption.” Id., 

1216. Because Behbahani’s BPF includes a low-pass filter stage, it satisfies the 

preamble’s “low-pass filter.” 

Behbahani’s Mixer is “Coupled” to its Low-Pass Filter 

78. Behbahani teaches the claimed LNA->mixer->low-pass filter topology, 

but it teaches intervening circuit components (e.g., PGA1), as shown in the figure 

below. 

 
Behbahani modified by Leete at Figure 2 (annotated). 

IPR2024-00816 
Apple EX1003 Page 43



 

 44 

79. It is my understanding, however, that these intervening circuit 

components do not preclude invalidity and that the term “coupled” should not be 

interpreted to require direct physical connection unless the patent makes clear that 

such direct physical connections are intended. From my review, the ’330 Patent does 

not support interpreting “coupled” to require a direct physical connection. Indeed, 

the ’330 Patent illustrates circuit arrangements in which the mixer and filter—

components that are “coupled” in the claims—are separated by a gain stage (i.e., not 

directly physically connected): 

 
’330 Patent at Fig. 14 (annotated). 

80. There is no teaching or suggestion in the ’330 Patent that “coupled” is 

intended to narrowly require direct physical connection. Based on this broad 

meaning of “coupled” ascribed by the ’330 Patent and my understanding of the law 
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as conveyed by counsel, I have assumed “coupled” in the Challenged Claims permits 

both direct physical connections as well as indirect connections (e.g., components 

on the signal path and separated by intervening circuitry). 

81. Further, it was well-known in the art to have intermediate components 

in between a mixer and a filter stage. For example, Kang teaches an intermediate 

gain stage (VGA 830) in between the mixer (816) and broadband filter (836). 

 

Kang at Figure 8. 

82. As another example, U.S. Patent No. 6,366,622 to Brown et al. 

(“Brown”) describe a topology where the “output of the LNA 126 is fed into the 

inputs of two mixers 132, 134. The mixers 132, 134 and the phase shifter 136 cause 
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the signal to be split into its complex coordinates...Automatic gain control 

by amplifiers 144, 146 is performed on the outputs of the mixers 132, 134, 

respectively. The outputs of the amplifiers 144, 146 are filtered 

by filters152, 154[.]” Brown (Ex. 1018) at 10:32-41. 

 

Id., Figure 4. 

83. Accordingly, Behbahani’s LNA is coupled to its mixer and its mixer is 

coupled to the low-pass filter (i.e., in an LNA->mixer->filter topology), despite the 

intervening circuitry. 
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Behbahani’s LNA, Mixer, and Low-Pass Filter are Components of an Integrated 
Circuit That Receives a Signal 

84. Behbahani teaches a receiver that receives a signal. Behbahani, 1207. 

(“measured signal levels [that] indicate how much of the received signal is being 

rejected, respectively, by the analog filter and the digital filter”). It was further well-

known in the art that RF receivers receive RF signals. For example, a book titled 

“BARRON’S ELECTRONICS THE EASY WAY,” (“Barron”) describes, “[t]he 

other half of the radio frequency (RF) communications consists of a receiver. The 

transmitted wave is of very little use unless it is received and decoded to present the 

information, music, or speech as intended. This is where the receiver does its half of 

the job in a communications system.” Barron (Ex. 1019) at page 270. 

85. Behbahani’s Fig. 2 depicts an “analog chip” that includes multiple 

components on the signal path (annotated in red), including an LNA (annotated in 

blue) configured to receive the signal, a mixer (annotated in yellow) having an input 

coupled to an output of the LNA, and a low-pass filter (annotated in green) having 

an input coupled to an output of the mixer (annotated in yellow): 

 

Behbahani modified by Leete at Figure 2 (excerpt, annotated). 
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86. A POSITA would have understood that the received signal passes 

through these components from left to right. Namely, the signal first passes through 

a bandpass filter before being received by the LNA in the analog chip and continues 

through the other components in the analog chip (Image Reject Downconverter, 

PGA1, and Variable BW Adaptive DR BPF). I note that the signal first passing 

through a bandpass filter is consistent with the disclosures of the ’330 Patent. For 

example, the ’330 Patent describes “[s]ignals are received on an antenna, not shown, 

and typically pass through an RF switch and bandpass filter before being received 

by the low-noise amplifier 102 on line 101.” ’330 Patent at 4:32-35. 

87. Further, a POSITA would have understood that the “analog chip” 

reference in Behbahani means the components are in fact integrated on a single 

analog chip. In the art, a “chip” was commonly used to describe an integrated circuit. 

For example, Barron describes, “[t]he integrated circuit (IC) is a single, monolithic 

chip made of semiconductor material.” Barron at 117. As another example, Barron 

states, “[c]hips, ICs, integrated circuits all mean the same thing.” Barron at 145.  

88. Behbahani expressly notes that a goal of the described research is to 

support “a fully integrated receiver (RX)” with “on-chip image-rejection.” 

Behbahani at 1205. Indeed, Leete’s Fig. 15 is a “[c]hip photo” of an “integrated 

receiver” that shows an LNA, mixers, and filters all on the same integrated circuit: 
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Leete at Fig. 15 (annotated) 

89. I note that the ’330 Patent even uses the terms “chip” and “integrated 

circuit” interchangeably. ’330 Patent at 4:2-5. (“This transceiver may be completely 

or partially integrated on a semiconductor chip, or it may be integrated onto multiple 

integrated circuits.”). 

b) Claim 1(a): “determining a first signal strength at a 
first node in the signal path in the integrated circuit; 
and” 

90. As I discussed above, Behbahani teaches a path for an analog signal in 

an integrated circuit. See Claim 1 (Pre). 

91. As set forth below, Behbahani measures the signal strength of received 

signals at multiple nodes along this signal path on the integrated circuit, including at 
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nodes AI and AO, and Behbahani uses those measurements to adjust the dynamic 

range. 

Behbahani measures a first signal strength at a first node 

92. Behbahani measures signal strength to its adaptive dynamic range 

techniques. Specifically, signal power is sensed at the input and output of the analog 

filter to indicate how much of the received signal is being rejected: 

The algorithm to sense the input signal and determine instant DR is 

key. Signal power is sensed at four points along the IF strip (Fig. 2): 

input and output of the analog BPF and input and output of the digital 

channel select filter. These measured signal levels indicate how much 

of the received signal is being rejected, respectively, by the analog 

filter and the digital filter. 

Behbahani at 1207. 

93. Behbahani’s Fig. 2 (modified by Leete as described above) illustrates a 

first signal strength measured at node AI located in the signal path (annotated in red) 

before the analog filter and a second signal strength measured at node AO located in 

the signal path after the analog filter as shown below: 
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Behbahani modified by Leete at Figure 2 (annotated). 

94. Behbahani teaches that the difference between signal levels at nodes 

“AI and AO is a measure of the out-of-band interferers being rejected by the analog 

[filter].” Behbahani at 1207. The output of the digital filter (DO), indicates the 

absolute signal strength of a received desired signal. Behbahani at 1207. 

95. Behbahani explains that “[i]f the signal levels are significantly different 

at . . .  the above pairs of nodes (AI and AO . . . ) and there is a weak signal at DO, the 

condition must be the one shown in Fig. 3(c).” Id. The figure below in Behbahani 

illustrates three different scenarios for received signals. 
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Id. at Fig. 3 (rearranged). Behbahani explains that “[i]f the signal levels are 

significantly different at . . .  the above pairs of nodes (AI and AO . . . ) and there is 

a weak signal at DO, the condition must be the one shown in Fig. 3(c).” Id. at 1207. 

Figs. 3(a) and 3(b) depict better than worst-case conditions in which “receiver 

dynamic range may be modest” and the gain-based sliding DR approach is sufficient. 

Id. at 1206. Therefore, Behbahani describes three different desired and interferer 

signal scenarios as shown below in Fig. 3. Figure 3(a) above illustrates a strong 

desired signal, Fig. 3(b) illustrates a weak desired signal and weak interferers, and 

Fig. 3(c) illustrates a weak desired signal and large interferers. 

96. When a worst-case signal scenario occurs, such as Fig 3(c), 

Behbahani’s switched DR process uses the high-power filter to expand the DR and 

accommodate a low desired signal and high interferers. Id. When the signal strength 
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measurements indicate conditions have sufficiently improved over the worst-case, 

Behbahani’s system switches in the low-power filter, saving power, and implements 

the sliding DR process to track the desired signal strength. Id. 

97. Behbahani teaches “[t]he worst-case is when the desired signal is weak 

but the interferers strong (Fig. 3(c)).” Id. As another example, Behbahani states, “[i]f 

the signal levels are significantly different at . . .  the above pairs of nodes (AI and 

AO . . .) and there is a weak signal at DO, the condition must be the one shown in Fig. 

3(c).”) Id. at 1207. Figure 3 is depicted below: 

 

Id. at Fig. 3 (rearranged). 

98. I note that Behbahani’s process of signal measurements before and after 

a filter is similar to the ’330 Patent. For example, Fig. 4 below illustrates this 

concept. 
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’330 Patent at Fig. 4. The ’330 patent explains that SSI1 is the “sum of desired signal 

412 and interfering signals 414 and 416,” and SSI2 is the “sum of desired signal 462 

and interfering signals 464 and 466.” Id. at 6:52-64. The patent explains that the 

interfering signal levels are reduced by filter 430. Id. Accordingly, if SSI2 is 

significantly smaller than SSI1, large interferer signals have been reduced by filter 

430. Id., 7:1-8 (explaining that comparing these values indicates how much of the 

combined signal has been filtered). 

c) Claim 1(b): “reducing a switching current in the 
signal path by dynamically changing an impedance of 
a component in the signal path based on the first 
signal strength.” 

99. As noted above, I have been asked to apply the Patent Owner’s 

construction for the dynamic limitations. See Section III.E. Namely, the impedance 

change in this limitation does not exclude thresholds and must simply be based on 

information gained during operation. 
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A. The ’330 Patent’s Sole Inventor Admitted That Behbahani’s 
Scaled Filter Approach Adjusts Signal Path Impedance 

100. I have read a January 2003 article titled, “Internally Varying Analog 

Circuits Minimize Power Dissipation,” by the ’330 patent’s inventor, Dr. Tsividis. 

In that article, he describes many of the ’330 Patent concepts, including a “Dynamic 

Impedance Scaling” approach to save power when experiencing better than worst-

case conditions. Importantly, Dr. Tsividis’ January 2003 article points to 

Behbahani’s switched filter process as an exemplary means by which dynamic 

impedance scaling can be implemented. Ex. 1011 at 70 (“One way to achieve the 

above scenario would be to use two filters, designed with different capacitance 

values, and place one or the other in service as required [34], turning the other filter 

off.”). Reference [34] is the same Behbahani reference used in this declaration and 

the petition. Id. at 72. 

101. Dr. Tsividis’ January 2003 article explains that systems are often 

designed “to handle very small signals in the worst case,” providing large Usable 

Dynamic Ranges (UDR), which require filters with large capacitance values. Id. at 

70. Dr. Tsividis’ January 2003 article went on to note that, “when the desired signal 

happens to be strong and no strong blocker is present[,]” “the very low noise floor 

of this system is unnecessary and can be allowed to increase by scaling [the 

capacitance] down[.]” Id. at 70. In addition to decreasing capacitance, the article 

explained that “the transconductances or conductances of the filter will have to be 
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scaled together with [the capacitance] in order to leave the frequency response 

unchanged.” Id. at 70. Finally, the article explained that “impedance scaling” by 

“lowering capacitances and transconductances allows one to also lower IBIAS, and 

thus the total power dissipation can be made small.” Id. at 70. The article explains 

that the concepts of changing a bias current and changing impedance are related as 

“impedance scaling” by “lowering capacitances and transconductances allows one 

to also lower IBIAS, and thus the total power dissipation can be made small.” Id.; see 

also id. at 71 (“not[ing] that dynamic biasing is also encountered in the course of 

applying [] dynamic impedance scaling[.]”). 

102. Transconductance is a well-known concept that is distinct from 

resistance, but that is related to resistance in that both represent the electrical 

characteristics relating to the current. Indeed, a POSITA would have understood that 

there is typically an inverse relationship between transconductance and resistance, 

i.e., lowering transconductance typically accompanies an increased resistance. For 

example, Ludwig describes an inverse relationship between resistance and 

transconductance. Ludwig at 521. (“Such parasitics include the base resistance that 

is connected in series with $% and thus reduces the effective transconductance gm.”) 

Further, it was well-known that the higher current capability of high 

transconductance transistors is typically paired with the low resistance to that higher 

current in the form of smaller resistors.  
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103. As will be discussed in more detail with reference to the Tan paper 

below, a POSITA would have understood that decreasing transconductance in filters 

was generally accompanied by an increased resistance. 

 

Tan, Figs. 6(a)-(b) (annotated). Annotated blue above, the transistor Width/Length 

ratio is directly related to transconductance, with a higher Width/Length ratio 

resulting in a higher transconductance. As shown above and will be discussed later 

in more detail, annotated red and described above, resistance has an inverse 

relationship to transconductance. For example, Fig. 6(a)’s higher transconductance 

is accompanied by a relatively small 740 Ohms in one leg of the circuit, while Fig. 

6(b)’s lower transconductance is accompanied by a much higher 8,540 Ohms in one 

leg of its circuit. 
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104. Increasing the resistance and decreasing capacitance in an RC filter 

circuit is the only specific example of dynamically adjusting signal path impedance 

discussed in the ’330 Patent. In this example, illustrated in Fig. 6, an RC filter circuit 

is “scaled[,]” doubling the signal path impedance, which allows the “circuit’s 

required drive current” to be cut in half. Id at 7:44-59. Figure 6 is shown below: 

 

’330 Patent at Fig. 6. 

105. At least based on the well-accepted inverse relationship between 

resistance and transconductance, a POSITA would have understood that Dr. 

Tsividis’ 2003 article’s description of dynamically adjusting a filter to maintain the 

same frequency response by decreasing transconductance and decreasing 

capacitance is analogous to the ’330 Patent’s dynamic filter that maintains the same 

frequency response by increasing resistance and decreasing capacitance. 
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Accordingly, a POSITA would understand that inventor Tsividis’ description of 

dynamic impedance scaling in his January 2003 article aligns precisely with his 

disclosure of dynamic impedance scaling described and claimed in the ’330 Patent. 

Both result in an increased signal path impedance, allowing lower DC bias current 

and lower AC switching current to save power. 

Switching From Behbahani’s High-Power Filter to Low-Power Filter Increases 
Signal Path Impedance 

106. As discussed above with reference to claim [1[a]], Behbahani teaches 

a wireless receiver that implements an “adaptive dynamic range” method to save 

power by decreasing the dynamic range when conditions are better than the worst-

case signal condition. 

107. Specifically, Behbahani uses a step-based DR technique that switches 

between two scaled filters, using a “high-power filter” during worst-case conditions 

and a separate “low-power filter” for conditions where the relative levels are more 

favorable for the desired signal than the worst-case. Behbahani at 1206-07. 

108. Fig. 4(b) below illustrates switching from the low-power filter to high-

power filter to expand the DR when worst-case conditions are encountered: 
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Id. at 1206. The left bar in each figure shows the signal and noise levels prior to 

insertion of a preamplifier or substitution of the high-power filter. Behbahani teaches 

that switching back—from the high-power filter to the low-power filter—when 

conditions improve is one means through which Behbahani’s system saves power 

during periods of better than worst-case conditions. 

109. That dynamic range is stepped up as shown in Fig. 4(b) above, by 

switching in the “high-power scaled filter[.]” Id. at 1207. Behbahani explains, “[t]wo 

filters are implemented with the same topology, but one, scaled up to consume 10x 

more power, offers 10x lower mean square noise but the same linearity.” Id. Thus, 

when the high-power filter is switched into the circuit, the “DR may be stepped up 

by substituting a scaled version of a nominal circuit.” Id. at 1206. 

110. Behbahani explains that “providing no more than the required DR at 

any given time lowers the average power consumption.” Id. at 1205. To achieve this, 

IPR2024-00816 
Apple EX1003 Page 60



 

 61 

“a BPF dissipating low power is employed for nominal RX DR. However, in the 

worst-case scenario, the high-power scaled filter is switched in raising total DR. 

Since the worst-case scenario is infrequent, the low-power filter determines the 

average RX power consumption.” Id. In other words, Behbahani’s high-power filter, 

as the name suggests, uses more power than the low-power filter. Because the high-

power filter is used infrequently—during worst-case conditions—the average power 

is largely determined by the low-power filter, which is used more often. 

111. Behbahani and Tan describe a technique often referred to in the art as 

filter scaling. Behbahani explains, “[t]wo filters are implemented with the same 

topology, but one, scaled up to consume 10x more power, offers 10x lower mean 

square noise but the same linearity.” Id. at 1207. Behbahani provides some detail 

about the scaled filters, including that its high-power filter “[s]cale[s] up all the 

transistors[,]” while “scaling down all resistors by the same factor,” which “raises 

bias current proportional to the scale factor[.]” Id. at 1206. Behbahani also explains 

that the filter input capacitance scales proportionately, noting the “filter input 

capacitance [] is, respectively, 0.4 and 4 pF for the low-power and the high-power 

versions.” Id. at 1208. As set forth in detail below, Tan provides details about the 

specific scaled filters to be used in Behbahani’s receiver. 

112. Scaling circuits was a well-known technique at the time. As an 

example, Cho describes “Scaling of SC Circuits Through the Pipeline[.]” Cho 
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describes, “the stage requirements on the speed and accuracy become less stringent 

as the stage resolution decreases down the pipeline, stages in the later part of the 

pipeline can be scaled down by using smaller sampling capacitors and op amps. 

In this case, the sizes of sampling capacitors and op amps near the front end are 

determined by the noise floor, and toward the end of the pipeline, parasitic 

capacitances begin to dominate, and so settling time requirements determine the size 

of each stage.” Cho (Ex. 1021) at 168. 

113. Cho further discusses that power optimization of “each of the 

operational amplifier in the pipeline can be performed taking into account the source, 

load, and feedback capacitors seen by each one.” Id. 

114. Further a POSITA would have understood that filter scaling was an 

advantageous technique to use as, it was well-known in the state of the art that filter 

scaling saves power. For example, a textbook titled “Analog MOS Integrated 

Circuits for Signal Processing” to Gregorian et al., (“Gregorian”) describes filter 

scaling. In a section titled “The Scaling of Switched-Capacitor Filters” Gregorian 

describes “[t]he actual performance of an SCF [switched-capacitor filter] can be 

improved, and the area which it occupies on its silicon chip reduced, by scaling 

operations.” Gregorian (Ex. 1023) at 339. Gregorian employs filter scaling by 

“multiplying all capacitors which are connected (or switched) to the output terminal 

of the %th op-amp &'& changes its output voltage (&	to (&	/+& , while leaving all 
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charges from (and to) &'& to (and from) the rest of the circuit unchanged.” Id. at 

340. In sum, filter scaling “is useful in improving the dynamic range of SC circuits.” 

Id. 

115. Behbahani provides some detail about the scaled filters, such as the 

high-power filter “[s]cale[s] up all transistors[,]” while “scaling down all resistors 

by the same factor[,]” which “raises bias current proportional to the scale factor[.]” 

Behbahani at 1206. Behbahani also explains that the filter input capacitance scales 

proportionately, noting the “filter input capacitance [] is, respectively, 0.4 and 4 pF 

for the low-power and the high-power versions.” Id. at 1208. But Behbahani notes 

that additional “details of the [filter] design are presented elsewhere [7].” Id. at 1210. 

[7] is a reference to Tan. Id. at 1216. 

116. Tan does provide additional details about the scaled filters discussed in 

Behbahani, and these additional details confirm that transitioning from the high-

power to low-power filter increases signal path impedance. Like the Leete reference, 

Behbahani and Tan describe different aspects of the same circuit. As I explained 

above, a POSITA would have been motivated to combine Behbahani and Leete, 

treating them conjunctively as the authors intended. The same motivation applies to 

combining Behbahani and Tan. And, as with the Behbahani and Leete combination, 

POSITA would have expected success in treating Behbahani’s and Tan’s teachings 

conjunctively, as the authors intended. 
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117. Tan describes scaled Gm-C filters. Tan at 477. (“This filter is realized 

as a Gm-C circuit.”) The “electrical characteristics of the Gm-C filter strongly depend 

on the Gm circuit. These characteristics are: noise factor, current efficiency Gm/ Ibias, 

linearity as measured by intercept point, tuning range, frequency response, 

maximum signal swing at the input and the output, and dc gain.” Id. The Gm  circuit 

defines the overall filter characteristics, and examining that Gm  circuit reveals that 

the proposed low-power filter does in fact have lower transconductance, higher 

resistance, lower capacitance, and a lower bias current. For example, Figs. 6(a) and 

6(b) below illustrate how the transconductances and resistances vary together in the 

proposed scaled filters in Tan: 
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Tan, Figs. 6(a)-(b) (annotated). Annotated blue above, the transistor Width/Length 

ratio is directly related to transconductance, with a higher Width/Length ratio 

resulting in a higher transconductance. 

118. It was well known in the art that transconductance is directly 

proportional to the width (W) of the transistor and inversely proportional to its length 

(L). For example, STMicroelectronics states, “the transconductance is directly 

proportional to the channel width/length ratio, and the voltage threshold is always 

determined by the doping of the channel, gate oxide thickness . . ., etc.” 

STMicroelectronics (Ex. 1024) at 4.  

119. In the above example in the low-noise (high-power) filter stage 

depicted in Fig. 6(a), the Width/Length ratios are as follows: 	

190
3 , 1223 , 591.5 

This equals a Width/Length ratios range of approximately 40 to 60 for the low-noise 

(high-power) filter stage depicted in Fig. 6(a). 

120. As shown in the low-noise (high-power) filter stage depicted in Fig. 

6(a), the Width/Length ratios are as follows: 

24
4.5 ,

13
3 , 174.3 ,

16
4.3 ,

14
4.3 ,

13
4.3	 

121. The Width/Length ratios are much smaller ratios, ranging from 3 to 5.3 

for the low-power filter stage depicted in Fig. 6(b).  
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122. As I explained above, resistance has an inverse relationship to 

transconductance. For example, Fig. 6(a)’s higher transconductance is accompanied 

by a relatively small 740 Ohms in one leg of the circuit, while Fig. 6(b)’s lower 

transconductance is accompanied by a much higher 8,540 Ohms in one leg of its 

circuit. 

123. Comparing the Width/Length ratios range of about 40-60 to the 

Width/Length ratios ranging about 3-5.3 and taking into consideration the resistance 

of 740 Ohms and 8,540 Ohms, equates to a more than 10x increase in 

transconductance in the high-power stage. This equates to the low-power filter 

having a 10x lower transconductance when compared to the high-power stage.  

124. In sum, Tan confirms that the low-power filter in Behbahani exhibits 

“the same frequency response and linearity” as the high-power filter, but that scales 

all “transconductances and capacitors in th[e] filter . . . by a factor of 10” and 

“consumes 10x lower power.” Tan at 480. Tan also confirms that the high-power 

filter utilizes a higher transconductance Gm (accompanied by lower resistance), 

higher capacitance, and higher bias current. Id. at 481. A POSITA would have 

understood, consistent with the ‘330 Patent and Dr. Tsividis’ 2003 paper, that Tan’s 

teachings confirm Behbahani’s switch from high-power to low-power filter does in 

fact increase the signal path impedance. 

Switching From a High-Power Filter to Low-Power Filter Lowers the Switching 
Current 
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125. The ’330 Patent does not identify how switching/drive current is 

reduced when signal path impedance is increased. The patent seems to suggest that 

driving a larger signal path load impedance may require less current. ‘330 Patent at 

7:49-52 (when the impedance load is doubled, “the output current required . . . is 

reduced by one-half”). This appears to be a reference to the well-understood Ohm’s 

law, which defines the relationship between current (I), resistance (R), and voltage 

(V):  V=I*R. See Barron at 21. (“A German physicist by the name of Georg Ohm 

discovered the relationship between voltage, current, and resistance in 1827…E 

represents emf, or voltage; I is the current or the intensity of electron flow; R stands 

for resistance. The formula is E = I x R.”). Based on Ohm’s law, if the voltage (V) 

across a load is to be kept constant and the resistive load (R) is doubled, only half 

the current (I) is required to generate that constant voltage across the load. The patent 

also alludes to a relationship between bias current and drive current. See, e.g., ’330 

Patent at 7:60-67 (noting that increasing the signal path impedance is an example 

“where drive currents and possibly bias currents may be reduced”), id. at 9:55-59 

(“since the drive current is reduced, one or more bias current may also be reduced”).  

126. Although the patent itself does not explain this, Dr. Tsividis’ January 

2003 article does provide a helpful example that illustrates the relationship between 

bias current and drive current. Specifically, the article states “[i]n general dynamic 

biasing decreases bias current values when they are not needed to handle large signal 
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swings. The total current in a conventional and in a dynamically biased class A 

circuit, under changing signal amplitudes conditions, is illustrated in Figure 13.” Ex. 

1011 at 71.   

 

Ex. 1011 at 71 (annotated). As illustrated in Figure 13 (a), the power dissipation 

(which refers to average power in this context) is set by the dashed line in the figure 

labeled 7'()*, the signal amplitude current drops by DIA but the average power 

remains unchanged. Figure 13 (b) illustrates that power savings can be realized when 

7'()*	(9) is dynamically lowered. In Figure 13 (b), lowering 7'()*(9)	produces power 

savings when a lower average switching/drive current that flows through the circuit. 

The dotted line in this figure represents the bias current.  
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127. Behbahani expressly teaches that the DC bias current is lower when the 

low-power filter is in use. Behbahani, 1206 (teaching that its high-power filter 

“[s]cale[s] up all transistors[,]” while “scaling down all resistors by the same factor,” 

which “raises bias current proportional to the scale factor”). Based on the logic of 

Fig. 13 in Dr. Tsividis’ 2003 paper, a POSITA would have understood that 

decreasing the bias current when switching in Behbahani’s low-power filter also 

serves to decrease switching/drive current. The technical details of the high- and 

low-power filters, as described in Tan, also confirm that AC switching/drive current 

is in fact lower when the low-power filter is used. Specifically, the lower 

transconductance values in the low-power filter stages will, by their electrical 

characteristics, produce lower AC current in the signal path. In simple terms, 

transconductance is a measure of the output AC (signal) current produced by the 

input AC (signal) voltage: gm=∆Iout/∆Vin.  

128. As discussed above, the transconductance of the Behbahani’s low-

power stage is more than ten times lower than the low noise (high-power) stage. 

Focusing on Inp and Outp, Figs. 6(a)-(b) show that, for the same input voltage, the 

output current in the high-power filter will be much larger than the output current in 

the low-power filter as a result of the significantly different transconductance values: 
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Tan, Figs. 6(a)-(b) (annotated). Each of the transconductors in this filter (represented 

by triangles in Fig. 9) includes either the circuit depicted in Fig. 6(a) (for the high-

power filter) or Fig. 6(b) (for the low-power filter). Tan’s Fig. 9 as shown below 

depicts the full low pass Gm-C filter structure.  
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Tan at Fig. 9 (annotated). As Tan explains, the filter uses pairs of transconductors in 

a differential negative feedback configuration to simulate inductors in an LC ladder 

filter. Id. at 478, 480, Fig. 9. Focusing on the forward current path through the 

transconductors of the filter circuit to simplify the discussion, the switching current 

carrying the IF signal is relatively higher in the transconductors of the high-power 

configuration of Fig. 6(a) and relatively lower in the transconductors of the low-

power configuration of Fig. 6(b). In other words, the higher switching current that 

results from the high-power transconductor’s larger transconductance produces an 

overall larger switching current through the filter. 

Behbahani Switches From a High-Power Filter to a Low-Power Filter Based on 
Signal Strength Measurements  
 

129. As I discussed above with reference to limitation [1(a)], Behbahani 

takes multiple signal strength measurements to ascertain signal conditions, including 
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at a first signal strength measured at node AI located in the signal path before the 

analog filter and a second signal strength measured at node AO located in the signal 

path after the analog filter.  

130. Behbahani teaches that the difference between signal levels at nodes 

“AI and AO is a measure of the out-of-band interferers being rejected by the analog 

[filter].” Behbahani at 1207. The output of the digital filter (DO), indicates the 

absolute signal strength of a received desired signal. Id. 

131. Behbahani explains that “[i]f the signal levels are significantly different 

at . . .  the above pairs of nodes (AI and AO . . . ) and there is a weak signal at DO, the 

condition must be the one shown in Fig. 3(c).” Id. The figure below in Behbahani 

illustrates three different scenarios for received signals.  
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Id. at Fig. 3 (rearranged). Behbahani explains that “[i]f the signal levels are 

significantly different at . . .  the above pairs of nodes (AI and AO . . . ) and there is 

a weak signal at DO, the condition must be the one shown in Fig. 3(c).” Id. at 1207. 

Figs. 3(a) and 3(b) depict better than worst-case conditions in which “receiver 

dynamic range may be modest” and the gain-based sliding DR approach is sufficient. 

Id. at 1206. Therefore, Behbahani describes three different desired and interferer 

signal scenarios as shown below in Fig. 3. Figure 3(a) above illustrates a strong 

desired signal, Fig. 3(b) illustrates a weak desired signal and weak interferers, and 

Fig. 3(c) illustrates a weak desired signal and large interferers. A step-based DR 

technique switches between two scaled filters, using “high-power filter” only during 

worst-case conditions and a separate “low-power filter” for conditions that are better 

than worst-case. Id. at 1206-07.  

132. When a worst-case signal scenario occurs, such as Fig 3(c), 

Behbahani’s switched DR process uses the high-power filter to expand the DR and 

accommodate a low desired signal and high interferers. Id. at 1206. When the signal 

strength measurements indicate appropriately better than worst-case conditions, 

Behbahani’s system switches in the low-power filter, saving power, and implements 

the sliding DR process to track the desired signal strength. Id.  

133. Accordingly, a POSITA would understand that switching from the 

high-power filter to low-power filter is based on signal strength measurements taken 
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at multiple nodes in the signal path on an integrated circuit, including at nodes AI 

and AO. And when Behbahani switches from its high-power filter to its low-power 

filter based on signal strength measurements, as discussed above, it (1) increases the 

signal path impedance and (2) lowers the DC bias applied to the filter stage, and (3) 

lowers the switching current—the current carrying an AC signal through the signal 

path.  

2. Claim 2 

a) Claim 2(a): “The method of claim 1 wherein the signal 
comprises a preamble portion and a data portion,” 

134. As I discussed above with reference to limitation Claim [1(Pre)], 

Behbahani teaches a method of receiving a signal using receiver components built 

on an integrated circuit, comprising a signal path. Behbahani further teaches the 

signal comprises a preamble portion and a data portion. Specifically Behbahani 

states: 

An abrupt switch from the low-power to the high-power filter causes 

the BER [bit error rate] to increase momentarily. However, as data 

transmitted in frames is preceded by a preamble and training sequence, 

the desired filter is switched during the preamble and settles during 

that time, eliminating increase in bit error rate (BER) during the data 

sector. 

Behbahani at 1207.  

b) Claim 2(b): “the impedance of a component is changed while 
receiving the preamble portion, and” 
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135. As I discussed above with reference to Claim [1(b)], when Behbahani’s 

system switches from its high-power filter to its low-power filter, this increases the 

“opposition to the flow of alternating current” (i.e., impedance) in the analog signal 

path so a smaller current carries the AC signal through the filter load.  

136. Behbahani cautions that, to ensure bit errors that result from the 

switching have settled out before the data portion is received, “the desired filter is 

switched during the preamble and settles during that time.” Behbahani at 1207. 

Accordingly, Behbahani teaches changing the signal path impedance (e.g., 

switching from high-power filter to its low-power filter) of the filter component 

while receiving the preamble portion of the signal, as claimed.  

c) Claim 2(c): “the method further comprises receiving the data 
portion of the signal.” 

137. Behbahani explains that that the received signal includes “data 

transmitted in frames” that is received after the desired filter switched during receipt 

of the preamble has settled, “eliminating increase in bit error rate (BER) during the 

data sector.” Behbahani at 1207. A POSITA would have understood that 

Behbahani’s “data sector” is the received data portion of the signal. Indeed, it was 

well known in the art that signals had a preamble and data portion. For example, 

U.S. Patent No. 6,353,640 to Hessel et al. (“Hessel”) describes “a radio 

frequency receiver for receiving radio frequency digital modulated signals having 

a preamble portion and a data portion[.]” Hessel (Ex. 1025) at 18:15-18.  
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3. Claim 3 

Claim 3: “The method of claim 2 further comprising: determining a second 
signal strength at a second node in the signal path, wherein the second node in 
the signal path is after the first node in the signal path.” 

138. As I discussed above with reference to claims [1(Pre)] through [1(a)], 

Behbahani teaches a method for receiving a signal using an integrated circuit, and 

determining a first signal strength at a first node (AI) in the signal path and a second 

signal strength at a second node (AO) in the signal path in the integrated circuit. See 

Claim [1(Pre)-1(a)].  

139. Behbahani’s Fig. 2 below illustrates a second node (AO) after a first 

node (AI) in the signal path: 

 
Behbahani modified by Leete, Figure 2 (annotated). 

4. Claim 4 

Claim 4: “The method of claim 3 wherein the impedance of the component in 
the signal path is also changed based on the second signal strength.” 
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140. As I discussed above, Behbahani teaches changing an impedance when 

switching from the high-power filter to the low-power filter in the analog signal path 

based on signal strength measurements (including first and second signal strength 

measurements at nodes AI and AO) taken during operation. See Claim [1(Pre)-1(b)]. 

5. Claim 5 

Claim 5: “The method of claim 2 wherein the component in the signal path 
comprises a MOS transistor.” 

141. As discussed above, Behbahani switches between a high-power filter 

and a low-power filter based on signal strength measurements. The specific filter 

structures are described in more detail by Tan. See Claim [1(b)]. 

142. As discussed above [1(b)], Tan describes a transconductance core that 

is key to the variable filter design in which different transconductor circuits are used 

for the low-power filter and for the high-power filter. See, e.g., Tan at 478-80, Fig. 

6. Tan explains that each of these transconductance cores utilizes MOS transistors. 

Id. at 478. (“The transconductor used in this filter employs variable wide-band 

resistor degeneration (Fig. 3). MOS resistors MN3 and MN4 operate in the triode 

region as voltage-controlled degeneration, and are padded with linear resistors in 

series to improve linearity. To understand this circuit, first consider a MOSFET[.]”)  

143. A POSITA would have understood that MOS is a reference to the 

physical structure of the transistor—Metal Oxide Semiconductor. It was well known 

in the art that “MOS” is an abbreviation for a Metal Oxide Semiconductor. For 
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example, Barron describes a “metal oxide semiconductor (MOSFET)[.]” Barron at 

161. A POSITA would also have understood that FET is a reference to operation of 

the device as a Field-Effect Transistor. Indeed, Tan defines the FET as “the field-

effect transistor (FET)[.]” Tan at 478. Further, it was well-known in the art that 

“FET” is an abbreviation for “field-effect transistor.” For example, Barron describes 

a “field effect transistor (FET)[.]” Barron at 161.  

144. Accordingly, a POSITA would have understood that the variable filter 

described by Tan comprises MOS transistors.  

6. Claim 6 

Claim 6: “The method of claim 2 wherein the component in the signal path 
comprises a resistor.” 

145. As I discussed above, Behbahani switches between a high-power filter 

and low-power filter based on signal strength measurements, and the specific filter 

structures are described in more detail by Tan. See Claim [1(b)]. 

146. As discussed above in [1(b)], Tan describes a transconductance core in 

which various transconductor circuits are used for the low-power filter and for the 

high-power filter. See, Tan, 478-80. For example, Tan describes that the 

“transconductor used in this filter employs variable wide-band resistor degeneration 

(Fig. 3)…The total available headroom, set by the supply voltage, is divided across 

the input stage (transconductance core, MN1-4 and Rs) and the load.” Id. at 478. 

Figure 3 is depicted below:  

IPR2024-00816 
Apple EX1003 Page 78



 

 79 

 

Id. at Figure 3.  

147. Tan further describes that the final transconductor stage (Gm) is 

designed for a “low-noise version (;,,.) of the LPF…The receiver also uses another 

LPF with the same frequency response and linearity, which consumes 10x lower 

power (;,,#) but with a 10-dB higher noise floor.” Id. at 480. 

148. Tan explains that the “low power transconductance is shown in Fig. 

6(b)…Compared to the high power transconductor, ;,,#	includes several stages of 

variable degeneration to expand range without giving up linearity. At any time, only 

one of the degeneration MOSFET's is on, and its gain control voltage varies from 

1.6 to 3.3 V.” Tan at 480.  

149. As illustrated in Fig. 6 below, Tan explains that each of these 

transconductance cores includes resistors:  
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Tan, Figs. 6(a)-(b) (annotated).  

150. Tan explains that the “transconductor used in this filter employs 

variable wide-band resistor degeneration (Fig. 3). MOS resistors MN3 and MN4 

operate in the triode region as voltage-controlled degeneration, and are padded with 

linear resistors in series to improve linearity. To understand this circuit, first consider 

a MOSFET[.]” Id. at 478. Consistent with Tan’s disclosures, Behbahani describes 

that the high-power filter “[s]cale[s] up all transistors” while “scaling down all 

resistors by the same factor[.]” Behbahani at 1206.  

151. Accordingly, a POSITA would have understood that the variable filter 

described by Tan comprises resistors. 

7. Claim 7 
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Claim 7: “The method of claim 2 wherein the component in the signal path 
comprises a capacitor.” 

152. As I discussed above, Behbahani switches between a high-power filter 

and low-power filter based on signal strength measurements, and the specific filter 

structures are described in more detail by Tan. See Claim [1(b)]. 

153. As discussed above in [1(b)], Tan describes a transconductance core in 

which various transconductor circuits are used for the low-power filter and for the 

high-power filter. See Tan at 478-80.  

154. For example, Tan describes that the “transconductor used in this filter 

employs variable wide-band resistor degeneration (Fig. 3)…The total available 

headroom, set by the supply voltage, is divided across the input stage 

(transconductance core, MN1-4 and Rs) and the load.” Id. at 478. Figure 3 is 

depicted below:  

 

Id. at Figure 3.  

155. Tan further describes that the final transconductor stage (Gm) is 

designed for a “low-noise version (;,,.) of the LPF…The receiver also uses another 
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LPF with the same frequency response and linearity, which consumes 10x lower 

power (;,,#) but with a 10-dB higher noise floor.” Id. at 480. 

156. Tan explains that the “low power transconductance is shown in Fig. 

6(b)…Compared to the high power transconductor, ;,,#	includes several stages of 

variable degeneration to expand range without giving up linearity. At any time, only 

one of the degeneration MOSFET's is on, and its gain control voltage varies from 

1.6 to 3.3 V.” Id.  

157. As illustrated in Fig. 9 below, Tan explains that each of these 

transconductance cores includes capacitors. 

 
Id. at Fig. 9 (annotated). 

158. Further, Tan notes that the “capacitances and transconductors of the 

filter are built from unit capacitors (!!)and unit ;,	stages (;,!) [6]. The ratio 

IPR2024-00816 
Apple EX1003 Page 82



 

 83 

between the filter node capacitors and the transconductors should be ideally constant 

over temperature and process.” Id. at 480. Behbahani supports the information in 

Tan. For example, Behbahani states, “filter input capacitance [] is, respectively, 0.4 

and 4 pF for the low-power and the high-power versions.” Behbahani at 1208. 

159.  In sum, a POSITA would have understood that the variable filter 

described by Tan comprise capacitors. 

8. Claim 9  

Claim 9: The method of claim 4 wherein the component in the signal path is 
included in the low-pass filter. 

160. As I discussed above, Behbahani switches between a high-power filter 

and low-power filter based on signal strength measurements, and the specific filter 

structures are described in more detail by Tan. See Claim [1(b)]. 

161. Further, as described above, Behbahani discloses that the variable BW 

adaptive DR BPF in the signal path includes a low-pass filter (LPF) since the BPF 

is a high-order LPF cascaded with a low-order HPF. See Claim 1(Pre).  

162. Finally, as discussed above, the impedance of the low-pass filter is 

increased when switching from the high-power filter to the low-pass filter, resulting 

from changes to the transconductance stages and capacitors that comprise the 

variable low-pass filters. See Claim [1(b)].  

9. Claim 10 

a) Claim 10(Pre): ““A method of receiving a signal comprising 
a preamble portion and a data portion using an integrated 
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circuit, the integrated circuit comprising a signal path 
including a low-noise amplifier configured to receive the signal, 
a mixer having an input coupled to an output of the low-noise 
amplifier, and a low-pass filter having an input coupled to an 
output of the mixer, the method comprising:” 

163. See Claim 1(Pre), Claim 2.  

b) Claim 10(a): “determining a first signal strength at a first 
node in the signal path in the integrated circuit; and” 

164. See Claim 1(a). 

c) Claim 10(b): “while receiving the preamble portion of the 
signal, dynamically changing a bias current in the signal path 
based on the first signal strength, and while receiving the data 
portion of the signal, maintaining the bias current in the signal 
path.” 

165. As I discussed above, Behbahani teaches switching between a low-

power and high-power filter during receipt of a preamble portion of a signal to ensure 

that the circuit has settled by the time the data portion of the signal is received. See 

Claim 2.  

166. Further as discussed above, Behbahani teaches (1) that switching 

between these filters based on first and second signal strength measurements and (2) 

that switching between the filters dynamically changes the bias current of the filter 

circuit. See Claim 1(a)-(b).  

167. It was known in the art that adjustments should be made before the data 

portion of the signal starts. For example, Hessel describes that processing should be 

as “simple as possible so that the estimate can be done and corrections made before 
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the data starts.” Hessel at 2:56-62. Accordingly, a POSITA would have understood 

that, without further DR adjustments based on changing signal conditions, the new 

bias current applied after switching the low-power filter or the high-power filter is 

maintained while receiving the data portion of the signal.  

168. Indeed, Behbahani expressly notes these adjustments should settle 

during the preamble time:  

An abrupt switch from the low-power to the high-power filter causes the 

BER [bit error rate] to increase momentarily. However, as data 

transmitted in frames is preceded by a preamble and training sequence, 

the desired filter is switched during the preamble and settles during that 

time, eliminating increase in bit error rate (BER) during the data sector. 

Behbahani at 1207.  

169. Accordingly, a POSITA would have understood that Behbahani 

dynamically changes a bias current in the signal path based on a signal strength 

measurement and maintains the new bias current while receiving the data portion of 

the signal, as claimed.  

10. Claim 11 

Claim 11: “The method of claim 10 wherein the method further comprises 
receiving the data portion of the signal.” 

170. See Claim 2(c). 

11. Claim 12 
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Claim 12: “The method of claim 11 further comprising: determining a second 
signal strength at a second node in the signal path, wherein the second node in 
the signal path is after the first node in the signal path.” 

171. See Claim 3.  

12. Claim 13 

Claim 13: “The method of claim 12 wherein the bias current in the signal path 
is also changed based on the second signal strength.” 

172. As I discussed above, Behbahani teaches changing a bias current of a 

filter in the analog signal path based on signal strength measurements (including 

measurements at a first node AI and at a second node AO) taken during operation. 

See Claim 1(Pre)-1(b), 10(b). 

13. Claim 16 

Claim 16: “The method of claim 11 wherein the bias current is a bias current 
for the low-pass filter.” 

173. As I described above, Behbahani teaches switching between low-power 

and high-power filters based on signal strength measurements and teaches that 

switching between these filters dynamically changes the bias current of the filter 

circuits. See Claim [1(a)-(b)]. Further, as discussed above, these filters include low-

pass filter stages that have distinct bias currents. See Claim 9.  

174. A POSITA would have understood that the bias current applied 

specifically to the low-pass filter stage is dynamically changed when switching from 

the high-power to low-power filter. Tan confirms that the LPF stage is in fact scaled 

to implement the power saving techniques. Tan at 480 (teaching that the final 
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transconductor stage (Gm) is designed for a “low-noise version (;,,.) of the 

LPF…The receiver also uses another LPF with the same frequency response and 

linearity, which consumes 10x lower power (;,,#) but with a 10-dB higher noise 

floor.”  

14. Claim 23 

a) Claim 23(Pre): “A wireless transceiver integrated circuit 
comprising: a receiver comprising a signal path, the signal path 
comprising: a low-noise amplifier; a mixer having an input 
coupled to an output of the low-noise amplifier; and a low-pass 
filter having an input coupled to an output of the mixer; and” 

175. As I discussed above, Behbahani in view of Leete discloses a method 

of receiving an RF signal using an integrated circuit, the integrated circuit 

comprising a signal path including a low-noise amplifier followed by a mixer, which 

is followed by a low-pass filter. See Claim 1(Pre).  

176. A POSITA would have understood that Behbahani’s receiver circuitry 

is in fact part of a wireless transceiver. It was well known in the art that a transceiver 

is a device that includes both transmission (transmitter) and reception (receiver) 

functionality. For example, a transceiver “incorporates both transmitter and receiver 

circuits and uses a signal antenna for communication.” Ludwig at page 

3. Specifically, “[t]he transmitter converts the electrical signal into a form that is 

suitable for transmission through the physical channel or transmission medium.” 
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Proakis (Ex. 1026) at 6.  On the other hand, “[t]he function of the receiver is to 

recover the message signal contained in the received signal.” Proakis at 7.   

177. A POSITA would have understood that Behbahani’s wireless receiver 

that is part of a transceiver receives a wireless signal. Behbahani, 1207. (describing 

“measured signal levels [that] indicate how much of the received signal is being 

rejected, respectively, by the analog filter and the digital filter”). 

178. Behbahani mainly focuses on the details of receiver circuitry, but 

Behbahani notes that the receiver is part of a transceiver. Id. (“This frequency-

hopping transceiver uses many adaptive algorithms at each hop[.]”), 1208 (noting 

“a maximum speed of 2 m/s for the indoor mobile transceiver”). In sum, a POSITA 

would have understood that, although the paper focuses on the receiver circuitry, 

Behbahani teaches that its receiver circuitry is intended to be used in a mobile device 

with a complete transceiver.  

b) Claim 23(a): “a first signal strength indicator circuit coupled 
to the signal path, and configured to determine a first signal 
strength;” 

179. As I discussed above, Behbahani teaches determining a first signal 

strength at a first node (AI) in the signal path in the integrated circuit. See Claim 

[1(a)]. 

180. Although Behbahani does not provide details about the specific circuit 

used to measure signal strength, Tan does. Tan—a reference expressly referenced 
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by Behbahani and intended to be used in conjunction with Behbahani (see my 

discussion of limitation [1(b)] above)—provides an example of circuitry used to 

detect signals at various points in the low-pass filter signal path as a means of 

implementing a prefilter automatic gain control (AGC). Tan, 481. In this example, 

signal peaks are detected by current summing circuitry that is designed to “lower the 

input signal” via gain control when peak values exceed a predefined limit. Id. As 

illustrated in Fig. 8 below, numerous signal strengths are detected at numerous points 

along the signal path: 

 

Id. at Fig. 8. A POSITA would have been motivated to utilize Tan’s signal strength 

measurement circuitry to measure nodes AI and AO in Behbahani for a number of 

reasons. First, as already explained with reference to limitation [1(b)] above, 
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Behbahani and Tan describe different aspects of the same circuit, and a POSITA 

would have been motivated to combine their teachings based on Behbahani’s 

express teaching that the references are intended to be used conjunctively. Indeed, 

as I have explained above, the authors intended Behbahani’s and Tan’s teachings to 

be used conjunctively. Tan provides additional details intended to be implemented 

in the overall receiver described by Behbahani, and a POSITA would have expected 

success in doing so per the authors’ intent. Second, a POSITA would have 

understood that using Tan’s signal strength measurement circuits in Behbahani’s 

receiver, as proposed, uses a known technique to improve a similar device in the 

same way. Tan’s peak detectors provide the benefit that the circuit can be 

dynamically adjusted to avoid clipping the signal waveform’s peaks in the amplifier 

and filter circuits, which could cause a damaging amount of distortion. A POSITA 

would have understood the importance of detecting peak levels and using those peak 

levels to adjust gain, which would have motivated the proposed combination of 

Behbahani and Tan.  

181. Finally, a POSITA would further have understood that signal strength 

measurement circuitry was well understood that the time, which further motivates 

the combination and supports a conclusion that a POSITA would have expected 

success in combining these teachings. As one example, an article titled “A CMOS 

Limiting Amplifier and Signal-Strength Indicator” to Khorram et al. (“Khorram”) 
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teaches strength detectors fabricated in a similar technology as Behbahani—

CMOS—that are also designed for wireless communications in a mobile device. 

Compare Behbahani, 1205 (describing a “wide band CMOS wireless receiver”), 

with Khorram (Ex. 1027), at 95 (describing a “CMOS limiting amplifier and signal-

strength indicator”). Figure 1 is depicted below displaying the successive-detection 

logarithmic amplifier (a) and piecewise-linear approximation to log function (b).  

 

Khorram at Fig. 1. Khorram describes, “the circuit produces a logarithmic signal-

strength measurement to an accuracy of 1 dB over a 80 dB dynamic range[.]” Id. at 

95. Given the prevalence of signal strength measurement in the art, the specifics of 

the measurement circuitry would have been a design decision well within the skills 

of a POSITA. 
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c) Claim 23(b): “wherein an impedance in the signal path is 
configured to be dynamically adjusted to reduce a switching 
current in response to the first signal strength.” 

182. See Claim 1(b).  

15. Claim 25 

a) Claim 25 (a): “The wireless transceiver of claim 23 further 
comprising: a second signal strength indicator circuit coupled 
to the output of the low-pass filter, and configured to determine 
a second signal strength,” 

183. As described above in Claim 23(a) a POSITA would have understood 

Behbahani uses a first signal strength indicator circuit configured to determine a first 

signal strength and that Behbahani uses a second signal strength indicator circuit 

coupled to the signal path and configured to determine a second signal strength. See 

Claim 23(a). As discussed above, a second signal strength is measured at a second 

node AO. See Claim [1(a)]. 

184. Behbahani’s Fig. 2 below illustrates a second node (AO) where a second 

signal strength is determined after a first node (AI) in the signal path: 
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Behbahani modified by Leete, Figure 2 (annotated). 

185. A POSITA would have understood the node AO is coupled to the output 

of a low-pass filter, and that the second signal strength indicator circuit would be 

coupled to the output of the low-pass filter in order to process the second signal 

strength measured at node AO.. Because Behbahani’s signal strength measurements 

at node AO capture overall signal power, there would have been circuitry to detect 

signal strengths in order to process the overall signal power coupled to the output of 

the low-pass filter in order to process the second signal strength measured at node 

AO.  

b) Claim 25 (b): “wherein the first signal strength indicator is 
coupled to the output of the mixer, and” 

186. As discussed above, a first signal strength is measured at a first node 

AI. See Claim [1(a)]. As I discussed above, “coupled to” captures both direct and 

indirect connections. See Claim [1(Pre)]. Applying this meaning of “coupled to,” as 

illustrated in the annotated Fig. 2 below, the first node AI where the first signal 

strength is measured is coupled to the output of a mixer.  
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Behbahani modified by Leete, Figure 2 (annotated). 

187. Behbahani teaches that the difference between signal levels at nodes 

“AI and AO is a measure of the out-of-band interferers being rejected by the analog 

[filter].” Behbahani, 1207. As shown above, node AI is located in the signal path 

(annotated in red) and is coupled to the mixer via an intermediate component 

(PGA1).  

188. A POSITA would have understood that the first signal strength 

indicator circuit is coupled to the output of the mixer. The first signal strength 

measured at node AI is coupled to the output of a mixer, and the first signal strength 

indicator circuit would be coupled to the output of the mixer at node AI in order to 

process the first signal strength measured at node AI.  

c) Claim 25 (c): “wherein the impedance in the signal path is 
configured to be adjusted in response to the first and second 
signal strengths.” 
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189. As I discussed above, Behbahani teaches changing an impedance of a 

component in the signal path based on two analog signal strength measurements 

taken at nodes AI and AO during operation. See Claim [1(a)-(b)]. 

16. Claim 26 

a) Claim 26(Pre): “A wireless transceiver integrated circuit 
comprising: a receiver comprising a signal path, the signal path 
comprising: a low-noise amplifier; a mixer having an input 
coupled to an output of the low-noise amplifier; and a low-pass 
filter having an input coupled to an output of the mixer; and” 

190. See Claim 23(Pre). 

b) Claim 26(b): “a first signal strength indicator circuit coupled 
to the signal path, and configured to determine a first signal 
strength, the first signal strength [is] the strength of a signal 
comprising a preamble portion and a data portion;” 

191. As I discussed above, a POSITA would have understood that 

Behbahani’s circuitry used signal strength indicator circuits to detect the signal 

power at nodes AI and AO. See Claim [23(a)]. Further, as I also discussed above, 

Behbahani teaches (1) dynamically adjusting the bias current and signal path 

impedance based on signal strength measurements at nodes AI and AO and (2) 

making the dynamic adjustment when receiving the preamble portion to ensure all 

changes as a result of the dynamic adjustment have settled out when the data portion 

is received. See Claims 1(a)-(b), 2, 13.  

c) Claim 26(c): “wherein a bias current in the signal path is 
configured to be dynamically adjusted during the preamble 
portion of the signal in response to the first signal strength and 
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further configured to be maintained during the data portion of 
the signal.” 

192. See Claim 10(b).  

17. Claim 28 

a) Claim 28(a): “The wireless transceiver of claim 26 further 
comprising: a second signal strength indicator circuit coupled 
to the output of the low-pass filter, and configured to determine 
a second signal strength,” 

193. See Claim 25(a).  

b) Claim 28(b): “wherein the first signal strength indicator is 
coupled to the output of the mixer, and” 

194. See Claim 25(b). 

c) Claim 28(c): “wherein the bias current in the signal path is 
configured to be adjusted in response to the first and second 
signal strengths.” 

195. See Claims 10(a)-(b), 13. 

18. Claim 29 

a) Claim 29(Pre): “A wireless transceiver integrated circuit 
comprising: a receiver comprising a signal path, the signal path 
comprising: a first circuit; and a second circuit having an input 
coupled to an output of the first circuit; and” 

196. As I described above, Behbahani teaches a wireless transceiver 

integrated circuit comprising: a receiver comprising a signal path, the signal path 

comprising: a first circuit (Behbahani’s PGA1); and a second circuit having an input 

coupled to an output of the first circuit (Behbahani’s Variable BW Adaptive DR 

BPF). See Claim 1(Pre), 23(Pre). 
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b) Claim 29(b): “a first signal strength indicator circuit coupled 
to the signal path, and configured to determine a first signal 
strength;” 

197. See Claim 23(a). 
 

c) Claim 29(c): “wherein a gain of the first circuit is configured 
to be dynamically adjusted in response to the first signal 
strength, and” 

198. As I discussed above, Behbahani teaches two separate adaptive 

techniques for adjusting dynamic range (DR) responsive to signal conditions—(1) 

step-based DR and (2) sliding DR. Behbahani at 1206-07. Behbahani’s step-based 

adaptive DR is responsive to signal strength measurements, including at nodes AI 

and AO. See Claims 1(a)-(b), 3, 4. As described above, the low-power filter is used 

in better-than worst-case signal conditions. See Claim 1(b).  

199. Behbahani’s sliding DR uses the same signal strength measurement 

algorithm used to determine when to deploy step-based DR is also used to implement 

sliding DR. For example, the “algorithm to sense the input signal and determine 

instant DR” and noting when the algorithm triggers sliding DR and when it triggers 

step-based DR.” Behbahani at 1207. Specifically, Fig. 4(a) illustrates a gain stage 

that corresponds to PGA1 in Fig. 2, used to slide a smaller DR that results from using 

the low-power filter to accommodate specific signal strength conditions, and Fig. 

4(b) illustrates switching from the low-power filter to high-power filter to expand 

the DR when worst-case conditions are encountered: 
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Id. at 1206. The left bar in each figure shows the signal and noise levels prior to 

insertion of a preamplifier or substitution of the high-power filter. 

200. Behbahani explains that “[i]f the signal levels are significantly different 

at . . .  the above pairs of nodes (AI and AO . . . ) and there is a weak signal at DO, the 

condition must be the one shown in Fig. 3(c).” Id. at 1207. Figs. 3(a) and 3(b) depict 

better than worst-case conditions in which “receiver dynamic range may be modest” 

and the gain-based sliding DR approach is sufficient. Id. at 1206. Therefore, 

Behbahani describes three different desired and interferer signal scenarios as shown 

below in Fig. 3. Figure 3(a) above illustrates a strong desired signal, Fig. 3(b) 

illustrates a weak desired signal and weak interferers, and Fig. 3(c) illustrates a weak 

desired signal and strong interferers. 
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Id. at Fig. 3 (rearranged).  

201. Behbahani explains that measurements indicating comparable signal 

power at nodes AI and AO means the “required instant[aneous] DR is low” as in the 

examples illustrated in Figs. 3(a) and 3(b). Id. at 1207. When such a low instant DR 

can be tolerated, PGA1 is used to slide the smaller DR up or down to accommodate 

the instant level of the desired signal: 

The pre-BPF amplifier, PGA1, slides the input DR of the BPF to best 

fit the instant level of the input signal, as shown in Fig. 4(a). As 

mentioned before, for a weak desired signal where a low NF is needed, 

PGA1 is set to high gain to overcome the high NF of the filter. When 

the input signal is strong, PGA1 is set to low gain and high OIP3 to 

preserve the IIP3 of the BPF. 

Id.  
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202. In sum, similar to the step-based DR addressed in detail for Claim 1 

above, Behbahani’s sliding DR that adjusts PGA1 is also responsive to signal 

strength measurements at nodes AI and AO.  

d) Claim 29(d): “wherein an impedance in the second circuit is 
configured to be dynamically adjusted in response to the first 
signal strength.” 

203. See Claim 23(b). 

IV. CONCLUSION 

I declare that all statements made herein of my knowledge are true, and that 

all statements made on information and belief are believed to be true, and that these 

statements were made with the knowledge that willful false statements and the like 

so made are punishable by fine or imprisonment, or both, under Section 1001 of Title 

18 of the United States Code. 

Date:           

 
By:           

 Asad Abidi  

 

 

Asad 
Abidi

Digitally 
signed by Asad 
Abidi 
Date: 
2024.04.30 
22:32:42 
-07'00'
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