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I. INTRODUCTION

There are remarkably few remaining disputes in this proceeding. The parties
appear to agree on the scope and content of the prior art. There is no apparent dispute
as to what Behbahani describes. Nor is there any apparent dispute that the three
references—Behbahani, Leete, and Tan—describe the same research project and
should be treated conjunctively for purposes of assessing obviousness. Indeed, with
one minor exception related to signal strength measurements, the remaining dispute
is identical to the sole substantive issue assessed at institution—whether the claims
exclude Behbahani’s approach of switching between two low-pass filter branches
within its variable bandpass filter block. The claims do not exclude Behbahani’s
approach.

At institution, the Board correctly concluded that the record failed to support
excluding Behbahani’s approach. Paper 12, 43 (“We preliminarily agree with
Petitioner that Behbahani’s filter swap dynamically adjusts an impedance ‘in the
signal path,” as limitation [23(b)] requires” and “we do not see any reason why this
signal path cannot include multiple filters that are swapped in response to signal
strength measurements (as in Behbahani)[.]”). However, the Board invited Patent
Owner (“PO”) to address whether terminology in other independent claims
mandated a different conclusion. /d., 44 (inviting further development of Claim 1’s

requirement that “a component” is dynamically adjusted), 46-47 (same re Claim 29’s
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requirement that “a circuit” is dynamically adjusted). In its Response (“POR”), PO
declined the invitation, effectively taking the position that the claims rise and fall
together. See Paper 16, 64-65 (confirming that “[t]he 330 Patent uses ‘a circuit’ or
‘a component’ to refer to” entire functional blocks “such as . . . the low pass filter,”
rather than individual elements within the filter).

Given PO’s refusal to distinguish between the challenged independent claims,
the Board’s remaining task is to determine whether the POR introduces evidence
and arguments that demand reversing the Board’s preliminary conclusions. The POR
contains no such evidence or arguments. Indeed, even PO’s expert disagrees with
the POR’s interpretation of the intrinsic record and of inventor Tsividis’s
publications—the two categories of evidence proffered.

As it did pre-institution, the POR focuses on Fig. 6 in the intrinsic record to
support its narrow claim interpretation. But PO’s own expert critically disagrees with
PO’s interpretation. Namely, PO mischaracterizes Fig. 6, suggesting that the signal
path on the left becomes’ the signal path on the right by simply changing the values
of R and C. From this, PO insists Behbahani’s approach of switching between
different filter branches is excluded from the claimed invention. But PO’s own

expert disagrees:

I All emphases added unless otherwise noted.
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Q. Could Driver 612 be a different circuit than Driver 622 based on the
description in the 330 Patent?

A. It could be different. It could be the same. The patent is silent on
this issue.

Ex. 1043, 33:10-14. Dr. Larson is correct. There is nothing in the intrinsic record that
narrowly demands adjusting individual resistors or capacitors fo the exclusion of
more comprehensive changes within a function block.

With no intrinsic support for its position, PO dedicates a substantial portion
of the POR to inventor Tsividis’s non-patent publications, including Ex. 1011—the
2003 article (discussed in the Petition) that identifies Behbahani’s approach as “one
way to achieve” the patented dynamic impedance scaling. PO argues that Apple’s
interpretation of the article is “misleading and wrong.” Paper 16, 61. But it is PO
that has mischaracterized and/or misunderstood the article’s teachings.

First, PO insists that the article “teaches away from” Behbahani’s approach
because the article notes that Behbahani’s filter switch causes transients that can
temporarily lead to data loss. /d., 60-61. But the >330 Patent expressly acknowledges
that transients may briefly lead to data loss, recommends making dynamic
adjustments during a preamble to ensure no valuable data is lost, and even claims
this approach. See Ex. 1001, Claim 2. It defies logic to argue—as PO does—that
independent claim 1 excludes systems that experience temporary transients where

dependent claim 2 recites a technique for accommodating those very transients.
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Second, PO argues the exclusive concept captured by the 330 Patent is
referred to by the article as “‘vary[ing] structure dynamically’ in a single filter,”
citing the article’s Fig. 12 as an example. /d., 60-62; see also id. at 8-11. But Dr.
Larson rejected that Fig. 12 is the allegedly new approach of varying filter structure:

Q. Do you consider Figure 12 . . . to vary the structure of the circuit?
A. Yeah, it’s an interesting question. I would have to say . . . it doesn’t
vary the structure of the circuit, but it varies the elements within the
structure of the circuit. . . . So, [] the structure [] of the circuit doesn’t
change.

Ex. 1043, 105:25-106:18. Even if it were proper, in a claim construction analysis, to
credit inventor Tsividis’s article for details left out of his patent (it is not), that PO
misunderstands the article’s key teachings is fatal to its attempted reliance.

In sum, neither PO’s view of the intrinsic record nor its view of inventor
Tsividis’s related article support deviating from the conclusions reached at
institution. The Board should make those conclusions final.

Finally, the POR introduces a new challenge that was not addressed at
institution. Focusing on limitations in Claims 23, 26, and 29 that require a “circuit”
for measuring signal strength in the signal path, PO argues that the Behbahani is
deficient because it fails to describe the internal details of its signal strength
measurement circuit. Among the many issues with PO’s criticisms, the claims do

not require any specific measurement circuit, and the specification describes no
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specific circuit for taking such measurements. Accordingly, PO’s argument fails at
least because it demands detail from the prior art that is not claimed and for which
there is no intrinsic support.

A.  Procedural History

PO’s Preliminary Response (“POPR”) did not dispute that Behbahani’s
variable filter block switches from a high-power to a low-power filter branch in
response to signal strength measurements, and that this changes the impedance or
bias current of the filter block. Paper 8, 32-46. The POPR argued only that
Behbahani’s filter swap fails to teach adjusting an impedance (or bias) “in the signal
path” because (1) the individual filter branches are static (i.e., the impedance and
current within each filter branch does not change) and (2) switching between the two
scaled filters changes the signal path. /d. PO advanced three main arguments in
alleged support. First, PO argued that the 330 Patent teaches making adjustments
within a function block (e.g., functional block 820), which “may be a filter,” insisting
this excludes Behbahani’s variable bandpass filter because Behbahani’s variable
bandpass filter includes multiple filter branches. Id., 37-38. Second, PO argued that
“Figure 6 does not depict a circuit swap like Behbahani’s, but rather a single RC
circuit before and after its impedance is dynamically scaled.” /d., 39. Finally, PO
argued that bit errors resulting from temporary transients resulting from Behbahani’s

filter switch places its teachings outside the claims. /d., 34.
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The Board correctly rejected PO’s arguments at institution. Paper 12, 41-44.
First, it noted that the patent “described Function Block 820 broadly” and found “no
reason why Function Block 820 could not include multiple filters, such as the ones
used in Behbahani’s filter swap.” Id., 42-43. Second, the Board was “not persuaded
by Patent Owner’s reliance on Figure 6, which the 330 patent describes as merely
‘an example of how a circuit’s impedances may be scaled to reduce drive currents.’”
Id., 43. Finally, the Board was “not persuaded by Patent Owner’s argument that
Behbahani’s filter swap ‘causes discontinuity and bit errors,” because the claims

include no limitations concerning discontinuity or bit errors[.]” Id., 44.

II. ARGUMENT

The POR reasserts the argument advanced in the POPR that all the Challenged
Claims must be narrowly construed to exclude Behbahani’s approach of switching
between filter branches within its variable bandpass filter block. Paper 16, 48-69.
Indeed, it relies on the same intrinsic evidence and extrinsic evidence preliminarily
rejected by the Board. As set forth herein, PO has advanced no new evidence or
arguments that favor reaching a different conclusion than the Board’s preliminary
findings.

A.  Behbahani’s Variable Bandpass Filter Block is a “Component” and
“Circuit” “in the Signal Path” that is Dynamically Adjusted

The Petition identified Behbahani’s variable filter block—a ‘“variable

bandwidth adaptive dynamic range band pass filter”—as the component or circuit in
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the signal path whose impedance is dynamically varied, as claimed. Paper 1, 25, 35—
51; Paper 10, 1. As illustrated below, this variable filter block is dynamically
adjusted by switching between two scaled low pass filter (“LPF”) paths—one high
power (“HP LPF”) and the other low power (“LP LPF”)—both of which feed back

into the same high pass filter (“HPF”):
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Ex. 1042, 994-6 (explaining that a signal enters the variable BPF block, traverses
one of the two LPF branches, and then passes through the HPF). Neither this
operation nor the fact that each of Behbahani’s LPF branches have scaled
impedances appears to be disputed on this record. Indeed, PO’s expert annotated the

following figure to show the scaled impedances between these two filter branches:
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Ex. 2020, 982. Dr. Larson confirmed that, regardless of which LPF branch is
switched in operation, the signal flows through the same HPF within the overall
variable bandpass filter block. Ex. 1043, 64:6-10. He also confirmed that the bias
current applied to each of these LPF branches is similarly scaled. /d., 67:12-68:9.
Given the apparent agreement as to Behbahani’s operation, the Board need
only resolve whether the record supports interpreting the claims to exclude this
scaled filter approach. As set forth below, the record provides no support for such a

narrow construction.
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B. PO’s Narrow Interpretation Finds No Support in the Record

1. PO identifies no support in the intrinsic record for excluding
Behbahani’s approach

PO attempts to impress upon the Board that the Challenged Claims (1) require
adjusting the value of an individual circuit element (e.g., a resistor) and (2) exclude
more comprehensive adjustments such as Behbahani’s variable filter block
switching between filter branches. Paper 16, 48-69. But the POR merely reprises
arguments advanced in the POPR and correctly rejected at institution, providing the
Board no reason to deviate from its preliminary determinations.

As it did pre-institution, PO focuses on Figure 6 of the >330 Patent as the sole
specific example of dynamic impedance adjustment. Paper 16, 2-3, 25, 51, 65.
Namely, PO argues that Fig. 6 depicts varying a resistor within a filter circuit by

simply increasing its impedance from R to 2R:

Vce Vce

614 622 624

Paper 16, 51 (noting that Fig. 6 was “annotated to show signal path before the R to

2R change in yellow, and after in red”). PO mischaracterizes this figure, suggesting
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that the signal path on the left becomes the signal path on the right by simply
changing the values of R and C. /d., 2-3 (claiming “the signal path does not change,
and no circuit needs to be swapped in or out of operation”). From this, PO insists
Behbahani’s approach of switching between different filter branches is excluded
from the claimed invention. /d., 3, 51-52. Underlying PO’s discussion of Fig. 6 is
the presumption that driver 612 (on the left) and driver 622 (on the right) are the
same circuit.” Indeed, if they were not the same driver, PO’s interpretation of Fig.
6—that the left becomes the right by changing the values of R and C—crumbles.
PO’s own expert disagrees. Dr. Larson explained that the patent does not specify the
relationship between the drivers:

Q. Could Driver 612 be a different circuit than Driver 622 based on the
description in the 330 Patent?
A. It could be different. It could be the same. The patent is silent on

this issue.

2 As the Board correctly observed at institution, Figure 6 is insufficient to support
PO’s narrow interpretation. Paper 12, 43 (“[W]e are not persuaded by Patent
Owner’s reliance on Figure 6, which the ’330 patent describes as merely ‘an
example of how a circuit’s impedances may be scaled to reduce drive currents.’”).
Accordingly, even if PO had correctly interpreted Fig. 6 (it has not), the intrinsic

record does not support excluding Behbahani’s approach.
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Ex. 1043, 33:10-14. Having focused on this single circuit® as alleged support for its
narrow construction, it is fatal that Dr. Larson rejects PO’s interpretation. There is
simply nothing in the intrinsic record that narrowly demands adjusting individual
resistors or capacitors to the exclusion of more comprehensive changes within a
function block. The Board correctly interpreted the intrinsic record at institution and
should make those preliminary determinations final.

a. PO’s reliance on inventor Tsividis’s articles does not
support its narrow construction

Seeking to supplement the anemic intrinsic record on the key dispute, PO
repeatedly points to inventor Tsividis’s articles related to the patented technology.
But, as set forth below, the details in these articles hurt, rather than help, PO’s cause.

First, PO analogizes Fig. 6 of the 330 Patent to Figure 12 of Inventor
Tsividis’s 2003 article. It argues Fig. 12 of Tsividis’s 2003 article, like Fig. 6 of the
’330 Patent, dynamically changes to R/2 by adding a second resistor in parallel with

the original:

3 PO’s focus on Fig. 6 is not incidental. There are no other circuits described in the
patent on which PO could have relied. PO’s expert, Dr. Larson, admitted that the
patent does not describe any specific functional blocks other than Fig. 6. Ex. 1043,
41:19-44:6.

11
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Paper 16, 50-51 (“annotat[ing] to illustrate signal path before the R to R/2 impedance
change in yellow, and after in red”). PO’s annotations reveal a flaw in its primary
theory. As shown above, PO depicts both the upper and lower resistors in yellow—
suggesting they are both part of “the signal path”—even when the upper resistor is
switched out and conducting no current. Ex. 1043, 53:4-20 (confirming no signal
flows through the upper resistor when the switch is open). But PO’s primary
argument in this proceeding is that the signal path excludes whichever Behabahni
LPF branch is switched “off” and not conducting the signal.

Cross examination of PO’s expert on this point reveals that the Tsividis
patents do not in fact exclude Behbahani’s approach. Instead, they capture switching
between two paths. Posed with a hypothetical modification to Fig 12 in which (1)
the resistors have different values and (2) either the upper or lower resistor is
switched in at any given time, PO’s expert confirmed that this would indeed be

consistent with the *330 Patent. /d., 57:7-58:24 (that routing signal either through

12
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the upper or lower resistor is “consistent with the Tsidivis patents”). The following

illustrations depict this hypothetical on which Dr. Larson opined:

FT [ T
e e

2R 2R
O V 'A' - O MAV -
R —O0 R —0
- -
- laias = laias
12. An active RC circuit in which dynamic impedance scaling can be 12. An active RC circuit in which dynamic impedance scaling can be
performed without causing output transients. performed without causing output transients.

Ex. 1042, 997-10 (explaining that the example on the left passes signal only through
the upper resistor and the example on the right passes signal only through the lower
resistor). A POSITA would understand that the Behbahani approach is no different.
As illustrated below, signal entering the variable BPF block is routed either through

the upper LPF branch or the lower LPF branch:

13
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Ex. 1042, q97-11. According to PO’s expert, that one branch is “off” or not passing
signal at any given point in time does not mean Behbahani’s approach is inconsistent
with the *330 Patent, as PO alleges. Ex. 1043, 57:7-58:24.

Second, the POR compares Fig. 6 of the 330 Patent with Fig. 16 of Tsividis’s
2018 article, claiming that both exemplify dynamic impedance scaling by modifying
elements (i.e., resistors and capacitors) already “in the signal path.” Paper 16, 24—
25. PO claims that Fig. 16 in the 2018 article is “an example showing a combination
of both impedance scaling (multiplying RC impedance by n via nRx combined with

C/n), and also bias current scaling (dividing Ipias by n).” Id., 24.

14
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FIGURE 16: Bias-impedance scaling for an active RC circuit.

Ex. 2004, Fig. 16. As it did with the ‘330 Patent’s Fig. 6, however, PO focuses on
the individual resistor and capacitor value changes, ignoring the more substantial
changes to the transconductance amplifier circuitry that is also taught by the 2018
article. As the article explains, bias and impedance scaling not only scales the
resistances, capacitances, and bias currents, but also divides the transconductances
by the same “n” scaling factor. Ex. 2004, 65-67 (indicated as gn»/n); see also id. at
Fig. 12 (depicting multiple transconductors in parallel as a means of adjusting the
circuit’s transconductance). Accordingly, inventor Tsividis’s 2018 article does not
support PO’s interpretation of the invention as capturing only minimal changes (e.g.,
to the values of resistors and capacitors). Instead, this article confirms that his alleged

invention contemplates and captures much more substantial scaling, including to

15
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resistor and capacitor values, but also by switching transconductors in and out of
circuit to scale the entire filter block. As explained in the Petition and supporting
expert declaration, this precise set of adjustments—scaling resistances, capacitances,
transconductances, and bias currents—is what Behbahani describes. See Paper 1, 37-
48; Ex. 1003, 99100-128.

In sum, the intrinsic record provides no support for construing the claims
narrowly to require adjusting individual resistors or capacitors to the exclusion of
more comprehensive changes within a function block. And PO’s attempt to
supplement (or even supplant) the limited intrinsic record on this issue actually
demonstrates the opposite—that inventor Tsividis intended to capture both rerouting
signals within a function block and comprehensive changes to a function block.

2. Patent Owner Failed to Provide the Claim Construction Clarity
Requested by the Board

At institution, the Board preliminarily determined that Behbahani’s filter
branch switch in a variable filter block occurs “in the signal path,” as required by
Claim 23. Paper 12, 41-44. The Board also recognized that other independent claims
used different language and invited further development of the record regarding
whether Behbahani’s variable filter constitutes “a component™ or “a circuit” whose
impedance is adjusted in the signal path. /d., 44-45.

The PO largely avoided the issue, effectively refusing to distinguish between

independent claim language. Paper 16, 48-49, 62, 64-65. PO seeks to shift the focus,

16
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advancing the unremarkable position that all independent claims uniformly require
adjusting an “individual impedance,” attempting to convey the idea—unsupported
in the record—that the 330 Patent is limited to changing the value of resistors or
capacitors, excluding more significant changes within a function block. Paper 16,

48-49, 64-65. Where the POR does briefly address the meaning of “component” or

(114 299

“circuit,” PO concedes that “‘a circuit’ or ‘a component’” refers to units such as . . .
“the low-pass filter|[,]” and is not limited to individual elements within a filter. Paper
16, 65.

This admission is fatal. If, as PO acknowledges, “a component” or “a circuit”
may include an entire filter, then there is no basis to exclude Behbahani’s variable
filter block. The Board has already found that Behbahani’s filter swap adjusts
impedance “in the signal path[.]” Paper 12, 43. Because PO has taken an all-or-
nothing approach, it has offered the Board no basis to distinguish the “component”
and “circuit” claims from the “signal path” claims.

Similarly, PO fails to engage with Petitioner’s core theory: that Behbahani’s
entire variable filter block is the claimed “component” or “circuit”, and that its
impedance is dynamically adjusted by switching between two alternative filter paths
within that “component” or “circuit.” Instead of rebutting this theory, PO simply

rejects this box drawing, supplanting it with PO’s own narrower box drawing, and

then insists that the record supports only PO’s narrower box. Paper 16, 58-59, 64-

17
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65. As set forth above, there is simply no support for excluding Behbahani’s larger
filter block from being the “component” or “circuit” in the claims.

C. Inventor Tsividis’s Publications Do Not Support PO’s Position

With no intrinsic support for its position, PO dedicates a substantial portion
of the POR to inventor Tsividis’s non-patent publications, including Ex. 1011—the
2003 article (discussed in the Petition) that identifies Behbahani’s approach as “one
way to achieve” the patented dynamic impedance scaling. PO argues that Apple’s
interpretation of the article is “misleading and wrong.” Paper 16, 61. PO insists that
inventor Tsividis discouraged Behbahani’s approach, rather than embracing it. PO
also accuses Apple of ignoring the allegedly new and unexplored technique of
dynamically varying the structure of an individual filter—an approach PO contends
1s the exclusive focus of the ’330 Patent. In fact, PO has mischaracterized and/or
misunderstood the article’s teachings on both points.

1. The 2003 Article Embraces Behbahani’s Approach

As discussed in the Petition, inventor Tsividis’s 2003 article describes
techniques he refers to as “dynamic impedance scaling” and “dynamic biasing.” Ex.
1011, 8-9. The article explains how these techniques are used in conjunction to save
power when signal conditions are better than worst-case: “when the desired signal
happens to be strong and no strong blocker is present|[,] . . . lowering capacitances

and transconductances allows one to lower /145 and thus the total power dissipation

18
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can be made small.” /d., 8. The article continues, “[o]ne way to achieve the above
scenario would be to use two filters, designed with different capacitance values, and
place one or the other in service as required [34], turning the other filter off.” Id. The
parties agree that the reference to “[34]” is the Behbahani paper. PO’s expert also
concedes that the preceding description accurately describes Behbahani’s operation.
Ex. 1043, 75:18-77-10 (agreeing that Behbahani’s filter branches are scaled in their
transconductance values, capacitor values, and DC bias currents).

Yet PO insists that the article “teaches away from” Behbahani’s approach
because the article notes that Behbahani’s filter switch causes transients that can
temporarily lead to data loss. Paper 16, 60-61. This argument fails for several
reasons. Most importantly, the 330 Patent expressly acknowledges that transients
may briefly lead to data loss and recommends making dynamic adjustments during
a preamble to ensure no valuable data is lost. Ex. 1001, 12:33-37; see also Ex. 1043,
108:16-109:25, 111:11-113-9 (PO’s expert confirming that switching during a
preamble is intended to accommodate transients). Indeed, the patent even claims this
approach. See Ex. 1001, Claim 2 (requiring a dynamic adjustment “while receiving
the preamble portion™). It defies logic to argue—as PO does—that independent
claim 1 excludes systems that experience temporary transients where dependent

claim 2 recites a technique for accommodating those very transients.

19



Petitioner’s Reply to Patent Owner’s Response
IPR2024-00816

The record shows that this approach to accommodating transients was well
established. Both Behbahani and the 2003 article propose dynamic adjustments
made during a preamble specifically to avoid data loss due to those transients. Ex.
1004, 3 (“An abrupt switch from the low-power to the high-power filter causes the
BER to increase momentarily. However, as data transmitted in frames is preceded
by a preamble and training sequence, the desired filter is switched during the
preamble and settles during that time, eliminating increase in bit error rate (BER)
during the data sector.”); Ex. 1011, 6 (identifying “undesirable transient [that may]
occur[] at the system output[,]” but noting that, “[i]n some applications this is not a
problem, as these changes may occur before the time comes to process the useful
signal (for example, during the preamble slot in certain wireless protocols)”).

As the Board correctly observed at institution, the 330 Patent claims contain
no limitations excluding systems on the basis of transients. Paper 12, 44 (finding
PQO’s argument unpersuasive “because the claims include no limitations concerning
discontinuity or bit errors, and Patent Owner does not sufficiently explain how
Behbahani would teach away from the approach it proposes’). Because the record
establishes that accommodating transients was well understood and certain claims
even require preamble switching specifically to accommodate transients, PO cannot
be correct that Behbahani’s approach is excluded simply because its switching

generates temporary transients.

20
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Second, PO’s expert explained that Fig. 12 in the 2003 article would also
experience transients. Ex. 1043, 93:18-95:23 (explaining that the Fig. 12 process of
equalizing an upper capacitor before switching into the circuit minimizes transients,
but it does not eliminate them). PO has unequivocally stated that Fig. 12 is an
approach captured by the *330 Patent, so transients alone cannot justify excluding a
system.

Third, even if avoiding transients were somehow relevant to the Challenged
Claims, inventor Tsividis has proposed multiple ways to avoid transients when
implementing a two-filter path approach like Behbahani’s. A first example is
described in the 2003 article, proposing that both filter branches can be on during a

brief “handoff” period to avoid transients associated with abrupt switching:

Vv v
| Fter 1 o AR e

* Yo

o— 4 Power Down +—0

v
Filter 2 =00

Hand Off Output
from Filter 1

to Filter 2
Switch Switch

Filter 2 On Filter 1 Off

Power Down

11. Method to switch befween fwo signal processors with the same input-output behavior, without
causing oufput transients.

EX1011, Fig. 11. As the 2003 article explains, the approach depicted in Figure 11

prevents the system from seeing output transients. “Before the output is to be
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switched, both filters are switched on; after the outputs of both filters become the
same, the output can be handed off to the second filter, and then the first filter can
be turned off.” EX1011, 8. A second proposal is found in one of inventor Tsividis’s
other patents, U.S. Patent No. 7,436,251 (the “’251 Patent”) (Ex. 1044). The ’251
Patent acknowledges that switching between filter branches may generate transients
due to capacitors in the newly selected branch needing to charge and proposes pre-
charging the capacitors in the standby branch prior to switching. Ex. 1044, 9:2-12;
9:54-64.

In sum, PO’s assertion that Tsividis taught away from Behbahani’s filter-swap
architecture 1s contradicted by the record. Tsividis repeatedly embraced the
architecture and described multiple transient-minimizing solutions to accommodate
Behbahani’s filter-swap architecture.

2. The 2003 Article Does Not Describe Dynamically Varying a
Filter’s Structure

Throughout the POR, PO insists that Ex. 1011 distinguishes Behbahani in
favor of a “‘vary[ing] structure dynamically’ in a single filter,” citing the article’s
Fig. 12 as an example. Paper 16, 60-62; see also id. at 1, 8-10. PO even alleges that
“Apple omits the forward-looking discussion at the end of the article wherein
Professor Tsividis discusses a new, not yet fully investigated approach—that was
disclosed, discussed, and claimed in the 330 Patent” of “us[ing] a single filter and

vary its structure dynamically.” /d., 11. PO is simply wrong that Fig. 12 is an
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example of dynamically varying a filter’s structure. Its expert expressly rejected this
interpretation:

Q. Do you consider Figure 12 . . . to vary the structure of the circuit?
A. Yeah it’s an interesting question. I would have to say . . . it doesn’t
vary the structure of the circuit, but it varies the elements within the
structure of the circuit. . . . So, [] the structure [] of the circuit doesn’t
change.

Ex. 1043, 105:25-106:18. Petitioner’s expert, Dr. Abidi, confirms that Fig. 12 is
merely a high-level example of a filter circuit that seeks to minimize transients by
bringing both capacitors to an equal charge before switching the upper capacitor into
the filter signal path. Ex. 1042, 997-11. It does not represent a new and previously
unexplored technique of dynamically varying the structure of a filter. /d.

D.  The Prior Art Renders Obvious a Signal Strength Indicator Circuit

Independent claims 23, 26, and 29 recite a conventional “signal strength
indicator circuit” configured to determine a first signal strength. Ex. 1001, 14:23,
14:59, 16:4. According to the *330 Patent, a first signal strength is determined by
comparing a cumulative signal strength of a first node to a cumulative signal strength
at a second node. Paper 1, 30. The Petition established that “Behbahani teaches a
nearly identical process for determining relative signal strengths,” including “a first
signal strength measured at node AL Id., 31-32, 60-62.

PO argues that Behbahani is deficient because it does not dictate the specific

circuitry used to measure signal strength at node Ai. POR, 69-71. This argument is
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flawed at least because it demands more specificity from the prior art than the 330
Patent itself provides. The claims recite a generic “signal strength indicator circuit”
and the specification does not describe any specific circuitry for measuring signal
strength, depicting Signal Strength Indicator (“SSI”) circuits as generic boxes in

Figs. 4 and 14:

1485\ {
POWER

CONTROL
CIRCUITS

416 1440
414 1410 MIXER GAN FLTER | (7 Gamfsace

430
42 420 I 462 L, l>
410 460 44 a6
e . 1430 1450
1420 ‘l
Gain Filter 1 I l

VvCO
GAIN

1460 CONTROL
ssi ssi2 1470 1472 CIRCUITS 1474
440 450
ssl | | ssI 1480~

I COMPUTATIONAL CIRCUIT DSP

k 1490

FIG. 4 FIG. 14

Ex. 1001, Figs. 4, 14 (annotated). The specification provides no description of the
specific circuit inside these generic boxes. Ex. 1042, 9412-14 (explaining that the
patent does not elaborate on their internal makeup).

Commensurate with the detail in the ’330 Patent, Petitioner provided
uncontested expert testimony from Dr. Abidi, a co-author of Behbahani, to support
that Behbahani’s signal strength measurement at node A1 suggests circuity for taking
that measurement. Petition, 60-61 (citing EX1003, 99 92-98, 179-181). Dr. Abidi
confirmed on cross-examination that while Behbahani did not recite specific

circuitry to measure signal strengths, “signal detection [was] well known at the time
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this circuit was developed” and was suggested by Behbahani. EX2021, 93:9-22; Ex.
1042, 9912-16 (confirming that Behbahani suggests a signal strength measurement
for A; and Ao, but does not describe any specific circuit given how well-known
signal strength measurement circuits were at the time).

Notably, PO’s expert does not dispute that Behbahani suggests circuitry for
measuring signal strength or that signal strength measurement circuits were in fact
well known. Indeed, Dr. Larson does not weigh on this issue at all. Given the scant
detail in the ‘330 Patent, Dr. Abidi’s uncontested opinion alone is sufficient to meet
the claims. Bradium Techs., LLC v. lancu, 923 F.3d 1032, 1049 (Fed. Cir. 2019)
(affirming Board’s obviousness finding that a claim requiring a specific
prioritization value was obvious over prior art that did not expressly disclose such a
value, but fairly suggested it to a POSITA); Uber Techs., Inc. v. X One, Inc., 957
F.3d 1334, 1339 (Fed. Cir. 2020) (“The specification is entirely silent on [claimed
function,]...suggesting that a person of ordinary skill in the art was more than capable
of selecting between the known methods of accomplishing this”); Omega Liner Co.,
Inc, v. Buergofol GMBH, IPR2023-01372, Paper 85, at *47 (Mar. 14, 2025) (where
a component served a similar function as in the prior art, the patent’s silence on
specific implementation details indicated that overcoming them was an exercise of

ordinary skill in the art).
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Even if specific circuitry for measuring signals strength were required by the
claims, the Petition establishes that Behbahani in view of Tan teaches express
circuity for measuring signal strength. Paper 1, 60-61. PO’s expert does not engage
this theory either. Relying exclusively on attorney argument, PO insists that (1) 7an
cannot be used to measure signal strength at A; and Ao because its primary purpose
is to measure peak values and (2) the Behbahani papers should be read to exclude
the suggested measurement circuit because the authors’ proof of concept prototype
chip did not include any such circuitry. Paper 16, 69-71.

PO’s first argument ignores that prior art must be read “for all that they
disclose,” accounting for the inferences and creative steps a POSITA would employ.
AliveCor, Inc. v. Apple Inc., 130 F.4™ 1006, 1015 (Fed. Cir. 2025). This includes
applying references in different contexts. /d.; see also Perfect Web Techs., Inc. v.
InfoUSA, Inc., 587 F.3d 1324 (Fed. Cir. 2009). Dr. Abidi provided well-reasoned
analysis that 7an s peak measurement circuit would also measure signal strength at
Behbahani’s nodes, and PO’s attorney argument cannot change that. Ex. 1003,
WM179-181; In re Publicover, 813 Fed. Appx. 527, 532 (Fed. Cir. 2020) (‘““attorney
argument 1s not evidence” and rejecting “attorney argument as to the capabilities of
a skilled artisan”). In response to the POR challenge, Dr. Abidi explains in his
supplemental declaration how Tan’s circuit provides cumulative signal strength

measurements at Ar and Ao and further explains that a POSITA would have readily
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appreciated this given well-established nature of signal measurement circuits. Ex.
1042, 9915-16.

PO’s attorney argument surrounding Behbahani’s test chip should also be
rejected. First, Petitioner’s obviousness theory does not rely on this prototype, nor
can it. 35 U.S.C. § 311(b). Second, nothing in Behbahani suggests its system is
limited to the specific details of any test chip. DJI Europe B.V., v. Daedalus Blue
LLC, IPR2020-01475, Paper 31, at *27 (Feb. 3, 2022) (finding prototype as merely
an example operation of the prior art disclosure and claim limitation still suggested
by prior art patented system even if prototype did not include claimed component).
Third, Dr. Abidi’s explanation of why no measurement circuitry was built in the test
chip supports, rather than detracts, from an obviousness finding. Indeed, Dr. Abidi
testified that, because signal strength measurement circuits were so well understood,
they did not include such circuits in the prototype to “contain the amount of labor
involved” in the project. Ex. 2021, 89:4-94:14. Regardless of the prototype design,
the Behbahani papers measure signal strengths at various points along a signal path
and teach or suggest the circuitry to effectuate those signal strength measurements,
rendering claims 23, 26, and 29 obvious.

PO also suggests that claims 1 and 10 recite “determining a first signal
strength at a first node in the signal path” and therefore somehow implicate similar

concerns. POR, 69. Claims 1 and 10 are method claims and do not require physical

27



Petitioner’s Reply to Patent Owner’s Response
IPR2024-00816

circuitry for measuring signal strength. PO’s faulty critique that the Behbahani
papers do not teach or suggest a “signal strength indicator circuit” is inapposite to
claims that do not recite any physical circuitry and can be summarily dismissed.

III. CONCLUSION

Petitioner respectfully requests the Board find all Challenged Claims

unpatentable.

Respectfully submitted,

BY: _/s/ Paul R. Hart
Paul R. Hart, Reg. No. 59,646
Adam P. Seitz, Reg. No. 52,206

COUNSEL FOR PETITIONER
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