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Foreword

ISO (the International Organization for Standardization) and IEC (the Inter-
national Electrotechnical Commission} form the specialized system for
worldwide standardization. National bodies that are members of I1SO or
IEC participate in the development of International Standards through
technical commitiees established by the respective organization to deal
with particular fields of technical activity. 1SO and IEC technical com-
mittees collaborate in fields of mutual interest. Other international organ-
izations, governmental and non-governmental, in liaison with 1SO and 1EC,
also take part in the work.

in the field of information technology, ISO and IEC have established a joint
technical commuttee, ISOAEC JTC 1. Draft international Standards adopted
by the joint technical committee are circulated to national bodies for vot-
ing. Publication as an International Standard requires approval by at least
75 % of the national bodies casting a vote.

International Standard ISOAEC 11172-2 was prepared by Joint Technical
Committee |ISO/EC JTC 1, Information technology, Sub-Committee SC 29,
Coded representation of audio, picture, multimedia and hypermedia infor-
mation.
ISONIEC 11172 consists of the foliowing parts, under the general title In-
formation technology — Coding of moving pictures and associated audio
for digital storage media at up to about 1,5 Mbit/s:

— Part 1. Systems

— Part 2: Video

— Part 3. Audio

— Part 4: Compliance testing

Annexes A, B and C form an integrail part of this part of ISO/IEC 11172,
Annexes D, E and F are for information only.

iii
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Introduction
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proceed to annex D, before returning to clauses 1 and 2.

PBosann om o
FuUrpose

This part of ISO/IEC 11172 was developed in response to the growing need for a common format for
representing compressed video on various digital storage media such as CDs, DATs, Winchester disks and
optical drives. This part of ISO/IEC 11172 specifies a coded representation that can be used for
compressing video sequences to bitrates around 1,5 Mbit/s. The use of this part of ISO/IEC 11172 means
that motion video can be manipulated as a form of computer data and can be transmitted and received over
existing and future networks. The coded representation can be used with both 625-line and 525-line
television and provides flexibility for use with workstation and personal computer displays.

This part of ISO/IEC 11172 was developed to operate principally from storage media offering a continuous
transfer rate of about 1,5 Mbit/s. Nevertheless it can be used more widely than this because the approach
taken is generic.

0.1.1 Coding parameters
The intention i developing this pari of ISGAEC 11172 has been o define a source coding algorithin wiih a
large degree of flexibility that can be used in many different applications. To achieve this goal, a number of

the narameters dpt'mno the characteristics of coded hitstreams and decoders are contained in the bitstream
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itself. This allows for example, the algorithm to be used for pictures with a variety of sizes and aspect
ratios and on channels or devices operating at a wide range of bitrates.

Because of the large range of the characteristics of bitstreams that can be rcpresemed by this part of ISO/IEC

11172, 4 sub-set of these coumg parameters known as the "Constrained Parameters” has been defined. The
aim in defining the constrained pammeters is to offer guidance about a widely useful range of parameters.

Conforming to this set of constraints is not a requirement of this part of ISO/IEC 11172, A flag inthe

bitstream indicates whether or not it is a Constrained Parameters bitstream.

Summary of the Constrained Parameters:

Horizontal picture size Less than or equal to 768 pels

Vertical piciure size Less than or equai io 576 lines

Picture area Less than or equal to 396 macroblocks

Pel rate Less than or equal to 396x25 macroblocks/s

Picture rate Less than or equal to 30 Hz

Motion vector range Less than -64 10 +63,5 pels {(using half-pel vectors)
[backward_f _code and forward_f code <=4 (see table D.7)]

Input buffer size (in VBV model) Iess than or equal to 327 680 bits

Bitrate Less than or equal to 1 856 000 bits/s (constant bitrate)

0.2 Overview of the algorithm

The coded representation defined in this part of ISO/IEC 11172 achieves a high compression ratio while
preserving good picture quality. The algorithm is not lossless as the exact pel values are not preserved
durmg codmg The choxce of the techniques is based on the need to b'uance a high picture quality and
compression ratio with the requirement to make random access to the coded bitstream. Obtaining good
picture quality at the bitrates of interest demands a very high compression ratio, which is not achievable
with intraframe coding alone. The need for random access, however, is best satisfied with pure intraframe
coding. This requires a carefui baiance between intra- and interframe coding and between recursive and non-
recursive temporal redundancy reduction.

iv
Licensed to John Douglass. ANSI store order # X_978406. Downloaded 01/23/2024. Single user license only. Copying and networking prohibited.

RESPNOKIA_00000082



RX-0540.0005
Nokia Exhibit 2019, p. 5
Amazon.com v. Nokia

IPR2024-00848
© ISO/EC ISO/EC 11172-2; 1993 (E)

A number of techniques are used to achieve a high compression ratio. The first, which is almost
independent from this part of ISO/IEC 11172, is to select an appropriate spatial resolution for the signal.
The algorithm then uses block-based motion compensation to reduce the temporal redundancy. Motion
compensation is used for causal prediction of the current picture from a previous picture, for non-causal
prediction of the current picture from a future picture, or for interpolative prediction from past and future
pictures. Motion vectors are defined for each 16-pel by 16-line region of the picture. The difference signal,
the prediction error, is further compressed using the discrete cosine transform (DCT) to remove spatial
correlation before it is quantized in an irreversible process that discards the less important information.
Finally, the motion vectors are combined with the DCT information, and coded using variable length codes.

0.2.1 Temporal processing

Because of the conflicting requirements of random access and highly efficient compression, three main
picture types are defined. Intra-coded pictures (I-Pictures) are coded without reference to other pictures.

They provide access points (o the coded sequence where decoding can begin, but are coded with only a
moderate compression ratio. Predictive coded pictures (P-Pictures) are coded more efficiently using motion
compensated prediction from a past intra or predictive coded picture and are generally used as a reference for
further prediction. Bidirectionally-predictive coded pictures (B-Pictures) provide the highest degree of
compression but require both past and future reference pictures for motion compensation. Bidirectionally-
predictive coded pictures are never used as references for prediction. The organisation of the three picture
types in a sequence is very flexible. The choice is left to the encoder and will depend on the requirements of
the application. Figure 1 illustrates the relationship between the three different picture types.

’ ' Bi-directional

i

Prediction

Figure 1 -- Example of temporal picture structure

The fourth picture type defined in this part of ISO/IEC 11172, the D-picture, is provided to allow a simple,
but limited quality, fast-forward playback mode.

0.2.2 Motion representation - macroblocks

The choice of 16 by 16 macroblocks for the motion-compensation unit is a result of the trade-off between
increasing the coding efficiency provided by using motion information and the overhead needed to store it.
Each macroblock can be one of a number of different types. For example, intra-coded, forward-predictive-
coded, backward-predictive coded, and bidirectionally-predictive-coded macroblocks are permitted in
bidirectionally-predictive coded pictures. Depending on the type of the macroblock, motion vector
information and other side information are stored with the compressed prediction error signal in each
macroblock. The motion vectors are encoded differentially with respect to the last coded motion vector,
using variable-length codes. The maximum length of the vectors that may be represented can be
programiuned, on a picture-by-picture basis, so that the most demanding applications can be met without
compromising the performance of the system in more normal situations,

It is the responsibility of the encoder to calculate appropriate motion vectors. This part of ISO/IEC 11172
does not specify how this should be done.
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Both original pictures and prediction error signals have high spatial redundancy. This part of ISO/IEC
11172 uses a block-based DCT method with visually weighted quantization and run-length coding. Each §
by 8 block of the original picture for intra-coded macroblocks or of the prediction error for predictive-coded
macroblocks is transformed into the DCT domain where it is scaled before being quantized. After
quantization many of the coefficients are zero in value and so two—dimensional run-length and variable
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0.3 Encoding

This part of ISO/IEC 11172 does not specify an encoding process. It specifies the syntax and semantics of
the bitstream and the signal processing in the decoder. As a result, many options are left open (o encoders
to trade-off cost and ‘:nefd aoamct mr'mre nna]ltv and (‘ndmc Pff"menrv This clause is a brief Qscqntmn of

the functions that need to be performed by an encoder Flgurc 2 shows the main functional blocks.

Picture Motion
Re-order Estimator

Source input pictures

SIPOIAL

SIOJO3A UOTIOJN
v ’
)

g

" Picture J
T T
Predictor

where
DCT is discrete cosine transform
DCT-! is inverse discrete cosine transform
Q is gquantization
Q! is dequantization
VLC is variable length coding

Figure 2 -- Simplified video encoder block diagram

The input video signal must be digitized and represented as a luminance and two colour difference signals
(Y, Cp, Cy). This may be followed by preprocessing and format conversion to select an appropriate
window, resolution and input format. This part of ISO/IEC 11172 requires that the colour difference
signals (Cp and Cy) are subsampled with respect to the luminance by 2:1 in both vertical and horizontal
directions and are reformatied, if necessary, as a non-interiaced signal.

The encoder must choose which picture type to use for each picture, Having defined ¢

th
encoder estimates motion vectors for each 16 by 16 mauoblock in the picture. In P-Pic
needed for each non-intra macroblock and in B-Pictures one or two vectors are needed.

If B-Pictures are used, some reordering of the picture sequence is necessary before encoding. Because B-

Pictures are coded using bidirectional motion compensated prediction, they can only be decoded after the
subsequent reference picture (an I or P-Picture) has been decoded. Therefore the pictures are reordered by the

vi
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encoder so that the pictures arrive at the decoder in the order for decoding. The correct display order is
recovered by the decoder.

The basic unit of coding within a picture is the macroblock. Within each picture, macroblocks are encoded
in sequence, left to right, top to bottom. Each macroblock consists of six § by 8 blocks: four blocks of
luminance, one block of Cb chrominance, and one block of Cr chrominance. See figure 3. Note that the
picture area covered by the four blocks of luminance is the same as the area covered by each of the
chrominance blocks. This is due 1o subsampling of the chrominance information to match the sensitivity of
the buman visual system.

0 |1 (4 1 L5 ]
2 37
Y Cb Cr
Figure 3 -- Macroblock structure

Firstly, for a given macroblock, the coding mode is chosen. It depends on the picture type, the
effectiveness of motion compensated prediction in that local region, and the nature of the signal within the
block. Secondly, depending on the coding mode, a motion compensated prediction of the contents of the
block based on past and/or future reference pictures is formed. This prediction is subtracted from the actual
data in the current macroblock to form an error signal. Thirdly, this error signal is separated into 8 by §
blocks (4 luminance and 2 chrominance blocks in each macroblock) and a discrete cosine transform is
performed on each block. Each resulting 8 by 8 block of DCT coefficients is quantized and the two-
dimensional block is scanned in a zig-zag order to convert it into a one-dimensional string of quantized DCT
coefficients. Fourthly, the side-information for the macroblock (mode, motion vectors eic) and the
quantized coefficient data are encoded. For maximum efficiency, a number of variable length code tables are
defined for the different data elements. Run-lenoth coding is used for the guantized coefficient data,

A consequence of using different picture types and variable length coding is that the overall data rate is
variable. In applications that involve a fixed-rate channel, a FIFO buffer may be used to match the encoder
output to the channel. The status of this buffer may be monitored to control the number of bits generated
by the encoder. Controliing the quantization process is the most direct way of controiling the bitrate. This
part of ISO/TEC 11172 specifies an abstract model of the buffering system (the Video Buffering Verifier) in

order to constrain the mavimym uaﬂf,\huhry in the number of bhitg that are used for a gnmn nicture, Thig

SiAciiin LAl AlaaAkEE

ensures that a bitstreamn can be decoded with a buffer of known size.

At this stage, the coded representation of the picture has been generated. The final step in the encoder is to
regenerate I-Pictures and P-Pictures by decoding the data so that they can be used as reference pictures for
subseguent encoding. The quantized coefficients are dequantized and an inverse 8 by 8 DCT is performed on
each block. The prcdxcnon error signal produced is then added back to the prediction signal and limited to

th A £ Aacndad saf: a
the required range to give a decoded reference picture,

0.4 Decoding

Decoding is the inverse of the encoding operation. It is considerably simpier than encoding as there is no
need to perform motion estimation and there are many fewer options. The decoding process is defined by
this part of ISO/TEC 11172, The dPQr‘rmtmn that follows is a very brief overview of one possible way of

decodmg a bitstream. Other decoders wnh different architectures are possible. Figure 4 shows the main
functional blocks.

vii
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Quantizer stepsize
Butt MUX T 1 T Picture
Tt Mot Op il
e video T | Reconstructed
biisircam ‘ output pictures
Motion Vectors - picture store
M and
> & Predictor
Where
DCT-! s inverse discrete cosine transform
Q1 is dequantization
MUX"! is demultiplexing
VLD  is variable length decoding

Figure 4 -- Basic video decoder block diagram

For fixed-rate applications, the channel fills a FIFO buffer at a constant rate with the coded bitstream. The
decoder reads this buffer and decodes the data elements in the bitstream according to the defined symtax.

As the decoder reads the bitstreamn, it identifies the start of a coded picture and then the type of the picture.
it decodes each macroblock in the piciure in ium. The macroblock type and ihe motion veciors, if present,
are used to construct a prediction of the current macroblock based on past and future reference pictures that
have been stored in the decoder. The coefficient data are decoded and dequantized. Each 8 by 8 block of

SUALAS A LU 20 CUCERIVICIR Calal 20 GO al20 BUGRALILY Zalil

coefficient data is transformed by an inverse DCT (specified in annex A), and the result is added to the
prediction signal and limited to the defined range.

After all the macroblocks in the picture have been processed, the picture has been reconstrucied. If it is an I-
picture or a P-picture it is a reference picwre for subsequent pictures and is stored, repiacing the oidesi siored
reference picture. Before the pictures are displayed they may need to be re-ordered from the coded order to

After mnrdm—mg the nmmmc are available, in rhmml form, for mqt-nrm‘pcqmc

their natural display order.

and display in any manner that the application chooses

0.5 Structure of the coded video bitstream

This part of ISO/IEC 11172 specifies a syntax for a coded video bitstream. This syntax contains six layers,
each of which either supports a signal processing or a system function:

RS MR et ot g

Lavers of the syntax Function

Sequence layer Random access unit: context
Group of pictures layer Random access unit: video
Picture layer Primary coding unit
Siice layer Resynchronization unit

Motion compensation unit
DCT unit

A% 2

Macroblock layer
Blncl laver

2P B R ALY w3

0.6 Features supported by the algorithm

App}icatjons using compressed video on digital storage media need to be able to perform a number of
operations in addition to normal forward playback of the sequence. The coded bitstream has been designed

LR i QUL 0 Laiiey DRLX O B0 SUQULIRL QOO DIMTTAR Hids AN

to support a number of these operations.

viii
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0.6.1 Random access

Random access is an essential feature for video on a storage medium. Random access requires that any
picture can be decoded in a limited amount of time. It implies the existence of access points in the
bitstream - that is segments of information that are identifiable and can be decoded without reference to other
segments of data. A spacing of two random access points (Intra-Pictures) per second can be achieved
without significant loss of picture quality.

0.6.2 Fast search

Depending on the storage medium, it is possible to scan the access points in a coded bitstream (with the
help of an application-specific directory or other knowledge beyond the scope of this part of ISO/IEC
11172) to obtain a fast-forward and fast-reverse playback effect.

0.6.3 Reverse playback

Some applications may require the video signal to be played in reverse order. This can be achievedina
decoder by using memory to store entire groups of pictures after they have been decoded before being
displayed in reverse order. An encoder can make this feature easier by reducing the length of groups of
pictures.

0.6.4 Error robustness

Most digital storage media and communication channels are not error-free. Appropriate channel coding
schemes should be used and are beyond the scope of this part of ISO/IEC 11172, Nevertheless the

compression scheme defined in this part of ISO/IEC 11172 is robust to residual errors. The slice structure
allows a decoder to recover after a data error and to resynchronize its decoding. Therefore, bit errors in the
compressed data will cause errors in the decoded pictures to be limited in area. Decoders may be able o use

concealment strategies to disguise these errors.

0.6.5 Editing

There is a conflict hetween the requirement for hmh codine efficiency and easv editine. The codine structure

2A0I0 15 & LOMIILT DUIWLLA W0 TUGUELT nent i a2 LUGE CLIICACY Qi CAsy CUNRINE, 120 COUIRE SUULY

and syntax have not been designed with the pnmary aim of simplifying editing at any picture. Nevertheless
a number of features have been included that enable editing of coded data.

ix
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Information technology — Coding of moving
pictures and associated audio for digital storage
media at up to about 1,5 Mbit/s —

Part 2:
Video

Section 1: General
1.1 Scope

This part of ISO/IEC 11172 specifies the coded representation of video for digital storage media and
specifies the decoding process. The representation supports normal speed forward playback, as well as
special functions such as random access, fast forward playback, fast reverse playback, normal speed reverse
playback, pause and still pictures. This part of ISO/IEC 11172 is compatible with standard 525- and 625-
line television formats, and it provides flexibility for use with personal computer and workstation displays.

ISO/MEC 11172 is primarily applicable to digital storage media supporting a continuous transfer rate up to
about 1,5 Mbit/s, such as Compact Disc, Digital Audio Tape, and magnetic hard disks. Nevertheless it can
be used more widely than this because of the generic approach taken. The storage media may be directly
connected to the decoder, or via communications means such as busses, LANs, or telecommunications
links. This part of ISO/IEC 11172 is intended for non-interlaced video formats having approximaiely 288
lines of 352 pels and picture rates around 24 Hz to 30 Hz.

1.2 Normative references

The following International Standards contain provisions which, through reference in this text, constitute
provisions of this part of ISO/IEC 11172, At the time of publication, the editions indicated were valid.
All standards are subject to revision, and parties to agreements based on this part of ISO/IEC 11172 are
encouraged to investigate the possibility of applying the most recent editions of the standards indicated
below. Members of IEC and ISO maintain registers of currently valid International Standards.

ISOMEC 11172-1:1993 Information technology - Coding of moving pictures and associated audio for digital
storage media at up to about 1,5 Mbit/s - Part 1. Systems.

ISOAEC 11172-3:1993 Information technology - Coding of moving pictures and associated audio for digital
storage media at up 1o about 1,5 Mbit/s - Part 3 Audio.

CCIR Recommendation 601-2 Encoding parameters of digital television for studios.
CCIR Report 624-4 Characteristics of systems for monochrome and colour television.
CCIR Recommendation 648 Recording of audio signals.

CCIR Report 955-2 Sound broadcasting by satellite for poriable and mobile receivers, including Annex IV
Summary description of Advanced Digital System 1.

CCITT Recommendation J.17 Pre-emphasis used on Sound-Programme Circuits.
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IEEE Draft Standard P1180/D2 1990 Specification for the implementation of 8x 8 inverse discrete cosine
transform”.

IEC publication 908:1987 CD Digital Audio System.
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Section 2: Technical elements
2.1 Definitions

For the purposes of ISO/IEC 11172, the following definitions apply. If specific w0 a part, this is noted in
square brackets.

2.1.1 ac coefficient [video]: Any DCT coefficient for which the frequency in one or both dimensions
is non-zero.

2.1.2 access unit {system]: In the case of compressed audio an access unit is an audio access unit. In
the case of compressed video an access unit is the coded representation of a picture.

2.1.3 adaptive segmentation [audio]: A subdivision of the digital representation of an audio signal
in variable segments of time.

2.1.4 adaptive bit allocation [audio]: The assignment of bits to subbands in a time and frequency
varying fashion according 1 a psychoacoustic model.

2.1.5 adaptive noise allocation [audio]: The assignment of coding noise to frequency bands in a
time and frequency varying fashion according to a psychoacoustic model.

2.1.6 alias {audio]: Mirrored signal component resulting from sub-Nyquist sampling.

2.1.7 analysis filterbank [audio]: Filterbank in the encoder that transforms a broadband PCM audio
signal into a set of subsampled subband samples.

2.1.8 audio access unit [audio]: For Layers I and II an audio access unit is defined as the smallest
part of the encoded bitstream which can be decoded by itself, where decoded means "fully reconstructed
sound”. For Layer III an audio access unit is part of the bitstream that is decodable with the use of
previously acquired main information.

2.1.9 audio buffer [audio]: A buffer in the system target decoder for storage of compressed audio data.

2.1.10 audio sequence [audio]: A non-interrupted series of audio frames in which the following
parameters are not changed:

-ID

- Layer

- Sampling Frequency

- For Layer | and II: Bitrate index

2.1.11 backward motion vector [video]: A motion vector that is used for motion compensation
from a reference picture at a later time in display order.

2.1.12 Bark [audio]: Unit of critical band rate. The Bark scale is a non-linear mapping of the frequency
scale over the audio range closely corresponding with the frequency selectivity of the human ear across the
band.

2.1.13 bidirectionally predictive-coded picture; B-picture [video]: A picture that is coded
using motion compensated prediction from a past and/or future reference picture.

2.1.14 bitrate: The rate at which the compressed bitstream is delivered from the storage medium to the
input of a decoder.

2.1.15 block companding [audio]: Normalizing of the digital representation of an audio signal
within a certain time period.

2.1.16 block [video]: An 8-row by 8-column orthogonal block of pels.

2.1.17 bound [audio]: The lowest subband in which intensity stereo coding is used.
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2.1.18 byte aligned: A bit in a coded bitstream is byte-aligned if its position is a muitiple of 8-bits
from the first bit in the stream.

2.1.19 byte: Sequence of 8-bits,
2.1.20 channel: A digital medium that stores or transports an ISO/IEC 11172 stream.
2.1.21 channel [audic]: The left and right channels of a stereo signal

2.1.22 chrominance (component) [video]: A matrix, block or single pel representing one of the
two colour difference signals related to the primary colours in the manner defined in CCIR Rec 601. The
symbols used for the colour difference signals are Cr and Cb.

2.1.23 coded audio bitstream [audio]: A coded representation of an audio signal as specified in
ISOMEC 11172-3.

2.1.24 coded video bitstream [video|: A coded representation of a series of one or more pictures as
specified in this part of ISO/IEC 11172,

2.1.25 coded order [video]: The order in which the pictures are stored and decoded. This order is not
necessarily the same as the display order.

2.1.26 coded representation: A data element as represented in its encoded form.

2.1.27 coding parameters |video]: The set of user-definable parameters that characterize a coded video
bitstream. Bitstreams are characterised by coding parameters. Decoders are characterised by the bitstreams
that they are capable of decoding.

2.1.28 component [video]: A matrix, block or single pel from one of the three matrices (uminance
and two chrominance) that make up a picture.

2.1.29 compression: Reduction in the number of bits used o represent an item of data.

2.1.30 constant bitrate coded video [video]: A compressed video bitstream with a constant
average bitrate.

2.1.31 constant bitrate: Operation where the bitrate is constant from start to finish of the compressed
bitstream.

2.1.32 constrained parameters [video]: The values of the set of coding parameters defined in
2432

2.1.33 constrained system parameter stream (CSPS) [system]: An ISO/IEC 11172
multiplexed stream for which the constraints defined in 2.4.6 of ISO/IEC 11172-1 apply.

2.1.34 CRC: Cyclic redundancy code.

2.1.35 critical band rate [audio]: Psychoacoustic function of frequency. At a given audible
frequency it is proportional to the number of critical bands below that frequency. The units of the critical
band rate scale are Barks.

2.1.36 critical band [audio]: Psychoacoustic measure in the spectral domain which corresponds to the
frequency selectivity of the human ear. This selectivity is expressed in Bark.

2.1.37 data element: An item of data as represented before encoding and after decoding.

2.1.38 dec-coefficient [video]: The DCT coefficient for which the frequency is zero in both
dimensions.

4
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2.1.39 dc-coded picture; D-picture [video]: A picture that is coded using only information from
itself. Of the DCT coefficients in the coded representation, only the dc-coefficients are present.

2.1.40 DCT coefficient: The amplitude of a specific cosine basis function.
2.1.41 decoded stream: The decoded reconstruction of a compressed bitstream.

2.1.42 decoder input buffer [video]: The first-in first-out (FIFO) buffer specified in the video
buffering verifier.

2.1.43 decoder input rate [video]: The data rate specified in the video buffering verifier and encoded
in the coded video bitstream.

2.1.44 decoder: An embodiment of a decoding process.

2.1.45 decoding (process): The process defined in ISO/IEC 11172 that reads an input coded bitstream
and produces decoded pictures or audio samples.

2.1.46 decoding time-stamp; DTS [system]: A field that may be present in a packet header that
indicates the time that an access unit is decoded in the system target decoder.

2.1.47 de-emphasis [audio]: Filtering applied to an audio signal after storage or transmission to undo
a linear distortion due to emphasis.

2.1.48 dequantization [video]: The process of rescaling the quantized DCT coefficients after their
representation in the bitstream has been decoded and before they are presented to the inverse DCT.

2.1.49 digital storage media; DSM: A digital storage or transmission device or system.

2.1.50 discrete cosine transform; DCT [video}]: Either the forward discrete cosine transform or the
inverse discrete cosine transform. The DCT is an invertible, discrete orthogonal transformation. The
inverse DCT is defined in annex A.

2.1.51 display order [video]: The order in which the decoded pictures should be displayed. Normally
this is the same order in which they were presented at the input of the encoder.

2.1.52 dual channel mode [audio]: A mode, where two audio channels with independent programie
contents (e.g. bilingual) are encoded within one bitstream. The coding process is the same as for the stereo
mode.

2.1.53 editing: The process by which one or more compressed bitstreams are manipulated to produce a
new compressed bitstream. Conforming edited bitstreams must mect the requirements defined in this part of
ISO/MIEC 11172,

2.1.54 elementary stream [system]: A generic term for one of the coded video, coded audio or other
coded bitstreams.

2.1.55 emphasis [audio]: Filiering applied to an audio signal before storage or transmission to
improve the signal-to-noise ratio at high frequencies,

2.1.56 encoder: An embodiment of an encoding process.

2.1.57 encoding (process): A process, not specified in ISO/IEC 11172, that reads a stream of input
pictures or audio samples and produces a valid coded bitstream as defined in ISO/IEC 11172,

2.1.58 entropy coding: Variable length lossless coding of the digital representation of a signal to
reduce redundancy.

2.1.59 fast forward playback [video]: The process of displaying a sequence, or parts of a sequence,

of pictures in display-order faster than real-time.
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2.1.606 FFT: Fast Fourier Transformation. A fast algorithm for performing a discrete Fourier transform
(an orthogonal transform).

3 O il 4

2.1.62 fixed segmentation [audio]: A subdivision of the digital representation of an audio signal
into fixed segments of time.

2.1.63 forbidden: The term "forbidden” when used in the clauses defining the coded bitstream indicates
that the value shall never be used. This is usually to avoid emulation of start codes.

2.1.64 forced updating [video]: The process by which macroblocks are intra-coded from time-to-time
to ensure that mismatch errors between the inverse DCT processes in encoders and decoders cannot buiid up
excessively.

2.1.65 forward motion vector [video]: A motion vector that is used for motion compensation from

e s sRL R i G el loe 8 e o

a reference picture at an earlier time in display order.

2.1.66 frame [audio]: A part of the audio signal that corresponds to audio PCM samples from an
Audio Access Unit.

2.1.67 free format [audio]: Any bitrate other than the defined bitrates that is less than the maximum
valid bitrate for each layer.

2.1.68 future reference picture [video]: The future reference picture is the reference picture that
occurs at a later time than the current picture in display order.

2.1.69 granules [Layer II] {audio]: The set of 3 consecutive subband samples from all 32 subbands
that are considered together before quantization. They correspond to 96 PCM samples.

2.1.70 granules [Layer III] [audio]: 576 frequency lines that carry their own side information.
2.1.71 group of pictures {video]: A series of one or more coded pictures intended to assist random
access. The group of pictures is one of the layers in the coding syntax defined in this part of ISO/IEC
11172.

2.1.72 Hann window [audio]: A time function applied sample-by-sample to a block of audio samples
before Fourier transformation.

2.1.73 Huffman coding: A specific method for entropy coding.

2.1.74 hybrid filterbank [audio]: A serial combination of subband filterbank and MDCT.

2.1.75 IMDCT [audio]: Inverse Modified Discrete Cosine Transfonm.

2.1.76 intensity stereo [audio]: A method of exploiting stereo irrelevance or redundancy in
stereophonic audio programmes based on retaining at high frequencies only the energy envelope of the right

and left channels.

2.1.77 interlace [video]: The property of conventional television pictures where alternating lines of
the picture represent different instances in time.

6
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2.1.80 ISO/IEC 11172 (multiplexed) stream [system]: A bitstreamn composed of zero or more
elementary streams combined in the manner defined in ISO/IEC 11172-1.

2.1.81 joint stereo coding [audio]: Any method that exploits stereophonic irrelevance or

cterennhonie redundsney
SWICOPHCHIC reGunCandy.

2.1.82 joint stereo mode [audiol: A mode of the audio coding algorithm using joint stereo coding.

2.1.83 layer [audio]: One of the levels in the coding hierarchy of the audio system defined in ISO/IEC
11172-3.

2.1.84 layer [video and systems]: One of the levels in the data hierarchy of the video and system
specifications defined in ISO/IEC 11172-1 and this part of ISO/IEC 11172,

2.1.85 luminance (component) [video]: A matrix, block or single pel representing a monochrome
representation of the signal and related to the primary colours in the manner defined in CCIR Rec 601. The

symbol used for luminance is Y.

2.1.86 macroblock [video]: The four 8 by 8 blocks of luminance data and the two corresponding 8 by
8 blocks of chrominance data coming from a 16 by 16 section of the luminance component of the picture.
Macroblock is sometimes used to refer to the pel data and sometimes to the coded representation of the pel
values and other data elements defined in the macroblock layer of the syntax defined in this part of ISO/IEC
11172. The usage is clear from the context.

2.1.87 mapping [audio]: Conversion of an audio signal from time to frequency domain by subband
filtering and/or by MDCT.

2.1.88 masking [audio}: A property of the human auditory system by which an audio signal cannot be
perceived in the presence of another audio signal .

2.1.89 masking threshold [audio]: A function in frequency and time below which an audio signal
cannot be perceived by the human auditory system.

2.1.90 MDCT [audio]: Modified Discrete Cosine Transform.

2.1.91 motion compensation [videoj: The use of motion vectors 1 improve the efficiency of the
prediction of pel values. The preduuon uses motion vectors to provide offsets into the past and/or future

Eannee gt mdrsans aeeubaiviies o swman Aorndnd anl wnlieng that nes riapnd ¢n Frmnm tha smendl tinn Amemne cional
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2.1.93 motion vector [video]: A two-dimensional vector used for motion compensation that provides
an offset from the coordinate position in the current picture to the coordinates in a reference picture.

2.1.94 MS stereo [audio]: A method of exploiting stereo irrelevance or redundancy in stereophonic
audio programimes based on coding the sumn and difference signal instead of the left and right channels,

2.1.95 non-intra coding [video]: Coding of a macroblock or picture that uses information both from
itself and from macroblocks and pictures occurring at other times,

2.1.96 non-tonal component [audio]: A noise-like component of an audio signal.
2.1.97 Nyquist sampling: Sampling at or above twice the maximum bandwidth of a signal.

2.1.98 pack [system]: A pack consists of a pack header followed by one or more packets. It is a layer
in the system coding syntax described in ISO/IEC 11172-1.

2.1.99 packet data [system]: Contiguous bytes of data from an elementary stream present in a packet.
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2.1.100 packet beader [system|: The data structure used to convey information about the elementary
stream data contained in the packet data.

2.1.101 packet [system]: A packet consists of a header followed by a number of contiguous bytes
from an elementary data stream. Itis alayer in the system coding syntax described in ISO/IEC 11172-1.

2.1.102 padding [audio]: A method to adjust the average length in time of an audio frame to the
duration of the corresponding PCM samples, by conditionally adding a slot to the audio frame.

2.1.103 past reference picture [video]: The past reference picture is the reference picture that occurs
at an earlier time than the current picture in display order.

2.1.104 pel aspect ratio [video]: The ratio of the nominal vertical height of pel on the display to its
nominal horizontal width.

2.1.105 pel [video]: Picture element.
2.1.106 picture period [video]: The reciprocal of the picture rate.

2.1.107 picture rate [video]: The nominal rate at which pictures should be output from the decoding
process.

2.1.108 picture {video]: Source, coded or reconstructed image data. A source or reconstructed picture
consists of three rectangular matrices of 8-bit numbers representing the luminance and two chrominance
signals. The Picture layer is one of the layers in the coding syntax defined in this part of ISO/IEC 11172,
Note that the term "picture” is always used in ISO/IEC 11172 in preference to the terms field or frame.

2.1.109 polyphase filterbank [audio]: A set of cqual bandwidth filters with special phase
interrelationships, allowing for an efficient implementation of the filterbank.

2.1.110 prediction [video]: The use of a predictor 1o provide an estimate of the pel value or data
element currently being decoded.

2.1.111 predictive-coded picture; P-picture [video]: A picture that is coded using motion
compensated prediction from the past reference picture.

2.1.112 prediction error [video]: The difference between the actual value of a pel or data element and
its predictor.

2.1.113 predictor [video]: A linear combination of previously decoded pel values or data elements.

2.1.114 presentation time-stamp; PTS [system]: A field that mnay be present in a packet header
that indicates the time that a presentation unit is presented in the system target decoder.

2.1.115 presentation unit; PU [system]: A decoded audio access unit or a decoded picture.

2.1.116 psychoacoustic model [audio]: A mathematical model of the masking behaviour of the
human auditory system,

2.1.117 quantization matrix [video]: A set of sixty-four 8-bit values used by the dequantizer.
2.1.118 quantized DCT coefficients [video]: DCT coefficients before dequantization. A variable
length coded representation of quantized DCT coefficients is stored as part of the compressed video

bitstream.

2.1.119 quantizer scalefactor [video]: A data element represented in the bitstream and used by the
decoding process to scale the dequantization.

8
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2.1.120 random access: The process of beginning to read and decode the coded bitstream at an arbitrary
point.

2.1.121 referemnce picture [video]: Reference pictures are the nearest adjacent I- or P-pictures to the
current picture in display order.

2.1.122 reorder buffer [video]: A buffer in the system target decoder for storage of a reconstructed I-
picture or a reconstructed P-picture.

2.1.123 requantization [audio]: Decoding of coded subband samples in order to recover the original
guantized values.

2.1.124 reserved: The term "reserved” when used in the clauses defining the coded bitstream indicates
that the value may be used in the future for ISO/IEC defined extensions.

2.1.125 reverse playback [video]: The process of displaying the picture sequence in the reverse of
display order.

2.1.126 scalefactor band [audio]: A set of frequency lines in Layer III which are scaled by one
scalefactor.

2.1.127 scalefactor index [audio]: A numerical code for a scalefactor.
2.1.128 scalefactor [audio]: Factor by which a set of values is scaled before quantization.

2.1.129 sequence header [video]: A block of data in the coded bitstream containing the coded
represeniation of a numnber of data elements.

2.1.130 side information: Information in the bitstream necessary for controlling the decoder.
2.1.131 skipped macroblock [video]: A macroblock for which no data are stored.

2.1.132 slice [video]: A series of macroblocks. It is one of the layers of the coding syntax defined in
this part of ISO/IEC 11172.

2.1.133 slot [audio]: A slot is an elementary part in the bitstream. In Layer I a slot equals four bytes,
in Layers IT and I1I one byte.

2.1.134 source stream: A single non-multiplexed stream of samples before compression coding.
2.1.135 spreading function [audio]: A function that describes the frequency spread of masking.

2.1.136 start codes [system and video]: 32-bit codes embedded in that coded bitstream that are
unique. They are used for several purposes including identifying some of the layers in the coding syntax.

2.1.137 STD input buffer [system]: A first-in first-out buffer at the input of the system target
decoder for storage of compressed data from elementary streams before decoding.

2.1.138 stereo mode [audio]: Mode, where two audio channels which form a stereo pair (left and
right) are encoded within one bitstream. The coding process is the same as for the dual channel mode.

2.1.139 stuffing (bits); stuffing (bytes) : Code-words that may be inserted into the compressed
bitstream that are discarded in the decoding process. Their purpose is to increase the bitrate of the stream.

2.1.140 subband [audio]: Subdivision of the audio frequency band.

2.1.141 subband filterbank [audio]: A set of band filters covering the entire audio frequency range.
In ISO/IEC 11172-3 the subband filterbank is a polyphase filterbank.

9

Licensed to John Douglass. ANSI store order # X_978406. Downloaded 01/23/2024. Single user license only. Copying and networking prohibited.

RESPNOKIA_00000096



RX-0540.0019
Nokia Exhibit 2019, p. 19
Amazon.com v. Nokia

IPR2024-00848
ISO/IEC 11172-2: 1993 (E) © ISO/EC

2.1.142 subband samples [audio]: The subband filterbank within the audio encoder creates a filtered
and subsampled representation of the input audio stream. The filtered samples are called subband samples.
From 384 time-consecutive input audio samples, 12 time-consecutive subband samples are generated within
each of the 32 subbands.

2.1.143 syncword [audio]: A 12-bit code embedded in the audio bitstream that identifies the start of a
frame.

2.1.144 synthesis filterbank [audio]: Filterbank in the decoder that reconstructs a PCM audio
signal from subband samples.

2.1.145 system header [system]: The system header is a data structure defined in ISO/IEC 11172-1
that carries information summarising the system characteristics of the ISO/IEC 11172 multiplexed stream.

2.1.146 system target decoder; STD [system]: A hypothetical reference model of a decoding
process used to describe the semantics of an ISO/IEC 11172 multiplexed bitstream.

2.1.147 time-stamp [system]: A term that indicates the time of an event.

2.1.148 triplet {audio): A set of 3 consecutive subband samples from one subband. A triplet from
each of the 32 subbands forms a granule.

2.1.149 tonal component [audio]: A sinusoid-like component of an audio signal.

2.1.150 variable bitrate: Operation where the bitratc varies with time during the decoding of a
compressed bitstream.

2.1.151 variable length coding; VLC: A reversible procedure for coding that assigns shorter code-
words to frequent events and longer code-words 10 less frequent events.

2.1.152 videe buffering verifier; VBV [video]: A hypothetical decoder that is conceptually
connecied to the output of the encoder. Its purpose is to provide a constraint on the variability of the data
rate that an encoder or editing process may produce.

2.1.153 video sequence [video]: A series of one or more groups of pictures. It is one of the layers of
the coding syntax defined in this part of ISO/IEC 11172,

2.1.154 zig-zag scanning order [video}: A specific sequential ordering of the DCT coefficients from
(approximately) the lowest spatial frequency to the highest.

10
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2.2 Symbols and abbreviations

The mathematical operators used (o describe this International Standard are similar to those used in the C
programming language. However, integer division with truncation and rounding are specifically defined.

The bitwise operators are defined assuming twos-complement representation of integers, Numbering and
counting foops generally begin from zero.

2.2.1 Arithmetic operators

+ Addition.

- Subtraction (as a binary operator) or negation (as a unary operator).

++ Increment.

-- Decrement.

* Multiplication.

A Power,

/ Integer division with truncation of the result toward zero. For example, 7/4 and -7/-4 are
truncated o 1 and -7/4 and 7/-4 are truncated ©0 -1,

" Integer division with rounding to the nearest integer. Half-integer values are rounded away
from zero unless otherwise specified. For example 3//2 is rounded to 2, and -3//2 is rounded
to -2.

DIV Integer division with truncation of the result towards -co,

1 Absolute value. Ixl=xwhenx>0

Ix|=0when x ==
fxl=-x whenx <0

% Modulus operator. Defined only for positive numbers.
Sign( ) Sign(x) =1 x >0

0 x=10

-1 x <0

NINT ( )  Nearest integer operator. Returns the nearest integer value to the real-valued argument. Half-
integer values are rounded away from zero.

sin Sine.

<os Cosine.

exp Exponential.

'l Square root.

logio Logarithm to base ten.
log. Logarithm to base ¢.
logy Logarithm to base 2.

2.2.2 Logical operators
i Logical OR.

&& Logical AND.

11
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! Logical NOT.

2.2.3 Relational operators

> Greater than.

> Greater than or equal to.
< Less than.

<= Less than or equal to.
== Equal to.

k= Not equal to.

max {,...,] the maximum value in the argument list.
min [,...,] the minimum value in the argument list,
2.2.4 Bitwise operators

A twos complement number representation is assumed where the bitwise operators are used.

& AND.

[ OR.

>> Shift right with sign extension.
<< Shift left with zero fill.

2.2.5 Assignment

Assignment operator.

2.2.6 Mnemonics

Tha £alln o minamnaning nee Aafinsed to dncnmibis thoa Biffanant Ansa tumas siond fis tha redad bais ofunmaan
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bslbf Bit string, left bit first, where "left” is the order in which bit strings are written in

ISOMEC 11172. Bit strings are written as a string of 1s and Os within single quote
marks, e.g. '1000 0001'. Blanks within a bit string are for ease of reading and have no
significance.

ch Channel. If ch has the value 0, the left channel of a stereo signal or the first of two
independent signals is indicated. (Audio)

nch Number of channels; equal to 1 for single_channel mode, 2 in other modes. (Audio)

fug Granule of 3 * 32 subband samples in audio Layer 11, 18 * 32 sub-band samples in
audio Layer III. (Audio)

main_data The main_data portion of the bitstream contains the scalefactors, Huffman encoded
Aato and ancillaey infarmmatinn A dia)
ARy €ARARR (ulbuuuy SERRRILASACILARIAN. L/ usadyy

main_data_beg The location in the bitstreamn of the beginning of the main_data for the frame. The
location is equal to the ending location of the previous frame's main_data plus one bit.
It is calculated from the main_data_end value of the previous frame. (Audio)

part2_length The number of main_data bits used for scalefactors. (Audio)

12
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rpchof Remainder polynomial coefficients, highest order first. (Audio)

sb Subband. (Audio)

sblimit The number of the lowest sub-band for which no bits are allocated. (Audio)

scfsi Scalefactor selection information. (Audio)

switch_point_| Number of scalefactor band (long block scalefactor band) from which point on window

switching is used. (Audio)

switch_point_s Number of scalefactor band (short block scalefactor band) from which point on window
switching is used. (Audio)

uimsbf Unsigned integer, most significant bit first.

vicibf Variable length code, left bit first, where "left” refers to the order in which the VLC
codes are written.

window Number of the actual time slot in case of block_type==2, 0 < window < 2. (Audio)

The byte order of multi-byte words is most significant byte first.

2.2.7 Constants
n 3,14159265358...
e 2,71828182845...

2.3 Method of describing bitstream syntax

The bitstream retrieved by the decoder is described in 2.4.2. Each data item in the bitstream is in bold type.
It is described by its name, its length in bits, and a mnemonic for its type and order of transmission.

The action caused by a decoded data element in a bitstrean  depends on the value of that data element and
on data elements previously decoded. The decoding of the data elements and definition of the state variables
used in their decoding are described in 2.4.3. The following constructs are used to express the conditions
when data elements are present, and are in normal type:

Note this syntax uses the 'C'-code convention that a variable or expression evaluating to a non-zero value is
equivalent to a condition that is true.

while ( condition ) { If the condition is true, then the group of data elements occurs next
data_element in the data stream. This repeats until the condition is not true.

}

do {
data_element The data element always occurs at least once.

} while ( condition ) The data element is repeated until the condition is not true.

if ( condition) { If the condition is true, then the first group of data elements occurs
data_eclement next in the data stream.

else | If the condition is not true, then the second group of data elements
data_element occurs next in the data stream.

}

13
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for (exprl; expr2; expr3) { exprl is an expression specifying the initialization of the loop. Normally it

data_element specifies the initial state of the counter. expr2 is a condition specifying a test
NN made before each iteration of the loop. The loop terminates when the condition
} is not true. expr3 is an expression that is performed at the end of each iteration

nf tho Inmem naemally i incenmante o Ansimtos
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Note that the most common usage of this construct is as follows:

for ( i=0;i<n;i++) { The group of data elements occurs n times. Conditional constructs

data_element within the group of data elements may depend on the value of the
e loop control variable i, which is set to zero for the first occurrence,
} incremented o one for the second occurrence, and so forth.

As noted, the group of da !emem_~ may contain neste

may be omitted when nly one data element follows.

data_element [] data_element [] is an array of data. The number of data elements is indicated by
the context.

data_element [n] data_element [n] is the n+1th element of an array of data.

data_element [ml{n] data_element [m]{n] is the m+1,n+1 th element of a two-dimensional array of
data

data_element [I]m]{n] data_clement [1j[m][n] is the I+1,m+1,n+1 th element of a three-dimensional
array of data.

I”
&
£
&
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While the syntax is expressed in procedural terms, it should not be assumed that 2.4.3 implements a
satisfactory decoding procedure. In particular, it defines a correct and ervor-free input bitstream. Actual
decoders must include a means to look for start codes in order o begin decoding correctly, and to identify
errors, erasures or insertions while decoding. The methods to identify these situations, and the actions to be

talrar ¢yl nedioaad
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Definition of bytealigned function

The function bytealigned O returns 1 if the current position is on a byte boundary, that is the next bit in the
bitstream is the first bit in a byte. Otherwise it returns 0,

The function nextbits

bitstream.
Definition of next_start_code function

The next_stari_code function removes any zero bit and zero byte sffing and locates the next start code.

Syntax No. of biis Mnemonic
next_start_code() {
while ( ?hvmﬂl igned() )
zero_blt i g
while ( nextbits() !="0000 0000 0000 0000 0000 0001")
zero_byte 8 "00000000"

This function checks whether the current position is bytealigned. If it is not, zero stuffing bits are present.

Aftoe thot any ninboe A 2a0n tng oy ha menoant hafnes tha ctnee_~nda Apafoan otnos ac ame alaas

SR Uldi auy NUINoOCT Of 281 v Uy [ton ) lllﬂy LV, pleCHl UClUlC Ui SLar-coac. l HUICLIULT DLAR t—LUUCb AT d.lwdyb

bytealigned and may be preceded by any number of zero stuffing bits.
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2.4 Requirements
2.4.1 Coding structure and parameters
Video sequence

A coded video sequence commences with a sequence header and is followed by one or more groups of
pictures and is ended by a sequence_end_code. Iimmediately before each of the groups of pictures there may

ho o cannancs handee Within ansrh camiancs nicrturae chall ha dAorndnhla ~santininicly
OC a SCAUCHCTC nlaslr. vy tulill Cadcil SCQuUohce, pr CLUres snau o GECoGacie CONUNnUGUSY.

In each of these repeated sequence headers all of the data elements with the permitted exception of those
defining the quantization matrices (load_intra_quantizer_matrix, load_non_intra_guantizer_matrix and
optionally intra_quantizer_matrix and non_intra_quantizer_matrix) shall have the same values as in the first
sequence header. The quantization matrices may be redefined each time that a sequence header occurs in the
bitstream. Thus the data elements load_intra quamizer matrix, load_non_intra quanu'zer matrix and

PRt

Upuuuauy ulua quauut.cx ulauu\ auu nUll HOTEY qumluwl llldull; llldy lldVC dlly \HU[I lUlUlUUCII] Vd.lUCb

Repeating the sequence header allows the data elements of the initial sequence header to be repeated in order
that random access into the video sequence is possible. In addition the quantization matrices may be
changed inside the video sequence as required.

Sequence header

A video sequence header commences with a sequence_header_code and is followed by a series of data

elements.
Group of pictures

A group of pictures is a series of one or more coded pictures intended to assist random access into the
sequence. In the stored bitstream, the first coded picture in a group of pictures is an I-Picture. The order of
the pictures in the coded stream is the order in which the decoder processes them in normal playback In

pnr\‘mnlar adiacent B.Pictures in the coded stream are in disnlav order. The last coded nicture. in display

Qi Uil e, QlAyal i D Auito Ll Wl LOUCU SULIT QUL il Gispiay OIUCT, 200 2ast LUUCH PRLLUL, 228 Gispay

order, of a group of pictures is either an I-Picture or a P- chture

The following is an example of groups of pictures taken from the beginning of a video sequence. In this
example the first group of pictures contains seven pictures and subsequent groups of pictures contain nine
pictures. There are two B-pictures between successive P-pictures and also two B-pictures between

successive I- and P-pictures. Picture '11' is used to form a prediction for picture '4P". Pictures '4P' and '1T'

ara hath ncad tn fnem nradintione for nicturee "IN and 2N Therafnre tha ardar of nictiirsc in the ~ndad
arC OUuUl uSt0 W0 UM PIUGICUUNS 1O PpiCulitd L0 alil 50 .  atiCiUIv GiC OG0T Ui PiCuaitd 1wl COUlG

sequence shall be '1T, '4P, '2B’, '3B". However, the decoder should display them in the order '11I', 2B, 3B',
‘4P,

At the encoder input,
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At the encoder output, in the stored bitstream, and at the decoder input,
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where the double vertical bars mark the group of pictures boundaries, Note that in this exa e, ir:

group of pictures is two pictures shorter than subsequent groups of plctures since at the begmnmg of v1deo
coding there are no B-pictures preceding the first I-Picwure. However, in general, in display order, there may
be B-Pictures preceding the first I-Picture in the group of pictures, even for the first group of pictures to be

decoded.
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At the decoder output,

1 2 3 4 5 6 7 8 & 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25

A group of pictures may be of any length. A group of pictures shall contain one or more I-Pictures.
Applications requiring random access, fast-forward playback, or fast and normal reverse playback may use
relatively short groups of pictures. Groups of pictures may also be started at scene cuts or other cases
where motion compensation is ineffective.

The number of consecutive B-Pictures is variable. Neither B- nor P-Pictures need be present.

A video sequence of groups of pictures that is read by the decoder may be different from the one at the
encoder output due to editing.

Picture

A source or reconstructed picture consists of three rectangular matrices of eight-bit numbers; a luminance
matrix {Y), and two chrominance matrices (Cb and Cr). The Y-matrix shall have an even number of rows
and columns, and the Cb and Cr matrices shall be one half the size of the Y-matrix in both horizontal and
vertical dimensions.

The Y, Cb and Cr components are related to the primary (analogue) Red, Green and Blue Signals (E'R, E'G

and E‘B) as described in CCIR Recommendation 601. These primary signals are gamma pre-corrected. The

assumed value of gamma is not defined in this part of ISO/IEC 11172 but may typically be in the region
approximately 2,2 to approximately 2,8. Applications which require accurate colour reproduction may
choose 1o specify the value of gamma more accurately, but this is outside the scope of this part of ISO/IEC
11172,

The luminance and chrominance samples are positioned as shown in figure 5, where "x" marks the position
of the luminance (Y) samples and "0" marks the position of the chrominance (Cb and Cr) samples:

X X | X X | X X
0 | 0 | 0
X X | X X | X X
X X | X X | X X
0 | 0 | 0
X X i b X | X X
X X ! X X | X b
0 | 0 ] 0
X X ] X X | X X
Figure 5 -« The position of luminance and chrominance samples.

There are four types of coded picture that usc different coding methods.
An Intra-coded picture (I-picture) is coded using information only from itself.

A Predictive-coded picture (P-picture) is a picture which is coded using motion compensated
prediction from a past I-Picture or P-Picture.

A Bidirectionally predictive-coded picture (B-picture) is a picture which is coded using motion
compensated prediction from a past and/or future I-Picture or P-Picture.

A dc coded (D) picture is coded using information only from itself. Of the DCT coefficients only the
dc ones are present. The D-Pictures shall not be in a sequence containing any other picture types.

16
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Slice

A slice is a series of an arbitrary number of macroblocks with the order of macroblocks starting from the
upper-left of the picture and proceeding by raster-scan order from left to right and top to bottom. The first
and last macroblocks of a slice shall not be skipped macroblocks (see 2.4.4.4). Every slice shall contain at
least one macroblock. Slices shall not overlap and there shall be no gaps between slices. The position of
slices may change from picture to picture. The first slice shall start with the first macroblock in the picture
and the last slice shall end with the last macroblock in the picture.

Macroblock

A macroblock contains a 16-pel by 16-line section of luminance component and the spatially corresponding 8-pel by
8-line section of each chrominance component. A macroblock has 4 luminance blocks and 2 chrominance blocks. The
term "macroblock” can refer to source or reconstructed data or to scaled, quantized coefficients. The order of biocks in a
macroblock is top-left, top-right, bottom-left, bottom-right blocks for Y, followed by Cb and Cr. Figure 6 shows the
amangement of these blocks. A skipped macroblock is one for which no information is stored (see 2.4.4.4).

0 [1 e | s
2 13

Y Cb Cr
Figure 6 -- The arrangement of blocks in a2 macroblock.
Block
A block is an orthogonal 8-pel by 8-line section of a luminance or chrominance component.

The tern "block”™ can refer either o source and reconstructed data or to the comresponding coded data
elements.

Reserved, Forbidden and Marker bit

The terms "reserved” and “forbidden” are used in the description of some values of several fields in the coded
bitstream.

The term "reserved” indicates that the value may be used in the future for ISO/IEC-defined extensions.

The term "forbidden” indicates a value that shall never be used (usually in order to avoid emulation of start
codes).

The term "marker_bit" indicates a one bit field in which the value zero is forbidden. These marker bits are
introduced at several points in the syntax 10 avoid start-code emulation.
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2.4.2 Specification of the coded video bitstream syntax

2.4.2.4 Start codes
Start codes are reserved bit patterns that do not otherwise occur in the video stream. Al start codes are
bytealigned.
Name Hexadecimal value
picture_start_code 00000100
slice_start_codes (including slice_vertical_positions) 00000101
through
000001 AF
reserved 00000180
reserved 00G001B1
user_data_start_code 00000182
sequence_header code 00000183
sequence_error_code 00000184
extension_start_code 000001B5
reserved 000001B6
sequence_end_code 000001B7
group_stari_code 00000188
system start codes (see note) 00000189
thrnln\'h
OOOOOIFF
NOTE - System start codes are defined in ISO/NIEC 11172-1.

The use of the start codes is defined in the following syntax description with the exception of the
sequence_error_code. The sequence_error_code has been allocated for use by the digital storage media
interface to indicaie where uncorrectabie errors have been detected.

3 A 99 Vidan cacuaneca lavar
2.42.2 Video sequence layer
Svntax No. of bits Mnemonic
video_sequence() {
next_start_code()
do{
sequence_header()
do {
group_of_pictures()
wihiloa {1 noavedhitof) o e gt oo )
j wiilid || BCXWHSy == 5]Uuy Siart_Coal )
} while ( nextbits() == sequence_header_code )
sequence_end_code 32 bsibf
}
18
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2.4.2.3 Sequence header
Syntax No.of bits Mnemonic
sequence_header() {
sequence_header_code 32 bsibf
horizontal_size 12 uimsbf
vertical size 12 uimsbf
pel_aspect_ratio 4 uimsbf
picture_rate 4 uimsbf
bit_rate i8 uimsbf
marker_bit 1 "y
vbv_buffer_size 10 uimshf
constrained_parameters_flag 1
load_intra_quantizer_matrix 1
if (load_intra_guantizer_matrix )
intra_quantizer_matrix (] 8*%64 uwimsbf
load_non_intra_quantizer _matrix 1
if ( load_non_intra_guantizer_matrix )
non_intra_quantizer_matrix [] 8§*64 uimsbf
next_start_code()
if (nextbits() == extension_start_code ) {
extension_start_code 32 bslibf
while ( nextbits () = "0000 0000 0000 0000 0000 0001" ) {
sequence_extension_data 8
}
next_start_code()
}
if (nexibits() == user_data_start_code ) {
user_data_start_code 32 bslbf
while ( nextbits() = "0000 0000 0000 0000 0000 0001" ) {
user_data 8
}
next_start_code()
)
i
19
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2.4.2.4 Group of pictures layer
Syntax No. of bits Mnemonic
group_of_pictures() {
group_start_code 32 bslibf
time_ code 25
closed_gop 1
broken_link 1
next_start_code()
if ( nextbits() == extension_start_code ) {
extension_start_code 32 bsibf
while ( nextbits() = "0000 0000 0000 0000 0000 0001 ) {
group_extension_data 8
}
next_start_code()
)
if ( nextbits() == user_data_start_code ) {
user_data_start_code 32 bsibf
while ( nextbits() = 0000 0000 G000 0000 0000 0001°) {
user_data 8
}
next_start_code()
]
do{
picture()
} while ( nextbits() == picture_start_code }
i
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2.4.2.5 Picture layer
Syntax No. of bits Mnemonic
picture() {
picture_start_code 32 bsibf
temporal_reference i0 vimsbf
picture_coding_type 3 uimsbf
vbv_delay 16 uimsbf
if ( (picture_coding_type == 2} il {picture_coding _type == 3) ) {
full_pel_forward_vector 1
forward_f_code 3 uimsbf

}
if ( picture_coding_type==3) |

full_pel_backward_vector 1
backward_f_code 3 uimsbf
}
while { nexibits() =="1") {
extra_bit_picture 1 S
extra_information_picture 8
}
extra_bit_picture 1 A
next_start_code()
if (nextbits() == extension_start_code ) {
extension_start_code 32 bslbf
while ( nexthits(} 1= "0000 0000 0000 0000 0000 0001 ) ¢
plcture*extensmn_data 8
}

next_start_code()
}

if ( nextbits() == user_data_start_code ) {

user_data_start_code 32 bsibf
while { nextbits() 1= '0000 0000 0000 0000 0000 0001' )
user_data 8
)
next_start_code()
)
do{
slice()
} while { nextbits(y == slice_start_code )

21
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2.4.2.6 Slice layer
Syntax No. of bits Mnemonic
slice() {
slice_start_code 32 bsibf
quantizer_scale s uwimsbf
while ( nextbits() =="1") {
extra_bit_slice 1 B
extra_information_slice 8
}
extra_bit_slice 1 e
do {
macroblock()
} while ( nextbits() !="000 G000 0000 0000 0000 000" )
next_start_code()
)
2.4.2.7 Macroblock layer
Syntax No. of bits Mnemonic

macroblock () {
while ( nextbits() == '0000 0001 111')

macroblock_stuffing 11 viclbf
while ( nextbits() == ‘06000 0001 000")

macroblock_escape 11 viclbf
macroblock address_increment 1-11 viclbf
macroblock_type 1-6 viclbf
if ( macroblock_quant )

quantizer_scale 5 uimsbf
if { macroblock_motion_forward ) {

motion_horizontal_forward_code 1-11 viclbf

if ((forward_f!=1) &&
{motion_horizontal_forward_code '=0))
motion_horizontal_forward_r i-6 uimshf
motion_vertical_forward_code 1-11 viclbf
if ((forward_f !=1) &&
(motion_vertical _forward_code 1=0))

motion_vertical_forward_r 1-6 uimshbf
}
if ( macroblock_motion_backward ) {
motion_horizontal_backward_code 1-11 viclbf
if ((backward_f!=1) &&
(motion_horizontal_backward_code 1=0Q) )
motion_horizontal_backward_r 1-6 wimsbf
motion_vertical_backward_code 1-11 vicibf
if ((backward_f!=1) &&
(motion_vertical_backward_code =0} )
motion_vertical_backward r 1-6 uimsbf
}
if ( macroblock_pattern)
coded_block_pattern 3-9 vicibf
for ( i=0; i<6; i++ )
block(i)
if ( picture_coding_type ==4 )
end_of _macroblock 1 1"
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2.4.2.8 Block layer
Syntax No. of bits Mnemonic
block(i) {

if ( pattern_codeli] ) {
if ( macroblock_intra ) {

if (i<d) {
det_dc_size_luminance 27 viclbf
if(dc_size_luminance i= 0)
det_dc_differential 1-8 uimsbf
}
else {
dct_dc_size_chrominance 2-8 viclbf
if(dc_size_chrominance '=0)
det_dc_differential 1-8 uimsbf
}
eise {
det_coeff_first 2-28 viclibf

}
if ( picture_coding _type 1=4) {
while ( nextbits() '='10")
dct_coeff_next 3-28 viclbf
end_of_block 2 viclbf
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2.4.3 Semantics for the video bitstream svnia
2.4.3.1 Video sequence layer

sequence_end_code -- The sequence_end_code is the bit string 000001B7 in hexadecimal. It terminates a
video sequence.

5 A 29 Co
o o R o W o G Bl P

sequence_header_code -- The scquence_header_code is the bit string 00000183 in hexadecimal. It
identifies the beginning of a sequence header.

horizontal_size -- The horizontal_size is the width of the displayable part of the luminance component
in pels The width of the encoded luminance component in macroblocks, mb_width, is

AAAAAAAAAAAA TENINL Tha Aicemline Tn aenet ~f tha sasndiren Infe_alimnard o el n -

{horizontal_size+15)/16. The umpmyaunc part 61 wic piCluic is lef Caignea in the encod G picture.
vertical_size -- The vertical_size is the height of the displayable part of the luminance component in
pels. The height of the encoded luminance component in macroblocks mb_height, is
(vertical_size+15)/16. The displayable part of the picture is top-aligned in the encoded picture.

pel_aspect_ratio -- This is a four-bit integer defined in the following table.

El,as&t_mtjo height/width example
0000 forbidden
0001 1,0000 VGA etc.
0010 0,6735
0011 0,7031 16:9, 625line
0100 0,7615
0101 0,8055
0110 0,8437 16:9, 525line
0111 0,8935
1000 09157 CCIRG01, 625line
1001 0,9815
1010 1,0255
1011 1,0695
1100 1,0950 CCIR601, 525line
1101 1,1575
1110 1,2015
1111 reserved
picture_rate -- This is a four-bit integer defined in the following table.
picture_rate pictures per second
0000 forbidden
0001 23,976
0010 24
0011 25
0100 29,97
0101 30
0110 50
0111 59,94
1000 60
ce reserved
1111 reserved

Applications and encoders should take into account the fact that 23,976, 29,97 and 59,94 are not exact

representations of the nominal picture rate. The exact values are found from 24 000/1 001, 30 000/1 001,
and 60 000/1 001 and can be derived from CCIR Report 624-4.
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bit_rate -- This is an integer specifying the bitrate of the bitstream measured in units of 400 bits/s,
rounded upwards. The value zero is forbidden. The value 3FFFF (11 1111 1111 1111 1111) identifies
variable bit rate operation.

marker_bit -- This is one bit that shall be set to "1".

vbv_buffer_size -- This is a 10-bit integer defining the size of the VBV (Video Buffering Verifier, see
annex C) buffer needed to decode the sequence. It is defined as:

B =16 * 1 024 * vbv_buffer_size
where B is the minimum VBV buffer size in bits required to decode the sequence (see annex C).

constrained_parameters_flag -- This is a one-bit flag which may be set to "1" if the following data
elements meet the following constraints:

horizontal_size <= 768 pels,

vertical_size <= 5§76 pels,

((horizontal_size+15)/16) *({vertical_size+15)/16) <= 396,
((horizontal_size+15)/16) *((vertical_size+15)/16))*picture_rate <= 396*25,
picture_rate <= 30 pictures/s.

forward_f code <=4 (see 2.4.3.4)

backward_f_code <=4 (see 2.4.3.49)

If the constrained_parameters_flag is set, then the vbv_buffer_size field shall indicaie a VBYV buffer size less
than or equal to 327 680 bits (20*1024*16; i.e. 40 kbytes).

If the constrained_parameters_flag is set, then the bit_rate field shall indicate a coded data rate less than or
equal to 1 856 000 bits/s.

load_intra_quantizer_matrix -- This is a one-bit flag which is set to "1" if an intra_quantizer_matrix
follows. Ifitis set to "0" then the default values defined below in raster-scan order, are used until the pext
occurence of the sequence header.

8 16 19 22 26 27 29 34
16 16 22 24 27 29 34 37
19 22 26 27 29 34 34 38
22 22 26 27 29 34 37 40
22 26 27 29 32 35 40 48
26 27 29 32 35 40 48 58
26 27 29 34 38 46 56 69
27 29 35 38 46 56 69 83

intra_qguantizer_matrix -- This is a list of sixty-four 8-bit unsigned integers. The new values, stored in
the zigzag scanning order shown in 2.4.4.1, replace the default values shown above. The value zero is
forbidden. The value for intra_quant[0][0] shall always be 8. The new values shall be in effect until the
next occurence of a sequence header.

load_non_intra_quantizer_matrix -- This is a one-bit flag which is set to "1" if a
non_intra_quantizer_matrix follows. If it is set to "0" then the default values defined below are used until
the next occurence of the sequence header.

16 16 i6 16 16 16 16 16
16 16 16 16 16 16 16 16
16 16 16 16 16 16 16 16
16 16 16 16 16 16 16 16
16 16 16 i6 16 16 16 16
16 16 16 16 16 16 16 16
16 i6 16 16 16 16 16 16
16 16 16 16 16 16 16 16
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non_infra_quantizer_matrix -- This is a list of sixty-four 8-bit unsigned integers. The new values,
stored in the zigzag scanning order shown in 2.4.4.1, replace the default values shown above. The value
zero is forbidden. The new values shall be in effect until the next occurence of a sequence header.

extension_start_code -- The extension_start_code is the bit string 000001BS5 in hexadecimal. It
identifies the beginning of extension data. The extension data continue until receipt of another start code.
It is a requirement to parse extension data correctly.

sequence_extension_data -- Reserved.

user_data_start_code -- The user_data_start_code is the bit string 000001B2 in hexadecimal. It
identifies the beginning of user data. The user data continues until receipt of another start code.

user_data -- The user_data is defined by the users for their specific applications. The user data shall not
contain a string of 23 or more zero bits.

2.4.3.3 Group of pictures layer

t identifies the

group_start_ code -- The group_sta

begmmng ofa group of pictures.
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time_code -- This is a 25-bit field containing the following: drop_frame _flag, time_code_hours,
time_code_minutes, marker_bit, ttme_code_seconds and time_code_pictures. The fields correspond to the

ficlds defined in the IEC standard (Publication 461) for "time and control codes for video tape recorders” (see
annex E). The code refers to the first picture in the group of pictures that has a temporal_reference of zero.

The r!rnn framp flag can be set to either "0 ar 1", Itmav be setto 1" nn]\r if the nir‘inrp rate is

A Ral AR i FHEE 4 w18 G >

29,97Hz. If itis "0" then pictures are counted assummg rounding to the nearest mtegral number of pictures
per second, for example 29,97 Hz would be rounded to and counted as 30 Hz. If itis "1" then picture
numbers () and 1 at the start of each minute, except minutes 0, 10, 20, 30, 40, 50 are omitted from the
count.

time_code range of value bits

drop_frame_flag 1

time_code_hours 0-23 5 uimsbf
time_code_minutes 0-5% 6 uimshi
marker_bit 1 1 "
time_code_seconds 0-59 6 uimsbf
time_code_pictures 0-59 6 uimsbf

closed_gop -- This is a one-bit flag which may be set to "1" if the group of pictures has been encoded
without motion vectors pointing to the previous group of pictures.

This bit is provided for use during any editing which occurs after encoding. If the previous group of pictures

is removed by editing, broken_link may be set to "1" so that a decoder may avoid displaying the B-

Pictures unmedlately following the first I-Picture of the group of picures. However if the closed_gop
bit indicates that there are no prediction references to the previous group of pictures then the editor may
choose not to set the broken_link bit as these B-Pictures can be correctly decoded in this case.

broken_link -- This is a one-bit flag which shall be set to "0" during encoding. It is set to "1 to indicate
that the B-Pictures immediately following the first I-Picture of a group of pictures cannot be correctly

AnnnAn A lannsaos #hn thae T T atcina ~a | 5 RPN TP PP R | T Y Iy Toal B e s~ e

GeCO0eEQ DECAuSsE the otner 1-ricture or l" CICIUre Wlllbll lb UDUU (L] plwu,uuu IR Y dleldUlC \UL&dUDC U i the
action of editing).

A decoder may use this flag to avoid displaying pictures that cannot be correctly decoded.
extension_start_code -- See 2.4.3.2,

group_extension_data -- Reserved.

user_data -- See 2.4.3.2,
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2.4.3.4 Picture layer

picture_start_code -- The picture_start_code is a string of 32-bits having the value 00000100 in
bexadecimal.

temporal_reference -- The temporal_reference is a 10-bit unsigned integer associated with each input
picture. It is incremented by one, modulo 1024, for each input picture. For the earliest picture (in display
order) in each group of pictures, the temporal_reference is reset o zero.

The temporal_geference is assigned (in sequence) to the pictures in display order, no temporal_reference shall
be omitted from the sequence.

picture_coding type -- The picture_coding_type identifies whether a picture is an intra-coded picture(]),
predictive~-coded picture(P), bidirectionally predictive-coded picture(B), or intra-coded with only dc
coefficients picture(D) according to the following table. D-pictures shall never be included in the same
video sequence as the other picture coding types.

picture_coding_type coding method
000 forbidden
001 intra-coded (I)
010 predictive-coded (P)
011 bidirectionally-predictive-coded (B)
100 de intra-coded (D)
101 reserved
11 reserved

vhv_delay -- The vbv_delay is a 16-bit unsigned integer. For constant bitrate operation, the vbv_delay
is used to set the initial occupancy of the decoder's buffer at the start of decoding the picture so that the
decoder's buffer does not overflow or underflow. The vbv_delay measures the time needed to fill the VBV
buffer from an initially empty state at the target bit rate, R, to the correct level immediately before the
current picture is removed from the buffer.

The value of vbv_delay is the number of periods of the 90kHz systemn clock that the VBV should wait after
receiving the final byte of the picture start code. It may be calculated from the state of the VBV as follows:

*
vbv_delayn = 90 000 * Bn /R

where:
n>0

*
Bn = VBV occupancy, measured in bits, immediately before removing picture n from the

buffer but after removing any group of picture layer data, sequence header data
and the picture_start_code that immediately precedes the data elements of
picture n.

R = bitrate measured in bits/s. The full precision of the bitrate rather than the rounded
value encoded by the bit_rate field in the sequence header shall be used by the
encoder in the VBV model.

For non-constant bitrate operation vbv_delay shall have the value FFFF in hexadecimal.

full_pel_forward_vector -- If set to "1", then the motion vector values decoded represent integer pel
offsets (rather than half-pel units) as reflected in the equations of 2.4.4.2,

forward_f_code -- An unsigned integer taking values 1 through 7. The value zero is forbidden. The
variables forward_r_size and forward_f used in the process of decoding the forward motion vectors are derived
from forward_f _code as described in 2442

full_pel_backward_vector -- If set to "1", then the motion vector values decoded represent integer pel
offsets (rather than half pel units) as reflected in the equations of 2.4.4.3.
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backward_f_cede -- An unsigned integer taking values 1 through 7. The value zero is forbidden. The
variables backward_r_size and backward_f used in the process of decoding the backward motion vectors are
derived from backward_f_code as described in 2.4.4.3.

extra_bit_picture -- A bit indicates the presence of the following extra information. If
extra_bit_picture is set to "1", extra_information_picture will follow it. If it is set to "0", there are no data
following it.

extra_information_picture -- Reserved.
extension_start_code - See 2.4.3.2.
picture_extension_data -- Reserved.
user_data_start_code -- See 2.4.3.2.
user_data -- See 2.4.3.2.

2.4.3.58 Slice Iavnr

slice_start_code -- The slice_start_code is a string of 32-bits. The first 24-bits have the value 000001
in hexadecimal and the last 8-bits are the slice_vertical_position having a value in the range 01 through AF
hexadecimal inclusive.

slice_vertical_position -- This is given by the lzm eight bits of the slice_start_code. It is an unsigned

(3] hlnel s nf tha e nhlasl in th I} The
‘“fﬁg“" g""“g the """"&"J pG‘;luvu i INalrGoCCK uulw Of the first macrobiock in the suce. 1ae

slice_vertical_position of the first row of macroblocks is one. Some slices may have the same
slice_vertical_position, since slices may start and finish anywhere. Note that the slice_vertical_position is
constrained by 2.4.1 to define non-overlapping slices with no gaps between them. The maximum value of
slice_vertical _position is 175.

quantizer_scale -- An unsigned inleger in the range 1 t0 31 used to scale the reconstruction level of the

ratriavad TW T annfFisiant lava ha Anmndan o nenthoan sivantioas osalo

TOUICYEG LU 1 COCHIICICHL lCYClb l B QULUUCE bll(ul use una V(UUC uuun UL LIU(‘LIIULUI Jucu ib
encountered either at the slice layer or the macroblock layer. The value zero is forbidden.

extra_bit_slice -- A bit indicates the presence of the following extra information. If extra_bit_slice is
set to "1", extra_information_slice will follow it. If it is set to "0", there are no data following it.

extra_information_slice -- Reserved.
2.4.3.6 Macroblock layer

macroblock_stuffing -- This is a fixed bit string "0000 0001 111" which can be inserted by the encoder
to increase the bit rate to that required of the storage or transmission medium. It is discarded by the decoder.

macroblock_escape -- The macroblock_escape is a fixed bit-string "0000 0001 000" which is used
when the difference between macroblock_address and previous_macroblock _address is greater than 33. It
causes the value of macroblock_address_increment to be 33 greater than the value that will be decoded by

;! nrde
subsequent macroblock_escapes and the macroblock_address_increment codewords.

For example, if there are two macroblock_escape codewords preceding the macroblock_address_increment,
then 66 is added to the value indicated by macroblock_address_increment.

macroblock_address_increment -- This is a variable length coded integer coded as per table B.1 which
indicates the difference between macroblock_address and previouq macroblock_address. The maximum

salasa af aeancenlol a1 Arnce imrroivieT AVF S g o snerrcerd jrein o 8h
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macroblock_escape codeword.

The macroblock_address is a variable defining the absolute position of the current macroblock. The
macroblock_address of the top-left macroblock is zero.
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The previous_macroblock_address is a variable defining the absolute position of the last non-skipped

macroblock (see 2.4.4.4 for the definition of skipped macroblocks) except at the start of a slice. At the start

of a slice, previous_macroblock_address is reset as follows:
previous_macroblock_address=(slice_vertical_position-1)*mb_width-1;

The spatial position in macroblock units of a macroblock in the picture (mb_row, mb_column) can be
computed from the macroblock_address as follows:

mb_row = macroblock_address / mb_width
mb_column = macroblock_address % mb_width

where mb_width is the number of macroblocks in one row of the picture.
NOTE - The slice_vertical_position differs from mb_row by one.

macroblock_type -- Variable length coded indicator which indicates the method of coding and content of
the macroblock according to the tables B.2a through B.2d.

macroblock_quant -- Derived from macroblock_type.

macroblock_motion_forward -- Derived from macroblock_type.

macroblock_motion_backward -~ Derived from macroblock_type.

macroblock_pattern -- Derived from macroblock_type.

macroblock_intra -- Derived from macroblock_type.

quantizer_scale -- An unsigned integer in the range 1 to 31 used to scale the reconstruction level of the
retrieved DCT coefficient levels. The value zero is forbidden. The decoder shall use this value until another
quantizer_scale is encountered either at the slice layer or the macroblock layer. The presence of
quantizer_scale is determined from macroblock_type.

motion_horizontal_forward_code -- motion_horizontal_forward_code is decoded according to table
B.4. The decoded value is required (along with forward_f - see 2.4.4.2) o decide whether or not

motion_horizontal_forward_r appears in the bitstream.

motion_horizontal_forward_r -- An unsigned integer (of forward_r_size bits - see 2.4.4.2) used in the
process of decoding forward motion vectors as described in 2.4.4.2.

motion_vertical_forward_code -- motion_vertical_forward_code is decoded according to table B 4.
The decoded value is required (along with forward_f - see 2.4.4.2) to decide whether or not
motion_vertical_forward_r appears in the bitstream.

motion_vertical_forward_r -- An unsigned integer (of forward_r_size bits - see 2.4.4.2) used in the
process of decoding forward motion vectors as described in 2.4.4.2.

motion_horizontal_backward_code -- motion_horizontal_backward_code is decoded according to
table B.4. The decoded value is required (along with backward_f - see 2.4.4.2) to decide whether or not
motion_horizontal_backward_r appears in the bitstream.

motion_horizontal_backward_r -- An unsigned integer (of backward_r_size bits - see 2.4.4.2) used in
the process of decoding backward motion vectors as described in 2.4.4.2.

metion_vertical_backward_code -- motion_vertical_backward_code is decoded according to table B 4.
The decoded value is required (along with backward_f) to decide whether or not motion_vertical_backward_r
appears in the bitstream,

motion_vertical_backward_r -- An unsigned integer (of backward_r_size bits) used in the process of
decoding backward motion vectors as described in 2.4.4.3.
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coded_block_pattern -- coded_block_pattem is a variable length code that is used to derive the variable
cbp according to table B.3. If macroblock_intra is zero, cbp=0. Then the pattern_code[i] for i=0 to 5 is
derived from cbp using the following:

pattern_codefi} = 0;

if (cbp & (1<<(5-1)) ) pattern_codefi] = 1;

if { macroblock_intra ) pattern_code[i}j=1;

pattern_code[0] -- If 1, then the upper left luminance block is to be received in this macroblock.
pattern_code[1] -- If 1, then the upper right luminance block is to be received in this macroblock.
pattern_code{2] -- If 1, then the lower left Juminance block is to be received in this macroblock.
pattern_code{3] -- If 1, then the lower right luminance block is to be received in this macroblock..
patiern_code[4] -- If 1, then the chrominance block Cb is to be received in this macroblock.
pattern_code[5] -- If 1, then the chrominance block Cr is to be received in this macroblock.
end_of_macroblock -- This is a bit which is set to "1" and exists only in D-Pictures.
2.4.3.7 Block layer
det_dc_size_luminance -- The number of bits in the following det_dc_differential code,
dc_size_luminance, is derived according to the VLC table B.5a. Note that this data element is used in intra
coded blocks.
det_dc_size_chrominance -- The number of bits in the following dct_dc_differential code,
dc_size_chrominance, is derived according to the VLC table B.5b. Note that this data element is used in
intra coded blocks.
det_dc_differential -- A variable length unsigned integer. If dc_size _luminance or dc_size_chrominance
(as appropriate) is zero, then det_dc_differential is not present in the bitstream. dct_zz {] is the array of
quantized DCT coefficients in zig-zag scanning order. dct_zz[i] for i=0..63 shall be set to zero initially, If
dc_size_luminance or dc_size_chrominance (as appropriate) is greater than zero, then det_zz{0] is computed
as follows from dct_dc_differential:
For luminance blocks:

if ( det_dc_differential & ( 1 << (dc_size_luminance-1)) ) dct_zz[0] = dct_dc_differential ;

else det_zz[0] = ((-1) << {dc_size_luminance) ) | (dct_dc_differential+1) ;
For chrominance blocks:

if ( det_dc_differential & ( 1 << (dc_size_chrominance-1)) ) det_zz[0] = dct_dc_differential ;

else det_zz[0] = ( (-1} << {d¢_size_chrominance) ) | (dct_dc_differential+1) ;

Note that this data element is used in intra coded blocks.

example for dc_size _luminance = 3
dect_dc_differential det_zz[0)
000 -7
001 6
010 -5
011 -4
100 4
101 5
110 6
111 7

det_coel¥_first -- A variable length code according to tables B.5c¢ through B.5f for the first coefficient.
The variables run and level are derived according to these tables. The zigzag-scanned quantized DCT
coefficient list is updated as follows.
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i=run;
if ( s ==0) dct_zz{i] = level ;
if (s==1)dct_zz[i] = - level ;

The terms dct_coeff_first and dct_coeff_next are run-length encoded and det_zz{i], i>=0 shall be set to zero
initially, A variable length code according to tables B.5c through B.5f is used to represent the run-length
and level of the DCT coefficients. Note that this data element is used in non-intra coded blocks.

dct_coeff_next -- A variable length code according to tables B.Sc through B.5f for coefficients following
the first retrieved. The variables run and level are derived according to these tables. The zigzag-scanned
quantized DCT coefficient list is updated as follows.

i=i+run+l;

if (s ==0)dct_zz[i] =level ;

if (s ==1)dct_zz[i] = - level ;

If macroblock_intra == 1 then the term i shall be set to zero before the first dct_coeff_next of the block.
The decoding of dct_coeff_next shall not cause i to exceed 63.

end_of _block -- This symbol is always used to indicate that no additional non-zero coefficients are
present. It is used even if dct_zz[63] is non-zero. Its value is the bit-string "10" as defined in table B.5c.
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2.4.4 The video decoding process
Compliance requirements for decoders are contained in ISO/IEC 11172-4.
2.4.4.1 intra-coded macroblocks

In I-pictures all macroblocks are intra-coded and stored. In P-pictures and B-pictures, some macroblocks
may be intra-coded as identified by macroblock_type. Thus, macroblock _intra identifies the intra-coded
macroblocks.

The variables mb_row and mb_column locate the macroblock in the picture. They are defined in 2.4.3.6.
The definitions of det_dc_differential, and det_coeff_next also have defined the zigzag-scanned quantized DCT
coefficient list, det_zz{]. Each dct_zz[] is located in the macroblock as defined by patiern_code[].

Define dct_recon[m]{n] to be the matrix of reconstructed DCT coefficients of the block, where the first index
identifies the row and the second the column of the matrix. Define det_dc_y_past, det_dc_cb_past and
det_dc_cr_past to be the det_recon[0][0] of the most recently decoded intra-coded Y, Cb and Cr blocks
respectively. The predictors det_dc_y_past, det_dc_cb_past and dct_dc_cr_past shall all be reset at the start
of a slice and at non-intra-coded macroblocks (including skipped macroblocks) to the value 1024 (128*8).

Define intra_quant{m][n] to be the intra quantizer matrix that is specified in the sequence header.

Note that intra_quant{0}[0] is used in the dequantizer calculations for simplicity of description, but the result
is overwritten by the subsequent calculation for the dc coefficient.

Define scan{m]{n] to be the matrix defining the zigzag scanning sequence as follows:

0 1 5 6 14 15 27 28
2 4 7 13 16 26 29 42
3 8 12 17 25 30 41 43
9 11 18 24 3 40 44 53
10 19 23 32 39 45 52 54

20 %) 33 38 46 51 55 60
21 ¥ 37 47 50 56 59 61
35 6 48 49 57 58 62 63

Where n is the horizontal index and m is the vertical index.

Define past_intra_address as the macroblock_address of the most recently retrieved intra-coded macroblock
within the slice. It shall be reset to -2 at the beginning of each slice.

Then dct_recon{m](n] shall be computed by any means equivalent to the following procedure for the first
luminance block:

for (n=0; m<8§; m++) {

for (n=0; n<§; n++) {
i=scan[m][n];
det_recon{m][n] = ( 2 * dct_zz[i] * quantizer_scale * intra_quant{m}{n}] ) /16 ;
if ((det_recon[m}{n] & 1)==0)

dct_recon[m][n] = dct_recon[m]{n] - Sign(det_recon[m][n}) ;

if (dct_recon{m]{n} > 2 047) dct_recon[m]}[n] =2 047 ;
if (dct_recon{m}{n} < -2 048) dct_recon{m]}[n] = -2 048 ;

}

}
dct_recon{0][0] =dct_zz[0] * 8 ;
if ( ( macroblock_address - past_intra_address > 1) )
det_recon[0][0] = (128 * 8) + dct_recon[0}[0} ;
else
det_recon{0][0] = dct_dc_y_past + dct_recon[0]{0] ;
dect_dc_y_past = dct_recon{0]{0] ;

Note that this process disallows even valued numbers. This has been found to prevent accumulation of
mismatch errors.
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For the subsequent luminance blocks in the macroblock, in the order of the list defined by the array
pattern_codef]:

for (m=0; m<8; m++) {

for (n=0; n<®; n++) {
i =scan[m]in] ;
dct_recon[m][n] = ( 2 * dct_zz[i] * quantizer_scale * intra_quant[m]{n] ) /16 ;
if ((dot_reconfm)}[n}& 1)==0)

det_recon[m][n} = dct_recon[m]{n] - Sign(dct_recon[m][n]) ;

if (det_recon[ml(n} > 2 047) dct_recon[m](n] =2 047 ;
if (det_recon[m]{n} < -2 048) dct_recon[m]{n] = -2 048 ;

}

}
det_recon{0){0] = det_dc_y_past + (dct_zz[0] * 8) ;
det_dc_y_past = dct_recon{0][0] ;

For the chrominance Cb block,:

for (m=0; m<8; m++) {

for (n=0; n<8§; n++) {
i = scan{m]in] ;
dct_recon{m][n] = ( 2 * dct_zz[i] * quantizer_scale * intra_guant[m](n] ) /16 ;
if ((det_recon[m][n] & 1)==0)

det_recon[m]{n] = dct_recon[m]{n] - Sign{dct_recon{m][n]) ;

if (det_recon[mi{n] > 2 047) dct_recon[m}[n] =2 047 ;
if (det_recon[m][n} < -2 048) dct_recon[m][n] =-2 048

}

}
det_recon(01[0] = dct_z2[0] * 8 ;
if ( ( macroblock_address - past_intra_address ) > 1)
det_recon[0}[0] = (128 * 8) + dct_recon[0][0] ;
else
det_recon{0][0] = dct_dc_cb_past + det_recon[0][0] ;
dct_dc_cb_past = det_recon[0][0] ;

For the chrominance Cr block, :

for (n=0; m<8; m++) {

for (n=0; n<8; n++) {
i =scan{m][n}
det_recon[m][n] = ( 2 * dct_zz{i} * quantizer_scale * intra_quant[m]{n] ) /16 ;
if ((dct_reconfm][n] & 1)==0)

det_recon[m]{n] = dct_recon[m][n] - Sign(dct_recon[m][n]) ;

if (det_recon{m][n] > 2 047) dct_reconfmjin]} =2 047 ;
if (dct_recon[m]{n] < -2 048) dct_recon[m][n] = -2 048 ;

}

}
det_recon[0][0] =dct_zz[0] * §;
if ( ( macroblock_address - past_intra_address ) > 1)
det_recon[0}{0] = (128 * B) + dct_recon[0}{0] ;
else
dct_recon[0][0] = dct_dc_cr_past + det_recon{0}{0] ;
det_dc_cr_past = det_recon{0}[0] ;
After all the blocks in the macroblock are processed:
past_intra_address = macroblock_address ;
Values in the coded data elements leading to dct_recon[0}[0] < O or det_recon([0][0] > 2 047 are not permitted.

Once the DCT coefficients are reconstructed, the inverse DCT transform defined in annex A shall be applied
to obtain the inverse wansformed pel values in the range [-256, 255]. These pel values shall be limited to
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the range [0, 255] and placed in the lJuminance and chrominance matrices in the positions defined by
mb_row , mb_column, and the list defined by the array pattern_code(].

2.4.4.2 Predictive-coded macroblocks in P-pictures
Predictive-coded macroblocks in P-Pictures are decoded in two steps.

First, the value of the forward motion vector for the macroblock is reconstructed and a prediction
macroblock is formed, as detailed below.

Second, the DCT coefficient information stored for some or all of the blocks is decoded, dequantized, inverse
DCT transformed, and added to the prediction macroblock.

Let recon_right_for and recon_down_for be the reconstructed horizontal and vertical components of
the motion vector for the current macroblock, and recon_right_for_prev and recon_down_for_prev be the
reconstructed motion vector for the previous predictive-coded macroblock. If the current macroblock is the
first macroblock in the slice, or if the last macroblock that was decoded contained no motion vector
information (either because it was skipped or macroblock_motion_forward was zero), then
recon_right_for_prev and recon_down_for_prev shall be set to zero.

If no forward motion vector data exists for the current macroblock (either because it was skipped or
macroblock_motion_forward == (), the motion vectors shall be set to zero.

If forward motion vector data exists for the current macroblock, then any means equivalent to the following
procedure shall be used to reconstruct the motion vector horizontal and vertical components,

forward_r_size and forward_f are derived from forward_{_code as follows:

forward_r_size = forward_f_code - 1
forward_f = 1 << forward_r_size

if ( (forward_f == 1) | (motion_horizontal_forward_code == 0) ) {
complement_horizontal_forward_r = 0;

1else {
complement_horizontal_forward_r = forward_f - 1 - motion_horizontal_forward_r;

}

if ( (forward_f == 1) || (motion_vertical_forward_code == Q) ) {
complement_vertical_forward_r=0;

} else {

}

right_litde = motion_horizontal_forward_code * forward_f;
if (right_little == 0) {
right_big = 0;

complement_vertical_forward_r = forward_f - 1 - motion_vertical_forward_r;

}else {
if (right_litde > Q) {
right_litde = right_little - complement_horizontal_forward_r ;
right_big = right_little - (32 * forward_f);
} else {
right_litle = right_little + complement_horizontal_forward_r ;
right_big = right_little + (32 * forward_f);
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down_little = motion_vertical_forward_code * forward_f;
if (down_little == Q) {

down_big = 0;
}else {
if (down_little > ) |{
down_little = down_little - complement_vertical_forward _r ;
down_big = down_litde - (32 * forward_f);
}else {
down_little = down_little + complement_vertical_forward_r ;
down_big = down_litde + (32 * forward_f);
}
}

Values of forward_f, motion_horizontal _forward_code and if present, motion_horizontal _forward_r shall be

such that right_little is not equal to forward_f * 16.

Values of forward_f, motion_vertical_forward_code and if present, motion_vertical_forward_r shall be such
that down_little is not equal to forward_{ * 16.

max = ( 16 * forward_f)-1;
min = ( -16 * forward_f);

new_vector = recon_right_for_prev + right_little ;
if ( (new_vector <= max) && (new_vector >= min) )
recon_right_for = recon_right_for_prev + right_litde ;

eise

recon_right_for = recon_right_for_prev + right_big ;
rocan maht far neov = rornn rioht foe e
recon_right_for_prev = recon_right_for;

if ( full_pel_forward_vector ) recon_right_for = recon_right for<<1;
new_vector = recon_down_for_prev + down_litte ;
if ( (new_vector <= max) && (new_vector >= min) )

recon_down_for = recon_down_for_prev + down_lite ;
else

i‘f:CGK‘._dO%‘v ’ﬁ_f();’ = I‘CCGF:_(‘; ..,.._r,w srev + down bi
recon_down_for_prev = recon_down_for ;
if ( full_pel_forward_vector ) recon_down_for = recon_down_for << 1;

The motion vectors in whole pel units for the macroblock, right_for and down_for, and the half pel unit
flags, right_half_for and down_half_for, are computed as follows:

for iuminance for chrominance
right_for = recon_right_for>>1; right_for = ( recon_right_for/2)>>1;
down_for = recon_down_for>> 1 ; down_for = ( recon_down_for/2)>>1;
right _half_for = recon_right_for - (2*right_for) ; right_half_for = recon_right_for/2 - (2*right_for) ;
down half for=recon down for- (Q*down for), down_half for = recon_down for/2 - (2*down for);

Motion vectors leading to references outside a reference picture's boundaries are not allowed.

A positive value of the reconstructed horizontal motion vector (right_for) indicates that the referenced area of
the past reference picture is to the right of the macroblock in the coded picture.

A positive value of the reconstructed vertical motion vector {(down_for) indicaics that the
the past reference picture is below the macroblock in the coded picture.

Defining pel_past[}[] as the pel values of the past picture referenced by the forward motion vector, and
pellli] as the predictors for the pel values of the block being decoded, then:

if ( (! right_half_for )& & (! down_half_for) )

peliiilj] = pel_pastli+down_fori{j+righi_forj;
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if ( (! right_half_for) && down_half for)
pellil{jl = ( pel_past[i+down_for][j+right_for] +
pel_past{i+down_for+1]{j+right for] ) // 2

if ( right_half_for && (! down_half_for) )
pellillj] = ( pel_past[i+down_for][j+right_for] +
pel_past[i+down_for][j+right_for+1])//2;

if ( right_half_for && down_half for)
pel{il{i] = ( pel_past{i+down_for][j+right_for] + pel_past[i+down_for+1}{j+right_for] +
pel_past[i+down_for](j+right_for+1] + pel_past{i+down_for+1]{j+right_for+11) // 4 ;

Define non_intra_quant{m}{n] to be the non-intra quantizer matrix that is specified in the sequence header.

The DCT coefficients for each block present in the macroblock shall be reconstructed by any means
equivalent to the following procedure:

for ( m=0; m<8; m++ ) {
for ( n=0; n<&; n++ ) {
i=scan[m][n];
det_recon[m][n] = ( (2 * det_zz[i]) + Sign(dct_zz[i]) ) *
quantizer_scale * non_intra_quant[m][n] }/ 16;
if ((dect_reconim]n} & 1)==0)
det_recon{m}{n] = dct_recon[m][n] - Sign(dct_recon[m}[n}) ;
if (det_recon{m]{n] > 2047) dct_recon[m]{n] = 2047 ;
if (dect_recon[m]}[n] < -2048) dct_recon[m]{n] = -2048 ;
if (det_zzli]==0)
det_recon[m}{n]=0;

]

det_recon{m]}[n] = 0 for all m, n in skipped macroblocks and when pattern|i] == (.

Once the DCT coefficients are reconstructed, the inverse DCT transform defined in annex A shall be applied
to obtain the inverse transformed pel values in the interval [-256, 255]. The inverse DCT pel values shall
be added to the pelli]{j} which were computed above using the motion vectors. The result of the addition
shall be limited to the interval {0,255]. The location of the pels is determined from mb_row, mb_column
and the pattern_code list.

2.4.4.3 Predictive-coded macroblocks in B-pictures
Predictive-coded macroblocks in B-Pictures are decoded in four steps.

First, the value of the forward motion vector for the macroblock is reconstructed from the retrieved forward
motion vector information, and the forward motion vector reconstructed for the previous macroblock, using
the same procedure as for calculating the forward motion vector in P-pictures. However, for B-pictures the
previous reconstructed motion vectors shall be reset only for the first macroblock in a slice, or when the
last macroblock that was decoded was an intra-coded macroblock. If no forward motion vector data exists for
the current macroblock, the motion vectors shall be obtained by:

recon_right_for = recon_right_for_prev,
recon_down_for = recon_down_for_prev.

Second, the value of the backward motion vector for the macroblock shall be reconstructed from the
retrieved backward motion vector information, and the backward motion vector reconstructed for the
previous macroblock using the same procedure as for calculating the forward motion vector in B-pictures.
In this procedure, the variables needed to find the backward motion vector are substituted for the variables
needed to find the forward motion vector. The variables and coded data elements used to calculate the
backward motion vector are:

recon_right_back_prev, recon_down_back_prev, backward_{_code, full_pel_backward_vector

motion_horizontal _backward_code, motion_horizontal _backward_r,
motion_vertical_backward_code, motion_vertical_backward_r,
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backward_r_size and backward_f are derived from backward_f_code as follows:

backward_r_size = backward_f_code - 1
backward_f = 1 << backward_r_size

The following variables result from applying the algorithm in 2.4.4.2, modified as described in the
previous paragraphs in this clause:

right for right_half for down_for down_half_for
right_back right_half back down_back down_half back

They define the integral and half pel value of the rightward and downward components of the forward motion
vector (which references the past picture in display order) and the backward motion vector (which references
the future picture in display order).

Third, the predictors of the pel values of the block being decoded, pel [][], are calculated. If only forward
motion vector information was retrieved for the macroblock, then pel[}{] of the decoded picture shall be
calculated according to the formulas in 2.4.4.2. If only backward motion vector information was retrieved
for the macroblock, then pel[}[] of the decoded picture shall be calculated according to the formulas in the
predictive-coded macroblock clause, with "back” replacing "for", and pel_future[]{] replacing pel_past{]{]. If
both forward and backward motion vectors information are retrieved, then let pel_for[]{] be the value
calculated from the past picture by use of the reconstructed forward motion vector, and let pel_back{]{] be
the value calculated from the future picture by use of the reconstructed backward motion vector. Then the
value of pel{]{] shall be calculated by:

pel(J0 = (pel_for{1[} + pel_back(1ll ) /2;
Define nou_intra_guant{m][n] to be the non-intra quantizer matrix that is specified in the sequence header.

Fourth, the DCT coefficients for each block present in the macroblock shall be reconstructed by any means
equivalent to the following procedure:

for ( m=0; m<8; m++ ) {
for ( n=0; n<8; n++ ) {
i =scanim][n] ;
det_recon[m]{n] = ( ( (2 * det_zz[i}) + Sign(dct_zz[i]) ) *
quantizer_scale * non_intra_quant[m}[n] )/ 16;
if ((det_recon[mln] & 1)==0)
det_recon[m][n] = dect_recon[m][n] - Sign{dct_recon{m][n]) ;
if (dct_recon{m}{n] > 2 047) dct_recon[m]{n] =2 047 ;
if (det_recon{m][n] < -2 048) dct_recon{m]{n] = -2 048 ;
if (det_zz[i}==0)
det_recon[m]{n}=0;

}
det_recon{m][n} = 0 for all m, n in skipped macroblocks and when pattern{i] == 0.
Once the DCT coefficients are reconstructed, the inverse DCT transform defined in annex A shall be applied
to obtain the inverse transformed pel values in the range [-256, 255]. The inverse DCT pel values shall be
added to pel(](], which were computed above from the motion vectors. The result of the addition shall be
limited to the interval {0,255]. The location of the pels is determined from mb_row, mb_column and the
pattern_code list.
2.4.4.4 Skipped macroblocks
For some macroblocks there are no coded data, that is neither motion vector information nor DCT
information is available to the decoder. These macroblocks are called skipped macroblocks and are indicated
when the macroblock_address_increment is greater than 1.

In I-pictures, all macroblocks shall be coded and there shall be no skipped macroblocks.
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In P-pictures, the skipped macroblock is defined to be a macroblock with a reconstructed motion vector
equal to zero and no DCT coefficients.

In B-pictures, the skipped macroblock is defined to have the same macroblock_type (forward, backward, or
both motion vectors) as the prior macroblock, differential motion vectors equal o zero, and no DCT

coefficients. In a B-picture, a skipped macroblock shall not follow an intra-coded macroblock.
2.4.4.5 Forced updating

This function is achieved by forcing the use of an intra-coded macroblock. The update pattern is not
defined. For control of accumulation of IDCT mismatch error, each macroblock shall be intra-coded at least

127 o o . e . . i ¥ ot
once per every 132 tmes it is coded in a P-picture without an intervening I-picture,

2
[¢ o]
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Annex A

{normative}

8 by 8 Inverse discrete cosine transform

The 8 by 8 inverse discrete cosine transform for I-pictures and P-pictures shall conform to IEEE Draft
Standard, P1180/D2, July 18, 1990. For B-pictures this specification may also be applied but may be
unnecessarily stringent. Note that clause 2.3 of P1180/D2 "Considerations of Specifying IDCT Mismatch
Errors” requires the specification of periodic intra-coding in order to control the accumulation of mismatch
errors. The maximum refresh period requirement for this part of ISO/ZIEC 11172 shall be 132 intra-coded
pictures or predictive-coded pictures as stated in 2.4 4.5, which is the same as indicated in P11830/D2 for
visual telephony according to CCITT Recommendation H.261 {5].
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Variable length code tables
Introduction
This annex contains the variable length code tables for macroblock addressing, macroblock type,
macroblock pattern, motion vectors, and DCT coefficients.
B.1 Macroblock addressing
Table B.1. -- Variable length codes for macroblock_address_increment.
macroblock_address_ increment macroblock_address_ increment
increment VL.C code value increment VLC code value
1 1 0000 0101 10 17
011 2 0000 0101 01 18
016 3 0000 0101 00 19
0011 4 0000 0100 11 20
0010 5 0000 0100 10 21
0001 1 6 0000 0100 011 22
0001 0 7 0000 0100 010 23
0000 111 8 0000 0100 001 24
0000 110 9 0000 0100 000 25
0000 1011 10 0000 0011 111 26
0000 1010 11 0000 0011 110 27
0000 1001 12 0000 0011 101 28
0000 1000 13 0000 0011 100 29
0000 0111 14 0000 0011 011 30
0000 0110 i5 0000 0011 010 31
0000 0101 11 16 0000 0011 001 32
0000 0011 000 33
0000 0001 111 macroblock_stuffing
0000 0001 000 macroblock_escape
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The properties of the macroblock are determined by the macroblock type VLLC according to these tables.

Table B.2a. -- Variable length codes for macroblock_type in intra-coded

pictures (I-pictures).

macroblock . §§ macroblock_ | macroblock_ | macroblock_ | macroblock_ | macroblock_
typeVLC code || quant motion_ motion_ pattern intra
forward backward
1 " 0 0 0 0 1
01 1 0 0 0 1

Table B.2b. -- Variable length codes for macroblock_type in predictive-coded

pictures (P-pictures).

macroblock_  § macroblock_ | macroblock_ | macroblock__ | macroblock_ | macroblock_
typeVLC code || quant motion_ motion_ pattcm intra
forwand backward

1 [0 1 0 1 0

01 0 0 0 1 0

001 0 1 0 0 0

00011 0 0 0 0 1

00010 1 1 0 1 0

00001 1 0 0 1 0

000001 1 0 0 0 1

Table B.2¢c. -- Variable length codes for macroblock_type in bidirectionally

predictive-coded pictures (B-pictures).

macroblock_ macroblock_ | macroblock_ | macroblock_ | macroblock_ | macroblock_
typeVLC code |l quant motion_ motion_ pattern intra
forward backward

10 0 1 1 0 0

11 0 1 1 1 0
010 0 0 1 0 0
011 0 0 1 1 0
0010 0 l 0 0 0
0011 0 1 0 1 0
00011 0 0 0 0 1
00010 1 1 1 1 0
000011 1 1 0 1 0
000010 1 0 1 1 0
000001 1 0 0 0 1

Table B.2d. -- Variable length codes for macroblock_type in dc¢ intra-coded

pictures (D-pictures).

macroblock_  § macroblock_ | macroblock_ | macroblock_ 1 macroblock_ | macroblock_
typeVLC code | quant motion_ motion_ pattern inra

forward backward
1 o 0 0 0 1
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Table B.3. -- Variable length codes for coded_block_pattern.

IPR2024-00848

coded_block_pattern ¢coded_block_patiern

VLC code chp VLC code chp
111 60 0001 1100 35
1101 4 0001 1011 13
1100 8 0001 1010 49
1011 16 0001 1001 21
1010 32 0001 1000 41
1001 1 12 0001 0111 4
1001 0 48 0001 0110 50
1000 1 20 0001 0101 22
1000 0 40 0001 0100 42
011t 1 28 0001 0011 15
01110 44 0001 0010 51
0110 1 52 0001 0001 23
01100 56 0001 0000 43
01011 1 0000 1111 25
01010 61 0000 1110 37
01001 2 0000 1101 26
01000 62 0000 1100 3R
0011 11 24 0000 1011 29
0011 10 36 0000 1010 45
0011 01 3 0000 1001 53
0011 00 63 0000 1060 57
0010 111 5 0000 0111 30
0010 110 9 0000 0110 46
0010 101 17 0000 0101 54
0010 100 13 0000 0100 58
0010 011 6 0000 0011 1 31
0010 010 10 0000 0011 0 47
0010 001 18 0000 0010 1 55
0010 000 34 0000 0010 0 59
0001 1111 7 0000 0001 1 27
0001 1110 11 0000 0001 0 39
0001 1101 19
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B.4 Motion vectors

Table B.4. -- Variable length codes for motion_horizontal_forward_code,
motion_vertical forward_code, motion_horizontal_bhackward_code, and

motion_vertical_backward_code.

motion

VLC code code
0000 0011 001 -16
0000 0011 011 -15
0000 0011 101 -14
0000 0011 111 -13
0000 0100 001 -12
0000 0100 011 -11
0000 0100 11 -10
0000 0101 01 -9
0000 0101 11 -8
0000 0111 -7
0000 1001 -6
0000 1011 -5
0000 111 -4
00011 -3
0011 2
011 -1
1 0
010 i
0010 2
0001 0 3
0000 110 4
0000 1010 M)
0000 1000 6
0000 0110 7
0000 0101 10 8
0000 0101 00 9
0000 0100 10 10
0000 0100 010 11
0000 0100 000 12
0000 0011 110 13
0000 0011 100 14
0000 0011 010 15
0000 0011 000 16
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B.5 DCT coefficients

Table B.5a -- Variable length codes for dct_dc_size_luminance.

VLC code |l dct_dc_size_tuminance
100 fo '
00 1
01 2
101 3
110 4
1110 5
11110 6
111110 7
1111110 8
Table B.5b. -- Variable length codes for dct_dc_size_chrominance.
VLC code jl dct_dc, size _chrominance
00 0
01 1
10 2
110 3
1110 4
11110 5
111110 6
1111110 7
11111110 8
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Table B.Sc. -- Variable length codes for dct_coeff_first and dct_coefl_next.

det_coeff_first and dot_coeff_next
variable length code (NOTE1) |} run level

10 end_of_block
is (NOTE2)
11s (NOTE3)
0lls

0100 s

0101 s

00101s

00111 s
M1 D¢

AVAVR 1 SR VAR

0001 10s
0001 11s
0001 01s
0001 00 s
0000 110 s
0000 100 s
0000 111 s
0000 101 s
0000 01
00100110 s
0010 0001 s
00100101 s
0010 0100 s

MANIN N1ty o
VRV ULELL »

0010 0011 s
0010 0010 s
0010 0000 s
0000 0010 10 s
0000 001100 s
0000 0010 11 s
000G 6611 1 s
0000 001001 s
0000 0011 10 s

0000 0011 01 s
0000 0010 00 s

b et B S et e et DD gt e (a0 pe DD et et i
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NOTES

1 -  The last bit 's" denotes the sign of the level, ‘0’ for positive
‘1" for negative.
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L.
- This code shall be used for dct_coeff_next.
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&
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Table B.Sd. -- Variable length codes for dct_coeff_first and dct_coeff_next.

det_coeff_first and dct_coeff_next
variable length code  (NOTE)

2
=
&
<
e

0000 0001 1101 s
0000 0001 1000 s
0000 0001 0011 s
0000 0001 0000 s
0000 0001 1011 s
0000 0001 0100 s
0000 0001 1100 s
0000 0001 0010 s
0000 0001 1110 s
0000 0001 0101 s
0000 0001 0001 s
0000 0001 1111 s 17
0000 0001 1010 s 18
0000 0001 1001 s 19
0000 0001 0111 s 20
0000 0001 0110 s 21
0000 0000 1101 0 s 0
0000 0000 1100 1 s 0
0000 0000 11000 s 0
0000 0000 1011 1s 0
0000 0000 1011 0s 1 6

1

2

’;

5

9

00 ~J O\ o W= OO0
—

ot b ot et et ND NI BN L2 L B L e e D OO

0000 0000 1010 1s 7
0000 0000 10100 s 5
0000 0000 1001 1 s 4
0000 0000 1001 05 3
0000 0000 1000 15 2
0000 0000 1000 0 s 10 2
0000 0000 1111 1 s 22 1
0000 0000 1111 0 s 23 1
0000 0000 1110 1 s 24 1
0000 0000 11100 s 25 1
0000 0000 1101 L s 26 1

NOTE - The last bit 's’ denotes the sign of the level, '0' for positive,
'1" for negative.
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Table B.5e. -- Variable length codes for dct_coeff first and dct_coeff_next (concluded).

det_coeff_first and dct_coeff_next

variable length code (NOTE) § run level
0000 0000 0111 11 s 0 16
0000 0000 0111 10 s 0 17
0000 0000 0111 01 s 0 18
0000 0000 0111 00 s 0 19
0000 0000 0110 11 s 0 20
0000 0000 0110 10 s 0 21
0000 0000 011001 s 0 22
0000 0000 0110 00 s 0 23
0000 0000 0101 11 s 0 24
0000 0000 0101 10 s 0 25
0000 0000 0101 01 s 0 26
0000 0000 0101 00 s 0 27
0000 0000 0100 11 s 0 28
0000 0000 0100 10 s 0 29
0000 0000 0100 01 s 0 30
0000 0000 0100 00 s 0 31
0000 0000 0011 000 s 0 32
0000 0000 0010 111 s 0 33
0000 0000 0010 110 s 0 34
0000 0000 0010 101 s 0 35
0000 0000 0010 100 s 0 36
0000 0000 0010 011 s 0 37
0000 0000 0010010 s 0 38
0000 0000 06010 001 s 0 39
0000 0000 06010 000 s 0 40
0000 0000 0011 111 s 1 8
0000 0000 0011 110 s 1 9
0000 0000 0011 101 s 1 10
0000 0000 0011 100 s 1 11
0000 0000 0011 011 s 1 12
0000 0000 0011 010 s 1 13
0000 0000 0011 001 s 1 14
0000 0000 0001 0011 s 1 15
0000 0000 0001 0010 s 1 16
0000 0000 0001 0001 s 1 17
0000 0000 0001 0000 s 1 18
0000 0000 0001 0100 s 6 3
0000 0000 0001 1010 s 11 2
0000 0000 0001 1001 s 12 2
0000 0000 0001 1000 s 13 2
0000 0000 0001 0111 s 14 2
0000 06000 0001 0110 s 15 2
0000 0000 0001 0101 5 16 2
0000 0000 0001 1111 s 27 1
0000 0000 0001 1110 s 28 1
0000 0000 0001 1101 s 29 1
0000 0000 0001 1100 s 30 1
0000 0000 0001 1011 s 31 1
NOTE - The last bit 's’ denotes the sign of the level, ‘0’ for positive,
‘1" for negative,
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Table B.Sf. -- Encoding of run and level following an escape code either as a 14-bit
fixed length code (~127 <= level <= 127) or as a 22-bit fixed length code
(-255 <= level «= -128, 128 <= level <= 2585).
{Note - This yields total escape code lenpths of 20-bits and 28-bits respectively).

48

fixed lengm code “ un fixed length code level
0000 00 0 forbidden 256
0000 01 1 1000 0000 0000 0001 || 255
0000 10 2 1000 0000 0000 0010 || -254
1000 0000 0111 1111 || -129
1000 0000 1000 0000 | -128
1000 0001 127
1000 0010 126
1111 11 63 1111 1110 2
1111 1111 1
forbidden 0
0000 0001 1
0111 1111 127
0000 0000 1000 0000 || 128
0000 0000 1000 0001 || 129
0000 0000 1111 1111 || 255
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Annex C

{normative)

Video buffering verifier

Constant rate coded video bitstreams shall meet constraints imposed through a Video Buffering Verifier
(VBV) defined in clause C.1.

The VBV is a hypothetical decoder which is conceptually connected to the output of an encoder. Coded data
are placed in the input buffer of the model decoder at the constant bitrate that is being used. Coded data is
removed from the buffer as defined in C.1.4, below. Itis a requirement of the encoder (or editor) that the
bitstream it produces will not cause the VBV input buffer to either overflow or underflow,

C.1 Video buffering verifier

C.1.1 The VBV and the video encoder have the same clock frequency as well as the same picture rate, and
are operated synchronously.

C.1.2 The VBV has an input buffer of size B, where B is given in the vbv_buffer_size tield in the
sequence header.

C.1.3 The VBV input buffer is initially empty. After filling the input buffer with all the data that
precedes the first picture start code and the picture start code itself, the input buffer is filled from the
bitstream for the time specified by the vbv_delay field in the video bitsiream.

C.1.4 All of the picture data for the picture that has been in the buffer longest is instantaneously
removed. Then after each subsequent picture interval all of the picture data for the picture which at that
time has been in the buffer longest is instantancously removed.

For the purposes of this annex picture data includes any sequence header and group of picture layer
data that immediately precede the picture start code as well as all the picture data elements and any
trailing stuffing bits or bytes. For the first coded picture in the video sequence, any zero bit or
byte stuffing immediately preceding the sequence header is also included in the picture data.

The VBV buffer is examined immediately beforc removing any picture data and immediately after this
picture data is removed. Each time the VBV is examined its occupancy shall lie between zero bits and B
bits where, B is the size of the VBV buffer indicated by vbv_buffer_size in the sequence header.

This is a requirement for the entire video bitstream.

To meet these requirements the number of bits for the (n+1)'th coded picture dn+ shall satisfy

|

dn+l > Bn +(2R/P) -B

dn+1 <= Bn + R/P) Real-valued arithmetic is used in these inequalities.

where
n>=0
B = VBV receiving buffer size given by vbv_buffer_size * 16 384 bits.
Bn = the buffer occupancy (measured in bits) just after time tn

R = bitrate measured in bits/s. The full precision of the bitrate rather than the rounded
value encoded by the bit_rate field in the sequence header shall be used by the
encoder in the VBV model.

P = nominal number of pictures per second

[n = the time when the n'th coded picture is removed from the VBV buffer
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Annex D
(informative)

Guide to encoding video

D.1 Introduction

This annex provides background material to help readers understand and implement this part of ISO/IEC
11172, The nonmative clauses of this part of ISO/IEC 11172 do not specify the design of a decoder. They
provide even less information about encoders; they do not specify what algorithms encoders should employ
in order to produce a valid bitstream. The normative material is written in a concise form and contains few
examples; consequently is not easy to understand. This annex attempts to address this problem by
explaining coding methods, giving examples, and discussing encoding and decoding algorithms which are
not directly covered by this part of ISO/IEC 11172,

The normative clauses specify the bitsireamn in such a way that it is fairly straightion ward to desigii a
compliant decoder. Decoders may differ considerably in architecture and implementation details, but have
very few choices during the decoding process: the methods and the results of the decoding process are closely
specified. Decoders do have some freedom in methods of post processing and display, but the results of
such post processing cannot be used in subsequent decoding steps.

The situation is quite different for encoders. This part of ISO/MEC 11172 does not specify how to design or
impiement an encoder which produces good quality video. This annex devotes a major part 1o discussing
encoder algorithms.

This part of ISO/IEC 11172 was developed by ISO/MIEC JTCU/SC29/WG11 which is widely known as
MPEG (Moving Pictures Expert Group). This part of ISO/IEC 11172 was developed in response to
industry needs for an efficient way of storing and retrieving audio and video infonmation on digital storage
media (DSM). CD-ROM is an inexpensive medium which can deliver data at approximately 1,2 Mbits/s,

and this partot dBSWIREC 11} 72 was aimed at approx1mately this data rate. The “constrained parameters

bitstream”, a subset of all permissible bitstreams that is expected to be widely used, is limited to daia rates
np 0 1 Qqﬁ o0 l\nc/c L‘nnu:unf ﬂ' chnu‘d be nr\lp(l that ﬂ'uc n«)rt of K(‘\IH’(‘ 11 177 is not limited to thig

1 GO0 nAS i3k Fias i

value and may be used at higher data rates.

Two other relevant Intemnational Standards were being developed during the work of the MPEG video
committee: H.261 by CCITT aimed at telecommunications applications [5], and ISO/IEC 10918 by the
ISO/IEC JTC/SC29 (JPEG) committee aimed at the coding of still pictures [6]. Elements of both of
these standards were incorporated into this part of ISO/IEC 11172, but subsequent development work by the

Arnemittan eacnliad in Anding alamants that aen naar ta thic o AFTCOTET 11177 T o £3all [ gijusg an
COMMItCE resticha in SARJILE CIUIIIGRILY THGL A0 HUW W7 WD UL UL JON7ILAL 13274 LA Uiall ) slvvo [ty

account of the method by which ISO/IEC JTCH/SC29/WG11 (MPEG) developed this part of ISO/IEC
11172, and a summary of this part of ISO/EC 11172 itself.

D.2 Overview

D.2.1 Video concepts
of ISO/TEC 11172 defines a format for comnressed digital video, This annex describes some wavs

22 l’ SUHAA. 222 O 4 dONAL 1UF LN FOSSLE G 21 QIO A GLOLEIDAS SUIRL Ways

which pracucal encoders and decoders might be implemented.

Although this part of ISO/IEC 11172 is quite flexible, the basic algorithms have been tuned to work well
at data rates of about 1 to 1,5 M bits/s, at spatial resolutions of about 350 pels horizontally by about 250
pels vertically, and picture rates of about 24 to 30 pictures/s. The use of the word “picture” as opposed to
"frame" is deliberate. This part of ISO/IEC 11172 codes progressively-scanned images and does not

recognize the concent of interlace. Interlaced source video must be converted (o a non-interlaced format
CCOEMIZE UG CONCEPL O LN ace, aienacel source vidco must se converieg o a n Henaces ionnal

before coding. After decoding, the decoder may optionally produce an interlaced format for display.

This part of ISO/IEC 11172 is designed to permit several methods of viewing coded video which are
normally associated with VCRs such as forward playback, freeze picture, fast forward, fast reverse, and slow
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forward. In addition, random access may be possible. The ability of the decoder to implement these modes
depends to some extent on the nature of the digital storage medium on which the coded video is stored.

The overall process of encoding and decoding is illustrated below:

Source - Preprocessing Encoding —]
Storage
- and/or

Transmission

Decoding Postprocessing Display —

Figure D.1 -- Coding and decoding process

Figure D.1 shows a typical sequence of operations that must be performed before moving pictures can be
seen by a viewer. The unencoded source may exist in many forms, such as the CCIR 601 format. Clause
D.3 describes how such a source may be converted into the appropriate resolution for subsequent encoding.
In the encoding step, the encoder must be aware of the decoder buffer capacity, and the need of the decoder o
match the rate of the media to the rate of filling the picture buffer with each successive picture. To this
end, a model of the decoder buffer and its overflow and underflow problem is introduced in D 4, and rate
control is described in D.6.1 The structure of an ISO/IEC 11172-2 bitsureamn is covered in D.5, as are the
coding operations that compress the video. Following the encoding process, the bitstream may be copied to
a storage medium. To view the moving pictures, the decoder accesses the ISOAEC 11172-2 bitstream, and
decodes it as described in D.7. Postprocessing for display is described in D.8.

D.2.2 MPEG video compression techniques

Video is represented as a succession of individual pictures, and each picture is treated as a two-dimensional
array of picture elements (pels). The colour representation for each pel consists of three components: Y
(luminance), and two chrominance components, Cb and Cr.

Compression of digitized video comes from the use of several techniques: subsampling of the chrominance
information to match the sensitivity of the human visual system (HVS), quantization, motion
compensation (MC) to exploit temporal redundancy, frequency transformation by discrete cosine transform
(DCT) to exploit spatial redundancy, variable length coding (VL.C), and picture interpolation.

D.2.2.1 Subsampling of chrominance information

The HVS is most sensitive to the resolution of an image's luminance component, so the Y pel values are
encoded at full resolution. The HVS is less sensitive to the chrominance information. Subsampling reduces
the number of pel values by systematically combining them with a type of averaging process. This reduces
the amount of information to be compressed by other techniques. The Intemnational Standard retains one set
of chrominance pels for each 2x2 neighbourhood of luminance pels.

D.2.2.2 Quantization

Quantization represents a range of values by a single value in the range. For example, converting a real
number 10 the nearest integer is a form of quantization. The quantized range can be concisely represented as
an integer code, which can be used to recover the quantized value during decoding. The difference between
the actual value and the quantized value is called the quantization noise. Under some circumstances, the
HVS is less sensitive to quantization noise so such noise can be allowed 1o be large, thus increasing coding
efficiency.
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D.2.2.3 Predictive coding

Predictive coding is a technique to improve the compression through statistical redundancy. Based on values
of pels previously decoded, both the encoder and decoder can estimate or predict the value of a pel yet to be
encoded or decoded. The difference between the predicted and actual values is encoded. This difference value is
the prediction error which the decoder can use to correct the prediction. Most error values will be small and
cluster around the value 0 since pel values typically do not have large changes within a small spatial
neighbourhood. The probability distribution of the prediction error is skewed and compresses better than the
distribution of the pel values themselves. Additional information can be discarded by quantizing the
prediction error. In this International Standard predictive coding is also used for the dc-values of successive
luminance or chrominance blocks and in the encoding of motion vectors.

D.2.2.4 Motion compensation and interframe coding

Motion compensation (MC) predicts the values of a block pels in a picture by relocating a block of
neighbouring pel values from a known picture. The motion is described as a two-dimensional motion
vector that specifies where to retrieve a block of pel values from a previously decoded picture that is used to
predict pel values of the current block. The simplest example is a scene where the camera is not moving,
and no objects in the scene are moving. The pel values at each image location remain the same, and the
motion vector for each block is 0. In general however, the encoder may transmit a motion vector for each
macroblock. The translated block from the known picture becomes a prediction for the block in the picture
10 be encoded. The technique relies on the fact that within a short sequence of pictures of the same general
scene, many objects remain in the same location while others move only a short distance.

D.2.2.5 Frequency transformation

The discrete cosine ransform (DCT) converts an 8 by 8 block of pel values to an 8 by 8 matrix of
horizontal and vertical spatial frequency coefficients. An 8 by 8§ block of pel values can be reconstructed by
performing the inverse discrete cosine transform (IDCT) on the spatial frequency coefficients. In general,
most of the energy is concentrated in the low frequency coefficients, which are conventionally written in the
upper left corer of the transformed matrix. Compression is achicved by a quantization step, where the
quantization intervals are identified by an index. Since the encoder identifies the interval and not the exact
value within the interval, the pel values of the block reconstructed by the IDCT have reduced accuracy.

The DCT coefficient in location (0,0) (upper left) of the block represents the zero horizontal and zero
vertical frequency and is called the dc coefficient. The dc coefficient is proportional to the average pel value
of the 8 by 8 block, and additional compression is provided through predictive coding since the difference in
the average value of neighbouring 8 by 8 blocks tends to be relatively small. The other coefficients
represent one or more nonzero horizontal or nonzero vertical spatial frequencies, and are called ac
coefficients. The quantization level of the coefficients corresponding to the higher spatial frequencies favors
the creation of an ac coefficient of § by choosing a quantization step size such that the HVS is unlikely to
perceive the loss of the particular spatial frequency unless the coefficient value lics above the particular
quantization level. The statistical encoding of the expected runs of consecutive zero-valued coefficients of
higher-order coefficients accounts for considerable compression gain. To cluster nonzero coefficients early in
the series and encode as many zero coefficients as possible following the last nonzero coefficient in the
ordering, the coefficient sequence is specified to be a zig-zag ordering; see figure D.30. The ordering
concentrates the highest spatial frequencies at the end of the series.

D.2.2.6 Variable-length coding

Variable-length coding (VLC) is a statistical coding technique that assigns codewords to values to be
encoded. Values of high frequency of occurrence are assigned short codewords, and those of infrequent
occurrence are assigned long codewords. On average, the more frequent shorter codewords dominate, such
that the code string is shorter than the original data.

D.2.2.7 Picture interpolation

If the decoder reconstructs a picture from the past and a picture from the future, then the intermediate
pictures can be reconstructed by the technique of interpolation, or bidirectional prediction. Blocks in the
intermediate pictures can be forward and backward predicted and translated by means of motion vectors. The

decoder may reconstruct pel values belonging to a given block as an average of values from the past and
future pictures.
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D.2.3 Bitstream hierarchy

The ISO/IEC 11172-2 coding scheme is arranged in layers corresponding to a hierarchical structure. A
sequence is the top layer of the coding hierarchy and consists of a header and some number of groups-
of-pictures (GOPs). The sequence header initializes the state of the decoder. This allows decoders to
decode any sequence without being affected by past decoding history.

A GOP is a random access point, i.e. it is the smallest coding unit that can be independently decoded
within a sequence, and consists of a header and some number of pictures. The GOP header contains time
and editing information.

A picture corresponds to a single frame of motion video, or to a movie frame. There are four picture
types: I-pictures, or intra coded pictures, which are coded without reference o any other pictures; P-
pictures, or predictive coded pictures, which are coded using motion compensation from a previous I or P-
picture; B-pictures, or bidirectionally predictive coded pictures, which are coded using motion
compensation from a previous and a future I or P-picture, and D pictures, or D pictures, which are intended
only for a fast forward search mode. A typical coding scheme contains a mix of I, P, and B-pictures.
Typically, an I-picture may occur every half a second, to give reasonably fast random access, with two B-
pictures inserted between each pair of T or P-pictures.

~ SO NN NN I NN

Figure D.2 -- Dependency relationship between I, B, and P-pictures

Figure D.2 illustrates a number of pictures in display order. The arrows show the dependency relationship of
the predictive and bidirectionally predictive coded pictures.

Note that because of the picture dependencies, the bitstream order, i.e. the order in which pictures are
transmitted, stored, or retrieved, is not the display order, but rather the order which the decoder requires them
10 decode the bitstream. An example of a sequence of pictures, in display order, might be:

I BB P B BPBBPDB BT BB P B B P
0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18

Figure D.3 -- Typical sequence of pictures in display order
whereas the bitstream order would be as shown below:

I P B B P B BPBBI1T BUBUPDB B P B B
¢ 3 1 2 6 4 5 9 7 8 1210 11 15 13 14 18 16 17

Figure D.4 -- Typical sequence of pictures in bitstream order

Because the B-pictures depend on the following (in display order) I or P-picture, the I or P-picture must be
transmitted and decoded before the dependent B-pictures.

Pictures consist of a header and one or more slices. The picture header contains time, picture type, and
coding information.

A slice provides some immunity to data corruption. Should the bitstreamn become unreadable within a

picture, the decoder should be able to recover by waiting for the next slice, without having to drop an entire
picture.
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for dc values and motion vectors, are reset. The slice beader contains position and quantizer scale
information. This is sufficient for recovery from local corruption.

A macroblock is the basic unit for motion compensation and quantizer scale changes.
Each macrobleck consists of a header and six component 8 by 8 blocks: four blocks of luminance, one

biock of Cb chrominance, and one biock of Cr chrominance. See figure D.5. The macrobiock header
contains quantizer scale and motion compensation information.

0 |1 e | L5 |
2 13

Y Cb Cr
Figure D.5 -- Macroblock structure

A macroblock contains a 16-pel by 16-line section of luminance component and the spatially
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which no information is stored (see 2.4.4.4).

Note that the picture area covered by the four blocks of luminance is the same as the area covered by each of
the chrominance blocks. This is due to subsampling of the chrominance information.

Figure D.6 -- Block structure
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D.2.4 Decoder overview

A simplified block diagram of a possible decoder implementation is shown below:

Inverse
.| 10PUL g VI.C B} zig-zap & | Inverse
Buffer Decoder Quantizer DCT l
i Forward
M N o 701 N S— - Displa
Picture MC Adder Bug’ery -
Store B
B Interpolated
l - MC
Future
=1 Picture Backward
Store B MC
Decoded Video

Figure D.7 -- Simplified decoder block diagram

Itis instructive o follow the method which the decoder uses to decode a bitstream containing the sequence
of pictures given in Fig D4, and display them in the order given in Fig D.3. The following description is
simplified for clarity.

The input bitstream is accumulated in the Input Buffer until needed. The Variable Length Code (VLC)
Decoder decodes the header of the first picture, picture 0, and determines that it is an I-picture. The VL.C
Decoder produces quantized coefficients corresponding to the quantized DCT coefficients. These are
assembled for each 8 by 8 block of pels in the image by inverse zig-zag scanning. The Inverse Quantizer
produces the actual DCT coefficients using the quantization step size. The coefficients are then transformed
into pel values by the Inverse DCT transformer and stored in the Previous Picture Store and the Display
Buffer. The picture may be displayed at the appropriate time.

The VLC Decoder decodes the header of the next picture, picture 3, and determines that it is a P-picture.
For each block, the VLC Decoder decodes motion vectors giving the displacement from the stored previous
picture, and quantized coefficients corresponding to the quantized DCT coefficients of the difference block.
These quantized coetficients are inverse quantized to produce the actual DCT coefficients. The coefficients
are then transformed into pel difference values and added to the predicted block produced by applying the
motion vectors to blocks in the stored previous picture. The resultant block is stored in the Future Picture
Store and the Display Buffer. This picture cannot be displayed until B-pictures 1 and 2 have been received,
decoded, and displayed.

The VLC Decoder decodes the header of the next picture, picture 1, and determines that it is a B-picture.
For each block, the VLC decoder decodes motion vectors giving the displacement from the stored previous
or future pictures or both, and quantized coefficients corresponding to the quantized DCT coefficients of the
difference block. These quantized coefficients are inverse quantized to produce the actual DCT coefficients.
The coefficients are then inverse transformed into difference pel values and added to the predicted block
produced by applying the motion vectors to the stored pictures. The resultant block is then stored in the
Display Buffer. It may be displayed at the appropriate time.

The VLC Decoder decodes the header of the next picture, picture 2, and determines that it is a B-picture. It
is decoded using the same method as for picture 1. After decoding picture 2, picture 0, which is in the
Previous Picture Store, is no longer needed and may be discarded.

The VLC Decoder decodes the header of the next picture, picture 6, and determines that it is a P-picture.

The picture in the Future Picture Store is copied into the Previous Picture Store, then decoding proceeds as
for picture 3. Picture 6 should not be displayed until pictures 4 and 5 have been received and displayed.
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The VLC Decoder decodes the header of the next picture, picture 4, and determines that it is a B-picture. It
is decoded using the same method as for picture 1.

The VLC Decoder decodes the header of the next picture, picture 5, and determines that it is a B-picture. It
is decoded using the same method as for picture 1.

The VLC Decoder decodes the header of the next picture, picture 9, and determines that it is a P-picture. It
then proceeds as for picture 6.

The VLC Decoder decodes the header of the next picture, picture 7, and determines that it is a B-picture. It
is decoded using the same method as for picture 1.

The VLC Decoder decodes the header of the next picture, picture 8, and determines that it is a B-picture. It
is decoded using the same method as for picture 1.

The VLC Decoder decodes the header of the next picture, picture 12, and determines that it is an [-picture. It
is decoded using the same method as for picture 0. This process is repeated for the subsequent pictures.

D.3 Preprocessing

The source material may exist in many forms, e.g. computer files or CCIR 601 format, but in general, it
must be processed before being encoded. This clause discusses some aspects of preprocessing.

For a given data rate and source material, there is an optimum picture rate and spatial resolution at which to
code if the best perceived quality is desired. If the resolution is too high, then too many bits will be
expended on the overhead associated with each block leaving too few 1o code the values of each pel
accurately. If the resolution is too low, the pel values will be rendered accurately, but high frequency detail
will be lost. The optimum resolution represents a tradeoff between the various coding artifacts (e.g. noise
and blockiness) and the perceived resolution and sharpness of the image. This tradeoff is further complicated
by the unknowns of the final viewing conditions, e.g. screen brightness and the distance of the viewer from
the screen.

At data rates of 1 to 1,5 Mbits/s, reasonable choices are: picture rates of 24, 25 and 30 pictures/s, a
horizontal resolution of between 250 and 400 pels, and a vertical resolution of between 200 and 300 lines.
Note that these values are not normative and other picture rates and resolutions are valid.

D.3.1 Conversion from CCIR 601 video to MPEG SIF

The two widely used scanning standards for colour television are 525 and 625 lines at 29,97 and 25 frames/s
respectively. The number of lines containing picture information in the transmitted signal is 484 for the
525-line system and 576 for the 625-line system. Both use interlaced scanning with two fields per picture.

CCIR Recommendation 601 defines standards for the digital coding of colour television signals in
component form. Of these the 4:2:2 standard has become widely adopted; the sampling frequency used for
the luminance signal, Y, is 13,5 MHz and the two colour difference signals, Cb or B-Y and Cr or R-Y, are
both sampled at 6,75 MHz, The number of luminance samples in the digital active line is 720 but only
about 702 will be used in practice by the analogue active line.

The number of picture elements in the height and width of the picture, in the standards defined above, are
too large for effective coding at data rates between 1 and 1,5 Mbit/s. More appropriate values are obtained
by decreasing the resolution in both directions to a half. This reduces the pel rate by a factor of four.
Interlace should be avoided as it increases the difficulties in achieving low data rates.

One way to reduce the vertical resolution is to use only the odd or the even fields. If the other field is
simply discarded, spatial aliasing will be introduced, and this may produce visible and objectionable
artifacts. More sophisticated methods of rate conversion require more computational power, but can
perceptibly reduce the aliasing artifacts.

The horizontal and vertical resolutions may be halved by filtering and subsampling. Consider a picture in
the 4:2:2 format. See the CCIR 601 sampling pattern of figure D.8(a). Such a sampling pattern may be

converted to the SIF sampling pattern of figure D.8(b) as follows. The odd field only may be extracted,
reducing the number of lines by two, and then a horizontal decimation filter used on the remaining lines to
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reduce the horizontal resolution by a factor of two. In addition the chrominance values may be vertically
decimated. The filters for luminance and chrominance have to be chosen carefully since particular attention
has to be given to the location of the samples in the respective International Standards. The temporal
relationship between luminance and chrominance must also be correct.

P © ¢ © ¢ O o o
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o ¢ o ¢ O o) 0

(a) Sampling pattern for 4:2:2 (CCIR 601) (b) Sampling pattern for MPEG (SIF)
Circles represent luminance; Boxes represent Chrominance

Figure D.8 -- Conversien of CCIR 601 to SIF

The following 7-tap FIR filter has been found to give good results in decimating the luminance:

P97 o [ ss T13g] 88 ] 0] -29] #256

Figure D.9 -- Luminance subsampling filter tap weights
Use of a power of two for the divisor allows a simple hardware implementation.

The chrominance samples have o appear in the between the luminance samples both horizontally and
vertically. The following linear filter with a phase shift of half a pel may be found useful.

LT3 37 1] ns

Figure D.10 -- Chrominance subsampling filter tap weights

To recover the samples consistent with the CCIR 601 grid of figure D.8(a), the process of interpolation is
used. The interpolation filter applied to a zero-padded signal can be chosen to be equal to the decimation
filter employed for the luminance and the two chrominance values in the encoder.

Note that these filters are not part of the International Standard, and other filters may be used.

At the end of the lines some special technique such as renormalizing the filter or replicating the last pel,
must be adopted. The following example shows a horizontal line of 16 luminance pels and the same line
after filtering and subsampling. In this example the data in the line is reflected at each end.

10 12 20 30 35 15 19 11 11 19 26 45 80 90 92 90
12 32 23 9 12 49 95 92

Figure D.11 -- Example of filtering and subsampling of a line of pels
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The result of this filtering and subsampling is a source input format (SIF) which has a luminance
resolution of 360 x 240 or 360 x 288, and a chrominance resolution which is half that of the luminance in
each dimension.

720
484 720 242 360
1576 /288
CCRBOY e Odg Field sF | 22
Select nly Horizontal
1 Field Filter and
Subsample
(a) Luminance
360
360 180
484 242 242 180
CCIR 601 | /576 Odd /288 /288 121
UV Field SIF] 144
’ Select Horizontal Vertical
1 Field Filter and Filter and
Subsample Subsample
(b) Chrominance

Figure D.12 -- Conversion from CCIR 601 into SIF

The SIF is not quite optimum for processing by MPEG video coders. MPEG video divides the luminance
component into macroblocks of 16x16 pels. The borizontal resolution, 360, is not divisible by 16. The
same is true of the vertical resolution, 242, in the case of 525-line systems. A better match is obtained in
the horizontal direction by discarding the 4 pels at the end of every line of the subsampled picture. Care
must be taken that this results in the correct configuration of luminance and chrominance samples in the
macroblock. The remaining picture is called the significant pel area, and corresponds to the dark area in
figure D.13:
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Figure D.13 -- Source input with significant pel area shaded dark

The conversion process is summarized in table D.1.

Tabie D.1 -- Comversion of source formats
Picture Rate (Hz) 29,97 28
Picture Aspect Ratio (width:height) 4: 4:3
Luminance (Y)
CCIR Sample Resolution 720 x 484 720 x 576
SIF 360 x 242 360 x 288
Significant Pel Area 352 x 240 352 x 288
Chrominance (Cb Cr)
CCIR Sample Resolution 360 x 484 360 x 576
SIF 180 x 121 180 x 144
Significant Pel Area 176 x 120 176 x 144

Th D T3] nthor nencoccing of; n i
The preprocessing other processing steps and other resolutions may

be used. The picture size need not even be a multiple of 16. In this case an MPEG video coder adds
padding pels to the right or bottom edges of a picture in order to bring the ransmitted resolution up to a
multiple of 16, and the decoder discards these after decoding the picture. For example, a horizontal
resolution of 360 pels could be coded by adding 8 padding pels to the right edge of each horizontal row
bringing the total up to 368 pels. 23 macroblocks would be coded in each row. The decoder would discard
the extra padding pels after decoding, giving a final decoded horizontal resolution of 360 pels.

intn thoe CTI fhemnt ic nnt
ARENLAS UIG P8 LVEEBAGRR 1O RIMJL

D.3.2 Conversion from film

If film material can be digitized at 24 pictures/s, then it forms an excellent source for an ISO/IEC 11172-2

bitstream. It may be digitized at the desired spatial resolution. The picture_rate field in the video sequence
header, see 2.4.2.3, allows the picture rate of 24 pictures/s to be specified exactly.
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Sometimes the source material available for compression consists of film material which has been
converted to video at some other rate. The encoder may detect this and recode at the original film rate. For
example, 24 pictures/s film material may have been digitized and converted to a 30 frame/s system by the
technique of 3:2 pulldown. In this mode digitized pictures are shown alternately for 3 and for 2 television
field times. This alternation may not be exact since the actual frame rate might be 29,97 frames/s and not
the 30 frames/s that the 3:2 pulldown technique gives. In addition the pulldown timing might have been
changed by editing and splicing after the conversion. A sophisticated encoder might detect the duplicated
fields, average them to reduce digitization noise, and code the result at the original 24 pictures/s rate. This
should give a significant improvement in quality over coding at 30 pictures per second, since direct coding
at 30 pictures/s destroys the 3:2 pulldown timing and gives a jerky appearance to the final decoded video.

D.4 WModel decoder
D.4.1 Need for a decoder model

A coded bitstream contains different types of pictures, and each type ideally requires a different number of
bits 10 encode. In addition, the video may vary in complexity with time, and an encoder may wish o
devote more coding bits to one part of a sequence than to another. For constant bitrate coding, varying the
number of bits allocated to each picture requires that the decoder have buffering to store the bits not needed
to decode the immediate picture. The extent to which an encoder can vary the number of bits allocated w
each picture depends on the amount of this buffering. If the amount of the buffering is large an encoder can
use greater variations, increasing the picture quality, but at the cost of increasing the decoding delay.
Encoders need to know the size of the amount of the decoder's buffering in order to determine 1o what extent
they can vary the distribution of coding bits among the pictures in the sequence.

The model decoder is defined 1o solve two problems. It constrains the variability in the number of bits that
may be allocated to different pictures and it allows a decoder to initialize its buffering when the system is
started. It should be noted that Part 1 of this International Standard addresses the initialisation of buffers and
the maintenance of synchronisation during playback in the case when two or more elementary streams (for
example one audio and one video stream) are multiplexed together. The tools defined in ISO/EC 11172-1
for the maintenance of synchronisation should be used by decoders when multplexed streams are being
played.

D.4.2 Decoder model

Annex C contains the definition of a parameterized model decoder for this purpose. It is known as a Video
Buffer Verifier (VBV). The parameters used by a particular encoder are defined in the bitstream. This really
defines a model decoder that is needed if encoders are to be assured that the coded bitstreamns they produce
will be decodable. The model decoder looks like this:

el Decod

Figure D.14 -- Model decoder

A fixed-rate channel is assumed to put bits at a constant rate into the Input Buffer. At regular intervals, set
by the picture rate, the Picture Decoder instantaneously removes all the bits for the next picture from the
Input Buffer. If there are too few bits in the Input Buffer, i.e. all the bits for the next picture have not been
received, then the Input Buffer underflows and there is an underflow error. If, during the time between
picture starts, the capacity of the Input Buffer is exceeded, then there is an overflow error,

Practical decoders differ from this model in several important ways. They may implement their buffering at

a different point in the decoder, or distribute it throughout the decoder. They may not remove all the bits
required to decode a picture from the Input Buffer instantaneously, they may not be able to control the start
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of decoding very precisely as required by the buffer fuliness parameter in the picture header, and they fake a
finite time to decode. They may also be able to delay decoding for a short time to reduce the chances of
underflow occuring. But these differences depend in degree and kind on the exact method of implementation.
To satisfy requirements of different implementations, the MPEG video committee (ISO/EC JTC1
SC29/WG11) chose a very simple model for the decoder, Practical implementations of decoders must
ensure that they can decode the bitstream constrained by this model. In many cases this will be achieved by
using an Input Buffer that is larger than the minimum required, and by using a decoding delay that is larger
than the value derived from the vbv_delay parameter. The designer must compensate for differences between
the actual design and the model in order to guarantee that the decoder can handle any bitstream that satisfies

tha mrdal
Ul Haote.

Encoders monitor the status of the model to control the encoder so that overflow problems do not
occur. The calculated buffer fullness is transmitted at the start of each picture so that the decoder can
maintain synchronization.

D.4.3 Buffer size and delay

For constant bit rate operation each picture header contains a vbv_delay parameter to enable decoders (o start
their decoding correctly. This parameter defines the time needed to fill the Input Buffer of figure D.14 from
an empty state to the correct level immediately before the Picture Decoder removes all the bits for the
picture. This time is thus a delay and is measured in units of 1/90 000 s. This number was chosen because
it is almost an exact multiple of the picture durations: 1/24, 1/25, 1/29,97 and 1/30, and because it is

comnarable in duration to an andio camnlp

1Paiatinl 21 QU4 W0 a2l UGl sall

The delay is given by
D = vbv_delay /90 000 s

For example, if vbv_delay were 9 000, then the delay would be (,1 sec. This means that at the start of a
picture the Input Buffer of the model decoder should contain exactly 0,1 s worth of data from the input
bitstream.

The bit rate, R, is defined in the sequence header. The number of bits in the Input Buffer at the beginning
of the picture is thus given by:
B=D * R = vbv_delay * R / 90 000 bits

For example, if vbv_delay were 9 000 and R were 1,2 Mbits/s, then the number of bits in the Input Buffer

13 b 190 NN
WOUIG UC LZU WRRAJ,

The constrained parameter bitstream reguires that the Input Buffer have a capacity of 327 680 bits, and B
should never exceed this value.

D.5 MPEG video bitstream syntax

This clause describes the video bitstream in a top-down fashion. A sequence is the top level of video coding.
It begins with a sequence header which defines important parameters needed by the decoder. The sequence
header is followed by one or more groups of pictures. Groups of pictures, as the name suggests, consist of
one or more individual nmmrpc The seqguence mav contain additional seqguence headers., A sequence is

terminated by a sequencemend_code ISOAEC 11172-1 allows considerable flexibility in specxfymg
application parameters such as bit rate, picture rate, picture resolution, and picture aspect ratio. These
parameters are specified in the sequence header.

If these parameters, and some others, fall within certain limits, then the bitstream is called a constrained
parameter bitstream.

D.5.1 Sequence

A video sequence comimences with a sequence header and is followed by one or more groups of pictures and

lb Cnaca U)l a sequence_ end U)ub Additional sequence headers may d[)pC(II within the sequence, In each
such repeated sequence header, all of the data elements with the penmuitted exception of those defining

quantization matrices (load_intra_guantizer_matrix, load_non_intra_guantizer matrix and nrmmm]lv
quantiza 1_quantizer_mg _qu
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intra_quantizer_matrix and non_intra_quantizer_matrix) shall have the same values as the first sequence
header. Repeating the sequence header with its data elements makes random access into the video sequence
possible. The quantization matrices may be redefined as required with each repeated sequence header.

The encoder may set stich narameters as the nl(‘tlll"f‘ size and asnect ratio in the sequenc:

HANIE L SUCT PRAAITCICES as B0 AR AR P4 ) U0 SUQUCHLL 36 X, CREEG UM

resources that a decoder requires. In addmOn user data may be included.
D.5.1.1 Sequence header code

A coded sequence begins with a sequence header and the header starts with the sequence start code. Its value
is:

hex: 00 00 01 B3

binary: 0000 0000 06000 000G 06000 0001 1011 0011

This is a unique string of 32 bits that cannot be emulated anywhere else in the bitstream, and is byte-
aligned, as are all start codes. To achieve byte alignment the encoder may precede the sequence start code
with any number of zero bits. These can have a secondary function of preventing decoder input buffer
underflow. This procedure is called bit stuffing, and may be performed before any start code. The stuffing

hite et all ho 7o The dosndor dicoarde all ciinh ctnffing hite
UELO AMIUST dal U LU, 1 L GLARRGLE UL GRS @82 SRl SLUAREKEE LIS,

The sequence start code, like all video start codes, begins with a string of 23 zeros. The coding scheme
ensures that such a string of consecutive zeros cannot be produced by any other combination of codes, i.e. it
cannot be emulated by other codes in the video bitstream. This string of zeros can only be produced by a
start code, or by stuffing bits preceding a start code.

[3 MR
faefo o

L)
-

-8
3
-

This is a 12-bit number representing the width of the picture in pels, i.e. the horizontal resolution. It is an
unsigned integer with the most significant bit first. A value of zero is not allowed (to avoid start code
emulation) so the legal range is from 1 to 4 095. In practice values are usually a multiple of 16. At 1,5
Mbits/s, a popular horizontal resolution is 352 pels. The value 352 is derived from half the CCIR 601
horizontal resolution of 720, rounded down to the nearest multiple of 16 pels Otherwise the encoder must

llll ¢ut e pluurc On uic ﬂglll w uu: next lllgllCY mumpu, ()l H’) SO uldl ihe lrl\l ICW pus can DC LU(ICU lIl a
macroblock. The decoder should discard these extra pels before display.

For efficient coding of the extra pels, the encoder should add pel values that reduce the number of bits
generated in the transformed block . Replicating the last column of pels is usually superior to filling in the
remaining pels with a gray level.

5.1.3 Vertical size

=

Ln

is a 12-bit number renresentine the hnxnht of the nicture in npk i.e. the vertical resplution. Itis an
is a 12-bit nun representin g e qcignt of (e prolurg m pels racal resgaguoen, s an

unsigned integer with the most significant bnt first. A value of zero ls not allowed (1o avoid start code
emulation) so the legal range is from 1 to 4 095. In practice values are usually a multiple of 16. Note that
the maximum value of slice_vertical_position is 175 (decimal), which corresponds to a picture height of

2 800 lines. At 1,5 Mbits/s, a popular vertical resolution is 240 to 288 pels. Values of 240 pels are
convenient for interfacing to 525-line NTSC systems, and values of 288 pels are more appropriate for 625-
line PAL and SECAM systems.

i

E

If the vertical resolution is not a multiple of 16 lines, the encoder must fill out the picture at the bottom to
the next higher multiple of 16 so that the last few lines can be coded in a macroblock. The decoder should
discard these extra lines before display.

For efficient coding, replicating the last line of pels is usually better than filling in the remaining pels with
a grey level.

D.5.1.4 Pel aspect ratio

This is a four-bit number which defines the shape of the pel on the viewing screen. This is needed since the
horizontal and vertical picture sizes by themselves do not specify the shape of the displayed picture.

The pel aspect ratio does not give the shape directy, but is an index to the following look up table:
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Table D.2 -- Pel aspect ratio

CODE HEIGHT/WIDTH COMMENT
0000 undefined Forbidden
0001 1,0 square pels
0010 0,6735
0011 0,7031 16:9 625-line
0100 0,7615
0101 0,8055
0110 0,8437 16:9 525-line
0111 0,8935
1000 0,9157 702x575 at 4:3 = 0,9157
1001 0,9815
1010 1,0255
1011 1,0695
1100 1,0950 711x487 at 4:3 = 1,0950
1101 1,1575
1110 1,2015
1111 undefined reserved

The code 0000 is forbidden to avoid start code emulation. The code 0001 has square pels. This is
appropriate for many computer graphics systems. The code 1000 is suitable for displaying pictures on the
625-line 50Hz TV system (see CCIR Recommendation 601).

height / width = 0,75 * 702 / 575 = 0,9157

The code 1100 is suvitable for displaying pictures on the 525-line 60Hz TV system (see CCIR
Recommendation 601).

height / width = 0,75 * 711 / 487 = 1,0950
The code 1111 is reserved for possible future extensions to this part of ISO/IEC 11172.

The remaining points in the table were filled in by interpolating between these two points 1000 and 1100
using the formula:

aspect ratio = 0,5855 + 0,044N

where N is the value of the code in table D.2. These additional pel aspect ratios might be useful for HDTV
where ratios of 16:9 and 5:3 have been proposed.

It is evident that the specification does not allow all possible pel aspect ratios to be specified. We therefore
presume that a certain degree of tolerance is allowable. Encoders will convert the actual pel aspect ratio to
the nearest value in the table, and decoders will display the decoded values to the nearest pel aspect ratio of
which they are capable.

D.5.1.5 Picture rate

This is a four-bit integer which is an index to the following table:
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Table D.3 -- Picture rate

CODE PICTURES PER SECOND
0000 Forbidden
0001 23,976
0010 2%

0011 25

0100 20,97
0101 30

0110 50

o111 50,94
1000 60

1001 Reserved
1111 Reserved

The allowed picture rates are commonly available sources of analog or digital sequences. One advantage in
not allowing greater flexibility in picture rates is that standard techniques may be used to convert (o the
display rate of the decoder if it does not match the coded rate.

D.5.1.6 Bit rate

The bit rate is an 18-bit integer giving the bit rate of the data channel in units of 400 bits/s. The bit raie is
assumed to be constant for the entire sequence. The actual bit rate is rounded up to the nearest multiple of
400 bits/s. For example, a bit rate of 830 100 bits/s would be rounded up to 8§30 400 bits/s giving a coded
bit rate of 2 076 units.

If ail 18 bits are 1 then the bitstream is intended for variable bit rate operation. The value zero is forbidden.

For constant bit rate operation, the bit rate is used by the decoder in conjunction with the vbv_delay
parameter in the picture header to maintain synchronization of the decoder with a constant rate data channel.
If the stream is multiplexed using ISO/IEC 11172-1, the time-stamps and system clock reference
information defined in ISO/IEC 11172-1 provide a more appropriate tool for performing this function.

D.8.1.7 Marker bit

The bit rate is followed by a single reserved bit which is always set to 1. This bit prevents emulation of
start codes.

D.5.1.8 VBV buffer size

The buffer size is a 10-bit integer giving the minimum required size of the input buffer in the model decoder
in units of 16 384 bits (2 048 bytes). For exampie, a buifer size of 20 would require an input buifer of 20
x 16 384 = 327 680 bits (= 40 960 bytes). Decoders may provide more memory than this, but if they

?m\l!dp less they will probably run into buffer overflow problems while the sequence is being decoded.
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D.5.1.9 Constrained Parameter flag

If certain parameters specified in the bitstream fall within predefined limits, then the bitstream is called a
constrained parameter bitstream. Thus the constrained parameter bitstream is a standard of performance
giving guidelines to encoders and decoders to facilitate the exchange of bitstreans.

The bitrate parameter allows values up to about 100 Mbits/s, but a constrained parameter bitstream must
have a bit rate of 1,856 Mbits/s or less. Thus the bit rate parameter must be 3 712 or less.

The picture rate parameter allows picture rates up to 60 pictures/s, but a constrained parameter bitstream
must have a picture rate of 30 pictures/s or less.
icture is also speciﬁed in the sequence header Z0

t in a constrained parameter bitstream the resolution is limited to
ions up to 4 ﬂf)i pels are allowed, but that in a constrained parameter

Cel, g atn W Phal
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macroblocks per picture is limited to 396. This sets a limit on the maximum area of the picture which is
only about one quarter of the area of a 720x576 pel picture. In a constrained parameter bitstream, the pel
rate is limited to 2 534 400 pels/s. For a given picture rate, this sets another limit on the maximum area
of the picture. If the picture has the maximum area of 396 macroblocks, then the picture rate is restricted to
25 pictures/s or less. If the picture rate has the maximum constrained value of 30 pictures/s the maximum
area is limited 10 330 macroblocks.

A constrained parameter bitstream can be decoded by a model decoder with a buffer size of 327 680 bits

wiithmit nverflawing or imderflowing during the decndine neaceee The mavimnm huffor cize that fcan he
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specified for a constrained parameter bitstream is 20 units.

A constrained parameter bitstream uses a forward_f_code or backward_f_code less than or equal to 4. This
constrains the maximum range of motion vectors that can be represented in the bitstream (see table D.7).

If all these conditions are met, then the bitstream is constrained and the constrained _parameters_| flag in the
PR PN | T gt tr
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decoders that more than a minimum capability is required o decode the sequence.
D.5.1.10 Load intra quantizer matrix

This is a one-bit flag. If it is set to 1, sixty-four 8-bit integers follow. These define an 8 by 8 set of
weights which are used to quamjze the DCT coefficients. They are transmitted in the zigzag scan order

&UUWII lll ugun: Ll ‘)U IVUHB Ul UICBC Wclglltb (331 UC LETO. lllC lﬂ)l -\Vvlglll miisi Ub nglll Wlllbll lll-rll,bubb
the fixed quantization level of the dc coefficient.

If the flag is set to zero, the intra quantization matrix must be reset to the following default value:

8 16 19 22 26 27 29 34
16 16 22 24 27 29 34 37
19 22 26 27 29 34 34 38
22 22 26 27 29 34 37 40
22 26 27 29 32 35 40 48
26 27 29 32 35 40 48 58
26 27 29 34 38 46 56 69
27 29 35 38 46 56 69 83

Figure D.15 -- Default intra quantization matrix

The default guantization matrix is based on work nerformed by ISQAEC ITCE SC29/WG 10 (JIPEGY fA]
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Experience has shown that it gives good results over a wide range of video material. For resolutions c]ose
to 350x250 there should normally be no need to redefine the intra quantization matrix. If the picture
resolution departs significantly from this nominal resolution, then some other matrix may give perceptibly
better results.

The wenghts increase to the right an own This reflects the human visueal system which is less sensitive

S S S B Lo S
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D.5.1.11 Load non-intra quantizer matrix

This is a one-bit flag. If itis set to 1, sixty-four 8-bit integers follow in zigzag scan order. None of these
integers can be zero.

If the fiag is set 0 zero, (he non-intra quantization matrix must be reset io the following defauii vaiue
which consists of all 16s.
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16 16 16 16 16 16 16 16
16 16 16 16 16 16 16 16
16 16 16 16 16 16 16 16
16 16 16 16 16 16 16 16
16 16 16 16 16 16 16 16
16 16 16 16 16 16 16 16
16 16 16 16 16 16 16 16
16 16 16 16 16 16 16 16

Figure D.16 -- Default non-intra quantization matrix

This flat default quantization matrix was adopted from H.261 which uses a flat matrix for the equivalent of
P-pictures [5]. Little work has been performed to determine the optimum non-intra matrix for MPEG video
coding, but evidence suggests that it is more dependent on video material than is the intra matrix. The
optimum non-intra matrix may be somewhere between the flat default non-intra matrix and the strongly
frequency-dependent values of the default intra matrix.

D.5.1.12 Extension data
This start code is byte-aligned and is 32 bits long. Its value is

hex: 000001 BS
binary: 0000 06000 0000 0000 0000 0001 1011 0101

It may be preceded by any number of zeros. If it is present then it will be followed by an undetermined
number of data bytes terminated by the next start code. These data bytes are reserved for future extensions
to this part of ISO/IEC 11172, and should not be generated by encoders. MPEG video decoders should have
the capability to discard any extension data found.

D.5.1.13 User data

A user data start code may follow the optional extension data. This start code is byte-aligned and is 32 bits
long. Its value is

hex: 000001 B2
binary: 0000 0000 0000 0000 0000 0001 1011 0010

It may be preceded by any number of zeros. If it is present then it will be followed by an undetermined
number of data bytes terminated by the next start code. These data bytes can be used by the encoder for any
purpose. The only restriction on the data is that they cannot emulate a start code, even if not byte-aligned.
This means that a string of 23 consecutive zeros must not occur. One way to prevent emulation is to force
the most significant bit of alternate bytes tobe a 1.

In closed encoder-decoder sysiems the decoder may be able to use the data. In the more general case,
decoders should be capable of discarding the user data.

D.5.2 Group of pictures

Two distinct picture orderings exist, the display order and the bitstream order (as they appear in the video
bitstream). A group of pictures (gop) is a set of pictures which are contiguous in display order. A group of
pictures must contain at least one I-picture. This required picture may be followed by any number of I and
P-pictures. Any number of B-pictures may be interspersed between each pair of I or P-pictures, and may
also precede the first [-picture.

Property 1. A group of pictures, in bitstream order, must start with an I-picture and may be followed by
any number of I, P or B-pictures in any order.

Property 2. Another property of a group of pictures is that it must begin, in display order, with an I or a B-

picture, and must end with an [ or a P-picture. The smallest group of pictures consists of a single I-picure,
whereas the largest size is unlimited.
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The original concept of a group of pictures was a set of pictures that could be coded and displayed
independently of any other group. In the final version of this part of ISO/IEC 11172 this is not always
true, and any B-pictures preceding (in display order) the first I-picture in a group may require the last picture
in the previous group in order to be decoded. Nevertheless encoders can still construct groups of pictures
which are independent of one another. One way to do this is to omit any B-pictures preceding the first I-
picture. Another way is to allow such B-pictures, but to code them using only backward motion
compensation.

Property 3. From a coding point of view, a concisely stated property is that a group of pictures begins
with a group of pictures header, and either ends at the next group of pictures header or at the next sequence
header or at the end of sequence, whichever comes first.

Some examples of groups of pictures are given below:

[rRle B Rl
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B P B B P
B I B B 1 I
Figure D.17 -- Examples of groups of pictures in display order

These examples illustrate what is possible, and do not constitute a suggestion for structures of groups of
pictures.

Group of pictures start code

‘The group of pictures header starts with the Group of Pictures start code. This code is byte-aligned and is
32 bits long. Its value is

hex: 00 00 01 B8
binary: 0000 0000 0000 0000 0000 0001 1011 1000

It may be preceded by any number of zeros. The encoder may have inseried some zeros to get byte
alignment, and may have inserted additional zeros to prevent buffer underflow. An editor may have inserted
zeros in order to match the vbv_delay parameter of the first picture in the group.

Time code

A time code of 25 bits immediately follows the group of pictures start code. This encodes the same
information as the SMPTE time code [4].

The time code can be broken down into six ficlds as shown in table D.4.

Table D.4 -- Time code fields

FIELD BITS VALUES
Drop frame flag 1
Hours 5 0w?23
Minutes 6 01t 59
Fixed 1 1
Seconds 6 010 59
Picture number 6 0 to 60

The time code refers to the first picture in the group in display order, i.e. the first picture with a temporal
reference of zero. The SMPTE time code is included to provide a video time identification to applications.
It may be discontinuous. The presentation time-stamp in the System layer (Part 1) has a much higher
precision and identifies the time of presentation of the picture.
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Ciosed GOP

A one bit flag follows the time code. It denotes whether the group of pictures is open or closed. Closed
groups can be decoded without using decoded pictures of the previous group for motion compensation,
whereas open groups require such pictures to be available.

A typical example of a closed group is shown in figure D.18a.

I B B P B B P B B P B B P
6 1 2 3 4 5 6 7 8 9 10 11 12
(a) closed group
B B 1 B B P B B P B B P B B P
o 1 2 3 4 5 6 7 8 9 10 11 12 13 14
(b) open or closed group
Figure D.18 -- Example groups of pictures in display order

A less typical example of a closed group is shown in figure D.18b. In this example, the B-pictures which
precede the first I-picture must use backward moton compensation only, i.e. any motion compensation
must be based only on picture number 2 in the group.

If the closed_gop flag is set to O then the group is open. The first B-pictures that precede the first I-picture

in the group may have been encoded ncma the Iast nmt ure in the nrpvmnc group for motion compensation,

LAV a2 RIO0 COIIPC

Broken link

A one bit flag follows the closed_gop flag. It denotes whether the B-pictures which precede the first I-
picture in the GOP can be correctly decoded. If it is set to 1, these pictures cannot be correctly decoded
because the [-picture or P-picture from the previous group pictures that is required to form the predictions is

not available (presumably because the preceding group of nictures has been removed by editing). The
0O avaliadie (presumanty because e preceging group Of pictures has oeer IMOVEQ Oy eaiung). 10e

decoder will probably choose not to display these B-pictures.

If the sequence is edited so that the original group of pictures no fonger precedes the current group of
pictures then this flag normally will be set to 1 by the editor. However, if the closed_gop flag for the
current group of pictures is set, then the editor shouid not set the broken_link flag. Because the group of
pictures is closed, the first B-pictures (if any) can still be decoded correctly.

Extension data
This start code is byte-aligned and is 32 bits long. Its value is

hex: 00 00 01 BS
binary: 0000 0000 0000 0000 0000 0001 1011 0101

It may be preceded by any number of zeros. If it is present then it will be followed by an undetermined
number of data bytes terminated by the next start code. These data hV[PQ are reserved for future extensions

to this part of ISO/EC 11172, and should not be generated by encoders. MPEG video decoders should have
the capability to discard any extension data found.

User data

A user data start code may follow the optional extension data. This start code is byte-aligned and is 32 bits

lone, Ttg value ig
ong. vaiug 15

hex: 00 00 01 B2
binary: 0000 0000 0000 0000 0000 0001 1011 0010

It may be preceded by any number of zeros. If it is present then it will be followed by an undetermined
number of data bytes terminated by the next start code. These data bytes can be used by the encoder for any

nerrncn Tha Fos nEr ey tho data

N thnt thasy ~ameat oreealota o ctart el nusoey 36 sves beoetn 2o B2 coe o ¥
Puljprrse. LC Ulll)’ FESUICUONn On Ul(r Gata Ib Lll‘ll WL Y LAlliul CRIUEAC 4 Slatlf LUUC, VO I UL Uy \.C"d.llguw.
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This means that a string of 23 consecutive zeros must not occur. One way (0 prevent emulation is to force
the most significant bit of alternate bytes tobe a 1.

In closed encoder-decoder systems the decoder may be able to use the data. In the more general case,
decoders should be capable of discarding the user data.

D.5.3 Picture

The picture layer contains all the coded information for one picture. The header identifies the temporal
reference of the picture, the picture coding type, the delay in the video buffer verifier (VBV) and, if
appropriate, the range of motion vectors used.

D.5.3.1 Picture header and start code

A picture begins with a picture header. The header starts with a picture start code. This code is byte-aligned
and is 32 bits long. Its value is:

hex: 00000100
binary: 0000 0000 0000 6000 0000 6001 0000 0000

It may be preceded by any number of zeros.

D.5.3.2 Temporal reference

The Temporal Reference is a ten-bit number which can be used to define the order in which the pictures
must be displayed. It may be useful since pictures are not transmitted in display order, but rather in the
order which the decoder needs 1o decode them. The first picture, in display order, in each group must have
Temporal Reference equal to zero. This is incremented by one for each picture in the group.

Some example groups of pictures with their Temporal Reference numbers are given below:

Example(ain I B P B P

display order 0 1 2 3 4

Example(@in I P B P B

decoding order 0 2 1 4 3

Exampleb)m B B I B B P B B P B B P
display order 6 1 2 3 4 5 6 7 8 9 1011
Exampleb)in T B B P B B P B B P B B
coded order 2 01 5 3 4 8 6 7 119 10
Example(c)in B I B B B B P B I B B I 1
display order 6 1 2 3 4 5 6 7 8 9 10 11 12

Example (c) in I B P
coded order I 0 6

N ow
w
w
v
-

B I B B I
8 7 11 9 10 12
Figure D.19 -- Examples of groups of pictures and temporal references

If there are more than 1024 pictures in a group, then the Temporal Reference is reset to zero and then
increments anew. This is illustrated below:

B B I B B P .. P B B P ... P B B p display order
0 1 2 3 4 5 .. 10221023 0 1 .. 472 473 474 475

Figure D.26 .. Example group of pictures containing 1 500 pictures
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A three bit number follows the temporal reference. This is an index into the following table defining the
type of picture.

Table D.5 -- Picture types

Paratn P

CODE j PIC
000 Forbidden

001 I-picture
010 P-picture
011 B-picture
100 D Picwre
101 Reserved
110 Reserved
111 Reserved

The various types of pictures are described in D.2.3. Codes 101 through 111 are reserved for future

e .A.\.- fon thaio ean ~ N
extensions to this part of ISO/IEC 11172, Decoders should be capable of discarding all pictures of this

type, and scan for the next picture start code, group start code or sequence start code. Code 000 will never be
used to avoid start code emulation.

D.5.3.4 VBV delay

For constant bit rate operation, vbv delay can be used at the start of decoding after a random access to
ensure that the correct number of bits have been read by the decoder before the {irst picture is displayed.

The buffer fullness is not specified in bits but rather in units of time. The vbv_delay is a 16-bit number

deﬁmng the time needed in units of 1/90 000 s to fill the input buffer of the model decoder from an empty
state to the correct state at the bit rate specified in the sequence header.

For example, suppose the vbv_delay had a decimal value of 30000, then the time delay would be:
D=30000/90000=1/3s

If the channel bit rate were 1,2 Mbits/s then the contents of the buffer before the picture is decoded would
be:

B = 1200000/ 3 = 400 000 bits

If the decoder determined that its actual buffer fullness differed significantly from this value, then it would
ha

ave tny adny
4

have (o a t some strategy for regaining synchronization,

LA Suraivg § als g B SyRlad

op
The meaning of vbv_delay is undefined for variable bit rate operation.
D.5.3.5 Full pel forward vector

This is a one bit flag giving the precision of the forward motion vectors. If it is 1 then the precision of the

PPy intnmas wmale 3 £ £ M
vectors is in integer pels, if it is zero then the precision is half a pel. Thus if the flag is set to one the

vectors have twice the range than they do if the flag set to zero:

This flag is present only in the headers of P-pictures and B-pictures. It is absent in I-pictures and D
pictures.

D.5.3.6 Forward f-code

This is a three-bit number and, like the full pel forward vector flag, is present only in the headers of P-
mpmrpc and B-pictures. It anIdP\ information used for derndmo the coded forward vectors and controls the

maxxmum size of the forward vectors that can be coded. It can take only values of 1 through 7; a value of
zero is forbidden.
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Two parameters used in decoding the forward motion vectors are derived from forward_f_code, forward_r_size
and forward_f.

The forward_s_size is one less than the forward_f_code and so can take values 0 through 6.
The forward_f parameter is given by table D.6:

Table D.6 -- f_codes

forward/backward_f_code forward/backward_f
= enrsen—y
1 1
2 2
3 4
4 8
5 16
6 32
7 64

D.5.3.7 Full pel backward vector

This is a one bit flag giving the precision of the backward motion vectors. If it is 1 then the precision of
the vectors is in integer pels, if it is zero then the precision is half a pel. Thus if the flag is set to one the
vectors have twice the range than they do if the flag set to zero.

This flag is only present in the headers of B-pictures. Itis absent in I-pictures, P-pictures and D pictures.
D.5.3.8 Backward f-code

This is a three-bit number and, like the full pel backward vector flag, is present only in the headers of B-
pictures. It provides information used for decoding the coded backward vectors. It can take only values of 1
through 7; a value of zero is forbidden.

The backward_f parameter is derived from the backward_f_code and is given by table D.6

D.5.3.9 Extra picture information

Extra picture information is the next field in the picture header. Any number of information bytes may be
present. An information byte is preceded by a flag bit which is set to 1. Information bytes are therefore
generally not byte-aligned. The last information byte is followed by a zero bit. The smallest size of this

field is therefore one bit, a 0, that has no informnation bytes. The largest size is unlimited. The following
example has 16 bits of extra information denoted by E:

1EEEEEEEE]EEEEEEEEO
Where E is an extra information bit.

The extra information bytes are reserved for future extensions to this part of ISO/IEC 11172. The meaning
of these bytes is currently undefined, so encoders must not generate such bytes and decoders must be capable
of discarding them.

D.5.3.10 Extension data
This start code is byte-aligned and is 32 bits long, Its value is:

hex: 00 60 01 BS
binary: 0000 0000 0000 06000 0000 0001 1011 0101

It may be preceded by any number of zeros. If it is present then it will be followed by an undetermined
number of data bytes terminated by the next start code. These data bytes are reserved for future extensions
to this part of ISO/IEC 11172, and should not be generated by encoders. MPEG video decoders must be
capable of discarding them.
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D.5.3.11 User data
This start code is byte-aligned and is 32 bits long. Its value is

hex: 000001 B2

binary: 0000 0000 0000 0000 0000 0001 1011 0010

It may be preceded by any number of zeros. If it is present then it will be followed by an undetermined
number of data bytes terminated by the next start code. These data bytes can be used by the encoder for any
purpose. The only restriction on the data is that they cannot emulate a start code, even if not byte-aligned.
One way to prevent emulation is to force the most significant bit of alternate bytestobe a 1.

In closed encoder-decoder systems the decoder may be able to use the data. In the more general case,
decoders should be capable of discarding the user data.

D.5.4 Slice

174

Pictures are divided into slices. Each slice consists of an integral number of macroblocks in raster scan
order. Slices can be of different sizes within a picture, and the division in one picture need not be the same
as the division in any other picture. Slices can begin and end at any macroblock in a picture subject to the
following restrictions. The first slice must begin at the top left of the picture, and the end of the last slice
must be the bottom right macroblock of the picture. There can be no gaps between slices, nor can slices

PN DT | TR I ST, Ay oo I 3 RIAR RS D MO PR Y Yo o mgn PR R
1

OvETiap. ¢ minimum number of slices in a picture is one, the maximum number is equal o the number
of macroblocks.

Each slice starts with a slice start code, the exact value of which defines the vertical position of the slice.
This is followed by a code that sets the quantization step-size. At the start of each slice the predictors for
the dc coefficient values and the predictors for the vector decoding are all reset. The horizontal position of
the start of the slice is given by the macroblock address of the first macroblock in the slice. The result of
all this is that, within a picture, a slice can be decoded without information from the previous slices.
Therefore, if a data error occurs, decoding can begin again at the subsequent slice.

If the data are to be used in an error free environment, then one slice per picture may be appropriate. If the
environment is noisy, then one slice per row of macroblocks may be more desirable, as shown in figure
D.21.

1 begin end 1
2 begin end 2
3 begin end 3
4 begin end 4
5 begin end 5
6 begin end 6
7 begin end 7
8 begin end 8
9 begin end 9
10 begin end 10
11 begin end 11
12 begin end 12
13 begin end 13
Figure D.21 -- Possible arrangement of slices im a 256x192 picture

In this figure and in the next, each strip is one macroblock high, i.e. 16 pels high.
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Since each slice header requires 40 bits, there is some penalty for including more than the minimum
number of slices. For exampile, a sequence with a vertical resolution of 240 lines coded at 30 pictures/s
requires approximately 40x30 = 1 200 bits/s for the slice headers using one slice per picture, and 40x15x30

= 18 ON0 hits/c with one clice ner row. an additional pverhead of 16 800 hitc/c  The ralevlation ig

= 18 000 bits/s with one slice per row, an additional overhead of 16 800 bits/s. The calculation is
approximate and underestimates the impact, since the inclusion of a slice imposes additional requirements
that the macroblock immediately before the slice header be coded, as well as the first macroblock in the
slice.

The coding structure permits great flexibility in dividing a picture up into slices. One possible arrangement
is shown in figure D.22.

1 begin
end 1| 2 begin
end 2| 3 begin end 3] 4 begin
end 4] 5 begin
end 5
6 begin
end 6] 7 begin
end 7| 8 8|9 begin end 9} 10 begin
end 10

Figure D.22 -- Possible arrangement of slices in a 256x192 picture

This division into slices is given for illustrative purposes only. It is not intended as a suggestion on how to

a nichire into clices
a pPICSIT R0 511CCs.

R

D.5.4.1 Slice header and start code

Slices start with a slice header. Each slice header starts with a slice start code. This code is byte-aligned
and is 32 bits long. The last eight bits can take on a range of values which define the vertical position of
the slice in the picture. The permitted slice start codes are:

hex: from 00000101
to 0000 01 AF

binary: from 0000 0000 0000 0000 0000 0001 0000 0001
to 0000 0000 0000 D000 0000 0001 1010 1111

Each slice start code may be preceded by any number of zeros.

The last 8 bits of the slice start code give the slice vertical position, i.e the vertical position of the first

macroblock in the slice in unitg of macroblocks starting with nogition 1 at the ton of the nicture. A useful

aahd UURDOR i 120 S0 L0 GES LEAGR VUR UL CWik Maas TYals PUSILLEL 1 AL WV WP VUL WU prabiua . x wova e

variable is macroblock row. This is similar to slice vertical position except that row 0 is at the top of the
picture. Thus

slice vertical position = macroblock row + 1

means that the first macroblock in the sllce is at vertical
I-he p \«LUIC. I‘\ bllLC bkul LUUC Ul \N\J\JUI.’.U llC)\ mcans

For example a slice start code of 00000101 h

~le ore n ik
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that the first macroblock is at vertical position 32 or macroblock row 31, i.e. at the 496th row of pels. It
is possible for two or more slices to have the same vertical position.

The maximum vertical position is 175 units. A slice with this position would require a vertical size of
175x16 = 2 800 pels.

The horizontal position of the first macroblock in the slice can be calculated from its macroblock address
increment. Thus its position in the picture can be determined without referring to any previous slice or
macroblock. Thus a decoder may decode any slice in a picture without having decoded any other slice in the
same picture. This feature allows decoders to recover from bit errors by searching for the next slice start

code and then resuming decoding.
D.5.4.2 Quantizer scale

The quantizer scale is a five-bit integer which is used by the decoder to calculate the DCT coefficients from

the transmitted quantized coefficients. A value of U is forbidden, so the quantizer scaie can have any value
between 1 and 31 inclusive.

Note in addition that the quantizer scale may be set at any macroblock.
D.5.4.3 Extra slice information

Extra slice information forms the last field in the slice header. Any number of information bytes may be
present. An information byte is preceded by a flag bit which is set to 1. Information bytes are therefore
generally not byte-aligned. The last information byte is followed by a zero bit. The sinallest size of this
field is therefore one bit, a 0, that has no information bytes. The largest size is unlimited. The following
example has 24 bits of extra information denoted by E:

IEEEEEEEEIEEEEEEEEIEEEEEEEED

The extra information bytes are reserved for future extensions to this part of ISOMIEC 11172, The meaning

Ul UILW UyICb is Luncnuy uuucuucu, SU CllbUUClb MUsSE noL gCllCldlC bULll Uleb ana UULUUClb lllubl Ulbbdlu
them.

The slice header is followed by code defining the macroblocks in the slice.

D.5.5 Macroblock

Slices are divided into macroblocks of 16 x 16 pels. Macroblocks are coded with a header that contains
information on the macroblock address, macroblock type, and the optional quantizer scale. The header is
followed by data defining each of the six blocks in the macroblock It is convenient to discuss the
macroblock header fields in the order in which they are coded.

D.5.5.1 Macroblock stuffing

The first field in the macroblock header is "macroblock stuffing”. This is an optional field, and may be
inserted or omitted at the discretion of the encoder. If present it consists of any number of 11-bit strings
with the pattern "0000 0001 111", This stuffing code is used by the encoder to prevent underflow, and is
discarded by the decoder. If the encoder determines that underflow is about to occur, then it can insert as
many stuffing codes into the first field of the macroblock header it likes.

"2!

{ole that an encoder has other strategies o prevent buffer underflow. It can insert stuffing bits immediately
fore a start code. It can reduce the quantizer scale to increase the number of coded coefficients. It can even
tart a new slice,

8’

o

=)

.5.5.2 Macroblock address increment and macroblock escape
Macroblocks have an address which is the number of the macroblock in raster scan order. The top left

macroblock in a picture has address 0, the next one to the right has address 1 and so on. If there are M
macroblocks in a picture, then the bottom right macroblock has an address M-1.
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The address of a macroblock is indicated by transmitting the difference between the addresses of the currer

macroblock and the previously coded macroblock. This difference is called the macroblock address
increment. In I-pictures, all macroblocks are coded and so the macroblock address increment is nearly
always one. There is one exception. At the beginning of each slice the macroblock address is set to that of
the right hand macroblock of the previous row. At the beginning of the picture it is set to -1. If a slice
does not start at the left edge of the picture, then the macroblock address increment for the first macroblock
in the slice will be larger than one. For example, the picture of figure D.22 has 16 macroblocks per row.
At the start of slice 2 the macroblock address is set to 15 which is the address of the macroblock at the right
hand edge of the top row of macroblocks. If the first slice contained 26 macroblocks, 10 of them would be
in the second row, so the address of the first macroblock in slice 2 would be 26 and the macroblock address

increment would be 11.

-
-

Macroblock address increments are coded using the VLC codes in the table in B.1.

it can be seen that there is no code o indicaie a macrobiock address increment of zero. This is why the
macroblock address is set to -1 rather than zero at the top of a picture. The first macroblock will have an

increment of one making its address equal 10 zero.

The macroblock address increments allow the position of the macroblock within the picture to be
determined. For example, assume that a slice header has the start code equal to 00 00 01 OA hex, that the
picture width is 256 pels, and that a macroblock address increment code 0000111 is in the macroblock
header of the first macroblock in the slice. A picture width of 256 pels implies that there are 16
macroblocks per row in this picture. The slice start code tells us that the slice vertical position is 10, and

marmhbloe i Th, ira hondor cote the nravinine macrnhinel addmes to tha laat masehlask an
so the macroblock row is 9, The slice header sets the pProvious madroo:0CK aGiress (G Ui 1ast macrooiock o

row 8, which has address 143. The macroblock address increment VLC leads to a macroblock address
increment of 8, and so the macroblock address of the first macroblock in the slice is 143 + 8 = 151.

The macroblock row may be calculated from the address:

macroblock row = macroblock address / macroblock width

151 / 16
= 9

The division symbol signifies integer truncation, not rounding.

Thic Mmacroblock colunn may also be calculaied from the address
macroblock column = macroblock address % macroblaock width
= 151 % 16
= 7

Columns are numbered from the left of the picture starting at 0.
There are two special codewords: escape and stuffing.
The escape code means "add 33 to the following macroblock address increment”. This allows increments

greater than 33 to be coded. For example, an increment of 40 would be coded as escape plus an increment
of 7

0000 0001 0000 0000 0010 0000 11

The stuffing code is included since the decoder must be able to distinguish it from increment codes. It is
used by the encoder to prevent underflow, and is discarded by the decoder.
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D.5.5.3 Macroblock typss

Each of the picture types I, P, and B, have their own macroblock types. See, respectively, D.6.3, D.6 4,
and D.6.5 for the codes and their descriptions.

D.5.5.4 Motion horizontal/vertical forward/backward codes
The interpretation of these codes is explained in D.6.2.3.

D.5.5.5 Motion horizontal/vertical forward/backward R

The interpretation of these codes is explained in D.6.2.3.

D.5.5.6 Coded block pattern

This code describes which blocks within the macroblock are coded and transmitted. The interpretation of
this code is explained in D.6.4.2.

D.5.5.7 End of macroblock

This code is used only in D-pictures and is described in D.6.6.

D.5.6 Block

A block is an array of 8 by 8 component pel values, treated as a unit and input to the Discrete Cosine
Transform (DCT). Blocks of 8 by 8 pels are transformed into arrays of 8 by 8 DCT coefficients using the
two dimensional discrete cosine transform.

D.6 Coding MPEG video
D.6.1 Rate control and adaptive quantization

The encoder must control the bit rate so that the model decoder input buffer neither overflows nor
underflows. Since the model decoder removes all the bits associated with a picture from the input buffer
instantaneously, it is necessary to control only the total number of bits per picture. The encoder should
allocate the total numbers of bits among the various types of pictures so that the perceived quality is
suitably balanced. The distribution will vary with the scene content and with the particular distribution of
the three picture types (I, P and B-pictures).

Within a picture the encoder should allocate the total number of bits available among the macroblocks to
maximize the visual quality of the picture.

One method by which an encoder controls the bit rate is to vary the quantizer scale. This is set in each slice
header, and may be set at the beginning of any macroblock, giving the encoder excellent control over the bit
rate within a picture.

D.6.1.1 Rate control within a sequence

For a typical coding scheme represented by the following group of pictures in display order:

BBIBBPBBPBBPBBP

it has been found that good results can be obtained by matching the visual quality of the I and P-pictures,
and by reducing the code size of the B-pictures to save bits giving a generally lower quality for the B-
pictures.

The best allocation of bits among the picture types depends on the scene content. Work of the MPEG
video committee suggests that allotting P-pictures about 2-5 times as many bits as B-pictures, and allotting

I-pictures up to 3 times as many bits as P-pictures gives good results for typical natural scenes. If there is
little motion or change in the video, then a greater proportion of the bits should be allotted to the I-pictures.
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A reasonable encoder algorithm is to start with the foregoing estimates, then reallocate bits dynamically
depending on the nature of the video.

D.6.1.2 Rate control within a picture

If the buffer is heading toward overflow, the quantizer scale should be increased. If this action is not
sufficient to prevent an impending overflow then, as a last resort, the encoder could discard high frequency
DCT coefficients and transmit only low frequency ones. Although this would probably produce visible
artifacts in the decoded video, it would in no way compromise the validity of the coded bitstream.

If the buffer is heading toward underflow, the quamizer scale should be reduced. If this is not sufficient, the

PRI PURIP N SUPAPEpIr I, Ny S T 1 s bodemnnzi o e Tan Al porre oy cfart codac

encoder can insert macroblock stuffing into the bitstreain, or add leading zeros 0 start codes.

Under normal circumstances, the encoder calculates and monitors the state of the model decoder buffer and

changes the quantizer scale to avert both overflow and underflow problems.

One simple algorithin that helps accomplish this is to monitor the buffer fullness. Assume that the bits
have been allocated among the various picture types, and that an average quantizer scale for each picture type
has been established. The acwal buffer fullness at any macroblock in a picture can be calculated and
compared with the nominal fullness, i.e. the valuc that would be obtained if the bits were uniformly

distributed among all the macroblocks in the nicture. If the buffer fullness is larger than the nominal value
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then the quantizer scale should be set higher than the average, whereas if the buffer fullness is smaller than
the nominal, the quantizer scale should be set lower than the average.

If the quantizer scale is kept constant over a picture, then, for a given number of coding bits, the otal mean
square error of the coded picture will tend to be close to the minimum. However, the visual appearance of
most pictures can be improved by varying the quantizer scale over the picture, making it smaller in smooth
areas of the picture and larger in busy areas. This technique reduces the visibility of blockiness in smooth
areas at the expense of increased quantization noise in the busy areas where, however, it is masked by the
image detail.

Thus a good algorithm for controlling the bitrate within a picture adjusts the quantizer scale depending on
both the calculated buffer fullness and on the local image content. Examples of technigues for rate control
and quantization may be found in [7]{8].

D.6.1.3 Buffer fullness

To give the best visual quality, the encoder should almost fill the input buffer before instructing the decoder
to start decoding.

D.6.2 Motion estimation and compensation

D.6.2.1 Motion compensation

P-pictures use motion compensation to exploit temporal redundancy in the video. Decoders construct a
predicted block of pels from pels in a previously transmitted picture. Motion within the pictures {(e.g. a.
pan) usually implies that the pels in the previous picture will be in a different position from the pels in the
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block is usually a good estimate of the current block, and it is usually more efficient 10 transmit the motion
vector plus the difference between the predicted block and the current block, than to transmit a description of
the current block by itself.

Consider the following typical group of pictures,
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Figure D.23 -- Group of pictures in display order

The I-picture, picture 2, is decoded without requiring any motion vectors. The first P-picture, number §, is
decoded using motion vectors from picture 2. This motion compensation is called forward motion
compensation since it is forward in time. Motion vectors define the motion of a macroblock, i.e. the
motion of a 16x16 block of luminance pels and the associated chrominance components. Typically, most
macroblocks in a P-picture use motion compensation. Non-zero motion vectors are transmitted
differentially with reference to the last ransmitted motion vector.

The transmitted vectors usually have a precision of half a pel. The maximum range of the vector is set by
the forward_f parameter in the picture header. Sometimes, if the motion is unusually large, the range may
be doubled and the accuracy reduced to integer pels, by the full_pel_forward_vector bit in the picture header.

A positive value of the horizontal or vertical component of the motion vector signifies that the prediction is
formed from pels in the referenced picture which are spatially to the right or below the pels being predicted.

Not all macroblocks in a P-picture necessarily use motion compensation. Some macroblocks, as defined by
the transmitted macroblock type (see table B.2b), may be intra-coded, and these are reconstructed without
motion compensation. Full details defining the method of decoding the vectors and constructing the
motion-compensated macroblock are given in 2.4.4.2,

P-picture 8 in figure D.23 uses forward motion compensation from picture 5. P-pictures always use
forward motion compensation from the last ransmitted 1 or P-picture.

B-pictures may use motion compensation from the previous I or P-picture, from the next (in display order) [
or P-picture, or both; i.e., from the last two transmitted I or P-pictures.

Prediction is called forward if reference is made to a picture in the past and called backward if reference is
made 0 a picture in the future. For example, B-picture 3 in figure D.23 uses forward motion compensation
from I-picture 2, and backward motion compensation from P-picture 5. B-pictures may use both forward and
backward motion compensation and average the result. This operation is called interpolative motion
compensation.

All three types of motion compensation are useful, and typically are used in coding B-pictures.
Interpolative motion compensation has the advantage of averaging any noise present. Forward or backward
motion compensation may be more useful near the edges of pictures, or where a foreground object is
passing in front of a fixed or slow moving background.

Note that this technique of coding with P and B-pictures increases the coding efficiency. B-pictures can
have greater errors of reconstruction than I or P-pictures to conserve coding bits, but since they are not used
as the basis of motion compensation for future pictures, these errors inay be tolerated.

D.6.2.2 Motion estimation

Motion compensation in a decoder is straightforward, but motion estimation which includes determining the
best motion vectors and which must be performed by the encoder, presents a formidable computational
challenge.

Various methods are available to the encoder. The more computationally intensive methods tend to give
better results, so there is tradeoff to be made in the encoder: computational power, and hence cost, versus
coded video quality.
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Using a search strategy the encoder attempts to match the pels in a3 macroblock with those in a previous or
future picture. The vector corresponding to the best match is reported after the search is completed.

D.6.2.2.1 Block matching criteria

In seeking a maich, the encoder must decide whether to use the decoded past and future pictures as the
reference, or use the original past and future pictures. For motion estimation, use of the decoded pictures by
the encoder gives the smallest error in the error picture, whereas use of the original pictures gives the most
accurate motion vectors. The choice depends on whether the artifacts of increased noise, or greater spurious
motion are judged to be the more objectionable. There is usually little or no difference in quality between
the two methods. Note that the decoder does not perform motion estimation. It performs motion
compensated prediction and interpolation using vectors calculated in the encoder and stored in the bitstream.
in motion compensated prediction and interpolation, both the encoder and decoder must use the decoded
pictures as the references.

Several matching criteria are available. The mean square error of the difference between the motion-
compensated biock and the current block is an obvious choice. Another possible criterion is the mean
absolute difference between the motion-compensated block and the current block.

For half pel shifts, the pel values could be interpolated by several methods. Since the decoder uses a simple
linear interpolation, there is little reason to use a more complex method in the encoder. The linear
interpolation method given in this part of ISO/IEC 11172 is equivalent to the following. Consider four
pels having values A, B, D and E as shown in figure D.24:

A h B
v C
D E

Figure D.24 -- Interpolation of half pel shifts

The value of the horizontally interpolated pel is

=

where the double division symbol means division with roundin

are o be rounded to the next higher value. Thus if A =4 and

er, alf integer valuesg
€r cger valug

= 0 then h = 6.5 which i roundcd upto7.

wacz

The value of the vertically interpolated pel is

v=(A+D)/?2

c=(A+B+D+E)//4
D.6.2.2.2 Search range

Once a block matching criterion has been selected, some kind of search smtegy must be adopted. This
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vector depends upon forward_{_code or backward_{_code. The motion vector ranges are given in table D.7.
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Table D.7 -- Range of motion vectors

forward_f_code or Motion vector range
backward_f_ full_pel=0 full_pel=1

1 -8t07,5 -16 0 15

2 -16 10 15,5 -32 to 31

3 -32 to 31,5 -64 to 63

4 -64 t0 63,5 -128 t0 127

5 -128 to 127.5 -256 to 255

6 -256 to 255,5 -512 10 511

7 -512t0 5115 -1024 10 1 023

The range depends on the value of full_pel_forward_vector or full_pel_backward_vector in the picture
header. Thus if all the motion vectors were found to be 15 pels or less, the encoder would usually select
half pel accuracy and a forward_f_code or backward_f_code value of 2.

The search must be constrained to take place within the boundaries of the decoded reference picture. Motion
vectors which refer w pels outside the picture are not allowed. Any bitstrearn which refers to such pels does
not conform to this part of ISO/IEC 11172,

D.6.2.2.3 2-D search strategy

There are many possible methods of searching another picture for the best match to a current block, and a
few simple ones will be described.

The simplest search is a full secarch. Within the chosen search range all possible displacements are
evaluated using the block matching criterion.

The full search is computationally expensive, and practical encoders may not be able to afford the time
required for a full search.

A simple modification of the full search is to search using only integer pel displacements. Once the best
integer match bas been found, the eight neighbouring half-integer pel displacements are evaluated, and the
best one selected as illustrated below:

* *

*
*
*

Y
* * * * * y+1
+ + + y+1.,5
* % + * + * * y+2
+ + + y+2,5
* ¥ * * * y+3
* * * * y+4
X x+1 x+2 x+3 x+4

Figure D.25 -- Integer pel and half pel displacements

Assume that the position x+2,y+2 gives the best integer displacement matching using the selected block
matching criterion, then the encoder would evaluate the eight positions with half pel displacements marked
by + signs in figure D.25. If one of them were a better match then it would become the motion vector,
otherwise the motion vector would remain that of the integer displacement x+2,y+2.

If during the integer pel search, two or more positions have the same block matching value, the encoder can
adopt a consistent tie-breaking rule.

The modified full search algorithm is approximately an order of magnitude simpler than the full search.
Using only integer displacements for the first stage of the search reduces the number of evaluations by a

factor of four. In addition, the evaluations are simpler since the pel differences can be calculated directly and
do not have to be interpolated.
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For some applications even the modified full search may be too time consuming, and a faster search method
may be required. One such method is the logarithmic search.

D.6.2.2.4 Logarithmic search

In this search method, grids of 9 displacements are examined, and the search continued based on a smaller
grid centered on the position of the best match. If the grids are reduced in size by a factor of 3 at each step
then the search is maximally efficient in the sense that any integer shift has a unigue selection path to it.
This method will find the best match only for a rather limited set of image types. A more robust method is
to reduce the size of the grids by a smaller factor at each step, e.g. by a factor of 2. The scaling factors can
also be adjusted to match the search ranges of table D.7.

The method will be illustrated with an example. Consider the set of integer shifts in figure D.26:

#OK K OH ¥ K R K K X K K ¥ % W
¥R O K KD KD XD ¥ ¥ O o ¥
#®OK O R OF K OF K O OR ¥ K K R R
#OX R o= DD ke W DD R e W %
* K KO LWL K K K K ¥ R X K
LR B N S VR I S N R
® O¥ K KWL W X K OE ¥ R OE B ¥
FO¥ K ek e E ok K B %oma ¥ ¥
® K ¥ ¥ ¥ ¥ ¥ X K ¥ K ¥ ¥ ¥ *
¥ K K K K K K K K E KR E K
KoK R R X K KX K OH ¥ K K % K
HOE K e ¥R W e R W % e % % ¥
* % % F ¥ K H K W K K K K O B
K ¥ % ¥ K K O K K K K X ¥ ¥ K
# ¥ K OB X K K B K X K X X F ¥

Figure D.26 -- Logarithmic search method for integer pel shifts

The first grid has a spacing of 4 pels. The first step examines pels at shifts of 0, 4, or -4 pels in each
direction, marked 1 in figure D.26. The best position is used as the center point of the second grid.

Assumne it is the pel marked 1 directly to the left of the center pel. The second grid has a spacing of 2 pels.
The second step examines pels at shifts of 0, 2, or -2 pels in each direction from the center of the new grid,
marked 2 in the figure. The best position is used as the center point of the third grid, assume it is the lower
right pel of the second grid. The third grid has a spacing of 1 pel. The third step examines pels at shifts of
0, 1, or -1 pels in each direction from the center of the grid. The best position is used as the center point of
the fourth grid. The fourth grid bas a spacing of 1/2 pel. The fourth step examines pels at shifts of 0, 1/2,
or -1/2 pels in each direction from the center of the grid using the same method as in the modified full
search. The best position determines the motion vector.

Some possible grid spacings for various search ranges are given in table D.8.

Table D.8 -- Grid spacings for logarithmic searches
forward_f code  Ji RANGE STEPS GRID SPACINGS
1 7,5 4 42112
2 *+15,5 5 8421172
3 +31,5 6 168421112

For P-pictures only forward searches are performed, but B-pictures require both forward and backward
searches. Not all the vectors calculated during the search are necessarily used. In B-pictures either forward
or backward motion compensation might be used instead of interpolated motion compensation, and in both
P and B-pictures the encoder might decide that a block is better coded as intra, in which case no vectors are
ransmitted.

D.6.2.2.5 Telescopic search

Even with the faster methods of the modified full search, or the logarithmic search, the search might be
quite expensive. For example, if the encoder decides to use a maximum search range of 7 pels per picture
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interval, and if there are 4 B-pictures preceding a P-picture, then the full search range for the P-picture would
be 35 pels. This large search range may exceed the capabilities of the encoder.

One way of reducing the search range is to use a telescopic search technique. This is best explained by

illustrating with an example. Consider the aroup of pictures in ficure D27,

& ToNESSERSNA RSV pARY VR PEVAASS e ARR SEp LR A
1 B B B P B B P B B B P
0 1 2 3 4 6 7 8 ¢ 10 11 12

W

Figure D.27 -- Example group of pictures in display order

The encoder might proceed using its selected block matching criterion and D search strategy. For each P-
picture and the preceding B-pictures, it first calculates all the forward vectors, then calculates all the
backward vectors. The first set of pictures consists of pictures 0 through 4.

To calculate the complete set of forward vectors, the encoder first calculates all the forward vectors from
picture 0 to picture 1 using a 2-D search strategy centered on zero displacement. It next calculates all the
forward vectors from picture  to picture 2 using a 2-D search strategy centered on the displaoemems
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to picture 3 using a 2-D search strategy centered on the displacements calculated for the corresponding block
of picture 2. Finally, it calculates all the forward vectors from picture 0 to picture 4 using a 2-D search
strategy centered on the displacements calculated for the corresponding block of picture 3.

To calculate the complete set of backward vectors, the encoder first calculates all the backward vectors from
picture 4 to picture 3 using a 2-D search strategy centered on zero displacement. It next calculates all the
backward veciors from picture 4 10 piciure 2 using a 2-D search straiegy centered on the displacemenis
calculated for the corresponding block of picture 3. Finally, it calculates all the backward vectors from
mrmre 410 mrmrp 1 lmlno a 2-D search strategy centered on the displacements calculated for the

con'espondm g block of plcture 2.

Further methods of motion estimation are given by Netravali and Haskell [1].
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The motion vector of 2 macroblock tends to he well correlated with the vector of the ll'\fF‘\HI\IIQ macroblock
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For example, in a pan all vectors would be roughly the same. Motion vectors are coded using a DPCM
technique to make use of this correlation.

In P-pictures the motion vector used for DPCM, the prediction vector, is set to zero at the start of each slice
and at each intra-coded macroblock. Note that macroblocks which are coded as predictive but which have no
motion vector, also set the prediction vector to zero.

In B-pictures there are two motion vectors, forward and backward. Each vector is coded relative to the
predicted vector of the same type. Both motion vectors are set to zero at the start of each slice and at each
intra~-coded macroblock. Note that predictive macroblocks which have only a forward vector do not affect
the value of the predicted backward vector. Similarly, predictive macroblocks which have only a backward
vector do not affect the value of the predicted forward vector.
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dii
full_pel_backward_vector flags in the picture header determine whether the vectors are defined in half-pel or

A second parameter, forward_f_code or backward_f_code, is related to the number of bits appended to the
VLC codes in table D .9.
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Table D.9 -- Differential motion code.

VLC code Value
0000 0011 001 -16
0000 0011 011 -15
0000 0011 101 -14
0000 0011 111 -13
0000 0100 001 -12
0000 0100 011 -11
0000 0100 11 -10
0000 0101 01 9
0000 0101 11 -8
0000 0111 -7
0000 1001 -6
0000 1011 -5
0000 11 4
0001 1 -3
0011 2
011 -1
1 0
010 1
0010 2
0001 0 3
0000 110 4
0000 1010 5
0000 1600 6
0000 0110 7
0000 0101 10 8
0000 0101 00 9
0000 0100 10 10
0000 0100 010 11
0000 0100 000 12
0000 0011 110 13
0000 0011 100 14
0000 0011 010 15
0000 0011 000 16
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Advantage is taken of the fact that the range of displacement vector values is constrained. Each VLC
represents a pair of difference values. Only one of the pair will yield a motion vector falling within the

permitted range.

The range of the vector is limited to the values shown in table D.7. The values obtained by decoding the
differential values must be kept within this range by adding or subtracting a modulus which depends on the

f value as shown in table D.10.

Table D.10 -- Modulus for motion vectors

forward_f_code
or backward_f code

MODULUS

~I N B D RS e

32

64
128
256
512
1024
2 048
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The use of the modulus, which refers only to the numbers in tables D.8 through D.10, will be illustrated
by an example. Assume that a slice has the following vectors, expressed in the units set by the full pel
flag.

310 30 30-14-16 27 24

The range is such that an f value of 2 can be used. The initial prediction is zero, so the differential values
are

3 720 0-44-243 3

The differential values are reduced 10 the range -32 o +31 by adding or subiracting the modulus 64
corresponding to the forward_f_code of 2.

3720 020 -2-21 -3

To create the codeword, (mvd + (sign(imvd)*(forward_f-1) ) ) is divided by forward_f. The signed quotient of
this division is used to find a variable length codeword from table D.9. Then the absolute value of the
remainder is used to generate a fixed length code that is concatenated with the variabie iength code. The
codes generated by this example are shown below:

Value VLC Code
3 00100
7 0000 1100
20 0000 0100 101
0 1
20 0000 0100 101
2 0111
21 0000 0100 0110
3 00110

D.6.3 Coding I-pictures

In coding I-pictures, the encoder has two main decisions to make that are not mandated by this part of
ISO/MEC 11172, These are: how to divide the picture up into slices, and how to set the quantizer scale.

D.6.3.1 Slices in l-pictures

Division of the picture into slices is described in D.54.

D.6.3.2 Macrobiocks in [-pictures
22 4 BRacpabuimalsr $irmme fon B mnimdormon s
B WP e § WAL IVIVOR LY PSS i ITPILLUEISS

There are two types of macroblock in I-pictures. Both use intra coding. One uses the current quantizer
e

scale, whereas the other defines a new value for the quantizer scale. They are idel{tjﬁ_e:d in the coded
bitstream by the VLC codes given in table D.11.

Table D.11 -- Macroblock type VLC for I-pictures (table B.2a.)

TYPE || QUANT | VLC
inta-d 1
intra-g “ 1 01

The types are referred to names in this annex. Intra-d is the default type where the quantizer scale is not
changed. Intra-q sets the quantizer scale.

In order to allow for possible future extension to MPEG video, the VLC for intra-q is 01 rather than 0.
Additional types could be added to this table without interfering with the existing entries. The VLC table is
thus open for future additions, and not closed. A policy of making the coding tables open in this way was
adopted by in developing this part of ISO/IEC 11172, The advaniage of future exiension was judged to be
worth the slight coding inefficiency.
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D.6.3.2.2 Quantizer scale

If the macroblock type is intra-q, then the macroblock header contains a five-bit integer which defines the
quantizer scale. This is used by the decoder to calculate the DCT coefficients from the transmitted quantized
coefficients. A value of 0 is forbidden, so the quantizer scale can have any value between 1 and 31
inclusive.

Note that also the quantizer scale is set in a slice header.

If the block type is intra-d, then no quantizer scale is transmitted and the decoder uses the previously set
value. For a discussion on strategies encoders might use to set the quantizer scale, see D.6.1.

Note that the cost of transmitting a new quantizer scale is six bits: one for the extra length of the
macroblock type code, and five to define the value. Although this is normally a small fraction of the bits
allocated to coding each macroblock, the encoder should exercise some restraint and avoid making a large
number of very small changes.

D.6.3.3 DCT transform

The DCT is illustrated in figure D.28.
u, increasing

X _ horizontal frequency
y v, increasing
Y y Vvertical frequency
(a) Pels () DCT Coefficients
Figure D.28 -- Transformation of pels to coefficients

The pels arc shown in raster scan order, whereas the coefficients are arranged in frequency order. The top left
coefficient is the dc term and is proportional to the average value of the component pel values. The other
coefficients are called ac coefficients. The ac coefficients 10 the right of the dc coefficient represent
increasing horizontal frequencies, whereas ac coefficients below the dc coefficient represent increasing
vertical frequencies. The remaining ac coefficients contain both horizontal and vertical frequency
components. Note that an image containing only vertical lines contains only horizontal frequencies.

The coefficient array contains all the information of the pel array and the pel array can be exactly
reconstructed from the cocefficient array, except for information lost by the use of finite arithmetic precision.

The two-dimensional DCT is defined as

1

7 7
F(u,v) = 1 E’O y;o f (x,y) cos (m(2x+1)u/16)cos (m(2y+1)v/16)
X: e
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with:  u,v,x,y=0,1,2, .7
where  x, y = spatial coordinates in the pel domain
u, v = coordinates in the transform domain
C(u) =1/¥2foru=0
Cv) =1/42forv=0
= ] otherwise

This transform is separable, i.e. a one-dimensional DCT transform may be applied first in the horizontal
direction and then in the vertical direction. The formula for the one dimensional transform is:

,
F(u) =% Clw) I f(x)cos(n(2x+1)u/16)
x=0
C(u) IN2 foru=0

1 otherwise

Fast DCT wransforms exist, analogous to fast Fourier transforms. See reference [3].

The input pel values have a range from 0 to 255, giving a dynamic range for the dc coefficient from 0 to

2 040. The maximum dynamic range for any ac coefficient is about -1 000 to 1 000. Note that for P and
B-pictures the component pels represent difference values and range from -255 to 255. This givesa
maximum dynamic range for any coefficient of about -2 000 to 2 000. The encoder may thus represent the
coefficients using 12 bits whose values range from -2 048 to 2 047.

D.6.3.4 Quantization

Each array of 8 by 8 coefficients produced by the DCT transform operation is quantized to produce an 8 by 8
array of quantized coefficients. Normally the number of non-zero quantized cocfficients is quite simall, and
this is one of the main reasons why the compression scheme works as well as it does.

The coefficients are quantized with a uniform quantizer. The characteristic of this quantizer, only for I-

blocks, is shown below:
index ]

Coefficent

Figure D.29. -- Uniform quantizer characteristics

The value of the coefficient is divided by the quantizer step size and rounded to the nearest whole number to
produce the quantized coefficient. Half integer values may be rounded up or down without directly affecting
image quality. However, rounding towards zero tends to give the smallest code size and so is preferred. For
example, with a step size of 16 all coefficients with values between 25 and 40 inclusive would give a
quantized coefficient of 2.
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The quantizer step size is derived from the quantization matrix and the quantizer scale. It can thus be
different for different coefficients, and may change between macroblocks. The only exception is the dc
coefficient which is treated differently.

The eye is quite sensitive to large area luminance errors, and so the accuracy of coding the dc value is fixed.
The quantizer step size for the dc coefficients of the luminance and chrominance components is fixed at
eight. The dc quantized coefficient is obtained by dividing the dc coefficient by eight and rounding to the
nearest whole number. This effectively quantizes the average dc value to one part in 256 for the

reconsirucied [.Elb

For example, a dc coefficient of 21 is quantized to a value of 3, independent of the value of the quantizer
scale.

The ac coefficients are quantized using the intra quantization matrix. The quantized coefficient i[u,v] is
produced by quantizing the coefficient c[u,v] for I-blocks. One equation is given by the formula:

ilu,v] = 8 * efu,v] // (g ¥ mlu,v])

where m{u,v] is the corresponding element of the intra quantization matrix, and q is the quantizer scale. The
quantized coefficient is limited to the range -255 to +255.

The intra quantization matrix might be the default matrix, or it might have been downloaded in the sequence
DRAE Cadina
D.6.3.5 Coding
The top left coefficient in figure D.28b is called the dc coefficient, the remainder are called ac coefficients.

The dc coefficient is correlated with the dc coefficient of the preceding block, and advantage is taken of this
in coding. The ac coefficients are not well comrelated, and are coded independently.

After the dc coefficient of a block has been quantized it is coded losslessly by a DPCM technique. Coding

nf thna lasenmimon s LN PR 1 thin a rmnnenhincl: Fallagrn tha enctar cnnm Aedne of Figraen e Nsn 2 Thoao tha

U UG IUIMIGENRA, UEUURD 'wnuuu A HBIGVIUUIAR lUllUWB LR 1B Dbl WVIUTE UL usulc A7, 0 \F W . Luuo U
dc value of block 3 becomes the dc predictor for block 0 of the following macroblock. The dc value of each
chrominance block is coded using the dc value of the corresponding block of the previous macroblock as a
predictor. At the beginning of each slice, all three dc predictors for Y, Cb and Cr, are set to 1 024 (128*8).

The differential dc values thus generated are categorized according to their absolute value as shown in table
D.12.

Table D.12. -- Differential dc size and VLC

DIFFERENTIAL DC SIZE VLC CODE VLC CODE
(absolute value) {(luminance) {chrominance)
0 0 100 00

1 i 00 01

2t03 2 01 10

4107 3 101 110

810 15 4 110 1110

16 10 31 5 1110 11110
321w 63 6 11110 1111 10

64 to 127 7 1111 10 1111 110
128 to 255 8 1111 110 1111 1110

The size is transmitted using a VLC. This VLC is different for luminance and chrominance since the
statistics are different.

The size defines the number of additional bits required to define the level uniquely. Thus asize of 6 is
followed by 6 additional bits. These bits define the level in order, from low to high. Thus the first of these

extra bits gives the sign: 0 for negative and 1 for positive. A size of zero requires no additional bits,

The additional codes are given in table D.13.
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-- Differential dc additional code

DIFFERENTIAL DC i SIZE ADDITIONAL CODE
-25510-128 8 0000000 10 01111111
-127 to -64 7 0000000 to 0111111
6310 -32 6 000000 10 011111
-31 to -16 5 00000 10 01111
-1510 -8 4 0000 to 0111
Tt0-4 3 000 to 011
Jt0-2 2 00 1o 01
-1 i 0
0 0
1 1 1
2w3 2 1010 11
407 3 100 to0 111
8t 15 4 1000 10 1111
16 t0 31 5 10000 10 11111
321063 6 100000 10 111111
64 to 127 7 1000000 10 1111111
128 10 255 8 10000000 10 11111111

For exampile, a luminance dc change of 10 would be coded as 1101010. table D.12 shows that the first
three bits 110 indicate that the size is 4. This means that four additional bits are required to define the exact
value. The next bit is a 1, and table D.13 shows that the differential dc value must be somewhere between
8 and 135 inclusive. The last three bits, 010, show that the exact value is 10.

dc quantized coefficienis by foliowing the inverse procedure.

The ac quantized coefficients are coded using a run length and level technique. The quantized coefficients are
first scanned in the zigzag order shown in figure D.30.

Increasing Horizontal Frequency

Vs
e
10/

15 16 28 29

14 17 27 20 43

x/ o S

P < ()

13 18 26 31 42 44
12 19 25 32 41 45 54
11 20 24 33 40 46 53 55
21 43 34 39 47 52 56 61
22 35 38 48 51 57 60 62

Frequency
V 36 37 49

[52]
[
0
@
oy
o

63 54

Figure D.30. -- Quantized coefficient block in zigzag scan order

The scanning order starts at 1, passes through 2, 3 etc in order, eventmlly reaching 64 in the bottom right

LAJTRICT. I‘UI cxmuplc, Lllt.
quantized coefficients in figure D.31 produce the list of run lengths and levels in table D.14.

A fanath AFa mn io tha e PO AR5 RSUNPY « RPN SR SR

rhu SUBIEOR WL A KL XD Ul lll.ullt"(/l (8} 2 eiie) qu(lllliLCU LUCHIL,ICIIL& bl\lppéu OVEr.
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Figure D.31. -- Example quantized coefficients

Table D.14. -- Example run lengths and levels

RUN-LENGTH {| LEVEL
1 2
0 4
0 -3
3 -5
0 1
14 130
end

The scan starts at position 2 since the top left quantized coefficient is coded separately as the dc quantized
cocfficient.

Using a zig zag scan rather than a raster scan is more efficient as it gives fewer runs and can be coded with

ghrrtne UT Y nndae
SEAUB LS ¥ L LURUALD,

The list of run lengths and levels is coded using table D.15 Not all possible combinations of run length
and level are in these tables, only the more common ones. For combinations not in the tables, an escape
sequence is used. In table D.15, the last bit 's’ denotes the sign of the level; 0 means a positive level and 1
means a negative level. The escape code is used followed by the run length derived from table D.16 and then
the level from table D.17.
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Table D.15, -- Combinat

ion s
DCT quantized coefficients. s = 0 for
positive level, s = 1 for negative level

RUN LEVEL VLC CODE RUN LEVEL VLC CODE
EOB 10 2 1ho101 s
0 17 Is IF {st COEFF 2 21 0000 100s
0 1§ lis NOT ist COEFF 2 380000 0010 11s
0 240100 s 2 41| 0000 0001 0100 s
0 300010 1s 2 51 0000 0000 1010 0s
0 41 0000 110s 3 tfoor! is
0 $I 0010 0110 s 3 280010 0100 s
0 61 0010 0001 5 3 3§ 0000 0001 1100 s
0 78 0000 0010 10s 3 41 0000 0000 1001 1s
0 81 0000 0001 1101 s 4 1{]o0t1 0s
0 9 0000 0001 1000 s 4 2] 0000 0011 11s
0 100 0000 0001 0011 s 4 3 J 0000 0001 0010 s
0 111 0000 0001 0000 s 5 1l 0001 115
0 12 0000 0000 1101 Os 5 211 6000 0010 Ols
0 13§ 0000 0000 1100 1s 5 3 1 0000 0000 1001 Os
0 14} 0000 0000 1100 0s 6 1§ 0001 Ols
0 15E 0000 0000 1011 1s 6 20 0000 0001 1110 s
0 16 0000 0000 0111 s 5 34 0000 0000 0001 0100s
0 178 0000 0000 0111 10s 7 1 1 0001 00s
0 181 0000 0000 0111 Ols 7 21 0000 0001 0101 s
0 19§ 0000 0000 0111 00s 8 1H0000 111s
0 201 0000 0000 0110 1ls 8 21 0000 0001 0001 s
9 217 0000 0000 0110 10s 9 180000 101s
0 221 0000 0000 0110 01s 9 21 0000 0000 1000 1s
0 231 0600 0000 0110 00s 10 110010 O111 s
0 245 0000 0000 0101 11s 10 2 £ 0000 0000 1000 0s
) 251 0000 0000 0101 10s 1t 110010 0011 s
0 26 0000 0000 0101 Ols it 2 § 0000 0000 0001 1010s
0 27'000000000101 00s 12 18 0010 0010 s
o 280 0000 0000 0100 11s 12 2 § 0000 0000 0001 1001s
0 298 0000 0000 0100 10s 13 1§ 0010 0000 s
0 301 0000 0000 0100 Ols 13 2 £ 0000 0000 0001 1000s
0 311 0000 0000 0100 00s 14 14 0000 0011 10s
0 320 0000 0000 0011 000s 14 21 0000 0000 0001 Ol1is
0 338 0000 0000 0010 111s 15 11 0000 0011 Ols
o 34§ 0000 0000 0010 110s 15 2§ 0000 0000 0001 0110s
0 35'000000000010 101s 16 18 0000 0010 00s
0 368 0000 0000 0010 100s 16 21 000 0000 0001 0101s
0 375 0000 0000 0010 O11s 17 1§ 0000 0001 1111 s
0 38§ 0000 0000 0010 010s 18 1} 0000 0001 1010 s
o 395 0000 0000 0010 00is 1% i § 0000 0001 1001 s
0 40§ 0000 0000 0010 000s 20 1§ 0000 0001 0111 s
1 1olts 21 11 0000 0001 0110 s
1 2% 0001 10s 22 1] 0000 0000 1111 1s
1 300010 0101 s 23 11 6000 0000 1111 Os
i 48 0000 0011 O0s 24 14 0000 0000 1110 is
1 sloooooom 1011 s 25 1 § 0000 0000 1110 Os
1 6§ 0000 0000 1011 Os 26 1 1 0000 0000 1101 1s
1 78 0000 0000 1010 Is 27 1 B 0000 0000 0001 1111s
1 8§ 0000 0000 0011 I11s 28 1§ 0000 0000 000! 1110s
i 500 0000 0011 110s 25 1 8 GO0 G000 0001 1101s
1 107 6000 0000 0011 101s 30 1 8 0000 0000 0001 1100s
1 0000 0000 0011 100s 31 11 0000 G000 0001 1011s
1 12] 0000 0000 0011 O11s ESCAPE 0000 01
1 131 06000 CO0G 0011 010s
i 41§ 6000 0000 0011 001s
1 151 0000 0000 0001 001 1s
1 0000 0000 0001 0010s
1 172 0000 0000 0001 0001s
1 181 0000 0000 0001 0000s
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Table D.16. -- Zero run length codes

RUN-LENGTH ji CODE
0000 00

OO N1

VUUY UL

0000 10

O

62l 1111 10
63l 1111 11

Table D.17. -- Level codes for DCT quantized coefficients

BVET CODE
i

LEVEL CODE

-256 )| FORBIDDEN
22551 1000 0000 0000 0001

SO R LU VRSV UUUY U R

25411 1000 0000 0000 0010

-129]] 1000 0000 0111 1111
-128§ 1000 0000 1000 0000
-127} 1000 0001
-126 ) 1000 0010

=24 1111 1110
-1g 1111 1111
0{ FORBIDDEN
1§ 0000 0001
2§ 0000 0010

12600111 1110
12740111 1111
1281 0000 0000 1000 0000

12911 6000 6000 1000 0001

254[ 0000 0000 1111 1110
255 0000 0000 1111 1111

Using tables D.15 through D.17 we can derive the VLC codes for the example of table D.14:

Table D.18. -- Example run lengths, values, and VLC codes

RUN | VAIUE § VLC CODE COMMENT

0000 0100 0011 1111 1011 €sC seq

1

110

AR BIAR 1130 1A B0

0000 G160 1110 0000 0000 1000 0010 esc seq
10

LD

WSO
Emilnito b
S
=)

Sk
—

i4 1

EOB

The first three codes in table D.18 are derived directly from table D.15. The next code is derived indirectly
since table D.15 does not contain an entry corresponding to a run length of 3 and a level of 5. Instead the
escape code 000001 is used. This is followed by the six-bit code 000011 from table D.16 indicating a run
length of 3. Lastly the eight-bit code from table D.17 (11111011 - indicating a level of -5) is appended.

After the last coefficient has been coded, an FOB code is used to inform the decoder that there are no more

PRSI Y .. S SNSRI AR < I SO I 1 DRI L & VEDIE 7S o SR DU B Pt TR SO
qudlluLCU COCLLICICTHS i WIC LUTITHE 6 UY 6 DIUCK. 1IN [LUD COUC 15 UDEU CVED I WiC st Uity

coefficient is at the bottom right of the block.
There are two codes for the 0,1 run length, level combination, as indicated in table D.15. Intra block

coding always has the first quantized coefficient, the dc quantized coefficient, coded using the dc size method.
Consequently intra blocks always use the code 11s to denote a run length, level combination of 0,1. It will
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be seen later that predictively coded blocks code the de quantized coefficient differently, and may use the
shorter code.

D.6.4 Coding P-pictures

As in I-pictures, each P-picture is divided up into one or more slices, which are, in turn, divided into
macroblocks, Coding is more complex than for I-pictures, since motion-compensated macroblocks may be
constructed. The difference between the motion compensated macroblock and the current macroblock is
transformed with a two-dimensional DCT giving an array of 8 by 8 transform coefficients. The coefficients
are quantized to produce a set of quantized coefficients. The quantized coefficients are then encoded using a
run-length value technique.

As in I-pictures, the encoder needs to store the decoded P-picture since this may be as startmg pomt

for motion comnensation. Therefore, the encoder will reconstruct the image from the guant icients.

2GRV LOIRPLAsQUUl,  1OUITION, Wl Lalull 22 ARARRAIULL G Miass il Hu tu-\—lm COCIEx

In coding P-pictures, the encoder has more decisions to make than in the case of I-pictures. These decisions
are: how to divide the picture up into slices, determine the best motion vectors to use, decide whether (o
code each macroblock as intra or predicted, and how to set the quantizer scale,

D.6.4.1 Slices in P-pictures

P-pictures are divided into slices in the same way as [-pictures. The same considerations as to the best
method of dividing a picture into slices apply, see D.5.4.

D.6.4.2 Macroblocks in P-pictures

Slices are divided into macroblocks in the same way as for I-pictures. The major difference is the

crmanlawitey smtomdisand Tues cun s aaam n bl

COmpICXily mtroGucea oy motion mpcubauui‘l

The macroblock header may contain stuffing. The position of the macroblock is determined by the
macroblock address. Whereas the macroblock address increment within a slice for I-pictures is restricted to
one, it may be larger for P-pictures. Any macroblocks thus skipped over are called "skipped macroblocks”.
The decoder copies them from the previous picture into the current picture. Skipped macroblocks are as
predicted macroblocks with a zero motion vector for which no additional correction is available. They
require very few bits o transmit.

D.6.4.2.1 Macroblock types in P-pictures
There are cight types of macroblock in P-pictures:

Table D.19 -- Macroblock type VLC for P-pictures (table B.2b)

TYPE VLC INTRA MOTION CODED QUANT

FORWARD PATTERN
pred-mc 1 0 1 1 0
pred<c 01 0 0 1 0
pred-m 001 0 1 0 0
intra-d 0001 1 1 0 0 0
pred-meq 0001 0 0 1 1 1
pred-og 0000 1 0 0 1 1
intra-q 0000 01 i 0 0 i
skipped N/A

Not all possible combinations of motion compensation, coding, quantization, and intra coding occur. For
example, with intracoded macroblocks, intra-d and intra-g, motion vectors are not transmitted.

Skipped macroblocks have no VLC code. Instead they are coded by having the macroblock address
increment code skip over them.
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D.6.4.2.2 Quantizer scale

If the macroblock type is pred-mcq, pred-cq or intra-q, i.e. if the QUANT column in table D.19 hasa 1,
then a quantizer scale is transmitted . If the macroblock types are pred-mc, pred-c or intra-d, then the DCT
correction is coded using the previously established value for the quantizer scale.

D.6.4.2.3 Motion vectors

If the macroblock type is pred-m, pred-mc or pred-mq, i.e. if the MOTION FORW ARD column in table
D.19 has a 1, then horizontal and vertical forward motion vectors are transmited in succession..

D.6.4.2.4 Coded block pattern

If the macroblock type is pred-c, pred-mc, pred-cq or pred-mcq, i.e. if the CODED PATTERN column in
table D.19 has a 1, then a coded block pattemn is transmitted. This informs the decoder which of the six
blocks in the macroblock are coded, i.e. have ransmitted DCT quantized coefficients, and which are not
coded, i.e. have no additional correction after motion compensation.

The coded block pattern is a number from 0 to 63 that indicates which of the blocks are coded, i.e. have at
least one transmitted coetficient, and which are not coded. To understand the structure of the coded block
pattern, we refer to figure D.5 and introduce the vanables PN to indicate the status of each of the six blocks.

If block N is coded then PN has the value one, if it is not coded then PN is zero. The coded block pattern is
defined by the equation:

CBP = 32%P0 + 16*P1 + 8*P2 + 4*P3 + 2*P4 + P5
This is equivalent to the definition given in 2.4.3.6,

For example, if the top two luminance blocks and the Cb block are coded, and the other three are not, then
PO=1,P1=1,P2=0,P3=0,P4 =1, and P5 = 0. The coded block pattern is:

CBP =32*1 + 16*1 + 8*0 + 4%0 + 2*1 + 0= 50
Certain patterns are more common than others. Advantage is taken of this fact to increase the coding
efficiency and transmit a VLC representing the coded block pattern, rather than the coded block pattern
itself. The VL.C codes are given in table D.20.

Table D.20 -- VLC table for coded block pattern

CBP | VLC CODE CBPJ| VLC CODE CBPJ| VLC CODE
60§ 111 5[10010 111 51 }1 0001 0010
4§ 1101 G 0010 110 23 § 0001 0001
&1 1100 1710010 101 43 § 0001 0000
16} 1011 33} 0010 100 25 #0000 1111
32 1010 610010011 37 | 0000 1110
120 1001 1 104 0010 010 26 || 0000 1101
481110010 18§ 0010 001 38 10000 1100
20 1000 1 34 0010 000 29 10000 1011
40§ 1000 0 7)1 0001 1111 45 {10000 1010
28101111 11§ 0001 1110 53 1 0000 1001
440101110 19 0001 1101 57 10000 1000
52J10110 1 35} 0001 1100 30 J1 0000 0111
5601100 13} 6001 1011 46 |1 0000 0110
1§ 0101 1 498 0001 1010 54 §1 0000 0101
61110101 0 211 0001 1001 58 § 0000 0100
20100 1 41} 0001 1000 31 00000011 1
62110100 0 14 0001 0111 47 §1 00000011 0
24§ 0011 11 501 0601 0110 55 10000 0010 1
36{10011 10 221 6001 0101 59 10000 00100
31001101 4210001 0100 27 §0000 0001 1
6310011 00 1511 0001 0011 39 J10000 0001 0
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YAV

us the coded block pattern of the previous example, 50, would be represented by the code "00010110".

Note that there is no code representing the state in which none of the blocks are coded, a coded block pattern
equal to zero. Instead, this state is indicated by the macroblock type.

For macroblocks in I-pictures, and for intra coded macroblocks in P and B-pictures, the coded block pattern
is not transmitted, but is assumed to have a value of 63, i.e. all the blocks in the macroblock are coded.

'I‘ne use of coded block patterns instead of transmitting end of block codes for all blocks follows the practice

PSRt PrLuee & Sy V4 |

c&uuuncuuauun 13,401,

D.6.4.3 Selection of macroblock type

An encoder has the difficult task of choosing between the different types of macroblocks.

An exhaustive method is to try coding a macroblock to the same degree of accuracy using each type, then

choose ihe lpr that wqum:a ihe icast number of LUUlllg bits.

way 1o or de -;hese decisions is:
1:
2
3

4:

ethod, and one that is computationally less expensive, is to make a series of decisions. One

= Rt o

motion compensation or no motion compensation, i.e. is a motion vector transmitted or
is it assumed to be zero.

intra or non intra coding, i.e. is the macroblock type intra or is it predicted using the
motion vector found in step 1.

if the macroblock type is non-intra, is it coded or not coded, i.e. is the residual error large

AR LY 435 Al CIPOD a8

enough to be coded using the DCT transfonn.
decide if the quantizer scale is satisfactory or should be changed.

These decisions are summarized in figure D.32.

Quant Pred-mcq
Coded T
. 1No Quant Pred-mc
Non-Intra
Not coded Pred-m
MC
Quant Intra-g
Intra
1No Quant Intra-d
Begin
g Coded Cuant Pred-cq
e
|N0 Quant __ Pred¢
Non-Intra
Not coded Skipped
I NoMC ]
ant Intra
Intra : =
Thin fheant Tnnn_d
Figure D.32 -- Selection of macroblock types in P.pictures

The four decision steps are discussed in the next four clauses.

D.6.4.3.1 Motion compensation decision

The encoder has an option whether to transmit motion vectors or not fr predictive-coded macroblocks. 1If

the motion vector is zero then some code may be saved by not transmitting the motion vectors. Thus one

algorithm is to search for the best match and compare the error of the predicted block with that formed with
a zero vector. If the motion-compensated block is only slightly better than the uncompersated block, using
the selected block matching criterion, then the zero vector might be used to save coding bits.
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1 1172 was as follows.

The block-matching criterion is the sum of absolute differences of all the luminance pels in a macroblock,
when compared with the motion-compensated macroblock. If the sum is M for the motion-compensated
block, and Z for the zero vector, then the decision of whether to make use of the motion vector is defined by
figure D.33.

y=M/256
7
& ptl]
s No MC T
y=xX/1,1 " "
4 —
3 B - JOOUOENNNN
27 0.
2
| e MO
0 O‘Sﬁ .....................................
4] 1 2 3 4 3 6 7
X=Z/256

Figure D.33 -- Characteristic MC/No MC
Points on the line dividing the No MC (no motion compensation, i.e. zero vector), from the MC (motion
compensation) regions, are regarded as belonging to the no motion compensation region.

It can be seen that if the error is sufficiendy low, then no motion compensation should be used. Thus a
way to speed up the decision is to examine the zero vector first and decide if it is good enough.

The foregoing algorithm was designed for ielecommunications sequences in which the camera was fixed, and
in which any movement of the background caused by the "drag along effect” of nearby moving objects was
very objectionable. Great care was taken to reduce this spurious motion, and this accounts for the curious
shape of the boundary between the two regions in figure D.33,

D.6.4.3.2 Intra/non-intra coding decision

After the encoder has determined the best motion vector, it is in a position to decide whether to use it, or
disregard it entirely and code the macroblock as inra. The obvious way to do this is to code the block as
intra, and compare the total number of bits required when coded as motion compensated plus correction with
the same quantizer scale. The method using the fewest bits may be used.

This may be too compu!atjonaliy expensive for the encoder to do, and a faster al gorimm may be required.
Fhao crsrh aloameiobheons iond S0 sdhn clfenalae? i oo PR e 2 o smmet 8 TQOVTTINN 1117973
Ui suchn ALEULARNEE, WHLU 188 LD SHTtauon lHUUCl uu1 lllg {ic UCVCIU})IHCHL Ul uus lqul UL B3N, L1871 L,
was based on the variance of the luminance component of the macroblock. The variance of the current
macroblock and of the difference macroblock (cusrent - motion-compensated previous) is compared. Itis

calculated using the method represented by the following C program fragmem Note that in calculaung the
variance of the difference macroblock, the average value is assumed to be zero.
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int pelp[16][16]; /* Pel values in the Previous macroblock after motion compensation */
int pelc[16]{16]; /* Pel values in the Current macroblock */
long dif; /* Difference between two pel values */
long sum; /* Sum of the current pel values */
long vard; ¥ Variance of the Difference macroblock */
long varc; /*Variance of the Current macroblock */
int x,y; /* coordinates */
sum = 0;
vard = {;
varc = 0;

for (y=0;y<16;y++) {
for (x=0;x<16;x++) {
sum = sum + pelc{y]ix];
varc = varc + (pelc[yl[x]*pelc{y][x]);
dif = pelc[yl{x] - pelplyl{x];
vard = vard + (dif*dif);
3
i
vard = vard/256; /* assumes mean is close (o zero */
varc = ( varc/256 ) - ( (sum/256)*(sum/256) );

The decision as to whether to code as intra or non intra is then based on figure D.34.

varc

Non-iIntra e
192 / ......
108 b e T

P oI intra - -
64 / a2 e
0 64 128 192 256
vard
Figure D.34 -- Characieristic intra/non-inira

Points on
region.

arded as belonging to the non-int

D.6.4.3.3 Coded/not coded decision

The choice of coded or not coded is a result of quantization; when all coefficients are zero then a block is not
coded. A macroblock is not coded if no block in it is coded, else it is coded.

D.6.4.3.4 Quantizer/no quantizer decision

Generally the quantizer scale is changed based on local scene content to improve the picture quality, and on
the buffer fullness of the model decoder to prevent overflow and underflow.

D.6.4.4 DCT transform

Coefficients of intra blocks are transformed into quantized coefficients in the same way that they were for
intra blocks in I-pictures. Prediction of the dc coefficient differs, however. The dc predicted values are all

set to 1 024 (128*8) for intra blocks in P and B-pictures, unless the previous block was intra coded.
Coefficients of non-intra blocks are coded in a similar way. The main difference is that the coefficients to

be transformed represent differences between pel values rather than the pel values themselves. The
differences are obtained by subiracting the motion-compensated pel values from the previous picture from
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. R,

ihe pel values in the current macrobiock. Since ihe coding is of differences, there
the dc term.

o

$ no spatial prediction of

D.6.4.5 Quantization of P-pictures
Intra macroblocks in P and B-pictures are quantized using the same method as described for I-pictures.

Non-inira macrobiocks in P and B-pictures are quantized using the quantizer scale and the non-intra
quantization matrix. Both dc and the ac coefficients are quantized the same way.

The following quantization formula was derived by inverting the reconstruction formula given in 2.4.4.2,
Note that the divisor indicates truncation towards zero.

int coefforig; /* original coefficient */

int coeffgant; /* quantized coefficient */

int coeffrec; * reconstructed coefficient */

int naomateiye f¥ mAan_inten anantizaotinn matey ¥/
BRAL l.ll\.llllau Mgy i BRLJRETAREUACE \.luauumuuu EEIQAUL A A i
int quantscale; /* quantizer scale */

coeffgant = (8 * coefforig) / (quantscale * nigmatrix);

The process is illustrated below:

nigmatrix 16 16 16 16 16
quaniscale 10 10 10 10 10
coefforig -39--20  -19~19  20~30 40~59 60-79
coeflgant -1 0 1 2 3
coeffrec 29 0 29 49 69

The last line shows the reconstructed coefficient values. The following diagram shows the characteristics of
this quantizer. The {lat spot around zero gives this type of quantizer its name: a dead-zone quantizer.

Quantized Coeff |

Coefficent

—

Figure D.35 -- Dead zone quantizer characieristic

Deds diing of quanﬁﬂad enefficients

D.6.4.6.1 Coding of intra blocks
Intra blocks in P-pictures are coded the same way as intra blocks in I-pictures. The only difference lies in

the prediction of the dc coefficient. The dc predicted value is 128, unless the previous block was intra
coded.
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D.6.4.6.2 Coding of non-intra blocks

The coded block pattern is transmitted indicating which blocks have coefficient data. These are coded in a
similar way to the coding of intra blocks except that the dc coefficient is coded in the same way as the ac
coefficients.

D.6.5 Coding B-pictures

As in | and P-pictures, each B-picture is divided up into one or more slices, which are, in turn, divided into
macroblocks. Coding is more complex than for P-pictures, since several types of motion compensated
macroblock may be constructed: forward, backward, and interpolated. The difference between the motion-
compensated macroblock and the current macroblock is transformed with a two-dimensional DCT giving an
array of 8 by 8 transform coefficients. The coefficients are quantized to produce a set of quantized
coefficients. The quantized coefficients are then encoded using a run-length value technique.

The encoder does not need to store the decoded B-pictures since they will not be used for motion
compensation.

In coding B-pictures, the encoder has more decisions to make than in the case of P-pictures. These
decisions are: how to divide the picture up into slices, determine the best motion vectors to use, decide
whether to use forward or backward or interpolated motion compensation or to code as intra, and how to set
the quantizer scale.

D.6.5.1 Slices in B-pictures

B-pictures are divided into slices in the same way as I and P-pictures. Since B-pictures are not used as a
reference for motion compensation, errors in B-pictures are slightly less important than in I or P-pictures.
Consequently, it might be appropriate to use fewer slices for B-pictures.

D.6.5.2 Macroblocks in B-pictures

Slices are divided into macroblocks in the same way as for I-pictures.

The macroblock header may contain stuffing. The position of the macroblock is determined by the
macroblock address. Whereas the macroblock address increment within a slice for I-pictures is restricted to
one, it may be larger for B-pictures. Any macroblocks thus skipped over are called "skipped macroblocks”.
Skipped macroblocks in B-pictures differ from skipped macroblocks in P-pictures. Whereas in P-pictures
skipped macroblocks have a motion vector equal to zero, in B-pictures skipped macroblocks have the same
motion vector and the same macroblock type as the previous macroblock, which cannot be intra coded. As
there is no additional DCT correction, they require very few bits to transmit.

The next field in the macroblock header defines the macroblock type.
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D.6.5.2.1 Macroblock types in B-pictures

There are 12 types of macroblock in B-pictures:

Table D.21 -- Macroblock type VLC for B-pictures (table B.2d)

TYPE VLC INTRA MOTION MOTION CODED QUANT
il FORWARD | BACKWARD | PATTERN

pred-i 10 0 1 1 0 0
pred-ic il V] i i i 0
pred-b 010 0 0 1 0 0
pred-be 011 0 0 1 1 0
pred-f 0010 0 1 0 0 0
pred-fc 0011 0 1 0 1 0
intra~d 0001 1 1 0 0 0 0
pred-icq 00010 0 1 1 ] 1
pred-foq 0000 11 0 i 0 i i
pred-bog 0000 10 0 0 1 1 1
intra-g 0000 01 1 0 0 0 1
skipped N/A

Compared with P-pictures, there are exira types due to the introduction of the backward motion vector. If
only a forward motion vector is present, then the motion compensated-macroblock is constructed from a
previous picture, as in P-pictures. If only a backward motion vector is present, then the motion-
wmpensated macroblock is constructed from a future picture. If both forward and backward motion vectors

are pICbClll., mcn umuuu-«,mu[x:u:sdwu llldbeDlULKb are LUﬂbIIULlEU UUlll [)Uul plUVlUUb d.llU lululC pu,uuca,
and the result is averaged to form the "interpolated” motion-compensated macroblock.

D.6.5.2.2 Quantizer scale

If the macroblock type is pred-icq, pred-fcq, pred-beq, or intra-q, i.e. if the QUANT column in table D.21
has a 1, then a quantizer scale is transmitted. For the remaining macroblock types, the DCT correction is
coded using ihe previously established value for the quantizer scale.

D.6.5.2.3 Motion vectors

If the MOTION FORWARD column in table D.21 has a 1, then horizontal and vertical forward motion
vectors are transmitted in succession. If the MOTION BACKWARD column in table D.21 has a 1, then
horizontal and vertical backward motion vectors are transmitted in succession. If both types are present then
four component vectors are transmitted in the following order:

howirnninl formaaed
AU LAl iU yas

vertical forward
horizontal backward
vertical backward

D.6.5.2.4 Coded block pattern

r\f\ [T, JRU 1
A Y |
L

if the CODED PATTERN column in tabie D ps is tre itted.
informs the decoder which of the six blocks in the acroblock are coded, i.e. have transmitted DCT
mmnhn’d coefficients. and which are not coded. i.e. have no additional correction a i

L0 FAwS ) 1k T8, a1} 100 QfC I i Sy vl { (EICIRERCMIANL ETCA O AliCE

compensauon
D.6.5.3 Selection of macroblock type

The encoder has more types of macroblock to choose from in B-pictures, than in P-pictures, and
consequently its job is a little harder.

For the simulation model used during development of this part of ISO/IEC 11172, the following sequential
decision algorithm was used:
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i: motion compensation mode, i.e. is forward or backward or interpolative motion
compensation best? What of the vector values?
2: intra or non intra coding, i.e. is the macroblock type intra or is it motion compensated
using mode and the vectors found in step 17
3: if the macroblock type is non-intra, is it coded or not coded, i.e. is the residual error large
enough to be coded using the DCT wransform,
4. decide if the quantizer scale is satisfactory or should be changed.
These decisions are surnmarized in the following diagram:
Forward MC
= A
Begin | Backward MC A
Interpolated MC A
Quant Pred-"cq
Coded
No Quant Pred-"c
Non-intra
Not Coded Pred-* or Skipped
A
Quant Intra-q
Intra
No Quant Intra-d
*=jforb

Figure D.36 .- Selection of macroblock type in B-.pictures

The four decision steps are discussed in the next four clauses.
D.6.5.3.1 Selecting motion—compensation mode

An encoder should attempt to code B-pictures using skipped macroblocks if possible. This suggests that
the encoder should first examine the case where the motion compensation is the same as for the previous
macroblock. If the previous macroblock was non-intra, and if the motion-compensated block is good
enough, there will be no additional DCT correction required and the block can be coded as skipped.

If the macroblock cannot be coded as skipped, then the following procedure may be followed.

For the simulation model, the selection of a motion compensation mode for a macroblock was based on the

H Tt ' § g £ ' Th & o5 Y % H T
mininization of a cost function. The cost function was the MSE of the luminance difference between the

motion-compensated macroblock and the current macroblock. The encoder calculated the best motion-
compensated macroblock for forward motion compensation. It then calculated the best motion-compensated
macroblock for backward motion compensation by a similar method. Finally it averaged the two motion-
compensated macroblocks to produce the interpolated macroblock. It then selected the one that had the
smallest mean square difference between it and the current macroblock. In the event of a tie, interpolative
mode was chosen.

101

Licensed to John Douglass. ANSI store order # X_978406. Downloaded 01/23/2024. Single user license only. Copying and networking prohibited.

RESPNOKIA_00000188



RX-0540.0111
Nokia Exhibit 2019, p. 111
Amazon.com v. Nokia

IPR2024-00848
ISO/IEC 11172-2: 1993 (E) © ISO/AEC

D.6.5.3.2 Intra/non-intra coding decision

Yool ron 83acn crmm n88n s REACTT o Fmmlotoes fo semmSa R s mmoe & PP a akmeria e cnileda smon dr b svanlan ol
Dad U Uil UG SERAIICOL VRO, d GQULESEUE IAUC DCIWLCH UIC l St l l umee FRISSEDNC PELOGICLIER 1K LS (URE

e Intra mode. The calculation is similar to that of P-pictures. The variances of the difference macroblock,
vard, and of the current macroblock, vare, are calculated

¢
v
i
¢
¢

L, YAl 20 il

In the simulation model the final decision was based on simply the macroblock type with the smallest
variance. If the two variances were equal, non-intra coding was chosen.

0.8.5.3.3 Coded/noi-coded decision

(2]

choice of coded or not coded is

in€ Casice AFE LEUL LARSVAS 15

coded. A macroblock is not coded if no block in it is code(i,

D.6.5.4 DCT transform

Coefficients of blocks are transformed into quantized coefficients in the same way that they are for blocks in
P-pictures.

D.6.5.5 Quantization of B-pictures
Blocks in B-pictures are quantized in the same way as for P-pictures,
D.6.5.6 Coding quantized coefficients

Biocks in B-pictures are coded the same way as blocks in P-pictures.

D.6.6 Coding D-pictures

D pictures contain only low frequency information. They are intended to be used for fast visible search
modes. It is intended that the low frequency information they contain is sufficient for the user to locate the

D pictures arf‘ coded as the dc coefficients of blocks, There is a bit transmitted for the macroblock type,
although only one macroblock type exists. In addition there is a bit denoting end of macroblock.
D.6.7 Coding at lower picture rates

This part of ISO/IEC 11172 does not allow pictures 10 be dropped at the encoder. This differs from the case
of CCITT Recommendation H 261 [5] where temporal sub-sampling may be done by omitting coded
pictures from the sequence. This part of ISO/IEC 11172 requires that all source pictures must be encoded
and that coded pictures must be inserted into the bitstream nominally at the rate defined by the

picture_rate ficld in the sequence header.

Despite this requirement it is possibie for encoders to operate at a lower effective picture raie than the one
defined in the sequence beader by using P-pictures or B-pictures that consist entirely of macroblocks that are

copied from a neighbouring reference picture with no DCT information. This creates a flexible method of

temporal sub-sampling and picture repetition that may be implemented in the encoder by inserting a defined
block of data. For example, to encode at an effective rate of 12,5 Hz in a 25 Hz bitstream, alternate pictures
can be copied from the preceding picture by inserting the block of data in table D.22.

s
=]
B2
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Table D.22 -- Example of the coded data elements needed to generate

repeated pictures

Value (bits)

Mnemonic

Length (bits)

0000 0000 0000 0000
0000 0001 5000 0000
XXXX XXXX XX

010

XXXX XXXX XXXX XXXX
0

001

0000 000

0000 0000 0000 0000
0000 0001 0000 0001
0000 1

1

001

0

0

0000 0001 000 (x 11)
0000 0011 001

001

0

0

0000

picture_start_code

temporal_reference
picture_coding_type
vbv_delay
full_pel_forward_code
forward_f_code
stuffing
slice_start_code

quantizer_scale
macroblock_address_increment
macroblock_type
motion_horizontal_forward_code
motion_vertical_forward_code
macroblock_escape (x11)
macroblock_address_increment
macroblock_type
motion_horizontal_forward _code
motion_vertical_forward_code
stuffing

32 bits

10 bits
3 bits
16 bits
1 bit

3 bits
7 bits
32 bits

5 bits
1 bit

3 bits
1 bit

1 bit
121 bits
11 bits
3 bits
1 bit

1 bit
4 bits

Total

256 bits

D.7 Decoding MPEG video

D.7.1 Decoding a sequence

D.7.1.1 Decoding for forward playback

At the beginning of a sequence, the decoder will decode the sequence header including the sequence
parameters. If a parameter exceeds the capability of the decoder, then the decoder should report this. If the
decoder deternmines that it can decode the bitstream, then it will set up its parameters 1o match those defined
in the sequence header. This will include the horizontal and vertical resolutions and aspect ratio, the bit

rate, and the quantization matrices.

Next the decoder will decode the group of pictures header, including the closed_gop and broken_link
information, and take any appropriate action. It will decode the first picture header in the group of pictures
and read the vbv_delay field. If the decoder uses the vbv_delay information to start-up decoding rather than
the information in the system stream (ISO/IEC 11172-1) then it must delay displaying pictures until after a
time determined by the vbv_delay infonmation and a knowledge of the decoder's architecture,

If the closed-gop flag is O, indicating that the group is open, and the broken_link flag is 1, then any B-
pictures preceding (in display order) the first I-picture in the group cannot be decoded. The decoder may
adopt one of several strategies. It may display the first I-picture during the time that the undecodable B-
pictures would be displayed. This strategy maintains audio synchronization and buffer fullness. However it
is likely that the broken link has occured because of post coding editing, in which case audio may be
discontinuous. An alternative strategy might be to discard the B-pictures entirely, and delay decoding the I-
picture until the buffer fullness is within limits,

If playback begins from a random point in the bitstream, the decoder should discard all the bits until it finds
a sequence start code, a group of pictures start code, or a picture start code which introduces an I-picture.
The slices and macroblocks in the picture are decoded and written into a display buffer, and perhaps into
another buffer. The decoded pictures may be post processed and displayed in the order defined by the
temporal reference at the picture rate defined in the sequence header.
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Subsequent pictures are processed at the appropriate times to avoid buffer overflow and underflow.
D.7.1.2 Decoding for fast playback

Fast forward can be supported by D pictures. It can also be supported by an appropriate spacing of I-
pictures in a sequence. For example, if I-pictures were spaced regularly every 10 pictures, then a decoder
might be able to playback the sequence at 10 times the normal speed by decoding and displaying only the I-
pictures. This simple concept places considerable burdens on the media and the decoder. The media must
be capable of speeding up and delivering 10 times the data rate, the decoder must be capable of accepting
this higher data rate and decoding the I-pictures. Since I-pictures typically require significantly more bits to
code than P or B-pictures, the decoder will have to decode significantly more than 10% of the data, even if it
can search for picture start codes and discard the data for P and B-pictures.

For example, a sequence might be coded as follows:
IBPBPBPBPBIBPBPBPBPBI..

Assume that the average code size per picture is C, that each B-picture requires 0,3C, that each P-picture
requires 1,5C, and that each I-picture requires 2,5C, then the I-pictures require 25% of the code for their 10%
of the display time.

Another way to achieve fast forward in a constant bit rate application, is for the media itself to sort out the
I-pictures and transmit them. This would allow the data rate to remain constant. Since this selection
process can be made to produce a valid ISO/EC 11172-2 bitstream, the decoder should be able to decode it.
If every I-picture of the preceding example were selected, then one I-picture would be transmitted every 2.5
picture periods, and the speed up rate would be 10/2,5 = 4 times. The decoder might be able to display the
I-pictures at exactly 2,5 periods, or it might alternate displays at 2 and 3 periods.

If alternate [-pictures of the preceding example were selected, then one I-picture would again be transmitted
every 2,5 picture periods, but the speed up rate would be 20/2,5 = 8 times.

If one in N I-pictures of the preceding example were selected, then the speed up rate would be 10N/2,5 = 4N
times.

D.7.1.3 Decoding for pause and step modes

Decoding for pause requires the decoder to be able to control the incoming bitstream, and display a decoded
picture without decoding any additional pictures. If the decoder has full control over the bitstream, then it
can be stopped for pause and resumed when playback resumes. If the decoder has less control, as in the case
of a CD ROM, then there may be a delay before playback can be resumed.

D.7.1.4 Decoding for reverse playback

To decode a bitstreamn and playback in reverse, the decoder must decode each group of pictures in the forward
direction, store the decoded pictures, then display them in reverse order. This places severe storage
requirements on the decoder in addition to any problems in gaining access to the coded bitstream in the
correct order.

To reduce decoder memory requirements, groups of pictures should be small. There is no mechanism in the
syntax for the encoder to state what the decoder requirements are in order to playback in reverse.

The amount of display buffer storage may be reduced by reordering the pictures, either by having the storage

unit read and transmit them in another order, or by reordering the coded pictures in a decoder buffer. To
illustrate the savings, consider the following typical group of pictures:
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B B I B B P B B P B B P picuresindisplay order
0 1 2 3 4 5 6 7 8 9 10 11 temporal reference
I BB P B B P B B P B B picuresincodedorder
2 01 5 3 4 8 6 7 119 10 temporal reference
I P P P B B B B B B B B picturesinneworder
2 5 8 11109 7 6 4 3 1 0 temporalreference
Figure D.37 -- Example group of pictures

The decoder would decode the pictures in the new order, and display them in the reverse of the normal
display order. Since the B-pictures are not decoded until they are ready to be displayed, the display buffer
storage is minimized. The first two B-pictures, 0 and 1, would remain stored in the input buffer until the
last P-picture in the previous group of pictures is decoded.

oo [ Py
.o FoUst procebblng

D.g.1 Editing

Editing of a video sequence is best performed before compression, but situations arise where only the coded
bitstream is available. One possib]e method would be to decode the bitstream, perform the required editing,

dIl(J ['C(,O(JC UIC DlL‘alI'CdHl llll\ uauaﬁy‘ Kags ¢ a lU‘sb lll VIUW qu.ruuy, auu ll i8S pCudt, ll pUbblUlC, w cuu
the coded bitstream itself,

Although editing may take several forms, the following discussion pertains only to editing at the picture
level: deletion of coded video material from a bitstream, insertion of coded video material into a bitstream,
or rearrangement of coded video material within a bitstream.

If editing is anticipated, e.g. clip video is provided analogous (o clip art for still pictures, then the video can
be encoded with well defined cutting points. These cutting points are places at which the bitstream may be

broken apart or ioined. Each r-nmmy noint should he followed hv a closed group of nmmrps This allows

CEORCE T JOLHCCE, TAC CUIIRNE PRI SHOUIA UL IOLOWLA L) « LIV LA O RS

smooth playback after editing.

An editor must take care to ensure that the bitstream it produces is a legal bitstream. In particular it must
ensure that the new bitstream complies with the requirements of the video buffering verifier. Thisis a
difficult task and in general it will not be possible to edit together arbitrary sections of bitstreams that
comply with this part of ISO/IEC 11172 to produce another bitstream that also complies with this part of

ISO/IEC 11172 (see for example figure D.38).
Original A B C
Edited A C

[ =48 11 L8

Figure D.38 -- Sequences

It may however be possible to deliberately encode bitstreams in a manner that aliows some ediiing to occur.
For instance, if all Groups of Pictures had the same number of pictures and were encoded with the same
number of h'{f), then many o of the p;e{\!e!ns of C()mﬂ!‘""g with the video hnffpﬂng verifier would be solved.
The easiest editing task is to cut at the beginning of groups of pictures. If the group of pictures following
the cut is open, which can be detected by examining the closed_gop flag in the group of pictures header,
then the editor must set the broken_link bit to 1 to indicate to the decoder that the previous group of
pictures cannot be used for decoding any B-pictures.
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D.8.2 Resampling

The decoded bitstream may not match the picture rate or the spatial resolution of the display device. In this
quite frequent situation, the decoded video must be resampled or scaled.

One example, considered under preprocessing, is the case where the decoded video has SIF resolution and
must be converted to CCIR 601 resolution.

D.8.2.1 Conversion of MPEG SIF to CCIR 601 format

A SIF is converted to its corresponding CCIR 601 format by spatial upsampling. A linear phase FIR
filter is applied after the insertion of zeroes between samples. A filter that can be used for upsampling the
luminance is shown in figure D.39:

J-121 0 114012561 140) 0 | -121 #256

Figure D.39 -- Upsampling filter for luminance
At the end of the lines some special technique, such as replicating the last pel, must be adopted.
According to CCIR Rec. 601 the chrominance samples need o be co-sited with the luminance samples 1,

3, 5,... In order to achieve the proper location, the upsampling filter should have an even number of taps,as
shown in figure D.40.

fr I3 I3 11 juna

Figure D.40 -- Upsampling filter for chrominance

The SIF may be reconstructed by adding four black pels to each end of the horizontal luminance lines in the
decoded bitmap, and two gray pels to each end of the horizontal chrominance lines. The luminance SIF
may then be upsampled horizontally and vertically. The chrominance SIF should be upsampled once
horizontally and twice vertically. This process is illustrated by the following diagram:

720
360 240 720 240
/288 /288
SIF CCIR 601 Y ?58706
Horizontal Vertical
Upsampling Upsampling
Filter Filter
(a) Luma 360
180 120 180 240 360 240
/144 /288 /288 CCIR 601 480
SIF ) > ) > ) uv | /576
Vertical Horizontal Vertical
Upsampling Upsampling Upsampling
Filter Fiker Filter
(b) Chroma

Figure D.41 -- Simplified decoder block diagram
D.8.2.2 Temporal resampling
Since the picture rates are limited to those commonly used in the television industry, the same techniques

may be applied. For example, conversion from 24 pictures/s to 60 fields/s may be achieved by the
technique of 3:2 pulldown.
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Video coded at 25 pictures/s can be converted to 30 fields/s by displaying the original decoded lines in the
odd CCIR 601 ficlds, and the interpolated lines in the even fields. Video coded at 29,97 or 30 pictures/s
may be converted (o a field rate twice as large using the same method.

Video coded at 23,976 or 24 pictures/s may be converted to 50 fields/s by speeding it up by about 4% and
decoding it as if it had been encoded at 25 pictures/s. The decoded pictures could be displayed in the odd
fields, and interpolated pictures in the even fields. The audio must be maintained in synchronization, either
by increasing the pitch, or by speeding it up without a pitch change.

Video coded at 23,976 or 24 pictures/s may be converted to 59,94 or 60 fields/s using the technigue of 3:2
pull down.
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Annex F
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List of patent holders

The user's attention is called to the possibility that - for some of the processes specified in this part of
ISOMEC 11172 - compliance with this International Standard may require use of an invention covered by
patent rights.

By publication of this part of ISO/IEC 11172, no position is taken with respect to the validity of this
claim or of any patent rights in connection therewith. However, each company listed in this annex has filed
with the Information Technology Task Force (ITTF) a statement of willingness to grant a license under
such rights that they hold on reasonable and nondiscriminatory terms and conditions to applicants desiring
to obtain such a license.

Information regarding such patents can be obtained from :

AT&T

32 Avenue of the Americas
New York

NY 10013-2412

USA

Aware

1 Memorial Drive
Cambridge

02142 Massachusetts
USA

Bellcore

290 W Mount Pleasant Avenue
Livingston

NJ 07039

USA

The British Broadcasting Corporation
Broadcasting House

London

WIA 1AA

United Kingdom

British Telecommunications plc
Intellectual Property Unit

13th Floor

151 Gower Street

London

WCIE 6BA

United Kingdom

CCETT

4 Rue du Clos-Courtel
BP 59

F-35512
Cesson-Sevigne Cedex
France
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CNET
38-40 Rue du General Leclerc
F-92131 Issy-les-Moulineaux
France

Compression Labs, Incorporated
2860 Junction Avenue

San Jose

CA 95134

USA

CSELT

Via G Reiss Romoli 274
[-10148 Torino

Italy

CompuSonics Corporation
PO Box 61017

Palo Alto

CA 94306

USA

Daimler Benz AG
PO Box 800 230
Epplestrasse 225
D-7000 Stuttgart 80
Germany

Dornier Gmbh

An der Bundesstrasse 31
D-7990 Friedrichshafenl
Germany

Fraunhofer Gesselschaft zur Foerderung der Angerwandten Forschunge.V.
Leonrodstrasse 54

8000 Muenchen 19

Germany

Hitachi Ltd

6 Kanda-Surugadai 4 chome
Chiyoda-ku

Tokyo 101

Japan

Institut fiir Rundfunktechnik Gmbh
FlorianmiihlstraBe 60

8000 Miinchen 45

Germany

International Business Machines Corporation
Armonk

New York 10504

USA

KDD Corporation
2-3-2 Nishishinjuku
Shinjuku-ku

Tokyo

Japan
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Licentia Patent- Verwaltungs-Gmbh
Theodor-Stern-Kai &

D-6000 Frankfurt 70

Germany

Massachusetts Institute of Technology
20 Ames Street

Cambridge

Massachusetts 02139

USA

Matsushita Electric Industrial Co. Ltd
1006 Oaza-Kadoma

Kadoma

Osaka 571

Janan
apar

Mitsubishi Electric Corporation
2-3 Marunouchi

2-Chome

Chiyoda-Ku

Tokyo

100 Tanan
ARG sapall

NEC Corporation
7-1 Shiba 5-Chome
Minato-ku

Tokyo

Japan

Nippon Hoso Kyokai
2-2-1 lin-nan
Shibuya-ku

Tokyo 150-01

Japan

Philips Electronics NV
Groenewoudseweg 1

-4y ] S e, + e
5621 BA Eindhoven

The Netherlands

Pioneer Electronic Corporation
4-1 Meguro 1-Chome
Meguro-ku

Tokyo 153

Japan

Tirmb O
RICOG L0, Lid

1-3-6 Nakamagome
Obta-ku
Tokyo 143

Japan

Schawartz Engineering & Design
15 Buckiand Court
San Carlos, CA 94070

TIC A
Vo
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Sony Corporation
6-7-35 Kitashinagawa
Shinagawa-ku

Tokyo 141

Japan

Symbionics

St John's Innovation Centre
Cowley Road

Cambridge

CB4 4WS

United Kingdom

Telefunken Fernseh und Rundfunk GmbH
Gottinger Chaussee

D-3000 Hannover 91

Germany

Thomson Consumer Electronics
9, Place decs Vosges

La Défense 5

92400 Courbevoie

France

Toppan Printing Co, Ltd
1-5-1 Taito

Taito-ku

Tokyo 110

Japan

Toshiba Corporation
1-1 Shibaru 1-Chome
Minato-ku

Tokyo 105

Japan

Victor Company of Japan Lid
12 Moriya-cho 3 chome
Kanagawa-ku

Yokohama

Kanagawa 221
Japan
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Descriptors: data processing, moving pictures, video data, video recording, data storege devices, digital storage, coded
representation, coding (data conversion).
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