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METHOD AND APPARATUS FOR 
IMPROVING THE QUALITY OF DISPLAYED 
IMAGES THROUGH THE USE OF USER 

REFERENCE INFORMATION 

PRIORITY CLAIM 

This application claims the benefit of the filing date of 
Provisional U.S. patent application Ser. No. 60/118,087 filed 
Feb. 1, 1999 expired. 

FIELD OF THE INVENTION 

The present invention relates to methods and apparatus 
for displaying images, and more particularly, to methods and 
apparatus for increasing the perceived quality of displayed 
images. 

BACKGROUND OF THE INVENTION 

Color display devices have become the principal display 
devices of choice for most computer users. The display of 
color on a monitor is normally achieved by operating the 
display device to emit light, e.g., a combination of red, 
green, and blue light, which results in one or more colors 
being perceived by a human viewer. 

In cathode ray tube (CRT) display devices, the different 
colors of light are generated via the use of phosphor coatings 
which may be applied as dots in a Sequence on the Screen of 
the CRT. A different phosphor coating is normally used to 
generate each of the three colors, red, green, and blue 
resulting in repeating Sequences of phosphor dots which, 
when excited by a beam of electrons will generate the colors 
red, green and blue. 
AS CRTS age, the light output intensity tends to decrease 

for a given input intensity. Thus, older computer CRT 
display devices tend to be more difficult to read than new 
CRTS. 

The term pixel is commonly used to refer to one spot in, 
e.g., a rectangular grid of thousands of Such spots. The Spots 
are individually used by a computer to form an image on the 
display device. For a color CRT, where a single triad of red, 
green and blue phosphor dots cannot be addressed, the 
Smallest possible pixel size will depend on the focus, align 
ment and bandwidth of the electron guns used to excite the 
phosphors. The light emitted from one or more triads of red, 
green and blue phosphor dots, in various arrangements 
known for CRT displays, tend to blend together giving, at a 
distance, the appearance of a single colored light Source. 

In color displays, the intensity of the light emitted corre 
sponding to the additive primary colors, red, green and blue, 
can be varied to get the appearance of almost any desired 
color pixel. Adding no color, i.e., emitting no light, produces 
a black pixel. Adding 100 percent of all three colors results 
in white. 

Liquid crystal displays (LCDs), or other flat panel display 
devices are commonly used in portable computer devices in 
the place of CRTS. This is because flat panel displays tend 
to be Small and lightweight in comparison to CRT displayS. 
In addition, flat panel displays tend to consume less power 
than comparable sized CRT displays making them better 
Suited for battery powered applications than CRT displayS. 
AS the quality of flat panel color displayS continues to 

increase and their cost decreases, flat panel displays are 
beginning to replace CRT displays in desktop applications. 
Accordingly, flat panel displays, and LCDS in particular, are 
becoming ever more common. 

Color LCD displays are exemplary of display devices 
which utilize multiple distinctly addressable elements, 
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2 
referred to herein as pixel Sub-elements or pixel Sub 
components, to represent each pixel of an image being 
displayed. In displays commonly used for computer 
applications, each pixel on a color LCD display usually 
comprises three non-Square elements, i.e., red, green and 
blue (RGB) pixel Sub-components. Thus, in Such systems, a 
Set of RGB pixel Sub-components together make up a single 
pixel. LCD displays of this type comprise a series of RGB 
pixel Sub-components which are commonly arranged to 
form stripes along the display. The RGB stripes normally 
run the entire length of the display in one direction. The 
resulting RGB stripes are sometimes referred to as “RGB 
Striping”. Common LCD monitors used for computer 
applications, which are wider than they are tall, tend to have 
RGB stripes running in the vertical direction. While RGB 
Striping is common, R, G, B pixel Sub-components of 
different rows may be Staggered or offset So that they do not 
form Stripes. 

Other LCD pixel Sub-component display patterns are also 
possible. For example, in Some devices, each color pixel 
includes four Square pixel Sub-components. 
While LCD devices offer some advantages over CRT 

display devices in terms of power consumption and weight, 
the perceived quality of LCD displayS can be significantly 
impacted by Viewing angle. The amount and color of light 
incident on an LCD device can also have a major impact on 
the perceived quality of images displayed on the LCD 
device. In addition, LCDS tend to have response character 
istics which can vary widely from display to display and 
even among the same model displays made by the same 
manufacturer. 

Perceived image quality of a display device depends not 
only on the physical characteristics of the display device, but 
also on the viewer's ability to perceive Such characteristics. 
For example, a viewer with a greater Sensitivity to one color 
will perceive an image differently than a viewer with a 
greater Sensitivity to another color. Viewers without the 
ability to perceive color at all are likely to perceive the 
quality of a color image Somewhat differently than a viewer 
who can appreciate the Supplied color information. 

In View of the above, it is clear that physical display 
device characteristics, Viewing conditions, e.g., ambient 
light, and a user's ability to perceive various image charac 
teristics all have an effect on the perceived quality of an 
image. 

Given the quality of current display devices, it is apparent 
that for many applications improvements in image quality 
are not only desirable but also important to insure a user's 
accurate interpretation of displayed images. 

In View of the above, it is apparent that there is a need for 
new and improved methods and apparatus for displaying 
imageS Such as text and graphics. It is desirable that at least 
Some of the new methods and apparatus be capable of being 
used with both CRT as well as LCD display devices. 
Furthermore, in order to enhance the quality of images for 
Specific viewers it is desirable that at least Some display 
methods take into consideration how Specific users perceive 
the images being displayed to them. 

SUMMARY OF THE PRESENT INVENTION 

The present invention relates to methods and apparatus 
for increasing the perceived quality of displayed images. 
This is achieved in a variety of ways including the use of a 
plurality of device Specific display characteristics and/or 
user preference or perception information when preparing 
images for display. The display device information (DDI) 
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may be Stored in what is referred to as a display device 
profile (DDP). User preference and/or perception informa 
tion is Stored in a user profile. 

In accordance with one feature of the present invention 
display device output characteristics and/or ambient light 
conditions are monitored, e.g., on a periodic basis. The 
information obtained from the monitoring operation is used 
to update the DDP for the monitored display device. The 
information in the DDP is then used when generating an 
image for display. 

Using information relating to a specific user's viewing 
preferences and/or ability to perceive image characteristics 
Such as color also improves the perceived quality of dis 
played images. By customizing display output to an indi 
vidual user's own physical perception capabilities and/or 
Viewing characteristics it is possible to enhance the image 
quality perceived by the individual viewer as compared to 
embodiments which do not take into consideration indi 
vidual user characteristics. 

Display device information used in accordance with the 
present invention may be Stored in a display device profile. 
This profile may be provided by the device manufacturer 
and loaded onto a computer System or other device at the 
time the System is configured for use with the display. 
Alternatively, the information may be Stored in the display 
device and Supplied to a System coupled thereto in response 
to a request for display device information. Yet another 
alternative is to maintain a database of display device 
information including information on a plurality of different 
display devices. The database may be maintained as part of 
the operating System. Device Specific information is 
retrieved therefrom when a particular display device is used 
or installed. 

The display device profile may include Such information 
as the device's date of manufacture and the type of display. 
It may also include information on the display device's 
gamut, white point, gamma, pixel pattern, resolution, ele 
ment shape and/or method of light modulation. The display 
device type may be CRT, reflective LCD, transmissive LCD, 
etc. The white point may be expressed in tristimulus values 
or R, G, Bluminance values. Pixel pattern may be expressed 
in terms of the order or Sequence of color pixel Sub 
components, e.g., RGB, BGR, RGGB, or any other imple 
mented configuration. Display element shape information 
identifies, e.g., the shape of display pixels, e.g., Square, 
rectangular, triangular or circular, and/or the shape of pixel 
Sub-components which may also be Square, rectangular, 
triangular or circular. The light modulation information 
indicates, e.g., whether color information is Spatially or time 
modulated. In the case of Spatial light modulation different 
color light is displayed at different positions on the Screen. 
In the case of time modulation, different colors of light are 
displayed on the same portion of the Screen at different 
times. 

AS discussed above, display device, e.g., profile 
information, may be periodically updated. This may be done 
by taking actual measurements of display device character 
istics including light output. It may also be done by math 
ematically compensating for the age of the device and 
anticipated degradation in the device over time. In accor 
dance with one feature of the invention, a display device's 
gamut, gamma and white point values are updated in the 
display device profile to reflect measured or estimated 
changes due to age or use. Display age information may be 
obtained by Subtracting display device installation informa 
tion maintained by the operating System from current date 
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information also maintained by the operating System. 
Alternatively, it can be obtained using date of manufacture 
information included in the original display device profile. 
Ambient light conditions are measured, in accordance 

with one feature of the present invention, using the same 
device used to periodically measure display device light 
output characteristics. The ambient light condition informa 
tion may include, e.g., information on whether a room light 
is on or off and/or information on the color components of 
the ambient light present. Ambient light condition informa 
tion is used in an exemplary embodiment when controlling 
the display's light output. For example, information that the 
ambient light includes relatively more blue than red or green 
light, e.g., due to the use of fluorescent lights, results in a 
controlled decrease in the relative intensity of blue light 
emitted by the display device. 
With regard to user perception and/or preference 

information, this information may include information on a 
Specific user's ability to perceive color. Human color Sen 
Sitivity can be measured by presenting the Specific user with 
a simple test, e.g., displaying colors and then querying the 
user about his or her ability to perceive the displayed colors. 
The user perception information may also include user 
provided information on the user's viewing angle and/or 
position relative to the display Screen. Information about a 
user's ability to perceive color and/or other perception 
information is Stored in a user profile. The user profile can 
be maintained as part of the System's operating System. 

The above discussed methods of improving the perceived 
quality of displayed images can be used individually or in 
combination. 

While the methods and apparatus of the present invention 
can be used to enhance the perceived image quality of most 
display devices, they are well suited for use with color flat 
panel display devices, e.g., LCD displayS. In order to 
enhance the image quality of color LCD display devices, 
e.g., when rendering text, the luminous intensity of pixel 
Sub-components can be independently controlled So that 
each pixel Sub-component can be used to represent different 
portions of an image. While this technique of pixel Sub 
component control can provide again in effective resolution 
in one dimension, it can lead to color distortions which can 
be caused by the independent luminous intensity control of 
pixel Sub-components. In Such Systems, color correction 
processing may be used to detect and reduce or eliminate 
what would be interpreted by most people as objectionable 
color distortions. Unfortunately, Such color correction or 
compensation operations tend to reduce the benefit in terms 
of increased effective resolution that is provided by treating 
the different color pixel Sub-components as independent 
luminance Sources. 

In accordance with one feature of the present invention, 
color correction processing is implemented as a function of 
at least Some of the above discussed display device 
information, ambient light condition information and/or user 
perception information. For example, color correction pro 
cessing may be performed as a function of a display devices 
Specific gamma values, detected ambient light conditions 
which will affect a human's ability to perceive color and/or 
the user's Specific perception characteristics. For example, 
in the case of a color blind user, color compensation may 
automatically be disabled. In Such a case, in LCD displayS, 
an optimum or near optimum enhancement of image reso 
lution may be achieved by treating pixel Sub-components as 
independent luminance Sources as opposed to a single 
luminance Source. With color compensation disabled nor 
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mally objectionable color distortions may exist in the dis 
played images. However, in the case of a color blind 
individual Such distortions are not noticeable or objection 
able and the increased effective resolution achieved by 
ignoring Such color distortions is desirable. 

Additional features, embodiments and benefits of the 
methods and apparatus of the present invention are dis 
cussed in the detailed description which follows. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 illustrates a portable computer System imple 
mented in accordance with one embodiment of the present 
invention. 

FIG. 2 illustrates a computer System, implemented in 
accordance with the present invention, in greater detail than 
FIG. 1. 

FIG. 3 illustrates the relationship between various soft 
ware and hardware elements of the present invention and the 
data flow there between. 

FIG. 4 illustrates displaced Sampling performed in accor 
dance with one embodiment of the present invention. 

FIG. 5 illustrates a user profile generation routine imple 
mented in accordance with one embodiment of the present 
invention. 

FIG. 6 illustrates a first exemplary Screen display used in 
generating a user profile. 

FIG. 7 illustrates a Second exemplary Screen display used 
in generating a user profile. 

FIG. 8 illustrates a third exemplary screen display used in 
generating a user profile. 

FIG. 9 illustrates an exemplary display device profile 
generation and updating routine. 

FIG. 10 illustrates the steps performed by an exemplary 
graphics display interface when rendering text in accordance 
with the present invention. 

FIGS. 11 and 12 illustrate exemplary scaling operations 
performed in accordance with the present invention. 

FIGS. 13, 14, 15 and 16 illustrate hinting operations 
performed in accordance with the present invention. 

FIG. 17 illustrates a scan conversion Sub-routine of the 
present invention. 

FIG. 18 illustrates anti-aliasing filters which may be used 
to implement a Scan conversion operation in accordance 
with the present invention. 

FIG. 19 illustrates an exemplary Scan conversion opera 
tion Suitable for use when preparing images for display on 
horizontally Striped display devices. 

FIG. 20 is an exemplary Scan conversion operation Suit 
able for use when preparing images for display on vertically 
Striped display devices. 

FIG. 21 illustrates a pixel color processing Sub-routine 
Suitable for performing color correction operations in accor 
dance with the present invention. 

FIG. 22 illustrates routines used to implement a device 
driver in accordance with one embodiment of the present 
invention. 

FIG. 23, which comprises the combination of FIGS. 
23A-23E, illustrates multiple sets of filter coefficients each 
of which can be used to perform an anti-aliasing filtering 
operation. 

DETAILED DESCRIPTION 

FIG. 1 illustrates a portable computer system 100, which 
comprises a housing 101, a disk drive 105, keyboard 104 and 
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a flat panel display 102. The display 102 is implemented as 
an LCD display device with vertical RGB striping. Each set 
of R, G, B pixel Sub-components 110, 112 represent one 
pixel. While only two pixels 110, 112 are shown, it is to be 
understood that the display 102 comprises many rows and 
columns of such pixels. The computer system 100 includes 
a light measuring device 106 which is mounted using a hinge 
108. The sensor 106 can be positioned in front of the display 
102, as shown in FIG. 1, to measure the actual light output 
of the display 102. Such measurements may be taken 
periodically, in accordance with the present invention, when 
data on the state of the display device 102 is to be measured 
and used for updating a display profile. During the 
measurement, a pre-Selected test pattern may be displayed 
on the screen 102. 

When not being used to measure Screen characteristics, 
the sensor 106 can be pivoted on the hinge 108 so that it is 
positioned in a direction facing away from, and not 
blocking, the display Screen 102. In Such a position, the 
Sensor 106 can be used to measure ambient light conditions. 

FIG. 2 and the following discussion provide a brief, 
general description of an exemplary apparatus in which at 
least Some aspects of the present invention may be imple 
mented. Various methods of the present invention will be 
described in the general context of computer-executable 
instructions, e.g., program modules, being executed by a 
computer device Such as a personal computer. Other aspects 
of the invention will be described in terms of physical 
hardware Such as, e.g., display device components and 
display Screens. 
The methods of the present invention may be affected by 

other apparatus than the Specific described computer 
devices. Program modules may include routines, programs, 
objects, components, data structures, etc. that perform task 
(s) or implement particular abstract data types. Moreover, 
those skilled in the art will appreciate that at least Some 
aspects of the present invention may be practiced with other 
configurations, including hand-held devices, multiprocessor 
Systems, microprocessor-based or programmable consumer 
electronics, network computers, minicomputers, Set top 
boxes, mainframe computers, displays used in, e.g., 
automotive, aeronautical, industrial applications, and the 
like. At least Some aspects of the present invention may also 
be practiced in distributed computing environments where 
tasks are performed by remote processing devices linked 
through a communications network. In a distributed com 
puting environment, program modules, routines and data, 
e.g., device profiles and user profile information, may be 
located in local and/or remote memory Storage devices. 
With reference to FIG. 2, an exemplary apparatus 200 for 

implementing at least Some aspects of the present invention 
includes a general purpose computing device, e.g., a per 
sonal computer 220. The personal computer 220 may 
include a processing unit 221, a System memory 222, and:a 
System buS 223 that couples various System components 
including the System memory to the processing unit 221. 
The system bus 223 may be any of several types of bus 
Structures including a memory bus or memory controller, a 
peripheral bus, and a local bus using any of a variety of bus 
architectures. The System memory 222 may include read 
only memory (ROM) 224 and/or random access memory 
(RAM) 225. A basic input/output system 226 (BIOS), 
including basic routines that help to transfer information 
between elements within the personal computer 220, Such as 
during start-up, may be stored in ROM 224. The personal 
computer 500 may also include a hard disk drive 227 for 
reading from and writing to a hard disk, (not shown), a 
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magnetic disk drive 228 for reading from or writing to a 
(e.g., removable) magnetic disk 229, and an optical disk 
drive 230 for reading from or writing to a removable 
(magneto) optical disk 231 Such as a compact disk or other 
(magneto) optical media. The hard disk drive 227, magnetic 
disk drive 228, and (magneto) optical disk drive 230 may be 
coupled with the system bus 223 by a hard disk drive 
interface 232, a magnetic disk drive interface 233, and a 
(magneto) optical drive interface 234, respectively. The 
drives and their associated Storage media provide nonvola 
tile Storage of machine readable instructions, data Structures, 
program modules and other data for the personal computer 
220. Although the exemplary environment described herein 
employs a hard disk, a removable magnetic disk 229 and a 
removable optical disk 231, those skilled in the art will 
appreciate that other types of Storage media, Such as mag 
netic cassettes, flash memory cards, digital Video disks, 
Bernoulli cartridges, random access memories (RAMs), 
read only memories (ROM), and the like, may be used 
instead of, or in addition to, the Storage devices introduced 
above. The removable magnetic disk 229 can be used for 
storing a display device profile (DDP) provided by the 
manufacturer of display device 247. The DDP can be 
transferred from the disk 229 to the system memory 222 for 
use by the operating system 235. 
A number of program modules may be Stored on the hard 

disk 223, magnetic disk 229, (magneto) optical disk 231, 
ROM 224 or RAM 225, such as an operating system 235, 
one or more application programs 236, other program mod 
ules 237, and/or program data 238 for example. A user may 
enter commands and information into the personal computer 
220 through input devices, such as a keyboard 240 and 
pointing device 242 for example. Thus, a user can provide 
information via the available input devices regarding how 
the user perceives certain images, e.g., test images, and 
where the user is physically positioned relative to the display 
device 247 in terms of viewing angle. In addition, the user 
may use the input devices to Select a position for various 
control Settings, e.g., Sliders, intended to provide user dis 
play preference information, e.g. gamma Values preferences 
and/or preference for color accuracy VS. resolution. 

Sensor 108 and other input devices (not shown) such as a 
microphone, joystick, game pad, Satellite dish, Scanner, or 
the like may also be included. These and other input devices 
are often connected to the processing unit 221 through a 
Serial port interface 246 coupled to the System bus. 
However, input devices may be connected by other 
interfaces, Such as a parallel port, a game port or a universal 
serial bus (USB). Liquid crystal display device 254 or 
another type of display device, e.g., a CRT display, may also 
be connected to the System buS 223 via an interface, Such as 
a video adapter 248 for example. In the FIG. 2 embodiment, 
the display 254 includes display device profile information 
stored within the display 254. This information can be 
communicated to and Stored in the System memory 222, e.g., 
via video adapter 248 and system bus 223. 

In addition to the display 254, the personal computer 220 
may include other peripheral output devices (not shown), 
Such as Speakers and printers for example. 

The personal computer 220 may operate in a networked 
environment which defines logical connections to one or 
more remote computers, Such as a remote computer 249. The 
remote computer 249 may be another personal computer, a 
Server, a router, a network PC, a peer device or other 
common network node, and may include many or all of the 
elements described above relative to the personal computer 
220, although only a memory storage device 250 has been 
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illustrated in FIG. 2. The logical connections depicted in 
FIG. 2 include a local area network (LAN) 251 and a wide 
area network (WAN) 252, an intranet and the Internet. 
When used in a LAN, the personal computer 220 may be 

connected to the LAN 251 through a network interface 
adapter (or “NIC”) 253. When used in a WAN, such as the 
Internet, the personal computer 220 may include a modem 
254 or other means for establishing communications over 
the wide area network 252. Thus, the personal computer 220 
may receive display device profile information from, e.g., a 
display manufacturer over the Internet or by modem. The 
modem 254, which may be internal or external, may be 
connected to the System buS 223 via the Serial port interface 
246. In a networked environment, at least Some of the 
program modules depicted relative to the personal computer 
220 may be stored in the remote memory storage device. The 
network connections shown are exemplary and other means 
of establishing a communications link between the comput 
erS may be used. 

FIG. 3 illustrates the relationship between various hard 
ware and software components of the system 200 and the 
components of the System's operating System 235. 
As illustrated, the operating system 235 of the system 200 

includes a plurality of routines, e.g., a user profile generation 
routine 342 and a DDP updating routine 344. The operating 
System 235 also includes additional components Such as a 
graphics display interface 302, a device driver 371 and 
various data, e.g., display device information 345, user 
profiles 352, scan conversion filter coefficients 347 and color 
compensation filter values 349. As will be discussed further 
below, the graphics display interface 302 and device driver 
371 may each include one or more routines. 

The graphics display interface 302 in combination with 
the device driver 371 is responsible for preparing text and/or 
graphics information for output to the display adapter 248 So 
that it can be displayed on the display device 254. The 
graphics display interface includes a type rasterizer 306 
which is responsible for generating bitmap representations 
of images to be displayed from input information, e.g., text 
output information 337 received from application 236. The 
information received from application 236 may include, e.g., 
information identifying the text characters to be displayed, 
and the font and point size to be used when displaying the 
text characters. 
The type rasterizer 306 includes a set of high resolution 

digital representations of characters 305, and a Set of ren 
dering and rasterization routines 307. The digital represen 
tation of characters 305 may include font files which include 
Scalable outline representations of characters and character 
Spacing information. The character outlines may be 
expressed in the form of lines, points and/or curves. Portions 
of a character within a character outline represent fore 
ground image areas while portions outside the character 
outlines, e.g., the area between characters, represent back 
ground image areas. 
The set of rendering and rasterization routines 307 

includes Scaling, hinting and Scan conversion Subroutines 
308, 310, 312 as well as a color compensation Sub-routine 
370. The Scaling, hinting and Scan conversion Sub-routines 
308,310,312 and color compensation sub-routine 370 user 
display device and/or user profile information, as will be 
discussed in detail below, in accordance with the present 
invention. In this manner, quality of generated images can be 
maximized for a particular display device and/or user of the 
system 200. 

Scaling sub-routine 308 is responsible for scaling the 
outline representations of the characters to be rendered. This 
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is done, in accordance with the present invention, as a 
function of pixel pattern and/or other display device infor 
mation included in the display device profile corresponding 
to display 254 upon which the images are to be displayed. 

Hinting Sub-routine 310 is responsible for adjusting the 
shape and/or position of character outlines. Hinting is per 
formed as a function of display device information, e.g., 
taking into consideration the position, shape, type and/or 
arrangement of pixel Sub-components which comprise the 
display 254. Hinting may also take into consideration a 
user's ability to perceive color as expressed in terms of a 
user's Sensitivity to color errors. In accordance with one 
embodiment of the present invention, hinting is performed 
to reduce color errors for users who have indicated a desire 
for color accuracy over resolution. For users who are not 
Sensitive to color errors, e.g. color blind individuals color 
accuracy is not an issue and the hinting is performed to 
maximize character shape and resolution without regard to 
the effect on an image's color. 

Scan conversion Sub-routine 312 is responsible for gen 
erating a bitmap representation of an image from the hinted 
outline representation produced by the hinting Sub-routine 
312. The Scan conversion operation involves Sampling the 
hinted outline image representation, filtering the Sampled 
image values, and generating therefrom red, green and blue 
pixel Sub-component Scan conversion output values. AS will 
be discussed below, the Scan conversion output values may 
be used as luminous intensity levels or as blend coefficients 
Sometimes called alpha values. In accordance with the 
present invention, the portions of the image which are 
Sampled, to generate the Scan conversion output values for 
each of the red, green and blue pixel Sub-components, are 
displaced. That is, different but potentially overlapping 
image portions are used to generate each pixel Sub 
component Scan conversion output value. 

FIG. 4 illustrates a displaced Sampling operation which 
may be performed as part of a Scan conversion operation. In 
FIG. 4, block 420 represents an image which is to be 
Sampled for Scan conversion purposes. The nine Square 
portions of the image 420 correspond in Size to the size of 
a displayed pixel. Accordingly, the image 420 may be 
thought of as corresponding to three rows R(N), R(N+1) and 
R(N+2) and three columns C(N), C(N+1), C(N+2) of pixels. 
The block 430 represents pixels of the display device 254. 
Each square pixel includes a red 432, green 433 and blue 434 
pixel Sub-component. The arrow leading from Sample 422 to 
pixel Sub-component 432 indicates that the Sample 422 was 
used to produce the luminous intensity value used to control 
pixel Sub-component 432. The arrow leading from Sample 
423 to pixel Sub-component 433 indicates that sample 423 
was used to produce the luminous intensity value used to 
control pixel sub-component 433. Similarly, the arrow lead 
ing from Sample 424 to pixel Sub-component 434 indicates 
that Sample 424 was used to produce the luminous intensity 
value used to control pixel Sub-component 434. In the FIG. 
4 example, a single displaced Sample is used to generate 
each pixel Sub-component luminous intensity value. Such an 
embodiment, could be implemented using a Scan conversion 
filter with a width one Sample wide in cases where filtering 
is performed as part of the Scan conversion operation. 

In accordance with the present invention, the Scan con 
version Sub-routine 312 Selects, as a function display device 
and/or user profile information, which one of a plurality of 
possible filterS Should be used during the Scan conversion 
process. The various possible filters are implemented using 
filter coefficients Sometimes referred to as tap or filter 
weights. The filter coefficients which may be used by the 

15 

25 

35 

40 

45 

50 

55 

60 

65 

10 
Scan conversion Subroutine are obtained, as needed, from the 
set of Scan conversion filter coefficients 347. 
The color compensation Sub-routine 370 is responsible for 

processing image data, e.g., luminous intensity Values, gen 
erated by the set of routines 368 to reduce and/or eliminate 
potentially distracting color errors. The processing per 
formed by the color compensation Sub-routine 370, can have 
the effect of improving color accuracy and reducing color 
errors, but it normally achieves this result at the expense of 
Some degradation in image resolution. In accordance with 
one exemplary embodiment of the present invention, the 
trade off between resolution and color accuracy is made a 
function of the individual user's preference. This is done, in 
accordance with the present invention by having the color 
compensation Sub-routine 370 select and use one or more 
filter values, from the Set of color compensation filter values 
349, as a function of user preference information. 

The device driver 371 receives luminous intensity values 
and other information from the graphics display interface 
302. It processes the Supplied image information as a 
function of display device profile information and user 
profile information which it receives from the stored display 
device information 345 and the stored user profiles 352 to 
generate luminous intensity values which are output to the 
device driver 371 along with other display information, e.g., 
character spacing and/or positioning information. In addi 
tion to outputting the information to the display adapter 248, 
the device driver 371 Supplies received display device 
information, e.g., display device profile information, and 
user profile information, to the type rasterizer 306 for use by 
the routines included therein. 
The content, generation, updating and Storage of display 

device profiles (DDPs) included in the set of display infor 
mation 345 and user profiles 354, 356 included in the set of 
user profiles 352 will now be discussed. 
As illustrated in FIG. 3, the set of display device infor 

mation 345 includes a plurality of NDDPs 348,350, where 
N represents the number of different supported display 
devices which may be used to display images at any given 
time by the system 200. In the set 345 of display device 
information each DDP corresponds to a different one of said 
N display devices. A user may access a DDP348 through the 
operating System to Verify and/or modify its contents. 
Each DDP 348, 350 includes information identify the 

display device with which it is associated. It also includes 
the corresponding display device's date of manufacture and 
the type of display. It may also include information on the 
display device's gamut, white point, gamma, pixel pattern, 
resolution, dot pitch, light emitters element shape and/or 
method of light modulation. Dot pitch information may be 
included as part of the resolution information. The display 
device type may be CRT, reflective LCD, transmissive LCD, 
etc. The white point may be expressed in tristimulus values 
or R, G, Bluminance values. Pixel pattern may be expressed 
in terms of the order or Sequence of color pixel Sub 
components, e.g., RGB, BGR, RGGB, or any other imple 
mented configuration. Display element shape information 
identifies, e.g., the shape of display pixels, e.g., Square, 
rectangular, triangular or circular, and/or the shape of pixel 
Sub-components which may also be Square, rectangular, 
triangular or circular. The light modulation information 
indicates, e.g., whether color information is Spatially or time 
modulated. In the case of Spatial light modulation different 
color light is displayed at different positions on the Screen. 
In the case of time modulation, different colors of light are 
displayed on the same portion of the Screen at different 
times. 
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The set of user profiles 352 includes a set of Z user 
profiles 354,356, where Z represents the number of users for 
which distinct profiles have been created. The user profile 
asSociated with the user who is logged onto the computer 
system 200 at any particular time is the user profile which is 
used to control the generation and display of images at Said 
particular time. The user perception information includes 
information on the user's ability to perceive color. This may 
be expressed as a Sensitivity to color errors or as a preference 
for resolution over color accuracy. The user profile can also 
include user provided information on the user's viewing 
angle and/or position relative to the display Screen. The 
position information may include, e.g., viewing angle and/or 
distance from the Screen information. In addition, a user's 
preference for use of a particular gamma Value when dis 
playing and/or a user's expressed preference for trading off 
image resolution for color accuracy images may be stored in 
the user profile. Different preferred gamma Values may be 
stored in a user profile by a user for use with different display 
devices. 

In the most common case, a user is a perSon and therefor 
a user profile normally includes information about a human 
user's display preferences. However, a user profile can be 
used to Store information about preferred display Settings for 
a particular application or group of users and not merely for 
a single individual user. Accordingly, for purposes of col 
lecting user preference information, Storing user preference 
information and/or generating user profiles from user pref 
erence information, a user is to be interpreted broadly to 
include a group of people or class of people or, even a 
non-human entity Such as a video or picture device or 
application. Exemplary devices which may be considered 
users include Video cameras used to capture display output. 
In the case where a user is not an individual, user preferences 
are to be interpreted as information or Settings which will 
produce the best display result for the group, device, or 
application using the display device. 
The user profile generation routine 342 is responsible for 

generating user profiles in response to user input obtained 
from the input device 340. FIG. 5 illustrates the steps 
included in an exemplary user profile generation routine 
342. The routine starts in step 502, e.g., when the routine is 
executed in response to a user attempting to initially con 
figure the computer System 200, to update an existing user 
profile or to generate a new user profile. Operation proceeds 
from step 502 to step 503. 

In step 503, the user is instructed to put the display device 
254 in the position and location where it will normally be 
used. After giving the user time to adjust the position of the 
display device operation proceeds to step 504. 

In step 504 the user is presented with a set of text 
examples, e.g., examples of text generated using different 
display device gamma values. A pre-Selected, e.g., default or 
middle, position of the color accuracy VS. resolution adjust 
ment control is used when generating the text examples in 
Step 504. In response to the text examples, the user can Select 
a desired gamma value by, e.g., clicking on the user pre 
ferred text. 

Alternatively, in step 504 the user is presented with a 
positionable slider 572 included in a display window 570, as 
in the FIG. 8 embodiment. The user can select a desired 
gamma Value by adjusting the position of Slider 572, e.g., by 
moving the slider position control bar 573. 
From step 504 operation proceeds to step 506. In step 506 

input, e.g., the Slider Setting or Selection of preferred text, 
from the user regarding the user's gamma value preference 
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is collected. The effect of any new slider position Setting is 
reflected in the exemplary text 574 which is updated to 
reflect the user's gamma Value Selection. 
While the collected gamma preference information may 

be added to a user profile, alternatively, it can be added and 
thus Stored in the display device profile. In Such a case, the 
gamma Value Selected by the user is Stored as the display 
device's gamma Value in the display device profile associ 
ated with the display being used. The gamma Value Stored in 
the display device profile is then used when displaying 
imageS regardless of the identity of the user. In Such an 
embodiment, the use of the gamma Slider and user input 
provides a method of updating gamma value information for 
a particular display device being used. It also provides a 
method of obtaining a gamma Value for a display device 
where one has not been provided by the display device 
manufacturer. 

Next, in step 507, the user for whom the profile is being 
created is presented with a screen 550, as illustrated in FIG. 
6, of text examples 551, 552, 553,554,555,556, e.g., with 
differing degrees of color errors in them. The text examples 
are generated using the gamma Setting information obtained 
in step 506. 
The user may select the preferred text representation by, 

e.g., double clicking on the preferred text example. In this 
manner, a user can indicate his or her ability to perceive 
color. Alternatively the user is presented, as illustrated in 
FIG. 7, in step 507, with a screen 560 which includes a user 
controllable slider 562 and exemplary text 564. The user can 
indicate the desired trade off between color accuracy and 
resolution by moving the control bar 563 of slider 562 to one 
of a plurality of Settings, e.g., indicated by the Small vertical 
lines, e.g., tick marks 565. The effect of any new slider 
position Setting is reflected in the exemplary text 564. 

In step 508, input from the user is obtained regarding the 
desired trade off regarding color accuracy VS. resolution. 
This information will normally reflect a user's ability to 
perceive color and/or the user's Sensitivity to color errors. 
The input may be in the form of double clicking on dis 
played text which looks the best to the user, as in the FIG. 
6 embodiment, or by adjusting the Slider position as in the 
FIG. 7 embodiment. 

Operation proceeds from step 508 to step 510. In step 510 
the user is presented with a request for information regard 
ing the user's viewing position relative to the Screen. View 
ing information from the user is collected in step 512. Then, 
in Step 514, a user profile, e.g., preference information data 
file, including the particular viewer's color accuracy VS. 
resolution preference, gamma Value preference and/or view 
ing position information is created. The generated user 
profile 354 or 356 is stored in memory, e.g., in block 352, for 
future use when the user logs into the computer System in 
which the created user profile is stored. With the storage of 
the generated user profile 354 or 356, operation of the user 
profile generation routine 342 stops in Step 518 pending its 
re-execution, e.g., to generate a new user profile for a 
different user or take into consideration the use of a new or 
different display device. 

In accordance with one exemplary embodiment, the Slider 
562 which allows a user to select a desired trade off between 
resolution and color accuracy controls the Selection of 
multiple filter coefficients. The set of filter coefficients is 
used to control color correction filters when Such filters are 
employed. Alternatively, e.g., in embodiments which use 
alpha blending, the filter coefficients are used to control 
filters, e.g., red, green and blue filters used during Scan 

SDC EX. 1007 - 33/44



US 6,624,828 B1 
13 

conversion, e.g., to perform an anti-aliasing filtering opera 
tion. In accordance with one particular exemplary 
embodiment, different sets of filter coefficients are stored in 
memory, e.g., one Set of filter coefficients for each user 
Selectable position of the Slider 562. By Supporting a large 
number, e.g., more than 20, Sets of user Selectable positions 
of the slider 562, the user can be presented with what 
appears to be a contiguous range of Settings. While a large 
number Sets of filter coefficients, e.g., more than 20, may be 
required for Such an embodiment, given that it takes a 
relatively small amount of memory to store filter coefficient 
values, Such an embodiment is practical given the amount of 
memory commonly available in modern personal comput 
CS. 

FIG. 23 illustrates five sets of filter coefficients which may 
be used as Scan conversion filter coefficients in an embodi 
ment which uses alpha blending. For lower filter number 
settings of the slider 562, sharpness is preferred over color 
fidelity. For higher number filter settings of the slider 562, 
color fidelity is preferred over Sharpness. Accordingly, use 
of the filter coefficients in filter set 1 of FIG. 23 will produce 
a higher resolution but image than will use of the filter 
coefficients in filter set 5. However, the image resulting from 
the use of the filter coefficients in filter set 1 will include 
more color errors than the image resulting from the use of 
the filter coefficients in filter set 5. 

Each set of filter coefficients included in the table of FIG. 
23 includes coefficients for a red, a green and a blue 
anti-aliasing filter having the general Structure of the red, 
green and blue filters 1802, 1804, 1806 illustrated in FIG. 18 
and discussed in detail below. 30 filter coefficients are stored 
in the table illustrated in FIG. 23 for each of the red, green 
and blue filters associated with a particular filter Selection. 
Thus, while the filters 1802, 1804, 1806 illustrated in FIG. 
18 each have 3 taps implemented using 3 multipliers, the 
filters used with the coefficients of FIG. 23 would each 
include 30 taps implemented using 30 multipliers, one for 
each of the 30 filter coefficients associated with the red, 
green and blue filters of FIG. 23. The input values, e.g., 30 
intermediate alpha values, to each of the filters generated 
using the FIG. 23 filter coefficients are presumed to be alpha 
values which have been derived by Sampling a Source image 
at a rate of 6 times per pixel Segment and then Summing each 
pair of Samples to produce 3 intermediate alpha values per 
pixel which Serve as the input Samples to the anti-aliasing 
filters. The box in each of FIGS. 23A-E, identified using 
numbers 2301, 2302, 2303, 2304, 2305, respectively, indi 
cates the filter coefficients and thus filter taps corresponding 
to the 3 intermediate alpha values which correspond to the 
pixel for which the 3 filtered alpha values are being gener 
ated. Because Separate red, green and blue filters are used, 
one filtered alpha value is produced per color channel 
resulting in 3 filtered alpha values per pixel. 

The exemplary scan conversion filter coefficients in FIG. 
23 are intended for use with a white background color and 
a black foreground color. The Sets of coefficients are Stored 
in memory 23 and accessed for purposes of Scan conversion 
filtering in response to information about the user Setting of 
the resolution vs color accuracy slider 562 maintained in the 
user profile. Thus, in accordance with the present invention, 
the user's Setting of the resolution VS. color accuracy Slider 
563 determines which one of a plurality of stored filter 
coefficient Sets will be used for anti-aliasing filtering pur 
poses during Scan conversion. For example, Setting the 
control 563 to the first, i.e., the left most of tick marks 565 
results in the use of the first set of red, green and blue filter 
coefficients, setting the control 563 to the second of the tick 
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marks results in the use of the Second Set of red, green and 
blue filter coefficients and so on, with the setting of the 
control 563 to the right most tick mark 565 results in the use 
of the fifth set of red, green and blue filter coefficients. 
By Storing Sets of filter coefficients and Selecting the Set 

to be used in response to the Setting of Slider 562, a user is 
provided with the ability to adjust multiple filter coefficients 
and thus control the shape and response of the anti-aliasing 
filters associated with each of the red, green and blue pixel 
Sub-components. Significantly, the Slider allows the user to 
adjust multiple filter coefficients through the use of a single 
Somewhat intuitive adjustment which produces predictable 
results. Such an approach to providing a user Some control 
over the Selection of filter coefficients is more practical than 
allowing the user direct control over individual filter coef 
ficients since Separate control over multiple individual coef 
ficients makes it difficult for a user to predict the effect on 
images of various filter coefficient combinations. 

Having discussed the generation and use of user profiles, 
the creation and use of display device profiles will now be 
described. 
The display device profiles 348, 350, which are included 

in the Set of display device information 345, are generated 
by the display device profile (DDP) generation and updating 
routine 344. The DDP generation and updating routine 344 
is illustrated in detail in FIG. 9. 
AS illustrated, the DDP generation and updating routine 

344 begins in Start Step 602, e.g., when the computer System 
200 is initially turned on and the routine 344 is executed by 
the processor 221. From Step 602, operation proceeds to Step 
604, wherein a determination is made as to whether or not 
a display device profile already exists for the display device 
to be used, e.g., in display information set 345. 

If, in step 604, it is determined that a display profile does 
not already exist, operation proceeds to Step 606. In Step 
606, display device information used in the profile is 
obtained from an external Source, e.g., from DDP informa 
tion 246 stored in the display device 254 or from information 
provided by the display device manufacturer, e.g., on a 
floppy disk 229. The obtained information may include, e.g., 
the display device's date of manufacture, display type 
information, the display's gamut, white point and gamma 
value as determined by the device manufacturer, pixel 
pattern information, resolution information, information on 
the physical shape of display elements, and/or the display 
device's method of light modulation. In step 608, a display 
device profile is generated from the received display device 
information and Stored in memory, e.g., as one of the DDPS 
348 or 350. Arrow 247 of FIG.3 represents the generation 
and storage of a DDP from display device profile informa 
tion 246 obtained from display device 254 under direction of 
the DDP generation and updating routine 344. 

Referring once again to FIG. 9, it can be seen that 
operation proceeds from step 606 to step 610. 

In step 604, when it is determined that a display device 
profile already exists for the display device to be used, 
operation proceeds directly to step 610. 

In Step 610 display device output characteristics and 
ambient light conditions are measured, e.g., using Sensor 
108 which can be positioned to first measure screen light 
output and then to measure ambient light conditions. 
From step 610, operation precedes to step 612 wherein the 

existing Stored display device profile information is updated 
and/or Supplemented using information obtained from the 
measurements made in Step 610 and/or one or more esti 
mates of changes in display device characteristics due to 
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display device age. This may involve, e.g., Substituting 
measured or estimated white point, gamma, and/or gamut 
values for the original values Supplied, e.g., by the device 
manufacturer. Information about measured ambient light 
conditions may be added to the device profile or updated as 
part of the device profile updating performed in Step 612. In 
cases where Some display device values which may be 
affected by age are not measured, in Step 612, they are 
updated using estimation techniques. 

Display age information may be obtained by Subtracting 
display device installation information maintained by the 
operating System from current date information also main 
tained by the operating System. Alternatively, it can be 
obtained using date of manufacture information included in 
the original display device profile. Calculations of changes 
in gamma and/or gamut values, for example, may be made 
based on the amount of time the display device has been in 
use when actual measurements are not available. 

With the updating of the display profile information in 
step 612 complete, operation proceeds to step 614. Step 614 
is a delay (waiting) step. In step 614, the DDP generation 
and updating routine waits until a preselected period of time 
has passed since the last DDPupdate which occurred in step 
612 has passed. Operation then proceeds from step 614 to 
step 610. Thus, step 614 provides a mechanism for control 
ling the periodic updating of the DDP information as a 
function of a preselected, e.g., user or operating System 
manufacturer, specified period of time between DDP infor 
mation updates. 

Having described the generation, content, and updating of 
the DDPs 348,350 and user profiles 354,356, the use of the 
display and user profiles to generate display images will now 
be described with reference to FIG. 10. 

FIG. 10 illustrates a routine 700 for displaying images 
Such as text, in accordance with the present invention. The 
routine 700 starts in step 702, wherein the scaling, hinting, 
Scan conversion and color compensation Sub-routines 308, 
310, 312, 370 are loaded into memory. 

Then, in Step 704, input utilized in generating the images 
to be displayed is obtained. The input includes text infor 
mation 337 output by application 236. The text information 
includes information identifying the text characters to be 
displayed, the font to be used, the text point size to be used 
and background/foreground color information. The input 
also includes display device information 715 which includes 
the display device profile 348, 350, discussed in detail 
above, for the display device which will be used to display 
the generated images. A high resolution representation of 
text characters, e.g., an outline font file Stored as part of the 
operating system 235 also serves as input to step 704. The 
outline font file 305 may include scalable character outlines 
represented using lines, points and curves as well as char 
acter spacing information. The operating System identifies to 
the routine 700 the user who is logged into the computer 
system 200 at any given time. Additional input obtained in 
step 704 includes user profile information 352 which 
includes the user profile 354 or 356 of the user who is logged 
into the computer system 200 at the time the images are 
being processed for display. The contents of the user profile 
354 or 356, associated with the user who is logged into the 
computer System 200, are used, e.g., by the color compen 
sation Sub-routine 370, when processing images for display. 
The input obtained in step 704 is available for use by any one 
of the sub-routines 308, 310, 312,370. 

For purposes of explanation, it will be assumed that the 
information in DDP348 and user profile 354 are used by the 
routine 700 to generate the images to be displayed. 

15 

25 

35 

40 

45 

50 

55 

60 

65 

16 
Once the input is obtained in step 704, operation proceeds 

to Step 710 where a Scaling operation is performed on the 
text to be rendered as a function of the DDP information 
obtained in step 704. Display type information, e.g., LCD or 
CRT, pixel pattern, e.g., Vertical or horizontal Striping 
information, element shape information, e.g., rectangular or 
Square, and/or resolution, e.g., dot pitch, information are 
used to determine the appropriate type of Scaling to be 
performed. In accordance with one embodiment of the 
present invention, Scaling is performed for CRT displayS at 
equal rates in the horizontal and vertical dimensions. 
However, for LCD displays, scaling in the horizontal and 
Vertical directions depends on pixel Sub-component shape 
and, in the case of Striped displays, on the direction of 
Striping. Super-Sampling may be performed as an alternative 
to the described Scaling followed by Sampling. 

In accordance with the present invention, Scaling of text 
to be displayed on Striped LCD displayS is performed as a 
function of the point Size and resolution information in a 
direction perpendicular to the direction to Striping, e.g., at a 
rate greater than the rate of Scaling performed in the direc 
tion of Striping. The difference in amount of Scaling between 
the direction perpendicular to the direction of Striping and 
parallel to the direction of Striping is normally equal to or 
greater than the number of pixel Sub-components per pixel. 

FIG. 11 illustrates an exemplary Scaling of a character 
outline 1102 performed when the display device profile 
information indicates that the display device being used is an 
LCD display with pixels comprised of rectangular RGB 
pixel Sub-components, which are /3 as tall as they are long, 
arranged to form RGB Stripes extending in the horizontal 
direction. Note that Scaling in the vertical direction is 
performed at a rate 3 times the Scaling performed in the 
horizontal direction to produce the Scaled character outline 
1104. 

FIG. 12 illustrates exemplary Scaling of the character 
outline 1102 performed when the display device profile 
information indicates that the display device being used is an 
LCD display with pixels comprised of rectangular RGB 
pixel Sub-components, which are /3 as long as they are tall, 
arranged to form RGB Stripes extending in the vertical 
direction. Note that Scaling in the horizontal direction is 
performed at a rate 3 times the Scaling performed in the 
Vertical direction to produce the Scaled character outline 
1108. 

Scaling performed for CRT displays, in accordance with 
one embodiment of the present invention, unlike the Scaling 
performed for Striped LCD displays, is performed at a 
uniform rate in both the horizontal and vertical dimensions. 

After Scaling in Step 710, the data representing the Scaled 
image is processed, in Step 712 to perform a hinting opera 
tion as a function of display device profile information. 
Utilized device profile information includes display type, 
pixel pattern information and/or display resolution informa 
tion. In the case of LCD displayS, hinting is also performed 
as a function of pixel Sub-component boundaries and/or a 
user's indicated preference for resolution VS. color accuracy. 
Hinting of images for display on CRT display, in one 
embodiment, is not performed as a function of pixel Sub 
component boundaries but rather pixel boundaries. The term 
grid-fitting is Sometimes used to describe the hinting pro 
CCSS. 

Hinting operations performed for characters intended to 
be displayed on LCD displays are illustrated in FIGS. 13, 14, 
15 and 16. Solid lines in the grids 1302, 1404, 1502, 1604 
used in FIGS. 13, 14, 15 and 16, respectively, are used to 
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illustrate pixel boundaries while dotted lines are used to 
illustrate pixel Sub-component boundaries. The letters R, G, 
B are used to indicate portions of the grid which correspond 
to red, green and blue pixel Sub-components of a display 
device, respectively. C1, C2, C3, C4 are used to indicate 
pixel columns 1 through 4. 

FIG. 13 illustrates the hinting of the scaled character 
outline 1104 which is intended to be displayed on an LCD 
display with horizontal Striping in the case where a user has 
indicated that color accuracy is preferred over image reso 
lution. FIG. 14 illustrates the hinting of the scaled character 
outline 1108 which is intended to be displayed on an LCD 
monitor with Vertical Striping in the case where a user has 
indicated that color accuracy is preferred over image reso 
lution. The user's preference for color accuracy VS. image 
resolution is determined from the user profile information 
354. 

FIG. 15 illustrates the hinting of the scaled character 
outline 1104 which is intended to be displayed on an LCD 
display with horizontal Striping in the case where a user has 
indicated that image resolution is preferred over color accu 
racy. FIG. 16 illustrates the hinting of the scaled character 
outline 1108 which is intended to be displayed on a LCD 
monitor with Vertical Striping in the case where a user has 
indicated that image resolution is preferred over color accu 
racy. The user's preference for color accuracy VS. image 
resolution is determined from the user profile information 
354. 

Hinting involves the alignment of a Scaled character 
including, e.g., the character outline 1004, 1008, within a 
grid 1302, 1404, 1502, or 1604 that is used as part of a 
Subsequent Scan conversion operation. It also involves the 
distorting of character outlines So that the image better 
conforms to the shape of the grid. The grid is determined as 
a function of the physical shape, Size and arrangement of a 
display device's pixel elements as indicated in accordance 
with the present invention by the DDP information. 
When hinting for LCD displays, the present invention 

treats pixel Sub-component boundaries as boundaries along 
which characters can and should be aligned or boundaries to 
which the outline of a character should be adjusted. 

Hinting, implemented in accordance with the present 
invention as a function of pixel Sub-component boundaries, 
can be used to reduce color distortions, e.g., color artifacts, 
that may be introduced as the result of treating each of the 
different color pixel Sub-components as an independent 
luminous intensity Source. 

Adjusting the placement of an edge, e.g., as part of the 
hinting process, can have a significant effect in terms of 
reducing or eliminating color artifacts. For frequently used 
individual images, e.g., characters, edge placement infor 
mation can be determined by a skilled typographer and 
Stored in memory as part of the font information used for 
character generation. Hinting to reduce color errors in the 
case of LCD displayS can reduce the display resolution Since 
the position of the outline is adjusted to reduce color errors 
as opposed to optimizing character spacing and resolution. 
Thus, in accordance with one embodiment of the present 
invention hinting to reduce color errors is avoided or per 
formed to reduce large color errors when the user profile 354 
indicates a preference for resolution over color accuracy. 

During the hinting operation, character outlines are 
aligned with various pixel and pixel Sub-component bound 
aries according to Stored, generally applicable hinting rules 
which, in accordance with the present invention are applied 
a function of information included in the DDP 348 and/or 
the user profile 354. 
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The hinting process of the present invention applied in the 

case of Striped LCD displays involves aligning the Scaled 
representation of a character within the grid, e.g., along or 
within pixel and pixel Sub-component boundaries in a man 
ner intended to optimize the accurate display of the character 
using the available pixel Sub-components. In many cases, 
this involves aligning the left edge of a character Stem with 
a left pixel or Sub-pixel component boundary and aligning 
the bottom of the character's base along a pixel component 
or Sub-component boundary. 

Experimental results have shown that in the case of 
Vertical Striping, characters with Stems aligned So that the 
character Stem has a blue or green left edge generally tend 
to be more legible, to people able to detect colors, than 
characters with Stems aligned to have a red left edge. 
Accordingly, in embodiments where hinting is performed to 
reduce color errors, e.g., because a user has expressed a 
preference for color accuracy over resolution, during hinting 
of characters to be displayed on a Screen with vertical 
Striping, blue or green left edges for Stems are favored over 
red left edges as part of the hinting process. 

In the case of horizontal Striping, characters aligned So 
that the bottom of the character base has a red or blue bottom 
edge generally tend to be more legible, to people able to 
detect colors, than characters with bases aligned to have a 
green bottom edge. Accordingly, in embodiments where 
hinting is performed to reduce color errors, e.g., because a 
user has expressed a preference for color accuracy over 
resolution, during hinting of characters to be displayed on a 
Screen with horizontal Striping, red or blue bottom edges are 
favored over green bottom edges as part of the hinting 
proceSS. 

In cases where a user has indicated a preference for image 
resolution over color accuracy, the color of edges of charter 
outlines is ignored and hinting is performed to optimize 
character spacing and shape. 

FIG. 13 illustrates the application of a hinting operation to 
the Scaled image corresponding to outline 1104 is to be 
displayed on an LCD display with horizontal Striping and 
where the user has indicated a preference for color accuracy 
over resolution. AS part of the hinting process, the Scaled 
image 1104 is placed on a grid 1302 and its position and 
outline are adjusted to better conform to the grid shape and 
to achieve a desired degree of character spacing. The letters 
“G.P.” in FIGS. 13-16 indicate the grid placement step while 
the term hinting is used to indicate the outline adjustment 
and character spacing portions of the hinting process. 

Note that in FIG. 13 where the image 1104 is hinted for 
display on a Screen having horizontal Striping taking into 
consideration color errors, the Scaled image 1104 is posi 
tioned along the R/G pixel Sub-component boundary So that 
the base of the character represented by character outline 
1302 will have a red bottom edge. The shifting of the image 
outline so that the displayed character will have a red bottom 
edge represents a color correction operation. In addition to 
character outline positioning, the image's outline is adjusted 
So that rectangular portions of the image adjoin pixel Sub 
component boundaries. This results in the hinted character 
outline 1314. The distance between the character outline 
1314 and left and right side bearing points (not shown) used 
for determining character position and Spacing on the Screen 
are also adjusted as a function of pixel Sub-component 
boundaries. Thus, in various LCD embodiments of the 
present invention, character spacing is controlled to a dis 
tance corresponding to the width of a pixel Sub-component, 
e.g., /3 of a pixel width. 
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FIG. 14 illustrates hinting of the image outline 1108 for 
display on a LCD display having vertical Striping for a user 
who has indicated a preference for color accuracy over 
image resolution. In FIG. 14, the Scaled character outline 
1108 is positioned along the R/G pixel Sub-component 
boundary so that the left edge of the stem of the hinted 
character 1118 has a green left edge. The shifting of the 
character outline 1108 to provide the stem with a green left 
edge represents a color correction operation. In addition to 
character outline positioning, the shape of the character 
outline 1108 is also adjusted. 

FIG. 15 illustrates the hinting of the character outline 
1104 for display on an LCD display with horizontal striping 
in the case where the user has indicated a preference for 
resolution over color accuracy. In the FIG. 15 example color 
correction Steps are not performed as part of the hinting 
processes. Note that in the FIG. 15 example, the color of the 
bottom character edge is not used in determining character 
outline position during the hinging process. Thus, the char 
acter image will have a blue bottom edge due to the 
positioning of the hinted character outline 1514 as opposed 
to a red bottom edge as in the case of the FIG. 13 example. 

FIG. 16 illustrates the hinting of the character outline 
1108 for display on an LCD display with vertical striping in 
the case where the user has indicated a preference for 
resolution over color accuracy. In the FIG. 16 example color 
correction Steps are not performed as part of the hinting 
processes. Note that in the FIG. 16 example, the color of the 
character Stem left edge is not used in determining character 
outline position during the hinting process. Thus, the char 
acter image will have a blue Stem left edge due to the 
positioning of the hinted character outline 1618 as opposed 
to a green stem left edge as in the case of the FIG. 14 
example. 

Referring once again to FIG. 10, after hinting is per 
formed in Step 712, a Scan conversion operation is per 
formed on the Scaled hinted image which includes a char 
acter outline. In accordance with the present invention, 
Scaling is performed as a function of information included in 
the display device profile 348 and/or user profile 354. 

Scan conversion Step 714 is performed, in an exemplary 
embodiment, through a call to Scan conversion Sub-routine 
1700 illustrated in FIG. 17. Sub-routine 1700 will be dis 
cussed in detail below. Scan conversion Step 714 generates 
a bitmap representation of the image to be rendered. That is, 
the output of Scan conversion Step 714 includes Separate 
Scan conversion output values corresponding to each pixel 
or pixel Sub-component used to represent an image. 

In accordance with the present invention, in the case of 
RGB Striped LCD displays, a Scan conversion output value 
is generated per pixel Sub-component, e.g., 3 Scan conver 
Sion output values are generated per pixel. The Scan con 
version output values may be used as blend coefficients. 
Alternatively, the Scan conversion output values can, in LCD 
embodiments, be treated as pixel Sub-component luminous 
intensity level values that can fall within a range extending 
from a luminous intensity value used to specify the mini 
mum light output of a pixel Sub-component and the maxi 
mum light output of a pixel Sub-component. ASSuming a 
black foreground, the minimum luminous intensity value, 
e.g., 0, would correspond to an “on” pixel Sub-component. 
ASSuming a maximum luminous intensity value of 255, and 
a white background, an “off” Scan conversion output value 
would correspond to the value 255. Values in between 0 and 
255 indicate pixel Sub-components which correspond to part 
foreground and part background. 

15 

25 

35 

40 

45 

50 

55 

60 

65 

20 
In the case where the Scan conversion output values are 

treated as blend coefficients, user foreground and back 
ground color selections are applied by the device driver 371 
using alpha blending techniques and operation proceeds 
directly from step 714 to step 718. 

In the case where the Scan conversion output values are 
treated as pixel Sub-component luminous intensity levels, 
the Scan conversion output values are processed in Step 715 
to apply foreground and background color Selections and 
then a color compensation operation is performed, in Step 
716 as a function of the user's expressed preference regard 
ing resolution VS. color accuracy. A user's preference may, at 
least in part, be driven by categories of color vision defi 
ciency Such as varying degrees of difficulty distinguishing 
between red and green shared by a considerable percentage 
of the adult male population. Steps 715 and 716 are illus 
trated using dashed lines Since they are skipped in embodi 
ments where the Scan conversion output values are treated as 
blend coefficients. 

In step 715, the foreground and background color infor 
mation 351 is used to apply foreground and background 
color Selections to Scan conversion output values, each of 
which corresponds to a R, G, or B pixel Sub-component in 
the case of an RGB striped display. The foreground color is 
Specified in the Set of color information 351 as red, green, 
and blue pixel Sub-component luminous intensity values R., 
G, and B which, when used to control the red, green and 
blue foreground pixel Sub-components of a pixel, 
respectively, produce a foreground colored pixel. Similarly, 
the background color is specified in the Set of color infor 
mation 351 as red, green, and blue background pixel Sub 
component luminous intensity values R, G, and B, which, 
when used to control the red, green and blue pixel Sub 
components of a pixel, respectively, produce a background 
colored pixel. 

In Step 715, pixel Sub-component Scan conversion output 
values corresponding to either a foreground or a background 
color are replaced with the corresponding foreground or 
background pixel Sub-component luminous intensity value. 
For example R would be substituted for a red pixel Sub 
component Scan conversion output value of 0, G would be 
Substituted for a green pixel Sub-component Scan conversion 
output value of 0, and B would be substituted for a blue 
pixel Sub-component Scan conversion output value of 0. 
ASSuming the maximum Scan conversion output value is 255 
and that this value indicates a foreground colored pixel 
Sub-component, R, would be Substituted for a red pixel 
Sub-component Scan conversion output value of 255, G. 
would be Substituted for a green pixel Sub-component Scan 
conversion output value of 255, and B would be substituted 
for a blue pixel Sub-component Scan conversion output value 
of 255. For purposes of Simplicity of implementation, Scan 
conversion output values falling between 0 and 255 may be 
clamped to the corresponding closer one of the foreground 
or background pixel Sub-component luminous intensity 
level values. For example, R, G, and B pixel Sub-component 
Scan conversion output values of 85 may be set to pixel 
Sub-component luminous intensity level R, G, B, respec 
tively. In addition, R, G, and B pixel Sub-component Scan 
conversion output values of 170 may be set to pixel Sub 
component luminous intensity level R, G, B, respec 
tively. 
AS opposed to clamping pixel Sub-component luminous 

intensity values to a foreground or background pixel Sub 
component luminous intensity value, it is possible to Set 
them to a value in between the foreground and background 
luminous intensity values as a function of the Scan conver 
Sion output value. 
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However, by limiting pixel Sub-component luminous 
intensity values to foreground or background pixel Sub 
component luminous intensity values, the number of poten 
tially distracting color errors can be significantly reduced at 
Some expense in terms of resolution. 

Regardless of how the foreground and background colors 
are applied to produce pixel Sub-component luminous inten 
sity values, distracting color errors may occur as the result 
of the use of displaced Samples during Scan conversion. 
Whether a color error is distracting or not is a function of the 
user's Sensitivity to color. Since color error reduction is 
usually at the expense of image resolution, color compen 
sation may be skipped or minimized for users who are not 
Sensitive to color errors or who have indicated a preference 
for resolution VS. color accuracy. 

Color compensation Step 716 is performed on the data, 
representing a bitmapped image, output by Step 715. Color 
compensation filter values are Selected from the Set of values 
349 as part of step 716. The selection of filter values is made 
based on a user's preference for resolution VS. color accu 
racy as indicated by information in the user profile 354. A 
color compensation sub-routine 2150, illustrated in FIG. 21, 
is Suitable for performing color compensation Step 716. 
Color compensation sub-routine 2150 will be discussed in 
detail below. 

In both the case where Scan conversion output values are 
treated as blend coefficients and the case where Scan con 
version output values are treated as pixel Sub-component 
luminous intensity levels, the Scan conversion filter may be 
Selected So that it performs both anti-aliasing and color 
compensation filtering functions. In Such embodiments, the 
Scan conversion filter coefficients, which include multiple 
coefficients, are selected both as a function of the device 
profile information and the user preference information. 
Accordingly, in Such embodiments, multiple Scan conver 
Sion filter coefficients are Selected from a single value, e.g., 
Slider position Setting, indicating a user's preference for 
resolution VS. color accuracy. After the color compensation 
operation is performed in Step 716 operation proceeds to 
step 718. 

In Step 718, the generated data representing the bitmap 
representation of the image to be displayed, produced by 
step 716 or, alternatively, step 714 when steps 715 and 716 
are omitted, is output to the device driver for further 
processing. Operation of the routine 700 then stops in step 
720 pending a new call to the routine 700, e.g., by the 
operating System. 

Exemplary Scan conversion and color compensation 
operations will now be discussed in detail. 

FIG. 17 illustrates an exemplary scan conversion Sub 
routine 1700 suitable for implementing scan conversion step 
714 of routine 700. Scan conversion Sub-routine 1700 
begins in step 1702 wherein it starts executing. Then in step 
1704, a determination is made, using information in the 
display device profile 348, as to the image Sampling method 
to be used. Determining the image Sampling method 
involves, e.g., Selecting the Sampling rate in the horizontal 
and/or vertical directions to be used when Sampling the 
image represented by the hinted image outline. 

For example, in one embodiment, when the DDP 348 
indicates that a CRT display is being used, a Sampling 
method which involves Sampling the image in the horizontal 
and vertical dimensions at the Same rate is used. In one Such 
embodiment, R, G, B pixel Sub-component luminous inten 
sity values for a pixel of a CRT display are generated from 
Samples, e.g., Samples obtained by Sampling the Scaled 
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hinted image at a rate of four Samples per pixel in both the 
horizontal and Vertical dimensions. 

When the DDP 348 indicates that an LCD display with 
RGB horizontal Striping is being used, the image is Sampled 
at a rate in the vertical dimension which is three times 
greater than the rate in the horizontal dimension. In the same 
exemplary embodiment, when the DDP348 indicates that an 
LCD display with RGB vertical striping is being used, the 
image including the hinted image outline is Sampled at a rate 
in the horizontal dimension which is three times greater than 
the rate in the vertical dimension. Other Sampling rates are 
also possible. 
When the DDP 348 indicates that a striped LCD display 

is being used, different Sets of character image Samples are 
used to generate each Scan conversion output value used to 
control the R, G, and B pixel Sub-components of a pixel. 
Normally, in accordance with the present invention, different 
displaced image portions are used to generate the Samples 
from which the Scan conversion output values, correspond 
ing to each LCD pixel Sub-component of a pixel, are 
generated. The different image portions may, but need not 
be, Over lapping image portions. 

After the sampling method has been selected in step 1704, 
operation proceeds to step 1705 wherein a set of scan 
conversion filter coefficients, e.g., filter weights, are Selected 
to implement filters used during a Scan conversion filtering 
operation. 

Different anti-aliasing filters may be implemented by 
Selecting different Sets of filter weights, Sometimes referred 
to as filter coefficients. Exemplary anti-aliasing filters will be 
discussed below with regard to FIG. 19. 

After selection of the filter coefficients, in step 1706, the 
image including the character outline representing 
foreground/background information, is Sampled. 
One or more known techniques may be used for Sampling 

the image. In one embodiment, if the center of the grid 
Segment being Sampled is within the character outline, the 
Sample is determined to be “on” and is Set to a value of one. 
If the center of the grid Segment being Sampled is outside the 
character outline, the sample is determined to be “off” and 
Set to a value of Zero. An “on” Sample indicates that the 
Sample corresponds to the image foreground color while 
“off” indicates that the Sample corresponds to the image 
background color. 
The sample values generated in step 1706 are filtered in 

step 1708. In step 1708, an anti-aliasing filtering operation 
is performed on the image Samples to produce one or more 
values indicative of the portion of each image region to 
which the Scaled value corresponds that is due to the 
foreground color and the portion of the image region which 
is due to the background color. Accordingly, the output of 
the filtering operation may be used as a foreground/ 
background blend coefficient Sometimes referred to as an 
alpha value. Alternatively, as discussed above, it can be used 
as a luminous intensity level indicative of a luminous 
intensity value in the range extending from full “on” to full 
“off. 
The Scan conversion output values produced by filtering 

step 1708 are returned to the routine which initiated the call 
to the scan conversion sub-routine 1700. Operation of the 
routine 1700 is then stopped in step 1712 pending the 
processing of addition image data. 
The Scan conversion output values may be expressed as a 

value in a range, e.g., 0–3, having a fixed number of possible 
values. In Such an embodiment each value in the range 0-3 
represents one of four distinct blend coefficients (alpha 

SDC EX. 1007 - 38/44



US 6,624,828 B1 
23 

values) or luminous intensity levels. For purposes of Sub 
Sequent image processing operations, it is frequently con 
Venient to process the Scan conversion output values, cor 
responding to Separate R, G, B pixel Sub-components, as 8 
bit values falling in the range of 0-255. Accordingly, in the 
exemplary embodiment the Scan conversion output values 
produced by the scan conversion filtering step 1708 are, 
converted to the range of 0-255 prior to being returned in 
step 1710. The conversion operation may be included in 
routine 1700 as part of return step 1710 or as an additional 
step prior to step 1710. In such an embodiment, 0 would 
correspond to the minimum possible Scan conversion output 
value, 255 to the maximum Scan conversion output value, 
and values between 0 and 255 would correspond directly 
and proportionately to values between the minimum and 
maximum Scan conversion output values. 

While in the exemplary embodiment, the scan conversion 
output values for each pixel Sub-component of an LCD 
display are set to a value between 0 and 255, it is contem 
plated that, in Some embodiments, the Scan conversion 
output values would not be immediately converted into 8 bit 
values but would be Stored and/or processed in a compressed 
format. The use of a compressed format allows Savings in 
both the amount of memory used to Store the Scan conver 
Sion output values and the bus bandwidth required to com 
municate the values. However, for purposes of explanation 
e.g., of the color compensation sub-routine 2150, it will be 
assumed that Scan conversion output values are converted to 
values ranging from 0 to 255. 

Having generally described the Scan conversion Sub 
routine 1700, anti-aliasing filters suitable for use as scan 
conversion filters will now be described with regard to FIG. 
18. 

FIG. 18 illustrates exemplary anti-aliasing filters which 
are used to implement an exemplary anti-aliasing filtering 
operation as part of a Scan conversion operation when the 
DDP information indicates that the display device is an RGB 
striped LCD display. Use of other filters as scan conversion 
filters is also possible, e.g., filters with more or less than 
three filter taps may be used. 

In the FIG. 18 example, Separate red, green and blue 
filters 1802, 1804, 1806 are used to generate the scan 
conversion output values used to control each of the red, 
green and blue pixel Sub-components of a pixel. The filter 
input samples, in the FIG. 18 embodiment, are obtained 
from Sampling the Scaled, hinted character image including 
the character outline being processed, at a rate of three 
Samples per pixel in the direction perpendicular to the 
direction of Striping. At least Some of the input Samples 
supplied to each of the filters 1802, 1804 and 1806 will come 
from different image portions. Accordingly, the Scan con 
version output values generated by filters 1802, 1804 and 
1806 correspond to different image portions. 
Each filter 1802, 1804, 1806 comprises first, second and 

third multipliers 1803, 1805, 1807 and a summer 1809. 
Operation of the red scan conversion filter 1802 will be 
explained with the understanding that the green and blue 
Scan conversion filterS operate in a similar manner using 
different sets of input samples and possibly different filter 
coefficients. 

First, second, and third input samples RS1, RS2, RS3 are 
supplied to the first second and third multipliers 1803, 1805 
and 1807, respectively, and are multiplied by the first, 
Second, and third red Scan conversion filter coefficients 
RW1, RW2, RW3, respectively. In step 1805 of the exem 
plary Scan conversion routine discussed above, the filter 
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coefficients RW1, RW2, RW3 were selected from the stored 
Scan conversion filter coefficients 347 as a function of the 
information included in the DDP 348. 

The output of the first, second, and third multipliers 1803, 
1805, 1807 is summed by the Summer 1809 to produce a red 
pixel Sub-component luminous intensity value. By Selecting 
the filter coefficients RW1, RW2, RW3, to all be the same 
value, a Square box filter is implemented. 
ASSuming the use of the value one for each of the filter 

coefficients and input Sample values of 0 or 1, the outputs of 
the scan conversion filters 1802, 1804, 1806 may assume the 
values 0 through 3.0 indicating a background colored pixel 
Sub-component, three indicating a foreground color pixel 
Sub-component and a value of 1 or 2 indicating a pixel 
Sub-component corresponding to a mix between the fore 
ground and background colors. 
The green and blue scan conversion filters 1804, 1806 

operate in the same manner as the red Scan conversion filter 
1802 to produce scan conversion output values used to 
control the luminous intensity level of green and blue pixel 
Sub-components, respectively. 
AS discussed above, for purposes of Subsequent image 

processing, the Scan conversion output values 0-3 may be, 
and in this exemplary embodiment are, converted to the 
range of 0-255, e.g., as part of return step 1710 of routine 
1700. In such an embodiment, output filter value 0 results in 
a 0 being returned as the Scan conversion pixel Sub 
component output value, an output filter value of 1 results in 
the value 85 being returned as the scan conversion pixel 
Sub-component output value, an output filter value of 2 
results in the value 171 being returned as the scan conver 
Sion pixel Sub-component output value, and the output filter 
value of 3 results in the value 255 being returned as the scan 
conversion pixel Sub-component output value. 

FIGS. 19 and 20 are pictorial representations of scan 
conversion operations performed on Scaled hinted images 
intended to be displayed on LCD displays having horizontal 
RGB striping and vertical RGB striping, respectively. Note 
that FIG. 19 illustrates performing a Scan conversion opera 
tion on the image which includes character outline 1014. 
FIG. 20 illustrates performing a Scan conversion operation 
on the image which includes character outline 1018. In 
FIGS. 19 and 20, solid dots in grids 1102 and 1104 are used 
to indicate image Samples while brackets are used to indicate 
the Sets of Samples which are Supplied to each of the R, G, 
and B Scan conversion filters illustrated in FIG. 18. 

Note in the FIGS. 19 and 20 examples three samples are 
used to generate the Scan conversion value corresponding to 
each pixel Sub-component luminous intensity value. “On 
Samples corresponding to image foreground are illustrated in 
grids 1202 and 1203 as solid dots. Note that each grid 
segment of the grid 1202, 1203 includes between Zero and 
three dots. Grid Segments which include no “on” Samples are 
shown in grids 1202, 1203 using specking to illustrate the 
different rows of red, green and blue pixel Sub-components 
to which each grid Segment corresponds. Light Speckling is 
used to indicate correspondence to a blue pixel Sub 
component, medium Specking is used to indicate correspon 
dence to a red pixel Sub-component and dark Speckling is 
used to indicate correspondence to a green pixel Sub 
component. 

Grids 1212 and 1214 are pictorial representations of the 
Scan conversion output values generated by Supplying the 
filter sample values illustrated in grids 1202, 1204 to the 
scan conversion filters illustrated in FIG. 18, assuming the 
use of filter coefficients of the value 1. In grids 1212, 1214, 
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white indicates a Scan conversion output value of 0, light 
Speckling indicates a Scan conversion filter output value of 
1, medium Speckling indicates a Scan conversion output 
value of 2, and dark Speckling indicates a Scan conversion 
output value of 3. In FIGS. 18 and 19, a scan conversion 
filter output value of 0 indicates a background image area, 
a Scan conversion filter output value of 3 indicates a fore 
ground image area, a Scan conversion filter output value of 
1 indicates an image area which corresponds more to the 
background than the foreground, and a Scan conversion filter 
output value of 2 indicates a Scan conversion filter output 
value which corresponds more to the foreground than the 
background. 

Having described the Scan conversion process of the 
present invention in detail, a pixel color processing Sub 
routine 2150 suitable for implementing color compensation 
step 716 will now be described with reference to FIG. 21. 
Sub-routine 2150 is used to process the pixel Sub-component 
luminous intensity values of each pixel of an image. 

The sub-routine 2150 begins in step 2152 and proceeds to 
step 2153 wherein filter parameters are selected and loaded 
into memory. The filter parameters are Selected from the Set 
of color compensation filter values 349 as a function of user 
profile information 354 which indicates a user's preference 
for resolution vs. color accuracy. The user profile 348 of a 
user who is logged into the computer System executing the 
color compensation routine 2150 is used to provide the user 
preference information. In this exemplary embodiment, the 
filter parameters include thresholds which determine when a 
color correction operation is performed. The Stronger the 
user preference for resolution over color accuracy, the higher 
the threshold values which are selected for determining 
when to perform a color correction operation. Other 
parameters, e.g., filter coefficients, used to control the 
amount of change in pixel Sub-component luminous inten 
sity values when a color correction operation is to be 
performed are also Selected as a function of the user pref 
erence information. Filter coefficients which will produce a 
relatively Small correction in detected color errors are 
Selected when a user indicates a Strong preference for 
resolution over color accuracy. However, when a user indi 
cates a preference for color accuracy over resolution, filter 
coefficients which result in larger corrections in pixel Sub 
component luminous intensity values are Selected. 

Once the filter parameters are Selected and loaded into 
memory, step 2153 may be skipped in future iterations of the 
sub-routine 2150 until such time as the user who is logged 
into the machine changes the user preference information or 
a new user logs into the computer System in place of the 
original user. 

In sub-routine 2150, two (2) filters-namely a red filter 
and a blue filter are provided. In the exemplary embodiment, 
the red filter uses a red threshold, a red factor, and a green 
factor. The blue filter uses a blue threshold, a green factor, 
a blue factor, and a red factor. The red and blue filters may 
be implemented in stages. In the Sub-routine 2150 the initials 
CP are used to indicate values associated with the current 
pixel being processed. For example R is used to indicate 
the pixel Sub-component luminous intensity value of the red 
pixel Sub-component of the current pixel being processed. 

In decision step 2156, if it is determined that the differ 
ence between the red and green pixel Sub-component lumi 
nous intensity values (R-G) of a pixel is greater than 
the red filter threshold value, operation proceeds to Step 
2158. In step 2.158, the red pixel Sub-component luminous 
intensity value (R) is decreased and/or the green pixel 
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Sub-component luminous intensity value is increased. This 
Step may be carried out in accordance with the following 
expressions: 

if (R-G)>Red Filter Threshold, then 

R.'-R-((R-G). Red Filter Red Factor)/10 

G'=G+((R-GP)*Red Filter Green Factor)/10 

Set Rop-Rep. 

Set GP=GP 

where R is the updated red pixel Sub-component lumi 
nous intensity value, and G' is the updated green pixel 
Sub-component luminous intensity value. 

Processing proceeds from step 2.158 to decision step 
2157. Operation proceeds directly from step 2156 to step 
2157 if it is determined in step 2156 that the difference, 
between the red and green pixel Sub-component luminous 
intensity values (R-G) of a pixel, is less than or equal 
to the red filter threshold value. 

In decision step 2157, if it is determined that the differ 
ence between the green and red pixel Sub-component lumi 
nous intensity values (G-R) is greater than the red filter 
threshold value operation proceeds to step 2159. In step 
2159 the red pixel sub-component luminous intensity value 
(R) is increased and/or the green pixel Sub-component 
luminous intensity value is decreased. 

Steps 2156, 2158, 2157 and 2159 in combination com 
prise a red filter which reduces the difference between the 
red and green pixel Sub-component values when the mag 
nitude of the difference between these values exceeds the red 
threshold. 

Processing proceeds from step 2159 to decision step 
2160. Operation proceeds directly from step 2157 to step 
2160 if it is determined in step 2157 that the difference 
between the green and red pixel Sub-component luminous 
intensity values (GP-R) is less than or equal to the red 
filter threshold value. 

In decision step 2160, if it is determined that the differ 
ence between the green and blue pixel Sub-component 
luminous intensity values (G-B-) is greater than the 
blue filter threshold value, operation proceeds to step 2162. 
In Step 2162 the green pixel Sub-component luminous inten 
sity value (G) is decreased, and/or the blue pixel Sub 
component luminous intensity value (B) is increased, 
and/or the red pixel Sub-component luminous intensity value 
(R) is decreased. This step may be carried out in accor 
dance with the following expressions: 

if (GCP-BCP)>Blue Filter Threshold, then 

Ge=GP-((Gp-Br) Blue Filter Green Factor)/10 

B'-BP+(GP-BP) Blue Filter Blue Factor)/10 

Re-Re-((GP-BP) Blue Filter Red Factor)/10 

SET R=R.' 

SET GP=GP 

SETBP=B. 

where R is the modified red pixel Sub-component lumi 
nous intensity value, B' is the modified blue pixel Sub 
component luminous intensity value and R is the modi 
fied red pixel Sub-component luminous intensity value. 

Processing proceeds from Step 2162 to decision Step 
2161. Operation proceeds directly from step 2160 to step 
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2161 if it is determined in step 2160 that the difference 
between the blue and green pixel Sub-component luminous 
intensity values (G-B) is less than or equal to the blue 
filter threshold value. 

In decision step 2161, if it is determined that the differ 
ence between the blue and green pixel Sub-component 
luminous intensity values (B-G) is greater than the 
blue filter threshold value, operation proceeds to step 2163. 
In Step 2163 the green pixel Sub-component luminous inten 
sity value (G) is increased, and/or the red pixel Sub 
component luminous intensity value (R) is decreased 
and/or the blue pixel Sub-component luminous intensity 
value (B) is decreased. 

Steps 2160, 2162,2161 and 2163 in combination com 
prise a blue filter which, in most embodiments, reduces the 
difference between the blue and green pixel Sub-component 
values when the magnitude of the difference between these 
values exceeds the blue threshold. 

Processing proceeds from step 2163 to return step 2164. 
Operation proceeds directly from step 2161 to step 2164 if 
it is determined in step 2161 that the difference between the 
blue and green pixel Sub-component luminous intensity 
values (B-G) is less than or equal to the blue filter 
threshold value. 

In return Step 2164, the values R., Grand B are 
output or returned to the routine which called the pixel color 
processing Sub-routine 2152. In this manner, filtered pixel 
Sub-component luminous intensity values are returned. 
Some exemplary values for FIG. 21 filter parameters or 

variables are: 

Red Filter Threshold=100; 
Red Filter Red Factor=3; 
Red Filter Green Factor=2; 
Blue Filter Threshold=128; 
Blue Filter Red Factor=2; 
Blue Filter Green Factor=1; and 
Blue Filter Blue Factor=3. 
In cases where a user indicates a Strong preference for 

resolution over color accuracy, the filter thresholds would be 
higher. For example, the following filter threshold values 
might be used: 
Red Filter Threshold=185; 
Blue Filter Threshold=200. 
By processing pixel Sub-component luminous intensity 

values using the above described pixel color processing 
Sub-routine, color errors can be reduced or eliminated. 

The various routines which comprise the graphics display 
interface 302, e.g., rendering and rasterization routines 307, 
have been described in detail. The output of the graphics 
display interface 302 are bitmapped images represented, in 
the case of an LCD display embodiment, using either alpha 
values, e.g., one per pixel Sub-component, or as pixel 
Sub-component luminous intensity values. 

The bitmapped images output by the graphics display 
interface 302 are supplied to the device driver 371 for further 
processing. Operation of the device driver 371 will now be 
discussed in detail with reference to FIG. 22. 
As illustrated in FIG. 22, the device driver 371 includes 

a plurality of routines including a color blending routine 
2202 and a set of response correction routines 2204. The 
response correction routines 2204 included a gamma cor 
rection Sub-routine 2206, a viewing angle correction Sub 
routine 2208 and an additional response correction Sub 
routine 2210. 

The device driver 371 receives as its input the bit mapped 
images and other information, e.g., foreground/background 
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color information, from the GDI302. It also receives display 
device profile information, e.g., the information in DDP348, 
for the display device being used. User profile information, 
e.g., UPI 354, for the user who is logged into the computer 
system, is also supplied to the device driver 371. The device 
driver also receives measured values, e.g., ambient light 
intensity information, from measuring device 106. The 
various input signals and information may be used by any 
one of the routines or Sub-routines included in the device 
driver 371. The device driver 371 outputs the DDI/UPI 
information input thereto to the GDI for use by the GDI. The 
device driver also generates and outputs, to the display 
adapter 248, Sets of luminous intensity values representing 
bitmapped images. 

Color blending routine 2202 is responsible for applying 
foreground and background color Selections to the data 
output by the GDI in LCD embodiments where the GDI 
generates bitmapped images represented by pixel Sub 
component blend coefficients, e.g., alpha values. Operation 
of the color blending routine 2202 will be described in the 
context of a System wherein one alpha value is generated per 
pixel Sub-component. 

Color blending routine 2202 first normalizes input alpha 
Values, C, C, C, to a range of 0–1. Foreground and 
background color Selections, as indicated by foreground and 
background pixel Sub-component luminous intensity values 
(R, G, Br), (R, G, B) of a foreground and a back 
ground colored pixel, respectively, are then applied to gen 
erate output pixel Sub-component luminous intensity values 
as follows: 

The values R, G, B represent the RGB pixel Sub 
component luminous intensity values corresponding to a 
pixel, generated by color blending routine 2202. 

Response correction routines 2204 receive the R, G, B 
pixel Sub-component luminous intensity values output by 
color blending routine 2202 or the GDI302, in embodiments 
where the GDI generates luminous intensity values as 
opposed to alpha values. 

Unfortunately, due to a variety of factors the light output 
characteristics of a monitor tend to be non-linear and may 
vary widely from device to device due to age, manufacturing 
difference and a host of other factors. Complicating matters 
further is the fact that the position of the viewer relative to 
the Screen can have in impact on the amount of light the 
viewer will perceive from different portions of the screen. 

The luminous intensity values Supplied to the response 
correction routines 2204 reflect desired output pixel Sub 
component luminous intensity values assuming a linear 
output (display) device. It is the responsibility of the 
response correction routines to compensate for the non 
linear response characteristics of the actual display device. 
Thus, the purpose of the routines 2204 is to insure that the 
actual display output approximates the desired pixel Sub 
component luminous intensity levels indicated by the pixel 
Sub-component luminous intensity values output by the GDI 
or color blending routine 2202. 
Gamma correction is one technique for correcting lumi 

nous intensity values to take into consideration display 
device light output characteristics. Gamma correction Sub 
routine 2206 implements a gamma correction operation. If 
input on a user preferred gamma value is available, e.g., 
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from the user profile information 354, the user preferred 
gamma value is used by Sub-routine 2206. Alternatively, the 
gamma value stored in the display device profile 348, 
asSociated with the output display device 254, is used. 

In accordance with the present invention, different gamma 
values may, and normally will, be used for LCD and CRT 
displayS. In addition, different gamma Values may be used 
for different LCD displays which are of the same model type 
and which are manufactured by the same display manufac 
turer 

AS part of the gamma correction operation, the red, green 
and blue pixel Sub-component luminous intensity values are 
normalized to a value between 0 and 1 to produce 
normalized, red, green and blue pixel Sub-component lumi 
nous intensity levels R, G, B. They are then processed 
according to the following equation: 

The normalized, corrected R, G, B pixel Sub-component 
luminous intensity Values, Ray, GA, B, respectively, are 
than converted back to luminous intensity values between 
the range of 0 and 255 by the gamma correction Sub-routine 
and output to the viewing angle correction Sub-routine 2208. 

Viewing angle correction sub-routine 2208 uses viewing 
position information included in the user profile 348 to 
adjust luminous intensity values. AS with the case of gamma 
correction, the processing performed by the viewing angle 
correction Sub-routine is designed to adjust pixel Sub 
component luminous intensity values So that the perceived 
luminous intensity will approximate that Specified by the 
pixel Sub-component luminous intensity values output by 
the GDI 302 or color blending routine 2202. 

The additional response correction sub-routine 2210 uses 
display device profile information Such as the devices white 
point, gamut and/or method of light modulation and/or 
measured values Such as ambient light intensity, to further 
adjust the pixel Sub-component luminous intensity level 
values output by Sub-routine 2208 so that that the perceived 
luminous intensity will approximate that Specified by the 
pixel Sub-component luminous intensity values output by 
the GDI 302 or color blending routine 2202. The additional 
response correction Sub-routine may compensate for, e.g., 
degradation in the ability of a CRT display to output light as 
it ages. 

The corrected pixel Sub-component luminous intensity 
values generated by the additional response correction Sub 
routine 2210 are output to the display adapter 248. The 
display adapter 248 processes the received pixel Sub 
component luminous intensity values to put them in a format 
used to control the display device 254. In response to 
luminous intensity control Signals received from the display 
adapter 248, the display device 254 displays the images, e.g., 
text, being rendered. 

Through the use of the above discussed response correc 
tion routines, the output of the display device 254 can be 
adjusted So that the perceived images are of a higher quality 
than is possible in embodiments where Such response cor 
rection operations are not performed. 

In view of the description of the invention included 
herein, numerous additional embodiments and variations on 
the discussed embodiments of the present invention will be 
apparent to one of ordinary skill in the art. It is to be 
understood that such embodiments do not depart from the 
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present invention and are to be considered within the Scope 
of the invention. 
What is claimed is: 
1. In a computing System having a display device that has 

a plurality of pixels, each pixel having a plurality of pixel 
Sub-components of different colors that may each be treated 
as independent luminous intensity Sources, a method for 
displaying an image on the display device in a manner that 
balances a particular user's perception of color and 
resolution, the method comprising the following: 

an act of measuring a Specific user's preferred balance 
between color correction and resolution when Viewing 
images on a display device in which pixel Sub 
components may be treated as independent luminous 
intensity Sources, 

an act of accessing an image that is digitally represented 
by multiple values each representing a unique Sample 
point that corresponds to a pixel Sub-component of the 
display device; 

an act of performing color compensation on the digital 
representation of the image Such that the extent of color 
compensation depends on the Specific user's measured 
preferred balance; and 

an act of displaying the color compensated image on the 
display device. 

2. A method in accordance with claim 1, wherein the act 
of measuring a specific user's preferred balance between 
color correction and resolution when Viewing images on a 
display device in which pixel Sub-components may be 
treated as independent luminous intensity Sources comprises 
the following: 

an act of presenting a plurality of text examples on the 
display device, each of the text examples having dif 
fering degrees of color error, and 

an act of receiving a user Selection of one of the text 
examples. 

3. A method in accordance with claim 1, wherein the act 
of measuring a specific user's preferred balance between 
color correction and resolution when Viewing images on a 
display device in which pixel Sub-components may be 
treated as independent luminous intensity Sources comprises 
the following: 

an act of displaying a user controllable Slider and a text 
example on the display device, 

an act of determining that the user has moved the Slider to 
or has accepted the Slider position at one of a plurality 
of Settings, 

an act of identifying a balance between color correction 
and resolution based on the new Setting of the slider; 
and 

an act of reflecting the new Setting of the Slider in the 
displayed text example. 

4. A method in accordance with claim 1, the Specific user 
being a first user, and the first image being a first image, 
wherein the acts of performing, and displaying occur only 
after an act of determining that the first user is likely viewing 
the display device, the method further comprising the fol 
lowing: 

an act of measuring a Second user's preferred balance 
between color correction and resolution when Viewing 
images on the display device; 

an act of accessing a Second image that is digitally 
represented by multiple values each representing a 
unique Sample point that corresponds to a pixel Sub 
Subcomponent of the display device; 
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an act of determining that the Second user is likely 
Viewing the display device, 

an act of performing color compensation on the digital 
representation of the Second image Such that the extent 
of color compensation depends on the Second user's 
measured preferred balance if it has been determined 
that the Second user is likely viewing the display 
device; and 

an act of displaying the color compensated image on the 
display device if it has been determined that the Second 
user is likely viewing the display device. 

5. A method in accordance with claim 1, wherein the act 
of performing color compensation on the digital represen 
tation of the image comprises an act of monitoring output 
characteristics of the display device, the extent of color 
compensation further depending on the monitored output 
characteristics of the display device. 

6. A method in accordance with claim 5, wherein the act 
of performing color compensation on the digital represen 
tation of the image further comprises an act of monitoring 
ambient light conditions, the extent of color compensation 
further depending on the monitored output characteristics of 
the display device. 

7. A method in accordance with claim 1, wherein the act 
of performing color compensation on the digital represen 
tation of the image further comprises an act of monitoring 
ambient light conditions, the extent of color compensation 
further depending on the monitored output characteristics of 
the display device. 

8. A method in accordance with claim 1, wherein the act 
of performing color compensation on the digital represen 
tation of the image Such that the extent of color compensa 
tion depends on the Specific user's measured preferred 
balance further comprises the following: 

an act of hinting a portion of the image to a first pixel 
Sub-component boundary to compensate for color 
errors if it has been determined that the Specific user 
preferS color correction over resolution; and 

an act of hinting the portion of the image to a Second pixel 
Sub-component boundary different than the first pixel 
Sub-component boundary if it has been determined that 
the Specific user preferS resolution over color correc 
tion. 

9. A computer program product for use in a computing 
System having a display device that has a plurality of pixels, 
each pixel having a plurality of pixel Sub-components of 
different colors that may each be treated as independent 
luminous intensity Sources, the computer program product 
for implementing a method for displaying an image on the 
display device in a manner that balances a particular user's 
perception of color and resolution, the computer program 
product comprising one or more computer-readable media 
having thereon computer-executable instructions that are 
Structured Such that, when executed by one or more proces 
Sors of the computing System, causing the computing System 
to perform the following: 

measure a specific user's preferred balance between color 
correction and resolution when Viewing images on a 
display device in which pixel Sub-components may be 
treated as independent luminous intensity Sources, 

access an image that is digitally represented by multiple 
values each representing a unique Sample point that 
corresponds to a pixel Sub-component of the display 
device; 

perform color compensation on the digital representation 
of the image Such that the extent of color compensation 
depends on the Specific user's measured preferred 
balance, and 
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display the color compensated image on the display 

device. 
10. A computer program product in accordance with claim 

9, wherein the one or more computer-readable media are 
physical Storage media. 

11. A computer program product in accordance with claim 
9, wherein the computer-executable instructions for measur 
ing a specific user's preferred balance between color cor 
rection and resolution when Viewing images on a display 
device in which pixel Sub-components may be treated as 
independent luminous intensity Sources comprise computer 
executable instructions that, when executed by one or more 
processors of the computing System, cause the computing 
System to performing the following: 

present a plurality of text examples on the display device, 
each of the text examples having differing degrees of 
color error; and 

detect a user Selection of one of the text examples. 
12. A computer program product in accordance with claim 

9, wherein the computer-executable instructions for measur 
ing a specific user's preferred balance between color cor 
rection and resolution when Viewing images on a display 
device in which pixel Sub-components may be treated as 
independent luminous intensity Sources comprise computer 
executable instructions that, when executed by one or more 
processors of the computing System, cause the computing 
System to performing the following: 

display a user controllable Slider and a text example on the 
display device; 

determine that the user has moved the slider to or has 
accepted the Slider position at one of a plurality of 
Settings, 

identify a balance between color correction and resolution 
based on the new Setting of the Slider; and 

reflect the new setting of the slider in the displayed text 
example. 

13. A computer program product in accordance with claim 
9, wherein the one or more computer-readable media further 
have thereon computer-executable instructions that, when 
executed by one or more processors of the computing 
System, cause the computing System to perform the follow 
ing: 

measure a Second user's preferred balance between color 
correction and resolution when Viewing images on the 
display device; 

access a Second image that is digitally represented by 
multiple values each representing a unique Sample 
point that corresponds to a pixel Sub-Subcomponent of 
the display device, 

determine that the Second user is likely viewing the 
display device; 

perform color compensation on the digital representation 
of the Second image Such that the extent of color 
compensation depends on the Second user's measured 
preferred balance if it has been determined that the 
Second user is likely viewing the display device, and 

display the color compensated image on the display 
device if it has been determined that the Second user is 
likely viewing the display device. 

14. A computer program product in accordance with claim 
9, wherein the computer-executable instructions for per 
forming color compensation on the digital representation of 
the image comprise computer-executable instructions for 
monitoring output characteristics of the display device Such 
that the extent of color compensation further depends on the 
monitored output characteristics of the display device. 
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15. A computer program product in accordance with claim 
14, wherein the computer-executable instructions for per 
forming color compensation on the digital representation of 
the image further comprise computer-executable instruc 
tions that, when executed by one or more processors of the 
computing System, cause the computing System to monitor 
ambient light conditions Such that the extent of color com 
pensation further depends on the monitored output charac 
teristics of the display device. 

16. A computer program product in accordance with claim 
9, wherein the computer-executable instructions for per 
forming color compensation on the digital representation of 
the image comprise computer-executable instructions that, 
when executed by one or more processors of the computing 
System, cause the computing System to monitor ambient 
light conditions Such that the extent of color compensation 
further depends on the monitored output characteristics of 
the display device. 

17. A computer program product in accordance with claim 
9, wherein the computer-executable instructions for per 
forming color compensation on the digital representation of 
the image Such that the extent of color compensation 
depends on the Specific user's measured preferred balance 
further comprise computer-executable instructions that, 
when executed by one or more processors of the computing 
System, cause the computing System to perform the follow 
ing: 

hint a portion of the image to a first pixel Sub-component 
boundary compensates for color errors if it has been 
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determined that the Specific user preferS color correc 
tion over resolution; and 

hint the portion of the image to a Second pixel Sub 
component boundary different that the first pixel Sub 
component boundary if it has been determined that the 
Specific user preferS resolution over color correction. 

18. In a computing System having a display device that 
has a plurality of pixels, each pixel having a plurality of 
pixel Sub-components of different colors that may each be 
treated as independent luminous intensity Sources, a method 
for displaying an image on the display device in a manner 
that balances a particular user's perception of color and 
resolution, the method comprising the following: 

an act of measuring a Specific user's preferred balance 
between color correction and resolution when Viewing 
images on a display device in which pixel Sub 
components may be treated as independent luminous 
intensity Sources, 

an act of accessing an image that is digitally represented 
by multiple values each representing a unique Sample 
point that corresponds to a pixel Sub-component of the 
display device; and 

Step for displaying the image on the display device, the 
image being color compensated in a manner that 
depends on the Specific user's measured preferred 
balance. 
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