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A digital camera includes a distortion correction section, 
which is composed of a focal length determining section, a 
distortion evaluation section and a correction amount calcu 
lating section. The focal length determining section evaluates 
a focal length at the time of image capture. Based on the focal 
length, the distortion evaluation section evaluates the magni 
tude of wide-angle distortion and optical distortion in a cap 
tured image. Based on this evaluation, the distortion correc 
tion section selects an appropriate coefficient from an optical 
distortion correction coefficient table or a wide-angle distor 
tion correction coefficient table. Using the selected coeffi 
cient, the correction amount calculating section applies a 
coordinate transform processing to cause positive or negative 
distortion to the captured image, and corrects the wide-angle 
distortion or the optical distortion. 

  

Page 1 of 31 GOOGLE-SAMSUNG EXHIBIT 1012



US 2008/0239107 A1 Sheet 1 of 20 Oct. 2, 2008 Patent Application Publication 

FIG. I. 
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FIG. 4A 
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FIG. 5A 

| | | | | | | | | | | | | | | || 
e 

HH 

82 

81 

83 84 

|-|-- 3 

    

    

    

    

  

Page 6 of 31



Patent Application Publication Oct. 2, 2008 Sheet 6 of 20 US 2008/0239107 A1 

FIG. 6 
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FIG. 7 
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FIG. 8 
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FIG 10 
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FIG 11 
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FIG. 13 
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FIG. 15 
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FIG. 18 
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FIG. 19 
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IMAGINGAPPARATUS 

FIELD OF THE INVENTION 

0001. The present invention relates to an imaging appara 
tus capable of correcting distortion, especially wide-angle 
distortion of a Subject image. 

BACKGROUND OF THE INVENTION 

0002 Digital cameras that have been popular in recent 
years obtain an image in the form of digital data. Unlike the 
photographic images, the digital image data can be subjected 
to various image processing that allows so-called retouching 
to modify the image and correct color in a later time. It is also 
a common technique during image capture to detect human 
faces in a picture frame and control to have a proper face size 
and appropriate brightness (see, for example, Japanese Patent 
Laid-open Publication No. 2004-320284 corresponding to 
U.S. Patent Application Publication No. 2004/0207743). 
0003. Meanwhile, when a subject image is formed on a 
photographic film or an image sensor through a lens, the 
image is sometimes blurred or distorted. A main cause of such 
blur and distortion is aberration of the lens used. In particular, 
the blur is caused by spherical aberration, astigmatism, coma 
and curvature of field. 
0004. The distortion of image, on the other hand, is caused 
by distortion aberration. Since the distortion aberration is a 
phenomenon in which the incident light is more refracted 
with distance from a lens center, the resultant distortion (here 
inafter, optical distortion) of image changes according to 
positional relationship between a lens and an aperture stop. 
Therefore, in a Zoom lens whose aperture stop changes the 
relative position to the lens system, it is difficult to reduce the 
optical distortion uniformly. 
0005 For film cameras, there would be no choice in reduc 
ing the optical distortion but to arrange the layout of a pho 
tographic film or the design of a taking lens. For digital 
cameras, however, the optical distortion can be reduced by 
applying an electrical image conversion processing to image 
data. For example, there are known a video camera to display 
different portions of an image with different magnifications 
(see, for example, Japanese Laid-open Publication No. 
09-018763), and a digital camera to reduce the optical distor 
tion of a captured image by using an image conversion pro 
cessing (see, for example, Japanese Patent Laid-open Publi 
cation No. 11-252431). 
0006. Apart from the optical distortion, there is also 
known wide-angle distortion. The wide-angle distortion is a 
phenomenon that arises when a three-dimensional Subject is 
projected through a lens onto a flat plane (a light receiving 
Surface of an image sensor or a photographic film), and has an 
effect to elongate the image radially from the center of the 
picture frame. Therefore, the wide-angle distortion usually 
becomes apparent in wide-angle images, and is more promi 
nent in the periphery of picture frame. 
0007 Since it results from a basic principle of the imaging 
apparatus, the wide-angle distortion cannot be eliminated 
completely. However, it is known that the wide-angle distor 
tion becomes less noticeable when a lens with large distortion 
aberration is used (see, for example, Japanese Patent Laid 
open Publication No. 11-065033). 
0008 Conventionally, a popular lens has a 45 degree angle 
of view, and the wide-angle distortion has not been a problem. 
In recent years, however, the wide-angle lenses with a 70 
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degree or more angle of view become popular, and loss of 
image quality due to the wide-angle distortion grows into a 
serious problem. For example, if a group image is captured 
with this type of wide-angle lens, the person at the periphery 
of the picture frame may be saddled with a distorted face due 
to the wide-angle distortion. 
0009 Nonetheless, if a lens with large distortion aberra 
tion is employed to minimize the wide-angle distortion, the 
optical distortion will be promoted excessively in a captured 
image. For example, capturing a building or Such a rectilinear 
object with this type of lens will only produce unnatural 
images where the Straight lines are curved. This is not a 
problem to special effect cameras, such as the lens-fitted film 
unit of the Publication No. 11-065033, but a serious problem 
to normal digital cameras. 

SUMMARY OF THE INVENTION 

0010. In view of the foregoing, an object of the present 
invention is to provide an imaging apparatus capable of cor 
recting distortion of image depending on the type of a subject 
in a picture frame. 
0011. In order to achieve the above and other objects, an 
imaging apparatus according to the present invention 
includes a taking lens, an image sensor, and a distortion 
corrector for correcting optical distortion and wide-angle dis 
tortion of an image captured with the taking lens. When 
correcting the optical distortion due to distortion aberration of 
the taking lens, the distortion corrector applies image conver 
Sion processing to the image so as to give the image with 
distortion of opposite sign to the optical distortion. When 
correcting wide-angle distortion, the distortion corrector 
applies image conversion processing to the image so as to 
give the image with negative distortion corresponding to the 
magnitude of the wide-angle distortion. 
0012. It is preferred to provide a correction selector for 
selecting which to correct the optical distortion and the wide 
angle distortion. Preferably, when the optical distortion due to 
the distortion aberration of the taking lens is negative and has 
the magnitude to correct the wide-angle distortion, the cor 
rection selector does not select correcting the optical distor 
tion and the wide-angle distortion but corrects the wide-angle 
distortion using the optical distortion due to the distortion 
aberration of the taking lens. 
0013. It is also preferred to provide a face detector to 
detect human faces in the image. In this case, the correction 
selector preferably selects correcting the wide-angle distor 
tion when a human face is detected in the image. It is more 
preferred that the correction selector selects correcting the 
wide-angle distortion when a human face is detected outside 
a predetermined angle of incidence. 
0014. It is further preferred to produce both an optical 
distortion corrected image which is corrected for optical dis 
tortion, and a wide-angle distortion corrected image which is 
corrected for wide-angle distortion when the correction selec 
tor selects correcting both the wide-angle distortion and the 
optical distortion. 
00.15 Preferably in this case, the wide-angle distortion 
corrected image is produced by applying the image conver 
sion processing to give negative distortion to the optical dis 
tortion corrected image. 
0016. It is preferred to provide a memory device for stor 
ing the optical distortion corrected image and the wide-angle 
distortion corrected image, and more preferred to provide a 
display device that firstly retrieves the optical distortion cor 
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rected image and the wide-angle distortion corrected image 
from the memory device, and halves each of these images, 
and then juxtaposes corresponding halves of the images, and 
an image selector that selects one of the optical distortion 
corrected image and said wide-angle distortion corrected 
image, and then deletes unselected one of the images form the 
memory device. 
0017 More preferably, the image conversion processing is 
coordinate transform processing using coordinate transform 
function, and the imaging apparatus includes a correction 
coefficient table containing the coefficients of the coordinate 
transform function. 
0.018. According to the present invention, the imaging 
apparatus is provided with the distortion corrector that per 
forms the image conversion processing to correct the optical 
and the wide-angle distortion. Therefore, an image with little 
distortion can easily be produced. Further, the magnification 
of the optical distortion and presence/absence of human faces 
are detected before the wide-angle distortion correction, and 
it is possible to produce an image properly corrected depend 
ing on the condition of the image and the type of the Subject. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0019. The above objects and advantages of the present 
invention will become more apparent from the following 
detailed description when read in connection with the accom 
panying drawings, in which: 
0020 FIG. 1 is a perspective view of a digital camera 
according to the present invention; 
0021 FIG. 2 is a rear elevation view of the digital camera; 
0022 FIG. 3 is a block diagram illustrating an electrical 
configuration of the digital camera according to a first 
embodiment; 
0023 FIG. 4A to FIG. 4D are explanatory views illustrat 
ing an image conversion processing to produce an image with 
negative distortion; 
0024 FIG.5A to FIG.5C are explanatory views of optical 
distortion; 
0025 FIG. 6 is an explanatory view illustrating the mecha 
nism of wide-angle distortion; 
0026 FIG. 7 is a flow chart of operation of the digital 
camera according to the first embodiment; 
0027 FIG. 8 is a flow chart for selectively correcting one 
of the wide-angle distortion and the optical distortion; 
0028 FIG. 9 is a block diagram illustrating an electrical 
configuration of the digital camera according to a second 
embodiment; 
0029 FIG. 10 is a flow chart of operation of the digital 
camera according to the second embodiment; 
0030 FIG. 11 is a flow chart for determining whether or 
not to correct the wide-angle distortion based on the charac 
teristic of a taking lens; 
0031 FIG. 12 is a block diagram illustrating an electrical 
configuration of the digital camera according to a third 
embodiment; 
0032 FIG. 13 is a flow chart of operation of the digital 
camera according to the third embodiment; 
0033 FIG. 14A and FIG. 14B are explanatory views illus 
trating image distortion correction based on a result of face 
detection; 
0034 FIG. 15 is a flow chart for determining whether or 
not to correct the wide-angle distortion based on a position of 
human faces: 
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0035 FIG. 16A and FIG. 16B are explanatory views illus 
trating image distortion correction based on a position of the 
human faces: 
0036 FIG. 17 is a flow chart for storing an optical distor 
tion corrected image and a wide-angle distortion corrected 
image produced by a coordination transform processing: 
0037 FIG. 18 is a flow chart for storing the optical distor 
tion corrected image and a wide-angle distortion corrected 
image produced by using distortion aberration of the taking 
lens; 
0038 FIG. 19 is a flow chart for producing the wide-angle 
distortion corrected image by applying the coordination 
transform processing to the optical distortion corrected 
image; and 
0039 FIG.20 is an explanatory view of a display to clarify 
the difference between the wide-angle distortion corrected 
image and the optical distortion corrected image. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

First Embodiment 

0040. Referring to FIG. 1, a digital camera (imaging appa 
ratus) 10 is composed of a camera body 11 and a detachable 
lens unit 12. 
0041. The lens unit 12 includes a lens barrel 16 and a 
taking lens 17 disposed in this lens barrel 16. The lens unit 12 
and the camera body 11 have, on their mount portions, bayo 
net claws (not shown) to interlock with each other. When the 
lens unit 12 is mounted and rotated on the camera body 11, the 
bayonet claws interlock with each other, and the lens unit 12 
is securely attached to the camera body 11. The lens unit 12 is 
detachable from the camera body 11 and changed with 
another lens unit having a different type of taking lens, if 
necessary. 
0042. On a front surface of the camera body 11 are pro 
vided an unlockbutton 18 and a flash emitter 19. To prevent 
accidental drop off of the lens barrel 16 from the camera body 
11, the lens unit 12 is locked once the lens unit 12 is attached 
to the camera body 11. The unlock button 18 is pressed to 
unlock the lens unit 12. As is well known, the flash emitter 19 
is activated when, for example, a main Subject is dark. 
0043. On a top surface of the camera body 11 are provided 
a shutter release button 21, a mode selector dial 22 and such. 
The shutter release button 21 is pressed in two steps. Halfway 
pressing of the shutter release button 21 activates preliminary 
operations such as the auto-focus adjustment (AF) and the 
auto-exposure adjustment (AE), while complete pressing of 
the shutter release button 21 captures an image of a Subject. 
The mode selector dial 22 switches the operation modes of the 
digital camera 10. The digital camera 10 works in different 
operation modes, such as a reproduction mode, multiple 
image capture modes, and a set-up mode. 
0044) The reproduction mode is for reproducing the image 
in a recording medium, Such as a memory card 23 (see, FIG. 
3), and displaying the reproduced image on a display panel 24 
(described later). The image capture modes are for capturing 
and storinga Subject image in the memory card 23. The digital 
camera 10 offers a distant view mode, a close view mode, a 
portrait mode, an auto mode, a manual mode, a wide-angle 
distortion correction mode and a group shot mode, and one of 
these modes is selected with a mode selector dial. In the auto 
mode, for example, an optimal photographic condition is 
established automatically. In the wide-angle distortion cor 
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rection mode, the wide-angle distortion is automatically cor 
rected on the captured image. In the group shot mode, an 
optimal photographic condition for group shot is established 
automatically. The digital camera 10 carries different photo 
graphic conditions for each image capture mode, and auto 
matically establishes the photographic condition depending 
on the selected image capture mode. 
0045. The set-up mode allows fine adjustments on camera 
settings, such as brightness of the display panel 24 and shutter 
Sound. In the set-up mode, the settings of the reproduction 
mode and the photographic condition of each image capture 
mode can be changed finely and individually. 
0046. The setup parameters of the reproduction mode may 
be, for example, a display method of the display panel 24. The 
setup parameters of the image capture modes may be, for 
example, necessity (on/off) of image distortion correction 
and a method of the image distortion correction. 
0047. As shown in FIG. 2, a rear surface of the digital 
camera10 is provided with a power button 26, a Zoom key 27, 
a cross key 28 and the display panel 24. The power button 26, 
when pressed for a while, turns on and off the digital camera 
10. The Zoom key 27 is pressed down to continuously change 
image magnification by changing a focal length of the taking 
lens 17. The four-directional cross key 28 is pressed to select 
a menu, an image or the like on the display panel 24. The 
display panel 24 is a liquid crystal display panel. In the image 
capturing modes, the display panel 24 functions as an electric 
view finder to display a through image in real time. 
0048. On a lateral side of the camera body 11, there are a 
card slot, a communication port and a power connector (all 
not shown). The card slot is where the memory card 23 or such 
a recording medium is inserted and removed. The communi 
cation port is coupled to external devices such as a computer 
and a printer, allowing to send and receive a captured image 
and necessary information. The power connector is coupled 
to an external power Source to charge an internal battery of the 
digital camera 10. 
0049. As shown in FIG.3, the taking lens 17 is composed 
of for example, a Zooming lens 31, a focusing lens 32 and an 
aperture stop 33. The Zooming lens 31 and the focusing lens 
32 are movable between a wide-angle side and a telephoto 
side along an optical axis Lofthe taking lens 17. The Zooming 
lens 31 is moved according to pressing of the Zoom key 27, 
and changes image magnification. The focusing lens 32 
moves in conjunction with the Zooming lens 31 or is moved in 
response to halfway pressing of the shutter release button 21, 
so as to bring a subject into focus. The aperture stop 33 
changes the size of an aperture and changes the amount of 
light for image capture. In particular, when the shutter release 
button 21 is pressed halfway, the aperture stop 33 changes the 
size of the aperture depending on the exposure amount. 
0050. The Zooming lens 31, the focusing lens 32 and the 
aperture stop 33 are driven by a lens motor 36. This lens motor 
36 includes several motors that drive each of the Zooming lens 
31, the focusing lens 32 and the aperture stop 33 separately. 
The lens motor 36 is controlled by a motor driver 38 that 
receives a control signal from a CPU 37. 
0051 ACCD39 is disposed behind the taking lens 17. The 
CCD 39 photo-electrically converts a subject image focused 
through the taking lens 17 onto the light receiving Surface, 
and outputs an analog image signal. Operation of the CCD39 
is controlled by a CCD driver 41 that receives a control signal 
from the CPU 37. 
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0.052 The CCD 39 generates two types of image signals, 
an image signal for recording (hereinafter, principal image 
signal) with a large number of pixels which is generated when 
the shutter release button 21 is pressed completely to record 
an image, and a through image signal used to display a 
through image on the display panel 24 at the time of framing. 
The principal image signal is firstly converted into principal 
image data of digital form, and Subjected to various image 
processing, and then stored in the memory card 23. Mean 
while, the through image signal is firstly converted into 
through image data of digital form, and Subjected to various 
simple imaging processing, and then stored in an SDRAM 42 
temporarily. This through image data is retrieved from the 
SDRAM 42, and converted by a decoder 43 into a composite 
signal of analog form, and then displayed on the display panel 
24. The CCD39 generates the through image signal at a frame 
rate of, for example, 30 frames per second. 
0053. The image signal, out of the CCD 39, is input to a 
correlation double sampling circuit (CDS) 44 that removes 
noises from it, and then amplified by a signal amplifier circuit 
(AMP) 46. The amplified image signal is converted by an A/D 
converter (A/D) 47 into image data. This image data is RGB 
image data corresponding to the amount of charge in each cell 
of the CCD 39. 
0054 ADSP 48 includes an image input controller 51, an 
image quality correction circuit 52, a Y/C conversion circuit 
53 and a compression/decompression circuit 54. The image 
input controller 51 temporarily stores (buffers) the image data 
coming from the A/D 47, and writes the data to the SDRAM 
42 connected through a data bus 57. 
0055. The image quality correction circuit 52 retrieves the 
image data from the SDRAM 42, and applies such image 
quality correction process as a gradation processing, a white 
balance correction processing and a gamma correction pro 
cessing to the image data, and then stores this corrected image 
data to the SDRAM 42 again. 
0056. The Y/C conversion circuit 53 retrieves from the 
SDRAM 42 the image data after the image quality correction 
of the image quality correction circuit 52, and converts the 
data into aluminance signal Y and color difference signals Cr, 
Cb. After the Y/C conversion, the compression/decompres 
sion circuit 54 compresses the image data in, for example, the 
JPEG format, and outputs the data in a predetermined file 
format. This compressed image data is stored in the memory 
card 23 through a media controller 56. 
0057. Also connected to the data bus 57 are an AE/AWB 
detection circuit and an AF detection circuit (both not shown). 
The AE/AWB detection circuit determines a combination of a 
shutter speed and an aperture stop value, and calculates the 
amount of correction for white balance, depending on the 
calculated exposure amount. The AF detection circuit moves 
the focusing lens 32 and determines the position of maximum 
contrast. The CPU 37 places the focusing lens 32 in the 
maximum contrast position. 
0058. The SDRAM 42 is a working memory to tempo 
rarily store the image data, and also a place where a control 
program and other necessary programs of the digital camera 
10 are loaded. The SDRAM 42 has a VRAM area to Store a 
through image, which is updated at the above-mentioned 
frame rate. 
0059. The CPU 37 retrieves the control program from an 
EEPROM 58 and runs it to control all the components of the 
digital camera 10. The EEPROM 58 contains the control 
program and various set-up information of the digital camera 
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10. The EEPROM 58 further carries an optical distortion 
correction coefficient table (hereinafter, optical correction 
table) 60 and a wide-angle distortion correction coefficient 
table (hereinafter, wide-angle correction table) 61. 
0060 An optical correction table 60 contains coefficients 
(parameters) of a coordinate transform function to correct 
optical distortion of a captured image. In particular, the opti 
cal correction table 60 contains a plurality set of coefficients 
An (n=1,2,3,...) for each focallength of the taking lens 17. 
Each coefficient set is determined in considering the optical 
distortion at each focal length derived from the configuration 
of a lens used. 
0061 The wide-angle correction table 61 contains coeffi 
cients (parameters) of a coordinate transform function to 
correct wide-angle distortion of a captured image, and con 
tains a plurality of coefficient sets for different magnitudes of 
the wide-angle distortion. 
0062. A distortion correction section 62 includes a correc 
tion amount calculating section 63, a focallength determining 
section 64 and a distortion evaluation section 65. The distor 
tion correction section 62 applies the coordinate transform 
processing to the unprocessed image data of a principal image 
(hereinafter, raw principal image data), and corrects distor 
tion and wide-angle distortion. 
0063. The focal length determining section 64 figures the 
focal length of the taking lens 17 at the time of photography, 
based on the position of the Zooming lens 31 in the lens unit 
12 used, and correlates the focal length as focal length data 
with the image data, and then stores the focal length data to 
the SDRAM 42. 
0064. Based on the focal length data, the distortion evalu 
ation section 65 evaluates the magnitude of the wide-angle 
distortion of the captured image. The evaluated magnitude is 
correlated with the image data, and stored as distortion data to 
the SDRAM 42. 
0065. The correction amount calculating section 63 
applies the coordinate transform processing (image conver 
sion processing) to the raw principal image data, causing the 
image to have positive or negative distortion with the same 
magnitude as the optical distortion due to the distortion aber 
ration of the taking lens 17. This coordinate transform pro 
cessing is performed using a transform function of for 
example, R=XAnxr'=A1xr+A2xr’--A3xr+..., wherein ris 
a height of each pixel from the center of the original image, 
while R is a height of each pixel after the coordinate transform 
processing. Additionally, the coefficients. An (A1, A2, A3, .. 
..) are parameters to determine the characteristic of the trans 
form function, and replaced with the coefficients in the opti 
cal correction table 60 or the wide-angle correction table 61. 
0066. To correct the wide-angle distortion, when the coor 
dinate transform processing is applied to raw principal image 
data using the coefficients in the wide-angle correction table 
61, the resultant image always has barrel distortion. Namely, 
the image shrinks into a barrel form after the coordinate 
transform processing in the correction amount calculating 
section 63. In this case, as shown in FIG. 4A and FIG. 4B, an 
image 72 after the processing may be narrower than a picture 
frame 71 of the original image, resulting in having a blank 
portion 74 with no image data at the periphery. 
0067. To solve this problem of FIG.4B, the coefficient An 
is determined Such that the image is enlarged when it changes 
to a barrel form. One example is A1 >1. With the coefficient 
Anthus determined, the image 72 is firstly enlarged as shown 
in FIG. 4C and then, as shown in FIG.4D, the image within an 
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area 76 as large as a picture frame 71 becomes an image 77 
after the coordinate transform processing. 
0068. Instead of A1>1, the coefficient can be A1<1. In this 
case, the higher-order term coefficients (A2, A3, . . . ) are 
adjusted to enlarge a whole image. 
0069. The optical correction table 60, on the other hand, 
contains the coefficient sets for correcting the positive and the 
negative distortion depending on the distortion aberration of 
the lens. Therefore, when the coordinate transform process 
ing is applied to raw principal image data, the positive distor 
tion occurs to the original image on Some occasion, and the 
negative distortion does on another occasion. 
0070. When the positive distortion is corrected, the image 

is enlarged, similar to the coordinate transform processing 
using the wide-angle correction table 61, so as not to lose the 
image periphery. When the negative distortion is corrected, 
the image is enlarged Such that the magnification increases 
with distance from the center. In either case, at least a portion 
of the image is enlarged, and the image after the processing 
will have the pixels which the original image does not. Such 
pixels are, however, interpolated with the data of the neigh 
boring pixels. 
0071 Next, the operation of the digital camera 10 with the 
above configuration is explained. For example, when an 
image of a grid is captured from the front, the ideal image will 
look identical to the actual grid, such as shown in FIG. 5A, 
where grids 81 are equally spaced at anywhere in animage 82. 
In reality, however, the optical distortion is caused to the 
image due to the distortion aberration of the taking lens. For 
example, capturing an image with the taking lens 17 of the 
digital camera 10 being at the telephoto side will produce 
so-called pincushion distortion (hereinafter, positive distor 
tion), as shown in FIG. 5B, where a figure is more enlarged at 
the periphery of an image 83 when compared to the ideal 
image. To the contrary, capturing an image with the taking 
lens 17 at the wide-angle side will produce so-called barrel 
distortion (hereinafter, negative distortion), as shown in FIG. 
5C, where a figure is more reduced at the periphery of an 
image 84 when compared to the ideal image. 
0072 Positive or negative, and the magnitude of the dis 
tortion depend on the configuration and the focallength of the 
taking lens 17 to be used. Moreover, the distortion may some 
times be complex that the sign of the distortion inverts 
depending on the height of figures. Accordingly, the follow 
ing embodiments are explained with the taking lens that pro 
duces the positive distortion at the telephoto side and the 
negative distortion at the wide-angle side, unless otherwise 
the characteristic of the taking lens is stated. 
0073. As is well known, the positive distortion of an image 
is corrected by the image conversion processing to cause the 
negative distortion of the same magnitude. Similarly, the 
negative distortion of an image is corrected by the image 
conversion processing to cause the positive distortion of the 
same magnitude. 
0074 Apart from the above optical distortion, when a 
three-dimensional Subject is captured, the wide-angle distor 
tion occurs to elongate the Subject image radially from the 
center of a picture frame. 
0075 For example, as shown in FIG. 6, when the digital 
camera 10 captures an image of horizontally aligned three 
spheres 86a to 86c, in the center of a captured image 87 
appears a FIG. 88b of the sphere 86b that resides in front of 
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the taking lens 17. This FIG. 88b is a round disk, and nothing 
less than an ideal shape of the sphere 86b viewed from the 
front. 
0076. Here, since the spheres 86a to 86c are all three 
dimensional, a diameter of the sphere 86c that resides diago 
nally in front of the taking lens 17 is perceived as a segment 
P1P2 when viewed from the taking lens 17. When the light of 
the sphere 86c is focused through the taking lens 17 onto a 
light receiving surface 89 of the CCD39, a triangle POP1P2 is 
geometrically very similar to a triangle POP3P4, but the tri 
angle POP1P2 is not similar to a triangle POP3P5. As a result, 
the segment P1P2 is elongated from the ideal segment P3P4 
to a segment P3P5, and focused on the light receiving surface 
89. In this manner, the FIG. 88c of the sphere 86c that has a 
large angle of incidence 0 and resides in the periphery of a 
picture frame is radially elongated from the center of the 
image 87. The same applies to FIGS. 88a and 88d to 88i. 
0077. As above, the wide-angle distortion results from the 
geometric positions of a Subject, a taking lens and a light 
receiving Surface, and from a subject being three-dimen 
sional, and occurs independently of the optical distortion or 
Such image distortion due to the aberration of the taking lens 
17. Especially, the wide-angle distortion is more prominent to 
a figure with large angle of incidence to the taking lens 17. 
0078 Next, with reference to FIG. 7, correction to the 
wide-angle distortion is explained. The focal length data of 
the taking lens 17 is obtained when a principal image is 
captured. Then, based on the focal length data, magnitude of 
the wide-angle distortion is evaluated. 
0079 Based on the magnitude of the wide-angle distor 

tion, the distortion correction section 62 selects a coefficient 
from the wide-angle correction table 61, and applies the coor 
dinate transform processing to raw principal image data using 
the selected coefficient. The negative distortion correspond 
ing to the magnitude of the wide-angle distortion occurs to 
cancel out the radially-elongating wide-angle distortion, and 
an image corrected for the wide-angle distortion is produced 
accordingly. 
0080 While the wide-angle distortion is corrected in this 
manner, it is more convenient if one of the wide-angle distor 
tion and the optical distortion can be selectively corrected. 
Namely, the digital camera may possibly be configured to 
select a wide-angle distortion correction function or an opti 
cal distortion correction function depending on, for example, 
the image capture mode selected, or provided with a selector 
button to allow the user to select one of these functions. 

0081 FIG. 8 illustrates an embodiment where the wide 
angle distortion correction function or the optical distortion 
correction function is selected depending on the image cap 
ture mode. Based on the focal length data obtained during 
image capture, the magnitude of the wide-angle distortion 
and the optical distortion is evaluated, and stored as the dis 
tortion data. When the wide-angle distortion correction func 
tion is selected, the wide-angle distortion is then corrected by 
the coordinate transform processing as described. 
0082. When the optical distortion correction function is 
selected, on the other hand, the distortion correction section 
62 selects a coefficient of the coordinate transform processing 
from the optical correction table 60, depending on the focal 
length. 
0083. For example, an image captured with the taking lens 
17 at the wide-angle side will have the negative distortion, but 
with the coefficient selected according to the focallength, this 
negative distortion due to the aberration of the taking lens 17 
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is cancelled out by the positive distortion caused in the coor 
dinate transform processing, and an image corrected for the 
wide-angle distortion is produced. 
I0084. Alternatively, an image captured with the taking 
lens 17 at the telephoto side will have the positive distortion, 
but the coefficient to cause the negative distortion is selected 
from the optical correction table 60. The positive distortion 
due to the distortion aberration of the taking lens 17 is can 
celled out by the negative distortion caused in the coordinate 
transform processing, and an image corrected for the optical 
distortion is produced. 
I0085. In this manner, selecting and correcting one of the 
wide-angle distortion or the optical distortion allow easy 
production of an image properly corrected depending on the 
type of Subject and the photographic conditions. 
I0086) Since the EEPROM 58 has a limited memory size, 
the optical correction table 60 and the wide-angle correction 
table 61 cannot always contain a variety of the coefficients for 
each of the taking lens 17. Also, for example, when the focal 
length or other parameters are manually adjusted, an appro 
priate coefficient to correct the distortion on the adjusted focal 
length may not be found in the optical correction table 60 and 
the wide-angle correction table 61. In this situation, the lack 
ing coefficients are interpolated with the coefficients in the 
correction tables. 

Second Embodiment 

0087 While in the above embodiment the coordinate 
transform processing to cause the negative distortion is 
applied to an image with the wide-angle distortion, the dis 
tortion aberration of a lens may be used to correct the wide 
angle distortion. This is explained below as a second embodi 
ment, in which the same components are designated by the 
same numerals as the first embodiment, and the detailed 
explanation thereof are omitted. 
I0088. In FIG. 9, a taking lens 212 has such optical char 
acteristic that produces the negative distortion in at least the 
wide-angle side. Nonetheless, it is more preferred that the 
taking lens 212 always produces the negative distortion 
across the wide-angle end to the telephoto end. In addition, a 
digital camera 210 can enables and disables (on/off) the wide 
angle correction function. Therefore, as shown in FIG. 10, 
when an image is captured with the wide-angle distortion 
correction function being off, a distortion correction section 
211 applies the coordinate transform processing for optical 
distortion correction to the raw principal image data, and 
produces an image corrected for the optical distortion. 
I0089. When an image is captured with the wide-angle 
distortion correction function being on, the distortion correc 
tion section 211 disables the coordinate transform processing 
in the correction amount calculating section 63. Namely, the 
distortion correction section 211 does not apply the coordi 
nate transform processing to the captured image. As a result, 
the optical distortion to shrink the image due to the distortion 
aberration of the taking lens 212 and the wide-angle distor 
tion to elongate the image cancel each other out, and an image 
corrected for the wide-angle distortion is produced. 
0090. As described, the digital camera 210 corrects the 
wide-angle distortion using the distortion aberration of the 
taking lens 212, and eliminates the need of the image pro 
cessing to correct the wide-angle distortion. This renders it 
possible to produce an image corrected for the wide-angle 
distortion easily in a short time. In addition, it is not necessary 
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to store the coefficients for the wide-angle distortion correc 
tion in the EEPROM 58, a memory capacity can be saved. 
0091. While in the digital camera 210 the wide-angle dis 
tortion is corrected during the wide-angle distortion correc 
tion function is enabled, and the optical distortion is corrected 
during the wide-angle distortion correction function is dis 
abled, in addition to this, it may be possible to selectively 
correct the optical distortion and the wide-angle distortion 
depending on the characteristic of the taking lens 212 
attached. 

0092. For example, during the wide-angle distortion cor 
rection function is on, the digital camera 210 may be set to 
disable the image conversion processing of the correction 
amount calculating section 63 only when the optical distor 
tion due to the distortion aberration of the taking lens 212 has 
enough magnitude to reduce the wide-angle distortion, 
instead of always disabling the image conversion processing. 
0093. In other words, as shown in FIG. 11, when an image 

is captured with the wide-angle distortion correction function 
being off, the distortion correction section 211 selects a coef 
ficient from an optical correction table 113 based on the 
distortion data, and applies the coordinate transform process 
ing for optical distortion correction to the raw principal image 
data using the selected coefficient. 
0094. On the other hand, when an image is captured with 
the wide-angle distortion correction function being on, the 
distortion correction section 211 compares the optical distor 
tion and the wide-angle distortion of the captured image 
based on the distortion data. Then, if the optical distortion has 
a negative sign and enough amount to correct the wide-angle 
distortion, the distortion correction section 211 disables the 
coordinate transform processing of the correction amount 
calculating section 63 and corrects the wide-angle distortion 
using the negative distortion due to the distortion aberration 
of the taking lens 212. 
0095. If the optical distortion has a positive sign, however, 
the distortion correction section 211 applies the coordinate 
transform processing to the raw principal image data in the 
correction amount calculating section 63 even when the wide 
angle distortion correction function is on, and corrects the 
optical distortion instead of the wide-angle distortion. 
0096. Even when the optical distortion has a negative sign 
and the wide-angle distortion correction function is enabled, 
if the optical distortion does not have the magnitude to correct 
the wide-angle distortion, the distortion correction section 
211 again applies the coordinate transform processing in the 
correction amount calculating section 63 and corrects the 
optical distortion instead of the wide-angle distortion. 
0097. Furthermore, if the optical distortion is so large to 
correct the wide-angle distortion excessively and reduce the 
image Smaller than an ideal shape to reveal the negative 
distortion, the distortion correction section 211 applies the 
coordinate transform processing even when the wide-angle 
distortion correction function is on, so as to correct the optical 
distortion instead of the wide-angle distortion. 
0098. In this manner, the digital camera 210 decides which 
to correct the wide-angle or the optical distortion, based on 
the characteristic of the taking lens 212, and produces an 
image properly corrected for distortion depending on the 
condition at the time of image capture. It can also prevent the 
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situation where the wide-angle distortion is not sufficiently 
corrected, and on top of it, the optical distortion becomes 
prominent. 

Third Embodiment 

0099 While in the first and second embodiments one of 
the wide-angle and the optical distortion is selectively cor 
rected depending on the setting of the image capture modes, 
it may be possible to selectively correct one of the two 
depending on the type of a Subject. This is explained below as 
a third embodiment, in which the same components are des 
ignated by the same numerals as the above embodiments, and 
the detailed explanation thereof is omitted. 
0100. As shown in FIG. 12, a digital camera 310 includes 
a face detecting section 311 to detect human faces in a picture 
frame. The obtained information, such as presence/absence 
of human faces, the position, size, number of the detected 
faces, is stored as face detection data to the SDRAM 42. The 
face detection data is retrieved by a distortion correction 
section 312, and used to decide which to correct the optical 
distortion or the wide-angle distortion. The face detection is 
performed by So-called a pattern matching method that com 
pares the captured image with template images of eyes, nose, 
mouth and other characteristic parts, but a common method 
Such as detection offlesh color pixels in an image may be used 
instead. 
0101 The distortion correction section 312 corrects the 
wide-angle distortion or the optical distortion. Decision on 
which to correct the wide-angle distortion and the optical 
distortion is made based on the face detection data. 
0102. As shown in FIG. 13, when an image is captured 
with the digital camera 310, the focal length data is obtained, 
as well as the image of a Subject. Then, based on this focal 
length data, the distortion data showing the magnitude of the 
wide-angle distortion and the optical distortion is obtained 
and stored. 
0103) In this instance, the face detecting section 311 
detects human faces in the picture frame, and the information 
Such as presence/absence of human faces, the position and 
size of the detected faces is stored as the face detection data. 
0104. When a human face is detected, the distortion cor 
rection section 312 selects an appropriate coefficient from the 
wide-angle correction table 61, based on the distortion data, 
and applies the coordinate transform processing for wide 
angle distortion correction to the raw principal image data 
using the selected coefficient. 
0105. When a human face is not detected, on the other 
hand, the distortion correction section 312 selects an appro 
priate coefficient from the optical correction table 113, based 
on the focal length, and applies the coordinate transform 
processing for optical distortion correction using the selected 
coefficient. 
0106. In this manner, the digital camera 310 decides which 
to correct the wide-angle or the optical distortion, based on 
the result of the face detection, and automatically performs 
the distortion correction appropriate to the subjects of the 
captured image. 
0.107 To be exact, as shown in FIG. 14A, when human 
faces 317a,317b are detected in a picture frame 316a of the 
captured image, the digital camera 310 applies the coordinate 
transform processing for wide-angle distortion correction to 
the image within the picture frame 316a, and stores in the 
memory card 23 a picture frame 316b which has been cor 
rected for the wide-angle distortion. Accordingly, the optical 
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distortion is promoted on a background 318 in the picture 
frame 316b. However, the faces 317a, 317b in the picture 
frame 316b are corrected to be nearly identical to their actual 
shapes, whereas the faces 317a, 317b in the picture frame 
316a are different from their actual shapes due to the wide 
angle distortion. 
0108. On the other hand, as shown in FIG. 14B, when no 
human face is detected in a picture frame 316c, the digital 
camera 310 applies the coordinate transform processing for 
optical distortion correction to the picture frame 316c, and 
stores to the memory card 23 a picture frame 316d corrected 
for the optical distortion. Accordingly, the wide-angle distor 
tion is still somewhat noticeable in the picture frame 316d. 
However, buildings 319 in the picture frame 316d are cor 
rected to have straight lines that they should have, whereas the 
buildings 319 in the picture frame 316c are distorted into the 
barrel form. 

0109. In this manner, the digital camera 310 automatically 
performs the wide-angle distortion correction, instead of the 
optical distortion correction, to a group shot or such a person 
related image where the effect of the wide-angle distortion to 
a person, a main Subject, is more important issue than the 
effect of the optical distortion correction to a background. On 
the other hand, the optical distortion is automatically cor 
rected if the captured image is a building-related image oran 
image of a rectilinear object where the optical distortion is 
more important issue than the wide-angle distortion. There 
fore, with the digital camera 310, it is possible to easily 
produce the image corrected for the wide-angle distortion or 
the optical distortion depending on the type of the Subject. 
0110. While in the third embodiment the wide-angle dis 
tortion correction or the optical distortion correction is 
selected based on whether or not human faces are detected, 
the selection may be made based on the size, number or 
position of the detected human faces or the combination 
thereof. 

0111 For example, as shown in FIG. 15, when no human 
face is detected in a captured picture frame, the distortion 
correction section 312 selects an appropriate coefficient from 
the optical correction table 113, depending on the focal 
length, and applies the coordinate transform processing for 
optical distortion correction to the raw principal image data 
using the selected coefficient. 
0112. When a human face is detected, on the other hand, 
the wide-angle distortion or the optical distortion is corrected 
depending on the position of the detected face. Namely, the 
distortion correction section 312 determines whether or not 
the detected face is within a predetermined angle of incidence 
(for example, 45 degrees of incidence on a diagonal line), 
based on the face detection data and the focal length data. 
0113. If the detected face is inside the predetermined angle 
of incidence, the distortion correction section 312 selects an 
appropriate coefficient from the optical correction table 113, 
based on the focal length, and applies the coordinate trans 
form processing for optical distortion correction to the raw 
principal image data using the selected coefficient. 
0114. If the detected face is outside the predetermined 
angle of incidence, the distortion correction section 312 
selects an appropriate coefficient from the wide-angle correc 
tion table 61, based on the distortion data, and applies the 
coordinate transform processing for wide-angle distortion 
correction to the raw principal image data using the selected 
coefficient. 
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0115 Since the wide-angle distortion correction or the 
optical distortion correction is selected on the basis of the 
position, for example, inside or outside of a predetermined 
angle of incidence, of the detected face in the picture frame, 
the distortion is automatically and properly corrected depend 
ing on the impact of the wide-angle distortion to the captured 
person. 
0116. More concretely, as shown in FIG. 16A, when 
human faces 322a to 322c are detected in a picture frame 321, 
the positions of these faces are compared with an area 323 of 
a predetermined angle of incidence. In the picture frame 321, 
the faces 322a to 322c are all inside the area 323, and the 
wide-angle distortion is not really noticeable. Accordingly, 
the coordinate transform processing for optical distortion 
correction is applied to the picture frame 321, and an image 
325 corrected for optical distortion on a background 324 is 
stored to the memory card 23. 
0117. Also, as shown in FIG. 16B, when human faces 
322a to 322fare detected in a picture frame 326, the positions 
of these faces are compared with the area 323 of a predeter 
mined angle of incidence. In the picture frame 326, while the 
wide-angle distortion is not really noticeable on the faces 
322a to 322c which are inside the area 323, it is noticeable on 
the faces 322d to 322f which are outside the area 323. Accord 
ingly, the coordinate transform processing for wide-angle 
distortion correction is applied to the picture frame 326, and 
an image 327 corrected for wide-angle distortion on faces 
322a to 322f is stored to the memory card 23. 
0118. In this manner, the optical distortion is corrected 
when the human faces are inside the predetermined angle of 
incidence where the wide-angle distortion is unnoticeable, 
while the wide-angle distortion is corrected when the human 
faces are outside the predetermined angle of incidence where 
the wide-angle distortion is noticeable. Therefore, it is pos 
sible to easily produce the image corrected for the wide-angle 
distortion or the optical distortion depending on the magni 
tude of the wide-angle distortion on the human faces. 
0119) Additionally, if the wide-angle distortion correction 
or the optical distortion correction is selected depending on 
the size of a detected human face, the detection is automati 
cally made not only on presence of a person, but also on 
whether or not the person is a main subject. This allows more 
effective distortion correction to the captured image. 
0120 While the third embodiment, similar to the first 
embodiment, corrects the wide-angle distortion by applying 
the coordinate transform processing to a captured image, the 
wide-angle distortion may be corrected using the optical dis 
tortion due to the distortion aberration of the taking lens, as in 
the second embodiment. 

I0121. In the first to third embodiments, the image that has 
been corrected for either the wide-angle or optical distortion 
is stored to the memory card 23. It may, however, be possible 
to store both the images corrected for the wide-angle distor 
tion (hereinafter, wide-angle distortion corrected image) and 
for the optical distortion (hereinafter, optical distortion cor 
rected image) to the memory card 23. 
0.122 For example, when the optical distortion is cor 
rected by the coordinate transform processing just like the 
first embodiment, the coordinate transform processing for 
wide-angle distortion correction is applied to the image data 
temporarily stored in the SDRAM 42, such as shown in FIG. 
17, and a wide-angle distortion corrected image is stored to 
the memory card 23. In this instance, the image data is not 
deleted from the SDRAM 42. The coordinate transform pro 
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cessing for optical distortion correction is then applied to the 
image data in the SDRAM 42, and an optical distortion cor 
rected image is stored to the memory card 23. At this stage, 
the image data is deleted from the SDRAM 42. 
0123. Alternatively, when the wide-angle distortion is cor 
rected only with the negative distortion due to the distortion 
aberration of the taking lens just like the second embodiment, 
the image data temporarily stored in the SDRAM 42 is firstly 
stored as the wide-angle distortion corrected image to the 
memory card 23, as shown in FIG. 18. Again, the image data 
is not deleted in the SDRAM 42. The coordinate transform 
processing for optical distortion correction is then applied to 
the image data in the SDRAM 42, and the optical distortion 
corrected image is stored to the memory card 23. And finally, 
the image data is deleted from the SDRAM 42. 
0.124. If the wide-angle distortion corrected image and the 
optical distortion corrected image are both stored at least at 
the time of image capture, instead of storing one of them, it is 
possible to review the effect of the distortion correction in a 
later time, and select the appropriate correction. 
0.125 To be sure, even when the wide-angle distortion 
correction or the optical distortion correction is selected 
depending on the result of the face detection, as in the third 
embodiment, the wide-angle distortion corrected image and 
the optical distortion corrected image may be both stored to 
the memory card 23 according to need. 
0126 For example, the digital camera may be set to store 
both the wide-angle distortion corrected image and the opti 
cal distortion corrected image to the memory card 23 when a 
human face is detected in a captured image, while storing 
only the optical distortion corrected image when no human 
face is detected. Further, the digital camera may be set to store 
both the wide-angle distortion corrected image and the opti 
cal distortion corrected image in the memory card 23 when a 
human face is detected outside a predetermined angle of 
incidence in a captured image, while storing only the optical 
distortion corrected image when no human face is detected or 
a human face is detected inside a predetermined angle of 
incidence. 

0127. As described, even in the case to decide whether to 
correct the wide-angle distortion depending on the result of 
the face detection, both the wide-angle distortion corrected 
image and the optical distortion corrected image are stored to 
the memory card 23 if the wide-angle distortion conversion is 
decided necessary. This allows comparing the two corrected 
image in a later time and selecting the appropriate one. Addi 
tionally, if the digital camera is set to store only the optical 
distortion corrected image when the wide-angle distortion 
correction is decided unnecessary from the result of the face 
detection, waste of the memory card 23 can be prevented. 
0128. As is clear from the above, the wide-angle distortion 
corrected image and the optical distortion corrected image are 
both produced by applying the coordinate transform process 
ing to the raw principal image data. Accordingly, when the 
coordinate transform processing is applied to the raw princi 
pal image data, it makes no difference which of the wide 
angle distortion corrected image and the optical distortion 
corrected image is produced first. 
0129. Further, when the both corrected images are to be 
stored, if a transform function is one that corrects the wide 
angle distortion at only the periphery of a picture frame, there 
is no need to store full image data for both, but to store full 
image data for one corrected image and the difference data to 
this full image data for the other corrected image. 
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0.130 For example, an optical distortion corrected image 
may be stored as full image data to the memory card 23, and 
only the difference data may be stored for a wide-angle dis 
tortion corrected image. To display the wide-angle distortion 
corrected image on the display panel 24, the difference data is 
added to the optical distortion corrected image and then dis 
played as the wide-angle distortion corrected image. If Stor 
ing only the difference data for one of the wide-angle distor 
tion corrected image and the optical distortion corrected 
image, it is possible to save the capacity of the memory card 
23. The difference data is calculated in the distortion correc 
tion section. 
I0131 Furthermore, when the coordinate transform pro 
cessing is performed to produce and store both the wide-angle 
and the optical distortion corrected images, the coordinate 
transform processing is not necessarily be applied to the raw 
principal image data. 
I0132) For example, as shown in FIG. 19, the coordinate 
transform processing for optical distortion correction is firstly 
applied to the raw principal image data, and an optical dis 
tortion corrected image is stored to the memory card 23. In 
this instance, the raw principal image data in the SDRAM 42 
is overwritten with the data of the optical distortion corrected 
image. The coordinate transform processing for wide-angle 
distortion correction is then applied to the data of the optical 
distortion corrected image, and a resultant wide-angle distor 
tion corrected image is stored to the memory card 23. 
0.133 Also, if the wide-angle distortion corrected image is 
to be stored first to the memory card 23, the coordinate trans 
form processing for optical distortion correction is applied to 
the data of the wide-angle distortion corrected image in the 
SDRAM 42, and a resultant optical distortion corrected 
image is stored to the memory card 23. 
0.134. By applying the coordinate transform processing 
for optical distortion correction to the wide-angle distortion 
corrected image data to obtain an optical distortion corrected 
image or vise versa, it is possible to save the capacity of the 
SDRAM 42 during the coordinate transform processing. 
0.135 When applying the coordinate transform processing 
for wide-angle distortion correction to the optical distortion 
corrected image data, the distortion correction section refers 
to the distortion data and compares the magnitude of the 
optical distortion and the wide-angle distortion on the raw 
principal image data. The distortion correction section selects 
or estimates a necessary coefficient from the wide-angle cor 
rection table 61, and performs the coordinate transform pro 
cessing using the selected coefficient. The same is true when 
the coordinate transform processing for optical distortion 
correction is applied to the wide-angle distortion corrected 
image data. 
0.136 Further, when the one of the optical distortion and 
the wide-angle distortion is corrected in the image data hav 
ing been corrected for the other distortion, the coordinate 
transform processing is not necessarily performed at the time 
of image capture. For example, the coefficient of the coordi 
nate transform function, selected or estimated by the distor 
tion correction section, may be correlated with the image data 
and stored to the memory card 23. The coordinate transform 
processing is then performed at the time the image is dis 
played on the display panel 24. 
0.137 As well as the wide-angle distortion corrected 
image and the optical distortion corrected image, the raw 
principal image data may also be stored to the memory card 
23. 
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0138 If the wide-angle distortion corrected image, the 
optical distortion corrected image and the original image of 
the same subject are stored to the memory card 23, it is 
preferred to clarify the differences between these images on 
the display panel 24. The conventional digital cameras, for 
example, usually use the reduced images, so-called thumb 
nail images, so that plural images can be displayed at once. 
However, the wide-angle distortion corrected image and the 
optical distortion corrected image cannot show the magnitude 
of distortion and the effect of correction completely when 
reduced on the display. 
0.139. As for the digital camera to store both the wide 
angle distortion and the optical distortion corrected images in 
the memory card, the display panel 24 may be halved up and 
down, as shown in FIG. 20, and the upper halves of a wide 
angle distortion corrected image 341 and an optical distortion 
corrected image 342 are displayed on top of the other. 
0140. In the wide-angle distortion corrected image 341, 
human faces 343b to 343fare nearly identical to their actual 
shapes, but the optical distortion is quite noticeable on a 
background 344. In the optical distortion corrected image 
342, on the other hand, the wide-angle distortion is quite 
noticeable on the human faces 343b to 343f, but the optical 
distortion is properly corrected on the background 344 where 
the straight line looks straight. 
0141. The wide-angle distortion tends to be prominent at 
the image periphery and so does the optical distortion. 
Accordingly, when the wide-angle distortion corrected image 
341 and the optical distortion corrected image 342 are com 
pared, the difference between them becomes apparent by 
displaying the peripheries Such as, for example, the upper 
(lower) halves of these images on the display panel 24. 
0142 Instead, the right (or left) halves of the wide-angle 
distortion corrected image and the optical distortion corrected 
image may be displayed together. Furthermore, instead of 
displaying the halves of the images as they are, the images 
may be enlarged at the image periphery where the wide-angle 
distortion and the optical distortion tend to be prominent, and 
displayed together up and down (or right and left). This clari 
fies the magnitude of distortion and the result of the correction 
more effectively on the display. 
0143. When the wide-angle distortion corrected image 
and the optical distortion corrected image are displayed 
together, it is more preferred to display the images not only on 
the display panel 24, but also on a television screen or a 
computer monitor connected to the digital camera. 
0144. It is also preferred to allow the user to select and 
delete, while observing, one of the wide-angle distortion cor 
rected image and the optical distortion corrected image from 
the memory card 23. This can prevent erroneous deletion of 
necessary images and Such operation errors more effectively 
than the case where the image is deleted by specifying a file 
name or a thumbnail image. This feature can further eliminate 
the process to display again the image for selection and dele 
tion, resulting in improvement of user convenience. 
(0145 While the first to third embodiments correct the 
wide-angle distortion and/or the optical distortion at the time 
of image capture, it is possible to store the focal distance data 
and other necessary data as well as the image data, and to 
correct the distortion in a later time, for example, when the 
image is retrieved from the memory card 23. 
0146 In the first to third embodiments, the wide-angle 
distortion or the optical distortion is corrected depending on 
the image capture mode selected. It is, however, possible to 
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allow deciding on the necessity of the wide-angle distortion 
correction and the optical distortion correction every time an 
image is captured. 
0147 While the focal length data is obtained at the time of 
image capture (halfway pressing of the shutter release button) 
in the first to third embodiments, the focal length data may be 
obtained in other timing such as, for example, after the image 
capture (after the image data is obtained). 
0148 While the digital cameras of the first to third 
embodiments have a CCD image sensor, a CMOS or another 
type of image sensor with a known structure may be used. 
0149 While the first to third embodiments are explained 
with the digital camera, the present invention is applicable to 
the mobile camera phones, the PDAs, the digital video cam 
eras, the television cameras and other common imaging appa 
ratuS. 

0150. The EEPROM 58 contains the coefficient data for 
each type of the lens unit. The lens unit has a signal element 
to indicate the unit type, which is detected when the lens unit 
is attached to the camera body. The coefficient data for the 
detected lens unit is then selected. 
0151. Although the present invention has been fully 
described by the way of the preferred embodiments thereof 
with reference to the accompanying drawings, various 
changes and modifications will be apparent to those having 
skill in this field. Therefore, unless otherwise these changes 
and modifications depart from the scope of the present inven 
tion, they should be construed as included therein. 
What is claimed is: 
1. An imaging apparatus having a taking lens and an image 

sensor for photo-electrically converting a subject image 
formed through said taking lens into an electric image signal, 
comprising: 

a distortion corrector for correcting optical distortion and 
wide-angle distortion, when correcting said optical dis 
tortion due to distortion aberration of said taking lens, 
said distortion corrector performing image conversion 
processing to give said image with distortion of opposite 
sign to said optical distortion, and when correcting said 
wide-angle distortion said distortion corrector perform 
ing image conversion processing to give said image with 
negative distortion corresponding to magnitude of said 
wide-angle distortion. 

2. The imaging apparatus of claim 1 further comprising: 
a correction selector for selecting which to correct said 

optical distortion and said wide-angle distortion. 
3. The imaging apparatus of claim 2, wherein when distor 

tion in said image is negative and has magnitude to correct 
said wide-angle distortion, said correction selector does not 
select said optical distortion and said wide-angle distortion 
but corrects said wide angle distortion using optical distortion 
due to said distortion aberration. 

4. The imaging apparatus of claim 2, further comprising: 
a face detector for detecting human faces in said image, 
wherein said correction selector selects correcting said 

wide-angle distortion when a human face is detected in 
said image. 

5. The imaging apparatus of claim 4, wherein said correc 
tion selector selects correcting said wide-angle distortion 
when a human face is detected outside a predetermined angle 
of incidence. 

6. The imaging apparatus of claim 2, wherein when said 
correction selector selects correcting both said wide-angle 
distortion and said optical distortion, said distortion corrector 
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produces both an optical distortion corrected image which is 
corrected for said optical distortion, and a wide-angle distor 
tion corrected image which is corrected for said wide-angle 
distortion. 

7. The imaging apparatus of claim 6, wherein said wide 
angle distortion corrected image is produced by applying said 
image conversion processing to give negative distortion to 
said optical distortion corrected image. 

8. The imaging apparatus of claim 6, further comprising: 
a memory device for storing said optical distortion cor 

rected image and said wide-angle distortion corrected 
image. 

9. The imaging apparatus of claim 8, further comprising: 
a display device for retrieving said optical distortion cor 

rected image and said wide-angle distortion corrected 
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image from said memory device, and halving each of 
said corrected images, and then juxtaposing correspond 
ing halves of said images; and 

an image selector for selecting one of said optical distor 
tion corrected image and said wide-angle distortion cor 
rected image and for deleting unselected one of said 
corrected images form said memory device. 

10. The imaging apparatus of claim 1, wherein said image 
conversion processing is coordinate transform processing 
using a coordinate transform function. 

11. The imaging apparatus of claim 10, further comprising: 
a correction coefficient table containing coefficients of said 

coordinate transform function. 

c c c c c 
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