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(57) ABSTRACT 

An image sensor of an electronic camera photoelectrically 
converts a subject image obtained by a shooting optical sys 
tem to generate an image signal. A image processing section 
generates face registration image data and moving image 
data. A face detecting section detects a face area inside a 
shooting screen based on the moving image data. A control 
ling section adjusts shooting parameters of the shooting opti 
cal system, depending on a position detected at the face area. 
A face image generating section cuts out an image of the face 
area to generate face image data. A face recognizing data 
generating section extracts feature points of the face of a 
captured person from a part of the face area of the face 
registration image data and generates face recognizing data. 
A recording section records the face recognizing data or face 
image data. 
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ELECTRONIC CAMERA AND IMAGE 
PROCESSING DEVICE 

TECHNICAL FIELD 

0001. The present invention relates to an electronic cam 
era and an image processing device which are provided with 
face recognizing functions of a person. 

BACKGROUND ART 

0002 Conventionally, there have been disclosed tech 
niques for extracting feature points of the face of a person 
from a shooting image taken for the face of a person to 
recognize the face based on how much the face recognizing 
data with regard to the person to be recognized is in agree 
ment with the above feature points (refer to Patent Document 
1). The above-described techniques recognizing the face 
require registration in advance of the face recognizing data in 
an electronic camera or the like. In particular, for improving 
the accuracy of face recognition, more face recognizing data 
is required. Therefore, it is necessary to generate the face 
recognizing data from shooting images of a plurality of 
frames. 
0003 Incidentally, in registration shooting for generating 
the face recognizing data, it is necessary to shoot the face of 
a Subject so as to easily extract feature points of the face. 
Therefore, there is required an electronic camera, which is 
provided with a shooting mode capable of performing the 
above-described registration shooting easily. 
0004 Further, on registration of the face recognizing data, 

it is required to generate the face recognizing data from more 
shooting image data. If it is possible to generate the face 
recognizing data, for example, by referring to image data 
obtained by other electronic cameras and image data obtained 
in the past, users will benefit greatly in terms of convenience. 
Further, there is required a measure for allowing an easy face 
registration without involving complicated and troublesome 
work in making the face registration. 
0005 Still further, in the above-described electronic cam 
era, a plurality of face recognizing data are registered in the 
memory. Therefore, a user is more likely to have difficulty in 
managing and editing the thus registered face recognizing 
data. For example, where the electronic camera is allowed to 
discriminate a specific registered person by selecting the face 
recognizing data on shooting or where the face recognizing 
data on the specific registered person is deleted on editing, it 
is required that the user can easily and quickly recognize an 
outline of the face recognizing data and a corresponding 
relationship of the face recognizing data with the registered 
person. 
0006 Further, an electronic camera having face-recogniz 
ing functions is able to customize shooting conditions, image 
processing or the like depending on the result of face recog 
nition. Now, there is desired an electronic camera capable of 
controlling functions so as to appropriately reflect the inten 
tion of a user even where a plurality of targets to be recog 
nized are shot at once. 
0007 Still further, where a plurality of faces are detected 
inside a shooting screen or where a total number of face 
recognizing data used in determining of the face recognition 
is large, an extremely large amount of computations will be 
required in face recognition processing. In the above case, the 
face recognition processing requires a long time for compu 
tation. Thus, there is still room for improvement in view of the 
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fact that a user is unable to perform shooting easily or more 
likely to loose a chance of the shooting at the most opportune 
timing. Patent Document 1: Japanese Unexamined Patent 
Application Publication No. H06-259534 

DISCLOSURE OF THE INVENTION 

Problems to be Solved by the Invention 
0008. The present invention is to solve at least one of the 
problems found in the above techniques. A proposition of the 
present invention is to provide an electronic camera capable 
of performing registration shooting easily on generation of 
face recognizing data. 
0009. Another proposition of the present invention is to 
provide an image processing device capable of reading image 
data of previously shot persons and easily generating face 
recognizing data on a target person. 
0010 Still another proposition of the present invention is 
to provide an electronic camera in which a user is able to 
easily and quickly recognize an outline of the face recogniz 
ing data and a corresponding relationship of the face recog 
nizing data with the registered person. 
0011. A further proposition of the present invention is to 
provide an electronic camera capable of controlling the func 
tions so as to appropriately reflect the intention of the user, 
depending on the result of face recognition, even where a 
plurality of targets to be recognized are shot at once. 
0012 Still a further proposition of the present invention is 
to provide an electronic camera capable of appropriately 
adjusting the amount of computation in face recognition pro 
cessing, depending on the situation. 

Means for Solving the Problems 
0013 The electronic camera according to a first invention 
is provided with an image sensor, an image processing sec 
tion, a face detecting section, a controlling section, a face 
image generating section or a face recognizing data generat 
ing section, and a recording section. The image sensor pho 
toelectrically converts a Subject image obtained by a shooting 
optical system to generate an image signal. The image pro 
cessing section generates face registration image databased 
on the image signal from the image sensor and generates 
moving image data based on the image signal. The face 
detecting section detects a face area inside a shooting screen 
based on the moving image data. The controlling section 
adjusts shooting parameters of the shooting optical system, 
depending on a position detected at the face area. The face 
image generating section cuts out an image of the face area to 
generate face image data. The face recognizing data generat 
ing section extracts feature points of the face of a captured 
person from a part of the face area of the face registration 
image data to generate face recognizing data based on the 
feature points. The recording section records the face image 
data or the face recognizing data. 
0014. The electronic camera according to a second inven 
tion is provided with an image sensor, an image processing 
section, a controlling section, a face detecting section, a face 
image generating section or a face recognizing data generat 
ing section, and a recording section. The image sensor pho 
toelectrically converts a Subject image obtained by a shooting 
optical system to generate an image signal. The image pro 
cessing section generates face registration image databased 
on the image signal from the image sensor and generates 
moving image databased on the image signal. The control 
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ling section adjusts shooting parameters obtained by the 
shooting optical system based on a central part of a shooting 
screen. The face detecting section detects a face area posi 
tioned at the central part of the shooting screen based on the 
moving image data or the face registration image data. The 
face image generating section cuts out an image of the face 
area to generate face image data. 
0.015 The face recognizing data generating section 
extracts feature points of the face of a captured person from a 
part of the face area of the face registration image data to 
generate face recognizing data based on the feature points. 
The recording section records the face image data or the face 
recognizing data. 
0016. A third invention is the first invention or the second 
invention in which the controlling section executes the release 
operation of the image sensor when the face is detected based 
on the moving image data. 
0017. A fourth invention is any one of the first invention to 
the third invention, which is additionally provided with a 
display section for displaying an image of the moving image 
data. The controlling section turns on power of the display 
section in a shooting mode generating the face registration 
image data. 
0018. A fifth invention is any one of the first invention to 
the third invention, which is additionally provided with a 
display section displaying an image of the moving image 
data. The image processing section synthesizes a composition 
assisting display assisting the positioning of the face in the 
shooting screen and outputs it at the central part of the moving 
image data. 
0019. A sixth invention is the fifth invention, in which the 
image processing section further synthesizes and outputs a 
sample display of a subject in a state of shooting into the 
moving image data. 
0020. A seventh invention is any one of the first invention 
to the sixth invention in which the controlling section restricts 
a digital Zoom processing with respect to the face registration 
image data on generation of the face registration image data. 
0021. An eighth invention is any one of the first invention 
to the seventh invention in which the shooting optical system 
is additionally provided with a Zoom lens. The controlling 
section restricts a magnifying power adjustable range of the 
Zoom lens on adjustment of the shooting parameters and at 
release more than on normal shooting. 
0022. A ninth invention is the eighth invention in which 
the controlling section sets a Zoom position of the Zoom lens 
to a wide-angle end at release. 
0023. A tenth invention is any one of the first invention to 
the ninth invention, which is additionally provided with an 
image blurring correcting lens for correcting image blurring 
on a shooting screen, an angular displacement detecting sec 
tion for detecting change in the angle of the optical axis of the 
electronic camera, and a correcting lens driving section for 
driving the image blurring correcting lens based on the 
change in the angle at release. 
0024. An eleventh invention is any one of the first inven 
tion to the tenth invention, which is additionally provided 
with an image sensitivity modification section for adjusting 
gain of the image signal. The controlling section makes 
greater the gain of the image signal at release than when it is 
set on normal shooting. 
0025 A twelfth invention is any one of the first invention 
to eleventh invention, which is additionally provided with a 
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flash emitting section which emits flash to a field. The con 
trolling section disables the flash emission by the flash emit 
ting section at release. 
0026. A thirteenth invention is any one of the first inven 
tion to the twelfth invention in which the controlling section 
generates shooting condition data indicating shooting condi 
tions at release and records the shooting condition data at the 
recording section by allowing the data to correspond to the 
face image data or the face recognizing data. 
0027. A fourteenth invention is any one of the first inven 
tion to the thirteenth invention in which the controlling sec 
tion generates acquisition time data indicating time of acquir 
ing the face image data or the face recognizing data and 
records the acquisition time data at the recording section by 
allowing the data to correspond to the face image data or the 
face recognizing data. 
0028. A fifteenth invention is any one of the first invention 
to the fourteenth invention in which the image processing 
section generates index image databased on the face regis 
tration image data. The controlling section records the index 
image data at the recording section by allowing the data to 
correspond to the face image data or the face recognizing 
data. 
0029. A sixteenth invention is any one of the first invention 
to the fifteenth invention in which the controlling section 
groups a plurality of the face image data or the face recogniz 
ing data generated from the same captured person and records 
the thus grouped data at the recording section. 
0030. A seventeenth invention is the sixteenth invention in 
which the controlling section groups two or more pieces of 
the face image data or the face recognizing data differ in any 
one of the direction of the face of a captured person, the 
presence or absence of glasses of the captured person and 
shooting conditions of the face registration image data. 
0031. An eighteenth invention is any one of the first inven 
tion to the seventeenth invention in which the controlling 
section decides a priority level of the face registration image 
databased on a state of detecting the face area when a plu 
rality of the face registration image data obtained from the 
same captured person are generated. The face image gener 
ating section or the face recognizing data generating section 
generates the face image data or the face recognizing data 
from the face registration image data higher in the priority 
level. 

0032. A nineteenth invention is any one of the first inven 
tion to the eighteenth invention in which the controlling sec 
tion estimates the direction of the face of a captured person 
based on a state of detecting the face area and disables the 
release operation of the image sensor when the direction of 
the face is not in agreement with a predetermined direction. 
0033. A twentieth invention is any one of the first inven 
tion to the eighteenth invention in which the controlling sec 
tion estimates an expression of the captured person based on 
a state of detecting the face area and disables the release 
operation of the image sensor depending on the type of 
expression. 
0034. The electronic camera according to a twenty-first 
invention is provided with an image sensor, a face detecting 
Section, a face recognizing data generating section and a 
controlling section. The image sensor photoelectrically con 
verts a Subject image obtained by a shooting optical system to 
generate an image signal. The face detecting section detects a 
face area inside a shooting screen based on the image signal 
from the image sensor. The face recognizing data generating 
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section extracts feature points of the face of a captured person 
from a part of the face area and generates face recognizing 
data based on the feature points. The controlling section 
restricts the shooting conditions on shooting to generate the 
face recognizing data more than the shooting conditions on 
normal shooting. 
0035. The image processing device of a twenty-second 
invention is provided with a controlling section, a face detect 
ing section, a face image generating section or a face recog 
nizing data generating section, and a recording section. The 
controlling section is provided with at least any one of a 
built-in memory, a connecting section with a recording 
medium and an external communication unit, thus acquiring 
shooting image data previously generated by an electronic 
camera through any one of the built-in memory, the recording 
medium and a computer coupled via the external communi 
cation unit. The face detecting section detects a face area 
inside a shooting screen based on the shooting image data. 
The face image generating section cuts out an image of the 
face area to generate face image data. The face recognizing 
data generating section extracts feature points of the face of a 
captured person from a part of the face area of the shooting 
image data to generate face recognizing data based on the 
feature points. The recording section records the face image 
data or the face recognizing data. 
0036. A twenty-third invention is the twenty-second 
invention, which is additionally provided with an image pro 
cessing section for synthesizing a display discriminating the 
face area in a reproduced image of the shooting image data 
and a display section for displaying an output image of the 
image processing section. 
0037. A twenty-fourth invention is the twenty-third inven 

tion, which is additionally provided with an input section 
accepting input by a user. The face detecting section changes 
a threshold value which specifies a detection accuracy of the 
face area based on input from the input section. 
0038 A twenty-fifth invention is the twenty-third inven 

tion, which is additionally provided with an input section 
accepting input by a user. The face image generating section 
or the face recognizing data generating section generates the 
face image data or the face recognizing data on a face area 
selected by input from the input section when a plurality of 
face areas are detected from the shooting image data. 
0039. A twenty-sixth invention is any one of the twenty 
second invention to the twenty-fifth invention in which the 
controlling section groups a plurality of the face image data or 
the face recognizing data generated from the same captured 
person and records the thus grouped data at the recording 
section. 

0040. A twenty-seventh invention is any one of the 
twenty-second invention to the twenty-sixth invention in 
which the controlling section cuts out a part of the face area of 
the shooting image data into a predetermined size to generate 
index image data and records the index image data at the 
recording section by allowing the data to correspond to the 
face image data or the face recognizing data. 
0041. A twenty-eighth invention is any one of the twenty 
second invention to the twenty-seventh invention in which the 
shooting image data has an attachment data area at which 
shooting conditions on shooting are recorded. The controlling 
section generates shooting condition databased on the shoot 
ing conditions of the attachment data area and records the 
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shooting condition data at the recording section by allowing 
the data to correspond to the face image data or the face 
recognizing data. 
0042. A twenty-ninth invention is any one of the twenty 
second invention to the twenty-eighth invention in which the 
shooting image data has an attachment data area at which 
shooting date and hour are recorded. The controlling section 
generates acquisition time data of the face image data or the 
face recognizing databased on the shooting date and hour of 
the attachment data area and records the acquisition time data 
at the recording section by allowing the data to correspond to 
the face image data or the face recognizing data. 
0043. The electronic camera according to a thirtieth inven 
tion is provided with an image sensor, a face detecting sec 
tion, a recording section, a face recognizing section and a 
controlling section. The image sensor photoelectrically con 
verts a Subject image obtained by a shooting optical system to 
generate an image signal. The face detecting section detects a 
face area of a shooting screen based on the image signal and 
extracts feature points of the face of a captured person from a 
part of the face area. The recording section allows face rec 
ognizing data previously generated based on feature points of 
the face of a person to correspond to index image data indi 
cating a registered person corresponding to the face recog 
nizing data and records them. The face recognizing section 
determines whether the captured person is the registered per 
son based on the feature points extracted by the face detecting 
section and the face recognizing data. The controlling section 
generates an edit screen relating a display item used in speci 
fying the face recognizing data with an image of the index 
image data and showing the result. 
0044) A thirty-first invention is the thirtieth invention in 
which the index image data is the shooting image data of the 
registered person. 
0045. A thirty-second invention is the thirty-first invention 
in which the index image data is shooting image data used in 
generating the face recognizing data. 
0046. A thirty-third invention is any one of the thirtieth 
invention to the thirty-second invention in which shooting 
conditions of image data used in generating the face recog 
nizing data are recorded at the recording section in a state 
where they are allowed to correspond to the face recognizing 
data. 
0047. A thirty-fourth invention is any one of the thirtieth 
invention to the thirty-third invention in which shooting time 
of image data used in generating the face recognizing data is 
recorded at the recording section in a state where the shooting 
time is allowed to correspond to the face recognizing data. 
0048. A thirty-fifth invention is any one of the thirtieth 
invention to the thirty-fourth invention in which process set 
ting applicable in shooting of the registered person is 
recorded at the recording section in a state where the setting is 
allowed to correspond to the face recognizing data. 
0049. A thirty-sixth invention is any one of the thirtieth 
invention to the thirty-fifth invention, which is additionally 
provided with a communicating section transmitting image 
data of a shooting image externally in which determination on 
whether the image data is transmitted in shooting of the 
registered person and address information on a destination of 
the image data are recorded at the recording section in a state 
where they are allowed to correspond to the face recognizing 
data. 
0050. A thirty-seventh invention is any one of the thirtieth 
invention to the thirty-sixth invention in which the controlling 
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section is provided with a personal authentication unit man 
aging determination on whether the edit Screen is displayed 
and output. 
0051 A thirty-eighth invention is the thirty-seventh inven 
tion in which the personal authentication unit includes face 
authentication by the face recognizing section. 
0052 A thirty-ninth invention is any one of the thirty-first 
invention to the thirty-eighth invention in which a plurality of 
the index image data with regard to the same registered person 
can be recorded at the recording section, and the controlling 
section selects an image of any given shooting image data 
from the index image data and relates the selected image with 
the display item to show results on the edit screen. 
0053 A fortieth invention is the thirty-ninth invention in 
which the controlling section selects an image of the newest 
shooting image data from the index image data. 
0054. A forty-first invention is the thirty-ninth invention in 
which the controlling section selects an image of the shooting 
image data on the front of the face of the registered person 
among the index image data. 
0055. A forty-second invention is the thirty-ninth inven 
tion in which the controlling section sequentially Switches an 
image of the index image data at every predetermined time 
interval to show the image on the edit Screen. 
0056. The electronic camera according to a forty-third 
invention is provided with an image sensor, a face detecting 
section, a recording section, a face recognizing section and a 
controlling section. The image sensor photoelectrically con 
verts a Subject image obtained by a shooting optical system to 
generate an image signal. The face detecting section detects a 
face area of a shooting screen based on the image signal to 
extract feature points of the face of a captured person from a 
part of the face area. The recording section allows face rec 
ognizing data previously generated based on feature points of 
the face of the registered person to correspond to shooting 
setting applicable in shooting of a registered person and 
records the data. The face recognizing section determines 
whether the captured person is the registered person based on 
feature points extracted by the face detecting section and the 
face recognizing data. The controlling section sets a priority 
level of the registered person and generates shooting image 
databased on the shooting setting in shooting of the registered 
person, thereby applying the shooting setting corresponding 
to a registered person having the highest priority level among 
the registered persons on detection of a plurality of the reg 
istered persons. 
0057. A forty-fourth invention is the forty-third invention, 
which is additionally provided with an input section accept 
ing input by a user. Further, the controlling section specifies 
the registered person based on input from the input section to 
set the priority level individually. 
0058 A forty-fifth invention is the forty-fourth invention, 
which is additionally provided with a display section display 
ing an edit Screen on which the registered person is specified. 
Further, the controlling section allows a position or an order 
of displaying a display item of the registered person on the 
edit Screen to change according to the priority level. 
0059 A forty-sixth invention is any one of the forty-third 
invention to the forth fifth invention in which the controlling 
section sets the priority level in order of the registration of 
registered persons. 
0060 A forty-seventh invention is any one of the forty 
third invention to the forty-fifth invention in which the con 
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trolling section arranges the registered persons according to 
the names to set the priority level. 
0061. A forty-eighth invention is any one of the forty-third 
invention to the forty-fifth invention in which the recording 
section is able to group a plurality of the face recognizing data 
with regard to the same registered person and record the thus 
grouped data, and the controlling section sets the priority 
level to the thus grouped face recognizing data group accord 
ing to the number of the face recognizing data included in the 
face recognizing data group. 
0062. A forty-ninth invention is the forty-third invention 
in which the recording section further records data on the 
number of shootings indicating the number of shootings for 
each of the registered persons. Then, the controlling section 
sets higher the priority level of a registered person having a 
greater number of shootings based on the data on the number 
of shootings. 
0063. The electronic camera according to a fiftieth inven 
tion is provided with an image sensor, a face detecting sec 
tion, a recording section, a controlling section and a face 
recognizing section. The image sensor photoelectrically con 
verts a Subject image obtained by a shooting optical system to 
generate an image signal. The face detecting section detects a 
face area of a shooting screen based on the image signal to 
extract feature points of the face of a captured person from a 
part of the face area. The recording section records face 
recognizing data previously generated based on feature 
points of the face of a registered person. The controlling 
section selects determining-purpose face recognizing data 
from the face recognizing data group based on the number of 
the face recognizing data included in the face recognizing 
data group with regard to a registered person to be recognized 
for the face. The face recognizing section determines whether 
the captured person is the registered person to be recognized 
for the face based on the feature points extracted by the face 
detecting section and the determining-purpose face recogniz 
ing data. 
0064. A fifty-first invention is the fiftieth invention in 
which the controlling section selects the determining-pur 
pose face recognizing data in Sucha manner that an evaluation 
value corresponding to a product of the number of the face 
recognizing data and the number of the face areas is below a 
threshold value specified by the processing capacity of the 
face recognizing section. 
0065. A fifty-second invention is either the fiftieth inven 
tion or the fifty-first invention in which the controlling section 
weights and selects the determining-purpose face recogniz 
ing databased on a priority level set for each registered person 
where a plurality of registered persons to be recognized for 
the face are available. 

0066. A fifty-third invention is any one of the fiftieth 
invention to the fifty-second invention in which the control 
ling section selects the determining-purpose face recognizing 
data, with priority given to a registered person having a 
greater number of the face recognizing data where a plurality 
of registered persons to be recognized for the face are avail 
able. 

0067. A fifty-fourth invention is any one of the fiftieth 
invention to the fifty-third invention in which the controlling 
section selects the determining-purpose face recognizing 
data, with priority given to face recognizing data newer in 
acquisition time where a plurality of the face recognizing data 
are recorded with regard to the same registered person. 
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0068 A fifty-fifth invention is any one of the fiftieth inven 
tion to the fifty-fourth invention in which the controlling 
section selects the determining-purpose face recognizing 
data, with priority given to face recognizing data which shoot 
ing conditions on acquisition are similar to the present shoot 
ing conditions where a plurality of the face recognizing data 
which differin shooting conditions on acquisition with regard 
to the same registered person are recorded. 
0069. A fifty-sixth invention is any one of the fiftieth 
invention to the fifty-fifth invention in which the controlling 
section selects the determining-purpose face recognizing 
data, with priority given to face recognizing data correspond 
ing to the front of the face where a plurality of face recogniz 
ing data which differ in the direction of the face with regard to 
the same registered person are recorded. 
0070 A fifty-seventh invention is any one of the fiftieth 
invention to the fifty-sixth invention in which the recording 
section further records data of the number of shootings indi 
cating the number of shootings for each registered person. 
Then, the controlling section selects the determining-purpose 
face recognizing data, with priority given to a registered per 
son greater in the number of shootings based on the data of the 
number of shootings. 
0071. In this case, those expressed by converting consti 
tutions of the above inventions to methods, recording media, 
computer programs or the like are effective as specific aspects 
of the present invention. 

EFFECTS OF THE INVENTION 

0072 The electronic camera of one embodiment in the 
present invention is able to easily carry out registration shoot 
ing in generating face recognizing data. 
0073. Further, the image processing device of one 
embodiment in the present invention is able to easily generate 
the face recognizing data on a target person by reading image 
data previously obtained by shooting persons. 
0.074. Still further, the electronic camera of one embodi 
ment in the present invention is able to recognize easily and 
quickly an outline of the face recognizing data and a corre 
sponding relationship of the face recognizing data with reg 
istered persons. 
0075. In addition, the electronic camera of one embodi 
ment in the present invention is able to control functions so as 
to appropriately reflect the intention of a user, depending on 
the result of face recognition even where a plurality of targets 
to be recognized are shot at once. 
0.076 Further, in the electronic camera of one embodiment 
in the present invention, it is possible to appropriately adjust 
the amount of computations in face recognition processing, 
depending on a situation. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0077 FIG. 1 is a block diagram showing a constitution of 
an electronic camera of Embodiment 1, 
0078 FIG. 2 is a flow chart showing the operations of 
Embodiment 1 in a “face registration mode”. 
007.9 FIG.3 is a drawing showing one example of a mode 
selection screen. 
0080 FIG. 4 is a drawing showing one example of a selec 
tion screen of a registered person. 
0081 FIG. 5 is a drawing showing one example of a 
detailed information screen of the registered person. 
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I0082 FIG. 6 is a drawing showing a display example of a 
preview image on face detection. 
I0083 FIG. 7 is a flow chart showing the motions of 
Embodiment 1 in a “face recognizing shooting mode'. 
I0084 FIG. 8 is a flow chart showing the operations of 
Embodiment 2 in a “face registration mode”. 
I0085 FIG. 9 is a flow chart showing the operations of 
Embodiment 3 in a “face registration mode”. 
I0086 FIG. 10 is a flow chart showing the operations of 
Embodiment 4 in a “face registration mode”. 
I0087 FIG. 11 is a drawing showing a display example of 
a preview image in Embodiment 4. 
I0088 FIG. 12 is a flow chart showing the operations of 
Embodiment 5 in a “face registration mode”. 
I0089 FIG. 13 is a drawing showing one example of a 
mode selection screen capable of specifying the face regis 
tration mode. 
0090 FIG. 14 is a drawing showing one example which 
confirms the retrial of face detection processing. 
0091 FIG. 15 is a drawing showing a state of selecting a 
face area by a selection frame. 
0092 FIG. 16 is a drawing showing one example which 
displays selectively “new” or “addition'. 
(0093 FIG. 17 is a flow chart showing a case where face 
authentication is made by starting up an edit Screen in 
Embodiment 6. 
0094 FIG. 18 is a flow chart showing the operations of 
Embodiment 6 in a “face recognizing shooting mode'. 
I0095 FIG. 19 is a flow chart showing the operations of 
Embodiment 7 in a “face recognizing shooting mode'. 

BEST MODE FOR CARRYING OUT THE 
INVENTION 

Explanation of Embodiment 1 

0096 FIG. 1 is a block diagram showing a constitution of 
an electronic camera of Embodiment 1. 
0097. The electronic camera is provided with a shooting 
optical system 11, a first lens driving section 12, a Sway sensor 
section 13, an image blurring correcting lens 14, a second lens 
driving section 15, an image sensor 16, an analog signal 
processing section 17, an A/D converting section 18, a built-in 
memory 19, an image processing section 20, a card I/F 21, an 
input output I/F 22, an operating member 23, a liquid crystal 
monitor 24, a flash emitting section 25, a CPU 26, a face 
registration memory 27 and a data bus 28. In addition, the 
built-in memory 19, the image processing section 20, the card 
I/F 21, the input output I/F 22 and the CPU 26 are coupled 
each other via the data bus 28. 
0098. The shooting optical system 11 is made up of a 
plurality of lens groups including a Zoom lens 11a and a 
focusing lens 11b for adjusting a focusing position. Each of 
the lenses making up the shooting optical system 11 is driven 
and adjusted in an optical axis direction by the first lens 
driving section 12. 
0099. The sway sensor section 13 is provided with a lon 
gitudinal angular Velocity sensor for detecting a longitudinal 
Sway of an electronic camera and a lateral angular Velocity 
sensor for detecting a lateral Sway of the electronic camera. 
The sway sensor section 13 outputs to the CPU 26 camera 
Sway data indicating the Sway of the electronic camera. The 
camera Sway data is used in computing a movement amount 
of the image blurring correcting lens 14. 
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0100. The image blurring correcting lens 14 is made up so 
as to Sway at a right angle to the optical axis. The second lens 
driving section 15 is made up of a longitudinal Sway unit for 
allowing the image blurring correcting lens 14 to Sway in the 
longitudinal direction and a lateral Sway unit for allowing the 
image blurring correcting lens 14 to Sway in the lateral direc 
tion. The second lens driving section 15 corrects blurring by 
allowing the image blurring correcting lens 14 to Sway based 
on a movement amount of the image blurring correcting lens 
14 computed by the CPU 26. 
0101 The image sensor 16 photoelectrically converts 
light flux passed through the shooting optical system 11 to 
generate an analog image signal of a Subject image. The 
image sensor 16 exposes a Subject at every predetermined 
time interval on non-release (at the time of shooting stand-by) 
and outputs an analog image signal (moving image signal) by 
intermittent read-out. A moving image signal is used in con 
ducting AF computation, AE computation and face detecting 
operation to be described later or in generating a finder 
purpose image. 
0102 The analog signal processing section 17 is made up 
of a CDS circuit for conducting correlated double sampling, 
again circuit for amplifying the output of an analog image 
signal, a clamp circuit for clamping the waveform of an input 
signal to a constant Voltage level or the like. The A/D con 
Verting section 18 converts an analog image signal of the 
image sensor 16 into a digital image signal. The built-in 
memory 19 temporarily retains data for pre-processing and 
post-processing image processing at the image processing 
section 20. In addition, a recording region capable of record 
ing the shooting image data, which will be described later, is 
installed at the built-in memory 19. 
0103) The image processing section 20 applies a predeter 
mined image processing to a digital image signal. The image 
processing section 20 generates shooting image databased on 
image signals at release. Further, the image processing sec 
tion 20 sequentially generates moving image databased on 
moving image signals. The moving image data is set to be 
lower in resolution than the shooting image data. The moving 
image data is used in face recognition processing by the CPU 
26 and also used as a display image of the liquid crystal 
monitor 24 (preview image). Still further, the image process 
ing section 20 executes compression treatment to the shooting 
image data. In addition, the image processing section 20 is 
able to conduct digital Zoom processing in which a shooting 
image is partially cut out to convert the resolution. 
0104 Further, the image processing section 20 generates 
various display video data (such as frame display on face 
recognition) according to the instructions from the CPU 26 
and outputs the video data on the liquid crystal monitor 24 by 
Superimposing the data on the moving image data. Thereby, 
the above-described various displays are synthesized on the 
preview image. 
0105. The card I/F 21 is provided with a connector for 
coupling a recording medium 29 formed thereon. The record 
ing medium 29 is made up of a known semiconductor 
memory or the like. Then, the card I/F 21 controls writing/ 
read-in of shooting image data on the recording medium 29. 
0106 The operating member 23 and the liquid crystal 
monitor 24 are coupled to the input output I/F 22. The oper 
ating member 23 is provided with an input button, a release 
button or the like. The input button of the operating member 
23 accepts Switching input, for example, shooting modes of 
an electronic camera (Such as normal shooting mode, regen 
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eration mode, face registration mode, and face recognizing 
shooting mode). Further, the release button of the operating 
member 23 accepts the designation input of AF operation by 
half press and release input by full press. 
0107. On the other hand, the liquid crystal monitor 24 is in 
most cases arranged at the back face of an electronic camera. 
A reproduced image of shooting image data and a setting 
screen or the like for changing various types of settings of an 
electronic camera are displayed on the liquid crystal monitor 
24. The setting screen includes an edit Screen for editing the 
face recognizing data to be described later. Further, the above 
preview image can be displayed by animation on the liquid 
crystal monitor 24 in a shooting mode. Therefore, a user is 
able to conduct framing of a Subject, while confirming the 
preview image on the liquid crystal monitor 24. 
0108. An external connecting terminal is additionally 
formed at the input output I/F 22. Then, the input output I/F 22 
controls data transmitted to or received from a computer or 
the like coupled via the external connecting terminal in accor 
dance with serial communication specifications of a USB 
(universal serial bus), the IEEE 1394 or the like. Further, a 
communication unit 30, which is an expansion device for 
wireless communications with the outside, can be coupled to 
the external connecting terminal of the input output I/F 22. 
0109 The flash emitting section 25 is made up of a xenon 
emitting tube, a main capacitor for storing emission energy, a 
reflection umbrella and a lens member for effectively apply 
ing flash to a Subject, a light emission controlling circuit for 
adjusting light-emitting timing and amount of light or the 
like. 
0110. The CPU 26 controls the operations of each section 
of an electronic camera in accordance with sequence pro 
grams stored in a ROM (not illustrated). The CPU 26 
executes, for example, a known contrast-mode AF (automatic 
focusing) computation based on moving image signals and a 
known AE (automatic exposure) computation. Further, the 
CPU 26 computes a movement amount of the image blurring 
correcting lens 14 based on the camera Sway data. 
0111. The CPU 26 functions as a face detecting section 31 
and a face recognizing section 32 as well. The face detecting 
section 31, for example, extracts feature points from the mov 
ing image data or the shooting image data and detects the face 
area of a subject, the face size or the like. The face detecting 
section 31 extracts the face area by feature point extracting 
processing described in Japanese Unexamined Patent Appli 
cation Publication No. 2001-16573 or the like. Further, the 
above feature points include, for example, end points of each 
of the eyebrows, the eyes, the nose and the lips, contour points 
of the face, vertex points of the head, and lower end points of 
the jaw. 
0112 The face recognizing section 32 generates face rec 
ognizing databased on the feature points of the face detected 
in a “face registration mode. The face recognizing section 
32, for example, generates the face recognizing data of a 
registered person by referring to the positions of feature 
points of the detected face, the sizes of face parts determined 
by the feature points, relative distances between individual 
feature points or the like. 
0113. Further, the face recognizing section 32 conducts 
face recognition processing for determining whether the face 
of a person inside a shooting screen is the face of the regis 
tered person given in the face recognizing data in the “face 
recognizing shooting mode. More specifically, first, the face 
recognizing section 32 computes the positions of feature 
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points of the face of a captured person, the size of each face 
part, relative distances between individual feature points or 
the like based on the feature points of the detected face. Next, 
the face recognizing section32 compares the above computed 
results with the face recognizing data to determine the degree 
of resemblance between the face of a predetermined regis 
tered person and that of a captured person. Then, the face 
recognizing section 32 determines that the captured person is 
in agreement with the registered person where the degree of 
resemblance is higher than a threshold value. 
0114. In addition, the CPU 26 is able to change the shoot 
ing conditions or the setting of image processing and execute 
a release designation to the image sensor 16 based on the 
result of the face recognition processing. 
0115 The face recognizing data generated by the face 
recognizing section 32 of the CPU 26 is recorded in the face 
registration memory 27. The face registration memory 27 is 
provided with a group folder for each registered person. The 
face recognizing data covering each of the registered persons 
is individually recorded in the group folder. In other words, 
the face recognizing data in the face registration memory 27 
is grouped by the group folder for each of the registered 
persons. For example, it is possible to record in the group 
folders a plurality of face recognizing data different in the 
direction of the face, the presence or absence of glasses and 
the shooting conditions with regard to the same registered 
person. Then, the registered person is specified by the CPU 26 
being able to read out all at once the face recognizing data 
inside the group folders from the face registration memory 
27. 
0116 Further, the face registration memory 27 records 
data on the “name of registered person' and “processing 
setting on face recognition. The “name of registered person' 
and the “processing setting on face recognition' are allowed 
to respectively correspond to the group folder of each of the 
registered persons. 
0117. In this case, the “processing setting on face recog 
nition” records settings of various types of controls applicable 
to an electronic camera when a registered person is recog 
nized. For example, the “processing setting on face recogni 
tion' includes (1) shooting setting conditions on shooting, (2) 
setting of image processing for shooting image data, (3) set 
ting of recording destination of shooting image data, (4) 
setting of print specification for shooting image data, and (5) 
transmission setting of shooting image data. 
0118. The above-described shooting setting conditions (1) 
include an exposure correction value on shooting of each 
registered person and setting of field depth (selection of low 
or normal depth). A setting is also possible where the CPU 26 
performs shooting automatically on detection of a registered 
person. The setting of image processing (2) includes setting 
of the presence or absence of soft focusing processing of the 
shooting image data and setting of reduced edge reinforce 
ment. 

0119. In the setting of recording destination (3), a direc 
tory path of the record folder inside the recording medium 29, 
which acts as a recording destination of the shooting image 
data, can be specified for each registered person. In other 
words, the CPU 26 is able to record the shooting image data 
in a record folder different for each registered person by 
referring to data in the face registration memory 27. 
0120 In the setting of printing specification (4), for 
example, the presence or absence of print specification for 
shooting image data by the standard such as DPOF (Digital 
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Print Order Format) can be specified for each registered per 
son. Further, in the transmission setting (5), it is possible to 
specify a necessity for transmitting the shooting image data in 
shooting of a registered person and address information on a 
destination (electronic mail address). 
I0121 Still further, the face registration memory 27 records 
data on “face registration image.” “registration time of face 
recognizing data” and 'shooting conditions on acquisition of 
face recognizing data.” The data on “face registration image.” 
“registration time of face recognizing data” and 'shooting 
conditions on acquisition of face recognizing data” are 
allowed to respectively correspond to individual face recog 
nizing data inside the group folder. 
0.122 The above-described “face registration image' is 
shooting image data on acquisition of face recognizing data 
and resized into a predetermined pixel size. Then, the “face 
registration image' is displayed on an edit Screen by the liquid 
crystal monitor 24. In other words, the “face registration 
image' functions as an index image for increasing discrimi 
nation and retrieval properties of a registered person or face 
recognizing data. For example, a user is able to confirm on the 
edit screen by referring to the “face registration image' from 
whose image and what kind of image (the front or lateral side 
of the face) the face recognizing data is generated. 
I0123. The “registration time of face recognizing data is 
data on the shooting date and hour of face registration image 
data, which is an original of the face recognizing data con 
cerned. Further, "shooting conditions on acquisition of face 
recognizing data” is data on shooting conditions of face reg 
istration image data. The shooting conditions include, for 
example, data on focal length of the shooting optical system 
11, white balance and exposure conditions on shooting, and 
the presence or absence of flash emission on shooting. In 
addition, data on “registration time of face recognizing data' 
and 'shooting conditions on acquisition of face recognizing 
data' is also used in determining a case where the face rec 
ognizing data used by the CPU 26 in face recognition pro 
cessing is narrowed down. 
0.124. Further, the face registration memory 27 records 
data on the number of shootings indicating the number of 
shootings for each registered person. The number of shoot 
ings of data on the number of shootings is incremented 
according to the result of face recognition by the CPU 26 in 
the face recognizing shooting mode. In addition, a user may 
manually input the number of shootings on the edit Screen. 
0.125 Hereinafter, an explanation will be made for opera 
tions of the electronic camera of Embodiment 1 by dividing 
into a “face registration mode” and a “face recognizing shoot 
ing mode.” 
0.126 (Operations in Face Registration Mode) 
I0127 FIG. 2 is a flow chart showing the operations of 
Embodiment 1 in a “face registration mode.” The “face reg 
istration mode' is a type of shooting mode with which a user 
can shoot the face of a registered person to generate face 
recognizing data. 
I0128 Operation S101: First, the user sets a shooting mode 
of the electronic camera to a “face registration mode” by 
using the operating member 23. 
I0129. For example, in a state where an electronic camera is 
set in a “normal shooting mode' or a "portrait shooting 
mode, a user operates to bring up a mode selection screen. 
Thereby, the CPU 26 displays the mode selection screen 
(refer to FIG.3(a)) on the liquid crystal monitor 24. Then, the 
user operates a selection frame on the mode selection screen 
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by using the operating member 23, thereby designating the 
CPU 26 to actuate a “face registration mode.” Accordingly, 
the CPU 26 starts to conduct a series of operations in the “face 
registration mode.” 
0130 Operation S102: The CPU 26 displays a menu for 
the “face registration mode” on the liquid crystal monitor 24 
(refer to FIG. 3(b)). In the menu, a user operates a selection 
frame by using the operating member 23 to selectively input 
“new” or “addition into the CPU 26. Where the face of a new 
person is registered, the user selectively inputs “new.” On the 
other hand, where the face of the person who has already been 
registered is additionally shot, the user selectively inputs 
“addition. 
0131 Operation S103: The CPU 26 determines whether 
“new” is selected on the menu (S102). Where “new” is 
selected (where YES), the CPU 26 proceeds to S104. On the 
other hand, where “addition' is selected (where NO), the 
CPU 26 proceeds to S105. 
(0132) Operation S104: Where “new” is selected in S102, 
the CPU 26 generates a group folder of a newly registered 
person (a registered person to be shot this time) in the face 
registration memory 27. Then, the CPU 26 displays “detailed 
information screen of registered person' (refer to FIG. 5) on 
the liquid crystal monitor 24, prompting a user to input infor 
mation on the “name of registered person’ and “processing 
setting on face recognition.” 
0133. The information input on “detailed information 
screen of registered person' in FIG. 5 is recorded in the face 
registration memory 27 in a state where the information is 
allowed to correspond to the group folder. Thereafter, the 
CPU 26 proceeds to S106. 
0134. In addition, a user is able to omit the input of the 
“name of registered person' and “processing setting on face 
recognition.” In this case, the user is able to start up “detailed 
information screen of registered person' in FIG. 5 from an 
item of editing in FIG.3(b) and again input the information 
into the face registration memory 27 later. 
0135) Operation S105: On the other hand, where “addi 
tion' is selected in S102, the CPU 26 displays a selection 
screen of registered person (refer to FIG. 4) on the liquid 
crystal monitor 24 and allows the user to selectively input a 
registered person to be shot this time. 
0.136 Operation S106: The CPU 26 changes a setting on 
shooting by an electronic camera to a setting appropriate for 
face registration shooting. More specifically, the CPU 26 
provides the following settings of (1) to (7). 
0137 (1) The CPU 26 sets an AF mode to a face detection 
mode in the “face registration mode.” In this case, the CPU 26 
automatically repeats focusing on a detected face area by 
referring to the moving image data irrespective of the opera 
tion of the release button. Thereby, it is possible to focus on 
the thus detected face. In addition, the CPU 26 may lock an 
AF operation when a user half-presses the release button. 
0138 (2) The CPU 26 sets the AE mode to a spot AE mode 
based on a face detecting area in the “face registration mode.” 
In this case, the CPU 26 executes AE computation, focusing 
on a detected face area by the moving image data. Thereby, 
the thus detected face can be optimally exposed. 
0139 (3) The CPU 26 disables digital Zoom processing of 
the image processing section 20 in the “face registration 
mode.” Alternatively, the CPU 26 restricts the maximum 
magnification on digital Zoom So as to be lower than on 
normal shooting by restricting magnifications on digital 
Zoom to about two times, for example. This is because when 
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digital Zoom is conducted, information on face registration 
images obtained is decreased to result in a lower accuracy of 
extracting feature points of the face. 
0140 (4) The CPU 26 reduces the maximum magnifica 
tion in the “face registration mode” by narrowing a magnify 
ing power adjustable range of a Zoom lens 11a to the wide 
angle side to an extent more than on normal shooting. This is 
because on detection of the face, there is an increased possi 
bility in detecting the face when the Zoom lens is set at the 
wide angle side to make a field depth great. Further, where the 
Zoom lens is set at the wide angle side, there is a decreased 
possibility of a shooting image being blurred by camera 
shake. In this case, it is particularly preferable that the Zoom 
lens 11a is fixed at the wide-angle end to make the field depth 
greater. 
0141 Incidentally, when an aperture (not illustrated) of a 
shooting optical system is narrowed down, the field depth is 
made great. However, in this case, shooting time correspond 
ing to shutter second is made longer to increase the possibility 
of a face registration image being blurred by camera shake. 
Therefore, in view of avoiding the image blurring, it is more 
preferable that the CPU 26 sets the aperture to the opening 
side as much as possible. In addition, the CPU 26 may control 
the system so as to make the field depth gradually greater 
where the face cannot be detected. 
0142 (5) The CPU 26 makes in the “face registration 
mode an optical correction by allowing the image blurring 
correcting lens 14 to move based on output of the Sway sensor 
section 13. This is because of the avoidance of failure in 
shooting a face registration image resulting from image blur 
ring by camera shake. 
0.143 (6) The CPU 26 performs a higher gain setting for 
image signals (setting of image sensitivity) to the analog 
signal processing section 17 in the “face registration mode' 
than on normal shooting. This is because when the image 
sensitivity is made higher, the shooting time is made shorter 
to decrease the possibility of a face registration image being 
blurred by camera shake. 
0144 (7) The CPU 26 disables flashemission by the flash 
emitting section 25 in the “face registration mode.” This is 
because when the flash emission is emitted on shooting, there 
is developed a shadow on the face of a captured person to 
decrease the accuracy of detecting the face. In addition, where 
the shooting is performed forcibly in a state where a field is 
dark to result in a failure in securing a sufficient exposure or 
where face recognizing data on flashemission is intentionally 
acquired, the CPU 26 may allow the flash emitting section 25 
to emit flash exceptionally. 
(0145 Operation S107: The CPU 26 drives the image sen 
Sor 16 to acquire a moving image signal. The image sensor 16 
outputs the moving image signal at every predetermined time 
interval by an intermittent readout. The image processing 
section 20 generates moving image databased on the moving 
image signal. Then, a preview image is displayed by anima 
tion on the liquid crystal monitor 24 based on the moving 
image data. 
0146) Operation S108: On the other hand, the face detect 
ing section 31 of the CPU 26 applies known face detection 
processing to the moving image data, thereby detecting a face 
area inside a shooting screen. 
0147 Further, in S108, it is preferable that the face detect 
ing section 31 decreases a threshold value, which specifies the 
accuracy of detecting a face area (accuracy rate of the face) 
and sets a higher detection rate of candidate faces than usual. 
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This is because there is a case where a face registration image 
may be taken, with the face kept in a direction difficult in 
detecting the face (for example, the face turned to the side). 
0148. In addition, where the face detecting section 31 
detects the face of a person inside the shooting screen, the 
image processing section 20 synthesizes and displays a rect 
angular frame at a position of the face area of a preview image 
(refer to FIG. 6). Thereby, a user is able to confirm the pres 
ence or absence of face detection by referring to the preview 
image. 
0149 Operation S109: The CPU 26 determines whether 
the face is detected from a shooting screen in S108. Where the 
face is detected (where YES), the CPU 26 proceeds to S110. 
On the other hand, where the face is not detected (where NO), 
the CPU 26 returns to S107. 

0150. Operation S110: The CPU 26 estimates a direction 
of the face based on a state of detecting feature points of the 
face in a face area. Then, the CPU 26 determines whether the 
thus estimated direction of the face is in agreement with a 
predetermined direction of the face (the front or side of the 
face). Where the face is in the predetermined direction (where 
YES), the CPU 26 proceeds to S111. On the other hand, 
where the face is not in the predetermined direction (where 
NO), the CPU 26 returns to S107. In this case, the CPU 26 
may allow the liquid crystal monitor 24 or the like to display 
a warning message Such as “change the direction of the face 
of a Subject and shoot again.” 
0151. In this case, the direction of the face in S110 is 
detected by using a known measure. For example, as dis 
closed in Japanese Unexamined Patent Application Publica 
tion No. H09-163212, the CPU 26 may detect a contour of the 
face and coordinates of the nose by referring to a face image 
to calculate the direction of the face. Alternatively, as dis 
closed in Japanese Unexamined Patent Application Publica 
tion No. 2005-209137, the CPU 26 may discriminate the 
direction of the face based on an image database in which face 
images are classified and registered for each direction of the 
face. 

0152. Where NO in S110, the CPU26 will not conduct the 
release operation and no shooting is performed until a subject 
turns to a different direction. Therefore, it is possible to gen 
erate face recognizing data from face registration images 
covering the face turned to a predetermined direction. 
0153. Operation S111: The CPU 26 estimates an expres 
sion of the face based on a state of detecting feature points of 
the face in a face area. Then, the CPU 26 determines whether 
the expression of the thus estimated face is in a neutral State 
(in a normal state where no eyes are closed). Where the 
expression of the face is neutral (where YES), the CPU 26 
proceeds to S112. On the other hand, where the expression of 
the face is not neutral (where NO), the CPU 26 returns to 
S107. In this case, the CPU 26 may allow the liquid crystal 
monitor 24 or the like to display a warning message Such as 
“change the expression of the face of a Subject and shoot 
again.” 
0154) In this case, the expression of the face in S111 is 
detected by using a known measure. For example, as dis 
closed in Japanese Unexamined Patent Application Publica 
tion No. 2004-272933, learning-purpose face images classi 
fied into categories such a normal expression, the face with 
the eyes closed, the face with the mouth open and the Smiling 
face are prepared in advance, and the CPU 26 may make 
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discrimination by canonical discriminant analysis to deter 
mine the expression of the face by referring to an evaluation 
value set for each category. 
0155 Alternatively, standard patterns such as the face 
with the eyes open, the face with the eyes closed, the face with 
the mouth open and the face with the mouth closed are pre 
pared in advance, and the CPU 26 may determine how much 
each of the patterns match with a face area to estimate the 
expression by referring to a combination of the patterns. 
0156 Where NO in S111, the CPU 26 will not conduct 
release operation and no shooting is performed until a subject 
changes an expression of the face. Therefore, it is possible to 
acquire more securely a face registration image in a state 
where the expression of the face is neutral. This is because 
face registration images covering neutral expressions are con 
sidered to be the most appropriate for face recognition. When 
the face recognizing data is generated from Such an image in 
a state of the smiling face or the face with the eyes closed, 
there may be a great reduction in the accuracy of face recog 
nition. 
0157. In addition, the CPU 26 may omit the processing in 
S110 and S111 depending on a setting made by a user. 
0158 Operation S112: The CPU 26 executes AF compu 
tation and AE computation based on a position detected at a 
face area. 
0159 Operation S113: The CPU 26 determines whether 
the release button is fully pressed. Where the release button is 
fully pressed (where YES), the CPU 26 proceeds to S114. On 
the other hand, where no input is given to the release button 
(where NO), the CPU 26 stands ready for an operation in 
which the release button is fully pressed. 
(0160 Operation S114: The CPU 26 drives the image sen 
Sor 16 to shoot a subject image. Thereafter, the image pro 
cessing section 20 generates shooting image data (face reg 
istration image data) based on an image signal at release. 
0.161 Operation S115: The face recognizing section 32 of 
the CPU 26 generates face recognizing data of a registered 
person from the face registration image data (S114). Further, 
the image processing section 20 trims a face area of the face 
registration image data and resizes it into a predetermined 
size by resolution conversion to generate index image data. 
(0162 Operation S116: The CPU 26 records the shooting 
condition and the shooting date and hour for face recognizing 
data, index image data and face registration image data in the 
face registration memory 27. Each of the above-described 
data is recorded in a group folder of a registered person 
specified in S104 or S105 in a state where it is allowed to 
correspond individually. Of the above data, the index image 
data corresponds to “face registration image.” Further, the 
shooting conditions correspond to “registration time of face 
recognizing data” and the shooting conditions correspond to 
'shooting conditions on acquisition of face recognizing data.” 
0163 As described so far, a series of operations in the 
“face registration mode” are completed. In addition, CPU 26 
may further continue to register the face recognizing data of a 
registered person by returning to S107 after S116. 
0164. Hereinafter, an explanation will be made for the 
effects of “face registration mode” in Embodiment 1. In the 
face registration shooting, a setting on shooting is changed to 
a setting appropriate for face registration, and AF computa 
tion and AE computation are made based on a position 
detected at the face area (S106, S112). Then, face recognizing 
data is generated based on face registration image data taken 
for the face of a person (S114, S115). Therefore, a user is able 
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to easily acquire the face recognizing databased on an appro 
priately shot face registration image only by releasing an 
electronic camera for a person whom the user desires to 
register. 
0.165 (Operations in Face Recognizing Shooting Mode) 
0166 FIG. 7 is a flow chart showing the operations of 
Embodiment 1 in a “face recognizing shooting mode. The 
“face recognizing shooting mode” is a shooting mode in 
which an electronic camera performs a predetermined control 
to acquire shooting image data where a specified registered 
person is present on a shooting screen. 
0167 Operation S201: First, a user sets a shooting mode of 
the electronic camera to a “face recognizing shooting mode 
by using the operating member 23. 
0168 For example, in a state where the electronic camera 

is set in a “normal shooting mode' or a "portrait shooting 
mode, a user operates to bring up a mode selection screen. 
Thereby, the CPU 26 displays the mode selection screen 
(refer to FIG.3(a)) on the liquid crystal monitor 24. Then, the 
user operates a selection frame on the mode selection screen 
by using the operating member 23 and designates the CPU 26 
to actuate the “face recognizing shooting mode.” Thereby, the 
CPU 26 starts a series of operations in the “face recognizing 
shooting mode.” 
(0169 Operation S202: The CPU 26 displays a selecting 
screen of a registered person (refer to FIG. 4) on the liquid 
crystal monitor 24. Then, the CPU 26 accepts the specified 
input of a registered person to be recognized for the face (a 
registered person whose face is recognized on shooting). In 
addition, the registered person to be recognized for the face 
may be specified and input into the CPU 26 by a user before 
the shooting. 
0170 In this case, the CPU 26 is able to accept one or two 
or more of the specified registered persons on a 'selecting 
screen of registered person.” For example, the CPU 26 is able 
to accept all specified registered persons in the face registra 
tion memory 27. Further, a group folder is in advance linked 
according to predetermined categories (such as family and 
type of group activities) and a user specifies and inputs a 
category on the selecting screen, thus making it possible to 
specify and input all the registered persons linked to the CPU 
26 at once. 

(0171 Operation S203: The CPU 26 drives the image sen 
Sor 16 to acquire a moving image signal. The image sensor 16 
outputs the moving image signal at every predetermined time 
interval by an intermittent readout. The image processing 
section 20 generates moving image databased on the moving 
image signal. Then, a preview image is displayed by anima 
tion on the liquid crystal monitor 24 based on the moving 
image data. 
(0172 Operation S204: On the other hand, the face detect 
ing section 31 of the CPU 26 detects a face area inside a 
shooting screen by applying known face detection processing 
to the moving image data. 
(0173 Operation S205: The CPU 26 determines in S204 
whether the face is detected from the shooting screen. Where 
the face is detected (where YES), the CPU 26 proceeds to 
S206. On the other hand, where the face is not detected 
(where NO), the CPU 26 proceeds to S209. 
(0174 Operation S206: The CPU 26 executes AF compu 
tation based on a position of the thus detected face area. In 
addition, where a plurality of face areas are detected, the CPU 
26 executes the AF computation, with priority given to a face 
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area positioned at the center of the shooting screen or a face 
area positioned in the closest proximity. 
(0175 Operation S207: The face recognizing section32 of 
the CPU 26 executes face recognition processing with respect 
to the thus detected face area (S204). Then, the face recog 
nizing section 32 determines whether a face to be recognized 
(S202) is included. Where the face to be recognized is 
included (where YES), the CPU 26 proceeds to S208. On the 
other hand, where the face to be recognized is not included 
(where NO), the CPU 26 proceeds to S210. 
(0176) Operation S208: The CPU 26 changes the shooting 
setting condition of the electronic camera or a setting of 
image processing based on data of the processing setting on 
face recognition' corresponding to the thus detected regis 
tered person. Thereafter, the CPU 26 proceeds to S210. 
0177. In this case, where a plurality of faces to be recog 
nized are detected inside the shooting screen, the CPU 26 
determines a priority level of registered persons by referring 
to a predetermined algorithm. Then, the CPU 26 changes 
various settings of the electronic camera based on the “pro 
cessing setting on face recognition' corresponding to a reg 
istered person having the highest priority level. In addition, 
where a registered person is setto be automatically shot by the 
“processing setting on face recognition, the CPU 26 pro 
ceeds to S211 and automatically shoots the registered person. 
(0178. Operation S209: On the other hand, in this case, the 
CPU 26 selects an AF area by referring to an algorithm on 
normal shooting in response to the release button half-pressed 
by a user to execute AF computation. 
(0179. Operation S210: The CPU 26 determines whether 
the release button is fully pressed. Where the release button is 
fully pressed (where YES), the CPU 26 proceeds to S211. On 
the other hand, where no input is given to the release button 
(where NO), the CPU 26 stands ready for an operation in 
which the release button is fully pressed. 
0180 Operation 5211: The CPU 26 drives the image sen 
Sor 16 to shoot a subject image. Thereafter, the image pro 
cessing section 20 generates shooting image databased on an 
image signal at release. In addition, where a face to be rec 
ognized is shot, the image processing section 20 applies 
image processing set by S208 to the shooting image data. 
0181. Operation S212: The CPU 26 records the shooting 
image data on a recording medium 29. In addition, where the 
face to be recognized is shot, the CPU 26 is also able to 
classify the shooting image data into a predetermined record 
folder based on a directory path specified by the face regis 
tration memory 27 and records it. As described so far, a series 
of operations in the “face recognizing shooting mode” are 
completed. 
0182 Hereinafter, an explanation will be made for the 
effects of the present embodiment in a “face recognizing 
shooting mode. In the above-described face recognizing 
shooting mode, a captured person is recognized for the face 
based on the face recognizing data (S207). Then, where a face 
to be recognized is detected, various types of processing on 
shooting are set so as to correspond to the registered person 
concerned (S208, S211 and S212). Therefore, it is possible to 
automatically conduct such processing that reflects the inten 
tion of a user when shooting the registered person, thereby 
giving a great convenience to the user who uses an electronic 
CaCa. 

Explanation of Embodiment 2 
0183 FIG. 8 is a flow chart showing the operations of 
Embodiment 2 in the “face registration mode.” In addition, 
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since S301 to S312 in FIG.8 respectively correspond to S101 
to S112 in FIG. 2, and S315 in FIG. 8 corresponds to S116 in 
FIG. 2, the explanation of which will be omitted here for 
avoiding overlapping description. 
0184 Operation S313: The CPU 26 conducts an automatic 
release operation after completion of AF, driving the image 
sensor 16 to shoot a Subject image. Thereafter, the image 
processing section 20 generates shooting image data (face 
registration image data) based on an image signal at release. 
0185. Operation S314: The face recognizing section 32 of 
the CPU 26 generates the face recognizing data of a registered 
person from the face registration image data (S313). Further, 
the image processing section 20 generates index image data 
from the face registration image data. 
0186. Hereinafter, an explanation will be made for the 
effects of Embodiment 2 in the “face registration mode.” In 
Embodiment 2, the face of a person is automatically shot on 
detection of the face to generate the face recognizing data 
(S313, S314). Therefore, a user is able to easily acquire the 
face recognizing databased on an appropriate face registra 
tion image only by pointing an electronic camera to a person 
whom the user desires to register. In particular, in Embodi 
ment 2, focusing and release are automatically conducted, 
thus making it possible to shoot for face registration by the 
user alone by pointing a shooting optical system at himselfor 
herself. 

Explanation of Embodiment 3 
0187 FIG. 9 is a flow chart showing the operations of 
Embodiment 3 in the “face registration mode.” In addition, 
since S401 to S409 in FIG.9 respectively correspond to S101 
to S109 in FIG. 2, and S414 in FIG.9 corresponds to S116 in 
FIG. 2, the explanation of which will be omitted here for 
avoiding overlapping description. 
0188 Operation S410: The CPU 26 executes AF compu 
tation and AE computation based on a position of the thus 
detected face area. 
(0189 Operation S411: The CPU 26 continues to carry out 
automatically a predetermined number of release operations 
to acquire a plurality of shooting image data (face registration 
image data). In this case, in S411, the CPU 26 shoots a 
plurality of the face registration image data, with the shooting 
conditions made all the same. This is because, a different 
image is shot under the same shooting conditions, for 
example, where a subject is not still orthere is found an image 
blurring by camera shake. The CPU 26 may carry out blan 
keting shooting by changing parameters such as exposure 
conditions and white balance in a stepwise manner. 
(0190. Operation S412: The face detecting section 31 of the 
CPU 26 applies face detection processing individually to a 
plurality of face registration image data acquired in S411, 
thereby extracting feature points. Then, the CPU 26 sets a 
priority level to each of the face registration image data that 
feature points of the face are detected favorably (in the order 
greater in the number of extracted feature points, for 
example). In addition, as shown in S110 or S111 of Embodi 
ment 1, the CPU 26 may set the above priority level, with the 
direction of the face or facial expressions of the face registra 
tion image data taken into account. 
(0191) Operation S413: The CPU 26 selects the face regis 
tration image data, which is the highest in priority level from 
a plurality of the face registration image data acquired in 
S411. Then, the face recognizing section 32 of the CPU 26 
generates the face recognizing data from the thus selected 
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face registration image data. Further, the image processing 
section 20 generates index image data from the thus selected 
face registration image data. 
0.192 Hereinafter, an explanation will be made for the 
effects of Embodiment 3 in the “face registration mode.” In 
Embodiment 3, the most appropriate image is selected from a 
plurality of the face registration image data to generate the 
face recognizing data. Therefore, according to Embodiment 
3, the face recognition can be made at improved accuracy on 
face recognition shooting. 

Explanation of Embodiment 4 

0193 FIG. 10 is a flow chart showing the operations of 
Embodiment 4 in the “face registration mode.” In addition, 
since S501 to S505 in FIG. 10 respectively correspond to 
S101 to S105 in FIG. 2, and S513 and S514 in FIG. 10 
respectively correspond to S115 to S116 in FIG. 2, the expla 
nation of which will be omitted here for avoiding overlapping 
description. 
(0194 Operation S506: The CPU 26 changes a setting on 
shooting by the electronic camera to a setting appropriate for 
face registration shooting. More specifically, the CPU 26 sets 
shooting similarly as given in (3) to (7) of S106 and addition 
ally sets the following processing as given in (a) and (b). 
(0195 (a) The CPU 26 selects an AFarea at the center of a 
shooting screen in the “face registration mode” to carry out 
AF computation. In this case, the CPU 26 conducts focusing 
in a so-called center-emphasis AF according to an operation 
in which the release button is half-pressed, thereby control 
ling the focusing so as to lock AF when in focus. This is 
because a face registration image is acquired at the center of 
a shooting screen, thereby reducing influence resulting from 
aberration of a shooting optical system to generate face rec 
ognition data high in accuracy. 
(0196) (b) The CPU 26 sets in the “face registration mode” 
an AE mode to a spot AE mode, which is based on the center 
of the shooting screen. Thereby, the face shot at the center of 
the shooting screen can be exposed optimally. 
(0197) Operation S507: The CPU 26 drives the image sen 
Sor 16 to acquire a moving image signal. The image sensor 16 
outputs the moving image signal at every predetermined time 
interval in an intermittent readout. The image processing 
section 20 generates moving image databased on the moving 
image signal. Then, a preview image is displayed by anima 
tion on the liquid crystal monitor 24 based on the moving 
image data. 
0.198. In this case, the image processing section 20 in S507 
synthesizes a composition assisting display at the center of 
shooting screen of the preview image (refer to FIG. 11). The 
composition assisting display in FIG. 11 shows a position at 
which the face is accommodated inside the shooting screen in 
a rectangular frame. A user is able to easily set the position of 
the face on framing by using the composition assisting dis 
play. Thus, the user is able to easily shoot a face registration 
image undergood conditions. In addition, as another example 
of the composition assisting display, only four corners on the 
rectangular frame may be synthesized into a preview image. 
Alternatively, as still another example of the composition 
assisting display, color for displaying an image may be 
changed in and out of a range at which the face is accommo 
dated, for example, by displaying a range other than that at 
which the face is accommodated in black and white (neither 
of which is illustrated). 
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(0199 Further, the image processing section 20 in S507 
synthesizes a shooting sample display at a peripheral range 
other than the center of a preview image (refer to FIG. 11). 
The shooting sample display in FIG. 11 displays the photo of 
the face and the illustration of a person who turns to a prede 
termined direction. For example, where a face registration 
image covering the front of the face is shot, an image of the 
face turned to the front is displayed on the shooting sample 
display. The shooting sample display is helpful to a user in 
understanding visually a state of the face appropriate for 
shooting this time (a direction in which the face turns or the 
like). Therefore, the user is able to easily shoot a face regis 
tration image under favorable conditions. Further, the image 
processing section 20 may synthesize a message display Such 
as “shooting the front of the face' into a preview image. 
(0200 Operation S508: the CPU 26 determines whether 
the release button is half-pressed. Where the release button is 
half-pressed (where YES), the CPU proceeds to S509. On the 
other hand, where no input is given to the release button 
(where NO), the CPU 26 returns to S507. 
0201 Operation S509: The CPU 26 executes AF compu 
tation and AE computation based on the center of a shooting 
screen according to an operation in which the release button is 
half-pressed by a user. 
(0202) Operation S510: The CPU 26 determines whether 
the release button is fully pressed. Where the release button is 
fully pressed (where YES), the CPU 26 proceeds to S511. On 
the other hand, where no input is given to the release button 
(where NO), the CPU 26 stands ready for an operation in 
which the release button is fully pressed. 
0203 Operation S511: The CPU 26 acquires the shooting 
image data (face registration image data) according to an 
operation in which the release button is fully pressed by a 
USC. 

0204 Operation S512: The face detecting section 31 of the 
CPU 26 applies known face detection processing to a central 
part of a shooting screen of the face registration image data 
(S511) to detect a face area inside the shooting screen. 
0205 Hereinafter, an explanation will be made for the 
effects of Embodiment 4 in the “face registration mode.” In 
Embodiment 4, face recognizing data is generated based on 
face registration image data shot manually by a user. There 
fore, it is possible to generate the face recognizing data 
according to the intention of the user. Further, since a face 
registration image is acquired at the center of the shooting 
screen lowerin influence resulting from aberration of a shoot 
ing optical system, it is possible to generate the face recog 
nizing data higher in accuracy. 
0206 (Exemplified Variations of Face Registration Modes 
from Embodiment 1 to Embodiment 4) 
0207. In the above embodiment, an explanation was made 
for a case where the face recognizing data was generated from 
the face registration image on shooting. However, in place of 
generating the face recognizing data from the face registra 
tion image, the CPU may cut out a part of the face area from 
the face registration image to generate face image data, 
thereby recording the face image data in a memory or on a 
recording medium. Then, post-processing may be given by 
using a computer to generate the face recognizing data from 
the face image data. 
0208. In this case, the face image data is generated by 
cutting out a face area of the face registration image, for 
example, in a size of about 80x80 pixels. It is preferable that 
no variable processing by resolution conversion is applied to 
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an image of the face image data. Further, as with the face 
registration image data, it is preferable that the CPU records 
the face image data by allowing the data to correspond to the 
index image data and to the shooting conditions and the 
shooting date and hour of the face registration image data. 
Still further, it is preferable that with regard to the above face 
image data the CPU groups a plurality of face image data 
generated from the same captured person into the same folder 
or the like and records them. 

Explanation of Embodiment 5 
0209 Embodiment 5 is an exemplified variation of 
Embodiment 1 in which an electronic camera, which is one 
example of the image processing device of the present inven 
tion, is used to generate face recognizing data from a shooting 
image. In this case, since the electronic camera of Embodi 
ment 5 is made up common to Embodiment 1, the explanation 
of which will be omitted for avoiding overlapping descrip 
tion. 
0210 (Operations in Face Registration Mode) 
0211 FIG. 12 is a flow chart showing the operations of 
Embodiment 5 in a “face registration mode.” The “face reg 
istration mode' is a type of regeneration mode and a mode for 
generating face recognizing data on reproduction of the 
shooting image data. 
0212 Operation S1101: First, a user sets the electronic 
camera to a "regeneration mode” by using the operating 
member 23. The CPU 26 reads out face registration image 
data (shooting image data used in generating the face recog 
nizing data) from the recording medium 29 or the built-in 
memory 19 and reproduces and displays a reproduced image 
of the face registration image data on the liquid crystal moni 
tor 24. In addition, the CPU 26 is able to read out face 
registration image data from a computer (not illustrated) 
coupled via an external connecting terminal of the input out 
put I/F 22 or the communication unit 30. 
0213 Operation S1102: A user sets a mode of the elec 
tronic camera to a “face registration mode” by using the 
operating member 23. 
0214. For example, in a state where the electronic camera 
is set to a "regeneration mode, the user operates to bring up 
a mode selection screen. Thereby, the CPU 26 displays the 
mode selection screen (refer to FIG. 13) on the liquid crystal 
monitor 24. The user operates a selection frame on the mode 
selection screen by using the operating member 23, designat 
ing the CPU 26 to actuate the “face registration mode.” 
Thereby, the CPU 26 starts a series of operations in the “face 
registration mode.” 
0215 Operation S1103: The face detecting section 31 of 
the CPU 26 applies known face detection processing to face 
registration image data (S1101) to detect a face area inside a 
shooting screen. 
0216) Operation S1104: The CPU 26 outputs a position of 
the face area on the shooting screen to an image processing 
section 20. Then, the image processing section 20 synthesizes 
and displays a rectangular frame at a position of a face area of 
a reproduced image (refer to FIG. 14 to FIG. 16). Thereby, a 
user is able to confirm a state of face detection by referring to 
the liquid crystal monitor 24. 
0217 Operation S1105: The CPU 26 displays on the liq 
uid crystal monitor 24 an indication prompting a user to 
confirm the retrial of face detection processing (selective 
display of “OK” or “rerun”) (refer to FIG. 14). Where no 
frame is given to the face of a person to be registered, the user 
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selectively inputs “rerun by using the operating member 23. 
On the other hand, where the frame is given to the face of a 
person to be registered, the user selectively inputs “OK” by 
using the operating member 23. 
0218. Then, the CPU 26 determines by referring to the 
above confirmation indication whether “rerun' (retrial of the 
face detection processing) is selected. Where “rerun' is 
selected (where YES), the CPU 26 proceeds to S106. On the 
other hand, where “OK” is selected (where NO), the CPU 26 
proceeds to S1107. 
0219. Operation S1106: The face detecting section 31 of 
the CPU 26 changes a threshold value for specifying the 
detection accuracy of a face area based on the input from a 
user by using the operating member 23. 
0220. For example, where no frame is given to the face of 
a person to be selected, a user changes the above threshold 
value to a value lower than a previous value. Thereafter, the 
CPU 26 returns to S1103, and the face detecting section 31 
applies face detection processing to the face registration 
image data, thereby detecting again a face area inside a shoot 
ing screen. In this case, the accuracy rate of correctly detect 
ing the face area is decreased, while the number of face 
candidates (face areas to which a frame is given) is increased 
as compared with a previous case. Therefore, it is more likely 
to detect a face area in a state where detecting the face may be 
difficult (for example, the face turned to the side). 
0221) Further, where many persons are included in the 
face registration image and face candidates are detected more 
than necessary, a user changes the above threshold value to a 
value higher than the previous value. Thereafter, the CPU 26 
returns to S1103, and the face detecting section 31 applies 
face detection processing to the face registration image data, 
thereby detecting again a face area inside a shooting screen. In 
this case, since there is an increase in the accuracy rate of 
correctly detecting the face area, the number of face candi 
dates is narrowed down to easily perform a selection work to 
be described later (S1107). 
0222 Operation S1107: The CPU 26 synthesizes and dis 
plays a selection frame on any of the face areas in the face 
registration image (S.1103) (refer to FIG. 15). A user operates 
the selection frame by using the operating member 23 to 
select a person for whom the face recognizing data is gener 
ated. At the same time, the CPU 26 accepts the selective input 
by the user. In addition, the user is able to select a plurality of 
face areas from one reproduced image in S1107. 
0223 Operation S1108: The CPU 26 displays on the liq 
uid crystal monitor 24 an indication prompting a user to 
confirm whether the thus selected person is a newly registered 
person (selective display of “new” or “addition') (refer to 
FIG. 16). On this screen, the user operates a selection frame 
by the input button to selectively input “new” or “addition 
into the CPU 26. Where the face of a new person is registered, 
the user selectively inputs “new.” On the other hand, where 
the face of the already registered person is additionally shot, 
the user selectively inputs “addition.” 
0224. Then, the CPU 26 determines by referring to the 
above indication for confirmation whether 'new' is selected. 
Where “new” is selected (where YES), the CPU 26 proceeds 
to S1109. On the other hand, where “addition' is selected 
(where NO), the CPU 26 proceeds to S1110. 
0225 Operation S1109: Where “new” is selected in 
S1108, the CPU 26 generates a group folder of the newly 
registered person in the face registration memory 27. Then, 
the CPU 26 displays “detailed information screen of regis 
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tered person' on the liquid crystal monitor 24 (refer to FIG. 
5), prompting a user to input information on the “name of 
registered person' and processing setting on face recogni 
tion.” The information input on the “detailed information 
screen of registered person' in FIG. 5 is recorded in the face 
registration memory 27 in a state where it is allowed to 
correspond to a group folder. Thereafter, the CPU 26 pro 
ceeds to S1111. 

0226. In addition, a user is able to omit the input of the 
“name of registered person' and “processing setting on face 
recognition' but input the information in the face registration 
memory 27 after starting up again "detailed information 
screen of registered person’ in FIG. 5. 
0227 Operation S1110: On the other hand, where “addi 
tion' is selected in S1108, the CPU 26 displays on the liquid 
crystal monitor 24 a selecting screen of the registered person 
who has already been registered (refer to FIG. 4), prompting 
the user to selectively input the registered person to whom the 
face recognizing data is added. 
0228 Operation S1111: The face recognizing section 32 
of the CPU 26 generates the face recognizing data of the 
registered person from a face area selected among face reg 
istration image data (S1107). Further, the image processing 
section 20 trims the face area of the face registration image 
data and resizes it into a predetermined size by resolution 
conversion to generate index image data. 
0229 Operation S1112: The CPU 26 acquires data on the 
shooting conditions and the shooting date and hour recorded 
at an attachment data area of face registration image data. 
0230. For example, where the face registration image data 
is an image file based on the standards of Exif (Exchangeable 
image file format for digital still cameras), the CPU 26 reads 
out the data on the shooting conditions and the shooting date 
and hour recorded at the image file in a tag format and 
acquires it. In addition, where a data format of the face reg 
istration image data does not include the above attachment 
data area, this operation is omitted. 
0231 Operation S113: The CPU 26 records in the face 
registration memory 27 the shooting conditions and the 
shooting date and hour of the face recognizing data, index 
image data and face registration image data. Each of these 
data is recorded in a group folder of the registered person 
specified in S1109 or S1110 in a state where these data are 
allowed to respectively correspond thereto. Of the above data, 
the index image data corresponds to “face registration 
image.” Further, the shooting date and hour corresponds to 
“registration time of face recognizing data, while the shoot 
ing conditions correspond to "shooting conditions on acqui 
sition of face recognizing data.” 
0232. As described so far, a series of operations in the 
“face registration mode” are completed. In addition, where a 
plurality of face areas are specified in S1107, the CPU 26 
repeats the processing from S1108 to S1113, depending on 
the number of face areas. 

0233. Hereinafter, an explanation will be made for the 
effects of Embodiment 5 in a “face registration mode.” In the 
face registration mode, face recognition data is generated 
from shooting image data read from a recording medium 29 
or the like on regeneration (S.1101, S1111). In other words, 
since the face recognizing data can be generated from the 
shooting image data obtained in the past and the shooting 
image data obtained by using other electronic cameras, a user 
benefits greatly in terms of convenience. 
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0234. Further, in the above-described face registration 
mode, the face recognizing data is generated based on a face 
area automatically detected by the face detection processing 
(S.1103, S1111). In this case, a user only specifies a target for 
which the face recognizing data is generated from face areas 
detected, thus making it possible to easily generate the face 
recognizing data. 
0235 (Exemplified Variation of Operations of Face Reg 
istration Mode) 
0236. In Embodiment 5, an explanation was made for a 
case where the face recognizing data was generated from face 
registration images on shooting. However, in place of gener 
ating the face recognizing data from face registration images, 
the CPU may cut out a part of the face area from face regis 
tration images to generate face image data and record the face 
image data in a memory or on a recording medium. Then, 
post-processing may be given by using a computer to gener 
ate the face recognizing data from the face image data. 
0237. In this case, the face image data is generated by 
cutting out a face area of the face registration image, for 
example, in a size of about 80x80 pixels. It is preferable that 
no variable processing by resolution conversion is given to an 
image of the face image data. 
0238 Further, as with the face registration image data, it is 
preferable that the CPU records the face image data by allow 
ing the data to correspond to the index image data and to the 
shooting conditions and the shooting date and hour of the face 
registration image data. Still further, it is preferable that the 
CPU groups a plurality of face image data generated from the 
same captured person into the same folder or the like and 
record them. 

Explanation of Embodiment 6 

0239 Embodiment 6 is an exemplified variation of 
Embodiment 1 and related to the operation and display of an 
edit Screen for various types of data in the face registration 
memory 27 as well as operations of the face recognizing 
shooting mode. In this case, since the electronic camera of 
Embodiment 6 is made up common to Embodiment 1, the 
explanation of which will be omitted for avoiding overlap 
ping description. 
0240 (Explanation of Start-Up Operation of Edit Screen) 
0241 An explanation will be made for an edit screen of the 
electronic camera in Embodiment 6. Where various types of 
data in the face registration memory 27 are edited or con 
firmed, a user (operator) starts up the edit Screen by using the 
operating member 23. 
0242. In this case, the information on a person registered 
in the face registration memory 27 is privacy information for 
an owner of the electronic camera. Therefore, the CPU 26 of 
the electronic camera can be set in Such a manner that a user 
(operator) is Subjected to personal authentification and an edit 
screen is displayed only where the user is previously permit 
ted by an owner. In this case, the personal authentification 
includes, for example, authentification by inputting a pass 
word and face authentication. Further, known authentifica 
tion devices based on biometrics such as fingerprint authen 
tification and iris authentification may be loaded in an 
electronic camera. The face authentication is in particular 
preferable in that the constitution of the face recognition 
processing of the electronic camera can be used as it is and in 
that a user attempting an improper access is psychologically 
suppressed due to the fact that his or her face is shot. 
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0243 FIG. 17 is a flow chart showing the face authentica 
tion when an edit Screen is started up. In addition, the face 
recognizing data on a user whose access to the edit Screen is 
permitted is to be recorded in advance in the face registration 
memory 27. 
0244 Operation S2101: First, the user operates to start up 
the edit screen by the operating member 23. Thereby, the CPU 
26 displays on the liquid crystal monitor 24 a message which 
prompts to shoot the face, such as “shooting the face.” Fur 
ther, the CPU 26 changes various types of settings for the 
electronic camera to a setting appropriate in shooting for face 
authentication. More specifically, the CPU 26 provides the 
following settings. 
0245. First, the CPU26 sets an AF mode to a face detection 
mode. In this case, the CPU 26 automatically repeats focusing 
on a detected face area by referring to the moving image data, 
irrespective of the operation of the release button. Further, the 
CPU26 sets the AE mode to a spotAE mode based on the face 
detecting area. In this case, the CPU 26 executes AE compu 
tation, focusing on a detected face area by the moving image 
data. In this case, focusing and release are automatically 
conducted, thus making it possible to shoot by an operator 
alone by pointing a shooting optical system at himself or 
herself. 
0246. In addition, in S2101, the CPU 26 provides the 
following settings of (1) to (5), whenever necessary. 
0247 (1) The CPU 26 disables the digital Zoom process 
ing by the image processing section 20. This is because when 
digital Zoom is conducted, information obtained on shooting 
images is decreased to result in a lower accuracy of extracting 
feature points of the face. 
0248 (2) The CPU 26 fixes a position of a Zoom lens 11 a 
to the wide-angle end. This is because on detection of the face, 
there is an increase in possibility of detecting the face, when 
the Zoom lens is fixed to the wide angle side to make a field 
depth greater. Further, when the Zoom lens is set to the wide 
angle side, it is less likely that a shooting image is blurred by 
camera shake. 
0249 (3) The CPU 26 allows an image blurring correcting 
lens 14 to move according to the output of a Sway sensor 
section 13, thereby correcting an optically blurred image. 
This is because of the avoidance of shooting failure caused by 
camera shake. 
0250 (4) The CPU 26 performs a higher gain setting of 
image signals (setting of image sensitivity) to the analog 
signal processing section 17 than on normal shooting. 
0251. This is because when the image sensitivity is made 
higher, shooting time corresponding to shutter second is 
made shorter to decrease the possibility of blurring a shooting 
image by camera shake. 
(0252 (5) The CPU 26 disables the flash emission by the 
flash emitting section 25. This is because when the flash 
emission is emitted on shooting, there is developed a shadow 
on the face of a captured person to result in a decreased 
accuracy of detecting the face. In addition, where the shooting 
is performed forcibly in a state where a field is dark to result 
in a failure in securing a sufficient exposure, the CPU 26 may 
allow the flash emitting section 25 to emit flash exceptionally. 
(0253) Operation S2102: The CPU 26 drives the image 
sensor 16 to acquire a moving image signal. The image sensor 
16 outputs the moving image signal at every predetermined 
time interval in an intermittent readout. The image processing 
section 20 generates moving image databased on the moving 
image signal. 
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0254 Operation S2103: On the otherhand, the face detect 
ing section 31 of the CPU 26 applies known face detection 
processing to moving image data to detect a face area inside 
a shooting screen. Then, the CPU 26 executes AF computa 
tion and AE computation based on a position of the thus 
detected face area. 
0255 Operation S2104: The CPU 26 conducts an auto 
matic release after completion of AF and drives the image 
sensor 16, thereby shooting a Subject image. Thereafter, the 
image processing section 20 generates shooting image data 
based on an image signal at release. 
0256 Operation S2105: The face recognizing section 32 
of the CPU 26 extracts feature points of the face from a face 
area of the shooting image data (S2104) based on the results 
of face detection in S2103. Then, the face recognizing section 
32 executes the face recognition processing of a captured 
person. 
0257 Operation S2106: The face recognizing section 32 
determines whether the detected fact is the face of a “user 
whose access to the edit screen is permitted.” Where the face 
is that of the “user whose access to the edit screen is permit 
ted” (where YES), the CPU 26 proceeds to S2107. On the 
other hand, where the face is not that of the “user whose 
access to the edit screen is permitted' (where NO), the CPU 
26 completes the processing without displaying the edit 
screen on the liquid crystal monitor 24. 
0258. On determination in S2106, it is preferable that the 
face recognizing section 32 sets a threshold value for deter 
mining the degree of resemblance by the face recognition 
processing to be higher than on normal shooting. This is 
because in this case, it is desired to recognize a “user whose 
access to the edit Screen is permitted more securely. 
0259 Operation S2107: The CPU 26 allows the liquid 
crystal monitor 24 to display the edit screen. Thereby, the user 
whose access to the edit Screen is permitted is able to manage 
and edit the face recognizing data by referring to the edit 
SCC. 

0260 (Explanation of Display and Operation of Edit 
Screen) 
0261 FIG. 4 and FIG. 5 are drawings showing one 
example of displaying an edit Screen. The edit Screen is made 
up of a “selecting screen of registered person (refer to FIG. 
4) and a “detailed information screen of registered person 
(refer to FIG. 5)” in a format of GUI (Graphical User Inter 
face). In addition, the display processing and operations on 
the edit screen shown below are all executed by the CPU 26 
according to predetermined sequence programs. 
0262 “Selecting screen of registered person' in FIG. 4 is 
an initial display screen of the edit Screen. Person-selecting 
display items corresponding to a registered person of the face 
registration memory 27 are displayed on the “selecting screen 
of registered person. The number of the person-selecting 
display items is in agreement with the number (the number of 
group folders) of registered persons of the face registration 
memory 27. Then, the person-selecting display items are 
displayed on the “selecting screen of registered person' So as 
to be given in an enlisted manner. In addition, the person 
selecting display items may be only partially displayed on the 
'selecting screen of registered person' and given in an 
enlisted manner by Switching to a scroll format or a page 
based format. 
0263. A “name of registered person' is given to each of the 
above person-selecting display items. Data on the “name of 
registered person, which is allowed to correspond to a group 
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folder of a registered person in the face registration memory 
27, is used for the “name of registered person.” Further, in 
order to increase the discrimination and retrieval properties in 
the person-selecting display items, an index image indicating 
a corresponding registered person is displayed in the person 
selecting display items. For example, the CPU 26 sets the 
index image of the person-selecting display items by the 
following procedures. 
0264. First, the CPU 26 sets an illustration image selected 
by a user from a predetermined group of illustration images to 
the index image. The illustration image may be effectively 
used in specifying or classifying a registered person accord 
ing to the intention of the user. The above illustration image is 
previously recorded in a ROM (not illustrated) or the like and 
made up of data formats such as GIF format and BMP format. 
In addition, the above illustration image includes graphic 
symbols such as a heart mark and a star as well as characters 
such as “family' and “friend.” 
0265 Second, the CPU 26 sets a “face registration image' 
of registered persons recorded at each of the group folders in 
the face registration memory 27 to the index image. In this 
case, the face registration image is helpful in visually clari 
fying a relationship between the person-selecting display 
items and registered persons, which is in particular prefer 
able. 
0266 Further, where a plurality of “face registration 
images” are recorded in the group folder, the CPU 26 selects 
the index image by any one of the following procedures (1) to 
(4). 
0267 (1) The CPU 26 sets a face registration image 
selected by a user from a plurality of face registration images 
to the index image. In this case, since a face registration image 
determined to be optimal by the user is used as the index 
image, it is possible to reflect the intention of the user and 
display it on the screen. 
0268 (2) The CPU 26 sets to the index image an image, 
which is the newest in shooting date and hour among a plu 
rality of face registration images by referring to “registration 
time of face recognizing data' in the face registration memory 
27. In this case, since a face registration image, which is the 
newest in a registered person, is automatically given as the 
index image, it is possible to display the face, which is con 
sidered to be a state closest to the present registered person. 
0269 (3) The CPU 26 selects a face registration image 
taken for the front of the face among a plurality of face 
registration images and sets it to the index image. In this case, 
since a face image having the face turned to the front is 
automatically given as the index image, it is possible to 
improve further the discrimination and retrieval properties of 
the person-selecting display items. In addition, where a plu 
rality of face registration images taken for the front of the face 
are available, the CPU 26 sets an image newer in shooting 
date and hour to the index image as shown in the above (2). 
0270. In this case, the direction of the face in the face 
registration image is detected as follows. For example, rec 
ognition information on the direction of the face is recorded in 
advance in the face recognizing data, and the CPU 26 may 
determine the direction of the face in the face registration 
image by referring to the recognition information. Further, 
with attention given to the face recognizing data correspond 
ing to the face registration image, the CPU 26 may estimate 
the direction of the face by referring to an extracted state of 
feature points such as the eyes, nose, and mouth in the face 
recognizing data. 
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0271 (4) The CPU 26 displays and sets the index image in 
a slideshow format by sequentially Switching a plurality of 
face registration images at predetermined time intervals. In 
this case, a user is able to understand the registration number 
of face registration images of a registered person on the 
'selecting screen of registered person’ (that is, the registra 
tion number of face recognizing data). Further, it is possible to 
display the “selecting screen of registered person, which is 
frequent in visual change and highly entertaining, by Switch 
ing the index images. 
0272. Next, an explanation will be made for an operation 
on the “selecting screen of registered person.” In the “select 
ing screen of registered person, a user is able to operate a 
selection frame (cursor or the like) given in bold lines in FIG. 
4 by using the operating member 23, thereby designating the 
CPU 26 to specify and input a person-selecting display item. 
In addition, when the user specifies the display item and 
further inputs the decision, the screen is to be switched to a 
“detailed information screen of registered person’ corre 
sponding to a registered person specified by the display 
screen of the liquid crystal monitor 24. Further, data of the 
registered person corresponding to the display item can be 
deleted all at once on the “selecting screen of registered 
person.” 
0273. Further, on the “selecting screen of registered per 
son, a user is able to operate to specify the above display 
item, thereby designating the CPU 26 to specify and input a 
registered person to be recognized for the face (registered 
person whose face is recognized on shooting). In this case, the 
CPU 26 is able to accept one or two or more of registered 
persons. For example, the CPU 26 is able to accept the speci 
fication of all registered persons of the face registration 
memory 27. Still further, a group folder is previously linked to 
predetermined categories (such as family and group activi 
ties), and the user specifies and inputs a category on the 
selecting screen, thus making it possible to input all at once 
the specification of registered persons linked to the CPU 26. 
0274. In addition, on the “selecting screen of registered 
person, a user is able to set the CPU 26 so as to input a 
priority level of registered persons (a priority level where the 
“processing setting on face recognition' is competitive). The 
priority level can be exchanged individually by operating the 
specification of display items. Further, the CPU 26 is able to 
change a priority level of the registered person under prede 
termined conditions. For example, the CPU 26 is able to 
automatically set a priority level by Sorting registered persons 
in an ascending order or a descending order based on (1) 
registration order of registered persons, (2) character String of 
name of registered person, (3) the number of face recognizing 
data in group folder, (4) the number of times for specifying 
face recognition or the like and following the order after 
sorted. Further, the CPU 26 is able to set higher the priority 
level of a registered person greater in the number of shootings 
based on the data on the number of shootings. In addition, on 
the 'selecting screen of registered person, a position and an 
order of displaying person-selecting display items corre 
spond to the priority level, and the person-selecting display 
items are to be displayed in a descending order of the priority 
level. 

0275. On the other hand, the “detailed information screen 
of registered person' in FIG. 5 is a screen divided into two 
parts, that is, an upperpart and a lower part. Data on the “name 
of registered person' and that on “processing setting on face 
recognition' of a specified registered person are read out from 
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the face registration memory 27 and respectively displayed at 
the upper part of the “detailed information screen of regis 
tered person.” Then, on the “detailed information screen of 
registered person any given items of the “name of registered 
person' and “processing setting on face recognition' are 
specified and the above data are set so as to be changed in 
content. In addition, the change in content on the “detailed 
information screen of registered person' is to be overwritten 
and reflected respectively at the “name of registered person' 
and “processing setting on face recognition of the face reg 
istration memory 27. 
0276 Further, display items for face recognizing data cor 
responding to the face recognizing data are displayed at the 
lower part of the “detailed information screen of registered 
person.” A total number of the display items for face recog 
nizing data is in agreement with the number of the face 
recognizing data in a group holder of registered persons. 
Then, the display items for face recognizing data are dis 
played at the lower part of the “detailed information screen of 
registered person' So as to be given in an enlisted manner. 
0277. In addition, the display items for face recognizing 
data may be only partially displayed at the lower part of the 
“detailed information screen of registered person' and given 
in an enlisted manner by Switching to a scroll format or a 
page-based format. 
0278. In this case, data allowed to correspond to individual 
face recognizing data is displayed in the display items for face 
recognizing data. Specifically, “face registration image' as an 
index image, “registration time of face recognizing data' and 
'shooting conditions on acquisition of face recognizing data' 
are respectively displayed in the display items for face rec 
ognizing data. A user is able to understand the details of each 
of the face recognizing data by referring to the above infor 
mation and select easily the face recognizing data. In addi 
tion, the 'shooting conditions on acquisition of face recog 
nizing data” may be displayed for the details separately on a 
pull-down menu or on a different screen in place of not 
directly displaying the data in the display items for face 
recognizing data. 
0279. Then, a user is able to operate a selection frame (a 
cursor or the like) indicated in bold lines in FIG.5 by using the 
operating member 23 and specify a display item for face 
recognizing data on the “detailed information screen of reg 
istered person.” Then, it is possible to exchange an order of 
displaying specified display items and delete the face recog 
nizing data corresponding to the specified display item on the 
“detailed information screen of registered person.” 
0280. As described so far, since an index image is dis 
played in person-selecting display items on the 'selecting 
screen of registered person a user is able to easily discrimi 
nate the display item of a predetermined registered person. 
Further, since a face registration image is displayed in display 
items for face recognizing data on the “detailed information 
screen of registered person, the user is able to visually under 
standan outline of the face recognizing data corresponding to 
the display item concerned. 
(0281 
0282. Hereinafter, an explanation will be made for opera 
tions of the electronic camera of Embodiment 6 in a “face 
recognizing shooting mode” by referring to FIG. 18. In addi 
tion, since S3101 in FIG. 18 corresponds to S201 in FIG. 7, 
the explanation of which will be omitted for avoiding over 
lapping description. 

(Operations in Face Recognizing Shooting Mode) 
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(0283) Operation S3102: The CPU 26 displays a selecting 
screen of registered persons (refer to FIG. 4) on the liquid 
crystal monitor 24. Then, the CPU 26 accepts to specify and 
input a registered person to be recognized for the face (a 
registered person whose face is recognized on shooting). In 
this case, a plurality of registered persons are to be specified 
by a user in S3102. In addition, the user can specify and input 
in advance the registered person to be recognized for the face 
into the CPU 26. 
0284 Operation S3103: The CPU 26 drives the image 
sensor 16 to acquire a moving image signal. The image sensor 
16 outputs the moving image signal at every predetermined 
time interval in an intermittent readout. The image processing 
section 20 generates moving image databased on the moving 
image signal. Then, a preview image is displayed on the liquid 
crystal monitor 24 by animation based on the moving image 
data. 
0285 Operation S3104: On the otherhand, the face detect 
ing section 31 of the CPU 26 applies known face detection 
processing to the moving image data, thereby detecting a face 
area inside a shooting screen. 
0286 Operation S3105: The CPU 26 determines in S3104 
by referring to a shooting screen whether the face is detected. 
Where the face is detected (whereYES), the CPU 26 proceeds 
to S3106. On the other hand, where no face is detected (where 
NO), the CPU 26 proceeds to S3111. 
(0287. Operation S3106: The CPU 26 executes AF compu 
tation based on a position detected at a face area. In addition, 
where a plurality of face areas are detected, the CPU 26 
executes the AF computation, with priority given to a face 
area positioned at the center of the shooting screen or a face 
area positioned in the closest proximity. 
0288 Operation S3107: The face recognizing section 32 
of the CPU 26 applies face recognition processing to the thus 
detected face area (S3104). Then, the face recognizing sec 
tion 32 determines whether a face to be recognized(S3102) is 
included. Where the face to be recognized is included (where 
YES), the CPU 26 proceeds to S3108. On the other hand, 
where the face to be recognized is not included (where NO), 
the CPU 26 proceeds to S3111. 
0289 Operation S3108: The CPU 26 determines whether 
faces to be recognized are detected plurally. Where the faces 
to be recognized are detected plurally (where YES), the CPU 
26 proceeds to S3109. On the other hand, where only one face 
to be recognized is available (where NO), the CPU 26 pro 
ceeds to S3110. 
0290 Operation S3109: The CPU 26 compares individu 
ally the priority levels of registered persons whose face is 
recognized by referring to the priority levels of registered 
persons set on an edit screen. Then, the CPU 26 changes a 
shooting setting condition for the electronic camera and a 
setting of image processing based on data on "processing 
setting on face recognition' corresponding to a registered 
person highest in the priority level. Thereafter, the CPU 26 
proceeds to S3112. In addition, where a registered person is 
set for automatic shooting by the “processing setting on face 
recognition, the CPU 26 proceeds to S3113 and automati 
cally shoots the registered person. 
0291 Operation S3110: The CPU 26 changes a shooting 
setting condition for the electronic camera and a setting of 
image processing based on the data on “processing setting on 
face recognition' corresponding to the thus detected regis 
tered person. Thereafter, the CPU 26 proceeds to S3112. In 
addition, where a registered person is set for automatic shoot 
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ing by the “processing setting on face recognition, the CPU 
26 proceeds to S3113 and automatically shoots the registered 
person. 
0292 Operation S3111: On the other hand, in this case, the 
CPU 26 selects an AF area by an algorithm on normal shoot 
ing in response to an operation in which the release button is 
half-pressed by a user, thereby executing AF computation. 
0293 Operation S3112: The CPU 26 determines whether 
the release button is fully pressed. Where the release button is 
fully pressed (where YES), the CPU 26 proceeds to S3113. 
On the other hand, where no input is given to the release 
button (where NO), the CPU 26 stands ready for an operation 
in which the release button is fully pressed. 
0294 Operation S3113: The CPU 26 drives the image 
sensor 16 to shoot a Subject image. Thereafter, the image 
processing section 20 generates shooting image databased on 
an image signal at release. 
0295. In addition, where a face to be recognized is shot, the 
image processing section 20 applies image processing set in 
S3109 and S3110 to the shooting image data. 
0296 Operation S3.114: The CPU 26 records the shooting 
image data on a recording medium 29. Further, where the face 
to be recognized is shot, the CPU 26 is able to classify and 
record the shooting image data in a predetermined record 
folder based on a directory path specified by the face regis 
tration memory 27. 
0297 Further, the CPU 26 increments the number of 
shootings of data on the number of shootings in the face 
registration memory 27 based on the result of face recognition 
in S3109 or S3110. In this case, the CPU 26 may increment 
the number of shootings of all the registered persons who 
have been recognized or may increment the number of shoot 
ings of only the registered persons who have been selected 
according to a priority level. As described so far, a series of 
operations in the “face recognizing shooting mode” are com 
pleted. 
0298 Hereinafter, an explanation will be made for the 
effects of Embodiment 6 in a “face recognizing shooting 
mode.” In the face recognizing shooting mode, a captured 
person is recognized for the face based on the face recogniz 
ing data (S3107). Then, where a face to be recognized is 
detected, various types of processing on shooting are given in 
a setting corresponding to the registered person (S3109, 
S3110, S3113 and S3114). Therefore, it is possible to auto 
matically conduct Such a processing that reflects the intention 
of a user on shooting the registered person, greatly benefiting 
the user who uses an electronic camera. 
0299 Further, in the above face recognizing shooting 
mode, where a plurality of targets to be recognized are shot at 
once, applicable is a setting of a registered person highest in 
priority level set by a user (S3109). Therefore, it is possible to 
reflect appropriately the user's intention on a shooting image 
even in shooting a group photo. In particular, the priority level 
can be freely changed by the user on an edit Screen, thus 
making it possible to give elaborate control easily, depending 
on shooting scenes or the like. 

Explanation of Embodiment 7 
(0300 FIG. 19 is a flow chart showing the operations of the 
electronic camera of Embodiment 7 in the “face recognizing 
shooting mode. Embodiment 7 is an exemplified variation of 
Embodiment 1, and composition of the electronic camera is 
made up common to Embodiment 1, therefore, the explana 
tion of which is omitted for avoiding overlapping description. 
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Since S4101 to S4104 in FIG. 19 respectively correspond to 
S201 to S204 in FIG. 7, the explanation of which is omitted 
here. 
0301 Operation S4105: The CPU 26 determines in S4104 
on a shooting screen whether the face is detected. Where the 
face is detected (where YES), the CPU 26 proceeds to S4106. 
On the other hand, where the face is not detected (where NO), 
the CPU 26 proceeds to S4114. 
0302) Operation S4106: The CPU 26 executes AF compu 
tation based on a position of the thus detected face area. In 
addition, where a plurality of face areas are detected, the CPU 
26 executes the AF computation, with the priority given to a 
face area positioned at the center of the shooting screen or a 
face area in the closest proximity. 
0303 Operation S4107: The CPU 26 counts the number of 
all face recognizing data (face recognizing data group) with 
regard to registered persons to be recognized for the face. 
Specifically, in the face registration memory 27, face recog 
nizing data, which has been recorded in a group folder of 
registered persons to be recognized for the face, is to be 
counted. 
0304) Operation S4108: The CPU 26 multiplies the num 
ber of face areas detected inside a shooting screen (S4104) by 
the number of face recognizing data included in the face 
recognizing data group (S4107) to obtain an evaluation value 
showing a maximum computation amount of the present face 
recognition processing. The evaluation value corresponds to a 
computation amount in a case where all the face recognizing 
data included in the face recognizing data group are applied to 
all the face areas detected this time to conduct the face rec 
ognition processing. 
0305 Operation S4109: The CPU 26 determines a differ 
ence value obtained by subtracting the evaluation value 
(S4108) from a predetermined threshold value. The threshold 
value is set based on a computation amount of the face rec 
ognition processing which the face recognizing section 32 
can execute within a predetermined time limit. Therefore, a 
specific value of the threshold value varies depending on a 
computation capacity of the face recognizing section 32. 
(0306 Operation S4110: The CPU 26 determines whether 
the difference value (S4109) is negative. Where the difference 
value is negative (where YES), the CPU 26 proceeds to 
S4111. On the other hand, where the difference value is 0 or 
greater (where NO), the CPU 26 proceeds to S4112. In addi 
tion, where NO in S4110, the face recognizing section 32 
converts all the face recognizing data of the face recognizing 
data group into the determining-purpose face recognizing 
data. 
0307 Operation S4111. In this case, the evaluation value 
(S4108) is in excess of a threshold value, and when all the face 
recognizing data in the face recognizing data group are 
applied, it is more likely that the face recognition processing 
may not be completed within a time limit. Therefore, the CPU 
26 narrows down the determining-purpose face recognizing 
data which will be applied for the present face recognition 
processing from the face recognizing data group. 
0308 Specifically, first, the CPU 26 computes an upper 
limit of the determining-purpose face recognizing databased 
on the above difference value (S4109). Next, the CPU 26 
selects the determining-purpose face recognizing data from 
the face recognizing data group by using the following algo 
rithms of (1) and (2) so as to be less than the upper limit. 
0309 (1) Where a plurality of registered persons to be 
recognized for the face are available, the CPU 26 sets an 
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allocation number of the determining-purpose face recogniz 
ing data for each registered person based on the above upper 
limit. In principle, the CPU 26 sets the same allocation num 
ber to all the registered persons to be recognized for the face. 
0310 Alternatively, the CPU 26 may weight the allocation 
number based on a priority level set for each registered person 
So as to increase the number of determining-purpose face 
recognizing data in proportion to a higher priority level. In 
this case, to a registered person higher in priority level. 
applied is the face recognition processing based on more face 
recognizing data. Therefore, a registered person higher in 
priority level can be recognized for the face at higher accu 
racy. For example, the CPU 26 is able to set higher the priority 
level of a registered person who is greater in the number of 
shootings based on the data on the number of shootings in the 
face registration memory 27. 
0311. Further, the CPU 26 may compare the individual 
numbers of face recognizing data in each group folder so that 
a registered person having the number of face recognizing 
data greater than a predetermined value is given a higher 
allocation number. This is because the registered person hav 
ing a greater registration number of face recognizing data is 
more likely to be a registered person whom a user desires to 
shoot by priority. 
0312 (2) The CPU 26 selects the determining-purpose 
face recognizing data from the face recognizing data in the 
group folder for each registered person to be recognized for 
the face within a range of the allocation number set in the 
above (1). In this case, where the face recognizing data in the 
group folder is less than an allocation number, the CPU 26 
selects all the face recognizing data in the group folder as the 
determining-purpose face recognizing data. In this case, the 
CPU26 may reallocate redundant allocation numbers to other 
registered persons. 
0313. On the other hand, where the face recognizing data 
in the group folder is in excess of an allocation number, the 
CPU 26 selects the determining-purpose face recognizing 
data according to any of the following criteria (or any com 
bination of them). 
0314 First, the CPU 26 refers to data on “registration time 
of face recognizing data' in the group folder to select the 
determining-purpose face recognizing data in order of regis 
tration time from the newest. This is because the reliability of 
the face recognizing data on shooting may be decreased 
accordingly in order of registration time from the oldest. 
0315 Second, the CPU 26 refers to data on “shooting 
conditions on acquisition of face recognizing data' in the 
group folder. Then, the CPU 26 selects the determining 
purpose face recognizing data from a plurality of face recog 
nizing data, with priority given to the face recognizing data in 
which the above-described shooting conditions on acquisi 
tion are closer to the present shooting conditions. This is 
because the face recognizing data acquired under conditions 
closer to the present shooting conditions is more helpful in 
improving the accuracy of face recognition. 
0316 For example, a table is prepared in advance for 
expressing a variation of each parameter of shooting condi 
tions by scores, and the CPU 26 determines scores of shooting 
conditions of the face recognizing databased on the present 
shooting conditions. Then, the CPU 26 compares the above 
scores to select the determining-purpose face recognizing 
data. Thereby, where flash is emitted on shooting, the CPU 26 
selects the determining-purpose face recognizing data, with 
priority given to the face recognizing data having flash emis 
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sion. On the other hand, where flash is not emitted on shoot 
ing, the CPU 26 selects the determining-purpose face recog 
nizing data, with priority given to the face recognizing data 
having no flash emission. Similarly, the CPU 26 selects the 
determining-purpose face recognizing data, with priority 
given to the face recognizing data closer in exposure condi 
tions and setting of white balance. 
0317. Third, the CPU 26 selects the determining-purpose 
face recognizing data, with priority given to the face recog 
nizing data corresponding to the front of the face, among the 
face recognizing data in a group folder. This is because shoot 
ing are performed usually for a person who turns to the front. 
In this case, the direction of the face is detected in the face 
recognizing data as follows. For example, recognition infor 
mation on the direction of the face may be in advance 
recorded in the face recognizing data so that the CPU 26 can 
determine the direction of the face by referring to the recog 
nition information. Further, the CPU 26 may estimate the 
direction of the face by referring to an extracted state of 
feature points such as the eyes, nose, and mouth in the face 
recognizing data. 
0318 Operation S4112: The face recognizing section 32 
of the CPU 26 applies face recognition processing based on 
the determining-purpose face recognizing data to a detected 
face area (S4104). Then, the face recognizing section 32 
determines whether a face to be recognized is included 
(S4102). Where the face to be recognized is included (where 
YES), the CPU 26 proceeds to S4113. On the other hand, 
where the face to be recognized is not included (where NO), 
the CPU 26 proceeds to S4115. 
0319 Operation S4113: The CPU 26 changes a shooting 
setting condition for an electronic camera and a setting of 
image processing based on data on processing setting on 
face recognition' corresponding to the thus detected regis 
tered person. Thereafter, the CPU 26 proceeds to S4115. 
0320 In this case, where the faces to be recognized are 
detected plurally inside a shooting screen, the CPU 26 
decides a priority level of the registered person by referring to 
a predetermined algorithm. Then, the CPU 26 changes vari 
ous types of settings of the electronic camera based on the 
“processing setting on face recognition' corresponding to a 
registered person highest in priority level. In addition, where 
a registered person is set to be shot automatically by the 
“processing setting on face recognition, the CPU 26 pro 
ceeds to S4116 and automatically shoots the registered per 
SO 

0321 Operation S4114: On the other hand, in this case, the 
CPU 26 selects an AF area by referring to an algorithm on 
normal shooting in response to an operation in which the 
release button is half-pressed by a user, thereby executing AF 
computation. 
0322 Operation S4115: The CPU 26 determines whether 
the release button is fully pressed. Where the release button is 
fully pressed (where YES), the CPU 26 proceeds to S4116. 
On the other hand, where no input is given to the release 
button (where NO), the CPU 26 stands ready for an operation 
in which the release button is fully pressed. 
0323 Operation S4116: The CPU 26 drives the image 
sensor 16 to shoot a Subject image. Thereafter, the image 
processing section 20 generates shooting image databased on 
an image signal at release. 
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0324. In addition, where a registered person to be recog 
nized for the face is shot, the image processing section 20 
applies the image processing set by S4113 to the shooting 
image data. 
0325 Operation S4117: The CPU 26 records the shooting 
image data on a recording medium 29. Where the registered 
person to be recognized for the face is shot, the CPU 26 is able 
to classify the shooting image data into a predetermined 
record folder based on a directory path specified by the face 
registration memory 27 and record it. 
0326 Further, the CPU 26 increments the number of 
shootings of data on the number of shootings in the face 
registration memory 27 based on the result of face recognition 
in S4112. In this case, the CPU 26 may increment the number 
of shootings of all the registered persons who have been 
recognized or may increment the number of shootings of only 
the registered persons who have been selected according to a 
priority level. As described so far, a series of operations in the 
“face recognizing shooting mode” are completed. 
0327. Hereinafter, an explanation will be made for the 
effects of the present embodiment in a “face recognizing 
shooting mode. In the face recognizing shooting mode, a 
captured person is recognized for the face based on the face 
recognizing data (S4112). Then, where a face to be recog 
nized is detected, various types of processing on shooting are 
performed in a setting corresponding to the registered person 
(S4113, S4116 and S4117). Therefore, it is possible to auto 
matically conduct Such a processing that reflects the intention 
of a user on shooting the registered person, greatly benefiting 
the user who uses an electronic camera in terms of conve 
nience. 
0328. Further, in the above face recognizing shooting 
mode, where the face recognition processing is more likely 
not to be completed within a time limit, a predetermined 
algorithm is referred to narrow down the determining-pur 
pose face recognizing data (S4107 to S4111). 
0329. Therefore, the face recognition processing can be 
completely computed within the time limit, thereby a user is 
able to perform the shooting under comfortable conditions. 
0330 (Supplementary Items of Embodiments) 
0331 (1) In the “face registration mode' of Embodiment 1 
to Embodiment 3 as well, as with Embodiment 4, composi 
tion assisting display or shooting sample display may be 
synthesized and displayed in a preview image. Further, in the 
“face registration mode” described in Embodiment 4 as well, 
the face detection processing may be performed before 
release by the moving image data. 
0332 (2) In the above embodiments, the CPU 26 may be 
set to execute AF computation by face detection, with the 
half-pressed release button being used as a trigger. 
0333 (3) In the above embodiments, the “face registration 
mode” and the “face detecting shooting mode' may be 
directly specified by mode dial or the like to start up, as with 
the “normal shooting mode, the “portrait shooting mode' 
and the “regeneration mode.” 
0334 (4) In the “face registration mode' of Embodiment 
3, the CPU 26 may generate two or more pieces of the face 
recognizing data in order of a higher priority level. 
0335 (5) In the “face registration mode” of Embodiment 
4, the CPU 26 may shoot face registration image data on the 
recording medium 29 or the like in an accumulated manner, 
thereby subjecting a plurality of face registration image data 
to batch processing to generate face recognizing data all at 
once. In this case, as with Embodiment 3, a priority level may 
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be set to the face registration image data to generate the face 
recognizing data in order of a higher priority level. 
0336 (6) Any data showing a rough idea on when original 
face registration image data has been shot will suffice for the 
data on “registration time of face recognizing data' in the face 
registration memory. Therefore, the “registration time of face 
recognizing data” may be sufficient, if it includes any one of 
shooting year, shooting month and shooting day, with records 
Such as exact time omitted. 
0337 (7) When the face recognition processing (S207) is 
conducted in the “face recognizing shooting mode.” the face 
recognizing section 32 may narrow down the face recogniz 
ing data used in determination among grouped face recogniz 
ing data by referring to predetermined conditions. For 
example, the face recognizing section 32 may exclude the 
face recognizing data, which is older than the shooting date 
and hour by a certain period or longer, based on the “regis 
tration time of face recognizing data.” Similarly, the face 
recognizing section 32 may exclude the face recognizing 
data, which has been generated under shooting conditions 
greatly different from the present shooting conditions based 
on the 'shooting conditions on acquisition of face recogniz 
ing data.” 
0338 (8) When the face recognition processing (S207) is 
conducted in the “face recognizing shooting mode, the face 
recognizing section 32 may correct the face recognizing data 
according to the extent of distortion computed from the data 
of focal length of a shooting optical system 11. 
0339 (9) In the “face registration mode, the CPU 26 may 
generate recognizing information on the direction of the face 
in the face recognizing data to record the recognizing infor 
mation in the face registration memory 27. The CPU 26 may 
generate the recognizing information in the direction of the 
face based on the result of the processing shown in S110 in 
Embodiment 1. Alternatively, the CPU 26 may generate the 
recognizing information based on input by a user on shooting 
or editing. 
0340 (10) It is not always necessary that the electronic 
camera of the present invention is identical in constitution to 
the electronic camera of the embodiments. For example, the 
built-in memory 19 and the face registration memory 27 may 
be made up of a common memory. The face registration 
memory 27 may be coupled to the CPU 26 via the data bus 28. 
Further, an optical image blurring correcting mechanism 
made up of the Sway sensor section 13, the image blurring 
correcting lens 14 and the second lens driving section 15 may 
be omitted. Still further, the communication unit 30 may be 
internally installed inside the electronic camera. 
0341 (11) The CPU 26 may record the data inside the face 
registration memory 27 on a recording medium 29, thereby 
creating backup copies of the face registration memory 27. 
Further, the CPU 26 may acquire face recognizing data or the 
like generated in advance by other electronic cameras from 
recording medium 29 to use the data in the face registration 
memory 27 commonly between the electronic cameras. 
(0342 (12) The image processing device of the present 
invention is not limited in the constitution to the electronic 
camera of Embodiment 5. For example, the image processing 
device of the present invention may be made up of a personal 
computer or the like, which is provided with a unit for reading 
image data externally, a recording section for recording face 
recognizing data and a controlling section for executing a 
program of the above “face registration mode” (not illus 
trated). 
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0343 (13) On start-up operation of an edit screen in 
Embodiment 6, the CPU 26 may carry out personal authen 
tification based on face authentication and personal authen 
tification by inputting a password. In this case, the CPU 26 
may have access to the edit screen when authentification 
either by the face authentication or by the password is suc 
cessful. Further, the CPU 26 may have access to the edit 
screen only when authentification both by the face authenti 
cation and by the password is successful. 
(0344) (14) The constitution of the edit screen given in 
Embodiment 6 is shown just as one example. For example, 
there may be a constitution in which the “selecting screen of 
registered person” is not provided but display items for face 
recognizing data are shown on an initial display screen of the 
edit screen in an enlisted manner, together with a face regis 
tration image. 
(0345 (15) In Embodiment 6, any given shooting image of 
a registered person may be used as an index image displayed 
on the 'selecting screen of registered person.” For example, 
the CPU 26 may display an image especially shot for the 
index image on the 'selecting screen of registered person.” 
Further, the CPU 26 may display on the “selecting screen of 
registered person' a face registration image corresponding to 
face recognizing data which has already been deleted. 
(0346 (16) When the face recognition processing (S4112) 
is conducted in the “face recognizing shooting mode of 
Embodiment 7, the face recognizing section 32 may correct 
the face recognizing data according to the extent of distortion 
computed from the data on focallength of the shooting optical 
system 11. 
(0347 (17) In Embodiment 7, the determining-purpose 
face recognizing data is selected from the face recognizing 
data group based on the number of the face recognizing data 
and the number of the face areas. However, in the present 
invention, the determining-purpose face recognizing data 
may be appropriately selected from the face recognizing data 
group only based on the number of face recognizing data on 
the thus selected registered persons, with no consideration 
given to the number of detected face areas. 
(0348. The present invention may be implemented in vari 
ous forms without departing from the spirit of the present 
invention or major features thereof. Therefore, the above 
described embodiments are only examples in every respect 
and shall not be understood to be restrictive. The present 
invention will be restricted only by the scope of the attached 
claims and shall not be restricted to the above description. 
Further, modifications and changes belonging to the equiva 
lence of the claims are all included in the present invention. 

1. An electronic camera comprising: 
an image sensor which photoelectrically converts a subject 

image obtained by a shooting optical system to generate 
an image signal; 

an image processing section which generates face registra 
tion image data based on said image signal from said 
image sensor and generates moving image databased on 
said image signal; 

a face detecting section which detects a face area inside a 
shooting screen based on said moving image data; 

a controlling section which adjusts shooting parameters of 
said shooting optical system, depending on a position 
detected at said face area; 

one of a face image generating section which cuts out an 
image of said face area to generate face image data and 
a face recognizing data generating section which 
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extracts feature points of the face of a captured person 
from a part of the face area of said face registration 
image data to generate face recognizing databased on 
said feature points; and 

a recording section which records one of said face image 
data and said face recognizing data. 

2. An electronic camera comprising: 
an image sensor which photoelectrically converts a subject 

image obtained by a shooting optical system to generate 
an image signal; 

an image processing section which generates face registra 
tion image databased on said image signal from said 
image sensor and generates moving image databased on 
said image signal; 

a controlling section which adjusts shooting parameters of 
said shooting optical system based on a central part of a 
shooting screen; 

a face detecting section which detects a face area posi 
tioned at the central part of the shooting screen based on 
one of said moving image data and said face registration 
image data; 

one of a face image generating section which cuts out an 
image of said face area to generate face image data and 
a face recognizing data generating section which 
extracts feature points of the face of a captured person 
from a part of the face area of said face registration 
image data to generate face recognizing databased on 
said feature points; and 

a recording section which records one of said face image 
data and said face recognizing data. 

3. The electronic camera according to claim 1, wherein said 
controlling section executes a release operation of said image 
sensor when the face is detected based on said moving image 
data. 

4. The electronic camera according to claim 1, further 
comprising a display section displaying an image of said 
moving image data, wherein said controlling section turns on 
power of said display section in a shooting mode generating 
said face registration image data. 

5. The electronic camera according to claim 1, further 
comprising a display section displaying an image of said 
moving image data, wherein said image processing section 
synthesizes a composition assisting display assisting the posi 
tioning of the face in the shooting screen and outputs the 
composition assisting display at the central part of said mov 
ing image data. 

6. The electronic camera according to claim 5, wherein said 
image processing section further synthesizes and outputs a 
sample display of a subject in a state of shooting into said 
moving image data. 

7. The electronic camera according to claim 1, wherein said 
controlling section restricts a digital Zoom processing with 
respect to said face registration image data on generation of 
said face registration image data. 

8. The electronic camera according to claim 1, wherein said 
shooting optical system further includes a Zoom lens, and 

said controlling section restricts a magnifying power 
adjustable range of said Zoom lens on adjustment of said 
shooting parameters and at release more than on normal 
shooting. 

9. The electronic camera according to claim8, wherein said 
controlling section sets a Zoom position of said Zoom lens to 
a wide-angle end at release. 
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10. The electronic camera according to claim 1, further 
comprising: 

an image blurring correcting lens which corrects image 
blurring on a shooting screen; 

an angular displacement detecting section which detects 
change in the angle of the optical axis of said electronic 
camera; and 

a correcting lens driving section which drives said image 
blurring correcting lens based on said change in the 
angle at release. 

11. The electronic camera according to claim 1, further 
comprising an image sensitivity modification section adjust 
ing gain of said image signal, wherein said controlling section 
makes greater the gain of said image signal at release than 
when it is set on normal shooting. 

12. The electronic camera according to claim 1, further 
comprising a flash emitting section which emits flash to a 
field, wherein said controlling section disables the flash emis 
sion by said flash emitting section at release. 

13. The electronic camera according to claim 1, wherein 
said controlling section generates shooting condition data 
which indicates shooting conditions at release and records the 
shooting condition data at said recording section by allowing 
the data to correspond to one of said face image data and said 
face recognizing data. 

14. The electronic camera according to claim 1, wherein 
said controlling section generates acquisition time data which 
indicates time of acquiring one of said face image data and 
said face recognizing data and additionally records the acqui 
sition time data at said recording section by allowing the data 
to correspond to one of said face image data and said face 
recognizing data. 

15. The electronic camera according to claim 1, wherein 
said image processing section generates index image data 
based on said face registration image data, and 

said controlling section records said index image data at 
said recording section by allowing the data to corre 
spond to one of said face image data and said face 
recognizing data. 

16. The electronic camera according to claim 1, wherein 
said controlling section groups one of a plurality of said face 
image data and a plurality of said face recognizing data gen 
erated from the same captured person and records the thus 
grouped data at said recording section. 

17. The electronic camera according to claim 16, wherein 
said controlling section groups two or more pieces of one of 
said face image data and said face recognizing data different 
in any one of the direction of the face of a captured person, the 
presence or absence of glasses of said captured person and 
shooting conditions of said face registration image data. 

18. The electronic camera according to claim 1, wherein 
said controlling section decides a priority level of said face 
registration image databased on a state of detecting said face 
area when a plurality of said face registration image data 
obtained from the same captured person are generated, and 

one of said face image generating section and said face 
recognizing data generating section generates one of 
said face image data and said face recognizing data from 
said face registration image data higher in said priority 
level. 

19. The electronic camera according to claim 1, wherein 
said controlling section estimates the direction of the face of 
a captured person based on a state of detecting said face area 
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and disables the release operation of said image sensor when 
the direction of the face is not in agreement with a predeter 
mined direction. 

20. The electronic camera according to claim 1, wherein 
said controlling section estimates an expression of a captured 
person based on a state of detecting said face area and disables 
the release operation of said image sensor depending on the 
type of expression. 

21. An electronic camera comprising: 
an image sensor which photoelectrically converts a subject 

image obtained by a shooting optical system to generate 
an image signal; 

a face detecting section which detects a face area inside a 
shooting screen based on said image signal from said 
image sensor, 

a face recognizing data generating section which extracts 
feature points of the face of a captured person from apart 
of said face area to generate face recognizing databased 
on said feature points; and 

a controlling section which restricts the shooting condi 
tions on shooting generating said face recognizing data 
more than the shooting conditions on normal shooting. 

22. An image processing device comprising: 
a controlling section which includes at least any one of a 

built-in memory, a connecting section with a recording 
medium and an external communication unit, thereby 
acquiring shooting image data previously generated by 
an electronic camera through any one of said built-in 
memory, said recording medium and a computer 
coupled via said external communication unit; 

a face detecting section which detects a face area inside a 
shooting screen based on said shooting image data; 

one of a face image generating section which cuts out an 
image of said face area to generate face image data and 
a face recognizing data generating section which 
extracts feature points of the face of a captured person 
from a part of the face area of said shooting image data 
to generate face recognizing databased on said feature 
points; and 

a recording section which records one of said face image 
data and said face recognizing data. 

23. The image processing device according to claim 22, 
further comprising: 

an image processing section which synthesizes a display 
recognizing said face area in a reproduced image of said 
shooting image data; and 

a display section which displays an output image of said 
image processing section. 

24. The image processing device according to claim 23, 
further comprising an input section accepting input by a user, 

wherein said face detecting section changes a threshold 
value which specifies a detection accuracy of said face 
area based on input from said input section. 

25. The image processing device according to claim 23, 
further comprising an input section accepting input by a user, 

wherein one of said face image generating section and said 
face recognizing data generating section generates one 
of said face image data and said face recognizing data on 
a face area selected by input from said input section 
when a plurality of face areas are detected from said 
shooting image data. 

26. The image processing device according to claim 22, 
wherein said controlling section groups one of a plurality of 
said face image data and a plurality of said face recognizing 
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data generated from the same captured person and records the 
thus grouped data at said recording section. 

27. The image processing device according to claim 22, 
wherein said controlling section cuts out a part of the face area 
of said shooting image data into a predetermined size to 
generate index image data and records the index image data at 
said recording section by allowing the data to correspond to 
one of said face image data and said face recognizing data. 

28. The image processing device according to claim 22, 
wherein said shooting image data has an attachment data area 
at which shooting conditions on shooting are recorded, and 

said controlling section generates shooting condition data 
based on the shooting conditions of said attachment data 
area and records the shooting condition data at said 
recording section by allowing the data to correspond to 
one of said face image data and said face recognizing 
data. 

29. The image processing device according to claim 22, 
wherein said shooting image data has an attachment data area 
at which shooting date and hour are recorded, and 

said controlling section generates acquisition time data of 
one of said face image data and said face recognizing 
databased on the shooting date and hour of said attach 
ment data area and records the acquisition time data at 
said recording section by allowing the data to corre 
spond to one of said face image data and said face 
recognizing data. 

30. An electronic camera comprising: 
an image sensor which photoelectrically converts a subject 

image obtained by a shooting optical system to generate 
an image signal; 

a face detecting section which detects a face area of a 
shooting screen based on said image signal to extract 
feature points of the face of a captured person from a part 
of the face area; 

a recording section which allows face recognizing data 
previously generated based on feature points of the face 
of a person to correspond to index image data indicating 
a registered person corresponding to the face recogniz 
ing data and records them; 

a face recognizing section which determines whether said 
captured person is said registered person based on the 
feature points extracted by said face detecting section 
and said face recognizing data; and 

a controlling section which generates an edit Screen relat 
ing a display item used in specifying said face recogniz 
ing data with an image of said index image data and 
showing the result. 

31. The electronic camera according to claim 30, wherein 
said index image data is the shooting image data of said 
registered person. 

32. The electronic camera according to claim 31, wherein 
said index image data is shooting image data used in gener 
ating said face recognizing data. 

33. The electronic camera according to claim 30, wherein 
shooting conditions of image data used in generating said face 
recognizing data are recorded at said recording section in a 
state where they are allowed to correspond to said face rec 
ognizing data. 

34. The electronic camera according to claim 30, wherein 
the shooting time of image data used in generating said face 
recognizing data is recorded at said recording section in a 
state where the shooting time is allowed to correspond to said 
face recognizing data. 
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35. The electronic camera according to claim 30, wherein 
process setting applicable in shooting of said registered per 
son is recorded at said recording section in a state where the 
setting is allowed to correspond to said face recognizing data. 

36. The electronic camera according to claim 30, further 
comprising a communicating section transmitting image data 
of a shooting image externally, 

wherein determination on whether said image data is trans 
mitted in shooting of said registered person and address 
information on a destination of said image data are 
recorded at said recording section in a state where they 
are allowed to correspond to said face recognizing data. 

37. The electronic camera according to claim 30, wherein 
said controlling section includes a personal authentication 
unit managing determination on whether said edit Screen is 
displayed and output. 

38. The electronic camera according to claim 37, wherein 
said personal authentication unit includes face authentication 
by said face recognizing section. 

39. The electronic camera according to claim 31, wherein 
a plurality of said index image data with regard to the same 
registered person may be recorded at said recording section, 
and 

said controlling section selects an image of any given 
shooting image data from said index image data and 
relates the selected image with said display item to show 
results on said edit Screen. 

40. The electronic camera according to claim 39, wherein 
said controlling section selects an image of newest shooting 
image data from among said index image data. 

41. The electronic camera according to claim 39, wherein 
said controlling section selects an image of shooting image 
data on the front of the face of said registered person from 
among said index image data. 

42. The electronic camera according to claim 39, wherein 
said controlling section sequentially Switches an image of 
said index image data at every predetermined time interval to 
show the image on said edit Screen. 

43. An electronic camera comprising: 
an image sensor which photoelectrically converts a subject 

image obtained by a shooting optical system to generate 
an image signal; 

a face detecting section which detects a face area of a 
shooting screen based on said image signal to extract 
feature points of the face of a captured person from apart 
of the face area; 

a recording section which allows face recognizing data 
previously generated based on feature points of the face 
of a registered person to correspond to shooting setting 
applicable in shooting of said registered person and 
records the data; 

a face recognizing section which determines whether said 
captured person is said registered person based on fea 
ture points extracted by said face detecting section and 
said face recognizing data; and 

a controlling section which sets a priority level of said 
registered person and generates shooting image data 
based on said shooting setting in shooting of said regis 
tered person, thereby applying said shooting setting cor 
responding to a person having the highest priority level 
among said registered persons on detection of a plurality 
of said registered persons. 

44. The electronic camera according to claim 43, further 
comprising an input section accepting input by a user, 
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wherein said controlling section specifies said registered per 
son based on input from said input section to set said priority 
level individually. 

45. The electronic camera according to claim 44, further 
comprising a display section displaying an edit Screen on 
which said registered person is specified, wherein said con 
trolling section allows one of a position and an order of 
displaying a display item of said registered person on said edit 
screen to change according to said priority level. 

46. The electronic camera according to claim 43, wherein 
said controlling section sets said priority level in order of the 
registration of said registered persons. 

47. The electronic camera according to claim 43, wherein 
said controlling section arranges said registered persons 
according to the names to set said priority level. 

48. The electronic camera according to claim 43, wherein 
said recording section is able to group a plurality of said face 
recognizing data with regard to the same registered person 
and record the thus grouped data, and 

said controlling section sets said priority level to the 
grouped face recognizing data group according to the 
number of said face recognizing data included in the face 
recognizing data group. 

49. The electronic camera according to claim 43, wherein 
said recording section further records data on the number of 
shootings indicating the number of shootings for each of said 
registered persons, and 

said controlling section sets higher said priority level of a 
registered person having a greater number of shootings 
based on said data on the number of shootings. 

50. An electronic camera comprising: 
an image sensor which photoelectrically converts a subject 

image obtained by a shooting optical system to generate 
an image signal; 

a face detecting section which detects a face area of a 
shooting screen based on said image signal to extract 
feature points of the face of a captured person from a part 
of the face area; 

a recording section which records face recognizing data 
previously generated based on feature points of the face 
of a registered person; 

a controlling section which selects determining-purpose 
face recognizing data from said face recognizing data 
group based on the number of said face recognizing data 
included in the face recognizing data group with regard 
to a registered person to be recognized for the face; and 

a face recognizing section which determines whether said 
captured person is the registered person to be recognized 
for the face based on feature points extracted by said face 
detecting section and said determining-purpose face rec 
ognizing data. 

51. The electronic camera according to claim 50, wherein 
said controlling section selects said determining-purpose face 
recognizing data in Such a manner that an evaluation value 
corresponding to a product of the number of said face recog 
nizing data and the number of said face areas is below a 
threshold value specified by the processing capacity of said 
face recognizing section. 

52. The electronic camera according to claim 50, wherein 
said controlling section weights and selects said determining 
purpose face recognizing databased on a priority level set for 
each registered person where a plurality of registered persons 
to be recognized for the face are available. 
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53. The electronic camera according to claim 50, wherein 
said controlling section selects said determining-purpose face 
recognizing data, with priority given to a registered person 
having a greater number of said face recognizing data where 
a plurality of registered persons to be recognized for the face 
are available. 

54. The electronic camera according to claim 50, wherein 
said controlling section selects said determining-purpose face 
recognizing data, with priority given to face recognizing data 
newer in acquisition time where a plurality of said face rec 
ognizing data are recorded with regard to the same registered 
person. 

55. The electronic camera according to claim 50, wherein 
said controlling section selects said determining-purpose face 
recognizing data, with priority given to face recognizing data 
which shooting conditions on said acquisition are similar to 
the present shooting conditions where a plurality of said face 
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recognizing data differ in shooting conditions on acquisition 
with regard to the same registered person are recorded. 

56. The electronic camera according to claim 50, wherein 
said controlling section selects said determining-purpose face 
recognizing data, with priority given to face recognizing data 
corresponding to the front of the face where a plurality of said 
face recognizing data differ in the direction of the face with 
regard to the same registered person are recorded. 

57. The electronic camera according to claim 50, wherein 
said recording section further records data of the number of 
shootings indicating the number of shootings for each of said 
registered persons, and 

said controlling section selects said determining-purpose 
face recognizing data, with priority given to a registered 
person greater in the number of shootings based on said 
data of the number of shootings. 

c c c c c 
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