
NOTICE OF INCORPORATION
United States Legal Document

≠  All citizens and residents are hereby advised that 
this is a legally binding document duly incorporated by 
reference and that failure to comply with such 
requirements as hereby detailed within may subject you 
to criminal or civil penalties under the law.  Ignorance of 
the law shall not excuse noncompliance and it is the 
responsibility of the citizens to inform themselves as to 
the laws that are enacted in the United States of America 
and in the states and cities contained therein.   ±

«

NFPA 70 (2014), the National Electrical Code, as 
adopted and required by the Commonwealth of 
Massachusetts in 527 CMR 12.00 and by the City of 
Montgomery, Alabama per Ordinance No. 64-2013, 
amending Section 5-111 of the Code of Ordinances.

This Document Posted By 
Public.Resource.Org, Inc., 
a California Nonprofit 
Organization.

Not Affiliated Or 
Authorized by NFPA 
or by the United States 
Government

Shoals Technologies Group, LLC.
EXHIBIT 2002

Voltage, LLC v.
Shoals Technologies Group, LLC

IPR2024-00877

Patent Owner added romanettes to
pages (i)-(iv). Otherwise, it leaves

the original page numbering.

i



NFPA Logo 
Removed

NEC Logo Removed

i

ii



Copyrigh t © 2013 
National Fire Protection AssociationCD 

One Batterymarch Park 
Quincy, Massachusetts 02] 69-7471 

NFPA, NFPA 70, National Fire Protection A..<"sociation, Nalionallilectrical Code, and NEe 
are tegistered trademarks of the National Fire Protection Association. 

IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® DOCUMENTS 

Notice and Disclaimer of Liability Concerning the Use of NFPA Documents 

NFPA ® codes, standards, recommended practices, and guides ("NFPA Documents"), of which the document 
contained herein is one, are developed through a consensus standards development process approved by the American 
National Standards Institute. This process brings together volunteers representing varied viewpoints and interests to 
achieve consensus on fire and other safety issues. While the NFPA administers the process and establishes rules to 
promote fairness in the development of consensus, it does not independently test, evaluate, or verify the accuracy of any 
information or the soundness of any judgments contained in NFPA Documents. 

The NFPA disclaims liability for any personal injury, property or other damages of any nature whatsoever, whether 
special, indirect, consequential or compensatory, directly or indirectly resulting from the pUblication, use of, or reliance 
on NFPA Documents. The NFPA also makes no guaranty or warranty as to the accuracy or completeness of any 
information published herein. 

In issuing and making NFPA Documents available, the NFPA is not undertaking to render professional or other 
services for or on behalf of any person or entity. Nor is the NFPA undertaking to perform any duty owed by any person 

or entity to someone else. Anyone using this document should rely on his or her own independent judgment or, as 
appropriate, seek the advice of a competent professional in determining the exercise of reasonable care in any given 
circumstances. 

The NFPA has no power, nor does it undertake, to police or enforce compliance with the contents of NFPA 
Documents. Nor does the NFPA list, certify, test, or inspect products, designs, or installations for compliance with 
this document. Any certification or other statement of compliance with the requirements of this document shall not be 
attributable to the NFPA and is solely the responsibility of the certifier or maker of the statement. 

Important Notices and Disclaimers continued on inside back cover. 

REMINDER: UPDATING OF NFPA DOCUMENTS 

Users of NFPA codes, standards, recommended practices, and guides ("NFPA Documents") should be 

aware that NFPA Documents may be amended from time to time through the issuance of Tentative Interi m 

Amendments or corrected by Errata. An official NFPA Document at any point in time consists of the current 

edition of the document together with any Tentative Interim Amendment and any Errata then in effect. 
In order to determine whether an NFPA Document has been amended through the issuance of Tentative 

Interim Amendments or corrected by Errata, visit the Document Information Pages on NFPA's website. The 
Document Information Pages provide up-to-date, document specific information including any issued Tentative 
Interim Amendments and Errata. 

To access the Document Information Page for a specific NFPA Document go to http://www.nfpa.org/document 

for a list of NFPA Documents, and click on the appropriate Document number (e.g., NFPA 101). In addition to 

posting all existing Tentative Interim Amendments and Errata, the Document Information Page also includes the 

option to sign-up for an "Alert" feature to receive an email notification when new updates and other information 

are posted regarding the document. 

ISBN: 978-145590672-7 (SB Print) 
ISBN: 978-145590671-0 (LL Print) 
ISBN: 978-145590673-4 (Spiral Print) 
ISBN: 978-145590680-2 (PDF) 

17 16 15 14 13 10 9 8 7 6 5 4 3 2 1 

NFPA Logo 
Removed

iii



Copyright © 2013, National Fire Protection Association®. All Rights Reserved 

NFPA 70® 

National Electrical Code® 

2014 Edition 

This edition of NFPA 70, National Electrical Code, was prepared by the National Electrical Code 
Committee and acted on by NFPA at its June Association Technical Meeting held June 10-13,2013, in 
Chicago, IL. It was issued by the Standards Council on August 1,2013, with an effective date of August 
21, 2013, and supersedes all previous editions. 

A tentative interim amendment (TIA) to Sections 516.3 and 516.10 was issued on August 1,2013. 
For further information on tentative interim amendments, see Section 5 of the NFPA Regulations 
Governing Committee Projects available at: httpllwww.nfpa.org/assets/files/PDF/CodesStandards/ 
TIAErrataFI/TIARegs. pdf. 

This edition of NFPA 70 was approved as an American National Standard on August 21, 2013. 

History and Development of the National Electrical Code® 

The National Fire Protection Association has acted as sponsor of the National Electrical Code since 
1911. The original Code document was developed in 1897 as a result of the united efforts of various 
insurance, electrical, architectural, and allied interests. 

In accordance with the provisions of the NFPA Regulations Governing Committee Projects, a 
National Electrical Code Committee Report on Proposals containing proposed amendments to the 2008 
National Electrical Code was published by NFPA in July 2009. This report recorded the actions of the 
various Code-Making Panels and the Correlating Committee of the National Electrical Code Committee 
on each proposal that had been made to revise the 2008 Code. The report was circulated to all members 
of the National Electrical Code Committee and was made available to other interested NFPA members 
and to the public for review and comment. Following the close of the public comment period, the 
Code-Making Panels met, acted on each comment, and reported their action to the Correlating Com­
mittee. NFPA published the National Electrical Code Committee Report on Comments in March 2010, 
which recorded the actions of the Code-Making Panels and the Correlating Committee on each public 
comment to the National Electrical Code Committee Report on Proposals. The National Electrical Code 
Committee Report on Proposals and the National Electrical Code Committee Report on Comments were 
presented to the 20 10 June Association Technical Meeting for adoption. 

NFPA has an Electrical Section that provides particular opportunity for NFPA members interested in 
electrical safety to become better informed and to contribute to the development of the National 
Electrical Code and other NFPA electrical standards. At the Electrical Section Codes and Standards 
Review Session held at the 201 0 NFPA Conference and Expo, Section members had opportunity to 
discuss and review the report of the National Electrical Code Committee prior to the adoption of this 
edition of the Code by the Association at its 2010 June Technical Session. 

This 53rd edition supersedes all other previous editions, supplements, and printings dated 1897, 
1899,1901,1903, 1904, 1905, 1907, 1909, 1911,1913, 1915, 1918,1920,1923,1925,1926,1928, 
1930,1931, 1933, 1935,1937,1940, 1942, 1943, 1947, 1949, 1951, 1953, 1954, 1955, 1956, 1957, 
1958, 1959, 1962, 1965, 1968, 1971, 1975, 1978, 1981,1984, 1987, 1990, 1993, 1996, 1999,2002, 
2005, 2008, and 2011. 

This Code is purely advisory as far as NFPA is concerned. It is made available for a wide variety of 
both public and private uses in the interest of life and property protection. These include both use in law 
and for regulatory purposes, and use in private self-regulation and standardization activities such as 
insurance underwriting, building and facilities construction and management, and product testing and 
certification. 

NFPA 70. National Electrical Code, NFPA. and National Fire Protection Association arc registered trademarks of the National Fire Protection Association. Quincy. Massachusetts. 02169. 
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Alternates 
Jacob G. Benninger, Cornell University, NY [L] 

(Alt. to Donald M. King) 
Rep. International Brotherhood of Electrical Workers 

Lawrence Brown, National Association of Home Builders, 
DC rU] 

(Alt. to Steven Orlowski) 
Rep. National Association of Home Builders 
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David A. Dini, UL LLC, IL [RTl 
(Alt. to Robert L. LaRocca) 

Daniel J. Kissane, Legrand/Pass & Seymour, NY IMI 
(Alt. to Jim Pauley) 
Rep. National Electrical Manufacturers Association 

William Ross McCorcle, American Electric Power, OK 
IUT] 

(Alt. to Ronald E. Duren) 
Rep. Electric Light & Power Group/EEl 

William J. McGovern, City of Plano, TX IE I 
(Alt. to Mark R. Hilbert) 
Rep. International Association of Electrical Inspectors 

Fernando E. Pacheco, Methanex Chile SA, TX [Ul 
(Alt. to Charles L. Boynton) 
Rep. American Chemistry Council 

Stephen J. Thorwegen, Jr., FSG Electric, TX [1M] 
(Alt. to Robert G. Wilkinson) 
Rep. Independent Electrical Contractors, Inc. 

Charles M. Trout, Maron Electric Company, FL [1M] 
(Alt. to Thomas H. Wood) 
Rep. National Electrical Contractors Association 

Nonvoting 
William Burr, Canadian Standards Association, Canada [RTI 
Douglas A. Lee, U.S. Consumer Product Safety 
Commission, MD [C] 
Andrew M. Trotta, U.S. Consumer Product Safety 
Commission, MD [C] 

(Alt. to Douglas A. Lee) 
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NATIONAL ELECTRICAL CODE COMMITTEE 

CODE-MAKING PANEL NO.3 

Articles 300, 590, 720, 725, 727, 728, 760, Chapter 9, Tables l1(A) and (B), and Tables 12(A) and (B) 

Paul J. Casparro, Chair 
Scranton Electricians JATC, PA ILj 

Rep. International Brotherhood of Electrical Workers 

Steven D. Burlison, Progress Energy, FL I UTI 
Rep. Electric Light & Power Group/EEl 

Shane M. Clary, Bay Alarm Company, CA 1M] 
Rep. Automatic Fire Alarm Association, Inc. 

Adam D. Corbin, Corbin Electrical Services, Inc., NJ [1M] 
Rep. Independent Electrical Contractors, Inc. 

Les Easter, Alkore International, IL [M] 
Rep. National Electrical Manufacturers Association 

Stanley D. Kahn, Tri-City Electric Company, Inc .. CA [1M] 
Rep. National Electrical Contractors Association 

Ray R. Kedcn, ERICO, Inc., CA [M] 
Rep. Building Industry Consulting Services International 

Steven J. Owen, Steven .I. Owen, Inc .. AL [1M] 
Rep. Associated Builders & Contractors 

David A. I)ace, Olin Corporation, AL [U] 
Rep. American Chemistry Council 

Mark A. Sepulveda, USA Alarm Systems, Inc., CA [IMl 
Rep. Electronic Security Association 
(VL to 720. 725. 727, 7(0) 

John E. Sleights, Travelers Insurance Company, CT Il] 
Susan L. Stene, UL LLC. CA IRTJ 
Robert J. Walsh, City of Hayward, CA [E] 

Rep. International Association of Electrical Inspectors 
"Wendell R. Whistler, Intertek Testing Services, OR [RT] 

Alternates 
Richard S. Anderson, RTKL Associates Inc., VA [Ml 

(Alt. to Ray R. Keden) 
Rep. Building Industry Consulting Services International 

Sanford E. Egesdal, Egesdal Associates PLC, MN [M] 
(Alt. to Shane M. Clary) 
Rep. Automatic Fire Alarm Association, Inc. 

Michael .T. Farrell III, Lucas County Building Regulation, 
MIILj 

(Alt. to Paul 1. Casparro) 
Rep. International Brotherhood of Electrical Workers 

Danny Liggett, The DuPont Company. Inc., TX [U] 
(Alt. to David A. Pace) 
Rep. American Chemistry Council 

Mark C. Ode, UL LLC, AZ [RTJ 
(Alt. to Susan L. Stene) 

Roger S. Passmore, lES Industrial, Inc., SC [1M] 
(Alt. to Steven J. Owen) 
Rep. Associated Builders & Contractors 

Louis P. Petrucci, Jr., Bonner Electric [nc., RT [1M] 
(Alt. to Adam D. Corbin) 
Rep. Independent Electrical Contractors, Inc. 

George A. Straniero, AFC Cable Systems, .Inc., N.I [M] 
(Alt. to Les Easter) 
Rep. National Electrical Manufacturers Association 

Joseph .T. Wages, Jr., Springdale, AR [E] 
(Alt. to Robert J. Walsh) 
Rep. International Association of Electrical Inspectors 

Nonvoting 
Edward C. Lawry, Oregon. WI [E] 

(Member Emeritus) 

CODE-MAKING PANEL NO.4 

Articles 225, 230, 690, 692, 694, 705 

Ronald .T. Toomer, Chair 
Toomer Electrical Company Inc., LA 11M] 

Rep. National Electrical Contractors Association 

Malcolm Allison, Mersen USA Newburyport-MA, LLC, 
NH [M] 

Rep. National Electrical Manufacturers Association 
"Vard I. Bower, Solar Energy Industries Association, 
NM IUj 

(VL to 690, 692, 705) 
Thomas E. Buchal, Intertek Testing Services, NY [RT] 
.Tames G. Cialdea, Three-C Electrical Company Inc., MA 
[1M] 

Rep. InterNational Electrical Tesling Association 
Ronald Todd Fries, HellermannTyton, WI [M] 
Mark D. Gibbs, Babcock & Wilcox Y-12, LLC, TN [U] 

Rep. I.nstitute of Electrical & Electronics Engineers, Jnc. 
Roger D. McDaniel, Georgia Power Company, GA IUT] 

Rep. Electric Light & Power Group/EEl 

Alternates 
Paul D. Barnhart, UL LLC, NC [RT] 

(Alt. to Timothy P. Zgonena) 

James .T. Rogers, Towns of Oak Bluffs, Tisbury, West 
Tisbury, MA IEJ 

Rep. International Association of Electrical Inspectors 
John A. Sigmund, PPG Industries, Inc., LA lUI 

Rep. American Chemistry Council 
Todd W. Stafford, National Joint Apprentice & Training 
Committee, TN [LJ 

Rep. International Brotherhood of Electrical Workers 
Robert H. Wills, Intergrid, LLC, NH rUj 

Rep. American Wind Energy Association 
(VL to 690. 692, 694, 705) 

Timothy P. Zgonena, UL LLC, IL IRT] 
Vincent C. Zinnante, Westpoint Electric Inc., TX [1M] 

Rep. Independent Electrical Contractors, Inc. 

Alex Z. Bradley, The DuPont Company, Inc., DE [U] 
(Alt. to John A. Sigmund) 
Rep. American Chemistry Council 
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William F. Brooks, Brooks Engineering, CA [U] 
(Alt. to Ward I. Bower) 
Rep. Solar Energy Industries Association (VL to 690, 
692,705) 

Larry D. Cogburn, Cogburn Bros., Inc., FL lIM] 
(AIL to Ronald J. Toomer) 
Rep. National Electrical Contractors Association 

Brian L. Crise, NIETC, OR [LJ 
(Alt. to Todd W. Stafford) 
Rep. International Brotherhood of Electrical Workers 

Barry N. Hornberger, PECO Energy Company, PA l UTI 
(Alt. to Roger D. McDaniel) 
Rep. Electric Light & Power Group/EEl 

Tim LaLonde, Haskin Electric, Inc .. WA [1M] 
(Alt. to Vincent C. Zinnante) 
Rep. Independent Electrical Contractors, Inc. 

Howard Liu, Intertek Testing Services, NY [RT] 
(Alt. to Thomas E. Buchal) 

Robert W. Preus, Advanced Renewable Technology, LLC, 
OR [V) 

(Alt. to Robert H. Wills) 
Rep. American Wind Energy Association (VL to 690, 
692, 694, 70S) 

Patrick G. Salas, General Electric Company, CT 1M] 
(All. to Malcolm Allison) 
Rep. National Electrical Manufacturers Association 

Glenn A. Soles, Clark County Department of Development 
Services, NV fEl 

(A It. to James J. Rogers) 
Rep. International Association of Electrical Inspectors 

Nonvoting 
Stephen W. Douglas, QPS Evaluation Services Inc., Canada 
[SE] 

Rep. CSA/Canadian Electrical Code Committee 

CODE-MAKING PANEL NO.5 

Articles 200, 250, 280, 285 

Nathan Philips, Chair 
Integrated Electronic Systems, OR [1M] 

Rep. National Electrical Contractors Association 

Trevor N. Bowmer, Telcordia Technologies, NJ rUl 
Rep. Alliance for Telecommunications Industry Solutions 

David Brender, Copper Development Association, Inc., 
NY[M] 

Rep. Copper Development Association Inc. 
Martin J. Brett, Jr., Wheatland Tube Company, DE lMJ 

Rep. American Iron and Steel Institute 
Paul Dobrowsky, Innovative Technology Services, NY [U] 

Rep. American Chemistry Council 
G. Scott Harding, F. B. Harding, Inc., MD [IMl 

Rep. Independent Electrical Contractors, Inc. 
Joseph Harding, Power Tool Institute, OH [M] 
William J. Helfrich, U.S. Department of Labor, PA [E] 
Paul J. LeVasseur, Bay City JEATC, MI lL] 

Rep. International Brotherhood of Electrical Workers 
Charles F. Mello, UL LLC, WA [RT] 
Baleep C. Mohla, DCM Electrical Consulting Services, Inc .. 

TX lUI 
Rep. Institute of Electrical & Electronics Engineers, Inc. 

Christine T. Porter, Intertek Testing Services, WA [RT] 
Gregory J. Steinman, Thomas & Betts Corporation, TN [M] 

Rep. National Electrical Manufacturers Association 
Richard Temblador, Southwire Company, GA [M] 

Rep. The Aluminum Association, Inc. 
C. Douglas White, CenterPoint Energy, Inc., TX [UTI 

Rep. Electric Light & Power Group/EEl 
David A. Williams, Delta Charter Township, MI [E] 

Rep. International Association of Electrical Inspectors 

Alternates 
Gary A. Beckstrand, Utah Electrical lATC, UT [L] 

(AIL to Paul J. LeVasseur) 
Rep. International Brotherhood of Electrical Workers 

Joseph P. BeGregoria, UL LLC, NY [RTJ 
(AlL to Charles F. Mello) 

Jacob M. Howlett, Wilson Construction Company, OR rIM] 
(Alt. to Nathan Philips) 
Rep. National Electrical Contractors Association 

2014 Edition NATIONAL ELECTRfCAL CODE 

Ronald Lai, Burody LLC, NH [M] 
(Alt. to Gregory J. Steinman) 
Rep. National Electrical Manufacturers Association 

Richard E. Loyd, R & N Associates, AZ [M] 
(Alt. to Martin 1. Brett, Jr.) 
Rep. American Iron and Steel Institute 

Randall R. McCarver, Telcordia Technologies, Inc., NJ IU] 
(Alt. to Trevor N. Bowmer) 
Rep. Alliance for Telecommunications Industry Solutions 

Michael E. McNeil, FMC Bio Polymer, ME IU) 
(Alt. to Paul Dobrowsky) 
Rep. American Chemistry Council 

Mike O'Meara, Arizona Public Service Company, AZ )UT) 
(Alt. to C, Douglas White) 
Rep. Electric Light & Power Group/EEL 

William A. Pancake, III, Universal Engineering Sciences, 
FL [E] 

(Alt. to David A. Williams) 
Rep. International Association of Electrical Inspectors 

Paul R. Picard, AFC Cable Systems, Inc., MA 1M) 
(All. to Richard Temblador) 
Rep. The Aluminum Association, Inc. 

Michael Querry, Trinity River Authority, TX )IM] 
(Alt. to G. Scott Harding) 
Rep. Independent Electrical Contractors, Inc. 

Elliot Rappaport, Coconut Creek, FL [U] 
(Alt. to Daleep C. Mohla) 
Rep. Institute of Electrical & Electronics Engineers, Inc. 

Phil Simmons, Simmons Electrical Services, WA 1M] 
(Alt. to David Brender) 
Rep. Copper Development Association Inc. 

Thomas R. Siwek, Robert Bosch Tool Corporation, IL [M] 
(Alt. to Joseph Harding) 
Rep. Power Tool Institute 

Fred Song, Jntertek Testing Services, China [RT] 
(Alt. to Christine T. Porter) 

Nonvoting 
Robert A. Nelson, Canadian Standards Association, Canada 
rRTl 
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NATIONAL ELECTRICAL CODE COMMITTEE 

CODE-MAKING PANEL NO.6 

Articles 310, 400, 402, Chapter 9, Tables 5 through 9, and Annex B 

Scott Cline, Chair 
McMurtrey Electric, Inc., CA [IMI 

Rep. National Electrical Contractors Association 

Samuel B. Friedman, General Cable Corporation, RI [M] 
Rep. National Electrical Manufacturers Association 

Robert L. Huddleston, Jr., Eastman Chemical Company, 
TN [U] 

Rep. American Chemistry Council 
G. W. Kent, Kent Electric & Plumbing Systems, TX [1M] 

Rep. Independent Electrical Contractors, Inc. 
William F. Laidler, lBEW Local 223 JATC, MA [L] 

Rep. International Brotherhood of Electrical Workers 
Paul R. Picard, AFC Cable Systems, Inc., MA [M] 

Rep. The Aluminum Association, Inc. 
Carl Timothy Wall, Alabama Power Company, AL JUT] 

Rep. Electric Light & Power Group/EEl 
Mario Xerri, UL LLC, NY rRT] 
Joseph S. Zimnoch, The Okonite Company, NJ [M] 

Rep. Copper Development Association Inc. 

Alternates 
Peter E. Bowers, Satellite Electric Company, Inc., MD [1M] 

(Alt. to G. W. Kent) 
Rep. Independent Electrical Contractors, Inc. 

John J. Cangemi, UL LLC, NY [RT] 
(Alt. to Mario Xerri) 

Todd Crisman, K-Electric Company/NJATC, NE [L] 
(Alt. to William F. Laidler) 
Rep. International Brotherhood of Electrical Workers 

Richard A. Holub, The DuPont Company, Inc., DE [U] 
(Alt. to Robert L. Huddleston, Jr.) 
Rep. American Chemistry Council 

Christel K. Hunter, Alcan Cable, NV [M] 
(Alt. to Samuel B. Friedman) 
Rep. National Electrical Manufacturers Association 

Lowell Lisker, AFC Cable Systems, Inc., MA [M] 
(Alt. to Paul R. Picard) 
Rep. The Aluminum Association, Inc. 

Charles David Mercier, Southwire Company, GA [M] 
(Alt. to Joseph S. Zimnoch) 
Rep. Copper Development Association Inc. 

Michael W. Smith, Schaeffer Electric Company, Inc., MO rIM] 
(Alt. to Scott Cline) 
Rep. National Electrical Contractors Association 

John Stacey, City of St. Louis, MO [EJ 
(Alt. to Richard A. Maddox) 
Rep. International Association of Electrical Inspectors 

CODE-MAKING PANEL NO.7 

Articles 320, 322, 324, 326, 328, 330, 332, 334, 336, 338, 340, 382, 394, 396, 398, 399 

Michael W. Smith, Chai r 
Schaeffer Electric Company, Inc., MO [1M] 
Rep. National Electrical Contractors Association 

Thomas H. Cybula, UL LLC, NY [RT] 
Chris J. Fahrenthold, Facility Solutions Group, TX [1M] 

Rep. Independent Electrical Contractors, Inc. 
Herman J. Hall, Austin, TX [M] 

Rep. The Vinyl Institute 
Christel K. Hunter, Alcan Cable, NV [M] 

Rep. The Aluminum Association, Inc. 
Samuel R. La Dart, City of Memphis, TN [L] 

Rep. International Brotherhood of Electrical Workers 
Charles David Mercier, Southwire Company, GA [M] 

Rep. National Electrical Manufacturers Association 
Ronald G. Nickson, National Multi Housing Council, DC IU] 
Dennis A. Nielsen, Lawrence Berkeley National Laboratory, 
CA[V] 

Rep. Institute of Electrical & Electronics Engineers, Inc. 
Charles J. Palmieri, Town of Norwell, MA [E] 

Rep. International Association of Electrical Inspectors 
John W. Ray, Duke Energy Corporation, NC [UTI 

Rep. Electric Light & Power Group/EEl 
Gregory L. Runyon, Eli Lilly and Company, IN [V] 

Rep. American Chemistry Council 
David E. Schumacher, Associated Builders and Contractors, 
TA[IM] 

Rep. Associated Builders & Contractors 
George A. Straniero, AFC Cable Systems, Inc., NJ [M] 

Rep. Copper Development Association Inc. 

Alternates 
J. Richard Barker, General Cable Corporation, CA [M] 

(Alt. to Charles David Mercier) 
Rep. National Electrical Manufacturers Association 

William B. Crist, Houston Stafford Electric Company, TX [1M] 
(Alt. to Chris J. Fahrenthold) 
Rep. Independent Electrical Contractors, Inc. 

Donald G. Dunn, Aramco Services Company, TX [U] 
(AlL to Dennis A. Nielsen) 
Rep. Institute of Electrical & Electronics Engineers, Inc. 

Rachel E. Krepps, Baltimore Gas & Electric Company, 
MD JUT] 

(Alt. to John W. Ray) 
Rep. Electric Light & Power Group/EEl 

Keith Owensby, Chattanooga Electrical JATe TN [L] 
(Alt. to Samuel R. La Dart) 
Rep. International Brotherhood of Electrical Workers 

Kevin T. Porter, Encore Wire Corporation, TX [M] 
(Alt. to George A. Straniero) 
Rep. Copper Development Association Inc. 

Irozenell Pruitt, E. I. DuPont de Nemours & Company, 
TX [U] 

(Alt. to Gregory L. Runyon) 
Rep. American Chemistry Council 

Susan L. Stene, VL LLC, CA [RT] 
(Alt. to Thomas H. Cybula) 
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Allen R. Turner, James City County, Virginia, VA [E] 
(Alt. to Charles J. Palmieri) 
Rep. international Association of Electrical Inspectors 

Wesley L. Wheeler, Cogburn Bros., Inc., FL 11M] 
(Alt. to Michael W. Smith) 
Rep. National Electrical Contractors Association 

CODE-MAKING PANEL NO.8 

Articles 342, 344, 348, 350, 352, 353, 354, 355, 356, 358, 360, 362, 366, 368, 370, 372, 374, 376, 378, 380, 
384, 386, 388, 390, 392, Chapter 9, Tables 1 through 4, Example D13, and Annex C 

Larry D. Cogburn, Chair 
Cogburn Bros., Inc., FL [1M] 

Rep. National Electrical Contractors Association 

Richard J. Berman, UL LLC, IL [RT] 
David M. Campbell, AFC Cable Systems, Inc., MA [M] 

Rep. The Aluminum Association, Inc. 
Kenneth W. Hengst, EAS Contracting, LP, TX [1M] 

Rep. Independent Electrical Contractors, Inc. 
James M. Imlah, City of Hillsboro, OR [E] 

Rep. International Association of Electrical Inspectors 
David H. Kendall, Thomas & Betts Corporation, TN [M] 

Rep. The Vinyl Institute 
Richard E. Loyd, R & N Associates, AZ 1M] 

Rep. American Iron and Steel Institute 
Michael C. Martin, Lyondellbasell Industries, TX [U] 

Rep. American Chemistry Council 
Paul W. Myers, PCS Nitrogen, OH [U] 

Rep. Institute of Electrical & Electronics Engineers, Inc. 
Gary W. Pemble, Montana Electrical JATC, MT[L] 

Rep. International Brotherhood of Electrical Workers 
Rodney J. West, Square D Company/Schneider Electric, 
OH[M] 

Rep. National Electrical Manufacturers Association 
Leslie R. Zielke, South Carolina Electric & Gas Company, 
SC rUT] 

Rep. Electric Light & Power Group/EEl 

Alternates 
Timothy M. Andrea, Southwire Company, GA [MJ 

(Alt. to David M. Campbell) 
Rep. The Aluminum Association, Inc. 

George R. Dauberger, Thomas & Betts Corporation, TN [M 1 
(Alt. to David H. Kendall) 
Rep. The Vinyl Institute 

David A. Gerstetter, UL LLC, IL [RT] 
(Alt. to Richard 1. Berman) 

Pete Jackson, City of Bakersfield Development Services, 
CA[E] 

(Alt. to James M. Imlah) 
Rep. International Association of Electrical Inspectors 

Gregory L. Maurer, Wheatland Tube Company, PA [M] 
(Alt. to Richard E. Loyd) 
Rep. American Iron and Steel Institute 

Stephen P. Poholski, Newkirk Electric Associates, Inc., 
MI [1M] 

(A It. to Larry D. Cogburn) 
Rep. National Electrical Contractors Association 

Dan Rodriguez, IBEW Local Union 332, CA [LI 
(Alt. to Gary W. Pemble) 
Rep. International Brotherhood of Electrical Workers 

Frederic F. Small, Hubbell Incorporated, CT [M] 
(Alt. to Rodney J. West) 
Rep. National Electrical Manufacturers Association 

Michael K. Weitzel, Central Washington Electrical 
Education, WA [1M] 

(Alt. to Kenneth W. Hengst) 
Rep. Independent Electrical Contractors, Inc. 

CODE-MAKING PANEL NO.9 

Articles 312, 314, 404, 408, 450, 490 

David G. Humphrey, Chair 
County of Henrico, Virginia, VA [El 

Rep. International Association of Electrical Inspectors 

Rodney D. Belisle, NECA-IBEW Electrical Training Trust, 
OR [L] 

Rep. International Brotherhood of Electrical Workers 
Kevin J. Breen, Breen Electrical Contractors [nc., NY [1M] 

Rep. Independent Electrical Contractors, Inc. 
Billy Breitkreutz, Fluor Corporation, TX [U1 

Rep. Associated Builders & Contractors 
Wayne Brinkmeyer, Britain Electric Company, TX [IM1 

Rep. National Electrical Contractors Association 
Paul D. Coghill, Intertek Testing Services, OH [RT] 
Frederic P. Hartwell, HartweU Electrical Services, Inc., MA [SE] 
Robert D. Osborne, UL LLC, NC [RT1 
Bradford D. Rupp, Allied Moulded Products, Inc., OH [MJ 

Rep. National Electrical Manufacturers Association 
Sukanta Sengupta, FMC Corporation, NJ [U] 

Rep. Institute of Electrical & Electronics Engineers, Inc. 

2014 Edition NATIONAL ELECTRICAL CODE 

Ralph H. Young, Eastman Chemical Company, TN [U] 
Rep. American Chemistry Council 

Alternates 
Gregory A. Bowman, NABCO Electric, TN [1M] 

(Alt. to Wayne Brinkmeyer) 
Rep. National Electrical Contractors Association 

Kenneth S. Crawford, DuPont, WV [U] 
(Alt. to Ralph H. Young) 
Rep. American Chemistry Council 

Jerry M. Ferraro, Northeast Utilities, CT [UTI 
(Voting Alt. to ELPG/EEI Rep.) 
Rep. Electric Light & Power Group/EEl 

L. Keith Lofland, International Association of Electrical 
Inspectors (lAEl), TX [E] 

(All. to David G. Humphrey) 
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Kenneth L. McKinney, Jr., UL LLC, NC [RT] 
(All. to Robert D. Osborne) 

Ronnie H. Ridgeway, Siemens Industry, Inc., TX [Ml 
(A It. to Bradford D. Rupp) 
Rep. National Electrical Manufacturers Association 

Edward Rodriguez, IEC Texas Gulf Coast. TX [1M] 
(Alt. to Kevin J. Breen) 
Rep. Independent Electrical Contractors, Inc. 

Rhett A. Roe, lBEW Local Union 26 lATC, MD [L] 
(Alt. to Rodney D. Belisle) 
Rep. International Brotherhood of Electrical Workers 

CODE-MAKING PANEL NO. 10 

Article 240 

Julian R. Burns, Chair 
Quality Power Solutions, Inc .. NC [lMJ 

Rep. Independent Electrical Contractors, Inc. 

Scott A. Blizard, American Electrical Testing Company, 

Inc., MA llMJ 
Rep. InterNational Electrical Testing Association 

Dennis M. Darling, Stantec, Canada fUl 
Rep. Institute of Electrical & Electronics Engineers, Inc. 

James T. Dollard, Jr., IBEW Local Union 98, PA IL] 
Rep. [nternational Brotherhood of Electrical Workers 

Carl Fredericks, The Dow Chemical Company, TX [U] 
Rep. American Chemistry Council 

Jeffhy H. Hidaka, UL LLC, IL [RTJ 
Robert J. Kauer, Building Inspection Underwriters, Tnc., 

PAIEI 
Rep. International Association of Electrical Inspectors 

Alan Manche, Square D Company/Schneider Electric, KY 
[M] 

Rep. National Electrical Manufacturers Association 
Robert W. Mount, Jr., Hussman Corporation, MO [M] 

Rep. Air-Conditioning, Heating, & Refrigeration Institute 
George J. Oekuly, Technical Marketing Consultants, MO [M] 
Richard Sobel, Quantum Electric Corporation, NY [1M] 

Rep. National Electrical Contractors Association 

.John F. Vartanian, National Grid, MA fUTI 
Rep. Electric Light & Power Group/EET 

Alternates 
Christopher M. Jensen, North Logan City, UT [E] 

(All. to Robert 1. Kauer) 
Rep. International Association of Electrical Inspectors 

}1'rank G. Ladonne, UL LLC, IL [RT] 
(Alt. to Jeffrey H. Hidaka) 

Kevin J. Lippert, Eaton Corporation, PA [M] 
(Alt. to Alan Manche) 
Rep. National Electrical Manufacturers Association 

Richard E. Lofton, II, IBEW Local Union 280, OR [L] 
(AlL to .Tames T. Dollard, Jr.) 
Rep. International Brotherhood of Electrical Workers 

Bruce M. Rockwell, American Electrical Testing Company, 
Inc., NJ [1M] 

(Alt. to Scott A. Blizard) 
Rep. InterNational Electrical Testing Association 

Vincent J. Saporita, Cooper Bussmann, MO [M] 
(All. to George 1. Ockuly) 

Roy K. Sparks, III, Elanco Animal Health, IN [U] 
(Alt. to Carl Fredericks) 
Rep. American Chemistry Council 

Steve A. Struble, Freeman's Electric Service, Inc., SD [1M] 
(A It. to Julian R. Burns) 
Rep. Independent Electrical Contractors, Inc. 

Steven E. Townsend, General Motors Corporation, MI [U1 
(Alt. to Dennis M. Darling) 
Rep. Institute of Electrical & Electronics Engineers, Inc. 

CODE-MAKING PANEL NO. 11 

Articles 409, 430, 440, 460, 470, Annex D, Example D8 

John M. Thompson, Chair 
UL LLC, NC [RT] 

Luis M. Bas, Intertek Testing Services, FL fRT] 
Terry D. Cole, Hamer Electric, Inc., WA [1M] 

Rep. Independent Electrical Contractors, Inc. 
James M. }1'ahey, IBEW Local Union l03/MBTA, MA [L] 

Rep. International Brotherhood of Electrical Workers 
Robert C. Fahey, City of .lanesville, wr [E] 

Rep. International Association of Electrical Inspectors 
Stanley J. li'olz, Morse Electric Company, NV ["1M] 

Rep. National Electrical Contractors Association 
Paul E. Guidry, Fluor Enterprises. Inc., TX [UJ 

Rep. Associated Builders & Contractors 
James C. Missildine, Jr., Southern Company Services, Inc., 
AL [UTI 

Rep. Electric Light & Power Group/EEl 
Arthur S. Neubauer, Arseal Technologies, GA lUJ 

Rep. American Petroleum Institute 
Charles L. Powell, Eastman Chemical Company. TN [U1 

Rep. American Chemistry Council 

Vincent J. Saporita, Cooper Bussmann, MO [MJ 
Arthur J. Smith, III, Waldemar S. Nelson & Company, 
Inc., LA rU1 

Rep. Institute of Electrical & Electronics Engineers, Inc. 
Ron Widup, Shermco Industries, TX [TMJ 

Rep. InterNational Electrical Testing Association 
James R. Wright, Siemens Industry, Inc., IL [M] 

Rep. National Electrical Manufacturers Association 

Alternates 
Gregory J. Clement, Fluor Enterprises. Inc., TXrU] 

(All. to Paul E. Guidry) 
Rep. Associated Builders & Contractors 

Terry W. Cromer, NC Association of Electrical Contractors, 
NC [IM] 

(AlL to Terry D. Cole) 
Rep. Independent Electrical Contractors, Inc. 

Jeffrey A. Desjarlais, UL LLC, TL [RTJ 
(AlL to John M. Thompson) 
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Eric Gesualdi, Shell Oil Company, TX I U I 
(Alt. to Arthur S. Neubauer) 
Rep. American Petroleum Institute 

Rodney B. Jones, Clackamas County, Oregon, OR [E] 
(AlL to Robert G. Fahey) 
Rep. International Association of Electrical Inspectors 

Ed Larsen, Schneider Electric USA, IA rMl 
(Alt. to .Tames R. Wright) 
Rep. National Electrical Manufacturers Association 

Jebediah .1. Novak, Cedar Rapids Electrical JATC, [A [L] 
(AIr. to James M. Fahey) 
Rep. International Brotherhood of Electrical Workers 

George J. Ockuly, Technical Marketing Consultants, MO [M] 
(Alt. to Vincent J. Saporita) 

Bobby A. Walton, Intertek, TX [RT] 
(Alt. to Luis M. Bas) 

CODE-MAKING PANEL NO. 12 

Articles 610, 620, 625, 626, 630, 640, 645, 647, 650, 660, 665, 668, 669, 670, 685, and Annex D, Examples 
D9 and D10 

Timothy M. Croushore, Chair 
FirstEnergy Technologies, PA [UTI 

Rep. Electric Light & Power Group/EEl 

Thomas R. Brown, Intertek Testing Services, NY [RTJ 
Philip Clark, City of Detroit, MI [E] 

Rep. International Association of Electrical Inspectors 
Karl M. Cunningham, Alcoa, Inc., PA [MJ 

Rep. The Aluminum Association, Inc. 
(VL to 610, 625, 630, 645, 660, 665, 668, 669, 685) 

Thomas L. Hedges, Hedges Electric & Construction, Inc., 
CA [1M] 

Rep. National Electrical Contractors Association 
Jeffery L. Holmes, [BEW Local Union I JATC, MO [L] 

Rep. International Brotherhood of Electrical Workers 
Angelo G. Horiates, Navy Crane Center, VA [U] 

(VL to 610) 
Robert E. Johnson, ITE Safety, MA [U] 

Rep. Information Technology Industry Council 
(VL to 640, 645, 647, 685) 

Andy Juhasz, Kone, Inc., IL [M] 
Rep. National Elevator Industry Inc. 
(VL to 610, 620, 630) 

Stanley Kaufman, CableSafe, Inc./OFS, GA [M] 
Rep. Society of the Plastics Industry, Inc. 
(VL to 640, 645) 

John R. Kovacik, UL LLC, IL [RT] 
Todd Lottmann, Cooper Bussmann, MO fMl 

Rep. National Electrical Manufacturers Association 
Jeffrey S. Menig, General Motors Company, MI [U] 

Rep. Society of Automotive Engineers-Hybrid Committee 
Duke W. Schamel, Electrical Service Solutions, Inc., CA [1M] 

Rep. Independent Electrical Contractors, Inc. 
Arthur E. Schlueter, Jr., A. E. Schlueter Pipe Organ 
Company, GA [M] 

Rep. American Institute of Organ Builders 
(VL to 640, 650) 

Robert C. Turner, Tnductotherm Corporation, MD 1M] 
(VL to 610, 630, 665, 668, 669) 

Ryan Gregory Ward, IdleAire, Inc .. TN IU] 
Rep. Transportation Electrification Committee 
(VL to 625, 626) 

Kenneth White, Olin Corporation, NY [UJ 
Rep. American Chemistry Council 

Alternates 
Timothy M. Andrea, Soulhwirc Company, GA 1M] 

(VL to 610, 625, 630, 645, 660, 665, 668, 669, 685) 
(Alt. to Karl M. Cunningham) 
Rep. The Aluminum Association, Inc. 
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Joseph M. Bablo, UL LLC, IL [RT] 
(Alt. to John R. Kovacik) 

Jeffrey W. Blain, Schindler Elevator Corporation, NY [M] 
(VL to 610, 620, 630) 
(Alt. to Andy Juhasz) 
Rep. National Elevator Industry Inc. 

WiI1iam A. Brunner, Main Electric Construction Inc., ND [1M] 
(All. to Thomas L. Hedges) 
Rep. National Electrical Contractors Association 

William B. Crist, Jr., IES Residential Inc., TX [[MJ 
(Alt. to Duke W. Schamel) 
Rep. Independent Electrical Contractors, Inc. Inspectors 

Jody B. Greenwood, Navy Crane Center, VA [UI 
(VL to 610) 
(AlL to Angelo G. Horiates) 

Gery .T. Kissel, General Motors Corporation, MI [U] 
(Alt. to Jeffrey S. Menig) 
Rep. Society of Automotive Engineers-Hybrid Committee 

Todd R. Konieczny, lntertek Testing Services. MA IRTl 
(Alt. to Thomas R. Brown) 

Joseph F. Prisco, IBM Corporation, MN lUJ 
(VL to 640, 645, 647, (85) 
(Alt. to Robert E. Johnson) 
Rep. Information Technology Industry Council 

Jose A. Salazar, Southern California Edison Company. 
CA[UT] 

(Alt. to Timothy M. Croushore) 
Rep. Electric Light & Power Group/EET 

Emad Tabatabaei, Inductotherm Corporation, NJ IMI 
(VLto 61~ 63~ 665, 668. 669) 
(Alt. to Robert C. Turner) 

Frank Tse, Leviton Manufacturing Company, [nc., NY 1M] 
(Alt. to Todd LoUmann) 
Rep. National Electrical Manufacturers Association 

Dale Wion, Iowa Electrical Apprenticeship, IA [L] 
(Alt to. Jeffrey L. Holmes) 
Rep. International Brotherhood of Electrical Workers 

Philip J. YehJ, City of Peoria. IL rEl 
(Alt. to Philip Clark) 
Rep. International Association of Electrical Inspectors 

Nonvoting 
Andre R. Carta), Yardley, PA LEI 

(Member Emeritus) 
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NATIONAL ELECTRICAL CODE COMMITTEE 

CODE·MAKING PANEL NO. 13 

Articles 445, 455, 480, 695, 700, 701, 702, 708, 750, Annex F, and Annex G 

Donald P. Bliss, Chair 
NI2 Center for Infrastructure Expertise, NH [U] 

Martin D. Adams, Adams Electric, Inc., CO [1M] 
Rep. National Electrical Contractors Association 

Kenneth L. Box, Cummins Power Generation, GA [M] 
James L. Brown, Detroit Edison, DTE Energy, MI [UTI 

Rep. Electric Light & Power Group/EEl 
Daniel J. Caron, Bard, Rao + Athanas Consulting 
Engineers, LLC, MA rSE] 
Walter F. Constantine, Draka Cableteq USA, MA [M] 

Rep. Copper Development Association Inc. 
Richard D. Currin, Jr., North Carolina State University, NC 
[U] 

Rep. American Society of Agricultural & Biological 
Engineers 

Neil A. Czarnecki, Reliance Controls Corporation, WI [MJ 
Rep. National Electrical Manufacturers Association 

Herbert H. Daugherty, Electric Generating Systems 
Association, FL [Ml 
James E. Degnan, Sparling, WA [U] 

Rep. American Society for Healthcare Engineering 
Ronald A. Keenan, M. C. Dean, Inc., VA [1M] 

Rep. Independent Electrical Contractors, Inc. 
Linda J. Little, lBEW Local I Electricians JATC, MO [L] 

Rep. International Brotherhood of Electrical Workers 
Daniel R. Nesser, Cooper Bussmann, MO [M] 
Mark C. Ode, UL LLC, AZ [RTJ 
Peter M. Olney, Vermont Department of Public Safety, 
VT [E] 

Rep. International Association of Electrical Inspectors 
Shawn Paulsen, CSA International, Canada [RT] 
Arnoldo L. Rodriguez, LyondellBasell Industries, TX lUI 

Rep. American Chemistry Council 
Michael L. Savage, Sr .. Middle Department Inspection 
Agency, Inc., MD [El 
Mario C. Spina, Verizon Wireless, OH [U] 

Rep. Institute of Electrical & Electronics Engineers, Inc. 
David Tobias, Jr., Intertek Testing Services, OH [RTJ 
James R. White, Shermco Industries, Inc., TX [1M] 

Rep. InterNational Electrical Testing Association 

Alternates 
Lawrence S. Ayer, Biz Com Electric, Inc., OH [1M] 

(Alt. to Ronald A. Keenan) 
Rep. Independent Electrical Contractors, Inc. 

Barry S. Bauman, Alliant Energy, WI [U] 
(A It. to Richard D. Currin, Jr.) 
Rep. American Society of Agricultural & Biological 
Engineers 

Krista McDonald Biason, HGA Architects and Engineers, 
MN [UJ 

(All. to James E. Degnan) 
Rep. American Society for Healthcare Engineering 

James S. Conrad, RSCC Wire & Cable, CT [Ml 
(A It. to Walter F. Constantine) 
Rep. Copper Development Association Inc. 

Timothy Crnko, Cooper Bussmann, MO [M] 
(Alt. to Daniel R. Neeser) 

Alfonso J. Dazio, Consolidated Edison Company of New 
York, NY [UT](Alt. to James L. Brown) 

Rep. Electric Light & Power Group/EEl 
James T. Dollard, Jr., lBEW Local Union 98, PA [L] 

(Alt. to Linda J. Little) 
Rep. International Brotherhood of Electrical Workers 

Lawrence W. Forshner, Bard, Rao + Athanas Consulting 
Engineers LLC, MA [SE] 

(Alt. to Daniel 1. Caron) 
Steven F. Froemming, City of Franklin, WI [E] 

(Alt. to Peter M. Olney) 
Rep. International Association of Electrical Inspectors 

Chad Kennedy, Square D Company/Schneider Electric, 
SC [M] 

(Alt. to Neil A. Czarnecki) 
Rep. National Electrical Manufacturers Association 

John R. Kovacik, UL LLC, IL [RT] 
(AlL to Mark C. Ode) 

Herbert V. Whittall, Electrical Generating Systems 
Association, FL [M] 

(All. to Herbert H. Daugherty) 

CODE·MAKING PANEL NO. 14 

Articles 500, 501, 502, 503, 504, 505, 506, 510, 511, 513, 514, 515, and 516 

Robert A. Jones, Chair 
Independent Electrical Contractors, Inc., TX [1M] 

Harold G. Alexander, American Electric Power Company, 

OH [UTI 
Rep. Electric Light & Power Group/EEl 

Edward M. Briesch, UL LLC, IL [RT[ 
William T. Fiske, Intertek Testing Services, NY [RTl 
Mark Goodman, Hydrogen Energy California LLC, CA [U] 

Rep. American Petroleum Institute 
Joseph H. Kuczka, Killark Electric Manufacturing 
Company, MO [Ml 

Rep. National Electrical Manufacturers Association 
William G. Lawrence, Jr., FM Global, MA [I] 
L. Evans Massey, BaldoI' Electric Company, SC [M] 

Rep. Instrumentation. Systems, & Automation Society 
William E. McBride, Northern Electric Company, AK [U] 

Rep. Institute of Electrical & Electronics Engineers, Inc. 

Jeremy Neagle, U.S. Bureau of Alcohol, Tobacco, Firearms 
& Explosives, MD [U] 
John L. Simmons, Florida East Coast JATC, FL [LJ 

Rep. International Brotherhood of Electrical Workers 
David B. Wechsler, The Dow Chemical Company, TX [U] 

Rep. American Chemistry Council 
Mark C. Wid's, R & W Engineering, Inc., OR [U] 

Rep. Grain Elevator and Processing Society 

Alternates 
Donald W. Ankele, UL LLC, IL rRTl 

(AIr. to Edward M. Briesch) 
Steven J . Blais, EGS Electrical Group, IL [M] 

(Alt. to Joseph H. Kuczka) 
Rep. National Electrical Manufacturers Association 
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Mark W. Bonk, Cargill Incorporated, MN [U] 
(Alt. to Mark e. Wirfs) 
Rep. Grain Elevator and Processing Society 

Dave Burns, Shell P&T: Innovation /R&D, TX [U1 
(Alt. to Mark Goodman) 
Rep. American Petroleum Institute 

Larry W. Burns, Burns Electric, Inc" TX [1M] 
(All. to Robert A. Jones) 
Rep. Independent Electrical Contractors, Inc. 

Thomas E. Dunne, Long Island Joint Apprenticeship 
& Training Committee, NY [L] 

(AIL to John L. Simmons) 
Rep. International Brotherhood of Electrical Workers 

Richard A. Holub, The DuPont Company, Inc .. DE lUl 
(Voting Alt. to ACC Rep.) 
(Alt. to David B. Wechsler) 
Rep. American Chemistry Council 

Jack E. Jamison, Jr., Miller Engineering, Inc" WV lEJ 
(AIL to Jonathan L. Cadd) 

Rep. International Association or Electrical Inspectors 
Arkady Levi, Constellation Energy, MD l UTI 

(Alt. to Harold G. Alexander) 
Rep. Electric Light & Power Group/EEL 

Ryan Parks, Tntertek, TX [RTI 
(Alt. to William T. Fiske) 

Eddie Ramirez, FM Global, MA [11 
(Alt. to William G. Lawrence, Jr.) 

Ted H. Schnaare, Rosemount Incorporated, MN 1M] 
(Alt. to L. Evans Massey) 
Rep. instrumentation. Systems, & Automation Society 

Nonvoting 
Timothy J. Pope, Canadian Standards Association, Canada 
IRTl 
Eduardo N. Solano, Estudio Ingeniero Solano S.A., 
Argentina [SE] 
Fred K. Walker, U.S. Department of the Air Force, FL IU] 

Rep. TC on Airport Facilities 

CODE-MAKING PANEL NO. 15 

Articles 517, 518, 520, 522, 525, 530, 540 

Lawrence E. Todd, Chair 
Intertek Testing Services, KY [RT] 

James R. Duncan, Sparling Electrical Engineering 
& Technology Consulting, WA [U] 

Rep. Institute of Electrical & Electronics Engineers, Inc. 
Douglas S. Erickson, Northstar Management Company, 
MO[Ul 

Rep. American Society for Healthcare Engineering 
Kenneth J. Gilbert, Florida Power & Light Company, FL l UTJ 

Rep. Electric Light & Power Group/EEl 
Mitchell K. Hefter, Philips Controls, TX [IM1 

Rep. Illuminating Engineering Society of Notth America 
(VL to 518, 520, 525, 530, 540) 

Kim Jones, Funtastic Shows, OR [U1 
Rep. Outdoor Amusement Business Association, Inc. 
(VL to 525) 

Edwin S. Kramer, Radio City Music Hall, NY IL] 
Rep. International Alliance of Theatrical Stage Employees 
(VL to 518, 520, 525, 530, 540) 

Gary J. Krupa, U.S. Department of Veterans Affairs, NE [U] 
Stephen M. Lipster, The Electrical Trades Center, OR rL 1 

Rep. International Brotherhood of Electrical Workers 
Hugh O. Nash, Jr., Nash-Consult, TN [SEl 

Rep. TC on Electrical Systems 
Kevin T. Porter, Encore Wire Corporation. TX [M] 

Rep. The Aluminum Association, Inc. 
Brian E. Rock, Hubbellincorporateci, CT 1M] 

Rep. National Electrical Manufacturers Association 
Marcus R. Sampson, Minnesota Department of Labor 
& Industry. MN [E1 

Rep. International Association of Electrical Inspectors 
James C. Seabury III, Enterprise Electric, LLC, TN [1M] 

Rep. Independent Electrical Contractors, fnc. 
Bruce D. Shelly, Shelly Electric Company, Inc., PA [1M] 

Rep. National Electrical Contractors Association 
Michael D. Skinner, CBS Studio Center, CA [U] 

Rep. Alliance of Motion Picture and Television Producers 
(VL to 518, 520, 525, 530, 540) 

Donald J. Talka, UL LLC. NY [RT] 
Kenneth E. Vannice, Leviton Manufacturing Company Inc., 
OR lMJ 

Rep. U.S. Institute for Theatre Technology 
(VL to 518, 520, 525, 530. 540) 
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Michael Velvikis, High Voltage Maintenance Corporation, 
WI [1M] 

Rep. InterNational Electrical Testing Association 

Alternates 
Gary A. Beckstrand, Utah Electrical JATe. UT IL] 

(All. to Stephen M. Lipster) 
Rep. International Brotherhood of Electrical Workers 

Chad E. Beebe, ASHE - AHA, WA [U] 
(AIL to Douglas S. Erickson) 

James L. Brown, Detroit Edison. DTE Energy, MI [UTI 
(All. to Kenneth J. Gilbert) 
Rep. Electric Light & Power Group/EEl 

Carmon A. Colvin, Bright Future Electric. LLC, AL [1M] 
(Alt. to James e. Seabury Ill) 

Rep. Independent Electrical Contractors, Inc. 
Matthew B. Dozier, IDesign Services. TN [VI 

(All. to James R. Duncan) 
Rep. Institute of Electrical & Electronics Engineers. Inc. 

Joe L. DuPriest, Orange County Public Schools, FL lEI 
(Alt. to Marcus R. Sampson) 
Rep. International Association of Electrical Inspectors 

Samuel B. Friedman, General Cable Corporation, RI 1M I 
(Alt. to Brian E. Rock) 
Rep. National Electrical Manufacturers Association 

Don W . .Jbonson, Interior Electric, Inc., FL 11M] 
(All. to Bruce D. Shelly) 
Rep. National Electrical Contractors Association 

Jay Y. Kogoma, Intertek Testing Services, CA ]RTI 
(Alt. to Lawrence E. Todd) 

Joseph P. Murnane, Jr., UL LLC. NY [RT] 
(All. to Donald 1. Talka) 

Steven R. Terry, Electronic Theatre Controls Inc., NY 1M] 
(VL to 518, 520, 525, 530, 540) 
(All. to Kenneth E. Vannice) 
Rep. U.S. Institute for Theatre Technology 
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NATIONAL ELECTRICAL CODE COMMITTEE 

CODE-MAKING PANEL NO. 16 

Articles 770, 800, 810, 820, 830, 840 

Thomas E. Moore, Chair 
City of Beachwood, OH [E] 

Rep. International Association of Electrical Inspectors 

Donna Ballast, dbi, TX [M] 

Rep. Telecommunications Industry Association 
George Bish, Secure Watch Security, NC [1M] 

Rep. Satellite Broadcasting & Communications 
Association 

J. Robert Boyer, UTCIEdwards Company, NJ [M] 
Rep. National Electrical Manufacturers Association 

James E. Bronssen, Telcordia, NJ [U] 
Rep. Alliance for Telecommunications Industry Solutions 

Fred C. Dawson, E. I. Du Pont Canada Company, Canada rU] 
Rep. American Chemistry Council 

Roland E. Deike, Jr., CenterPoint Energy, Inc., TX rUT] 
Rep. Electric Light & Power GrouplEEI 

Gerald Lee Dorna, Belden Wire & Cable Co., IN [M] 
Rep. Insulated Cable Engineers Association Inc 

Randolph J. Ivans, UL LLC, NY [RT] 
Robert W. Jensen, dbi-Telecommunication Infrastructure 
Design, TX [M] 

Rep. Building Industry Consulting Services International 
Steven C. Johnson, Johnson Telecom, LLC, CA rUT] 

Rep. National Cable & Telecommunications Association 
William J. McCoy, Telco Sales, Inc., TX [U] 

Rep. Institute of Electrical & Electronics Engineers, Inc. 
Michael F. Murphy, Tntertek Testing Services, MA [RTJ 
Harold C. Ohde, IBEW-NECA Technical Institute, IL [L] 

Rep. International Brotherhood of Electrical Workers 
Thomas J. Parrish, Telgian Corporation, MI [M] 

Rep. Automatic Fire Alarm Association, Inc. 
W. Douglas Pirkle, Pirkle Electric Company, Inc., GA [1M] 

Rep. National Electrical Contractors Association 
Luigi G. Prezioso, M. C. Dean, Inc., VA [1M] 

Rep. Independent Electrical Contractors, Inc. 

Alternates 
Trevor N. Bowmer, Telcordia Technologies, NJ LU] 

(Alt. to James E. Brunssen) 
Rep. Alliance for Telecommunications Industry Solutions 

Larry Chan, City of New Orleans, LA [E] 
(Voting Alt. to lAEI Rep.) 
(Alt. to Thomas E. Moore) 
Rep. International Association of Electrical Inspectors 

Terry C. Coleman, National Joint Apprentice & Training 
Committee, TN [L] 

(Alt. to Harold C. Ohde) 
Rep. International Brotherhood of Electrical Workers 

Timothy D. Cooke, Times Fiber Communications, Inc., 
VA [UT] 

(Alt. to Steven C. Johnson) 
Rep. National Cable & Telecommunications Association 

John A. Kacperski, Tele Design Services, CA [M] 
(Alt. to Robert W. Jensen) 
Rep. Building Industry Consulting Services International 

Stanley Kaufman, CableSafe, Inc./OFS, GA [M] 
(Alt. to Gerald Lee Dorna) 
Rep. Insulated Cable Engineers Association Inc 

David M. Lettkeman, Dish Network Service, LLC, CO [1M] 
(Alt. to George Bish) 
Rep. Satellite Broadcasting & Communications 
Association 

Jack McNamara, Bosch Security Systems, NY [M] 
(Alt. to J. Robert Boyer) 
Rep. National Electrical Manufacturers Association 

David B. Schrembeck, DBS Communications, Inc., OH rIM] 
(Alt. to Luigi G. Prezioso) 
Rep. Independent Electrical Contractors, Inc. 

Anthony Tassone, UL LLC, NY [RT] 
(Alt. to Randolph 1. Ivans) 

CODE-MAKING PANEL NO. 17 

Articles 422, 424, 426, 427, 680, 682 

Donald R. Cook, Chair 
Shelby County, AL Dept of Development Services, AL [E] 

Rep. International Association of Electrical Inspectors 

Thomas V. Blewitt, UL LLC, NY [RT] 
Randal Hunter, Cooper Bussmann, NV [M] 

Rep. National Electrical Manufacturers Association 
Don W. Jhonson, Interior Electric, Inc., FL [1M] 

Rep. National Electrical Contractors Association 
Wayne E. Morris, Association of Home Appliance 
Manufacturers, DC [M] 

(VL to 422, 424) 
Jurgen Pannock, Whirlpool Corporation, TN [MJ 

Rep. Air-Conditioning, Heating, & Refrigeration Institute 
(VL to 422, 424) 

Marcos Ramirez, Hatfield-Reynolds Electric Company, AZ 
lIM] 

Rep. Independent Electrical Contractors, Inc. 
Chester L. Sandberg, Shell Exploration & Production Inc., 
CA [U] 

Rep. Institute of Electrical & Electronics Engineers, Inc. 

Ronald F. Schapp, lntertek Testing Services, OH [RT] 
Kenneth M. Shell, Tyco Thermal Controls, CA [M] 

Rep. Copper Development Association Inc. 
(VL to 426, 427) 

Ronald Sweigart, E.L duPont de Nemours & Company, Inc., 
DE [U] 

Rep. American Chemistry Council 
(VL to 422, 424, 426, 427, 682) 

Lee L. West, Newport Controls, LLC, CA [M] 
Rep. Association of Pool & Spa Professionals 
(VL to 680) 

Randy J. Yasenchak, lBEW Local Union 607, PA [L] 
Rep. International Brotherhood of Electrical Workers 
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Alternates 
Dennis L. Baker, Springs & Sons Electrical Contractors 
Inc., AZ [IMJ 

(Alt. to Marcos Ramirez) 
Rep. Independent Electrical Contractors, Inc. 

Ira "Lee" Douglas, Murfreesboro. TN [E] 
(AlL to Donald R. Cook) 
Rep. International Association of Electrical Inspectors 

E. P. Hamilton, HI, E. P. Hamilton & Associates, Inc., 
TX [M] 

(VL to 680) 
(Alt. to Lee L. West) 
Rep. Association of Pool & Spa Professionals 

Brian Myers, IBEW Local Union 98, PA [LJ 
(AIr. to Randy J. Yasenchak) 
Rep. International Brotherhood of Electrical Workers 

Stephen C. Richbourg, Gulf Power Company, FL [UTI 
(Alt. to Bruce R. Hirsch) 

Rep. Electric Light & Power Group/EEl 
Gary L. Siggins, UL LLC, CA [RTJ 

(Alt. to Thomas V. Blewitt) 
Kam Fai Siu, lntertek Testing Services, China [RT] 

(Alt. to Ronald F. Schapp) 
Marcelo E. Valdes, GE Energy Industrial Solutions, CT 1M] 

(Alt. to Randal Hunter) 
Rep. National Electrical Manufacturers Association 

Matt B. Williams, Association of Home Appliance 
Manufacturers, DC [M] 

(VL to 422, 424) 
(Alt. to Wayne E. Morris) 

Nonvoting 
Douglas A. Lee, u.s. Consumer Product Safety 
Commission, MD [C] 
Andrew M. Trotta, U.S. Consumer Product Safety 
Commission, MD [C] 

CODE-MAKING PANEL NO. 18 

Articles 393, 406, 411, 600, 605 

Bobby J. Gray, Chair 
Hoydar/Buck, Inc .. WA [1M] 

Rep. National Electrical Contractors Association 

Ron D. Alley, Northern New Mexico lEC, NM [1M] 
Rep. Independent Electrical Contractors, Inc. 

Frederick L. Carpenter', Acuity Brands Lighting, GA [M] 
Rep. National Electrical Manufacturers Association 

Kurt J. Clemente, Clark Nexsen Architecture 
& Engineering, VA [U] 

Rep. Institute of Electrical & Electronics Engineers, Inc. 
Paul CosteiJo, NECA and IBEW Local 90 JATC, CT [L] 

Rep. International Brotherhood of Electrical Workers 
Hakim Hasan, Intertek Testing Services, GA [RTJ 
Lee C. Hewitt, UL LLC, IL [RT] 
Melvyn J. Kochan, Young Electric Sign Company. NV [M] 

Rep. International Sign Association 
(VL to 600) 

Amos D. Lowrance, Jr., City of Chattanooga, Tennessee, 
TN [E] 

Rep. International Association of Electrical Inspectors 
Michael S. O'Boyle, Philips-Lightolier, MA [M] 

Rep. American Lighting Association 
(VL to 410, 411) 

Sondra K. Todd, Westar Energy, Inc., KS rUT] 
Rep. Electric Light & Power Group/EEl 

Randall K. Wright, RKW Consulting, PA [SE] 

2014 Edition NATIONAL ELECTRICAL CODE 

Alternates 
Donald Berlin, lntermatic Inc., lL [M] 

(Alt. to Michael S. O'Boyle) 
Rep. American Lighting Association 
(VL to 410, 41 I ) 

Steve Campolo, Leviton Manufacturing Company, Inc .. 
NY [M] 

(All. to Frederick L. Carpenter) 
Rep. National Electrical Manufacturers Association 

Robert T. Carlock, R. T. Carlock Company, TN [1M] 
(Alt. to Michael N. Bel') 
Rep. Independent Electrical Contractors, Inc. 

William S. Dundas, International Sign Association, VA [M] 
(Alt. to Melvyn J. Kochan) 
Rep. International Sign Association 
(VL to 600) 

Richard Hollander, City of Tucson, AZ [E] 
(All. to Amos D. Lowrance, Je) 
Rep. International Association of Electrical Inspectors 

Charles S. Kurten, UL LLC, NY [RT] 
(Alt. to Lee C.Hewitt) 

Jesse Sprinkle, lBEW Local 461, IL lL] 
(Alt. to Paul Costello) 
Rep. International Brotherhood of Electrical Workers 

Charles M. Trout, Maron Electric Company. FL [1M] 
(Alt. to Bobby J. Gray) 
Rep. National Electrical Contractors Association 

70-21 



70-22 

NATIONAL ELECTRICAL CODE COMMITTEE 

CODE-MAKING PANEL NO. 19 

Artic1es 545, 547, 550, 551, 552, 553, 555, 604, 675, and Annex D, Examples Dll and D12 

Leslie Sabin-Mercado, Chair 
San Diego Gas & Electric Company, CA rUT] 

Rep. Electric Light & Power Group/EEl 

Barry S. Bauman, Alliant Energy, WI rU J 
Rep. American Society of Agricultural & Biological 
Engineers 

Ron B. Chilton, North Carolina Department of Insurance, 
NC [EJ 

Rep. International Association of Electrical Inspectors 
Timothy Edwards, General Cable/Alcan Cable, GA [M] 

Rep. The Aluminum Association, Inc. 
Wade Elliott, Utility Services Group, Inc., WA [U] 

Rep. National Association of RV Parks & Campgrounds 
(VL to 550, 551, 552) 

Bruce A. Hopkins, Recreation Vehicle Industry Association, 
VA 1M] 

(VL to 550, 55 I, 552) 
David W. Johnson, CenTex IEC, TX [1M] 

Rep. Independent Electrical Contractors, Inc. 
Thomas R. Lichtenstein, UL LLC, IL IRTl 
Timothy P. McNeive, Thomas & Betts Corporation, TN [M] 

Rep. National Electrical Manufacturers Association 
Ronald Michaelis, South Bend & Vicinity Electrical lATC, 
IN [LJ 

Rep. International Brotherhood of Electrical Workers 
Doug Mulvaney, Kampgrounds of America, Inc., MT IU] 

(VL to 550, 551, 552, 555) 
Thomas F. Thierhcimer, Britain Electric Company, TX [IMJ 

Rep. National Electrical Contractors Association 
Michael L. Zieman, RADCO, CA rRT] 

(VL to 545, 550. 55 I, 552) 
Donald W. Zipse, Zipse Electrical Forensics, LLC, PA lUI 

Rep. Institute of Electrical & Electronics Engineers, Inc. 

Alternates 
Glenn H. Ankenhrand, Delmarva Power. MD rUT] 

(Alt. to Leslie Sabin-Mercado) 
Rep. Electric Light & Power Group/EEl 

Aisha Bajwa, Alcan Cable, a General Cable Company. CA 
1M] 

(AlL (0 Timothy Edwards) 
Rep. The Aluminum Association, Inc. 

William Bruce Bowman, Fox Systems, Inc., GA [1M] 
(All. to David W. lohnson) 
Rep. rndependent Electrical Contractors, Inc. 

Garry D. Cole, Shelby/Mansfield KOA. OH [UJ 
(AIL to Wade Elliott) 

Rep. National Association of RV Parks & Campgrounds 
(VL to 550. 55 I, 552) 

Chris Fairlee, Kampgrounds of America, Inc., MT [U] 
(AlL to Doug Mulvaney) 
(VL to 550,551. 552. 555) 

Robert J. Fick, Alliant Energy, WI [UI 
(All. to Barry S. Bauman) 

Rep. American Society of Agricultural & Biological 
Engineers 

John P. Goodsell, Hubbell Incorporated, CT 1M] 
(Alt. to Timothy P. McNeive) 
Rep. National Electrical Manufacturers Association 

Dean C. Hunter, Minnesota Department of Labor 

& Industry, MN IE] 
(AIr. to ROil B. Chilton) 

Rep. International Association of Electrical Inspectors 
Kent Perkins, Recreation Vehicle Industry Association, 
VA[M] 

(VL to 550, 551. 552) 
(AIr. to Bruce A. Hopkins) 

Raymond F. Thcker, Consulting Professional 
Engineer/RADCO. CA [RTI 

(VL to 545, 550, 551, 552) 
(Alt. to Michael L. Zieman) 

Ronald D. Weaver, Jr., North Alabama Electrical lATC, 
AL [L] 

(Alt. to Ronald Michaelis) 
Rep. International Brotherhood of Electrical Workers 

Eugene W. Wirth, UL LLC, WA [RT] 
(Alt. to Thomas R. Lichtenstein) 

NFPA Electrical Engineering Division Technical Staff 

William Burke, Division Manager 
Mark W. Earley, Chief Electrical Engineer 
Mark Cloutier, Senior Electrical Engineer 
Christopher Coache, Senior Electrical Engineer 
Michael Fontaine, Senior Electrical Engineer 

Kimberly L. Shea, Technical Projects Administrator 
Lee li~ Richardson, Senior Electrical Engineer 
Richard J. Roux, Senior Electrical Specialist 
Jean Blanc, Associate Electrical Engineer 

These lists represent the membership at the time the Committee Ivas balloted on the te.tl (~/ tlzis edition. Since that 
tirne, changes ill the membership lIlay have occurred. A ke)' to class{/icatiol1s is ./cJlInd at the front 0/ this book. 

Committee Scope: This Committee shall have primary responsibility for documents on minimizing the risk of 
electricity as a source of electric shock and as a potential ignition source of fires and explosions. It shall also be 
responsible for text to minimize the propagation of fire and explosions due to electrical installations. 

The National Electrical Code Committee proposes for adoption its Report on Proposals to NFPA 70, National 
Electrical Code. NFPA 70-2014 is published in Volume 4 of the 2013 National Fire Codes and is in separate 
pamphlet form. 

This Report has been submitted to letter ballot of the Code-Making Panels of the National Electric Code Committee 
and the results of the ballot can be found in the Report. 

This Report has also been submitted to letter ballot of the Technical Correlating Committee which consists of 12 
voting members. It was voted unanimously affirmative to release this Report. 
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ARTICLE 100 - DEFINITIONS CHAPTER 1 

Chapter 1 General 

ARTICLE 100 
Definitions 

Scope. This article contains only those definitions essential 
to the proper application of this Code. It is not intended to 
include commonly defined general terms or commonly de­
fined technical terms from related codes and standards. In 
general, only those terms that are used in two or more 
articles are defined in Article 100. Other definitions are 
included in the article in which they are used but may be 
referenced in Article 100. 

Part I of this article contains definitions intended to 
apply wherever the terms are used throughout this Code. 
Part II contains definitions applicable only to articles and 
parts of articles specifically covering installations and 
equipment operating at over 600 volts, nominal. 

I. General 

Accessible (as applied to equipment). Admitting close 

approach; not guarded by locked doors, elevation, or other 
effective means. 

Accessible (as applied to wiring methods). Capable of 
being removed or exposed without damaging the building 
structure or finish or not permanently closed in by the struc­
ture or finish of the building. 

Accessible, Readily (Readily Accessible). Capable of be­
ing reached quickly for operation, renewal, or inspections 
without requiring those to whom ready access is requisite 
to actions such as to use tools, to climb over or remove 
obstacles, or to resort to portable ladders, and so forth. 

Adjustable Speed Drive. Power conversion equipment 
that provides a means of adjusting the speed of an electric 
motor. 

Informational Note: A variable frequency drive is one type 
of electronic adjustable speed drive that controls the rota­
tional speed of an ac electric motor by controlling the fre­
quency and voltage of the electrical power supplied to the 
motor. 

Adjustable Speed Drive System. A combination of an ad­
justable speed drive, its associated motor(s), and auxiliary 
equipment. 

Ampacity. The maximum current, in amperes, that a con­
ductor can carry continuously under the conditions of use 
without exceeding its temperature rating. 

Appliance. Utilization equipment, generally other than in­
dustrial, that is normally built in standardized sizes or types 
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and is installed or connected as a unit to perform one or 

more functions such as clothes washing, air-conditioning, 
food mixing, deep frying, and so forth. 

Approved. Acceptable to the authority having jurisdiction. 

Arc-Fault Circuit Interrupter (AFCI). A device intended 
to provide protection from the effects of arc faults by rec­
ognizing characteristics unique to arcing and by function­
ing to de-energize the circuit when an arc fault is detected. 

Askarel. A generic term for a group of nonflammable syn­
thetic chlorinated hydrocarbons used as electrical insulating 
media. 

Informational Note: Askarels of varioLls compositional 
types are used. Under arcing conditions, the gases pro­
duced, while consisting predominantly of noncombustible 
hydrogen chloride, can include varying amounts of com­
bustible gases, depending on the askarel type. 

Attachment Plug (Plug Cap) (Plug). A device that, by 
insertion in a receptacle, establishes a connection between 
the conductors of the attached flexible cord and the conduc­
tors connected permanently to the receptacle. 

Authority Having Jurisdiction (AH.}). An organization, 

office, or individual responsible for enforcing the require­
ments of a code or standard, or for approving equipment, 
materials, an installation, or a procedure. 

fnformational Note: The phrase "authority having jurisdic­
tion," or its acronym AHJ, is used in NFPA documents in a 
broad manner, since jurisdictions and approval agencies 
vary, as do their responsibilities. Where public safety is 
primary, the authority having jurisdiction may be a federal, 
state, locaL or other regional department or individual such as 
a fire chief; fire marshal; chief of a fire prevention bureau, 
labor depat1ment, or health depattment; building ofticial; elec­
trical inspector; or others having statutory authority. For insur­
ance purposes, an insurance inspection department, rating bu­
reau, or other insurance company representative may be the 
authority having jurisdiction. In many circumstances, the 
property owner or his or her designated agent assumes the role 
of the authority having jurisdiction; at government installa­
tions, the commanding officer or departmental ofticial may be 
the authority having jurisdiction. 

Automatic. Performing a function without the necessity of 
human intervention. 

Bathroom. An area including a basin with one or more of 
the following: a toilet, a urinal, a tub, a shower, a bidet, or 
similar plumbing fixtures. 

Battery System. Interconnected battery subsystems con­
sisting of one or more storage batteries and battery charg­
ers, and can include inverters, converters, and associated 
electrical equipment. 
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Bonded (Bonding). Connected to establish electrical con­
tinuity and conductivity. 

Bonding Conductor or Jumper. A reliable conductor to 
ensure the required electrical conductivity between metal 
parts required to be electrically connected. 

Bonding Jumper, Equipment. The connection between two 
or more p011ions of the equipment grounding conductor. 

Bonding Jumper, Main. The connection between the 
grounded circuit conductor and the equipment grounding 
conductor at the service. 

Bonding Jumper, System. The connection between the 
grounded circuit conductor and the supply-side bonding 
jumper, or the equipment grounding conductor, or both, at a 
separately derived system. 

Branch Circuit. The circuit conductors between the final 
overcurrent device protecting the circuit and the outIet(s). 

Branch Circuit, Appliance. A branch circuit that supplies 
energy to one or more outlets to which appliances are to be 
connected and that has no permanently connected lumi­
naires that are not a part of an appliance. 

Branch Circuit, General-Purpose. A branch circuit that 
supplies two or more receptacles or outlets for lighting and 
appliances. 

Branch Circuit, Individual. A branch circuit that supplies 
only one utilization equipment. 

Branch Circuit, Multiwire. A branch circuit that consists 
of two or more ungrounded conductors that have a voltage 
between them, and a grounded conductor that has equal 
voltage between it and each ungrounded conductor of the 
circuit and that is connected to the neutral or grounded 
conductor of the system. 

Building. A structure that stands alone or that is cut off 
from adjoining structures by fire walls with all openings 
therein protected by approved fire doors. 

Cabinet. An enclosure that is designed for either surface 
mounting or flush mounting and is provided with a frame, 
mat, or tril11 in which a swinging door or doors are or can 
be hung. 

Cable Routing Assembly. A single channel or connected 
multiple channels, as well as associated fittings, forming a 
structural system that is used to support and route commu­
nications wires and cables, optical fiber cables, data cables 
associated with information technology and communica­
tions equipment, Class 2 and Class 3 cables, and power­
limited fire alarm cables. 

Charge Controller. Equipment that controls dc voltage or 
dc CUlTent, or both, and that is used to charge a battery or 
other energy storage device. 
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Circuit Breaker. A device designed to open and close a 
circuit by nonautomatic means and to open the circuit au­
tomatically on a predetermined overcurrent without damage 
to itself when properly applied within its rating. 

Informational Note: The automatic opening means can be 
integral, direct acting with the circuit breaker, or remote 
from the circuit breaker. 

Adjustable (as applied to circuit breakers). A qualifying 
term indicating that the circuit breaker can be set to trip at 
various values of current, time, or both, within a predeter­
mined range. 

Instantaneous Trip (as applied to circuit breakers). A 
qualifying term indicating that no delay is purposely intro­
duced in the tripping action of the circuit breaker. 

Inverse Tirne (as applied to circuit breakers). A qualifying 
term indicating that there is purposely introduced a delay in 
the tripping action of the circuit breaker, which delay de­
creases as the magnitude of the current increases. 

Nonadjustable (as applied to circuit breakers). A quali­
fying term indicating that the circuit breaker does not have 
any adjustment to alter the value of the current at which it 
will trip or the time required for its operation. 

Setting (of circuit breakers). The value of current, time, or 
both, at which an adjustable circuit breaker is set to trip. 

Clothes Closet. A nonhabitable room or space intended 
primarily for storage of garments and apparel. 

Communications Equipment. The electronic equipment 
that performs the telecommunications operations for the 
transmission of audio, video, and data, and includes power 
equipment (e.g., de converters, inverters, and batteries), 
technical support equipment (e.g., computers), and conduc­
tors dedicated solely to the operation of the equipment. 

Communications Raceway. An enclosed channel of non­
metallic materials designed expressly for holding commu­
nications wires and cables, typically communications wires 
and cables and optical fiber and data (Class 2 and Class 3) 
in plenum, riser, and general-purpose applications. 

Concealed. Rendered inaccessible by the structure or finish 
of the building. 

Informational Note: Wires in concealed raceways are con­
sidered concealed, even though they may become acces­
sible by withdrawing them. 

Conductor, Bare. A conductor having no covering or elec­
trical insulation whatsoever. 

Conductor, Covered. A conductor encased within material 
of composition or thickness that is not recognized by this 
Code as electrical insulation. 

Conductor, Insulated. A conductor encased within mate­
rial of composition and thickness that is recognized by this 
Code as electrical insulation. 
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Conduit Body_ A separate portion of a conduit or tubing 
system that provides access through a removable cover(s) 
to the interior of the system at a junction of two or more 
sections of the system or at a terminal point of the system. 

Boxes such as FS and FD or larger cast or sheet metal 
boxes are not classified as conduit bodies. 

Connector, Pressure (Solderless). A device that estab­
lishes a connection between two or more conductors or 
between one or more conductors and a terminal by means 
of mechanical pressure and without the use of solder. 

Continuous Load. A load where the maximum current is 
expected to continue for 3 hours or more. 

Control Circuit. The cirJ;.:uit of a control apparatus .or sys­
tem that ca,rri<;is the electric signals directing the. perfor­
mance of the controller but does nor carry the main power 
current. 

Controller. A device or group of devices that serves to 
govern, in some predetermined manner, the electric power 
delivered to the apparatus to which it is connected. 

Cooking Unit, Counter-Mounted. A cooking appliance 
designed for mounting in or on a counter and consisting of 
one or more heating elements, internal wiring, and built-in 
or mountable controls. 

Coordination (Selective). Localization of an overcun-ent 
condition to restrict outages to the circuit or equipment 
affected, accomplished by the selection and installation of 
overcurrent protecti ve devices and their ratings or settings 
for the full range of available overcurrents, from overload 
to the maximum available fault current, and for the fun 
range of overcurrent protective device· opening lhiles asso­
ciated with those overcurrents. 

Copper-Clad Aluminum Conductors. Conductors drawn 
from a copper-clad aluminum rod, with the copper metal­
lurgically bonded to an aluminum core, where the copper 
forms a minimum of 10 percent of the cross-sectional area 
of a solid conductor or each strand of a stranded conductor. 

Cutout Box. An enclosure designed for surface mounting 
that has swinging doors or covers secured directly to and 
telescoping with the walls of the box proper. 

Dead Front. Without live parts exposed to a person on the 
operating side of the equipment. 

Demand Factor. The ratio of the maximum demand of a 
system, or part of a system, to the total connected load of a 
system or the part of the system under consideration. 

Device. A unit of an electrical system, other than a conduc.., 
tor, that carries or controls electric energy as its principal 
function. 

Disconnecting Means. A device, or group of devices, or 
other means by which the conductors of a circuit can be 
disconnected from their source of supply. 
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Dusttight. Constructed so that dust will not enter the en­
closing case under specified test conditions. 

Duty, Continuous. Operation at a substantially constant 
load for an indefinitely long time. 

Duty, Intermittent. Operation for alternate intervals of (1) 
load and no load; or (2) load and rest; or (3) load, no load, 
and rest. 

Duty, Periodic. Intermittent operation in which the load 
conditions are regularly reCUlTent. 

Duty, Short-Time. Operation at a substantially constant 
load for a short and definite, specified time. 

Duty, Varying. Operation at loads, and for intervals of 
time, both of which may be subject to wide variation. 

Dwelling, One-Family. A building that consists solely of 
one dwelling unit. 

Dwelling, Two-Family. A building that consists solely of 
two dwelling units. 

Dwelling, Multifamily. A building that contains three or 
more dwelling units. 

Dwelling Unit. A single unit, providing complete and in­
dependent living facilities for one or more persons, includ­
ing permanent provisions for living, sleeping, cooking, and 
sanitation. 

Effective Ground-Fault Current Path. An intentionally 
constructed, low-impedance electrically conductive path 
designed and intended to carry CUlTent under ground-fault 
conditions from the point of a ground· fault on a wiring 
system to the electrical supply source and that facilitates 
the operation of the overcurrent protective device or 
ground-fault detectors. 

Electric Power Production and Distribution Network. 
Power production, distribution, and utilization equipment 
and facilities, such as electric utility systems that deli vel' 
electric power to the connected loads, that are external to 
and not controlled by an interactive system. 

Electric Sign. A fixed, stationary, or portable self­
contained, electrically illuminated utilization equipment 
with words or symbols designed to convey information or 
attract attention. 

Electric-Discharge Lighting. Systems of illumination uti­
lizing fluorescent lamps, high-intensity discharge (HID) 
lamps, or neon tubing. 

Electronically Actuated Fuse. An overcurrent protective 
device that generally consists of a control module that pro­
vides current-sensing, electronically deIived time-current 
characteIistics, energy to initiate tripping, and an interrupting 
module that interrupts current when an overcurrent occurs. 
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Such fuses mayor may not operate in a current-limiting fash­
ion, depending on the type of control selected. 

Enclosed. Surrounded by a case, housing, fence, or walles) 
that prevents persons from accidentally contacting ener­
gized parts. 

Enclosure. The case or housing of apparatus, or the fence 
or walls surrounding an installation to prevent personnel 
from accidentally contacting energized parts or to protect 
the equipment from physical damage. 

Informational Note: See Table 110.28 for examples of en­
closure types. 

Energized. Electrically connected to, or is, a source of 
voltage. 

Equipment. A general term, including fittings, devices, appli­
ances, luminaires, apparatus, machinery, and the like used as a 
part of, or in connection with, an electrical installation. 

Explosionproof Equipment. Equipment enclosed in a case 
that is capable of withstanding an explosion of a specified 
gas or vapor that may occur within it and of preventing the 
ignition of a specified gas or vapor surrounding the enclo­
sure by sparks, flashes, or explosion of the gas or vapor 
within, and that operates at such an external temperature 
that a surrounding flammable atmosphere will not be ig­
nited thereby. 

Informational Note: For further information, see 
ANSIIUL 1203-2009, E\plosion-Proqf and Dllst-Ignition­
Pro(~l Electr;c'al Eqllipment for Use ill Hazardous (Classi­
fied) Locatiof/s. 

Exposed (as applied to live parts). Capable of being in­
advertently touched or approached nearer than a safe dis­
tance by a person, 

Informational Note: This term applies to parts that are not 
suitably guarded, isolated, or insulated. 

Exposed (as applied to wiring methods), On or attached 
to the surface or behind panels designed to allow access. 

Externally Operable. Capable of being operated without 
exposing the operator to contact with live parts. 

Feeder. All circuit conductors between the service equip­
ment, the source of a separately derived system, or other 
power supply source and the final branch-circuit overcur­
rent device. 

Festoon Lighting. A string of outdoor lights that is sus­
pended between two points. 

Fitting. An accessory such as a locknut, bushing, or other 
part of a wiring system that is intended primarily to per­
form a mechanical rather than an electrical function. 
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Garage. A building or portion of a building in which one or 
more self-propelled vehicles can be kept for use, sale, stor­
age, rental, repair, exhibition, or demonstration purposes. 

Informational Note: For commercial garages, repair and 
storage, see Article 511. 

Ground. The earth. 

Ground Fault. An unintentional, electrically conductive 
connection between an ungrounded conductor of an electri­
cal circuit and the normally non-cunent-carrying conduc­
tors, metallic enclosures, metallic raceways, metallic equip­
ment or earth. 

Grounded (Grounding). Connected (connecting) to 
ground or to a conductive body that extends the ground 
connection. 

Grounded, Solidly. Connected to ground without inserting 
any resistor or impedance device. 

Grounded Conductor. A system or circuit conductor that 
is intentionally grounded. 

Ground-Fault Circuit Interrupter (GFCI). A device in­
tended for the protection of personnel that functions to de­
energize a circuit or portion thereof within an established 
period of time when a current to ground exceeds the values 
established for a Class A device. 

Informational Note: Class A ground-fault circuit interrupt­
ers trip when the current to ground is 6 mA or higher and 
do not trip when the current to ground is less than 4 rnA. 
For further information, see UL 943, Standardfor Ground­
F{{ult Circuit Interrupters. 

Ground-Fault Current Path. An electrically conductive 
path from the point of a ground fault on a wiring system 
through normally non-'current-carrying conductors, equip­
ment, or the earth to the electrical supply source. 

Informational Note: Examples of ground-fault current paths 
are any combination of equipment grounding conductors, me­
tallic raceways, metallic cable sheaths, electrical equipment, 
and any other electrically conductive matelial such as metal, 
water, and gas piping; steel framing members; stucco· mesh; 
metal ducting; reinforcing steel; shields of communications 
cables; and the earth itself. 

Ground-Fault Protection of Equipment. A system in­
tended to provide protection of equipment from damaging 
line-to-ground fault currents by operating to cause a discon­
necting means to open all ungrounded conductors of the 
faulted circuit. This protection is provided at current levels less 
than those required to protect conductors from damage 
through the operation of a supply circuit overcurrent device. 

Grounding Conductor, Equipment (EGC). The conduc­
tive path(s) that provides a ground-fault cunent path and con­
nects normally non-current-carrying metal parts of equipment 
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together and to the system grounded conductor or to the 
grounding electrode conductor, or both. 

Informational Note No.1: It is recognized that the equip­
ment grounding conductor also performs bonding. 

Informational Note No.2: See 250.118 for a list of accept­
able equipment grounding conductors. 

Grounding Electrode. A conducting object through which 
a direct connection to earth is established. 

Grounding Electrode Conductor. A conductor used to 
connect the system grounded conductor or the equipment to 
a grounding electrode or to a point on the grounding elec­

trode system. 

Guarded. Covered, shielded, fenced, enclosed, or other­

wise protected by means of suitable covers, casings, barri­
ers, rails, screens, mats, or platforms to remove the likeli­
hood of approach or contact by persons or objects to a point 
of danger. 

Guest Room. An accommodation combining living, sleep­
ing, sanitary, and storage facilities within a compartment. 

Guest Suite. An accommodation with two or more con­
tiguous rooms comprising a compartment, with or without 
doors between such rooms, that provides living, sleeping, 
sanitary, and storage facilities. 

Handhole Enclosure. An enclosure for use in underground 
systems, provided with an open or closed bottom, and sized 
to allow personnel to reach into, but not enter, for the pur­
pose of installing, operating, or maintaining equipment or 
wiring or both. 

Hermetic Refrigerant Motor.Compressor. A combina­
tion consisting of a compressor and motor, both of which 
are enclosed in the same housing, with no external shaft or 
shaft seals, with the motor operating in the refrigerant. 

Hoistway. Any shaftway, hatchway, well hole, or other ver­
tical opening or space in which an elevator or dumbwaiter 
is designed to operate. 

Hybrid System. A system comprised of multiple power 
sources. These power sources could include photovoltaic, 
wind, micro-hydro generators, engine-driven generators, 
and others, but do not include electric power production 
and distribution network systems. Energy storage systems 
such as batteries, flywheels, or superconducting magnetic 
storage equipment do not constitute a power source for the 
purpose of this definition. The energy regenerated by an 
overhauling (descending) elevator does not constitute a 
power source for the purpose of this definition. 

Identified (as applied to equipment). Recognizable as 
suitable for the specific purpose, function, use, environ­
ment, application, and so forth, where described in a par­
ticular Code requirement. 
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Informational Note: Some examples of ways to determine 
suitability of equipment for a specific purpose, environ­
ment, or application include investigations by a qualified 
testing laboratory (listing and labeling), an inspection 
agency, or other organizations concerned with product 
evaluation. 

In Sight From (Within Sight From, Within Sight). 
Where this Code specifies that one equipment shall be "in 
sight from," "within sight ii'om," or "within sight of," and so 
forth, another equipment, the specified equipment is to be vis­
ible and not more than 15 m (50 ft) distant from the other. 

Industrial Control Panel. An assembly of two or more 
components consisting of one of the following: (1) power 
circuit components only, such as motor controllers, over­

load relays, fused disconnect switches, and circuit breakers; 

(2) control circuit components only, such as push buttons, 
pilot lights, selector switches, timers, switches, and control 
relays~ (3) a combination of power and control circuit com­
ponents. These components, with associated wiring and ter­

minals, are mounted on, or contained within, an enclosure 
or mounted on a subpanel. 

The industrial control paneJ does not include the con­

trolled equipment. 

Interactive System. An electric power production system 
that is operating in parallel with and capable of delivering 
energy to an electric primary source supply system. 

Interrupting Rating. The highest current at rated voltage 
that a device is identified to interrupt under standard test 
conditions. 

Informational Note: Equipment intended to interrupt cur­
rent at other than fault levels may have its interrupting 
rating implied in other ratings, such as horsepower or 
locked rotor current. 

Intersystem Bonding Termination. A device that pro­
vides a means for connecting intersystem bonding conduc­
tors for communications systems to the grounding electrode 
system. 

Isolated (as applied to location). Not readily accessible 
to persons unless special means for access are used. 

Kitchen. An area with a sink and permanent provisions for 
food preparation and cooking. 

Labeled. Equipment or materials to which has been at­
tached a label, symbol, or other identifying mark of an 
organization that is acceptable to the authority having juris­
diction and concerned with product evaluation, that main­
tains periodic inspection of production of labeled equip­
ment or materials, and by whose labeling the manufacturer 
indicates compliance with appropriate standards or perfor­
mance in a specified manner. 

Lighting Outlet. An outlet intended for the direct connec­
tion of a lampholder or luminaire. 
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Lighting Track (Track Lighting). A manufactured assem­
bly designed to support and energize luminaires that are 
capable of being readily repositioned on the track. Its 
length can be altered by the addition or subtraction of sec­
tions of track. 

Listed. Equipment, materials, or services included in a list 
published by an organization that is acceptable to the au­

thority having jurisdiction and concerned with evaluation 
of products or services, that maintains periodic inspection 
of production of listed equipment or materials or periodic 
evaluation of services, and whose listing states that either 
the equipment, material, or service meets appropriate des­
ignated standards or has been tested and found suitable for 
a specified purpose. 

Informational Note: The means for identifying listed 
equipment may vary for each organization concerned with 
product evaluation, some of which do not recognize equip­
ment as listed unless it is also labeled. Use of the system 
employed by the listing organization allows the authority 
having jurisdiction to identify a listed product. 

Live Parts. Energized conductive components. 

Location, Damp. Locations protected from weather and 

not subject to saturation with water or other liquids but 
subject to moderate degrees of moisture. 

Informational Note: Examples of such locations include 
partially protected locations under canopies, marquees, 
roofed open porches, and like locations, and interior loca­
tions subject to moderate degrees of moisture, such as some 
basements, some barns, and some cold-storage warehouses. 

Location, Dry. A location not normally subject to damp­
ness or wetness. A location classified as dry may be tem­
porarily subject to dampness or wetness, as in the case of a 
building under construction. 

Location, Wet. Installations underground or in concrete 
slabs or masonry in direct contact with the earth; in loca­
tions subject to saturation with water or other liquids, such 
as vehicle washing areas; and in unprotected locations ex­
posed to weather. 

Luminaire. A complete lighting unit consisting of a light 
source such as a lamp or lamps, together with the parts 
designed to position the light source and connect it to the 
power supply. It may also include parts to protect the light 
source or the ballast or to distribute the light. A lampholder 
itself is not a luminaire. 

Motor Control Center. An assembly of one or more en­

closed sections having a common power bus and princi­
pally containing motor control units. 

Multioutlet Assembly. A type of surface, flush, or free-­
standing raceway designed to hold conductors and recep­
tacies, assembled in the field or at the factory. 
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Neutral Conductor. The conductor connected to the neu­

tral point of a system that is intended to carry current under 
normal conditions. 

Neutral Point. The common point on a wye-connection in a 

polyphase system or midpoint on a single-phase, 3-wire sys­
tem, or midpoint of a single-phase portion of a 3-phase delta 
system, or a midpoint of a 3-wire, direct-current system. 

Informational Note: At the neutral point of the system, the 
vectorial sum of the nominal voltages from all other phases 
within the system that utilize the neutral, with respect to the 
neutral point, is zero potential. 

Nonautomatic. Requiring human intervention to perform a 
function. 

Nonlinear Load. A load where the wave shape of the 
steady-state current does not follow the wave shape of the 
applied voltage. 

Informational Notc: Electronic equipment, electronic/ 
electric-discharge lighting, adjustable-speed drive sys­
tems, and similar equipment may be nonlinear loads. 

Outlet. A point on the wiring system at which current is 
taken to supply utilization equipment. 

Outline Lighting. An arrangement of incandescent lamps, 
electric-discharge lighting, or other electrically powered light 
sources to outline or call attention to certain features such as 
the shape of a building or the decoration of a window. 

Overcurrent. Any current in excess of the rated current of 
equipment or the ampacity of a conductor. It may result 
from overload, short circuit, or ground fault. 

Informational Note: A current in excess of rating may be 
accommodated by certain equipment and conductors for a 
given set of conditions. Therefore, the rules for overcurrent 
protection are specific for particular situations. 

Overcurrent Protective Device, Branch-Circuit. A device 
capable of providing protection for service, feeder, and branch 

circuits and equipment over the full range of overcurrents be­
tween its rated current and its inten"upting rating. Such devices 
are provided with intelTupting ratings appropriate for the in­

tended use but no less than 5000 amperes. 

Overcurrent Protective Device, Supplementary. A de­

vice intended to provide limited overcurrent protection for 
specific applications and utilization equipment such as lu­

minaires and appliances. This limited protection is in addi­
tion to the protection provided in the required branch cir­
cuit by the branch-circuit overcurrent protective device. 

Overload. Operation of equipment in excess of normal, 
full-load rating, or of a conductor in excess of rated ampac­
ity that, when it persists for a sufficient length of time, 
would cause damage or dangerous overheating. A fault, 

such as a short circuit or ground fault, is not an overload. 
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Panelboard. A single panel or group of panel units de­
signed for assembly in the form of a single panel, including 
buses and automatic overcurrent devices, and equipped 
with or without switches for the control of light, heat, or 
power circuits; designed to be placed in a cabinet or cutout 
box placed in or against a wall, partition, or other support; 
and accessible only from the front. 

Photovoltaic (PV) System. The total components and sub­
system that, in combination, convert solar energy into elec­
tric energy suitable for connection to a utilization load. 

Plenum. A compartment or chamber to which one or more 
air ducts are connected and that forms part of the air distri­
bution system. 

Power Outlet. An enclosed assembly that may include re­
ceptacles, circuit breakers, fuseholders, fused switches, 
buses, and watt-hour meter mounting means; intended to 
supply and control power to mobile homes, recreational 
vehicles, park trailers, or boats or to serve as a means for 
distributing power required to operate mobile or tempo­
rarily installed equipment. 

Premises Wiring (System). Interior and exterior wmng, 
including power, lighting, control, and signal circuit wiring 
together with all their associated hardware, fittings, and 
wiring devices, both permanently and temporarily installed. 
This includes (a) wiring from the service point or power 
source to the outlets or (b) wiring from and including the 
power source to the outlets where there is no service point. 

Such wiring does not include wiring internal to appli­
ances, luminaires, motors, controllers, motor control cen­
ters, and similar equipment. 

Informational Note: Power sources include, but are not 
limited to, interconnected or stand-alone batteries, solar 
photovoltaic systems, other distributed generation systems, 
or generators. 

Qualified Person. One who has skills and knowledge re­
lated to the construction and operation of the electrical 
equipment and installations and has received safety training 
to recognize and avoid the hazards involved. 

Informational Note: Refer to NFPA 70E-2012, Standard 
for Electrical Safety in the Workplace, for electrical safety 
training requirements. 

Raceway. An enclosed channel of metallic or nonmetallic 
materials designed expressly for holding wires, cables, or bus­
bars, with additional functions as permitted in this Code. 

Informational Note: A raceway is identified within specific 
article definitions. 

Rainproof. Constructed, protected, or treated so as to pre­
vent rain from interfering with the successful operation of 
the apparatus under specified test conditions. 
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Raintight. Constructed or protected so that exposure to a 
beating rain will not result in the entrance of water under 
specified test conditions. 

Receptacle. A receptacle is a contact device installed at the 
outlet for the connection of an attachment plug. A single 
receptacle is a single contact device with no other contact 
device on the same yoke. A multiple receptacle is two or 
more contact devices on the same yoke. 

Receptacle Outlet. An outlet where one or more recep­
tacles are installed. 

Remote-Control Circuit. Any electrical circuit that controls 
any other circuit through a relay or an equivalent device. 

Retrofit Kit. A general term for a complete subassembly 
of parts and devices for field conversion of utilization 
equipment. 

Sealable Equipment. Equipment enclosed in a case or 
cabinet that is provided with a means of sealing or locking 
so that live parts cannot be made accessible without open­
ing the enclosure. 

Informational Note: The equipment mayor may not be 
operable without opening the enclosure. 

Separately Derived System. An electrical source, other 
than a service, having no direct connection(s) to circuit 
conductors of any other electrical source other than those 
established by grounding and bonding connections. 

Service. The conductors and equipment for delivering elec­
tric energy from the serving utility to the wiring system of 
the premises served. 

Service Cable. Service conductors made up in the form of 
a cable. 

Service Conductors. The conductors from the service point 
to the service disconnecting means. 

Service Conductors, Overhead. The overhead conductors 
between the service point and the first point of connection 
to the service-entrance conductors at the building or other 
structure. 

Service Conductors, Underground. The underground con­
ductors between the service point and the fIrst point of con­
nection to the service-entrance conductors in a terminal box, 
meter, or other enclosure, inside or outside the building wall. 

Informational Note: Where there is no terminal box, meter, 
or other enclosure, the point of connection is considered to 
be the point of entrance of the service conductors into the 
building. 

Service Drop. The overhead conductors between the utility 
electric supply system and the service point. 
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Service-Entrance Conductors, Overhead System. The 
service conductors between the terminals of the service 
equipment and a point usually outside the building, clear of 
building walls, where joined by tap or splice to the service 
drop or overhead service conductors. 

Service-Entrance Conductors, Underground System. 
The service conductors between the terminals of the service 
equipment and the point of connection to the service lateral 
or underground service conductors. 

Informational Note: Where service equipment is located 
outside the building walls, there may be no service­
entrance conductors or they may be entirely outside the 
building. 

Service Equipment. The necessary equipment, usually con­
sisting of a circuit breaker(s) or switch(es) and fuse(s) and 
their accessories, connected to the load end of service conduc­
tors to a building or other structure, or an otherwise designated 
area, and intended to constitute the main control and cutoff of 
the supply. 

Service Lateral. The underground conductors between the 
utility electric supply system and the service point. 

Service Point. The point of connection between the facili­
ties of the serving utility and the premises wiring. 

Informational Note: The service point can be described as 
the point of demarcation between where the serving utility 
ends and the premises wiring begins. The serving utility 
generally specifies the location of the service point based 
on the conditions of service. 

Short-Circuit Current Rating. The prospective symmetri­
cal fault current at a nominal voltage to which an apparatus 
or system is able to be connected without sustaining dam­
age exceeding defined acceptance criteria. 

Show Window. Any window used or designed to be used 
for the display of goods or advertising material, whether it 
is fully or partly enclosed or entirely open at the rear and 
whether or not it has a platform raised higher than the street 
floor level. 

Signaling Circuit. Any electrical circuit that energizes sig­
naling equipment. 

Special Permission. The written consent of the authority 
having jurisdiction. 

Structure. That which is built or constructed. 

Substation. An enclosed assemblage of equipment (e.g., 
switches, interrupting devices, circuit breakers, buses, and 
transformers) through which electric energy is passed for 
the purpose of distribution, switching, or modifying its 
characteristics. 

Surge Arrester. A protective device for limiting surge volt­
ages by discharging or bypassing surge current; it also pre-
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vents continued flow of follow current while remaining ca­
pable of repeating these functions. 

Surge-Protective Device (SPD). A protective device for 
limiting transient voltages by diverting or limiting surge 
current; it also prevents continued flow of follow current 
while remaining capable of repeating these functions and is 
designated as follows: 

Type 1: Permanently connected SPDs intended for in­
stallation between the secondary of the service transformer 
and the line side of the service disconnect overcurrent 
device. 

Type 2: Permanently connected SPDs intended for in­
stallation on the load side of the service disconnect over­
current device, including SPDs located at the branch panel. 

Type 3: Point of utilization SPDs. 
Type 4: Component SPDs, including discrete compo­

nents, as well as assemblies. 

Informational Note: For further information on Type I, 
Type 2, Type 3, and Type 4 SPDs, see UL 1449, Standard 
for Surge Protective Devices. 

Switch, Bypass Isolation. A manually operated device 
used in conjunction with a transfer switch to provide a 
means of directly connecting load conductors to a power 
source and of disconnecting the transfer switch. 

Switch, General-Use. A switch intended for use in general 
distribution and branch circuits. It is rated in amperes, and 
it is capable of intenupting its rated current at its rated 
voltage. 

Switch, General-Use Snap. A form of general-use switch 
constructed so that it can be installed in device boxes or on 
box covers, or otherwise used in conjunction with wiring 
systems recognized by this Code. 

Switch, Isolating. A switch intended for isolating an elec­
trical circuit from the source of power. It has no intenupt­
ing rating, and it is intended to be operated only after the 
circuit has been opened by some other means. 

Switch, Motor-Circuit. A switch rated in horsepower that 
is capable of intenupting the maximum operating overload 
cunent of a motor of the same horsepower rating as the 
switch at the rated voltage. 

Switch, Transfer. An automatic or nonautomatic device for 
transfening one or more load conductor connections from 
one power source to another. 

Switchboard. A large single panel, frame, or assembly of 
panels on which are mounted on the face, back, or both, 
switches, overcurrent and other protective devices, buses, 
and usually instruments. These assemblies are generally 
accessible from the rear as well as from the front and are 
not intended to be installed in cabinets. 
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Switchgear. An assembly completely enclosed on all sides 
and top with sheet metal (except for ventilating openings 
and inspection windows) and containing primary power cir­
cuit switching, interrupting devices, or both, with buses and 
connections. The assembly may include control and auxil­
iary devices. Access to the interior of the enclosure is pro­
vided by doors, removable covers, or both. 

Informatiomtl Note: All switchgear subject to NEe re­
quirements is metal enclosed. Switchgear rated below 1000 
V or less may be identified as "low-voltage power circuit 
breaker switchgear.~' Switchgear rated over 1000 V may be 
identified as "metal-enclosed switchgear" or "metal-clad 
switchgear." Switchgear is available in non-arc-resistant or 
arc-resistant constructions. 

Thermal Protector (as applied to motors). A protective 
device for assembly as an integral part of a motor or motor­
compressor that, when properly applied, protects the motor 
against dangerous overheating due to overload and failure 
to start. 

Informational Note: The thermal protector may consist of 
one or more sensing elements integral with the motor or 
motor-compressor and an external control device. 

Thermally Protected (as applied to motors), The words 
Thermally Protected appearing on the nameplate of a motor 
Of motor-compressor indicate that the motor is provided 
with a thermal protector. 

Ungrounded. Not connected to ground or to a conductive 
body that extends the ground connection. 

Uninterruptible Power Supply. A power supply used to 
provide alternating current power to a load for some period 
of time in the event of a power failure. 

Informational Note: In addition, it may provide a more 
constant voltage and frequency supply to the load, reducing 
the effects of voltage and frequency variations. 

Utility-Interactive Inverter. An inverter intended for use 
in parallel with an electric utility to supply common loads 
that may deliver power to the utility. 

Utilization Equipment. Equipment that utilizes electric 
energy for electronic, electromechanical, chemical, heating, 
lighting, or similar purposes. 

Ventilated. Provided with a means to permit circulation of 
air sufficient to remove an excess of heat, fumes, or vapors. 

Volatile Flammable Liquid. A flammable liquid having a 
flash point below 38°C (100°F), Of a flammable liquid 
whose temperature is above its flash point, or a Class II 
combustible liquid that has a vapor pressure not exceeding 
276 kPa (40 psia) at 38°C (100°F) and whose temperature 
is above its flash point. 

Voltage (of a circuit). The greatest root-mean-square (rms) 
(effective) difference of potential between any two conduc­
tors of the circuit concerned. 
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Informational Note: Some systems, such as 3-phase 
4-wire, single-phase 3-wire, and 3-wire direct current, may 
have variolls circuits of various voltages. 

Voltage, Nominal. A nominal value assigned to a circuit or 
system for the purpose of conveniently designating its volt­
age class (e.g., 120/240 volts, 480Y1277 volts, 600 volts). 

Informational Note No. ]: The actual voltage at which a 
circuit operates can vary from the nominal within a range 
that permits satisfactory operation of equipment. 

lnformational Note No.2: See ANSI C84.1-2006, 'Voltage 
Ratings for Electric Power Systems and Equipment (60 Hz). 

Voltage to Ground. For grounded circuits, the voltage be­
tween the given conductor and that point or conductor of 
the circuit that is grounded; for ungrounded circuits, the 
greatest voltage between the given conductor and any other 
conductor of the circuit. 

Watertight. Constructed so that moisture will not enter the 
enclosure under specified test conditions. 

Weatherproof. Constructed or protected so that exposure 
to the weather will not interfere with successful operation. 

Informational Note: Rainproof, raintight, or watertight 
equipment can fulfill the requirements for weatherproof 
where varying weather conditions other than wetness, such 
as snow, ice, dust, or temperature extremes, are not a factor. 

n. Over 600 Volts, Nominal 

Part II contains definitions applicable only to the articles 
and parts of articles specifically covering installations and 
equipment operating at over 600 volts, nominal. 

The definitions in Part I are intended to apply wherever 
the terms are used throughout this Code. The definitions in 
Part II are applicable only to articles and parts of articles 
specifically covering installations and equipment operating 
at over 600 volts, nominal. 

Electronically Actuated Fuse. An overcurrent protective 
device that generally consists of a control module that pro­
vides current sensing, electronically derived time-current 
characteristics, energy to initiate tripping, and an interrupt­
ing module that interrupts current when an overcurrent oc­
curs. Electronically actuated fuses mayor may not operate 
in a current-limiting fashion, depending on the type of con­
trol selected. 

Fuse. An overcurrent protective device with a circuit­
opening fusible part that is heated and severed by the pas­
sage of overcurrent through it. 

Informational Note: A fuse comprises all the parts that 
form a unit capable of performing the prescribed functions. 
It mayor may not be the complete device necessary to 

connect it into an electrical circuit. 

70-35 



110.1 ARTICLE 110 - REQUIREMENTS FOR ELECTRICAL INSTALLATIONS 

Controlled Vented Pmver Fuse. A fuse with provision for 
controlling discharge circuit interruption such that no solid 
material may be exhausted into the surrounding atmosphere. 

Informational Note: The fuse is designed so that dis­
charged gases will not ignite or damage insulation in the 
path of the discharge or propagate a flashover to or between 
grounded members or conduction members in the path of 
the discharge where the distance between the vent and such 
insulation or conduction members conforms to manufactur­
er's recommendations. 

Expulsion Fuse Unit (Expulsion Fuse). A vented fuse unit 
in which the expulsion effect of gases produced by the arc 
and lining of the fuseholder, either alone or aided by a 
spring, extinguishes the arc. 

Nonvented Power Fuse. A fuse without intentional provi­
sion for the escape of arc gases, liquids, or solid particles to 
the atmosphere during circuit interruption. 

Power Fuse Unit. A vented, nonvented, or controlled 
vented fuse unit in which the arc is extinguished by being 
drawn through solid material, granular material, or liquid, 
either alone or aided by a spring. 

Vented Power Fuse. A fuse with provision for the escape 
of arc gases, liquids, or solid particles to the surrounding 
atmosphere during circuit interruption. 

Multiple Fuse. An assembly of two or more single-pole 
fuses. 

Switching Device. A device designed to close, open, or 
both, one or more electrical circuits. 

Circuit Breaker: A switching device capable of making, 
carrying, and interrupting currents under normal circuit 
conditions, and also of making, carrying for a specified 
time, and interrupting currents under specified abnormal 
circuit conditions, such as those of Sh0l1 circuit. 

Clltout. An assembly of a fuse support with either a fuse­
holder, fuse carrier, or disconnecting blade. The fuseholder 
or fuse carrier may include a conducting element (fuse link) 
or may act as the disconnecting blade by the inclusion of a 
nonfusible member. 

Disconnecting Means. A device, group of devices, or other 
means whereby the conductors of a circuit can be discon­
nected from their source of supply. 

Disconnecting (or Isolating) Svvitch (DisconnectOl; Isola­
tor). A mechanical switching device used for isolating a 
circuit or equipment from a source of power. 

Interrupter Switch. A switch capable of making, carrying, 
and interrupting specified currents. 

Oil Cutout (Oil-Filled Cl/tout). A cutout in which all or 
part of the fuse support and its fuse link or disconnecting 
blade is mounted in oil with complete immersion of the 
contacts and the fusible portion of the conducting element 
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(fuse link) so that arc interruption by severing of the fuse 
link or by opening of the contacts will occur under oil. 

Oil Switch. A switch having contacts that operate under oil 
(or askarel or other suitable liquid). 

Regulator Bypass Switch. A specific device or combina­
tion of devices designed to bypass a regulator. 

ARTICLE 110 
Requirements for. Electrical Installations 

I. General 

110.1 Scope. This article covers general requirements for the 
examination and approval, installation and use, access to and 
spaces about electrical conductors and equipment; enclosures 
intended for personnel entry; and tunnel installations. 

Informational Note: See Informative Annex J for informa­
tion regarding ADA accessibility design. 

110.2 Approval. The conductors and equipment required or 
pennitted by this Code shall be acceptable only if approved. 

Informational Note: See 90.7, Examination of Equipment 
for Safety, and 110.3, Examination, Identification, Installa­
tion, and Use of Equipment. See definitions of Approved, 
identified, Labeled, and Listed. 

110.3 Examination, Identification, Installation, and Use 
of Equipment. 

(A) Examination. Tn judging equipment, considerations 
such as the following shall be evaluated: 

(1) Suitability for installation and use in conformity with 
the provisions of this Code 

Informational Note: Suitability of equipment use may be 
identified by a description marked on or provided with a 
product to identify the suitability of the product for a spe­
cific purpose, environment, or application. Special condi­
tions of use or other limitations and other pertinent infor­
mation may be marked on the equipment, included in the 
product instructions, or included in the appropriate listing 
and labeling information. Suitability of equipment may be 
evidenced by listing or labeling. 

(2) Mechanical strength and durability, including, for parts 
designed to enclose and protect other equipment, the 
adequacy of the protection thus provided 

(3) Wire-bending and connection space 

(4) Electrical insulation 

(5) Heating effects under normal conditions of use and also 
under abnormal conditions likely to arise in service 
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ARTICLE 690 - SOLAR PHOTOVOL TAlC (PV) SYSTEMS 690.2 

ARTICLE 690 
Solar Photovoltaic (PV) Systems 

I. General 

690.1 Scope. The provisions of this article apply to solar 
PY electrical energy systems, including the array circuit(s), 
inverter(s), and controller(s) for such systems. I See Figure 
690.1 (a) and Figure 690.1(b).] Solar PY systems covered 
by this article may be interactive with other electrical 
power production sources or stand-alone, with or without 
electrical energy storage such as batteries. These systems 
may have ac or dc output for utilization. 

Photovoltaic source circuits 

~ Photovoltaic 

~ t output circuit 

Fuses 

Solar cells 

Module 

Panel 

4:- Array or photovoltaic 
power source 

Dedicated branch circuit 1 I t.-I----.----r--+---;:-\--~ of the electric production 
and distribution network 

Inverter output circuit 

ac module (includes inverter) 

~Array (of ac modules) 
ac module system 

Notes: 
1. These diagrams are intended to be a means of identification for 

photovoltaic system components, circuits, and connections. 
2. Disconnecting means required by Article 690, Part III, are not shown. 
3. System grounding and equipment grounding are not shown. 

See Article 690, Part V. 

:Figure 690.1(a) Identification of Solar Photo voltaic System 
Components. 

690.2 Definitions. 

Alternating-Current (ac) Module (Alternating-Current 
Photovoltaic Module). A complete, environmentally pro­
tected unit consisting of solar cells, optics, inverter, and 
other components, exclusive of tracker, designed to gener­
ate ac power when exposed to sunlight. 
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Array. A mechanically integrated assembly of modules or 
panels with a support structure and foundation, tracker, and 
other components, as required, to form a direct-current 
power-producing unit. 

Photovoltaic source circuits Inverter input circuit 

., • / Inverter oUlpul circuil 

l UI! LElectric production 
L-J and distribution 

Photovoltaic output circuit , network connection 

Inverter 
Interactives --'y'-s_te_m_-'---_ 

Wind, engine-generator, 
micro-hydro-electric, and Energy storage, charge controller, 
other power sources and system control 

.----...,/ Inverter input circuit Io-Lr oUlput circuit t 
Photovoltaic '--__ ...J 

output circuit 
~ 

~ybrid systemJ dc loads Inverter 

.-t-;-----~)o Charge controller 

Photovoltaic output II Inverter input circuit 

circuit / Inverter output circuit 

I ro I Main supply 
.. equipment for 

IlL Inverter ac loads 

J;---~ Main supply equipment 
for dc loads 

Stand-alone system ~ Energy storage 

Notes: 
1. These diagrams are intended to be a means of identification for 

photovoltaic system components, circuits, and connections. 
2. Disconnecting means and overcurrent protection required by 

Article 690, Part III, are not shown. 
3. System grounding and equipment grounding are not shown. 

See Article 690, Part V. 
4. Custom designs occur in each configuration, and some components 

are optional. 

Figure 690.1(b) Identification of Solar PhotovoUaic System 
Components in Common System Configurations. 

Bipolar Photovoltaic Array. A PV array that has two out­
puts, each having opposite polarity to a common reference 
point or center tap. 

Blocking Diode. A diode used to block reverse flow of 
current into a PV source circuit. 

Building Integrated Photovoltaics. Photovoltaic cells, de­
vices, modules, or modular materials that are integrated 
into the outer surface or structure of a building and serve as 
the outer protective surface of that building. 

DC~to-DC Converter. A device installed in the PV source 
circuit or PV output circuit that can provide an output de 
voltage and eunent at a higher or lower value than the illPut 
de voltage and ClllTent. 
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Direct-Current (de) Combiner. A device used in the PV 
source and PV output circuits to combine two or more de 
circuit inputs and provide one dc circuit output. 

Diversion Charge Controller. Equipment that regulates 
the charging process of a battery by diverting power from 
energy storage to direct-current or alternating-current loads 
or to an interconnected utility service. 

Electrical Production and Distribution Network. A 
power production, distribution, and utilization system, such 
as a uti! ity system and connected loads, that is external to 
and not controlled by the PV power system. 

Interactive System. A solar PV system that operates in 
parallel with and may deliver power to an electrical produc­
tion and distribution network. For the purpose of this defi­
nition, an energy storage subsystem of a solar PV system, 
such as a battery, is not another electrical production 
source. 

Inverter. Equipment that is used to change voltage level or 
waveform, or both, of electrical energy. Commonly, an in­
verter [also known as a power conditioning unit (PCU) or 
power conversion system (peS)] is a device that changes dc 

input to an ac output. Inverters may also function as battery 
chargers that use alternating current from another source and 
convert it into direct current for charging batteries. 

Inverter Input Circuit. Conductors between the inverter 
and the battery in stand-alone systems or the conductors 
between the inverter and the PV output circuits for electri­
cal production and distribution network. 

Inverter Output Circuit. Conductors between the inverter 
and an ac panel board for stand-alone systems or the con­
ductors between the inverter and the service equipment or 
another electric power production source, such as a utility, 
for electrical production and distribution network. 

Module. A complete, environmentally protected unit con­
sisting of solar cells, optics, and other components, exclu­
sive of tracker, designed to generate dc power when ex­
posed to sunlight. 

Monopole Subarray. A PV subarray that has two conduc­
tors in the output circuit, one positive (+) and one nega­

tive(-). Two monopole PV subarrays are used to form a 
bipolar PV array. 

Multimode Inverter. Equipment having the capabilities of 
both the utility-interactive inverter and the stand-alone in­
verter. 

Panel. A collection of modules mechanically fastened to­
gether, wired, and designed to provide afield-installable unit. 
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Photo voltaic Output Circuit. Circuit conductors between 
the PV source circuit(s) and the inverter or dc utilization 
equipment. 

Photovoltaic Power Source. An array or aggregate of ar­
rays that generates dc power at system voltage and current. 

Photovoltaic Source Circuit. Circuits between modules 
and from modules to the common connection point(s) of 
the dc system. 

Photo voltaic System Voltage. The direct current (dc) volt­
age of any PV source or PV output circuit. For multiwire 
installations, the PV system voltage is the highest voltage 
between any two de conductors. 

Solar Cell. The basic PV device that generates electricity 
when exposed to light. 

Stand-Alone System. A solar PV system that supplies 
power independently of an electrical production and distri­
bution network. 

Subarray. An electrical subset of a PV array. 

690.3 Other Articles. Wherever the requirements of other 
articles of this Code and Article 690 differ, the requirements 
of Article 690 shall apply and, if the system is operated in 
parallel with a primary source(s) of electricity, the require­
ments in 705.14, 705.16, 705.32, and 705.143 shall apply. 

Exception: Solar PV systems, equipnlent, or wiring in­
stalled in a hazardous (classified) location shall also com­
ply yvith the applicable portiol1s of Articles 500 through 
516. 

690.4 General Requirements. 

(A) Photovoltaic Systems. Photovoltaic systems shall be 
permitted to supply a building or other structure in addition 
to any other electrical supply system(s). 

(B) Equipment. Inverters, motor generators, PV modules, 
PV panels, ac PV modules, de combiners, dc-to-dc convert­
ers, and charge controllers intended for use in PV power 
systems shall be listed for the PV application. 

(C) Qualified Personnel. The installation of equipment 
and all associated wiring and interconnections shall be per­
formed only by qualified persons. 

Informational Note: See Article 100 for the definition of 
qual{fied person. 

(D) Multiple Inverters. A PV system shall be permitted to 
have multiple inverters installed in or on a single building 
or structure. Where the inverters are remotely located from 
each other, a directory in accordance with 705.10 shaH be 
installed at each dc PV system disconnecting means, at 
each ac disconnecting means, and at the main service dis-
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connecting means showing the location of all ac and dc PV 
system disconnecting means in the building. 

Exception: A directory shall not he required where all 
inverters and PV de disconnecting means are grouped at 
the main service disconnecting means. 

690.5 Ground-Fault Protection. Grounded dc PV arrays 
shall be provided with dc ground-fault protection meeting 
the requirements of 690.5(A) through (C) to reduce fire 
hazards. Ungrounded dc PV arrays shall comply with 
690.35. 

Exception: Ground-mounted or po!e-n'lOunted PV arrays 
with not more than two paralleled source circuits and lvith 
all de source and de output circuits isolated from buildings 
shall be permitted vvithout groundJault protection. 

(A) Ground-Fault Detection and Interruption. The 
ground fault protection device or system shall: 

(1) Be capable of detecting aground fault in the PV array 
dc current-carrying conductors and components, in­
cluding any intentionally grounded conductors, 

(2) Interrupt the flow of fault current 

(3) Provide an indication of the fault, and 

(4) Be listed for providing PV ground-fault protection 

Automatically opening the grounded conductor for 
measurement purposes or to interrupt the ground-fault cur­
rent path shall be permitted. If a grounded conductor is 
opened to interrupt the ground-fault current path, all con­
ductors of the faulted circuit shall be automatically and 
simultaneously opened. 

Manual operation of the main PV dc disconnect shall 
not activate the ground-fault protection device or result in 
grounded conductors becoming ungrounded. 

(B) Isolating Faulted Circuits. The faulted circuits shall 
be isolated by one of the two following methods: 

(1) The ungrounded conductors of the faulted circuit shall 
be automatically disconnected. 

(2) The inverter or charge controller fed by the faulted 
circuit shall automatically cease to supply power to 
output circuits. 

(C) Labels and Markings. A warning label shall appear 
on the utility-interactive inverter or be applied by the in­
staller near the ground-fault indicator at a visible location, 
stating the following: 

WARNING 
ELECTRIC SHOCK HAZARD 

IF A GROUND FAULT IS INDICATED. 
NORMALLY GROUNDED CONDUCTORS MAY 

BE UNGROUNDED AND ENERGIZED 
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When the PV system also has batteries, the same warn­
ing shall also be applied by the installer in a visible location 
at the batteries. The warning sign(s) or label(s) shall com­
plywith II 0.21(B). 

690.6 Alternating-Current (ac) Modules. 

(A) Photovoltaic Source Circuits. The requirements of Ar­
ticle 690 pertaining to PV source circuits shall not apply to ac 
modules. The PV source circuit, conductors, and inverters 
shall be considered as internal wiring of an ac module. 

(B) Inverter Output Circuit. The output of an ac module 
shall be considered an inverter output circuit. 

(C) Disconnecting Means. A single disconnecting means, 
in accordance with 690.] 5 and 690.17, shall be permitted 
for the combined ac output of one or more ac modules. 
Additionally, each ac module in a multiple ac module sys­
tem shall be provided with a connector, bolted, or terminal­
type disconnecting means. 

(D) Overcurrent Protection. The output circuits of ac 
modules shall be permitted to have overcurrent protection 
and conductor sizing in accordance with 240.5(B)(2). 

II. Circuit Requirements 

690.7 Maximum Voltage. 

(A) Maximum Photovoltaic System Voltage. In a dc PV 
source circuit or output circuit, the maximum PV system 
voltage for that circuit shall be calculated as the sum of the 
rated open-circuit voltage of the series-connected PV mod­
ules corrected for the lowest expected ambient temperature. 
For crystalline and multicrystalline silicon modules, the 
rated open-circuit voltage shall be multiplied by the correc­
tion factor provided in Table 690.7. This voltage shall be 
used to determine the voltage rating of cables, disconnects, 
overCUtTent devices, and other equipment. Where the lowest 
expected ambient temperature is below -40°C (-40°F), or 
where other than crystalline or multicrystalline silicon PV 
modules are used, the system voltage adjustment shall be 
made in accordance with the manufacturer's instructions. 

When open-circuit voltage temperature coefficients are 
supplied in the instructions for listed PV modules, they 
shall be used to calculate the maximum PV system voltage 
as required by 110.3(B) instead of Llsing Table 690.7. 

Informational Note: One source for statistically valid, 
lowest-expected, ambient temperature design data for various 
locations is the Extreme Annual Mean Minimum Design Dry 
Bulb Temperature found in the ASHRAE Handbook - Fun­
damentals. These temperature data can be used to calculate 
maximum voltage lIsing the manufacturer's temperature coef­
ficients relative to the rating temperature of 25°C. 
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Table 690.7 Voltage Correction Factors for Crystalline and 
Multicrystalline Silicon Modules 

Correction Factors for Ambient Temperatures Below 25°C 
(77°1i'). (Multiply the rated open circuit voltage by the 

appropriate correction factor shown below.) 

Ambient Ambient 
Temperature (OC) Factor Temperature (OF) 

24 to 20 1.02 76 to 68 
19 to IS 1.04 67 to 59 
14 to 10 1.06 58 to 50 
9 to 5 1.08 49 to 41 
4 to 1.10 40 to 32 

-I to-S 1.12 31 to 23 
-6 to -10 1.14 22 to 14 
-II to -15 1.16 13 to 5 
-16 to -20 1.18 4 to-4 
-21 to -25 1.20 -5 to-13 
-26 to -30 1.21 -14 to -22 
-31 to -35 1.23 -23to-31 
-36 to -40 1.25 -32 to -40 

(B) Direct-Current Utilization Circuits. The voltage of 
dc utilization circuits shall conform to 210.6. 

(C) Photovoltaic Source and Output Circuits. In one­
and two-family dwellings, PV source circuits and PV out­
put circuits that do not include Iampholders, fixtures, or 
receptacles shall be permitted to have a maximum PV sys­
tem voltage up to 600 volts. Other installations with a 
maximum PV system voltage over 1000 volts shall comply 
with Article 690, Part IX. 

(D) Circuits over 150 Volts to Ground. In one- and two­
family dwellings, live parts in PV source circuits and PV 
output circuits over 150 volts to ground shall not be acces­
sible to other than qualified persons while energized. 

Informational Note: See 110.27 for guarding of li ve parts, 
and 210.6 for voltage to ground and between conductors. 

(E) Bipolar Source and Output Circuits. For 2-wire cir­
cuits connected to bipolar systems, the maximum system 
voltage shall be the highest voltage between the conductors 
of the 2-wire circuit if all of the following conditions apply: 

(l) One conductor of each circuit of a bipolar sub array is 
solidly grounded. 

Exception: The operation of groundJalllt or arcJault de­
vice5.' (abnormal operation) shall be permitted to interrupt 
this connection to ground when the entire bipolar ana)' 
becomes t~vo distinct armys isolated .Ii·orn each other and 
the utilization equipment. 

(2) Each circuit is connected to a separate subanay. 

(3) The equipment is clearly marked with a label as 
follows: 
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WARNING 
BIPOLAR PHOTOVOLTAIC ARRAY. 

DISCONNECTION OF NEUTRAL 
OR GROUNDED CONDUCTORS 

MAY RESULT IN OVERVOLTAGE 
ON ARRAY OR INVERTER. 

The warning sign(s) or label(s) shall comply with 
110.21 (B). 

(F) Disconnects and Overcurrent Protection. Where en­
ergy storage device output conductor length exceeds 1.5 m 
(5 ft), or where the circuits pass through a wall or partition, 
the installation shall comply with (l) through (5): 

(1) A disconnecting means and overcurrent protection shall 
be provided at the energy storage device end of the 
circuit. Fused disconnecting means or circuit breakers 
shall be permitted. 

(2) Where fused disconnecting means are used, the line 
terminals of the disconnecting means shall be con­
nected toward the energy storage device terminals. 

(3) Overcurrent devices or disconnecting means shall not 
be installed in energy storage device enclosures where 
explosive atmospheres can exist. 

(4) A second disconnecting means located at the connected 
equipment shall be installed where the disconnecting 
means required by (l) is not within sight of the con­
nected equipment. 

(5) Where the energy storage device disconnecting means 
is not within sight of the PV system ac and dc discon­
necting means, placards or directories shall be installed 
at the locations of all disconnecting means indicating 
the location of all disconnecting means. 

690.8 Circuit Sizing and Current. 

(A) Calculation of Maximum Circuit Current. The 
maximum current for the specific circuit shall be calculated 
in accordance with 690.8(A)(1) through (A)(5). 

Informational Note: Where the requirements of 690.8(A)( I) 
and (B)( 1) are both applied, the resulting multiplication factor 
is 156 percent. 

(1) Photovoltaic Source Circuit Currents. The maximum 
current shan be the sum of parallel module rated short­
circuit currents multiplied by 125 percent. 

(2) Photovoltaic Output Circuit Currents. The maxi­
mum current shall be the sum of parallel source circuit 
maximum currents as calculated in 690.8(A)(1). 

(3) Inverter Output Circuit Current. The maximum cur­
rent shall be the inverter continuous output current rating. 

(4) Stand-Alone Inverter Input Circuit Current. The 
maximum current shall be the stand-alone continuous in­
velter input current rating when the inverter is producing 
rated power at the lowest input voltage. 
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(5) DC-to-DC Converter Output Current. The maxi­
mum current shall be the dc-to-dc converter continuous 
output current rating. 

(B) Conductor Ampacity. PV system currents shall be 
considered to be continuous. Circuit conductors shall be 
sized to carry not less than the larger of 690.8(B)(1) or (2). 

(1) One hundred and twenty-five percent of the maximum 
currents calculated in 690.8(A) before the application of 
adjustment and correction factors. 

Exception: Circuits containing an assenlbly. together with 

its overcurrent device(s), that is listed for continuous op­

eratioll at 100 percent of its rating shall be permitted to be 

used at 100 percent of its rating. 

(2) The maximum currents calculated in 690.8(A) after the 
application of adjustment and correction factors. 

(C) Systems with Multiple Direct-Current Voltages. For 
a PV power source that has multiple output circuit voltages 
and employs a common-return conductor, the ampacity of 
the common-return conductor shall not be less than the sum 
of the ampere ratings of the overcurrent devices of the 
individual output circuits. 

(D) Sizing of Module Interconnection Conductors. Where 
a overCUlTent device is used to protect a set of two or 
more parallel-connected module circuits, the ampacity of each 
of the module interconnection conductors shall not be less 
than the sum of the rating of the overcurrent device plus 
125 percent of the shOlt-circuit current from the other parallel­
connected modules. 

690.9 Overcurrent Protection. 

(A) Circuits and Equipment. PV source circuit, PV out­
put circuit, inverter output circuit, and storage battery cir­
cuit conductors and equipment shall be protected in accor­
dance with the requirements of Article 240. Protection 
devices for PV source circuits and PV output circuits shall 
be in accordance with the requirements of 690.9(B) through 
(E). Circuits, either ac or dc, connected to current-limited 
supplies PV modules, ac output of utility-interactive 
inverters), and also connected to sources having signifi­
cantly higher current availability (e.g., parallel strings of 
modules, utility power), shall be protected at the source 
from overcurrent. 

Exception: All overcurrent device shall not be required for 
PV modules or PV source circuit conductors sized in accor­
dance with 690.8( B) where one (~f the following applies: 

(a) There are no external sources such as parallel­
connected source circuits, batteries, or backfeed from invert­
ers. 

2014 Edition NATIONAL ELECTRICAL CODE 

(b) The short-circuit currents firml all sources do not 

exceed the ampacity of the conductors and the maximum 

overcurrent protective device size rating spec~fied Oil the 

PV module nameplate. 

(B) Overcurrent Device Ratings. Overcurrent device rat­
ings shall be not less than 125 percent of the maximum 
currents calculated in 690.8(A). 

Exception: Circllits containing an assembly. together }vith 

its overcurrent device(s), that is listed for continuous op­
eration at 100 percent (~f its rating shall be permitted to be 

used at 100 percent q/ its rating. 

(C) Direct-Current Rating. Overcurrent devices, either 
fuses or circuit breakers, used in any de portion of a PV 
power system shall be listed and shall have the appropriate 
voltage, current, and interrupt ratings. 

(D) Photovoltaic Source and Output Circuits. Listed PV 
overcurrent devices shall·be required to provide overcurrent 
protection in PV source and output circuits. The overcur­
rent devices shall be accessible but shall not be required to 
be readily accessible. 

(E) Series Overcurrent Protection. In grounded PV source 
circuits, a single overCUlTent protection device, where re­
quired, shall be permitted to protect the PV modules and the 
interconnecting conductors. In ungrounded PV source circuits 
complying with 690.35, an overCUlTent protection device, 
where required, shall be installed in each ungrounded circuit 
conductor and shall be permitted to protect the PV modules 
and the interconnecting cables. 

(F) Power Transformers. Overcurrent protection for a 
transformer with a source(s) on each side shall be provided 
in accordance with 450.3 by considering first one side of 
the transformer, then the other side of the transformer, as 
the primary. 

Exception: A pmver tran~fonner with a current rating on 

the side connected toward the utility-interactive inverter 
output, not less than the rated continuolls output current of 

the inverter, shall be perrnitted withollt overcurrellt protec­
tion from the inverter. 

690.10 Stand-Alone Systems. The premises wIrIng sys­
tem shall be adequate to meet the requirements of this Code 
for a similar installation connected to a service. The wiring 
on the supply side of the building or structure disconnect­
ing means shall comply with the requirements of this Code, 
except as modified by 690.1 O(A) through (E). 

(A) Inverter Output. The ac output from a stand-alone 
inverter(s) shall be permitted to supply ac power to the 
building or structure disconnecting means at current levels 
less than the calculated load connected to that disconnect. 
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The inverter output rating or the rating of an alternate en­
ergy source shall be equal to or greater than the load posed 
by the largest single utilization equipment connected to the 
system. Calculated general lighting loads shall not be con­
sidered as a single load. 

(B) Sizing and Protection. The circuit conductors be­
tween the inverter output and the building or structure dis­
connecting means shall be sized based on the output rating 
of the inverter. These conductors shall be protected from 
overcurrents in accordance with Article 240. The overcur­
rent protection shall be located at the output of the inverter. 

(C) Single 120-Volt Supply. The inverter output of a 
stand-alone solar PV system shall be permitted to supply 
120 volts to single-phase, 3-wire, 1201240-volt service 
equipment or distribution panels where there are no 
240-volt outlets and where there are no multiwire branch 
circuits. In all installations, the rating of the overcurrent 
device connected to the output of the inverter shall be less 
than the rating of the neutral bus in the service equipment. 
This equipment shall be marked with the following words 
or equivalent: 

WARNING 
SINGLE 120-VOLT SUPPLY. DO NOT CONNECT 
MULTIWIRE BRANCH CIRCUITS! 
The warning sign(s) or label(s) shall comply with 
110.21 (B). 

(D) Energy Storage or Backup Power System Require­
ments. Energy storage or backup power supplies are not 
required. 

(E) Back-Fed Circuit Breakers. Plug-in type back-fed 
circuit breakers connected to a stand-alone or multimode 
inverter output in stand-alone systems shall be secured in 
accordance with 408.36(D). Circuit breakers marked "line" 
and "load" shall not be back-fed. 

690.11 Arc-Fault Circuit Protection (Direct Current). 
Photovoltaic systems with de source circuits, de output cir­
cuits, or both, operating at a PV system maximum system 
voltage of 80 volts or greater, shall be protected by a listed 
(dc) arc-fault circuit interrupter, PV type, or other system 
components listed to provide equivalent protection. The PV 
arc-fault protection means shall comply with the following 
requirements: 

(1) The system shall detect and interrupt arcing faults re­
sulting from a failure in the intended continuity of a 
conductor, connection, module, or other system compo­
nent in the dc PV source and de PV output circuits. 

(2) The system shall require that the disabled or discon­
nected equipment be manually restarted. 

(3) The system shall have an annunciator that provides a 
visual indication that the circuit interrupter has oper­
ated. This indication shall not reset automatically. 
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690.12 Rapid Shutdown of PV Systems on Buildings. 
PVsystem circuits installed on or in buildings shall include 
a rapid shutdown function that controls specific conductors 
in accordance with.690.12(l) through (5) as follows. 

(1) Requirements for controlled conductors shall apply 
only toPV system conductors of more than 1.5 m (5 ft) 
in length inside a building, or more than 3 m (10ft) 
from a PV array. 

(2) Controlled conductors sha11 be limited to not more than 
30 volts and 240 volt-amperes within 10 seconds of 
rapid shutdown initiation. 

(3) Voltage and power shall be measured between any two 
conductors and between any conductor and ground. 

(4) The rapid shutdown initiation methods shall be labeled 
in accordance with 690.56(B). 

(5) Equipment that performs the rapid shutdown shall be 
listed and identified. 

III. Disconnecting Means 

690.13 Building or Other Structure Supplied by a Pho­
tovoltaicSystem. Means shall be provided to disconnect 
all ungrounded dc conductors of a PV system from all other 
conductors in a building or other structure. 

(A) Location. The PV disconnecting means shall be jn­
stalled at a readily accessible location either on the outside 
of a building or structure or inside nearest the point of 
entrance of the system conductors. 

Exception: Installations that comply 'vvith 690.3 J (F) shall 
be permitted to have the disconnecting means located re­
I1wte from the point of entry of the system conductors. 

The PV system disconnecting means shall not be in­
stalled in bathrooms. 

(B) Marking. Each PV system disconnecting means shall 
be permanently marked to identify it as a PV system dis­
connect. 

(C) Suitable for Use. Each PV system disconnecting 
means shall notbe required to be suitable as service equip­
ment. 

(D) Maximum Number of Disconnects. The PV system 
disconnecting means shall consist of not more than six 
switches or six circuit breakers mounted in a single enclo­
sure or in a group of separate enclosures. 

(E) Grouping. The PV system disconnecting means shall 
be grouped with other disconnecting means for the system 
in accordance with 690.13(D). A PV disconnecting means 
shall not be required at the PV module or array location. 

690.15 Disconnection of Photovoltaic Equipment. Means 
shall be provided to disconnect equipment, such as invert-
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ers, batteries, and charge controllers, from all ungrounded 
conductors of all sources. If the equipment is energized 
from more than one source, the disconnecting means shall 
be grouped and identified. 

A single disconnecting means in accordance with 
690.17 shall be permitted for the combined ac output of one 
or more inverters or ac modules in an interactive system. 

(A) Utility-Interactive Inverters Mounted in Not 
Readily Accessible lJocations. Utility~interactive inverters 
shall be permitted to be mounted on· roofs or .other exterior 
areas that are not readily accessible and shall comply with 
690.l5(A)(l) through (4): 

(I) A de PV disconnecting means shall be mounted within 
sight .of or in each inverter. 

(2) An ac disconnecting means shall be m.ounted within 
sight of or in each inverter. 

(3) The ac output c.onductors from the inverter and an ad­
ditional· ac disc.onnecting means· f.or the inverter shall 
comply with 690.13(A). 

(4) A plaque shall be installed in accordance with 705.10. 

(B) Equipment. Equipment such as PVs.ource circuit iso­
lating switches, overcurrentdevices, dc-to-dc converters, 
and bl.ocking diodes shall be permitted on· the PV side of 
the PV disc.onnecting means. 

(C) Direct-Current Combiner Disconnects. The dc out­
put of dc combiners m.ounted on roofs of dwellings or other 
buildings shall have a load break disconnecting means lo­
cated in the combiner or within 1.8 m (6 ft) of the com­
biner. The disconnecting means shall be permitted t.o be 
remotely contr.olled but shall be manually operableT6cally 
when control power is not available. 

(D) Maximum Number of Disconnects. The PV system 
disconnecting means shall consist of· not more than six 
switches or six circuit breakers mounted in a single enclo­
sure or in a group of separate enclosures. 

690.16 Fuses. 

(A) Disconnecting Means. Disconnecting means shall be 
provided to disconnect a fuse from all sources of supply if 
the fuse is energized from both directions. Such a fuse in a 
PV source circuit shall be capable of being disconnected 
independently of fuses in other PV source circuits. 

(B) Fuse Servicing. Disconnecting means shall be in­
stalled on PV output circuits where overcuuent devices 
(fuses) must be serviced that cannot be isolated from ener­
gized circuits. The disconnecting means shall be within 
sight of, and accessible to, the location of the fuse or inte­
gral with fuse holder and shall comply with 690.17. Where 
the disconnecting means are located more than 1.8 m (6 ft) 
from the overcunent device, a directory showing the loca-
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tion of each disconnect shall be installed at the overcurrent 
device location. 

Non-Ioad-break-rated disconnecting means shall be 
marked "Do not open under load." 

690.17 Disconnect Type. 

(A) Manually Operable. The disconnecting means for un­
grounded PV conductors shall consist of a manually oper­
able switch(es) or circuit breaker(s). The disconnecting 
means shall be permitted to be power operable with provi­
sions f.or manual operation in the event of a power-supply 
failure. The disconnecting means shall be one of the fol­
lowing listed devices: 

(l) A PV industrial control switch marked for use in PV 
systems 

(2) A PV molded-case circuit breaker marked for use in 
PV systems 

(3) A PV molded-case switch marked for use in PV sys-
tems 

(4) A PV enclosed switch marked for use in PV systems 

(5) A PV open-type switch marked for use in PV systems 

(6) A dc-rated molded"case circuit breaker suitable for 
back feed operation 

(7) A dc-rated molded-case switch suitable for back feed 
operation 

(8) A dc-rated enclosed switch 

(9) A dc-rated open-type switch 

(10) A dc-rated rated low-voltage power circuit breaker 

Informational Note: Devices marked with "line" and 
"load" are not suitable for backfeed or reverse current. 

(B) Simultaneous Opening of Poles. The PV disconnect­
ing means shall simultaneously disconnect all ungrounded 
supply conductors. 

(C) Externally Operable and Indicating. The PV discon­
necting means shall be externally operable without expos­
ing the operator to contact with live parts and shall indicate 
whether in the open or closed position. 

(D) Disconnection of Grounded Conductor. A switch, 
circuit breaker, or other device shall not be installed in a 
grounded conductor if operation of that switch, circuit 
breaker, or other device leaves the marked, grounded con­
ductor in an ungrounded and energized state. 

Exception No.1: A switch or circuit breaker that is part of 
a greJUndjault detection system required by 690.5, or that 
is part of an arcjault detection/interruption system re­
quired by 690.11, shall be permitted to open the grounded 
conductor when that switch or circuit breaker is automati­
cally opened as a normal function (~f the device in respond­
ing to ground faults. 
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Exception No.2: A disconnecting switch shall be permit­
ted in a grounded conductor if all (~f the following condi­
tions are rnet: 

(1) The slevitch is used only for PV array maintenance. 

(2) The switch is accessible only by qualified persons. 

(3) The switch is rated for the maximum de voltage and 
current that could be present during any operation, 
including groluul~fault conditions. 

(E) Interrupting Rating. The building or structure dis­
conneCting means shall have an interrupting rating suffi­
cient for the maximum circuit voltage and current that is 
availabJe at the line terminals of the equipment. Where all 
terminals of the disconnecting means may be energized in 
the open position, a warning sign shall be mounted on or 
adjacent to the disconnecting means. The sign shall be 
clearly legible and have the following words or equivalent: 

WARNING 
ELECTRIC SHOCK HAZARD 

DO NOT TOUCH TERMINALS. 
TERMINALS ON BOTH THE LINE 

AND LOAD SIDES MAY BE ENERGIZED IN THE 
OPEN POSITION. 

The warni.ng sign(s) or label(s) shall comply with 
110.21 (B). 

Exception: A connector shall be permitted to be llsed as 
an ac or a dc disconnecting means, prm'ided that it com­
plies with the requirements (d 690.33 and is listed and 
ident~fied for use with spec~fic equipment. 

690.18 Installation and Service of an Array. Open cir­
cuiting, short circuiting, or opaque covering shall be used 
to disable an array or portions of an array for installation 
and service. 

Informational Note: Photovoltaic modules are energized 
while exposed to light. Installation, replacement, or servic­
ing of array components while a module(s) is energized 
may expose persons to electric shock. 

IV. Wiring Methods 

690.31 Methods Permitted. 

(A) Wiring Systems. All raceway and cable wiring meth­
ods included in this Code, other wiring systems and fittings 
specifically listed for use on PV arrays, and wiring as part 
of a listed system shall be permitted. Where wiring devices 
with integral enclosures are used, sufficient length of cable 
shall be provided to facilitate replacement. 

Where PV source and output circuits operating at maxi­
mum system voltages greater than 30 volts are installed in 
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readily accessible locations, circuit conductors shall be 
guarded or installed in a raceway. 

Informational Note: Photovoltaic modules operate at el­
evated temperatures when exposed to high ambient tem­
peratures and to bright sunlight. These temperatures rou­
tinely exceed 70°C (l58°P) in many locations. Module 
interconnection conductors are available with insulation 
rated for wet locations and a temperature rating of 90°C 
( 194°F) or greater. 

(B) Identification and Grouping. PY source circuits and 
PY output circuits shall not be contained in the same race­
way, cable tray,· cable, outlet box, junction box, or similar 
fitting as conductors, feeders, branch circuits of other 
non-PV systems, or inverter output circuits, un1ess the con­
ductors of the different systems are separated by a partition. 
PV system conductors shall be identified and grouped as 
required by 690.31(B)(1) through (4). The means of iden­
tification shall be permitted by separate color coding, mark­
ing tape, tagging, or other approved means. 

(1) PV Source Circuits. PV source circuits shall be iden­
tified at all points of termination, connection, and splices. 

(2) PV Output and Inverter Circuits. The conductors of 
PV output circuits and inverter input and output circuits 
shall be identified at all points of termination, connection, 
and splices. 

(3) Conductors of Multiple Systems. Where the conduc­
tors of more than one PV system occupy the same junction 
box, raceway, or equipment, the conductors of each system 
shaH be identified at all termination, connection, and splice 
points. 

Exception: Where the identification (~f' the conductors is 
evident by spacing or arrangement, further identification 
shall not be required. 

(4) Grouping. Where the conductors of more than one PV 
system occupy the same junction box or raceway with a 
removable cover(s), the ac and dc conductors of each sys­
tem shall be grouped separately by cable ties or similar 
means at least once and shall then be grouped at intervals 
not to exceedL8 m (6 ft). 

Exception: The requirement for grouping shall not apply (1' 
the circuit enters from a cable or raceway unique to the 
circuit that makes the grouping obvious. 

(C) Single-Conductor Cable. 

(1) General. Single-conductor cable Type USE-2, and 
single-conductor cable listed and labeled as photovol­
taic (PV) wire shall be permitted in exposed outdoor 
locations in PV source circuits for PV module intercon­
nections within the PV array. 
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Exception: Raceways shall be used when required by 
690.31 (A). 

(2) Cable Tray. PV source circuits and PV output circuits 
using single-conductor cable listed and labeled as pho­
tovoltaic (PV) wire of all sizes, with or without a cable 
tray marking/rating, shall be permitted in cable trays 
installed in outdoor locations, provided that the cables 
are supported at intervals not to exceed 300 mm 
(12 in.) and secured at intervals not to exceed 1.4 m 
(4.5ft). 

Informational Note: Photovoltaic wire and PY cable have 
a nonstandard outer diameter. See Table 1 of Chapter 9 for 
conduit fill calculations. 

(D) Multiconductor Cable. Multiconductor cable Type 
TC-ER or Type USE-2 shall be permitted in outdoor loca­
tions in PV inverter output circuits where used with utility­
interactive inverters mounted in locations that are not 
readily accessible. The cable shall be secured at intervals 
not exceeding 1.8 m (6 ft). Equipment grounding for the 
utilization equipment shall be provided by an equipment 
grounding conductor within the cable. 

(E) Flexible Cords and Cables. Flexible cords and cables, 
where used to connect the moving parts of tracking PV 
modules, shall comply with Article 400 and shall be of a 
type identified as a hard service cord or portable power 
cable; they shall be suitable for extra-hard usage, listed for 
outdoor use, water resistant, and sunlight resistant. Allowable 
ampacities shall be in accordance with 400.5. For ambient 
temperatures exceeding 30°C (86°F), the ampacities shall be 
derated by the appropriate factors given in Table 690.3] (E). 

(F) Small-Conductor Cables. Single-conductor cables 
listed for outdoor use that are sunlight resistant and moisture 
resistant in sizes 16 AWG and 18 AWG shall be pennitted for 
module interconnections where such cables meet the ampacity 
requirements of 400.5. Section 310.l5 shall be used to deter­
mine the cable ampacity adjustment and correction factors. 

Table 690.31(E) Correction Factors 

(G) Direct-Current Photovoltaic Source and Direct­
Current Output Circuits on or Inside a Building. Where 
dc PV source or dc PV output circuits from building­
integrated systems or other PV systems are run inside a 
building or structure, they shall be contained in metal race­
ways, Type MC metal-clad cable that complies with 
250.118(10), or metal enclosures from the point of penetra­
tion of the surface of the building or structure to the first 
readily accessible disconnecting means. The disconnecting 
means shall comply with 690.13(B) and (C) and 690.15(A) 
and (8). The wiring methods shall comply with the addi­
tional installation requirements in 690.31 (G)( I) through (4). 

(1) Embedded in Building Surfaces. Where circuits are 
embedded in built-up, laminate, or membrane roofing ma­
terials in roof areas not covered by PV modules and asso­
ciated equipment, the location of circuits shall be clearly 
marked using a marking protocol that is approved as being 
suitable for continuous exposure to sunlight and weather. 

(2) Flexible Wiring Methods. Where tlexible metal con­
duit (FMC) smaller than metric designator 21 (trade size 
%) or Type MC cable smaller than 25 mm (1 in.) in diam­
eter containing PY power circuit conductors is installed 
across ceilings or floor joists, the raceway or cable shall be 
protected by substantial guard strips that are at least as high 
as the raceway or cable. Where run exposed, other than 
within 1.8 m (6 ft) of their connection to equipment, these 
wiring methods shall closely follow the building surface or 
be protected from physical damage by an approved means. 

(3) Marking and Labeling Required. The following wir­
ing methods and enclosures that contain PV power source 
conductors shall be marked with the wording WARNING: 
PHOTOVOLTAIC POWER SOURCE by means of perma­
nently affixed labels or other approved permanent marking: 

(1) Exposed raceways, cable trays, and other wiring methods 

(2) Covers or enclosures of pull boxes and junction boxes 

(3) Conduit bodies in which any of the available conduit 
openings are unused 

Ambient Temperature Rating of Conductor Ambient 
Temperature Temperature 

(OC) 600C (1400F) 75°C (167°F) 90°C (194°F) 105°C (221°F) (OF) 

30 1.00 1.00 1.00 1.00 86 
31-35 0.91 0.94 0.96 0.97 87-95 
36-40 0.82 0.88 0.91 0.93 96-104 
41-45 0.71 0.82 0.87 0.89 105-113 
46-50 0.58 0.75 0.82 0.86 114-122 
51-55 0.41 0.67 0.76 0.82 123-131 
56-60 0.58 0.71 0.77 132-140 
61-70 0.33 0.58 0.68 141-158 
71-80 0.41 0.58 159-176 
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(4) Marking and Labeling Methods and Locations. The 
labels or markings shall be visible after installation. The 
labels shall be reflective, and all letters shall be capitalized 
and shall be a minimum height of 9.5 mm CY8 in.) in white 
on a red background. PV power circuit labels shall appear 
on every section of the wiring system that is separated by 
enclosures, walls, partitions, ceilings, or floors. Spacing be­
tween labels or markings, or between a label and a mark­
ing, shall not be more than 3 m (lOft). Labels required by 
this section shall be suitable for the environment where 
they are installed. 

(H) Flexible, Fine-Stranded Cables. Flexible, fine­
stranded cables shall be terminated only with terminals, 
lugs, devices, or connectors in accordance with 110.14. 

(I) Bipolar Photovoltaic Systems. Where the sum, with­
out consideration of polarity, of the PV system voltages of 
the two monopole subarrays exceeds the rating of the con­
ductors and connected equipment, monopole subarrays in a 
bipolar PY system shall be physically separated, and the 
electrical output circuits from each monopole subarray 
shall be installed in separate raceways until connected to 
the inverter. The disconnecting means and overcurrent pro­
tective devices for each monopole subarray output shall be 
in separate enclosures. All conductors from each separate 
monopole subarray shall be routed in the same raceway. 
Bipohu' PV systems shall be clearly marked with a perma­
nent, legible warning notice indicating that the disconnec­
tion of the grounded conductor(s) may result in overvoltage 
on the equipment. 

Exception: Listed switchgear rated for the Inaximum volt­
age benveen circllits and containing a physical barrier 
separating the disconnecting rneans for each nUJl1opole 
subarra.v shall be pennitted to be used instead (~f discon­
necting means in separate enclosures. 

(J) Module Connection Arrangement. The connection to 
a module or panel shall be alTanged so that removal of a 
module or panel from a PV source circuit does not interrupt 
a grounded conductor connection to other PV source cir­
cuits. 

690.32 Component Interconnections. Fittings and con­
nectors that are intended to be concealed at the time of 
on-site assembly, where listed for such use, shall be permit­
ted for on-site interconnection of modules or other array 
components. Such fittings and connectors shall be equal to 
the wiring method employed in insulation, temperature rise, 
and fault-current withstand, and shall be capable of resist­
ing the effects of the environment in which they are used. 

690.33 Connectors. The connectors permitted by Article 
690 shall comply with 690.33(A) through (E). 
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(A) Configuration. The connectors shall be polarized and 
shall have a configuration that is non interchangeable with 
receptacles in other electrical systems on the premises. 

(B) Guarding. The connectors shall be constructed and 
installed so as to guard against inadvertent contact with live 
parts by persons. 

(C) Type. The connectors shall be of the latching or lock­
ing type. Connectors that are readily accessible and that are 
used in circuits operating at over 30 volts, nominaL maxi­
mum system voltage for dc circuits, or 30 volts for ac 
circuits, shall require a tool for opening. 

(D) Grounding Member. The grounding member shall be 
the first to make and the last to break contact with the 
mating connector. 

(E) Interruption of Circuit. Connectors shall be either (1 ) 
or (2): 

(1) Be rated for interrupting current without hazard to the 
operator. 

(2) Be a type that requires the use of a tool to open and 
marked "Do Not Disconnect Under Load" or "Not for 
Current Interrupting." 

690.34 Access to Boxes. Junction, pull, and outlet boxes 
located behind modules or panels shall be so installed that 
the wiring contained in them can be rendered accessible 
directly or by displacement of a module(s) or panel(s) se­
cured by removable fasteners and connected by a flexible 
wiring system. 

690.35 Ungrounded Photovoltaic Power Systems. Pho­
tovoltaic power systems shall be permitted to operate with 
ungrounded PV source and output circuits where the sys­
tem complies with 690.35(A) through (0). 

(A) Disconnects. All PV source and output circuit conduc­
tors shall have disconnects complying with 690, Part ITT. 

(B) Overcurrent Protection. All PV source and output 
circuit conductors shall have overcurrent protection com­
plying with 690.9. 

(C) Ground-Fault Protection. All PV source and output 
circuits shall be provided with a ground-fault protection 
device or system that complies with 690.35( 1) through (4): 

(1) Detects ground fault(s) in the PV array dc current-
carrying conductors and components 

(2) Indicates that a ground fault has occurred 

(3) Automatically disconnects all conductors or causes the 
inverter or charge controller connected to the faulted 
circuit to automatically cease supplying power to out­
put circuits 

(4) Is listed for providing PV ground-fault protection 

NATIONAL ELECTRICAL CODE 2014 Edition 



ARTICLE 690 - SOLAR PHOTOVOLTATC (PV) SYSTEMS 690.45 

(D) Conductors. The PV source conductors shall consist 
of the following: 

(l )M.etallic or nonmetallic jacketed multiconductor cables 

(2) Conductors installed in raceways 

(3) Conductors listed and identified as PV wire installed as 
exposed, single conductors, or 

(4) Conductors that are direct-buried and identified for 
direct-burial use 

(E) Battery Systems. The PV power system direct-current 
circuits shall be permitted to be used with ungrounded bat­
tery systems complying with 690.71(G). 

(F) ~larking. The PV power source shall be labeled with 
the following warning at each junction box, combiner box, 
disconnect, and device where energized, ungrounded cir­
cuits may be exposed during service: 

WARNING 
ELECTRIC SHOCK HAZARD. THE DC CON­
DUCTORS OF THIS PHOTOVOLTAIC SYSTEM 
ARE UNGROUNDED AND MAY BE ENER­
GIZED. 
The warning 
110.21(B). 

or label(s) shall comply with 

(G) Equipment. The inverters or charge controllers used 
in systems with ungrounded PV source and output circuits 
shall be 1 isted for the purpose. 

V. Grounding 

690.41 System Grounding. Photovoltaic systems shall 
comply with one of the following: 

(1) Ungrounded systems shall comply with 690.35. 

(2) Grounded two-wire systems shall have one conductor 
grounded or be impedance grounded, and the system 
shall comply with 690.5. 

(3) Grounded bipolar systems shall have the reference 
(center tap) conductor grounded or be impedance 
grounded, and the system shall comply with 6905. 

(4) Other methods that accomplish equivalent system pro­
tection in accordance with 250.4(A) with equipment 
listed and identified for the use shall be pennitted to be 
used. 

690.42 Point of' System Grounding Connection. The dc 
circuit grounding connection shall be made at any single 
point on the PY output circuit. 

Informational Note: Locating the grounding connection 
point as close as practicable to the PV source better protects 
the system from voltage surges due to lightning. 

Exception: Systems vvith a 690.5 ground-fault protection 
device shall be permitted to hCI\!e the required grounded 
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conductor-fo-ground bond made by the groll1ul}ault pro­
tection device. This bond, where internal to the ground­
fault equipment. shall not be duplicated 'rvith an external 
connection. 

690.43 Equipment Grounding. Equipment grounding con­
ductors and devices shall comply with 690.43(A) through (F). 

(A) Equipment Grounding Required. Exposed non­
current-carrying metal parts of PV module frames, elec­
trical equipment, and conductor enclosures shall be 
grounded in accordance with 250.134 or 250.136(A), re­
gardless of voltage. 

(B) Equipment Grounding Conductor Required. An 
equipment grounding conductor between a PV array and 
other equipment shall be required in accordance with 
250.110. 

(C) Structure as Equipment Grounding Conductor. De­
vices listed and identified for grounding the metallic frames 
of PV modules or other equipment shall be permitted to 
bond the exposed metal surfaces or other equipment to 
mounting structures. Metallic mounting structures, other 
than building steel, used for grounding purposes shall be 
identified as equipment-grounding conductors or shall have 
identified bonding jumpers or devices connected between 
the separate metallic sections and shall be bonded to the 
grounding system. 

(D) Photovoltaic Mounting Systems and Devices. De­
vices and systems used for mounting PV modules that are 
also used to provide grounding of the module frames shall 
be identified for the purpose of grounding PV modules. 

(E) Adjacent Modules. Devices identified and listed for 
bonding the metallic frames of PY modules sha1l be per­
mitted to bond the exposed metallic frames of PV modules 
to the metallic frames of adjacent PV modules. 

(F) All Conductors Together. Equipment grounding con­
ductors for the PV array and structure (where installed) 
shall be contained within the same raceway or cable or 
otherwise run with the PV array circuit conductors when 
those circuit conductors leave the vicinity of the PY array. 

690.45 Size of Equipment Grounding Conductors. 
Equipment grounding conductors for PV source and PV 
output circuits shall be sized in accordance with 250.122. 
Where no overcurrent protective device is used in the cir­
cuit, an assumed overcurrent device rated at the PV maxi­
mum circuit current shall be used when applying Table 
250.122. Increases in equipment grounding conductor size 
to address voltage drop considerations shall not be re­
quired. An equipment grounding conductor shall not be 
smaller than 14 AWG. 
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690.46 Array Equipment Grounding Conductors. For 
PV modules, equipment grounding conductors smaller than 
6 AWG shall comply with 250.120(C). 

Where installed in raceways. equipment grounding con­
ductors and grounding electrode conductors not larger than 
6 A WG shall be permitted to be solid. 

690.47 Grounding Electrode System. 

(A) Alternating-Current Systems. If installing an ac sys­
tem, a grounding electrode system shall be provided in 
accordance with 250.50 through 250.60. The grounding 
electrode conductor shall be installed in accordance with 
250.64. 

(B) Direct-Current Systems. If insta11ing a dc system, a 
grounding electrode system shal1 be provided in accordance 
with 250.166 for grounded systems or 250.169 for un­
grounded systems. The grounding electrode conductor shall 
be installed in accordance with 250.64. 

A common dc grounding-electrode conductor shan be 
permitted to serve multiple inverters. The size of the com­
mon grounding electrode and the tap conductors shall be in 
accordance with 250.166. The tap conductors shall be con­
nected to the common grounding-electrode conductor by 
exothermic welding or with connectors listed as grounding 
and bonding equipment in such a manner that the common 
grounding electrode conductor remains without a splice or 
joint. 

An ac equipment grounding system shall be permitted 
to be used for equipment grounding of inverters and other 
equipment and for the ground-fault detection reference for 
ungrounded PV systems. 

(C) Systems with Alternating-Current and Direct­
Current Grounding Requirements. Photovoltaic systems 
having dc circuits and ac circuits with no direct connection 
between the dc grounded conductor and ac grounded con­
ductor shall have a dc grounding system. The dc grounding 
system shall be bonded to the ac grounding system by one 
of the methods in (l), (2), or (3). 

This section shall not apply to ac PV modules. 
When using the methods of (C)(2) or (C)(3), the exist­

ing ac grounding electrode system shall meet the applicable 
requirements of Article 250, Part Ill. 

Informational Note No. 1: ANSI/UL 1741, Standard for 
Inverters, Converters, and Controllers for Use in Indepen­
dent Power Systems, requires that any inverter or charge 
controller that has a bonding jumper between the grounded 
dc conductor and the grounding system connection point 
have that point marked as a grounding electrode conductor 
(GEe) connection point. In PV inverters, the terminals for 
the dc equipment grounding conductors and the terminals 
for ac equipment grounding conductors are generally con­
nected to, or electrically in common with, a grounding bus­
bar that has a marked de GEe terminal. 
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Informational Note No.2: For utility-interactive systems, 
the existing premises grounding system serves as the ac 
grounding system. 

(1) Separate Direct-Current Grounding Electrode Sys­
tem Bonded to the Alternating-Current Grounding 
Electrode System. A separate dc grounding electrode or 
system shall be installed, and it shall be bonded directly to 
the ac grounding electrode system. The size of any bonding 
jumper(s) between the ac and dc systems shall be based on 
the larger size of the existing ac grounding electrode con­
ductor or the size of the dc grounding electrode conductor 
specified by 250.166. The dc grounding electrode system 
conductor(s) or the bonding jumpers to the ac grounding 
electrode system shall not be used as a substitute for any 
required ac equipment grounding conductors. 

(2) Common Direct-Current and Alternating-Current 
Grounding Electrode. A dc grounding electrode conductor 
of the size specified by 250.166 shall be run from the 
marked dc grounding electrode connection point to the ac 
grounding electrode. Where an ac grounding electrode is 
not accessible, the dc grounding electrode conductor shall 
be connected to the ac grounding electrode conductor in 
accordance with 250.64(C)(l) or 250.64(C)(C)(2) or by us­
ing a connect()r listed for grounding and bonding. This dc 
grounding electrode conductor shall not be used as a sub­
stitute for any required ac equipment grounding conductors. 

(3) Combined Direct-Current Grounding Electrode 
Conductor and Alternating-Current Equipment 
Grounding Conductor. An unspliced, or irreversibly 
spliced, combined grounding conductor shall be run from 
the marked dc grounding electrode conductor connection 
point along with the ac circuit conductors to the grounding 
busbar in the associated ac equipment. This combined 
grounding conductor shall be the larger of the sizes speci­
fied by 250.122 or 250.166 and shall be installed in accor­
dance with 250.64(E). For ungrounded systems, this con­
ductor shall be sized in accordance with 250.122 and shall 
not be required to be larger than the largest ungrounded 
phase conductor. 

(D) Additional Auxiliary Electrodes for Array Ground­
ing. A grounding electrode shall be installed in accordance 
with 250.52 and 25054 at the location of all ground- and 
pole-mounted PV arrays and as close as practicable to the 
location of roof-mounted PV arrays. The electrodes shall be 
connected directly to the array frame(s) or structure. The dc 
grounding electrode conductor shall be sized according to 
250.166. Additional electrodes are not permitted t() be used 
as a substitute for equipment bonding or equipment ground­
ing conductor requirements. The structure of a ground- or 
pole-mounted PVarray shall be permitted to be considered 
a grounding electrode if it meets the requirements of 
250.52. Roof-mounted PV arrays shall be permitted to use 
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the metal frame of a building or structure if the require­
ments of .250.52(A)(2) are meL 

Exception No.1: An array grounding electrode( s) shall 
not be required where the load served by the array is inte­
gral with the array. 

Exception No.2: An additional array grounding elec­
trode(s) shall not be required if located within 1.8 m (6 it) 
of the premises wiring electrode. 

690.48 Continuity of Equipment Grounding Systems. 
Where the removal of equipment disconnects the bonding 
connection between the grounding electrode conductor and 
exposed conducting surfaces in the PV source or output 
circuit equipment, a bonding jumper shall be installed 
while the equipment is removed. 

690.49 Continuity of Photo voltaic Source and Output 
Circuit Grounded Conductors. Where the removal of the 
utility-interactive inverter or other equipment disconnects 
the bonding connection between the grounding electrode 
conductor and the PV source and/or PV output circuit 
grounded conductor, a bonding jumper shall be installed to 
maintain the system grounding while the inverter or other 
equipment is removed. 

690.50 Equipment Bonding Jumpers. Equipment bond­
ing jumpers, if used, shall comply with 250.120(C). 

VI. Marking 

690.51 Modules. Modules shall be marked with identifica­
tion of terminals or leads as to polarity, maximum overcur­
rent device rating for module protection, and with the fol­
lowing ratings: 

(1) Open-circuit voltage 

(2) Operating voltage 

(3) Maximum permissible system voltage 

(4) Operating current 

(5) Short-circuit current 

(6) Maximum power 

690.52 Alternating-Current Photo voltaic Modules. 
Alternating-current modules shall be marked with identifi­
cation of terminals or leads and with identification of the 
following ratings: 

(1) Nominal operating ac voltage 

(2) Nominal operating ac frequency 

(3) Maximum ac power 

(4) Maximum ac current 

(5) Maximum overcurrent device rating for ac module 
protection 
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690.53 Direct-Current Photovoltaic Power Source. A 
permanent label for the direct-current PY power source in­
dicating the information specified in (1) through (5) shall 

be provided by the installer at the PV disconnecting means: 

(1) Rated maximum power-point current. 

(2) Rated maximum power-point voltage. 

(3) Maximum system voltage. 

Informational Note to (3): See 690.7(A) for maximum PV 
system voltage. 

(4) Maximum circuit current. Where the PV power source 
has multiple outputs, 690.53(1) and (4) shall be speci­
fied for each output. 

Informational Note to (4): See 690.8(A) for calculation of 
maximum circuit current. 

(5) Maximum rated output current of the charge controller 
(if installed). 

Informational Note: Reflecting systems used for irradiance 
enhancement may result in increased levels of output cur­
rent and power. 

690.54 Interactive System Point of Interconnection. All 
interactive system(s) points of interconnection with other 
sources shall be marked at an accessible location at the 
disconnecting means as a power source and with the rated 
ac output current and the nominal operating ac voltage. 

690.55 Photovoltaic Power Systems Employing Energy 
Storage. Photovoltaic power systems employing energy 
storage shall also be marked with the maximum operating 
voltage, including any equalization voltage and the polarity 
of the grounded circuit conductor. 

690.56 Identification of Power Sources. 

(A) Facilities with Stand-Alone Systems. Any structure 
or building with a PV power system that is not connected to 
a utility service source and is a stand-alone system shall 
have a permanent plaque or directory installed on the exte­
rior of the building or structure at a readily visible location 
acceptable to the authority having jurisdiction. The plaque 
or directory shall indicate the location of system discon­
necting means and that the structure contains a stand-alone 
electrical power system. The marking shall be in accor­
dance with 690.31(E). 

(B) Facilities with Utility Services and PV Systems. 
Buildings or structures with both utility service and a PV 
system shall have a permanent plaque or directory provid­
ing the location of the service disconnecting means and the 
PV system disconnecting means if not located at the same 
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location. The warning sign(s) or Jabel(s) shall comply with 
1 10.21 (B). 

(C) Facilities with Rapid Shutdown. Buildings or struc­
tures with both utility service and a PV system, complying 
with 690.l2, shall have a permanent plaque or directory 
induding the following wording: 

PHOTO VOLTAIC SYSTEM EQUIPPED WITH 
RAPID SHUTDOWN 

The plaque or directory shall be reflective, with all let­
ters capitalized and having a minimum height of 9.5 mm 
(-% in.), in white on red background. 

VII. Connection to Other Sources 

690.57 Load Disconnect. A load disconnect that has mul­
tiple sources of power shall disconnect all sources when in 
the off position. 

690.60 Identified Interactive Equipment. Only inverters 
and ac modules I isted and identified as interactive shall be 
permitted in interactive systems. 

690.61 Loss of Interactive System Power. An inverter or 
an ac module in an interactive solar PV system shall automati­
cally de-energize its output to the connected electrical produc­
tion and distribution network upon loss of voltage in that sys­
tem and shall remain in that state until the electric:1l 
production and distribution network voltage has been restored. 

A normally interactive solar PV system shall be permit­
ted to operate as a stand-alone system to supply loads that 
have been disconnected from electrical production and dis­
tribution network sources. 

690.63 Unbalanced Interconnections. Unbalanced con­
nections shall be in accordance with 705.100. 

690.64 Point of Connection. Point of connection shall be 
in accordance with 705.12. 

VIII. Storage Batteries 

690.71 Installation. 

(A) General. Storage batteries in a solar photovoltaic sys­
tem shall be installed in accordance with the provisions of 
Article 480. The interconnected battery cells shal1 be con­
sidered grounded where the photovoltaic power source is 
installed in accordance with 690.41. 

(B) Dwellings. 

(1) Operating Voltage. Storage batteries for dwellings 
shall have the ceJls connected so as to operate at a voltage 
of 50 volts, nominal, or less. 
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Exception: Where live parts are not accessible during rou­
tine battery maintenance, a battery system voltage in ac­
cordance with 690.7 shall be permitted. 

(2) Guarding of Live Parts. Live parts of battery systems 
for dwellings shall be guarded to prevent accidental contact 
by persons or objects, regardless of voltage or battery type. 

Informational Note: Batteries in solar photovoltaic sys­
tems are subject to extensive charge-discharge cycles and 
typically require frequent maintenance, such as checking 
electrolyte and cleaning connections. 

(C) Current Limiting. A listed, current-limiting, overcur­
rent device shall be installed in each circuit adjacent to the 
batteries where the available short-circuit current from a 
battery or battery bank exceeds the interrupting or with­
stand ratings of other equipment in that circuit. The instal­
lation of current-limiting fuses shall comply with 690.16. 

(D) Battery Nonconductive Cases and Conductive Racks. 
Flooded, vented, lead-acid batteries with more than twenty­
four 2-volt cells connected in series (48 volts, nominal) 
shall not use conductive cases or shall not be installed in 
conductive cases. Conductive racks used to support the 
nonconductive cases shall be permitted where no rack ma­
terial is located within 150 mm (6 in.) of the tops of the 
nonconducti ve cases. 

This requirement shall not apply to any type of valve­
regulated lead-acid (VRLA) battery or any other types of 
sealed batteries that may require steel cases for proper op­
eration. 

(E) Disconnection of Series Battery Circuits. Battery cir­
cuits subject to field servicing, where more than twenty­
four 2-volt cells are connected in series (48 volts, nominal), 
shall have provisions to disconnect the series-connected 
strings into segments of 24 cells or less for maintenance by 
qualified persons. Non-load-break bolted or plug-in discon­
nects shall be permitted. 

(F) Battery Maintenance Disconnecting Means. Battery 
installations, where there are more than twenty-four 2-volt 
cells connected in series (48 volts, nominal), shall have a 
disconnecting means, accessible only to qualified persons, 
that disconnects the grounded circuit conductor(s) in the 
battery electrical system for maintenance. This disconnect­
ing means shall not disconnect the grounded circuit con­
ductor(s) for the remainder of the photovoltaic electrical 
system. A non-Ioad-break-rated switch shall be permitted 
to be used as the disconnecting means. 

(G) Battery Systems of More Than 48 Volts. On photo­
voltaic systems where the battery system consists of more 
than twenty-four 2-volt cells connected in series (more than 
48 volts, nominal), the battery system shall be permitted to 
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operate with ungrounded conductors, provided the follow­
ing conditions are met: 

(I) The photovoltaic array source and output circuits shall 
comply with 690.4l. 

(2) The dc and ac load circuits shall be solidly grounded. 

(3) All main ungrounded battery input/output circuit con­
ductors shall be provided with switched disconnects 
and overcurrent protection. 

(4) A ground-fault detector and indicator shall be installed 
to monitor for ground faults in the battery bank. 

(H) Disconnects and Overcurrent Protection. Where en­
ergy storage device input and output terminals are more 
than 1.5 m (5 ft) from connected equipment, or where the 
circuits from these terminals pass through a wall or parti­
tion, the installation shall comply with the following: 

( I) A disconnecting means and overcurrent protection shall 
be provided at the energy storage device end of the 
circuit. Fused disconnecting means or circuit breakers 
shall be permitted to be used. 

(2) Where fused disconnecting means are used, the line 
terminals of the disconnecting means shall be con­
nected toward the energy storage device terminals. 

(3) Overcurrent devices or disconnecting means shall not 
be installed in energy storage device enclosures where 
explosive atmospheres can exist 

(4) A second disconnecting means located at the connected 
equipment shall be instal1ed where the disconnecting 
means required by 690.7 1 (H)(1 ) is not within sight of 
the connected equipment. 

(5) .Where the energy storage device disconnecting means 
is not within sight of the PV .systemac and dcdiscon­
necting means, placards or directories shallbe installed 
at the locations of all disconnecting means indicating 
the location of all disconnecting means. 

690.72 Charge Control. 

(A) General. Equipment shall be provided to control the 
charging process of the battery. Charge control shall not be 
required where the design of the photovoltaic source circuit 
is matched to the voltage rating and charge current require­
ments of the interconnected battery cells and the maximum 
charging current multiplied by 1 hour is less than 3 percent 
of the rated battery capacity expressed in ampere-hours or 
as recommended by the battery manufacturer. 

All adjusting means for control of the charging process 
shall be accessible only to qualified persons. 

Informational Note: Certain battery types such as valve­
regulated lead acid or nickel cadmium can experience ther­
mal failure when overcharged. 

(B) Diversion Charge Controller. 
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(1) Sole Means of' Regulating Cha.'ging. A photovoltaic 

power system employing a diversion charge controller as 
the sole means of regulating the charging of a battery shall 

be equipped with a second independent means to prevent 
overcharging of the battery. 

(2) Circuits with Direct-Current Diversion Charge 
Controller and Diversion Load. Circuits containing a dc 
diversion charge controller and a dc diversion load shall 
comply with the following: 

(1) The current rating of the di version load shall be less than 
or equal to the CUlTent rating of the diversion load charge 
controller. The voltage rating of the diversion load shall 
be greater than the maximum battery voltage. The power 
rating of the diversion load shall be at least 150 percent of 
the power rating of the photovoltaic alTay. 

(2) The conductor ampacity and the rating of the overcur­
rent device for this circuit shall be at least 150 percent 
of the maximum current rating of the diversion charge 
controller. 

(3) PV Systems Using Utility-Interactive Inverters. Pho­
tovoltaic power systems using utility-interactive inverters 
to control battery state-of-charge by diverting excess power 
into the utility system shall comply with (I) and (2): 

(1) These systems shall not be required to comply with 
690.72(B)(2). The charge regulation circuits used shall 
comply with the requirements of 400.5. 

(2) These systems shall have a second, independent means 
of controlling the battery charging process for use 
when the utility is not present or when the primary 
charge controller fails or is disabled. 

(C) Buck/Boost Direct-Current Converters. When buck! 
boost charge controllers and other dc power conveliers that 
increase or decrease the output current or output voltage with 
respect to the input CUlTent or input voltage are installed, the 
requirements shall comply with 690.72(C)( I) and (C)(2). 

(1) The ampacity of the conductors in output circuits shall 
be based on the maximum rated continuous output cur­
rent of the charge controller or converter for the se­
lected output voltage range. 

(2) The voltage rating of the output circuits shall be based 
on the maximum voltage output of the charge control­
ler or converter for the selected output voltage range. 

690.74 Battery Interconnections. 

(A) Flexible Cables. Flexible cables, as identified in Ar­
ticle 400, in sizes 2/0 A WG and larger shall be permitted 
within the battery enclosure from battery terminals to a 
nearby junction box where they shall be connected to an 
approved wiring method. Flexible battery cables shall also 
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be permitted between batteries and cells within the battery 
enclosure. Such cables shall be listed for hard-service use 
and identified as moisture resistant. 

Flexible, fine-stranded cables shall be terminated only 
with terminals, lugs, devices, or connectors in accordance 
with 110.14. 

IX. Systems over 1000 Volts 

690.80 General. Solar PV systems with a maximum sys­
tem voltage over 1000 volts dc shall comply with Article 
490 and other requirements applicable to installations rated 
over 1000 volts. 

690.81 Listing. Products listed for PV systems shall be 
permitted to be used and installed in accordance with their 
listing. PV wire that is listed for direct burial at voltages 
above 600 volts, but not exceeding 2000 volts, shall be 
installed in accordance with Table 300.50, column 1. 

690.85 Definitions. For the purposes of Part VIII of this 
article, the voltages used to determine cable and equipment 
ratings are as follows. 

Battery Circuits. In battery circuits, the highest voltage 
experienced under charging or equalizing conditions. 

Photovoltaic Circuits. In dc PV source circuits and PV 
output circuits, the maximum system voltage. 

X. Electric Vehicle Charging 

690.90 General. Photovoltaic systems used directly to 
charge electric vehicles shall comply with Article 625 in 
addition to the requirements of this article. 

690.91 Charging Equipment. Electric vehicle couplers 
shall comply with 625.10. Personnel protection systems in 
accordance with 625.22 and automatic de-energization of 
cables in accordance with 625.19 are not required for PV 
systems with maximum system voltages of less than 
80 volts dc. 

I. General 

ARTICLE 692 
Fuel Cell Systems 

692.1 Scope. This article identifies the requirements for 
the installation of fuel cell power systems, which may be 
stand-alone or interactive with other electric power produc­
tion sources and may be with or without electric energy 
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storage such as batteries. These systems may have ac or dc 
output for utilization. 

692.2 Definitions. 

Fuel Cell. An electrochemical system that consumes fuel to 
produce an electric current. In such cells, the main chemi­
cal reaction used for producing electric power is not com­
bustion. However, there may be sources of combustion 
used within the overall· cell system, such as reformers/fuel 
processors. 

Fuel Cell System. The complete aggregate of equipment 
used to convert chemical fuel into usable electricity and 
typically consisting of a reformer, stack, power inverter, 
and auxiliary equipment. 

Interactive System. A fuel cell system that operates in 
parallel with and may deliver power to an electrical produc­
tion and distribution network. For the purpose of this defi­
nition, an energy storage subsystem of a fuel cell system, 
such as a battery, is not another electrical production 
source. 

Maximum System Voltage. The highest fuel cell inverter 
output voltage between any ungrounded conductors present 
at accessible output terminals. 

Output Circuit. The conductors used to connect the fuel 
cell system to its electrical point of delivery. 

Informational Note: In the case of sites that have series- or 
parallel-connected multiple units, the term output circuit 
also refers to the conductors used to electrically intercon­
nect the fuel cell system(s). 

Point of Common Coupling. The point at which the power 
production and distribution network and the customer inter­
face occurs in an interactive system. Typically, this is the 
load side of the power network meter. 

Stand-Alone System. A fuel cell system that supplies 
power independently of an electrical production and distri­
bution network. 

692.3 Other Articles. Wherever the requirements of other 
articles of this Code and Article 692 differ, the requirements 
of Article 692 shall apply, and, if the system is operated in 
parallel with a primary source(s) of electricity, the require­
ments in 705.14, 705.16, 705.32, and 705.143 shall apply. 

692.4 Installation. 

(A) Fuel Cell System. A fuel cell system shall be permit­
ted to supply a building or other structure in addition to any 
service(s) of another electricity supply system(s). 

(B) Identification. A permanent plaque or directory, de­
noting all electric power sources on or in the premises, 
shall be installed at each service equipment location. 
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Informative Annex A Product Safety Standards 

b~formative Annex A is not a part of the requirements of 
this NFPA document but is included for iJ~formational pur­
poses only. 

fications to existing standards can occur at any time while 
this edition of the Code is in effect. 

This informative annex provides a list of product safety 

standards used for product listing where that listing is re­
quired by this Code. It is recognized that this list is current 
at the time of publication but that new standards or modi-

This informative annex does not form a mandatory part 
of the requirements of this Code but is intended only to 

provide Code users with informational guidance about the 
product characteristics about which Code requirements 
have been based. 

Product Standard Name 

Aboveground Reinforced Thermosetting Resin Conduit (RTRC) and Fittings 
Antenna-Discharge Units 
Arc-Fault Circuit-Interrupters 
Armored Cable 
Attachment Plugs and Receptacles 
Audio, Video and Similar Electronic Apparatus - Safety Requirements 
AudiolVideo, Information and Communication Technology Equipment - Part I: Safety 

Requirements 
Batteries for Use in Electric Vehicles 
Batteries for Use in Light Electric Rail (LER) Applications and Stationary Applications 
Belowground Reinforced Thermosetting Resin Conduit (RTRC) and Fittings 
Busways 
Cables - Thermoplastic-Insulated Underground Feeder and Branch-Circuit Cables 
Cables -- Thermoplastic-Insulated Wires and Cables 
Cables - Thermoset-Insulated Wires and Cahles 
Cahle and Cable Fittings for Use in Hazardous (Classified) Locations 
Cables for Non-Power-Limited Fire-Alarm Circuits 
Cahles for Power-Limited Fire-Alarm Circuits 
Capacitors 
Ccllular Metal Floor Raceways and Fittings 
Circuit Breakers for Use in Communication Equipment 
Circuit Integrity (CI) Cable - Fire Tests for Electrical Circuit Protective Systems 
Circuit Integrity (CI) Cable - Tests for Fire Resistive Cables 
Class 2 Power Units 
Communication Circuit Accessories 
COlllmunications Cables 
COlllmunity-Antenna Television Cables 
Concentrator Photovoltaic Modules and Assemblies 
Conduit, Tubing, and Cable Fittings 
Connectors for Use in Photovoltaic Systems 
Cord Sets and Power-Supply Cords 
Cover Plates for Flush-Mounted Wiring Devices 
Data-Processing Cable ~ 
Distributed Wiring Harnesses 
Electric Generators 
Electric Heating Appliances 
Electric Sign Components 
Electric Signs 
Electric SI;as, Equipment Assemblies, and Associated Equipment 
Electric Vehicle (EV) Charging System Equipment 
Electric Vehicle Supply Equipment 
Electric Water Heaters for Pools and Tubs 

• Electrical Apparatus for Explosive Gas Atmospheres -- Part 15: Type of Protection "n" 
Electrical Apparatus for Use in Class I, Zone I Hazardous (Classified) Locations Type of 

Protection - Encapsulation "m" 
Electrical Apparatus for Use in Zonc 20. Zone 21, and Zone 22 Hazardous (Classified) Locations 
-- Protection by Encapsulation "mD" 

Electrical Apparatus for Use in Zone 21 and Zone 22 Hazardous (Classified) Locations -
Protection by Enclosure "to" 

Electrical Apparatus for Use in ZOlle 20. Zone 21, and Zone 22 Hazardous (Classified) Locations 
- General Requirements 

Electrical Apparatlls for Use in Zone 20, Zone 21, and Zone 22 Hazardous (Classified) Locations 
-- Protection by Intrinsic Safety "iD" 

Electrical Apparatus for Use in Zone 21 and Zone 22 Hazardous (Classified) Locations -
Protection by Pressurization "pD" 

Electrical Intermediate Metal Conduit ---- Steel 
Electrical Metallic Tubing - Aluminum 
Electrical Metallic Tubing Steel 
Electrical NOllmetallic Tubing 
Electrical Resistance Heat Tracing for Industrial Applications 
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Product Standard Number 

UL 2515 
UL 452 
UL 1699 
UL4 
UL 498 
UL 60065 
UL 62368-1 

UL 2580 
Subject 1973 
UL 2420 
UL 857 
UL 493 
UL 83 
UL44 
UL 2225 
UL 1425 
UL 1424 
UL 810 
UL 209 
UL 489A 
Subject 1724 
UL 2196 
UL 1310 
UL 1863 
UL444 
UL 1655 
Subject 8703 
UL 514B 
Subject 6703 
UL 817 
UL 514D 
UL 1690 
Subject 9703 
UL 1004-4 
UL 499 
UL 879 
UL48 
UL 1563 
UL 2202 
UL 2594 
UL 1261 
ANSl/ISA-60079~ ISIANSI/UL 60079-15 
ANSI/ISA-60079-18/ANST/UL 60079-18 

ANS UISA-61241-IS 

ANSI/ISA-61241- J 

ANSIIISA-61241-0 

ANSI/TSA-61241-11 

ANSIIISA-61241-2 

UL 1242 
UL 797A 
UL 797 
UL 1653 
IEEE 515 
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Product Standard Name 

Electrical Rigid Metal Conduit - Steel 
Electric-Battery-Powered Industrial Trucks 
Electrochemical Capacitors 
Emergency Lighting and Power Equipment 
Enclosed and Dead-Front Switches 
Enclosed and Dead-Front Switches for Use in Photovoltaic Systems 
Enclosures for Electrical Equipment 
Enclosures for Electrical Equipment. Environmental Considerations 
Energy Management Equipment 
Explosionproof and Dust-Ignition-Proof Electrical Equipment for Use in Hazardous (Classified) 

Locations 
Explosive Gas Atmospheres - Part 0: Equipment- General requirements 
Explosive Gas Atmospheres - Part 7: Increased safety "e" 
Explosive Gas Atmospheres - Part 1: Type of protection - Flameproof "d" 
Explosive Gas Atmospheres - Part 5: Type of protection - Powder filling "q" 
Explosive Gas Atmospheres - Part 6: Type of protection - Oil immersion "0" 
Fire Pump Controllers 
Fire Pump Motors 
Fire Resistive Cables, Test for 
Fixture Wire 
Flame Propagation Height of Electrical and Optical-Fiber Cables Installed Vertically in Shafts, Test 

for 
Flat-Plate Photovoltaic Modules and Panels 
Flexible Cords and Cables 
Flexible Lighting Products 
Flexible Metal Conduit 
Fluorescent-Lamp Ballasts 
Gas and Vapor Detectors and Sensors 
Gas-Burning Heating Appliances for Manufactured Homes and Recreational Vehicles 
Gas-Fired Cooking Appliances for Recreational Vehicles 
Gas-Tube-Sign Cable 
General-Use Snap Switches 
Ground-Fault Circuit-Interrupters 
Ground-Fault Sensing and Relaying Equipment 
Grounding and Bonding Equipment 
Hardware for the Support of Concluit. Tubing and Cable 
Heating and Cooling Equipment 

• High-Intensity-Discharge Lamp Ballasts 
Household and Similar Electrical Appliances, Part 2: Particular Requirements for Heating and 

Cooling 
Household and Similar Electrical Appliances. Part 2: Particular Requirements for Refrigerating 

Appliances. Ice-Cream Appliances. and Ice-makers 
Household Refrigerators and Freezers 
Impedance Protected Motors 
Industrial Battery Chargers 
Industrial Control Equipment 
Industrial Control Panels 
Information Technology Equipment Safety - Part 1: General Requjrements 
Information Technology Equipment Safety - Part 21: Remote Power Feeding 
Information Technology Equipment Safety - Part 22: Equipment to be Installed Outdoors 
Information Technology Equipment Safety - Part 23: Large Data Storage Equipment 
Instrumentation Tray Cable 
Insulated Multi-Pole Splicing Wire Connectors 
Inverters. Converters, Controllers and Interconnection System Equipment for Use with Distributed 

Energy Resources 
Isolated Power Systems Equipment 
Junction Boxes for Swimming Pool Luminaires 
Light Emitting Diode (LED) Equipment for Use in Lighting Products 
Liquid Fuel-Burning Heating Appliances for Manufactured Homes and Recreational Vehicles 
Liquid-Tight Flexible Nonmetallic Conduit 
Liquid-Tight Flexible Steel Conduit 
Lithium Batteries 
Low-Voltage Fuses - Fuses for Photo voltaic Systems 
Low-Voltage Fuses - Part 1: General Requirements 
Low-Voltage Fuses - Part 2: Class C Fuses 
Low-Voltage Fuses - Part 3: Class CA and CB Fuses 
Low-Voltage Fuses - Part 4: Class CC Fuses 
Low- Voltage Fuses - Part 5: Class G Fuses 
Low-Voltage Fuses - Part 6: Class H Renewable Fuses 
Low-Voltage Fuses - Part 7: Class H Renewable Fuses 
Low-Voltage Fuses - Part 8: Class J Fuses 
Low-Voltage Fuses - Part 9: Class K Fuses 
Low-Voltage Fuses - Part 10: Class L Fuses 
Low-Voltage Fuses - Part 11: Plug Fuses 
Low-Voltage Fuses - Part 12: Class R Fuses 
Low-Voltage Fuses - Part 13: Semiconductor Fuses 
Low-Voltage Fuses - Part 14: Supplemental Fuses 
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UL 6 
UL 583 
UL 810A 
UL 924 
UL 98 
Subject 98B 
UL 50 
UL 50E 
UL 916 
UL 1203 

Product Standard Number 

ANSlIISA-60079-0/ANSIIUL 60079-0 
ANSJ/JSA-60079-71 ANSliUL 60079-7 
ANSIIJSA-60079-11 ANST/UL 60079-1 
ANSIIISA-60079-5/ANST/UL 60079-5 
ANSJ/ISA-60079-6/ ANSI/UL 60079-6 
UL 218 
UL 1004-5 
UL 2196 
UL66 
UL 1666 

UL 1703 
UL 62 
UL 2388 
UL I 
UL 935 
UL 2075 
UL 307B 
UL 1075 
UL 814 
UL 20 
UL 943 
UL 1053 
UL 467 
UL 2239 
UL 1995 
UL 1029 
UL 60335-2-40 

UL 60335-2-24 

UL 250 
UL 1004-2 
UL 1564 
UL 508 
UL 508A 
UL 60950-] 
UL 60950-21 
UL 60950-22 
UL 60950-23 
UL 2250 
UL 2459 
UL 1741 

UL 1047 
UL 1241 
UL 8750 
UL 307A 
UL 1660 
UL 360 
UL 1642 
Subject 2579 
UL 248-1 
UL 248-2 
UL 248-3 
UL 248-4 
UL 248-5 
UL 248-6 
UL 248-7 
UL 248-8 
UL 248-9 
UL 249-10 
LTL 248-11 
UL 248-12 
UL 248-13 
UL 248-14 
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Product Standard Name Product Standard Numb(~r 

Low'-Voltage Fuses - Part 15: Class T Fuses 
Low-Volta~e Fuses - Part 16: Test Limiters 
Low-Voltage Lilldscape Lighting Systems 
Low- Vollaee Lighting Fixtures for Use in Recreational Vehicles 
Low- Voltage Lighting Systems 
Low-Voltage Switchgear and Control gear Part 4-1 A: Contactors and Motor-Starters -

Electromechanical Contactors and Motor-Starters 
Low-Voltage Switchgear and Controlgear - Part 5-2: Control Circuit Devices and Switching 

Elements Proximity Switches 
Low Voltage Transformers - Part I: General Requirements 
Low Voltage Transformers - Part 3: Class 2 and Class 3 Transformers 
LUl11inaire Reflector Kits for Installation on Previously Installed Fluorescent Luminaires, 

Supplemental Requirements 
Luminaires 
Machine-Tool Wires and Cables 
Manufactured Wiring Systems 
Medical Eleclrical Equipment - Part I: General Requirements for Safety 
Medium-Voltage AC Contactors, Controllers, and Control Centers 
Medium-Voltage Power Cables 
Metal-Clad C<JJles 
Metallic Outlet Boxes 
Mobile Home Pipe Heating Cable 
Molded-Case Circuit Breakers, Molded-Case Switches, and Circuit-Breaker Enclosures 
Molded-Case Circuit Breakers, Molded-Case Switches, and Circuit-Breaker Enclosures for Use 

with Photllvoltaic (PV) Systems 
Motor Control Centers 
Motor-Operated Appliances 
Multi-Pole Connectors f~)r Use in Photovoltaic Systems 
Neon Transformers and Power Supplies 
Nonincendive Electrical Equipment for Use in Class I and U, Division 2 and Class III, Divisions 1 

anc! 2 H,-vardous (Classified) Locations 
Nonmetallic Outlet Boxes, Flush-Device Boxes, and Covers 
Nonllletallic Surface Raceways and Fittings 
Nonmetallic Unclererouncl Conduit with Conductors 
Oflice Furnishings 0 

Optical Fiber C,~ble 
Optical Fiber and Comlllunication Cable Raceway 
Panel boards 
Performance Requirements of Detectors for Flammable Gases 
Personnel Protection Systems for Electric Vehicle (EV) Supply Circuits ;Part 1: 

General Requirements 
Personnel Protection Systems for Electric Vehicle (BV) Supply Circuits; Part 2: 

Particular Requirements for Protection Devices for Use in Charging Systems 
PhotovolLaic DC Arc-Fault Circuit Protection 
Photovoltaie Junction Boxes 
Photovoltaic Wire 
Plugs, Receptacles and Couplers for Electrical Vehicles 
Portable Electric Luminaires 
Portable Power-Dislribution Equipment 
Potting Compounds for Swimming Pool, Fountain, and Spa Equipment 
Power Conversion Equipment 
Power Outlets 
Power Units Other Than Class 2 
Power-Limited Circuit Cables 
Professional Video and Audio Equipment 
Programmabk Controllers - Part 2: Equipment Requirements and Tests 
Protectors for Coaxial Communications Circuits 
Protectors for Data Communication and Fire Alarm Circuits 
Protectors for Paired-Conductor COlllmunications Circuits 
Reference Standard for Electrical Wires, Cables, and Flexible Cords 
Requirements for Process Sealing Between Electrical Systems and Potentially Flammable or 

Combustible Process Fluids 
Residential Pipe Heating Cable 
Roof and Guttcr De-Icing Cable Units 
Room Air Conditioners 
Rotating Electrical Machines - General Requirements 
Schedule 40, 80, Type EB and A Rigid PVC Conduit and Fittings 
Schedule 40 and 80 High Density Polyethylene (HDPE) Conduit 
Sealed Wil'e Connector Systems 
Seasonal and Holiday Decorative Products 
Secondary Protectors for COllllllunications Circuits 
Self-Ballastcd Lamps and Lamp Adapters 
Service-Entrance Cables 
Smoke Detectors for Fire Alarm Signaling Systems 
Solar Trackers 
Specialty Transrormers 
Splicing Wire Connectors 
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UL 248-15 
UL 248-16 
UL 1838 
UL 234 
UL 2108 
UL 60947-4-1 A 

UL 60947-5-2 

UL 5085-1 
UL 5085-3 
UL 1598B 

UL 1598 
UL 1063 
UL 183 
UL 60601-1 
UL 347 
UL 1072 
UL 1569 
UL 5J4A 
Subject 1462 
UL 489 
Subject 489B 

UL 845 
UL 73 
Subject 6703A 
UL 2161 
ANSflISA-12.12.01 

UL 514C 
UL5A 
UL 1990 
UL 1286 
UL 1651 
UL 2024 
UL 67 
ANSIIISA-60079-29-1 
UL 2231-1 

UL 2231-2 

Subject 1699B 
Subject 3730 
Subject 4703 
UL 2251 
UL 153 
UL 1640 
UL 676A 
UL 508C 
UL 231 
UL 1012 
UL 13 
UL 1419 
UL61131-2 
UL 497C 
UL 497B 
UL497 
UL 1581 
ANSI/ISA-12.27,O I 

Subject 2049 
Subject 1588 
UL 484 
UL 1004-1 
UL 651 
UL 651A 
UL 486D 
UL 588 
UL 497A 
UL 1993 
UL 854 
UL 268 
Subject 3703 
UL 506 
UL 486C 
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Product Standard Name Product Standard Numher 

Stage and Studio Luminaires and Connector Strips 
Standby Batteries 
Stationary Engine Generator Assemblies 
Strut-Type Channel Raceways and Fittings 
Supplemental Requirements for Extra-Heavy Wall Reinforced Thermosetting Resin Conduit 

(RTRC) and Fittings 
Surface Metal Raceways and Fittings 
Surface Raceways and Fittings for Use with Data, Signal and Control Circuits 
Surge Arresters - Gapped Silicon-Carbide Surge Arresters for AC Power Circuits 
Surge Arresters - Metal-Oxide Surge Arresters for AC Power Circuits 
Surge Protedive Device& 
Swtmming Pool Pumps, Filters, and Chlorinators 
Switchboards 
Thermally Protected Motors 
Transfer Switch Equipment 
Under1loor Raceways and Fittings 
Underwater Luminaires and Submersible Junction Boxes 
Uninterruptible Power Systems 
Vacuum Cleaners, Blower Cleaners, and Household Floor Finishing Machines 
Waste Disposers 
Wind Turbine Generating Systems 
Wind Turbine Generating Systems -- Small 
Wire Connectors 
Wireways, Auxiliary Gutters, anc! Associated Fittings 
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UL 1573 
UL 1989 
UL 2200 
UL 5B 
UL 2515A 

UL 5 
UL 5C 
IEEE C02.1 
IEEE C62. I I 
ULI449 
UL 1081 
UL 891 
UL 1004-3 
UL 1008 
UL 884 
UL 676 
UL 1778 
UL 1017 
UL 430 
Subject 6140 
Subject 6142 
UL 486A, UL 4868 
UL 870 
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