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CROSS - REFERENCE TO RELATED 
APPLICATION ( S ) 

[ 0001 ] This application claims the benefit under 35 U . S . C . 
$ 119 ( e ) of a U . S . Provisional application filed on Feb . 29 , 
2016 in the U . S . Patent and Trademark Office and assigned 
Ser . No . 62 / 301 , 016 , and U . S . Provisional application filed 
on May 11 , 2016 in the U . S . Patent and Trademark Office 
and assigned Ser . No . 62 / 334 , 706 , the entire disclosure of 
each of which is hereby incorporated by reference . 

TECHNICAL FIELD 
[ 0002 ] The present disclosure relates to a wireless com 
munication system . More particularly , the present disclosure 
relates to an apparatus and method for transmitting and 
receiving system information . re 

BACKGROUND 
10003 ] To meet the demand for wireless data traffic having 
increased since deployment of fourth generation ( 4G ) com 
munication systems , efforts have been made to develop an 
improved fifth generation ( 5G ) or pre - 56 communication 
system . Therefore , the 5G or pre - 5G communication system 
is also called a ‘ Beyond 4G Network ' or a ‘ Post long term 
evolution ( LTE ) System ' . The 5G communication system is 
considered to be implemented in higher frequency ( mm 
Wave ) bands , e . g . , 60 GHz bands , so as to accomplish higher 
data rates . To decrease propagation loss of the radio waves 
and increase the transmission distance , the beamforming , 
massive multiple - input multiple - output ( MIMO ) , full 
dimensional MIMO ( FD - MIMO ) , array antenna , an analog 
beam forming , large scale antenna techniques are discussed 
in 5G communication systems . In addition , in 5G commu 
nication systems , development for system network improve 
ment is under way based on advanced small cells , cloud 
radio access networks ( RANS ) , ultra - dense networks , 
device - to - device ( D2D ) communication , wireless backhaul , 
moving network , cooperative communication , coordinated 
multi - points ( COMP ) , reception - end interference cancella 
tion and the like . In the 5G system , hybrid frequency shift 
key ( FSK ) and quadrature amplitude modulation ( QAM ) 
modulation ( FQAM ) and sliding window superposition cod 
ing ( SWSC ) as an advanced coding modulation ( ACM ) , and 
filter bank multi carrier ( FBMC ) , non - orthogonal multiple 
access ( NOMA ) , and sparse code multiple access ( SCMA ) 
as an advanced access technology have been developed . 
[ 0004 ] The Internet , which is a human centered connec 
tivity network where humans generate and consume infor 
mation , is now evolving to the Internet of things ( IoT ) where 
distributed entities , such as things , exchange and process 
information without human intervention . The Internet of 
everything ( IOE ) , which is a combination of the IoT tech 
nology and the Big Data processing technology through 
connection with a cloud server , has emerged . As technology 
elements , such as “ sensing technology ” , " wired / wireless 
communication and network infrastructure ” , “ service inter 
face technology ” , and “ Security technology ” have been 
demanded for IoT implementation , a sensor network , a 
machine - to - machine ( M2M ) communication , machine type 
communication ( MTC ) , and so forth have been recently 
researched . Such an IoT environment may provide intelli 

gent Internet technology services that create a new value to 
human life by collecting and analyzing data generated 
among connected things . IoT may be applied to a variety of 
fields including smart home , smart building , smart city , 
smart car or connected cars , smart grid , health care , smart 
appliances and advanced medical services through conver 
gence and combination between existing information tech 
nology ( IT ) and various industrial applications . 
[ 0005 ] . In line with this , various attempts have been made 
to apply 5G communication systems to IoT networks . For 
example , technologies such as a sensor network , MTC , and 
M2M communication may be implemented by beamform 
ing , MIMO , and array antennas . Application of a cloud RAN 
as the above - described Big Data processing technology may 
also be considered to be as an example of convergence 
between the 5G technology and the IoT technology . 
[ 0006 ] In the recent years , several broadband wireless 
technologies have been developed to meet the growing 
number of broadband subscribers and to provide more and 
better applications and services . The second generation 
wireless communication system has been developed to pro 
vide voice services while ensuring the mobility of users . 
Third generation wireless communication system supports 
not only the voice service but also data service . 
[ 0007 ] In recent years , the fourth wireless communication 
system has been developed to provide high - speed data 
service . However , currently , the fourth generation wireless 
communication system suffers from lack of resources to 
meet the growing demand for high speed data services . So 
fifth generation wireless communication system is being 
developed to meet the growing demand for high speed data 
services , support ultra - reliability and low latency applica 
tions and support massive machine type communication . 
10008 ] In the fourth generation wireless communication 
system , enhanced node B ( NB ) or base station ( BS ) in cell 
broadcast system information . System information is struc 
tured into master information block ( MIB ) and a set of 
system information blocks ( SIBs ) . MIB consists of system 
frame number ( SFN ) , downlink system bandwidth and 
physical hybrid automatic repeat request ( ARQ ) feedback 
indicator channel ( PHICH ) configuration . An MIB is trans 
mitted every 40 ms . It is repeated every 10 ms wherein the 
first transmission occurs in subframe # 0 when SFM mod 4 
equals zero . MIB is transmitted on physical broadcast chan 
nel . SIB Type 1 carries cell indemnity , tracking area code , 
cell barring information , value tag ( common for all sched 
uling units ) , and scheduling information of other SIBs . SIB 
1 is transmitted every 80 ms in subframe # 5 when SFN mod 
8 equals zero . SIB 1 is repeated in subframe # 5 when SFN 
mod 2 equals zero . SIB 1 is transmitted on Physical down 
link shared channel . Other SIBs ( SIB 2 to SIB 19 ) are 
transmitted in system information ( SI ) message wherein 
scheduling info of these SIBs are indicated in SIB 1 . SIBs 
having same periodicity can be transmitted in one SI mes 
sage . SI message is broadcasted on Physical downlink 
shared channel . Various SIBs , their usage and typical size is 
indicated in Table 1 below . 

TABLE 1 
System Information in 4G System 

SIB Type Content SIB Size 
SIB 1 
SIB 2 

Cell ID , value tag & Scheduling info 
AC - Barring , RACH Info 

- - 500 bits 
2216 bits ( Max ) 
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TABLE 1 - continued SUMMARY 

System Information in 4G System Technical Problem 
SIB Type Content SIB Size 
SIB 3 - 100 bits 

SIB 4 
SIB 5 

- 750 bits 
- 1000 bits 

SIB 6 
SIB 7 
SIB 8 

~ 1000 bits 
1000 bits 
2216 bits ( Max ) 

SIB 9 
SIB 10 
SIB 11 
SIB 12 
SIB 13 

Common Cell reselection info & intra 
frequency cell reselection parameters 
Intra frequency neighbor cell info 
Inter frequency cell reselection 
information 
UTRA cell reselection information 
GERAN cell reselection information 
CDMA 2000 cell reselection 
information 
Home NB Info 
ETWS Primary Notification 
ETWS Secondary Notification 
CMAS Notification 
MBMS Information to acquire MBMS 
Control information 
Extended Access Class Barring 
Information 
MBMS Service Area Identifiers of the 
current and neighboring frequencies 
UTC Time 
Information for traffic steering between 
E - UTRAN and WLAN 
Intra Frequency D2D Communication 
Information 
Intra / inter frequency D2D Discovery 
Information 

- 56 bits 
2216 bits ( Max ) 
2216 bits ( Max ) 
2216 bits ( Max ) 
- 300 bits 

SIB 14 ~ 100 bits 

SIB 15 2216 bits ( Max ) 

[ 0013 ] One of the issues in current method of transmitting 
system information using the master information block 
( MIB ) / system information blocks ( SIBs ) is that MIB / SIBs 
are periodically broadcasted irrespective of whether a user 
equipment ( UE ) is there in cell or not ; whether any UE in 
cell needs that information . In case of small cell deployment , 
broadcasting all these SIBs periodically is unnecessary and 
leads to significant wastage of resources and increased 
energy consumption . 
[ 0014 ] Next Generation communication system is consid 
ering carrier frequency ranges up to 100 GHz . At higher 
frequencies , beamforming is essential to compensate for 
path loss . One transmission beam cannot provide the full cell 
coverage . Multiple transmission beams are needed . In order 
to broadcast the system information , system information 
needs to be transmitted using multiple transmission beams 
by switching a transmission ( TX ) beam across multiple time 
slots . Overhead ( time / frequency resources ) of transmission 
of system information using beamforming is N times more 
than transmission of system information without beamform 
ing where ' N ' is the number of transmission beams . The 
transmission resources remaining after resources consumed 
for transmission of system information may be used for data 
scheduling for a user in the direction of the downlink ( DL ) 
transmission beam . Therefore , if more time / frequency 
resources are consumed for transmission system information 
then user data scheduling becomes restrictive and inflexible . 
[ 0015 ] . Additionally UE has to reacquire the system infor 
mation when it moves from one cell to another cell . This 
leads to increased power consumption for mobile UEs . So an 
enhanced method of signaling system information is needed . 

SIB 16 
SIB 17 

~ 60 bits 
2216 bits ( Max ) 

SIB 18 2216 bits ( Max ) 
SIB 19 2216 bits ( Max ) 

Technical Solution 

[ 0009 ] User equipment ( UE ) acquires the system informa 
tion at cell selection , cell reselection , after handover comple 
tion , after entering evolved UMTS terrestrial radio access 
( E - UTRA ) from another radio access technology ( RAT ) , 
upon re - entering service area , upon receiving a notification 
( paging ) , and upon exceeding the maximum validity dura 
tion ( 3 hour ) . 
[ 0010 ] In radio resource control ( RRC ) idle state , UE 
needs to acquire MIB , SIB 1 , SIB 2 to SIB 5 , SIB 6 to SIB 
8 ( depending on RAT supported ) , SIB 17 ( if LTE - wireless 
local area network ( WLAN ) interworking ( IWK ) is sup 
ported ) , and SIB 18 to SIB 19 ( if D2D is supported ) . In RRC 
connected state , UE needs to acquire MIB , SIB 1 , SIB 2 , SIB 
8 ( depending on RAT supported ) , SIB 17 ( if LTE - WLAN 
IWK is supported ) , and SIB 18 to SIB 19 ( if D2D is 
supported ) . System information acquired and stored is con 
sidered invalid of if value tag in received SIB 1 is different 
from the one in stored SI . 
[ 0011 ] System information can be changed and is notified 
as follows : Change is notified through paging message ( in 
RRC IDLE or RRC _ CONNECTED ) with cause systemIn 
foModification to let UE know that some SI is changing in 
the next modification period . Modification period boundar 
ies are in terms of SFN such that SFN mod modification 
Period = 0 . Change of SI occurs at specific radio frames . 
Notification of changes in modification period N will be 
reflected in N + 1 . SIB1 also carries value tag to indicate 
change in SI . UE finds the change in SI by looking at value 
tag in SIB1 at the end modificationPeriod ( if missed check 
ing page ) or receiving paging with systeminfo Modification . 
[ 0012 ] The above information is presented as background 
information only to assist with an understanding of the 
present disclosure . No determination has been made , and no 
assertion is made , as to whether any of the above might be 
applicable as prior art with regard to the present disclosure . 

[ 0016 ] Aspects of the present disclosure are to address at 
least the above - mentioned problems and / or disadvantages 
and to provide at least the advantages described below . 
Accordingly , an aspect of the present disclosure is to provide 
a method for receiving system information ( SI ) by a UE in 
a wireless communication system . The method includes 
receiving , from a base station ( BS ) , first type SI associated 
with SI which is essential for communication with the BS , 
transmitting , to the BS , a physical random access channel 
( PRACH ) preamble based on the first type SI , receiving , 
from the BS , a random access response ( RAR ) message , and 
receiving , from the BS , second type SI associated with at 
least one SI which the UE needs . 
[ 0017 ] In accordance with an aspect of the present disclo 
sure , a method for transmitting system information ( SI ) by 
a base station ( BS ) in a wireless communication system is 
provided . The method includes transmitting , to a user equip 
ment ( UE ) , first type SI associated with SI which is essential 
for communication with the UE , receiving , from the UE , a 
physical random access channel ( PRACH ) preamble based 
on the first type SI , transmitting , to the UE , a random access 
response ( RAR ) message , and transmitting , to the UE , 
second type SI associated with at least one SI which the UE 
needs . 
[ 0018 ] In accordance with an aspect of the present disclo 
sure , a user equipment ( UE ) for receiving system informa 
tion ( SI ) in a wireless communication system is provided . 
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The UE includes a transceiver configured to transmit and 
receive a signal , and at least one processor configured to 
control receiving , from a base station ( BS ) , first type SI 
associated with SI which is essential for communication 
with the BS , control transmitting , to the BS , a physical 
random access channel ( PRACH ) preamble based on the 
first type SI , control receiving , from the BS , a random access 
response ( RAR ) message , and control receiving , from the 
BS , second type SI associated with at least one SI which the 
UE needs . 
[ 0019 ] In accordance with an aspect of the present disclo 
sure , a base station ( BS ) for transmitting system information 
( SI ) in a wireless communication system is provided . The 
BS includes a transceiver configured to transmit and receive 
a signal , and at least one processor configured to control 
transmitting , to a user equipment ( UE ) , first type SI asso 
ciated with SI which is essential for communication with the 
UE , control receiving , from the UE , a physical random 
access channel ( PRACH ) preamble based on the first type 
SI , control transmitting , to the UE , a random access response 
( RAR ) message , and control transmitting , to the UE , second 
type SI associated with at least one SI which the UE needs . 

[ 0030 ] FIG . 8 illustrates a method for acquiring system 
information according to the other embodiment of the pres 
ent disclosure ; 
( 0031 ) FIG . 9 illustrates a method for acquiring system 
information according to the other embodiment of the pres 
ent disclosure ; 
0032 ] FIG . 10 illustrates a method for indicating in 
broadcasted essential system information whether other sys 
tem information is broadcasted or not according to an 
embodiment of the present disclosure ; 
[ 0033 ] FIG . 11 illustrates a method for acquiring system 
information according to the other embodiment of the pres 
ent disclosure ; 
[ 0034 ] FIG . 12 illustrates a method for indicating in 
broadcasted essential system information whether other sys 
tem information is broadcasted or not according to another 
embodiment of the present disclosure ; 
[ 0035 ] FIG . 13 illustrates a method for acquiring system 
information according to the other embodiment of the pres 
ent disclosure ; 
[ 0036 ] FIG . 14 illustrates a method for acquiring system 
information according to the other embodiment of the pres 
ent disclosure ; 
[ 0037 ] FIG . 15 illustrates a method for acquiring system 
information according to the other embodiment of the pres 
ent disclosure ; 
[ 0038 ] FIG . 16 illustrates a method for providing system 
information within a time window according to an embodi 
ment of the present disclosure ; 
100391 . FIG . 17 illustrates a method for providing system 
information by monitoring a time window in one or more 
periods according to an embodiment of the present disclo 
sure ; 
10040 ] FIG . 18 illustrates a method for configuring system 
information area ID according to an embodiment of the 
present disclosure ; 
[ 0041 ] FIG . 19 illustrates a method for indexing system 
information parameters according to an embodiment of the 
present disclosure ; and 
[ 0042 ] FIG . 20 illustrates a method for configuring a 
system information configuration identification ( ID ) accord 
ing to an embodiment of the present disclosure . 
[ 0043 ] Throughout the drawings , like reference numerals 
will be understood to refer to like parts , components , and 
structures . 

Advantageous Effects 
[ 0020 ] In accordance with an aspect of the present disclo 
sure , a user equipment ( UE ) and a BS are provided . The UE 
and BS are capable of signaling system information effi 
ciently in a wireless communication system . 
[ 0021 ] Other aspects , advantages , and salient features of 
the disclosure will become apparent to those skilled in the art 
from the following detailed description , which , taken in 
conjunction with the annexed drawings , discloses various 
embodiments of the present disclosure . 

BRIEF DESCRIPTION OF DRAWINGS 
[ 0022 ] The above and other aspects , features , and advan 
tages of certain embodiments of the present disclosure will 
be more apparent from the following description taken in 
conjunction with the accompanying drawings , in which : 
[ 0023 ] FIG . 1 illustrates a method for acquiring system 
information according to an embodiment of the present 
disclosure ; 
[ 0024 ] FIG . 2 illustrates a method for categorizing system 
information parameters into system information blocks 
( SIBs ) according to an embodiment of the present disclo 
sure ; 
[ 0025 ] FIG . 3 illustrates a method for categorizing system 
information parameters into SIBs according to an embodi - 
ment of the present disclosure ; 
[ 0026 ] FIG . 4 illustrates a method for categorizing system 
information parameters into system information set accord 
ing to an embodiment of the present disclosure ; 
[ 0027 ] FIG . 5 illustrates a method for categorizing system 
information parameters into system information set accord 
ing to another embodiment of the present disclosure ; 
[ 0028 ] FIG . 6 illustrates a method for acquiring system 
information according to the other embodiment of the pres 
ent disclosure ; 
[ 0029 ] FIG . 7 illustrates a method for acquiring system 
information according to the other embodiment of the pres 
ent disclosure ; 

DETAILED DESCRIPTION 
[ 0044 ] The following description with reference to the 
accompanying drawings is provided to assist in a compre 
hensive understanding of various embodiments of the pres 
ent disclosure as defined by the claims and their equivalents . 
It includes various specific details to assist in that under 
standing but these are to be regarded as merely exemplary . 
Accordingly , those of ordinary skill in the art will recognize 
that various changes and modifications of the various 
embodiments described herein can be made without depart 
ing from the scope and spirit of the present disclosure . In 
addition , descriptions of well - known functions and con 
structions may be omitted for clarity and conciseness . 
[ 0045 ] The terms and words used in the following descrip 
tion and claims are not limited to the bibliographical mean 
ings , but , are merely used by the inventor to enable a clear 
and consistent understanding of the present disclosure . 
Accordingly , it should be apparent to those skilled in the art 
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that the following description of various embodiments of the 
present disclosure is provided for illustration purpose only 
and not for the purpose of limiting the present disclosure as 
defined by the appended claims and their equivalents . 
[ 0046 ] It is to be understood that the singular forms “ a , " 
" an , " and " the " include plural referents unless the context 
clearly dictates otherwise . Thus , for example , reference to " a 
component surface ” includes reference to one or more of 
such surfaces . 

[ 0047 ] FIG . 1 illustrates a method for acquiring system 
information according to an embodiment of the present 
disclosure . 
[ 0048 ] Referring to FIG . 1 , in an embodiment of the 
present disclosure the user equipment ( UE ) can acquire the 
system information as shown in FIG . 1 . System information 
( SI ) is categorized into two categories : The first category 
( also referred as minimum SI or essential SI ) comprises of 
one or more system information which are broadcasted 
periodically by the cell and / or transport , routing , and pack 
aging ( TRP ) information . The second category ( also referred 
as Other SI ) comprises of one or more system information 
which are provided on demand or can be broadcasted 
periodically . 
[ 0049 ] The first category comprises of essential system 
information such as information required for initial access to 
a cell , information required for acquiring the system infor 
mation in second category . The first category of system 
information includes at least system frame number ( SFN ) , 
list of public land mobile network ( PLMN ) identifications 
( IDs ) , Cell ID , cell camping parameters , etc . The second 
category of system information includes the system infor 
mation not included in first category . The first category ( also 
referred as minimum SI or essential SI ) of system informa 
tion is periodically broadcasted by the cell and / or TRP . 
[ 0050 ] In operation 110 , UE acquires first category ( also 
referred as minimum SI or essential SI ) from broadcasted 
information . Network signals in first category of system 
information i . e . in Minimum SI or essential SI whether the 
system information in the second category is periodically 
broadcasted or provided on demand . 
[ 0051 ] For example , in case of heterogeneous network 
comprises of macro cell and small cells , macro cell may 
indicate that system information is broadcasted whereas 
small cells may indicate that system information is not 
broadcasted . In another example , if there are several 
requests for system information provided on demand then 
network may start to broadcast the system information 
instead of providing on demand . 
10052 ] Minimum SI or essential SI may include an indi 
cation which indicates that all SIs of second category of 
system information are periodically broadcasted or are pro 
vided on demand . Alternately , minimum SI or essential SI 
may include a separate indication for each SI ( e . g . system 
information block ( SIB ) ) or set of Sis ( i . e . SIBs ) wherein 
each indication indicates whether the associated SI or set of 
SIs are periodically broadcasted or are provided on demand . 
[ 0053 ] Alternately , minimum SI or essential SI may 
include a separate indication for each SI message wherein 
each SI message carries one or more SIs ( i . e . SIBs ) . The 
indication associated with an SI message indicates whether 
SIs associated with that SI message are broadcasted or 
provided on demand . Mapping of SI message to SIBs in 
included in minimum SI or essential SI . 

[ 0054 ] In order to acquire a SI of second category , UE first 
determines whether that SI is periodically broadcasted or 
provided on demand . UE determines this based on indica 
tion included in first category ( also referred as minimum SI 
or essential SI ) of system information . If first category ( also 
referred as minimum SI or essential SI ) of system informa 
tion indicates that SI which UE wants to acquire is periodi 
cally broadcasted ( or not provided on demand ) then UE 
acquires the SI from the periodic broadcast using the sched 
uling information included in first category ( also referred as 
minimum SI or essential SI ) , in operation S110 . If first 
category ( also referred as minimum SI or essential SI ) of 
system information indicates that SI which UE wants to 
acquire is not periodically broadcasted ( or provided on 
demand ) then UE sends request to base station ( BS ) to 
receive that SI . 
[ 0055 ] In order to receive one or more system information 
provided on demand , in operation S120 , UE transmits 
random access preamble ( PRACH ) . In an embodiment , 
PRACH preambles or PRACH opportunities ( i . e . timel 
frequency resources ) for requesting system information can 
be different from the PRACH preambles or PRACH oppor 
tunities for other purposes . This can minimize impact to 
random access load because of SI requests . PRACH pre 
ambles or PRACH opportunities ( i . e . time / frequency 
resources ) for obtaining system information can be pre 
defined or signaled by network in first category ( also 
referred as minimum SI or essential SI ) of system informa 
tion . 
[ 0056 ] On receiving the random access preamble , in 
operation S130 , BS transmits a random access response 
( RAR ) and the RAR includes an uplink ( UL ) grant for 
transmitting the SI request message . The RAR may also 
include timing advance and / or back off indicator and or 
preamble identifier ( identifies the PRACH preamble ) . 
[ 0057 ] UE validates that the RAR corresponds to PRACH 
transmitted by it . If the validation is successful , in operation 
S140 , the UE transmits an SI request message in the UL 
grant . The SI request message indicates one or more system 
information ( e . g . SIBs ) which UE needs or indicates one or 
more sets of system information which the UE needs or 
indicates service ( e . g . enhanced mobile broadband ( MBB ) , 
mobile telecommunications company ( MTC ) , ultra - reliable 
and low - latency ( URLL ) , etc . ) for which UE needs system 
information or UE type . UE may transmit its UE ID ( i . e . 
SAE - temporary mobile subscriber identity ( S - TMSI ) , cell 
radio network temporary identifier ( C - RNTI ) , random 
access - radio network temporary identifier ( RA - RNTI ) , etc . ) 
along with the SI request message . 
[ 0058 ] In response to the SI request , in operation S150 , BS 
transmits SI - response wherein the SI - response includes the 
requested system information . SI response can be broad 
casted or provided in unicast manner . Scheduling control 
information indicating the SI - response can be masked with 
UE ' s ID ( e . g . C - RNTI , RA - RNTI ) or a pre - defined ID ( e . g . 
system information - radio network temporary identifier ( SI 
RNTI ) ) . Pre - defined ID can be different for different system 
information or system information set or service or UE type . 
10059 ] One or more SIs ( i . e . SIBs ) requested by UE are 
provided within some time window ( i . e . SI Response Win 
dow ) after sending the SI request . After sending the SI 
request the UE listens to new radio - physical downlink 
control channel ( NR - PDCCH ) in SI Response Window for 
receiving the requested SIBs . If UE does not receive the 
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nications company ( MTC ) , device to device ( D2D ) , D2D 
discovery , D2D - Communication , vehicle - to - everything 
( V2X ) , vehicle - to - vehicle ( V2V ) etc . ) or UE type ( MTC UE , 
MBB UE , D2D UE , etc . ) . 
[ 0069 ] In SI request , a bitmap of size P bits is included 
wherein each bit corresponds to a SIB set . Bit corresponding 
to a SIB set can be set to one to indicate that UE needs that 
SIB . Alternately , instead of bitmap , UE can include a list of 
SIB set in SI - request . 

requested SIBs within the SI Response Window then UE 
may retransmit the SI request . The length of SI response 
window is provided in minimum SI or essential SI . Alter 
nately , after sending the SI request , for receiving the 
requested SIB , UE monitors the SI window of requested SIB 
in one or more SI periods of that SIB . The scheduling 
information for other SI including SIB type , validity infor 
mation , periodicity , SI - window information can be provided 
in minimum SI irrespective of whether Other SI is periodi 
cally broadcasted or provided on demand . In one embodi 
ment , UE first checks for SI response in SI response window 
and if not received it monitors the SI window for receiving 
the requested Sis . 
[ 0060 ] In one embodiment , evolved node B ( NB ) may 
provide the requested system information for one or more 
cells and / or TRPs . ENB may indicate the cells and / or TRPs 
for which system information provided in SI response is 
applicable . As a result the UE does not need to request for 
system information when the UE changes cell and / or TRP . 
After the cell and / or TRP change , if the UE does not have 
system information for the new cell and / or TRP then UE 
request for system information . 
[ 0061 ] In another embodiment of the present disclosure , 
BS can indicate supported SI ( S ) in essential system infor 
mation . UE can then request one or more of the supported 
SIs which are provided on demand using the method ( FIG . 
1 ) explained earlier . In an embodiment , a default configu 
ration for system information can be defined which the UE 
uses until it obtains them from the cell . 
[ 0062 ] In another embodiment , a cell may broadcast some 
of the SIs in the first category of system information . The 
remaining Sis in the first category of system information of 
a cell can be broadcasted or provided on demand by another 
cell . In the request , UE may include information ( e . g . cell 
ID , frequency , cell index , etc . ) about the cell for which it is 
requesting SI . 
[ 0063 ] UE can indicate the needed system information in 
SI - Request using one of the following options ( Option 
1 - Option 5 ) : 

Option 3 : 
[ 0070 ] FIG . 4 illustrates a method for categorizing system 
information parameters into system information set accord 
ing to an embodiment of the present disclosure . 
[ 0071 ] Referring to FIG . 4 , system information parameters 
are categorized into system information set . Grouping of 
system information parameters into system information set 
can be done based on service ( e . g . MBB , URLL , MTC , 
D2D , D2D - discovery , D2D - Communication , V2X , V2V 
etc . ) or UE type ( MTC UE , MBB UE , D2D UE , etc . ) . In SI 
request , a bitmap of size P bits is included wherein each bit 
corresponds to a system information set . Bit corresponding 
to system information set can be set to one to indicate that 
UE needs that system information set . Alternately , instead of 
bitmap , UE can include a list of SI sets in SI - request . 

Option 4 : 
[ 0072 ] FIG . 5 illustrates a method for categorizing system 
information parameters into system information set accord 
ing to another embodiment of the present disclosure . 
[ 0073 ] Referring to FIG . 5 , there is pre - defined mapping 
between one or more system information parameters and 
service . In SI request , a bitmap of size N bits is included 
wherein each bit corresponds to a service . Bit corresponding 
to service can be set to one to indicate that UE needs system 
information for this service . Alternately , instead of bitmap , 
UE can include a list of one or more services in SI - request 
wherein each service can be identified by a service type . 

Option 1 : 
[ 0064 ] FIG . 2 illustrates a method for categorizing system 
information parameters into SIBs according to an embodi 
ment of the present disclosure . 
[ 0065 ] Referring to FIG . 2 , system information parameters 
are categorized into SIBs . In SI request , a bitmap of size N 
bits is included wherein each bit corresponds to an SIB . Bit 
corresponding to an SIB can be set to one to indicate that UE 
needs that SIB or Bit corresponding to an SIB can be set to 
zero to indicate that UE needs that SIB . Alternately , instead 
of bitmap , UE can include a list of SIBs in SI - request . 

Option 5 : 
[ 0074 ] In this method , UE can indicate UE type in SI 
request . UE type indicates the service supported by the UE . 
There is pre - defined mapping between one or more system 
information parameters and service . So on receiving the SI 
request with UE type , BS can know the system information 
parameters needed by UE . 
10075 ] FIG . 6 illustrates a method for acquiring system 
information according to the other embodiment of the pres 
ent disclosure . 
[ 007 ] Referring to FIG . 6 , in another embodiment of the 
present disclosure the UE can acquire the system informa 
tion as shown in FIG . 6 . System information is categorized 
into two categories : The first category ( also referred as 
minimum SI or essential SI ) comprises of one or more 
System information which are broadcasted periodically by 
the cell and / or TRP . The second category ( also referred as 
Other SI ) comprises of one or more system information 
which is provided to UE on demand or can be broadcasted 
periodically . 
[ 0077 ] The first category comprises of essential system 
information such as information required for initial access to 
a cell , information required for acquiring the system infor 
mation in second category . The first category of system 

Option 2 : 
[ 0066 ] FIG . 3 illustrates a method for categorizing system 
information parameters into SIBs according to another 
embodiment of the present disclosure . 
[ 0067 ] Referring to FIG . 3 , system information parameters 
are categorized into SIBs . SIBs are then grouped into an SIB 
set ( or SI message ) wherein each set comprises one or more 
SIBs . 
[ 0068 ] An SIB can be present in more than one SIB set . 
Grouping of SIBs into SIB set can be done based on service 
( e . g . mobile broadband ( MBB ) , URLL , mobile telecommu 
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information includes at least SFN , list of PLMN IDs , Cell 
ID , cell camping parameters , etc . The second category of 
system information includes the system information not 
included in first category . 
[ 0078 ] The first category ( also referred as minimum SI or 
essential SI ) of system information is periodically broad 
casted by the cell and / or TRP . In operation S610 , UE 
acquires first category ( also referred as minimum SI or 
essential SI ) of system information from broadcasted infor 
mation . Network signals in first category of system infor 
mation i . e . in Minimum SI or essential SI whether the 
system information in the second category is periodically 
broadcasted or provided on demand . 
[ 00791 For example , in case of heterogeneous network 
comprises of macro cell and small cells , macro cell may 
indicate that system information is broadcasted whereas 
small cells may indicate that system information is not 
broadcasted . In another example , if there are several 
requests for system information provided on demand then 
network may start to broadcast the system information 
instead of providing on demand . Minimum SI or essential SI 
may include in indication which indicates that all SIs of 
second category of system information are periodically 
broadcasted or are provided on demand . 
[ 0080 ] Alternately , minimum SI or essential SI may 
include a separate indication for each SI ( e . g . , SIB ) or set of 
SIs ( i . e . , SIBs ) wherein each indication indicates whether 
the associated SI or set of Sis are periodically broadcasted 
or are provided on demand . 
[ 0081 ] Alternately , minimum SI or essential SI may 
include a separate indication for each SI message wherein 
each SI message carries one or more SIs ( i . e . , SIBs ) . The 
indication associated with an SI message indicates whether 
SIs associated with that SI message are broadcasted or 
provided on demand . Mapping of SI message to SIBs in 
included in minimum SI or essential SI . In order to acquire 
a SI of second category , UE first determines whether that SI 
is periodically broadcasted or provided on demand . UE 
determines this based on indication included in first category 
( also referred as minimum SI or essential SI ) of system 
information . 
[ 0082 ] If first category ( also referred as minimum SI or 
essential SI ) of system information indicates that SI which 
UE wants to acquire is periodically broadcasted ( or not 
provided on demand ) then UE acquires the SI from the 
periodic broadcast using the scheduling information 
included in first category ( also referred as minimum SI or 
essential SI ) of system information . If first category ( also 
referred as minimum SI or essential SI ) of system informa 
tion indicates that SI which UE wants to acquire is not 
periodically broadcasted ( or provided on demand ) then UE 
sends request to BS to receive that SI . 
[ 0083 ] In order to receive one or more system information 
provided on demand , in operation S620 , UE transmits 
random access preamble . In an embodiment , PRACH pre 
ambles or PRACH opportunities ( i . e . time / frequency 
resources ) for requesting system information can be differ 
ent from the PRACH preambles or PRACH opportunities 
for other purposes . This can minimize impact to random 
access load because of SI requests . PRACH preambles or 
PRACH opportunities ( i . e . time / frequency resources ) for 
obtaining system information can be predefined or signaled 
by network in first category ( also referred as minimum SI or 
essential SI ) of system information . 

[ 0084 ] On receiving the random access preamble , in 
operation S630 , BS transmits a RAR and RAR includes UL 
grant for transmitting the SI request message . RAR may also 
include timing advance and / or back off indicator and or 
preamble identifier ( identifies the PRACH preamble ) . 
[ 0085 ] UE validates that RAR corresponds to PRACH 
transmitted by it . If the validation is successful , in operation 
S640 , UE transmits SI request message in the UL grant . UE 
may not indicate which system information is needed by UE . 
The carrier on which UE sends SI request supports one 
service . UE indicates that it needs system information . BS 
provides system information for the service supported on 
carrier . There can be pre - defined mapping between carrier 
and service . 
[ 0086 ] Alternately , service supported can be indicated in 
first category ( also referred as minimum SI or essential SI ) 
of system information . In operation S650 , SI response can 
be broadcasted or provided in unicast manner . Scheduling 
control information indicating the SI - response can be 
masked with UE ' s ID ( e . g . C - RNTI , RA - RNTI ) or a pre 
defined ID ( e . g . , SI - RNTI ) . Pre - defined ID can be different 
for different system information or system information set or 
service or UE type . 
[ 0087 ] One or more SIs ( i . e . , SIBs ) requested by UE are 
provided within some time window ( i . e . SI Response Win 
dow ) after sending the SI request . After sending the SI 
request , the UE listens to NR - PDCCH in SI Response 
Window for receiving the requested SIBs . If UE does not 
receive the requested SIBs within the SI Response Window 
then UE may retransmit the SI request . 
[ 0088 ] The length of SI response window is provided in 
minimum SI or essential SI . Alternately , after sending the SI 
request , for receiving the requested SIB , UE monitors the SI 
window of requested SIB in one or more SI periods of that 
SIB . The scheduling information for other SI including SIB 
type , validity information , periodicity , SI - window informa 
tion can be provided in minimum SI irrespective of whether 
Other SI is periodically broadcasted or provided on demand . 
In one embodiment , UE first checks for SI response in SI 
response window and if not received it monitors the SI 
window for receiving the requested Sis . 
[ 0089 ] In an embodiment , eNB may provide the requested 
system information for one or more cells and / or TRPs . ENB 
may indicate the cells and / or TRPs for which system infor 
mation provided in SI response is applicable . As a result , the 
UE does not need to request for system information when 
the UE changes cell and / or TRP . After the cell and / or TRP 
change , if the UE does not have system information for the 
new cell and / or TRP then UE request for system informa 
tion . 
[ 0090 ] In another embodiment of the present disclosure , 
BS can indicate supported SI ( s ) in essential system infor 
mation . UE can then request one or more of the supported 
SIs using the method ( FIG . 6 ) explained earlier . In an 
embodiment , a default configuration for system information 
can be defined which the UE uses until it obtains them from 
the cell . 
[ 0091 ] In another embodiment , a cell may broadcast some 
of the SIs in the first category of system information . The 
remaining Sis in the first category of system information of 
a cell can be broadcasted or provided on demand by another 
cell . In the request , UE may include information ( e . g . , cell 
ID , frequency , cell index , etc . ) about the cell for which it is 
requesting SI . 
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[ 0092 ] FIG . 7 illustrates a method for acquiring system 
information according to the other embodiment of the pres 
ent disclosure . 
[ 0093 ] Referring to FIG . 7 , in this method of the present 
disclosure the UE can acquire the system information as 
shown in FIG . 7 . System information is categorized into two 
categories : The first category ( also referred as minimum SI 
or essential SI ) comprises of one or more System informa 
tion which is broadcasted periodically by the cell and / or 
TRP . The second category ( also referred as Other SI ) com 
prises of one or more common system information which is 
provided to UE on demand or can be broadcasted periodi 
cally . 
0094 The first category comprises of essential system 
information such as information required for initial access to 
a cell , information required for acquiring the system infor 
mation in second category . The first category of system 
information includes at least SFN , list of PLMN IDs , Cell 
ID , cell camping parameters , etc . The second category of 
system information includes the system information not 
included in first category . The first category ( also referred as 
minimum SI or essential SI ) of system information is 
periodically broadcasted by the cell and / or TRP . In operation 
S710 , UE acquires first category ( also referred as minimum 
SI or essential SI ) of system information from broadcasted 
information . 
10095 ) Network signals in first category of system infor 
mation i . e . in Minimum SI or essential SI whether the 
system information in the second category is periodically 
broadcasted or provided on demand . For example , in case of 
heterogeneous network comprises of macro cell and small 
cells , macro cell may indicate that system information is 
broadcasted whereas small cells may indicate that system 
information is not broadcasted . In another example , if there 
are several requests for system information provided on 
demand then network may start to broadcast the system 
information instead of providing on demand . Minimum SI 
or essential SI may include in indication which indicates that 
all Sls of second category of system information are peri 
odically broadcasted or are provided on demand . Alter 
nately , minimum SI or essential SI may include a separate 
indication for each SI ( e . g . SIB ) or set of SIs ( i . e . , SIBs ) 
wherein each indication indicates whether the associated SI 
or set of Sis are periodically broadcasted or are provided on 
demand . 
10096 ] Alternately , minimum SI or essential SI may 
include a separate indication for each SI message wherein 
each SI message carries one or more SIs ( i . e . , SIBs ) . The 
indication associated with an SI message indicates whether 
SIs associated with that SI message are broadcasted or 
provided on demand . Mapping of SI message to SIBs in 
included in minimum SI or essential SI . In order to acquire 
a SI of second category , UE first determines whether that SI 
is periodically broadcasted or provided on demand . UE 
determines this based on indication included in first category 
( also referred as minimum SI or essential SI ) of system 
information . 
[ 0097 ] If first category ( also referred as minimum SI or 
essential SI ) of system information indicates that SI which 
UE wants to acquire is periodically broadcasted ( or not 
provided on demand ) then UE acquires the SI from the 
periodic broadcast using the scheduling information 
included in first category ( also referred as minimum SI or 
essential SI ) of system information . If first category ( also 

referred as minimum SI or essential SI ) of system informa 
tion indicates that SI which UE wants to acquire is not 
periodically broadcasted ( or provided on demand ) then UE 
sends request to BS to receive that SI . 
10098 ] . The second category of system information may be 
further classified into common system information and 
non - common system information . Common system infor 
mation comprises of one or more SIs ( i . e . , SIBs ) which are 
needed by every UE irrespective of feature or service in 
which they are interested . Non common system information 
comprises of one or more Sls ( i . e . SIBs ) which are not 
needed by every UE . These Sis are feature or service specific 
( e . g . SIBs related to D2D , MTC , V2V , V2X , multimedia 
broadcast / multicast service ( MBMS ) etc . ) . 
[ 0099 ] In order to receive the one or more SIs provided on 
demand , in operation S720 , UE transmits random access 
preamble . PRACH preambles or PRACH opportunities ( i . e . 
time / frequency resources ) for obtaining system information 
can be different from the PRACH preambles or PRACH 
opportunities for other purposes . PRACH preambles or 
PRACH opportunities for obtaining system information can 
be predefined or signaled by network in first category ( also 
referred as minimum SI or essential SI ) of system informa 
tion . 
[ 0100 ] On receiving the random access preamble , in 
operation S730 , BS transmits a random access response 
( RAR ) and the RAR may include UL grant for transmitting 
the system information request message . RAR includes the 
common system information . RAR may also include timing 
advance and / or back off indicator and or preamble identifier 
( identifies the PRACH preamble ) . 
( 0101 ] UE validates that RAR corresponds to PRACH 
transmitted by it . If the validation is successful , in operation 
S740 , UE may transmit SI request message in the UL grant 
to request one or more system information according to its 
need . SI request message indicates system information or set 
of system information or service or UE type . UE may 
transmit its UE ID ( i . e . , S - TMSI , C - RNTI , RA - RNTI , etc . ) 
along with SI request message . In response to SI request , 
ENB transmits SI - response wherein the SI - response 
includes the requested system information , in operation 
S750 . 
[ 0102 ] Scheduling control information indicating the SI 
response can be masked with UE ' s ID ( e . g . , C - RNTI , 
RA - RNTI ) or a pre - defined ID ( e . g . , SI - RNTI ) . Pre - defined 
ID can be different for different system information or 
system information set or service or UE type . UE can 
indicate the needed system information in SI - Request using 
the options explained in description of method 1 . 
[ 0103 ] In an embodiment , based on PRACH preamble , 
content of RAR can be one of the following : 
[ 0104 ] 1 . Common system information and No UL grant : 
This is the case when UE needs only common SI . 
[ 0105 ] 2 . Common system information and UL grant : This 
is the case when UE needs both common SI and some other 
SIs . This is also the case when UE needs common SI and 
wants to send some other RRC message ( e . g . , connection 
request , connection resume request , etc . ) after receiving the 
RAR . 
[ 0106 ] 3 . UL grant : This is the case when UE does not 
need any SI or when UE does not need common system 
information but needs some other SI . 
[ 0107 ] PRACH preamble ( s ) and / or PRACH opportunity 
( s ) can be different for each of the above . PRACH preambles 
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or PRACH opportunities for obtaining system information 
for each of these cases can be predefined or signaled by 
network in first category ( also referred as minimum SI or 
essential SI ) of system information . 
[ 0108 ] UE select the appropriate PRACH preamble and / or 
PRACH opportunity accordingly . For example , UE may 
only need common system information . If UE needs only 
common system information it indicates to eNB using the 
appropriate PRACH preamble and / or PRACH opportunity . 
PRACH preamble ( s ) and / or PRACH opportunity ( s ) for this 
purpose is different from other purposes . In this case , UE 
will not send SI request after receiving the RAR . 
[ 0109 ] In another scenario , UE needs common system 
information and also wants to request additional system 
information . In this case , UE needs common system infor 
mation and UL grant in RAR . UE indicates to eNB using the 
appropriate PRACH preamble and / or PRACH opportunity . 
PRACH preamble ( s ) and / or PRACH opportunity ( s ) for this 
purpose is different from other purposes . In this case , UE 
will send SI request after receiving the RAR . In another 
scenario , UE may want to request system information and 
needs UL grant in RAR . UE indicates to eNB using the 
appropriate PRACH preamble and / or PRACH opportunity . 
PRACH preamble ( s ) and / or PRACH opportunity ( s ) for this 
purpose is different from other purposes . 
[ 0110 ] In an embodiment , eNB may provide the requested 
system information for one or more cells and / or TRPs . ENB 
may indicate the cells and / or TRPs for which system infor 
mation provided in SI response is applicable . As a result , the 
UE does not need to request for system information when 
the UE changes cell and / or TRP . After the cell and / or TRP 
change , if the UE does not have system information for the 
new cell and / or TRP then UE request for system informa 
tion . 
[ 0111 ] In another embodiment of the present disclosure , 
BS can indicate supported SI ( S ) in essential system infor 
mation . UE can then request one or more of the supported 
SIs using the method ( FIG . 7 ) explained earlier . 
[ 0112 ] In another embodiment , a cell may broadcast some 
of the Sis in the first category of system information . The 
remaining SIs in the first category of system information of 
a cell can be broadcasted or provided on demand by another 
cell . In the request , UE may include information ( e . g . , cell 
ID , frequency , cell index , etc . ) about the cell for which it is 
requesting SI . 
[ 0113 ] FIG . 8 illustrates a method for acquiring system 
information according to the other embodiment of the pres 
ent disclosure . 
10114 ] Referring to FIG . 8 , in this method of the present 
disclosure the UE can acquire the system information as 
shown in FIG . 8 . System information is categorized into two 
categories : The first category ( also referred as minimum SI 
or essential SI ) comprises of one or more System informa 
tion which is broadcasted periodically by the cell and / or 
TRP . The second category ( also referred as Other SI ) com 
prises of one or more common system information which is 
provided to UE on demand or can be broadcasted periodi 
cally . 
[ 0115 ] The first category comprises of essential system 
information such as information required for initial access to 
a cell , information required for acquiring the system infor 
mation in second category . The first category of system 
information includes at least SFN , list of PLMN IDs , Cell 

ID , cell camping parameters , etc . The second category of 
system information includes the system information not 
included in first category . 
( 0116 ] The first category ( also referred as minimum SI or 
essential SI ) of system information is periodically broad 
casted by the cell and / or TRP . In operation S810 , UE 
acquires first category ( also referred as minimum SI or 
essential SI ) of system information from broadcasted infor 
mation . 
[ 0117 ] Network signals in first category of system infor 
mation i . e . in Minimum SI or essential SI whether the 
system information in the second category is periodically 
broadcasted or provided on demand . For example , in case of 
heterogeneous network comprises of macro cell and small 
cells , macro cell may indicate that system information is 
broadcasted whereas small cells may indicate that system 
information is not broadcasted . In another example , if there 
are several requests for system information provided on 
demand then network may start to broadcast the system 
information instead of providing on demand . Minimum SI 
or essential SI may include in indication which indicates that 
SIs of second category of system information are periodi 
cally broadcasted or are provided on demand . Alternately , 
minimum SI or essential SI may include a separate indica 
tion for each SI ( e . g . SIB ) or set of SIs ( i . e . , SIBs ) wherein 
each indication indicates whether the associated SI or set of 
SIs are periodically broadcasted or are provided on demand . 
[ 0118 ] Alternately , minimum SI or essential SI may 
include a separate indication for each SI message wherein 
each SI message carries one or more SIs ( i . e . , SIBs ) . The 
indication associated with an SI message indicates whether 
SIs associated with that SI message are broadcasted or 
provided on demand . Mapping of SI message to SIBs in 
included in minimum SI or essential SI . In order to acquire 
a SI of second category , UE first determines whether that SI 
is periodically broadcasted or provided on demand . UE 
determines this based on indication included in first category 
( also referred as minimum SI or essential SI ) of system 
information . 
[ 0119 ] If first category ( also referred as minimum SI or 
essential SI ) of system information indicates that SI which 
UE wants to acquire is periodically broadcasted ( or not 
provided on demand ) then UE acquires the SI from the 
periodic broadcast using the scheduling information 
included in first category ( also referred as minimum SI or 
essential SI ) of system information . If first category ( also 
referred as minimum SI or essential SI ) of system informa 
tion indicates that SI which UE wants to acquire is not 
periodically broadcasted ( or provided on demand ) then UE 
sends request to BS to receive that SI . 
10120 ] In order to receive the one or more system infor 
mation provided on demand , in operation S820 , UE trans 
mits random access preamble ( PRACH ) . PRACH preambles 
and / or or PRACH opportunities for obtaining system infor 
mation in RAR can be different from the PRACH preambles 
and / or PRACH opportunities for other purposes . 
[ 0121 ] In an embodiment of the present disclosure , on 
receiving the random access preamble , in operation S830 , 
BS transmits a RAR . The random access preamble acts as SI 
request in this method . RAR includes SI response i . e . the 
common system information . 
[ 0122 ] In an embodiment , UE may obtain other system 
information specific to its need using dedicated signaling 
( For example , UE may enter connected state and request 
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system information in dedicated manner to eNB ) . In alter 
nate embodiment , on receiving the random access preamble 
for SI , SI response can be broadcasted or provided in unicast 
manner . Scheduling control information indicating the SI 
response can be masked with UE ' s ID ( e . g . , C - RNTI , 
RA - RNTI ) or a pre - defined ID ( e . g . SI - RNTI ) . Pre - defined 
ID can be different for different system information or 
system information set or service or UE type . One or more 
SIs ( i . e . SIBs ) requested by UE are provided within some 
time window ( i . e . , SI Response Window ) after sending the 
SI request . After sending the SI request , the UE listens to 
NR - PDCCH in SI Response Window for receiving the 
requested SIBs . 
[ 0123 ] If UE does not receive the requested SIBs within 
the SI Response Window then UE may retransmit the SI 
request . The length of SI response window is provided in 
minimum SI or essential SI . Alternately , after sending the SI 
request , for receiving the requested SIB , UE monitors the SI 
window of requested SIB in one or more SI periods of that 
SIB . 
[ 0124 ] The scheduling information for other SI including 
SIB type , validity information , periodicity , SI - window infor 
mation can be provided in minimum SI irrespective of 
whether Other SI is periodically broadcasted or provided on 
demand . In one embodiment , UE first checks for SI response 
in SI response window and if not received it monitors the SI 
window for receiving the requested SIs . 
( 0125 ] In an embodiment in which SI response is broad 
casted in SI window instead of SI response window or in 
RAR , RAR may still be transmitted to acknowledge the 
successful reception of SI request . In an embodiment in 
which SI response is broadcasted in SI window instead of SI 
response window or in RAR , successful reception of SI 
request can be indicated by BS by including an indication in 
minimum SI . 
[ 0126 ] In an embodiment , eNB may provide the system 
information for one or more cells and / or TRPs . ENB may 
indicate the cells and / or TRPs for which system information 
provided in RAR is applicable . As a result , the UE does not 
need to request for system information when the UE changes 
cell and / or TRP . After the cell and / or TRP change , if the UE 
does not have system information for the new cell and / or 
TRP then UE request for system information . 
10127 ] In another embodiment of the present disclosure , 
BS can indicate supported SI ( S ) in essential system infor 
mation . UE can then request one or more of the supported 
SIs using the method ( FIG . 8 ) explained earlier . 
[ 0128 ] FIG . 9 illustrates a method for acquiring system 
information according to the other embodiment of the pres 
ent disclosure . 
[ 0129 ] Referring to FIG . 9 , in this method of the present 
disclosure the UE can acquire the system information as 
shown in FIG . 9 . System information is categorized into two 
categories : The first category ( also referred as minimum SI 
or essential SI ) comprises of one or more System informa 
tion which is broadcasted periodically by the cell and / or 
TRP . The second category ( also referred as Other SI ) com 
prises of one or more common system information which is 
provided to UE on demand or can be broadcasted periodi 
cally . 
[ 0130 ] The first category comprises of essential system 
information such as information required for initial access to 
a cell , information required for acquiring the system infor - 
mation in second category . The first category of system 

information includes at least SFN , list of PLMN IDs , Cell 
ID , cell camping parameters , etc . The second category of 
system information includes the system information not 
included in first category . 
[ 0131 ] The first category ( also referred as minimum SI or 
essential SI ) of system information is periodically broad 
casted by the cell and / or TRP . In operation S910 , UE 
acquires first category ( also referred as minimum SI or 
essential SI ) of system information from broadcasted infor 
mation . 
[ 0132 ] Network signals in first category of system infor 
mation i . e . in Minimum SI or essential SI whether the 
system information in the second category is periodically 
broadcasted or provided on demand . For example , in case of 
heterogeneous network comprises of macro cell and small 
cells , macro cell may indicate that system information is 
broadcasted whereas small cells may indicate that system 
information is not broadcasted . 
[ 0133 ] . In another example , if there are several requests for 
system information provided on demand then network may 
start to broadcast the system information instead of provid 
ing on demand . Minimum SI or essential SI may include in 
indication which indicates that Sis of second category of 
system information are periodically broadcasted or are pro 
vided on demand . Alternately , minimum SI or essential SI 
may include a separate indication for each SI ( e . g . SIB ) or 
set of Sis ( i . e . , SIBs ) wherein each indication indicates 
whether the associated SI or set of Sls are periodically 
broadcasted or are provided on demand . 
[ 0134 ] Alternately , minimum SI or essential SI may 
include a separate indication for each SI message wherein 
each SI message carries one or more SIs ( i . e . , SIBs ) . The 
indication associated with an SI message indicates whether 
SIs associated with that SI message are broadcasted or 
provided on demand . Mapping of SI message to SIBs in 
included in minimum SI or essential SI . In order to acquire 
a SI of second category , UE first determines whether that SI 
is periodically broadcasted or provided on demand . 
[ 0135 ] UE determines this based on indication included in 
first category ( also referred as minimum SI or essential SI ) 
of system information . If first category ( also referred as 
minimum SI or essential SI ) of system information indicates 
that SI which UE wants to acquire is periodically broad 
casted ( or not provided on demand ) then UE acquires the SI 
from the periodic broadcast using the scheduling informa 
tion included in first category ( also referred as minimum SI 
or essential SI ) . If first category ( also referred as minimum 
SI or essential SI ) of system information indicates that SI 
which UE wants to acquire is not periodically broadcasted 
( or provided on demand ) then UE sends request to BS to 
receive that SI . 
[ 0136 ] In order to receive one or more system information 
provided on demand , in operation S920 , UE sends random 
access preamble ( PRACH - SI ) . The random access preamble 
acts as SI request in this method . PRACH preambles and / or 
or PRACH opportunities for obtaining system information 
in RAR can be different from the PRACH preambles and / or 
PRACH opportunities for other purposes . 
[ 0137 ] In an embodiment , PRACH - SI preamble for 
obtaining system information in RAR is pre - defined . In this 
option , PRACH time / frequency resource can be one of 
following : 
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[ 0138 ] Altl : Fixed relative to PSS / SSS / BCH / SFN O 
[ 0139 ] Alt2 : Provided in essential system information 
[ 0140 ] Alt3 : Use normal PRACH time / frequency resource 
10141 ] In another embodiment , PRACH - SI preamble for 
obtaining system information in RAR is not pre - defined . UE 
can use any PRACH preamble . In this option , PRACH 
time / frequency resource is specific to PRACH - SI and can be 
one of the following : 
[ 0142 ] Alt1 : Fixed relative to PSS / SSS / BCH / SFN O 
[ 0143 ] Alt2 : Provided in essential system information 
[ 0144 ] UE determines the PRACH - SI Transmit Power 
using one of the following options : 
[ 0145 ] Altl : Open loop power control similar to PRACH 
[ 0146 ] Alt2 : Transmit at max power 
[ 0147 ] Alt3 : Transmit power is configured 
[ 0148 ) On receiving the PRACH - SI , in operation S930 , 
BS transmits a RAR . RAR includes the other system infor 
mation . In alternate embodiment , on receiving the random 
access preamble for SI , SI response can be broadcasted or 
provided in unicast manner . Scheduling control information 
indicating the SI - response can be masked with UE ' s ID 
( e . g . , C - RNTI , RA - RNTI ) or a pre - defined ID ( e . g . , SI 
RNTI ) . Pre - defined ID can be different for different system 
information or system information set or service or UE type . 
[ 0149 ] One or more SIs ( i . e . , SIBs ) requested by UE are 
provided within some time window ( i . e . , SI Response Win 
dow ) after sending the SI request . After sending the SI 
request , the UE listens to NR - PDCCH in SI Response 
Window for receiving the requested SIBs . If UE does not 
receive the requested SIBs within the SI Response Window 
then UE may retransmit the SI request . The length of SI 
response window is provided in minimum SI or essential SI . 
[ 0150 ] Alternately , after sending the SI request , for receiv 
ing the requested SIB , UE monitors the SI window of 
requested SIB in one or more SI periods of that SIB . The 
scheduling information for other SI including SIB type , 
validity information , periodicity , SI - window information 
can be provided in minimum SI irrespective of whether 
Other SI is periodically broadcasted or provided on demand . 
In one embodiment , UE first checks for SI response in SI 
response window and if not received it monitors the SI 
window for receiving the requested Sis . In an embodiment 
in which SI response is broadcasted in SI window instead of 
SI response window or in RAR , RAR may still be trans 
mitted to acknowledge the successful reception of SI 
request . 
[ 0151 ] In an embodiment in which SI response is broad 
casted in SI window instead of SI response window or in 
RAR , successful reception of SI request can be indicated by 
BS by including an indication in minimum SI . 
[ 0152 ] In an embodiment , eNB may provide the requested 
system information for one or more cells . ENB may indicate 
the cells for which system information provided is appli 
cable . As a result , the UE does not need to request for system 
information when the UE changes cell . After the cell change , 
if the UE does not have system information for the new cell 
then UE request for system information . 
10153 ] In another embodiment of the present disclosure , 
BS can indicate supported SI ( s ) in essential system infor 
mation . UE can then request one or more of the supported 
SIs using the method ( FIG . 9 ) explained earlier . 
[ 0154 ] FIG . 10 illustrates a method for indicating in 
broadcasted essential system information whether other sys 

tem information is broadcasted or not according to an 
embodiment of the present disclosure . 
[ 0155 ] Referring to FIG . 10 , in an embodiment of the 
present disclosure system information ( other than essential 
system information ) can also be broadcasted by the BS . BS 
may indicate in broadcasted essential system information 
whether other system information is broadcasted or not as 
shown in FIG . 10 . If not broadcasted then UE can request 
using the method ( FIG . 9 ) explained earlier . 
( 0156 ] In operation S1010 , BS broadcasts minimum / es 
sential system information ( e . g . , set SI _ TX _ Indication to 
zero ) periodically . In operation S1020 and S1030 , UE trans 
mits PRACH - SI to obtain other system information as the 
SI TX Indication is set to zero . In operation S1040 , BS 
transmits SI - Response / RAR - SI including other system 
information in response to the PRACH - SI . 
[ 0157 ] In operation S1050 , BS broadcasts minimum / es 
sential system information ( e . g . , set SI _ TX _ Indication to 
one ) periodically . In operation S1060 and S1070 , UE obtains 
other system information from broadcast signaling as the 
SI _ TX _ Indication is set to one . 
[ 0158 ] If broadcasted then UE read broadcasted system 
information to acquire the required system information . In 
case of heterogeneous network comprises of macro cell and 
small cells , macro cell may indicate that system information 
is broadcasted ( e . g . , set SI _ TX _ Indication to one ) whereas 
small cells may indicate that system information is not 
broadcasted ( e . g . , set SI _ TX _ Indication to zero ) . 
[ 0159 ] In an embodiment , SI _ TX _ Indication can be sig 
naled for each SI or Set of Sis in minimum / essential system 
information . 
[ 0160 ] In an embodiment , BS may provide the requested 
system information for one or more cells . ENB may indicate 
the cells for which system information provided in RAR - SI 
is applicable . As a result , the UE does not need to request for 
system information when the UE changes cell . After the cell 
change , if the UE does not have system information for the 
new cell then UE request for system information . 
[ 0161 ] FIG . 11 illustrates a method for acquiring system 
information according to the other embodiment of the pres 
ent disclosure . 
[ 0162 ] Referring to FIG . 11 , in this method of the present 
disclosure the UE can acquire the system information as 
shown in FIG . 11 . System information is categorized into 
two categories : The first category ( also referred as minimum 
SI or essential SI ) comprises of one or more System infor 
mation which is broadcasted periodically by the cell and / or 
TRP . The second category ( also referred as Other SI ) com 
prises of one or more common system information which is 
provided to UE on demand or can be broadcasted periodi 
cally . 
10163 ] The first category comprises of essential system 
information such as information required for initial access to 
a cell , information required for acquiring the system infor 
mation in second category . The second category of system 
information includes the system information not included in 
first category . 
[ 0164 ] The first category ( also referred as minimum SI or 
essential SI ) of system information is periodically broad 
casted by the cell and / or TRP . In operation S1110 , UE 
acquires first category ( also referred as minimum SI or 
essential SI ) of system information from broadcasted infor 
mation . 
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[ 0165 ] Network signals in first category of system infor 
mation i . e . in Minimum SI or essential SI whether the 
system information in the second category is periodically 
broadcasted or provided on demand . For example , in case of 
heterogeneous network comprises of macro cell and small 
cells , macro cell may indicate that system information is 
broadcasted whereas small cells may indicate that system 
information is not broadcasted . 
[ 0166 ] In another example , if there are several requests for 
system information provided on demand then network may 
start to broadcast the system information instead of provid 
ing on demand . Minimum SI or essential SI may include in 
indication which indicates that Sis of second category of 
system information are periodically broadcasted or are pro 
vided on demand . Alternately , minimum SI or essential SI 
may include a separate indication for each SI ( e . g . SIB ) or 
set of Sis ( i . e . , SIBs ) wherein each indication indicates 
whether the associated SI or set of Sis are periodically 
broadcasted or are provided on demand . 
[ 0167 ] Alternately , minimum SI or essential SI may 
include a separate indication for each SI message wherein 
each SI message carries one or more SIs ( i . e . , SIBs ) . The 
indication associated with an SI message indicates whether 
SIs associated with that SI message are broadcasted or 
provided on demand . Mapping of SI message to SIBs in 
included in minimum SI or essential SI . In order to acquire 
a SI of second category , UE first determines whether that SI 
is periodically broadcasted or provided on demand . 
[ 0168 ] UE determines this based on indication included in 
first category ( also referred as minimum SI or essential SI ) 
of system information . If first category ( also referred as 
minimum SI or essential SI ) of system information indicates 
that SI which UE wants to acquire is periodically broad 
casted ( or not provided on demand ) then UE acquires the SI 
from the periodic broadcast using the scheduling informa 
tion included in first category ( also referred as minimum SI 
or essential SI ) . If first category ( also referred as minimum 
SI or essential SI ) of system information indicates that SI 
which UE wants to acquire is not periodically broadcasted 
( or provided on demand ) then UE sends request to BS to 
receive that SI . 
[ 0169 ] In order to receive the other system information , in 
operation S1120 , UE sends random access preamble 
( PRACH - SI ) . The random access preamble acts as SI 
request in this method . PRACH preambles and / or or 
PRACH opportunities for obtaining system information in 
RAR can be different from the PRACH preambles and / or 
PRACH opportunities for other purposes . 
[ 0170 ] PRACH preambles and / or or PRACH opportuni 
ties for each SI ( i . e . , SIB ) or set of Sis ( i . e . , SIBs ) can be 
pre - defined or signaled in first category ( also referred as 
minimum SI or essential SI ) . In one embodiment , PRACH 
SI preamble for obtaining system information in RAR is 
pre - defined 
[ 0171 ] PRACH - SI preamble can be specific to system 
information or a set of system information or service of UE 
type . In this option , PRACH time / frequency resource can be 
one of following : 
[ 0172 ] Altl : Fixed relative to PSS / SSS / BCH / SFN O 
[ 0173 ] Alt2 : Provided in essential system information . 
This can be specific to system information or a set of system 
information or service or UE type . 
[ 0174 ] Alt3 : Use PRACH time / frequency resource 

[ 0175 ] In another embodiment , PRACH - SI preamble for 
obtaining system information in RAR is not pre - defined . UE 
can use any PRACH preamble . In this option , PRACH 
time / frequency resource is specific to PRACH - SI and can be 
one of the following : 
[ 0176 ] Alt1 : Fixed relative to PSS / SSS / BCH / SFN O 
[ 0177 ] Alt2 : Provided in essential system information . 
This can be specific to system information or a set of system 
information or service or UE type . 
10178 ] UE determines the PRACH - SI Transmit Power 
using one of the following options : 
[ 0179 ] Alti : Open loop power control similar to PRACH 
[ 0180 ] Alt2 : Transmit at max power 
[ 0181 ] Alt3 : Transmit power is configured 
[ 0182 ] On receiving the PRACH - SI , in operation S1130 , 
BS transmits a RAR . RAR includes the requested system 
information . In alternate embodiment , on receiving the 
random access preamble for SI , SI response can be broad 
casted or provided in unicast manner . Scheduling control 
information indicating the SI - response can be masked with 
UE ' s ID ( e . g . , C - RNTI , RA - RNTI ) or a pre - defined ID ( e . g . , 
SI - RNTI ) . Pre - defined ID can be different for different 
system information or system information set or service or 
UE type . 
0183 ] One or more SIs ( i . e . SIBs ) requested by UE are 
provided within some time window ( i . e . SI Response Win 
dow ) after sending the SI request . After sending the SI 
request , the UE listens to NR - PDCCH in SI Response 
Window for receiving the requested SIBs . If UE does not 
receive the requested SIBs within the SI Response Window 
then UE may retransmit the SI request . The length of SI 
response window is provided in minimum SI or essential SI . 
0184 ) Alternately , after sending the SI request , for receiv 
ing the requested SIB , UE monitors the SI window of 
requested SIB in one or more SI periods of that SIB . The 
scheduling information for other SI including SIB type , 
validity information , periodicity , SI - window information 
can be provided in minimum SI irrespective of whether 
Other SI is periodically broadcasted or provided on demand . 
In one embodiment , UE first checks for SI response in SI 
response window and if not received it monitors the SI 
window for receiving the requested Sis . 
[ 0185 ] In an embodiment in which SI response is broad 
casted in SI window instead of SI response window or in 
RAR , RAR may still be transmitted to acknowledge the 
successful reception of SI request . In an embodiment in 
which SI response is broadcasted in SI window instead of SI 
response window or in RAR , successful reception of SI 
request can be indicated by BS by including an indication in 
minimum SI . 
0186 ] FIG . 12 illustrates a method for indicating in 
broadcasted essential system information whether other sys 
tem information is broadcasted or not according to another 
embodiment of the present disclosure . 
[ 0187 ] Referring to FIG . 12 , in another embodiment of the 
present disclosure system information ( other than essential 
system information ) can also be broadcasted by the BS . BS 
may indicate in broadcasted essential system information 
whether other system information is broadcasted or not as 
shown in FIG . 12 . 
[ 0188 ] In operation S1210 , BS broadcasts minimum / es 
sential system information ( e . g . set SI _ TX _ Indication to 
zero ) periodically . In one embodiment , indication can be 
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there specific to SI or set of Sis or service indication to 
request for system information or indication that system 
information is broadcasted ) . 
[ 0189 ] In operation S1220 and S1230 , in response to the 
SI _ TX _ Indication , UE transmits SI Request / PRACH - SI to 
obtain other system information . SI Request / PRACH - SI is 
specific to SI or set of Sis or service . In operation S1240 , BS 
transmits SI - Response / RAR - SI including requested system 
information in response to the PRACH - SI . 
[ 0190 ] If system information is not broadcasted then UE 
can request using the method ( FIG . 11 ) explained earlier . If 
broadcasted then UE read broadcasted system information to 
acquire the required system information . In case PRACH - SI 
information is broadcasted for on demand signaling i . e . for 
requesting system information , absence of this information 
in broadcasted essential system information may indicate 
that UE can read system information from broadcast signal 
ing . In case of heterogeneous network comprises of macro 
cell and small cells , macro cell may indicate that system 
information is broadcasted ( e . g . , set SI _ TX _ Indication to 
one ) whereas small cells may indicate that system informa 
tion is not broadcasted ( e . g . , set SI _ TX _ Indication to zero ) . 
[ 0191 ] In one embodiment , eNB may provide the 
requested system information for one or more cells . ENB 
may indicate the cells for which system information pro 
vided is applicable . As a result , the UE does not need to 
request for system information when the UE changes cell . 
After the cell change , if the UE does not have system 
information for the new cell then UE request for system 
information . 
[ 0192 ] In another embodiment of the present disclosure , 
BS can also indicate supported SI ( s ) in essential system 
information . UE can then request one or more of the 
supported Sis using the method ( FIG . 1 ) explained earlier . 
[ 0193 ] FIG . 13 illustrates a method for acquiring system 
information according to the other embodiment of the pres 
ent disclosure . 
[ 0194 ] Referring to FIG . 13 , in this method of the present 
disclosure the UE can acquire the system information as 
shown in FIG . 13 . System information is categorized into 
two categories : The first category ( also referred as minimum 
SI or essential SI ) comprises of one or more System infor 
mation which is broadcasted periodically by the cell and / or 
TRP . The second category ( also referred as Other SI ) com 
prises of one or more common system information which is 
provided to UE on demand or can be broadcasted periodi 
cally . 
[ 0195 ] The first category comprises of essential system 
information such as information required for initial access to 
a cell , information required for acquiring the system infor 
mation in second category . The second category of system 
information includes the system information not included in 
first category . 
[ 0196 ] In this method BS broadcasts the first category 
( also referred as minimum SI or essential SI ) of system 
information . In operation S1310 , UE acquires first category 
( also referred as minimum SI or essential SI ) of system 
information from broadcasted information . 
[ 0197 ] Network signals in first category of system infor 
mation , i . e . , in Minimum SI or essential SI whether the 
system information in the second category , is periodically 
broadcasted or provided on demand . For example , in case of 
heterogeneous network comprises of macro cell and small 
cells , macro cell may indicate that system information is 

broadcasted whereas small cells may indicate that system 
information is not broadcasted . 
[ 0198 ] In another example , if there are several requests for 
system information provided on demand then network may 
start to broadcast the system information instead of provid 
ing on demand . Minimum SI or essential SI may include in 
indication which indicates that all SIs of second category of 
system information are periodically broadcasted or are pro 
vided on demand . Alternately , minimum SI or essential SI 
may include a separate indication for each SI ( e . g . , SIB ) or 
set of SIs ( i . e . SIBs ) wherein each indication indicates 
whether the associated SI or set of Sis are periodically 
broadcasted or are provided on demand . 
[ 01991 . Alternately , minimum SI or essential SI may 
include a separate indication for each SI message wherein 
each SI message carries one or more SIs ( i . e . , SIBs ) . The 
indication associated with an SI message indicates whether 
SIs associated with that SI message are broadcasted or 
provided on demand . Mapping of SI message to SIBs in 
included in minimum SI or essential SI . In order to acquire 
a SI of second category , UE first determines whether that SI 
is periodically broadcasted or provided on demand . UE 
determines this based on indication included in first category 
( also referred as minimum SI or essential SI ) of system 
information . If first category ( also referred as minimum SI 
or essential SI ) of system information indicates that SI 
which UE wants to acquire is periodically broadcasted ( or 
not provided on demand ) then UE acquires the SI from the 
periodic broadcast using the scheduling information 
included in first category ( also referred as minimum SI or 
essential SI ) . 
[ 0200 ) If first category ( also referred as minimum SI or 
essential SI ) of system information indicates that SI which 
UE wants to acquire is not periodically broadcasted ( or 
provided on demand ) then UE sends request to BS to receive 
that SI , in operation S1320 . Optionally , the BS may transmit 
the SI in a RAR message , in operation S1330 . 
[ 0201 ] In this method , BS also broadcasts the scheduling 
information about the other system information . However , 
other system information is not periodically broadcasted . BS 
broadcasts the other system information for defined time 
duration on receiving a trigger ( e . g . , PRACH - SI ) from the 
UE , in operations S1340 and S1350 . The trigger can be 
specific to a system information or set of system information 
or service or UE type . During the time when the system 
information is broadcasted after receiving a trigger from UE , 
BS may broadcasts an indication that it is broadcasting the 
system information . The indication can be specific to system 
information or a set of system information or service or UE 
type . This ensures that other UEs does not trigger PRACH 
SI and reads the system information from broadcast . The 
trigger to broadcast can be transmitted at time slots config 
ured by network . In one embodiment , trigger to broadcast 
can be transmitted at a time relative to location of particular 
system information . In operation S1360 , the BS broadcasts 
and the UE acquires essential SI . In operation S1370 , the BS 
broadcasts and the UE acquires the SI , a location of SI may 
be indicated in the essential SI . 
[ 0202 ] FIG . 14 illustrates a method for acquiring system 
information according to the other embodiment of the pres 
ent disclosure . In this method of the present disclosure , the 
UE can acquire the system information as shown in FIG . 14 . 
[ 0203 ] Referring to FIG . 14 , in this method of the present 
disclosure the UE can acquire the system information as 



US 2017 / 0251500 A1 Aug . 31 , 2017 

shown in FIG . 14 . System information is categorized into 
two categories : The first category ( also referred as minimum 
SI or essential SI ) comprises of one or more System infor 
mation which is broadcasted periodically by the cell and / or 
TRP . The second category ( also referred as Other SI ) com 
prises of one or more common system information which is 
provided to UE on demand or can be broadcasted periodi 
cally . 
[ 0204 ] The first category comprises of essential system 
information such as information required for initial access to 
a cell , information required for acquiring the system infor 
mation in second category . The second category of system 
information includes the system information not included in 
first category . In this method BS broadcasts the first category 
( also referred as minimum SI or essential SI ) of system 
information . In operation S1410 , UE acquires first category 
( also referred as minimum SI or essential SI ) of system 
information from broadcasted information . 
[ 0205 ] Network signals in first category of system infor 
mation i . e . in Minimum SI or essential SI whether the 
system information in the second category is periodically 
broadcasted or provided on demand . For example , in case of 
heterogeneous network comprises of macro cell and small 
cells , macro cell may indicate that system information is 
broadcasted whereas small cells may indicate that system 
information is not broadcasted . In another example , if there 
are several requests for system information provided on 
demand then network may start to broadcast the system 
information instead of providing on demand . 
[ 0206 ] Minimum SI or essential SI may include in indi 
cation which indicates that SIs of second category of system 
information are periodically broadcasted or are provided on 
demand . Alternately , minimum SI or essential SI may 
include a separate indication for each SI ( e . g . , SIB ) or set of 
SIs ( i . e . , SIBs ) wherein each indication indicates whether 
the associated SI or set of SIs are periodically broadcasted 
or are provided on demand . Alternately , minimum SI or 
essential SI may include a separate indication for each SI 
message wherein each SI message carries one or more SIs 
( i . e . , SIBs ) . The indication associated with an SI message 
indicates whether Sis associated with that SI message are 
broadcasted or provided on demand . Mapping of SI message 
to SIBs in included in minimum SI or essential SI . 
[ 0207 ] In order to acquire a SI of second category , UE first 
determines whether that SI is periodically broadcasted or 
provided on demand . UE determines this based on indica 
tion included in first category ( also referred as minimum SI 
or essential SI ) of system information . If first category ( also 
referred as minimum SI or essential SI ) of system informa 
tion indicates that SI which UE wants to acquire is periodi 
cally broadcasted ( or not provided on demand ) then UE 
acquires the SI from the periodic broadcast using the sched 
uling information included in first category ( also referred as 
minimum SI or essential SI ) . If first category ( also referred 
as minimum SI or essential SI ) of system information 
indicates that SI which UE wants to acquire is not periodi 
cally broadcasted ( or provided on demand ) then UE sends 
request to BS to receive that SI . 
[ 0208 ] To acquire the one or more Sis provided on 
demand , in operation S1420 , UE performs RRC connection 
setup procedure if UE is in RRC idle state . In RRC con 
nected state , in operation S1430 , UE sends SI request 
message . SI request message indicates one or more system 
information which UE needs or indicates one or more set of 

system information which UE needs or indicates service 
( e . g . , eMBB , MTC , URLL , etc . ) for which UE needs system 
information or UE type . UE may transmit its UE ID ( i . e . , 
S - TMSI , C - RNTI , RA - RNTI , etc . ) along with SI request 
message . 
[ 0209 ] In response to SI request , in operation S1440 , BS 
transmits SI - response wherein the SI - response includes the 
requested system information . Scheduling control informa 
tion indicating the SI - response can be masked with UE ' s ID 
( e . g . , C - RNTI , RA - RNTI ) or a pre - defined ID ( e . g . , SI 
RNTI ) . Pre - defined ID can be different for different system 
information or system information set or service or UE type . 
[ 0210 ] UE can indicate the needed system information in 
SI - Request using the mechanisms explained in method 1 . 
[ 0211 ] In one embodiment SI request can be included in 
RRC connection request and SI response can be included 
RRC connection response . In another embodiment , BS can 
determine the system information needed by UE based on 
service supported by UE or based on service for which UE 
has requested connection and provide the system informa 
tion to UE using dedicated signaling . 
[ 0212 ] In an embodiment , eNB may provide the requested 
system information for one or more cells . ENB may indicate 
the cells for which system information provided in SI 
response is applicable . As a result , the UE does not need to 
request for system information when the UE changes cell . 
After the cell change , if the UE does not have system 
information for the new cell then UE request for system . 
[ 0213 ] In another embodiment , a cell may broadcast some 
of the Sis in the first category of system information . The 
remaining Sis in the first category of system information of 
a cell can be broadcasted or provided on demand by another 
cell . In the request , UE may include information ( e . g . , cell 
ID , frequency , cell index , etc . ) about the cell for which it is 
requesting SI . 
[ 0214 ] FIG . 15 illustrates a method for acquiring system 
information according to the other embodiment of the pres 
ent disclosure . 
[ 0215 ] Referring to FIG . 15 , in this method of the present 
disclosure the UE can acquire the system information as 
shown in FIG . 15 . In operation S1510 , BS ( or 5G Cell ) 
broadcasts the synchronization signals , i . e . , PSS / SSS . No 
system information is broadcasted periodically . 
[ 0216 ] In order to request the SI , in operation S1520 , UE 
transmits the PRACH - SI preamble . The PRACH - SI pre 
amble can be pre - defined . The time and frequency resource 
for PRACH - SI transmission can be defined relative to 
PSS / SSS . On receiving the PRACH - SI preamble , in opera 
tion S1530 , BS may broadcast minimum SI or the system 
information or the common system information . If any 
system information is not broadcasted then UE may acquire 
using the methods explained earlier . 
[ 0217 ] In the methods explained earlier , UE requests for 
system information on demand , in the present disclosure 
network can configure the period at which UE can request . 
This can reduce too many requests . 
[ 0218 ] If the response is broadcasted then it can be in a 
time window relative to time in which request is sent . In the 
methods explained earlier UE requests for system informa 
tion on demand , UE may monitor broadcast transmission for 
a defined time duration to receive the desired system infor 
mation before requesting the desired system information . 
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[ 0219 ] FIG . 16 illustrates a method for providing system 
information within a time window according to an embodi 
ment of the present disclosure . 
[ 0220 ] Referring to FIG . 16 , one or more SIBs requested 
by UE are provided within some time window ( i . e . , SI 
Response Window ) after sending the SI request . After send 
ing the SI request , the UE listens to NR - PDCCH in SI 
Response Window for receiving the requested SIBs . If UE 
does not receive the requested SIBs within the SI Response 
Window then UE may retransmit the SI request . 
[ 0221 ] In an embodiment , the length of SI response win 
dow is provided in mobile subscriber identity ( MSI ) ( essen 
tial system information ) . In another embodiment , acknowl 
edgment for SI request may be performed as UE checks for 
RAR after sending SI request or UE checks for indication in 
MSI . 
[ 0222 ] . FIG . 17 illustrates a method for providing system 
information by monitoring a time window in one or more 
periods according to an embodiment of the present disclo 
sure . 
[ 0223 ] Referring to FIG . 17 , after sending the SI request , 
for receiving the requested SIB , UE monitors the SI window 
of requested SIB in one or more SI periods of that SIB . The 
scheduling information for other SI includes SIB type , 
validity information , periodicity , SI - window information in 
minimum SI irrespective of whether Other SI is periodically 
broadcasted or provided on demand . 
[ 0224 ] In one embodiment , acknowledgment for SI 
request may be performed as UE checks for RAR after 
sending SI request or UE checks for indication in MSI . 

Minimization of SI Re - Acquisition 
[ 0225 ] There can be several small cells in coverage of 
macro cell . Currently system information is cell specific . 
Currently each cell ( small cell as well as macro cell ) 
transmits their own system information . In an embodiment 
of the present disclosure , a first cell ( e . g . , Macro cell ) 
provides information about one or more second cells ( e . g . , 
small cells ) . 
[ 0226 ] Several system information parameters may have 
the same values across many cells . So in an embodiment 
system information parameters can be categorized into cell 
specific information and non - cell specific information . Non 
cell specific information i . e . system information having 
common values across one or more second cells ( e . g . , small 
cells ) in can be signaled using broadcasted or dedicated 
signaling by first cell ( e . g . , macro cell ) or can be provided 
on demand . Cell specific information is signaled by each 
cell . 
[ 0227 ] In an embodiment , a first cell may signal several 
sets of system information using broadcasted or dedicated 
signaling . In one embodiment , each of these sets may be 
indexed in the order in which they are signaled by first cell . 
The second cell may indicate ( using broadcast or dedicated 
signaling ) which system information set amongst the mul 
tiple sets signaled by first cell are applicable to this cell . In 
alternate embodiment , first cell may indicate list of cell ids 
of cells along with each set , wherein cell id identifies the cell 
for which this set is applicable . 
[ 0228 ] In embodiment , cell specific system information 
can be obtained as follows : 
[ 0229 ] Option 1 : UE obtains from Macro Cell 
[ 0230 ] la : Macro cell broadcasts these information in 
broadcast signaling . 

[ 0231 ] 1b : Macro cell provide these information in dedi 
cated signaling . 
[ 0232 ] Macro cell may indicate using broadcast signaling 
whether it provides such information . 
[ 0233 ] Macro cell may also indicate whether it provides 
such information in dedicated signaling if such information 
is not broadcasted . 
[ 0234 ] On demand signaling as explained earlier can also 
be used to request information from Macro cell . 
[ 0235 ] Option 2 : UE obtains directly from cell 
( 0236 ) If Macro cell does not provide the information then 
UE obtains directly from cell . 
[ 0237 ] Small cell may broadcast these information . 
[ 0238 ] On demand signaling as explained earlier can be 
used to request information from cell . 
[ 0239 ] In the methods explained earlier , the system infor 
mation received from periodic broadcast or using on demand 
SI request procedure explained earlier from a cell can be 
used for one or more cells . The cells for which received 
system information can be used can be indicated by the cell 
from which system information is obtained either from 
periodic broadcast or using on demand SI request procedure 
explained earlier . UE may also receive system information 
from multiple cells from periodic broadcast or using on 
demand SI request procedure . As a result , the UE does not 
need to request or reacquire the system information when 
the UE changes cell . After the cell change , if the UE does not 
have system information for the new cell then UE reacquire 
or request for system information . 
[ 0240 ] FIG . 18 illustrates a method for configuring system 
information area ID according to an embodiment of the 
present disclosure . 
0241 Referring to FIG . 18 , in an alternate embodiment , 
system information area concept can be defined . System 
information area refers to an area covering one or more cells 
or transmits point or transmit / receive point wherein the 
system information used is same . System information area 
can be identified by a system information area identifier . Cell 
or transmit point or transmit / receive point broadcasts the 
system info area identifier . 
[ 0242 ] . When a UE moves from one cell to another , it 
checks the SI Area ID . If there is change in SI Area ID then 
UE reacquires the system information . For example , as 
shown in FIG . 18 , if UE moves from cell 1 to cell 3 , it does 
not need to reacquire the system information . If UE moves 
from cell 1 to cell 8 then it needs to reacquire the system 
information . 
[ 0243 ] In an embodiment of the present disclosure system 
information area ( or SI Area ID ) can be different for different 
SIs ( or SIBs ) . In an embodiment of the present disclosure 
system information area ( or SI area ID ) can be different for 
different sets of SIS ( SIBs ) . In an embodiment of the present 
disclosure one system information area ( or SI Area ID ) can 
be there for SIs ( or SIBs ) . In an embodiment of the present 
disclosure some SIs are cell specific and SI area ID is not 
associated with them . 
[ 0244 ] In an embodiment of the present disclosure within 
an SI area , different versions of associated SI can be used . 
Each of these versions is identified by an index or value tag . 
Let ' s say SI areas for SIB X are as shown in FIG . 16 . Celli , 
Cell 2 and Cell 3 use a configuration of SIBx . Cell 1 , Cell 
2 and Cell 3 broadcasts that for SIBX , SI area ID is 1 and 
index / value tag is P . If cell 1 , cel12 and cell 3 wants to use 
a different configuration for SIBx , then they broadcast that 



US 2017 / 0251500 A1 Aug . 31 , 2017 
15 

for SIBX , SI area ID is 1 and index / value tag is Q . Within the 
same SI area if there is change in index or value tag , and UE 
does not have a valid SI configuration corresponding to the 
new index / valuetag of that SI area , UE reacquires the 
corresponding SI . The SI configuration identified by index / 
valuetag is valid in SI area in which it is obtained . It is not 
valid in another SI area . The scope of validity of index / 
valuetag is within the SI area . For example , the configura 
tion of SIBx identified by index / value tag P in SI area ID 1 
is not same as configuration of SIBx identified by index / 
value tag P in SI area ID2 or SI area ID 3 . It is to be noted 
that in prior art the scope of valueTag is one cell . In this 
method of the present disclosure scope of valueTag is SI area 
i . e . multiple cells . 
[ 0245 ] FIG . 19 illustrates a method for indexing system 
information parameters according to an embodiment of the 
present disclosure . 
[ 0246 ] Referring to FIG . 19 , in an embodiment of the 
present disclosure , BS may support multiple configuration 
sets of values for system information parameters . For 
example , let ' s say SI comprises of parameters P , Q and R . 
Let ' s says parameter P can have values PO , P1 . Parameter Q 
can have values Q0 , Q1 , Q2 . Parameter R can have values 
RO , R1 . There can be 2 * 3 * 2 = 12 possible configurations for 
these parameters wherein each configuration has at least one 
parameter ' s value different from other configuration . Each 
of these configurations is given an index . Instead of signal 
ing ( either in broadcast or dedicated signaling ) the param 
eters and there values , index can be signaled . For example 
configuration 0 : P - > PO , Q - > QO , R - > RO ; Configuration 1 : 
P - > PO , Q - > Q1 , R - > R0 ; and so on . 
[ 0247 ) For SI having parameters A , B and C possible 
configuration sets are shown in FIG . 19 . In the example , 
Parameter A can have two possible values AO and Al . 
Parameter B can have two possible values BO and B1 . 
Parameter C can have two possible values CO and C1 . Note 
that each parameter can have different number of values . 
Each Path from top to bottom in tree ( FIG . 16 ) is one valid 
configuration . These configurations can be sequentially 
numbered as shown in FIG . 16 . 8 possible configurations are 
as follows : 
[ 0248 ] Idx0 : { AO , BO , CO } ; Idx1 : { AO , BO , C1 } ; Idx2 : 
{ AO , B1 , CO } ; Idx3 : { AO , B1 , C1 } ; Idx4 : { A1 , BO , CO } ; 
Idx5 : { A1 , BO , C1 } ; Idx6 : { A1 , B1 , CO } ; Idx7 : { A1 , B1 , 
C1 } ; idx = { index of value of parameter A * ( number of values 
of B * number of values of C ) } + { index of value of parameter 
B * ( number of values of C ) } + index of value of parameter C . 
In order to allow skipping of a parameter in a configuration , 
skipping can be considered as additional value . For example , 
if parameter A can be skipped then Parameter A can have 
three values A0 , A1 , skip . A0 value has index 0 , A1 value has 
index 1 and skip value has index 2 . 
[ 0249 ] If a possible value of each SI parameter is known , 
and then given the index , configuration can be known 
corresponding to that index . SI can be categorized into 
various parts / groups etc . wherein each part or group has his 
own configuration indexes . Each SI part or SI group can 
have several configurations and each configuration can be 
indicated using index as illustrated above . For example , let ' s 
say there are two SI parts , SI part 1 and SI part 2 . SI part 1 
has three parameters A , B , C . SI part has two parameters P , 
Q . SI part 1 configuration and SI part 2 configuration can be 
indicated independently using their own configuration 
indexes . 

[ 0250 ] Configuration index can be broadcasted or signaled 
using dedicated signaling . If SI is requested on demand then 
configuration index can be signaled instead of full configu 
ration in response . Alternately , configuration index for SI 
can be broadcasted . If UE cannot know configuration based 
on broadcasted index then it can request BS / NB / TRP to 
provide configuration corresponding to index by sending the 
index in SI request . UE may not know configuration based 
on index if it does not know the values of parameters which 
are supported in Cell / BS / NB / TRP . For example , parameter 
A can have values A0 , A1 , A2 , and A3 . But values A0 , A1 
may be supported in cell 1 whereas values A2 , A3 , A1 may 
be supported in another cell 2 . If UE cannot know configu 
ration based on broadcasted index then it can request 
BS / NB / TRP to provide values of parameters of SI sup 
ported in Cell / BS / NB / TRP in SI request . Once the values 
of parameters of SI supported in Cell / BS / NB / TRP are 
known , UE can determine the configuration corresponding 
to broadcast index . SI request / response can be signaled 
using method 1 to 9 explained earlier . 
[ 0251 ] The supported values of parameters of SI can be 
same throughout the network or can be specific to cell / TRP . 
The supported values of parameters of SI part / group can be 
same throughout the network and for other SI part / group it 
can be specific to cell / TRP . 

[ 0252 ] In another embodiment , instead of indexing as 
shown in FIG . 19 , network or cell / TRP / NB can maintain 
several configurations for SI or SI part or SI group and 
assign a distinct index / identifier to each configuration . Net 
work indicates the index / identifier in broadcast signaling for 
each SI or SI part / group . UE first receives the broadcast 
signaling and gets the index / identifier for a SI or SI part / 
group . If UE does not have configuration corresponding to 
index / identifier UE request the configuration corresponding 
to index / identifier using on demand signaling explained 
earlier . Index / identifier can be included in request . If UE has 
valid configuration corresponding to index / identifier then 
UE uses it and does not need to request . Note that in one 
embodiment , this index / identifier can be valid across cells or 
TRPs or eNBs for an SI or SI part of SI group . In another 
embodiment , this index / identifier can be valid across TRPs 
of same cell for an SI or SI part of SI group . Whether the 
index / identifier for an SI or SI part or SI group is valid across 
cells or TRPs or eNBs etc . can be pre - defined or indicated 
in broadcast signaling . UE can store the configuration cor 
responding to an index / identifier for a defined life time . 
[ 0253 ] FIG . 20 illustrates a method for configuring system 
information configuration ID according to an embodiment of 
the present disclosure . 
10254 ] Referring to FIG . 20 , when a UE moves from one 
cell to another cell , if there is change in index for a SIB and 
it does not have the configuration corresponding to index 
used in that cell , UE reacquires the SI otherwise not . Let ' s 
say for SIB X network uses three configurations identified 
by index X , Y , Z as shown in FIG . 18 . IfUE moves from cell 
1 to cell 3 , it does not needs to reacquire SIBx , as both cells 
uses same configuration . If UE moves from cell 1 to cell 2 , 
it has to reacquire SIBx if it does not have a stored 
configuration corresponding to index x . Unlike the previous 
method , scope of index is entire network instead of SI area . 
The index can also be named as valueTag wherein the scope 
of valueTag is entire network instead of one cell . 



US 2017 / 0251500 A1 Aug . 31 , 2017 
16 

System Information Update Procedure 
[ 0255 ] UE can be notified about the system information 
update in one of the following ways : 

Option 1 
[ 0256 ] System information is categorized into various 
parts / groups / sets . BS broadcasts System Information Set ( s ) 
supported . BS also broadcasts ValueTag / identifier / configu 
ration index for each supported system information set / part / 
group . Change in value tag / identifier / configuration index 
corresponding to a system information set indicates that 
system information set / group / part is updated . Additionally 
BS may also broadcast change notification for each system 
information of a service . OR 
[ 0257 ] BS broadcasts Service ( s ) supported . BS also broad 
casts valueTag / identifier / configuration index for each sup 
ported service . Change in value tag / identifier / configuration 
index corresponding to service indicates that system infor 
mation for that service is updated . Additionally BS may also 
broadcast change notification for each system information of 
a service . 

Option 2 
[ 0258 ] Change notification for each supported system 
information set or service is indicated in paging message . 
ValueTag / identifier / configuration index associated with 
updated system information can also be indicated in paging 
message . 

Option 3 
[ 0259 ] Change notification can be indicated using a SI 
Update message 
[ 0260 ] Each SI update message can indicate notification 
for a group of SI ( S ) . RNTI specific to group can be used to 
schedule the SI update message . 
[ 0261 ] SI update message can be RRC message or DCI 
signaled in PDCCH . 

[ 0265 ] While the present disclosure has been shown and 
described with reference to various embodiments thereof , it 
will be understood by those skilled in the art that various 
changes in form and details may be made therein without 
departing from the spirit and scope of the present disclosure 
as defined by the appended claims and their equivalents . 
What is claimed is : 
1 . A method for receiving system information ( SI ) by a 

user equipment ( UE ) in a wireless communication system , 
the method comprising : 

receiving , from a base station ( BS ) , first type SI associ 
ated with SI which is essential for communication with 
the BS ; 

transmitting , to the BS , a physical random access channel 
( PRACH ) preamble based on the first type SI ; 

receiving , from the BS , a random access response ( RAR ) 
message ; and 

receiving , from the BS , second type SI associated with at 
least one SI which the UE needs . 

2 . The method of claim 1 , further comprising : 
transmitting , to the BS , an SI request message indicating 

the at least one system information which the UE 
needs . 

3 . The method of claim 1 , wherein the first type SI 
includes an indicator indicating whether the second type SI 
is periodically broadcasted or provided on demand . 

4 . The method of claim 3 , 
wherein the indicator comprises a single indication which 

indicates that SI in the second type SI are either 
periodically broadcasted or are provided on demand ; or 

wherein the indicator comprises multiple indications 
which indicates that each SI in the second type SI is 
either periodically broadcasted or provided on demand . 

5 . The method of claim 1 , further comprising : 
selecting the PRACH preamble specific to the at least one 

SI which the UE needs , the at least one SI being 
associated with the second type SI . 

6 . The method of claim 1 , further comprising : 
selecting the PRACH preamble specific to third type SI 

indicated in the first type SI ; 
receiving , from the BS , the third type SI after transmitting 

the PRACH preamble ; and 
transmitting , to the BS , an SI request message associated 

with the second type SI after receiving the RAR 
message . 

7 . The method of claim 6 , wherein the RAR message 
includes at least one of the third type SI and uplink grant . 

8 . The method of claim 2 , wherein the second type SI is 
provided within a time window after transmitting the SI 
request message indicating the at least one SI which the UE 
needs . 

9 . The method of claim 8 , wherein a length of the time 
window is included in the first type SI . 

10 . The method of claim 2 , further comprising : 
monitoring a time window of the second type SI in 

predetermined one or more periods after transmitting 
the SI request message . 

11 . The method of claim 1 , wherein the first type SI 
includes an SI configuration ID corresponding to a set of SI 
used in a cell . 

12 . The method of claim 1 , wherein the first type SI 
includes an SI area ID corresponding to a set of cells having 
a same SI configuration . 

Obtaining Updated Information 
[ 0262 ] UE request updated system information set or 
service specific system information if the update indication 
is received using the methods explained earlier ( i . e . broad 
cast or on demand ) . If the system information set changed is 
part of broadcasted information then UE obtains updated 
system information from broadcast . If the system informa 
tion set changed is part of on demand system information 
then UE obtains updated system information using on 
demand signaling . 
[ 0263 ] Alt : network ( NW ) may broadcast the updated 
information for defined time period . UE reads broadcasted 
information . 
[ 0264 ] In an embodiment , ValueTag / identifier / configura 
tion index may indicate that system information set / group / 
part is changed . In another embodiment , ValueTag / identi 
fier / configuration index may identify a particular 
configuration of system information set / group / part . When a 
network signals a system information set / group / part identi 
fier and UE does not have configuration corresponding to 
this identifier then UE updates the system information . In 
one embodiment , each of this SI Set / part / group may contain 
same parameters but may be valid in different area . 

Prising : 
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13 . A method for transmitting system information ( SI ) by 
a base station ( BS ) in a wireless communication system , the 
method comprising : 

transmitting , to a user equipment ( UE ) , first type SI 
associated with SI which is essential for communica 
tion with the UE ; 

receiving , from the UE , a physical random access channel 
( PRACH ) preamble based on the first type SI ; 

transmitting , to the UE , a random access response ( RAR ) 
message ; and 

transmitting , to the UE , second type SI associated with at 
least one SI which the UE needs . 

14 . The method of claim 13 , further comprising : 
receiving , from the UE , an SI request message indicating 

the at least one SI which the UE needs . 
15 . The method of claim 13 , wherein the first type SI 

includes an indicator indicating whether the second type SI 
is periodically broadcasted or provided on demand . 

16 . A user equipment ( UE ) for receiving system informa 
tion ( SI ) in a wireless communication system , the UE 
comprising : 

a transceiver configured to transmit and receive a signal ; 
and 

at least one processor configured to : 
control receiving , from a base station ( BS ) , first type SI 

associated with SI which is essential for communi 
cation with the BS , 

control transmitting , to the BS , a physical random 
access channel ( PRACH ) preamble based on the first 
type SI , 

control receiving , from the BS , a random access 
response ( RAR ) message , and 

control receiving , from the BS , second type SI associ 
ated with at least one SI which the UE needs . 

17 . The UE of claim 16 , wherein the first type SI includes 
an indicator indicating whether the second type SI is peri 
odically broadcasted or provided on demand . 

18 . The UE of claim 16 , wherein the at least one processor 
is further configured to select the PRACH preamble specific 
to the at least one SI which the UE needs , the at least one SI 
being associated with the second type SI . 

19 . A base station ( BS ) for transmitting system informa 
tion ( SI ) in a wireless communication system , the BS 
comprising : 

a transceiver configured to transmit and receive a signal ; 
and 

at least one processor configured to : 
control transmitting , to a user equipment ( UE ) , first 

type SI associated with SI which is essential for 
communication with the UE , 

control receiving , from the UE , a physical random 
access channel ( PRACH ) preamble based on the first 
type SI , 

control transmitting , to the UE , a random access 
response ( RAR ) message , and 

control transmitting , to the UE , second type SI associ 
ated with at least one SI which the UE needs . 

20 . The BS of claim 19 , 
wherein the at least one processor is further configured to 

control receiving , from the UE , an SI request message 
indicating the at least one SI which the UE needs , and 

wherein the first type SI includes an indicator indicating 
whether the second type SI is periodically broadcasted 
or provided on demand . 

* * * * * 




