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I. INTRODUCTION

1. I, Professor Anthony Edward George Cass, have been retained as an

expert witness by counsel for Abbott Diabetes Care Inc. (“Abbott” or “Petitioner”), 

who I understand is the Petitioner in the present proceeding. I have been asked to 

consider whether U.S. Patent Application No. 2005/0143636 to Zhang et al. 

(Exhibit 1004, “Zhang”) discloses and/or renders obvious the elements of claims 1, 

2, 4, 6-15, and 20-22 of U.S. Patent No. 11,020,031 B2 (“the ’031 patent”). I also 

have been asked to consider whether U.S. Patent Application No. 2005/0004439 to 

Shin et al. (Exhibit 1008, “Shin”) discloses and/or renders obvious the elements of 

claims 1, 2, 4, 6-15, and 20-22 of the ’031 patent. I also have been asked to 

consider the state of the art at the time of the alleged invention claimed in the ’031 

patent. My opinions are set forth in this declaration, which is based on information 

currently available to me.  

2. I have summarized my educational background, professional

experience, and publications in Section III, below. 

3. I have been informed that DexCom, Inc. (“DexCom” or “Patent

Owner”) purports to own the ’031 patent. To the best of my knowledge, I have no 

financial interest in DexCom or in the ’031 patent, and to the best of my 

knowledge, I have had no contact with DexCom or with the named inventors of the 

’031 patent. To the best of my knowledge, I have no financial interest in Abbott. 
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To the extent any mutual funds or other investments that I own have a financial 

interest in DexCom, Abbott, or the ’031 patent, I am not aware of, nor do I have 

control over, any financial interest that would affect or bias my judgment. 

4. I am being compensated at my usual consulting rate of £350 per hour 

for my work on this matter. My compensation is in no way dependent upon my 

opinions, testimony, the outcome of this proceeding, or the outcome of any other 

proceeding relating to the ’031 patent. 

II. MATERIALS REVIEWED 

5. In connection with my analysis and in reaching my opinions stated 

herein, I reviewed the ’031 patent (Exhibit 1001), including claims 1, 2, 4, 6-15, 

and 20-22 of the patent in view of the specification, and I reviewed the prosecution 

history of the ’031 patent (Exhibit 1003). I also reviewed the following 

documents: 

 Zhang et al., System and Method for Sensor Recalibration, U.S. Patent 
Application Publication No. 2005/0143636 (published June 30, 2005) 
(“Zhang”), Exhibit 1004 

 David A. Gough, Method and Membrane Applicable to Implantable Sensor, 
U.S. Patent No. 4,650,547 (issued Mar. 17, 1987), Exhibit 1005 

 David A. Gough et al, Complete Glucose Monitoring Systems with an 
Implantable, Telemetered Sensor Module, U.S. Patent No. 4,703,756 (issued 
Nov. 3, 1987), Exhibit 1006 

 Wayne A. Morgan et al., U.S. Patent Application Publication No. 
2003/0076082, Implantable Sensor Electrodes and Electronic Circuitry 
(published Apr. 24, 2003) (“Morgan”), Exhibit 1007 
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 John J. Shin et al., Real Time Self-Adjusting Calibration Algorithm, U.S. 
Patent Application Publication No. 2005/0004439 (published Jan. 6, 2005) 
(“Shin”), Exhibit 1008 

 John J. Mastrototaro et al., Glucose Sensor, U.S. Design Application No. 
29/101,218 (U.S. Design Patent D433,755, issued Nov. 14, 2000) (the “’218 
application”), Exhibit 1009 

 John J. Mastrototaro et al., Glucose Monitor Calibration Methods, U.S. 
Patent No. 6,424,847 (issued July 23, 2002) (“Mastrototaro”), Exhibit 
1010 

 James Say et al., Analyte Monitoring Device and Methods of Use, U.S. 
Patent No. 6,175,572 (issued Jan. 16, 2001) (“Say”), Exhibit 1011 

 Benjamin J. Feldman et al., A Method of Calibrating an Analyte-
Measurement Device, and Associated Methods, Devices and Systems, U.S. 
Patent Application Publication No. 2005/0239154 (published Oct. 27, 2005) 
(“Feldman”), Exhibit 1012 

 William Peter Van Antwerp et al., Hydrophilic, Swellable Coatings for 
Biosensors, U.S. Patent No. 5,786,439 (issued July 28, 1998) (“Van 
Antwerp”), Exhibit 1013 

 Marc D. Breton et al., Method, System and Computer Program Product for 
Real-Time Detection of Sensitivity Decline in Analyte Sensors, U.S. Patent 
Application Publication No. 2008/0172205 (published July 17, 2008) 
(“Breton”), Exhibit 1014 

 John P. Willis, Biofouling Self-Compensating Biosensor, U.S. Patent 
Application Publication No. 2007/0299617 (published Dec. 27, 2007) 
(“Willis”), Exhibit 1015   

 Sridhar G. Iyengar et al., Method and Apparatus for Assay of 
Electrochemical Properties, U.S. Patent Application Publication No. 
2005/0069892 (published Mar. 31, 2005) (“Iyengar”), Exhibit 1016 

 Adam Heller et al., Analyte Monitoring Devices and Methods of Use, U.S. 
Patent No. 6,560,471 (issued May 6, 2003) (“Heller-2003”), Exhibit 1017 
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 Lesperance et al., Calibration of the Continuous Glucose Monitoring System 
for Transient Glucose Monitoring, Diabetes Technology & Therapeutics, 
Vol. 9, No. 2, pp. 183-190 (2007) (“Lesperance”), Exhibit 1018 

 Eva Dock et al., Multivariate Data Analysis of Dynamic Amperometric 
Biosensor Responses From Binary Analyte Mixtures—Application of 
Sensitivity Correction Algorithms, 65 Talanta 298-305 (2005) (“Dock”), 
Exhibit 1019 

 David M. Fraser, An Introduction to in vivo Biosensing: Progress and 
Problems, in Biosensors in the Body: Continuous In Vivo Monitoring, Ch. 1, 
pp. 1-56 (John Wiley & Sons Ltd. 1997) (“Fraser”), Exhibit 1020 

 Milena Koudelka-Hep, Electrochemical Sensors for in vivo Glucose 
Sensing, in David M. Fraser, Biosensors in the Body: Continuous In Vivo 
Monitoring, Ch. 2, pp. 57-77 (John Wiley & Sons Ltd. 1997) (“Koudelka”), 
Exhibit 1021 

 Michael Schlosser & Manfred Ziegler, Biocompatibility of Active 
Implantable Devices, in David M. Fraser, Biosensors in the Body: 
Continuous In Vivo Monitoring, Ch. 5, pp. 139-170 (John Wiley & Sons 
Ltd. 1997) (“Schlosser”), Exhibit 1022 

 George S. Wilson and Yanan Zhang, Introduction to the Glucose Sensing 
Problem, in David D. Cunningham and Julie A. Stenken, In Vivo Glucose 
Sensing, Ch. 1, pp. 1-27 (John Wiley & Sons, Inc. 2010) (“Wilson”), 
Exhibit 1023 

 Marisha L. Godek and David W. Granger, The Macrophage in Wound 
Healing Surrounding Implanted Devices, in David D. Cunningham and Julie 
A. Stenken, In Vivo Glucose Sensing, Ch. 2, pp. 29-58 (John Wiley & Sons, 
Inc. 2010) (“Godek”), Exhibit 1024 

 Timothy Henning, Commercially Available Continuous Glucose Monitoring 
Systems, in David D. Cunningham and Julie A. Stenken, In Vivo Glucose 
Sensing, Ch. 5, pp. 113-156 (John Wiley & Sons, Inc. 2010) (“Henning”) , 
Exhibit 1025 

 K. Nishida et al., Development of a ferrocene-mediated needle-type glucose 
sensor covered with newly designed biocompatible membrane, 2-
methacryloyloxyethyl phosphorylcholine -co-n-butyl methacrylate, 21 
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Medical Progress through Technology 91-103 (1995) (“Nishida”), Exhibit 
1026 

 Adam Heller, Implanted Electrochemical Glucose Sensors for the 
Management of Diabetes, 1 Annu. Rev. Biomed. Eng. 153 (1999) 
(“Heller”), Exhibit 1027 

 S.J. Alcock and A.P.F. Turner, Continuous Analyte Monitoring to Aid 
Clinical Practice, 13 IEEE Engineering in Medicine and Biology 319-325 
(1994) (“Alcock”), Exhibit 1028 

 Megan C. Frost and Mark E. Meyerhoff, Implantable Chemical Sensors For 
Real-Time Clinical Monitoring: Progress And Challenges, 6 Current 
Opinion in Chemical Biology 633-641 (2002) (“Frost”), Exhibit 1029 

 N. Wisniewski et al., Characterization of Implantable Biosensor Membrane 
Biofouling, 366 Fresenius J Analytical Chemistry 611-621 (2000) 
(“Wisniewski”), Exhibit 1030 

III. PROFESSIONAL BACKGROUND AND QUALIFICATIONS 

6. I am currently an Emeritus Professor of Analytical Chemistry and a 

Senior Research Investigator at Imperial College London.  

7. I have more than 45 years of experience working in the field of 

analytical biotechnology, including in the use of molecular engineering and design 

to produce new reagents for biosensors and bioanalysis, and in microfabrication for 

device structures. My research is focused on the area of bioanalysis, with a 

particular focus on proteomics, microarrays and microfluidics, protein engineering, 

and biosensors, including biosensor design and calibration. I pioneered the use of 

synthetic electron transfer mediators for enzyme biosensors and my work in this 
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area led to the development of the first electronic blood glucose measuring system 

in 1987, commercialised by MediSense Inc. (now part of Abbott Diabetes Care).  

8. In 1974, I received my B.A. with First Class Honors in Chemistry 

from the University of York. In 1978, I completed my D.Phil in Chemistry at the 

University of Oxford.  

9. In 1980, I completed my Post-doctoral research in Electroenzymology 

at the University of Oxford, Inorganic Chemistry Laboratory. From 1980-1983, I 

was a British Petroleum Junior Research Fellow at St. Hugh’s College at the 

University of Oxford. 

10. In 1983, I became a Lecturer in Applied Enzymology in the Centre for 

Biotechnology and Department of Biochemistry at Imperial College London. In 

1988, I was promoted to Senior Lecturer. In 1994, I was promoted to Reader in 

Bioanalytical Chemistry. And in 2001, I was promoted to Professor of Chemical 

Biology. From 2005 to 2010, I served as the Deputy Director and Research 

Director for Bio-nanotechnology at the Institute of Biomedical Engineering, 

Imperial College London. From 2010 to 2023, I was a Professor of Chemistry in 

the Department of Chemistry at Imperial College London. In 2023, I became an 

Emeritus Professor.  

11. I have also served as a Visiting Professor at various institutions, 

including the Chinese Academy of Sciences and Universiti Teknologi Malaysia. In 
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2017, I was a Visiting Professor at the University of Rome, La Sapienza, and in 

2023 I was a Visiting Professor at the University of Bari, Italy. 

12. I am a Fellow of the Royal Society of Chemistry, and a Fellow of the 

Royal Society of Biology. I am also a member of the Institute of Engineering and 

Technology (IET), and a member of the American Chemical Society (ACS).  

13. I have received a number of awards throughout my career. I received 

the Royal Society Mullard Medal (co-awardee) in 1994 for my work in translating 

fundamental studies of enzyme electron transfer to a commercially successful 

glucose sensor. I received a Chemical Landmark Award (co-awardee) in 2012 

from the Royal Society of Chemistry for making a crucial discovery that led to the 

development of a unique electronic blood glucose sensor. I received the Sir George 

Stokes Medal of the Royal Society of Chemistry in 2017 for my work in analytical 

chemistry over an extended period of time.  

14. I have founded multiple companies in the area of biosensors and 

analytical biotechnology. I am the Founder and Director of Bio Nano Consulting 

Ltd., the first consulting company in Europe spanning both bio- and 

nanotechnology. I also founded AquAffirm, a company that develops sensors for 

food and water quality assurance.   

15. I have served on the editorial boards for Nanobioscience and IET 

Proceedings Nanobiotechnology, which are peer-reviewed academic journals 

Abbott Ex. 1002 - 15/138



Declaration of Dr. Anthony Edward Cass in Support of Petition for Inter Partes 
Review of U.S. Patent No. 11,020,031 

8 
 

focused on the interface between nanotechnology and biotechnology. I am also the 

Specialty Chief Editor of the Medical Diagnostics section of Frontiers in Lab on a 

Chip Technologies. 

16. Over the course of my research, I have authored or co-authored over 

150 peer-reviewed articles. I am also the editor of three books, including 

BIOSENSORS: A PRACTICAL APPROACH (1st and 2nd Editions) and IMMOBILISED 

BIOMOLECULES IN ANALYSIS: A PRACTICAL APPROACH. 

17. Additional information regarding my education, work experience, and 

other qualifications may be found in my curriculum vitae, which is attached as 

Appendix A to this declaration. 

IV. APPLICABLE LEGAL STANDARDS 

18. I am not an attorney. For the purposes of this declaration, I have been 

informed about certain aspects of the law that are relevant to forming my opinions. 

I have applied the following understanding of the law.  

A. Anticipation 

19. I have been informed that a patent claim may be “anticipated” if each 

and every element of that claim is disclosed either explicitly or inherently in a 

single prior art reference; the elements should be arranged in the reference as in the 

claim. Petitioner’s counsel has informed me that for a claim element to be 
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inherently disclosed, the prior art reference need not expressly disclose the element 

so long as the element necessarily flows from a disclosure in the reference. 

20. I also have been informed that a prior art patent document (such as an 

issued patent or a published patent application) may incorporate by reference 

another document, and that in such circumstances, the referenced document 

becomes effectively part of the patent document as if the referenced document 

were explicitly contained therein.  

B. Obviousness 

21. I have been informed that a patent claim can be considered to have 

been “obvious” to a person of ordinary skill in the art at the time of the claimed 

invention. I have been informed that a claim can be considered obvious even if all 

of the elements of the claim are not found in a single prior art reference, so long as 

the differences between the subject matter in the prior art and the subject matter in 

the claim would have been obvious to a person of ordinary skill in the art at the 

time of the invention.  

22. I have been informed that a determination of whether a claim would 

have been obvious should be based upon several factors, including, among others: 

 the level of ordinary skill in the art at the time of the claimed invention; 

 the scope and content of the prior art; and 
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 what differences, if any, existed between the claimed invention and the 

prior art. 

23. I have been informed that a single reference can render a patent claim 

obvious if any differences between that reference and the claim would have been 

obvious to a person of ordinary skill in the art. In addition, a combination of two or 

more references can render a patent claim obvious, if such a combination would 

have been obvious to a person having ordinary skill in the art.  

24. I have been informed that, when determining whether a patent claim 

would have been obvious, based on either a single reference or multiple references, 

it is appropriate to consider, among other factors: 

 whether the teachings of the prior art references disclose known 

concepts that could have been combined in familiar ways to yield 

predictable results; 

 whether a person of ordinary skill in the art could have implemented a 

predictable variation of the prior art teachings, and would have seen 

the benefit of doing so; 

 whether the claimed elements represent one of a limited number of 

known design choices, and persons skilled in the art would have 

reasonably expected the claimed elements to work; 
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 whether a person of ordinary skill would have recognized a reason to 

combine known elements in the same manner as recited in the patent 

claim, and would have reasonably expected success in doing so; 

 whether there is some teaching or suggestion in the prior art to modify 

the prior art teachings, and/or to combine those teachings, and thereby 

arrive at the combination of elements as claimed in the patent with a 

reasonable expectation of success; and  

 whether the innovation claimed applies a known technique that had 

been used to improve a similar device or method in a similar way. 

25. I have been informed that some documents published after the priority 

date may show the state of the art as it existed on the priority date. 

26. I also have been informed that a person of ordinary skill in the art has 

ordinary creativity and is not an automaton. I have been informed that, in 

considering obviousness, it is important not to determine obviousness using the 

benefit of hindsight derived from the patent being considered. 

V. TECHNOLOGY BACKGROUND 

27. The ’031 patent relates generally to continuous glucose monitoring 

systems and methods. Claims 1, 2, 4, 6-15, and 20-22 of the ’031 patent relate to 

systems and methods for monitoring glucose concentration in subcutaneous tissue, 

using a transcutaneous glucose sensor. Certain elements of the claims relate to 
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sensor sensitivity and calibration. I provide a brief background below on the state 

of the art in continuous glucose monitors (“CGMs”) and their calibration as of 

November 7, 2008 (the earliest date to which the ’031 patent claims priority).  

A. Continuous Glucose Monitors (CGMs) 

28. Prior to the late 1990s, people with diabetes monitored their blood 

glucose levels through the use of test strips that required drawing a drop of blood 

from the finger in a “fingerprick” or “finger-stick.” The test strip containing the 

blood would be inserted into a device that allowed the patient to read the blood 

glucose measurement on a screen. The patient would repeat this fingerprick test 

multiple times a day to monitor his or her blood glucose levels. See, e.g., Ex-1020 

(Fraser) at 9. 

29. Continuous glucose monitors, or CGMs, first became available 

commercially around the late 1990s as an alternative to the traditional fingerprick 

tests. Ex-1025 (Henning) at 134. These CGMs included an electronic device that 

adhered to the surface of the patient’s skin, with a transcutaneous electrochemical 

sensor inserted through the skin and into the interstitial fluid. In these early CGMs, 

glucose information was collected from the patient and then reviewed by a medical 

professional. Ex-1025 (Henning) at 135. 

30. Typically in CGMs (including CGMs on the market today), the 

transcutaneous electrochemical sensor produces an electrical current that varies 
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depending on the patient’s glucose concentration within the sensor’s range of 

operation. Many transcutaneous electrochemical sensors use the enzyme glucose 

oxidase and rely on the following reaction: 

glucose + O2 + H2O → gluconic acid + H2O2 

For some sensors described in the art, the amount of electrical current that is 

produced depends on the depletion of oxygen (O2), while for other sensors, the 

amount of electrical current produced depends on the generation of hydrogen 

peroxide (H2O2). In either case, the amount of current produced (which is 

sometimes called the sensor signal or sensor output) should be directly 

proportional to the concentration of glucose in contact with the sensor. See, e.g., 

Fraser (Ex-1020) at 58-59; Heller (Ex-1027) at 157-158; Wilson (Ex-1023) at 10. 

31. The enzyme glucose oxidase must be immobilised to avoid enzyme 

loss. Enzyme immobilisation was (as of the priority date) and still is most often 

accomplished with the use of a membrane: the enzyme is contained within or 

behind a membrane and cannot diffuse freely from the membrane, and enzyme loss 

is thereby avoided.  

32. For example, Koudelka-Hep explained in the late 1990s that, “[i]n the 

vast majority of sensors,” the enzyme glucose oxidase “is immobilised by 

glutaraldehyde cross-linking” to form “gel-like membranes.” Koudelka-Hep (Ex-

1021) at 60 (discussing enzyme immobilisation techniques for electrochemical 
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glucose sensors, in a section entitled “The Enzyme Membrane”); see also 

Koudelka-Hep (Ex-1021) at 59 (referring to the “enzymatic membrane”). The use 

of a membrane for immobilising the enzyme glucose oxidase remained 

commonplace through the early 2000s. Henning, for example, when discussing 

CGMs commercially available around the 2009 timeframe, describes such sensors 

as presumptively containing an “enzyme-containing membrane.” Henning (Ex-

1025) at 132 (referring to the “enzyme-containing membrane” for the “working 

electrode of the sensor [that] contains the enzyme glucose oxidase”). In a section 

entitled “5.4.2 The Signal,” which explains how commercial CGMs generate a 

signal in response to glucose level, Henning refers to the “enzyme membrane” as a 

component of commercial CGMs, without noting any exceptions: 

An important consideration in the design of the electrode is the 

thickness of the enzyme membrane. The membrane needs to contain 

an excess of glucose oxidase so that all the glucose arriving at the 

membrane will be oxidized within the membrane. The amount of 

enzyme in the membrane will be determined by both the 

concentration of the enzyme in the membrane and the thickness of 

the membrane. The membrane controls the flux of glucose and 

oxygen into the membrane. 

Henning (Ex-1025) at 133. Indeed, the very first CGMs employed a membrane to 

immobilise and stabilise glucose oxidase as well as control the diffusion of 

glucose. Henning (Ex-1025) at 120-122. 
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33. Membranes that coat the sensor serve additional purposes, including 

controlling the diffusion of glucose (as noted above) and improving 

biocompatibility. E.g., Fraser (Ex-1020) at 11-12 (discussing “mass transfer using 

membranes”); Heller (Ex-1027) at 161 (“The glucose transport-limiting membrane 

is a key element in all implanted glucose-sensing devices.” (citations omitted)), 

162-163 (“The biocompatible layer contacts the tissue in which the sensor or fiber 

is inserted. ... To avoid overgrowth in the 3-day period and also to avoid the 

adhesion of protein or platelets or the attachment of inflammatory response-related 

cells, the implant is coated with a nonfouled hydrogel, such as a hydrogel formed 

by cross-linking polyethylene oxide.” (citations omitted)); see also Willis (Ex-

1015), ¶0026 (explaining that a membrane can provide “a biocompatible interface 

to body fluids and tissue” and can also prevent “migration of chemical species out 

of the biosensor, such as, for example, enzymes and mediators”); see generally 

Van Antwerp (Ex-1013), Abstract (describing biocompatible, hydrophilic coatings 

for biosensors and “methods for reducing the electrode impedance of implantable 

biosensors by coating the surface of the biosensor with a uniform hydrogel which 

allows unimpeded water movement around the sensor”). 

B. Calibration and Drift 

34. CGMs convert the amount of current generated by the sensor into a 

glucose level in conventional glucose concentration units (e.g., mg/dL) using a 
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conversion function. The conversion function is sometimes also referred to as a 

calibration function. 

35. The conversion function is determined by a process of sensor 

calibration. Sensor calibration involves defining a relationship between sensor 

output (current) and glucose concentration. See, e.g., Koudelka-Hep (Ex-1021) at 

62-63. 

36. Typically, as part of sensor calibration, sensor output (in counts or 

units of current) is matched with a reference or known glucose concentration (in 

units such as mg/dL). Matched pairs of data points are plotted—for example, with 

sensor output in counts or units of current as the y-axis value, and a reference 

glucose concentration as the x-axis value—and a function describing the 

relationship of the plotted data points is empirically determined. This empirically-

determined function is the conversion function. 

37. The conversion function may be a linear or a non-linear function. The 

conversion function ideally should allow for the calculation of a glucose 

concentration for any sensor output over the sensor’s operating range (such 

calculation is also sometimes referred to as data calibration) and for the full wear 

life of the sensor. 

38. The conversion function typically defines calibration parameters, such 

as sensor sensitivity and baseline. Sensor sensitivity is the amount of sensor current 
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generated per unit of glucose concentration in contact with the sensor, and is a 

measure of the sensor’s responsiveness to a concentration of glucose. Baseline 

(which is sometimes called offset) is the current produced (if any) when no glucose 

is in contact with the sensor (in other words, it is the background current produced 

by the sensor).  

39. When the relationship between glucose concentration x and sensor 

output y is a linear relationship, the conversion function may be expressed by the 

equation y = mx + b, where: 

 y is the sensor signal 

 x is the glucose concentration 

 m is the sensor’s sensitivity to glucose 

 b (which is also the y-intercept) is the baseline signal. 

40. The relationship between glucose concentration and sensor output 

instead may be a non-linear relationship, such as, for example, an exponential or 

logarithmic relationship. For such relationships, the slope or sensitivity of the 

sensor may be the first-order derivative of the conversion function—i.e., the slope 

of the tangent at a given x-axis value; the baseline is the y-intercept of the function.  

41. Shown below are two hypothetical plots, where the first plot depicts a 

linear relationship between sensor output and glucose concentration, and the 

second plot depicts a non-linear relationship between sensor output and glucose 
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concentration. In the first plot, where the relationship is linear and may be 

expressed by the equation y = mx + b, the slope of the line, m, is sensor sensitivity, 

and the y-intercept, b, is baseline. In the second plot, where the relationship is non-

linear, the slope of the tangent at a given glucose concentration is sensor 

sensitivity, and the y-intercept of the function describing the relationship is 

baseline. 

 

42. Accordingly, regardless of whether the empirically-derived 

conversion function is linear or non-linear, the function—and its corresponding 

line or curve—is information associated with the sensitivity of the sensor. 

43. Many different factors, including factors related to sensor design and 

sensor materials, as well as factors concerning the in-vivo environment 

surrounding the sensor, affect sensor output with respect to glucose concentration. 

E.g., Koudelka-Hep (Ex-1021) at 64 (referring to “physiochemical interactions at 
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the interface, material degradation, and local and systemic host response” as 

among the “different components of biocompatibility” that “determine the 

longevity and performance of implanted sensors”); Schlosser (Ex-1022) at 142-143 

(discussing the “two main variables which influence the biocompatibility of an 

implantable device: the material response and the host response”). Because some 

of these factors are not constant and are known to change during sensor wear, 

sensor sensitivity and baseline also can change during sensor wear. Changes in 

sensor sensitivity and/or baseline (and in the empirically-determined relationship 

between sensor output and glucose concentration) during sensor wear are often 

referred to as “drift.” 

44. The occurrence of drift has been well documented in the art, for 

biosensors generally. E.g., Frost (Ex-1029) at 637 (referring to “sensitivities that 

continue to change with time” and “in vivo ‘drift’”); Dock (Ex-1019) at 299 (“Non-

linearity of the response, baseline drift and loss of sensitivity with time are 

common problems with biosensors.”); Wisniewski (Ex-1030) at 611-612 

(discussing sources of “declining sensor signal”); Nishida (Ex-1026) at 91 

(explaining that “the output current of the glucose sensor decreases with time when 

in vivo subcutaneous tissue glucose monitoring is undertaken”); Wilson (Ex-1023) 

at 13 (referring to “sensor drift” and “signal drift adjustment”). Certain causes of 

drift also have been reported in the art. Both changes to the sensor’s materials (e.g., 
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degradation of the sensor’s membrane(s)) and changes in the in-vivo environment 

surrounding the sensor (e.g., the migration of cells towards the sensor) contribute 

to drift.  

45. For example, Wisniewski discusses “two main categories” of sensor 

failure: “component-based failures,” which include membrane delamination, and 

“biocompatibility-based failures,” which include membrane biofouling, fibrous 

encapsulation, and membrane biodegradation. Wisniewksi (Ex-1030) at 612; see 

also Wisniewski (Ex-1030) at 611 (Fig. 1).  

46. Wilson discusses “four sources of failure or apparent failure of 

subcutaneously implanted glucose sensors.” These sources include changes to the 

sensor membrane as well as changes that occur in the in-vivo environment 

surrounding the sensor: 

The first [source] is the passive loss of sensitivity resulting from 

uptake of species on or into the sensor. It is quite likely that these 

species are of relatively low molecular weight … and could include 

protein fragments, lipids, and a variety of small endogenous 

molecules. This process is relatively rapid and has generally been 

referred to as the “run-in” time, lasting 2–4 h. In addition, a second 

necessary phase of the initial run-in time is the rehydration of sensor 

membranes that have been stored dry. It takes a finite amount of 

time for the membranes to hydrate and for the local 

microenvironment to establish the required mass transfer balance 

Abbott Ex. 1002 - 28/138



Declaration of Dr. Anthony Edward Cass in Support of Petition for Inter Partes 
Review of U.S. Patent No. 11,020,031 

21 
 

before stable operation can be achieved. The second [source] is the 

perturbation of oxygen and glucose levels in the tissue surrounding 

the sensor resulting from tissue injury and the subsequent acute 

inflammatory response. This latter process, although complicated, 

has been studied in some detail and is described elsewhere in this 

book. It is typically manifested in sensor instability over the first 

48 h but can result in cleanup of the small amount of capillary blood 

that may have accumulated. … For long-term implants, two other 

issues can become important. There will be a loss of enzyme activity 

that will eventually affect sensor response. Finally, the capsule 

formation caused by the foreign body reaction may limit the access 

of glucose and oxygen to the sensor. 

Wilson (Ex-1023) at 21-22.1 See also Wilson (Ex-1023) at 17-18 (discussing 

sensitivity loss that occurs “in minutes” following implantation of subcutaneous 

 
1 The “run-in” period discussed in Wilson is also discussed in Koudelka-Hep, 

where the author, around the late 1990s, discusses animal experiments of 

subcutaneous implanted glucose sensors and explains that an observation 

“common to most of these experiments was the so-called run-in period, i.e. the 

time after implantation necessary to obtain a stable current output,” and that “the 

duration of this period, during which the current decreases and then stabilises, 

varied from one hour . . . to overnight.” Koudelka-Hep (Ex-1021) at 65-66 

(citations omitted). 
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sensors); Godek (Ex-1024) (describing the wound healing reaction to implanted 

devices); Koudelka-Hep (Ex-1021) at 63-64 (referring to reports of “damaged 

sensor membranes” and including “material degradation” among the “components 

of biocompatibility” that will determine the “longevity and performance of 

implanted sensors”); Schlosser (Ex-1022) at 142-154 (discussing the host response, 

including the wound healing response, to implantable devices). 

47. Frost similarly explains that “a substantial component of this in vivo 

‘drift’ may well be related to the biological response of the host toward the foreign 

sensing device” (Frost (Ex-1029) at 637), such biological response including the 

“adsorption of proteins on the sensors surface,” which in turn can lead to the 

adherence of cells to the sensor (Frost at 633, 635 (Figure 2)). Such biological 

response is sometimes referred to as “biofouling” of the sensor. Frost (Ex-1029) at 

638.   

VI. OVERVIEW OF THE ’031 PATENT 

A. ’031 Patent Specification 

48. The ’031 patent relates to “systems and methods for measuring an 

analyte in a host” (Ex-1001, 1:24-25), and notes that “continuous analyte sensors 

define a relationship between a sensor-generated signal and a reference 

measurement that is meaningful to a user (for example, blood glucose in mg/dL)” 

(Ex-1001, 143:3-6). “This defined relationship must be monitored to ensure that 
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the continuous analyte sensor maintains a substantially accurate calibration,” and 

“[u]nfortunately, both sensitivity m and baseline b changes can occur during in 

vivo sensor use, which requires calibration updates.” Ex-1001, 143:6-12. These 

changes may be caused by “blockage of sensor surface area due to cells and/or 

blood clotting at the membrane, blood flow/sheer rate, blood pH, temperature, 

hematocrit, [and] interfering drugs.” Ex-1001, 143:16-20. 

49. The ’031 patent describes methods that are stated to detect aberrant 

sensitivity changes, by using prior sensitivity information—e.g., sensitivity 

information obtained from prior in-vitro or in-vivo tests. Ex-1001, 140:12-135, 

143:6-12, 213:9-13. The patent refers to a “profile” of expected changes in 

sensitivity over time:  

In some circumstances, noise on the sensor signal can be mistaken as a 

drift in sensor sensitivity. It has been empirically determined, through 

evaluation of large in vivo and/or in vitro data sets, that sensor 

sensitivity generally follows an expected pattern of drift, over the 

period of sensor use. For example, in one exemplary sensor 

configuration, during the first hour or so, of sensor use (e.g., after start-

up and/or re-start-up after a period of disuse), sensitivity tends to 

change rapidly; after this period, the sensitivity increase tends to level 

off and/or plateau. However other sensitivity profiles are possible based 

on sensor design. While each individual sensor’s sensitivity profile can 

vary from that of other such sensors, depending upon factors such as 

sensor design, membrane chemistry, implantation site, and the like, it 
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has been found that sensor profiles tend to follow an empirically 

determined pattern of drift within a range of about ±5%, ±10%, ±15%, 

±20% or ±25%. Deviations from the expected pattern can be indicative 

of noise on the sensor, sensor failure, and/or the like …. 

Ex-1001, 210:40-58 (emphases added). Accordingly, a “profile” or “pattern of 

drift” can involve sensitivity changes where, “during the first hour or so, of sensor 

use (e.g., after start-up and/or re-start-up after a period of disuse), sensitivity tends 

to change rapidly; after this period, the sensitivity increase tends to level off and/or 

plateau,” and “other sensitivity profiles are possible based on sensor design.” Ex-

1001, 210:44-50. 

50. In addition, “an expected profile” can be “an expected pattern and/or 

amount of sensitivity change/drift over time,” such as where “sensor sensitivity 

tends to increase over time, wherein the increase tends to occur within an expected 

range.” Ex-1001, 213:14-19. The “expected profile” can be based on “a priori 

information,” as the patent describes in the following passage: 

In general, a priori information includes information, data and/or 

observations generated during many previous in vitro and/or in vivo 

experiments, as well as information, data, and/or observations gleaned 

from the scientific literature. In some embodiments, the a priori 

sensitivity information includes and/or provides an expected profile 

(e.g., an expected pattern and/or amount of sensitivity change/drift over 

time). For example, it has been observed that in some sensor designs, 
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the sensor sensitivity tends to increase over time, wherein the increase 

tends to occur within an expected range. For example, it has been 

observed that sensor sensitivity tends to increase over time (e.g., no 

substantial decrease over time), wherein the increase tends to occur 

within an expected range, wherein the magnitude of the change is 

related to the length of time the sensor has been used and/or implanted 

and/or energized (e.g., turned on). Deviation from the expected profile 

can be indicative of a failure of a portion of the integrated system, a 

detrimental change in the host’s condition, and/or the like, in some 

embodiments. In some embodiments, the system is configured to 

evaluate and/or consider a deviation from the expected profile in 

combination with additional information (e.g., interferents, noise, 

completion of break-in, etc.) to determine if a system failure has 

occurred. 

Ex-1001, 213:9-32. 

51. Regarding “an expected range” of sensitivity change over time, the 

patent describes embodiments where “the a priori sensitivity information defines a 

range (e.g., within boundaries and/or guard bands) of acceptable change (increase 

and/or decrease) in sensitivity,” such “an acceptable change in sensitivity” being 

“related to how long the sensor has been in use, implanted and/or energized.” Ex-

1001, 213:33-43. “For example, in some circumstances, sensitivity can change 

(e.g., drift) up to about ±5%, ±10%, ±15%, ±20%, ±25%, ±30%, ±40%, ±50%, 
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±60%, ± 70%, ±80%, ±90%, ±100%, ±200% or more over a given time period . . . 

.” Ex-1001, 213: 36-41. 

52. The patent further describes embodiments where “a change in 

sensitivity is evaluated using a ‘cone’ of feasible sensitivity values of the sensor.” 

Ex-1001, 213:44-45.  

In some embodiments, a change in sensitivity is evaluated using a 

“cone” of feasible sensitivity values of the sensor, such that aberrant 

sensitivity changes (e.g., artifacts) are detected whenever the sensitivity 

value (e.g., amount of sensitivity change, a calculated change in 

sensitivity over a time period) falls (e.g., occurs) outside of the cone of 

possibility. In one embodiment, the cone of possible sensitivity values 

is defined in terms of a range of allowable (or feasible) sensitivity 

change for a time point during a sensor session. The range of allowable 

sensitivity change can change over time during a sensor session, for 

example, by allowing a greater sensitivity change during an earlier time 

period of a sensor session than a later time period of a sensor session. 

In general, sensitivity information depends upon sensor design and can 

be obtained from analysis of data sets (e.g., a priori information). A 

known feasible range can be represented (e.g., drawn) on a graph as a 

“cone of possible sensitivity values” (e.g., a range of possible calculated 

sensitivity values, for the next time period, based at least in part on one 

or more previously calculated sensitivity value(s) and a priori 

information). In some embodiments, one or more criteria used to 

determine the cone of possible sensitivity values are defined by an 

expected profile. 
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Ex-1001, 213: 44-66. 

B. Priority Date 

53. The ’031 patent claims priority to an application filed on November 7, 

2008. Ex-1003 at 1-442. I have been instructed by counsel to apply November 7, 

2008 as the priority date and date of the claimed invention for the purposes of my 

analysis. 

C. Claims 1, 2, 4, 6-15, and 20-22 

54. Claims 1, 2, 4, 6-15, and 20-22 of the ’031 patent, which I understand 

are the claims Petitioner is challenging in this proceeding, relate to glucose 

monitoring systems and to methods for calibrating glucose sensor data, where the 

systems store and the methods use information related to drift. Claims 1 and 14 are 

independent claims, and claims 2, 4, 6-13, 15, and 20-22 are dependent claims. 

55. Independent claims 1 and 14 recite the information element as 

follows: 

‒ “a profile wherein the profile is based at least in part on a priori 

information related to expected sensitivity changes associated with a 

length of time the in vivo portion of the transcutaneous glucose sensor 

has been inserted into the body of the host” (claim 1); 
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‒ “a priori information, wherein the a priori information comprises a 

profile associated with a drift in a sensitivity of the in vivo portion of 

the transcutaneous glucose sensor over time” (claim 14). 

56. Thus, claims 1 and 14 require “a priori” information concerning a 

change or drift in sensitivity over time. Notwithstanding the differently ordered 

terms in these claims—e.g., “a profile” based on “a priori information” in claim 1, 

versus “a priori information” comprising “a profile” in claim 14—the claims 

encompass the same embodiments that are disclosed in the prior art, as detailed 

below.  

57. Independent claim 1 and its dependent claims that are being 

challenged (claims 2-4 and 6-13) are system claims. These challenged dependent 

claims for the most part recite well-known, basic system components, such as 

“sensor electronics,” “receiver electronics,” and “electronics configured to use a 

conversion function to determine the glucose concentration value.” 

58. Independent claim 14 and its dependent claims that are being 

challenged (claims 15 and 20-22) are method claims. These challenged dependent 

claims describe the “a priori information” or the “profile,” or recite commonly 

recognized causes for drift. 
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D. Prosecution History 

59. The ’031 patent was filed as U.S. Patent Application No. 17/132,664 

on December 23, 2020. Ex-1003 at 1-442. The patent claims priority to an 

application filed on November 7, 2008. For this declaration, I have been asked to 

assume that the priority date of the ’031 patent is November 7, 2008. 

60. The application for the ’031 patent was filed with 18 claims, along 

with a “Track One” request for prioritized examination. Ex-1003 at 1, 425-426.  

61. On December 20, 2020, about one week after filing the application, 

the applicant canceled claims 1-18 and added claims 19 and 20, which are shown 

below (see Ex-1003 at 443-448): 

 

62. On January 4, 2021, the applicant filed an information disclosure 

statement (“IDS”) that listed a number of documents and spanned 166 pages. Ex-

1003 at 449-618. 
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63. In a Non-Final Office Action dated March 2, 2021, the Examiner 

rejected claims 19 and 20 (shown above) for being anticipated by the prior art. Ex-

1003 at 634-639. The Examiner also electronically initialed the pages of the IDS. 

Ex-1003 at 759-924.  

64. On March 15, 2021, the applicant filed a Response, in which the 

applicant cancelled claim 19, significantly amended claim 20 (which issued as 

claim 1), and added over 40 new claims. Ex-1003 at 926-937. The amendments to 

claim 20 are shown below: 
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65. On March 16, 2021 (which is one day after applicant’s amendments to 

the claims), the applicant and the Examiner conducted an interview. The Interview 
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Summary states that the Examiner “agreed that the claim amendments filed on 

March 15, 2021 were patentable in light of the prior art.” Ex-1003 at 953. 

66. A Notice of Allowance was mailed on March 26, 2021. Ex-1003 at 

989-1002. The ’031 patent issued on June 1, 2021. Ex-1003 at 1058; Ex-1001. 

VII. LEVEL OF ORDINARY SKILL IN THE ART 

67. I have been informed that a patent, as well as the prior art, should be 

interpreted from the perspective of a person of ordinary skill in the art, or POSA, 

as of the priority date or date of the invention. As noted above, I have been asked 

to assume that November 7, 2008 is the priority date for purposes of this 

declaration. 

68. A POSA as of the claimed priority date would have had a bachelor’s 

degree in biomedical engineering, chemical engineering, chemistry, or a related or 

equivalent field, and two or more years of experience researching, developing, 

designing and/or evaluating (or supervising the same) medical devices for 

measuring analyte levels, including some experience with algorithms for 

calibrating such devices, or equivalent experience. Such experience could include 

either formal coursework in signal processing, computer science, or electrical 

engineering, or it could also be obtained during on-the-job experience. A person 

with less or different education but more relevant practical experience, or vice 

versa, may also meet this standard. A POSA may have been part of an 
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interdisciplinary team with others having the relevant experience set forth above 

and/or with clinicians. The prior art also evidences the level of skill in the art. 

69. Although I am an expert in the field of glucose monitoring systems, I 

have worked with many persons of ordinary skill over the course of my 45 years of 

research in this field. My opinions are based on the perspective of the person of 

ordinary skill in the art.  

VIII. CLAIM CONSTRUCTION 

70. I understand that in this proceeding, the claims should be construed in 

accordance with their ordinary and customary meaning in light of the specification, 

as understood by a POSA.  

71. For the purpose of this declaration, I have been asked to assume that 

each claim term is to be given its plain and ordinary meaning, as would be 

understood by the POSA in the context of the specification, and I have therefore 

applied the plain and ordinary meaning of each claim term in my analysis.  

IX. OVERVIEW OF THE PRIOR ART 

A. Zhang (Ex-1004) 

72. U.S. Patent Application Publication No. 2005/0143636, entitled 

System and Method for Sensor Recalibration, was published on June 20, 2005, and 

is referred to herein as “Zhang.” During prosecution of the ’031 patent, the 
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applicant did not include Zhang in the references listed in the IDS. Ex-1003 at 449-

614 (pages of IDS listing U.S. patent application publications). 

1. Transcutaneous glucose sensor and sensing system 

73. Zhang describes calibration methods for implantable sensors that 

measure a characteristic of a patient’s body, which in preferred embodiments is 

glucose level. Ex-1004, ¶0027. The sensor may be part of “an implantable sensing 

system” that includes “a processor” and other components. Ex-1004, ¶0013. “The 

sensor may be a glucose sensor.” Ex-1004, ¶0014. 

74. The sensor can include an enzyme electrode that is used “for direct 

contact with patient fluids.” Ex-1004, ¶0028. Zhang describes sensor electrodes 

using the enzyme glucose oxidase to generate currents, such that “a measurement 

of the currents can be used to determine the amount of glucose present in the 

blood.” Ex-1004, ¶0029, ¶0030. 

75. FIG. 1 of Zhang “shows a cross-sectional view of an exemplary 

sensor according to an embodiment of the present invention” (Ex-1004, ¶0020) and 

is reproduced below: 
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76. In such embodiments, “a glucose oxygen sensor 20” measures the 

depletion of oxygen as the enzyme glucose oxidase catalyzes the reaction between 

glucose and oxygen. Ex-1004, ¶0028.  

77. Zhang incorporates by reference several other documents, including 

U.S. Patent Nos. 4,650,547 (Ex-1005) and 4,703,756 (Ex-1006), and U.S. Patent 

Application Publication No. 2003/0076082 (“Morgan,” Ex-1007). These 

documents relate to glucose monitoring systems. 

2. Calibration 

78. Zhang explains that “[s]ensors typically exhibit different 

characteristics during the useful life of the sensor” and “typically have three 

phases: (1) initialization phase, (2) stable phase, and (3) end of life phase.” Ex-
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1004, ¶0032. Zhang teaches that the readings from the sensor need to be adjusted, 

to account for the different sensor characteristics in each of these three phases. 

Zhang describes “a calibration scheme” that “can be used to properly calibrate the 

sensor regardless of the phase of the sensor life and to identify which phase the 

sensor is in.” Ex-1004, ¶0032. Zhang’s calibration scheme “adjusts the calibration 

curve throughout the life of the sensor. Having a constantly updated calibration 

curve assures that accurate sensor readings are obtained regardless of the phase of 

the sensor.” Ex-1004, ¶0040. 

79. In Zhang’s calibration method, the calibration curve undergoes “curve 

shape adjustments” so that the shape of the calibration curve appropriately reflects 

the particular phase of sensor life that applies at that point in time. Ex-1004, 

¶¶0051-0061, FIG. 4. “[A]djustments may be made to the shape of the measured 

curve, i.e., the shape of the sensor calibration curve. The adjustments to the 

calibration curve may be used to provide calculation of the sensor output.” Ex-

1004, ¶0051. Zhang uses expected curve shapes (generated from empirical data 

collected from prior use of sensors) to adjust the shape of the measured curve 
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during sensor use; Zhang refers to the expected curve shapes as “the expected 

normalized calibration curves.” Ex-1004, ¶0033; see also Ex-1004, ¶0021.2   

80. Zhang teaches how to adjust the shape of the calibration curve in 

¶¶0033-0061 and by reference to FIG. 2. FIG. 2 shows three normalized curve 

shapes, each curve shape corresponding to one of the three phases of sensor life. 

Zhang explains that each curve reflects “a sensitivity period” and characterizes the 

varying relationships between sensor current and glucose concentration over time 

periods following sensor insertion. Ex-1004, ¶¶0033-0040. The curves in FIG. 2 

show how “sensor output current with respect to glucose concentration” (and thus 

sensor sensitivity3) changes in each phase of sensor life, and each curve in FIG. 2 

shows sensor sensitivities for a particular phase of sensor life. FIG. 2 is reproduced 

below: 

 
2 Zhang also describes shifting sensor data based on blood glucose concentration 

measured by a blood glucose meter. Ex-1004, ¶0044 (“According to embodiments 

of the present invention, the nominal glucose current (Ig0) may be adjusted by 

calculating a shift of each measured data point with respect to the blood glucose 

meter readings.”).  

3 See ¶¶38-42 above. 
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81. Zhang explains that “[t]he curve shapes 20, 30, and 40 are the 

calibration curve shapes of each phase of the sensor life,” and that “[a]rrow 5a, 5b 

represent a typical life cycle of the calibration curves as the sensor changes from 

one phase to another phase.” Ex-1004, ¶0033. During sensor wear, reference blood 

glucose values are obtained,4 and, in combination with prior knowledge of the 

phases and associated normalized calibration curves, the system is recalibrated.  

 
4 Recalibration involves using “independent glucose readings, such as readings 

from a blood glucose meter taken simultaneously during the life of the sensor.” Ex-

1004, ¶0041. 
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Ex-1004, ¶0040. Updating the calibration curve by this method contributes to more 

accurate sensor readings. Specifically, as a sensor progresses through the three 

phases, its output with respect to glucose concentration (and thus its sensitivity) 

first will be described by the shape of curve 20, then by the shape of curve 30 

(arrow 5a showing the shift from curve 20 to curve 30), and then by the shape of 

curve 40 (arrow 5b showing the shift from curve 30 to curve 40). Zhang thus 

teaches a profile, based on the shift between three curve shapes over time, that is 

used to update the calibration curve. The updated calibration curve is then used to 

generate sensor readings, i.e., calibrate sensor data. Ex-1004, ¶¶0041-62; see also 

Ex-1004, ¶0033 (“…sensor recalibrations will be performed not only based on 

independent characteristic values (e.g., blood meter values) but with use of the 

expected normalized calibration curves….”). Zhang refers to a “curve shape 

adjustment” in FIGS. 4 and 5c.  

82. The normalized curve shapes depicted in FIG. 2 are “the calibration 

curve shapes of each phase of the sensor life as determined based on empirical data 

collected from the use of sensors.” Ex-1004, ¶0033. In other words, the shape of 

each curve in FIG. 2 was determined based on a priori information. See also Ex-

1004, ¶¶0015-0017; Ex-1004, ¶0016 (“Generating a calibration curve may include 

compiling a priori empirical values of sensors similar to the sensor being 

calibrated.”). 
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83. Zhang recognizes that a calibration scheme that adjusts the calibration 

curve during sensor wear would be useful for “most sensors”: “Although the 

normalized calibration curves in FIG. 2 were originally derived based on glucose 

sensors, further research has proved that most sensors behave similarly and these 

calibration curves can be used with other type of sensors.” Ex-1004, ¶0033.   

B. Shin (Ex-1008) 

84. U.S. Patent Application Publication No. 2005/0004439, entitled Real 

Time Self-Adjusting Calibration Algorithm, was published on January 6, 2005, 

and is referred to herein as “Shin.” During prosecution of the ’031 patent, the 

applicant listed Shin in an IDS. Ex-1003 at 520. The Examiner did not cite Shin 

in any rejection of claims. Ex-1003 at 640. 

1. Transcutaneous glucose monitoring device 

85. Shin describes “calibration methods for a glucose monitor that is 

coupled to a sensor set to provide continuous data recording of readings of glucose 

levels from a sensor for a period of time.” Ex-1008, ¶0054. Shin’s system includes 

multiple components: “the glucose monitor 100, which attaches to the glucose 

sensor set 10; and the data processor 200.” Ex-1008, ¶0059. 

86. FIG. 1 and FIG. 2 from Shin are reproduced below. FIG. 1 shows the 

“sensor set 10,” and FIG. 2 shows the “sensor set 10” and the “data processor 

200”: 
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87. As shown in FIG. 2 above, the electrochemical sensor 12 “extends 

from the glucose sensor set 10 into the user’s body with electrodes 20 of the 

glucose sensor 12 terminating in the user’s subcutaneous tissue.” Ex-1008, ¶0057. 

88. Shin incorporates by reference several documents, including 

Application No. 29/101,218, entitled “Glucose Sensor” (Ex-1009). 
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2. Calibration 

89. Shin teaches “[a] method of calibrating glucose monitor data 

includ[ing] collecting the glucose monitor data over a period of time at 

predetermined intervals [and] … calculation of the calibration characteristics.” Ex-

1008, Abstract, ¶¶0005-0028, ¶¶0054-0182 (generally teaching analyte sensors and 

methods for calibrating the sensors).  

90. Shin teaches that a “calibration factor called a sensitivity ratio (SR) … 

is calculated for a particular glucose sensor 12. The SR [the sensitivity ratio or 

blood glucose level/Valid ISIG value] is a calibration factor used to convert the 

Valid ISIG value [electrical current signal] (Nano-Amps) into a blood glucose 

level (mg/dl or mmol/l).” Ex-1008, ¶ 0082. Shin utilizes a “single-point calibration 

equation” to calculate a single-point sensitivity ratio (“SPSR”). Ex-1008, ¶¶ 0088-

0089. Shin also teaches using a modified SPSR (“MSPSR”) as a calibration factor; 

the MSPSR accounts for a sensor “hav[ing] a less linear performance at very high 

blood glucose levels.” Ex-1008, ¶0093. 5 

 
5 Shin teaches that the relationship between sensor output and glucose 

concentration is a linear relationship. Ex-1008, ¶¶0087-0102. In Shin, the SPSR (or 

MSPSR, as the case may be) is the inverse of the slope m and thus is the inverse of 

sensor sensitivity. 
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91. Shin teaches comparing the MSPSR to valid sensitivity ranges. 

Specifically, Shin teaches that, during calibration, “the MSPSR is compared to a 

valid sensitivity range to determine if the newly calculated MSPSR is reasonable.” 

Ex-1008, ¶0103. Shin describes a particular embodiment using “a valid MSPSR 

range of 1.5 to 15” that “has been determined based upon valid glucose sensor 

sensitivity measurements made in-vitro.” Shin also teaches that “[o]ther valid 

sensitivity ranges may be applied depending on the types of sensors to be 

calibrated, the range of acceptable sensitivity levels for the various sensor types, 

the manufacturing consistency expected for the sensors, environmental conditions, 

how long the sensor has been in use, or the like.” Ex-1008, ¶0103. 

92. Shin thus teaches checking for changes in sensor sensitivity using a 

priori information. In particular, Shin teaches comparing the calibration factor (the 

MSPSR) to pre-determined “valid sensitivity ranges” that can be based on “how 

long the sensor has been in use.” Ex-1008, ¶0103.  

X. THE CLAIMS IN VIEW OF THE PRIOR ART 

A. Zhang Anticipates and/or Renders Obvious Claims 1, 2, 4, 6-15, 
and 20-22 of the ’031 Patent 

93. Claims 1, 2, 4, 6-15, and 20-22 of the ’031 patent are anticipated by 

Zhang (Ex-1004), and/or are rendered obvious by Zhang in view of the POSA’s 

knowledge. An overview of Zhang is provided above. My specific analysis of 

Zhang for every element of claims 1, 2, 4, 6-15, and 20-22 is provided below.  
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1. Independent Claim 1 

a) 1[Pre]. “A system for monitoring a glucose 
concentration, the system comprising:” 

94. To the extent the preamble is limiting, Zhang discloses it. Zhang 

describes a system comprising a sensor to monitor glucose concentration. Ex-1004, 

¶0008 (referring to “glucose electrode readings”), ¶0015 (“The sensor may be a 

glucose sensor.”), ¶0027 (“[E]mbodiments of the present invention are primarily 

described in the context of glucose sensors used in the treatment of diabetes.”). 

b) 1[a]. “a transcutaneous glucose sensor comprising: an 
ex vivo portion configured to remain outside of a body 
of a host; and an in vivo portion configured to be 
inserted into the body of the host,” 

95. Zhang discloses the element of claim 1[a], and in the alternative 

renders claim element 1[a] obvious. 

96. Zhang’s glucose sensor is a transcutaneous sensor comprising an ex-

vivo portion configured to remain outside the body, and an in-vivo portion 

configured to be inserted into the body. Zhang explains that the sensor “can be 

implanted in and/or through subcutaneous, dermal, sub-dermal, inter-peritoneal or 

peritoneal tissue,” and that “the implantable sensor may be used in … interstitial 

fluid….” Ex-1004, ¶0027. Specifically, Zhang explains that 

embodiments of the present invention are not limited to implantation 

in an artery or vein, but can be implanted in and/or through 

subcutaneous, dermal, sub-dermal, inter-peritoneal or peritoneal 
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tissue. ... The implantable sensor is primarily adapted for use with 

blood. However, still further embodiments of the implantable sensor 

may be used in other bodily fluids, such as interstitial fluid, spinal 

fluid, saliva, urine, tears, sweat, or the like. 

Ex-1004, ¶0027 (emphases added). 

97. Glucose sensors having an ex-vivo portion also would have been 

obvious in view of the POSA’s knowledge that many glucose sensors described in 

the art—including sensors used commercially—were transcutaneous sensors 

having an ex-vivo portion. Indeed, a transcutaneous sensor having an ex-vivo 

portion (as well as an in-vivo portion) was a common feature of commercial 

CGMs. The POSA would have recognized that systems with such sensors offer 

advantages over systems with fully implanted sensors; for example, systems with a 

transcutaneous sensor as claimed can be “worn continuously by changing the 

systems every 3-7 days” and “are inserted by the user at home” and thereby “allow 

a user to choose how often and at what times they want to wear the device.” 

Henning (Ex-1025) at 129. Systems with transcutaneous sensors thus provide 

flexibility, in contrast to long-term systems with sensors that are “implanted in the 

body,” which “require a long-term commitment to the use of the device” and 

where “[i]nserting the long-term device and retrieving it from the body” would 

“likely be done in a physician’s office.” Henning (Ex-1025) at 129. The POSA 

would have reasonably expected success in using a transcutaneous sensor as 
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claimed given the successful use of such sensors in the art. E.g., Shin (Ex-1008), 

¶0055, ¶0057, FIGS. 1-2; Nishida (Ex-1026) at 93 (Fig. 2), 94 (describing sensor 

insertion); Henning (Ex-1025) at 135-137 (describing Medtronic glucose sensor), 

141-143 (describing Dexcom glucose sensor).   

98. Moreover, Zhang teaches that its calibration scheme is a “generalized 

method [that] may be applied to a variety of glucose sensors ….” Ex-1004, ¶0031. 

See also Ex-1004, ¶0033 (“[F]urther research has proved that most sensors behave 

similarly and these calibration curves can be used with other type of sensors.”). 

c) 1[b]. “wherein the in vivo portion comprises: an 
electrode; and a membrane disposed over at least a 
portion of the electrode, wherein the membrane 
comprises at least one enzyme;” 

99. Zhang discloses the element of claim 1[b], and in the alternative 

renders claim element 1[b] obvious.  

100. In Zhang’s preferred embodiments, the sensor is a glucose sensor that 

comprises an electrode and relies on the glucose oxidase enzyme to detect the level 

of glucose. Ex-1004, ¶¶0028-29, FIG. 1:  
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101. As shown in FIG. 1, the enzyme glucose oxidase is contained within a 

specific region of the sensor. The POSA would have understood that, for the 

enzyme to be contained within a specific region of the sensor as shown, the 

enzyme is immobilised. The POSA further would have reasonably understood that 

the enzyme is contained in the area shown using a material that immobilises the 

enzyme while also allowing glucose and oxygen to diffuse into the area and the 

enzyme to catalyze the reaction between glucose and oxygen; the POSA would 
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have understood such material to be a “membrane.”6 Additionally, the area 

containing the enzyme is over the glucose sensing electrode. 

 
6 Claim 1[b] recites the term “membrane.” The ’031 patent does not define the 

term “membrane.” The patent, however, consistently uses the term to encompass a 

material or layer that controls the diffusion of substances (e.g., oxygen, glucose, 

hydrogen peroxide) and/or stabilises and immobilises the enzyme. E.g., Ex-1001, 

103:20-25 (The sensor may comprise “a sensor membrane configured to 

substantially block diffusion of at least one of an analyte and a co-analyte between 

the first and second working electrodes . . . .”), 121:63-122:3 (“[T]he diffusion 

barrier can be a bioprotective membrane (e.g., a membrane that substantially 

resists, attenuates or blocks the transport of a species (e.g., hydrogen peroxide), 

such as a polyurethane. As yet another example, the diffusion barrier can be a 

resistance domain, . . . namely, a semipermeable membrane that controls the flux 

of oxygen and an analyte (e.g., glucose) to the underlying enzyme domain.”), 

129:3-5 (“[T]he physical diffusion barrier” can be “formed of one or more 

membrane materials.”); see also Ex-1001, 86:49-45. Such usage of the term 

“membrane” is consistent with how the term was and is used in the art.   
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102. Zhang also incorporates by reference several documents that disclose 

glucose sensors having an electrode with a membrane disposed thereon, wherein 

the membrane comprises an enzyme. For example, Zhang in ¶0028 incorporates by 

reference Patent Nos. 4,650,547 (Ex-1005) and 4,703,756 (Ex-1006), each of 

which describes glucose sensors having an electrode with a membrane disposed 

thereon, wherein the membrane comprises an enzyme. E.g., Ex-1005, 6:3-41, FIG. 

5; Ex-1006, 3:13-15 (The “sensor contacts glucose oxidase which is impregnated 

in a membrane and disposed about the sensor.”), 4:27-36. 

103. Containing the glucose oxidase in a membrane that is disposed over at 

least a portion of the electrode also would have been obvious based on CGMs 

described in the art. CGMs commonly employed the enzyme glucose oxidase, 

which required containment or immobilisation, and a preferred technique in the art 

for containing or immobilising enzymes, and the technique used in commercial 

systems, was with the use of a membrane. For example, Koudelka-Hep explains 

that, “[i]n the vast majority of sensors,” the glucose oxidase “is immobilised by 

glutaraldehyde cross-linking” to form “gel-like membranes having good 

mechanical stability and thickness of several μm.” Koudelka-Hep (Ex-1021) at 60. 

Similarly, Henning refers to the “enzyme-containing membrane that covers the 

metal conductor” of the “working electrode of the sensor” as one of the 

components common to commercial CGMs. Henning (Ex-1025) at 132. Notably, 
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Henning describes commercial CGMs as having an “enzyme-containing 

membrane” without noting any exceptions. See section V.A (¶¶31-33), above.  

104. The commonplace use of an enzyme-containing membrane in glucose 

sensors is also discussed in patent literature. See, e.g., Say (Ex-1011) at 16:6-40 

(“The sensing layer 64 may be formed as a solid composition of the desired 

components (e.g., an electron transfer agent and/or a catalyst). These components 

are preferably non-leachable from the sensor 42 and more preferably are 

immobilized on the sensor 42. For example, the components may be immobilized 

on a working electrode 58. Alternatively, the components of the sensing layer 64 

may be immobilized within or between one or more membranes or films disposed 

over the working electrode 58 or the components may be immobilized in a 

polymeric or sol-gel matrix. ….”) (emphases added), 20:48-52 (“Preferably, the 

catalyst [such as glucose oxidase, see Say, 20:31-40] is non-leachably disposed on 

the sensor, whether the catalyst is part of a solid sensing layer in the sensor or 

solvated in a fluid within the sensing layer. More preferably, the catalyst is 

immobilized within the sensor (e.g., on the electrode and/or within or between a 

membrane or film) to prevent unwanted leaching of the catalyst away from the 

working electrode 58 and into the patient.” (emphasis added)). 

105. The POSA would have been motivated to use such technique (i.e., a 

membrane), and thereby would have been motivated to use a sensor as recited in 
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claim 1[b], and would have reasonably expected success in doing so, at least 

because using a membrane to immobilise the enzyme had been practiced 

successfully in commercial systems as well as in numerous other systems 

described in the art.  

106. In addition, it was known that the concentration of oxygen is generally 

lower than the concentration of glucose in the in-vivo environment, such that 

oxygen can be a rate-limiting substrate (in the reaction catalyzed by glucose 

oxidase discussed above in ¶30), affecting sensor measurements; the art had taught 

that membranes with differential permeabilities to oxygen and glucose are useful to 

control the diffusion rate of glucose and thereby address this issue. See, e.g., 

Alcock (Ex-1028) at 321 (“Oxygen independence is an important consideration for 

in vivo sensors. In subcutaneous tissue, the concentration of oxygen can be 

considerably lower than that of glucose, and hence oxygen can be a rate-limiting 

substrate. Membranes with differential permeabilities to oxygen and glucose have 

been incorporated in sensor design to overcome this limitation.”). While a 

membrane with differential permeability to oxygen and glucose could be a 

membrane separate from the enzyme-containing membrane, sensors containing 

such a membrane typically also had an enzyme membrane and therefore multiple 

membranes or layers. E.g., Wilson (Ex-1023) at 11-12 (e.g., Figure 1.1); Frost (Ex-

1029) at 635-636 (describing the use of membranes to control analyte mass 
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transfer, and describing a sensor design having “multiple membrane coatings and 

electrodeposition of the glucose oxidase layer”). 

107. Accordingly, Zhang discloses, or alternatively renders obvious, a 

sensor as recited in claim 1[b].     

d) 1[c]. “wherein the transcutaneous glucose sensor is 
configured to generate a signal, wherein the 
magnitude of the signal depends upon a glucose 
concentration existing at the in vivo portion of the 
transcutaneous glucose sensor inserted into the body 
of the host;” 

108. Zhang discloses the element of claim 1[c]. Zhang’s glucose sensor is 

configured to generate a signal (current), the magnitude of which depends on 

glucose concentration. 

109. Specifically, Zhang describes a sensor “designed to send a particular 

current depending on the amount of oxygen present near” an “oxygen sensing 

electrode 110” and a “glucose sensing electrode 120 placed in the proximity of 

glucose oxidase to ascertain the oxygen depletion” around the sensor, and thus the 

amount of glucose present, based on a “fairly linear relationship” between oxygen 

and current. Ex-1004, ¶0029 (“a measurement of the currents can be used to 

determine the amount of glucose present in the blood”). Zhang explains: 

Typically, the glucose sensor 20 has at least two electrodes 110, 120 

to detect the level of oxygen in the blood. Preferably, the first 

electrode is an oxygen sensing electrode 110 to detect the level of 
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oxygen in the patient fluid (e.g. blood) as a reference point for the 

second electrode. The second electrode is a glucose sensing 

electrode 120 placed in the proximity of glucose oxidase to 

ascertain the oxygen depletion during the electrochemical reaction 

between oxygen and the glucose around the area of the glucose 

sensing electrode 120. The glucose oxygen sensor 20 is designed to 

send a particular current depending on the amount of oxygen 

present near the electrodes 110, 120. Given that the amount of 

current flowing to the electrodes has a fairly linear relationship the 

amount oxygen present in the area surrounding the electrodes 110, 

120, a measurement of the currents can be used to determine the 

amount of glucose present in the blood, …. 

Ex-1004, ¶0029 (emphases added). 

110. Zhang also describes a hydrogen peroxide sensor that “measure[s] the 

amount of hydrogen peroxide produced as a result of the reaction between oxygen 

and glucose in the presence of the glucose oxidase enzyme.” Ex-1004, ¶0030. 

e) 1[d]. “electronics configured to operably connect to 
the transcutaneous glucose sensor, wherein the 
electronics comprises a memory” 

111. Claim 1[d] recites the terms “electronics” and “operably connected.”  

112. The ’031 patent states “electronics” and “sensor electronics” are 

“broad terms” and “refer without limitation to electronics operatively coupled to 

the sensor and configured to measure, process, receive, and/or transmit data 

associated with a sensor.” Ex-1001, 25:13-20; see Ex-1001, 25:13-37. 
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113. The ’031 patent states “operably connected” is also a “broad” term 

and refers “without limitation to components linked to one or more other 

components,” and includes “a mechanical connection, an electrical connection, or 

any connection that allows transmission of signals between the components,” 

including “wired and wireless connections.” Ex-1001, 28:62-29:4. 

114. Zhang discloses the element of claim 1[d]. Zhang’s system comprises 

electronics configured to operably connect to the glucose sensor, wherein the 

electronics include memory. Such electronics were a basic, essential component of 

glucose monitoring systems and thus also would have been obvious. 

115. Zhang’s system comprises “a processor connected to the sensor for 

processing” the sensed parameter. Ex-1004, ¶0013. The processor accesses a 

memory that stores “the expected normalized calibration curves” generated using 

the empirical data and that are used to process (i.e., calibrate) the sensor readings. 

Ex-1004, ¶0033 (explaining “the calibration curve shapes of each phase of the 

sensor life” shown in FIG. 2 are “based on empirical data collected from the use of 

sensors,” and that calibration is performed “with the use of the expected 

normalized calibration curves”), ¶¶0015-0016 (describing generating a calibration 

curve using a priori values), claims 34, 36; see also Ex-1004, ¶0007, ¶0013 

(describing “an array of data” and “adjusting a curve representing the sensor output 

based on data in the array”). To use pre-generated, normalized calibration curves 
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when processing sensor readings, the system must comprise a memory for storing 

such curves. 

116. Glucose monitoring systems comprising electronics with memory and 

that operably connect to the glucose sensor as recited in claim 1[d] also would 

have been obvious. Shin and Say, for example, each relate to glucose monitoring 

systems and describe this basic configuration of glucose monitoring systems.  

117. As discussed below for Shin, Shin discloses electronics that include a 

“glucose monitor” and a “data processor.” Shin describes embodiments where the 

glucose monitor stores the information for calibrating sensor data, and describes 

alternative embodiments where the data processor stores the information for 

calibrating sensor data. Ex-1008, ¶¶0058-0060. In either case, the system 

comprises electronics with memory and that operably connect to the glucose 

sensor. See ¶¶198-201, below.  

118. Say also discloses a glucose monitoring system comprising electronics 

configured to operably connect to the sensor, wherein the electronics comprises a 

memory. Say describes a glucose monitoring system with an “on-skin sensor 

control unit” that can include “a calibration data storage unit” for storing 

calibration data. Say (Ex-1011), 43:36-44, FIGS. 18A, 18B. See also Say (Ex-

1011), 44:54-45:7 (“The on-skin sensor control unit 44 may include an optional 

data storage unit 102 which may be used to hold data (e.g., measurements from the 
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sensor or processed data) from the processing circuit 109 permanently or, more 

typically, temporarily. The data storage unit 102 may hold data so that the data can 

be used by the processing circuit 109 ….”). See also Heller-2003 (Ex-1017), 7:1-

18, 50:2-11; Feldman (Ex-1012), ¶¶0063-0065. 

f) 1[e]. “wherein the memory stores information 
associated with a profile wherein the profile is based 
at least in part on a priori information related to 
expected sensitivity changes associated with a length 
of time the in vivo portion of the transcutaneous 
glucose sensor has been inserted into the body of the 
host.” 

119. Zhang discloses the element of claim 1[e].  

120. In Zhang’s system, the memory has stored therein normalized 

calibration curves for the different phases of sensor life. The different shapes of the 

normalized calibration curves and the adjustment Zhang describes for shifting 

between the different shapes of these curves (described in more detail below) are 

“a profile” (and thus Zhang’s memory stores “information associated with a 

profile”) as claimed. In addition, the shapes of the normalized curves are generated 

using “a priori information related to expected sensitivity changes associated with 

a length of time” the sensor has been inserted into a host, as recited in claim 1[e]; 

Zhang teaches that each curve shape reflects sensor sensitivity for a phase of 

sensor life, and that each curve shape was determined from empirical data 

collected from sensor use. 
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121. Specifically, Zhang depicts an embodiment of normalized calibration 

curves generated using a priori information in FIG. 2; FIG. 2 shows three curves 

“for the three phases of the sensor life” (Ex-1004, ¶0033) and is reproduced below: 

 

122. As Zhang explains in ¶¶0037-39, each of the curves in FIG. 2 has a 

different shape, the different shapes showing that each phase of sensor life is 

associated with different sensor sensitivities. In other words, each curve 

corresponds to a different phase of sensor life and reflects sensor sensitivities for a 

particular phase of sensor life.   

123. Zhang’s three curves have slopes that differ from each other and thus 

the curves exhibit different sensor sensitivities for the different phases of sensor 
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life. For the linear relationship between sensor output and glucose concentration 

shown as “line 20” for Zhang’s phase I, the relationship is expressed by the 

equation y = mx + b, where the slope m is the sensor sensitivity. For the non-linear 

relationships shown by curve 30 and curve 40 (for Zhang’s phase II and phase III, 

respectively), the slope or sensitivity of the sensor at a given concentration is the 

slope of the tangent on the curve at that concentration. See ¶¶38-41, above. By 

examining FIG. 2, it can be seen that the slope of line 20 is different from at least 

some slopes of tangents of curves 30 and 40, and that Zhang’s three curves have 

slopes that differ from each other and thus the curves exhibit different sensor 

sensitivities. 

124. Zhang then describes “a continuum of change” in sensor sensitivity; 

as time moves forward and the sensor progresses through the different phases, 

sensitivity follows the shape of the three normalized curves, and the calibration 

curve is adjusted to account for each shift in curve shape (each shift being a change 

in sensor sensitivity): 

[P]hase 1 of the sensor’s life may be viewed as a sensitivity period 

during the initial output of the sensor current with respect to glucose 

concentration. As can be seen in FIG. 2, line 20 is virtually completely 

linear during the first phase. This linearity represents the sensor output 

when it is initially placed in a patient. However, as the sensor stabilizes 

and enters phase 2, the current output of the sensor with respect to 
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glucose concentration tends to become non-linear. The curve shape 

moves from line 20 to curve 30, as shown by the arrow 5a. … The curve 

shift between line 20 and curve 30, represented by arrow 5a, 

represent[s] a continuum of change in the sensor output current with 

respect to glucose concentration[.]…Toward the end of the sensor life, 

the sensor output current tends to change less and less with respect to 

glucose concentration. Curve 30 moves toward curve 40 as represented 

by arrow 5b. 

Ex-1004, ¶¶0037-39; see also Ex-1004, ¶0040 (“the present invention adjusts the 

calibration curve throughout the life of the sensor”), ¶0051, ¶¶0061-62. Thus, 

Zhang’s profile (the three curves in FIG. 2 and the shifts described above) 

constitutes a profile of the expected sensitivity changes of the sensor over time. See 

also Zhang’s claims 34-37.  

125. Zhang’s profile thus is also “based at least in part on a priori 

information related to expected sensitivity changes” of the sensor over time, as 

recited in claim 1[e]. Zhang teaches that the normalized curves (such as the curves 

in FIG. 2) are generated using “a priori empirical values of sensors similar to the 

sensor being calibrated.”7 Ex-1004, ¶0016; Ex-1004, ¶0033 (“the calibration curve 

 
7 I have been informed that, in a co-pending district court litigation, DexCom has 

asserted, in its infringement contentions, that the challenged claims encompass 

(continued…) 
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shapes of each phase of the sensor life” in FIG. 2 were “determined based on 

empirical data collected from the use of sensors”). Thus, the curves are based on a 

priori information, such information related to expected sensitivity changes of the 

sensor over time.   

2. Claim 2: “The system of claim 1, wherein the electronics is 
configured to determine a glucose concentration value 
based at least in part on the information associated with the 
profile.”  

126. Zhang discloses the system of claim 2.  

127. Zhang’s system (the electronics therein) determines a glucose 

concentration value based at least in part on the normalized curve for each of the 

three phases—these curves and Zhang’s shifts between curves constitute the 

claimed “profile.” Thus Zhang’s system is configured to determine a glucose 

concentration value “based at least in part on the information associated with the 

profile” as recited in claim 2 (see claim 1[e]).  

 
embodiments where “a priori information” on sensitivity changes is obtained from 

prior studies involving only sensors other than the sensor in the claimed system or 

other than the sensor being calibrated. For the purpose of this declaration, I have 

applied DexCom’s interpretation of the claims. 
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128. Specifically, Zhang teaches that “sensor recalibrations will be 

performed not only based on independent characteristic values (e.g., blood meter 

values) but with use of the expected normalized calibration curves.” Ex-1004, 

¶0033. The sensor recalibrations are used in determining a glucose concentration. 

Ex-1004, ¶0029, ¶¶0033-0035, ¶¶0040-0062, ¶0061 (“[T]he sensor output can be 

calculated using the new calibration curve derived from the recalibration procedure 

of FIG. 4.”). 

3. Claims 4 and 6: “The system of claim 2, wherein the 
electronics is configured to use a conversion function to 
determine the glucose concentration value.” / “The system 
of claim 2, wherein the electronics is configured to use a 
calibration factor to determine the glucose concentration 
value.” 

129. Claim 4 recites the term “conversion function” and claim 6 recites the 

term “calibration factor.” The ’031 patent defines the term “calibration factor” at 

109:18-29 and describes the term “conversion function” at 139:27-40. The patent 

uses these terms interchangeably. E.g., Ex-1001, 209:41-57 (repeatedly reciting 

“conversion function (calibration factor)”). I have treated the terms “conversion 

function” and “calibration factor” interchangeably for the purpose of this 

declaration; any difference in scope between these terms does not affect my 

analysis below.  

130. Zhang discloses the system of claims 4 and 6. 
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131. Zhang’s system (the electronics therein) uses a conversion function, or 

calibration factor, to convert the sensor data to a glucose concentration value. For 

example, Zhang explains that “R is a conversion factor that is based on blood 

meter values to calibrate the sensor….” Ex-1004, ¶0035; see also Ex-1004, 

¶¶0042-0062 (describing calculations and adjustments of R). 

4. Claim 7: “The system of claim 2, further comprising a 
temperature sensor for providing a temperature 
measurement, wherein the glucose concentration value is 
derived at least in part from the temperature measurement 
from the temperature sensor.” 

132. Zhang discloses the system of claim 7. Zhang discloses a temperature 

sensor, wherein the glucose concentration value is derived at least in part from a 

temperature measurement from the temperature sensor. Claim 7 also would have 

been obvious. 

133. Zhang in ¶0029 incorporates by reference the ’338 application (Ex-

1007, “Morgan”), which also relates to glucose sensors and which discloses a 

“temperature sensor . . . providing an output current that is [a] function of 

temperature.” Morgan (Ex-1007), ¶0050; Morgan, ¶0016, FIG. 5 (showing the 

temperature sensor). Claim 18 of Morgan also describes an embodiment wherein 

the circuitry comprises “a temperature sensor for reading a temperature of an 

environment.” As explained in Morgan, “the temperature sensor 90 may be 
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included in the electronic circuit to provide proper calibration of the electronic 

circuit.” Morgan (Ex-1007), ¶0050. Morgan further explains: 

Because some physiological parameter sensing applications are 

temperature dependent, such as, for example, a glucose oxygen 

reaction, precise calibration of the electronic circuitry depends on 

the temperature of the environment in which the electronic circuit is 

located, such as, for example, the human body. Therefore, the 

temperature sensor 90 may be included in the electronic circuit to 

provide proper calibration of the electronic circuit.  

Morgan (Ex-1007), ¶0050. Morgan therefore discloses glucose monitoring systems 

comprising a temperature sensor, wherein the system calibrates sensor data (and 

therefore derives the glucose concentration value at least in part from) a 

temperature measurement from the temperature sensor. Zhang, by incorporating 

Morgan by reference, therefore discloses a system as recited in claim 7. 

134. Claim 7 also would have been obvious in view of the POSA’s 

knowledge that temperature can have a significant effect on glucose sensor 

measurements, and in light of teachings in the art that temperature sensors help 

improve the accuracy of glucose monitoring systems and have been successfully 

incorporated into glucose monitoring systems. E.g., Morgan (Ex-1007), ¶0050 

(quoted above). “All electrochemical sensor[s] have some temperature dependence 

due to both the thermodynamics of the electrode processes and because diffusion 
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rates are temperature dependent.” Henning (Ex-1025) at 146. See also Iyengar (Ex-

1016), ¶0002 (“Examples of properties of the sample that affect the transport of the 

analyte include viscosity, temperature, density, and ionic strength.”), ¶0059 

(Examples of “environmental factors” that “affect the measured electrochemical 

signal” include “electrode area, extent of electrode fouling, dielectric of the 

sample, temperature, and ionic concentration of the sample.”), ¶¶0115-0126. 

135. Say, for example, describes an analyte monitoring system that 

includes a “temperature probe circuit” and that, when in operation, may “modify 

the signals from the sensor circuit 97 using calibration data and/or output from the 

temperature probe circuit 99.” Say (Ex-1011), 39:47-40:16. Say explains that “raw 

measurements or converted signals may then be processed by an analyzer 152 (see 

FIG. 22) in the receiver/display units 46, 48 to determine the level of an analyte 

optionally using temperature and calibration corrections. In another embodiment, 

the processing circuit 109 calculates … the analyte level in the interstitial fluid 

and/or in the blood (based on the interstitial fluid level) and transmits that 

information to the one or more receiver/display units 46, 48, optionally with any of 

the raw data and/or calibration or temperature information.” Say (Ex-1011), 

41:36–44 (emphases added). See also Say (Ex-1011), 2:33-42, 23:27-25:17, FIG. 

18A. 
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136. Heller-2003, like Say, discloses a system with a subcutaneously 

implantable sensor that further includes a “temperature probe.” Heller-2003 

explains how output from the “temperature probe circuit” can be used by the 

system to process sensor signals. E.g., Heller-2003 (Ex-1017), 41:66-43:41, 44:5-

11, 44:64-45:11.   

137. Feldman similarly discloses a glucose monitoring system that includes 

a “temperature probe” and teaches accounting for temperature during calibration of 

glucose sensor data. E.g., Feldman (Ex-1012), ¶0052 (explaining the sensor “may 

further comprise a temperature probe”), FIG. 2C, ¶0084. Feldman teaches that, 

during “the conversion phase of the calibration process,” “the sensitivity may be 

modified based on the value of another measurement, such as temperature.” 

Feldman (Ex-1012), ¶0078. Feldman also teaches a calibration method in which a 

“first calibration point” is evaluated in one or more of several processes, which can 

include evaluation of “a temperature measurement, such as a measurement of skin 

temperature,” to determine whether the temperature measurement “is within a 

predetermined range 212, such as a predetermined range of from about 28 ºC to 

about 37 ºC, for example.” Feldman (Ex-1012), ¶0082. Feldman further describes a 

study of “a continuous glucose sensor” in which “[e]ach subject was also fitted 

with a small (about 1 cm2), insulated, transdermal skin-temperature sensor, in the 

immediate vicinity of the continuous glucose sensor 300.” Feldman (Ex-1012), 
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¶0105, see also Feldman, ¶¶0088-0142. “The calibration process also involved a 

correction for changes in skin temperature underneath the insulated skin 

temperature probe. An adjustment of 7% per ºC, relative to the skin temperature at 

the time of the operative calibration point, was performed.” Feldman (Ex-1012), 

¶0118. 

138. Breton also demonstrates that persons skilled in the art appreciated the 

importance of accounting for temperature when determining glucose levels using 

transcutaneous electrochemical glucose sensors. Breton concerns a “method, 

system and computer program product for real time detection of analyte sensor 

sensitivity decline” in “analyte monitoring systems” such as systems for measuring 

glucose levels. Breton (Ex-1014), ¶0019. The sensor may be a transcutaneous 

sensor, where “at least a portion of the analyte sensor 101 [is] posited 

transcutaneously under the skin layer of the user.” Breton (Ex-1014), ¶0025. 

Breton’s monitoring system may include a component for measuring temperature 

(e.g., Breton (Ex-1014), ¶0033, ¶0042), and Breton teaches that temperature 

readings can be used during sensor signal processing. See Breton (Ex-1014), FIG. 

2 and FIG. 3 (showing a “Temperature Measurement Section” and “Temperature 

Monitor Section,” respectively). Breton explains that “the temperature detection 

section 203 of the transmitter unit 102 is configured to monitor the temperature of 

the skin near the sensor insertion site. The temperature reading is used to adjust the 
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analyte readings obtained from the analog interface 201.” Breton (Ex-1014), 

¶0040; see also Breton (Ex-1014), ¶0043 (“The temperature detection section 304 

is configured to provide temperature information of the primary receiver unit 104 

to the receiver processor 307 ….”). 

139. Each of the above patent documents—Say, Heller-2003, Feldman, and 

Breton—shows that persons skilled in the art considered temperature to be a 

relevant parameter that should be measured and accounted for when determining 

glucose levels using a transcutaneous electrochemical sensor, as claimed in the 

’031 patent. The art also provided methods for using temperature measurements, 

and taught how temperature measurements can be used in the processing of sensor 

output, to determine a glucose concentration value. 

140. The successful incorporation of a temperature sensor in glucose 

monitoring systems is also evidenced by commercial CGMs, such as The FreeStyle 

Navigator®, which was approved by the FDA in 2008 and which is discussed in 

Henning (Ex-1025) at 143-147. As described in Henning, the system’s “transmitter 

measures the skin temperature, which is used in the calculations of interstitial 

glucose.” Henning (Ex-1025) at 146.    
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5. Claim 8: “The system of claim 2, wherein the profile 
accounts for a break-in of the transcutaneous glucose sensor 
after the in vivo portion of the transcutaneous glucose 
sensor has been inserted into the body of the host.” 

141. Claim 8 recites the term “a break-in.” The ’031 patent defines “break-

in” broadly to include “electrochemical break-in,” “membrane break-in,” and 

“sensor break-in.” Further, “sensor break-in” encompasses both “electrochemical 

break-in” and “membrane break-in.” Ex-1001, 24:50-56, 28:25-30, 29:58-30:6. 

The patent explains that “sensor break-in” “refers without limitation to the time 

(after implantation) during which the sensor’s signal is becoming substantially 

representative of” glucose concentration, and that, “[i]n some embodiments, sensor 

break-in occurs prior to obtaining a meaningful calibration of the sensor output.” 

Ex-1001, 29:60-30:4.  

142. Zhang discloses the system of claim 8.  

143. Zhang’s profile accounts for “a break-in” of the glucose sensor. The 

“first phase” (also called “initialization phase”) in Zhang corresponds to “a break-

in,”  and as discussed above for claim 1, Zhang’s profile includes this first phase of 

sensor life. Specifically, Zhang explains that the first phase, phase 1, is the sensor 

sensitivity period corresponding to when the sensor “is initially placed in a patient” 

(Ex-1004, ¶0037) and “becomes used to its environment” (Ex-1004, ¶0032)—i.e., 

when the sensor is breaking in. 
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6. Claim 9: “The system of claim 1, wherein the electronics 
comprises sensor electronics.” 

144. Claim 9 recites that the “electronics comprises sensor electronics.” As 

noted above, the ’031 patent states that “electronics” and “sensor electronics” are 

“broad terms” and “refer without limitation to electronics operatively coupled to 

the sensor and configured to measure, process, receive, and/or transmit data 

associated with a sensor.” Ex-1001, 25:13-20; see also Ex-1001, 25:13-37. 

145. Zhang discloses the system of claim 9, and in the alternative such a 

system would have been obvious. 

146. The electronics in Zhang’s system (which include “a memory” as 

discussed above for claim 1[d]8) include sensor electronics. Zhang’s system 

includes an electrochemical sensor comprising two electrodes and “is designed to 

send a particular current depending on the amount of oxygen present near the 

 
8 While Zhang does not specify whether the “memory” is in the “sensor 

electronics” or in the “receiver electronics” (see claims 9 and 10 of the ’031 

patent), the claims of the ’031 patent allow for either configuration, and both 

configurations were well known in the art, as shown in Shin and Say, for example. 

See ¶158, ¶¶199-200, ¶206, ¶222, and ¶224 (all discussing Shin); ¶151, ¶159, ¶207 

(all discussing Say).  
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electrodes 110, 120,” and further is designed to measure current: “a measurement 

of the currents can be used to determine the amount of glucose present in the 

blood.” Ex-1004, ¶0029; see also Ex-1004, ¶0027 (“Such sensors typically 

communicate a signal from the implantable sensor to either an internal or external 

monitor.”). To operate in this way—for example, to send and measure current and 

communicate signals—Zhang’s system uses electronics comprising sensor 

electronics. In other words, in describing a system that sends and measures current 

and communicates signals from the sensor to a monitor, Zhang describes a system 

with electronics comprising sensor electronics as recited in claim 9 of the ’031 

patent.  

147. Zhang also discloses “a processor connected to the sensor for 

processing” the sensed parameter. Ex-1004, ¶0013. Zhang’s system must comprise 

sensor electronics for information to be sent from the sensor to the processor. 

148. Zhang in ¶0029 also incorporates by reference Morgan’s disclosure. 

Morgan “relates to the field of sensor electronics” (Morgan (Ex-1007), ¶0003) and 

discusses sensor electronics throughout. E.g., Morgan (Ex-1007), FIG. 1, ¶¶0009-

0010.  

149. Alternatively, electronics comprising sensor electronics as recited in 

claim 9 would have been obvious in view of the POSA’s knowledge of glucose 

monitoring systems and their components, as evidenced by various prior art. 
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150. Shin, for example, describes glucose monitoring systems with 

electronics comprising sensor electronics. See section X.B.6 (¶¶220-221), below. 

See also generally Mastrototaro, which describes embodiments of systems and 

methods similar to Shin, and like Shin discloses a “glucose monitor” comprising 

sensor electronics. 

151. Say similarly describes analyte monitoring systems with electronics 

comprising sensor electronics. E.g., Say (Ex-1011) at 29:55-65 (explaining that the 

“on-skin sensor control unit 44” includes “a housing” that “typically contains most 

or all of the electronic components, described below, of the on-skin sensor control 

unit 44”), 34:28-30 (“The sensor 42 and the electronic components within the on-

skin sensor control unit 44 are coupled via conductive contacts 80, as shown in 

FIGS. 14-16. The one or more working electrodes 58, counter electrode 60 (or 

counter/reference electrode), optional reference electrode 62, and optional 

temperature probe 66 are attached to individual conductive contacts 80.”), 34:53-

35:5 (“Non-limiting examples of suitable conductive contacts 80 are illustrated in 

FIGS. 19A-19D. In one embodiment, the conductive contacts 80 are pins 84 or the 

like, as illustrated in FIG. 19A, which are brought into contact with the contact 

pads 49 on the sensor 42 when the components of the on-skin sensor control unit 

44, for example, the base 74 and cover 76, are fitted together. . . . Each pin has a 

distal end that extends from the on-skin sensor control unit 44 for contacting the 
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contact pads 49 on the sensor 42. Each pin 84 also has a proximal end that is 

coupled to a wire or other conductive strip that is, in turn, coupled to the rest of the 

electronic components (e.g., the voltage source 95 and measurement circuit 96 of 

FIGS. 18A and 18B) within the on-skin sensor control unit 44. Alternatively, the 

pins 84 may be coupled directly to the rest of the electronics.”), 36:4-9 

(enumerating several of the “electronic components built into the sensor 

structure”). Say describes the “On-Skin Control Unit Electronics” at 36:40-47:47 

and explains that the “on-skin sensor control unit 44 also typically includes at least 

a portion of the electronic components that operate the sensor 42 and the analyte 

monitoring device system 40.” Say (Ex-1011) at 36:41-43. 

152. See also Henning at 131-132, which explains that “[a]ll the on-market 

CGM devices have similar components,” and that such components include a 

sensor having “a glucose-oxidase-based working electrode located under the skin 

and electrical contacts located above the skin. Electrical contact is made from the 

sensor to an electrical measuring apparatus, the potentiostat. ... The electrical 
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measuring apparatus is reusable and may be integrated into the sensor patch or 

separately attached to the skin and connected to the sensor patch using wires.”9  

7. Claim 10: “The system of claim 1, wherein the electronics 
comprises receiver electronics.” 

153. Zhang discloses the system of claim 10, and in the alternative such a 

system would have been obvious. 

154. Zhang’s electronics comprises receiver electronics. Zhang’s system is 

configured to calibrate sensor data (see claim 1[e] and claim 2); the system’s 

electronics must comprise receiver electronics for receiving the sensor data for 

calibration. Indeed, Zhang discloses “a processor connected to the sensor for 

processing” the sensed parameter. Ex-1004, ¶0013. Zhang’s system must comprise 

receiver electronics for information from the sensor to be received by the 

processor. 

 
9 In its definition of “electronics” and “sensor electronics,” the ’031 patent states 

that “[i]n some embodiments, the electronics include at least a potentiostat that 

provides a bias to the electrodes and measures a current to provide the raw data 

signal.... In some embodiments, the sensor electronics include a transmitter that 

transmits the signals from the potentiostat to a receiver....” Ex-1001, 25:13-38.  
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155. Zhang also describes a particular embodiment of receiver electronics 

as part of a monitor. Zhang teaches that “sensors typically communicate a signal 

from the implantable sensor to either an internal or external monitor” (Ex-1004, 

¶0027) and thus teaches a monitor as being part of the system’s “electronics” as 

recited in claim 1 of the ’031 patent, such monitor having “receiver electronics” for 

receiving sensor signals as recited in claim 9. 

156. Zhang also incorporates by reference Morgan, which discloses a 

monitoring system comprising electronics, such electronics comprising receiver 

electronics. E.g., Morgan (Ex-1007), ¶0027, ¶0036, ¶¶0038-0039, ¶0043, ¶0050, 

FIGS. 1, 5. Morgan discloses “an electronic circuit for sensing an output of a 

sensor,” wherein the circuit comprises sensor electrodes that interface with a data 

converter, which receives sensor data, to convert sensor data “into a form suitable 

for use by the remainder of the electronic circuit.” Morgan (Ex-1007), ¶0027, 

¶0034. At least the data converter comprises “receiver electronics.” 

157. A system with “receiver electronics” as recited in claim 10 

alternatively would have been obvious in view of the POSA’s knowledge that 

glucose monitoring systems generally include receiver electronics that perform 

functions such as processing data received from the sensor, as evidenced by 

various prior art.  
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158. Shin, for example, describes a glucose monitoring system that 

includes a glucose monitor and a processor, where in certain embodiments “[t]he 

glucose monitor 100 generally includes the capability to record and store data as it 

is received from the glucose sensor 12, and includes either a data port (not shown) 

or wireless transmitter and/or receiver (also not shown) for transferring data to 

and/or from a data processor 200....” Shin (Ex-1008), ¶0058; see also Shin (Ex-

1008), ¶0015 (“the processor is in a separate device that receives glucose monitor 

data from the glucose monitor”), ¶0061 (“In alternative embodiments, the glucose 

monitor includes at least portions of the software described as contained with the 

data processor 200 above. The glucose monitor might contain the necessary 

software to calibration glucose sensor signals ….”). See also Mastrototaro (Ex-

1010), 3:46-65 (“...The glucose sensor is electronically coupled to the glucose 

monitor to supply the glucose monitor data.... In particular embodiments, the 

glucose monitor includes the processor, or alternatively, the processor is in a 

separate device that receives glucose monitor data from the glucose monitor.”). 

159. Say also describes a glucose monitoring system with electronics 

comprising receiver electronics. Say’s system includes a display unit that has “a 

receiver for receiving data transmitted by the transmitter of the sensor control 

unit.” Say (Ex-1011), Abstract; see also Say, 2:45-51 (“The analyte monitoring 

system also includes a display unit that has a receiver for receiving data from the 
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sensor control unit and a display coupled to the receiver for displaying an 

indication of the level of an analyte.”), 40:23-27, 41:10-53 (describing signals sent 

by the transmitter to the “receiver/display units”), FIGS. 22-24. Say also describes 

embodiments where receiver electronics may be contained in the on-skin control 

unit. Specifically, Say describes an embodiment where the on-skin control unit 

“includes optional components such as a receiver 99 to receive, for example, 

calibration data; a calibration storage unit 100 to hold, for example, factory-set 

calibration data, calibration data obtained via the receiver 99 and/or operational 

signals received, for example, from a receiver/display unit 46, 48 or other external 

device....” Say (Ex-1011), 37:26-33; see also Say, 2:26-32 (explaining the “sensor 

control unit” may include “a variety of optional components,” including “a 

receiver”).  

160. See also Henning at 131-132, which explains that “[a]ll the on-market 

CGM devices have similar components,” and that such components include a 

device that communicates with and receives data from an electrical measuring 

apparatus and that therefore contains receiver electronics. Specifically, the author 

explains: “Electrical contact is made from the sensor to an electrical measuring 

apparatus, the potentiostat.... The electrical measuring apparatus communicates 

with a device that displays the glucose results using telemetry.... The display 
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device will have a large memory typically capable of recording glucose results of 

months.” Henning (Ex-1025) at 132. 

8. Claim 11: “The system of claim 1, wherein the electronics 
comprises sensor electronics and receiver electronics.” 

161. Zhang discloses the system of claim 11, and in the alternative renders 

such a system obvious. As discussed above for claims 9 and 10, Zhang discloses a 

system wherein the electronics comprises both sensor electronics and receiver 

electronics. See ¶¶144-148 and ¶¶153-156 above.  

162. Alternatively, claim 11 would have been obvious, for the same 

reasons discussed above for claims 9 and 10. Namely, glucose monitoring systems 

known in the art—such as those systems described in Shin, Mastrototaro, and Say, 

and on-market CGMs—included both sensor electronics and receiver electronics. 

Sensor electronics for performing functions such as measuring current and sending 

signals from the sensor, and receiver electronics for receiving signals from the 

sensor, were basic components of glucose monitoring systems. See ¶¶149-152 and 

¶¶157-160 above. 

9. Claim 12: “The system of claim 1, wherein the expected 
sensitivity changes are associated at least in part with a 
change in one or more physical properties of an 
environment surrounding the in vivo portion of the 
transcutaneous glucose sensor within the body of the host.” 

163. Claim 12 requires that the “expected sensitivity changes” recited in 

claim 1 “are associated at least in part with a change in one or more physical 
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properties of an environment surrounding the in vivo portion” of the sensor. The 

’031 patent includes “blockage of sensor surface area due to cells and/or blood 

clotting at the membrane, biofouling, blood flow/sheer rate, blood pH, [and] 

temperature” among the physical properties of the sensor or the surrounding fluid 

that can produce fluctuations in sensitivity and/or baseline. Ex-1001, 143:12-23. In 

addition, claim 31 of the ’031 patent lists “trauma, wound healing, blockage of a 

surface of the transcutaneous glucose sensor, inflammation, blood clotting, or 

biofouling” as physical properties of the environment surrounding the in-vivo 

portion of the sensor. 

164. Zhang discloses the system of claim 12, and in the alternative renders 

claim 12 obvious. In Zhang, the expected sensitivity changes, exhibited by the 

shifts between the three normalized curves in FIG. 2 and corresponding to the three 

phases of sensor life, are associated at least in part with a change in a physical 

property of the environment surrounding the in-vivo portion of the glucose sensor. 

165. Zhang teaches that the curve shape representing each phase and 

shown in FIG. 2 was determined “based on empirical data collected from the use of 

sensors.” Ex-1004, ¶0033.  

166. At the same time, the POSA understood that the in-vivo environment 

surrounding the sensor is not constant and unchanging. For example, it was known 

that the host’s body reacts to sensor insertion; such host reactions include 

Abbott Ex. 1002 - 86/138



Declaration of Dr. Anthony Edward Cass in Support of Petition for Inter Partes 
Review of U.S. Patent No. 11,020,031 

79 
 

inflammatory reactions (which in turn increase temperature) and the migration of 

cells towards the sensor. For example, in Godek (Ex-1024), the author explains 

that invasive placement of a biomedical device “produces tissue trauma, resulting 

in the formation of a wound site.” Godek (Ex-1024) at 30.  

Since device implantation (or any invasive procedure) produces 

wounding, inflammation is a natural and known host response to a 

biomaterial. These events initiate immediately upon device contact 

with host physiology: with the adsorption of host proteins, surface 

activation of blood-derived elements including coagulation proteins, 

complement, and platelets, and progression to the eventual 

recruitment of inflammatory cells, unresolved wound healing and 

granulation tissue, and eventual fibrosis. The foreign body reaction 

(FBR)—the ubiquitous host inflammatory response to implanted 

biomaterials—is the consequence of these numerous physiological 

responses, including aberrant wound healing and inflammation 

reactions in the presence of an implanted device (e.g., sensors)….  

Godek (Ex-1024) at 30. As described in Godek, the inflammatory reaction is a 

“ubiquitous” or inevitable response to sensor insertion, and it “initiate[s] 

immediately.” “Notably, no materials or device designs reported to date 

completely attenuate the FBR, indicating a basal, generic level of host reactivity 

that may be impossible to eliminate.” Godek (Ex-1024) at 42. See also Wisniewski 

(Ex-1030) at 611 (Fig. 1), 617 (“For many implantable biosensors, the loss of 

function is also a consequence of inflammation and fibrosis with loss of 
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vasculature resulting from the tissue trauma and long term foreign body response 

caused by the sensor implantation and by reactions within the tissue.”). 

167. It was also known that such host reactions and changes in the 

environment surrounding the sensor affect sensor sensitivity. For example, as 

explained in Wilson (Ex-1023), “subcutaneously implanted glucose sensors” 

experience “loss of sensitivity resulting from uptake of species on or into the 

sensor” following insertion, during the “run-in” period. Wilson (Ex-1023) at 21. 

Sensor performance is also affected by “the perturbation of oxygen and glucose 

levels in the tissue surrounding the sensor resulting from tissue injury and the 

subsequent acute inflammatory response.” Wilson (Ex-1023) at 22. With longer 

periods of implantation, “the capsule formation caused by the foreign body 

reaction may limit the access of glucose and oxygen to the sensor.” Wilson (Ex-

1023) at 22; see also Godek (Ex-1024) at 42 (“The FBR fibrous capsule provides 

an adherent, avascular, impermeable barrier often responsible for biomedical 

device failure or malfunction.” (citations omitted)). See also ¶¶43-47 above. 

Indeed, Zhang repeatedly refers to the sensor’s environment in the discussion of 

the three phases and thereby recognizes that the sensor’s environment affects 

sensor sensitivity. Ex-1004, ¶0032, ¶¶0037-0038. 

168. As Zhang teaches that sensor sensitivity changes through the three 

phases (initialization phase, stable phase, and end-of-life phase, with the curve 

Abbott Ex. 1002 - 88/138



Declaration of Dr. Anthony Edward Cass in Support of Petition for Inter Partes 
Review of U.S. Patent No. 11,020,031 

81 
 

shape and thus sensor sensitivities of each phase determined empirically, from the 

testing of sensors), and as the POSA knew that the environment around the sensor 

is also changing during these phases (with such changes affecting sensitivity and 

contributing to the empirically observed changes in the curve shape), the POSA 

would have understood that at least part of the sensitivity changes in Zhang’s three 

phases are associated with a change in a physical property of the environment. 

169. Claim 12 also would have been obvious in view of Zhang and the 

POSA’s knowledge. The POSA understood that environmental changes at the site 

of sensor implantation affect sensor sensitivity, as discussed above. The POSA also 

understood that empirical observations of changes in sensor output with respect to 

glucose concentration (and therefore sensitivity changes) over time necessarily 

account for sensitivity changes resulting from such environmental changes. The 

POSA thus would have found it obvious that Zhang’s curve shapes depicting 

expected sensitivity changes over time, which Zhang expressly teaches were 

determined empirically, are associated at least in part with a change in a physical 

property of an environment surrounding the in-vivo portion of the sensor. 

10. Claim 13: “The system of claim 1 wherein the profile has a 
first slope associated with a first time and a second slope 
associated with a second time, wherein the first time is 
different from the second time, wherein the first slope is 
different from the second slope.” 

170. Zhang discloses the system of claim 13.  
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171. As explained above with respect to claim 1[e], each of Zhang’s three 

normalized curves has a slope or slopes that differ from the slope(s) of the other 

curves, and each curve is associated with a different time period (phase I, phase II, 

and phase III, respectively) of sensor life. Ex-1004, ¶0033, ¶¶0037-39. See ¶¶121-

124 above. 

11. Independent claim 14 

a) 14[Pre]. “A method of monitoring a glucose 
concentration, the method comprising:” 

172. To the extent the preamble is limiting, it is disclosed in Zhang. Zhang 

describes a method of monitoring glucose concentration. Ex-1004, ¶0007 

(describing a “method for calibrating a sensor”), ¶0008 (referring to “glucose 

electrode readings”), ¶0014 (“The sensor may be a glucose sensor.”), ¶0027 

(“Embodiments of the present invention are directed to calibration techniques for 

use with implantable sensors that measure a characteristic of a patient’s body. In 

preferred embodiments, the characteristic is the glucose level ....”). 

b) 14[a]. “beginning a sensor session associated with use 
of a transcutaneous glucose sensor, wherein the 
transcutaneous glucose sensor comprises: an ex vivo 
portion configured to remain outside of a body of a 
host; and an in vivo portion configured to be inserted 
within the body of the host,” 

173. Zhang discloses beginning a sensor session as recited in claim 14[a]. 

Zhang describes methods for calibrating glucose sensor data, where the sensor 
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readings are adjusted as described above for claim 1[d] and claim 1[e]. By teaching 

obtaining and then processing sensor output, Zhang teaches beginning a sensor 

session. See also Ex-1004, ¶0013 (referring to “an output of the sensor”), ¶¶0041-

0062 (describing adjustments to sensor readings). 

174. See claim 1[a], section X.A.1.b) (¶¶96-98), for elements of claim 

14[a] describing the sensor itself. 

c) 14[b]. “wherein the in vivo portion comprises: an 
electrode; and a membrane disposed over at least a 
portion of the electrode, wherein the membrane 
comprises at least one enzyme;” 

175. Zhang discloses the element of claim 14[b], and in the alternative 

renders claim element 14[b] obvious. See claim 1[b], section X.A.1.c) (¶¶99-107). 

d) 14[c]. “generating sensor data at least in part from a 
signal received from the in vivo portion of the 
transcutaneous glucose sensor;” 

176. Zhang discloses the element of claim 14[c]. 

177. Zhang’s method involves generating sensor data from a signal 

received from the sensor. The electrodes of the sensor, which are implanted in the 

user, generate current, and this current is measured; the measured current during 

the sensor session generates sensor data. Ex-1004, ¶0029 (“a measurement of the 

currents can be used to determine the amount of glucose present in the blood”), 

¶¶0042-0062 (referring to “glucose electrode readings” and “nominal glucose 

current”). See also claim 1[c], section X.A.1.d) (¶¶108-110). 
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e) 14[d]. “and calibrating the sensor data based at least 
in part on a priori information, wherein the a priori 
information comprises a profile associated with a drift 
in a sensitivity of the in vivo portion of the 
transcutaneous glucose sensor over time.” 

178. Zhang discloses the element of claim 14[d]. Zhang’s method involves 

calibrating the sensor data. E.g., Ex-1004, ¶0027, ¶0040. The calibration involves 

using “a priori information” that comprises “a profile associated with a drift in a 

sensitivity” of the sensor “over time,” as recited in claim 14[d].     

179. As discussed above for claim 1[e], Zhang’s calibration method adjusts 

the calibration curve over time, to account for sensor sensitivity changes over time. 

Each adjustment involves a shift, from a normalized calibration curve with one 

shape to a different normalized calibration curve having a different shape: Zhang 

teaches three phases of sensor life corresponding to expected changes in sensitivity 

over time, where the first phase (the first time period, also called the initialization 

phase) is associated with one curve shape (and sensitivity), the second phase (the 

second time period, also called the stable phase) is associated with a second curve 

shape (and sensitivities), and the third phase (the third time period, also called the 

end-of-life phase) is associated with a third curve shape (and sensitivities). Ex-

1004, ¶¶0032-0039 (describing “curve shapes 20, 30, and 40” and how, as time 

progresses, the “curve shape moves from line 20 to curve 30, as shown by arrow 

5a” in FIG. 2, and then “[c]urve 30 moves toward curve 40 as represented by arrow 
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5b”). Each shift between curve shapes represents a change in sensitivity over time, 

(Ex-1004, ¶0038), and the curve shapes and the shifts between them are “a profile 

associated with a drift in a sensitivity” of the sensor “over time” as recited in claim 

14[d].10 

180. In addition, Zhang’s normalized calibration curve shapes—i.e., the 

shapes of curves 20, 30, and 40 in FIG. 2—are generated based on empirical data 

collected from use of sensors. Ex-1004, ¶0033, ¶0016; see claim 1[e]. These curves 

are thus a priori information. 

181. Zhang further teaches applying the normalized calibration curves and 

curve adjustments to calibrate sensor data and thus discloses calibrating sensor data 

based at least in part on a priori information, wherein the a priori information 

comprises a profile as claimed. Zhang’s calibration method involves “adjust[ing] 

the calibration curve throughout the life of the sensor,” to ensure “accurate sensor 

readings are obtained regardless of the phase of the sensor.” Ex-1004, ¶0040; see 

also Ex-1004, ¶0061 (“[T]he sensor output can be calculated using the new 

 
10 See Ex-1001, 216:47-52: “For example, during the first hour of sensor use, the 

expected profile may be a line having a slope and/or curvature within a first range; 

while during the second hour of use the expected profile may be a line having a 

slope and/or curvature within a second range.” 
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calibration curve derived from the recalibration procedure of FIG. 4.”); section 

X.A.2 (¶¶127-128) (discussing claim 2). 

12. Claim 15: “The method of claim 14, wherein the a priori 
information is based at least in part on expected sensitivity 
changes associated with a length of time the transcutaneous 
glucose sensor has been inserted within the body of the 
host.” 

182. Zhang discloses the method of claim 15. See claim 14[d], section 

X.A.11.e) (¶¶178-181). The shifts between the normalized calibration curve 

shapes, for three phases of sensor life, reflect the expected sensitivity changes 

associated with the length of time the sensor has been inserted in the host’s body. 

13. Claim 20: “The method of claim 14, wherein the drift in the 
sensitivity is associated at least in part with a change in one 
or more physical properties of an environment surrounding 
the in vivo portion of the transcutaneous glucose sensor 
within the body of the host.” 

183. Zhang discloses the method of claim 20, and in the alternative renders 

obvious the method of claim 20. See claim 12, section X.A.12 (¶¶163-169). 

14. Claim 21: “The method of claim 14 the profile accounts for 
break-in of the transcutaneous glucose sensor.” 

184. Zhang discloses the method of claim 21. See claim 8, section X.A.8 

(¶¶141-143). 
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15. Claim 22: “The method of claim 14 wherein the profile has 
a first slope associated with a first time and a second slope 
associated with a second time, wherein the first time is 
different from the second time, wherein the first slope is 
different from the second slope.” 

185. Zhang discloses the method of claim 22. See claim 13, section X.A.10 

(¶¶170-171). 

B. Shin Anticipates and/or Renders Obvious Claims 1, 2, 4, 6-15, and 
20-22 of the ’031 Patent 

186. Claims 1, 2, 4, 6-15, and 20-22 of the ’031 patent are anticipated by 

Shin (Ex-1008), and/or are rendered obvious by Shin in view of the POSA’s 

knowledge. An overview of Shin is provided above. My specific analysis of 

Shin for every element of claims 1, 2, 4, 6-15, and 20-22 is provided below.  

1. Independent claim 1 

a) 1[Pre]. “ A system for monitoring a glucose 
concentration, the system comprising:” 

187. To the extent the preamble is limiting, it is disclosed in Shin. Shin 

describes a glucose monitor system comprising a sensor to detect glucose 

concentration. Ex-1008, ¶0002, ¶¶0031-32, ¶0054, FIGS. 1-2. 

b) 1[a]. “a transcutaneous glucose sensor comprising: an 
ex vivo portion configured to remain outside of a body 
of a host; and an in vivo portion configured to be 
inserted into the body of the host,” 

188. Shin discloses the element of claim 1[a].  
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189. Shin describes a transcutaneous glucose sensor, referred to as 

“glucose sensor 12.” The glucose sensor 12 “extends from the glucose sensor set 

10 into the user’s body with electrodes 20 of the glucose sensor 12 terminating in 

the user’s subcutaneous tissue.” Ex-1008, ¶0057. FIG. 2 illustrates both the in-vivo 

and ex-vivo portions of the sensor. The in-vivo portion of the sensor extends into 

in-vivo “region 6” shown in FIG. 2, which is reproduced below with annotations in 

blue (for the sensor) and red (for the in-vivo region): 

 

190. As shown in the annotated figure above, a portion of the glucose 

sensor 12 is inserted through the skin, and another portion of the glucose sensor 12 

remains with the sensor set 10 and thus outside of the user’s body. Thus the 

glucose sensor 12 comprises “an ex vivo portion configured to remain outside of a 

body of a host; and an in vivo portion configured to be inserted into the body of the 

host,” as recited in claim 1[a]. 
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c) 1[b]. “wherein the in vivo portion comprises: an 
electrode; and a membrane disposed over at least a 
portion of the electrode, wherein the membrane 
comprises at least one enzyme;” 

191. Shin discloses the element of claim 1[b]. Alternatively, a glucose 

sensor comprising a membrane as described in claim 1[b] would have been 

obvious. 

192. The in-vivo portion of Shin’s sensor comprises an electrode. As 

discussed above with reference to Shin’s FIG. 2, the “electrodes 20 of the glucose 

sensor 12 terminat[e] in the user’s subcutaneous tissue.” Ex-1008, ¶0057. 

193. Shin’s glucose sensor also comprises “an enzyme coating.” Ex-1008, 

¶¶0064-65. The POSA would have understood that such coating serves to 

immobilise the enzyme (such that the enzyme cannot diffuse away, resulting in 

enzyme loss), while allowing glucose and oxygen to diffuse into the coating such 

that glucose can undergo the reaction catalyzed by the enzyme—in other words, 

the POSA would have understood such “enzyme coating” to be a membrane 

comprising the enzyme. See note 6 above, regarding the ’031 patent’s discussions 

of “membrane.” 

194. Shin also incorporates by reference a disclosure of a membrane 

comprising an enzyme that is disposed over an in-vivo portion of the electrode. For 

example, Shin in ¶0057 incorporates by reference Application No. 29/101,218, 

entitled “Glucose Sensor,” which describes a glucose sensor comprising electrodes, 
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where “the tips of one or more of the electrodes are covered with an enzyme.” Ex-

1009 at 2. The application continues to explain that “the glucose sensor may be 

covered with one or more membranes. Alternative variations may use different 

combinations or types of metals, enzymes, substrates and/or more or less 

membranes.” Ex-1009 at 2, FIG 1. 

195. Using a membrane as recited in claim 1[b] for Shin’s sensor also have 

been obvious, at least based on the knowledge in the art that using a membrane 

was the preferred technique for immobilising glucose oxidase in CGMs, including 

commercial CGMs. See discussions above in sections V.A (¶¶31-33) and X.A.1.c) 

(¶¶103-106). Indeed, as of the 2008 priority date, commercial CGMs were 

described, without exception, as having a sensor with “an enzyme-containing 

membrane.” See ¶32 above (discussing Henning (Ex-1025) at 133). 

d) 1[c]. “wherein the transcutaneous glucose sensor is 
configured to generate a signal, wherein the 
magnitude of the signal depends upon a glucose 
concentration existing at the in vivo portion of the 
transcutaneous glucose sensor inserted into the body 
of the host;” 

196. Shin discloses the element of claim 1[c].  

197. Shin’s system operates as described in claim 1[c]. In Shin, “the 

glucose monitor 100 measures a continuous electrical current signal (ISIG) 

generated by the glucose sensor 12 relative to a concentration of glucose present in 

the subcutaneous tissue of the user’s body.” Ex-1008, ¶0069. 
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e) 1[d]. “electronics configured to operably connect to 
the transcutaneous glucose sensor, wherein the 
electronics comprises a memory,” 

198. Shin discloses the element of claim 1[d]. Shin’s system comprises 

electronics that operably connect to the sensor, wherein the electronics comprises a 

memory.  

199. In Shin, the “electronics” includes the “glucose monitor,” which is 

operably connected to the sensor and which comprises a memory. Shin explains 

that the “apparatus for calibrating glucose monitor data includes a glucose monitor, 

glucose sensor, a blood glucose meter and a processor. The glucose monitor 

includes a glucose monitor memory for storing glucose monitor data. The glucose 

sensor is electronically coupled to the glucose monitor to supply the glucose 

monitor data.” Ex-1008, ¶0015; see also Ex-1008, ¶0058 (“The glucose monitor 

100 generally includes the capability to record and store data as it is received from 

the glucose sensor 12 ….”), ¶¶0059-60. Shin further teaches embodiments where 

the glucose monitor stores “the necessary software to calibrate glucose sensor 

signals.” Ex-1008, ¶0061. Thus Shin’s sensor is operably connected to the glucose 

monitor, and the glucose monitor comprises a memory.11 

 
11 As discussed above, the ’031 patent defines the term “operably connected” 

broadly to “refer without limitation to one or more components linked to one or 

(continued…) 
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200. Shin’s electronics also include Shin’s “data processor,” which, in 

certain embodiments, includes the software for calibrating sensor data and thus 

includes a memory. Ex-1008, ¶¶0059-0060. Whether the “memory” storing the 

“information” as recited in claim 1[e] is in Shin’s glucose monitor or is in Shin’s 

data processor, Shin’s “electronics” (which includes both the glucose monitor and 

data processor) meets the limitations of claim 1 (as well as of claims 9, 10, and 11 

of the ’031 patent). 

201. Shin’s system thus comprises “electronics configured to operably 

connect to the transcutaneous glucose sensor, wherein the electronics comprises a 

memory,” as recited in claim 1[d]. See also discussions of Shin below, in ¶222 and 

¶224. 

 
more other components,” and explains that the term can refer to “any connection 

that allows transmission of signals between the components.” Ex-1001, 28:62-

29:4.  
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f) 1[e]. “wherein the memory stores information 
associated with a profile wherein the profile is based 
at least in part on a priori information related to 
expected sensitivity changes associated with a length 
of time the in vivo portion of the transcutaneous 
glucose sensor has been inserted into the body of the 
host.” 

202. Shin discloses the element of claim 1[e]. In Shin, the memory stores 

information associated with a profile that is based at least in part on a priori 

information related to expected sensor sensitivity changes over time. Ex-1008, 

¶¶0087-0104. Thus Shin’s system contains memory as described in claim 1[e]. 

Glucose monitoring systems with electronics having memory that stores calibration 

information also would have been obvious. 

203. Shin teaches that the modified single-point sensitivity ratio 

(MSPSR12) is compared to “a valid sensitivity range” to determine if it is 

reasonable. Ex-1008, ¶0103. Shin provides a particular valid MSPSR range of 1.5 

to 15 that “has been determined based upon valid glucose sensor sensitivity 

measurements made in-vitro.” Ex-1008, ¶0103. Shin further explains that “[o]ther 

valid sensitivity ranges may be applied depending on … how long the sensor has 

been in use.” Ex-1008, ¶0103. 

 
12 See Ex-1008, ¶¶0087-0102. 
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204. Shin’s valid sensitivity ranges that depend on how long the sensor has 

been in use constitute “information associated with a profile wherein the profile is 

based at least in part on a priori information related to expected sensitivity changes 

associated with a length of time” the sensor has been inserted into the host, as 

recited in claim 1[e]. In Shin, different valid sensitivity ranges can be used, each 

range associated with a length of time of sensor use; thus the ranges relate to 

expected sensitivity changes over time, during sensor use. The different valid 

sensitivity ranges that depend on the length of time of sensor use constitute “a 

profile.” Compare Ex-1008, ¶0103 to Ex-1001, 213:5-43 (e.g., 213:13-25 

(referring to an increase in sensitivity over time, such increase occurring “within an 

expected range”), 213:33-36 (“[T]he a priori sensitivity information includes 

and/or provides an expected profile (e.g., an expected pattern and/or amount of 

sensitivity change/drift over time)…. In some embodiments, the a priori sensitivity 

information defines a range (e.g., within boundaries and/or guard bands) of 

acceptable change (increase and/or decrease) in sensitivity.”)), 213:50-53 (“In one 

embodiment, the cone of possible sensitivity values is defined in terms of a range 

of allowable (or feasible) sensitivity change for a time point during a sensor 

session.”), 216:44-61. 
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205. Shin also teaches that the valid sensitivity ranges are predetermined. 

Ex-1008, ¶0103. Thus Shin’s profile (the valid sensitivity ranges based on duration 

of sensor use) is based on “a priori information.” 

206. In addition, Shin’s profile (Shin’s valid sensitivity ranges) is stored in 

memory. Shin’s valid sensitivity ranges must be stored in memory, because each 

calculated MSPSR is compared to a valid sensitivity range that has been 

predetermined and that therefore must be stored in the system. Indeed, Shin 

teaches that the example valid sensitivity range of 1.5 to 15 was determined in-

vitro and thus prior to sensor insertion (Ex-1008, ¶0103), and so that range must be 

stored in system memory for the system to compare the MSPSR to it.  

207. A system with electronics comprising memory storing information to 

be used in calibration also would have been obvious, at least because such 

electronics were a basic and essential component of CGMs. Say, for example, 

teaches systems with electronics that include memory (with calibration 

information). Say describes a glucose monitoring system with an “on-skin sensor 

control unit” that can include “a calibration data storage unit” for storing 

calibration data. Say (Ex-1011), 43:36-44, FIGS. 18A, 18B. See also Say (Ex-

1011), 44:54-45:7 (“The on-skin sensor control unit 44 may include an optional 

data storage unit 102 which may be used to hold data (e.g., measurements from the 

sensor or processed data) from the processing circuit 109 permanently or, more 
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typically, temporarily. The data storage unit 102 may hold data so that the data can 

be used by the processing circuit 109 ….”).  

2. Claim 2: “The system of claim 1, wherein the electronics is 
configured to determine a glucose concentration value 
based at least in part on the information associated with the 
profile.” 

208. Shin discloses the system of claim 2. Shin’s system comprises 

electronics configured to calculate a glucose concentration value based at least in 

part on the valid sensitivity ranges discussed above. 

209. Shin explains that the glucose monitor (or the data processor, see 

¶200, above) can contain the software to calibrate sensor signals and display a 

glucose concentration value. Ex-1008, ¶¶0060-61. Thus, Shin’s “electronics” 

(which includes the glucose monitor and the data processor) is configured to 

determine a glucose concentration value. Specifically, Shin explains: 

The glucose monitor 100 takes raw glucose sensor data from the 

glucose sensor 12 and assesses it during real-time and/or stores it for 

later processing or downloading to the data processor 200, which in 

turn analyzes, displays, and logs the received data…. In alternative 

embodiments, the glucose monitor includes at least portions of the 

software described as contained within the data processor 200 

above. The glucose monitor might contain the necessary software to 

calibrate glucose sensor signals, display a real-time blood glucose 

value, show blood glucose trends, activate alarms and the like. 

Ex-1008, ¶¶0060-61. 
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210. In addition, the electronics determine the glucose concentration value 

based at least in part on Shin’s valid sensitivity ranges—i.e., on Shin’s profile (and 

thus “based at least in part on information associated with the profile” as claimed). 

When processing sensor data and determining a glucose concentration value, 

Shin’s system compares the MSPSR (Shin’s calibration factor, which is calculated 

daily in preferred embodiments13) to a valid sensitivity range, where the range that 

is used in the comparison can depend on how long the sensor has been in use (the 

different valid sensitivity ranges constitute a profile, as discussed above). “[T]he 

MSPSR is compared to a valid sensitivity range to determine if the newly 

calculated MSPSR is reasonable.” Ex-1008, ¶0103. If the MSPSR on a particular 

day is outside of the valid sensitivity range for that day, then a calibration error 

alarm can notify the user of a potential problem. In this way—by comparing each 

MSPSR to a valid sensitivity range that depends on how long the sensor has been 

in use, to determine whether or not to accept that MSPSR and subsequently 

calibrate sensor data and display a calibrated glucose value—Shin’s system 

determines a glucose concentration value based at least in part on the information 

associated with the profile. 

 
13 Ex-1008, ¶0085, ¶0082 (explaining that a calibration factor is used to convert 

signal in nano-amps into “a blood glucose level (mg/dl or mmol/l)”). 
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3. Claims 4 and 6: “The system of claim 2, wherein the 
electronics is configured to use a conversion function to 
determine the glucose concentration value.” / “The system 
of claim 2, wherein the electronics is configured to use a 
calibration factor to determine the glucose concentration 
value.” 

211. Shin discloses the system of claims 4 and 6. Shin’s glucose monitor is 

configured to use a calibration factor to calibrate sensor data and convert the sensor 

data to a glucose concentration. See discussion of claim 2 above, in section X.B.2 

(¶¶208-210). Shin’s system thus operates as described in claims 4 and 6. 

4. Claim 7: “The system of claim 2, further comprising a 
temperature sensor for providing a temperature 
measurement, wherein the glucose concentration value is 
derived at least in part from the temperature measurement 
from the temperature sensor.” 

212. Shin discloses the system of claim 7, and in the alternative renders 

claim 7 obvious. 

213. Shin teaches accounting for temperature in the calibration equation. 

Ex-1008, ¶0117 (explaining parameters such as temperature may be measured and 

“used to calibrate the glucose sensor”). To practice embodiments accounting for 

temperature during calibration, Shin’s system must comprise a temperature sensor 

for providing a temperature measurement. 

214. A glucose monitoring system, such as Shin’s system, comprising a 

temperature sensor and configured to determine a glucose concentration value at 

least in part from a temperature measurement from the temperature sensor also 
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would have been obvious. Such system would have been obvious in view of Shin’s 

explicit teaching of accounting for temperature in the calibration equation (Ex-

1008, ¶0117) and the POSA’s knowledge that temperature may have a significant 

effect on glucose sensor measurements, and in light of teachings in the art that 

temperature sensors increase the accuracy of glucose monitoring systems and have 

been successfully incorporated into glucose monitoring systems. See section X.A.7 

(¶¶134-140), above. 

5. Claim 8: “The system of claim 1, wherein the profile 
accounts for a break-in of the transcutaneous glucose sensor 
after the in vivo portion of the transcutaneous glucose 
sensor has been inserted into the body of the host.” 

215. Shin discloses the system of claim 8. Shin’s profile—the valid 

sensitivity ranges—accounts for a break-in of the sensor as recited in claim 8 at 

least because Shin teaches using such ranges during time periods when break-in is 

occurring; thus the ranges, which reflect expected sensitivity changes over time, 

necessarily account for, or reasonably would have been understood as accounting 

for, sensitivity changes resulting from break-in. The system of claim 8 alternatively 

would have been obvious. 

216. In certain of Shin’s embodiments, calibration begins after the glucose 

sensor is “initialized”/“stabilized.” Ex-1008, ¶0066 (“After installation into the 

body, the glucose sensor 12 is initialized to achieve a steady state of operation 

before starting a calibration process.”), ¶0068 (“After stabilization/initialization is 
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complete the glucose monitor 100 is calibrated to accurately interpret readings 

from the newly installed glucose sensor 12.”). Initialization is stated to take “an 

hour or less.” Ex-1008, ¶0067, ¶0068 (“[p]referably, stabilization is complete after 

60 minutes”). Shin also describes embodiments that “omit the 

initialization/stabilization process” (Ex-1008, ¶0067) and where calibration begins 

following sensor insertion. 

217. Thus Shin’s system is configured to calibrate sensor data, using the 

profile discussed for claim 1[e] and claim 2, as soon as initialization is complete 

(Ex-1008, ¶0069) or following sensor insertion and without an initialization period. 

In both embodiments, Shin’s profile (the valid sensitivity ranges, which Shin 

teaches are predetermined based on how long the sensor has been use) accounts for 

“break-in” as recited in claim 8.14 

218. In Shin’s embodiments where there is an initialization period before 

sensor data are calibrated, calibration begins when there is still “break-in” as 

recited claim 8; there is still “break-in” after the initialization period because 

“break-in” as recited in claim 8 includes more than just electrochemical break-in 

 
14 I have been informed that a single embodiment meeting each and every claim 

element is sufficient to anticipate a patent claim, and thus either of Shin’s 

embodiments alone is sufficient to anticipate claim 8. 
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and can be on-going during and after a first calibration.15 Thus, Shin’s profile (the 

valid sensitivity ranges), which is used for calibration after Shin’s initialization but 

still when “break-in” as recited in claim 8 is occurring, necessarily accounts for, or 

reasonably would have been understood as accounting for, the sensitivity changes 

that are expected during such “break-in.” 

219. In Shin’s embodiments where there is no initialization period and 

calibration begins following sensor insertion, Shin’s valid sensitivity ranges would 

account for sensitivity changes that are expected from the time of sensor insertion. 

In such embodiments, Shin’s profile necessarily accounts for, or reasonably would 

have been understood as accounting for, the sensitivity changes occurring during 

the break-in that was known to occur following sensor insertion. See, e.g., Wilson 

 
15 As discussed above, the ’031 patent defines “break-in” broadly to include 

“electrochemical break-in,” “membrane break-in,” and “sensor break-in.” “Sensor 

break-in” encompasses both “electrochemical break-in” and “membrane break-in.” 

Ex-1001, 24:50-56, 28:25-30, 29:58-30:6. The patent explains that “sensor break-

in” “refers without limitation to the time (after implantation) during which the 

sensor’s signal is becoming substantially representative of” glucose concentration, 

and that, “[i]n some embodiments, sensor break-in occurs prior to obtaining a 

meaningful calibration of the sensor output.” Ex-1001, 29:60-30:4. 
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(Ex-1023) at 21-22 (describing the “run-in” period of subcutaneously implanted 

glucose sensors). 

220. A system as recited in claim 8 alternatively would have been obvious 

in view of the POSA’s knowledge that glucose sensors undergo break-in and the 

general desire to improve calibration methods. E.g., Wilson (Ex-1023) at 21-22 

(describing the “run-in” period of subcutaneously implanted glucose sensors); 

Lesperance (Ex-1018) at 183 (describing a conversion algorithm “that permits 

utilization of the CGMs monitor for glucose monitoring” during the first 12-24 

hours after sensor insertion, when sensor sensitivity is particularly variable).16 The 

 
16 In Lesperance, the authors sought to develop a conversion algorithm to make use 

of CGM data during the first 12-24 hours following sensor insertion, when “the 

sensor demonstrates glucose and time dependencies that preclude direct application 

of the company-provided conversion algorithm.” Lesperance (Ex-1018) at 183. 

“That the CGMS sensors may demonstrate a drift in sensitivity over time and may 

have variable sensitivity as a function of glycemic levels does not necessarily 

preclude its use in research. In fact, the high initial sensitivity of the sensors led us 

to suggest that the CGMS may be useful for short-term monitoring, such as 

required in oral glucose tolerance testing (OGTT). Here, we report on the results of 

(continued…) 
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POSA using valid sensitivity ranges that are based on expected sensitivity changes 

over time, as expressly taught in Shin, would have used valid sensitivity ranges 

that account for break-in, for time periods starting from sensor insertion and for 

time periods after the first hour of sensor wear (after Shin’s initialization period, 

when break-in is still occurring), to improve sensor calibration. 

6. Claim 9: “The system of claim 1, wherein the electronics 
comprises sensor electronics.” 

221. Shin discloses the system of claim 9. Shin’s electronics comprises 

sensor electronics. 

222. Shin teaches that the electronics operably connected to the sensor and 

comprising the memory (see claim 1[d] and claim 1[e] of the ’031 patent) includes 

the “glucose monitor 100” (such electronics also includes the “processor 200”). 

Ex-1008, ¶¶0055-61, FIGS. 1-2. E.g., Ex-1008, ¶¶0059-0061: 

Preferably, the glucose monitor system 1 minimizes inconvenience 

by separating complicated monitoring process electronics into two 

separate devices; the glucose monitor 100, which attaches to the 

 
a study designed to establish a sensor current-to-glucose conversion algorithm for 

the CGMS that may permit its use in the initial hours following sensor insertion 

and where wide swings in glucose levels were expected, such as with OGTT.” 

Lesperance (Ex-1018) at 184.  
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glucose sensor set 10; and the data processor 200, which contains 

the software and programming instructions to download and 

evaluate data recorded by the glucose monitor 100. … In alternative 

embodiments, the glucose monitor includes at least portions of the 

software described as contained within the data processor 200 

above. The glucose monitor might contain the necessary software to 

calibrate glucose sensor signals . . . . 

Ex-1008, ¶¶0059-0061; see also Ex-1008, ¶0081 (referring to “calibration 

techniques” used by either the glucose monitors 100” or “post processors 200”), 

¶0117 (referring to “the calibration equation used by the glucose monitor 100 or 

post processor 200”). At least the glucose monitor comprises sensor electronics. 

Ex-1008, ¶0015 (“The glucose sensor is electronically coupled to the glucose 

monitor to supply the glucose monitor data.”), ¶0058 (“The glucose monitor 100 

generally includes the capability to record and store data as it is received from the 

glucose sensor 12….”), ¶0066, ¶¶0068-0069.   

7. Claim 10: “The system of claim 1, wherein the electronics 
comprises receiver electronics.” 

223. Shin discloses the system of claim 10. Shin’s electronics also 

comprises receiver electronics. 

224. As discussed above, Shin’s electronics comprises both a glucose 

monitor and a data processor; such electronics comprises “receiver electronics.” 

E.g., Ex-1008, ¶0058 (“The glucose monitor 100 generally includes the capability 
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to record and store data as it is received from the glucose sensor 12, and includes 

either a data port (not shown) or wireless transmitter and/or receiver (also not 

shown) for transferring data to and/or from a data processor 200 such as a 

computer, communication station, a dedicated processor designed specifically to 

work with the glucose monitor, or the like.”), ¶0060, ¶0062; see also Ex-1008, 

¶0015 (“In particular embodiments, the glucose monitor includes the processor, or 

alternatively, the processor is in a separate device that receives glucose monitor 

data from the glucose monitor.”). 

8. Claim 11: “The system of claim 1, wherein the electronics 
comprises sensor electronics and receiver electronics.” 

225. Shin discloses the system of claim 11. As discussed above for claims 

9 and 10, the electronics in Shin’s system comprises sensor electronics and 

receiver electronics. Shin’s electronics comprises a glucose monitor and a data 

processor, and as discussed above, these components comprise sensor electronics 

and receiver electronics. See sections X.B.6 and X.B.7 (¶¶221-224), above.   

9. Claim 12: “The system of claim 1, wherein the expected 
sensitivity changes are associated at least in part with a 
change in one or more physical properties of an 
environment surrounding the in vivo portion of the 
transcutaneous glucose sensor within the body of the host.” 

226. Shin discloses the system of claim 12. Claim 12 alternatively would 

have been obvious based on Shin and the POSA’s knowledge. 
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227. In Shin, the expected sensitivity changes reflected in Shin’s valid 

sensitivity ranges are associated at least in part with a change in a physical 

property of the sensor’s in-vivo environment. As discussed above, the valid 

sensitivity ranges are based on how long the sensor has been in use and are pre-

determined. Shin also recognizes that physical properties of the environment affect 

sensor sensitivity. Ex-1008, ¶0117 (teaching that parameters such as “temperature, 

pH, salinity, and the like” can be accounted for in the calibration equation), ¶0121 

(teaching that the calibration equation can include variables to account for 

“calibration effecting parameters, such as environment”). It was also well known 

that the in-vivo environment surrounding the sensor changes over time, and that 

such environmental changes affect sensor sensitivity over time. See ¶¶44-47, 

¶¶166-167, above. Thus Shin’s valid sensitivity ranges that are based on the length 

of time the sensor has been in use necessarily account for, or would have been 

understood as accounting for, sensitivity changes associated at least in part with a 

change in the environment over time. 

228. Alternatively, the POSA would have found it obvious that Shin’s 

valid sensitivity ranges that depend on the length of time of sensor use account for 

the known environmental changes. As discussed previously, the POSA understood 

that the in-vivo environment surrounding the sensor changes over time, and that 
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such environmental changes affect sensor sensitivity over time. See ¶¶44-47, 

¶¶166-167, above.  

10. Claim 13: “The system of claim 1 wherein the profile has a 
first slope associated with a first time and a second slope 
associated with a second time, wherein the first time is 
different from the second time, wherein the first slope is 
different from the second slope.” 

229. Shin discloses the system of claim 13, and in the alternative renders 

claim 13 obvious.  

230. Shin’s valid sensitivity ranges differ based on the length of time the 

sensor has been in use (inserted into the host), and as discussed above, constitute 

“a profile” as claimed in the ’031 patent. See ¶204, above. 

231. In addition, each sensitivity range comprises a range of sensitivities 

(i.e., a range of slopes17). For sensitivity ranges that differ over time as taught in 

 
17 Shin teaches that the calibration factor is calculated using linear regression. Ex-

1008, ¶¶0087-0088 (discussing linear regression to calculate the SPSR), ¶¶0093-

0102 (similar method used for the MSPSR). When solving for the calibration 

factor using linear regression as in Shin, the sensitivity corresponds to the slope of 

the line. E.g., Koudelka-Hep (Ex-1021) at 63 (explaining the in-vivo sensitivity is 

determined from the slope). Thus, a range of sensitivities corresponds to a range of 

slopes. 
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Shin (Ex-1008, ¶0103), the sensitivities (slopes) within one range, for one time 

period, will comprise sensitivities that differ from the sensitivities (slopes) in one 

or more subsequent ranges (for subsequent time periods). Accordingly, the valid 

sensitivity ranges that differ over time (the profile) comprise a first sensitivity 

(slope) associated with a first time, and a second sensitivity (slope) associated with 

a second time, where the slopes and times differ from each other. 

232. It alternatively would have been obvious for Shin’s valid sensitivity 

ranges that are based on the length of time of sensor use to include ranges with 

different slopes, for different time periods, in view of the well-documented 

observation that sensor sensitivity changes over time. E.g., Frost (Ex-1029) at 633-

634, 637-638; Wisniewski (Ex-1030) at 611-612; Wilson (Ex-1023) at 21-22. 

11. Independent claim 14 

a) 14[Pre]. “A method of monitoring a glucose 
concentration, the method comprising:” 

233. To the extent the preamble is limiting, it is disclosed in Shin. Shin 

describes a method for monitoring glucose concentration in a host. E.g., Ex-1008, 

¶0054 (“In preferred embodiments of the present invention, the sensor and monitor 

are a glucose sensor and a glucose monitor for determining glucose levels in the 

blood and/or bodily fluids of a user.”). 
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b) 14[a]. “beginning a sensor session associated with use 
of a transcutaneous glucose sensor, wherein the 
transcutaneous glucose sensor comprises: an ex vivo 
portion configured to remain outside of a body of a 
host; and an in vivo portion configured to be inserted 
within the body of the host,” 

234. Shin discloses the element of claim 14[a].  

235. Shin’s glucose monitoring method involves beginning a sensor 

session. E.g., Ex-1008, ¶0006 (“[A] method of calibrating glucose monitor data 

includes obtaining glucose monitor data at predetermined intervals over a period of 

time.”).  

236. In addition, Shin’s glucose sensor has an ex-vivo portion and an in-

vivo portion as recited in claim 14[a]. See claim 1[a] (¶¶188-190), discussing the 

in-vivo and ex-vivo portions of Shin’s sensor. 

c) 14[b]. “wherein the in vivo portion comprises: an 
electrode; and a membrane disposed over at least a 
portion of the electrode, wherein the membrane 
comprises at least one enzyme;” 

237. Shin discloses the element of claim 14[b], and in the alternative Shin 

renders claim element 14[b] obvious. See discussion of claim 1[b], in section 

X.B.1.c) (¶¶191-195). 
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d) 14[c]. “generating sensor data at least in part from a 
signal received from the in vivo portion of the 
transcutaneous glucose sensor;” 

238. Shin discloses the element of claim 14[c].  See discussion of claim 

1[c], in section X.B.1.d) (¶¶196-197). 

e) 14[d]. “and calibrating the sensor data based at least 
in part on a priori information, wherein the a priori 
information comprises a profile associated with a drift 
in a sensitivity of the in vivo portion of the 
transcutaneous glucose sensor over time.” 

239. Shin discloses the element of claim 14[d]. Shin teaches calibrating 

sensor data using the predetermined valid sensitivity ranges that are based on how 

long the sensor has been in use, and thus teaches calibrating sensor data “based at 

least in part on a priori information,” wherein the a priori information is (and thus 

“comprises”) “a profile associated with a drift in a sensitivity of the in vivo 

portion” of the sensor “over time,” as recited in claim 14[d]. 

240. Shin teaches that each calculated MSPSR (which is a calibration 

factor, Ex-1008, ¶0093) is compared to a pre-determined valid sensitivity range, 

and that the valid sensitivity ranges used over time can be ranges that depend on 

how long the sensor has been in use. Ex-1008, ¶0103. Such valid sensitivity ranges 

are a profile associated with a drift in sensor sensitivity over time. As a result of 

this comparison, the system either accepts or rejects the MSPSR, and if the 

MSPSR is accepted, the system calibrates sensor data. Ex-1008, ¶0103; see claim 2 
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above. In this way, Shin discloses calibrating sensor data based at least in part on 

predetermined valid sensitivity ranges that depend on how long the sensor has been 

in use. 

241. Because Shin’s valid sensitivity ranges are predetermined, they are “a 

priori information” as recited in claim 14[d]. In addition, and as discussed above, 

the valid sensitivity ranges are a “profile” related to expected sensitivity changes 

associated with how long the sensor has been inserted into the host—i.e., the 

ranges are a “profile associated with a drift in a sensitivity of the in vivo portion of 

the transcutaneous glucose sensor over time,” as recited in claim 14[d]. See also 

claim 1[e], section X.B.1.f) (¶¶202-207). 

12. Claim 15: “The method of claim 14, wherein the a priori 
information is based at least in part on expected sensitivity 
changes associated with a length of time the transcutaneous 
glucose sensor has been inserted within the body of the 
host.” 

242. Shin discloses the method of claim 15. As discussed above, Shin’s 

valid sensitivity ranges are a priori information. They are also based at least in part 

on expected sensitivity changes associated with how long the sensor has been in 

use, in the host. See claim 14[d], section X.B.11.e) (¶¶239-241), above. 
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13. Claim 20: “The method of claim 14, wherein the drift in the 
sensitivity is associated at least in part with a change in one 
or more physical properties of an environment surrounding 
the in vivo portion of the transcutaneous glucose sensor 
within the body of the host.” 

243. Shin discloses the method of claim 20, and in the alternative renders 

claim 20 obvious. See claim 12, section X.B.9 (¶¶226-228), above. 

14. Claim 21: “The method of claim 14 wherein the profile 
accounts for break-in of the transcutaneous glucose sensor.” 

244. Shin discloses the method of claim 21, and in the alternative renders 

claim 21 obvious. See claim 8, section X.B.5 (¶¶215-220), above. 

15. Claim 22: “The method of claim 14 wherein the profile has 
a first slope associated with a first time and a second slope 
associated with a second time, wherein the first time is 
different from the second time, wherein the first slope is 
different from the second slope.” 

245. Shin discloses the method of claim 22. Shin’s valid sensitivity ranges, 

which are Shin’s “profile,” include a first slope associated with a first time and a 

second slope associated with a second time, wherein the first slope and second 

slope differ from each other. Alternatively, claim 22 would have been obvious. See 

claim 13, section X.B.10 (¶¶229-232), above. 

XI. AVAILABILITY FOR CROSS-EXAMINATION 

246. In signing this declaration, I recognize that the declaration will be 

filed as evidence in a contested case before the Patent Trial and Appeal Board of 

the United States Patent and Trademark Office. I also recognize that I may be 
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subject to cross-examination in the case and that cross-examination will take place 

within the United States. If cross-examination is required of me, I will appear for 

cross-examination within the United States during a time as mutually agreed 

between Patent Owner and Petitioner. 

XII. RIGHT TO SUPPLEMENT 

247. This declaration represents only those opinions that I have formed to 

date. I reserve the right to supplement my opinions in the future to respond to any 

arguments that the Patent Owner or its expert raises. I reserve the right to revise, 

supplement, and/or amend my opinions stated herein based on new information 

that becomes available to me and on my continuing analysis of the materials 

already provided. 

XIII. CONCLUSION 

248. I declare that all statements made herein of my own knowledge are 

true and that all statements made on information and belief are believed to be true; 

and further that these statements were made with the knowledge that willful false 

statements and the like so made are punishable by fine or imprisonment, or both, 

under Section 1001 of Title 18 of the United States Code. 
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Dated: May 10, 2024   Respectfully submitted, 
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Pardelha da Cruz,
 
Leonardo de Oliveira Martins,

 
Debora Keller, Stephen Rothery, Michele 

Becce, Anthony E. G. Cass,
 
Chris Bakal,

 
Ciro Chiappini,and Molly M. Stevens (2019) 

“Nanoneedle-Mediated Stimulation of Cell Mechanotransduction Machinery” ACS Nano 13 

2913-2926 DOI: 10.1021/acsnano.8b06998  

23. Shaolin Liang, Andrew B. Kinghorn, Margaritis Voliotis, Julia K. Prague, Johannes D. 

Veldhuis, Krasimira Tsaneva-Atanasova, Craig A. McArdle, Raymond H.W. Li, Anthony 

E.G. Cass, Waljit S. Dhillo & Julian A. Tanner (2019) “Measuring luteinising hormone 

pulsatility with a robotic aptamer-enabled electrochemical reader”, Nature Comms. 10, 1-10 

https://doi.org/10.1038/s41467-019-08799-6 

24. Paolo Bollella, Sanijv Sharma, Anthony Edward George Cass and Riccarda Antiochia (2019) 

“Microneedle-based biosensor for minimally-invasive lactate detection”, Biosensors and 

Bioelectronics, 123 152-159 https://doi.org/10.1016/j.bios.2018.08.010 

25. A.Y.Y. Loh, C.H. Burgess, D.A. Tanese, G.Ferrari, M.A. McLachlan, A.E.G. Cass, T. 

Albrecht (2018) “Electric Single-Molecule Hybridization Detector for Short DNA Fragments” 

Anal Chem. 90 14063-14071. https://doi.org/10.1021/acs.analchem.8b04357 

26. Masayasu Mie Rie Matsumoto Yasumasa Mashimo Anthony E. G. Cass Eiry Kobatake (2018) 

“Development of drug-loaded protein nanoparticles displaying enzymatically-conjugated 

DNA aptamers for cancer cell targeting”. Mol Biol Rep In Press 

https://doi.org/10.1007/s11033-018-4467-2 

27. Timothy M Rawson, Damien Ming, Sally AN Gowers, David ME Freeman, Pau Herrero, 

Pantelis Georgiou, Anthony E Cass, Danny O’Hare, Alison H Holmes (2018) “Public 

acceptability of computer-controlled antibiotic management: an exploration of automated 

dosing and opportunities for implementation “ J. Infection 78 75-86
 

https://doi.org/10.1016/j.jinf.2018.08.
 

28. T.M. Rawson, S. Gowers, M. Rogers, E. Sallabank, S. Sharma, P. Georgiou, A.H. Holmes T. 

Cass, D. O’Hare Towards a minimally invasive device for continuous monitoring of beta-

lactam antibiotics International Journal of Infectious Diseases 73, 109 

29. M. N. Maniyam, A. L. Ibrahim, and A. E. G. Cass (2018), “Decolourization and 

biodegradation of azo dye methyl red by Rhodococcus strain UCC 0016.,” Environmental 

Technology. 1–15, 2018. https://doi.org/10.1080/09593330.2018.1491634 

30. S. Sharma, A. El-Laboudi, M. Reddy, N. Jugnee, S. Sivasubramaniyam, M. El Sharkawy, P. 

Georgiou, D. Johnston, N. Oliver, and A. E. G. Cass (2018), “A pilot study in humans of 

microneedle sensor arrays for continuous glucose monitoring,” Anal. Methods. 10, 2088–

2095. https://doi.org/10.1039/C8AY00264A 

Abbott Ex. 1002 - 127/138

http://doi.org/10.1016/S2589-7500(19)30131-1
https://dx.doi.org/10.1071/ch19238
https://doi.org/10.1016/j.bios.2018.08.010
https://doi.org/10.1016/j.jinf.2018.08


Page 3 of 13 

31. Apostolos Panagiotopoulos, Anthi Gkouma, Andriana Vassi, Christopher J. Johnson, Anthony 

E. G. Cass, Emmanuel Topoglidis (2018) Hemin Modified SnO2 Films on ITO‐PET with 

Enhanced Activity for Electrochemical Sensing Electroanalysis 30, 1956-1964 

https://doi.org/10.1002/elan.201800188 

32. TM Rawson, D O’Hare, P Herrero, S Sharma, LSP Moore, E de Barra, JA Roberts, AC 

Gordon, W. Hope, P Georgiou, AEG Cass, AH Holmes (2017) Delivering precision 

antimicrobial therapy through closed-loop control systems J Antimicrob. Chemo. 82 835-843 

33. Jasmine Y. Y. Sze, Aleksandar P. Ivanov, Anthony E G Cass, Joshua B. Edel (2017) Single 

Molecule Multiplexed Nanopore Protein Screening in Human Serum using Aptamer modified 

DNA Carriers. Nature Comms 8 1552 https://doi.org/10.1038/s41467-017-01584-3 

34. David Harris-Birtill & Mohan Singh, Yu Zhou, Anant Shah, Pakatip Ruenraroengsak, Maria 

Elena Gallina, George B. Hanna, Anthony E.G. Cass, Alexandra E. Porter, Jeffrey Bamber, 

Daniel S. Elson (2017) Gold nanorod reshaping in vitro and in vivo using a continuous wave 

laser. PLoSOne 12(10): e0185990 https://doi.org/10.1371/journal.pone.0185990 
35. Maniyam, M. N., Ibrahim, A. L., & Cass, A. E. G. (2017). Enhanced cyanide biodegradation 

by immobilized crude extract of RhodococcusUKMP-5M. Environmental Technology, 1–41. 

http://doi.org/10.1080/09593330.2017.1393015 
36. Rawson, T.M. Sharma, S. Georgiou, P. Holmes, A. Cass A.E.G. & O’Hare, D. (2017) 

Towards a minimally invasive device for beta-lactam monitoring in humans. Electrochem 
Comm. 82, 1-5  

37. Sanjiv Sharma, Eri Takagi, Tony Cass, Wakako Tsugawa
 
and Koji Sode (2017) Minimally 

invasive microneedle array electrodes employing direct electron transfer type glucose 

dehydrogenase for the development of continuous glucose monitoring sensors Procedia 

Technology 27, 208 – 209 

38. Le, T. T., Chang, P., Benton, D., McCauley, J. W., Iqbal, M., & Cass, A. E. G. (2017). Dual 

Recognition Element Lateral Flow Assay (DRELFA)- Towards Multiplex Strain Specific 

Influenza Virus Detection. Analytical Chemistry,89, 6781-6786 http://doi: 

10.1021/acs.analchem.7b01149 

 

39. Sharma, S., Huang, Z., Rogers, M., Boutelle, M., & Cass, A. E. G. (2016). Evaluation of a 

minimally invasive glucose biosensor for continuous tissue monitoring. Analytical and 

Bioanalytical Chemistry, 408(29), 8427-8435. doi:10.1007/s00216-016-9961-6 

40. Sharma, S., Saeed, A., Johnson, C., Gadegaard, N., & Cass, A. E. G. (2016). Rapid, low cost 

prototyping of transdermal devices for personal healthcare monitoring. Sensing and Bio-
Sensing Research. 13 104-108 doi:10.1016/j.sbsr.2016.10.004 

41. Singh, M., Harris-Birtill, D. C. C., Zhou, Y., Gallina, M. E., Cass, A. E. G., Hanna, G. B., & 

Elson, D. S. (2016). Application of Gold Nanorods for Photothermal Therapy in Ex Vivo 

Human Oesophagogastric Adenocarcinoma. Journal of Biomedical Nanotechnology, 12(3), 

481-490. Doi:10.1166/Jbn.2016.2196 

42. Gallina, M. E., Zhou, Y., Johnson, C. J., Harris-Birtill, D., Singh, M., Zhao, H., . . . Elson, D. 

S. (2016). Aptamer-Conjugated, Fluorescent Gold Nanorods As Potential Cancer 
Theradiagnostic Agents. Materials Science & Engineering C-Materials for Biological 

Applications, 59, 324-332. Doi:10.1016/J.Msec.2015.09.101 

43. Chumphukam, O., Le, T. T., Piletsky, S., & Cass, A. E. G. (2015). Generation of A Pair of 

Independently Binding DNA Aptamers in A Single Round of Selection Using Proximity 

Ligation. Chemical Communications, 51(43), 9050-9053. Doi:10.1039/C5cc02314a 

44. Maniyam, M. N., Sjahrir, F., Ibrahim, A. L., & Cass, A. E. G. (2015). Enzymatic Cyanide 

Degradation by Cell-Free Extract of Rhodococcus UKMP-5M. Journal of Environmental 

Science and Health Part A-Toxic/Hazardous Substances & Environmental Engineering, 50(4), 

357-364. Doi:10.1080/10934529.2015.987524 

45. Sharma, S., El-Laboudi, A., Oliver, N., Johnston, D., & Cass, T. (2015). Evaluation and 

Improvement of Epoxy Polyurethane Membrane for A Microprobe Array Based Continuous 

Glucose Sensor. Diabetes Technology & Therapeutics, 17, A90-A91.  

Abbott Ex. 1002 - 128/138

https://onlinelibrary.wiley.com/doi/abs/10.1002/elan.201800188
https://onlinelibrary.wiley.com/doi/abs/10.1002/elan.201800188
https://doi.org/10.1002/elan.201800188
https://doi.org/10.1371/journal.pone.0185990
http://dx.doi:10.1021/acs.analchem.7b01149
http://dx.doi:10.1021/acs.analchem.7b01149


Page 4 of 13 

46. Perevedentsev, A., Sonnefraud, Y., Belton, C. R., Sharma, S., Cass, A. E. G., Maier, S. A., . . . 

Bradley, D. D. C. (2015). Dip-Pen Patterning of Poly( 9,9-Dioctylfluorene) Chain-

Conformation-Based Nano-Photonic Elements. Nature Communications, 6, 9 Pages. 

Doi:10.1038/Ncomms6977 

47. Lawrance, D., Williamson, C., Boutelle, M. G., & Cass, A. E. G. (2015). Development of A 

Disposable Bile Acid Biosensor for Use in The Management of Cholestasis. Analytical 

Methods, 7(9), 3714-3719. Doi:10.1039/C5ay00372e 

48. Maniyam, M. N., Sjahrir, F., Ibrahim, A. L., & Cass, A. E. G. (2014). Biodetoxification of 

Cyanide-Containing Industrial Wastewaters by Rhodococcus UKMP-5M. Biologia, 69(12), 

1635-1643. Doi:10.2478/S11756-014-0487-0 

49. Moreira, F. T. C., Sharma, S., Dutra, R. A. F., Noronha, J. P. C., Cass, A. E. G., & Sales, M. 

G. F. (2015). Detection of Cardiac Biomarker Proteins Using a Disposable Based on A 

Molecularly Imprinted Polymer Grafted onto Graphite. Microchimica Acta, 182(5-6), 975-

983. Doi:10.1007/S00604-014-1409-0 
50. Moreira, F. T. C., Sharma, S., Dutra, R. A. F., Noronha, J. P. C., Cass, A. E. G., & Sales, M. 

G. F. (2014). Protein-Responsive Polymers for Point-of-Care Detection of Cardiac Biomarker. 

Sensors and Actuators B-Chemical, 196, 123-132. Doi:10.1016/J.Snb.2014.01.038 
51. El-Laboudi, A., Sharma, S., Oliver, N., Hussein, T., Patel, D., Johnston, D., & Cass, T. (2014). 

Development of A Novel Microprobe Array Continuous Glucose Sensor for Type 1 Diabetes: 

Interference Studies. Diabetes Technology & Therapeutics, 16, A65-A66.  

52. Le, T. T., Adamiak, B., Benton, D. J., Johnson, C. J., Sharma, S., Fenton, R., . . . Cass, A. E. 

G. (2014). Aptamer-Based Biosensors for The Rapid Visual Detection of Flu Viruses. 

Chemical Communications, 50(98), 15533-15536. Doi:10.1039/C4cc07888h 

53. Le, T. T., Chumphukam, O., & Cass, A. E. G. (2014). Determination of Minimal Sequence for 

Binding of An Aptamer. A Comparison of Truncation and Hybridization Inhibition Methods. 

RSC Advances, 4(88), 47227-47233. Doi:10.1039/C4ra08243e 

54. Chumphukam, O., Le, T. T., & Cass, A. E. G. (2014). High Efficiency Acetylcholinesterase 

Immobilization on DNA Aptamer Modified Surfaces. Molecules, 19(4), 4986-4996. 

Doi:10.3390/Molecules19044986 

55. Nallapan Maniyam, M., Sjahrir, F., Ibrahim, A. L., & Cass, A. E. G. (2013). Biodegradation 

of Cyanide by Rhodococcus UKMP-5M. Biologia, 68(2), 177-185. Doi:10.2478/S11756-013-

0158-6 

56. Moreira, F. T. C., Sharma, S., Dutra, R. A. F., Noronha, J. P. C., Cass, A. E. G., & Sales, M. 

G. F. (2013). Smart Plastic Antibody Material (Spam) Tailored on Disposable Screen Printed 

Electrodes for Protein Recognition: Application to Myoglobin Detection. Biosensors & 

Bioelectronics, 45, 237-244. Doi:10.1016/J.Bios.2013.02.012 

57. Le, T. T., Scott, S., & Cass, A. E. G. (2013). Streptavidin Binding Bifunctional Aptamers and 

Their Interaction with Low Molecular Weight Ligands. Analytica Chimica Acta, 761, 143-

148. Doi:10.1016/J.Aca.2012.11.016 

58. Maniyam, M. N., Sjahrir, F., Ibrahim, A. L., & Cass, A. E. G. (2013). Biodegradation of 

Cyanide by Acetonitrile-Induced Cells of Rhodococcus Sp UKMP-5M. Journal of General 
and Applied Microbiology, 59(6), 393-404.  

59. Finfer, S., Wernerman, J., Preiser, J. -C., Cass, T., Desaive, T., Hovorka, R., . . . Van Herpe, 

T. (2013). Clinical Review: Consensus Recommendations on Measurement of Blood Glucose 

and Reporting Glycemic Control in Critically Ill Adults. Critical Care, 17(3), 11 Pages. 

Doi:10.1186/Cc12537 

60. Salehi-Reyhani, A., Sharma, S., Burgin, E., Barclay, M., Cass, A., Neil, M. A. A., . . . Klug, 

D. R. (2013). Scaling Advantages and Constraints in Miniaturized Capture Assays for Single 

Cell Protein Analysis. Lab on A Chip, 13(11), 2066-2074. Doi:10.1039/C3lc41388h 

61. Mie, M., Kai, T., Le, T., Cass, A. E. G., & Kobatake, E. (2013). Selection of DNA Aptamers 

with Affinity for Pro-Gastrin-Releasing Peptide (Progrp), A Tumor Marker for Small Cell 

Lung Cancer. Applied Biochemistry and Biotechnology, 169(1), 250-255. 

Doi:10.1007/S12010-012-9956-5 

Abbott Ex. 1002 - 129/138



Page 5 of 13 

62. El-Laboudi, A., Oliver, N. S., Cass, A., & Johnston, D. (2013). Use of Microneedle Array 

Devices for Continuous Glucose Monitoring: A Review. Diabetes Technology & 
Therapeutics, 15(1), 101-115. Doi:10.1089/Dia.2012.0188 

63. Sharma, S., Salehi-Reyhani, A., Bahrami, A., Intisar, E., Santhanam, H., Michelakis, K., & 

Cass, A. (2012). Method for Fabricating Nanostructures Via Nanotemplates Using Dip-Pen 

Nanolithography. Micro & Nano Letters, 7(10), 1038-1040. Doi:10.1049/Mnl.2012.0698 

64. Maniyam, M. N., Sjahrir, F., Ibrahim, A. L., & Cass, A. E. G. (2012). Cyanide Degradation by 

Immobilized Cells of Rhodococcus UKMP-5M. Biologia, 67(5), 837-844. 

Doi:10.2478/S11756-012-0098-6 

65. Tian, P. Y., De Jonge, L. T., Autefage, H., Cass, A. E., & Stevens, M. M. (2012). Engineered 

Alkaline Phosphatase with Improved Functionality Immobilized on Bone Implant Surfaces. 

Journal of Tissue Engineering and Regenerative Medicine, 6, 195.  

66. Moniz, A. R., Michelakis, K., Trzebinski, J., Sharma, S., Johnston, D. G., Oliver, N., & Cass, 

A. (2012). Minimally Invasive Enzyme Microprobes: An Alternative Approach for 
Continuous Glucose Monitoring.. J Diabetes Sci Technol, 6(2), 479-480. Retrieved From 

Http://Www.Ncbi.Nlm.Nih.Gov/Pubmed/22538163 

67. Azarbadegan, A., Eames, I., Sharma, S., & Cass, A. (2011). Computational Study of Parallel 
Valveless Micropumps. Sensors and Actuators B-Chemical, 158(1), 432-440. 

Doi:10.1016/J.Snb.2011.04.085 

68. Sharma, S., Moniz, A. R. -B., Triantis, I., Michelakis, K., Trzebinski, J., Azarbadegan, A., . . . 

Cass, A. (2011). An Integrated Silicon Sensor with Microfluidic Chip for Monitoring 

Potassium and pH. Microfluidics and Nanofluidics, 10(5), 1119-1125. Doi:10.1007/S10404-

010-0740-Y 

69. Le, T. T., Wilde, C. P., Grossman, N., & Cass, A. E. G. (2011). A Simple Method for 

Controlled Immobilization of Proteins on Modified Sams. Physical Chemistry Chemical 

Physics, 13(12), 5271-5278. Doi:10.1039/C0cp02531c 

70. Trzebinski, J., Moniz, A. R. -B., Sharma, S., Burugapalli, K., Moussy, F., & Cass, A. E. G. 

(2011). Hydrogel Membrane Improves Batch-to-Batch Reproducibility of An Enzymatic 

Glucose Biosensor. Electroanalysis, 23(12), 2789-2795. Doi:10.1002/Elan.201100286 

71. Trzebinski, J., Sharma, S., Moniz, A. R. -B., Michelakis, K., Zhang, Y., & Cass, A. E. G. 

(2012). Microfluidic Device to Investigate Factors Affecting Performance in Biosensors 

Designed for Transdermal Applications. Lab on A Chip, 12(2), 348-352. 

Doi:10.1039/C1lc20885c 

72. Cass, A. E. G., & Zhang, Y. (2011). Nucleic Acid Aptamers: Ideal Reagents for Point-of-Care 

Diagnostics?. Faraday Discussions, 149, 49-61. Doi:10.1039/C005487a 

73. Yue, X., Drakakis, E. M., Mantalaris, A., & Cass, A. (2010). Generation of Spatio-Temporal 

Concentration Profiles for Cell Culture Systems: A Case Study in Ammonia. Measurement, 

43(9), 1207-1216. Doi:10.1016/J.Measurement.2010.05.012 

74. Techanukul, T., Pereira, F., Lipka, A., Line, J. S., Wood, S. L., Lewis, P., . . . Nagy, J. M. 

(2010). Ce-Based Sample Quality Assessment Prior to 2-D Gel Electrophoresis: Towards The 

Standardization of Gel-Based Proteomics. Journal of Separation Science, 33(16), 2536-2546. 
Doi:10.1002/Jssc.200900819 

75. Cass, T. (2009). Bionanotechnology II: From Biomolecular Assembly to Applications. Idrugs, 

12(3), 163-164.  

76. Oliver, N. S., Toumazou, C., Cass, A. E. G., & Johnston, D. G. (2009). Glucose Sensors: A 

Review of Current and Emerging Technology. Diabetic Medicine, 26(3), 197-210. 

Doi:10.1111/J.1464-5491.2008.02642.X 

77. Gielen, F., Demello, A. J., Cass, T., & Edel, J. B. (2009). Increasing The Trapping Efficiency 

of Particles in Microfluidic Planar Platforms by Means of Negative Dielectrophoresis. Journal 
of Physical Chemistry B, 113(5), 1493-1500. Doi:10.1021/Jp808897g 

78. Winkle, R. F., Nagy, J. M., Cass, A. E. G., & Sharma, S. (2008). Towards Microfluidic 

Technology-Based Maldi-Ms Platforms for Drug Discovery: A Review. Expert Opinion on 

Drug Discovery, 3(11), 1281-1292. Doi:10.1517/17460440802485538 

79. Pereira, F., Hassard, S., Cass, A., & Nagy, J. M. (2008). CZE of Peptides Using A Multi-Pixel 

Detector Array. Chimica Oggi-Chemistry Today, 26(4), 40-42.  

Abbott Ex. 1002 - 130/138

http://dx.doi.org/10.1007/s10404-010-0740-y


Page 6 of 13 

80. Patel, B. A., Arundell, M., Quek, R. G. W., Harvey, S. L. R., Ellis, I. R., Florence, M. M., . . . 

O'hare, D. (2008). Individually Addressable Microelectrode Array for Monitoring Oxygen and 

Nitric Oxide Release. Analytical and Bioanalytical Chemistry, 390(5), 1379-1387. 

Doi:10.1007/S00216-007-1803-0 

81. Johnson, C. J., Zhukovsky, N., Cass, A. E. G., & Nagy, J. M. (2008). Proteomics, 

Nanotechnology and Molecular Diagnostics. Proteomics, 8(4), 715-730. 

Doi:10.1002/Pmic.200700665 

82. Yue, X., Drakakis, E. M., Lim, M., Radomska, A., Ye, H., Mantalaris, A., . . . Cass, A. (2008). 

A Real-Time Multi-Channel Monitoring System for Stem Cell Culture Process. Ieee 
Transactions on Biomedical Circuits and Systems, 2(2), 66-77. 

Doi:10.1109/Tbcas.2008.925639 

83. Radomska, A., Singhal, S., Ye, H., Lim, M., Mantalaris, A., Yue, X., . . . Cass, A. E. G. 

(2008). Biocompatible Ion Selective Electrode for Monitoring Metabolic Activity During The 

Growth and Cultivation of Human Cells. Biosensors & Bioelectronics, 24(3), 435-441. 
Doi:10.1016/J.Bios.2008.04.026 

84. Lim, M., Ye, H., Drakakis, E. M., Yue, X., Cass, A. E. G., Panoskaltsis, N., & Mantalaris, A. 

(2008). Towards Information-Rich Bioprocessing: Generation of Spatio-Temporal Profiles 
Through The Use of Design of Experiments to Determine Optimal Number and Location of 

Sensors - An Example in Thermal Profiles. Biochemical Engineering Journal, 40(1), 1-7. 

Doi:10.1016/J.Bej.2007.10.020 

85. Toumazou, C., & Cass, T. (2007). Cell-Bionics: Tools for Real-Time Sensor Processing. 

Philosophical Transactions of The Royal Society B-Biological Sciences, 362(1484), 1321-

1328. Doi:10.1098/Rstb.2007.2118 

86. Cass, A. E. G. (2007). Building Bioelectronic Interfaces. Electronics Letters, 43(17), 903-905. 

Doi:10.1049/El:20072159 

87. Lim, M., Ye, H., Panoskaltsis, N., Drakakis, E. M., Yue, X., Cass, A. E. G., . . . Mantalaris, A. 

(2007). Intelligent Bioprocessing for Haemotopoietic Cell Cultures Using Monitoring and 

Design of Experiments. Biotechnology Advances, 25(4), 353-368. 

Doi:10.1016/J.Biotech.2007.02.002 

88. Huang, X., Zhang, X. -E., Zhou, Y. -F., Zhang, Z. -P., & Cass, A. E. G. (2007). Construction 

of A High Sensitive Escherichia Coli Alkaline Phosphatase Reporter System for Screening 

Affinity Peptides. Journal of Biochemical and Biophysical Methods, 70(3), 435-439. 

Doi:10.1016/J.Jbbm.2006.10.006 

89. Edel, J. B., Lahoud, P., Cass, A. E. G., & Demello, A. J. (2007). Discrimination Between 

Single Escherichia Coli Cells Using Time-Resolved Confocal Spectroscopy. Journal of 

Physical Chemistry B, 111(5), 1129-1134. Doi:10.1021/Jp066267n 

90. Liu, F. M., Kollensperger, P. A., Green, M., Cass, A. E. G., & Cohen, L. F. (2006). A Note on 

Distance Dependence in Surface Enhanced Raman Spectroscopy. Chemical Physics Letters, 

430(1-3), 173-176. Doi:10.1016/J.Cplett.2006.08.091 

91. Zhang, J. K., & Cass, A. E. G. (2006). Kinetic Study of Site Directed and Randomly 

Immobilized His-Tag Alkaline Phosphatase by Flow Injection Chemiluminescence. Journal of 
Molecular Recognition, 19(3), 243-246. Doi:10.1002/Jmr.764 

92. Topoglidis, E., Campbell, C. J., Cass, A. E. G., & Durrant, J. R. (2006). Nitric Oxide 

Biosensors Based on The Immobilization of Hemoglobin on Mesoporous Titania Electrodes. 

Electroanalysis, 18(9), 882-887. Doi:10.1002/Elan.200503473 

93. Green, M., Liu, F. M., Cohen, L., Kollensperger, P., & Cass, T. (2006). Sers Platforms for 

High Density DNA Arrays. Faraday Discussions, 132, 269-280. Doi:10.1039/B506636k 

94. Cooper,J.M.., & Cass,A.E.G.. (2005). Lab-on-A-Chip and Microarrays. Chemistry & Industry, 

20, 653-655. 

95. Eady, N. A. J., Jesmin, N. A. J., Servos, S., Cass, A. E. G., Nagy, J. M., & Brown, K. A. 

(2005). Probing The Function of Mycobacterium Tuberculosis Catalase-Peroxidase by Site-

Directed Mutagenesis. Dalton Transactions, (21), 3495-3500. Doi:10.1039/B508448m 

96. Shi, J. X., Zhang, X. E., Xie, W. H., Zhou, Y. F., Zhang, Z. P., Deng, J. Y., . . . Zhang, C. G. 

(2004). Improvement of Homogeneity of Analytical Biodevices by Gene Manipulation. 

Analytical Chemistry, 76(3), 632-638. Doi:10.1021/Ac020796f 

Abbott Ex. 1002 - 131/138

http://dx.doi.org/10.1016/j.cplett.2006.08.091


Page 7 of 13 

97. Wada, A., Mie, M., Aizawa, M., Lahoud, P., Cass, A. E. G., & Kobatake, E. (2003). Design 

and Construction of Glutamine Binding Proteins with A Self-Adhering Capability to 

Unmodified Hydrophobic Surfaces As Reagentless Fluorescence Sensing Devices. Journal of 

The American Chemical Society, 125(52), 16228-16234. Doi:10.1021/Ja036459l 

98. Noble, J. E., Ganju, P., & Cass, A. E. G. (2003). Fluorescent Peptide Probes for High-

Throughput Measurement of Protein Phosphatases. Analytical Chemistry, 75(9), 2042-2047. 

Doi:10.1021/Ac025838e 

99. Xu, H. F., Zhang, X. E., Zhang, Z. P., Zhang, Y. M., & Cass, A. E. G. (2003). Directed 

Evolution of E-Coli Alkaline Phosphatase Towards Higher Catalytic Activity. Biocatalysis 
and Biotransformation, 21(1), 41-47. Doi:10.1080/1024242031000087493 

100. Simon, E., Halliwell, C. M., Toh, C. S., Cass, A. E. G., & Bartlett, P. N. (2002). 

Oxidation of NADH Produced by A Lactate Dehydrogenase Immobilised on Poly(Aniline)-

Poly(Anion) Composite Films. Journal of Electroanalytical Chemistry, 538, 253-259. 

Doi:10.1016/S0022-0728(02)00833-1 
101. Halliwell, C. M., Simon, E., Toh, C. S., Bartlett, P. N., & Cass, A. E. G. (2002). A 

Method for The Determination of Enzyme Mass Loading on An Electrode Surface Through 

Radioisotope Labelling. Biosensors & Bioelectronics, 17(11-12), 965-972. 
Doi:10.1016/S0956-5663(02)00088-X 

102. Chen, L. Q., Zhang, X. E., Xie, W. H., Zhou, Y. F., Zhang, Z. P., & Cass, A. E. G. 

(2002). Genetic Modification of Glucose Oxidase for Improving Performance of An 

Amperometric Glucose Biosensor. Biosensors & Bioelectronics, 17(10), 851-857. 

Doi:10.1016/S0956-5663(02)00051-9 

103. Xu, H. F., Zhang, X. E., Zhang, Y. M., & Cass, A. E. G. (2002). Recent Advances in 

in Vitro Molecular Directed Evolution. Progress in Biochemistry and Biophysics, 29(4), 518-

522 

104. Halliwell, C. M., Simon, E., Toh, C. S., Bartlett, P. N., & Cass, A. E. G. (2002). 

Immobilisation of Lactate Dehydrogenase on Poly(Aniline)-Poly(Acrylate) and Poly(Aniline)-

Poly-(Vinyl Sulphonate) Films for Use in A Lactate Biosensor. Analytica Chimica Acta, 

453(2), 191-200. Doi:10.1016/S0003-2670(01)01408-8 

105. Cass, T., Dunwell, J., Wackett, L. P., Gilardi, G., Kost, T. A., Condreay, P., . . . 

Speight, R. E. (2002). Biotechnology. Paper Alert.. Curr Opin Biotechnol, 13(1), 1-8. 

Retrieved From Http://Www.Ncbi.Nlm.Nih.Gov/Pubmed/11849949 

106. Zhang, X. E., Zhou, Y. H., Zhang, Z. P., Xu, H. F., Shao, W. H., & Cass, A. E. G. 

(2002). Engineering E-Coli Alkaline Phosphatase Yields Changes of Catalytic Activity, 

Thermal Stability and Phosphate Inhibition. Biocatalysis and Biotransformation, 20(6), 381-

389. Doi:10.1080/1024242021000058667 

107. Tsotsou, G. E., Cass, A. E. G., & Gilardi, G. (2002). High Throughput Assay for 

Cytochrome P450bm3 for Screening Libraries of Substrates and Combinatorial Mutants. 

Biosensors & Bioelectronics, 17(1-2), 119-131. Doi:10.1016/S0956-5663(01)00285-8 

108. Hudson, J., Cass, A. E. G., & Prabhananda, B. S. (2002). Synergy in K+/H+ Exchange 

Across Phospholipid Vesicle Membranes with Combinations of Valinomycin and 
Chlorophenols. Physical Chemistry Chemical Physics, 4(12), 2702-2707. 

Doi:10.1039/B110495k 

109. Halliwell, C. M., Simon, E., Toh, C. S., Cass, A. E. G., & Bartlett, P. N. (2002). The 

Design of Dehydrogenase Enzymes for Use in A Biofuel Cell: The Role of Genetically 

Introduced Peptide Tags in Enzyme Immobilization on Electrodes. Bioelectrochemistry, 55(1-

2), 21-23. Doi:10.1016/S1567-5394(01)00172-4 

110. Topoglidis, E., Cass, A. E. G., O'regan, B., & Durrant, J. R. (2001). Immobilisation 

and Bioelectrochemistry of Proteins on Nanoporous Tio2 and Zno Films. Journal of 
Electroanalytical Chemistry, 517(1-2), 20-27. Doi:10.1016/S0022-0728(01)00673-8 

111. Topoglidis, E., Campbell, C. J., Cass, A. E. G., & Durrant, J. R. (2001). Factors That 

Affect Protein Adsorption on Nanostructured Titania Films. A Novel Spectroelectrochemical 

Application to Sensing. Langmuir, 17(25), 7899-7906. Doi:10.1021/La010309b 

Abbott Ex. 1002 - 132/138



Page 8 of 13 

112. Zhou, Y. F., Zhang, X. E., Liu, H., Zhang, Z. P., Zhang, C. G., & Cass, A. E. G. 

(2001). Construction of A Fusion Enzyme System by Gene Splicing As A New Molecular 

Recognition Element for A Sequence Biosensor. Bioconjugate Chemistry, 12(6), 924-931. 

Doi:10.1021/Bc015509d 

113. Cooper, J., Disley, D., & Cass, T. (2001). Microsystems Special - Lab-on-A-Chip and 

Microarrays. Chemistry & Industry, (20), 653-655.  

114. Halliwell, C. M., Morgan, G., Ou, C. P., & Cass, A. E. G. (2001). Introduction of A 

(Poly)Histidine Tag in L-Lactate Dehydrogenase Produces A Mixture of Active and Inactive 

Molecules. Analytical Biochemistry, 295(2), 257-261. Doi:10.1006/Abio.2001.5182 

115. Halliwell, C. M., & Cass, A. E. G. (2001). A Factorial Analysis of Silanization 

Conditions for The Immobilization of Oligonucleotides on Glass Surfaces. Analytical 

Chemistry, 73(11), 2476-2483. Doi:10.1021/Ac0010633 

116. Zhang, J. K., & Cass, A. E. G. (2001). A Study of His-Tagged Alkaline Phosphatase 

Immobilization on A Nanoporous Nickel-Titanium Dioxide Film. Analytical Biochemistry, 
292(2), 307-310. Doi:10.1006/Abio.2001.5057 

117. Zhou,Y.F.., Zhang,X.E.., Liu,H.., Zhang,C.G.., & Cass,A.E.. (2001). Cloning and 

Expression of Aspergillus Niger Glucose Oxidase Gene in Methylotrophic Yeast. Chinese 
Journal of Biotechnology (Chinese Edition), 17, 405-408. 

118. Shao, W. H., Zhang, X. E., Liu, H., Zhang, Z. P., & Cass, A. E. (2000). Anchor-Chain 

Molecular System for Orientation Control in Enzyme Immobilization.. Bioconjug Chem, 

11(6), 822-826. Retrieved From Http://Www.Ncbi.Nlm.Nih.Gov/Pubmed/11087330 

119. Cass, T. (2000). Prism. Science, 289(5482), 1158.  

120. Zhang, J. K., & Cass, A. E. G. (2000). Electrochemical Analysis of Immobilised 

Chemical and Genetic Biotinylated Alkaline Phosphatase. Analytica Chimica Acta, 408(1-2), 

241-247. Doi:10.1016/S0003-2670(99)00844-2 

121. Glidle, A., Hadyoon, C. S., Cass, A. E. G., & Cooper, J. M. (2000). Modifications of 

Electrodeposited Polymers by Ion Chelation to Produce Templates for Biomolecule 

Immobilisation. Electrochimica Acta, 45(22-23), 3823-3831. Doi:10.1016/S0013-

4686(00)00459-X 

122. Topoglidis, E., Lutz, T., Willis, R. L., Barnett, C. J., Cass, A. E. G., & Durrant, J. R. 

(2000). Protein Adsorption on Nanoporous Tio2 Films: A Novel Approach to Studying 

Photoinduced Protein/Electrode Transfer Reactions. Faraday Discussions, 116, 35-46. 

Doi:10.1039/B003313h 

123. Cass, T. (1999). Imagepro Plus. Biotechnology Software & Internet Journal, 16(5), 

24-25. 

124. , J. K., & Cooper, J. M. (1999). Spectroscopic Evaluation of Protein Affinity Binding 

At Polymeric Biosensor Films. Journal of The American Chemical Society, 121(17), 4302-

4303. Doi:10.1021/Ja984467+ 

125. Cass, T. (1998). Hiq. Science, 282(5389), 636. Doi:10.1126/Science.282.5389.636 

126. Cass, T. (1998). Oligo 6.0. Biotechnology Software & Internet Journal, 15(5), 22-23.  

127. Nagy, J. M., Jesmin, J., Servos, S., Cass, A. E. G., & Brown, K. A. (1998). Site-
Directed Mutants of The Catalase-Peroxidase From Mycobacterium Tuberculosis. 

Biochemical Society Transactions, 26(3), S281.  

128. Chen, X., Zhang, X. E., Chai, Y. Q., Hu, W. P., Zhang, Z. P., Zhang, X. M., & Cass, 

A. E. G. (1998). DNA Optical Sensor: A Rapid Method for The Detection of DNA 

Hybridization. Biosensors & Bioelectronics, 13(3-4), 451-458. Doi:10.1016/S0956-

5663(97)00095-X 

129. Topoglidis, E., Cass, A. E. G., Gilardi, G., Sadeghi, S., Beaumont, N., & Durrant, J. 

R. (1998). Protein Adsorption on Nanocrystalline Tio2 Films: An Immobilization Strategy for 

Bioanalytical Devices. Analytical Chemistry, 70(23), 5111-5113. Doi:10.1021/Ac980764l 

130. Sadeghi, S. J., Gilardi, G., & Cass, A. E. G. (1997). Mediated Electrochemistry of 

Peroxidases - Effects of Variations in Protein and Mediator Structures. Biosensors & 

Bioelectronics, 12(12), 1191-1198. Doi:10.1016/S0956-5663(97)00089-4 

Abbott Ex. 1002 - 133/138



Page 9 of 13 

131. Nagy, J. M., Cass, A. E. G., & Brown, K. A. (1997). Purification and Characterization 

of Recombinant Catalase-Peroxidase, Which Confers Isoniazid Sensitivity in Mycobacterium 

Tuberculosis. Journal of Biological Chemistry, 272(50), 31265-31271. 

Doi:10.1074/Jbc.272.50.31265 

132. Nagy, J. M., Svergun, D., Koch, M. H. J., Cass, A. E. G., & Brown, K. A. (1997). 

Structural Characterization of Recombinant Catalase-Peroxidase From Mycobacterium 

Tuberculosis. Biochemical Society Transactions, 25(4), S617.  

133. Antiochia, R., Cass, A. E. G., & Palleschi, G. (1997). Purification and Sensor 

Applications of An Oxygen Insensitive, Thermophilic Diaphorase. Analytica Chimica Acta, 

345(1-3), 17-28. Doi:10.1016/S0003-2670(96)00618-6 

134. Gilardi, G., Mei, G., Rosato, N., Agro, A. F., & Cass, A. E. G. (1997). Spectroscopic 

Properties of An Engineered Maltose Binding Protein. Protein Engineering, 10(5), 479-486. 

Doi:10.1093/Protein/10.5.479 

135. Cass, A. E. G., Gilardi, G., Beaumont, N. J., & Sadeghi, S. J. (1997). Producing New 
Sensing Molecules with Gene Technology.. Abstracts of Papers of The American Chemical 

Society, 213, 220-Anyl 

136. Sadeghi, S. J., Gilardi, G., Nicolosi, G., & Cass, A. E. G. (1997). Chiral 
Discrimination in The Oxidation of Ferrocenes by Cytochrome C Peroxidase. Chemical 

Communications, (6), 517-518. Doi:10.1039/A700243b 

137. Hengsakul, M., & Cass, A. E. G. (1997). Alkaline Phosphatase-Strep Tag Fusion 

Protein Binding to Streptavidin: Resonant Mirror Studies. Journal of Molecular Biology, 

266(3), 621-632. Doi:10.1006/Jmbi.1996.0808 

138. Hengsakul, M., & Cass, A. E. G. (1996). Protein Patterning with A Photoactivatable 

Derivative of Biotin. Bioconjugate Chemistry, 7(2), 249-254. Doi:10.1021/Bc960007z 

139. Tsai, W. C., & Cass, A. E. G. (1995). Ferrocene-Modified Horseradish-Peroxidase 

Enzyme Electrodes - A Kinetic-Study on Reactions with Hydrogen-Peroxide and Linoleic 

Hydroperoxide. Analyst, 120(8), 2249-2254. Doi:10.1039/An9952002249 

140. Sadeghi, S. J., & Cass, A. E. G. (1995). Electron-Transfer Between Cytochrome-C 

Peroxidase and Ferrocene. Biochemical Society Transactions, 23(2), S153.  

141. Nagy, J. M., Cass, A. E., & Brown, K. A. (1995). Progress in The Characterization of 

Catalase-Peroxidase From Mycobacterium Tuberculosis.. Biochem Soc Trans, 23(2), 152s. 

Retrieved From Http://Www.Ncbi.Nlm.Nih.Gov/Pubmed/7672183 

142. Gilardi, G., Abis, L., & Cass, A. E. G. (1995). C-13 Cp/Mas Solid-State Nmr and Ft-Ir 

Spectroscopy of Wood Cell-Wall Biodegradation. Enzyme and Microbial Technology, 17(3), 

268-275. Doi:10.1016/0141-0229(94)00019-N 

143. Gilardi, G., Zhou, L. Q., Hibbert, L., & Cass, A. E. G. (1994). Engineering The 

Maltose-Binding Protein for Reagentless Fluorescence Sensing. Analytical Chemistry, 66(21), 

3840-3847. Doi:10.1021/Ac00093a047 

144. Gilardi, G., Abis, L., & Cass, A. E. G. (1994). Wide-Line Solid-State Nmr of Wood - 

Proton Relaxation-Time Measurements on Cell-Walls Biodegraded by White-Rot and Brown-

Rot Fungi. Enzyme and Microbial Technology, 16(8), 676-682. Doi:10.1016/0141-
0229(94)90089-2 

145. Gilardi, G., & Cass, A. E. G. (1993). Associative and Colloidal Behavior of Lignin 

and Implications for Its Biodegradation in-Vitro. Langmuir, 9(7), 1721-1726. 

Doi:10.1021/La00031a019 

146. Pappa, H. S., & Cass, A. E. G. (1993). A Step Towards Understanding The Folding 

Mechanism of Horseradish-Peroxidase - Tryptophan Fluorescence and Circular-Dichroism 

Equilibrium Studies. European Journal of Biochemistry, 212(1), 227-235. 

Doi:10.1111/J.1432-1033.1993.Tb17654.X 

147. Smit, M. H., & Cass, A. E. G. (1990). Cyanide Detection Using A Substrate-

Regenerating, Peroxidase-Based Biosensor. Analytical Chemistry, 62(22), 2429-2436. 

Doi:10.1021/Ac00221a004 

148. Gilardi, G., Harvey, P. J., Cass, A. E. G., & Palmer, J. M. (1990). Radical 

Intermediates in Veratryl Alcohol Oxidation by Ligninase - Nmr Evidence. Biochimica Et 
Biophysica Acta, 1041(2), 129-132. Doi:10.1016/0167-4838(90)90055-K 

Abbott Ex. 1002 - 134/138



Page 10 of 13 

149. Bramwell, H., Cass, A. E. G., Gibbs, P. N. B., & Green, M. J. (1990). Method for 

Determining Paracetamol in Whole-Blood by Chronoamperometry Following Enzymatic-

Hydrolysis. Analyst, 115(2), 185-188. Doi:10.1039/An9901500185 

150. Albery, W. J., Cass, A. E. G., & Shu, Z. X. (1990). Inhibited Enzyme Electrodes .1. 

Theoretical-Model. Biosensors & Bioelectronics, 5(5), 367-378.  

151. Albery, W. J., Cass, A. E. G., & Shu, Z. X. (1990). Inhibited Enzyme Electrodes .2. 

The Kinetics of The Cytochrome-Oxidase System. Biosensors & Bioelectronics, 5(5), 379-

395.  

152. Albery, W. J., Cass, A. E. G., Mangold, B. P., & Shu, Z. X. (1990). Inhibited Enzyme 

Electrodes .3. A Sensor for Low-Levels of H2s and Hcn. Biosensors & Bioelectronics, 5(5), 

397-413. Retrieved From 

Http://Gateway.Webofknowledge.Com/Gateway/Gateway.Cgi?Gwversion=2&Srcapp=Partne

r_App&Srcauth=Linksamr&Keyut=Wos:A1990du13300004&Destlinktype=Fullrecord&Dest

app=All_Wos&Usrcustomerid=1ba7043ffcc86c417c072aa74d649202 
153. Cass, A. E. G., Manuel, D. C., & Jones, S. (1988). Coupling of Dehydrogenase 

Reactions and The Bacterial Luciferase System. Journal of Bioluminescence and 

Chemiluminescence, 2(4), 190.  
154. Anderson, J. C., Cass, A. E. G., Hartley, B. S., Hartley, P., & Ray, N. (1988). Easy to 

Use Bioluminescent Reagents - Bacterial Luciferase in Tablet Form and A Portable 

Luminometer. Journal of Bioluminescence and Chemiluminescence, 2(4), 175.  

155. Ribbons, D. W., Cass, A. E. G., Rossiter, J. T., Taylor, S. J. C., Woodland, M. P., 

Widdowson, D. A., . . . Martin, R. E. (1987). Aromatic Biotransformations .8. 

Biotransformations of Fluoroaromatic Compounds. Journal of Fluorine Chemistry, 37(3), 

299-326. Doi:10.1016/S0022-1139(00)81968-5 

156. Albery, W. J., Bartlett, P. N., Cass, A. E. G., Eisenthal, R., & Higgins, I. J. (1987). 

Amperometric Enzyme Electrodes. Philosophical Transactions of The Royal Society of 
London Series B-Biological Sciences, 316(1176), 107-119. Doi:10.1098/Rstb.1987.0021 

157. Cass, A. E. G., Ribbons, D. W., Rossiter, J. T., & Williams, S. (1987). 

Biotransformation of Aromatic-Compounds - Monitoring Fluorinated Analogs by Nmr. Febs 
Letters, 220(2), 353-357. Doi:10.1016/0014-5793(87)80845-1 

158. Albery, W. J., Bartlett, P. N., Cass, A. E. G., & Sim, K. W. (1987). Amperometric 

Enzyme Electrodes .4. An Enzyme Electrode for Ethanol. Journal of Electroanalytical 

Chemistry, 218(1-2), 127-134. Doi:10.1016/0022-0728(87)87011-0 

159. Rossiter, J. T., Williams, S., Cass, A. E. G., & Ribbons, D. W. (1987). Aromatic 

Biotransformations .2. Production of Novel Chiral Fluorinated 3,5-Cyclohexadiene-Cis-1,2-

Diol-1-Carboxylates. Tetrahedron Letters, 28(43), 5173-5174. Doi:10.1016/S0040-

4039(00)95620-X 

160. Cass, A. E. G., Ribbons, D. W., Rossiter, J. T., & Williams, S. (1986). C-13 Nuclear-

Magnetic-Resonance Studies Invivo on The Metabolism of [1-C-13] Benzoate by Mutants of 

Pseudomonas-Putida. Biochemical Society Transactions, 14(6), 1268-1269.  

161. Albery, W. J., Cass, A. E., Hubbard, J. A. M., & Shu, Z. X. (1986). Direct 
Electrochemical Studies of Ligand-Binding Reactions to Cytochrome-C-Oxidase. Biochemical 

Society Transactions, 14(6), 1212-1213.  

162. Manuel, D. C., Rangarajan, M., & Cass, A. E. G. (1986). The Role of Carboxyl 

Groups in The Activity and Subunit Interactions of Bacterial Luciferase. Biochemical Society 

Transactions, 14(6), 1285-1286.  

163. Wakefield, L. M., Cass, A. E. G., & Radda, G. K. (1986). Electron-Transfer Across 

The Chromaffin Granule Membrane - Use of Electron-Paramagnetic-Res to Demonstrate 

Reduction of Intravesicular Ascorbate Radical by The Extravesicular Mitochondrial Nadh-

Ascorbate Radical Oxidoreductase. Journal of Biological Chemistry, 261(21), 9746-9752.  

164. Wakefield, L. M., Cass, A. E. G., & Radda, G. K. (1986). Functional Coupling 

Between Enzymes of The Chromaffin Granule Membrane. Journal of Biological Chemistry, 

261(21), 9739-9745.  

Abbott Ex. 1002 - 135/138



Page 11 of 13 

165. Albery, W. J., Bartlett, P. N., Cass, A. E. G., Craston, D. H., & Haggett, B. G. D. 

(1986). Electrochemical Sensors - Theory and Experiment. Journal of The Chemical Society-
Faraday Transactions I, 82, 1033-1050. Doi:10.1039/F19868201033 

166. Cass, A. E. G., Davis, G., Green, M. J., & Hill, H. A. O. (1985). Ferricinium Ion As 

An Electron-Acceptor for Oxido-Reductases. Journal of Electroanalytical Chemistry, 190(1-

2), 117-127. Doi:10.1016/0022-0728(85)80081-4 

167. Cass, A. E. G., Davis, G., Hill, H. A. O., & Nancarrow, D. J. (1985). The Reaction of 

Flavocytochrome-B2 with Cytochrome-C and Ferricinium Carboxylate - Comparative 

Kinetics by Cyclic Voltammetry and Chronoamperometry. Biochimica Et Biophysica Acta, 

828(1), 51-57. Doi:10.1016/0167-4838(85)90008-1 

168. Cass, A. E. G., Davis, G., Francis, G. D., Hill, H. A. O., Aston, W. J., Higgins, I. J., . . 

. Turner, A. P. F. (1984). Ferrocene-Mediated Enzyme Electrode for Amperometric 

Determination of Glucose. Analytical Chemistry, 56(4), 667-671. Doi:10.1021/Ac00268a018 

169. Wakefield, L. M., Cass, A. E. G., & Radda, G. K. (1984). Isolation of A Membrane-
Protein by Chromatofocusing - Cytochrome-B-561 of The Adrenal Chromaffin Granule. 

Journal of Biochemical and Biophysical Methods, 9(4), 331-341. Doi:10.1016/0165-

022x(84)90017-4 
170. Cass, A. E. G., Davis, G., Hill, H. A. O., Nancarrow, D., & Walton, N. J. (1983). The 

Electrochemistry of Cytochrome-C and Its Uses As A Mediator. Abstracts of Papers of The 
American Chemical Society, 185(Mar), 46-Inor.  

171. Wakefield, L. M., Cass, A. E., & Radda, G. K. (1982). Functional Coupling Between 

Chromaffin Granules and Mitochondria Via The Granule Cytochrome-B. Federation 
Proceedings, 41(4), 893.  

172. Cass, A. E. G. (1982). Oxidases and Reductases. Inorganic Biochemistry, 3, 183-267. 

Doi:10.1039/9781847556363-00183 

173. Dunbar, J. C., Johansen, J. T., Cass, A. E. G., & Hill, H. A. O. (1980). Assignment of 

The Metal-Histidine Ligands From The Tritium Exchange-Rate of The Histidine C-2 Protons 

in The Cu-(Ii), Zn-(Ii)-Superoxide Dismutase From Saccharomyces Cerevisiae. Carlsberg 

Research Communications, 45(4), 349-359. Doi:10.1007/Bf02906183 

174. Cass, A. E. G., Eddowes, M. J., Hill, H. A. O., Uosaki, K., Hammond, R. C., Higgins, 

I. J., & Plotkin, E. (1980). Electrochemical, Photoelectrochemical, Electrocatalytic and 

Catalytic Reduction of Redox Proteins. Nature, 285(5767), 673-674. Doi:10.1038/285673a0 

175. Cass, A. E. G., Hill, H. A. O., Bannister, W. H., & Bannister, J. V. (1979). Selective 

Deuteration of Histidine Residues in Bovine Superoxide Dismutase. Biochemical Society 
Transactions, 7, 716-717. Doi:10.1042/Bst0070716 

176. Cass, A. E. G., Hill, H. A. O., Bannister, J. V., Bannister, W. H., Hasemann, V., & 

Johansen, J. T. (1979). Exchange of Histidine C-2 Protons in Superoxide Dismutases - Novel 

Method for Assigning Histidine Metal Ligands in Proteins. Biochemical Journal, 183(1), 127-

132.  

177. Cass, A. E. G., Hill, H. A. O., Bannister, J. V., & Bannister, W. H. (1979). Zinc(Ii) 

Binding to Apo-(Bovine Erythrocyte Superoxide-Dismutase). Biochemical Journal, 177(2), 
477-486.  

178. Cass, A. E. G., Galdes, A., Hill, H. A. O., & Mcclelland, C. E. (1978). Binding of 

Zinc(Ii) to Bleomycin - Investigation Using H-1 Nmr-Spectroscopy. Febs Letters, 89(2), 187-

190. Doi:10.1016/0014-5793(78)80214-2 

179. Cass, A. E. G., Hill, H. A. O., Hasemann, V., & Johansen, J. T. (1978). H-1 Nuclear 

Magnetic-Resonance Spectroscopy of Yeast Copper-Zinc Superoxide-Dismutase - Structural 

Homology with The Bovine Enzyme. Carlsberg Research Communications, 43(6), 439-449. 

Doi:10.1007/Bf02906114 

180. Cass, A. E. G., Galdes, A., Allen, H., Hill, O., Mcclelland, C. E., & Storm, C. B. 

(1978). Heavy-Metal Binding to Biological Molecules - Identification of Ligands by 

Observation of Hg-199-H-1 Coupling. Febs Letters, 94(2), 311-314. Doi:10.1016/0014-

5793(78)80964-8 

Abbott Ex. 1002 - 136/138



Page 12 of 13 

181. Cass, A. E. G., Hill, H. A. O., Smith, B. E., Bannister, J. V., & Bannister, W. H. 

(1977). Carbon-2 Proton-Exchange At Histidine-41 in Bovine Erythrocyte Superoxide-

Dismutase. Biochemical Journal, 165(3), 587-589.  

182. Cass, A. E. G., Hill, H. A. O., Smith, B. E., Bannister, J. V., & Bannister, W. H. 

(1977). Investigation of the Structure of Bovine Erythrocyte Superoxide-Dismutase by H-1 

Nuclear Magnetic-Resonance Spectroscopy. Biochemistry, 16(14), 3061-3066. 

Doi:10.1021/Bi00633a003 

Edited Books 

1. Cass Tony (2013) Encyclopaedia of Biophysics: Section Editor Biomaterials and Biosensors 
2. Cooper, J.M. & Cass A.E.G. (2004). Biosensors: a practical approach (2nd ed ed.). Oxford 

University Press. 

3. Cass, A. E. G. & Ligler, F. S. (1998). Immobilized biomolecules in analysis. Oxford 

University Press, USA. 

4. Cass, A. (1989). Biosensors A Practical Approach. IRL Press 
Book Chapters 

1. Cass, AEG & Sharma, S (2017) Microneedle Enzyme Sensor Arrays for Continuous in 

Vivo Monitoring in Methods in Enzymology 589 413-428 
2. Maniyam, M.N., Yaacob, N.S., Sjahrir F., Nagarajan J., Nagarajan J., Cass A.E.G., 

Nawawi, N.M. and Ibrahim, A.L. (2016) Rhodococcus UKMP-5M: A Versatile 

Bioremediation Microorganism in Biodegradation Properties, Analysis and Performance 

Ed. Jaime Alvarez pp1-78  

3. Sharma, S., Srisa-Art, M., Scott, S., Asthana, A., & Cass, A. (2013). Droplet-based 
microfluidics. (Vol. 949). doi:10.1007/978-1-62703-134-9_15 

4. Cass A.E.G. “Enzymology” in “Handbook of Biosensors and Biochips” Wiley London 

(2007) 

5. Cass A.E.G. “Organometallics in Biosensing” in “Comprehensive Organometallic 

Chemistry III.” Volume 12 589-602 Elsevier London (2007) 

6. Radomska A., Singhal S. and Anthony Cass “Protein Engineering for Biosensors” in 

“Body Sensor Networks” Ed G.-Z. Yang Springer London (2006) 

7. Cass T. “Small Molecule Fluorescent Probes for Protein Labelling and Their Application 

to cell-based Imaging (including FlAsH etc.)” in Encyclopedia of Genetics, Genomics, 

Proteomics and Bioinformatics. Published online (2005) 

8. Cass, A.E.G. “Biosensors”, in “Encyclopedia of Molecular Medicine”. R. Creighton. 

(Wiley Interscience New York) 369-371 (2002) 

9. Topoglidis, E., Campbell C. J., Cass A. E. G. and Durrant J. R “Biosensors based on 

protein adsorption on nanoporous TiO2 films” in Chemical and Biological Sensors and 
Analytical Methods II, M. A. Butler, P. Vanysek and N. Yamazoe, Eds, (2001) pp. 196-

202, Electrochem. Soc. Publ. 

10. Cooper JM, Cass T, Steel, A and Yang, H “Microfabricated Biochip Platforms for Cell 

Analyses” in “Biochip Technology” Ed J Cheng & L Kricka (Harwood Academic 

Publishers) 309-324 (2001) 
11. Cass, A. E. G. “Biosensors”. in “Encyclopedia of Molecular Biology and Molecular 

Medicine”. Meyers. R. A. ed (VCH, New York). 1: 1996, 177-192 

12. Cass, A. E. G. “Biosensors”. in “Molecular Biology and Biotechnology. A 

Comprehensive Desk Reference”. Meyers. R. A. ed (VCH, New York) 1995, 110-114 

13. Cass, A. E. G. “Superoxide Dismutases” in “Handbook of Metal-Ligand Interactions in 

Biological Fluids”. Berthon G. ed (Dekker New York). 1: 1995, 372-387. 

14. Cass, A. E. G. and M. H. Smit “Horseradish peroxidase: A versatile enzyme for 

electrochemical biosensors” in “New Trends in Electrochemical Biosensors”. Costa G. 

and Miertus. S.eds (World Scientific Publishing, Singapore) 1992, 25-42 

15. Athwal, G. K., E. A. El-Kholy and A. E. G. Cass. “Amplified Bioluminescence Assays” in 

“Bioluminescence and Chemiluminescence”. Stanley P. E. and Kricka L. J. eds (Wiley 

Chichester) 1991 

16. Cass, A. E. G. and E. Kenny “Protein Engineering and its Potential Application to 

Biosensors”. in “Biosensors. Fundamentals and Applications”. Turner, A. P. F., Karube I. 

Abbott Ex. 1002 - 137/138



Page 13 of 13 

and Wilson G. S. (Oxford University Press, Oxford): 1987 113-132 

17. Cass, A. E. G. “Superoxide Dismutases”. in “Metalloproteins”. Harrison P. ed (Macmillan 

London) 1985: 121-156. 

18. Cass, A. E. G. and H. A. O. Hill “Nuclear magnetic resonance Spectroscopy of Copper 

Proteins” in “Copper Proteins and Copper Enzymes”. Lontie. R. ed (CRC Press Boca 

Raton),. 1: 1984, 63-91. 

19. Cass, A. E. G., G. Davis, H. A. O. Hill, I. J. Higgins, E. V. Plotkin, A. P. F. Turner and W. 

J. Aston “Amperometric enzyme electrodes for glucose determination”. in “Charge and 

Field Effects in Biological Systems”. Allen M. J. and. Usherwood P. N. R eds. (Abacus 

Press Tunbridge Wells) 1984 

20. Higgins, I. J., R. C. Hammond, E. Plotkin, H.A.O.Hill, K. Uosaki, M. J. Eddowes and A. 

E. G. Cass “Electroenzymology and Biofuel Cells” in “Hydrocarbon Biotechnology”. 

Harrington D.E.F., Higgins I. J. and. Watkins R. (Heyden London) 1980 181-193. 

21. Cass, A. E. G. and H. A. O. Hill “Anion binding to copper (I) superoxide dismutase: A 
high resolution proton nuclear magnetic resonance study” in “Chemical and Biochemical 

Aspects of Superoxide and Superoxide Dismutases”. Bannister J. V. and H. A. O. Hill eds 

. (Elsevier New York). 11A: 1980 290-298.. 
22. Bannister, J. V., W. H. Bannister, A. E. G. Cass, H. A. O. Hill and J. T. Johansen (1980). 

“A comparison of the active site structures of bovine, human, yeast and swordfish 

superoxide dismutases” in. “Chemical and Biochemical Aspects of Superoxide and 

Superoxide Dismutases”. Bannister J. V. and H. A. O. Hill. Eds (Elsevier, New York),. 

11A 

23. Cass, A. E. G., H. A. O. Hill and B. E. Smith “The investigation of the proton magnetic 

resonance spectra of some copper proteins” in “Structure and Function of Haemocyanins”. 

Bannister, J. V. ed. (Springer. Berlin) 1977, 

 

 

Abbott Ex. 1002 - 138/138


	Tony Cass CV + publications.pdf
	Tony Cass Publications.pdf
	Publications
	Edited Books
	Book Chapters





