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METHOD AND APPARATUS FOR ASSAY OF 
ELECTROCHEMICAL PROPERTIES 

0001. The use of electrochemical means of detection has 
often been chosen for its simplicity, both in terms of device 
manufacture and in terms of ease of use. The principle mode 
of selectivity of electrochemistry (both for amperometric 
and potentiometric modes) is the reduction-oxidation (also 
called “redox') potential of the analyte (which is the chemi 
cal species of electrochemical interest). For example, using 
the technique of amperometry (where the potential is applied 
to the electrode, and the resulting current is measured), the 
Selectivity towards the analyte is achieved based on the 
redox potential of the analyte. 

0002 The signal that is generated at the electrode can 
depend on many factors and properties of the electrochemi 
cal System. Examples of properties of the Sample that affect 
the transport of the analyte include Viscosity, temperature, 
density, and ionic strength. The variations that affect the 
transport of the analyte can Subsequently affect the measured 
electrochemical Signal. Examples of Such transport mecha 
nisms include diffusion, migration, and convection. 
0003. In another example, the properties of the electrode 
itself can affect the transport of the analytes and/or the 
kinetics of any reactions that may generate the measured 
electrochemical Signals. Examples of Such properties 
include the effective electrode area, the geometry of the 
electrodes, the geometry of the Sample chamber, the extent 
of electrode fouling, diffusional barrier membranes over the 
electrode, and catalytic properties of the electrode material. 

0004 Electrochemical sensors are commonly found in a 
number of Sensing applications, from medical biosensors to 
environmental and gas Sensors. There are commonly two 
modes of electrochemical measurement, amperometric and 
potentiometric. Amperometric Sensors operate on the prin 
ciple of applying a Voltage potential to an electrode and 
measuring the resulting current. Examples of amperometric 
Sensors include most commercial glucose biosensors and 
many gas Sensors. Potentiometric Sensors operate on the 
principle of applying a current to an electrode and measuring 
the resulting potential. It is often the case that the applied 
current is kept at Zero amps. The pH electrode is an example 
of a potentiometric Sensor. 

0005 FIG. 1 shows the action of an amperometric sensor 
in which a voltage is applied to the electrode 310 which 
causes a particular analyte (the Substance being measured) in 
the sample to be oxidized (i.e., giving up electrons to the 
electrode). The oxidation causes a current 315 to be gener 
ated which can then be detected and analyzed. The potential 
at which the analyte oxidizes is called the “oxidation poten 
tial” of the analyte. 
0006 Generally speaking, the term “redox potential” is 
used to indicate the potential at which an analyte is either 
oxidized or reduced. In the sensor of FIG. 1, ferrocyanide 
(“FERRO”) 300 transfers electrons to the electrode if the 
potential is high enough to cause the electrochemical reac 
tion to occur. Once the electrons are transferred, ferrocya 
nide is oxidized to ferricyanide (“FERRI”) 305. 
0007 Thus, in FIG. 1, a sufficiently high potential is 
being applied to oxidize ferrocyanide, the reduced form of 
the electroactive species, to the oxidized form, ferricyanide, 
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and the resultant current 315 detected by the electrode 
depends on the concentration of the reduced species. 
0008 AS discussed above, the current from amperometric 
Sensors depends on a number of factors in addition to the 
concentration of the analyte of interest. Traditional ampero 
metric methods rely on the assumption that only the con 
centration of the analyte changes from measurement to 
measurement; hence, when other factors of the electro 
chemical System vary, the measured signal and the estimate 
of the analyte concentration can be incorrect. Potentiometric 
Sensors also Suffer from related factors, including transport 
of the analyte and electrode fouling. Variations in these 
factors would add uncertainty and error to the measured 
signal. For example, FIG. 2 shows the DC current from two 
amperometric Sensors where the effective electrode area is 
changed. Data points 455 are measured in a Sample con 
taining 10 mM ferrocyanide. Data points 450 are measured 
in a Sample containing 20 mM ferrocyanide. In both cases, 
as the electrode area varies, the measured DC current Signal 
varies as well. Furthermore, for a given electrode area, 
increasing the analyte concentration from 10 mM to 20 mM 
results in measuring an increased current Signal. This illus 
trates the dependence of the measured DC current Signal on 
the electrode area and on the analyte concentration. 
0009. Several factors may contribute to a sensor having 
variable electrode area. One Source may be errors during 
manufacturing that may lead to variability in the electrode 
area from Sensor to Sensor. Another factor may be deterio 
ration of the electrode during use. Another factor may be 
incomplete contact of the Sample with the Sensor electrode, 
examples of which are illustrated in FIGS. 8 and 9. 
0010 FIGS. 8a through 8c are schematic diagrams of a 
typical electrochemical test Strip that forms the basis for 
many commercially available glucose biosensors. In FIG. 
8a, there are two electrodes 355, each of which is connected 
to leads 350 that interface with the electronics of the meter. 
The electrodes 355 and leads 350 may be coupled to a 
support substrate 375. In this example, the test strip uses a 
commonly used 2-electrode configuration. In FIG. 8a, the 
sample 360 completely covers both electrodes, ensuring that 
the entire electrode area of each electrode is in contact with 
the sample. In FIG. 8b, sample 370 covers one electrode 
completely but partially covers the other electrode. In FIG. 
8c, sample 365 partially covers both electrodes. 
0011 FIG. 9 illustrates partial coverage of electrodes by 
a Sample for a different geometry of electrodes. In this 
example, an electrochemical test Strip is made with two 
electrodes facing each other in a parallel plate design. 
Electrode 400 and electrode 405 are supported by a solid 
substrate material 420. Sample 410 fills the sample chamber 
and covers both electrode areas fully. Sample 415, however, 
only partially covers both electrode areas and results in a 
System of reduced effective electrode area. Such incomplete 
coverage of the electrode Surface can be a result of partial 
filling of the Sample chamber. In one example, diabetic 
patients that make blood glucose measurements must often 
use Such electrochemical test Strips to make measurements 
of blood glucose. In Such cases, if enough blood does not 
enter into the Sample chamber, incomplete coverage of the 
electrode System can result, yielding inaccurate glucose 
estimates. Thus, a method to assess the effective electrode 
area that is independent of the analyte concentration would 
be useful. 
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0012 Furthermore, the volume of sample that enters into 
the test strip can be estimated. Referring to FIG. 9, if the 
three dimensions of the Sample chamber that contains 
sample 415 are known, then the volume of sample 415 can 
be estimated by Scaling the total geometric Volume of the 
Sample chamber by the fractional amount of the electrode 
coverage. In one example, the total Volume of the Sample 
chamber is 100 mL. If sample 415 is determined to cover 
75% of the electrode 405, then one estimate of the volume 
of sample 415 would be (0.75)* 100 nL=75 nL. The estimate 
of the Sample Volume would be useful when making mea 
Surements that depend on knowing the Volume of the Sample 
in the electrochemical cell. One example of where this 
knowledge would be useful is in coulometry. 

0013 FIG. 4 illustrates the problem of electrode fouling 
with electrochemical Sensors. Electrode fouling, also called 
sensor fouling, is a term that describes material 320 adher 
ing, adsorbing, or otherwise coating all or part of the 
electrode 310. In this example, the analyte is ferrocyanide 
300 which must move through the fouling material 320 and 
then react at the electrode 320 in an oxidation reaction that 
yields an electronic current 315 in the electrode 310. The 
product of the reaction is ferricyanide 305 which then moves 
back out of the fouling material 320. One example of when 
electrode fouling may occur is during extended use of the 
Sensor in environments that could cause fouling, Such as 
implanting a biosensor into the body or deploying gas 
Sensors in environments containing Sulfides. In Such situa 
tions, as well as other situations that would be apparent to 
one skilled in the art, material may deposit onto the elec 
trode, causing a distorted Signal to be measured. Often, the 
measured Signal intensity decreases as the amount of elec 
trode fouling increases until ultimately the Sensor becomes 
insensitive to the target analyte. In other cases, the fouling 
material may act as a catalyst for certain chemical reactions 
and the Sensor's response may actually be enhanced. In 
either case, if the Sensor's response is altered due to fouling, 
then the resulting measurement is inaccurate. 

0.014. In the calibration curves shown in FIG. 3, data 
points 470 measure the DC current from samples with 
different concentrations of ferrocyanide with an electrode 
that is not fouled. Data points 480 measure the DC current 
from Samples with different concentrations of ferrocyanide 
with an electrode that is fouled by a coating of 3.33 ug of 
cellulose acetate. Data points 490 measure the DC current 
from Samples with different concentrations of ferrocyanide 
with an electrode that is fouled by a coating of 10 ug of 
cellulose acetate. This example illustrates that the measured 
DC current Signal in this amperometric Sensor depends on 
both the analyte concentration and the extent of electrode 
fouling. Thus, a low DC signal may be the result of either 
low analyte concentration or due to increased electrode 
fouling. Thus, a means to determine the extent of electrode 
fouling which is independent of analyte concentration would 
be useful. Such a method could then be used to adjust the 
measured current Signal and correct for Signal distortion 
caused by electrode fouling. 

0.015 Although the previous two examples were illus 
trated with amperometric Sensors, one of ordinary skill in the 
art will recognize the application to potentiometric Sensors. 
Potentiometric Sensors also rely on analyte coming into the 
proximity of the electrode. 
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0016. Thus, when electrochemical means of detection are 
used, the environmental factors-including the properties of 
the Sample that contain the analyte-may heavily influence 
the Signal that is measured. Such factors may introduce 
inaccuracies into the measurement, including but not limited 
to, change in calibration and change in Sensitivity. Hence a 
method and apparatus for detecting properties of the envi 
ronment that may affect the measured Signal, including 
dielectric constant of the Sample or the electrode, effective 
electrode area, and ionic Strength of the Sample, would 
benefit electrochemical Sensor Systems and may allow for 
corrections to be made to the estimated analyte concentra 
tion, calculated from the measured Signal, based on the 
information about the environmental factors. 

SUMMARY OF THE INVENTION 

0017. An embodiment of the present invention relates to 
a method for monitoring a Select analyte in a Sample in an 
electrochemical System. The method includes applying to 
the electrochemical System a time-varying potential Super 
imposed on a DC potential to generate a signal; and dis 
cerning from the Signal a contribution from the Select 
analyte by resolving an estimation equation based on a 
Faradaic Signal component and a nonfaradaic Signal com 
ponent. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0.018. The accompanying drawings, which are incorpo 
rated in and constitute a part of this specification, illustrate 
several embodiments of the invention and together with the 
description, Serve to explain the principles of the invention. 
0019 FIG. 1 is an amperometric sensor for measuring 
ferrocyanide; 

0020 FIG. 2 is a chart showing the increase in DC 
current due to increase in electrode area for two Samples 
with different ferrocyanide concentration; 

0021 FIG. 3 is calibration curves showing the increase 
in DC current due to increasing concentration of ferrocya 
nide using three electrodes with different extents of fouling, 
0022 FIG. 4 is an amperometric sensor for measuring 
ferrocyanide where the electrode is fouled; 
0023 FIG. 5 is flow diagram illustrating a method for 
processing electrochemical Signals in accordance with an 
illustrative embodiment; 

0024 FIG. 6 is flow diagram illustrating a method for 
processing electrochemical Signals in accordance with 
another illustrative embodiment; 

0025 FIG. 7 is a system for processing electrochemical 
Signals in accordance with another illustrative embodiment; 
0026 FIG. 8 shows three examples of how a sample can 
make contact with electrodes for one particular geometric 
organization of electrodes, 

0027 FIG. 9 shows two examples of how a sample can 
make contact with electrodes for another particular geomet 
ric organization of electrodes, 
0028 FIG. 10 shows calibration curves for ferrocyanide 
obtained with electrodes of two different effective areas; 
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0029 FIG. 11 shows a waveform applied to an electrode 
System in accordance with an example performed using the 
methods of FIG. 5 and FIG. 6; 
0030 FIG. 12 shows how a vector in the complex plane 
can be decomposed into a real part and an imaginary part; 
0031 FIG. 13 is a chart showing the increase of the 
imaginary component of the AC current with increasing 
electrode area from measurements made from two Samples 
containing different concentrations of ferrocyanide; 
0.032 FIG. 14 is a chart showing the dependence of the 
DC current on the extent of electrode fouling from three 
Samples containing different amounts of ferrocyanide; 
0033 FIG. 15 shows how the relationship between the 
Slope and intercept of a calibration curve, that relates con 
centration of ferrocyanide to DC current, depends on the 
extent of electrode fouling, 
0034 FIG. 16 is a chart showing the amplitude of the AC 
current for different concentrations of ferrocyanide as mea 
sured with three electrodes with different extents of fouling; 
0035 FIG. 17 shows the value of the AC current for 
measurements made with electrodes with different extents of 
fouling, 

0.036 FIG. 18 is a glucose meter in accordance with an 
illustrative embodiment; and 

0037 FIG. 19 is an illustration of a fuel tank containing 
Spatially Separated layers of petrol and water. 

DETAILED DESCRIPTION 

0.038 Reference will now be made in detail to several 
illustrative embodiments of the present invention, examples 
of which are shown in the accompanying drawings. Wher 
ever possible, the same reference numbers will be used 
throughout the drawings to refer to the same or like parts. 

0.039 Systems and methods are provided herein for 
improving the accuracy and productivity of Sensors via 
digital Signal processing techniques. In particular, in accor 
dance with certain illustrative embodiments, methods are 
provided herein for monitoring environmental effects that 
can affect the measured Sensor Signal, e.g. effective electrode 
area and/or extent of fouling, to correct for measurement 
errors. In this way, a change in the measured signal that is 
due to an environmental factor can be Substantially reduced 
to more accurately measure the concentration of a target 
analyte, Such as ferrocyanide. 

0040 AS used herein, the term “transducer” refers to a 
Substance or apparatus that converts energy of one form into 
energy of another form. Examples of transducers include, 
but are not limited to, electrodes, light emitting diodes, 
photo diodes, piezoelectric material, and microphones. 

0041 AS used herein, the term “capacitive properties” 
refers to any and all properties of a System that may 
contribute and/or affect the capacitance of the System and 
includes, but is not limited to, the electrode area, the 
dielectric constant, the permittivity, double-layer character 
istics, ionic Strength of a Sample, and the capacitance. 

0042. As used herein, the term “blank” refers to a sample 
that is comprised of Supporting electrolyte. 
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0043. As used herein, the term “background” can be used 
interchangeably with the term “blank” and refers to the 
Signal that is generated by a blank Sample. 
0044 As used herein, the term “CDAS' refers to capaci 
tive dominated admittance spectra and indicates the fre 
quency range in which the admittance values of the elec 
trochemical System is dominated by the capacitive 
components of the electrochemical System; this may gener 
ally be towards the higher frequency range but may be in 
other ranges depending on the characteristics of the particu 
lar electrochemical System under consideration. 
0045. As used herein, the term “ESS" refers to an elec 
trochemical Signal Source, which is an entity in a Sample that 
can give rise to an electrochemical signal; the term “ESSs' 
is used to refer to the plural of ESS. A common ESS is an 
electroactive chemical Species, but the invention is not 
limited to the assay of Signals only from Such Sources and 
includes non-electroactive chemical Species, background 
electrolyte, double-layer capacitance, non-chemical Sources, 
and Sources not in the Sample Such as electromagnetic 
interference, commonly known as RF interference. 
0046) As used herein, the term “ESSI” refers to an ESS 
that is of interest to be measured including, but not limited 
to, chemical Species, or the background composition of a 
Sample that may give rise to the background or blank Signal, 
or the capacitance that may be measured by the transducer 
Sample interface. 

0047 The term “variation” as used herein, refers to the 
absolute value of the difference between the maximum value 
and the minimum value of a waveform during the course of 
its application. 

0048. As used herein, the term “TSI” refers to the trans 
ducer-Sample interface that is comprised of the interface 
between the transducer and the Sample that may contain a Set 
of ESSS. 

0049. As used herein, the term “FFT" refers to Fast 
Fourier Transform. 

0050. As used herein, the term “FT" refers to Fourier 
Transform. 

0051. As used herein, the term “DFT" refers to discrete 
Fourier Transform. 

0.052 As used herein, the term “WT" refers to Wavelet 
Transform. 

0053 As used herein, the term “DTFT" refers to discrete 
time Fourier Transform. 

0054 As used herein, the term “ADC” refers to an 
analog-to-digital converter. 

0055 As used herein, the term “derived quantities” refers 
to quantities that may be computed with reference to the 
measured data from the electrochemical System and external 
Sources of data and/or information. 

0056. As used herein, the term “Faradaic” refers to elec 
trochemical reactions in which electronic charge is trans 
ferred across the TSI. These reactions refer to an oxidation 
or reduction of an analyte. 
0057. As used herein, the term “effective electrode area’ 
refers to the electrode area that is in electrolytic contact with 
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the sample. The effective electrode area may be varied by 
altering the geometry of the electrode or by partial contact 
of the electrode to the sample. 
0.058 As used herein, the term “extent of electrode foul 
ing” refers to the amount, geometry, density, and/or com 
position of material that may adsorb or otherwise coat all or 
part of an electrode or Sensor. 
0059 AS used herein, the term “environmental factors” 
refers to properties and/or factors other than the analyte 
concentration that affect the measured electrochemical Sig 
nal. Examples include, but are not limited to, electrode area, 
extent of electrode fouling, dielectric of the Sample, tem 
perature, and ionic concentration of the Sample. 
0060 AS used herein, the term “electrolytic contact” 
refers to having an electrochemical System comprised of at 
least one electrode deployed in a manner So as to gather 
electrochemical information from a Sample. Examples 
include, but are not limited to, an electrode in physical 
contact with a Sample, an electrode Separated from a Sample 
by a membrane, a film, or other material, and an electrode 
Separated from a Sample by an aqueous medium. Examples 
of electrochemical information include Faradaic current, 
nonfaradaic current, and chemical potential. 
0061 AS used herein, the term “electrochemical system” 
refers to a System comprised of at least one electrode used 
to gather electrochemical data. Examples of electrochemical 
Systems include two-electrode configurations, three-elec 
trode configurations, and electrode arrayS. 
0.062. As used herein, the term “electrode set' refers to an 
electrochemical System comprised of at least one electrode. 
0.063 AS used herein, the term “spectral analysis” refers 
to a method of analyzing the spectral content of a signal or 
portion of a signal. Examples of methods used for spectral 
analysis include FT, FFT, DFT, DTFT, and WT. 
0064 FIGS. 5-7 show an illustrative embodiment of a 
method and System for determining the Signal variation due 
to environmental factors that alter an electrochemical Signal 
in response to an applied Voltage waveform. For example, 
Signal variations caused by environmental factors may be 
quantified and corrected, if necessary, by altering the appar 
ent measured analyte concentration estimate. FIGS. 5 and 6 
illustrate embodiments of the method in flow diagram form. 
0065 FIG. 7 shows a more detailed example of a system 
for carrying out the methods of FIGS. 5 and 6, but it should 
be understood that the methods of FIGS. 5 and 6 could be 
implemented by any number of different Systems and appa 
ratus. For example, the system of FIG. 7 could in turn be 
implemented as a handheld tester, Such as for testing glucose 
concentrations in blood. 

0.066 FIG. 7 illustrates an exemplary method for iden 
tifying and quantifying the capacitive properties of the TSI 
according to an embodiment of the present invention. All 
arrows represent a set of communication channels, unless 
otherwise labeled, and can include but are not limited to, 
electrical transmission via physical conductors, wireleSS 
transmission, and multiple channels of communication. The 
following Steps outline one exemplary apparatus and one 
exemplary process that illustrates the invention. 
0067. 1. A set of appropriate transducers 6 is deployed in 
a manner that is appropriate for detecting ESSS 4 in a Sample 
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2. In this example, the transducers 6 are electrodes that are 
placed in electrolytic contact at the transducer-Sample inter 
face 38 with a sample 2 containing multiple ESSs 4, labeled 
as ESS 1, ESS 2 and ESS n, where n signifies a number that 
represents an ESS that is unique from the other ESSS in the 
Sample 2. Other examples of transducers may include elec 
trodes with membranes, chemically-modified electrodes, or 
other elements that can be used as electrochemical trans 
ducers. 

0068 2. A control signal 34 is applied to transducer 6 
from a transducer control apparatus 12 which may be 
processed by an optional filtering process 10 Such as a circuit 
or a computation apparatus that executes the filtering pro 
ceSS. The filtering process 10 may be part of the transducer 
control apparatus 12. One benefit of a filter would be to 
remove unwanted noise from the applied Signal. In this 
embodiment, the control Signal 34 is a Voltage potential 
waveform that is applied by a transducer control apparatus 
12 in the form of a potentiostat circuit. A potentiostat is a 
circuit that is commonly used to control and record electro 
chemical data and is explained in “Electrochemistry: Prin 
ciples, Methods, and Applications”, 1 ed. Oxford Univer 
sity Press, 1993 by C. M. A. Brett and A. M. O. Brett. 
0069. 3. The time-domain signal 36 (that is, the current 
Signal that is generated, as a function of time) from the 
transducers 6 with the transducer control apparatus 12 is 
measured and, if needed, is Stored. An optional filtering 
process 8 may be part of this process, and furthermore may 
be part of the transducer control apparatus 12. The filtering 
process may be analogous to figure item 10 and would 
provide the useful benefit of removing unwanted Signal 
OSC. 

0070 4. The signal is optionally filtered using a filtering 
process 14. One example of Such a filter includes an anti 
aliasing filter used in conjunction with the process of con 
Verting analog signals to digital Signals. Other examples of 
filters obvious to one skilled in the art include high-pass 
filters, low-pass filters, band-pass filters, and band-Stop 
filters. 

0071 5. The signal is converted from analog to digital 
form to enable the processing of the Signal by a computing 
apparatus 18 using an ADC 16. This example illustrates the 
use of a digital computing apparatus to perform part of the 
invention method; however, a digital computing apparatus is 
used as an example and does not limit the invention. 
Examples of the computing apparatus 18 include analog 
circuits, digital circuits, microprocessors and microcontrol 
lers. Examples of currently used microcontrollers include 
Hitachi H8/3887, Texas Instruments 3185265-F, Sierra 
SC84036CV, Amtel S5640 ASIC, NEC FTA-R2 ACIC, 
Hitachi H8/3847, Panasonic MN101C097 KB1, ASIC (built 
around Intel 8051), etc. 
0072 6. The signal is filtered using a filtering process 20. 
Such a filter may be used to reshape and/or transform the 
Signal to a more optimal waveform that is better Suited for 
the other computational processes in the computing appa 
ratus 18. One example of such a filter may be a band-pass 
filter that just Selects a particular range of frequencies and 
Suppresses other frequencies from the measured signal. Such 
a filter would be useful if the current Signal were generated 
by a nonlinear electrochemical process, resulting in higher 
frequency components in addition to the fundamental fre 
quency that was used as the Voltage Stimulus. 
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0.073 7. The spectral content of the signal is character 
ized in terms of both the magnitude and phase angle of each 
frequency component of interest using a spectral analysis 
proceSS 22; a commonly used process is the FT and includes 
related processes such as the FFT, DFT, WT, DTFT. One of 
ordinary skill will recognize the possibility of using other 
Spectral analysis processes as appropriate for the System 
under consideration. 

0.074 8. The signal contribution from ESSs that give rise 
to capacitive properties of the System in the measured signal 
is determined using a capacitive property quantification 
proceSS 24. For example, one embodiment of Such a proceSS 
24 is: 

0075 a. Compute the high frequency signal spec 
trum and quantify the relevant features of this por 
tion of the Spectrum, Since the high frequency por 
tion of the Spectrum is expected to contain more 
information about the capacitive properties of the 
Signal. In one example, the magnitude and phase 
angle of the frequency spectrum are used as the 
features of the Signal. 

0076 b. Compute the values associated with capaci 
tive properties of the Signal; Such properties may 
include but are not limited to the impedance, the 
reactance, the resistance, and the capacitance, utiliz 
ing any external data Source A 26 that may be 
neceSSary. 

0.077 9. Compute other values that may be derived from 
the above computations using a derived quantity computa 
tion process that may make reference to an external data 
Source B30. Data source A26 and data source B may be the 
Same data Source. They represent means of Storing informa 
tion and can be different data structures within a Single 
memory unit. Examples of information that the external data 
Source B 30 may contain include properties of the transducer 
Such as the electrode area and frequency response curves for 
different applications, properties of the Sample Such as the 
ionic Strength, Viscosity, density, double-layer capacitance 
values, and dielectric constant; properties of any material in 
the Sample that may cause electrode fouling Such as dielec 
tric constants and related values, properties Such as dielec 
tric constants or thickness or capacitive properties of any 
membrane or Similar material that may cover the electrode. 
Examples of derived quantities include computing the con 
centration of the analyte by comparison to calibration data, 
computing the effective electrode area, computing the extent 
of electrode fouling, and computing the dielectric and per 
mittivity constants of the background electrolyte by com 
parison to equations and other data describing the compo 
sition of the electrolyte. 
0078 10. The derived quantities from the derived quan 

tity computation process 28 are used in a correction proceSS 
40 that corrects for distortions or variations the measured 
Signal 36 caused by environmental variations and physical 
variations which have been identified and quantified above. 
An example of a correction proceSS is to Scale the estimated 
analyte concentration that was determined by the derived 
quantity computation process 28 by a value that reflects the 
change in effective electrode area or by a value that reflects 
the extent of electrode fouling, as determined by the capaci 
tive property quantification proceSS 24. 
0079 11. The output 32 is generated in a usable form. 
Examples include transmitting the concentration values of 
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all ESSI in electronic format or displaying the estimated 
analyte concentration in an LCD display to the user of the 
SCSO. 

0080 FIGS. 5 and 6 refer to the processes that are 
implemented in the system of FIG. 7. Referring to FIG. 5, 
a waveform shape may be selected (step 100) and applied to 
an electrode System to measure Samples containing known 
concentrations of the analyte of interest. In the first example 
embodiment, the electrode area is varied Systematically with 
no electrode fouling as different concentrations of analyte 
are measured (steps 105, 110, 115, 120, 125) to gather 
calibration data. In the Second example embodiment, the 
electrode area is kept constant, but the extent of electrode 
fouling is varied, as different concentrations of analyte are 
measured (steps 105, 110, 130, 135, 140) to gather calibra 
tion data. 

0081. In these example embodiments, the stimulus wave 
form is selected (step 100) so that a signal component that 
depends on the concentration of the desired analyte and a 
Signal component that depends on environmental factors are 
measured. In this example, the two environmental factors 
that are illustrated are the effective electrode area and the 
extent of electrode fouling. According to an embodiment, 
the Stimulus waveform is chosen Such that the capacitive 
properties of the electrochemical System are extractable 
(step 110) and quantifiable. In an another embodiment, the 
Stimulus waveform is chosen Such that the capacitive signal 
components are much more Sensitive to the environmental 
factors (e.g. electrode area and electrode fouling) and much 
leSS Sensitive to the analyte concentration, thereby allowing 
for monitoring the effects of electrode area or electrode 
fouling that is independent of analyte concentration. This 
allows for quantification of just the environmental variation 
without dependence on the analyte concentration. 
0082) According to an embodiment that corrects for 
variations in effective electrode area, calibration data may be 
gathered by making measurements with electrodes of dif 
ferent known effective areas with Samples containing known 
different analyte concentrations (step 115). For measure 
ments made with each electrode area, calibration curves may 
be constructed that relate the Faradaic Signal component to 
the concentration of the analyte in the sample (step 120). 
Calibration curves may also be constructed that relate the 
capacitive Signal component to variations in electrode area 
when measuring Samples with different analyte concentra 
tions (step 120). In the system of FIG. 7, the filter process 
20, Spectral analysis proceSS 22, and capacitive quantifica 
tion process 24 can be used to quantify the capacitive signal 
component. 

0083. According to an embodiment, equations may be 
constructed to correct the calibration curve that estimates the 
analyte concentration based on a Faradaic Signal component 
for errors that may arise from variations in the effective 
electrode area of the Sensor using the capacitive calibration 
data that quantifies the effective electrode area (step 125). 
0084. Once the calibration curves and correction equa 
tions have been determined, in the system of FIG. 7, this 
information may be Stored in data Source A26 and/or in data 
Source B 30. The correction equations can be used in the 
correction process 40 to correct for an erroneous analyte 
estimate that has been altered by variations in the effective 
electrode area when a measurement is made in a Sample of 
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unknown analyte concentration and with an electrode where 
the effective electrode area is not known. 

0085) Referring to FIGS. 6 and 7, transducers 6 (illus 
trated as electrodes) may be placed into contact with the 
Sample 2 containing unknown concentration of analyte, 
indicated by ESS 4. The selected stimulus waveform (step 
105) may be applied to the electrodes by the potentiostat, 
indicated as the transducer control apparatus 12. The appli 
cation of this Stimulus waveform is illustrated as Signal 34. 
The response Signal 36 may be measured and analyzed by 
the computing apparatus 18 to quantify the capacitive and 
Faradaic signal components (step 110). The capacitive sig 
nal components, which have just been computed by Spectral 
analysis process 22 and capacitive property quantification 
proceSS 24, may be compared to calibration data Stored in 
data Source A26 to determine effective electrode area (Step 
200). The Faradaic signal component may then be compared 
with calibration data from data source B 30 to estimate the 
analyte concentration in the sample (step 225). 
0.086 This analyte estimate is not yet corrected for errors 
that may result from variations in effective electrode area. 
The correction equations from data source B 30 may used 
with the initial analyte estimates in a correction proceSS 40 
to adjust the estimated analyte concentration to account for 
changes in effective electrode area (step 205). The corrected 
analyte estimate may then be output 32 in a usable form, 
Such as using an LCD display (step 210). 
0.087 According to an embodiment that corrects for 
variations in the extent of electrode fouling, calibration data 
may be gathered by making measurements with electrodes 
of different known extents of fouling with Samples contain 
ing known different analyte concentrations (step 130). For 
these measurements, calibration curves may be constructed 
that relate the Faradaic Signal component to the concentra 
tion of the analyte in the sample (step 135). Calibration 
curves may also be constructed that relate the capacitive 
Signal component to variations in the extent of electrode 
fouling when measuring Samples with different analyte 
concentrations (step 135). In the system of FIG. 7, the filter 
proceSS 20, Spectral analysis proceSS 22, and capacitive 
quantification process 24 may be used to quantify the 
capacitive signal component. 

0088 According to an embodiment, equations are con 
Structed to correct the calibration curve that estimates the 
analyte concentration based on a Faradaic Signal component 
for errors that may arise from variations in the extent of 
electrode fouling using the capacitive calibration data that 
quantifies the extent of electrode fouling (step 140). 
0089. Once the calibration curves and correction equa 
tions have been determined, in the system of FIG. 7, this 
information may be Stored in, for example, data Source A26 
and/or in data source B30. The correction equations may be 
used in the correction proceSS 40, for example, to correct for 
an erroneous analyte estimate, Such as one that has been 
altered by variations in the extent of electrode fouling when 
a measurement is made in a Sample of unknown analyte 
concentration and with an electrode where the extent of 
fouling is unknown. 

0090 Referring to FIGS. 6 and 7, then, the electrode 
System (illustrated as transducers 6) may be placed into 
contact with the Sample 2 containing unknown concentration 
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of analyte (illustrated as ESS 4). The selected stimulus 
waveform (step 105) may be applied to the electrodes by the 
potentiostat (illustrated as transducer control apparatus 12). 
This waveform is illustrated as signal 34. The response 
Signal 36 may be measured and analyzed by the computing 
apparatus 18 to quantify the capacitive and Faradaic Signal 
components (step 110). The capacitive signal components, 
which have just been computed by Spectral analysis proceSS 
22 and capacitive property quantification process 24, are 
compared to calibration data Stored in data Source A26 to 
determine the extent of electrode fouling (step 215). The 
Faradaic signal component is compared with calibration data 
from data source B 30 to estimate the analyte concentration 
in the sample (step 225). This analyte estimate is not yet 
corrected for errors that may result from variations in the 
extent of electrode fouling. The correction equations from 
data source B 30 are used with the initial analyte estimates 
in a correction process 40 that adjusts the estimated analyte 
concentration to account for changes in the extent of elec 
trode fouling (step 220). The corrected analyte estimate is 
then output 32 in a usable form, for example being displayed 
to the user in an LCD display (step 210). 
0091. In this example, the stimulus waveform is first used 
to gather calibration data from Samples that contain different 
concentrations of analyte and with different environmental 
factors to form correction equations. This Same waveform is 
applied to the Sample containing unknown concentrations of 
the analyte and unknown environmental factors. In this 
example, ferrocyanide is identified as the desired (or target) 
analyte and effective electrode area and extent of electrode 
fouling are identified as illustrative environmental factors. 

0092. The stimulus waveform may be a DC potential 
with a high frequency Small amplitude AC Sine wave 
Superimposed. The phrase "high frequency Small amplitude 
Sine wave,” as used herein, denotes a sinusoidal waveform 
(typically below 50 mV of peak-to-peak amplitude and 
typically above 100 Hz) that will generate a signal response 
from the Sample that can be approximated by a linear 
relationship with the applied potential. A exemplary wave 
form format is shown in FIG. 11. A DC potential is applied 
to the electrode and an AC sinusoidal voltage 510 is Super 
imposed onto this DC potential. The amplitude of this AC 
voltage 510 need not be kept below 50 mV and can be any 
value that gives rise to a usable Signal. The frequency of the 
AC potential 510 may be adjusted as is needed to elicit the 
capacitive features of the electrochemical System, and the 
range may be adjusted as is needed for the System under 
consideration and does not limit the Scope of the invention 
in any way. The AC voltage 510 may then be stepped 
through a range of frequencies to probe the Spectral char 
acteristics of the electrochemical System over a spectral 
range. One of ordinary skill in the art will recognize the 
possibility of using other waveforms that can extract capaci 
tive properties of the electrochemical System including using 
different frequencies of Stimulus and different shapes of 
waveforms. 

0093. The application of the DC and AC potentials may 
result in the generation of a DC and AC current, where the 
AC current may be comprised of the same frequency as the 
Stimulating AC potential. If the electrochemical System is 
linear, then the resulting AC current will contain only the 
Same frequency component as the Stimulating AC potential. 
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However, if the electrochemical System is not completely 
linear, then there may be other frequency components in the 
AC current Signal. 
0094. At the stimulating frequency, the phasor represen 
tation of the Voltage and current Signals can be given by: 

0.095 where V and I are vectors, called phasors, 
that represent the magnitude and phase angle infor 
mation of the AC voltage and AC current signals, 
respectively, at a particular frequency of interest. The 
phasors represent this information as a complex 
number where the Subscripts randi represent the real 
and imaginary components, respectively. Further 
more, the magnitude and phase angle of the phasors 
can be given by: 

I W = arctan() 

0096. The understanding with the use of phasors is that 
the information refers to a particular frequency of interest. 
Phasor analysis of Sinusoidal signals is a well known 
method, as explained in B. P. Lathi, “Linear Systems and 
Signals', Berkeley-Cambridge Press, Carmichael, Calif. 
1992. One example of using AC Sine wave signals illustrates 
the use of probing the electrochemical System over a range 
of frequencies. According to an embodiment, an exemplary 
method of Stepping through a range of frequencies may 
include the following Steps: 

0097. 1. Start the oscillation of the voltage at a 
particular frequency; 

0098 2. Record the resulting current signal when 
the readings Stabilize; 

0099 3. Change the oscillation frequency to a new 
value; and 

0100 4. Repeat steps 2-4 as needed to cover the 
range of interest. 

0101 One example of stepping through a range of fre 
quencies includes Starting the Oscillation at a particular 
frequency and then increasing the frequency logarithmically. 
However, one of ordinary skill in the art will recognize the 
possibility of Starting at a higher frequency and decrement 
ing the frequency through the desired range or the possibility 
of Stepping through the frequencies in a linear fashion rather 
than a logarithmic fashion. 
0102) The spectral analysis process 22 can compute the 
necessary phasor information for the Voltage and current 
Signals according to an embodiment of the present inven 
tion. In one example, each frequency of Stimulation is 
applied to the transducers in Steps, So one possible method 
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of Spectral analysis is computing the phasor information for 
each frequency of Stimulus Subsequent to measurement at 
that frequency. Another example of a possible method is to 
Store all the measured and applied signal data first and then 
perform all the computation in one Step at the end of the data 
acquisition Steps. Another example of a possible method is 
in the case of a linear electrochemical System, all the 
frequencies of interest may be Superimposed simultaneously 
as the Voltage Stimulus, then the resulting current Signal may 
be expected to contain responses at all the Stimulating 
frequencies. Since that would be a case for a linear System, 
then performing a Fr analysis on the entire Signal at once 
would reveal the phasor information for each frequency of 
interest simultaneously. One of ordinary skill in the art will 
recognize the possibility of executing the spectral analysis 
process 22 in many different embodiments. For example, it 
may be possible to perform spectral analysis by measuring 
the correlation between the measured Signal and a set of 
reference Sinusoid waves of different frequencies and dif 
ferent phase shifts. 
0103) The phasor information for the current and voltage 
AC signals may then be used by the capacitive property 
quantification proceSS 24. One method of quantifying the 
capacitive properties includes, but is not limited to, com 
puting the immittance value of the electrochemical System. 
The immittance may be computed in terms of the imped 
ance, given by Z, or the admittance, given by Y. In one 
example, the admittance is calculated as follows: 

0104 where all values are taken to be given at a particular 
frequency. 

0105 The admittance values may be used for the com 
putation of capacitive properties. An ideal capacitor as is 
traditionally considered in electronic circuit analysis will 
have the following admittance properties: 

ZY(o)=90° 
0106 where C is the capacitance, which describes 
the capacity of the System to Store charge, j is the 
imaginary number V-1, and () is the frequency of the 
Sinusoidal Stimulus, given by ()=2. If where f is the 
frequency in hertz. 

0107 An electrochemical system may also a capacitive 
component, although the properties may not follow those of 
an ideal electronic capacitor. This capacitive property may 
arise from Several considerations including, but not limited 
to the following: 
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0.108 1. placing an electrode in a sample that con 
tains charged species approximates Some of the 
electrical properties of an ideal electronic capacitor; 

0109 2. placing an electrode in a sample that con 
tains ESSS which may have dipole moments that 
approximate Some of the electrical properties of an 
ideal electronic capacitor, and 

0.110) 3. varying the electrode potential, or current, 
over time to approximate Some of the electrical 
properties of an ideal electronic capacitor by allow 
ing charge to accumulate on the electrode Surface 
and thereby causing the accumulation of the appro 
priate charges near the electrode Surface in the 
Sample over time. 

0111. The origins of the capacitive properties of the 
electrode-sample interface 38 are well understood and are 
discussed in “Electrochemistry: Principles, Methods, and 
Applications”, 1 ed. Oxford University Press, 1993 by C. 
M. A. Brett and A. M. O. Brett. At high frequency mea 
Surements, the total electrochemical Signal may be domi 
nated by the capacitive components. Therefore, in this 
example, it is the high frequency Spectrum that is considered 
for probing the capacitive properties of the electrochemical 
System. 

0112 The present invention encompasses several meth 
ods for computing the capacitance of the electrochemical 
system. One example is to obtain the current signal resulting 
from a high frequency Sinusoidal potential waveform. The 
admittance values revealing the capacitive properties may 
not be ideal. Deviations from the ideal capacitor behavior 
may materialize in ways including, but not limited to, the 
admittance phase angle not being 90 in the range of 
frequencies measured. However, the admittance magnitude 
Spectrum may still be linear when plotted on log-log axes, as 
is done in a Bode plot. These are examples of how the 
capacitive properties of an electrochemical System may be 
manifested in a real System and as Such are intended to be 
examples for illustrative purposes and do not limit the Scope 
of the invention. 

0113. In analyzing the capacitive properties of an elec 
trochemical System, the deviations from ideal capacitance 
may need to be considered. One example of how the 
variations may be addressed is to consider the component of 
the admittance that is at 90 for each frequency of interest. 
FIG. 12 illustrates this concept. At a particular frequency, 
the vector representing the admittance 50 is not the ideal 
capacitor value of 90. However, the real component of the 
vector 54 and the imaginary component 52 can be used to 
deconstruct the total admittance vector 50 into two vectors. 
Therefore, by considering the value of the imaginary com 
ponent 52 alone, the capacitive component of the total 
admittance may be selected. This allows for the extraction of 
just the current signal component that is 90 out of phase 
with the Voltage Signal, which can be a measure of the 
capacitive nature of the electrochemical System. In this way, 
non-ideal characteristics of the CDAS, which may cause 
deviations from the ideal 90 phase angle, can be minimized 
in the final analysis. 
0114) Another example of analyzing nonideal capacitive 
properties of an electrochemical System is to consider the 
magnitude Spectrum. In this example, the magnitude Spec 
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trum in the frequency range that is dominated by capacitive 
Signals is taken to be linear in a log-log Bode plot. AS Such, 
the linear nature of the magnitude plot may evince the 
dominance of capacitive components in the electrochemical 
System over non-capacitive components. In Some applica 
tions, the slope of the magnitude spectrum may correlate to 
different properties of the TSI and can be used to charac 
terize the System. 
0115 Some exemplary factors that may affect the capaci 
tive properties of the electrochemical System include: 

0116 1. effective electrode area 
0117 2. components that comprise the sample 
including but not limited to ionic makeup of Sample, 
non-ionic makeup of the Sample, presence of various 
ESSS. 

0118 3. Viscosity of the sample 
0119) 4. density of the sample 
0120) 5. extent electrode fouling 
0121 6. membranes which may cover the electrode 
0.122 7. the applied DC voltage 
0123 8. the applied AC voltage 
0.124 9. mass transport in the sample including, 
convection, diffusion of Sample components, migra 
tion of Sample components, flow rate of the sample 

0125 10, temperature 
0.126 11. reactions which may occur at the electrode 

0127. The measure of the capacitance of the electro 
chemical System may be used to probe characteristics of the 
electrochemical System. One example of how this may be 
embodied is by considering one equation that defines capaci 
tance for a parallel plate capacitor: 

0128 where C is the magnitude of the capacitance, 
A is the area of the electrode, e is the permittivity 
(and reflects the dielectric properties of the System), 
and d is the distance between the plates of a parallel 
plate capacitor. In this example electrochemical Sys 
tem, one plate of the capacitor may be considered to 
be the electrode Surface and the other plate may be 
considered to be the plane in the Sample that contains 
the layer of Spatially distributed charges. This is a 
well-known description of the TSI, commonly 
referred to as the “double-layer” and is discussed in 
“Electrochemistry: Principles, Methods, and Appli 
cations”, 1 ed. Oxford University Press, 1993 by C. 
M. A. Brett and A. M. O. Brett. One of ordinary skill 
in the art will recognize the possibility of having 
other equations relating the capacitance to the physi 
cal properties of the electrochemical Setup. For 
example, a cylindrical capacitor equation may be 
more appropriate for a wire electrode. Such relation 
ships that are necessary and appropriate for the 
System under consideration may be Supplied by the 
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data Source A26. ASSuming the above equation to 
describe the capacitance of the electrochemical Sys 
tem under consideration in this example, it is pos 
Sible to equate the admittance with the capacitance as 
follows: 

0129. Thus, if the magnitude of the admittance is known 
at a given frequency, then there remain three unknowns, 
namely A, e, and d. Utilizing an external data Source A26 
which may contain the values of two of these unknowns, 
then the third may be computed by the above equation by the 
capacitive property quantification process 24. As a further 
example, the values of the parameters describing the capaci 
tance need not be known explicitly. Instead, they may be 
known in aggregate and the change in capacitance due to one 
of these parameters may also be used as a measure of 
quantifying capacitive properties in process 24. The benefit 
of this analysis is that often Several of these parameters may 
be known, but one may change without knowledge. This 
characteristic of the capacitance may be exploited to correct 
for variations in the TSI by a correction process 40. 
0130. These procedures that measure the capacitive prop 
erties of an electrochemical System may be useful due to the 
fact that the inherent nature of the measurements lends itself 
to monitoring primarily physical and material properties of 
the environments in which the electrochemical System oper 
ates. They help establish an overall metric for characterizing 
the physical and environmental effects of the electrochemi 
cal System and form the basis for developing correction 
mechanism 40 that can account for Such Sources of error and 
can be extended for more detailed measurements of various 
purposes, Such as: 

0131 1. diagnosing the state and condition of an 
electrode or transducer, including determining effec 
tive electrode area 

0132) 2. determining various characteristics of the 
electrode fouling Scenario, including, but not limited 
to, the thickness of the fouling layer, the rate of 
fouling material buildup, and electrical properties of 
the fouling material. 

0133. In practice, a stimulus waveform can be selected 
through a combination of experimental trials and theoretical 
consideration of the processes that are involved in the 
detection process. The Selection of the waveform is done in 
order to achieve certain unique Signal characteristics gener 
ated by a particular analyte and the environmental factors. 
The DC component of the measured Signal may be com 
prised mostly of Faradaic Signal components, which are 
affected by the analyte concentration and environmental 
factors. But, the AC component of the measured Signal may 
be comprised mostly of capacitive Signal components, 
which are less likely to be affected by the analyte but are 
responsive to the environmental factors. Thus, the AC com 
ponent may be used to independently gain information about 
the environmental factors without being influenced by the 
analyte concentration. 
0134) Factors to keep in mind when choosing a waveform 
include but are not limited to: the use of more positive 
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potentials of the working electrode with respect to the 
reference electrode will generally increase the rate of oxi 
dation; Similarly, use of more negative potentials of the 
working electrode with respect to the reference electrode 
will generally increase the rate of reduction; and when the 
rate of kinetics is much faster than the rate of transport of the 
analyte (such as by diffusion), further increasing the rate of 
kinetics by increasing the potential in the appropriate direc 
tion (positive for oxidations or negative for reductions) may 
not significantly increase the Faradaic current flow; higher 
frequency AC Sine waves may be Sensitive to non-Faradaic 
capacitive properties than lower frequency AC Sine waves. 
0135). After selecting the waveform, data may be gath 
ered from Samples containing different concentrations of the 
target and with different environmental factors (steps 115 
and 130). For example, in distinguishing and determining 
the influence of effective electrode area and analyte concen 
tration, one could make five repeated measurements using 
the Selected waveform for each of the following concentra 
tions of ferrocyanide: 0 mM, 1 mM, 2 mM, 3 mM, 5 mM, 
10 mM, 15 mM, 20 mM using electrodes of each of the 
following effective areas: 0.1 mm , 0.2 mm', 0.3 mm, 0.5 
mm, 0.7 mm, 10 mm. In another example, in distinguish 
ing and determining the influence of the extent of electrode 
fouling and analyte concentration, one could make five 
repeated measurements using the Selected waveform for 
each of the following concentrations of ferrocyanide: 0 mM, 
1 mM, 2 mM, 3 mM, 5 mM, 10 mM, 15 mM, 20 mM using 
electrodes which have been coated with fouling material of 
each of the following thicknesses: 10 uM, 20 uM, 30 uM, 50 
lum, 70 um, 100 um, 150 um, 200 um, 300 um, 500 um. 
Examples of materials that could be used to emulate differ 
ent types of fouling include polymerS Such as cellulose 
acetate, and polytyramine, or proteins Such as bovine Serum 
albumin. 

EXAMPLE 1. 

0136. An example using the method of FIGS. 5 and 6 
and System as carried out by, for example, a System of FIG. 
7, is now described in terms of analyzing the concentration 
of a Sample containing the analyte ferrocyanide and variable 
effective electrode area. The Faradaic reaction that is 
detected by a DC potential is given by: 

FERROCYANDE-FERRICYANDE-e- 

0.137 which is an oxidation reaction. The electro 
chemical cell may be a conventional 3-electrode Set 
up with a palladium working electrode, platinum 
counter electrode, and a Ag/AgCl reference elec 
trode. The working electrode may be held at a DC 
potential of -400 mV with respect to the reference 
electrode. FIG. 2 shows the DC current from two 
samples, one containing 10 mM FERRO and the 
other containing 20 mM FERRO, for measurements 
made with different effective electrode areas. 

0138 FIG. 2 shows the data points 450 that were mea 
sured by applying a DC potential of 400 mV to a sample 
containing 20 mM ferrocyanide. Measurements 450 were 
made with electrodes of different effective areas, and the 
data is plotted in FIG. 2. The X-axis shows the effective 
electrode area of the electrode that was used to make the 
measurements and the Y-axis shows the value of the DC 
current that was measured. Using the same electrodes, 
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measurements were then performed in Samples containing 
10 mM ferrocyanide and are shown as data points 455. This 
figure illustrates the problem of measuring amperometric 
Signals using a DC potential. The measured signal is affected 
by both the analyte concentration and the effective electrode 
area. One equation that may be used to describe this rela 
tionship is: 

I=CAFERRO 

0139 where C. is a proportionality constant, A is the 
effective electrode area, and FERRO) is the concentration 
of ferrocyanide in the sample. One of ordinary skill in the art 
would recognize the possibility of other relationships that 
may exist, and these relationships could be determined by a 
combination of theoretical and experimental investigation. 
FIG. 10 illustrates this relationship for two values of A. 
Data points 500 are the DC current measurements made with 
an electrode of A=0.8925 mm. The equation of the cali 
bration curve for this A is: 

I-109.21 FERRO) 

0140 Data points 505 are the DC current measurements 
made with an electrode of A=1.575 mm . The equation of 
the calibration curve for this A is: 

I-171.13 FERRO) 

0141 Thus, if measurements are made with an electrode 
under the assumption that A=1.575 mm, the ferrocyanide 
concentration would be estimated with the equation: 

FERRO-II171.13 

0142 where I is the measured DC current in nA and 
FERRO) is the estimated ferrocyanide concentration in 
mM. 

0143 However, if the effective electrode area were 
unknowingly not equal to 1.575 mm, then the calculated 
ferrocyanide estimate could be incorrect. For example, if A 
was actually 0.8925 mm, then a sample containing 20 mM 
ferrocyanide would yield a measured current Signal of 2188 
nA, as sown in FIG. 10 by data points 500. Examples of how 
Such a change in A might occur include errors in manufac 
turing or partial contact of the Sample with the electrode. 
Using the assumption that A is 1.575 mm, the estimated 
ferrocyanide concentration would be calculated by the cali 
bration equation as: 

FERRO=218.8/171.13=12.3 mAf 

0144. This illustrates the type of error in estimating 
analyte concentration that may occur if the effective elec 
trode area were to become altered unknowingly. However, 
being able to obtain a measure of the effective electrode area 
would allow for correcting the analyte estimate for Such 
changes in the measurement System. 
0145 To probe the effective electrode area, in this 
example a 1000 Hz sine wave of 40 mV peak to peak 
amplitude was Superimposed onto the DC bias potential of 
-400 mV (step 100), as shown in curve 510 of FIG. 11. This 
waveform was then applied to the electrode System (Step 
105). The Fourier Transform of the resulting current signal 
was taken to select the 1000 Hz AC sinusoidal component 
(step 110), Since the capacitive properties of the System are 
expected to be reflected in high frequency components of the 
Signal. In this example, Since the amplitude of the AC Sine 
wave potential is kept constant at 40 mV peak to peak, it is 
Sufficient to just use the AC current values in the calculation 
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of capacitive properties instead of computing the admittance 
values, as is defined by the mathematical relationship 
between AC admittance, AC current, and AC potential 
discussed above. 

0146 FIG. 13 shows capacitive signal data represented 
by the imaginary component of the 1000 Hz AC current 
Signal gathered with electrodes of different effective areas in 
a sample of 10 mM ferrocyanide (black data points 515) and 
a sample of 20 mM ferrocyanide (white data points 520). It 
is clear from this data that there is a linear relationship 
between the capacitive signal component and the effective 
electrode area and that furthermore, the capacitive signal 
data is not significantly influenced by the concentration of 
ferrocyanide in the Sample. 
0147 An equation that relates the imaginary AC current 
to the effective electrode area (step 120) that is independent 
of analyte concentration is: 

Iiac-(818.26)(Aeacual)-14.33 
0148 where I, as is the imaginary component of the 
AC current at 1000 Hz, Asia is the actual effective 
electrode area. 

0149 One equation that may be used to describe the 
measured Faradaic DC electrode current (I) to be used in 
constructing calibration curves for estimating ferrocyanide 
concentration in a Sample is: 

If = OAeetected FERRO 

FERRO = ( -- If (Ae expected 

0150 where Asses is the value of the effective elec 
trode area that the electrode is expected to have. This is 
because when calibration curves were constructed by using 
an electrode System (step 120) based on Faradaic signal data 
to relate measured Faradaic Signal to ferrocyanide concen 
tration, an electrode of effective area Asessed was used. If 
an unknown Sample is measured with an electrode of 
Alessed, and these calibration curves are used to estimate 
the ferrocyanide concentration in the sample (step 225), then 
one may expect that the estimated ferrocyanide concentra 
tion is representative of the actual concentration in the 
Sample. However, if the unknown Sample is measured with 
an electrode of effective area that is not equal to A e..expected 
then an erroneous estimate of ferrocyanide may likely result 
0151. Thus, one correction equation (step 125) that may 
be used to adjust the estimated ferrocyanide concentration 
(step 205) for variations in the effective electrode area is; 

A expected 
IF RRO = (A. FE CA e..expected Ae actual 

A expected FERRO = ( FERRO), eactical 

A li.AC + 14.33 
eactital 81826 

0152 where Asia is computed as described above. 
FERRO) is the ferrocyanide concentration corrected for 
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variation in the effective electrode area and FERRO) is the 
uncorrected ferrocyanide concentration. 

0153 Continuing with the illustrative example, if cali 
bration curves for estimating ferrocyanide concentration 
were constructed with an expected electrode area of that 
Aespected=1.575 mm, and measurements were made in a 
Sample containing 20 mM ferrocyanide using an electrode 
with Aerial=0.8925 mm, an erroneous estimate of ferro 
cyanide concentration would result, as discussed above, 
giving FERRO=2188/171.13=12.3 mM. However, using 
the capacitive Signal data, represented by the imaginary 
component of the 1000 Hz AC sinusoidal current, the 
estimated ferrocyanide concentration may be corrected for 
the variation in effective electrode area. As shown in FIG. 
13 by data point 515, a sample containing 20 mM ferrocya 
nide measured by an electrode with A =0.8925 mm? e.actual 
yields I.A.-680 nA. Thus, 

IAC+14.33 680+ 14.33 2 

818.26 = 0.850 mm Ae actual 

A expected 
(FERRO), (E)2.3 = 22.8 mM FERRO = ( 

eactical 

0154 thereby yielding a corrected estimate of 22.8 mM 
ferrocyanide as compared to an uncorrected estimate of 12.3 
mM ferrocyanide, representing nearly a three-fold reduction 
of error. 

O155 This illustrates one exemplary embodiment that 
uses capacitive signal information to correct for measure 
ment errors arising from variations in effective electrode 
area. Although this example was illustrated with one fre 
quency of Sine wave, improvements to this method may be 
realized by using information from multiple frequencies of 
Sinusoidal Stimuli, covering a range of frequencies to con 
Struct a set of correction equations to be used. Another 
example of an improvement is to construct calibration 
curves with a larger matrix of data. FIGS. 10 and 13 
illustrated calibration data from Samples that contained two 
different concentrations of ferrocyanide; however, calibra 
tion data may be acquired from Samples comprised of a 
larger Selection of different concentrations of ferrocyanide to 
create a more refined Set of calibration curves. Similarly, 
data may be acquired from electrodes with many more 
different effective areas to create a more refined Set of 
calibration curves. 

EXAMPLE 2 

0156 An example using the method of FIGS. 5 and 6 
and System as carried out by, for example, a System of FIG. 
7, is now described in terms of analyzing the concentration 
of a Sample containing the analyte ferrocyanide and variable 
extent of electrode fouling. AS in Example 1, the Faradaic 
reaction that is detected is the Oxidation of ferrocyanide to 
ferricyanide, and an equivalent 3-electrode electrochemical 
System is used where the working electrode is a platinum 
electrode of 3.14 mm. In this example, the effective elec 
trode area may be kept constant and the extent of electrode 
fouling is varied to illustrate the effect of fouling on the 
measured Signal and the estimated ferrocyanide concentra 
tion. A method is described to use capacitive Signal infor 
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mation to correct for errors in ferrocyanide estimation that 
may arise due to electrode fouling. 

O157 The working electrode was fouled by coating the 
whole electrode area with a cellulose acetate (“CA’) mem 
brane. The extent of electrode fouling was varied for two 
cases. In one case, CA was dissolved in acetone in the 
proportion of 10 mg cellulose acetate per 1 mL acetone. One 
till of this Solution was drop-coated onto the working 
electrode So as to cover the entire platinum Surface. The 
Solution was allowed to dry, forming a coating of cellulose 
acetate, giving a total of approximately 10 ug of CA. In a 
Second case, CA was dissolved in acetone in the proportion 
of 3.33 mg CA per 1 nLacetone. One u of this solution was 
drop-coated onto the working electrode So as to cover the 
entire platinum Surface. The Solution was allowed to dry, 
forming a coating of CA that contained approximately /3 the 
amount of cellulose acetate, approximately 3.33 ug CA. 
Thus, in this example, the amount of CA was varied to 
emulate different extents of electrode fouling, the expecta 
tion being that a greater extent of electrode fouling may be 
emulated by coating the electrode with a greater amount of 
cellulose acetate. 

0158 FIG. 3 shows calibration curves that were con 
structed by applying a DC potential of -400 mV to a sample 
containing different concentrations ferrocyanide using an 
electrode with no fouling (data points 470), 3.33 ug CA of 
fouling (data points 480), and 10 ug CA of fouling (data 
points 490). It can be seen that the measured DC current 
Signal, which is dominated by the Faradaic current compo 
nent from the oxidation of ferrocyanide, depends on both the 
concentration of ferrocyanide and the extent of electrode 
fouling. One equation of the calibration curve that may be 
used to describe this relationship is: 

ID=CEAFERROH-fEr 

0159 where C. and B are constants, A is the effec 
tive electrode area, E is a measure of how the extent 
of electrode fouling affects the slope of the calibra 
tion curve, E is a measure of how the extent of 
electrode fouling affects the intercept of the calibra 
tion curve, I is the measured DC current, and 
FERRO) is the concentration of ferrocyanide in the 
sample. One of ordinary skill in the art would 
recognize the possibility of other relationships that 
may exist, and these relationships could be deter 
mined by a combination of theoretical and experi 
mental investigation. 

0160 In the example of no fouling (data points 470), one 
equation that describes the calibration curve may be given 
S. 

I=0.8757 FERROH-1.6 

A=3.14 mm 

CE=0.279 uAmm? mM 

0161 In the example of 3.33 ug CA of fouling (data 
points 480), one equation that describes the calibration curve 
may be given as: 

I=0.664FERROH-0.1717 

A=3.14 mm? 
CE=0.211 ul Amm’ mM 

Abbott Ex. 1016 - 31/36



US 2005/0069892 A1 

0162 In the example of 10 ug CA of fouling (data points 
490), one equation that describes the calibration curve may 
be given as: 

I=0.1729 FERROH-0.2703 
A=3.14 mm 
CE=0.055 uAmm mM 

0163. It can be seen that the extent of electrode fouling 
affects both the slope and the intercept of the calibration 
curves. FIG. 15 is an example of how the relationship 
between the extent of electrode fouling and the parameters 
of the linear calibration curve, which in this example are the 
Slope and intercept, can be expressed. Data points 540 
represent the value of the slope of the calibration curve that 
relates FERRO) to I for different extents of electrode 
fouling, given by the quantity C.E.A., data points 545 
represent the value of the intercept of the calibration curve 
that relates FERRO) to I for different extents of electrode 
fouling, given by the quantity fB. One example set of 
equations to describe these relationships is: 

ID=CEAFERROH-fEr 
CEA=-0.0708(M)+0.8853 
BE=0.0444(M) -0.5767(M)+1.6 

0164 where M is the mass of CA used to foul the 
electrode in micrograms. One of ordinary skill will recog 
nize that other equations and relationships may be used, 
depending on the nature of the data. 

0165 FIG. 14 further illustrates the relationship between 
the measured current, ferrocyanide concentration, and the 
extent of electrode fouling for three concentrations of fer 
rocyanide using electrodes with three different extents of 
fouling. Data points 525 are from samples containing 5 mM 
ferrocyanide, data points 530 are from Samples containing 3 
mM ferrocyanide, and data points 535 are from samples 
containing 2 mM ferrocyanide. The data are plotted in FIG. 
14 with the Y-axis representing the reciprocal of the mea 
Sured DC current. In this example, Such a representation 
allows for an approximately linear relationship to be 
observed between the amount of CA used to foul the 
electrode and the measured DC current. One of ordinary 
skill will recognize that other relationships may exist, 
depending on the nature of the electrochemical System and 
the nature of the fouling. In the example data illustrated in 
FIG. 14, the relationship between the DC current and the 
extent of fouling may be given as: 

1 
- = 0.1317 MCA + 0.275 

IDC 
1 1 

I 0.1317 M, 10.275 
for samples with 2 mM ferrocyanide, 

1 
-- = 0.1033 MCA + 0.1871 
DC 
1 1 

0.1033 M + 0.1871 
for samples with 3 mM ferrocyanide, 

1 
-- = 0.067 MCA + 0.1279 
DC 
1 1 

0.067 M + 0.1279 
for samples with 5 mM ferrocyanide, 
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0166 where I is the DC current in microamps and MA 
is the mass of CA used to foul the electrode in micrograms. 
0.167 Thus, if measurements are made with the assump 
tion that there is no electrode fouling, then the calibration 
curve representing this case could be used. However, if the 
electrode is fouled to an unknown extent, then an incorrect 
ferrocyanide estimate may be computed. For example, if the 
electrode were fouled by 3.33 ug of CA and measurements 
were made in a Sample containing 5 mM ferrocyanide, then 
according to FIG. 14, I=3.4 uA. Since, in this example, 
the extent of electrode fouling is not known or quantified, 
the calibration curve that is used to estimate ferrocyanide 
concentration is the one constructed with data from an 
unfouled electrode, as described above. Using this calibra 
tion curve, the following inaccurate estimate of ferrocyanide 
concentration is obtained: 

Ic = 0.8757 FERRO) + 1.6 

IDC - 1.6 3.4-1.6 (FERRO) = s.s., = s.s., = 2.1 mM 

0168 Thus, a method is needed to quantify the extent of 
electrode fouling So that the calibration curve parameters of 
Slope and intercept may be altered to more accurately 
estimate the ferrocyanide concentration in the sample. To 
probe the extent of electrode fouling, a 1000 Hz sine wave 
of 40 mV peak to peak amplitude was Superimposed onto the 
DC bias potential of -400 mV (step 100), as shown in curve 
510 of FIG. 11. This waveform was then applied to the 
electrode system (step 105). In this example, since the 
capacitive properties of the System are expected to be the 
dominant component in the high frequency part of the 
Signal, the peak to peak amplitude of the AC current Signal 
was computed (step 110) by taking the difference between 
the peak of the Sine wave current and the Valley of the Sine 
wave current for the last full measured cycle. 
0169 FIG. 16 shows capacitive signal data represented 
by the peak to peak amplitude of the 1000 Hz AC current 
Signal gathered from Samples with different concentrations 
of ferrocyanide using electrodes with no fouling (data points 
550), 3.33 ug of CA used to foul the electrode (data points 
555), and 10 ug of CA used to foul the electrode (data points 
560). It is clear from this data that the AC current amplitude 
is mostly affected by the extent of fouling and minimally 
affected by ferrocyanide concentration. Thus, the average 
value of the AC current was calculated for each set of 
measurements made with a fixed extent of electrode fouling. 
FIG. 17 shows that in this example, there is a linear 
relationship between this average AC current amplitude 
(data points 565) and the extent of electrode fouling. One 
calibration equation to describe the relationship between the 
extent of electrode fouling and the AC current is given by: 

I=(-8.0598(M)+119.05 
0170 where I is the peak to peak amplitude of the 1000 
HZ sinusoidal current component and M is the mass of CA 
used to foul the electrode. 

0171 The AC measurements may be insensitive to and 
independent of analyte concentration in this example. So, 
the AC current value may be used to estimate the extent of 
electrode fouling. Once the extent of electrode fouling has 

Abbott Ex. 1016 - 32/36



US 2005/0069892 A1 

been estimated, a correction to the concentration calibration 
curve may be made to result in a more accurate estimate of 
ferrocyanide concentration. 
0172 Continuing with the example of measuring a 
Sample containing 5 mM ferrocyanide with an electrode that 
has been fouled by 3.33 ug of CA, according to FIG. 16, an 
AC current of 96.8 uA would be recorded. Using the 
calibration curve that relates AC current to mass of CA, the 
following estimate of mass of CA is obtained: 

IAC = (-8.0598) (MCA) + 119.05 

IAC-119,05 96.8-119.05 CA 80598 sosos = 2.76 kg 

0173 Using this estimated mass of CA as a measure of 
electrode fouling, the correction factors to the calibration 
curve slope and intercept may be determined using the 
equations described above: 

a E, A = -0.0708 (MCA) + 0.8853 = -0.0708 (2.76) + 0.8853 = 0.690 

f3E2 = 0.0444 (MCA)’ – 0.5767 (MCA) + 1.6 = 
0.0444 (2.76) - 0.5767 (2.76) + 1.6 = 0.346 

IDC = a Efi A.FERRO) + f3E2 

FERRO = k = oria, O.690 = 4.4 nM 

0.174 where FERROc is the estimate of ferrocyanide in 
the sample that has been corrected for the extent of electrode 
fouling. The corrected estimate of ferrocyanide is thus 4.4 
mM; when compared to the uncorrected estimate of 2.1 mM, 
the correction method represents nearly a 5-fold reduction of 
CO. 

0.175. This illustrates one example embodiment that uses 
capacitive Signal information to correct for measurement 
errors arising from variations in the extent of electrode 
fouling. Although this example was illustrated with one 
frequency of Sine wave, improvements to this method may 
be realized by using information from multiple frequencies 
of Sinusoidal Stimuli, covering a range of frequencies to 
construct a set of correction equations to be used. Another 
example of an improvement is to construct calibration 
curves with a larger matrix of data. FIGS. 14, 15, 16, and 17 
illustrate calibration data from electrodes with three extents 
of fouling; however, calibration data may be acquired from 
electrodes with a greater Selection of different extents of 
fouling to create a more refined set of calibration curves. 
Similarly, data may be acquired from Samples containing 
many more different concentrations of ferrocyanide to create 
a more refined Set of calibration curves. Another example of 
an improvement is to use the imaginary part of the AC 
current Signal, Since the imaginary part of the AC signal is 
expected to reflect the capacitive properties of the electro 
chemical System. 

EXAMPLE 3 

0176 Another example of a useful benefit of capacitance 
measurements is detecting when the Sample changes. There 
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may be situations in fuel tank Storage where foreign material 
leaks into these tanks, as sown in FIG. 19. For example, it 
is not uncommon for water to Seep into a fuel tank that 
contains petrol products. In Some situations, the water and 
petrol are immiscible and each liquid Separates into layers 
within the tank. This is shown in the figure by a layer of 
petrol 56 with a layer of water 58 on top. There may be a 
layer of air space 60 above that as well. If an array of 
electrodes 62, 64, 66, 68, 70, 72, 74 were lined along the side 
of the tank, then it may be possible to Spatially resolve the 
distribution of the water layers within the petrol layers. One 
way in which this may be embodied is that by measuring the 
capacitance of each electrode system 62, 64, 66, 68, 70, 72, 
74 by measuring the CDAS. In one example, this can be 
achieved by applying Small amplitude high frequency Sine 
waves to the electrode System and measuring the resulting 
current. The AC current component will contain capacitive 
information about the electrochemical System. By referenc 
ing external data 30 which contains the CDAS profiles for a 
petrol Sample and a water Sample, then the derived quantity 
computation process 28 can determine which Set of elec 
trodes were in contact with water samples 72 and 70 and 
which electrodes were in contact with the petrol Samples 62, 
64, 66, 68, and which electrodes were not in contact with 
either 74. This can then allow for spatially resolving the 
amount of water Seepage into a petrol Storage tank. In this 
example, it may be estimated that approximately one part of 
water for two parts of petrol by Volume are in the tank Since 
two sensors 72 and 70 are in contact with water 58 and four 
sensors 62, 64, 66, 68 are in contact with petrol 56. 
0177. One of ordinary skill in the art will also recognize 
the possibility of using other Sources of data in computing 
the values of capacitance-related properties of an electro 
chemical System. One example includes generating a data 
base of capacitance values for different electrode configu 
rations and Sample configurations. For example, it may be 
possible to develop a set of admittance spectra for: 

0.178 1. different ionic strengths of background 
electrolyte in a given Sample; 

0179 2. different thicknesses of a particular mem 
brane or part of a membrane that covers an electrode, 

0180 3. different thicknesses of material that may 
foul an electrode, 

0181. 4. different samples; 
0182 5. different electrode geometry. 

0183) One of ordinary skill in the art will also recognize 
the possibility of using other Signal parameters to obtain 
capacitive information about the electrochemical System. 
One example includes the initial rate of decay of a measured 
Signal in response to a step potential. Another example is the 
amount of hysterisis that is observed when the electrochemi 
cal technique of cyclic Voltammetry is used. 
0184 FIG. 18 shows an illustrative embodiment of a 
glucose meter that can be used to implement the various 
methods described above. The meter includes a test strip 
connector 600 to connect the test-strip to the meter. The test 
Strip can include, for example, three electrodes (working, 
reference, and counter). 
0185. Signal conditioning circuitry 602 is coupled to the 
test strip connector 600, and performs filtering of the wave 
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form applied to the electrodes in the test Strip. Signal 
conditioning circuitry 604 performs filtering of the resultant 
current Signal from the test Strip, and records the current 
signal. Circuitry 602 and 604 together comprise what is 
known as a potentiostat circuit. DAC 606 converts digital 
signals from controller 610 to analog signals. ADC 608 
converts analog signals into digital format for use by con 
troller 610. Controller 610 processes signals in the meter, for 
example, by processing current signals Sensed by test Strip 
connector in the manner taught in the foregoing illustrative 
embodiments of FIGS. 5 and 6. 

0186 Buttons 612 provide a user interface for the user to 
operate the meter. Power circuit 614 provides power to the 
meter, usually in the form of batteries, and LCD 616 
displays the glucose concentration to the user. 
0187. It should be noted that the format of the FIG. 18 
meter, and the Signal processing Systems and methods taught 
herein in FIGS. 5-7, can be used to sense analytes other than 
glucose. Such applications include: electrochemical immu 
noassay Sensing, industrial gas Sensing, water quality moni 
toring (biological or toxic metals), Sensing of chemical and 
biological warfare agents. 
0188 The signal processing techniques taught herein can 
also be applied to existing Sensing devices, Such as a existing 
glucose testers. This modification can be in the form of a 
firmware upgrade to existing controllers. 
0189 The function of the firmware upgrade is to imple 
ment the following Signal processing techniques taught 
herein: 

0190. 1) Applying a customized waveform to the 
Sample. The data that encodes the shape of the 
waveform may reside in memory, will be read by the 
microprocessor, and the desired waveform may be 
generated and applied to a digital to analog con 
verter, e.g., DAC 606 of FIG. 18. 

0191) 2) Read in the resulting current signal. The 
firmware may instruct the microprocessor to read in 
the digitized data from the analog to digital converter 
(sensed from the test strip electrodes), e.g., ADC 608 
of FIG. 18, and store the digitized data in memory. 
The firmware may perform the memory management 
that is needed to read in the desired data. 

0192 3) Perform the mathematical operations to 
implement the Signal processing. This includes cal 
culating the parameters according to the firmware's 
instructions (e.g., compute the Fourier Transform of 
the Signals), and using these parameter values in the 
estimation equation (e.g., generated by the methods 
of FIG. 5 or FIG. 6) to determine the glucose 
concentration. 

0193 Other processes performed by the firmware may be 
left to the existing firmware and do not need to be part of the 
upgrade. For example, the firmware may also control the 
display of a result to the user (via the LCD 616 display, for 
example), and other "behind the Scenes' operations of the 
meter, e.g., power management, respond to user requests 
Such as Scrolling of data, averaging of data, transferring data 
to a PC, etc. 
0194 It will be apparent to those skilled in the art that 
additional various modifications and variations can be made 
in the present invention without departing from the Scope or 
spirit of the invention. 
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0.195 Other embodiments of the invention will be appar 
ent to those skilled in the art from consideration of the 
Specification and practice of the invention disclosed herein. 
It is intended that the Specification and examples be con 
sidered as exemplary only, with a true Scope of the invention 
being indicated by the following claims. 
What is claimed is: 

1. A method for monitoring a Select analyte in a Sample in 
an electrochemical System, comprising: 

applying to the electrochemical System a time-varying 
potential Superimposed on a DC potential to generate a 
Signal; and 

discerning from the Signal a contribution from the Select 
analyte by resolving an estimation equation based on a 
Faradaic Signal component and a nonfaradaic Signal 
component. 

2. The method of claim 1, wherein the nonfaradaic Signal 
component is indicative of an environmental factor of the 
electrochemical System. 

3. The method of claim 1, wherein the Faradaic signal 
component is indicative of a concentration of the Select 
analyte. 

4. The method of claim 1, wherein the DC potential is 
approximately 0 volts. 

5. The method of claim 1, wherein the time-varying 
potential comprises a Substantially sinusoid potential wave 
form of approximately less than 50 mV peak-to-peak ampli 
tude. 

6. The method of claim 1, wherein the time-varying 
potential is a waveform used in cyclic Voltammetry. 

7. The method of claim 1, wherein the time-varying 
potential is a Step function. 

8. The method of claim 1, wherein the time-varying 
potential has a variation greater than 50 mV and capacitive 
information is extracted by an estimation equation. 

9. The method of claim 1, wherein capacitive information 
is extracted from the nonfaradaic Signal component by 
Spectral analysis. 

10. The method of claim 1, wherein the time-varying 
potential is a sinusoid potential and the estimation equation 
uses information from a fundamental frequency of the 
Signal. 

11. A method of determining a Volume of a Sample present 
in an electrochemical System, wherein the electrochemical 
System includes an electrode having a Surface, wherein the 
Surface includes a contact portion and a non-contact portion, 
wherein the contact portion of the electrode is in electrolytic 
contact with the Sample and the non-contact portion of the 
electrode is not in contact with the Sample, comprising: 

applying a potential Stimulus to the System to generate a 
Signal; 

measuring the Signal; 
computing at least one parameter of all or Some portion of 

the generated Signal; and 
determining a Surface area of the contact portion by 

resolving an estimation equation based on the at least 
one parameter, wherein the Surface area corresponds to 
a portion in electrolytic contact with the Sample. 

12. The method of claim 11, wherein the at least one 
parameter contains capacitive information about the elec 
trochemical System. 
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13. The method of claim 11, wherein the volume of the 
Sample present in an electrochemical cell is resolved by an 
estimation equation based on the Surface area and dimen 
Sions of the electrochemical cell. 

14. The method of claim 11, wherein the electrochemical 
System is comprised of at least two planar electrodes in a 
parallel plate geometry. 

15. The method of claim 11, wherein the electrochemical 
System is comprised of at least two electrodes on a Support 
Substrate lying on the same geometric plane. 

16. A method of determining a plurality of environmental 
factors in an electrochemical System, wherein the electro 
chemical System includes an electrode having a Surface, 
wherein the Surface includes a contact portion and a non 
contact portion, wherein the contact portion of the electrode 
is in electrolytic contact with the Sample and the non-contact 
portion of the electrode is not in contact with the Sample, 
comprising: 

applying a time-varying potential Stimulus to the System 
to generate a signal; 

measuring the Signal; computing at least one parameter of 
all or Some portion of the Signal; 

and determining values of the plurality of environmental 
factors by resolving an estimation equation based on 
the at least one parameter. 

17. The method of claim 16, wherein the at least one 
parameter contains capacitive information about the elec 
trochemical System. 

18. The method of claim 16, wherein the electrochemical 
System includes an electrode having a Surface area, wherein 
the Surface area in electrolytic contact with the Sample is 
determined by resolving the estimation equation based on 
the at least one parameter. 

19. The method of claim 16, wherein the electrochemical 
System includes an electrode having an area, wherein the 
area is determined by resolving the estimation equation 
based on the at least one parameter. 

20. The method of claim 16, wherein the electrochemical 
System includes an electrode having a quantity of fouling, 
wherein the fouling is determined by resolving the estima 
tion equation based on the at least one parameter 

21. The method of claim 16, wherein the time-varying 
potential is a DC bias potential with a sinusoidal potential 
Superimposed. 

22. The method of claim 21, wherein the DC bias is 
approximately 0 volts. 

23. The method of claim 21, wherein the estimation 
equation extracts capacitive information from the Signal. 

24. The method of claim 21, wherein the sinusoidal 
potential has less than approximately 50 mV peak-to-peak 
amplitude. 

25. The method of claim 17, wherein the capacitive 
information is based on an imaginary component of a 
complex immittance of the electrochemical System 

26. The method of claim 17, wherein the time-varying 
current has an amplitude, wherein the capacitive information 
is based on the amplitude. 

27. The method of claim 17, wherein the capacitive 
information is based on a rate of decay of the Signal. 

28. The method of claim 17, wherein the capacitive 
information is based on a rate of rise of the Signal. 
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29. The method of claim 16, wherein the electrochemical 
System includes a Select analyte in a Sample, wherein a 
Volume of the Sample is determined. 

30. The method of claim 16, wherein the electrochemical 
System includes a Select analyte in a Sample, wherein the 
Select analyte is glucose. 

31. The method of claim 16, wherein the electrochemical 
System includes a Select analyte in a Sample, wherein the 
Select analyte is a carbohydrate. 

32. The method of claim 16, wherein the electrochemical 
System includes a Select analyte in a Sample, wherein the 
Select analyte is a mediator Species. 

33. The method of claim 32, wherein the mediator species 
is a ferrocene/ferrocenium couple. 

34. The method of claim 32, wherein the mediator species 
is a ferrocyanide/ferricyanide couple. 

35. A method of estimating an analyte concentration in a 
Sample in an electrochemical System, comprising: 

applying a time-varying potential to the System to gener 
ate a signal; 

measuring the Signal; 

computing at least one parameter of all or Some portion of 
the Signal; and 

determining the analyte concentration by resolving an 
estimation equation based on Faradaic and nonfaradaic 
Signal information. 

36. The method of claim 35, wherein the electrochemical 
System includes an electrode, wherein an area of the elec 
trode is determined by resolving the estimation equation 
based on the at least one parameter. 

37. The method of claim 35, wherein the electrochemical 
System includes an electrode having a quantity of fouling, 
wherein the fouling is determined by resolving the estima 
tion equation based on the at least one parameter. 

38. The method of claim 35, wherein the extent of 
electrolytic contact with the Sample is determined by resolv 
ing an estimation equation based on the at least one param 
eter. 

39. The method of claim 35, wherein the at least one 
parameter contains capacitive information about the elec 
trochemical System. 

40. An apparatus comprising: 
a potentiostat circuit for applying a potential waveform to 

and detecting a resulting current from an electrochemi 
cal System; and 

at least one memory having program instructions and a 
processor configured to execute the program instruc 
tions to perform the operations of applying a time 
varying potential Stimulus waveform to the electrode 
System to generate a current Signal; measuring the 
generated Signal; computing at least one parameter of a 
Faradaic component of the measured signal; computing 
at least one parameter of a nonfaradaic component of 
the measured signal; determining a concentration of a 
Select analyte by use of the at least one Faradaic 
parameter and the at least one nonfaradaic parameter to 
resolve an estimation equation for the Select analyte, 
and determining a value of an environmental factor in 
the electrochemical System by use of the at least one 
Faradaic parameter and the at least one nonfaradaic 
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parameter to resolve the estimation equation for the 
value of the environmental factor. 

41. A method of constructing estimation equations for 
monitoring a Select analyte in a Sample, comprising: 

Selecting a time-varying potential waveform to generate a 
Signal when applied to an electrochemical System; 

applying the waveform to Samples containing multiple 
different concentrations of the analyte and measuring 
the resulting Signal; 

applying the waveform to Systems with multiple different 
environmental factors, Selecting features of the Signal 
to use as parameters, 

computing at least one parameter of the Signal based on a 
Faradaic Signal component; 

computing at least one parameter of the Signal based on a 
nonfaradaic signal component; and 

constructing a set of equations that relates analyte con 
centration and values of environmental factors to the at 
least one Faradaic parameter and to the at least one 
nonfaradaic parameter. 
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42. A method of determining the identity of a Sample in 
electrolytic contact with an electrochemical System, com 
prising: 

applying a time-varying potential to the System to gener 
ate a signal, measuring the generated Signal; computing 
at least one parameter of all or Some portion of the 
generated Signal; and determining the identity of the 
Sample by comparing the at least one parameter to 
known parameter values of known Samples. 

43. The method of claim 42, wherein the electrochemical 
System is comprised of multiple electrodes in a geometric 
arrangement. 

44. The method of claim 42, wherein the amounts of 
different Samples present in an electrochemical System are 
estimated. 

45. The method of claim 42, wherein the number of 
electrodes in electrolytic contact with a particular Sample is 
used to estimate the Volume of that particular Sample. 
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