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(57) ABSTRACT 

Systems and methods are provided that facilitate active queue 
management of internet-protocol data packets generated in a 
data packet Switched wireless network. Queue management 
can be effected in a serving base station as well as in an access 
terminal, and the application that generates the data packets 
can be executed locally or remotely to either the base station 
or access terminal. Management of the generated data packets 
is effected via a marking/dropping of data packets according 
to an adaptive response function that can be deterministic or 
stochastic, and can depend of multiple communication gen 
eralized indicators, which include packet queue size, queue 
delay, channel conditions, frequency reuse, operation band 
width, and bandwidth-delay product. Historical data related 
to the communication generalized indicators can be 
employed to determine response functions via thresholds and 
rates for marking/dropping data packets. 
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METHOD AND SYSTEM FOR REDUCING 
BACKHAULUTILIZATION DURING BASE 

STATION HANDOFF IN WIRELESS 
NETWORKS 

CLAIM OF PRIORITY UNDER 35 U.S.C. S 119 

0001. This application for patent claims the benefit of U.S. 
Provisional Application Ser. No. 60/868,711 filed on Dec. 5, 
2006, and entitled “METHOD AND SYSTEM FOR 
REDUCING BACKHAULUTILIZATION DIRING BASE 
STATION HANDOFF IN WIRELESS NETWORKS The 
entirety of this application is expressly incorporated herein by 
reference. 

BACKGROUND 

0002 1. Field 
0003. The subject disclosure relates generally to wireless 
communication and more particularly to base station handoff 
in wireless communication systems. 
0004 2. Background 
0005 Wireless communication systems have become a 
prevalent means by which a majority of people worldwide 
have come to communicate. Wireless communication devices 
have become smaller and more powerful in order to meet 
consumer needs and to improve portability and convenience. 
The increase in processing power in mobile devices such as 
cellular telephones has lead to an increase in demands on 
wireless network transmission systems. Such systems typi 
cally are not as easily updated as the cellular devices that 
communicate there over. As mobile device capabilities 
expand, it can be difficult to maintain an older wireless net 
work system in a manner that facilitates fully exploiting new 
and improved wireless device capabilities. 
0006 Wireless communication systems generally utilize 
different approaches to generate transmission resources in the 
form of channels. These systems may be code division mul 
tiplexing (CDM) systems, frequency division multiplexing 
(FDM) systems, and time division multiplexing (TDM) sys 
tems. One commonly utilized variant of FDM is orthogonal 
frequency division multiplexing (OFDM) that effectively 
partitions the overall system bandwidth into multiple 
orthogonal Subcarriers. These Subcarriers may also be 
referred to as tones, bins, and frequency channels. Each Sub 
carrier can be modulated with data. With time division based 
techniques, each Subcarrier can comprise a portion of sequen 
tial time slices or time slots. Each user may be provided with 
one or more time slot and Subcarrier combinations for trans 
mitting and receiving information in a defined burst period or 
frame. The hopping schemes may generally be a symbol rate 
hopping scheme or a block hopping scheme. 
0007 Code division based techniques typically transmit 
data over a number of frequencies available at any time in a 
range. In general, data is digitized and spread over available 
bandwidth, wherein multiple users can be overlaid on the 
channel and respective users can be assigned a unique 
sequence code. Users can transmit in the same wide-band 
chunk of spectrum, wherein each user's signal is spread over 
the entire bandwidth by its respective unique spreading code. 
This technique can provide for sharing, wherein one or more 
users can concurrently transmit and receive. Such sharing can 
be achieved through spread spectrum digital modulation, 
wherein a user's stream of bits is encoded and spread across a 
very wide channel in a pseudo-random fashion. The receiver 
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is designed to recognize the associated unique sequence code 
and undo the randomization in order to collect the bits for a 
particular user in a coherent manner. 
0008 Independently of the technique employed to accom 
plish a wireless communication, in certain wireless networks 
the amount of data that needs to be transferred between base 
stations during a handoff event may be large due to a large 
amount of data buffered at a base station when handoff is 
necessary. One important cause is the absence of tight flow 
control between the access gateway and the base station. Such 
a Substantial data transfer can significantly increase band 
width requirementatabase station. Proprietary solutions are 
expensive and hardly transferable. Therefore there is a need in 
the art for systems and methods that facilitate effective base 
station handoff in a wireless communication network. 

SUMMARY 

0009. The following presents a simplified summary in 
order to provide a basic understanding of some aspects of the 
disclosed embodiments. This Summary is not an extensive 
overview and is intended to neither identify key or critical 
elements nor delineate the scope of Such embodiments. Its 
purpose is to present some concepts of the described embodi 
ments in a simplified form as a prelude to the more detailed 
description that is presented later. 
0010. In an aspect, the subject description discloses a 
wireless communication device comprising: a processor con 
figured to receive a set of internet-protocol (IP) data packets 
generated by a computer-implemented application, wherein 
the computer implemented application executes remotely; to 
assign a data packet queue to the received set of IP data 
packets; to mark or drop a subset of the IP data packets in the 
received set of IP data packets based at least in part on an 
adaptive communication generalized indicator, to convey a 
complementary set of IP data packets associated with the 
application and extant in the data packet application queue; 
and a memory coupled to the at least one processor. 
0011. In another aspect, a method employed in a wireless 
communication environment is described, the method com 
prising: receiving an internet-protocol (IP) data packet asso 
ciated with a computer-implemented application; buffering 
the IP data packet; marking or dropping the IP data packet 
based at least in part on an adaptive response function, 
wherein the response function depends on a set of communi 
cation generalized indicators; and conveying a marked IP data 
packet. 
0012. In yet another aspect, the subject specification 
describes a computer program product comprising a com 
puter-readable medium including: code for causing at least 
one computer to receive an internet-protocol (IP) data packet 
associated with a computer implemented application; code 
for causing at least one computer to buffer the IP data packet; 
code for causing at least one computer to mark or drop the IP 
data packet based at least in part on an adaptive response 
function; and code for causing at least one computer to con 
vey a marked IP data packet. 
0013. In a yet further aspect, an apparatus that operates in 
a wireless system is disclosed, the apparatus comprising: 
means for receiving a set of internet-protocol (IP) data pack 
ets associated with a computer-implemented application 
executing remotely; means for assigning a data packet queue 
to the received set of IP data packets; means for marking or 
dropping a subset of the IP data packets in the received set of 
IP data packets based at least in part on an adaptive commu 
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nication generalized indicator and an associated threshold 
thereof, means for receiving the adaptive communication 
generalized indicator and the associated threshold thereof, 
and means for conveying a complementary set of IP data 
packets associated with the application and extant in the data 
packet application queue. 
0014. In another aspect, the subject specification describes 
a wireless communication device comprising: a processor 
configured to receive an internet-protocol (IP) data packet 
generated by a computer-implemented application, wherein 
the computer implemented application executes remotely; to 
mark the received IP data packet based at least in part on a 
response function; to convey the received IP data packet; and 
to convey a marking indicator, and a memory coupled to the 
processor. 

0015. In yet another aspect, a method utilized in a wireless 
communication system is disclosed, the method comprising: 
receiving an internet-protocol (IP) data packet generated by a 
computer-implemented application, wherein the computer 
implemented application executes remotely; marking or 
dropping the received IP data packet based at least in part on 
a response function that depends on a communication gener 
alized indicator, and conveying a marking indicator. 
0016. In a further aspect, an apparatus that operates in a 
wireless environment is described herein, the apparatus com 
prising: means for receiving an internet-protocol (IP) data 
packet generated by a computer-implemented application; 
means for buffering the received IP data packet; means for 
marking or dropping the received IP data packet according to 
a deterministic or stochastic response function; and means for 
conveying a marked IP data packet. 
0017. In a still further aspect, the subject description dis 
closes a computer program product including a computer 
readable medium comprising: code for causing at least one 
computer to receive an internet-protocol (IP) data packet 
generated by a first computer-implemented application; code 
for causing at least one computer to generate a set of IP data 
packets associated with a second computer-implemented 
application; code for causing at least one computer to mark or 
drop the received IP data packet or at least one of the gener 
ated IP data packets based at least in part on a response 
function that depends on a communication generalized indi 
cator; code for causing at least one computer to convey a 
marking indicator, and code for causing at least one computer 
to convey at least one of the IP data packets in the set of 
generated IP data packets. 
0018 To the accomplishment of the foregoing and related 
ends, one or more embodiments comprise the features here 
inafter fully described and particularly pointed out in the 
claims. The following description and the annexed drawings 
set forth in detail certain illustrative aspects and are indicative 
of but a few of the various ways in which the principles of the 
embodiments may be employed. Other advantages and novel 
features will become apparent from the following detailed 
description when considered in conjunction with the draw 
ings and the disclosed embodiments are intended to include 
all Such aspects and their equivalents. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0019 FIG. 1 illustrates an example wireless multiple-ac 
cess communication system in accordance with various 
aspects set forth herein. 
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(0020 FIGS. 2A, 2B, and 2C illustrate block diagrams of 
example systems that facilitate queue management during 
communication according to aspects described herein. 
0021 FIGS. 3A, 3B, and 3C are schematic diagrams that 
illustrate, respectively, a set of example application queues 
that can be actively managed and packet marking/dropping 
according to a predetermined adaptive response function, 
e.g., a deterministic function or, alternatively, a marking/ 
dropping probability function; and examples of said adaptive 
response functions. 
0022 FIG. 4 is a block diagram of an example base station 
that comprises an example queue management component 
that manages incoming IP data packets according to an aspect 
disclosed herein. 
0023 FIG. 5 is a block diagram of an example system that 
facilitates relaying IP data packet(s) among base stations 
prior to handoff. 
0024 FIG. 6 illustrates a block diagram of an example 
system that facilitates queue management based on recon 
figuration of the operation of an access terminal according to 
an aspect disclosed herein. 
0025 FIG. 7 is a block diagram of an example embodi 
ment of a transmitter system and a receiver system in MIMO 
operation. 
0026 FIG. 8 illustrates a block diagram of an example 
MU-MIMO system. 
0027 FIG. 9 presents a flowchart to a method for manag 
ing a data queue in a base station that operates in a wireless 
distributed network and facilitating base station handoff in 
accordance with an aspect. 
0028 FIG. 10 presents a flowchart to a method for man 
aging a data queue in a base station that operates in a wireless 
distributed network and facilitating base station handoff in 
accordance with an aspect. 
0029 FIG. 11 illustrates a block diagram of an example 
system that enables managing a queue in a base station 
according to aspects described herein. 
0030 FIG. 12 illustrates a block diagram of an example 
system that enables managing a queue in an access terminal 
according to aspects described herein. 

DETAILED DESCRIPTION 

0031. Various embodiments are now described with refer 
ence to the drawings, wherein like reference numerals are 
used to refer to like elements throughout. In the following 
description, for purposes of explanation, numerous specific 
details are set forth in order to provide a thorough understand 
ing of one or more embodiments. It may be evident, however, 
that such embodiment(s) may be practiced without these spe 
cific details. In other instances, well-known structures and 
devices are shown in block diagram form in order to facilitate 
describing one or more embodiments. 
0032. As used in this application, the terms “system.” 
“component.” “module.” “application,” and the like are 
intended to refer to a computer-related entity, either hard 
ware, firmware, a combination of hardware and software, 
Software, or software in execution. For example, a component 
may be, but is not limited to being, a process running on a 
processor, a processor, an object, an executable, a thread of 
execution, a program, and/or a computer. By way of illustra 
tion, both an application running on a computing device and 
the computing device can be a component. One or more 
components can reside within a process and/or thread of 
execution and a component may be localized on one com 
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puter and/or distributed between two or more computers. In 
addition, these components can execute from various com 
puter readable media having various data structures stored 
thereon. The components may communicate by way of local 
and/or remote processes Such as in accordance with a signal 
having one or more data packets (e.g., data from one compo 
nent interacting with another component in a local system, 
distributed system, and/or across a network Such as the Inter 
net with other systems by way of the signal). 
0033 Moreover, the term “or” is intended to mean an 
inclusive 'or' rather than an exclusive 'or'. That is, unless 
specified otherwise, or clear from context, “X employs A or 
B' is intended to mean any of the natural inclusive permuta 
tions. That is, if X employs A: X employs B; or X employs 
both A and B, then X employs A or B is satisfied under any 
of the foregoing instances. In addition, the articles “a” and 
“an as used in this application and the appended claims 
should generally be construed to mean “one or more' unless 
specified otherwise or clear from context to be directed to a 
singular form. 
0034 Various embodiments are described herein in con 
nection with a wireless terminal. A wireless terminal may 
refer to a device providing voice and/or data connectivity to a 
user. A wireless terminal may be connected to a computing 
device such as a laptop computer or desktop computer, or it 
may be a self contained device Such as a personal digital 
assistant (PDA). A wireless terminal can also be called a 
system, a subscriber unit, a subscriber station, a mobile sta 
tion, a mobile terminal, a mobile, a remote station, an access 
point, a remote terminal, an access terminal, a user terminal, 
a user agent, a user device, customer premises equipment, or 
user equipment. A wireless terminal may be a Subscriber 
station, wireless device, cellular telephone, PCS telephone, 
cordless telephone, a session initiation protocol (SIP) phone, 
a wireless local loop (WLL) station, a personal digital assis 
tant (PDA), a handheld device having wireless connection 
capability, or other processing device connected to a wireless 
modem. 

0035. A base station may refer to a device in an access 
network that communicates over the air-interface, through 
one or more sectors, with wireless terminals, and with other 
base stations through backhaul network communication. The 
base station may act as a router between the wireless terminal 
and the rest of the access network, which may include an IP 
network, by converting received air-interface frames to IP 
packets. The base station also coordinates management of 
attributes for the air interface. Moreover, various embodi 
ments are described herein in connection with a base station. 
A base station may be utilized for communicating with 
mobile device(s) and may also be referred to as an access 
point, Node B, evolved Node B (eNodeB), evolved base sta 
tion (eBS), access network (AN) or some other terminology. 
0036 Referring now to the drawings, FIG. 1 is an illustra 
tion of a wireless multiple-access communication system 100 
in accordance with various aspects. In one example, the wire 
less multiple-access communication system 100 includes 
multiple base stations 110 and multiple terminals 120. Fur 
ther, one or more base stations 110 can communicate with one 
or more terminals 120. By way of non-limiting example, a 
base station 110 can be an access point, a Node B, and/or 
another appropriate network entity. Each base station 110 
provides communication coverage for a particular geo 
graphic area 102a-c. As used herein and generally in the art, 
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the term “cell' can refer to a base station 110 and/or its 
coverage area 102a-c depending on the context in which the 
term is used. 
0037 To improve system capacity, the coverage area 
102a, 102b, or 102c corresponding to a base station 110 can 
be partitioned into multiple Smaller areas (e.g., areas 104a. 
104b, and 104c). Each of the smaller areas 104a, 104b, and 
104c can be served by a respective base transceiversubsystem 
(BTS, not shown). As used herein and generally in the art, the 
term “sector” can refer to a BTS and/or its coverage area 
depending on the context in which the term is used. In one 
example, sectors 104a, 104b, 104c in a cell 102a, 102b, 102c 
can be formed by groups of antennas (not shown) at base 
station 110, where each group of antennas is responsible for 
communication with terminals 120 in a portion of the cell 
102a, 102b, or 102c. For example, a base station 110 serving 
cell 102a can have a first antenna group corresponding to 
sector 104a, a second antenna group corresponding to sector 
104b, and a third antenna group corresponding to sector 104c. 
However, it should be appreciated that the various aspects 
disclosed herein can be used in a system having sectorized 
and/or unsectorized cells. Further, it should be appreciated 
that all suitable wireless communication networks having any 
number of sectorized and/or unsectorized cells are intended 
to fall within the scope of the hereto appended claims. For 
simplicity, the term “base station” as used herein can refer 
both to a station that serves a sector as well as a station that 
serves a cell. While the following description generally 
relates to a system in which each terminal communicates with 
one serving access point for simplicity, it should be appreci 
ated that terminals can communicate with any number of 
serving access points 
0038. In accordance with one aspect, terminals 120 can be 
dispersed throughout the system 100. Each terminal 120 can 
be stationary or mobile. By way of non-limiting example, a 
terminal 120 can be an access terminal (AT), a mobile station, 
user equipment, a Subscriber station, and/or another appro 
priate network entity. Further, a terminal 120 can communi 
cate with any number of base stations 110 or no base stations 
110 at any given moment. 
0039. In another example, the system 100 can utilize a 
centralized architecture by employing a system controller 
130 that can be coupled to one or more base stations 110 and 
provide coordination and control for the base stations 110. In 
accordance with alternative aspects, system controller 130 
can be a single network entity or a collection of network 
entities. Additionally, the system 100 can utilize a distributed 
architecture to allow the base stations 110 to communicate 
with each other as needed. Backhaul network communication 
135 can facilitate point-to-point communication between 
base stations employing Such a distributed architecture. In 
one example, system controller 130 can additionally contain 
one or more connections to multiple networks. These net 
works can include the Internet, other packet based networks, 
and/or circuit switched voice networks that can provide infor 
mation to and/or from terminals 120 in communication with 
one or more base stations 110 in system 100. In another 
example, system controller 130 can include or be coupled 
with a scheduler (not shown) that can schedule transmissions 
to and/or from terminals 120. Alternatively, the scheduler can 
reside in each individual cell 102, each sector 104, or a com 
bination thereof. 

0040. In an example, system 100 can utilize one or more 
multiple-access schemes, such as CDMA, TDMA, FDMA, 
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OFDMA, Single-Carrier FDMA (SC-FDMA), and/or other 
suitable multiple-access schemes. TDMA utilizes time divi 
sion multiplexing (TDM), wherein transmissions for differ 
ent terminals 120 are orthogonalized by transmitting in dif 
ferent time intervals. FDMA utilizes frequency division 
multiplexing (FDM), wherein transmissions for different ter 
minals 120 are orthogonalized by transmitting in different 
frequency subcarriers. In one example, TDMA and FDMA 
systems can also use code division multiplexing (CDM), 
whereintransmissions for multiple terminals can be orthogo 
nalized using different orthogonal codes (e.g., Walsh codes) 
even though they are sent in the same time interval or fre 
quency sub-carrier. OFDMA utilizes Orthogonal Frequency 
Division Multiplexing (OFDM), and SC-FDMA utilizes 
Single-Carrier Frequency Division Multiplexing (SC-FDM). 
OFDM and SC-FDM can partition the system bandwidth into 
multiple orthogonal Subcarriers (e.g., tones, bins, . . . ), each 
of which can be modulated with data. Typically, modulation 
symbols are sent in the frequency domain with OFDM and in 
the time domain with SC-FDM. Additionally and/or alterna 
tively, the system bandwidth can be divided into one or more 
frequency carriers, each of which can contain one or more 
subcarriers. System 100 can also utilize a combination of 
multiple-access schemes, such as OFDMA and CDMA. 
While the power control techniques provided herein are gen 
erally described for an OFDMA system, it should be appre 
ciated that the techniques described herein can similarly be 
applied to any wireless communication system. 
0041. In another example, base stations 110 and terminals 
120 in System 100 can communicate data using one or more 
data channels and signaling using one or more control chan 
nels. Data channels utilized by system 100 can be assigned to 
active terminals 120 such that each data channel is used by 
only one terminal at any given time. Alternatively, data chan 
nels can be assigned to multiple terminals 120, which can be 
Superimposed or orthogonally scheduled on a data channel. 
To conserve system resources, control channels utilized by 
system 100 can also be shared among multiple terminals 120 
using, for example, code division multiplexing. In one 
example, data channels orthogonally multiplexed only in fre 
quency and time (e.g., data channels not multiplexed using 
CDM) can be less susceptible to loss in orthogonality due to 
channel conditions and receiver imperfections than corre 
sponding control channels. 
0042 FIG. 2A illustrates a block diagram of an example 
system 200 that facilitates queue management during com 
munication among a base station and an access terminal in a 
distributed, data-packet switched wireless network. A net 
work node 210 generates data packet(s) through a packet 
generation component 214 which typically conveys informa 
tion generated by an application and employs an internet 
protocol (e.g., IPv4, IPv6, or IP mobility). A network node 
210 can be a node in the internet or in substantially any IP 
data-switched distributed network. IP data packet(s) 229 can 
be conveyed via (low bandwidth) backhaul communication 
(e.g., link 135), typically through an access gateway (not 
shown), to a base station 230 which (i) manages a queue 
associated with the application that creates the IP data pack 
ets, (ii) routes IP data packet(s) according to said active queue 
management, and (iii) Schedules and transmits the IP data 
packet(s) to an access terminal 250 over a wireless forward 
link 245. As a result of the active queue management, base 
station 230 will modify one or more bits in the header of a 
conveyed IP data packet. When the IP data packet(s) 229 are 
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received in access terminal 250, as part of an application (not 
shown), access terminal 250 can echo the packet marking in 
a marking indicator 248 associated with a response IP data 
packet(s). Marking indicator 248 can be conveyed to the 
network node 210 in order to adjust a data packet generation 
rate in view of possible queue congestion—e.g., accumula 
tion of IP data packet(s) in a buffer (see below). Alternatively, 
or in addition, as a sign of queue congestion, IP packet(s) can 
be dropped instead of marked; dropped packets can also result 
in an application reducing a packet generation rate. As a result 
of reducing the IP packet generation rate, the number of 
queued packets in base station 230 can decrease with an 
ensuing reduction in backhaul communication during a base 
station handoff. 

0043. In an aspect, when a number of marked IP data 
packets or a marking type changes, an application (not 
shown), through packet generation component 214, can also 
respond by reducing data transmission rate. As a result, data 
packet backlog at base station 230 can diminish, which in turn 
reduces backhaul utilization at base station 230 during hand 
off. A potential advantage of active queue management is 
simplifying interfaces between base stations and other ele 
ments in the networks, e.g., as tight flow control may not be 
necessary to maintain a small buffer in the base station, while 
still keeping the backhaul utilization low. Additionally, when 
a mobile terminal that is served by a first base station and 
receives IP data packets associated with an application is 
handed-off to a serving second base station, the data extant in 
a packet queue in the first serving base station (e.g. 230) is 
efficiently transmitted to the second base station via backhaul 
communication. 
0044 Active queue management provided by queue man 
agement component 234 can be based, at least in part, on the 
size of a data packet queue associated with a specific appli 
cation. In addition, or alternatively, queue management com 
ponent 234 can employ a channel condition (CQI) of an 
access terminal (e.g., access terminal 250) conveyed over 
reverse link 265 to actively manage a queue; for instance, 
when CQI degrades below a threshold, which can be deter 
mined by base station 230, before the queue becomes large to 
allow the applications to reduce the transmission rates. The 
CQI can be based at on a least one of the following channel 
condition metrics: a signal-to-interference ratio, a signal-to 
noise ratio, a signal-to-interference-and-noise ratio, or the 
like. 

0045. As mentioned supra, IP data packet(s) 229 are gen 
erated trough an application, Such application can refer to 
network functions (e.g., best-effort delivery like transmission 
control protocol (TCP)) located remotely from base station 
that provide and receive IP packets for communication with 
one or more terminals. The Subject applications can have 
various latency aspects and QoS. for instance, an application 
can be an on-line gaming application (low-latency desired to 
ensure satisfactory QoS.; commercially relevant application 
since service providers/carriers can engage users in premium 
service offering, increasing revenue), a voice over internet 
protocol (VOIP) application (appreciable latency can be tol 
erated by a user; however, jitter associated with poor handoff 
can have an adverse effect on QoS; it should be appreciated 
that systems and method of the Subject application mitigate 
jitter by providing efficient handoff data transferas discussed 
herein), a streaming video application (active queue manage 
ment can be necessary to ensure that handoff proceeds effi 
ciently through low data transfers), a computer operating a 
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system application associated with an access terminal 250 
(the computer can be routed through an IP core network to 
network node 210), a custom application that produces data 
conveyed through best-effort traffic for user-specific pur 
poses, and the like). In an aspect, an application can reside in 
network node 210, and a processor 222 can execute at least in 
part the application. It should be appreciated that processor 
222 can also execute other operational aspects typical of 
network node 210. 

0046. It should be appreciated that a degree of queue con 
gestion, or a degree of IP data packet(s) accumulation in a 
buffer for example, can be affected by CQI 265, not only 
directly through explicit incorporation in algorithms (see 
below) that dictate the manner in which an IP data packet is 
marked or dropped but also indirectly through the rate at 
which an IP data packet is scheduled and communicated. In 
base station 230, scheduler 238 can utilize a received channel 
state information, or CQI 265, combined with scheduling 
algorithms (such as round robin, fair queuing, maximum 
throughput, proportional fairness, etc.) to schedule dynami 
cally (i) communication resources like bandwidth and fre 
quency reuse (to reduce other sector interference); (ii) an 
operation mode of access terminal 250, a mode of operation 
that can include transmission in one of single-user single 
input multiple-output (SIMO), single-user multiple-input 
multiple output (SU-MIMO) or multi-user MIMO (MU 
MIMO); and (iii) a code rate and symbol constellation size 
employed to transmit data, e.g., IP data packet. Therefore, 
when large bandwidth and frequency reuse close to unity, as 
well as operation in high-capacity MU-MIMO mode is allo 
cated to access terminal 250, a queue associated with an 
application can be decongested, e.g., drained, more readily, 
thus determining the Volume of data packets that are marked 
or dropped. 
0047. In an aspect, reported CQI 265 at access terminal 
250 can be determined based at least in part on a received 
known pilot sequence of symbols which is transmitted by 
base station 230. Various sequences can be employed, for 
example: a constant amplitude Zero autocorrelation 
(CAZAC) sequence, a pseudorandom code, or a pseudonoise 
sequence, or a Gold sequence, a Walsh-Hadamard sequence, 
an exponential sequence, a Golomb sequence, a Rice 
sequence, an M-sequence, or a generalized Chirp-like (GCL) 
sequence (e.g., Zadoff-Chu sequence). A COI generation 
component 224 receives the pilot signal, conveyed according 
to a specific multiple access mode of operation (e.g., CDMA, 
FDMA, or TDMA) and computes a channel condition metric 
based on said received pilot. After determination of a COI 
value access terminal 250 transmits a COI channel which 
reports CQI 265. 
0048 FIG.2B illustrates a block diagram of an alternative, 
or additional, example embodiment 270 that facilitates queue 
management during communication among a base station 
230 and an access terminal 250 in a distributed, data-packet 
switched wireless network. In example embodiment 270, 
components with like numerals in example system 200 have, 
or provide, substantially the same functionality as described 
in connection with components in System 200. In example 
system 270, IP packet management is performed in the access 
terminal 250, through a queue management component 234. 
In an aspect, base station 230 in embodiment 270 relays IP 
packet(s) 229 to access terminal 250, and a queue is main 
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tained and managed at terminal 250 in Substantially the same 
manner as described Supra in connection with example sys 
tem 200. 

0049 FIG. 2C illustrates a block diagram of another alter 
native, or additional, example embodiment 280 that facili 
tates queue management during communication among a 
base station 230 and an access terminal 250, when data pack 
ets are generated in an IP node or in the access terminal 250. 
In an aspect, access terminal receives IP data packet(s) 290 
from an IP node 282. As an example, IP node 282 can be a 
laptop computer; however, it should be appreciated that IP 
node 282 can be substantially any IP data packet node. Said IP 
data packet(s) 290 are generated by an application component 
285 that can be remote to the access terminal 250. Said access 
terminal 250 comprises a queue management component 234 
that operates as described above, and can convey IP data 
packet(s) 295 which can result from active management 
effected via queue management component 234, or alterna 
tively, can include substantially all IP data packet(s) 290 
received from IP node 282. It should be appreciated that 
application component 285, which generates the IP data 
packet(s) 290, can also reside in access terminal 250 and can 
execute an application locally, via processor 258. It should be 
appreciated that in example embodiment 280, active queue 
management is effected in an access terminal and the data 
packets are conveyed in a reverse link (RL). 
0050 FIGS. 3A, 3B, and 3C are schematic diagrams 300, 
350, and 385 that illustrate, respectively, a set of example 
application queues that can be managed by a queue applica 
tion management component in example system 200, or 
example embodiment 270, described Supra, packet dropping 
according to a predetermined adaptive response function, 
e.g., a deterministic function or, alternatively a marking/drop 
ping probability function; and examples of said adaptive 
response functions. Diagram 300 presents four examples 
queues; however, it should be appreciated that additional 
queues can be managed by queue management component 
234. In an aspect, the number of queues that are managed can 
depend on the amount of memory available to queue man 
agement component 234 and the number of processes and 
threads that processor 242 can Support to, at least in part, 
execute the operations relevant to queue management (e.g., IP 
data packet filtering and buffering). Example queues pre 
sented in diagram 300 area best-effort delivery queue 310A, 
a streaming video queue 310B, a video telephony queue 310C 
and a VOIP queue 310D. It is noted that queues 310A and 
310B can be actively managed (shown with shaded blocks), 
whereas queues 310C and 310D may not. Typically, video 
telephony and VOIP applications can have tight latency 
requirements and can require Substantially small buffers. 
Generally, real-time applications and associated IP data 
packet queues can contribute marginally to utilization of 
backhaul communication (e.g., link 135) during base station 
handoff. Thus, Substantially marginal active queue manage 
ment can be necessary. 
0051. In an aspect, each queue (e.g., 310A or 310B) asso 
ciated with one or more applications (App) can maintain its 
own average size, e.g., an exponential average size—which 
can be represented by a buffer 360, typically embodied in a 
memory—and can have an associated response function (F) 
that is adaptive dictates whether IP data packets (e.g., IP data 
packet(s) 229) associated with the queue (e.g., 310A or 310B) 
are marked/dropped. In an aspect, the time-dependent char 
acter of a wireless link (e.g., forward link 245 and/or reverse 
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link 269), in conjunction with the dynamic scheduling (via, 
for example, scheduler 238) of communication resources, 
confers response function F its adaptive nature. Response 
function F can be deterministic, wherein the IP data packets 
are marked/dropped based at least in part on whether agen 
eralized indicator (see below; FIG. 3C) is above or below one 
or more dynamic (e.g., adaptive) thresholds. 
0052 Alternatively, or in addition, marking/dropping of 
packets can be stochastic, wherein F can be a marking/drop 
ping probability function that can depend, for example, on 
queue size X(App), and on other generalized indicators (see 
below) as well. In a case a generalized indicator is a queue 
size, it should be appreciated that multiple queue size thresh 
olds {X'(App)} (not shown) can be determined, e.g., by a 
service provider, and can be exploited to define P(X(App)) 
and thus effect packet marking/dropping 370. As illustrated in 
FIG.3B, if an incoming IP data packet (such as at least one of 
380A, 380B, 380C, 380D, or 380E) in the queue is either 
header-compressed or it is not Explicit Congestion Notifica 
tion (ECN) capable, then queue management component 234 
statistically drops such IP data packet according to, for 
example a marking/dropping probability function P(X(App)). 
When the incoming IP data packet is ECN-capable, then 
packet marking can proceed by setting one or more bits (e.g., 
a Congestion Experienced bit) in the IP data packet's header 
according to probability distribution P(X(App)); the latter 
marking indicated with dashed lines in packets 380C through 
38OE. 

0053 FIG. 3C illustrates schematic diagrams 385 for 
response function F in two instants, t, and t, and for two 
example sets of factors that affect wireless communication 
among a base station (e.g., BS 230) and an access terminal 
(e.g., AT 250) {COI, BW 387A and {COI, BW 
387B. Two type of response function F are presented at 
instants t, and t: A stochastic F389A and a deterministic 
F 391A. In the stochastic case, example response function 
389A is dictated by three parameters; namely, a threshold 
TH,393A, a thresholdTH,395, and aprobability P, at thresh 
old TH 395A. In the deterministic case 391A, the response 
function can adopt two values: 0 and 1, with 1 corresponding 
to marking/dropping a packet, and 0 to incorporating a packet 
into a queue without marks on it. At instant u, set of commu 
nication factors 387B have changed and thus the response 
function can change (e.g., adapt) accordingly. Stochastic 
function 389B is determined by disparate thresholds TH' 
393B and TH',395B and a probability P'; whereas determin 
istic response function 391B is dictated by a fractional value 
(e.g., /3) between threshold TH' 393B threshold TH', 395B. 
In an aspect. Such a fractional value can indicate the fraction 
of IP data packets that are deterministically marked or 
dropped. It should be appreciated that Substantially any frac 
tional value can be employed in a deterministic response 
function. Such thresholds (at Substantially any instant during 
a communication between a base station and an access termi 
nal) can correspond to predetermined values of a generalized 
indicator (G), which can include (1) an average size of a 
queue (e.g., 310A or 310B); (2) a queue delay; (3) an appli 
cation type (e.g., a 32-bit application, or a 64-bit application, 
a memory intensive application or a processorintensive appli 
cation, and so on); (4) a frequency reuse parameter; (5) a 
channel quality indicator; (6) a number of communication 
subcarriers; (7) an operation bandwidth; (8) a bandwidth 
delay product; (9) a load level in a cell/sector served by a base 
station (e.g., BS 230) that communicates with an access ter 
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minal (e.g., AT250); (10) a running history of queue sizes, or 
the like. In another aspect, thresholds associated with a sto 
chastic response function can depend primarily on IP data 
queue size and/or packet queuing delay, whereas the slope, 
e.g., marking/dropping probability at said thresholds can 
depend on factor including channel quality indicator, opera 
tion bandwidth, frequency reuse factor, and the like. 
0054. It should be appreciated that a set of communication 
factors, e.g., set 387A or set 387B, typically include one or 
more of possible generalized indicators G. Moreover, dia 
grams 385 employ two threshold values for illustrative pur 
poses and not by way of limitation; it is noted that multiple 
thresholds for generalized indicator G can be employed to 
determine a response function. The value G 397 associ 
ated with a generalized indicator can correspond to a maxi 
mum value that can be assumed by said indicator; for 
instance, if the generalized indicator is a communication 
bandwidth, G, then corresponds to the largest operation 
bandwidth that a base station can utilize to communicate with 
an access terminal, or the largest BW that the access terminal 
can employ for wireless communication. It should be appre 
ciated that while G-for some generalized indicators can be 
a hard upper bound (e.g., architecture of the wireless com 
munication network, architecture of a mobile terminal, archi 
tecture of an eNode B), other maximum values can be soft and 
determined, for example, by a service provider. 
0055 FIG. 4 is a block diagram 400 of an example base 
station that comprises an example queue management com 
ponent that manages incoming IP data packets based at least 
in part on an intelligent component. Base station 230 com 
prises Substantially the same functional components/ele 
ments discussed above. A scheduler 248 is coupled to proces 
Sor 242, in turn coupled to a memory 246. A queue 
management component 410 is coupled to scheduler 248, 
processor 242 and memory 246, and the functionality of said 
queue management component 410 is Substantially the same 
as that of queue management component 234. Example com 
ponents and functional elements included in queue manage 
ment component 410 provide and expand said functionality; 
however, it should be appreciated that alternative component 
and functional elements can be employed to the functionality 
of component 410 discussed hereinafter. 
0056 Queue management component 410 manages IP 
data packet(s) 229 received at base station 230 through an 
intelligent component 420 that relies in algorithms stored in 
algorithm store 420 (which in an aspect can be embodied in a 
memory). For example, said algorithms can include at least 
one of a random early detection (RED) algorithm or an 
explicit congestion notification (ECN) algorithm. It is noted 
that intelligent component can optimize a set of parameters 
(e.g., marking/dropping probability function, a minimum 
threshold for queue size, a maximum threshold for queue 
size, and exponential average constant, or a maximum likeli 
hood of marking/dropping when a queue is at the maximum 
threshold size) that enter the RED algorithm in order to obey 
the following targets: (i) TCP traffic queue (e.g., best-effort 
delivery queue 310A) aims to be non-empty at substantially 
all times, even after the TCP application reacts to an early 
congestion signal (e.g., marking indicator 248). Such target 
can prevent loss of over-the-air efficiency and loss of multi 
user diversity—particularly critical in the multiple-user mul 
tiple-input multiple-output (MU-MIMO) operation mode of 
base station 230 and access terminal 250. (ii) Buffered data is 
minimized so that backhaul utilization is also minimized 
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whenever BS-BS handoff occurs. It is readily apparent that 
targets (i) and (ii), individually tent to disparate maxima in a 
phase space of parameters. Furthermore said algorithms can 
provide for introducing response functions, e.g., marking/ 
dropping probability functions, that depend on a size of a 
queue (e.g., streaming video 310B) associated with an appli 
cation that conveys IP data packet(s) 229. In addition, algo 
rithms residing in algorithm store 430 can afford marking or 
dropping IP data packet(s) 229 according to thresholds in a 
buffer (e.g., buffer 360) size when executed, at least in part, in 
processor 242. Furthermore, algorithms in algorithm store 
430 also afford the functionalities associated with intelligent 
component 420 (see below) when executed, at least in part, in 
processor 242. In particular, intelligent component 420 can 
mark or drop IP data packet(s) 229 based at least in part on 
CQI intelligence 440 (typically embodied in a memory) or 
upon user/terminal intelligence 440 (typically embodied in a 
memory). It is noted that intelligent component 420 can rely 
on Substantially any intelligence collected in connection with 
Substantially any generalized indicator, Such as the aforemen 
tioned example generalized indicators (1)-(10) in connection 
with the discussion of FIG. 3C. 

0057. In an aspect, COI intelligence 430 can include sea 
Sonal records of CQI. In an aspect, the records can include 
filtered CQI values determined in the last At seconds. In 
another aspect, said seasonal records can span at least one of 
the following example time intervals: a Summer season or a 
winter season, a specific month, a specific time of day like 
rush hour (which can be important for a base station operating 
near a highway, wherein inter-cell interference can dramati 
cally increase during traffic jams), or the like. Such CQI 
records can be associated with terminals operating in a ser 
vice cell/sector covered by base station 230; and such data can 
be incorporated into algorithms in algorithm store 430 and 
employed for IP data packet(s) 229 marking or dropping. In 
particular the response function F, either a deterministic func 
tion or a marking/dropping probability function (P), that 
determines the likelihood that a packet is marked or dropped 
can depend explicitly on COI, either measured on real time or 
stored in COI intelligence 440, or on Substantially any gen 
eralized indicator G. 

0058. It should be appreciated that since a base station, 
e.g., base station 230, or a sector (e.g., sector 104a) utilize IP 
mobility to route user data packets among base stations or 
sectors upon handoff, this allows a base station 230 or sector 
104a to detect and determine the destination (e.g., user) of IP 
data packet(s) 229 being routed to an access terminals (e.g., 
access terminal 250). Additionally, in an aspect, IP data pack 
et(s) are associated to a specific application, as discussed 
Supra. Thus, intelligent component 410 can determine that a 
set of IP data packets are to be retained despite excessive 
buffer size in view of the specific characteristics of a user or 
terminal to which the data is transmitted. For example, a 
premium user employing a streaming video application can 
continue receiving data packets regardless the size of a buffer 
associated to the application. In Such a scenario, users that are 
not premium users can experience a reduction in the flow of 
data, in order to maintain an overall buffer size in the base 
station that ensures efficient handover. In another example, an 
access terminal receiving critical information/data, e.g., 
medical records of a wounded soldier in the battlefield, con 
veyed by a specific application Such as a database server, can 
retain data flow despite associate buffer size; as in the pre 
ceding example, applications that intelligent component infer 
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that convey less critical information can experience a larger 
than typical number of IP data packets in order to retain an 
adequate buffer size for effective base station handoff. It 
should be appreciated that inferences associated to marking/ 
dropping data packets associated with a specific application 
or user are conducted in an automated manner. 
0059. As employed hereinbefore, the term “intelligent” or 
“intelligence” refers to the ability to reason or draw conclu 
sions about, e.g., infer, the current or future state of a system 
based on existing information about the system. Artificial 
intelligence can be employed to identify a specific context or 
action, or generate a probability distribution of specific states 
of a system without human intervention. Artificial intelli 
gence relies on applying advanced mathematical algo 
rithms—e.g., decision trees, neural networks, regression 
analysis, cluster analysis, genetic algorithms, and reinforced 
learning to a set of available data (information) on the sys 
tem. Said algorithms can be retained in an algorithm store 
(such as algorithm store 430), as available system informa 
tion can be maintained in a memory residing in the system 
(such as memory 246). 
0060. In particular, to the accomplishment of the various 
automated aspects described above in connection with poli 
cies for load indicator generation and other automated aspects 
relevant to the subject innovation described herein, an AI 
component (e.g., component 320) can employ one of numer 
ous methodologies for learning from data and then drawing 
inferences from the models so constructed, e.g., Hidden 
Markov Models (HMMs) and related prototypical depen 
dency models, more general probabilistic graphical models, 
Such as Bayesian networks, e.g., created by structure search 
using a Bayesian model score or approximation, linear clas 
sifiers, such as Support vector machines (SVMs), non-linear 
classifiers, such as methods referred to as “neural network' 
methodologies, fuzzy logic methodologies, and other 
approaches that perform data fusion, etc. 
0061. In addition to intelligence in the aforementioned 
context of AI, intelligence can describe specific information 
that characterizes an entity, e.g., a user, an access terminal, or 
historical events identified through behaviors or conditions, 
or indicators associated thereof or with variables that charac 
terize such behaviors or conditions; e.g., channel state con 
ditions associated with the physical properties of a wireless 
communication channel characterized through a specific 
indicator like a COI. With respect to user intelligence, infor 
mation contained in Such intelligence can reflect the user's 
personal history or behavior, and records of commercial and 
non-commercial activities (acquiring premium services from 
a service provider, or adopting edge technology embodied in 
novel access terminals. for example) involving a product or a 
service. Information on features that identify an access ter 
minal (e.g., capable of multiple-system operation, such as 
UMB, LTE, and IEEE 802, bandwidth flexibility, multiple 
antennas, and so forth) employed by a user can be collected 
and retained as terminal intelligence, typically embodied in a 
memory. 
0062 FIG. 5 is a block diagram of an example system 500 
that facilitates relaying IP data packet(s) among base stations 
prior to handoff. System 500 comprises two base stations 
510A and 510B that include substantially the same functional 
component as base station 230, and operate in Substantially 
the same manner. It should be appreciated that backhaul 
communication (e.g., link 135) or an idle access terminal (not 
shown) can be exploited to relay IP data packets 520 among 
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base stations 5110A and 510B. Data packet relay provides at 
least the advantage to avoid dropping IP data packets. Data 
relay can originate in multiple factors: (i) Channel conditions 
can be poor (e.g., large intra-cell and other sector interfer 
ence, temporary changes in cell/sector landscape leading to 
increased channel fading, and so on) and fewer terminals are 
scheduled such that a substantive number of IP data packet(s) 
229 is to be dropped in order to keep buffer size within 
predetermined thresholds. (ii) A set of premium users 
demanding a large flow of data for critical applications. Such 
a situation can occur when an emergency, environmental or 
otherwise, takes place and critical data is transmitted from 
network node 210 to a relaying base station (e.g., base station 
510A). (iii) An inference, via for example an intelligent mod 
ule in queue management component 234 residing in base 
station 510A, is made as to which base station are to be 
involved in handoff for a specific user/terminal; depending on 
the application said user/terminal is employing, IP data pack 
ets can be relayed in anticipation to base station handoff 
among base stations 510A and 510B. Such an inference can 
be generated based at least in part on available user/terminal 
intelligence (e.g., user/terminal intelligence 450) in queue 
management component 234 in base station 510A. 
0063. In an aspect, unless base station handoff for a termi 
nal involves base station 510A and 510B, relayed data reside 
temporarily in the base station that received the data. The time 
span of relayed date in a relay base station can be determined/ 
inferred based on COI intelligence related to the sector/cell 
served by the base station that conveys (or relays) the fraction 
of IP data packet(s) 520. For example, relayed data can reside 
in the relay base station (e.g., base station 510B) for a period 
of time spanning milliseconds to seconds and minutes. 
0064. It is noted that data relay among base stations 510A 
and 510B through backhaul utilization can be submitted to 
scheduling constraints at network node 210, or it can be 
scheduled by Scheduler 238 in the relaying (e.g., data con 
veying) base station. Furthermore, IP data packet relay 520 
effected through an idle access terminal can demand preser 
Vation of data integrity and fraud mitigation, as data is sched 
uled and routed into a third party terminal. In an aspect, 
relayed IP data packets 520 can be encrypted and public keys 
can be employed by the relay base station (e.g., base station 
510B) and the third-party access terminal. In another aspect, 
a dedicated system code introduced by a service provider at 
the time of third-party terminal activation can be employed to 
convey relay data only through the third-party terminal. 
0065 FIG. 6 illustrates a block diagram of an example 
system 600 that facilitates IP data packet(s) management 
based on reconfiguration of the operation of an access termi 
nal that consumes the data packets. System 600 can incorpo 
rate extrinsic queue management through (re)allocation of 
communication resources for an access terminal 250 that 
receives IP data packet(s) 610. The extrinsic character of the 
queue management afforded by example system 600 can be 
reflected in the fact that buffer? dueue size is controlled by 
reconfiguring the wireless communication link rather than, or 
in complement to, queue management attained through queue 
management component 234 in base station 234. An advan 
tage of the extrinsic queue management is that buffer size can 
be optimized for the access terminal 250 that consumes the 
data packets and the wireless channel conditions (e.g., COI 
630) at substantially the time of base handoff. It should be 
appreciated that extrinsic queue management is not used to 
Solve synchronization issues because an access terminal's 
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traffic is buffered on a per flow basis. Base station 230 com 
prises a queue management component 234, a scheduler 238, 
a processor 242, and a memory 246; functionality of these 
components has been described supra. Access terminal 250 
includes a COI generation component 254, a processor 258, 
and a memory 262, which have been described above. 
0066. To accomplish extrinsic queue management, in an 
aspect, operation bandwidth BW of access terminal 250 can 
be adjusted to ensure that the size of a queue (not shown) 
associated with an application consumed by access terminal 
250 is maintained at a size below at least one of a plurality of 
thresholds, or at a size X that ensures a predetermined mark 
ing/dropping probability function P(X(App)) of marking/ 
dropping an IP data packet. It should be appreciated that Such 
a size can be a trade offbetween engaging in a reconfiguration 
of access terminal 250, a process that can involve resynchro 
nization, at least partially, of terminal 250. In order to adjust 
the bandwidth of mobile 250, a bandwidth indicator 620 is 
transmitted to the mobile via FL 605, for example BW indi 
cator 620 can be transmitted as Kbits (wherein K is a positive 
integer) in a primary control channel or secondary control 
channel. BW indicator 620 can convey to access terminal 250 
a bandwidth that is adequate to attain a specific data rate that 
can lead to a predetermined size X (App) of a queue that is 
managed by base station 230. In turn, access terminal trans 
mits to the base station, through reverse link 625, (i) a COI 
630 that indicates the channel conditions of operation, (ii) a 
bandwidth offset indicator 640 that indicates an adjustment to 
be made to the originally conveyed BW in ABW indicator 
620, and (iii) a power indicator 650 that can ensure adequate 
power spectral density operation based on reconfigured BW: 
which depends on BW indicator 620 and ABW indicator 640. 
In an aspect, the power indicator 650 can be conveyed as Q 
bits (Qapositive integer) in at least one of a primary synchro 
nization channel or a secondary synchronization channel. 
Upon receiving CQI 630, the bandwidth offset 640 and the 
power indicator 650, Scheduler (re)assigns communication 
resources to access terminal 250 and requests queue manage 
ment component 234 to drain a buffer associated with the 
application (not shown) utilized by access terminal 250. 
0067 FIG. 7 is a block diagram 700 of an embodiment of 
a transmitter system 710 (such as Node B230) and a receiver 
system 750 (e.g., access terminal 250) in a multiple-input 
multiple-output (MIMO) system that can provide for cell (or 
sector) communication in a wireless environment in accor 
dance with one or more aspects set forth herein. At the trans 
mitter system 710, traffic data for a number of data streams 
can be provided from a data source 712 to transmit (TX) data 
processor 714. In an embodiment, each data stream is trans 
mitted over a respective transmit antenna. TX data processor 
714 formats, codes, and interleaves the traffic data for each 
data stream based on a particular coding scheme selected for 
that data stream to provide coded data. The coded data for 
each data stream may be multiplexed with pilot data using 
OFDM techniques. The pilot data is typically a known data 
pattern that is processed in a known manner and can be used 
at the receiver system to estimate the channel response. The 
multiplexed pilot and coded data for each data stream is then 
modulated (e.g., symbol mapped) based on a particular 
modulation scheme (e.g., binary phase-shift keying (BPSK). 
quadrature phase-shift keying (QPSK), multiple phase-shift 
keying (M-PSK), or m-order quadrature amplitude modula 
tion (M-QAM)) selected for that data stream to provide 
modulation symbols. The data rate, coding, and modulation 
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for each data stream may be determined by instructions 
executed by processor 730, the instructions as well as the data 
may be stored in memory 732. 
0068. The modulation symbols for all data streams are 
then provided to a TX MIMO processor 720, which may 
further process the modulation symbols (e.g., OFDM). TX 
MIMO processor 720 then provides N modulation symbol 
streams to N, transceivers (TMTR/RCVR) 722 through 
722. In certain embodiments, TX MIMO processor 720 
applies beam forming weights (or preceding) to the symbols 
of the data streams and to the antenna from which the symbol 
is being transmitted. Each transceiver 722 receives and pro 
cesses a respective symbol stream to provide one or more 
analog signals, and further conditions (e.g., amplifies, filters, 
and upconverts) the analog signals to provide a modulated 
signal suitable for transmission over the MIMO channel. N. 
modulated signals from transceivers 722 through 722 are 
then transmitted from N antennas 724 through 724, 
respectively. At receiver system 750, the transmitted modu 
lated signals are received by Nantennas 752 through 752 
and the received signal from each antenna 752 is provided to 
a respective transceiver (RCVR/TMTR) 754 through 754. 
Each transceiver 754-754 conditions (e.g., filters, ampli 
fies, and downconverts) a respective received signal, digitizes 
the conditioned signal to provide samples, and further pro 
cesses the samples to provide a corresponding “received 
symbol stream. 
0069. An RX data processor 760 then receives and pro 
cesses the N received symbol streams from N transceivers 
754-754 based on a particular receiver processing tech 
nique to provide N“detected” symbol streams. The RX data 
processor 760 then demodulates, deinterleaves, and decodes 
each detected symbol stream to recover the traffic data for the 
data stream. The processing by RX data processor 760 is 
complementary to that performed by TX MIMO processor 
720 and TX data processor 714 at transmitter system 710. A 
processor 770 periodically determines which pre-coding 
matrix to use; such a matrix can be stored in memory 772. 
Processor 770 formulates a reverse link message comprising 
a matrix index portion and a rank value portion. Memory 772 
may store instructions that when executed by processor 770 
result in formulating the reverse link message. The reverse 
link message may comprise various types of information 
regarding the communication link or the received data stream, 
or a combination thereof. As an example, such information 
can comprise channel quality indication(s) (such as CQI 265 
or CQI 630), an offset for adjusting a scheduled resource 
(such as ABW indicator 640), and/or sounding reference sig 
nals for link (or channel) estimation. The reverse link mes 
sage is then processed by a TX data processor 738, which also 
receives traffic data for a number of data streams from a data 
source 736, modulated by a modulator 780, conditioned by 
transceiver 754 through 754, and transmitted back to trans 
mitter system 710. 
0070. At transmitter system 710, the modulated signals 
from receiver system 750 are received by antennas 724 
724 conditioned by transceivers 722-722, demodulated 
by a demodulator 740, and processed by a RX data processor 
742 to extract the reserve link message transmitted by the 
receiver system 750. Processor 730 then determines which 
pre-coding matrix to use for determining the beam forming 
weights and processes the extracted message. 
(0071. As discussed above, in connection with FIG. 2, 
receiver 750 can be dynamically scheduled to operate in 
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SIMO, SU-MIMO, and MU-MIMO. Next, communication in 
these modes of operation is described. It is noted that in SIMO 
mode a single antenna at the receiver (N-1) is employed for 
communication; therefore, SIMO operation can be inter 
preted as a special case of SU-MIMO. Single-user MIMO 
mode of operation corresponds to the case in which a single 
receiver system 750 communicates with transmitter system 
710, as previously illustrated FIG. 7 and according to the 
operation described in connection therewith. In such a sys 
tem, the N transmitters 724-724 (also known as TXanten 
nas) and N receivers 752-752 (also known as RX anten 
nas) form a MIMO matrix channel (e.g., Rayleigh channel, or 
Gaussian channel, with slow or fast fading) for wireless com 
munication. As mentioned above, the SU-MIMO channel is 
described by a NxN matrix of random complex numbers. 
The rank of the channel equals the algebraic rank of the 
NxN, matrix, which in terms of space-time, or space-fre 
quency coding, the rank equals the number Nesmin{N, 
N} of independent data streams (or layers) that can be sent 
over the SU-MIMO channel without inflicting inter-stream 
interference. 

(0072. In one aspect, in SU-MIMO mode, transmitted/re 
ceived symbols with OFDM, at tone (), can be modeled by: 

Here, y(()) is the received data stream and is a NX1 vector, 
H(()) is the channel response NXN, matrix at tone () (e.g., 
the Fourier transform of the time-dependent channel response 
matrixh), c(()) is an NX1 output symbol vector, and n(()) is 
an NX1 noise vector (e.g., additive white Gaussian noise). 
Precoding can converta NX1 layer vector to NX1 precoding 
output vector. N is the actual number of data streams (layers) 
transmitted by transmitter 710, and N-can be scheduled at the 
discretion of the transmitter (e.g., transmitter 710. Node B 
250, or access point 110) based at least in part on channel 
conditions (e.g., reported CQI 630) and the rank reported in a 
scheduling request by a terminal (e.g., receiver 650). It should 
be appreciated that c(o) is the result of at least one multiplex 
ing scheme, and at least one pre-coding (or beam forming) 
scheme applied by the transmitter. Additionally, c(()) is con 
voluted with a power gain matrix, which determines the 
amount of power a scheduler 238 in base station 230 allocates 
to transmit each data stream N. It should be appreciated that 
such a power gain matrix can be a resource that is assigned to 
a terminal (e.g., access terminal 250), and it can be controlled 
through power indicator 750. 
0073. As mentioned above, according to an aspect, MU 
MIMO operation of a set of access terminals (e.g., mobile 
250) is within the scope of the subject innovation. Moreover, 
scheduled MU-MIMO terminals operate jointly with SU 
MIMO terminals and SIMO terminals. FIG. 8 illustrates an 
example multiple-user MIMO system 800 in which three ATs 
750,750, and 750s, embodied in receivers substantially the 
same as receiver 750, communicate with transmitter 710. 
which embodies a Node B. It should be appreciated that 
operation of system 800 is representative of operation of 
substantially any group (e.g., 185) of wireless devices, such 
as terminal 250, scheduled in MU-MIMO operation within a 
service cell by a centralized scheduler residing in a serving 
access point (e.g., 110 or 250). As mentioned above, trans 
mitter 710 has NTX antennas 724-724, and each of the 
ATs has multiple RXantennas; namely, AT, has Nantennas 
752-752, AP, has Nantennas 752-752, and APs has Ns 
antennas 752-752s. Communication between terminals and 
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the access point is effected through uplinks 815, 815, and 
815s. Similarly, downlinks 810, 810, and 810s facilitate 
communication between Node B 710 and terminals AT, 
AT, and ATs, respectively. Additionally, communication 
between each terminal and base station is implemented in 
Substantially the same manner, through substantially the 
same components, as illustrated in FIG. 7 and its correspond 
ing description. 
0074 Terminals can be located in substantially different 
locations within the cell serviced by access point 710 (e.g., 
cell 180), therefore each user equipment 750, 750, and 
750, has its own MIMO matrix channel h, and response 
matrix H(CPU, and S), with its own rank (or, equivalently, 
singular value decomposition). Intra-cell interference can be 
present due to the plurality of users present in the cell serviced 
by the base station 710. Such interference can affect CQI 
values reported by each of terminals 750, 750, and 750s. 
Similarly, interference also can affect feed back values of 
power offsets (e.g., APSD 243) employed for power control at 
Node B 710. 

0075 Although illustrated with three terminals in FIG. 8, 
it should be appreciated that a MU-MIMO system can com 
prise any number of terminals, each of Such terminals indi 
cated below with an index k. In accordance with various 
aspects, each of the access terminals 750, 750, and 750s 
can report COI from a single antenna and can convey a PSD 
offset feedback, associated with Such single antenna, to Node 
B 710. In addition, each of such terminals can transmit to 
Node B 710 sounding reference signals from each antenna in 
the set of antennas employed for communication. Node B710 
can dynamically re-schedule each of terminals 750, 750, 
and 750s in a disparate mode of operation such as SU-MIMO 
or SIMO. 

0076. In one aspect, transmitted/received symbols with 
OFDM, at tone () and for user k, can be modeled by: 

Here, symbols have the same meaning as in Eq. (1). It should 
be appreciated that due to multi-user diversity, other-user 
interference in the signal received by user k is modeled with 
the second term in the left-hand side of Eq. (3). The prime () 
symbol indicates that transmitted symbol vector c is 
excluded from the summation. The terms in the series repre 
sent reception by userk (through its channel response H) of 
symbols transmitted by a transmitter (e.g., access point 250) 
to the other users in the cell. 

0077. In view of the example systems presented and 
described above, methodologies for inter-cell power controls 
that may be implemented in accordance with the disclosed 
subject matter will be better appreciated with reference to the 
flowcharts of FIGS.9 and 10. While, for purposes of simplic 
ity of explanation, the methodologies are shown and 
described as a series of blocks, it is to be understood and 
appreciated that the claimed subject matter is not limited by 
the number or order of blocks, as some blocks may occur in 
different orders and/or concurrently with other blocks from 
what is depicted and described herein. Moreover, not all 
illustrated blocks may be required to implement the method 
ologies described hereinafter. It is to be appreciated that the 
functionality associated with the blocks may be implemented 
by software, hardware, a combination thereof or any other 
Suitable means (e.g., device, system, process, component, ... 
). Additionally, it should be further appreciated that the meth 
odologies disclosed hereinafter and throughout this specifi 
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cation are capable of being stored on an article of manufacture 
to facilitate transporting and transferring Such methodologies 
to various devices. Those skilled in the art will understand and 
appreciate that a methodology could alternatively be repre 
sented as a series of interrelated States or events, such as in a 
state diagram. 
0078 FIG. 9 presents a flowchart of an example method 
for managing a data queue in a base station that operates in a 
wireless distributed network and facilitating base station 
handoff. At step 910 an IP data packet associated with an 
application and an access terminal is received. For example, 
IP data packet can be generated by an application that is 
executed remotely and can convey streamlined data or asyn 
chronous data. For example, an application that can convey 
data asynchronously can be a web-based game, or a web 
based browser. It should be appreciated that other applica 
tions are within the scope of the Subject innovation. In an 
aspect, a data packet is created in a network node, through a 
packet generation component (FIG. 1), which can execute 
one or more applications; however, routing of the packet 
associated with the application can take place in the base 
station. In another aspect, the data packet can be created in an 
access terminal executing an application. In Such a case data 
packets can be conveyed in a reverse link (e.g., RL) At act 
920, the received IP data packets are filtered and buffered, and 
a packet queue is assigned to the application associated with 
the data packets. In one aspect, filtering and buffering can be 
accomplished through a queue management component (e.g., 
component 234) that can reside in a base station (e.g., base 
station 230) 
(0079 Atact 930 a first set of IP data packets, which can be 
buffered, within the packet queue associated with the appli 
cation executed remotely is marked or dropped based at least 
in part on a response function that depends on a communica 
tion generalized indicator. The response function can be 
deterministic or stochastic, and the details of response func 
tion dependence on a communication generalized indicator 
can be determined by a service provider that facilitates wire 
less communication between a base station and an access 
terminal. A generalized communication indicator is a param 
eter that can characterize the wireless communication, the 
application that is being executed, or the queue assigned to the 
executed application. Examples of generalized communica 
tion indicators can include (i) an average size of a queue (e.g., 
310A or 310B); (ii) a queue delay; (iii) an application type 
(e.g., a 32-bit application, or a 64-bit application, a memory 
intensive application or a processorintensive application, and 
so on); (iv) a frequency reuse parameter, (v) a channel quality 
indicator, (vi) a number of communication Subcarriers; (vii) 
an operation bandwidth; (viii) a bandwidth-delay product; 
(ix) a load level in a cell/sector served by a base station (e.g., 
BS 230) that communicates with an access terminal (e.g., AT 
250); (x) a running history of queue sizes, or the like. In the 
case of a deterministic response function, in one aspect, a 
packet is marked of dropped according to the specific value of 
a communication generalized indicator that is employed to 
monitor the application queue evolution. In another aspect, a 
deterministic response function can convey a rate of marking/ 
dropping an IP data packet through a fractional value (391B: 
FIG. 3C). In the case of a stochastic response function is a 
probability distribution that provides with a probability for 
marking or dropping the IP data packets. In an aspect, a queue 
management component (FIG. 1) that can reside within the 
base station provides such marking/dropping. 
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0080 Atact 940, a second set of IP data packets associated 
with the application or an access terminal can be conveyed. 
Conveying the data packet can typically entail transmitting 
the data according to scheduled resources for the access ter 
minal associated with the data packets. 
0081 FIG. 10 presents a flowchart of an example method 
1000 for managing a data queue in a base station that operates 
in a wireless distributed network and facilitating base station 
handoff in accordance with an aspect. At act 1010, a set of 
adaptive thresholds for a communication generalized indica 
tor is determined. Such determination can be made based on 
specific target for the size of an application queue, in order to 
ensure efficient base station handoff. Typically, Such a target 
size represents a trade off among disparate objective func 
tions; for instance, a first objective function can tend to main 
tain a large queue size in order to increase the likelihood data 
packets are transmitted, whereas a second objective function 
can tend to maintain a small queue size in order to ensure 
efficient base station handoff. Alternatively, or in addition, 
determination of thresholds can be based on intelligence col 
lected on historical values of communication generalized 
indicators, as well as to optimize performance of an applica 
tion or access terminal, or maintain a target level of QoS. 
0082. The determined set of thresholds is adaptive in that 
a threshold can change dynamically in response to the values 
adopted by other thresholds, such as channel state conditions, 
application queue size, queuing delay, communication band 
width, bandwidth-delay product, and so on. 
I0083. At act 1020 a response function is determined 
according to the determined set of adaptive thresholds for a 
communicator generalized indicator. In the case of a deter 
ministic response function, the set of thresholds determined 
whether an IP data packet is marked or dropped; for instance, 
data packets can be dropped once a communicator general 
ized indicator is above a maximum threshold (FIG.3C). Such 
a communication generalized indicator can be a data packet 
buffer size, or it can be channel quality indicator associated 
with a communication channel, or it can be substantially any 
of the aforementioned communication generalized indica 
tors. In the case of Stochastic response function, the set of 
adaptive thresholds can determine intervals in which the 
probability to mark of drop a packet can have a specific 
dependence on the communication generalized indicator. 
0084. At act 1030, an IP data packet in an application 
queue is marked or dropped based at least in part on the 
response function that determined response function. 
0085 Next, example systems that can enable aspects of 
the disclosed subjected matter are described in connection 
with FIGS. 11 and 12. Such systems can include functional 
blocks, which can be functional blocks that represent func 
tions implemented by a processor or an electronic machine, 
Software, or combination thereof (e.g., firmware). 
I0086 FIG. 11 illustrates a block diagram of an example 
system that enables managing a queue in a base station 
according to aspects described herein. System 1100 can 
reside, at least partially, within a base station (e.g., BS 230). 
System 1100 includes a logical grouping 1110 of electronic 
components that can act in conjunction. In an aspect, logical 
grouping 1110 includes an electronic component 1115 for 
receiving a set of internet-protocol (IP) data packets associ 
ated with a computer-implemented application executing 
remotely; an electronic component 1125 for assigning a data 
packet queue to the received set of IP data packets; an elec 
tronic component 1135 for marking or dropping a Subset of 
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the IP data packets in the received set of IP data packets based 
at least in part on an adaptive communication generalized 
indicator and an associated threshold thereof. In addition, 
system 1100 can include electronic component 1145 for 
receiving the adaptive communication generalized indicator 
and the associated threshold thereof, an electronic component 
1155 for conveying a complementary set of IP data packets 
associated with the application and extant in the data packet 
application queue. In addition, electronic grouping 1110 can 
include an electronic component 1165 for receiving a mark 
ing indicator. 
I0087 System 1100 can also include a memory 1180 that 
retains instructions for executing functions associated with 
electrical components 1115, 1125, 1135, 1145, 1155, and 
1165, as well as measured and/or computed data that may be 
generated during executing Such functions. While shown as 
being external to memory 1170, it is to be understood that one 
or more of electronic components 1115, 1125, 1135, 1145, 
1155, and 1165 can exist within memory 1170. 
I0088 FIG. 12 illustrates a block diagram of an example 
system that enables managing a queue in an access terminal 
according to aspects described herein. System 1200 can 
reside, at least partially, within an access terminal (e.g., AT 
250). System 1200 includes a logical grouping 1210 of elec 
tronic components that can act in conjunction. In an aspect, 
logical grouping 1210 includes an electronic component 
1215 for receiving an internet-protocol (IP) data packet gen 
erated by a computer-implemented application; an electronic 
component 1225 for buffering the received IP data packet; an 
electronic component 1235 for marking or dropping the 
received IP data packet according to a deterministic or sto 
chastic response function; and an electronic component 1245 
for conveying a marked IP data packet. In addition, electronic 
grouping 1210 can include an electronic component 1255 for 
generating an IP data packet; an electronic component 1265 
for marking or dropping the generated data packet; an elec 
tronic component 1275 for conveying at least one of the 
generated IP data packet or marked IP data packet; and an 
electronic component 1285 for conveying the received IP data 
packet. 
I0089. System 1200 can also include a memory 1290 that 
retains instructions for executing functions associated with 
electrical components 1215, 1225, 1235, 1245, 1255, 1265, 
1275 and 1285, as well as measured and/or computed data 
that may be generated during executing Such functions. While 
shown as being external to memory 1280, it is to be under 
stood that one or more of electronic components 1215, 1225, 
1235, 1245, 1255, 1265, 1275 and 1285 can exist within 
memory 1290. 
0090. For a software implementation, the techniques 
described herein may be implemented with modules (e.g., 
procedures, functions, and so on) that perform the functions 
described herein. The software codes may be stored in 
memory units and executed by processors. The memory unit 
may be implemented within the processor or external to the 
processor, in which case it can be communicatively coupled 
to the processor via various means as is known in the art. 
0091 Various aspects or features described herein may be 
implemented as a method, apparatus, or article of manufac 
ture using standard programming and/or engineering tech 
niques. The term “article of manufacture' as used herein is 
intended to encompass a computer program accessible from 
any computer-readable device, carrier, or media. For 
example, computer-readable media can include but are not 
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limited to magnetic storage devices (e.g., hard disk, floppy 
disk, magnetic strips, etc.), optical disks (e.g., compact disk 
(CD), digital versatile disk (DVD), etc.), smart cards, and 
flash memory devices (e.g., EPROM, card, stick, key drive, 
etc.). Additionally, various storage media described herein 
can represent one or more devices and/or other machine 
readable media for storing information. The term “machine 
readable medium' can include, without being limited to, 
wireless channels and various other media capable of storing, 
containing, and/or carrying instruction(s) and/or data. 
0092. As it employed herein, the term “processor' can 
refer to a classical architecture or a quantum computer. Clas 
sical architecture comprises, but is not limited to comprising, 
single-core processors; single-processors with Software mul 
tithread execution capability; multi-core processors; multi 
core processors with Software multithread execution capabil 
ity; multi-core processors with hardware multithread 
technology, parallel platforms; and parallel platforms with 
distributed shared memory. Additionally, a processor can 
refer to an integrated circuit, an application specific inte 
grated circuit (ASIC), a digital signal processor (DSP), a field 
programmable gate array (FPGA), a programmable logic 
controller (PLC), a complex programmable logic device 
(CPLD), a discrete gate or transistor logic, discrete hardware 
components, or any combination thereof designed to perform 
the functions described herein. Quantum computer architec 
ture may be based on qubits embodied in gated or self-as 
sembled quantum dots, nuclear magnetic resonance plat 
forms, Superconducting Josephsonjunctions, etc. Processors 
can exploit nano-scale architectures such as, but not limited 
to, molecular and quantum-dot based transistors, Switches 
and gates, in order to optimize space usage or enhance per 
formance of user equipment. A processor may also be imple 
mented as a combination of computing devices, e.g., a com 
bination of a DSP and a microprocessor, a plurality of 
microprocessors, one or more microprocessors in conjunc 
tion with a DSP core, or any other such configuration. 
0093. Furthermore, in the subject specification, the term 
“memory” refers to data stores, algorithm stores, and other 
information stores such as, but not limited to, image store, 
digital music and video store, charts and databases. It will be 
appreciated that the memory components described herein 
can be either Volatile memory or nonvolatile memory, or can 
include both volatile and nonvolatile memory. By way of 
illustration, and not limitation, nonvolatile memory can 
include read only memory (ROM), programmable ROM 
(PROM), electrically programmable ROM (EPROM), elec 
trically erasable ROM (EEPROM), or flash memory. Volatile 
memory can include random access memory (RAM), which 
acts as external cache memory. By way of illustration and not 
limitation, RAM is available in many forms such as Synchro 
nous RAM (SRAM), dynamic RAM (DRAM), synchronous 
DRAM (SDRAM), double data rate SDRAM (DDR 
SDRAM), enhanced SDRAM (ESDRAM), Synchlink 
DRAM (SLDRAM), and direct Rambus RAM (DRRAM). 
Additionally, the disclosed memory components of systems 
and/or methods herein are intended to comprise, without 
being limited to, these and any other Suitable types of 
memory. 

0094. What has been described above includes examples 
of one or more embodiments. It is, of course, not possible to 
describe every conceivable combination of components or 
methodologies for purposes of describing the aforementioned 
embodiments, but one of ordinary skill in the art may recog 
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nize that many further combinations and permutations of 
various embodiments are possible. Accordingly, the 
described embodiments are intended to embrace all such 
alterations, modifications and variations that fall within the 
spirit and scope of the appended claims. Furthermore, to the 
extent that the term “includes.” “including.”“has having,” or 
variants thereof are used in either the detailed description or 
the claims, such terms are intended to be inclusive in a manner 
similar to the term "comprising as "comprising is inter 
preted when employed as a transitional word in a claim. 

1. A wireless communication device comprising: 
a processor configured to receive a set of internet-protocol 

(IP) data packets generated by a computer-implemented 
application, wherein the computer implemented appli 
cation executes remotely; to assign a data packet queue 
to the received set of IP data packets; to mark or drop a 
subset of the IP data packets in the received set of IP data 
packets based at least in part on an adaptive communi 
cation generalized indicator; to convey a complemen 
tary set of IP data packets associated with the application 
and extant in the data packet application queue; and 

a memory coupled to the processor. 
2. The wireless device of claim 1, wherein the processor is 

further configured to receive a communication generalized 
indicator. 

3. The wireless device of claim 2, wherein the communi 
cation generalized indicator is at least one of an average 
queue size, a running history of queue sizes, a queue delay, a 
channel quality indicator, an operation bandwidth, a band 
width-delay product, a frequency reuse parameter, or a load 
level in a communication sector. 

4. The wireless device of claim 3, the processor further 
configured to mark or drop the subset of IP data packets based 
at least in part on a set of adaptive thresholds for the adaptive 
communication generalized indicator. 

5. The wireless device of claim 1, wherein the computer 
implemented application executes remotely. 

6. The wireless device of claim 1, wherein the processor is 
further configured to receive a marking indicator. 

7. The wireless device of claim3, wherein the processor is 
further configured to convey the marking indicator. 

8. The wireless device of claim 1, the processor further 
configured to convey the data packet queue at a time of 
handoff event. 

9. The wireless device of claim 1, wherein the wireless 
device is a base station. 

10. The wireless device of claim 9, the processor further 
configured to convey a set of the IP data packets associated 
with the application to a disparate base station. 

11. A method employed in a wireless communication envi 
ronment, the method comprising: 

receiving an internet-protocol (IP) data packet associated 
with a computer-implemented application; 

buffering the IP data packet; 
marking or dropping the IP data packet based at least in part 

on an adaptive response function, wherein the response 
function depends on a set of communication generalized 
indicators; and 

conveying a marked IP data packet. 
12. The method of claim 11, wherein the response function 

is at least one of a deterministic function or a stochastic 
function. 

13. The method of claim 11, wherein the set of communi 
cation generalized indicators includes an average queue size. 
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14. The method of claim 11, wherein the set of communi 
cation generalized indicators includes a running history of 
queue sizes. 

15. The method of claim 11, wherein the set of communi 
cation generalized indicators includes a queue delay. 

16. The method of claim 11, wherein the set of communi 
cation generalized indicators includes a channel quality indi 
CatOr. 

17. The method of claim 11, wherein the set of communi 
cation generalized indicators includes an operation band 
width. 

18. The method of claim 11, wherein the set of communi 
cation generalized indicators includes a bandwidth-delay 
product. 

19. The method of claim 11, wherein the set of communi 
cation generalized indicators is a load level in a communica 
tion sector. 

20. The method of claim 11, further comprising determin 
ing a set of adaptive thresholds for at least one of the com 
munication generalized indicators in the set of communica 
tion generalized indicators. 

21. The method of claim 11, wherein determining a set of 
adaptive thresholds includes employing historical data extant 
on the communication generalized indicators. 

22. The method of claim 21, further comprising a stochas 
tic response function for marking or dropping the IP data 
packet based at least in part on the adaptive thresholds. 

23. The method of claim 21, further comprising a deter 
ministic response function for marking or dropping the IP 
data packet based at least in part on the adaptive thresholds. 

24. The method of claim 11, further comprising receiving 
a marking indicator. 

25. The method of claim 11, further comprising marking or 
dropping the IP data packet based at least in part on the 
computer-implemented application 

26. A computer program product comprising, 
a computer-readable medium including: 
code for causing at least one computer to receive an inter 

net-protocol (IP) data packet associated with a computer 
implemented application; 

code for causing at least one computer to buffer the IP data 
packet; 

code for causing at least one computer to mark or drop the 
IP data packet based at least in part on an adaptive 
response function; and 

code for causing at least one computer to convey a marked 
IP data packet. 

27. An apparatus that operates in a wireless system, the 
apparatus comprising: 

means for receiving a set of internet-protocol (IP) data 
packets associated with a computer-implemented appli 
cation executing remotely; 

means for assigning a data packet queue to the received set 
of IP data packets; 

means for marking or dropping a Subset of the IP data 
packets in the received set of IP data packets based at 
least in part on an adaptive communication generalized 
indicator and an associated threshold thereof; 

means for receiving the adaptive communication general 
ized indicator and the associated threshold thereof, and 

means for conveying a complementary set of IP data pack 
ets associated with the application and extant in the data 
packet application queue. 
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28. The apparatus of claim 27, wherein the communication 
generalized indicator is at least one of an average queue size, 
a running history of queue sizes, a queue delay, a channel 
quality indicator, an operation bandwidth, abandwidth-delay 
product, a frequency reuse parameter, or a load level in a 
communication sector. 

29. The apparatus of claim 27, further comprising means 
for receiving a marking indicator. 

30. A wireless communication device comprising: 
a processor configured to receive an internet-protocol (IP) 

data packet generated by a computer-implemented 
application, wherein the computer implemented appli 
cation executes remotely; to mark the received IP data 
packet based at least in part on a response function; to 
convey the received IP data packet; and to convey a 
marking indicator; and 

a memory coupled to the processor. 
31. The wireless communication device of claim 30, the 

processor further configured to drop the received IP data 
packet based at least in part on the response function. 

32. The wireless communication device of claim 30, 
wherein the response function depends on a set of communi 
cation generalized indicators. 

33. The wireless communication device of claim 30, 
wherein the response function is a deterministic function 
based on an adaptive threshold for at least one of the commu 
nication generalized indicators in the set of communication 
generalized indicators. 

34. The Wireless communication device of claim 30, 
wherein the response function is a stochastic function based 
on an adaptive threshold for at least one of the communication 
generalized indicators in the set of communication general 
ized indicators. 

35. The wireless device of claim 32, wherein the set of 
communication generalized indicators includes at least one of 
an average queue size, a running history of queue sizes, a 
queue delay, a channel quality indicator, an operation band 
width, a bandwidth-delay product, a frequency reuse param 
eter, or a load level in a communication sector. 

36. The wireless device of claim 30, wherein the remotely 
executed application reduces a rate of generation of IP data 
packets upon reception of the marking indicator. 

37. The wireless communication device of claim 30, 
wherein the computer-implemented application is executed 
locally within said device. 

38. The wireless communication device of claim 37, the 
processor further configured to assign a queue associated 
with a set of IP data packets generated by the locally executed 
application. 

39. The wireless communication device of claim 30, the 
processor further configured to convey a set of IP data packets 
generated by the locally executed application and stored in 
the queue associated therewith. 

40. The wireless communication device of claim 30, fur 
ther configured to generate a communication generalized 
indicator. 

41. The wireless device of claim 30, the processor further 
configured to receive a bandwidth indicator in order to adjust 
the wireless communication device's operation bandwidth 
(BW) that facilitates reception of the IP data packet at a 
predetermined rate, wherein said predetermined rate ensures 
a specific application queue size; to generate a BW offset in 
response to the received BW indicator; and to generate a 
power indicator that conveys a power level that ensures a 
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power spectral density is preserved when the operation BW is 
adjusted in response to the generated BW offset and the 
received BW indicator 

42. The wireless device of claim 30, wherein said device is 
an access terminal. 

43. A method utilized in a wireless communication system, 
the method comprising: 

receiving an internet-protocol (IP) data packet generated 
by a computer-implemented application, wherein the 
computer implemented application executes remotely; 

marking or dropping the received IP data packet based at 
least in part on a response function that depends on a 
communication generalized indicator, and 

conveying a marking indicator. 
44. The method of claim 43, further comprising assigning 

a queue to the received IP data packets. 
45. The method of claim 44, the communication general 

ized indicator includes at least one of an average queue size, 
a running history of queue sizes, a queue delay, a channel 
quality indicator, an operation bandwidth, abandwidth-delay 
product, a frequency reuse parameter, or a load level in a 
communication sector. 

46. The method of claim 45, wherein the response function 
is a deterministic function based on an adaptive threshold for 
at least one of the communication generalized indicators in 
the set of communication generalized indicators. 

47. The method of claim 45, wherein the response function 
is a stochastic function based on an adaptive threshold for at 
least one of the communication generalized indicators in the 
set of communication generalized indicators. 

48. The method of claim 43, further comprising generating 
a set of IP data packets. 

49. The method of claim 48, further comprising assigning 
a queue associated to the generated set of IP data packets. 

50. The method of claim 48, further comprising conveying 
at least one of the IP data packets in the generated set of IP 
data packets. 

51. The method of claim 43, further comprising: 
receiving abandwidth (BW) indicator in order to adjust the 

wireless communication device's operation bandwidth 
that facilitates reception of the IP data packet at a pre 
determined rate, wherein said predetermined rate 
ensures a specific application queue size; 
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generating a BW offset in response to the received BW 
indicator; and 

generating a power indicator that conveys a power level 
that ensures a power spectral density is preserved when 
the operation BW is adjusted in response to the gener 
ated BW offset and the received BW indicator 

52. An apparatus that operates in a wireless environment, 
the apparatus comprising: 

means for receiving an internet-protocol (IP) data packet 
generated by a computer-implemented application; 

means for buffering the received IP data packet; 
means for marking or dropping the received IP data packet 

according to a deterministic or stochastic response func 
tion; and 

means for conveying a marked IP data packet. 
53. The apparatus of claim 52, further comprising: 
means for generating an IP data packet; 
means for marking or dropping the generated data packet; 

and 
means for conveying at least one of the generated IP data 

packet or marked IP data packet. 
54. The apparatus of claim 52, further comprising means 

for conveying the received IP data packet. 
55. A computer program product including 
a computer-readable medium including: 
code for causing at least one computer to receive an inter 

net-protocol (IP) data packet generated by a first com 
puter-implemented application; 

code for causing at least one computer to generate a set of 
IP data packets associated with a second computer 
implemented application; 

code for causing at least one computer to mark or drop the 
received IP data packet or at least one of the generated IP 
data packets based at least in part on a response function 
that depends on a communication generalized indicator; 

code for causing at least one computer to convey a marking 
indicator; and 

code for causing at least one computer to convey at least 
one of the IP data packets in the set of generated IP data 
packets. 
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