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The invention relates to channel estimation in a receiver. The 
channel estimation for a current data block is based on a 
previous data block, where the two data blocks are based on 
common information. Data symbol hypotheses of the previ 
ous data block can be forwarded to a channel estimator and 
used as known reference symbols when estimating the chan 
nel response for the current block. Alternatively, a combina 
tion of the data symbol hypotheses and preliminary data 
symbol estimates of the current block are used as reference 
symbols in a refined channel estimation for the current block. 
Data bit hypotheses of the previous block can also be input as 
a priori data in a preliminary demodulation of the current 
block. The demodulator output is used as reference data in a 
refined channel estimation for the current block. The inven 
tion is well-adapted for usage in connection with Hybrid 
ARQ. 
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CHANNELESTIMATION 

TECHNICAL FIELD 

0001. The present invention generally relates to radio 
communications systems, and in particular to improved chan 
nel estimation in Such systems. 

BACKGROUND 

0002. In a radio communications system, information data 
(bits) are translated into symbols in a transmitter. The sym 
bols are then further processed, e.g. expanded by a spreading 
factor, encoded, etc., before transmission to a receiver. The 
transmitted signal (symbols) typically propagates through a 
dispersive medium and arrives at the receiver via multiple 
paths or channels. In order to efficiently process the received 
multi-path signals and retrieve the information data carried 
therein, the channel responses (transfer function) for the dif 
ferent channels (paths) have to be estimated in the receiver. 
Several channel response estimating techniques are known in 
the art. 
0003. Many of those estimating techniques utilize known 
control data, so-called pilot data or symbols, included in the 
transmitted signal. This pilot data is modulated at the trans 
mitter only with known symbols to permit the receiver to 
obtain a coherent reference that is independent of the 
unknown information symbols being decoded. The receiver 
estimates the channel responses based on these received pilot 
symbols and locally generated or stored pilot reference sym 
bols. The so-obtained channel response estimates are then 
used for processing the received signals and for retrieving the 
information data therefrom. 
0004 Generally, the more pilot data included in the trans 
mitted signal, the more accurate channel response estima 
tions can be performed in the receiver. However, increasing 
the pilot data content of the signal will reduce the information 
data throughput of the transmission since Such pilot data 
content increase comes at the expanse of the amount of (use 
ful) information data that can be carried in the transmitted 
signal. As a consequence, much effort is invested in improv 
ing the channel response estimations without requiring an 
increase in pilot data content. 
0005. In a document 1, Valenti and Woerner describe an 
iterative channel estimation (ICE) technique. In this ICE, the 
receiver estimates an initial or preliminary channel response 
based on pilot symbols included in the received signal. The 
channel response estimate is multiplied by the received 
sequence (signal). The result is passed to a demultiplexor, 
which strips off the pilot symbols. Next, the sequence is 
passed though a channel deinterleaver and finally to a turbo 
decoder. This turbo decoder outputs log-likelihood ratio 
(LLR) estimates of the code symbols. Hard or soft decisions 
of the code symbols are then determined based on the LLR 
values. The symbol estimates are reinterleaved and the (de 
multiplexed) pilot symbols are reinserted. This whole symbol 
sequence (including pilot symbols and the tentative informa 
tion symbol estimates) is fed back to the channel estimator 
and is used as a known reference sequence for a new (refined) 
channel estimation using the same received signal. This itera 
tive process with symbol feedbacks is repeated several times 
until accurate channel estimates are obtained. 
0006 Although the ICE technique with turbo decoding 
feedback is rather reliable, this comes at the expanse of high 
computational complexity and cost and high processing 
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delay. In addition, all received symbols have to be stored and 
the final deinterleaving and decoding of a received signal 
have to be put on hold until the iterative process is finished, 
which might take a non-negligible period of time. As a con 
sequence, a large amount of extra memory is required in a 
receiver employing ICE. Taken together, these disadvantages 
make ICE unsuitable for practical implementations in a 
receiver. 
0007. In a document 2), Zhuang and Renfors present an 
alternative solution to ICE, denoted combined pilot aided and 
decision directed channel estimation. According to this docu 
ment, a receiver determines a first channel estimate from 
reference pilot symbols and received pilot symbols. Data 
symbols in the received signal are then estimated using this 
first channel estimate. Decisions are made about the esti 
mated data symbols and these decisions are then used 
together (as known reference) with the received signal for 
determining a second channel estimate. A discriminator is 
utilized for determining which of these two channel estimates 
to use for the received signal. 
0008 Although, this solution has lower complexity than 
ICE, the probability of error data symbol decision is high and 
it has a low convergence speed. As a consequence, a much 
lower performance compared to ICE is obtained. 

SUMMARY 

0009. The present invention overcomes these and other 
drawbacks of the prior art arrangements. 
0010. It is a general object of the present invention to 
provide improved channel estimation with low computational 
complexity. 
0011. It is a particular object of the invention to provide a 
channel estimation that improves coding performance of a 
receiver. 
0012. It is another particular object of the invention is to 
provide a receiver structure that uses information from a 
previous data transmission in the channel estimation of a 
current data transmission. 
0013 These and other objects are met by the invention as 
defined by the accompanying patent claims. 
0014 Briefly, the present invention involves channel esti 
mation in radio communications systems employing trans 
missions of radio or data blocks that are based on common 
information. According to the invention, the channel response 
estimation of a current data block is, at least partly, based on 
a previous data block, received in a previous different data 
transmission from the same transmitter. In addition, the cur 
rent block comprises at least a Subset of data symbols repre 
senting data bits that are associated with the previous data 
block. The repeat transmission of data blocks can arise from 
an unsuccessful decoding of the previous data block in the 
receiver, which in turn causes the transmitter to retransmit the 
data block or transmit a new data block that might not be 
identical to the previous block but are at least based on com 
mon information. 
0015. When this receiver receives a first data block in a 
first transmission from the transmitter, the data block is pro 
vided to the channel estimator. This estimator determines a 
channel response for the first data block, for example by 
utilizing known pilot symbols included therein. The resulting 
channel response is used for modulating the received data 
symbols of the first block to generate data symbol estimates. 
These symbol estimates are then demodulated and the result 
ing data bit estimates from the demodulation are provided to 
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a decoder. This decoder tries to decode the bit estimates and, 
thus, the first data block. However, if the decoding is not 
successful, the receiver preferably notifies the transmitter 
accordingly. As a consequence, the transmitter can then 
retransmit the data block or transmit another data block that 
includes at least some of the data symbols found in the first 
block. In addition, the decoder generates data bit hypotheses 
of the data bit estimates of the first block and temporarily 
stores them in a memory. 
0016 Once the receiver receives this second data block, 
the data bit hypotheses can be fetched from the memory and 
modulated into data symbols hypotheses. Since the first and 
second data block are based on common data bits, these data 
symbol hypotheses can be used as known reference symbols 
similar to pilot symbols when determining the channel 
response for the second data block. If the second data block 
includes pilot symbols both the data symbol hypotheses of the 
first block and locally generated or stored reference pilot 
symbols can be used as known reference symbols. 
0017 Thus, more reference symbols (the symbol hypoth 
eses and the pilot symbols) are utilized in the channel estima 
tion than prior art solutions that only employ a few pilot 
symbols. Furthermore, this increase in the number of refer 
ence symbols for the purpose of channel estimation can be 
obtained without any increase in the number of pilot symbols 
that have to be included in the data block and, thus, without 
any reduction in the information data throughput. As a con 
sequence, a much more accurate channel estimation for this 
second data block will be obtained, which in turn enables a 
more accurate estimation of the data bits of the block and 
increased probability of Successful decoding. 
0.018. In another embodiment of the invention, an initial or 
preliminary channel response can first be estimated for the 
second data block by e.g. using pilot symbols included in the 
data block. This preliminary channel response is used to 
determine (preliminary) data symbol estimates for the second 
data block. These symbol estimates are combined with the 
modulated data bit hypotheses of the first block to obtain 
combined reference symbols. Alternatively, the data symbol 
estimates of the second block could first be demodulated into 
(preliminary) data bit estimations and then the combination 
could be performed on the bit-level. 
0019. In either case, the resulting combined reference 
information is input to the channel estimator of the receiver 
and is used in a refined channel response estimation for the 
second block. Thus, since more reference data can now be 
used in the refined channel estimation than for the prelimi 
nary estimation, a more accurate channel response is 
obtained. This more accurate channel response in turn 
enables more accurate estimations of the data bits of the 
second data block and increased probability of successful 
decoding. This increased probability of Successful decoding 
will lower need of retransmitting data blocks from the trans 
mitter to the user, which affects the user throughput posi 
tively. 
0020. In a further embodiment of the invention, prelimi 
nary data symbol estimates of the second data block are 
obtained according to the foregoing. The stored data bit 
hypotheses of the first block are then input as a priori infor 
mation in the demodulation of the preliminary data symbol 
estimates. These data bit hypotheses will thus be used as 
reference information in the demodulation of the second data 
block and thereby increase the accuracy of the demodulation, 
resulting in better data bit estimations for the second data 
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block. The resulting data bit estimations can be brought back 
to the channel estimator and used as known reference infor 
mation in a refined channel estimation for the second data 
block. Since the reference information has been obtained 
from an enhanced demodulation procedure using data bit 
hypotheses of the previous first block, the quality of this 
reference information is very high, which in turn enables 
accurate channel response estimations. 
0021. The present invention is well-adapted for the repeat 
transmission technique denoted Hybrid Automatic Repeat 
Request (HARQ) and for the different HARQ modes, includ 
ing Chase Combining (CC), Partial Incremental Redundancy 
(PIR) and Full Incremental Redundancy (FIR). 
0022. The invention offers the following advantages: 

0023 Improves the channel estimation performance of 
repeat transmissions; 

0024. Enables decreased probability of erroneous data 
symbol decision; 

0.025 Improves the demodulation and decoding perfor 
mance and single user throughput; and 

0026. Has low computational complexity and low 
memory and delay requirements. 

0027. Other advantages offered by the present invention 
will be appreciated upon reading of the below description of 
the embodiments of the invention. 

SHORT DESCRIPTION OF THE DRAWINGS 

0028. The invention together with further objects and 
advantages thereof, may best be understood by making ref 
erence to the following description taken together with the 
accompanying drawings, in which: 
0029 FIG. 1 is schematic overview of a portion of a radio 
communications system, to which the present invention can 
be applied: 
0030 FIG. 2 is a data signaling diagram illustrating suc 
cessive data block transmissions according to the present 
invention; 
0031 FIG. 3 is a schematic block diagram of an embodi 
ment of a receiver according to the present invention; 
0032 FIG. 4 is a schematic block diagram of another 
embodiment of a receiver according to the present invention; 
0033 FIG. 5 is a schematic block diagram of a further 
embodiment of a receiver according to the present invention; 
0034 FIG. 6 is a schematic block diagram of an embodi 
ment of a receiver according to the present invention Suitable 
for CC mode of HARQ: 
0035 FIG. 7 is a schematic block diagram of an embodi 
ment of a receiver according to the present invention Suitable 
for PIR mode of HARQ: 
0036 FIG. 8 is a schematic block diagram of an embodi 
ment of a receiver according to the present invention Suitable 
for FIR mode of HARQ: 
0037 FIG. 9 is a diagram comparing the performance of a 
receiver according to the present invention with a prior art 
receiver for CC mode of HARQ: 
0038 FIG. 10 is a diagram comparing the performance of 
a receiver according to the present invention with a prior art 
receiver for PIR mode of HARQ: 
0039 FIG. 11 is a flow diagram illustrating a channel 
response estimation method according to the present inven 
tion; 
0040 FIG. 12 is a flow diagram illustrating an embodi 
ment of the bit hypotheses determining step and the channel 
estimating step of FIG. 11 in more detail; 
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0041 FIG. 13 is a flow diagram illustrating additional 
steps of the estimation method of FIG. 12; 
0042 FIG. 14 is a flow diagram illustrating additional 
steps of the estimation method of FIG. 12; and 
0043 FIG. 15 is a flow diagram illustrating additional 
steps of the estimation method of FIG. 12. 

DETAILED DESCRIPTION 

0044) Throughout the drawings, the same reference char 
acters will be used for corresponding or similar elements. 
0045. The present invention relates to channel estimation 
in radio communications systems employing transmissions 
of radio or data blocks that are based on common information. 
In other words, a data block received in a first transmission is 
used in the channel estimation of a second data block received 
in a Subsequent different data transmission and where the two 
data blocks are based on common information. 

0046 FIG. 1 is a schematic overview of a portion of a radio 
communications system, to which the teachings of the present 
invention can be applied. The communications system could 
be a Global System for Mobile communication (GSM) sys 
tem, a General Packet Radio System (GPRS), an Enhanced 
GPRS (EGPRS) system that adopts the Enhanced Data rates 
for GSM Evolution (EDGE) technique, a Universal Mobile 
Telecommunications System (UMTS), or any other commu 
nications system utilizing whatsoever multiple access 
method, e.g. a Time Division Multiple Access (TDMA) sys 
tem, a Frequency Division Multiple Access (FDMA) system, 
different Code Division Multiple Access (CDMA) systems, 
e.g. Direct Sequence CDMA (DS-CDMA) or Wideband 
CDMA (WCDMA), a Orthogonal Frequency Division Mul 
tiple Access (OFDMA) system, or a system employing a 
combination of multiple access methods. 
0047. In this FIG. 1, a transmitter or transmitting unit is 
represented by a base station 20 that conducts data commu 
nication with a mobile unit 10 having a receiver 1. However, 
the mobile unit 10 in turn generally also includes a transmitter 
and the base station 20 then includes a receiver. 

0.048. As is well known in the art, when the transmitter 20 
wants to communicate data to the receiver 1, information or 
data bits are generally modulated or translated (using a sym 
bol alphabet) into data symbols that may be further processed, 
e.g. encoded, expanded by a spreading factor, etc. before 
transmission on a radio channel or link 30 to the receiver 1. 

0049. When the transmitted data signal carrying the data 
symbols propagates through the (air) medium, it will become 
modified. As a consequence, in order to Successfully process 
(demodulate and decode) the received signal, the receiver 1 
has to estimate this modifying effect or channel (impulse) 
response (sometimes denoted transfer function) of the radio 
channel 30. If a transmitted data signal is represented by X, 
k=1 ... M, where M is the number of data symbols in a data 
block, and the channel response is denoted C. Ae', where 
A is an amplitude scaling and e' is a phase rotation intro 
duced by the channel 30, then the received signal (data block) 
can be represented by y. CX, X Age'. A task of the 
receiver 1 is to determine an estimation d of the channel 
response for the data symbols in the data block. 
0050. In the present invention this channel response esti 
mation is performed (at least partly) based on information or 
data hypotheses of a previous data block received in a previ 
ous different transmission from the same transmitter 20. 
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0051 FIG. 2 schematically illustrates such a data commu 
nication between a transmitter (TX) and a receiver (RX) that 
employs multiple different data block transmissions. 
0.052 The transmitter firstly generates a first data block 40 
of data symbols 42 to be transmitted to the receiver. In addi 
tion to the data or information symbols 42, the data block 40 
could include or otherwise be associated with so-called pilot 
symbols 44. These known pilot symbols 44 can then be used 
by the receiver for simplifying and, above all, enhancing the 
channel estimation. As was briefly mentioned in the back 
ground, pilot data is modulated at the transmitter only with 
known symbols to permit the receiver to obtain a coherent 
reference that is independent of the unknown information 
symbols 42 in the data block 40. The receiver estimates the 
channel responses based on these received pilot symbols 44 
and locally generated or stored pilot reference symbols. 
0053. These pilot symbols 44 can be inserted in the begin 
ning of the data block 40, in the end thereof, or multiplexed 
into the information symbols 42. The number of pilot sym 
bols 44 to use for a given number of information symbols 42 
in a data block 40 can be selected based on different (optimi 
Zation) techniques in the art. 
0054 Thus, this generated data block 40 with pilot 44 and 
information 42 symbols is transmitted in step S1 from the 
transmitter to the receiver. The receiver will process the data 
block 40 and try to decode it. In cases where the decoding of 
the data block is not successful, the receiver could return a 
Negative Acknowledgement (NACK) to the transmitter in 
step S2. Upon reception of the NACK, the transmitter may 
generate and transmit (in step S3) a second data block 50 that 
is based on at least some information bits (symbols) 52 as the 
first, previously transmitted, data block 50. Although, the 
second data block 50 can been seen as an identical copy (if the 
second data block 50 contains all the information symbols 42 
found in the first data block 42), possibly except the pilot 
symbols 54, of the first data block 40 at the transmitter, the 
two data blocks 40, 50 generally differ at the receiver. This is 
due to that the modifying effect (channel response) of the 
channel has been changed between the two transmissions. 
0055. If decoding still is not successful in the receiver, 
despite the possibility of utilizing data both in the first and 
second data block, the receiver may anew return a NACK in 
step S4. A third data block 60 with pilot 64 and information 
62A, 62B symbols is then provided in the transmitter. Con 
trary to the second data block 50, this third block 60 could 
include a first set of information symbols 62A that are iden 
tical to some of the data symbols 42 in the first block 40 (more 
correctly, includes a first set of information symbols 62A that 
are based on the same data bits as at least a portion of the data 
symbols 42 of the first block 40). A second set of information 
symbols 62B does then not necessarily have to have corre 
spondences in the first block 40. This third block 60 is com 
municated to the receiver in step S5. If decoding is now 
Successful the receiver could return an Acknowledgement 
(ACK), informing the transmitter that no more (re)transmis 
sions of data blocks are required. 
0056. The example discussed above and disclosed in FIG. 
2 should merely been seen as an illustrative example of how 
multiple transmissions of data blocks that are based on com 
mon information can be implemented and the invention is not 
limited thereto. Thus, it could be possible that the transmitter 
only uses data block retransmissions so that any Subsequently 
transmitted data block will carry the same information as the 
original or first data block (first data block vs. second block in 
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FIG. 2). Alternatively, only portions of two data blocks need 
to be based on common information (first or second data 
block vs. third block in FIG. 2), or a combination of the two 
solutions can be used as is illustrated in FIG. 2. 
0057. Note further that this multiple transmission scheme 
can be implemented without any NACK signaling. For 
example, if the transmitter has not received an ACK from the 
receiver within a predefined period oftime, it will (re)transmit 
a new data block to the receiver. 
0058. A typical example of repeated data block transmis 
sion is Hybrid Automatic Repeat Request (HARQ). The 
HARO scheme can use the energy from a previously errone 
ous transmission in order to improve the chances of decoding 
on retransmission. HARQ is a special type of ARQ which 
combine different transmissions of the same data block prior 
to decoding. As is known in the art, there are two main 
schemes for HARQ: Chase Combining (CC) and Incremental 
Redundancy (IR). In the CC scheme, the retransmitted data 
block is based on identical bits as a previous (original) data 
block. In the IR scheme, each data block is encoded with 
redundancy and punctured into a number of versions, often 
referred to as sub-blocks for transmission to the receiver. The 
Sub-blocks can be produced all at once and stored for use as 
and when required by the HARQ scheme, or alternatively 
each particular version or Sub-block is produced dynamically 
upon request (reception of NACK). Incremental redundancy 
exists in two forms Partial IR (PIR) and Full IR (FIR). In PIR 
a retransmission carry partly identical bits and partly incre 
mental bits to the initial transmission, whereas in FIR the 
retransmission carry only incremental redundancy bits to the 
initial transmission and is self-decodable. 

0059. Thus, in FIG. 2 the second data block could be seen 
as generated according to the CC Scheme, whereas the third 
data block is then according to PIR or FIR. As a consequence, 
the present invention is well adapted for usage in a receiver 
employing HARQ, but is not limited thereto. 
0060 FIG. 3 is a schematic block diagram of a receiver 1 
according to an embodiment of the present invention. This 
receiver 1 generally includes a channel estimator 100, a 
demodulator 200, a data buffer or storage 400 and a data 
processor 300. 
0061. When this receiver 1 receives a first data block in a 

first transmission from the transmitter the data block is for 
warded to the channel estimator 100. This estimator 100 will 
then determine a channel response (transfer function) estima 
tion for the data block transmission over a radio channel in 
order to enable the receiver 1 to further process, e.g. demodu 
late and decode, the data block. This estimator 100 can be 
configured for employing any channel estimation technique 
known in the art for estimating the channel response for this 
first data block transmission. However, in some embodiments 
it is preferred to use pilot data or symbols included in or 
otherwise associated with the first data block. Instead ofusing 
pilot symbols multiplexed into the data block, a (dedicated) 
pilot channel can be used in addition to the separate data 
channel. Then both these channels preferably transmit in 
parallel (although they may beat different rates). The estima 
tor 100 can use this pilot data received on the pilot channel for 
a (rough) estimation of the channel response of the data 
channel. 
0062. Thus, if the received symbols in the data block can 
be represented by y. CX, the channel estimator 100 uses 
locally generated or stored pilot reference symbols (xj=1 .. 
. N, where N is the number of pilot symbols associated with 
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the data block). Thus, sincey, is the received data and X, is 
known, C, can be determined by the estimator 100. As a 
consequence, the output of the channel estimator 100 is a 
channel response estimated for the first data block (transmis 
sion). The estimate is brought together with the first data 
block to a modifying element or unit 525 that modifies the 
received data symbols of the block with the channel estimate 
to obtain estimations of the data symbols. For example, the 
estimator output could be a complex conjugate of the channel 
response d’. The modifying unit 525 could then be config 
ured formultiplying this complex conjugate with the received 
data symbol sequence (possibly after demultiplexing out or 
removing the pilot symbols therefrom) to obtain the symbol 
estimations x: 

0063. If any pilot symbols has not yet been removed from 
the estimated symbols sequence, a demultiplexor or corre 
sponding symbols removing unit (not illustrated) can be 
arranged between the modifying unit 525 and the demodula 
tor 200 for removing pilot symbols from the symbol 
sequence. In either case, the symbols sequence is input to the 
demodulator 200, where it is processed (demodulated) and 
translated into a sequence of estimated (coded) data bits. The 
bits sequence is brought from the demodulator to a connected 
data processor 300, where a decoder 310 will (try to) decode 
the data bits. In addition, the processor 300 or the decoder 310 
of the processor generates (decoded) data bit hypotheses of at 
least a subset of estimated data bits. Thus, data bit hypotheses 
can be determined for all the estimated bits or only for a 
portion thereof. These data bit hypotheses will be used in the 
channel estimation for a Subsequent data block transmission. 
As a consequence, the data bit hypotheses, or at least a portion 
thereof, should represent data bits that will also be carried in 
the Subsequent data block. 
0064. The data bit hypotheses c. could be hard decisions 
formed by the decoder 310 on the estimated data bits. For 
example, 

1 A > 0 (2) 
() as O' Ck 

0065 where J is the output (estimated coded data bits) 
from the demodulator 200. Alternatively, the bit hypotheses 
could be soft decisions, such as: 

6 tan h(). (3) 

0.066 Actually any hypotheses of the data bits can be used 
according to the present invention, including possible soft 
values, such a log-likelihood ratios (LLR), hard values and 
other information expressions of the data bits in the first data 
block. These data bit hypotheses are then (temporarily) stored 
in a data buffer or memory 400 connected to the data proces 
Sor 300 and decoder 310. 
0067. At a subsequent data transmission, e.g. due to that 
the decoder 310 was unable to correctly decode the first data 
block, the receiver 1 receives a second data block originating 
from the same transmitter and being based on information 
common to the first and second block. At this Subsequent 
block reception, the data bit hypotheses, or at least a portion 
thereof, are fetched from the buffer 400 and input to a modu 
lator 320 that is part of the data processor 300. The modulator 
320 modulates the bit hypotheses to generate data symbol 
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hypotheses. Since these symbol hypotheses have correspon 
dences with (at least some of) the data symbols in the second 
data block they can be utilized as “known pilot or reference 
symbols' in the channel response estimation for the second 
data block. 
0068. In a first embodiment only, these generated symbol 
hypotheses from the modulator are input to the channel esti 
mator 100 together with the received symbols of the second 
block. However, if the second data block includes or is asso 
ciated with (e.g. through a parallel pilot channel) pilot sym 
bols, also reference pilot symbols can be input to the estima 
tor in addition to the symbol hypotheses and the received 
symbols. Thus, in this embodiment of the invention much 
more reference symbols (the symbol hypotheses and the pilot 
symbols) are utilized by the estimator 100 in the channel 
response estimation process than prior art solutions that only 
employs a few pilot symbols. Furthermore, this increase in 
reference symbols for the purpose of channel estimation can 
be obtained without any increase in the number of pilot sym 
bols that have to be included in the data block and, thus, 
without any reduction in the information data throughput. As 
a consequence, a much more accurate channel estimation for 
this second data block will be obtained, which in turn enables 
a more accurate estimation of the data bits of the block and 
increased probability of Successful decoding. 
0069. In cases where the second data block includes a first 
set of symbols that represent data bits common to the first and 
second data block and a second set of symbols that represent 
data bits that have no correspondence in the first block, the 
receiver 1 or estimator 100 is preferably able to identify the 
common symbols, i.e. the first symbol set. This symbol iden 
tification can be realized using information included in the 
data block, e.g. in aheader portion of the block, and which has 
been entered by the transmitter. Alternatively, such identifi 
cation information can be sent separately to the receiver. In a 
further solution, the common symbol set could have a pre 
defined position within the radio block, Such as found among 
the first (last) symbols in the block. 
0070. Similar to above, if the received symbols in the 
second data block can be represented by y, OX, the channel 
estimator 100 uses locally generated or stored pilot reference 
symbols and the data symbols hypotheses (xj=1 ... N,+N 
where N is the number of pilot symbols associated with the 
data block and N, is the number of symbol hypotheses). As a 
consequence, N., more reference symbols can be used in the 
channel estimation of the second data block compared to the 
estimation in connection with the first block. 

0071. The estimator 100 determines a channel estimation 
based on the reference data (pilot data and symbol hypoth 
eses) and outputs it to the modifying unit 525. The data 
symbols of the second block are also input to this modifying 
unit 525 and a sequence of estimated data symbols for this 
second block is obtained, which was discussed in more detail 
for the first data block above. The estimated data symbols are 
brought to the demodulator 200 for generating estimated bit 
symbols, which in turn are brought to the decoder 310 for 
decoding. If the data bits can be successfully decoded, hard 
decisions thereof can be made, either in the decoder 310 or in 
another unit of the receiver 1 (not illustrated). 
0072. In addition, or in particular if the data bits were not 
successfully decoded, the decoder 310 can generate data bit 
hypotheses of the data bits in the second data block or at least 
of a portion thereof. These data bit hypotheses can be brought 
to the data buffer 400 for storage. 
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0073. If the receiver 1 subsequent receives, from the trans 
mitter in a third data transmission, a third data block that is 
based on information (data bits) common to this third and the 
second (first) data block, the stored data bit hypotheses of the 
second (first) block can be used in the channel estimation for 
the third data block. If all these three blocks are generated in 
the transmitter based on common information, data bit 
hypotheses of both the first and second block can be used by 
the channel estimator 100. This procedure can be repeated in 
an iterative manner for multiple Subsequent data blocks and 
transmissions, where each Such data block is based on infor 
mation common to at least one previously received (original) 
data block. 

0074 Thus, for every new (re)transmission, more refer 
ence data (data bit hypotheses) and more accurate Such ref 
erence data can be used by the channel estimator 100. Since 
for each data bit hypotheses calculation, the new hypotheses 
are probably more accurate than a preceding one, in some 
applications it is sufficient to only use the most recent bit 
hypotheses in the channel estimation for a new data block. 
Alternatively, data bit hypotheses associated with different 
data blocks and stored in the data buffer 400 may be combined 
in a Suitable manner, e.g. averaged, possibly using different 
weights, to obtain a single combined bit hypotheses sequence 
that is used in the channel estimation for a Subsequent data 
block. 

0075. The units 100, 200, 300, 310,320 and 525 of the 
receiver 1 may be provided as software, hardware or a com 
bination thereof. The receiver 1 may in turnbearranged in any 
communicating terminal or unit, including mobile units and 
stationary communicating units, such as base stations, 
adapted for wireless data communication. 
0076 FIG. 4 is a schematic block diagram of another 
embodiment of a receiver 1 according to the present inven 
tion. This embodiment includes another data processor 300 
compared to the embodiment of FIG. 3. 
(0077 Correspondingly to the receiver of FIG.3, when the 
receiver 1 receives a first data block, the channel estimator 
100 determines a channel response estimation, possibly using 
pilot symbols associated with the first data block. This esti 
mated channel response is used for producing data symbol 
estimates of the block in the modifying unit 525. These sym 
bol estimates are demodulated in the demodulator 200 into 
estimated data bits, which are brought to the data processor 
300 and the decoder 310 therein. The decoder 310 can deter 
mine data bit hypotheses of the first data block, in particular 
if unable to successfully decode the data block, as was dis 
cussed in the foregoing. These bit hypotheses are stored in the 
data buffer 400 until a second data block is received in a 
Subsequent data transmission. 
0078. When the receiver 1 receives this second data block, 
the channel estimator 100 determines an initial or preliminary 
channel response for this data block. This preliminary chan 
nel response estimation can be performed using pilot symbols 
associated with the second data block in a corresponding way 
to the channel estimation for the first data block. The so 
obtained channel response estimate is brought together with 
the received data symbols of the second block to the modify 
ing unit 525 for generating preliminary estimated data sym 
bols. 
007.9 The bit hypotheses associated with the first data 
block are fetched from the data buffer 400 and input to a 
modulator 320 of the data processor 300. The modulator 320 
modulates the bit hypotheses to generate data symbol hypoth 
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eses, which are provided to a symbol combiner 330 of the data 
processor 300. Also the preliminary estimated data symbols 
of the second block are provided from the modifying unit to 
this symbol combiner 330. This symbol combiner 330 then 
operates for combining at least a portion of the data symbol 
hypotheses of the first block with at least a portion of the 
preliminary estimated data symbols of the second block to 
generate combined reference data that can be used in a second 
or refined (enhanced) channel estimation for the second data 
block. 
0080. Any symbol combining technique known in the art 
can be used by the combiner 330 including, but not limited to, 
symbol averaging, weighted symbol averaging or a simple 
symbol multiplexing. 
0081. These combined symbol references are output from 
the combiner 330 and provided together with the received 
data symbols of the second block (that has been temporarily 
stored in a data memory) to the channel estimator 100. Alter 
natively, also pilot symbols of the second block could be 
provided to the estimator 100 or such pilot symbols could 
have been input to the combiner 330 and used in the symbol 
combining procedure. 
0082 Since more reference symbols can now be used by 
the estimator 100 (combination of symbol hypotheses, esti 
mated data symbols and pilot symbols compared to only pilot 
symbols), a more accurate and refined estimation of the chan 
nel response can be obtained for the second data block com 
pared to the previously determined preliminary channel esti 
mate. This refined channel estimate and the data symbols of 
the second data block are input to the modifying unit 525 for 
generating refined estimations of the data symbols. 
0083. These refined data symbol estimations can in turn be 
combined with the symbol hypotheses of the first block in the 
symbol combiner 330. And the iterative channel estimation 
procedure employing the channel estimator 100, modifying 
unit 525 and symbol combiner 330 can be repeated several 
times until adequate data symbol estimations are obtained for 
the second data block. However, for most practical imple 
mentations no more channel response calculations than the 
preliminary and first refined ones are typically required. 
0084. In either case, the final (refined) symbol estimations 
of the second data block are demodulated in the demodulator 
200 and the so-obtained estimated data symbols of the second 
data block are brought to the decoder 310. 
0085. As was discussed in connection to FIG. 3, the 
decoder 310 can determine data bit hypotheses for these 
estimated data bits of the second block and store them in the 
data buffer 400. Then bit hypotheses of the first block and/or 
the second block can be used in the refined channelestimation 
of a subsequently received third data block. 
0.086 The units 100, 200, 300, 310,320, 330 and 525 of 
the receiver 1 may be provided as software, hardware or a 
combination thereof. The receiver 1 may in turn be arranged 
in any communicating terminal or unit, including mobile 
units and stationary communicating units, such as base sta 
tions, adapted for wireless data communication. 
0087 FIG. 5 is a schematic block diagram of a further 
embodiment of a receiver 1 according to the present inven 
tion. Data bit hypotheses of a first data block are generated by 
the receiver 1 in a similar way to the receiver in FIGS. 3 and 
4 and this hypotheses generation procedure is not further 
discussed. Thus, the data buffer 400 stores data bit hypotheses 
of the first data block at the time of reception of a second data 
block in the receiver 1. 
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0088. The channel estimator 100 then determines an initial 
or preliminary channel response for this second data block as 
was discussed above in connection with FIG. 4. This prelimi 
nary channel response is used by the modifying unit 525 for 
modifying the received data symbols for the purpose of 
removing the effect of the symbols caused by the data chan 
nel. Preliminary estimated data symbols are output from the 
modifying unit 525 and brought to the demodulator 200. This 
demodulator 200 then demodulates the data symbols to gen 
erate preliminary estimated data bits. At least a portion of 
these estimated data bits of the second data block are com 
bined in a bit combiner 330 of the data processor 300 with at 
least a portion of the data bit hypotheses of the first data block, 
retrieved from the buffer 400. Correspondingly to the symbol 
combiner in FIG. 4, this bit combiner 330 can operate with 
any bit combining technique known in the art, e.g. a bit 
averaging technique, a weighted averaging or a simple bit 
multiplexing. The resulting combined reference bits are pro 
vided to a modulator 320 arranged in the data processor 300 
for modulating the reference bits into combined reference 
symbols. 
I0089. These combined symbol references are output from 
the modulator 320 and provided together with the received 
data symbols of the second block (that has been temporarily 
stored in a data memory) to the channel estimator 100. Alter 
natively, also pilot symbols of the second block could be 
provided to the estimator 100. 
0090 Since more reference symbols can now be used by 
the estimator 100 (combination of symbol hypotheses, esti 
mated data symbols and pilot symbols compared to only pilot 
symbols), a more accurate and refined estimation of the chan 
nel response can be obtained for the second data block com 
pared to the previously determined preliminary channel esti 
mate. This refined channel estimate and the data symbols of 
the second data block are input to the modifying unit 525 for 
generating refined estimations of the data symbols. 
0091. This channel response and data symbol refinement 
can be repeated at least once more. However, in most practical 
implementations, the refined channel response is accurate 
enough to generate a good estimation of the data symbols of 
the second block so that no more refinement is required. In 
Such a case, the refined data symbol estimates of the second 
block are demodulated by the demodulator 200 into refined 
bit symbol estimates that, hopefully, can be decoded by the 
decoder 310. Similar to above, data bit hypotheses of the 
second data block can be generated by the decoder 310 in 
addition to decoding the data bits or, preferably, instead of 
decoding the data bits due to unsuccessful data bit decoding. 
0092. The units 100, 200, 300, 310,320, 330 and 525 of 
the receiver 1 may be provided as software, hardware or a 
combination thereof. The receiver 1 may in turn be arranged 
in any communicating terminal or unit, including mobile 
units and stationary communicating units, such as base sta 
tions, adapted for wireless data communication. 
0093. It is anticipated by the invention that the different 
embodiments of the receiver discussed above and illustrated 
in FIGS. 3 to 5 can be, at least partly, combined. 
0094 Briefly returning to FIG. 1, the data block carrying 
signal transmitted from the base station 20 generally arrives 
via multiple paths or channels 30 (of which only one is illus 
trated in the figure) at the receiver 1. This is because the 
transmitted signal bounces off anything, such as the ground, 
mountains, buildings and other objects, it comes into contact 
with. These multi-path signals are typically out of phase with 
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each other, which causes the signal to interfere with itself. 
However, by combining Such multi-path signals in the 
receiver 1, the total signal strength can be increased, thus, 
raising the quality of the received signal. As a consequence, 
the receiver 1 can include multiple so-called “fingers', where 
each such finger is timed to receive a different multi-path 
signal. 
0095. Note however that each such multi-path signal origi 
nates from one and the same data block transmission. Thus, 
the multi-path signals carry the same data block, but since the 
modifying effect of the paths or channels can differ, a channel 
response is preferably estimated for each Such channel in the 
receiver. Each Such receiver finger can then include a respec 
tive channel estimator and modifying unit as discussed above 
for the embodiments disclosed in FIGS.3 to 5. In other words, 
data bit hypotheses of a previous data block is used for gen 
erating known reference symbols that are used in the channel 
estimation for Such paths or channels associated with a single 
Subsequent data block transmission. The resulting different 
sequences of estimated data symbols for the Subsequent data 
block can be combined before being demodulated. 
0096. As was noted in the foregoing, the present invention 
can be applied to usage of the HARQ scheme and HARQ 
adapted receivers. The invention will now be further 
described with reference to receivers adapted for CC. PIR and 
FIR modes of HARQ. 
0097 FIG. 6 schematically illustrates a block diagram of a 
receiver 1 adapted for CC mode of HARQ. The data block 
carrying signals from a first data transmission is input a 
respective finger of a RAKE combiner or receiver 500. Note 
that the CC-, PIR- and FIR-adapted embodiments of the 
invention are not limited to usage of RAKE receivers or 
combiners. On the contrary, any kind of receiver/combiner 
structure, e.g. minimum mean square error (MMSE) com 
biner, in the art can be used. As a consequence, the usage of 
RAKE for these embodiments should merely be seen as a 
non-limiting example. 
0098 FIG. 6 illustrates one such finger of the RAKE com 
biner 500. The respective signals are optionally first input to 
a descrambling and despreading unit 510 to obtain a despread 
and descrambled version of the data block (signal): 

1 - (4) 
y - st 2. X(i)Cscr-(i)Cch (i), 

0099 where c is the real valued channelization code with 
spreading factor SF and c represents the complex scram 
bling code. 
0100 Similar to above, the channel estimator 100 includes 
means 110 for determining a channel response estimate for 
the current path or channel, preferably utilizing pilot symbols 
included in the first data block. Thus, locally generated or 
stored reference symbols could be input to a modifying unit 
110 together with received pilot symbols for generating the 
channel estimation. The resulting channel estimated,”, 
where l=1 ... L and L is equal to the number offingers of the 
RAKE combiner 500, may optionally be filtered in a channel 
estimate filter 120. General speaking, a good channel esti 
mate filter 120 can reduce noise and tracking the time variant 
change of the channel. Classical such filters 120 include 
Wiener filters, simple average (SA), linear interpolation (LI) 
and weighted multi-slot averaging (WMSA). 
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0101 The possibly filtered channel response estimate is 
brought to a modifying unit 520 that also receives the data 
symbols sequence of the first data block. The received data 
symbols are modified by the channel response, e.g. multiplied 
by the complex conjugate of the channel response, in the 
modifying unit 520 to generate an estimated data symbol 
sequence for this RAKE finger. The different such estimated 
data symbols sequences associated with the first data block 
from the different fingers are combined, for example, in a 
maximum ratio combiner (MRC) 540. As a consequence, 
modifying units 520 in the RAKE combiner 500 multiply the 
symbols from each path with the complex conjuagate of the 
possibly filtered channel estimate corresponding to that path, 
and then after adjusting for the different path delays, the MRC 
540 combines the corresponding symbols estimates of the 
different paths to generate a single estimated symbol stream 
yMRC 

L. (5) 

0102 The MRC output stream is demodulated in a 
demodulator 200 to produce an estimated data bits sequence 
for the first data block. This demodulator 200 can be imple 
mented as a soft input soft output (SISO) demodulator 
operating in the LLR domain. In such a case the estimated 
data bit sequence can be represented as: 

Av = b) = log X P(y | x.) (6) 
3k ex, 

& max (logP(y | x)) 
ske h, 

L. 2 

= - miny - Xy16. 
ske h, = 

(0103 where X is the subset of X whose label has the 
binary value b at the i' bit position and V is a data symbol at 
the k" position formed by m consecutive bits. More informa 
tion of operation of a SISO demodulator can be found in the 
reference 3. 
0104. The estimated bits sequence is input to a data pro 
cessor 300 that could include an optional deinterleaver 340. 
As is known in the art, an interleaver is often included in the 
transmitter for breaking the sequential fading correlation and 
increase diversity order to the minimum Hamming distance 
of a code. If such an interleaver was used in the transmitter, 
the receiver 1 preferably includes a deinterleaver 340. The 
possibly deinterleaved estimated bits sequence is input to a 
decoder 310. Typical non-limiting examples of suitable 
decoders 310 according to the present invention include a 
soft-output Viterbi decoder or a turbo decoder. In such decod 
ers 310, extrinsic information, e.g. LLR values, of informa 
tion bits can be calculated, for example, through maximum a 
posteriori algorithm (MAP) or soft output Viterbialgorithm 
(SOVA) and exchanged between two component recursive 
systematic convolution (RSC) decoders. Actually, not only 
information bits, but also parity bits can be obtained with the 
MAP or SOVA algorithm. As a consequence, these generated 
LLR values of coded bits, including information and parity 
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bits, of the first data block from the decoder 310 can then be 
used as data bit hypotheses. In this receiver 1, these data bit 
hypotheses (LLR bit values) can be sent to the (SISO) 
demodulator 200 as a priori information during a Subsequent 
data block transmission. In other words, extrinsic aposteriori 
bit probabilities (data bit hypotheses) output by the decoder 
310 can be fed back as the a priori probabilities to the 
demodulator 200 for the subsequent data block. Thus, these 
data bit hypotheses are (temporarily) stored in the data buffer 
400. 

0105. In CC mode of HARQ, if decoding of the first data 
block is unsuccessful, this data block is retransmitted or a 
(identical) copy of the first block is transmitted to the receiver. 
Upon reception of this retransmitted second data block, an 
initial or preliminary channel estimation procedure is per 
formed in the RAKE combiner 500. This preliminary channel 
estimation basically corresponds to the channel estimation 
for the first data block discussed above. The output from the 
RAKE combiner 500, thus, a preliminary estimated data sym 
bols sequence for the second (retransmitted) data block is 
then brought to the demodulator 200. 
0106 Contrary to the first data block, the stored data bit 
hypotheses (LLR values) are fetched from the data buffer 400 
and input to the demodulator 200 as a priori information 
during the demodulation of the second data block. As a result 
of this data bit hypotheses input, the accuracy of the demodu 
lation can be improved significantly. At the demodulator 200, 
the MAP bit metrics are calculated as: 

Av = b) = log X P(v. =bly.) (7) 
sker, 

= logy, P(x|y) 
sker, 

ce log X P(y | x.) P(x). 
*Revi, 

01.07 
puted by: 

Where the a priori probability P(x) can be com 

0108 where v'(x) is the value of the i' bit of the label 
corresponding to X L(V) and L is the labeling map that maps 
each symbol V to a complex transmitted symbol (signal) X. 
chosen from M-ary constellation, M=2". Combining equa 
tion (7) and (8), the demodulator output (extrinsic aposteriori 
bit probabilities) can be written as: 

in (9) 
P(y) = b) = X. P(y | x.) P(vi = {(x)), 

sker, T 
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0109 or in the LLR-domain: 

1 L. (10) X. es sis"-Xya, 
ske 

P(vi = 6; (x)) 
iti 
i=l 

L(v) = log 1 L. 

sker, 

P(vii = {(x)) 
iti 
i=l 

0110 More information about demodulation based on 
input a priori information can be found in the reference 3. 
0111. The demodulator output (preliminary estimated 
data bits) will be used as reference data in a refined channel 
estimation for the second data block. Firstly, the demodulator 
output is provided to a modulator 700 for generating esti 
mated data symbols. Alternatively, the demodulator output 
can first be provided to the decoder 310 for generating hard or 
Soft decisions, e.g. according to equation (2) or (3) above. In 
Such a case, in for instance Quadrature Phase Shift Keying 
(QPSK), the real part of the data symbol decision is equal to 
the value of odd positions of c, while the imaginary part is 
determined by the value of even positions ofc. The resulting 
(hard or soft) decisions are then forwarded to the modulator 
700. 
0112 This modulator 700 generates data symbol hypoth 
eses of the demodulator output or the bit decisions from the 
decoder 310. The data symbol hypotheses are used as refer 
ence symbols by the channel estimator 100. As a conse 
quence, the reference data symbol hypotheses are input 
together with the previously despread and descrambled sec 
ond data block to a modifying unit 130. In addition, also any 
pilot reference symbols can be input to this modifying unit 
130 to increase the number of used reference symbols even 
further. Instead of using a dedicated modifying unit 130 for 
this channel estimate refinement, the same modifying unit 
110 as was used for the first data block and the preliminary 
channel estimation for the second block can be reused also in 
the channel response refinement. In either case, the output 
from this modifying unit 130 (or alternatively unit 110) is a 
refined and more accurate channel estimate for this RAKE 
finger. 
0113. The refined channel response can be filtered as was 
discussed above using a dedicated filter 140 or by using the 
channel response filter 120 that was used for the preliminary 
channel response calculation. 
0114. The possibly filtered refined channel response is 
then input together with the received second data block in 
another modifying unit 530 (or alternatively the modifying 
unit 520 mentioned above) for generating refined data sym 
bols estimates for this channel or path. These data symbols 
estimates for the different paths are combined in the MRC 
combiner 540 to generate a single sequence of refined data 
symbol estimates for the second data block. 
0115 The data symbols estimates could be demodulated 
in the demodulator 200 using a priori information (data bit 
hypotheses) of the first block from the data buffer 400 in order 
to refine the channel response and, thus, the data symbol 
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estimates once more. However, for most implementations the 
data symbol estimates can be demodulated to data bit hypoth 
eses that are forwarded to the deinterleaver 340 and then the 
decoder 310. If the decoder now is able to decode the pro 
vided (coded) data bits, a decision unit 600 can generate hard 
decisions of the (decoded) data bits. Alternatively, this hard 
decision functionality is included in the decoder 310. How 
ever, if the decoder 310 is still not able to decode the data 
block, data bit hypotheses (LLR-values) for this second data 
block can be generated and stored in the buffer 400 for usage, 
possibly together with the corresponding bit hypotheses of 
the first block, in a Subsequent new data block retransmission. 
0116. In addition to improving the channel response esti 
mation, this embodiment of the invention also improves the 
accuracy of demodulation, which in turn enables better 
(turbo) decoding performance. 
0117. The units 100, 110, 120, 130, 140, 200, 300, 310, 
340, 500,510,520, 530, 540, 600 and 700 of the receiver 1 
may be provided as Software, hardware or a combination 
thereof. In addition, the units 130, 140 and 530 can be omitted 
and still obtain adequate operation performance. The receiver 
1 may in turn be arranged in any communicating terminal or 
unit, including mobile units and stationary communicating 
units, such as base stations, adapted for wireless data com 
munication. 

0118. Since the bits of the retransmission (second data 
block) are identical to that of the initial transmission (first data 
block) in the CC mode, all LLR values (data bit hypotheses) 
of the previous transmission can be utilized (as a priori data) 
in the demodulation of the current transmission. However, in 
the PIR mode, a requested retransmission carries identical 
bits and partly incremental bits to the initial transmission. 
Therefore, only a portion of the LLR values (data bit hypoth 
eses) of the previous transmission will be useful for the cur 
rent transmission. As a consequence, a receiver 1 adapted for 
operation in PIR mode is equipped with a demultiplexor orbit 
hypotheses selector 350 in the data processor 300, which is 
illustrated in FIG. 7. 
0119 The operation of this receiver 1 is similar to the 
receiver for CC mode discussed above in connection with 
FIG. 6 except usage of this demultiplexor 540. When the 
stored LLR values are to be fetched form the data buffer 400 
and used as input a priori data in the demodulator 200, the 
demultiplexor 350 preferably distinguishes or selects those 
LLR values that are useful for the demodulation of the second 
data block. This demultiplexor 540 could alternatively be 
positioned between the decoder 310 and the data buffer 400 
for selecting and, thus, only storing those LLR values that will 
be useful for processing the Subsequent data block. 
0120) The units 100, 110, 120, 130, 140, 200, 300, 310, 
340,350, 500,510,520,530,540, 600 and 700 of the receiver 
1 may be provided as Software, hardware or a combination 
thereof. In addition, the units 130, 140 and 530 can be omitted 
and still obtain adequate operation performance. The receiver 
1 may in turn be arranged in any communicating terminal or 
unit, including mobile units and stationary communicating 
units, such as base stations, adapted for wireless data com 
munication. 
0121 FIG. 8 is a schematic block diagram of a receiver 1 
adapted for operating in FIR mode. The operation of this is 
similar to the receivers operating in CC or PIR mode dis 
cussed above for the first received data block and for the 
generation of the initial or preliminary estimate of data sym 
bols for the second subsequently received data block. As a 

Aug. 14, 2008 

consequence, the data buffer 400 stores decoded LLR values 
or data bit hypotheses of the first data block. These LLR 
values are then fetched from the memory and encoded in an 
encoder 360 of the data processor 300. The coded LLR values 
are classified into bits (1 or 0) in a bit classifier 370 before they 
are brought to a modulator 320 that generates data symbol 
hypotheses. 
0.122 The data symbol hypotheses are combined with the 
preliminary estimated data symbols of the second data block 
from the MRC 540 of the RAKE combiner 500 in a symbol 
combiner 330. AS was discussed in the foregoing, any symbol 
combining technique known in the art can be used by the 
combiner 330 including, but not limited to, symbol averag 
ing, weighted symbol averaging or a simple symbol multi 
plexing. 
I0123. The resulting combined data symbols will then be 
used as reference symbols in a refined channel estimation 
procedure for the second data block. As a consequence, the 
reference symbols are input to the channel estimator 100, 
possibly together with pilot symbols associated with the sec 
ond data block. The refined channel response estimating pro 
cedure and the following processing of the resulting refined 
data symbol estimates of the second block is similar to the 
discussion above in connection with the CC receiver and is 
not repeated herein. 
0.124. The units 100, 110, 120, 130, 140, 200, 300, 310, 
320 330, 360, 370, 500,510,520, 530, 540 and 600 of the 
receiver 1 may be provided as software, hardware or a com 
bination thereof. In addition, the units 130, 140 and 530 can 
be omitted and still obtain adequate operation performance. 
The receiver 1 may in turn be arranged in any communicating 
terminal or unit, including mobile units and stationary com 
municating units, such as base stations, adapted for wireless 
data communication. 

0.125. The different embodiments discussed and disclosed 
above can be combined. For example, a receiver according to 
FIG. 7 can be operated both in CC and PIR mode. In the CC 
mode, the demultiplexor simply bypasses all inputted LLR 
values. Furthermore, a receiver that basically includes the 
units of the receiver in FIG. 7 and the receiver in FIG. 8 can be 
used for operating in the CC, PIR and FIR mode. 
I0126. In order to evaluate the improvement of the receiver 
according to the present invention, a simulation chain is used. 
/2code rate turbo code is adopted with 5 iterations SOVA 
decoding algorithm both in CC and IR HARQ transmission. 
The spreading factor SF is 128 with a rate of 3.84M chips/s. 
Correlated frequency selective multi-path fading channel is 
designed with various channel gains and path delays. The 
speed of a mobile unit incorporating the receiver of the inven 
tion is fixed at 120 km/h. Without loss of generality, it is 
assumed that the maximum transmission number is 2 in both 
CC and IR transmission. The LI algorithm is used as channel 
estimate filtering technique and linear regression with 3 slots 
regression length is adapted. 
I0127 FIG. 9 is a comparison of the receiver according to 
the present invention employing soft or hard decision feed 
back with the classical technique (a version of the pilot sym 
bol aided decision directed technique disclosed in reference 
2) employing pilot symbols in CC mode. The corresponding 
comparison diagram for PIR mode is found in FIG. 10. In the 
diagram BER represents Bit Error Ratio and E/No is the Bit 
Energy-to-Noise Density. 
I0128. It is clear from the two figures that the channel 
estimation technique according to the present invention out 
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performs the traditional one (i.e. decreases the BER) signifi 
cantly with both soft decision feedback and hard decision 
feedback. For soft decision feedback, there are both ampli 
tude estimation errors and phase estimation errors of data 
symbols, whereas for hard decision feedback there are only 
phase estimation errors. As a result, the performance with 
hard decision feedback may be better than that of soft deci 
sion feedback. 
0129 FIG. 11 is a block diagram illustrating a channel 
estimating method according to the present invention. The 
method starts in step S10, where a receiver receives a data 
block k, estimates a channel response for the block k and 
determines data symbol estimates. These data symbol esti 
mates are then demodulated to get data bit estimates. These 
bit estimates are further processed in step S11 to generate data 
bit hypotheses. The data bit hypotheses of block kare used in 
the channel estimation for a Subsequent block k+1 transmis 
Sion, where block k and block k+1 are based on common 
information. The method then ends. 
0130 FIG. 12 is a flow diagram illustrating an embodi 
ment of the steps S11 and S12 of FIG. 11 in more detail. The 
method continues form step S10 of FIG. 11. In a next step 
S20, the receiver tries to decode the databitestimates of block 
k. If decoding is successful, the receiver can return an 
acknowledgement (ACK) identifier to the transmitter in step 
S21 and the method ends. However, if the decoding could not 
be correctly performed, the receiver optionally instead 
returns a negative acknowledgement (NACK) to the transmit 
ter in step S22. This NACK will cause the transmitter to either 
retransmit the data block or generate and transmit a new data 
block that, though, includes data symbols being based on data 
bits that are used for generating at least Some of the data 
symbols of the data block k. 
0131 The receiver determines data bit hypotheses of the 
data block kin step S23 and stores them in a data memory or 
bufferin step S24. When the receiver receives this subsequent 
data block k+1 it fetches the bit hypotheses from the memory 
and uses them in the channel estimation for the block k+1 in 
step S25. The resulting channel estimate is used to obtain data 
symbol estimates for block k+1. These symbol estimates are 
demodulated in step S26, resulting in data bit estimates. The 
block counter k is increased by one in step S27. The method 
thereafter returns to step S20, where it is investigated whether 
the current data block k (which is thus the second subse 
quently received block) can be decoded. The loop of steps 
S20 and S22-S27 is repeated until the receiver can success 
fully decode a data block. 
0132 FIG. 13 is a flow diagram illustrating additional 
steps of the channel estimating method of FIG. 12. The 
method continues from step S24 of FIG. 12. In a next step 
S30, an initial or preliminary channel response is estimated 
for the data block k+1, possibly using pilot symbols included 
in the data block. This preliminary channel response is used 
for estimating preliminary data symbols of the block k+1 in 
step S31. A next step S32 modulates the stored data bit 
hypotheses of block k to determine data symbol hypotheses. 
At least a portion of the data symbol hypotheses of block kare 
combined with at least a portion of the preliminary estimated 
data symbols of block k+1 in step S33. The resulting symbol 
combination is employed as reference symbols in a refined 
channel estimation procedure for the data block k+1. The 
method, thus, continues to step S25 of FIG. 12. 
0.133 FIG. 14 is a flow diagram illustrating additional 
steps of the channel estimating method of FIG. 12. The 
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method continues from step S24 in FIG. 12. The two follow 
ing steps S40 and S41 correspond to steps S30 and S31 of 
FIG. 13 and are not further discussed. In a next step S42, the 
preliminary data symbols of block k+1 are demodulated to 
generate preliminary estimated data bits. At least a portion of 
these estimated data bits of block k+1 are combined with at 
least a portion of the data bit hypotheses of block k in step 
S43. The resulting combined bits are modulated in step S44. 
resulting in reference data symbols that are used in a refined 
channel estimation for the data block k+1. The method con 
tinues to step S25 of FIG. 12. 
0.134 FIG. 15 is a flow diagram illustrating additional 
steps of the channel estimation method of FIG. 12. The 
method continues from step S24 in FIG. 12. The two follow 
ing steps S50 and S51 correspond to steps S30 and S31 of 
FIG. 13 and are not further discussed. In a next step S52, the 
preliminary data symbol estimates of block k+1 are demodu 
lated using at least a portion of the data bit hypotheses of 
block k as input a priori information. Usage of Such a priori 
information enhances the accuracy of the demodulation and 
result in more accurate data bit estimates of block k+1. These 
data bit estimates are modulated to obtain data symbol esti 
mates that can be used as reference symbols in a refined 
channel estimation for the data block k+1. The method con 
tinues to step S25 of FIG. 12. 
I0135) It will be understood by a person skilled in the art 
that various modifications and changes may be made to the 
present invention without departure from the scope thereof, 
which is defined by the appended claims. 
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1. A method of estimating a channel response for a data 

block transmission between a transmitter and a receiver, said 
method comprises the steps of said receiver: 

demodulating a first data block of first data symbols, 
received from said transmitter in a first transmission, to 
obtain first estimated coded data bits: 

processing at least a Subset of said first estimated coded 
data bits to obtain data bit hypotheses; and 

estimating a channel response for a Subsequent transmis 
sion, in which said receiver receives a second data block 
of second data symbols from said transmitter, based on 
said data bit hypotheses and at least a Subset of said 
second data symbols, said first and second data block 
being based on common information. 

2. The method according to claim 1, wherein said at least a 
Subset of said second data symbols represents data bits that 
are common to said first and second data block. 

3. The method according to claim 1, wherein said process 
ing step comprises determining data bit likelihood represen 
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tations based on said at least Subset of said first estimated 
coded data bits, wherein said data bit hypotheses comprise 
said data bit likelihood representations. 

4. The method according to claim 1, wherein said process 
ing step comprises performing hard data bit decisions based 
on said at least Subset of said first estimated coded data bits, 
wherein said data bit hypotheses comprise said hard data bit 
decisions. 

5. The method according to claim 1, wherein said process 
ing step comprises modulating said data bit hypotheses to 
obtain data symbol hypotheses, and said step of estimating 
said channel response is performed by utilizing said data 
symbol hypotheses as known pilot symbols. 

6. The method according to claim 5, wherein said second 
data block is associated with known initial pilot symbols and 
said method comprises the steps of, said receiver: 

determining an initial channel response estimation for said 
Subsequent transmission based on said known initial 
pilot symbols; and 

determining an initial estimation of said second data sym 
bols based on said initial channel response estimation, 
wherein said processing step comprises combining at 
least a Subset of the initially estimated second data sym 
bols with said data symbol hypotheses, and said step of 
estimating said channel response is performed by utiliz 
ing the combination of said at least Subset of said ini 
tially estimated second data symbols and said data sym 
bol hypotheses as known pilot symbols. 

7. The method according to claim 6, wherein said estimat 
ing step is performed by utilizing the combination of said 
initial pilot symbols, said initially estimated second data sym 
bols and said data symbol hypotheses as known pilot sym 
bols. 

8. The method according to claim 1, further comprising 
said receiver demodulating said second data block to obtain 
second estimated coded data bits, wherein said processing 
step comprises the steps of 

combining at least a Subset of said second estimated coded 
data bits with said data bit hypotheses; and 

modulating the combination of said at least Subset of said 
second estimated coded data bits and said data bit 
hypotheses to obtain a combined data symbol set, and 
said step of estimating said channel response is per 
formed by utilizing said combined data symbol set as 
known pilot symbols. 

9. The method according to claim 1, further comprising the 
steps of said receiver: 

demodulating said second data block utilizing said data bit 
hypotheses as a priori information to obtain second esti 
mated coded data bits; and 

modulating at least a Subset of said second estimated coded 
data to obtain a data symbol set, and said step of esti 
mating said channel response is performed by utilizing 
said data symbol set as known pilot symbols. 

10. A receiver comprising: 
a demodulator for demodulating a first data block of first 

data symbols, received from a transmitter in a first trans 
mission, to obtain first estimated coded data bits; 

a data processor connected to said demodulator and 
adapted for processing said first estimated coded data 
bits to obtain data bit hypotheses; 

a channel response estimator connected to said data pro 
cessor and adapted for estimating a channel response for 
a Subsequent transmission, in which said receiver 
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receives a second data block from said transmitter, based 
on said data bit hypotheses and at least a Subset of said 
second data symbols, said first and second data block 
being based on common information. 

11. The receiver according to claim 10, wherein said at 
least a Subset of said second data symbols represents data bits 
that are common to said first and second data block. 

12. The receiver according to claim 10, wherein said data 
processor comprises a decoder for determining data bit like 
lihood representations based on said at least Subset of said 
first estimated coded data bits, wherein said data bit hypoth 
eses comprise said data bit likelihood representations. 

13. The receiver according to claim 10, wherein said data 
processor comprises a decoder for performing hard data bit 
decisions based on said at least Subset of said first estimated 
coded data bits, wherein said data bit hypotheses comprise 
said hard data bit decisions. 

14. The receiver according to claim 10, wherein said data 
processor comprises a modulator for modulating said data bit 
hypotheses to obtain data symbol hypotheses, and said esti 
mator is configured for estimating said channel response by 
utilizing said data symbol hypotheses as known pilot sym 
bols. 

15. The receiver according to claim 14, wherein said sec 
ond data block is associated with known initial pilot symbols 
and said estimator comprises means for determining an initial 
channel response estimation for said Subsequent transmission 
based on said known initial pilot symbols, said receiver fur 
ther comprises means for determining an initial estimation of 
said second data symbols based on said initial channel 
response estimation, and said data processor comprises a 
symbol combiner for combining at least a subset of the ini 
tially estimated second data symbols with said data symbol 
hypotheses, and said estimator is configured for estimating 
said channel response by utilizing the combination of said at 
least Subset of said initially estimated second data symbols 
and said data symbol hypotheses from said symbol combiner 
as known pilot symbols. 

16. The receiver according to claim 15, wherein said sym 
bol combiner is configured for combing said initial pilot 
symbols, said data symbol hypotheses with said at least Sub 
set of said initially estimated second data symbols, and the 
estimator is configured for estimating said channel response 
by utilizing the combination of said initial pilot symbols, said 
initially estimated second data symbols and said data symbol 
hypotheses from said symbol combiner as known pilot sym 
bols. 

17. The receiver according to claim 10, wherein said 
demodulator is configured for demodulating said second data 
block to obtain second estimated coded data bits, and said 
data processor comprises: 

a bit combiner for combining at least a Subset of said 
second estimated coded data bits with said data bit 
hypotheses; and 

modulator for modulating the combination of said at least 
Subset of said second estimated coded data bits and said 
data bit hypotheses from said bit combiner to obtain a 
combined data symbol set, and said estimator is config 
ured for estimating said channel response by utilizing 
said combined data symbol set as known pilot symbols. 

18. The receiver according to claim 10, wherein said 
demodulator is configured for demodulating said second data 
block utilizing said data bit hypotheses as a priori information 
to obtain second estimated coded data bits, said receiver 
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further comprises a modulator for modulating at least a Subset 
of said second estimated coded data to obtain a data symbol 
set, and said estimator is configured for estimating said chan 
nel response by utilizing said data symbol set as known pilot 
symbols. 

19. A channel response estimator arranged in a receiver for 
estimating a channel response for a data block transmission 
between a transmitter and said receiver, said estimator is 
configured for estimating a channel response for a current 
transmission, in which said receiver receives a current data 
block from said transmitter, based on information in said 
received current data block and on data bit hypothesis repre 
sentations of demodulated data symbols comprised in a pre 
vious data block received from said transmitter in a previous 
transmission, said current and previous data block being 
based on common information. 
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20. The estimator according to claim 19, wherein at least a 
subset of data symbols of said current data block represents 
data bits that are common to said current and previous data 
block. 

21. The estimator according to claim 19, wherein said data 
bit hypothesis representations comprise data symbol hypoth 
eses, and said estimator is configured for estimating said 
channel response by utilizing said data symbol hypotheses as 
known pilot symbols. 

22. The estimator according to claim 19, wherein said 
estimator is configured for estimating said channel response 
by utilizing at least a subset of demodulated data symbols of 
said current data block as known pilot symbols, said data 
symbols being demodulated with said data bit hypothesis 
representations as input a priori information. 

23. A communications unit comprising a receiver accord 
ing to claim 10. 
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