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l. Introduction

1. My name is Bruce Schofield. | am over eighteen years of age, of sound mind, and
qualified to make the statements set forth in this Declaration. | have been retained as an expert on
behalf of Patent Owner larnach Technologies Ltd. (“larnach” or “Patent Owner”) in the above
captioned IPR to provide my professional opinions and conclusions relating to U.S. Patent No.
8,934,359 (the “Patent ‘359”).

2. With the exception of the legal principles counsel has supplied to me, all the facts
and statements contained herein are within my personal knowledge and are in all respects true and
correct. | further understand that willful false statement and the like are punishable by fine or
imprisonment, or both under Section 1001 of Title 18 of the United States Code. | declare under
penalty of perjury that the following statements are true and correct.

3. My work on this matter is being billed at an hourly rate of $500 per hour and is not
contingent on the outcome of this proceeding. | am also being reimbursed for reasonable expenses
I incur in relation to my services provided for this proceeding.

1. Quialifications

4. | have summarized in this section my educational background, career history,
publications, and other relevant qualifications. My full curriculum vitae and a list of my granted
patents are attached as Exhibit A to this declaration.

5. For most of my career as an engineer, | specialized in optical communication
technologies and networks for long haul, metro, and access regions.

6. My early experience was designing optical networks at the physical layer,
designing optical transceivers, and developing jitter and power budgets. As my career progressed,
my work included moving up the layers of the OSI model, designing with network protocols such

as Ethernet and Fiber Channel, and then designing network products such as ROADM and

Iarnach EX2001
AT&T et al v Iarnach, IPR2024-00900
Page 2 of 28



IPR2024-00900
Patent 8,934,359

inventing application engagement with the network. This growth eventually enabled me to become
lead architect for product developments of concepts in which | was the lead inventor. | have over
30 years of experience working on research and development for optical products and services
while in the Advanced Development Group at Digital Equipment Cooperation and in the CTO
office at Nortel Networks. I then transitioned to consulting, first working for Rockstar, and then
as an independent contractor.

A. Educational Background

7. In 1976, | received a Bachelor of Engineering (B.E.) in electrical engineering from
Northeastern University. In 1977, | received a Master of Science (M.S.) in electrical engineering,
also from Northeastern University.

B. Career

8. In terms of my professional career, | worked for Eaton Corporation/AlL Division,
where | was responsible for the design of the DSP modules for an Adaptive Phased Array research
and development project for a government funded project. Upon completion of my design efforts,
| joined the systems integration team. While working on the systems integration team, the lead
architect and team concluded that three additional bits of accuracy were necessary to have the
system meet the design goals, which would have required a complete redesign of all the entire
system. Independently, | discovered a solution that with simple changes to the AD converters,
programable changes to the host processor, and minor changes to my DSP modules, would make
possible, the extra three bits of accuracy, saving the project millions of dollars and 3 months of
redesign work.

0. From 1980 to 1999, | worked for Digital Equipment Corporation (DEC), mostly in
the AD group within the Networks Division. | conducted the prototype designs of next generation

transceivers and transitioned the technology, link specifications, and cost analysis to the
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development team. | became a member of the All Optical Network Consortium, a DARPA funded
project, as a designer. | was moved to the architecture team when | proposed and proved that the
team’s proposed use of optical burst transmission in an asynchronous network was not feasible.
The consortium was composed of DEC, MIT, Lincoln Labs and Bell Labs. This project may have
influenced the PON architects to require synchronous network to enable their burst mode optical
transmission. | worked with this team on numerous other DARPA projects, as well as conducting
related advanced development work for DEC. This included directly and indirectly contributing to
numerous standard efforts, such as Optical Transport Network, ITU.T G.709 and FDDI, Fiber
Distribution Data Interface. | hosted an IEEE meeting at the DEC site because | discovered an
optical non-linear interference pattern that would greatly reduce the value of using most types of
lasers over multimode fiber.

10. I was employed at Nortel Networks from 1999 to 2011, working in the CTO office
as lead optical architect. I, both individually and jointly, developed numerous patents with many
contributing to new develop efforts and enhancing existing products. These products included
integration of layer 1 with layer 3 products, expanding control plan capabilities, and application
engaged networking. | also was awarded a NSA contract to evaluate and project the leading
semiconductor materials for its applicability to enhance the development of integrated optical
devices. This solitary effort was later used as the benchmark for two additional rounds of funding
from NSA. | also contributed to design review of Nortel’s WDM-PON project.

11. | worked at IP-RockStar from 2011 to 2015, where | transitioned from an optical
architect to a technical consultant.

12.  From 2015 to present, | have worked as an independent contractor.

C. Patents and Publications

13. I am a named inventor on 32 issued US patents and 13 international patents.
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14. I am the author or co-author in at least 2 IEEE publications, identified in Exhibit A.

1. Materials Considered

Among the materials | have reviewed in forming my opinions are the Patent ‘359, the
prosecution file history, and the other materials referenced in this declaration.

IV. LEGAL PRINCIPLES

15. I am not a lawyer. In forming my opinions as set forth in this Declaration, | have
relied upon legal principles supplied to me by attorneys for Patent Owner. In forming my opinions,
I have not relied upon Patent Owner’s attorneys for any purpose other than the following legal
principles.

A. Claim Construction

16. I understand that determining whether a patent claim is valid requires a two-step
analysis. First, the claim must be construed. Second, the properly construed claim must be
compared to the prior art.

17.  With respect to the first step, | understand that claims are construed from the
perspective of a person of ordinary skill in the art (“POSITA”) at the time of the purported
invention. | understand that in the context of an inter partes review proceeding, absent a disclaimer
or express definition, claim terms are given their plain and ordinary meaning to a POSITA in view
of the specification and file history and the knowledge of a POSITA. Unless otherwise noted, |
have applied what | consider to be the plain and ordinary meaning of all terms as understood by a
POSITA at the time of the invention. | understand that the 359 Patent claims priority to a Foreign
Application filed on November 4, 20009.

B. Anticipation
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18. I understand that in an inter partes review, the challenger must show that the claim
is invalid by a preponderance of the evidence. | understand the preponderance of the evidence to
require the greater weight of evidence in favor of the challenger.

19. I understand that, although not expressly disclosed, subject matter may be
inherently disclosed in a prior art reference where that subject matter is necessarily present in the
subject matter disclosed and would be understood to be so by those of ordinary skill in the art. |
understand that the fact that a certain result or characteristic may occur or be present in the prior
art is not sufficient to establish the inherency of that result or characteristic.

20. I understand that a claim is invalid if each and every element of the claim is
disclosed in a single prior art reference with the elements arranged as specified in the claim, either
expressly or inherently. I understand that invalidity based on the disclosure of a single prior art
reference in this manner is called anticipation.

C. Obviousness

21. I understand that a claim would have been obvious under 35 U.S.C. § 103 if one or
more prior art references disclose, expressly or inherently, every claim limitation in such a way so
as to render the claim, as a whole, obvious to a person of ordinary skill in the art at the time the
purported invention was made. The relevant standard for obviousness is as follows:

A patent may not be obtained through the invention is not identically disclosed
or described as set forth in section 102, if the differences between the subject
matter sought to be patented and the prior art are such that the subject matter as
a whole would have been obvious at the time the invention was made to a person
having ordinary skill in the art to which said subject matter pertains.
Patentability shall not be negatived by the manner in which the invention was

made.
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35 U.S.C. §103(a) (pre-AlA).
22. In determining whether or not a patented invention would have been obvious, the

following factors should be considered: (a) the scope and content of the prior art; (b) the differences
between the prior art and the claims at issue; (c) the level of ordinary skill in the art; and (d)
whatever “secondary considerations” may be present.

23. | understand that certain “secondary considerations” may be relevant in
determining whether or not an invention would have been obvious, and that these secondary
considerations may include commercial success of a product using the invention, if that
commercial success is due to the invention; long-felt but unsolved need for the invention; evidence
of copying of the claimed invention by others; industry acceptance; initial skepticism of the
invention; failure of others to solve the problem; praise of the invention by others; the taking of
licenses under the patents by others; and simultaneous invention by others (which may be an
indication that the claimed invention was the result of ordinary skill in the art).

24, I understand that a patent composed of several elements is not proved obvious
merely by demonstrating that each of its elements was, independently, known in the prior art.
While multiple prior art references or elements may, in some circumstances, be combined to render
a patent claim obvious, | understand that | should consider whether there is an apparent reason to
combine the prior art references or elements in the way the patent claims. To determine whether
such an apparent reason exists to combine the prior art references or elements in the way a patent
claims, it will often be necessary to look to the interrelated teaching of multiple patents, to the
effects of demands known to the design community or present in the marketplace, and to the
background knowledge possessed by a person having ordinary skill in the art.

25. | also understand that when the prior art teaches away from combining prior art

references or certain known elements, discovery of a successful means of combining them is more
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likely to be non-obvious. A prior art reference may be said to teach away from a patent when a
person of ordinary skill, upon reading the reference, would be discouraged from following the path
set out in the patent or would be led in a direction divergent from the path that was taken by the
patent.

26. I also understand that it is not permissible to use hindsight in assessing whether a
claimed invention is obvious. Rather, | understand that, to assess obviousness, you must place
yourself in the shoes of a person having ordinary skill in the relevant field of technology at the
time the inventions were made who is trying to address the issues or solve the problems faced by
the inventor and ignore the knowledge you currently now have of the inventions.

217. | also understand that there are numerous ways in which to articulate the legal
standard for obviousness, including: (1) combining prior art elements according to known methods
to yield predictable results, (2) simple substitution of one known element for another to obtain
predictable results, (3) use of a known technique to improve similar devices (methods, or products)
in the same way, (4) applying a known technique to a known device, method, or product ready for
improvement to yield predictable results, (5) choosing from a finite number of identified,
predictable solutions with a reasonable expectation of success, (6) known work in one field of
endeavor may prompt variations of it for use in either the same field or a different one based on
design incentives or other market forces if the variations are predictable to one of ordinary skill in
the art, and (7) some teaching, suggestion, or motivation in the prior art that would have led one
of ordinary skill to modify the prior art reference or to combine prior art reference teachings to
arrive at the claimed invention

D. Person of Ordinary Skill in the Art

28. I understand that the meaning of claim terms and a patent’s validity are to be

determined from the vantage point of one of ordinary skill in the art at the time of the invention.
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In determining who would be one of such ordinary skill, I understand it is appropriate to consider
criteria such as: (a) the type of problems encountered in the art; (b) prior art solutions to those
problems; (c) the rapidity with which innovations are made; (d) the sophistication of the
technology; and (e) the education level of active workers in the field.

V. Person of Ordinary Skill in the Art

29. Based on the materials and information | have reviewed and on my experience in
the technical areas relevant to the Patent *359, a person of ordinary skill in the art (“POSITA”) at
the time of the inventions would have at least a bachelor’s degree in electrical engineering,
computer science, or a similar degree plus at least two years of experience in optical networks.
This description is approximate, and a higher level of education or skill might make up for less
experience, and vice versa. | was a person of at least ordinary skill in the art at the time of the
inventions of the Patent *359.

VI.  Background

30.  The technology discussed in this report primarily deals with PON, Passive Optical
Networks. This technology is utilized in the Access portion of an optical network, often referenced
as, The Last Mile. Its function is to supply network provider clients with both local and remote
access to the broader internet. The other two major portions of a complete optical network are the
metro region and the long-haul/backbone networks.

31.  The two active devices in a PON network are the OLT, Optical Line Terminal
which controls the network and resides in the Central Office of a service provider, and the ONU,
Optical Network Unit, which resides on the customer premises.

32.  The passive portion of the network is how these network elements are connected
together. Functionally, they are connected through a splitter on the downlink and a combiner on

the uplink. This is typically accomplished with a single passive star coupler which performs both
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functions simultaneously. The upstream and downstream signals do not interfere with each other
because they are at different wavelengths. Star couplers can be constructed by fusing a group of
optical fibers together at a single point. On one side, all the fibers are removed except for one,
which is connected to the OLT. Each of the ONUs are connected to one of the fibers on the other
side. Thus, traffic coming from the OLT, the headend, is referred to as downstream, while upstream
traffic is sent by the ONU. Also, because of the nature of the star coupler, downstream traffic can
be initially viewed as broadcast traffic, but due to addressing and public keys, is actually multicast
traffic. The upstream traffic is physically separated by fibers, thus are considered point to point
links. However, once the upstream traffic reaches the coupler, it is joined together with all the
other ONUSs’ traffic, before reaching the OLT. As a result, the ONUs must all take turns
communicating upstream to the OLT. This multiplexing scheme is generally referred as TDM,
Time Division Multiplexing. Classic TDM is when each upstream tributary is allowed a fixed time
slot based upon the bit rate of the tributary. In GPON type networks, the allocation of uplink BW
is dynamic and changes for each Epoch, at 125 psec intervals. Thus, it is referred to as burst
upstream traffic. Therefore, the upstream traffic is separated in time in order to have non-corrupted
traffic upstream. To avoid collisions on the upstream traffic, each ONU is assigned a time slot.
33. At the time of the invention of patent US 8,934,359, the first generation of PON
technology was just being deployed. The two dominant versions were GPON, Gigabit PON, which
was popular in the USA and EPON, Ethernet PON, which had more success overseas. GPON was
operating up to 2.488 Gb/s, which is a multiple of the old telecom network bit rates, while EPON
operated at Ethernet bit rates. This patent contributed to the evolution to the next generation of

PON technology, which enabled both upstream and downstream traffic to operate at 10 Gb/s.
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34.  The inventive elements of Patent ‘359 include more efficient and less complex
processes than were previously known in the art. The patent deals with the selection and updating
of the burst overhead parameters of a PON network. In a PON, the upstream traffic merges at the
star coupler, thus it is designed to take turns transmitting upstream in controlled bursts. Thus, the
OLT must be able to accurately receive these upstream bursts from each of the ONUs while
minimizing the gaps between each ONU’s traffic; thus, there are burst overhead parameters to
ensure that the OLT can quickly, but also effectively, recover the upstream traffic. Each ONU is
assigned by the OLT a time slot based upon its requirement to send data. Each ONU bursts as few
as a single frame at a time. The OLT must adjust to the difference in optical power level, noise
level and signal quality of each ONU. Thus, each ONU is assigned its own burst overhead
parameters to optimize the uplink performance.

35.  Patent ‘359 provides a much more efficient means of determining these parameters
by creating sets of parameters rather than selecting them one by one. In prior PON approaches,
each parameter was determined and identified individually. The prior approach could require
determining dozens of possible combinations of parameters because each was handled
independently. For example, in the prior art, there are three types of preamble bits, which indicate
the preamble length and the bits sequence to be used in the overhead of each upstream data frame.
Therefore, having only N sets of burst overhead parameters, where N could be three (for example),
is much less complex than determining and identifying all the burst overhead parameters one by
one with all their individual complications.

36. A second inventive element of ‘359 is that it provides a process to allow updating
of these parameters, which was not possible in the prior art. This is an important improvement in

the performance of the PON because in the prior art, burst overhead parameters would only change

11

Iarnach EX2001
AT&T et al v Iarnach, IPR2024-00900
Page 11 of 28



IPR2024-00900
Patent 8,934,359

if the link completely failed and the ONU or the entire set of ONUs had to be stopped and re-
activated. This would result in noticeable downtime of the single link or of the entire network,
depending on the nature of the fault. However, the Patent ‘359 inventors recognized the importance
of being able to update parameters with changing conditions during normal operation.
37. Patent ‘359 Independent Claim 1, which includes the parameter set concept, is
reproduced below (with parameter set language emphasized):
[L.PRE] A method for managing upstream burst overhead parameters,

comprising:

[1.A] an optical line terminal or an optical network unit detecting transmission
quality of a downlink between the optical line terminal and the optical network

unit;

[1.B] the optical line terminal or the optical network unit determining the
upstream burst overhead parameters suitable for the optical network unit

according to the transmission quality; and

[1.C] the optical network unit starting to use the upstream burst overhead
parameters suitable for the optical network unit after switching time determined

by the optical network unit itself or indicated by the optical line terminal;

[1.D] wherein, before the step of the optical line terminal or the optical network
unit detecting the transmission quality of the downlink between the optical line

terminal and the optical network unit, the method further comprises:

[1.E] the optical line terminal determining and identifying N kinds of upstream

burst overhead parameter sets according to different levels of link quality,

wherein N is an integer and is larger than zero; and

[1.F] the optical line terminal sending a parameter value or an identification of
one default upstream burst overhead parameter set to the optical network unit;

and the optical network unit receiving the parameter value or the identification

12
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of the upstream burst overhead parameter set in a waiting state and using the

upstream burst overhead parameter set; or,

[1.G] the optical line terminal sending parameter values or identifications of
more than one upstream burst overhead parameter set to the optical network
unit; and the optical network unit receiving the parameter values or the

identifications of the upstream burst overhead parameter sets in a waiting state

and using one of the received upstream burst overhead parameter sets.

VIl. The Asserted References

38. I understand the Petitioners have asserted that a combination of G.984.3 (EX1005,
titled “Gigabit-capable Passive Optical Networks (G-PON): Transmission convergence layer
specification”) and Khermosh (EX1014, U.S. Patent Application Publication No. 2008/0260378)
would render obvious Claims 1-11 of Patent *359 (the “Challenged Claims”).

A. G.984.3

39. The ITU-T G.984.X series of specifications define the G-PON Standard. The
document asserted against Patent *359 in this proceeding is the Transmission Convergence Layer
Specification, G.984.3. This section of the GPON Standard standardizes the communication link
between the ONU and the OLT, focusing upon the protocols, frame structures and the BW
allocation for upstream burst traffic among other features.

40.  The Standard shows in the table below (Upstream_Overhead message), three of the
four Burst Overhead Parameters: the number of Guard Band bits, the three different types of
Preambles and the three different bytes of the Delimiter. The remaining parameter (not shown
here) is a single bit for identifying whether the FEC function is on or off. With all these different
bytes making up the Burst Overhead Parameters and the dozens of possible combinations of

settings, plus the complexity of determining and identifying the optimum value for each parameter,
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setting the upstream burst overhead parameters was very complex. One of the inventive elements

of Patent “359 is to reduce this complexity.

9.23.1 Upstream_Overhead message

Upstream_Overhead message

Octet Content Description
| 11111111 Broadcast message to all ONUs.
2 00000001 Message identification "Upstream Overhead".
3 ggggggeg ggggggge = Number of guard bits.
4 XXXXXXXX XXXXXXXX = Number of type 1 preamble bits. Type 1 preamble bits
contain the 'all-ones' pattern. This may be set to zero.
5 VYYYYYYY yyyyyyyy = Number of type 2 preamble bits. Type 2 preamble bits
contain the 'all-zeroes' pattern. This may be set to zero.
6 cceeeccee cceecece = Pattern to be used for type 3 preamble bits (Note 1).
bbbbbbbb Data to be programmed in delimiter byte 1 (Notes 2 and 3).
bbbbbbbb Data to be programmed in delimiter byte 2.
9 bbbbbbbb Data to be programmed in delimiter byte 3.

G.984.3 [EX1005] (03/2008) at 54
B. Khermosh

41. Lior Khermosh’s patent application “Method of Ethernet Frame Forward Error
Correction Initialization and Auto-Negotiation,” deals exclusively with the initial selection of
using FEC or not, in Ethernet links, specifically related to EPON.

42. A POSITA would recognize that Khermosh’s application has little relevance to the
inventions taught by Patent ‘359. The application is only dealing with one parameter of a link,
FEC, and not multiple other types of parameters (such as preambles, length of guard band and
multiple delimiters). Khermosh does not determine or identify sets of burst overhead parameters
(or teach anything which would make determining or identifying such sets obvious).

VIIIl. The Invalidity Ground

A. “Parameter Set”

14
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43.  One inventive element of Patent 359 is the use of sets of burst overhead
parameters. The specification proposes an example with three sets associated with different levels
of link quality. See Patent *359 Table 1. Thus, for this example, the OLT would only need to
identify one of these three sets. The set could be determined based upon the quality of the downlink
and used by the uplink. This is a reasonable approach to setting the burst overhead parameters
because the uplink and downlink share the same fiber and the same port on the star coupler. The
patent teaches that the parameters which can make up the set can include: the guard band,
preamble, delimiter and the FEC on/off state.

44.  One benefit of this innovation is that the identification of the overhead parameters
is less complex, because the selecting device only has a limited number of parameters set choices.
Additionally, as shown in the example in the patent, as few as three parameter sets (indicated by
two bits) can be used to identify every necessary parameter and condition.

45. Dr. Sergienko cites G.984.3 as evidence of the invalidity of Patent *359. However,
what he presents is evidence which helps actually supports the validity of the claimed parameter
sets. What Dr. Sergienko includes in his report is the Upstream Overhead message table from
(G.984.3 Standard and the highlighting shows the complexity of selecting these parameters in the

prior art.
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Upstream_Overhead message
Octet | Content Description Example value

1 11111111 | Broadeast message to all ONUs
2 00000001 Message identification "Upstream_Overhead"
3 gpgooogg Number of guard bits, 32 (G) (see Note 1)
4 xxxxxxxx | Length of type 1 preamble buts, 8 (P1) (see Note 1)
5 yyyyyyyy | Length of type 2 preamble bits. 8 (P2) (see Note 1)
6 ceeecece Pattern of type 3 preamble pattern. AA
7 bbbbbbbb | Pattern of byte | of delimirter. 0xAB
8 bbbbbbbb | Pattern of byte 2 of delimiter. 0x59
9 LLLLLLLDL | Patrern orbyre 3 or delimirer, OX83
10 | xxemsspp | xx — Reserved 0 (See Note 2)

e — Status of pre-equalization mechanism

m - Status of SN_Mask mechanism

§§ — Max number of extra SN-transmissions
11 | dddddddd | MSB of pre-assigned delay 0 (See Note 2)
12 | dddddddd | LSB of pre-assigned delay. 0 (See Note 2)

General note — The values in this message. except for P1 and P2. are selected according to OLT
parameters and preferences.
NOTE 1 - Given that the total length of the burst overhead is L (. maxinmm value is 128 bytes), the
values for G. P1. P2, P3 (number of type 3 preamble bytes) and D (delimiter length) must sarisfy

G+P1+P2+P3+D=L. The Extended_Burst_Length message may pre-empt the value of L by modifying the
value of P2 (for both pre ranged and ranged states). It is the responsibility of the OLT to ensure that the

total length of the burst overhead is an integer number of bytes,

NOTE 2 - It is assumed that the pre-assigned delay is not used and that the SN value 15 transmitted once
by the ONUs. Note also that since the Serial Number Mask message has been deprecated. the m bit
should always be set to 0.

Ex. 1005 (G.984.3) at 109-110.

EX1003 182.

46.

The table for G.984.3 shows the complexity of the burst overhead parameter

selection in this prior art. According to this table all these parameters must be selected individually:

the proper length of the guard band, the values of the three types of preamble bytes and the values

of the three delimiter bytes.

47.

Patent 359 teaches:

the OLT determining and identifying N kinds of upstream burst overhead

parameter sets according to different levels of link quality; wherein, N is an

integer and is larger than zero; and the OLT sending a parameter value or an
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identification of one default upstream burst overhead parameter set to the ONU,
and the ONU receiving the parameter value or the identification of the upstream
burst overhead parameter set in awaiting state and using the upstream burst

overhead parameter set, or, the OLT sending parameter values

Patent <359 at 2:30-40.

48.  In contrast to the table above from G.984.3, tables 5 and 10 (for example) in the
specification of Patent ‘359 give examples of possible parameter sets. In selecting the appropriate
values of the burst overhead parameters using these example parameter sets, there are only three

sets from which to choose.

TABLE §

Overhead ONU _Indication message
upstream burst overhead parameter indication message

Octet  Content Description
ONU-ID ONU identification
2 00000001 Message identification “upstream burst overhead
5 0000COBB  BB: which upstream burst overhead parameter
sct adopted by the ONU indicated by the OLT
00: set 1
01: set 2
10: se1 3
Lo Reserved
4-20  Reserve Reserved
17
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TABLE 10

Serial_Number_ONI
ONU serial number information

Octet Content Description
1 11111111 =11111111: ONU-ID is not assigned, broadcast
ONU-1D message ONU-ID s assigned. filled with value of
ONU-ID, unicast message
00000001 Message type: “ONU serial number information™
-6 VID1-VID4  Equipment provider [D: bitl -bit4
7-10 VID2 Serial number information bitl-bit4 defined by

equipment provider
11 RRRRRRRR High 8 bits of random experiment
RRRRAATT RRRR = low 4 bits of random experiment
AA: link quality measurement result notified to
OLT by ONU, where it s set as “01" corresponding
10 “gond™
{00 - OLT neglects
01 - link quality is good
10 - link quality is OK
11 - link quality is poor)
TT = ONU trunsmission power
I'T =00 - Low Power
TT =01 - Medium Power
TT =10 - High Power
IT=11- Reserved
13-16 ssssssss Hyper frame number of downstream frame which
represents the parameter set 3 switched to be
used by ONU. After the OLT sends the downstream
SRESEESS frame corresponding to the hyper frame number, it
uses new upstremm burst overhead parameters to
recesve the upstream frames of the ONU.
17-20 Reserve Reserved

49.  Thereduction in complexity for selecting the burst overhead parameters using these
parameter sets would be clear to a POSITA. The example in table 10 shows the link testing and
resulting identification of burst overhead parameters can be as simple as selecting from sets
suitable for “Good, OK and Poor” link quality. Neither G.984.3 nor Khermosh teaches a similar
concept.

50.  The Khermosh patent application is exclusively related to one burst overhead
parameter, FEC. So, with any reasonable view, there is no way for it to teach or make obvious the
creation of parameter sets, even when combined with G.984.3. Yet Dr. Sergienko tries to argue

that a parameter set is equivalent to FEC on and FEC off:
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IPR2024-00900
Patent 8,934,359

As the OLT controls the upstream burst overhead parameter sets that are sent to

the ONU during initialization, the OLT in Khermosh determines and identifies

at least two upstream burst overhead parameter sets for the ONU, one set for

FEC on and one set for FEC off, based on the link quality (high or low).

Moreover, the OLT determines and identifies the upstream burst overhead
parameter sets before claim limitation [1.A] because the upstream burst
overhead parameter sets are sent before the ONU sends any upstream
communications, including upstream communications with information on the

downlink quality.

Dr. Sergienko’s Report [EX1003] 1118 (underlining added).

51.  This argument that an FEC ‘on’ state is a set of burst overhead parameters and that
the FEC “off’ state is a second set of burst overhead parameters is not credible. The FEC state is
itself a parameter with two states (on/off), not a set associated with values of other parameters. For

example, G.984.3 teaches that FEC encoding status (on/off) is set using a single bit:

13.3.3 US FEC on/off

13.3.3.1 US FEC indication bit

The upstream FEC function of the ONU can be activated/deactivated by the OpS system wvia the
OLT. An in-band indication bit is used by the ONU to notify the OLT of a change in the FEC

status.

The OLT sets the desired ONU FEC encoding status (on/off) using the Use FEC bit in the Flags
ficld. Note that all allocations in any ONU must use the same FEC status. The ONU should act
immediately on the Use FEC bit.

The FEC indication bit acts as follows:
- '0' — Off. No FEC in US transmission.
. '1'— On. US transmission contains parity bytes.

The indication bit serves as a confirmation that the ONU has complied with the Use FEC request.

EX1005 at 99.
52. A POSITA would not have understood the determination or identification of the

state of this single parameter to teach or make obvious the parameter set concept from Patent *359.

19

Iarnach EX2001
AT&T et al v Iarnach, IPR2024-00900
Page 19 of 28



IPR2024-00900
Patent 8,934,359

53.  Since neither the G.984.3, nor Khermosh’s patent application, contain anything that
could teach or make obvious the parameter sets claimed by Patent 359, it is my opinion that neither

reference (alone or in combination) could teach or make obvious any of the Challenged Claims.
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BRUCE A. SCHOFIELD

15 Farwell Road
Tyngsborough, MA 01879

Home: 978.649.6287 bschofield52@gmail.com
Mobile: 978.512.9196

Core Accomplishments

o Evaluated portions of NEC optical portfolio to assess value and potential licensing candidates

o Expert Witness in Verizon versus Huawei optical patent suit. Testified at trial and wrote Infringement and
Validity Expert Reports for 5 optical patents related to OTN technology including multiplexing, framing and
high bit rate transmission. Provided 6-hour legal deposition.

o Expert Witness: provided technical guidance on behalf of Level 3 via Law Firm, Foley and Lardner in
defense of patent infringement allegations. Patent involved optical networks including GFP and OTN.
Generated Expert Report exposing technical errors in plaintiff’s claim charts and analysis. My Export Report
was sited by judge in favorable ruling in Summary Judgement. Testified in legal Deposition in defense of my
Expert Report.

e IP Technical Expert: optical transmission from access networks to long haul 40 Gb/s; wireline access
networks (ADSL, VDSL, DOCSIS, GPON); network protocols (Sonet, OTN, Ethernet, GFP); Data Center
network solutions (Fiber Channel, Infiniband, Fabric Path); network control plans and protocols (GMPLYS)
and their interaction between layers of the OSI model; all optical elements (ROADM, Mux/DeMux, transport
switches, optical amplification, photonic switches, dispersion compensation techniques).

o Inventor: 32 US patents granted plus 13 international granted patents and numerous IEEE published papers
within data networking with 8 granted patents and 3 patents pending related to Application Engaged
Networking (Software Defined Networking)

Application Engage Network concepts including BW and Connection Management and creation of used
Service Agent and Network Abstraction, transitioning them into product development teams, which
became key in winning multiple R&E Network deployments.

Network utilization of dynamic QoS features via time-value curves, assisting in its transitioning into both
Nortel’s Optical and Enterprise Business Units products.

Optical Switch interworking within Layer 3 router with a single control plane for both layers.

e Senior Optical Architect with industry leaders, Nortel Networks and Digital Equipment: initiating product
concepts, leading Advanced Development efforts and small product teams, designing optical network
products and products enabling interaction between network elements and applications.

Awarded over $2 million in external funding mainly from DoD to supplement $20 million of internal
funding to develop new product concepts and accelerate product development, leading to over $100
million worth of product revenue.

Technical lead DoD funded project and invented solution for world class Service Provider solving
network instability due to MPLS interaction with creation of optical short-cuts, enabling SP to become
lead customer for Nortel’s electronic Dispersion Compensation solution at 40 Gh/s.
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Professional Experience

IP Optical Consultant Jan 2016 to Present

e Fish and Richardson P.C — engaged to evaluate and quantify value of NEC’s optical patents and develop
claim construction and charts for those highly rated patents.

e Caldwell, Cassady and Curry representing Huawei: developed claim charts to OTN Standard, wrote expert
reports on Infringement and Validity, six-hour deposition and testified in trial. Responsible for 5 optical
patents. Testified at trial. Huawei Technologies v. Verizon et al., Case No. 2:20-cv30 JRG, United States
District Court for the Eastern District of Texas, Marshall Division

e Foley and Lardner representing Level 3: Won Summary Judgement in defense of Level 3; provided
deposition and wrote expert report cited by judge in his ruling. Won agreement with plaintive prior to
deposition to drop 3 of their 4 assertions of infringement prior to deposition, on 10 Gb, 40 Gb Ethernet and 10
Gb Fiber Channel. Sycamore IP Holdings v. AT&T et al., Case No. 2:16-CV-588-WCB, United States
District Court for the Eastern District of Texas, Marshall Division

e Prince Lobel: Patent mined client portfolio; developed claim charts, which led to successful settlement with a
major network product development company.

o Patent Holders consultant: Evaluated patent portfolio; selected valuable patents and developed those claim
charts. Provided recommendation to best monetizes their patents.

IP-RockStar, Ottawa, ON Aug 2011 to Feb 2015
IP_Technical Expert

« Evaluated Networking patents specializing in: optical transmission technology - ROADM, OTN, Sonet, SDH,
DWDM, OXC; physical layer technologies - optical dispersion compensation, external modulation techniques,
data encoding, coherent optical transmission; access networks - ADSL, VDSL, GPON and EPON; protocols -
GMPLS, GFP, RPR, VLAN, and Ethernet; Storage networking - Fiber Channel, Infiniband and Fabric Path.

» Developed defenses against invalidity assertions, evaluated significance of Prosecution History and present
technology concepts to internal lawyers and potential license customers.

« Developed claim charts on industry Standards like ITU-T, IEEE and RFCs as well as industry implementations.

« Assessed value and applicability of third parties patent portfolios.

Nortel Networks, Billerica, MA Feb 1999 to Aug 2011

Senior Network Architect — Nortel IP Business Unit (Jan 2009 — Aug 2011)

« Lead Optical Network Expert for sale of Optical and Enterprise divisions of Nortel - each deal worth nearly $1
billion. Assigned ownership of IPR based upon dominance of usage criteria within M&A deals for Optical
(optical elements, network architecture, WDM architectures, network protection schemes, signaling and control
protocols, and XPON) and Enterprise Business Units (network architectures, Carrier Ethernet, network
interfaces, service-related middleware, HW and SAN networks).

« Contributed to Nortel’s patent portfolio auction sale of $4.5 billion by patent mining extensive portfolio and
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identifying high value patents based upon industry impact, developing claim charts for Electronic Data Center
for view of potential bidders and assessing market impact via technology trends.

Senior Optical Architect — Nortel CTO Office (Sept 2001 — Jan 2009)

« Invented new product concepts, features and capabilities with goal to transition concepts into product groups.

» Conducted feasibility studies and validated concepts to test product readiness. Areas of investigation: Optical
Short-Cuts, Lossless Ethernet for Data Centers, network virtualization, cloud computing and image distribution.

« Awarded over $2 million worth of research funding from DARPA/NSA, which complemented internal funding
of $20 million and responsible for executing:

» 40 Gbh/s Encryption Feasibility Study — investigated future ASIC speed and capacity, identified technology
limitations and trends where NSA needed to simulate the commercial industry to obtain project goals.

» Omega — DARPA project — applied Time-value curves to create a dynamic QoS structure to enable
improved likelihood of military mission completion. Leveraged workflow analysis and Mission Goals to
network requirements translation to compliment new QoS effectiveness.

o Coronet — DARPA Consortium with Telcordia and AT&T — focused on architecture and design of Service-
enabling middleware which abstracts network complexity to facilitate client’s controlling network services.

« On-Ramp - DAPRA Consortium with MIT, Lincoln Labs and AT&T - created cost effective solutions to
gather Mega-Data from access networks and pipe them into the optical super-highway.

Lead Architect — IPT Leadership Team (Feb 1999 — Sept 2001)

« Lead architect and inventor with accountability for two R&D programs (>$25M) - Photonic Cross-
Connect/ROADM integrated with IP router and Application Engaged Networking which enable automatic
optical management of end-user devices.

Transitioned eventually into three product initiative and industry’s first Application Engaged Network and
service-enabling with policy control network resource allocation, DRAC and ACE with initial deployment in
multiple R&E networks in Europe and eventually production networks leading to over $100 million in revenue.
Contributed as member of leadership team, building a team of 20 engineers and created a ‘start-up’ mentality.

- Validated concepts and features by working directly with lead customers like EMC and demo’s at trade shows.

Digital Equipment Corp, Maynard, MA March 1980 to Feb. 1999

Consultant Engineer, Network Product Business
» Leading corporate expert in optical transmission and high-speed signal integrity.
« Lead designer for all high-speed optical network products.
» Project leader for DARPA All Optical Network consortium. Responsible for design of Optical Terminal board.
« Architect of various back plane options including Next Generation cross bar switch.
« Consultant into many projects and solving technical problems to re-ignite stalled product development efforts.

Eaton Corporation/AlL Division, Melville NY

Design Engineer: Responsible for design of DSP modules, system integration and system performance
evaluation. Designed 3 modules (FFTs) used in 20 channel adaptive phased array and floating-point processor
module and interface design to host, creating memory maps and writing assembly code.

Harris Corporation/PRD Division, Syosset, NY
Test Engineer: Program design and development, formulating test specs of RF modules, coding and compiling.

Patents and Papers

32 US granted patents

Sample of patents:

« US7,664,838 B2; US7,984,154 B2; US8,943,212; System and method for translating application program
network service requests into actions...

» US7,849,225 B2, System, device, and method for managing communication services in an optical system

Iarnach EX2001
AT&T et al v Iarnach, IPR2024-00900
Page 24 of 28



« US7,840,692; System, device, and method for bandwidth management in an optical communication system
« US7,698,366; Method and apparatus for facilitating the transportation of medical images on a communication
network

IEEE Journal publication articles

Samples of Published Papers:

“Modeling of workflow-engaged networks on radiology transfers across a metro network”
Authors: S. Camorlinga, B. Schofield

Information Technology in Biomedicine, IEEE Transactions on. 05/2006; 10(2):275-281.

“A wideband all-optical WDM network™

Authors: 1.P. Kaminow, C.R. Doerr, C. Dragone, T. Koch, U. Koren, A.A.M. Saleh, A.J. Kirby, C.M. Ozveren, B.
Schofield, R.E. Thomas, R.A. Barry, D.M. Castagnozzi, V.W.S. Chan, Hemenway, B.R., Jr, D. Marquis, S.A.
Parikh, M.L. Stevens, E.A. Swanson, S.G. Finn, R.G. Gallager

Selected Areas in Communications, IEEE Journal on. 07/1996; 14(5):780-799.

Education
Northeastern University, Boston, MA
Masters of Science in Electrical Engineering
Bachelor of Science in Electrical Engineering
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USA patents granted to Bruce Schofield

1 9.225.417 T Managing alternate site switching in an optical communication system

2 9,129,253 T Workflow locked loops to enable adaptive networks to change a policy
statement responsive to mission level exceptions and reconfigure the software-
controllable network responsive to network level exceptions

3 9.021,130 T Photonic line sharing for high-speed routers

9,002,148 T Monitoring eDC polarization inverse filter coefficients to identify real-time
physical intrusion into a core or metro optical network

5 8,949.846 T Time-value curves to provide dynamic QoS for time sensitive file transfers

8,943,212 T System and method for translating application program network service
requests into actions and performing those actions through the management
and/or control plane responsive to previously defined policies and previous
requests by the same or another application program

7 8.583.449 T Method and apparatus for providing network based load balancing of medical
image data

8 8.494.313 T Monitoring eDC polarization inverse filter coefficients to identify real-time
physical intrusion into a core or metro optical network

9 8.315.159 T Utilizing optical bypass links in a communication network

10 8,146,090 T Time-value curves to provide dynamic QoS for time sensitive file transfer

11 8,000,601 T Method and apparatus for securing fiber in an optical network

12 7.984.154 T System and method for translating application program network service
requests into actions and performing those actions through the management
and/or control plane responsive to previously defined policies and previous
requests by the same or another application program

13 7.958.225 T Method and apparatus for monitoring the transportation of medical images on a
communication network

14 7.849.225 T System, device, and method for managing communication services in an optical
communication system

15 7.840,692 T System, device, and method for bandwidth management in an optical
communication system

16 7.738.359 T System, device, and method for managing alternate site switching in an optical
communication system

17 7,698,366 T Method and apparatus for facilitating the transportation of medical images on a
communication network

18 7.664.838 T System and method for translating application program network service
requests into actions and performing those actions through the management
and/or control plane responsive to previously defined policies and previous
requests by the same or another application program

19 7.656.823 T Automated network to SAN topology linkage

20 7,493,040 T Method and apparatus for securing fiber in an optical network

217,492,932 T Method and apparatus for processing medical image data in a network
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environment

22 7.437.449 T System, device, and method for managing service level agreements in an
optical communication system

23 7,426,580 T System and method for virtualization of the network management and control
planes to provide an abstracted view and control of underlying network
resources

24 7.321,932 T System, device, and method for managing connection establishment and related
services in an optical communication system
257,283,747 T Optical switch router

26 7,079,770 T System and apparatus for dropping and adding optical data streams in an optical
communication network

27 6,556,329 T Method and system for preventing low order optical transmission modes in
multimode optical fiber computer network using annulus laser

28 6,356,680 T Method and system for removal of low order optical transmission modes to
improve modal bandwidth in a multimode optical fiber computer network

29 6,154,589 T Method and system for removal of low order optical transmission modes in
multimode optical fiber computer network to improve modal bandwidth

30 5,396,239 T Data and forward error control coding techniques for digital signals

315,144,304 T Data and forward error control coding techniques for digital signals

32 5,138,675 T Mode scrambler as an optical isolator for higher-coherence lasers in multi-mode
fiber plants

International Patents granted

33 EP2362983B1 Utilizing optical bypass links in a communication network
34 DE60135165D1 Managing alternate site switching in an optical communication system

35 CA2419793C Managing alternate site switching in an optical communication system

36 EP1705813B1 Managing alternate site switching in an optical communication system

37 JP201422884 A Managing alternate site switching in an optical communication system

38 DE60121350D1 System, device, and method for managing connection establishment and
related services in an optical communication system

39 EP1323251B1 System, device, and method for managing connection establishment and
related services in an optical communication system

40 CA2419793C System, device, and method for managing connection establishment and related
services in an optical communication system

41 CA2419547C Optical switch router
42 EP1323255B1 Optical switch router
43 EP2333995B1 Optical switch router
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44 CA2324569C Method and system for removal of low order optical transmission modes in
multimode optical fiber computer network to improve modal bandwidth

45 CA232446C Method and system for removal of low order optical transmission modes in
multimode optical fiber computer network to improve modal bandwidth
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