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including a plurality of code blocks from the base station 
through a physical layer channel, and transmitting HARQ­
ACK payload including HARQ-ACK information on the 
first transport block to the base station. Preferably, a code 
block-based CRC is attached to each of the code blocks, a 
transport block-based CRC is attached to the first transport 
block, and the HARQ-ACK payload includes a plurality of 
HARQ-ACK bits corresponding to M code block groups for 
the first transport block. 
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[FIG.4] 
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[FIG.8] 
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[FIG. 10] 
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[FIG. 15] 
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[FIG. 16] 
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METHOD AND APPARATUS FOR 
TRANSMITTING AND RECEIVING RADIO 

SIGNALS IN A WIRELESS 
COMMUNICATION SYSTEM 

TECHNICAL FIELD 

The present invention relates to a wireless connnunication 
system, and more specifically, to methods and devices for 
transmitting/receiving signals. The wireless connnunication 
system can support carrier aggregation (CA). 

BACKGOUND 

2 
base station through a physical layer chamiel, and transmit 
Hybrid ARQ Acknowledgement (HARQ-ACK) payload 
including HARQ-ACK information on the first transport 
block to the base station, wherein a code block-based Cyclic 

5 Redundancy Check (CRC) is attached to each of the code 
blocks, wherein a transport block-based CRC is attached to 
the first transport block, and wherein the HARQ-ACK 
payload includes a plurality of HARQ-ACK bits corre­
sponding to M code block groups for the first transport 

10 block. 
Preferably, the upper layer signal may include an Radio 

Resource Control (RRC) signal and the physical layer 
channel may include a Physical Downlink Shared Channel 
(PDSCH). 

Preferably, a size of the HARQ-ACK payload may be 
maintained as same based on the M during an HARQ 
process for the first transport block. 

Preferably, if the first transport block is configured with a 
plurality of code block groups, some of a plurality of the 

Wireless connnunication systems have been widely used 15 

to provide various kinds of connnunication services such as 
voice or data services. Generally, a wireless connnunication 
system is a multiple access system that can connnunicate 
with multiple users by sharing available system resources 
(bandwidth, transmission (Tx) power, and the like). A vari­
ety of multiple access systems can be used. For example, a 
Code Division Multiple Access (CDMA) system, a Fre­
quency Division Multiple Access (FDMA) system, a Time 
Division Multiple Access (TDMA) system, an Orthogonal 
Frequency Division Multiple Access (OFDMA) system, a 25 

Single Carrier Frequency-Division Multiple Access (SC­
FDMA) system, and the like. 

20 code block groups may include ceiling(K/M) code blocks 
and the rest of a plurality of the code block groups include 
flooring(K/M) code blocks, and wherein the ceiling is an 
ascending function, the flooring is a descending function, 
and the K indicates the number of code blocks in the first 
transport block. 

Preferably, if a code block group is configured for the first 
transport block, each HARQ-ACK bit in the HARQ-ACK 
payload may indicate each HARQ-ACK information gen­
erated in a code block group unit for the first transport block. DISCLOSURE 

Techinical Task 

One object of the present invention is directed to provide 
a method of performing a radio signal transceiving process 
efficiently and apparatus therefor. 

It is to be understood that technical objects to be achieved 
by the present invention are not limited to the aforemen­
tioned technical objects and other technical objects which 
are not mentioned herein will be apparent from the follow­
ing description to one of ordinary skill in the art to which the 
present invention pertains. 

Technical Solutions 

In one aspect of the present invention, provided herein is 
a method of transmitting control information by a user 
equipment in a wireless connnunication system, including 
receiving information on a number N of code block groups 
defined for one transport block from a base station through 
an upper layer signal, receiving a first transport block 
including a plurality of code blocks from the base station 
through a physical layer chamiel, and transmitting Hybrid 
ARQ Acknowledgement (HARQ-ACK) payload including 
HARQ-ACK information on the first transport block to the 
base station, wherein a code block-based Cyclic Redun­
dancy Check (CRC) is attached to each of the code blocks, 
wherein a transport block-based CRC is attached to the first 
transport block, and wherein the HARQ-ACK payload 
includes a plurality ofHARQ-ACK bits corresponding to M 
code block groups for the first transport block. 

In another aspect of the present invention, provided herein 
is a user equipment used in a wireless connnunication 
system, including a radio frequency (RF) module and a 
processor configured to receive information on a number M 

30 Preferably, if a code block group for the first transport 
block is not configured, a plurality of HARQ-ACK bits for 
the first transport block in the HARQ-ACK payload may 
have a same value and each of the HARQ-ACK bits for the 
first transport block may indicate HARQ-ACK information 

35 generated in a transport block group unit for the first 
transport block. 

Preferably, if all code block group-based CRC checks for 
the first transport block are 'pass' but a transport block-based 
CRC check result is 'fail', all of a plurality of HARQ-ACK 

40 bits for the first transport block in the HARQ-ACK payload 
may indicate Negative Acknowledgement (NACK). 

In another aspect of the present invention, provided herein 
is a method of receiving control information by a base 
station in a wireless communication system, the method 

45 including transmitting information on a number M of code 
block groups defined for one transport block to a user 
equipment through an upper layer signal, transmitting a first 
transport block including a plurality of code blocks to the 
user equipment through a physical layer channel, and receiv-

50 ing HybridARQAcknowledgement (HARQ-ACK) payload 
including HARQ-ACK information on the first transport 
block from the user equipment, wherein a code block-based 
Cyclic Redundancy Check (CRC) is attached to each of the 
code blocks, wherein a transport block-based CRC is 

55 attached to the first transport block, and wherein the HARQ­
ACK payload includes a plurality of HARQ-ACK bits 
corresponding to M code block groups for the first transport 
block. 

In further aspect of the present invention, provided herein 
60 is a base station used in a wireless communication system, 

the base station including a radio frequency (RF) module 
and a processor configured to transmit information on a 
number M of code block groups defined for one transport 

of code block groups defined for one transport block from a 65 

base station through an upper layer signal, receive a first 
transport block including a plurality of code blocks from the 

block to a user equipment through an upper layer signal, 
transmit a first transport block including a plurality of code 
blocks to the user equipment through a physical layer 
channel, and receive Hybrid ARQ Acknowledgement 
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(HARQ-ACK) payload including HARQ-ACK information 
on the first transport block from the user equipment, wherein 

4 

a code block-based Cyclic Redundancy Check (CRC) is 
attached to each of the code blocks, wherein a transport 
block-based CRC is attached to the first transport block, and 5 

wherein the HARQ-ACK payload includes a plurality of 
HARQ-ACK bits corresponding to M code block groups for 
the first transport block. 

MC-FDMA, and the like. CDMA can be implemented by 
wireless communication technologies, such as Universal 
Terrestrial Radio Access (UTRA) or CDMA2000. TDMA 
can be implemented by wireless communication technolo­
gies, for example, a Global System for Mobile communi­
cations (GSM), a General Packet Radio Service (GPRS), an 
Enhanced Data rates for GSM Evolution (EDGE), etc. 
OFDMA can be implemented by wireless communication 
technologies, for example, IEEE 802.11 (Wi-Fi), IEEE 

Effect of the Invention 

According to the present invention, radio signals can be 
efficiently transceived in a wireless communication system. 

It will be appreciated by persons skilled in the art that the 
effects that can be achieved with the present invention are 
not limited to what has been particularly described herein­
above and other advantages of the present invention will be 
more clearly understood from the following detailed 
description taken in conjunction with the accompanying 
drawings. 

BRIEF DESCRIPTION OF DRAWINGS 

The accompanying drawings, which are included to pro­
vide a further understanding of the invention, illustrate 
embodiments of the invention and together with the descrip­
tion serve to explain the principle of the invention. 

10 802.16 (WiMAX), IEEE 802.20, E-UTRA (Evolved 
UTRA), and the like. UTRA is a part of a Universal Mobile 
Telecommunications System (UMTS). 3rd Generation Part­
nership Project (3GPP) Long Term Evolution (LTE) is a part 
of an Evolved UMTS (E-UMTS) that uses an E-UTRA. The 

15 LTE-Advanced (LTE-A) is an evolved version of 3GPP 
T TE. Although the following embodiments of the present 
invention will hereinafter describe inventive technical char­
acteristics on the basis of the 3GPP LTE/LTE-A system, it 
should be noted that the following embodiments will be 

20 disclosed only for illustrative purposes and the scope and 
spirit of the present invention are not limited thereto. 

In a wireless communication system, a UE (user equip­
ment) receives information in downlink (DL) from a BS 
(base station), and the UE sends information in uplink (UL) 

25 to the BS. Information transceived between the BS and the 

FIG. 1 is a conceptual diagram illustrating physical chan­
nels used in a 3GPP LTE system acting as an exemplary 
mobile communication system and a general method for 30 

transmitting a signal using the physical channels. 

UE include data and various control informations, and 
various physical channels exist according to a type/usage of 
the information transceived by them. 

FIG. 1 illustrates physical channels used in a 3GPP 
LTE/LTE-A system and a signal transmission method using 
the same. 

FIG. 2 is a diagram illustrating a structure of a radio 
frame. 

FIG. 3 exemplarily shows a resource grid of a downlink 
slot. 

FIG. 4 illustrates a downlink frame structure. 
FIG. 5 exemplarily shows EPDCCH (enhanced Physical 

Downlink Control Channel. 
FIG. 6 exemplarily shows a structure of an uplink (UL) 

subframe used for LTE/LTE-A. 
FIG. 7 exemplarily shows SC-FDMA (Single Carrier 

Frequency Division Multiple Access) and OFDMA (Or­
thogonal Frequency Division Multiple Access). 

FIG. 8 exemplarily shows a UL HARQ (Uplink Hybrid 
Automatic Repeat reQuest) operation. 

FIG. 9 exemplarily shows a transport block (TB) process­
ing process. 

FIG. 10 and FIG. 11 exemplarily show a random access 
procedure. 

FIG. 12 exemplarily shows a carrier aggregation (CA) 
communication system. 

FIG. 13 exemplarily shows a scheduling when a plurality 
of carriers are aggregated. 

FIG. 14 exemplarily shows analog beamforming. 
FIG. 15 exemplarily shows a structure of a self-contained 

subframe. 
FIG. 16 and FIG. 17 exemplarily show signal transmis­

sions according to the present invention. 
FIG. 18 exemplarily shows a base station (BS) and a user 

equipment (UE) applicable to embodiments of the present 
invention. 

BEST MODE 

When powered on or when a UE initially enters a cell, the 
UE performs initial cell search involving synchronization 
with a BS in step SlOl. For initial cell search, the UE 

35 synchronizes with the BS and acquire information such as a 
cell Identifier (ID) by receiving a primary synchronization 
channel (P-SCH) and a secondary synchronization channel 
(S-SCH) from the BS. Then the UE may receive broadcast 
information from the cell on a physical broadcast channel 

40 (PBCH). In the meantime, the UE may check a downlink 
channel status by receiving a downlink reference signal (DL 
RS) during initial cell search. 

After initial cell search, the UE may acquire more specific 
system information by receiving a physical downlink control 

45 channel (PDCCH) and receiving a physical downlink shared 
channel (PDSCH) based on information of the PDCCH in 
step S102. 

The UE may perform a random access procedure to 
access the BS in steps S103 to S106. For random access, the 

50 UE may transmit a preamble to the BS on a physical random 
access channel (PRACH) (S103) and receive a response 
message for preamble on a PDCCH and a PDSCH corre­
sponding to the PDCCH (S104). In the case of contention­
based random access, the UE may perform a contention 

55 resolution procedure by further transmitting the PRACH 
(S105) and receiving a PDCCH and a PDSCH correspond­
ing to the PDCCH (S106). 

After the foregoing procedure, the UE may receive a 
PDCCH/PDSCH (S107) and transmit a physical uplink 

60 shared channel (PUSCH)/physical uplink control channel 
(PUCCH) (S108), as a general downlink/uplink signal trans­
mission procedure. Here, control information transmitted 
from the UE to the BS is called uplink control information 

The following embodiments of the present invention can 65 

be applied to a variety of wireless access technologies, for 
example, CDMA, FDMA, TDMA, OFDMA, SC-FDMA, 

(UCI). The UCI may include a hybrid automatic repeat and 
request (HARQ) acknowledgement (ACK)/negative-ACK 
(HARQ ACK/NACK) signal, a scheduling request (SR), 
channel state information (CSI), etc. The CSI includes a 
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channel quality indicator (CQI), a precoding matrix index 
(PMI), a rank indicator (RI), etc. While the UCI is trans­
mitted through a PUCCH in general, it may be transmitted 
through a PUSCH when control information and traffic data 
need to be simultaneously transmitted. The UCI may be 5 

aperiodically transmitted through a PUSCH at the request/ 
instruction of a network. 

FIG. 2 illustrates a radio frame structure. In a cellular 
OFDM wireless packet communication system, uplink/ 
downlink data packet transmission is performed on a sub- 10 

frame-by-subframe basis. A subframe is defined as a prede­
termined time interval including a plurality of OFDM 
symbols. 3GPP LTE supports a type-I radio frame structure 
applicable to FDD (Frequency Division Duplex) and a 
type-2 radio frame structure applicable to TDD (Time Divi- 15 

sion Duplex). 
FIG. 2( a) illustrates a type- I radio frame structure. A 

downlink subframe includes 10 subframes each of which 
includes 2 slots in the time domain. A time for transmitting 
a subframe is defined as a transmission time interval (TTI). 20 

For example, each subframe has a length of !ms and each 
slot has a length of 0.5 ms. A slot includes a plurality of 
OFDM symbols in the time domain and includes a plurality 
of resource blocks (RBs) in the frequency domain. Since 
downlink uses OFDM in 3GPP LTE, an OFDM symbol 25 

represents a symbol period. The OFDM symbol may be 
called an SC-FDMA symbol or symbol period. An RB as a 
resource allocation unit may include a plurality of consecu­
tive subcarriers in one slot. 

The number ofOFDM symbols included in one slot may 30 

depend on Cyclic Prefix (CP) configuration. CPs include an 
extended CP and a normal CP. When an OFDM symbol is 
configured with the normal CP, for example, the number of 
OFDM symbols included in one slot may be 7. When an 
OFDM symbol is configured with the extended CP, the 35 

length of one OFDM symbol increases, and thus the number 
of OFDM symbols included in one slot is smaller than that 
in case of the normal CP. In case of the extended CP, the 
number of OFDM symbols allocated to one slot may be 6. 
When a channel state is unstable, such as a case in which a 40 

UE moves at a high speed, the extended CP can be used to 
reduce inter-symbol interference. 

When the normal CP is used, one subframe includes 14 
OFDM symbols since one slot has 7 OFDM symbols. The 
first three OFDM symbols at most in each subframe can be 45 

allocated to a PDCCH and the remaining OFDM symbols 
can be allocated to a PDSCH. 

FIG. 2(b) illustrates a type-2 radio frame structure. The 
type-2 radio frame includes 2 half frames. Each half frame 
includes 4 (5) normal subframes and 1 (0) special subframe. 50 

Normal subframes are used for an uplink or a downlink 
according to UL-DL configuration. A subframe includes 2 
slots. 

6 
TABLE I-continued 

Uplink­
downlink 

Downlink­
to-Uplink 

Switch 
point 

configuration periodicity 0 

3 
4 
5 
6 

10 ms 
10 ms 
10 ms 
5 ms 

D S 
D S 
D S 
D S 

Subframe number 

3 4 5 6 7 8 9 

u u u 
U U D 
U D D 
u u u 

D D D D D 
D D D D D 
D D D D D 
D S U U D 

In Table 1, D denotes a downlink subframe, U denotes an 
uplink subframe and S denotes a special subframe. The 
special subframe includes DwPTS (Downlink Pilot 
TimeS!ot), GP (Guard Period), and UpPTS (Uplink Pilot 
TimeS!ot). DwPTS is used for initial cell search, synchro­
nization or channel estimation in a UE. UpPTS is used for 
channel estimation in a BS and UL transmission synchro­
nization acquisition in a UE. The GP eliminates UL inter­
ference caused by multi-path delay of a DL signal between 
a UL and a DL. 

The radio frame structure is merely exemplary and the 
number of subframes included in the radio frame, the 
number of slots included in a subframe, and the number of 
symbols included in a slot can be vary. 

FIG. 3 illustrates a resource grid of a downlink slot. 
Referring to FIG. 3, a downlink slot includes a plurality of 
OFDM symbols in the time domain. One downlink slot may 
include 7 OFDM symbols, and one resource block (RB) may 
include 12 subcarriers in the frequency domain. However, 
the present invention is not limited thereto. Each element on 
the resource grid is referred to as a resource element (RE). 
One RB includes 12x7 REs. The number NDL of RBs 
included in the downlink slot depends on a downlink trans-
mit bandwidth. The structure of an uplink slot may be same 
as that of the downlink slot. 

FIG. 4 illustrates a downlink subframe structure. 
Referring to FIG. 4, a maximum of three (four) OFDM 

symbols located in a front portion of a first slot within a 
subframe correspond to a control region to which a control 
channel is allocated. The remaining OFDM symbols corre­
spond to a data region to which a physical downlink shared 
chancel (PDSCH) is allocated. Examples of downlink con­
trol channels used in LTE include a physical control format 
indicator channel (PCFICH), a physical downlink control 
channel (PDCCH), a physical hybridARQ indicator channel 
(PHICH), etc. The PCFICH is transmitted at a first OFDM 
symbol of a subframe and carries information regarding the 
number of OFDM symbols used for transmission of control 
channels within the subframe. The PHICH is a response of 
uplink transmission and carries an HARQ acknowledgment 
(ACK)/negative-acknowledgment (NACK) signal. Control Table 1 shows subframe configurations in a radio frame 

according to UL-DL configuration. 

TABLE 1 

55 information transmitted through the PDCCH is referred to as 
downlink control information (DCI). The DCI includes 
uplink or downlink scheduling information or an uplink 
transmit power control connnand for an arbitrary UE group. 

Downlink-
to-Uplink 

Uplink- Switch 
downlink point 

configuration periodicity 0 2 

0 5 ms D s u 
1 5 ms D s u 
2 5 ms D s u 

Subframe number 

3 4 5 6 

u u D s 
u D D s 
D D D s 

7 8 

u u 
u u 
u D 

9 

u 
D 
D 

60 

65 

Control information transmitted through a PDCCH is 
referred to as DCI. Formats 0, 3, 3A and 4 for uplink and 
formats 1, IA, 1B, IC, ID, 2, 2A, 2B and 2C for downlink 
are defined as DCI formats. Information field types, the 
number of information fields and the number of bits of each 
information field depend on DCI format. For example, the 
DCI formats selectively include information such as hop­
ping flag, RB allocation, MCS (modulation coding scheme), 
RV (redundancy version), NDI (new data indicator), TPC 
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(transmit power control), HARQ process number, PMI (pre­
coding matrix indicator) confirmation as necessary. A OCI 
format can be used to transmit control information of two or 
more types. For example, DCI format 0/lA is used to carry 
OCI format O or OCI format 1, which are discriminated from 5 

each other by a flag field. 
A PDCCH may carry a transport format and a resource 

allocation of a downlink shared channel (DL-SCH), 
resource allocation information of an uplink shared channel 
(UL-SCH), paging information on a paging channel (PCH), 10 

system information on the OL-SCH, information on 
resource allocation of an upper-layer control message such 
as a random access response transmitted on the POSCH, a 
set ofTx power control commands on individual DEs within 
an arbitrary DE group, a Tx power control command, 15 

information on activation of a voice over IP (VoIP), etc. A 
plurality of POCCHs can be transmitted within a control 
region. The UE can monitor the plurality of POCCHs. The 
POCCH is transmitted on an aggregation of one or several 
consecutive control channel elements (CCEs). The CCE is a 20 

logical allocation unit used to provide the POCCH with a 
coding rate based on a state of a radio channel. The CCE 
corresponds to a plurality of resource element groups 
(REGs ). A format of the POCCH and the number of bits of 
the available POCCH are determined by the number of 25 

CCEs. The BS determines a POCCH format according to 
OCI to be transmitted to the DE, and attaches a cyclic 
redundancy check (CRC) to control information. The CRC 
is masked with a unique identifier (referred to as a radio 
network temporary identifier (RNTI)) according to an owner 30 

or usage of the POCCH. If the POCCH is for a specific DE, 
a unique identifier (e.g., cell-RNTI (C-RNTI)) of the UE 
may be masked to the CRC. Alternatively, if the POCCH is 
for a paging message, a paging identifier ( e.g., paging-RNTI 
(P-RNTI)) may be masked to the CRC. If the POCCH is for 35 

system information (more specifically, a system information 
block (SIB)), a system information RNTI (SI-RNTI) may be 
masked to the CRC. When the POCCH is for a random 
access response, a random access-RNTI (RA-RNTI) may be 
masked to the CRC. 40 

8 
including n CCEs may be initiated only on CCEs assigned 
numbers corresponding to multiples of n. The number of 
CCEs used for transmission of a specific POCCH is deter­
mined by the BS according to the channel state. For 
example, one CCE may be required for a POCCH for a DE 
(for example, adjacent to the BS) having a good downlink 
channel. However, in case of a POCCH for a DE (for 
example, located near the cell edge) having a poor channel, 
eight CCEs may be required to obtain sufficient robustness. 
Additionally, the power level of the POCCH may be 
adjusted according to the channel state. 

LTE defines CCE positions in a limited set in which 
POCCHs can be positioned for each DE. CCE positions in 
a limited set that the DE needs to monitor in order to detect 
the POCCH allocated thereto may be referred to as a search 
space (SS). In LTE, the SS has a size depending on POCCH 
format. A DE-specific search space (USS) and a common 
search space (CSS) are separately defined. The USS is set 
per DE and the range of the CSS is signaled to all DEs. The 
USS and the CSS may overlap for a given UE. In the case 
of a considerably small SS with respect to a specific DE, 
when some CCEs positions are allocated in the SS, remain­
ing CCEs are not present. Accordingly, the BS may not find 
CCE resources on which POCCHs will be transmitted to 
available DEs within given subframes. To minimize the 
possibility that this blocking continues to the next subframe, 
a DE-specific hopping sequence is applied to the starting 
point of the USS. 

Table 3 shows sizes of the CSS and USS. 

TABLE 3 

Number of Number of 
candidates in candidates in 

PDCCH Number of common search dedicated search 
format CCEs (n) space space 

0 1 6 
1 2 6 
2 4 4 2 
3 8 2 2 

The POCCH carries a message known as OCI which 
includes resource assignment information and other control 
information for a UE or UE group. In general, a plurality of 
POCCHs can be transmitted in a subframe. Each POCCH is 
transmitted using one or more CCEs. Each CCE corresponds 

To control computational load of blind decoding based on 
the number of blind decoding processes to an appropriate 
level, the DE is not required to simultaneously search for all 

45 defined OCI formats. In general, the DE searches for formats 
0 and IA at all times in the USS. Formats O and IA have the to 9 sets of 4 REs. The 4 REs are referred to as an REG. 4 

QPSK symbols are mapped to one REG. REs allocated to a 
reference signal are not included in an REG, and thus the 
total number of REGs in OFOM symbols depends on 
presence or absence of a cell-specific reference signal. The 50 

concept of REG (i.e. group based mapping, each group 
including 4 REs) is used for other downlink control channels 
(PCFICH and PHICH). That is, REG is used as a basic 
resource unit of a control region. 4 POCCH formats are 
supported as shown in Table 2. 

TABLE 2 

PDCCH Number of Number of Number of 
format CCEs (n) REGs PDCCH bits 

0 1 9 72 
1 2 8 144 
2 4 36 288 
3 5 72 576 

The CCEs are numbered and consecutively used. To 
simplify the decoding process, a POCCH having a format 

same size and are discriminated from each other by a flag in 
a message. The DE may need to receive an additional format 
(e.g. format 1, 18 or 2 according to POSCH transmission 
mode set by a BS). The UE searches for formats IA and IC 
in the CSS. Furthermore, the DE may be set to search for 
format 3 or 3A. Formats 3 and 3Ahave the same size as that 
of formats O and IA and may be discriminated from each 
other by scrambling CRC with different (common) identi-

55 fiers rather than a DE-specific identifier. POSCH transmis­
sion schemes and information content of OCI formats 
according to transmission mode (TM) are arranged below. 

60 

65 

Transmission Mode (TM) 
Transmission mode 1: Transmission from a single base 

station antenna port 
Transmission mode 2: Transmit diversity 
Transmission mode 3: Open-loop spatial multiplexing 
Transmission mode 4: Closed-loop spatial multiplexing 
Transmission mode 5: Multi-user MIMO 
Transmission mode 6: Closed-loop rank-I precoding 
Transmission mode 7: Single-antenna port (port5) trans-

mission 
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single subframe. Several UEs' SRSs transmitted by last 
SC-FD MA of the same frame can be sorted according to a 
frequency location/sequence. SRS is used to send UL chan­
nel state to the BS. The STS may be periodically transmitted 

Transmission mode 8: Double layer transmission (ports 7 
and 8) or single-antenna port (port 7 or 8) transmission 

Transmission mode 9: Transmission through up to 8 
layers (ports 7 to 14) or single-antenna port (port 7 or 
8) transmission 

DCI Format 
Format 0: Resource grants for the PUSCH transmissions 

(uplink) 

5 according to a subframe period/offset configured by an 
upper layer ( e.g., RRC layer), or aperiodically transmitted in 
response to a BS's request. 

Format 1: Resource assignments for single codeword 
PDSCH transmissions (transmission modes 1, 2 and 7) 10 

Format IA: Compact signaling of resource assignments 
for single codeword PDSCH (all modes) 

Format lB: Compact resource assignments for PDSCH 
using rank-I closed loop precoding (mod 6) 

Format IC: Very compact resource assignments for 15 

PDSC:H (e.g. paging/broadcast system information) 
Format ID: Compact resource assignments for PDSCH 

using multi-user MIMO (mode 5) 

FIG. 5 illustrates SC-FDMA and OFDMA schemes. The 
3GPP system employs OFDMA in downlink and uses SC­
FDMA in uplink. 

Referring to FIG. 5, both a UE for transmitting an uplink 
signal and a BS for transmitting a downlink signal include 
a serial-to-parallel converter 401, a subcarrier mapper 403, 
an M-point IDFT module 404, and a cyclic prefix (CP) adder 
406. The UE for transmitting a signal according to SC­
FDMA additionally includes an N-point DFT module 402. 

In the following, HARQ (Hybrid Automatic Repeat 
reQuest) is described. In a wireless communication, when 
there exist a multitude of UEs having data to transmit in Format 2: Resource assignments for PDSCH for closed­

loop MIMO operation (mode 4) 
Format 2A: Resource assignments for PDSCH for open­

loop MIMO operation (mode 3) 
Format 3/3A: Power control commands for PUCCH and 

PUSCH with 2-bit/1-bit power adjustments 

20 UL/DL, a BS selects a UE to transmit data thereto in each 
TTI (transmission time interval) (e.g., subframe). In a multi­
carrier system or a system operated similarly thereto, a BS 
selects UEs to transmit data in UL/DL link and also selects 

FIG. 5 illustrates an EPDCCH. The EPDCCH is a channel 25 

additionally introduced in LTE-A. 

a frequency band used for data transmission by the corre­
sponding UE. 

The following description is made with reference to UL. 
First of all, UEs transmit reference (or pilot) signals in UL 
and a BS selects UEs to transmit data in UL on a unit 
frequency band in each TTI by obtaining channel states of 

Referring to FIG. 5, a PDCCH (for convenience, legacy 
PDCCH or L-PDCCH) according to legacy LTE may be 
allocated to a control region (see FIG. 4) of a subframe. In 
the figure, the L-PDCCH region means a region to which a 
legacy PDCCH may be allocated. Meanwhile, a PDCCH 
may be further allocated to the data region (e.g., a resource 
region for a PDSCH). A PDCCH allocated to the data region 

30 the UEs using the reference signals transmitted by the UEs. 
The BS informs the UE of such a result. Namely, the BS 
sends a UL assignment message indicating to send data 
using a specific frequency band to a UE UL-scheduled in 
specific TTL The UL assignment message may be referred 

35 to as a UL grant. The UE transmits data in UL according to 
the UL assignment message. The UL assignment message 
may include UE ID (UE Identity), RB allocation informa­
tion, MCS (Modulation and Coding Scheme), RV (Redun-

is referred to as an E-PDCCH. As shown, control channel 
resources may be further acquired via the E-PDCCH to 
mitigate a scheduling restriction due to restricted control 
channel resources of the L-PDCCH region. Similarly to the 
L-PDCCH, the E-PDCCH carries DCI. For example, the 
E-PDCCH may carry downlink scheduling information and 
uplink scheduling information. For example, the UE may 40 

receive the E-PDCCH and receive data/control information 
via a PDSCH corresponding to the E-PDCCH. In addition, 
the UE may receive the E-PDCCH and transmit data/control 
information via a PUSCH corresponding to the E-PDCCH. 
The E-PDCCH/PDSCH may be allocated starting from a 
first OFDM symbol of the subframe, according to cell type. 

dancy Version), New Data Indication (NDI), etc. 
In case of synchronous HARQ, a retransmission time is 

promised systematically ( e.g., after 4 subframes from an 
NACK received time) (synchronous HARQ). Hence, a UE 
grant message sent to a UE by a BS is just sent in case of an 
initial transmission. Thereafter, a retransmission is per-

In this specification, the PDCCH includes both L-PDCCH 
and EPDCCH unless otherwise noted. 

FIG. 6 illustrates an uplink subframe structure used in 
LTE(-A) 

45 formed by an ACK/NACK signal (e.g., PRICH signal). In 
case of asynchronous HARQ, since a retransmission time is 
not promised mutually, a BS should send a retransmission 
request message to a UE. In case of non-adaptive HARQ, a 
frequency resource or MCS for retransmission is identical to 

50 that for a previous transmission. In case of adaptive HARQ, 
a frequency resource or MCS for retransmission may be 
different from that for a previous transmission. For example, 
in case of asynchronous adaptive HARQ, since a frequency 

Referring to FIG. 6, a subframe 500 includes two 0.5 ms 
slots 501. When a normal CP length is used, each slot 
includes 7 symbols 502 each corresponding to an SC-FD MA 
symbol. A resource block 503 is a resource allocation unit 
corresponding to 12 subcarriers in the frequency domain and 55 

to a slot in the time domain. The uplink subframe structure 
of LTE(-A) is divided into a data region 504 and a control 
region 505. The data region refers to a communication 
resource used for a UE to transmit data such as audio data, 
packets, etc., and includes a PUSCH (physical uplink shared 60 

channel). The control region means a communication 
resource used in sending a UL control signal (e.g., a DL 
channel quality report from ach UE, ACK/NACK of recep­
tion for a DL signal, a UL scheduling request, etc.), and 
includes PUCCH (Physical Uplink Control Channel). A 65 

sounding reference signal (SRS) is transmitted through 
SC-FDMA symbol located at the last on a time axis in a 

resource or MCS for retransmission varies at every trans­
mission timing, a retransmission request message may con­
tain UE ID, RB allocation information, HARQ process 
ID/number, RV, NDI information, etc. 

FIG. 8 exemplarily shows a UL HARQ operation in 
LTE/LTE-A system. In the LTE/LTE-A system, UL HARQ 
uses synchronous non-adaptive HARQ. In case of using 
8-channel HARQ, HARQ process numbers are given as 0-7. 
A single HARQ process operates in every TTI (e.g., sub­
frame). Referring to FIG. 8, a BS 110 transmits a UL grant 
to a UE 120 through PDCCH [S600]. The UE 120 transmits 
UL data to the BS 110 using RB and MCS designated by a 
UL grant after 4 subframes from a timing (e.g., subframe 0) 
of receiving the UL grant [S602]. The BS 110 decodes the 
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UL data received from the UE 120 and then generates 
ACK/NACK. If failing in decoding the UL data, the BS 110 
transmits NACK to the UE 120 [S604]. The UE 120 
retransmits UL data after 4 subframes from a timing of 
receiving the NACK [S606]. The same HARQ processor is 5 

responsible for the initial transmission and retransmission of 
the UL data (e.g., HARQ process 4). ACK/NACK informa­
tion may be transmitted through PRICH. 

Meanwhile, DL HARQ in the LTE/KTE-A system uses 
asynchronous adaptive HARQ. Particularly, the base station 10 

110 sends a DL grant to the UE 120 through PDCCH. The 
UE 120 receives DL data from the BS 110 using RB and 
MCS designated by the DL grant at a timing (e.g., subframe 
0) of receiving the DL grant. The UE 120 decodes the DL 
data and then generates ACK/NACK. If failing in decoding 15 

the DL data, the UE 120 sends NACK to the RS 110 after 
4 subframes (e.g., subframe 4) from the timing ofreceiving 
the DL data. Thereafter, the BS 110 sends a DL grant, which 
indicates a retransmission ofDL data, to the UE 120 through 
PDCCH at a desired timing ( e.g., subframe X). The UE 120 20 

receives DL data again from the BS 110 using the RC and 
MCS designated by the DL grant at the timing (e.g., sub­
frame X) of receiving the DL grant. 

For DL/UL transmission, a plurality of parallel HARQ 
processes exist in BS/UE. A plurality of parallel the HARQ 25 

processes enable DL/UL transmissions to be consecutively 
performed while waiting for HARQ feedback of ACK or 
NACK for a previous DL/UL transmission. Each of the 
HARQ processes is associated with an HARQ buffer of a 
MAC (medium access control) layer. Each of the HARQ 30 

processes manages state variables for the transmission count 
of MAC PDU (physical data block) in a buffer, HARQ 
feedback for MAC PDU in a buffer, a current redundancy 
version, etc. 

The HARQ process is responsible for reliable transport of 35 

data (e.g., transport block (TB)). When channel coding is 
performed, a transport block can be divided into at least one 
code block (CB) by considering a size of a channel encoder. 
After channel coding, at least one or more code blocks are 
concatenated to configure a codeword (CW) corresponding 40 

to a transport block. 
FIG. 9 exemplarily shows a transport block (TB) process­

ing process. A process of FIG. 9 is applicable to data of 
DL-SCH, PCH and MCH (multicast channel) transport 
channel. UL TB ( or data of UL transport channel) can be 45 

processed similarly. 
Referring to FIG. 9, a transmitter applies a CRC (e.g., 24 

bits) (TB CRC) for error check to a TB. Thereafter, the 
transmitter can segment (TB+CRC) into a plurality of code 
blocks by considering a size of a channel encoder. A 50 

maximum size of a code block in LTE/LTE-A is 6144 bits. 
Hence, if a TB size is equal to or smaller than 6144 bits, a 
code block is not configured. If a TB size is greater than 
6144 bits, a TB is segmented by 6144-bit unit to configure 
a plurality of code blocks. ACRC (e.g., 24 bits) (CB CRY) 55 

is individually attached to each of the code blocks for error 
check. The respective code blocks go through channel 
coding and rate matching and are then concatenated into one 
to configure a codeword. In LTE/LTE-A, data scheduling 
and a corresponding HRAQ process is performed by TB unit 60 

and CB CRC is used to determine an early termination of TB 
decoding. 

An HARQ process is associated with a soft buffer for a 
transport block and a soft buffer for a code block on a PHY 
(physical) layer. A circular buffer having a length (Kw =3Krr) 65 

for an r-th code block at a transmitting end is generated as 
follows. 

12 

[Formula 1] 

NIR bit indicates a soft buffer size for transport block, abd 
Neb indicates a soft buffer size for the r-th code block. Neb 

is found as follows, where C indicates the number of code 
blocks. 

[Formula2] 

Case of DL-SCH and PCH transport channels 

Case of UL-SCH and MCH transport channels 

NIR is expressed as follows. 

N -l N,aft j IR -
Kc· KM/MO -min(MDL_HARQ, Mtimit) 

[Formula3] 

Here, Nsoft indicates the total number of soft channel bits 
according to UE ability. 

If Nsoft=35982720, Kc=5, 
else if Nsoft=3654144 and a UE is capable of supporting 

maximum 2spatial layers for a DL cell, Kc=2 
else Kc=l 
End if. 
KMIMo is 2 if a UE is configured to receive PDSCH 

transmission based on a transmission mode 3, 4, 8 or 9. 
Otherwise, KMIMo is 1. 

MDL_HARQ is the maximum number of DL HARQ pro­
cesses. 

OMlimit is 8. 
In FDD and TDD, a UE is configured to have two or more 

serving cells. For at least KMIMo·min(MnL_HARQ, Mlimit) 

transport blocks, if failing in the decoding of code blocks of 
the transport block, the UE stores the received soft channel 
bits corresponding to a range of wk wk+t, . . . , 

Wmod(k+nsB-l,N,h) at least. nsB is given by the following for­
mula. 

nss = miJ N,b, l DL N;oft j) 1

\ C·Ncells KM1Mo ·min(MDL_HARQ, Mtimit) ' 

[Formula4] 

Mtimit'C' 

are identical to those of the foregoing definition. 
MDL_HARQ is the maximum number of DL HARQ pro­

cesses. 
NeellsDL is the number of the configured serving cells. 
N'soft is the total number of soft channel bits according to 

UE ability. 
When k is determined, a UE prioritizes the storage of soft 

channel bits corresponding to k of low values. wk corre­
sponds to the received soft channel bits. The range wk 

Wk+1' ... , Wmod(k+nsB-l,N,h) may include a subset failing to 
be included in the received soft channel bits. 
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Scheduling for UL transmission in LTE is enabled only if 
UL transmission timing of a user equipment is synchronized. 
A random access procedure is used for various usages. For 
instance, a random access procedure is performed in case of 
an initial network access, a handover, a data occurrence or 
the like. A user equipment may be able to obtain UL 
synchronization via the random access procedure. Once the 
UL synchronization is obtained, a base station may be able 

14 
the user equipment receives a random access response from 
the base station (S830) and the random access procedure is 
ended. 

In order to indicate a non-contention based random access 
procedure with a PDCCH order, DCI format IA is used. 
And, the DCI format IA may be used for compact sched­
uling for one PDSCH codeword. The following information 
is transmitted using the DCI format IA. 

Flag for identifying DCI format O or DCI format IA: This 
flag is 1-bit flag. A flag value 'O' indicates DCI format 
0 and a flag value '1' indicates DCI format IA. 

to allocate a resource for UL transmission to the correspond-
10 ing user equipment. The random access procedure may be 

classified into a contention based procedure and a non­
contention based procedure. If all the fields remaining after scrambling CRC of DCI 

format IA with C-RNTI are set as follows, the DCI format 

15 
1 A may be used for a random access procedure according to 
a PDCCH order. 

FIG. 10 is a diagram for one example of a contention 
based random access procedure. 

Referring to FIG. 10, a user equipment receives informa­
tion on a random access from a base station via system 
information. Thereafter, if the random access is required, the 
user equipment transmits a random access preamble ( or a 
message 1) to the base station (S710). Once the base station 20 

receives the random access preamble from the user equip­
ment, the base station sends a random access response 
message (or, a message 2) to the user equipment (S720). In 
particular, a DL scheduling information on the random 
access response message may be transmitted on Ll/L2 25 

control channel (PDCCH) by being CRC masked with 
RA-RNTI (random access-RNTI). Having received the RA­
RNTI masked DL scheduling signal, the user equipment 
receives the random access response message on PDSCH 
and may be then able to decode the received random access 30 

response message. Subsequently, the user equipment checks 
whether a random access response information indicated to 
the user equipment is included in the received random 
access response message. In doing so, a presence or non-

35 
presence of the random access response information indi­
cated to the user equipment may be checked in a manner of 
checking whether RAID (random access preamble ID) for 
the preamble having transmitted by the user equipment is 
present or not. The random access response information may 40 

include a timing advance indicating a timing offset infor­
mation for synchronization, a radio resource allocation 
information on a resource used in UL, a temporary identifier 
(e.g., T-RNTI) for user equipment (UE) identification and 
the like. Once the random access response information is 45 

received, the user equipment sends a UL message ( or, a 
message 3) on UL SCH (uplink shared channel) in accor­
dance with the radio resource allocation information 
included in the received random access response informa­
tion (S730). Having received the UL message from the user 50 

equipment in the step S730, the base station sends a con­
tention resolution message (or, a message 4) to the user 
equipment (S740). 

FIG. 11 is a diagram for one example of a non-contention 
based random access procedure. A non-contention based 55 

random access procedure may be used in a handover pro­
cedure or may exist if requested by an order given by a base 
station. A basic procedure is as good as a contention based 
random access procedure. 

Referring to FIG. 11, a user equipment receives assign- 60 

ment of a random access preamble (i.e., a dedicated random 
access preamble) for the user equipment only from a base 
station (S810). A dedicated random access preamble indi­
cation information (e.g., a preamble index) may be included 
in a handover command message or may be received on 65 

PDCCH. The user equipment transmits the dedicated ran­
dom access preamble to the base station (S820). Thereafter, 

Localized/distributed VRB (virtual resource block) 
assignment flag: This flag is 1-bit flag. This flag is set 
to 0. 

Resource block assignment information: 
(NRBDL+l)/2)1- Every bit is set to 1. 

Preamble index: 6 bits 
PRACH mask index: 4 bits 
All the remaining bits for compact scheduling of PDSCH 

in DCI format IA are set to 0. 
FIG. 12 exemplarily shows a carrier aggregation (CA) 

communication system. 
Referring to FIG. 12, a plurality of UL/DL component 

carriers (CCs) can be aggregated to support a wider UL/DL 
bandwidth. The CCs may be contiguous or non-contiguous 
in the frequency domain. Bandwidths of the CCs can be 
independently determined. Asymmetrical CA in which the 
number of UL CCs is different from the number of DL CCs 
can be implemented. Control information may be transmit­
ted/received only through a specific CC. This specific CC 
may be referred to as a primary CC and other CCs may be 
referred to as secondary CCs. For example, when cross­
carrier scheduling ( or cross-CC scheduling) is applied, a 
PDCCH for downlink allocation can be transmitted on DL 
CC #0 and a PDSCH corresponding thereto can be trans­
mitted on DL CC #2. The term "component carrier" may be 
replaced by other equivalent terms (e.g. "carrier", "cell", 
etc.). 

For cross-CC scheduling, a carrier indicator field (CIF) is 
used. Presence or absence of the CIF in a PDCCH can be 
determined by higher layer signaling (e.g. RRC signaling) 
semi-statically and UE-specifically (or UE group-specifi­
cally). The baseline of PDCCH transmission is summarized 
as follows. 

CIF disabled: a PDCCH on a DL CC is used to allocate 
a PDSCH resource on the same DL CC or a PUSCH 
resource on a linked UL CC. 
No CIF 

CIF enabled: a PDCCH on a DL CC can be used to 
allocate a PDSCH or PUSCH resource on a specific 
DL/UL CC from among a plurality of aggregated 
DL/UL CCs using the CIF. 
LTE DCI format extended to have CIF 

CIF corresponds to a fixed x-bit field (e.g. x=3) 
(when CIF is set) 

CIF position is fixed irrespective of DIC format size 
(when CIF is set) 

When the CIF is present, the BS may allocate a monitor­
ing DL CC (set) to reduce BD complexity of the UE. For 
PDSCH/PUSCH scheduling, the UE may detect/decode a 
PDCCH only on the corresponding DL CCs. The BS may 
transmit the PDCCH only through the monitoring DL CC 
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(set). The monitoring DL CC set may be set VE-specifically, 
VE-group-specifically or cell-specifically. 

FIG. 13 illustrates scheduling when a plurality of carriers 
is aggregated. It is assumed that 3 DL CCs are aggregated 
and DL CC A is set to a PDCCH monitoring DL CC. DL CC 5 

A, DL CC B and DL CC C can be called serving CCs, 
serving carriers, serving cells, etc. In case of CIF disabled, 
a DL CC can transmit only a PDCCH that schedules a 
PDSCH corresponding to the DL CC without a CIF (non­
cross-CC scheduling). When the CIF is enabled according to 10 

VE-specific (or VE-group-specific or cell-specific) higher 
layer signaling, DL CC A (monitoring DL CC) can transmit 
not only a PDCCH that schedules the PDSCH corresponding 
to the DL CC A but also PDCCHs that schedule PDSCHs of 
other DL CCs (cross-CC scheduling). In this case, DL CC B 15 

and DT, CC C that are not set to a PDCCH monitoring DT, 
CCs do not deliver PDCCHs. 

Meanwhile, since a millimeter wave (mm W) has a short 
wavelength of a signal, it is possible to install a multitude of 
antennas in the same area. For example, since a wavelength 20 

on a band of 30 GHz is 1 cm for example, it is possible to 
install total 100 antenna elements in 2-dimensional array 
having an interval of 0.5 A (wavelength) on a 5-cm panel. 
Hence, in a mm W system, using a multitude of antenna 
elements, it is intended to increase coverage by raising a 25 

beamforming (BF) gain or increase throughput. 
Regarding this, if a TXRU (transceiver unit) is provided 

to enable transmission power and phase adjustments per 
antenna element, independent beamforming can be per­
formed per frequency resource. Yet, it is ineffective to install 30 

TXRU at each of 100 antenna elements in aspect of price. 
Thus, a method of mapping a multitude of antenna elements 
to a single TXRU and adjusting a direction of a beam is 
taken into consideration. Since such an analog beamforming 
scheme can make a single beam direction only on full bands, 35 

it is disadvantageous in that a frequency selective beam 
cannot be provided. It is able to consider hybrid BF, which 
has B TXRUs smaller than Q antenna elements, in an 
intermediate form between digital BF and analog BF. In this 
case, although there are differences depending on a scheme 40 

of connection between the B TXRUs and the Q antenna 
elements, the number of directions of simultaneously trans­
mittable beams is limitedly equal to or smaller than B .. 

FIG. 14 exemplarily shows analog beamforming. Refer­
ring to FIG. 14, a transmitter can transmit a signal by 45 

changing a direction of beam according to time [transmis­
sion (Tx) beamforming], and a receiver can receive a signal 
by changing a direction of beam according to time as well 
[reception (Rx) beamforming]. In a predetermined time 
interval, (i) Tx beam and Rx beam simultaneously change 50 

beam directions according to time, (ii) a direction of Rx 
beam is changed according to time while Tx beam is fixed, 
or (iii) a direction of Tx beam is changed according to time 
while Rx beam is fixed. 

Meanwhile, in the next generation RAT (Radio Access 55 

Technology), a self-contained subframe is taken into con­
sideration to minimize data transmission latency. FIG. 15 
exemplarily shows a structure of a self-contained subframe. 
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As examples of a configurable/settable self-contained 

subframe type, 4 kinds of subframe types can be considered. 
The respective intervals are listed in order of time. 

DL control interval+DL data interval+GP(Guard Period)+ 
UL control interval 

DL control interval+DL data interval 
DL control interval+GP+UL data interval+UL control 

interval 
DL control interval+GP+UL data interval 
In DL control interval, PDFICH, PHI CH and PDCCH can 

be transmitted. In DL data interval, PDSCH can be trans­
mitted. A GP provides a time gap in a process for a BS and 
UE to switch to an Rx mode from a Tx mode, and vice versa. 
Some OFDM symbols of a timing of switching to UL from 
DL in a subframe may be set as a GP. 

EXAMPLE 

In case of an existing LTE system, if a size (i.e., TBS) of 
DL data becomes equal to or greater than a predetermined 
level, a bitstream (i.e., TB) to be transmitted on PDSCH is 
partitioned into a plurality of CBs and channel coding and 
CRC are applied per CB [cf. FIG. 9]. If failing in receiving 
(i.e., decoding) any one of a plurality of CBs included in a 
single TB, a UE reports HARQ-ACK feedback (e.g., 
NACK) corresponding to the TB to a BS. Through this, a BS 
retransmits all CBs corresponding to the TB. So to speak, an 
HARQ operation for DL data in the existing LTE/LTE-A is 
performed based on scheduling/transmission in unit of TB 
from the BS and HARQ-ACK feedback configuration in unit 
of TB, which corresponds to the scheduling/transmission 
from the UE. 

Meanwhile, a next generation RAT (hereinafter, a new 
RAT) system can basically have a system (carrier) BW 
(bandwidth) wider than that of LTE, whereby it is highly 
probable that TBS ( or, maximum TBS) becomes greater than 
that of LTE. Hence, the number of CBs configuring a single 
TB may become greater than that ofLTE. Hence, ifHARQ­
ACK feedback in TB unit is performed in the new RAT 
system like the existing system, although decoding error 
(i.e., NACK) is generated for a small number of CBs only, 
retransmission scheduling is accompanied in unit of TB. 
Hence, resource use efficiency may be lowered. Moreover, 
in the new RAT system, through some (symbols) of 
resources allocated to transmission of a delay-insensitive 
data type 1 (e.g., enhanced mobile broadband (eMBB)) 
having a big time interval (TTI), a delay-sensitive data type 
2 (e.g., ultra-reliable low latency communications 
(URLLC)) having a small TTI can be transmitted in a 
manner of puncturing the data type 1. By including this, it 
may happen that decoding error (i.e., NACK) is concen-
trated on specific portions of a plurality of CBs configuring 
a single TB for the data type 1 due to the influence of an 
interference signal having time-selective characteristics. 

The present invention proposes a method of performing 
(retransmission) scheduling in unit of CB or CBG (CB 
group) and configuring/transmitting HARQ-ACK feedback 
in unit of CB/CBG, in consideration of properties of a new 
RAT system. Particularly, the present invention proposes a In FIG. 15, a hatched region indicates a DL control region 

and a black part indicates a UL control region. A mark-free 
region may be usable for DL or UL data transmission. Since 
DL transmission and UL transmission sequentially progress 
in a single subframe, DL data can be sent in the subframe 
and UL ACK/NACK can be received in the subframe. Since 

60 method of configuring CBG, a method of configuring 
HARQ-ACK (hereinafter abbreviated A/N) feedback, a 
method of operating a reception soft buffer of a UE, a 
method of handling a specific mismatch situation, and the 
like. 

a time taken to data retransmission in case of data transmis- 65 

sion error occurrence is reduced, delivery latency of final 
data can be minimized. 

For clarity, the proposed methods of the present invention 
are sorted into various embodiments, which are usable by 
being combined together. 
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Abbreviations/terms used in the present invention are 
described as follows. 

TBS: TB size. Total number of bits configuring TB 
CB: Code block 
CB size: Total number of bits configuring CB 
CBG: Code block group. All CBs (configuring a single 

TB) may be configured as a single CBG, some of a 
plurality of CBs may be configured as a single CBG, or 
each CB may be configured as a single CBG. 

18 
Cm (=floor(Ck/Cn)) CBs are configured, mod(Ck, Cn) CBs 
can be configured with (Cn+ 1) bits and the rest of CBs can 
be configured with Cn bits. Moreover, in case that 
Cm (=ceiling(Ck/Cn)) CBs are configured, (Cn-mod(Ck, 

5 Cn)) CBs can be configured with (Cn-1) bits and the rest of 
CBs can be configured with Cn bits. In the former case, Cn 
may mean a minimum bit number configuring one CB. In 
the latter case, Cn may mean a maximum bit number 
configuring one CB. 

A/N: HARQ-ACK response. Namely, this may mean 10 

ACK, NACK, or DTX. DTX indicates a case of miss­
ing a PDCCH. A/N bit may be set to 1 in case of ACK, 

Meanwhile, if the above method is applied, at least one 
specific CB (hereinafter, a small CB) among total Cm CBs 
can be configured with the small number of bits less than the 
rest of other CBs (hereinafter, regular CB). Hence, a scheme 
of grouping Cm CBs having unequal sizes into a plurality of 

or set to O in case of NACK. This may be used 
equivalent to HARQ-ACK or ACK/NACK. 

CBG-based A/N: Since CRC is not attached to CBG, it is 
able to generate A/N based on error check result(s) of 
CB(s) in CBG. For example, if all CBs in CBG are 
successfully detected, a UE sets A/N response ( or A/N 
bit) for CBG to ACK. If any one of CBs in CBG is not 
successfully detected, a UE may set A/N response ( or 
A/N bit) for CBG to ACK [logical AND]. A/N payload 
for CBG(s) of TB includes a plurality of A/N (response) 
bits, and each A/N (response) bit corresponds to CBG 
of TB by 1:1. 

15 CBGs (e.g., M CBGs) may be necessary. Particularly, there 
may be a case that the total CR number 'Cm' becomes a 
multiple of the CBG number 'M' and a case that the total CB 
number 'Cm' does not become a multiple of the CBG 
number 'M'. For each of such cases, the following CB 

20 grouping schemes can be considered. In the following, a 
CBG size may mean the number ofCB(s) per CBG. Mean­
while, if Cm is not a multiple of M, a size may differ per 
CBG. And, a size difference between CBGs may be limited 
to max 1 CB. 

CBG-based retransmission: TB retransmission can be 25 

performed in unit of CBG in response to CBG-based 
A/N. For example, in case of retransmitting TB to a UE, 

A. Case that Cm is a multiple of M (All CBGs in equal 
size) 

Opt 1-1: Small CB configured to be distributed to as many 
CBGs as possible a BS can perform a retransmission of CBG for which 

NACK is recived from a UE. In doing so, in case of a 
retransmission of a TB corresponding to the same 30 

HARQ process as a previous transmission of the TB, 
CB(s) in CBG is maintained identical to that in case of 

Opt 1-2: small CB configured to belong to as few CBGs 
as possible 

B. Case that Cm is not a multiple of M (Size may differ 
per CBG.) 

an initial transmission of the TB. 
CBG size: The number of CBs configuring CBG 

Opt 2-1: Small CB configured to belong to CBG as large 
as possible 

CBG index: Index for identifying CBG. According to a 35 

context, CBG index is equivalently usable as CBG 
having the corresponding index. 

Opt 2-2: Small CB configured to belong to CBG as small 
as possible 

Opt 2-3: Opt 1-1 or Opt 1-2 applied 
Symbol: This may mean OFDMA symbol or SC-FDMA 

symbol unless distinguished separately. 
floor(X): Descending function. This means a maximum 

integer equal to or smaller than X. 
ceiling(X): Ascending function. This means a minimum 

integer equal to or greater than X. 
mod(A, B): This means a remainder resulting from divid­

ing A by B. 
(X) Method of Configuring CB 
1) Method X-1: If the Bit Number 'Cn' Configuring a 

Single CB is given, Cm CBs are Configured Based on the Bit 
Number 'Cn'. 

The bit number Cn configuring a single CB may be 
predefined as a single same value irrespective of TBS or 
different values per TBS (e.g., values proportional to TBS), 
or indicated to a UE through semi-static signaling ( e.g., RRC 
signaling) or dynamic signaling ( e.g., DCI). Hence, when 
the total bit number configuring TB is Ck, it is able to 
configure CBs, of which number is Cm=floor(Ck/Cn) or 
Cm=ceiling(Ck/Cn). In the former case, one CB may be 
configured with (Cn+mod(Ck, Cn)) bits, and each of the rest 
of (Cm-1) CBs may be configured with Cn bits. In the latter 
case, one CB may be configured with mod(Ck, Cn) bits, and 
each of the rest of (Cm-1) CBs may be configured with Cn 
bits. In the former case, Cn may mean a minimum bit 
number configuring one CB. In the latter case, Cn may mean 
a maximum bit number configuring one CB. 

As another method, it is able to apply a method of 
assigning the bit number per CB to all CBs near-equally. 
Let's take the foregoing case as an example. In case that 

For one example, when Cm=7, in a situation that CB 
indexes 1/2/3/4/5/6/7 are configured with 5/5/5/5/5/5/2 bits, 

40 respectively, it is able to consider M (=3) CBG configura­
tions. Here, if Opt 2-1 is applied, CB indexes {1, 2}, {3, 4}, 
and { 5, 6, 7} can be configured with CBG indexes 1/2/3, 
respectively. If Opt 2-2 is applied, CB indexes {1, 2, 3}, {4, 
5}, and { 6, 7} can be configured with CBG indexes 1/2/3, 

45 respectively. For another example, when Cm=7, in a situa­
tion that CB indexes 1/2/3/4/5/6/7 are configured with 
5/5/5/5/4/4/4 bits, respectively, it is able to consider M (=3) 
CBG configurations. Here, if Opt 2-1 is applied, CB indexes 
{1, 2}, {3, 4}, and {5, 6, 7} can be configured with CBG 

50 indexes 1/2/3, respectively. If Opt 2-2 is applied, CB indexes 
{1, 2, 3}, {4, 5}, and {6, 7} can be configured with CBG 
indexes 1/2/3, respectively. On the other hand, if Opt 1-1 is 
applied, CB indexes {1, 2, 5}, {3, 6}, and {4, 7} can be 
configured with CBG indexes 1/2/3, respectively. If Opt 1-2 

55 is applied, CB indexes {1, 2}, {3, 4}, and {5, 6, 7} can be 
configured with CBG indexes 1/2/3, respectively. 

Additionally, if CBG corresponding to a part possibly 
having low decoding reliability is configured to include CBs 
as small as possible, it is able to reduce a size of CBG having 

60 high retransmission probability if possible. For example, a 
case of possibly low decoding reliability may include a case 
that a CB size of a radio signal is relatively small, a case that 
a radio signal is far from DMRS on a time axis, a case that 
a radio signal is far from a CSI feedback timing, or a case 

65 that a radio signal is mapped to (OFDMA/SC-FDMA) 
symbol adjacent to SRS (or, PUCCH, PRACH). To this end, 
CBG can be configured as follows. 
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a) A regular CB begins to be configured in a unit ofX-bit 
by starting with a low CB index, and a small CB then begins 
to be configured in a unit ofY-bit by starting with a specific 
CB index (Y <X). 

b) A regular CB begins to be configured by making a 5 

bundle of a unit of M CBs by starting with a low CBG index 
(sequentially from a CB of a low CB index), and a small CB 
then begins to be configured by making a bundle of a unit of 
K CBs by starting with a specific CBG index (K<M). Here, 

20 
corresponding TB. Moreover, if the total CB number 'K' is 
equal to or greater than Tg, a plurality of CBs can be 
set/defined to be grouped to configure one CBG (e.g., 
Ts<Tg). Here, the bit number Cn configuring one CB may be 
predefined or given through specific signaling (e.g., RRC 
signaling, DCI). 

(A) Method of configuring CBG 
1) Method A-1: If the CB Number 'N' Configuring a 

Single CBG is given, M CBGs are Configured Based on the 
CB Number 'N'. 

The CB number 'N' configuring a single CB may be 
predefined as a single same value irrespective of TBS or 
different values per TBS (e.g., values proportional to TBS), 
or indicated to a UE through semi-static signaling ( e.g., RRC 

as proposed in the foregoing description, a size difference 10 

between CBGs may be limited to max 1 CB (e.g., M=K+l). 
According to a) and b), compared with CBG of a lower 
index, CBG of a higher index may have a relatively small 
size or include more small CBs despite having the same 
CBG size. 15 signaling) or dynamic signaling (e.g., DCI). For example, 

when the total CR number configuring TR is K, it is able to 
configure CBGs, of which number is M=floor(K/N) or 
M=ceiling(K/N). In the former case, one CBG may be 
configured with (N+mod(K, N)) CBs, and each of the rest of 

c) C:RGs are mapped by frequency-first (or, time-first)) 
scheme sequentially from a low CBG index. Here, compared 
to CBG of a higher index, CBG of a lower index may be 
mapped to a resource having relatively high decoding reli­
ability. 

Meanwhile, in case of 'Cn>Ck', all bits of TB are 
configured with a single CB. And, a CB including Ck bits 
can be configured. 

2) Method X-2: If the Total CB Number 'Cm' is given, 
each CB is Configured by Cn-Bit Unit Based on Cm. 

20 (M-1) CBGs may be configured with N CBs. In the latter 
case, one CBG may be configured with mod(K, N) CBs, and 
each of the rest of (M-1) CBGs may be configured with N 
CBs. In the former case, N may mean a minimum CB 
number configuring one CBG. In the latter case, N may 

25 mean a maximum CB number configuring one CBG. Mean­
while, a UE can configure and transmit A/N bit per CBG. The total CB number 'Cm' may be predefined as the same 

single value irrespective of TBS or values different per TBS 
(e.g., values proportional to TBS), or indicated to a UE 
through semi-static signaling ( e.g., RRC signaling) or 
dynamic signaling ( e.g., DCI). For example, if the total bit 30 

number configuring TB is Ck, each CB can be configured by 
unit of Cn (=floor(Ck/Cm)) bits or Cn (=ceiling(Ck/Cm)) 
bits. In the former case, only one CB can be configured with 
(Cn+mod(Ck, Cn)) bits and each of the rest of (Cm-1) CBs 
can be configured with Cn bits. In the latter case, only one 35 

CB can be configured with mod(Ck, Cn) bits and each of the 
rest of (Cm-1) CBs can be configured with Cn bits. In the 
former case, Cn may mean the minimum bit number con­
figuring one CB. In the latter case, Cn may mean the 
maximum bit number configuring one CB. 40 

As another method, it is able to apply a scheme of 
assigning the bit number per CB to all CBs near-equally. 
Let's take the foregoing case as one example. If CB is 
configured by unit of Cn (=floor(Ck/Cm)) bits, mod(Ck, 
Cm) CBs are configured with (Cn+l) (or, ceiling(Ck/Cm)) 45 

bits and the rest of (Cm-mod(Ck, Cm)) CBs can be con­
figured with Cn bits. If CB is configured by unit of Cn 
(=ceiling(Ck/Cm)) bits, (Cm-mod(Ck, Cm)) CBs are con­
figured with (Cn-1) (or, floor(Ck/Cm)) bits and the rest of 
mod(Ck, Cm) CBs can be configured with Cn bits. In the 50 

former case, Cn may mean the minimum bit number con­
figuring one CB. In the latter case, Cn may mean the 
maximum bit number configuring one CB. 

3) Method X-3: If the Minimum Bit Number 'Tm' 
Configuring one CB is given, CB is Configured Based on 55 

Tm. 

As another method, it is able to apply a method of 
assigning the CB number per CBG to all CBGs near-equally. 
Let's take the foregoing case as an example. In case 
that M (=floor(K/N)) CBGs are configured, (N-mod(K, N)) 
CBGs can be configured with (N + 1) CBs and the rest of CBs 
can be configured with N CBs. Moreover, in case 
that M (=ceiling(K/N)) CBGs are configured, (N-mod(K, 
N)) CBGs can be configured with (N-1) CBs and the rest of 
CBGs can be configured with N CBs. In the former case, N 
may mean a minimum CB number configuring one CBG. In 
the latter case, N may mean a maximum CB number 
configuring one CBG 

Meanwhile, if N>K, all CBs configuring TB belong to a 
single CBG and one CBG including K CBs can be config­
ured. 

2) Method A-2: If the total CBG Number 'M' is given, 
each CBG is Configured in a Unit of N-CBs Based on M. 

The total CBG number 'M' may be predefined as the same 
single value irrespective of TBS or as a different value per 
TBS ( e.g., a value proportional to TBS), or indicated to a UE 
through semi-static signaling ( e.g., RRC signaling) or 
dynamic signaling (e.g., DCI). AUE can identify/configure 
CBG from CBs of TB based on the total CBG number 'M'. 
For example, if the total CB number configuring TB is K, 
each CBG can be configured in a unit ofN (=floor(K/M)) or 
N (=ceiling(K/M)) CBs. In the former case, only one CB can 
be configured with (N+mod(K, N)) CBs and each of the rest 
of (M-1) CBGs can be configured with N CBs. In the latter 
case, only one CB can be configured with mod(K, N) CBs 
and each of the rest of (M-1) CBGs can be configured with 
N CBs. In the former case, N may mean the minimum CB 
number configuring one CBG. In the latter case, N may 
mean the maximum CB number configuring one CBG. 

Every CB configuring one TB may be set to be configured 
with at least Tm bits. For example, if TBS is assumed with 
Ck, a maximum Cm value 'Cm.max' meeting the relation 
'Ck/Cm2:Tm' is calculated and an operation of segmenting 
the corresponding TB into Cm.max CBs can be considered. 

4) Method X-4: If the CB Number is Equal to or Greater 
than a Specific Level, CB-Unit Scheduling and Grouping 
Between Plural CBs are Performed. 

60 Meanwhile, a UE can configure and transmit M A/N bits for 
a TB, and each of the A/N bits may indicate an A/N result 
for a corresponding CBG. 

Only if the total CB number 'K' configuring one TB is 65 

equal to or greater than Ts, CB- or CBG-unit (retransmis­
sion) scheduling can be set/defined to be applied to the 

As another method, it is able to apply a scheme of 
assigning the CB number per CBG to all CBGs near-equally. 
Let's take the foregoing case as one example. In case of 
CBG configuration by unit ofN (=floor(K/M)) CBs, mod(K, 
M) CBGs are configured with (N+l) (or, ceiling(K/M)) CBs 
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and the rest of (M-mod(K, M)) CBGs can be configured 
with N (or floor(KIM)) CBs. In case of CB configuration by 
unit ofN (=ceiling(KIM)) CBs, (M-mod(K, M)) CBGs can 
be configured with (N-1) (or, floor(KIM)) CBs and the rest 
of mod(K, M) CBGs can be configured with N ( or, ceiling 5 

(KIM)) CBs. In the former case, N may mean the minimum 
CB number configuring one CBG. In the latter case, N may 
mean the maximum CB number configuring one CBG. 

Meanwhile, ifM>K, as each CB becomes one CBG, total 
K CBGs can be configured. In this case, it is able to consider 10 

a scheme 1) that in a state that total A/N feedback is 
configured with M bits, (M-K) bits not corresponding to 
actual CBG(s) are processed as NACK or DTX, or a scheme 
2) that A/N feedback itself is configured with K bits corre­
sponding to actual CBGs. 

FTG. 16 shows a signal transmitting process according to 
the present invention. 

15 

Referring to FIG. 16, a UE can receive information on the 
number M of code block groups per transport block through 
upper layer signaling (e.g., RRC signaling) from a BS 20 

[S1602]. Thereafter, the UE can receive initial transmission 
of data from the BS (on PDSCH) [S1604]. Here, the data 
include a transport block, the transport block includes a 
plurality of code blocks, and a plurality of the code blocks 
can be grouped into one or more code block groups. Here, 25 

some of the code block groups may include ceiling (KIM) 
code blocks and the rest of code block groups may include 
flooring (KIM) code blocks. K indicates the number of code 
blocks in the data. Thereafter, the UE can feed back CBG­
based ( code block group-based) A/N information on the data 30 

to the BS [S1606], and the BS can perform data retransmis­
sion based on the code block group [S1608]. The A/N 
information can be transmitted on PUCCH or PUSCH. Here, 
the A/N information includes a plurality of A/N bits for the 
data, and each of the A/N bits can indicate each A/N 35 

response, which is generated in unit of code block group, for 
the data. A payload size of the A/N information can be 
identically maintained based on M irrespective of the num­
ber of code block groups configuring the data. 

3) Method A-3: CBG Configuration Based on a Tree (or 40 

Nested) Structure for the CBG Number 'M' and the CBG 
Size 'N' 

CBG can be configured to have a tree structure for the 
total CBG number 'M' (e.g., Ml, M2 ... ) and the CBG size 
'N' (e.g., Nl, N2 ... ). In this case, a plurality of different 45 

CBG configurations based on a plurality of different (M, N) 
combinations can be set for one TB (size). Considering CBG 
configuration in case of (Ml, Nl) and CBG configuration in 
case of (M2, N2) for the different (M, N) combinations, if 
Ml <M2, it is able to set Nl>N2. Moreover, one CBG in case 50 

of (Ml, Nl) can be configured to include at least one CBG 
in case of (M2, N2). On the contrary, one CBG in case of 
(M2, N2) can be configured to belong to a specific CBG in 
case of (Ml, Nl) only. Moreover, M2 may be set to a 
multiple of Ml or/and Nl may be set to a multiple ofN2. M 55 

may be set to 2m (m=0, 1 ... ). Meanwhile, an index for M, 

22 
k=0, 1 ... 15, it is able to consider a scheme of setting the 
CBG number to M={l, 2, 4, 8, 16} and setting each 
corresponding CBG size to N=KIM={ 16, 8, 4, 2, 1} [ nested 
CBG example 1]. 

a) If (M, N)=(l, 16), 1 CBG is configured only and the 
corresponding CBG includes 16 CBs all. 

b) If (M, N)=(2, 8), 2 CBGs are configured and each CBG 
includes different 8 CBs. In this case, one CBG includes 2 
CBGs of the case of (M, N)=(4, 4). 

c) If (M, N)=( 4, 4 ), 4 CBGs are configured and each CBG 
includes different 4 CBs. In this case, one CBG includes 2 
CBGs of the case of (M, N)=(8, 2). 

d) If (M, N)=(8, 2), 8 CBGs are configured and each CBG 
includes different 2 CBs. 

e) If (M, N)=(16, 1), 16 CBGs are configured and each 
C:RG includes different 1 CR only. 

Like the above example, one ( or more) of an index of a 
specific M, a specific N or an (M, N) combination in a state 
that a plurality of different (M, N) combinations and the 
CBG number/size according to the different (M, N) combi­
nations are configured/designated in advance and a CBG 
index available with reference to all (M, N) combinations 
can be indicated to a UE. In the above example, there are 
total 5 kinds of the available M, N and (M, N) combinations 
and total 32 kinds of CBS indexes ( corresponding to the sum 
of available M values { 1, 2, 4, 8, 16}) are set for all the (M, 
N) combinations. The UE can perform the decoding and the 
corresponding A/N feedback configuration/transmission in a 
state that CBG configuration corresponding to the M and/or 
N index for the scheduled DL data (e.g., TB or CBG). 

By generalizing the present method, for the CBS configu­
ration of a case of (Ml, Nl) and (M2, N2) corresponding to 
the different (M, N) combinations, on the condition that 
Nl;;,;N2 is set ifMl<M2, a plurality ofCBG configurations 
can be set for one TB (size). For example, assuming that the 
total CB number configuring TB is K=6, in a state that each 
CB is indexed with k=0, 1 ... 5, it is able to consider a 
scheme of setting the CBG number to M={l, 2, 3, 6} and 
setting a CBG size corresponding to each CBG number to 
N=KIM={6, 3, 2, 1} [nested CBG example 2]. 

a) If (M, N)=(l, 6), only 1 CBG is configured and the 
corresponding CBG includes 6 CBs all. 

b) If (M, N)=(2, 3 ), 2 CBGs are configured and each CGB 
includes different 3 CBs. For example, each of the CB index 
sets configures 1 CGB. 

c) If (M, N)=(3, 2), 3 CBGs are configured and each CGB 
includes different 2 CBs. For example, each of the CB index 
sets {0, 1}, {2, 3} and {4, 5} configures 1 CBG. 

d) If (M, N)=(6, 1), 67H CBGs are configured and each 
CBG includes different 1 CB only. 

For another example, assuming that the total CB number 
configuring TB is K=9, in a state that each CB is indexed 
with k=0, 1 ... 8, it is able to consider a scheme of setting 
the CBG number to M={l, 2, 3, 6} and setting a CBG size 
corresponding to each CBG number to N={9, (5 or 4), 3, (2 
or 1)} [nested CBG example 3]. 

a) If (M, N)=(l, 9), 1 CBG is configured only and the 
corresponding CBG includes 9 CBs all. 

b) If (M, N)=(2, 5 or 4 ), total 2 CBGs are configured. One 
CBG includes 5 CBs and the other CBG includes 4 CBs. For 
example, each of CB index sets {0, 1, 2, 3, 4} and {5, 6, 7, 
8} configures one CBG. 

N or (M, N) combination or one ( or more) of CBG indexes 
available with reference to all (M, N) combinations can be 
indicated to the UE through semi-static signaling (e.g., RRC 
signaling) or dynamic signaling (e.g., DCI). The UE can 60 

configure and transmit A/N bits per CBG configured to 
correspond to the corresponding index. M and N may be 
predefined as a same single value irrespective of TBS or 
predefined as values per TBS (e.g., values proportional to 
TBS). 

c) If (M, N)=(3, 3 ), 3 CB Gs are configured and each CBG 
includes different 3 CBs. For example, each of CB index sets 

65 {0, 1, 2}, {3, 4, 5} and {6, 7, 8} configures one CBG. 
For example, while the total CB number configuring TB 

is assumed as K=16 and each CB is indexed into 
d) If (M, N)=( 6, 2 or 1 ), total 6 CBGs are configured. Each 

of 3 CBGs among the 6 CBGs includes 2 CBs and each of 
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the other 3 CGBs includes 1 CB. For example, each of the 
CB index sets {O, 1}, {2, 3}, {4, 5}, {6}, {7}, and {8} 
configures one CGB. 

24 
can select the specific CBG having the corresponding CB 
included therein (in case of A/N feedback configuration) as 
follows. 

1) When a decoding result of the corresponding CB is 
NACK, if there exists a CBG having a CB of NACK 
included therein despite excluding the corresponding CB 
( among all of a plurality of CBGs including the correspond-
ing CB in aspect of scheduling), one (based on Opt 1/2 
application) of such CBGs is selected. If such CBG does not 

In case of the nested CBG example 2/3, the configured 
total 12(=1+2+3+6) CBGs (based on 4 kinds of different (M, 5 

N) combinations) can be indexed. Based on this, a BS 
indicates a retransmission scheduled CBG (through DCI) 
or/ and a UE can configure and transmit A/N feedback for the 
indicated CBG. 

10 exist, one (based on Opt 1/2 application) of all of a plurality 
of the CBGs (including the corresponding CB in aspect of 
scheduling) can be selected. 

Meanwhile, by considering a DCI overhead for schedul­
ing target CBG indication and/or a UCI overhead for cor­
responding A/N feedback configuration, the total CBG index 
number L configured in the nested form may be set equal per 
TBS or a per-TBS L value may be set to enable a bit 
overhead for CBG indication to be equal per TBS (i.e., to 
enable a value of ceiling(logiL)) to be set equal). 

2) When a decoding result of the corresponding CB is 
ACK, one (based on Opt 1/2 application) of all of a plurality 

15 of the CBGs (including the corresponding CB in aspect of 
scheduling) can be selected. 

4) Method A-4: Configuring CBs Belonging to a Specific 
Number of Symbol Sets ( and a Specific Number of RB Sets) 
as One CBG 

In a state that a TB transmitted time interval (and/or a 
frequency region) is partitioned into a plurality of symbol 
sets (hereinafter, a symbol group (SG)) (and/or a plurality of 
RB sets (hereinafter, RB Group (RBG)), CBs transmitted 
through each SG (and/or each RBG) may be configured as 
one CBG. In this case, information on the symbol number in 
each SG or the symbol number configuring a single SG 
(and/or the RB number in each RBG or the RB number 
configuring a single RBG) may be indicated to a UE through 
semi-static signaling (e.g., RRC signaling) or dynamic sig­
naling (e.g., DVI). In case ofreceiving DL data, the UE can 
configure and transmit A/N bit per CBG. 

Meanwhile, if a plurality of CBGs including a same CB 
are simultaneously scheduled, the corresponding CB can 
operate to be transmitted once only. For example, the 

20 corresponding CB may be transmitted in a manner of being 
included in a specific one (based on Opt 1/2 application) of 
a plurality of the corresponding CBGs. 

By generalizing the above scheme, if one CB is set to be 
included in a plurality of CBGs in common in aspect of CBG 

25 configuration/indication for scheduling of a BS and a UE 
operates to enable the corresponding CB to be included in a 
specific one of a plurality of the CBGs only in aspect of 
configuring A/N feedback per CBG, the proposed scheme is 
applicable. For example, when total K CBs are configured as 

30 M CBGs, all the CBGs can be set to equally include 
N (=ceiling (KIM)) CBs, which amount to the CB number 
per CBG. In this case, some CBGs among the M CBGs may 
be set to include a specific CB in common. For example, two 

Moreover, a scheme of configuring CBG to have the tree 
structure like the method A-3 for the symbol number con-

35 
figuring one SG or the total SG number configured within a 
TB transmission time interval (and/or the RB number con­
figuring one RBG or the total RBG number configured 
within a TB transmission frequency region) is possible as 
well. On the basis of the nested CBG example 1/2/3, for 40 

example, assuming that the total symbol (or RB) number 
configuring TB is K=16, 6 or 9, each symbol (or RB) can be 
indexed with k=0-15, k=0-5 or k=0-8. In this state, a 
plurality of SGs ( or RBGs) mutually having the nested 
structure relation can be configured in form similar to the 45 

nested CBG example 1/2/3. Moreover, the SG (and/or RBG) 
size/number may be predefined as a same single value 
irrespective of TBS, or predefined as values different per TB 
(e.g., values proportional to TBS). 

Meanwhile, if one CB is mapped/transmitted across a 50 

plurality of SGs (and/or RBGs), the corresponding CB may 
be defined as: Opt 1) included in CBG corresponding to SG 
having a lowest or highest symbol index (and/or RBG 
having a lowest or highest RB index); or Opt 2) as included 
in CBG corresponding to SG (and/or RBG) including the 55 

coded bits of the corresponding CB as many as possible. 
As another method, if one CB is mapped/transmitted 

across a plurality ofSGs (and/or RBGs), the corresponding 
CB can be set as included in all of a plurality of CBGs 
corresponding to a plurality of the corresponding SGs ( or 60 

RGBs) in aspect of CBG configuration/indication for (re­
transmission) scheduling in a BS. On the other hand, in 
aspect of A/N feedback configuration per CBG in a UE, in 
a state that the corresponding CB is included in a CBG 
corresponding to a specific one of a plurality of the corre- 65 

sponding SGs (or RBGs) only, the UE can operate to 
configure and transmit A/N bit per CBG. In this case, the UE 

random CBGs in a set ofCBGs of which number is smaller 
than M may include one CB in common, and the number of 
CBs included in the two random CBGs may be total 
(M-mod(K, M)). 

As another scheme, in order to prevent one CB from being 
mapped/transmitted across a plurality of SGs ( and/or RBGs) 
or to enable the data bit number belonging to each CBG to 
match each other as equal as possible, the following method 
can be considered. Assuming that a scheduled TBS is A bits 
and that the SG or RBG (generalized as CBG) number 
allocated to the corresponding TBS is M, (AIM) data bits, 
ceiling(A/M) data bits, or floor(A/M) data bits can be 
allocated. Then, while the data bit number allocated per 
CBG is substituted with the bit number Ck corresponding to 
TBS in the method X-1/2/3, it is able to configure a plurality 
of CBs belonging to each CBG by applying the method 
X-1/2/3. Meanwhile, a coded bit for a single CBG may be 
mapped/transmitted on a single SG or RBG only. 

Meanwhile, a scheme of changing the symbol number 
configuring one SG according to the symbol number allo­
cated to data transmission and/or the RB number ( or the TBS 
number) allocated thereto is possible. For example, (in order 
to equalize the CBG number if possible), the per-SG symbol 
number can be configured in proportion to the symbol 
number allocated to data transmission. Moreover, (in order 
to equalize a CBG size if possible), the per-SG symbol 
number can be configured in inverse proportion to the RB 
number ( or the TBS number) allocated to data transmission. 
Similarly, a scheme of changing the RB number configuring 
one RBG according to the RB number allocated to data 
transmission and/or the symbol (or TBS) number allocated 
thereto. For example, (in order to equalize the CBG number 
if possible), the per-RBG RB number can be configured in 
proportion to the RB number allocated to data transmission. 
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Moreover, (in order to equalize a CBG size if possible), the 
per-RBG RB number can be configured in inverse propor­
tion to the RB number ( or the TBS number) allocated to data 
transmission. 

5) MethodA-5: Configuring Total CBG Number 'M' and 5 

CBG Size 'N' per TBS 
(M, N) combination for CBG configuration can be set 

(different) per TBS (differently). The DCI bit number for 
CBG indication in performing data scheduling and/or a UCI 

10 payload size for the corresponding A/N feedback configu­
ration can be determined based on a maximum value M.max 
among M values set per TBS. For example, the CBG 
indication information and/or the A/N payload size can be 
set to M.max, ceiling(M.max/K), or ceiling(logiM.max)) 

15 
bits. Here, K may be a positive integer, e.g., K=2. 

As an additional method, first of all, if a set of (M, N) sets 
to be applied per TBS is named a TBS-CBG table, it is able 
to consider a scheme of indicating one of a plurality of 
TBS-CBG tables to a UE through semi-static signaling ( e.g., 20 

RRC signaling) or dynamic signaling ( e.g., DCI) in a state 
that a plurality of the TBS-CBG tables are predefined/preset. 
In this case, the (M, N) combination corresponding to the 
same TBS may be configured differently between a plurality 
of the TBS-CBG tables. Hence, the UE determines the (M, 25 

N) combination corresponding to the TBS indicated through 
DL/UL scheduling DCI by referring to the indicated TBS­
CBG table and is then able to operate to perform DL/UL data 
transmission/reception and A/N feedback transmission 
based on the determined (M, N) combination. 30 

As another method, in a state that a total TBS set is 
divided into a plurality of TBS ranges, it is able to apply a 
CBG configuring method different per TBS range. For 
example, for TBS range 1, the CBG number 'M' is config­
ured by the method A-1 or per TBS differently ( or, the CBS 35 

size 'N' is configured equally). Yet, for TBS range 2, the 
CBG number 'M' can be configured equally by the method 
A-2 or per TBS. In this case, considering DCI overhead 
and/or UCI payload, the TBS range 2 can be configured with 
TBSs greater than TBSs belonging to the TBS range 1. As 40 

further method, the same CBG configuration ( e.g., CBG 
number/size) is applied to each TBS range but the CBG 
number/size and the like can be configured differently 
between TBS ranges. For example, for each of the TBS 
ranges 1 and 2, the CBG number 'M' is configured equally 45 

by the method A-2 or per TBS but different M values can be 
set between the TBS range 1 and the TBS range 2. In this 
case, M of the TBS range 2 may be set to a value greater than 
M of the TBS range 1. For another example, for each of the 
TBS ranges 1 and 2, the CBG size 'N' is configured equally 50 

by the method A-1 or per TBS but different N values can be 
set between the TBS range 1 and the TBS range 2. In this 
case, N of the TBS range 2 may be set to a value greater than 
N of the TBS range 1. 

6) Method A-6: Applying Interleaving Between CBs 55 

Belonging to the Same CBG before Data-to-Resource Map­
ping 

By considering influence of interference ( e.g., URLLC 
puncturing operation) having a specific (time-selective) pat­
tern, inter-CB interleaving can be applied between a plural- 60 

ity of CBs ( coded bits) belonging to the same one CBG 
before data-to-resource (e.g., RE) mapping. For example, 
for a plurality of CBs ( coded bits) belonging to one CBG, 1) 
inter-CB interleaving can be applied additionally in a state 
that intra-CB interleaving within each CB has been applied 65 

first, or 2) inter-CB interleaving can be applied in a state that 
intra-CB interleaving is omitted (if a CBG based HARQ 

26 
operation is set). Here, the data-to-resource mapping 
includes RE mapping based on a frequency-first manner). 

In all of the foregoing proposed methods, M, N and K 
may be set/indicated as the same value for each of different 
TBSs or different values for different TBSs, or set/indicated 
as the same value for a portion (e.g., N) according to TBS 
or different values for the rest (e.g., Mand K). Moreover, 
considering a scheme of performing one DL data schedul­
ing/transmission through a plurality of slots, one symbol 
group (SG) can be configured/set based on a slot in the 
foregoing proposed method (in this case, a symbol index is 
applied by being substituted with a slot index). 

(B) HARQ-ACK Feedback Method 
1) Method B-1: Configuring/Transmitting a (Minimum) 

Range including all NACK on CBG Index as Feedback 
By considering a decoding error (i.e., NACK) across 

contiguous CBG indexes by time-selective interference in a 
state that a CBS configuration scheme (e.g., CBG number/ 
size) is given, a UE can: 1) feed back a CBG index 
corresponding to a first NACK (on CBG index) and a CBG 
index corresponding to a last NACK to a BS, or 2) feed back 
a CBG index corresponding to a first NACK and a distance 
between the first NACK and a last NACK. Here, 1) and 2) 
can be signaled using an RIV (Resource Indication Value) 
indication scheme applied to UL resource allocation type 0 
or a combinatorial index scheme applied to UL resource 
allocation type 1. In this case, a CBG configuration scheme 
may include the method A-1/2/3/4. 

As an additional method, a UE directly selects one of a 
plurality of CBG configuration schemes ( e.g., CBG number/ 
size). Based on the selected CBG configuration, 1) the UE 
determines a (minimum) CBG range including NACK and 
then feeds back the corresponding NACK CBG range and 
the selected CBG configuration information to a BS, or 2) 
the UE configures an individual A/N bit per CBG and then 
feeds back the configured A/N bit to the BS (together with 
the selected CBG configuration information). In this case, a 
CBG configuration scheme may include the method A-1/2/ 
3/4 as well. 

Additionally, the above method is applicable to CBG 
scheduling from a BS. Particularly, 1) first and last CBG 
indexes to be transmitted (or retransmitted) or 2) the first 
CBS index and the total CBG number 'L' to be transmitted 
(or retransmitted) can be indicated through DL data sched­
uling DCI. In this case, a UE can operate (receive) in a state 
of assuming/regarding that 1) a CBG set corresponding to an 
index between indexes including the first and last CBG 
indexes or 2) a CBG set corresponding to contiguous L 
indexes including the first CBG index is scheduled. 

2) Method B-2: Feeding Back CBG (of Minimum Size) 
including all NACKs in CBG Configuration of the Tree 
Structure 

In a state that a plurality of CBG configurations ( e.g., (M, 
N) combination) are given based on the tree structure like 
the method A-3, a UE can operate in a manner of selecting 
a specific CBG configuration, determining a CBG index 
including all NACKs based on the selected CBG configu­
ration, and then feeding back the NACK CBG index and the 
selected CBG configuration information to a BS. Here, the 
NACK CBG is preferably selected as one CBG having a 
minimum size by including all NACKs. Namely, the UE can 
operate in a marmer of selecting a specific CBG configura­
tion, which enables a single CBG in minimum size to 
include all NACKs, from a plurality of CBG configurations 
having the tree structure, determining a CBG index includ­
ing all NACKs based on the selected CBG configuration, 
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and feeding back the determined CBG index to the BS 
(together with the selected CBG configuration information). 

Similarly, in a state that a plurality of CBG configurations 
(based on different SG(/RBG) sizes/numbers) having the 
SG-based (and/or RBG-based) tree structure like the method 5 

A-4 are given, a UE may operate in a manner of selecting 
one CBG configuration based on specific SG(/RBG), deter­
mining a CBG index including all NACKs based on the 
selected CBG configuration, and feeding back the NACK 
CBG index and the selected CBG configuration (or a cor- 10 

responding SB(/RBG) configuration) information to a BS 
together. 

Additionally, the above method is applicable to CBG 
scheduling from the BS. Particularly, in a state that a 
plurality of CBG configurations (e.g., Mand/or N (combi- 15 

nation), or SG(/RRG) size/number) having the tree structure 
like the method A-3 or the method A-4 are given, one CBG 
index based on a specific CBG configuration can be indi­
cated through DL data scheduling DCI. In this case, the UE 
can operate (receive) in a state of assuming/regarding that a 20 

CBG set belonging to the corresponding CBG index is 
scheduled through the corresponding DCI. 

28 
HARQ process # a. Moreover, CBG #1 is assumed as never 
succeeding in decoding formerly. In this case, the UE 
transmits A/N information corresponding to 3 CBGs to the 
BS [S1704], setsA/N informationonCBG #1 to NACK, and 
sets A/N information on each of CBG #0 and CBG #2 to 
ACK or NACK according to a decoding result. Thereafter, 
the BS retransmits the TB (e.g., HARQ process #a) in unit 
of CBG, and the UE can receive CBG #1 and CBG #2 for 
the corresponding TB [Sl 706]. In this case, the UE transmits 
the A/N information corresponding to the 3 CBGs to the BS 
[Sl 708], sets the A/N information on CBG #0 to ACK 
because of the previously successful decoding of CBG #0, 
and sets the A/N information on each of CBG #1 and CBG 
#2 to ACK or NACK according to the decoding result. 

4) Method B-4: Setting a Corresponding A/N Transmis­
sion Time Delay Differently According to the Scheduled 
CB/CBG Number 

It is able to differently set a corresponding A/N transmis­
sion time delay (i.e., a time interval between a DL data 
reception and a corresponding A/N feedback transmission) 
according to the CB or CBG number simultaneously sched-
uled for a same TB (size). Particularly, a corresponding A/N 
delay may be set small if the scheduled CB or CBG number 
gets smaller. For example, comparing with a case that a total 

3) Method B-3: Maintaining CBG Configuration and 
Corresponding A/N Configuration Identically During One 
HARQ Process 25 TB, i.e., all CBs are scheduled, a corresponding A/N delay 

in case of scheduling some CB or CBG may be set smaller. 
Moreover, assuming the same CBG size, a corresponding 
A/N delay in case of scheduling the smaller number of 

In order to prevent unnecessary DL data retransmission of 
RLC level due to A/N error of a specific CBG, CBG 
configuration (for retransmission (CBG) scheduling (indi­
cation) in a BS) andA/N feedback configuration correspond­
ing to the CBG configuration can be maintained identically 30 

while one HARQ process is performed (i.e., until the process 
ends). Particularly, CBG configuration and a corresponding 
A/N feedback configuration, which are initially applied/ 
indicated to DL data scheduling/transmission having a spe­
cific HARQ process ID, can operate to be maintained 35 

identically until the end of the corresponding HARQ process 
( e.g., until decoding of all CBs configuring TB of DL data 
succeeds, or before new DL data scheduling (NDI toggled) 
starts with the same HARQ process ID). Here, the initially 
applied/indicated CBG and A/N configuration information 40 

may be indicated to the UE through semi-static signaling 
(e.g., RRC signaling) or dynamic signaling (e.g., DCI, 
(initial) DL data scheduling DCI). If the initially applied/ 
indicated CBG and A/N configuration information is indi­
cated through semi-static signaling (e.g., RRC signaling), 45 

the CBG and A/N configuration information is fixed semi­
statically and can be maintained identically in all HARQ 
processes until there is a new RRC signaling. 

Meanwhile, a UE may configure and feed back A/N bit 
per CBG and operate to feedback NACK for a correspond- 50 

ing CBG (irrespective of a presence or non-presence of 
scheduling of the corresponding CBG) until succeeding in 
decoding of each CBG. And, the UE may operate to feed 
back ACK for the corresponding CBG from a timing of 
success in the decoding (irrespective of a presence or 55 

non-presence of scheduling of the corresponding CBG and 
until termination of a corresponding HARQ process). 

FIG. 17 exemplarily shows a signal transmitting process 
for the present invention. FIG. 17 assumes a situation of 
setting the number of CBGs per TB to 3 and (re )transmitting 60 

TB for the same HARQ process (i.e., Assume an operation 
before termination of an HARQ process corresponding to 
TB). 

Referring to FIG. 17, a UE can receive CBG #0 and CBG 
#2 for TB (e.g., HARQ process #a) from a BS [S1702]. 65 

Here, the TB of the step Sl 702 may include an initial 
transmission or a retransmission corresponding to the 

CBGs may be set smaller. Moreover, if the scheduled CBG 
number is identical, a corresponding A/N delay in case of 
configuring a smaller CBG size may be set smaller. 

5) Method B-5: Setting CBG Configuration (CBG Num­
ber/Size) Between DL Data Scheduling and A/N Feedback 
Differently 

CBG configuration (e.g., CBG number/size) applied to 
DL data scheduling/transmission and CBG configuration 
applied to A/N feedback corresponding to the corresponding 
data reception can be set differently. Here, CBG configura­
tion may be indicated through DL data scheduling DCI. 
Particularly, (M, N) combination for DL data scheduling and 
(M, N) combination for A/N feedback configuration may be 
set to different values, respectively. For example, (Ml, Nl) 
combination and (M2, N2) combination may be set for DL 
data scheduling and A/N feedback, respectively. Hence, 
Case 1 set to Ml>M2 (and Nl <N2) is compared with Case 
2 set to Ml <M2 (and Nl>N2) as follows. In Case 1, the DCI 
bit number increases but the retransmission DL data andA/N 
feedback bit number may decrease. In Case 2, the DCI bit 
number decreases but the retransmission DL data and A/N 
feedback bit number may increase. 

6) Method B-6: Setting an A/N Transmission Time Delay 
Differently per CBG for a Plurality of Scheduled CBGs 

An A/N transmission time delay per CBG can be set 
different for a plurality of simultaneously scheduled CBGs 
(i.e., A/N per CBG is transmitted by TDM.) Particularly, an 
A/N delay corresponding to a CBG transmitted through a 
lower symbol (or slot) index may be set smaller. Through 
this, the A/N delay corresponding to the CBG transmitted 
through the lower symbol (or slot) index can be fed back 
through a relatively faster symbol (or slot) timing. 

7) Method B-7: A/N Feedback Configuration Correspond­
ing to (Re)Transmission Scheduling of TB Unit (Configured 
with M CBGs) 

Whether to perform A/N feedback by A/N bit configura­
tion of TB unit or A/N bit configuration ofCBG unit can be 
indicated to a UE through semi-static signaling (e.g., RRC 
signaling) or dynamic signaling ( e.g., (initial) DL data 
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scheduling DCI). In case of A/N bit configuration of CBG 
unit, A/N payload size (and PUCCH format for the corre­
sponding A/N transmission) can be set through semi-static 
signaling ( e.g., RRC signaling). In this case, the total CBG 
number configuring TB can be determined according to a 5 

given (fixed) A/N payload size (e.g., M bits). For example, 
the CBG number can be determined as M equal to the A/N 
bit number. Hence, the CBG number configuring TB can be 
equally set for different TBSs, and the CB number config-

10 uring one CBG can be set different (e.g., set to a value 
proportional to TBS) according to TBS. Meanwhile, if the 
total CB number configuring TB is equal to or smaller than 
a given A/N payload size, a total A/N feedback can be 
configured in a manner of assigning A/N bit per CB without 

15 
grouping of CB. On the other hand, if the total CB number 
'N' is smaller than the given A/N payload size 'M' (bits), 
A/N bit is assigned per CB and 1) the rest (M-N) bits not 
assigned to A/N per CB are processed as NACK, or 2) the 
A/N payload size itself can be changed into N (bits) equal to 20 

the total CB number. 
Meanwhile, per TBS, the CB number configuring TB and 

CBS configuration (e.g., the total CBG number 'M' config­
uring TB, the CB number 'N' configuring a single CBG) 
based on the CB number can be determined by the prede- 25 

termined rule. Moreover, based on the CBG number set for 
TB, an A/N payload size and a corresponding PUCCH 
format can be set. For example, a PUCCH format used for 
CBG unit A/N transmission per TBS (total CBG number 'M' 
according to TBS) and a candidate PUCCH resource set can 30 

be set independently (differently). Moreover, a value of M 
and/or a corresponding PUCCH format can be indicated to 
a UE through semi-static signaling (e.g., RRC signaling) or 
dynamic signaling (e.g., (DL data scheduling) DCI). For 
example, a specific combination is indicated through DCI in 35 

a state that a plurality of (M value, PUCCH format (and 
candidate PUCCH resource set)) combinations are desig­
nated in advance, or an M value and a PUCCH format can 

30 
Opt 1) It is able to apply the same A/N payload size ( e.g., 

M bits) as the case of A/N feedback corresponding to 
TB-unit (re )transmission (like Method B-7). Hence, actu­
ally, A/N is mapped to L bits ( corresponding to retransmis­
sion scheduled CBG) only, the rest (M-L) bits (correspond­
ing to unscheduled CBG) are mapped to ACK or NACK 
according to decoding success/failure of a corresponding 
CBG (like Method B-3) or processed as NACK. Opt 2) It is 
able to apply an A/N payload size (and PUCCH format) 
different from (e.g., smaller than) the case of A/N feedback 
corresponding to TB-unit (re )transmission. In case of Opt 2, 
the A/N payload size (and PUCCH format) can be changed 
according to the scheduled CBG number 'L'. For example, 
A/N payload may be configured with L bits only. 

Here, L may be semi-fixed to a single value through 
semi-static signaling (e.g., RRC signaling), or dynamically 
changed through dynamic signaling (e.g., DL data schedul­
ing DCI). In the former case, CBG indication signaling can 
be configured to enable CBG scheduling up to max L CBGs 
among total M CBGs through scheduling DCI of CBG unit. 
Moreover, additionally, retransmission scheduling (from a 
BS) ofL or less CBGs among total M CBGs configuring TB 
can be performed, where L<M. In this case, if the scheduling 
target CBG number exceeds L, a BS/UE can perform 
scheduling(DCI transmission)/A/N feedback of TB unit. 

Meanwhile, Opt 1 and Opt 2 are basically applicable on 
the assumption that CBG configuration ( e.g., total CBG 
number 'M' configuring TB, CB number 'N' configuring a 
single CBG) initially applied/indicated to TB scheduling/ 
transmission is uniformly maintained during an HARQ 
process. 

Additionally, in case of Opt 1, an A/N payload size ( e.g., 
M bits) is set with reference to TB-unit (re )transmission. In 
order to configure A/N feedback for an actually scheduled 
CBG only, CBs belonging to total L scheduled CBGs ( each 
of which is configured with N CBs) are reconfigured into M 
CBGs (each of which is configured with CBs less than N). 
With reference to this, the total A/N feedback according to 
A/N bit allocation of CBG unit can be configured. In this 
case, a BS can perform retransmission scheduling by assum-
ing that M CBGs corresponding to A/N feedback correspond 
to a total CBG set. Meanwhile, in a situation that a UE 
corresponding to a DL data receiving end or an A/N trans-

be independently indicated through RRC and/or DCI. Mean­
while, once an M value is indicated, a PUCCH format (and 40 

a candidate PUCCH resource set) previously designated to 
the corresponding M value can be automatically determined. 
Or, if a PUCCH format is indicated, an M value previously 
designated to the corresponding PUCCH format can be 
automatically determined. 

As another method, a value of N and/or a corresponding 
PUCCH format can be indicated to a UE through semi-static 
signaling (e.g., RRC signaling) or dynamic signaling (e.g., 
(DL data scheduling) DCI). For example, a specific combi­
nation is indicated through DCI in a state that a plurality of 50 

(M, PUCCH format (and candidate PUCCH resource set)) 
combinations are designated in advance, or an N value and 

45 mitting end is accompanied by a CB regrouping process, if 
NACK-to-ACK error is generated, it may cause a mismatch 
between the UE and the BS ( or, performance degradation 
due to the mismatch) for CBG configuration. Considering 

a PUCCH format can be independently indicated through 
RRC signaling and/or DCI. Meanwhile, once an N value is 
indicated, a PUCCH format (and a candidate PUCCH 55 

resource set) previously designated to an M value according 
to the N value can be automatically determined. Or, if a 
PUCCH format is indicated, the total CBG number and the 
CB number per CBG can be automatically determined with 
reference to an A/N payload size ( e.g., M bits) according to 60 

the PUCCH format. 
8) Method B-8: A/N Feedback Configuration Correspond­

ing to (Re )Transmission of Some CBGs (Among M CBGs 
Configuring TB) 

In case of (re )transmission scheduling of L CBGs among 65 

total M CBGs configuring TB (where L<M), the following 
method can be considered. 

this problem, it is able to configure the total A/N feedback 
(payload) including an indicator ( e.g., 1 bit) for the usage of 
indicating (a presence or non-presence of) NACK feedback 
of TB unit or (a presence or non-presence of) a request for 
retransmission of the total TB in addition as well as A/N 
information for each of M CBGs. Based on this, if the CBS 
configuration mismatch occurs, the UE can map/transmit the 
corresponding indicator to a state corresponding to 'TB unit 
NACK' or 'TB retransmission request'. Having received 
this, the BS can perform TB scheduling again based on 
initial CBG configuration previous to the regrouping. 

Meanwhile, in case of the CBG retransmission scheduling 
DCI corresponding to the A/N feedback in Opt 2, a corre­
sponding signaling can be configured in form of: 1) retrans­
mission CBG indication with reference to the total CBG 
number 'M' irrespective of A/N payload size change; or 2) 
CBG indication in a state that a CBG set ( equal to or smaller 
than M) fed back as NACK by the UE is assumed as the total 
CBG configuration. 
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Moreover, additionally, whether to apply the A/N payload 
size (and PUCCH format) always identical (fixed) irrespec­
tive of the scheduled CBG number like Opt 1 for CBG 
(retransmission) scheduling or the A/N payload size (and 
PUCCH format) (dynamically) changed according to the 5 

scheduled CBG number like Opt 2 can be indicated to the 
UE through semi-static signaling (e.g., RRC signaling) or 
dynamic signaling (e.g., (DL data scheduling) DCI). 
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scheduling timing; or 2) a CB set belonging to CBG fed back 
as NACK from the UE among the L scheduled CBGs. 

11) Method B-11: Processing for a (Subsequent) CB 
Retransmission-Scheduled before A/N Feedback Transmis­
sion 

There may occur a situation that CBG retransmission 
(hereinafter, a subsequent CBG) for the same TB is sched­
uled at a timing before transmission of A/N feedback 

9) Method B-9: A/N Feedback of CBG Unit Only if Some 
(of M CBGs Configuring TB) is NACK 10 

(hereinafter named first A/N) corresponding to specific TB 
(hereinafter named original TB) reception. In this case, it 
may happen that an operation of transmitting the A/N 
feedback, which reflects the reception combining for the 
subsequent CBG, through a first A/N timing may be impos-

Only if the number of CBGs, which correspond to NACK, 
among the total M CBGs configuring TB is equal to or 
smaller than L (L<M), it is able to configure/transmit A/N 
feedback of CBG unit ( e.g., allocate individual A/N bit per 
CBG). Meanwhile, if the CBG number of NACK exceeds L, 15 

A/N feedback of TR unit can be configured/transmitted. Tn 
this case, since the CBG-unitA/N feedback is configured for 
NACK equal to or smaller than L only, a corresponding 
signaling can be configured in a manner that retransmission 
CBG (index) indication through CBG-unit (retransmission) 20 

scheduling DCI is in form of: 1) indication for L or less 
CBGs among the total M CBGs; or 2) CBG indication in a 
state that CBG sets (equal to or smaller than L) fed back as 
NACK by the UE are assumed as total CBG configuration. 
For example, when i={l ... L}, all sets of selecting i CBGs 25 

from the total M CBGs for all i-values are indexed, and the 
UE can feed back one of the corresponding indexes to the 
BS in order to indicate a CBG set corresponding to NACK. 

sible as a decoding end timing for the subsequent CBG 
becomes too late. Here, the reception combining may mean 
an operation of emptying (i.e., flushing) a received signal 
stored buffer and then storing the subsequent CBG. In this 
case, the UE may: 1) transmit A/N feedback according to a 
decoding result for original TB only at the first A/N timing 
and perform reception combining (for A/N feedback at a 
subsequent timing) on the subsequent CBG; or 2) transmit 
A/N feedback according to the decoding result reflecting the 
reception combining of the subsequent CBG at a timing later 
by a specific delay than the first A/N timing. In case of 2), 
the A/N transmission at the first A/N timing may be dropped 
or the A/N for the original TB may be transmitted only. 

10) Method B-10: CBS Retransmission Scheduling and 
A/N Feedback in Form of Limiting the Maximum CBG 30 

Number to M 

Meanwhile, in a UL data scheduling situation, (subse­
quent) CBG retransmission for the same TB may be sched­
uled at a timing before transmission of specific (or initial) 
TB in a manner similar to the above description. Here, an 

In aspect of BS scheduling, a BS can operate to configure 
total CBG configuration with Mr CBGs (MrsM), and indi­
cate retransmission ofL CBGs among the Mr CBGs to a UE 
(LsMr). Here, M has a fixed value during at least one TB 
transmission or one HARQ process, but Mr (and L) may be 
changed every (retransmission) scheduling timing. 

In this case, the UE can operate in A/N feedback aspect. 
Opt 1) A/N feedback can be configured based on the 

maximum CBS number 'M' if possible. For example, the 
total A/N payload size is configured with M bits, and (M-L) 
bits corresponding to CBG failing to be scheduled actually 
may be processed as NACK or DTX. 

Opt 2) A/N feedback can be configured based on the total 
CBG number 'Mr' at a scheduling timing. For example, the 
total A/N payload size is configured with Mr bits, and 
(Mr-L) bits corresponding to CBG failing to be scheduled 
actually may be processed as NACK or DTX. 

Opt 3) A/N feedback can be configured based on the 
scheduled CBG number 'L'. For example, by configuring the 
total A/N payload size with L bits, A/N bit can be mapped/ 
transmitted per scheduled CBG. 

In case of Opt 2/3, A/N payload size can be changed 
according to the Mr or L value, whereby PUCCH format 
(and candidate PUCCH resource set) used for A/N feedback 
transmission can be changed. 

Moreover, in this case, total Mr CBG configurations for 
retransmission scheduling in the BS may be configured for 
the total CB set configuring TB (i.e., the total CB set is equal 

original TB transmission timing (hereinafter named TX 
timing 1) and a subsequent CBG transmission timing (here­
inafter named TX timing 2) are different from each other and 

35 the Tx timing 2 may be indicated as a timing behind the TX 
timing 1. In this case, the UE can transmit a signal, which 
remains after excluding CBG corresponding to the subse­
quent CBG from the scheduled original TB signal (e.g., 
puncturing the CBG mapped RE/RB/symbol), only through 

40 TX timing 1, and also transmit the retransmission-scheduled 
subsequent CBG intactly through TX timing 2. 

Moreover, in a situation of cross-slot scheduling for DL 
data, (subsequent) CBG retransmission for the same TB may 
be scheduled at a timing before specific (or initial) TB 

45 reception in a manner similar to the above description. Here, 
an original TB reception timing (hereinafter named TX 
timing 1) and a subsequent CBG reception timing (herein­
after named TX timing 2) are different from each other and 
the Tx timing 2 may be indicated as a timing behind the TX 

50 timing 1. In this case, the UE can receive a signal, which 
remains after excluding CBG corresponding to the subse­
quent CBG from the scheduled original TB signal (e.g., 
puncturing the CBG mapped RE/RB/symbol), only through 
TX timing 1, and also receive the retransmission-scheduled 

55 subsequent CBG intactly through TX timing 2. 
(C) Soft Buffer Operating Method 
1) Method C-1: Determining a Minimum Buffer Size Per 

CB with Reference to a Total Sum of the Number of CBs 
Belonging to CBG Corresponding to NACK 

to the total TB) or by being limited to a specific portion of 60 

the total CBs (i.e., the total CBG set corresponds to a portion 
It is able to consider a scheme of determining a buffer size 

Be, which results from dividing a per-TB (minimum) buffer 
size Bt assigned to one HARQ process or one TB by a total 
sum Cn of CB number belonging to CBG(s) fed back as 
NACK (to a BS) by a UE, as a per-CB minimum buffer size 

of TB). In the former case, an Mr value at a specific 
scheduling timing for one TB transmission or one HARQ 
process may be limited to be set to a value always smaller 
than or equal to an Mr value at a previous scheduling timing. 
In the latter case, the specific portion of the CBs may mean: 
1) a CB set belonging to L CBGs scheduled at a previous 

65 in aspect ofUE reception ( e.g., Bc=Bt/Cn). Particularly, it is 
able to consider substituting C with Cn in Formula 4 as 
follows. Here, the per-CB minimum buffer size may mean 
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the minimum (soft channel) bit number the UE should save 
to a buffer per CB for TB transmission for example. 

[Formula 5] 5 

In this case, comparing with an existing scheme based on 
A/N feedback of TB unit, the per-CB minimum buffer size 10 

can be increased advantageously ( e.g., because C>Cn). 
Moreover, Cn applied to one HARQ process or one TB 
transmission can be determined: 1) with reference to initial 
A/N feedback (CBG of NACK therein) configured by CBG 
unit only (i.e., Cn is uniformly applied until HARQ process 15 

termination); or 2) with reference to A/N feedback (CBG of 
NACK therein) at each of A/N transmission timings (i.e., Cn 
is determined according to NACK CBG at each scheduling/ 
feedback timing). 

20 Meanwhile, it is able to consider a scheme of applying Cn 
(i.e., total sum of the number of CBs belonging to CBG(s) 
fed back as NACK in BS aspect or requiring retransmission 
(or, failing to receive ACK feedback)) of Method C-2 to 
Formula 5. 

2) Method C-2: (Limited/Circular Buffer) Rate-Matching 
25 

Operation in a BS for Retransmission CBG Signal 
When (limited/circular buffer) rate matching is performed 

with reference to all CBGs, which are fed back as NACK 
(from a UE) in BS aspect or require retransmission, a 

30 
mismatch between NACK CBG in BS aspect and NACK 
CBG fed back by the UE may be generated due to A/N error. 
To remove such mismatch, the following operations can be 
considered. 

1) A BS may operate to always perform retransmission 
35 

scheduling collectively/simultaneously on all CBGs fed 
back as NACK (from a UE) (or failing to receive ACK 
feedback) (i.e., retransmission scheduling is not allowed for 
some NACK CBGs only) (The UE operates in a state of 
assuming/regarding this), or 2) (Although the BS allows an 
operation of performing retransmission scheduling on some 

40 

of total NACK CBGs,) it is able to consider an operation of 
indicating total CBG information (e.g., NACK CBG num­
ber/index) fed back as NACK in aspect of the BS or 
requiring retransmission (or, failing to receive ACK feed-

45 
back) to the UE through DL data scheduling DCI. 

In this case, it is able to determine a buffer size Be, which 
results from dividing a per-TB (minimum) buffer size Bt 
assigned to one HARQ process or one TB by a total sum Cn 
of the CB number belonging to CBG(s) fed back as NACK 

50 
in BS aspect or requiring retransmission ( or failing to 
receive ACK feedback), as a per-CB minimum buffer size in 
aspect of BS transmission (e.g., Bc=Bt/Cn). Particularly, it 
is able to consider substituting C with Cn in Formula 2 as 
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mission timing (i.e., Cn is determined according to the CBS 
number fed back as NACK with reference to each timing or 
requiring retransmission ( or, failing to received ACK feed­
back). 

Meanwhile, through data scheduling DCI, if indication 
information on a (re )transmitted CBS index and per-CBG 
buffer flush indication information are signaled, signaling of 
the buffer flush indication information may not be necessary 
for a CBS index having no (re )transmission indication. Here, 
the buffer flush information may include indication infor­
mation indicating whether to empty a corresponding buffer 
by flush before saving a received CBG signal to the buffer 
or combine the received CBG signal with a previously saved 
CBG signal without emptying the buffer. If it is indicated to 
empty the buffer by flush for the CB index having no 
(re)transmission indication (or, indicated to combine with­
out emptying the buffer to the contrary), a UE can operate 
in a state that the corresponding CBS index is regarded/ 
assumed as an ACK feedback received CBG in BS aspect or 
a retransmission-not-required CBG. On the contrary, if it is 
indicated to combine without emptying the buffer ( or, indi­
cated to empty the buffer by flush), the UE may not perform 
any operation on the corresponding CBG index (a receiving 
(Rx) buffer corresponding thereto). 

3) Method C-3: Applying Power Offset to A/N Feedback 
PUCCH Transmission According to Scheduling of CBG 
Unit 

Power offset added/applied to PUCCH transmission for 
carrying A/N feedback configured by CBG unit can be 
determined as a value proportional to a value of Opt 1/2/3/ 
4/5/6/7. Hence, as the CBG number is incremented in Opt 
1/2/3/4/5/6/7, the corresponding power offset can be added/ 
applied as a larger value. 

Opt 1) Total CBG number having A/N bit allocated 
thereto or becoming A/N feedback target (without A/N 
discrimination) 

Opt 2) The CBG number scheduled from BS 
Opt 3) The NACK CBG number indicated from BS (at 

BS) in Method C-2 
Opt 4) The NACK CBG number at UE 
Opt 5) In consideration oftheA/N feedback configuration 

scheme like Method B-3, total sum of the CBG number of 
Opt 2 and the CBG number fed back as ACK despite being 
unscheduled 

Opt 6) Total sum of the CBG number of Opt 3 and the 
CBG number fed back as ACK despite being unscheduled 

Opt 7) The number of the rest of CBGs except CBG 
already feeding back a power offset, which is added/applied 
to A/N PUCCH transmission through a specific timing, as 
ACK at a timing previous to the specific timing 

(D) Mismatch Handling Method 1) Method D-1: Mis­
match Between per-CBG A/N Information Fed Back by a 
UE and CBG Retransmission-Scheduled from a BS 

A mismatch between per-CBG A/N information fed back 
follows. 

[Formula 6] 

55 by a UE and a CBG index correspondingly retransmission­
scheduled from a BS may occur (due to A/N error). For 
example, some CBG fed back as NACK by a UE may not 
be included in a CBG index scheduled from a BS or/and 
CBG already fed back as ACK may be possibly included 

60 therein. In this case, the UE may be configured to perform 
the following operations. In this case, comparing with an ex1stmg scheme of 

applying TB-unit retransmission only, the per-CB minimum 
buffer size can be increased advantageously (e.g., because 
C>Cn). Cn applied to one TB transmission can be deter­
mined: 1) with reference to an initially performed CBG unit 65 

retransmission timing (i.e., Cn is uniformly applied until 
HARQ process termination); or 2) each CBG unit retrans-

Opt 1) For CBG previously fed back as NACK among 
scheduled CBGs, an A/N result from decoding after com­
bining is mapped. 

Opt 2) For CBG previously fed back as ACK among 
scheduled CBGs, ACK is mapped again (in a state that 
combining/decoding is skipped) [cf. Method B-3]. 
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Opt 3) For all CBGs, NACK is mapped. 
Opt 4) NACK feedback of TB unit or a request for 

retransmission of the whole TB is performed. 
Opt 5) A corresponding CBG scheduling DCI is dis­

carded. 
Meanwhile, if all CBGs previously fed back as NACK are 

included in the scheduled CBGs, one of Opt 1 and Opt 2 is 
applied. Otherwise, one of Opts 1 to 5 is applicable. 

2) Method D-2: Mismatch Between CRC Applied to the 
Whole TB and CRC Applied in Unit of CB and/or CBG 

Among CRC applied to the whole TB, CRC applied in 
unit of CB, and CRC applied in unit of CBG, Rx CRC check 
results (e.g., pass/fail) at a UE may appear differently. Here, 

36 
and indicating a CBG set/combination corresponding to one 
of the corresponding indexes to a UE through CBG retrans­
mission scheduling DCI. 

3) Method E-3: Use ofNDI Field in Scheduling ofCBG 
5 Unit 

NDI filed can be interpreted differently according to a 
(re )transmission for the whole TB or a retransmission for 
some CBGs (among all CBGs configuring TB). For one 
example, an NDI bit toggled combination is recognized as 

10 scheduling for new data transmission as soon as it is 
indicated through DCI that all CBGs configuring TB are 
transmitted. Hence, a case of indicating through DCI that 
some of all CBGs are transmitted may be regarded as 

if the CRC check result is 'pass', it means that a correspond­
ing data block is successfully/correctly detected. If the CRC 15 

check result is 'fail', it means that a corresponding data 
block is not successfully/correctly detected. 

retransmission (not new data), and the NDI field can be used 
for another specific usage. For another example, an indicator 
indicating a transmission for the whole TR or a transmission 
for some CBGs through DCI can be signaled directly. In this 
case, an NDI bit toggled combination can be recognized as 
scheduling of new data transmission as soon as the whole 
TB transmission is indicated. Hence, the latter case (i.e., 
some CBG transmission indication) can be regarded as 

For example, CRC check result(s) in unit of CB and/or 
CBG may be 'pass' all (i.e., a CB CRC based CRC check is 
pass) but a CRC check result of the whole TB may be 'fail' 20 

(i.e., a TB CRC based CRC check is fail). On the contrary, 
at least one of CRC check results in unit of CB and/or CBG 
is fail (i.e., a CB CRC based CRC check is fail) but a CRC 
check result of the whole TB may be pass (i.e., a TB CRC 
based CRC check is pass). In this case, the UE can apply one 25 

of Opt 3 to Opt 5 of Method D-1. Opt 3 to Opt 5 of Method 
D-1 are listed as follows. 

retransmission and the NDI field can be used for another 
specific usage. Meanwhile, if the NDI field is used for 
another specific usage, the NDI field can indicate: 1) 
whether to save a received CBG signal to an Rx buffer 
corresponding to a corresponding CBG index by combining 
it with a previously saved signal or to newly save a received 
CBG signal only by emptying the buffer by flushing a 
previously saved signal (i.e., CBG buffer flush indicator, 

Opt 3) For all CBGs, NACK is mapped. 
Opt 4) NACK feedback in unit of TB or a request for 

retransmission of the whole TB is performed. 
Opt 5) A corresponding CBG scheduling DCI can be 

discarded. 
For another example, CB-unit CRC check results belong­

ing to a specific CBG are all pass but a CRC check result of 
the whole CBG may be fail. On the contrary, despite that at 
least one CB-unit CRC check result belonging to a specific 
CBG is fail, a CRC check result of the whole specific CBG 
may be pass. In this case, the UE may send feedback by 
mapping the corresponding CBG as NACK or apply one of 
Opt 3 to Opt 5 of Method D-1. 

(E) CBG Scheduling DCI Configuration 
1) Method E-1: RV Configuration and Settings in Sched­

uling (DCI) of CBG Unit 
Regarding an RV field in (retransmission) scheduling DCI 

of CBG unit, 1) one RV field is configured in the same size 
of an RV field of scheduling DCI of TB unit and an indicated 
RV value is uniformly applied to the scheduled whole CBG 
(here, the branch number of the RV value can be configured 
equal to the case of TB-unit scheduling), or 2) an individual 
RV field is configured per CBG but can be configured to 
have a size smaller than that of an RV field of TB-unit 
scheduling DCI (yet, the branch number of the RV value can 
be configured smaller than the case of the TB-unit sched­
uling). 

2) Method E-2: Performing Retransmission Scheduling 
on Some of M CBGs Configuring TB 

It can operate to enable retransmission scheduling of 
maximum L CBGs among total M CBGs (L<M). Here, a 
single value of L can be indicated to a UE through semi­
static signaling (e.g., RRC signaling). Hence, maximum L 
CBGs among total M CBGs can be indicated through 
CBG-unit scheduling DCI from a BS, and TB-unit sched­
uling DCI (or a flag indicating TB-unit (re)transmission 
scheduling in DCI) is applicable to retransmission schedul­
ing of CBGs exceeding the L CBGs. Particularly, when 
i={ 1 ... L}, it is able to consider a scheme of indexing all 
combinations of selecting i CBGs from the total M CBGs 

30 CBGFI), or 2) a (re)transmitted CBG (index) (i.e., CBG 
transmission indicator, CBGTI). 

4) Method E-4: Use of a Buffer Flush Indicator Field in 
Scheduling (DCI) of CBG Unit 

A buffer flush indicator field can be interpreted differently 
35 in case of data retransmission (without NDI toggling) or in 

case of new data transmission (with NDI toggling). For 
example, in case of data retransmission, for the original 
usage of a buffer flush indicator, the buffer flush indicator 
can be used to indicate whether to empty a buffer by flush 

40 before saving a received CBG signal (per CBG) to the buffer 
or to combine the received CBG signal without emptying the 
buffer. Meanwhile, in case of new data transmission, as a 
buffer flush operation is basically assumed, a buffer flush 
indicator can be used for another specific usage. In case of 

45 using a buffer flush indicator field for another specific usage, 
the buffer flush indicator field may include a bit indicating 
TBS and/or MCS information of scheduled data. On the 
contrary, TBS/MCS field includes TBS/MCS information in 
DCI for scheduling new data transmission, but may include 

50 a bit configuring a buffer flush indicator in DCI for sched­
uling data retransmission. 

5) Method E-5: Use of CBGTI (and CBGFI) Field in 
Scheduling (DCI) of CBG Unit 

Based on a value indicated through CBGTI field in DCI 
55 ( or a combination of the value and another value indicated 

through CBGFI field), it is able to indicate a buffer flush for 
a specific CBG (set). First of all, each bit configuring a 
CBGTI field can be used to individually indicate a presence 
or non-presence of (re )transmission for each CBG index. For 

60 example, bit '1' indicates that CBG ( corresponding to the 
corresponding bit) is (re)transmitted, and bit 'O' indicates 
that the corresponding CBG is not (re)transmitted. For 
example, bit '1' may indicate to flush a buffer (for a 
(re)transmission indicated CBG), and bit 'O' may indicate 

65 not to flush the corresponding buffer. 
First of all, in a state that CBGTI field is configured/set in 

DCI (without separate CBGFI field configuration) [herein-
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after, CBG mode 1], all bits configuring the corresponding 
CBGTI field (without NDI toggling) can be indicated as 'O'. 
In this case, provided/regarded (by UE) is indicating (re) 
transmission for all CBGs configuring a given TB and a 
buffer flush operation for all CBGs both. Hence, a UE is able 5 

to operate to save a newly received CBG signal to a buffer 
after flushing a signal previously saved to the buffer. Mean­
while, in CBG mode 1, all bits configuring CBGTI field (in 
a state that NDI is not toggled) can be indicated as '1 '. In this 
case, provided/regarded (by UE) is indicating (re)transmis- 10 

sion for all CBGs configuring a given TB in a state that a 
buffer flush operation is not indicated. 

Secondly, in a state that both CBGTI field and CBGFI 
field are configured/set in DCI [hereinafter, CBG mode 2], 
all bits configuring the CBGTI field (without NDI toggling) 15 

can be indicated as 'O'. Tn this case, provided/regarded (by 
UE) is indicating (re)transmission for all CBGs configuring 
a given TB. In this state, additionally, if CBGFI bit is 
indicated as '0', it can be provided/regarded (by UE) that a 
buffer flush operation for specific some CBGs (hereinafter, 20 

CBG sub-group 1) is indicated [Case 1]. If CBGFI bit is 
indicated as '1 ', it can be provided/regarded that a buffer 
flush operation for specific some other CBGs (hereinafter, 
CBG sub-group 2) is indicated [Case 2]. CBG(s) belonging 
to CBG sub-group 1 and CBG sub-group 2 can be config- 25 

ured totally exclusive from each other or partially identical 
to each other (while union of the corresponding CBGs is 
universal CBG set). Meanwhile, in CBG mode 2, if all bits 
configuring CBGTI field (in a state that NDI is not toggled) 
is indicated as '1' and CBGFI bit is indicated as '1' ( or '0'), 30 

provided/regarded (by UE) is indicating ( or not indicating) 
both (re )transmission for all CBGs configuring a given TB 
and a buffer flush operation for all CBGs. 

Meanwhile, considering an early termination for a TB 
decoding operation in UE, 1) decoding is performed on CBs 35 

one by one in a manner of alternating per CBG for a plurality 
of CBGs (e.g., performing decoding in order of CBI in 
CBG-l=>CBl in CBG-2=> ... CBI in CBG-M=>CB2 in 
CBG-1=> ... ), or 2) decoding is performed per CBG (on 
index) sequentially by CBG unit (e.g., performing decoding 40 

in order of CBs in CBG-l=>CBs in CBG-2=> ... ). If 
NACK CBG is generated, NACK can be fed back for all 
CBG (index) thereafter (by skipping a decoding operation). 

Meanwhile, for DL/UL data transmitted on the basis of 
SPS scheme, a CBG-unit retransmission scheduling and 45 

per-CGB A/N feedback configuration operation may not be 
applied/configured. Hence, only for DL/UL data transmis­
sion based on general scheduling instead of the SPS scheme, 
a CBG-unit retransmission scheduling and per-CGB A/N 
feedback configuration operation can be applied/configured. 50 

And, for SPS based DL/UL data transmission, a TB-unit 
scheduling and per-TB (i.e., TB level) A/N feedback (e.g., 
configuring/transmitting 1-bit A/N for one TB) operation 
can be applied/configured. Moreover, for DL/UL data sched­
uled through UE (group) CSS based DCI ( or specific DCI 55 

format, e.g., TM-common DCI format (e.g., set/used for 
different TM in common) similar to DCI format 0/lA in 
LTE) transmission (and/or Msg 3 scheduled from RAR 
accompanied by a random access procedure and Msg4 
transmitted for the purpose of contention resolution), a 60 

CBG-unit retransmission scheduling and per-CGB A/N 
feedback configuration operation may not be applied/con­
figured. Hence, for DL/UL data transmission scheduled 
through DCI ( or TM-dedicated DCI format set/used for 
specific TM only) transmission based not on CSS but on 65 

USS, a CBG-unit retransmission scheduling and per-CGB 
A/N feedback configuration operation is applicable/config-

38 
urable. On the other hand, for DL/UL data (and/or Msg3/4) 
transmission scheduled through CSS based DCI (or TM­
common DCI format) transmission, a TB-unit retransmis­
sion scheduling and per-TB (TB level) A/N feedback opera­
tion is applicable/configurable (i.e., TB-level A/N feedback 
is configured). 

Meanwhile, in a situation that a CBG-unit retransmission 
scheduling and per-CGB A/N feedback configuration opera­
tion is configured, if TB level A/N feedback is provided/ 
generaged according to the above reason ( or other reasons, 
e.g., a UE bundles per-CBG A/Ns for A/N payload reduc­
tion, or anA/N bundling operation is indicated by a BS), an 
A/N scheme can be changed depending on whether A/N 
only for a single TB is transmitted without multiplexing 
[Case 1] or a plurality of A/Ns for a plurality of TBs are 
transmitted by being multiplexed [Case 2]. For example, in 
Case 1, 1-bit A/N payload is configured and the AN can be 
transmitted using PUCCH format/resource supportive of 
small payload (e.g., max 2 bits). On the other hand, in Case 
2, if the per-TB CBG number is set to N, Opt 1) A/N for TB 
is mapped to N bits identically and repetitively, or Opt 2) 
A/N for TB can be mapped to 1 bit corresponding to a 
specific (e.g., lowest) CBG index. Meanwhile, Opt 1) and 
Opt 2) are applicable irrespective of Case 2 in a situation that 
a CBG-unit retransmission scheduling and per-CGB A/N 
feedback configuration operation is configured. 

In Case 2, a UE can transmit A/N using PUCCH format/ 
resource supportive of large payload ( e.g., 3 bits or more) by 
configuring multi-bit A/N payload including N-bit A/N 
corresponding to a corresponding TB. The multi-bit A/N 
payload may include A/N information corresponding to a 
plurality of TBs. For example, the multi-bit A/N payload 
may include a plurality of N-bit A/Ns corresponding to a 
plurality of TBs. 

Meanwhile, considering a case that an intentional URLLC 
puncturing operation like the above description is applied in 
a co-channel inter-cell environment, it may be preferable to 
minimize an interference effect caused by a URLLC signal 
transmitted in a specific cell to a DMRS signal used for 
DL/UL data reception in another cell at least. To this end, it 
is able to consider an operation of delivering/exchanging, 
between cells, symbol location information to use for 
DMRS transmission in each cell and/or symbol location 
information to use for URLLC (puncturing) transmission in 
each cell. 

The proposed methods of the present invention may be 
non-limited to a DL data scheduling and transmission situ­
ation, and may be also applicable to a UL data scheduling 
and transmission situation identically/similarly ( e.g., 
CB/CBG configuration according to TB, UL data transmis­
sion timing setting, CBG scheduling DCI configuration, 
etc.). With respect to this, in the proposed method of the 
present invention, DL data (scheduling DCI) can be substi­
tuted with UL data (scheduling DCI). 

FIG. 18 illustrates a BS, a relay and a UE applicable to the 
present invention. 

Referring to FIG. 18, a wireless communication system 
includes a BS 110 and a UE 120. When the wireless 
communication system includes a relay, the BS or UE may 
be replaced by the relay. 

The BS includes a processor 112, a memory 114, an RF 
unit 116. The processor 112 may be configured to implement 
the procedures and/or methods proposed by the present 
invention. The memory 114 is connected to the processor 
112 and stores information related to operations of the 
processor 112. The RF unit 116 is connected to the processor 
112, transmits and/or receives an RF signal. The UE 120 
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includes a processor 122, a memory 124, and an RF unit 126. 
The processor 112 may be configured to implement the 
procedures and/or methods proposed by the present inven­
tion. The memory 124 is connected to the processor 122 and 
stores information related to operations of the processor 122. 
The RF unit 126 is connected to the processor 122, transmits 
and/or receives an RF signal. 

The aforementioned embodiments are achieved by com­
bination of structural elements and features of the present 

10 invention in a predetermined fashion. Each of the structural 
elements or features should be considered selectively unless 
specified otherwise. Each of the structural elements or 
features may be carried out without being combined with 
other structural elements or features. Also, some structural 

15 
elements and/or features may be combined with one another 
to constitute the embodiments of the present invention. The 
order of operations described in the embodiments of the 
present invention may be changed. Some structural elements 
or features of one embodiment may be included in another 20 

embodiment, or may be replaced with corresponding struc­
tural elements or features of another embodiment. More­
over, it will be apparent that some claims referring to 
specific claims may be combined with other claims referring 
to the other claims other than the specific claims to constitute 25 

the embodiment or add new claims by means of amendment 
after the application is filed. 

The embodiments of the present invention have been 
described based on data transmission and reception between 
a BS ( or eNB) and a UE. A specific operation which has been 30 

described as being performed by the BS may be performed 

40 
which comes within the equivalent scope of the invention 
are included in the scope of the invention. 

INDUSTRIAL APPLICABILITY 

The present invention is applicable to a UE, BS or other 
devices of a wireless mobile communication system. 

The invention claimed is: 
1. A method of transmitting Hybrid ARQ Acknowledge­

ment (HARQ-ACK) information based on Code Block 
Group (CBG) by a communication apparatus in a wireless 
communication system, the method comprising: 

transmitting a first signal including a respective HARQ-
ACK response for each CBG of a first Transport Block 
(TR), including ACK for a first C:RG that is success­
fully decoded and Negative ACK (NACK) for a second 
CBG that is not successfully decoded; 

performing a reception of a second Transport Block (TB) 
which is a retransmission of the first TB; and 

transmitting a second signal including a respective 
HARQ-ACK response for each CBG of the second TB, 
in response to the reception of the second TB, 

wherein, in transmitting the second signal including the 
respective HARQ-ACK response for each CBG of the 
second TB, a HARQ-ACK response for the first CBG 
which was successfully decoded at least once in a 
previous reception of the first TB is generated only as 
ACK for the second TB, except for TB-based cyclic 
redundancy check (CRC) error detection in the recep­
tion of the second TB. 

2. The method of claim 1, wherein the first CBG includes 
a CBG which was not received at the reception of the second 
TB, and 

wherein the HARQ-ACK response for the first CBG is 
reported as ACK through the second signal irrespective 
of re-scheduling of the first CBG, except for the TB­
CRC error detection. 

by an upper node of the BS as the case may be. In other 
words, it will be apparent that various operations performed 
for communication with the UE in the network which 
includes a plurality of network nodes along with the BS may 35 

be performed by the BS or network nodes other than the BS. 
The BS may be replaced with terms such as fixed station, 
Node B, eNode B (eNB), and access point. Also, the term 
UE may be replaced with terms such as UE (MS) and mobile 
subscriber station (MSS). 

3. The method of claim 1, wherein a HARQ-ACK 
40 response for the second CBG which was not successfully 

received at the reception of the second TB is mapped to 
NACK in the second signal. 

The embodiments according to the present invention may 
be implemented by various means, for example, hardware, 
firmware, software, or combinations thereof. If the embodi­
ment according to the present invention is implemented by 
hardware, the embodiment of the present invention may be 45 

implemented by one or more application specific integrated 
circuits (AS I Cs), digital signal processors (DSPs ), digital 
signal processing devices (DSPDs ), progranimable logic 
devices (PLDs ), field programmable gate arrays (FPGAs ), 
processors, controllers, microcontrollers, microprocessors, 50 

etc. 
If the embodiment according to the present invention is 

implemented by firmware or software, the embodiment of 
the present invention may be implemented by a module, a 
procedure, or a function, which performs functions or opera- 55 

tions as described above. Software code may be stored in a 
memory unit and then may be driven by a processor. The 
memory unit may be located inside or outside the processor 
to transmit and receive data to and from the processor 
through various well known means. 60 

It will be apparent to those skilled in the art that the 
present invention may be embodied in other specific forms 
without departing from the spirit and essential characteris­
tics of the invention. Thus, the above embodiments are to be 
considered in all respects as illustrative and not restrictive. 65 

The scope of the invention should be determined by rea­
sonable interpretation of the appended claims and all change 

4. The method of claim 1, wherein each CBG includes one 
or more code blocks (CBs), and 

wherein a respective CB-based Cyclic Redundancy 
Check (CRC) is attached to each of the CBs. 

5. The method of claim 1, wherein a total number M of 
CBGs configuring the second TB is received through a 
Radio Resource Control (RRC) signaling, a number of 
HARQ-ACK responses included in the first signal is Mand 
a number of HARQ-ACK responses included in the second 
signal is M, where M is an integer greater than or equal to 
2. 

6. The method of claim 1, wherein the reception of the 
second TB and the previous reception of the first TB share 
a same HARQ process. 

7. The method of claim 1, wherein the wireless commu­
nication system includes 3rd Generation Partnership Project 
(3GPP)-based wireless communication system. 

8. The method of claim 1, wherein, in response to the 
reception of the second TB, HARQ-ACK bits indicating 
HARQ-ACK responses for each CBG of the second TB are 
transmitted through the second signal, and a HARQ-ACK 
bit for the first CBG is mapped to ACK. 

9. The method of claim 8, wherein the HARQ-ACK bit 
for the first CBG is mapped to ACK, regardless of detection 
of the first CBG at the reception of the second TB. 
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10. A non-transitory medium readable by a processor and 
recorded thereon instructions that cause the processor to 
perform operations according to the method of claim 1. 

42 
15. The communication apparatus of claim 11, wherein a 

total number M of CBGs configuring the second TB is 
:eceived through a Radio Resource Control (RRC) signal­
mg, a number ofHARQ-ACK responses inlcuded in the first 
signal is M and a number of HARQ-ACK responses 
included in the second signal is M, where M is an integer 
greater than or equal to 2. 

11. A communication apparatus configured to transmit 
HybridARQAcknowledgement (HARQ-ACK) information 5 

based on Code Block Group (CBG) in a wireless commu­
nication system, the communication apparatus comprising: 

16. The communication apparatus of claim 11, wherein 
the reception of the second TB and the previous reception of 

10 the first TB share a same HARQ process. 

a transceiver; 
at least one processor; and 
at least one computer memory operably connectable to the 

at least one processor and storing instructions that, 
based on being executed by the at least one processor, 
perform operations comprising: 

transmiting a first signal including a respective HARQ­
ACK response for each CBG of a first Transport Block 15 

(TB), including ACK for a first CBG that is success­
fully decoded and Negative ACK (NACK) for a second 
CBG that is not successfully decoded; 
receiving, through the transceiver, a second Transport 

Block (TB) which is a retransmission of the first TB· 20 

and ' 

17. The communication apparatus of claim 11, wherein 
the wireless communication system includes 3rd Generation 
Partnership Project (3GPP)-based wireless communication 
system. 

18. The communication apparatus of claim 11, wherein, in 
response to the reception of the second TB, HARQ-ACK 
bits indicating HARQ-ACK responses for each CBG of the 
second TB are transmitted through the second signal, and a 
HARQ-ACK bit for the first CBG is mapped to ACK. 

19. The communication apparatus of claim 18, wherein 
the HARQ-ACK bit for the first CBG is mapped to ACK, 
regardless of detection of the first CBG at the reception of 
the second TB. 

transmitting, through the transceiver, a second signal 
including a respective HARQ-ACK response for 
each CBG of the second TB, in response to the 
reception of the second TB, 

20. A device for processing a signal for wireless commu-
25 nication, the device comprising: 

wherein, in transmitting the second signal including the 
respective HARQ-ACK response for each CBG of 
the second TB, a HARQ-ACK response for the first 
CBG which was successfully decoded at least once 
in a previous reception of the first TB is generated 30 

only as ACK for the second TB, except for TB-based 
cyclic redundancy check (CRC) error detection in 
the reception of the second TB. 

12. The communication apparatus of claim 11, wherein 
the first CBG includes a CBG which was not received at the 35 

reception of the second TB, and 
wherein the HARQ-ACK response for the first CBG is 

reported as ACK through the second signal irrespective 
of re-scheduling of the first CBG, except for the TB­
CRC error detection. 

13. The communication apparatus of claim 11, wherein a 
HARQ-ACK response for the second CBG which was not 
successfully received at the reception of the second TB is 
mapped to NACK in the second signal. 

40 

14. The communication apparatus of claim 11, wherein 45 

each CBG includes one or more code blocks (CBs), and 
wherein a respective CB-based Cyclic Redundancy 

Check (CRC) is attached to each of the CBs. 

a memory configured to store instructions; and 
a processor configured to perform operations by executing 

the instructions, the operations comprising: 
an operation for transmitting a first signal including a 

respective HARQ-ACK response for each CBG of a 
first Transport Block (TB), including ACK for a first 
CBG that is successfully decoded and Negative ACK 
(NACK) for a second CBG that is not successfully 
decoded; 

an operation for a reception of a second Transport Block 
(TB) which is a retransmission of the first TB· and 

an operation for transmitting a second signal incl~ding a 
respective HARQ-ACK response for each CBG of the 
second TB, in response to the reception of the second 
TB, 

wherein, in the operation for transmitting the second 
signal, a HARQ-ACK response for the first CBG which 
was successfully decoded at least once in a previous 
reception of the first TB is generated only as ACK for 
the second TB, except for TB-based cyclic redundancy 
check (CRC) error detection in the reception of the 
second TB. 

* * * * * 




