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A Treatise on Crash Sensing for Automotive
Air Bag Systems

Ching-Yao Chan

Abstract—During the decade of late 1980s—1990s, air bags be- The journey leading to the acceptance and implementation of
came standard equipment for all new passenger vehicles manufac- air bags as a common occupant restraint device has not been
tured and marketed in the United States. Despite the effectlvenesssmooth and in fact turbulent at times. with issues on technical

of air bags evidenced by accident statistics, a number of inadver- ical litical d etal ts widelv debated
tent fatalities and injuries have been caused by air bag deployment. economical, political, and societal aspects widely debated over

This misfortune has prompted the government and the industry to  the years [1].
pursue so-called “smart air bags” for upcoming years. An essential
focus of potential enhancements to air bag systems centers aroundA. Air Bag History

crash sensing technologies. This paper provides a basic yet thor- . A . . .
ough discussion of underlying technical challenges and design ap- 1 h€ idea of utilizing an air cushion to soften the impact on

proaches for the subject matter. The paper starts with an introduc- 0ccupant was conceived in the 1950s. The initial availability
tion to the basic functioning principles of crash sensors. Descrip- of technologies was established in the 1970s. Nevertheless, the
tions are given for specific design examples, including mechanical Eenetration of air bags as a popular consumer product did not

and electronic sensors. Mechanical sensors are analyzed to reveal, .., nj| the 1990s. Certain milestones of air bag develop-
their functioning characteristics. Discussions of design approaches N th ited hiahliahted i bl
for electronic sensor are elaborated with analysis of sensing al- MeNts in the United States are highlighted in Table |.

gorithms. Subsequently, the shortcomings of current systems are . ) .
cited to establish the needs and the requirements for advanced sys-B. Field Experience of Air Bags and Recent Developments

tems. Definitions and compositions of smart air bags are then sum- . . . .
marized. Included in the discussions are the subjects of occupant In recent years, given the increasing number of vehicles

sensing and integrated sensing systems, which are critical to the €duipped with air bags on the road, data have been collected
availability of advanced air bags. Also presented is a perspective t0 evaluate the effectiveness of the device. Accident statistics
on system design of occupant restraints that relates to the concept showed that the benefits of reducing fatalities and mitigating
of energy management in vehicular safety systems. The implemen-jpjyries are being realized. However, a number of incidents

tation of air bags and related occupant restraints requires extensive . . . - L
knowledge from various engineering disciplines, in particular me- caused by air bags, which resulted in fatalities and injuries,

chanical, chemical, electrical, and increasingly electronic expertise. especially to children, have raised public concerns in recent
Itis a subject presenting truly challenging tasks in both analytical years. A recent update [3] shows that as of November 1999,
and experimental phases of product developments. Over the last while more than 4800 lives have been saved, 86 children and
;jsegsgﬁ/i?]f dﬁ)‘ﬁ;‘;g”;e”rtzéit:’r‘%Ssgegog?ee%’c‘{irgl;isctzitr;tt)ntt';e Er(';%”‘ze)%z adults have been killed due to the deployment of air bags.
the demagd of advanged function% is stimulating the integrétion of . With an |ncrea§|ng lnumber Of_ |_nC|dents n recgnt years that
various sensing technologies. Research and development activitiedVoIve occupant injuries or fatalities caused by air bag deploy-
in related areas are likely to continue for years ahead. ment, there is an urgent need to improve the effectiveness of oc-
Index Terms—Air bag, automotive safety, crash sensing, occu- cupant restraints. In pa_rticular,_ concern fpr the out-of-position
pant restraints. occupant, a long-standing design issue, is now the focus of at-
tention. An “out-of-position” situation arises when an occupant,
adult or child, is situated too close to the air bag module in the
. BACKGROUND deployment process.
HE AIR BAG industry experienced tremendous growth in Recently, the automobile industry has taken steps to improve
the United States during the decade from late 1980s to |&ke performance of air bags. Corrective or temporary measures
1990s. Several factors contributed to the standardization of Bfing evaluated or implemented include the option to turn off

bags, including: the passenger-side front air bags or to de-power the air bags,
a) government regulation; i.e., reducing the_: energy rele_ase level. AIsc_; being pursued is_the
b) public awareness of vehicle safety needs: techr_10|ogy and |mple_mentat|on of smart air bags [4]. Mor_e dis-
¢) readiness and affordability of technologies; qussllsns on the subject of smart air bags are covered in Sec-
tion IV.

d) mass production and cost reduction.

[I. PROBLEM DESCRIPTION OFCRASH DETECTION
Manuscript received June 14, 1999; revised May 15, 2000. Recommended by ) ] )
Technical Editor H. Peng. There are four essential components in an air bag system:
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MILESTONES IN JASBI:AIIER IBAG DEVELOPMENTS A air bag Interacts
= with occupant
/
Year Events IS . /
1953 The first U. S. patent on air bag g sensor triggers y /
systems was issued to J. W. Hetrick 8 i
S ) unrestrained
on August 18, 1953 [2]. 3 ‘g{r‘eb;‘g /™ occupant
§ deployment y / . _q[s_RI??ement
1973 General Motors _ pledged 1o § Sl
voluntarily build one million airbag- 3 z \ )
equipped cars in the 1974 model 8 - rostialned ocoupant
quipp model year. -1 displacement
Actual production was limited to -~
10,000 1474-75 models. — >
time

1970s-1983 | A continual struggle with air bag
standard persisted for many vyears.
The standard was issued, rejected, Fig. 1. Functioning sequence of an air bag system.
reissued, and revoked with the
involvement of government, auto

industry, and other agencies. A legal a) From the onset of a collision, crash sensors are triggered
case eventually went all the way to within 10-50 ms. The actual timing depends on several
the Supreme Court, and was finally factors, which will be discussed in Section Ill.
sent back to the Department of b) After receiving a firing signal from the sensors, the in-
Transportation (DOT). flator fills a bag within 30—60 ms. Some inflators gen-
erate gases by a chemical reaction of pyrotechnic mate-
1984 . The air bag standard was reinstated rials while others release from containers of compressed
by DOT and FMVSS 208 passive gases. A hybrid type with a mixing of chemical reaction
restraint mule was adopted. NHTSA and compressed gases is also available.

agreed that automobile makers might
offer a choice of restraints. Air bags
or automatic seat belts would be

¢) One or more orifices on the backside of the air bag allow
gases to flow out of the bag as it expands. As the occupant

phased in over a 4-year period comes into contact with the inflated bag, thus pressurizing
beginning with 1987 model year. the bag further, the bag becomes deflated within 75-150
ms.
1991 DOT extended the rule of air bag The sensing-inflation-cushion-deflation process of air bag

installation to light trucks and vans
over a 4-year period, beginning with
1995 models. Congress passed a bill
requiring air bags in both front-seat

deployment takes only a fraction of a second. To achieve the
maximum benefits of a restraint system, the deployment se-
guence must work properly. The sensing system must trigger in

positions in all passenger cars by the time to initiate the bag deployment so that a sufficiently inflated
1995 model year and all light-duty bag is in place to cushion the occupant motion. If an occupant
trucks by the 1997 model year. has excessive forward excursion and is very close to the air bag

module when the deployment occurs, the unfolding bag can
exert considerable forces to inflict injuries to the occupant.

is appropriate for air bag deployment, the sensing system sends
an electrical signal or trigger a mechanical mechanism to stgrt Timing of Sensor Triggering
the reaction in the inflator. The inflator generates gases, which

then flow out to fill the bag. The inflated bag provides a cushion g;ca the whole deployment event is initiated by the trig-

tp absorb the kinetic energy of the occupant. The vehicle n ering of the sensor(s), crash sensor design plays a critical role
rior, such as the steering wheel and the instrument panel, is

) . . . . M realizing the effectiveness of occupant restraint systems. One
gineered to accommodate the installation of the air bags. Since._. . . g . .
. . . . : ; asic rule of thumb for determining sensor-triggering time is
the emphasis of this paper is on crash sensing, discussions here “ . M . .
o . . the so-called “125 mm minus 30 ms” criterion. This rule simply
are mostly limited to sensors. An extensive body of literature . . R
. . Co means that the required or latest sensor triggering time is de-
exists for other components and their design issues, but these . . :
. o termined by subtracting 30 ms from the elapsed time when the
topics are not covered in this paper. :
occupant has moved forward by a distance of 125 mm from the
onset of a crash. This criterion can be reasoned by the following

A. Functioning Sequence of an Air Bag System assumptions.

a) The estimated distance between a fully inflated bag and
Fig. lillustrates the following sequence of an air bag deploy-  the chest or head of the occupant in his original seating
ment during a collision. position at the onset of the crash is 125 mm.

Authorized licensed use limited to: UCLA Library. Downloaded on May 15,2024 at 21:42:03 UTC from IEEE Xplore. Restrictions apply.

CMT Exhibit 1017, Page 2 of 15
CMT v. Sfara - [PR2024-00952



222 IEEE/ASME TRANSACTIONS ON MECHATRONICS, VOL. 7, NO. 2, JUNE 2002

48 kmph Vehicle-to-Barrier, Non-Crush Zone, Filtered at 300 Hz
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Fig. 2. Crash data of a 38-km/h vehicle-to-barrier collision.

15 kmph Vehicle-to-B arrier, Non-Crush Zone, Filtered at 300 Hz
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Fig. 3. Crash data of a 15-km/h vehicle-to-barrier collision.

b) Once the inflator receives the firing signal, the time The “125 mm minus 30 ms” criterion is an oversimplified
needed for the bag to become fully inflated is 30 ms. approach because it does not take into account the variation of

Figs. 2 and 3 show acceleration signals measured atmany factors. Occupants of different sizes seated at various po-
passenger compartment location of the same vehicle in tsitions are not at the same distance from the steering wheel or the
different crashes. Also shown in the plots are the first ardhshboard. Inflators with different performance characteristics
second integrals of the acceleration pulses, representing roveduire different inflation times. The criterion is only adequate
estimates of the speed and displacement of an unrestraif@th first-order approximation of determining sensor-triggering
occupant in the crash. By using the “125 mm minus 30 m#me.
criterion explained above, one can derive that the proper sensoin reality, the determination of proper sensor-triggering times
triggering time is about 18 ms for the 48-km/h crash and 50 rire/olves a far greater complicated process than the aforemen-
for the 15-km/h crash. tioned procedure. For example, the available space for occupant
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movement and restraining loads on an occupant should be used TABLE I
as performance measures [5]. Variations in the vehicle interiop SR TRICGERING TIME FROM THE ONSET OF ACOILISION, IN VARIOUS
such as steering wheel deformation and steering column rota-

tion, also play roles in the determination of design specifica- Types of Crashes i.e'.‘sor .
. riggering
tions. - . . . Time
In the design process, a series of crash data is compiled to con- (millisecond)
stitute a crash library. A sensing system must satisfy the perfor- Head-on collisions below 14 | No Triggering
mance requirements for all crashes in the library. For every crash kmph, Rough road, Minor animal-
. g impact, Braking
that demands the deployment of air bags, one specific sensor 23-64 kmph 1020
triggering time is designated. For every crash where no deploy- Vehicle to rigid barrier
ment is needed, the sensing system must avoid faulty triggering. 48-64 kmph 20-30
Table |l offers a set of appropriate sensor triggering times for Vehicle to angular rigid barrier
different types of frontal collisions, involving typical passenger 24-32kmph 30-50
. . Vehicle to rigid barrier
cars. The numbers are estimated by examining real-world crash
. . . 24-32 kmph 50-70
data,. gnd they vary with vehicle models under different crash Vehicle to pole
conditions. 48-64 mph (closing speed) 30-50
Vehicle-to-vehicle head-on
C. Crash Sensing Characteristics collision

The design of an effective crash sensing system is technically
challenging. The task of crash sensing possesses the followingdsmong the crash sensing methods suggested over the years,
characteristics. most notably are approaches that rely on the detection of speed
a) Predictive: change [6] and acceleration-based signal processing [7]-[9] for

Since an air bag requires afinite time span to inflate, tHeontal air bag systems. For side impact air bags, mechanical
sensing system must be predictive. Sensors, individuafijush switch [10], [11], and pressure or acceleration sensing

or as a whole, must make a judgment about crash seveg§emes [12] have been implemented. _ _
at the early stage of a collision. In terms of the physical construction of actual sensing devices

b) Discriminative: used in air bag systems, crash sensors can be classified into two
It is essential that a sensing system be able to re"aWSIC categories: (a) mechanical, and (b) electronic. Many sen-

differentiate the circumstances of deployment and non Ors in various configurations fall into the first category, despite
ployment. Unnecessary deployments become a nuisaﬁ‘éir distinct appearance and functional principles. These sen-
to the users and present potential hazards sors contain a sensing mass, which moves when a vehicle is in-

¢) Real-time: volved in a collision. If the sensing mass travels beyond a certain

L . S . limit, it results in a mechanism release or a circuit closure, thus
Crash sensing is a real-time application, which means

. } - triggering the crash sensor. Sensors in the second category con-
that sensors must react immediately upon the receiv . .

. : - . ain a transducer that generates a crash signal, and electronic
signal in a limited window.

circuitry that processes the generated signal. The functioning

The three characteristics listed above are interconnected. fighciples of these devices are analyzed in further details in the
sensing system is extremely sensitive there is a higher prokgtowing sections.

bility of detecting crashes earlier or to make better predictions,
but it may also make the system less discriminative. Because )
sensor-triggering time occurs on a real-time basis and cannotbeMechanical Crash Sensor

reversed once a triggering signal is released, the sensing systeffhere are several types of mechanical crash sensors; some
must be discriminative. The key to the successful design ofdly on electrical or magnetic phenomena to operate while
sensing system lies in achieving these objectives altogether igtRers are purely based on mechanical mechanism. The various

robust manner. types are loosely grouped under the “mechanical” category.
The term, “mechanical”, refers to a common characteristic of
. ANALYSIS OF CURRENT CRASH SENSORS these sensors, in which a crash is indicated by monitoring the

motion of a sensing mass.

Several concepts have been implemented in crash sensors fa) Crash Sensor With Damping®ne type of widely used
air bags. Each sensing conceptis based on the measurementgh@ors for air bag systems in the late 1980s and early 1990s is
physical variable or the interpretation of a measured signal. CaRe so-called ball-in-tube sensor [13], depicted in Fig. 4. The op-
didates among such variables or signals include speed chagggion of this sensor depends on the motion of a ball contained
or AV, damage or crush, and acceleration measured at varigilg tube. A magnet situated at one end of the sensor attracts the
locations of a vehicle. Regardless of the selected approach g toward that end of the tube. Under regular driving or braking
crash sensing, potential solutions must satisfy two criteria:  conditions or even in minor collisions, the force of magnetic at-

1) the selected measure correlates well with crash severityaction prevents the ball from moving. When a collision occurs,

2) the selected measure can reflect crash severity in advatfoe ball breaks away from its resting position. If the impact is

and, thus, establish a predictive indicator. sufficiently strong and lasts long enough for the ball to move to
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, mEgnat
fube

conlacts Fig. 5. Rolamite sensor.

=
" ﬂ._ﬂ —=r . . )
——— 3) Performance Characteristics of Mechanical Crash Sen-
sors: The sensitivity of mechanical sensors depend on design
Fig. 4. Ball-in-tube sensor. parameters, such as bias ratio and damping phenomena cited in

the examples above. In production, sensors of different sensi-
h h . d of th h Id-ol tiviisy levels are created with the proper selection of associated
the co_ntacts at the opposite end of the sensor, t. € goid-p %% ameters. For a particular vehicle platform, one or more sen-
ball bridges the two contacts and closes an electrical circuit. sors with different design specifications are placed on appro-

When the ball moves along the tube, the air inside the Sen_??iate locations to constitute a complete sensing system.
flpws through the clearance bet\/\{een the ball and the tube. They ¢rash pulse must last long enough for the sensing mass to
alrflyow generates an aerodynamic drag force that dampens fh6ve to the trigger position. When acceleration is integrated
ball's motion. The magnitude of the damping force depends pfyer the pulse duration, it yields a speed changa b expe-
marily on the speed of the ball and the tightness of the clearanggnced at the sensor location. The minimuxi’ required to
Other factors, such as the amount of air and the pressure ?r’i'@ger a sensor is sometimes referred to as the margifal
temperature inside the sensor, also affect the damping phengich is a performance measure. With a mathematical analysis
enon. _ _ o of the sensing mass motion, it can be concluded that most me-
Physu_:al_conflgura_tlons may vary for sensors utilizing thgnanical sensors function a8/ -dependent devices.

same principle described above. For example, a purely mechang o 5 design perspective, the bias existent in all mechanical
ical unit was built by replacing electrical contacts with a pin-résensors is mandatory. It is necessary to restrain the motion of
leasing mechanism and the magnet by a bias spring [14]. T sensing mass in regular driving conditions or minor impacts
key feature in thls type of sensors is the_pre_SenCe Qf a damptﬁgimposing a biasing force. The bias will also ensure that the
effect, but the implementation of damping is not limited t0 &ensing mass returns to the resting position after excursions.
dra_g force py air. Another_ sensor example utilizes electromaghe pias creates an increase in margitdl so that in a long-
netic damping to create similar effects [15], [16]. duration situation such as a braking maneuver the margifal

2) Spring-Mass SensorAnother commonly used crashy pe high enough to prevent sensor triggering.
sensor is the so-called Rolamite sensor [17], depicted in Fig. 5.

The motion of a roller dictates the function of this sensor. Held ,
in place by a metallic band-spring, the cylindrical roller rests: Electronic Sensors
against the stop post during a vehicle’s normal operation. Inthejn the late 1980s and early 1990s, most crash sensors
event of a substantial collision, the roller overcomes the sprigged by U.S. automobile manufacturers were mechanical,
force and rotates forward. If the impact is severe enough.efctromechanical, or magnetomechanical types explained in
moving contact on the metallic band touches a fixed contagection Ill. Beginning in the early 1990s, electronic sensors
and closes a circuit. began to gain market shares in the U.S. market. An electronic
Unlike the ball-in-tube sensor, there is no damping force iisensor contains one ore more accelerometer and accompanying
volved in the roller motion of a Rolamite sensor. The sensitivitgircuitry to process the acceleration signals. With the imple-
of a Rolamite sensor is controlled by two parameters: (a) theentation of sophisticated algorithms in electronic circuits,
distance to trigger, and (b) the magnitude of the spring fordese sensors potentially can detect and differentiate crashes
The spring force, sometimes called the biasing force or the biasore “intelligently” than traditional mechanical sensors.
is usually given in a ratio of the bias force to the weight of the One of the primary driving forces behind the adoption of
sensing mass. electronic sensors is that they are excellent candidates for the
The defining characteristic of the Rolamite sensor is the comencept of single-point sensing. Single-point sensing concept
bination of a sensing mass and a bias spring. The configuratiomplies using only one sensor unit, typically installed at a
of components in spring-mass sensors can be quite diverse. lBoation in the passenger compartment, which by itself consti-
example, the sensing mass can be arranged to slide within ties the whole sensing system. If the concept is successfully
sensor [18] or to rotate around a pivoted axis [19]. implemented, the wiring to multiple locations can be eliminated
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and the vulnerability of multiple components can be mitigate:
The overall system cost can also be potentially reduced. Transducer
1) Functions and Components of Electronic Crash Se
sors: Fig. 6 is a diagram depicting the “blocks” that constituts ¢
a typical electronic sensor. One essential component in 1 Filtering &
sensor is an accelerometer or transducer that measures Conditioning
crash signal experienced at the installed location. The sigt
first passes through a filtering and signal-conditioning uni i
The filtered signal is next fed into a main processing uni o
which performs the embedded sensing algorithms. Logical Processing > Comparator
connected to the main processing unit is a comparator blc Circuits — Circuits
where parameters are stored in memory or evaluation circt
are constructed. With signal processing techniques, informati ¢
is extracted from the transducer signal. The calculated d: g
is then compared to the parameters stored in the compare

blocks before a decision is made. At the output stage, 1T
the embedded algorithms indicate that a triggering action is _
warranted, the main processing unit sends a triggering signaf & & Conceptual blocks of an electronic sensor.
the firing circuit to deploy the restraint system
The implementation of electronic sensors for air bags are2) Sensing Algorithms in Electronic SensofBhe core el-
summarized below: ement of an electronic sensor is the embedded sensing algo-
1) acceleration signals, generated by accelerometers, githms, within which the decision to deploy air bags is made.
vide the basis of crash recognition; Criteria used in the considerations for sensing algorithms in-
2) signal processing is used to identify the unique properti@kjde performance, robustness, calibratibility, f|EXibi|ity, and
of crash signals; complexity [25].
3) procedures of signal processing or sensing a|goritthGiven below are a number of illustrative algorithms se-

are implemented in electronic circuits to correlate sign4fcted to explain various approaches of implementing sensing
properties with crash conditions; schemes. The examples included here do not represent a

4) multiple algorithms can be integrated, in parallel or igOMPlete set of all possible algorithms. In fact, some algo-
series, to enhance the reliability of crash recognition: rithms in the list may have become outdated as newer ones

5) information received from other devices on a vehicl&'® developed. The examples are chosen merely to show the

such as seat belts or occupant sensors, can be combiqié{arsny of approaches and technigues. A comparison of these
into the electronic sensor unit to optirr’nze the perfor@Igorithms and their main features is summarized in Table III.

mance of restraint systems. The logistics and reasoning of these algorithms are briefly

Although the configurations of electronic crash sensors va?ytlmed in the following paragraphs.

among manufacturers, a common list of their functions and 1) Diller suggested using energy levels in a crash as sensing

components can be established. Haetl,al. [9] provided a criteria. The estimates of energy levels involved calcula-
comprehensive list. Two essential components are mentioned  tion of absolute values and differentials of acceleration
here. [27], [28].

In a majority of electronic sensors designed for frontal air 2) Allen proposed the use of power rate, a second deriva-
bags, an acceleration pulse is the signal source used for crash de- tive of kinetic energy, as the measure. The method deter-
tection. The signal is generated by an accelerometer, which can  mined crash intensity by combining measures of accel-
be piezoelectrical [20] or micromachined [21]-[23]. Bergfried eration, jerk, and velocity [29].
et al.[24] indicated that a range &f35 g and a bandwidthupto  3) Gioutsos asserted that jerk could be used as a basis
300 Hz are appropriate for accelerometer applications in crash ~ for crash severity prediction. The method provided a
sensors. Kelly [25] stated that a ranged625 g to+50 g was time-invariant approach by identifying jerk values in
acceptable. When choosing accelerometers, it is necessary to  the waveforms of acceleration pulses [30].
consider size, cost, sensitivity, offset, output noise and EMI ef- 4) Watanabe and Umezawa suggested using predictions of
fects. Built-in diagnostic and self-testing functions may also be occupant displacement to establish an optimal timing to
required. trigger an air bag. The method included Kalman filtering

A mechanical arming sensor is often incorporated in single- of crash data and calculation of jerk, acceleration, ve-
point sensing systems with electronic crash sensors. Its function  locity, and displacement [31]—[33].
is to reduce the potential for inadvertent deployment in the pres- 5) Matteset al. proposed the use of adjustable velocity
ence of certain faulty conditions or electromagnetic interference thresholds. The threshold is varied according to accident
(EMI) effects [25]. The calibration of an arming sensor is se- situation and vehicle parameters [34].
lected to ensure that no actuation results from normal driving 6) Diller suggested a summation of multiple evaluation
conditions. Most electronic sensors adopts mechanical arming  variables with selected weighting. The evaluation vari-
sensors of a spring-mass type, however arming sensors based on ables included velocity, jerk, and displacement values
logic-level electronics are being developed [26]. [35].
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HIGHLIGHTS AND COMPARISONS OF ASELECTED LIST OF CRASH

TABLE Il

SENSING ALGORITHMS

Author  or | Main Theme or | Approach
Inventor Features
Diller et al Total and Partial | Energy in Time
Energies Domain
Allen Power Rate Energy + Jerk +
Acceleration +
) AV
Gioutsos Waveform Jerk
Recognition
Watanabe & | Optimal Timing | Predicted
Umezawa Displacement +
Acceleration +
Jerk + Energy
Mattes et al Adjustable AV
Velocity
Threshold
Diller Summation of AV + Jerk +
Expert Circuits Displacement
Eigler & Multiple Acceleration
Weber Evaluation Recognition +
Circuits + Velocity +
Time Window Displacement
Tohbaru, Acceleration AV + Energy in
Blackburn, Power ina Frequency
Blackburn & | Frequency Range | Domain
Gentry
Cashler & Occupant Jerk +
Kelly Displacement + | Acceleration +
Crash Severity AV +
Displacement
Mclveret al | Crash Velocity + | AV +
Crash Metrics Acceleration +
Shape Function
Sada & Adjustable Jerk +
Moriyama Velocity based Acceleration +
on Physical AV +
Quantities Displacement
Kosiak Crash Sensing Acceleration
using Scaling with
Anticipatory Anticipatory
Sensor Inputs Sensors

7) Eigler and Weber adapted multiple evaluation circuits to
differentiate accidents types. The use of time window al-

IEEE/ASME TRANSACTIONS ON MECHATRONICS, VOL. 7, NO. 2, JUNE 2002

12) Kosiak suggested that anticipatory sensors mounted at
the front of a vehicle could help prepare or arm the crash
sensors [43].

3) Design Methodologies of Crash Sensing Algorithrirs:

the previous section, a number of sensing algorithms were out-
lined to demonstrate the diversity of methods that have been
proposed for crash detection. A comparison of algorithm ap-
proaches is shown in Table Ill. These algorithms involve the
use of the following common variables: speed change, acceler-
ation, jerk, energy, and displacement. They are further discussed
below.

1) Speed change:

The change in speed, dxV/, is obtained by the inte-
gration of the acceleration signal. This variable is often
used in conjunction with other variables and is present
in almost all algorithms. Although appearing in different
calculation scheme& V' remains an essential element of
crash detection.

2) Acceleration:

Raw output from the accelerometer is usually filtered
before it is used for calculation. The acceleration mag-
nitude is often compared to a threshold value before a
crash condition is recognized. Most algorithms do not uti-
lize the acceleration value directly but in a manipulated
manner.

3) Jerk:

The jerk variable is obtained by calculating the deriva-
tive of an acceleration sequence. A filter is usually in-
volved before acceleration values are used in the differ-
entiation calculation, since jerk values are subject to wild
fluctuations if direct values are used. In another form of
implementation, it can be reflected in the frequency do-
main, where a high level of power spectrum density in the
high-frequency range also represents acceleration fluctu-
ations and thus implies high values of jerks.

4) Energy:

The energy variables correlate well with the severity
of a collision. The physical meaning of an energy change
during a collision can be easily comprehended, but the
suggested calculation methods for estimating energy
levels vary significantly among different algorithms. The
energy level can be calculated in the time domain or the
frequency domain.

lowed the determination of optimal triggering time [36]. 5) Displacement:

8) Several alternative algorithms were adopted to calculate
energy levels of a crash in the frequency domain, such
as Tohbaru [37], and Blackbust al.[38], [39].

9) Cashler and Kelly proposed a two- step deployment con-
trol. A “time to wait” step determined the deployment
timing and a “severity” step evaluated crash severity

[40].

The direct measurement of occupant displacement is
not a reliable index of crash severity. However, in sev-
eral algorithms mentioned above, the predicted occupant
displacement derived from the acceleration signal is pro-
posed as a predictor to determine optimal timing. The
robustness of these algorithms depends on the accuracy
achievable in estimating the occupant displacement.

10) Mclverset al. suggested the use of multiple crash met- Realizing the common variables used in sensing algorithms,
rics. The metrics included the values of acceleration, asne can construct a potential algorithm by selecting a few of
celeration squared, sum of acceleration over a time plese variables from the list above. The understanding of phys-
riod, and the shape of velocity curve [41].

11) Sada and Moriyama proposed using adjustable velocitglps the validation process. However, figuring out the calcula-
thresholds. The adjustment of threshold was based tion steps for any of the variables is not trivial. The verification
physical quantities involving jerk, acceleration, velocitypf algorithms involves a considerable effort to tune or refine the
and displacement [42].

ical meanings behind these variables is important because it

selection of variables and their processing steps.
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The development of a sensing algorithm for crash sensit

typically proceeds in the following steps.
1) Select a set of candidate variables, which represent ph
ical connections to crash severity, and choose calculatis

y DBIEON

Barsar mned Conis
(L e TS

schemes for these variables. For example, one’s cani -
dates may be energy and jerk. Define the methods to Ci-pyiim
culate these two values. oo

2) Determine the proper sensor triggering time for eac
crash in the crash library with techniques explained i
Section Il. Include in the library crashes where no senst
triggering are allowed.

3) Process crash data for selected variables in each crast
to the triggering time.

4) Analyze the calculated data from (c) to identify a set o
threshold values for the candidate variables, which trig
_gers in time for dep_loym_ent cases and avoids trlggen%. 7. Transition from distributed sensing systems to single-point sensing
in nondeployment situations. systems.

5) If the identified threshold values meet requirements in all

6) ﬁr?\ihSSbﬁgzr?;?grt'mzsLsols;%;?52;”22:%25;32?5% d thcation. Another type of sensor, armir)g. sensor, is oftgn Ioca}ted
algorithm is incomplete. Either the calculation steps r%ec—%?ii th_e passenger compartment. -The |n|tlgt|on of an air bag in a

10 be revised or the vériables set need to be enhanc tributed se.nS|r'19'sys'tem requires the S|mulltaneous closurg of
Make adjustments and then repeat processes 1) throg [east one discriminating sensor a_nd an arming sensor. Arming

J peatp li%rﬁsors are used to prevent undesired deployment in faulty con-

4). ditions when local impacts occur to forward sensors but the im-

7) Ifnew crash data bec""_‘es ava_ulaple, apply the algonthragcts are not sufficient to cause a significant slowdown of the
and see if the sensor triggers in time. vehicle

i i Electrical contacts inside the crash sensors are bridged by
C. Sensor Placement Strategies and Design Issues resistors so that integrity of the firing and sensing loops can

With respect to the implementation of a sensing system orba monitored by circuit continuity without actually closing any
vehicle, an equally critical problem is where to place the sens@®snsor’s contacts. To diagnose and monitor multiple sensors and
and how these sensors work as a system. The first generatiotoofontrol triggering events in a sensing system, an electronic
sensing systems introduced in the last decade mostly emplaogoatrol unit (ECU) is typically included in a distributed system.
multiple-location or distributed system. Recently, an increasing2) Single-Point Sensingln a single-point system, a crash
number of platforms are adapting the concept of single-poisgnsor is integrated with a conventional ECU into one single
sensing, where a single sensor typically in the passenger camit. To provide a secure, robust, and noninterfering environ-
partment represents the whole sensing system. ment, the location is typically in the passenger compartment.

In addition to the number of sensors, there are other conskdg. 7 illustrates the transition from a distributed system into a
erations for sensor placement. For example, the sensor locasorgle-point system.
should experience minimum vibrations in normal or rough-road As pointed out in Section Ill, most mechanical sensors are
driving conditions. Obviously, the installation of sensors shoukpeed-dependent and they function by detecting the speed
not interfere or affect the operation or maintenance of othehange of a vehicle in collisions. On the other hand, electronic
components. For crush-zone locations, the mounting brackesehsors are designed to differentiate crash events by variables
the sensors must be attached to a sturdy structure. Front-baglond speed change. This specific distinction favors the use
sensor locations ideally are chosen so that they are reactivetelectronic sensors in single-point sensing systems. However,
various types of crashes, such as offset, angle or pole impaatgchanical sensors have also been found to perform satisfacto-
Sensors in the passenger compartment, although away fromrilyeon certain platforms in single-point configurations. These
crush zone, must be mounted on a frame location to effectivall-mechanical systems use mechanisms in place of electrical
receive the impulse to the frame of the vehicle for the sensordwcuits, therefore eliminating the needs for electrical wiring
function properly. and power supply [14], [19].

1) Distributed Sensing:To constitute a reliable and com- 3) Implementation Issues of Single-Point Sensing Con-
plete sensing system, conventional mechanical crash senseqst: Various crash types generate crash signals of distinct
are placed at more than one location of the vehicle. These dikaracteristics. Crashes under different conditions are some-
tributed systems typically consist of forward and rear sensotgnes referred to as hard or soft, depending on the “stiffness”
Forward (front) sensors, sometimes called crush-zone sensofsmpact interface. A head-on crash into a rigid barrier is a
are usually located in the engine compartment while rear sdrard crash, while an angular crash into a deformable obstacle
sors are located in the passenger compartment. is a soft one. The variations of crash types present considerable

Certain sensors in a distributed system are called discrinshallenges to crash sensing design. The challenge is particu-
nating sensors. Their task is to differentiate severe crashes friamty amplified in the implementation of single-point sensing
no-fire situations. They may be installed in a forward or rear 1§44]-[48].

Distributed Single Point
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A NO FIRE LOW SPEED BARRIER CRASH & A MEDIUM SPEED POLE CRASH
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Speed Change - 14 kmph barrier
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we == Speed Change - 26 kph center pole

| 77"

40

Deceleration (G), Speed (KMPH)

120
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Fig. 8. Comparision of a low-speed impact barrier crash and a medium-speed pole crash.

When a single crash sensor is used in the passenger compagnt is a good example of how different types of sensors can
ment, the sensor must recognize the crash signals transmittebeaised to supplement each other for a better design.
its location. Since hard and soft crashes present different pulse
shapes and magnitudes, the problem of crash sensing becopes.: .. ;
difficult in differentiating crashes near the threshold level Whefr?' Side Impact Sensing
bag deployment is not needed. For instance, a crash sensor maihe discussions up to this point have dealt primarily with
fail to discriminate a medium-speed soft crash from a margingtiash sensors intended for frontal collisions. This section covers
nondeployment hard crash. the topic of crash sensors for side impacts. Due to the distinct
As an illustration of crash signals in the passenger compdi¢atures of vehicle structure and collision dynamics, side im-
ment, Fig. 8 shows the acceleration pulses and the integrapedt characteristics are different from those in frontal collisions.
(speed) curves of two crashes. The first crash is a low-speed iffrese differences are reflected on the types of sensors suitable
pact barrier when no air bag deployment is needed while tf@ side impact restraints.
second is a medium-speed pole crash requiring deployment. If/olvo, with its 1995 850 model, was the first automobile
a comparison is made only in the speed curves, it can be sessmnufacturer to market side impact air bag systems as standard
that the second crash is at a level below the first crash until 6quipment [50]. BMWs were the first production cars with in-
ms into the crash event. flatable head protection systems (HPS) designed specifically to
If a speed-dependent sensor is used at this location, it may faibtect occupants’ heads in side impacts [51], [52]. In current
to detect the second crash in time. Therefore, the single-paamtd upcoming years, more automobile companies are expected
sensor must extract other information in the acceleration signadsoffer side air bag systems. [53]-[56]
to differentiate the two situations. For example, the accelera-The functioning sequence of side air bags is much faster
tion signal of the second crash in the 30—40-ms window showsan in frontal impacts. For targeted crash conditions, such as a
a higher degree of fluctuation and magnitude. An electrondB-km/h car-to-car impact, sensors need to trigger within 3-5
sensor must use algorithms to derive such properties, suchras while side bags are designed to inflate within 7—-15 ms.
jerk values, from the signal to be successful in crash discrinBeveral types of sensors have been proposed and developed for
nation. side-impact sensing, including mechanical switch, pressure,
Some design issues in single-point sensing lie in the unigaed acceleration. This section reviews a few examples and the
characteristics of a vehicle platform, such as in an applicatiassociated design issues.
for light-duty trucks [49]. It is common to have structural 1) Mechanical Crush SwitchAn example of a crush switch
and mass variations as much as 40% within a truck platforia.the one used by the Volvo system, SIPSBAG—side impact
This creates significant differences in crash signals for variopsotection system bag. The sensor is installed on the side frame
models at identical crash speeds. An additional difficulty aff the seat with the top facing toward the door. When a side im-
crash discrimination for trucks is the abuse environment, suphct causes the side door to deform inwards, the sensor reacts
as off-road vehicles, and add-on equipment such as snow plowkgn the incoming blow occurs with a sufficient speed and im-
push bumpers, or winches. An auxiliary mechanical sengoact force [57], [58].
placed in the crush zone can aid in the calibration of restraintOne concern with crush switches is whether pre-existing
system for nondeployment immunity. This proposed arrangdents or deformation will affect the sensitivity of the sensing
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system. The other design issue with the crush concept is thél) Design Approaches for Side-Impact Sensifig.increase
placement strategy. A switch installed at one selected locatithe reliability of a side-impact sensing system, two or more
is likely to miss localized impacts at other locations, suclypes of sensing methods may be combined. Candidate devices
as a pole collision at a distance from the switch. If switchds be used in a combination strategy may include crush and ac-
are spread over the side structure, measures must be takeceteration sensors [64]. To determine proper timing of restraint
prevent misfiring in nondeployment conditions. deployment, occupant sensors and seat belt lock sensors may be
2) Pressure SensorA different concept for side-impact involved [65].
sensing, using pressure sensors, was described by edaitl Another potential sensor placement strategy may incorporate
[12] The pressure sensor is located in the interior of the doarproximity sensor on the exterior of the vehicle. The prox-
structure. The door interior functions as a closed chambenity sensor, a radar or ultrasonic type, can detect an object ap-
which experiences a decrease in volume and an increaseplioaching and provide a preview signal for the impact sensor.
pressure at the time of impact. When the pressure exceedsSimce the proximity sensor only provides an alert signal, it must
threshold, a firing signal is given. be used in conjunction with other sensors to constitute a com-
A design issue arises when the deformation to the door caviilete system.
comes from an offset or pole impact such that the volume changeéAs more vehicles are equipped with frontal and side re-
is limited. The challenge of using pressure sensors lies in thigaints, the overall placement and functionality of various
differentiation between such impacts and minor or low-speaénsors will require increasing considerations. For a combined
vehicle-to-vehicle collisions. The proper pressure threshold caingle-point sensing of frontal and side impacts, the actuation
only be determined empirically. To prevent false signals frowf side restraints can be disabled if a frontal crash condition is
atmospheric pressure, the pressure sensor must measure theatysed [66]. The decision making in a multiple-restraint and
namic change of pressure variation, not a static increase. Emintegrated sensing system may translate into complicated
dynamic response of the pressure sensor must be able to reasign requirements and placement strategies.
to a pressure rise within a few milliseconds.
3) Acceleration SensorThe concept of using accelerom-
eter sensors is similar to that of employing electronic sensoi¥. ADVANCED AIR BAG SYSTEMS AND SENSING FUNCTIONS
for frontal air bag systems. Acceleration signals, measured at ) ) )
one or more locations of the vehicle, are processed by sensingVith the functional requirements of smart air bags proposed
algorithms and implemented in electronic circuits. If the prog0r future products, the task of crash sensing has become more
erties of the signals meet the criteria set by the algorithmsdgmanding and challenging. In this section, we will discuss the
firing signal is generated [12]. A number of inventions haveefinitions of smart air bags and the resultant implications for
been claimed in the use of acceleration signals for side-imp&t&sh sensing.
sensing [59]-[61]. Sensing algorithms in these side-impact sen-
sors involve the calibration of acceleration levels, fluctuatiom, Definition of Smart Air Bags

velocity, and energy levels. i )
One interesting implementation [62] suggested using Inrecent years, there have been a number of crashes involving

accelerometers mounted on opposite sides of a vehicle to sBpeupant fatalities and injuries due to air bag deployment. In the
plement each other in detecting side impacts. The accelerom@gisuit of solutions for these undesired side effects, the termi-
mounted on the driver’s side provides a discriminating sign@Plogy of “smart air bag systems” has been adopted for the next
in a driver-side impact while another accelerometer on tigi€neration of restraint systems. At times, they are referred to
passenger side yields an arming signal. The roles of bdh advanced air bag systems. Before proceeding further on dis-
sensors reverse if an impact occurs to the passenger sidecuasions of crash sensing, a clarification of what “smart air bag
another example [63], a third accelerometer mounted near gystems” imply is in order.
center of a vehicle was added to the concept. The occurrencd) Proposed Rulemaking by NHTS&n June 9, 1998, the
of a side impact is confirmed by a discriminating signal ofiransportation Equity Act for the 21st century (TEA-21) was
either side and an arming signal from the center location or tbigined into law. In addition to general National Highway Traffic
opposite side. The calculation of a six-point moving avera@afety Administration (NHTSA) policy direction, TEA-21
of acceleration is suggested as the threshold measure for fgndates a specific rulemaking schedule regarding advanced
discriminating signal and a three-point moving average for thgrbags. A press release on Sept. 14, 1998 gave more details on
arming signal. ~ the proposed rule. Some selected excerpts are given here.
Sensors for side air bags have an extremely short detection pe- “The proposal by the department's NHTSA would re-

riod Qf 3-5ms. For this reason, an integration routine in senSIngquire additional air bag system performance tests for pas-
algorithms may not be as significant as its physical representa-

tion in frontal collisions. Instead of taking the acceleration-inte- Senger cars and light trucks in order to provide maximum
grated value literally as a velocity variable, itis more meaningful protchon for properly seated adults and reduced rlsks_for
to assume that it is an indication of average acceleration durin nfa}nts, young chﬂ?ren and adults who get too close to in-
that period of time. Also, the placement of accelerometers and 2tng air bags. ...

their relative location to the point of impact influences what can The proposal is in NHTSA's Docket 98-4405. For informa-
be reflected in the acceleration signals. The use of acceleratimm about air bags and related rulemakings, visit the NHTSA
sensors requires careful quantification and verification by eweb site at http://www.nhtsa.dot.gov and select “air bags” under
periments. “popular information.”
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Advanced Air Bag Technology Assessment by
Under an agreement between NHTSA and National
nautics and Space Administration (NASA), the Jet
ulsion Laboratory (JPL) conducted an advanced air bag

technology assessment [67]. JPL attributed the cause of air

bag

injury to the design of current air bag systems and the

variability of the crash process. JPL envisions that air bags can

be s

afer and more protective with improvements in progress

and in years to come, including the following.

1)

2)

3)

Depowering, i.e., reducing the inflation rate and pressure,
was permitted in 1997 by an amendment to FMVSS 208.
Depowering, introduced in model year 1998, will reduce
the risk to small-stature drivers, out-of-position drivers
and front-seat passengers.

Some promising technologies may be available by
model year 2001, such as improved crash sensors, belt
use sensors, and seat position sensors. Other potential
improvements include belt spool-out sensors and static
proximity sensors to provide improved occupant posi-
tion determination. Improvements in response include
automatic suppression to prevent inflation, two-stage
inflators, compartmented bags, variable venting and
advanced safety belts. The last group of improvements
can provide more tailored response, especially for
out-of-position situations.

By model year 2003, occupant weight and position sen-
sors should be available to be used with sensors and re-
sponse capabilities previously developed.

TABLE IV
CURRENT PROBLEMS AND CORRECTIVE MEASURES IN SMART
AIR BAG SYSTEMS

Source of Problems Corrective Measures

Discrimination of
crash conditions not

Change sensor types;
Enhance sensing algorithms;

robust Adjust sensor placemen
strategies
Deployment Timing | Enhance sensor performance;
inappropriate Examine sensing placement
strategies;
Add timing features into
sensing algorithms
Use of restraints | Adopting multiple levels of
improper restraints;
Make selection of restraint
devices flexible; Improve
ECU to identify proper
restraint levels
Recognition of | Add occupant sensing
vehicle interior | capabilities for child-seat and
unavailable out-of-position situations

d) Out-of-position occupants seated too close to the mod-

ules housing of the air bags sustain injuries from the de-
ployment. Situations (c) and (d) result partially from the
sensing system failing to recognize conditions in the ve-
hicle interior.

Corresponding to the problems associated with current air
bags, corrective measures to improve their performance are

3) General Comments on Advanced Restrairtse author |isted in Table IV:
suggests a broad definition of smart air bag systems as followsgased on the discussions above, one may construct a smart

A system that deploys air bags at a level according to therestraint system by assembling the following elements.
conditions of the crashes, the vehicle, and the occupants to a) Smart Sensor:

mi
efi

nimize risks and to maximize occupant protection ben-
ts.

The sensor must be intelligent enough to differentiate
crash types and decide the proper timing of deployment.

Such a definition can be extended similarly for smart restraintb) Occupant Sensors:
systems:

A system that deploys safety restraint devices only to

The sensing system must possess the capability to iden-
tify occupant positions and the status of vehicle interior.

the extent that is needed according to the conditions of the €) Flexible Restraints:
crashes, the vehicle, and the occupants to minimize risks
and to maximize benefits.

The latter definition is expanded to include all sorts of occu-
pant protection devices, such as seat belts, pre-tensioners, ianaB) Control Unit:

able
4)
sma

devices, and head restraints.
Performance Requirements of Smart Air Bagnce
rt air bags are intended to provide improvements over

current products, it is necessary to first review the types e

of p

roblems associated with current systems. They can be

described as follows.

Different levels of restraints must be available to meet
various deployment conditions, including choice of re-
straints, e.g., belts or bags, and degree of deployment,
such as dual-stage or multiple-staged inflators.

The control unit must govern the performance of var-
ious sensors and command the use of flexible restraints
according to the sensor inputs.

) Communication Network:

A network connecting all elements within the system
must provide efficient and reliable communication to fa-

a) Premature bag deployment causes unnecessary injuries in cilitate data exchange and system control.

nondeployment situations, a consequence of the sensing
system failing to discriminate accident situations pro
erly.

Rs. crash Sensing for Smart Air Bags Systems

b) Late-deploying bags cause injuries or fatalities. In other Sensing systems in conventional systems are designed to dif-

words, the timing of deployment is improper.

ferentiate between deployment and nondeployment situations.

c¢) Child fatalities occur when children are situated or imSmart systems perform beyond that level and must recognize (a)

properly restrained in the path of a deploying bag.

crash situations, and (b) vehicle interior conditions. The ability
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to capture these two types of information allows the smart sys-d) Post-Impact Handling:
tems to adjust (a) the timing of deployment, and (b) the level of This last stage deals with tasks to mitigate the conse-
deployment accordingly. guences of an accident. For example, to increase the speed
1) Occupant SensingOccupant sensing is one of the key with which first responders react to the report of an acci-
technologies required in smart air bags. Essentially, its goalisto  dent, several manufacturers have begun providing com-
recognize the conditions within the vehicle interior that may af- munication services that utilize global positioning sys-
fect the performance of restraint systems. Occupant sensing can tems and wireless communication to send an SOS signal
help in situations such as rear facing child seats in the front pas-  when air bags are deployed.

senger seat and out-of-position occupants, or deployment sup3) System ElectronicsAs a result of the implementation of
pression in empty seats. sophisticated sensing systems, and an increase in the number

Several types of technologies have been suggested for otrestraint units and the types of sensors required, the network
cupant sensing [68]. Occupant weight can be sensed by saane associated electronics controlling the devices become more
means of determining seat deformation [69]. The distance m®mplex as well. In this new environment, the ECU may need
tween an occupant and an air bag module can be measuredcgommunicate with or respond to:
ultrasonic or infrared sensors [70]. Another approach uses a ca- Input:
pacitive detector that measures the change caused by the pres- Seat belt buckle switch, seat occupancy, rearward facing
ence of an occupant [71]. The variation of electric field caused child seat, out-of-position status, occupant weight, inflator
by the presence of occupants can also be used to obtain desired pressure and temperature, side-impact sensing status, de-
information about an occupant [72]. vice for diagnostics and pre-crash/early-crash sensing,

In most cases, several types of sensors are likely to be com- Output:
bined to produce a complete occupant sensing system. For ex-  Frontand side inflators, belt pre-tensioner, knee bolster,
ample, some proposed systems use ultrasonic along with in- warning lamp, fuel cutoff switch, door lock, emergency
frared sensors to identify vehicle interior patterns. Others sug- communication.
gest the use of capacitance or infrared sensors on the dashboafde limitation of ECU growth at a single location requires
in conjunction with weight sensors in seat cushions. In add- modular design and a distributed electronic system [76].
tion to ultrasonic, microwave, or optical technologies, occupaYl\fith standardization, modular design shogld.reduce the overall
sensing may also rely on seatbelt spool out and seat positR$tem development cycle and costs. A distributed system may
sensors to provide inputs to the electronic controller. include remote_ fmpg circuitry, which allows §qwl_3 activation

2) Integrated Sensing Systenishe role of crash sensing by a communication bus command, and intelligent nodes,

has expanded due to the demand of an advanced restrﬂ_mfch are stand-alone subsystems connected by a communica-

system. The objectives of the sensing system are not limit n channel_. Var_lous fo”‘f's Qf ”_‘Odu'a“ design with different
grees of intelligence distribution are allocated at selected

to just crash detection and discrimination, as provided . )
ations on the electronic network.

traditional crash sensors. At various stages of a crash, differen : : . .
he increased complexity of the restraint system also raises

parts work together in an integrated system to achieve a h't%he requirements on the in-vehicle network [77]. The major re-
level of safety performance.

. . . . uirements of a reliable and affordable network may include the
An integrated sensing system includes the following foq

. llowing.
functional stages [73]. . .
ges [73] a) Safety: such as fault tolerance and reliable and high-speed
a) Anticipation: communication.

This first stage involves the pre-impact estimation of b) Economy: simple circuitry for power extraction, electro-
eminent collision scenarios. For example, the information ~ magnetic compatibility to allow use of unshielded wires,
coming from radar or some type of proximity sensor can or power and data transmission on the same wires.
enhance the timeliness of sensor triggering [74], [75].  ¢) Flexibility: free network topology, wide-range number of

b) Confirmation and Discrimination: nodes, future extensions.

As a collision occurs, crash sensors are engaged in

the process of confirming or discriminating the measure@. Rollover Sensing

signals. Sensors are required to identify the types andone area that has not been elaborated, but may become an in-
severity of crashes so that a proper control command c@yrated part of a complete restraint system is rollover sensing
be issued for the next stage. and protection. Manufacturers are offering tubular and window-

c) Deployment Control: curtain types of air bags for side impact protection [51]-[56].

The functions of this stage are twofold. On one hangtven though these systems are mainly designed for side colli-

the control unit receives inputs from various sensors, suglbns, they may also provide protection in rollover accidents.
as crash discrimination and occupant position sensors\th these devices already in place, it provides an incentive to
establish conditions about the crash and the vehicle. @dd rollover sensing to passenger vehicles. The realization will
the other hand, the control unit commands the type depend on how quickly that the automobile and the public are
restraint, such as a pre-tensioner or an air bag, and teady to accept such standard or optional equipment at a reason-
degree of deployment, as in a multiple-stage inflator. able cost.
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Warning systems for vehicle rollover were first proposetestraint systems is moving in the direction of a “complete”
in 1970s and 1980s mainly for tractor-trailer combinationsystem design. Design for a complete system not only considers
[78]-[81]. The development and installation of safety devicdbe necessary components but also utilizes the full advantages
on light-duty vehicles only began to emerge in recent years [82f, each component. In an advanced or integrated system, the
[83]. For rollover protection, sensors function in two stage@dividual components must possess specific characteristics in
1) detection and warning and 2) protection device deploymentder to complement each other and to achieve optimal perfor-
Most of the existing literature emphasizes on the first stagmance.

Especially for the heavy truck and tractor-trailer platforms, the The design of occupant protection can be viewed as an “en-
rollover event initiates a considerable period of time ahead efgy management” problem [93], [94]. In the course of a colli-
the eventual turning-over of the vehicle. Therefore, warnirgjon, the restraint system responds to “manage” the kinetic en-
systems may allow the driver to take actions to avoid suehgy of the occupant. The objective is to dissipate this energy as
accidents. There is generally less time available for avoidingsmoothly as possible so that occupant injuries can be avoided
rollover in the case of passenger cars once the vehicle is alreadynitigated. The forces on the occupant should be low and the
entering the rollover mode. Thus, the utilization of rolloveexcursion of the occupant limited. Restraint force optimization
sensors for passenger cars is more applicable for the seceadks a balance between restraint force and occupant excursion.
stage, i.e., restraint deployment for occupant protection.

There have been a number of different sensors proposed or
developed for rollover detection, such as: 1) optical-electrical V. CONCLUDING REMARKS

tilt sensor [78]; 2) ultrasonic sensor [79]; 3) mechanical tile g fo)10ing observations can be made regarding the devel-
sensor [80]; and 4) strain sensor [81]. An integrated rOIIOV%bments in crash sensing during the last decade.

sensing system may include two or more kinds of sensing de—1 Crash ing technolodies h det q
vices. For example, some systems [82]-[84] used a combination ) Cras sensing technologies have made tremendous pro-
gresses, with restraint devices effectively mitigating con-

of several sensor types, including force sensor, pressure sensor, . .
sequences of vehicle accidents.

and accelerometer. Steinet al. presented a concept of using 2) Electroni lavi . . | d
acceleration and yaw rate sensors in rollover detection [85]. ) ectronic sensors are playing an increasing role an
taking a greater market share from the traditional

speed-sensing sensors.
D. Integration of Occupant Restraint Systems 3) New challenges lie ahead for crash sensing systems, with
new applications and innovations in safety devices for oc-
cupant restraint systems.
Future developments in crash sensing will require the in-

In recent years, there have been an increasing number of
studies that evaluate the effectiveness of air bags and sea&
belts. Studies were conducted to investigate the possibility ) _ . ; . _
of optimizing restraint forces with a combination of belts tegration of various technologies to achieve an optimal
and air bags. Improved and adjusted belt force limiters and level of performance.
the adjustable venting concept, or pressure-controlled airln order to forecast the directions of future developments of
bags, are proposed for smart restraints [86]-[88]. Working fifash sensing technologies, it is necessary to understand the
tandem, these systems may adjust the initial occupant-restr&iifids of air bags and occupant restraint evolution. It is already
interaction. apparent that smart air bags will require the integration of inno-

Other approaches have been suggested to improve the sys{éHye improvements in seat belts, inflators, and an assortment
performance of safety restraints. One design [89], for exampf¥,Sensing devices. What will likely to follow is that air bags
proposed the development of an air bag-integrated steerfome & part of a “friendly vehicle interior”. The goal of a
wheel, in order to optimize occupant protection when balanc8dly integrated system is to smartly manage the transition of
against out-of-position risks. Another area of restraint systeffnicle and occupant energies in accidents. A proper level of
design focused on the adaptability of an air bag module. P{Straint is applied so that an optimal level of damage mitiga-
rotechnically actuated venting offers an innovative method fgPn is achieved. Within the scope of this definition, sensing de-
regulating air bag inflation energy [90]. The recent introductioHc€S ywll serve the monitoring, d|agn05|s, and control functions
of inflatable tubular cushions in BMW models was anothdP @n integrated system. The continual demand for better ways
illustration of expanding use of air bag in an integrated restraif® €nsure occupant safety will stimulate further progresses in
system [54]. When the tubular bag is inflated, the diamettt€ design of occupant restraint systems. Along with this trend,
of the tube increases significantly and its length decreasg@sh-sensing technologies will remain a challenging area for
significantly, due to the orientation of the fibers comprisiny€ars ahead.
the braided tube. The contracting tube pretensions the seatbelt
system by pulling any slack out of the seat belt systems. Occu-
pant restraints are also expanded to include protection in rear
impacts. For example, an automatically adjusting head restraintrhe contents of this paper reflect the views of the authors who
system was proposed and developed to serve as a passive he@desponsible for the facts and the accuracy of the data pre-
restraint in the event of a rearward impact [91], [92]. sented herein. The contents do not necessarily reflect the offi-

What can be inferred from the studies or products mentioneidl views or policies of the associated organizations. This paper
above is that research and development efforts for occupdnts not constitute a standard, specification, or regulation.
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