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(57) ABSTRACT 

In image processing apparatus and method for displaying 
and printing a perSon image photographed by a digital 
camera, it is possible to automatically correct image data and 
output the perSon image of an optimum characteristic. In this 
apparatus, an image obtaining processor obtains the image 
data from a recording medium, a face region extraction 
processor extracts a face region of a person from the 
obtained image data, an image feature amount calculator 
calculates an image feature amount of the extracted face 
region, a correction effect inference processor inferS whether 
or not a correction effect can be obtained by correcting a 
characteristic of the image data, based on the calculated 
image feature amount, and an image correction processor 
corrects the characteristic of the image data based on the 
image feature amount and thus outputs post-correction 
image data when it is inferred that the correction effect can 
be obtained. 
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IMAGE PROCESSINGAPPARATUS, IMAGE 
PROCESSING METHOD, RECORDING MEDIUM 

THEREOF, AND PROGRAM THEREOF 
BACKGROUND OF THE INVENTION 

0001) 1. Field of the Invention 
0002 The present invention relates to an image process 
ing apparatus which corrects gradation and color reproduc 
tion characteristics of an image photographed (or shot) by a 
digital camera or the like, an image processing method 
which is applied to the image processing apparatus, a 
recording medium which Stores a program to execute the 
image processing method, and the program itself. 
0003 2. Related Background Art 
0004 Conventionally, in a case where an image photo 
graphed (or shot) by a digital camera is input into, e.g., a PC 
(personal computer) and the input image is displayed on a 
display such as a CRT (cathode ray tube) or printed by a 
printer Such as an inkjet printer as it is, there are Some cases 
where an image of optimum characteristics (e.g., lightness, 
color reproducibility, etc.) cannot be output. In these cases, 
the image characteristics are improved by controlling an 
exposure proceSS and improving a color process in the 
digital camera. For example, when a perSon is photographed 
against light, a face portion of the Subject (i.e., the person in 
question) might become dark, and/or the color of the face of 
the perSon in question might become yellowish due to 
adjustment of entire white balance. Particularly, it is desired 
to improve these characteristics in regard to a perSon image. 
Moreover, it is desired to reproduce a characteristic that 
human beings feel desirable, in regard to gradation repro 
ducibility and color reproducibility in a person's Skin region. 
0005 Incidentally, as methods of performing image data 
correction to obtain desirable color reproducibility in regard 
to a Specific Subject, the following technical methods are 
disclosed. That is, Japanese Patent Application Laid-Open 
No. 2001-092956 discloses a first proposal for the method of 
converting each representative color into a color character 
istic that human beings feel desirable. Besides, Japanese 
Patent Application Laid-Open No. 2001-238.177 discloses a 
Second proposal for the method of extracting a face region 
in image data photographed in a perSon mode and proceSS 
ing the extracted region So that a flesh color finishes beau 
tifully. 
0006. However, in the above first proposal, it is necessary 
to designate a specific target region in the image So as to 
determine the representative value, whereby there is a prob 
lem that an operation is complicated. Besides, in the above 
Second proposal, there is a problem that the image including 
the face region is complicatedly composed of an image that 
a process effect can be expected, an image that a proceSS 
effect cannot be expected, and further an image that brings 
about a reverse effect (hereinafter called a side effect). 
Therefore, in regard to the image processing apparatus 
which displays and prints the perSon image photographed by 
the digital camera, a demand for a function to automatically 
correct the image data and thus output the perSon image of 
an optimum characteristic increases. 

SUMMARY OF THE INVENTION 

0007 An object of the present invention is to be able to, 
by using an image processing apparatus which displays and 
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prints a person image photographed (or shot) by a digital 
camera, automatically correct image data and thus output the 
perSon image of an optimum characteristic. 
0008 Another object of the present invention is to be able 
to, in case of automatically correcting the image data by 
using the image processing apparatus which displays and 
prints the perSon image photographed by the digital camera, 
eliminate a Side effect due to the correction process in 
advance and thus output the perSon image of the optimum 
characteristic. 

0009. Other objects and features of the present invention 
will be apparent from the following description taken in 
conjunction with the accompanying drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0010 FIG. 1 is a block diagram showing the functional 
Structure of an image processing apparatus according to one 
embodiment of the present invention and also showing the 
Schematic Structure of an image processing System which 
includes the image processing apparatus; 
0011 FIG. 2 is a diagram showing a construction 
example of image information to be Stored in an image 
information database 12 shown in FIG. 1; 
0012 FIGS. 3A, 3B and 3C are diagrams showing a 
concrete example of the process by a face region extraction 
processing unit 14 shown in FIG. 1; and 
0013 FIG. 4 is a flow chart showing the operations of the 
image processing apparatus 2 and the image processing 
system 1 both shown in FIG. 1. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

0014. Hereinafter, one embodiment of the present inven 
tion will be described with reference to the accompanying 
drawings. 

0015. In the present embodiment, an image processing 
System will be explained by way of example. Here, in the 
image processing System, image data photographed (or shot) 
by a digital camera and recorded on a recording medium is 
Subjected to an image process based on an application 
program installed in an image processing apparatus Such as 
a PC or the like, and an image based on the processed image 
data is displayed on a display apparatus or printed by a 
printer. Besides, an image correction process to image data 
photographed in a person mode (in this mode, a person is 
included in a Subject) will be explained. 
0016 Incidentally, the person mode is one of plural 
photographing modes provided in the digital camera. In the 
perSon mode, optimum automatic control to photograph a 
person (i.e., automatic control of an exposure time, a white 
balance and the like) is performed. Besides, the plural 
photographing modes include, e.g., a landscape mode which 
is optimum to photograph a landscape. In the present 
embodiment, as an example of the image correction process 
to the image including the person (Subject), the image 
processing apparatus performs a process to correct a face 
region of the perSon So that it becomes an image of appro 
priate lightness. However, the present invention is not lim 
ited to this. 
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0017 First of all, the functional structure of the image 
processing apparatus according to the present embodiment 
and the Schematic structure of the image processing System 
which includes the image processing apparatus will be 
explained with reference to the attached drawings. FIG. 1 is 
a block diagram showing the functional Structure of the 
image processing apparatus according to the present 
embodiment and also showing the Schematic structure of the 
image processing System which includes the image proceSS 
ing apparatus. In FIG. 1, numeral 1 denotes an image 
processing System which includes an image processing 
apparatuS2, a display apparatus 4, and a printer 5. The image 
processing apparatus 2 reads image data from a recording 
medium 3 on which the image data photographed by a 
digital camera has been recorded, and performs an image 
process to the read image data, the display apparatuS 4 
displays an image obtained in the image process by the 
image processing apparatus 2, and the printer 5 prints the 
image obtained in the image process by the image proceSS 
ing apparatus 2. 

0.018 Incidentally, the image data and the like are 
recorded on the recording medium 3 which is detachable in 
regard to the digital camera. Therefore, when an interface is 
provided between the image processing apparatus 2 and the 
recording medium 3, the image processing apparatus 2 can 
read the image data from the recording medium 3. The 
display apparatus 4 is, e.g., a CRT, an LCD (liquid crystal 
display) or the like. Although it is not shown in FIG. 1, the 
image processing apparatus 2 is equipped with an input 
apparatus including a keyboard, a mouse and the like. 

0.019 Hereinafter, a series of processes beginning from 
the process that the digital camera records the image data on 
the recording medium 3 and ending to the process that the 
image processing System 1 outputs the image data to the 
display apparatus 4 or the printer 5 will be simply explained. 

0020. In the digital camera, the photographed image is 
recorded as the image data on the recording medium 3. AS 
that time, as well as the image data, photographing infor 
mation (or imaging information) is recorded as incidental 
information. For example, the photographing information 
includes focal distance information of a photographing lens, 
diaphragm value information of the photographing lens, 
exposure time information, exposure mode information, 
white balance mode information, flash ON/OFF informa 
tion, photographing mode information, and the like. On the 
recording medium3, the image data is ordinarily recorded as 
compression image data which has been compressed in a 
predetermined data format such as a JPEG (Joint Photo 
graphic Experts Group) format. Then, the image processing 
apparatus 2 expands the compression image data on the 
recording medium 3 according to a predetermined algorithm 
corresponding to the above compression method into image 
data of two-dimensional pixel arrangement composed of R 
(red), G (green) and B (blue) data. Subsequently, the image 
processing apparatus 2 displays the expanded image data on 
the display apparatus 4 and further prints it by the printer 5. 

0021. Then, the internal structure of the image processing 
apparatus 2 will be explained. Numeral 10 denotes a control 
unit which controls respective processing units and data 
flows in the image processing apparatus 2, and numeral 11 
denotes a recording medium interface (I/F) unit by which 
data is read/written from/to the recording medium 3. Con 
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cretely, the recording medium I/F unit 11 reads the image 
data and the photographing information from the recording 
medium 3. Numeral 12 denotes an image information data 
base in which the image data and the photographing infor 
mation read from the recording medium 3 by the recording 
medium I/F unit 11 are correlated with “image file name’ 
and Stored. 

0022 Here, a construction example of the image infor 
mation Stored in the image information database 12 will be 
explained. FIG. 2 is a diagram showing the construction 
example of the image information to be Stored in the image 
information database 12 shown in FIG. 1. As shown in FIG. 
2, various kinds of information are correlated with "image 
file name' which is an inherent file name of each image data 
and then Stored in the image information database 12. More 
specifically, “image data” is the image data itself of JPEG 
format which is specified in "image file name', and “pho 
tographing information' is the information which concerns 
the State of the digital camera when the image data Specified 
in "image file name' was photographed or shot. That is, 
“photographing information' includes photographing mode 
information, focal distance information of the photograph 
ing lens, diaphragm value information, exposure time infor 
mation, exposure mode information, white balance mode 
information, flash ON/OFF information and the like. 

0023 Besides, “data format information” is the informa 
tion concerning a data format (e.g., JPEG format) of the 
image data Specified in "image file name', an imageSize, the 
number of pixels (or resolution), and the like. Moreover, 
“photographing date and hour information' is the informa 
tion concerning date and time when the image data Specified 
in "image file name' was photographed and obtained, “cor 
rection history information' is the information concerning a 
history of the correction which was performed by the image 
processing apparatus 2 to the image data Specified in "image 
file name', and “post-correction image data' is the infor 
mation concerning post-correction image data which was 
obtained by the correction of the image processing apparatus 
2 to the image data Specified in "image file name'. 

0024. Then, the structure of the image processing appa 
ratus 2 will be again explained. Numeral 13 denotes an 
image obtaining processing unit (image obtaining means) 
which obtains through the recording medium I/F unit 11 the 
image data and the above photographing information from 
the recording medium 3 on which the image data indicating 
the image including the perSon has been recorded. The 
image data and the photographing information obtained by 
the image obtaining processing unit 13 are correlated with 
“image file name” and Stored in the image information 
database 12. Numeral 14 denotes a face region extraction 
processing unit which extracts the face region of the perSon 
from the image data obtained by the image obtaining pro 
cessing unit 13. Here, it should be noted that the detailed 
process of the face region extraction processing unit 14 will 
be explained later. 

0025 Numeral 15 denotes an image feature amount cal 
culation unit (image feature amount calculation means) 
which calculates an image feature amount of the face region 
extracted from the image data by the face region extraction 
processing unit 14. More specifically, the image feature 
amount calculation unit 15 calculates, as the image feature 
amount, a lightness distribution of the pixels in a flesh color 
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region and an area of the face region, on the basis of the 
image data. Here, it should be noted that the image data 
processed by the image feature amount calculation unit 15 is 
not limited to the image data obtained by the image obtain 
ing processing unit 13, that is, "image data” and “post 
correction image data' Stored in the image information 
database 12 may be used as the image data processed by the 
image feature amount calculation unit 15. 

0026. Numeral 16 denotes a correction effect inference 
processing unit (correction effect inference means) which 
infers whether or not a correction effect can be obtained by 
correcting characteristics (lightness, hue, etc.) of the image 
data, on the basis of the image feature amount calculated by 
the image feature amount calculation unit 15. Then, the 
correction effect inference processing unit 16 outputs an 
inference result (first inference result). More specifically, the 
correction effect inference processing unit 16 infers the 
effect of the correction in accordance with the size of the 
area of the face region calculated by the image feature 
amount calculation unit 15. That is, when the area of the face 
region is larger than a predetermined value, the correction 
effect inference processing unit 16 infers that the correction 
effect can be obtained. 

0.027 Numeral 17 denotes an image correction process 
ing unit. When it is inferred by the correction effect infer 
ence processing unit 16 that the correction effect can be 
obtained, the image correction processing unit 17 corrects 
the characteristic of the image data on the basis of the image 
feature amount, and then outputs the post-correction image 
data. 

0028 Numeral 18 denotes a photographing mode dis 
crimination processing unit (photographing mode discrimi 
nation means) which discriminates whether or not the pho 
tographing mode included in the photographing information 
obtained by the image obtaining processing unit 13 is the 
perSon mode. Numeral 19 denotes a correction proceSS 
control unit (correction process control means). When it is 
discriminated by the photographing mode discrimination 
processing unit 18 that the photographing mode included in 
the photographing information is the perSon mode, the 
correction process control unit 19 performs control to cause 
the face region extraction processing unit 14, the image 
feature amount calculation unit 15, the correction effect 
inference processing unit 16 and the image correction pro 
cessing unit 17 to perform the image data correction process. 
On the contrary, when it is discriminated by the photograph 
ing mode discrimination processing unit 18 that the photo 
graphing mode included in the photographing information is 
not the perSon mode, the correction process control unit 19 
performs control to cause the face region extraction pro 
cessing unit 14, the image feature amount calculation unit 
15, the correction effect inference processing unit 16 and the 
image correction processing unit 17 not to perform the 
image data correction process. 

0029 Symbol 1A denotes a face region correction pro 
cessing unit (face region correction means). Before the 
correction effect inference processing unit 16 infers the 
effect of the correction, the face region correction processing 
unit 1A corrects a characteristic of the face region and 
outputs post-correction face region data by using the image 
feature amount of the face region. At that time, the image 
feature amount calculation unit 15 calculates an image 
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feature amount of the post-correction face region from the 
post-correction face region data output by the face region 
correction processing unit 1A. 
0030 The correction effect inference processing unit 16 
infers whether or not the correction effect can be obtained 
and thus outputs an inference result (second inference 
result), by comparing the image feature amount before the 
correction with the post-correction image feature amount 
after the correction both calculated from the same face 
region by the image feature amount calculation unit 15. 
Incidentally, the face region correction processing unit 1A 
performs the process only to the face region of the image 
data which has been inferred as the first inference result (the 
Size of the area of the face region) by the correction effect 
inference processing unit 16 that the correction effect can be 
obtained. 

0031) Symbol 1B denotes an expansion processing unit. 
When the image data compressed in the JPEG format or the 
like is obtained by the image obtaining processing unit 13, 
the expansion processing unit 1B expands the compression 
image data according to a predetermined algorithm corre 
sponding to the above compression method into image data 
of two-dimensional pixel arrangement composed of the R, G 
and B data. Numeral 20 denotes a display processing unit 
which performs a process to display the image on the display 
apparatus 4, and numeral 21 denotes a print processing unit 
which performs a process to print the image by the printer 
5. By the above Structure, the image processing apparatus 2 
can perform the image correction process only when it is 
inferred that the correction effect can be obtained. 

0032. Next, a concrete example of the process by the face 
region extraction processing unit 14 will be explained with 
reference to the drawings. FIGS. 3A, 3B and 3C are 
diagrams showing the concrete example of the process by 
the face region extraction processing unit 14 shown in FIG. 
1. That is, first, the face region is extracted from the image 
data. Then, the face region extraction processing unit 14 
performs a low-pass filter process to the extracted image 
data and Simultaneously reduces the image (face region) to 
a predetermined image size. For example, when image data 
photographed by the digital camera and obtained from the 
recording medium 3 by the image obtaining processing unit 
13 is the data of 1280x960 pixels, the face region extraction 
processing unit 14 performs an average value process (low 
pass filter process) of 2x2 to the image data, whereby it is 
reduced to the data of 640x480 pixels. 
0033. Then, from the pixel values of the reduced image 
data, the face region extraction processing unit 14 extracts a 
Small region that R, G and B components are locally Small, 
as a candidate of an eye image region (hereinafter called eye 
candidate). More specifically, as shown in FIG.3A, the face 
region extraction processing unit 14 Sets the two extracted 
eye candidates as a pair of eye candidates, and checks 
uniformity of the pair of eye candidates, a brightness dif 
ference between the eye candidates in this pair, an angle of 
the line obtained between the eye candidates of this pair 
from a horizontal line, and the like. Thus, the face region 
extraction processing unit 14 discriminates whether or not 
the checked pair of eye candidates actually indicates the 
eyes of the perSon. Then, if it is discriminated by the face 
region extraction processing unit 14 that the extracted pair of 
eye candidates indicates the eyes, a pair of eye candidates 31 
is finally extracted. 
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0034) Moreover, as shown in FIG. 3B, the face region 
extraction processing unit 14 Sets a rectangular region 32 on 
the basis of parameters of predetermined position relation 
previously Set according to the two positions of the pair of 
eye candidates 31. Next, as shown in FIG. 3C, the face 
region extraction processing unit 14 determines a face 
region 33 based on the edge in the vicinity of the boundary 
of the rectangular region 32 and color information within the 
rectangular region 32. At that time, in regard to the edge, the 
face region extraction processing unit 14 discriminates 
whether or not an edge component exceeding predetermined 
intensity occupies the region of a predetermined width in the 
vicinity of the boundary of the rectangular region 32 by a 
predetermined ratio or more. Moreover, in regard to the 
color information, the face region extraction processing unit 
14 calculates an average value of the pixel values within the 
rectangular region 32, and then discriminates whether or not 
the calculated average value is within a previously Set flesh 
color region. If both the condition of the edge and the 
condition of the color information are Satisfied, the face 
region extraction processing unit 14 extracts the region in 
question as the face region 33. By using the above process, 
the face region extraction processing unit 14 extracts one or 
plural face regions 33 from one image data. 

0.035 Each of the processing units shown in FIG. 1 may 
be achieved by dedicated hardware. Moreover, each unit 
may be structured by a memory and a CPU so that the 
function of the unit is achieved by reading a program for 
achieving the function of each unit into the memory and then 
executing the read program by the CPU. Besides, the above 
program may be a part of an application program for the 
entire image process. Here, it is assumed that the above 
memory is made by a nonvolatile memory Such as a hard 
disk, a magnetooptical disk, a flash memory or the like, a 
recording medium such as a CR-ROM or the like from 
which only reading is possible, a volatile memory Such as 
the RAM 216 or the like, or a computer-readable/writable 
recording medium by the combination of these memories 
and recording media. 
0036) Next, the operations of the image processing appa 
ratus 2 and the image processing System 1 will be explained 
by way of example. 

0037 FIG. 4 is a flow chart showing the operations of the 
image processing apparatus 2 and the image processing 
system 1 both shown in FIG.1. In FIG. 4, it is assumed that 
the recording medium 3 in which the image data photo 
graphed and obtained in the perSon mode has been Stored is 
mounted on the recording medium I/F unit 11 before the 
operation Starts. Moreover, it is assumed that a file list of the 
image data Stored in the recording medium 3 is displayed on 
the display apparatus 4 So that a user can arbitrarily desig 
nate an appropriate file. 

0.038 Incidentally, when the user designates the appro 
priate file of the image data Stored in the recording medium 
3 by a mouse click or the like, the image obtaining process 
ing unit 13 obtains the image data together with the photo 
graphing information being the information concerning a 
photographing condition (Step S101). Thus, the image data 
and the photographing information are Stored in the image 
information database 12 of the image processing apparatus 
2. At that time, the expansion processing unit 1B expands the 
image data according to the predetermined algorithm cor 
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responding to the JPEG method into the image data of the 
two-dimensional pixel arrangement of the R, G and B 
values. 

0039 Then, the photographing mode discrimination pro 
cessing unit 18 discriminates whether or not the image data 
was photographed and obtained in the person mode, by 
referring to the photographing mode included in the photo 
graphing information incidental to the expanded image data 
(step S102). Here, when it is discriminated that the image 
data was obtained in the person mode (i.e., YES in the Step 
S102), the flow advances to a next step S103 under the 
control of the correction process control unit 19. On the 
contrary, when it is discriminated that the image data was 
photographed in a mode other than the person mode (i.e., 
NO in the step S102), the process in a step S103 and the 
Subsequent processes are not performed. That is, another 
process is performed under the control of the correction 
process control unit 19 in this case. Incidentally, although 
the image processing apparatus according to the present 
embodiment discriminates the perSon-included image with 
reference to the information concerning the photographing 
mode, the present invention is not limited to this. That is, it 
is preferably possible to use various methods of discrimi 
nating that a person (particularly a face portion of the 
person) is included in the image data. 
0040. The face region extraction processing unit 14 
extracts the face region 33 as shown in FIG. 3C from the 
image data obtained and expanded by the image obtaining 
processing unit 13 (step S103). Then, the image feature 
amount calculation unit 15 calculates the image feature 
amount being the feature amount of the image within the 
face region 33 extracted by the face region extraction 
processing unit 14 (step S104). More specifically, the image 
feature amount calculation unit 15 discriminates whether or 
not each pixel value within the extracted face region 33 
belongs to a predetermined flesh color region, and calculates 
a Statistics value indicating the lightness distribution of the 
pixels of the flesh color region. At that time, the lightness 
calculated by the image feature amount calculation unit 15 
is obtained by, for example, calculating the average value of 
the R, G and B values of each pixel. Moreover, as the above 
Statistics value, for example, the image feature amount 
calculation unit 15 calculates histograms, average values 
and distribution values of the lightness, hue and the like in 
regard to each pixel of the face region33, and calculates the 
total number of pixels included in the face region 33. 
Incidentally, the calculation of the image feature amount of 
the face region 33 by the image feature amount calculation 
unit 15 is performed to the entire face region 33 extracted by 
the face region extraction processing unit 14. 

0041) Next, the correction effect inference processing 
unit 16 infers whether or not the correction effect can be 
obtained from the image feature amount calculated by the 
image feature amount calculation unit 15 (step S105). More 
Specifically, the correction effect inference processing unit 
16 infers the correction effect in accordance with the area 
(i.e., the total number of pixels) of the face region 33 
calculated by the image feature amount calculation unit 15 
(first inference). The basis of the above inference will be 
explained as follows. 

0042. The image correction processing unit 17 performs 
the image correction So that the face region 33 extracted 
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from the image comes to have optimum lightness. At that 
time, for example, when the face of the perSon in the image 
is Small, to correct the extracted face region 33 So as to have 
the optimum lightness does not necessarily brings about a 
desirable image. Moreover, when the face region33 is Small, 
the image feature amount calculated by the image feature 
amount calculation unit 15 is easily influenced by noises in 
the image, whereby there is a fear that the image feature 
amount becomes an inaccurate value. As a result, when the 
image correction processing unit 17 performs the correction 
proceSS based on Such an inaccurate image feature amount, 
there is a fear that a side effect due to the image correction 
occurs. Therefore, when the area of the face region 33 is 
Smaller than a predetermined threshold value, it is inferred 
that the correction effect of the image cannot be expected. 

0.043 Here, it should be noted that the predetermined 
threshold value of the area of the face region 33 is previously 
obtained by checking the correlation between an effect (or 
no effect) of the correction process and the area in various 
kinds of image data. 

0044) Next, the face region correction processing unit 1A 
performs the correction process to the face region 33 of the 
image data that the correction effect inference processing 
unit 16 has inferred the effect of the correction based on the 
area of the face region 33, and then the face region correc 
tion processing unit 1A outputs the post-correction face 
region data. The image feature amount calculation unit 15 
calculates the post-correction image feature amount (includ 
ing a lightness histogram) being the image feature amount of 
the post-correction face region data output by the face region 
correction processing unit 1A. Then, the correction effect 
inference processing unit 16 inferS whether or not the 
correction effect can be obtained (second inference), by 
comparing the pre-correction lightness histogram and the 
post-correction lightness histogram both calculated from the 
Same face region by the image feature amount calculation 
unit 15. The basis of the above inference will be explained 
as follows. 

0.045 For example, when the person being the subject is 
wearing a hat or a cap, there is a shadow on a part of the face, 
and it is thus difficult to automatically correct the lightness 
of the face region, whereby it is impossible to Satisfactorily 
express a gradation of the Skin part of the perSon. In Such a 
case, if the image correction is performed, the shape of the 
lightness histogram in the face region highly changes. 
Therefore, the face region correction processing unit 1A 
previously performs the conversion of the pixel value in the 
image correction process performed by using the image 
feature amount of the face region, and the correction effect 
inference processing unit 16 compares the lightness histo 
grams before and after the process and infers the processing 
effect according to whether or not the histogram shape 
changes by a predetermined amount or more. 

0.046 Incidentally, when there are plural face regions, the 
image processing apparatus 2 infers the correction effect 
(Second inference) only in regard to the face region (large 
face region) which has been inferred that the correction 
effect can be obtained (first inference). Then, in the second 
inference, when there is the region that the correction effect 
cannot be expected or obtained, it is inferred that the 
correction effect cannot be obtained in the entire image, 
because there is a fear that a Side effect occurs. That is, it is 
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controlled not to perform the correction because there is the 
fear that the Side effect may occur in the large face region. 
0047 The image correction processing unit 17 obtains 
the parameters necessary in the lightness correction from the 
image feature amount of the face region, and then actually 
performs the image correction process (Step S106). At that 
time, as the parameters for the lightness correction, the 
parameters Same as those used in the correction by the face 
region correction processing unit 1A when it is inferred in 
the step S105 that the correction effect can be obtained are 
used. More specifically, the process of the image correction 
processing unit 17 to obtain the parameters for the lightness 
correction by using the image feature amount and then 
perform the image correction will be explained hereinafter. 

0048 First, in advance, a range of lightness of the flesh 
color that human beings feel desirable is checked in regard 
to each of various face images, and its center value and 
distribution value are parameterized as a target value of the 
lightness and Stored in the image correction processing unit 
17. For example, when it is assumed that the pixel value 
before the conversion is V, the pixel value after the conver 
Sion is v', an average value of flesh-color pixels in the face 
region is i, a standard deviation (Square root of the distri 
bution value) is 6, the center value of the target value of the 
lightness is i', and a Standard deviation thereof is 6', the 
image correction processing unit 17 obtains the pixel value 
v' according to an equation (1). 

0049. In this case, it is assumed that, when the pixel value 
v' exceeds=a predetermined range, the obtained pixel value 
v' is limited to the upper and lower limits of the predeter 
mined range. 

0050. The calculation according to the equation (1) is 
performed respectively to the R, G and B values of the pixels 
in the entire image. Incidentally, when there are the plural 
face regions, the parameters are obtained by using the 
average value of the image feature amounts in the respective 
face regions (large face regions) which have been inferred, 
based on, e.g., the areas, that the correction effect can be 
obtained. 

0051. The image data which has been subjected to the 
correction process by the image correction processing unit 
17 is displayed on the display apparatus 4 under the control 
of the display processing unit 20, whereby the user can 
confirm the contents of the image data. After then, the 
displayed and confirmed image data is printed by the printer 
5 (step S107). 
0052 AS explained above, the image processing appara 
tuS 2 can perform the correction process only when it is 
inferred that the image correction is effective. 
0053 Moreover, when the image data indicating the 
perSon image is corrected, it is possible to output the perSon 
image of the optimum characteristics by previously elimi 
nating the Side effects due to the correction proceSS. Thus, 
the correction effect is previously inferred, and the image 
data is corrected only in the case where it has been inferred 
that the correction effect can be obtained, whereby it is 
possible to automatically correct the perSon image data and 
output the perSon image of the optimum lightness and color 
reproducibility. 

Page 10 of 14



US 2004/0021779 A1 

0054) Next, another example of the operations of the 
image processing apparatus 2 and the image processing 
System 1 will be explained. Hereinafter, as a matter of 
convenience, it is assumed that the above example is called 
a proceSS example 1 and this example is called a proceSS 
example 2. In the proceSS example 2, when the image 
correction process is performed, a process of correcting the 
face region of the person to generate the image of an 
appropriate flesh color that human beings feel desirable is 
performed. Here, the image processing apparatus 2 in the 
proceSS example 2 has the same functional Structure as that 
of the image processing apparatus 2 shown in FIG. 1. 
Moreover, the proceSS in the process example 2 is basically 
performed according to the operation flow shown in FIG. 4, 
but the concrete processes corresponding to the Steps S104 
to S106 are different from those in the process example 1. 
Therefore, only these processes will be explained, and the 
explanation of other processes common to the proceSS 
example 1 will be omitted. 
0055. In the step S104, the image feature amount calcu 
lation unit 15 calculates the image feature amount from each 
pixel value within the face region 33 extracted by the face 
region extraction processing unit 14, according to the fol 
lowing processes. That is, first, the image feature amount 
calculation unit 15 discriminates whether or not each pixel 
value within the extracted face region 33 belongs to the 
predetermined flesh color region. Next, the image feature 
amount calculation unit 15 calculates the Statistics value 
indicating the lightness distribution of the pixels which have 
been judged to belong to the flesh color region. 
0056. For example, the image feature amount calculation 
unit 15 calculates a hue h according to an equation (2). 

0057. In this case, it is assumed that the symbols r, g and 
b respectively denote the R, G and B values of each pixel, 
and a possible range of the hue h is 0, 25). Moreover, as the 
Statistics value, for example, the image feature amount 
calculation unit 15 calculates the lightness and hue histo 
grams in regard to each pixel, the average value, the distri 
bution value, and the total number of pixels included in the 
face region 33. Incidentally, the above calculation of the 
image feature amount of the face region 33 by the image 
feature amount calculation unit 15 is performed to the entire 
face region 33 extracted by the face region extraction 
processing unit 14 in the step S103 of FIG. 4 (the above 
proceSS is the process corresponding to the Step S104 of the 
process example 1). 
0.058. The correction effect inference processing unit 16 
infers whether or not the correction effect can be obtained 
from the image feature amount calculated by the image 
feature amount calculation unit 15. First, the correction 
effect inference processing unit 16 infers the correction 
effect from the area (the total number of pixels) of the face 
region 33 calculated by the image feature amount calcula 
tion unit 15. This proceSS is the same as that in the proceSS 
example 1. Next, the face region correction processing unit 
1A performs the correction process to the face region 33 of 
the image data that the correction effect inference processing 
unit 16 has inferred the effect of the correction based on the 
area of the face region 33, and then the face region correc 
tion processing unit 1A outputs the post-correction face 
region data. 
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0059. The image feature amount calculation unit 15 cal 
culates the post-correction image feature amount (including 
the hue histogram) being the image feature amount of the 
post-correction face region data output by the face region 
correction processing unit 1A. Then, the correction effect 
inference processing unit 16 infers whether or not the 
correction effect can be obtained, by comparing the pre 
correction hue histogram and the post-correction hue histo 
gram both calculated from the same face region 33 by the 
image feature amount calculation unit 15. Incidentally, when 
there are the plural face regions 33, the correction effect is 
inferred only in regard to the face region 33 (large face 
region) which has been inferred that the correction effect can 
be obtained based on the inference of the area. Then, when 
there is the face region 33 that the correction effect cannot 
be expected or obtained, it is inferred that the correction 
effect cannot be obtained in the entire image, because there 
is a fear that the side effect occurs (the above process is the 
process corresponding to the Step S105 of the proceSS 
example 1). 
0060 Next, the image correction processing unit 17 
obtains the parameters for the color correction from the 
image feature amount of the face region 33, and then 
actually performs the following image correction process. At 
that time, as the parameters for the color correction, the 
parameters Same as those used in the correction by the face 
region correction processing unit 1A when it is inferred that 
the correction effect can be obtained are used. More spe 
cifically, in advance, a range of hue of the flesh color that 
human beings feel desirable is checked in regard to each of 
various face images, and its center value and distribution 
value are parameterized as a target value of the hue and 
Stored in the image correction processing unit 17. 
0061 For example, when it is assumed that hue of the 
pixel before the correction is h, hue thereof after the cor 
rection is h", average hue of the flesh color in the face region 
33 is it, a Standard deviation (Square root of the distribution 
value) is 6, the center value of the target value of the hue 
is it, and a standard deviation thereof is 6', the image 
correction processing unit 17 obtains the hue h' according to 
an equation (3). 

h'=kxh+in'-i k=676, (3) 

0062. In this case, when the hue h' exceeds the range 0, 
26, the phase of the hue h' is shifted by 360 so that the hue 
h' is Set in this range. 
0063) Next, the image correction processing unit 17 
obtains the R, G and B component values in regard to each 
pixel So that the lightness and Saturation values before the 
correction are maintained and the hue component is Set to 
have the value after the calculation of the equation (3). Such 
a proceSS is performed to the entire image. Incidentally, 
when there are the plural face regions 33, the parameters are 
obtained by using the average value of the image feature 
amounts in the respective face regions 33 (large face 
regions) which have been inferred, based on, e.g., the areas, 
that the correction effect can be obtained (the above process 
is the process corresponding to the Step S106 of the process 
example 1) 
0064. As described above, according to the present 
embodiment, before the image correction is actually per 
formed, the image processing apparatuS2 inferS based on the 
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area of the face region whether or not the correction effect 
can be obtained. Then, only when it is inferred that the 
correction effect can be expected (obtained), the image 
processing apparatus actually performs the image correc 
tion. Therefore, the image processing apparatus 2 can avoid 
performing the correction process in Such a case where the 
correction effect cannot be expected because the face region 
is relatively Small. Moreover, the image processing appara 
tuS 2 can avoid performing the correction proceSS also in a 
case where the correction process tends to be easily influ 
enced by noises caused when the image is obtained. 

0065 Besides, before the image correction process, the 
image processing apparatus 2 confirms how the histogram of 
the face region changes due to the image correction and then 
infers based on the confirmed result whether or not the 
correction effect can be obtained. Therefore, the image 
processing apparatus 2 can avoid the Side effect that the 
gradation of the face region cannot Satisfactorily be 
expressed by the image correction. Moreover, the image 
processing apparatuS 2 operates only in a case where the 
photographing mode information incidental to the image 
data indicates the perSon mode, whereby it is possible to 
avoid erroneously applying the correction process to a 
landscape image or the like. 

0.066 Although the correction process is performed by 
converting the entire image based on the equation (1) or (3) 
in the present embodiment, the present invention is not 
limited to this. That is, for example, the correction proceSS 
may be performed only in the face region 33 extracted in the 
step S103. Moreover, in regard to the region other than the 
face region 33, the image processing apparatus 2 may 
perform the correction process of a Small extent as compared 
with the correction process to the face region 33. Besides, 
when the plural face regions 33 are extracted, the image 
processing apparatus 2 may obtain the parameter in each 
face region 33 and thus perform the image correction 
process to each face region 33 based on the corresponding 
parameter. 

0067. Although the above image processing system 1 
consists of the image processing apparatus 2, the display 
apparatus 4 and the printer 5, the present invention is not 
limited to this. That is, the image processing apparatus 2 
may include the display apparatus 4, or the printer 5 may be 
omitted. Besides, although the image processing apparatus 2 
handles the image data photographed by the digital camera, 
the present invention is not limited to this. That is, when the 
image processing apparatus 2 has a function to connect with 
a network Such as Internet or the like, it may use image data 
obtained through the network as the image data. In addition, 
the image processing apparatus 2 may use, as the image data, 
data obtained as Still image data of one frame from moving 
image data taken by a Video camera. Incidentally, the printer 
5 may be equipped with a processing unit to achieve the 
function of the image processing apparatuS 2. 

0068 Moreover, in a case where the program to achieve 
the functions of the processing units shown in FIG. 1 is 
recorded on a computer-readable recording medium, the 
processing units may be operated by reading the program 
from the recording medium, and writing the read program 
into a computer System So as to operate the processing units. 
Here, it should be noted that the computer System includes 
an operation System (OS) and hardware Such as peripheral 
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devices and the like. Besides, the computer System includes 
a homepage providing environment (or homepage display 
ing environment) in a case where a WWW (World Wide 
Web) system is used. 
0069 Moreover, it should be noted that the computer 
readable recording medium includes a portable medium 
Such as a flexible disk, a magnetooptical disk, a ROM, a 
CD-ROM or the like, and a storage such as a hard disk or the 
like built in the computer System. Besides, the computer 
readable recording medium includes a medium, holding the 
program for a certain time, Such as a volatile memory (e.g., 
RAM) in the computer System acting as a server or a client 
when the program is transmitted through the network Such 
as the Internet or a communication line Such as a telephone 
line. 

0070 Moreover, the program may be transmitted from 
the computer System, in which the program has been Stored 
in the Storage or the like, to another computer System 
through a transmission medium or a transmission wave in 
the transmission medium. Here, it should be noted that the 
transmission medium for transmitting the program is the 
medium Such as the communication network (e.g., the 
Internet) or the communication line (e.g., the telephone line) 
which has a function to transmit information. Besides, the 
program may be a type of achieving a part of the above 
function. In addition, the program may be So-called a 
difference file (difference program) which can achieve the 
above function by the combination with the program already 
recorded in the computer System. 
0071 Moreover, a program product such as a computer 
readable recording medium on which the above program has 
been recorded is applicable as the embodiment of the present 
invention. Here, it should be noted that the above media Such 
as the program, the recording medium, the transmission 
medium and the program product are all included in the 
Scope of the present invention. 
0072 AS above, the embodiment of the present invention 
has been explained in detail with reference to the attached 
drawing. However, the concrete Structure of the present 
invention is not limited to the above embodiment but is also 
applicable to other embodiments. That is, many apparently 
and widely different embodiments of the present invention 
can be made without departing from the Spirit and Scope 
thereof, and it is to be understood that the present invention 
is not limited to the Specific embodiments thereof expect as 
defined in the appended claims. 
What is claimed is: 

1. An image processing apparatus comprising: 
image obtaining unit, adapted to obtain image data from 

a recording medium on which the image data has been 
recorded; 

face region extraction unit, adapted to extract a face 
region of a person from the image data obtained by Said 
image obtaining unit; 

image feature amount calculation unit, adapted to calcu 
late an image feature amount of the face region 
extracted from the image data by Said face region 
extraction unit; 

correction effect inference unit, adapted to infer whether 
or not a correction effect can be obtained by correcting 
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a characteristic of the image data, based on the image 
feature amount calculated by Said image feature 
amount calculation unit, and to output a first inference 
result based on the inference, and 

image correction unit, adapted to, in a case where it is 
inferred by said correction effect inference unit that the 
correction effect can be obtained based on the first 
inference result, correct the characteristic of the image 
databased on the image feature amount and thus output 
post-correction image data. 

2. An image processing apparatus according to claim 1, 
wherein 

a photographing apparatus for photographing a Subject 
and thus obtaining the image data includes plural kinds 
of photographing modes, a perSon mode which is 
optimum to photograph the perSon is included in the 
plural kinds of photographing modes, and, in a case 
where photographing information including informa 
tion concerning the photographing mode has been 
recorded together with the image data on the recording 
medium, Said image obtaining unit obtains the photo 
graphing information together with the image data from 
the recording medium, and 

Said image processing apparatus further comprises 
photographing mode discrimination unit, adapted to 

discriminate whether or not the photographing mode 
included in the photographing information obtained 
by Said image obtaining unit is the perSon mode, and 

correction proceSS control unit, adapted to, only in a 
case where it is discriminated by Said photographing 
mode discrimination unit that the photographing 
mode is the person mode, control Said face region 
extraction unit, Said image feature amount calcula 
tion unit, Said correction effect inference unit and 
Said image correction unit to perform a correction 
process of the image data. 

3. An image processing apparatus according to claim 1, 
wherein Said image feature amount calculation unit calcu 
lates at least an area of the face region as the image feature 
amount, and 

Said correction effect inference unit infers the correction 
effect from the area of the face region calculated by Said 
image feature amount calculation unit and thus outputs 
the first inference result. 

4. An image processing apparatus according to claim 1, 
further comprising face region correction unit, adapted to, in 
a case where it is inferred by Said correction effect inference 
unit that the correction effect can be obtained based on the 
first inference result, correct a characteristic of the face 
region and thus output post-correction face region data by 
using the image feature amount of the face region, 

wherein Said image feature amount calculation unit fur 
ther calculates a post-correction image feature amount 
being an image feature amount of the post-correction 
face region data output by Said face region correction 
unit, 

said correction effect inference unit further infers whether 
or not the correction effect can be obtained and thus 
outputs a Second inference result, by comparing the 
image feature amount before the correction with the 
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post-correction image feature amount after the correc 
tion both calculated from the same face region by Said 
image feature amount calculation unit and then cor 
recting the compared result, and 

in a case where it is inferred by Said correction effect 
inference unit that the correction effect can be obtained 
based on the Second inference result, Said image cor 
rection unit corrects the characteristic of the image data 
based on the image feature amount and then outputs the 
post-correction image data. 

5. An image processing apparatus according to claim 4, 
wherein the image feature amount and the post-correction 
image feature amount are Statistical distributions of pixel 
data in the face region. 

6. An image processing apparatus according to claim 5, 
wherein the statistical distribution of the pixel data is a 
lightness histogram indicating a distribution of lightness of 
each pixel or a hue histogram indicating a distribution of hue 
of each pixel. 

7. An image processing apparatus according to claim 4, 
wherein Said image correction unit corrects the characteristic 
of the image data by using a parameter used in the correction 
by Said face region correction unit. 

8. An image processing method comprising: 
a first Step of obtaining image data from a recording 
medium on which the image data has been recorded; 

a Second Step of extracting a face region of a person from 
the image data obtained in Said first Step; 

a third step of calculating an image feature amount of the 
face region extracted from the image data in Said 
Second Step; 

a fourth Step of inferring whether or not a correction effect 
can be obtained by correcting a characteristic of the 
image data, based on the image feature amount calcu 
lated in Said third Step, and of outputting a first infer 
ence result based on the inference, and 

a fifth Step of, in a case where it is inferred in Said fourth 
Step that the correction effect can be obtained based on 
the first inference result, correcting the characteristic of 
the image databased on the image feature amount and 
thus outputting post-correction image data. 

9. An image processing method according to claim 8, 
further comprising: 

a face region correction Step of, in a case where it is 
inferred in Said fourth Step that the correction effect can 
be obtained based on the first inference result, correct 
ing a characteristic of the face region and thus output 
ting post-correction face region data by using the image 
feature amount of the face region; 

a feature amount calculation Step of calculating a post 
correction image feature amount being an image fea 
ture amount of the post-correction face region data 
output in Said face region correction Step; and 

a correction effect inference Step of inferring whether or 
not the correction effect can be obtained and thus 
outputting a Second inference result, by comparing the 
image feature amount before the correction with the 
post-correction image feature amount after the correc 
tion both calculated from the same face region respec 
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tively in Said Second Step and Said image feature 
amount calculation Step and then correcting the com 
pared result, 

wherein, in a case where it is inferred in Said correction 
effect inference Step that the correction effect can be 
obtained based on the second inference result, said fifth 
Step corrects the characteristic of the image databased 
on the image feature amount and then outputs the 
post-correction image data. 

10. A computer-readable recording medium which 
records a program for causing a computer to execute: 

a first Step of obtaining image data from a recording 
medium on which the image data has been recorded; 

a Second step of extracting a face region of a person from 
the image data obtained in Said first Step; 

a third Step of calculating an image feature amount of the 
face region extracted from the image data in Said 
Second Step; 

a fourth Step of inferring whether or not a correction effect 
can be obtained by correcting a characteristic of the 
image data, based on the image feature amount calcu 
lated in Said third step, and of outputting a first infer 
ence result based on the inference, and 

a fifth Step of, in a case where it is inferred in Said fourth 
Step that the correction effect can be obtained based on 
the first inference result, correcting the characteristic of 
the image databased on the image feature amount and 
thus outputting post-correction image data. 

11. A computer-readable recording medium according to 
claim 10, further recording a program for causing the 
computer to execute: 

a face region correction Step of, in a case where it is 
inferred in Said fourth Step that the correction effect can 
be obtained based on the first inference result, correct 
ing a characteristic of the face region and thus output 
ting post-correction face region data by using the image 
feature amount of the face region; 

a feature amount calculation Step of calculating a post 
correction image feature amount being an image fea 
ture amount of the post-correction face region data 
output in Said face region correction Step; 

a correction effect inference Step of inferring whether or 
not the correction effect can be obtained and thus 
outputting a Second inference result, by comparing the 
image feature amount before the correction with the 
post-correction image feature amount after the correc 
tion both calculated from the same face region respec 
tively in Said Second Step and Said image feature 
amount calculation Step and then correcting the com 
pared result, and 

an output Step of, in a case where it is inferred in Said 
correction effect inference Step that the correction effect 
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can be obtained based on the Second inference result, 
correcting the characteristic of the image databased on 
the image feature amount and then outputting the 
post-correction image data. 

12. A program for causing a computer to execute: 
a first Step of obtaining image data from a recording 
medium on which the image data has been recorded; 

a Second Step of extracting a face region of a person from 
the image data obtained in Said first Step; 

a third step of calculating an image feature amount of the 
face region extracted from the image data in Said 
Second Step; 

a fourth Step of inferring whether or not a correction effect 
can be obtained by correcting a characteristic of the 
image data, based on the image feature amount calcu 
lated in Said third Step, and of outputting a first infer 
ence result based on the inference, and 

a fifth Step of, in a case where it is inferred in Said fourth 
Step that the correction effect can be obtained based on 
the first inference result, correcting the characteristic of 
the image databased on the image feature amount and 
thus outputting post-correction image data. 

13. A program according to claim 12, for further causing 
the computer to execute: 

a face region correction Step of, in a case where it is 
inferred in Said fourth Step that the correction effect can 
be obtained based on the first inference result, correct 
ing a characteristic of the face region and thus output 
ting post-correction face region data by using the image 
feature amount of the face region; 

a feature amount calculation Step of calculating a post 
correction image feature amount being an image fea 
ture amount of the post-correction face region data 
output in Said face region correction Step; 

a correction effect inference Step of inferring whether or 
not the correction effect can be obtained and thus 
outputting a Second inference result, by comparing the 
image feature amount before the correction with the 
post-correction image feature amount after the correc 
tion both calculated from the same face region respec 
tively in Said Second Step and Said image feature 
amount calculation Step and then correcting the com 
pared result, and 

an output Step of, in a case where it is inferred in Said 
correction effect inference Step that the correction effect 
can be obtained based on the Second inference result, 
correcting the characteristic of the image databased on 
the image feature amount and then outputting the 
post-correction image data. 
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