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IMAGE MANIPULATOR FOR A CAMERA 

BACKGROUND 

0001 Digital photography has revolutionized the way 
many consumers handle their photographs. Once the prov 
ince of professional photography, photo editing has become 
commonplace on home computers through the use of editing 
software and the ease of transferring digital photos onto the 
home computer. Consumers can readily remove red eye, as 
well as enlarge or crop digital photos. However, some con 
sumers remain unpersuaded of the benefits of digital photog 
raphy and continue to prefer film photography. 
0002 For those hooked by the allure of digital photogra 
phy, the digital camera also has altered the way people take 
pictures, as one can instantly view a digital image on a display 
of the digital camera. Some conventional digital cameras 
even let the user enhance the image directly from the display 
of the digital camera. In these conventional digital cameras, a 
software-driven menu is viewable on the display of the cam 
era, along with an input device, to facilitate enhancing the 
digital image at the display of the camera. For example, a user 
is able is change a border of the image or apply colorization 
effects to the image. However, these conventional digital 
cameras are fairly limited in their ability to enhance the image 
via the display of the camera. Accordingly, this limitation, 
among other limitations, frustrates consumers that are anx 
ious to maximize their new found freedom in digital photog 
raphy. 
0003. Given the demand for digital photography and a 
desire to convert those still adhering to conventional film 
photography, camera manufacturers continually strive to 
improve their customers control over their digital photo 
graphs. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0004 FIG. 1 is a perspective view of a camera, according 
to an embodiment of the invention. 

0005 FIG. 2A is a schematic illustration of a method of 
editing an image on a display of a camera, according to an 
embodiment of the invention. 

0006 FIG. 2B is a schematic illustration of a method of 
editing an image on a display of a camera, according to an 
embodiment of the invention. 

0007 FIG. 3 is a block diagram of an editing monitor, 
according to an embodiment of the invention. 
0008 FIG. 4A is a schematic illustration of a grid selector 
in a method of editing an image, according to an embodiment 
of the invention. 

0009 FIG. 4B is a schematic illustration of a spot selector 
in a method of editing an image, according to an embodiment 
of the invention. 

0010 FIG.4C is a schematic illustration of a cursor selec 
tor in a method of editing an image, according to an embodi 
ment of the invention. 

0011 FIG. 5A is a schematic illustration of a geometric 
pattern selector in a method of editing an image, according to 
an embodiment of the invention. 

0012 FIG. 5B is a schematic illustration of a body part 
selector in a method of editing an image, according to an 
embodiment of the invention. 

Oct. 2, 2008 

0013 FIG. 6 is a flow diagram of a method of editing an 
image on a display of a camera, according to an embodiment 
of the invention. 

DETAILED DESCRIPTION 

0014. In the following detailed description, reference is 
made to the accompanying drawings which form a part 
hereof, and in which is shown by way of illustration specific 
embodiments in which the invention may be practiced. In this 
regard, directional terminology, such as “top” “bottom. 
“front,” “back.” “leading.” “trailing.” etc., is used with refer 
ence to the orientation of the Figure(s) being described. 
Because components of embodiments of the present inven 
tion can be positioned in a number of different orientations, 
the directional terminology is used for purposes of illustration 
and is in no way limiting. It is to be understood that other 
embodiments may be utilized and structural or logical 
changes may be made without departing from the scope of the 
present invention. The following detailed description, there 
fore, is not to be taken in a limiting sense, and the scope of the 
present invention is defined by the appended claims. 
00.15 Embodiments of the invention are directed to a sys 
tem and a method for editing an image directly at a display 
screen of a camera. In one embodiment, the display screen 
includes two independent screen portions adjacent to each 
other so that two different images are viewable on the display 
screen in a side-by-side relationship or a top-to-bottom rela 
tionship. In other words, a first photographic image is view 
able in a first screen portion while a different second photo 
graphic image is viewable in a second screen portion adjacent 
to the first screen portion. In one aspect, the first image is 
selected for viewing by scrolling through a plurality of 
images accessible from the memory of the camera while the 
second image is also selected by scrolling through the same 
plurality of images (or a different plurality of images). How 
ever, the scrolling of the images in the first screen portion is 
controlled separately from the scrolling of the images in the 
second screen portion. In addition, in another embodiment, 
the second image is a generally continuous live image cap 
tured via a lens of the camera. 
0016. In one embodiment, a target portion of the first 
image on the first screen portion is identified for manipula 
tion. A swapping function accessible at the user interface of 
the camera is initiated to substitute a corresponding portion of 
the second image on the second screen portion for the target 
portion of the first image on the first screen portion. The 
camera includes a selection mechanism, such as a touch 
screen or cursor, for identifying the target portion of the first 
image and/or the corresponding portion of the second image. 
Other embodiments of the selection mechanism are described 
later. 
0017. Once the substitution has been made from the sec 
ond image to the first image, an operator has the discretion to 
invoke a pan function to enable the operator to move the 
substituted portion of the first image in an up, down, left, or 
right direction within the first image to position the substi 
tuted portion in the desired location within the first image. In 
another aspect, the user interface includes a Zoom function to 
enable the operator to resize (enlarge or reduce) the substi 
tuted portion within the first image relative to the other por 
tions of the first image. 
0018. In one embodiment, the first image and the second 
image are both accessed from a memory of the camera, Such 
as an internal memory or a removably insertable memory 
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card. In another embodiment, the first image is accessed from 
the memory of the camera while the second image is a live 
image obtained via a lens of the camera. In one aspect, this 
live image comprises a Substantially live image viewable on 
the second screen portion via a buffer mechanism of the 
memory that repeatedly refreshes the second screen portion 
with images being captured in real time by the lens of the 
camera. Upon identifying an attractive live image, the user 
locks onto the live image viewed in the second screen portion 
and then initiates one or more editing functions, such as a 
Swapping function or other manipulations, on the second 
“live image and the first image. 
0.019 Embodiments of the invention, such as a dual screen 
scrolling capability and/or live image editing, expands the 
frontier in digital photography by enabling significant 
manipulation of images directly at the user interface of the 
camera. In particular, this direct manipulation capability cre 
ates an immediate feedback loop to enable the photographer 
to discern, while the photographer is still in the field, whether 
the images they have obtained are adequate to perform the 
image manipulation (e.g., Swapping) or whether additional 
images should be captured to achieve the desired image 
manipulation. In some instances, this direct manipulation 
capability, made possible via the dual scrolling mechanism, 
enables the photographer to completely dispense with later 
editing at a computer. In one aspect, this direct manipulation 
capability is further enhanced in the above-described live 
image capture mode, in which the operator views a first static 
image in the first screen portion and views a live image in the 
second screenportion to make a real time comparison relative 
to the first static image. 
0020. In contrast, a photographer using a conventional 
camera would have to wait until they transferred the images to 
a computer and then perform the desired manipulations or 
editing operations. Only at that time would the photographer 
know whether or not the images are adequate for the intended 
manipulation of the images. Moreover, even if the operator 
attempted to compare different images at the camera, the 
conventional single screen display of the camera would pre 
vent simultaneous comparison of two different images for 
editing purposes. 
0021. These embodiments, and additional embodiments, 
are described in detail in association with FIGS. 1-6. 
0022 FIG. 1 is a perspective view of camera 10, according 
to one embodiment of the invention. As illustrated in FIG. 1, 
camera 10 includes body 12, lens 14, and viewfinder 16 with 
body 12 including a user interface 20. In one aspect, camera 
10 comprises memory 50 as an internal memory 52 and/or a 
removably insertable memory card 54, which is receivable 
into slot 56 of camera body 12. 
0023. In one aspect, user interface 20 comprises a display 
screen 22 including first window 24 (i.e., first screen portion) 
displaying first image 28 and second window 26 (i.e., second 
screen portion) displaying second image 29. In one embodi 
ment, user interface 20 comprises a graphical user interface 
also viewable on display screen 22 of camera 10 (FIG. 1). 
First image 28 and second image 29 are accessed via user 
interface 20 from memory 50 of camera 10. In one embodi 
ment, as illustrated in FIG. 1, first window 24 of screen 22 is 
in a side-by-side relationship with second window 26 of 
screen 22. In another embodiment, first window 24 of screen 
22 is arranged in a top-to-bottom relationship relative to sec 
ond window 26 of screen 22 so that first window 24 is dis 
posed vertically above second window 26. 
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0024. In one aspect, as illustrated in FIG. 1, images 28, 29 
fill only a portion of their respective first and second windows 
24, 26 to also enable viewing and/or operation of menu func 
tions 30 via display screen 22. Menu functions 30 are 
described later in association with editing monitor 200 of 
FIG. 3. In another aspect, images 28, 29 are sized to substan 
tially fill the respective first and second windows 24, 26 of 
display screen 22 and menu functions 30 are viewable within 
first window 24 and/or second window 26 at the discretion of 
the operator upon selective activation. 
0025 Inanother embodiment, the images 28, 29 and menu 
functions 30 viewable in display screen 22 are also displayed 
on a smaller scale within viewfinder 16, consistent with the 
manner in which conventional cameras Synchronize the dis 
play of a viewfinder and a display on the body of the camera. 
0026. In one embodiment, display screen 22 comprises a 
single liquid crystal display (LCD) that is partitioned via a 
software algorithm into first window 24 and second window 
26. In another embodiment, display screen 22 comprises two 
separate display screens arranged adjacent to each other so 
that first window 24 comprises a display screen that is physi 
cally independent of a display Screen defining second window 
26. 

0027. In one embodiment, as illustrated in FIG. 1, display 
screen 22 comprises a touch screen 25 to permit the user to: 
(1) activate a function from menu functions 30 viewable on 
display Screen 22; (2) select a target portion or Substitute 
portion of an image for manipulation; and (3) control Scroll 
ing within first window 24 or second window 26. The user 
performs functions directly on the touchscreen 25 via a stylus 
ortheir finger. In another embodiment, display screen 22 does 
not comprise a touch screen 25. 
0028. Accordingly, in one aspect, user interface 20 com 
prises input device 40 configured for controlling, among 
other things, images 28, 29 viewed on display screen 22 as 
well as navigation and activation of menu functions 30. In one 
embodiment, input device 40 includes buttons 42A, 42B, 
42C, 42D arranged in a 4-way rocker configuration to Sur 
round central push button 46 with each button 42A-46 
assigned to control a particular function of camera 10. 
0029. In one embodiment, display screen 22 is operable in 
a dual scroller mode in which a plurality of first images 28 are 
viewable in first window 24 of display screen 22 and a plu 
rality of second images 29 are viewable in second window 26 
of display Screen 22. In this dual scroller mode, an operator 
uses input device 40 and/or touchscreen 25 to regulate scroll 
ing of the first images 28 within first window 24 (as repre 
sented by directional arrow A) and regulates, independent of 
first window 24, scrolling of the second images 29 within 
second window 26 (as represented by directional arrow B). 
0030. In one embodiment, buttons 42A, 42B of input 
device 40 are assigned to control scrolling of first images 28 
within first window 24 and buttons 44A, 44B are assigned to 
control Scrolling of second images 29 within second window 
26, or vice versa. In another embodiment, only one set of 
buttons (buttons 42A and 42B) or (buttons 44A and 4.4B) 
control scrolling for both first and second windows 24, 26 
with one of the other buttons of input device 40 or touch 
screen 25 activating which window is in active scrolling 
mode. In addition, in another aspect, menu functions 30 avail 
able via touchscreen 25 (as supported by editing monitor 300 
of FIG. 3) include a scrolling control input to control scrolling 
within first window 24 and second window 26. 
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0031. In another embodiment, one or more buttons 42A 
4.4B of input device 40 is relocated to be positioned adjacent 
to each of the respective first or second windows 24, 26 for 
controlling scrolling with those respective windows. 
0032. Accordingly, via the scrolling functions described 
above, user interface 20 of camera 10 enables an operator to 
select of a pair of images for manipulation on display Screen 
22. 

0033 FIG. 2A is a schematic view of display screen 22 of 
camera10 (FIG. 1) illustrating a method 100 of manipulating 
an image viewable on a display of a camera, according to one 
embodiment of the invention. As illustrated in FIG. 2A, a first 
image 102 is viewable on first window 24 of display screen 22 
of camera 10 and a second image 110 is viewable on second 
window 26 of display screen 22. First image 102 comprises a 
first portion 104 and a second portion 106, while second 
image 110 comprises a first portion 112 and a second portion 
114. In one embodiment, first image 102 comprises a person 
with first portion 104 comprising a body and second portion 
106 comprising a head of the person while second image 110 
comprises a person with first portion 112 comprising a body 
and second portion 114 comprising a head of the person. In 
another embodiment, first image 102 and/or second image 
110 comprise any one of an unlimited range of living things, 
objects, etc. instead of a person. 
0034. In one embodiment, a target portion 120, such as 
second portion 106 of first image 102, is selected for manipu 
lation via a cursor tool 134 and/or a touch screen mechanism 
132 in association with user interface 20, as described in more 
detail in association with FIG. 3. After selection of target 
portion 120, first image 102 is manipulated via a Swapping 
function 130 of user interface 20 in which second portion 114 
of second image 110 is substituted in place of second portion 
106 (the target portion 120) of first image 102. As described 
later in association with FIGS. 3-5B, the swapping function 
130 operates in association with auto recognition function 
230 and other functions of editing monitor 200 to match the 
target portion 120 with the substitute portion (e.g. second 
portion 112). In another embodiment, after selection of target 
portion 120, a different function for manipulating target por 
tion 120 is applied to first image 102 using a portion of second 
image 110. 
0035. In another embodiment, the substitute portion, such 
as second portion 114 of second image 110 is identified via 
the touch screen mechanism 132 or cursor tool 134 and then 
the Swapping function is applied in a “pull” mode to replace 
target portion 120 (second portion 106 of first image 102) 
using the identified Substitute portion. 
0036 FIG. 2B is a schematic view illustrating display 
screen 22 of camera 10 (FIG. 1) after second portion 114 of 
second image 110 has been substituted for second portion 106 
offirst image 102. As illustrated in FIG.2B, after execution of 
the Swap function 130, display Screen 22 displays first image 
102 including the first portion 104 and a new second portion 
114 obtained from second image 110. In one embodiment, as 
illustrated in FIG. 2B, the substituted second portion 114 of 
first image 102 is modified via a magnifying tool 140 to either 
enlarge or shrink second portion 114 relative to first portion 
104 of first image 102. In another embodiment, a pan tool 142 
is used at the discretion of the operator to reposition the 
substituted second portion 114 of first image 102 in an up, 
down, left or right direction relative to first portion 104 of first 
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image 102. In one aspect, the pan tool 142 and/or the magni 
fying tool 140 is controlled via user interface 20 of camera 
(FIG. 1). 
0037. In another embodiment, another mode of swapping 
function 130 is employed in which second portion 106 of first 
image 102 is switched with second portion 114 of second 
image 110 so that a modified first image 102 includes second 
portion 114 and first portion 104 and a modified second image 
110 includes second portion 106 and first portion 112. 
0038 Moreover, swapping function 130 is not limited to 
manipulation of second portions 106, 114 of first and second 
images 102,110, respectively, but is applicable to any portion 
of first and second images 102.110. In addition, application 
of swapping function 130 is not limited to the geometries 
shown in FIGS. 1-2B (e.g., circular and rectangular shapes) 
but extends to a full range of geometrical shapes, some of 
which are further described in association with FIGS. 3-5B. 

0039. In one embodiment, as described above, the first 
image 102 and second image 110 comprise different images 
while in another embodiment, first image 102 and second 
image 110 comprise the same image or Substantially the same 
image. 
0040 FIG. 3 is a block diagram illustrating an editing 
monitor 200 of camera 10, according to one embodiment of 
the invention. 

0041 As illustrated in FIG. 3, editing monitor 200 com 
prises selection module 202, source module 204, manipula 
tion module 206, memory 50, controller 280, and display 
module 208 with user interface 270. 

0042. In one embodiment, user interface 270 of editing 
monitor 200 is configured to enable selection and control of 
the various components, parameters, functions and modules 
of editing monitor 200 to facilitate manipulating images on 
display screen 22. Moreover, the various components, param 
eters, functions, and modules of editing monitor 200 illus 
trated in FIG.3 represent actual functions supported by soft 
ware, firmware, hardware, etc. as well as displayable and 
selectable features of user interface 270. For example, in one 
embodiment, user interface 270 of editing monitor 200 forms 
a portion of and/or operates in association with user interface 
20 of camera 10 illustrated in FIG. 1. Finally, in one embodi 
ment, the components, parameters, functions, and modules of 
editing monitor 200 are not strictly limited to the arrangement 
shown in FIG.3 and are arrangeable into different combina 
tions to achieve the same functions described herein. 

0043. Selection module 202 of editing monitor 200 facili 
tates selection of target portions and Substitution portions of 
images (on display Screen 22 of camera 10) to be manipu 
lated. In one embodiment, as illustrated in FIG. 3, selection 
module 202 comprises touch function 210 with stylus func 
tion 212, cursor function 214, grid function 216, spot function 
218, and highlight function 236. Selection module 202 also 
comprises auto recognition function 230 including body part 
function 232 and geometric array function 234. 
0044 Touch function 210 of editing monitor 200 provides 
touch screen functionality for display screen 22 with stylus 
function 212 permitting a user to apply a stylus on display 
screen 22 to manipulate images on display screen by activat 
ing the various functions, parameters, and modules of editing 
monitor 200. Cursor function 214 provides control over 
images on display 222 via a cursor-type navigation element 
controllable via input device 40 (FIG. 1), as further described 
in association with FIG. 4C. 
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0045. In one embodiment, grid function 216 of selection 
module 202 facilitates identifying a target portion of an image 
on display screen 22 by selectingaportion of a grid on display 
screen 22 that corresponds to the target portion of the image, 
as further described in association with FIG. 4A. In another 
embodiment, grid function 216 additionally comprises a pixel 
parameter 217 to activate a pixel mode of grid function 216 in 
which each grid location corresponds to a pixel of the image 
or to a pixel of the screen display, respectively, as further 
described in association with FIG. 4A. 
0046. In another embodiment, spot function 218 facili 

tates identifying a target portion of an image on display Screen 
22 by positioning a resizable spot on display screen 22 to 
correspond to the target portion of the image, as further 
described in association with FIG. 4B. 
0047 Auto recognition function 230 of selection module 
202 of editing monitor 200 provides automatic recognition of 
specific shapes or items within an image to facilitate selection 
of that specific shape or item for manipulation. In one 
embodiment, auto recognition function 230 operates in asso 
ciation with body part parameter 232 to automatically recog 
nize a body part of a person or animal (e.g., a head, foot, arm, 
leg, torso, hand, etc.) within an image to be manipulated, as 
further illustrated and described in association with FIG. 5B. 
In another embodiment, auto recognition function 230 oper 
ates in association with geometric array parameter 234 to 
recognize a geometric shape (from among an array of geo 
metric shapes) within an image to be manipulated, as further 
described in association with FIG. 5A. 

0.048. In one embodiment, selection module 202 com 
prises a highlight function 236 which provides control over 
the manner in which the target portion of the first image 102 
and/or the substitute portion of the second image 110 is rec 
ognized on the display screen 22. In one aspect, highlight 
function 236 causes the target portion or the substitute portion 
to be visually identifiable via a colored overlay (e.g., green, 
gray, etc.) and/or a shape overlay (e.g., dashed circular or 
other shaped outline around the selected portion) to make it 
easy for the operator to recognize the selected portion (e.g., 
target portion or Substitute portion). 
0049. As illustrated in FIG.3, in one embodiment, source 
module 204 of editing monitor 200 comprises live function 
240 and memory playback function 246 with live function 
including capture function 242. Source module 204 enables 
the operator to determine the type of images to be used for 
manipulation. In particular, live function 240 enables the 
operator to compare a live image (obtained via lens 14 of 
camera 10 in FIG. 1) with a static image from memory 50 of 
camera 10 with the live image and the static image being 
arranged on the first and second windows 24, 26 of display 
screen 22. Once the desired live image is created via the skill 
of the operator with camera 10, capture function 242 is imple 
mented to freeze or lock onto that live image for use in 
Swapping a portion of the locked live image for a portion of 
the static image. 
0050 Memory playback function 246 facilitates the 
operator's use of memory 50 to sort through and identify a 
static image for use in image comparison and manipulation 
on display screen 22 of camera 10. In one embodiment, edit 
ing monitor 200 acts in association with memory 50 (as 
previously described in association with FIG. 1) and/or is 
stored within memory 50. 
0051. As illustrated in FIG. 3, in one embodiment, 
manipulation module 206 of editing monitor 200 comprises 
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swap function 260, pan function 262, target function 264, 
resize function 266, color function 267, resolution function 
268 and image quality function 269. In one embodiment, after 
identification of a first image and second image via the selec 
tion module 202 of editing monitor 200, swap function 260 
comprises a mechanism controllable by the operator to Sub 
stitute a portion of second image for a selected target portion 
of the first image without the second image being modified, as 
previously described in detail in association with FIGS. 
2A-2B. In another embodiment, by activating the Swap func 
tion 260, the target portion of the first image and the substitute 
portion of the second image are completely switched for each 
other. 

0052. In one embodiment, the substitution portion of the 
second image replaces a target portion of the first image 
having a Substantially similar shape and size (e.g. a human 
head) as the substitution portion. In other embodiments, the 
Substitution portion (e.g., a tree branch) of the second image 
replaces a target portion (e.g., a dog) of the first image that is 
substantially different in type, size and/or shape than the 
Substitution portion. 
0053 Pan function 262 provides control over a position of 
a target portion or a substitution portion of an image within 
first window 24 or second window 26 of display screen by 
permitting the operator to move the portion (target or Substi 
tution) in an up, down, left, or right direction relative to 
remaining portions of the image being manipulated. In one 
embodiment, target function 264 enables the operator to ini 
tiate and manually control, via the tools of selection module 
202, selection of the target portion of the image to be manipu 
lated. In one embodiment, resize function 266 provides con 
trol over a size of a target portion or a Substitution portion of 
an image within first window 24 or second window 26 of 
display screen by permitting the operator to either enlarge or 
shrink the portion (target or Substitution) relative to remain 
ing portions of the image being manipulated. 
0054. In one aspect, color function 267 of manipulation 
module 206 provides control over the color of an entire first 
image 102 or second image 110, as well as portions of those 
images. The color function 267 controls whether the first 
image 102 or the second image 110 is a black-and-white 
image or a color image, as well as controlling the intensity of 
colorization and/or tinting of color in the image. 
0055. In one embodiment, color function 267 is employed 
in association with a Swapping function 260 prior to manipu 
lation of the images. In one non-limiting example, via user 
interface 20 the operator is able to manipulate a first image 
and a second image, where the second image is a copy of the 
first image except with the second image being black and 
white and the first image being color. In this example, a black 
and white portion (e.g., a person's head) from the second 
image is Substituted in place of a corresponding color portion 
(e.g., a person's head) of the first image, or vice versa. When 
the first image and the second image are substantially the 
same, except for their colorization, the manipulated image 
will not need to be adjusted (e.g., via Zooming, panning, 
adjusting resolution, etc.) because the first image and the 
second image already have the same general characteristics. 
Moreover, in another non-limiting example, portions of a first 
color image and a second black-and-white image (or vice 
Versa) are Swapped even when the first image and the second 
image are different images (i.e., not copies of each other). 
0056. In one embodiment, resolution function 268 of 
manipulation module 206 provides control to adjust the reso 
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lution of each respective first image and second image to 
facilitate matching the resolution of a Substitute portion of a 
second image 110 relative to the resolution of a target portion 
of a first image 102. Accordingly, by using the resolution 
function 268, a manipulated first image will include a gener 
ally consistent resolution despite incorporating a Substituted 
portion from a second image having a different resolution 
than the original first image. 
0057. In one embodiment, image quality function 269 of 
manipulation module 206 provides control over various 
qualities of the image. Such as the contrast, Saturation, tone, 
white balance, etc., on display screen 22 (FIG. 1) to enable the 
operator to either match these qualities between the substi 
tuted portion and the image into which it is received or to 
match these qualities between the entire first and second 
images. This matching is implemented either before or after a 
manipulation of the first image and the second image. In 
another embodiment, this same image quality function 268 is 
implemented to intentionally mismatch these qualities (e.g., 
contrast, Saturation, tone, white balance, etc.) between the 
substitute portion and the image into which it is received or to 
mismatch these qualities between the entire first image and 
the second image. Accordingly, with this feature, the operator 
is provided further artistic license via user interface 20 of the 
camera to perform creative manipulations of images directly 
at the camera 10. 

0058. In one embodiment, controller 280 of editing moni 
tor 200 may be implemented inhardware, software, firmware, 
or any combination thereof. The implementation may be via 
a microprocessor, programmable logic device, or state 
machine. Additionally, components of the editing monitor 
200 may reside in software on one or more computer-readable 
mediums. The term computer-readable medium as used 
herein is defined to include any kind of memory, volatile or 
non-volatile, such as floppy disks, hard disks, CD-ROMs, 
flash memory, read-only memory (ROM), and random access 
memory. 
0059 FIG. 4A is a plan view of a grid selector function300 
of a display screen of a camera, according to one embodiment 
of the invention. In one embodiment, grid selection function 
300 operates in association with grid function 216 of selec 
tion module 202 of editing monitor 200 (previously described 
in association with FIG. 3) to identify a portion of an image to 
be manipulated via a Swap function or other editing function. 
0060. As illustrated in FIG. 4A, display screen 302 of 
camera 10 corresponds to either one of two sides of display 
screen 22 in FIG.1. In one aspect, display screen 302 includes 
a grid 304 defining an array of gridportions 306 and a selected 
grid portion 310. In use, grid selection function 300 is acti 
vated for manipulating an image viewable in display Screen 
302, causing grid 304 to be overlaid onto the image. A target 
portion of the image is identified for manipulation via high 
lighting and selecting a grid portion 310 (from the array 304 
of grid portions 306) that corresponds to the target portion of 
the image. 
0061. In one embodiment, pixel parameter 217 of the grid 
function 216 (FIG.3) is activated so that each gridportion 306 
of grid array 304 (FIG. 4A) corresponds to each pixel of the 
window (first window 24 or second window 26) of display 
screen 22 (FIG. 1) and the operator then selects multiple grid 
portions 306 to identify the grid portion 310 as the target 
portion of the image (in the first window 24 or second window 
26 as viewed on the display screen 22). In this arrangement, 
the resolution for selecting grid portions 306 is limited by the 
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resolution of the display screen, such as 320x240. In one 
embodiment, the pixels are selected via touchscreen 25 (FIG. 
1) in which a stylus (e.g., stylus parameter 212 of selection 
module 202) handled by the operator is used to contact the 
pixels to be selected. 
0062. In another embodiment, pixel parameter 217 of the 
grid function 216 (FIG. 3) is activated so that each grid 
portion 306 of grid array 304 corresponds to each pixel of the 
image (stored in memory 50 or in live mode) and the operator 
selects multiple grid portions 306 to identify the grid portion 
310 that designates the target portion of the image in the first 
window 24 or the second window 26. However, because the 
resolution of the image (e.g., 2048x1536) is substantially 
greater than the resolution of the display (e.g. 320x240), a 
Zoom function (e.g., Zoom function 140 in FIG. 2B, resize 
function 266 in FIG. 3) is activated to magnify the area of 
interest on the image (as viewed via display Screen 22) to 
enable the user to select grid portions 306 as pixels at the 
resolution of the actual image. Because user interface 20 
includes a dual scrolling feature via independent first and 
second windows (24, 26), each image in the respective sepa 
rate windows is independently magnifiable to facilitate the 
selection and manipulation of the respective images. 
0063. This arrangement provides precision marking of the 
target portion of the first image when the lower resolution of 
the display screen would otherwise hinder identifying fine 
features of the first image as the target portion, as well as 
providing precision identification or marking of the Substitute 
portion of the second image when the lower resolution of the 
display screen would otherwise hinder identifying fine fea 
tures of the second image as the Substitute portion. Accord 
ingly, these arrangements insure that once the manipulated 
image is printed in its normal resolution, as opposed to the 
screen resolution available via user interface 20 of camera10, 
the proper manipulation or Substitution will have taken place. 
As in the prior arrangement, a stylus is used to select (via 
touch screen 25 of display screen 22) the pixels that identify 
the target portion and/or substitute portion. In addition, in 
another embodiment, resolution function 268 of manipula 
tion module 206 of editing monitor 200 in FIG. 3 is used, in 
association with grid function 216 as illustrated in FIG. 4A, to 
substantially match the resolution of the respective first and 
second images during pixel identification and/or after pixel 
identification. 

0064 FIG. 4B is a plan view of a spot selection function 
325 of a display screen of a camera, according to one embodi 
ment of the invention. In one embodiment, spot selection 
function 300 operates in association with spot function 218 of 
selection module 202 of editing monitor 200 (previously 
described in association with FIG. 3) to identify a portion of 
an image to be manipulated via a Swap function or other 
editing function. As illustrated in FIG. 4B, display screen 327 
corresponds to either one of two sides of display screen 22 of 
camera 10 shown in FIG.1. In one embodiment, spot selec 
tion function 325 comprises a spot 330 that is movable about 
display screen 327 to highlight a target portion of an image on 
display screen 327 to be manipulated. 
0065. In one aspect, spot selection function 325 comprises 
apan function 332 to move the spot 330 about display screen 
327 to the target portion to be highlighted. Once the spot 330 
is in the proper location, a manipulation function Such as 
swap function 260 of editing monitor 200 (FIG. 3) is acti 
vated. In another aspect, spot selection function 325 com 
prises a Zoom function 334 to enlarge or shrink, respectively, 
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the spot 330 to resize the spot 330 to insure that the identified 
target portion corresponds to the size of the portion of the 
image to be manipulated. 
0066 FIG. 4C illustrates operation of a cursor function 
350, according to one embodiment of the invention. In one 
embodiment, cursor function350 operates in association with 
cursor function 214 of selection module 202 of editing moni 
tor 200 (previously described in association with FIG. 3) to 
identify a portion of an image to be manipulated via a Swap 
function or other editing function. As illustrated in FIG. 4C, 
cursor function 350 enables an operator to drive or move a 
cursor 351 to form a line 352 and thereby trace a pattern 354 
corresponding to the size and shape of target portion of an 
image to be manipulated. Pattern 354 is formed in any shape 
of pattern, Such as rectangular, irregular, triangular, star 
shaped, etc. corresponding to the shape of the intended target 
portion of the image to be manipulated. 
0067 FIG. 5A illustrates a geometric identifier function 
400, according to one embodiment of the invention. In one 
embodiment, geometric identifier function 350 operates in 
association with geometric array function 234 of selection 
module 202 of editing monitor 200 (previously described in 
association with FIG. 3) to identify a portion of an image to be 
manipulated via a Swap function or other editing function. As 
illustrated in FIG.5A, geometric identifier function 400 com 
prises an array of geometric patterns 410, 412, 414, 416 that 
are used to find a target portion of an image having a shape 
and/or size corresponding to one of the geometric patterns 
410-416. In one aspect, the array comprises a rectangular 
pattern 410, a triangular pattern 412, a circular pattern 414, 
and a polygon pattern 416 (e.g., a pentagon, hexagon, octa 
gon, etc.), as well as other definable geometric shapes. A size 
of each geometric pattern 410-416 on the display screen is 
controllable via a Zoom function, such as Zoom function 140, 
334 previously described in association with FIGS. 2B and 
4B, respectively. In another aspect, a position of each geo 
metric pattern 410-416 on the display screen is controllable 
via a pan function, Such as pan function 142, 332, as previ 
ously described in association with FIGS. 2B and 4B, respec 
tively. 
0068 FIG. 5B is a plan view of a body part function 420, 
according to one embodiment of the invention. In one 
embodiment, body part function 400 operates in association 
with body part function 232 of selection module 202 of edit 
ing monitor 200 (previously described in association with 
FIG. 3) to identify a portion of an image to be manipulated via 
a Swap function or other editing function. 
0069. As illustrated in FIG. 5B, body part function 420 is 
used to identify a target portion of an image for manipulation 
where the image corresponds to a human body. Accordingly, 
body part function 420 comprises a pattern of a human body 
including a head portion 422, arms 424A, 424B, torso 426. 
and legs 428A, 428B. The entire pattern, or one of the indi 
vidual portions 424A-428B, is resizable or positionable about 
a display screen via a Zoom function (e.g., Zoom function 
140,334 in FIGS. 2B, 4B) or pan function (e.g., pan function 
142, 332 in FIGS. 2B, 4B). The body part function 400 
simplifies the task of identifying target portions of an image 
(to be manipulated) that correspond to a human body. More 
over, body part function 400 is configurable to identify any 
human body part, Such as hair, toes, fingers, back, elbow, 
knee, etc. and is not expressly limited to the body parts spe 
cifically identified by reference numerals in FIG. 5B. 
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(0070 FIG. 6 is a flow diagram of a method 500 of manipu 
lating an image, according to one embodiment of the inven 
tion. In one embodiment, method 500 is performed using one 
or more of the embodiments described in association with 
FIGS. 1-5B. In another embodiment, method 500 is per 
formed using other devices and systems. As illustrated in FIG. 
6, at 502 method 500 comprises selecting two images and 
arranging the two images side-by-side on a display screen of 
a camera. At 504, a target portion of a first image of the two 
images is identified for manipulation and then the method 
includes activating Substitution of a portion of the second 
image that generally corresponds in size, shape, or type rela 
tive to the target portion of the first image. At 506, the sub 
stituted portion of the first image is repositioned and/or 
resized relative to the original portions of the first image. 
0071 Embodiments of the invention ease manipulation of 
images by providing a mechanism to perform the manipula 
tion between two different images directly at the display of 
the camera. 
0072 Although specific embodiments have been illus 
trated and described herein, it will be appreciated by those of 
ordinary skill in the art that a variety of alternate and/or 
equivalent implementations may be substituted for the spe 
cific embodiments shown and described without departing 
from the scope of the present invention. This application is 
intended to cover any adaptations or variations of the specific 
embodiments discussed herein. Therefore, it is intended that 
this invention be limited only by the claims and the equiva 
lents thereof. 

What is claimed is: 
1. A camera user interface comprising: 
a display Screen including a first portion and a second 

portion; and 
a scroller function configured to control Scrolling of 

images on the first portion independently relative to 
Scrolling of images on the second portion of the display 
SCC. 

2. The camera user interface of claim 1 and further com 
prising: 

an image manipulator module configured to modify a first 
portion of a first image on the first portion of the display 
Screen using a second portion of a second image on the 
second portion of the display Screen. 

3. The camera user interface of claim 2 wherein the image 
manipulator module includes at least one of 

a pan function configured to move the first portion of the 
first image or the second portion of the second image in 
at least one of an up direction, down direction, a left 
direction, or right direction on the display Screen relative 
to a remaining portion of the first image or second 
image, respectively; and 

a Zoom function configured to enlarge or reduce the size of 
the first portion of the first image or the size of the second 
portion of the second image relative to the remaining 
portion of the first image or the second image, respec 
tively. 

4. The camera user interface of claim 2 wherein the image 
manipulator module includes: 

a geometric shape selector configured to identify the first 
portion of the second image, using a geometric shape 
from an array of geometric shapes, via automatically 
Selecting the first portion based on a Substantial match 
between one of the geometric shapes from the array of 
geometric shapes and the first portion of the second 
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image, wherein the array of geometric shapes comprises 
at least one of a generally circular shape, a generally 
triangular shape, a generally rectangular shape, and a 
generally polygonal shape. 

5. The camera user interface of claim 2 wherein the image 
manipulator module comprises: 

a body portion selector configured to identify the second 
portion of the second image via Substantially matching 
the second portion of the second image relative to at least 
one of a leg portion, a torso, an arm portion, and a head 
portion of the person in the second image. 

6. The camera user interface of claim 1 wherein the image 
manipulator module comprises a grid selector configured to 
overlay a grid array onto the first image on the first portion and 
the second image of the second portion for selecting a portion 
of the grid array to identify the first portion of the first image 
to be modified. 

7. The camera user interface of claim 6 wherein the grid 
selector of the image manipulator module comprises a pixel 
parameter configured to cause each respective grid of the grid 
array to correspond to at least one of a pixel of the image or a 
pixel of the display Screen. 

8. The camera user interface of claim 2 wherein the display 
screen comprises a touch screen in communication with the 
image manipulator module and configured to permit selection 
of the first portion of the first image via contacting a region of 
the touch screen corresponding to the appearance of the first 
portion of the first image on the first portion of the display 
SCC. 

9. The camera user interface of claim 8 and further com 
prising a stylus configured for contacting the region of the 
touch screen to select the first portion of the first image. 

10. The camera user interface of claim 2 wherein the image 
manipulator module comprises a cursor controllably navi 
gable, via a control button, to identify the first portion of the 
first image to be modified. 

11. The camera user interface of claim 2 and further com 
prising a camera including: 

a body with the camera user interface mounted on the body 
of the camera; 

a lens mounted to the body; and 
a memory configured to store a plurality of images, includ 

ing the first image, 
wherein the second image is a live image captured via the 

lens of the camera. 
12. The camera user interface of claim 2 wherein the first 

portion of the display Screen is arranged in a side-by-side 
relationship relative to the second portion of the display 
SCC. 

13. The camera user interface of claim 2 wherein the image 
manipulator module comprises a color function configured to 
assign at least one of the first image or the second image as at 
least one of a color image or a black-and-white image, respec 
tively. 

14. The camera user interface of claim 2 wherein the image 
manipulator comprises a highlight function configured to 
visually identify at least one of the first portion of the first 
image and the second portion of the second image. 

15. The camera user interface of claim 2 wherein the first 
image and the second image are Substantially the same image. 

16. A method of editing an image with a camera, the 
method comprising: 
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simultaneously displaying a first image and a second image 
separate from each other on a display Screen of the 
camera; and 

modifying the first image, via a user interface of the cam 
era, using a portion of the second image. 

17. The method of claim 16 wherein the display screen 
comprises a first portion and a second portion and wherein 
simultaneously displaying a first image and a second image 
comprises: 

selecting at least one of the first image and the second 
image from a plurality of images stored within a 
memory of the camera via scrolling through the plurality 
of images on the first portion and the second portion of 
the display Screen, wherein scrolling on the first portion 
of the display screen is controllable independently from 
Scrolling on the second portion of the display Screen. 

18. The method of claim 16 wherein the first image com 
prises a first person and the second image comprises a second 
person, and wherein modifying the first image comprises: 

Substituting at least one portion of the second person of the 
second image for at least one portion of the first person 
of the first image. 

19. The method of claim 18 wherein the at least one portion 
of the second person and the at least one portion of the first 
person is a head. 

20. The method of claim 19 wherein the first image is the 
Substantially the same as the second image except for the first 
image being at least one of a black-and-white image or a color 
image and the second image being at least one of a black-and 
white image or a color image, wherein modifying the first 
image comprises: 

substituting at least one portion of the second image for at 
least one portion of the first image. 

21. The method of claim 16 wherein modifying the first 
image comprises: 

identifying and copying a portion of the second image: 
placing the copied portion of the second image into the first 

image; and 
operating at least one of pan function or a Zoom function to 

respectively move or resize the copied portion in the first 
image. 

22. A camera comprising: 
means for viewing the plurality of images via a first display 

Screen and a second display screen, the first display 
Screen and the second display Screen arranged in a side 
by-side relationship to display a first image of the plu 
rality of images on the first display Screen and a second 
image of the plurality of images, different from the first 
image, on the second display Screen; and 

means for manipulating the first image via replacing a 
target portion of the first image with a first portion of the 
Second image. 

23. The camera of claim 22 the means for viewing com 
prises: 
means for Scrolling through the plurality of images on the 

first display Screen and for Scrolling through the plural 
ity of images on the second display Screen to select the 
first image for viewing on the first display screen and to 
Select the second image for viewing on the second dis 
play Screen. 

24. The camera of claim 22 and further comprising: 
means for capturing the second image as a generally con 

tinuous live image of the second person; and 
means for storing a plurality of images including the first 

image of the first person. 
25. The camera of claim 24 wherein the means for captur 

ing comprises a lens of the camera. 
c c c c c 
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