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METHOD AND APPARATUS FOR IMAGE 
PROCESSING 

BACKGROUND OF THE ART 

This invention relates to a method and an apparatus for 
image processing for noise Suppression and Sharpness 
enhancement of digital images, or Specifically to a method 
and an apparatus by which noise Such as grainineSS in digital 
images can be Suppressed while enhancing their sharpness. 

In the present invention, the noise in digital image is 
called "grain or graininess” in View of the appropriateness of 
the expression if the image reproduced in photographs, 
printed documents and So forth is discussed and the noise 
region of a digital image being processed which consists of 
a noise component and which is to be separated from the 
edge region which consists of an edge (contour) component 
is called "a grainy or flat region' in View of the appropri 
ateness of the expression if the image reproduced in 
photographs, printed documents and So forth is discussed. 

In digital imaging technology which obtains pictures Such 
as photographs with an image input Scanner and which 
outputs digital images with an image output printer, consid 
erable deterioration occurs in the Sharpness of the output 
image due to the Scanner and the printer. As a corrective 
procedure, Sharpness enhancement is conventionally per 
formed by means of a Laplacian filter or an unsharp masking 
(USM). However, sharpening the image causes the Side 
effect of increasing noise Such as grainineSS and, hence, 
grainy pictures can be Subjected to only moderate Sharpness 
enhancement within a range where grainineSS deterioration 
is tolerated; as a result, it has been difficult to obtain image 
quality better than that of the original grainy picture. 

Several methods have been proposed to proceSS digital 
imageS Such as to remove noisy grainineSS and enhance their 
Sharpness. Removal of grainineSS involves an averaging or 
blurring technique but the blurred grainy pattern is not 
pleasing to the eye or fine Structures of the object may be 
erased in an unnatural way. For these and other reasons, the 
conventional techniques for removing grainineSS are not 
Suitable for application to high-quality pictures Such as 
photographs. 

Pictures Such as those in photographs, printed documents, 
or on television's Screens and from various kinds of copiers 
Suffer diverse deterioration problems, i.e., Sharpness dete 
rioration due to optics Such as a camera, grainineSS and 
Sharpness deterioration inherent in photographic materials, 
or noise and Sharpness deterioration that is added when the 
original picture Such as a photograph or a printed document 
is digitized with an image input device. In order to deal with 
these difficulties, various methods have been proposed to 
proceSS imageS Such as to reduce noise and enhance their 
Sharpness. Smoothing and coring are two common methods 
employed in the conventional image processing technology 
for removing grainineSS, whereas sharpness enhancement is 
implemented by unsharp masking (USM) or processing with 
a Laplacian or a high-pass filter. However, if grainineSS is 
Suppressed by these conventional methods of grainineSS 
removal, artifacts that cause unnatural and Strange impres 
Sions will occur or fine Structures of the image that should 
inherently be kept intact will be Suppressed along with the 
grainineSS. See, for example, Japanese Domestic Announce 
ment (koho) Nos. Sho 57-500311 and 57-500354, as well as 
P. G. Powell and B. E. Bayer, “A Method for the Digital 
Enhancement of Unsharp, Grainy Photographic Images' in 
the Proceedings of the International Conference on Elec 
tronic Image Processing, Jul. 26-28, 1982, pp. 179-183. 
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According to the method proposed by Powell and Bayer in 
these references, Suppression of grainineSS is accomplished 
by Smoothing (with a low-pass filter) and Sharpness 
enhancement is performed with an unsharp masking (high 
pass filter). In the Smoothing process, signal values for nxn 
pixels are multiplied by Gaussian or other type of weights 
Such that the Signals are Smoothed to SuppreSS grainineSS. In 
the sharpness enhancement process, picture Signals for mixm 
pixels are first used to determine differential values by 
calculation from the central pixel towards the Surrounding 
pixels and if any differential value is Smaller than a preset 
threshold, the pixel of interest is regarded as representing 
grainineSS or noise and removed by coring and the remain 
ing differential values which are greater than the threshold 
are Summed up, multiplied by a constant more than 1.0 and 
added to the previously Smoothed signals, thereby achieving 
Sharpness enhancement. 

In this process, the density contrast of grainy patterns 
decreases Since they are blurred; on the other hand, blurred 
grainy patterns may become visually pronounced as they are 
mottles of randomly crowded grains that cause grainineSS 
(this phenomenon is commonly referred to as "mottling) 
and they will present unpleasing grainineSS. In addition, a 
preset threshold is used as a criterion for distinguishing 
graininess from the picture (this is the coring process), So 
image Signals of low contrast may occasionally be errone 
ously taken as grainineSS and Suppressed or removed along 
with the latter or discontinuity may occur at the boundary 
between the removed image Signal and the enhanced picture 
Signal to produce an unnatural artifact in the output image. 
This drawback occurs very frequently in fine imageS Such as 
those of lawn and carpets and in images that represent 
texture as in fabrics and the result is an artifact that is 
Visually quite unnatural and hence undesirable. 

In the above-described prior art method of processing 
images to Suppress their grainineSS while enhancing their 
Sharpness, unsharp masking is employed to enhance the 
Sharpness whereas blurring or Smoothing is effected to 
Suppress the graininess, Such that a graininess (noise) signal 
and a contour Signal are Separated from the original picture 
by Signal level and the contour Signal is Subjected to 
Sharpness enhancement whereas the Smoothed region is 
Suppressed in grainineSS and the Smaller Signal is regarded 
as representing grainineSS and processed accordingly, as a 
result, Signals representing the fine details of the picture 
which are close to Signal levels representing graininess, 
namely, image Signals representing the texture of cloths, the 
hair on the head and the like, will be Suppressed along with 
the grainineSS, yielding visually unpleasing images that 
contain artifacts from image processing In the conventional 
image processing technology where blurring or averaging is 
used as the method of Suppressing grainineSS, a blurred 
grainy pattern is reduced in terms of density fluctuation; on 
the other hand, blurred grainy pattern Spreads despite the 
Small amount of density fluctuation and will be recognized 
as a visually unpleasing pattern, which Stands out markedly 
in Someone's face or skin as in portraits or in Solid objects 
Such as walls or sky. 

In the prior art, a grainy (noisy) signal region and a 
contour region are separated from the original picture by 
Signal level. Stated more specifically, the contour region and 
a flat region are discriminated on the basis of a signal 
indicating the difference between the original picture and a 
blurred image and the respective regions are processed with 
an unsharp masking, a Laplacian filter or other Suitable 
means using different coefficients Such that grainineSS is 
Suppressed in the flat region whereas SharpneSS is enhanced 
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in the contour region, thereby achieving grainineSS Suppres 
Sion without producing blurry edges. A problem with this 
technique is that discontinuity will occur at the boundary 
between the contour and grainy regions because the recog 
nition and Separation of these regions are performed indis 
criminately with reference to a single threshold signal level. 

It should also be mentioned that in the prior art which 
employs unsharp masking or a Laplacian filter for edge or 
Sharpness enhancement, fringe (over Shoot) Such as Mach 
bands are most likely to occur along the contour or edges of 
the image, giving the Visual impression of artificiality. 

SUMMARY OF THE INVENTION 

The present invention has been accomplished under these 
circumstances and it relates to an improvement of the 
technology of restoring imageS Such as those in 
photographs, printed documents, or on television's Screens, 
in digital Still photographs and from various kinds of copiers 
So as to restore the camera-induced blur, the noise and the 
deterioration in Sharpness which is inherent in the original 
picture as exemplified by grainineSS and blur in photo 
graphic materials or the noise and the deterioration in 
Sharpness which has been added when digitizing the original 
picture with an image input device. AS already mentioned, 
the prior art technology Suffers three major problems: when 
a Smoothing technique is applied to Suppress grainineSS, the 
grain becomes blurred and mottling produces a visually 
unpleasing impression; low-contrast picture Signals are mis 
taken for grainineSS and Suppressed or eliminated; and the 
boundary between a region from which grainineSS has been 
removed and a region where sharpness enhancement has 
been done becomes discontinuous to produce unnatural 
artifacts in the output image. 
An object of the present invention is to provide a method 

for processing digital images to Suppress noise and enhance 
Sharpness, by which grainineSS can be Suppressed and image 
Sharpness enhanced without causing any of the problems 
asSociated with the prior art. 

Another object of the present invention is to provide an 
image processing apparatus for implementing the above 
method. 

In order to achieve the first object, the present invention 
provides a method for processing a digital image for noise 
Suppression and Sharpness enhancement, comprising the 
Steps of: 

performing a Sharpness enhancing process on original 
image data to create sharpness enhanced image data in 
which not only an image but also a grain or noise 
contained therein is sharpened; 

performing a Smoothing process on Said original image 
data to create Smoothed image data; 

Subtracting Said Smoothed image data from Said sharpness 
enhanced image data to create first edge/grain compos 
ite image data comprising edges of a Subject image and 
grains which are both enhanced in Sharpness, 

performing an edge detection of Said original image data 
to determine an edge intensity data for discriminating 
an edge region of a Subject and a grainy region; 

using Said edge intensity data to determine grainy fluc 
tuation compressing coefficient data for compressing 
amplitude of an grainy fluctuation component in the 
grainy region; 

multiplying Said first edge/grain composite image data by 
Said grainy fluctuation compressing coefficient data to 
compress only the grainy fluctuation component in the 
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4 
grainy region Selectively, and to thereby create Second 
edge/grain composite image data in which the grains in 
the grainy region are Suppressed while retaining the 
sharpness of the edges in the edge region of the image; 
and 

adding Said Second edge/grain composite image data in 
which the grains are Suppressed while enhancing the 
sharpness to Said Smoothed image data to thereby 
create an processed image. 

In order to achieve the Second object, the present inven 
tion also provides an apparatus for processing a digital 
image for noise Suppression and Sharpness enhancement, 
comprising: 

a sharpness enhancing unit for performing a sharpness 
enhancing process on original image data to create 
sharpness enhanced image data in which not only an 
image but also a grain or noise contained therein is 
sharpened; 

a Smoothing unit for performing a Smoothing process on 
Said original image data to create Smoothed image data; 

an edge/grain composite component extracting unit for 
Subtracting Said Smoothed image data from Said sharp 
neSS enhanced image data to create first edge/grain 
composite image data comprising edges of a Subject 
image and grains which are both enhanced in Sharp 
neSS, 

an edge detecting unit for performing an edge detection of 
Said original image data to determine an edge intensity 
data for discriminating an edge region of a Subject and 
a grainy region; 

a grain compressing coefficient calculating unit for deter 
mining grainy fluctuation compressing coefficient data 
for compressing amplitude of an grainy fluctuation 
component in the grainy region based on the edge 
intensity data; 

a grainy component compressing unit for multiplying Said 
first edge/grain composite image data by Said grainy 
fluctuation compressing coefficient data to compress 
only the grainy fluctuation component in the grainy 
region Selectively, and to thereby create Second edge/ 
grain composite image data in which the grains in the 
grainy region is Suppressed while retaining the sharp 
neSS of the edges in the edge region of the image, and 

an output image calculating unit for adding Said Second 
edge/grain composite image data in which the grains 
are Suppressed while enhancing the Sharpness to Said 
Smoothed image data to thereby create an processed 
image. 

Preferably, Said grainy fluctuation compressing coefficient 
data has a value equal or close to 1.0 in Said edge region of 
Said Subject and is gradually decreased from Said edge 
region toward Said grainy region, where Said compressing 
coefficient data takes a Specified value ranging between 
0.0-1.0. 

Preferably, Said grainy fluctuation compressing coefficient 
data is represented by equation (1): 

where C (x,y) denotes the grainy fluctuation compressing 
coefficient data, Eo denotes Said edge intensity data 
(normalized Eo (0s Eos 1)), and k denotes a grain com 
pressing constant for adjusting the degree of compression of 
the grainy component in the grainy region and is a value 
ranging between 0.0-1.0. 

Preferably, said edge detection is performed by one of a 
local variance method, a Spatial first differential method and 
a Spatial Second differential method. 
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Preferably, Said sharpness enhancing proceSS is one of 
Gaussian unsharp masking, differentiation filtering and Spa 
tial frequency filtering. 

Preferably, Said Smoothing process is one of processes 
directed to a real Space domain and a Spatial frequency 
domain. 

Said edge detection, Said Sharpness enhancing proceSS 
and Said Smoothing proceSS are more preferably performed 
by a local variance method, Gaussian unsharp masking and 
Gaussian blurry masking, respectively. The processing is not 
limited to the Gaussian type, and any other type of proceSS 
ing may of course be used. 

Said sharpness enhancement is preferably applied in a 
Sufficiently intense manner, even though the image has a 
rather marked grainineSS without Suppressing the grainineSS. 

Preferably, the grainy fluctuation compressing coefficient 
data C (x,y) is used to perform a weighting operation in the 
edge region of Said Subject, and the grainy region does not 
abruptly Separate the edge region from the grainy region on 
the boundary thereof with two values of on/off, but gradually 
changes relative proportions of the two regions. 

Preferably, Said method for Suppressing the grainineSS 
comprises performing the sharpness enhancing process on 
the original image data to make a grainy pattern Spatially 
finer and to reduce the amplitude of the grainy fluctuation 
component. The Spatial fining and amplitude reduction 
which correspond to fining of Silver halide gains as photo 
Sensors in a Silver halide photographic material, can provide 
a visually finer and pleasing granularity. 
The image processing method and apparatus of the inven 

tion have the following effects: 
1) An original image of which the sharpness was dete 

riorated due to a camera lens, a photographic film or optics 
including a Scanner for digitizing films is Subjected to the 
Sharpness enhancing process to sharpen the Subject image 
Selectively. 

2) A blurred and expanded grainy pattern is sharpened by 
the Sharpness enhancing process. Further, a grainy pattern 
which is Spatially finer irrespective of Signal variation and 
which is pleasing to the eye can be obtained by reduction of 
the amplitude of the grainy fluctuation signals. This corre 
sponds to fining of Silver halide grains in Silver halide color 
films. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a block diagram showing an exemplary System 
in which a color photographic image is read and Subjected 
to grainineSS Suppression and Sharpness enhancement in an 
image processing apparatus of the invention incorporated 
therein, and is output from an output apparatus, 

FIG. 2 is a block diagram showing an exemplary image 
processing apparatus of the invention in which grainineSS 
Suppression and sharpness enhancement are performed; 

FIG. 3 is a flowchart for an embodiment of the method of 
the invention for processing images to SuppreSS their graini 
neSS and enhance their sharpness, 

FIG. 4 is an illustration of a method of moving a Square 
pixel array in edge detection that is performed by a local 
variance method in the image processing method of the 
invention; 

FIG. 5a shows a three-dimensional density profile of an 
original image in a Scene obtained in an embodiment of the 
invention; 

FIG. 5b shows a three-dimensional density profile of an 
edge detected image of the Scene in FIG. 5a, 

FIG. 6a shows a three-dimensional density profile of a 
Sharpness enhanced image of the Scene in FIG. 5a, 
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6 
FIG. 6b shows a three-dimensional density profile of a 

smoothed image of the scene in FIG. 5a, 
FIG. 7a shows a three-dimensional density profile of an 

edge/grain composite image of the Scene in FIG. 5a, 
FIG. 7b shows a three-dimensional density profile of a 

grainy component compressing coefficient data in the grainy 
region in the above Scene; 

FIG. 8a shows a three-dimensional density profile of an 
image obtained by compressing the edge/grain composite 
image of the scene in FIG. 7a; and 

FIG. 8b shows a three-dimensional density profile of the 
final image after grainineSS Suppression and Sharpness 
enhancement. 

DETAILED DESCRIPTION OF THE 
INVENTION 

The method and apparatus of the invention for processing 
digital images to SuppreSS their noise and enhance their 
sharpness are now described below in detail with reference 
to the preferred embodiments shown in the accompanying 
drawings. 

FIG. 1 is a block diagram showing a color image repro 
ducing System in which a color image is read, and the thus 
read color image is output after having been Subjected to 
image processing StepS. Such as grainineSS Suppression and 
Sharpness enhancement in an image processing apparatus of 
the invention incorporated therein. FIG. 2 is a block diagram 
showing an embodiment of the image processing apparatus 
for implementing the image processing method of the inven 
tion. FIG. 3 is a flow chart showing an exemplary processing 
algorithm of the image processing method of the invention. 
We now describe a color photographic image as a typical 
digital image. 
AS shown in FIG. 1, a color image reproducing System 10 

comprises an image input apparatus 12 in which a color 
image Such as a color photographic image (image on a film 
Such as a color negative or reversal film, or an image taken 
with a digital camera or the like) is read to obtain digital 
input image data; an image processing apparatus 14 in which 
the image data input from the image input apparatus 12 is 
Subjected to not only Specified image processing Steps, but 
also image processing for noise Suppression and Sharpness 
enhancement of the digital image according to the invention 
to thereby obtain output image data I, and an image output 
apparatus 16 for outputting the color image Such as a print 
image based on the output image data I output from the 
image processing apparatus 14. 
The image input apparatus 12 is intended for outputting 

created digital color image data to the image processing 
apparatus 14 as input image data. Examples thereof include 
a film Scanner in which an image on a color (or 
monochromic) film Such as a color (or monochromic) nega 
tive or reversal film is read to create digital image data; a 
Scanner for reflection original in which an image on a color 
reflection original Such as a printed document or a reflection 
print is read to create digital image data; a driver in which 
a digital camera, digital Still camera or Video camera used in 
creating digital image data by direct photographing of a 
Subject, or recording media for accommodating the created 
digital image data as exemplified by Smart media, Semicon 
ductor memories including a PC card, magnetic recording 
media including an FD and a Zip, magneto-optical recording 
media Such as an MO and an MD, optical recording media 
including a CD-ROM and a Photo-CD, are driven to read 
digital image data; a CRT monitor in which the digital image 
data is read to represent as a Soft copy image, a display Such 
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as a liquid-crystal monitor; and computer Systems including 
a PC and a WS for use in entire or partial image processing 
of the read or displayed digital image data. 

The image output apparatus 16 is intended for outputting 
a color image having a color input image Such as a color 
photographic image reproduced thereon, based on the image 
data output from the image processing apparatus 14 as 
finally processed image data. Specific examples include 
image output apparatuses including various types of digital 
color printerS Such as a digital photoprinter for outputting a 
color image on a hard copy (reflection print or reflection 
original), a copier, an electrophotographic printer, a laser 
printer, an ink-jet printer, a thermally Sublimating printer 
and a TA; displays including a TV, a CRT monitor and a 
liquid-crystal monitor; and computer Systems including a 
PC and a WS. 
The image processing apparatuS 14 characterizing the 

invention comprises a color/tone processing Section 18, an 
image processing Section for grainineSS Suppression and 
Sharpness enhancement 20 which is the most characterizing 
portion of the invention and an image monitor/image pro 
cessing parameter Setting Section 22. The color/tone pro 
cessing Section 18 Subjects the image data input from the 
image input apparatus 12 to color and tone (gradation) 
adjustment to obtain original image data Io which can be 
reproduced with desired color and tone in the image output 
apparatus 14. The image processing Section 20 Subjects the 
original image data Io obtained in the color/tone processing 
Section 18 to the image processing method of the invention 
implemented for noise Suppression and Sharpness enhance 
ment of a digital image, thereby creating output image data 
I. The Section 22 includes an image monitor for displaying 
the reproduced image based on the image data with adjusted 
color/tone reproducibility, and an image processing param 
eter Setting Section to Set parameters for various necessary 
image processing and the image processing of the invention. 

The color/tone processing Section 18 performs color con 
version or color correction (including gradation conversion 
or correction) on the image data input from the image input 
apparatus 12 So that the color and tone (gradation) thereof 
can be appropriately reproduced in the image output appa 
ratus 16, thereby creating the original image data I for 
implementing the image processing method of the invention. 
Specific processing Steps to be performed therein include a 
color (gray) conversion or correction, gradation correction, 
density (brightness) correction, Saturation correction, mag 
nification conversion, compression/extension of density 
dynamic range and So forth. 

The image monitor/image processing parameter Setting 
Section 22 is composed of the image monitor and the image 
processing parameter Setting Section, and the image data 
input from the image input apparatus 12 is displayed on the 
image monitor based on the input image data. The image 
monitor is also used to Set parameters for various image 
processing of the input image data to be performed in the 
color/tone processing Section 18 and the image processing 
Section for grainineSS Suppression and Sharpness enhance 
ment 20 where the image processing method of the inven 
tion is implemented, by means of data input devices includ 
ing a mouse and a keyboard (not shown). The parameters to 
be set therein include coefficients and other parameters 
necessary for implementing the image processing method of 
the invention to be described below, as exemplified by 
correction coefficients, conversion coefficients and magni 
fications to be used in various processing as described 
above. 
The image processing Section for grainineSS Suppression 

and sharpness enhancement (which is hereinafter referred to 
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Simply as “main image processing Section') 20 Subjects the 
original image data I created in the color/tone processing 
Section 18 to image processing for grainineSS Suppression 
and sharpness enhancement characterizing the invention, 
thereby creating the finally processed image data I to be 
output to the image output apparatus 16. 
AS shown in FIG. 2, the main image processing Section 20 

includes a sharpness enhancing SubSection 24 to perform 
Sharpness enhancement on the original image data I to 
create a sharpness enhanced image data I with the image 
and the grain or noise contained therein being Sharpened; a 
Smoothing SubSection 26 to perform Smoothing on the 
original image data Io to create a Smoothed image data IA: 
an edge/grain composite component extracting SubSection to 
Subtract the Smoothed image data IA from the sharpness 
enhanced image data Is to create a first edge/grain composite 
image data AI in which edges of a Subject image and 
grains are both enhanced in Sharpness, an edge detecting 
SubSection 30 to detect edges from the original image data 
I to determine edge intensity data or an edge component Eo 
for discriminating an edge region of the Subject from the 
grainy region; a grain compressing coefficient calculating 
SubSection 32 to determine from the edge component Eo the 
grainy fluctuation compressing coefficient C for compress 
ing the amplitude of the grainy fluctuation component in the 
grainy region; a grainy component compressing SubSection 
34 for multiplying the first edge/grain composite image data 
AI obtained in the edge/grain composite component 
extracting SubSection by the grainy fluctuation compressing 
coefficient C to create a Second edge/grain composite 
image data AI" in which grainineSS is Suppressed while 
maintaining sharpness of the edge region on the image, and 
an output image calculating SubSection 36 for adding the 
Second edge/grain composite image data AI. With Sup 
pressed grainineSS and enhanced sharpness to the Smoothed 
image data I created in the Smoothing Subsection 26, to 
thereby create the finally processed image data I to be 
output to the image output apparatus 16 as output image 
data. 
The image processing Section for grainineSS Suppression 

and sharpness enhancement 20 shown in FIG. 2 is basically 
composed as described above. We now describe in greater 
detail the operation of the main processing Section 20 and 
the image processing method of the invention with reference 
to the flow chart in FIG. 3 showing the processing algorithm 
of the image processing method of the invention. 

First, for each pixel, a sharpness enhanced image Is and 
a Smoothed image Ia are created from an original image Io 
in the Sharpness enhancing SubSection 24 and the Smoothing 
SubSection 26, respectively and first edge/grain composite 
fine image data AI is extracted in the edge/grain compos 
ite component extracting SubSection, as shown in FIGS. 2 
and 3. In a separate Step, an edge component E of the 
Subject in the original image Io is detected from the original 
image Io in the edge detecting SubSection 30 and grainy 
component compressing coefficient data C(x,y) is deter 
mined in the grain compressing coefficient calculating Sub 
Section 32. The coefficient C(x,y) has a value close to 1.0 
in the edge region and the original image component is 
retained without compressing the first edge/grain composite 
fine image data AI, (x,y). The coefficient C(x,y) has a 
value ranging between 0.0-1.0 in the grainy region and the 
Signals of the grainy component are compressed. 
The grainy component compressing SubSection 34 multi 

plies the grainy component compressing coefficient data C. 
(x,y) by the edge/grain composite fine image data Alec (X, 
y) previously determined to compress the grainy component 
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in the grainy region while retaining the original edge/grain 
composite fine image data in the edge region. This proceSS 
ing can provide the Second edge/grain composite fine image 
data AI" with Suppressed grainy component and sharpened 
edge component. 

The Second edge/grain composite fine image data AI" is 
added to the Smoothed image I.A. in the output image 
calculating SubSection 36 to obtain the processed image I 
with Suppressed grainineSS and enhanced Sharpness. 

According to the present invention, intense sharpness 
enhancement is performed on the original image to sharpen 
the grainineSS and noise together with the Subject image; the 
edges of the Subject are detected from the original image to 
calculate a coefficient for compressing the amplitude of the 
grainy fluctuations based on the edge Signal; and the grainy 
component compressing coefficient is used to compress only 
the grainy component Selectively, thereby Suppressing the 
grainineSS. The characteristic features of the invention are as 
follows: Spatially finer grainineSS and more reduced ampli 
tude can be realized, which has an effect of grainineSS 
Suppression corresponding to the fining of Silver halide 
grains in a Silver halide color film; Sharpness of the Subject 
in the image can be also significantly improved. 

The grainy component compressing coefficient is deter 
mined in accordance with the value of the edge intensity, So 
that the coefficient takes in the center of the Subject edge a 
maximum value of 1.0 or less, Said value becoming Smaller 
from the edge region toward the grainy region, where the 
coefficient takes a predetermined value. Therefore, the 
boundary between the grainy region and the edge of the 
image is not as abrupt as occurs when a circuit is Switched 
on and off. The two regions overlap and their relative 
proportions vary So Smoothly that the boundary will not 
Stand out markedly but will give a quite natural impression. 

The image processing algorithm of the invention used to 
SuppreSS image grainineSS or noise while enhancing Sharp 
neSS may be applied to digitized image data for processing 
with a computer or a dedicated image processing apparatus 
14. 
The individual Steps in the image processing method of 

the invention will be described below briefly with reference 
to FIGS. 2 and 3, respectively. 
1) Sharpness Enhancing Step by Sharpness Enhancing Sub 
Section 24 

Using a Gaussian unsharp masking (USM), fairly exten 
Sive sharpness enhancement is performed on the original 
image Io So as to remedy the blur from the image input/ 
output System and to provide better Sharpness than is 
achieved on optical prints; this step yields a sharpness 
enhanced image Is. 
2) Smoothing Step by Smoothing Subsection 26 and the 
Step of Extracting Edge/grain Composite Component by 
Edge/grain Composite Component Extracting SubSection 
A Smoothed image IA, (x,y) is generated from the original 

image Io (x,y) by Such means as averaging or using a 
blurring mask; the Smoothed image Ia (x,y) is Subtracted 
from the Sharpness enhanced image Is (x,y) to generate first 
edge/grain composite fine image data Alec (x,y) according 
to the following equation (2): 

3) Step of Detecting Edges by Edge Detecting Subsection 30 
and Step of Calculating Grainy component Compressing 
Coefficient Data by Grain Compressing Coefficient Calcu 
lating Subsection 32 

The edges of the Subject are detected from the original 
image I to determine an edge intensity Eo using a Suitable 
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10 
technique Such as a local variance method. The edge inten 
sity E is used in the following equation (1) to calculate the 
grainy component compressing coefficient data C, (x,y): 

where k denotes a constant for adjusting the degree of 
compression of the grainy component in the grainy region. 
A value having a preferred effect of grainineSS Suppression 
is Selected as k in the range of 0.0-1.0. 
4) Step of compressing grainy component by grainy com 
ponent compressing SubSection 34 
The previously determined first edge/grain composite 

component AI, (x,y) in which the edge region of the 
Subject image and grainy region were both Subjected to 
Sharpness enhancement can be multiplied by the grainy 
component compressing coefficient data C of the equation 
(1) to obtain the Second fine image data AI" (x,y) in which 
the grainy component in the grainy region is only 
compressed, as shown in the following equation (3). 

5) Step of calculating final image with Suppressed graininess 
and enhanced Sharpness by output image calculating Sub 
Section 36 
The Second fine image data AI" (x,y) in which the 

grainy component is only compressed as calculated by the 
equation (3) is added to the Smoothed image IA(x,y) pre 
viously determined, thereby obtaining a processed image I 
(x,y) in which the edge region of the Subject in the original 
image Io (x,y) has been sharpness enhanced whereas the 
grainy region has been Suppressed in grainineSS: 

(4) 

The pictures to be processed by the image processing 
method of the invention are not limited to any particular 
kinds and they include not only pictures on hard copies Such 
as photographs using a Silver halide film, photographs by a 
digital camera, printed documents and outputs from copiers 
but also pictures on Soft copies Such as those displayed on 
television's Screen, computer's CRT and liquid-display 
devices. 

In the foregoing description, grainineSS has been taken as 
a typical example of the noise that need be Suppressed in the 
pictures just mentioned above. However, this is not the Sole 
case of the invention and it may be applicable to any types 
of noise that come out grainy in reproduced images, as 
exemplified by the noise inherent in the original picture due, 
for example, to camera-induced blurs and the grain and 
blurring of a photographic material, the noise that is added 
when the original picture is read with an image input 
apparatus Such as a Scanner and converted to a digital image, 
and the noise that comes in when image is picked up with a 
Video camera, an digital Still camera or a digital camera and 
converted to a digital image. 
The individual Steps in the image processing method of 

the invention will now be described below in greater details. 
1) To Begin with, the Step of Sharpness Enhancement by 
Sharpness Enhancing Subsection 24 is Described. 

Well know methods of enhancing the sharpness of a 
picture may be exemplified, for example, unsharp masking 
(USM), differentiation filtering and spatial (frequency) fil 
tering. The unsharp masking may include following various 
methods of obtaining weighing coefficients of the mask. 
These obtaining method may be exemplified by, for 
example, Gaussian USM, gradient inverse weighted mean 
USM, Zonal filtering USM, large difference attenuation 
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USM, statistical differencing USM, relaxed USM, selective 
image Sharpening and the like. Filters used to the differen 
tiation filtering may be exemplified by, for example, Lapla 
cian filter, Pseude-Laplacian filter and the like. The Spatial 
filtering may be exemplified by, for example, filtering meth 
ods employing Fourier transformation, wavelet transforma 
tion and the like. The unsharp masking (USM) and the 
Laplacian filtering are preferably applied to the present 
invention among the Sharpness enhancing methods 
described above. If the deterioration in the sharpness of the 
original image is not too great, these methods may effec 
tively be used in the invention to enhance the Sharpness of 
the picture. 

Unsharp masking is a method of determining a sharpness 
enhanced image Is(x,y) by the following equation (5), in 
which the original image I(X,y) is averaged or blurred to 
yield an image <Io(x,y)> which is Subtracted from Io(x,y) to 
give an edge enhanced component I(x,y)-CI(x,y)>, which 
is Subsequently multiplied by a factor a and added to the 
original image Io(x,y): 

where a is a constant for adjusting the degree of Sharpness 
enhancement and X,y are coordinates representing the posi 
tion of a pixel of interest in the picture. 

Laplacian filtering is a method of enhancing the sharpness 
of an image I(X,y) by Subtracting a second partial derivative 
(Laplace operator or Laplacian) V'Io (x,y) from the original 
image, as expressed by the following equation (6): 

Common Specific examples of Sharpness enhancement by 
Laplacian filtering are the following 3x3 coefficient arrayS: 

0-10-1-1-1 1-21 

-15-1-19-1-25-2 

0-10-1-1-1 1-21 (7) 

With these coefficient arrays, particularly when intense 
Sharpness enhancement is applied, an unnatural contour is 
most likely to occur along the edges of the picture. In order 
to minimize this problem, unsharp masking is preferably 
performed in the invention using a normal distribution 
(Gaussian) blurring function as expressed by the following 
equation (8): 

where of is a parameter representing the spread of the 
normal distribution function. 
By ensuring that the ratio of the value of G(x,y) at a mask 

end X=X to the value of the same function at the mask 
center X=0, which is expressed by the following equation: 

is adjusted to lie between 0.1 and 1.0, a 3x3 unsharp mask 
can provide the desired sharpness. If the value of equation 
(9) is adjusted to be close to 1.0, one can generate a mask 
that is Substantially identical to the center Laplacian filter in 
equation (7). 

The mask sharpness can also be varied by adjusting the 
mask size; for example, the Spatial frequency range for 
Sharpness enhancement can be Substantially altered by using 
masks of varying size such as 5x5, 7x7 and 9x9. 
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The function expressing the mask may be other than the 

one of a normal distribution, for example, an exponential 
function given by the following equation (10): 

where a is a parameter which has the same meaning as of in 
equation (8) and represents the spread of the unsharp mask. 
By ensuring that the ratio of the value of E(x,y) at a mask 

end X=x to the value at the mask center X=0, which is 
expressed by the following equation: 

is adjusted to lie between 0.1 and 1.0, a 3x3 unsharp mask 
can provide the desired sharpness. When E(x,0)/E(0,0)= 
0.3, the mask of an exponential function according to 
equation (10) may numerically assume the following values: 

O.18O3O O.18 

O.30 1.OO O.30 

O.18O3O O.18 (12) 

From this mask, an unsharp mask having the following 
values of the respective elements may be calculated: 

-0.12 -0.22 -0.12 

-0.21 2.32 -0.21 

-0.12 -0.21 -0.12 (13) 

Using this unsharp mask, one can determine a sharpness 
enhanced image Is(x,y) from the original image Io(x,y). It 
should be noted that the unsharp mask and the method of 
Sharpness enhancement that can be employed in the inven 
tion are by no means limited to the examples described 
above and any other known unsharp masks and methods of 
Sharpness enhancement by means of Spatial frequency filter 
and the like may of course be applicable. 
2) We Next Describe the Smoothing Step by Smoothing 
Subsection 26. 

Smoothing techniques can be classified as two processes, 
one being directed to a real Space domain and the other to a 
Spatial frequency domain. Processes directed to a real Space 
domain include i) Summing up the values of Successive 
adjacent pixels, calculating the average of those values and 
Substituting the average; ii) multiplying the values of respec 
tive pixels by weighting coefficients, for example, normal 
distribution functions and determining the weighted aver 
age; and iii) nonlinear processing as with a median filter. 
Moreover, in addition to these methods, the real Space 
domain processings may be exemplified by, for example, 
Gaussian filter, K-nearest neighbor averaging, edge and line 
weights method, contrast-sensitive weights, relaxation 
method, gradient inverse weights Smoothing, edge preserv 
ing Smoothing, slope facet model Smoothing, histeresis 
Smoothing, maximum homogeneity Smoothing, slope facet 
model Smoothing, Sigma filter, adaptive nonlinear filter, 
generalized mean filter, E-filter (nonlinear low frequency 
filter), convolution of PSF (point spread function) and the 
like. Processes directed to a Spatial frequency domain 
include the multiplication by a low-pass filter. Moreover, in 
addition to this, the Spatial frequency domain processings 
may be exemplified by, for example, spatial (frequency) 
filtering method employing Fourier transformation, filtering 
method employing wavelet transformation and the like. The 
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averaging proceSS using weighting coefficients may be 
expressed by the following equation (14): 

where n is an averaging mask size and W is a weighting 
coefficient. If w=1.0, a simple mean is obtained. 

The following description of the invention assumes the 
use of a proceSS directed to a real Space domain, particularly, 
the averaging of values weighted by weighting coefficients 
of a normal distribution type. It should, of course, be noted 
that this is not the Sole case of the invention. The processing 
mask to be used in the illustrated case is preferably an array 
of nxin pixels as Set forth below. Specifically, masks of sizes 
on the order of 3x3, 5 x5, 7x7 and 9x9 pixels are preferably 
employed: 

W11W12W13. . . W.1, 

W21W22W23. . . W2, 

W31W32. W33. . . W3 

W. W.2. W3. . . W. (15) 

An exemplary mask of 9x9 pixels is shown below by 
formula (16) which is normalized to 1.0 at the central value. 
In actual processing, the values of the respective pixels are 
so selected that their total Sum is 1.0. 

O.O9 O.15 O.22 O.28 O3O O.28 O.22 O.15 O.09 

O.15 O.26 O-38 O.47 O.S1 O.47 0.38 0.26 O.15 

O.22 O.38 0.55 O.69 O.74 O.69 O.SS O-38 O.22 

O.28 O.47 O.69 O.86 O.93 0.86 O.69 O.47 O.28 

O.30 O.S1 O.74 O.93 1.OO O.93 0.74 O.51 O.30 

O.28 O.47 O.69 O.86 O.93 0.86 O.69 O.47 O.28 

O.22 O.38 0.55 O.69 O.74 O.69 O.SS O-38 O.22 

O.15 O.26 O-38 O.47 O.S1 O.47 0.38 0.26 O.15 

O.O9 O.15 O.22 O.28 O3O O.28 O.22 O.15 O.09 (16) 

Using a mask of this kind, one can determine a Smoothed 
image IA(x,y) from the original image Io(x,y). Needless to 
Say, the methods described above are not the only way to 
perform Smoothing in the present invention and any other 
known Smoothing methods are equally applicable. 
3) We Next Describe the Step of Extracting a Component 
Containing both the Grain and EdgeS. 
The difference between the Sharpness enhanced image 

Is(x,y) obtained in step 1) and the Smoothed image IA(x,y) 
obtained in step 2) is determined and extracted as a first 
edge/grain composite component Alec (x,y) according to the 
following equation: 

4) We will now Describe the Step of Edge Detection by Edge 
Detecting Subsection 30. In the Following Description, 
Detection of Edges by a Local Variance Method is Assumed 
as a Typical Example but this is not the Sole Case of the 
Invention. 
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(1) Preliminary Processing: Density Conversion 
The first Step of edge detection is multiplying the density 

values D, D, and D of R, G and B, respectively, in the 
original image Io(x,y) by weighting factors r, g and b to 
convert them into a visual density D, according to the 
following equation (18): 

D,-(rD+gD+bD)/(r+g+b) (18) 

The weighting factors r, g and b may take on values Such 
as 4, 5 and 1. The purpose of conversion to the Visual density 
D is to reduce graininess and noise having no correlation 
ship between R, G and B so as to improve the precision of 
edge detection. The array to be used in the preliminary 
processing is preferably of a size of about 5x5 or 7x7 pixels 
and this is to ensure that in the next step (2), the variations 
in the densities of pixels within the array can be calculated 
with a Smaller array, Say, of about 3x3 pixels being Succes 
sively moved as shown in FIG. 4. 
The weighting factors r, g and b for edge detection may 

be determined by the following way. In principle, they are 
preferably Set to optimal values based on the idea that image 
data for a color of greater contribution that Stands out when 
observed visually (one might as well consider that the 
relative conspicuity of the color corresponds to the associ 
ated spectral luminous efficiency) have greater weighting 
factors. Generally, empirical weighting factors have been 
determined on the basis of experiments for visual evaluation 
and the following values are available as a general finding 
(which is documented in Takafumi Noguchi, “Relating 
Granularity to Graininess”, Journal of The Society of Pho 
tographic Science and Technology of Japan, 57 (6), 415 
(1994), depending on colors, the reference sets forth numeri 
cal figures close to the ratios listed below): 

A preferred range of the values to be taken by the ratio 
r:g:b may be specified as follows: assuming r+g+b=10.0 and 
b=1.0, g is preferably in the range of 5.0–7.0, provided that 
r=10.0-b-g. 
(2) Edge Detection by a Local Variation Method 
AS shown in FIG. 4, an array of nxn pixels Selected 

from the image data of Visual density D is moved as the 
variations in the densities of pixels within the preprocessing 
array are Successively calculated by the following equation 
(20), with the local standard deviations O for successive 
positions of move being taken as local variances, whereby 
the edges of the Subject of interest in the picture are detected. 
The size of the moving pixel array, nxn, may be deter 
mined as appropriate for the precision of detection and the 
load on calculations, a preferred array size is on the order of 
3x3 or 5x5 pixels: 

(20) 1.2 
1 

O(x, y) = (ii). X (Dj- o: 
i nia 

where D is the density of the array of nexne pixels which 
is used in calculating local variances, and <D> is the average 
density of the array and expressed by: 
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21 (D) = (21) 1 

LXXP 
f ni 

(3) Step of Calculating Edge Intensity 
In order to determine the edge intensity Eo(x,y) after the 

local variance O(x,y) shown in the above equation (20) is 
calculated from the original image Io(x,y), the following 
equation (22) involving an exponential function may be 
employed: 

Eo(x,y)=1-exp-o(x,y)/a. (22) 

where a is a factor for converting the value of local variance 
O(x,y) into the edge intensity and if the threshold of the local 
variance O(x,y) assigned to the edge intensity E=0.5 is 
written as O., a is represented as follows: 

a--Orflog(0.5) (23) 

The value of O. must be adjusted to an appropriate value 
depending upon the intensity of granularity and the magni 
tude of the signal for the contour of the subject. With a color 
image of 8 bits (256 gradations) for each color, O, preferably 
takes values within a range of 10-100. The time of calcu 
lations required to effect conversion from O (x,y) to E(x,y) 
can be shortened by using look-up tables (LUT). 

The formula for determining the edge intensity Eo(x,y) is 
by no means limited to the equation (22) and other formulae 
may be Substituted, as exemplified by the following GauS 
sian function: 

where a is a coefficient for converting O(x,y) into E(x,y) 
and if the threshold of the local variance O(x,y) assigned to 
E(x,y)=0.5 is written as O, ae, is represented as follows: 

ael’=-of/log.(0.5) (25) 

With a color image of 8 bits (256 gradations) for each color, 
O. preferably takes values within a range of 10-100. 

It should be noted here that the above-described local 
variance method is not the only way to be used for edge 
detection in the present invention and other edge detecting 
techniques may be employed, Such as ones based on first and 
Second differentials and which are each divided into Sub 
groups as follows. 

The method based on spatial first differentials may 
employ the following operators, a differential edge extract 
ing operator and a template operator. Examples of the 
differential edge extracting operator include Prewitt's 
operator, Sobel’s operator, and Roberts operator which may 
be expressed by the following equation: 

Examples of the template operator include Robinson's 
operator using a 3x3 template equivalent to edge patterns for 
8 directions, as well as Kirshes operator. Besides these 
operators, Prewitt operator may be employed. 

The method based on Spatial Second derivatives may 
employ a Laplacian. This method accentuates noise, So it is 
often implemented by first applying a blurring process of a 
normal distribution type before edge detection is performed. 
Besides this, Pseude-Laplacian may be employed. 

Moreover, in addition to the edge detecting techniques 
described above, Zero-crossing methods Such as Marr 
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Hildreth method, Gaussian filter, DOG (difference of 
Gaussian) and the like, Statistical processing methods Such 
as ripple filtering and the like, the other methods Such as 
Heuckel operator, Frei & Chen operator, Triendl operator, 
Kasvand operator, Eberlein operator, Tanimoto operator, 
FuZZy Set, AI, hysteresis Smoothing, Symmetric hysteresis 
Smoothing and the like. 
5) We Next Describe the Process of Calculating the Grainy 
Component Compressing Coefficient. 
The edge intensity Eo(x,y) determined by detecting the 

edges of the Subject image from the original image I(X,y) 
using for example the local variance method is used to 
calculate the grainy component compressing coefficient data 
C(x,y) by the following equation (1) which has been 
already represented above: 

where k denotes a constant for adjusting the degree of 
compression of the grainy component in the grainy region. 
When the compression constant for grainy region k is Set 

at 1.0, C (x,y)=1.0. Then, the compression becomes inef 
fective. On the other hand, the Smaller the value k is, the 
greater the degree of compression is. At the value K of 0.0, 
C (x,y)=E (x,y). Then, the degree of compression depends 
on the value of the edge intensity Eo (x,y). In a perfect grainy 
region in which Eo (x,y)=0.0, a maximum compression is 
applied at C (x,y)=0.0 and the grainy component becomes 
0.0. According to the equation (4), the processed image I 
(x,y) becomes equal to the Smoothed image Ia (x,y). 
Therefore, the value of the compression constant for grainy 
region K is preferably Set in the range of 0.0-1.0. 
As easily seen from the equation (1), at any value of K, 

the edge region in which Eo (x,y)=1.0 is Subjected to weak 
compression because of a greater value of C (x,y), whereas 
the grainy region in which Eo (x,y)=0.0 is Subjected to 
maximum compression at C (x,y)=K. Therefore, the edge 
intensity is gradually reduced from the edge region toward 
the grainy region, together with the compression (graininess 
Suppression) to be more intensely applied. Hence, unnatural 
phenomenon Such as false contour near the boundary 
between the edge region and the grainy region will not 
OCC. 

It is preferred to Set the value of the compression constant 
for grainy region K in the range of 0.0-1.0. More 
Specifically, an optimal value is preferably Selected as K. in 
accordance with the magnitude of the grain and noise in the 
picture to be processed and with the degree of the sharpness 
enhancement to be performed. 
The grainineSS Suppression by compression is effected on 

the image which has been Subjected to the Sharpness 
enhancement, and the image has a grainineSS more sharp 
ened than that of the image before sharpness enhancement, 
together with a greater density variation. In addition, the 
degree of compression depends on the original grainineSS 
and the degree of Sharpness enhancement. Therefore, the 
grainineSS to be processed is preferably determined to Select 
the compression constant for grainy region. 
The density variations of Surrounding nxn pixels is ref 

erenced to quantify the magnitude of grain (graininess) in 
terms of a physical value Such as RMS granularity a and the 
compression constant for grainy region K will be selected 
on the basis of that physical value. A specific procedure of 
Selecting the compression constant for grainy region by the 
RMS granularity O is described below. 
The grainineSS of color photographic materials is com 

monly measured with a micro-densitometer having a mea 
Suring aperture of 48 up and expressed in terms of RMS 
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granularity. With ordinary or typical color negative films 
such as Super G ACE 100, 200, 400 and 800 (all manufac 
tured by Fuji Photo Film Co., Ltd.), the graininess is in the 
range of 4-5 (RMS granularity O is times 1000). If digiti 
Zation is performed by Scanning the film with the aperture 
area A, the granularity of the film for that aperture area, Os, 
can be calculated from the RMS granularity Ols by the 
following equation (26) using S=OVA which is the well 
known formula of Selwyn granularity: 

os-osVAs/VAsc (26) 

where As is the area of the 48 up aperture. If the films 
granularity is 4 and the digitized Scanning aperture is 12 up 
(aperture area is A), SC is calculated as follows: 

osc=os VAls/VA=0.016 (27) 

provided that the blur is of the magnitude whether it is due 
to the optics or the Scanning aperture. 

If the granularity Os increases (or is roughened) by a 
factor of p upon Sharpness enhancement, the following 
equation will hold: 

Osc=POsc (28) 

The compression constant for grainy region K is preferably 
inversely proportional to the roughening factor p of the 
image to be processed, that is, the equation: 

where r is a constant for adjusting the compression ratio, is 
preferably Satisfied. In a preferred manner, r, takes usually 
a value ranging 0.1–1.0. 
When r32 1.0, grainy fluctuations roughened by Sharp 

neSS enhancement is compressed to the same level as the 
original graininess, provided that the roughened grain is 
more sharpened than the original grain. When re-1.0, the 
roughened grain is more compressed to provide a grainineSS 
Smaller than the original graininess. When 1.0<r,<p, the 
roughened grain is compressed to yield a grainineSS lying 
between the original grainineSS and the grainineSS after 
Sharpness enhancement. 
6) We Next Describe the Step of Compressing the Grainy 
Component. 
The previously determined first edge/grain composite 

component AI, (x,y) in which the edge region of the 
Subject image and grainy region were both Subjected to 
Sharpness enhancement can be multiplied by the grainy 
component compressing coefficient data C, (x,y) of the 
above equation (1) to obtain the Second fine image data 
AI" (x,y) in which the grainy component in the grainy 
region is only compressed, as shown in the following 
equation (30): 

7) We Next Describe the Step of Calculating the Final 
Processed Image After GrainineSS Suppression and Sharp 
neSS Enhancement. 

The grainy component image AI" (x,y) as determined by 
the equation (30) in which the graininess is Suppressed by 
compression is added to the Smoothed image IA, (x,y) 
obtained from the original image to thereby yield the final 
processed image I (x,y) with Suppressed graininess while 
enhancing sharpness, as shown in the equation (31): 

(31) 

In the final processed image I (x,y), the contour region of 
the Subject in the original image Io (x,y) is enhanced in 
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Sharpness, whereas the grainy pattern in the grainy region is 
Sharpened. Thus, the image I (x,y) is Suppressed in ampli 
tude of the grainy fluctuations. 
The Step of compressing the grainy component and the 

Step of calculating the final processed image after grainineSS 
Suppression and sharpness enhancement may be performed 
at the same time. 

Described above are the basic compositional features of 
the image processing method of the invention and the image 
processing apparatus for implementing the above method. 
While the method and apparatus of the invention for 

processing digital images to Suppress their noise and 
enhance their Sharpness have been described above in detail 
with reference to the embodiments, the invention is by no 
means limited thereto and various improvements and design 
modifications can of course be made without departing from 
the Scope and Spirit of the invention. 

According to the image processing method and apparatus 
of the invention, the original image is first Subjected to 
Sharpness enhancement to Sharpen both the Subject image 
and the grain; the contour of the Subject and the grainy 
component are extracted from the image; and the amplitude 
of the density fluctuations of the grainy component in the 
grainy region is compressed to Suppress the grainineSS, the 
grain finally obtained has a natural Visual impression that is 
Spatially finer and characterized by Smaller density changes 
than it initially was. Since the grain of the original image is 
Sharpness enhanced and fined spatially in the present 
invention, the grain ultimately obtained is as fine as can be 
produced when using fine-grain emulsions in Silver halide 
photographic materials and a natural grain Suppressing effect 
is achieved without causing any visual Oddities or unpleas 
ing Sensation Such as "blurry graininess” which is caused in 
the prior art using a Smoothing technique. 

If the image processing method of the invention is applied 
to Silver halide color photographic materials, an improve 
ment is achieved in both grainineSS and Sharpness without 
causing any artificiality and Oddities due to "blurry graini 
ness” which have been unavoidable from the prior art 
process of Suppressing. grainineSS while enhancing Sharp 
neSS and this marked improvement offers a Substantial 
benefit to the industry. 

The method and apparatus of the invention for processing 
digital images to SuppreSS noise and enhance Sharpness will 
now be described with reference to the following specific 
example. 

EXAMPLE 1. 

A photographic image recorded on a 35-mm color nega 
tive film FUJICOLOR SUPER GACE 400 (product of Fuji 
Photo Film Co., Ltd.) was read with a scanner SCANNER 
& IMAGE PROCESSOR SP-1000 (product of Fuji Photo 
Film Co., Ltd.; pixel number, 2760x1840) and converted 
into a digital image of 8 bits for each of R, G and B colors. 
This original image was processed by the method of the 
invention using the image processing apparatus 14 shown in 
FIG. 1 according to the flowchart shown in FIG. 3. 
The process of Sharpness enhancement was performed by 

Gaussian unsharp masking according to equation (8) using 
the following 3x3 unsharp mask: 

-0.50 -0.82 -0.50 

-O.82 6.27 -0.82 

-0.50 -0.82 -0.50 

The Smoothing process consisted of multiplication by a 
normal distribution function to effect averaging. The pro 
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cessing mask was one of 9x9 pixels expressed by equation 
(16) which was used in such a way that the sum of the values 
of all pixels would be 1.0. The result was the same as would 
be attained by processing with a low-pass filter. 

For edge detection, an array of 3x3 pixels as shown in 
FIG. 4 was used and a local variance method was performed 
in accordance with the equation (20). For determining the 
edge region weighting coefficient W(x,y), nonlinear trans 
formation was performed in accordance with the equation 
(22), in which the value of O, or the threshold of local 
variance for edges, was Set at 30. 

Three-dimensional image density profiles as obtained by 
application of the image processing method of the invention 
are shown for a single scene in FIGS. 5a-8b ranging from 
the original image I to the final processed image I. FIG. 5a 
refers to an original image I, FIG. 5b an image after edge 
detection E, FIG. 6a a sharpness enhanced image I, FIG. 
6b a Smoothed image IA, FIG. 7a a Second grain/edge 
composite component AI, FIG. 7b grainy component 
compressing coefficient data in grainy region C, FIG. 8a an 
image AI obtained by Subjecting the grain/edge compos 
ite component to grainy component compression processing, 
and FIG. 8b a final image I after graininess Suppression and 
Sharpness enhancement. 
AS Seen from the above drawings, in the sharpness 

enhanced image in FIG. 6a, the edge region in the Subject 
image and the grainy region are both enhanced, which is 
shown as the grain/edge composite component in FIG. 7a. 
The grainy region is only Selectively Suppressed in graini 
neSS by multiplying the grain/edge composite component by 
the grainy component compressing coefficient in FIG. 7b. 
Thus, the grainineSS is only Suppressed while retaining the 
edge Sharpness, as shown in FIG. 8a. 

In the final processed image in FIG. 8b, the grainineSS is 
Significantly improved while maintaining the edge Sharpness 
as compared to the sharpness enhanced image in FIG. 6a. In 
Spite of the Sharpness of the Subject image significantly 
enhanced as compared to the original image in FIG. 5a, it is 
found that the grainineSS is not roughened but significantly 
improved. AS for grainineSS in particular, Spatially rather 
large grainy fluctuations are reduced to provide a finer 
grainy pattern. The large grainy fluctuations give a visually 
unpleasing impression. Hence, reduction of the grainy fluc 
tuations and fining of the grainy pattern have an effect 
corresponding to the fining of film particles, and can provide 
a visually preferred and pleasing granularity. 
When the image processing method of the invention was 

applied to photographic images recorded on common Silver 
halide photographic materials including color negative or 
reversal films and black-and-white films 35-mm films, 
brownie type films, APS (advanced photo system), films 
with lens (LF) and instant photography, both graininess and 
Sharpness were improved to produce readily appreciable 
effects. 

In particular, the improvement in grainineSS has an effect 
of fining the grainy pattern by Sharpening and fluctuation 
compressing, and was comparable to the result achieved by 
fining the emulsion grains in photographic materials and 
there was not any visual unnaturalneSS or Oddities due to 
“blurry grain” which were unavoidable defects of the vari 
ous prior art methods of removing grainineSS based on an 
averaging proceSS or the reduction of fluctuations, and 
psychologically pleasing grainineSS was obtained. AS for 
image Sharpness, the combination with the above-described 
process of grainineSS Suppression was effective in producing 
a significantly greater enhancing effect than the conventional 
unsharp masking and Laplacian filter. 
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When adding the image processing method of the inven 

tion to the image processing method used in the image 
forming method and the photographic materials as described 
in Examples of EP-A-800,114, both graininess and sharp 
neSS of the photographic image were improved to produce 
readily appreciable effects, as in the above Example 1. 
What is claimed is: 
1. A method for processing a digital image for noise 

Suppression and Sharpness enhancement, comprising the 
Steps of 

performing a Sharpness enhancing proceSS on original 
image data to create sharpness enhanced image data in 
which not only an image but also a grain or noise 
contained therein is sharpened; 

performing a Smoothing proceSS on Said original image 
data to create Smoothed image data; 

Subtracting Said Smoothed image data from Said sharpness 
enhanced image data to create first edge/grain compos 
ite image data comprising edges of a Subject image and 
grains which are both enhanced in Sharpness, 

performing an edge detection of Said original image data 
to determine an edge intensity data for discriminating 
an edge region of a Subject and a grainy region; 

using Said edge intensity data to determine grainy fluc 
tuation compressing coefficient data for compressing 
amplitude of an grainy fluctuation component in the 
grainy region; 

multiplying Said first edge/grain composite image data by 
Said grainy fluctuation compressing coefficient data to 
compress only the grainy fluctuation component in the 
grainy region Selectively, and to thereby create Second 
edge/grain composite image data in which the grains in 
the grainy region are Suppressed while retaining the 
sharpness of the edges in the edge region of the image; 
and 

adding Said Second edge/grain composite image data in 
which the grains are Suppressed while enhancing the 
sharpness to Said Smoothed image data to thereby 
create an processed image. 

2. The method according to claim 1, wherein Said grainy 
fluctuation compressing coefficient data has a value equal or 
close to 1.0 in Said edge region of Said Subject and is 
gradually decreased from Said edge region toward Said 
grainy region, where Said compressing coefficient data takes 
a specified value ranging between 0.0-1.0. 

3. The method according to claim 1, wherein Said grainy 
fluctuation compressing coefficient data is represented by 
equation (1): 

where C(x,y) denotes the grainy fluctuation compressing 
coefficient data, E denotes said edge intensity data 
(normalized Eo (0s Eos 1)), and k denotes a grain com 
pressing constant for adjusting the degree of compression of 
the grainy component in the grainy region and is a value 
ranging between 0.0-1.0. 

4. The method according to claim 1, wherein Said edge 
detection is performed by one of a local variance method, a 
Spatial first differential method and a Spatial Second differ 
ential method. 

5. The method according to claim 1, wherein Said edge 
detection is performed by a local variance method. 

6. The method according to claim 1, wherein Said sharp 
neSS enhancing process is one of Gaussian unsharp masking, 
differentiation filtering and Spatial frequency filtering. 
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7. The method according to claim 1, wherein Said sharp 
neSS enhancing proceSS is Gaussian unsharp masking. 

8. The method according to claim 1, wherein said Smooth 
ing proceSS is Gaussian blurry masking. 

9. The method according to claim 1, wherein said Smooth 
ing process is one of processes directed to a real Space 
domain and a Spatial frequency domain. 

10. The method according to claim 1, wherein said 
Sharpness enhancing process is applied in a Sufficiently 
intense manner. 

11. The method according to claim 1, wherein Said grainy 
fluctuation compressing coefficient data is used to perform a 
weighting operation in the edge region of Said Subject and 
the grainy region. 

12. The method according to claim 11, wherein said 
grainy fluctuation compressing coefficient data gradually 
changes relative proportions of the edge region and the 
grainy region. 

13. An apparatus for processing a digital image for noise 
Suppression and sharpness enhancement, comprising: 

a sharpness enhancing unit for performing a sharpneSS 
enhancing proceSS on original image data to create 
sharpness enhanced image data in which not only an 
image but also a grain or noise contained therein is 
sharpened; 

a Smoothing unit for performing a Smoothing process on 
Said original image data to create Smoothed image data; 

an edge/grain composite component extracting unit for 
Subtracting Said Smoothed image data from Said sharp 
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neSS enhanced image data to create first edge/grain 
composite image data comprising an edge of a Subject 
image and a grain which are both enhanced in Sharp 
neSS, 

an edge detecting unit for performing an edge detection of 
Said original image data to determine an edge intensity 
data for discriminating an edge region of a Subject and 
a grainy region; 

a grain compressing coefficient calculating unit for deter 
mining grainy fluctuation compressing coefficient data 
for compressing amplitude of an grainy fluctuation 
component in the grainy region based on the edge 
intensity data; 

a grainy component compressing unit for multiplying Said 
first edge/grain composite image data by Said grainy 
fluctuation compressing coefficient data to compress 
only the grainy fluctuation component in the grainy 
region Selectively, and to thereby create Second edge/ 
grain composite image data in which the grains in the 
grainy region are Suppressed while retaining the sharp 
neSS of the edge in the edges region of the image, and 

an output image calculating unit for adding Said Second 
edge/grain composite image data in which the grains 
are Suppressed while enhancing the Sharpness to Said 
Smoothed image data to thereby create an processed 
image. 
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