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Declaration of Kelley Hayes Greenbhill

I, Kelley M. Hayes Greenhill, state and declare as follows:

I. Introduction

1. I have prepared this Declaration in connection with the Petition for
Inter Partes Review of U.S. Patent No. 7,945,109, which I understand will be
filed concurrently with this Declaration.

2. I am currently a Senior Manager with the Research & Information
Services team at Finnegan, Henderson, Farabow, Garrett & Dunner, LLP,
located at 901 New York Avenue, NW, Washington, DC 20001-4413.

3. I am over eighteen years of age, and I am competent to make this
Declaration. I make this Declaration based on my own personal knowledge, and
my knowledge of library science practices.

4. I earned a Master of Science in Library Science from the Catholic
University of America in 1995, and a Bachelor of Arts in Political Science from
Duquesne University in 1989. I have worked as a librarian for over thirty years.
I have been employed at Finnegan, Henderson, Farabow, Garrett & Dunner, LLP
since 2019. Before that, from 1995-2015, 1 was employed in the Library
Department of Sterne, Kessler, Goldstein & Fox, PLLC. And from 2015-2019,
I was employed in the Knowledge and Research Service Group (formerly,
Information Research Service) at Northrop Grumman Corporation.

5. I am a member of the American Association of Law Libraries.
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Declaration of Kelley Hayes Greenbhill

II.  Standard Library Practices for Receiving, Cataloging, and Making
Materials Publicly Available

6. I have knowledge of and experience with standard library practices
regarding the receipt, cataloging, and making materials available to the public. I have
knowledge of and experience with the Machine-Readable Cataloging (MARC)
system, an industry-wide standard that libraries use to catalog materials. I also have
knowledge of and experience with OCLC (previously called Online Computer
Library Center, Inc.) and OCLC Control Numbers, which are unique accession
numbers assigned by the OCLC system when a bibliographic record is catalogued
and made available to the public through WorldCat. OCLC control numbers are
often used by the public to search for specific records within WorldCat, the latter
being an online database of 559,887,458 bibliographic records and 3,446,566,579
holdings from libraries throughout the world as of April 2024 (Source:
https://www.oclc.org/en/worldcat/inside-worldcat.html).

7. The MARC record system was developed during the 1960s to
standardize bibliographic catalog records so they could be read by computers and
shared among libraries. By the mid-1970s, MARC had become the international
standard for cataloging bibliographic materials and is still used today. Many libraries
provide public access to their MARC records via the Internet and/or their electronic
cataloging systems at the library. In a MARC record, each field provides specific

information about the cataloged item, including how materials are held and when

3
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they were made available to the public.

8. The MARC record system uses specific three-digit numeric codes
(“field tags™) from 001-999 to identify each field in a catalog record. For example,
field tag 008 provides the six-digit date the item was received and catalogued (Date
entered on file). The first six characters of field tag 008 are always in the
“YYMMDD” format. Descriptions for all of the character positions of field tag 008
are outlined here: https://www.loc.gov/marc/bibliographic/bd008a.html

9. Based on standard library practice, when a library receives an item, it
stamps (and/or labels) the item with the library name, barcode, often with a date that
is within a few days of receipt. Then, the library will catalog the item.

10. Normally, after an item is cataloged, the public may access the item by
searching a library catalog, browsing the library shelves, and either requesting or
electronically accessing the item from the library. Standard library practice is to
make the item available to the public within a few days of cataloging it.

ITI. Digital Preservation at the Library of Congress

11. The Library of Congress is the largest library in the world, housing
millions of books, films, videos, audio recordings, photographs, newspapers, maps,
and manuscripts in its collections. It serves as the main research arm of the U.S.
Congress and is also home to the U.S. Copyright Office. The Library’s mission is to

preserve and provide access to a wide range of knowledge to inform, inspire, and
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engage individuals in their intellectual and creative pursuits.

12.  Preserving the Library of Congress’s extensive collection is a top
priority. The library uses various methods to ensure this, including digital
preservation activities. These activities involve packaging and adding digital
content, monitoring and reporting digital storage and focusing on sustainable digital
file formats and metadata. The library's Sustainable Digital Formats website
provides detailed descriptions of over 440 formats sorted into different content
categories. These include still images, sound, textual, moving images, web archives,
datasets, geospatial, and generic formats. The format descriptions cover important
aspects, such as documenting relationships between formats and factors to consider
when evaluating them, including sustainability, quality, and functionality factors.

IV. Wayback Machine

13. The Wayback Machine, founded by the Internet Archive, is a digital
archive of the World Wide Web. It was created in 1996 and made available to the
public in 2001. The Wayback Machine allows users to view historical versions of
websites. Its goal is to provide universal access to all knowledge by preserving
copies of old web pages. The Wayback Machine had saved over 38.2 billion web
pages by the end of 2009, and as of January 3, 2024, it had archived more than 860
billion web pages and over 99 petabytes of data.

V.  Exhibit 1008
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14.  Exhibit 1008 is a true and correct copy of Digital Still Camera Image
File Format Standard (Exchangeable image file format for Digital Still Cameras:
Exif), Version 2.1, June 12, 1998, Japan Electronic Industry Development
Association (JEIDA) which is available for free from the Library of Congress,
Digital Preservation via the Wayback Machine publicly available website

http://web.archive.org/web/20131230103425/http://exif.org/specifications.html,

attached here Appendix 1. On May 30, 2024, I accessed the publicly available

website, https://www.loc.gov/preservation/digital/, attached here as Appendix 2

and I selected “Sustainability of Digital Formats,” which resulted in the webpage

https://www.loc.gov/preservation/digital/formats/index.html, attached here as

Appendix 3. From there, I selected “Browse alphabetical,” which resulted in the

webpage https://www.loc.gov/preservation/digital/formats/fdd/browse_list.shtml,

attached here as Appendix 4. I then selected “EXIF_Family,” which resulted in

webpage  https://www.loc.gov/preservation/digital/formats/fdd/fdd000618.shtml,

attached here as Appendix 5. On this page there is a link to Digital Still Camera
Image File Format Standard (Exchangeable image file format for Digital Still
Cameras: Exif), Version 2.1, June 12, 1998, Japan Electronic Industry Development
Association (JEIDA). Included on the page is a detailed version timeline for the Exif

standard development that states a publication date of December 1998 for version

2.1.
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Declaration of Kelley Hayes Greenbhill

15. Based on the evidence presented, it is my professional opinion that
Exhibit 1008 is an authentic document and would have been publicly accessible in
or shortly after December 1998.

VI. Conclusion

16. In signing this Declaration, I understand it will be filed as evidence in
a contested case before the Patent Trial and Appeal Board of the United States Patent
and Trademark Office. I understand I may be subject to cross-examination in this
case and that cross-examination will take place within the United States. If cross-
examination is required of me, I will appear for cross-examination within the United
States during the time allotted for cross-examination.

17. I declare that all statements made herein of my knowledge are true, that
all statements made on information and belief are believed to be true, and that these
statements were made with the knowledge that willful false statements and the like
so made are punishable by fine or imprisonment, or both, under Section 1001 of Title

18 of the United States Code.

Executed on June 11, 2024, in Washington, DC.

B [KMWL%;M

Kelley M. Hayes Greenhill
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Digital Still Camera Image

File Format Standard

(Exchangeable image file format

for Digital Still Cameras: Exif)
Version 2.1

June 12, 1998
Japan Electronic Industry Development Association

(JEIDA)
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This standard makes no warranty, express or implied, with respect to the use of any intellectua property, such as patents,
copyrights and trademarks, belonging to any corporation or individual. Nor does this standard make any warranty
regarding system reliability or product liability.

Windows" is a registered trademark of Microsoft Corporation in the United States and elsewhere. FlashPix™ is a
registered trademark of Eastman Kodak Company.
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Revision History

This "Digital Still Camera Image File Format Standard” is issued as a standard for the image file format (Exif:
Exchangeable image file format) used in digital <till cameras and related systems. It was first published in
October 1996 as Version 1.0. Then in May 1997, Version 1.1''  was issued, adding specifications for optional
atribute information as well as stipulations relating to format implementation, in addition to the mandatory

specifications of Version 1.0.

The desire for a uniform file format standard for the image data stored by digital till cameras has increased as
these cameras have grown in popularity. At the same time, with the broadening application of this technology, a

similar desire has arisen for uniformity of the attribute informationthat can be recorded in afile.

The Version 20" makes improvements to the Exif format for greater ease of use, while allowing for backward
compatibility with products of manufacturers currently implementing Exif Version 1.x or considering its future

implementation. The present Version 2.1 contains Recommended Exif Interoperability Rules.
The following additions and changes are made from Version 1.1 to Version 2.1.
[Additions]

Audio file format specification

JPEG compressed thumbnail specification

Chrominance sampling method Y:Cb:Cr = 4:2:0.

Tags for FlashPix transformation

Additional tags for picture-taking conditions

APP2 marker segment specification for FlashPix extensions

Definition of color space information

Addition of Interoperability IFD (Version 2.1)

Addition of [Appendix D.1 Recommended Exif Interoperability Rules ExifR98] (Version2.1)
[Changes]

Combined into one chapter the separate chapters on the Exif file specification and

implementation specification (Exif-1).

Removed the limitation on number of pixels (multiples of 8 and 16) to allow for expanded

implementation.

Content of ExifVersion Tag is changed into 2.1
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General

1.1. Objectives

This document specifies a standard file format for the image data recorded by digital still cameras (DSC) and related
systems, which use a PC Card or other removable memory medium. The aim is to ensure data compatibility and
exchangesability, providing a framework in which these products can be used readily by ordinary consumers. In this
way it is hoped the standard will contribute to the infrastructure of the information age, as it evolves with the rapid

proliferation of personal computers and other information technologies.

1.2. Scope and Abbreviation

This standard applies to the image files recorded on PC Cards and other removable memory by DSC and related
systems. The standard is abbreviated as Exif (Exchangeable image file format).

Note: This standard makes no warranty with respect to the use of "Exif" as a trademark.

1.3. Format Structure

This standard consists of the Exif image file specification and the Exif audio file specification (see Fig. 1). The
recording medium specification shall conform to the standard for the particular medium used and is not specified

here. Recommendations on implementation are given in Appendix D for directory and file naming.

Exif image file specification | Exif audio file specification

Recording medium specification

Fig. 1 Format structure
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1.4. Exif Image File Specification

The Exif image file specification stipulates the method of recording image data in files, and specifies the following
items:
Structure of image data files,

Tags used by this standard,

Definition and management of format versions.

Features of the Exif image file specification include the following.

The file-recording format is based on existing formats. Compressed files are recorded as JPEG (ISO/IEC 10918-1")
with application marker segments (APPL and APP2) inserted. Uncompressed files are recorded in TIFF Rev. 6.0'
format. The use of existing formats means files recorded using a DSC or related system can be read directly by

commercia applications, and makes possible the use of functions for viewing and manipulating the images.

Related attribute information for both compressed and uncompressed files is stored in the tag information format
defined in TIFF Rev. 6.0. Information specific to the camera system and not defined in TIFF is stored in private tags
registered for Exif. The Exif image file specification aso specifies the method for recording thumbnails. The reason
for using the TIFF Rev. 6.0 tag format in the compressed file APP1 segment is to facilitate exchange of attribute
data between Exif compressed and uncompressed files.

Compressed files can record extended data exceeding 64 Kbytes by dividing it into multiple APP2 segments. The
APP2 segment is used when recording FlashPix"'  extensions.

A feature of Exif image files is their compatibility with standard formats in wide use today, enabling them to be used
on persona computers and other information systems. The intention is to promote widespread use of digita il

cameras.

Details of the Exif image file specification are given in Chapter 2 of this document.
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1.5. Exif Audio File Specification

The Exif audio file specification stipulates the method of writing audio data in files, and specifies the following
items:
Structure of audio data files,

Chunks,

Definition and management of format versions.

Features of the Exif audio file specification include the following.

Files are recorded using the existing RIFF WAVE Form Audio File format"" As data formats, PCM and mLaw
PCM (conforming to ITU-T G.711"'"") are used for uncompressed audio data, and IMA-ADPCM™  for compressed
audio data. As with the image files specification, the aim is to enable direct reading, playback and manipulation of

the files using the functions in commercial applications.

Related attribute information is stored as an INFOlist in the case of general attributes and as Exif-specific chunks
in the case of attributes specific to Exif. The Exif-specific chunks are newly provided to enable necessary
information to be added by making use of chunk extensibility. The recording of data in an Exif-specific chunk is

done in the same way as for an INFO list.

Exif audio files, like image files, feature compatibility with standard formats aready in wide use, in order to
promote the widespread use of digital still cameras.

Details of the Exif audio file specification are given in Chapter 3 of this document.
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1.6. Relation between Image and Audio File Specification

This standard includes specifications not only for an image file format but aso for an audio file format enabling the

recording of audio as a supplementary function.
Also specified in this standard is the relational information indicating the relation between image files and audio
files.

Mapping between image files and audio files can be done in various ways; but the Exif stardard specifies only the
simplest mapping, with others left up to the implementation.
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1.7. Presupposed Systems and Compatibility

The image systems presupposed by this standard consist of three elements as follows:
Equipment: Imaging devices such as cameras, printers and filing equipment,
Commercial software:  Off-the-shelf image processing software running on personal

computers,

Specialized software: Dedicated (system-specific) image processing software running on

personal computers.

Image file compatibility on these systems is achieved as follows. The DSC or other system writes data to filesin the
format specified in this standard. A basic condition of equipment with a playback function is that it be able to read
the files it recorded itself. In a personal computer environment, the basic requirement is that dedicated software be
able to read all the images, audio and attributeinformation recorded in conformance with this standard (seeFig. 2).

Fig. 2 Compatibility Concepts

/ Exif Format \
Exif Equipment 1 Exif Equipment 2

\ Exif Specialized Software /

.ﬁ O Writing Range

Other formats O Reading Range
(FlashPix)

K Commercial Software J

-5-
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2. Exif Image File Specification

2.1. Outline of the Exif Image File Specification

This chapter gives details of the image file specification, covering the following items:

Format version definition,
Specifications relating to image data,
Basic structure of image data,

Tags,

JPEG marker segments,

Specifications on data recording.

2.2. Format Version

The version of the format specified here is recorded as 4 bytes (see section 2.6.5). The address bytes are recorded
asAl, A2, B1, and B2, gtarting with the lowest number. A1 and A2 store the upper part of the standard version, with

the lower part stored in B1 and B2. When changes are made to the version number of this standard, the following

rules apply.
When the changes are such that data readers can properly recognize conventional information
and skip the data that was recorded using newly added functions, the lower part of the version
(B1, B2) is changed.

When there is a possibility that a data reader implementing the old standard may operate

incorrectly due to the new specifications, the upper part of the version (A1, A2) is changed.

Players should be able to play back files of versions earlier than the supported standard.

2.3. Definition of Glossary

Terms and notation are used as follows in this standard:

"Tag" is used as a synonym of "field",
".H" appended to a numerical value means it is hexadecimal notation,

Unless otherwise indicated, other numerical values are given in decimal notation,

-6 -
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The initial IFD in a file is the "Oth IFD," with the next IFD being called the 1st IFD,

The original image is called the "primary image,” and small images used to index the primary
images are called "thumbnail" images,

Data referred to in the JPEG standard as “Interoperability coded data" is here called
"compressed data".
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2.4. Specifications Relating to Image Data

2.4.1.Number of Pixels

There is no limit on number of pixels of the primary image when it is recorded as either uncompressed or JPEG
compressed data. Note that when recording as JPEG compressed data images for which the number of lines
(ImageLength) or number of samples/line (ImageWidth) is not a multiple of 8 or 16, the method of recording is as
stipulated in section 2.8.1. The above specification applies similarly to thumbnails.

2.4.2.Pixel Aspect

Image data is recorded as square pixels with a pixel aspect ratio of 1:1. This specification is applied similarly to

thumbnails.

2.4.3.Pixel Composition and Sampling

The combination of pixel composition and pixel sampling for image data must be RGB 4:4:4 and either Y:Ch:Cr =
4:2:2 or Y:Ch:Cr = 4:2:0. The pixel composition of image data must also be 8 bits each. This specificationis applied

similarly to thumbnails.

As sampling points on the elements making up pixels, the Y and Ch,Cr sampling points may be either co-sited or
centered. Fig. 3 shows typical pixel sampling for image width w and height h. In the case of Y:Ch:Cr = 4:2:2,
gpatia co-siting is recommended for the sake of improved image quality on TV systems. For Y:Ch:Cr = 4:2:0,
spatial centering is recommended as per the TIFF default and is most common format of the personal computer

applications.
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Fig. 3 Pixel Composition and Pixel Sampling

-9-



2.4.4.Image Data Arrangement

Image data must be arranged as follows. Uncompressed data shall consist of pixels with each line traced from left to
right, and one screen shall consist of lines traced from top to bottom. JPEG compressed datashall consist of blocks
configured of pixels traced in similar sequence. Fig. 4 shows the various data arrangements for recording in files

images with pixels of width w and height h
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e
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>
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R[0,0] Ed R[er] _)’_ s > R[W'lvh'll
G[0,0] -+ G[lvo] _)>_ e > G[W'lrh_l]
BI0.0] 4 BILO] 3 e > Bw-1,h-1]

2) Uncompressed RGB Planar (4:4:4)

| Y[0,0] + Y[1,0] + Cb[0,0] + C10,0] a|» Y[2,0] + Y[3,0] —1|> .......... i

4) Uncompressed YCbCr Chunky (4:2:0)

______
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' |
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: > Cbblock -+ Crblock 5 Yblock >t Yblock 5 Cbblock - Crblock
pr [w/16-2,h/8-1] | [w/16-2,h/8-1] | [w/8-2,h/8-1] | [w/8-1,h/8-1] | [w/16-1,h/8-1] | [w/16-1,h/8-1]
5) Compresed JPEG Block-Interleave (4:2:2)
Y block | Yblock 4 Yblock L Y block [ Cbblock | Crblock | |
[0,0] [1,0] [0,1] [1,1] [0,0] [0,0] B
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"""""" [w/8-2,n/8-2] | [w/8-1,h/8-2] | [w/8-2,h/8-1] | [w/8-1,h/8-1] |[w/16-1,h/16-1]|[w/16-1,h/16-1]

6) Compressed JPEG Block-Interleave (4:2:0)

Fig. 4 Data Arrangement
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2.5. Basic Structure of Image Data

2.5.1.Basic Structure of Primary Image Data
Image dataemploys following existing image formats, depending on the image data type:
RGB uncompressed data: Baseline TIFF Rev. 6.0 RGB Full Color Images ",
YCbCr uncompressed data: TIFF Rev. 6.0 Extensions YCbCr Images ",
JPEG compressed data: JPEG Baseline ADCT .
For compressed daa, the attribute information required by the DSC application shall be recorded in APP1. Data
writing in APP1 shall be compatible with TIFF. The use of a common method of storing attribute information for

both compressed and uncompressed data results in a simpler format, while the ability to add private tags for
additional information takes advantage of the extensibility of the tag mechanism.

2.5.2.Basic Structure of Uncompressed RGB Data
Uncompressed RGB data is recorded in conformance with Baseline TIFF Rev. 6.0 RGB Full Color Images”.

Attribute information is recorded in tags specified in TIFF Rev. 6.0. Attribute information specific to Exif is
recorded using private tags reserved in TIFF for this standard. The private tags point to sets of this attribute
information (Exif IFD).

Files are structured as follows (see Fig. 5). Asin the TIFF standard, the recording location of each IFD value is not
specified:

File Header,

Oth IFD,

Oth IFD Value,

1st IFD,

1st IFD Value,

1st (Thumbnail) Image Data,

Oth (Primary) Image Data.
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TIFF Header
I: Oth IFD for ImageWidth

Primary Image
Data | = e

Exif IFD Pointer

GPS IFD Pointer

Next IFD Pointer

.... Value of Oth IFD ....

Exif IFD Exif Version v
(Exif Private Tag)

DateTimeDigitized

... Value of Exif IFD ....

GPS IFD GPS Version <
(GPS Info Tag)
.... Value of GPS IFD ....
> 1stIFD for ImageWidth
Thumbnail Data
StripOffsets
... Value of 1st IFD ...
Thumbnail Data <«
4
Primary Image Strip 1
Data Strip 2
Strip L

Fig. 5 Basic Structure of Uncompressed Data Files

File Headers are 8 bytes as defined in the TIFF standard, with the Offset of IFDindicating the start address of the
Oth IFD (see Table 1).

The Oth IFD Offset of Next IFD indicates the start address of the 1st IFD (thumbnail images). When the 1t IFD is
not recorded, the Oth IFD Offset of Next IFD terminates with 00000000.H.

On the IFD description method see section 2.6.2.
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Table 1 TIFF Headers

Name Size (Bytes) Value
Written as either "II" (4949.H) (little endian) or "MM" (4D4D.H)
Byte Order 2 (big endian) depending on the CPU of the machine doing the
recording.
42 2 002A.H (fixed)
Offset of a Oth IFD offset. If the TIFF header is followed immediately by
IFD the Oth IFD, it is written as 00000008.H.

2.5.3.Basic Structure of YCbCr Uncompressed Data

Y CbCr uncompressed data is recorded in conformance with TIFF Rev. 6.0 Extensions Y CbCr Images". Tagsfar
the following information are available for YCbCr uncompressed data in addition to the attribute information for
RGB uncompressed data;

RGB-YCDbCr color transformation matrix coefficients (YCbCrCoefficients),
Chrominance subsampling information (YCbCrSubSampling),

Infformation on  matching/nonmatching of chrominance and Iuminance samples

(YCbCrPositioning).

The method of recording other attribute informationis the same as for uncompressed RGB data (seesection 2.5.2).
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2.5.4.Basic Structure of JPEG Compressed Data

Compressed data files are recorded in conformance with the JPEG DCT format specified in 1SO/IEC 10918-1,"
with the Application Market Segment (APP1) inserted. APPL is recorded immediately after the SOI marker
indicating the beginning of the file (see Fig. 6). Multiple APP2 can be recorded as necessary, starting immediately
after APP1. APPn other than APP1 and APP2 or COM segments are not used by Exif. However Exif readers should
be designed skip over unknown APPn and COM.

Structure of Compressed file Structure of APP1
SOl Start of Image APP1 Marker
APP1 Application Marker APP1 Length
Segment 1 . o
(Exif Attribute Information) Exif Identifier Code
TIFF Header
(APP2) (Application Marker oth IED
Segment 2)
(FlashPix Extension data)
Oth IFD Value
1stIFD
DQT Quantization Table
DHT Huffman Table 1stIFD Value
(DRI) (Restart Interval) 15t IFD Image Data
SOF Frame Header
SOS Scan Header

Compressed Data

EOI End of Image

Fig. 6 Basic Structure of Compressed Data Files

Interoperability, APPL consists of the APP1 marker, Exif identifier code, and the attribute information itself. The
size of APPL including all these elements must not exceed the 64 K bytes specified in the JPEG standard.

Attribute informationis stored in TIFF structure including a File Header, with a maximum of two IFD (Oth IFD, 1st
IFD). The Oth IFD records attribute information concerning the compressed image (primary image). The 1st IFD can

be used to record a thumbnail image. For details see section 2.7.2.

APP2 consists of the APP2 marker, FPXR (FlashPix Ready) identifier code, and contents list for FlashPix extension
recording, or stream data. A string of multiple APP2 marker segments can be used to record data exceeding 64

Kbytes. For details see section 2.7.3.
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2.5.5.Basic Structure of Thumbnail Data

Thumbnail data is recorded in the 1st IFD similarly to primary images, using two existing image formats.

No limit is placed on the size of thumbnail images. Thumbnails are not mandatory, but it is recommended that they

be recorded if possible, unless hardware or other restrictions preclude this.

Thumbnail data does not necessarily have to adopt the same data structure as that used for primary images. If,
however, the primary images are recorded as uncompressed RGB data or as uncompressed Y CbCr data, thumbnail
images cannot be recorded as JPEG compressed data (see Table 2).

Table 2 Combinations of primary image and thumbnail data structures

Primary Image
Uncompressed Compressed
Thumbnail Uncompressed Possib_le Poss?ble
Compressed Not possible Possible

When thumbnails are recorded in uncompressed format, they are to be recorded in the 1t IFD in conformance with
Baseline TIFF Rev. 6.0 RGB Full Color Images or TIFF Rev. 6.0 Extensions Y CbCr Images.

An Exif- specific recording method is used to record compressed thumbnails.

In this case the Compression tag value is set to "6" and tags in the 1st IFD (JPEGInterchangeFormat,
JPEGInterchangefFormatLength) are used to designate the location and size. The images are recorded at the
designated location as a JPEG stream (from SOI to EOI) conforming to the JPEG Baseline DCT format. No APPn
marker, COM marker, nor restart marker is recorded in the JPEG stream (see Fig. 7). To avoid duplicate definitions,
the 1st IFD is not used to record atag indicating a TIFF image or information recorded elsawhere as a JPEG marker
segment.
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Exif Compressed File APP1 Marker

SOl APP1 Marker
APP1 Length
Exif Compressed Thumbnail
SOl
DQT TIFF Header
DQT
DHT Oth IFD Q
DHT
SOF
Exif IFD SOF
SOS
SOS
Compressed Data 1st IFD
I~ JPEGInterchangeFormat Compressed Data
JPEGInterchangeFormatLength
JPEG Thumbnail
EOI EOI

Fig. 7 Structure of Exif file with compressed thumbnail
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2.6. Tags

2.6.1. Features of Attribute Information

RGB data conforms to Basdine TIFF Rev. 6.0 RGB Full Color Images, and YCbCr data to TIFF Rev. 6.0
Extensions Y CbCr Images. Accordingly, the parts that follow the TIFF structure must be recorded in conformance
to the TIFF standard. In addition to the attribute information indicated as mandatory in the TIFF standard, this Exif
standard adds the TIFF optional tags that can be used in a DSC or other system, Exif-specific tags for recording
DSC-specific attribute information, and GPS tags for recording position information There are aso Exif-original
specifications not found in the TIFF standard for compressed recording of thumbnails.

Recording of compressed data differs from uncompressed data in the following respects:

When the primary image data is recorded in compressed form, there is no tag indicating the

primary image itself or its address (pointer),

When thumbnail data is recorded in compressed form, address and size are designated using
Exif-specific tags,

Tags that duplicate information given in the JPEG Baseline are not recorded (for either primary

images or thumbnails).

Information relating to compression can be recorded using the tags for this purpose.

2.6.2.1FD Structure

The IFD used in this standard consists of a 2-byte count (number of fields), 12-byte field Interoperability arrays, and
4-byte offset to the next IFD, in conformance with TIFF Rev. 6.0.

Each of the 12-byte field Interoperability consists of the following four elements respectively.
Bytes 0-1 Tag
Bytes 2-3 Type
Bytes 4-7 Count
Bytes 8-11 Value Offset

Each element is explained briefly below. For details see TIFF Rev. 6.0.
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Tag
Each tag is assigned a unique 2-byte number to identify the field. The tag numbers in the Exif Oth IFD and 1t IFD

are al the same as the TIFF tag numbers.

Type
The following types are used in EXif:
1 = BYTE An 8-bit unsigned integer.,
2 = ASCII An 8-bit byte containing one 7-bit ASCII code. The final byte is terminated with NULL.,
3 = SHORT A 16-bit (2-byte) unsigned integer,
4 = LONG A 32-bit (4-byte) unsigned integer,
5 = RATIONAL  Two LONGs. The first LONG is the numerator and the second LONG expresses the

denominator.,

~
1

UNDEFINED An 8-bit byte that can take any value depending on the field definition,
9 = SLONG A 32-bit (4-byte) signed integer (2's complement notation),
10 = SRATIONAL Two SLONGSs. The first SLONG is the numerator and the second SLONG is the

denominator.

Count

The number of values. It should be noted carefully that the count is not the sum of the bytes. In the case of one vaue

of SHORT (16 bits), for example, the count is'1' even though it is 2 bytes.

Value Offset

This tag records the offset from the start of the TIFF header to the position where the value itsdlf is recorded. In
cases where the value fits in 4 bytes, the value itsalf is recorded. If the value is smaler than 4 bytes, the value is
stored in the 4-byte area starting from the left, i.e., from the lower end of the byte offset area. For example, in big
endian format, if the type is SHORT and the value is 1, it is recorded as 00010000.H.

Note that field Interoperability must be recorded in sequence starting from the smallest tag number. There is no
gtipul ation regarding the order or position of tag value (Value) recording.
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2.6.3. Exif-specific IFD

A. Exif IFD

Exif IFD isaset of tags for recording Exif-specific attribute information. It is pointed to by the offset from the TIFF
header (Vaue Offset) indicated by an Exif private tag value.

Exif IFD Pointer

Tag = 34665 (8769.H)
Type = LONG

Count =1

Default = none

A pointer to the Exif IFD. Interoperability, Exif IFD has the same structure as that of the IFD specified in TIFF.

Ordinarily, however, it does not contain image data as in the case of TIFF.

B. GPSIFD

GPS IFD is a et of tags for recording GPS information It is pointed to by the offset from the TIFF header (Vaue
Offset) indicated by a GPS private tag value.

GPS Info IFD Pointer

Tag = 34853 (8825.H)
Type = LONG

Count =1

Default = none

A pointer to the GPS Info IFD. The Interoperability structure of the GPS Info IFD, like that of Exif IFD, has no
image data.

C. Interoperability IFD

Interoperability IFD is composed of tags which stores the information to ensure the Interoperability and pointed by
the following tag located in Exif IFD.

Interoperability IFD Pointer

Tag =40965 A005.H
Type = LONG

Count =1

Default = None

The Interoperability structure of Interoperability |FD is same as TIFF defined IFD structure but does not contain the
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image data characteristically compared with normal TIFF IFD.
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2.6.4.TIFF Rev. 6.0 Attribute Information

Table 3 ligts the attribute information used in Exif, including the attributes given as mandatory in Baseline TIFF
Rev. 6.0 RGB Full Color Images and TIFF Rev. 6.0 Extensions Y CbCr Images, as well as the optiond TIFF tags
used by DSC and other systems. The contents are explained below.

Table 3 TIFF Rev. 6.0 Attribute Information Used in Exif

) Tag ID
Tag Name Field Name Type Count
Dec | Hex
A. Tags relating to image data structure
Image width ImageWidth 256 100 SHORT or LONG 1
Image height ImagelLength 257 101 SHORT or LONG 1
Number of bits per component BitsPerSample 258 102 SHORT 3
Compression scheme Compression 259 103 SHORT 1
Pixel composition Photometriclnterpretation 262 106 SHORT 1
Orientation of image Orientation 274 112 SHORT 1
Number of components SamplesPerPixel 277 115 SHORT 1
Image data arrangement PlanarConfiguration 284 11C SHORT 1
Subsampling ratio of Y to C  YCbCrSubSampling 530 212 SHORT 2
Y and C positioning YCbCrPositioning 531 213 SHORT 1
Image resolution in width v g0} tion 282 | 11A RATIONAL 1
direction
L?Zggorfsomt'on inheight — y gesolution 283 | 11B RATIONAL 1
Unit of X and Y resolution ResolutionUnit 296 128 SHORT 1
B. Tags relating to recording offset
Image data location StripOffsets 273 111 SHORT or LONG *S
Number of rows per strip RowsPerStrip 278 116 SHORT or LONG 1
Bytes per compressed strip  StripByteCounts 279 117 SHORT or LONG *S
Offset to JPEG SOI JPEGInterchangeFormat 513 201 LONG 1
Bytes of JPEG data JPEGInterchangeFormatLength | 514 202 LONG 1
C. Tags relating to image data characteristics
Transfer function TransferFunction 301 12D SHORT 3 * 256
White point chromaticity WhitePoint 318 13E RATIONAL 2
Chromaticities of primaries  PrimaryChromaticities 319 13F RATIONAL 6
ﬁ';'t?irxsczicfﬁ cti'ean"tzformat'on YCbCrCoefficients 520 | 211 RATIONAL 3
Pair of black and white ReferenceBlackWhite 532 | 214 RATIONAL 6
reference values
D. Other tags
File change date and time DateTime 306 132 ASCII 20
Image title ImageDescription 270 10E ASCII Any
Image input equipment Make 271 | 10F ASClI Any
manufacturer
Image input equipment model Model 272 110 ASCII Any
Software used Software 305 131 ASCII Any
Personwho created theimage Artist 315 13B ASCII Any
Copyright holder Copyright 3432 | 8298 ASCII Any

*S Chunky format: StripsPerlmage

Planar format: SamplesPerimage * StripsPerlmage

StripsPerlm age = floor((ImageLength + RowsPerStrip -1)/ RowsPerStrip)
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A. Tagsrelating to image data structure
ImageWidth

The number of columns of image data, equal to the number of pixels per row. In JPEG compressed data a JPEG
marker is used instead of this tag.

Tag = 256 (100.H)

Type = SHORT or LONG

Count = 1

Default = none
ImageLength

The number of rows of image data. In JPEG compressed data a JPEG marker is used instead of this tag.

Tag = 257 (101.H)
Type = SHORT or LONG
Count =1

Default = none

BitsPerSample

The number of bits per image component. In this standard each component of the image is 8 bits, so the value for
thistag is 8. See also SamplesPerPixel. In JPEG compressed data a JPEG marker is used instead of this tag.

Tag = 258 (102.H)
Type = SHORT
Count = 3

Default = 8 8 8

Compression

The compression scheme used for the image data. When a primary image is JPEG compressed, this designation is

not necessary and is omitted. When thumbnails use JPEG compression, this tag value is set to 6.

Tag = 259 (103.H)
Type = SHORT
Count =1
Default = none
1 = uncompressed
6 = JPEG compression (thumbnails only)

Other = reserved
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Photometriclnterpretation

The pixel composition. In JPEG compressed data a JPEG marker is used instead of this tag.
262 (106.H)

Tag =
Type =

Count =

Default

2
6
Other

Orientation

SHORT

1

none

RGB
YCbCr

reserved

The image orientation viewed in terms of rows and columns.
274 (112.H)

Tag =
Type =
Count =
Default =

1

2

3

Other

SamplesPerPixel

SHORT

1
1

The Oth row is at the visual top of the image, and the Oth column is the visual left-hand side.
The Oth row is at the visual top of the image, and the Oth column is the visual right-hand side.

The Oth row is at the visual bottom of the image, and the Oth column is the visual right-hand

side.

The Oth row is at the visual bottom of the image, and the 0th column is the visual left-hand
side.

The Oth row is the visual left-hand side of of the image, and the Oth column is the visual top.
The Oth row is the visual right-hand side of of the image, and the Oth column is the visual top.

The Oth row is the visual right-hand side of of the image, and the Oth column is the visual

bottom.

The 0Oth row is the visual left-hand side of of the image, and the Oth column is the visual

bottom.

reserved

The number of components per pixel. Since this standard applies to RGB and Y CbCr images, the vaue set for this

tag is 3. In JPEG compressed data a JPEG marker is used instead of this tag.
277 (115.H)

Tag

Type =

Count

Default

SHORT

1
3

Page 37 of 205
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PlanarConfiguration

Indicates whether pixel components are recorded in chunky or planar format. In JPEG compressed files a JPEG
marker is used instead of this tag. If this field does not exist, the TIFF default of 1 (chunky) is assumed.

Tag = 284 (11C.H)

Type = SHORT

Count =1
1 = chunky format
2 = planar format
Other = reserved

YCbCrSubSampling

The sampling ratio of chrominance components in relation to the luminance component. In JPEG compressed data a
JPEG marker is used instead of this tag.

Tag = 530 (212.H)

Type = SHORT

Count =2
[2, 1] = YCbCr4:2:2
[2, 2] = YCbCr4:2:0
Other = reserved

YChCrPositioning

The position of chrominance components in relation to the luminance component. This field is designated only for
JPEG compressed data or uncompressed Y ChCr data. The TIFF default is 1 (centered); but when Y:Ch:Cr = 4:2:2 it
is recommended in this standard that 2 (co-sited) be used to record data, in order to improve the image quality when
viewed on TV systems. When this field does not exist, the reader shall assume the TIFF default. In the case of
Y:Ch:Cr = 4:2:0, the TIFF default (centered) is recommended. If the reader does not have the capability of
supporting both kinds of YChCrPositioning, it shal follow the TIFF default regardiess of the value in thisfield. It is
preferable that readers be able to support both centered and co-sited positioning.

Tag = 531 (213.H)
Type = SHORT
Count =1
Default = 1
1 = centered
2 = co-sited
Other = reserved
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XOX XOX
XOX XOX
XOX XOX
XOX XOX

YCbCrPositioning =1
(centered)

a) Y:Ch:Cr=4:2:2

X X X X
O @)

X X X X

X X X X
O ©)

YCbCrPositioning =1

B X & X
R X & X
R X & X
R X & X
YCbCrPositioning =2
(co-sited)
g X & X
X X X X
g X & X

YCbCrPositioning =2

(centered) (co-sited)
b) Y:Cb:Cr=4:2:0

X Luminance Sample
(O chrominance Sample

Fig. 8 YCbCrPositioning

XResolution

The number of pixels per ResolutionUnit in the ImageWidth direction. When the image resolution is unknown, 72
[dpi] is designated.

Tag = 282 (11A.H)

Type = RATIONAL

Count = 1

Default = 72
YResolution

The number of pixels per ResolutionUnit in the ImagelLength direction. The same value as XResolution is

designated.
Tag = 283 (11B.H)
Type = RATIONAL
Count = 1
Default = 72

ResolutionUnit

The unit for measuring XResolution and YResolution. The same unit is used for both XResolution and YResolution.
If the image resolution in unknown, 2 (inches) is designated.
Tag = 296 (128.H)
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Type
Count
Default

2

3

Other

SHORT

= inches
= centimeters

= reserved
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B. Tagsrelating to recording offset

StripOffsets

For each strip, the byte offset of that strip. It is recommended that this be selected so the number of strip bytes does
not exceed 64 Kbhytes With JPEG compressed data this designation is not needed and is omitted. See aso
RowsPer Strip and StripByteCounts.

Tag =
Type =

Count =

Default

RowsPerStrip

273 (111.H)

SHORT or LONG

StripsPerlmage (when PlanarConfiguration = 1)
SamplesPerPixel * StripsPerimage(when PlanarConfiguration = 2)

none

The number of rows per strip. This is the number of rows in the image of one strip when an image is divided into
strips. With JPEG compressed data this designation is not needed and is omitted. See aso RowsPerSrip and

StripByteCounts.

Tag
Tag =

Type

Count

Default

StripByteCounts

278 (116.H)
SHORT or LONG
1

none

The total number of bytesin each strip. With JPEG compressed data this designation is not needed and is omitted.

Tag =
Type =

Count =

Default

279 (117.H)

SHORT or LONG

StripsPerlmage (when PlanarConfiguration = 1)
SamplesPerPixel * StripsPerimage(when PlanarConfiguration = 2)

none

JPEGInterchangeFormat

The offset to the start byte (SOI) of JPEG compressed thumbnail data. This is not used for primary image JPEG

data.

Tag

Type
Default =

513 (201.H)
LONG

none
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JPEGInterchangeFormatLength

The number of bytes of JPEG compressed thumbnail data. This is not used for primary image JPEG data. JPEG
thumbnails are not divided but are recorded as a continuous JPEG bitstream from SOI to EOI. APPn and COM
markers should not be recorded. Compressed thumbnails must be recorded in no more than 64 Kbytes including al
other data to be recorded in APPL.

Tag = 514 (202.H)
Type = LONG
Default = none
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C. Tags Relating to Image Data Characteristics
TransferFunction

A transfer function for the image, described in tabular style. Normally this tag is not necessary, since color spaceis
specified in the color space information tag (Color Space).

Tag = 301 (12D.H)
Type = SHORT
Count = 3*256
Default = none

WhitePoint

The chromaticity of the white point of the image. Normally this tag is not necessary, since color space is specified in

the color space information tag (Col or Space).

Tag = 318 (13E.H)
Type = RATIONAL
Count = 2

Default = none

PrimaryChromaticities

The chromaticity of the three primary colors of the image. Normally this tag is not necessary, since color space is

specified in the color space information tag (Color Space).

Tag = 319 (13F.H)
Type = RATIONAL
Count = 6

Default = none

YCbCrCoefficients

The matrix coefficients for transformation from RGB to Y ChCr image data. No default is given in TIFF; but here
the value given in Appendix E, "Color Space Guidelines," is used as the default. The color space is declared in a
color space information tag, with the default being the value that gives the optimal image characteristics

Interoperability this condition.

Tag = 529 (211.H)
Type = RATIONAL
Count = 3

Default = See Appendix E.
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ReferenceBlackWhite

The reference black point value and reference white point value. No defaults are given in TIFF, but the values below

are given as defaults here. The color space is declared in a color spae information tag, with the default being the

value that gives the optimal image characteristics Interoperability these conditions.

Tag =
Type =
Count =

Default =

532 (214.H)

RATIONAL

6

[0, 255, 0, 255, 0, 255] (when Photometriclnterpretation is RGB)
[0, 255, 0, 128, 0, 128] (when Photometriclnterpretation is YCbCr)
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D. Other Tags
DateTime

The date and time of image creation. In this standard it is the date and time the file was changed. The format is
"YYYY:MM:DD HH:MM:SS" with time shown in 24-hour format, and the date and time separated by one blank
character [20.H]. When the date and time are unknown, al the character spaces except colons (":") may be filled
with blank characters, or else the Interoperability field may be filled with blank characters. The character string
length is 20 bytes including NULL for termination. When the field is left blank, it is treated as unknown.

Tag = 306 (132.H)

Type = ASCI
Count = 20
Default = none

ImageDescription

A character string giving the title of the image. It may be a comment such as "1988 company picnic” or the like.
Two-byte character codes cannot be used. When a 2-byte code is necessary, the Exif Private tag UserComment isto
be used.

Tag = 270 (10E.H)
Type = ASCI
Count = Any
Default = none

Make

The manufacturer of the recording equipment. This is the manufacturer of the DSC, scanner, video digitizer or other
equipment that generated the image. When the field is left blank, it is treated as unknown.
Tag = 271 (10F.H)

Type = ASCI

Count = Any

Default = none
Model

The model name or model number of the equipment. This is the model name of number of the DSC, scanner, video
digitizer or other equipment that generated the image. When the field is left blank, it is treated as unknown.

272 (110.H)

ASCII

Tag

Type
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Count = Any

Default = none

Software

This tag records the name and version of the software or firmware of the camera or image input device used to
generate the image. The detailed format is not specified, but it is recommended that the example shown below be
followed. When the field is |eft blank, it is treated as unknown.

Ex.) "Exif Software Version 1.00a"

Tag = 305 (131h)

Type = ASCI

Count = Any

Default = none
Artist

This tag records the name of the camera owner, photographer or image creator. The detailed format is not specified,
but it is recommended that the information be written as in the example below for ease of Interoperability. When the

field is left blank, it is treated as unknown.

Ex.) "Camera owner, John Smith; Photographer, Michael Brown; Image creator, Ken James'

Tag = 315 (13Bh)

Type = ASCI

Count = Any

Default = none
Copyright

Copyright information In this standard the tag is used to indicate both the photographer and editor copyrights. It is
the copyright notice of the person or organization claiming rights to the image. The Interoperability copyright
statement including date and rights should be written in this field; e.g., "Copyright, John Smith, 19xx. All rights
reserved." In this standard the field records both the photographer and editor copyrights, with each recorded in a
separate part of the statement. When there is a clear distinction between the photographer and editor copyrights,
these are to be written in the order of photographer followed by editor copyright, separated by NULL (in this case,
since the statement aso ends with a NULL, there are two NULL codes) (see example 1). When only the
photographer copyright is given, it is terminated by one NULL code (see example 2). When only the editor
copyright is given, the photographer copyright part consists of one space followed by a terminating NULL code,
then the editor copyright is given (see example 3). When the field is left blank, it is treated as unknown.

Ex. 1) When both the photographer copyright and editor copyright are given.

Photographer copyright + NULL[00.H] + editor copyright + NULL[00.H]
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Ex. 2) When only the photographer copyright is given.
Photographer copyright + NULL[00.H]

Ex. 3) When only the editor copyright is given.
Space[20.H]+ NULL[00.H] + editor copyright + NULL[00.H]
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Count

Default

33432 (8298.H)
ASCII
Any

none
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2.6.5.Exif IFD Attribute Information

The attribute information (field names and codes) recorded in the Exif IFD is given in Table 4 and Table 5

followed by an explanation of the contents.

Table 4 Exif IFD Attribute Information (1)

Tag Name Field Name Tag ID Type Count
Dec Hex

A. Tags Relating to Version

Exif version ExifVersion 36864 | 9000 UNDEFINED 4

Supported FlashPix version  FlashPixVersion 40960 | A00O UNDEFINED 4
B. Tag Relating to Image Data Characteristics

|Co|or space information ColorSpace 40961 | A001 SHORT 1
C. Tags Relating to Image Configuration

Meaning of each component ComponentsConfiguration 37121 | 9101 UNDEFINED 4

Image compression mode CompressedBitsPerPixel 37122 | 9102 RATIONAL 1

alid image width PixelXDimension 40962 | A002 |SHORT or LONG 1
alid image height PixelYDimension 40963 | A003 | SHORT or LONG 1

D. Tags Relating to User Information

Manufacturer notes MakerNote 37500 | 927C UNDEFINED Any

User comments UserComment 37510 | 9286 UNDEFINED Any
E. Tag Relating to Related File Information

|Re|ated audio file RelatedSoundFile 40964 | A004 ASCII 13
F. Tags Relating to Date and Time

Date and time of original data . o 1imeoriginal 36867 | 9003 ASCII 20

generation

Date and time of digital data 1o pigitized 36868 | 9004 ASCII 20

generation

DateTime subs econds SubSecTime 37520 | 9290 ASCII Any

DateTimeOriginal subseconds SubSecTimeOriginal 37521 | 9291 ASCII Any

DateTimeDigitizedsubseconds SubSecTimeDigitized 37522 | 9292 ASCII Any
G. Tags Relating to Picture-Taking Conditions

[see Table 5
H. Tags Relating to Date and Time

|Pointer of Interoperability IFD Interoperability IFD Pointer |40965 | A005 LONG 1
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Table 5 Exif IFD Attribute Information (2)

G. Tags Relating to Picture-Taking Conditions

Exposure time

F number
Exposure program
Spectral sensitivity
ISO speed rating

Shutter speed

IAperture

Brightness

Exposure bias
Maximum lens aperture
Subject distance
Metering mode

Light source

Flash

Lens focal length

Flash energy

Spatial frequency response
Focal plane X resolution
Focal plane Y resolution
Focal plane resolution unit
Subject location
Exposure index
Sensing method

File source

Scene type

ICFA pattern

Optoelectric conversion factor

ExposureTime
FNumber
ExposureProgram
SpectralSensitivity
ISOSpeedRatings
OECF
ShutterSpeedValue
ApertureValue
BrightnessValue
ExposureBiasValue
MaxApertureValue
SubjectDistance
MeteringMode
LightSource

Flash

FocalLength
FlashEnergy
SpatialFrequencyResponse
FocalPlaneXResolution
FocalPlaneYResolution
FocalPlaneResolutionUnit
SubjectLocation
Exposurelndex
SensingMethod
FileSource

SceneType

CFAPattern

33434
33437
34850
34852
34855
34856
37377
37378
37379
37380
37381
37382
37383
37384
37385
37386
41483
41484
41486
41487
41488
41492
41493
41495
41728
41729
41730

829A
829D
8822
8824
8827
8828
9201
9202
9203
9204
9205
9206
9207
9208
9209
920A
A20B
A20C
A20E
A20F
A210
A214
A215
A217
A300
A301
A302

RATIONAL
RATIONAL
SHORT
ASCII
SHORT
UNDEFINED
SRATIONAL
RATIONAL
SRATIONAL
SRATIONAL
RATIONAL
RATIONAL
SHORT
SHORT
SHORT
RATIONAL
RATIONAL
UNDEFINED
RATIONAL
RATIONAL
SHORT
SHORT
RATIONAL
SHORT
UNDEFINED
UNDEFINED
UNDEFINED

R e

Any
Any
Any

P RRRPRRRERRERRPRRE

>
=]
<

PR RRPRNR R R

Any
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A. Tags Relatingto Version
ExifVersion

The version of this standard supported. Nonexistence of this field is taken to mean nonconformance to the standard
(see section 2.2). Conformance to this standard is indicated by recording "0210" as 4-byte ASCII. Since the type is
UNDEFINED, thereis no NULL for termination.

Tag = 36864 (9000.H)
Type = UNDEFINED
Count = 4

Default = "0210"

FlashPixVersion

The FlashPix format version supported by a FPXR file. If the FPXR function supports FlashPix format Ver. 1.0, this
is indicated similarly to ExifVersion by recording "0100" as 4-byte ASCII. Since the type is UNDEFINED, thereis
no NULL for termination.

Tag = 40960(A000.H)

Type = UNDEFINED

Count = 4

Default = "0100"
0100 = FlashPix Format Version 1.0
Other = reserved
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B. Tag Relating to Color Space

ColorSpace
The color space information tag (Color Space) is aways recorded as the color space specifier.

Normally sRGB (=1) is used to define the color space based on the PC monitor conditions and environment. If a
color space other than sSRGB is used, Uncalibrated (=FFFF.H) is set. Image data recorded as Uncalibrated can be
treated as SRGB when it is converted to FlashPix. On sRGB see Appendix E.

Tag = 40961 (AOO1.H)
Type = SHORT
Count =1

1 = sRGB

FFFF.H = Uncalibrated

Other = reserved

- 37 -
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C. Tags Relating to Image Configuration

PixelXDimension

Information specific to compressed data. When a compressed file is recorded, the valid width of the meaningful
image must be recorded in this tag, whether or notthere is padding data or a restart marker. This tag should not exist

in an uncompressed file. For details see section 2.8.1 and Appendix F.

Tag = 40962 (A002.H)
Type = SHORT or LONG
Count =1

Default = none

PixelYDimension

Information specific to compressed data. When a compressed file is recorded, the valid height of the meaningful
image must be recorded in this tag, whether or not there is padding data or a restart marker. This tag should not exist
in an uncompressed file. For details see section 2.8.1 and Appendix F. Since data padding is unnecessary in the
vertical direction, the number of lines recorded in this valid image height tag will in fact be the same as that
recorded in the SOF.

Tag = 40963 (A003.H)
Type = SHORT of LONG
Count = 1

ComponentsConfiguration

Information specific to compressed data. The channels of each component are arranged in order from the 1st
component to the 4th. For uncompressed data the data arrangement is given in the Photometriclnterpretation tag.
However, since Photometriclnterpretation can only express the order of Y,Cb and Cr, this tag is provided for cases

when compressed data uses components other than Y, Cb, and Cr and to enable support of other sequences.

Tag = 37121 (9101.H)

Type = UNDEFINED

Count = 4

Default = 4560 (if RGB uncompressed)

12 3 0 (other cases)

0 = does not exist
1 =Y

2 = Cb

3 = Cr

4 =

5 = G
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6 = B

Other = reserved

CompressedBitsPerPixel

Information specific to compressed data. The compression mode used for a compressed image is indicated in unit

bits per pixel.
Tag = 37122 (9102.H)
Type = RATIONAL
Count =1
Default = none
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D. Tags Relating to User Information
MakerNote

A tag for manufacturers of Exif writersto record any desiredinformation. The contents are up to the manufacturer.

Tag = 37500 (927C.H)

Type = UNDEFINED

Count = Any

Default = none
UserComment

A tag for Exif users to write keywords or comments on the image besides those in ImageDescription, and without

the character code limitations of the ImageDescription tag.

Tag = 37510 (9286.H)
Type = UNDEFINED
Count = Any

Default = none

The character code used in the User Comment tag is identified based on an ID code in afixed 8-byte area at the start
of the tag data area. The unused portion of the areais padded with NULL ("00.H"). ID codes are assigned by means
of registration. The designation method and references for each character code are given in Table 6 . The vaue of
Count N is determined based on the 8 bytes in the character code area and the number of bytes in the user comment
part. Since the TYPE is not ASCII, NULL termination is not necessary (see Fig. 9).

Table 6 Character Codes and their Designation

Character Code Code Designation (8 Bytes) References
ASCII 41.H, 53.H, 43.H, 49.H, 49.H, 00.H, 00.H, 00.H ITU-T T.50 IA5”
JiIs 4A.H, 49.H, 53.H, 00.H, 00.H, 00.H, 00.H, 00.H JIS X0208-1990™
Unicode 55.H, 4E.H, 49.H, 43.H, 4F.H, 44.H, 45.H, 00.H | Unicode Standard ™
Undefined 00.H, 00.H, 00.H, 00.H, 00.H, 00.H, 00.H, 00.H Undefined
- 40 -
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The ID code for the UserComment area may be a Defined code such as JS or ASCII, or may be Undefined. The
Undefined name is UndefinedText, and the ID code is filled with 8 bytes of al "NULL" ("00.H"). An Exif reader
that reads the UserComment tag must have a function for determining the ID code. This function is not required in

Exif Private Tag

Exif IFD ExifVersion

UserComment
Valueof | ..
Exif IFD

Character Code (8 Byte)

User Comment Column

Fig. 9 User Comment Tag

Exif readers that do not use the User Comment tag (see Table 7).

Table 7 Implementation of Defined and Undefined Character Codes
ID Code Exif Reader Implementation
Defined

(JIS, ASCII, etc.)

Determines the ID code and displays it in accord with the reader capability.

Undefined
(all NULL)

Depends on the localized PC in each country. (If a character code is used for
which there is no clear specification like Shift-JIS in Japan, Undefined is used.)
Although the possibility of unreadable characters exists, display of these
characters is left as a matter of reader implementation.

When a UserComment area is set aside, it is recommended that the ID code be ASCII and that the following user

comment part be filled with blank characters [20.H].

Page 55 of 205
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E. Tag Relating to Related File
RelatedSoundFile

This tag is used to record the name of an audio file related to the image data. The only relational information
recorded here is the Exif audio file name and extension (an ASCII string consisting of 8 characters + "' + 3
characters). The path is not recorded. Stipulations on audio are given in section 3.6.3. File naming conventions are
giveninsection 3.7.1.

When using this tag, audio files must be recorded in conformance to the Exif audio format. Writers are aso allowed

to store the data such as Audio within APP2 as FlashPix extension stream data.
Audio files must be recorded in conformance to the Exif audio format.

The mapping of Exif image files and audio files is done in any of the three ways shown in Table 8. If multiple files
are mapped to one file asiin [2] or [3] of this table, the above format is used to record just one audio file name. If

there are multiple audio files, the first recorded file is given.

In the case of [3] in Table 8, for example, for the Exif image file "DSC00001.JPG" only "SNDOOOOLWAV" is
given as the related Exif audio file.

When there are three Exif audio files "SNDOO0OL. WAV", "SNDO0002.WAV" and "SNDO0003.WAV", the Exif
image file name for each of them, "DSC00001.JPG," is indicated. By combining multiple relationa information a
variety of playback possibilities can be supported. The method of using relational information is left to the
implementation on the playback side. Since thisinformationisan ASCI| character string, it isterminated by NULL.

Table 8 Mapping between Image and Audio Files

Relationship Exif Image File Exif Audio File
(1 1101 < >[SNDooooLWAY]
[2] Plural to 1
[3] 1 to plural
When this tag is used to map audio files, the relation of the audio file to image data must also be indicated on the
audio file end.
Tag = 40964 (A004.H)
Type = ASCI
Count = 13
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F. TagsRelating to Date and Time

DateTimeOriginal

The date and time when the original image data was generated. For a DSC the date and time the picture was taken
are recorded. The format is "YYYY:MM:DD HH:MM:SS" with time shown in 24-hour format, and the date ard
time separated by one blank character [20.H]. When the date and time are unknown, al the character spaces except
colons (":") may be filled with blank characters, or else the Interoperability field may be filled with blank characters.
The character string length is 20 bytes including NULL for termination. When the field is left blank, it is treated as

unknown.
Tag = 36867 (9003.H)
Type = ASCI
Count = 20
Default = none

DateTimeDigitized

The date and time when the image was stored as digita data. If, for example, an image was captured by DSC and at
the same time the file was recorded, then the DateTimeQriginal and DateTimeDigitized will have the same contents.
The format is"YYYY:MM:DD HH:MM:SS" with time shown in 24-hour format, and the date and time separated
by one blank character [20.H]. When the date and time are unknown, al the character spaces except colons (":")
may be filled with blank characters, or else the Interoperability field may be filled with blank characters. The
character string length is 20 bytes including NULL for termination. When the field is left blank, it is treated as

unknown.
Tag = 36868 (9004.H)
Type = ASCI
Count = 20
Default = none
SubsecTime

A tag used to record fractions of seconds for the DateTime tag.

Tag = 37520 (9290.H)
Type = ASCII

Count = Any

Default = none

SubsecTimeOriginal

A tag used to record fractions of seconds for the DateTimeOriginal tag.
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Tag = 37521 (9291.H)

Type = ASCII
N = Any
Default = none

SubsecTimeDigitized

A tag used to record fractions of seconds for the DateTimeDigitized tag.

Tag = 37522 (9292.H)
Type = ASCII

N = Any

Default = none

Note: Recording subsecond data (SubsecTime, SubsecTimeOriginal, SubsecTimeDigitized)

The tag type is ASCII and the string length including NULL is variable length. When the number of vaid digitsis
up to the second decima place, the subsecond value goes in the Vaue position. When it is up to four decimal places,
an address value is Interoperability, with the subsecond value put in the location pointed to by that address. (Since
the count of ASCII type field Interoperability is a value that includes NULL, when the number of valid digits is up
to four decimal places the count is 5, and the offset value goes in the Vaue Offset field. See section 2.6.2.) Note
that the subsecond tag differs from the DateTimetag and other such tags aready defined in TIFF Rev. 6.0, and that
both are recorded in the Exif IFD.

Ex.: September 9, 1998, 9:15:30.130

(the number of valid digits is up to the third decimal place)

DateTime 1996:09:01 09:15:30 [NULL]

SubSecTime 130 [NULL]

If the string length is longer than the number of valid digits, the digits are aligned with the start of the area and the
rest is filled with blank characters [20.H]. If the subsecond data is unknown, the Interoperability area can be filled
with blank characters.
Examples when subsecond data is 0.130 seconds:
Ex. 1) '1','3','0",[NULL]
Ex. 2) '1','3','0",[20.H],[NULL]
Ex. 3) '1','3",'0", [20.H], [20.H], [20.H], [20.H], [20.H], [NULL]
Example when subsecond data is unknown:

Ex. 4) [20.H], [20.H], [20.H], [20.H], [20.H], [20.H], [20.H], [20.H], [NULL]
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G. Tags Relating to Picture-Taking Conditions

ExposureTime

Exposure time, given in seconds (sec).

Tag = 33434 (829A.H)
Type = RATIONAL
Count =1

Default = none

ShutterSpeedValue

Shutter speed. The unit is the APEX (Additive System of Photographic Exposure) setting (see Appendix C).

Tag = 37377 (9201.H)
Type = SRATIONAL
Count =1

Default = none

ApertureValue

The lens aperture. The unit is the APEX value.

Tag = 37378 (9202.H)
Type = RATIONAL
Count =1

Default = none

BrightnessValue

The vaue of brightness. The unit is the APEX value. Ordinarily it is given in the range of -99.99 to 99.99.

Tag = 37379 (9203.H)
Type = SRATIONAL
Count =1

Default = none

ExposureBiasValue

The exposure bias. The unit isthe APEX vaue. Ordinarily it is given in the range of -99.99 to 99.99.

Tag = 37380 (9204.H)
Type = SRATIONAL
Count =1

Default = none
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MaxApertureValue

The smallest F number of the lens. The unit is the APEX vaue. Ordinarily it is given in the range of 00.00 to 99.99,
but it is not limited to this range.

Tag = 37381 (9205.H)
Type = RATIONAL
Count = 1

Default = none

SubjectDistance

The distance to the subject, given in meters.

Tag = 37382 (9206.H)
Type = RATIONAL
Count = 1

Default = none

MeteringMode

The metering mode.
37383 (9207.H)

Tag

Type SHORT
Count = 1

Default

1
o

0 = unknown
1 = Average

2 = CenterWeightedAverage
3 = Spot

4 = MultiSpot

5 = Pattern

6 = Partial

7 to 254 = reserved

255 = other

LightSource

The kind of light source.

Tag = 37384 (9208.H)
Type = SHORT

Count = 1

Default = 0
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0 = unknown

1 = Daylight

2 = Fluorescent

3 = Tungsten

17 = Standard light A
18 = Standard light B
19 = Standard light C
20 = D55

21 = D65

22 = D75

23 to 254= reserved
255 = other

Flash

This tag is recorded when an image is taken using a strobe light (flash). Bit O indicates the flash firing status, and
bits 1 and 2 indicate the flash return status (see Fig. 10).

MSB LSB
L7lelslalsl2]a]o]

Flash firing status

Flash return status

Fig. 10 Bit Coding of the Flash Tag

Tag = 37385 (9209.H)
Type = SHORT
Count = 1

Values for bit 0 indicating whether the flash fired.

Ob Flash did not fire.

1b Flash fired.

Values for bits 1 and 2 indicating the status of returned light.

00b = No strobe return detection function
0lb = reserved

10b = Strobe return light not detected.
11b = Strobe return light detected.

Resulting Flash tag values.

0000.H = Flash did not fire.
0001.H = Flash fired.
0005.H = Strobe return light not detected.
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0007.H = Strobe return light detected.

Other = reserved

FocalLength

The actual focal length of the lens, in mm. Conversion is not made to the focal length of a 35 mm film camera.

Tag = 37386 (920A.H)
Type = RATIONAL
Count =1
Default = none

FNumber

The F number.

Tag = 33437 (829D.H)
Type = RATIONAL
Count =1
Default = none

ExposureProgram

The class of the program used by the camerato set exposure when the picture is taken. The tag values are as follows.
Tag = 34850 (8822.H)
Type = SHORT
Count =1
Default =0
0 = Not defined
= Manual
= Normal program
= Aperture priority

= Shutter priority

1

2

3

4

5 = Creative program (biased toward depth of field)

6 = Action program (biased toward fast shutter speed)

7 = Portrait mode (for closeup photos with the background out of focus)
8 = Landscape mode (for landscape photos with the background in focus)
9

to 255 reserved

SpectralSensitivity

Indicates the spectral sensitivity of each channel of the camera used. The tag value is an ASCII string compatible
with the standard”"  developed by the ASTM Technical committee.
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Tag = 34852 (8824.H)

Type = ASCI
Count = Any
Default = none

1SOSpeedRatings

Indicates the 1SO Speed and SO Latitude of the camera or input device as specified in 1SO 12232°".

Tag = 34855 (8827.H)
Type = SHORT
Count = Any
Default = none
OECF

Indicates the Opto-Electoric Conversion Function (OECF) specified in 1SO 14524". OECF is the relationship

between the camera optical input and the image values.

Tag = 34856 (8828.H)
Type = UNDEFINED
Count = ANY

Default = none

When this tag records an OECF of m rows and n columns, the values are asin Fig. 11.

Length Type Meaning
2 SHORT Columns =n
2 SHORT Rows = m
Any ASCII Oth column item name (NULL terminated)
Any ASCII n-1th column item name (NULL terminated)
8 SRATIONAL OECF value [0,0]
8 SRATIONAL OECF value [n-1,0]
8 SRATIONAL OECF value [0,m1]
8 SRATIONAL OECF value [n-1,m-1]

Fig. 11 OECF Description

Table 9 gives asimple example.

Table 9 Example of Exposure and RGB Output Level

Camera log Aperture

R Output Level

G Output Level

B Output Level

-3.0 10.2 12.4 8.9
-2.0 48.1 47.5 48.3
-1.0 150.2 152.0 149.8
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FlashEnergy

Indicates the strobe energy at the time theimage is captured, as measured in Beam Candle Power Seconds (BCPS).

Tag = 41483 (A20B.H)
Type = RATIONAL
Count =1

Default = none

SpatialFrequencyResponse

This tag records the camera or input device spatia frequency table and SFR values in the direction of image width,
image height, and diagonal direction, as specified in 1SO 12233

Tag = 41484 (A20CH)
Type = UNDEFINED
Count = ANY

Default = none

When the spatial frequency response for m rows and n columns is recorded, the values are as shown in Fig. 12.

Length Type Meaning
2 SHORT Columns = n
2 SHORT Rows = m
Any ASCII Oth column item name (NULL terminated)
Any ASCII n-1th column item name (NULL terminated)
8 RATIONAL SFR value [0,0]
8 RATIONAL SFR value [n-1,0]
8 RATIONAL SFR value [0,m-1]
8 RATIONAL SFR value [n-1,m-1]

Fig. 12 Spatial Frequency Response Description
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Table 10 gives a smple example.

Table 10 Example of Spatial Frequency Response

Spatial Frequency (Iw/ph) Along Image Width Along Image Height
1.00 1.00
0.2 0.90 0.95
0.3 0.80 0.85

FocalPlaneXResolution

Indicates the number of pixelsin the image width (X) direction per Focal PlaneResolutionUnit on the camera foca

plane.
Tag = 41486 (A20E.H)
Type = RATIONAL
Count =1
Default = none

FocalPlaneYResolution

Indicates the number of pixels in the image height (Y) direction per Focal PlaneResolutionUnit on the camera foca

plane.
Tag = 41487 (A20F.H)
Type = RATIONAL
Count =1
Default = none

FocalPlaneResolutionUnit

Indicates the unit for measuring Focal PlaneXResolution and Focal PlaneYResolution. This value is the same as the

ResolutionUnit.

Tag = 41488 (A210.H)
Type = SHORT

Count =1

Default = 2 (inch)

Note on use of tags concerning focal plane resolution

These tags record the actual foca plane resolutions of the main image which is written as a file after processing
instead of the pixel resolution of the image sensor in the camera. It should be noted carefully that the data from the

image sensor is resampled.

These tags are used at the same time as a Focal Length tag when the angle of field of the recorded image is to be
calculated precisely.
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SubjectLocation

Indicates the location of the main subject in the scene. The value of this tag represents the pixel at the center of the
main subject relative to the left edge, prior to rotation processing as per the Rotation tag. The first value indicates the

X column number and second indicates the Y row number.

Tag = 41492 (A214.H)
Type = SHORT

Count = 2

Default = none

Exposurelndex

Indicates the exposure index selected on the camera or input device at the time the image is captured.

Tag = 41493 (A215.H)
Type = RATIONAL
Count = 1

Default = none

SensingMethod

Indicates the image sensor type on the camera or input device. The values are as follows.

Tag = 41495 (A217.H)

Type = SHORT

Count = 1

Default = none
1 = Not defined
2 = One-chip color area sensor
3 = Two-chip color area sensor
4 = Three-chip color area sensor
5 = Color sequential area sensor
7 = Trilinear sensor
8 = Color sequential linear sensor
Other = reserved

FileSource

Indicates the image source. If a DSC recorded the image, this tag value of thistag always be set to 3, indicating that

the image was recorded on a DSC.

Tag = 41728 (A300.H)
Type = UNDEFINED
Count =1
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Default =3

3
Other

SceneType

Indicates the type of scene. If a DSC recorded the image, this tag value must alwaysbe set to 1, indicating that the

= DSC

= reserved

image was directly photographed.

Tag

Type =
Count =

Default

1
Other

CFAPattern

Indicates the color filter array (CFA) geometric pattern of the image sensor when a one-chip color area sensor is
used. It does not apply to all sensing methods.
41730 (A302.H)

Tag

Type

Count =

Fig. 13 shows how a CFA pattern is recorded for a one-chip color area sensor when the color filter array is repeated

inm x n(vertical x lateral) pixel units.

41729 (A301.H)

UNDEFINED
1
1

= A directly photographed image

= reserved

UNDEFINED
ANY

Length Type Meaning
2 SHORT Horizontal repeat pixel unit = n
2 SHORT Vertical repeat pixel unit = m
1 BYTE CFA value [0.0]
1 BYTE CFA value [n-1.0]
1 BYTE CFA value [0.m-1]
1 BYTE CFA value [n-1.m-1]
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The relation of color filter color to CFA vaueis shown in Table 11.

Table 11 Color Filter Color and CFA Value

Filter Color CFA Value
RED 00.H
GREEN 01.H
BLUE 02.H
CYAN 03.H
MAGENTA 04.H
YELLOW 05.H
WHITE 06.H

For example, when the CFA pattern values are { 0002.H, 0002.H, 01.H, 00.H, 02.H, 01 H}, the color filter array isas
shownin Fig. 14.

WO|P|O
QDO
W O WO
QOO

Fig. 14 Color Filter Array
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2.6.6.GPS Attribute Information

The attribute information (field names and codes) recorded in the GPS Info IFD is given in Table 12, followed by

an explanation of the contents.

Table 12 GPS Attribute Information

. Tag ID
Tag Name Field Name Type Count
Dec | Hex
A. Tags Relating to GPS
GPStag version GPSVersionID 0 0 BYTE 4
North or South Latitude GPSLatitudeRef 1 1 ASCII 2
Latitude GPSLatitude 2 2 RATIONAL 3
East or West Longitude GPSLongitudeRef 3 3 ASCII 2
Longitude GPSLongitude 4 4 RATIONAL 3
Altitude reference GPSAltitudeRef 5 5 BYTE 1
Altitude GPSAltitude 6 6 RATIONAL 1
GPS time (atomic clock) GPSTimeStamp 7 7 RATIONAL 3
GPS satellites used for measurement GPSSatellites 8 8 ASCII Any
GPS receiver status GPSStatus 9 9 ASCII 2
GPS measurement mode GPSMeasureMode 10 A ASCII 2
Measurement precision GPSDOP 11 B RATIONAL 1
Speed unit GPSSpeedRef 12 C ASCII 2
Speed of GPS receiver GPSSpeed 13 D RATIONAL 1
Reference for direction of movement GPSTrackRef 14 E ASCII 2
Direction of movement GPSTrack 15 F RATIONAL 1
Reference for direction of image GPSImgDirectionRef | 16 10 ASCII 2
Direction of image GPSImgDirection 17 11 RATIONAL 1
Geodetic survey data used GPSMapDatum 18 12 ASCII Any
Reference for latitude of destination GPSDestLatitudeRef | 19 13 ASCII 2
Latitude of destination GPSDestLatitude 20 14 RATIONAL 3
Reference for longitude of destination GPSDestLongitudeRef[ 21 15 ASCII 2
Longitude of destination GPSDestLongitude 22 16 RATIONAL 3
Reference for bearing of destination GPSDestBearingRef 23 17 ASCII 2
Bearing of destination GPSDestBearing 24 18 RATIONAL 1
Reference for distance to destination GPSDestDistanceRef| 25 19 ASCII 2
Distance to destination GPSDestDistance 26 1A RATIONAL 1
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A. Tags Relating to GPS
GPSVersionlD

Indicates the version of GPSInfolFD. The version is given as 2.0.0.0. This tag is mandatory when GPSnfo tag is
present. (Note: The GPSVersioniD tag is given in bytes, unlike the ExifVersion tag. When the version is2.0.0.0, the
tag value is 02000000.H.)

Tag = 0(0.H)

Type = BYTE

Count = 4

Default = 2.0.0.0
2.0.0.0 = Version 2.0
Other = reserved

GPSLatitudeRef

Indicates whether the latitude is north or south latitude. The ASCII value'N' indicates north latitude, and'S' is south
latitude.

Tag = 1(1.H)

Type = ASCII

Count = 2

Default = none
‘N' = North latitude
'S’ = South latitude
Other = reserved

GPSLatitude

Indicates the latitude. The latitude is expressed as three RATIONAL values giving the degrees, minutes, and seconds,
respectively. When degrees, minutes and seconds are expressed, the format is dd/1,mm/1,s5/1. When degrees and
minutes are used and, for example, fractions of minutes are given up to two decimal places, the format is
dd/1,mmmm/100,0/1.

Tag = 2 (2H)
Type = RATIONAL
Count = 3

Default = none

GPSLongitudeRef

Indicates whether the longitude is east or west longitude. ASCII 'E' indicates east longitude, and W' is west
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longitude.

Tag = 3(3.H)

Type = ASCII

Count = 2

Default = none
'E' = East longitude
‘W' = West longitude
Other = reserved

GPSLongitude

Indicates the longitude. The longitude is expressed as three RATIONAL vaues giving the degrees, minutes, and
seconds, respectively. When degrees, minutes and seconds are expressed, the format is ddd/1,nm/1,ss/1. When
degrees and minutes are used and, for example, fractions of minutes are given up to two decima places, the format
is ddd/1,mmmm/100,0/1.

Tag = 4 (4.H)
Type = RATIONAL
Count = 3

Default = none

GPSAltitudeRef

Indicates the altitude used as the reference atitude. In this version the reference dtitude is sealevel, so this tag must

be set to 0. The reference unit is meters. Note that thistag is BYTE type, unlike other reference tags.

Tag = 5(5.H)
Type = BYTE
Count =1
Default =0
0 = Sea level
Other = reserved
GPSAltitude

Indicates the dtitude based on the reference in GPSAltitudeRef . Altitude is expressed as one RATIONAL value. The

reference unit is meters.

Tag = 6 (6.H)
Type = RATIONAL
Count =1

Default = none
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GPSTimeStamp

Indicates the time as UTC (Coordinated Universal Time). TimeStamp is expressed as three RATIONAL vaues

giving the hour, minute, and second.

Tag = 7(7.H)
Type = RATIONAL
Count = 3

Default = none

GPSSatellites

Indicates the GPS satellites used for measurements. This tag can be used to describe the number of satellites, their
ID number, angle of elevation, azimuth, SNR and other informationin ASCII notation. The format is not specified.
If the GPS receiver is incapable of taking measurements, value of the tag must be set to NULL.

Tag = 8 (8.H)

Type = ASCI

Count = Any

Default = none
GPSStatus

Indicates the status of the GPS receiver when the image is recorded. ‘A’ means measurement is in progress, and V'

means the measurement is Interoperability.

Tag = 9(9.H)

Type = ASCII

Count = 2

Default = none
‘Al = Measurement in progress
V' = Measurement Interoperability
Other = reserved

GPSMeasureMode

Indicates the GPS measurement mode. 2' means two-dimensional measurement and 3' means three-dimensional

measurement is in progress.

Tag = 10 (A.H

Type = ASCI

Count = 2

Default = none
‘2! = 2-dimensional measurement
'3 = 3-dimensional measurement
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Other = reserved

GPSDOP

Indicates the GPS DOP (data degree of precision). An HDOP value is written during two-dimensiona measurement,

and PDOP during three-dimensional measurement.

Tag = 11 (B.H

Type = RATIONAL

Count = 1

Default = none
GPSSpeedRef

Indicates the unit used to express the GPS receiver speed of movement. 'K' 'M' and 'N' represents kilometers per hour,

miles per hour, and knots.

Tag = 12 (C.H
Type = ASCI
Count = 2
Default = 'K
'K = Kilometers per hour
‘™' = Miles per hour
‘N' = Knots
Other = reserved
GPSSpeed

Indicates the speed of GPS receiver movement.

Tag = 13 (D.H)

Type = RATIONAL

Count = 1

Default = none
GPSTrackRef

Indicates the reference for giving the direction of GPS recelver movement. T denotes true direction and M' is

magnetic direction.

Tag = 14 (E.H)
Type = ASCII
Count = 2
Default = 'T'
T = True direction
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‘™' = Magnetic direction
Other = reserved
GPSTrack

Indicates the direction of GPS receiver movement. The range of valuesis from 0.00 to 359.99.

Tag = 15 (F.H)
Type = RATIONAL
Count =1

Default = none

GPSImgDirectionRef

Indicates the reference for giving the direction of the image when it is captured. 'T' denotes true direction and 'M' is
magnetic direction.

Tag = 16 (10.H)

Type = ASCII

Count = 2

Default = 'T
T = True direction
‘™' = Magnetic direction
Other = reserved

GPSImgDirection

Indicates the direction of the image when it was captured. The range of valuesis from 0.00 to 359.99.

Tag = 17 (11.H)

Type = RATIONAL

Count = 1

Default = none
GPSMapDatum

Indicates the geodetic survey data used by the GPS receiver. If the survey datais restricted to Japan, the value of this
tag is'TOKYO' or 'WGS-84'. If aGPSInfotagisrecorded, it isstrongly recommended that this tag be recorded.

Tag = 18 (12.H)
Type = ASCII
Count = Any
Default = none
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GPSDestLatitudeRef

Indicates whether the latitude of the destination point is north or south latitude. The ASCII vaue 'N' indicates north
latitude, and 'S' is south latitude.

Tag = 19 (13.H)

Type = ASCI

Count = 2

Default = none
‘N = North latitude
'S’ = Sourth latitude
Other = reserved

GPSDestLatitude

Indicates the latitude of the degtination point. The latitude is expressed as three RATIONAL vaues giving the
degrees, minutes, and seconds, respectively. When degrees, minutes and seconds are expressed, the format is
dd/1,mm/1,ss/1. When degrees and minutes are used and, for example, fractions of minutes are given up to two

decimal places, the format is dd/1,mmmm/100,0/1.

Tag = 20 (14.H)
Type = RATIONAL
Count = 3

Default = none

GPSDestLongitudeRef

Indicates whether the longitude of the destination point is east or west longitude. ASCII 'E' indicates east longitude,
and 'W' is west longitude.

Tag = 21 (15.H)

Type = ASCI

Count = 2

Default = none
'E' = East longitude
‘W' = West longitude
Other = reserved

GPSDestLongitude

Indicates the longitude of the destination point. The longitude is expressed as three RATIONAL values giving the
degrees, minutes, and seconds, respectively. When degrees, minutes and seconds are expressed, the format is
ddd/1,mm/1,s5/1. When degrees and minutes are used and, for example, fractions of minutes are given up to two
decimal places, the format is ddd/1,mmmm/100,0/1.
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Tag = 22(16.H)
Type = RATIONAL
Count = 3

Default = none

GPSDestBearingRef

Indicates the reference used for giving the bearing to the destination point. T' denotes true direction and 'M' is
magnetic direction.

Tag = 23(17.H)

Type = ASCII

Count = 2

Default = 'T'
T = True direction
‘™' = Magnetic direction
Other = reserved

GPSDestBearing

Indicates the bearing to the destination point. The range of values is from 0.00 to 359.99.

Tag = 24(18.H)
Type = RATIONAL
Count =1

Default = none

GPSDestDistanceRef

Indicates the unit used to express the distance to the destination point. 'K', 'M' and 'N' represent kilometers, miles

and knots.

Tag = 25(19.H)

Type = ASCII

Count = 2

Default = 'K
'K' = Kilometers
‘™M = Miles
‘N’ = Khnots
Other = reserved

GPSDestDistance

Indicates the distance to the destination point.
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Tag = 26 (1A.H)

Type = RATIONAL
Count = 1
Default = none

Note: When the tag Typeis ASCII, it must be terminated with NULL.

It must be noted carefully that since the vaue count includes the terminator NULL, the total count is the number of
datat+l. For example, GPS_atitudeRef cannot have any values other than Type ASCII 'N' or 'S'; but because the
terminator NULL is added, the value of N is 2.
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2.6.7.Interoperability IFD Attribute Information

The attached information(field name, code) stored in Interoperability IFD is listed in Table 12-2 and the meaning
will be explained also.

Table 13 Interoperability IFD Attribute Information

. Tag ID
Tag Name Field Name Type Count
Dec Hex

A. Attached Information Related to Interoperability
Interoperability Identification Interoperability Index 0 0 ASCII Any

A. Tags Relating to I nteroperability

The rules for Exif image files defines the description of the following tag only. Other tags stored in Interoperability
IFD may be defined dependently to each Interoperability rule.

Interoperability Index
Indicates the identification of the Interoperability rule.

Use “R98" for dating ExifR98 Rules. Four bytes used including the termination code(NULL). See the separate
volume of Recommended Exif Interoperability Rules (ExifR98) for other tags used for ExifR98.

Tag = 1 1.H
Type = ASCIl
Count = Any
Default = none
"R98" = Recommended Exif Interoperability Rules (ExifR98)

- 65 -

Page 79 of 205



2.6.8. Tag Support Levels

The tags and their support levels are given here.

A. Primary Image (0th I1FD) Support Levels

The support levels of primary image (Oth IFD) tags are given in Table 14, Table 15, Table 16 and Table 17.

Table 14 Tag Support Levels (1) - Oth IFD TIFF Tags -
Tag Name Field Name Tag ID Uncompressed Comgresse
Dec Hex [Chunky|Planar| YCC

Image width ImageWidth 256 100 M M M J
Image height ImagelLength 257 101 M M M J
Number of bits per component BitsPerSample 258 102 M M M J
Compression scheme Compression 259 103 M M M J
Pixel composition PhotometricInterpretation 262 106 M M M J
Image title ImageDescription 270 10E R R R R
gﬂqaquﬁg;‘fer of image input Make 271 | 10F R R | R R
Model of image input equipment Model 272 110 R R R R
Image data location StripOffsets 273 111 M M M N
Orientation of image Orientation 274 112 R R R R
Number of components SamplesPerPixel 277 115 M M M J
Number of rows per strip RowsPerStrip 278 116 M M M N
Bytes per compressed strip StripByteCounts 279 117 M M M N
Image resolution in width direction XResolution 282 11A M M M M
Image resolution in height direction YResolution 283 11B M M M M
Image data arrangement PlanarConfiguration 284 11C O M O J
Unit of X and Y resolution ResolutionUnit 296 128 M M M M
Transfer function TransferFunction 301 12D R R R R
Software used Software 305 131 o O o o
File change date and time DateTime 306 132 R R R R
Person who created the image Artist 315 13B O (0] O O
White point chromaticity WhitePoint 318 13E O (0] O O
Chromaticities of primaries PrimaryChromaticities 319 13F O (0] O O
Offset to JPEG SOI JPEGInterchangeFormat 513 201 N N N N
Bytes of JPEG data JPEGInterchangeFormatLength 514 202 N N N N
Color space transformation matrix ¢, ¢\ coefficients 520 | 211 N N | o o
coefficients

Subsampling ratio of Y to C YCbCrSubSampling 530 212 N N M J
Y and C positioning YCbCrPositioning 531 213 N N M M
5;'&:; black and white reference oo onceBlackwhite 532 | 214 o o|o o
Copyright holder Copyright 33432 | 8298 O (0] O O
Exiftag Exif IFD Pointer 34665 | 8769 M M M M
GPS tag GPSinfo IFD Pointer 34853 | 8825 o o o o

Notation

: Mandatory (must be recorded)

: Conditionally mandatory (must be recorded if hardware permits)

M
R
O : Optional
N : Not recorded
J

: Included in JPEG marker and so not recorded
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Table 15

Tag Support Levels (2)

- Oth IFD Exif Private Tags —

Tag Name Field Name Tag b Uncompressed Co:;zres
Dec Hex |Chunky|Planar| YCC

Exposure time ExposureTime 33434 | 829A (¢] O (¢] (@]
F number FNumber 33437 | 829D o O o o
Exposure program ExposureProgram 34850 | 8822 (6] O (6] (6]
Spectral sensitivity SpectralSensitivity 34852 | 8824 o O o o
ISO speed ratings ISOSpeedRatings 34855 | 8827 o O (0] o
Optoelectric coefficient OECF 34856 | 8828 o O o o
Exif Version ExifVersion 36864 | 9000 M M M M
Date and time original image was o Timeoriginal 36867 | 9003 | © o o o)
generated

E.at.e and time image was made o, o 16 pigitized 36868 [ 9004 | 0 | o | ©O o

igital data
Meaning of each component ComponentsConfiguration 37121 | 9101 N N N M
Image compression mode CompressedBitsPerPixel 37122 | 9102 N N N (0]
Shutter speed ShutterSpeedValue 37377 | 9201 (0] o (0] (0]
Aperture ApertureValue 37378 | 9202 (¢] O o o
Brightness BrightnessValue 37379 | 9203 (¢] O (¢] (¢]
Exposure bias ExposureBiasValue 37380 | 9204 (0] o (0] (0]
Maximum lens aperture MaxApertureValue 37381 | 9205 (¢] O (¢] (¢]
Subject distance SubjectDistance 37382 | 9206 (0] (0] (0] (0]
Metering mode MeteringMode 37383 | 9207 (0] o (0] (0]
Light source LightSource 37384 | 9208 (0] O (0] (0]
Flash Flash 37385 | 9209 (o} (e} o (o}
Lens focal length FocalLength 37386 | 920A (0] o (0] (0]
Manufacturer notes MakerNote 37500 | 927C (¢] O (¢] (¢]
User comments UserComment 37510 | 9286 o (0] o o
DateTime subseconds SubSecTime 37520 | 9290 o (e} o o
DateTimeOriginal subseconds  SubSecTimeOriginal 37521 | 9291 (0] o (0] (0]
DateTimeDigitized subseconds SubSecTimeDigitized 37522 | 9292 (0] o (0] (0]
Supported FlashPix version FlashPixVe rsion 40960 | AOOO M M M M
Color space information ColorSpace 40961 | A0O1 M M M M
Valid image width PixelXDimension 40962 | A002 N N N M
Valid image height PixelYDimension 40963 | A003 N N N M
Related audio file RelatedSoundFile 40964 | A004 (o} (e} o (o}
Interoperability tag Interoperability IFD Pointer 40965 [ A0O5 N N N (0]
Flash energy FlashEnergy 41483 [ A20B o O o o
Spatial frequency response SpatialFrequencyResponse 41484 | A20C o O o o
Focal plane X resolution FocalPlaneXResolution 41486 | A20E o O o o
Focal plane Y resolution FocalPlaneYResolution 41487 | A20F o O o o
Focal plane resolution unit FocalPlaneResolutionUnit 41488 | A210 o O o o
Subject location SubjectLocation 41492 | A214 o O o o
Exposure index Exposurelndex 41493 | A215 o O o o
Sensing method SensingMethod 41495 | A217 o O o o
File source FileSource 41728 | A300 o O o o
Scene type SceneType 41729 | A301 (6] O (6] (6]
CFA pattern CFAPattern 41730 | A302 (6] O (6] (6]
Notation

M : Mandatory (must be recorded)
R : Conditionally mandatory (must be recorded if hardware permits)

O : Optional
N : Not recorded
J

: Included in JPEG marker and so not recorded
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Table 16 Tag Support Levels (3)

- Oth IFD GPS Info Tags -

Tag Name

Field Name

Comp-
resse

o

GPStag version

North or South Latitude

Latitude

East or West Longitude

Longitude

Altitude reference

Altitude

GPS time (atomic clock)

GPS satellites used for measurement
GPS receiver status

GPS measurement mode
Measurement precision

Speed unit

Speed of GPS receiver

Reference for direction of movement
Direction of movement

Reference for direction of image
Direction of image

Geodetic survey data used
Reference for latitude of destination
Latitude of destination

Reference for longitude of destination
Longitude of destination

Reference for bearing of destination
Bearing of destination

Reference for distance to destination
Distance to destination

GPSVersionID
GPSLatitudeRef
GPSLatitude
GPSLongitudeRef
GPSLongitude
GPSAltitudeRef
GPSAltitude
GPSTimeStamp
GPSsSatellites
GPSStatus
GPSMeasureMode
GPSDOP
GPSSpeedRef
GPSSpeed
GPSTrackRef
GPSTrack
GPSImgDirectionRef
GPSImgDirection
GPSMapDatum
GPSDestLatitudeRef
GPSDestLatitude
GPSDestLongitudeRef
GPSDestLongitude
GPSDestBearingRef
GPSDestBearing
GPSDestDistanceRef
GPSDestDistance

Tag ID Uncompressed
Dec Hex | Chunky |Planar|YCC
0 0 (e} (o] (e}
1 1 (e} (o] (e}
2 2 (6] (o] (6]
3 3 (e} o (e}
4 4 (e} o (e}
5 5 (e} o (e}
6 6 (e} o (e}
7 7 (e} o (e}
8 8 (e} o (e}
9 9 (e} o (e}
10 A (e} o (e}
11 B (e} (0] (e}
12 C (e} (0] (e}
13 D (e} o (e}
14 E (e} (0] (e}
15 F (e} o (e}
16 10 (e} o (e}
17 11 O (e} (0]
18 12 O (e} O
19 13 (e} o (e}
20 14 (@] (e} (@]
21 15 (@] (e} (0]
22 16 O (e} (0]
23 17 O (e} O
24 18 (@] (e} (0]
25 19 (e} (0] (e}
26 1A O (e} O

O0O0O0000000O00D0D0O0ODO0ODODODODODODOOOOOOO

Table 17 Tag Support Levels (4) - Oth IFD Interoperability Tag -
Tag ID uUn d -
Tag Name Field Name a9 compresse Cet;r:é)dr
Dec Hex Chunky | Planar | YCC
Interoperability Identification Interoperability Index 0 0 N N N (0]

Notation
M : Mandatory (must be recorded)

R : Conditionally mandatory (must be recorded if hardware permits)

O : Optional
N : Not recorded
J

: Included in JPEG marker and so not recorded
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B. Thumbnail (1st IFD) Support Levels
The support levels of thumbnail (1st IFD) tags are shown in Table 18.

Table 18 Tag Support Levels (5) - 1stIFD TIFF Tag -
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2.7. JPEG Marker Segments Used in Exif

In addition to the compressed data (Interoperability coded data), a compressed file contains one each of the marker
segments APPL, DQT, DHT, SOF and SOS. The compressed data begins with an SOl and ends with an EOl marker.
A restart marker (DRI, RSTm) can be inserted optionaly. Another option is to have two or more APP2 marker
segments. APPn other than APPL and APP2 or COM segments are not used by Exif. However Exif readers should
be designed skip over unknown APPn and COM.

APP1 must be recorded immediately after SOI, and if there is an APP2 it follows after APP1. DQT, DHT, DRI and
SOF come after APP2 and before SOS, in any order.

The marker segments used in Exif are listed in Table 19.

Table 19 Marker Segments

Marker Name Marker Code Description

SOl Start of Image FFD8.H Start of compressed data
APP1 Application Segment 1 FFE1.H Exif attribute information
APP2 Application Segment 2 FFE2.H Exif extended data

DQT Define Quantization Table FFDB.H Quantization table definition

DHT Define Huffman Table FFC4.H Huffman table definition

DRI Define Restart Interoperability FFDD.H Restart Interoperability definition
SOF Start of Frame FFCO.H Parameter data relating to frame
SOS Start of Scan FFDA.H Parameters relating to components
EOI End of Image FFD9.H End of compressed data

The data structures of markers defined in JPEG Basdline DCT and used in Exif compressed files, as well as the
APP1 and APP2 data structures defined specifically for this standard, are explained below.

2.7.1.JPEG Marker Segments

The data structure of JPEG marker segments other than APP1 and APP2 is noted below.

A. Start of compressed data (SOI: Start of Image)

SOl is a marker code indicating the start of compressed data (see Fig. 15).

Address Offset Code Meaning
(Hex) (Hex)
+00 FF Marker Prefix
+01 D8 SOl

Fig. 15 SOI Structure
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B. Quantization table definition (DQT: Define Quantization Table)

DQT is amarker code defining a quantization table.

As many as three kinds of tables can be recorded with a precision of 8 bits (Pg=0). All quantization tables must be
defined in one DQT marker segment; recording of multiple DQT markers is not alowed. The table may have any
values (see Fig. 16). DQT, DHT, DRI and SOF may line up in any order, but must be recorded after APP1 (or APP2
if any) and before SOS.

Address Offset Code Meaning
(Hex) (Hex)
+00 FF Marker Prefix
+01 DB DQT
+02 00 Length of field
C5 2+(1+64)*3=197 (Bytes)
+04 00 Y: Pg=0, Ng=0

+05 : Quantization table Y:QO0

: Quantization table Y:Q63
+45 01 Ch: Pg=0, Ng=1
+46 : Quantization table Cb:Q0

: Quantization table Cbh:Q63
+86 02 Cr: Pg=0, Ng=1
+87 : Quantization table Cr:Q0

Quantization table Cr:Q63

Fig. 16 DQT Structure (with three quantization tables)
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C. Huffman table definition (DHT: Define Huffman Table)

DHT is a marker code defining a Huffman table.

In this standard a single component shall have a Huffman table consisting of a set of DC and AC, and each
component must be mapped to one or another of the Huffman tables defined by DHT. All Huffman tables must be
recorded in one DHT marker segment; recording of multiple DHT markers is not allowed. A Huffman table may
have any values, or the JPEG reference values may be used as the base table (see Fig. 17).

DQT, DHT, DRI and SOF may line up in any order, but must be recorded after APP1 (or APP2 if any) and before
SOS.

Address Offset Code Meaning
(Hex) (Hex)
+00 FF Marker Prefix
+01 C4 DHT
+02 01 Length of field
A2 2+(1+16+12+1+16+162)*2
= 418 Bytes
+04 00 Table number Y-DC : 00
+05

DHT parameter

+21 10 Table number Y-AC : 10
+22

DHT parameter

+D4 01 Table number C-DC : 01
+D5

DHT parameter

+F1 11 Table number C-AC : 11
+F2

DHT parameter

Fig. 17 DHT Structure
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D. Restart Interoperability definition (DRI: Define Restart I nteroperability)

DRI is a marker defining the Interoperability at which restart markers are inserted (see Fig. 18). The recording of
DRI and insertion of restart markers are optional. If restart markers are inserted, DRI shall be recorded and its values
shdl be 4 MCU (Minimum Coding Unit), i.e., 64 pixel units, regardiess of whether 4:2:2 or 4:2:0 is used for color
sampling (see Appendix F). Only one DRI shall be recorded.

DQT, DHT, DRI and SOF may line up in any order, but must be recorded after APP1 (or APP2 if any) and before
SOS.

Address Offset Code Meaning
(Hex) (Hex)
+00 FF Marker Prefix
+00 DD DRI
+02 00 Length of field
2+2 = 4 (Bytes)
+04 XX 00
YY 04

Fig. 18 DRI Structure
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E. Frame header (SOF: Start of Frame)

SOF is a marker code indicating the start of a frame segment and giving various parameters for that frame (see Fig.
19).

DQT, DHT, DRI and SOF may line up in any order, but must be recorded after APP1 (or APP2 if any) and before
SOS.

Address Offset Code Meaning
(Hex) (Hex)

+00 FF Marker Prefix
+00 co SOF
+02 00 Length of field

11 2+1+2+2+1+2*3 = 17 (Bytes)
+04 08 Data precision (bits)
+05 XX Vertical lines

YY XXYY (Hex) lines
+07 Www Horizontal lines

Y74 WWZZ (Hex) pixels
+09 03 Components
+0A 01 Component number (1:Y)
+0B 21o0r22 HO = 2, VO = 1(4:2:2) or 2(4:2:0)
+0C 00 Quantization designation
+0D 02 Component number (2:Cb)
+0E 11 H1=1,Vli=1
+0F 01 Quantization designation
+10 03 Component number (3:Cr)
+11 11 H2=1,Vv2=1
+12 02 Quantization designation

Fig. 19 SOF Structure
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F. Scan header (SOS: Start of Scan)

SOS is a marker code giving various scan-related parameters (see Fig. 20).

Address Offset Code Meaning
(Hex) (Hex)
+00 FF Marker Prefix
+00 DA SOS
+02 00 Length of field
oC 2+1+3*2+3 = 12 (Bytes)
+04 03 Components in scan
+05 01 Component selector Y : 01
+06 00 Huffman table selector Y : 00
+07 02 Component selector Cb : 02
+08 11 Huffman table selector C : 11
+09 03 Component selector Cr : 03
+0A 11 Huffman table selector C : 11
+0B 00 Scan start position in block
+0C 3F Scan end position in block
+0D 00 Succes;ii\;epﬁgip;irgrfimation

Fig. 20 SOS Structure

G. Compressed data

Compressed data is byte data block Interoperability at the required ratio of Y:Ch:Cr and Huffman encoded. An EOB
(End of Block) isinserted in each block when the last value of its DCT coefficient is 0. If restart marker insertion is
defined in DRI, restart markers are inserted at 4 MCU Interoperability.

H. End of compressed data (EOI : End of Image)

EOI is a marker code indicating the end of Interoperability coded data, and is paired with SOI (see Fig. 21). No
specification is made regarding data arrays that come after EOI.

Address Offset Code Meaning
(Hex) (Hex)
+00 FF Marker Prefix
+01 D9 EOI

Fig. 21 EOI Structure
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2.7.2.Interoperability Structure of APP1 in Compressed Data

APP1 consists of an APP1 marker indicating that it is an application area, a length code indicating its size, and
primary image attribute information patterned after the TIFF structure. The APP1 segment cannot record more than
64 Kbytes, alimitation that must be kept in mind when recording thumbnail images.

APP1 aso records attribute information for JPEG compressed images. The features of this marker segment are
described below.

A. Order of APP1recording

APP1 is recorded immediately after the SOl marker indicating the start of the file (see Fig. 6).

B. APP1 Interoperability structure

APP1 consists of an APP1 marker, Exif ID code and the attribute informationitself (see Fig. 22).

Address Offset Code Meaning
(Hex) (Hex)
+00 FF Marker Prefix
+01 E1l APP1
+02 Length of field
+04 45 'E'
+05 78 X'
+06 69 '
+07 66 !
+08 00 NULL
+09 00 Padding
+0A
Attribute information

Fig. 22 Basic Structure of APP1 Marker Segment

C. Exif ID code

The Exif ID code indicates that the APP1 segment Interoperability is Exif format. After a 4byte code, O0.H is
recorded in 2 bytes. The reason for recording this code is to avoid duplication with other applications making use of
JPEG application marker segments (APPn).
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D. Attribute infor mation

Attribute information is recorded in 2 IFDs (Cth IFD, 1t IFD) following the TIFF structure, including the File
Header. The Oth IFD records compressed image attributes (the image itself). The 1t IFD can be used for thumbnail

images.

E. TIFF header

The TIFF header in APPL condtitutes 8 bytes of data, including the byte order and the Offset of IFD indicating the
first IFD. The Offset is referenced to the address of the first byte of the Byte Order. For example, the Offset of IFD
address in the TIFF Header is 4 (see Table 1).

F. Relation to JPEG marker segments

Attribute information is recorded in essentialy the same format as that used to record uncompressed data attribute
information. In order to avoid duplication, however, attribute information recorded in a JJEG marker segment is not

recorded in APP1.
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2.7.3.Interoperability Structure of APP2 in Compressed Data

APP2 consists of an APP2 marker indicating that it is an applicaion area, a length code indicating its size, and

FlashPix (seeAppendix F ) extensions. If thereisno need to record extensions, this marker segment can be omitted.
There are two kinds of APP2 marker segments for recording FlashPix extensions.

One is a Contents List Segment recording a storage and stream list making up the extended data. One file contains

only one contents list segment.

The second is a Stream Data Segment storing the data for each of the streams listed in the Contents List Segment. If

necessary, there can be two or more APP2 marker segments for storing stream data.
In addition there is an APP2 segment reserved for FlashPix use, which is specified in the FlashPix standard.
The contents of data that can be recorded as stream data is left for future specification. It may include one or more

Audio data.

A. Order of APP2 recording.
APP2 segments follow after the APP1 segment, in the order of Contents List Segment and Stream Data Segments. I

there are two or more stream data segments, their order is as given in the contents list (see Fig. 6).
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B. APP2 Interoperability structure

APP2 consists of an APP2 marker, ID code (FPXR), and Contents List or Stream Data (see Fig. 23).

Address Offset Code Meaning
(Hex) (Hex)
+00 FF Marker Prefix
+01 E2 APP2
+02 Length of field
+04 46 'F'
+05 50 'P'
+06 58 ‘X
+07 52 'R’
+08 00 NULL
+09 00 Version
+0A Contents List
or
Stream Data

Fig. 23 Basic Structure of APP2 Marker Segment

C. FPXR ID code

The FPXR ID code indicates that the APP2 segment contains FPXR data. It is a 4-byte code followed by 00.H
recorded in 1 byte. The reason for recording this code is to avoid duplication with other applications making use of
JPEG application marker segments (APPn). The subsequent byte gives the version number (00.H).

D. Contents list structure

The contents list segment lists the storages and streams to be created when the file is converted to a FlashPix image
file. The first two bytes give the number of Interoperability.

The Interoperability fields on the contents list are as follows.
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Entity size

Indicates the size of the stream, or else FFFFFFFF.H (in the case of a storage). It is recorded in big endian
format.

Default value

A fixed value not set explicitly in the stream data segment but used as the default for each byte.

Storage/ Stream name

The name of the storage and stream added for transformation to FlashPix. It is given as the full path name from
the FlashPix source image object root storage. "/" represents a directory separator and must be the first character
of the property value. This name is a 16-bit character string from the Unicode code page, with NULL
termination. It is recorded in little endian format.

Entity class ID

The storage ClassID, given only in the case of a storage Interoperability. It is written as 16-bytes in little endian

format.

The data structure of the Contents List Segment isgivenin Fig. 24.

Address Offset Bytes Code Meaning
(Hex) (Hex) (Hex)
+00 1 FF Marker Prefix
+01 1 E2 APP2
+02 2 Length of field
+04 4 "FPXR"
+08 1 00 NULL
+09 1 00 Version
+0A 1 01 Contents List
+0B 2 Interoperability Count
+0C 4 Entity size 1
+11 1 Default value 0
+12 mo Storage or Stream name 0
+12+mo (no) (Entity Class ID 0)
+12+mo+no 4 Entity size 1
: 1 Default value 1
m1 Storage or Stream name 1
(n1) (Entity Class ID 1)
Entity size |
1 Default value |
mi Storage or Stream name |
(i) (Entity Class ID |)

Fig. 24 Contents List Segment Structure
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E. Stream Data Segment structure

A stream data segment recor ds part or al of the stream listed in  the contents list segment. Because of the 64-Kbyte
size limit of a JPEG marker segment, a stream longer than this must be recorded in two or more stream data
segments. Instead of writing stream data directly in multiple stream data segments, the segments may be filled based

on a fixed default. A stream data segment contains the following data.

Index into Contents Lists

The order of Interoperability recorded in a contents list segment starting from 0.

Offset into the full FlashPix stream

The offset to the first byte of stream data in the FlashPix stream.

Stream Data

The actual data stream recorded as extended data in the transformation to FlashPix. The length of this data is
indicated by the length code in the stream data segment.

The data structure of a Stream Data Segment isgivenin Fig. 25.

Address Offset Bytes Code Meaning
(Hex) (Hex) (Hex)

+00 1 FF Marker Prefix
+01 1 E2 APP2
+02 2 Length of field
+04 4 "FPXR"
+08 1 00 NULL
+09 1 00 Version
+0A 1 02 Stream Data
+0B 2 N Index to Contents List
+0C 4 (Offset) Offset to FlashPix stream
+11| Variable (value) Stream Data

Fig. 25 Stream Data Segment Structure

-81 -

Page 95 of 205



F. Reserved Segment (Reserved for future use by the FlashPix format)

This marker segment is reserved for future use. An example is given in Fig. 26.

Address Offset Bytes Code Meaning
(Hex) (Hex) (Hex)
+00 1 FF Marker Prefix
+01 1 E2 APP2
+02 2 Length of field
+04 4 "FPXR"
+08 1 00 NULL
+09 1 00 Version
+0A 1 03 Reserved for FlashPix
+0B : :

Fig. 26 Structure of Data Segment Reserved for FlashPix
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2.8. Data Description

2.8.1. Stipulations on Compressed Image Size

The JPEG format is adopted for compressed images. Since JPEG compresses images in blocks of 8 x 8 pixels,
preferably the pixel number set as the width and height of the image should be exact multiples of the MCU
(multiples of 16 for width, and multiples of 8 for height if Y:Ch:Cr = 4:2:2, or 16 if Y:Ch:Cr = 4:2:0). It is not
reguired, however, that all image data be fit within this range.

If arestart marker is inserted every 4 MCU for the sake of transformation to FlashPix, the width of the image must
be an exact multiple of 4 MCU (64 pixels). There is no such restriction on height.

Specifications on inserting data to adjust the recorded image size relative to the valid image size, or padding, are

given below.

A.Imagesizerecording procedurein the Exif writer

An Exif writer shal record a compressed image with the image width information and height information set in

accord with the stipulations below, and padded as necessary.

When the image is padded in the direction of width, the padding data must be appended at the right edge. Padding in
the direction of height must be appended at the bottom edge.

The data used for padding is not specified.

Stipulations on image width

Image width information consists of the vaid image width tag (Pixel XDimensior), SOF marker information, and
JPEG compressed data. Of these three, the recording of a valid image width tag is mandatory.

Image width is padded to theright in the following cases. The value used for padding is not specified.

When the image width is not an e xact multiple of 16 and the JPEG block has unused capacity to
be filled.

When the image width is not a multiple of 64 and the insufficiency must be made up in order to

insert restart markers.

-83 -

Page 97 of 205



The method of describing the various image width data with ard without padding is given in Fig. 27. It must be
noted carefully that the value of SOF is used in some cases to describe the vaid image width, and in others to

describe the image width after padding.

Yes

Padding in
ultiple of 64 2

Yes
X=multiple of 64 ?

No

X=multiple of 16 ?
Yes L
- | Padding in
A multiple of 64
Padding in Xpad = Padding width
multiple of 16
A Y B A
PixelXDimension = X PixelXDimension =X | [ PixelXDimension = X
SOF.X =X SOF.X =X SOF.X = X +X 4
< v |
Y
JPEG Compression X: Valid image width
SOF.X: Holizontal line value in SOF
é PixelXDimension: PixelXDimension tag value

Fig. 27 Image Data Width Description

Table 20 gives examples of information recorded in the direction of image width and padding data width, for each
of cases A, B, and C of Fig. 27.

Table 20 Typical Width Direction Information and Padding Data

Valid Image Width PixelXDimension SOF Information | Compressed Data | Padding Width
A 640 640 640 640 0
B 634 634 634 640 6 (< 1IMCU)
C 620 620 640 640 20 (> 1MCU)
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Stipulations on image height

Image height informationconsists of the valid image height tag Pixel YDimensior), SOF marker information, and
JPEG compressed data. Of these three, the recording of a valid image height tag is mandatory.

The image height is padded in the following case. The padding value is not specified.

When the image height is not an exact multiple of 16 and the JPEG block has unused capacity to
be filled.

Insertion of a restart marker does not require padding. The method of recording the various image height data with
and without padding is given in Fig. 28. The SOF marker dways has the same vaue as the effective image height
tag.

X=multiple of 16 ?
Yes A ) B’C

Padding in
multiple of 64 ?

< |
<

A
PixelYDimension=Y

SOF.Y =Y
JPEG Compression Y : Valid Image length
SOF.Y : Vertical line value in SOF
é PixelYDimension : PixelYDimension value

Fig. 28 Image Data Height Description

Table 21 gives examples of information recorded in the direction of image height and padding data height, for each
of cases A, B, and C of Fig. 28.

Table 21 Typical Height Direction Information and Padding Data (when Y:Cb:Cr = 4:2:2)

Valid Image Height | Valid Image Height = SOF Information | Compressed Data | Padding Height
Tag
A 480 480 480 480 0
B 474 474 474 480 6 (< 1IMCU)
C 460 460 460 464 4 (< 1IMCU)
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B. Image sizereproduction procedurein the Exif reader

It is recommended that the Exif reader (and in particular, dedicated software) follow the procedure shown in Fig. 29
for reproducing images. First it expands the image based on the SOF information Next it trims the image on the
right and lower edges in accord with information in the valid image width tag and height tag, and reproduces the
valid image data. If the SOF information and the vaid image width and height tag information are the same,

T

JPEG Decompression
based on SOF.X, SOF.Y

trimming is unnecessary.

PixelX/YDimension
= SOF.X,SOF.Y ?

Trimming with
PixelX/YDimension

<

6

Fig. 29 Procedure for Image Data Reproduction

Some off-the-shelf software lacks a function for handling valid image width and height tags. If the \alid image
width differs from the number of horizontal pixels recorded in the SOF, padding data may be displayed. The
padding data values should be chosen with this possibility in mind.
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2.8.2. Stipulations on Thumbnails

A. Exif writer

The recording of thumbnail images is an optional specification of the Exif reader. It is therefore dlowable to have

Exif files with and without thumbnails. For details see section 2.5.5.

B. Exif reader

This format is designed so that the primary image will be reproduced intact whether or not thumbnail images are
recorded in thefile. It isassumed that even when functions are provided for viewing images on the camera or player,
for viewing the process of image transfer from camera to PC, or for using thumbnails as an index display in the
camera software or other image software, there will still be cases where the file is viewed without thumbnails. The

creation and displaying of thumbnails can therefore be performed or not at the discretion of the user.

2.8.3.File Name Stipulations

A. Exif writer

The file name and characters used for file names are not specified, other than to stipulate the use of ASCII
aphanumerics. (File names in Japaneseor other character sets are not to be used.) File names shall be 8 characters
or fewer, not including the extension. (Long file names are not to be used.) The file name extensions are ".JPG' for
compressed data filesand ".TIF' for uncompressed data files.

2.8.4.Byte Order Stipulations

A. Exif Reader

It is recommended that the Exif reader be able to reproduce Exif files recorded in both little endian and big endian

formats.
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3. Exif Audio File Specification

3.1. Outline of the Exif Audio File Specification

This chapter gives details of the audio file specification, covering the following items:

Format version definition,
Specifications relating to audio data,
Basic structure of audio data,
Chunks,

File naming conventions.

3.2. Format Version

The version of the format specified here is recorded as 4 bytes (see section 3.6.3). The address bytes are recorded
asAl, A2, B1, B2, darting with the lowest number. A1 and A2 store the upper part of the standard version, with the
lower part stored in B1 and B2. When changes are made to the version number of this standard, the following rules
apply:
When the changes are such that data readers can properly recognize conventional information
and skip the data that was recorded using newly added functions, the lower part of the version
(B1, B2) is changed,

When there is a possibility that a data reader implementing the old standard may operate

incorrectly due to the new specifications, the upper part of the version (A1, A2) is changed.

Players should be able to play back files of versions earlier than the supported standard.

3.3. Definition of Terms

Terms and notation are used as follows in this standard:

Text enclosed in " " is a character string, and " "Z means a character string ending in NULL
(00.H),

".H" appended to a numerical value means it is hexadecimal notation.

Unless otherwise indicated, other numerical values are given in decimal notation.
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3.4. Specifications Relating to Audio Data

3.4.1. Sampling Frequency

The sampling frequency shall be any of 8.000 kHz, 11.025 kHz, 22.050 kHz or 44.100 kHz. Only 8.000 kHz shall
be used for m LAW PCM in accord with ITU-T G.711.

3.4.2.Bit Size

The bit size shal be 8 bits or 16 bits. Only 8 bits shall be used for mLAW PCM in accord with ITU-T G.711; and
only 4 bits shal be used for IMA-ADPCM in accord with the IMA (Interoperability Multimedia Association)

specification.

3.4.3.Channels

The number of channels is either monaural or stereo (2 ch).

3.4.4. Compression Schemes

The following three compressions schemes are specified here:

Uncompressed audio data: PCM ,
Uncompressed audio data: mLaw PCM (conforming to ITU-T G.711"'")

Compressed data: IMA-ADPCM '*.
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3.5. Basic Structure of Audio Data

Exif audio files are based on the RIFF WAVE Form Audio File format " adopted asaWindows™ standard audio file
format, with the addition of various DSC attribute informationas needed. Exif audio files are data-compatible with

WAVE Form Audio files and can be played on accessories supplied with Windows" .

Of the generd attribute information required by DSC applications, the common attributes are recorded on an INFO
list, and the Exif- specific attributes are recorded in Exif chunks. The Exif chunks are provided to enable the addition
of information as necessary, taking advantage of chunk extensbility. The method of recording data in the
Exif- specific chunks is patterned after that for the INFO list.

3.5.1.Basic Structure of WAVE Form Audio Files

The WAVE Form Audio File format is based on the RIFF (Resource Interoperability File Format) tagged file

structure.

A RIFF file consists of basic data blocks called chunks.

(1) Chunk

Using C language syntax, a chunk can be defined as a structure, like that in Equation 1. The chunk structure can also
be expressed in graphical form asin Fig. 30.
typedef struct {
unsigned long ckID; /I 4-character code
unsigned long ckSize; /I Size of member <ckData>
unsigned char  ckData[ckSize]; /I The data in the chunk
} CK; - - - [Equation 1]

Address Offset Meaning
(Hex)

+00 ckiD (4 Bytes)
+04 | ckSize (4 Bytes)
+08 ckData[ckSize]

Fig. 30 Chunk Structure
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Explanation

ckiD (chunk 1D, a 4character code) consists of from one to four ASCII aphanumerics, left-judified and
filled with blank characters if less than four characters in length. Blanks cannot be inserted between
characters. This four-character code identifies the contents of the chunk data, described later. Software

processing the chunk is allowed to skip a chunk with an unknown chunk 1D.

ckSize (chunk Size) is a 32-bit unsigned integer giving the size (bytes) of the ckDatd ckSze] (chunk Data).
This size does not include padding bytes following the ckiD, ckSzeitself and ckData The byte order islittle
endian (LSB first, MSB lagt). In the case of RIFF files, values of more than one byte are al written in little
endian order. If two or more chunks follow in sequence, the value of chSize must be read properly in order to
know the start address (ckID) of the next chunk.

ckData[ckSze] (chunk Data) is the actual dataincluded in that chunk, and may be recorded as binary data of
either fixed length or variable length. The start of ckData is digned with the RIFF file gart position in word
(16-bit) units. If the data size is an odd number of bytes, a padding byte with the vaue '0' is appended after
the ckData. This padding byte is not included in the ckSize (chunk Size).

ckData[ckSze] (chunk Data) can itself have a particular structure rather than being a smple byte array. That
is, ckData itself can include a chunk (sub-chunk). In other words, chunks can be arranged hierarchically.
Only certain chunks are allowed to contain sub-chunks. These are the RIFF chunk and LIST chunk described
later below. Generally two or more sub-chunks may be contained in these chunks. All other chunks store only

one binary data element in the ckData.
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(2) RIFF Form

A 'RIFF form" is a chunk with "RIFF" as its chunk ID (ckID); it is also used to mean a file format with the RIFF
structure (RIFF file).

A "RIFF chunk" ckData (chunk data) consists of a 4character code at the beginning called the formType (form
type), followed by a sub- chunk.

A RIFF chunk is a the top of the chunk hierarchy. A RIFF form must have this chunk, but can have only one. All

other chunks are sub-chunks of the RIFF chunk.

A form type is generdly a code identifying the data contents, among other things. It is dso possible to tell from this
code what kind of sub-chunk a chunk contains. A form type must be registered. A registered form type is written in

all upper-case letters.

Along with a form type, a chunk ID (ckID) must also be registered. A chunk ID in al upper-case letters indicates a
general-purpose chunk that can be used with various form types. A chunk ID used with a specific form type is

written in all lower-case letters.

An illustration of the RIFF chunk is given in Fig. 31.

Address Offset  Code Meaning
(Hex)  (Hex)
+00 52
+01| 49 "RIFF"
+02 46 (ckID)
+03 46
+04 ckSize
(4 Bytes)
+08 formType
(4 Bytes)
+0C Subchunk 1
} RIFF chunk
Subchunk 2 ckData [ckSize]
J

Fig. 31 RIFF Chunk Structure
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Note:

Representative form types are given in Table 22. These are written in all upper-case letters because they are

registered form types.

Table 22 Representative Form Types

Form Type Name
PAL Palette file form
RDIB RIFF DIB (Device Independent Bitmap) form
RMID RIFF MIDI form
RMMP RIFF multimedia movie form
WAVE WAVE Form Audio File format
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(3) WAVE Form Audio File Format

The WAVE Form is one kind of RIFF form. It isafile for handling digitized sound data. The form type is WAVE, in
upper-case letters.

The file extension for aWAVE Form Audio Fileis" WAV".

The data structure of the WAVE Form Audio File format is shown in Fig. 32.

As is evident from Fig. 32, the chunk data (ckData [ckSize]) of a RIFF chunk generally consists of the
formType ("WAVE"), fmt-ck (format chunk), fact-ck (fact chunk), and data-ck (data chunk). fmt-ck and data-ck are
mandatory chunks, but fact-ck may be mandatory or not, depending on the format type (audio coding format) of the
WAVE Form.

In addition to these, optiona sub-chunks may be recorded and can store various attribute information These

optional sub-chunks are not shown in Fig. 32.

Address Offset  Code Meaning Meaning
(Hex)  (Hex)
+00 52
01| 49 "RIFF"
+02 46 (ckID)
+03 46
+04 ckSize
(4 Bytes)
+08 57
+09 41 "WAVE" "fmt"
+0A 56 (formType) ckSize(4 Bytes)
+0B 45 ckData[ckSize]
+oc fmt-ck ckData
"fact” [ckSize] of
fact-ck ckSize(4 Byt?s) cilanFk
ckData [ckSize]
data-ck
"data"
ckSize(4 Bytes)

ckData [ckSize]

Fig. 32 Data Structure of the WAVE Form Audio File Format
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<fmt-ck>

fmt-ck (format chunk) contains format information designating the format of audio data included in the data-ck (data
chunk) described later below. The ckID (chunk ID) of fmt-ck is"fmt."

"fmt" is 3 characters long, so a blank character (20.H) goes at the end.

fmt-ck is mandatory and must always be recorded before data-ck.

Since fmt-ck has the chunk structure, ckSze and ckData[ckSizd are included as its members; but the contents of the

ckData depend on the format type (audio coding format). This ckData consists of the structure given in Equation 2,

and the byte array given in Equation 3.

struct{
unsigned int  wFormatTag;
unsigned int nChannels;
unsigned long nSamplesPerSec;
unsignrd long nAvgBytesPerSec;
unsigned int nBlockAlign;
unsigned int  wBitsPerSample;
unsigned int  cbSize;

} WAVEFORMATEX;

unsigned char extByte[cbSize];

/I Format type
/I Number of channels
/I Sampling rate
/I Average bytes per second
/I Block alignment
/I Bits per sample
/I Additional bytes
- - -[Equation 2]
/I Additional byte array - - -[Equation 3]
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The meaning of each member of the format information is given in Table 23.

Table 23 Format Information Members

Member

Description

wFormatTag

An unsigned 16-bit integer indicating the format type (audio coding format) of the
WAVE Form. Typical format types are given below.

PCM (Pulse Code Modulation) format: 0001.H

mLaw format (ITU-T G.711): 0007.H

IMA-ADPCM (DVI-ADPCM) format: 0011.H

nChannels

An unsigned 16-bit integer indicating the number of channels. Monaural is 1 and
stereo is 2.

nSamplesPerSec

An unsigned 32-bit integer indicating the sampling rate (samples per second). Audio
is played in each channel at this rate.

In PCM format the common values of this member are 8.0kHz, 11.025kHz,
22.05kHz, and 44.1kHz.

nAvgBytesPerSec An unsigned 32-bit integer indicating the average bytes per second, a value
transferred to the data in data-ck.
In PCM format, nAvgBytesPerSec is equivalent to the equation below.
nChannels * wBitsPerSample/8
nBlockAlign An unsigned 16-bit integer indicating the (byte unit) block alignment in data-ck. In

PCM format, nBlockAlign is equivalent to the equation below.

nChannels * wBitsPerSample/8

wBitsPerSample

An unsigned 16-bit integer indicating the bits per sample of each channel.

In PCM format, this value is 8 or 16.

In the case of compressed sound data, when this value cannot be defined it
becomes '0'.

chSize

An unsigned 16-bit integer indicating the size (in bytes) of the additional format
information extByte[cbSize] appended after the WAVEFORMATEX structure. This
information is used to store attributes added in non-PCM formats. If additional
information is not needed, it becomes '0'.

In PCMformat, this member is not needed (the cbSize field itself is not necessary).

extByte[cbSize]

A byte array representing the additional format information appended after the
WAVEFORMATEX structure.

The meaning of this information depends on the format type. If the value of cbSize is
0, this field does not exist.

In PCMformat, both the cbSize field and extByte[cbSize] field are unnecessary.
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The fmt-ck structure can be illustrated as in Fig. 33.

Address Offset
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(Hex)
+00
+01
+02
+03
+04

+08
+0A
+0C
+10
+14
+16
+18

+1A

Code
(Hex)

Meaning

66

6D

74
20

"fmt"
(ckID)

ckSize
(4 Bytes)

wformatTag
(2 Bytes)

nChannels
(2 Bytes)

nSamplesPerSec
(4 Bytes)

nAvgBytesPerSec
(4 Bytes)

‘

nBlockAlign
(2 Bytes)

wBitsPerSample
(2 Bytes)

cbsize
(2 Bytes)

extByte[cbSize]

;

Fig. 33
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<fact-ck>

fact-ck (fact chunk) is used to store file-dependent information relating to the WAVE file contents. The ckiD (churk
ID) of fact-ck is "fact".

It is assumed that fact-ck will be extended in the future to store information needed by WAVE files at that time, but

currently only one information member is defined.

The information that can be stored in fact-ck at the present time is defined in [Equation 4].
unsigned long dwSamplelLength; /I Sample length - - - [Equation 4]

Table 24 fact-ck Member

Member Description

An unsigned 32-bit integer indicating the number of audio data samples (sample
length).

When this information is combined with nSamplePerSec in fmt-ck, the data length
can be expressed in seconds (recording time).

dwSampleLength

Since the only information defined presently is dwSamplelength, the vaue of ckSze (chunk Size) for fact-ck is
'00000004.H'"; but ckSze may change in the future as information is added (in which case it will be larger than
'‘00000004.H"). Programs must be able to skip over fields they cannot Interoperability and go on to process the next

chunk. For this reason the capability of correctly reading the value of ckSize is a necessary requirement.

The structure of fact-ck is illustrated in Fig. 34. The value of ckSze is fixed at '00000004.H' (this value is used in

Write processing).

Address Offset  Code Meaning
(Hex)  (Hex)
+00 66
+01 61 "fact"
+02 63 (ckID)
+03 74
+04 04
*051 o0 00000004.H
+06 00 (ckSize)
+07 00
+08
dwSampleLength .
(4 Bytes) ckData[ckSize]

Fig. 34 fact-ck Structure

<data-ck>

data-ck (data chunk) is a chunk for storing audio data. Its ckiD (chunk ID) is"data".
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The ckData (chunk Data) of data-ck consists of the audio data only. In some cases the chunk is filled out with

padding bytes.

The audio data is coded based on the format type. The information in fmt-ck is used when the audio data is played

back.

The ckSze (chunk Size) of data-ck is the size of the coded audio data only. The structure of data-ck is illustrated in

Fig. 35.

Address Offset
(Hex)

+00

+01

+02

+03

+04

+08

Page 113 of 205

Code Meaning
(Hex)
64
61 "data"
74 (ckiD)
61
ckSize
(4 Bytes)

ckData[ckSize]

Size of audio data

Coded audio data

Fig. 35 data-ck Structure
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3.5.2.Basic Structure of PCM Audio Data

PCM audio data tas linear quantization (A/D conversion) characteristics, and is not encoded for compression. It

therefore does not need to be decompressed for playback, but can simply be played by reading it directly.

The basic structure of audio data when the format type is PCM (Pulse Code Modulation) format is shown in Fig.
36.

Address Offset  Code Meaning
(Hex)  (Hex)
+00 52
+01| 49 "RIFF"
+02 46 (ckID)
+03 46
+04 ckSize
(4 Bytes)
+08 57
091 41 "WAVE"
+0A 56 (formType)
+0B 45
+0C fmt-ck PCM format information
(24 Bytes) (size is 24 bytes fixed)
+24 ]
data-ck PCM format audio data

Fig. 36 Basic Structure of PCM Format
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The specific values stored in fmt-ck in the case of PCM format are as shown in Table 25.

Table 25 PCM Format fmt-ck Information

PCM (Pulse Code Modulation) Format

Members Code
ckSize (fmt-ck) 00000010.H (16 Bytes, since cbSize is unnecessary)
wFormatTag 0001.H (PCM format)
The values of each mode are as follows.
nChannels

0001.H (monaural) or 0002.H (stereo)

The values of each mode are as follows.
00001F40.H (8.0 kHz)

nSamplesPerSec 00002B11.H (11.025 kHz)

00005622.H (22.05 kHz)

0000AC44.H (44.10 kHz)

The values of each mode are as follows.
00001F40.H (8.0 kHz, 8-bit monaural)
00003E80.H (8.0 kHz, 8-hit stereo)
00003E80.H (8.0 kHz, 16-bit monaural)
00007D00.H (8.0 kHz, 16-bit stereo)
00002B11.H (11.025 kHz, 8-bit monaural)
00005622.H (11.025 kHz, 8-bit stereo)
00005622.H (11.025 kHz, 16-bit monaural)
0000AC44.H (11.025 kHz, 16-bit stereo)

nAvgBytesPerSec 00005622.H (22.05 kHz, 8-bit monaural)
0000AC44.H (22.05 kHz, 8-bit stereo)
0000AC44.H (22.05 kHz, 16-bit monaural)
00015888.H (22.05 kHz, 16-bit stereo)
0000AC44.H (44.10 kHz, 8-bit monaural)
00015888.H (44.10 kHz, 8-bit stereo)
00015888.H (44.10 kHz, 16-bit monaural)
0002B110.H (44.10 kHz, 16-bit stereo)

Definition: nSamplesPerSec * nBlockAlign

The values of each mode are as follows.
0001.H (8-bit monaural)
0002.H (8-bit stereo)
0002.H (16-bit monaural)
0004.H (16-bit stereo)
Definition: nChannels * wBitsPerSample/8

nBlockAlign

The values of each mode are as follows.
0008.H (8bit) or 0010.H (16bit)

cbSize Not used
extByte[cbSize] Not used

wBitsPerSample
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In the case of PCM format audio data, the data format of each sample is 8bit or 16-bit integer. These sample data

formats and their values are given in Table 26.

Table 26 Sample Data Formats and Values

Sample Size Data Format Minimum Interoperability Maximum
8-bit PCM Ulrr‘]fé%lerd 0 (00.H) 128 (80.H) 255 (FF.H)
16-bit PCM Signed Integer | -32768 (8000.H) 0 (0000.H) 32767 (TFFF.H)

The PCM format audio data contained in data-ck is packed as shown in Fig. 37. Here the left-hand byte stores the
lower address and the right-hand byte holds the upper address.

8-bit monaural PCM

Sample 0 Sample 1 Sample 2 Sample 3
Channel 0 Channel 0 Channel 0 Channel 0
Byte 0 Byte 1 Byte 2 Byte 3

8-bit stereo PCM

Sample 0 Sample 1
Channel 0 Channel 1 Channel 0 Channel 1
(left) (right) (left) (right)
Byte 0 Byte 1 Byte 2 Byte 3
16-bit monaural PCM
Sample 0 Sample 1
Channel 0 Channel 0 Channel 0 Channel 0
Lower Byte Upper Byte Lower Byte Upper Byte
Byte 0 Byte 1 Byte 2 Byte 3

16-bit stereo PCM

Sample 0
Channel 0 Channel 0 Channel 1 Channel 1
(left) (left) (right) (right)
Lower Byte Upper Byte Lower Byte Upper Byte
Byte 0 Byte 1 Byte 2 Byte 3

Fig. 37 Packing of PCM Audio Data
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3.5.3.Basic Structure of mLaw Audio Data

Each of the audio data samples of m Law audio data has nonlinear (logarithmic) quantization characteristics. For this
reason 16 hits of data @n be represented in an 8bit size In playback, either the data is first converted to linear
16-bit data and then put through a linear D/A converter, or else the anadlog signd is derived by going through an
8-bit nonlinear D/A converter with characteristics opposite the mLaw quantization characteristics. Details of the
nonlinear quantization characteristics and of the conversion between 8bit mLaw data and 16-bit linear data are

given in the ITU-T G.711 " standard.
When the format type is mLaw (ITU-T G.711) format, the basic structure is expressed as in Fig. 38.

The two differences from PCM format are the larger size of fmt-ck (the cbSize file exists) and the existence of

fact-ck.

Address Offset  Code Meaning
(Hex) (Hex)

+00 52

+01| 49 "RIFF"

+02 46 (ckiD)

+03 46

+04 ckSize
(4 Bytes)

+08 57

09 41 "WAVE"

+0A 56 (formType)

+0B 45

+0C fmt-ck mLaw format information (size is
(26 Bytes) 26 bytes fixed)

+26 fact-ck Samples per channel-unit block
(12 Bytes) (mLaw format)

+32

data-ck PCM format audio data

Fig. 38 Basic Structure of mLaw Format
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The specific values of the information stored in fmt-ck and fact-ck in the case of the mLaw format are given in
Table 27.

Table 27 fmt-ck and fact-ck Information in mLaw Format

mlLaw (ITU-T G.711) Format

Members Code
ckSize(fmt-ck) 00000012.H (18 bytes, WAVEFORMATEX only)
wFormatTag 0007.H (mLaw format)
nChannels The values of each mode are as follows.

0001.H (monaural) or 0002.H (stereo)
nSamplesPerSec 00001F40.H (8.0kHz)

The values of each mode are as follows.
00001F40.H (8.0kHz, 8-bit monaural)

nAvgBytesPerSec | 4,003E80.H (8.0kHz, 8-bit stereo)
Definition: nSamplesPerSec * nBlockAlign
The values of each mode are as follows.
nBlockAlign 0001.H (8bit monaural)

0002.H (8bit stereo)
Definition: nChannels * wBitsPerSample/8

wBitsPerSample 0008.H (8bit)
cbSize 0000.H (extByte[cbSize] does not exist)
extByte[cbSize] Not used

It is recommended that the actual number of samples that can be
dwSampleLength played be recorded here.
Definition: (ckSize of data-ck) / nBlockAlign

The mLaw audio data contained in data-ck is packed as shown in Fig. 39. Here the left-hand byte stores the lower
address and the right- hand byte holds the upper address.

mLaw monaural

Sample 0 Sample 1 Sample 2 Sample 3
Channel 0 Channel 0 Channel 0 Channel 0
Byte 0 Byte 1 Byte 2 Byte 3

mlLaw stereo

Sample 0 Sample 1
Channel 0 Channel 1 Channel 0 Channel 1
(left) (right) (left) (right)
Byte 0 Byte 1 Byte 2 Byte 3

Fig. 39 Packing of mLaw Audio Data
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3.5.4.Basic Structure of IMA-ADPCM Audio Data

IMA-ADPCM audio data is 4bit data obtained by compressing 16-bit linear PCM audio data. IMA-ADPCM, as
seen in its other name DVI-ADPCM, uses a compression agorithm originally developed by the Intel DVI Group
(DVI: Digital Video Interoperability). It was later adopted by the IMA (Interoperability Multimedia Association) as

a standard audio data format.
Details of the IMA-ADPCM algorithm are given in the IMA Digital Audio Doc- Pac™""  and other documents.
When the format type is IMA-ADPCM (DVI-ADPCM), the basic structure is as shown in Fig. 40.

A fact-ck is recorded as with the mLaw format, but a difference from that format is the larger fmt-ck size (in
addition to acbSize field there isawSamplesPerBlock field).

Address Offset  Code Meaning
(Hex)  (Hex)

+00 52

+01 49 "RIFF"

+02 46 (ckID)

+03 46

+04 ckSize
(4 Bytes)

+08 57

+09 41 "WAVE"

+0A 56 (formType)

+0B 45

+0C fmt-ck IMA-ADPCM format information (size is 28
(28 Bytes) bytes fixed)

+28 fact-ck Samples per channel-unit block
(12 Bytes) (IMA-ADPCM format)

+34

data-ck PCM format audio data

Fig. 40 Basic Structure of IMA-ADPCM Format
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The specific values of the information stored in fmt-ck and fact-ck in the case of the IMA- ADPCM format are given
in Table 28 and Table 29.

Table 28 IMA-ADPCM Format fmt-ck and fact-ck Information (1)

IMA-ADPCM (DVI-ADPCM) Format

Members Code
ckSize(fmt-ck) 00000014.H (20 bytes)
wFormatTag 0011.H (IMA-ADPCM format)
nChannels 0001.H (monaural) or 0002.H (stereo)

The values of each mode are as follows.
00001F40.H (8.0 kHz)

nSamplesPerSec 00002B11.H (11.025 Hz)

00005622.H (22.050 Hz)

0000AC44.H (44.10 Hz)

The values of each mode are as follows.

00000FD7.H (8.0 kHz, 4-bit monaural)

00001FAE.H (8.0 kHz, 4-bit stereo)

000015D4.H (11.025 kHz, 4-bit monaural)

00002BA9.H (11.025 kHz, 4-bit stereo)

00002B5C.H (22.05 kHz, 4-bit monaural)

000056B9.H (22.05 kHz, 4-bit stereo)

0000566D.H (44.10 kHz, 4-bit monaural)

0O0OOACDB.H (44.10 kHz, 4-bit stereo)
Definition: nSamplesPerSec*nBlockAlign/wSamplesPerBlock
The values of each mode are as follows.

0100.H (8.0 kHz, 4-bit monaural)

0200.H (8.0 kHz, 4-bit stereo)

0100.H (11.025 kHz, 4-bit monaural)

0200.H (11.025 kHz, 4-bit stereo)

0200.H (22.05 kHz, 4-bit monaural)

0400.H (22.05 kHz, 4-bit stereo)

0400.H (44.10 kHz, 4-bit monaural)

0800.H (44.10 kHz, 4-bit stereo)
Although the definition is (N+1) * 4 * nChannels, the use of

256 * nChannels * max (1,nSamplesPerSec / 11.025kHz)
is recommended.

wBitsPerSample 0004.H (4 bits)
cbSize 0002.H

nAvgBytesPerSec

nBlockAlign
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Table 29 IMA-ADPCM Format fmt-ck and fact-ck Information (2)

IMA-ADPCM (DVI-ADPCM) Format

extByte[cbSize]

The values of each mode are as follows.
01F9.H (8.0 kHz, 4-bit monaural)
01F9.H (8.0 kHz, 4-bit stereo)
01F9.H (11.025 kHz, 4-bit monaural)
01F9.H (11.025 kHz, 4 bit stereo)
03F9.H (22.05 kHz, 4-bit monaural)
03F9.H (22.05 kHz, 4-bit stereo)
07F9.H (44.10 kHz, 4-bit monaural)
07F9.H (44.10 kHz, 4-bit stereo)
If the definition is, wSamplesPerBlock (an unsigned 16-bit integer
indicating the samples per channel-unit block), and
X = (nBlockAlign -(4 * nChannels))* 8
Y = wBitsPerSample * nChannels
then,
wSamplesPerBlock =(X/Y)+1

dwSampleLength

It is recommended that the actual number of samples that can be
played back be recorded.
The definition is as follows.
If X = ckSize_of_data-ck/nBlockAlign
then,
dwSampleLength = (X+1) * wSamplesPerBlock

The IMA-ADPCM audio data contained in data-ck is packed as shown in Fig. 41, Fig. 42, and Fig. 43 when it is

recorded.

A feature of this format is the existence of a header at the start of each block. The header records the initial sample
value for that block and a step (quantization table) index. The audio data in each channel is independent, so the

number of header words is the same as the number of channels.

A header word consists of 4 bytes, and is defined as in [equation 5]. The existence of a header means IMA- ADPCM

audio data can be played from any block. I n other words, random access is possible on a per-block basis.

InFig. 41 to Fig. 43, theleft- hand byte stores the lower address and the right-hand byte holds the upper address.

typedef struct {

signed int

iSampO; /I Initial sample value of the block

unsigned char bStepTableIndex; // Step table index

unsigned char bReserved; /I reserved byte

} IMA_ADPCMBLOCKHEADER; - - -[Equation 5]
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In Fig. 41 to Fig. 43, N, M, and P have the following significance.

N = (nBlockAlign/(4*nChannels)) - 1 - - -[Equation 6]
M=0,1, 2,3, ... , N-1 - - -[Equation 7]
P=(M*8)+1 - - -[Equation 8]
Header Data
AL N
~ N ™
Header Word Header Word Data Word 0 Data Word 0
Channel 0 Channel 1 Channel 0 Channell ...

(left) (right) (left) (right)

Data (total = N words/Channel )
D N

—
Data Word M Data Word M Data Word N-1 Data Word N-1
Channel 0 Channell | ... Channel 0 Channel 1
(left) (right) (left) (right)
Fig. 41 Packing of IMA-ADPCM Audio Data
Header Word (4 Bytes)
—
Sample 0 Sample 0
Lower Byte Upper Byte Step Table Index Reserved Byte
Byte 0 Byte 1 Byte 2 Byte 3

Fig. 42 Header Word of IMA-ADPCM Audio Data

Data Word M (4 Bytes)
N

Sample P P+1 P+2 P+3 P+4 P+5 P+6 P+7
LSB MSB LSB MSB | LSB MSB |LSB MSB [ LSB MSB | LSB MSB | LSB MSB | LSB MSB

Byte 0 Byte 1 Byte 2 Byte 3

Fig. 43 Data Word M of IMA-ADPCM Audio Data
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3.6. Chunks Used

The chunks used in Exif audio files are described here.

3.6.1. WAVE Form Audio File Basic Chunks

The basic chunks of a WAVE Form Audio File, asis evident from the basic structure of the WAVE file shown in Fig.
32, are the four below.

RIFF chunk
fmt chunk
fact chunk

data chunk

[Additional Explanation]

The fmt chunk, fact chunk and data chunk are sub-chunks of the RIFF chunk. A WAVE file consists of one
RIFF chunk, with specific informationrecorded in the sub-chunks.

Only when the form type is PCM (Pulse Code Modulation) format, the fact chunk is unnecessary. With
non-PCM formats such asm Law and IMA- ADPCM, it is mandatory, which is why fact-ck is included in the

basic chunks here.
It is possible to add other optional sub-chunks as well.

At the head of the chunk data (ckData) of the RIFF chunk there is a form type called "WAVE".
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3.6.2.LIST Chunk and INFO List

A WAVE form and other RIFF forms store a variety of information in sub-chunks of the RIFF chunk. These
sub-chunks in many cases are specific to each form type; but there are aso genera-purpose chunks for storing

additional information regardless of the data specified for a given form type.

One of these general- purpose chunksisthe LIST chunk. Here the use of the LIST chunk is explained.

(1) LIST Chunk
The LIST chunk is a general-purpose chunk that can be used with the files of many different form types. The LIST

chunk is a pre-registered general-purpose chunk, so its cklD (chunk ID) is written in upper-case letters.
Included in the LI ST chunk is a sub-chunk list (series of sub-chunks) and sequence designation.

The LIST chunk ckData (chunk data) consists of a four-character code at the beginning called a listType (list type),
followed by the sub-chunk list.

This structure resembles that of the RIFF chunk, but the LIST chunk is always farther down the hierarchy thanthe
RIFF chunk.

The ligt type is used to identify the list contents. For this reason there are list types that are used only with certain
form types. If alist type is encountered that cannot be Interoperability, that LIST chunk can be ignored.

The list type must be registered. A general-purpose list type that is registered and can be used with various form

types is written in al upper-case letters.

A list type that can be used only with a specific form type is written in lower-case letters.
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The LIST chunk structureisillustrated in Fig. 44.

Address Offset
(Hex)

+00

+01

+02

+03

+04

+08

+0C

(2) INFO List

Code Meaning
(Hex)
4C
49 "LIST"
53 (ckiD)
54
ckSize
(4 Bytes)
listType
(4 Bytes)
Subchunk1
Subchunk?2

Sub-chunk list

Fig. 44 LIST Chunk Structure

> ckData [ckSize] of
LIST chunk

An'INFO list" isaLIST chunk having the registered, general- purpose listType "INFO".

The need for information such as title, copyright and comments is similar in each of the form types. The INFO ligis

used for storing these kinds of information

The information itself in an INFO list is stored in the sub-chunk lists. These sub-chunks use only pre-registered,

general- purpose chunks, described later below.

The INFOlist information is supplementary and has no influence on the Interoperability of the main data, such as

WAVE form audio data. It can therefore be skipped without problem. If an unknown chunk is included on the INFO

list, as when a new chunk has been defined, it is to be ignored.
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The INFO list chunks currently defined are given in Table 30. These pre-registered chunks are stored as ASCII text
strings terminated by NULL (the final byteis'00.H").

Table 30 INFO List Chunks

Channel ID Description

IARL Archival Location. Indicates where the subject of the file is archived.

IART Artist. Lists the artist of the original subject of the file.

ICMS Commissioned. Lists the name of the person or organization that commissioned the
subject of the file.

ICMT Comments. Provides general comments about the file or the subject of the file.

ICOP Copyright. Records the copyright information for the file.

ICRD Creation date. Indicates the date the subject of the file was created.

ICRP Cropped. Indicates whether an image has been cropped

IDIM Dimensions. Specifies the size of the original subject of the file.
Dots Per Inch. Stores the dots per inch (DPI) setting of the digitizer used to produce

IDPI the file.

IENG Engineer. Stores the name of the engineer who worked on the file.

IGNR Genre. Describes the genre of the original work.

IKEY Keywords. Provides a list of keywords that refer to the file or subject of the file.

ILGT Lightness. Describes the changes in lightness settings on the digitizer required to
produce the file.

IMED Medium. Describes the original subject of the file, such as, "computer image,"
"drawing," "lithograph," and so forth.

INAM Name. Stores the title of the subject of the file.

IPLT Palette Setting. Specifies the number of colors requested when digitizing an image.

IPRD Product. Spe(_:ifies the name of the title the file was originally intended for, such as
"Encyclopedia of Pacific Northwest Geography."

1ISBJ Subject. Describes the file contents, such as "Aerial view of Seattle."

ISFT Software. ldentifies the name of the software package used to create the file.
Sharpness. Identifies the changes in sharpness for the digitizer required to produce

ISHP the file.
Source. Identifies the name of the person or organization who supplied the original

ISRC . .
subject of the file.

ISRE So_urce Form. Identifies the original form of the material that was digitized, such as
"slide," "paper," "map," and so forth.

ITCH Technician. ldentifies the technician who digitized the subject file.
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A typical INFO list isshownin Fig. 45.

Address Offset  Code Meaning Code Meaning
(Hex)  (Hex) (Hex)
+00 4C 49
+01 49 "LIST" 4E "INAM"
+02 53 (ckiD) 11 (ckID)
+03 54 4D
+04 40 0A
+05| 00 00000040.H 00 0000000A.H
+06 00 (ckSize) 00 (ckSize)
+07 00 00
+08 49
+09 4E "INFO" "Two Trees"Z
+0A 46 (listType) (ckData)
+0B 4F
+0C INAM-ck
(18 Bytes) 49
+1E ICMT -ck 4E "ICMT"
(42 Bytes) a1 (ckID)
4D
21
00 00000021.H
00 (ckSize)
00
"A picture for
the opening
screen"Z
(ckData)

Fig. 45 Typical INFO List

The following points need to be observed in using the INFO list. They are explained in reference to Fig. 45.

The 'Z' @ the end of the text string informationin the INAM and ICMT chunks means NULL termination.
The actual code appended is '00.H'.

The chunk data (ckData) in each chunk must be an even number of bytes. If the data itself is an odd number
of bytes, it must be padded by one additional byte.

In the examplein Fig. 45, the ICMT chunk has 33 bytes of informationincluding the NULL termination, so a
padding byte '00.H' must be appended. No padding is necessary with the INAM chunk information, since the
sizeincluding NULL termination is 10 bytes.

The value of the chunk size €kSize) of the ICMT chunk does not include the padding byte. However, the
chunk size of the LIST chunk that is its parent chunk must include the padding bytes in the sub-chunks. If this
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rule is not observed, it will not be possible to determine the start addr ess of a chunk following after thisLIST

chunk.

(3) INFO List used by Exif audio files

The INFO list used with Exif audio files is as follows.
The chunks that can be included on the INFO list are those given in Table 30; but of these, only the following are
used with Exif audio files.

[Chunks Used with EXxif]

INAM

Records the title of the Exif audio file. The title is written in an ASCII string and terminated with NULL. Recording
thisinformation is optional.
Ex.) "Exif Audio File Example"Z

IGNR

Records the genre of the Exif audio file subject. The genre name is written in an ASCII string and terminated with
NULL. Recording this informationis optional.

Ex.) "narration"Z

ICRD

Records the date the Exif audio file was created. It is written as a fixed-length ASCII string, in the format
year-month day. That is, the year, month, and day are separated by a hyphen. The year is four digits, while month
and day are two digits each. If the number of the month or the day is less than 10, the first digit is 0. The order must
be year-month day. Since this information is written as an ASCII string, it must be terminated with NULL. This
chunk is fixedlength the chunk data is 11 bytes, and a padding byte is added to make it an ezen byte number).
Recording this informationis optional.

Ex.) "1997-04-08"Z (Note: =April 8, 1997)

ICMT

Records a generd comment on the Exif audio file or its subject. Comments are written in ASCII text terminated
with NULL. If there are two or more mmments, each statement ends with a period. A carriage return or line feed
character must not be used. Recording thisinformation is optional .

Ex.) "Recorded by Digital Still Camera"Z

IART

Records the name of the Exif audio file creator. The name is written in an ASCII string and terminated with NULL.
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Recording this informationis optional.
Ex.) "Taro Yamada'Z
ICOP

Records copyright information for the Exif audio file. The copyright is written in ASCII text and terminated with
NULL. In case of multiple copyright information each is separated by a semicolon followed by one blank space
(20.H). Recording this informationis optional .

Ex.) "Copyright Exif Corporation 1997."Z
[Notes and Additional Information]

A camera shall not record chunks other than those listed above.

If a camera encounters an unknown chunk when reading the INFO lit, it shal skip that chunk. It is possble
that the INFOIist will be expanded in the future, and this provision ensures that compatibility will be

maintained.
Information shall be recorded in accord with the general INFO list stipulations.
All the information on the INFO list is optional, and does not have to be recorded.

The INFO list used for Exif audio files consists of pre-registered, general purpose chunks only, which rmesns
this information can be read by commercia "RIFF Form Reader" software (such as the utility software
provided with Windows ).
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3.6.3.Chunks for Attribute Information Specific to Exif Audio Files

Recording of attribute information specific to Exif audio files is done as follows.

Exif- specific attributes are those not defined for ordinary WAVE Form Audio Files but only for Exif audio files.
This is auxiliary information with no influence on Interoperability of the audio data itself. For this reason an Exif

audio file can still be compatible with a standard WAVE Form Audio File.

The attributes specific to Exif audio files are recorded as follows.

(1) LIST chunk isused.

The compatibility noted above is realized by using a pre-registered, general-purpose LIST chunk to record the
attribute information specific to Exif audio files. Since it can be used with all the LIST chunk form types, this chunk
can be put in the WAVE Form Audio File. Theindividual informationis recorded in sub- chunks of theLIST chunk.

(2) A dedicated list type " exif" is defined.

The informationin the LIST chunk is explicitly labeled as information specific to Exif audio files by defining a
dedicated list type. The following is used as this list type.

Dedicated Exif list type: "exif* (all lower-case letters)

The attributes specific to Exif audio files cannot be used in the WAVE Form Audio File format, so it isal writtenin

lower-case letters.

Hereafter, the notation "exif list" is used to mean the LI ST chunk whose list type is exif.

(3) A dedicated chunk is defined for each of the attributes.

Since there are no corresponding existing chunks, a dedicated chunk is defined to record the attribute information

specific to Exif audio files. The informationitems and their chunks are described below.
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[Information items and chunks]

ever

Records the version information (number) of this standard.

As with Exif image files, it is recorded in 4 bytes. The address bytes are recorded as A1, A2, B1, B2, sarting with
the lowest number. A1 and A2 store the upper part of the standard version, with the lower part stored in B1 and B2.
Al, A2, B1 and B2 are ASCII numeras giving the version number, but NULL termination is unnecessary. This

chunk is mandatory.

On the conventions for version number updating, see section 3.2.
Ex.) "0200" (Note: =Version 2.00)

erel

Records information pointing to an Exif image file related to the Exif audio file recorded in this chunk. Recording

thisinformation makes it possible for a camera or application software to map an image to sound during playback.

The relational information consists of the name of the corresponding Exif image file, given as an 8character file
name plus 3-character extension in ASCII format. The path is not written. Stipulations on images are given in

section 2.6.5. File naming rules are covered in section 3.7.1.

The mapping of Exif image files and audio files is done in any of the three ways shown in Table 31. If multiple files
are mapped to onefileasin [2] or [3] of Table 31, the above format is used to record just one destination file name.

If there are multiple destination files, the first recorded file is given.

In the case of [2] in Table 31, for the Exif audio file "SNDOOOOLWAV" only "DSCO00001.JPG" is given as the
rdlated image filee When there are three Exif image files "DSC00001.JPG," "DSC00002.JPG" and
"DSCO0003.JPG," the related Exif audio file name for each of them, "SNDOOOOLWAV," is indicated. By combining
multiplerelational information a variety of playback possibilities can be supported. The method of using relational
information is left to the implementation on the playback side. Since thisinformation is an ASCII character string, it
isterminated by NULL. If there is arelated Exif image file, this chunk is mandatory.

Ex.) "DSC00001.JPG"Z
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Table 31 Mapping between Image and Audio Files

Relationship Exif Image File Exif Audio File
[1] lto1l DSC00001.JPG SNDO0001.WAV
DSC00001.JPG SND00001.WAV
[2] Many to 1 DSC00002.JPG
DSC00003.JPG
DSC00001.JPG SNDO0001.WAV
[3] 1 to many SND00002.WAV
SND00003.WAV
etim

Records the time of Exif audio file creation. Thisis defined as the time the recording of audio data was started. Time
is expressed as a variable-length ASCII string. In order to conform as closely as possible to the Exif image file, time
is recorded in the format "hour:minute:second.subsecond,” with a colon in between each time unit and a period

before the subsecond position.

Hour, minute and second are written as two digits each, with the first digit a zero if the value is one digit.
Subseconds can be expressed to any desired decimal place. If there is no subsecond information, the string ends with

aperiod only.
The order of time unitsis hour, minute, second, subsecond. The informationis written as an ASCII string, so it must
be terminated with NULL. Recording this informationis optional.

Ex.) "10:05:10.130"zZ

ecor

Records the name of the manufacturer of the equipment on which the Exif audio file was created. The manufacturer
name is written in an ASCII string and terminated with NULL. Recording thisinformation is optional.

Ex.) "Digital Still Camera Corporation"Z

emdl

Records the modd name of the equipment on which the Exif audio file was created. The model name is written in an
ASCII string and terminated with NULL. Recording this informationis optional.
Ex.) "DSCameral000"Z

emnt

As with Exif image files, this chunk is used by the writer manufacturer to record design information, version history

and other maker-specific information. The contents and format of the information are up to each manufacturer.
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Other manufacturers see this information only as a byte array of the size determined by the chunk size (ckSize).

Recording this informationis optional.

eucm

Records user comment information that cannot be recorded on, or is not suitable for, the INFO list. Bascdly thisis
text information. Character code information is included so languages that do not use ASCII can be used here.

Recording this chunk is optional.

Recording of user comments is discussed below. The structure of the user comment chunk is shown in Fig. 46.

Address Offset  Code Meaning Meaning
(Hex)  (Hex)

+00 65

+01| 75 "eucm”

+02 63 (ckID)

+03] 6D Character code

+04 ckSize (8 Bytes)
(4 Bytes)

+08
ckData [ckSize] User Comments
(user comment)

Fig. 46 Structure of User Comment Chunk

As seen in Fig. 46, the chunk data area storing the user comment starts with an 8-byte character code area, where
the character code is given. The rest of the chunk data area is the user comment area, used for writing comments.
The currently defined character codes are shown in Table 32. A registration system is used for character codes to
avoid duplication. When a character code is registered, a standard document is indicated in the reference column to
indicate the character format specification. If a character code is used for which there is no clear specificationlike
Shift-JIS in Japan, Undefined is designated.

The character code is written from the start of the character code area, and the unused portion is padded with NULL
('00.H"). In order to match the format of the actual comments in the user comment part to that of the Exif image file
UserComment tag, NULL termination is not used even if the comment is written in ASCII text. In accord with the

chunk specification, however, a padding byte ('00.H") is used if the chunk data is not an even number of bytes.

Table 32 Character Codes and Character Code Designation

Character Code Code Designation (8 Bytes) Reference
ASCII 41.H, 53.H, 43.H, 49.H, 49.H, 00.H, 00.H, 00.H ITU-T T.50 IA5”
JIS 4A.H, 49.H, 53.H, 00.H, 00.H, 00.H, 00.H, 00.H JIS X0208-1990™
Unicode 55.H, 4E.H, 49.H, 43.H, 4F.H, 44.H, 45.H,00.H | Unicode Standard ™
Undefined 00.H, 00.H, 00.H, 00.H, 00.H, 00.H, 00.H, 00.H Undefined
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[Notes and Additional Information]

The above chunks incorporated in exif list are used with a specific form type (WAVE) and are therefore

written in al lower-case letters.

Only the ever chunk is mandatory; the others are optiona. If an Exif image file related to an audio file exidts,

the erel chunk is a'so mandatory.

When the exif list is read by a camera, information that cannot be recognized may be encountered, such as

the emnt chunk or an Undefined string in the eucm chunk. In that case the chunk is to be skipped.
An Exif reader and writer must conform to the stipulations for an ordinary LIST chunk.

A genera-purpose RIFF Form Reader will ignore the exif list. A dedicated Exif reader is required for reading
the exif list.

Fig. 47 shows the exif ligt structure and a coding example. The ever chunk is mandatory and has a fixed
length (chunk data is 4 bytes). The erel chunk data is 13 bytes (odd), so a padding byte is added. The erel
chunk is aso fixed length.

-120 -

Page 134 of 205



Address Offset  Code Meaning Code Meaning

(Hex)  (Hex) (Hex)
+00 4C 65
+01 49 "LIST" 76 "ever"
+02 53 (ckID) 65 (ckID)
+03 54 72
+04 26 04
+05| 00 00000026.H 00 0000000A.H
+06 00 (ckSize) 00 (ckSize)
+07 00 00
+08 65
+09| 78 "exif" "0200"
+0A 69 (listType) (ckData)
+0B 66
+0C
ever-ck
(12 Bytes) 65
72 "erel"
+1E 65 (ckiD)
erel-ck
(22 Bytes) 6C
(0]]
00 000000D.H
00 (ckSize)
00
"DSCO00001.JPG"
A
(ckData)

Fig. 47 exif List Structure and Typical Coding
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3.7. Data Description

3.7.1.File Naming Stipulation

The file name and characters used for file names are not specified, other than to stipulate the use of ASCII
alphanumerics. (File names in Japanese or other character sets are not to be used.) File names shall be 8 characters
or fewer, not including the extenson. (Long file names are not to be used.) The file extension is ".WAV" (to match

the WAVE Form Audio File extension) regardless of the audio data format type.
Typicd Exif Audio File Fig. 48 shows the configuration of a typica Exif audio file.

The shaded parts of Fig. 48 are the mandatory elements of an Exif audio file. The hatching (fact-ck only) meansthat
this chunk is not required if the audio data is PCM (Pulse Code Modulation) format, but is mandatory for al
non-PCM formats (mLaw, IMA-ADPCM), etc. The non-shaded elements are optional.
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I "WAVE" (formType)

RIFF Chunk

fmt-ck (Format Chunk)

—| fact-ck (Fact Chunk)

—| INFO List Chunk I "INFO" (listType)

INAM-ck (Title)

IGNR-ck (Genre)

ICRD-ck (Date)

ICMT-ck (Comment)

IART-ck (Creator)

ICOP-ck (Copyright)

—| exif List Chunk "exif" (listType)

ever-ck (Version)

erel-ck (Related Information)

etim-ck (Time)

ecor-ck (Make)

emdl-ck (Model)

emnt-ck (Maker Note)

eucm-ck (User Comment)

—| data (Data Chunk)

Fig. 48 Exif Audio File Configuration
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The means of recording the data of each element is given in the section for that element.

Fig. 49 shows the most common Exif audio file data structure. Exif audio file data is recorded in accord with the
structure shown in Fig. 49. Each sub-chunk is recorded in accord with its stipulations. Optional chunks may be
omitted.

Address Offset  Code Meaning Meaning
(Hex)  (Hex)
+00| 52 "LIST"
+01 49 "RIFF" ckSize(4 Bytes)
+02 46 (ckID) "INFO"
+03 46 INAM-ck
+04 ckSize IGNR-ck
(4 Bytes) ICRD-ck
08 57 ICMT -ck
:82 41 "WAVE" IART-ck
+0B 56 (formType) ICOP-ck
45
+0C fmt-ck "LIST"
: fact-ck ckSize (4 Bytes)
) "exif"
INFO List Chunk

ever-ck

exif List Chunk er.el-ck

etim-ck

data-ck ecor-ck

emdl-ck
emnt-ck
eucm-ck

Fig. 49 Data Structure of a Typical Exif Audio File
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Appendix A Image File Description Examples

A.1 Uncompressed RGB File

Table 33 Uncompressed RGB File Description Sample Contents

Primary Image

Pixels 640 (W) x 480 (H)
Image Title Exif_TIFF_RGB
Image Input Equipment Manufacturer DSCompany
Image Input Equipment Model Name Example
Orientation Normal
Strips 96
Lines per Strip 5
Bytes per Strip 9600
Image Resolution 72 dpi (Width), 72 dpi (Length)
Image Data Arrangement Chunky
File Change Date and Time 1997:09:01 12:00:00.000
Copyright Copyright, ABCDE,1997
Exif-specific Information
Version Ver. 2.0
Date and Time of Original Image Creation 1997:09:01 12:00:00.000
Date and Time of File Creation 1997:09:01 12:00:00.000
Thumbnail
Pixels 80 (W) x 60 (H)
Orientation Normal
Strips 1
Lines per Strip 60
Bytes per Strip 14400
Image Resolution 72 dpi (Width), 72 dpi (Length)
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Table 34 Uncompressed RGB File Description Sample
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Offset Data
(Hex) Name (Hex or "ASCII")

Header 0000 Byte Order 4D4D ("MM")
0002 42 002A
0004 Oth IFD Offset 00000008
Offset Name Interoperability Number
(Hex) (Hex)
0008 Number of Interoperability 0014
Offset Name Tag ID Type Count ValueOffset
(Hex) (Hex) (Hex) (Hex) (Hex or "ASCII")
000A ImageWidth 0100 0004 00000001 00000280
0016 ImagelLength 0101 0004 00000001 000001EO
0022 BitsPerSample 0102 0003 00000003 000000FE
002E Compression 0103 0003 00000001 00010000
003A PhotometricInterpretation 0106 0003 00000001 00020000
0046 ImageDescription 010E 0002 0000000E 00000104
0052 Make 010F 0002 00000009 00000112
005E Model 0110 0002 00000008 0000011C

oth IFD 006A StripOffsets 0111 0004 00000060 00000124
0076 Orientation 0112 0003 00000001 00010000
0082 SamplesPerPixel 0 0003 00000001 00030000
008E RowsPerStrip 0116 0004 00000001 00000005
009A StripByteCounts 0117 0004 00000060 000002A4
00A6 XResolution 011A 0005 00000001 00000424
00B2 YResolution 011B 0005 00000001 0000042C
00BE PlanarConfiguration 011C 0003 00000001 00010000
00CA ResolutionUnit 0128 0003 00000001 00020000
00D6 DateTime 0132 0002 00000014 00000434
00E2 Copyright 8298 0002 00000015 00000484
00EE Exif IFD Pointer 8769 0004 00000001 0000045E
Offset Name Offset
(Hex) (Hex)
00FA Next IFD Offset 000004EC
Offset Name Data
(Hex) (Hex or "ASCII")
00FE BitPerSample Value 000800080008
0104 ImageDescription Value "Exif_TIFF_RGB"00

Value 0112 Make Value "DSCompany"00

longer than 01i1cC Model Value "Example"00
4byte of Oth 0124 StripOffsets Value offset0,offsetl,offset2.....o0ffset95
IFD 02A4 StripByteCounts Value countO, countl, count2....count95

0424 XResolution Value 0000004800000001
042C YResolution Value 0000004800000001
0434 DateTime Value "1997:09:01 12:00:00"00
0448 Copyright Value (Last Byte is Padded) "Copyright,ABCDE,1997"0000
Offset Name Interoperability Number
(Hex) (Hex)
045E Exif IFD Number 0008

Exif IFD Offset Name Tag ID Type Count ValueOffset
(Hex) (Hex) (Hex) (Hex) (Hex or "ASCII")
0460 ExifVersion 9000 0007 00000004 "0200"
046C DateTimeOriginal 9003 0002 00000014 000004C4




0478 DateTimeDigitized 9004 0002 00000014 000004D8
0484 SubSecTime 9290 0002 00000004 "000"00
0490 SubSecTimeOriginal 9291 0002 00000004 "000"00
049C SubSecTimeDigitized 9292 0002 00000004 "000"00
04A8 FlashPixVersion A000 0007 00000004 "0100"
04B4 Colorspace A001 0003 00000001 0001
Offset Name Offset
(Hex) (Hex)
04CO0 Next IFD Offset 00000000
|0n\ézlrufh an %:f:xe)t Name (Hex o??t:scu")
4byte of Exif ™0, SubSecTimeOriginal Value "1997:09:01 12:00:00"00
FD 04D8 SubSecTimeDigitized Value "1997:09:01 12:00:00"00
Offset Name Interoperability Number
(Hex) (Hex)
04EC Number Of Interoperability 000D
Offset Name Tag ID Type Count ValueOffset
(Hex) (Hex) (Hex) (Hex) (Hex)
O4EE ImageWidth 0100 0004 00000001 00000050
04FA ImageLength 0101 0004 00000001 0000003C
0506 BitsPerSample 0102 0003 00000003 0000058E
0512 Compression 0103 0003 00000001 00010000
051E Photometriclnterpretation 0106 0003 00000001 00020000
1st IFD 052A StripOffsets 0111 0004 00000001 000005A4
0536 SamplesPerPixel 011 0003 00000001 00030000
0542 RowsPerStrip 0116 0004 00000001 0000003C
054E StripByteCounts 0117 0004 00000001 00003840
055A XResolution 011A 0005 00000001 00000594
0566 YResolution 011B 0005 00000001 0000059C
0572 PlanarConfiguration 011cC 0003 00000001 00010000
057E ResolutionUnit 0128 0003 00000001 00020000
Offset Name Offset
(Hex) (Hex)
058A Next IFD Offset 00000000
Offset Name Da}lta .
value (Hex) (Hex or "ASCII")
longer than 058E BitPerSample Value 000800080008
4byte of 1st 0594 XResolution Value 0000004800000001
IFD 059C YResolution Value 0000004800000001
05A4 Thumbnail Image Data Strip
Offset Name Da}lta .
(Hex) (Hex or "ASCII")
3DE4 Primary Image Data Strip0
Primary Image 6364 Primary Image Data Stripl
0E2864 Primary Image Data Strip95
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A.2 Uncompressed YCbCr File

Table 35 Uncompressed YCbCr File Description Sample Contents

Primary Image

Pixels
Image Title
Image Input Equipment Manufacturer
Image Input Equipment Model Name
Orientation
Strips
Lines per Strip
Bytes per Strip
Image Resolution
Image Data Arrangement
File Change Date and Time
Pixel Composition

Copyright

640 (W) x 480 (H)
Exif_TIFF_YCC
DSCompany
Example
Normal
69
7
8960
72 dpi (Width), 72 dpi (Length)
Chunky
1997:09:01 12:00:00
Subsampling = 4:2:2

Chrominance Subsampling point matches
luminance point

Copyright, ABCDE,1997

Exif-specific Information

Version
Date and Time of Original Image Creation
Date and Time of File Creation
Shutter Speed

Ver. 2.0
1997:09:01 12:00:00
1997:09:01 12:00:00

59/10 (equivalent to 1/60 sec.)

Aperture 50/10 (equivalent to F:5.6)
Brightness 80/10
Exposure Bias 0/0
Maximum Lens Aperture 200/10
Subject Distance 20/10
Metering Mode MultiSpot
Light Source Daylight
Flash ON/OFF ON
GPS Information
\Version Ver. 2.0

Measurement Position

Altitude
GPS Time
GPS Receiver Movement
Image Direction
Geodetic Data Used for Measurement

North Latitude 35 deg. 48 min. 8 sec., East
Longitude 139 deg. 34 min. 55 sec.
30.48 meters above sea level

0:00:00
Moving at 1km/h at O deg. true direction
0 deg. true direction
TOKYO

Thumbnail

Pixels
Orientation
Strips
Lines per Strip
Bytes per Strip
Image Resolution

80 (W) x 60 (H)
Normal
1
60
9600
72 dpi (Width), 72 dpi (Length)
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Table 36 Uncompressed YCDCr File Description Sample
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Offset Data
(Hex) Name (Hex or "ASCII")

Header 0000 Byte Order 4D4D ("I1")
0002 42 2A00
0004 Oth IFD Offset 08000000
C()Lf:xe)t Name Interoper?ﬁél)i(t)y Number
0008 Number of Interoperability 1700
Offset Name Tag ID Type Count ValueOffset
(Hex) (Hex) (Hex) (Hex) (Hex or "ASCII")
000A ImageWidth 0001 0400 01000000 80020000
0016 ImagelLength 0101 0400 01000000 E0010000
0022 BitsPerSample 0201 0300 03000000 22010000
002E Compression 0301 0300 01000000 01000000
003A Photometriclnterpretation 0601 0300 01000000 06000000
0046 ImageDescription OEO1 0200 OE000000 28010000
0052 Make OF01 0200 09000000 36010000
005E Model 1001 0200 08000000 40010000
006A StripOffsets 1101 0400 45000000 48010000
0076 Orientation 1201 0300 01000000 01000000

Oth IFD 0082 SamplesPerPixel 1501 0300 01000000 03000000
008E RowsPerStrip 1601 0400 01000000 07000000
009A StripByteCounts 1701 0400 45000000 5C020000
00A6 XResolution 1A01 0500 01000000 70030000
00B2 YResolution 1B01 0500 01000000 78030000
00BE PlanarConfiguration 1C01 0300 01000000 01000000
00CA ResolutionUnit 2801 0300 01000000 02000000
00D6 DateTime 3201 0200 14000000 80030000
00E2 YCbCrSubSampling 1202 0300 02000000 02000100
00EE YCbCrPositioning 1302 0300 01000000 02000000
00FA Copyright 9882 0200 15000000 94030000
0106 Exif IFD Pointer 6987 0400 01000000 AA030000
0112 GPS IFD Offset 2588 0400 01000000 10050000
Offset Name Offset
(Hex) (Hex)
011E Next IFD Offset 7E060000
Offset Name Data
(Hex) (Hex or "ASCII")
0122 BitPerSample Value 080008000800
0128 ImageDescription Value "Exif_TIFF_YCC"00
0136 Make Value "DSCompany"00

Ion\gaeltlethan 0140 Model Value "Example"00

4byte of 0148 StripOffsets Value (offset0,offsetl,offset2.....offset95)

Oth IFD 025C StripByteCounts Value (count0, countl, count2....count95)
0370 XResolution Value 4800000001000000
037C YResolution Value 4800000001000000
0380 DateTime Value "1997:09:01 12:00:00"00
0394 (Lagfgﬁ;grst ;,/ngfed) "Copyright, ABCDE, 19970000

Exif IED %:fesxe)t Name Interoper?ﬁél)i(t)y Number
03AA Exif IFD Number 1400
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Offset Name Tag ID Type Count Value“Offset §
(Hex) (Hex) (Hex) (Hex) (Hex or "ASCII")
03AC ExposureTime 9A82 0500 01000000 A0040000
03B8 FNumber 9D82 0500 01000000 A8040000
03C4 ExifVersion 0090 0700 04000000 "0200"
03D0 DateTimeOriginal 0390 0200 14000000 B0040000
03DC DateTimeDigitized 0490 0200 14000000 C4040000
03E8 ShutterSpeedValue 0192 0A00 01000000 D8040000
03F4 ApertureValue 0292 0500 01000000 E0040000
0400 BrightnessValue 0392 0A00 01000000 E8040000
040C ExposureBiasValue 0492 0A00 01000000 F0040000
0418 MaxApertureRatioValue 0592 0500 01000000 F8040000
0424 SubjectDistance 0692 0500 01000000 00050000
0430 MeteringMode 0792 0300 01000000 01000000
043C LightSource 0892 0300 01000000 01000000
0448 Flash 0992 0300 01000000 01000000
0454 FocalLength 0A92 0500 01000000 08050000
0460 SubSecTime 9092 0200 04000000 "000"00
046C SubSecTimeOriginal 9192 0200 04000000 "000"00
0478 SubSecTimeDigitized 9292 0200 04000000 "000"00
0484 FlashPixVersion A000 0700 04000000 "0100"
0490 ColorSpace A001 0300 01000000 01000000
Offset Offset
(Hex) Name (Hex)
049C Next IFD Offset 00000000
?lifssxe)t Name (Hex o?%fscn")
04A0 ExposureTime Value 010000003C000000
04A8 FNumber Value 0400000001000000
04BO DateTimeOriginal Value "1997:09:01 12:00:00"00
Value 04C4 DateTimeDigitized Value "1997:09:01 12:00:00"00
'Z"S;L;h;” 04D8 ShutterSpeed Value 0600000001000000
Exif IFD 04EO ApertureValue Value 0400000001000000
04ES8 BrightnessValue Value 0000000001000000
04F0 ExposureBiasValue Value 0000000001000000
04F8 MaxApertureRatio Value 0100000001000000
0500 SubjectDistance Value OF0000000A000000
0508 FocalLength Value 3200000001000000
GPS IFD Offset Name Interoperability Number
(Hex) (Hex)
0510 GPS IFD Number 0013
Offset Name Tag ID Type Count ValueOffset
(Hex) (Hex) (Hex) (Hex) (Hex or "ASCII")
0512 GPSVersionlF 0000 0100 04000000 02000000
051E GPSLatitudeRef 0100 0200 02000000 "N"000000
052A GPSLatitude 0200 0500 03000000 FA050000
0536 GPSLongitudeRef 0300 0200 02000000 "E"000000
0542 GPSLongitude 0400 0500 03000000 12060000
054E GPSAltitudeRef 0500 0100 01000000 00000000
055A GPSAltitude 0600 0500 01000000 2A060000
0566 GPSTimeStamp 0700 0500 03000000 32060000
0572 GPSSatellites 0800 0200 0D000000 4A060000
057E GPSStatus 0900 0200 02000000 "A"000000
058A GPSMeasureMode 0A00 0200 02000000 "2"000000
0596 GPSDOP 0BOO 0500 01000000 58060000
-130 -




Page 145 of 205

05A2 GPSSpeedRef 0CO00 0200 02000000 "K"000000
05AE GPSSpeed 0D00 0500 01000000 60060000
05BA GPSTrackRef 0E00 0200 02000000 "T"000000
05C6 GPSTrack 0FO00 0500 01000000 68060000
05D2 GPSImgDirectionRef 1000 0200 02000000 "T"000000
05DE GPSImgDirection 1100 0500 01000000 70060000
05EA GPSMapDatum 1200 0200 06000000 78060000
Offset Offset
(Hex) Name (Hex)
05F6 Next IFD Offset 00000000
Offset Data
(Hex) Name (Hex or "ASCII")
05FA GPSLatitude Value 230000000100000030000000010000000800000001000000
0612 GPSLongitude Value 8B0000000100000022000000010000003700000001000000
062A GPSAltitude Value E80B000064000000
Ion\ge:alt]ethan 0632 GPSTimeStamp Value 000000000100000000000000010000000000000001000000
4 Bytes of 064A GPSSatellites Value (Last Byte is "9 7 14.15.16"0000
GPS IFD padded) e
0658 GPSDOP Value 0100000001000000
0660 GPSSpeed Value 0000000001000000
0668 GPSTrack Value 0000000001000000
0670 GPSImgDirection Value 0000000001000000
0678 GPSMapDatum Value "TOKYO"00
Offset Name Interoperability Number
(Hex) (Hex)
067E Number Of Interoperability 0F00
Offset Name Tag ID Type Count ValueOffset
(Hex) (Hex) (Hex) (Hex) (Hex or "ASCII")
0680 ImageWidth 0001 0400 01000000 50000000
068C ImageLength 0101 0400 01000000 3C000000
0698 BitsPerSample 0201 0300 03000000 38070000
06A4 Compression 0301 0300 01000000 01000000
06B0O Photometriclnterpretation 0601 0300 01000000 06000000
06BC StripOffsets 1101 0400 01000000 4E070000
1st IFD 06C8 SamplesPerPixel 1501 0300 01000000 03000000
06D4 RowsPerStrip 1601 0400 01000000 3C000000
06EO StripByteCounts 1701 0400 01000000 80250000
06EC XResolution 1A01 0500 01000000 3E070000
06F8 YResolution 1B01 0500 01000000 46070000
0704 PlanarConfiguration 1Cco1 0300 01000000 01000000
0710 ResolutionUnit 2801 0300 01000000 02000000
071C YCbCrSubSampling 1202 0300 02000000 02000100
0728 YCbCrPositioning 1302 0300 01000000 02000000
Offset Name Offset
(Hex) (Hex)
0734 Next IFD Offset 00000000
Offset Name Data
(Hex) (Hex or "ASCII")
Value
longer than 0738 BitPerSample Value 080008000800
4byte of 073E XResolution Value 4800000001000000
IstIFD 0746 YResolution Value 4800000001000000
074E (Thumbnail Image Data Strip)
Primary Image| Offset Name Data
Data (Hex) (Hex or "ASCII")
2CCE Image Data Strip0
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4FCE Image Data Stripl

0978CE Image Data Strip68
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Table 37 JPEG Compressed (4:2:2) File Description Sample Contents

A.3 JPEG Compressed (4:2:2) File

Primary Image

Recording Format
Subsampling
Restart Markers
Quantization Tables
Pixels
Image Title
Image Input Equipment Manufacturer
Image Input Equipment Model Name
Orientation
Image Resolution
File Change Date and Time
Copyright

JPEG
YCC 4:2:2
Inserted
3
640 (W) x 480 (H)
Exif_JPEG_422
DS Company
Example
Normal
72 dpi (Width), 72 dpi (Length)
1997:09:01 12:00:00
Copyright, ABCDE,1997

Exif-specific Information

Version
Date and Time of Original Image Creation
Date and Time of File Creation
Components
Image Compression Mode
Shutter Speed

Ver. 2.0
1997:09:01 12:00:00
1997:09:01 12:00:00

Y,Cb,Cr

2bit/pel

59/10 (equivalent to 1/60 sec.)

Aperture 50/10 (equivalent to F:5.6)
Brightness 80/10
Exposure Bias 0/0
Maximum Lens Aperture 200/10
Subject Distance 20/10
Metering Mode MultiSpot
Light Source Daylight
Flash ON/OFF ON
Thumbnails
Recording Format JPEG
Subsampling YCC 4:2:2
Pixels 80 (W) x 60 (H)

Image Resolution

72 dpi (Width), 72 dpi (Length)
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Table 38 JPEG Compressed (4:2:2) File JPEG Stream Description Sample
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?l_figsxe)t Maker Segment Name (Cll_ioetig Comment
0000 SOl SOl Marker FFD8 Start of Image
0002 APP1 Marker FFE1
0004 APP1 Length 291C
0006 APP1 Identifier "Exif"00
000B Pad 00
00oC APP1 Body See Next Table
0E39 DQT Marker FFDB Define Quantization Table
0E3B DQT Length 00C5
0E3D Pq, Tq 00
0E3E bQT table elements 100BOCOE..... 64 Bytes of Data
OE7E Pq,Tq 01
OE7F table elements OF101016.... 64 Bytes of Data
OEBF Pq,Tq 02
0ECO table elements 0F101016.... 64 Bytes of Data
0F00 DHT Marker FFC4
0F02 DHT Length 01A2
0F04 Th 00 Table 0 for DC
OF05 Li 00010501....
OF15 Vij 00010203....
0F21 Th 10 Table 0 for AC
0F22 Li 00020103....
DHT N
0F32 Vij 01020300....
OFD4 Th 01 Table 1 for DC
OFD5 Li 00030101....
OFE5 Vij 00010203....
OFF1 Th 11 Table 1 for AC
OFF2 Li 00020102....
1002 Vij 00010203....
10A4 DRI Marker FFDD
10A6 DRI DRI Length 0004
10A8 Ri 0004
10AA SOFO0 Marker FFCO
10AC SOFO0 Length 0011
10AE P 08
10AF Y 01EO
10B1 X 0280
10B3 Nf 03
10B4 C1 01
10B5 SOF0 H1,v1 21
10B6 Tql 00
10B7 Cc2 02
10B8 H2,v2 11
10B9 Tq2 01
10BA Cc3 03
10BB H3,v3 11
10BC Tq3 02
10BD SOS SOS Marker FFDA
10BF SOS Length 000C
10C1 Ns 03
10C2 Csl 01
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10C3 Td1l,Tal 00
10C4 Cs2 02
10C5 Td2,Ta2 11
10C6 Cs3 03
10C7 Td3,Ta3 11
10C8 Ss 00
10C9 Se 3F
10CA Ah,Al 00
10CB Image Data F36A.... Compressed Data
111C4 EOI FFD9
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Table 39 JPEG Compressed (4:2:2) File APP1 Description Sample
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Offset Data
(Hex) Name (Hex or "ASCII")

Header 0000 Byte Order 4D4D ("lII")
0002 42 2A00
0004 0th IFD Offset 08000000
Offset Name Interoperability Number
(Hex) (Hex)
0008 Number of Interoperability 0B0O
Offset Name Tag ID Type Count ValueOffset
(Hex) (Hex) (Hex) (Hex) (Hex or "ASCII")
000A ImageDescription 0OEO1 0200 0E000000 92000000
0016 Make OFO01 0200 09000000 A0000000
0022 Model 1001 0200 08000000 AA000000
002E Orientation 1201 0300 01000000 01000000

Oth IFD 003A XResolution 1A01 0500 01000000 B2000000
0046 YResolution 1B01 0500 01000000 BA000000
0052 ResolutionUnit 2801 0300 01000000 02000000
005E DateTime 3201 0200 14000000 C2000000
006A YCbCrPositioning 1302 0300 01000000 02000000
0076 CopyRight 9882 0200 15000000 D6000000
0082 Exif IFD Pointer 6987 0400 01000000 ECO000000
Offset Name Offset
(Hex) (Hex)
008E Next IFD Offset C402
Offset Name Data
(Hex) (Hex or "ASCII")
0092 ImageDescription Value "Exif_JPEG_422"00

Value 00A0 Make Value "DSCompany"00

longer than 00AA Model Value "Example”00
4byte of Oth IFD g7 XResolution Value 4800000001000000

00BA YResolution Value 4800000001000000
00C2 DateTime Value "1997:09:01 12:00:00"00
00D6 Copyright Value (Last Byte is Padded) "Copyright,ABCDE,1997"0000

Exif IFD ?l_f'fesxe)t Name Interoper?zgi:)y Number
00EC Exif IFD Number 1900
Offset Name Tag ID Type Count ValueOffset
(Hex) (Hex) (Hex) (Hex) (Hex or "ASCII")
00EE ExposureTime 9A82 0500 01000000 1E020000
00FA FNumber 9D82 0500 01000000 26020000
0106 ExifVersion 0090 0700 04000000 "0200"
0112 DateTimeOriginal 0390 0200 14000000 2E020000
011E DateTimeDigitized 0490 0200 14000000 42020000
012A ComponentsConfiguration 0191 0700 04000000 01020000
0136 CompressedBitsPerPixel 0292 0500 01000000 56020000
0142 ShutterSpeedValue 0192 0A00 01000000 5E020000
014E ApertureValue 0292 0500 01000000 66020000
015A BrightnessValue 0392 0A00 01000000 6E020000
0166 ExposureBiasValue 0492 0A00 01000000 76020000
0172 MaxApertureRatioValue 0592 0500 01000000 7E020000
017E SubjectDistance 0692 0500 01000000 86020000
018A MeteringMode 0792 0300 01000000 01000000



0196 LightSource 0892 0300 01000000 01000000
01A2 Flash 0992 0300 01000000 00000000
01AE FocalLength 0A92 0500 01000000 8E020000
01BA UserComments 8692 0700 2E000000 96020000
01C6 SubSecTime 9092 0200 04000000 "000"00
01D2 SubSecTimeOriginal 9192 0200 04000000 "000"00
01DE SubSecTimeDigitized 9292 0200 04000000 "000"00
01EA FlashPixVersion A000 0700 04000000 "0100"
01F6 Colorspace A001 0300 01000000 01000000
0202 Pixel X Dimension A002 0400 01000000 80020000
020E Pixel Y Dimension A003 0400 01000000 E0010000
Offset Name Offset
(Hex) (Hex)
021A Next IFD Offset 00000000
Offset Name Data
(Hex) (Hex or "ASCII")
021E ExposureTime Value 010000003C000000
0226 FNumber Value 0400000001000000
022E DateTimeOriginal Value "1997:09:01 12:00:00"00
0242 DateTimeDigitized Value "1997:09:01 12:00:00"00
Value 0256 CompressedBitsPerPixel Value 0200000001000000
'Zntyetresthoe}n 025E ShutterSpeedValue Value 0600000001000000
Exif IFD 0266 ApertureValue Value 0400000001000000
026E BrightnessValue Value 0000000001000000
0276 ExposureBiasValue Value 0000000001000000
027E MaxApertureRatioValue Value 0100000001000000
0286 SubjectDistance Value OF0000000A000000
028E FocalLength Value 3200000001000000
0296 UserComment Value (46 Bytes) 4A49530000000000....
Offset Name Interoperability Number
(Hex) (Hex)
02C4 Number Of Interoperability 0700
Offset Name Tag ID Type Count ValueOffset
(Hex) (Hex) (Hex) (Hex) (Hex or "ASCII")
02C6 Compression 0301 0300 01000000 01000000
02D2 XResolution 1A01 0500 01000000 1E030000
1st IFD 02DE YResolution 1B01 0500 01000000 26030000
02EA ResolutionUnit 2801 0300 01000000 02000000
02F6 JPEGInterchangeFormat 0102 0400 01000000 2DOE0000
0302 JPEGInterchangeFormatLength 0202 0400 01000000 FFOA0000
030E YCbCrPositioning 1302 0300 01000000 02000000
Offset Name Offset
(Hex) (Hex)
031A Next IFD Offset 00000000
Offset Data
Value (Hex) (Hex or "ASCII") Name
longer than
4byte of 1st IFD 031E 4800000001000000 XResolution Value
0326 4800000001000000 YResolution Value
Thumbnail ?,:f:)(e)t Name Data
Image Data
032E Thumbnail Data (JPEG Stream)
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A.4 JPEG Compressed (4:2:0) File

Table 40 JPEG Compressed (4:2:0) File Description Sample Contents

Primary Image

Recording Format
Subsampling
Restart Markers
Quantization Tables
Pixels
Image Title
SOF Recorded Pixels
DCT Data
Image Title
Image Input Equipment Manufacturer
Image Input Equipment Model Name
Orientation
Image Resolution
File Change Date and Time
Copyright
Exif-specific Information

JPEG
YCC 4:2:0
Inserted
2
620 (W) x 475 (H)
620x475
640x475
640x480
Exif_JPEG_420
DSCompany
Example
Normal
72 dpi (Width), 72 dpi (Length)
1997:09:01 12:00:00
Copyright, ABCDE,1997

Version
Date and Time of Original Image Creation
Date and Time of File Creation
Components
Image Compression Mode
Shutter Speed

Ver. 2.0
1997:09:01 12:00:00
1997:09:01 12:00:00

Y,Cb,Cr

2bit/pel

59/10 (equivalent to 1/60 sec.)

Aperture 50/10 (equivalent to F:5.6)
Brightness 80/10
Exposure Bias 0/0
Maximum Lens Aperture 200/10
Subject Distance 20/10
Metering Mode MultiSpot
Light Source Daylight
Flash ON/OFF ON
Thumbnails
Recording Format TIFF
Subsampling YCC 4:2:0
Pixels 80x60

Image Resolution

72 dpi (Width), 72 dpi (Length)
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Table 41 JPEG Compressed (4:2:0) File JPEG Stream Description Sample
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?:{f;xe)t Maker Segment Name (%Oe(::; Comment
0000 SOl SOl Marker FFD8 Start of Image
0002 APP1 Marker FFE1
0004 APP1 Length 1FBC
0006 APP1 Identifier "Exif"00
000B Pad 00
00oC APP1 Body See Next Table
1FCO DQT Marker FFDB Define Quantization Table
1FC2 DQT Length 0084
1FC4 Pg, Tq 00
1FC5 pQT table elements 08060607.... 64 Bytes of Data
2005 Pq,Tq 01
2006 table elements 0909090C.... 64 Bytes of Data
2046 DHT Marker FFC4
2048 DHT Length 01A2
204A Th 00 Table 0 for DC
204B Li 00010501....
205B Vij 00010203....
2067 Th 10 Table 0 for AC
2068 Li 00020103....
DHT N
2078 Vij 01020300....
211A Th 01 Table 1 for DC
211B Li 00030101....
212B Vij 00010203....
2137 Th 11 Table 1 for AC
2138 Li 00020102....
2148 Vij 00010203....
21EA DR Marker FFDD
21EC DRI DRI Length 0004
21EE Ri 0004
21F0 SOFO0 Marker FFCO
21F2 SOFO0 Lentth 0011
21F4 P 08
21F5 Y 01DB
21F7 X 0280
21F9 Nf 03
21FA C1 01
21FB SOF0 H1,v1 22
21FC Tql 00
21FD Cc2 02
21FE H2,v2 11
21FF Tq2 01
2200 Cc3 03
2201 H3,v3 11
2202 Tq3 01
2203 SOS SOS Marker FFDA
2205 SOS Length ooocC
2207 Ns 03
2208 Csl 01
2209 Td1,Tal 00
220A Cs2 02




220B Td2,Ta2 11

220C Cs3 03

220D Td3,Ta3 11

220E Ss 00

220F Se 3F

2210 Ah,Al 00

2211 Image Data FOFE.... Compressed Data
13BA4 EOI FFD9
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Table 42 JPEG Compressed (4:2:0) File APP1 Description Sample

Offset Data
(Hex) Name (Hex or "ASCII")

Header 0000 Byte Order 4D4D ("I1)
0002 42 2A00
0004 0th IFD Offset 08000000
Offset Name Interoperability Number
(Hex) (Hex)
0008 Number of Interoperability 0B0O
Offset Name Tag ID Type Count ValueOffset
(Hex) (Hex) (Hex) (Hex) (Hex or "ASCII")
000A ImageDescription 0EO1 0200 0E000000 92000000
0016 Make OFO01 0200 09000000 A0000000
0022 Model 1001 0200 08000000 AA000000
002E Orientation 1201 0300 01000000 01000000

Oth IFD 003A XResolution 1A01 0500 01000000 B2000000
0046 YResolution 1B01 0500 01000000 BA000000
0052 ResolutionUnit 2801 0300 01000000 02000000
005E DateTime 3201 0200 14000000 C2000000
006A YCbCrPositioning 1302 0300 01000000 02000000
0076 Copyright 9882 0200 15000000 D6000000
0082 Exif IFD Pointer 6987 0400 01000000 EC000000
Offset Offset
(Hex) Name (Hex)
008E Next IFD Offset C402
Offset Name Data
(Hex) (Hex or "ASCII")
0092 ImageDescription Value "Exif_JPEG_420"00

Value 00A0 Make Value "DSCompany"00

longer than
4byte of Oth 00AA Model Value "Example"00
IFD 00B2 XResolution Value 4800000001000000

00BA YResolution Value 4800000001000000
00C2 DateTime Value "1997:09:01 12:00:00"00
00D6 Copyright Value (Last Byte is Padded) "Copyright,ABCDE,1997"0000

Exif IFD C()Lf:xe)t Name Interoper?lt_)iielj(t)y Number
00EC Exif IFD Number 1900
Offset Name Tag ID Type Count ValueOffset
(Hex) (Hex) (Hex) (Hex) (Hex or "ASCII")
00EE ExposureTime 9A82 0500 01000000 1E020000
00FA FNumber 9D82 0500 01000000 26020000
0106 ExifVersion 0090 0700 04000000 "0200"
0112 DateTimeOriginal 0390 0200 14000000 2E020000
011E DateTimeDigitized 0490 0200 14000000 42020000
012A ComponentsConfiguration 0191 0700 04000000 01020300
0136 CompressedBitsPerPixel 0292 0500 01000000 56020000
0142 ShutterSpeedValue 0192 0A00 01000000 5E020000
014E ApertureValue 0292 0500 01000000 66020000
015A BrightnessValue 0392 0A00 01000000 6E020000
0166 ExposureBiasValue 0492 0A00 01000000 76020000
0172 MaxApertureRatioValue 0592 0500 01000000 7E020000
017E SubjectDistance 0692 0500 01000000 86020000
018A MeteringMode 0792 0300 01000000 01000000
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0196 LightSource 0892 0300 01000000 01000000
01A2 Flash 0992 0300 01000000 00000000
01AE FocalLength 0A92 0500 01000000 8E020000
01BA UserComments 8692 0700 2E000000 96020000
01C6 SubSecTime 9092 0200 04000000 30303000
01D2 SubSecTimeOriginal 9192 0200 04000000 "000"00
01DE SubSecTimeDigitized 9292 0200 04000000 "000"00
01EA FlashPixVersion A000 0700 04000000 "0100"
01F6 ColorSpace A001 0300 01000000 01000000
0202 Pixel X Dimension A002 0400 01000000 6C020000
020E Pixel Y Dimension A003 0400 01000000 DB010000
Offset Name Offset
(Hex) (Hex)
021A Next IFD Offset 00000000
Offset Name Data
(Hex) (Hex or "ASCII")
021E ExposureTime Value 010000003C000000
0226 FNumber Value 0400000001000000
022E DateTimeOriginal Value "1997:09:01 12:00:00"00
0242 DateTimeDigitized Value "1997:09:01 12:00:00"00

Value 0256 CompressedBitsPerPixel Value 0200000001000000

'Z"Sﬁ'e;h;n 025E ShutterSpeedValue Value 0600000001000000

Exif IFD 0266 ApertureValue Value 0400000001000000
026E BrightnessValue Value 0000000001000000
0276 ExposureBiasValue Value 0000000001000000
027E MaxApertureRatioValue Value 0100000001000000
0286 SubjectDistance Value 0OF0000000A000000
028E FocalLength Value 3200000001000000
0296 UserComment Value (46 Bytes) 4A49530000000000....
Offset Name Interoperability Number
(Hex) (Hex)
02C4 Number Of Interoperability OFO00
Offset Name Tag ID Type Count Value"Offset .
(Hex) (Hex) (Hex) (Hex) (Hex or "ASCII")
02C6 ImageWidth 0001 0400 01000000 50000000
02D2 ImageLength 0101 0400 01000000 3C000000
02DE BitsPerSample 0201 0300 03000000 7E030000
02EA Compression 0301 0300 01000000 01000000
02F6 Photometriclnterpretation 0601 0300 01000000 06000000
0302 StripOffsets 1101 0400 01000000 94030000

1st IFD 030E SamplesPerPixel 1501 0300 01000000 03000000
031A RowsPerStrip 1601 0400 01000000 3C000000
0326 StripByteCounts 1701 0400 01000000 201C0000
0332 XResolution 1A01 0500 01000000 84030000
033E YResolution 1B01 0500 01000000 8C030000
034A PlanarConfiguration 1Cco01 0300 01000000 01000000
0356 ResolutionUnit 2801 0300 01000000 02000000
0362 YCbCrSubSampling 1202 0300 02000000 02000200
036E YCbCrPositioning 1302 0300 01000000 02000000
Offset Name Offset
(Hex) (Hex)
037A Next IFD Offset 00000000

Value Offset Data

longer than| (Hex) Name (Hex or "ASCII")
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080008000800

4byte of 1st| 037E BitsPerSample Value
IFD 0384 XResolution Value 4800000001000000
038C YResolution Value 4800000001000000
. Offset Name Data
Thumbnail | (Hey) (Hex or "ASCII")
Image Data
0394 Thumbnail Image Data Strip
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Appendix B Audio File Description Examples

B.1 PCM Audio Data

Page 158 of 205

Table 43 PCM Audio File Description Sample Contents

Audio Data
Format Type PCM Format
Channels monaural
Sampling Frequency 22.05 kHz

Bits per Sample
Total Samples

8 Bits/Sample
27768 Samples

Attribute Information

Audio Title
Audio Genre
Recording Date
Recording Engineer
Copyright

ExifPCMExampleZ
None
1997-07-13
Taro Yamada
Copyright Exif Corporation on 1997.

Exif-specific Information

Exif Version
Related Exif Image File
Recording Start Time
Recording Equipment Manufacturer
Recording Equipment Model
Manufacturer Note
User Comment

0200 (Version 2.0)
DSC00001.JPGZ
10:15:30.130Z
DSC CorporationZ
DSC1000Z2
None
None
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Table 44 PCM Audio File Description Example

Offset Data
(Hex) Name Comment (Hex or "ASCII")
RIFF-ck 0000 ckiD RIFF 52494646
0004 ckSize 766D0000
0008 formType WAVE 57415645
fmt-ck 000C ckiD fmt_ 666D7420
0010 ckSize 10000000
0014 wFormatTag PCM Format 0100
0016 nchannels monaural 0100
0018 | nSamplesPerSec 22.05 kHz 22560000
001C | nAvgBytesPerSec 22050 bytes/sec 22560000
0020 nBlockAlign 1 byte/block 0100
0022 wBitsPerSample 8 bits/sample 0800
INFO-LIST 0024 ckiD LIST 4C495354
0028 ckSize 6E000000
002C listType "INFO" 494E464F
INAM-ck 0030 ckiD INAM 494E414D
0034 ckSize 0F000000
0038 ckData (audio title) "ExifPCMExample"0000
ICRD-ck 0048 ckiD ICRD 49435244
004C ckSize 0B000000
0050 ckData (July 13, 1997) "1997-07-13"0000
IART-ck 005C ckiD IART 49415254
0060 ckSize 0C000000
0064 ckData (creator) "Taro Yamada"00
ICOP-ck 0070 ckiD ICOP 49434F50
0074 ckSize 21000000
0078 ckData (copyright) "Copyrigh;glz)gfl‘gg(r)%oration on
exif-LIST 009A ckiD LIST 4C495354
009E ckSize 64000000
00A2 listType exif 65786966
ever-ck 00A6 ckiD ever 65766572
00AA ckSize 4000000
00AE ckData Ver. 2.0 200
erel-ck 00B2 ckiD erel 6572656C
00B6 ckSize 0D000000
00BA ckData (relation to Exif image file) "DSC00001.JPG"0000
etim-ck 00C8 ckiD etim 6574696D
ooccC ckSize 0D000000
00DO0 ckData (10:15:30.130) "10:15:30.130"0000
ecor-ck 00DE ckiD ecor 65636F72
00E2 ckSize 10000000
00E6 ckSize (equipment manufacturer) "DSC Corporation"00
emdl-ck | O00F6 ckiD emd| 656D646C
00FA ckSize 8000000
00OFE ckData (equipment model) "DSC1000"00
data-ck 0106 ckiD data 64617461
010A ckSize 706C0000
010E ckData PCM Audio Data 00000000000.......cccvueeennneen
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B.2 mLaw Audio Data
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Table 45 mLaw Audio File Description Sample Contents

Audio Data

Format Type
Channels
Sampling Frequency
Bits per Sample
Total Samples
Attribute Information

mLAW PCM

monaural

8.000 kHz
8 bits
111912

Audio Title
Audio Genre
Recording Date
Recording Engineer
Copyright

mLAW PCM ExampleZ
GreetingZ
1997-07-17
Interoperability Multimedia AssociationZ
Copyright ABCZ

Exif-specific Information

Exif Version
Related ExifImage File
Recording Start Time
Recording Equipment Manufacturer
Recording Equipment Model
Manufacturer Note
User Comment

0200 (Version 2.0)
DSC00001.JPGZ
10:20:30.130Z
ABCD CorporationZ
Camera XYZZ
0000000000000000
User Comment (ASCII)
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Table 46 mLaw Audio File Description Sample
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Offset Data
(Hex) Name Comment (Hex or " ASCII")
RIFF-ck 0000 ckiD RIFF 52494646
0004 ckSize AAB60100
0008 formType WAVE 57415645
fmt-ck ooocC ckiD fmt_ 666D7420
0010 ckSize 12000000
0014 wFormatTag mLaw Format 0700
0016 nchannels monaural 0100
0018 nSamplesPerSec 8.00 kHz 401F0000
001cC nAvgBytesPerSec 8.00Kbytes/sec 401F0000
0020 nBlockAlign 1 byte/block 0100
0022 wBitsPerSample 8 bits/sample 0800
0024 cbSize 0 0000
fact-ck 0026 ckIiD fact 66616374
002A ckSize 04000000
002E dwSampleLength 28B50100
INFO-LIST 0032 ckiD LIST 4C495354
0036 ckSize AC000000
003A listType INFO 494E464F
INAM-ck 003E ckiD INAM 494E414D
0042 ckSize 12000000
0046 ckData (audio title) "uLAW PCM Example"00
IGNR-ck 0058 ckiD IGNR 49474E52
005C ckSize 09000000
0060 ckData (recording genre) "Greeting"Z
ICRD-ck 006A ckiD ICRD 49435244
006E ckSize 0B000000
0072 ckData (July 17, 1997) "1997-07-17"00
ICMT-ck 007E ckiD ICMT 49434D54
0082 ckSize 18000000
0086 ckData (This File mLAW Sample) "This File uLAW Sample"000000
IART-ck 009E ckiD IART 49415254
00A2 ckSize 23000000
00A6 ckData (creator) "Interoperability Multimedia Association"00
ICOP-ck 00CA ckiD ICOP 49434F50
00CE ckSize 10000000
00D2 ckData (creator) "ABCD Corporation"00
exif-LIST 00E2 ckiD LIST 4C495354
00E6 ckSize 94000000
00EA listType exif 65786966
ever-ck | OOEE ckiD ever 4C495354
00F2 ckSize 94000000
00F6 ckData Ver. 2.0 65786966
erel-ck 00FA ckiD erel 4C495354
00FE ckSize 94000000
0102 ckData (relation to Exif image file) "DSC00001.JPG"00
etim-ck 0110 ckiD etim 4C495354
0114 ckSize 94000000
0118 ckData (10:20:30.130) "10:20:30.130"00
ecor-ck | 0126 ckiD ecor 4C495354
012A ckSize 94000000
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012E ckSize (equipment manufacturer) "ABCD Corporation"00
emdl-ck | 0140 ckiD emdl| 656D646C

0144 ckSize 0A000000

0148 ckData (equipment model) "Camera XY"0000
emnt-ck [ 0152 ckiD emnt 656D6E74

0156 ckSize 08000000

015A ckData (manufacturer note) 0000000000000000
eucm-ck [ 0162 ckiD eucm 6575636D

0166 ckSize 14000000

016A ckData (user comment) 41534349490000005573657220436F6D

data-ck 017E ckiD data 64617461
0182 ckSize 28B50100
0186 ckData mLaw Audio Data F2FEO0007FFFO000ES................
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B.3
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IMA-ADPCM Audio Data

Table 47 IMA-ADPCM Audio File Description Sample Contents

Audio Data

Format Type
Channels
Sampling Frequency
Bytes per Block
Bits per Sample
Total Data Bytes

IMA-ADPCM Format
stereo
8.000 kHz
8110 bytes/sec
4 bits/sample
35840 bytes

Attribute Information

Audio Title
Audio Genre
Recording Date
Comment
Recording Engineer
Copyright

IMA-ADPCM ExampleZ
None
1997-08-11Z
None
Hanako YamadazZ
Copyright XYZ on 1997.Z

Exiftspecific Information

Exif Version
Related Exif Image File
Recording Start Time
Recording Equipment Manufacturer
Recording Equipment Model
Manufacturer Note
User Comment

0200 (Version 2.0)
DSC00001.JPGZ
15:14:13.135Z
DSC Interoperability CorporationZ
DSC Camera-2Z
None
None
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Table 48 IMA-ADPCM Audio File Description Example
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Offset Data
(Hex) Name Comment (Hex or "ASCII")
RIFF-ck 0000 ckiD RIFF 52494646
0004 ckSize 248D0000
0008 formType WAVE 57415645
fmt-ck 0ooC cklD "fmt_" 666D7420
0010 ckSize IMA-ADPCM Format 14000000
0014 wFormatTag 1100
0016 nchannels stereo 0200
0018 | nSamplesPerSec 8.0kHz 401F0000
001C | nAvgBytesPerSec 8110 bytes/sec AE1F0000
0020 nBlockAlign 512 bytes/block 0002
0022 wBitsPerSample 4 bits/sample 0400
0024 cbSize Additional bytes = 2 0200
0026 |wSamplesPerBlock 505 bytes/block F901
fact-ck 0028 ckiD fact 66616374
002C ckSize 04000000
0030 | dwSampleLength 35350 samples 168A0000
INFO-LIST 0034 ckiD LIST 4C495354
0038 ckSize 68000000
003C listType INFO 494E464F
INAM-ck 0040 ckiD INAM 494E414D
0044 ckSize 12000000
0048 ckData (audio title) "IMA-ADPCM Example"00
IGNR-ck 0058 ckiD IGNR 49474E52
005C ckSize 09000000
0060 ckData (recording genre) "Greeting"Z
ICRD-ck 005A ckiD ICRD 49435244
005E ckSize 0B00000O
0062 ckData (August 11, 1997) "1997-08-11"0000
IART-ck 006E ckiD IART 49415254
0072 ckSize 0E000000
0076 ckData (creator) "Hanako Yamada"00
ICOP-ck 0084 ckiD ICOP 49434F50
0088 ckSize 17000000
008C ckData (copyright) "Copyright XYZ on 1997."0000
exif-LIST 00E2 ckiD LIST 4C495354
00E6 ckSize 94000000
00EA listType exif 65786966
ever-ck 00A4 ckiD LIST 4C495354
00A8 ckSize 78000000
00AC listType exif 65786966
erel-ck 00BC ckiD erel 6572656C
00CO ckSize 0D000000
00C4 ckData (relation to Exifimage file) "DSC00001.JPG"0000
etim-ck | 00D2 ckiD etim 6574696D
00D6 ckSize 0D000000
OODA ckData (15:14:13.135) "15:14:13.135"0000
ecor-ck 00E8 ckiD ecor 65636F72
00EC ckSize 1E000000
00FO0 ckSize (equipment manufacturer) "DSC Interoperability Corporation'00
emdl-ck | 010E ckiD emdl 656D646C
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0112 ckSize 0D000000
0116 ckData (equipment model) "DSC Camera-2"0000
data-ck
0124 cklD data 64617461
0128 ckSize 008C0000
012C ckData [
(Total bytes = 35840)
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Appendix C APEX Units

The camera informationin this standard conforms to the APEX (Additive System of Photographic Exposure) unit
system. APEX is a convenient unit for expressing exposure (Ev). The relation of APEX to other units is essentidly

as follows.

ApertureValue (Av) = 2 log , (F number)
ShutterSpeedValue (Tv) =- log , (exposure time)

BrightnessValue (Bv) = log, ( B/NK ) Note that: B:cd/cm?, N,K: constant

Film sensitivity (not used in this standard) is expressed as follows.

Film sensitivity (Sv) = log, (ASA /3.125)

Using these values, exposure (EV) is calculated as follows.

Ev=Av+ Tv=Bv + Sv

The table below gives examples of values actually used as camera information

Table 49 Typical APEX Values

ApertureValue F-Number Shut\t/ezjlrligeed ExposureTime BrightnessValue foot lambert
(APEX) (APEX) (second) (APEX)

0 1 -5 30 -2 1/4
1 1.4 4 15 -1 1/2
2 2 3 8 0 1
3 2.8 2 4 1 2
4 4 1 2 2 4
5 5.6 0 1 3 8
6 8 1 1/2 4 15
7 11 2 1/4 5 30
8 16 3 1/8
9 22 4 1/15
10 32 5 1/30

6 1/60

7 1/125

8 1/250

9 1/500

10 1/1000

11 1/2000
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Appendix D _Recommended Implementation Examples

The purpose of this chapter is not to restrict Exif implementations, but to show examples of recommended practices
that will increase the level of compatibility among DSC cameras and related systems using general purpose
removable media such as PC Card or Smart Media

The practices illustrated below are recommended for DSC and other embedded sysems when the processing
capacity for handling the recording media is limited.

D.1 Recommended Directory Name Usage Examples

Writers

Create a subdirectory "IMxxxxxx" Interoperability the root directory, and record the Exif file there. The
"xxxxxx" part of the name consists of no more than 6 aphanumerics and cannot contain specia characters."IM" are

upper case. Hereafter thisis called the Exif directory.

D.2 Recommended File Naming Usage Examples

Readers

An Exif reader plays the files in the Exif directory noted in D.1 above, treating those with the extension "JPG" as
Exif compressed files, those with the extension "TIF" as Exif uncompressed files, and those with the extension
"WAV" as audio files. On this bads it confirms the mandatory tags or chunk data in the file and plays it as
appropriate. No specification is made regarding the handling of files with extensions other than the above.

D.3 Recommended File Operation Usage Examples

Exif compressed files, uncompressed files and audio fles can be recorded in the same Exif directory. It is aso
possible to creste two or more Exif directories Interoperability the root directory, so long as the stipulations for

"IMxxxxxx" (in D.1 above) are observed. A specific usage case is given below.

Usage case

If the recording medium aready has an Exif directory (e.g., IMXYZ) recorded by a different model, separate from
the self-recorded Exif directory (e.g., IMFIDX10), then a self-recorded Exif directory (IMFIDX10) can be created
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Interoperability the root directory and used to record Exif files.

In this case the existing Exif directory (IMXYZ) continues to be preserved on the medium (see Fig. 50).

Root Directory

—— Sub Directory:: IMFIDX10
— DSCO00001.JPG
I DSCO00002.JPG

— DSCO00005.TIF
— SNDO00007.WAV

| Sub Directory:: IMXYZ

— ABC.JPG
— DEFO01.JPG
— QSTTX.TIF

Fig. 50 Directory Structure and File Recording Example

Readers

The reader recognizes an Exif directory "IMxxxxxx"in the root directory (a subdirectory with "IM" as the first two
letters of its name) and files in it that meet the naming conventions in section 2.8.3 and section 3.7.1, and plays

the file if the contents of the mandatory tags or chunks match the equipment specifications.

When there are multiple Exif directories "IMxxxxxx" Interoperability the root directory, it must be possible to

recognize the files recorded in those directories.

D.4 Interoperability "Recommended Exif Interoperability Rules"

(ExifR98)

ExifR98 is established as detailed rules recommended by this specification to ensure the more playback
Interoperability among the devices using this specification In ExifR98 naming rules of directories and files to store
images are defined more concretely in conformance with this specification and the thumbnail format and covering

range of playback is defined according to the function of devices.

Separate Volume Recommended Exif Interoperability Rules Version 1.0
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Appendix E Color Space Guidelines

These guidelines are given with reference to SRGB™"', ITU-R BT.709*, and ITU-R BT.601"". For details see the

documents themselves.

E.1 sRGB

The sSRGB standard gives strict color space definitions based on standard monitor characteristics and viewing
conditions (details are Interoperability deliberation in IEC/TC 100 PT 61966). This standard takes the characteristics

of typica commercially available displays as its median reference values.

ITU-R BT.709 is a standard specification for cameras, which specifies agorithms for photographing a scene and
displaying it on a standard monitor. It does not, however, give a clear specification of the standard monitor
characterigtics. Accordingly, sSRGB can be thought of as a standard that augments and is compatible with ITU-R
BT.709.

In actual camera design, the ITU-R BT.709 characteristics can be used as the picturetaking algorithms,
presupposing the standard monitor characteristics and viewing conditions given in sRGB, in order to generate

images with a standard color space.

E.2 Tone Reproduction (Brightness and Contrast)

Scene reflectance can be nonlinearly converted based on ITU-R BT.709, and recorded using 8-bit quantization.

The ITU-R BT.709 transfer characteristics are as follows.

(1) When R, G, B equal or lager than 0.018

R = 1.099R%*°.0.099

G = 1.099G6°*°.0.099

B =1.0998%*%.0.099

(2) When R, G, B lessthan 0.018

R'=4.5R
G'=4.5G
B'=4.5B

After this conversion takes place, the data are enlarged by a factor of 255 and recorded using 8-hit quantization.
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E.3 Luminance/Chrominance and RGB Transformation

Calculation of R, G, B from luminance Y and chrominance Cb and Cr takes place as follows based on ITU-R

BT.601.
Y = 0.299R + 0.587G + 0.114B
Cb = (-0.299R - 0.587G + 0.886B) * 0.564 + offset
Cr = (0.701R- 0.587G - 0.114B) * 0.713 + offset
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Appendix F Notes on Conversion to FlashPix

The data recording method in this standard makes it possible to convert from Exif to FlashPix format with no loss of
image qudity, and retaining all attribute information A file that is thus designed from the start for conversion to
FlashPix is called a FlashPix-Ready (FPXR) file.

There are three main FlashPix- Ready functions:
All Exif tag information is mapped to the FlashPix Image Info Property Set,
APP2 extended data can be converted to FlashPix extensions,
JPEG images can be converted to the FlashPix tile structure without image quality loss, making

use of restart markers.

Fig. 51 illustrates the conversion process.

Exif (Version 2.0) FlashPiX
SOl Exif Tag
Root
Information Property
APP1 to Set
(Exif data) Image info
Property
Set
’ Image | Image
Object Data res.0
APP2
(Contents List Data Area) ] D;gagz 1I
APP2 FPXR
(Stream Data Area 0) Application
l Segment Image
; to | patares.n
i 1 FPX
3 ; Data
APP2 Stream Summary
(Stream Data Area n) - > Info.
DQT | | CompObj
DHT
IPEG = Stream
Table
] Image
SOF Info.
SOS
JPEG | Extension
Image List
to
JPEG Tiled JPEG
Compressed Image
Data (Loss-less
(include Restart Marker) Conversion)
—>
EOI

Fig. 51 Conversion from Exif to FlashPix
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F.1 Converting Image Data

FlashPix compressed image data consists of JPEG-compressed 64 x 64-pixe tiles. Converting JPEG images without

restart markers to FlashPix images requires that the JPEG data be expanded and re-compressed, which can lead to

image quality loss. By inserting restart markers at 64-pixel Interoperability, FlashPix images of the maximum

resolution can be generated simply by rearranging the JPEG-compressed data.

Fig. 52 shows how compressed data is rearranged using restart markers.

® Y,Cb,CrN Y DCT Block (8x8)

® Y pixel

P CrCb DCT Block (8x8)

(a) MCU (4:2:2)

©0 | ©1) | 02 | 03 [ 09 ) (Z’fzc:;’)
(1.0 | @) | 12 | (13 | 14

20 | @1 | 22 | 23 ] 29

30 | B | B2 | B3 | B4

(40) | 41) | (42) | 43) | 44

50 | G | 52 | 53} G4

60) | (61) | (62 | (63) | (64

(70 | 7Y | (7.2) | (7.3) | (7.4

80 | 81 | 82 | (83 | B4

B> 1 Tile block (64x64) \f’ Restart Marker

(b) Tile block

FPXR(JPEG)

_——P Restart Marker —

0,0)# (0.1) P (02 03) + o0 + 0.5 06) P (0.7) $ oo +

FlashPix

0.0 0.0 0.2 04 1.0 P 1) 12> 1.3 P @0 »
1 1

(c) Recording order

Fig. 52 Conversion to FlashPix Using Restart Markers

Page 172 of 205

- 158 -



Recording of restart markers is optional, and conversion to FlashPix is possible without them; but conversion

without restart markers may result in some image quality loss and require alonger processing time.

In order for restart markers to be inserted at 64-pixel Interoperability, the image data width must be an exact
multiple of 64. Therefore the vaid image width is recorded as tag information (Pixel XDimension), and the JPEG
compressed datais recorded with the valid image padded to the right to make it an exact multiple of 64 (see section
2.8.1).

Asin the FlashPix standard, padding is used where necessary to achieve exact multiples of 64; and when converting
to HashPix, the padding data on the right can be treated in the same way as valid image data.

If the image height is not an exact multiple of 64, Exif files are not padded; so when converting to FlashPix it is
necessary to pad the bottom edge of the image.

< SOF X >
<
Padding Data
JPEG Data
SOF Y
PixelYDimension
(APP1)
64 x64 Block
(FPX tile)

Fig. 53 Image Size Restrictions
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When Exif attribute informationis converted to FlashPix, a one-to-one conversion can be made to the

F.2 Converting Tag Data

Property

Set used to record FlashPix attributes. The rules for converting from each kind of Exif tag to the FlashPix
PropertySet are given in the tables below (conversion of GPS Info tags is to be determined later).

Table 50 Conversion between Exif Tags and FlashPix Property Set (1) (TIFF Tags)

Page 174 of 205

Exif FPX
Field Name Tag Code Property Set Group Name
Dec | Hex
ImageWidth 256 100 - - -
ImagelLength 257 101 - - -
BitsPerSample 258 102 - - -
Compression 259 103 - - -
Photometriclnterpretation 262 106 - - -
ImageDescription 270 | 10E Image Info Content Description Caption text
Make 271 10F Image Info Camera Information Camera manufacturer name
Model 272 110 Image Info Camera Information Camera model name
StripOffsets 273 111 - - -
Orientation 274 112 Transform - Spatial Orientation
SamplesPerPixel 277 115 - - -
RowsPerStrip 278 116 - - -
StripByteCounts 279 117 - - -
XResolution 282 11A | Image Contents Primary description Default display width
YResolution 283 11B | Image Contents Primary description Default display height
PlanarConfiguration 284 | 11C - - -
ResolutionUnit 296 128 | Image Contents Primary description Display height/width units
TransferFunction 301 | 12D - - -
Software 305 131 Image Info File source Software Name
DateTime 306 | 132 Ignore Ignore Ignore
Artist 306 | 13B Image Info Intellectual Property Authorship
WhitePoint 318 | 13E - - -
PrimaryChromaticities 319 13F - - -
YCbCrCoefficients 529 211 - - -
YCbCrSubSampling 530 212 - - -
YCbCrPositioning 531 213 Ignore Ignore Ignore
ReferenceBlackWhite 532 214 - - -
Copyright 33432 (8298 Image Info Intellectual Property Copyright message
Exif IFD Pointer 34665 (8769 - - -
GPS Info IFD Pointer 34853 (8825 - - -
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Table 51 Conversion between Exif Tags and FlashPix Property Set (2) (Exif Private Tags)
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Exif FPX
Field Name Tag Code Property Set Group Name
Dec | Hex
ExposureTime 33434 |829A Image Info Per Picture Camera Setting Exposure time
FNumber 33437 (829D Image Info Per Picture Camera Setting F-number

ExposureProgram 34850 (8822 Image Info Per Picture Camera Setting Exposure program
Spectral Sensitivity 34852 (8824 Image Info Digital Camera Characterization Spectral sensitivity
ISOSpeedRatings 34855 (8827 Image Info Digital Camera Characterization ISO speed ratings

OECF 34857 (8829 Image Info Digital Camera Characterization OECF

ExifVersion 36864 (9000 - - -

DateTimeOriginal 36867 (9003 Image Info Content Description Date of the original image
Image Info Per Picture Camera Setting Capture date
DateTimeDigitized 36868 (9004 Summary Info - Create date/time
ComponentsConfiguration [ 371219101 Ignore Ignore Ignore
CompressedBitsPerPixel [37122(9102 Ignore Ignore Ignore
ShutterSpeedValue 37377 (9201 Image Info Per Picture Camera Setting Exposure time
ApertureValue 37378(9202 Image Info Per Picture Camera Setting F-number
BrightnessValue 37379(9203 Image Info Per Picture Camera Setting Brightness value
ExposureBiasValue 37380(9204 Image Info Per Picture Camera Setting Exposure bias value
MaxApertureValue 37381 (9205 Image Info Per Picture Camera Setting Maximum aperture value
SubjectDistance 37382(9206 Image Info Per Picture Camera Setting Subject distance
MeteringMode 37383 (9207 Image Info Per Picture Camera Setting Metering mode
LightSource 37384 (9208 Image Info Per Picture Camera Setting Scene illuminant
Flash 37385(9209 Image Info Per Picture Camera Setting Flash
Image Info Per Picture Camera Setting Flash return
FocalLength 37386 |920A Image Info Per Picture Camera Setting Focal length
MakerNote 37500 |927C - - -
UserComment 37510(9286 Image Info Content description Content description note
SubSecTime 37520(9290 Ignore Ignore Ignore
SubSecTimeOriginal 37521 (9291 Image Info Content Description Date of the original image
Image Info Per Picture Camera Setting Capture date
SubSecTimeDigitized 37522(9292 Summary Info - Create date/time
FlashPixVersion 40960 | AOOO - - -

ColorSpace 40961 | AO0O1| Image Contents resolution description Subimage color
PixelXDimension 40962 | AO0O2| Image Contents Primary description Highest resolution width
PixelYDimension 40963 | A003| Image Contents Primary description Highest resolution height
RelatedSoundFile 40964 | A004 - - -

FlashEnergy 41483 |A20B Image Info Per Picture Camera Setting Flash Energy

SpatialFrequencyResponse| 41484 |A20C Image Info Digital Camera Characterization| Spatial frequency response
FocalplaneXResolution |41486 |A20E Image Info Digital Camera Characterization| Focal plane X resolution
FocalplaneYResolution |41487 |A20F Image Info Digital Camera Characterization| Focal plane Y resolution

FocalplaneResolutionUnit |41488 | A210 Image Info Digital Camera Characterization| Focal plane resolution unit

Subject Location 41492 | A214 Image Info Per Picture Camera Setting Subject location
Exposurelndex 41493 | A215 Image Info Per Picture Camera Setting Exposure index
SensingMethod 41495 | A217 Image Info Digital Camera Characterization Sensing method

FileSource 41728 | A300 Image Info File Source File source

SceneType 41729 |A301 Image Info File Source Scene type

CFAPattern 41730 |A302 Image Info Digital Camera Characterization CFA pattern

-161 -




Table 52 Conversion between Exif Tags and FlashPix Property Set (3) (GPS Info Tags)

Exif FPX
Field Name Tag Code Property Set Group Name
Dec Hex
GPSVersionlD 0 0 |GPS Info extension - GPSVersionID
GPSLatitudeRef 1 1 |[GPS Info extension - GPSLatitudeRef
GPSLatitude 2 2 |GPS Info extension - GPSLatitude
GPSLongitudeRef 3 3 |GPS Info extension - GPSLongitudeRef
GPSLongitude 4 4 |GPS Info extension - GPSLongitude
GPSAltitudeRef 5 5 |GPS Info extension - GPSAltitudeRef
GPSAIltitude 6 6 [GPS Info extension - GPSAIltitude
GPSTimeStamp 7 7 |GPS Info extension - GPSTimeStamp
GPSSatellites 8 8 |GPS Info extension - GPSSatellites
GPSStatus 9 9 |[GPS Info extension - GPSStatus
GPSMeasureMode 10 A |GPS Info extension - GPSMeasureMode
GPSDOP 11 B |GPS Info extension - GPSDOP
GPSSpeedRef 12 C |GPS Info extension - GPSSpeedRef
GPSSpeed 13 D |GPS Info extension - GPSSpeed
GPSTrackRef 14 E |GPS Info extension - GPSTrackRef
GPSTrack 15 F |GPS Info extension - GPSTrack
GPSImgDirectionRef 16 10 |GPS Info extension - GPSImgDirectionRef
GPSImgDirection 17 11 |GPS Info extension - GPSImgDirection
GPSMapDatum 18 12 |GPS Info extension - GPSMapDatum
GPSDestLatitudeRef 19 13 |GPS Info extension - GPSDestLatitudeRef
GPSDestLatitude 20 14 |GPS Info extension - GPSDestLatitude
GPSDestLongitudeRef 21 15 |GPS Info extension - GPSDestLongitudeRef
GPSDestLongitude 22 16 |GPS Info extension - GPSDestLongitude
GPSDestBearingRef 23 17 |GPS Info extension - GPSDestBearingRef
GPSDestBearing 24 18 |GPS Info extension - GPSDestBearing
GPSDestDistanceRef 25 19 |GPS Info extension - GPSDestDistanceRef
GPSDestDistance 26 1A |GPS Info extension - GPSDestDistance
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F.3 Converting to FlashPix Extensions (APP2)

The extended data recorded in APP2 marker segments can be converted readily to FlashPix extensions.
First of al, Fig. 54 showsthe conversion process when APP2 is recorded as one I nteroperability per stream of data.

An area with data size of 8000.H, Default vaue 00.H is alocated to the stream name "/¥005MyPropertySet" (¥005
means 005.H) in the FlashPix file Structured Storage structure, and the stream data recorded in APP2-2 is copied to
offset 00000000.H, that is, the start of the allocated area.

Exif Version 2.0 Full FlashPix Stream
APP2-1
Contents List FlashPix Source image ¥005MyPropertySet 4— Offset
Number of Entry = 1 root Object 0x00000000
Data size = 0x8000 Stream data
Default value = 0x00 ! : Data size
Path ¥005MyPropertySet’ | H 0x8000
APP2-2 Default value
Stream data 0x00
Index = 0x00

Offset = 0x00000000

Stream data

Fig. 54 Conversion to FlashPix Extensions (1)
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Next, Fig. 55 shows the conversion process when one Interoperability per two streams of datais recorded in APP2.

This time an area with data size of 10000.H, Default value 00.H is alocated to the stream name
"[¥005MyPropertySet" in the FlashPix file Structured Storage structure, and the stream data recorded in APP2-2 is
copied to offset 00000000.H, that is, the start of the allocated area, while the stream data recorded in APP2-3 is
copied starting from offset 00008000.H.

Exif Version 2.0 Full FlashPix Stream

APP2-1
Contents List

FlashPix Source image

¥005MyPropertySet — Offset A
+

Number of Entry = 1 root Object 0x00000000
Data size = 0x10000 Stream data A
Default value = 0x00 : !
Path’/¥005MyPropertySet” : !
APP2-2 Default value
S d 0x00 Data size
tream data
= Offset B —p 0x10000
Index = 0x00 0x00008000
Offset A= 0x00000000 Stream data B
Stream data A
Default value
APP2-3
0x00
Stream data | !
Index = 0x00

Offset B= 0x00008000

Stream data B

Fig. 55 Conversion to FlashPix Extensions (2)
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Findly, Fig. 56 shows an example of conversion when 2 Interoperability per stream of data are recorded in APP2.

Here a data size of 8000.H, Default value 00.H is alocated to the stream name "MyPropertySet" Interoperability the
storage name "¥005MyStorage” in the FlashPix file Structured Storage structure, and the stream data recorded in
APP2-2 is copied to offset 00000000.H, that is, the start of the allocated area.

Exif Version2.0 Full FlashPix Stream
APP2-1

Contents List FlashPix Source image MyStorage ¥005MyPropertySet Offset B

Number of Entry = 2 root Object 0x00008000

Data size = OxFFFFFFFF Stream data

Default value = 0x00 Data size

Path MyStorage 0x8000

ClassID = 42 Default value

Data size = 0x8000 0x00

Default value = 0x00

Path”/MyStorage/¥005MyPropertySet”

APP2-2

Stream data

Index = 0x00

Offset A= 0x00000000

Stream data

Fig. 56 Conversion to FlashPix Extensions (3)
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5 Banger I open source application that packages data files according to the Baglt
specification.

» Baglt-Py n © open source Python library and command line utility for working with
Baglt style packages.

» BWF Metabdit & open source tools developed by FADGI which permits embedding,

validating, and exporting of metadata in Broadcast WAVE Format (BWF) files.

s PREMIS Data Dictionary for Preservation Metadata is the international standard for
metadata to support the preservation of digital objects and ensure their long-term
usability.
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Sustainability of Digital Formats: Planning for Library of Congress Collections

The Sustainability of Digital Formats Web site provides information about digital content formats. We welcome feedback on the content.

See The Signal: Digital Happenings at the Library of Congress blog for recent updates about our work.

Introduction

Background information and overview: What is a format? How  Querview | Contributors | Formats, Evaluation Factors, and Relationships |
shall we evaluate formats? What projects in other

- ; ) Papers and Presentations | Related Resources
organizations are addresslng these questluns? fapers and rresentalions | -

Sustainability Factors

What affects the ability of the Library to preserve content ina  Disclosure | Adoption | Transparency | Self-documentation | External
given format? These sustainability factors apply to all formats.  Dependencies | Impact of Patents | Technical Protection Mechanisms

Content Categories

The evaluation of formats must take into account quality and

Still Image | Sound | Textual | Moving_ Image | Web Archive | Datasets |

functionality. These factors vary according to the type of ; f T - — .
content under consideration and the categories will be Geospatlalul Email and PIM | Design and 3D | Accessibility | Aggregate | Generic
expanded as time passes. | Browse All Formats

Format Descriptions

Explanation of FDD Terms/Structure | Browse Categories | Browse Alphabetical
List | EDD Workplan & Recent Updates | Format Descriptions as XML | Mapping
FDDs to PRONOM and Wikidata

Documents with more information about specific formats.

Document title: Sustainability of Digital Formats: Planning for Library of Congress Collections
Capture URL: https://www.loc.gov/preservation/digital/formats/index.html
Capture timestamp (UTC): Thu, 30 May 2024 19:49:58 GMT
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Sustainability of Digital Formats: Planning for Library of Congress Collections

| Search this site | co |

Format Descriptions >> Format Description Categories >> Explanation of FDD terms/structure >> Browse Alphabetical List >> Format Descriptions as XML

Browse alphabetical list

[alefc|ojefefelufifijrr]m|n]o

s|rfufvjwlx|v]z]

« AAF_1 1, Advanced Authoring Format (AAF), Version 1.1

+ AAC_MP2, Advanced Audio Coding, MPEG-2
* AAC_ADIF, Advanced Audio Ceding, MPEG-2, Audio Data Interchange Format
+ AAC_MP4, Advanced Audio Coding, MPEG-4
« AAC MP4_LC, AAC (MPEG-4) Low Complexity Object
« MP4_FF_2 AAC, MPEG-4 File Format, V.2, with Advanced Audic Ceding
» QTA_AAC, QuickTime Audio, AAC Codec
ABC
= ABC, Autodesk Alembic
AC-3
« AC-3_A, AC-3 Compressed Audio (Dolby Digital), Revision A
ACCDB
+ ACCDB_family. Microsoft Access ACCDB File Fermat Family
ADM
« ADM, Audio Definition Model
ADRG
+ ADRG, Arc Digitized Raster Graphic (ADRG)
Adobe Photoshop Family (PSD, PSB)
» Adobe_Photoshop_Family, Adobe Photoshop File Format Family
AES3
» AES3, AES3, Digital Audio Interface Format
+ AES3_SMPTE, AES3 Digital Audio Interface, SMPTE Extensions
AFF
« AFF_1_0, Advanced Forensic Format Disk Image, AFF Version 1.0
« AFF_4, Advanced Forensic Framework 4, AFF 4
AIFF
* AIFF, Audio Interchange File Format
+ AIFF_LPCM, AIFF File Format with LPCM Audio
A-Law
+ A-law, A-Law Compressed Sound Format
AMR
+ AMR, Adaptive Multi-Rate Speech Codec
+ AMR-WE, Adaptive Multi-Rate - Wideband Speech Codec
+ AMR-WE+, Extended Adaptive Multi-Rate - Wideband Speech Codec
Apache Parguet
« Apache Parguet, Apache Parguet File Format
APK
« APK, Android Package
Apple_Fork
» Apple_Fork, AppleDouble Resource Fork
Apple ProRAW
+ Apple_ProRAW, Apple ProRAW
Apple ProRes
+ Apple_ProRes 422 Codec_Family, Apple ProRes 422 Codec Family
+ Apple_ProRes_422_HQ, Apple ProRes 422 HQ
« Apple_ProRes_422, Apple ProRes 422
+ Apple ProRes 422 LT, Apple ProRes 422 LT
+ Apple_ProRes_422 Proxy, Apple ProRes 422 Proxy
+ Apple_ProRes_4444 Codec_Family, Apple ProRes 4444 Codec Family
» Apple_ProRes RAW_Codec_Family, Apple ProRes RAW Codec Family
ARC_IA
* ARC_IA, Internet Archive ARC file format
Arcinfo_Coverage
« Arcinfo_Coverage, ESRI Arcinfo Coverage

ARML
« ARML 2.0, Augmented Reality Markup Language 2.0
ARW

+ See CAM_RAW, Camera Raw Formats (Group Description)
ASF
+ ASF, Advanced Systems Format
AudCom
+ AudCom, Audible.Com File Format
+ AudCom_MP3, Audible.Com MP3
AV1 (AOMedia Video 1)
+ AV1, AV1 Video Encoding
AVC (Advanced Video Coding)
« MPEG-4 AVC, MPEG-4, Advanced Video Coding (Part 10) (H.264)

These descriptions provide information about file formats, file-
format classes, bitstream structures and encodings, and the
mechanisms used to compress files or bitstreams.

Inclusion of a format does not imply that it is preferred or
acceptable for Library of Congress collections. Conversely, omission
of a format from the list does not imply that it is not preferred or
acceptable. See the Recommended Formats Statement for more
information.

Descriptions will be drafted, added and updated over time. Persons
with specialized knowledge are encouraged to review and comment
on the descriptions using this contact form.
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ASF

* ASF, Advanced Systems Format
AudCom

« AudCom. Audible.Com File Format

« AudCom_MP3, Audible.Com MP3
AV1 (AOMedia video 1)

« AVI, AV1 Video Encoding
AVC (Advanced Video Coding)

+ MPEG-4_AVC, MPEG-4, Advanced Video Coding (Part 10} (H.264)
AVI (Audio Video Interleaved)

= AVl AVI {Audio Video Interleaved) File Format

« AVI_OpenDML_1_02, AVI File Format with OpenDML Extensions, Version 1.02

« AVl FFV1, AVI OpenDML with FFV1 Codec

«  AVI_MJPEG, AVI OpenDML with MJPEG Codec
« AVl Indeo, AVI with Indeo Codec

«  AVI Cinepak, AVI with Cinepak Codec

« AV DivxX, AVI with DivX Codec

« AV V210, AVI OpenDML with V210 Encoding
«  AVI_UYVY, AVI OpenDML with UYVY Enceding
s AVI_YUY2, AVl OpenDML with YUY2 Encoding

« AVIF, AV1 Image File Format

= AW, Hewlett Packard AdvanceWrite Text File

« AXF, Archive eXchange Format

BigTIFF

* BiglIFF
BIIF

« BIIF, Basic Image Interchange Format
BIL

+ BIL_enc, Band Interleaved by Line (BIL) Encoding
« BIL file, Band Interleaved by Line (BIL} Image File

BIN

* See MacBinary, Macintosh Binary Transfer Format Family
BIP

« BIP_enc, Band Interleaved by Pixel (BIP) Encoding

+ BIP file, Band Interleaved by Pixel (BIP) Image File
BITS

« BITS_2, BITS (Book Interchange Tag Suite), version 2.0
BLEND

+ BLEND, Blender 3D Data File
BMP

+ BMP_5, Bitmap Image File (BMP), Version 5
BRF

« BRF, Braille Ready Format
B5Q

+ BSO_enc, Band Sequential (BSQ} Encoding
« BS50Q_file, Band SeQuential (BSQ) Image File
BWF
« WAVE_BWF_1, Broadcast WAVE Audio File Format, Version 1
= WAVE_BWF_2, Broadcast WAVE Audio File Format, Version 2

« WAVE BWF_LPCM_1, Broadcast WAVE Audio File Format, Version 1, with LPCM

Audio
« WAVE BWF_LPCM_2, Broadcast WAVE Audio File Format, Version 2, with LPCM
Audio
bzip
* bzip2, bzip2
CAF
« CAF, Apple Core Audio Format
CAM_RAW

« CAM_RAW, Camera Raw Formats (Group Description)

CAP

* See CAM_RAW, Camera Raw Formats (Group Description)
CAPTURE

* See CAM_RAW, Camera Raw Formats (Group Description)
CCA

s CCA, cc:Mail Archive Email Format

CDF
» CDF, Common Data Format (datasets)
CDX_Chem
« CDX_Chem, ChemDraw Exchange
CDX_Index
« CDX_Index, CDX Internet Archive Index File
cGM
+ CGM Family, Computer Graphics Metafile (CGM) File Format Family
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+ LLA, CCMall Arcnive emall Format

= CDF
« CDF, Common Data Format (datasets)
CDX_Chem
« CDX Chem, ChemDraw Exchange
CDX_Index
+ CDX_Index, CDX Internet Archive Index File
= CGM
+ CGM Family, Computer Graphics Metafile (CGM) File Format Family
Cinepak
+ Cinepak, video codec
class
» class, Java Virtual Machine Class File Format
= CPC
» CPC, Cartesian Perceptual Compression Encoding (CPC)
= CR2
» CR2included in CAM_RAW, Camera Raw Formats (Group Description)
= CRW
+ CRW included in CAM_RAW, Camera Raw Formats (Group Description)
= C55
+ (55, Cascading Style Sheet (CSS) File Format
= C5V
+ CSV_strict, Comma Separated Values (RFC 4180)

= DBF
« DBF, dBASE Table File Format
DCI (Digital Cinema Initiative)
« DCDM_1_0, Digital Cinema Initiative Distribution Master (DCDM), Version 1.0
+« DCP_1 0, Digital Cinema Initiative Package (DCP), Version 1.0
= DCR
» DCRincluded in CAM_RAW, Camera Raw Formats (Group Description)
= DEM
+ DEM, Digital Elevation Model
DFXML
» DEXML, Digital Forensics XML
= DGN
» DGHN, MicroStation DGN Family
= DivX
« DivX_5, Version 5 (video codec)
= DIS
+ DLS_1_1b, Downloadable Sounds Format, Version 1.1b
= DNG
+ DNG_1_1, Adobe Digital Negative (DNG), Version 1.1
+ DNG_1_6, Adobe Digital Negative (DNG), Version 1.6
= DOC
+ MS-DOC, Microsoft Office Word 97-2003 Binary File Format (.doc)
= DOCX

« DOCX/O0XML_2012, DOCX Transitional (Office Open XML}, 1SO 29500:2008-
2016; ECMA-376, Editions 1-5

+ DOCX/OOXML Strict_2012, DOCX Strict (Office Open XML), ISO 29500:2008-
2016; ECMA-376, Editions 2-5

= DOQ
« DOQ, Digital Orthophotos (DOQ & DOQQ)
= DPX
« DPX 2, Digital Moving-Picture Exchange (DPX), Version 2.0
= DRG
+« DRG_as_TIFF, Digital Raster Graphic as TIFF
D5 _Store
» DS_Store, Desktop Services Store
= D5SD
+ DSD, One-bit Delta Sigma Audio Encoding (DSD)
» DSDIFF, Direct Stream Digital Interchange File Format, Version 1.5
DTA (Stata)
« Stata_dta_118, Stata Data File Format (.dta), Version 118
= DTE
» DTB_2002, DTB (Digital Talking Book), 2002

« DTB_2002_NLS, DTB (Digital Talking Book), NLS Extension for AMR-WB+
Speech Codec

« DTB_2005, DTB (Digital Talking Book), 2005
= DTS
+ DTS, Digital Theater Systems Audio Formats

= DV

« DV, Digital Videe Enceding (DV, DVCAM, DVCPRO)

+ DV-DIF, DV-DIF {Digital Video Digital Interface Format)
DVB-5UB

« DVB-SUB, Digital Video Broadcasting; Subtitling systems
= DWG

« DWG_Family, DWG (AutoCAD Drawing) Format Family

= DXF

+ DXF_ASCII_Family, DXF (AutoCAD Drawing Interchange Format} Family, ASCII
variant
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+ DV, Digital Video Encoding (DV, DVCAM, DVCPRO)
+ DV-DIF, DV-DIF (Digital video Digital Interface Format)
DVB-SUB
« DVB-SUB, Digital Video Broadcasting; Subtitling systems
= DWG
» DWG_Family, DWG {AutoCAD Drawing) Format Family
= DXF

» DXF_ASCII_Family, DXF (AutoCAD Drawing Interchange Format) Family, ASCII
variant

= FOO
+ EO00, ESRI Arcinfo interchange file (E0O)
= E57
« E57, ASTEM ES7 3D file format
= EBML
« EBML, Extensible Binary Meta Language
ECMAScript
« ECMAScript, ECMAScript Language (ECMA-262), including JavaScript
= EML
« EML, Email (Electronic Mail Format)
= EMLX
= EMLX, Apple Mail Email Format
= ENL
= ENL, EndNote Library Format
EPS (Encapsulated PostScript)
+ EPS_3, Encapsulated PostScript (EPS) File Format, Version 3.x
= EPUB
« EPUB family, EPUB, Electronic Publication File Format Family
« EPUB_2, EPUB, Electronic Publication, Version 2

« EPUB_3_0, EPUB, Electronic Publication, Version 3.0 (2011). ISQ/IEC TS
30135:2014

« EPUB_3 0_1, EPUB, Electronic Publication, Version 3.0.1 (2014). ISO/IEC
23736:2020

« EPUB_3_2. EPUB, Electronic Publication, Version 3.2

« EPUB_pres, EPUB (Electronic Publication) Version 3 Preservation. ISO/IEC TS
22424:2020

= ERDAS IMAGINE (IMG)
« ERDAS MG, ERDAS IMAGINE (IMG) Format
= ESRI
+ Arcinfo_Coverage, ESRI Arcinfo Coverage
+ EO00, ESRI Arcinfo interchange file (E00)
« ESRI_grid, ESRI Arcinfo Grid (binary)
« ESRI_ASCII_grid, ESRI Arcinfo ASCII Grid
+ ESRI_GridFloat, ESRI GridFloat Output File
+ ESRI_shape, ESRI Shapefile
+ ESRI_world, ESRI World File
« GeoDB_family, ESRI Arc Geodatabase Format Family
« GeoDB_file, ESRI Geodatabase (File-based)
« GeoDB_SDE, ESRI Geodatabase ArcSDE
» GeoDB_XML, ESRI Geodatabase XML
» Shape_DBF, dBase Table for ESRI Shapefile (DBF)
= EWF
+ EWF_Family. Expert Witness Disk Image Format (EWF) Family
« EWF_SMART, Expert Witness Disk Image, ARS SMART
+ EWF_E01, Expert Witness Disk Image, EnCase EO1 Bitstream
« EWF_LO1, Expert Witness Disk Image, EnCase LO1 Logical
« EWF_Ex01, Expert Witness Disk Image, EnCase Ex01 Bitstream
« EWF_Lx01, Expert Witness Disk Image, EnCase Lx01 Logical
= Exif
+ EXIF 2_2, Exif Exchangeable Image File Format, Version 2.2
« EXIF_Family, Exchangeable Image File Format (Exif) Family
EXPRESS
+ EXPRESS, EXPRESS data modeling language, 1SO 10303-11
= EXR
+ EXR, OpenEXR

FASTA
« FASTA, FASTA Database Format
= FBX
+ FBX, Autodesk Filmbox Interchange File
" FFVI
+ FFV1 _v0-1-3, FF Video Codec 1, Version 0, 1 and 3
FITS , Flexible Image Transport System
« FITS 3, FITS, Version 3.0
= FLAC
« FLAC 1 1 2, FLAC (Free Lossless Audio Codec), Version 1.1.2
Flash (SWF, FLA, FLV)
» SWF_7, Macromedia Flash SWF File Format, Version 7
* SWF_8, Macromedia Flash SWF File Format, Version 8
+ FLA, Macromedia Flash FLA Project File Format
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« FFV1 v0-1-3, FF Video Codec 1, Version 0, 1 and 3
FITS , Flexible Image Transport System

= FITS_3. FITS, Version 3.0
= FLAC

= FLAC 1 1 2, FLAC (Free Lossless Audio Codec), Version 1.1.2
Flash (SWF, FLA, FLV)

+ SWF_7, Macromedia Flash SWF File Format, Version 7

+ SWEF_8, Macromedia Flash SWF File Format, Version 8

+ FLA, Macromedia Flash FLA Project File Format

« FLV, Macromedia Flash FLV Video File Format

GeoDB
+ GeoDB_family, ESRI Arc Geodatabase Format Family
+ GeoDB_file, ESRI Geodatabase (File-based)
+ GeoDB_SDE, ESRI Geodatabase ArcSDE
« GeoDB_XML, ESRI Geodatabase XML
Geof/SON
« GeoJSOM_1 0, Geo]SON, Versien 1.0
GeoPackage
« GeoPackage_family, GeoPackage Encoding Standard {(OGC) Format Family
« GeoPackage_1_0, GeoPackage Encoding Standard (OGC), Version 1.0
GeoPDF
+ GeoPDF_file, GeoPDF File Format (TerraGo)
+ GeoPDF_OGC, GeoPDF Encoding (TerraGo 2.2), OGC Best Practice

+ Another PDF variant with embedded geospatial encoding is
PDF_1_7_geospatial, PDF, Version 1.7, ExtensionLevel 3, Geospatial Enceding
(Adobe

GeoTIFF
+ GeoTIFF, GeoTIFF Revision 1.0
= GIF
« GIF_89a, Graphics Interchange Format, Version 89a
= giTF
« glTF_family. gITF {GL Transmission Format) Family
« qglTF_2_0, gITF (GL Transmission Format), version 2.0

« GML, Geography Markup Language
« GMLJP2, GML in JPEG 2000 for Geographic Imagery
GridFloat
» ESRI_GridFloat, ESRI GridFloat Output File
= gzip
« gzip. GZIP

H.26n ITU-T video encoding standards
+ H.261, see MPEG-1, MPEG-1 Video Coding
* H.262, see MPEG-2, MPEG-2 Video Coding
+ H.263, see MPEG-4_V, MPEG-4, Visual Coding (Part 2}
+ H.264, see MPEG-4_AVC, MPEG-4, Advanced Video Coding (Part 10)

+ H.265, see HEVC, High Efficiency Video Coding (HEVC) Family, H.265, MPEG-H
Part 2

= HBL
= HBL, BrailleSense File Format
hcalendar
+ hCalendar, HTML Electronic Calendar and Scheduling Format
= HDF, Hierarchical Data Format
» HDF4, Hierarchical Data Format, Version 4 and earlier
+ HDF4map, HDF4 File Content Map
+« HDFE5, Hierarchical Data Format, Version 5
HDF-EQS
+ HDE-EOS, Hierarchical Data Format-Earth Observing System (based on HDF4)
HD Photo
« WMP_1_0, HD Photo, Version 1.0 (Windows Media Photo)
HEIF, High Efficiency Image File Format
+ HEIF, High Efficiency Image File Format, MPEG-H Part 12
+ HEIF_HEIC, High Efficiency Image File (HEIF) Format, HEIC/HEIX brands
HEVC, High Efficiency Video Cading
+ HEVC, High Efficiency Video Coding (HEVC) Family, H.265, MPEG-H Part 2
= HFE
+ HFE, HXC Floppy Emulator File Format
HTJ2K
+ HTJ2K, |PEG 2000 Part 15, High Throughput (HTJ2K) Encoding
« |PH_FF, High-Throughput JPEG 2000 File Format
= HTML
« HTML_family, HyperText Markup Language (HTML) Format Family
* HTML_early, HyperText Markup Language (HTML), versions prior to 2.0
* HTML_2_0, HyperText Markup Language (HTML) 2.0
+ HTML_3 2, HyperText Markup Language (HTML) 3.2
+ HTML_4_0, HyperText Markup Language (HTML) 4.0
+ HTML_4_01, HyperText Markup Language (HTML) 4.01
+ HTML_5, HyperText Markup Language (HTML) 5
= HvperCard Stack
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HTML

.

HTML_family, HyperText Markup Language (HTML) Format Family
HTML_early, HyperText Markup Language (HTML}, versions prior to 2.0
* HTML_2_0, HyperText Markup Language (HTML) 2.0
+ HTML_3_2, HyperText Markup Language (HTML) 3.2
* HTML_4_0, HyperText Markup Language (HTML) 4.0
« HTML_4_01, HyperText Markup Language (HTML) 4.01
* HTML_5, HyperText Markup Language (HTML) 5
HyperCard Stack
« HyperCard Stack, HyperCard Stack File Format

.

135
* See SLPK, SLPK Scene Layer Package (for 135 layers)
ical
« iCal, iCalendar Electronic Calendar and Scheduling Format
iD3
= D3, ID3 Metadata for MP3
» ID3v1, ID3, version 1
= 1D3v2, ID3, version 2
DX
« See VobSub IDX, VobSub Subtitle Index
IFC
+ IEC-SPF, Industry Foundation Classes (IFC), Clear Text Family
IFF
« [FF, Electronic Arts Interchange File Format 1985
1o

+ See CAM_RAW, Camera Raw Formats (Group Description)
IMF finternet Message Format - email)
+ IMF, Internet Message Format
IMF (Interoperable Master Format - moving images)
» IMF_Package, Interoperable Master Format (IMF)
IMG (ERDAS IMAGINE)}
+ ERDAS_IMG, ERDAS IMAGINE (IMG) Format
Indeo
+ Indeo_3, Version 3 (video codec)
« Indeo_5, Version 5 (video codec)
IFA
« [PA, iOS App Store Package
15O
+ 150_8211, ISO/IEC 8211 Data Descriptive File (DDF)
+ IS0_BMFF, ISO Base Media File Format
+ 150_image, I1SO Disk Image File Format
TU_G4
+ ITU_GA4, ITU-T Group 4 FAX Compression

JATS
« JATS_1, JATS, Journal Article Tag Suite, NISO Z39.96, Versions 1.x
Javascript

+ JavaScript, see ECMAScript, ECMAScript Language (ECMA-262). including
JavaScript

JPEG

.

JPEG. |PEG Image Enceding Family

JPEG_DCT_BL, JPEG DCT Compression Encoding, Baseline
JPEG_DCT_PRG, JPEG DCT Compression Encoding, Progressive
JPEG_DCT_EXT, JPEG DCT Compression Enceding. Extensions
JPEG_orig_LL, |PEG Original Lossless Compression (ISO/IEC 10918)
JPEG-LS, |PEG Lossless Compression(ISO/IEC 14995)

JEIF_1_02, JPEG File Interchange Format, Version 1.02
JEIF_Family, |PEG File Interchange Format Family

SPIFF, Still Picture Interchange Format

JPEG_EXIF, JPEG Encoded File with Exif Metadata

JPEG 2000 Encodings

J2K_C, JPEG 2000 Part 1, Core Ceding System

+ J2K_C_LL, JPEG 2000 Part 1, Core Coding, Lossless Compression

.

.

« J2K_C_LSY, JPEG 2000 Part 1, Core Coding, Lossy Compression

+ J2K_C Profile_0, JPEG 2000 Part 1, Core Coding, Profile 0

« J2K_C Profile_1, JPEG 2000 Part 1, Core Coding, Profile 1

« J2K_C_Profile_3, JPEG 2000 Part 1, Core Coding, Profile 3

« J2K_C_Profile_4, JPEG 2000 Part 1. Core Coding, Profile 4

« J2K_C_BIIF_01_00, JPEG 2000 Part 1, Core Coding, BIIF Profile (v. 01.00)
+ J2K_C_MNDNP, JPEG 2000 Part 1, Core Coding, NDNP Profile

+ J2K_EXT, JPEG 2000 Part 2, Coding Extensions

+ See HT|2K, |PEG 2000 Part 15, High Throughput (HT)2K) Enceding
JPEG 2000 File Formats

» JP2_FF, JPEG 2000 Part 1 (Core) jp2 File Format

+ |PX_FF, |PEG 2000 Part 2 (Extensions) jpf File Format

= JPM_FF, JPEG 2000 Part 6 (Compound) jpm File Format

+ See |PH_FF, High-Throughput JPEG 2000 File Format
JPEG 2000 File Formats with Encoded Bitstreams
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* |2K_C_NDNP, JPEG 2000 Part 1, Core Coding, NDNP Profile

* |2K_EXT, JPEG 2000 Part 2, Coding Extensions

+ See HT|2K, JPEG 2000 Part 15, High Throughput (HTJ2K) Encoding
= JPEG 2000 File Formats

« |P2_FF, |PEG 2000 Part 1 (Core) jp2 File Format

+ |PX_FF, JPEG 2000 Part 2 (Extensions) jpf File Format

+ |JPM_FF, |JPEG 2000 Part 6 (Compound) jpm File Fermat

+ See |PH_FF, High-Throughput |PEG 2000 File Format
= |PEG 2000 File Formats with Encoded Bitstreams

« |P2_J2K_C LL, P2 File Format with JPEG 2000 Core Coding, Lossless

* |P2_J2K_C_LSY, |P2 File Format with |PEG 2000 Core Coding, Lossy

» |P2_J2K_C_Profile_0, P2 File Format with |PEG 2000 Core Coding, Profile 0
» |P2_J2K_C_Profile_1, P2 File Format with JPEG 2000 Core Coding. Profile 1
+ |P2_J2K_C_Profile_3, P2 File Format with |JPEG 2000 Core Coding. Profile 3
« |P2_J2K_C_Profile_4, P2 File Format with |PEG 2000 Core Coding. Profile 4
E J%_(J“Zn?( C_BIFF_01_00, JP2 File Format with JPEG 2000 Core Coding. BIIF Profile
V. 010
« |P2_J2K_C NDNP, P2 File Format with JPEG 2000 Core Coding, NDNP Profile
= JPEG XL

+ |PEG_XL, JPEG XL Image Encoding
+ ]XL, JPEG XL File Format
JPEG XR
+ |PEG_XR, |PEG XR Image Encoding
+ ]XR, |PEG XR File Format
JPEG XS
+ |PEG_XS, |PEG XS Encoding
* XS, JPEG XS File Format
JSON
« ]JSON, JSON (javascript Object Notation)

- T
» |T. Jupiter Tessellation
K
= KDC
« KDC included in CAM_RAW, Camera Raw Formats (Group Description)
= KML
« KML 2 2, Version 2.2
+ KMZ, KML Zipped
L
= LAS
* LAS 1 4, LAS (LASer) File Format, Version 1.4
= [NK
» LNK, Microsoft Windows Shortcut File
= [PCM
= LPCM, Linear Pulse Code Modulated Audio
= Lyrx
* Lyrx, ArcGIS Layer File
= LZW
« LZW, LZW Compression Encoding
M
= MA
+ MA, Maya ASCIl Scene File Format. See also MB. Maya Binary Scene File
Format
= MacBinary
« MacBinary, Macintosh Binary Transfer Format Family
= Mapinfo
+ Mapinfo, Mapinfo Dataset Format
* Mapinfo_DAT, Mapinfo Data File
= MATLAB
» MAT-file_5, MAT-File Level 5 File Format
= Matroska
+ Matroska, Matroska Multimedia Container
+ Matroska_ AAC, Matroska File Format with Advanced Audio Codec (AAC) Audio
Encoding
« Matroska AVC, Matroska File Format with MPEG-4, Advanced Video Ceding
(Part 10) (H.264)
+ Matroska FFV1, Matroska File Format with FFV1 Video Encoding
» Matroska L PCM, Matroska File Format with LPCM Audio Encoding
» Matroska_MP3, Matroska File Format with MP3 Audio Encoding
» Matroska MPEG-2, Matroska File Format with MPEG-2 Video Encoding (H.262)
+ Matroska_V210, Matroska File Format with V210 Video Enceding
+ Matroska_UYVY, Matroska File Format with UYVY Video Encoding
« Matroska_YUY2, Matroska File Fermat with YUY2 Video Enceding
= MB

« MB, Maya Binary Scene File Format. See also MB, Maya ASCIl Scene File
Format

= MBOX Family
+ MBOX, MBOX Email Format
« MBOXO, MBOXO Email Format
+ MBOXRD, MBOXRD Email Format
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+ Matroska_UYVY, Matroska File Format with UYVY Video Encoding
« Matroska YUY2, Matroska File Format with YUY2 Video Enceding

« MB, Maya Binary Scene File Format. See also MB, Maya ASCIl Scene File
Format

MBOX Family
= MBOX, MBOX Email Format
+ MBOXO, MBOXO Email Format
+ MBOXRD, MBOXRD Email Format
+ MBOXCL, MBOXCL Email Format
« MBOXCL2, MBOXCL2 Email Format
= MCE

* MCE/OOXML 2012, Markup Compatibility and Extensibility (Office Open XML),
1SO 29500-3:2008-2015, ECMA-376, Editions 1-5

= MDB
« MDEBE_family, Microsoft Access MDE File Format Family
= MEI
+ MEI_family. Music Encoding Initiative File Format Family
Microsoft Access
« MDE_family, Microsoft Access MDB File Format Family
+ ACCDEB_family, Microsoft Access ACCDB File Format Family
Microsoft CFB
+ CFB_3, Microsoft Compound File Binary File Format, Version 3
+ CFB_4, Microsoft Compound File Binary File Format, Version 4
Micrasoft Office Binary File Formats
» MS-DOC, Microsoft Office Word 97-2003 Binary File Format (.doc)
» MS-PPT, Microsoft Office PowerPoint 97-2003 Binary File Format (.ppt)
+ MS-XLS, Microsoft Office Excel 97-2003 Binary File Format (.xls, BIFF8)
+ MS-X15B, Microsoft Excel Binary (XLSB) Format (option in Excel 2007 and

later)
= Microsoft XPS
« MS-XPS, Microseft XML Paper Specification, (.xps)
= MID]
+ MIDI_SD, MIDI Sequence Data
» MJPEG
+ M|PEG, Motion |PEG
= MOBI
« MOBI, Mobipocket File Format
= MODS
+ MODS, Module Music Format (Mods)
= MOOF
« MOOF, MOOF Disk Image
= MP2
* MPEG_layer 2_audio, MPEG-1 and MPEG-2 Layer Il Audio Encoding
= MP3

* MP3_ENC, MP3 Encoding (MPEG Layer Il Audio Encoding)
+ MP3_FF, MP3 File Format
= MLM
+ MLM, GroupWise Email Format
MPEG-H
+ HEIF, High Efficiency Image File (HEIF} Format, MPEG-H Part 12
« HEIF_HEIC, High Efficiency Image File (HEIF) Format, HEIC/HEIX brands
+ HEVC, High Efficiency Video Coding (HEVC) Family, H.265, MPEG-H Part 2
MPEG-1
+ MPEG-1, MPEG-1 Video Coding (H.261)
* MP3_ENC, MP3 Encoding (MPEG Layer Il Audio Encoding)
MPEG-2
+ MPEG-2_family, MPEG-2 Encoding Family
+ MPEG-2, MPEG-2 Video Coding (H.262)
+ MPEG-2_SP, MPEG-2, Simple Profile
« MPEG-2_MP, MPEG-2, Main Profile

« MPEG-2_MP_layer 2, MPEG-2 File with Main Profile Video and Layer Il Audio
Encoding

= MPEG-2_422, MPEG-2, 4:2:2 Profile
» MPEG-2_4232 layer 2, MPEG-2 File with 422 Video and Layer Il Audio Encoding
+ MP3_EMNC, MP3 Encoding (MPEG Layer Ill Audio Encoding)
= MPEG-4 Video Encedings
+ MPEG-4_V, MPEG-4, Visual Coding (Part 2) (H.263)
+ MPEG-4_V_ASP, MPEG-4, Visual Coding, Advanced Simple Profile
+ MPEG-4_V_CP, MPEG-4, Visual Coding, Core Profile
+ MPEG-4_V_MP, MPEG-4, Visual Coding, Main Profile
« MPEG-4 V_SP, MPEG-4, Visual Coding, Simple Profile
« MPEG-4 V_SSP, MPEG-4, Visual Coding, Simple Scalable Profile
+ MPEG-4 V_SStP, MPEG-4, Visual Coding, Simple Studio Profile
» MPEG-4_AVC, MPEG-4, Advanced Video Coding (Part 10} (H.264)
* MPEG-4_AVC_BP, MPEG-4, Advanced Video Coding, Baseline Profile
* MPEG-4_AVC_EP, MPEG-4, Advanced Video Coding, Extended Profile
+ MPEG-4_AVC_MP, MPEG-4, Advanced Video Coding, Main Profile
+ MPEG-4_AVC_HP, MPEG-4, Advanced Video Coding, High Profile
+ MPEG-4_AVC_H1OP, MPEG-4, Advanced Video Coding, High 10 Profile
« MPEG-4_AVC_H422P, MPEG-4, Advanced Video Coding, High 4:2:2 Profile
« MPE AVC_H444P, MPEG-4, Advanced Video Coding, High 4:4:4 Profile

Document title: Alphabetical List of Format Descriptions - Sustainability of Digital Formats | Library of Congress
Capture URL: https://www.loc.gov/preservation/digital/formats/fdd/browse_list.shtml
Capture timestamp (UTC): Thu, 06 Jun 2024 13:18:04 GMT Page 8 of 15

Page 193 of 205



» MPEG-4_V_SStP, MPEG-4, Visual Coding, Simple Studio Profile

+ MPEG-4_AVC, MPEG-4, Advanced Video Coding (Part 10} (H.264)

+ MPEG-4_AVC_BP, MPEG-4. Advanced Video Coding, Baseline Profile

+ MPEG-4_AVC_EP, MPEG-4, Advanced Video Coding, Extended Profile

+ MPEG-4_AVC_MP, MPEG-4, Advanced Video Coding, Main Profile

+ MPEG-4_AVC_HP, MPEG-4, Advanced Video Coding, High Profile

« MPEG-4 AVC H10P, MPEG-4, Advanced Video Coding, High 10 Profile

« MPEG-4 AVC H422P, MPEG-4, Advanced Video Coding, High 4:2:2 Profile

+ MPEG-4_AVC_HA444P, MPEG-4, Advanced Video Coding, High 4:4:4 Profile

» MPEG-4_AVC_EXT, MPEG-4, Advanced Video Coding, Non-FRExt Extensions
= MPEG-4 Audio Encodings

* AAC_MP4, Advanced Audio Coding. MPEG-4

« AAC MP4_LC, AAC (MPEG-4) Low Complexity Object

MPEG-4 File Formats

+ MP4_FF_1, MPEG-4 File Format, Version 1

« MP4 _FF_2, MPEG-4 File Format, Version 2

« MP4_FF_AVCE, MPEG-4 File Format for AVC (Extensions; Part 15)
= MPEG-4 File Formats with Encoded Bitstreams

+ MPA_FF

+ MP4_FF
« MP4_FF
« MP4_FF
« MP4_FF
+ MP4_FF
+ MP4_FE
+ MP4_FF
« MP4_FF
« MP4_FF

MP4_FF

2
2
2
2
2
2
2
2
2

2

V. MPEG-4 File Format, Version 2, with Visual Coding

AVC, MPEG-4 File Format, Version 2, with Advanced Video Coding
AVC_BP, MPEG-4 File Format, V.2, with AVC, Baseline Profile

AVC _MP, MPEG-4 File Format, V.2, with AVC, Main Profile

AVC_EP, MPEG-4 File Fermat, V.2, with AVC, Extended Profile
AVC_HP, MPEG-4 File Format, V.2, with AVC, High Profile
AVC_H10P, MPEG-4 File Format, V.2, with AVC, High 10 Profile
AVC _H422P, MPEG-4 File Format, V.2, with AVC, High 4:2:2 Profile
AVC HA44P, MPEG-4 File Format, V.2, with AVC, High 4:4:4 Profile
AAC, MPEG-4 File Format, V.2, with Advanced Audic Ceding

. AVCE_AVCE, MPEG-4 File Format for AVC (Ext), with Non-FRExt
Extended AVC Coding

MPEG-4 Textual Format

+ MP4_XMT, MPEG-4 eXtensible MPEG-4 Textual Format (XMT)

MrsiD

+ Mr5ID_MG2, MrSID Image Format, Generation 2
+ MrsiD_MG3, MrsiD Image Format, Generation 3

u-Law (Mu-Law)

+ p-Law, p-Law (Mu-Law) Compressed Sound Format

= MRW

+ MRW included in CAM_RAW, Camera Raw Formats (Group Description)

= M5G

* MSG, Microsoft Outlook Item

= MTL

» MTL, Wavefront Material Template Library (MTL) File Format

MusicXML

«  MusicXML_family, MusicXML File Format Family
¢ MusicXML_3_0, MusicXML, Version 3.0
XML_3_1, MusicXML, Version 3.1

« Mu

+ MXF, Material Exchange Format (MXF)
+ MXF_GC, MXF Format Generic Container
* MXF_GC_UNC, MXF Format Generic Container Mapped to Uncompressed

Images

+ MXF_GC_UNC %210, MXF Format Generic Container with Uncompressed Video

Essence V210

+ MXF_GC_UNC_UYWY, MXF Format Generic Container with Uncompressed Video

Essence UYVY (Zvuy)

+ MXF_GC_UNC_YUY2, MXF Format Generic Container with Uncompressed Video

Essence YUY2 (yuv2)
+ MXF_OP-Atom, MXF Operational Pattern Atom (OP-Atom)
+ MXF_OPla, MXF Operational Pattern 1a (OPla)

MySQL

« MySQL Table, MySQL Table Definition Format
« MySQL_View, MySQL View Definition Format

NCBI/NLM

» NCBIArch_1, NCBI/NLM Journal Archiving and Interchange DTD, version 1.x
» NCBIArch_2, NCBI/NLM Journal Archiving and Interchange DTD, version 2.x
+ NCBIArch_3, NCBI/NLM Journal Archiving and Interchange DTD, version 3.0

= NEF

« NEF included in CAM_RAW, Camera Raw Formats (Group Description)

NetCDF

« NetCDF-3, Network Commen Data Form, version 3
+ NetCDF-4, Network Common Data Form, Version 4

+ NetCDF-4C, Network Common Data Form, Version 4, Classic Model

NewsML_1

+ NewsML_1, NewsML (News Markup Language), version 1

NIMAS

+ NIMAS, National Instructional Material Accessibility Standard (NIMAS)

= NITF

+ NITF, News Industry Text Format

= NLAPS

« MNLAPS, NLAPS Data Format (NDF)
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* NetCDF-4C, Network Common Data Form, Version 4, Classic Model

= NewsML_1
+ NewsML_1, NewsML (News Markup Language), version 1

. NIMAS
+ NIMAS, National Instructional Material Accessibility Standard (NIMAS)

= NITF
« NITF, News Industry Text Format

= NLAPS
+ NLAPS, NLAPS Data Format (NDF)

= NLM DTD
+ See NCBIArch_1, NCBI/NLM Journal Archiving and Interchange DTD, version
1.x

= NSF
« NSF, Lotus Notes Storage Facility

= NSV
+ NSV, Nullsoft Streaming Video

o

. 0B
+ 0OBJ, Wavefront OBJ File Fermat

= ODF
+ ODF_Family, ODF (OpenDocument Format) Family, OASIS and 1SO/IEC 26300

ODF_package_1 1, OpenDocument Package Format, ODF 1.1, ISO/IEC
2630D 2006
» ODF_package_1_2, OpenDocument Package Format, ODF 1.2 part 3; ISOJIEC
26300-3:2015
.l 2%5]; chart_1_2, OpenDocument Chart Format (ODC), ODF 1.2, ISQ/IEC 26300-
+ ODE_dbfront_1_2, OpenDocument Database Front End Format (ODB), ODF 1.2,
ISO/IEC 26300-1:2015
+ ODF draw 1 2, OpenDocument Drawing Fermat (ODG), ODF 1.2, ISOfIEC
26300-1:2015
ODF_presentation_1_2, OpenDeocument Presentation Format (ODP), ODF 1.2,

ISOIIEC 26300-1:2015
» ODF_spreadsheet 1_1, OpenDocument Spreadsheet Format {ODS), Version
1.1, 150 26300:2006
+ ODF_spreadsheet 1 2, OpenDocument Spreadsheet Format (ODS), Version
1.2, 150 26300:2015
« ODF text 1 1, OpenDocument Text Format (ODT), ODF 1.1, ISQ/IEC
26300:2006
-1 Z%Ellg text 1 2, OpenDocument Text Format (ODT), ODF 1.2, ISO/IEC 26300-

= OEBPS
+ OEBPS_1_0, Open eBook Forum Publication Structure 1.0.1
+ OEBPS_1_2, Open eBook Forum Publication Structure 1.2

» Ogg
+ 0gg. Ogg File Format
« 0Ogg_Vorbis, 0gg Vorbis Audio Format
« Ogg_FLAC 1 0, Ogg FLAC Audio Format, Version 1.0
+ 0gg_SPX, Ogg Speex Audio Format

= ONIX for Books
+ ONIX for Books, ONIX (ONline Information eXchange) for Books

= OOXML
+ OOXML_Family, OOXML Format Family -- ISO/IEC 29500 and ECMA 376
+ OPC/OOXML 201 . Open Packaging Conventions (Office Open XML), ISO
29500-2:2008-201
+ DOCX/O0XML_2012, DOCX Transitional {Office Open XML), I1SO 29500:2008-
2016; ECMA-376, Editions 1-5
+« DOCX/OOXML Strict 2012, DOCX Strict (Office Open XML), ISO 29500:2008-
2016; ECMA-376, Editions 2-5
» PPTX/OOXML_2012, PPTX Transitional (Office Open XML), ISO 29500:2008-
2016; ECMA-376, Editions 1-5
« PPTX/OOXML_Strict 2012, PPTX Strict (Office Open XML), ISO 29500:2008-
2016; ECMA-376, Editions 2- 5
+ ALSX/O0XML_2012, XLSX Transitional (Office Open XML), 1SO 29500:2008-
2016; ECMA-376, Editions 1-5
* XLSX/OOXML Strict 2012, XLSX Strict (Office Open XML), 1SO 29500:2008-
2016; ECMA-376, Editions 2-5
«  MCE/OOXML_2012, Markup Compatibility and Extensibility (Office Open XML),
ISO 29500-3:2008- 2015 ECMA-376, Editions 1-5

= OPC
+ OPC/OOXML_2012, Open Packaging Conventions (Office Open XML), ISO
29500-2:2008-2012

= OpenXPs
+ OpenXPS, Open XML Paper Specification, ECMA-388 (.oxps)

= OPML
+« OPML_2.0, Outline Processor Markup Language (OPML) 2.0

= ORF
» ORF included in CAM_RAW, Camera Raw Formats (Group Description)

P

= PCM
= PCM, Pulse Code Modulated Audio

= PCX
» PCX, PiCture eXchange

= PDF
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= ORF

ORF included in CAM_RAW, Camera Raw Formats (Group Description)

P

= PCM
= PCM, Pulse Code Meodulated Audio

= PCX
» PCX, PiCture eXchange

= PDF
+ PDF_family, PDF (Portable Document Format} Family
+ PDF_1_3, PDF, Versions 1.0-1.3
+ PDF_1_4, PDF, Version 1.4
+ PDF_1_5, PDF, Version 1.5
+ PDF_1_6, PDF, Version 1.6
« PDF_1 7, PDF, Version 1.7, (ISO 32000-1: 2008)
« PDF_1 7 ext03, PDF, Version 1.7, ExtensionLevel 3
« PDF_1 7 geospatial, PDF, Version 1.7, ExtensionLevel 3, Geospatial Enceding
(Adobe]
» PDF_1_7 ext05, PDF, Version 1.7, ExtensionLevel 5
= PDF_2 0, PDF, Version 2.0, (IS0 32000-2: 2017)
+ PDE/A_family, PDF for Long-term Preservation, Family
+ PDE/A-1, PDF for Long-term Preservation, Use of PDF 1.4
« PDF/A-1a, PDF for Long-term Preservation, Use of PDF 1.4, Level A
Conformance
+ PDF/A-1b, PDF for Long-term Preservation, Use of PDF 1.4, Level B
Conformance

.

.

File

.

.

- PFC

.

= PLY

.

= PNG

= PPT

.

= PPTX

.

= FRC

ProRes

.
= PST
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PDF/A-2, PDF for Long-term Preservation, Use of 1SO 32000-1 (PDF 1.7)
PDF/A-2a, PDF for Long-term Preservation, Use of ISO 32000-1 (PDF 1.7).
Level A Conformance

PDF/A-2u, PDF for Long-term Preservation, Use of ISO 32000-1 (PDF 1.7),
Level U Conformance

PDE/A-2b, PDF for Long-term Preservation, Use of ISO 32000-1 (PDF 1.7).
Level B Conformance

PDE/

DF/A-3, PDF for Long-term Preservation, Use of 1ISO 32000-1, With Embedded
'S

PDFE/A-4, PDF for Long-term Preservation, Use of ISO 32000-2 (PDF 2.0)
PDF/E-1, PDF Engineering Document Format, Use of PDF 1.6
PDF_Portfolio, POF Portfolio

PDF/R-1, PDF for Raster Image Transport and Storage. Based on PDF 1.4-1.7
(IS0 32000-1)

PDE/R-1_enc, PDF for Raster Image Transport and Storage. Encrypted, based
on PDF 2.0 (ISO 32000-2)

PDF/UA-1, PDF Enhancement for Accessibility, Use of 1ISO 32000-1 (PDF 1.7)
PDE/X_family, PDF/X Format Family (PDF for Prepress Graphics File Exchange)
PDF_Portfolio, PDF Portfolio

GeoPDF_file, GeoPDF File Format (TerraGo)

GeoPDF_OGC, GeoPDF Encoding (TerraGo 2.2), OGC Best Practice

PEF (for Braille)

PEF, Portable Embosser Format

PEF_Pentax

PEF_Pentax included in CAM_RAW, Camera Raw Formats (Group Description)

PEC, AOL Persenal Filing Cabinet

PLY, Polygon File Format Family

PNG, Portable Network Graphics

PostScript

PostScript_family, PostScript Format Family
EPS_3. Encapsulated PostScript (EPS) File Format, Version 3.x

MS-PPT. Microsoft Office Powerpoint 97-2003 Binary File Format {.ppt)

PPTX/O0XML 2012, PPTX Transitional (Office Open XML), ISC 29500:2008-
2016; ECMA-376, Editions 1-5

PPTX/OO0XML_Strict_2012, PPTX Strict (Office Open XML), 1ISO 29500:2008-
2016; ECMA-376, Editions 2-5

PRC, Product Representation Compact (PRC) File Format

See Apple_ProRes_422 Codec_Family, Apple ProRes 422 Codec Family
See Apple_ProRes_422_HQ, Apple ProRes 422 HQ

See Apple_ProRes_422, Apple ProRes 422

See Apple_ProRes_422_|T, Apple ProRes 422 LT

See Apple_ProRes_422 Proxy, Apple ProRes 422 Proxy

See Apple_ProRes_4444 Codec_Family, Apple ProRes 4444 Codec Family
See Apple_ProRes_RAW_ Codec_Family, Apple ProRes RAW Codec Family

PSB (Adobe Photoshop Large Document)

Adobe_Photoshop_Family, Adobe Photoshop File Format Family

PSD (Adobe Photoshop Document)

Adobe_Photoshop_Family, Adobe Photoshop File Format Family

PST_AMNSI, Microsoft Outlook 97-2002 Personal Folders File (ANSI)
PST_Unicode, Microsoft Outlook 2003 Personal Folders File (Unicode)
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« See Apple ProRes 4444 Codec_Family, Apple ProRes 4444 Codec Family
+ See Apple_ProRes RAW_ Codec_Family, Apple ProRes RAW Codec Family
PSB {Adobe Photoshop Large Document)
« Adobe Photoshop Family, Adebe Photoshop File Format Family
PSD (Adobe Photoshop Document)
« Adobe Photoshop Family, Adebe Photoshop File Format Family
= PST
* PST_ANSI, Microsoft Outlook 97-2002 Personal Folders File (ANSI)
« PST Unicode, Micresoft Outlook 2003 Personal Folders File (Unicode)
= PTM
* PTM, Polynomial Texture Map (PTM) File Format

QuickTime
+ QuickTime, QuickTime File Format
= QTA_MP3, QuickTime Audio, MP3 Codec
= QTA_AAC, QuickTime Audio, AAC Codec
« QTV Apple, QuickTime Video, Apple Codec
« OTV_AppleProRes422, QuickTime Video, Apple ProRes 422 Codec Family
« QTV_AppleProRes4444, QuickTime Video, Apple ProRes 4444 Codec Family
« QTV AppleProResRAW, QuickTime Video, Apple ProRes RAW Codec Family
« QTV _Cinepak, QuickTime Video, Cinepak Codec
s QTV _Sorenscn, QuickTime Video, Sorenson Codec
» QTV_M|PEG, QuickTime Video, Motion JPEG Codec
« QTV_MPEG, QuickTime Video, MPEG-1 Codec
» QTV_ Y210, QuickTime File Format with V210 Video Encoding
= QTV_UYVY, QuickTime File Format with UYVY (2vuy) Video Encoding
» QTV_YUYZ, QuickTime File Format with YUY2 (yuv2) Video Encoding

= R Data (statistics)
= RData_family, R Data Format Family (.rdata, .rda)
= RAF
* RAF included in CAM_RAW, Camera Raw Formats (Group Description)
= RAR
= RAR_Family, RAR Archive File Format Family
= RAR2, RAR Archive File Format, Version 2
+ RAR3, RAR Archive File Format, Version 3
+ RAR4, RAR Archive File Format, Version 4
= RARS, RAR Archive File Format, Version 5
RData (statistics)
» RData_family, R Data Format Family (.rdata, .rda)
RealMedia
= RealAudio_10, Version 10
» RealAudio_RA, RealAudio Codec
+ RealAudio_AAC, AAC Codec
» RealAudio_LL, Lossless Codec
» RealAudio_MC, Multichannel Codec
+ RealVideo_10, Version 10
= RIFF
= RIFF. Resource Interchange File Format
= RMID
= BMID, RIFF-based MIDI File Format
= RPF
+ RPF, Raster Product Format
= RTF
= RTF, Rich Text Format (RTF) Family

= RTI
= RTI, Reflectance Transformation Imaging (RTI) File Format

= 7z
= 7z, 7z File Format
SAS (XPORT)
+ SAS_xport_family. SAS Transpert File Format (XPORT) Family
* SAS_xport_5, SAS Version 5 Transport File Format (XPORT)
+ SAS_xport_8, SAS Version 8 Transport File Format (XPORT)

« SDTS, Spatial Data Transfer Standard (SDTS)
+ SDTS_TVP, Spatial Data Transfer Standard - Topological Vector Profile

= SGML
= SGML, Standard Generalized Markup Language (SGML). ISO 8879:1986
= Shapefile
= ESRI_shape, ESRI Shapefile
= SHN
s SHHN, Shorten Lossless Audio Format
= SIARD
» SIARD 1 0, SIARD (Software Independent Archiving of Relational Databases)
Version 1.0
= SIB

= 5IB, Sibelius Music Notation Format

cioc
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Shapefile

= ESRI_shape, ESRI Shapefile
= SHN

* SHN, Shorten Lossless Audio Format
SIARD

+ SIARD_1_0, SIARD (Software Independent Archiving of Relational Databases)
Version 1.0

= SIB
= SIB, Sibelius Music Notation Format
= SIRF
» SIRF, Self-Contained Information Retention Format
= SLPK
» SLPK, SLPK Scene Layer Package (for I35 layers)
SMF MIDI
» SMF, Standard MIDI File Format
= SMIL
+ SMIL, Synchronized Multimedia Integration Language
= SMS
« S5MS, Short Message Service (SMS) Message Format
Sorenson
» Sorenson_3, Version 3 (video codec)
SPIFF
= SPIFF, Still Picture Interchange Format
= SP55
+ SPSS_por_ASCIl, SPSS Portable File, ASCIl enceding (.por)
+ SPSS_sav_family, SPSS System Data File Format Family (.sav)
= SPX
+ SPX_1 2, Speex Audio Codec, Version 1.2
SQLite
= SQLite 3, SQLite, Version 3
= SRF
» SRF included in CAM_RAW, Camera Raw Formats (Group Description)
SubRip Subtitle format (SRT)
» SRT, SubRip Subtitle Format
Stata
+ Stata_dta_118, Stata Data File Format (.dta), Version 118
STEP {ISO 10303)
« STEP-file, STEP-file, ISO 10303-21
= STL
« STL family, STL (STereoLithography) File Format Family
+ STL_ASCII, STL (STereoLithography) File Format, ASCII
« STL_binary, STL (STereoLithography) File Format, binary
Stream
+ Stream, KryoFlux Stream File
= 5UB
= SUB, VobSub Subtitle File
= SVG
+ SVG_family, Scalable Vector Graphics (SVG) File Format Family
« SVG 1 1, Scalable Vector Graphics (SVG), version 1.1
« SVG Tiny 1 2, Scalable Vector Graphics (SVG) Tiny, Version 1.2
+ SVG 2, Scalable Vector Graphics (SVG), Version 2
= SWF
* SWF_Family, Flash SWF File Format Family (LC authored)
» SWF_7, Macromedia Flash SWF File Format, Version 7
+ SWF_8, Adobe Flash SWF File Format, Version 8

3D Tiles
+ 3D _Tiles_1.0, 3D Tiles Archive File Format, Version 1.0

= 3DM

+ 3DM, 3D Model File Format Family
= 3MF

+ 3MF, 3D Manufacturing Format
= Tar

+ Tar, Tape Archive (tar) File Format Family
= TGA

« TGA_1, Truevision TGA, version 1.0

« TGA_2, Truevision TGA, version 2.0
. TIFF
» TIFF_6, Revision 6.0
« TIFF_G4, TIFF Bitmap with Group 4 Compression
« TIFF_LZW, TIFF Bitmap with LZW Compression
« TIFF_PYR, TIFF, Pyramid
« TIFF_UNC, TIFF Uncompressed Bitmap
« TIFF_UNC_EXIF, TIFF Uncempressed File with Exif Metadata
« TIFF/AT, TIFFAIT, for Image Technology (Prepress). (ISO 12369)
« TIFF/EP_1, TIFF/EP, for Electrenic Photography (ISO 12334-2:2001)
+ BigTIFF, BigTIFF
+« DRG_as TIFF, Digital Raster Graphic as TIFF
» GeoTIFF, GeoTIFF Revision 1.0

» THNFF Transnart Mentral Frcansulatinn Farmat
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. LIFF_FTH, HIFF, Fyramia

« TIFF_UNC, TIFF Uncompressed Bitmap

« TIFF_UMNC_EXIF, TIFF Uncompressed File with Exif Metadata

« TIFF/IT, TIFF/IT, for Image Technology (Prepress). (IS0 12369)

« TIFF/EP_1, TIFF/EP, for Electronic Photography (IS0 12334-2:2001)
« BigTIFF, BigTIFF

» DRG_as_TIFF, Digital Raster Graphic as TIFF

+ GeoTIFF, GeoTIFF Revision 1.0

+ TNEF, Transport Neutral Encapsulation Format

—

SV, TSV, Tab-Separated Values

« TTMLI1, Timed Text Markup Language Version 1
« TTMLZ, Timed Text Markup Language Version 2

+ TXM, Transmission X-Ray Microscopy

= U3D

* U3D_family, Universal 3D (U3D) format family. ECMA-363, Editions 1-4
Uncompressed video encodings

« Vid_Unc_Pix, Uncompressed YChCr Video Picture Stream Family

« Vid_Unc_Pix_422, Uncompressed YCbCr Video Picture Stream (4:2:2)

« V210, V210 Video Picture Enceding

= UYWY, UYVY Video Picture Encoding

« YUY2, YUY2 Video Picture Enceding

+ USAC, Unified Speech and Audio Coding

« USD, Universal Scene Description
« USDZ, Universal Scene Description Zipped

«  UTVY, UYVY Video Picture Encoding

= V210
« V210, V210 Video Picture Enceding

= VC-1

+ VC-1 video codec, see WMVI, Windows Media 9 Video Codec
vCard

« wCard, Virtual Card Format
VobSub IDX

« VobSub IDX, VobSub Subtitle Index
Vorbis

« Vorbis, Vorbis Audio Codec

« VP8, VP8 Video Codec
« VP9, VP9 Video Codec
» WPF, Vector Product Format

* VRM, VRM
* VRML, Virtual Reality Maodeling Language Family

« VSDX, Visio VSDX Drawing File Format

+ See WebVTT, Web Video Text Tracks Format (WebVTT)

* WACZ, Web Archive Collection Zipped

* WARC, Webh ARChive File Format

« WAVE, WAVE Audio File Format

« WAVE_|PCM, WAVE Audio File Fermat with LPCM Audio

« WAVE_BWF_1, Broadcast WAVE Audio File Format, Version 1
« WAVE BWF_2, Broadcast WAVE Audio File Format, Version 2

« WAVE _BWF_LPCM_1, Broadcast WAVE Audio File Format, Version 1, with LPCM
Audio

« WAVE BWF _LPCM_2, Breadcast WAVE Audio File Format, Version 2, with LPCM
Audio

Wavefront
« OB, Wavefront OBJ File Format
« MTL, Wavefront Material Template Library (MTL) File Format
= WebM
* WebM, WebM
= WebP
« WebP, WebP
= WKB
* WKB, Well-known Binary
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Audio

Wavefront

+ 0BJ, Wavefront OB File Format
+ MTL., Wavefront Material Template Library (MTL) File Format

WebM

+ WebM, WebM

WebP

« WebP, WebP

WKB

+« WEKB, Well-known Binary

WKT

*  WKT, Well-known Text

WebWTT

+ WebVTT, Web Video Text Tracks Format

WM (Windows Media)

« WMA, Windows Media Audio

o WMA_WMAS, Windows Media Audio File with WMAS Codec

« WMA WMAS_PRO, Windows Media Audio File with WMAZ Professional Codec
« WMA WMAS_LL, Windows Media Audio File with WMAS Lossless Codec

+ WMA9, Windows Media 9 Audio Codec

+ WMA9_PRO, Windows Media 9 Professional Audio Codec

= WMAS_LL, Windows Media 9 Lossless Audio Codec

+ WMP, Windows Media Photo, Version 1.0, see WMP_1_0, HD Photo, Version 1.0
« WMV, Windows Media Video

+ WMV_WMWVY, Windows Media Video with WMV Codec

+ WMV_WMVI_PRO, Windows Media Video with WMV9 Professional Codec

+ WMV9, windows Media 9 Video Codec; SMPTE VC-1

« WMV9 _PRO, Windows Media 9 Professional Video Codec

WordPerfect

* WPD, WordPerfect Document Family

WordStar

» WordStar, WordStar File Format Family

X3D

* X3D_family, Extensible 3D (X3D) File Format Family

X3F

+ X3F included in CAM_RAW, Camera Raw Formats (Group Description)

XAP

+ XAP, Silverlight Application Package

XFDL

+ XFDL, Extensible Forms Description Language

XHTML

« XHTML 1 0, Extensible HyperText Markup Language (XHTML), 1.0
« XHTML 1 1, Extensible HyperText Markup Language (XHTML), 1.1

XLS

« MS-XLS, Microsoft Office Excel 97-2003 Binary File Format {.xIs, BIFF8)

XLsB

» MS-X1SB, Microsoft Excel Binary (XLSB) Format (option in Excel 2007 and
later)

XLSX

* XLSX/OOXML_2012, XLSX Transitional (Office Open XML), 150 29500:2008-
2016; ECMA-376, Editions 1-5

o XLSX/OOXML_Strict 2012, XLSX Strict (Office Open XML), 150 29500:2008-
2016; ECMA-376, Editions 2-5

XMF

* XMF_1_0, XMF, eXtensible Music File Format, Version 1.0

XML

+ XML, XML (Extensible Markup Language)

+ XML _1_0, XML (Extensible Markup Language)} 1.0

+ XML _1_1, XML (Extensible Markup Language)} 1.1

+ XML_DTD, XML Document Type Definition (DTD)

+ XML _Schema_1_0, W3C XML Schema Language 1.0

XPS

« MS-XPS, Microsoft XML Paper Specification, (.xps)
+ OpenxPS, Open XML Paper Specification, ECMA-388 (.oxps)

XYZ

* XYZ, XYZ Point Cloud

rurza

o

* YUY2, YUYZ Video Picture Encoding

« ZIP_PK, ZIP file format (PKWARE)

« ZIP_6_2_0, ZIP file format, Version 6.2.0 (PKWARE)

« ZIP_6_3_3, ZIP file format, Version 6.3.3 (PKWARE)

« ZIP_21320_1, Document Container File: Core (based on ZIP 6.3.3)
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Sustainability of Digital Formats:

Planning for Library of Congress Collections | Search this site | co |

Format Description Categories >> Browse Alphabetical List

Exchangeable Image File Format (Exif) Family

Table of Contents

= Identification and description

= Local use

Sustainability factors

= Quality and functionality factors
= File type signifiers

* Notes

= Format specifications

» Useful references

Identification and description i

== Back
Format Description Properties
ID: fddo00618
Short name: EXIF_Family
Content categories: still-image, sound
Format Category: family
Other facets: container-wrapper, binary, unstructured, sampled
Last significant FDD update: 2023-11-03
Draft status: Full

Full name

Exchangeable Image File Format (Exif) Family

Description

The Exchangeable Image File Format (Exif) family is based on a specification that combines established file
enceding standards such as |PEG, TIFF, and WAV with structured, embedded metadata referred to as Exif
data. These specifications primarily focus on recording technical infermation. The first version of the JEIDA
{)apan Electronic Industry Development Association) authored specification published in 1996 is titled
Exchangeable image file format for Digital Still Cameras: Exif and was primarily associated with digital
photography (with the goal to document "the method of recording image data in files"). However, starting
with version 2.1, this was expanded to sound recerdings to capture "the methed of writing audie data in
files." In essence, they define the formats of images. sounds, tags, and other metadata found within files
generated by digital still cameras and similar systems.

The Exif specification is divided into two main categories: image file specifications and audio file
specifications. The image file specifications support TIFF- and JFIF/)JPEG-based enceded files, while the audio
file specifications are geared toward WAVE files. While the Exif specification defines criteria for TIFF, PEG,
and WAV files, Exif data may also appear in other formats that don't adhere strictly to the specification.

The official title of this standard is "Exchangeable image file format for digital still camera” ,however, the
standard caters to both still image and audio files, encompassing the Exif image and the Exif audio file
specification. It's worth noting that this standard is applicable to various devices, including digital cameras,
digital video cameras (DVC), smartphones, digital photo frames, PCs, and printers, all of which have
functionalities related to capturing, generating, recording, displaying, editing, and printing images.

Exif metadata tags include descriptive metadata, copyright details, camera settings, technical image data,
date and time information, geographic data, and thumbnail storage.

Specifically for image data. the metadata fields include number of pixels, pixel aspect ratic (required to be
square 1:1), pixel composition and sampling (describing color space with the required values of RGB 4:4:4
and either Y:Cb:Cr = 4:2:2 or Y:Cb:Cr = 4:2:0), and image data arrangement.

For audio data, metadata fields include sampling frequency (with defined values per compression scheme),
bit size, channels {monaural or stereo [2 ch])) and compression scheme (with options of uncompressed Pulse
Code Modulation [PCM], uncompressed p-Law or Mu-Law or compressed Adaptive Differential PCM Sound
Format [ADPCM]) within a WAVE Audio File Format container.

When these formats are used as Exif/DCF (Design rule for Camera File System) files in conjunction with the
DCF Standard (which guarantees interoperability among various device types), their scope extends to
devices, systems, recording media, and application software designed to handle them (as specified in Version
3.0 of the specification).

See History for a timeline of the Exif specification versions and Self Documentation for version-declaring
embedded metadata.

Production phase

Generally applied by cameras in initial-state picture creation; may alsc be used for middle- and final-state
archiving or end-user delivery.

Relationship to other formats

Has subtype

EXIF_2_2, Exif Exchangeable Image File Format, Version 2.2

Used by JPEG_EXIF, |PEG Encoded File with Exif Metadata. Details about Exif data for JPEG in Exif Specification version
3.
Used b TIFF_UNC_EXIF, TIFF Uncompressed File with Exif Metadata. Details about Exif data for TIFF in Exif
y Specification version 3.
Used by WAWVE with Exif Metadata. Not described separately at this time. Details about Exif data for WAV in Exif

Specification.

Local use !

LC experience or existing holdings

The Prints and Photographs Division and the Manuscript Division have collections containing digital-camera
generated photographs in JPEG_EXIF as well as TIFF_UNC_EXIF. Specific Exif versions are unknown.

LC preference

See the Library of Congress Recommended Foermats Statement for format preferences for still image works
and audio works. The RFS does not mandate or suggest the use of Exif data.

Sustainability factors i

Disclosure

Fully documented; developed under the auspices of |EITA (Japan Electronics and Information Technology
Industries Association). Since 2009, JEITA and CIPA (Camera and Imaging Products Association) have jointly
managed the Exif standard.

Documentation

Fully documented. The most recent version, as of this writing in November 2023 is Exchangeable image file
format for digital still cameras: version 3. Jointly published as CIPA: DC-008-2023 and |IETA: CP-3451F.

Adoption

Supported by almost all digital cameras. Widely supported by smartphone cameras and PC cameras, digital
photo frames, printers, and similar. See a non-definitive list of formats and tags on the ExifTool Tag_ Names
table index.

Licensing and patents

TIFF Uncompressed File with Exif Metadata and JPEG Encoded File with Exif Metadata.
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Sustainapiity ractors -

Disclosure

Fully documented: developed under the auspices of JEITA {Japan Electronics and Information Technology
Industries Association). Since 2009, |EITA and CIPA (Camera and Imaging Products Association) have jointly
managed the Exif standard.

Documentation

Fully documented. The most recent version, as of this writing in November 2023 is Exchangeable image file
format for digital still cameras: version 3. Jointly published as CIPA: DC-008-2023 and JIETA: CP-3451F.

Adoption

Supported by almost all digital cameras. widely supported by smartphone cameras and PC cameras, digital
photo frames, printers, and similar. See a non-definitive list of formats and tags on the ExifTool Tag Names
table index.

Licensing and patents

TIFF Uncompressed File with Exif Metadata and JPEG Encoded File with Exif Metadata.

Transparency

See TIFF Uncompressed File with Exif Metadata and |PEG Encoded File with Exif Metadata.

Self-documentation

The Exif version is stored as 4 bytes at the start of the file classified as Al, A2, B1, and B2. Al and A2 hold
the upper part of the version and B1 and B2 store the lower. When updating the standard version, the
following rules apply:

1. If changes allow data readers to recognize conventional information and skip data with new functions, the
lower part of the version (B1, B2} changes.

2. If there's a risk that an older data reader might malfunction due to new specs, the upper part of the
version (Al, A2) changes.

Players should support playback of files from earlier versions of the standard. See section 4.6.6.1.1 of the
specification for more details.

See TIFF Uncompressed File with Exif Metadata and |JPEG Encoded File with Exif Metadata. Exif tags are
included in Tags for TIFF and Related Specifications.

External dependencies

None. The standard states that all players must be future-compatible with versions earlier than the supported
standard.

Technical protection considerations

None. However, the standard supports the ability for custom metadata fields to be added. Some camera
manufacturers use this to store encrypted metadata. The specification does not mention encryption. For an
example of encrypted metadata fields added by a manufacturer, see Phil Harvey's Exiftool page on Nikon
cameras.

Quality and functionality factors :

Still Image

Mormal rendering

Good support. The presence of Exif data does not influence typical image rendering.

Clarity (high image resolution)

See TIFF Uncompressed File with Exif Metadata and |PEG Encoded File with Exif Metadata.

Coler maintenance

See TIFF Uncompressed File with Exif Metadata and |PEG Encoded File with Exif Metadata.

Version 2.0 introduced sRGB support.

Versions 2.2 and forward have tags which permit the identification of files that use sRGB.1. Exif 2.2 also
allows the identification of the Adobe RGE color profile. There appears to be no Exif tag for the ICC profile for
a capture device. See Exif Exchangeable Image File Format. Version 2.2 for more detail.

Support for vector graphics, including graphic
effects and typography

No suppert for vector graphics.

Support for multispectral bands

None.

Functionality beyond normal rendering

Supports thumbnails and audio content. See below for more detail on audio quality and functionality.

Sound

Mormal rendering

Good support. The presence of Exif data does not influence typical audio playback.

Fidelity (high audio resolution)

Good, depending on encoding, sampling frequency, and word length. Exif supports the following encodings:
LPCM and p-Law PCM (conforming to ITU-T G.711) for uncompressed audio data; IMA ADPCM (Adaptive
Differential PCM) for compressed audio data. Highest fidelity from LPCM is limited in this standard to CD
quality (44.1 kHz sampling and 16 bit words).

Multiple channels

Sterec or monoaural only.

See specifications for Version 2.2 and Version 3.0 for more details.

Support for user-defined sounds, samples, and
patches

None.

Functionality beyond normal rendering

None beyond the above described still image support.

File type signifiers and format identifiers :

Tag Value Note

Filename extension wav From Exif Specification version 3 and previous versions with "wav" added starting version 2.1. While the
jpg container formats may accept other extensions, such as "jpeg" or "tif", the Exif specification declares only
tif these values.

Internet Media Type See related format.

See TIFF Uncompressed File with Exif Metadata and |PEG Encoded File with Exif Metadata.

Magic numbers See related format.

See TIFF Uncompressed File with Exif Metadata and |PEG Encoded File with Exif Metadata.

Pronom PUID x-fmt/397 Exchangeable Image File Format (Audio), Version 2.0. Short name Exif Audio (2.0). See
http:/iwww.nationalarchives.gov.uk/PRONOM/x-fmt/397.

Pronom PUID x-fmt/389 Exchangeable Image File Format (Audio), Version 2.1. Short name Exif Audio (2.1). See
http:/iwww.nationalarchives.gov.uk/PRONOM/x-fmt/389.

Pronom PUID See related format. See also TIFF Uncompressed File with Exif Metadata

Pronom PUID See related format. See also JPEG Encoded File with Exif Metadata

Wikidata Title ID Q196465 Wikidata entry for Exif format. See https://www.wikidata.org/wiki/Q196465.

Wikidata Title ID Q26383099 Wikidata entry for Exif image family. See https:/www.wikidata.org/wiki/026383099,

Wikidata Title ID Q43976633 Wikidata entry for Exif audio family. See https://www wikidata.org/wiki/043976633.

Notes !

General Global positioning system (GPS) support was introduced in Version 2.0. Further improvements to GPS support

were added in Version 2.2,

Supporting tags for compesite images were added in Version 2.32.
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Wikidata Title ID Q26383099 Wikidata entry for Exif image family. See https://www.wikidata org/wiki/026383099,

Wikidata Title 1D Q43976633 Wwikidata entry for Exif audio family. See https://www.wikidata.org/wiki/043976633.
Notes !
General Global positioning system (GPS) support was introduced in Version 2.0. Further improvements to GPS support

were added in Version 2.2.
Supporting tags for composite images were added in Version 2.32.

Version 3.0 added support for UTF-8/Unicode, Box-structured data, and added or changed the definitions for
several tags including: Title, Photographer, ImageEditor, CameraFirmware, RAWDevelopingSoftware,
ImageEditingSoftware, MetadataEditingSoftware, Software, Artist, ImageUniquelD, GPSAltitudeRef,
GPSMeasureMode, XResolution, YResolution, ResolutionUnit, and FlashpixVersion. UTF-8 character suppert
became Exif compliant in this version.

When Exif is utilized with JPEG files, it stores Exif data within one of JPEG's predefined utility Application
Segments known as APPL (with the segment marker OxFFEL). Essentially, this segment functions as a
container for an entire TIFF file. In the case of Exif usage with TIFF files, including those embedded within
other TIFF files, the TIFF Private Tag 0x8769 establishes a sub-Image File Directory (IFD} that houses Exif-
specific TIFF Tags. Furthermore, Exif defines a Global Positioning System sub-IFD through the TIFF Private Tag
0x8825 to store location data, and it specifies an "Interoperability IFD" within the Exif sub-IFD using the Exif
tag OxAOOS,

History EXIF was developed by Japan Electronic Industries Development Association (JEIDA). In 2000, JEIDA and the

Electronic Industries Development Association (EIA]) merged to form the Japan Electronics and Information
Technology Industries Association (JEITA). In 2009 the Camera and Imaging Products Association (CIPA) joined
JEITA in the management of the Exif standard. CIPA was established in 2002 as a successor to the Japan
Camera Industry Association (JCIA). CIPA consists of companies engaged in the development, production, or
distribution of digital cameras, imaging-related products, and software.

About JEITA: "The Japan Electronics and Information Technology Industries Association (JEITA) was formed on
November 1, 2000, through the merger of the Electronic Industries Association of Japan (EIA)) and Japan
Electronic Industries Development Association (JEIDA). JEITA is a new industry organization in Japan with
activities covering both the electronics and information technology (1T) fields."

(http:/fwww. jeita.orjp/english/about/what/).

About CIPA: The Camera and Imaging Products Association (CIPA) was established in 2002 as a successor
organization to the Japan Camera Industry Association {JCIA). JCIA participated in the original development of
Exif. CIPA "is an industry asseciation consisting of companies engaged in the development, production, or
distribution of digital cameras, imaging-related products, and software"
(http://www.cipa.jp/guide/documents/e/en0203.pdf).

Timeline for Exif development:

Wersion 1.0. Published October 1995.

wersion 1.1. Published May 1997

Wersion 2.0. Published November 1997.
Wersion 2.1. Published December 1998.

Wersion 2.2.

Wersion 2.21. Published September 2003 as a set of changes. Promoted as "Exif Print."

Unified Version 2.21. Published September 2009.

version 2.3. Published April 2010.

Version 2.3 (Revised 2012). Published December 2012 (with two explanations corrected).

Wersion 2.31: Published in July 2016.

Version 2.32: Published in May 2019.
Wersion 3.0: Published in May 2023.

Format specifications i

Specifications for Exif 2.1 and 2.2 from former Exif.org site (http://web.archive.org/web/20131230103425/http://exif.org/specifications.html).

Specifications for Exif Version 2.3 (http://www.cipa.jp/std/documents/e/DC-008-2010_E .pdf).

Specifications for Exif Version 2.3 (2012 Revisicn) {http://www.cipa.jp/std/documents/e/DC-008-2012_E.pdf).

Specifications for Exif Version 2.31 (http:/fwww.cipa.jp/std/doecuments/e/DC-008-Translation-2016-E.pdf).

Specifications for Exif Version 2.32 (https://www.cipa.jp/std/documents/download_e.html?DC-010-2020_E).

Exif Version 3.0 (https://www.cipa.jp/std/documents/download_e.htm|?DC-008-Translation-2023-E).

Useful references

URLs

See also |PEG_EXIF, TIFF_UNC_EXIF and EXIF_2_2.

ExifTool Tag_ Names (https://exiftool.org/TagNames/index.html).

Library of Congress - TIFF Tags (https://www.loc.gov/preservation/digital/formats/content/tiff_tags.shtml).

Japan Electronics and Information Technology Industries Association (JEITA) - About |EITA. (http://www.jeita.or.jp/englishfabout/what/).
Camera and Imaging_Products Association (CIPA) - About CIPA (http://www.cipa.jp/guide/documents/e/en0203.pdf).

GitHub - TIFF/Exif File Format Structure. Ange Albertini's binary infographic for TIFF with Exif data. (https:/fgithub.com/corkamifpics/blob/master/binary/tiff_exif.png).

MIT Media Lab - DeepView: Exif Data Visualization (https:/fwww.media.mit.edu/pia/Research/deepview/exif.html).

IPTC News - Exif 3.0 Released Featuring UTF-8 Support (https:/fwww.iptc.org/news/exif-3-0-released-featuring-utf-8-support/).

Wikidata entries:
o Wikidata entry for Exif format (https:/fwww.wikidata.org/wiki/Q196465).
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. .
container for an entire TIFF file. In the case of Exif usage with TIFF files, including those embedded within
other TIFF files, the TIFF Private Tag 0x8769 establishes a sub-Image File Directory (IFD) that houses Exif-
specific TIFF Tags. Furthermore, Exif defines a Global Positioning System sub-IFD through the TIFF Private Tag
0x8825 to store location data, and it specifies an "Interoperability IFD" within the Exif sub-IFD using the Exif
tag OxAQOS.

History

EXIF was developed by Japan Electronic Industries Development Association (JEIDA). In 2000, JEIDA and the
Electronic Industries Development Association (EIAJ} merged to form the Japan Electronics and Information
Technology Industries Association (JEITA). In 2009 the Camera and Imaging_Products Association (CIPA) joined
JEITA in the management of the Exif standard. CIPA was established in 2002 as a successor to the Japan
Camera Industry Association {JCIA). CIPA consists of companies engaged in the development, production, or
distribution of digital cameras, imaging-related preducts, and software.

About JEITA: "The Japan Electronics and Information Technolegy Industries Association (JEITA} was formed on
November 1, 2000, through the merger of the Electronic Industries Association of Japan (EIA]) and Japan
Electronic Industries Development Association (JEIDA). JEITA is a new industry organization in Japan with
activities covering both the electrenics and information technolegy (IT) fields.”
(http:/iwww.jeita.orjp/english/faboutiwhat/).

About CIPA: The Camera and Imaging Products Association (CIPA) was established in 2002 as a successor
organization te the Japan Camera Industry Association (JCIA). JCIA participated in the original development of
Exif. CIPA "is an industry association consisting of companies engaged in the development, production, or
distribution of digital cameras, imaging-related products, and software”
(http://www.cipa.jp/guide/documents/e/en0203.pdf).

Timeline for Exif development:

+ Version 1.0. Published October 1995.

.

version 1.1. Published May 1997
Wersion 2.0. Published November 1997.

Version 2.1. Published December 1998.

.

Wersion 2.2.

Wersion 2.21. Published September 2003 as a set of changes. Promoted as "Exif Print."

Unified Version 2.21. Published September 2009,

Wersion 2.3. Published April 2010.

.

Wersion 2.3 (Revised 2012). Published December 2012 (with two explanations corrected).

Version 2.31: Published in july 2016.

.

Version 2.32: Published in May 2019.

Wersion 3.0: Published in May 2023,

Format specifications i

« Specifications for Exif 2.1 and 2.2 from former Exif.org_site (http://web.archive.org/web/20131230103425/http://exif.org/specifications.html).

» Specifications for Exif Version 2.3 (http://www.cipa.jp/std/documents/e/DC-008-2010_E.pdf).

+ Specifications for Exif Version 2.3 (2012 Revision) (http:/fwww.cipa.jp/std/documents/e/DC-008-2012_E.pdf).

» Specifications for Exif Version 2.31 (http://www.cipa.jp/std/documents/e/DC-008-Translation-2016-E.pdf).

+ Specifications for Exif Version 2.32 (https://www.cipa.jp/std/documents/downlead_e.html?DC-010-2020_E).
» Exif Version 3.0 (https://www.cipa.jp/std/documents/download_e.html?DC-008-Translation-2023-E).

Useful references
URLs

See also |PEG_EXIF, TIFF_UNC _EXIF and EXIF_2_2.

.

ExifTool Tag Names (https:/fexiftool.org/TagNames/findex.html).

Library of Congress - TIFF Tags (https://www.loc.gov/preservatien/digital/formats/content/tiff_tags.shtml).

.

.

Wikidata entries:
o Wikidata entry for Exif format (https://www.wikidata.org/wiki/Q196465).

o Wikidata entry for Exif image family. (https://www.wikidata.org/wiki/Q26383099).

o Wikidata entry for Exif audio family. (https:/f/www.wikidata.org/wiki/Q43976633).

Pronom entries:

Japan Electronics and Information Technology Industries Association (JEITA) - About JEITA. (http://www.jeita.or.jp/english/about/what/).

Camera and Imaging Products Association (CIPA) - About CIPA (http:/fwww.cipa.jp/guide/documents/efen0203.pdf).

GitHub - TIFF/Exif File Format Structure. Ange Albertini's binary infographic for TIFF with Exif data. (https://github.com/corkami/pics/blob/master/binary/tiff_exif.png).
MIT Media Lab - DeepView: Exif Data Visualization (https://www.media.mit.edu/pia/Research/deepview/exif.html).

IPTC News - Exif 3.0 Released Featuring UTF-8 Support (https://www.iptc.org/news/exif-3-0-released-featuring-utf-8-support/).

o PRONOM entry for x-fmt/397, Exchangeable Image File Format {Audio), Version 2.0. Short name Exif Audio (2.0). (http://www.nationalarchives.gov.uk/PRONOM/x-

fmt/397).

o PRONOM entry for x-fmt/389, Exchangeable Image File Format {Audio), Version 2.1. Short name Exif Audio (2.1). (http://www.nationalarchives.gov.uk/PRONOM/x-

fmt/389).

o PRONOM entry for x-fmt/396, Exchangeable Image File Format {Audio), Version 2.2. Short name Exif Audio (2.2). (http://www.nationalarchives.gov.uk/PRONOM/x-

fmt/396).
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