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Foreword

This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal
TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an
identifying change of release date and an increase in version number as follows:

Version x.y.z
where:
x the first digit:
1 presented to TSG for information;
2 presented to TSG for approval;
3 or greater indicates TSG approved document under change control.

y the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections,
updates, etc.

z the third digit is incremented when editorial only changes have been incorporated in the document.
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1 Scope

The present document specifies and establishes the characteristics of the physical layer procedures for control
operations in 5G-NR.

2 References

The following documents contain provisions which, through reference in this text, constitute provisions of the present
document.

[1] 3GPP TR 21.905: "Vocabulary for 3GPP Specifications"

[2] 3GPP TS 38.201: "NR; Physical Layer — General Description”

[3] 3GPP TS 38.202: "NR; Services provided by the physical layer"

[4] 3GPP TS 38.211: "NR; Physical channels and modulation"

[5] 3GPP TS 38.212: "NR; Multiplexing and channel coding"

[6] 3GPP TS 38.214: "NR; Physical layer procedures for data"

[7] 3GPP TS 38.215: "NR; Physical layer measurements"

[8-1] 3GPP TS 38.101-1: "NR; User Equipment (UE) radio transmission and reception; Part 1: Range 1
Standalone"

[8-2] 3GPP TS 38.101-2: "NR; User Equipment (UE) radio transmission and reception; Part 2: Range 2
Standalone"

[8-3] 3GPP TS 38.101-3: "NR; User Equipment (UE) radio transmission and reception; Part 3: Range 1
and Range 2 Interworking operation with other radios"

[9] 3GPP TS 38.104: "NR; Base Station (BS) radio transmission and reception"

[10] 3GPP TS 38.133: "NR; Requirements for support of radio resource management"

[11] 3GPP TS 38.321: "NR; Medium Access Control (MAC) protocol specification"

[12] 3GPP TS 38.331: "NR; Radio Resource Control (RRC); Protocol specification”

[13] 3GPP TS 36.213: "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer
procedures"
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3 Definitions, symbols and abbreviations

3.1 Definitions

For the purposes of the present document, the terms and definitions given in [1, TR 21.905] and the following apply. A
term defined in the present document takes precedence over the definition of the same term, if any, in [1, TR 21.905].

3.2 Symbols

For the purposes of the present document, the following symbols apply:

3.3 Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An
abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any,
in [1, TR 21.905].

BWP Bandwidth part

CB Code block

CBG Code block group

CCE Control channel element

CRC Cyclic redundancy check

CSI Channel state information

DAI Downlink assignment index

DC Dual connectivity

DCI Downlink control information

DL Downlink

DL-SCH Downlink shared channel

EPRE Energy per resource element

EN-DC E-UTRA NR dual connectivity with MCG using E-UTRA and SCG using NR
FR Frequency range

GSCN Global synchronization channel number
HARQ-ACK  Hybrid automatic repeat request acknowledgement
MCG Master cell group

MCS Modulation and coding scheme

PBCH Physical broadcast channel

PCell Primary cell

PDCCH Physical downlink control channel
PDSCH Physical downlink shared channel
PRACH Physical random access channel

PRB Physical resource block

PRG Physical resource block group

PSCell Primary secondary cell

PSS Primary synchronization signal
PUCCH Physical uplink control channel

PUCCH-SCell

PUCCH SCell

PUSCH Physical uplink shared channel
QCL Quasi-collocation

RB Resource block

RE Resource element

RRM Radio resource management

RS Reference signal

RSRP Reference signal received power
SCG Secondary cell group

SFN System frame number

SPS Semi-persistent scheduling

SR Scheduling request

SRI SRS resource indicator

SRS Sounding reference signal

SSS Secondary synchronization signal

3GPP
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TA
TAG
UcCl

UE

UL
UL-SCH

Timing advance

Timing advance group
Uplink control information
User equipment

Uplink

Uplink shared channel

3GPP

3GPP TS 38.213 V15.2.0 (2018-06)
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4 Synchronization procedures
4.1 Cell search

Cell search is the procedure by which a UE acquires time and frequency synchronization with a cell and detects the
physical layer Cell ID of that cell.

A UE receives the following synchronization signals (SS) in order to perform cell search: the primary synchronization
signal (PSS) and secondary synchronization signal (SSS) as defined in [4, TS 38.211].

A UE assumes that reception occasions of a physical broadcast channel (PBCH), PSS, and SSS are in consecutive
symbols, as defined in [4, TS 38.211], and form a SS/PBCH block. The UE assumes that SSS, PBCH DM-RS, and
PBCH data have the same EPRE. The UE may assume that the ratio of PSS EPRE to SSS EPRE in a SS/PBCH block in
a corresponding cell is either 0 dB or 3 dB. If the UE has not been provided dedicated higher layer parameters, the UE
may assume that the ratio of PDCCH DMRS EPRE to SSS EPRE is within -8 dB and 8 dB when the UE monitors
PDCCHs for a DCI format 1 0 with CRC scrambled by SI-RNTI, P-RNTI, or RA-RNTI.

For a half frame with SS/PBCH blocks, the first symbol indexes for candidate SS/PBCH blocks are determined
according to the subcarrier spacing of SS/PBCH blocks as follows, where index 0 corresponds to the first symbol of the
first slot in a half-frame.

- Case A - 15 kHz subcarrier spacing: the first symbols of the candidate SS/PBCH blocks have indexes of {2, 8} +
14*n. For carrier frequencies smaller than or equal to 3 GHz, n=0, 1. For carrier frequencies larger than 3 GHz
and smaller than or equal to 6 GHz, n=0, 1, 2, 3.

- Case B - 30 kHz subcarrier spacing: the first symbols of the candidate SS/PBCH blocks have indexes {4, 8, 16,
20} + 28*n. For carrier frequencies smaller than or equal to 3 GHz, n=0. For carrier frequencies larger than 3
GHz and smaller than or equal to 6 GHz, n=0, 1.

- Case C - 30 kHz subcarrier spacing: the first symbols of the candidate SS/PBCH blocks have indexes {2, 8} +
14*n. For carrier frequencies smaller than or equal to 3 GHz, n=0, 1. For carrier frequencies larger than 3 GHz
and smaller than or equal to 6 GHz, n=0, 1, 2, 3.

- Case D - 120 kHz subcarrier spacing: the first symbols of the candidate SS/PBCH blocks have indexes {4, 8, 16,
20} + 28*n. For carrier frequencies larger than 6 GHz, n=0, 1, 2, 3, 5,6, 7, 8§, 10, 11, 12, 13, 15, 16, 17, 18.

- Case E - 240 kHz subcarrier spacing: the first symbols of the candidate SS/PBCH blocks have indexes {8, 12,
16, 20, 32, 36, 40, 44} + 56*n. For carrier frequencies larger than 6 GHz, n=0, 1, 2, 3,5, 6, 7, 8.

From the above cases, the applicable ones for a cell depend on a respective frequency band, as provided in [8-1, TS
38.101-1] and [8-2, TS 38.101-2]. A same case applies for all SS/PBCH blocks on the cell.

The candidate SS/PBCH blocks in a half frame are indexed in an ascending order in time from 0 to L—1. A UE
determines the 2 LSB bits, for L =4, or the 3 LSB bits, for L >4, of a SS/PBCH block index per half frame from a
one-to-one mapping with an index of the DM-RS sequence transmitted in the PBCH. For L =64, the UE determines
the 3 MSB bits of the SS/PBCH block index per half frame by PBCH payload bits a- .,a- .,a, . as described in [4,

A+5°" a6 447
TS 38.212].

For SS/PBCH blocks providing higher layer parameter MasterInformationBlock to a UE, the UE can be configured by
higher layer parameter ssb-PositionsInBurst in SystemInformationBlockTypel, indexes of the SS/PBCH blocks for
which the UE does not receive other signals or channels in REs that overlap with REs corresponding to the SS/PBCH
blocks. The UE can also be configured per serving cell, by higher layer parameter ssb-PositionsInBurst in
ServingCellConfigCommon, indexes of the SS/PBCH blocks for which the UE does not receive other signals or
channels in REs that overlap with REs corresponding to the SS/PBCH blocks. A configuration by ssb-PositionsInBurst
in ServingCellConfigCommon overrides a configuration by ssb-PositionsInBurst in SystemInformationBlockTypel. A
UE can be configured per serving cell by higher layer parameter ssb-periodicityServingCell a periodicity of the half
frames for reception of the SS/PBCH blocks per serving cell. If the UE is not configured a periodicity of the half frames
for receptions of the SS/PBCH blocks, the UE assumes a periodicity of a half frame. A UE assumes that the periodicity
is same for all SS/PBCH blocks in the serving cell.

Petitioners' Exhibit 1006, p. 9
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For initial cell selection, a UE may assume that half frames with SS/PBCH blocks occur with a periodicity of 2 frames.
Upon detection of a SS/PBCH block, the UE determines that a control resource set for Type0-PDCCH common search

space is present if kg <23 [4, TS 38.211] for FR1 and if kgz <11 for FR2. The UE determines that a control
resource set for Type0-PDCCH common search space is not present if kgg; >23 for FR1 and if kg, >11 for FR2.

For a serving cell without transmission of SS/PBCH blocks, a UE acquires time and frequency synchronization with the
serving cell based on receptions of SS/PBCH blocks on the PCell, or on the PSCell, of the cell group for the serving
cell.

4.2 Transmission timing adjustments

If a UE is configured with two UL carriers in a serving cell, a same value of N., .. applies to both carriers. The value

Of Ny o 18 determined from the non-supplementary UL carrier. Ny, o i8 described in [10, TS 38.133].

Upon reception of a timing advance command for a TAG containing the primary cell or PSCell, the UE adjusts uplink
transmission timing for PUCCH/PUSCH/SRS of the primary cell or PSCell based on the received timing advance
command.

The UL transmission timing for PUSCH/SRS/PUCCH of a secondary cell is the same as the primary cell if the
secondary cell and the primary cell belong to the same TAG. If the primary cell in a TAG operates with paired DL/UL
spectrum and a secondary cell in the same TAG operates with unpaired DL/UL spectrum, a UE may assume that

N, 225560 for FR1 and N;, 213763 for FR2 [10, TS 38.133].

If the UE is configured with a SCG, the UL transmission timing for PUSCH/SRS/PUCCH of a secondary cell other
than the PSCell is the same as the PSCell if the secondary cell and the PSCell belong to the same TAG.

Upon reception of a timing advance command or a timing adjustment indication for a TAG not containing the primary
cell or PSCell, if all the serving cells in the TAG have the same duplex mode type, the UE adjusts uplink transmission
timing for PUSCH/SRS/PUCCH of all the secondary cells in the TAG based on the received timing advance command
or a timing adjustment indication where the UL transmission timing for PUSCH/SRS/PUCCH is the same for all the
secondary cells in the TAG.

Upon reception of a timing advance command or a timing adjustment indication for a TAG not containing the primary
cell or PSCell, if a serving cell in the TAG has a different duplex mode type compared to the duplex mode type of
another serving cell in the same TAG, the UE adjusts uplink transmission timing for PUSCH/SRS/PUCCH of all the
secondary cells in the TAG by using Np, e = 25560 for FR1 and Np, s =13763 for FR2 regardless of the duplex

mode type of the serving cells and based on the received timing advance command or a timing adjustment indication
where the UL transmission timing for PUSCH/SRS/PUCCH is the same for all the secondary cells in the TAG.

For carrier aggregation operation with paired spectrum operation on one or more serving cells and unpaired spectrum
operation on one or more other serving cells and in a TAG without PCell or PSCell, a UE adjusts a transmission time
for all SCells in the TAG using the largest TA offset value within the TAG.

The timing adjustment indication specified in [11, TS 38.321] indicates the initial N, used for a TAG. For a subcarrier

spacing of 2 -15 kHz, the timing advance command for a TAG indicates the change of the uplink timing relative to the
current uplink timing for the TAG as multiples of 16-64 -7, / 2# . The start timing of the random access preamble is
specified in [4, TS 38.211].

In case of random access response, a timing advance command [11, TS 38.321], 7, , for a TAG indicates N, values
by index values of 7, =0, 1, 2, ..., 3846, where an amount of the time alignment for the TAG for subcarrier spacing of

2#.15 kHz is given by N, =T, -16- 64/2“ . N, is defined in [4, TS 38.211] and is relative to the subcarrier spacing
of the first uplink transmission from the UE after the reception of the random access response.

In other cases, a timing advance command [11, TS 38.321], 7, , for a TAG indicates adjustment of the current N,

value, Nip ga» t0 the new N, value, N, by index values of 7, =0, 1, 2,..., 63, where for a subcarrier spacing of

A_new °

2# 15 kHz, Nyp o = Ny g +(T) —31)-16-64/2 .
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If a UE has multiple active UL BWPs, as described in Subclause 12, in a same TAG, including UL BWPs in two UL
carriers of a serving cell, the timing advance command value is relative to the largest subcarrier spacing of the multiple
active UL BWPs. The applicable N, value for an UL BWP with lower subcarrier spacing may be rounded to align
with the timing advance granularity for the UL BWP with the lower subcarrier spacing while satisfying the timing
advance accuracy requirements in [10, TS38.133].

A_new

Adjustment of N;, value by a positive or a negative amount indicates advancing or delaying the uplink transmission
timing for the TAG by a given amount, respectively.

For a timing advance command received on uplink slot 7, the corresponding adjustment of the uplink transmission
+0S)T, |, Ny, isa

time duration of NV, symbols corresponding to a PDSCH reception time for PDSCH processing capability 1 when

timing applies from the beginning of uplink slot n+k where k = ’VN sbffameft (NT,1 + Ny, +N;

slot 'A,max

additional PDSCH DM-RS is configured, Ny, is a time duration of N, symbols corresponding to a PUSCH

preparation time for PUSCH processing capability 1 [6, TS 38.214], Nyy . is the maximum timing advance value that

can be provided by the TA command field of 12 bits, N, subframe is a number of slots per subframe, and T is the

slot
subframe duration of 1 msec. NV, and N, are determined with respect to the minimum subcarrier spacing among the
subcarrier spacings of all configured UL BWPs for all uplink carriers in a TAG and of their corresponding configured

DL BWPs as described in Subclause 12. Slot 7 and N3>™* are determined with respect to the minimum subcarrier

spacing among the subcarrier spacings of all configured UL BWPs for all uplink carriers in the TAG. N, is

‘A, max
determined with respect to the minimum subcarrier spacing among the subcarrier spacings of all configured UL BWPs
for all uplink carriers in the TAG and of the initial UL BWP provided by higher layer parameter initialuplinkBWP.

If a UE changes an active UL BWP between a time of a timing advance command reception and a time of applying a
corresponding adjustment of uplink transmission timing, the UE determines the timing advance command value based
on the subcarrier spacing of the new active UL BWP. If the UE changes an active UL BWP after applying an
adjustment of uplink transmission timing, the UE assumes a same absolute timing advance command value before and
after the active UL BWP change.

If the received downlink timing changes and is not compensated or is only partly compensated by the uplink timing
adjustment without timing advance command as specified in [10, TS 38.133], the UE changes N,, accordingly.

If two adjacent slots overlap due to a TA command, the latter slot is reduced in duration relative to the former slot.

4.3 Timing for secondary cell activation / deactivation

When a UE receives an activation command [11, TS 38.321] for a secondary cell in slot #, the corresponding actions in
[11, TS 38.321] shall be applied no later than the minimum requirement defined in [12, TS 38.331] and no earlier than
slot n+k, except for the following:

- the actions related to CSI reporting on a serving cell which is active in slot n+k

- the actions related to the sCellDeactivationTimer associated with the secondary cell [11, TS 38.321]
which shall be applied in slot n+k

- the actions related to CSI reporting on a serving cell which is not active in slot n+k
which shall be applied in the earliest slot after n+k in which the serving cell is active.

When a UE receives a deactivation command [11, TS 38.321] for a secondary cell or the sCellDeactivationTimer
associated with the secondary cell expires in slot 7, the corresponding actions in [11, TS 38.321] shall apply no later
than the minimum requirement defined in [10, TS 38.133], except for the actions related to CSI reporting on a serving
cell which is active which shall be applied in slot n+k.
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3 Radio link monitoring

The downlink radio link quality of the primary cell is monitored by a UE for the purpose of indicating out-of-sync/in-
sync status to higher layers. The UE is not required to monitor the downlink radio link quality in DL BWPs other than
the active DL BWP on the primary cell.

If the UE is configured with a SCG, as described in [12, TS 38.331], and the parameter r/f-TimersAndConstants is
provided by the higher layers and is not set to release, the downlink radio link quality of the PSCell of the SCG is
monitored by the UE for the purpose of indicating out-of-sync/in-sync status to higher layers. The UE is not required to
monitor the downlink radio link quality in DL BWPs other than the active DL BWP, as described in Subclause 12, on
the PSCell.

A UE can be configured for each DL BWP of a SpCell [11, TS 38.321] with a set of resource indexes, through a
corresponding set of higher layer parameters RadioLinkMonitoringRS, for radio link monitoring by higher layer
parameter failureDetectionResources. The UE is provided by higher layer parameter RadioLinkMonitoringRS, with
either a CSI-RS resource configuration index, by higher layer parameter csi-RS-Index, or a SS/PBCH block index, by

higher layer parameter ssb-Index. The UE can be configured with up to N x_rm RadioLinkMonitoringRS for link
recovery procedures, as decribed in Subclause 6, and radio link monitoring. From the N p_giu

RadioLinkMonitoringRS, up to Ny RadioLinkMonitoringRS can be used for radio link monitoring depending on a

maximum number L of candidate SS/PBCH blocks per half frame as described in Subclause 4.1, and up to two
RadioLinkMonitoringRS can be used for link recovery procedures.

If the UE is not provided higher layer parameter RadioLinkMonitoringRS and the UE is provided by higher layer
parameter 7CI-state for PDCCH one or more RSs that include one or more of a CSI-RS and/or a SS/PBCH block

- the UE uses for radio link monitoring the RS provided for the active TCI state for PDCCH if the active TCI state
for PDCCH includes only one RS

- if the active TCI state for PDCCH includes two RS, the UE expects that one RS has QCL-TypeD and the UE
uses the one RS for radio link monitoring; the UE does not expect both RS to have QCL-TypeD

- the UE is not required to use for radio link monitoring an aperiodic RS

A UE does not expect to use more than Ny, RadioLinkMonitoringRS for radio link monitoring when the UE is not
provided higher layer parameter RadioLinkMonitoringRS.

Values of N _pim and Ny for different values of L are given in Table 5-1.

Table 5-1: Nz v and Ny, as a function of maximum number L of SS/PBCH blocks per half frame

N LR-RLM N RLM
2 2
6 4
64 8 8

For a CSI-RS resource configuration, the higher layer parameter powerControlOffsetSSis not applicable and a UE
expects to be provided only 'No CDM' from higher layer parameter cdm-Type, only '1' and '3' from higher layer
parameter density, and only 'l port' from higher layer parameter nrofPorts [6, TS 38.214].

In non-DRX mode operation, the physical layer in the UE assesses once per indication period the radio link quality,
evaluated over the previous time period defined in [10, TS 38.133] against thresholds (Qout and Qi) configured by
higher layer parameter rliminSyncOutOfSyncThreshold. The UE determines the indication period as the maximum
between the shortest periodicity for radio link monitoring resources and 10 msec.

In DRX mode operation, the physical layer in the UE assesses once per indication period the radio link quality,
evaluated over the previous time period defined in [10, TS 38.133], against thresholds (Qou and Qin) provided by higher
layer parameter #/mInSyncOutOfSyncThreshold. The UE determines the indication period as the maximum between the
shortest periodicity for radio link monitoring resources and the DRX period.
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The physical layer in the UE indicates, in frames where the radio link quality is assessed, out-of-sync to higher layers
when the radio link quality is worse than the threshold Q. for all resources in the set of resources for radio link
monitoring. When the radio link quality is better than the threshold Q;, for any resource in the set of resources for radio
link monitoring, the physical layer in the UE indicates, in frames where the radio link quality is assessed, in-sync to
higher layers.

6 Link recovery procedures

A UE can be provided, for a serving cell, with a set g, of periodic CSI-RS resource configuration indexes by higher

layer parameter failureDetectionResources and with a set g, of periodic CSI-RS resource configuration indexes and/or
SS/PBCH block indexes by higher layer parameter candidateBeamRSList for radio link quality measurements on the
serving cell. If the UE is not provided with higher layer parameter failureDetectionResources, the UE determines the set
g, to include SS/PBCH block indexes and periodic CSI-RS resource configuration indexes with same values as the RS
indexes in the RS sets indicated by the TCI states for respective control resource sets that the UE uses for monitoring
PDCCH. The UE expects the set g, to include up to two RS indexes and, if there are two RS indexes, the set g,
includes only RS indexes with QCL-TypeD configuration for the corresponding TCI states. The UE expects single port
RS in the set g, .

The threshold Qourr corresponds to the default value of higher layer parameter riminSyncOutOfSyncThreshold and to
the value provided by higher layer parameter rsrp-ThresholdSSB, respectively..

The physical layer in the UE assesses the radio link quality according to the set g, of resource configurations against

the threshold Qou,Lr [10, TS 38.133]. For the set g, the UE assesses the radio link quality only according to periodic
CSI-RS resource configurations or SS/PBCH blocks that are quasi co-located, as described in [6, TS 38.214], with the
DM-RS of PDCCH receptions monitored by the UE. The UE applies the Qin Lr threshold to the L1-RSRP measurement
obtained from a SS/PBCH block. The UE applies the Qinr threshold to the L1-RSRP measurement obtained for a CSI-
RS resource after scaling a respective CSI-RS reception power with a value provided by higher layer parameter
powerControlOffsetSS.

The physical layer in the UE provides an indication to higher layers when the radio link quality for all corresponding
resource configurations in the set g, that the UE uses to assess the radio link quality is worse than the threshold Qout,Lr.
The physical layer informs the higher layers when the radio link quality is worse than the threshold Qou,tr With a
periodicity determined by the maximum between the shortest periodicity of periodic CSI-RS configurations or
SS/PBCH blocks in the set g, that the UE uses to assess the radio link quality and 2 msec.

Upon request from higher layers, the UE provides to higher layers the periodic CSI-RS configuration indexes and/or
SS/PBCH block indexes from the set g, and the corresponding L1-RSRP measurements that are larger than or equal to
the corresponding thresholds.

A UE may be provided with a control resource set through a link to a search space set provided by higher layer
parameter recoverySearchSpaceld, as described in Subclause 10.1, for monitoring PDCCH in the control resource set. If
the UE is provided higher layer parameter recoverySearchSpaceld, the UE does not expect to be provided another
search space set for monitoring PDCCH in the control resource set associated with the search space set provided by
recoverySearchSpaceld.

The UE may receive by higher layer parameter PRACH-ResourceDedicatedBFR, a configuration for PRACH
transmission as described in Subclause 8.1. For PRACH transmission in slot 7 and according to antenna port quasi co-
location parameters associated with periodic CSI-RS configuration or SS/PBCH block with index ¢, provided by
higher layers [11, TS 38.321], the UE monitors PDCCH in a search space provided by higher layer parameter
recoverySearchSpaceld for detection of a DCI format with CRC scrambled by C-RNTI starting from slot #+4 within a
window configured by higher layer parameter BeamFailureRecoveryConfig. For the PDCCH monitoring and for the
corresponding PDSCH reception, the UE assumes the same antenna port quasi-collocation parameters with index ¢,
until the UE receives by higher layers an activation for a TCI state or any of the parameters 7CI-StatesPDCCH-
ToAddlist and/or TCI-StatesPDCCH-ToReleaseList. After the UE detects a DCI format with CRC scrambled by C-
RNTTI in the search space provided by recoverySearchSpaceld, the UE monitors PDCCH candidates in the search space

provided by recoverySearchSpaceld until the UE receives a MAC CE activation command for a TCI state or higher
layer parameters TCI-StatesPDCCH-ToAddlist and/or TCI-StatesPDCCH-ToReleaselList.
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If the UE is not provided a control resource set for a search space set provided recoverySearchSpaceld or if the UE is
not provided recoverySearchSpaceld, the UE does not expect to receive a PDCCH order triggering a PRACH
transmission.

14 Uplink Power control

Uplink power control determines the transmit power of the different uplink physical channels or signals.

A PUSCH/PUCCH/SRS/PRACH transmission occasion 7 is defined by a slot index n/, within a frame with system

frame number SFN , a first symbol S within the slot, and a number of consecutive symbols L .
71 Physical uplink shared channel

For PUSCH, a UE first scales a linear value ﬁpUSCH,b, 75 75q451) of the transmit power Poyscyr .o (6.7>9451) on UL

BWP b, as described in Subclause 12, of carrier f of serving cell ¢, with parameters as defined in Subclause 7.1.1, by

the ratio of the number of antenna ports with a non-zero PUSCH transmission to the number of configured antenna
ports for the transmission scheme. The resulting scaled power is then split equally across the antenna ports on which the
non-zero PUSCH is transmitted. The UL BWP 4 is the active UL BWP.

7.1.1 UE behaviour

If a UE transmits a PUSCH on UL BWP b of carrier f of serving cell ¢ using parameter set configuration with index
j and PUSCH power control adjustment state with index /, the UE determines the PUSCH transmission power

Bouscup, r.(i>J>4451) in PUSCH transmission occasion i as

F CMAX, f ¢ (@),

Py puscip, ze () +101log,, (27 - Mllz)gicch N+ay () PL, ; (q)+ Ay oD+ fy e (i,l)}
[dBm]

Bouscr. e (s J54a>0) = min{

where,

Feniax. (@) is the configured UE transmit power defined in [8-1, TS 38.101-1] and [8-2, TS38.101-2] for carrier

f of serving cell ¢ in PUSCH transmission occasion i .

o) )

i
O PUBCHE, g\ d

- <=SESSEY s a parameter composed of the sum of a component Py xommaL_ pusc, e () and a component
Py ue puscup, g (J) where je {0, L..,J— 1}.
- Ifa UE is not provided with higher layer parameter PO-PUSCH-AlphaSet or for a Msg3 PUSCH transmission
as described in Subclause 8.3, j =0, F, yg pyscu s (0) =0, and
Py xommar pusci, 7. (0) = Fo pre + A preavre wisgs » Where the parameter preambleReceivedTargetPower [11,
TS 38.321] (for Fy, pge ) and msg3-DeltaPreamble (for Appeivmie g3 ) are provided by higher layers for

carrier f of serving cell c.

- For a PUSCH (re)transmission configured by higher layer parameter ConfiguredGrantConfig, j=1,
Py nommar puscir.. (D is provided by higher layer parameter p0-NominalWithoutGrant, and
Fy e puscup. s (1) is provided by higher layer parameter p0 obtained from p0-PUSCH-Alpha in

ConfiguredGrantConfig that provides an index PO-PUSCH-AlphaSetld to a set of higher layer parameters
PO-PUSCH-AlphaSet for UL BWP b of carrier f of serving cell c.

- Forje {2, sy S — 1} =S5, 58 Py nommaL puscis.. (/) value, applicable for all j e S, , is provided by higher

layer parameter pO-NominalWithGrant for each carrier [ of serving cell ¢ and a set of Py ve puscup. s (J)
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values are provided by a set of higher layer parameters p0 in PO-PUSCH-AlphaSet indicated by a respective
set of higher layer parameters p0-PUSCH-AlphaSetld for UL BWP b of carrier f of serving cell c.

- If the UE is provided by higher layer parameter SRI-PUSCH-PowerControl more than one values of p0-
PUSCH-AlphaSetld and if DCI format 0_1 includes a SRI field, the UE obtains a mapping from higher
layer parameter sri-PUSCH-PowerControlld in SRI-PUSCH-PowerControl between a set of values for
the SRI field in DCI format 0_1 [5, TS 38.212] and a set of indexes provided by higher layer parameter
p0-PUSCH-AlphaSetld that map to a set of PO-PUSCH-AlphaSet values. If the PUSCH transmission is
scheduled by a DCI format 0_1, the UE determines the values of £, g pyscirs, s (/) from the

pOalphasetindex value that is mapped to the SRI field value.
- If the PUSCH transmission is scheduled by a DCI format 0_0 or by a DCI format 0_1 that does not

include a SRI field, or if a higher layer parameter SRI-P0OAIphaSetIndex-Mapping is not provided to the
UE, j =2, and the UE determines £, g pyscip, /. (/) from the first pO-pusch-alpha-set in pO-pusch-

alpha-setconfig.

- For o, ;. ())

For j=0, a,,, (0) is a value of higher layer parameter msg3-Alpha, when provided; otherwise,
a,,.(0)=1.

For j=1, @, (1) is provided by higher layer parameter alpha obtained from p0-PUSCH-Alpha in

ConfiguredGrantConfig providing an index PO-PUSCH-AlphaSetld to a set of higher layer parameters P0-
PUSCH-AlphaSet for UL BWP b of carrier [ of serving cell c.

For jeS§,,asetof ¢, , .(j) values are provided by a set of higher layer parameters alpha in PO-PUSCH-

AlphaSet indicated by a respective set of higher layer parameters p0-PUSCH-AlphaSetld for UL BWP b of
carrier f of serving cell c.

- If'the UE is provided a higher layer parameter SRI-PUSCH-PowerControl and more than one values of
p0-PUSCH-AlphaSetld, DCI format 0 1 includes a SRI field and the UE obtains a mapping from higher
layer parameter sri-PUSCH-PowerControlld in SRI-PUSCH-PowerControl between a set of values for
the SRI field in DCI format 0_1 [5, TS 38.212] and a set of indexes provided by higher layer parameter
p0-PUSCH-AlphaSetld that map to a set of PO-PUSCH-AlphaSet values. If the PUSCH transmission is
scheduled by a DCI format 0_1, the UE determines the values of «, , .(j) from the pOalphasetindex

value that is mapped to the SRI field value.
- If the PUSCH transmission is scheduled by a DCI format 0_0 or by a DCI format 0_1 that does not

include a SRI field, or if a higher layer parameter SRI-P0OAIphaSetIndex-Mapping is not provided to the
UE, j =2, and the UE determines ¢, , (/) from the first p0-pusch-alpha-set in pO-pusch-alpha-

setconfig.

- M ﬁginL (7) is the bandwidth of the PUSCH resource assignment expressed in number of resource blocks for

PUSCH transmission occasion i on UL BWP b of carrier f of serving cell ¢ and g is defined in [4, TS
38.211].

- PL,, .(q,)is adownlink path-loss estimate in dB calculated by the UE using reference signal (RS) index ¢, for

a DL BWP that is linked with UL BWP b of carrier f of serving cell c.

If the UE is not provided higher layer parameter PUSCH-PathlossReferenceRS and before the UE is provided
dedicated higher layer parameters, the UE calculates PL, , .(g,) using a RS resourcefrom the SS/PBCH

block index that the UE obtains higher layer parameter MasterinformationBlock.

If the UE is configured with a number of RS resource indexes up to the value of higher layer parameter
maxNrofPUSCH-PathlossReferenceRSs and a respective set of RS configurations for the number of RS
resource indexes by higher layer parameter PUSCH-PathlossReferenceRS. The set of RS resource indexes
can include one or both of a set of SS/PBCH block indexes, each provided by higher layer parameter ssb-
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Index when a value of a corresponding higher layer parameter pusch-PathlossReferenceRS-1d maps to a
SS/PBCH block index, and a set of CSI-RS resource indexes, each provided by higher layer parameter csi-
RS-Index when a value of a corresponding higher layer parameter pusch-PathlossReferenceRS-Id maps to a
CSI-RS resource index. The UE identifies a RS resource index in the set of RS resource indexes to
correspond either to a SS/PBCH block index or to a CSI-RS resource index as provided by higher layer
parameter pusch-PathlossReferenceRS-1d in PUSCH-PathlossReferenceRS.

- Ifthe PUSCH is an Msg3 PUSCH, the UE uses the same RS resource index as for a corresponding PRACH
transmission.

- If the UE is provided a higher layer parameter SRI-PUSCH-PowerControl and more than one values of
PUSCH-PathlossReferenceRS-1d, the UE obtains a mapping from higher layer parameter sri-PUSCH-
PowerControlld in SRI-PUSCH-PowerControl between a set of values for the SRI field in DCI format 0_1
and a set of PUSCH-PathlossReferenceRS-1d values. If the PUSCH transmission is scheduled by a DCI
format 0_1, DCI format 0_1 includes a SRI field and the UE determines the RS resource g, from the value

of pusch-pathlossreference-index that is mapped to the SRI field value.

- If the PUSCH transmission is in response to a DCI format 0_0 detection, and if the UE is provided a spatial
setting by higher layer parameter PUCCH-Spatialrelationinfo for a PUCCH resource with a lowest index for
UL BWP b of each carrier f/ and serving cell ¢, as described in Subclause 9.2.2, the UE uses the same RS

resource index as for a PUCCH transmission.

- If the PUSCH transmission is scheduled by a DCI format 0 0 and if the UE is not provided a spatial setting
for a PUCCH transmission, or by a DCI format 0_1 that does not include a SRI field, or if a higher layer
parameter SRI-PathlossReferencelndex-Mapping is not provided to the UE, the UE determines a RS resource
with a respective higher layer parameter pusch-pathlossreference-index value being equal to zero.

- For a PUSCH transmission configured by higher layer parameter ConfiguredGrantConfig, if higher layer
parameter rrc-ConfiguredUplinkGrant is included in ConfiguredGrantConfig , a RS resource index ¢, is

provided by a value of higher layer parameter pathlossReferencelndex included in rrc-
ConfiguredUplinkGrant.

- For a PUSCH transmission configured by higher layer parameter ConfiguredGrantConfig is not included in
ConfiguredGrantConfig does not include higher layer parameter pathlossReferencelndex, the UE determines
the RS resource g, from the value of PUSCH-PathlossReferenceRS-1d that is mapped to the SRI field value
in the DCI format activating the PUSCH transmission. If the DCI format activating the PUSCH transmission

does not include a SRI field, the UE determines a RS resource with a respective higher layer parameter
PUSCH-PathlossReferenceRS-1d value being equal to zero.

FL, ..(g.) . .
5.2\ PL, .(q,)= referenceSignalPower — higher layer filtered RSRP, where referenceSignalPower is

provided by higher layers and RSRP is defined in [7, TS 38.215] for the reference serving cell and the higher
layer filter configuration is defined in [12, TS 38.331] for the reference serving cell.

For j =0, referenceSignalPower is provided by higher layer parameter ss-PBCH-BlockPower. For j >0,

referenceSignalPower is configured by either higher layer parameter ss-PBCH-BlockPower or, when periodic
CSI-RS transmission is configured, by higher layer parameter powerControlOffsetSS providing an offset of the
CSI-RS transmission power relative to the SS/PBCH block transmission power [6, TS 38.214].

- ATF’bJ»ﬁL,(i)=1010g10((ZBPRE'KS —l)ﬁpfiztw) for Ky =1.25 and Ay (1) =0 for Kg =0 where K is

o

provided by higher layer parameter deltaMCS provided for each UL BWP b of each carrier f and serving cell
c . If the PUSCH transmission is over more than one layer [6, TS 38.214], Ay, (i) =0. BPRE and SIS

offset >

for each UL BWP b of each carrier f and each serving cell ¢, are computed as below.

C-1
- BPRE= z K, / Ny for PUSCH with UL-SCH data and BPRE = O, / Ny, for CSI transmission in a
r=0

PUSCH without UL-SCH data, where
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C is the number of code blocks, K, is the size for code block r, O, is the number of CSI part 1 bits

including CRC bits, and Ng;; is the number of resource elements determined as
o Nimgar € ol

Ngg = MRB,b,_/,c - z Nsc,dala ()) \FESCH

j=0 , where ==~

£

*"is the number of symbols for PUSCH
transmission occasion i on UL BWP b of carrier f of serving cell ¢, Nslziata (i,7) is a number of

subcarriers excluding DM-RS subcarriers in PUSCH symbol ;, 0<j<N, :)y[iiCbH/C (), and C, K, are

defined in [5, TS 38.212].

- BN =1 when the PUSCH includes UL-SCH data and Shoc" = B3| as described in Subclause 9.3,

4 offset >

when the PUSCH includes CSI and does not include UL-SCH data.

- For the PUSCH power control adjustment state for UL BWP b of carrier f of serving cell ¢ in PUSCH
transmission occasion i

Spuscrp.f.c (s> 1> Kpuscn»1) 18 @ correction value, also referred to as a TPC command, and is included in a
DCI format 0 0 or DCI format 0 1 that schedules the PUSCH transmission occasion i , after a last PUSCH
transmission occasion i, , on UL BWP b of carrier f of serving cell ¢ or jointly coded with other TPC

commands in a DCI format 2_2 having CRC parity bits scrambled by TPC-PUSCH-RNTI, as described in
Subclause 11.3;

le {0, 1} if the UE is configured with higher layer parameter twoPUSCH-PC-AdjustmentStates, and

[ =0 if the UE is not configured with higher layer parameter twoPUSCH-PC-AdjustmentStates or if the
PUSCH is a Msg3 PUSCH.

- For a PUSCH (re)transmission configured by higher layer parameter ConfiguredGrantConfig, the
value of / € {0, 1} is provided to the UE by higher layer parameter powerControlLoopToUse

- If the UE is provided a higher layer parameter SRI-PUSCH-PowerControl, the UE obtains a mapping
between a set of values for the SRI field in DCI format 0 1 and the / value(s) provided by higher
layer parameter sri-PUSCH-ClosedLoopIndex. If the PUSCH transmission is scheduled by a DCI
format 0_1 and if DCI format 0_1 includes a SRI field, the UE determines the / value that is mapped
to the SRI field value

- If the PUSCH transmission is scheduled by a DCI format 0_0 or by a DCI format 0_1 that does not
include a SRI field, or if a higher layer parameter SRI-PUSCH-PowerControl is not provided to the
UE, /=0

Spusciip. s (ast» 1> Kpysen»1) = 0 dB if the UE does not detect, after a last PUSCH transmission occasion

i1, » @ DCI format providing a TPC command for PUSCH transmissions on UL BWP b of carrier f of
serving cell c.

If the PUSCH transmission is in response to a PDCCH decoding with DCI format 0_0 or DCI format 0_1,
or the TPC command is provided by DCI format 2_2 having CRC parity bits scrambled by TPC-PUSCH-
RNTI, the respective Spyscis s accumulated values are given in Table 7.1.1-1.

If the PUSCH transmission is in response to a detection by the UE of a DCI format 0_0 or DCI format
0 1, Kpyscy is a number of symbols for UL BWP b of carrier [ of serving cell ¢ after a last symbol of
a corresponding PDCCH and before a first symbol of the PUSCH transmission

If the PUSCH transmission is configured by higher layer parameter ConfiguredGrantConfig, Kpyscy is a

number of Kpygeymn Symbols equal to the product of a number of symbols per slot, N:;"m‘b , and the

minimum of the values provided by higher layer parameter k2 and for UL BWP b of carrier [ of
serving cell ¢
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If accumulation of TPC commands is enabled by higher layer parameter tpc-Accumulation, for
accumulation of a TPC commands that the UE receives by DCI formats 22 with CRC scrambled by a

TPC-PUSCH-RNTI between a PUSCH transmission occasion i,y and a PUSCH transmission occasion

L,

M-1
5PUSCH,b,_/,c (irast > E> Kpuscn» 1) = 5PUSCH,I7,/,£ (biagt» 1> K puscn » 1) + z JPUSCH,h,f,c (Fiast » 1> K puscn (), 1)

m=0

where

- I,y 1s a PUSCH transmission occasion immediately prior to PUSCH transmission occasion i

- if the PUSCH transmission occasions i and i,,, on UL BWP b of carrier / of serving cell ¢ are in

response to detection by the UE of DCI format(s) 0_0 or DCI format(s) 0_1, M is a number of DCI
formats 2 2 with CRC scrambled by a TPC-PUSCH-RNTI that the UE receives corresponding
PDCCHs

- after a last symbol of a corresponding PDCCH for PUSCH transmission occasion g , and
- before a last symbol of a corresponding PDCCH for PUSCH transmission occasion i

- ifthe PUSCH transmission occasion i on UL BWP b of carrier f of serving cell ¢ is in response
to detection by the UE of DCI format 0_0 or DCI format 0 1 and the PUSCH transmission occasion
i« on UL BWP b of carrier f of serving cell ¢ is configured by higher layer parameter

ConfiguredGrantConfig, M is a number of DCI formats 2_2 with CRC scrambled by a TPC-PUSCH-
RNTI that the UE receives corresponding PDCCHs

- after a number of Kpysepmn Symbols before a first symbol for PUSCH transmission at occasion
It » Where Kpysepmin 1S equal to the product of a number of symbols per slot, N :;?ﬁb , and the
minimum of the values provided by higher layer parameter k2 and for UL BWP b of carrier / of

serving cell ¢, and

- before a last symbol of a corresponding PDCCH for PUSCH transmission occasion i

- if the PUSCH transmission occasion i on UL BWP b of carrier f of serving cell ¢ is configured
by higher layer parameter ConfiguredGrantConfig and the PUSCH transmission occasion I, on UL

BWP b of carrier f of serving cell ¢ is in response to detection by the UE of DCI format 0_0 or

DCI format 0_1, M is a number of DCI formats 22 with CRC scrambled by a TPC-PUSCH-RNTI
that the UE receives corresponding PDCCHs

- after a last symbol of a corresponding PDCCH for PUSCH transmission occasion i, , and

- at or before a number of Kpygeymn Symbols before a first symbol for PUSCH transmission

occasion i

- if the PUSCH transmission occasions i and Z,, on UL BWP b of carrier f of serving cell ¢ are

configured by higher layer parameter ConfiguredGrantConfig, M is a number of DCI formats 2_2
with CRC scrambled by a TPC-PUSCH-RNTI that the UE receives corresponding PDCCHs

- after a number of Kpyscymn Symbols before a first symbol for PUSCH transmission occasion i

, and

- at or before a number of Kpygeymn Symbols before a first symbol for PUSCH transmission occasion

i
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= Jose@GD =1y s D) + Opuscinp, g (s> B> Kpusen»/) 18 the PUSCH power control adjustment state for UL
BWP b of carrier f of serving cell ¢ and PUSCH transmission occasion i if accumulation is enabled
based on higher layer parameter tpc-Accumulation, where
- If the UE has reached P,y (i) for UL BWP b of carrier f of serving cell ¢, the UE does not

accumulate positive TPC commands for UL BWP b of carrier f of serving cell c.

- If UE has reached minimum power, Feyyy ;.(2) , for UL BWP b of carrier f* of serving cell ¢, the UE

does not accumulate negative TPC commands for UL BWP b of carrier [ of serving cell c.
- A UE resets accumulation for UL BWP b of carrier f of serving cell ¢
- When By, yg puscip. s (/) value is provided by higher layers;
- When B, g puscup. s (/) value is provided by higher layers and serving cell ¢ is a secondary cell;
- When «,, (j) value is provided by higher layers;

- If j>1, the PUSCH transmission is scheduled by a DCI format 0_1 that includes a SRI field, and the

UE is provided higher layer parameter SRI-PUSCH-PowerControl, the UE determines the value of /
from the value of j based on an indication by the SRI field for a sri-PUSCH-PowerControlld value

associated with the sri-P0O-PUSCH-AlphaSetld value corresponding to j and with the sri-PUSCH-
ClosedLooplIndex value corresponding to /

- If j>1 and the PUSCH transmission is scheduled by a DCI format 0_0 or by a DCI format 0_1 that

does not include a SRI field or the UE is not provided higher layer parameter SRI-PUSCH-
PowerControl, [ =0

- If j=1, [ is provided by the value of higher layer parameter powerControlLoopToUse

Js.7..(0,1) =0 is the first value after reset of accumulation.

= Jor 6D = Opusciip, f.c (hasi» 1> Kpuscu 1) 1s the PUSCH power control adjustment state for UL BWP b of
carrier f of serving cell ¢ and PUSCH transmission occasion i if accumulation is not enabled based on
higher layer parameter tpc-Accumulation, where

- If the PUSCH transmission is in response to a PDCCH decoding with DCI format 0_0 or DCI format 0 1,
or the TPC command is provided by DCI format 2_2 having CRC parity bits scrambled by TPC-PUSCH-

RNTI, the respective Spysci s absolute values are given in Table 7.1.1-1.

- Sy @D =1, (ig,!) for a PUSCH transmission occasion i , where the UE does not detect a DCI
format 0_0 or DCI format 0_1, or DCI format 2_2 having CRC parity bits scrambled by TPC-PUSCH-
RNTI, after an immediately previous PUSCH transmission occasion i, on UL BWP b of for carrier f
of serving cell c.

- If the UE receives the random access response message for UL BWP b of carrier f of serving cell ¢
= .fb,f,(‘ (O’Z) = AR‘ampup,b,/',f + §msg2,b,j,c s Where l = O and

- Ouan.r.c is the TPC command indicated in the random access response grant of the random access

response message corresponding to the random access preamble transmitted on UL BWP b of carrier
f in the serving cell ¢, and
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10log,y (2" - Mg 1. (0)
=min| {max| 0, Poyax s —| + Fo pusciip. s (0)+ @, . (0)- PL, > AP piprequested b f ¢
A e (0)+ 8,000 10

and AP, . equesiea s s, 18 Provided by higher layers and corresponds to the total power ramp-up
requested by higher layers from the first to the last random access preamble for carrier f in the
serving cell ¢, M ;gicﬂc (0) is the bandwidth of the PUSCH resource assignment expressed in
number of resource blocks for the first PUSCH transmission on UL BWP b of carrier f of serving
cell ¢,and Az, ,.(0) is the power adjustment of first PUSCH transmission on UL BWP b of

carrier f of serving cell c.

Table 7.1.1-1: Mapping of TPC Command Field in DCI format 0_0, DCI format 0_1, or DCI format 2_2,
having CRC parity bits scrambled by TPC-PUSCH-RNTI, or DCI format 2_3, to absolute and
accumulated Opyscy, . Values or g, ;. values

TPC Command Field | Accumulated 51>USCH,b,f,c or 5SRS’b’f,C [dB] | Absolute é},USCH’MC or 5sas,b,f,c [dB]
0 -1 -4
1 0 -1
2 1
3 3

7.2 Physical uplink control channel

If the UE is configured with a SCG, the UE shall apply the procedures described in this subclause for both MCG and
SCG.

- When the procedures are applied for MCG, the term 'serving cell' in this subclause refers to serving cell
belonging to the MCG.

When the procedures are applied for SCG, the term 'serving cell' in this subclause refers to serving cell belonging to the
SCG. The term 'primary cell' in this subclause refers to the PSCell of the SCG. If the UE is configured with a PUCCH-
SCell, the UE shall apply the procedures described in this subclause for both primary PUCCH group and secondary
PUCCH group.

- When the procedures are applied for the primary PUCCH group, the term 'serving cell' in this subclause refers to
serving cell belonging to the primary PUCCH group.

- When the procedures are applied for the secondary PUCCH group, the term 'serving cell' in this subclause refers
to serving cell belonging to the secondary PUCCH group. The term 'primary cell' in this subclause refers to the
PUCCH-SCell of the secondary PUCCH group.

7.2.1 UE behaviour

If a UE transmits a PUCCH on active UL BWP b of carrier f in the primary cell ¢ using PUCCH power control
adjustment state with index /, the UE determines the PUCCH transmission power Poyccny r.o(6:9,9451) in PUCCH

transmission occasion i as

PCMAX,f,c (),

Fo puccnp.r.0(9,)+10log,, (2* er;gcbc;{c N+PL, ;.(q,)+Ap pucen (F)+ Avpy e+ 8y 10 l)}
[dBm]

Povcenp, fe (4,q9,.9;.0) = min{

where
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Feniax, (@) 18 the configured UE transmit power defined in [8-1, TS 38.101-1] and [8-2, TS38.101-2] for carrier

f of serving cell ¢ in PUCCH transmission occasion i .

Py puccnp,r.(4,) is a parameter composed of the sum of a component Py yommar pucch » Provided by higher
layer parameter p0-nominal for carrier f of primary cell ¢, and a component Py vk pucen(g,) provided by

higher layer parameter p0-PUCCH-Value in PO-PUCCH for UL BWP b of carrier f of primary cell ¢, where
0<q,<0,. 0, isasize foraset of I, g pycen Values provided by higher layer parameter maxNrofPUCCH-
PO-PerSet. The set of B, g pycen values is provided by higher layer parameter p0-Set.

- Ifthe UE is provided higher layer parameter PUCCH-SpatialRelationInfo, the UE obtains a mapping, by an
index provided by higher layer parameter p0-PUCCH-1d, between a set of pucch-SpatialRelationInfold
values and a set of p0-PUCCH-Value values. If the UE is provided more than one values for pucch-
SpatialRelationInfold and the UE receives an activation command [11, TS 38.321] indicating a value of
pucch-SpatialRelationInfold, the UE determines the p0-PUCCH-Value value through the link to a
corresponding p0-PUCCH-Id index. The UE applies the activation command 3 msec after a slot where the
UE transmits HARQ-ACK information for the PDSCH providing the activation command.

- Ifthe UE is not provided higher layer parameter PUCCH-SpatialRelationInfo, the UE obtains the p0-
PUCCH-Value value from the PO-PUCCH with p0-PUCCH-Id index 0 in p0-Set .

PUCCH
M

R, (1) 18 the bandwidth of the PUCCH resource assignment expressed in number of resource blocks for

PUCCH transmission occasion i on UL BWP b of carrier f of serving cell ¢ and u is defined in [4, TS
38.211].

PL, ; .(q,) is a downlink path-loss estimate in dB calculated by the UE using reference signal (RS) index ¢,
for a DL BWP that is linked with UL BWP b of carrier f of the primary cell c.

- If the UE is not provided higher layer parameter pathlossReferenceRSs and before the UE is provided
dedicated higher layer parameters, the UE calculates PL, , .(q,) using a RS resource obtained from the

SS/PBCH block index that the UE obtains higher layer parameter MasterInformationBlock.

- Ifthe UE is provided a number of RS resource indexes, the UE calculates PL, (g4) using RS resource 4,

, where 0<¢q, <0, . Q, isasize for a set of RS resources provided by higher layer parameter

maxNrofPUCCH-PathlossReferenceRSs. The set of RS resources is provided by higher layer parameter
pathlossReferenceRSs. The set of RS resources can include one or both of a set of SS/PBCH block indexes,
each provided by higher layer parameter ssb-Index in PUCCH-PathlossReferenceRS when a value of a
corresponding higher layer parameter pucch-PathlossReferenceRS-Id maps to a SS/PBCH block index, and a
set of CSI-RS resource indexes, each provided by higher layer parameter csi-RS-Index when a value of a
corresponding higher layer parameter pucch-PathlossReferenceRS-Id maps to a CSI-RS resource index. The
UE identifies a RS resource in the set of RS resources to correspond either to a SS/PBCH block index or to a
CSI-RS resource index as provided by higher layer parameter pucch-PathlossReferenceRS-1d in PUCCH-
PathlossReferenceRS.

- Ifthe UE is provided higher layer parameter PUCCH-SpatialRelationlnfo, the UE obtains a mapping, by
indexes provided by corresponding higher layer parameters pucch-PathlossReferenceRS-1d, between a set of
pucch-SpatialRelationInfold values and a set of referencesignal values provided by higher layer parameter
PUCCH-PathlossReferenceRS. If the UE is provided more than one values for pucch-SpatialRelationlnfold
and the UE receives an activation command [11, TS 38.321] indicating a value of pucch-
SpatialRelationlnfold, the UE determines the referencesignal value in PUCCH-PathlossReferenceRS through
the link to a corresponding pucch-PathlossReferenceRS-1d index. The UE applies the activation command 3
msec after a slot where the UE transmits HARQ-ACK information for the PDSCH providing the activation
command.

- If higher layer parameter pucch-SpatialRelationInfo includes higher layer parameters cell and bwp-Id, the
UE receives the RS with index ¢, on the DL BWP provided by bwp-Id of the serving cell provided by

cell.
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- If'the UE is not provided higher layer parameter PUCCH-SpatialRelationInfo, the UE obtains the
referencesignal value in PUCCH-PathlossReferenceRS from the pucch-PathlossReferenceRS-1d with index 0
in PUCCH-PathlossReferenceRSs.

- The parameter Ay pyccn (£7) 18 provided by higher layer parameter deltaF*-PUCCH-f0 for PUCCH format 0,

deltaF-PUCCH-fI for PUCCH format 1, deltaF-PUCCH-f2 for PUCCH format 2, deltaF-PUCCH-f3 for
PUCCH format 3, and deltaF-PUCCH-f4 for PUCCH format 4.

- A, s.()) isa PUCCH transmission power adjustment component for UL BWP b of carrier f of primary cell

c.
PUCCH
- For a PUCCH transmission using PUCCH format 0 or PUCCH format 1, Ay, ;. (i) =10log,,| —S——
symb
where

PUCCH
N,

omb 18 the number of PUCCH format 0 symbols or PUCCH format 1 symbols, provided by higher
layer parameter nrofSymbols in PUCCH-format0 or in PUCCH-formatl, respectively

- NPV —9 for PUCCH format 0

ref

- NPUCCH _ st gor PUCCH format 1

ref symb

- For a PUCCH transmission using PUCCH format 2 or PUCCH format 3 or PUCCH format 4 and for a
number of UCI bits smaller than or equal to 11, A, (i) = lOlogm(K1 ‘(”HARQ.ACK + Ogg + Og; )/NRE ),

where
. K L= 6

Nyaro-ack 18 @ number of HARQ-ACK information bits that the UE determines as described in Subclause

9.1.2.1 for Type-1 HARQ-ACK codebook and as described in Subclause 9.1.3.1 for Type-2 HARQ-ACK
codebook. If the UE is not provided with higher layer parameter pdsch-HARQ-ACK-Codebook,
Nyaro-ack =1 1f the UE includes a HARQ-ACK information bit in the PUCCH transmission; otherwise,

Ryarg-ack =0
O, 1s a number of SR information bits that the UE determines as described in Subclause 9.2.5.1;

- Ocg 1s a number of CSI information bits that the UE determines as described in Subclause 9.2.5.2;

. . PUCCH - RB PUCCH .

Ny is a number of resource elements determined as Ny = My, () Ni o * Nomp-vers, .. (0) , where
RB . . . .

N 1s a number of subcarriers per resource block excluding subcarriers used for DM-RS

transmission, and N{u iy (i) is a number of symbols excluding symbols used for DM-RS

transmission, as defined in Subclause 9.2.5.2, for PUCCH transmission occasion i on UL BWP b of
carrier f of serving cell c.

- For a PUCCH transmission using PUCCH format 2 or PUCCH format 3 or PUCCH format 4 and for a
number of UCI bits larger than 11, Ay, - (i) = 1010g10((2K2'BPRE - 1)) , where

. K,=24
BPRE = (O + Osg + Ocsi + Ocre )/ N

- O,k 1s anumber of HARQ-ACK information bits that the UE determines as described in Subclause
9.1.2.1 for Type-1 HARQ-ACK codebook and as described in Subclause 9.1.3.1 for Type-2 HARQ-ACK
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codebook. If the UE is not provided with higher layer parameter pdsch-HARQ-ACK-Codebook, O, =1
if the UE includes a HARQ-ACK information bit in the PUCCH transmission; otherwise, O, =0;

Oq, 1s a number of SR information bits that the UE determines as described in Subclause 9.2.5.1;

O 1s a number of CSI information bits that the UE determines as described in Subclause 9.2.5.2;

Ny is a number of resource elements that the UE determines as Npg = My () Nyt - Nooeticrs. .0 (0

sc,ctrl

RB - . . .
where N, is a number of subcarriers per resource block excluding subcarriers used for DM-RS

transmission, and Ny, s .. (i) is a number of symbols excluding symbols used for DM-RS

transmission, as defined in Subclause 9.2.5.2, for PUCCH transmission occasion i on UL BWP b of
carrier f of serving cell c.

- For the PUCCH power control adjustment state for UL BWP b of carrier f of primary cell ¢ and PUCCH
transmission occasion i

= Spuccrs, f.c (st B Kpycen»!) 18 @ correction value, also referred to as a TPC command, and is included in a
DCI format 1_0 or DCI format 1 _1 for UL BWP b of carrier f of the primary cell ¢ that the UE detects
for PUCCH transmission occasion i, after a last PUCCH transmission occasion i, , or jointly coded with
other TPC commands in a DCI format 2_2 having CRC parity bits scrambled by TPC-PUCCH-RNTI [5, TS
36.212], as described in Subclause 11.3, where / € {0, 1} if the UE is provided higher layer parameter

twoPUCCH-PC-AdjustmentStates and [ =0 if the UE is not provided higher layer parameter twoPUCCH-
PC-AdjustmentStates or PUCCH-SpatialRelationInfo;

If the UE is provided higher layer parameter PUCCH-SpatialRelationInfo, the UE obtains a mapping, by
an index provided by higher layer parameter p0-PUCCH-1d, between a set of pucch-SpatialRelationInfold
values and a set of values for higher layer parameter closedLoopIndex that provide the / value(s). If the
UE receives an activation command indicating a value of pucch-SpatialRelationInfold, the UE determines
the value closedLoopIndex that provides the value of / through the link to a corresponding p0-PUCCH-
1d index;

If the PUCCH transmission is in response to a detection by the UE of a DCI format 1_0 or DCI format
1 1, Kpyeen is a number of symbols for UL BWP b of carrier f of serving cell ¢ after a last symbol of
a corresponding PDCCH and before a first symbol of the PUCCH transmission;

If the PUCCH transmission is not in response to a detection by the UE of a DCI format 1_0 or DCI

format 1_1, Kpyce is a number of Kpyccymn Symbols equal to the product of a number of symbols per
slot, N2 , and the minimum of the values provided by higher layer parameter 2 and for UL BWP b of

symb >

carrier f of serving cell ¢ .

The Opyccnyp. s dB values signalled on PDCCH with DCI format 1_0 or DCI format 1_1 or DCI format
2 2 having CRC parity bits scrambled by TPC-PUCCH-RNTTI are given in Table 7.2.1-1.

Spuccii, f.c (s> I Kpucen») = 0 dB if the UE does not detect after a last PUCCH transmission occasion
i, @ DCI format providing a TPC command for PUCCH transmission occasion i on UL BWP b of

carrier f of the primary cell c¢.

If accumulation of TPC commands is enabled by higher layer parameter tpc-Accumulation, for
accumulation of a TPC commands that the UE receives by DCI formats 22 with CRC scrambled by a

TPC-PUCCH-RNTI between a PUCCH transmission occasion I, and a PUCCH transmission occasion

L,
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M-
5PUCCH,b,f,c (brast» 1> Kpycen» 1) = 5PUCCH,b,f,c (Brast» B> Kpycen» 1) + Z 6PUCCH,b,f,c (bast> 1> Kpyycen (M), 1)

m=0
where

- I,y is a PUCCH transmission occasion immediately prior to PUCCH transmission occasion i

- if the PUCCH transmission occasions i and #,, on UL BWP b of carrier f of serving cell ¢ are

in response to detection by the UE of DCI format(s) 1 0 or DCI format(s) 1 1, M is a number of
DCI formats 2_2 with CRC scrambled by a TPC-PUCCH-RNTI that the UE receives corresponding
PDCCHs

- after a last symbol of a corresponding PDCCH for PUCCH transmission occasion I , and
- before a last symbol of a corresponding PDCCH for PUCCH transmission occasion i

- ifthe PUCCH transmission occasion i on UL BWP b of carrier f of serving cell ¢ is in response
to detection by the UE of DCI format 1 0 or DCI format 1 _1 and the PUCCH transmission occasion
i on UL BWP b of carrier f of serving cell ¢ is not in response to detection by the UE of DCI

format 1 0 or DCI format 1 1, M is a number of DCI formats 22 with CRC scrambled by a TPC-
PUCCH-RNTI that the UE receives corresponding PDCCHs

- after a number of Kpyccnmn Symbols before a first symbol for PUCCH transmission occasion i,

, where Kpycenmin 18 €qual to the product of a number of symbols per slot, ¥, ot and the

symb >

minimum of the values provided by higher layer parameter k2 and for UL BWP b of carrier f of

serving cell ¢, and

- before a last symbol of a corresponding PDCCH for PUCCH transmission occasion i

- if the PUCCH transmission occasion i on UL BWP b of carrier f of serving cell ¢ is not in
response to detection by the UE of DCI format 1_0 or DCI format 1 _1 and the PUCCH transmission
occasion I, on UL BWP b of carrier f of serving cell ¢ is in response to a detection by the UE of

DCI format 1_0 or DCI format 1 _1, M is a number of DCI formats 2 2 with CRC scrambled by a
TPC-PUCCH-RNTI that the UE receives corresponding PDCCHs

- after a last symbol of a corresponding PDCCH for PUCCH transmission occasion i , and

- at or before a number of Kpyccymn Symbols before a first symbol for PUCCH transmission

occasion ;i

- if the PUCCH transmission occasions i and #,, on UL BWP b of carrier f* of serving cell ¢ are

not in response to detection by the UE of DCI format 1 _0 or DCI format 1 1, M is a number of DCI
formats 2 2 with CRC scrambled by a TPC-PUCCH-RNTT that the UE receives corresponding
PDCCHs

- after a number of Kpyccnmn Symbols before a first symbol for PUCCH transmission occasion i,

, and

- at or before a number of Kpyccymin Symbols before a first symbol for PUCCH transmission

occasion ;i

= Jope@GD =Ty 4 (hagsD + Spuccnn, g (rase»is Kpucen»1) 18 the current PUCCH power control adjustment state

and g, .(0,/)=0 is the first value after reset

- If By puccns. o (q,) value is provided by higher layers,
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&.7..(0,)=0

If the UE is provided higher layer parameter PUCCH-SpatialRelationlnfo, the UE determines the
value of / from the value of ¢, based on a pucch-SpatialRelationInfold value associated with the p0-

PUCCH-Id value corresponding to ¢, and with the closedLoopIndex value corresponding to / ;
otherwise, / =0 .

Else,

gb‘_/,c (051) = AR'mnpu[L,b,f‘c + 5msg2,b,f,c s Where

Opsgrp. s is the TPC command indicated in the random access response grant corresponding to the

m.

random access preamble transmitted on UL BWP b of carrier f in the serving cell ¢, and,

if the UE transmits PUCCH,

0
| max ’ ( 5
AP,,I,,,pup,b,f,C = min PCMAx,f,c - POfPUCCH,b,‘/',c + PLb,f,c (CId )+ AFJUCCH (F)+ ATF,b,f,c + 5msg2,b,f,c)

rampuprequested b, f ,c

5
otherwise,

09
. | max 5 . .
min PCMAX,f,C - (P07PUCCH,b,f,c + PLb,f,c (qd )) and APrampupreque:ted,b,f',c 18 prOVIded
AP

by higher layers and corresponds to the total power ramp-up requested by higher layers from the first
to the last preamble for UL BWP b of carrier f of primary cell ¢, and A pyecy (F) corresponds to

PUCCH format 0 or PUCCH format 1.

rampup,b, f,c

rampuprequested ,b, [ ,c

If the UE has reached Foyax /(i) for UL BWP b of carrier f of primary cell ¢, the UE does not

accumulate positive TPC commands for UL BWP b of carrier f of primary cell c.

If the UE has reached minimum power for UL BWP b of carrier f of primary cell ¢, the UE does not

accumulate negative TPC commands for UL BWP b of carrier f of primary cell c.

Table 7.2.1-1: Mapping of TPC Command Field in DCI format 1_0 or DCI format 1_1 or DCI format 2_2
having CRC parity bits scrambled by TPC-PUCCH-RNTI to accumulated 6yyccyi, .. Values

TPC Command Field | Accumulated 6,ccy, ;. [dB]
0 -1
1 0
2 1
3 3

7.3 Sounding reference signals

For SRS, the linear value ]SSRS,b,f,c (i,4,,1) of the transmit power Ps, ;. (i,q,,/) on UL BWP b of carrier f of
serving cell ¢ is split equally across the configured antenna ports for SRS. The UL BWP 5 is the active UL BWP.
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7.3.1 UE behaviour

If a UE transmits SRS on UL BWP b of carrier f of serving cell ¢ using SRS power control adjustment state with

index /, the UE determines the SRS transmission power Fys, ,.(i,q,,/) in SRS transmission occasion i as

PCMAX,‘f,c (l)s

PSRs,b,f,c (4,9,,1)=min . . . [dBm]
Py srsp.r.c(q,)+10log,, (2* Mgy (D) + Uspsy . (q) PLy ; (q) + My (1)

where,
- Fovax s (i) 1s the configured UE transmit power defined in [8, TS 38.101-1] and [8-2, TS38.101-2] for carrier

f ofserving cell ¢ in SRS transmission occasion i .

- Py spep.se(g,) 1s provided by higher layer parameter p0 for UL BWP b of carrier f of serving cell ¢ and
SRS resource set g, provided by higher layer parameters SRS-ResourceSet and SRS-ResourceSetld.

M s, (i) is the SRS bandwidth expressed in number of resource blocks for SRS transmission occasion i on

UL BWP b of carrier f of serving cell ¢ and u is defined in [4, TS 38.211].

- Ogsy . (q,)is provided by higher layer parameter alpha for UL BWP b of carrier [ of serving cell ¢ and

SRS resource set g, .

- PL,,.(q,)is a downlink path-loss estimate in dB calculated by the UE using reference signal (RS) index ¢, for

a DL BWP that is linked with UL BWP b of carrier f of serving cell ¢ and SRS resource set g, [6, TS

38.214]. The RS index ¢, is provided by higher layer parameter pathlossReferenceRS associated with the SRS

resource set ¢, and is either a higher layer parameter ssb-Index providing a SS/PBCH block index or a higher

layer parameter csi-RS-Index providing a CSI-RS resource index.

- Ifthe UE is not provided higher layer parameter pathlossReferenceRSs and before the UE is provided
dedicated higher layer parameters, the UE calculates PL, , .(g,) using a RS resource obtained from the
SS/PBCH block index that the UE obtains higher layer parameter MasterInformationBlock.

- For the SRS power control adjustment state for UL BWP b of carrier [ of serving cell ¢ and SRS

transmission occasion i

-y, G0 =S, (G0, where f, - (i,]) is the current PUSCH power control adjustment state as described in

Subclause 7.1.1, if higher layer parameter srs-PowerControlAdjustmentStates indicates a same power control
adjustment state for SRS transmissions and PUSCH transmissions; or

hy ;o (D) =hy 1 (o) + Osgs p 1o (asi 1 Kpg ) 1f the UE is not configured for PUSCH transmissions on UL BWP

b of carrier f of serving cell ¢, or if higher layer parameter srs-PowerControlAdjustmentStates indicates a
separate power control adjustment state between SRS transmissions and PUSCH transmissions, and if
accumulation is enabled based on the parameter tpc-Accumulation provided by higher layers, where

Osrs. 1. (st »is Ksgs) 18 jointly coded with other TPC commands in a PDCCH with DCI format 2_3, as
described in Subclause 11.4, that is last received by the UE prior to the SRS transmission and accumulative
values of Ogrg /o (fiysi»1> Kegs) are provided in Table 7.1.1-1, where

- I, is a SRS transmission occasion immediately prior to SRS transmission occasion i

if the SRS transmission is aperiodic, Kqs is a number of symbols for UL BWP b of carrier f of
serving cell ¢ after a last symbol of a corresponding PDCCH and before a first symbol of the SRS
transmission
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if the SRS transmission is semi-persistent or periodic, Kgps is a number of Kgpg i symbols equal to the

product of a number of symbols per slot, N3

«mb » and the minimum of the values provided by higher layer

parameter k2 and for UL BWP b of carrier f of serving cell ¢

for accumulation of a TPC commands that the UE receives by DCI formats 2 3 between an aperiodic,
semi-persistent, or periodic SRS transmission occasion I, and an aperiodic, semi-persistent, or periodic
SRS transmission occasion i ,

M-1
5SRs,b,f,L» (ilast A KSRS) = §SRS,b,f,u (ilast A KSRS) + Z 5SRS,b,f,c (ilast 31 Kgrs (m))

m=0
where

- M is anumber of DCI formats 2 3 the UE receives corresponding PDCCHs
- after a number of K i, Symbols before a first symbol of SRS transmission occasion i, , and
- at or before a number of Kgg ., Symbols before a first symbol of SRS transmission occasion i

Osrs.p. f e (ast 1 Ksrs ) = 0 dB if the UE does not detect after a last SRS transmission a DCI format

providing a TPC command for SRS transmissions on UL BWP b of carrier /* of serving cell c.

If the UE has reached R,y ;. (i) for UL BWP b of carrier f of serving cell ¢, the UE does not

accumulate corresponding positive TPC commands.

If UE has reached minimum power for UL BWP b of carrier f of serving cell ¢, the UE does not
accumulate corresponding negative TPC commands.

A UE resets accumulation for UL BWP b of carrier f of serving cell ¢
- When F, s, ,.(q,) value is provided by higher layers;

- When agg, ,.(q,) value is provided by higher layers.

hy ;.(0) =0 is the first value after reset of accumulation.

- If By sgsp.r.(4,) value is provided by higher layers,

- hb,f,c (0) =0
- Else,
- hb,/,c (0) = APr'ampup,b,/,c + 5mg2,h/,c s Where

Opse2 s 18 the TPC command indicated in the random access response grant corresponding to the

random access preamble transmitted on UL BWP b of carrier f of the serving cell ¢, and

O)
| max P . > |-
rampup,b, f,c — AN Poviax. f.c — (Pofsks,b, r.(q,)+10log, (2" MSRS,I),/,L‘(I)) + aSRS,b,f,c(qs) : PL/;,/,L-(%)) >
AP rampuprequested b, f ,c
and AP, . requested s.r.c 15 provided by higher layers and corresponds to the total power ramp-up

requested by higher layers from the first to the last preamble for UL BWP b of carrier f of
serving cell ¢ .
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y ;o) = Osps 1o (asi»is Kpysen) 1f the UE is not configured for PUSCH transmissions on UL BWP b of

carrier f of serving cell ¢, or if higher layer parameter srs-PowerControlAdjustmentStates indicates a

separate power control adjustment state between SRS transmissions and PUSCH transmissions, and if
accumulation is not enabled based on the higher layer parameter tpc-Accumulation, and the UE detects a DCI
format 2_3 for a SRS transmission occasion i that follows SRS transmission occasion i, , where absolute

values of Ogrg /. (ijas»is Kpyscu»/) are provided in Table 7.1.1-1.

- h, ()=Mh (i) fora SRS transmission occasion i where the UE does not detect a DCI format 2_3 after

an immediately previous SRS transmission occasion i, for UL BWP b of carrier f of serving cell c.

- if higher layer parameter srs-PowerControlAdjustmentStates indicates a same power control adjustment state
for SRS transmissions and PUSCH transmissions, the update of the power control adjustment state for SRS
transmission occasion i occurs at the beginning of each SRS resource in the SRS resource set ¢, ; otherwise,

the update of the power control adjustment state SRS transmission occasion i occurs at the beginning of the
first transmitted SRS resource in the SRS resource set g, .

7.4 Physical random access channel

A UE determines a transmission power for a physical random access channel (PRACH), Byycu, s (i) 0n active UL

BWP b of carrier f based on a current SS/PBCH block determination for serving cell ¢ in transmission occasion i
as

Poracup,r.c (D)= min{PCMAX,/,c (1) Porac sarget, e + PLb,/,c} [dBm],

where Py (i) s the configured UE transmission power defined in [8-1, TS 38.101-1] and [8-2, TS38.101-2] for
carrier f of serving cell ¢ within transmission occasion i, Popcy arger e 15 the PRACH preamble target reception
power PREAMBLE RECEIVED TARGET POWER provided by higher layers [11, TS 38.321] for the UL BWP b of
carrier f* of serving cell ¢, and PL, . 1s a pathloss for the UL BWP b of carrier f for the current SS/PBCH block

of serving cell ¢ calculated by the UE in dB as referenceSignalPower — higher layer filtered RSRP, where RSRP is
defined in [7, TS 38.215] and the higher layer filter configuration is defined in [12, TS 38.331].

If the PRACH transmission from the UE is not in response to a detection of a PDCCH order by the UE, or is in response
to a detection of a PDCCH order by the UE that triggers a contention based random access procedure,
referenceSignalPower is provided by ss-PBCH-BlockPower.

If the PRACH transmission from the UE is in response to a detection of a PDCCH order by the UE that triggers a non-
contention based random access procedure and depending the DL RS that the DM-RS of the PDCCH order is quasi-
collocated with as described in Subclause 10.1, referenceSignalPower is provided by ss-PBCH-BlockPower or, when
the UE is configured resources for a periodic CSI-RS reception, referenceSignalPower is obtained by higher layer
parameters ss-PBCH-BlockPower and powerControlOffsetSS where powerControlOffsetSS provides an offset of CSI-
RS transmission power relative to SS/PBCH block transmission power [6, TS 38.214]. If powerControlOffsetSS is not
provided to the UE, the UE assumes an offset of 0 dB.

If within a random access response window, as described in Subclause 8.2, the UE does not receive a random access
response that contains a preamble identifier corresponding to the preamble sequence transmitted by the UE, the UE
determines a transmission power for a subsequent PRACH transmission, if any, as described in [11, TS 38.321].

If prior to a PRACH retransmission, a UE changes the spatial domain transmission filter, Layer 1 notifies higher layers
to suspend the power ramping counter as described in [11, TS 38.321].

7.5 Prioritizations for transmission power reductions

For single cell operation with two uplink carriers or for operation with carrier aggregation, if a total UE transmit power
for a PUSCH or PUCCH or PRACH or SRS transmission in a respective transmission occasion i would exceed
ISCMAX (@) , where ﬁCMAX (i) is the linear value of P,y (7) in transmission occasion i as defined in [8-1, TS 38.101-1]
and [8-2, TS38.101-2], the UE allocates power to PUSCH/PUCCH/PRACH/SRS transmissions according to the

Petitioners' Exhibit 1006, p. 28
3GPP AT&T et al v. Asustek Computer
IPR2024-00992



Release 15 29 3GPP TS 38.213 V15.2.0 (2018-06)

following priority order (in descending order) so that the total UE transmit power is smaller than or equal to ﬁ’CM ax (@)

in every symbol of transmission occasion i . When determining a total transmit power in a symbol of transmission
occasion i, the UE does not include power for transmissions starting after the symbol of transmission occasion i . The
total UE transmit power is defined as the sum of the linear values of UE transmit powers for PUSCH, PUCCH,
PRACH, and SRS.

- PRACH transmission on the PCell

- PUCCH transmission with HARQ-ACK information and/or SR or PUSCH transmission with HARQ-ACK
information

- PUCCH transmission with CSI or PUSCH transmission with CSI
- PUSCH transmission without HARQ-ACK information or CSI

- SRS transmission, with aperiodic SRS having higher priority than semi-persistent and/or periodic SRS, or
PRACH transmission on a serving cell other than the PCell

In case of same priority order and for operation with carrier aggregation, the UE prioritizes power allocation for
transmissions on the primary cell of the MCG or the SCG over transmissions on a secondary cell and prioritizes power
allocation for transmissions on the PCell over transmissions on the PSCell. In case of same priority order and for
operation with two uplink carriers, the UE prioritizes power allocation for transmissions on the carrier where the UE is
configured to transmit PUCCH.

7.6 Dual connectivity
7.6.1 EN-DC

If a UE is configured with a MCG using E-UTRA radio access and with a SCG using NR radio access, the UE is
configured a maximum power P, .. for transmissions on the MCG by higher layer parameter p-MaxEUTRA and a

maximum power P, for transmissions on the SCG by higher layer parameter p-NR. The UE determines a transmission
power for the MCG as described in [13, TS 36.213] using P, as the maximum transmission power. The UE
determines transmission power for the SCG as described Subclauses 7.1 through 7.5 using P, as the maximum
transmission power for Pry.x < P -

DEN-DC
P

o » Where P is the linear value of P, ;, Py is the linear value of P,

If a UE is configured with 13LTE + 1'3NR >

HEN-DC
P,

and Total

is the linear value of a configured maximum transmission power for EN-DC operation as defined in [8-3,
TS 38.101-3] for frequency range 1, the UE determines a transmission power on the SCG as follows.

- Ifthe UE is configured with reference TDD configuration for EUTRA (by higher layer parameter tdm-
PatternConfig-rl5 in [13, TS 36.213])

- If the UE does not indicate a capability for dynamic power sharing between EUTRA and NR, the UE is not
expected to transmit in a slot on the SCG when a corresponding subframe on the MCG is an UL subframe in
the reference TDD configuration.

- If the UE indicates a capability for dynamic power sharing between EUTRA and NR and

- if the UE is not configured for operation with shortened TTI and processing time on the MCG [13, TS
36.213], and

- if the UE transmission(s) in subframe #, of the MCG overlap in time with UE transmission(s) in slot i, of the
SCG, and

- f Pueo (i) + o (i) > PENPC in any portion of slot 7, of the SCG,

Total

the UE reduces transmission power in any portion of slot 7, of the SCG so that Py, (i, )+ P (i, )< PENPC

in any portion of slot i, , where P (i) and P (i,) are the linear values of the total UE transmission

powers in subframe i, of the MCG and in slot i, of the SCG, respectively.
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- Ifthe UE does not indicate a capability for dynamic power sharing between EUTRA and NR, the UE is expected
to be configured with reference TDD configuration for EUTRA (by higher layer parameter tdm-PatternConfig-
r15in [13, TS 36.213]).

7.7 Power headroom report

The types of UE power headroom reports are the following. A Type 1 UE power headroom PH that is valid for
PUSCH transmission occasion i on UL BWP b of carrier f of serving cell c¢. A Type 3 UE power headroom PH

that is valid for SRS transmission occasion i on UL BWP b of carrier f of serving cell c.

A UE determines whether a power headroom report for an activated serving cell [11, TS38.321] is based on an actual
transmission or a reference format by considering the downlink control information the UE received until and including
the PDCCH monitoring occasion where the UE detects the first DCI format 0_0 or DCI format 0_1 scheduling an initial
transmission of a transport block, as determined by the new data indicator field in DCI format 0_0 or DCI format 0_1,
since a power headroom report was triggered.

If the UE is configured with a SCG,

- For computing power headroom for cells belonging to MCG, the term 'serving cell' in this subclause refers to
serving cell belonging to the MCG.

- For computing power headroom for cells belonging to SCG, the term 'serving cell' in this subclause refers to
serving cell belonging to the SCG. The term 'primary cell' in this subclause refers to the PSCell of the SCG.

If the UE is configured with a PUCCH-SCell,

- For computing power headroom for cells belonging to primary PUCCH group, the term 'serving cell' in this
subclause refers to serving cell belonging to the primary PUCCH group.

- For computing power headroom for cells belonging to secondary PUCCH group, the term 'serving cell' in this
subclause refers to serving cell belonging to the secondary PUCCH group. The term 'primary cell' in this
subclause refers to the PUCCH-SCell of the secondary PUCCH group.

7.7.1 Type 1 PH Report

If a UE determines that a Type 1 power headroom report for an activated serving cell is based on an actual PUSCH
transmission then, for PUSCH transmission occasion i on active UL BWP b of carrier f of serving cell ¢, the UE
computes the Type 1 power headroom report as

PHlypﬁl‘b,,/\c (RS PCMAX,/',c @)- { POfPUSCH,hA/,'c (/) +10log,, (2" Mlzgi?;lgc @)+ Ay f e () PLb,f,c (g.)+ ATF};,],( O+ fh,/ i ((R))] }
[dB]

where Py . (i) Py puscitp.rc (1) s Mg o (@) s @ 1 (7)s PLy; (q4) Dpgy o (0) and f, . (i,1) are defined in
Subclause 7.1.1.

If a UE is configured with multiple cells for PUSCH transmissions, where a subcarrier spacing configuration 4; on
active UL BWP b, of carrier f; of serving cell ¢, is smaller than a subcarrier spacing configuration £, on active UL
BWP b, of carrier f, of serving cell ¢,, and if the UE provides a Type 1 power headroom report in a PUSCH
transmission in a slot on UL BWP b, that overlaps with multiple slots on UL BWP b, the UE provides a Type 1

power headroom report for the first slot of the multiple slots on UL BWP b, that fully overlaps with the slot on UL
BWP b,.

If a UE is configured with multiple cells for PUSCH transmissions, the UE does not consider for computation of a Type
1 power headroom report in a first PUSCH transmission that includes an initial transmission of transport block on active

UL BWP b, of carrier f; of serving cell ¢, a second PUSCH transmission on active UL BWP b, of carrier f, of

serving cell ¢, that overlaps with the first PUSCH transmission if
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- the second PUSCH transmission is in response to detection of a DCI format 0_0 or a DCI format0 1 in a
PDCCH received in a second PDCCH monitoring occasion, and

- the second PDCCH monitoring occasion is after a first PDCCH monitoring occasion where the UE detects a first
DCI format 0_0 or DCI format 0 1 scheduling the first PUSCH transmission

If the UE determines that a Type 1 power headroom report for an activated serving cell is based on a reference PUSCH
transmission then, for PUSCH transmission occasion i on UL BWP b of carrier f of serving cell ¢, the UE
computes the Type 1 power headroom report as

Pthpel,b,f,c (0, /,94.0) = ﬁCMAX,f,c - { POfPUSCH,b,f,c )+ Oy fe () PLb,f,c (g.)+ f};,f,c ((N))] } [dB]

where 13CM ax. s (1) 1s computed assuming MPR=0dB, A-MPR=0dB, P-MPR=0dB. ATc =0dB. MPR, A-MPR, P-MPR
and ATc are defined in [8-1, TS 38.101-1] and [8-2, TS38.101-2]. The remaining parameters are defined in Subclause
7.1.1where B, pyscus. (/) and @, ;.(j) are provided from p0-PUSCH-AlphaSetld = 0 for the UL BWP b of carrier

S ofserving cell ¢, PL, ,.(q,) is obtained using PathlossReferenceRS-1d = 0, and [ =0.

If a UE is configured with two UL carriers for a serving cell and the UE determines a Type 1 power headroom report
for the serving cell based on a reference PUSCH transmission, the UE computes a Type 1 power headroom report for
the serving cell assuming a reference PUSCH transmission on the UL carrier provided by higher layer parameter pusch-
Config. If the UE is provided higher layer parameter pusch-Config for both UL carriers, the UE computes a Type 1
power headroom report for the serving cell assuming a reference PUSCH transmission on the UL carrier provided by
higher layer parameter pucch-Config. If pucch-Config is not configured, the UE computes a Type 1 power headroom
report for the serving cell assuming a reference PUSCH transmission on the non-supplementary UL carrier.

7.7.2 Type 2 PH report

This subclause is reserved.

7.7.3 Type 3 PH Report

If a UE determines that a Type 3 power headroom report for an activated serving cell is based on an actual SRS
transmission then, for SRS transmission occasion i on active UL BWP b of carrier f of serving cell ¢ and if the UE

is not configured for PUSCH transmissions on carrier f of serving cell ¢, the UE computes a Type 3 power headroom
report as

Pthpc},b,/,c (i,q,) = PCMAX,_/,C ()- { POfSRS,h‘f,c (g,) +10log,, (2% - MSRS,[:,_/‘,C @)+ Qspsp.fe (q,)- PLb,f,p (g.)+ hb,/,c @ }
[dB]

where P

CMAX, £, (l) > POfSRS,b,/,c q,), MSRS,b,/,c @, AsRS.b. 1 (g,)> PLb,_/‘,s (9,) and hb,f,c(l.) are defined in Subclause
7.3.1.

If the UE determines that a Type 3 power headroom report for an activated serving cell is based on a reference SRS
transmission then, for SRS transmission occasion i on UL BWP b of carrier f of serving cell ¢, and if the UE is not

configured for PUSCH transmissions on UL BWP b of carrier f of serving cell ¢, the UE computes a Type 3 power
headroom report as

PH ) 1. (054,) = ﬁCMAX,f,c (i)- { By sesip.r.c(4) + Asgs iy r.(q) - PLy ; (qq)+ Ry (D) } [dB]

where ¢, is a SRS resource set corresponding to SRS-ResourceSetld = 0 and Fy spsy r..(4,) s Osps r.(4), PLy ;.(q4)

and A, . (i) are defined in Subclause 7.3.1 with corresponding values obtained from SRS-ResourceSetld = 0.

Fovnx s (i) is computed assuming MPR=0dB, A-MPR=0dB, P-MPR=0dB and AT =0dB. MPR, A-MPR, P-MPR and
ATc are defined in [8-1, TS 38.101-1] and [8-2, TS38.101-2]..
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8 Random access procedure

Prior to initiation of the physical random access procedure, Layer 1 receives from higher layers a set of SS/PBCH block
indexes and provides to higher layers a corresponding set of RSRP measurements.

Prior to initiation of the physical random access procedure, Layer 1 receives the following information from the higher
layers:

- Configuration of physical random access channel (PRACH) transmission parameters (PRACH preamble format,
time resources, and frequency resources for PRACH transmission).
- Parameters for determining the root sequences and their cyclic shifts in the PRACH preamble sequence set
(index to logical root sequence table, cyclic shift (N g ), and set type (unrestricted, restricted set A, or restricted
set B)).
From the physical layer perspective, the L1 random access procedure encompasses the transmission of random access

preamble (Msgl) in a PRACH, random access response (RAR) message with a PDCCH/PDSCH (Msg2), and when
applicable, the transmission of Msg3 PUSCH, and PDSCH for contention resolution.

If a random access procedure is initiated by a "PDCCH order" to the UE, a random access preamble transmission is with
a same subcarrier spacing as a random access preamble transmission initiated by higher layers.

If a UE is configured with two UL carriers for a serving cell and the UE detects a "PDCCH order", the UE uses the
UL/SUL indicator field value from the detected "PDCCH order" to determine the UL carrier for the corresponding
random access preamble transmission.

8.1 Random access preamble

Physical random access procedure is triggered upon request of a PRACH transmission by higher layers or by a PDCCH
order. A configuration by higher layers for a PRACH transmission includes the following:

- A configuration for PRACH transmission [4, TS 38.211].

- A preamble index, a preamble subcarrier Spacing, FPopcp e » @ COTTEsponding RA-RNTI, and a PRACH

resource.

A preamble is transmitted using the selected PRACH format with transmission power Bgacpp /.. (7) » as described in
Subclause 7.4, on the indicated PRACH resource.

A UE is provided a number N of SS/PBCH blocks associated with one PRACH occasion and a number R of
contention based preambles per SS/PBCH block by higher layer parameter ssb-perRACH-OccasionAndCB-

PreamblesPerSSB. If N <1, one SS/PBCH block is mapped to /N consecutive PRACH occasions. If N >1, R
contention based preambles with consecutive indexes associated with SS/PBCH block n, 0<n <N -1, per PRACH
occasion start from preamble index 7 - 64/ N . SS/PBCH block indexes are mapped to PRACH occasions in the
following order where the parameters are described in [4, TS 38.211].

- First, in increasing order of preamble indexes within a single PRACH occasion.
- Second, in increasing order of frequency resource indexes for frequency multiplexed PRACH occasions.

- Third, in increasing order of time resource indexes for time multiplexed PRACH occasions within a PRACH
slot.

- Fourth, in increasing order of indexes for PRACH slots.
An association period, starting from frame 0, for mapping SS/PBCH blocks to PRACH occasions is the smallest value

in the set determined by the PRACH configuration period according Table 8.1-1 such that foB SS/PBCH blocks are

mapped at least once to the PRACH occasions within the association period, where a UE obtains N. ?fB from the value
of higher layer parameter ssb-PositionsInBurst in SystemInformationBlockTypel and/or in ServingCellConfigCommon.
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If after an integer number of SS/PBCH blocks to PRACH occasions mapping cycles within the association period there
is a set of PRACH occasions that are not mapped to N?XSB SS/PBCH blocks, no SS/PBCH blocks are mapped to the set

of PRACH occasions. An association pattern period consists of one or more association periods and is determined so
that a pattern between PRACH occasions and SS/PBCH blocks repeats at most every 160 msec. PRACH occasions not
associated with SS/PBCH blocks after an integer number of association periods, if any, are not used for PRACH
transmissions.

For a PRACH transmission triggered by a PDCCH order, the PRACH mask index field [5, TS 38.212], if the value of
the Random Access Preamble index field is not zero, indicates the PRACH occasion for the PRACH transmission
where the PRACH occasions are associated with the SS/PBCH index provided by the SS/PBCH index field of the
PDCCH order. For the indicated preamble index, the ordering of the PRACH occasions is

- First, in increasing order of frequency resource indexes for frequency multiplexed PRACH occasions

- Second, in increasing order of time resource indexes for time multiplexed PRACH occasions within a PRACH
slot

- Third, in increasing order of indexes for PRACH slots

Table 8.1-1: Mapping between PRACH configuration period and SS/PBCH block to PRACH occasion
association period

PRACH configuration period (msec) SESEE EHIE _perlod_ (numb_er IR
configuration periods)
10 {1,2,4, 8,16}
20 {1,2,4, 8}
40 {1,2, 4}
80 {1. 2}
160 {1}

If a UE is provided higher layer parameter tdd-UL-DL-ConfigurationCommon, or is also provided higher layer
parameter tdd-UL-DL-ConfigurationCommon2, a PRACH occasion in a PRACH slot is valid if

- itis within UL symbols, or

- it does not precede a SS/PBCH block in the PRACH slot and starts at least N,,, symbols after a last downlink

symbol and at least N, symbols after a last SS/PBCH block transmission symbol, where N, is provided in
Table 8.2-2.

For preamble format B4 [4, TS 38.211], N, =0.

Table 8.1-2: N, values for different preamble subcarrier spacing configurations
Preamble subcarrier spacing N g
1.25 kHz or 5 kHz 0
15 kHz or 30 kHz or 60 kHz or 120 kHz 2

If a random access procedure is initiated by a PDCCH order, the UE, if requested by higher layers, transmits a PRACH
in the first available PRACH occasion for which a time between the last symbol of the PDCCH order reception and the
first symbol of the PRACH transmission is larger than or equal to Ny, +Agypsyiching T Apeiay MSEC, Where Ny, is a time

duration of N, symbols corresponding to a PUSCH preparation time for PUSCH processing capability 1 [6, TS
38.214], Agwpswiching = 0 if the active UL BWP does not change and Apypsyiching 1S defined in [10, TS 38.133]
otherwise, and Ap,,, =0.5 msec for FR1 and Ap,,, =0.25 msec for FR2. For a PRACH transmission using 1.25 kHz

or 5 kHz subcarrier spacing, the UE determines NV, assuming subcarrier spacing configuration 4 = 0.

For single cell operation or for operation with carrier aggregation in a same frequency band, a UE does not transmit
PRACH and PUSCH/PUCCH/SRS in a same slot or when a gap between the first/last symbol of a PRACH
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transmission in a first slot is separated by less than N symbols from the last/first symbol of a PUSCH/PUCCH/SRS
transmission in a second slot where N =2 for #=0 or u=1 , N=4 for u= 2 or u=3 ,and f is the subcarrier
spacing configuration for the active UL BWP..

8.2 Random access response

In response to a PRACH transmission, a UE attempts to detect a DCI format 1 0 with a CRC scrambled by a
corresponding RA-RNTI during a window controlled by higher layers [11, TS 38.321]. The window starts at the first
symbol of the earliest control resource set the UE is configured for Typel-PDCCH common search space, as defined in

Subclause 10.1, that is at least RA - N Subframe g ystot ) Zf—‘ symbols after the last symbol of the preamble sequence

slot symb
transmission, where A is defined in [10, TS 38.133] and u is the subcarrier spacing configuration for Typel-PDCCH

common search space. The length of the window in number of slots, based on the subcarrier spacing for Typel-PDCCH
common search space as defined in Subclause 10.1, is provided by higher layer parameter ra-ResponseWindow.

If a UE detects the DCI format 1 0 with the CRC scrambled by the corresponding RA-RNTI and a corresponding
PDSCH that includes a DL-SCH transport block within the window, the UE passes the transport block to higher layers.
The higher layers parse the transport block for a random access preamble identity (RAPID) associated with the PRACH
transmission. If the higher layers identify the RAPID in RAR message(s) of the DL-SCH transport block, the higher
layers indicate an uplink grant to the physical layer. This is referred to as random access response (RAR) UL grant in
the physical layer.

If the UE does not detect the DCI format 1 _0 with the CRC scrambled by the corresponding RA-RNTI within the
window, or if the UE does not correctly receive the DL-SCH transport block in the PDSCH within the window, or if the
higher layers do not identify the RAPID associated with the PRACH transmission, the higher layers can indicate to the
physical layer to transmit a PRACH. If requested by higher layers, the UE shall be ready to transmit a PRACH no later
than Ny, +0.75 msec after the last symbol of the window, or the last symbol of the PDSCH reception, where N, is a

time duration of N, symbols corresponding to a PDSCH reception time for PDSCH processing capability 1 when
additional PDSCH DM-RS is configured.

If a UE detects a DCI format 1_0 with the CRC scrambled by the corresponding RA-RNTI and receives the
corresponding PDSCH that includes the DL-SCH transport block, the UE may assume same DM-RS antenna port quasi
co-location properties, as described in [6, 38.214], as for a SS/PBCH block or a CSI-RS resource the UE used for
PRACH association as described in Subclause 8.1. If the UE attempts to detect the DCI format 1 0 with CRC
scrambled by the corresponding RA-RNTI in response to a PRACH transmission initiated by a PDCCH order that
triggers non-contention based random access procedure, the UE may assume that the PDCCH and the PDCCH order
have same DM-RS antenna port quasi co-location properties.

A RAR UL grant schedules a PUSCH transmission from the UE (Msg3 PUSCH). The contents of the RAR UL grant,
starting with the MSB and ending with the LSB, are given in Table 8.2-1.

If the value of the frequency hopping flag is 0, the UE transmits Msg3 PUSCH without frequency hopping; otherwise,
the UE transmits Msg3 PUSCH with frequency hopping.

The Msg3 PUSCH frequency resource allocation is for uplink resource allocation type 1 [6, 38.214]. In case of Msg3
PUSCH transmission with frequency hopping, the first one or two bits, Ny ,,, bits, of the Msg3 PUSCH frequency

resource allocation field are used as hopping information bits as described in Table 8.3-1.

If higher layer parameter pusch-AllocationList is provided by pusch-ConfigCommon, a value of the Msg3 PUSCH time
resource allocation field indicates an entry to a table provided by pusch-AllocationList; otherwise a value of the Msg3
PUSCH time resource allocation field indicates an entry to default time resource allocation table [6, 38.214].

The MCS is determined from the first sixteen indices of the applicable MCS index table for PUSCH as described in [6,
38.214].

The TPC command 6,,,,, ,. is used for setting the power of the Msg3 PUSCH, as described in Subclause 7.1.1, and is
interpreted according to Table 8.2-2.

In non-contention based random access procedure, the CSI request field is interpreted to determine whether an aperiodic
CSI report is included in the corresponding PUSCH transmission according to [6, TS 38.214]. In contention based
random access procedure, the CSI request field is reserved.
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Table 8.2-1: Random Access Response Grant Content field size

RAR grant field Number of bits
Frequency hopping flag
Msg3 PUSCH frequency resource allocation
Msg3 PUSCH time resource allocation
MCS
TPC command for Msg3 PUSCH
CSl request

N SIEE N

Table 8.2-2: TPC Command &

msg2.b,f,c

for Msg3 PUSCH

TPC Command | Value (in dB)
-6
-4
-2

N[OOI |WIN|=|O

|~ NO

Unless a UE is configured a subcarrier spacing, the UE receives subsequent PDSCH using same subcarrier spacing as
for the PDSCH reception providing the RAR message.

If a UE does not detect the DCI format with CRC scrambled by a corresponding RA-RNTI or does not correctly receive
a corresponding DL-SCH transport block within the window, the UE procedure is as described in [11, TS 38.321].

8.3 Msg3 PUSCH

Higher layer parameter msg3-transformPrecoding indicates to a UE whether or not the UE shall apply transform
precoding, as described in [4, TS 38.211], for an Msg3 PUSCH transmission.

If the UE applies transform precoding to an Msg3 PUSCH transmission with frequency hopping, the frequency offset
for the second hop [6, TS38.214] is given in Table 8.3-1.

Table 8.3-1: Frequency offset for second hop for Msg3 PUSCH transmission with frequency hopping

Number of PRBs in initial active UL BWP | Value of NUL,hOp Hopping Bits | Frequency offset for 2" hop
0 Vi /2]
NBWP < 50 size
1 \_NBWP /4J
00 Vi /2]
size 01 \_NES;\ZR?P /4J
Ni}WP >50 size
10 - \_N BWP / 4J
11 Reserved

The subcarrier spacing for Msg3 PUSCH transmission is provided by higher layer parameter SubcarrierSpacing in
BWP-UplinkCommon. A UE transmits PRACH and Msg3 PUSCH on a same uplink carrier of the same serving cell.

An UL BWP, as described in Subclause 12 and in [4, TS 38.211], for Msg3 PUSCH transmission is indicated by higher
layers.

A UE transmits an UL-SCH in an Msg3 PUSCH scheduled by a RAR grant in a corresponding RAR message using
redundancy version number 0. Retransmissions, if any, of the UL-SCH in an Msg3 PUSCH are scheduled by a DCI
format 0_0 with CRC scrambled by a TC-RNTI provided in the corresponding RAR message [11, TS 38.321].
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Ifin slot n a UE receives a PDSCH with a RAR message for a corresponding preamble transmission from the UE, the
UE transmits a Msg3 PUSCH in slot n+k,, where k, is provided in [6, TS 38.214]. The UE may assume a minimum
time between the last symbol of a PDSCH reception conveying a RAR and the first symbol of a corresponding Msg3
PUSCH transmission scheduled by the RAR in the PDSCH for a UE is equal to Ny; + Ny, +0.5 msec. Ny, isatime
duration of N, symbols corresponding to a PDSCH reception time for PDSCH processing capability 1 when additional
PDSCH DM-RS is configured and, N, is a time duration of N, symbols corresponding to a PUSCH preparation time
for PUSCH processing capability 1 [6, TS 38.214].

8.4 PDSCH with UE contention resolution identity

In response to an Msg3 PUSCH transmission when a UE has not been provided with a C-RNTI, the UE attempts to
detect a DCI format 1_0 with CRC scrambled by a corresponding TC-RNTI scheduling a PDSCH that includes a UE
contention resolution identity [11, TS 38.321]. In response to the PDSCH reception with the UE contention resolution
identity, the UE transmits HARQ-ACK information in a PUCCH. The PUCCH transmission is within a same initial
active UL BWP as the Msg3 PUSCH transmission. A minimum time between the last symbol of the PDSCH reception
and the first symbol of the corresponding HARQ-ACK information transmission is equal to N, +0.5 msec. Ny, isa

time duration of N, symbols corresponding to a PDSCH reception time for PDSCH processing capability 1 when
additional PDSCH DM-RS is configured.

9 UE procedure for reporting control information

If a UE is configured with a SCG, the UE shall apply the procedures described in this subclause for both MCG and
SCG.

- When the procedures are applied for MCG, the terms 'secondary cell', 'secondary cells', 'serving cell', 'serving
cells' in this clause refer to secondary cell, secondary cells, serving cell, serving cells belonging to the MCG
respectively.

- When the procedures are applied for SCG, the terms 'secondary cell', 'secondary cells', 'serving cell', 'serving
cells' in this clause refer to secondary cell, secondary cells (not including PSCell), serving cell, serving cells
belonging to the SCG respectively. The term 'primary cell' in this clause refers to the PSCell of the SCG.

If the UE is configured with a PUCCH-SCell, the UE shall apply the procedures described in this clause for both
primary PUCCH group and secondary PUCCH group

- When the procedures are applied for the primary PUCCH group, the terms 'secondary cell', 'secondary cells',
'serving cell', 'serving cells' in this clause refer to secondary cell, secondary cells, serving cell, serving cells
belonging to the primary PUCCH group respectively.

- When the procedures are applied for secondary PUCCH group, the terms 'secondary cell', 'secondary cells',
'serving cell', 'serving cells' in this clause refer to secondary cell, secondary cells (not including the PUCCH-
SCell), serving cell, serving cells belonging to the secondary PUCCH group respectively. The term 'primary cell'
in this clause refers to the PUCCH-SCell of the secondary PUCCH group.

If a UE would multiplex UCI in a PUCCH transmission that overlaps with a PUSCH transmission, and the PUSCH and
PUCCH transmissions fulfill the conditions in Subclause 9.2.5 for UCI multiplexing, the UE multiplexes the UCI in the
PUSCH transmission and does not transmit the PUCCH.

If a UE multiplexes aperiodic CSI in a PUSCH and the UE would multiplex UCI in a PUCCH that overlaps with the
PUSCH, the UE multiplexes the UCI in the PUSCH.

If a UE transmits multiple PUSCHs in a slot on respective serving cells that include first PUSCHs that are in response
to detection by the UE of DCI format(s) 0_0 or DCI format(s) 0 1 and second PUSCHs configured by respective higher
layer parameters ConfiguredGrantConfig, and the UE would multiplex UCI in one of the multiple PUSCHs, and the
multiple PUSCHs fulfil the conditions in Subclause 9.2.5 for UCI multiplexing, the UE multiplexes the UCI in a
PUSCH from the first PUSCHs.

If a UE transmits multiple PUSCHs in a slot in response to detection by the UE of DCI format(s) 0_0 or DCI format(s)
0_1 on respective serving cells and the UE would multiplex UCI in one of the multiple PUSCHs and the UE does not
multiplex aperiodic CSI in any of the multiple PUSCHs, the UE multiplexes the UCI in a PUSCH of the serving cell
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with the smallest ServCelllndex subject to the conditions in Subclause 9.2.5 for UCI multiplexing being fulfilled. If the
UE transmits more than one PUSCHs in the slot on the serving cell with the smallest ServCelllndex that fulfil the
conditions in Subclause 9.2.5 for UCI multiplexing, the UE multiplexes the UCI in the PUSCH that the UE transmits
first in the slot.

A HARQ-ACK information bit value of 0 represents a negative acknowledgement (NACK) while a HARQ-ACK
information bit value of 1 represents a positive acknowledgement (ACK).

9.1 HARQ-ACK codebook determination

If a UE receives a PDSCH without receiving a corresponding PDCCH, or if the UE receives a PDCCH indicating a SPS
PDSCH release, the UE generates one corresponding HARQ-ACK information bit.

If a UE is not provided higher layer parameter PDSCH-CodeBlockGroup Transmission, the UE generates one HARQ-
ACK information bit per transport block.

A UE is not expected to be indicated to transmit HARQ-ACK information for more than two SPS PDSCH receptions in
a same PUCCH.

In the following, the CRC for DCI format 1 0 is scrambled with a C-RNTI or a CS-RNTI and the CRC for DCI format
1 1 is scrambled with a C-RNTIL.

9.1.1 CBG-based HARQ-ACK codebook determination

If a UE is provided higher layer parameter PDSCH-CodeBlockGroupTransmission for a serving cell, the UE receives
PDSCHs that include code block groups (CBGs) of a transport block and the UE is provided higher layer parameter

maxCodeBlockGroupsPerTransportBlock indicating a maximum number N ﬁiggf’,;‘gag of CBGs for generating respective

HARQ-ACK information bits for a transport block reception for the serving cell.

For a number of C code blocks (CBs) in a transport block, the UE determines a number of CBGs as

CBG/TB - CBG/TB, max CBG/TB.1 CBG/TB . ’_ CBG/TB -‘
Niarg-ack = mm(N Harg-Ack » C ) Each of the first NS3S7L = mod(C, NSEST5 . ) CBGs includes | C/Nngock | CBs,

where CBG 7y, 0 < 5y < Nisan ey » includes CBs ng, (C/ Nyaroa —‘ + g, 0< gy < (C/ Ninvon —‘ , and each of the

HARQ-ACK ? HARQ-ACK HARQ-ACK
CBG/TB2  _ A7CBG/TB CBG/TB : CBG/TB J
last Mo BE = Ninnooack —mod(c, NIIARQ—ACK) CBGs includes \_C / Nyarg-ack | CBs, where CBG
CBG/TB,1 CBG/TB,1 CBG/TB,2 1
epg> N, HARQ-ACK = Mcpg < N, HARQ-ACK T N HARQ-ACK ° includes CBs

CBG/TB, 1 CBG/TB CBG/TB, 1 CBG/TB CBG/TB
N HARQ-ACK (C/ N HARQ-ACK—‘+ (nCBG -N HARQ-ACK ) LC/ N HARQ-ACKJ+ Neg, 0 < ey < |_C/ N HARQ-ACKJ' The UE generates

nepamsl 4 yeBaTB2  HARQ-ACK information bits through a one-to-one mapping with the NSBOTBI 4 pCBGTB2

HARQ-ACK HARQ-ACK HARQ-ACK HARQ-ACK
CBGs. If the UE receives two transport blocks, the UE concatenates the HARQ-ACK information bits for the second
transport block after the HARQ-ACK information bits for the first transport block. The UE generates an ACK for the
HARQ-ACK information bit of a CBG if the UE correctly received all code blocks of the CBG and generates a NACK
for the HARQ-ACK information bit of a CBG if the UE incorrectly received at least one code block of the CBG.

The HARQ-ACK codebook includes the Ny ack HARQ-ACK information bits and, if Nyapo ack < Niano ace for

a transport block, the UE generates a NACK value for the last , gﬁggi"c“i‘ -N ﬁiggicx HARQ-ACK information bits

for the transport block in the HARQ-ACK codebook.

If the UE generates a HARQ-ACK codebook in response to a retransmission of a transport block, corresponding to a
same HARQ process as a previous transmission of the transport block, the UE generates an ACK for each CBG that the
UE correctly decoded in a previous transmission of the transport block.

If a UE correctly detects each of the Nﬁiggi% CBGs and does not correctly detect the transport block for the
Niinrooack CBGs, the UE generates a NACK value for each of the Nyapo ek CBGs.
If a UE receives a PDSCH that is scheduled by a PDCCH with DCI format 1 _0, or a SPS PDSCH, or the UE detects a

SPS PDSCH release, the UE generates HARQ-ACK information only for the transport block in the PDSCH or only for
the SPS PDSCH release, respectively.
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If a UE receives a PDSCH that is scheduled by a PDCCH with DCI format 1 _0, or a SPS PDSCH, or the UE detects a
SPS PDSCH release, and if the UE is configured with higher layer parameter pdsch-HARQ-ACK-Codebook = semi-

static, the UE repeats NISERGQ?XE‘;{X times the HARQ-ACK information for the transport block in the PDSCH or for the

SPS PDSCH release, respectively, for generating Nyjypo acx HARQ-ACK information bits as described in Subclause

9.1.2.

9.1.2 Type-1 HARQ-ACK codebook determination
This subclause applies if the UE is configured with pdsch-HARQ-ACK-Codebook = semi-static.

A UE reports HARQ-ACK information for a corresponding PDSCH reception or SPS PDSCH release only in a HARQ-
ACK codebook that the UE transmits in a slot indicated by a value of a PDSCH-to-HARQ _feedback timing indicator
field in a corresponding DCI format 1 0 or DCI format 1 1. The UE reports NACK value(s) for HARQ-ACK
information bit(s) in a HARQ-ACK codebook that the UE transmits in a slot not indicated by a value of a PDSCH-to-
HARQ feedback timing indicator field in a corresponding DCI format 1 0 or DCI format 1 1.

repeat

If the UE is provided higher layer parameter pdsch-AggregationFactor, Nppety is a value of pdsch-AggregationFactor,

repeat repeat

otherwise, Nppscy =1. The UE reports HARQ-ACK information only for a last slot of the Nppgey slots.

If a UE reports HARQ-ACK information in a PUSCH or a PUCCH only for a SPS PDSCH release or only for a
PDSCH reception within the M , . occasions for candidate PDSCH receptions, as determined in Subclause 9.1.2.1, that

is scheduled by DCI format 1 0 with a counter downlink assignment indicator (DAI) field value of 1 on the PCell, the
UE determines a HARQ-ACK codebook only for the SPS PDSCH release or only the PDSCH reception; otherwise, the
following procedures for a HARQ-ACK codebook determination apply.

9.1.21 Type-1 HARQ-ACK codebook in physical uplink control channel

For a serving cell ¢ and the active DL BWP and the active UL BWP, as described in Subclause 12, the UE determines
asetof M,  occasions for candidate PDSCH receptions for which the UE can transmit corresponding HARQ-ACK

information in a PUCCH in slot n . The determination is based:
a) on a set of slot timing values K, associated with the active UL BWP

a) If the UE is configured to monitor PDCCH for DCI format 1 0 and is not configured to monitor PDCCH for
DCI format 1_1 on serving cell ¢, K, is provided by the slot timing values {1, 2, 3, 4, 5, 6, 7, 8} for DCI
format 1_0;

b) If the UE is configured to monitor PDCCH for DCI format 1_1 on serving cell ¢, K, is provided by higher
layer parameter d/-DataToUL-ACK for DCI format 1 1.

b) when provided, on a set of row indexes of a table provided by higher layer parameter PDSCH-
TimeDomainResourceAllocation associated with the active DL BWP and defining respective sets of slot offsets

K, , start and length indicators SLIV, and PDSCH mapping types for PDSCH reception as described in [6, TS
38.214]; and

¢) when provided, on higher layer parameter tdd-UL-DL-ConfigurationCommon, higher layer parameter tdd-UL-
DL- ConfigurationCommonZ2, and higher layer parameter tdd-UL-DL-ConfigDedicated as described in Subclause
11.1.

For the set of slot timing values K, , the UE determines M ,, occasions for candidate PDSCH receptions or SPS

PDSCH releases according to the following pseudo-code.
Set j =0 - index of occasion for candidate PDSCH reception or SPS PDSCH release
Set B=U

Set M, =0
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Set ¢(K,) to the cardinality of set K|
Set k£ =0 — index of slot timing values K|, inset K, for serving cell ¢

while x < (k)
Set R to the set of rows provided by PDSCH-TimeDomainResourceAllocation

Set ¢(R) to the cardinality of R,

Set » =0 —index of row provided by PDSCH-TimeDomainResourceAllocation

if slot 7 is after a slot for an active DL BWP change on serving cell ¢ or an active UL BWP change on the PCell
and slot n— K, is before the slot for the active DL BWP change on serving cell ¢ or the active UL BWP change

on the PCell
k=k+1;
else
while » < ¢(R)
if the UE is provided higher layer parameter ¢tdd-UL-DL-ConfigurationCommon, or higher layer parameter tdd-

UL-DL- ConfigurationCommon2, or higher layer parameter tdd-UL-DL-ConfigDedicated and, for each slot from

t

slotn—K, , = Nppsen +1 to slot n—K, ., at least one OFDM symbol of the PDSCH time resource derived by

row 7 is configured as UL where K, is the &-th slot timing value in set K ,
R=R\r;
end if
r=r+l;
end while
If the UE does not indicate a capability to receive more than one unicast PDSCH per slot and R # I,
My =M, Uk
The UE does not expect to receive SPS PDSCH release and unicast PDSCH in a same slot;
else
Set ¢(R) to the cardinality of R
Set m to the smallest last OFDM symbol index, as determined by the SL/V, among all rows of R
while R #
Set r=0
while » < ¢(R)
if S <m for start OFDM symbol index S for row r

b, = Jj; - index of occasion for candidate PDSCH reception or SPS PDSCH release associated with row
r

R=R\r;
B=BUb,,;
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end if

r=r+l;

end while

M, =M, Uj

J=J+1

Set m to the smallest last OFDM symbol index among all rows of R ;
end while
end if

k=k+1.

end if

end while

For rows of PDSCH-TimeDomainResourceAllocation associated with a same value of b, , , where b, , € B, the UE is

not expected to receive more than one PDSCH in a same slot.

If a UE is provided higher layer parameter dl-DataToUL-ACK, the UE does not expect to be indicated by DCI format
1_0 a slot timing value for transmission of HARQ-ACK information that does not belong to the intersection of the set
of slot timing values {1, 2, 3,4, 5, 6, 7, 8} and the set of slot timing values provided by higher layer parameter d/-
DataToUL-ACK for the active DL BWP of a corresponding serving cell.

If an occasion for a candidate PDSCH reception can be in response to a PDCCH with DCI format 1 1 and if higher
layer parameter maxNrofCodeWordsScheduledByDCI indicates reception of two transport blocks, when the UE receives
a PDSCH with one transport block, the HARQ-ACK information is associated with the first transport block and the UE
generates a NACK for the second transport block if higher layer parameter harq-A CK-SpatialBundlingPUCCH is not
provided and generates HARQ-ACK information with value of ACK for the second transport block if higher layer
parameter harg-ACK-SpatialBundlingPUCCH is provided.

A UE determines o;'“,5,"* ..., OA%( . HARQ-ACK information bits, for a total number of O,., HARQ-ACK

information bits, of a HARQ-ACK codebook for transmission in a PUCCH according to the following pseudo-code. In
the following pseudo-code, if the UE does not receive a transport block or a CBG, due to the UE not detecting a
corresponding PDCCH with DCI format 1 0 or DCI format 1 1, the UE generates a NACK value for the transport
block or the CBG. The cardinality of the set M , , defines a total number M of occasions for PDSCH reception or SPS

PDSCH release for serving cell c.
Set ¢ =0 —serving cell index: lower indices correspond to lower RRC indices of corresponding cell

Set j =0- HARQ-ACK information bit index

Set N2

cells

to the number of serving cells configured by higher layers for the UE

while ¢ < N2

cells

Set m =0 — index of occasion for candidate PDSCH reception or SPS PDSCH release

while m <M,

if higher layer parameter harq-ACK-SpatialBundlingPUCCH is not provided, higher layer parameter
PDSCH-CodeBlockGroupTransmission is not provided, and the UE is configured by higher layer
parameter maxNrofCodeWordsScheduledByDCI with reception of two transport blocks for the active DL
BWP of serving cell ¢,
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5_1.”‘0( = HARQ-ACK information bit corresponding to a first transport block of this cell;
J=J+1

SJ.ACK = HARQ-ACK information bit corresponding to a second transport block of this cell;
J=J+1

elseif higher layer parameter harg-ACK-SpatialBundlingPUCCH is provided, and the UE is configured by
higher layer parameter maxNrofCodeWordsScheduledByDCI with reception of two transport blocks for
the active DL BWP of serving cell ¢,

5;'“ = binary AND operation of the HARQ-ACK information bits corresponding to first and second

transport blocks of this cell - if the UE receives one transport block, the UE assumes ACK for the
second transport block;

J=j+l;
elseif higher layer parameter PDSCH-CodeBlockGroupTransmission is provided, and N gﬁggﬁ;g;*;c CBGs are

indicated by higher layer parameter maxCodeBlockGroupsPerTransportBlock for serving cell ¢,

Set ncgg = 0 - CBG index

. CBG/TB,max
while negg <N, HARQ—AC?(,C
0/x . =HARQ-ACK information bit corresponding to CBG g of the first transport block;

if the UE is configured by higher layer parameter maxNrofCode WordsScheduledByDCI with reception
of two transport blocks for the active DL BWP of serving cell ¢

0% somme = HARQ-ACK information bit corresponding to CBG 7y of the second
J*+ncBG +NHARQ-ACK ¢
transport block;

end if
Nepg =Nepg 15

end while

J=J+Npg. Nyapooack.c» Where Npy. is the value of higher layer parameter

maxNrofCodeWordsScheduledByDCI for the active DL BWP of serving cell c;

else

0/'* = HARQ-ACK information bit of this cell
J=Jj+1;
end if
m=m+1;
end while
c=c+l1;

end while
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If Oy +Og +Ocg <11, the UE determines a number of HARQ-ACK information bits 7, scx fOr obtaining a
NPE M, -1 NeiM 1

transmission power for a PUCCH, as described in Subclause 7.2.1, 88 nyupo.ack = D, D Npohed 4 )" D" N jweeived 86

m,c m,c

¢=0 m=0 ¢=0 m=0
where

- N f:i,eived is the number of transport blocks the UE receives in PDSCH reception occasion m for serving cell ¢ if
higher layer parameters harq-A CK-SpatialBundlingPUCCH and PDSCH-CodeBlockGroupTransmission are not
provided, or the number of transport blocks the UE receives in PDSCH reception occasion m for serving cell ¢
if higher layer parameter PDSCH-CodeBlockGroupTransmission is provided and the PDSCH reception is in
response to a DCI format 1 _0 detection, or the number of PDSCH receptions if higher layer parameter sarg-
ACK-SpatialBundlingPUCCH is provided or SPS PDSCH release in PDSCH reception occasion m for serving
cell ¢ and the UE reports corresponding HARQ-ACK information in the PUCCH.

- NpeevedCP6 g the number of CBGs the UE receives in a PDSCH reception occasion m for serving cell ¢ if

higher layer parameter PDSCH-CodeBlockGroupTransmission is provided and the PDSCH reception is in
response to a DCI format 1 1 detection and the UE reports corresponding HARQ-ACK information in the
PUCCH.

9.1.2.2 Type-1 HARQ-ACK codebook in physical uplink shared channel

If a UE multiplexes HARQ-ACK information in a PUSCH transmission that is not scheduled by a DCI format or is
scheduled by DCI format 0_0, then

- if the UE has not received any PDSCH or SPS PDSCH release that the UE transmits corresponding HARQ-ACK
information in the PUSCH, based on a value of a respective PDSCH-to-HARQ feedback timing field in a DCI
format scheduling the PDSCH reception or the SPS PDSCH release, in any of the A/, occasions for PDSCH
reception by DCI format 1 _0 or DCI format 1 1 or SPS PDSCH on any serving cell ¢, as described in
Subclause 9.1.2.1, the UE does not multiplex HARQ-ACK information in the PUSCH transmission;

- else the UE generates the HARQ-ACK codebook as described in Subclause 9.1.2.1 except that iarg-ACK-
SpatialBundlingPUCCH is replaced by harg-ACK-SpatialBundlingPUSCH.

A UE sets to NACK value in the HARQ-ACK codebook any HARQ-ACK information corresponding to PDSCH
reception or SPS PDSCH release scheduled by DCI format 1 0 or DCI format 1 1 that the UE detects in a PDCCH
monitoring occasion that is after a PDCCH monitoring occasion where the UE detects a DCI format 0_0 or a DCI
format 0_1 scheduling the PUSCH transmission.

If a UE multiplexes HARQ-ACK information in a PUSCH transmission that is scheduled by DCI format 0 1, the UE
generates the HARQ-ACK codebook as described in Subclause 9.1.2.1 when a value of the DAI field in DCI format

0_1is V;'ha. =1 except that harg-ACK-SpatialBundlingPUCCH is replaced by harq-ACK-SpatialBundlingPUSCH.
The UE does not generate a HARQ-ACK codebook for multiplexing in the PUSCH transmission when 7" atm =0

9.1.3  Type-2 HARQ-ACK codebook determination
This subclause applies if the UE is configured with pdsch-HARQ-ACK-Codebook = dynamic.

9.1.3.1 Type-2 HARQ-ACK codebook in physical uplink control channel

A UE determines monitoring occasions for PDCCH with DCI format 1 _0 or DCI format 1 1 for scheduling PDSCH
receptions or SPS PDSCH release on an active DL BWP of a serving cell ¢ and for which the UE transmits HARQ-
ACK information in a same PUCCH in slot 7 based on

- maximum and minimum PDSCH-to-HARQ _feedback timing values provided by union of the set of slot timing
values {1, 2, 3,4,5,6,7, 8} for DCI format 1 0 and the set of slot timing values provided by higher layer
parameter d/-DataToUL-ACK for DCI format 1 1

- aset of slot offsets K, [6, TS 38.214] determined by higher layer parameter PDSCH-

TimeDomainResourceAllocation, when provided, and by higher layer parameter pdsch-AggregationFactor,
when provided.
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The set of PDCCH monitoring occasions is defined as the union of PDCCH monitoring occasions across active DL
BWPs of configured serving cells, ordered in ascending order of start time of the search space set associated with a
PDCCH monitoring occasion. The cardinality of the set of PDCCH monitoring occasions defines a total number M of
PDCCH monitoring occasions.

A value of the counter downlink assignment indicator (DAI) field in DCI format 1 _0 or DCI format 1 1 denotes the
accumulative number of {serving cell, PDCCH monitoring occasion}-pair(s) in which PDSCH reception(s) associated
with DCI format 1_0 or DCI format 1 1 or DCI format 1 _0 indicating downlink SPS release is present, up to the
current serving cell and current PDCCH monitoring occasion, first in increasing order of serving cell index and then in
increasing order of PDCCH monitoring occasion index m , where 0<m < M .

The value of the total DAI, when present [5, TS 38.212], in DCI format 1 1 denotes the total number of {serving cell,
PDCCH monitoring occasion}-pair(s) in which PDSCH reception(s) or SPS PDSCH release associated with DCI format
1 0 or DCI format 1 1 is present, up to the current PDCCH monitoring occasion m and is updated from PDCCH
monitoring occasion to PDCCH monitoring occasion.

Denote V! atem s the value of the counter DAI in DCI format 1_0 or DCI format 1_1 for scheduling on serving cell

¢ in PDCCH monitoring occasion m according to Table 9.1.3-1. Denote VTDj)ALm as the value of the total DAI in DCI

format 1 1 in PDCCH monitoring occasion m according to Table 9.1.3-1. The UE assumes a same value of total DAI
in all DCI formats 1 1 in PDCCH monitoring occasion m .

If the UE transmits HARQ-ACK information in a PUCCH in slot # and for any PUCCH format, the UE determines the

o, ", 0/ ..., 50”%(71 , for a total number of O,., HARQ-ACK information bits, according to the following pseudo-
code:
Set ¢ =0 — serving cell index: lower indices correspond to lower RRC indices of corresponding cell

Set m =0 — PDCCH with DCI format 1 _0 or DCI format 1 1 monitoring occasion index: lower index corresponds
to earlier PDCCH with DCI format 1 0 or DCI format 1 1 monitoring occasion

Set j=0

Set V., =0

temp

Set V.

temp?2 =

0
Set V. =&

Set N2

s to the number of serving cells configured by higher layers for the UE
Set M to the number of PDCCH monitoring occasion(s)

while m <M

DL
while €< Neets

if PDCCH monitoring occasion m is before an active DL BWP change on serving cell ¢ or an active UL BWP
change on the PCell and an active DL BWP change is not triggered by a DCI format 1 1 in PDCCH monitoring
occasion m

c=c+l;
else

if there is a PDSCH on serving cell ¢ associated with PDCCH in PDCCH monitoring occasion m , or there
is a PDCCH indicating downlink SPS release on serving cell ¢

.o 1,DL
if VC—DAI,c,m <Y,

temp

Jj=j+1
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end if
Vlemp = VCD—LDAI ,c,m
if VT?LDAI,m =0
I/tempZ = VC[iLDAI,c,m
else
DL
VtempZ = VT—DAI,m
end if
if the higher layer parameter harg-ACK-SpatialBundlingPUCCH is not provided and m is a monitoring
occasion for PDCCH with DCI format 1 0 or DCI format 1 1 and the UE is configured by higher layer
parameter maxNrofCodeWordsScheduledByDCI with reception of two transport blocks for at least one
configured DL BWP of at least one serving cell,
EngE(V,)L )= HARQ-ACK information bit corresponding to the first transport block of this cell
+2Ve-par,em ™
Bg’jC];(V oL Bt T HARQ-ACK information bit corresponding to the second transport block of this
*2Ve-parem™
cell
V=V, UR 42072 e~ 108 4 2072 —1) 41}
elseif the higher layer parameter harq-A CK-SpatialBundlingPUCCH is provided and m is a monitoring
occasion for PDCCH with DCI format 1 _1 and the UE is configured by higher layer parameter
maxNrofCodeWordsScheduledByDCI with reception of two transport blocks in at least one configured
DL BWP of a serving cell,
54”1/,0; L , = binary AND operation of the HARQ-ACK information bits corresponding to the first
Ve parem™
and second transport blocks of this cell
Vs = I/\ U{4J + VCD—LDAI,L',m - 1}
else
oAk = HARQ-ACK information bit of this cell
4V parem !
Vs = I/s U{4] + VC{)—LDAI,C,M - 1}
end if
end if
c=c+1
end if
end while
m=m+1
end while
lf VtempZ < Vtemp

3GPP
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j=j+1
end if

if the higher layer parameter harg-A CK-SpatialBundlingPUCCH is not provided and the UE is configured by
higher layer parameter maxNrofCodeWordsScheduledByDCI with reception of two transport blocks for at least one
configured DL BWP of a serving cell,

01K =9 (4.j + V,gmpz)
else

0'* =4.j+v,

temp?2

end if

5/ =NACK forany i€ {0,1,..0"* ~1}\,

s

Set ¢=0

DL
while €< Veers

if SPS PDSCH transmission is activated for a UE and the UE is configured to receive SPS PDSCH in a slot
n—K, . forserving cell ¢, where K, is the PDSCH-to-HARQ-feedback timing value for SPS PDSCH on

serving cell ¢
OACK — OACK +1
ogff,( _,= HARQ-ACK information bit associated with the SPS PDSCH reception

end if
c=c+l1;
end while

For a PDCCH monitoring occasion with DCI format 1 0 or DCI format 1 1 in the active DL BWP of a serving cell,
when a UE receives a PDSCH with one transport block and the value of higher layer parameter
maxNrofCodeWordsScheduledByDCI is 2, the HARQ-ACK information is associated with the first transport block and
the UE generates a NACK for the second transport block if higher layer parameter harq-ACK-SpatialBundlingPUCCH
is not provided and generates HARQ-ACK information with value of ACK for the second transport block if spatial
bundling is applied.

If a UE is not provided higher layer parameter PDSCH-CodeBlockGroup Transmission for each of the N2, serving

cells, or for PDSCH receptions scheduled by DCI format 1 _0, or for SPS PDSCH receptions, or for SPS PDSCH
release, and if O,y +Og + O <11, the UE determines a number of HARQ-ACK information bits 7,z acx fOr

obtaining a transmission power for a PUCCH, as described in Subclause 7.2.1, as

Neis—1 N1 (M-
_ _ DL DL received
yarQ-Ack = MHARQ-ACK,TB = VDAI,mm - Z UDAI,c mod4 |N. TBmax T z N, me +N, SPS,c
=0 c=0 \ m=0

where

. DL
- if N, cells

PDSCH reception or indicating SPS PDSCH release for any serving cell ¢ that the UE detects within the M
PDCCH monitoring occasions.

=1, VD[;L,,MW is the value of the counter DAI in the last DCI format 1_0 or DCI format 1_1 scheduling

- if N2 >1

cells
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- if the UE does not detect any DCI format 1 _1 in a last PDCCH monitoring occasion within the M PDCCH
monitoring occasions where the UE detects at least one DCI format scheduling PDSCH reception or

indicating SPS PDSCH release for any serving cell ¢, V,fALme is the value of the counter DAI in a last DCI
format 1_0 the UE detects in the last PDCCH monitoring occasion

- if the UE detects at least one DCI format 1 1 in a last PDCCH monitoring occasion within the M PDCCH
monitoring occasions where the UE detects at least one DCI format scheduling PDSCH reception or

indicating SPS PDSCH release for any serving cell ¢, VDDALI,,% is the value of the total DAI in the least one
DCI format 1 1

- V&,mm =0 if the UE does not detect any DCI format 1_0 or DCI format 1 1 scheduling PDSCH reception or

indicating downlink SPS release for any serving cell ¢ in any of the M PDCCH monitoring occasions.

- Upy,y. is the total number of DCI format 1_0 and DCI format 1_1 scheduling PDSCH receptions or indicating
downlink SPS release that the UE detects within the M PDCCH monitoring occasions for serving cell ¢ .
Upar. =0 if the UE does not detect any DCI format 1_0 or DCI format 1_1 scheduling PDSCH reception or

indicating downlink SPS release for serving cell ¢ in any of the M PDCCH monitoring occasions.

_ NDL

TB,max

=2 if the value of higher layer parameter maxNrofCodeWordsScheduledByDCI is 2 for any serving cell

pL
TB,max — 1

¢ and higher layer parameter harg-ACK-SpatialBundlingPUCCH is not provided; otherwise, N.

- N™" is the number of transport blocks the UE receives in a PDSCH scheduled by DCI format 1_0 or DCI

format 1_1 that the UE detects in PDCCH monitoring occasion m for serving cell ¢ if higher layer parameter
harq-ACK-SpatialBundlingPUCCH is not provided, or the number of PDSCH scheduled by DCI format 1 0 and
DCI format 1_1 that the UE detects in PDCCH monitoring occasion m for serving cell ¢ if higher layer
parameter harq-ACK-SpatialBundlingPUCCH is provided, or the number of DCI format 1 0 that the UE detects
and indicate SPS PDSCH release in PDCCH monitoring occasion m for serving cell c.

- Ny, is the number of SPS PDSCH receptions by the UE on serving cell ¢ for which the UE transmits

corresponding HARQ-ACK information in the same PUCCH as for HARQ-ACK information corresponding to
PDSCH receptions or SPS PDSCH release scheduled by DCI format 1 0 within the # PDCCH monitoring
occasions.

If a UE transmits HARQ-ACK information and the UE

DL,CBG
N, cells

- is provided higher layer parameter PDSCH-CodeBlockGroupTransmission for serving cells; and

DL,TB
N, cells

- is not provided higher layer parameter PDSCH-CodeBlockGroupTransmission, for serving cells where

NDLTB | NTPLCBG _ ArDL

cells cells cells
the UE determines the o,'“, 6, ..., 5\ | according to the previous pseudo-code with the following modifications
NP is used for the determination of a first HARQ-ACK sub-codebook for SPS PDSCH releases, SPS PDSCH

DL,CBG
N, cells

receptions, and for TB-based PDSCH receptions scheduled by DCI formats 1_0 on the serving cells

and by DCI formats 1_0 and DCI formats 1_1 on the N2:™ serving cells;

cells

_ NDL

cells

NPLCBG serving cells for CBG-based PDSCH receptions scheduled by DCI format 1_1, and

cells

is replaced by N”-<5¢

cells

for the determination of a second HARQ-ACK sub-codebook corresponding to the

- Instead of generating one HARQ-ACK information bit per transport block for a serving cell from the

DL,CBG
N

CBG/TB,ma CBG/TB,ma
cells N 4 N 4

serving cells, the UE generates Nyxpo ackmx HARQ-ACK information bits, where Nyjxpo ack max

X NCBG/TB,maX

. . DL DL,CBG
is the maximum value of Ny - Ny ack,. acrossall N,

cells

serving cells and Ny, is the value of higher
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layer parameter maxNrofCodeWordsScheduledByDCI for serving cell c. If for a serving cell ¢ it is
Nrae Nimrooacke < Nitro-ackmax » the UE generates NACK for the last N0 Ack ma ~ Nrie * Niiarg-Ack.c
HARQ-ACK information bits for serving cell c;

The pseudo-code operation when higher layer parameter harg-A CK-SpatialBundlingPUCCH is provided is
not applicable;

- The counter DAI value and the total DAI value apply separately for each HARQ-ACK sub-codebook;

- The UE generates the HARQ-ACK codebook by appending the second HARQ-ACK sub-codebook to the first
HARQ-ACK sub-codebook.

If Opcx +Og +Ocg <11, the UE also determines 7,z0.ack = Prarg-ack.ts T Maro-ack.csg 10r obtaining a PUCCH

transmission power, as described in Subclause 7.2.1, with

where

Table 9.

c=0 c=0 =0

3

NopdPe -1 N2l 1M -1
_ DL CBG CBG/TB, max received, CBG
MHARQ-ACK,CBG — VC—DAl,mm. - Z Upar, |mod4 N, HARQ-ACK,max T Z N,

it NOLo=1, V2 ALL,,,W is the value of the counter DAI in the last DCI format 1_1 scheduling CBG-based
PDSCH reception for any serving cell ¢ that the UE detects within the M PDCCH monitoring occasions.

if N22o>1, VCD_BAIMS‘ is the value of the total DAI in the last DCI format 1 1 scheduling CBG-based
PDSCH reception for any serving cell ¢ that the UE detects within the A PDCCH monitoring occasions

V])D[fl’mhﬂ =0 if the UE does not detect any DCI format 1_1 scheduling CBG-based PDSCH reception for any

serving cell ¢ in any of the M PDCCH monitoring occasions.

U [C,Efc is the total number of DCI format 1_1 scheduling CBG-based PDSCH receptions that the UE detects

within the M PDCCH monitoring occasions for serving cell ¢ . U, Sf,(l, =0 if'the UE does not detect any

DCI format 1_1 scheduling CBG-based PDSCH reception for serving cell ¢ in any of the M PDCCH
monitoring occasions.

NeVedCBG g the number of CBGs the UE receives in a PDSCH scheduled by DCI format 1_1 that the UE

detects in PDCCH monitoring occasion m for serving cell ¢ and the UE reports corresponding HARQ-ACK
information in the PUCCH.

1.3-1: Value of counter DAI in DCI format 1_0 and of counter DAI or total DAI DCI format 1_1

DAI Number of {serving cell, PDCCH monitoring occasion}-pair(s) in which

vARL  or VP PDSCH transmission(s) associated with PDCCH or PDCCH indicating
MSB LsB C-DAI T—-DAI . .
’ downlink SPS release is present, denotedas Y and Y >1

0,0 1 (Y -1)mod4+1=1

0,1 2 (Y -1)mod4+1=2

1,0 3 (Y —1)mod4+1=3

1,1 4 (Y —1)mod4+1=4

9.1.3.2 Type-2 HARQ-ACK codebook in physical uplink shared channel

If a UE multiplexes HARQ-ACK information in a PUSCH transmission that is not scheduled by a DCI format or is

scheduled

by DCI format 0_0, then
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- if the UE has not received any PDCCH within the monitoring occasions for DCI format 1 _0 or DCI format 1 1
for scheduling PDSCH receptions or DL SPS PDSCH release on any serving cell ¢ and the UE does not have
HARQ-ACK information in response to SPS PDSCH reception(s) to multiplex in the PUSCH, as described in
Subclause 9.1.3.1, the UE does not multiplex HARQ-ACK information in the PUSCH transmission;

- else, the UE generates the HARQ-ACK codebook as described in Subclause 9.1.3.1, except that harg-ACK-
SpatialBundlingPUCCH is replaced by harg-ACK-SpatialBundlingPUSCH.

If a UE multiplexes HARQ-ACK information in a PUSCH transmission that is scheduled by DCI format 0 1, the UE
generates the HARQ-ACK codebook as described in Subclause 9.1.3.1, with the following modifications:

- For 0<sm<M-1,V”,,,=@ andfor m=M -1, V", isteplaced by V;",,, = where V;",,,  is the
value of the DAI field in DCI format 0 1 according to Table 9.1.3-2

- For the case of first and second HARQ-ACK sub-codebooks, DCI format 0 1 includes a first DAI field
corresponding to the first HARQ-ACK sub-codebook and a second DAL field corresponding to the second
HARQ-ACK sub-codebook

- harq-ACK-SpatialBundlingPUCCH is replaced by harq-ACK-SpatialBundlingPUSCH.

A UE does not multiplex in a PUSCH transmission HARQ-ACK information that is in response to PDSCH reception or
SPS PDSCH release scheduled by DCI format 1 _0 or DCI format 1 1 that the UE detects in a PDCCH monitoring
occasion that is after a PDCCH monitoring occasion where the UE detects a DCI format 0_0 or a DCI format 0_1
scheduling the PUSCH transmission.

If a UE is scheduled for a PUSCH transmission by DCI format 0_1 with V"', =4 and the UE has not received any

PDCCH within the monitoring occasions for PDCCH with DCI format 1 0 or DCI format 1 1 for scheduling PDSCH
receptions or DL SPS release on any serving cell ¢ and the UE does not have HARQ-ACK information in response to
SPS PDSCH reception(s) to multiplex in the PUSCH, as described in Subclause 9.1.3.1, the UE does not multiplex
HARQ-ACK information in the PUSCH transmission.

Table 9.1.3-2: Value of DAI in DCI format 0_1

DAI Number of {serving cell, PDCCH monitoring occasion}-pair(s) in which
MSB. LSB Vo PDSCH transmission(s) associated with PDCCH or PDCCH indicating
’ downlink SPS release is present, denoted as X and X >1
0,0 1 (X —1)mod4+1=1
0,1 2 (X —1)mod4+1=2
1,0 3 (X —1)mod4+1=3
1,1 4 (X -1)mod4+1=4

9.2 UCI reporting in physical uplink control channel

UCI types reported in a PUCCH include HARQ-ACK information, SR, and CSI. UCI bits include HARQ-ACK
information bits, if any, SR information bit, if any, and CSI bits, if any. The HARQ-ACK information bits correspond
to a HARQ-ACK codebook as described in Subclause 9.1.

A UE may transmit one or two PUCCHs on a serving cell in different symbols within a slot of N symb Symbols as

defined in [4, TS 38.211]. When the UE transmits two PUCCHs in a slot, at least one of the two PUCCHs uses PUCCH
format 0 or PUCCH format 2.

9.2.1 PUCCH Resource Sets

If a UE does not have dedicated PUCCH resource configuration, provided by higher layer parameter PUCCH-
ResourceSet in PUCCH-Config, a PUCCH resource set is provided by higher layer parameter pucch-ResourceCommon
in SystemInformationBlockTypel through an index to a row of Table 9.2.1-1 for transmission of HARQ-ACK

information on PUCCH in an initial active UL BWP of N, PRBs provided by SystemInformationBlockTypel. The
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PUCCH resource set is provided by higher layer parameter PUCCH-Resource-Common and includes sixteen resources,

each corresponding to a PUCCH format, a first symbol, a duration, a PRB offset RBE{SS , and a cyclic shift index set for

a PUCCH transmission. The UE transmits a PUCCH using frequency hopping. The UE transmits the PUCCH using the
same spatial domain transmission filter as for the Msg3 PUSCH transmission.

The UE is not expected to generate more than one HARQ-ACK information bit.

If the UE provides HARQ-ACK information in a PUCCH transmission in response to detecting a DCI format 1_0 or

DCI format 1 1, the UE determines a PUCCH resource with index %yccy, 0= Fpucen <15, as

2-n,
uccH = Z RO 0. Apri , Wwhere Necg o is a number of CCEs in a control resource set of a PDCCH reception
NCCE 0 |

conveying the DCI format 1_0, as described in Subclause 10.1, ng, is the index of a first CCE for the PDCCH

reception, and APRI is a value of the PUCCH resource indicator field in the DCI format 1_0 or DCI format 1 _1.
If LFPUCCH /8J =0

- the UE determines the PRB index of the PUCCH transmission in the first hop as RBoS + I_I’PUCCH / N, ch and the

PRB index of the PUCCH transmission in the second hop as N32, —1— RBS —| o/ Nes | » where Nes s
the total number of cyclic shift indexes in the cyclic shift index set

- the UE determines the initial cyclic shift index in the set of initial cyclic shift indexes as #pyccy MOd N g

If I_rPUCCH /SJ =1

- the UE determines the PRB index of the PUCCH transmission in the first hop as
N3z —1—RBIS —| (ryec —8)/Nes | and the PRB index of the PUCCH transmission in the second hop as

RBiyy + L(FPUCCH - 8)/NCSJ
- the UE determines the initial cyclic shift index in the set of initial cyclic shift indexes as (erCCH - S)mod N

Table 9.2.1-1: PUCCH resource sets before dedicated PUCCH resource configuration

PRB offset e
Index PUCCH format | First symbol | Number of symbols RBgf\{fff %est i‘:(;:;(t;asl

0 0 12 2 0 {0, 3}
1 0 12 2 0 {0, 4, 8}
2 0 12 2 3 {0, 4, 8}
3 1 10 4 0 {0, 6}
4 1 10 4 0 {0, 3, 6, 9}
5 1 10 4 2 {0, 3, 6, 9}
6 1 10 4 4 {0, 3, 6, 9}
7 1 4 10 0 {0, 6}
8 1 4 10 0 {0, 3, 6, 9}
9 1 4 10 2 {0, 3, 6, 9}
10 1 4 10 4 {0, 3, 6, 9}
11 1 0 14 0 {0, 6}
12 1 0 14 0 {0, 3, 6, 9}
13 1 0 14 2 {0, 3, 6, 9}
14 1 0 14 4 {0, 3, 6, 9}
15 1 0 14 [Nz /4] {0,3,6,9

If a UE has dedicated PUCCH resource configuration, the UE is provided by higher layers with one or more PUCCH
resources.

A PUCCH resource includes the following parameters:
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- a PUCCH resource index provided by higher layer parameter pucch-Resourceld

- anindex of the first PRB prior to frequency hopping or for no frequency hopping by higher layer parameter
startingPRB

- anindex of the first PRB after frequency hopping by higher layer parameter secondHopPRB,;
- an indication for intra-slot frequency hopping by higher layer parameter intraSlotFrequencyHopping

- aconfiguration for a PUCCH format, from PUCCH format 0 through PUCCH format 4, provided by higher layer
parameter format

If the higher layer parameter format indicates PUCCH-format0, the PUCCH format configured for a PUCCH resource
is PUCCH format 0, where the PUCCH resource also includes an index for an initial cyclic shift provided by higher
layer parameter initialCyclicShift, a number of symbols for a PUCCH transmission provided by higher layer parameter
nrofSymbols, a first symbol for the PUCCH transmission provided by higher layer parameter startingSymbollndex.

If the higher layer parameter format indicates PUCCH-formatl, the PUCCH format configured for a PUCCH resource
is PUCCH format 1, where the PUCCH resource also includes an index for an initial cyclic shift provided by higher
layer parameter initialCyclicShift, a number of symbols for a PUCCH transmission provided by higher layer parameter
nrofSymbols, a first symbol for the PUCCH transmission provided by higher layer parameter startingSymbollndex, and
an index for an orthogonal cover code by higher layer parameter timeDomainOCC.

If the higher layer parameter format indicates PUCCH-format2 or PUCCH-format3, the PUCCH format configured for
a PUCCH resource is PUCCH format 2 or PUCCH format 3, respectively, where the PUCCH resource also includes a
number of PRBs provided by higher layer parameter nrofPRBs, a number of symbols for a PUCCH transmission
provided by higher layer parameter nrofSymbols, and a first symbol for the PUCCH transmission provided by higher
layer parameter startingSymbollndex.

If the higher layer parameter format indicates PUCCH-format4, the PUCCH format configured for a PUCCH resource
is PUCCH format 4, where the PUCCH resource also includes a number of symbols for a PUCCH transmission
provided by higher layer parameter nrofSymbols, a length for an orthogonal cover code by higher layer parameter occ-
Length, an index for an orthogonal cover code by higher layer parameter occ-Index, and a first symbol for the PUCCH
transmission provided by higher layer parameter startingSymbollndex.

A UE can be configured up to four sets of PUCCH resources by higher layer parameter PUCCH-ResourceSet. A
PUCCH resource set is associated with a PUCCH resource set index provided by higher layer parameter pucch-
ResourceSetld, with a set of PUCCH resource indexes provided by higher layer parameter resourceList that provides a
set of pucch-Resourceld used in the PUCCH resource set, and with a maximum number of UCI information bits the UE
can transmit using a PUCCH resource in the PUCCH resource set provided by higher layer parameter
maxPayloadMinus 1. For the first PUCCH resource set, the maximum number of UCI information bits is fixed to two.
For the PUCCH resource set with the largest index, other than the first one, the maximum number of UCI information
bits is 1706. A maximum number of PUCCH resource indexes for a set of PUCCH resources is provided by higher
layer parameter maxNrofPUCCH-ResourcesPerSet. The maximum number of PUCCH resources in the first PUCCH
resource set is 32 and the maximum number of PUCCH resources in the other sets of PUCCH resources is 8.

If the UE transmits Ny UCI information bits, that include HARQ-ACK information bits, the UE determines a
PUCCH resource set to be

- afirst set of PUCCH resources with pucch-ResourceSetld = 0 if Nyc; <2 including 1 or 2 HARQ-ACK
information bits and a positive or negative SR on one SR transmission occasion if transmission of HARQ-ACK

information and SR occurs simultaneously, or

- asecond set of PUCCH resources with pucch-ResourceSetld = 1, if provided by higher layers, if
2< Nyce £N, where N, is provided by higher layer parameter maxPayloadMinus] for the PUCCH resource
set with pucch-ResourceSetld = 1, or

- athird set of PUCCH resources with pucch-ResourceSetld = 2, if provided by higher layers, if

N, <Nye £N; where N; is provided by higher layer parameter maxPayloadMinus1 for the PUCCH
resource set with pucch-ResourceSetld = 2, or
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- a fourth set of PUCCH resources with pucch-ResourceSetld = 3, if provided by higher layers, if
N, <Nyq £1706.

9.2.2 PUCCH Formats for UCI transmission
If a UE is not transmitting PUSCH, and the UE is transmitting UCI, the UE transmits UCI in a PUCCH using
- PUCCH format 0 if
- the transmission is over 1 symbol or 2 symbols,
- the number of HARQ-ACK information bits with positive or negative SR (HARQ-ACK/SR bits) is 1 or 2
- PUCCH format 1 if
- the transmission is over 4 or more symbols,
- the number of HARQ-ACK/SR bits is 1 or 2
- PUCCH format 2 if
- the transmission is over 1 symbol or 2 symbols,
- the number of UCI bits is more than 2
- PUCCH format 3 if
- the transmission is over 4 or more symbols,
- the number of UCI bits is more than 2
- PUCCH format 4 if
- the transmission is over 4 or more symbols,
- the number of UCI bits is more than 2,
- a PUCCH resource includes an orthogonal cover code

A spatial setting for a PUCCH transmission is provided by higher layer parameter PUCCH-Spatialrelationinfo if the
UE is configured with a single value for higher layer parameter pucch-Spatialrelationinfold; otherwise, the spatial
setting is provided by higher layer parameter PUCCH-SpatialRelationinfo from a set of multiple values provided by
respective higher layer parameters pucch-SpatialRelationInfold [11, TS 38.321]. The UE applies corresponding actions
in[10, TS 38.321] and a corresponding setting for a spatial domain filter to transmit PUCCH 3 msec after the slot where
the UE transmits HARQ-ACK information corresponding to a PDSCH reception providing the PUCCH-
SpatialRelationInfo.

- If PUCCH-Spatialrelationinfo provides higher layer parameter ssb-Index, the UE transmits the PUCCH using a
same spatial domain filter as for a reception of a SS/PBCH block with index provided by ssb-Index; else if
PUCCH-Spatialrelationinfo provides higher layer parameter csi-RS-Index, the UE transmits the PUCCH using a
same spatial domain filter as for a reception of a CSI-RS with resource index provided by csi-RS-Index; else
PUCCH-Spatialrelationinfo provides higher layer parameter srs, and the UE transmits the PUCCH with a same
spatial domain filter used as for a transmission of a SRS with resource index provided by srs.

A number of DMRS symbols for a PUCCH transmission using PUCCH format 3 or 4 is provided by higher layer
parameter additional DMRS.

Use of n/2-PBSK, instead of QPSK, for a PUCCH transmission using PUCCH format 3 or 4 is indicated by higher layer
parameter pi2BPSK.

9.2.3 UE procedure for reporting HARQ-ACK

A UE does not expect to transmit more than one PUCCH with HARQ-ACK information in a slot.
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For DCI format 1_0, the PDSCH-to-HARQ-timing-indicator field values map to {1, 2, 3,4, 5, 6, 7, 8}. For DCI format
1_1, if present, the PDSCH-to-HARQ-timing-indicator field values map to values for a set of number of slots provided
by higher layer parameter d/-DataToUL-ACK as defined in Table 9.2.3-1.

For a SPS PDSCH reception in slot 7 , the UE transmits the PUCCH in slot # +k where k is provided by the PDSCH-
to-HARQ-timing-indicator field in DCI format 1 _0 or, if present, in DCI format 1 1 activating the SPS PDSCH
reception.

If the UE detects a DCI format 1 1 that does not include a PDSCH-to-HARQ-timing-indicator field and schedules a
PDSCH reception or activates a SPS PDSCH reception in slot 7, the UE provides corresponding HARQ-ACK
information in a PUCCH transmission within slot #+ k where & is provided by higher layer parameter d/-DataToUL-
ACK.

With reference to slots for PUCCH transmissions, if the UE detects a DCI format 1 _0 or a DCI format 1 _1 scheduling a
PDSCH reception in slot n or if the UE detects a DCI format 1_0 indicating a SPS PDSCH release through a PDCCH
reception in slot 7, the UE provides corresponding HARQ-ACK information in a PUCCH transmission within slot
n+k , where k is a number of slots and is indicated by the PDSCH-to-HARQ-timing-indicator field in the DCI
format, if present, or provided by higher layer parameter dl-DataToUL-ACK. 1f the PDSCH subcarrier spacing is equal
to or larger than the PUCCH subcarrier spacing, kK =0 corresponds to the slot of the PUCCH transmission that overlaps
with the slot of the PDSCH transmission. If the PDSCH subcarrier spacing is smaller than the PUCCH subcarrier
spacing, k =0 corresponds to the slot of the PUCCH transmission that ends at a same time as the slot of the PDSCH
reception or of the PDCCH reception in case of SPS PDSCH release.

HARQ-ACK information transmission in a PUCCH is subject to the limitations for UE transmissions described in
Subclause 11.1 and Subclause 11.1.1.

Table 9.2.3-1: Mapping of PDSCH-to-HARQ_feedback timing indicator field values to numbers of

slots
PDSCH-to-HARQ_feedback timing indicator Number of slots &
'000' 1st value provided by d/-DataToUL-ACK
'001' 2"¢ value provided by dl-DataToUL-ACK
'010' 3" value provided by dl-DataToUL-ACK
'011' 4t value provided by dl-DataToUL-ACK
'100' 5% value provided by dl-DataToUL-ACK
'101' 6" value provided by dl-DataToUL-ACK
'110' 7% value provided by dl-DataToUL-ACK
111" 8" value provided by dl-DataToUL-ACK

For transmission of HARQ-ACK information in a PUCCH by a UE, the UE determines a PUCCH resource after

determining a set of PUCCH resources for Ny, HARQ-ACK information bits, as described in Subclause 9.2.1. The
PUCCH resource determination is based on a PUCCH resource indicator field [5, TS 38.212] in a last DCI format 1 0
or DCI format 1 _1, among the DCI formats 1 _0 or DCI formats 1 1 that have a value of a PDSCH-to-HARQ _feedback
timing indicator field indicating a same slot for the PUCCH transmission, that the UE detects and for which the UE
transmits corresponding HARQ-ACK information in the PUCCH where, for PUCCH resource determination, detected
DCI formats are first indexed in a descending order across serving cells indexes and are then in an ascending order
across PDCCH monitoring occasion indexes.

The PUCCH resource indicator field values map to values of a set of PUCCH resource indexes, as defined in Table
9.2.3-2, provided by higher layer parameter ResourceList for PUCCH resources from a set of PUCCH resources
provided by higher layer parameter PUCCH-ResourceSet with a maximum of eight PUCCH resources.

For the first set of PUCCH resources and when the size Rpyccy of higher layer parameter resourceList is larger than
eight, when a UE provides HARQ-ACK information in a PUCCH transmission in response to detecting a last DCI

format 1_0 or DCI format 1_1, the UE determines a PUCCH resource with index #ycen, 0 < 7pucen < Rpucen — 1, as
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Neer o | R 8
CCE,p ’— PUCCH/ —‘ +APR1 'IVRPUCCH—l if APRI < RPUCCH mod8
Nece,p 8
TpuccH = LR /SJ R
P
Mecty " Rovcen /811y {_ Jmmm mod8 i Ay > Rugeey mod8
Nece,p 8

where N , is a number of CCEs in control resource set p of a corresponding PDCCH reception for the DCI format

1_0 or DCI format 1_1 as described in Subclause 10.1, n¢cg , is the index of a first CCE for the PDCCH reception, and

APRI is a value of the PUCCH resource indicator field in the DCI format 1_0 or DCI format 1_1.

Table 9.2.3-2: Mapping of PUCCH resource indication field values to a PUCCH resource in a PUCCH
resource set with maximum 8 PUCCH resources

PUCCH resource indicator PUCCH resource

000" 18t PUCCH resource provided by pucch-Resourceld obtained from the
18t value of resourcelList

001" 2" PUCCH resource provided by pucch-Resourceld obtained from the|
2" value of resourcelList

010" 3 PUCCH resource provided by pucch-Resourceld obtained from the
3" value of resourcelList

011" 4t PUCCH resource provided by pucch-Resourceld obtained from the
4t value of resourcelList

100" 5" PUCCH resource provided by pucch—Resolurce[d obtained from the
5" value of resourcelList

101" 6" PUCCH resource provided by pucch-Resourceld obtained from the
6" value of resourcelist

110" 7" PUCCH resource provided by pucch-Resourceld obtained from the
7" value of resourcelList

111" 8" PUCCH resource provided by pucch-Resourceld obtained from the
8" value of resourcelList

If a UE transmits HARQ-ACK information corresponding only to a PDSCH reception without a corresponding
PDCCH, a PUCCH resource for corresponding HARQ-ACK information transmission is provided by higher layer
parameter n/ PUCCH-AN.

If a UE transmits HARQ-ACK information using PUCCH format 0, the UE determines values m, and m.q for
computing a value of cyclic shift o [4, TS 38.211] where m, is provided by higher layer parameter initialCyclicShift of
PUCCH-format0, and m is determined from the value of one HARQ-ACK information bit or from the values of two
HARQ-ACK information bits as in Table 9.2.3-3 and Table 9.2.3-4, respectively.

Table 9.2.3-3: Mapping of values for one HARQ-ACK information bit to sequences for PUCCH format
0

HARQ-ACK Value 0 1
Sequence cyclic shift meg =0 Meg =6

Table 9.2.3-4: Mapping of values for two HARQ-ACK information bits to sequences for PUCCH format
0

HARQ-ACK Value {0, 0} {0, 1} {1, 1} {1, 0}
Sequence cyclic shift meg =0 Meg =3 meg =6 Meg =9
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If a UE transmits HARQ-ACK information using PUCCH format 1, the UE is provided a value for 71, by higher layer
parameter initial CyclicShift of PUCCH-formatl.

If a UE transmits O, HARQ-ACK information bits and Oy bits using PUCCH format 2 or PUCCH format 3 in a
PUCCH resource that includes Mgz " PRBs, the UE determines a number of PRBs My, "' for the PUCCH

transmission to be the minimum number of PRBs, that is smaller than or equal to a number of PRBs M ;" provided
respectively by higher layer parameter nrofPRBs of PUCCH-format2 or nrofPRBs of PUCCH-format3 and starts from
the first PRB from the number of PRBs, that results to (OACK + Ocge ) <M I‘ngn?:‘ NEB - S‘;?nf)cga -Q,,-r and, if

sc,ctrl

PUCCH PUCCH RB PUCCH RB PUCCH
MRB >1 ’ (OACK + OCRC) > (MRB,min - 1) Nsc,clrl : Nsymb-UCI ’ Qm r, where Nsc.clrl H Nsymb-UCI > Qm > and r are defined

in Subclause 9.2.5.2. If (Opeyc + Ocge) > (MELM 1) NXB_ - NPUSC .0 . the UE transmits the PUCCH over
Mg PRBs.

9.24 UE procedure for reporting SR

A UE is configured by higher layer paremater SchedulingRequestResourceConfig a set of configurations for SR
transmission in a PUCCH using either PUCCH format 0 or PUCCH format 1.

The UE is configured a PUCCH resource by higher layer parameter SchedulingRequestResourceld providing a PUCCH
format 0 resource or a PUCCH format 1 resource as described in Subclause 9.2.1. The UE is also configured a
periodicity SRypriopiciry 1 symbols or slots and an offset SRpqzr in slots by higher layer parameter

periodicityAndOffset for a PUCCH transmission conveying SR. If SRyqriopicrry 1S larger than one slot, the UE

determines a SR transmission occasion in a PUCCH to be in a slot with number_n/’, [4, TS 38.211] in a frame with

: frame, _
number 7, if (n/ “Naot 41 = SRoppsgr )mod SRperiopiciry =0-

slot

If SRppriopicrry 18 one slot, the UE expects that SR qrgzr =0 and every slot is a SR transmission occasion in a PUCCH.

If SRypriopicrry 1S smaller than one slot, the UE determines a SR transmission occasion in a PUCCH to start in a symbol
with index / [4, TS 38.211]if (7 I, mod SRpgpiopicrry JMOd SRypriopicrry =0 Where £, is the value of higher layer
parameter startingSymbollndex.

If the UE determines that, for an occasion of a SR transmission in a PUCCH, the number of symbols available for the
PUCCH transmission in a slot is smaller than the value provided by higher layer parameter nrofSymbols, the UE does
not transmit the PUCCH in the slot.

SR transmission occasions in a PUCCH are subject to the limitations for UE transmissions described in Subclause 11.1
and Subclause 11.1.1.

The UE transmits a PUCCH in the PUCCH resource for the corresponding SR configuration only when the UE
transmits a positive SR. For a positive SR transmission using PUCCH format 0, the UE transmits the PUCCH as

described in [4, TS 38.211] by obtaining 7, as described for HARQ-ACK information transmission in Subclause 9.2.3
and by setting m = 0. For a positive SR transmission using PUCCH format 1, the UE transmits the PUCCH as
described in [4, TS 38.211] by setting »(0)=0.

9.2.5 UE procedure for reporting multiple UCI types

A UE multiplexes HARQ-ACK/SR and periodic/semi-persistent CSI in a same PUCCH if the UE is provided higher
layer parameter simultaneousHARQ-ACK-CSI; otherwise, the UE drops the periodic/semi-persistent CSI report(s) and
includes only HARQ-ACK/SR in the PUCCH.

If a UE is configured with multiple PUCCH resources in a slot to transmit only semi-persistent or periodic CSI reports

- if the UE is not provided higher layer parameter multi-CSI-PUCCH-ResourceList, the UE determines a first
resource corresponding to a CSI report with the highest priority [6, TS38.214]. If the first resource includes
PUCCH format 2, and if there are remaining resources that do not overlap with the first resource, the UE
determines a CSI report with the highest priority, among the CSI reports with corresponding resources from the
remaining resources, and a corresponding second resource as an additional resource for CSI reporting
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- ifthe UE is provided higher layer parameter multi-CSI-PUCCH-ResourceList, the UE multiplexes CSI reports
with overlapping resources in a resource from the resources provided by multi-CSI-PUCCH-ResourcelList, as
described in Subclause 9.2.5.2

If a UE would transmit multiple overlapping PUCCHs without repetitions in a slot or overlapping PUCCH(s) without
repetitions and PUSCH(s) in a slot and, when applicable as described in Subclauses 9.2.5.1 and 9.2.5.2, the UE is
configured to multiplex different UCI types in one PUCCH, and one of the multiple overlapping PUCCHs or PUSCHs
is in response to a DCI format detection by the UE, the UE multiplexes all corresponding UCI types if the following
conditions are met.

If one of the PUCCHs or PUSCHs is in response to a DCI format detection by the UE, the UE expects that the first
symbol of the earliest PUCCH or PUSCH, among the overlapping PUCCHs and PUSCHs in the slot, is not before

symbol N|"+d,, +d, , after a last symbol of any corresponding PDSCH or SPS PDSCH release and is not before
symbol N, +d,, after a last symbol of any corresponding PDCCH where &, [ is obtained by adding one symbol to a

number of symbols NV, corresponding to a PDSCH reception time for the UE PDSCH processing capability, N, is
obtained by adding one symbol to a number of symbols NV, corresponding to a PUSCH preparation time for the UE

PUSCH processing capability, where N;, N, , d,,, d,,,and d,, are defined in [6, TS 38.214]. A UE does not
expect a PUCCH or a PUSCH that is in response to a DCI format detection to overlap with any other PUCCH or
PUSCH that does not satisfy the above N," +d,, +d,, and N, +d,, timing conditions.

If a UE would transmit multiple PUCCHs in a slot that include HARQ-ACK/SR and CSI and PUCCHs with HARQ-
ACK satisfies the above N|" +d,, +d,, and N; +d,, timing conditions and does not overlap with any other PUCCH

or PUSCH that does not satisfy the above N," +d,, +d,, and N; +d,, timing conditions, the UE multiplexes

HARQ-ACK/SR and CSI and determines corresponding PUCCH(s) for transmission in the slot according to the
following pseudo-code.

Set QO to the set of resources for transmission of corresponding PUCCHs in a slot where

- aresource with an earlier first symbol is placed before a resource with later first symbol

- for two resources with same first symbol, the resource with longer duration is placed before the resource with
shorter duration

- for two resources with same first symbol and same duration, the placement is arbitrary
- the above three steps for the set Q are according to a subsequent pseudo-code for a function order(Q)

- if the UE is not provided higher layer parameter simultaneousHARQ-ACK-CSI and resources for transmission of
HARQ-ACK information include PUCCH format 0 or PUCCH format 2, resources that include PUCCH format
2, or PUCCH format 3, or PUCCH format 4 for transmission of CSI reports are excluded from the set O if they

overlap with any resource from the resources for transmission of HARQ-ACK information

- if the UE is not provided higher layer parameter simultaneousHARQ-ACK-CSI and at least one of the resources
for transmission of HARQ-ACK information includes PUCCH format 1, PUCCH format 3, or PUCCH format 4

- resources that include PUCCH format 3 or PUCCH format 4 for transmission of CSI reports are excluded
from the set Q

- resources that include PUCCH format 2 for transmission of CSI reports are excluded from the set Q if they
overlap with any resource from the resources for transmission of HARQ-ACK information

Set ¢(Q) to the cardinality of Q
Set O(j,0) to be the first symbol of resource Q(j) in the slot
Set L(Q(,)) to be the number of symbols of resource Q() in the slot

Set /=0 - index of first resource in set Q
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Set 0 =0 - counter of overlapped resources
while j<¢(Q)-1
if any of resources {Q(j -0),0(j—o+ 1),...,Q(j)} overlaps with resource O(j+1)
o=0+1
j=j+1
else

if 0>0

multiplex UCI for resources {Q( j—0),0(j—o+1),..,0( j)} in a single resource as described in Subclauses
9.2.5.1and 9.2.5.2

set the index of the single resource to Jj
0=0\{0(j~0),0(j ~0+1....0(/ -}
j=0 Y% start from the beginning after reordering unmerged resources at next step
0=0
order(Q) % function that re-orders resources in current set O
else
j=j+1
end if
end if
end while
The function Order(Q) performs the following pseudo-code
{
k=0
while k< (Q)—l % the next two while loops are to re-order the unmerged resources
=0

while 7 <¢(Q)-1-k

i 200)>00+1,0) o (0(1.0)= 0 +1,0) & L(O() < L(QU + D))
temp = O(/)
0()=0(+1)
Ol +1) = temp
end if
I=1+1

end while
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k=k+1
end while

}

For each PUCCH resource in the set Q that satisfies the aforementioned N, +d,, +d,, and N, +d,, timing
conditions

- the UE transmits a PUCCH using the resource if the resource does not overlap with a PUSCH, or if the resource
is associated with repetitions of a PUCCH over multiple slots

- the UE multiplexes HARQ-ACK information and/or CSI in a PUSCH if the resource overlaps with the PUSCH,
as described in Subclause 9.3, and does not transmit SR. In case the resource overlaps with multiple PUSCHs,
the PUSCH for multiplexing HARQ-ACK information and/or CSI is selected as described in Subclause 9.

Subclauses 9.2.5.1 and 9.2.5.2 assume the following
- resources for transmissions of UCI types, prior to multiplexing or dropping, overlap in a slot
- multiplexing conditions of corresponding UCI types in a single PUCCH are satisfied, and

- the UE does not transmit any overlapping PUSCH in the slot
9.2.51 UE procedure for multiplexing HARQ-ACK or CSl and SR in a PUCCH

In the following, a UE is configured to transmit KX PUCCHs for respective K SRs in a slot, as determined by a set of
higher layer parameters schedulingRequestResourceld, with transmission occasions that would overlap with a
transmission of HARQ-ACK information from the UE in the slot or with periodic/semi persistent CSI transmission
from the UE in the slot.

If a UE would transmit positive SR and at most two HARQ-ACK information bits in a resource using PUCCH format 0,
the UE transmits a PUCCH in the resource using PUCCH format 0 in PRB(s) for HARQ-ACK information as described
in Subclause 9.2.3. The UE determines a value of m, and m.g for computing a value of cyclic shift a [4, TS 38.211]
where m, is provided by higher layer parameter initialcyclicshift of PUCCH-format0, and mq is determined from the

value of one HARQ-ACK information bit or from the values of two HARQ-ACK information bits as in Table 9.2.5-1
and Table 9.2.5-2, respectively.

If the UE would transmit negative SR and at most two HARQ-ACK information bits in a resource using PUCCH format
0, the UE transmits a PUCCH in the resource using PUCCH format 0 for HARQ-ACK information as described in
Subclause 9.2.3.

Table 9.2.5-1: Mapping of values for one HARQ-ACK information bit and positive SR to sequences for

PUCCH format 0
HARQ-ACK Value 0 1
Sequence cyclic shift meg =3 Meg =9

Table 9.2.5-2: Mapping of values for two HARQ-ACK information bits and positive SR to sequences
for PUCCH format 0

HARQ-ACK Value {0, 0} {0, 1} {1, 1} {1, 0}
Sequence cyclic shift meg =1 meg =4 Meg =7 meg =10

If a UE would transmit positive or negative SR in a resource using PUCCH format 0 and HARQ-ACK information bits
in a resource using PUCCH format 1, the UE transmits only the HARQ-ACK information bits in the resource using
PUCCH format 1.

If the UE would transmit positive SR in a resource using PUCCH format 1 and at most two HARQ-ACK information
bits in a resource using PUCCH format 1 in a slot, the UE transmits a PUCCH in the PUCCH resource using PUCCH
format 1 for SR transmission as described in Subclause 9.2.4. If a UE would transmit negative SR in a resource using
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PUCCH format 1 and at most two HARQ-ACK information bits in a resource using PUCCH format 1 in a slot, the UE
transmits a PUCCH in the resource using PUCCH format 1 for HARQ-ACK information as described in Subclause
9.2.3.

If a UE would transmit HARQ-ACK information bits in a resource using PUCCH format 2 or PUCCH format 3 or
PUCCH format 4 in a slot, as described in Subclause 9.2.3, |_10g2(K +1)-| bits representing a negative or positive SR, in

ascending order of the values of schedulingRequestResourceld, are appended to the HARQ-ACK information bits and
the UE transmits the combined UCI bits in a PUCCH using a resource with PUCCH format 2 or PUCCH format 3 or

PUCCH format 4 for transmission of HARQ-ACK information bits. An all-zero value for the ’_10g2 (K + 1)-| bits
represents a negative SR value across all K SRs.

If a UE would transmit periodic/semi-persistent CSI in a resource using PUCCH format 2 or PUCCH format 3 or
PUCCH format 4 in a slot , (logz(K + 1)—‘ bits representing corresponding negative or positive SR, in ascending order of

the values of schedulingRequestResourceld , are prepended to the periodic/semi-persistent CSI information bits as
described in Subclause 9.2.5.2 and the UE transmits a PUCCH with the combined UCI bits in a resource using the
PUCCH format 2 or PUCCH format 3 or PUCCH format 4 resource for CSI reporting. An all-zero value for the

[log, (K +1)] bits represents a negative SR value across all K SRs.

If a UE would transmit periodic/semi-persistent CSI in a resource using PUCCH format 2 or PUCCH format 3 or
PUCCH format 4 in a slot, |—10g2(K + 1)—‘ bits representing corresponding negative or positive SR, in ascending order of

the values of schedulingRequestResourceld , are prepended to the periodic/semi-persistent CSI information bits as
described in Subclause 9.2.5.2 and the UE transmits a PUCCH with the combined UCI bits in a resource using PUCCH

format 2 or PUCCH format 3 or PUCCH format 4. An all-zero value for the |-10g2(K + 1)-| bits represents a negative SR
value across all K SRs.

If a UE transmits O, HARQ-ACK information bits, Og, =[log,(K +1)] SR bits, and O CRC bits using PUCCH

format 2 or PUCCH format 3 in a PUCCH resource that includes M}y "' PRBs, the UE determines a number of PRBs

M ;’gf,ﬁ;‘ for the PUCCH transmission to be the minimum number of PRBs, that is smaller than or equal to a number of

PRBs provided respectively by higher layer parameter nrofPRBs in PUCCH-format2 or nrofPRBs in PUCCH-format3
and starts from the first PRB from the number of PRBs, that results to

PUCCH RB PUCCH : PUCCH
(OACK + OSR + OCRC ) < MRB,min ’ Nsc,ctrl : Nsymb-UCI ’ Qm r and’ if MRB >1 ’

PUCCH RB PUCCH RB PUCCH
(OACK + OSR + OCRC) > (MRB,min - 1) Nsc,ctrl ' Nsymb—UCl ! Qm r, Where Nsc,ctrl H Nsymb-UCl s

Subclause 9.2.5.2. If (O, +Og + Ocgc ) > (M ppccH _ 1)~ NEB - NEVSCH -Q, -7, the UE transmits the PUCCH over the

sc,ctrl symb-UCI
PUCCH
MU pRBs.

0, ,and r are defined in

9.25.2 UE procedure for multiplexing HARQ-ACK/SR and CSl in a PUCCH

For a single transmission occasion of periodic/semi-persistent CSI reports, a PUCCH resource is provided by higher
layer parameter pucch-CSI-ResourceList. For multiple transmission occasions of periodic/semi-persistent CSI reports,
corresponding PUCCH resources are provided by higher layer parameter multi-CSI-PUCCH-ResourceList.

If a UE is provided only one PUCCH resource set for transmission of HARQ-ACK information in response to PDSCH
reception scheduled by a DCI format or in response to a SPS PDSCH release, the UE does not expect to be provided
higher layer parameter simultaneousHARQ-ACK-CSI.

A UE is configured by higher layer parameter maxCodeRate a code rate for transmission of HARQ-ACK/SR and
periodic/semi-persistent CSI report(s) in PUCCH format 2, PUCCH format 3, or PUCCH format 4.

If a UE transmits CSI reports using PUCCH format 2, the UE transmits only wideband CSI for each CSI report [6, TS
38.214]. In the following, a Part 1 CSI report refers either to a CSI report with only wideband CSI or to a Part | of a
CSI report with wideband CSI and sub-band CSI.

If a UE transmits periodic/semi-persistent CSI reports that include Part 2 CSI reports, the UE determines a PUCCH
resource and a number of PRBs in the PUCCH resource assuming that each of the periodic/semi-persistent CSI reports

indicates rank 1. Let Nyg = Oacx +Osx +Ocs; be a total number of UCI bits and Oqpc be a total number of CRC bits
a UE transmits in a PUCCH, where
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O,k is a total number of HARQ-ACK bits, if any

Ogr =0 if there is no scheduling request bit; otherwise, Oy = |710g2 (K + 1) as described in Subclause 9.2.5.1

N
Ocs1 = Z(OCSI_],ML,, + Ocst_parto.n ), Ocsy_part1,n 18 @ number of Part 1 CSI report bits for CSI report with priority

n=1

level 7, Ocgi . is a number of Part 2 CSI report bits, if any, for CSI report with priority level n [6, TS

38.214], and Né"s"}ll is a number of periodic/semi-persistent CSI reports

Ocxre = Ocre.csipartt T Ocre,csiparz s Ocre,csipar 18 @ nUmMber of CRC bits, if any, for encoding HARQ-ACK/SR
and Part 1 of a CSI report, and Ocgc csipara 15 @ number of CRC bits, if any, for encoding Part 2 of the CSI report

In the following

r is a code rate given by higher layer parameter maxCodeRate as in Table 9.2.5.2-1.

M ,‘QECCH is a number of PRBs for PUCCH format 2, or PUCCH format 3, or PUCCH format 4, respectively,
where M ;gCCH is provided by higher layer parameter nrofPRBs in PUCCH-format2 for PUCCH format 2 or by

higher layer parameter nrofPRBs in PUCCH-format3 for PUCCH format 3, and M P =1 for PUCCH format
4

= NX® for PUCCH format 3, and NX% = N8P/ NIVCH* for

sc,ctrl

NRB

sc,ctrl

PUCCH format 4, where N.° is a number of subcarriers per resource block [4, TS 38.211]

= NX® —4 for PUCCH format 2, NX°

sc,ctrl

NFPveeH ; 1s equal to a number of PUCCH symbols N, PUCCH2 for PUCCH format 2 provided by higher layer

symb-UC symb
parameter nrofSymbols in PUCCH-format2. For PUCCH format 3 or for PUCCH format 4, N0, is equal to

a number of PUCCH symbols NFUS“"? for PUCCH format 3 or equal to a number of PUCCH symbols

symb
N SI;EH%CH"‘ for PUCCH format 4 provided by higher layer parameter nrofSymbols in PUCCH-format3 or
nrofSymbols in PUCCH-format4, respectively, after excluding a number of symbols used for DM-RS
transmission for PUCCH format 3 or for PUCCH format 4, respectively [4, TS 38.211]

0,, =1 if pi/2-BPSK is the modulation scheme and O,, =2 if QPSK is the modulation scheme as indicated by
higher layer parameter pi2BPSK for PUCCH format 3 or PUCCH format 4. For PUCCH format 2, O,, =2

If a UE has CSI reports and zero or more HARQ-ACK/SR information bits to transmit in a PUCCH where the HARQ-
ACK, if any, is in response to a PDSCH reception without a corresponding PDCCH

if the UE is provided by higher layer parameter pucch-CSI-ResourceList or by higher layer parameter multi-CSI-
PUCCH-ResourceList with J <2 PUCCH resources, for PUCCH format 2 and/or PUCCH format 3 and/or
PUCCH format 4, as described in Subclause 9.2.1, where the resources are indexed according to an ascending
order for the product of a number of corresponding REs, modulation order Q,,, and configured code rate r;

- if (Opex + Ogg + Oy + O )< Mpyo™ - N22 - N2V o+ O, -7, the UE uses PUCCH format 2 resource
0, or the PUCCH format 3 resource 0, or the PUCCH format 4 resource 0 ;

- elseif (OACK + Ogg + Ocs; + Oy ) >M }lz)gf/CH N iitrl N, sl;lrjnclfgcl,j -Q,,r and
(Orckc +Osg +Ocsy + Ocpe ) S M - N2 - Ny -0, 7 0= j<J —1, the UE transmits a PUCCH
conveying HARQ-ACK/SR and periodic/semi-persistent CSI report(s) in a respective PUCCH where the UE
uses the PUCCH format 2 resource j+1, or the PUCCH format 3 resource j+1, or the PUCCH format 4

resource;
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- else the UE uses the PUCCH format 2 resource J —1, or the PUCCH format 3 resource J —1, or the
PUCCH format 4 resource J —1 and the UE selects N 2’0”"‘1 CSI report(s) for transmission together with
HARQ-ACK/SR, when any, in ascending priority order as described in [6, TS 38.214].

If a UE has HARQ-ACK/SR and wideband or sub-band CSI reports to transmit and the UE determines a PUCCH
resource with PUCCH format 2, or the UE has HARQ-ACK/SR and wideband CSI reports [6, TS38.214] to transmit
and the UE determines a PUCCH resource with PUCCH format 3 or PUCCH format 4, where

- the UE determines the PUCCH resource using the PUCCH resource indicator field [5, TS 38.212] in a last DCI
format 1 0 or DCI format 1 _1, from DCI formats 1 0 or DCI formats 1_1 that have a value of a PDSCH-to-
HARQ _feedback timing indicator field indicating a same slot for the PUCCH transmission, from a PUCCH
resource set provided to the UE for HARQ-ACK transmission, and

- the UE determines the PUCCH resource set as described in Subclause 9.2.1 and Subclause 9.2.3 for Ny UCI
bits

and

. PUCCH »/RB PUCCH .
- if (OACK +Og + OCSI—parll + OCRC,CSI-pam)S Mg Nom symb-UCI -Q,, -1, the UE transmits the HARQ-

ACK/SR and periodic/semi-persistent CSI reports bits by selecting the minimum number M ﬁgfﬁf of the

PUCCH o PUCCH A7RB PUCCH .
Mg PRBs satisfying (OACK + O + OCSI»partl + OCRC,CSI-pam)S Mg min *Necew " N symb-UCI -0, -r as described
in Subclauses 9.2.3 and 9.2.5.1;

- else, the UE selects N7 °ted CSI report(s) for transmission together with HARQ-ACK/SR in ascending priority

ted .
order, where the value of N 7™ satisfies

n=l1

yrepored
CSI
PUCCH xrRB PUCCH
{OACK + O + ZOCSI»partl,n + OCRC,CSI-parll,NJ <My ) Nsc,clrl .Nsymb—UCI -0, -r and

reported 4
CSI
PUCCH »/RB PUCCH .
{OACK +O0g + ZOCSI—panl,n + OCRC,CSI-panl,NHJ >Meg Ny 'Nsymb-UCI -0, -1, where  Ocge csipart,y 18 @
n=l

eporied
csl

number of CRC bits corresponding to O,k +Og + ZOCSI_WM UCT bits, and Ocge csiparti,v+1 1S @ number of
n=1

reported
CSI

CRC bits corresponding to O,y + Ogp + ZOCSI_WL" UCI bits.

n=1

+1

If a UE has HARQ-ACK/SR and sub-band CSI reports to transmit and the UE determines a PUCCH resource with
PUCCH format 3 or PUCCH format 4, where

- the UE determines the PUCCH resource using the PUCCH resource indicator field [5, TS 38.212] in a last DCI
format 1 _0 or DCI format 1_1, from DCI formats 1 _0 or DCI formats 1_1 that have a value of a PDSCH-to-
HARQ feedback timing indicator field indicating a same slot for the PUCCH transmission, from a PUCCH
resource set provided to the UE for HARQ-ACK transmission, and

- the UE determines the PUCCH resource set as described in Subclause 9.2.1 and Subclause 9.2.3 for Ny UCI
bits

and

- if (Ouex + Osg + Ocsy + Ocpe ) S Mg - NEB - NEWCSE, - O, -7, the UE transmits the HARQ-ACK/SR and the
N, é"st}‘l periodic/semi-persistent CSI report bits by selecting the minimum number M {;};iﬁ: of PRBs from the

MU PRBs satisfying (O, +Ogg + Ocg + OCRC) < Mg - Neo - s]’yljnicga -Q,,-r as described in
Subclauses 9.2.3 and 9.2.5.1;

- else,
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- iffor N repmej >0 CSI part 2 report priority level(s), it is

CSI-part!
N, e
PUCCH »/RB PUCCH
ZOCSI-parIZ,n + OCRC,CSI-panZ,N S Mg Ny " Nygmpuer — Opex +Oxx + ZOCSI-parll,n + OCRC,CS[-parLl (Qm : ”) ‘0,7
n=l1 n=1

and

Freported r al
NSipar +1 csl

N
PUCCH 5/RB PUCCH
ZOCSl»panZ,n + Ocre,csi-paraNst > [MRB Ny * Nogmp-ver — [OACK + O + ZOCSl»parIl,n + OCRC,CSI-panl]/Qm r)‘U ‘0,1

n=1 n=1

>

the UE selects the first N™P°“! CSI part 2 report priority level(s), according to [6, TS 38.214], for transmission

CSI-part2
together with the HARQ-ACK/SR and N&&' CSI part 1 reports , where Ocstparti is the number of CSI part

1 report bits for the n,, CSI report and Ocstpurz. is the number of CSI part 2 report bits for the n, CSI
N,
report priority level, Ocge csiparz.ny 18 @ nUmMber of CRC bits corresponding to ZOCSIEPM . »and
n=l1
NG

+1
Ocrecsiparov+1 18 @ number of CRC bits corresponding to > Ocstopmirn
n=1

- else, the UE drops all CSI part 2 reports and selects N CSI part 1 report(s), in ascending priority

CSl,partl

reported
CSI,patl

order, for transmission together with the HARQ-ACK/SR bits where the value of N satisfies

reported
C:l'puvll
PUCCH RB PUCCH
OACK + OSR + ZOCSl-partl,n + OCRC,CSI—panl,N < MRB : Nsc,ctrl . Nsymb-UCl ' Qm r and
n=1

reported
CSl-partl

+1

PUCCH RB PUCCH
OACK + OSR + ZOCSl—parll,n + 0CRC,CSI-part1,N+1 > MRB 'Nsc,crrl 'Nsymb-UCl Qm -r , where

n=l1

reported
Nesipart

Ocre csipartt,v 1 @ number of CRC bits corresponding to O, +Ogg + ZOCSI_pam,n UCI bits, and
n=1
NG+l
Ocre.csipartin+i i @ number of CRC bits corresponding to O + Ogg + ZOCSI_men UCI bits.

n=l1

Table 9.2.5.2-1: Code rate » corresponding to higher layer parameter maxCodeRate

maxCodeRate | Code rate r

0.08
0.15
0.25
0.35
0.45
0.60
0.80
Reserved

N[O IWIN|=O

9.2.6 UCI repetition procedure

For PUCCH formats 1, 3, or 4, a UE can be configured a number of slots, N, ;elféactﬂ , for a PUCCH transmission by
respective higher layer parameters nrofSlots.

For N;CUpéaC‘H >1,
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the UE repeats the UCI in the PUCCH transmission in the first slot of the Npicey slots in the PUCCH

.. . .. repeat .
transmission in each of the remaining Npyjecy —1 slots;

- a PUCCH transmission has the same number of consecutive symbols, as provided by higher layer parameter
nrofSymbols in PUCCH-formatl, nrofSymbols in PUCCH-format3, or nrofSymbols in PUCCH-format4, in each

of the Nppeey slots;

- a PUCCH transmission has a same first symbol, as provided by higher layer parameter startingSymbollndex in
PUCCH-formatl, startingSymbollndex in PUCCH-format3, or startingSymbollndex in PUCCH-format4, in each

of the Nplrey slots;

- the UE is configured by higher layer parameter interslotFrequencyHopping whether or not to perform frequency
hopping for PUCCH transmissions in different slots.

- If the UE is configured to perform frequency hopping for PUCCH transmissions in different slots,
- the UE performs frequency hopping per slot;

- the UE transmits the PUCCH starting from the first PRB in slots with even number and starting from the
second PRB in slots with odd number. The slot indicated to the UE for the first PUCCH transmission has

number 0 and each subsequent slot until the UE transmits the PUCCH in Npjeey; slots is counted
regardless of whether or not the UE transmits the PUCCH in the slot;

- the UE is not expected to be configured to perform frequency hopping for a PUCCH transmission within
a slot.

- Ifthe UE is configured to perform frequency hopping for PUCCH transmissions within a slot, the frequency
hopping pattern between the first PRB and the second PRB is same within each slot.

If the UE determines that, for a PUCCH transmission in a slot, the number of symbols available for the PUCCH
transmission is smaller than the value provided by higher layer parameter nrofSymbols for the corresponding PUCCH
format, the UE does not transmit the PUCCH in the slot.

If a UE is provided higher layer parameter tdd-UL-DL-ConfigurationCommon, or is additionally provided higher layer
parameter tdd-UL-DL-ConfigurationCommon2, or is additionally provided higher layer parameter tdd-UL-DL-
ConfigDedicated for the slot format per slot over the number of slots, as described in Subclause 11.1, the UE

determines the N, ;ﬂ’éactﬁ slots for a PUCCH transmission starting from a slot indicated to the UE as described in

Subclause 9.2.3 and having

- an UL symbol or flexible symbol provided by higher layer parameter PUCCH-FI-F3-F4-starting-symbol as a
first symbol, and

- consecutive UL symbols or flexible symbols, starting from the first symbol, equal to or larger than a number of
symbols provided by higher layer parameter PUCCH-F I-F3-F4-number-of-symbols.

If a UE is not provided higher layer parameter tdd-UL-DL-ConfigurationCommon or higher layer parameter tdd-UL-

DL-ConfigurationCommon2, the UE determines the N, ;%)éactH slots for a PUCCH transmission as the N, ;%’glctH

consecutive slots starting from a slot indicated to the UE as described in Subclause 9.2.3.

If the UE would transmit UCI in a PUCCH over a first number N ;%’éactH >1 of slots and the UE would transmit a

PUSCH over a second number of slots, and the PUCCH transmission would overlap with the PUSCH transmission in
one or more slots, and the conditions in Subclause 9.2.5 for multiplexing the UCI in the PUSCH are satisfied in the
overlapping slots, the UE transmits the PUCCH and does not transmit the PUSCH in the overlapping slots.

9.3 UCI reporting in physical uplink shared channel

If a UE would have on a serving cell a PUSCH transmission without UL-SCH that overlaps with a PUCCH
transmission on the serving cell that includes positive SR information, the UE does not transmit the PUSCH.

Petitioners' Exhibit 1006, p. 62
3GPP AT&T et al v. Asustek Computer
IPR2024-00992



Release 15 63 3GPP TS 38.213 V15.2.0 (2018-06)

If a UE has a PUSCH transmission that overlaps with a PUCCH transmission that includes HARQ-ACK information
and/or semi-persistent/periodic CSI and the conditions in Subclause 9.2.5 for multiplexing the UCI in the PUSCH are
satisfied, the UE multiplexes the HARQ-ACK information and/or the semi-persistent/periodic CSI in the PUSCH.

Offset values are defined for a UE to determine a number of resources for multiplexing HARQ-ACK information and
for multiplexing CSI in a PUSCH. The offset values are signalled to a UE either by a DCI format scheduling the
PUSCH transmission or by higher layers.

If DCI format 0_0, or DCI format 0 1 that does not include a beta_offset indicator field, schedules the PUSCH

o . - B -2 .
transmission from the UE, the UE applies the ﬁgg;o ACK , ﬂocleet , and ﬂocf?slet values that are configured by higher

layers for the corresponding HARQ-ACK information and/or CSI part 1 and CSI part 2 payloads.

HARQ-ACK information offsets ﬂj}f’:ﬁQ’ACK is configured to values according to Table 9.3-1. The higher layer

parameters betaOffsetACK-Index1, betaOffsetACK-Index2, and betaOffsetACK-Index3 respectively provide indexes
I ﬁggg'ACK, I gggﬁ‘ACK, and [ ggﬁg‘ACK for the UE to use if the UE multiplexes up to 2 HARQ-ACK information bits,

more than 2 and up to 11 HARQ-ACK information bits, and more than 11 bits in the PUSCH, respectively.

CSI part 1 and CSI part 2 offsets ﬂfleetl and ﬂocleef , respectively, is configured to values according to Table 9.3-2.
Higher layer parameters betaOffsetCSI-Parti-Index] and betaOffsetCSI-Part2-Index 1 respectively provide indexes
I ocfiletl o and 1 ocfilef o for the UE to use if the UE multiplexes up to 11 bits for CSI part 1 or CSI part 2 in the PUSCH.

Higher layer parameters betaOffsetCSI-Partl-Index2 and betaOffsetCSI-Part2-Index2 respectively provide indexes

I ocffsletl yor [ ocff:efl , respectively, for the UE to use if the UE multiplexes more than 11 bits for CSI part 1 or CSI part 2 in

the PUSCH.

If a DCI format 0_1 schedules the PUSCH transmission from the UE and if DCI format 0_1 includes a beta_offset
indicator field, as configured by higher layer parameter uci-OnPUSCH, the UE is provided by each of higher layer
HARQ-ACK

parameters { betaOffsetACK-Index1, betaOffsetACK-Index2, betaOffsetACK-Index3} a set of four [ g indexes,

by each of higher layer parameters { betaOffsetCSI-Parti-Index], betaOffsetCSI-PartI-Index2} a set of four [ ch?;etl

indexes and by each of higher layer parameters { betaOffsetCSI-Part2-Index1, betaOffsetCSI-Part2-Index2} a set of

four [ ﬁ?:ctz indexes from Table 9.3-1 and 9.3-2, respectively, for multiplexing HARQ-ACK information, CSI part 1, and

CSI part 2, respectively, in the PUSCH transmission. The beta_offset indicator field indicates a [ ﬁgﬁQ’ACK value, a

I ocfiletl value and a [ ocf?sle'f value from the respective sets of values, with the mapping defined in Table 9.3-3.
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Table 9.3-1: Mapping of beta_offset values for HARQ-ACK information and the index signalled by
higher layers

I(ﬁg;’%—ACK or [::g;g—ACK or I(ﬁgzg—ACK ﬂ;—;{:;Q—ACK
0 1.000
1 2.000
2 2.500
3 3.125
4 4.000
5 5.000
6 6.250
7 8.000
8 10.000
9 12.625
10 15.875
11 20.000
12 31.000
13 50.000
14 80.000
15 126.000
16 Reserved
17 Reserved
18 Reserved
19 Reserved
20 Reserved
21 Reserved
22 Reserved
23 Reserved
24 Reserved
25 Reserved
26 Reserved
27 Reserved
28 Reserved
29 Reserved
30 Reserved
31 Reserved
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Table 9.3-2: Mapping of beta_offset values for CSl and the index signalled by higher layers

Bone
CSI-1 CSI-2 CSI-2 CSI-2 offset
1 offs[et,O or [ offs[et,l I offslet,O or Iy, i
/Boffsct
0 1.125
1 1.250
2 1.375
3 1.625
4 1.750
5 2.000
6 2.250
7 2.500
8 2.875
9 3.125
10 3.500
11 4.000
12 5.000
13 6.250
14 8.000
15 10.000
16 12.625
17 15.875
18 20.000
19 Reserved
20 Reserved
21 Reserved
22 Reserved
23 Reserved
24 Reserved
25 Reserved
26 Reserved
27 Reserved
28 Reserved
29 Reserved
30 Reserved
31 Reserved
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Table 9.3-3: Mapping of beta_offset indicator values to offset indexes

beta_offset indicator]  (/yna " of Lynai - of Lges " ) (Lgman OF Lonero ) (Lamens OF Lot )
'00' 13t offset index provided by higher layers
'01' 2" offset index provided by higher layers
'10' 3" offset index provided by higher layers
'"11' 4 offset index provided by higher layers

10 UE procedure for receiving control information

If the UE is configured with a SCG, the UE shall apply the procedures described in this clause for both MCG and SCG

- When the procedures are applied for MCG, the terms 'secondary cell', 'secondary cells', 'serving cell', 'serving
cells' in this clause refer to secondary cell, secondary cells, serving cell, serving cells belonging to the MCG
respectively.

- When the procedures are applied for SCG, the terms 'secondary cell', 'secondary cells', 'serving cell', 'serving
cells' in this clause refer to secondary cell, secondary cells (not including PSCell), serving cell, serving cells
belonging to the SCG respectively. The term 'primary cell' in this clause refers to the PSCell of the SCG.

A UE monitors a set of PDCCH candidates in one or more control resource sets on the active DL BWP on each
activated serving cell configured with PDCCH monitoring according to corresponding search space sets where
monitoring implies decoding each PDCCH candidate according to the monitored DCI formats.

A UE can be configured by higher layer parameter ssb-periodicityServingCell a periodicity of half frames for reception
of SS/PBCH blocks in a serving cell.

For monitoring of a PDCCH candidate in a slot

- Ifthe UE has received ssb-PositionsInBurst in SystemInformationBlockTypel and has not received ssb-
PositionsInBurst in ServingCellConfigCommon for a serving cell and if the UE does not monitor PDCCH
candidates in a Type0-PDCCH common search space and at least one RE for a PDCCH candidate overlaps with
respective at least one RE corresponding to a SS/PBCH block index provided by ssb-PositionsInBurst in
SystemInformationBlockTypel, the UE is not required to monitor the PDCCH candidate.

- Ifa UE has received ssb-PositionsInBurst in ServingCellConfigCommon for a serving cell and if the UE does not
monitor PDCCH candidates in a Type0-PDCCH common search space and at least one RE for a PDCCH
candidate overlaps with respective at least one RE corresponding to a SS/PBCH block index provided by ssb-
PositionsInBurst in ServingCellConfigCommon, the UE is not required to monitor the PDCCH candidate.

- If the UE monitors the PDCCH candidate for a Type0-PDCCH common search space on the serving cell
according to the procedure described in Subclause 13, the UE may assume that no SS/PBCH block is transmitted
in REs used for monitoring the PDCCH candidate on the serving cell.

- If at least one RE of a PDCCH candidate on the serving cell overlaps with at least one RE of /te-CRS-
ToMatchAround, the UE is not required to monitor the PDCCH candidate.

If a UE indicates in UE-NR-Capability a carrier aggregation capability larger than 4 serving cells, the UE includes in
UE-NR-Capability an indication for a maximum number of PDCCH candidates the UE can monitor per slot when the
UE is configured for carrier aggregation operation over more than 4 cells. When the UE is configured for carrier
aggregation operation over more than 4 cells, the UE is not expected to be configured with a number of PDCCH
candidates to monitor per slot that is larger than the maximum number.

10.1 UE procedure for determining physical downlink control
channel assignment

A set of PDCCH candidates for a UE to monitor is defined in terms of PDCCH search space sets. A search space set
can be a common search space set or a UE-specific search space set. A UE monitors PDCCH candidates in one or more
of the following search spaces sets
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- aType0-PDCCH common search space set configured by searchSpaceZero in MasterInformationBlock or by
searchSpaceSIBI in PDCCH-ConfigCommon for a DCI format with CRC scrambled by a SI-RNTI on a primary
cell;

- aTypeOA-PDCCH common search space set configured by searchSpace-OSI in PDCCH-ConfigCommon for a
DCI format with CRC scrambled by a SI-RNTI on a primary cell;

- aTypel-PDCCH common search space set configured by ra-SearchSpace in PDCCH-ConfigCommon for a DCI
format with CRC scrambled by a RA-RNTI, or a TC-RNTI on a primary cell;

- aType2-PDCCH common search space set configured by pagingSearchSpace in PDCCH-ConfigCommon for a
DCI format with CRC scrambled by a P-RNTI on a primary cell;

- aType3-PDCCH common search space set configured by SearchSpace in PDCCH-Config with
searchSpaceType = common for DCI formats with CRC scrambled by INT-RNTI, or SFI-RNTI, or TPC-
PUSCH-RNTI, or TPC-PUCCH-RNTI, or TPC-SRS-RNTT and, only for the primary cell, C-RNTI, or CS-
RNTI(s); and

- a UE-specific search space set configured by SearchSpace in PDCCH-Config with searchSpaceType = ue-
Specific for DCI formats with CRC scrambled by C-RNTI, or CS-RNTI(s).

If a UE is not provided higher layer parameter searchSpace-SIB1 for Type0-PDCCH common search space set, , the UE
determines a control resource set and PDCCH monitoring occasions for Type0-PDCCH common search space set as
described in Subclause 13. The Type0-PDCCH common search space set is defined by the CCE aggregation levels and
the number of PDCCH candidates per CCE aggregation level given in Table 10.1-1. The control resource set configured
for Type0-PDCCH common search space set has control resource set index 0. The Type0-PDCCH common search
space set has search space index 0.

If a UE is not provided by dedicated higher layer signaling a control resource set for TypeOA-PDCCH common search
space or for Type2-PDCCH common search space, the corresponding control resource set is same as the control
resource set for Type0-PDCCH common search space. The CCE aggregation levels and the number of PDCCH
candidates per CCE aggregation level for TypeOA-PDCCH common search space or for Type2-PDCCH common
search space are given in Table 10.1-1.

For Typel-PDCCH common search space, a UE can be provided a configuration for a control resource set by higher
layer parameter ra-ControlResourceSet and a configuration for a search space by higher layer parameter ra-
SearchSpace. If higher layer parameter ra-ControlResourceSet is not provided to the UE, the control resource set
for Typel-PDCCH common search space is the same as for Type0-PDCCH common search space.

If a UE is not provided higher layer parameter searchSpaceOtherSystemInformation for Type0A-PDCCH common
search space set, the association between PDCCH monitoring occasions for TypeOA-PDCCH common search space set
and the SS/PBCH block index are same as the association of PDCCH monitoring occasions for Type0-PDCCH
common search space set as described in Subclause 13. The CCE aggregation levels and the number of PDCCH
candidates per CCE aggregation level are given in Table 10.1-1.

If a UE is not provided higher layer parameter pagingSearchSpace for Type2-PDCCH common search space set, the
association between PDCCH monitoring occasions for Type2-PDCCH common search space set and the SS/PBCH
block index are same as the association of PDCCH monitoring occasions for Type0-PDCCH common search space set
as described in Subclause 13. The CCE aggregation levels and the number of PDCCH candidates per CCE aggregation
level are given in Table 10.1-1.

The UE may assume that the DM-RS antenna port associated with PDCCH receptions in the control resource set
configured by pdcch-ConfigSIB1 in MasterInformationBlock and for corresponding PDSCH receptions, and the
corresponding SS/PBCH block are quasi co-located with respect to average gain, QCL-TypeA, and QCL-TypeD
properties, when applicable [6, TS 38.214]. The value for the DM-RS scrambling sequence initialization is the cell ID.
A subcarrier spacing is provided by higher layer parameter subCarrierSpacingCommon in MasterInformationBlock.

For single cell operation or for operation with carrier aggregation in a same frequency band, a UE is not expected to
monitor a PDCCH for Type0/0A/2/3-PDCCH common search space if the SS/PBCH block or the CSI-RS the UE
selects for PRACH association, as described in Subclause 8.1, does not have same QCL-TypeD [6, TS 38.214] with a
DM-RS for monitoring the PDCCH for Type0/0A/2/3-PDCCH common search space.
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If a UE is configured with one or more downlink bandwidth parts (BWPs), as described in Subclause 12, the UE can be
configured with PDCCH-ConfigCommon and PDCCH-Config for each configured DL BWP on the primary cell, other
than the initial active DL BWP, as described in Subclause 12.

If a UE is provided one or more search space sets by corresponding one or more higher layer parameters
searchSpaceZero, searchSpaceSIB1, searchSpaceOtherSystemInformation, pagingSearchSpace, ra-SearchSpace, and
the UE is provided with a C-RNTI or a CS-RNTI, the UE monitors PDCCH candidates for DCI format 0_0 and DCI
format 1 0 with the C-RNTI or the CS-RNTI in the one or more search space sets.

Table 10.1-1: CCE aggregation levels and maximum number of PDCCH candidates per CCE
aggregation level for common search space sets configured by searchSpace-SIB1

CCE Aggregation Level Number of Candidates
4 4
8 2
16 1

For each DL BWP configured to a UE in a serving cell, a UE can be provided by higher layer signalling with P <3
control resource sets. For each control resource set, the UE is provided the following by higher layer parameter
ControlResourceSet:

- acontrol resource set index p, 0< p<12, by higher layer parameter controlResourceSetld,

- a DM-RS scrambling sequence initialization value by higher layer parameter pdcch-DMRS-ScramblinglD;

- aprecoder granularity for a number of REGs in the frequency domain where the UE can assume use of a same
DM-RS precoder by higher layer parameter precoderGranularity;

- anumber of consecutive symbols provided by higher layer parameter duration;
- aset of resource blocks provided by higher layer parameter frequencyDomainResources;
- CCE-to-REG mapping parameters provided by higher layer parameter cce-REG-MappingType;

- an antenna port quasi co-location, from a set of antenna port quasi co-locations provided by higher layer
parameter 7CI-StatesPDCCH, indicating quasi co-location information of the DM-RS antenna port for PDCCH
reception;

- an indication for a presence or absence of a transmission configuration indication (TCI) field for DCI format 1 1
transmitted by a PDCCH in control resource set p, by higher layer parameter 7CI-PresentInDCI.

When precoderGranularity = allContiguousRBs, a UE does not expect to be configured a set of resource blocks of a
control resource set that includes more than four sub-sets of resource blocks that are not contiguous in frequency.

For each control resource set in a DL BWP of a serving cell, a respective higher layer parameter
frequencyDomainResources provides a bitmap. The bits of the bitmap have a one-to-one mapping with non-overlapping

groups of 6 PRBs, in ascending order of the PRB index in the DL BWP bandwidth of Ngy" PRBs with starting

position Ny, where the first PRB of the first group of 6 PRBs has index 6- (N;‘;S‘P / 6}. A group of 6 PRBs is allocated

to a control resource set if a corresponding bit value in the bitmap is 1; else, if a corresponding bit value in the bitmap is
0, the group of 6 PRBs is not allocated to the control resource set.

If a UE has received initial configuration of more than one TCI states by higher layer parameter 7CI-StatesPDCCH but
has not received a MAC CE activation command for one of the TCI states, the UE assumes that the DM-RS antenna
port associated with PDCCH reception is quasi co-located with the SS/PBCH block the UE identified during the initial
access procedure.

If the UE has received a MAC CE activation command for one of the TCI states, the UE applies the activation
command 3 msec after a slot where the UE transmits HARQ-ACK information for the PDSCH providing the activation
command.

Petitioners' Exhibit 1006, p. 68
3GPP AT&T et al v. Asustek Computer
IPR2024-00992



Release 15 69 3GPP TS 38.213 V15.2.0 (2018-06)

If a UE has received higher layer parameter TCI-StatesPDCCH containing a single TCI state, the UE assumes that the
DM-RS antenna port associated with PDCCH reception is quasi co-located with the one or more DL RS configured by
the TCI state.

For each DL BWP configured to a UE in a serving cell, the UE is provided by higher layers with S <10 search space
sets where, for each search space set from the S search space sets, the UE is provided the following by higher layer
parameter SearchSpace:

a search space set index s, 0<s <40, by higher layer parameter searchSpaceld,

- an association between the search space set s and a control resource set p by higher layer parameter

controlResourceSetld,

- a PDCCH monitoring periodicity of &, slots and a PDCCH monitoring offset of o, ; slots, by higher layer

p,s p,s

parameter monitoringSlotPeriodicityAndOffset;

- a PDCCH monitoring pattern within a slot, indicating first symbol(s) of the control resource set within a slot for
PDCCH monitoring, by higher layer parameter monitoringSymbols WithinSlot;

- anumber of PDCCH candidates M ;L) per CCE aggregation level L by higher layer parameters
aggregationLevell, aggregationLevel2, aggregationLevel4, aggregationLevel8, and aggregationLevell6, for

CCE aggregation level 1, CCE aggregation level 2, CCE aggregation level 4, CCE aggregation level 8, and CCE
aggregation level 16, respectively;

- an indication that search space set s is either a common search space set or a UE-specific search space set by
higher layer parameter searchSpaceType;

- if search space set s is a common search space set,

- an indication by higher layer parameter dci-Format0-0-AndFormati-0 to monitor PDCCH candidates for
DCI format 0_0 and DCI format 1 0 with CRC scrambled by a C-RNTI or a CS-RNTI (if configured), RA-
RNTI, TC-RNTI, P-RNTI, SI-RNTI;

- an indication by higher layer parameter dci-Format2-0 to monitor one or two PDCCH candidates for DCI
format 2_0 and a corresponding CCE aggregation level;

- an indication by higher layer parameter dci-Format2-1 to monitor PDCCH candidates for DCI format 2 1;
- an indication by higher layer parameter dci-Format2-2 to monitor PDCCH candidates for DCI format 2_2;
- an indication by higher layer parameter dci-Format2-3 to monitor PDCCH candidates for DCI format 2_3;

- if search space set s is a UE-specific search space set, an indication by higher layer parameter dci-Formats
to monitor PDCCH candidate either for DCI format 0_0 and DCI format 1_0, or for DCI format 0 1 and DCI
format 1 1.

The UE may also be provided, by higher layer parameter duration, a duration of 7, <k, slots indicating a number of

DS
slots that the search space set s exists.

If the higher layer parameter monitoringSymbols WithinSlot indicates to a UE only one PDCCH monitoring occasion
within a slot, the UE does not expect to be configured with a PDCCH subcarrier spacing other than 15 kHz for the
corresponding search space set s if the control resource set p associated with the search space s includes at least one

symbol after the third symbol of the slot.

A UE does not expect to be provided a first symbol and a number of consecutive symbols for a control resource set that
results to a PDCCH candidate mapping to symbols of different slots.

A UE does not expect any two PDCCH monitoring occasions, for a same search space set or for different search space
sets, in a same control resource set to be separated by a non-zero number of symbols that is smaller than the control
resource set duration.

A UE determines a PDCCH monitoring occasion from the PDCCH monitoring periodicity, the PDCCH monitoring
offset, and the PDCCH monitoring pattern within a slot. For search space set s _in control resource set p, the UE
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determines that a PDCCH monitoring occasion(s) exists in a slot with number #{, [4, TS 38.211] in a frame with

number 7, if (n N, frame.ft | nl,—o, )rnod k,,=0_1f the UE is provided higher layer parameter duration, the UE

slot
monitors PDCCH for search space set s in control resource set p for 7, ; consecutive slots, starting from slot 7, ,

and does not monitor PDCCH for search space set s in control resource set p for the next £, —7,  consecutive slots.

58

A PDCCH UE-specific search space at CCE aggregation level L e {1, 2,4,8, 16} is defined by a set of PDCCH
candidates for CCE aggregation level L .

If a UE is configured with higher layer parameter CrossCarrierSchedulingConfig for a serving cell the carrier indicator
field value corresponds to the value indicated by CrossCarrierSchedulingConfig.

For a DL BWP of a serving cell on which a UE monitors PDCCH candidates in a UE-specific search space, if the UE is
not configured with a carrier indicator field, the UE monitors the PDCCH candidates without carrier indicator field. For
a serving cell on which a UE monitors PDCCH candidates in a UE-specific search space, if a UE is configured with a
carrier indicator field, the UE monitors the PDCCH candidates with carrier indicator field.

A UE is not expected to monitor PDCCH candidates on a DL BWP of a secondary cell if the UE is configured to
monitor PDCCH candidates with carrier indicator field corresponding to that secondary cell in another serving cell. For
the DL BWP of a serving cell on which the UE monitors PDCCH candidates, the UE monitors PDCCH candidates at
least for the same serving cell.

For a search space set s associated with control resource set p, the CCE indexes for aggregation level L
corresponding to PDCCH candidate m_, — of the search space set in slot n{, for a serving cell corresponding to carrier

indicator field value n., are given by

where

for any common search space, Yp =0;

u
Mgy

for a UE-specific search space, prr = (Ap Y )modD Y, =npy %0, A, =39827 for pmod3=0,
A, =39829 for pmod3=1, 4, =39839 for pmod3=2 and D=65537;

Necg,, 18 the number of CCEs, numbered from 0 to N, —1, in control resource set p;

ng, 1s the carrier indicator field value if the UE is configured with a carrier indicator field by higher layer parameter
CrossCarrierSchedulingConfig for the serving cell on which PDCCH is monitored; otherwise, including for any
common search space, n, =0;

m. =0,..M%Y —1, where M

$.cy PsSshgy P>Sshgy

is the number of PDCCH candidates the UE is configured to monitor for

aggregation level L for a serving cell corresponding to n., and a search space set s ;

for any common search space, M‘") =M

p,s,max p.s,0°

for a UE-specific search space, M ‘") is the maximum of M'") ~ over all configured n,, values for a CCE

p,s,max P.Sngy

aggregation level L of search space set s in control resource set p;
the RNTI value used for ng,, is defined in [5, TS 38.212] and in [6, TS 38.214].

A UE that is configured for operation with carrier aggregation, and indicates support of search space sharing through
higher layer parameter searchSpaceSharingCA-UL, and has a PDCCH candidate with CCE aggregation level L in
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control resource set p for a DCI format 0_1 having a first size and associated with serving cell 7., , , can receive a
corresponding PDCCH through a PDCCH candidate with CCE aggregation level L in control resource set p for a DCI
format 0_1 having a second size and associated with serving cell 7, if the first size and the second size are same. A

UE that is configured for operation with carrier aggregation, and indicates support of search space sharing through
higher layer parameter searchSpaceSharingCA-DL, and has a PDCCH candidate with CCE aggregation level L in

control resource set p for a DCI format 1_1 having a first size and associated with serving cell 7., , , can receive a
corresponding PDCCH through a PDCCH candidate with CCE aggregation level L in control resource set p for a DCI

format 1_1 having a second size and associated with serving cell 7, if the first size and the second size are same.

A PDCCH candidate with index m, , ~for a search space set s, using a set of CCEs in a control resource set p for

ne

serving cell 7¢; is not counted as a monitored PDCCH candidate if there is a PDCCH candidate with index m, , ~ for a

search space set s; <5, in the control resource set p for serving cell 7, using a same set of CCEs, have identical

scrambling, and the corresponding DCI formats for the PDCCH candidates have a same size; otherwise, the PDCCH
candidate with index 7, , —is counted as a monitored PDCCH candidate.

max,slot,

Table 10.1-2 provides the maximum number of monitored PDCCH candidates, M 5ie; ™, for subcarrier spacing
configuration  for a UE per slot for operation with a single serving cell.

Table 10.1-2: Maximum number M55 of monitored PDCCH candidates per slot for subcarrier
spacing configuration /< {0,1,2,3} for a single serving cell

H Maximum number of monitored PDCCH candidates per slot and per serving cell M o0
0 44
1 36
2 22
3 20

Table 10.1-3 provides the maximum number of non-overlapped CCEs, Cpasot# | for subcarrier spacing configuration
M that a UE is expected to monitor per slot for operation with a single serving cell.

CCEs are non-overlapped if they correspond to
- different control resource set indexes, or

- different first symbols for the reception of the respective PDCCH candidates.

Table 10.1-3: Maximum number Cj2“ of non-overlapped CCEs per slot for subcarrier spacing
configuration i€ {0, 1,2,3} for a single serving cell

H Maximum number of non-overlapped CCEs per slot and per serving cell Cpsoo*
0 56
1 56
2 48
3 32

If a UE is capable for operation with carrier aggregation with a maximum of 4 downlink cells and the UE is configured

3

with N21# downlink cells for each corresponding subcarrier spacing configuration 4 where ZN Dl <4 and for
u=0

scheduling on a same cell, the UE is expected to be capable to monitor M Ja*e# PDCCH candidates for DCI formats

with different size and/or different corresponding DM-RS scrambling sequences, and Cpasso** non-overlapped CCEs

per slot per cell with subcarrier spacing configuration 4 .
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If a UE is capable for operation with carrier aggregation with more than 4 downlink cells, and the UE indicates through
pdcch-BlindDetectionCA a capability to monitor PDCCH candidates for Nt >4 downlink cells, and the UE is

cells

configured with Nc'iﬁ;” with subcarrier spacing configuration £, and for scheduling on a same cell, the UE is expected

cells cells cells cells

3
to be able to monitor a total of M gt = min{N PLa M ;“Sé’éﬁ"“,{N P LM R N DL ZN DL J} PDCCH
u=0

candidates for DCI formats with different size and/or different corresponding DM-RS scrambling sequences per slot
over the NP# cells with subcarrier spacing configuration £ , and a total of

cells

cells cells cells cells

3
1 . DL sl sl DL DL DL,
Cprtt = mm{N H -C;‘B’é’éﬁ"”,{N O Cppasat - N oy ZN H J} non-overlapped CCEs per slot over the N ;"
p=0

cells with subcarrier spacing configuration . The maximum number of PDCCH candidates for DCI formats with
different size and/or different corresponding DM-RS scrambling sequences and the maximum number of non-

overlapped CCEs per slot and per cell of the N2* cells are M 2SS and Chsas | respectively.

If the UE is configured with a total of N2;-* downlink cells with same subcarrier spacing configuration 4 or if the UE

cells

indicates through pdcch-BlindDetectionCA a capability to monitor PDCCH candidates for N >4 downlink cells

ells

. . DL
then, for cross-carrier scheduling over the N

cells

including the scheduling cell, the UE is expected to monitor min(N DLs N ) M pEest# PDCCH candidates for DCT

cells >~V cells

downlink cells with same subcarrier spacing configuration

formats with different size per slot on the scheduling cell and min(N DLH NS ) Cpexsot# non-overlapped CCEs per

cells >~ " cells

slot on the scheduling cell.

A UE does not expect to be configured common search space sets that result to corresponding total numbers of
monitored PDCCH candidates and non-overlapped CCEs per slot that exceed the corresponding maximum numbers per
slot.

For same cell scheduling, a UE does not expect a number of PDCCH candidates for DCI formats with different size
and/or different corresponding DM-RS scrambling sequences, and a number of corresponding non-overlapped CCEs
per slot on a secondary cell to be larger than the corresponding numbers that the UE is capable of monitoring on the
secondary cell per slot.

For all search space sets within a slot 7, denote by S a set of common search space sets in a corresponding set P
of control resource sets with cardinality of I, and by S a set of UE-specific search space sets in a corresponding set

B of control resource sets with cardinality of J, . The location of UE-specific search space sets s, 0< j <J, in

uss »
S, 18 according to an ascending order of the search space set index ;.
Denote by M}"”7", a number of monitored PDCCH candidates, 0<i </, from the M}", ; , PDCCH candidates

for common search space set S (i) in corresponding control resource set P, (i) and by M,(,L)’(‘;?frgf‘fr( j anumber of

monitored PDCCH candidates, 0< j <J, , from the ("

Pss (1S uss (J)

PDCCH candidates for UE-specific search space set

S (/) in corresponding control resource set Py (/) .

1C<S -1

The UE monitors M. .. = z z M (Prmenier - PDCCH candidates requiring for the common search space sets
i=0 L

PDCCH — Pess ()8 (1)
.. CSS . .
requiring a total of Cppley non-overlapping CCEs in a slot.

The UE allocates monitored PDCCH candidates to UE-specific search space sets of the primary cell with subcarrier
spacing configuration 4 in slot n according to the following pseudocode. A UE is not expected to monitor PDCCH in

a UE-specific search space set without monitored PDCCH candidates.

Denote by Vecr (Sy (/) the set of non-overlapping CCEs for search space set S,,(/) and by ¢ (VCCE (S, ( j))) the

cardinality of Vg (S, (/) where the non-overlapping CCEs for search space set S, (/) are determined considering
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the monitored PDCCH candidates for the common search space sets and the monitored PDCCH candidates for all
search space sets S, (k), 0<k<j.

uss _ maxslot,z css
Set MPDCCH - MPDCCH MPDCCH
uss __ ovmax,slot, ¢ css
Set Copeen = Crneen ™ — Crpecn

Set j=0

while S aromner <y AND Ve (S (1)< Chicen
L

P (1):Suss (G

allocate z M monier— monitored PDCCH candidates to UE-specific search space set S, (/)

Piss (1855 (1)
L

uss _ uss _ (L),monitor .
MPDCCH - MPDCCH ZMR,“(/‘),S“»(]) ?
L

C;E)SCCH = CI;IE;CCH - K(VCCE (S 56 (]))) 5
=i+l
end while

A UE configured with a bandwidth part indicator in DCI formats 0 1 or 1 1 determines, in case of an active DL BWP
or of an active UL BWP change, the DCI information applicable to the new active DL BWP or UL BWP, respectively,
as described in Subclause 12.

For unpaired spectrum operation, if a UE is not configured for PUSCH/PUCCH transmission on serving cell ¢, , the UE
is not expected to monitor PDCCH on serving cell ¢, if the PDCCH overlaps in time with SRS transmission (including
any interruption due to uplink or downlink RF retuning time [10, TS 38.133]) on serving cell ¢, and if the UE is not
capable of simultaneous reception and transmission on serving cell ¢, and serving cell ¢, .

If a UE is provided higher layer parameters resourceblocks and symbolsinResourceBlock in RateMatchPattern, or if the
UE is additionally provided higher layer parameter periodicityAndPattern in RateMatchPattern, the UE can determine a
set of RBs in symbols of a slot that are not available for PDSCH reception as described in [6, TS 38.214]. If a PDCCH
candidate in a slot is mapped to one or more subcarriers that overlap with subcarriers of any RB in the set of RBs in
symbols of the slot, the UE is not expected to monitor the PDCCH candidate.

10.2 PDCCH validation for DL SPS and UL grant Type 2

A UE validates, for scheduling activation or scheduling release, a DL SPS assignment PDCCH or configured UL grant
Type 2 PDCCH if

- the CRC parity bits of a corresponding DCI format are scrambled with a CS-RNTI provided by higher layer
parameter cs-RNTI, and

- the new data indicator field for the enabled transport block is set to '0'.

Validation of the DCI format is achieved if all fields for the DCI format are set according to Table 10.2-1 or Table 10.2-
2.

If validation is achieved, the UE considers the information in the DCI format as a valid activation or valid release of DL
SPS or configured UL grant Type 2. If validation is not achieved, the UE considers the DCI format as having been
detected with a non-matching CRC.
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Table 10.2-1: Special fields for DL SPS and UL grant Type 2 scheduling activation PDCCH validation

DCI format 0_0/0_1 DCI format 1_0 DCI format 1_1
HARQ process number setto all'O's set to all '0's settoall'O's
. A ‘A For the enabled transport block:
Redundancy version set to '00 set to '00 A
set to '00

Table 10.2-2: Special fields for DL SPS and UL grant Type 2 scheduling release PDCCH validation

DCI format 0_0 DCI format 1_0
HARQ process number setto all'0O's setto all'O's
Redundancy version set to '00' set to '00'
Modulation and coding scheme setto all'1's settoall'1's
Resource block assignment setto all'1's setto all '1's

A UE with capability 1 [6, TS 36.214] is expected to be able to provide HARQ-ACK information in response to a DL
SPS scheduling release after N symbols from the last symbol of a PDCCH providing the DL SPS scheduling release
where, for the subcarrier spacing of the PDCCH reception, N =10 for 15 kHz, N =12 for 30 kHz, N =22 for 60 kHz,
and N =25 for 120 kHz.

11 UE-group common signalling

If the UE is configured with a SCG, the UE shall apply the procedures described in this clause for both MCG and SCG

- When the procedures are applied for MCG, the terms 'secondary cell', 'secondary cells', 'serving cell’, 'serving
cells' in this clause refer to secondary cell, secondary cells, serving cell, serving cells belonging to the MCG
respectively.

- When the procedures are applied for SCG, the terms 'secondary cell', 'secondary cells', 'serving cell', 'serving
cells' in this clause refer to secondary cell, secondary cells (not including PSCell), serving cell, serving cells
belonging to the SCG respectively. The term 'primary cell' in this clause refers to the PSCell of the SCG.

11.1  Slot configuration

A slot format includes downlink symbols, uplink symbols, and flexible symbols.
For each serving cell

If a UE is provided higher layer parameter tdd-UL-DL-ConfigurationCommon and the UE is not provided higher
layer parameter tdd-UL-DL-ConfigurationCommon2, the UE sets the slot format per slot over a number of slots as
indicated by higher layer parameter tdd-UL-DL-ConfigurationCommon.

The higher layer parameter ¢tdd-UL-DL-ConfigurationCommon provides
- A reference subcarrier spacing H.; by higher layer parameter referenceSubcarrierSpacing
- Aslot configuration period of P msec by higher layer parameter di-UL-TransmissionPeriodicity
- A number of slots dy,, with only downlink symbols by higher layer parameter nrofDownlinkSlots
- A number of downlink symbols @ sym DY higher layer parameter nrofDownlinkSymbols
- A number of slots U, with only uplink symbols by higher layer parameter nrofUplinkSlots

- A number of uplink symbols U, by higher layer parameter nrofUplinkSymbols

A value P=0.625 msec is valid only for f =3. A value P=1.25 msec is valid only for f =2 or f=3.A

value P =2.5 msec is valid only for # =1, or i =2, 0r fys=3.
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A slot configuration period of P msec includes S = P-2**" slots with #,; subcarrier spacing. From the S slots, a
first dy, slots include only downlink symbols and a last t,, slots include only uplink symbols. The d sym
symbols after the first dg, slots are downlink symbols. The Uy, symbols before the last #, slots are uplink

symbols. The remaining (S - d, ~ gy, )- N2, ~d.,, ~t,, are flexible symbols.

slots symb ~ “sym sym
The first symbol every 20/P periods is a first symbol in an even frame.

A UE expects that the reference subcarrier spacing 4, is smaller than or equal to the subcarrier spacing 4 for any
of the configured DL BWP or UL BWP.

If the UE is provided higher layer parameters ¢tdd-UL-DL-ConfigurationCommon and tdd-UL-DL-
ConfigurationCommon2, the UE sets the slot format per slot over a first number of slots as indicated by higher layer
parameter tdd-UL-DL-ConfigurationCommon and the UE sets the slot format per slot over a second number of slots
as indicated by tdd-UL-DL-ConfigurationCommonZ2.

The higher layer parameter ¢tdd-UL-DL-ConfigurationCommon?2 provides

- Areference subcarrier spacing fh.r, by higher layer parameter referenceSubcarrierSpacing;
- Aslot configuration period of P, msec by higher layer parameter dI-UL-TransmissionPeriodicity,
- A number of slots d,, with only downlink symbols by higher layer parameter nrofDownlinkSlots;
- A number of downlink symbols ¢, wm2 Dy higher layer parameter nrofDownlinkSymbols;
- A number of slots %y, with only uplink symbols by higher layer parameter nrofUplinkSiots;
- A number of uplink symbols U, by higher layer parameter nrofUplinkSymbols.
A UE expects Hiery = Hier

A value P, =0.625 msec is valid only for A, =3 . A value P, =1.25 msec is valid only for fg, =2 or M =3 .

A value P, =2.5 msec is valid only for fyy =1, or fpy =2, 0r fey =3

A slot configuration period of P+ P, slots includes first S = P-2** slots and second S, =P, -2"*" slots. From the
S, slots, a first d sots2 Slots include only downlink symbols and a last g, include only uplink symbols. The
d sym2 Symbols after the first d slois.2 slots are downlink symbols. The U, , symbols before the last %, slots are

uplink symbols. The remaining (S2 ~d gy -uslms’z)- N d

oymb Uy, are flexible symbols.

sym,2
A UE expects that P+ P, divides 20 msec.

The first symbol every 20/ (P + Pz) periods is a first symbol in an even frame.

If the UE is additionally provided higher layer parameter ¢tdd-UL-DL-ConfigDedicated, the parameter tdd-UL-DL-
ConfigDedicated overrides only flexible symbols per slot over the number of slots as provided by tdd-UL-DL-
ConfigurationCommon or tdd-UL-DL-ConfigurationCommonZ2.

The higher layer parameter tdd-UL-DL-ConfigDedicated provides
- A set of slot configurations by higher layer parameter slotSpecificConfigurationsToAddModList,
- For each slot configuration from the set of slot configurations

- Aslot index for a slot provided by higher layer parameter slotIndex;
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- A set of symbols for a slot by higher layer parameter symbols where
- if symbols = allDownlink, all symbols in the slot are downlink;
- if symbols = allUplink, all symbols in the slot are uplink;

- if symbols = explicit and higher layer parameter nrofDownlinkSymbols provides a number of downlink
first symbols in the slot and higher layer parameter nrofUplinkSymbols provides a number of uplink
last symbols in the slot. If nrofDownlinkSymbols is not provided, there are no downlink first symbols
in the slot and if nrofUplinkSymbols is not provided, there are no uplink last symbols in the slot. The
remaining symbols in the slot are flexible.

For each slot having a corresponding index provided by higher layer parameter slot/ndex, the UE applies a format
provided by the corresponding higher layer parameter symbols. The UE does not expect tdd-UL-DL-
ConfigDedicated to indicate as uplink or as downlink a symbol that ¢tdd-UL-DL-ConfigurationCommon or, when
provided, tdd-UL-DL-ConfigurationCommonZ2 indicates as a downlink or as an uplink symbol, respectively.

For each slot configuration provided by tdd-UL-DL-ConfigDedicated, a reference subcarrier spacing is the reference
subcarrier spacing At provided by tdd-UL-DL-ConfigurationCommon.

A slot configuration period and a number of downlink symbols, uplink symbols, and flexible symbols in each slot of
the slot configuration period are determined from higher layer parameters tdd-UL-DL-ConfigurationCommon, tdd-
UL-DL-ConfigurationCommon?2 and tdd-UL-DL-ConfigDedicated and are common to each configured BWP.

A UE considers symbols in a slot indicated as downlink by higher layer parameters tdd-UL-DL-
ConfigurationCommon, tdd-UL-DL-ConfigurationCommon2, or tdd-UL-DL-ConfigDedicated to be available for
receptions and considers symbols in a slot indicated as uplink by higher layer parameters tdd-UL-DL-
ConfigurationCommon, tdd-UL-DL-ConfigurationCommon2, or by tdd-UL-DL-ConfigDedicated to be available for
transmissions.

If a UE is not configured to monitor PDCCH for DCI format 2-0, for a set of symbols of a slot that are indicated as
flexible by higher layer parameters tdd-UL-DL-ConfigurationCommon, tdd-UL-DL-ConfigurationCommon2, or tdd-
UL-DL-ConfigDedicated, when provided to a UE, or when tdd-UL-DL-ConfigurationCommon, tdd-UL-DL-
ConfigurationCommon2, and tdd-UL-DL-ConfigDedicated are not provided to the UE.

- The UE receives PDSCH or CSI-RS in the set of symbols of the slot if the UE receives a corresponding
indication by a DCI format 1_0, DCI format 1 1, or DCI format 0_1.

- The UE transmits PUSCH, PUCCH, PRACH, or SRS in the set of symbols of the slot if the UE receives a
corresponding indication by a DCI format 0 0, DCI format 0 1, DCI format 1 0, DCI format 1 1, or DCI
format 2_3.

- If the UE is configured by higher layers to receive a PDCCH, or a PDSCH, or a CSI-RS in the set of symbols of
the slot, the UE receives the PDCCH, the PDSCH, or the CSI-RS if

- the UE does not detect a DCI format 0_0, DCI format 0 1, DCI format 1_0, DCI format 1 _1, or DCI format
2 3 that indicates to the UE to transmit a PUSCH, a PUCCH, a PRACH, or a SRS in the set of symbols of
the slot, or

- the UE detects a DCI format 0 0, DCI format 0 1, DCI format 1 _0, DCI format 1 _1, or DCI format 2_3 that
indicates to the UE to transmit a PUSCH, a PUCCH, a PRACH, or a SRS in the set of symbols of the slot and
a number of symbols between a last symbol of a control resource set where the UE detects the DCI format
0_0, DCI format 0_1, DCI format 1 0, DCI format 1 1, or DCI format 2_3 and a first symbol in the set of
symbols is smaller than the PUSCH preparation time N, for the corresponding PUSCH timing capability [6,
TS 38.214].

Otherwise, the UE does not receive the PDCCH, or the PDSCH, or the CSI-RS in the set of symbols of the slot.

- If the UE is configured by higher layers to transmit a periodic SRS, or a PUCCH, or a PUSCH, or a PRACH in
the set of symbols in the slot, the UE transmits the periodic SRS, or the PUCCH, or the PUSCH, or the PRACH
in the set of symbols of the slot if

- the UE does not detect a DCI format 1 _0, DCI format 1 1, or DCI format 0_1 that indicates to the UE to
receive PDSCH or CSI-RS in the set of symbols in the slot, or
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- the UE detects a DCI format 1 _0, DCI format 1_1, or DCI format 0_1 that indicates to the UE to receive
PDSCH or CSI-RS in the set of symbols in the slot and a number of symbols between a last symbol of a
control resource set where the UE detects the DCI format 1_0 or DCI format 1 1 and a first symbol in the set
of symbols is smaller than the PUSCH preparation time N> for the corresponding PUSCH timing capability.

Otherwise, the UE does not transmit the periodic SRS, or the PUCCH, or the PUSCH, or the PRACH in the set of
symbols of the slot.

A PUSCH preparation time N, throughout Subclause 11.1 is defined with respect to the subcarrier spacing of the
PDCCH providing the corresponding DCI format.

For a set of symbols of a slot that are indicated to a UE as uplink by higher layer parameters tdd-UL-DL-
ConfigurationCommon, tdd-UL-DL-ConfigurationCommon2, or tdd-UL-DL-ConfigDedicated, when provided to the
UE, the UE does not receive PDCCH, PDSCH, or CSI-RS in the set of symbols of the slot.

For a set of symbols of a slot that are indicated to a UE as downlink by higher layer parameters ¢tdd-UL-DL-
ConfigurationCommon, or tdd-UL-DL-ConfigurationCommon2, or tdd-UL-DL-ConfigDedicated, when provided to
the UE, the UE does not transmit PUSCH, PUCCH, PRACH, or SRS in the set of symbols of the slot.

For a set of symbols of a slot that are indicated to a UE as flexible by higher layer parameters tdd-UL-DL-
ConfigurationCommon, or tdd-UL-DL-ConfigurationCommon2, or tdd-UL-DL-ConfigDedicated, when provided to
the UE, the UE does not expect to receive both dedicated higher layer parameters configuring transmission from the
UE in the set of symbols of the slot and dedicated higher layer parameters configuring reception by the UE in the set
of symbols of the slot.

For a set of symbols of a slot that are indicated to a UE by higher layer parameter ssb-PositionsInBurst in
SystemInformationBlockTypel or ssb-PositionsInBurst in ServingCellConfigCommon, when provided to the UE, for
reception of SS/PBCH blocks, the UE does not transmit PUSCH, PUCCH, PRACH in the slot if a transmission
would overlap with any symbol from the set of symbols and the UE does not transmit SRS in the set of symbols of
the slot. The UE does not expect the set of symbols of the slot to be indicated as uplink by higher layer parameters
tdd-UL-DL-ConfigurationCommon, tdd-UL-DL-ConfigurationCommon2, or tdd-UL-DL-ConfigDedicated, when
provided to the UE.

symbols before the valid PRACH

For a set of symbols of a slot corresponding to a valid PRACH occasion and N,,,

occasion, as described in Sublcause 8.1, the UE does not receive PDCCH for Typel-PDCCH common search space,
PDSCH, or CSI-RS in the slot if a reception would overlap with any symbol from the set of symbols. The UE does
not expect the set of symbols of the slot to be indicated as downlink by higher layer parameters ¢tdd-UL-DL-
ConfigurationCommon, tdd-UL-DL-ConfigurationCommon2, or tdd-UL-DL-ConfigDedicated.

For a set of symbols of a slot indicated to a UE by higher layer parameters pdcch-ConfigSIB1 in
MasterInformationBlock for a control resource set for Type0-PDCCH common search space, the UE does not expect
the set of symbols to be indicated as uplink by higher layer parameters tdd-UL-DL-ConfigurationCommon, tdd-UL-
DL- ConfigurationCommon2, or tdd-UL-DL-ConfigDedicated.

If a UE is scheduled by a DCI format 1 1 to receive PDSCH over multiple slots, and if higher layer parameters tdd-
UL-DL-ConfigurationCommon, tdd-UL-DL-ConfigurationCommon2, or tdd-UL-DL-ConfigDedicated, when
provided to the UE, indicate that, for a slot from the multiple slots, at least one symbol from a set of symbols where
the UE is scheduled PDSCH reception in the slot is an uplink symbol, the UE does not receive the PDSCH in the
slot.

If a UE is scheduled by a DCI format 0_1 to transmit PUSCH over multiple slots, and if higher layer parameter tdd-
UL-DL-ConfigurationCommon, tdd-UL-DL-Configuration-Common2, or tdd-UL-DL-ConfigDedicated, when
provided to a UE, indicates that, for a slot from the multiple slots, at least one symbol from a set of symbols where
the UE is scheduled PUSCH transmission in the slot is a downlink symbol, the UE does not transmit the PUSCH in
the slot.

11.1.1  UE procedure for determining slot format

This subclause applies for a serving cell that is included in a set of serving cells configured to a UE by higher layer
parameters slotFormatCombToAddModList and slotFormatCombToReleaselList.

If a UE is configured by higher layers with parameter SlotFormatindicator, the UE is provided with a SFI-RNTI by
higher layer parameter sfi-RNTI and with a payload size of DCI format 2_0 by higher layer parameter dci-PayloadSize.
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The UE is also provided in one or more serving cells with a configuration for a search space set s and a corresponding

control resource set p for monitoring M iﬁ“) PDCCH candidates for DCI format 2 0 with a CCE aggregation level of
Lgs CCEs as described in Subclause 10.1. The M "’ PDCCH candidates are the first A {>"’ PDCCH candidates for

CCE aggregation level Lg for search space set s in control resource set p .

For each serving cell in the set of serving cells, the UE can be provided:
- an identity of the serving cell by higher layer parameter servingCellld
- alocation of a SFI-index field in DCI format 2 0 by higher layer parameter positioninDCI

- aset of slot format combinations by higher layer parameter slotFormatCombinations, where each slot format
combination in the set of slot format combinations includes

- one or more slot formats indicated by a respective higher layer parameter slotFormats for the slot format
combination, and

- a mapping for the slot format combination provided by slotFormats to a corresponding SFI-index field value
in DCI format 20 provided by higher layer parameter slotFormatCombinationld

- for unpaired spectrum operation, a reference subcarrier spacing iy by higher layer parameter
subcarrierSpacing and, when a supplementary UL carrier is configured for the serving cell, a reference
subcarrier spacing Uspsyr by higher layer parameter subcarrierSpacing?2 for the supplementary UL carrier

- for paired spectrum operation, a reference subcarrier spacing s p, for a DL BWP by higher layer parameter

subcarrierSpacing and a reference subcarrier spacing Agp i, for an UL BWP by higher layer parameter

subcarrierSpacing?2

A SFI-index field value in a DCI format 2 0 indicates to a UE a slot format for each slot in a number of slots for each
DL BWP or each UL BWP starting from a slot where the UE detects the DCI format 2_0. The number of slots is equal
to or larger than a PDCCH monitoring periodicity for DCI format 2 0. The SFI-index field includes

log, (maxSFIindex) bits where maxSFlindex is the maximum value of the values provided by corresponding higher
layer parameters slotFormatCombinationld. A slot format is identified by a corresponding format index as provided in
Table 11.1.1-1 where D' denotes a downlink symbol, 'U' denotes an uplink symbol, and 'F' denotes a flexible symbol.

If a PDCCH monitoring periodicity for DCI format 2 0, provided to a UE for the search space set s by higher layer
parameter monitoringSlotPeriodicityAndOffset, is smaller than a duration of a slot format combination the UE obtains at
a PDCCH monitoring occasion for DCI format 2_0 by a corresponding SFI-index field value, and the UE detects more
than one DCI formats 2_0 indicating a slot format for a slot, the UE expects each of the more than one DCI formats 2 0
to indicate a same format for the slot.

A UE does not expect to be configured to monitor PDCCH for DCI format 2 0 on a second serving cell that uses larger
subcarrier spacing than the serving cell.
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Table 11.1.1-1: Slot formats for normal cyclic prefix
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12

11

10

Symbol number in a slot

Reserved
UE determines the slot format for the slot based on tdd-UL-DL-ConfigurationCommon, tdd-UL-DL-

ConfigurationCommonZ2, or tdd-UL-DL-ConfigDedicated and, if any, on detected DCI formats

Format
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11
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For unpaired spectrum operation for a UE on a serving cell, the UE is provided by higher layer parameter
subcarrierSpacing a reference subcarrier spacing configuration of f; for each slot format in a combination of slot
formats indicated by a SFI-index field value in DCI format 2_0. The UE expects that for a reference subcarrier spacing
configuration of i and for an active DL BWP and UL BWP pair with subcarrier spacing configuration of 4 , it is

M = [ - Each slot format in the combination of slot formats indicated by the SFI-index field value in DCI format 2_0

is applicable to 244 consecutive slots in the active DL BWP and UL BWP pair where the first slot starts at a same

time as a first slot for the reference subcarrier spacing configuration of 4 and each downlink or flexible or uplink

2(#‘/45F1)

symbol for the reference subcarrier spacing configuration of i corresponds to consecutive downlink or

flexible or uplink symbols for the subcarrier spacing configuration £ .

For paired spectrum operation for a UE on a serving cell, the SFI-index field in DCI format 2_0 indicates a combination
of slot formats that includes a combination of slot formats for a reference DL BWP and a combination of slot formats
for a reference UL BWP of the serving cell. The UE is provided by higher layer parameter subcarrierSpacing a

reference subcarrier spacing configuration of fig p; for the combination of slot formats indicated by the SFI-index

field value in DCI format 2_0 for the reference DL BWP of the serving cell. The UE is provided by higher layer
parameter subcarrierSpacing? a reference subcarrier spacing configuration of (g, ;. for the combination of slot

formats indicated by the SFI-index field value in DCI format 2_0 for the reference UL BWP of the serving cell. If
Hspr pr 2 Mspp, . and for each o) L1 yalues provided by a value of higher layer parameter slotFormats, where
the value of slotFormats is determined by a value of slotFormatCombinationld in slotFormatCombination and the value

of slotFormatCombinationld is set by the value of the SFI-index field value in DCI format 2_0, the first 2o ~Hsr)
values for the combination of slot formats are applicable to the reference DL BWP and the next value is applicable to

the reference UL BWP. If figp 1 < Mg and for each Ut L yalyes provided by higher layer parameter

slotFormats, the first value for the combination of slot formats is applicable to the reference DL BWP and the next

Mo tsi) yalyes are applicable to the reference UL BWP.

The UE is provided with a reference subcarrier spacing configuration of Hgp pi. so that for an active DL BWP with
subcarrier spacing configuration of fp , it is Mpy 2 Mgy pr - The UE is provided with a reference subcarrier spacing

configuration of fgp y. so that for an active UL BWP with subcarrier spacing configuration of 4y , itis My 2 HspuL -

Each slot format for a combination of slot formats indicated by the SFI-index field value in DCI format 2 0 for the
reference DL BWP, by indicating a value for slotFormatCombinationld that is mapped to a value of slotFormats in

slotFormatCombination, is applicable to U Hnn) - onsecutive slots for the active DL BWP where the first slot starts
at a same time as a first slot in the reference DL BWP and each downlink or flexible symbol for the reference subcarrier

(kpL— )
o 2 HpL~Hspr,pL

spacing configuration of fppp corresponds t consecutive downlink or flexible symbols for the subcarrier

spacing configuration Ap . Each slot format for the combination of slot formats for the reference UL BWP is

applicable to U)o nsecutive slots for the active UL BWP where the first slot starts at a same time as a first slot

in the reference UL BWP and each uplink or flexible symbol for the reference subcarrier spacing configuration of

2(/4UL ~HsF1,uL )

HgpyL corresponds to consecutive uplink or flexible symbols for the subcarrier spacing configuration A

For unpaired spectrum operation with a second UL carrier for a UE on a serving cell, the SFI-index field value in DCI
format 2_0 indicates a combination of slot formats that includes a combination of slot formats for a reference first UL
carrier of the serving cell and a combination of slot formats for a reference second UL carrier of the serving cell. The
UE is provided by higher layer parameter subcarrierSpacing a reference subcarrier spacing configuration of f; for
the combination of slot formats indicated by the SFI-index field in DCI format 2 0 for the reference first UL carrier of
the serving cell. The UE is provided by higher layer parameter subcarrierSpacing? a reference subcarrier spacing
configuration of p, o, for the combination of slot formats indicated by the SFI-index field value in DCI format 2_0

for the reference second UL carrier of the serving cell. For each 2% <) 1 values of higher layer parameter

slotFormats, the first 27 ~*s1) yalyes for the combination of slot formats are applicable to the reference first UL
carrier and the next value is applicable to the reference second UL carrier.

Petitioners' Exhibit 1006, p. 80
3GPP AT&T et al v. Asustek Computer
IPR2024-00992



Release 15 81 3GPP TS 38.213 V15.2.0 (2018-06)

The UE expects to be provided with a reference subcarrier spacing configuration of g g, so that for an active UL

BWP in the second UL carrier with subcarrier spacing configuration of 4, , itiS gy > g g1 - Each slot format for a
combination of slot formats indicated by the SFI-index field in DCI format 2 0 for the reference first UL carrier is

applicable to 21 consecutive slots for the active DL BWP and UL BWP pair in the first UL carrier where the first
slot starts at a same time as a first slot in the reference first UL carrier. Each slot format for the combination of slot

formats for the reference second UL carrier is applicable to 2Wsussnsn) gonsecutive slots for the active UL BWP in the
second UL carrier where the first slot starts at a same time as a first slot in the reference second UL carrier.

If a BWP in the serving cell is configured with g -2 and with extended CP, the UE expects figg =0, i =1, or

Hgpr = 2. A format for a slot with extended CP is determined from a format for a slot with normal CP. A UE determines

an extended CP symbol to be a downlink/uplink/flexible symbol if the overlapping normal CP symbols that are
downlink/uplink/flexible symbols, respectively. A UE determines an extended CP symbol to be a flexible symbol if one
of the overlapping normal CP symbols is flexible. A UE determines an extended CP symbol to be a flexible symbol if
the pair of the overlapping normal CP symbols includes a downlink and an uplink symbol.

A reference subcarrier spacing configurations of i, , O Hgpy pr, OF Mgy yr » OF Mg sup 1S €ither 0, or 1, or 2 for

frequency range 1 and is either 2 or 3 for frequency range 2.

For a set of symbols of a slot, a UE does not expect to detect a DCI format 2_0 with an SFI-index field value indicating
the set of symbols of the slot as uplink and to detect a DCI format 1 0, a DCI format 1 _1, or DCI format 0 1 indicating
to the UE to receive PDSCH or CSI-RS in the set of symbols of the slot.

For a set of symbols of a slot, a UE does not expect to detect a DCI format 2_0 with an SFI-index field value indicating

the set of symbols in the slot as downlink and to detect a DCI format 0_0, DCI format 0_1, DCI format 1 _0, DCI format
1 1, or DCI format 2_3 indicating to the UE to transmit PUSCH, PUCCH, PRACH, or SRS in the set of symbols of the
slot.

For a set of symbols of a slot that are indicated as downlink/uplink by higher layer parameters tdd-UL-DL-
ConfigurationCommon, tdd-UL-DL-ConfigurationCommon2, or tdd-UL-DL-ConfigDedicated, when provided to a UE,
the UE does not expect to detect a DCI format 2_0 with an SFI-index field value indicating the set of symbols of the
slot as uplink/downlink, respectively, or as flexible.

For a set of symbols of a slot indicated to a UE by higher layer parameter ssb-PositionsInBurst in
SystemInformationBlockTypel or ssb-PositionsInBurst in ServingCellConfigCommon for reception of SS/PBCH blocks,
the UE does not expect to detect a DCI format 2_0 with an SFI-index field value indicating the set of symbols of the
slot as uplink.

For a set of symbols of a slot indicated to a UE by higher layer parameter prach-Configurationindex in RACH-
ConfigCommon for PRACH transmissions, the UE does not expect to detect a DCI format 20 with an SFI-index field
value indicating the set of symbols of the slot as downlink.

For a set of symbols of a slot indicated to a UE by higher layer parameters pdcch-ConfigSIB1 in
MasterInformationBlock for a control resource set for Type0-PDCCH common search space, the UE does not expect to
detect a DCI format 2_0 with an SFI-index field value indicating the set of symbols of the slot as uplink.

For a set of symbols of a slot indicated to a UE as flexible by higher layer parameters ¢tdd-UL-DL-
ConfigurationCommon, tdd-UL-DL-ConfigurationCommon2, and tdd-UL-DL-ConfigDedicated, when provided to the
UE, or when higher layer parameters tdd-UL-DL-ConfigurationCommon, tdd-UL-DL-ConfigurationCommon2, and tdd-
UL-DL-ConfigDedicated are not provided to the UE, and if the UE detects a DCI format 2_0 providing a format for the
slot using a slot format value other than 255

- If one or more symbols from the set of symbols are symbols in a control resource set configured to the UE for
PDCCH monitoring, the UE receives PDCCH in the control resource set only if an SFI-index field value in DCI
format 2_0 indicates that the one or more symbols are downlink symbols.

- If an SFI-index field value in DCI format 2 0 indicates the set of symbols of the slot as flexible and the UE
detects a DCI format 1 0, DCI format 1 1, or DCI format 0_1lindicating to the UE to receive PDSCH or CSI-RS
in the set of symbols of the slot, the UE receives PDSCH or CSI-RS in the set of symbols of the slot.

- If an SFI-index field value in DCI format 2_0 indicates the set of symbols of the slot as flexible and the UE
detects a DCI format 0_0, DCI format 0 1, DCI format 1_0, DCI format 1 _1, or DCI format 2 3 indicating to
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the UE to transmit PUSCH, PUCCH, PRACH, or SRS in the set of symbols of the slot the UE transmits the
PUSCH, PUCCH, PRACH, or SRS in the set of symbols of the slot.

- Ifan SFI-index field value in DCI format 2 0 indicates the set of symbols of the slot as flexible, and the UE does
not detect a DCI format 1 0, DCI format 1 1, or DCI format 0 1 indicating to the UE to receive PDSCH or CSI-
RS, or the UE does not detect a DCI format 0_0, DCI format 0_1, DCI format 1_0, DCI format 1 1, or DCI
format 2_3 indicating to the UE to transmit PUSCH, PUCCH, PRACH, or SRS in the set of symbols of the slot,
the UE does not transmit or receive in the set of symbols of the slot.

- If the UE is configured by higher layers to receive PDSCH or CSI-RS in the set of symbols of the slot, the UE
receives the PDSCH or the CSI-RS in the set of symbols of the slot only if an SFI-index field value in DCI
format 2_0 indicates the set of symbols of the slot as downlink.

- If the UE is configured by higher layers to transmit PUCCH, or PUSCH, or PRACH in the set of symbols of the
slot, the UE transmits the PUCCH, or the PUSCH, or the PRACH in the slot only if an SFI-index field value in
DCI format 2_0 indicates the set of symbols of the slot as uplink.

- Ifthe UE is configured by higher layers to transmit periodic SRS in the set of symbols of the slot, the UE
transmits the periodic SRS only in a subset of symbols from the set of symbols of the slot indicated as uplink
symbols by an SFI-index field value in DCI format 2_0.

- A UE does not expect to detect an SFI-index field value in DCI format 2_0 indicating the set of symbols of the
slot as downlink and also detect a DCI format 0_0, DCI format 0_1, DCI format 1 0, DCI format 1_1, or DCI
format 2_3 indicating to the UE to transmit SRS, PUSCH, PUCCH, or PRACH, in one or more symbols from
the set of symbols of the slot.

- A UE does not expect to detect an SFI-index field value in DCI format 2_0 indicating the set of symbols of the
slot as downlink if the set of symbols of the slot includes symbols corresponding to a first repetition of a PUSCH
transmission activated by an UL Type 2 grant PDCCH as described in Subclause 10.2.

- A UE does not expect to detect an SFI-index field value in DCI format 2 0 indicating the set of symbols of the
slot as uplink and also detect a DCI format 1_0 or DCI format 1 _1 or DCI format 0_1 indicating to the UE to
receive PDSCH or CSI-RS in one or more symbols from the set of symbols of the slot.

If a UE is configured by higher layers to receive a CSI-RS or a PDSCH in a set of symbols of a slot and the UE detects
a DCI format 2_0 with a slot format value other than 255 that indicates a slot format with a subset of symbols from the
set of symbols as uplink or flexible, or the UE detects a DCI format 0 0, DCI format 0 1, DCI format 1 0, DCI format
1 _1, or DCI format 2_3 indicating to the UE to transmit PUSCH, PUCCH, SRS, or PRACH in at least one symbol in
the set of the symbols, the UE cancels the CSI-RS reception in the set of symbols of the slot or cancels the PDSCH
reception in the slot.

If a UE is configured by higher layers to transmit periodic SRS, or PUCCH, or PUSCH, or PRACH in a set of symbols
of a slot and the UE detects a DCI format 2_0 with a slot format value other than 255 that indicates a slot format with a
subset of symbols from the set of symbols as downlink or flexible, or the UE detects a DCI format 1_0, DCI format

1 1, or DCI format 0 1 indicating to the UE to receive CSI-RS or PDSCH in at least one symbol in the set of symbols,
then

- the UE does not expect to cancel the transmission in symbols from the subset of symbols that occur, relative to a
last symbol of a control resource set where the UE detects the DCI format 2_0, after a number of symbols that is
smaller than the PUSCH preparation time N for the corresponding PUSCH timing capability [6, TS 38.214];

- the UE cancels the PUCCH, or PUSCH, or PRACH transmission in the remaining symbols of the slot and
cancels the periodic SRS transmission in the subset of symbols of the slot.

A PUSCH preparation time N, throughout Subclause 11.1.1 is defined with respect to the subcarrier spacing of the
PDCCH providing DCI format 2 0.

A UE assumes that flexible symbols in a control resource set configured to the UE for PDCCH monitoring are downlink
symbols if the UE does not detect an SFI-index field value in DCI format 2 0 indicating the set of symbols of the slot as
flexible or uplink and the UE does not detect a DCI format 0_0, DCI format 0_1, DCI format 1 0, DCI format 1 1, or
DCI format 2_3 indicating to the UE to transmit SRS, PUSCH, PUCCH, or PRACH in the set of symbols.

For a set of symbols of a slot that are indicated as flexible by higher layer parameters ¢tdd-UL-DL-
ConfigurationCommon, tdd-UL-DL-ConfigurationCommon?2, and tdd-UL-DL-ConfigDedicated, when provided to a
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UE, or when higher layer parameters tdd-UL-DL-ConfigurationCommon, or tdd-UL-DL-ConfigurationCommonZ2, and
tdd-UL-DL-ConfigDedicated are not provided to the UE, and if the UE does not detect a DCI format 2_0 providing a
slot format for the slot.

- The UE receives PDSCH or CSI-RS in the set of symbols of the slot if the UE receives a corresponding
indication by a DCI format 1 0, DCI format 1 1, or DCI format 0_1.

- The UE transmits PUSCH, PUCCH, PRACH, or SRS in the set of symbols of the slot if the UE receives a
corresponding indication by a DCI format 0 0, DCI format 0 1, DCI format 1 0, DCI format 1 1, or DCI
format 2_3.

- The UE receives PDCCH as described in Subclause 11.1.

- Ifthe UE is configured by higher layers to receive PDSCH or CSI-RS in the set of symbols of the slot, the UE
does not receive the PDSCH or the CSI-RS in the set of symbols of the slot.

- If the UE is configured by higher layers to transmit periodic SRS, or PUCCH, or PUSCH, or PRACH in the set
of symbols of the slot, the UE

- does not transmit the PUCCH, or the PUSCH, or the PRACH in the slot and does not transmit the SRS in
symbols from the set of symbols in the slot, if any, starting from a symbol that is a number of symbols equal
to the PUSCH preparation time N for the corresponding PUSCH timing capability after a last symbol of a
control resource set where the UE is configured to monitor PDCCH for DCI format 2_0;

- is not expected to cancel the transmission of the periodic SRS, or the PUCCH, or the PUSCH, or the PRACH
in symbols from the set of symbols in the slot, if any, starting before a symbol that is a number of symbols
equal to the PUSCH preparation time N for the corresponding PUSCH timing capability after a last symbol
of a control resource set where the UE is configured to monitor PDCCH for DCI format 2_0.

11.2  Interrupted transmission indication

If a UE is provided higher layer parameter DownlinkPreemption, the UE is configured with an INT-RNTI provided by
higher layer parameter int-RNTI for monitoring PDCCH conveying DCI format 2 1[5, TS 38.212]. The UE is
additionally configured with:

- aset of serving cells by higher layer parameter INT-ConfigurationPerServingCell that includes a set of serving
cell indexes provided by corresponding higher layer parameters servingCellld and a corresponding set of
locations for fields in in DCI format 2 1 by higher layer parameter positioninDCI,

- an information payload size for DCI format 2 1 by higher layer parameter dci-PayloadSize;
- an indication granularity for time-frequency resources by higher layer parameter timeFrequencySet.

If a UE detects a DCI format 2 1 for a serving cell from the configured set of serving cells, the UE may assume that no
transmission to the UE is present in PRBs and in symbols, from a set of PRBs and a set of symbols of the last
monitoring period, that are indicated by the DCI format 2 1. The indication by the DCI format 2 1 is not applicable to
receptions of SS/PBCH blocks.

The set of PRBs is equal to the active DL BWP as defined in Subclause 12 and includes B, PRBs.

If a UE detects a DCI format 2_1 in a PDCCH transmitted in a control resource set in a slot, the set of symbols
indicated by a field in DCI format 2 1 includes the last N3 - T, -2 "™ symbols prior to the first symbol of the

symb :

control resource set in the slot where T, is the PDCCH monitoring periodicity provided by the value of higher layer

parameter monitoringSlotPeriodicityAndOffset, as described in Subclause 10.1, N:;‘,’:lb is the number of symbols per

slot, 4 is the subcarrier spacing configuration for a serving cell with mapping to a respective field in the DCI format

2_1, U;yr is the subcarrier spacing configuration of the DL BWP where the UE receives the PDCCH conveying the
DCI format 2_1. If the UE is configured with higher layer parameters tdd-UL-DL-ConfigurationCommon or tdd-UL-
DL- ConfigurationCommon2, symbols indicated as uplink by ¢tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-

ConfigurationCommon? are excluded from the last N

b~ Tinr -2 77 symbols prior to the first symbol of the control

resource set in the slot. The resulting set of symbols includes a number of symbols that is denoted as Ny .
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The UE does not expect to be provided values of x, gy, and T, resulting to a value of N:;‘,’:lb Tinp - 2" 7" thatis

not an integer.

A UE is provided the indication granularity for the set of PRBs and for the set of symbols by higher layer parameter
timeFrequencySet.

If the value of timeFrequencySet is 0, 14 bits of a field in DCI format 2_1 have a one-to-one mapping with 14 groups of
consecutive symbols from the set of symbols where each of the first N — LNINT / 14J- 14 symbol groups includes
[Ny /14] symbols, each of the last 14— Ny +| Nyyy /14 ]-14 symbol groups includes | Ny, /14 | symbols, a bit value

of 0 indicates transmission to the UE in the corresponding symbol group and a bit value of 1 indicates no transmission
to the UE in the corresponding symbol group.

If the value of timeFrequencySet is 1, 7 pairs of bits of a field in the DCI format 2_1 have a one-to-one mapping with 7
groups of consecutive symbols where each of the first N, — |_NINT / 7J- 7 symbol groups includes |_NINT / 7-| symbols,
each of the last 7— N + LN wt/ 7J- 7 symbol groups includes LN wr/ 7J symbols, a first bit in a pair of bits for a
symbol group is applicable to the subset of first |_BINT / 2-‘ PRBs from the set of B, PRBs, a second bit in the pair of

bits for the symbol group is applicable to the subset of last LBINT / ZJ PRBs from the set of B, PRBs, a bit value of 0

indicates transmission to the UE in the corresponding symbol group and subset of PRBs, and a bit value of 1 indicates
no transmission to the UE in the corresponding symbol group and subset of PRBs.

11.3  Group TPC commands for PUCCH/PUSCH

A UE can be provided with

- aTPC-PUCCH-RNTI for a DCI format 2 2 by higher layer parameter tpc-PUCCH-RNTI

- Afield in DCI format 2_2 is a TPC command of 2 bits mapping to Spyccpp, . Values as described in
Subclause 7.2.1

- anindex for a location in DCI format 2_2 of a first bit for a TPC command field for the PCell, or the SpCell for
EN-DC operation, or for a carrier of the PCell by higher layer parameter tpc-IndexPCell

- an index for a location in DCI format 2 2 of a first bit for a TPC command field for the PSCell or for a carrier
for the PSCell by higher layer parameter tpc-IndexPUCCH-Scell

- amapping for the PUCCH power control adjustment state / € {0, 1} , by a corresponding {0, 1} value of a closed

loop index field that is appended to the TPC command field for the PCell, or for a carrier of the PCell, or for the
PSCell, or for a carrier of the PSCell, in DCI format 2_2 if the UE indicates a capability to support two PUCCH
power control adjustment states by higher layer parameter twoDifferentTPC-Loop-PUCCH, and if the UE is
configured for two PUCCH power control adjustment states by higher layer parameter twoPUCCH-PC-
AdjustmentStates.

The UE is also provided on a serving cell with a configuration for a search space set s and a corresponding control
resource set p for monitoring PDCCH candidates for DCI format 2 2 with CRC scrambled by a TPC-PUCCH-RNTI

as described in Subclause 10.1.

For PUSCH transmissions on an uplink carrier or on a second uplink carrier of a serving cell, a UE can be provided
with

- aTPC-PUSCH-RNTI for a DCI format 2 2 by higher layer parameter tpc-PUSCH-RNTI

- Afield in DCI format 2_2 is a TPC command of 2 bits mapping to Spysci s s Values as described in
Subclause 7.1.1

- an index for a location in DCI format 2_2 of a first bit for a TPC command field for the uplink carrier of the
serving cell by higher layer parameter tpc-Index

- an index for a location in DCI format 2 2 of a first bit for a TPC command field for the second uplink carrier of
the serving cell by higher layer parameter tpc-IndexSUL
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- anindex of the serving cell by higher layer parameter fargetCell. If higher layer parameter targetCell is not
provided, the serving cell is the cell of the PDCCH reception for DCI format 2_2

- a mapping for the PUSCH power control adjustment state / € {0, 1}‘, by a corresponding {0, 1} value of a closed

loop index field that is appended to the TPC command field for the uplink carrier or for the second uplink carrier
of the serving cell in DCI format 2_2 if the UE indicates a capability to support two PUSCH power control
adjustment states, by higher layer parameter twoDifferentTPC-Loop-PUSCH, and if the UE is configured for two
PUSCH power control adjustment states by higher layer parameter twoPUSCH-PC-AdjustmentStates.

The UE is also provided for the serving cell of the PDCCH reception for DCI format 22 with a configuration for a
search space set s and a corresponding control resource set p for monitoring PDCCH candidates for DCI format 2_2

with CRC scrambled by a TPC-PUSCH-RNTI as described in Subclause 10.1.

11.4 SRS switching

DCI format 2 3 is applicable for serving cells where a UE is not configured for PUSCH/PUCCH transmission or for a
serving cell where higher layer parameter srs-pcadjustment-state-config indicates a separate power control adjustment
state between SRS transmissions and PUSCH transmissions.

A UE configured by higher layers with parameter SRS-CarrierSwitching is provided with
- aTPC-SRS-RNTI for a DCI format 2_3 provided by higher layer parameter srs-TPC-RNTI

- anindex of a serving cell where the UE interrupts transmission in order to transmit SRS on one or more other
serving cells by higher layer parameter srs-SwitchFromServCelllndex

- aDCI format 2_3 field configuration type by higher layer parameter typeA or higher layer parameter typeB

- for higher layer parameter typed, an index for a set of serving cells is provided by higher layer parameter cc-
SetIndex, indexes of serving cells in the set of serving cells are provided by higher layer parameter cc-
IndexInOneCC-Set, and a DCI format 2_3 field includes a TPC command for each serving cell from the set
of serving cells and can also include a SRS request for SRS transmission on the set of serving cells

- for higher layer parameter typeB, DCI format 2 3 field includes a TPC command for a serving cell index and
can also include a SRS request for SRS transmission on the serving cell - a mapping between a serving cell
index for SRS transmission and a DCI format 2_3 field is provided by higher layer parameter srs-CellToSFI

- an indication for a serving cell for whether or not a field in DCI format 2_3 includes a SRS request by higher
layer parameter fieldTypeFormat2-3 where a value of 0/1 indicates absence/presence of the SRS request — a
mapping for a 2 bit SRS request to SRS resource sets is as provided in [6, TS 38.214]

- an index for a location in DCI format 2 3 of a first bit for a field by higher layer parameter
startingBitOfFormat2-3

12 Bandwidth part operation
If the UE is configured with a SCG, the UE shall apply the procedures described in this clause for both MCG and SCG

- When the procedures are applied for MCG, the terms 'secondary cell', 'secondary cells', 'serving cell’, 'serving
cells' in this clause refer to secondary cell, secondary cells, serving cell, serving cells belonging to the MCG
respectively.

- When the procedures are applied for SCG, the terms 'secondary cell', 'secondary cells', 'serving cell', 'serving
cells' in this clause refer to secondary cell, secondary cells (not including PSCell), serving cell, serving cells
belonging to the SCG respectively. The term 'primary cell' in this clause refers to the PSCell of the SCG.

A UE configured for operation in bandwidth parts (BWPs) of a serving cell, is configured by higher layers for the
serving cell a set of at most four bandwidth parts (BWPs) for receptions by the UE (DL BWP set) in a DL bandwidth by
parameter BWP-Downlink and a set of at most four BWPs for transmissions by the UE (UL BWP set) in an UL
bandwidth by parameter BWP-Uplink for the serving cell.

An initial active DL BWP is defined by a location and number of contiguous PRBs, a subcarrier spacing, and a cyclic
prefix, for the control resource set for Type0-PDCCH common search space. For operation on the primary cell or on a
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secondary cell, a UE is provided an initial active UL BWP by higher layer parameter initialuplinkBWP. If the UE is
configured with a supplementary carrier, the UE can be provided an initial UL BWP on the supplementary carrier by
higher layer parameter initialUplinkBWP in supplementaryUplink.

If a UE has dedicated BWP configuration, the UE can be provided by higher layer parameter firstActiveDownlinkBWP-
1d a first active DL BWP for receptions and by higher layer parameter firstActiveUplinkBWP-1d a first active UL BWP
for transmissions on the primary cell.

For each DL BWP or UL BWP in a set of DL BWPs or UL BWPs, respectively, the UE is configured the following
parameters for the serving cell as defined in [4, TS 38.211] or [6, TS 38.214]:

- asubcarrier spacing provided by higher layer parameter subcarrierSpacing;
- acyclic prefix provided by higher layer parameter cyclicPrefix;

- afirst PRB and a number of contiguous PRBs indicated by higher layer parameter locationAndBandwidth that is
interpreted as RIV according to [4, TS 38.214], setting N gi\zj\ip =275, and the first PRB is a PRB offset relative to
the PRB indicated by higher layer parameters offsetToCarrier and subcarrierSpacing;

- anindex in the set of DL BWPs or UL BWPs by respective higher layer parameter bwp-1d,

- aset of BWP-common and a set of BWP-dedicated parameters by higher layer parameters bwp-Common and
bwp-Dedicated [12, TS 38.331]

For unpaired spectrum operation, a DL BWP from the set of configured DL BWPs with index provided by higher layer
parameter bwp-Id for the DL BWP is linked with an UL BWP from the set of configured UL BWPs with index
provided by higher layer parameter bwp-Id for the UL BWP when the DL BWP index and the UL BWP index are
equal. For unpaired spectrum operation, a UE does not expect to receive a configuration where the center frequency for
a DL BWP is different than the center frequency for an UL BWP when the bwp-Id of the DL BWP is equal to the bwp-
1d of the UL BWP.

For each DL BWP in a set of DL BWPs on the primary cell, a UE can be configured control resource sets for every type
of common search space and for UE-specific search space as described in Subclause 10.1. The UE does not expect to be
configured without a common search space on the PCell, or on the PSCell, in the active DL BWP.

For each UL BWP in a set of UL BWPs, the UE is configured resource sets for PUCCH transmissions as described in
Subclause 9.2.

A UE receives PDCCH and PDSCH in a DL BWP according to a configured subcarrier spacing and CP length for the
DL BWP. A UE transmits PUCCH and PUSCH in an UL BWP according to a configured subcarrier spacing and CP
length for the UL BWP.

If a bandwidth part indicator field is configured in DCI format 1 1, the bandwidth part indicator field value indicates
the active DL BWP, from the configured DL BWP set, for DL receptions. If a bandwidth part indicator field is
configured in DCI format 0_1, the bandwidth part indicator field value indicates the active UL BWP, from the
configured UL BWP set, for UL transmissions. If a bandwidth part indicator field is configured in DCI format 0_1 or
DCI format 1 1 and indicates an UL BWP or a DL BWP different from the active UL BWP or DL BWP, respectively,
the UE shall

- for each information field in the received DCI format 0 1 or DCI format 1 1

- if the size of the information field is smaller than the one required for the DCI format 0 1 or DCI format 1 1
interpretation for the UL BWP or DL BWP that is indicated by the bandwidth part indicator, respectively, the
UE prepends zeros to the information field until its size is the one required for the interpretation of the
information field for the UL BWP or DL BWP prior to interpreting the DCI format 0 1 or DCI format 1 1
information fields, respectively;

- if the size of the information field is larger than the one required for the DCI format 0 1 or DCI format 1 _1
interpretation for the UL BWP or DL BWP that is indicated by the bandwidth part indicator, respectively, the
UE uses a number of least significant bits of DCI format 0_1 or DCI format 1 _1 equal to the one required for
the UL BWP or DL BWP indicated by bandwidth part indicator prior to interpreting the DCI format 0 1 or
DCI format 1_1 information fields, respectively;
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- set the active UL BWP or DL BWP to the UL BWP or DL BWP indicated by the bandwidth part indicator in the
DCI format 0_1 or DCI format 1_1, respectively.

A UE expects to detect a DCI format 0 1 indicating active UL BWP change, or a DCI format 1 1 indicating active DL
BWP change, only if a corresponding PDCCH is received within the first 3 symbols of a slot.

For the primary cell, a UE can be provided by higher layer parameter defaultDownlinkBWP-Id a default DL BWP
among the configured DL BWPs. If a UE is not provided a default DL BWP by higher layer parameter
defaultDownlinkBWP-1d, the default DL BWP is the initial active DL BWP.

If a UE is configured for a secondary cell with higher layer parameter defaultDownlinkBWP-1d indicating a default DL
BWP among the configured DL BWPs and the UE is configured with higher layer parameter bwp-InactivityTimer
indicating a timer value, the UE procedures on the secondary cell are same as on the primary cell using the timer value
for the secondary cell and the default DL BWP for the secondary cell.

If a UE is configured by higher layer parameter bwp-InactivityTimer a timer value for the primary cell [11, TS 38.321]
and the timer is running, the UE increments the timer every interval of 1 millisecond for frequency range 1 or every 0.5
milliseconds for frequency range 2 if the UE does not detect a DCI format for PDSCH reception on the primary cell for
paired spectrum operation or if the UE does not detect a DCI format for PDSCH reception or a DCI format for PUSCH
transmission on the primary cell for unpaired spectrum operation during the interval [11, TS 38.321].

If a UE is configured by higher layer parameter BWP-InactivityTimer a timer value for a secondary cell [11, TS 38.321]
and the timer is running, the UE increments the timer every interval of 1 millisecond for frequency range 1 or every 0.5
milliseconds for frequency range 2 if the UE does not detect a DCI format for PDSCH reception on the secondary cell for
paired spectrum operation or if the UE does not detect a DCI format for PDSCH reception or a DCI format for PUSCH
transmission on the secondary cell for unpaired spectrum operation during the interval. The UE may deactivate the
secondary cell when the timer expires.

If a UE is configured by higher layer parameter firstActiveDownlinkBWP-1d a first active DL BWP and by higher layer
parameter firstActiveUplinkBWP-1d a first active UL BWP on a secondary cell or supplementary carrier, the UE uses
the indicated DL BWP and the indicated UL BWP on the secondary cell as the respective first active DL BWP and first
active UL BWP on the secondary cell or supplementary carrier.

For paired spectrum operation, a UE does not expect to transmit HARQ-ACK information on a PUCCH resource
indicated by a DCI format 1_0 or a DCI format 1_1 if the UE changes its active UL BWP on the PCell between a time
of a detection of the DCI format 1_0 or the DCI format 1 _1 and a time of a corresponding HARQ-ACK information
transmission on the PUCCH.

A UE does not expect to monitor PDCCH when the UE performs RRM measurements [10, TS 38.133] over a
bandwidth that is not within the active DL BWP for the UE.

13 UE procedure for monitoring Type0-PDCCH common
search space

If during cell search a UE determines that a control resource set for Type0-PDCCH common search space is present, as
described in Subclause 4.1, the UE determines a number of consecutive resource blocks and a number of consecutive
symbols for the control resource set of the Type0-PDCCH common search space from the four most significant bits of
pdcch-ConfigSIB1 as described in Tables 13-1 through 13-10 and determines PDCCH monitoring occasions from the
four least significant bits of pdcch-ConfigSIB1, included in MasterInformationBlock, as described in Tables 13-11
through 13-15. SFN. and p, are the SFN and slot index within a frame of the control resource set based on subcarrier

spacing of the control resource set and SFN and p, . are the SFN and slot index based on subcarrier spacing of

SSB,i
the control resource set, respectively, where the SS/PBCH block with index ; overlaps in time with system frame
SFNggp, and slot Nggg, -

The offset in Tables 13-1 through 13-10 is defined with respect to the subcarrier spacing of the control resource set
from the smallest RB index of the control resource set for Type0-PDCCH common search space to the smallest RB
index of the common RB overlapping with the first RB of the SS/PBCH block. Condition A or condition B in Tables
13-7 through 13-10 corresponds to the case of kg, =0 or kg, >0 [4, TS 38.211], respectively.
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For the SS/PBCH block and control resource set (CORESET) multiplexing pattern 1, a UE monitors PDCCH in the
Type0-PDCCH common search space over two consecutive slots starting from slot n,. For SS/PBCH block with index

i, the UE determines an index of slot n, as n, = (O 24 t|i-M J)mod Nj2me# Jocated in a frame with system frame

slot

number (SFN) SFN,. satisfying SFN- mod2 =0 if \_(O 24+ |_i~MJ)/meme’”Jmod2 =0 or in a frame with SFN

slot

satisfying SFN-mod2 =1 if I_(O-Z” +Li~MJ>/Nf“’me’”Jmod2 =1. M and O are provided by Tables 13-11 and 13-12,

slot

and pe {0, 1,2,3} based on the subcarrier spacing for PDCCH receptions in the control resource set [4, TS 38.211]. The
index for the first symbol of the control resource set in slot . is the first symbol index provided by Tables 13-11 and
13-12.

For the SS/PBCH block and control resource set multiplexing patterns 2 and 3, a UE monitors PDCCH in the Type0-
PDCCH common search space over one slot with Type0-PDCCH common search space periodicity equal to the
periodicity of SS/PBCH block. For the SS/PBCH block and control resource set multiplexing patterns 2 and 3, if the
active DL BWP is the initial DL BWP, the UE is expected to be able to perform radio link monitoring, as described in
Subclause 5, and measurements for radio resource management [10, TS 38.133] using a SS/PBCH block that provides a
control resource set for Type0-PDCCH common search space. For a SS/PBCH block with index i, the UE determines

the slot index 5. and SFN.. based on parameter provided by Tables 13-13 through 13-15.
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Table 13-1: Set of resource blocks and slot symbols of control resource set for Type0-PDCCH search
space when {SS/PBCH block, PDCCH} subcarrier spacing is {15, 15} kHz for frequency bands with
minimum channel bandwidth 5 MHz or 10 MHz

Number of Number of Symbols
Index SSIPB(;th ?r:?x?tli(palg)((ji : ; ';’t;;:ﬁsource RBs NI%(B)RESET NS(}IIgl;ESET Offset (RBs)

0 1 24 2 0
1 1 24 2 2
2 1 24 2 4
3 1 24 3 0
4 1 24 3 2
5 1 24 3 4
6 1 48 1 12
7 1 48 1 16
8 1 48 2 12
9 1 48 2 16
10 1 48 3 12
11 1 48 3 16
12 1 96 1 38
13 1 96 2 38
14 1 96 3 38
15 Reserved
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Table 13-
2: Set of
resource
blocks
and slot
symbols
of control
resource
set for
TypeO0-
PDCCH
search
space
when Number of
{SSIPBCH | SSIPBCH block and control resource “REZ ° Number of Offset (RB
block, set multiplexing pattern CORESET Symbols N:;,g]I;ESET set (RBs)
PDCCH} RB
subcarrier
spacing is
{15, 30}
kHz for
frequency
bands
with
minimum
channel
bandwidth
5 MHz or
10
MHzIndex
0 1 24 2 5
1 1 24 2 6
2 1 24 2 7
3 1 24 2 8
4 1 24 3 5
5 1 24 3 6
6 1 24 3 7
7 1 24 3 8
8 1 48 1 18
9 1 48 1 20
10 1 48 2 18
11 1 48 2 20
12 1 48 3 18
13 1 48 3 20
14 Reserved
15 Reserved
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Table 13-3: Set of resource blocks and slot symbols of control resource set for Type0-PDCCH search
space when {SS/PBCH block, PDCCH} subcarrier spacing is {30, 15} kHz for frequency bands with
minimum channel bandwidth 5 MHz or 10 MHz

SS/PBCH block and control resource Number of Number of Symbols Offset (RBs)
set multiplexing pattern RBs NypRESET N CORESET

symb
48
48
48
48
48
48
96
96
96
Reserved
Reserved
Reserved
Reserved
Reserved
Reserved
Reserved

Index

Alalalalalalalala
WIN[=2|WWININ|= (=~
NIIN|N

mmm@m@w@m

alnloInl23e|xw(N|o|olswiv=|o

Table 13-4: Set of resource blocks and slot symbols of control resource set for Type0-PDCCH search
space when {SS/PBCH block, PDCCH} subcarrier spacing is {30, 30} kHz for frequency bands with
minimum channel bandwidth 5 MHz or 10 MHz

SS/PBCH block and control resource Number of Number of Symbols
CEX set multiplexing pattern RBs NypRESET Neop oot i)
0 1 24 2 0
1 1 24 2 1
2 1 24 2 2
3 1 24 2 3
4 1 24 2 4
5 1 24 3 0
6 1 24 3 1
7 1 24 3 2
8 1 24 3 3
9 1 24 3 4
10 1 48 1 12
11 1 48 1 14
12 1 48 1 16
13 1 48 2 12
14 1 48 2 14
15 1 48 2 16
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Table 13-5: Set of resource blocks and slot symbols of control resource set for Type0-PDCCH search
space when {SS/PBCH block, PDCCH} subcarrier spacing is {30, 15} kHz for frequency bands with
minimum channel bandwidth 40MHz

Index

SS/PBCH block and control
resource set multiplexing pattern

Number of RBs
NCORESET
RB

Number of Symbols
7 CORESET Offset (RBs)

symb

1

48

—_

48

48

96

96

96

96

96

Alalalalalalal—a

96

WIWININ[=|=2[WIN

wn [ wn
> C|®m|Clem ||| >

Reserved

Reserved

Reserved

Reserved

Reserved

Reserved

alnloInl23e|xw(N|o|olswiv=|o

Reserved

Table 13-6: Set of resource blocks and slot symbols of control resource set for Type0-PDCCH search
space when {SS/PBCH block, PDCCH} subcarrier spacing is {30, 30} kHz for frequency bands with
minimum channel bandwidth 40MHz

Index

SS/PBCH block and control
resource set multiplexing pattern

Number of RBs
NCORESET
RB

Number of Symbols
7 CORESET Offset (RBs)

symb

1

24

24

24

24

48

48

48

48

48

Alalalalalalalala

48

WIWININ[=2 =2 W WININ

N oMol
RloRloRo|ro|r|o

Reserved

Reserved

Reserved

Reserved

Reserved

alnlalin23e|e(N|o|o|sw|inv=|o

Reserved
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Table 13-7: Set of resource blocks and slot symbols of control resource set for Type0-PDCCH search
space when {SS/PBCH block, PDCCH} subcarrier spacing is {120, 60} kHz

Index SS/PBCH block and control resource Number of Number of Symbols Offset (RBs)
set multiplexing pattern RBs N, g}; RESET N, s(;gl;ESET
0 1 48 1 0
1 1 48 1 8
2 1 48 2 0
3 1 48 2 8
5 1 48 3 8
6 1 96 1 28
-41 if condition
A
8 2 48 1 -42 if condition
B
) 2 48 1 49
-41 if condition
A
10 2 96 1 -42 if condition
B
1 2 96 1 97
12 Reserved
13 Reserved
14 Reserved
15 Reserved

Table 13-8: Set of resource blocks and slot symbols of control resource set for Type0-PDCCH search
space when {SS/PBCH block, PDCCH} subcarrier spacing is {120, 120} kHz

Index SS/PBCH block and control resource Numbcgll;gstT Numbercc(::Engmbols Offset (RBs)
set multiplexing pattern RBs Nyp Nemb
0 1 24 2 0
1 1 24 2 4
2 1 48 1 14
3 1 48 2 14
-20 if condition
A
4 3 24 2 -21 if condition
B
5 3 24 2 24
-20 if condition
A
6 3 48 2 -21 if condition
B
7 3 48 2 48
8 Reserved
9 Reserved
10 Reserved
11 Reserved
12 Reserved
13 Reserved
14 Reserved
15 Reserved
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Table 13-9: Set of resource blocks and slot symbols of control resource set for Type0-PDCCH search
space when {SS/PBCH block, PDCCH} subcarrier spacing is {240, 60} kHz

SS/PBCH block and control resource Number of Number of Symbols

set multiplexing pattern RBs NggRFSET Ny oot

1 96 1 0
1 96 1 16
1 96 2 0
1 96 2 16
Reserved

Reserved

Reserved

Reserved

Reserved

Reserved

Reserved

Reserved

Reserved

Reserved

Reserved

Reserved

Index Offset (RBs)

alnlalinl23e|e(N|o|o|sw|inv=|o

Table 13-10: Set of resource blocks and slot symbols of control resource set for Type0-PDCCH
search space when {SS/PBCH block, PDCCH} subcarrier spacing is {240, 120} kHz

Number of
Index SS/PBCH block and control resource RBs Numbercg]‘:ESET Offset (RBs)
set multiplexing pattern N%DRESET Symbols N
0 1 48 1 0
1 1 48 1 8
2 1 48 2 0
3 1 48 2 8
-41 if condition
A
4 2 24 1 -42 if condition
B
5 2 24 1 25
-41 if condition
A
6 2 48 1 -42 if condition
B
7 2 48 1 49
8 Reserved
9 Reserved
10 Reserved
11 Reserved
12 Reserved
13 Reserved
14 Reserved
15 Reserved
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Table 13-11: Parameters for PDCCH monitoring occasions for Type0-PDCCH common search space -
SS/PBCH block and control resource set multiplexing pattern 1 and frequency range 1

Number of search space sets per

Index (0] slot M First symbol index
0 0 1 1 0
1 0 2 1/2 {0, if i is even}, { Nyop™, if i is odd}
2 2 1 1 0
3 2 2 1/2 {0,if i is even}, { Noop™™"" if i is odd}
4 5 1 1 0
5 5 2 1/2 {0, if i is even}, { Noot™"" | if i is odd}
6 7 1 1 0
7 7 2 1/2 {0, if i is even}, { Nooi™"" | if i is odd}
8 0 1 2 0
9 5 1 2 0
10 0 1 1 1
11 0 1 1 2
12 2 1 1 1
13 2 1 1 2
14 5 1 1 1
15 5 1 1 2

Table 13-12: Parameters for PDCCH monitoring occasions for Type0-PDCCH common search space -
SS/PBCH block and control resource set multiplexing pattern 1 and frequency range 2

Index 0 Number of sea;cl:stspace sets per M First symbol index

0 0 1 1 0

1 0 2 1/2 {0, if i iseven}, {7,if i is odd}

2 25 1 1 0

3 2.5 2 1/2 {0, if i iseven}, {7,if i is odd}

4 5 1 1 0

5 5 2 1/2 {0, if i iseven}, {7,if i is odd}

5 0 5 112 {0, if i iseven}, { Noo™if i is
odd}

7 25 5 112 {0, if i iseven}, { Noop™if i is
odd}

8 5 5 112 {0, if i iseven}, { Noop™if i is
odd}

9 75 1 1 0

10 7.5 2 1/2 {0, if i iseven}, {7,if i is odd}

1" 75 9 12 {0, if i iseven}, {Ngo™""if i is
odd}

12 0 1 2 0

13 5 1 2 0

14 Reserved

15 Reserved
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Table 13-13: PDCCH monitoring occasions for Type0-PDCCH common search space - SS/PBCH
block and control resource set multiplexing pattern 2 and {SS/PBCH block, PDCCH} subcarrier
spacing {120, 60} kHz

Index PDCCH monitoring occasions (SFN and slot number) Fu('zt=sgm1bol |:1g)e X

SFN. = SFNg, 0,1,6,7 for

Ne =Nggp; i=4k,i=4k+1,i=4k+2, i=4k+3
Reserved
Reserved
Reserved
Reserved
Reserved
Reserved
Reserved
Reserved
Reserved
Reserved
Reserved
Reserved
Reserved
Reserved
Reserved

o

alnlnIn|2|3e|eN|o|ofswin =

Table 13-14: PDCCH monitoring occasions for Type0-PDCCH common search space - SS/PBCH
block and control resource set multiplexing pattern 2 and {SS/PBCH block, PDCCH} subcarrier
spacing {240, 120} kHz

Index PDCCH monitoring occasions First symbol index
(SFN and slot number) (k=0,1,...,7)
0,1,2,3,0,1in j=8k, i=8k+1, i=8+2, i=8k+3,
. SFN, = SFNgg,, i=8k+6,i=8k+7 (n.=ngy,)
"ie = Msns OF Mo = Mssn, ~ 1 12,1300 i =8k+4, i =8k+5 (ne = nggy, —1)
1 Reserved
2 Reserved
3 Reserved
4 Reserved
5 Reserved
6 Reserved
7 Reserved
8 Reserved
9 Reserved
10 Reserved
11 Reserved
12 Reserved
13 Reserved
14 Reserved
15 Reserved

Petitioners' Exhibit 1006, p. 96
3GPP AT&T et al v. Asustek Computer
IPR2024-00992



Release 15 97 3GPP TS 38.213 V15.2.0 (2018-06)

Table 13-15: PDCCH monitoring occasions for Type0-PDCCH common search space - SS/PBCH
block and control resource set multiplexing pattern 3 and {SS/PBCH block, PDCCH} subcarrier
spacing {120, 120} kHz

Index PDCCH monitoring occasions (SFN and slot number) Fu('it=sgm1bol '?g)e X

SFN. = SFNy, 4,8,2,6in

fe = Nggp;; i=4k,i=4k+1,i=4k+2,i=4k+3
Reserved
Reserved
Reserved
Reserved
Reserved
Reserved
Reserved
Reserved
Reserved
Reserved
Reserved
Reserved
Reserved
Reserved
Reserved

o

alnlnIn|2|3e|eN|o|ofswin =

If a UE detects a first SS/PBCH block and determines that a control resource set for Type0-PDCCH common search

space is not present, and for 24 < kgsp <29 for FR1 or for 12 < kggp <13 for FR2, the UE may determine the nearest

(in the corresponding frequency direction) global synchronization channel number (GSCN) of a second SS/PBCH block

having a control resource set for an associated Type0-PDCCH common search space as Né‘;?{j““ + Ngsfféf\} . Né‘;gj““ is

the GSCN of the first SS/PBCH block and N 0% is a GSCN offset provided by Table 13-16 for FR1 and Table 13-17
for FR2. If the UE detects the second SS/PBCH block and the second SS/PBCH block does not provide a control

resource set for Type0-PDCCH common search space, as described in Subclause 4.1, the UE may ignore the
information related to GSCN of SS/PBCH block locations for performing cell search.

If a UE detects a SS/PBCH block and determines that a control resource set for Type0-PDCCH common search space is
not present, and for kg =31 for FR1 or for kg =15 for FR2, the UE determines that there is no SS/PBCH block

. . St Reference Start Reference End
having an associated Type0-PDCCH common search space within a GSCN range [Ngeen - — Nasens Nasen -+ Nasen

. Ngan and Ngad are respectively determined by the four most significant bits and the four least significant bits of

RMSI-PDCCH-Config.

If a UE does not detect any SS/PBCH block providing a control resource set for Type0-PDCCH common search space,
as described in Subclause 4.1, within a time period determined by the UE, the UE may ignore the information related to
GSCN of SS/PBCH locations in performing cell search.
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Table 13-16: Mapping between the combination of &, and RMSI-PDCCH-Config to N for FR1

kess RMSI-PDCCH-Config Ngsex

24 0,1,...,255 1L, 2,...,256

25 0,1,...,255 257,258, ...,512

26 0,1,...,255 513,514, ....,768

27 0,1,...,255 -1,-2,...,-256

28 0,1,...,255 -257,-258, ...,-512

29 0,1,...,255 -513,-514, ....,-768

30 0,1,...,255 Reserved, Reserved, ..., Reserved

Table 13-17: Mapping between the combination of k., and RMSI-PDCCH-Config to Nl for FR2

kssp RMSI-PDCCH-Config NGsen

12 0,1,...,255 1,2,...,256

13 0,1,...,255 -1,-2,...,-256

14 0,1,...,255 Reserved, Reserved, ..., Reserved
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