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Receipt is acknowledged of this provisional patent application. It will not be examined for patentability and will 
become abandoned not later than twelve months after its filing date. Any correspondence concerning the application 
must include the following identification information: the U.S. APPLICATION NUMBER, FILING DATE, NAME OF 
APPLICANT, and TITLE OF INVENTION. Fees transmitted by check or draft are subject to collection. Please verify 
the accuracy of the data presented on this receipt. If an error is noted on this Filing Receipt, please submit 
a written request for a Filing Receipt Correction. Please provide a copy of this Filing Receipt with the 
changes noted thereon. If you received a "Notice to File Missing Parts" for this application, please submit 
any corrections to this Filing Receipt with your reply to the Notice. When the USPTO processes the reply 
to the Notice, the USPTO will generate another Filing Receipt incorporating the requested corrections 

lnventor(s) 
Toshizo Nogami, Vancouver, WA; 
Zhanping Yin, Vancouver, WA; 
Jia Sheng, Vancouver, WA; 

Applicant( s) 
Sharp Laboratories of America, Inc., Camas, WA; 

Power of Attorney: 
Wesley Austin--42273 

Permission to Access Application via Priority Document Exchange: Yes 

Permission to Access Search Results: Yes 

Applicant may provide or rescind an authorization for access using Form PTO/SB/39 or Form PTO/SB/69 as 
appropriate. 

If Required, Foreign Filing License Granted: 11/27/2017 

The country code and number of your priority application, to be used for filing abroad under the Paris Convention, 
is US 62/586,378 

Projected Publication Date: None, application is not eligible for pre-grant publication 

Non-Publication Request: No 

Early Publication Request: No 
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Title 

USER EQUIPMENTS, BASE STATIONS AND METHODS 

Statement under 37 CFR 1.55 or 1.78 for AIA (First Inventor to File) Transition Applications: No 

PROTECTING YOUR INVENTION OUTSIDE THE UNITED STATES 

Since the rights granted by a U.S. patent extend only throughout the territory of the United States and have no 
effect in a foreign country, an inventor who wishes patent protection in another country must apply for a patent 
in a specific country or in regional patent offices. Applicants may wish to consider the filing of an international 
application under the Patent Cooperation Treaty (PCT). An international (PCT) application generally has the same 
effect as a regular national patent application in each PCT-member country. The PCT process simplifies the filing 
of patent applications on the same invention in member countries, but does not result in a grant of "an international 
patent" and does not eliminate the need of applicants to file additional documents and fees in countries where patent 
protection is desired. 

Almost every country has its own patent law, and a person desiring a patent in a particular country must make an 
application for patent in that country in accordance with its particular laws. Since the laws of many countries differ 
in various respects from the patent law of the United States, applicants are advised to seek guidance from specific 
foreign countries to ensure that patent rights are not lost prematurely. 

Applicants also are advised that in the case of inventions made in the United States, the Director of the US PTO must 
issue a license before applicants can apply for a patent in a foreign country. The filing of a U.S. patent application 
serves as a request for a foreign filing license. The application's filing receipt contains further information and 
guidance as to the status of applicant's license for foreign filing. 

Applicants may wish to consult the USPTO booklet, "General Information Concerning Patents" (specifically, the 
section entitled "Treaties and Foreign Patents") for more information on timeframes and deadlines for filing foreign 
patent applications. The guide is available either by contacting the USPTO Contact Center at 800-786-9199, or it 
can be viewed on the USPTO website at http://www.uspto.gov/web/offices/pac/doc/general/index.html. 

For information on preventing theft of your intellectual property (patents, trademarks and copyrights), you may wish 
to consult the U.S. Government website, http://www.stopfakes.gov. Part of a Department of Commerce initiative, 
this website includes self-help "toolkits" giving innovators guidance on how to protect intellectual property in specific 
countries such as China, Korea and Mexico. For questions regarding patent enforcement issues, applicants may 
call the U.S. Government hotline at 1-866-999-HAL T (1-866-999-4258). 

GRANTED 

LICENSE FOR FOREIGN FILING UNDER 

Title 35, United States Code, Section 184 

Title 37, Code of Federal Regulations, 5.11 & 5.15 

The applicant has been granted a license under 35 U.S.C. 184, if the phrase "IF REQUIRED, FOREIGN FILING 
LICENSE GRANTED" followed by a date appears on this form. Such licenses are issued in all applications where 
the conditions for issuance of a license have been met, regardless of whether or not a license may be required as 
set forth in 37 CFR 5.15. The scope and limitations of this license are set forth in 37 CFR 5.15(a) unless an earlier 
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license has been issued under 37 CFR 5.15(b). The license is subject to revocation upon written notification. The 
date indicated is the effective date of the license, unless an earlier license of similar scope has been granted under 
37 CFR 5.13 or 5.14. 

This license is to be retained by the licensee and may be used at any time on or after the effective date thereof unless 
it is revoked. This license is automatically transferred to any related applications(s) filed under 37 CFR 1.53(d). This 
license is not retroactive. 

The grant of a license does not in any way lessen the responsibility of a licensee for the security of the subject matter 
as imposed by any Government contract or the provisions of existing laws relating to espionage and the national 
security or the export of technical data. Licensees should apprise themselves of current regulations especially with 
respect to certain countries, of other agencies, particularly the Office of Defense Trade Controls, Department of 
State (with respect to Arms, Munitions and Implements of War (22 CFR 121-128)); the Bureau of Industry and 
Security, Department of Commerce (15 CFR parts 730-774); the Office of Foreign AssetsControl, Department of 
Treasury (31 CFR Parts 500+) and the Department of Energy. 

NOT GRANTED 

No license under 35 U.S.C. 184 has been granted at this time, if the phrase "IF REQUIRED, FOREIGN FILING 
LICENSE GRANTED" DOES NOT appear on this form. Applicant may still petition for a license under 37 CFR 5.12, 
if a license is desired before the expiration of 6 months from the filing date of the application. If 6 months has lapsed 
from the filing date of this application and the licensee has not received any indication of a secrecy order under 35 
U.S.C. 181, the licensee may foreign file the application pursuant to 37 CFR 5.15(b). 

Select USA 

The United States represents the largest, most dynamic marketplace in the world and is an unparalleled location for 
business investment, innovation, and commercialization of new technologies. The U.S. offers tremendous resources 
and advantages for those who invest and manufacture goods here. Through SelectUSA, our nation works to 
promote and facilitate business investment. SelectUSA provides information assistance to the international investor 
community; serves as an ombudsman for existing and potential investors; advocates on behalf of U.S. cities, states, 
and regions competing for global investment; and counsels U.S. economic development organizations on investment 
attraction best practices. To learn more about why the United States is the best country in the world to develop 
technology, manufacture products, deliver services, and grow your business, visit http://www.SelectUSA.gov or call 
+ 1-202-482-6800. 
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PTO/AIN14 (11-15) 
Approved for use through 04/30/2017. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Attorney Docket Number SLA3773P 
Application Data Sheet 37 CFR 1.76 

Application Number 

Title of Invention USER EQUIPMENTS, BASE STATIONS AND METHODS 

The application data sheet is part of the provisional or nonprovisional application for which it is being submitted. The following form contains the 
bibliographic data arranged in a format specified by the United States Patent and Trademark Office as outlined in 37 CFR 1.76. 
This document may be completed electronically and submitted to the Office in electronic format using the Electronic Filing System (EFS) or the 
document may be printed and included in a paper filed application. 

Secrecy Order 37 CFR 5.2: 

D Portions or all of the application associated with this Application Data Sheet may fall under a Secrecy Order pursuant to 
37 CFR 5.2 (Paper filers only. Applications that fall under Secrecy Order may not be filed electronically.) 

Inventor Information: 

Inventor 11 I Remove I 
Legal Name 

Prefix Given Name Middle Name Family Name Suffix 

I El !roshizo I t'Jogami I El 
Residence Information (Select One) • US Residency Non US Residency Active US Military Service 

City Jv'ancouver I State/Province I JNA I Country of ResidencJ I f.Js 

Mailing Address of Inventor: 

Address 1 520 SE 168th Avenue 

Address 2 

City I J.tancouver I State/Province I fi"A 

Postal Code I ~8684 I Countryi I 1us 
Inventor b I Remove I 
Legal Name 

Prefix Given Name Middle Name Family Name Suffix 

I El jlhanping I fi'in I El 
Residence Information (Select One) @ US Residency Non US Residency Active US Military Service 

City Jv'ancouver I State/Province I fi"A I Country of ResidencJ I 1-Js 

Mailing Address of Inventor: 

Address 1 J104 SE 187th Avenue 

Address 2 

City I J.tancouver I State/Province I fi'JA 

Postal Code I ~8683 I Countryi I 1us 
Inventor b I Remove I 
Legal Name 

Prefix Given Name Middle Name Family Name Suffix 

I El ~ia I t,heng I El 
Residence Information (Select One) @ US Residency Non US Residency Active US Military Service 

EFSWeb2.2.12 

Petitioners' Exhibit 1012, p. 4 
AT&T et al v. Asustek Computer 

IPR2024-00992



PTO/AIN14 (11-15) 
Approved for use through 04/30/2017. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Attorney Docket Number SLA3773P 
Application Data Sheet 37 CFR 1.76 

Application Number 

Title of Invention USER EQUIPMENTS, BASE STATIONS AND METHODS 

City I J.tancouver I State/Province I JlvA I Country of ResidencJ I 1-Js 

Mailing Address of Inventor: 

Address 1 16019 NE 14th Circle 

Address 2 

City I J.tancouver I State/Province I r'A 

Postal Code I ra684 I Countryi I 1us 
All Inventors Must Be Listed - Additional Inventor Information blocks may be 
generated within this form by selecting the Add button. I Add I 

Correspondence Information: 
Enter either Customer Number or complete the Correspondence Information section below. 
For further information see 37 CFR 1.33(a). 

D An Address is being provided for the correspondence Information of this application. 

Customer Number 50735 

Email Address uspto@austin-rapp.com I I Add Email I I Remove Email I 

Application Information: 

Title of the Invention USER EQUIPMENTS, BASE STATIONS AND METHODS 

Attorney Docket Number SLA3773P I Small Entity Status Claimed □ 
Application Type Provisional 

Subject Matter Utility 

Total Number of Drawing Sheets (if any) 
I ~4 I Suggested Figure for Publication (if any) 11 

Filing By Reference: 
Only complete this section when filing an application by reference under 35 U.S.C. 111 (c) and 37 CFR 1.57(a). Do not complete this section if 
application papers including a specification and any drawings are being filed. Any domestic benefit or foreign priority information must be 
provided in the appropriate section(s) below (i.e., "Domestic Benefit/National Stage Information" and "Foreign Priority Information"). 

For the purposes of a filing date under 37 CFR 1.53(b), the description and any drawings of the present application are replaced by this 
reference to the previously filed application, subject to conditions and requirements of 37 CFR 1.57(a). 

Application number of the previously Filing date (YYYY-MM-DD) Intellectual Property Authority or Country 
filed application 

I 

Publication Information: 
□ 

□ 

Request Early Publication (Fee required at time of Request 37 CFR 1.219) 

Request Not to Publish. I hereby request that the attached application not be published under 

35 U.S.C. 122(b) and certify that the invention disclosed in the attached application has not and will not be the 
subject of an application filed in another country, or under a multilateral international agreement, that requires 
publication at eighteen months after filing. 
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PTO/AIN14 (11-15) 
Approved for use through 04/30/2017. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Attorney Docket Number SLA3773P 
Application Data Sheet 37 CFR 1.76 

Application Number 

Title of Invention USER EQUIPMENTS, BASE STATIONS AND METHODS 

Representative Information: 

Representative information should be provided for all practitioners having a power of attorney in the application. Providing 
this information in the Application Data Sheet does not constitute a power of attorney in the application (see 37 CFR 1.32). 
Either enter Customer Number or complete the Representative Name section below. If both sections are completed the customer 
Number will be used for the Representative Information during processing. 

Please Select One: • Customer Number I US Patent Practitioner IO Limited Recognition (37 CFR 11.9) 

Customer Number ~0735 

Domestic Benefit/National Stage Information: 
This section allows for the applicant to either claim benefit under 35 U.S.C. 119(e), 120, 121, 365(c), or 386(c) or indicate 
National Stage entry from a PCT application. Providing benefit claim information in the Application Data Sheet constitutes 
the specific reference required by 35 U.S.C. 119(e) or 120, and 37 CFR 1.78. 
When referring to the current application, please leave the "Application Number" field blank. 

Prior Application Status I I· I Remove I 
Filing or 371 (c) Date 

Application Number Continuity Type Prior Application Number (YYYY-MM-DD) 

I I I· I 
Additional Domestic Benefit/National Stage Data may be generated within this form I Add I by selecting the Add button. 

Foreign Priority Information: 

This section allows for the applicant to claim priority to a foreign application. Providing this information in the application data sheet 

constitutes the claim for priority as required by 35 U.S.C. 119(b) and 37 CFR 1.55. When priority is claimed to a foreign application 

that is eligible for retrieval under the priority document exchange program (Poxi the information will be used by the Office to 

automatically attempt retrieval pursuant to 37 CFR 1.55(i)(1) and (2). Under the POX program, applicant bears the ultimate 

responsibility for ensuring that a copy of the foreign application is received by the Office from the participating foreign intellectual 

property office, or a certified copy of the foreign priority application is filed, within the lime period specified in 37 CFR 1.55(g)(1 ). 

I Remove I 
Application Number Countryi Filing Date (YYYY-MM-DD) Access Codei (if applicable) 

I I I 
Additional Foreign Priority Data may be generated within this form by selecting the 
Add button. I Add I 
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PTO/AIN14 (11-15) 
Approved for use through 04/30/2017. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Attorney Docket Number SLA3773P 
Application Data Sheet 37 CFR 1.76 

Application Number 

Title of Invention USER EQUIPMENTS, BASE STATIONS AND METHODS 

Statement under 37 CFR 1.55 or 1.78 for AIA (First Inventor to File) Transition 
Applications 

This application (1) claims priority to or the benefit of an application filed before March 16, 2013 and (2) also 
contains, or contained at any time, a claim to a claimed invention that has an effective filing date on or after March 

□ 16,2013. 
NOTE: By providing this statement under 37 CFR 1.55 or 1.78, this application, with a filing date on or after March 
16, 2013, will be examined under the first inventor to file provisions of the AIA. 
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PTO/AIN14 (11-15) 
Approved for use through 04/30/2017. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Attorney Docket Number SLA3773P 
Application Data Sheet 37 CFR 1.76 

Application Number 

Title of Invention USER EQUIPMENTS, BASE STATIONS AND METHODS 

Authorization or Opt-Out of Authorization to Permit Access: 

When this Application Data Sheet is properly signed and filed with the application, applicant has provided written 
authority to permit a participating foreign intellectual property (IP) office access to the instant application-as-filed (see 
paragraph A in subsection 1 below) and the European Patent Office (EPO) access to any search results from the instant 
application (see paragraph Bin subsection 1 below). 

Should applicant choose not to provide an authorization identified in subsection 1 below, applicant must opt-out of the 
authorization by checking the corresponding box A or B or both in subsection 2 below. 

NOTE: This section of the Application Data Sheet is ONLY reviewed and processed with the INITIAL filing of an 
application. After the initial filing of an application, an Application Data Sheet cannot be used to provide or rescind 
authorization for access by a foreign IP office(s). Instead, Form PTO/SB/39 or PTO/SB/69 must be used as appropriate. 

1. Authorization to Permit Access by a Foreign Intellectual Property Office(s) 

A. Priority Document Exchange (PDXl - Unless box A in subsection 2 (opt-out of authorization) is checked, the 
undersigned hereby grants the USPTO authority to provide the European Patent Office (EPO), the Japan Patent Office 
(JPO), the Korean Intellectual Property Office (KIPO), the State Intellectual Property Office of the People's Republic of 
China (SIPO), the World Intellectual Property Organization (WIPO), and any other foreign intellectual property office 
participating with the USPTO in a bilateral or multilateral priority document exchange agreement in which a foreign 
application claiming priority to the instant patent application is filed, access to: (1) the instant patent application-as-filed 
and its related bibliographic data, (2) any foreign or domestic application to which priority or benefit is claimed by the 
instant application and its related bibliographic data, and (3) the date of filing of this Authorization. See 37 CFR 1.14(h) 
(1 ). 

B. Search Results from U.S. Application to EPO - Unless box Bin subsection 2 (opt-out of authorization) is checked, 
the undersigned hereby grants the USPTO authority to provide the EPO access to the bibliographic data and search 
results from the instant patent application when a European patent application claiming priority to the instant patent 
application is filed. See 37 CFR 1.14(h)(2). 

The applicant is reminded that the EPO's Rule 141(1) EPC (European Patent Convention) requires applicants to submit a 
copy of search results from the instant application without delay in a European patent application that claims priority to 
the instant application. 

2. Opt-Out of Authorizations to Permit Access by a Foreign Intellectual Property Office(s) 

A. Applicant DOES NOT authorize the USPTO to permit a participating foreign IP office access to the instant 
D application-as-filed. If this box is checked, the USPTO will not be providing a participating foreign IP office with 

any documents and information identified in subsection 1A above. 

B. Applicant DOES NOT authorize the USPTO to transmit to the EPO any search results from the instant patent 
D application. If this box is checked, the USPTO will not be providing the EPO with search results from the instant 

application. 

NOTE: Once the application has published or is otherwise publicly available, the USPTO may provide access to the 
application in accordance with 37 CFR 1.14. 
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PTO/AIN14 (11-15) 
Approved for use through 04/30/2017. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Attorney Docket Number SLA3773P 
Application Data Sheet 37 CFR 1.76 

Application Number 

Title of Invention USER EQUIPMENTS, BASE STATIONS AND METHODS 

Applicant Information: 

Providing assignment information in this section does not substitute for compliance with any requirement of part 3 of Tille 37 of CFR 
to have an assignment recorded by the Office. 

Applicant 11 I Remove I 
If the applicant is the inventor (or the remaining joint inventor or inventors under 37 CFR 1.45), this section should not be completed. 
The information to be provided in this section is the name and address of the legal representative who is the applicant under 37 CFR 
1.43; or the name and address of the assignee, person to whom the inventor is under an obligation to assign the invention, or person 
who otherwise shows sufficient proprietary interest in the matter who is the applicant under 37 CFR 1.46. If the applicant is an 
applicant under 37 CFR 1.46 (assignee, person to whom the inventor is obligated to assign, or person who otherwise shows sufficient 
proprietary interest) together with one or more joint inventors, then the joint inventor or inventors who are also the applicant should be 
identified in this section. 

I Clear I 

• Assignee 
I 

Legal Representative under 35 U.S.C. 117 
I 

Joint Inventor 

Person to whom the inventor is obligated to assign. I Person who shows sufficient proprietary interest 

If applicant is the legal representative, indicate the authority to file the patent application, the inventor is: 

1~1 
Name of the Deceased or Legally Incapacitated Inventor: I 

If the Applicant is an Organization check here. ~ 
Organization Name I ~harp Laboratories of America, Inc. 

Mailing Address Information For Applicant: 

Address 1 5750 NW Pacific Rim Boulevard 

Address 2 

City :;amas State/Province WA 

Country I 1-Js Postal Code 98607 

Phone Number Fax Number 

Email Address 

Additional Applicant Data may be generated within this form by selecting the Add button. I Add I 

Assignee Information including Non-Applicant Assignee Information: 

Providing assignment information in this section does not substitute for compliance with any requirement of part 3 of Title 
37 of CFR to have an assignment recorded by the Office. 
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PTO/AIN14 (11-15) 
Approved for use through 04/30/2017. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Attorney Docket Number SLA3773P 
Application Data Sheet 37 CFR 1.76 

Application Number 

Title of Invention USER EQUIPMENTS, BASE STATIONS AND METHODS 

Assignee 11 

Complete this section if assignee information, including non-applicant assignee information, is desired to be included on the patent 
application publication. An assignee-applicant identified in the "Applicant Information" section will appear on the patent application 
publication as an applicant. For an assignee-applicant, complete this section only if identification as an assignee is also desired on the 
patent application publication. 

I Remove I 
If the Assignee or Non-Applicant Assignee is an Organization check here. □ 

Prefix Given Name Middle Name Family Name Suffix 

I B I I I I B 
Mailing Address Information For Assignee including Non-Applicant Assignee: 

Address 1 

Address 2 

City 11 State/Province 

Countryi 11 Postal Code 

Phone Number Fax Number 

Email Address 

Additional Assignee or Non-Applicant Assignee Data may be generated within this form by 
selecting the Add button. I Add I 

Signature: Remove 

NOTE: This Application Data Sheet must be signed in accordance with 37 CFR 1.33(b ). However, if this Application 
Data Sheet is submitted with the INITIAL filing of the application and either box A or B is not checked in 
subsection 2 of the "Authorization or Opt-Out of Authorization to Permit Access" section, then this form must 
also be signed in accordance with 37 CFR 1.14(c). 

This Application Data Sheet must be signed by a patent practitioner if one or more of the applicants is a juristic 
entity (e.g., corporation or association). If the applicant is two or more joint inventors, this form must be signed by a 
patent practitioner, all joint inventors who are the applicant, or one or more joint inventor-applicants who have been given 
power of attorney (e.g., see US PTO Form PTO/AIA/81) on behalf of all joint inventor-applicants. 

See 37 CFR 1.4(d) for the manner of making signatures and certifications. 

Signature VWesley L. Austin/ Date (YYYY-MM-DD) 12017-11-15 

First Name r'esley L. I Last Name I ~ustin Registration Number 142273 

Additional Signature may be generated within this form by selecting the Add button. I Add I 
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PTO/AIN14 (11-15) 
Approved for use through 04/30/2017. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Attorney Docket Number SLA3773P 
Application Data Sheet 37 CFR 1.76 

Application Number 

Title of Invention USER EQUIPMENTS, BASE STATIONS AND METHODS 

This collection of information is required by 37 CFR 1. 76. The information is required to obtain or retain a benefit by the public which 
is to file (and by the USPTO to process) an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 1.14. This 
collection is estimated to take 23 minutes to complete, including gathering, preparing, and submitting the completed application data 
sheet form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount of lime you require to 
complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and 
Trademark Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR 
COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450. 
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Privacy Act Statement 

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your submission of the attached form related to a patent 
application or patent. Accordingly, pursuant to the requirements of the Act, please be advised that: (1) the general authority for the collection of this information 
is 35 U.S.C. 2(b)(2); (2) furnishing of the information solicited is voluntary; and (3) the principal purpose for which the information is used by the U.S. Patent and 
Trademark Office is to process and/or examine your submission related to a patent application or patent. If you do not furnish the requested information, the U.S. 
Patent and Trademark Office may not be able to process and/or examine your submission, which may result in termination of proceedings or abandonment of 
the application or expiration of the patent. 

The information provided by you in this form will be subject to the following routine uses: 

The information on this form will be treated confidentially to the extent allowed under the Freedom of Information Act (5 U.S.C. 552) and the Privacy 
Act (5 U.S.C. 552a). Records from this system of records may be disclosed to the Department of Justice to determine whether the Freedom of 
Information Act requires disclosure of these records. 

2. A record from this system of records may be disclosed, as a routine use, in the course of presenting evidence to a court, magistrate, or administrative 
tribunal, including disclosures to opposing counsel in the course of settlement negotiations. 

3 A record in this system of records may be disclosed, as a routine use, to a Member of Congress submitting a request involving an individual, to whom 
the record pertains, when the individual has requested assistance from the Member with respect to the subject matter of the record. 

4. A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency having need for the information in order to perform 
a contract. Recipients of information shall be required to comply with the requirements of the Privacy Act of 1974, as amended, pursuant to 5 U.S.C. 
552a(m). 

5. A record related to an International Application filed under the Patent Cooperation Treaty in this system of records may be disclosed, as a routine use, 
to the International Bureau of the World Intellectual Property Organization, pursuant to the PatentCooperationTreaty. 

6. A record in this system of records may be disclosed, as a routine use, to another federal agency for purposes of National Security review (35 U.S.C. 181) 
and for review pursuant to the Atomic Energy Act (42 U.S.C. 218(c)). 

7. A record from this system of records may be disclosed, as a routine use, to the Administrator, General Services, or his/her designee, during an 
inspection of records conducted by GSA as part of that agency's responsibility to recommend improvements in records management practices and 
programs, under authority of 44 U.S.C. 2904 and 2906. Such disclosure shall be made in accordance with the GSA regulations governing inspection of 
records for this purpose, and any other relevant (i.e., GSA or Commerce) directive. Such disclosure shall not be used to make determinations about 
individuals. 

8. A record from this system of records may be disclosed, as a routine use, to the public after either publication of the application pursuant to 35 U.S.C. 
122(b) or issuance of a patent pursuant to 35 U.S.C. 151. Further, a record may be disclosed, subject to the limitations of 37 CFR 1. 14, as a routine use, 
to the public if the record was filed in an application which became abandoned or in which the proceedings were terminated and which application is 
referenced by either a published application, an application open to public inspections or an issued patent. 

9. A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local law enforcement agency, if the USPTO becomes 
aware of a violation or potential violation of law or regulation. 
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USER EQUIPMENTS, BASE STATIONS AND METHODS 

TECHNICAL FIELD 

[0001] The present disclosure relates generally to communication systems. More 

specifically, the present disclosure relates to new signaling, procedures, user equipment 

(UE) and base stations for user equipments, base stations and methods. 

BACKGROUND 

[0002] Wireless communication devices have become smaller and more powerful in 

order to meet consumer needs and to improve portability and convenience. Consumers 

have become dependent upon wireless communication devices and have come to expect 

reliable service, expanded areas of coverage and increased functionality. A wireless 

communication system may provide communication for a number of wireless 

communication devices, each of which may be serviced by a base station. A base 

station may be a device that communicates with wireless communication devices. 

[0003] As wireless communication devices have advanced, improvements m 

communication capacity, speed, flexibility and/or efficiency have been sought. 

However, improving communication capacity, speed, flexibility and/or efficiency may 

present certain problems. 

[0004] For example, wireless communication devices may communicate with one or 

more devices using a communication structure. However, the communication structure 

used may only offer limited flexibility and/or efficiency. As illustrated by this 

discussion, systems and methods that improve communication flexibility and/or 

efficiency may be beneficial. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

[0005] Figure 1 is a block diagram illustrating one implementation of one or more 

gNBs and one or more user equipments (UEs) in which systems and methods for uplink 

transmission may be implemented; 

[0006] Figure 2 illustrates various components that may be utilized in a UE; 

[0007] Figure 3 illustrates various components that may be utilized in a gNB; 

[0008] Figure 4 is a block diagram illustrating one implementation of a UE in which 

systems and methods for performing uplink transmissions may be implemented; 

[0009] Figure 5 is a block diagram illustrating one implementation of a gNB in which 

systems and methods for performing uplink transmissions may be implemented; 

[0010] Figure 6 is a diagram illustrating one example of a resource; 

[0011] Figure 7 shows examples of several numerologies; 

[0012] Figure 8 shows examples of subframe structures for the numerologies that are 

shown in Figure 7; 

[0013] Figure 9 shows examples of subframe structures for the numerologies that are 

shown in Figure 7; 

[0014] Figure 10 shows examples of slots and sub-slots; 

[0015] Figure 11 shows examples of scheduling timelines; 

[0016] Figure 12 is a block diagram illustrating one implementation of a gNB; 

[0017] Figure 13 is a block diagram illustrating one implementation of a UE; 

[0018] Figure 14 illustrates an example of control resource unit and reference signal 

structure; 

[0019] Figure 15 illustrates an example of control channel and shared channel 

multiplexing; 

[0020] Figure 16 illustrates PDCCH monitoring occasions for slot-based scheduling; 

[0021] Figure 17 illustrates PDCCH monitoring occasions for non-slot-based 

scheduling; 

[0022] Figure 18 illustrates an example of slot formats for a given slot; 
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[0023] Figure 19 illustrates an example of downlink scheduling and a Hybrid 

Automatic Repeat reQuest (HARQ) timeline; 

[0024] Figure 20 illustrates an example of uplink scheduling timeline; 

[0025] Figure 21 illustrates an example of downlink aperiodic Channel State 

information-reference signal (CSI-RS) transmission timeline; 

[0026] Figure 22 illustrates an example of uplink aperiodic Sounding Reference 

Signals (SRS) transmission timeline; 

[0027] Figure 23 illustrates a flow chart of a method for a UE; and 

[0028] Figure 24 illustrates a flow chart of a method for a gNB. 

DETAILED DESCRIPTION 

[0001] A UE 102 is described. The UE 102 may comprise a higher layer processor 

configured to acquire a dedicated radio resource control (RRC) configuration including 

information for indicating whether or not slot format indicator (SFI) is applicable to a 

serving cell. The UE 102 may also comprise physical downlink control channel 

(PDCCH) receiving circuitry configured to monitor a first PDCCH scheduling a first 

physical downlink shared channel (PDSCH) in the serving cell, in a case that the 

dedicated RRC configuration including the information indicating that SFI is applicable 

to the serving cell is acquired, to monitor a second PDCCH carrying the SFI. The UE 

102 may further comprise PDSCH receiving circuitry configured to receive the first 

PDSCH, upon a detection of the first PDCCH. If monitoring of the first PDCCH in a set 

of symbols is configured and if the second PDCCH of which the SFI indicates a subset 

of the set of symbols as downlink is detected, the first PDCCH may be monitored in the 

set of symbols if another first PDCCH scheduling a second PDSCH which is mapped to 

at least all the rest of the set of symbols is detected. If monitoring of the first PDCCH in 

a set of symbols is configured and if the second PDCCH of which the SFI indicates a 

subset of the set of symbols as downlink is detected, the first PDCCH may not be 

monitored in the set of symbols if any other first PDCCH scheduling a second PDSCH 

which is mapped to at least all the rest of the set of symbols is not detected. 
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[0002] A gNB 160 is described. The gNB 160 may comprise a higher layer processor 

configured to send a dedicated radio resource control (RRC) configuration including 

information for indicating whether or not slot format indicator (SFI) is applicable to a 

serving cell. The gNB 160 may also comprise physical downlink control channel 

(PDCCH) transmitting circuitry configured to transmit a first PDCCH scheduling a first 

physical downlink shared channel (PDSCH) in the serving cell and, in a case that the 

dedicated RRC including the information indicating that SFI is applicable to the serving 

cell is sent, to transmit a second PDCCH carrying the SFI. The UE 102 may further 

comprise PDSCH transmitting circuitry configured to transmit the first PDSCH, upon a 

transmission of the first PDCCH. If monitoring of the first PDCCH in a set of symbols 

is configured and if the second PDCCH of which the SFI indicates a subset of the set of 

symbols as downlink is detected, the first PDCCH may be monitored in the set of 

symbols if another first PDCCH scheduling a second PDSCH which is mapped to at 

least all the rest of the set of symbols is detected. If monitoring of the first PDCCH in a 

set of symbols is configured and if the second PDCCH of which the SFI indicates a 

subset of the set of symbols as downlink is detected, the first PDCCH may not be 

monitored in the set of symbols if any other first PDCCH scheduling a second PDSCH 

which is mapped to at least all the rest of the set of symbols is not detected. 

[0003] The 3rd Generation Partnership Project, also referred to as "3GPP," 1s a 

collaboration agreement that aims to define globally applicable technical specifications 

and technical reports for third and fourth generation wireless communication systems. 

The 3GPP may define specifications for next generation mobile networks, systems and 

devices. 

[0004] 3GPP Long Term Evolution (LTE) is the name given to a project to improve 

the Universal Mobile Telecommunications System (UMTS) mobile phone or device 

standard to cope with future requirements. In one aspect, UMTS has been modified to 

provide support and specification for the Evolved Universal Terrestrial Radio Access 

(E-UTRA) and Evolved Universal Terrestrial Radio Access Network (E-UTRAN). 
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[0005] At least some aspects of the systems and methods disclosed herein may be 

described in relation to the 3GPP LTE, LTE-Advanced (LTE-A) and other standards 

(e.g., 3GPP Releases 8, 9, 10, 11, 12, 13, 14 and/or 15) including New Radio (NR) 

which is also known as 5G. However, the scope of the present disclosure should not be 

limited in this regard. At least some aspects of the systems and methods disclosed 

herein may be utilized in other types of wireless communication systems. 

[0006] A wireless communication device may be an electronic device used to 

communicate voice and/or data to a base station, which in turn may communicate with 

a network of devices (e.g., public switched telephone network (PSTN), the Internet, 

etc.). In describing systems and methods herein, a wireless communication device may 

alternatively be referred to as a mobile station, a UE, an access terminal, a subscriber 

station, a mobile terminal, a remote station, a user terminal, a terminal, a subscriber 

unit, a mobile device, etc. Examples of wireless communication devices include cellular 

phones, smart phones, personal digital assistants (PDAs), laptop computers, netbooks, 

e-readers, wireless modems, vehicles, Internet of Things (IoT) devices, etc. In 3GPP 

specifications, a wireless communication device is typically referred to as a UE. 

However, as the scope of the present disclosure should not be limited to the 3GPP 

standards, the terms "UE" and "wireless communication device" may be used 

interchangeably herein to mean the more general term "wireless communication 

device." AUE may also be more generally referred to as a terminal device. 

[0007] In 3GPP specifications, a base station is typically referred to as a Node B, an 

evolved Node B (eNB), a home enhanced or evolved Node B (HeNB), a next 

Generation Node B (gNB) or some other similar terminology. As the scope of the 

disclosure should not be limited to 3GPP standards, the terms "base station," "Node B," 

"eNB," "HeNB," and "gNB" may be used interchangeably herein to mean the more 

general term "base station." Furthermore, the term "base station" may be used to denote 

an access point. An access point may be an electronic device that provides access to a 

network (e.g., Local Area Network (LAN), the Internet, etc.) for wireless 

communication devices. The term "communication device" may be used to denote both 
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a wireless communication device and/or a base station. An eNB and gNB may also be 

more generally referred to as a base station device. 

[0008] It should be noted that as used herein, a "cell" may be any communication 

channel that is specified by standardization or regulatory bodies to be used for 

International Mobile Telecommunications-Advanced (!MT-Advanced) and all of it or a 

subset of it may be adopted by 3GPP as licensed bands (e.g., frequency bands) to be 

used for communication between an eNB and a UE. It should also be noted that in E­

UTRA and E-UTRAN overall description, as used herein, a "cell" may be defined as 

"combination of downlink and optionally uplink resources." The linking between the 

carrier frequency of the downlink resources and the carrier frequency of the uplink 

resources may be indicated in the system information transmitted on the downlink 

resources. 

[0009] "Configured cells" are those cells of which the UE is aware and is allowed by 

an eNB to transmit or receive information. "Configured cell(s)" may be serving cell(s). 

The UE may receive system information and perform the required measurements on all 

configured cells. "Configured cell(s)" for a radio connection may include a primary cell 

and/or no, one, or more secondary cell(s). "Activated cells" are those configured cells 

on which the UE is transmitting and receiving. That is, activated cells are those cells for 

which the UE monitors the physical downlink control channel (PDCCH) and in the case 

of a downlink transmission, those cells for which the UE decodes a physical downlink 

shared channel (PDSCH). "Deactivated cells" are those configured cells that the UE is 

not monitoring the transmission PDCCH. It should be noted that a "cell" may be 

described in terms of differing dimensions. For example, a "cell" may have temporal, 

spatial (e.g., geographical) and frequency characteristics. 

[0010] The 5th generation communication systems, dubbed NR (New Radio 

technologies) by 3GPP, envision the use of time/frequency/space resources to allow for 

services, such as eMBB (enhanced Mobile Broad-Band) transmission, URLLC (Ultra­

Reliable and Low Latency Communication) transmission, and eMTC (massive Machine 
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Type Communication) transmission. Also, in NR, single-beam and/or multi-beam 

operations is considered for downlink and/or uplink transmissions. 

[0011] Various examples of the systems and methods disclosed herein are now 

described with reference to the Figures, where like reference numbers may indicate 

functionally similar elements. The systems and methods as generally described and 

illustrated in the Figures herein could be arranged and designed in a wide variety of 

different implementations. Thus, the following more detailed description of several 

implementations, as represented in the Figures, is not intended to limit scope, as 

claimed, but is merely representative of the systems and methods. 

[0012] Figure I is a block diagram illustrating one implementation of one or more 

gNBs 160 and one or more UEs 102 in which systems and methods for downlink and 

uplink transmissions may be implemented. The one or more UEs I 02 communicate 

with one or more gNBs 160 using one or more physical antennas 122a-n. For example, 

a UE 102 transmits electromagnetic signals to the gNB 160 and receives 

electromagnetic signals from the gNB 160 using the one or more physical antennas 

122a-n. The gNB 160 communicates with the UE 102 using one or more physical 

antennas 180a-n. 

[0013] The UE 102 and the gNB 160 may use one or more channels and/or one or 

more signals 119, 121 to communicate with each other. For example, the UE 102 may 

transmit information or data to the gNB 160 using one or more uplink channels 121. 

Examples of uplink channels 121 include a physical shared channel (e.g., PUSCH 

(Physical Uplink Shared Channel)), and/or a physical control channel (e.g., PUCCH 

(Physical Uplink Control Channel)), etc. The one or more gNBs 160 may also transmit 

information or data to the one or more UEs I 02 using one or more downlink channels 

119, for instance. Examples of downlink channels 119 physical shared channel (e.g., 

PDSCH (Physical Downlink Shared Channel), and/or a physical control channel 

(PDCCH (Physical Downlink Control Channel)), etc. Other kinds of channels and/or 

signals may be used. 
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[0014] Each of the one or more DEs 102 may include one or more transceivers 118, 

one or more demodulators 114, one or more decoders 108, one or more encoders 150, 

one or more modulators 154, a data buffer 104 and a DE operations module 124. For 

example, one or more reception and/or transmission paths may be implemented in the 

DE I 02. For convenience, only a single transceiver 118, decoder I 08, demodulator 114, 

encoder 150 and modulator 154 are illustrated in the DE 102, though multiple parallel 

elements (e.g., transceivers 118, decoders 108, demodulators 114, encoders 150 and 

modulators 154) may be implemented. 

[0015] The transceiver 118 may include one or more receivers 120 and one or more 

transmitters 158. The one or more receivers 120 may receive signals from the gNB 160 

using one or more antennas 122a-n. For example, the receiver 120 may receive and 

downconvert signals to produce one or more received signals 116. The one or more 

received signals 116 may be provided to a demodulator 114. The one or more 

transmitters 158 may transmit signals to the gNB 160 using one or more physical 

antennas 122a-n. For example, the one or more transmitters 158 may upconvert and 

transmit one or more modulated signals 156. 

[0016] The demodulator 114 may demodulate the one or more received signals 116 to 

produce one or more demodulated signals 112. The one or more demodulated signals 

112 may be provided to the decoder 108. The DE 102 may use the decoder 108 to 

decode signals. The decoder 108 may produce decoded signals 110, which may include 

a DE-decoded signal 106 (also referred to as a first DE-decoded signal 106). For 

example, the first DE-decoded signal 106 may comprise received payload data, which 

may be stored in a data buffer 104. Another signal included in the decoded signals 110 

(also referred to as a second DE-decoded signal 110) may comprise overhead data 

and/or control data. For example, the second DE-decoded signal 110 may provide data 

that may be used by the DE operations module 124 to perform one or more operations. 

[0017] In general, the DE operations module 124 may enable the DE 102 to 

communicate with the one or more gNBs 160. The DE operations module 124 may 

include one or more of a DE scheduling module 126. 
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[0018] The UE scheduling module 126 may perform uplink transmissions. The uplink 

transmissions include data transmission transmission) and/or uplink reference signal 

transmission. 

[0019] In a radio communication system, physical channels (uplink physical channels 

and/or downlink physical channels) may be defined. The physical channels (uplink 

physical channels and/or downlink physical channels) may be used for transmitting 

information that is delivered from a higher layer. For example, PCCH (Physical Control 

Channel) may be defined. PCCH is used to transmit control information. 

[0020] In uplink, PCCH (e.g., Physical Uplink Control Channel (PUCCH)) is used 

for transmitting Uplink Control Information (UCI). The UCI may include Hybrid 

Automatic Repeat Request (HARQ-ACK), Channel State information (CSI), and/or 

Scheduling Request (SR). The HARQ-ACK is used for indicating a positive 

acknowledgement (ACK) or a negative acknowledgment (NACK) for downlink data 

(i.e., Transport block(s), Medium Access Control Protocol Data Unit (MAC PDU), 

and/or Downlink Shared Channel (DL-SCH)). The CSI is used for indicating state of 

downlink channel. Also, the SR is used for requesting resources of uplink data (i.e., 

Transport block(s), MAC PDU, and/or Uplink Shared Channel (UL-SCH)). 

[0021] In downlink, PCCH (e.g., Physical Downlink Control Channel (PDCCH)) may 

be used for transmitting Downlink Control Information (DCI). Here, more than one 

DCI formats may be defined for DCI transmission on the PDCCH. Namely, fields may 

be defined in the DCI format, and the fields are mapped to the information bits (i.e., 

DCI bits). For example, a DCI format lA that is used for scheduling of one physical 

shared channel (PSCH) (e.g., PDSCH, transmission of one downlink transport block) in 

a cell is defined as the DCI format for the downlink. The DCI format(s) for PDSCH 

scheduling may include multiple information field, for example, carrier indicator field, 

frequency domain PDSCH resource allocation field, time domain PDSCH resource 

allocation field, bundling size field, MCS field, new data indicator field, redundancy 

version field, HARQ process number field, code block group flush indicator (CBGFI) 

field, code block group transmission indicator (CBGTI) field, PUCCH power control 
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field, PUCCH resource indicator field, antenna port field, number of layer field, quasi­

co-location (QCL) indication field, SRS triggering request field, and RNTI field. More 

than one pieces of the above information may be jointly coded, and in this instance 

jointly coded information may be indicated in a single information field. 

[0022] Also, for example, a DCI format O that is used for scheduling of one PSCH 

(e.g., PUSCH, transmission of one uplink transport block) in a cell is defined as the 

DCI format for the uplink. For example, information associated with PSCH (a PDSCH 

resource, PUSCH resource) allocation, information associated with modulation and 

coding scheme (MCS) for PSCH, and DCI such as Transmission Power Control (TPC) 

command for PUSCH and/or PUCCH are included the DCI format. Also, the DCI 

format may include information associated with a beam index and/or an antenna port. 

The beam index may indicate a beam used for downlink transmissions and uplink 

transmissions. The antenna port may include DL antenna port and/or UL antenna port. 

The DCI format(s) for PUSCH scheduling may include multiple information field, for 

example, carrier indicator field, frequency domain PUSCH resource allocation field, 

time domain PUSCH resource allocation field, MCS field, new data indicator field, 

redundancy version field, HARQ process number field, code block group flush 

indicator (CBGFI) field, code block group transmission indicator (CBGTI) field, 

PUSCH power control field, SRS resource indicator (SRI) field, wideband and/or 

subband transmit precoding matrix indicator (TPMI) field, antenna port field, 

scrambling identity field, number of layer field, CSI report triggering request field, CSI 

measurement request field, SRS triggering request field, and RNTI field. More than one 

pieces of the above information may be jointly coded, and in this instance jointly coded 

information may be indicated in a single information field. 

[0023] Also, for example, PSCH may be defined. For example, in a case that the 

downlink PSCH resource (e.g., PDSCH resource) is scheduled by using the DCI format, 

the UE 102 may receive the downlink data, on the scheduled downlink PSCH resource. 

Also, in a case that the uplink PSCH resource (e.g., PUSCH resource) is scheduled by 

using the DCI format, the UE 102 transmits the uplink data, on the scheduled uplink 
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PSCH resource. Namely, the downlink PSCH is used to transmit the downlink data. 

And, the uplink PSCH is used to transmit the uplink data. 

[0024] Furthermore, the downlink PSCH and the uplink PSCH are used to transmit 

information of higher layer (e.g., Radio Resource Control (RRC)) layer, and/or MAC 

layer). For example, the downlink PSCH and the uplink PSCH are used to transmit 

RRC message (RRC signal) and/or MAC Control Element (MAC CE). Here, the RRC 

message that is transmitted from the gNB 160 in downlink may be common to multiple 

UEs 102 within a cell (referred as a common RRC message). Also, the RRC message 

that is transmitted from the gNB 160 may be dedicated to a certain UE 102 (referred as 

a dedicated RRC message). The RRC message and/or the MAC CE are also referred to 

as a higher layer signal. 

[0025] Furthermore, in the radio communication for uplink, UL RS(s) is used as 

uplink physical signal(s). The uplink physical signal is not used to transmit information 

that is provided from the higher layer, but is used by a physical layer. For example, the 

UL RS(s) may include the demodulation reference signal(s), the DE-specific reference 

signal(s), the sounding reference signal(s), and/or the beam-specific reference signal(s). 

The demodulation reference signal(s) may include demodulation reference signal(s) 

associated with transmission of uplink physical channel (e.g., PUSCH and/or PUCCH). 

[0026] Also, the DE-specific reference signal(s) may include reference signal(s) 

associated with transmission of uplink physical channel (e.g., PUSCH and/or PUCCH). 

For example, the demodulation reference signal(s) and/or the DE-specific reference 

signal(s) may be a valid reference for demodulation of uplink physical channel only if 

the uplink physical channel transmission is associated with the corresponding antenna 

port. The gNB 160 may use the demodulation reference signal(s) and/or the DE-specific 

reference signal(s) to perform (re)configuration of the uplink physical channels. The 

sounding reference signal may be used to measure an uplink channel state. 

[0027] The UE operations module 124 may provide information 148 to the one or 

more receivers 120. For example, the UE operations module 124 may inform the 

receiver(s) 120 when to receive retransmissions. 
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[0028] The UE operations module 124 may provide information 138 to the 

demodulator 114. For example, the UE operations module 124 may inform the 

demodulator 114 of a modulation pattern anticipated for transmissions from the gNB 

160. 

[0029] The UE operations module 124 may provide information 136 to the decoder 

108. For example, the UE operations module 124 may inform the decoder 108 of an 

anticipated encoding for transmissions from the gNB 160. 

[0030] The UE operations module 124 may provide information 142 to the encoder 

150. The information 142 may include data to be encoded and/or instructions for 

encoding. For example, the UE operations module 124 may instruct the encoder 150 to 

encode transmission data 146 and/or other information 142. The other information 142 

may include PDSCH HARQ-ACK information. 

[0031] The encoder 150 may encode transmission data 146 and/or other information 

142 provided by the UE operations module 124. For example, encoding the 

transmission data 146 and/or other information 142 may involve error detection and/or 

correction coding, mapping data to space, time and/or frequency resources for 

transmission, multiplexing, etc. The encoder 150 may provide encoded data 152 to the 

modulator 154. 

[0032] The UE operations module 124 may provide information 144 to the modulator 

154. For example, the UE operations module 124 may inform the modulator 154 of a 

modulation type (e.g., constellation mapping) to be used for transmissions to the gNB 

160. The modulator 154 may modulate the encoded data 152 to provide one or more 

modulated signals 156 to the one or more transmitters 158. 

[0033] The UE operations module 124 may provide information 140 to the one or 

more transmitters 158. This information 140 may include instructions for the one or 

more transmitters 158. For example, the UE operations module 124 may instruct the 

one or more transmitters 158 when to transmit a signal to the gNB 160. For instance, 

the one or more transmitters 158 may transmit during a UL subframe. The one or more 
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transmitters 158 may upconvert and transmit the modulated signal(s) 156 to one or 

more gNBs 160. 

[0034] Each of the one or more gNBs 160 may include one or more transceivers 176, 

one or more demodulators 172, one or more decoders 166, one or more encoders 109, 

one or more modulators 113, a data buffer 162 and a gNB operations module 182. For 

example, one or more reception and/or transmission paths may be implemented in a 

gNB 160. For convenience, only a single transceiver 176, decoder 166, demodulator 

172, encoder 109 and modulator 113 are illustrated in the gNB 160, though multiple 

parallel elements (e.g., transceivers 176, decoders 166, demodulators 172, encoders 109 

and modulators 113) may be implemented. 

[0035] The transceiver 176 may include one or more receivers 178 and one or more 

transmitters 117. The one or more receivers 178 may receive signals from the UE 102 

using one or more physical antennas 180a-n. For example, the receiver 178 may receive 

and downconvert signals to produce one or more received signals 174. The one or more 

received signals 174 may be provided to a demodulator 172. The one or more 

transmitters 117 may transmit signals to the UE 102 using one or more physical 

antennas 180a-n. For example, the one or more transmitters 117 may upconvert and 

transmit one or more modulated signals 115. 

[0036] The demodulator 172 may demodulate the one or more received signals 174 to 

produce one or more demodulated signals 170. The one or more demodulated signals 

170 may be provided to the decoder 166. The gNB 160 may use the decoder 166 to 

decode signals. The decoder 166 may produce one or more decoded signals 164, 168. 

For example, a first eNB-decoded signal 164 may comprise received payload data, 

which may be stored in a data buffer 162. A second eNB-decoded signal 168 may 

comprise overhead data and/or control data. For example, the second eNB-decoded 

signal 168 may provide data (e.g., PDSCH HARQ-ACK information) that may be used 

by the gNB operations module 182 to perform one or more operations. 

[0037] In general, the gNB operations module 182 may enable the gNB 160 to 

communicate with the one or more UEs 102. The gNB operations module 182 may 
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include one or more of a gNB scheduling module 194. The gNB scheduling module 194 

may perform scheduling of uplink transmissions as described herein. 

[0038] The gNB operations module 182 may provide information 188 to the 

demodulator 172. For example, the gNB operations module 182 may inform the 

demodulator 172 of a modulation pattern anticipated for transmissions from the UE(s) 

102. 

[0039] The gNB operations module 182 may provide information 186 to the decoder 

166. For example, the gNB operations module 182 may inform the decoder 166 of an 

anticipated encoding for transmissions from the UE(s) 102. 

[0040] The gNB operations module 182 may provide information 101 to the encoder 

109. The information 101 may include data to be encoded and/or instructions for 

encoding. For example, the gNB operations module 182 may instruct the encoder 109 

to encode information 101, including transmission data 105. 

[0041] The encoder 109 may encode transmission data 105 and/or other information 

included in the information 101 provided by the gNB operations module 182. For 

example, encoding the transmission data 105 and/or other information included in the 

information 101 may involve error detection and/or correction coding, mapping data to 

space, time and/or frequency resources for transmission, multiplexing, etc. The encoder 

109 may provide encoded data 111 to the modulator 113. The transmission data 105 

may include network data to be relayed to the UE 102. 

[0042] The gNB operations module 182 may provide information 103 to the 

modulator 113. This information 103 may include instructions for the modulator 113. 

For example, the gNB operations module 182 may inform the modulator 113 of a 

modulation type (e.g., constellation mapping) to be used for transmissions to the UE(s) 

102. The modulator 113 may modulate the encoded data 111 to provide one or more 

modulated signals 115 to the one or more transmitters 117. 

[0043] The gNB operations module 182 may provide information 192 to the one or 

more transmitters 117. This information 192 may include instructions for the one or 

more transmitters 117. For example, the gNB operations module 182 may instruct the 
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one or more transmitters 117 when to (or when not to) transmit a signal to the UE(s) 

102. The one or more transmitters 117 may upconvert and transmit the modulated 

signal(s) 115 to one or more UEs 102. 

[0044] It should be noted that a DL subframe may be transmitted from the gNB 160 

to one or more UEs 102 and that a UL subframe may be transmitted from one or more 

UEs 102 to the gNB 160. Furthermore, both the gNB 160 and the one or more UEs 102 

may transmit data in a standard special subframe. 

[0045] It should also be noted that one or more of the elements or parts thereof 

included in the gNB(s) 160 and UE(s) 102 may be implemented in hardware. For 

example, one or more of these elements or parts thereof may be implemented as a chip, 

circuitry or hardware components, etc. It should also be noted that one or more of the 

functions or methods described herein may be implemented in and/or performed using 

hardware. For example, one or more of the methods described herein may be 

implemented in and/or realized using a chipset, an application-specific integrated circuit 

(ASIC), a large-scale integrated circuit (LSI) or integrated circuit, etc. 

[0046] Figure 2 illustrates various components that may be utilized in a UE 1002. The 

UE 1002 described in connection with Figure 2 may be implemented in accordance 

with the UE 102 described in connection with Figure 1. The UE 1002 includes a 

processor 1003 that controls operation of the UE 1002. The processor 1003 may also be 

referred to as a central processing unit (CPU). Memory 1005, which may include read­

only memory (ROM), random access memory (RAM), a combination of the two or any 

type of device that may store information, provides instructions 1007a and data 1009a 

to the processor 1003. A portion of the memory 1005 may also include non-volatile 

random access memory (NVRAM). Instructions 1007b and data 1009b may also reside 

in the processor 1003. Instructions 1007b and/or data 1009b loaded into the processor 

1003 may also include instructions 1007a and/or data 1009a from memory 1005 that 

were loaded for execution or processing by the processor 1003. The instructions 1007b 

may be executed by the processor 1003 to implement the methods described above. 
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[0047] The UE 1002 may also include a housing that contains one or more 

transmitters 1058 and one or more receivers 1020 to allow transmission and reception 

of data. The transmitter(s) 1058 and receiver(s) 1020 may be combined into one or 

more transceivers 1018. One or more antennas 1022a-n are attached to the housing and 

electrically coupled to the transceiver 1018. 

[0048] The various components of the UE 1002 are coupled together by a bus system 

1011, which may include a power bus, a control signal bus and a status signal bus, in 

addition to a data bus. However, for the sake of clarity, the various buses are illustrated 

in Figure 2 as the bus system 1011. The UE 1002 may also include a digital signal 

processor (DSP) 1013 for use in processing signals. The UE 1002 may also include a 

communications interface 1015 that provides user access to the functions of the UE 

1002. The UE 1002 illustrated in Figure 2 is a functional block diagram rather than a 

listing of specific components. 

[0049] Figure 3 illustrates various components that may be utilized in a gNB 1160. 

The gNB 1160 described in connection with Figure 3 may be implemented in 

accordance with the gNB 160 described in connection with Figure 1. The gNB 1160 

includes a processor 1103 that controls operation of the gNB 1160. The processor 1103 

may also be referred to as a central processing unit (CPU). Memory 1105, which may 

include read-only memory (ROM), random access memory (RAM), a combination of 

the two or any type of device that may store information, provides instructions 1107a 

and data 1109a to the processor 1103. A portion of the memory 1105 may also include 

non-volatile random access memory (NVRAM). Instructions 1107b and data 1109b 

may also reside in the processor 1103. Instructions 1107b and/or data 1109b loaded into 

the processor 1103 may also include instructions 1107a and/or data 1109a from 

memory 1105 that were loaded for execution or processing by the processor 1103. The 

instructions 1107b may be executed by the processor 1103 to implement the methods 

described above. 

[0050] The gNB 1160 may also include a housing that contains one or more 

transmitters 1117 and one or more receivers 1178 to allow transmission and reception 

SLA3773P Petitioners' Exhibit 1012, p. 28 
AT&T et al v. Asustek Computer 

IPR2024-00992



-17-

of data. The transmitter(s) 1117 and receiver(s) 1178 may be combined into one or 

more transceivers 1176. One or more antennas 1180a-n are attached to the housing and 

electrically coupled to the transceiver 1176. 

[0051] The various components of the gNB 1160 are coupled together by a bus 

system 1111, which may include a power bus, a control signal bus and a status signal 

bus, in addition to a data bus. However, for the sake of clarity, the various buses are 

illustrated in Figure 3 as the bus system 1111. The gNB 1160 may also include a digital 

signal processor (DSP) 1113 for use in processing signals. The gNB 1160 may also 

include a communications interface 1115 that provides user access to the functions of 

the gNB 1160. The gNB 1160 illustrated in Figure 3 is a functional block diagram 

rather than a listing of specific components. 

[0052] Figure 4 is a block diagram illustrating one implementation of a UE 1202 in 

which systems and methods for performing uplink transmissions may be implemented. 

The UE 1202 includes transmit means 1258, receive means 1220 and control means 

1224. The transmit means 1258, receive means 1220 and control means 1224 may be 

configured to perform one or more of the functions described in connection with Figure 

I above. Figure 2 above illustrates one example of a concrete apparatus structure of 

Figure 4. Other various structures may be implemented to realize one or more of the 

functions of Figure 1. For example, a DSP may be realized by software. 

[0053] Figure 5 is a block diagram illustrating one implementation of a gNB 1360 in 

which systems and methods for performing uplink transmissions may be implemented. 

The gNB 1360 includes transmit means 1317, receive means 1378 and control means 

1382. The transmit means 1317, receive means 1378 and control means 1382 may be 

configured to perform one or more of the functions described in connection with Figure 

I above. Figure 3 above illustrates one example of a concrete apparatus structure of 

Figure 5. Other various structures may be implemented to realize one or more of the 

functions of Figure 1. For example, a DSP may be realized by software. 

[0054] Figure 6 is a diagram illustrating one example of a resource grid. The resource 

grid illustrated in Figure 6 may be applicable for both downlink and uplink and may be 
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utilized in some implementations of the systems and methods disclosed herein. More 

detail regarding the resource grid is given in connection with Figure 1. 

[0055] In Figure 6, one subframe 269 may include one or several slots 283. For a 

given numerology µ, NµRB is bandwidth configuration of the serving cell, expressed in 

multiples of NRB sc, where NRB sc is a resource block 289 size in the frequency domain 

expressed as a number of subcarriers, and NSF,µ symb is the number of Orthogonal 

Frequency Division Multiplexing (OFDM) symbols 287 in a subframe 269. In other 

words, For each numerology µ and for each of downlink and uplink, a resource grid of 

NµRBNRB sc subcarriers and NSF,µ symb OFDM symbols may be defined. There may 

be one resource grid per antenna port p, per subcarrier spacing configuration (i.e. 

numerology) µ, and per transmission direction (uplink or downlink). A resource block 

289 may include a number of resource elements (RE) 291. 

[0056] Multiple OFDM numerologies (also referred to as just numerologies) are 

supported as given by Table Xl. Each of the numerologies may be tied to its own 

subcarrier spacing !).f 

Table Xl 

µ !).f=2µ· 15 [kHz] Cyclic prefix 
0 15 Normal 
1 30 Normal 
2 60 Normal, Extended 
3 120 Normal 
4 240 Normal 
5 480 Normal 

[0057] For subcarrier spacmg configuration µ, slots are numbered nµsE {0, ... , 

NSF,µ slot-1} in increasing order within a subframe and nµsJE { 0, ... , Nframe,µ slot-1} in 

increasing order within a frame. There are Nslot,µ symb consecutive OFDM symbols in 
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slot,µ 
a slot where N symb depends on the subcarrier spacmg used and the slot 

configuration as given by Table X2 for normal cyclic prefix and Table X3 for extended 

cyclic prefix. The number of consecutive OFDM symbols per subframe is NSF,µ symb= 

Nslot,µ symb-NSF,µ slot- The start of slot nµs in a subframe is aligned in time with the 

slotµ . 
start of OFDM symbol nµs N ' symb m the same subframe. Not all UEs may be 

capable of simultaneous transmission and reception, implying that not all OFDM 

symbols in a downlink slot or an uplink slot may be used. 

Table X2 

µ Slot configuration 
0 1 

Nslot,µ symb Nframe,µslot NSF,µslot Nslot,µ symb Nframe,µslot NSF,µslot 

0 14 10 1 7 20 2 
1 14 20 2 7 40 4 
2 14 40 4 7 80 8 
3 14 80 8 - - -

4 14 160 16 - - -

5 14 320 32 - - -

Table X3 

µ Slot configuration 
0 1 

Nslot,µ svmb Nframe,µslot NSF,µslot Nslot,µ svmb Nframe,µ slot NSF,µslot 

2 12 40 4 6 80 8 
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[0058] For a PCell, NµRB is broadcast as a part of system information. For an SCell 

(including a Licensed-Assisted Access (LAA) SCell), NµRB is configured by a RRC 

message dedicated to a UE 102. For PDSCH mapping, the available RE 291 may be the 

RE 291 whose index I fulfils l~ldata,start and/or lctata,end~l in a subframe. 

[0059] The OFDM access scheme with cyclic prefix (CP) may be employed, which 

may be also referred to as CP-OFDM. In the downlink, PDCCH, EPDCCH (Enhanced 

Physical Downlink Control Channel), PDSCH and the like may be transmitted. A radio 

frame may include a set of subframes 269 (e.g. 10 subframes). The RB is a unit for 

assigning downlink radio resources, defined by a predetermined bandwidth (RB 

bandwidth) and one or more OFDM symbols. 

[0060] A resource block is defined as NRB sc=l2 consecutive subcarriers m the 

frequency domain. 

[0061] Carrier resource blocks are numbered from O to NµRB-1 in the frequency 

domain for subcarrier spacing configuration µ. The relation between the carrier resource 

block number nrnB in the frequency domain and resource elements (k,l) is given by 

nrnB=floor(k/NRB sc) where k is defined relative to the resource grid. Physical resource 

blocks are defined within a carrier bandwidth part (BWP) and numbered from O to 

NsizeBWP,i-1 where i is the number of the carrier bandwidth part. The relation 

between physical and absolute resource blocks in carrier bandwidth part i is given by 

start start . . 
nrnB= nPRB + N BWP,i-1, where N BWP,i 1s the carrier resource block where 

carrier bandwidth part starts. Virtual resource blocks are defined within a carrier 

bandwidth part and numbered from O to NsizeBWP,i-1 where i is the number of the 

carrier bandwidth part. 

[0062] A carrier bandwidth part is a contiguous set of physical resource blocks, 

selected from a contiguous subset of the carrier resource blocks for a given numerology 
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µ on a given carrier. The number of resource blocks NsizeBWP,i in a carrier BWP may 

fulfil Nmin,µRB,x <= NsizeBWP,i <= Nmax,µRB,x- A UE can be configured with up to 

four carrier bandwidth parts in the downlink with a single downlink carrier bandwidth 

part being active at a given time. The UE is not expected to receive PDSCH or PDCCH 

outside an active bandwidth part. A UE can be configured with up to four carrier 

bandwidth parts in the uplink with a single uplink carrier bandwidth part being active at 

a given time. The UE shall not transmit PUSCH or PUCCH outside an active 

bandwidth part. 

[0063] The RB may include twelve sub-carriers in frequency domain and one or more 

OFDM symbols in time domain. A region defined by one sub-carrier in frequency 

domain and one OFDM symbol in time domain is referred to as a resource element 

(RE) and is uniquely identified by the index pair (k,zRG) in the resource grid, where 

k-o µ RB 1 d zRG_o SF,µ 1 - , ... ,N RBN sc- an - , ... ,N symb- are indices in the frequency and 

time domains, respectively. Moreover, RE is uniquely identified by the index pair (k,l) 

based on a certain reference point, where l are indices in the time domain. The reference 

point can be based on the resource grid, i.e. component carrier (CC) basis. Alternatively 

the reference point can be based on a certain band width part in the component carrier. 

While subframes in one CC are discussed herein, subframes are defined for each CC 

and subframes are substantially in synchronization with each other among CCs. 

[0064] In the uplink, in addition to CP-OFDM, a Single-Carrier Frequency Division 

Multiple Access (SC-FDMA) access scheme may be employed, which is also referred 

to as Discrete Fourier Transform-Spreading OFDM (DFT-S-OFDM). In the uplink, 

PUCCH, PDSCH, Physical Random Access Channel (PRACH) and the like may be 

transmitted. 

[0065] F h 1 d .d f Nmax,µ NRB or eac numero ogy an carrier, a resource gn o RB,x sc 

subcarriers and NSF,µsymb OFDM symbols is defined, where Nmax,µRB,x is given by 

Table X4 and x is DL or UL for downlink and uplink, respectively. There is one 
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resource grid per antenna port p, per subcarrier spacmg configuration µ, and per 

transmission direction (downlink or uplink). 

Table X4 

µ mmµ maxµ mmµ maxµ 
N ' RB DL N ' RB DL N ' RB,UL N ' RB,UL 

' ' 
0 20 275 24 275 
1 20 275 24 275 
2 20 275 24 275 
3 20 275 24 275 
4 20 138 24 138 
5 20 69 24 69 

[0066] A UE 102 may be instructed to receive or transmit using a subset of the 

resource grid only. The set of resource blocks a UE is referred to as a carrier bandwidth 

part and may be configured to receive or transmit upon are numbered from O to 

NµRB-1 in the frequency domain. The UE may be configured with one or more carrier 

bandwidth parts, each of which may have the same or different numerology. 

[0067] Transmissions in multiple cells can be aggregated where up to fifteen 

secondary cells can be used in addition to the primary cell. A UE 102 configured for 

operation in bandwidth parts (BWPs) of a serving cell, is configured by higher layers 

for the serving cell a set of at most four bandwidth parts (BWPs) for receptions by the 

UE (DL BWP set) in a DL bandwidth by parameter DL-BWP-index and a set of at most 

four BWPs for transmissions by the UE 102 (UL BWP set) in an UL bandwidth by 

parameter UL-BWP-index for the serving cell. For unpaired spectrum operation, a DL 

BWP from the set of configured DL BWPs is linked to an UL BWP from the set of 

configured UL BWPs, where the DL BWP and the UL BWP have a same index in the 

respective sets. For unpaired spectrum operation, a UE 102 can expect that the center 

frequency for a DL BWP is same as the center frequency for a UL BWP. 

[0068] One or more sets of PRB(s) may be configured for DL control channel 

monitoring. In other words, a control resource set is, in the frequency domain, a set of 

PRBs within which the UE 102 attempts to blindly decode downlink control 
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information (i.e., monitor downlink control information (DCI)), where the PRBs may or 

may not be frequency contiguous, a UE 102 may have one or more control resource 

sets, and one DCI message may be located within one control resource set. In the 

frequency-domain, a PRB is the resource unit size (which may or may not include 

DMRS) for a control channel. A DL shared channel may start at a later OFDM symbol 

than the one(s) which carries the detected DL control channel. Alternatively, the DL 

shared channel may start at ( or earlier than) an OFDM symbol than the last OFDM 

symbol which carries the detected DL control channel. In other words, dynamic reuse of 

at least part of resources in the control resource sets for data for the same or a different 

UE 102, at least in the frequency domain may be supported. 

[0069] Namely, a UE 102 may have to monitor a set of PDCCH candidates in one or 

more control resource sets on one or more activated serving cells or bandwidth parts 

(BWPs) according to corresponding search spaces where monitoring implies decoding 

each PDCCH candidate according to the monitored DCI formats. Here, the PDCCH 

candidates may be candidates for which the PDCCH may possibly be assigned and/or 

transmitted. A PDCCH candidate is composed of one or more control channel elements 

(CCEs). The term "monitor" means that the UE 102 attempts to decode each PDCCH in 

the set of PDCCH candidates in accordance with all the DCI formats to be monitored. 

[0070] The set of PDCCH candidates that the UE 102 monitors may be also referred 

to as a search space. That is, the search space is a set of resource that may possibly be 

used for PDCCH transmission. 

[0071] Furthermore, a common search space (CSS) and a user-equipment search 

space (USS) are set (or defined, configured) in the PDCCH resource region. For 

example, the CSS may be used for transmission of DCI to a plurality of the UEs 102. 

That is, the CSS may be defined by a resource common to a plurality of the UEs 102. 

For example, the CSS is composed of CCEs having numbers that are predetermined 

between the gNB 160 and the UE 102. For example, the CSS is composed of CCEs 

having indices Oto 15. 
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[0072] Here, the CSS may be used for transmission of DCI to a specific UE 102. That 

is, the gNB 160 may transmit, in the CSS, DCI format(s) intended for a plurality of the 

UEs 102 and/or DCI format(s) intended for a specific UE 102. There may be one or 

more types of CSS. For example, Type 0 PDCCH CSS may be defined for a DCI format 

scrambled by a System Information-Radio Network Temporary Identifier (SI-RNTI) on 

PCell. Type 1 PDCCH CSS may be defined for a DCI format scrambled by a Random 

Access- (RA-)RNTI. Additionally and/or alternatively, Type 1 PDCCH CSS may be 

used for a DCI format scrambled by a Temporary Cell- (TC-)RNTI or Cell- (C-)RNTI. 

Type 2 PDCCH CSS may be defined for a DCI format scrambled by a Paging- (P­

)RNTI. Type 3 PDCCH CSS may be defined for a DCI format scrambled by an 

Interval- (INT-)RNTI, where if a UE 102 is configured by higher layers to decode a DCI 

format with CRC scrambled by the INT-RNTI and if the UE 102 detects the DCI format 

with CRC scrambled by the INT-RNTI, the UE 102 may assume that no transmission to 

the UE 102 is present in OFDM symbols and resource blocks indicated by the DCI 

format. Additionally and/or alternatively, Type 3 PDCCH CSS may be used for a DCI 

format scrambled by the other RNTI (e.g. Transmit Power Control- (TPC-)RNTI, Pre­

emption Indication- (PI-)RNTI, Slot Format- (SF-)RNTI, Semi persistent scheduling­

(SPS-)RNTI, Grant free- (GF-)RNTI). 

[0073] AUE may be indicated by System Information Block Type0 (SIB0), which is 

also referred to as MIB, a control resource set for Type0-PDCCH common search space 

and a subcarrier spacing and a CP length for PDCCH reception. The Type0-PDCCH 

common search space is defined by the CCE aggregation levels and the number of 

candidates per CCE aggregation level. The UE may assume that the DMRS antenna 

port associated with PDCCH reception in the Type0-PDCCH common search space and 

the DMRS antenna port associated with Physical Broadcast channel (PECH) reception 

are quasi-collocated with respect to delay spread, Doppler spread, Doppler shift, 

average delay, and spatial Rx parameters. PECH carries Master Information Block 

(MIB) which contains most important pieces of system information. A PDCCH with a 

certain DCI format in Type0-PDCCH common search space schedules a reception of a 
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PDSCH with SIB Typel (SIBl) or with other SI messages. AUE may be indicated by 

SIBl control resource set(s) for Typel-PDCCH common search space. A subcarrier 

spacing and a CP length for PDCCH reception with Typel-PDCCH common search 

space are same as for PDCCH reception with Type0-PDCCH common search space. 

The UE may assume that the DMRS antenna port associated with PDCCH reception in 

the Typel-PDCCH common search space and the DMRS antenna port associated with 

PECH reception are quasi-collocated with respect to delay spread, Doppler spread, 

Doppler shift, average delay, and spatial Rx parameters. A monitoring periodicity of 

paging occasions for PDCCH in Type2-PDCCH common search space may be 

configured to the UE by higher layer parameter. A UE may be configured by higher 

layer signaling whether and/or which serving cell(s) to monitor Type3-PDCCH 

common search space. 

[0074] The USS may be used for transmission of DCI to a specific UE 102. That is, 

the USS is defined by a resource dedicated to a certain UE 102. That is, the USS may 

be defined independently for each UE 102. For example, the USS may be composed of 

CCEs having numbers that are determined based on a RNTI assigned by the gNB 160, a 

slot number in a radio frame, an aggregation level, or the like. 

[0075] Here, the RNTI(s) may include C-RNTI (Cell-RNTI), Temporary C-RNTI. 

Also, the USS (the position(s) of the USS) may be configured by the gNB 160. For 

example, the gNB 160 may configure the USS by using the RRC message. That is, the 

base station may transmit, in the USS, DCI format(s) intended for a specific UE 102. 

[0076] Here, the RNTI assigned to the UE 102 may be used for transmission of DCI 

(transmission of PDCCH). Specifically, CRC (Cyclic Redundancy Check) parity bits 

(also referred to simply as CRC), which are generated based on DCI (or DCI format), 

are attached to DCI, and, after attachment, the CRC parity bits are scrambled by the 

RNTI. The UE 102 may attempt to decode DCI to which the CRC parity bits scrambled 

by the RNTI are attached, and detects PDCCH (i.e., DCI, DCI format). That is, the UE 

102 may decode PDCCH with the CRC scrambled by the RNTI. 
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[0077] When the control resource set spans multiple OFDM symbols, a control 

channel candidate may be mapped to multiple OFDM symbols or may be mapped to a 

single OFDM symbol. One DL control channel element may be mapped on REs defined 

by a single PRB and a single OFDM symbol. If more than one DL control channel 

elements are used for a single DL control channel transmission, DL control channel 

element aggregation may be performed. 

[0078] The number of aggregated DL control channel elements is referred to as DL 

control channel element aggregation level. The DL control channel element aggregation 

level may be I or 2 to the power of an integer. The gNB 160 may inform a UE I 02 of 

which control channel candidates are mapped to each subset of OFDM symbols in the 

control resource set. If one DL control channel is mapped to a single OFDM symbol 

and does not span multiple OFDM symbols, the DL control channel element 

aggregation is performed within an OFDM symbol, namely multiple DL control 

channel elements within an OFDM symbol are aggregated. Otherwise, DL control 

channel elements in different OFDM symbols can be aggregated. 

[0079] DCI formats may be classified into at least 4 types, DL regular, UL regular, 

DL fallback and UL fallback. The DL regular DCI format and the UL regular DCI 

format may have a same DCI payload size. The DL fallback DCI format and the UL 

fallback DCI format may have a same DCI payload size. Table X5, X6, X7, and X8 

show examples of the DL regular DCI format, the UL regular DCI format, the DL 

fallback DCI format, and the UL fallback DCI format, respectively. "Mandatory" may 

mean the information field is always present irrespective of RRC (re)configuration. 

"Optional" may mean the information field may or may not be present depending on 

RRC (re)configuration. In the DL fallback DCI format and the UL fallback DCI format, 

all information fields are mandatory so that their DCI payload sizes are fixed 

irrespective of RRC (re)configuration. 

Table X5 
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Information 
The 

Mandatory 
number Remarks 

field 
of bits 

/ Optional 

Header 2 Mandatory The header is used to distinguish different 
DCI formats with the same DCI size 

Carrier 0 or 3 Optional 
indicator 
Frequency- 25 Mandatory VRBs, indiacated using type 0 or type 1 
domain resource allocation 
PDSCH 
resources 
Time-domain 2 Mandatory Index into an RRC-configured table 
PDSCH providing the set of OFDM symbols used 
resources for PDSCH transmission 
VRB-to-PRB 1 Optional Flag to control VRB-to-PRB mapping 
mappmg 
Reserved 1 Optional Indicate whether reserved resources should 
resources be excluded form the PDSCH allocation. 
Bundling size 1 Optional Select from two RRC configured bundling 

sies for PDSCH 
Modulation 5 Mandatory MCS 
and coding 
scheme 
New data 1 Mandatory 
indicator 
Redundancy 2 Mandatory 
vers10n 
Modulation 0 or 5 Optional 
and coding 
scheme, 
second CW 
New data 0 or 1 Optional 
indicator, 
second CW 
Redundancy 0or2 Optional 
vers10n, 
second CW 
HARQ 3 Mandatory 
process 
number 
CBGFI 1 Optional Code block group (CBG) flush indication. 

Consists of 1 bit if CBG retransmission 
configured. 
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CBGTI 4 Optional Indicates the CBG(s) (re)transmitted. 
Consists of N bits bitmap if CBG is 
configured. 

TPC 2 Mandatory 
command for 
PUCCH 
ARI 2 Mandatory 
(ACK/NAK 
Resource 
Index) 
HARQ timing 2 To indicate the timing of the ACK relative 
indicator to the PDSCH reception 
Downlink 4 Optional DAI (counter DAI and total DAI) 
Assignment 
Index 
Antenna 2 Optional Antenna ports used (and the number of 
port(s) layers) 
TCI 2 Optional Provides beam indication to indicate QCL 
(Transmission assumption between DL RS antenna port(s) 
Configuration and DMRS antenna port(s) of DL data 
Indication) channel at least w.r.t. spatial QCL 

parameter 
CSI request 4 Optional CSI measurement request and CSI report 

trigger for CSI on PUCCH 

Table X6 

Information 
The 

Mandatory 
number Remarks 

field 
of bits 

/ Optional 

Header 2 Mandatory The header is used to distinguish different 
DCI formats with the same DCI size 

Carrier 0 Optional 
indicator 
Frequency- 25 Mandatory VRBs, indiacated using type O or type 1 
domain resource allocation 
PDSCH 
resources 
Time-domain 2 Mandatory Index into an RRC-configured table 
PDSCH providing the set of OFDM symbols used 
resources for PUSCH transmission 
VRB-to-PRB 1 Mandatory Flag to control VRB-to-PRB mapping 
mappmg 
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UCion 2 Optional Indication of beta value for UCI on 
PUSCH PUSCH, possibly also other UCI-on-
information PUSCH-related information 
Modulation 5 Mandatory MCS 
and coding 
scheme 
New data 1 Mandatory 
indicator 
Redundancy 2 Mandatory 
vers10n 
HARQ process 3 Mandatory HARQ process number, 3 or 4 bits 
number 
CBGTI 4 Optional Indicates the CBG(s) (re)transmitted. 

Consists of N bits bitmap if CBG is 
configured. 

TPC command 2 Mandatory 
forPUSCH 
SRI/TRI/TPMI 4 Optional SRS resource indicator, TPMI, and 

Transmission rank indicator jointly 
encoded. At least 4 bits is used with 1 
SRS resource. 

Antenna ports 2 Optional Antenna ports, scrambling identity 
SRS request 4 Optional To trigger an SRS transmission in the 

uplink. 
CSI request 4 Mandatory CSI measurement request and CSI report 

trigger for CSI on PUSCH 

Table X7 

Information 
The 

Mandatory 
number Remarks 

field 
of bits 

/ Optional 

Header 2 Mandatory The header is used to distinguish different 
DCI formats with the same DCI size 

Frequency- 15 Mandatory VRBs indicated using type 1. Fixed BW or 
domain dependent on some BW provided by 
PDSCH sysinfo ( cannot be reconfigurable for the 
resources fall back format) 
Time-domain 2 Mandatory Index into an preconfigured table providing 
PDSCH the set of OFDM symbols used for PDSCH 
resources transmission 
VRB-to-PRB 1 Mandatory Flag to control VRB-to-PRB mapping 
mappmg 
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Reserved 1 Mandatory Indicate whether reserved resources should 
resources be excluded form the PDSCH allocation. 
Modulation 5 Mandatory Only single-layer transmission in fallback 
and coding 
scheme 
New data 1 Mandatory 
indicator 
Redundancy 2 Mandatory 
vers10n 
HARQ 3 Mandatory 
process 
number 
TPC 2 Mandatory 
command for 
PUCCH 
ARI 2 Mandatory 
(ACK/NAK 
Resource 
Index) 
Downlink 2 Mandatory 
Assignment 
Index 
Antenna 2 Mandatory 
port(s) 
TCI 2 
(Transmission 
Configuration 
Information) 

Table X8 

Information 
The 

Mandatory 
number Remarks 

field 
of bits 

/ Optional 

Header 2 Mandatory The header is used to distinguish different 
DCI formats with the same DCI size 

Frequency- 15 Mandatory VRBs indicated using type 1. Fixed BW 
domain or dependent on some BW provided by 
PUSCH sysinfo ( cannot be reconfigurable for the 
resources fall back format) 
Time-domain 2 Mandatory Index into an preconfigured table 
PUSCH providing the set of OFDM symbols used 
resources for PDSCH transmission 
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VRB-to-PRB 1 Mandatory Flag to control VRB-to-PRB mapping 
mappmg 
Modulation 5 Mandatory Only single-layer transmission in fallback 
and coding 
scheme 
New data 1 Mandatory 
indicator 
Redundancy 2 Mandatory 
vers10n 
HARQ process 3 Mandatory 
number 
TPC command 2 Mandatory 
forPUSCH 
SRI/TRI/TPMI 4 Mandatory 
AP /ID/layers 2 Mandatory 

[0080] Figure 7 shows examples of several numerologies. The numerology #1 (µ=0) 

may be a basic numerology. For example, a RE of the basic numerology is defined with 

subcarrier spacing of 15 kHz in frequency domain and 2048KTs + CP length (e.g., 

512KTs, 160KTs or 144KTs) in time domain, where Ts denotes a baseband sampling 

time unit defined as 1/(15000*2048) seconds. For the µ-th numerology, the subcarrier 

spacing may be equal to 15*2µ and the effective OFDM symbol length NuTs =2048*2-

µKTs. It may cause the symbol length is 2048*2-µKTs + CP length (e.g., 512*2-µKTs, 

160*2-µKTs or 144*2-µKTs). Note that K=64, Ts=l/(~Jmax·Nf), ~Jmax=480-103 Hz (i.e. ~f 

for µ=5), and NF4096. In other words, the subcarrier spacing of the µ+ 1-th numerology 

is a double of the one for the µ-th numerology, and the symbol length of the µ+ 1-th 

numerology is a half of the one for the µ-th numerology. Figure 7 shows four 

numerologies, but the system may support another number of numerologies. 

[0081] Figure 8 shows a set of examples of subframe structures for the numerologies 

that are shown in Figure 7. These examples are based on the slot configuration set to 0. 

A slot includes 14 symbols, the slot length of theµ+ 1-th numerology is a half of the one 

for the µ-th numerology, and eventually the number of slots in a subframe (i.e., 1 ms) 
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becomes double. It may be noted that a radio frame may include IO subframes, and the 

radio frame length may be equal to 10 ms. 

[0082] Figure 9 shows another set of examples of subframe structures for the 

numerologies that are shown in Figure 7. These examples are based on the slot 

configuration set to 1. A slot includes 7 symbols, the slot length of the µ+ I-th 

numerology is a half of the one for the µ-th numerology, and eventually the number of 

slots in a subframe (i.e., I ms) becomes double. 

[0083] Figure 10 shows examples of slots and sub-slots. If sub-slot (i.e. time domain 

resource allocation in unites of OFDM symbol or a set of a few OFDM symbols) is not 

configured by higher layer, the UE 102 and the gNB 160 may only use a slot as a 

scheduling unit. More specifically, a given transport block may be allocated to a slot. If 

the sub-slot is configured by higher layer, the UE I 02 and the gNB 160 may use the 

sub-slot as well as the slot. The sub-slot may include one or more OFDM symbols. The 

maximum number of OFDM symbols that constitute the sub-slot may be NSF,µsymb-1. 

The sub-slot length may be configured by higher layer signaling. Alternatively, the sub­

slot length may be indicated by a physical layer control channel (e.g., by DCI format). 

The sub-slot may start at any symbol within a slot unless it collides with a control 

channel. There could be restrictions of mini-slot length based on restrictions on starting 

position. For example, the sub-slot with the length of NSF,µsymb-1 may start at the 

second symbol in a slot. The starting position of a sub-slot may be indicated by a 

physical layer control channel (e.g., by DCI format). Alternatively, the starting position 

of a sub-slot may be derived from information (e.g., search space index, blind decoding 

candidate index, frequency and/or time resource indices, PRB index, a control channel 

element index, control channel element aggregation level, an antenna port index, etc) of 

the physical layer control channel which schedules the data in the concerned sub-slot. In 

cases when the sub-slot is configured, a given transport block may be allocated to either 

a slot, a sub-slot, aggregated sub-slots or aggregated sub-slot(s) and slot. This unit may 

also be a unit for HARQ-ACK bit generation. 

SLA3773P Petitioners' Exhibit 1012, p. 44 
AT&T et al v. Asustek Computer 

IPR2024-00992



-33-

[0084] Figure 11 shows examples of scheduling timelines. For a normal DL 

scheduling timeline, DL control channels are mapped the initial part of a slot. The DL 

control channels schedule DL shared channels in the same slot. HARQ-ACKs for the 

DL shared channels (i.e., HARQ-ACKs each of which indicates whether or not 

transport block in each DL shared channel is detected successfully) are reported via UL 

control channels in a later slot. In this instance, a given slot may contain either one of 

DL transmission and UL transmission. For a normal UL scheduling timeline, DL 

control channels are mapped the initial part of a slot. The DL control channels schedule 

UL shared channels in a later slot. For these cases, the association timing (time shift) 

between the DL slot and the UL slot may be fixed or configured by higher layer 

signaling. Alternatively, it may be indicated by a physical layer control channel (e.g., 

the DL assignment DCI format, the UL grant DCI format, or another DCI format such 

as DE-common signaling DCI format which may be monitored in common search 

space). 

[0085] For a self-contained base DL scheduling timeline, DL control channels are 

mapped the initial part of a slot. The DL control channels schedules DL shared channels 

in the same slot. HARQ-ACKs for the DL shared channels are reported UL control 

channels which are mapped at the ending part of the slot. For a self-contained base UL 

scheduling timeline, DL control channels are mapped the initial part of a slot. The DL 

control channels schedules UL shared channels in the same slot. For these cases, the 

slot may contain DL and UL portions, and there may be a guard period between the DL 

and UL transmissions. The use of self-contained slot may be upon a configuration of 

self-contained slot. Alternatively, the use of self-contained slot may be upon a 

configuration of the sub-slot. Yet alternatively, the use of self-contained slot may be 

upon a configuration of shortened physical channel (e.g., PDSCH, PUSCH, PUCCH, 

etc.). 

[0086] Slot format indicator (SFI) may be defined to specify a format for one or more 

slot(s). With SFI, the UE 102 may be able to derive at least which symbols in a given 

slot that are 'DL', 'UL', and 'unknown', respectively. In addition, it may also indicate 
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which symbols in a given slot that are 'reserved'. With SFI, the UE 102 may also be 

able to derive the number of slots for which the SFI indicates their formats. SFI may be 

configured by dedicated RRC configuration message. Alternatively and/or additionally, 

SFI may be signaled by a group-common PDCCH (e.g. PDCCH with SF-RNTI). Yet 

alternatively and/or additionally, SFI may be broadcasted via master information block 

(MIB) or remaining minimum system information (RMSI). 

[0087] For example, 3 bit SFI can express up to 8 combinations of 'DL', 'UL', 

'Unknown' and 'reserved', each combination consists of Nslot,µsymb pieces of symbol 

M "f" 11 • th t Nslot,µ 14 b" • b types. ore spec1 1ca y, given a symb = , one com mat10n may e 

'Unknown' 'Unknown' 'Unknown' 'Unknown' 'Unknown' 'Unknown' 'Unknown' 

'Unknown' 'Unknown' 'Unknown' 'Unknown' 'Unknown' 'Unknown' 'Unknown'. 

Another combination may be all 'DL, that is 'DL' 'DL' 'DL' 'DL' 'DL' 'DL' 'DL' 

'DL' 'DL' 'DL' 'DL' 'DL' 'DL' 'DL'. Yet another combination may be all 'UL, that is 

'UL' 'UL' 'UL' 'UL' 'UL' 'UL' 'UL' 'UL' 'UL' 'UL' 'UL' 'UL' 'UL' 'UL'. Yet 

another combination may be a combination of 'DL', 'UL' and 'Reserved' such as 'DL' 

'DL' 'DL' 'DL' 'DL' 'DL' 'DL' 'DL' 'Reserved' 'Reserved' 'Reserved' 'Reserved' 

'UL'. 

[0088] 'DL' symbols may be available for DL receptions and CSI/RRM 

measurements at the UE 102 side. 'UL' symbols may be available for UL transmissions 

at the UE 102 side. 'Unknown' resource may also be referred to as 'flexible' and can be 

overridden by at least by DCI indication. 'Unknown' may be used to achieve the same 

as 'Reserved' if not overridden by DCI and/or SFI indication. 'Reserved' resource may 

be 'not transmit' and 'not receive' but cannot be overridden by DCI/SFI indication. On 

'Unknown' symbols, UE 102 may not be allowed to assume any DL and UL 

transmissions which are configured by higher-layer but not indicated by DCI/SFI 

indications, for example, periodic CSI-RS, periodic CSI-IM, semi-persistently 

scheduled CSI-RS, periodic CSI reporting, semi-persistently scheduled CSI reporting, 
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periodic SRS transmission, higher-layer configured Primary synchronization signal 

(PSS)/ secondary SS (SSS) I PBCH. 

[0089] The overriding of 'Unknown' symbols by the DCI means that UE 102 may 

have to assume only DL and UL transmissions (PDSCH transmission, PUSCH 

transmission, aperiodic CSI-RS transmission, aperiodic CSI-IM resource, aperiodic 

SRS transmission) which are indicated by DCI indications. The overriding of 

'Unknown' symbols by the SFI means that UE 102 may have to assume the symbols as 

either 'DL', 'UL', or 'Reserved' according to SFI indications. If the UE 102 assumes 

aperiodic CSI-RS transmission and/or aperiodic CSI-IM resource, the UE 102 may 

perform CSI and/or RRM measurement based on the aperiodic CSI-RS transmission 

and/or aperiodic CSI-IM resource. If the UE 102 does not assume aperiodic CSI-RS 

transmission and/or aperiodic CSI-IM resource, the UE 102 may not use the aperiodic 

CSI-RS transmission and/or aperiodic CSI-IM resource for CSI and/or RRM 

measurement. 

[0090] If the servmg cell is TDD cell and is DL only cell (a servmg cell with 

downlink component carrier but without uplink component carrier), UE 102 may 

interpret 'UL' indicated by SFI as 'Unknown'. Alternatively, if the serving cell is TDD 

cell and is DL only cell, UE 102 may interpret 'UL' indicated by SFI as 'Reserved. If 

the serving cell is TDD cell and is UL only cell (a serving cell without downlink 

component carrier but with uplink component carrier), UE 102 may interpret 'DL' 

indicated by SFI as 'Unknown'. Alternatively, if the serving cell is TDD cell and is UL 

only cell, UE 102 may interpret 'DL' indicated by SFI as 'Reserved. 

[0091] If the UE 102 detects PDCCH which indicate time domain resource allocation 

for the scheduled PDSCH includes 'Unknown' symbol(s), the UE 102 may assume the 

PDSCH is mapped on the 'Unknown' symbol(s). In this case, there are several options 

to handle the other DL transmission (e.g. aperiodic CSI-RS transmission, aperiodic 

CSI-IM resource) on the 'Unknown' symbol(s). The first option is that the UE 102 does 

not assume any other DL transmissions on the 'Unknown' symbol(s) except for the 

scheduled PDSCH. The second option is that the UE 102 assumes the other DL 

SLA3773P Petitioners' Exhibit 1012, p. 47 
AT&T et al v. Asustek Computer 

IPR2024-00992



-36-

transmissions on the 'Unknown' symbol(s) within the resources which are allocated for 

the scheduled PDSCH. The UE 102 does not assume any other DL transmissions on the 

'Unknown' symbol(s) outside the resources which are allocated for the scheduled 

PDSCH. The third option is that the UE 102 assumes the other DL transmissions on the 

'Unknown' symbol(s) irrespective of resource allocation for the PDSCH. In other 

words, the 'Unknown' symbol(s) is interpreted as 'DL'. 

[0092] The UE 102 may have to monitor PDCCH on some 'Unknown' symbols. 

There may be several options to monitor PDCCH. If all of the OFDM symbols which 

are assigned for a given control resource set (CO RESET) are 'DL', the UE 102 may 

assume all of the OFDM symbols are valid for monitoring of a PDCCH associated with 

the given CORESET. In this case, the UE 102 may assume each PDCCH candidate in 

the CORESET is mapped to all of the OFDM symbols for time-first RE group (REG)­

to-control channel element (CCE) mapping. If all of the OFDM symbols which are 

assigned for a given CORESET are 'Unknown', the UE 102 may assume all of the 

OFDM symbols are valid for monitoring of a PDCCH associated with the given 

CORESET. In this case, the UE 102 may assume each PDCCH candidate in the 

CORESET is mapped to all of the OFDM symbols for time-first REG-to-CCE mapping. 

[0093] If every OFDM symbols which is assigned for a given CORESET is either 

'UL' or 'Reserved', the UE 102 may assume those OFDM symbols are not valid for 

monitoring of a PDCCH associated with the given CORESET. If some of the OFDM 

symbols which are assigned for a given CORESET are 'DL' and the others are 'UL' or 

'Reserved' or if some of the OFDM symbols which are assigned for a given CORESET 

are 'Unknown' and the others are 'UL' or 'Reserved', the UE 102 may assume only the 

'DL' or 'Unknown' OFDM symbols are valid for monitoring of a PDCCH associated 

with the given CORESET. In this case, the UE 102 may assume each PDCCH 

candidate in the CORESET duration is mapped to all of the 'DL' OFDM symbols but 

not to 'UL' or 'Reserved' symbols. In other words, the UE 102 may assume a shortened 

CORESET duration than the CORESET duration which is configured by higher layer. 

SLA3773P Petitioners' Exhibit 1012, p. 48 
AT&T et al v. Asustek Computer 

IPR2024-00992



-37-

[0094] If some of the OFDM symbols which are assigned for a given CORESET are 

'DL' and the others are 'Unknown', the UE 102 may assume all of the 'DL' /'Unknown' 

OFDM symbols are valid for monitoring of a PDCCH associated with the given 

CORESET. In this case, the UE 102 may assume each PDCCH candidate in the 

CO RESET duration is mapped to all of the 'DL' /'Unknown' OFDM symbols, and a 

single PDCCH candidate may be allowed to be mapped across 'DL' and 'Unknown' 

OFDM symbols. Alternatively, if some of the OFDM symbols which are assigned for a 

given CORESET are 'DL' and the others are 'Unknown', the UE 102 may assume only 

the 'DL' OFDM symbols are valid for monitoring of a PDCCH associated with the 

given CORESET. In this case, the UE 102 may assume each PDCCH candidate in the 

CORESET duration is mapped to only the 'DL' OFDM symbols but not to 'Unknown' 

symbols. In other words, the UE 102 may not assume that a single PDCCH candidate is 

mapped across 'DL' and 'Unknown' OFDM symbols. Yet alternatively, which 

assumption the UE 102 follows may be set per CORESET. Alternatively and/or 

additionally, if 'DL' symbols are separated into more than one symbol sets by 

'Unknown' within a given CORESET, the UE 102 may assume only the first (i.e. the 

earliest) 'DL' OFDM symbol set is valid for monitoring of a PDCCH associated with 

the given CORESET. 

[0095] Figure 12 is a block diagram illustrating one implementation of a gNB 160. 

The gNB 160 may include a higher layer processor, a DL transmitter, a UL receiver, 

and antennas. The DL transmitter may include a PDCCH transmitter and a PDSCH 

transmitter. The UL receiver may include a PUCCH receiver and a PUSCH receiver. 

The higher layer processor may manage physical layer's behaviors (the DL transmitter's 

and the UL receiver's behaviors) and provide higher layer parameters to the physical 

layer. The higher layer processor may obtain transport blocks from the physical layer. 

The higher layer processor may send/acquire higher layer messages such as a common 

and dedicated RRC messages and/or MAC messages to/from a UE's higher layer. The 

higher layer processor may also set and/or store higher layer parameters carried by the 

higher layer messages. The higher layer processor may provide the PDSCH transmitter 
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transport blocks and provide the PDCCH transmitter transmission parameters related to 

the transport blocks. The UL receiver may receive multiplexed uplink physical channels 

and uplink physical signals via receiving antennas and de-multiplex them. The PUCCH 

receiver may provide the higher layer processor UCL The PUSCH receiver may provide 

the higher layer processor received transport blocks. 

[0096] Figure 13 is a block diagram illustrating one implementation of a UE 102. The 

UE 102 may include a higher layer processor, a UL transmitter, a DL receiver, and 

antennas. The UL transmitter may include a PUCCH transmitter and a PUSCH 

transmitter. The DL receiver may include a PDCCH receiver and a PDSCH receiver. 

The higher layer processor may manage physical layer's behaviors (the UL transmitter's 

and the DL receiver's behaviors) and provide higher layer parameters to the physical 

layer. The higher layer processor may obtain transport blocks from the physical layer. 

The higher layer processor may send/acquire higher layer messages such as a common 

and dedicated RRC messages and/or MAC messages to/from a UE's higher layer. The 

higher layer processor may also set and/or store higher layer parameters carried by the 

higher layer messages. The higher layer processor may provide the PUSCH transmitter 

transport blocks and provide the PUCCH transmitter UCL The DL receiver may receive 

multiplexed downlink physical channels and downlink physical signals via receiving 

antennas and de-multiplex them. The PDCCH receiver may provide the higher layer 

processor DCL The PDSCH receiver may provide the higher layer processor received 

transport blocks. 

[0097] For downlink data transmission, the UE 102 may attempt blind decoding of 

one or more PDCCH (also referred to just as control channel) candidates. This 

procedure is also referred to as monitoring of PDCCH. The PDCCH may carry DCI 

format which schedules PDSCH (also referred to just as shared channel or data channel). 

The gNB 160 may transmit PDCCH and the corresponding PDSCH in a downlink slot. 

Upon the detection of the PDCCH in a downlink slot, the UE 102 may receive the 

corresponding PDSCH in the downlink slot. Otherwise, the UE 102 may not perform 

PDSCH reception in the downlink slot. 
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[0098] Figure 14 illustrates an example of control resource unit and reference signal 

structure. A control resource set may be defined, in frequency domain, as a set of 

physical resource block(s) (PRBs). For example, a control resource set may include 

PRB#i to PRB#i+3 in frequency domain. The control resource set may also be defined, 

in time domain, as a set of OFDM symbol(s). It may also be referred to as a duration of 

the control resource set or just control resource set duration. For example, a control 

resource set may include three OFDM symbols, OFDM symbol#0 to OFDM symbol#2, 

in time domain. The UE 102 may monitor PDCCH in one or more control resource sets. 

The PRB set may be configured with respect to each control resource set through 

dedicated RRC signaling (e.g., via dedicated RRC reconfiguration). The control 

resource set duration may also be configured with respect to each control resource set 

through dedicated RRC signaling. 

[0099] In the control resource unit and reference signal structure shown in Figure 14, 

control resource units are defined as a set of resource elements (REs). Each control 

resource unit includes all REs (i.e., 12 REs) within a single OFDM symbol and within a 

single PRB (i.e., consecutive 12 subcarriers). REs on which reference signals (RSs) are 

mapped may be counted as those REs, but the REs for RSs are not available for 

PDCCH transmission and the PDCCH are not mapped on the REs for RSs. 

[00100] Multiple control resource units may be used for a transmission of a single 

PDCCH. In other words, one PDCCH may be mapped the REs which are included in 

multiple control resource units. Figure 14 shows the example that the UE 102 

performing blind decoding of PDCCH candidates assuming that multiple control 

resource units located in the same frequency carries one PDCCH. However, RSs for the 

PDCCH demodulation may be contained in all of the resource units on which the 

PDCCH is mapped. The UE 102 may not be allowed to assume that the RSs contained 

in a given resource unit can be used for demodulation of a different resource unit. This 

may increase diversity gain for PDCCH transmission, since the gNB 160 may apply 

different precoders for different resource units. Alternatively, the UE 102 may be 

allowed to assume that the RSs contained in a given resource unit can be used for 
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demodulation of a different resource unit within the same PRB. This may improve 

channel estimation accuracy, since the gNB 160 may apply the same precoders for more 

RSs within a PRB. 

[00101] Figure 15 illustrates an example of control channel and shared channel 

multiplexing. The starting and/or ending position(s) of PDSCH may be indicated via the 

scheduling PDCCH. More specifically, the DCI format which schedule PDSCH may 

include information field(s) for indicating the starting and/or ending position(s) of the 

scheduled PDSCH. 

[00102] The UE 102 may include a higher layer processor which is configured to 

acqmre a dedicated RRC message. The dedicated RRC message may include 

information indicating a control resource set configuration. The UE 102 may also 

include PDCCH receiving circuitry which is configured to monitor a PDCCH based on 

the control resource set configuration. The PDCCH may carry DCI format which 

schedule a PDSCH. The UE 102 may also include PDSCH receiving circuitry which is 

configured to receive the PDSCH upon the detection of the corresponding PDCCH. 

[00103] The gNB 160 may include a higher layer processor which is configured to 

send a dedicated RRC message. The dedicated RRC message may include information 

indicating a control resource set configuration. The gNB 160 may also include PDCCH 

transmitting circuitry which is configured to transmit a PDCCH based on the control 

resource set configuration. The PDCCH may carry DCI format which schedule a 

PDSCH. The gNB 160 may also include PDSCH transmitting circuitry which is 

configured to transmit the PDSCH upon the transmission of the corresponding PDCCH. 

[00104] UE 102 may monitor PDCCH candidates in a control resource set. The set of 

PDCCH candidates may be also referred to as search space. The control resource set 

may be defined by a PRB set in frequency domain and a duration in units of OFDM 

symbol in time domain. 

[00105] For each serving cell, higher layer signaling such as common RRC messages 

or UE dedicated RRC messages may configure the UE 102 with one or more PRB set(s) 

for PDCCH monitoring. For each serving cell, higher layer signaling such as common 
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RRC messages or UE dedicated RRC messages may also configure the UE 102 with the 

control resource set duration for PDCCH monitoring. 

[00106] Each control resource set may include a set of control channel elements 

(CCEs). Each CCE may be mapped to a set of resource element groups (REGs) which 

includes a plurality of REs. In the control resource set, a group-common PDCCH may 

be transmitted by the gNB 160. If the UE 102 is configured to monitor the group­

common PDCCH by higher layer signaling, the UE 102 may monitor the group­

common PDCCH. The group-common PDCCH may be a PDCCH with CRC scrambled 

by the certain RNTI, which may be fixed or be configured independently from C-RNTI. 

Alternatively, the group-common PDCCH may be a PDCCH with DCI format of which 

the RNTI field value is set to the certain RNTI. 

[00107] In the control resource set, a DE-specific PDCCH may be transmitted by the 

gNB 160. The UE 102 may monitor the PDCCH. The DE-specific PDCCH may be a 

PDCCH with CRC scrambled by the C-RNTI of the UE 102. Alternatively, the UE­

specific PDCCH may be a PDCCH with DCI format of which the RNTI field value is 

set to the C-RNTI of the UE 102. Monitoring of PDCCH may mean attempting to 

decode each of the PDCCH candidates in the set according to the monitored DCI 

formats. The UE 102 may monitor common search space within the control resource set. 

The UE 102 may also monitor DE-specific search space within the control resource set. 

The DE-specific PDCCH may be monitored in both the common and DE-specific 

search spaces while the group-common PDCCH may be monitored in only the common 

search space. The DE-specific PDCCH may schedules a PDSCH. The UE 102 may not 

be required to monitor the group-common PDCCH in the slot where the UE 102 would 

have a scheduled uplink transmission using at least the first OFDM symbol of the slot. 

[00108] Upon detection of the DE-specific PDCCH, the UE 102 may receive the 

corresponding PDSCH. The DCI format of the DE-specific PDCCH may include one or 

more information field(s), for example, a field for indicating resource block assignment 

for the PDSCH, a field for indicating the starting position (the index of first OFDM 

symbol which carries the PDSCH) of the PDSCH, a field for indicating modulation 
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order and transport block size for the PDSCH, etc. The group-common PDCCH, the 

DE-specific PDCCH and the PDSCH may be mapped to different RE sets so that they 

do not collide with one another. 

[00109] For each serving cell, higher layer signalling configures a UE with P control 

resource sets. For control resource set p, O<=p<P, the configuration includes: a first 

symbol index provided by higher layer parameter CORESET-start-symb; the number of 

consecutive symbols provided by higher layer parameter CORESET-time-duration; a 

set of resource blocks provided by higher layer parameter CORESET-freq-dom; a CCE­

to-REG mapping provided by higher layer parameter CORESET-trans-type (also 

referred to as CORESET-CCE-to-REG-mapping); a REG bundle size, in case of 

interleaved CCE-to-REG mapping, provided by higher layer parameter CORESET­

REG-bundle-size; and antenna port quasi-collocation provided by higher layer 

parameter CORESET-TCI-StateRefld. If the UE is not configured with higher layer 

parameter CORESET-TCI-StateRefld, the UE may assume that the DMRS antenna port 

associated with PDCCH reception in the USS and the DMRS antenna port associated 

with PECH reception are quasi-collocated with respect to delay spread, Doppler spread, 

Doppler shift, average delay, and spatial Rx parameters. 

[00110] For each serving cell and for each DCI format with CRC scrambled by C­

RNTI, SPS-RNTI and/or grant-free RNTI that a UE is configured to monitor PDCCH, 

the UE is configured with associations to control resource sets. The associations may 

include associations to a set of control resource sets by higher layer parameter DCI-to­

CORESET-map. For each control resource set in the set of control resource sets, the 

associations may include: the number of PDCCH candidates per CCE aggregation level 

L by higher layer parameter CORESET-candidates-DCI; a PDCCH monitoring 

periodicity of kp slots by higher layer parameter CORESET-monitor-period-DCI; a 

PDCCH monitoring offset of op slots, where 0<=op<kp, by higher layer parameter 

CORESET-monitor-offset-DCI; and a PDCCH monitoring pattern within a slot, 

indicating first symbol(s) of the control resource set within a slot for PDCCH 

monitoring, by higher layer parameter CORESET-monitor-DCI-symbolPattern. The UE 
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102 may assume that non-slot based scheduling is configured in addition to slot-based 

scheduling, if the UE 102 is configured with higher layer parameter CORESET­

monitor-DCI-symbolPattem. The UE 102 may assume that non-slot based scheduling is 

not configured but slot-based scheduling only, if the UE 102 is not configured with 

higher layer parameter CORESET-monitor-DCI-symbolPattem. 

[00111] Figure 16 illustrates PDCCH monitoring occasions for slot-based scheduling. 

A search space set may be identified for a combination of a control resource set, a DCI 

format (or DCI format group consisting of DCI format having a same DCI payload size). 

In the example shown in Figure 16, two search space sets are seen, search space set #0 

and #1. Both search space set #0 and #1 are associated with a same CORESET. The 

configuration of the CORESET such as CORESET-start-symb, CORESET-time­

duration, CORESET-freq-dom, CORESET-trans-type, CORESET-REG-bundle-size, 

CORESET-TCI-StateRefld apply to both search space set #0 and #1. For example, 

CORESET-time-duration set to 3 symbols applies to both of them. Search space set #0 

may be associated with a certain DCI format (e.g. DCI format 1, fallback DCI format), 

and search space set #1 may be associated with another certain DCI format (e.g. DCI 

format 2, regular DCI format). The higher layer parameter CORESET-monitor-period­

DCI is set to 2 slots for search space set #0, while the higher layer parameter 

CORESET-monitor-period-DCI is set to 1 slot for search space set #1. Therefore, DCI 

format 1 may be potentially transmitted and/or monitored in every 2 slot, while DCI 

format 2 may be potentially transmitted and/or monitored in every slot. 

[00112] Figure 17 illustrates PDCCH monitoring occasions for non-slot-based 

scheduling. In the example shown in Figure 16, two search space sets are seen, search 

space set #2 and #3. Both search space set #2 and #3 are associated with a same 

CORESET. This CORESET may or may not be the same CORESET as in Figure 16. 

The higher layer parameters CORESET-monitor-period-DCI for both search space set 

#2 and #3 are set to 1 slot. 

[00113] In addition, the higher layer parameters CORESET-monitor-DCI­

symbolPattem are individually configured to search space set #2 and #3. The higher 
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layer parameter CORESET-monitor-DCI-symbolPattem may indicate, using a bitmap 

scheme, OFDM symbol(s) on which PDCCH is monitored. To be more specific, The 

higher layer parameter CORESET-monitor-DCI-symbolPattem per search space set 

may consist of 14 bits, the pt bit to 14th bit which correspond to OFDM symbol #0 to 

#13, respectively. Each of the bits indicates whether or not PDCCH is monitored on the 

corresponding OFDM symbol (e.g. "0" indicates no PDCCH monitoring and "I" 

indicates PDCCH monitoring, or vice versa). In this example, the higher layer 

parameters CORESET-monitor-DCI-symbolPattem for search space set #2 indicates 

OFDM symbols #0 and #7 for PDCCH monitoring, which the higher layer parameters 

CORESET-monitor-DCI-symbolPattem for search space set #3 indicates OFDM 

symbols #0, #2, #4, #6, #8, #10, #12 for PDCCH monitoring. It is noted that these 

PDCCH monitoring applies to the slot that is specified by CORESET-monitor-period­

DCI and CORESET-monitor-offset-DCI. 

[00114] A control-channel element may consist of 6 resource-element groups (REGs) 

where a resource-element group equals one resource block during one OFDM symbol. 

Resource-element groups within a control-resource set may be numbered in increasing 

order in a time-first manner, starting with O for the first OFDM symbol and the lowest­

numbered resource block in the control resource set. A UE can be configured with 

multiple control-resource sets. Each control-resource set may be associated with one 

CCE-to-REG mapping only. The CCE-to-REG mapping for a control-resource set can 

be interleaved or non-interleaved, configured by the higher-layer parameter CORESET­

CCE-REG-mapping-type. The REG bundle size is configured by the higher-layer 

parameter CORESET-REG-bundle-size. For non-interleaved CCE-to-REG mapping, 

the REG bundle size is 6. For interleaved CCE-to-REG mapping, the REG bundle size 

is either 2 or 6 for a CORESET with CORESET-time-duration set to 1, and the REG 

bundle size is either NCORESETsymb or 6 for a CORESET with CORESET-time-duration 

NCORESETsymb set to greater than 1. The UE may assume: the same precoding in the 

frequency domain being used within a REG bundle if the higher-layer parameter 

CORESET-precoder-granularity equals CORESET-REG-bundle-size; and the same 
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precoding in the frequency domain being used across within contiguous RBs in 

CORESET if the higher-layer parameter CORESET-precoder-granularity equals the 

number of contiguous RBs in the frequency domain within CORESET. 

[00115] Some of the configuration per CORESET might not apply to search space 

set(s) for which the higher layer parameter CORESET-monitor-DCI-symbolPattern (e.g. 

symbol-wise bitmap) is configured. For example, even if the CORESET-time-duration 

is set to greater than 1 OFDM symbol, the UE 102 may assume each PDCCH 

monitoring occasion spans 1 OFDM symbol for the search space set(s) which is 

configured with CORESET-monitor-DCI-symbolPattern. The CORESET-time-duration 

set to greater than 1 OFDM symbol may be applicable to all and only the search space 

set(s) which is not configured with CORESET-monitor-DCI-symbolPattern. In this case, 

for interleaved CCE-to-REG mapping, the REG bundle size may be determined 

depending the CORESET-time-duration. Alternatively, for interleaved CCE-to-REG 

mapping, the REG bundle size may be determined assuming NCORESETsymb=l. 

[00116] Alternatively, the CORESET duration is always configured independently, 

and PDCCH monitoring occasion configured by using the symbol-wise bitmap may 

mean start of monitoring occasion if the CORESET duration is more than 1 OFDM 

symbol. For example, the CORESET-time-duration is set to 2 OFDM symbols and the 

third bit of the CORESET-monitor-DCI-symbolPattern is set to "l", the UE 102 may 

have to monitor PDCCH candidates which are mapped on the third and fourth OFDM 

symbols. In other words, each bit of the CORESET-monitor-DCI-symbolPattern set to 

"l" may indicate the starting symbol of one or more consecutive OFDM symbol(s) on 

which PDCCH candidate(s) are mapped. 

[00117] With this alternative, if the CO RESET duration is more than 1 OFDM symbol 

and at least if any of two adjacent bits of the CORESET-monitor-DCI-symbolPattern 

are set to "l", PDCCH monitoring occasions starting with OFDM symbols indicated by 

those two bits partially overlap. There are several ways to handle this overlapping. The 

first approach is that the UE 102 is not expected to be configured with the CORESET­

monitor-DCI-symbolPattern which causes overlapping between adjacent PDCCH 
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monitoring occasions for a same search space set. The second approach is that the 

PDCCH monitoring occasion overlapping is allowed and the DE 102 is not required to 

monitor PDCCH candidates being fully/partially mapped to the RE or REG that was 

already used by another detected PDCCH of another PDCCH monitoring occasion of 

the CORESET. The third approach is that the PDCCH monitoring occasion overlapping 

is allowed and the DE 102 is not required to monitor PDCCH candidates if the higher­

layer parameter CORESET-precoder-granularity equals the number of contiguous RBs 

in the frequency domain within CORESET and if another PDCCH was detected in the 

other PDCCH monitoring occasion (i.e. overlapping PDCCH monitoring occasion) of 

the CORESET. Additionally and/or alternatively, if the higher-layer parameter 

CORESET-precoder-granularity equals the number of contiguous RBs in the frequency 

domain within CORESET and if a PDCCH was detected in a PDCCH monitoring 

occasion in the CORESET, the DE 102 may assume DMRS associated with the 

detected PDCCH is present in all REGs within the set of contiguous RBs of the 

CORESET where and when the detected PDCCH is mapped, and the DE 102 may not 

be expected to monitor PDCCH(s) in another PDCCH monitoring occasion overlapping 

the DMRS. 

[00118] Each control resource set includes a set of CCEs numbered from O to 

NcCE,p,kp-1 where NcCE,p,kp is the number of CCEs in control resource set p m 

monitoring period kp. The sets of PDCCH candidates that a DE monitors are defined in 

terms of PDCCH DE-specific search spaces. A PDCCH DE-specific search space s(L)kp 

at CCE aggregation level L is defined by a set of PDCCH candidates for CCE 

aggregation level L. L can be one of 1, 2, 4, and 8. 

[00119] For each serving cell, a DE 102 may have to set the slot configuration per slot 

over the number of slots to be equal to the slot configuration per slot over the number of 

slots as indicated by higher layer parameter Slot-assignmentSIB 1 that may be a DE­

common parameter (i.e. cell-specific parameter). If the DE is additionally provided DE­

specific higher layer parameter Slot-assignment for the slot format per slot over the 

number of slots, the parameter Slot-assignment overrides only flexible symbols (also 

SLA3773P Petitioners' Exhibit 1012, p. 58 
AT&T et al v. Asustek Computer 

IPR2024-00992



-47-

referred to as unknown symbols) per slot over the number of slots as provided by Slot­

assignmentSIB 1. 

[00120] For each serving cell, for a set of symbols of a slot that are indicated as 

flexible (also referred to as unknown) by higher layer parameter Slot-assignmentSIBl 

and, when provided, by higher layer parameter Slot-assignment, the UE 102 may follow 

the following assumptions. The UE 102 may have to receive PDCCH, PDSCH, or CSI­

RS in the set of symbols of the slot if the UE 102 receives a corresponding indication 

by a DCI format with CRC scrambled by C-RNTI or a configuration by higher layers. 

The UE 102 may have to transmit PUSCH, PUCCH, PRACH, or SRS in the set of 

symbols of the slot if the UE receives a corresponding indication by a DCI format with 

CRC scrambled by C-RNTI or a configuration by higher layers. The UE 102 

configured for reception of PDCCH or trigger type O CSI-RS (i.e. higher layer 

configured CSI-RS, also known as semi-statically configured periodic CSI-RS) in the 

set of symbols of the slot may have to receive the PDCCH or the trigger type O CSI-RS 

if the UE does not detect a DCI format with CRC scrambled by C-RNTI indicating to 

the UE 102 to transmit PUSCH, PUCCH, PRACH, or SRS in the set of symbols of the 

slot; otherwise, the UE 102 may not receive the PDCCH or the trigger type O CSI-RS in 

the set of symbols of the slot and may have to transmit PUSCH, PUCCH, PRACH, or 

SRS in the set of symbols of the slot. The UE 102 configured for transmission of trigger 

type O SRS (i.e. higher layer configured SRS, also known as semi-statically configured 

periodic SRS) or of PUCCH configured by higher layers in the set of symbols in the 

slot, may have to transmit trigger type O SRS or PUCCH configured by higher layers in 

the set of symbols of the slot if the UE does not detect a DCI format with CRC 

scrambled by C-RNTI that indicates to the UE to transmit PDSCH or CSI-RS in the set 

of symbols in the slot; otherwise, the UE may not transmit the trigger type O SRS or 

PUCCH in the set of symbols of the slot. 

[00121] For a set of symbols of a slot that are indicated as uplink by higher layer 

parameter Slot-assignmentSIB I or, when provided, by higher layer parameter Slot­

assignment, the UE 102 may not be expected to be indicated by a DCI format with CRC 
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scrambled by C-RNTI or be configured by higher layers to receive PDCCH, PDSCH, or 

CSI-RS in the set of symbols of the slot. For a set of symbols of a slot that are indicated 

as downlink by higher layer parameter Slot-assignmentSIB 1 or, when provided, by 

higher layer parameter Slot-assignment, the UE 102 may not be expected to be 

indicated by a DCI format with CRC scrambled by C-RNTI or be configured by higher 

layers to transmit PUSCH, PUCCH, PRACH, or SRS in the set of symbols of the slot. 

[00122] If a UE 102 is not configured by higher layers with parameter SFI-applicable­

cells (i.e. if the UE 102 is configured with monitoring of DCI format STI of if the UE 

102 is configured with any parameter related to monitoring of DCI format STI), the UE 

102 may follow the above described procedure to determine the slot format for each slot. 

If a UE 102 is configured by higher layers with parameter SFI-applicable-cells, and for 

serving cell that the UE 102 is not configured with parameter SFI-applicable-cells, the 

UE 102 may follow the above described procedure to determine the slot format for each 

slot. If the UE 102 configured with monitoring a DCI format with CRC scrambled by 

SFI-RNTI for a serving cell and if the UE 102 does not detect the DCI format with CRC 

scrambled by SFI-RNTI which would indicate slot format for a given slot, the UE 102 

may also follow the above described procedure to determine the slot format for that slot. 

Alternatively, if the UE 102 configured with monitoring a DCI format with CRC 

scrambled by SFI-RNTI for a serving cell and if the UE 102 does not detect the DCI 

format with CRC scrambled by SFI-RNTI which would indicate slot format for a given 

slot, the UE 102 may also follow the above described procedure to determine the slot 

format for that slot except for PDCCH reception, trigger type 0 CSI-RS reception, SPS 

PDSCH reception, trigger type 0 SRS transmission, PUCCH transmission, SPS/grant­

free PUSCH transmission, or any combination of them. 

[00123] If a UE 102 is configured by higher layers with parameter SFI-applicable-cells, 

the UE 102 is configured with a SFI-RNTI provided by higher layer parameter SFI­

RNTI and with a set of serving cells by higher layer parameter SFI-monitoring-cells for 

monitoring PDCCH conveying a DCI format (e.g. a certain DCI format for SFI, also 

referred to as DCI format STI hereafter) with CRC scrambled by SFI-RNTI. Per serving 
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cell in the set of serving cells, the UE is configured parameters including: control 

resource sets by higher layer parameter SFI-to-CORESET-map for monitoring PDCCH 

conveying DCI format SFI; a payload size of DCI format SFI by higher layer parameter 

SFI-DCI-payload-length; a set of cells for which DCI format SFI is applicable by higher 

layer parameter SFI-applicable-cells; a location of a field in DCI format SFI for a 

corresponding cell for each cell from the set of cells by higher layer parameter SFI-cell­

to-SFI; the number of PDCCH candidates per CCE aggregation level for DCI format 

SFI by higher layer parameter SFI-Num-PDCCH-cand; a monitoring periodicity for 

PDCCH with DCI format SFI by higher layer parameter SFI-monitoring-periodicity. 

[00124] If a UE 102 detects a DCI format with CRC scrambled by SFI-RNTI in slot 

mTsFr the slot configuration for slots {mTsFr, mTsFr+l, ... (m+l)Tspr-1} is given by the 

slot configuration indicated by the DCI format with CRC scrambled by SFI-RNTI, 

where TsFr is the value of the parameter SFI-monitoring-periodicity configured to a UE 

102 by higher layers for a DCI format with CRC scrambled by SFI-RNTI. 

[00125] For each serving cell that a UE 102 is configured by higher layers with the 

parameter SFI-applicable-cells, the UE 102 may assume some or all of the following (1) 

to ( 4 ). 

[00126] (1) For a set of symbols of a slot, the UE 102 may not be expected to detect a 

DCI format with CRC scrambled by SFI-RNTI and indicating the set of symbols of the 

slot as uplink and to detect a DCI format with CRC scrambled by C-RNTI and 

indicating to the UE 102 to receive PDSCH or CSI-RS in the set of symbols of the slot. 

[00127] (2) For a set of symbols of a slot, the UE 102 is not expected to detect a DCI 

format with CRC scrambled by SFI-RNTI and indicating the set of symbols in the slot 

as downlink and to detect a DCI format with CRC scrambled by C-RNTI and indicating 

to the UE 102 to transmit PUSCH, PUCCH, PRACH, or SRS in the set of symbols of 

the slot. 

[00128] (3) For a set of symbols of a slot that are indicated as downlink/uplink by 

higher layer parameter Slot-assignmentSIB 1 or, when provided, by higher layer 

parameter Slot-assignment, the UE 102 may not be expected to detect a DCI format 
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with CRC scrambled by SFI-RNTI and indicating the set of symbols of the slot as 

uplink/downlink, respectively, or as flexible. 

[00129] ( 4) For a set of symbols of a slot that are indicated as flexible by higher layer 

parameter Slot-assignmentSIB 1 and, when provided, by higher layer parameter Slot­

assignment, the UE 102 may follow all of or a part of the following procedures: if the 

UE 102 detects a DCI format with CRC scrambled by a SFI-RNTI and indicating the 

set of symbols of the slot as flexible and the UE 102 detects a DCI format with CRC 

scrambled by C-RNTI indicating to the UE to receive PDSCH or CSI-RS in the set of 

symbols of the slot, the UE 102 may follow the indication of the DCI format with CRC 

scrambled by C-RNTI; if the UE 102 detects a DCI format with CRC scrambled by a 

SFI-RNTI and indicating the set of symbols of the slot as flexible and the UE 102 

detects a DCI format with CRC scrambled by C-RNTI indicating to the UE 102 to 

transmit PUSCH, PUCCH, PRACH, or SRS in the set of symbols of the slot the UE 

102 may follow the indication of the DCI format with CRC scrambled by C-RNTI; if 

the UE 102 detects a DCI format with CRC scrambled by a SFI-RNTI and indicating 

the set of symbols of the slot as flexible and the set of symbols of the slot are also 

indicated as flexible by higher layer parameter Slot-assignmentSIB 1 or, when provided, 

by higher layer parameter Slot-assignment, the UE 102 may consider the set of symbols 

as reserved; if the UE 102 is configured by higher layers reception of PDCCH or trigger 

type 0 CSI-RS or SPS PDSCH in the set of symbols of the slot, the UE 102 may have to 

receive PDCCH or trigger type 0 CSI-RS or SPS PDSCH in the set of symbols of the 

slot only if the UE detects a DCI format with CRC scrambled by SFI-RNTI that 

indicates the set of symbols of the slot as downlink; if the UE 102 is configured by 

higher layers transmission of trigger type 0 SRS or of PUCCH or of SPS/grant-free 

PUSCH in the set of symbols of the slot, the UE 102 may have to transmit trigger type 0 

SRS or PUCCH or SPS/grant-free PUSCH in the set of symbols of the slot only if the 

UE 102 detects a DCI format with CRC scrambled by SFI-RNTI that indicates the set 

of symbols of the slot as uplink. 
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[00130] The fourth procedure of ( 4) can be replaced with that if the UE 102 is 

configured by higher layers reception of PDCCH, trigger type 0 CSI-RS, SPS PDSCH 

or some of them in the set of symbols of the slot, the UE 102 may have to receive 

PDCCH, trigger type 0 CSI-RS, SPS PDSCH or some of them in the set of symbols of 

the slot only either if the UE 102 detects a DCI format with CRC scrambled by SFI­

RNTI that indicates the set of symbols of the slot as downlink or if the UE 102 detects a 

DCI format with CRC scrambled by C-RNTI/TC-RNTI/SPS-RNTI that schedules a 

PDSCH to be mapped on at least the set of symbols of the slot. With this option, even if 

the UE 102 detects a DCI format with CRC scrambled by SFI-RNTI that indicates the 

set of symbols of the slot as flexible, the UE 102 may have to receive PDCCH, trigger 

type 0 CSI-RS, SPS PDSCH or some of them in the set of symbols of the slot if the UE 

detects a DCI format with CRC scrambled by C-RNTI/TC-RNTI/SPS-RNTI that 

schedules a PDSCH to be mapped on the set of symbols of the slot. In other words, if 

the UE 102 detects a DCI format with CRC scrambled by SFI-RNTI that indicates the 

set of symbols of the slot as flexible or uplink, the UE 102 may not assume PDCCH, 

trigger type 0 CSI-RS, SPS PDSCH or some of them in the set of symbols of the slot 

unless the UE detects a DCI format with CRC scrambled by C-RNTI/TC-RNTI/SPS­

RNTI that schedules a PDSCH to be mapped on the set of symbols of the slot. 

Moreover, if the UE 102 detects a DCI format with CRC scrambled by SFI-RNTI that 

indicates a subset of the set of symbols of the slot as downlink and if the UE 102 

detects a DCI format with CRC scrambled by C-RNTI/TC-RNTI/SPS-RNTI that 

schedules a PDSCH to be mapped on at least the rest of the set, the UE 102 may have 

to receive PDCCH, trigger type 0 CSI-RS, SPS PDSCH or some of them in the set of 

symbols. 

[00131] Similarly, the fifth procedure of (4) can be replaced with that if the UE 102 is 

configured by higher layers transmission of trigger type 0 SRS, PUCCH, SPS/grant-free 

PUSCH or some of them in the set of symbols of the slot, the UE 102 may have to 

transmit trigger type 0 SRS, PUCCH, SPS/grant-free PUSCH or some of them in the set 

of symbols of the slot only either if the UE detects a DCI format with CRC scrambled 
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by SFI-RNTI that indicates the set of symbols of the slot as downlink or if the UE 102 

detects a DCI format with CRC scrambled by C-RNTI/TC-RNTI/SPS-RNTI that 

schedules a PUSCH to be mapped on the set of symbols of the slot. With this option, 

even if the UE detects a DCI format with CRC scrambled by SFI-RNTI that indicates 

the set of symbols of the slot as flexible, the UE 102 may have to transmit trigger type 0 

SRS, PUCCH, SPS/grant-free PUSCH or some of them in the set of symbols of the slot 

if the UE 102 detects a DCI format with CRC scrambled by C-RNTI/TC-RNTI/SPS­

RNTI that schedules a PUSCH to be mapped on at least the set of symbols of the slot. 

In other words, if the UE 102 detects a DCI format with CRC scrambled by SFI-RNTI 

that indicates the set of symbols of the slot as flexible or downlink, the UE 102 may not 

assume trigger type 0 SRS, PUCCH, SPS/grant-free PUSCH or some of them in the set 

of symbols of the slot unless the UE detects a DCI format with CRC scrambled by C­

RNTI/TC-RNTI/SPS-RNTI that schedules a PUSCH to be mapped on the set of 

symbols of the slot. Moreover, if the UE 102 detects a DCI format with CRC scrambled 

by SFI-RNTI that indicates a subset of the set of symbols of the slot as uplink and if the 

UE 102 detects a DCI format with CRC scrambled by C-RNTI/TC-RNTI/SPS-RNTI 

that schedules a PUSCH to be mapped on at least the rest of the set, the UE 102 may 

have to transmit trigger type 0 SRS, PUCCH, SPS/grant-free PUSCH or some of them 

in the set of symbols. 

[00132] The fourth procedure of ( 4) can be replaced with that if the UE 102 is 

configured by higher layers reception of PDCCH, trigger type 0 CSI-RS, SPS PDSCH 

or some of them in the set of symbols of the slot, the UE 102 may have to receive 

PDCCH, trigger type 0 CSI-RS, SPS PDSCH or some of them in the set of symbols of 

the slot only either if the UE detects a DCI format with CRC scrambled by SFI-RNTI 

that indicates the set of symbols of the slot as downlink or if the UE does not detect any 

DCI format with CRC scrambled by SFI-RNTI indicating a slot format of the concerned 

slot. 

[00133] Similarly, the fifth procedure of (4) can be replaced with that if the UE 102 is 

configured by higher layers transmission of trigger type 0 SRS, PUCCH, SPS/grant-free 
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PUSCH or some of them in the set of symbols of the slot, the UE 102 may have to 

transmit trigger type 0 SRS, PUCCH, SPS/grant-free PUSCH or some of them in the set 

of symbols of the slot only either if the UE detects a DCI format with CRC scrambled 

by SFI-RNTI that indicates the set of symbols of the slot as downlink or if the UE does 

not detect any DCI format with CRC scrambled by SFI-RNTI indicating a slot format of 

the concerned slot. 

[00134] The fourth procedure of (4) can be replaced with that if the UE 102 is 

configured by higher layers reception of PDCCH, trigger type 0 CSI-RS, SPS PDSCH 

or some of them in the set of symbols of the slot, the UE 102 may have to receive 

PDCCH, trigger type 0 CSI-RS, SPS PDSCH or some of them in the set of symbols of 

the slot only either if the UE detects a DCI format with CRC scrambled by SFI-RNTI 

that indicates the set of symbols of the slot as downlink or if the UE does not detect any 

DCI format with CRC scrambled by SFI-RNTI indicating a slot format of the concerned 

slot or if the UE detects a DCI format with CRC scrambled by C-RNTI/TC-RNTI/SPS­

RNTI that schedules a PDSCH to be mapped on the set of symbols of the slot. 

[00135] Similarly, the fifth procedure of (4) can be replaced with that if the UE 102 is 

configured by higher layers transmission of trigger type 0 SRS, PUCCH, SPS/grant-free 

PUSCH or some of them in the set of symbols of the slot, the UE 102 may have to 

transmit trigger type 0 SRS, PUCCH, SPS/grant-free PUSCH or some of them in the set 

of symbols of the slot only either if the UE detects a DCI format with CRC scrambled 

by SFI-RNTI that indicates the set of symbols of the slot as downlink or if the UE does 

not detect any DCI format with CRC scrambled by SFI-RNTI indicating a slot format of 

the concerned slot or if the UE 102 detects a DCI format with CRC scrambled by C­

RNTI/TC-RNTI/SPS-RNTI that schedules a PUSCH to be mapped on the set of 

symbols of the slot. 

[00136] A UE 102 is described. The UE 102 may comprise a higher layer processor 

configured to acquire a dedicated radio resource control (RRC) configuration including 

information for indicating whether or not slot format indicator (SFI) is applicable to a 

serving cell. The UE 102 may also comprise physical downlink control channel 
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(PDCCH) receiving circuitry configured to monitor a first PDCCH scheduling a first 

physical downlink shared channel (PDSCH) in the serving cell, in a case that the 

dedicated RRC configuration including the information indicating that SFI is applicable 

to the serving cell is acquired, to monitor a second PDCCH carrying the SFI. The UE 

102 may further comprise PDSCH receiving circuitry configured to receive the first 

PDSCH, upon a detection of the first PDCCH. If monitoring of the first PDCCH in a set 

of symbols is configured and if the second PDCCH of which the SFI indicates a subset 

of the set of symbols as downlink is detected, the first PDCCH may be monitored in the 

set of symbols if another first PDCCH scheduling a second PDSCH which is mapped to 

at least all the rest of the set of symbols is detected. If monitoring of the first PDCCH in 

a set of symbols is configured and if the second PDCCH of which the SFI indicates a 

subset of the set of symbols as downlink is detected, the first PDCCH may not be 

monitored in the set of symbols if any other first PDCCH scheduling a second PDSCH 

which is mapped to at least all the rest of the set of symbols is not detected. 

[00137] A gNB 160 is described. The gNB 160 may comprise a higher layer processor 

configured to send a dedicated radio resource control (RRC) configuration including 

information for indicating whether or not slot format indicator (SFI) is applicable to a 

serving cell. The gNB 160 may also comprise physical downlink control channel 

(PDCCH) transmitting circuitry configured to transmit a first PDCCH scheduling a first 

physical downlink shared channel (PDSCH) in the serving cell and, in a case that the 

dedicated RRC including the information indicating that SFI is applicable to the serving 

cell is sent, to transmit a second PDCCH carrying the SFI. The UE 102 may further 

comprise PDSCH transmitting circuitry configured to transmit the first PDSCH, upon a 

transmission of the first PDCCH. If monitoring of the first PDCCH in a set of symbols 

is configured and if the second PDCCH of which the SFI indicates a subset of the set of 

symbols as downlink is detected, the first PDCCH may be monitored in the set of 

symbols if another first PDCCH scheduling a second PDSCH which is mapped to at 

least all the rest of the set of symbols is detected. If monitoring of the first PDCCH in a 

set of symbols is configured and if the second PDCCH of which the SFI indicates a 
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subset of the set of symbols as downlink is detected, the first PDCCH may not be 

monitored in the set of symbols if any other first PDCCH scheduling a second PDSCH 

which is mapped to at least all the rest of the set of symbols is not detected. 

[00138] Figure 18 illustrates an example of slot formats for a given slot. Slot format #0 

may specify that all symbols in the slot are DL symbols. Slot formats #1 to #13 may 

specify that the slot is filled from the earliest symbol by up to 13 DL symbol(s) 

followed by flexible symbol(s). Slot format #14 may specify that all symbols in the slot 

are flexible symbols. Slot formats #15 to #104 may specify that the slot is filled from 

the earliest symbol up to 12 DL symbol(s) followed by flexible symbol(s) further 

followed by UL symbol(s). Slot formats #105 to #106 may specify that the slot is filled 

from the earliest symbol up to 2 flexible symbol(s) followed by UL symbol(s). Slot 

format #107 may specify that all symbols in the slot are UL symbols. The DE-specific 

parameter Slot-assignment may be able to be set with any of these indices. On the other 

hand, the DE-common parameter Slot-assignmentSIB I and SFI field indicated by the 

DCI format with CRC scrambled by SFI-RNTI may not be able to be set with every 

index. The DE-common parameter Slot-assignmentSIB 1 may be set with one of a 

predefined subset (e.g. the subset including 8 slot format indices) of these indices. The 

SFI field indicated by the DCI format with CRC scrambled by SFI-RNTI may be set 

with one of a higher-layer configured subset (e.g. the subset including 8 slot format 

indices) of these indices. 

[00139] Timing between DL assignment and corresponding DL data transmission may 

be indicated by a field in the DCI from a set of values, timing between UL assignment 

and corresponding UL data transmission may be indicated by a field in the DCI from a 

set of values, and timing between DL data reception and corresponding 

acknowledgement may be indicated by a field in the DCI from a set of values. The sets 

of values may be configured by higher layer signaling. Default timing(s) may be pre­

defined at least for the case where the timing(s) is (are) unknown to the UE 102. 

[00140] Figure 19 illustrates an example of a downlink scheduling and HARQ timeline. 

A PDCCH transmitted by the gNB 160 in slot n may carry DCI format which schedules 
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a PDSCH, the DCI format including at least two fields, the first field may indicate k1 

and the second field may indicate k2. 

[00141] The UE 102 detecting the PDCCH m slot n may receive the scheduled 

PDSCH in slot n+k1, and then in slot n+k1+k2 the UE 102 may report HARQ-ACK 

corresponding to the PDSCH. Alternatively, the second field may indicate m, and the 

UE 102 may report the HARQ-ACK in slot n+m. In other words, upon the detection of 

the corresponding PDCCH in slot i-kI, the UE 102 may receive a PDSCH in slot i, and 

the UE 102 may transmit the HARQ-ACK in slot j for the PDSCH transmission in slot 

j-k2. Alternatively, the UE 102 may transmit the HARQ-ACK in slot j for the PDSCH 

transmission scheduled by the corresponding PDCCH in slot j-m. 

[00142] Figure 20 illustrates an example of an uplink scheduling timeline. A PDCCH 

transmitted by the gNB 160 in slot n may carry DCI format which schedules a PUSCH, 

the DCI format including at least a field which may indicate k3. The UE 102 detecting 

the PDCCH in slot n may transmit the scheduled PUSCH in slot n+k3. In other words, 

upon the detection of the corresponding PDCCH in slot i-k3, the UE 102 may transmit a 

PUSCH in slot i, 

[00143] Figure 21 illustrates an example of a downlink aperiodic CSI-RS transmission 

timeline. A PDCCH transmitted by the gNB 160 in slot n may carry DCI format which 

indicates presence of aperiodic CSI-RS, the DCI format including at least a field which 

may indicate k4. The UE 102 detecting the PDCCH in slot n may assume presence of 

aperiodic CSI-RS in slot n+k4 for CSI measurement and/or Radio Resource 

Management (RRM) measurement. 

[00144] Figure 22 illustrates an example of an uplink aperiodic SRS transmission 

timeline. A PDCCH transmitted by the gNB 160 in slot n may carry DCI format which 

schedules an aperiodic SRS, the DCI format including at least a field which may 

indicate k5. The UE 102 detecting the PDCCH in slot n may transmit the scheduled 
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aperiodic SRS in slot n+ks. In other words, upon the detection of the corresponding 

PDCCH in slot i-ks, the UE 102 may transmit aperiodic SRS in slot i, 

[00145] The presence/disabling of each of above-described fields may be configured 

by higher layer signaling. The configurations of presence/disabling may be common 

among those fields. Alternatively, the presence/disabling may be separately 

configurable. If at least one of the fields is not present or is disabled, a default value 

(e.g., a predefined fixed value or a value included in system information) may be used, 

instead. For example, a default value for k1 may be 0, and a default value for k2 or k3 

maybe 4. 

[00146] If the field is present, the UE 102 may be configured with multiple values (e.g., 

the first value to the fourth value) by higher layer signaling. Each of the possible values 

for the field (e.g., 2-bit field) may correspond to a different value among the configured 

values. The UE 102 may use, as a k value, the value which corresponds to the field 

value set in the associated field in the detected PDCCH. 

[00147] The UE 102 may be configured with multiple values (e.g., the first value to the 

third value) by higher layer signaling. At least one possible value for the field (e.g., 2-

bit field) may correspond to a predefined fixed value. Each of the rest of possible values 

for the field (e.g., 2-bit field) may correspond to a different value among the configured 

values. 

[00148] The UE 102 may use, as a k value, the value which corresponds to the field 

value set in the associated field in the detected PDCCH. In this case, without 

configurability of the presence of the field, the gNB 160 can use the predefined fixed 

value so that the gNB 160 and the UE I 02 share the same k value even during RRC 

(re)configuration for those higher-layer configured values. The predefined fixed value 

may depend on timing offset type. For example, the value for k1 may be 0, and the 

value for k2 or k3 may be 4. Alternatively, a value indicated though system information 

can be used, instead of the predefined fixed value. 
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[00149] POSCH and/or PUSCH RE mapping may be affected by higher layer signaling 

and/or layer- I signaling such as a POCCH with a OCI format 1 and 2. For POSCH, 

modulated complex-valued symbols may be mapped in REs which meet all of the 

following criteria: they are in the resource blocks assigned for transmission; they are 

declared as available for POSCH according to rate matching resource set configuration 

and/or indication; they are not used for CSI-RS; they are not used for Phase Tracking 

RS (PT-RS); they are not reserved for SS/PBCH; they are not declared as 'reserved'. 

[00150] To decode POSCH according to a detected POCCH, a UE may be configured 

with any of higher layer parameters: rate-match- POSCH-resource-set consisting of one 

or multiple reserved pairs of RBs (higher layer parameter rate-match-POSCH-resource­

RBs which is also referred to as bitmap-1) and reserved symbols (higher layer 

parameters rate-match-POSCH-resource-symbols which is also referred to as bitmap-2) 

for which the reserved RBs apply; rate-match-resources-v-shift consisting of LTE-CRS­

vshift(s); rate-match-resources-antenna-port consisting of LTE-CRS antenna ports 1, 2 

or 4 ports; rate-match-CORESET consisting of CORESET-IO(s) of CORESET 

configured to a UE 102 for monitoring. The UE 102 may have to determine the POSCH 

RE mapping according to the union of provided rate-matching configurations. To 

decode POSCH a UE 102 rate-matches around the REs corresponding to detected 

POCCH that scheduled the POSCH. A UE 102 may not be expected to handle the case 

where POSCH OMRS REs are over-lapping, even partially, with any RE(s) indicated 

by the rate-matching configuration rate-match-POSCH-resource-set and rate-match­

resources-v-shift and rate-match-resources-antenna-port and rate-match-CORESET. 

[00151] More specifically, on the RB-symbol level, a UE 102 may be RRC configured 

with one or multiple pairs (e.g. up to 16 pairs) of bitmap-1 and bitmap-2, each pair 

determining a time-frequency resource set, i.e. kronecker( transpose(bitmap-1 ), bitmap-

2). The bitmap-1 is of at least RB granularity (up to 275 bits, one bit corresponding to 

one RB). The bitmap-2 is of 14 symbols (e.g. always 14 bits for 1 slot) in time for 

which the bitmap-1 applies ( one bit per symbol). In addition, on the RB-symbol level, 

for a rate-matching resource set(s), a UE 102 may be RRC configured with one bitmap-
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3 per each pair of bitmap-1 and bitmap-2. Each bit in bitmap-3 corresponds to a unit 

equal to a duration of the bitmap-2, and indicates whether the pair is present in the unit 

or not. The bitmap-3 may be composed of { 1, 5, 10, 20 or 40 units} but is at most of 20 

or 40 ms duration. If the bitmap-3 is configured, the UE 102 rate-matches around union 

of the resource sets where each resource is expressed by a set of bitmap-1, bitmap-2 and 

bitmap-3. 

[00152] A layer-1 signaling may indicate resource sets for PDSCH rate matching. A 

DCI format scheduling PDSCH may include, if configured, an information field for 

indicating PDSCH rate matching resources which are linked to the configured resource 

sets. There are several options. The first option is that 1 bit turns a single resource set 

on or off. In this option, the information field carries N bit(s), and each bit corresponds 

to different resource set (i.e. different combination of bitmap-1 and bitmap-2). The 

second option is that 1 bit turns all resource sets on or off. In this option, the 

information field carries 1 bit. The third option is that N bit turns subsets of the 

resource sets on or off. In this option, the information field carries N bit(s), and each bit 

corresponds to different subset of the resource set (i.e. different subset out of all 

combinations of bitmap-1 and bitmap-2) For example, with this option, each entry of 

the 2N entries expressed by the information field specifies on/off states of all configured 

resource sets. The presence of this bit field in DCI format is configured by higher layer 

signaling. Here, "on" may mean that a resource set is unavailable for PDSCH 

transmission and the PDSCH is rate matched around the resource set. Meanwhile, "off' 

may mean that a resource set is available for PDSCH transmission and the PDSCH is 

not rate matched around but mapped on the resource set. Or, vice versa. 

[00153] Figure 23 illustrates a flow chart of a method for a UE. A method for a UE 

102 is described. The method may comprise acquiring a dedicated radio resource 

control (RRC) configuration including information for indicating whether or not slot 

format indicator (SFI) is applicable to a serving cell (S 11). The method may also 

comprise, in a case that the dedicated RRC configuration including the information 

indicating that SFI is applicable to the serving cell is acquired, monitoring a second 
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PDCCH carrying the SFI (S 12). The method may also comprise monitoring a first 

PDCCH scheduling a first physical downlink shared channel (PDSCH) in the serving 

cell (S 13). The method may further comprise receiving the first PDSCH, upon a 

detection of the first PDCCH. If monitoring of the first PDCCH in a set of symbols is 

configured and if the second PDCCH of which the SFI indicates a subset of the set of 

symbols as downlink is detected, the first PDCCH may be monitored in the set of 

symbols if another first PDCCH scheduling a second PDSCH which is mapped to at 

least all the rest of the set of symbols is detected. If monitoring of the first PDCCH in a 

set of symbols is configured and if the second PDCCH of which the SFI indicates a 

subset of the set of symbols as downlink is detected, the first PDCCH may not be 

monitored in the set of symbols if any other first PDCCH scheduling a second PDSCH 

which is mapped to at least all the rest of the set of symbols is not detected. 

[00154] Figure 24 illustrates a flow chart of a method for a gNB. A method for a gNB 

160 is described. The method may comprise sending a dedicated radio resource control 

(RRC) configuration including information for indicating whether or not slot format 

indicator (SFI) is applicable to a serving cell (S20). The method may also comprise in a 

case that the dedicated RRC including the information indicating that SFI is applicable 

to the serving cell is sent, transmitting a second PDCCH carrying the SFI(S21). The 

method may also comprise transmitting a first PDCCH scheduling a first physical 

downlink shared channel (PDSCH) in the serving cell (S22). The method may further 

comprise transmitting the first PDSCH, upon a transmission of the first PDCCH (S23). 

If monitoring of the first PDCCH in a set of symbols is configured and if the second 

PDCCH of which the SFI indicates a subset of the set of symbols as downlink is 

detected, the first PDCCH may be monitored in the set of symbols if another first 

PDCCH scheduling a second PDSCH which is mapped to at least all the rest of the set 

of symbols is detected. If monitoring of the first PDCCH in a set of symbols is 

configured and if the second PDCCH of which the SFI indicates a subset of the set of 

symbols as downlink is detected, the first PDCCH may not be monitored in the set of 
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symbols if any other first PDCCH scheduling a second PDSCH which is mapped to at 

least all the rest of the set of symbols is not detected. 

[00155] It should be noted that various modifications are possible within the scope of 

the present invention defined by claims, and embodiments that are made by suitably 

combining technical means disclosed according to the different embodiments are also 

included in the technical scope of the present invention. 

[00156] It should be noted that in most cases the UE 102 and the gNB. 160 may have 

to assume same procedures. For example, when the UE 102 follows a given procedure 

(e.g. the procedure described above), the gNB 160 may also have to assume that the UE 

102 follows the procedure. Additionally, the gNB 160 may also have to perform the 

corresponding procedures. Similarly, when the gNB 160 follows a given procedure, the 

UE 102 may also have to assume that the gNB 160 follows the procedure. Additionally, 

the UE 102 may also have to perform the corresponding procedures. The physical 

signals and/or channels that the UE 102 receives may be transmitted by the gNB 160. 

The physical signals and/or channels that the UE 102 transmits may be received by the 

gNB 160. The higher-layer signals and/or channels (e.g. dedicated RRC configuration 

messages) that the UE 102 acquires may be sent by the gNB 160. The higher-layer 

signals and/or channels (e.g. dedicated RRC configuration messages) that the UE 102 

sends may be acquired by the gNB 160. 

[00157] It should be noted that names of physical channels and/or signals described 

herein are examples. 

[00158] The term "computer-readable medium" refers to any available medium that 

can be accessed by a computer or a processor. The term "computer-readable medium," 

as used herein, may denote a computer- and/or processor-readable medium that is non­

transitory and tangible. By way of example, and not limitation, a computer-readable or 

processor-readable medium may comprise RAM, ROM, EEPROM, CD-ROM or other 

optical disk storage, magnetic disk storage or other magnetic storage devices, or any 

other medium that can be used to carry or store desired program code in the form of 

instructions or data structures and that can be accessed by a computer or processor. Disk 
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and disc, as used herein, includes compact disc (CD), laser disc, optical disc, digital 

versatile disc (DVD), floppy disk and Blu-ray® disc where disks usually reproduce data 

magnetically, while discs reproduce data optically with lasers. 

[00159] It should be noted that one or more of the methods described herein may be 

implemented in and/or performed using hardware. For example, one or more of the 

methods described herein may be implemented in and/or realized using a chipset, an 

application-specific integrated circuit (ASIC), a large-scale integrated circuit (LSI) or 

integrated circuit, etc. 

[00160] Each of the methods disclosed herein comprises one or more steps or actions 

for achieving the described method. The method steps and/or actions may be 

interchanged with one another and/or combined into a single step without departing 

from the scope of the claims. In other words, unless a specific order of steps or actions 

is required for proper operation of the method that is being described, the order and/or 

use of specific steps and/or actions may be modified without departing from the scope 

of the claims. 

[00161] It is to be understood that the claims are not limited to the precise 

configuration and components illustrated above. Various modifications, changes and 

variations may be made in the arrangement, operation and details of the systems, 

methods, and apparatus described herein without departing from the scope of the 

claims. 

[00162] A program running on the gNB 160 or the UE 102 according to the described 

systems and methods is a program ( a program for causing a computer to operate) that 

controls a CPU and the like in such a manner as to realize the function according to the 

described systems and methods. Then, the information that is handled in these 

apparatuses is temporarily stored in a RAM while being processed. Thereafter, the 

information is stored in various ROMs or HDDs, and whenever necessary, is read by 

the CPU to be modified or written. As a recording medium on which the program is 

stored, among a semiconductor (for example, a ROM, a nonvolatile memory card, and 

the like), an optical storage medium (for example, a DVD, a MO, a MD, a CD, a BD, 

SLA3773P Petitioners' Exhibit 1012, p. 74 
AT&T et al v. Asustek Computer 

IPR2024-00992



-63-

and the like), a magnetic storage medium (for example, a magnetic tape, a flexible disk, 

and the like), and the like, any one may be possible. Furthermore, in some cases, the 

function according to the described systems and methods described above is realized by 

running the loaded program, and in addition, the function according to the described 

systems and methods is realized in conjunction with an operating system or other 

application programs, based on an instruction from the program. 

[00163] Furthermore, in a case where the programs are available on the market, the 

program stored on a portable recording medium can be distributed or the program can 

be transmitted to a server computer that connects through a network such as the 

Internet. In this case, a storage device in the server computer also is included. 

Furthermore, some or all of the gNB 160 and the UE 102 according to the systems and 

methods described above may be realized as an LSI that is a typical integrated circuit. 

Each functional block of the gNB 160 and the UE 102 may be individually built into a 

chip, and some or all functional blocks may be integrated into a chip. Furthermore, a 

technique of the integrated circuit is not limited to the LSI, and an integrated circuit for 

the functional block may be realized with a dedicated circuit or a general-purpose 

processor. Furthermore, if with advances in a semiconductor technology, a technology 

of an integrated circuit that substitutes for the LSI appears, it is also possible to use an 

integrated circuit to which the technology applies. 
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[00164] Moreover, each functional block or various features of the base station device 

and the terminal device used in each of the aforementioned embodiments may be 

implemented or executed by a circuitry, which is typically an integrated circuit or a 

plurality of integrated circuits. The circuitry designed to execute the functions described 

in the present specification may comprise a general-purpose processor, a digital signal 

processor (DSP), an application specific or general application integrated circuit 

(ASIC), a field programmable gate array (FPGA), or other programmable logic devices, 

discrete gates or transistor logic, or a discrete hardware component, or a combination 

thereof. The general-purpose processor may be a microprocessor, or alternatively, the 

processor may be a conventional processor, a controller, a microcontroller or a state 

machine. The general-purpose processor or each circuit described above may be 

configured by a digital circuit or may be configured by an analogue circuit. Further, 

when a technology of making into an integrated circuit superseding integrated circuits at 

the present time appears due to advancement of a semiconductor technology, the 

integrated circuit by this technology is also able to be used. 

[00165] What is claimed is: 

SLA3773P Petitioners' Exhibit 1012, p. 76 
AT&T et al v. Asustek Computer 

IPR2024-00992



-65-

CLAIMS 

1. A user equipment (UE) comprising: 

a higher layer processor configured to acquire a dedicated radio resource control 

(RRC) configuration including information for indicating whether or not 

slot format indicator (SFI) is applicable to a serving cell; 

physical downlink control channel (PDCCH) receiving circuitry configured to 

monitor a first PDCCH scheduling a first physical downlink shared 

channel (PDSCH) in the serving cell and, in a case that the dedicated RRC 

configuration including the information indicating that SFI is applicable to 

the serving cell is acquired, to monitor a second PDCCH carrying the SFI; 

and 

PDSCH receiving circuitry configured to receive the first PDSCH, upon a 

detection of the first PDCCH; 

wherein 

if monitoring of the first PDCCH in a set of symbols is configured and if the 

second PDCCH of which the SFI indicates a subset of the set of symbols 

as downlink is detected: 

the first PDCCH is monitored in the set of symbols if another first PDCCH 

scheduling a second PDSCH which is mapped to at least all the rest of the 

set of symbols is detected; and 

the first PDCCH is not monitored in the set of symbols if any other first 

PDCCH scheduling a second PDSCH which is mapped to at least all the 

rest of the set of symbols is not detected. 

2. A base station apparatus comprising: 

a higher layer processor configured to send a dedicated radio resource control 

(RRC) configuration including information for indicating whether or not 

slot format indicator (SFI) is applicable to a serving cell; 

SLA3773P Petitioners' Exhibit 1012, p. 77 
AT&T et al v. Asustek Computer 

IPR2024-00992



-66-

physical downlink control channel (PDCCH) transmitting circuitry configured to 

transmit a first PDCCH scheduling a first physical downlink shared 

channel (PDSCH) in the serving cell and, in a case that the dedicated RRC 

including the information indicating that SFI is applicable to the serving 

cell is sent, to transmit a second PDCCH carrying the SFI; and 

PDSCH transmitting circuitry configured to transmit the first PDSCH, upon a 

transmission of the first PDCCH; 

wherein 

if monitoring of the first PDCCH in a set of symbols is configured and if the 

second PDCCH of which the SFI indicates a subset of the set of symbols 

as downlink is detected: 

the first PDCCH is monitored in the set of symbols if another first PDCCH 

scheduling a second PDSCH which is mapped to at least all the rest of the 

set of symbols is detected; and 

the first PDCCH is not monitored in the set of symbols if any other first 

PDCCH scheduling a second PDSCH which is mapped to at least all the 

rest of the set of symbols is not detected. 

3. A method for a user equipment (UE), the method comprising: 

acquiring a dedicated radio resource control (RRC) configuration including 

information for indicating whether or not slot format indicator (SFI) is 

applicable to a serving cell; 

in a case that the dedicated RRC configuration including the information 

indicating that SFI is applicable to the serving cell is acquired, monitoring 

a second PDCCH carrying the SFI; 

monitoring a first physical downlink control channel (PDCCH) scheduling a first 

physical downlink shared channel (PDSCH) in the serving cell; and 

receiving the first PDSCH, upon a detection of the first PDCCH; 

wherein 
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if monitoring of the first PDCCH in a set of symbols is configured and if the 

second PDCCH of which the SFI indicates a subset of the set of symbols 

as downlink is detected: 

the first PDCCH is monitored in the set of symbols if another first PDCCH 

scheduling a second PDSCH which is mapped to at least all the rest of the 

set of symbols is detected; and 

the first PDCCH is not monitored in the set of symbols if any other first 

PDCCH scheduling a second PDSCH which is mapped to at least all the 

rest of the set of symbols is not detected. 

4. A method for a base station apparatus, the method comprising: 

sending a dedicated radio resource control (RRC) configuration including 

information for indicating whether or not slot format indicator (SFI) is 

applicable to a serving cell; 

in a case that the dedicated RRC configuration including the information 

indicating that SFI is applicable to the serving cell is sent, transmitting a 

second PDCCH carrying the SFI; 

transmitting a first physical downlink control channel (PDCCH) scheduling a first 

physical downlink shared channel (PDSCH) in the serving cell; and 

transmitting the first PDSCH, upon a transmission of the first PDCCH; 

wherein 

if monitoring of the first PDCCH in a set of symbols is configured and if the 

second PDCCH of which the SFI indicates a subset of the set of symbols 

as downlink is detected: 

the first PDCCH is monitored in the set of symbols if another first PDCCH 

scheduling a second PDSCH which is mapped to at least all the rest of the 

set of symbols is detected; and 
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the first PDCCH is not monitored in the set of symbols if any other first 

PDCCH scheduling a second PDSCH which is mapped to at least all the 

rest of the set of symbols is not detected. 
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ABSTRACT 

A user equipment (UE) is described. If monitoring of a first PDCCH in a set of 

symbols is configured and if a second PDCCH of which the SFI indicates a subset of the 

set of symbols as downlink is detected, the first PDCCH may be monitored in the set of 

symbols if another first PDCCH scheduling a second PDSCH which is mapped to at least 

all the rest of the set of symbols is detected. If monitoring of the first PDCCH in a set of 

symbols is configured and if the second PDCCH of which the SFI indicates a subset of 

the set of symbols as downlink is detected, the first PDCCH may not be monitored in the 

set of symbols if any other first PDCCH scheduling a second PDSCH which is mapped to 

at least all the rest of the set of symbols is not detected. 
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This Acknowledgement Receipt evidences receipt on the noted date by the USPTO of the indicated documents, 
characterized by the applicant, and including page counts, where applicable. It serves as evidence of receipt similar to a 
Post Card, as described in MPEP 503. 

New Applications Under 35 U.S.C. 111 
If a new application is being filed and the application includes the necessary components for a filing date (see 37 CFR 
1.53(b)-(d) and MPEP 506), a Filing Receipt (37 CFR 1.54) will be issued in due course and the date shown on this 
Acknowledgement Receipt will establish the filing date of the application. 
National Stage of an International Application under 35 U.S.C. 371 
If a timely submission to enter the national stage of an international application is compliant with the conditions of 35 
U.S.C. 371 and other applicable requirements a Form PCT /DO/EO/903 indicating acceptance of the application as a 
national stage submission under 35 U.S.C. 371 will be issued in addition to the Filing Receipt, in due course. 
New International Application Filed with the USPTO as a Receiving Office 
If a new international application is being filed and the international application includes the necessary components for 
an international filing date (see PCT Article 11 and MPEP 181 O), a Notification of the International Application Number 
and of the International Filing Date (Form PCT/RO/1 OS) will be issued in due course, subject to prescriptions concerning 
national security, and the date shown on this Acknowledgement Receipt will establish the international filing date of 
the application. 
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