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METHOD AND APPARATUS FOR 
OPERATING ASATELLITE POSITONING 

SYSTEM RECEIVER 

BACKGROUND OF THE INVENTION 

The present invention relates to a method for operating a 
Satellite Positioning System (SPS) receiver and more par 
ticularly relates to a System in which the receiver provides, 
through a wireleSS communication link, information regard 
ing its position. 

Conventional Satellite Positioning Systems (SPS) such as 
the Global Positioning System (GPS) use signals from 
satellites to determine their position. GPS receivers nor 
mally determine their position by computing relative times 
of arrival of Signals transmitted Simultaneously from a 
multiplicity of GPS satellites. These satellites transmit, as 
part of their message, both Satellite positioning data as well 
as data on time of day plus clock timing, which together is 
herein referred to as ephemeris data. The process of Search 
ing for and acquiring GPS Signals, reading the ephemeris 
data for a multiplicity of Satellites and computing the 
location of the receiver from this data is time consuming, 
often requiring Several minutes. In many cases, this lengthy 
processing time is unacceptable and furthermore greatly 
limits battery life in portable operations and applications 

Another current limitation of current GPS receivers is that 
their operation is limited to situations in which multiple 
Satellites are clearly in View, without obstructions, and 
where a good quality antenna is properly positioned to 
receive Such Signals. AS Such, they are normally unusable in 
portable body-mounted applications and in areas where 
there is significant foliage or building blockage and within 
buildings. 

There are two principal functions of GPS receiving sys 
tems: (1) computation of the pseudoranges to the various 
GPS satellites; and (2) computation of the position of the 
receiving platform using these pseudoranges and Satellite 
timing and ephemeris data. The pseudoranges are simply the 
time delays measured between the received signal from each 
satellite and a local clock in the GPS receiver. The satellite 
ephemeris and timing data is extracted from the GPS Signal 
once it is acquired and tracked. AS Stated above, collecting 
this information normally takes a relatively long time (Such 
as thirty Seconds to Several minutes) and must be accom 
plished with a good received Signal level in order to achieve 
low error rates. 

Recently, GPS receivers have been used with radio 
transmitters, Such as a cellular telephone or a mobile tele 
phone in a car to transmit the position of the receiver as it 
moves. Conventional combined GPS/communication sys 
tems typically transmit a position from the radio transmitter 
to a remotely located basestation. Typically, the GPS 
receiver will determine its position and then provide that 
information to the transmitter which then transmits the 
determined position before the GPS receiver has determined 
a next position. This allows an operator at the remotely 
located baseStation which receives, through the radio signal, 
the position to track the route of the GPS receiver as it moves 
over time. In an alternative embodiment, described for 
example in U.S. Pat. No. 5,663,734, the mobile GPS 
receiver which includes a communication transmitter trans 
mits time-tagged pseudorange information rather than a 
completed position calculation (Such as latitude, longitude, 
and altitude of the GPS receiver). In this case, the mobile 
unit, which includes the GPS receiver, will collect GPS 
Signals and processes those Signals to determine pseudor 
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2 
anges to the various Satellites in View at a particular time and 
then the transmitter will transmit these pseudoranges to a 
remotely located basestation which will then process these 
pseudoranges with the time tags of the pseudoranges plus 
ephemeris data collected at or Supplied to the basestation in 
order to determine a position of the mobile unit. Also in this 
case, the transmitter will transmit one set of pseudoranges 
before the GPS receiver determines a next set of pseudor 
angeS. 

While both of these prior approaches provide a way to 
track the route of a moving GPS receiver, there are several 
concerns with using these techniques. In the case of the 
mobile GPS receiver which determines its position and 
transmits the position to a remotely located basestation, the 
mobile unit must have a good View of the sky and receive 
multiple Satellites clearly in order to be able to compute the 
pseudoranges and to read the ephemeris data before the GPS 
receiver can determine its position. Furthermore, in the case 
where this mobile GPS receiver attempts to compute several 
positions and then transmit them in one transmission, this 
receiver will typically not be able to benefit from differential 
GPS corrections, unless a large Set of differential corrections 
is buffered at the basestation. A mobile GPS receiver which 
collects a Series of digitized Samples of GPS Signals and 
transmits the Series in one transmission will consume large 
amounts of battery power and may cause congestion in the 
wireleSS link due to the large amount of data being collected, 
Stored and transmitted. See, for example, European Patent 
Application 0508 405. 

In the case of the mobile GPS receiver which transmits 
pseudoranges one at a time, the communication transmitter 
must be repeatedly powered up in order to transmit each Set 
of pseudoranges after they have been determined. This may 
tend to decrease battery life in the mobile unit and may also 
cause congestion in the wireleSS communication link 
between the mobile unit and a basestation. Furthermore, the 
air time costs may be high for Such an operation. 
Thus it is desirable to provide an improved method and 

System for providing multiple Sets of position information 
over a period of time through a mobile GPS unit. 

SUMMARY OF THE INVENTION 

The present invention provides methods and apparatuses 
for operating a Satellite positioning System receiver So that 
the position of the receiver can be tracked over time. 

In one example of a method according to the present 
invention, a first plurality of pseudoranges at a first time is 
determined, and a second (and perhaps additional) plurality 
of pseudoranges is determined at a Second (and perhaps 
additional) time which is after the first time. The first 
plurality of pseudoranges and the Second plurality of pseu 
doranges are Stored in the Satellite positioning System 
receiver. After the Second time, the first plurality of pseu 
doranges and the Second plurality of pseudoranges are 
transmitted from the mobile SPS receiver. 

In one particular example of a method of the present 
invention, a queue of Sets of pseudoranges taken in Series 
over time is Stored and then transmitted upon the occurrence 
of a predetermined type of event from the mobile GPS unit 
or an alarm condition. The transmission occurs in response 
to determining that the predetermined type of event has 
occurred or an alarm condition has occurred. Typically, the 
GPS receiver will receive first GPS signals from which the 
first plurality of pseudoranges is determined and will also 
receive second GPS signals from which the second plurality 
of pseudoranges is determined. The mobile unit will also 
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determine a first receipt time when the first GPS signals were 
received at the mobile unit and will also determine a Second 
receipt time when the Second GPS Signals were received at 
the mobile unit. These receipt times will be transmitted 
along with the Sets of pseudoranges. A basestation will 
receive the queue of Sets of pseudoranges either in one signal 
transmission or in a packet-like manner and will use the 
pseudoranges along with the receipt times of the pseudor 
anges and along with ephemeris data to determine the 
position at various times Specified by the receipt times of the 
mobile GPS unit. If the predetermined type of event (or the 
alarm condition) does not occur, then the pseudorange 
information may not, in Some embodiments, be transmitted 
at any time. Various other aspects and embodiments of the 
present invention will be described below. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The present invention is illustrated by way of example 
and not limitation in the figures of the accompanying 
drawings in which like references indicate Similar elements. 

FIG. 1A shows a system for tracking the route of a mobile 
GPS unit according to one example of the present invention. 

FIG. 1B shows one example of a method performed by 
the mobile GPS unit in order for a remotely located location 
Server to determine the position at various times of the 
mobile unit. 

FIG. 1C shows one example of a method in which a 
location Server determines various positions from a queue of 
Sets of pseudoranges taken over time by a mobile unit. 

FIG.2 shows another example of a System for tracking the 
location of mobile units over time using a cell based 
communication System. 

FIG.3 shows an example of a location server which may 
be used with a cellular based communication System in one 
example of the present invention. 

FIG. 4 shows an example of a mobile GPS receiver which 
is combined with a communication System according to one 
example of the present invention. 

FIG. 5 shows an example of a GPS reference station 
which may be used with one example of the present inven 
tion. 

DETAILED DESCRIPTION 

The present invention relates to the use of a Satellite 
positioning System (SPS) receiver to provide position infor 
mation over time to indicate the movement of the receiver. 
The following description and drawings are illustrative of 
the invention and are not to be construed as limiting the 
invention. Numerous specific details are described to pro 
vide a thorough understanding of the present invention. 
However, in certain instances, well known or conventional 
details are not described in detail in order to avoid unnec 
essarily obscuring the present invention. 

FIG. 1 shows an example of a System for tracking the 
location of a mobile GPS receiver over time as it moves. The 
mobile GPS receiver 12 is shown on a map at its current 
location on road 11. Prior locations 14, 16, 18, 20, 22, and 
24 are also shown on road 11. In the particular example 
shown in FIG. 1A, it is assumed that the user of the mobile 
GPS receiver 12 has driven down the road 11 and began at 
location 14, passing location 16, 18, 20, 22, and 24 and is 
now presently at the location shown in FIG. 1A. The mobile 
GPS receiver 12 includes a GPS receiver, which may be a 
conventional GPS receiver which can provide an output of 
pseudoranges to a transmitter which is part of a communi 
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4 
cation System Such as the communication System 78 shown 
in FIG. 4 which is an example of the mobile GPS receiver 
12. Alternatively, the mobile GPS receiver 12 may be similar 
to the GPS receiver and communication system described in 
U.S. Pat. No. 5, 663,734. In either embodiment, the mobile 
GPS receiver 12 will include a memory for storing pseudo 
ranges and a time Stamp indicating when the GPS Signals 
were received from which the pseudoranges were deter 
mined. 

The system of FIG. 1A also includes a location server 25 
which communicates through a wireleSS communication 
System with the communication System which is coupled to 
or part of the mobile GPS unit 12. The basestation 25 
typically includes Storage 26 for Storing a time Sequence of 
differential GPS and satellite ephemeris information. The 
basestation 25 also typically includes a GPS reference 
receiver 27 which can read satellite ephemeris data from 
satellites in view and can also provide GPS time and also 
provide differential GPS information. Thus, the GPS refer 
ence receiver 27 may determine differential GPS and satel 
lite ephemeris information and time stamp it with GPS time 
and the baseStation can then Store this in the Storage 26. This 
operation is repeatedly performed over time So that there is 
a queue of ephemeris and differential GPS information for 
the various Satellites in View over a period of time. 

In other embodiments, the GPS receiver 27 may be 
replaced by a remote Source of the same type of information 
that this receiver provides to the basestation server 25. For 
example, a small network of GPS receivers may be utilized 
to provide Such information to a large number of geographi 
cally dispersed basestations, thus reducing the total number 
of GPS reference receivers required. 

FIG. 1B shows an example of a method according to the 
present invention. This method begins in step 31 in which 
GPS signals are received by the mobile GPS unit and a 
plurality of pseudoranges to a plurality of GPS Satellites is 
determined. As explained above, the GPS receiver may be a 
conventional receiver which utilizes hardware correlation to 
determine pseudoranges. Alternatively, the pseudoranges 
may be determined in the manner described in U.S. Pat. No. 
5,663,734. As yet another alternative, the GPS signals may 
be received and digitized and Stored along with a time Stamp 
indicating the time in which the Signals were received. In 
this case, these digitized Signals, rather than pseudoranges, 
will be transmitted. This alternative requires larger memory 
and larger transmission bandwidth in order to Store and 
transmit this considerably larger amount of data. In Step 33, 
the plurality of pseudoranges is time Stamped and this 
plurality of pseudoranges is Stored along with the corre 
sponding time Stamp. The time Stamp may be obtained by 
reading GPS time from the GPS signals received by the 
mobile unit or may be obtained in certain instances where 
the communication System employed for communicating 
messages between the mobile unit 12 and the basestation 25 
utilizes the CDMA cell communication system. The CDMA 
Signals include time as part of the Signal and the commu 
nication System and the mobile unit 12 can read this time and 
use it to time stamp the time of receipt of the GPS signals 
from which the pseudoranges are determined. Another 
method for determining the time of collection of the GPS 
Signals from which the pseudoranges is determined is 
described in co-pending U.S. Patent application Ser. No. 
08/794,649 which was filed Feb. 3, 1997 by Norman F. 
Krasner and which is hereby incorporated herein by refer 
CCC. 

In one example of a method according to the present 
invention, it is determined whether a predetermined type of 
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event has occurred (or an alarm condition has occurred), as 
shown in step 35. While it will be understood that this step 
is optional, it will typically be used in order to determine 
whether or not to transmit the pseudoranges which have 
been Stored along with their corresponding time Stamps. If 
the predetermined type of event has not occurred (or an 
alarm condition), then processing returns back to step 31 in 
which additional GPS signals are received and additional 
pseudoranges are determined. Until the predetermined type 
of event (or an alarm condition) occurs, processing contin 
ues to cycle through steps 31, 33, and 35, thereby collecting 
a plurality of pseudoranges taken at different times, each 
with its own time Stamp, all of which is Stored in memory 
in the mobile unit 12. An example of this memory is shown 
as memory 81 in FIG. 4. When the predetermined type event 
does occur, step 35 proceeds to step 37 in which the stored 
pseudoranges and the corresponding time Stamps are trans 
mitted via a wireless communication System, Such as a 
CDMA cell based communication signal to the location 
server. Also, as shown in step 37, the memory which stored 
the pseudoranges and the time Stamps is cleared for that 
portion of the memory. This will permit another set of 
pseudoranges to be collected along with their corresponding 
time Stamps and Stored and later transmitted. 

This method provides a number of advantages over the 
prior art technique of determining a position at each point 
and then transmitting these positions. It is also advantageous 
relative to another example in which Several positions are 
determined over time but not transmitted, and then trans 
mitted after a collection of positions is obtained. Attempting 
to determine the position of the mobile unit will require an 
adequate view of the Sky as well as an adequate ability to 
read the Signals off of enough satellites in order to obtain the 
Satellite ephemeris data. Furthermore, Such a method does 
not allow for the use of differential GPS (DGPS) information 
which will improve the accuracy of the position calculation 
(unless the communication link is used to transmit the DGPS 
data, which will use more power). With the method of the 
present invention, only the pseudoranges need to be deter 
mined by the mobile unit over time. Thus it is not required 
to be able to read the satellite ephemeris data. With the 
improved processing techniques described in U.S. Pat. No. 
5,663,734, it is possible to obtain pseudoranges to enough 
Satellites in most instances even when the Sky is obstructed 
or the Signals are weak. The queuing of pseudoranges and 
transmission only upon the occurrence of an event mini 
mizes the transmission “air time' yet permits determination 
upon demand of a history of the mobile's positions. 

In the example shown in FIG. 1A, the mobile GPS 
receiver 12 will receive GPS signals at positions 14, 16, 18, 
20, 22, 24, and its current position and will determine 
pseudoranges from those Signals and Store those pseudor 
anges along with the corresponding time Stamp in memory. 
If the predetermined type of event is the collection of the 
Seventh Set of Signals from which pseudoranges are 
determined, then the mobile unit 12 will transmit all seven 
pseudoranges and the corresponding time Stamps at the 
position shown in FIG. 1A for the mobile unit 12. There are 
numerous other possible predetermined events which could 
cause the transmission of the Sequence of time Stamped 
pseudoranges. One, as already mentioned, is that a certain 
number of Stored pseudoranges has been reached. Another 
predetermined type of event may be a Sensor or alarm which 
detects an alarm condition or Some other condition and 
which causes the transmission of the Stored pseudoranges. 
One Such example is the detection in a car of an accident or 
the fact that an airbag has inflated or the fact that the car 
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6 
alarm is on. Another predetermined event may be that the 
basestation asks for the transmission of the Stored pseudo 
ranges in order to attempt to locate the current position of the 
mobile GPS receiver as well as the prior position as indi 
cated in the queue of time Stamped pseudoranges. Another 
predetermined event may be that the memory limit has been 
reached for Storing pseudoranges. Another predetermined 
event may be that a predetermined period of time has lapsed 
Since the last transmission of pseudoranges. If this time is 
varied, it may also cause a corresponding variance in the 
number of Saved pseudoranges by varying the interval 
between which GPS signals are collected and processed to 
determine pseudoranges. In another example of a predeter 
mined event, it may merely be the user pressing a button on 
the mobile GPS receiver. 

FIG. 1C shows an example of the operations performed 
according to a method of the present invention on a location 
server, Such as the location server 25. The method of FIG. 
1C begins in step 41 in which the location receiver deter 
mines and stores a plurality of differential GPS corrections 
for each of a Series of points in time and also stores a time 
stamp for each corresponding plurality of differential GPS 
corrections. As described above in the system of FIG. 1A, 
the location server 25 may receive or determine differential 
GPS corrections from the GPS reference receiver having a 
known location. In the case where the basestation and 
mobile unit use point-to-point radio communications (and 
not a widely-dispersed cell based system), the GPS reference 
receiver typically is co-located with the location Server and 
typically also has the same Satellites in View as mobile units 
which are being tracked by the location server 25. The GPS 
reference receiver 27 may determine differential GPS cor 
rections in the conventional manner and also provide GPS 
time indicating the point in time when the GPS Signals, from 
which the differential GPS corrections were determined, 
were received and provide this set of information for each 
point in time to the location Server which causes this 
information to be stored in storage 26. It will be understood 
that Step 41 will typically occur repeatedly during the overall 
procedure shown in FIG. 1C. That is, the operation 
described in step 41 will be repeated and will be occurring 
continually in order to obtain a queue of differential GPS 
corrections and the corresponding time Stamps for each 
correction. This will allow differential GPS collections to be 
made over an extended period of time of travel of a mobile 
unit, such as the mobile unit 12. For example, if the mobile 
unit 12 takes one hour to travel from position 14 to its 
current position past position 24 shown in road 11, then at 
least one hour of differential GPS corrections may be 
required. However, if there is a limit in the duration required 
to determine position history of each mobile, then the queue 
Size of these corrections may be kept Small (for example, the 
queue may correspond to the last one minute period). 

It will be appreciated that when a basestation (location 
Server) Services a large geographical area, that a reference 
network of GPS reference receivers providing differential 
corrections over the entire network may be required. This is 
further described below. Returning back to FIG. 1C, in step 
43, the location Server receives a transmission containing 
Several Sets of pseudoranges and the corresponding time 
stamp for each set. It will be appreciated that while the 
pseudoranges and the time Stamps may be transmitted in one 
transmission, this transmission may be over Several packets 
of data or may be interrupted, although for purposes of the 
present invention this may still be considered a single 
transmission of the queue of pseudoranges which have been 
time Stamped. In Step 45, the location Server Selects the most 
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appropriate differential GPS correction to use with each set 
of pseudoranges by comparing the time Stamps for the 
differential GPS corrections and the time stamps for each set 
of pseudoranges. In effect, the location Server determines the 
differential GPS correction whose time of applicability is 
closest in time to the time Stamp of the pseudorange. After 
Selecting the appropriate differential GPS correction, the Set 
of pseudoranges are corrected with these differential GPS 
corrections. It will be appreciated that while the preferred 
embodiment uses this queue of differential GPS corrections, 
it is not necessary to practice certain embodiments of the 
present invention. In Step 47, the location Server determines 
a position of the transmitting mobile GPS unit from each set 
of corrected pseudoranges and the corresponding time 
Stamp. In this manner, the location Server can determine that 
the mobile unit 12 was at position 14 at the time indicated 
by the time Stamp associated with the pseudoranges obtained 
when the mobile unit was at position 14, and the location 
server can also determine the positions 16, 18, 20, 22, 24, 
and its current location and determine the time the mobile 
unit was at these positions. In this manner, the location 
server may be able to track the movement of mobile unit in 
Space and in time. This information is used in Step 49 in a 
number of different ways. For example, the basestation may 
provide concierge Services or routing information to the 
operator of mobile unit 12 by transmitting help information 
back to the mobile unit 12 through the wireless communi 
cation System. 

Having a time history of pseudoranges from which a time 
history of positions are computed allows the Server to track 
the mobile's position and velocity. This is important for 
locating a mobile in an emergency Situation, Such as an 
automobile accident in which the mobile antenna is inca 
pacitated. 

While the foregoing description generally assumed a 
point-to-point communication System between the commu 
nication System of the mobile unit 12 and the communica 
tion system of the basestation 25, it will be understood that 
the communication System may be a cell based communi 
cation System as described below. 

FIG. 2 shows one example of a system 101 of the present 
invention. The System includes a cell based communication 
System which includes a plurality of cell Sites, each of which 
is designed to Service a particular geographical region or 
location. Examples of Such cellular based or cell based 
communication Systems are well known in the art, Such as 
the cell based telephone Systems. It will be appreciated that 
FIG. 2 has not been drawn to show an overlap of cells. 
However, the Signal coverage Zone of the cells may in fact 
overlap. The cell based communication System as shown in 
FIG. 1 includes three cells 102, 103, and 104. It will be 
appreciated that a plurality of cells with corresponding cell 
Sites and/or cellular Service areas may also be included in the 
system 101 and be coupled to one or more cell based 
Switching centers, such as the mobile Switching center 105 
and the mobile Switching center 106. Within each cell, such 
as the cell 102, there is a wireless cell basestation 
(Sometimes referred to as a cell site) Such as the cell 
basestation 102a which is designed to communicate through 
a wireleSS communication medium using cell based com 
munication signals with a communication System, which 
typically includes a receiver and a transmitter for commu 
nicating by using the cell based communication signals and 
a mobile GPS receiver. This combined communication sys 
tem and mobile GPS receiver provides a combined system 
such as the receiver 102b shown in FIG. 2. An example of 
Such a combined System having a GPS receiver and a 
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communication System is shown in FIG. 4 and may include 
both the GPS antenna 77 and a communication system 
antenna System 79. Each cell Site is coupled typically to a 
mobile Switching center. In FIG. 2, cell bases 102a and 103a 
are coupled to Switching center 105 through connections 
102c and 103c, respectively, and cell base 104a is coupled 
to a different mobile Switching center 106 through connec 
tion 104c. These connections are typically wireline connec 
tions between the respective cell base and the mobile 
Switching centers 105 and 106. Each cell base includes an 
antenna for communicating with communication Systems 
Serviced by the particular cell Site/base. In one example, the 
cell site may be a cellular telephone cell site which com 
municates with mobile cellular telephones (integrated with a 
GPS receiver) in the area serviced by the cell site. 

In a typical embodiment of the present invention, the 
mobile GPS receiver, Such as receiver 102b, includes a cell 
based communication System which is integrated with the 
GPS receiver Such that both the GPS receiver and the 
communication System are enclosed in the same housing. 
One example of this is a cellular telephone having an 
integrated GPS receiver which shares common circuitry 
with the cellular telephone transceiver. When this combined 
System is used for cellular telephone communications, trans 
missions occur between the receiver 102b and the cell base 
102a. Transmissions from the receiver 102b to the cell base 
102a are then propagated over the connection 102c to the 
mobile Switching center 105 and then to either another 
cellular telephone in a cell Serviced by the mobile Switching 
center 105 or through a connection (typically wired) to 
another telephone through the land-based telephone System/ 
network 112. It will be appreciated that the term wired 
includes fiber optic and other non wireless connections Such 
as copper cabling, etc. Transmissions from the other tele 
phone which is communicating with the receiver 102a are 
conveyed from the mobile Switching center 105 through the 
connection 102c and the cell base 102a back to the receiver 
102b in the conventional manner. 

In the example of FIG. 2, each mobile switching center 
(MSC) is coupled to at least one regional short message 
service center (SMSC) through a communication network 
115 which in one embodiment is referred to as a Signaling 
System Number 7 (SS7) Network. This network is designed 
to allow short messages (e.g. control information and data) 
to be passed among elements of the telephone network. It 
will be understood that FIG. 2 shows one example and that 
it is possible for several MSC's to be coupled to one regional 
SMSC. The network 115 interconnects MSC's 105 and 106 
to regional SMSC's 107 and 108. The example of FIG. 2 
also shows two GPS location servers 109 and 110 which are 
coupled to regional SMSC 107 and regional SMSC 108 
through the network 115. In one embodiment of the distrib 
uted system of FIG. 2, the network 115 may be a permanent 
packet Switched data network which interconnects various 
regional SMSC's and MSC's with various GPS location 
servers. This allows each regional SMSC to act as a router 
to route requests for location services to whichever GPS 
location Servers are available in case of congestion at a 
location Server or failure of a location Server. Thus, regional 
SMSC 107 may route location service requests from mobile 
GPS receiver 102b (e.g. the user of mobile GPS receiver 
102b dials 911 on the integrated cell telephone) to the GPS 
location server 110 if location server 109 is congested or has 
failed or is otherwise unable to Service the location Service 
request. 

Each GPS location server is typically coupled to a wide 
area network of GPS reference stations which provide 
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differential GPS corrections and satellite ephemeris data to 
the GPS location servers. This wide area network of GPS 
reference stations, shown as GPS reference network 111, is 
typically coupled to each GPS location Server through a 
dedicated packet Switched data network. Hence, location 
server 109 receives data from the network 111 through 
connection 109a and server 110 receives data from network 
111 through connection 110a. The reference network 111 
may be coupled to the communication network 112. 
Alternatively, a GPS reference receiver may be used at each 
location server to provide satellite ephemeris and GPS time 
to the GPS location server. As shown in FIG. 2, each GPS 
location Server is also coupled to a communication network 
such as a public switched telephone network (PSTN) 112 to 
which two application servers 114 and 116 are coupled. 

The two GPS location servers are, in one embodiment, 
used to determine the position of a mobile GPS receiver (e.g. 
receiver 102b) using GPS signals received by the mobile 
GPS receiver. 

Each GPS location server will receive pseudoranges from 
a mobile GPS receiver and satellite ephemeris data from the 
GPS reference network and calculate a route of positions for 
the mobile GPS receiver and then these positions will be 
transmitted through the network 112 (e.g. the public 
switched telephone network PSTN) to one (or both) of the 
Application Servers where the positions are presented (e.g. 
displayed on a map) to a user at the Application Server. 
Normally, the GPS location server calculates but does not 
present (e.g. by display) the positions at the GPS location 
Server. An application Server may send a request, for the 
positions of a particular GPS receiver in one of the cells, to 
a GPS location server which then initiates a conversation 
with a particular mobile GPS receiver through the mobile 
Switching center in order to determine the route of positions 
of the GPS receiver and report those positions back to the 
particular application. In another embodiment, a position 
determination for a GPS receiver may be initiated by a user 
of a mobile GPS receiver; for example, the user of the 
mobile GPS receiver may press 911 on the cell phone to 
indicate an emergency Situation at the location of the mobile 
GPS receiver and this may initiate a location process in the 
manner described herein. 

It should be noted that a cellular based or cell based 
communication System is a communication System which 
has more than one transmitter, each of which Serves a 
different geographical area, which is predefined at any 
instant in time. Typically, each transmitter is a wireleSS 
transmitter which Serves a cell which has a geographical 
radius of less than 20 miles, although the area covered 
depends on the particular cellular System. There are numer 
ous types of cellular communication Systems, Such as cel 
lular telephones, PCS (personal communication System), 
SMR (specialized mobile radio), one-way and two-way 
pager Systems, RAM, ARDIS, and wireleSS packet data 
Systems. Typically, the predefined geographical areas are 
referred to as cells and a plurality of cells are grouped 
together into a cellular Service area and these pluralities of 
cells are coupled to one or more cellular Switching centers 
which provide connections to land-based telephone Systems 
and/or networks. A Service area is often used for billing 
purposes. Hence, it may be the case that cells in more than 
one Service area are connected to one Switching center. 
Alternatively, it is Sometimes the case that cells within one 
Service area are connected to different Switching centers, 
especially in dense population areas. In general, a Service 
area is defined as a collection of cells within close geo 
graphical proximity to one another. Another class of cellular 

15 

25 

35 

40 

45 

50 

55 

60 

65 

10 
Systems that fits the above description is Satellite based, 
where the cellular baseStations or cell Sites are Satellites that 
typically orbit the earth. In these Systems, the cell Sectors 
and Service areas may be very large and move as a function 
of time. Examples of Such systems include Iridium, 
Globalstar, Orbcomm, and Odyssey. 

FIG. 3 shows an example of a GPS location server 50 
which may be used as the GPS server 109 or GPS server 110 
in FIG. 2. The GPS server 50 of FIG. 3 includes a data 
processing unit 51 which may be a fault-tolerant digital 
computer system. The SPS server 50 also includes a modem 
or other communication interface 52 and a modem or other 
communication interface 53 and a modem or other commu 
nication interface 54. These communication interfaces pro 
vide connectivity for the exchange of information to and 
from the location server shown in FIG. 3 between three 
different networks, which are shown as networks 60, 62, and 
64. The network 60 includes the mobile Switching center or 
centers and/or the land-based phone System Switches or the 
cell sites. An example of this network is shown in FIG. 2 
wherein the GPS server 109 represents the server 50 of FIG. 
3. Thus the network 60 may be considered to include the 
mobile switching centers 105 and 106 and the cells 102,103, 
and 104. The network 64 may be considered to include the 
Applications Servers 114 and 116, which are each usually 
computer Systems with communication interfaces, and also 
may include one or more “PSAP's,” (Public Safety Answer 
ing Point) which is typically the control center which 
answers 911 emergency telephone calls. The network 62, 
which represents the GPS reference network 111 of FIG. 2, 
is a network of GPS receivers which are GPS reference 
receivers designed to provide differential GPS correction 
information and also to provide GPS signal data including 
the Satellite ephemeris data to the data processing unit. 
When the Server 50 Serves a very large geographical area, a 
local optional GPS receiver, such as optional GPS receiver 
56, may not be able to observe all GPS satellites that are in 
view of mobile SPS receivers throughout this area. 
Accordingly, the network 62 collects and provides Satellite 
ephemeris data and differential GPS correction data over a 
wide area in accordance with the present invention. 
As shown in FIG. 3, a mass storage device 55 is coupled 

to the data processing unit 51. Typically, the mass Storage 55 
will include Storage for data and Software for performing the 
GPS position calculations after receiving pseudoranges from 
the mobile GPS receivers, Such as a receiver 102b of FIG. 
2. These pseudoranges are normally received through the 
cell Site and mobile Switching center and the modem or other 
interface 53. The mass storage device 55 also includes 
Software, at least in one embodiment, which is used to 
receive and use the Satellite ephemeris data provided by the 
GPS reference network 32 through the modem or other 
interface 54. The mass storage device 55 also will typically 
include a database or Storage 55a which specifies a queue of 
time stamped satellite ephemeris and differential GPS cor 
rections as described above. 

In a typical embodiment of the present invention, the 
optional GPS receiver 56 is not necessary as the GPS 
reference network 111 of FIG. 2 (shown as network 62 of 
FIG. 3) provides the differential GPS information and cor 
responding time Stamps as well as providing the raw Satellite 
data messages from the Satellites in View of the various 
reference receivers in the GPS reference network. It will be 
appreciated that the Satellite ephemeris data obtained from 
the network through the modem or other interface 54 may be 
used in a conventional manner with the pseudoranges 
obtained from the mobile GPS receiver in order to compute 
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the position information for the mobile GPS receiver. The 
interfaces 52, 53, and 54 may each be a modem or other 
Suitable communication interface for coupling the data pro 
cessing unit to other computer Systems in the case of 
network 64 and to cellular based communication Systems in 
the case of network 60 and to transmitting devices, Such as 
computer Systems in the network 62. In one embodiment, it 
will be appreciated that the network 62 includes a dispersed 
collection of GPS reference receivers dispersed over a 
geographical region. In Some embodiments, the differential 
correction GPS information, obtained from a receiver near 
the cell Site or cellular Service area which is communicating 
with the mobile GPS receiver through the cellular based 
communication system, will provide differential GPS cor 
rection information which is appropriate for the approximate 
location of the mobile GPS receiver. 

FIG. 4 shows a generalized combined system which 
includes a GPS receiver and a communication System trans 
ceiver. In one example, the communication System trans 
ceiver is a cellular telephone. The system 75 includes a GPS 
receiver 76 having a GPS antenna 77 and a communication 
transceiver 78 having a communication antenna 79. The 
GPS receiver 76 is coupled to the communication trans 
ceiver 78 through the connection 80 shown in FIG. 4. The 
memory 81 Stores a queue of determined pseudoranges and 
corresponding time Stamps as described above. This 
memory 81 is coupled to the GPS receiver 76 and may also 
be coupled to the communication transceiver (e.g. the 
memory is dual ported). In one mode of operation, the 
communication System transceiver 78 receives approximate 
Doppler information through the antenna 79 and provides 
this approximate Doppler information over the link 80 to the 
GPS receiver 76 which performs the pseudorange determi 
nation by receiving the GPS signals from the GPS satellites 
through the GPS antenna 77. The determined pseudoranges 
are then transmitted to a GPS location server through the 
communication System transceiver 78. Typically the com 
munication System transceiver 78 sends a Signal through the 
antenna 79 to a cell site which then transfers this information 
back to the GPS location server. Examples of various 
embodiments for the system 75 are known in the art. For 
example, U.S. Pat. No. 5,663,734 describes an example of a 
combined GPS receiver and communication system which 
utilizes an improved GPS receiver system. Another example 
of a combined GPS and communication system has been 
described in copending application Ser. No. 08/652,833, 
which was filed May 23, 1996. Most conventional GPS 
receivers can be modified to work as the receiver 76 in FIG. 
4, although receivers, such as those described in U.S. Pat. 
No. 5,663,734 may provide improved performance. The 
system 75 of FIG. 4, as well as numerous alternative 
communication Systems having SPS receivers will typically 
time stamp the time of the receipt of GPS signals from which 
pseudoranges are determined. In particular, the System 75 
may use GPS time (received or estimated from the GPS 
satellites) or use time from CDMA transmissions (in a 
preferred embodiment) to time Stamp the time of receipt at 
the mobile unit of SPS signals. 

FIG. 5 shows one embodiment for a GPS reference 
Station. It will be appreciated that each reference Station may 
be constructed in this way and coupled to the communica 
tion network or medium. Typically, each GPS reference 
station, such as GPS reference station 90 of FIG. 5, will 
include a dual frequency GPS reference receiver 92 which is 
coupled to a GPS antenna 91 which receives GPS signals 
from GPS satellites in view of the antenna 91. GPS reference 
receivers are well known in the art. The GPS reference 
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receiver 92, according to one embodiment of the present 
invention, provides at least two types of information as 
outputs from the receiver 92. Pseudorange outputs 93 are 
provided to a processor and network interface 95, and these 
pseudorange outputs (and the time at which the SPS signals, 
from which the reference pseudoranges were determined, 
were received) are used to compute pseudorange differential 
corrections in the conventional manner for those Satellites in 
view of the GPS antenna 91. The processor and network 
interface 95 may be a conventional digital computer System 
which has interfaces for receiving data from a GPS reference 
receiver as is well known in the art. The processor 95 will 
typically include Software designed to process the pseudo 
range data to determine the appropriate pseudorange cor 
rection for each satellite in view of the GPS antenna 91. 
These pseudorange corrections (and their corresponding 
time Stamps) are then transmitted through the network 
interface to the communication network or medium 96 to 
which other GPS reference stations are also coupled. The 
GPS reference receiver 92 also provides a satellite ephem 
eris data output 94. This data is provided to the processor 
and network interface 95 which then transmits this data onto 
the communication network 96, which is included in the 
GPS reference network 111 of FIG. 2. 
The satellite ephemeris data output 94 provides typically 

at least part of the entire raw 50 baud navigation binary data 
encoded in the actual GPS signals received from each GPS 
Satellite. This Satellite ephemeris data is part of the naviga 
tion message which is broadcast as the 50 bit per Second data 
stream in the GPS signals from the GPS satellites and is 
described in great detail in the GPS ICD-200 document. The 
processor and network interface 95 receives this satellite 
ephemeris data output 94 and transmits it in real time or near 
real time to the communication network 96. As will be 
described below, this satellite ephemeris data which is 
transmitted into the communication network is later received 
through the network at various GPS location servers accord 
ing to aspects of the present invention. 

In certain embodiments of the present invention, only 
certain Segments of the navigation message, Such as the 
Satellite ephemeris data message may be sent to location 
servers in order to lower the bandwidth requirements for the 
network interfaces and for the communication network. 
Typically, also, this data may not need to be provided 
continuously. For example, only the first three frames which 
contain ephemeris information rather than all 5 frames 
together may be transmitted on a regular basis into the 
communication network 96 in real time or near real time. It 
will be appreciated that in one embodiment of the present 
invention, the location Server may receive the entire navi 
gation message which is transmitted from one or more GPS 
reference receivers in order to perform a method for mea 
Suring time related to Satellite data messages, Such as the 
method described in co-pending U.S. patent application Ser. 
No. 08/794,649, which was filed Feb. 3, 1997, by Norman 
F. Krasner. AS used herein, the term "satellite ephemeris 
data' includes data which is only a portion of the Satellite 
navigation message (e.g. 50 baud message) transmitted by a 
GPS satellite or at least a mathematical representation of this 
Satellite ephemeris data. For example, the term Satellite 
ephemeris data refers to a portion of the 50 baud data 
message encoded into the GPS Signal transmitted from a 
GPS satellite. It will be also understood that the GPS 
reference receiver 92 decodes the different GPS signals from 
the different GPS satellites in view of the reference receiver 
92 in order to provide the binary data output 94 which 
contains the Satellite ephemeris data. 

Page 14 of 16



6,104,338 
13 

When a method of the present invention is used to track 
a route over time of a mobile unit which the cell based 
System of FIG. 2, one location Server may track the move 
ment of a particular mobile unit from one cell to Several 
other cells. Due to the interconnectivity of Such a System, 
even receipt of Signals from a mobile unit which began in 
cell 102 may be tracked by the same location server even 
after the mobile unit has moved to cell 104. Alternatively, 
one location Server may transfer its route data indicating the 
positions and times which have been determined for a 
particular mobile unit to another location Server which takes 
over tracking of the mobile unit as it moves from one cell 
Site or cellular Service center to another cell Site or cellular 
Service center. 

Although the methods and apparatus of the present inven 
tion have been described with reference to GPS satellites, it 
will be appreciated that the teachings are equally applicable 
to positioning Systems which utilize pseudolites or a com 
bination of Satellites and pseudolites. Pseudolites are ground 
based transmitters which broadcast a PN code (similar to a 
GPS Signal) modulated on an L-band carrier signal, gener 
ally synchronized with GPS time. Each transmitter may be 
assigned a unique PN code So as to permit identification by 
a remote receiver. Pseudolites are useful in Situations where 
GPS signals from an orbiting satellite might be unavailable, 
Such as tunnels, mines, buildings or other enclosed areas. 
The term "satellite', as used herein, is intended to include 
pseudolite or equivalents of pseudolites, and the term GPS 
Signals, as used herein, is intended to include GPS-like 
Signals from pseudolites or equivalents of pseudolites. 

In the preceding discussion the invention has been 
described with reference to application upon the United 
States Global Positioning Satellite (GPS) system. It should 
evident, however, that these methods are equally applicable 
to Similar Satellite positioning Systems, and in, particular, the 
Russian Glomass System. The Glomass System primarily 
differs from GPS system in that the emissions from different 
Satellites are differentiated from one another by utilizing 
Slightly different carrier frequencies, rather than utilizing 
different pseudorandom codes. In this situation Substantially 
all the circuitry and algorithms described previously are 
applicable with the exception that when processing a new 
Satellite's emission a different exponential multiplier corre 
sponding to the different carrier frequencies is used to 
preprocess the data. The term “GPS used herein includes 
Such alternative Satellite positioning Systems, including the 
Russian GlonasS System. 

In the foregoing Specification, the invention has been 
described with reference to Specific exemplary embodiments 
thereof. It will, however, be evident that various modifica 
tions and changes may be made thereto without departing 
from the broader spirit and scope of the invention as set forth 
in the appended claims. The Specification and drawings are, 
accordingly, to be regarded in an illustrative rather than a 
restrictive Sense. 
What is claimed is: 
1. A method for operating a mobile Satellite positioning 

System (SPS) receiver, said method comprising: 
determining a first plurality of pseudoranges at a first 

time; 
determining a Second plurality of pseudoranges at a 

Second time which is after Said first time, 
Storing Said first plurality of pseudoranges and Storing 

Said Second plurality of pseudoranges, 
transmitting after Said Second time Said first plurality of 

pseudoranges and Said Second plurality of pseudor 
angeS. 

15 

25 

35 

40 

45 

50 

55 

60 

65 

14 
2. A method as in claim 1 further comprising determining 

whether a predetermined type of event has occurred and 
transmitting Said first plurality of pseudoranges and Said 
Second plurality of pseudoranges in response to determining 
that Said predetermined type of event has occurred. 

3. A method as in claim 2 wherein Said predetermined 
type of event is one of: (a) a Sensor detects a condition; or 
(b) a memory limit is reached; or (c) a predetermined 
number of pluralities of pseudoranges has been Stored; or (d) 
a predetermined period of time has lapsed since a last Set of 
pseudoranges was transmitted; or (e) a command from an 
external Source has been received over a communication 
link. 

4. A method as in claim 1 further comprising: 
receiving in said SPS receiver first SPS signals from 

which said first plurality of pseudoranges is deter 
mined; 

determining a first receipt time when said first SPS signals 
were received at said SPS receiver; 

receiving in said SPS receiver second SPS signals from 
which Said Second plurality of pseudoranges is deter 
mined; 

determining a Second receipt time when Said Second SPS 
signals were received at said SPS receiver; 

transmitting Said first receipt time and Said Second receipt 
time. 

5. A method as in claim 4 further comprising: 
determining whether a predetermined type of event has 

occurred and transmitting Said first plurality of pseu 
doranges and Said Second plurality of pseudoranges and 
Said first receipt time and Said Second receipt time in 
response to determining that Said predetermined type of 
event has occurred. 

6. A method as in claim 5 wherein said predetermined 
type of event comprises a predetermined period of time 
which has lapsed since a last Set of pseudoranges was 
transmitted. 

7. A method as in claim 6 wherein said predetermined 
period of time can be varied. 

8. A method as in claim 7 wherein varying said predeter 
mined period of time causes an interval of time between Said 
first plurality of pseudoranges and Said Second plurality of 
pseudoranges to be varied. 

9. A method as in claim 4 wherein said first plurality of 
pseudoranges and Said Second plurality of pseudoranges are 
part of a Series of pluralities of pseudoranges which are 
determined and Stored Sequentially over time and then 
transmitted as a collection of data. 

10. A mobile Satellite Positioning System (SPS) receiver 
comprising: 

a SPS RF (radio frequency) receiver which receives SPS 
Signals; 

a processor coupled to said SPS RF receiver, said pro 
ceSSor determining a plurality of pseudoranges from 
Said SPS Signals, wherein Said processor determines a 
first plurality of pseudoranges from SPS signals 
received at a first time and determines a Second plu 
rality of pseudoranges from SPS Signals received at a 
Second time which is after Said first time, 

a memory coupled to Said processor, Said memory Storing 
Said first plurality of pseudoranges and Said Second 
plurality of pseudoranges, 

a transmitter coupled to Said memory, Said transmitter 
transmitting Said first plurality of pseudoranges and 
Said Second plurality of pseudoranges after Said Second 
time. 
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11. ASPS receiver as in claim 10 wherein said transmitter 
transmits said first plurality of pseudoranges and Said Second 
plurality of pseudoranges in response to a predetermined 
type of event. 

12. A SPS receiver as in claim 11 wherein said SPS RF 
receiver receives first SPS signals from which said first 
plurality of pseudoranges is determined and said SPS RF 
receiver receives second SPS signals from which said sec 
ond plurality of pseudoranges is determined and wherein a 
first receipt time when said first SPS signals were received 10 
is determined and Stored in Said memory and a Second 
receipt time when Said Second SPS Signals were received is 
determined and Stored in Said memory and wherein Said 
transmitter transmits Said first receipt time and Said Second 
receipt time. 

13. ASPS receiver as in claim 12 wherein said first receipt 
time and said second receipt time are determined from SPS 
Signals. 

14. ASPS receiver as in claim 12 wherein said first receipt 
time and Said Second receipt time are determined from time 
Signals received in a cell based communication Signal which 
is received by a communication receiver which is coupled to 
Said processor. 

15. A method of determining position from satellite posi 
tioning System (SPS) information, said method comprising: 

16 
receiving a first plurality of pseudoranges which were 

determined from first SPS signals received at a first 
time; 

receiving a Second plurality of pseudoranges which were 
determined from second SPS signals received at a 
Second time which is after Said first time, 

determining a first position from Said first plurality of 
pseudoranges and determining a Second position from 
Said Second plurality of pseudoranges, wherein Said 
first plurality of pseudoranges and Said Second plurality 
of pseudoranges were received in one transmission 
after Said Second time. 

16. A method as in claim 15 wherein said one transmis 
Sion occurs after a predetermined type of event. 

17. A method as in claim 15 further comprising: 
Storing a first plurality of pseudorange corrections for a 

corresponding first correction time and Storing a Second 
plurality of pseudorange corrections for a correspond 
ing Second correction time; 

determining Said first position also from Said first plurality 
of pseudorange corrections and determining Said Sec 
ond position also from Said Second plurality of pseu 
dorange corrections. 
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