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ASSEMBLY OF COMPONENTS 
(Part A) 

COMPONENT CONFIGURED TO RECEIVE REPORTING MESSAGES SENT FROM FAN DEVICES. 
E.G., COMMUNICATING FAN DEVICE IDENTIFICATION INFORMATION, COMMANDS. OPERATIONS v 902 

PERFORMED AT THE FAN DEVICE !N RESPONSE TO RECEIVED COMMANDS, FAN DEVICE 
STATUS INFORMATION, E.G., FAN DEVICE STATE INFORMATION, AND TIME INFORMATION 

904 COMPONENT CONFIGURED TO STORE INFORMATION COMMUNICATED IN RECEIVED FAN 
DEVICE REPORTING MESSAGES -

COMPONENT CONFIGURED TO GENERATE A PROPOSED NORMAL DEVICE CONTROL SCHEDULE 906 
FOR A CUSTOMER PREMISES FROM STORED INFORMATION INDICATING THE STATE OF ONE OR .,..,.,. 

MORE DEVICES AT THE CUSTOMER PREMISES OVER A PERIOD OF TIME 

COMPONENT CONFIGURED TO SEND A GENERATED PROPOSED NORMAL DEVICE CONTROL 908 
SCHEDULE FOR A CUSTOMER PREMISES TO A DEVICE CORRESPONDING TO THE CUSTOMER .,..,.,. 

PREMlSES 

COMPONENT CONFIGURED TO GENERATE AN AWAY SCHEDULE TO BE USED TO CONTROL ONE OR 
MORE DEVICES AT A CUSTOMER PREMISES WHEN THE CUSTOMER INDICATES THAT THEY ARE 

AWAY FROM THE CUSTOMER PREMISES 
914 

r············· ...................... .......................................................... _.-: ... . 
: COMPONENT CONFIGURED TO GENERATE SAID AWAY SCHEDULE AS A FUNCTION OF A \ 
: RANDOM FUNCTION USED TO AT LEAST PARTIALLY RANDOMIZE THE ON OR OFF TIMES : 
: OF ONE OR MORE DEVICES : ' t ................................................................................................... -....................................................................... ' 

! : COMPONENT CONFIGURED TO USE INFORMATION ABOUT PAST DEVICE ON : : 
: : AND OFF STATUS IN COMBINATION WITH SAID RANDOM FUNCTION TO i 916 j 
: 1 CONTROL THE ON AND OFF TIMES FOR AT LEAST ONE DEVICE, SAID ON AND i- : 
! : OFF TIMES DEVIATiNG FROM HISTORICAL ON AND OFF TIMES BY AN AMOUNT : : 
: : OF TIME WHICH DOES NOT EXCEED A MAXIMUM AMOUNT OF TIME AND WHICH i j 
: \ IS DETERMINED BY SAID RANDOM FUNCTION : : 
: , ......................... .. ......................................................................................................: ! . . . . 
I ••••• .... .,.,,.,. ••., • .,,.., .......... .., .. .,..,..,,. '""' ••• ,.,.., ..,., '"'""'" •••• .. ..,., .. ., oo ,.., •• .. ., • '"'"' ••- • .,,. ,. • o, • .. ,._., ., '"'"'"' •., .- ,.,. ., • •'"' •• • ,.., -•• ••••• .,: 

912 

l-918 
COMPONENT CONFIGURED TO STORE A GENERATED AWAY DEVICE CONTROL SCHEDULE f ....__ _________________________ __, 

COMPONENT CONFIGURED TO RECEIVE A MESSAGE INDICATING APPROVAL OF A PROPOSED ~ 920 

NORMAL DEVICE CONTROL SCHEDULE OR A REVISED NORMAL DEVICE CONTROL SCHEDULE 

COMPONENT CONFIGURED TO STORE AN APPROVED NORMAL 
DEVICE CONTROL SCHEDULE FOR A CUSTOMER PRESMlSES 

FIGURE 7A 

922 

- ---------
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ASSEMBLY OF COMPONENTS 
(Part B) 

COMPONENT CONFIGURED TO CONTROL ONE OF MORE DEVICES AT A 
CUSTOMER PREMISES BASED ON THE STORED APPROVED NORMAL DEVICE 

CONTROL SCHEDULE CORRESPONDING TO THE CUSTOMER PREMISES 

COMPONENT CONFIGURED TO IDENTIFY AND SEND A COMMAND 
TO A FAN DEVICE AT THE CUSTOMER PREMISES VIA THE 

INTERNET AND A WIFI ROUTER TO CONTROL THE FAN DEVICE 
BASED ON THE STORED APPROVED NORMAL DEVICE CONTROL 

SCHEDULE 

924 
926 _,,,,,.. 

...... 

COMPONENT CONFIGURED TO CONTROL ONE OF MORE DEVICES AT A 
CUSTOMER PREMISES BASED ON THE STORED AWAY DEVICE CONTROL 

SCHEDULE CORRESPONDING TO THE CUSTOMER PREMISES 930 -
COMPONENT CONFIGURED TO IDENTIFY AND SEND A COMMAND TO A 
FAN DEVICE AT THE CUSTOMER PREMISES VIA THE INTERNET AND A 
WIFI ROUTER TO CONTROL THE FAN DEVICE BASED ON THE STORED 

AWAY DEVICE CONTROL SCHEDULE 

928 

COMPONENT CONFIGURED TO UPDATE INFORMATION ABOUT THE STATE 
OF A FAN DEVICE AT A CUSTOMER PREMISES BASED ON A COMMAND 

COMMUNICATED TO THE FAN DEVICE IN ACCORDANCE WITH AN 
APPROVED NORMAL DEVICE CONTROL SCHEDULE OR AN AWAY DEVICE 

CONTROL SCHEDULE 

932 --

COMPONENT CONFIGURED TO UPDATE INFORMATION ABOUT THE STATE 
934 OF A FAN DEVICE AT A CUSTOMER PREMISES BASED ON A COMMAND, E.G. , .,.-

A RECEIVED COMMAND FROM A USER DEVICE WHICH IS BEING 
FORWARDED, TO THE FAN DEVICE 

COMPONENT CONFIGURED TO RECEIVE A SIGNAL FROM A USER INDICATING AN _. 936 

AWAY STATUS CORRESPONDING TO A CUSTOMER PREMISES 

COMPONENT CONFIGURED TO SWITCH FROM USING A STORED NORMAL DEVICE 938 
CONTROL SCHEDULE TO USING A STORED AWAY DEVICE CONTROL SCHEDULE _,,,,,.. 

BASED ON THE RECEIVED AWAY STATUS INDICATOR 

FIGURE 78 

FIGURE 7A i FIGURE 78 

FIGtJRE 7 
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SUMMARY METHODS AND APPARATUS FOR 
CONTROLLING FAN DEVICES 

RELATED APPLICATIONS 

The present application claims the benefit of the filing 
date of U.S. Provisional Application Ser. No. 62/617,152 
filed on Jan. 12, 2018 and Ser. No. 62/617,274 filed on Jan. 
14, 2018 each of which is hereby expressly incorporated by 
reference in its entirety. 10 

FIELD 

Various embodiments are directed to use of an RF and 
WiFi control in the fan device to control fan status and speed 
and/or fan light on/off stan1s and intensity. The fau device 
includes both an RF interface and a WiFi interface. The 
customer premises includes a WiFi router through which 
WiFi conunw1ications cau be sent from a WiFi capable 
device, e.g., a cell phone, to control the fan device and its 
various functions. While WiFi control is via a WiFi router in 
the home. the control signals nomially do not traverse the 
Internet or another external network. Accordingly, WiFi 
control is possible without the need for a com1ection to an 
external network or server. In addition to WiFi control, 

The present invention relates to fan devices, and more 
particularly, to methods and apparatus for controlling 
devices using different interfaces, e.g., an RF interface and 
a WiFi interface. 

BACKGROUND 

15 control of the fan device can be via an RF control device, 
e.g. , a wall mounted controller. In some embodiments 120V 
power is supplied to the fan device via the wall mounted 
controller. While 120V power may be supplied via the wall 
controller, control signals from the wall mounted controller 

Ceiling fans are often mounted in rooms to improve air 
circulation and/or provide cooling. In some cases lights are 
mounted on the fan. While the ability to separately control 

:> o are transmitted using RF signals to the RF interface of the 
fan device. The RF interface uses a different frequency band 
than the frequency band used for WiFi signals sent to/from 
the WiFi router. In some embodiments the RF interface uses 

a fan motor and light are desirable. such control if imple- :i5 
mented using standard wired switches requires separate 
switches for the light and the fan motor. 

In many cases, fans are mounted where a ceiling light was 
previously located and thus while power, e.g., 120V, may be 
available at the location where the fan is being mounted 30 

connections to multiple switches may not be available. In 
such cases, the combined ceiling fan and light fixture may 
receive power via a single wall switch with the power being 
provided to both the light and fan motor at the same time. In 
order to allow separate control of the light and fan motor 35 

switches pull cords may be included in the fan assembly 
with one switch being used to control the light fixture and 
another being used to control the fan motor. 

While the use of pull cord controls of a fan and light are 
common, they are not only w1sightly but can pose potential 40 

safety issues. Dangling cords can accidently get caught on 
objects, people and/or even get entangled in the moving fan 
blades. With advancements in LED lighting it is often 
desirable to support variable lighting levels rather than a 
simple on/off light control. Similarly the ability to control 45 

the speed of a ceiling fan motor ratl1er than simply turn the 
motor on and off can be desirable. 

In the interest of energy efficiency it can be desirable to 
support fan and/or light control according to a schedule 
which takes into consideration calendared events, work 50 

an unlicensed frequency spectrnm which is different than 
that used for WiFi signals. 

Since the RF and WiFi control signals need not pass over 
an external conunmtications network as in the case of 
systems where conrniands must first be sent to a network 
server outside a customer premises and then sent from the 
network server to the device to be controlled, the fan device 
can be controlled either by the wall controller or a WiFi 
device even if a com1ection to the Internet or another 
external network is not available. 

In some, but not necessarily all embodiments, the fan 
device reports its state and/or changes in state due to 
received conrn1auds to a server, e.g. , located outside the 
customer premises. The conrnmnication with the external 
server may be, and sometimes is, via a WiFi router and 
Internet cotrnection. The server logs the state information of 
one or more devices at each customer premises it is asso­
ciated with. The server generates. e.g. , automatically. a 
reconunended normal schedule based on historical device 
state information including device on/off times, fan speed 
information and/or light intensity information. Macltine 
lea.ming and ltistorical device state information may be, and 
sometimes is, used for generating the reconunended sched-
ule for a customer premises. The reconllllended nonnal 
control schedule is conunmticated to an individual, e.g .. a 
customer at the customer premises to wltich the schedule 
relates. The communication of the proposed schedule may 
be, and sometimes is, from the server via the Internet and 
WiFi router at the customer premises to which the schedule 
relates. The customer cau approve the reconunended sched­
ule and/or provide a revised nomial schedule to be used by 

schedules and/or other conditions so that a fan and/or light 
is not rw1 needlessly when no one is around. To the extent 
that a schedule could be supported, it would be desirable if 
the schedule could be entered and implemented without the 
need for a wired wall controller to provide control signals 
via a wire to the fan and/or light unit since wires can be 
difficult and/or costly to run. 

.55 the server to control devices at the customer premises. 

In view of the above it should be appreciated that there is 
a need for improved methods of controlling a fan and/or 
ceiling light. It would be desirable if at least some of the 
improved methods and/or apparatus could avoid the need for 
multiple wall switches wired separately to a fan aud a light. 
While not necessary for all embodiments it would be desir­
able if fan and/or light control could support a wide range of 
fw1ctions such as fan speed, fan direction, and/or light 
intensity in addition to simple light and/or fan on/off opera­
tions. 

In addition to generating a nomrnl control schedule for a 
customer premises, an away schedule to be used when a 
customer indicates that the customer premises is in an away 
state is generated. An away state corresponds to when the 

60 normal occupants of the customer premises are away from 
the customer premises. The away schedule is generated 
based on a random function so that devices will be turned on 
at somewhat randomized times making it difficult for a 
potential burglar to determine whether the devices are being 

65 controlled by an automated system or by a hwnan present at 
the premises. In some embodiments ltistorical device use 
information is taken into consideration when the server 
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automatically generates the away schedule with the on/off 
times being somewhat random but remaining within a 
reasonable time, e.g. , 30 minutes or an hour, of when the 
devices are turned on and off when a human is present. 

While a user can control the devices while in the home via 
the RF controller or a WiFi controller without having to send 
commands outside the home, remote control of devices is 
also supported. A user can login to the control server and 
once authenticated is allowed to send control commands to 
devices at the home via the control server and the WiFi 10 

router. In this way a user can control devices while away 
from the home. In the case of commands sent via the server, 
the server can, and sometimes does, update device state 
information based on the commands sent from the server to 15 
the device to be controlled thereby eliminating the need for 
the device to report a state change to the server. While in 
some embodiments devices do not report state changes to 
the server which are in response to commands communi­
cated by the server to the device being controlled, in other 20 

embodiments the devices being controlled, e.g. , fan devices, 
routinely report a state change to the control server regard­
less of whether the command was from the server, wall 
controller or WiFi device in the home. 

4 
safety cut off serves as a physical kill switch integrated into 
the wall controller for both the wall controller and the fan 
device. 

The wall controller includes inputs for controlling fan 
on/off operations, light on/off operation, fan speed, e.g. , 
up/down, and/or light intensity, e.g. , fan device light output 
up/down. In some embodiments light output and fan speed 
can be smoothly controlled, e.g. , with light intensity being 
controlled in a smooth fashion over a wide range of intensity 
values as opposed to simply a few discrete output levels. TI1e 
wall controller transmits RF control signals to implement or 
communicate commands that are generated based on the 
pressing or altering of the control inputs on the wall con­
troller. TI1e control signals are transmitted to the fan device 
using a RF frequency band which is different from that used 
for WiFi signals at the customer premise where the control­
ler is located. 

An exemplary fan device controller, in accordance with 
some embodiments, includes: an AC voltage input; an AC 
output for supplying power to a fan device; an RF signal 
interface including an RF signal transmitter for transmitting 
commands to a device to be controlled; an RF controller for 
controlling the RF signal interface to send control signals 

TI1e customer to which a home corresponds can enable/ 
disable use of a control schedule by the server. For example 
the user can send a signal to the control server to indicate 
that the normal control schedule should be used or the away 
schedule should be used or that no control schedule should 

25 including one or more commands to said fan device; and a 
disco1mect switch for disconnecting said AC output from 
said AC input when said disconnect switch is switched to a 
disconnect state from a connect state. 

be used. The signal n1ay indicate auto1nated control is to be 30 

set to off for the home, automated control should be on and, 
when the automated control is on whether an away state is 
indicated indicating that the away schedule should be used 
or that the premises is in a nonnal state and thus the nonnal 

35 
schedule should be used. 

An exemplary control method, in accordance with some 
embodiments, comprises: receiving. at a fan device includ­
ing a radio frequency signal receiver and a WiFi interface, 
a first radio frequency (RF) control signal from a control 40 

unit, said fan device and said control 1111it being located at a 
customer premises ; implementing, at the fan device, an 
operation in response to a first command conununicated by 
the first RF control signal; and operating the fan device to 
communicate to a server located outside the customer prem- 45 

ises. via the WiFi interface, infonnation indicating the 
operation implemented in response to the first con1111and. 

In various embodiments a controller with an RF interface 
is used to control a fan device which includes a fan motor 
and may also include a lighting device. The controller in 50 

some embodiments is in the form of a wall control module 

BRIEF DESCRIPTION OF THE FIGURES 

FIG. 1 is a drawing of an exemplary system including 
controllable fan devices, wall control units, a wireless ter­
minal, a WiFi router and a control server in accordance with 
an exemplary embodiment. 

FIG. 2 is a drawing illustrating an exemplary wall control 
unit, e.g., a fan device controller, including an RF interface 
in accordance with an exemplary embodiment. 

FIG. 3 is a drawing of an exemplary controllable fan 
device including a controllable fan, a controllable light, an 
RF interface and a WiFi interface in accordance with an 
exemplary embodiment. 

FIG. 4A is a first part of a drawing illustrating an 
exemplary fan device system, exemplary signaling, and 
exemplary operations in accordance with an exemplary 
control method. 

FIG. 4B is a second part of a drawing illustrating an 
exemplary fan device system, exemplary signaling, and 
exemplary operations in accordance with an exemplary 
control method. 

which may be, and sometimes is , mounted in a standard 
electrical wall box in a room in which the fan device to be 
controlled is located. To simplify installation and avoid the 
need for more than the normal I 20V power line used to 
power an outlet, from a 120V AC prospective the controller 
acts as a simple pass through device through which AC 
power is supplied to the fan device unit. As a safety, the 
controller includes an AC disconnect which can be used to 

FIG. 4C is a third part of a drawing illustrating an 
exemplary fan device system, exemplary signaling, and 
exemplary operations in accordance with an exemplary 

55 control method. 

cut all power to the fan unit. The disconnect switch may be 60 

in the fonn of a push or pull switch or a pull tab which can 
interrupt the power to the fan device. 

C,ontrol of the fan device is via an RF interface included 

FIG. 4D is a fourth part of a drawing illustrating an 
exemplary fan device system, exemplary signaling, and 
exemplary operations in accordance with an exemplary 
control method. 

FIG. 4E is a fifth part of a drawing illustrating an 
exemplary fan device system, exemplary signaling, and 
exemplary operations in accordance with an exemplary 
control method. 

in the wall controller. In some embodiments activation of the 
safety disconnect switch will cut power to the RF interface 
of the wall controller in addition to power to the fan device. 
In this way, in some but not necessarily all embodiments, the 

FIG. 4, comprises the combination of FIG. 4A, FIG. 4B, 
65 FIG. 4D, and FIG. 4E. 

FIG. 5 is a drawing of an exemplary control server in 
accordance with an exemplary embodiment. 
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FIG. 6 is a drawing of an exemplary wireless terminal, 120 V input power is received by the power panel 122 via 
e.g., a smartphone, in accordance with an exemplary 120V power source input lines 148, 150. The received input 
embodiment. power is routed through power panel 122, e.g., passes 

FIG. 7A is a first part of an exemplary assembly of through a circuit breaker, and is output from the power panel 
components which may be included in an exemplary control 5 122, via lines 152, 154, which are input to the safety 
server in accordance with an exemplary embodiment. shutdown switches (132, ... 142) of the wall control units 

FIG. 7B is a second part of an exemplary assembly of (114, ... , 116) of CP I 102. 
components, which may be included in an exemplary con- The output of safety switch 132, when the switch is in a 
trol server in accordance with an exemplary embodiment. closed position, powers the internal circuitry on wall control 

FIG. 7 comprises the combination of FIG. 7A and FIG. 10 unit 114 and is fed, via lines (156 and 164, 158 and 166) to 
7B . the input of fan device I 110. The output of safety switch 

FIG. 8 is a drawing of an exemplary system including 142, when the switch is in a closed position, powers the 
controllable fan devices, wall control units, a wireless ter- internal circuitry on wall control unit N 116 and is fed, via 
minal, a WiFi router and a control server in accordance with lines (160 and 168, 162 and 170) to the input of fan device 
another exemplary embodiment. 15 N 112. 

FIG. 9 is a drawing of an exemplary AC power interface RF interface I 124 of wall control unit I 114 c01lllnmJ.i-
coupled to an exemplary DC power supply wlJ.ich may be cates with fan device 1 110 via RF signals 172. Fan device 
used in the fan device of FIG. 3 in accordance with an I 110 communicates with WIFI router 118 via WiFi signals 
exemplary embodiment. 176. RF interface N 134 of wall control mJ.it N 116 com-

FIG. 10 illustrates an exemplary wall motmted wireless 20 mmJ.icates with fan device N 112 via RF signals 174. Fan 
terminal with RF and Wi-Fi interfaces in accordance with an device N 112 commmJ.icates with WIFI router 118 via WiFi 
exemplary embodiment of the present invention. signals 178. 

WT I 120 conunmJ.icates with WiFi router 118 via WiFi 
signals 180. In some embodiments, e.g. , embodiments sup-

FIG. 11 illustrates an exemplary wall control mJ.it includ­
ing a safety switch in accordance with an exemplary 
embodiment of the present invention. 

DETAILED DESCRIPTION 

25 porting Wi-Fi direct, WT I 120 may directly conunmJ.icate 
with fan device I 110 and fan device N 112 using WiFi 
signals . WT I 120 may, and sometimes does, COilllnmJ.icate 
with devices, e.g. , control server 108, via the Internet and/or 
via another WiFi router or a base station when outside FIG. 1 is a drawing of an exemplary fan device system 

100 in accordance with an exemplary embodiment. Exem- 30 

plary system 100 includes a plurality of customer premises 
sites (customer premises I (CP I) 102, . .. , customer 
premises M (CP M) 104), Internet 106, and a control server 
108 coupled together as shown in FIG. 1. CP 1102 includes 
a plurality of fan devices, (fan device I 110 ... . , fan device 35 

N 112), a plurality of wall control units, e.g. , fan device 
controllers, (wall control unit I 114, . . .. wall control mJ.it 

customer premises I 102. 
WiFi router 118 includes a WiFi interface, including a 

WiFi transmitter 196 and a WiFi receiver 195, a network 
interface includes a receiver 197 and a transmitter 198, a 
processor 199 and memory coupled together via a bus over 
which the various elements may interchange data and infor­
mation. WiFi router 118 cotlllnunicates with WiFi devices 
(110, 112, 120) at CPI 102 via its WiFi interface using WiFi 
receiver 195 and WiFi transmitter 196. WiFi Router 118 of N 116), a WiFi router 118, a wireless terminal (WT I) 120, 

e.g., a cell phone, an a 120 V power source 122, e.g. , a power 
panel. In one embodiment 120V power panel 122 includes 
a 20 A circuit breaker. Each wall control mJ.it (114, 116) is 
configured to fit in an electrical box in a wall of a customer 
prenJ.ises. 

CP 1 102 conununicates with the Internet via the network 
40 interface and link 182. A WiFi Router of CP M 104 com-

mmJ.icates with the Internet via link 184. Internet 106 is 
coupled to control server 108 via conununications link 186. 

FIG. 2 is a drawing 200 illustrating an exemplary wall 
control unit 202, e.g., a fan device controller, e.g. , a fan/light 
controller, in accordance with an exemplary embodiment. 
Exemplary wall control unit 202 is , e.g. , wall control u1J.it I 
114 or wall control unit N 116 of CP 1 102 of system 100 
of FIG. 1. Wall control mJ.it 202 includes a control panel 204, 
a safety switch 206, an RF interface 208, a DC power supply 

Wall control unit I 114 includes RF interface I 124, light 
on/off switch 126, fan on/off switch 128, fan reverse switch 45 

130, and safety switch (SS) 132. Wall control unit I 114 is 
installed in electrical box 190 ofwall 191. In some embodi­
ments, fan device I 110 and wall control unit 114 are both 
located in a first room in customer premises I 102. Wall 
control unit N 116 includes RF interface 2 134, light on/off 
switch 136, fan on/off switch 138, fan reverse switch 140. 
and safety switch (SS) 142. Wall control unit N 116 is 
installed in electrical box 192 ofwall 193. In some embodi­
ments, fan device N 112 and wall control unit N 116 are both 
located in a second room in customer premises 1 102, the 55 

second room being a different room than the first room. Fan 
device state information includes fan state infomrntion for 
fan motors and light state infonnation for fan lights. 

50 210, a controller 212, an AC input 237, and an AC output 
241 , coupled together as shown in FIG. 2. In various 
embodiments, the wall control unit 202 does not include a 
WiFi interface. 

Control server 108 includes customer premises infonna­
tion corresponding to a plurality of customer premises (CP 60 
1 infonnation 144, . . , CP M infonnation 146) being 
controlled by the control server 108. Exemplary customer 
premises 1 114 infomrntion includes, e.g. , lJ.istorical state 
information corresponding to fan devices located within 
customer premises 1 102, an approved nonnal device con- 65 
trol schedule for CPI , and a generated away device control 
schedule for CP 1 . 

If 

Control panel 204 includes a light on/off switch 214, a fan 
on/off switch 216, a fan reverse switch 218, a light up switch 
220, a light down switch 222, a fan speed up switch 224, and 
a fan speed down switch 226. Light on/off switch 214, e.g. , 
a push button switch, is a light control input for turning a 
light, e.g. , a light in a fan device, on or off. Light on/or 
switch 214 is coupled to contro1Jer 212 via line 248. Fan 
on/off switch 216, e.g., a push button switch, is a fan control 
input for turning a fan, e.g., a fan in a fan device, on or off. 
Fan on/off switch 216 is coupled to controller 212 via line 
250. Fan reverse switch 218, e.g., a push button switch, is a 
fan reverse input for changing the rotation direction of a fan 
in a fan device. Fan reverse switch 218 is coupled to 
controller 212 via line 252. Fan speed up switch 224, e.g. , 
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a push button switch, is a fan speed up input for increasing 
the speed of a fan in a fan device. Fan speed down switch 
226, e.g., a push button switch, is a fan speed down input for 
decreasing the speed of a fan in a fan device. Light up switch 
220, e.g., a push button switch, is a light up input for 
increasing the light output from a light in a fan device. Light 
down switch 222, e.g., a push button switch, is a light down 
input for decreasing the output of a light in a fan device. Fan 
speed up switch 224, fan speed down switch 226, light up 
switch 220, and light down switch 222 are coupled to 10 

controller 212 via lines (258, 260, 254, 256), respectively. 
RF interface 208 includes an RF transmitter 228 and, in 

some embodiments, an RF receiver 230, which are coupled 
to antenna 232, via which the wall control 202 may transmit 
and, in some embodiments, receive RF signals, e.g., to or 15 

from a fan device. Exemplary transmitted RF signals 
include, e.g. , an RF control signal communicating a com­
mand. In some embodiments, the command is one of: a fan 
power state change command, a fan speed up command, a 
fan speed down command, a fan direction change command, 20 

a light power state change command, a light increase com­
mand, or a light decrease conunand. An exemplary received 
RF signal includes, e.g., an acknowledgment of a transmit­
ted command. 

8 
Controller 212, e.g. , an RF controller, controls the RF 

interface 208 including RF signal transmitter 228 to generate 
and transmit RF control signals over line 262 in response to 
detected control panel input button depressions. Lines can 
be, for example, wires or traces over which electrical signals 
can be conummicated. RF signal transmitter 228 transmits 
conunands to a device, e.g., a fan device, being controlled. 
Controller 212, e.g., an RF controller, includes a processor 
213 configured to generate a conunand, e.g. , (a light power 
state change command, a fan power state change command, 
a fan direction change command, a light increase command, 
a light decrease command, a fan speed up conmrnnd, a fan 
speed down conmrnnd) in response to received input via an 
input (light control input 214, fan control input 216, fan 
reverse input 218, light up input 220, light down input 222, 
fan speed up input 224, or fan speed down input 226), 
respectively, and control the RF interface 208 to transmit 
said generated conunand in a generated RF signal to a fan 
device. 

FIG. 3 is a drawing of an exemplary fan device 300, 
including a fan 303 and a light 306, in accordance with an 
exemplary embodiment. Exemplary fan device 300 is, e.g., 
one of the fan devices (fan device 1 110, ... , fan device N 
112) of customer premises 1 102 of system 100 of FIG. 1. 

In various embodiments, the RF control signals which are 
sent by control unit 202 to a fan device use an RF frequency 
which is not used for WiFi signals. In some embodiments, 
the RF control signals which are sent by control unit 202 to 
a fan device use a different frequency band and a different 
protocol than the WiFi signals which are received by the fan 
device. 

25 Fan 303 includes a fan motor 304, a fan blade unit 336 
including fan blades and a hub, and fan motor shaft 338 
which couples the fan motor 304 to the fan blade unit. In 
various embodiments fan motor 304 is a BrushLess DC 
(BLDC) motor. Exemplary fan device 300 includes a fan 

120 V Input power lines 234, 236 are coupled, via AC 
input interface 237, to the input of safety switch 206, e.g., a 
disconnect switch. The outputs of safety switch 206 are 
coupled to the input of DC power supply 210 and to lines 
238, 240, which are coupled, via AC output interface 241, to 
a fan device via lines 242, 244. In FIG. 2, safety switch 206 
is shown in the ON or closed position in which input AC 
power is supplied to both the DC power supply 210 and to 

30 device mounting base 302, fan motor shaft 338 and fan blade 
unit 336. Fan unit mounting base 302 includes a fan motor 
304, a light 306, e.g., an LED light, a fan motor control 
circuit 308, a light control circuit 310, a WIFI interface 312, 
an RF interface 314, a processor 316, memory 318, an AC 

35 power interface 322 and a DC power supply 324. WIFI 
interface 312 includes a WIFI transmitter 354 and a WIFI 
receiver 356, which are coupled to ante1111a 313, via which 
the fan device 300 can send and receive WiFi signals. 

a fan device which is coupled to the wall control unit 202. 40 

When the safety switch is placed in the open or OFF position 

Exemplary received WiFi signals communicate, e.g. , a fan 
device control con1111and, and a proposed nonnal device 
control schedule. Exemplary fan device control commands 

or disconnect position, AC power is cutoff, e.g., not sup­
plied, to both the input of the DC power supply 210 of wall 
control unit 202 and to the fan device coupled to wall control 
unit 202. Safety switch 206, e.g. , a disconnect switch, is for 45 

disconnecting the AC output 241 from the AC input 237 
when the switch 206 is switched to a disconnect state from 

received via WiFi receiver 356 include, e.g., a fan on 
conunand, a fan off command, a fan pO\ver state change 
conunand, a fan speed up conurnmd, a fan speed down 
conmrnnd, a fan direction change conurnmd, a fan speed 
setting level command, a light on conmrnnd, a light off 
conunand, a light power state change conunand, a light 
increase command, a light decrease conunand, and a light 
level setting command. In some embodiments, an exemplary 

a connect state. In some embodiments, safety switch 206, 
e.g., a disconnect switch, is in the fonn of a push or pull 
switch or a pull tab which can interrupt the power to the fan 
device to which the wall control unit 202 is coupled. 

DC power supply 210, when receiving input AC power, 
generates and outputs DC supply output 246, e.g., 3 VDC, 
which is input to and used by RF interface 208 and controller 
212. In some embodiments, the DC power supply 210 
generates and outputs multiple DC voltages, e.g. , 3 VDC, 5 
VDC, 15 VDC and -15 VDC, which are used by the 
controller 212 and the RF interface 208. The DC power 
supply 210 is connected to switch 206 and to the RF 
controller 212. The DC power supply 206 receives AC 
power from the disconnect switch 206 when switch 206 is in 
the closed position, and the DC power supply 210 generates 
DC power from the received AC power and supplies the DC 
power to the controller 212. 1f an operator switches the 
disconnect switch 206 to a disconnect state, power is cut off 
to both AC output 241 and to the DC power supply 210 at 
the same time. 

50 received \ViFi signal, e.g. , conveying a control message 
may, and sometimes does, include multiple conunands, e.g., 
a light on conmmnd, a fan on conuna.nd, a fan direction 
conunand, a light level setting conunand, and a fan speed 
setting conunand. Exemplary transmitted WiFi signals com-

55 municate, e.g., fan device state infonnation reporting mes­
sages, e.g., conununicating light on/off status, light output 
level status, fan on/off status, fan speed, fan direction. RF 
interface 314 includes an RF receiver 360, and in some 
embodiments, and RF transmitter 358, which are coupled to 

60 ante1111a 315, via which the fan device 300 can send and 
receive RF signals. Exemplary received RF signals include, 
e.g., signals connnmiicating fan device control commands, 
e.g., from a wall control miit 202. Exemplary control com­
mands communicated via RF signals include, e.g., a fan 

65 power state change conunand, a fan speed up conunand, a 
fan speed down con1111and, a light power state change 
conunand, a fan direction change command, a light power 
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state change command, a light increase command, and a 
light decrease command. Exemplary transmitted RF signals 
include, e.g., fan device control acknowledgment signals. In 
various embodiments, the WiFi interface 312 and the RF 
interface 314 are configured to use different frequency 
bands, e.g., different non-overlapping frequency bands, and 
different communications protocols. In some embodiments, 
the same antenna is used for both the WiFi interface 312 and 
the RF interface 314. 

10 
power supply includes one of more current supplies in 
addition to one or more voltage supplies. DC power from 
DC power supply 324 is supplied to and used by processor 
316, memory 318, WiFi interface 312, RF interface 314, fan 
motor control circuit 308, light control circuit 310, and in 
some embodiments, light 306 and/or fan motor 304. While 
known DC motor fan systems that are available experience 
problems when controlled over the same the same power 
run, e.g., when three fans are daisy chained together so that 

WiFi interface 312, RF interface 314, fan motor control 
circuit 308, light control circuit 310, processor 316 and 
memory 318 are coupled together via a bus 320 over which 
the various elements may interchange data and infonnation. 
Fan motor control circuit 308 includes an On/Off control 
circuit 326, a fan direction control circuit 328, and a fan 
speed control circuit 330. In some embodiments, the fan 
motor control circuit 308 includes an Insulated Gate Bipolar 
Transistor (IGBT) module, a processor, and analog feedback 
circuitry. The fan motor control circuit 308 is coupled to fan 
motor 308 via cable 350. Fan motor shaft 338 couples the 
fan motor to the fan blades 336. Light control circuit 310 
includes an On/Off control circuit 332 and an Up/Down 
control circuit 334. The light control circuit 310 is coupled 

10 power is connected to a first fan and from the first fan to a 
second fan and then a third fan , the third fan typically does 
not operate properly it experiences being off kilter in time 
and speed on start, use of the circuitry shown in FIG. 9 in 
connection with a DC motor results in proper operation of all 

15 three fans daisy chained together wherein smooth control of 
fan operation in the three DC motors can be achieved. 
Furthem1ore, in some embodiments, in which a DC brush­
less motor was utilized smooth control of fan motor opera­
tion was achieved without use of optical sensors in the motor 

20 control unit. 

to light 306 via cable 352. Fan on/off control circuit 326 
controls whether or not power is applied to fan motor 304, 25 

e.g., in response to received fan power state change control 
commands, fan power on control commands, and fan power 
off control commands. Fan direction control circuit 328 
controls the direction fan motor 304 turns, e.g .. in response 

Processor 316 is configured to control the RF interface 
314 including RF receiver 360 to receive RF control signals, 
recover the control connnand or commands being cormnu­
nicated and cmmmmicate the recovered control command or 
commands to the fan motor control circuit 308 and/or light 
control circuit 310 or send information to the fan motor 
control circuit 308 and/or light control circuit 310 to be used 
to implement the recovered control command or commands. 
Processor 316 is further configured to control the WiFi 

30 interface 312 including WiFi receiver 356 to receive WiFi 
signals including messages communicating control com­
mands, recover the control command or commands being 
communicated and communicate the recovered control com­
mand or c0111111ands to the fan motor control circuit 308 

to received fan direction change commands, and fan direc­
tion commands. Fan speed control circuit 330 controls the 
speed of fan motor 304, e.g., in response to received fan 
speed up commands, fan speed down commands, and fan 
speed setting level commands. In various embodiments, the 
fan motor control circuit 308 is configured to control the fan 35 

to operate at a predetennined speed and direction when 
initially commanded to power on from an off state, unless 
specified otherwise, e.g., in a schedule or by a command. 
Light on/off control circuit 332 controls whether or not 
power is applied to light 306, e.g., in response to a received 40 

light power state change control commands, light power on 
control commands, and light power off control commands. 
Light up/down control circuit 334 controls the light output 
level of light 306, e.g., in response to received light increase 
commands, light decrease commands, and light level setting 45 

commands. In some embodiments, the light level is changed 
by changing the voltage or current supplied to a light or a set 
oflights. In some embodiments, the light level is changed by 
changing the number of lights to which power is applied in 
a set of lights. In various embodiments, the light control 50 

circuit 310 is configured to control the light 306 to operate 
at a predetennined output level when initially commanded to 
power on from an off state, unless specified otherwise, e.g., 
in a schedule or by a command. 

Input AC, e.g. , 120 VAC, is received from a wall control 55 

unit via inputs 340, 342. AC power interface 322 conditions 
the received AC, e.g., perfonning filtering, and outputs 
conditioned AC power on lines 344, 346, which are used as 
input by other elements within fan device 300, e.g., the fan 
motor 304 or fan motor control circuit 308, the light 306 or 60 

the light control circuit 310, and the DC power supply 324. 
DC power supply 324 generates and outputs one or more DC 
voltages, e.g., 170 VDC, 3.3 VDC, 16 VDC, 3 VDC, +5 
VDC, 15 VDC, and/or -15 VDC from the input AC power 
received via lines 344, 346. Output DC power is via DC 65 

power bus 448 and the DC voltages are referenced with 
respect to DC ground 349. In some embodiments, the DC 

and/or light control circuit 310 or send infonnation to the fan 
motor control circuit 308 and/or light control circuit to be 
used to implement the recovered control command or com­
mands. Processor 316 is further configured to generate 
device status reporting messages and to control the WiFi 
interface including transmitter 354 to transmit WiFi signals 
including the device status reporting messages communi-
cating device state infomrntion. In various embodiments, 
processor 316 is configured to generate and send a device 
status reporting message, e.g., in response to a received and 
implemented RF control signal or a received and imple­
mented WiFi control message. In some embodiments, the 
processor 316 is configured to limit time intervals between 
successive device status reporting messages, e.g. , to prevent 
excessive status reporting messages such as where an indi­
vidual is pushing an input button on a wall control unit 202 
multiple times in very short time interval. In one exemplary 
embodiment, a device status reporting message is sent to a 
control server at most once per predetennined time interval , 
e.g., once per two second time interval or once per two 
minute time interval. In some embodiments, device status 
reporting messages to the control server connnunicates a 
change from a previously conmrnnicated device status 
reporting message. In various embodiments, a device status 
reporting message can, and sometimes does, include an 
aggregate of multiple received and implemented commands. 
In various embodiments, a generated device status reporting 
message includes time tag information, e.g., a transmission 
time tag and/or a time tag or time tags corresponding to an 
implemented state change or changes implemented at the fan 
device. In some embodiments, the fan device includes a 
single circuit board that includes the WIFI interface 312, RF 
interface 314, fan motor control circuit 308, light control 
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circuit 310, AC power interface 322, DC power supply 324, 
memory 318 and processor 316. 

12 

FIG. 4, comprising the combination of FIG. 4A, FIG. 48, 
FIG. 4C, FIG. 4D and FIG. 4E, is a drawing 400, comprising 
Part A 401, Part B 403 , Part C 405, Part D 407 and Part E s 
409, illustrating exemplary components of system 100 of 
FIG. 1, exemplary signaling and exemplary operations in 
accordance with an exemplary embodiment. Drawing 400 
includes customer premises CP 1 102, the Internet 106, and 
control server 108. CP 1 102 includes wall control unit 1 10 

device. Recorded state infonnation corresponding to mul­
tiple fan devices at CPI may be used to facilitate learning of 
use patterns and thereby allow for automated schedule 
generation for both nonnal and away schedules both of 
which may be, and sometimes are, machine learning based 
on the information reported to the control server 108 in 
system 100. 

In step 414 WiFi router 118 receives message 412 and 
recovers the communicated infonnation. In step 416 WiFi 
router 118 generates reporting message 418, indicating that 
fan 1 is on, and sends message 418, via the Internet 106, to 114, wall control unit N 116, fan device 1 110, fan device N 

112, and WiFi router 118. Fan device 1 110 includes fan 1 
and light J. Fan device N 112 includes fan N and light N. 
Wireless tenninal 120 is a mobile device, e.g., a cell phone, 
a laptop, a tablet, a smartphone, which is sometimes located 
within CP 1 102 and is sometimes located outside of CP 1 
102. 

In one exemplary embodiment, fan device I 110 and wall 
control unit 1 116 are located in a first room, and fan device 

control server 108. In step 420 control server 108 receives 
message 418 and recovers the communicated information, 
originally sourced from fan device 1, which indicates that 

15 the fan 1 in fan device 1 is on. In step 421 control server 108 
updates the customer premises 1 (CPI) information to 
record that fan 1 is on and the time. 

N 116 and wall control unit N 116 are located in a second 20 

In step 422 WC 1 114 generates and sends RF control 
signal 424 to fan device 1 110 commanding fan unit 1 110 
to change the power state of its light, which is light 1. In step 
426 fan unit 1 110 receives RF signal 424 and recovers the room, which is a different room from the first room. In some 

embodiments, the fan devices 110, 112, each include a RF 
interface and a WiFi interface, while the wall control units 
114, 116 each include a RF interface but do not include a 
WiFi interface. In one exemplary embodiment, wall control 
unit 1 114, is a wall mounted unit, which supplies power to 
fan device 1 110; and wall control unit N 116, is a wall 
mounted unit, which supplies power to fan device N 112. 

In some embodiments, the RF and WiFi interfaces while 
both being wireless interfaces are different interfaces and 
use different frequency bands and different communications 
protocols. In some embodiments, the RF interfaces use a 
sub-GHz frequency band, e.g., 315 MHz or 433 Mhz, and 
the WiFi interfaces use a 2.4 GHz frequency band. In some 
embodiments, the RF interfaces use ON OFF KEYING 
(OOK) 2 kSymbols/sec, Manchester Encoded protocol. In 
some embodiments, the WiFi interfaces use a 802.11 b/g/n 
protocol. 

Drawing 400 is an exemplary signaling diagram illustrat­
ing exemplary signaling between the various devices and 
exemplary operations perforn1ed by the devices in accor­
dance with an exemplary method. 

In step 402 WC 1 114 generates and sends radio frequency 
(RF) control signal 404, e.g., a wireless RF signal, to fan unit 
1 110 commanding fan unit 1 110 to change the power state 
of its fan. In some embodiments, the RF control signal 404 
is sent using an RF signal which is not used for WiFi signals. 
In step 406 fan unit 1 110 receives signal 404 and recovers 
the commnnicated command. Consider that the fan in fan 
device 1 110 is currently off. In response to the received 
recovered command in RF signal 404, in step 408 fan unit 
1 110 turns on its fan, which is fan 1. In step 410, fan device 
1 110 generates and sends a reporting message 412 to WiFi 
router 1 114 reporting that fan 1 is on. 

In one exemplary embodiment, the reporting message 412 
includes: an identifier identifying fan device being con­
trolled, which in this example is fan device 1 110, infonna­
tion indicating the time the command was implemented, 
information indicating the operation performed by the fan 
device, which in this example is turning on the fan in fan 
device 1 110, and infonnation identifying the customer 
premises, wh.ich in this example is CP 1 102. Other reporting 
messages described in this signaling flow diagram may also 
use this exemplary reporting format. The reporting allows 
the server 108, which is the intended end point recipient of 
the reporting message infonnation, to create a log of the 
state of fan device 1 and create a history of the state of the 

information commnnicated. Consider that light 1 is in an 
OFF state. In response to the recovered command of signal 
424, in step 428 fan device 1 110 turns on light J. In step 

25 430, fan device 1 110 generates and sends a reporting 
message 432 to WiFi router 1 118 reporting that light 1 is on. 
In step 434 WiFi router 118 receives message 432 and 
recovers the communicated inforn1ation. In step 436 WiFi 
router 118 generates reporting message 438, indicating that 

30 light 1 is on, and sends message 438, via the Internet 106, 
to control server 108. In step 440 control server 108 receives 
message 438 and recovers the communicated information, 
originally sourced from fan device 1, which indicates that 
light 1 is on. In step 441 control server 108 updates the 

35 customer premises 1 (CPI) information to record that light 
1 is on and the time. 

In step 442 WC 1 114 generates and sends RF signal 444 
to fan device 1 110 connnanding fan device 1 110 to perfonn 
a fan power state change. In step 446 fan device 1 110 

40 receives signal 444 and recovers the infonnation communi­
cated, and in response in step 448 fan device 1 110 turns off 
fan 1. In step 450, fan device 1 110 generates and sends a 
reporting message 452 to WiFi router 1 118 reporting that 
fan I is off. In step 454 WiFi router 118 receives message 

45 452 and recovers the communicated infonuation. In step 456 
WiFi router 118 generates reporting message 458, indicating 
that fan l is off, and sends message 458, via the Internet 106, 
to control server 108. In step 460 control server 108 receives 
message 458 and recovers the communicated information, 

so originally sourced from fan device I 110, which indicates 
that fan 1 is off. In step 462 control server 108 updates the 
customer premises 1 (CP 1) information to record that fan 1 
is off and the time. 

In step 464 WC 1 114 generates and sends RF signal 466 
55 to fan device I 110 commanding fan device 1110 to perforn1 

a power state change of its light, which is light J. In step 468 
fan device 1 110 receives signal 466 and recovers the 
information communicated, and in response in step 470 fan 
device 1 110 turns off light I . In step 472, fan device 1 110 

60 generates and sends a reporting message 474 to WiFi router 
I 118 reporting that light I is off. 

In step 476 WiFi router 118 receives message 474 and 
recovers the conummicated infonnation. In step 478 WiFi 
router 118 generates reporting message 480, indicating that 

65 light I is off, and sends message 480, via the Internet 106, 
to control server 108. In step 482 control server 108 receives 
message 480 and recovers the co=unicated information, 
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originally sourced from fan device 1 which indicates that 
light 1 is off. In step 484 control server 108 updates the 
customer premises 1 (CPI) infonnation to record that light 
l is off and the time. 

14 
Exemplary on/off device control signaling, state changes, 

reporting, and recording of device status in control server 
108, has been shown over time, for a few examples, for fan 
device 1 110 including fan 1 and light 1. It should be 
appreciated that similar signaling and operations are per­
formed with regard to the other fan devices, e.g. , fan device 
N 112, located at customer premises l 102, and control 
server 108 also records and builds up a historical record 
corresponding to status including state infonnation of the 

In step 486 WT 1 120, which is a device supporting WiFi 
comnnmications. generates and sends WiFi control signal 
487 to WiFi router 118 commanding fan device l 110 to turn 
on its light, whkh is light 1. In step 488 WiFi router 118 
receives signal 487 and recovers the infonnation conmmni­
cated. In step 489 WiFi router 118 generates and sends WiFi 
signal 490 to fan device 1 110 communicating the command 
to turn on its light. In step 491 fan device 1 110 receives 
signal 490 and recovers the information con11mmicated, and 
in response in step 492 fan device 1 110 turns on light I. 
Thus the control c01mnand of signal 487 is communicated 
from WT I 120, which is a WiFi device currently located 
within CPI 102, to fan device 110, located at CPI 102, via 
WiFi router 118, also located at CPI 102, without the 

10 other fan devices located at CPI 102, e.g. , fan device N 112, 
over time. 

In step 530, the control server 108 generates a proposed 
normal device control schedule for customer premises 1 
102, e.g., based on historical recorded infonnation. The 

15 generated proposed nonnal control schedule for CP 1 is a fan 
and lighting control schedule for controlling the fan devices 
at CPI including, e.g., on/off fan control schedule, on/off 
light control schedule, fan speed schedule, fan direction 

command traversing a network outside the customer prem- 20 

ises CPI 102. Thus in some embodiments, at least some 

schedule, and light intensity schedule. In some embodi­
ments, the proposed nonnal device control schedule is 
generated based on stored information including the state of 
one or more fan devices (fan device 1 110, ... , fan device 
N 112) at CPI 102 over a period of time, e.g., two or more 
weeks, e.g. , based on collected stored reporting messages 

times, the communication of a command, e.g., in a WiFi 
signal, to a fan device does not depend or involve co1mnu­
nication over a network outside the customer premises, and 
the fan device can be controlled from within the CP, e.g. , 
house, via WiFi even if an Internet or server connection to 
the server is not present or available. 

25 from the fan devices (110, . . . , 112) over the time period. 
In step 532, the control server generates a message 533 
conununicating the generated proposed normal device con­
trol schedule and sends the generated message to WiFi 
router 118, via Internet 106. 

In step 534 the control server 108 generates an away 
device control schedule for CPI 102, e.g., random based or 
based on historical use with randomization. In various 
embodiments, server 108 generates the away schedule to be 
used to control one or more fan devices (110, ... , 112) at 

In step 494, fan device 1 110 generates and sends a 
reporting message 496 to WiFi router I 118 reporting that 
light I is on. In step 498 WiFi router 118 receives message 30 

496 and recovers the communicated infom1ation. In step 500 
WiFi router 118 generates reporting message 502, indicating 
that light 1 is on, and sends message 502, via the Internet 
106, to control server 108. In step 504 control server 108 
receives message 502 and recovers the communicated infor­
mation, originally sourced from fan device I 110, which 
indicates that light I is on. In step 506 control server 108 
updates the customer premises I (CPI) infonnation to 
record that light 1 is on and the time. 

35 CPI 102 when the customer indicates that they are away 
from the customer premises 102. In some embodiments , 
operating the control server 108 to generate an away sched­
ule includes generating said away schedule as a function of 
a random function used to at least partially randomize the on 

In step 508 WT I 120 generates and sends WiFi signal 509 
to WiFi router 118 co1mnanding fan device I 110 to tum on 
its fan. In step 510 WiFi router 118 receives signal 509 and 
recovers the co111111unicated infonnation. In step 511, WiFi 
router 118 generates and sends WiFi signal 512 to fan device 

40 or off times of one or more devices. In some embodiments, 
operating the server 108 to generate the away schedule 
includes using information about past device on and off 
stan1s in combination with said random function to control 

l 110 conm1mucating the fan 1 on c01mnand. In step 513 fan 45 

unit I 110 receives signal 512 and recovers the infonnation 
communicated, and in response in step 514 fan device I 110 
turns on fan 1. In step 516, fan device 1 110 generates and 
sends a reporting message 518 to WiFi router 1 114 reporting 
that fan I is on. In step 520 WiFi router 118 receives 50 

message 518 and recovers the co1111nw1icated infomrntion. 
In step 522 WiFi router 118 generates reporting message 
524, indicating that fan I is on, and sends message 524, via 
the Internet 106, to control server 108. In step 526 control 
server 108 receives message 524 and recovers the commu- 55 

nicated infonnation, originally sourced from fan device I 
110, which indicates that fan 1 is on. In step 528 control 
server 108 updates the customer premises 1 (CPI) infonna­
tion to record that fan I is on and the time. Although the 
control messages and reporting message, corresponding to 60 

fan device I 110, have been shown for on/off exan1ples. in 
some embodiments, the control messages which are sent 
may control other operations, e.g. , increase light intensity of 
light 1, decrease light intensity of light 1, increase fan speed 
of fan I , decrease fan speed of fan 1, change fan direction 65 

of fan 1, and the reporting messages may report device status 
or device status change in response to those commands. 

the on and off times as a fi.mction of at least one device, said 
on and off times deviating from historical on and off times 
by an amount of time which does not exceed a set maximum 
amount of time, e.g. , 30 minutes, and wluch is determined 
by said random function. For example, once the historical 
on/off times of a light on the fan device are known the 
random function is used to change the on/off time in a 
random function but keep it witlun 30 minutes or so of the 
normal on/off time so that the on/off panern is not identical 
from day to day but within an expected nonnal range that 
might occur to a human getting home or moving around the 
home which would not be identical each day but might not 
deviate greatly, e.g. , by more than an hour, from day to day. 
In step 535 control server 108 stores the generated away 
device control schedule for CPJ 102. 

In step 536, WiFi router 118 receives message 533 and 
recovers the infomrntion in message 533 including the 
proposed normal device control schedule. In step 538, WiFi 
router 118, generates a message 540 including the proposed 
normal device control schedule and sends the message 540 
to WT 1 120. Thus the generated proposed normal device 
control schedule has been c01mnunicated from control 
server 108, via the Internet 106 and WiFi router 118, located 
at CP l , to device WT 1 120 corresponding to the first 
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customer premises. WT 1 120 is , e.g., the cell phone, e.g., a 
smartphone, of a user who is located at the first customer 
premises 102. 

In step 542 , WT l 120 receives message 540 recovers the 
proposed normal control schedule and presents the proposed 
nonnal device control schedule to the user of WT I 120. In 
some embodiments, the user of device l 120 may decide to 
revise the proposed normal device control schedule. In step 
544, WT l 120 receives user input revisions and generates 
a revised normal device control schedule. In step 546, WT 
l 120 generates a message 548 communicating user autho­
rization for the proposed normal device control schedule or 

16 
the normal schedule or the away schedule but is to allow just 
wall control units and user devices such as WT 1 to control 
the fan devices at CPI. 

In step 559, the control server 108, operating in accor­
dance with the normal approved control schedule, generates 
and sends control signal 560 including one or more control 
commands, via Internet 106, to WiFi router 118 to automati­
cally control fan I and/or light l of fan device l 110 based 
on the normal authorized device control schedule. In step 

10 561 the control server 108 updates fan device l state 
information based on the control commands sent in message 
560. In step 562, the WiFi router 118 receives control signal 
560 and recovers the communicated infonnation, e.g., con-a revised normal device control schedule and sends message 

548 to WiFi router 118. In step 550, WiFi router 118 receives 
message 550 and recovers the communicated infonnation. 15 

In step 552 WiFi router 118 generates message 554 com­
municating the user authorization for the proposed nom1al 
device control schedule or the user revised nonnal device 
control schedule and sends message 554 via Internet 106 to 
control server 108. 

trol command or commands directed to fan device I 110. In 
step 564, the control server generates and sends control 
signal 566 to automatically control fan land/or light l of fan 
device 1 110. In step 568, fan device 1 110 receives control 
signal 566 and recovers the control information communi­
cated. In step 569 fan device l 110 perfonns an action or 

20 actions in response to one or more recovered control com­
mands in the received WiFi signal 566, e.g., turns off fan 1, 
turns off light 1, reverses the direction of fan I , increases fan 
I speed, decreases fan I speed, sets fan I speed to a 
particular value, increases light l intensity, decreases light 1 

In step 556 , the control server receives message 554 and 
recovers the communicated user authorization for the pro­
posed normal device control schedule or the comnnmicated 
revised nonnal device control schedule. If user authorization 
is received for the suggested nonnal control schedule, the 
control server 108 designates the generated suggested con­
trol schedule as a normal approved device control schedule. 
If a revised nornrnl device control schedule is received, the 
control server 108 designates the received revised schedule 
as the normal approved device control schedule. In step 557 
the control server stores the approved nonnal control sched­
ule. 

In step 558, the control server 108 starts operating in 
accordance with the approved nonnal device control sched­
ule, e.g., to automatically control operations at fan device l 
110 and fan device N 112 of CPI 102. In various embodi­
ments, operating the control server 108 in accordance with 
the stored approved normal control schedule includes oper­
ating the server 108 to control one or more of the fan devices 
(110, ... , 112) at CPI 102 based on the normal approved 
device control schedule including transmitting a control 
signal from control server 108 to fan device I 110 via the 
Internet 106 and WiFi router 118 to control fan device I to 
take an action at a time indicated in the normal approved 
device control schedule, e.g. , to control the fan of fan device 
I 110 to tum on at a time indicated by the normal approved 
device control schedule. 

In some embodiments, the control server 108 will switch 
to automatic operations in accordance with the approved 
nonnal device control schedule based on the reception of 
message 554, e.g., once the proposed schedule is approved 
the control server starts using the approved nornrnl device 
control schedule. 

25 intensity, sets light I intensity to a particular level , etc. 
In step 570, the control server 108, operating in accor­

dance with the normal approved control schedule, generates 
and sends control signal 572 including one or more control 
commands, via Internet 106, to WiFi router 118 to automati-

30 cally control fan N and/or light N of fan device N 112 based 
on the normal approved device control schedule. In step 571 
the control server 108 updates fan device N state in.fomrn­
tion based on the control commands sent in message 572. In 
step 574, the WiFi router 118 receives control signal 572 and 

35 recovers the communicated infonnation. In step 576, the 
WiFi router 118 generates and sends control signals 578 to 
automatically control fan N and/or light N to fan unit N 112. 
In step 580, fan unit N 112 receives control signals 578, 
recovers the control information, e.g. , control command or 

40 commands communicated in signal 578. In step 581 fan 
device N 112 perfonns an action or actions in response to the 
one or more received and recovered control commands in 
WiFi control signal 578, e.g., turns on fan N, turns off fan N, 
turns on light N, turns off light N, reverses the direction of 

45 fan N, increases fan N speed, decreases fan N speed, 
increase light N intensity, decreases light N intensity, sets the 
speed of fan N to a particular level , sets the light output level 
of light N to a particular level, etc . 

Although only one arrow is shown for control signal 560, 
50 and corresponding forwarded control signal 566, to illustrate 

one example, it should be appreciated that many different 
control signals, e.g., individual control signals may be, and 
in some embodiments, are sent at different times to achieve 
different desired states of operation of fan unit I , in accor-In some embodiments, the control server 108 will not 

switch to automatic operations in accordance with the 
approved normal device control schedule until receiving an 
additional message, e.g., a norn1al device control schedule 
activation message from a user, e.g. , the user which 
approved the proposed nonnal schedule or sent the revised 
nonnal schedule. In some embodiments, the user may send 60 

server 108, e.g. , from device WT 1 120, a message com­
municating one or more time intervals in which the control 
server 108 is to operate in accordance with the approved 
nonnal device control schedule and/or one or more time 
intervals in which the control server 108 is to operate in 65 

accordance with the away schedule and/or one or more time 
intervals in which the control server 108 is not to use either 

55 dance with the nonnal authorized device control schedule. 
Although only one arrow is shown for control signals 572 , 
and corresponding forwarded control signals 578, it should 
be appreciated that many different control signals, e.g. , 
individual control signals may be, and in some embodi­
ments, are sent at different times to achieve different desired 
states of operation of fan unit N, in accordance with the 
normal authorized schedule. 

In step 582, based on received user input, WT I 120 
generates a signal 584 indicating that the away device 
control schedule should be used to control the fan units at 
customer premises 1, and WT I 120 sends the signal 584 to 
WiFi router 118. In some embodiments, signal 584 conveys 
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an away status indicator from the user of user device WT 1 
120. In step 586, WiFi router 118 receives signal 584, 
recovers the conununicated infonnation. In step 588 WiFi 
router 118 generates and sends signal 590 including infor­
mation indicating that the control server should use the away 
schedule for customer premises 1, via Internet 106, to 
control server 108. In step 592 control server 108 receives 
signal 590 and recovers the communicated information, e.g., 
the away status indicator, indicating that the away schedule 
should now be used for CPI. In step 594, in response to 10 

received message 590, the control server 108 switches to 
automatic control of the fan units at customer premises 1 
based on the away device control schedule. Thus the control 
server 108 switches from using the stored approved nonnal 
schedule to using the stored away schedule to control the one 15 

of more fan devices (110, . . , 112) at the first customer 
premises. 

18 
one example, it should be appreciated that many different 
control signals, e.g., individual control signals may be, and 
in some embodiments are, sent at different times to achieve 
different desired states of operation of fan tmit 1, in accor­
dance with the away device control schedule. Although only 
one arrow is shown for control signal 610, and correspond­
ing forwarded control signal 616, it should be appreciated 
that many different control signals, e.g., individual control 
signals may be, and in some embodiments are, sent at 
different times to achieve different desired states of opera­
tion of fan unit N, in accordance with the away schedule. 

In step 620, based on received user input, WT 1 120 
generates a signal 622 indicating that the away device 
control schedule, used to control the fan units at customer 
premises 1, and WT 1 120, should be disabled and that the 
approved normal device control schedule should be used 
again. sends the generated signal 622 to WiFi router 114. In 
step 624, WiFi router 118 receives signal 622, recovers the 
conununicated infonnation. In step 626 WiFi router 118 

In step 596, the control server 108, operating in accor­
dance with the away device control schedule, generates and 
sends control signal 598 including one or more control 
commands, via Internet 106, to WiFi router 118 to automati­
cally control fan 1 and/or light 1 of fan device 1 110 based 

20 generates and sends signal 628 including infonnation indi­
cating that the control server should disable use of the away 
schedule for customer premises 1 and resume using the 
approved normal device control schedule, via Internet 106, 
to control server 108. In step 630 control server 108 receives 

on the away device control schedule. In step 599 the control 
server 108 updates fan device I state information based on 
the control commands sent in message 598. In step 600, the 
WiFi router 118 receives control signal 598 and recovers the 
communicated infomiation, e.g. , control command or com­
mands directed to fan device 1 110. In step 602, the control 
server 108 generates and sends control signal 604 to auto­
matically control fan I and/or light I of fan device 1 110. In 30 

step 606, fan device l 110 receives control signal 604, 
recovers the control infonnation communicated. In step 607 
fan device 1 110 perfonns an action or actions in response 

25 signal 628 and recovers the communicated infonnation 
indicating that the away schedule should no longer be used 
for CPI 102 and that the normal schedule should now be 
used. In step 632, in response to received message 628, the 
control server 108 switches to automatic control of the fan 

to one or more recovered control commands in the received 
WiFi control signal 606, e.g., turns off fan 1, turns off light 35 

1, reverses the direction of fan 1, increases fan 1 speed, 
decreases fan 1 speed, sets fan 1 speed to a particular value, 
increases light 1 intensity, decreases light 1 intensity, sets 
light 1 intensity to a particular level, etc, said recovered 
control commands having been originally sent from control 40 

server 108. 
In step 608, the control server 108, operating in accor­

dance with the away device control schedule, generates and 
sends control signal 610 including one or more control 
commands, via Internet 106, to WiFi router 118 to automati- 45 

cally control fan N and/or light N of fan device N 112 based 
on the away device control schedule. In step 611 the control 
server 108 updates fan device N state infonnation based on 
the control commands sent in message 610. In step 612, the 
WiFi router 118 receives control signal 610 and recovers the so 
conununicated infonnation. In step 614, the control server 
generates and sends control signals 616 to automatically 
control fan N and/or light N to fan unit N 112. In step 618, 
fan tmit N 112 receives control signals 616, recovers the 
control information, e.g., control command or commands 55 

communicated in signal 616. In step 619 fan device N 112 
performs an action or actions in response to the one or more 
received and recovered control conunands in WiFi control 
signal 578, e.g. , turns on fan N, turns off fan N, turns on light 
N, turns off light N, reverses the direction of fan N, increases 60 

fan N speed, decreases fan N speed, increases light N 
intensity, decreases light N intensity. sets the speed of fan N 
to a particular level, sets the light output level of light N to 

devices 110, 112 at customer premises 1 102 based on the 
normal authorized approved device control schedule. 

In step 634, the control server 108, operating in accor-
dance with the normal approved control schedule, generates 
and sends control signal 635 including one or more control 
conunands, via Internet 106, to WiFi router 118 to automati­
cally control fan 1 and/or light 1 of fan device 1 110 based 
on the normal authorized device control schedule. In step 
636 the control server 108 updates fan device 1 state 
information based on the control conunands sent in message 
635. In step 638, the WiFi router 118 receives control signal 
635 and recovers the communicated infonnation, e.g. , con-
trol conunand or conunands directed to fan device 1 110. In 
step 640, the WiFi router 118 generates and sends control 
signal 642 to automatically control fan 1 and/or light 1 of fan 
device 1 110. In step 644, fan device 1 110 receives control 
signal 642, recovers the control information communicated. 
In step 645 fan device 1 110 perfonns an action or actions 
in response to one or more recovered control conm1ands in 
the received WiFi signal 642, e.g. , turns off fan 1, n1rns off 
light 1, reverses the direction of fan I , increases fan I speed, 
decreases fan 1 speed, sets fan 1 speed to a particular value, 
increases light 1 intensity, decreases light 1 intensity, sets 
light 1 intensity to a particular level, etc. 

In step 646, the control server 108, operating in accor­
dance with the normal approved control schedule, generates 
and sends control signal 647 including one or more control 
conunands, via Internet 106, to WiFi router 118 to automati­
cally control fan N and/or light N of fan device N 112 based 
on the nonnal approved device control schedule. In step 648 
the control server 108 updates fan device N state infonna­
tion based on the control conunands sent in message 647. In 
step 650, the WiFi router 118 receives control signal 647 and 
recovers the conununicated infonnation. In step 652, the 
control server generates and sends control signals 656 to a particular level, etc, said recovered control conunands 

having been originally sent from control server 108. 65 automatically control fan N and/or light N to fan unit N 112. 
Although only one arrow is shown for control signal 598, 

and corresponding forwarded control signal 604, to illustrate 
In step 658, fan unit N 112 receives control signals 656, 
recovers the control information, e.g., control command or 
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commands communicated in signal 656. In step 659 fan 
device N 112 performs an action or actions in response to the 
one or more received and recovered control commands in 
WiFi control signal 656, e.g. , turns on fan N, turns off fan N, 
turns on light N, turns off light N, reverses the direction of 
fan N, increases fan N speed, decreases fan N speed, 
increases light N intensity, decreases light N intensity, sets 
the speed of fan N to a particular level , sets the light output 
level of light N to a particular level, etc. 

In FIG. 4E, it may be observed that mobile WT 1 120 has 10 

moved to a location outside CPI 102. In various embodi-

20 
108 via the Internet 106. In the case where the control signal 
passes through the control server 108, the fan device 110 
being controlled may not send back a message reporting 
implementation of the communicated command and the 
server 108 can update the state infonnation based on the 
knowledge that the fan device I 110 was instrncted to 
perfonu the operation and/or optionaliy, an acknowledgment 
from the fan device I 110 indicating that the control message 
was received and/or acted up. 

FIG. 5 is a drawing ofan exemplary control server 700 in 
accordance with an exemplary embodiment. Control server 
700 is , e.g., control server 108 of FIG. 1 and FIG. 4. Control 
server 700 includes an interface 702, a processor 704, e.g., 
a CPU, memory 706, an assembly of components 708, e.g., 

ments, an authorized user can, and sometimes does, control 
fan devices from outside the customer premises at which the 
fan devices are located. Consider that the operator of WT I 
120 is authorized to control fan devices 110, 112 from 
locations outside customer premises I 102. WT 1 120 may, 
and sometimes does, request and receive fan device status 
information for CPI 102, while outside CPI. In step 660 WT 
I 120 generates and sends a device control signal 662 for 
controlling fan device 1 110 to control server 1 108, e.g., via 
the Internet 106. In step 664, control server 108 receives 
signal 662 and recovers the communicated information, e.g. , 

15 assembly of hardware components, e.g., assembly of cir­
cuits, coupled together via a bus 710 over which the various 
elements may interchange data and information. Interface 
702 includes a receiver 714 and a transmitter 712. Interface 
702 couples the control server to the internet and/or other 

]O networks and/or devices. 
Memory 706 includes an assembly of components 716, 

e.g. , an assembly of software components, e.g., software 
modules . Data/infonnation 718 includes infonnation corre­
sponding to a plurality of customer premises (customer 

a command to turn on light 1 of fan device 1 110 and/or 
another command or conunands. In step 666, control server 
108 determines, e.g., based on received authorization infor­
mation, that it will serve as a relay to relay the received 
device control signal command to fan unit I 110. In step 668, 
the control server 108 generates and sends device control 
signal 670, conveying the control command or commands 
received in signal 662, to WiFi router 118, with the desti­
nation of the infonnation being fan device I 110. Some 
embodiments include step 671 , in which the control server 
108 updates fan device 1 state information based on the 
command or commands in transmitted signal 670, in 
response to transmitting signal 670. Thus in this example, 
state information is updated without receiving a report of the 
command being implemented at fan device 1 110. 

25 premises 1 infonnation 720, ... , customer premises M 
information 722). Customer premises 1 infonnation 720 
includes received fan device I reporting messages 724, ... 
, received fan device N reporting messages 726, a generated 
proposed normal device control schedule for CPI 728, and 

30 a generated away device control schedule for CPI 730. In 
some embodiments, CPI data/infonnation 720 includes a 
revised nonnal device control schedule 732, e.g., based on 
user revisions to the proposed schedule. CPI infonnation 
720 further includes fan device I state infom1ation 736, fan 

35 device N state information 738, a current control mode of 
operation with regard to controlling the fan devices at CPI 
740, e.g., use the approved nonnal device control schedule, 
use the away device control schedule, or do not perfonn 
automatic control at the current time, a received message 

In step 672, WiFi router 118 receives device control signal 
670. In step 674 WiFi router 118 generates and sends device 
control signal 676, which includes the received command or 
commands being relayed, to fan device 1 110, thus commu­
nicating the control command or command in signal 662, to 
fan device I 110. In step 678 fan device 1 110 receives signal 
676, recovers the communicated command or commands. In 
step 679 fan device 1 110 implements the received recovered 45 

command or commands, e.g., turns on light 1 of fan device 

40 742 indicating user selection of mode. or a user command to 
switch modes, or user communicated indicator indicating 
whether or not the user is away which is utilized to deter­
mine mode selection. CP I infonnation further includes a 

I 110. In some embodiments, fan device I 110 in step 680 
generates and sends acknowledgment signal 681 to server 
108, which is received in step 682. Some embodiments 
include step 683, in which the control server 108 updates fan so 
device I state infonnation based on the commands in 
transmitted signal 670 and the reception of acknowledgment 
signal 681 , in response to receiving the acknowledgment 
signal 681 in step 682. In step 684, server 108 generates and 
sends acknowledgment signal 685, which is a forwarded 55 

version of acknowledgment signal 681 , to WT I 120. In step 
686 WT I 120 receives acknowledgment signal 685 and has 
confinnation that the command of signal 662 has been 
received and/or acted upon. 

FIG. 4E illustrates control of fan device I 110 via a 60 

remotely located device, WT 1 120, which may be a 
cellphone, e.g. , a smartphone, which is currently located 
outside the customer premises I 102, which sends a control 
signal through the control server 108 for delivery to fan 
device I 110. For example, WT 1 120 is a smartphone that 65 

connects to the Internet 106 via a cellular signal and sends 
the command over the cellular channel to the control server 

received control message 744, e.g., from a WT of an 
authorized user, to be forwarded to a fan device indicated in 
the received message to control the fan device, and a 
generated control message 746 in accordance with (IAW) 
the normal or away schedule, said generated message to be 
sent to a fan device at an appropriate time in accordance with 
the nonnal or away schedule. 

FIG. 6 is a drawing of an exemplary wireless terminal 
(WT) 800, e.g., a smartphone, in accordance with an exem­
plary embodiment. Exemplary WT 800 is, e.g. , WT I 120 of 
FIG. 1 and FIG. 4. 

Exemplary WT 800 includes a WiFi interface 802. a 
cellular wireless interface 804, a wired interface 806, a 
processor 808, memory 810, an I/O interface 812 coupled to 
display 814, e.g., a touchscreen display, keypad 816, and an 
assembly of components 818, e.g., an assembly of hardware 
components 818, e.g., an assembly of circuits. The various 
elements 802, 804, 806, 808, 810, 812, 818 are coupled 
together via a bus 820 over which the various elements may 
interchange data and information. 

WiFi interface 802 includes a WiFi transmitter 832 and a 
WiFi receiver 834 coupled to antennas (833 , 835), respec­
tively, via which the WT 800 may transmit and receive WiFi 
signals. Cellular wireless interface 804 includes a wireless 
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transmitter 836 and a wireless receiver 838 coupled to 
ante1mas (837, 839), respectively, via which the WT 800 
may transmit and receive wireless cellular signals. In some 
embodiments, the same antenna is used for one or more 
transmitters and/or receivers . Wired interface 806 includes 
network transmitter 840 and a network receiver 842 via 
which the WT 800 may transmit and receive signals, e.g., via 
a wired connection to the Internet and/or to other nodes. 

Memory 810 includes routines 822 and data/infom1ation 
824. Routines 822 includes a wireless terminal control 10 

routine 826, and a fan device control application 828. Fan 
device control application 828 includes an assembly of 
components 830, e.g. , an assembly of software components, 
for performing different functions related to fan device 
control, fan device status monitoring, setup and initializa- 15 

tion, user authorization, communications with a fan device, 
communications with a control server, user interfaces, etc. 
Fan device control application 828 controls WT 800 to 
present one or more custom interfaces to the user of WT 800, 
e.g., via smartphone display 814, which allows the user to 20 

control fan devices. In some embodiments, one exemplary 
control display simulates the input of control panel 204 of 
wall control unit 202 , e.g., accepting inputs for: an on/off fan 
power transition command, a fan reverse command, a fan 
speed increase command, a fan speed decrease command, an 25 

on/off light power transition command, a light output 
increase command, and a light output decrease conunand. In 
some embodiments, one exemplary control display is con­
figured to accept inputs for the following conunands: a fan 
on conunand, a fan off command, a light on command. a 30 

light off command, a fan reverse command, a fan direction 
selection input command, a fan speed level setting com­
mand, a light intensity level setting conunand, a fan speed 
increase conm1and, a fan speed decrease conunand, a light 
intensity increase conunand, a light intensity decrease com- 35 

mand, a light intensity change rate conunand, e.g. , allowing 
a smooth gradual light intensity specified change over a 
specified time period, and a fan speed change rate conunand, 
e.g., allowing a smooth gradual fan speed level change over 
a specified time period. In various embodiments , the fan 40 

device control application 828 receives user command 
inputs, generates control messages and sends the control 
messages to either the fan device, e.g. , via WiFi signaling, 
or to a control server for forwarding to the fan device to be 
controlled, e.g. , depending on the location of the WT 800. 45 

Fan device control app 828 is further configured to operate 
WT 800 to: receive a proposed nonnal device control 
schedule from a control server, present the received pro­
posed schedule to a user, receive user approval of the 
schedule, receive user revisions, generate a revised schedule so 
incorporating the revisions, and generate and send an 
approval message or a revised schedule to the control server. 
Fan device control app 828 is further configured to operate 
the WT 800 to: receive user input indicating that a user 
desires that one or more fan devices be controlled in 55 

accordance with the nonnal approved device control sched­
ule, the away schedule, or manually via WT 800 input and/or 
a wall control panel, e.g. , for a specified period of time, and 
communicate the user input to the control server, e.g., to 
control switching between normal schedule automatic 60 

device control, away schedule automatic device control, and 
no automatic control. In some embodiments, the application 
828 generates and sends indicators, e.g. , an away indicator 
or a home indicator, e.g. , based on user input, to control 
switching between nonnal and away device control sched- 65 

ules. Fan device control app 828 is further configured to 
control WT 800 to send a request for fan device status, e.g. 

22 
fan device state infonnation such as on/off status of a fan, 
on/off status of a light, light intensity output level , fan 
direction, and fan speed, to a fan device and/or to the control 
server, to receive fan device status infonnation, and to 
present the received fan device status infonnation to a user 
of WT 800, e.g. , on display 814. In some embodiments, 
current fan device status infornrntion is presented concur­
rently with an input control interface on the display, e.g. , on 
the smartphone screen display. 

FIG. 7, comprising the combination of FIG. 7A and FIG. 
78, is a drawing of an assembly of components 900, 
comprising Part A 901 and Part B 903 , which may be 
included in an exemplary control server, e.g., control server 
108 of FIG. 1 and FIG. 4 or control server 700 of FIG. 5 in 
accordance with an exemplary embodiment. 

Assembly of components 900 may be included in an 
exemplary server, e.g., control server 700. The components 
in the assembly of components 900 can, and in some 
embodiments are, implemented fully in hardware within a 
processor, e.g., processor 704. e.g., as individual circuits. 
The components in the assembly of components 900 can, 
and in some embodiments are. implemented fully in hard­
ware within the assembly of hardware components 708, e.g. , 
as individual circuits corresponding to the different compo­
nents. In other embodiments some of the components are 
implemented, e.g., as circuits, within processor 704 with 
other components being implemented, e.g., as circuits within 
assembly of components 708, external to and coupled to the 
processor 704. As should be appreciated the level of inte­
gration of components on the processor and/or with some 
components being external to the processor may be one of 
design choice. Alternatively, rather than being implemented 
as circuits, all or some of the components may be imple­
mented in software and stored in the memory 706 of the 
server 700, with the components controlling operation of 
server 700 to implement the ft111ctions corresponding to the 
components when the components are executed by a pro­
cessor e.g. , processor 704. In some such embodiments, the 
assembly of components 900 is included in the memory 706 
as assembly of software components 716. In still other 
embodiments, various components in assembly of compo­
nents 900 are implemented as a combination of hardware 
and software, e.g., with another circuit external to the 
processor providing input to the processor which then under 
software control operates to perfonn a portion of a compo­
nent's function. 

When implemented in software the components include 
code, which when executed by a processor, e.g. , processor 
704, configure the processor to implement the function 
corresponding to the component. In embodiments where the 
assembly of components 900 is stored in the memory 706. 
the memory 706 is a computer program product comprising 
a computer readable medium comprising code, e.g., indi­
vidual code for each component, for causing at least one 
computer, e.g., processor 704, to implement the functions to 
which the components correspond. 

Completely hardware based or completely software based 
components may be used . However, it should be appreciated 
that any combination of software and hardware, e.g., circuit 
implemented components may be used to implement the 
ftmctions . As should be appreciated, the components illus­
trated in FIG. 9 control and/or configure the server 700 or 
elements therein such as the processor 704, to perform the 
functions of various steps in an exemplary method illus­
trated and/or described with respect to the signaling diagram 
400 of FIG. 4 and/or described with respect to any of the 
Figures or text including the lists of exemplary embodi-
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ments. Thus the assembly of components 900 includes 
various components that perform functions of corresponding 
one or more described and/or illustrated steps of an exem­
plary method, e.g. , one or more steps of the method of FIG. 
4. 

24 
control schedule. Assembly of components 900 further 
includes a component 928 configured to control one or more 
devices at a customer premises based on the stored away 
device control schedule corresponding to the customer 
premises . Component 928 includes a component 930 con­
figured to identify and send a command to a fan device at the 
customer premises via the internet and a WiFi router to 
control the fan device based on the away device control 
schedule. 

Assembly of components 900 further includes a compo­
nent 932 configured to update infonnation about the state of 
a fan device at a customer premises based on a conunand 
communicated to the fan device in accordance with an 

Assembly of components 900 includes a component 902 
configured to receive reporting messages sent from fan 
devices, e.g., communicating fan device identification infor­
mation, customer premises identification infonnation, com­
mands received at the fan device, operations perfonned at 10 

the fan device in response to received conmiands, fan device 
status infonnation, e.g., fan device state infonnation, e.g., 
fan on or fan off, fan speed. fan direction, light on or off, 
light intensity level, etc., and time infonnation, e.g., time a 
command was received at the fan device, time an operation 
was performed in response to a received conunand, time 
information corresponding to state infonnation included in 
the reporting message, and/or transmission time correspond­
ing to reporting message. In some embodiments, a reporting 
message may, and sometimes does include aggregated infor- 20 

mation corresponding to multiple commands. Assembly of 
components further includes a component 904 configured to 
store infonnation conununicated in received reporting mes­
sages from the fan devices. In some embodiments, as part of 
receiving a reporting message the message reception time is 25 

also recorded and stored. 

15 
approved nonnal device control schedule or an away device 
control schedule, a component 934 configured to update 
information about the state of a fan device at a customer 
premises based on a conunand, e.g., a received conunand 
from a user device of an authorized user who is currently 
located outside the customer premises, said cmmnand being 
forwarded to the fan device by the control server acting as 
a relay device. Assembly of components 900 further 
includes a component 936 configured to receive a signal 
from a user indicating an away status corresponding to a 
customer premises and a component 938 configured to 
switch from using a stored normal device control schedule 
to using a stored away device control schedule based on a 
received away status indicator. 

FIG. 8 is a drawing of an exemplary system 100' including 

Assembly of components 900 further includes a compo­
nent 906 configured to generate a proposed nomial device 
control schedule from stored infonnation indicating the state 
of one or more devices at a customer premises over a period 
of time, e.g., over two or more weeks, a component 908 
configured to send a generated proposed normal device 
control schedule for a customer premises to device corre­
sponding to the customer premises, and a component 912 
configured to generate an away schedule to be used to 
control one or more devices at a customer premises when the 
customer indicates that they are away from the customer 
premises. In some embodiments, component 912 includes a 
component 914 configured to generate said away schedule 

30 controllable fan devices (110' , ... , 112'), wall control units 
(114' , ... , 116'), a wireless terminal 120', a WiFi router 118' 
and a control server 108' in accordance with another exem­
plary embodiment. System 100' of FIG. 8 is similar to 
system 100 of FIG. 1 and similar components and similar 

35 sig11aling have been indicated using an apostrophe, e.g., fan 
device 1 110' of FIG. 8 is similar to fan device 1 110 of FIG. 

as a function of a random function used to at least partially 40 

randomize the on or off times of one or more devices. In 
some embodiments, component 914 includes a component 
916 configured to use the infomiation about past device on 
and off status in combination with said random function to 
control the on and off times for at least one device, said on 45 

and off times deviating from historical on and off times by 
an amount of time which does not exceed a maximum 
amount of time. e.g., 30 minutes, and which is determined 
by the random function. Assembly of components 900 
further includes a component 918 configured to store a 50 

generated away device control schedule corresponding to a 
customer premises, a component 920 configured to receive 
a message indicating approval of a proposed normal device 
control schedule or a revised nonnal device control sched­
ule, and a component 922 configured to store an approved 55 

nonnal device control schedule for a customer premises, 
said approved schedule being either the proposed nonnal 
device control schedule or the received revised nonnal 
device control schedule. 

1. There are several differences between the system 100 of 
FIG. 1 and system 100' of system 8. 

Wall control unit 1 114' of system 100' of FIG. 8 controls 
multiple fan devices (fan device I 110' and fan device N 
112'), provided power is available to those fan devices. This 
may be observed by RF control signaling 172' going from 
RF interface 1 124' to fan device 1 110' and RF control 
signaling 172" going from RF interface 1 124' to fan device 
N 112'. Wall control unit N 116' can only control fan device 
N 112', as shown by RF signal 174' going from RF interface 
N 134' to fan device N. In comparison, in system 100 of FIG. 
1, wall control unit 1 114 controls fan device 1 110, and wall 
control unit N 116 controls fan device N 112. 

In system 100 of FIG. 1, input power to each wall control 
unit (114, 116) is sourced from the same source (lines 152, 
154) . Safety switch 132 can be used to cut off power to fan 
device 1 110. Safety switch 142 can be used to cutoff power 
to fan device N 112. 

In contrast, in system 100' of FIG. 8 , input AC power to 
wall control unit N 116' is sourced from the AC output of 
wall control unit 1 (lines 164', 166') . Thus in the system 100' 
of FIG. 8, the safety switch 132' of wall control unit 1 114' 
can be used to cut power to fan device 1 110' and fan device 
N 112', and then turn input power on and reinitialize the 
system. This approach is useful to allow wall control unit 1 
114' to reinitialize both fan devices and synchronize their 
operation so that control commands sent via RF signals from 
RF interface 124' of wall control unit 1 114' will affect both 

Assembly of components 900 further includes a compo- 60 
nent 924 configured to control one or more devices at a 
customer premises based on the stored approved nonnal 
device control schedule corresponding to the customer 
premises. Component 924 includes a component 926 con­
figured to identify and send a conunand to a fan device at the 
customer premises via the internet and a WiFi router to 
control the fan device based on the nonnal approved device 

65 fan device 1 110' and fan device N 112' in the same manner. 
In addition, in system 100' of FIG. 8, safety switch (SS) 

142' can be used to cut off power to just fan device N 112'. 
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