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SYSTEMAND METHOD TO DETECT CLOSE 
VOICE SOURCES AND AUTOMATICALLY 

ENHANCE SITUATION AWARENESS 

CROSS-REFERENCE 

0001. This Application is a utility patent application that 
claims the priority benefit of U.S. Provisional Patent Appli 
cation No. 61/778,737 filed on Mar. 13, 2013 with Docket No. 
PRS-190USP, the entire disclosure and content of which is 
incorporated herein by reference in its entirety. 

FIELD 

0002 The present examples relate to processing audio and 
acoustic signals, and particularly to an earphone or ear 
phones, ear-coupling devices, and mobile devices for enhanc 
ing Voice communication and situation awareness in a user 
environment. 

BACKGROUND 

0003. Earphones are increasingly used by professionals 
and consumers for Voice communications and music listen 
ing. The benefits for voice communications and music lis 
tener are to enhance audio signal integrity, increase intelligi 
bility of Voice communication, Voice messages and improve 
music quality. One disadvantage of earphones is that the user 
is sonically impaired from their environment. If the user, 
while listening to music, wishes to interact with people in 
their immediate physical environment, they are generally 
required to manually stop playback of audio content on the 
mobile device and remove the earphone(s). Such a manual 
action may be difficult to do in a timely manner, resulting in 
missed sound or conversational information. 

0004. A need thus exists to enhance awareness of audible 
Sounds in the environment with respect to the Sonically 
impaired user. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0005 FIG. 1A illustrates an earphone assembly that can 
provide Sound isolation and configured by way of electronic 
components for enhancing situation awareness in accordance 
with an exemplary embodiment; 
0006 FIG. 1B illustrates a flowchart of a method for 
enhancing situation awareness of the earphone in FIG. 1A by 
way of mixing ambient Sound signals and audible content in 
accordance with an exemplary embodiment; 
0007 FIG. 2A depicts a user context for situation aware 
ness to enable hands-free operation for controlling an ambi 
ent sound pass-through in Voice conversation with a second 
individual in close proximity and in front of a wearer of the 
earphone in accordance with the exemplary embodiments; 
0008 FIG. 2B illustrates a flowchart of a method for con 
trolling an ambient Sound pass-through for enhancing situa 
tion awareness as depicted in FIG. 2A in accordance with an 
exemplary embodiment; 
0009 FIG.2C depicts a user context for “leanin' situation 
awareness to enable hands-free operation for controlling an 
ambient Sound pass-through in Voice conversation with a 
second individual in close proximity and to one side of a 
wearer of the earphone in accordance with an exemplary 
embodiment; 
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0010 FIG. 2D illustrates a method for controlling an 
ambient Sound pass-through to enhance situation awareness 
as depicted in FIG. 2A and 2C in accordance with an exem 
plary embodiment; 
0011 FIG. 3A depicts a system configured for enhancing 
situation awareness by way of wearable devices, including 
the earphone of FIG. 1A, in accordance with an exemplary 
embodiment; 
0012 FIG. 3B illustrates a wearable headset comprising 
one or more earpieces for receiving or providing audio signals 
in accordance with an exemplary embodiment; 
0013 FIG. 3C illustrates wearable eyeglasses comprising 
one or more sensors for receiving or providing audio signals 
in accordance with an exemplary embodiment; 
0014 FIG. 3D illustrates a mobile device for coupling 
with a wearable system in accordance with an exemplary 
embodiment; 
0015 FIG. 3E illustrates a wristwatch for coupling with a 
wearable system or mobile device in accordance with an 
exemplary embodiment; 
0016 FIG. 4 is an exemplary earpiece for use with the 
coherence based directional enhancement system of FIG. 1A 
in accordance with an exemplary embodiment; and 
(0017 FIG. 5 is an exemplary mobile device for use with 
the coherence based directional enhancement system in 
accordance with an exemplary embodiment. 

DETAILED DESCRIPTION 

0018. The following description of at least one exemplary 
embodiment is merely illustrative in nature and is in no way 
intended to limit the embodiments herein, its application, or 
uses. Similar reference numerals and letters refer to similar 
items in the following figures, and thus once an item is defined 
in one figure, it may not be discussed for following figures. 
0019 Herein provided is a method and system for auto 
matically detecting when an earphone user and a second 
nearby user are engaged in a Voice conversation, and activat 
ing a sound pass-through system Such that the nearby voice 
Source is automatically heard by the user of the Sound isolat 
ing earphone. 
0020 FIG. 1A illustrates an earphone 100 that can provide 
Sound isolation and is configured by way of electronic com 
ponents to detect close Voice sources and enhance situation 
awareness in accordance with an exemplary embodiment. 
The earphone 100 can be a self-contained device or can be 
integrated with one or more other devices or cooperatively 
operate with one or more devices. Note, in some embodi 
ments, the earphone assembly 108 is not sound isolating or 
can be partially sound isolating. In some embodiments, the 
earphone assembly 108 can occlude a user's ear canal and in 
other embodiments the earphone assembly 108 can partially 
occlude a users earcanal or not occlude a user's ear at all. The 
earphone 100 can include an earphone assembly 108 and in 
some embodiments the earphone assembly 108 is a sound 
isolating earphone assembly of the earphone 100 that can 
audibly isolate ambient sounds external to the user's ear 
canal. In some embodiments, it can comfortably fit within the 
ear and regulate the flow of audible sounds from the environ 
ment through the ear canal, which includes Voice signals from 
individuals in close proximity to the wearer of the earpiece 
(“the user'). In some embodiments, the earphone assembly 
can fit outside the ear, but yet provide sound isolation or 
partially provide Sound isolation. In yet some other embodi 
ments, the earphone 100 or earphone assembly 108 may not 
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provide any Sound isolation. Aspects of the earphone assem 
bly 108 as a sound isolation component are discussed ahead in 
FIG. 4 and also in U.S. patent application Ser. No. 12/785,682 
filed May 24, 2010 Docket No. PRS-167, entitled “METHOD 
AND DEVICE FORACOUSTIC SEALING AND OCCLU 
SION EFFECT MITIGATION” commonly assigned and the 
entire contents of which are hereby incorporated by reference 
in entirety. 
0021 For such purpose, the earphone 100 includes a pro 
cessor 103 (e.g., Digital Signal Processor DSP) operatively 
coupled to one or more ambient sound microphones (101/ 
102), an amplifier 104 and an earcanal receiver 105. A further 
illustration of the earphone 100 in some embodiments include 
other components that provide additional features for sound 
isolation, ambient Sound pass-through, audio mixing and 
audio content reproduction and filtering is shown and 
described in greater detail in FIG. 5. Audio content can 
include a Voice signal, music content, or audible sound deliv 
ered from a mobile device to the internal speaker 105 for 
audible reproduction. In some embodiments, aspects of the 
earphone assembly 108 as a sound isolation component are 
discussed ahead with respect to FIG. 4 and also in U.S. patent 
application Ser. No. 12/323,505, Docket No. PRS-145, filed 
Nov. 26, 2008 entitled “METHOD AND DEVICE TO 
MAINTAIN AUDIO CONTENT LEVEL REPRODUC 
TION’ commonly assigned and the entire contents of which 
are hereby incorporated by reference in entirety. 
0022. The earphone 100 may be worn by “the user” for 
enhancing situation awareness, which can include aspects of 
audibly blocking environmental Sounds, and/or, in conjunc 
tion with, audio content delivery where the earphone is used 
for voice communication and/or music listening. The two 
ambient sound microphone (101/102) signals are directed to 
the processor 103 which can reside on the earphone 100 or a 
mobile device as shown and described ahead. The processor 
103 can also receive an incoming audio signal 107, e.g. a 
Voice or music signal from a mobile device. Based on an 
analysis of the at least two ambient microphone (101/102) 
signals, at least one of the ambient microphone signals is 
mixed with the incoming audio signal 107 and directed to the 
ear canal receiver (ECR) 105 (i.e., a loudspeaker in the sound 
isolating earphone that audibly delivers the audible signal to 
the user's eardrum). The audio signal can be adjusted by way 
of the amplifier 104 to increase its signal to noise ratio prior to 
play out on ECR 105. In some embodiments, the at least two 
ambient microphone signals are from ambient microphones 
(101/102) in the same earphone 100, and in some other 
embodiments one ambient microphone 101 is in a first ear 
phone and the second ambient microphone 102 is in a second 
earphone (i.e., the second earphone is worn in the other ear of 
the earphone user). In yet some other embodiments as further 
discussed with respect to FIG. 2A, the ambient microphone or 
microphones are not limited to earphones in a headset or 
earpiece, but can include or work cooperatively with micro 
phones such as ambient microphones in a separate device 
Such as a mobile device or watch for example. 
0023 FIG. 1B illustrates a flowchart of a method 180 for 
enhancing situation awareness Suitable for use with the ear 
phone in FIG. 1A by way of mixing audible content 181 and 
ambient Sound signals 182 in accordance with an exemplary 
embodiment. The method 180 may be practiced with more or 
less than the number of steps shown. When describing the 
method 180, reference will be made to FIG. 1A for identify 
ing exemplary components that can implement the method 
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steps herein. Moreover, the method 150 can be practiced by 
the components presented in the figures herein though is not 
limited to the components shown and can be implemented 
with either more or less than the components shown. 
0024. The method 180 can begin in a state where a user is 
wearing the earphone 100 and listening to audio content 181 
(AC) and in an environment filled with ambient sounds 182. 
As an example, the audio content 181 may be music or other 
media delivered to the earphone 100 by way of a communi 
catively coupled mobile device or other media source. The 
ambient sounds 182 may be environmental sounds or other 
Sounds in proximity to the user (e.g., traffic, noise, silence, 
other people talking, etc.). The processor 103 through analy 
sis of the ambient sounds 182 captured by the ASM micro 
phone(s) (101/102) and the audio content 181 can automati 
cally adjust the gains of these signals and mix them together 
to produce a combined audio signal 191 that is delivered to the 
ear canal. 
0025. As illustrated, the incoming audio signal 181 is 
adjusted by way of the first stage 185 with the incoming audio 
gain 183 to produce the modified audio signal 186. The 
incoming audio gain 183 regulates the level of the audio 
content (AC) that is delivered to the ear canal. The ambient 
microphone signal 182 is also adjusted separately by way of 
the second stage 187 with the ambient sound pass-through 
gain 183 to produce the modified ambient signal 188. The 
ambient sound gain 183 regulates how much of the ambient 
Sound from the external environment is passed on to the user's 
ear canal. The two gain coefficients for the AC 181 and ASM 
182 signals and are generated according to a "Close Voice 
Activity Detection' system described ahead. In some 
embodiments, the gains may be frequency dependent. The 
modified audio signal 186 and the modified ambient signal 
188 are combined at the Summer 190 and delivered as an 
output signal 191 to the ear canal receiver. 
0026. The earphone 100 monitors the levels/frequency of 
the audio content which the user is listening and also the 
levels/frequency of the ambient sounds in the user's environ 
ment. Accordingly, each gain stage gain (e.g., first stage 185. 
second stage 187) can be adjusted dependent of frequency, or 
automatically adjusted. For example, the processor 103 can 
selectively filter (amplify/attenuate) audio content 181 and 
ambient Sound 182 frequencies depending on similarity, con 
text and/or rating. Each gain stage is generated/adjusted 
according to a "close voice activity detection'; that is, the 
gains 183/184 are individually adjusted depending on user/ 
environment context for enhancing situation awareness, for 
instance, when a second person is talking in close proximity 
and directing conversation to the user. That is, with “close 
voice activity detection enabled, the user wearing the ear 
phone 100 and listening to audio content is made aware that a 
person is speaking to them. FIG. 2A depicts such a user 
context for situation awareness to enable hands-free opera 
tion for controlling ambient sound pass-through in Voice con 
Versation with a second individual in close proximity and in 
front of a wearer of the earphone in accordance with an 
exemplary embodiment. 
0027. As depicted in FIG. 2A, Person 1 is a user wearing 
earphone(s) 100a/100b and Person 2 is another individual in 
close proximity that is speaking to Person 1. Individually, or 
together, the earphones 100a/100b are enabled for "close 
voice activity detection' such that the user does not have to 
manually control the level of reproduced audio or level of 
ambient Sound reproduced in the occluded or partially 
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occluded ear-canal; that is, it is a “hands-free” operation. 
Although the earphones are shown paired and with similar 
corresponding operation, there are embodiments wherein one 
of the earphones practicing method 180 is configured differ 
ently such that one earphone with respect to the other operates 
differently from the other, for example, based on which one is 
closer to the secondary Sound source (Person 2). In Such case, 
the closer of the two earphones 100a/100b can amplify 
Sounds greater or less than the other to audibly convey or 
emphasize the location of Person 2. In another arrangement, 
the other earphones 100a/100b can audibly compensate the 
volume levels there between to spatialize the secondary 
sound source, for example, in front of the user (Person 1), 
even though the talker (Person 2) is to one side. This is an 
arrangement shown and discussed ahead in FIG. 2C. 
0028. In some embodiments, as represented by additional 
devices 150 and 160 in FIG. 2A, the additional devices can 
include microphones Such as ambient microphones that oper 
ate cooperatively to provide hands-free operation of the ear 
phones 100a/100b (if used) or provide hands-free operation 
of the additional devices as desired. For example, a mobile 
device 150 as a media device (i.e., Smartphone, media player, 
etc.) which can be communicatively coupled to the earphone 
100 of FIG. 1 or earphones 100a/100b in FIG. 2A where the 
a processor (either locally as processor 103 or remotely at a 
server for example or at another device Such as a second 
media device 160) can serve as an audio controller. The 
mobile device 150 can include one or more microphones 151 
on a front and/or 142 on a back side, a visual display 152 for 
providing user input, and an interaction element 153. The 
second media device 160 can be a wristwatch device for 
example, which also can be communicatively coupled to the 
one or more devices (100a/100b/150). The device 160 can 
also include one or more microphones 161/162 singly or in an 
array, for example, beam forming for localization of a user's 
Voice or for permitting manual capture of a Sound Source 
when the wristwatch is manually oriented in a specific direc 
tion. Thus, the microphones or any portion thereof in any of 
the devices 100,100a, 100b, 150, and 160 can work coopera 
tively to enhance situational awareness as contemplated by 
the various embodiments herein. 

0029 FIG. 2B illustrates a flowchart of a method 250 for 
controlling an ambient Sound pass-through to enhance situa 
tion awareness in accordance with an exemplary embodi 
ment. The method 250 may be practiced with more or less 
than the number of steps shown. When describing the method 
250, reference will be made to FIGS. 1A, 1B and 2A for 
identifying exemplary components that can implement the 
method steps herein. Moreover, the method 250 can be prac 
ticed by the components presented in the figures herein 
though is not limited to the components shown and can be 
implemented with more or less than the components shown in 
FIGS. 1A, 1B and 2A. In this embodiment, the method 250 
for audio mixing can be performed by the processor 103. 
0030. The method 250 can start in a state 251 as depicted 
in FIG. 2A where the user is listening to music and another 
individual initiates conversation with, or begins speaking to, 
the user. At step 252, the processor 103 monitors sound from 
the ambient sound microphone(s) 101/102 and determines 
when user voice activity is detected. The processor 103 per 
forms voice activity detection (VAD) to analyze voice char 
acteristics and properties and distinguish between the user's 
spoken Voice and environmental ambient Sounds. As an 
example, the VAD can evaluate sound level, vocal pitch, 
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resonance characteristics, Sound-to-silence gap analysis, Sig 
nal to noise ratios, and previously learned speaker character 
istics or Sound patterns. Note, speaker characteristics or 
Sound patterns can be stored locally or remotely on a remote 
device such as a server or other device operatively coupled to 
the processor 103. Ifat step 252 user voice activity is detected, 
the gain of the incoming audio signal is decreased at step 253 
and the ambient sound pass-through gain is increased at step 
254. 

0031 When user voice activity ceases, a user voice activ 
ity timer is started prior to step 255 at which time a front voice 
activity detector is invoked. The front voice activity detector 
practiced by the processor 103 determines if there is voice 
activity from a second individual “close to the earphone user 
and at a determined relative direction to the earphone user in 
order to assess whether that second individual is speaking and 
engaged in conversation with the user. In some embodiments, 
“close is defined as being within approximately 2 meters, 
and the determined relative direction is defined as being 
within approximately plus/minus 45 degrees relative to the 
direction that the earphone user is facing (see also 157 in FIG. 
2C). 
0032) Ifat step 255 front voice activity from the second 
individual is detected, then the gain of the incoming audio 
signal is maintained (or decreased) and the ambient Sound 
pass-through gain is maintained (or decreased) at step 256. If 
however voice activity from a second close individual is NOT 
detected at step 255, the gain of the ambient sound pass 
through gain is decreased at step 258, and the gain of the 
incoming audio signal is increased at step 259. The method 
then continues back to step 252 to monitor for user voice 
activity. 
0033. When the user ceases to speak, or if no voice activity 

is detected, the voice activity timer is referenced to determine 
if there was any recent user voice activity at step 257. For 
example, if at step 252, no user voice is detected, then there 
are two timer scenarios. In the first scenario when user Voice 
activity is not detected and the user voice activity timer is 
below a determined threshold (in some embodiments this is 
approximately 10 seconds), then it is determined at 257 that 
there was recent user Voice activity (orpending Voice activity) 
and the method proceeds to step 255. The voice activity 
threshold can be based on Voice characteristics (e.g., spectra, 
phase, timing, onsets, etc.) in addition to Sound pressure level. 
In the second scenario, when user Voice activity is not 
detected at step 252 but the voice activity timer is above the 
determined threshold, then recent user voice activity exists at 
step 257 and the gain of the ambient Sound pass-through gain 
is decreased at step 258, and the gain of the incoming audio 
signal is increased at step 259. Thereafter, the method then 
continues back to step 252 to monitor for user voice activity. 
0034 FIG.2C depicts a user context for “leanin' situation 
awareness that also practices the steps of method 250 to 
enable hands-free operation for controlling an ambient Sound 
pass-through in Voice conversation with a second individual 
in close proximity but to a side of a wearer of the earphone in 
accordance with an exemplary embodiment. As depicted, a 
user wearing earphones (such as Sound isolating earphone or 
partially occluding earphones) may not be aware that a person 
to their side, out of visual line of sight, is speaking to them. 
With “lean in mode for close proximity detection, the ear 
phones 100, monitor the environment for ambient sounds, 
and also deliver audio content to the user, analyze the ambient 
Sound signals (and the audio content) to determine if a second 
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individual is to a side and speaking to the user. The earphone 
100 can also detect voice activity at greater than 90 degrees 
from the front of the user; for example, a person directly to the 
user's side, or slightly behind the user. Moreover, the ear 
phone(s) 100 can be configured differently such that one 
earphone with respect to the other amplifies Sounds greater or 
less than the other to convey the location of Person 2. As 
previously noted in FIG. 1B, the gains can further be applied 
independent of frequency when mixing the ambient Sound 
pass-through and the audio content. For instance, upon 
detecting side voice activity (see step 255 FIG. 2B), the 
increasing/decreasing steps can be supplemented with fre 
quency dependent filtering to selectively attenuate/amplify 
Voice characteristics in one earphone with respect to the sec 
ond earphone. So, for a second individual on the left side 
speaking to the user, the left earphone 100a will selectively 
pass-through frequencies of the second individual’s voice and 
attenuate those frequencies from the audible content, whereas 
the right earphone 100b ambient sound pass-through and 
audio content is decreased to provide more audible contrast 
with respect to the combined audio reproduced in the left 
earphone. 
0035. In the context depicted in FIG. 2C, the method 250 
for enhancing two-way conversation between a user wearing 
at least one earphone and a second individual in proximity to 
the user is implemented by the processor 103 operatively 
coupled to the earphone. The method 250 includes the steps of 
detecting a spoken Voice of the user from Sounds captured at 
the ambient sound microphone 101/102 communicatively, 
and automatically activating a voice timer and setting a voice 
activity threshold for the voice timer responsive to detecting 
spoken voice. This is achieved by adjusting an ambient Sound 
pass-through of the ambient Sound microphone reproduced 
by an internal speaker of the earphone during activation of the 
voice timer while a level of the spoken voice is above the 
Voice activity threshold, and/or adjusting a mixing gain (see 
185/187) of an audio content signal delivered to the earphone 
by way of the internal speaker 105 with the ambient sound 
pass-through during activation of the Voice timer. 
0036. The earphone 100 by way of the method 250 can 
detect frontal and/or side voice activity from another indi 
vidual in proximity to the user, and adjust the mixing gain of 
the audio content and the ambient sound pass-through of the 
earphone based on a combined voice activity detection level 
with combined voice activity time expirations of the user and 
the second individual. The method 250 as previously 
described for automatically enhancing situational awareness 
and improving two-way conversation includes decreasing the 
audio content signal and increasing the ambient Sound pass 
through when Voice activity of the user is detected, starting a 
Voice activity timer when Voice activity ceases, decreasing 
the ambient Sound pass-through and increasing the audio 
content signal when the frontal voice activity by the another 
individual is not detected, monitoring the Voice activity timer 
for combined voice activity of the user and the frontal voice 
activity from the anotherindividual, and maintaining ambient 
Sound pass-through level and audio content signal level dur 
ing the combined voice activity. The voice activity timer 
bridges gaps between voice activity of the user and the frontal 
voice activity of the another individual to a time length that is 
a function of the combined voice activity. 
0037. Further note that additional devices worn by the user 
or otherwise working cooperatively with the earphones can 
use their additional microphones to assist in or further refine 
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the lean-in functionality described above to automatically 
enhance situational awareness and improve multiparty com 
munication. As shown in FIG. 2A, multiple devices (includ 
ing mobile device 150 and device 160) can provide some 
relative positional perspective either acoustically or using 
other location determining devices (such as GPS) to imple 
ment appropriate gain modification to one or more of the 
various microphones from the various devices (100,150, 160, 
etc.) based on the direction of the source of the voice activity. 
0038 FIG. 2D illustrates a method 280 for close proximity 
detection and audio mixing in accordance with an exemplary 
embodiment. It is similar in respect to the previously men 
tioned methods and may be practiced with more or less than 
the number of steps shown. When describing the method 280, 
reference may be made to FIGS. 1A-1B and 2A-2C for iden 
tifying exemplary components that can implement the 
method steps herein. Moreover, the method 280 can be prac 
ticed by the components presented in the figures herein 
though is not limited to the components shown. 
0039. The method 280 can begin in a state where a user has 
the earphone 100 on and is listening to music and a second 
individual initiates conversation with the user. Depictions of 
which are also shown in FIGS. 2A and 2C. At step 281, the 
earphone 100 by way of the processor 103 monitors sound 
from the ambient sound microphone 101 communicatively 
coupled to the processor 103. At step 282, the method option 
ally automatically activates a voice timer responsive to 
detecting Voice activity or a cessation of Voice activity in the 
sound. The voice timeractivation may exceed a time duration 
of the voice activity; that is, it surpasses the time length of the 
Voice signal (e.g., a hang over or cliff). At step 283, the 
processor 103 adjusts an ambient Sound pass-through of the 
ambient sound microphone 101 reproduced by the internal 
speaker 105 at the onset and during activation of the voice 
timer. It also adjusts a mixing gain of an audio content signal 
delivered to the earphone by way of the internal speaker 105 
with the ambient sound pass-through during activation of the 
Voice timer at step 284. Aspects of the audio mixing are 
explained and shown in FIGS. 1B and 2B. 
0040. The method 280 by way of the processor 103 also 
distinguishes between a first spoken Voice of a user wearing 
the earphone and a second spoken Voice of another individual 
in proximity to the user. It determines a direction and proX 
imity of the individual with respect to the user wearing the 
earphone (See FIGS. 2A and 2C), and adjusts the gain (1857 
187) of the ambient sound pass-through of the ambient sound 
microphone 101 as a function of the direction in accordance 
with the previous methods (see FIGS. 1B and 2B). The sec 
ond ambient microphone 102 captures ambient Sounds, 
allowing the processor to localize the direction and the proX 
imity of an incoming acoustic sound of the second individual 
speaking to the user. It thereafter determines the proximity of 
the individual with respect to the user wearing the earphone 
100; and adjusts the gain of the ambient Sound pass-through 
of the ambient sound microphone (one or both 101/102) 
reproduced by the internal speaker 105 as a function of the 
direction and proximity 
0041. The step of adjusting the ambient sound pass 
through includes increasing the gain of the ambient Sound 
from the ambient sound microphone delivered by the internal 
speaker when voice activity is detected above a threshold, 
and/or decreasing the gain of the ambient sound from the 
ambient sound microphone delivered by the internal speaker 
when voice activity is detected below a threshold. The step of 
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adjusting the mixing gain of an audio content signal includes 
decreasing a Volume of the audio content signal delivered to 
the internal speaker when voice activity is detected above a 
threshold, and/or increases the volume of the audio content 
signal delivered to the internal speaker when Voice activity is 
detected below a threshold. In one arrangement, the adjusting 
of the ambient Sound pass-through increases the signal to 
noise ratio of the ambient Sound with respect to background 
O1SC. 

0042. Referring to FIG. 3A, a system 300 for close prox 
imity detection and audio mixing in accordance with an 
exemplary embodiment is shown. The system 300 includes 
the earphone 130 (i.e., earphone 100 equipped with an 
optional ear canal microphone), eyeglasses 140 and a mobile 
device 150. Notably, more or less than the number of com 
ponents shown may be connected together at any time. For 
instance, the eyeglasses 140 and earpiece 130 can be used 
individually or in conjunction. The system 300 communica 
tively couples the earphone 130 with the mobile device 150 
(voice communication/control; e.g. mobile telephone, radio, 
computer device) and/or at least one audio content delivery 
device (e.g. portable media player, computer device) and 
wearable devices (e.g., eyeglasses 140 and/or earphone 130). 
The eyeglasses 140 and earphone 130 can also be communi 
catively coupled to provide audio signal connectivity via a 
wired or wireless communication link. Additional external 
microphones may be mounted on the eyeglasses 140, similar 
to a frame associated with a pair of glasses, e.g., prescription 
glasses or sunglasses, as shown. As with the microphones in 
the various devices in FIG. 2A, the additional microphones 
that can be included on the eyeglasses and the mobile com 
puting device can be used cooperatively to automatically 
enhance situational awareness and improve multiparty com 
munication. 

0043. Referring to FIG. 3B, a headset 135 for close prox 
imity detection and audio mixing for use with one or more 
earpieces 131/132 (each earpiece being similar to earphone 
130 of FIG. 3A) as previously discussed is shown in accor 
dance with one embodiment. In this embodiment, a dual 
earpiece (headset) in conjunction with the mobile device 150 
serves as a wearable device arrangement. In some embodi 
ments, the headset 135 can include optional inline micro 
phones 131a and 132a that can be used in the various embodi 
ments herein instead of microphones in the main assembly of 
the headset or in addition to the microphones in the main 
assembly of the headset. In some embodiments, the earphone 
can operate with one or more other external devices. In some 
embodiments, the headset or earphone 130 having the func 
tionality described herein can be integrated as part of another 
device. For example, the earphone 130 can be incorporated in 
a form factor of wired or wireless headsets, earbuds, earpods, 
music headsets, call centerheadsets, tactical or military head 
sets, communication helmets, head-worn or eye-worn game 
controllers, eyewear (e.g., see FIG. 3C), or fitness or health 
monitoring devices. In some embodiments the earphones or 
headsets can be considered a communication system. 
0044) Referring to FIG. 3C, the eyeglasses 140 are shown 
in accordance with another wearable computing device as 
previously discussed. In this embodiment, eyeglasses 140 
operate as the wearable computing device, for collective pro 
cessing of multiple acoustic signals (e.g., ambient, environ 
mental, Voice, etc.) and media (e.g., accessory earpiece con 
nected to eyeglasses for listening) when communicatively 
coupled to a media device (e.g., mobile device, cell phone, 
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etc., either integrated with the eyeglasses 140 or separate 
from the eyeglasses 140). In this arrangement, analogous to 
an earpiece with microphones but rather embedded in eye 
glasses, the user may rely on the eyeglasses for Voice com 
munication and external sound capture instead of requiring 
the user to hold the media device in a typical hand-held phone 
orientation (i.e., cell phone microphone to mouth area, and 
speaker output to the ears). That is, the eyeglasses sense and 
pick up the user's voice (and other external sounds) for per 
mitting voice processing. The earpiece 100 may also be 
attached to the eyeglasses 140 for providing audio and Voice, 
and voice control, as illustrated in the system 300 of FIG.3A. 
0045. In the configuration shown, the first 141 and second 
142 microphones are mechanically mounted to one side of 
eyeglasses to provide audio signal streams. These can serve as 
ambient Sound microphones analogous to those in the ear 
phone 100. Again, the embodiment 140 can be configured for 
individual sides (left or right) or include an additional pair of 
microphones on a second side in addition to the first side. The 
eyeglasses 140 can also include one or more optical elements, 
for example, cameras 143 and 144 situated at the front or 
other direction for taking pictures. Similarly, the mobile 
device 150 (see FIG. 3D) is communicatively coupled to the 
first microphone 141 and the second microphone 142 to pro 
duce the composite signal. (AS discussed above, in some 
embodiments, the mobile device 150 can be integrated as part 
of the eyeglasses 140). As disclosed in U.S. patent application 
Ser. No. 13/108,883 entitled “Method and System for Direc 
tional Enhancement of Microphone Signals using Small 
Microphone Arrays', by the same authors, the entire contents 
of which are hereby incorporated by reference, the audio 
signals from the first microphone 141 and second microphone 
142 are multiplexed and for analysis of a phase angle of the 
inter-microphone coherence for directional sensitivity, and 
which allows for directional Sound processing and localiza 
tion. 

0046 FIG. 3D depicts the mobile device 150 as a media 
device (i.e., Smartphone) which can be communicatively 
coupled to the audio controller 100 and either or both of the 
wearable computing devices (100/140). It includes an audio 
input jack 163 for receiving audio input. The mobile device 
150 can include one or more microphones 151 on a front 
and/or back side, a visual display for providing user input, and 
an interaction element 153. 
0047 FIG. 3E depicts a second media device 160 as a 
wristwatch device, which also can be communicatively 
coupled to the one or more wearable computing devices (100/ 
140). The device 160 can also include one or more micro 
phones 161/162 singly or in anarray, for example, beam form 
ing for localization a user's voice or for permitting manual 
capture of a Sound source when the wristwatch is manually 
oriented in a specific direction. It also includes the audio input 
jack 163 previously described for receiving audio input. 
0048. As previously noted in the description of these pre 
vious figures, the processor 103 performing the close proX 
imity detection and audio mixing can be included thereon, for 
example, within a digital signal processor or other Software 
programmable device within, or coupled to, the media device 
150 or 160. As discussed above, components of the media 
device for implementing multiplexing and de-multiplexing of 
separate audio signal streams produce a composite signal. 
0049. With respect to the previous figures, the system 300 
(see FIG. 3A) may represent a single device or a family of 
devices configured, for example, in a master-slave or master 
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master arrangement. Thus, components and functionality of 
the system 300 may be distributed among one or more 
devices, such as, but not limited to, the media device illus 
trated in FIG. 3D and the wristwatch in FIG. 3E. That is, the 
components and functionality of the system 300 may be dis 
tributed among several devices (such as a Smartphone, a 
Smartwatch, an optical head-mounted display, an earpiece, 
etc.). Furthermore, the devices (for example, those illustrated 
in FIG. 3B and FIG. 3C) may be coupled together via any 
suitable connection, for example, to the media device in FIG. 
3D and/or the wristwatch in FIG. 3E, such as, without being 
limited to, a wired connection, a wireless connection or an 
optical connection. The examples discussed and shown are 
merely exemplary and not intended to limit the embodiments 
represented by the claims. 
0050. It should also be noted that the computing devices 
shown can include any device having audio processing capa 
bility for collecting, mining and processing audio signals, or 
signals within the audio bandwidth (10 Hz to 20 KHZ). Com 
puting devices may provide specific functions, such as heart 
rate monitoring (low-frequency; 10-100 Hz) or pedometer 
capability (<20 Hz), to name a few. More advanced comput 
ing devices may provide multiple and/or more advanced 
audio processing functions, for instance, to continuously con 
vey heart signals (low-frequency Sounds) or other continuous 
biometric data (sensor signals). As an example, advanced 
“smart” functions and features similar to those provided on 
Smartphones, Smartwatches, optical head-mounted displays 
or helmet-mounted displays can be included therein. 
Example functions of computing devices providing audio 
content may include, without being limited to, capturing 
images and/or video, displaying images and/or video, pre 
senting audio signals, presenting text messages and/or 
emails, identifying Voice commands from a user, browsing 
the web, etc. Aspects of voice control included herein are 
disclosed in U.S. patent application Ser. No. 13/134.222 filed 
on 19 Dec. 2013 entitled “Method and Device for Voice 
Operated Control, with a common author, the entire con 
tents, and priority reference parent applications, of which are 
hereby incorporated by reference in entirety. 
0051 FIG. 4 is an exemplary illustration 400 of the ear 
phone 100 with additional components for enabling further 
features and performing certain inventive aspects herein. The 
earpiece or earphone 400 contains numerous electronic com 
ponents, many audio related, each with separate data lines 
conveying audio data. As illustrated, the earpiece 400 com 
prises an electronic housing unit 401 and a sealing unit 408. 
The earpiece depicts an electro-acoustical assembly for an 
in-the-ear acoustic assembly, as it would typically be placed 
in an ear canal 424 of a user. The earpiece can be an in the ear 
earpiece, behind the ear earpiece, receiver in the ear, partial 
fit device, or any other suitable earpiece type. The earpiece 
can partially or fully occlude earcanal 424, and is Suitable for 
use with users having healthy or abnormal auditory function 
1ng 

0052. The earpiece includes an Ambient Sound Micro 
phone (ASM) 420 to capture ambient sound, an Ear Canal 
Receiver (ECR) 414 to deliver audio to an ear canal 424, and 
an Ear Canal Microphone (ECM) 406 to capture and assess a 
sound exposure level within the ear canal 424. The earpiece 
can partially or fully occlude the ear canal 424 to provide 
various degrees of acoustic isolation. In at least one exem 
plary embodiment, assembly is designed to be inserted into 
the user's ear canal 424, and to forman acoustic seal with the 
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walls of the ear canal 424 at a location between the entrance 
to the ear canal 424 and the tympanic membrane (or ear 
drum). In general. Such a seal is typically achieved by means 
of a soft and compliant housing of sealing unit 408. In the 
embodiments including Such a seal, the earphone provides 
Sound isolation from ambient Sounds external to an ear canal 
of the user in which the earphone is inserted and from acoustic 
Sounds internal to the ear canal of the user. 
0053 Sealing unit 408 is an acoustic barrier having a first 
side corresponding to ear canal 424 and a second side corre 
sponding to the ambient environment. In at least one exem 
plary embodiment, sealing unit 408 includes an ear canal 
microphone tube 410 and an ear canal receiver tube 414. 
Sealing unit 408 creates a closed cavity of approximately 5 cc 
between the first side of sealing unit 408 and the tympanic 
membrane in ear canal 424. As a result of this sealing, the 
ECR (speaker) 414 is able to generate a full range bass 
response when reproducing Sounds for the user. This seal also 
serves to significantly reduce the sound pressure level at the 
user's eardrum resulting from the Sound field at the entrance 
to the ear canal 424. This seal is also a basis for a Sound 
isolating performance of the electro-acoustic assembly. 
0054. In at least one exemplary embodiment and in 
broader context, the second side of sealing unit 408 corre 
sponds to the earpiece, electronic housing unit 400, and ambi 
ent sound microphone 420 that is exposed to the ambient 
environment. Ambient sound microphone 420 receives ambi 
ent sound from the ambient environment around the user. 
0055 Electronic housing unit 400 houses system compo 
nents such as a microprocessor 416, memory 404, battery 
402, ECM 406, ASM 420, ECR, 414, and user interface 422. 
Microprocessor 916 (or processor 416) can be a logic circuit, 
a digital signal processor, controller, or the like for perform 
ing calculations and operations for the earpiece. Micropro 
cessor 416 is operatively coupled to memory 404, ECM 406, 
ASM 420, ECR 414, and user interface 420. A wire 418 
provides an external connection to the earpiece. Battery 402 
powers the circuits and transducers of the earpiece. Battery 
402 can be a rechargeable or replaceable battery. 
0056. In at least one exemplary embodiment, electronic 
housing unit 400 is adjacent to sealing unit 408. Openings in 
electronic housing unit 400 receive ECM tube 410 and ECR 
tube 412 to respectively couple to ECM 4.06 and ECR 414. 
ECR tube 412 and ECM tube 410 acoustically couple signals 
to and from ear canal 424. For example, ECR outputs an 
acoustic signal through ECR tube 412 and into ear canal 424 
where it is received by the tympanic membrane of the user of 
the earpiece. Conversely, ECM 414 receives an acoustic sig 
nal present in ear canal 424 though ECM tube 410. All trans 
ducers shown can receive or transmit audio signals to a pro 
cessor 416 that undertakes audio signal processing and 
provides a transceiver for audio via the wired (wire 418) or a 
wireless communication path. Again, this only represents 
some of the embodiments herein and other embodiments 
herein do not contemplate sealing of the ear canal, but rather 
Some contemplate partial occlusion or no occlusion. 
0057 FIG. 5 depicts various components of a multimedia 
device 500 equipped with processor 103 (see FIG. 1A) suit 
able for use for use with, and/or practicing the aspects of the 
inventive elements disclosed herein, for instance method 180 
of FIG. 1B and method 250 of FIG. 2B, though is not limited 
to only those methods or components shown. The compo 
nents of the device 500 can also be integrated, communica 
tively coupled, replicated or sourced for use with the devices 

Exhibit 1020 
Page 18 of 21



US 2014/0270200 A1 

shown in FIGS.3A-3E and FIG.3; that is, all the components, 
and corresponding operations and features of device 500 can 
be reproduced therein. 
0058 As illustrated, the device 500 comprises a wired 
and/or wireless transceiver 552, a user interface (UI) display 
554, a memory 556, a location unit 558, and a processor 560 
for managing operations thereof. The media device 550 can 
be any intelligent processing platform with Digital signal 
processing capabilities, application processor, data storage, 
display, input modality like touch-screen or keypad, micro 
phones, speaker 566, Bluetooth, and connection to the inter 
net via WAN, Wi-Fi, Ethernet or USB. This embodies custom 
hardware devices, Smartphone, cell phone, mobile device, 
iPad and iPod like devices, a laptop, a notebook, a tablet, or 
any other type of portable and mobile communication or 
computing device. Other devices or systems such as a desk 
top, automobile electronic dashboard, computational moni 
tor, or communications control equipment is also herein con 
templated for implementing the methods herein described. A 
power Supply 562 provides energy for electronic compo 
nentS. 

0059. In one embodiment where the media device 500 
operates in a landline environment, the transceiver 552 can 
utilize common wire-line access technology to support POTS 
or VoIP services. In a wireless communications setting, the 
transceiver 552 can utilize common technologies to Support 
singly or in combination any number of wireless access tech 
nologies including without limitation BluetoothTM, Wireless 
Fidelity (WiFi), Worldwide Interoperability for Microwave 
Access (WiMAX), Ultra Wide Band (UWB), software 
defined radio (SDR), and cellular access technologies such as 
CDMA-1X, W-CDMA/HSDPA, GSM/GPRS, EDGE, 
TDMA/EDGE, and EVDO. SDR can be utilized for access 
ing a public or private communication spectrum according to 
any number of communication protocols that can be dynami 
cally downloaded over-the-air to the communication device. 
It should be noted also that next generation wireless access 
technologies can be applied to the present disclosure. 
0060. The power supply 562 can utilize common power 
management technologies Such as power from USB, replace 
able batteries, Supply regulation technologies, and charging 
system technologies for Supplying energy to the components 
of the communication device and to facilitate portable appli 
cations. In stationary applications, the power Supply 562 can 
be modified so as to extract energy from a common wall outlet 
and thereby supply DC power to the components of the com 
munication device 550. 
0061. The location unit 558 can utilize common technol 
ogy such as a GPS (Global Positioning System) receiver that 
can intercept satellite signals and there from determine a 
location fix of the portable device 500. The controller proces 
Sor 560 can utilize computing technologies Such as a micro 
processor and/or digital signal processor (DSP) with associ 
ated storage memory such a Flash, ROM, RAM, SRAM, 
DRAM or other like technologies for controlling operations 
of the aforementioned components of the communication 
device. 

0062. This disclosure is intended to cover any and all 
adaptations or variations of various embodiments. Combina 
tions of the above embodiments, and other embodiments not 
specifically described herein, will be apparent to those of skill 
in the art upon reviewing the above description. 
0063. These are but a few examples of embodiments and 
modifications that can be applied to the present disclosure 
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without departing from the scope of the claims stated below. 
Accordingly, the reader is directed to the claims section for a 
fuller understanding of the breadth and scope of the present 
disclosure. 
0064. While the present embodiments have been 
described with reference to exemplary embodiments, it is to 
be understood that the possible embodiments are not limited 
to the disclosed exemplary embodiments. The scope of the 
following claims is to be accorded the broadest interpretation 
So as to encompass all modifications, equivalent structures 
and functions of the relevant exemplary embodiments. Thus, 
the description of the embodiments is merely exemplary in 
nature and, thus, variations that do not depart from the gist of 
the embodiments are intended to be within the scope of the 
exemplary embodiments of the present invention. Such varia 
tions are not to be regarded as a departure from the spirit and 
Scope of the claimed embodiments. 
What is claimed is: 
1. A method for close proximity detection and automatic 

audio mixing performed by a processor Suitable for use with 
an earphone, the method comprising the steps of 

monitoring Sound from an ambient Sound microphone 
communicatively coupled to the processor, 

automatically activating a voice timer responsive to detect 
ing Voice activity or a cessation of Voice activity in the 
Sound; and 

adjusting a mixing gain of an audio content signal deliv 
ered to the earphone with the ambient sound pass 
through during a voice timer pending voice activity. 

2. The method of claim 1, further comprising adjusting an 
ambient sound pass-through of the ambient sound micro 
phone during the Voice timer pending Voice activity, wherein 
the voice timer exceeds a time duration of the voice activity. 

3. The method of claim 1, wherein the earphone is config 
ured to provide partial sound isolation. 

4. The method of claim wherein the earphone is configured 
to provide full sound isolation. 

5. The method of claim 1, further comprising the steps of: 
detecting between a first voice of a user wearing the ear 

phone and a second Voice of another individual in proX 
imity to the user; 

determining a direction and proximity of the individual 
with respect to the user wearing the earphone; and 

adjusting a gain of the ambient Sound pass-through of the 
ambient Sound microphone as a function of the direction. 

6. The method of claim 1, further comprising detecting 
between a first voice of a user wearing the earphone and a 
second voice of another individual in proximity to the user by 
evaluating at least one or more of Sound level, Vocal pitch, 
resonance characteristics, Sound-to-silence gap analysis, Sig 
nal to noise ratios, and previously learned speaker character 
istics or Sound patterns. 

7. The method of claim 5, further comprising the steps of: 
determining the proximity of the individual with respect to 

the user wearing the earphone; and 
adjusting the gain of the ambient Sound pass-through of the 

ambient Sound microphone as a function of the direction 
and proximity. 

8. The method of claim 5, further comprising the steps of: 
determining the proximity of the individual with respect to 

the user wearing the earphone; and 
adjusting the beam forming of a plurality of microphones 

including the ambient Sound microphone based on 
direction and proximity. 
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9. The method of claim 5, further comprising the steps of: 
determining the proximity of the individual with respect to 

the user wearing the earphone; and 
adjusting a signal to noise ratio of an ambient Sound with 

respect to background noise and the audio content sig 
nal. 

10. The method of claim 5, wherein the step of adjusting 
the ambient sound pass-through comprises: 

increasing a gain of the ambient Sound delivered by the 
ambient Sound microphone when Voice activity is 
detected above a threshold; and 

decreasing the gain of the ambient sound delivered by the 
ambient Sound microphone when Voice activity is 
detected below a threshold. 

11. The method of claim 10, wherein the threshold com 
prises sound pressure level and one or more Voice character 
istics of spectra, phase, timing, or onsets. 

12. The method of claim 10, wherein the step of adjusting 
the mixing gain of an audio content signal comprises: 

decreasing a Volume gain of the audio content signal deliv 
ered to the earphone when voice activity is detected 
above a threshold; and 

increasing the Volume gain of the audio content signal 
delivered to the earphone when voice activity is detected 
below a threshold. 

13. The method of claim 1, wherein the audio content is one 
of a Voice signal, music content, or audible Sound delivered 
from a mobile device. 

14. The method of claim 1, wherein the adjusting an ambi 
ent Sound pass-through gain of the ambient sound micro 
phone increases the signal to noise ratio of the ambient Sound 
with respect to background noise and the audio content. 

15. The method of claim 5, further comprising detecting an 
orientation of the ambient microphone location with respect 
to a leaning of the user in a direction of the individual in 
proximity to the user, and adjusting the gain of the ambient 
Sound pass-through of the ambient sound microphone as a 
function of the leaning. 

16. The method of claim 5, further comprising enabling a 
side voice activity detection when the individual is in close 
proximity within2 meters and to a left or right side of the user 
greater than 45 degrees from a front of the user. 

17. An communication system for close proximity detec 
tion and audio mixing, comprising: 

a first ambient Sound microphone; 
an internal speaker for generating audible Sounds config 

ured to be directed towards an ear canal; and 
a processor operatively coupled to the communication sys 

tem, the first ambient Sound microphone and the internal 
speaker, wherein the processor 
monitors sound from the first ambient Sound micro 

phone; 
automatically activates a voice timer responsive to 

detecting Voice activity or a cessation of voice activity 
in the Sound; and 

adjusts a mixing gain of an audio content signal deliv 
ered to the communication system by way of the 
internal speaker with an ambient Sound pass-through 
during the Voice timer. 

18. The communication system of claim 17, wherein the 
processor adjusts an ambient sound pass-through of the ambi 
ent Sound microphone reproduced by the internal speaker 

Sep. 18, 2014 

during the Voice timer and wherein the Voice timer is pending 
for voice activity and exceeds a time length of the voice 
activity. 

19. The communication system of claim 17, wherein the 
communication system comprises one or more of a headset, a 
headphone, an earpiece, a mobile phone, a Smart phone, a 
watch, a personal music player. 

20. The communication system of claim 17, wherein the 
processor: 

distinguishes between a first voice of a user wearing the 
earphone and a second Voice of another individual in 
proximity to the user; 

determines a direction and proximity of the individual with 
respect to the user wearing the earphone; and 

adjusts again of the ambient Sound pass-through of the 
ambient Sound microphone as a function of the direc 
tion. 

21. The communication system of claim 20, further com 
prising a second ambient microphone to capture ambient 
Sounds, and where the processor localizes the direction and 
the proximity of an incoming acoustic Sound from the indi 
vidual. 

22. The communication system of claim 20, wherein the 
processor: 

determines the proximity of the individual with respect to 
the user wearing the earphone; and 

adjusts the gain of the ambient Sound pass-through of the 
ambient Sound microphone reproduced by the internal 
speaker as a function of the direction and proximity. 

23. The communication system of claim 20, wherein the 
step of adjusting the ambient Sound pass-through comprises: 

increases a gain of the ambient Sound from the ambient 
sound microphone delivered by the internal speaker 
when voice activity is detected above a threshold; and 

decreases the gain of the ambient Sound from the ambient 
sound microphone delivered by the internal speaker 
when voice activity is detected below a threshold. 

24. The communication system of claim 23, wherein the 
step of adjusting the mixing gain of an audio content signal 
comprises: 

decreases a Volume of the audio content signal delivered to 
the internal speaker when voice activity is detected 
above a threshold; and 

increases the Volume of the audio content signal delivered 
to the internal speaker when voice activity is detected 
below a threshold. 

25. The communication system of claim 17, wherein the 
audio content is one of a Voice signal, music content, or 
audible sound delivered from a mobile device to the internal 
speaker for audible reproduction. 

26. The communication system of claim 17, wherein the 
adjusting an ambient Sound pass-through of the ambient 
Sound microphone increases the signal to noise ratio of the 
ambient Sound with respect to background noise. 

27. The communication system of claim 17, wherein the 
communication system provides sound isolation from ambi 
ent Sounds external to an ear canal of the user in which the 
communication system is inserted and from acoustic sounds 
internal to the ear canal of the user. 

28. A method for enhancing two-way conversation 
between a user wearing at least one earphone and a second 
individual in proximity to the user, the method implemented 
by a processor operatively coupled to the earphone compris 
ing the steps of 
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detecting a spoken Voice of the user from Sounds captured 
at an ambient Sound microphone communicatively 
coupled to the earphone; 

automatically activating a voice timer and setting a voice 
activity threshold for the voice timer responsive to 
detecting spoken Voice; 

adjusting an ambient sound pass-through of the ambient 
Sound microphone reproduced by an internal speaker of 
the earphone during activation of the voice timer while a 
level of the spoken voice is above the voice activity 
threshold; and 

adjusting a mixing gain of an audio content signal deliv 
ered to the earphone by way of the internal speaker with 
the ambient Sound pass-through during activation of the 
Voice timer, 

wherein the earphone provides sound isolation from ambi 
ent sounds external to an ear canal of the user in which 
the earphone is inserted and from acoustic sounds inter 
nal to the ear canal of the user, 

wherein the audio content is one of a voice signal, music 
content, or audible sound delivered from a mobile device 
to the internal speaker for audible reproduction. 

29. The method of claim 28, further comprising detecting 
frontal voice activity from another individual in proximity to 
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the user, and adjusting the mixing gain of the audio content 
and the ambient Sound pass-through of the earphone based on 
a combined voice activity detection level with combined 
voice activity time expirations of the user and the individual. 

30. The method of claim 19, further comprising: 
decreasing the audio content signal and increasing the 

ambient Sound pass-through when Voice activity of the 
user is detected; 

starting a voice activity timer when Voice activity ceases; 
decreasing the ambient Sound pass-through and increasing 

the audio content signal when the frontal Voice activity 
by the another individual is not detected 
monitoring the voice activity timer for combined voice 

activity of the user and the frontal voice activity from 
the another individual; and 

maintaining ambient Sound pass-through level and 
audio content signal level during the combined Voice 
activity, 

wherein the Voice activity timer bridges gaps between 
voice activity of the user and the frontal voice activity 
of the another individual to a time length that is a 
function of the combined voice activity. 

k k k k k 

Exhibit 1020 
Page 21 of 21




