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Example 
Process 

Temp 
Surface 
Dopant 
Conc . 

Gettering 
Location 

Surface 
Passivation Lifetime Efficiency 

A < 900 2x1018 cm - 3 non - poly 2fA / cm2 ~ 3msec Baseline deg - C 
< 900 
deg - C B 4x1018 cm 3 non - poly 5fA / cm2 ~ 10msec Baseline 

C < 900 

D 

2x1018 cm - 3 +0.5 % 2fA / cm2 poly ~ 10msec deg - C abs . 

< 900 4x1018 cm - 3 poly 5fA / cm2 ~ 10msec Baseline deg - C 
Table 1. Example Processes for Solar Cell Fabrication 
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SOLAR CELLS WITH IMPROVED subject matter of the application or uses of such embodi 
LIFETIME , PASSIVATION AND / OR ments . As used herein , the word “ exemplary ” means “ serv 

EFFICIENCY ing as an example , instance , or illustration . ” Any implemen 
tation described herein as exemplary is not necessarily to be 

CROSS - REFERENCE TO RELATED 5 construed as preferred or advantageous over other imple 
APPLICATIONS mentations . Furthermore , there is no intention to be bound 

by any expressed or implied theory presented in the preced 
This application is a continuation of U.S. patent applica ing technical field , background , brief summary or the fol tion Ser . No. 16 / 228,165 , filed on Dec. 20 , 2018 , which is a lowing detailed description . divisional of U.S. patent application Ser . No. 15 / 876,927 , 

filed on Jan. 22 , 2018 , now U.S. Pat . No. 10,170,642 , issued This specification includes references to “ one embodi 
ment ” or “ an embodiment . ” The appearances of the phrases on Jan. 1 , 2019 , which is a continuation of U.S. patent “ in one embodiment ” or “ in an embodiment ” do not neces application Ser . No. 15 / 213,273 , filed on Jul . 18 , 2016 , now 

U.S. Pat . No. 9,899,542 , issued on Feb. 20 , 2018 , which is sarily refer to the same embodiment . Particular features , 
a continuation of U.S. patent application Ser . No. 14/579 , structures , or characteristics may be combined in any suit 
935 , filed on Dec. 22 , 2014 , now U.S. Pat . No. 9,520,507 , 15 able manner consistent with this disclosure . 
issued on Dec. 13 , 2016 , the entire contents of which are Terminology . The following paragraphs provide defini 
hereby incorporated by reference herein . tions and / or context for terms found in this disclosure 

( including the appended claims ) : 
BACKGROUND “ Comprising . ” This term is open - ended . As used in the 

20 appended claims , this term does not foreclose additional 
Photovoltaic ( PV ) cells , commonly known as solar cells , structure or steps . 

are devices for conversion of solar radiation into electrical “ Configured To . ” Various units or components may be 
energy . Generally , solar radiation impinging on the surface described or claimed as “ configured to ” perform a task or 
of , and entering into , the substrate of a solar cell creates tasks . In such contexts , " configured to ” is used to connote 
electron and hole pairs in the bulk of the substrate . The 25 structure by indicating that the units / components include 
electron and hole pairs migrate to p - doped and n - doped structure that performs those task or tasks during operation . 
regions in the substrate , thereby creating a voltage differ- As such , the unit / component can be said to be configured to 
ential between the doped regions . The doped regions are perform the task even when the specified unit / component is 
connected to the conductive regions on the solar cell to not currently operational ( e.g. , is not on / active ) . Reciting 
direct an electrical current from the cell to an external 30 that a unit / circuit / component is “ configured to ” perform one 
circuit . When PV cells are combined in an array such as a PV or more tasks is expressly intended not to invoke 35 U.S.C. 
module , the electrical energy collect from all of the PV cells $ 112 , sixth paragraph , for that unit / component . 
can be combined in series and parallel arrangements to rst , ” “ Second , ” etc. As used herein , these terms are 
provide power with a certain voltage and current . used as labels for nouns that they precede , and do not imply 

Efficiency is an important characteristic of a solar cell as 35 any type of ordering ( e.g. , spatial , temporal , logical , etc. ) . 
it is directly related to the solar cell's capability to generate For example , reference to a “ first ” emitter region does not 
power . Accordingly , techniques for improving the fabrica- necessarily imply that this emitter region is the first emitter 
tion process , reducing the cost of manufacturing and increas- region in a sequence ; instead the term " first ” is used to 
ing the efficiency of solar cells are generally desirable . differentiate this emitter region from another emitter region 

40 ( e.g. , a “ second ” emitter region ) . In an embodiment , an 
BRIEF DESCRIPTION OF THE DRAWINGS emitter region can be a doped region of a solar cell for 

collecting positive and negative charge carriers . In an 
FIG . 1 illustrates a flow chart representation of an example , the emitter region can be a doped polysilicon 

example method for fabricating of a solar cell , according to region . In one example , the emitter region can be a P - type 
some embodiments . 45 doped polysilicon region or an N - type doped polysilicon 

FIGS . 2-4 illustrate cross - sectional views of example region . 
solar cells during the fabrication process of FIG . 1 , accord- “ Based On . ” As used herein , this term is used to describe 
ing to some embodiments . one or more factors that affect a determination . This term 
FIG . 5 illustrates a cross - sectional view of an example does not foreclose additional factors that may affect a 

solar cell , according to some embodiments . 50 determination . That is , a determination may be solely based 
FIG . 6 illustrates a cross - sectional view of another on those factors or based , at least in part , on those factors . 

example solar cell , according to some embodiments . Consider the phrase " determine A based on B. ” While B may 
FIG . 7 illustrates a cross - sectional view of still another be a factor that affects the determination of A , such a phrase 

example solar cell , according to some embodiments . does not foreclose the determination of A from also being 
FIG . 8 illustrates a graph of example surface passivation 55 based on C. In other instances , A may be determined based 

measurements , according to some embodiments . solely on B. 
FIG . 9 illustrates a graph of example 1 / lifetime measure- " Coupled ” —The following description refers to elements 

ments , according to some embodiments . or nodes or features being “ coupled ” together . As used 
FIG . 10 illustrates a graph of example efficiency mea- herein , unless expressly stated otherwise , “ coupled ” means 

surements , according to some embodiments . 60 that one element / node / feature is directly or indirectly joined 
FIG . 11 illustrates example processes for solar cell fab- to ( or directly or indirectly communicates with ) another 

rication . element / node / feature , and not necessarily mechanically . 
In addition , certain terminology may also be used in the 

DETAILED DESCRIPTION following description for the purpose of reference only , and 
65 thus are not intended to be limiting . For example , terms such 

The following detailed description is merely illustrative in as “ upper ” , “ lower ” , “ above ” , and “ below ” refer to direc 
nature and is not intended to limit the embodiments of the tions in the drawings to which reference is made . Terms such 

a 

a 
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as “ front ” , “ back ” , “ rear ” , “ side ” , “ outboard ” , and “ inboard ” substrate by a deposition technique , implant process , sputter , 
describe the orientation and / or location of portions of the or print process , such as inkjet printing or screen printing . 
component within a consistent but arbitrary frame of refer- In an embodiment , a heating process can be performed to 
ence which is made clear by reference to the text and the drive dopants from the emitter dopant region to the emitter 
associated drawings describing the component under dis- 5 region . In one example , the heating process can drive 
cussion . Such terminology may include the words specifi dopants from the emitter dopant region to a polysilicon 
cally mentioned above , derivatives thereof , and words of region to form a doped polysilicon region . In an embodi 
similar import . ment , the doped polysilicon region can be doped with a 

In the following description , numerous specific details are P - type dopant such as boron or an N - type dopant such as 
set forth , such as specific operations , in order to provide a 10 phosphorus . In one example , the doped polysilicon regions 

can be formed in alternating P - type and N - type regions . In thorough understanding of embodiments of the present some embodiments , the heating to drive dopants from the disclosure . It will be apparent to one skilled in the art that 
embodiments of the present disclosure may be practiced emitter dopant region to the emitter region , can be per 

formed at a temperature below 900 degrees Celsius . without these specific details . In other instances , well - known At 104 , a dopant region can be formed over a surface of 
techniques are not described in detail in order to not unnec- the silicon substrate . In an embodiment , the dopant region 
essarily obscure embodiments of the present disclosure . can be grown and / or formed through a thermal process . In 

This specification first describes solar cell fabrication one example , the dopant region can be formed over a 
techniques to improve solar cell lifetime , passivation and / or surface , e.g. , on the front side of a solar cell , and subse 
efficiency followed by a description of example solar cells 20 quently a heating process can be performed to drive dopants 
fabricated according to the disclosed techniques . Various into a portion of the silicon substrate . In an embodiment , the 
embodiments are provided throughout followed by example portion of the silicon substrate can have a dopant concen 
results from the disclosed techniques . tration of approximately less than or equal to 2x1018 cm 

Turning now to FIG . 1 , a method for fabricating a solar after the heating process as discussed in block 106 . 
cell is shown , according to some embodiments . In various 25 In one embodiment , the dopant region can be an N - type 
embodiments , the method of FIG . 1 can include additional dopant , e.g. , phosphorus . In an embodiment , the surface of 
( or fewer ) blocks than illustrated . For example , in some the silicon substrate over which the dopant region is formed 
embodiments , the silicon region formed at block 102 can be can be a front side , back side , or both on the front and back 
heated to form a polysilicon region after step 102 but before sides of the solar cell . FIG . 2 shows an example solar cell 
to the heating step of block 106 . 30 having the dielectric region , emitter region and dopant 

At 100 , a dielectric can be formed on a silicon substrate region described above . 
of a solar cell . In some embodiments , the silicon substrate Although the dopant region is described as being grown 
can be cleaned , polished , planarized , and / or thinned or by a thermal process or deposited through conventional 
otherwise processed prior to the formation of the dielectric deposition process , respectively , as with any other forma 
region . In an embodiment , the silicon substrate can be 35 tion , deposition , or growth process step described or recited 
single - crystalline or a multicrystalline silicon substrate . In here , each layer or substance can be formed using any 
an embodiment , the silicon substrate can be a N - type silicon appropriate process . For example , a chemical vapor depo 
substrate . In an embodiment , the dielectric can be a tunnel sition ( CVD ) process , low - pressure CVD ( LPCVD ) , atmo 
oxide . In one embodiment , the dielectric can be silicon spheric pressure CVD ( APCVD ) , plasma - enhanced CVD 
dioxide . In an embodiment , the dielectric region can be 40 ( PECVD ) , thermal growth , sputtering , as well as any other 
grown and / or formed through a thermal process . desired technique can be used where formation is described . 

At 102 , an emitter region can be formed over the dielec- FIG . 2 illustrates an example solar cell after forming the 
tric region . In an embodiment , the emitter region can be an dielectric region , emitter region , and dopant region , accord 
amorphous silicon region . In some embodiments , the amor- ing to some embodiments . In an embodiment , a dielectric 
phous silicon region can be grown over the dielectric region . 45 region 210 can be formed over a silicon substrate 202 of the 
In an embodiment , the emitter region can be polysilicon . In solar cell 200. In an embodiment , the dielectric region 210 
an embodiment , the emitter region can be grown and / or can be a tunnel oxide . In one example , the dielectric region 
formed through a thermal process . In an example , an amor- 210 can be silicon dioxide . In an embodiment , an emitter 
phous silicon region can be formed over the dielectric region region 212 can be formed on the dielectric region 210. In an 
and heated to form a polysilicon region . 50 embodiment and as noted above , the emitter region 212 can 
An emitter dopant region can be deposited over the be amorphous silicon or polysilicon . In an embodiment , the 

emitter region through a deposition process . The emitter emitter region 212 can be a doped polysilicon . In an 
dopant region can comprise a dopant , such as a positive - type example , the doped polysilicon can be N - type doped or 
doping material such as boron or a negative - type doping P - type doped polysilicon . 
material such as phosphorous . In an embodiment , a dopant region 216 can be formed on 

Although the dielectric region and / or the emitter region a surface 204 of silicon substrate 202. In an embodiment , the 
are described as being grown by a thermal process or dopant region 216 can be formed to dope the surface 204 
deposited through conventional deposition process , respec- ( e.g. , at block 106 below ) to repel charge carriers and 
tively , as with any other formation , deposition , or growth prevent and / or reduce recombination at the surface 204 of 
process step described or recited here , each layer or sub- 60 the solar cell 200. In an example , the surface 204 , can be on 
stance can be formed using any appropriate process . For a front side and / or a back side of the solar cell . In one 
example , a chemical vapor deposition ( CVD ) process , low- example , the dopant region 216 can be a N - type dopant 
pressure CVD ( LPCVD ) , atmospheric pressure CVD region , such as phosphorus . In an embodiment , the dopant 
( APCVD ) , plasma - enhanced CVD ( PECVD ) , thermal region 216 can have positive or negative type dopants 222 . 
growth , sputtering , as well as any other desired technique 65 In an embodiment , the silicon substrate 202 can have 
can be used where formation is described . Thus , and simi- contaminants and / or impurities 220 , for example metal 
larly , the emitter dopant region can be formed on the contaminants and / or metal impurities , such as iron , nickel 

55 
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and / or chromium among others . Metal impurities can be portion 206 of the silicon substrate 202 can be approxi 
detrimental to the electrical conduction of the solar cell as mately less than or equal to 2x1018 cm - 3 after the heating . 
these impurities can be sources of recombination , resulting In an embodiment , the portion 206 of the silicon substrate 
in poor lifetime , surface passivation and / or lower solar cell 202 can be above , as shown , the surface 204 of the silicon 
efficiency . In an embodiment , the impurities 220 can be 5 substrate 202. In an embodiment , the heating 230 can getter 
located at or near a surface 204 of the silicon substrate 202 . 232 contaminants 220 from , or nearby , the surface 204 of the 
In an embodiment , the impurities 220 can be located within silicon substrate 202 and / or from within the silicon substrate 
the silicon substrate 202 as shown . As referred throughout , 202 to the emitter region 212. In an embodiment , the heating 
contaminants and / or impurities can be used interchangeably . 230 can getter 232 the containments 220 through the dielec 

The emitter regions 212 , e.g. , polysilicon regions , can be 10 tric region 210 to the emitter region 212 . 
a good sink and / or trap for the metal impurities 220 dis- At 108 , a metal contact can be formed over the silicon 
cussed above . A gettering process can be used to trap the substrate . In an embodiment , the metal contact can be 
metal impurities 220 in the emitter regions 212 , reducing formed on the emitter region . In some embodiments , the 
recombination within the silicon substrate 202 and improv- metal contact can be formed by a metallization process . In 
ing overall solar cell lifetime . Oxides and / or tunnel oxides , 15 one example , the metallization process can include plating 
such as the dielectric region 210 of FIG . 2 , can be barriers and / or electroplating the metal contact to the emitter region . 
to gettering of the metal impurities 220 to emitter regions In some embodiments , the metal contact can be formed by 
212. In one example , heating at temperature at 900 degrees printing and / or foil - based metallization techniques . FIG . 4 
Celsius or below can be insufficient to diffuse metal impu- illustrates an example silicon substrate after to forming the 
rities through a tunnel oxide and into a polysilicon region . 20 metal contact . Also FIG . 4 illustrates a single metal contact , 
Thus , in an embodiment , heating at temperatures above 900 for example , which can be on a front side or back side of the 
degrees Celsius can include gettering metal impurities 220 solar cell . In an embodiment , multiple metal contacts can 
through the dielectric region 210 , e.g. , tunnel oxide , to into exist . In an example , positive and negative metal contacts 
the emitter region 212 , e.g. , polysilicon regions , as discussed can be formed in an interdigitated pattern . 
in detail at 106 of FIG . 1 below . With reference to FIG . 4 , the solar cell of FIG . 3 is shown 

At 106 , the solar cell can be heated at a temperature above after forming a metal contact , according to some embodi 
900 degrees Celsius . In an embodiment , the heating can ments . In an embodiment , the metal contact 242 can be 
drive dopants from the dopant region to a portion of the formed on the emitter region 212 , e.g. over the silicon 
silicon substrate . In one embodiment , the heating can substrate 202. In an example , the metal contact 242 can be 
include performing an annealing process on the silicon 30 formed by an electroplating process , printing process or a 
substrate . In an example , the heating can drive dopants to the foil - based metallization process among others . In an 
portion of the silicon substrate located above the surface , as embodiment , the metal contact 242 can be a positive or 
shown in FIG . 3. In some embodiments , the surface can be negative metal contact . As shown in FIG . 4 a single metal 
on the front side , back side or both on the front and back side contact is illustrated for example , which can be on a front 
of the solar cell . In an embodiment , the heating can include 35 side or back side of the solar cell . In an example , multiple 
gettering contaminants , e.g. metal impurities and / or metal metal contacts , e.g. some positive and others negative , can 
contaminants , from the substrate to the emitter region . In an exist . In one embodiment , the silicon substrate 202 can have 
example , the metal impurities and / or metal contaminants some impurities 221 remaining after the heating 230 of FIG . 
can be iron , nickel and / or chromium among others . 3 . 

In one example , the heating can include placing the solar 40 FIG . 5 illustrates a cross - section of a portion of a solar cell 
cell in thermal tool , e.g. , a thermal furnace or oven among formed from the method of FIGS . 1-4 , according to some 
others , and raising the temperature in the thermal tool to 975 embodiments . The solar cell 300 can have a front side 301 
degrees Celsius or above . which faces the sun during normal operation and a back side 

In an embodiment , the heating can be the last heating step 303 opposite the front side 301. The solar cell 300 can 
in the solar cell fabrication process . In one embodiment , the 45 include a silicon substrate 302. In an embodiment , the 
heating can be the only heating step in the fabrication silicon substrate 302 can be an N - type silicon substrate . In 
process . In some embodiments , at least one other heating an embodiment , a portion 306 of the silicon substrate 302 
step can be performed before the heating process of block can have a doping concentration 322 of approximately less 
106. In one example , the other heating process , aside from than or equal to 2x1018 cm - 3 . 
the heating process of block 106 , can include heating the 50 The solar cell 300 can have a dielectric region 310 formed 
solar cell to temperature below 900 degrees Celsius . In an over the silicon substrate 302. In an embodiment , the 
example , the heating process below 900 degrees Celsius can dielectric 310 can be a tunnel oxide . In some embodiments , 
be performed before the heating process at 106. In an the dielectric region 310 can be silicon dioxide . In an 
embodiment , the heating performed at 106 can be performed embodiment , the solar cell 300 can have first and second 
at the highest temperature among other heating steps per- 55 emitter regions 312 , 314. In an example , the first and second 
formed in the solar cell fabrication process . FIG . 3 illustrates emitter regions 312 , 314 can be P - type and N - type doped 
the heating process described above . polysilicon regions , respectively . In an example , impurities 

FIG . 3 illustrates heating the solar cell of FIG . 2 , accord- and / or contaminants 320 , e.g. metal impurities 320 and / or 
ing to some embodiments . In an embodiment , the heating metal contaminants , can be located in the first and second 
230 can include heating the solar cell 200 above 900 degrees 60 emitter regions 312 , 314 as shown . In one embodiment , the 
Celsius . In an example , the heating can include placing the silicon substrate 302 can have some impurities 321 remain 
solar cell 200 into a thermal tool , e.g. , thermal furnace or ing after the gettering process . 
oven among others , and raising the temperature within the In an embodiment , the solar cell 300 can have first and 
thermal tool to 975 degrees Celsius or higher . In an embodi- second metal contacts 342 , 344 formed on the first and 
ment , the heating 230 can drive 234 the dopants 222 from 65 second emitter regions 312 , 314 , respectively . In some 
the dopant region 216 to a portion 206 of the silicon embodiments , a trench region 305 can be formed , which can 
substrate 202. In an example , the dopant concentration of the separate the first and second emitter regions 312 , 314. In an 
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embodiment , the solar cell 300 can have a textured surface regions 512,514 . In an example , the first and second emitter 
304 on the front side 301. In an example , the textured regions 512 , 514 can be P - type and / or N - type doped poly 
surface 304 can be a surface which can provide additional silicon regions , respectively . In one embodiment , the second 
light absorption . In an embodiment , the portion 306 of the emitter region 514 can be at least partially formed over the 
silicon substrate 302 can be formed above a textured surface 5 first emitter region 512 , as shown . In an embodiment , a 
304 as shown . In some embodiments , the trench region 305 second dielectric region 513 can be formed over the first 
can also be textured , similar to the textured surface 304 , for emitter region 512 , e.g. to insulate the first emitter region additional light absorption from the back side 303 of the 512 from the second emitter region 514. In some embodi solar cell 300. In some embodiments , an anti - reflective 
region ( ARC ) 318 can be formed over the textured surface 10 dioxide . In an embodiment , an opening 515 can isolate the ments , the second dielectric region 513 can also be silicon 
304 of the solar cell 300. In some embodiments , the anti 
reflective region 318 can be silicon nitride . second emitter region 514 from the first metal contact 542 . 

In some embodiments , the dielectric region 510 and In an embodiment , the solar cell 300 can be a back contact 
solar cell , for example , as shown in FIGS . 5 and 7 . second silicon region 514 can be formed over the back side 

501 of the solar cell 500 . With reference to FIG . 6 , a front contact solar cell formed 15 
from the method of FIGS . 1-4 is shown , according to some In an example , impurities and / or contaminants 520 , e.g. 
embodiments . The solar cell 400 can have a front side 401 metal impurities and / or contaminants , can be located in the 
which faces the sun during normal operation and a back side second emitter region 512 as shown . In an example , the 
403 opposite the front side 401. The solar cell 400 can metal impurities 520 can be iron , nickel and / or chromium 
include a silicon substrate 402. In an embodiment , the 20 among others . In one embodiment , the silicon substrate 502 
silicon substrate 402 can be a N - type silicon substrate . In an can have some impurities 521 remaining after the heating 
embodiment , a portion 406 of the silicon substrate 402 can process . 
have a doping concentration 422 of approximately less than In an embodiment , the solar cell 500 can have first and 
or equal to 2x1018 cm second metal contacts 542 , 544 formed on the first and 

The solar cell 400 can have a dielectric 410 formed over 25 second emitter regions 512 , 514 , respectively . In one 
the silicon substrate 402. In an embodiment , the dielectric embodiment , the solar cell 500 can have a textured surface 
410 can be a tunnel oxide . In some embodiments , the 504 on the front side 501 and / or a textured surface 550 on 
dielectric 410 can be silicon dioxide . In an embodiment , the the back side 503 as shown . In an example , the textured 
solar cell 400 can have first and second emitter regions 412 , surfaces 504 , 550 can be surfaces which can provide addi 
414. In some embodiments , the first emitter region 412 can 30 tional light absorption . In an embodiment , the portion 506 of 
be formed on the back side 403 of the solar cell 400 and the the silicon substrate 502 can be above a textured surface 504 
second emitter region 414 can be formed on the front side as shown . In some embodiments , an anti - reflective region 
401 of the solar cell 400. In an example , the first and second 518 can be formed over the textured surface 504 of the solar 
emitter regions 412 , 414 can be P - type and / or N - type doped cell 500 . 
polysilicon regions . Turning now to FIG . 11 , a table is shown listing Tem 

In an embodiment , the solar cell 400 can have first and perature and Surface Dopant Concentration and output 
second metal contacts 442 , 444 formed on the first and results , such as Gettering Location , Surface Passivation , 
second emitter regions 412 , 414 , respectively . In an embodi- Lifetime and Efficiency , for example processes of fabricat 
ment , the solar cell 400 can have a textured surface 404 on ing solar cells . 
the front side 401. In an example , the textured surface 404 40 The method of FIGS . 1-4 is exemplified in Example 
can be a surface which can provide additional light absorp- Process C of FIG . 11 , where a surface , or a portion near the 
tion . In an embodiment , the portion 406 of the silicon surface , of a silicon substrate was doped at approximately 
substrate 402 can be above a textured surface 404 as shown . less than or equal to 2x1018 cm and the solar cell of 
In some embodiments , an anti - reflective region ( ARC ) 418 Example Process C heated to a temperature above 900 
can be formed over the textured surface 404 of the solar cell 45 degrees Celsius . The results from Example Process C are 
400. In some embodiments , the anti - reflective region 418 gettering in a polysilicon region of the silicon substrate , 
can be silicon nitride . improved surface passivation at approximately 5 fA / cm² , 

In an example , impurities and / or contaminants 420 , e.g. improved lifetime , e.g. typical of approximately 10 usec , 
metal impurities and / or contaminants , can be located in the and a > 0.5 % efficiency increase as compared to other solar 
first and second emitter regions 412 , 414. In one embodi- 50 cells , e.g. referenced as the baseline efficiency . 
ment , the silicon substrate 402 can have some impurities 421 In contrast , referring to Example Process A , a surface , or 
remaining after the gettering process . a portion near the surface , of the silicon substrate was doped 
FIG . 7 illustrates still another solar cell formed from the at approximately less than or equal to 2x1018 cm and the 

method of FIGS . 1-4 , according to some embodiments . The solar cell of Example Process A heated to a temperature 
solar cell 500 can have a front side 501 which faces the sun 55 below 900 degrees Celsius resulting in gettering in a non 
during normal operation and a back side 503 opposite the polysilicon region of the solar cell , good surface passivation 
front side 501. The solar cell 500 can include a silicon at approximately 2 fA / cm² , poor lifetime , e.g. typical of 
substrate 502. In an embodiment , the silicon substrate 502 approximately 3 usec and no considerable , e.g. , < 0.5 % , 
can be a N - type silicon substrate . In an embodiment , a efficiency increase from the baseline . 
portion 506 of the silicon substrate 502 can have a doping 60 In another example , referring to Example Process B , a 
concentration 522 of approximately equal to or less than surface of the silicon substrate was doped at approximately 
2x1018 cm - 3 . 4x1018 cm - 3 and the solar cell of Example Process B heated 

The solar cell 500 can have a dielectric region 510 formed to a temperature below 900 degrees Celsius resulting in 
over the silicon substrate 502. In an embodiment , the gettering in a non - polysilicon region of the solar cell , poor 
dielectric 510 can be a tunnel oxide . In an embodiment , the 65 surface passivation at approximately 5 fA / cm² , good life 
dielectric region 510 can be silicon dioxide . In an embodi- time , e.g. typical of approximately 10 usec and no consid 
ment , the solar cell 500 can have first and second emitter erable , e.g. < 0.5 % , efficiency increase from the baseline . 
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In yet another example comparison , in Example Process ticular , with reference to the appended claims , features from 
Da surface of the silicon substrate was doped at approxi- dependent claims may be combined with those of the 
mately 4x1018 cm - 3 and the solar cell of Example Process D independent claims and features from respective indepen 
heated to a temperature above 900 degrees Celsius also dent claims may be combined in any appropriate manner and 
resulted gettering in a polysilicon region of the silicon 5 not merely in the specific combinations enumerated in the 
substrate , but poor surface passivation at approximately 5 appended claims . 
fA / cm² , good lifetime , e.g. typical of approximately 10 usec What is claimed is : 
and no considerable , e.g. < 0.5 % , efficiency increase from the 1. A solar cell , the solar cell having a front side which 
baseline . faces the sun during normal operation and a back side 

In all Examples Processes A , B and D either the lifetime 10 opposite the front side , the solar cell comprising : 
or surface passivation only was improved , and the Example a silicon substrate , wherein a portion of the silicon sub 
Process C resulted in improved surface passivation , lifetime strate has a dopant concentration of approximately less 
and efficiency . than or equal to 2x1018 cm - 3 and wherein the portion of 

With reference to FIGS . 8-10 , example surface passiva the silicon substrate is formed at the back side of the 
tion , 1 / lifetime and efficiency measurements , respectively , 15 solar cell ; 
for solar cells fabricated using the methods of the Example a first dielectric region formed over the silicon substrate , 
Processes A and C of FIG . 11 is shown . The results from wherein the first dielectric region is formed over the 
FIGS . 8-10 show that the surface passivation , lifetime and front side of solar ; 
efficiency of solar cells fabricated using the method of FIGS . a first emitter region having metal impurities formed over 
1-4 , e.g. , Example Process C , have improved surface pas- 20 the first dielectric region ; and 
sivation , lifetime and higher efficiency measurements as a first metal contact formed over the first emitter region . 
compared to the solar cells of Example process A. 2. The solar cell of claim 1 , wherein the portion of the 
FIG . 8 illustrates a graph of surface passivation measure- silicon substrate comprises N - type dopants . 

ments from solar cells fabricated using the Example Process 3. The solar cell of claim 1 , wherein the portion of the 
A and C from FIG . 11. As shown , the Example Process C has 25 silicon substrate comprises phosphorus . 
lower passivation results as compared to Example Process 4. The solar cell of claim 1 , wherein the portion of the 
A. Lower surface passivation is preferred for high efficiency silicon substrate comprises P - type dopants . 
solar cells . Thus , the Example Process C has improved 5. The solar cell of claim 1 , wherein the portion of the 
surface passivation results as compared to Example Process silicon substrate comprises boron . 
A. 6. The solar cell of claim 1 , wherein the first emitter 

With reference to FIG . 9 , there is shown a graph of region comprises polysilicon . 
1 / lifetime measurements from solar cells fabricated using 7. The solar cell of claim 1 , further comprising : 
the Example Process A and C from FIG . 11. As the a second emitter region having metal impurities formed 
Example Process C has higher lifetime , lower 1 / lifetime over the silicon substrate , wherein the second emitter 
results , as compared to Example Process A. Higher lifetime 35 region is formed over the back side of solar ; and 
is preferred for high efficiency solar cells . Thus , the Example a second metal contact formed over the second emitter 
Process C has improved lifetime results as compared to region . 
Example Process A. 8. The solar cell of claim 1 , further comprising : 
FIG . 10 illustrates a graph of efficiency measurements a second dielectric region formed over the silicon sub 

from solar cells fabricated using the Example Process A and 40 strate , wherein the second dielectric region is formed 
C from FIG . 11. As shown , the Example Process C has over the back side of solar ; 
higher efficiency results as compared to Example Process A. a second emitter region having metal impurities formed 
Higher solar cell efficiency conversion is preferred to maxi- over the second dielectric region ; and 
mize the electricity conversion from collected light . Thus , a second metal contact formed over the second emitter 
the Example Process C has improved efficiency results over 45 region . 
Example Process A. 9. The solar cell of claim 8 , wherein the second emitter 

The results of FIGS . 8-10 demonstrate that a solar cell region comprises polysilicon . 
fabrication technique of FIGS . 1-4 results in overall 10. A solar cell , the solar cell having a front side which 
improvement for surface passivation , lifetime and efficiency faces the sun during normal operation and a back side 
from other techniques , e.g. Example Processes A , B and D. 50 opposite the front side , the solar cell comprising : 

Although specific embodiments have been described a silicon substrate , wherein a portion of the silicon sub 
above , these embodiments are not intended to limit the scope strate has a dopant concentration of approximately less 
of the present disclosure , even where only a single embodi- than or equal to 2x1018 cm - 3 and wherein the portion of 
ment is described with respect to a particular feature . the silicon substrate is formed at the front side of the 
Examples of features provided in the disclosure are intended 55 solar cell ; 
to be illustrative rather than restrictive unless stated other- a dielectric region formed over the silicon substrate , 
wise . The above description is intended to cover such wherein the dielectric region is formed over the back 
alternatives , modifications , and equivalents as would be side of solar ; 
apparent to a person skilled in the art having the benefit of a first emitter region having metal impurities formed over 
this disclosure . the dielectric region ; and 

The scope of the present disclosure includes any feature a first metal contact formed over the first emitter region . 
or combination of features disclosed herein ( either explicitly 11. The solar cell of claim 10 , wherein the portion of the 
or implicitly ) , or any generalization thereof , whether or not silicon substrate comprises N - type dopants . 
it mitigates any or all of the problems addressed herein . 12. The solar cell of claim 10 , wherein the portion of the 
Accordingly , new claims may be formulated during pros- 65 silicon substrate comprises phosphorus . 
ecution of this application ( or an application claiming pri- 13. The solar cell of claim 10 , wherein the portion of the 
ority thereto ) to any such combination of features . In par- silicon substrate comprises P - type dopants . 
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14. The solar cell of claim 10 , wherein the portion of the 
silicon substrate comprises boron . 

15. The solar cell of claim 10 , wherein the first emitter 
region comprises polysilicon . 

16. The solar cell of claim 10 , further comprising : 
a second emitter region having metal impurities formed 

over the dielectric region ; and 
a second metal contact formed over the second emitter 

region . 
17. The solar cell of claim 16 , wherein the second emitter 10 

region is separate from the first emitter region . 
18. The solar cell of claim 16 , wherein a trench region 

separates the first emitter region from the second emitter 
region . 

19. The solar cell of claim 16 , wherein the second emitter 15 
region comprises polysilicon . 

20. The solar cell of claim 16 , wherein the first emitter 
region comprises a P - type doped polysilicon region and the 
second emitter region comprises a N - type doped polysilicon 
region . 20 
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