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(57) Abstract 
PURPOSE  
To provide a method for stably manufacturing BSF solar 
cells with high photoelectric conversion efficiency. 
SOLUTION 
A method for manufacturing a BSF solar cell having an n- 
phase single crystal silicon (hereinafter referred to as 
"Si") substrate 1, a p-type poly-Si layer 2 provided on a 
light input side surface of the substrate, and an n+ poly-Si 
layer 5 on an opposite side surface of the substrate that 
forms an HL junction with the Si substrate, wherein the 
n+ poly-Si layer is formed using B2H6/SiH4/SiF4 as a raw 
material gas. This method can prevent generation of 
suspended contaminants in the film formation chamber 
even though SiF4 that emits halogen atoms is used, and 
enables reducing the substrate heating temperature even 
though the thermal CVD method is used, which has the 
effect of improving the film quality of the n+ poly-Si layer 
and enables stable production of BSF solar cells with high 
photoelectric conversion efficiency. 
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Claims 
Claim 1 A method of manufacturing a BSF solar cell containing an n-type or p-type silica substrate, an n-type or p-type 
silicon layer provided on the light-input side surface of the silicon substrate, forming a p-n junction with the silicon 
substrate, and an n- or p-silicon layer provided on an opposite side of the silicon substrate, forming a HL junction with 
the silicon substrate; the method comprising: 
supplying a film forming gas containing silicon atoms, an SiF4 gas, and an n-type or p-type dopant gas to a film forming 
chamber in which an n-type or p-type silicon substrate is installed; thermally decomposing the supplied gases by bringing 
into proximity with the heated silicon substrate; and 
forming the n+ or p+ silicon layer on the n-type or p-type silicon substrate surface while using a fluorine radical generated 
by reacting the radical component of the thermally decomposed film forming gas and the SiF4 gas as an etching 
component. 
Claim 2 A method of manufacturing a BSF solar cell containing an n-type or p-type silica substrate, an n-type or p-type 
silicon layer provided on the light-input side surface of the silicon substrate, forming a p-n junction with the silicon 
substrate, and an n- or p-silicon layer provided on an opposite side of the silicon substrate, forming a HL junction with 
the silicon substrate; the method comprising: 
supplying a film forming gas primarily containing silicon hydride and a fluorinated silane gas expressed by SiHmF4-m 
(where m is 1 to 3), and an n-type or p-type dopant gas to a film forming chamber in which an n-type or p-type silicon 
substrate is installed; thermally decomposing the supplied gases by bringing into proximity with the heated silicon 
substrate; and 
forming the n+ or p+ silicon layer on the n-type or p-type silicon substrate surface while using a fluorine radical generated 
by reacting a fluorine based radical generated by thermal decomposition of the fluorinated silane gas, a radical component 
of the thermally decomposed film forming gas, and the fluorinated silane gas, as an etching component. 
Claim 3 A method for manufacturing a BSF solar cell according to claim 1 or 2, wherein a net-like heating member is 
placed in the spatial area proximal to the n-type or p-type silicon substrate installed in the film forming chamber so as to 
cover the substrate. 
Claim 4 A method of manufacturing a BSF solar cell containing an n-type or p-type silica substrate, an n-type or p-type 
silicon layer provided on the light-input side surface of the silicon substrate, forming a p-n junction with the silicon 
substrate, and an n- or p-silicon layer provided on an opposite side of the silicon substrate, forming a HL junction with 
the silicon substrate; the method comprising: 
forming the n+ or p+ silicon layer on the heated silicon substrate surface by photo-CVD method. 
Claim 5 A method of manufacturing a BSF solar cell containing an n-type or p-type silica substrate, an n-type or p-type 
silicon layer provided on the light-input side surface of the silicon substrate, forming a p-n junction with the silicon 
substrate, and an n+ or p+ silicon layer provided on an opposite side of the silicon substrate, forming a HL junction with 
the silicon substrate; the method comprising: 
supplying a fluorinated silane gas expressed by SiHmF4-m (where m is 1 to 3) to a film forming chamber in which an n-
type or p-type silicon substrate is installed; and 
forming the n+ or p+ silicon layer on the heated silicon substrate surface by an ion plating method under conditions where 
the fluorinated silane gas or SiF4 gas exist. 
DETAILED DESCRIPTION OF THE INVENTION 
[0001]  
FIELD OF INDUSTRIAL USE 
The present invention relates to a method for manufacturing a BSF (Back Surface Field) type solar cell, and in particular, 
to a method for manufacturing a BSF type solar cell that can stably produce BSF type solar cells with high photoelectric 
conversion efficiency. 
[0002]  
CONVENTIONAL TECHNOLOGY 
As depicted in FIGS. 7 and 8, for example, the main parts of this type of BSF solar cell include a p-type single crystal 
silicon substrate a, an n+ silicon layer b provided on the light input side of the silicon substrate a to form a pn junction 
with the silicon substrate a, an anti-reflection layer c of indium tin oxide (ITO) uniformly deposited on the n+ silicon layer 
b, a comb-like electrode d provided on the anti-reflection layer c, and a p+ silicon layer e provided on the opposite side of 
the silicon substrate a to form a high-low (HL) junction with the silicon substrate. A structure is also known where the 
electrons and holes generated by light incidence are extracted from the above electrodes d and f as electric current. 
[0003] Note that FIG. 9 depicts a conceptual structural model of a BSF solar cell structure, and FIG. 10 depicts the energy 
band diagram of a BSF solar cell having this structure. 
[0004] Furthermore, with this BSF solar cell, the built-in electric field between the silicon substrate a and the p+ silicon 
layer e, which forms the HL junction g, acts as a barrier to the diffusion of minority carriers (in this case, electrons) to the 
back electrode f, apparently increasing the diffusion length of the electrons, and since the p+ silicon layer e becomes an 
ohmic electrode with low resistance to holes, the series resistance is reduced, thus providing an advantage of improving 
the photoelectric conversion efficiency. 
[0005] Incidentally, the p+ silicon layer e, which increases the open circuit voltage, has conventionally been formed by 
the "thermal diffusion method". In other words, the single-crystal silicon substrate a was introduced into a reaction 
chamber filled with p-type dopant gas containing B (boron) or the like, and this dopant gas was thermally diffused and 
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formed into the silicon substrate a under high temperature conditions of around 1000°C, or a p-type dopant layer of Al 
(aluminum) or the like was stacked on the single-crystal silicon substrate a surface and baked under high temperature 
conditions of around 1000°C to form a p+ silicon layer e. 
[0006] However, when the p+ silicon layer e is formed by this "thermal diffusion method", it is difficult to control the 
thickness of the p+ silicon layer e and the layer thickness tends to be large, ranging from several hundred angstroms to 
several micrometers, and the diffusion distance of dopant gases such as B and A1 tends to change due to slight variations 
in the thermal conditions, so the characteristics of the silicon substrate a are prone to variation. 
[0007] Furthermore, with the above "thermal diffusion method," dopant gases can easily wrap-around, and the dopant 
gas may thermally diffuse into the n-silicon layer b which forms a pn junction with the silicon substrate, and the silicon 
substrate is exposed to high temperatures of around 1000°C, causing thermal degradation of the substrate, and the like. 
[0008] Against this technical background, the patent applicant has already proposed a manufacturing method for BSF 
solar cells in which an n+ or p+ silicon layer that forms an HL junction with the n- or p-type silicon substrate is formed by 
the plasma CVD method. In other words, this manufacturing method has the advantage of improving the photoelectric 
conversion efficiency because the thermal conditions during the formation of the n+ or p+ silicon layer are relaxed 
compared to the conventional thermal diffusion method, so degradation of the silicon substrate properties does not easily 
occur. Furthermore, this method has the advantage of improving the photoelectric conversion efficiency because the 
thickness of the n- silicon layer or p+ silicon layer can be reduced to a few tens of angstroms to a few hundred angstroms. 
[0009]  
PROBLEM TO BE SOLVED BY THE INVENTION 
Incidentally, this manufacturing method using the plasma CVD method has the aforementioned advantages of low-
temperature film formation of the n+ silicon or p+ silicon layers and thinning of the layers, but on the other hand, this 
method can easily generate a large amount of suspended contaminants in the film formation chamber during the film 
formation process of the n+ silicon or p+ silicon layers, and these suspended contaminants become mixed into the n+ 
silicon or p+ silicon layers during the film formation process and cause deterioration of the film properties. 
[0010] In other words, with this manufacturing method using the plasma CVD method, the plasmaized raw material gas 
is uniformly distributed in the plasma forming region in the film forming chamber and the plasmaized raw material gas 
is in an excited state, so the raw material gases react with each other in any space in the film forming chamber to generate 
silicon powder. In addition, the plasma gas reacts with the raw material gases in areas other than the substrate, for example, 
the inner walls of the film forming chamber, causing silicon to precipitate and peel off in a powdery form, or the like, and 
thus a large amount of floating foreign material is easily generated in powder form. 
[0011] Furthermore, with the plasma CVD method, halogen gas is sometimes added in addition to SiH4 gas, which is the 
film forming gas, and the etching action of the halogen atoms easily corrodes the inner wall surfaces of the film forming 
chamber and internal tool surfaces, causing these corroded surfaces to peel off and join the floating particles described 
above. 
[0012] Therefore, while the above manufacturing method using the plasma CVD method has the aforementioned 
advantages, there is difficulty in forming a good quality n+ silicon layer or p- silicon layer, and as a result, the photoelectric 
conversion efficiency of the BSF-type solar cells obtained has certain limitations. 
[0013] In light of the foregoing, an object of the present invention is to resolve these problems, and to provide a method 
to stably manufacture BSF solar cells with further improved photoelectric conversion efficiency by selecting a thermal 
CVD method, optical CVD method, or an ion plating method that can form high-quality n+ or p- silicon layers under low-
temperature film forming conditions. 
[0014]  
MEANS FOR SOLVING THE PROBLEM 
In other words, the invention according to claim 1 is based on a method of manufacturing a BSF solar cell containing an 
n-type or p-type silica substrate, an n-type or p-type silicon layer provided on the light-input side surface of the silicon 
substrate, forming a p-n junction with the silicon substrate, and an n+ or p+ silicon layer provided on an opposite side of 
the silicon substrate, forming a HL junction with the silicon substrate; the method including: supplying a film forming 
gas containing silicon atoms, an SiF4 gas, and an n-type or p-type dopant gas to a film forming chamber in which an n-
type or p-type silicon substrate is installed; thermally decomposing the supplied gases by bringing into proximity with 
the heated silicon substrate; and forming the n+ or p+ silicon layer on the n-type or p-type silicon substrate while using a 
fluorine radical generated by reacting the radical component of the thermally decomposed film forming gas and the SiF4 
gas as an etching component. Furthermore, the invention according to claim 2 is based on a method of manufacturing a 
BSF solar cell containing an n-type or p-type silica substrate, an n-type or p-type silicon layer provided on the light-input 
side surface of the silicon substrate, forming a p-n junction with the silicon substrate, and an n+ or p+ silicon layer provided 
on an opposite side of the silicon substrate, forming a HL junction with the silicon substrate; the method comprising: 
supplying a film forming gas primarily containing silicon hydride and a fluorinated silane gas expressed by SiHmF4-m 
(where m is 1 to 3), and an n-type or p-type dopant gas to a film forming chamber in which an n-type or p-type silicon 
substrate is installed; thermally decomposing the supplied gases by bringing into proximity with the heated silicon 
substrate; and forming the n- or p- silicon layer on the n-type or p-type silicon substrate surface while using a fluorine 
radical generated by reacting a fluorine based radical generated by thermal decomposition of the fluorinated silane gas, a 
radical component of the thermally decomposed film forming gas, and the fluorinated silane gas, as an etching component. 
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[0015] Furthermore, with the invention according to claim 1, SiF4 gas, which is not subject to thermal decomposition, is 
used as the gas that releases halogen atoms, and in the invention according to claim 2, fluorinated silane gas, which has a 
higher thermal decomposition temperature than the film forming gas, is used as the gas that releases halogen atoms. 
Therefore, thermal decomposition of SiF4 and fluorinated silane gas does not readily occur in regions with low 
temperature distribution away from the substrate in the film forming chamber, and the concentration of fluorinated 
radicals in this area is low. 
[0016] Therefore, compared to the conventional manufacturing method using a plasma CVD method, there is less 
possibility that the film forming gas reacts with fluorine radicals to form silicon powder in any space in the film forming 
chamber, or that the inner wall surface of the chamber or the internal tool surface is corroded by the fluorine radicals. 
Therefore, it is possible to prevent the generation of floating particles in the film forming chamber even though SiF4 or 
fluorinated silane gas, which releases halogen atoms, is used. 
[0017] On the other hand, with the invention according to claim 1, while the SiF4 gas is not susceptible to thermal 
decomposition, thermal decomposition is accelerated by reaction with the radical components of the film forming gas 
such as thermally decomposed silane compounds, and the like. Therefore, decomposition can easily occur in regions 
where radical components are abundant, namely, the region near the n-type or p-type silicon substrate, which leads to an 
uneven distribution of high concentrations of fluorine radicals in these regions. Furthermore, with the invention according 
to claim 2, the fluorinated silane gas such as SiH2F2 is easily thermally decomposed in the high temperature region near 
the n-type or p-type silicon substrate, and decomposition is accelerated by the reaction with radical components (SiHx 
radical, H radical, and the like) of the thermally decomposed film forming gas. This causes a high concentration of fluorine 
radicals to be unevenly distributed in the region near the substrate. 
[0018] Therefore, only impurities mixed in the n+ or p+ silicon layer on the n-type or p-type silicon substrate or in the 
growing n+ or p+ silicon layer are selectively etched and removed by the action of the fluorine radical, and thus the 
invention according to claim 1 or 2 can reduce the substrate heating temperature in spite of the use of the thermal CVD 
method, which normally requires high temperature heating to remove the impurities. 
[0019] Note that if the invention according to claim 1 or 2 is provided with heating means for heating the substrate in the 
space near the substrate in the film forming chamber, the substrate heating temperature can be further reduced because 
the thermal decomposition of the film forming gas is accelerated. The invention according to claim 3 is based on this 
technical reason. 
[0020] In other words, the invention according to claim 3 is based on the method for manufacturing a BSF solar cell 
according to claim 1 or 2, wherein a net-like heating member is provided in the spatial area proximal to the n-type or p-
type silicon substrate installed in the film forming chamber so as to cover the substrate. 
[0021] Furthermore, the above-mentioned heat-generating member, which is placed in the space near the n-type or p-
type silicon substrate, has a shape that does not interfere with the film formation of the n+ or p+ silicon layer even if it is 
placed so as to cover the entire substrate surface, and is composed of a material that generates enough heat to cause the 
film forming gas such as silicon hydride or the like to thermally decompose in the area near the substrate. Therefore, 
specific examples include mesh-shaped thermal filaments made of tungsten, thoriated tungsten, or the like. 
[0022] Furthermore, with the thermal CVD method of the invention according to claims 1 to 3, an exhaust process is 
continuously performed during the film forming process downstream of the film forming chamber to maintain a constant 
vacuum in the film forming chamber, and fluorine radicals used for etching and excess fluorine radicals are removed from 
the chamber by the above exhaust process. 
[0023] Here, in the invention according to claims 1 to 3, an amorphous silicon layer, a polysilicon layer, or a single 
crystal silicon layer in which an n- or p-type dopant gas is introduced is used as the n+ or p+ silicon layer that forms the 
HL junction with the n-type or p-type silicon substrate. In this case, a single crystal silicon layer with low resistance is 
preferable to a polysilicon layer, from the viewpoint of reducing internal resistance, and a polysilicon layer with low 
resistance is preferable to an amorphous silicon layer. 
[0024] Compounds containing Sb (antimony), As (arsenic), and P (phosphorus) in Group III of the periodic table of 
elements can be used as the n-type dopant gas, and specific examples include SbH3, SbCl3, AsH3, As2H4, PH3, and the 
like. Compounds containing Ga (gallium), B (boron), In (indium), and Al (aluminum) in Group V of the periodic table of 
elements can be used as the p-type dopant gas, and specific examples include B2H6, Ga(CH3)3, In(CH3)3, and Al(CH3)3. 
[0025] Furthermore, in the invention according to claim 1 or 3, the film forming gas containing silicon atoms can be a 
silicon hydride such as SiH4, Si2H6, Si3H8, or the like, which are easily thermally decomposed, or a halogenated silane 
such as SiHmX4-m (where m is 1 to 3, preferably 2 to 3, and X represents a Cl or F atom, preferably an F atom). Note that 
hydrogen gas may be added to the film-forming gas. This is because hydrogen radicals act on the SiF4 gas to accelerate 
decomposition. When the latter type of silane halide gas is used as the film forming gas, a blending ratio of this silane 
halide gas that is too high may cause the floating foreign material described above to be generated in the film forming 
chamber. Therefore, when a halogenated silane gas indicated by SiHmX4-m is used, the blending ratio should be lower 
than that of SiF4. 
[0026] Furthermore, SiH4, Si2H5, and Si3H8, and the like can be used as the silicon hydride that constitutes the main part 
of the film forming gas in the invention according to claim 2 or 3. Furthermore, hydrogen gas may be added to the film 
forming gas as in the invention according to claim 1 or 3. This is because the hydrogen radical also reacts with fluorinated 
silane gas such as SiH2F2 and promotes thermal decomposition thereof. 
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[0027] Note that an inert gas such as helium, neon, argon, or the like may be added as a dilution gas to the film forming 
gas in the invention according to claims 1 to 3. 
[0028] Furthermore, in the method for manufacturing BSF solar cells according to the invention of claims 1 to 3, the 
vacuum level in the film forming chamber before starting film formation is set to a level where impurities slightly remain 
in the chamber (about 10-5 Torr), and the temperature of the installed n-type or p-type silicon substrate is set to about 
500°C to 700°C. Next, at least the film forming gas, SiF4 gas, and n-type or p-type dopant gas are supplied, or at least the 
above film forming gas, fluorinated silane gas expressed by SiHmF4-m (where m is 1 to 3), and the n- or p-type dopant gas 
are supplied to form the n+ or p+ silicon layer on the n-type or p-type silicon substrate. In this case, even if the substrate 
heating temperature is set to a low temperature of 500°C to 700°C, impurities are selectively removed by the etching 
action of the fluorine radicals, and there is almost no possibility of adverse effects on the film properties of the n+ or p+ 
silicon layer because hardly any floating contamination occurs. 
[0029] Therefore, this has the advantage of enabling stable production of BSF solar cells with further improved 
photoelectric conversion efficiency. 
[0030] Next, the invention according to claims 4 to 5 relates to a method for manufacturing BSF solar cells in which 
optical CVD or ion plating methods are used instead of the thermal CVD method used for forming the n+ or p+ silicon 
layers in the invention according to claims 1 to 3. 
[0031] First, the invention according to claim 4 is based on a method of manufacturing a BSF solar cell containing an n-
type or p-type silica substrate, an n-type or p-type silicon layer provided on the light-input side surface of the silicon 
substrate, forming a p-n junction with the silicon substrate, and an n- or p-silicon layer provided on an opposite side of 
the silicon substrate, forming a pn junction with the silicon substrate; the method including: forming the n- or p- silicon 
layer on the heated silicon substrate surface by photo-CVD method. 
[0032] In other words, as depicted in FIG. 5, this optical CVD device includes, as main parts, a film forming chamber 
11, a UV irradiation lamp 31 installed in the film forming chamber 11 through a quartz window 30, a substrate holder 13 
installed on the opposite side of the UV irradiation lamp 31 and incorporating a heater 15, gas supply sources 16, 17 that 
supply a film forming gas such as SiH4, appropriate dopant gas, hydrogen gas, and the like into the film forming chamber 
11, and a pressure reducing pump 18 connected via a regulator valve 19. The method includes providing an n-type or p-
type silicon substrate 14 in the film forming chamber 11, heating the silicon substrate 14 to approximately 500 to 600°C, 
and forming an n+ or p+ silicon layer on the n-type or p-type silicon substrate 14 by supplying film forming gas, dopant 
gas, and the like from the gas supply sources 16 and 17, and then irradiating with ultraviolet rays. 
[0033] Furthermore, the manufacturing method of the invention according to claim 4 has the advantage of stably 
manufacturing BSF solar cells with further improved photoelectric conversion efficiency similar to the invention 
according to claims 1 to 3, because n+ or p+ silicon layers with good film quality can be formed on the p-type silicon 
substrate 14 under low temperature film formation conditions. 
[0034] Next, the invention according to claim 5 is based on a method of manufacturing a BSF solar cell containing an n-
type or p-type silica substrate, an n-type or p-type silicon layer provided on the light-input side surface of the silicon 
substrate, forming a p-n junction with the silicon substrate, and an n+ or p+ silicon layer provided on an opposite side of 
the silicon substrate, forming a pn junction with the silicon substrate; the method comprising: supplying a fluorinated 
silane gas expressed by SiHmF4-m (where m is 1 to 3) or SiF4 gas to a film forming chamber in which an n-type or p-type 
silicon substrate is installed; and forming the n- or p- silicon layer on the heated silicon substrate surface by an ion plating 
method under conditions where the fluorinated silane gas or SiF4 gas exist. 
[0035] In other words, as depicted in FIG. 6, this ion plating device includes as main parts, a film forming chamber 11, 
a resistance heating and evaporating source 40 installed in the lower part of the film forming chamber 11 and containing 
a Si target mixed with a dopant as a film forming material, an RF coil 41 provided in the upper space of the resistance 
heating and evaporating source 40, a shutter 42 that adjusts the amount supplied from the resistance heating and 
evaporating source 40, and a substrate holder 43 installed in the upper part of the film forming chamber 11 for heating a 
silicon substrate 14 to about 600 to 700°C. The RF coil 41 is connected to a high-frequency power supply 44, and the 
substrate holder 43 is connected to a positive high-voltage power supply (not shown). Furthermore, the n-type or p-type 
silicon substrate 14 is placed in the film forming chamber 11, fluorinated silane gas or SiF4 gas is supplied into the 
chamber 11, and the above silicon substrate 14 is heated to about 600 to 700°C. Next, the dopant and silicon are evaporated 
from the resistance heating and evaporating source 40 to form an n- or p+ silicon layer on the n-type or p-type silicon 
substrate 14. 
[0036] In the invention according to claim 5, as in the inventions according to claims 1 to 3, fluorinated silane gas or 
SiF4 gas, which does not easily thermally decompose, is used as the gas that releases halogen atoms, so a high 
concentration of fluorine radicals is unevenly distributed in the region near the n-type or p-type silicon substrate. In other 
words, radical components of thermally decomposed silicon molecules are unevenly distributed proximal to the n-type 
or p-type silicon substrate, so high concentrations of fluorine radicals are unevenly distributed due to the reaction of these 
radical components with the fluorinated silane gas or SiF4 gas. Furthermore, only impurities mixed in the n+ or p+ silicon 
layer on the n-type or p-type silicon substrate or in the growing n+ or p+ silicon layer are selectively etched away by the 
action of the fluorine radical, so n+ or p- silicon layers with good film quality can be formed on the n-type or p-type silicon 
substrate under low temperature film forming conditions. Therefore, there is an advantage of stably producing BSF solar 
cells with further improved photoelectric conversion efficiency, similar to the inventions according to claims 1 to 4. 
[0037]  
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EFFECTS 
With the invention according to claim 1, SiF4 gas, which does not easily undergo thermal decomposition, is used as the 
gas that releases halogen atoms, and since this gas is difficult to thermally decompose, the concentration of fluorine 
radicals is low in the film forming chamber. Therefore, compared to a conventional manufacturing method using a plasma 
CVD method, the possibility is extremely low that the film forming gas reacts with fluorine radicals to form silicon 
powder in any space in the film forming chamber, or that the inner wall surface of the chamber or the internal tool surface 
is corroded by the fluorine radicals. Therefore, it is absolutely possible to prevent the generation of floating particles in 
the film forming chamber even though SiF4 gas, which releases halogen atoms, is used. 
[0038] On the other hand, the thermal decomposition of the SiF4 gas is accelerated by the reaction with radical 
components (SiHx radicals, H radicals, and the like) of the film forming gas, so high concentrations of fluorine radicals 
tend to be unevenly distributed in the vicinity of the n-type or p-type silicon substrate where these radical components 
are abundant. Due to the action of these fluorine-based radicals, only the impurities mixed on the substrate or in the 
growing n+ or p+ silicon layer are selectively etched and removed. Therefore, the substrate heating temperature can be 
reduced even though the thermal CVD method, which normally requires high-temperature heating to remove the 
impurities, is used. 
[0039] Furthermore, with the invention according to claim 2, a fluorinated silane gas, which has a higher thermal 
decomposition temperature than the film forming gas, is used as the gas that releases halogen atoms, and since fluorinated 
silane gas does not easily thermally decompose as compared to the film forming gas, the concentration of fluorine radicals 
is low in the film forming chamber. Therefore, compared to a conventional manufacturing method using a plasma CVD 
method, the possibility is low that the film forming gas reacts with fluorine radicals to form silicon powder in any space 
in the film forming chamber, or that the inner wall surface of the chamber or the internal tool surface is corroded by the 
fluorine radicals. Therefore, it is possible to prevent the generation of floating contaminants in the film forming chamber 
even though a fluorinated silane gas, which releases halogen atoms, is used. 
[0040] On the other hand, the fluorinated silane gas is easily thermally decomposed in the high temperature region near 
the n-type or p-type silicon substrate, and decomposition is accelerated by the reaction with the radical components (SiHx 
radical, H radical, and the like) of the thermally decomposed film forming gas, so a high concentration of fluorine radicals 
is unevenly distributed near the n-type or p-type silicon substrate. Since only the impurities mixed in the n- or p+ silicon 
layer on the substrate or in the growing n- or p+ silicon layer are selectively etched and removed by the fluorine radicals, 
it is possible to reduce the substrate heating temperature even though the thermal CVD method is used, similar to the 
invention according to claim 1. 
[0041] Furthermore, according to the invention according to claim 3, a net-shaped heating member is provided in the 
space near the n-type or p-type silicon substrate placed in the film forming chamber such that the above substrate is 
covered, so the thermal energy emitted by the heating member significantly promotes the thermal decomposition of the 
film forming gas in the area near the substrate. This, together with the etching action of the fluorinated radicals, makes it 
possible to further reduce the substrate heating temperature. 
[0042] Next, with the invention according to claim 4, the n+ or p+ silicon layer is formed on the heated silicon substrate 
surface by the optical CVD method, so it is possible to form an n- or p- silicon layer with good film quality on the n-type 
or p-type silicon substrate under low temperature film forming conditions. 
[0043] Furthermore, with the invention according to claim 5, the n+ or p+ silicon layer is formed on the heated silicon 
substrate surface by an ion plating method in the presence of fluorinated silane gas or SiF4 gas, so it is possible to form 
an n+ or p+ silicon layer with good film quality under low temperature film forming conditions on the above n-type or p-
type silicon substrate. 
[0044]  
EXAMPLES 
Examples of the present invention are described below in detail. As depicted in FIG. 1, the BSF solar cell of this example 
contains an n-single crystal silicon substrate (100 orientation, specific resistance 1 to 10 Ω·cm) 1, a p-type amorphous 
silicon or polysilicon layer 2 provided on the light-entering side of the silicon substrate 1 to form a p-n junction with the 
silicon substrate 1, an anti-reflection layer 3 uniformly deposited on the p-type amorphous silicon or polysilicon layer 2 
and formed of ITO (indium tin oxide), a comb-shaped electrode 4 on the anti-reflection layer 3, formed of silver paste, 
an n+ amorphous silicon or polysilicon layer 5, which is provided on the opposite side of the silicon substrate 1 and forms 
an HL junction with the silicon substrate 1, and a back electrode 6, which is uniformly provided on the back side of the 
n+ amorphous silicon or polysilicon layer 5 and is formed primarily of aluminum. 
[0045] Furthermore, this BSF solar cell is manufactured by the following process. 
[0046] [Example 1] 
FIG. 3 depicts a schematic diagram of the thermal CVD device used in the present example, in which 11 represents a film 
forming chamber, 13 represents a substrate holder with a heater 15, 14 represents an n-single crystal silicon substrate 
attached to the substrate holder 13, 16 and 17 are feed sources for the raw material gas, and 18 is a pressure reducing 
pump connected to the film forming chamber 11 via a pressure regulator valve 19. 
[0047] First, the film forming chamber 11 is evacuated to a vacuum of 1x10-5 Torr. Then, the following raw material 
gases are introduced into the film forming chamber 11. A p-type polysilicon layer 2 is deposited on one surface based on 
the following film forming conditions, and a n+ polysilicon layer 5 is deposited on the other side (see FIG. 2A). 
[0048] (Manufacturing conditions of p-type polysilicon layer 2) 
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Type and composition of raw material gas: B2H6/SiH4/SiF4 = 0.1/10/500 
Feed rate of raw material gas: 5 sccm to 100 sccm 
Pressure of raw material gas: 50 mtorr to 1 torr 
Heating temperature of n- single crystal silicon substrate: 700°C 
(Manufacturing conditions of n+ polysilicon layer 5) 
Type and composition of raw material gas: PH3/SiH4/SiF4 = 0.1/10/330 
Feed rate of raw material gas: 5 sccm to 100 sccm 
Pressure of raw material gas: 50 mtorr to 1 torr 
Heating temperature of n- single crystal silicon substrate: 700°C 
Next, as depicted in FIG. 2(B), an antireflection layer 3 was formed by depositing ITO on the p-type polysilicon layer 2 
by the sputtering method, a comb-shaped electrode 4 was formed on this surface using silver paste, and an aluminum film 
was uniformly formed on the back side of the n+ polysilicon layer 5 by the sputtering method to form a back electrode 6, 
thereby forming an example of a BSF solar cell according to the Example (see FIG. 1). 
[0049] Furthermore, when the properties of this cell were evaluated, the properties of a conventional cell using the plasma 
CVD method as the film forming method of the n-polysilicon layer were 0.57 V to 0.58 V, and 35 mA to 37 mA, while 
the properties of the BSF solar cell of this example were 0.59 V to 0.60 V, and 37 mA to 39 mA. 
[0050] [Example 2] 
This example was essentially the same as Example 1, except that a p-type amorphous silicon layer and an n-amorphous 
silicon layer were applied instead of the p-type polysilicon layer 2 and the n+ polysilicon layer 5, and the film formation 
conditions were as follows. 
[0051] Furthermore, even in the BSF solar cell of this example, the properties were 0.59 V to 0.60 V and 37 mA to 39 
mA, which was better than the conventional example. 
[0052] (Manufacturing conditions of p-type amorphous silicon layer 2) 
Type and composition of raw material gas: B2H6/SiH4/SiF4/H2 = 0.1/10/100/400 
Feed rate of raw material gas: 5 sccm to 100 sccm 
Pressure of raw material gas: 50 mtorr to 1 torr 
Heating temperature of n- single crystal silicon substrate: 600°C 
(Manufacturing conditions of n+ amorphous silicon layer 5) 
Type and composition of raw material gas: PH4/SiH4/SiF4/H2 = 0.1/10/100/400 
Feed rate of raw material gas: 5 sccm to 100 sccm 
Pressure of raw material gas: 50 mtorr to 1 torr 
Heating temperature of n- single crystal silicon substrate: 600°C 
[Example 3] 
This example was essentially the same as Example 2, except that the film forming conditions for the p-type amorphous 
silicon layer 2 and the n- amorphous silicon layer 5 were as follows. 
[0053] Furthermore, even in the BSF solar cell of this example, the properties were 0.58 V to 0.59 V and 36 mA to 38 
mA, which was better than the conventional example. 
[0054] (Manufacturing conditions of p-type amorphous silicon layer 2) 
Type and composition of raw material gas: In(CH3)3/SiH4/SiH2F2/argon = 0.1/10/100/400 
Feed rate of raw material gas: 5 sccm to 100 sccm 
Pressure of raw material gas: 50 mtorr to 1 torr 
Heating temperature of n- single crystal silicon substrate: 650°C 
(Manufacturing conditions of n- amorphous silicon layer 5) 
Type and composition of raw material gas: SbCl3/SiH4/SiH2F2/argon = 0.1/10/100/400 
Feed rate of raw material gas: 5 sccm to 100 sccm 
Pressure of raw material gas: 50 mtorr to 1 torr 
Heating temperature of n- single crystal silicon substrate: 650°C 
[Example 4] 
This example was essentially the same as Example 2, except that the film forming conditions for the p-type amorphous 
silicon layer 2 and the n- amorphous silicon layer 5 were as follows. 
[0055] Furthermore, even in the BSF solar cell of this example, the properties were 0.58 V to 0.59 V and 36 mA to 38 
mA, which was better than the conventional example. 
[0056] (Manufacturing conditions of p-type amorphous silicon layer 2) 
Type and composition of raw material gas: Al(CH3)3/SiH4/SiH2F2/H2/argon = 0.1/10/100/300/100 
Feed rate of raw material gas: 5 sccm to 100 sccm 
Pressure of raw material gas: 50 mtorr to 1 torr 
Heating temperature of n- single crystal silicon substrate: 700°C 
(Manufacturing conditions of n- amorphous silicon layer 5) 
Type and composition of raw material gas: PH3/SiH4/SiH2F2/H2/argon = 0.1/10/100/300/100 
Feed rate of raw material gas: 5 sccm to 100 sccm 
Pressure of raw material gas: 50 mtorr to 1 torr 
Heating temperature of n- single crystal silicon substrate: 700°C 

Petitioner Canadian Solar Inc. - Ex. 1012, p. 8



[Example 5] 
This example was essentially the same as Example 1, except that instead of the device depicted in FIG. 3, a thermal CVD 
device in which 20 tungsten thermal filaments were arranged in the space near the substrate as depicted in FIG. 4 was 
used, and the film forming conditions for the p-type polysilicon layer 2 and the n- polysilicon layer 5 were as follows. 
[0057] Furthermore, even in the BSF solar cell of this example, the properties were 0.59 V to 0.60 V and 37 mA to 39 
mA, which was better than the conventional example. 
[0058] (Manufacturing conditions of p-type polysilicon layer 2) 
Type and composition of raw material gas: Ga(CH3)3/SiH4/SiF4/H2 = 0.1/10/100/400 
Feed rate of raw material gas: 5 sccm to 100 sccm 
Pressure of raw material gas: 50 mtorr to 1 torr 
Heating temperature of n- single crystal silicon substrate: 650°C 
(Manufacturing conditions of n+ polysilicon layer 5) 
Type and composition of raw material gas: AsH3/SiH4/SiF4/H2 = 0.1/10/100/400 
Feed rate of raw material gas: 5 sccm to 100 sccm 
Pressure of raw material gas: 50 mtorr to 1 torr 
Heating temperature of n- single crystal silicon substrate: 650°C 
[Example 6] 
This example was essentially the same as Example 1, except that the thermal CVD device depicted in FIG. 4 was used, 
and the film forming conditions for the p-type polysilicon layer 2 and the n+ polysilicon layer 5 were as follows. 
[0059] Furthermore, even in the BSF solar cell of this example, the properties were 0.58 V to 0.59 V and 36 mA to 38 
mA, which was better than the conventional example. 
[0060] (Manufacturing conditions of p-type polysilicon layer 2) 
Type and composition of raw material gas: B2H6/SiH4/SiH2F2/H2/argon = 0.1/10/100/400/100 
Feed rate of raw material gas: 5 sccm to 100 sccm 
Pressure of raw material gas: 50 mtorr to 1 torr 
Heating temperature of n- single crystal silicon substrate: 650°C 
(Manufacturing conditions of n+ polysilicon layer 5) 
Type and composition of raw material gas: PH3/SiH4/SiH2F2/H2/argon = 0.1/10/100/400/100 
Feed rate of raw material gas: 5 sccm to 100 sccm 
Pressure of raw material gas: 50 mtorr to 1 torr 
Heating temperature of n- single crystal silicon substrate: 650°C 
[Example 7] 
This example was essentially the same as Example 2, except that the optical CVD device depicted in FIG. 5 was used, 
and the film forming conditions for the p-type amorphous silicon layer 2 and the n+ amorphous silicon layer 5 were as 
follows. 
[0061] Furthermore, even in the BSF solar cell of this example, the properties were 0.59 V to 0.60 V and 37 mA to 39 
mA, which was better than the conventional example. 
[0062] (Manufacturing conditions of p-type amorphous silicon layer 2) 
Pressure in the film forming chamber: 1 to 10 mTorr 
Type and composition of raw material gas: B2H6/SiH4/H2 = 0.1/10/300 
Feed rate of raw material gas: 5 sccm to 100 sccm 
Pressure of raw material gas: 50 mtorr to 1 torr 
UV light source: Hg lamp 
Heating temperature of n- single crystal silicon substrate: 600°C 
(Manufacturing conditions of n+ amorphous silicon layer 5) 
Pressure in the film forming chamber: 1 to 10 mTorr 
Type and composition of raw material gas: PH3/SiH4/H2 = 0.1/10/300 
Feed rate of raw material gas: 5 sccm to 100 sccm 
Pressure of raw material gas: 50 mtorr to 1 torr 
UV light source: Hg lamp 
Heating temperature of n- single crystal silicon substrate: 600°C 
[Example 8] 
This example was essentially the same as Example 1, except that the ion plating device depicted in FIG. 6 was used, SiF4 
gas was supplied into the ion plating device, and the film forming conditions for the p-type polysilicon layer 2 and the n+ 
polysilicon layer 5 were as follows. 
[0063] Furthermore, even in the BSF solar cell of this example, the properties were 0.58 V to 0.59 V and 36 mA to 38 
mA, which was better than the conventional example. 
[0064] (Manufacturing conditions of p-type polysilicon layer 2) 
Pressure in the film forming chamber: 1 to 10 mTorr 
Target: B2H6-doped Si 
Power input to RF coil: 50 to 200W 
Heating temperature of n- single crystal silicon substrate: 700°C 
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(Manufacturing conditions of n- polysilicon layer 5) 
Pressure in the film forming chamber: 1 to 10 mTorr 
Target: PH3-doped Si 
Power input to RF coil: 50 to 200W 
Heating temperature of n- single crystal silicon substrate: 700°C 
[0065]  
EFFECT OF THE INVENTION 
The invention according to claims 1 and 2 can reliably prevent the generation of suspended particles in the film forming 
chamber even though SiF4 gas or fluorinated silane gas that releases halogen atoms is used, and can enable reducing the 
substrate heating temperature even though the thermal CVD method is used. 
[0066] Furthermore, the invention according to claim 3 significantly enhances thermal decomposition of the film-forming 
gas by the action of a heating member provided in the space near the n-type or p-type silicon substrate in the film-forming 
chamber, which, in synergy with the etching action of fluorine radicals, enables a further reduction in the substrate heating 
temperature. 
[0067] Therefore, it is possible to form n- or p- silicon layers with good film quality on the n-type or p-type silicon 
substrate under low temperature film forming conditions, which has the effect of enabling stable manufacturing of BSF 
solar cells with high photoelectric conversion efficiency. 
[0068] Next, with the invention according to claim 4, the n+ or p- silicon layer is formed on the heated silicon substrate 
surface by the optical CVD method, and with the invention according to claim 5, the n+ or p+ silicon layer is formed on 
the heated silicon substrate surface by the ion plating method under the conditions where fluorinated silane gas or SiF4 
gas is present. Therefore an n- or p- silicon layer with good film quality can be formed on the n-type or p-type silicon 
substrate under low temperature film forming conditions, similar to the inventions according to claims 1 to 3, and this has 
an effect of stably producing BSF solar cells with high photoelectric conversion efficiency. 
BRIEF DESCRIPTION OF THE DRAWINGS 
FIG. 1 is a cross-sectional view of the BSF solar cell according to an example. 
FIG. 2(A) and 2(B) are manufacturing process diagrams for the BSF solar cell. 
FIG. 3 is an explanatory diagram of the thermal CVD device used in Example 1. 
FIG. 4 is an explanatory diagram of the thermal CVD device used in Example 5. 
FIG. 5 is an explanatory diagram of the optical CVD device used in Example 7. 
FIG. 6 is an explanatory diagram of the ion plating device used in Example 8. 
FIG. 7 is a perspective view of a conventional solar cell. 
FIG. 8 is a cross-sectional view of a conventional solar cell. 
FIG. 9 is a conceptual diagram depicting a model of the structure of a conventional solar cell. 
FIG. 10 is an energy band diagram of a conventional solar cell. 
DESCRIPTION OF CODES 
1. n- single crystal silicon substrate 
2. p-type polysilicon layer 
5. n+ polysilicon layer 
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/J¥-Hfl7.0)~~~~:5sccm~100sccm 
/J¥-Hfl7.0)ffn:50mtorr~ltorr 
n - J:l'!.iairev 1) ::i Y£t/iiO)bOil!Mifil~ : 7 0 0 °C 
( n • ~ IJ V IJ ::J YJi 5 0)-■~{4) 

/J¥-Hfl7.0)f1lJ~t*Jl.!vt: PH,/ S i H, / S i F, = 
0. 1/10/330 
/J¥-Hfl7.0)~~~~:5sccm~l00sccm 
/J¥-Hfl7.0)ffn:50mtorr~ltorr 
n - J:l'!.iarav 1) ::i Y£t/iiO)bO~MM~ : 7 0 0 °C 
~le:, @ 2 (B) IC::ffiT J: -5 IC::Al~•y J IJ Y7/tiC::T p 

M~IJVIJ::JY/i2~KITO~--~~T~M~~Ji 
3~mJvtl,, ~~. C-O)ffi~K■«-7.~KJ:~--~ 

■-4~mlvtTGt~~. n·~IJ1/IJ::JY/i50)Mffi 
mo1c::;1.1~•y ;i 1J Y'.'.littc::J: ~ 7,1,,~:::71,.1,r-,f.tJHc::■a 

L, z•oo~• 6 ~m!vt l,~JJi!i1~Hc::{ifiG B S F l!i'i::t~~/'1!1 
l,r:>}U0t=. (@ 1 *~~0 o 

( 0 0 4 9] t l, T, c O)~ftf!.O)¾'/'i~~«t.:: t c 6, 
n- ~1J 1/1) ::JYJiO)■■-=H~IC::7'5:;(''"'<'C V DtiH~ 
!tHJd!t*O)tO)O)¾'i'iiJ'O. 57V~O. 58V, 3 
5mA~37mA1:®?kO)K~L. C-O)~tttii~~ffl0 
B S F l!i'i::t~~ttf!O)!f#'/il;t O. 5 9 V ~ 0. 6 0 V, 3 
7 mA~3 9 mA 1:®?tc.o 
(0050] [~ti'ti!WU2] pM~ 1JV 1)::JY/i2tn' 
~ 1J vu ::i Yli 5 ic::f~;t z pM7-l=1v7 r AVlJ ::i Yii 

tn-7-l=~77'A1/iJ::JY/i~-ffll,, ~~. tO)■ 

-~~~T~'f®G~~~~~JJi!i~lt■~-1:®Go 

(0 0 5 1) tl,T, cO)~JJi!i/JIHC::{ifi0 BS Fl!i'i::t~~ 
ttf!lc::;Joi,,ztt0)4#'/iiJ10. 59V~O. 60V, 37 

mA~39mA1:®~~*~Kft«T&ff1:®?k. 
(0 0 5 2] (p~7-l=Jv777.VIJ::JY)i20)■■~ 

{4) 

( 7 ) ¾003¥ 7 - 1 0 6 6 1 1 
12 

Jv7 7' A 1/ 1) ::J Y/i 5 0)■-~14iJ'T!2'°f®G~l,r~i\'~ 

~ti'ti!WU2 t ■~-1:'®00 
( 0 0 5 3 ] .!f L'"[. C O)~JJi!i/Jl]lc:: ffl 0 B S F l!i'i::t~~ 

/'1!1/C::;Jot,,zttO)~'/iiJIO. 58V~O. 59V, 36 

mA~38mA'°f®~~*~~ft«T&ff'°f®?ko 
(0 0 5 4] (p~7-'l=Jv77'A1/ 1)::JY/i20)•■~ 

{4) 

/J¥-H;iJ7.0);fl~t*JlfiX: : I n (CH,) , / S i H, / S 
iH,F,/71v::i'Y=0. 1/10/100/400 

10 /J¥-H;/j'AO){t/;~~/Jt : 5 s c cm~ 1 0 0 s c cm 
/J¥-H;/j'7.0)ffh:50mtorr~l torr 
n - lf:lJMl11/ 1J ::i ::;£f&O)h□Mtliil~ : 6 5 O °C 
( n - 7-l=Jv7 7' AV 1) ::J YJi 5 0)■■~{4) 

/J¥-H;iJ7.0);fl~t*.§.!vt : S b C I , / S i H, / S i H, 
F,/7Jv:::i'Y= 0. 1 / 1 0/ 1 0 0/ 4 0 0 
/J¥-H;/J7.0){t!;~~/Jt: 5 s c cm~ 1 0 0 s c cm 
/J¥-HH7.0)ffn : 5 om t o r r ~ 1 t o r r 
n - $.iaire1/ 1J ::i ::;£:t&O)h□Mtliil~ : 6 5 o 'C 

[~JJi!i/JIJ 4] pl!i'ir-l=Jv7 7' 7. V 1) ::i Y/i 2 t n 7-l= 
W ~77'A1/IJ::JY/i50)■■~~~T~1:®0~/,r~~ 

~tft!i/JIJ 2 tlllfH'11-t:'S00 
(0 0 5 5] .!c-LT, i:O)~tft!j/JIJ!c::{lf,GB S FM::t~~ 

/'1!1!C::.:lov 1 Ttt0)%'tl:iJ1 0. 58V~O. 59V, 36 

mA~38mA1:~~~*~Kft«T&ff1:S?~ 
(0 0 5 6) (p1J/J7-'!=Jv77'7.1/ 1):JY)i20)■•~ 

{4) 

))¥,fl;/j'AO)fm~.l'itl!llvt: A I (CH,) ,/Si H,/S 

i H, F,/f-L/7Jv:::fY=0. 1/1 0/1 00/3 
0 0/ 1 0 0 

30 /J¥-H:fJ7.0){t!;~~}J!'. : 5 s c c m~ 1 0 0 s c cm 
/J¥-Hfl7.0)ffn : 5 om t o r r ~ 1 t o r r 
n - $.*afs1/ 1) ::i Y~l'&O)hiJMrifilm'. : 7 0 0 ·c 
( n 7-l= Jv7 7' 7.1/ 1) ::r YJi 5 0)■■~14) 

!Jl'(fl;/j'7.0)fjnit*H!vt: PH,/ S i H, / S i H, F, / 

H,/7Jv::fY=0. 1/10/100/300/10 
0 

/J¥-H:fJ7.0){t!;~im.lJI'. : 5 s c c m~ 1 0 0 s c cm 
/J¥-H;/j'AO)ffn:somtorr~ltorr 

lll'(,fS/-;/j'7.0):flniUJl.!vt : B, H, / S i H, / S i F, /H n -$.iata1/ 1J ::i Y~l'&O)hiJ?.Mifilm'. : 7 0 0 °C 

, = o. 1 / 1 O/ 1 o O / 4 O o 40 [~ti'ti!WIJ 5 J @3 t:ffi~tltdtll!Hc::ft:t T@4 !c::ffi"t J: 
/ffif(:fj'7,0){,il;.r-i\'~m'. : 5 s c cm~ 1 0 0 s c cm 
/J¥-H:fJ7.0)ffn:somtorr~ltorr 
n - w.iaiWiV lJ ::r Y~f-&O)hiJMtliltrn'. : 6 0 0 ·c 
(n' 7-l=Jv7 7' 7.1/ 1) ::i YJi 5 0)■-~14) 

/J¥-Hti'7.0)flniUJl.Jvt: PH,/ S i H, / S i F, /H, 

=0. 1/10/100/400 
lll'(H;/j'7.0)~M•m::5sccm~100sccm 
~Hfl7.0)ffn:50mtorr~l torr 
n - £liiciRR1/ 1) ::J Y£j:_&O)ho?.-Mliil~ : 6 0 0 ·c 
[~tlt!iWU 3] p @7-EJv7 7' A 1/ 1) ::i YJi 2 t n - 7-l= 

'? lc::£t-&ui{~O)~re!J~f,{1HC::7 YlfkfY0)"#:,.7,r 5 J. Y 

~20iJ~~~tlkMCVD&~J,r-ffi't0t~K. ~ 
~p@~IJVIJ::i::;Jiztn-~01/IJ::rY~50)■~ 

~~~T~T®0~~-~~tlt!i001t■~-T~~" 
(0 0 5 7] .!c-L't, cO)~ti'ti!WIJ!c::ffl0B S F~::t~~ 

1i!Hc::.:Jot,,z t.!fO)*'liiJ10. 5 9 V ~ 0. 6 0 V, 3 7 

mA~39mATi~~*OOK~«T&ff'°f®~k. 
( 0 0 5 8] ( p iJM;f, 1) 1/ 1) ::r Y/i 2 O)■■~fi/') 

/Jl'(f[;/j'7.0)f3J~t~J1~: Ga (CH,) ,/Si H,/S 
50 iF.,/H,=O. 1/10/100/400 
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JJ¥,M;lj'AO)m~•-:ssccm~100sccm 
JJ¥,M;lj'AO)ffjJ:5omtorr~ltorr 

n - .ijiM/rliV 1J ::I Y¥:f&O):/JiJMtilll!i'. : 6 5 0 'C 
( n' ~ I} VI} :::I ✓~ 5 O)ffi!i■*{ij::) 

JJ¥,M;IJAO)f)l!fU::*fllvG: As H, / S i H, / S i F, / 

H,=O. 1/10/100/400 

JJ¥,MHAO)m~•Ji'.:5sccm~100sccm 
JJ¥,MHAO)ffjJ:50mtorr~ltorr 

( 8 ) !j:s-j~lj! 7 - 1 0 6 6 1 1 

14 

JJ¥,ft;lj'AO)ffjJ:50mtorr~ltorr 

~9'1,:1/60)~~M:1/6i1JJ\ : H g 7 Y7° 

n - •*alrliV 1) :::I Yi§!;:f&O):/JiJMt.ill!Ji'.: 6 0 0 'C 

c••oosJ ~6~ffi~nk,(:t:,,,/v-j'~:,,,1/•■ 
tt~ffll.,.., fJ,-:;, i'.:.O),(;t:,,,7'v-71:,,,~·~•11'Jtcs 

i F, ;/JA:ttmMGt.::,¢.(t, p~~ 1)V 1):::IY/i2tn 

'~IJVIJ:::i:,,,~50)•■*~~TE"f©QB:tt•~­
•WIJ 1 t~[,,J-"('3&Qo 

n-.ljiM/rliVIJ:::iY¥:f&O)~M&Ji'.:650t (0063)~LZ, i'.:.O)••oo~%QBSF~*•· 

c••WIJ6] ~4tC:ffi~nt.:MC VD~■tt■fflLt.:A 10 ttf!t;:;)31.,,zt~O)iF,f•/ifJ,o. 5 8 V~O. 5 9 V, 3 6 

t, p~~ 1) Vi) :::IY}i 2 t n' ~I} Vi) :J Y/i 5 O)ffi!i mA~3 8 mA TS f)1Jl:*W!HC$5("(ZN_lff-"f©"Jt.::o 

■*{ij::fJ"\T~cc'©QBft~;f;~--{?IJ 1 t~[,,J-c'®Qo (0 0 6 4) (pfil!~l) V 1) :::I)l}\'i'i 20)~R~*{ij::) 

( 0 0 5 9) ~ l.,.. Z, i:. O)·•{Yrjtc{¾iG B S fl mi*■• ~■*11'JO)ffjJ : I~ 1 0 m To r r 
rtl.Jt;:;)31.,,zt~O)~t!:fJ,o. 58V~O. 59V, 36 9-,'.l•y)--.: B,H,fJ1 F-/~tlt.::S i 

m A~ 3 8 m A "f® f) t1E*{f1Jt;:iji5("(Z N.llr""f®-:) t.:o R F ::I,( lv-"O)t5i:J-..•jJ : 5 0 ~ 2 0 0 W 

n - •*alriiV 1) :::i Y¥flzO):/JDMi.ill!Ji'. : 7 0 0 'C 
(n· ~I} VI} :::I Y/i 5 0)11\'.i/Jl*fij::) 

ffi!illl*l1'JO)ffjJ : 1 ~ 1 0 m T o r r 
9-lf,y r- : P Hdl1 F-/~tlt.:: S i 

(o o 6 oJ Cp~~ 1Jv 1;:::i:,,,Ji20)1!\\i■*m 

JJ¥,ft;lj'AO)fll!MUf!JvG: B, H,/S i H,/S i H, F, 

/H,/71v::f:,,,=o. 1 / 1 o/ 1 o o/ 4 o 0/1 

00 

JJ¥,M;IJAO)~M•Ji'.:5sccm~100sccm 
JJ1,ft;lj'AO)ffjJ:50mtorr~ltorr 

20 R F ::I,( lv-"O)ffi},_ •n : 5 0 ~ 2 0 0 W 

n - •*alrliV 1) :::I Y¥f/z0):/JOM/Al!Ji'. : 6 5 0 'C 
( n' ~ 1) V 1) :::I Y ~ 5 0)./jl*fij::) 

JJ¥,M;lj'AO)ffl!Mt*fllvG: PH,/ S i H, / S i H, F, / 

H,/7Jv::fY=0. 1/10/100/400/10 

0 

/J¥,f{;/j'AO)m*€i:ifilft : 5 S C Cm~ 1 0 0 S C Cm 

n - 1:!i*alrli1/ 1) :::I ::,,JJ;f)j(O):/JD~Mlrr\Ji'. : 7 0 0 'C 

(0065] 

(~SjjO)ji'jJ~] ~i*JJ! 1 ~ 2 tc:{JQ~SJ'lti:J:tltj\ J\0 

lj:,,,JJ¥,7ft,li~t±.\90 S i F, HA®Qv'ti7 'Y*ftV7 

Y;/JA:tt~ffl L n, G /;: tjuj f, f1!\\iE*11'Jtc:;JoH Q/$i!H 

~to/JO)JE1:itlit•iciwll:."f~' tJ,-:;Mc V Dt~ft■ffl L 

Zv '7->iC: tJ:iiJ f, 'f~:t!z:/JD~/,ll!Ji'.O){B;ii:tt~G i:. t fJlriJI!~ 
ln{;f.j.;!j'-7,.0)ffjJ : 5 0 mt o r r ~ 1 t o r r t!J:Go 

n-.ljila/rli-::,, 1)::::I/'¥:f&O):/JO~/Al!Ji'.: 6 5 O'C (0 0 6 6] *t.:, ~f>J<JJ!3li:{JQJBSJ'!t;:J:nl;:f, ~-

~-007] ~5~ffi~tlkYcCVD~■tt■fflLk,¢.( W *11'J~~-~tlkn~X~p~VIJ:::IY¥:t&llim0)~~ 
t, p ~7'E-Jv7 7 AV 1) :::I :,,,)i 2 t n' 7'E-Jv7 7 ;;z 1m1'Ltc:~t:r f,ntde~)§'~ti'0){1fffllCJ: 1'.)ffi!iijl{;lj'7'0)M½' 

V 1) :::I/'}i 50)11\'.i■*{ij::t,fTic"f©GBit~i~--WIJZ ~!ilfJ1~L < fJE*~tL0t.::b'), 7•y*~7:,?;;1.J1v0).:r.,yf-

t llle,f,,J-"f® 00 

(0 0 6 1] ~LZ, CO)~-WIJtc{JQB S F~;t-~ 

/t1.Jtc;Jo1., ,-z- t ~O)~~•liiJ' 0. 5 9 V ~ 0. 6 0 V, 3 7 

mA~39mA"f©fJtit*M~-"'Z&!ff-"f®"Jk. 
(0 0 6 2] (p~7-'E:Jv77AV 1):::I/'}i20)ffi!i■* 

m 
ffi!i■*l1'JO)ffjJ : 1 ~ 1 0 m T o r r 
JJ¥,M;!j'_7..0)ffl!Mt*flJvG: B,H,/S i H,/H,=O. 1 40 

/10/300 
JJ¥,ft;lj'AO)mM•Ji'.:5sccm~lOOsccm 

JJ¥,M;lj'AO)ffjJ:50mtorr~ltorr 

~j'i.Yt;O)~~tYtimi : H g 7 /'7° 

n - •*ara-;:,, 1) ::i :,,,i§!;f/zO):/JOM/Al!Ji'. : 6 0 0 'C 

(n' TE-Jv7 7 AV 1) :::I/'~ 50)./jl*fij::) 

1!\\i■*l1'JO)ff::/J: 1 ~ 1 OmT or r 
JJ¥,M;IJAO)fflJMt*fllvG : PH,/ S i H, /H, = 0. 1 

/10/300 

Y'.'.i'{'Fffl tf§* l.,.. T¥t.&::/JD~tilll!i'.ft~tc:{B;i~~i±'0 i: t 
fJ1PJfi~ t t.J:: Go 

( o o 6 7) 1/h T, {B:ilill~N~*11t"fNl~&!ff-t.J: n X 
~p-;:,,l):::i:,,,■~n~X~p~ViJ:::I/'¥:t/zl:~$/vG 

9 0 i: t tJ~PJfi~/c:;/J: 0 t.::61'), Yl~Ilt~;.jJ$0)iWj1,,, B S F 

~*-~tfilft'!i:JE L, -CilW~T~ ~>m*it1'J" L z1,,7.,o 
( 0 0 6 8] ~IC, ~f;:J<J]j 4 /;: {l0~Sjjtc J:nkf, :/Jo~ 

~nt.:V 1) :::i ✓-~]IDIC:1:!2n' Xii p" V 1) :::IY■ ftYt 

C V Di'tJC: J: fJ !!MW! L, * t.::, ~i!/;:.l<rjj 5 /;: fl0 fESfH;: J: 

ti~ 7~-~V5YHAX~SiF, ;IJ;;z~~~9G 

*fij::Ttc:;Jo1,,-r -1:t Y7°v-71 :,,,7'$tc:J: 1'.) :/JIJM~n 

t.: V 1) :J :,,,¥;tJxJmtcJ:ic n' Xii p. V 1) :J :,,,)iftffi!iijl{ L 

zi, '0 t.::151), ffl)KJJ'i 1 ~ 3 li:{l~fESJJ t [,,Jijt 1B:t!1i~■ 

*flj::"f■~&!!r-tJ:n Xii p. V 1) :::IY■ tt n~Xti p~ 

VI} :::I Y¥t&J:/C %nJt9 7., i: t fJIPJfi~ t t.J:: t), 7C~rlt~ 

l<'./J¥0)li1ii,' B S F 11'l*■•i't!ltt'!i:JE L Z1!\\i~"f~ 7.>>m* 
fti'r l.,.. Zv'Qo 

)J¥,ft;/j'AO){j:t~-rn'. : 5 s c cm~ 1 0 0 s c cm so (~ooO)~~t.i::mam 
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