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Abstract—A comprehensive and systematic investigation ately applicable for junction devices such as solar cells, which
of low-cost surface passivation technologies is presented fortypically have a fip structure. For such devices, surface passi-
achieving high-performance silicon devices such as solar Cells'vation is the key to higher performance especially because the

Most commercial solar cells today lack adequate surface passiva-t dist dthi bstrat hich brina th f |
tion, while laboratory cells use conventional furnace oxides (CFO) ['endIStowardtninner substrates, which bring the surtace closer

for high-quality surface passivation involving an expensive and to the collecting junction.
lengthy high-temperature step. This investigation tries to bridge =~ The passivation schemes investigated include evaporated
the gap between commercial and laboratory cells by providing films of TiO», thin SiO, films grown in a conventional furnace

fast, low-cost methods for effective surface passivation. This paper ; ; da.
demonstrates for the first time, the efficacy of TiO;, thin (<10 (CF?)dangEgV% rag_llc\il therdmal Ipr(zczssor E)RT?) plasfmF?Tdoe
nm) rapid thermal oxide (RTO), and PECVD SiN individuallyand ~ POSited ( ) SiN, and selected combinations o ;

in combination for (phosphorus diffused) emitter and (undiffused)  TiO2, and SiN. RTO films are of particular interest because
back surface passivation. The effects of emitter sheet resistance,thin 8-10 nm films can be grown in an extremely short time.

surface texture, and three different SiN depositions (_two d_irect Films like TiO, and SiN are investigated because they provide
PECVD systems and one remote plasma system) were investigated g 54 antireflection properties for silicon, which are essential

The effects of post-growth/deposition treatments such as forming . . . . .
gas anneal (FGA) and firing of screen-printed contacts were for photovoltaic devices. Since the properties of SiN depend

also examined. This study reveals that the optimum passivation Strongly upon deposition conditions and the type of PECVD
scheme consisting of a thin RTO with a SiN cap followed by a very equipment used, SiN films from three different sources were
density Joe. by & Tactor of > 15 for 2 80 Ssq. emitter. 2) reduce “ moared:
ensity, Jo., . i . . .
Joe byya f%(CtOIYOf >3 for a 40 €2/sq. emitter, gnd 3) reduceSpack . n t.hls study, emphasis is p_Iaced on rapid, I(.)W_COSt t?ChnOIO_
below 20 cm/s on 1.32cm p-Si. Furthermore, this double-layer gies like RTO_ an(_j PECVD_ SiN that C_an provide effective sur-
RTO+SiN passivation is relatively independent of the deposition face passivation in short time and with a much lower thermal
conditions (direct or remote) of the SiN film and is more stable budgetthana CFO. Individually, their effectiveness for solar cell
under heat treatment than SiN or RTO alone. Model calcul_atio_ns passivation has been demonstrated previously [1]-[3]. However,
are also performed to show that the RTGF SiN surface passivation hejr combined effect and their ability to withstand subsequent
scheme may lead to 17%-efficient thin screen-printed cells even S
with a low bulk lifetime of 20 s. thermal treatments necessary for compllete solar cell fabncatlo_n
has never been studied. Therefore, the impact of solar cell fabri-
cation steps like forming gas anneal (FGA) and screen-printed
contact firing on the surface passivation quality of individual
and double-layer stacks of dielectrics has also been quantified.
I. INTRODUCTION To address the issue of throughput of RTP and PECVD, sev-

INIMIZING recombination of minority-carriers at the gral manufacturerg and researghers are pursuing the goal of mul-
I\/I surfaces of silicon is crucial for the performance of man jwater RTP machines [4] anq high-throughput PECVD systems
Si devices including solar cells, BJT's, CCD’s, and power d o). Add|t|_onallyz A.SE Amencqs, Inc. has already employed
vices. The objective of this paper is to provide a comprehensi CVD dielectrics in commercial cells_ [6]. Thus, some of these
and systematic study of different surface passivation technof§°M'siNg schemes are currently avallgb le fpr mass production
gies available for diffused and nondiffused silicon, planar (flaﬁnd continued effort is expected to deliver higher throughput.
and chemically textured surfaces. The information is immedi-

Index Terms—~Passivation, rapid thermal oxide, silicon, silicon
nitride, suface, solar cells.

Il. EXPERIMENTAL
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periment were diffused on both sides in an RTP system using TABLE |
spin-on dopant sources. Emitters with sheet resistances of 40 PLASMA DEPOSITIONS USED IN THIS

- . . INVESTIGATION
and 90¢2/], which correspond to emitters that can accommo-
date screen-printed and evaporated contacts, respectively, were System | Excitation Deposition | Gases
investigated. No. mode Temp. [°)C] | _

The RTP emitter depth profiles were characterized by SN ?;ge‘g’l\?}liz) 300 SiHs, N2, NH;
spreading reS|stance_ analysis. The Q1. (Qj(l)ffusuzg had SN2 direct, HF 350 SiL, (5%) i He,
a surface concentratiofC;) of about1 x 10 cm™ and (13.6 MHz) Na, NH;
junction depth(z;) of 0.18 um [7]. The profile is modified SiN3 remote, 400 SiH,, NH;
slightly after an RTO cycle (discussed in the following para- 2.45 GHz

graph). C, reduced to aboué x 10'° and z; increased to

about 0.25:m. It is important to note that this modest change | dth ; binati o6 |
in profile due to RTO did not appreciably alte, for the SamPles) and the surface recombination velogity were cal-

same passivation scheme [7]. Similarly, the#. diffusion gulated. TthPCDcﬂmeasurem:entlf@f Icsj (ijSCLI;?ed in Kane and
had aC, of 2.5 x 102° cm—3 and junction depth of 0.3zm >Wanson [10] andeq was calculated from the measureg

which modified toC, = 2.1 x 10?° andz; = 0.4 um after a value using the following two equations [11]:

subsequent RTO cycle. 1 1 )

After removal of the residual phosphosilicate glass, part of P +37- Dy (1)
the diffused and nondiffused p-type samples were oxidized in % So
the same RTP system used for the diffusions. This rapid thermal ta ( 2 ) = 3D (2)

oxidation at 90C°C for 150 s resulted in an oxide thickness of

approximately 8-10 nm on diffused surfaces and about 6 Nm fhis study, an infinite bulk lifetimér, — oo) was assumed

nondiffused 1Q2-cm p-Si. The oxidized low-resistivity samplesfqy high-quality 1.3Q2-cm FZ wafers so the calculateis ac-

were then annealed in forming gas at £@for 15 min. After tually represents the worst-case (maximum) value.

this, deposition of SiN was performed in three different labo- Tq insure high accuracy from the PCD measurements, each

ratories. The thickness of these films was approximately th@ta point reported is an average of at least four raw measure-

of an antireflection (AR) coating~<60 nm). The refractive in- ments made over different regions of each sample. Each passi-

dices of these films measured at 632.8 nm were between 2y}%ion was applied to half of a 4-in diameter wafer and the four

and 2.27, which is in the optimum range for single-layer ARyeasurements were made evenly across the half-wafer. In some

coatings under glass, or the first film (directly in contact witases, such as the unpassivated and RTO passivated samples,

silicon) of double-layer AR coatings in air [8]. as many as twelve measurements were averaged because three
Although its passivation is known to be poor, Tiims are  samples were prepared for the three different SiN films used in

also compared for completeness because it is by far the dielggs study. Excluding the infrequent data significantly above or

tric most commonly employed dielectric by the PV industry asejow the average, these multiple P& measurements on a

an AR coating. The deposition of TiQvas performed by evap- sample showed 5-25% variation. This variation represents the

orating titanium in an oxygen atmosphere under a low pressig@mbined effects of errors in instrumentation and nonuniformity

of 15 mPa. For the depOSition of SlN, three different PECV@] surface passivation, sheet resistance, and textuj‘jﬂgnea_

systems were used. Two of these systems have a parallel plateements, especially over the@(. diffusion were quite uni-

reactor and high frequency excitation, with deposition tempeform because this emitter is less sensitive to surface passivation
atures of 300 C and 350°C, respectively. The third system isygriation.

a remote PECVD system with microwave excitation and a de-

position temperature of 40CC [9]. Table | summarizes the dif- ll. RESULTS AND DISCUSSION

ferences in key parameters of these systems. The plasma depo- _ )

sition systems differ in a number of other aspects, such as fhe Passivation of Heavily Doped Emitter Surfaces

reactor geometry, and the plasma power and pressure. HoweveThe passivation of solar cell front surfaces was investigated

all three SiN films are used as a standard in the respective laba-both 40Q/01 and 90£2/00 emitters. On a relatively opaque

ratories. 40 Q/C1. emitter (which is generally needed to accommodate
After film deposition, the effective minority carrier lifetime screen-printed contacts), the surface is largely decoupled from

(tex) Was measured on all samples. Subsequently, a formithg emitter bulk, because of the high surface doping concentra-

gas anneal (FGA) at 400C was performed on all samples. Agion and depth of the doping profile. Thus, the introduction of

a final step, the samples were subjected to a short (30 s) tem@TO or SiN passivation resulted in a moderate decreasg iof

ature cycle with a maximum temperature of 73D, which is about a factor of two to three, as can be seen from Fig. 1. While

typically used as a firing cycle for screen-printed contacts. THI$O, showed hardly any passivation, SiN1 was clearly inferior

step was performed in a beltline furnace with tungsten-halogenRTO or SiN3, which, in combination, resulted in the best pas-

lamp heating in a compressed air ambient. sivation. Note that the high-temperature treatment during RTO
The minority carrier lifetime was measured after each stgpowth changed the doping profile and lead to a lower surface

using a commercially available inductively-coupled PCD testatoping concentration, which allowed for better surface passi-

From these data, the emitter saturation curtgpi(for diffused vation. TheJg. values for textured samples were about 1.5 to 2
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Fig. 1. Emitter saturation current densities for different passivation schenfeg. 2. Emitter saturation current densities for@@ RTP emitters.
on 4092/ RTP emitters.

OAs deposited/grown ‘
EAfter FGA

10,000 ¢
times higher than those for planar surfaces, which resembles i
1.73 times increase in surface area resulting from regular py
midal texturing.
On the relatively transparent 9/01 emitters, (which are 4 g0 +| |
generally used for evaporated or photolithographically-defineg i
contacts) the difference in the degree of passivation for vario_g
schemes was more apparent, as shown in Fig. 2. Again, Ti' )
does not provide any appreciable reductiorijn Forthe planar § 100 4| |
surface, RTO growth reduceld. by more than a factor of ten to :
below 100 fA/cnd, as does the deposition of SiNHowever, on
the textured surface, RTO is not as effective, resulting in a ma

 After FGA & Firing |

100

erate.Jo. value of 400 fA/cmi. Here, SiN3 and the RT@SIN 10 HA4
double layers were clearly superior resulting/g values in the TIO.2 SIN1 SIN2 SIN3 RTO RTO+ RTO+ RTO + RTO +
range of 60-215 fA/cih TIO_2 SiN1 SiN2 SiN3

As-deposited double layers of RTO and SiN were betterth%_n s M . it ocit 4 the eff .
P ; PR ig. 3. Maximum surface recombination velocities and the effect o
the nitrides alone in all cases, resultlng in loky. vglues of subsequent heat treatments for different passivation schemes on planar
50 fA/cn? for planar and 100 fA/crhfor textured emitter sur- syrfaces.

faces (see Fig. 2). A subsequent forming gas anneal did not

change the surface passivation appreciably. The same appliesifgis showed an order of magnitude reduction in the density of
the contact firing cycle (730C-30 s) on the 4®/1 emitters. interface states at midgd;, ) following FGA [3].

This indicates that double layer passivation with a SiN cap pre-|jke the RTO, SiN1 initially gave very poor passivation but
serves the passivation quality of heavily-doped silicon duringhproved after the FGA. In contrast, as-deposited SiN3 gave
contact firing. For comparison, thin conventional furnace oxery good passivation, but degraded slightly after the FGA. The
ides (CFO’s) and double layers of CFO and SiN were grown @periority of as-deposited SiN3 compared with the other as-de-
the same emitters. This passivation resulted in identical or oij¥sited SiN films can be due to the many differences in de-

slightly lower Jo. values than the RTO-based schemes. position parameters, chamber geometry, etc. that can exist be-
o ) ) tween different PECVD systems. However, major differences
B. Passivation of Undiffused {2cm p-Si) Surfaces are the completely damage-free deposition and the higher de-

As discussed earlier, this study also focused on evaluating fiesition temperature of 400C for SiN3. SiN1 and SiN2 were
passivation of undiffused 18cm p-type silicon surfaces. Thedeposited at lower temperatures because of constraints of indi-
maximumS.g resulting from the many passivation schemes igdual PECVD systems. Studies have shown that under proper
shown in Fig. 3. (Note tha$.g values above 0* cm/s could conditions, SiN can result in quite good passivation when de-
not be measured reliably by the method used in this study.) Thesited by either direct high-frequency (HF) or remote plasma
impact of the subsequent FGA is also included in Fig. 3. Sirsystems; however, temperatures up to 4@0are required for
ilar to the heavily-doped surface passivation, Ji@ain gave the best passivation [12]. Thus, SiN1 improved after the FGA
no measurable surface passivation. The lack of passivation veasause it was deposited at only 3@ and the additional 400
also evident for the as-grown RTO, however, unlike iOm- °C heat treatment served to deliver the hydrogen more effi-
proved considerably after FGA. Similar behavior was observetently to the Si/SiN interface.
for CFO passivation [3]. This indicates that very thin oxides Better results were obtained by double layer combinations of
rely upon hydrogen to improve surface passivation. Our prBTO with any of the three nitrides (see Fig. 3). Here, the pres-
vious capacitance—voltag€€V) measurements of thin RTOence of SiN on top of the RTO gives the dual benefit of positive

Authorized licensed use limited to: Sidley Austin LLP. Downloaded on June 22,2024 at 19:34:05 UTC from IEEE Xplore. Restrictions apply.

Petitioner Canadian Solar Inc. - Ex. 1052, p. 989



990 IEEE TRANSACTIONS ON ELECTRON DEVICES, VOL. 47, NO. 5, MAY 2000

Das-deposited
&)
3,973 after FGA

TABLE 1l
SURFACE RECOMBINATION VELOCITIES USED FOR THECALCULATIONS IN FIG.
5. (NOTE: Jg. AND S OBTAINED FROM FIGS. 1 AND 3, RESPECTIVELY. S
WAS CALCULATED AS IN [7])

10,000 T

g 1.0007 Film Jo. @A/em?) | S; (emvs) | S, (cms)
O
HE TiO, 516 350,000 | Notused
£
400 SiN1 419 200,000 1,250
SiN3 260 55,000 100
. RTO+SIN1 234 35,000 12
TiO_2 RTO+ SiN1 RTO SiN2 RTO+ RTO+ SiN3 RTO+
TiO_2 SiN2 SiN1 SiN3 RTO+SiN3 174 5,000 Not used

Fig. 4. Maximum surface recombination velocities for textured surfaces.
C. Impact of Surface Passivation on Photovoltaic Device

charge [13] and possible hydrogenation during PECVD [14Terformance

The RTO+SINS3 initially gives the best passivation because of Model calculations were performed to predict the impact of
the better hydrogenation during the 400 deposition. How- the various promising surface passivation schemes on the en-
ever, after the 400C FGA, S g values below 50 cm/s are ob-ergy conversion efficiency of photovoltaic devic®C-1D for
served for all RTG-SiN combinations. As a result, all threewindows[17] version 5.1 was used to solve the one-dimen-
double-layer passivations are fairly similar in their quality aftesional semiconductor transport equations and compute cell per-
the anneal. This improvement is attributed to the annealing-ifermance. The default material recombination parameters set by
duced release of hydrogen from the SiN that reaches the inteG-1D were used. (These include the intrinsic carrier concen-
face and reduceB;;. trationn; = 1 x 10'° cm™3, the band gap narrowing model

Fig. 4 shows that the same trend was observed for texturgtKlaassen, et al. [18], mobility model used in Cuevetsal.
surfaces, with SiN3 giving considerably better passivation thftg], and Auger coefficient, s = 2.2 x 10~3! of Wang, et
the other nitrides. After FGA, all RT®SIN double layers al.[20]). Other parameters held constant for all calculations in-
showed good passivation, resulting in a very I8y value of clude a front internal reflectance of 92% (specular), back sur-
39 cm/s for RTG-SIN3. This shows that RTSIN passivation face reflectance of 70% (diffuse), bulk resistivity of X28m,
can be maintained even on textured surfaces. measured 40/ emitter profile, series resistance of @67,

As a last step, the SiN and REGBIN double layers was sub- shunt resistance of 1@kcn?, J,, of 5 nA/cn?, n, of 1.7, and
jected to a screen-printed contact firing cycle with a maximugrid shading (broadband reflectance) of 6%. The latter values
temperature of 730C for about 30 s to test for thermal stabilityare consistent with the parameters typically obtained for screen-
(see Fig. 3). Ingeneral, the nitrides alone failed to maintain gopdnted cells and result in an FF of about 0.77-0.78. All calcu-
passivation. This may be the result of hydrogen escaping frdations assumed a planar (flat) surface and an optimized double
the interface and the SiN films. However, the RFSIN double layer antireflection coating.
layers not only withstood the firing, they usually improved after Fig. 5 shows the calculated cell efficiencies as a function
firing. This annealing-induced improvement in RFSIN pas- of measured front and/or back surface passivatif @nd
sivation is attributed to the release in hydrogen from the SiBlg mwax) for two different values of cell thicknes$i{ = 100
film coupled with the passivation of the RTO/Si interface undepr 300 m) and bulk lifetime ¢, =20us or 200.s). Table II
neath. This is supported by FTIR measurements, which showteows the values of front and back surface recombination
significant reduction in the hydrogen content of the RTEIN  velocities ¢ and S, respectively) used for the simulations.
films after high-temperature anneals [15], [16]. Fig. 3 shows thaf was calculated using the measurdg. and 40 Q/sq.
exceptionally lowS.g values below 25 cm/s resulted regardlesamitter profile as done in [7]. Some of the best commercial
of the type of nitride used. RT@SiN1, resulted in the lowest screen-printed cells are about 14-15% efficient today and
S.g value of 12 cm/s on a planar surface. Note that this vala® not usually have front or back surface passivation. Fig. 5
gives the same value as the record 18w value of 4 cm/s re- shows that up to about 0.5% (absolute) gain in efficiency can
sulting from SiN3 passivation [9] which was calculated usinge derived from improving just the front surface passivation.
a bulk lifetime of 1.7 ms. Instead, all calculations in this studgn even greater improvement can be gained by employing the
assumed amfinite bulk lifetime, which results in the higher high quality passivation schemes on the back surface as well.
value of 12 cm/s corresponding to the worst-casenakimum The calculations show that17%-efficient screen-printed cells
Ser as reported in Fig. 3. Thus, the combination of RTO, SiNre possible with RT@SIN front and back surface passivation
and the standard high-temperature firing (already commoneéren on materials with a bulk lifetime of only 26.
commercial cell manufacturing) results in exceptional surfacelt is important to note that the calculations assumed neg-
passivation that is virtually independent of different SiN depdigible contact recombination, which may not be valid espe-
sition conditions. cially for gridded back contacts. One solution for limiting con-
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Fig. 5. Impact of front and/or back surface passivation on photovoltaic device performance. All calculations were performed With! &#fxter, 6% grid
shading factor, and fill factor of 0.77-0.78 to be consistent with screen-printed solar cells. See Table Il for the caigutatéaneasured, corresponding to
each passivation.
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Fig. 6. Impact of thinning cells whefi, is low. In this case, thinner cells are superior to thick cells when the bulk lifetime is below abpst(Q = 375um).

tact recombination is to employ a highly effective local back Fig. 5 also illustrates the increased importance of back
surface field (BSF). Several investigators including ourselvesrface passivation for thinner cells, which consume less
[3], [21], [22] have demonstratedl,,+ values as low as 200 silicon and therefore reduce cost. In fact, for the tgw= 20 ;s
cm/s using an optimized screen-printed Al BSF. Thus, the coifl-; = 237 xm) case, the calculations show that decreasing the
bination of high-quality RT@-SiN silicon surface passivation cell thickness fromi?¥ = 300 to 100 pm actually improves
and a gridded (local) BSF to reduce contact recombination mefficiency because of the high-quality back surface passivation.
help in realizing the high efficiency cells predicted in Fig. 5This effect is highlighted in the model calculations shown
Additionally, this results in a bifacial structure, which offers thén Fig. 6. Bringing the well-passivated back surface within a
possibility of increased power output when rear illumination idiffusion length of the front collecting junction increases the
made available. cell's open-circuit voltagéV;,.) because of the reduction in the
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volume of recombination. In this case, the short-circuit current[2]
density (J,.) does not decrease considerably because the
photogenerated carriers absorbed deeper tham the thick
device have low collection probability. In contrast, the 300
thick cells with a bulk lifetime of 20Q:s (Ly =750 :m) have
sufficiently long diffusion length to benefit from the good back
passivation, and thinning this planar cell degrades the efficiencm
because of reduced long-wavelength photon absorption and
substantial decrease ih.. (This is, of course, a function of
the light trapping properties, i.e., thinning passivated cells
can still help if good texturing and back surface reflector are
employed.) Thus, ifS, is maintained to the low levels<(100
cm/s) presented in this study, it is better to hale < Ly
especially for materials with low lifetimes. These calculations
are encouraging especially since cost limitations are forcing thgz)
recent trend to reduced cell thickness with PV grade (defective)
silicon. i8]

(3]

(3]

6l

IV. CONCLUSION

This study provides a thorough investigation of silicon [€]
surface passivation by RTO, TiQdifferent PECVD silicon
nitrides, and double-layer oxide/nitride combinations of these
films. The deposition or growth of these films can be performedu0]
in a matter of minutes, and all of the passivation schemes used
in this study provide or allow for near-optimum antireflec-
tion properties. Thus, they can enhance the performance ¢fy)
current industrial solar cells significantly. We have found that
both RTO and silicon nitride films can individually reduce [12]
surface recombination substantially. However, double-layers of
RTO4+SIN can improve the surface passivation even further,
resulting in exceptionally low/,. values below 50 fA/crh
on 90 /01 emitters, 200 fA/crh on 40 /01 emitters, and
maximum S.g values approaching 10 cm/s on a planar 1.3
Qcm Si surface. The combination of RTO and SiN also reducegf4]
the gap in passivation quality between the different nitrides
allowing for a high degree of freedom in the SiN deposition[15
conditions. Furthermore, this combination has been shown to
enhance the stability of the surface passivation under thermal
treatments such as screen-printed contact firing. Textured suiksl
faces revealed a similar trend as planar surfaces but showed an
expected greater amount of surface recombination. Thereforg;
effective RTORSIN passivation is even more essential for
textured surfaces since surface recombination can frequenth/s]
limit performance. Finally, model calculations showed that
the combination of RT@SIN double-layer passivation and
standard screen-printed contact firing anneal can result in sigt®!
nificant improvement of current industrial cells. Calculations
show that this passivation on the front and back may lead to
17%-efficient screen-printed cells on thinner substrates (10&0]
#m) with low bulk lifetimes (20uSs), resulting in considerable
cost reduction of photovoltaic cells.

(13]

[21]
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