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CHAPTER 

DSL Modulation Basics 
In this chapter: 

• Descriptions of the different blocks used in DSL transmitters and receivers 

• Basic concepts of single carrier and multicarrier modulation schemes 

• Discussion of forward error correction coding and decoding 

• Overview of equalization methods and the performance bounds on each 

This chapter presents some of the basics of modulation systems as well as other blocks used 
by DSL communications systems. Subsequent chapters cover ADSL and VDSL in detail 
and show how the specific implementations of the basic blocks are put together to create a 
full DSL transmitter and receiver. Many of the topics and blocks in this chapter are also rel­
evant to communication systems other than those used on DSLs, including voice-band 
modems, cable modems, and magnetic storage channels. 

Figure 6.1 shows a generic block diagram of a transmitter and a receiver that is used for 
reference throughout this chapter. This figure is not specific to either a Carrierless 
Amplitude and Phase (CAP)/Quadrature Amplitude Modulation (QAM) or a discrete 
multitone (DMT) system, but rather it illustrates where some of the relevant blocks fit in 
the "big picture." Notice that most blocks in the transmitter have corresponding sister 
blocks in the receiver. 
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Figure 6.1 Transmitter and receiver block diagram for a communications system. 

' ' 
Bils __;._... Scrambler 
In : 

' 
Correction 
Encoder 

Interleaver 

: ' --------------------- --- --- --------- --- ---- -- ------ ------ ----~ 

Channel 

,- ----------------- ---- --------------- --- ----- ---------------
Bits 
Out 

' 
De-

Scrambler 

Forward 
Error 

Correclion 

De- De-
Interleaver Modulator 

Equalizer 

; .__ __ _. Decoder _ .__ __ _. ~-----' , 

!., ___ _ __ _ __ _ __ _ ____ _ __ .... ·- ___ R,::e~:r ________ __ __ .. .. __ _ _ _ _ ______ __ _ ~ 

Modulation/Demodulation Blocks 
A modulation block typically converts input bits into waveforms to be sent over the chan­
nel. A demodulation block in the receiver maps received waveforms back to the bits that 
most likely generated the waveform. The main idea is to re-create the bits at the demodu­
lator output that were present at the modulator input. The following sections describe 
three types of modulation common in DSLs: QAM, CAP, and multitone. 

QAM Modulation 
QAM utilizes a sine wave and a cosine 'Nave ,vith the same frequency component to con­
vey information_ The waves are sent over a single channel simultaneously, and the ampli­
tude (including sign and magnitude) of each wave conveys the information (bits) being 
sent. At least one period ( and sometimes more) of the waves is sent to convey a set of bits 
before a new set of bits is to be sent (resulting in new magnitudes for the sine and cosine 
waves). QAM modulation has been used for many years and is the basis for many of the 
voice-band modem specifications, including V.34 . 

A Simple QAM Example 
An example of a QAM modulation system that can send four bits of information per QAM 
symbol appears in Figure 6.2. 
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An example of a QAM system sending four bits per symbol over a channel. 
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The four bits of information to be transmitted are mapped to 1 of 16 points on a QAM 
constellation. Note that for four bits of information, 16 points allow a unique point for any 
combination of bits. The x and y components of the point to which the bits were mapped 
specify the amplitude of the cosine wave and sine wave to be sent over the channel. Both 
the transmitter and receiver know the predetermined method of mapping between the bits 
and a point. 

After cosine and sine waves are sent over the channel, the receiver recovers and estimates 
the amplitude of each wave (which normally requires significant equalization and process­
ing as described later in the chapter). These magnitudes are projected on a constellation 
identical to that used at the transmitter. Again, the cosine wave amplitude is the x compo­
nent, and the sine magnitude is the y component. Normally, noise and distortion in the 
channel and compromised electronics in the transmitter and receiver prevent the point 
projected onto the receiver's constellation from falling directly on top of a "true" point. 
The receiver, however, selects the closest "true" point to the projected point as the one 
the transmitter is most likely to use to generate the QAM symbol. This point is then 
mapped into four bits using the same mapping method employed in the transmitter (but 
mapping in the opposite direction). If too much noise is present at the receiver, the point 
projected on the constellation may be closer to the wrong known point than the accurate 
known point, resulting in an error estimating the recovered symbol. 

This example is sometimes called 16-QAM because the constellation has 16 points. In 
general, other numbers of bits can be transmitted per QAM symbol. For example, if two 
bits per symbol were transmitted, a four-point constellation would be necessary and the 
modulation would be called 4-QAM. Figure 6.3 shows a 4-QAM constellation overlaid on 
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a 16-QAM constellation. The average energy of each signal set is approximately the same. 
Note that the distance between the points in the 4-QAM constellation (labeled d4 ) is 
greater than the distance between the points in the 16-QAM constellation (labeled d16 ). 

Consequently, on the same channel more noise is necessary to cause an error when using 
4-QAM than when using 16-QAM. Said differently, 16-QAM requires a greater SNR than 

4-QAM requires. 

Figure 6.3 An example of a 4-QAM constellation overlaid on a 16-QAM constellation 

with the same average energy. 
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A block diagram of a QAM modulator appears in Figure 6.4. The branch of the modulator 
that carries the cosine wave amplitude is sometimes called the in phase branch. The cosine 
amplitude is called the in phase, or the I, component. The branch of the modulator that 
carries the sine wave amplitude is sometimes called the quadrature branch. The sine ampli­
tude is called the quadrature, or the Q, component. 
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Figure 6.4 QAM modulator block diagram. 
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Orthogonality between a sine wave and a cosine wave allows them to transmit data 
simultaneously over a channel. Considering a single period of each wave, the orthogonality 
principle can be illustrated by Eqtn . 6.1. 

Eqtn. 6.1 

f sin (2
; )cos(2

; }it = 0 
0 

In Eqtn. 6 .1, 'tis the period of the sine and cosine waves . Because of the orthogonality 
property, the sine and cosine functions are sometimes called basis functions. 

An example of a QAM demodulator appears in Figure 6.5. 

The input to this block comes from the channel, and the output projects onto the 
receiver's constellation. If one assumes that the channel has no loss and that the receiver 
has perfect phase timing, then it is not difficult to write the equations for each point in 
Figure 6 .5 for some symbol, i. Eqtn. 6.2 gives the input signal at point A. 

Eqtn. 6.2 

vAt)= X; cos(wt)+r; sin(wt) 
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Figure 6.5 (a) Logical view of a QAM demodulator. (b) Signal-processing view of a 

QAM demodulator. 
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In Eqtn. 6.2, X; is the amplitude (sign and magnitude) of the cosine wave encoded at the 
transmitter, and Y; is the amplitude ( sign and magnitude) of the sine wave encoded at the 
transmitter. After passing through the multiplication blocks at points B and C, the signals 
are given by Eqtn. 6.3 and Egtn. 6.4. 

Eqtn. 6.3 

Eqtn. 6.4 

The signals at points B and C then independently pass through integration blocks. These 
blocks integrate over a single period and reset after each symbol. The switches in Figure 
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6.5 sample the output of the integrator at the end of each integration period. The signal at 

points D and E can thus be written as Eqtn. 6.5 and Eqtn. 6.6. 

Eqtn. 6.5 

r 

VD(t)= fvs(t}tt 
0 

= f X, cos2 (wt)+r; sin(wt)cos(wt}tt 
0 

= f X, cos2 (wt )dt + f Y, sin (wt )cos(wt )dt 
0 0 

Eqtn. 6.6 

r 

VE(t) = f Ve (t}tt 
0 

= f X; cos(wt)sin(wt)+ r; sin 
2 (wt)dt 

0 

T r 

= j X; cos(wt )sin (wt )dt +fr; sin 
2 (wt )dt 

0 0 

rY rr; 
=0+-' =-

2 2 
Note that the terms going to zero in Eqtn. 6.5 and Eqtn. 6.6 do so because of the 
orthogonality property of sines and cosines. The values at the output of the demodulator 
then contain a scaled estimate of the magnitudes of the received sine and cosine waves to 

project onto the receiver's constellation map . 

Note 
The scale factor can be removed before integrating by scaling the multiplication cosine and 
sine waves. 

This analysis assumes that the baseband pulses in the modulator used to shape the symbols 
before multiplying by the sine and cosine waves were simple pulses with unity amplitude 
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during the entire symbol period. In general, a shaping filter may be used to shape the 
pulse before the mixing function. (The purpose of this step is to reduce the bandwidth of 
the transmitted signal by filtering out higher-frequency components.) If the shaping filter 
has a response ofp(t), then the transmitted signal for symbol i will be of the form shown 

in Eqtn. 6.7. 

Eqtn. 6.7 

V(t )= X,p(t-i,)cos(wt )+ Y;p(t-i,)sin(wt) 

Though the shaping pulse is not very important to the basics of QAM, including the shap­
ing term is more complete and allows comparison to CAP in the next section. 

Thus I have shown mathematically how a QAM signal can be received and demodulated. 
Other methods of demodulation are possible as well, and most take advantage of the 
orthogonality property discussed in this section. 

CAP Modulation 
Similar to a QAM modulator, a carrierless amplitude and phase (CAP) modulator uses a 
constellation to encode bits at the transmitter and decode bits at the receiver. The x and y 
values resulting from the encoding process are then used to excite a digital filter. A CAP 
modulator appears in Figure 6.6. 

Figure 6.6 A CAP modulator. 
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The modulator has two branches-one in-phase branch and one quadrature branch. The 
impulse responses of the digital filters are hilbert transform pairs or more simply, a hilbert 
pair. Two functions that form a hilbert pair are orthogonal to one another. In general, any 
valid hilbert pair can be used to make a CAP modulator; however, today's implementation 
of CAP uses a cosine wave and a sine wave shaped with a transmit pulse. Typically, CAP 
modulation is performed with digital filters instead of in-phase and quadrature multipliers. 

When comparing a CAP modulator to a QAM modulator, consider voltages at the differ­
ent points in Figure 6.6. Assume that this modulator uses the same constellation encoding 
method, the same size constellation, and the same symbol rate as the QAM modulator dis­
cussed earlier. The signal at each point can then be written as Eqtn. 6.8 and Eqtn. 6.9. 
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Eqtn. 6.8 

Eqtn. 6.9 

Note that both quantities are simply discrete impulses that will excite the digital filters in 
the modulator. 

Given the impulse responses of the filters in the modulator, the output of the two filters­
found by simple convolution-due to the inputs is shown by Eqtn. 6.10 and Eqtn. 6.11. 

Eqtn. 6.10 

00 

= f X;8(ia)h(t-a}'.ia 
0 

Eqtn. 6.11 

cl) 

= f Y;o(ia)h(t -a}'.ia 
0 

= f;h(t -ir) 

In these equations, the sifting property was used to arrive at both results. 

The output ofthe"modulator due to symbol i is then given by Eqtn. 6.12. 

Eqtn. 6.12, 

Comparing Eqtn. 6.12 to the output of a QAM modulator with shaping given in Eqtn. 
6.7, note that the two would be identical ifEqtn. 6.13 and Eqtn. 6.14 hold. 

Eqtn. 6.13 

h(t - ir) = p(t -ir) cos(wt) 
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Eqtn. 6.14 

h(t-ir) = p(t -i'r)sin(wt) 

If one further designed the system such that ffi't=7t, then Eqtn. 6 .13 and Eqtn. 6.14 can be 

written as Eqtn. 6.15 and Eqtn. 6.16. 

Eqtn. 6.15 

h(t-ir) = p(t-ir)cos(w(t-ir)) 

Eqtn. 6.16 

h(t-ir) = p(t -ir)sin(w(t-ir)) 

Both of these equations are valid because i is an integer. The time impulse responses of the 

filters with no dependence on i then become Egtn . 6.17 and Egtn. 6.18. 

Eqtn. 6.17 

h(t) = p(t)cos(wt) 

Eqtn. 6.18 

h(t) = p(t)sin(wt) 

These results are important because they show that properly relating the symbol rate and 

center frequency of a CAP and QAM system allows the time-domain waveforms to be 

identical. For other relationships of ffi and 't-assuming that they are the same across a 

CAP and QAM system-it can be shown that the modulation systems differ by a rotation . 

That is, the waveforms will be identical if one of the sets of constellations used for encod­

ing and decoding is rotated about the origin of the plane. 1 

M ultitone Modulation 
Multitone modulation is the basis of the DMT version of ADSL as well as some multicarri­

er versions ofVDSL. This type of modulation is sometimes called orthogonal fi'equency 

division multiplexing (OFDM). For simplicity, this book simply refers to multitone modu­

lation as DMT. 

DMT builds on some of the ideas of QAM. Imagine having more than one constellation 

encoder. Each encoder receives a set of bits that are encoded using a constellation encoder 

as described in the previous sections. The output values from the constellation encoder are 
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again the amplitudes of cosine and sine waves; however, a different sine and cosine fre­
quency is used for each constellation encoder. All the sine and cosine waves are then 

summed together and sent over the channel. This waveform is a simple DMT symbol, rep­
resented by the diagram in Figure 6.7. 

Figure 6.7 Conceptual view of a DMT modulator. 
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Assuming that one can separate the sines and cosines at different frequencies at the receiv­
er, each set of waveforms can be independently decoded in the same way that a QAM sig­
nal can be decoded and the resultant bits output by the constellation decoders. 

Note that the idea of using different frequencies to transmit information is not unique to 
DMT. Television and radio have readily employed such techniques. The difference here is 

that DMT has a "receiver" tuned to all of the channels at once, whereas the others typical­
ly tune to only one channel. Some names used for frequency channels in DMT are fre­
quency bins ( or bins), tones or DMT tones, and subchannels. 

Perhaps not obvious in the previous discussion is the assumption that the waveforms in 

each bin are completely separable from one another. If this is not the case, then decoding 
for each bin is difficult because the sine and cosine waves in each bin can be corrupted by 

signals from other bins. One key to DMT is that the sine and cosine frequencies used in 

each bin should be integer multiples of a common frequency and that the symbol period, 
't, be the inverse of that common frequency. (It can also be an integer multiple of the reci­
procal of that frequency.) 
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This common frequency will be referred to as the jitndamental frequency. From the analy­
sis done for QAM, one can already claim that the sine and cosine waves at the fundamental 
frequency form basis functions. To ensure that interference does not exist between bins, 

one must show that sine and cosine waves from any bin are orthogonal to sine and cosine 

waves in any other bin. Mathematically, this orthogonality can be written as Eqtns. 6.19, 

6.20, and 6.21. 

Eqtn. 6.19 

f cos~,w 1t )cos(mw 1t )= 0 
0 

Eqtn. 6.20 

f cos~,wi)sin(mw1t)= 0 
0 

Eqtn. 6.21 

f sin~,wft )sin(mw ft)= 0 
0 

Here n and m are different integers, and cot- is the radian fimdamental frequency. 

Performing the integration in Eqtn. 6.19 yields Eqtn. 6.22. 

Note that if n=m, then the first term will converge to 1/2 'T, which follows from the result 

of Eqtn. 6.5. The relationships in Eqtn. 6.20 and Eqtn. 6.21 can be likewise shown except 
that in Eqtn. 6.20 the orthogonality holds even for the case of n=m, similar to the discus­
sion around Eqtn. 6.1. Thus the demodulation of a DMT symbol relies on the orthogo­

nality of sine and cosine waves at different frequencies as well as between a sine and cosine 

wave at the same frequency. 

The modulation and demodulation procedures in Figure 6.7 are brute-force methods of 
creating and detecting a DMT symbol. These methods would be very monotonous on an 

actual implementation and are generally not the way DMT systems are realized. To better 
understand how an implementation could be simplified, consider the summation of a sine 

and cosine of duration "C. Such a waveform could be written as Eqtn. 6.23. 
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Eqtn. 6.22 

f cos(n(1) ft )cos(m(1) ft) 
0 

r l 1 /, \J 

= f 2 cos((n - m }v ft)+ 2 cos\(n + m }v_,-t pt 
0 

-[sin({n-m}vi) + sin{(n + m}cu1t)] r 

- 2(1)f(n-m) 2coin+m) r, 

sin( (n-m)
2
; r) sin( (n+m)2; r) 

_ _.::.._ --,--- ----,---'- +-_.::..---,-------,---'-

2(1) in-m) 2(1)f(n+m) 

sin ((n - m )2Jr) + _sin___,('-'--(n~+----'m )2'--1r----'-) 

2(J)in-m) 2cvin +m) 

= 0 for n, m integers and n 1=- m 

Eqtn. 6.23 

{

X n cos(n CV rt)+ Yn sin (n (1) /) for O < t ~ r 
s(t) = .• 

0 otherwise 

Such a signal is representative of the contribution of a single bin, or simply bin n, to a sin­
gle DMT symbol. Ifs(t) is sampled at a rate of2*N*fr, the resulting nonzero values of the 

signal are given in Eqtn. 6.24. 

Eqtn. 6.24 

sk =Xnco{n(1)f-k_]+Ynsin(ncvf_!_if] 
2Nff 2N f 

(mik) • (mik) = X n cos N + yn sm N for O < k ~ 2N 

In a DMT system, N would represent the largest bin transmitting a signal. This signal is at 
a frequency of Nfr. Because the Nyquist theorem states that the sampling rate for a system 
must be twice the largest frequency in the system, the rate of 2Nfr was chosen. If we take 
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the discrete fourier transform (DFT) of sk using 2N points in the transform, the result is 

Eqtn. 6.25. 

Eqtn. 6.25 

~N ( ( ) ( k)J -J
2

,rkm Sm = ~ X n cos m: + Yn sin : e ~ 

{

N(Xn - JYJ form= n 

= N(Xn + JYJ form= 2N -n 

0 otherwise 

Because the DFT decomposes a signal into its frequency-domain components, the result of 
Eqtn. 6.25 should not be surprising. Simply put, over the 2N points being transformed, 
the signal had energy at only one frequency. Nonzero values at two points in the frequency 
domain arise because, in the frequency domain the frequency represented after the trans­
form represents a two-sided spectrum. For all real values in the time domain ( consistent 
with sk), the 2N points will exhibit complex conjugate symmetry about the center of the 
points. This is analogous to having positive and negative frequency components resulting 
from a fourier transform. The zero values in Eqtn. 6.25 result from no energy being pre­
sent at the frequencies represented by those points. In essence, Eqtn. 6.25 illustrates 
orthogonality of sines and cosines at different frequencies, as well as a sine and cosine wave 

at the same frequency. 

The result of Eqtn. 6.25 suggests another way to produce a DMT symbol. Instead of map­
ping the output of a constellation encoder into a cosine and sine amplitude, the output 

can be mapped into a complex number in a vector. The value from the X-, or cosine, axis 
would represent the real part of the complex number, and the Y value, or sine magnitude, 
would represent the imaginary part. If the outputs of all the constellation encoders are 
ordered in the vector, then each vector point represents one of the DMT bins. If N bins 
existed in the DMT system, the complex vector would have N entries. A suffix containing 
the complex conjugates of the vector's original entries can then be added to this vector 
such that the new vector has complex conjugate symmetry. An inverse discrete fourier 

transform (IDFT) on this new vector would then produce a real-valued time-domain 
sequence equivalent to the original DMT modulator in Figure 6.7. Figure 6.8 shows this 
new method of performing DMT modulation. 

Figure 6.8 also shows a method of DMT demodulation. Note that it is basically the 
reverse of the modulator except that a DFT is used instead of an IDFT. This approach 
should make sense because the DFT goes from the time domain to the frequency domain. 
Because the time-domain values are real, the output of the DFT block has complex conju­
gate symmetry. Only half of the output is then necessary to drive the constellation 
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decoders. Implementations often use the fast fourier transform (FFT) and inverse fast 
fourier transform (IFFT) to realize the modulator and demodulator. These transform algo­
rithms realize the DFT and IDFT with reduced computational complexity. 

Figure 6.8 DMT modulation using an IDFT. 
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DMT allows a communications system to be very flexible and optimally utilize a channel. 
For example, consider the channel discussed as a case study in Chapter 5, "DSL 
Theoretical Capacity in Crosstalk Environments." The SNR of the channel, assuming an 
ADSL downstream PSD at the transmitter, appears in Figure 6.9 . 

Figure 6.9 SNR with respect to frequency of a sample channel; DMT bins in the areas 
where the SNR is high can use more dense QAM constellations. 
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Compared to the bins when the SNR is low, the bins occupying parts of the channel 

where the SNR is high can be used to transmit more bits. The process involves increasing 

the number of points used in the constellations of the "good" bins. Ifyou plot the infor­

mation sent as a fonction of frequency for this channel using DMT, the resulting curve 

takes on a shape similar to that shown in Figure 5.6, thus showing the optimal utilization 

of the channel. 

DMT also allows a simple method to increase or decrease the output PSD of a transmitter 

in selected frequency regions. The process involves scaling the complex valued vector for 

the bin where power adjustment is desired before performing the IFFT. Such adjustment 

can boost pmver in regions where the channel insertion loss is poor, or reduce power in 

regions where interference with other systems must be avoided. Note that power boosts 

and reductions can be done in a CAP /QAM system also with external shaping filters, 

although these tend to be complex and can be difficult to implement for arbitrary shaping 

requirements. 

Note 
A classic example is the reduction of VDSL's PSD in certain bands to avoid interference with 

amateur radio or emergency bands. 

Forward Error Correction 
A forward error correction (FEC) block adds redundancy to the data to be transmitted. 

Usually this redundancy is a small fraction of the actual transmitted payload. The value of 

adding the redundancy is that the FEC block might be able to correct bits that the 

demodulator decodes incorrectly. The power of a forward error correction technique is 

often described using the term coding gain. A reasonable coding gain for a DSL forward 

error correction technique may be 3 dB at a bit error rate (BER) of 10-7 _ Stated another 

way, adding the FEC to the system makes the system perform as well as a system without 

coding but with twice the transmit power (3 dB more transmit power). This attribute is 

indeed formidable. 

Two types of forward error correction are common in DSL systems . The first type is a 

cyclic block code known as a R eed-Solomon coding. The second is a convolution code known 

a trellis-coded modulation (TCM) and ties in tightly with the constellation encoding used 

in both CAP/QAM and DMT modulatio n. The fo llowing section discus the basics of 

the e two techniques. Detailed treatment of these subjects can be found in various books, 

including Digital Modulation and Coding and Error Control Coding: Fundamentals and 

Applications.2•3 
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Reed-Solom{!n Coding 
Reed-Solomon coding was first described around 1960.4 This type of coding is a subset of 
cyclic coding, which in turn is a subset of block coding. Reed-Solomon codes are also a 
special case of nonbinary BCH codes named for Bose and Ray-Chaudhuri and 

Hocquenghem who independently discovered them around 1960.5,6 Many readers may be 
familiar with cyclic redundancy check codes (CRC codes) used in data transmission. Because 
CRC codes are simple and popular, they will be used as a starting point in describing 
Reed-Solomon codes that are typical in DSL systems. 

CRC codes are typical in almost all types of layer 2 protocols including high-level data link 
control (HDLC)-based schemes and Ethernet. Normally, these codes operate on bits and 
are used for error detection but not error correction. Additionally, the number of bits 
being covered by the ch~ck bits is variable. 

Note 
Operating on bits infers that modulo 2 arithmetic is used for coding and checking. It can 
also be said that the arithmetic is done in GF(2). 

Reed-Solomon codes used in DSL systems use galois field arithmetic. Specifically, they 
operate on GF(256 ), meaning that each symbol can take on one of 256 values (0 through 
255 ). Thus each symbol is made up of eight bits-one byte long. The arithmetic rules in 
GF(256) define the results when two symbols are added, subtracted, multiplied, or divid­
ed. It turns out that in GF(256) carrying is not done in the same way that it is done in the 
base- IO decimal system. 

A Reed-Solomon code produces codewords made up of a fixed number of data bytes and a 
fixed number of check bytes. When operating in GF(256 ), the total number of bytes in a 
codeword must be less than 255. Using different codes can vary the number of data bytes 
and check bytes making up the codeword. A typical DSL implementation might use a 
codeword size of 240 bytes, 224 of which are data bytes and 16 of which are check bytes. 
Figure 6.10 shows a Reed-Solomon codeword with these properties. 

Figure 6.10 Example of a Reed-Solomon codeword in GF(256). 

DATA PAYLOAD 
224 bytes 

CHECK BYTES 
16 bytes 

Reed-Solomon codes allow for error correction in the receiver. Note that in the receiver, 
the Reed-Solomon decoder block in the previous example would receive 240 bytes from 
the demodulator and output 224 bytes ( only the data bytes) to the rest of the receiver. In 
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general, the number of symbols that a Reed-Solomon decoder can correct is half the num­
ber of check bytes used. Thus for the example of 16 check bytes, eight byte errors would 

be correctable even if these bytes all occur in a row ( a burst error). This correction is an 

extremely powerful benefit for very little overhead ( 6.6% in this example). 

Convolution Codes 
Convolutional coding differs from block coding in that the former does not have code­
words made up of distinct data sections and block sections. Instead, redundancy is distrib­

uted throughout the coded data. Convolutional codes are sometimes referred to as trellis 

codes. Normally, convolutional encoding is simple, and decoding is a bit more difficult. 

Note 
Trellis codes can be linear or nonlinear. Convolutional codes are a subset of linear trellis 

codes. 

Figure 6.11 shows a simple convolutional encoder. 

Figure 6.11 A simple, rate 1/2 convolutional encoder; note that shifting in one bit pro­

duces two output bits. 

Data bits are shifted into the encoder from the left. Each data bit shifted in produces two 

data output bits defined by the modulo 2 additions shown. The outputs are defined by 
generator polynomials. This simple convolutional encoder is said to be a rate 1/2 encoder 
with a constraint length 2. The rate refers to the ratio of input bits to output bits, and the 

constraint length refers to the number of delays in the encoder. These parameters, along 

,vith the generator polynomials, determine the processing gain of the code. 

Note that the first two positions in Figure 6.11 have a darkened outline. The values in 
these positions are called the state of the encoder. The convolutional encoder can be viewed 

as a finite state machine, changing state based on an input condition and producing an 

output when it changes state. 
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Figure 6.12 shows a simple example of using the encoder in Figure 6.11 to encode a set 
of bits. Note that the initial condition of the encoder is assumed to be all zeros and that 
the top output is taken before the bottom output. 

Figure 6.12 Input and output of the sample convolutional encoder. 

Input 0 0 0 0 0 0 

Output O O O O 0 0 0 1 0 0 0 0 1 

Each node in the trellis represents a state. Each line represents a pair of received bits. Note 
that each state has two lines leading to the state and two lines leaving it. When two bits 

are received, a transition occurs between the current state and the new state. The type of 
line connecting the current and new state (solid or dotted) determines whether the 

decoder will output a zero or a one in response to the two bits received. Note that t:\vo 
bits in produce one bit out-just the opposite of the encoder. 

Also in Figure 6.13, note that the numbers on each line represent the input to the receiver 
that will cause the state transition. The type of line ( solid or dotted) represents the 
decoder output. 

Decoding of a convolutional code can be done with a trellis and the Viterbi algorithm. 
The trellis in Figure 6.13 can be used for this encoder example. 

If no errors occur, the bits received while in a state correspond to one of the paths leaving 

the state. When errors occur on the line, the received bits may correspond to neither of 
the lines leaving the state and knowing which line to follow is unclear. The decoding algo­

rithm allows for multiple paths through the trellis to be kept active. By tallying the num­
ber of mismatches (errors) that have occurred along each path, the decoding algorithm 

terminates those with a high error count. The error count is called a metric. As time passes 
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and the decoding process continues, a path with a low metric develops, and all others are 
terminated. This path is then used to produce the output of the decoder. 

Figure 6.13 A trellis that can be used to decode the sample convolutional encoder: each 
node represents one of the four states. 

Oulpul 1 •••••••••••••••• 

Oulpu1 a -----

An example of decoding is the best way to understand the decoding algorithm. Consider 
the coded output from Figure 6.12. The decoding algorithm for the first four bits is 
shown in Figure 6.14. 

Figure 6.14 Trellis decoding example; the first four received bits are zeros and begin the 
decoding process. 

Bits From Channel 

Output 0 -----
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The received bits are shown above the trellis (00, 00). For these four bits, all paths in the 
trellis are kept alive ( this step is just to get the algorithm started). At each node, a metric is 
computed that counts the mismatches between the received bits and the path bits. (Note 
that the metric is a running sum for each path.) At this point, the paths are extended using 
the following rules: 

1. Two lines will lead to each node in the next set of states. 

2. For each node, follow only one line to each node, specifically, the line having the 
lowest metric. 

Note 
The example being discussed uses hard-decision decoding. Another method, using soft 
decisions, does not completely decode the received bits before the trellis, but instead 
assigns a metric to each received bit, indicating how close to a one or zero it is. Soft decod­
ing can outperform hard decoding by several dB. 

3. Terminate the other path that would arrive at that node. 

Note that four paths always remain active. Ideally, one main path develops through the 
trellis, and all others terminate. In actual practice, some delay is necessary to identify the 
correct path. 

Turning back to the example, consider the next two bits being received. This situation is 
shown in Figure 6.15. 

Figure 6.15 Example of moving along the trellis-only one of the two lines leading each 
state is followed. 

Bits From Channel 

00 00 11 

Outpul 1 ---------------­

Output 0 -----
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The previous rules are now used to decide which paths will go forward. For example, for 

the top node, the path through the line marked 00 was followed instead of the path 

through the line marked 11. The former produced a metric of two, whereas the latter 

would have produced a metric of three. Thus the first is followed, and the second termi­

nated. 

Figure 6.16 shows the next step in the decoding process. 

Figure 6.16 An example of moving along the trellis; note that one path (which we will 

eventually find to be the correct path) still has a metric of zero. 

Bits From Channel 

Output 1 ------------·--­

Output O -----

Notice that the new metrics are simply the previous metrics with a number of new mis­

matches added. The best metric still has a value of zero, indicating that it is a good candi­

date for the correct path. Figure 6.17 shows the result of several more iterations. 

Note that many paths along the way have been terminated and that only one main path 

gives rise to all the existing paths. This main path is highlighted in Figure 6.18, and the 

decoded output for each set of inputs appears at the bottom of the trellis. 

These outputs match the first few bits at the input to the decoder. As time passes and 

decoding continues, the main path will extend farther into the trellis and more outputs are 

decoded. 

In Figure 6.18, the path can be decoded only up to the point where the main path 

diverges. When a surviving path is chosen up to a certain point, the "bad" paths up to that 

point are all discarded. Future input bits will be necessary to decode beyond this point. 
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Figure 6.17 Trellis appearance after several iterations from the example. 

Bits From Channel 

Oulpul 0 -----

Figure6.18 The decoded output of the trellis. 

Bits From Channel 

Output 1 --······ · ·· ·· ··· 

Output 0 -----

The preceding example considered decoding when no errors were made on the channel; 
thus error correction was not necessary. Consider now the case in which an error is made 
on the channel and one of the bits is incorrectly received. Figure 6 .19 shows the first three 
steps of this decoding process. 

Although none of the metrics is zero, the same rules are used to move through the trellis. 
The example is continued for several more iterations in Figure 6.20. 
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Figure 6.19 

Figure 6.20 

First few iterations for the sample channel with an error in the received bits; 

note that none of the metrics is zero in this case. 

Output 1 •····· · ····•••·• 

Oulpul O -----

More iterations fo
0

r a channel with received bit errors; note the paths that 

have terminated due to high metrics. 

Output 1 ------····-----­

Output O -----

In Figure 6.20, many of the metrics have grown, but one is still small. Also, note that up 

to a certain point in the trellis all paths have terminated except one (the one ,.vith the low­

est metric). This path is darkened in Figure 6.21, and the output shown at the bottom of 

the trellis. 
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Decoding of the trellis; note that even with the error, only one main path 
survives and decodes with the proper values. 

Trellis Output 

0 
0 Output O -----

Even with the bit error that occurred on the line, the output of this example produced the 
correct sequence (identical to the preceding example), illustrating the forward error cor­
recting mechanism of convolutional codes. In all, it is fair to say that bad paths are eventu­
ally terminated and a surviving path, even when some errors occur, is eventually apparent. 

Note 
Trellis decoding can also be 'Compared to following directions to someone's house. If you 
make a wrong turn at some point, the rest of the directions most likely do not make sense; 
however, it is possible to retrace your route te the point at which the directions stopped 
making sense. 

Convolution coding may also be combined with modulation. When combined with QAM 
(as well as other types of modulation, such as pulse amplitude modulation [PAM]), the 
result is trellis-coded modulation. Normally, a subset of the bits ( one or two) making up a 
QAM symbol is passed through an encoder. The uncoded bits usually determine the quad­
rant or quadrant portion a point will be in. The coded bits are the least significant bits dis­
tinguishing a point from neighboring points. Coding the least significant bits adds to the 
likelihood that a constellation point will not be incorrectly decoded as a neighboring 
point, the most common type of error occurrence in QAM. TCM is analyzed in many 
publications, most notably G. Ungerboeck's 1987 article in IEEE Communications 
Magazine, vol. 25, no. 2, entitled "Trellis Coded Modulation with Redundant Signal 
Sets-Part I: Introduction. " 7 
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Interleaving 
Many FEC blocks have trouble when it comes to correcting long strings of errors. Such 
errors arc common on channels and can occur on DSLs (for example, when a transient 

spike is incident upon the twisted pair). The purpose of interleaving is to spread out a 

codeword such that channel burst errors arc also spread out. Interleaving often occurs 
between a block forward error correction module and a modulation module in a transmit­

ter. The corresponding block in the receiver is a "de-interleaving" block. The following 
sections describe two types of interleavers: a block interleaver and a convolutional 

interleaver. Block interleavers are simple and easy to understand; however, convolutional 

interleavers are more common in DSLs, as they have delay and memory requirement 

advantages. 

Note 
A poorly filtered ringing burst or ground bounce due to lightning or other disturbances 
can produce such a transient spike. 

Block Interleaving 
Figure 6.22 shows an example of a block interleaver-specifically, a block interleaver with 

depth D=3 and span N=7. 

Figure 6.22 A block interleaver with depth 3 and span 7. 

Read out 
(to channel) 

Write in~ 
(from FEC) 

t 
1 

8 

15 

2 

9 

16 

3 4 5 6 

10 11 12 13 

17 18 19 20 

7 

14 

21 

-------7------• 
Order on channel: 1, 8, 15, 2, 9, 16, 3, 10, 17 ... 

t 
3 

t 

The numbers in the blocks represent the order in which bits would enter the interleaver. 

In general, bits are written in rows and read out in columns. Normally, a single row con­
tains a complete FEC codeword. Thus the codeword length for this example would be 7 . 

Figure 6.23 shows a de-interleaver with D=3 and N=7. 
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A de-interleaver with depth 3 and span 7; the output of the de-interleaver is 
the proper order of the symbols . 

Write in 
(from channel) 

Readoul+­
(to FEC) 

t 
1 

8 

15 

2 

9 

16 

3 

10 

17 

4 5 6 7 

11 12 13 14 

18 19 20 21 

Here the bits coming from the channel are written into the de-interleaver in columns and 
read out in rows. The rows are then properly ordered bits and are normally destined for an 
FEC block. 

Table 6.1 shows the value of interleaving. 

Table 6.1 Comparison on burst errors with and without interleaving 

Bit Order (No 
Interleaving) 

Bil Order (With 
InLerleaving) 

Error Burst 

Received Bits (No 
Interleaving) 

Received Bils 
(De-interleaved) 

12345678 10 11 12 13 14 15 16 

1 8 15 2 9 16 3 IO 17 4 11 18 5 12 19 6 

10 11 12 13 14 15 16 

10 11 12 13 14 

The first two rows of Table 6.1 illustrate the order in which these bits will be sent over the 
channel both without interleaving and with the interleaver from Figure 6.22. If a burst 
error occurred in the channel as shown in the third row of Table 6.1, note the bit num­
bers being corrupted in each case. The last two rows of Table 6.1 show the bits that 
would be sent to the FEC block in the receiver on the sample channel. Note that when 
interleaving is used, the bit errors are broken up, giving the FEC block a better chance to 
correct the errors. This example might be used on a channel where burst errors are not 
expected to be longer than three bit periods. A more practical interleaver would normally 
have larger D and N parameters. 

Interleaving adds delay to the end-to-end transport of data and also requires memory 
buffers at both the transmitter and receiver. In general, both the transmitter and receiver 

need about DxN bits of memory space to support block interleaving and a delay of about 
2DN bits is inherent. For a trivial example like the one in Table 6.1, such negative aspects 
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may seem insignificant, but for larger interleaver depths and spans, they are very signifi­

cant. 

Note 
For higher-layer protocols that use acknowledgments, such as TCP, the added delay can 
cause the protocol to stall, drastically reducing the data throughput. 

Convolutional Interleaving 
Convolutional interleaving is more efficient than block interleaving with respect to memo­

ry requirements and end-to-end delay. Note that convolutional interleaving does not imply 
anything about the FEC type, and it can function with either block or convolutional FEC 

techniques. A convolutional interleaver with a codeword size N=7 and a depth D=3 

appears in Figure 6.24. 

Figure 6.24 A convolutional interleaver with depth D=3 and codeword size N=7. 

Read 
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B1 2 B1 3 

s; B~ 
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B3 2 B3 3 B3 
4 

B3 
5 

• __. From previous codewords 

Bi B4 B4 . 
2 3 

s; B~ B~ . 
B~ s; B~ . 

In this example, the superscripts of B represent the codeword to which B belongs. The 

subscripts represent the bit number within that codeword. The codewords are again writ­
ten into the interleaver in rows and read out in columns. The difference between this 
scheme and the block interleaver scheme is that codewords do not always start in the same 

column in the convolutional interleaver as they do in the block interleaver. In addition, the 
rows do not end. The depth and length of the interleaver decide whether the next code­

word should be written into the next row or in the top row immediately following the 

codeword already written there. 

Figure 6.25 shows a convolutional de-interleaver for use in a receiver when a transmitter 

uses a convolutional interleaver. 
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A convolutional de-interleaver with depth D=3 and length N=7; reading 
values out of the de-interleaver is not as straightforward as for the block 
de-interleaver. 
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Here bits are written in columns and read out in rows for further processing by an FEC 
block. The de-interleaver must read only a single codeword from each row and then 

proceed to the next row until the last row is read. After reading the last row, the 
de-interleaver returns to the first row and reads from the next unread position. 

Convolutional interleaving can distribute a codeword of length N over an interval of ND, 
incurring an end-to-end delay of ND bits. 

Note that although the interleaving examples given are in terms of bits ( the depth and 
codeword size are in terms of bits), many coding schemes work at the byte level (for 
example, Reed-Solomon codes operating in GF(256) ), or even more generally, at the sym­
bol level. Interleaving schemes employed along with FEC systems operating at the byte or 
symbol level normally operate at the byte or symbol level as well. For example, assuming a 
codeword size of seven bytes, a payload stream is interleaved at the byte level, and the 
end-to-end delay of a convolutional interleaver and de-interleaver is ND bytes. 

Note that other types of interleaving are also possible. For example, helical interleaving is a 
different interleaving scheme.8 

Scrambling 
Most DSLs include a scrambler in the transmitter and a descrambler in the receiver. A 
scrambler decreases the probability that a long string of ones or zeros are passed to the 
modulator. Such strings may occur in either a packet-based system or an ATM system 
when no packets or cells exist to transmit and the input to the transmitter is held either 
high or low. Often it is said that a scrambler randomizes data and a descrambler removes 
the randomness. 
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Note 
T1 lines do not include scramblers; however, ADSL, VDSL, HDSL, and ISDN all use scrambling 
in the transmitter and descrambling in the receiver. 

Scrambling has two positive benefits in a communications system. First, it helps ensure that 

the transmitted power spectral density observed at the output of the transmitter is pre­
dictable. When deriving equations for PSD in Chapter 4, "Power Spectral Densities and 

Crosstalk Models," an assumption was made about the statistics of the transmitter (for 

example, for ISDN it was assumed that all gnats were equally probable). Scrambling helps 

to make such assumptions valid. 

Second, many types of circuits or algorithms depend on a mix of ones and zeros to operate 

properly. Timing recovery phase locked loops and some adaptive equalization algorithms 

are good examples of these. Scrambling helps ensure that such blocks function properly. 
Note that scrambling in a transmitter is typically not used for data encryption or security 

purposes. The means of descrambling received data at the receiver are much too simple to 

be effective for security applications. 

Figure 6.26 illustrates a scrambler and a descrambler. 

Figure 6.26 An example of a scrambler and descrambler; the z-1 blocks represent a one­

bit delay, and all addition is modulo 2. 

(1) 

Input _______., 
of Transmitter 

Output 
(to channel) 

Scrambler 

(1 I (21 (51 (61 (231 

..... ~- --➔~·-·:=-::J 
(from channel) + + 

CQ_::------0• 
Output 

of receiver 

Descrambler 

Note that the scrambler is a recursive device, whereas the descrambler does not include 
feedback. The pair shown are characterized by a generating polynomial g(x), which in the 

case of Figure 6.26 is given by Egtn. 6.26. 
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Eqtn. 6.26 

g(x) = 1 + x-5 + x -23 

This popular scrambler is used in several communications standards. The coefficients in 
Eqtn. 6.26 indicate the tap locations at which the scrambler performs an exclusive OR 
function. The generating polynomial of a scrambler is usually chosen to produce a maxi­
mum length sequence when the input to the scrambler is constant ones or constant zeros. 
Assuming the proper coefficients are chosen, longer scramblers normally produce longer 
maximum length sequences. 

Note 
Assuming the initial taps of a scrambler are not all zero, the maximum length sequence of 
a scrambler is given by -2R=1'; where n is the order of the scrambler's generating 
polynomial. --z... ~-' 

The scrambler shown in Figure 6.26 is called a self-synchronizing scrambler. This name 
reflects the fact that the descrambler can begin in an arbitrary state ( the initial values inside 
the scrambler) and, after a finite amount of time, begin to output the correctly unscram­
bled data. In addition, a bit error on the channel will not catastrophically affect the 
descrambler or cause it to significantly multiply the number of errors produced. The lack 
of feedback in the descrambler is directly related to these properties, as feedback can cause 
a bit error to infinitely affect the operation of the block. 

A bit error on the channel is somewhat enhanced by a descrambler. In general, a single bit 
error is increased by a factor equal to the number of nonzero taps in the descrambler. In 
the example shown in Figure 6.26, a single bit error at the input produces three bit errors 
at the output. (More precisely, a bit error at the input produces an output error as it prop­
agates to all of the nonzero tap positions.) This event is often termed the error propaga­
tion factor. Such increases in errors are often deemed acceptable when traded off against 
the many benefits of scrambling. 

Equalization 
Most modern communications systems that operate near theoretical limits employ equal­
ization in the transmitter, receiver, or both to optimize or nearly optimize transmission. 
Often the equalization is done digitally by adaptive digital filters . This approach provides a 
very flexible way to accommodate different types of channels and different types of noise 
environments. In most DSLs (as well as in voice-band modems), the adaptive filters con­
verge to optimal initial settings during a training period and then can be updated during 
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normal runtime operation of the system. Training can also be done without a predeter­
mined training phase in what is called blind equalization.9 

Note 
Updating is necessary as many channels and noise conditions change over the lifetime of 
operation. A good example is the change in twisted pair characteristics due to the differ­
ence of temperature during the day and night. 

Any time a channel's tiequency response is not flat over the range of frequencies being 

transmitted, intersymbol inte1ference (ISI) can occur. A channel with a tiequency response 
that is not flat is sometimes called a nonjlat channel, a dispersive channel, a channel with 

memory, or simply a channel with ISI. Additionally, a nonflat channel has an impulse 
response that is nonzero at more than one point. 

Note 
A flat channel will have an impulse response that is simply an impulse. Such a channel is 
often called a memoryless channel. 

Figure 6.27 shows an impulse response of a channel with ISI. Note that an impulse in at 
time O produces an output with components over a range of times. 

Figure 6.27 Response of a channel with ISi to an impulse. 
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Figure 6.28 shows a single pulse transmitted through this channel. 
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Output of a channel with ISi when excited by a pulse at the input. 
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Note that the pulse is spread out and distorted at the output of the channel. Such spread­
ing would interfere with the next pulse transmitted. Also, a previously transmitted pulse 
would interfere with the one shown. A channel can have even more memory than the one 
shown, causing pulses or symbols to be spread out and interfere not only with immediately 
adjacent symbols but also with several or many of them. The different types of equalization 
discussed in the next few sections are mainly intended to remove some or all of this ISI so 
that optimal decisions can be made on incoming symbols in the receiver. The following 
analysis is done in various domains, depending on which domain is more intuitive for the 
explanation. Keep in mind that transforms can be used to find equivalent duals in different 
domains . 

Folded Spectrums 
Before analyzing different types of equalizers, a quick discussion of signal spectrums and 
the effect of sampling on signal spectrums is in order. First, consider a signal s( t) with a 
frequency spectrum of S(f) passing through an LTI system h(t) with spectrum H(f). This 
is shown in Figure 6 .29. 

Figure 6.29 A channel with sampling at the output, illustrating spectrum folding. 

Y(f)= l=nT 
~ S(f)H(I) -X 

----1~-----✓ 1-
Sampler 

S(I) YI(!) 
S(t) 



~ ADSLjVDSL Principles 

Working in the frequency domain, the output of the system Y( f) is simply given by the 
multiplication of the input spectrum and transfer function section as shown by Eqtn. 6.27. 

Eqtn. 6.27 

Y(f) = S(f)H(f) 

When the output is sampled at some frequency (, the output samples are denoted by Yi 

and the output frequency spectrum is denoted as Y/f). This spectrum is a folded spectrum. 

When working with two-sided PSDs, the equation defining the spectrum Y/f) appears as 
Eqtn. 6.28. 

Eqtn. 6.28 

Y1 (f) = f Y(t +nfs) forlfl < fs 
2 

Note that ifY(f) does not have frequency components at frequencies higher than f/2, 
then the spectrum ofY/f) will be the same as that for Y(f). Normally, when a folded spec­
trum is computed, it is computed only for small n values (-2, -1. .. 2) because these com­
ponents dominate in the calculation. 

Note 
Put another way, in this case aliasing does not occur because the signal was sampled at a 
rate at least two times higher than the highest frequency component it contains. 

Folded spectrums are sometimes normalized with respect to frequency in discussions when 
the frequencies being discussed are not known or are generalized. This step is done by rec­
ognizing that in the frequency domain, the radian-sampling frequency 2n:( is equal to a 
complete period. The frequency variable f is then replaced by the quantity 8~/21t where 8 
is the normalized frequency variable. The normalization of a folded frequency spectrum 
appears in Eqtn. 6.29. 

Because fwas defined on (-fJJ, 8 is defined on (-rr/2,n:/2). Folded spectrums are revisit­
ed in later sections on equalization. 
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Eqtn. 6.29 

Yif) = I, Y(/ +nJJ 
n=- oo 

== I, r(Bfs + nfs) 
n=-oo 2,r 

==fr(~+!!__) 
n=- oo 2,r, ' 

= Ir(0
;:;) 101<1r 

Linear Equalization 
A linear equalizer (LE) is typically placed in a receiver in front of the demodulator. To ana­
lyze an LE, consider the system shown in Figure 6.30. 

Figure 6.30 

Modulator 
1 

Output k 

Simple block diagram for LE analysis. 

Transmit Channel 
FIiter 

AWGN 
N(f) 

Note: P(f) H(f) M(f) = G(f) G'(f) 

Matched 
FIiter 

Noise Linear 
Whitening Equalizer 

Filter 

J Demodulator 
k Output 

In the description that follows, some of the filtering functions may be combined, resulting 
in less complex implementations than actually implementing several filters in cascade. 
However, for explanatory purposes, it is convenient to discuss the filters as separate enti­
ties. In the following discussion, assume that all filters may be implemented digitally and 
that the sample frequencies are large enough to prevent folding (the appreciable frequen­
cies of all signals are much less than f/ 2). However, folding may take place when sam­
pling the output of the system. 

It is well known that the front end of any optimal receiver is made up of a matched filter 
followed by some type of processing. The matched filter M( f) is typically matched to the 
convolution of the channel response and the excitation pulse response ( the shaping filter). 
Eqtn. 6.30 gives the response of the matched filter in Figure 6 .30. 
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Eqtn. 6.30 

M (f) = [H (f)P(f) r 
The filter following the matched filter in Figure 6.30 designated by W(f) is called a noise­

whitening filter. The purpose of this filter is to remove any memory in the noise output of 
the matched filter before further processing. Eqtn. 6.31 gives the typical frequency 

response of this filter. 

Eqtn. 6.31 

W(J)-_l_ 
- c·u) 

G(f) and G*(f) are factors of the transfer function between the modulator and noise­
whitening filter input including the channel, the shaping filter, and the matched filter. This 
is reflected in Figure 6.30. G(f) and G*(f) are chosen such that G*(f) has minimum phase 

so that W(f) is realizable. 

The symbol * in Eqtn. 6.30 and Eqtn. 6.31 denotes the complex conjugate operator. A 
linear equalizer would then follow the noise-whitening filter. 

You can use two techniques to optimize the response of a linear equalizer. The first 
optimization technique results in the zero-forcing (ZF) linear equalizer. The second opti­
mization technique results in the mean squared error (MSE) linear equalizer. 

The zero-forcing LE is optimized with respect to the peak distortion criterion. This criteri­
on attempts to force the output of the equalizer to have no residual ISI. For a sufficiently 
long equalizer, the result of the peak distortion criterion is an equalizer with a response 

given by Eqtn. 6.32. 

Eqtn. 6.32 

1 
L(f) = G(f) 

Note that the net result of the noise-whitening filter and the ZF equalizer is the inverse of 
the channel up to the input of the noise-whitening filter ( an added processing delay is not 
discussed but would also be present). Assuming the baud rate of the system is 'T, the SNR 
resulting from a zero-forcing linear equalizer is found by Eqtn. 6.33. 
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In this equation N
0 

is the PSD of the noise process N(f), and S(f) is the PSD of the signal 
power at the output of the modulator. Note that the spectrums shown are folded spec­
trums sampled at the baud rate of the system ( denoted by the subscript f). The folded 
spectrum Xr(f) is given by Eqtn. 6.34. 

Eqtn. 6.34 

Note from Eqtn. 6.33 that when the folded spectrum Xr(f) contains a null or some value 
close to zero, the SNR of the zero-forcing linear equalizer becomes very small. This arti­
fact of the ZF equalizer occurs because, at frequencies with significant channel loss, the 
equalizer tries to compensate by introducing high gain. This gain enhances tl1e back­
ground noise, causing the SNR to approach zero. 

The MSE linear equalizer minimizes the mean square error energy at its output. This type 
of equalization can trade off the amount of error caused by ISI with the amount of error 
caused by background noise. For a sufficiently long equalizer, the optimal response of the 
MSE case is shown in Eqtn. 6.35. 

Eqtn. 6.35 

L(j) 
c·u) 

G(j)G • (j) + N 
0 

G*(j) 
=-----"-------:-

P(j)H (j)M (f) + N 0 

In this equation, N
0 

is the variance of the white noise process N(f). Note that when the 

noise is negligible, the MSE linear equalizer becomes identical to the ZF linear equalizer 
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(given by Eqtn. 6.32). The residual mean squared error resulting from the MSE linear 

equalizer is shown in Eqtn. 6.36. 

Eqtn. 6.36 

i N 
J = rc a df 

MSE J_~Xf(f)+No 

The resulting SNR at the output of the MSE equalizer is shown in Eqtn. 6.37. 

Eqtn. 6.37 

SNR,~!SE 
1 - J MSE 

] MS£ 

It should be evident from Eqtn. 6.36 and Eqtn. 6.37 that the MSE linear equalizer does 

not perform well in environments where the folded spectrum of the channel up to the 
receiver has nulls, because the error increases as the SNR decreases. Such nulls are com­

mon in many channels, including twisted pairs. The performance problems of linear 
equalizers on these channels provide motivation to discuss other types of equalization in 

subsequent sections. However, linear equalizers do play a role in these other types of 

equalization and are used in many different receivers. 

Decision Feedback Equalization 
Performance problems of the linear equalizer have motivated the search for some type of 

nonlinear equalization technique. The decisionfeedbac/1 equalizer (DFE) is one such tech­
nique. A DFE is made up of a feedforward filter and a feedbac/1 filte1·. Note that each of 

these filters is normally a linear filter, but they are used together in a nonlinear fashion. 

The DFE is illustrated in Figure 6.31. 

Figure 6.31 A decision feedback equalizer on a communications channel. 
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The slicer shown in Figure 6.31 is the decision-making device. Thus the input to the slicer 
is an estimate of the symbol to be decoded, and the output is the actual signal nearest to 
the estimate. The slicer is the nonlinear component of a DFE. Note that the output of the 
slicer goes into the feedback filter. The output of the feedback filter is subtracted from the 
received signal. In effect, the feedback section of the DFE removes ISI from a symbol due 
to previously transmitted symbols. This procedure is sometimes termed postcursor ISL 
Assuming that the slicer makes the correct decisions, the feedback filter provides a way to 
remove the postcursor ISI without significantly amplifying noise ( a major shortcoming of 
linear equalizers). 

Note 
Of course, making the assumption that the decisions are made by slicer is not always cor­
rect. However, when the probability of error is low (less than 10-1), this assumption allows 
for a simpler analysis of the performance of a DFE. The result stemming from this ideal 
assumption is called the ideal DFE bound. 

To mathematically illustrate the operation of the feedback filter, consider an optimization 
technique minimizing the mean squared error at the output of the slicer. The expected 
value of the error can be written as in Eqtn. 6.38. 

Eqtn. 6.38 

JDFE = E!Yk - 1kl~ 

If we let r( t) represent the combined response of the pulse-shaping filter, the channel, and 
the feed-forward filter, then the input to the slicer is made up of three terms. These terms 
are the signal component exiting the feed-forward filter, the noise component exiting the 
feed-forward filter, and the signal from the feedback filter. Thus we can write Yk as in 
Eqtn. 6.39. 

Eqtn. 6.39 

yk = I k * r(t)\t=kT + n(t) * f (t)\t=kT - L bnl k-n 
n=l 

= ir)k-n -ib)k-n +n(t)* f(t)\t=kT 
n=-oo n=l 

-l co 

= Lrik-n + L(rn -bJ!k-n +rofk +n(f)* f(t)\t=kT 
n=-oo n:=l 
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In Eqtn. 6.39, the third line simply results from distributing the first summation into the 
second and third terms. Ifwe then substitute Eqtn. 6.39 into the mean squared error 

equation, we get the result shown in Eqtn. 6.40. 

Eqtn. 6.40 

JM,. ~ EIJ:J,_,, + t, (r,, -b,, )!,_,, +r0 f, + n(t) • f (t)I,,,, - I, I" 

~ 4t:J,,, + t,(r,, -h,,)I,_,, + J,(r0 -1)+ n(t) • f(tL,, I' 
~£],,ty,,,]' +~t,(r,, -b,,)J,,,]' +£11,(r, -{ +£111(1)* f(t)l,0 ,,1' 

Note in Eqtn. 6.40 that the expected value of all multiplication cross-terms goes to zero 

due to independence, and thus, the multiplication cross-terms are not shown on the last 

line. Assuming that o/ is the variance of I
11 

and N
0
/2 is the variance of the noise term, 

Eqtn. 6.40 can be simplified as shown in Eqtn. 6.41. 

Eqtn. 6.41 

JA!SE = CYJ fr}+ (Jrt (rn -bJ2 + CYJ (Tii -1r + ~o J j2(t)dt 
n=-w n=l -w 

Note that all terms in Eqtn. 6.41 are positive and that only the second term involves coef­

ficients from the feedback filter. You should easily see that b
0
=r

11 
for n > 0 are the optimal 

feedback filter coefficients. This result would force the second term of Eqtn. 6.41 to zero 

and minimize J MSE with respect to the feedback filter. Logically, this value follows because 
r

0 
for n > 0 defines the interference from past symbols into the current slicer input. 

Mimicking this operation in the feedback filter and subtracting its output cancels this 
postcursor ISI. 

You could continue to minimize the mean squared error, J MSE' by standard optimization 
techniques and solve for the optimal feed-forward filter. 10,11 In addition, optimization can 

be done for the transmitter pulse-shaping filter. The result is that the feed-forward filter is 
a matched filter followed by a tapped delay line. 

Note 
If the matched filter is implemented in front of the feed-forward filter, then it is simply just 
the tapped delay line. 
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Eqtn. 6.42 gives the MSE result after minimization. 

Eqtn. 6.42 

SN:Rr in this equation represents the folded SNR at the input to the receiver given by 

Eqtn. 6.43. 

Eqtn. 6.43 

1 
0<f<-

2r 

In this equation, C( f) is the combined response of the pulse shaping filter and the channel. 
The resulting SNR at the input to the slicer is then shown in Eqtn. 6.44. 

Eqtn. 6.44 

SNR = 1-JMSE 

s JMSE 

J ,\,tSE 

1 Q 2r 

=-- 2r f In(i +SNR1 (f)df) 
( 

I J 
ln(IO) 

0 

The approximation in the second line ofEqtn. 6.44 holds for all JMsE < 1. 

Note the difference between SNRr and SNR,. The first is a function of frequency and rep­
resents the SNR of signal power to noise power at the front end of the receiver at a given 
frequency. The signal power in this case may be made up of signal energy from more than 
one symbol due to ISL The second term, SNR,, is the SNR at the input to the decision 
device. The signal power in this case is only due to energy of the symbol entering the 
slicer. The noise power is due to the filtered background noise and any residual ISL 
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The analysis ofDFEs up to this point has assumed a PAM-based system. A DFE can be 
applied to a CAP /QAM-based system to decode received symbols as well. Figure 6.32 
shows the basic structure of a DFE in this environment. 

Figure 6.32 A decision feedback equalizer for a CAP/QAM system. 

Line Input Split to 
I and Q 

I FFF 

0 FFF 

1bit 

Obit 

Note that both the I and Q paths have a feed-forward filter. In addition, four feedback fil­

ters exist, allowing interference to be eliminated on the two branches due to both previous 
I components and previous Q components. Egtn. 6.45 gives the SNR at the input to 
either slicer for the CAP /QAM DFE. 

Eqtn. 6.45 

SNR = 1-JMSE 

s J,'v!SE 

J!vfSE 

( 

;; +__l_ ~ 10 C ~r 

=-- r f1n(l+SNR1 (f)df) 
ln(lO) 1 

J,--
c 1r 

The folded SNR, SNRr, is given by Egtn. 6.46. 
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Eqtn. 6.46 

( n) ( n) S f +- C f +- 1 1 
SNR (f) = ~ T T for fc - - < f < fc +-

f ~ ( n) 2r 2r 
n~o N f +-

T 

Tomlinson-Harashima Precoding 
Although not obvious at first, Tomlinson precoding, sometimes called 
Tomlinson-Harashima precoding (THP) is related to decision feedback equalization. A 
main difference between the two is that for THP the feedback filter is not present in the 
receiver, but rather a precoding feedback filter is present in the transmitter. Figure 6.33 
shows a simple THP system. 

Figure 6.33 A Tomlinson-Harashima precoder in a transmitter along with a channel and 

a receiver. 

1--Y•(f)---1 Decision 
Device 

The operator r(x) in Figure 6.33 is a modulo operator. Ignoring this operator, the output 
of the receiver (input to the decision devise) is given by Eqtn. 6.47. 

Eqtn. 6.47 

Y(j) =M(f)H(f)F(f) 

=( X(f) IH(j)F(f) 
1-B(f)) 

X(f)H(f)F(f) 
= 

1-B(j) 

Figure 6.34 shows a DFE with similar notation. 
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Figure 6.34 Block diagram of a decision feedback equalizer. 

Assuming ideal decisions, Eqtn. 6.48 gives the input of the slicer. 

Eqtn. 6.48 

Y (f) = X (f )H (f )F (f) - X (f )B(f) 

= X (f)H (f )F (f )- X (f )B(f) 

= X (f )(H (f)F (f) - B(f)) 

In Eqtn. 6.48, the second line reflects the ideal decision assumption. 

For the zero-forcing case, no ISI should exist at the input to the decision device. For the 
THP, Eqtn. 6.49 must hold. 

Eqtn. 6.49 

H(f)F(F) 

l +B(f) 

For the DFE, the zero-forcing condition requires that Eqtn. 6.50 be true. 

Eqtn. 6.50 

H(f)F(f)-B(f) =l 

Note that Eqtn. 6.50 can be rewritten as Eqtn. 6.51. 

Eqtn. 6.51 

H (f)F(f) = l + B(f) 

or 

H(f)F(f) 

l+B(f) 

Because this result matches Eqtn. 6.49, it is clear that the ZF constraint placed on the 

THP filters results in the same requirements being placed on the DFE filters. Thus the 
optimal F(f) and B(f) are the same for both systems. 
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The MSE condition applied to the THP does not result in a similar intuitively convenient 
comparison with the DFE. However, it can be shown that the optimum F(f) and B(f) for 
the MSE THP are identical to those for the MSE DFE. 12,13 

Frequency-Domain Equalization 
Equalization can be done in the frequency domain instead of in the time domain. Given a 
signal s(t) and a linear, time-invariant filter with impulse response s(t), the basic relation­
ship between filtering (convolution) in the time domain and filtering in the frequency 
domain is given by Eqtn. 6.52. 

Eqtn. 6.52 

s(t)*h(t) C:) S(f)H(f) 

The arrow in this equation represents the fourier transform. In other words, convolution 
in the time domain is equivalent to multiplication in the frequency domain, as shown in 

Figure 6.35. 

Figure 6.35 The duality of time-domain and frequency-domain representations of 
filtering. 

S(t)~ y(t) = s(t) * h(t) 

t 
S(f)~ Y(f) = S(f)H(f) 

It may be apparent that a modulation technique such as DMT, which involves a transfor­
mation between the time domain and frequency domain at the receiver using a discrete 
fourier transform, may lend itself nicely to frequency-domain equalization. In this case, a 
single complex multiplication to the received value in each DMT bin would sufficiently 
equalize the channel. However, a small caveat must be considered before this technique 
will work. 

Note 
Such equalization is sometimes much more flexible than equalization in the time domain. 
Additionally, long filters can realize significant savings in the number of multiplications 
needed. 
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Assume that two signals s(t) and h(t) are sampled and an N-point discrete fourier trans­
form taken. Multiplication of the resulting frequency-domain components is related to the 
sampled time-domain values as shown in Eqtn. 6.53. 

Eqtn. 6.53 

The superscripts in Eqtn. 6.53 represent the block or window size of the samples. The 
fundamental difference benveen Eqtn. 6.52 and Eqtn. 6.53 is the circular convolution in 
the latter as opposed to a linear convolution in Eqtn. 6.52. With discrete domains, multi­
plication in the frequency domain is equivalent to circular convolution in the time domain. 
The obvious problem with directly implementing frequency-domain equalization is that 
the output of a twisted pair channel looks like a linear convolution of the input and the 
channel response, not a circular convolution. 

To make the output look like a circular convolution, a cyclic prefix is added to each symbol 
to be transmitted over the channel. The process involves appending the last L samples in 

the symbol to the beginning of the symbol before sending it over the channel. If the origi­
nal symbol is N samples long, the resulting symbol will be N + L samples long, as illustrat­
ed in Figure 6.36. 

Figure 6.36 An example of a cyclic prefix insertion block. 

Symbol 
to 

transmit 

.--------r,es 

l+-N Samples---+-1 

Cyclic 
Prefix 

Inserter 

Resulting 
signal 

l+N+L Samples..._! 

At the receiver, only N samples are processed, and the L samples added are dropped. 
However, the N-length block appears to have been circularly convolved with the channel. 
In other words, the channel has been made a circular channel. 

Note that adding a cyclic prefix does add overhead and reduces the amount of information 
that can be sent over the channel. For long blocks of data (large N), this overhead is usual­

ly a very small fraction of the payload and can be ignored. Also, if the impulse response of 
the channel is larger than the length of added cyclic prefix, energy from the previous sym­
bol will leak into the N saved samples and the channel will no longer look circular. This 
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occurrence is common. The solution is to combine some front-end time-domain equaliza­
tion before removing the N samples at the receiver. The front-end equalization can effec­
tively shorten the channel response to less than L samples, thus restoring the circular prop­
erty desired. 

Shaping 
Shaping filters are often used at the output of a modulator. Analog or digital filters or both 
are used. Most often, shaping is used to ensure that the output waveforms of the transmit­
ter adhere to pertinent spectral requirement. For DSLs, some of these requirements are 
discussed in Chapter 4. Shaping is often challenging, as the out-of-band energy must be 
properly attenuated while the in-band energy should experience minimal distortion . 

Summary 
This chapter presented an overview of DSL modulation basics and discussed many of the 
transmitter and receiver blocks used in a DSL system. CAP and QAM modulation and 
demodulation were discussed and the similarities and differences between them explained. 
DMT modulation and demodulation was also discussed, along with the method of cou­
pling a frequency-domain equalizer into the system. 

The benefits and methods of forward error correction were discussed. The differences 
between block and convolutional coding and decoding were explained. Block and convo­
lutional interleaving were also discussed. The method of each was explained, as well as the 
delay and memory requirements of the two schemes. 

Equalization in general and various forms of equalization, including a linear equalizer, 
a decision feedback equalizer, and a Tomlinson-Harashima precoder, were discussed . 
Performance equations for the equalizers were given, and the pros and cons of each 
discussed. 

This chapter introduced the various modulation and demodulation blocks used in DSL 
systems. The next two chapters discuss how DSL systems actually implement some of these 
blocks to produce a realizable, high-performance transmitter and receiver. 

Exercises 
1. For a given background noise power, derive and plot the probability of error as a 

function of average signal power for a 4-QAM, 16-QAM, and 64-QAM system. 

2. For a 4-QAM system, assume that the background noise power is 1/10 of the aver­
age signal power. Through simulation, plot the location of a point projected at 
the receiver onto the constellation decoder if the constellation point from the first 
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quadrant is sent. Repeat this procedure on the same constellation plot 1,000 times. 

Do the same assuming the other three constellation points were sent. 

3. Repeat exercise 2 assuming that the background noise power is 1/5 of the average 

signal power. Repeat again assuming 1/3. Discuss the locus of received points and 

how they relate to error probability. 

4. Simulate a DMT transmitter with eight tones by using uniform iid random variables 
on [ -A,A] as real and imaginary inputs for the IFFT. Over many symbols, record the 

peak time-domain power value (output sample squared) and keep a running average 

of the square of the samples. Repeat and compare for 32 and 64 tone DMT symbols 
and for a QAM symbol with the same uniform input. Comment on the peak-to-aver­

age ratio (PAR) of the squared time-domain samples. 

5. Find the output sequence for a rate 1/2 convolutional encoder with generator poly­

nomials Gl(x)=l+x+x1 and G2(x)=x. Assume the same input sequence given in the 

text. 

6. Using the convolutional decoder example given in the text, decode the received sig­

nal assuming that the seventh bit was received in error. 

7. Write the input and output sequence of a block interleaver with a depth of 5 and a 
span of 9. Repeat for a convolutional interleaver with the same properties. Calculate 
the time that it would take for a single codeword to reach the receiver with both 

schemes as well as if no interleaver were used. 

8. Find the folded spectrum of an ISDN signal sent over the mid-CSA Loop and sam­
pled at the receiver at 80 kHz. Compare this spectrum to the spectrum received 

assuming no folding. 

9. Find the SNR of an HDSL signal at the input to the decision device using CSA Loop 
#4 if a ZF linear equalizer is used. Repeat assuming that a MSE linear equalizer is 

used. Assume that additive white Gaussian noise (AWGN) is present with a PSD of 

-140 dBm/Hz along with 24 self-NEXT disturbers. 

10. Repeat exercise 9 assuming that a DFE is used. 

11. Create two arbitrary vectors of length 8. Verify that the FFT of the circular convolu­

tion of the vectors is equal to the frequency-domain multiplication of the FFT of 

each vector. 

Endnotes 
1. Ken Kerpez, CAP and QAM System Interoperability, TlEl.4 Contribution 96-242, 

Nashua, NH, September 5, 1996. 
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CHAPTER 

ADSL Modulation Specifics 
In this chapter: 

Details of a DMT ADSL transmitter and receiver implementation 

Discussion of dati. and overhead channels for DMT ADSL 

Explanation of training and initialization procedures for DMT ADSL 

• Discussion of a CAP / QAM ADSL transmitter and receiver 

Discussion of special ADSL functions to accommodate ATM 

7 

The preceding chapter discussed many of the common blocks used in DSL transmitters and 

receivers. This chapter describes how these blocks are implemented to create an ADSL 

transceiver. Specifically, blocks will be discussed for ADSL end modems: the ADSL trans­

ceiver unit-remote (ATU-R) normally located at a customer premise and the ADSL trans­

ceiver unit-central office (ATU-C) normally located at the central offiu aggregation point. 

Many of the ADSL options are described along with the more common implementations 

of them. The first part of the chapter deals with a discrete multitone (DMT) ADSL imple­

mentation, and the second part deals with a Carrier Amplitude and Phase/Quadr.u:ure 

Amplitude Modulation (CAP/QAM) implementation. The DMT implementation is 

according to the specification in the ANSI document TlEL4/98-007R4,1 and the 

CAP /QAM implementation is according to the specification in ANSI document 

T!El.4/ 97-104R2a.' 

DMT ADSL Systems 
Figures 7.la and 7.lb show a block diagram of a DMT ADSL transmitter. Figure 7.2 

shows a block diagram of an upstream and downstream DMT ADSL receiver. 
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Figure 7. 1a Block diagram for an upstream AOSL transmitter; 

Figure 7. lb Block diagram for a downstream ADSL transmitter. 

Figure 7.2 shows a DMT ADSL receiver. 

Figure 7.2 Block diagram for an upstream (a) and downstream (b) AOSL receiver, 

Both upstream and downstream transmitters and receiver:; are shown in these figures. ru 
discussed previously, DMT ADSL is the standard for ADSL ser forth by ANSI and ETSJl.3. 

The specifications allow fu r high~spce:d 1ransmission greater than 6 Mbps in the. down­
stream direction and lower-speed rransmis.1sion up to about 640 kbps in d1c upstream 

direction. The actual rates depend on line and noise conditions as discussed in Chapter 5, 

"DSL Thcorerical Capacity in Crosstalk Environments." Nso, the company providing the 

ADSL service (often called the access provider) may limit the actual rate. In such cases, a 
linr rh.:ir conlti n,)tt•nti::a llv •;J.Jnnnrr hiohPr .-:i,r,-,: i<: nmfianr1>rl rn -:11mv-.rr- ~ lnui1>r r. r-,• 
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Note 
This situation is typical in many service offerings. An access provider may offer customers 
different service tier options with some tiers providing higher rates (and presumably cost­
ing more) than others. 

Transmitter and Receiver Blocks 
The follmvi ng sections discuss the various blocks shown in Figure 7 .l a, 7. l b, and 7.2 for 

DMT ADSL. Note that many of the blocks were discussed in general terms in Chapter 6, 
"DSL Modulation Basks." Because of the asymmelric nature of ADSL, some of the blocks 

may have a different implementation at the ATU-C and the ATU-R. 

Tt is worth mentioning up from thn the transceivers may carry more than one data eh::,.n­

ncl and also carry an embedded operations channel (EOC), an ADSL overhead clrnnncl 

(AOC), and also various other bits to be described later in this chapter. All but the data is 
ofren simply termed overhead. It is said that a single phyfical channel, the physical ADSL 

link or ADSL channel, carries more than one logical chtumcl, the logical ch,inncls being all 

data and overhead channels. Combining and separating the logic:11 channels at the trans­
mitter and receiver is done using a frame strunure that is described later in this chapter. 

The logical data channels on an ADSL link consist of four possible simplex downmcam 
channels and three possible full -duplex channels. The logical channels are sometimes called 

bearer channels. The simplex channels arc named ASO, ASJ, AS2, and AS3. The duplex 

channds arc named LSO, L~l, and LSl. The duplex channels may have different rate.-. 
upstream and downstream including a rate of 7,ero in one o r both dire(..,:ions. When a 

duplex channel rate is zero in one direction and nonzero in the other direction, it i.\ analo­
gous to a simplex channel in the nonzero direct.ion. The allowable rates of the diffe rent 

bearer channels are lilm.:d in Table 7.1. For all logica l data channels, the actual rates must 
be multiples of 32 kbps {the reason is explained later). 1n many implementations, only one 

of the si mplex data channels i:- used in the downstream direction> and a duplex channel is 

used in simplex mode for the upstream direction. Typically, the channels used would be 

AS0 and LS0. 
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Table 7.1 ADSL Logical Data Channels and Associated Rates 

Channel Type Allowable Rates Comments 

AS0 Downstream 0-8.192 Mbps This channel is most commonly 
Simplex used as the lone downstream 

ch:rnncl. 
ASI Downstream 0-4.608 Mbps 

Simplex 
AS2 Downstream 0-3.072 Mbps 

Simplex 
AS3 Downstream 

Simplex 
0-1.536 Mbps 

LS0 Duplex 0-640 kbps Can have different rates in each 
direction. This channel is most 
commonly configured as an 
upsrrcam simplex channel. 

LSI Duplex 0-640 kbps Cm have different rates in each 
direction. 

LS2 D uplex 0-640 kbps Can have difli:rcnt rates in each 
direction. 

T he di flC rcm logical channels allow AOSL to be flex ible enough ro support many di ffe rent 

applica tions. ror example, one of the first drivers of ADSL was video on demand over a 

telephone line. In this case, a downstream simplex channel, AS0, for example, can be used 

to send .meaming digital video and audio wh ile a duplex channel, LS0, for example, can be 

used co send and receive control information, such a~ pause or rewind commands. In any 

case, the total bandwidth available on the physical channel must be greater than the sum of 

the bandwidths used by each logical channel. (One may argue that these should be equal; 

however, some of the physical channel bandwidrh is used for other purposes such as syn­
chronization. This topic is discussed later. ) 

Nme also that the ADSL transmitter and receiver each have cwo associated paths. One 

path i.~ called the fast path, and one path is called th<: imc,·ltaved path. Cyclic redundancy 

check (CRC) generation, scrambling, and fo rward error correction arc independent on 

each p;1th. Thi.'. main difference between the two is that the interleaved path contains an 

interleaving fi.mction in the transmitter (and de -inte rleaving fimction in the receiver ), 

\\'hercas the fust path docs not. The name fas l path comc's from the fuct that interleaving, 

and thus tile dda)' caused b}' interleaving, is nor present so that data gets through the 

crammit ter and receiver fasrer than in the other path . Simpl)' put, bits transmitted oo the 

fast pa th get through the transminer and receiver wi rh lcs.,; del?Y than bits transmitted 
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through the interleaved path. You will sec later that a logical data channd is assigned to 

either the fast or interleaved channel , but never to both. However, both paths can be 

active simultaneously (each \\~th one or more logical data channels assigned to it). Many 

impkmencations, however, use only one of the p:iths. 

F1·aming 
The framing structure of ADSL is key to understanding how the diffCrent logical channels 

are combined or separated when transmitred on the physical ADSL ch:mncl. ADSL has a 

framing structure as well as a mperfmme Jtruct:m:. The supcrframc structure is 17 ms long 

and is made up of68 frames, which arc numbered O through 67, and a synchronization 

symbol. figure 7 .3 shows this structure. 

Figure 7.3 The structure of an ADSL superframe. 

Dota 
Frames 

The basic supcrframe structure is the same for both the upstream and downstream direc­

tions. The synchronization symbol has the same duration as a data frame , and it can be 

thought of as a frame that carries no u~cr daca. For short, l refer to the synchronization 

symbol as simply the sync symbol or sync frame. 

Each ADSL frame, including the sync frame, correspond!> to a single ADSL symbol. Each 

symbol has a duration of just over 246 us (specifically 25 0x68/69 us). Adjusting for the 

time taken by the sync frame, the data symbols have a rate of 4 kHz. This relationship can 

be seen in Eqtn. 7.1. 

Eqtn. 7.1 

68 data frames 
f "'"' """" ~ --17_m_s __ 4000 data frames 4 kHz 

s 
£a.ch data frame within a superframc has a similar structure. Each dau frame contains a 

specified numbe r of data bytes for each of the active logical data channels in both the fast 

and interleaved paths. Overhead bytes arc also contained in each data frame; however, the 
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overhead bytes contained are different for different frame numbers. Figure 7.4 shows a 
general data frame for an ADSL link. 

Figure 7 .4 The structure of a data frame including both the fast path and interleaved 

path components. 

Fast 
Overhead 

Fast 
Data 

Fast Interleaved Interleaved lnteJ1eaved 
Overhead Overhead Data Overhead 

Each data frame is divided into a fast buffer part and an interleaved buffer pan. As one 
might expect, the fast part contains the data to be sent through the fast path while the 
interleaved part contains data to be sent through the interleaved path. Figure 7.5 shows a 

more detailed description for both the upstream and downstream directions of the fast part 

of point A in Figure 7.1. 

Figure 7 .5 Detailed structure of the fast path portion of an ADSL data frame for (top) 
the downstream direction and (bottom) the upstream direction. 

F~sl ------- - - -
Fast LSO LS1 LS2 LEX 
Byte Bytes Bytes Bytes Byte 

In Figmc 7.5, you can sec that each logical channel is allotted a certain number of bytes. 
Note that the downstream data frame has room for byres from all seven bearer channels, 
whereas the upstream frame has space only for the u;; channels because the AS channels 
arc not transmitted in the upstream direction. If a logical channel is not using the fast 
path, the number of bytes allotted to that channel is zero (thus it would take up no space 
in the frame). Note that the allocation of bytes (eight bits), rather than fractions of byres, 
to a data channel in a data frame combined with the 4 kHz data frame rate gives rise to 

the 32 kbps granularity ofa channel's data rate. In fact, the data rate ofa data channel can 
be found by Eqtn. 7 .2: 

Eqtn. 7.2 

bits data frames 
/('"""'' =# data bytes per frame x 8 byte x 4000 s 

Present in the data frame for the fast buftCr are several overhead the fast byte, the 
AEX byte, and the LEX byte in the downstream direction and the fast byte and LEX byte 
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in the upstream direction. The description of these bytes is given in the following para­
graphs. 

The fast byte is short for the fast path synchronization byte. The fast byte is always present 
even if no bearer channels are using the fast path. It has four different uses depending on 
the frame number (0 through 67). Its four uses arc 

Carrying the CRC check for a superframc 

Carrying the indicator bits 

Carrying the embedded operations channel (EOC) 

Carrying synchronization control information to allow stuffing and robbing of bytes for 
synchronization 

In frame 0, the fast byte carries superframc CRC information. This information is the 
CRC computed on the entire preceding superframe. In frames 1, 34, and 35, the fast byte 
carries indicator bits (ibs). An indicator bit communicates some type cf condition or primi­
tive indication to the peer transceiver. There are 24 ibs in all; each is explained later in this 
chapter. In data frames 2 through 33 and 36 through 67, the fast byre carries either EOC 
data or synchronization control information. Either type of payload is two bytes long and 
must occupy an even-numbered-frame fast byte followed by an odd-numbered-frame fast 
byte. 

An EOC message is distinguished from a synchronization control message because all 
bytes in an EOC message have a Least Significant Bit (LSB) of one, whereas all bytes in a 
synch control message have an LSB of zero. EOC messages and synch control messages 
are discussed later in this chapter. In summary, Figure 7 .6 gives the makeup of the fast 
byte for both the upstream and downstream directions. 

Figure 7.6 Makeup of the fast byte for all frames within the ADSL superframe. 

·-•1«+++++•"1~ 1, .. 1 ·-- 1,, I· 1·· 1,. I· I· I·· I·· I 
,._..1 ,.,1, .. l· ·I .. ,1,, 1 .. 1- 1-1 ··--1 .,,1, .. 1•• 1=1 • .. 11·+•1 
_ 1-1- H++-·I I · I 1-.,1-,1-+•+ 1-H · I 
·-·1,,,1 + •1++1•"1 •1 1++++++1°1 
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The AEX and LEX bytes are used to stuff an extra byte into an AS and L<; channel. The 
AEX byte is present in the fast path only if at least one of the AS bearer channels uses the 
fast path. Likewise, LEX is present on the path only if an LS channel is present. Whether 
or not a byte is added to a bearer channel during a frame is controlled by synchronization 
control information in the fast byte. As stated previously, the synchronization control 
information can be present in a fast byte during frames 2 through 33 and 36 through 67. 
Table 7.2 gives the format of an eight-bit synchronization message. 

Table 7.2 

Bits 

7,6 

5,4 

3,2 

Format of a Fast Channel Synchronization Message (Fast Byte) 

Function 

Designates the AS 
channel to stuff or rob 

Controls the action to 

be taken on the desig­
nated AS channel 

Designates the LS 
channel to stuff or rob 

Controls the action to 
be taken on the desig· 
natcd LS channel 

Sync/EOC indicator 

Code 

00-channel AS0. 
0 I -channel AS 1. 
10-channel AS2. 
11-channel AS3. 

00-do nothing. 
01-add AEX byte. 
10-add AEX and LEX bytes. 
11-dekte last byte. 

00-channel LS0. 
01-channel LSI. 
IO-channel LS2. 
11-no synchronization action. 

0-add LEX byte. 
I-delete last byte. 

0-indicates byte is a fast control byte. 
1-In downstream direction, indicates that 
LEX byte is an EOC byte, but synchronization 
on AS channels may be performed as indicated. 
In upstream direction, indicates that the Fast 
byte is an EOC byte. 

Quite simply, the synchronization messages define what action is to be taken on a specified 
AS channel and a specified LS channel for that frame. Note that for an AS channel, up to 
two bytes can be stuffed (AEX and LEX) or one byte deleted. A deleted byte is sometimes 
called a robbed byte. For the LS channels, only one byte can be stuffed or robbed. Note 
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that for the upstream, the upper four bits of the fast byte arc unused because the upstream 
channel docs not use AS bearers. 

Byte stuffing and robbing is used to equalize the rate of a logical channel over the ADSL 
link with the rate needed to transport the channel. A good example of this is if a logical 
channel is transparently transporting a Tl line (1.544 Mbps). Ifthc logical channel is run­
ning at a rate slightly lower than 1.544 Mbps, every so often the channel must stuff a byte 
or its input buffers v.·ill overflow. Likewise, if the logical channel were running slightly 
faster than 1.544 Mbps, every so often it must rob a byte so that its input buffers do not 
underflow. In each case, stuffing and robbing allow the logical channel, on average, to run 
at 1.544 Mbps. 

Egurcs 7.7a and 7.76 show the fast path data buffer at points Band C in Figure 7.la and 
Figure 7.lb for both the upstream and downstream directions, respectively. The only dif­
ference at this point is the addition of the Forward Error Correction (FEC) bytes from the 
encoder. Note that at these points, the data payload is scrambled. 

Figure 7.7a The structure of the fast path portion of an ADSL data frame after the FEC 

block for the upstream direction. 

+----- N1, up bytes -------+ 
-+--- K1, up bytes ~ 

Fast LSO LS1 LS2 LEX Reed Solomon 
Byte Bytes Bytes Bytes Byte Check Bytes 

Figure 7.76 The structure of the fast path portion of an ADSL data frame after the FEC 

block for the downstream direction. 

+--------Nf,oownbyt~~-----------+ 

+-------Kf,downbytes-------

Byte Bytes Byte, Byte, Bytes Byte, Byte, Bytes Byte Byte CheckByles 

Figure 7.8a and Figure 7.8b show the data buffer at point A in Figure 7.la and Figure 
7.lb for the interleaved path. 
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Figure 7.8a 

Figure 7.Bb 

The structure of an interleaved mux data frame before the FEC block for the 

upstream direction. 

Sync LSO LS1 LS2 LEX 
Byte Bytes Bytes Bytes Byte 

The structure of an interleaved mux data frame before the FEC block for the 

downstream direction. 

Sync ASO AS1 AS2 AS3 LSO LS1 LS2 AEX LEX 
Byte Bytes Bytes Bytes Bytes Bytes Bytes Bytes Byte Byte 

At this point, the data frame on the interleaved path is called a mux data frame. Note that 
at point A, interleaving has not yet been done. Similar to the fast path, the interleaved 
buffer also contains an AEX and a LEX byte (only LEX in the upstream direction). Again, 
the AEX byte is present only if an AS bearer channel uses the interleaved path. The LEX 
byte is present unless no channels arc using the interleaved path. Analogous to and in lieu 
of the fast byre, however, the interleaved path contains a sync byte. 

The sync byte bas several functions. Some of these functions arc analogous to fast bytes' 
functions, but at least one is different. In general, the sync byte performs the following 

actions: 

Carries CRC information for the interleaved channel in the preceding superfrarne 

Carries synchronization control information for stuffing and robbing bytes from bearer 

channels using the interkaved path 

Signals when the LEX byte of the interleaved path is used to carry a byte for the 1\DSL 

overhead channel (AOC) channel 

Carries the AOC channel when no bearer channels are using the interleaved path 

Similar to the fast byte, in frame zero, the sync byte carries eight bits of CRC information. 
These cover the bearer channels assigned to the interleaved path over the preceding supcr­
frame. 1n all frames 1 through 67, when at least one bearer channel is using the interleaved 
path, the sync byte carries eight bits decoded as shown in Table 7.3. 

Table 7.3 

Bits 

7,6 

5,4 

3,2 
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Format of an Interleaved Channel Synchronization Message (Sync Byte) 

Funct ion 

Designates the AS channel 
to stuff or rob 

Controls the action to 
be taken on the designated 
AS channel 

Designates the LS channel 
to stuff or rob 

Contro!S the action to be 
taken on the designated 
LS channel 

LEX Byte Sync/ AOC 
indicator 

Code 

00-channcl AS0. 
0 I -channel AS l . 
!()-channel AS2. 
11-channcl AS3. 

00-do nothing. 
01-add AEX byte. 
11-add AEX and LEX 
bytes. 
10-delcte last byte. 
00-channel LS0. 
QI-channel L.Sl. 
IO-channel L.S2. 
11-no synchronization 
action. 
I-add LEX byte. 
0-dektc last byte. 

0-indicates the LEX 
byte is to be used for synchroniza­
tion as specified in bits 1-7. 
I-In downstream direction, indi­
cates that the sync byte contains 
AOC data and limited synchro­
nization can be done. In upstream 
direction, indicates that the LEX 
contains AOC data 

As shown in Table 7.3, a mechanism to add or delete a byte from any channel, almost 
identical to that for the fast byte, is provided by the sync byte. "N"ote that for the upstream, 
no mechanism is present to add or stuff bytes in the AS channels because no AS channels 
run in the upstream direction. In the downstream direction, either one or two bytes can 
be appended to an AS channel, whereas only one byre can be appended to an LS channel. 
Note that the I.SB of the sync byte indicates the contents of the LEX byte. Ifthc LSB is 
one, the LEX byte contains AOC information. In this case, bits 4 through 7 of the sync 
byte still define synchronization action to perform to the AS channel (although only a sin­
gle byte may be added). Additionally, a delete may still be performed to the I..S channels. 
However, because LEX is already carrying AOC information, neither a one-byte stuff can 
be performed on the LS channels nor can a two-byte stuff be performed on the AS 
channels. 
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\Vhcn no channels are using the interleaved path, no interleaved path bearer channel syn­
chronization is necessary. In this case, both the AEX and LEX bytes arc absent, and the 
sync byte is used to carry the AOC channel in frames 1-67. 

On the interleaved path, multiple mm: data frames can make up an FEC code word. This 
situation contrasts with the fast path, where a one-to-one correspondence between sym­
bols and FEC codewords occurs. The actual number ofmux data frames in an FEC code­
word is decided during initialization. If this number is labeled as S, then at point Bin 
Figure 7.la and Figure 7.16, the interleaved path buffer is shown in Figure 7.9. In this 
case, note that the FEC codeword spans multiple frames but is always an integer number 
of frames. 

Figure 7.9 An FEC codeword on the interleaved path spanning S data frames. 

MUX I 
Frame 1 

oa1aframe1 ____. 
MUX 1 • 

Frame2 : 

dalaframe2 

MUX Reed Solomon 
Frame S FEC Bytes 

data frame S 

At point C in Figure 7.la and Figure 7.lb, the FEC codewords arc interleaved. Thus, the 
data to be modulated is made up of bytes from several FEC codewords. If a codeword is 
made up of S rnux data frames for a total of N bytes and has K check bytes, then each 
interleaved path frame will consist of (N+K) bytes. 

CR C Generator /Detector Blocks 
for both the fast and interleaved paths, an eight-bit CRC is generated for each superframe 
and sent during the first frame of the next superframe. On the fast path, the CRC is sent 
via the fast byte. On the interleaved path, the CRC is set via the sync byte. The CRC for a 
path covers all bits sent through that path during a superframe except for the fEC bytes, 
the previous CRC, and the synchronization symbol (frame 68). The CRC is meant to help 
keep track of how many superframcs ,verc received that contained an error uncorrectable 
by the FEC blocks. Both CRC generators and receivers are based on the generator polyno­
mial shown in Eqtn. 7.3. 

Eqtn. 7.3 

G(x) =I+ x' + x3 + x' + x' 
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Scrambler/Descrambler 
for both the ATU-R and the ATU-C, the generator polynomial for the scramblers and 
descramblers is given in Eqtn. 7.4. 

Eqtn. 7.4 

g(x) = I +x" +x23 

As mentioned previously, the fast and interleaved paths arc scrambled and descrambled 
independently. All bits from all logical channels arc scrambled and descrambled. FEC bytes 
arc not scrambled because they arc added after the scrambling block. At the receiver, they 
arc removed before the descrambling block. The only frame that does not pass through 
the scrambler is the sync frame. 

Forward Error Correction Block 
After being scrambled, the data in both the fast and interleaved paths enter independent 
FEC blocks. Roth paths utilize the Reed-Solomon technique in Galois field (256). The 
number of check bytes Kand the number of payload byres :t\' that make up a codeword arc 
decided during initialization of the ADSL link. For the fast path, a !->inglc codeword is sent 
for each data frame. for the interleaved path, a codeword can consist of an integer number 
of frames S, as long as Sis a power of two less than or equal to 16 (S=l, 2, 4, 8, or 16). 
For both paths, the number of check bytes may be any even number between O and 16, 
inclusive. As a rule of thumb, the ratio of the number of check byres to the number of 
data payload bytes should be around 0:1 This ratio gives a reasonable coding gain without 

a significant amount of overhead. 

Interleaver/De-interleaver 
After passing through the forward error correction block, data in the interleaved path 
enters the interleaver in the transmitter, in both the ATU-R and ATU-C. DMT ADSL uses 
convolutional interleavcring. The interleaver depth is expressed in Reed-Solomon code­
words and may be any power of two up to and including 64. The interleaver works at the 
byte level because the Recd-Solomon code: works in GF(256). 

At the receiver, data enters the de-interleaver after constellation decoding and bit extrac­
tion (explained later in the chapter) arc performed. The de-interleaver essentially reorders 
the bytes back into Recd-Solomon codewords for processing by the FEC decoder. The fast 
and interleaved paths have independent de-interleavers. Each de-interleaver uses the same 
parameters as its respective interleaver in the transmitter agreed upon during initialization. 
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Tone Ordering and Constellation Encoder 
Before entering the DMT modulation block, the payload to be trammittcd consists of a 
buftCr of data from the fast channel and a buffer of data from the interleaved channel. To 
modulate this data, you must first cxtrJ.Ct the proper number of bits for each DMT bin 
and code these bits into a complex Z; value (one complex value per bin). The process of 
extracting the bits and assigning them to tones is called tone 01·dcring. The process of 
encoding the extracted bits into complex values for each bin is called constellation 

encoding. Constellation encoding for a DMT modulator is discussed in Chapter 6. 

For tone ordering, the number of bits assigned to each bin must be known. This infi:lrma­
tion is decided during startup training when the bins arc analyzed. After analysis, the 
ATU-C and ATU-R. calculate and agree to the number of bits to be handled by each bin. 

Commonly, the value that represents calculated bits per bin is called the bin's bi pa/ue. The 
number of bits per bin for ADSL must be between 2 and 15, inclusive, or be 0. The sum 
of the number bits carried by all subcan-iers directly correlates to the number of bits in 
each fast and interleaved path data frame. If the number of bits per bin is known, tone 
ordering follows this process: 

1. Extract the N bits to be sent from the fast and interleaved paths. 

2. Order these bits from l to :::--r, pL1tting the fast buffer bits first and the interleaved 
buffer bits second. 

3. Execute the following algorithm on the ordered bits: 

For k=2 to 15 

While an unused tone remains that has bi=k bits 

Find the lowest numbered tone that that has b
1
=k bits 

Assign the next k bits from the data buffer to that tone 

Essentially) the preceding algorithm assigns bits from the fast path to the tones carrying 
fewer bits. Bits from the interleaved buffer arc, in general, assigned to tones carrying more 
bits. The reason is that the algorithm begins filling lightly loaded bins first and the fast bits 
are ordered before the interleaved bits (step 2). Note that one of the tones may carry bits 
from both the fast and interleaved paths. 
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Note 
Another option defined for DMT ADSL uses trellis-coded modulation on each bin. In this 
case, bit ordering is done slightly differently. 1 

The tone-ordering algorithm was designed to minimize error occurrences. Impulses during 
a symbol (whether from an outside influence or from a clip) will cause an almost even 
amount of noise in each DMT bin. In this case, tones carrying a larger number of bits arc 
more likely to make a decoding error than arc tones carrying a smaller number of bits. 
Thus, in general, an impulse will cause more bit errors on the interleaved path and less on 
the fast path. In the receiver, the bit errors on the fast path will likely be corrected by the 
forward error correction. The bit errors from the interleaved path, although more numer­
ous than the fast path, will be split up and, because they wiB most probably belong to dif­
ferent FEC codewords (due to interleaving), will also be corrected. Note that the main 
assumption here is that impulses do not occur regularly. 

After bits arc properly assigned to each subchannel, constellation encoding takes place. 
The encoding technique is independent for each subchannel. The number of points in 
each bin's constellations depends on the number bits assigned to the bin. In the range of2 
to 15 bits per bin, the constellation size range is 4 points (22) to 32,768 points (2 15 ). 

The output of each constellation encoder is a complex value. As discussed in the preceding 
chapter, this complex value represents one of the input points to the DMT modulator's 
Inverse fast Fourier Transform (I.H--T). For the downstream direction, a total of256 bins 
exists. Thus the output of the tone order and constellation encoder at the ATC-C is 256 
complex values. In the upstream direction, a total of 32 bins exists, and so the output of 
the block at the ATU-R is 32 complex values. 

The constellation encoder block also includes a fine-gain-adjustment function. Apart from 
the b; value, each tone has assigned to it a fine-gain-adjustment value called gi. The con­
stellation output values are scaled by this g; value. bne-gain adjustment equalizes the prob­
ability of error on subchannels by adjusting the output signal power (and thus the received 
signal power) by a factor in the range between -1.25 and +2 (approximately 0.75 to 1.33). 
For subehannel i, the constellation encoder's output complex value is referred to as Zi. 

At first the reason for reducing the output signal power and increasing the error probabili­
ty on a subchanncl may not seem obvious. The reason lies in the peak-to-average ratio 

(PAR) of a DMT symbol. PAR is simply the ratio of the peak possible power of a DMT 
sample (a time domain's value after the IfFT) to the average power of a DMT sample. A 
large PAR is undesirable because the analog front end of a modem with a large PAR. must 
have a very large dynamic range. This condition tends to make the front-end d~signs more 
complex and also have higher power consumption. It turns out that DMT has a very high 
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all the individual bins add constructively co a high value. ln many cases, this value actually 
goes outside the linear region of the analog front end and clipping results. Reducing 
power on cones that do not need the enra power to maintain a reasonable probability of 
error reduces not only the overall output power of the modem but also the probability 
that a cl ip will occur. 

Note 
Several algorithms are under development to reduce the PAR value for DMT.4,5,6 

In both the upstrc,im and downstream direction, it is common for some of the bins to 
carry zero bits of information. The constellation encoder will output a value of zero for 
these bins. The gi values for these bins are normally set to zero. 

Modulation Block 
The heart of the transmitter is the DMT modulation block. The ATU-C and ATU-R, 
although both employing DMT, differ in the number of points being used in the IFFf. In 
the ATU-C, the modu lator has 256 bins and uses 255 complex frequency points (and their 
complex conjugates) along w:ith two special points to generate 5 l 2 real time-domain 
points. Thus the downstream signal is made up of 256 bins or tones. The spacing between 
DMT bin centers is 4.3125 kHz wirh the first center at 4.3125 kHz and the highest cen­
ter at l.104 MHz. One of the special points described previously is the tone at 1.104 
MHz. This tone is called the Nyquist tQne, is not used to carry data, and normally is set to 
zero. The other speci.a.1 point is a DC term that is also set to zero. Eqrn. 7.5 gives the basic 
equation governing the IFFT. 

Eqtn. 7.5 

m i!:!:. 
x, = I;Z,e ',. fork= 0 .. 511 

1:0(1 

The Zi valui.: i=0 (in Eqtn. 7 .4) is the DC term set to zero. The next 256 Z; values are the 
complex values coded from the QAM constellations for each subcarricr (including the 
Nyquist value of zero). The final 255 Z; values arc the compkx conjugates of the values 
from i- 1 through i;255 with symmetry about the. Nyquist tone. An t:quarion for these val­
ues is given in Eqtn. 7 .6. 
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Eqtn. 7.6 

z. = co,u(z,,, __ ) form = 257 .. 51 1 

For the special case of the synchronization symbol, all the Zi are set to rea l values with 
nominal amplitude. 

The DMT modulator in the ATU-R uses 32 bins. The 32 complex values (inc.!uding a 
zero for tone 32) representing the constellation encoding outputs for each subchannel, a 
DC term, and the complex conjugates of tones I through 31 produce 64 real time• 
domain values after the lHT operation. Again, the tone spacing is 4.3125 kHz) which 
gives a tone range from 4.3125 kHz to 138 kHz. The basic equation for the ATU•R IFFf 
is shown in Eqtn. 7.7. 

Eqtn. 7.7 

63 1..±2_ 
x, = L Z,e "' for k = 0 .. 63 

•=0 

Herc the first value ofZ, is the DC term, and the next 31 arc the complex QAM encoder 
outputs for each subchannel (i ncluding the value of zero at the Nyquist tone), The values 
ofZi for i=33 to i-63 arc complex conjugates oftoncs 1 through 31 with complex: conju­
gate symmetry about the Nyquist tone . An equation for this is shown in Eqtn. 7.8. 

Eqtn. 7.8 

z. = conJ(Z.,_. ) form= 33 .. 63 

for the case of the synchronization symbol, all Z; arc set tc1 real values with nominal ampli­
tude. 

The flexibility of DMT modulation can be seen by considering the three areas in the fre­
quency spectrum shown in Figure 7. 10. 
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Figure7.10 Spectral placement of the downstream, upstream, and POTS regions for fre­
quency division multiplex (FDM) mode ADSL. 
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The lower-frequency area is the POTS band used for traditional voice transmission. This 
area is kft open by the ADSL upstream ,md downstream signals by simply not using the 

first seven bins in both directions. Reserving the first seven bins in both directions is 

accomplished by assigning the bins in this region a Z;-0 as well as using analog filtering on 
the front end of the transmitter to filter these frequencies. Setting the complex constella­

tion encoder output to zero "turns off' the bin or tone. The middle frequency range in 
Figure 7.10 is used by the upstream signal. The downstream signal can leave this area free 

ifit turns offtcmes 8 through 32. The upper-frequency region in Figure 7.10 i:-. used 

exclusively by the downstream channel. The upstream channel docs not need to do any­
thing special to leave this region open because that channel transmits only on bins up to 

138 kHz. 

This type of DMT operation is called j/'l:qttmcy diJ1isio11 multiplex (FDM) DMT or fre­

quency division dupfrx (FDD) DMT. The names stem from the fact that the duplexing 

fimction of the line is realized by using separate upstream and downstream frequencies. 

Note in this case, for multiple ADSL lines in a bintkr group, sclf-FEXT exists. However, 

the mon; damaging self-NEXT does not exist. 

Another type of operating mode exists and is called echo-canceled (EC) DMT. For EC 
mode, the downstream also transmits on all tones above 30 kHz, causing it to overlap the 

ATU-R output in the 30 kHz to 138 kHz region. EC operation allows the downstream 

channel to achieve higher rates than does FDM mode. 

EC operation has a couple of downsides. First, self-NEXT exists at the ATU-C and the 

ATU-R because local transmitters arc ming the 30 kHz to 138 kHz region. Note that at 
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the ATU-R, NEXT exists only in the 30 kHz to 138 kHz; the upper p:1rt of the down­
stream band is self-NEXT free. Second, both the analog and digital portions of the 

modem design become more complex. The analog portion must handle a more dynamic 

range, and the digital portion must implement a very precise echo canceler. Though some 
ADSL implementations do employ an EC mode, many net\vork implementers prefer FDM 
mode became of the ::tbsence of self-NEXT. 

Pilot Tones 
In both the upstream and downstream directions, one of the Dlv1T tones is reserved for a 
pilot signal. In the downstream direction, the pilot tone is at 276 kHz, or equivalently 

tone 64. In the upstream direction, the pilot tone is at 69 kHz, or equivalently tone 16. 
The pilot tones can be used to resolve sample timiL1g at the receiver. The pilot tones will 

never be used for data, but will ahvays send bits (0,0) from a 4QAM constellation (the 
constellation poim in the first quadrant). 

Cyclic Prefix Block 
As discussed in Chapter 6, a cyclic prefix can help to make a channel look circular so that 

equalization rnn occur more easily in the frequency domain. ln the downstream direction, 
a 32-sampk cyclic prefix is appended to the 512 time-domain samples. Basically, the prefix 

consists of samples 480 through 511. The output sequence of the DMT transmitter con-

sists of544 samples given by x
480

, x
48

i, .. , x;
11

, x
0

, Xi, ... , xs
11

. The cyclic prefix for the 
upstream channel is fonr samples long and contains samples x

60 
through x

63 
from the out­

put of the upstream IFFT. Thus the output sequence in the upstream direction consists of 
68 samples given by x60 , x6 P ... , x6~, x0 , Xp ... , x63 . 

It is important to understand and distinguish the data frame rate and the frame rate of a 

DMT symbol as well as to understand why the bin spacing is 4.3125 kHz. The cyclic pre­

fix as well as the synchronization frame play a role in these rntes and frequencies. The data 
frame rate, as explained earlier, is exactly 4 kHz (or 4 kBaud). Because every 69th frame is 

a synchronization frame, the frame rate must be slightly higher than the data frame rate 
and is given by Eqtn. 7.9. 

Eqtn. 7.9 

R ='!l_R 
jY;,me 

68 
dmc, 

= '!!_4000 
68 

~ 4.0588kHz 
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Given the number of samples in the downstream direction (544) per frame, Eqrn. 7.10 
gives the sample rate leaving the ATU-C (and arriving at the ATU-R). 

Eqtn. 7.10 

69 frames ( 544 samples) 
11,;=,1<.os =684000-s- frame 

= 
2 208 

Msample 

In the upstream direction, the sample rate leaving the ATU-R (and arriving at the ATU-C) 
is similarly given by Eqtn. 7.11. 

Eqtn. 7.11 

69 00 frames ( 68 samples) 
Rsample. DS ::::6840 -s- frame 

= 
276 

ksample 

The frequency-domain resolution ofan FFT (the spacing of points after the transform) 
with 2N real time-domain samples is given by Eqtn. 7.12. 

Eqtn. 7.12 

Res = R.',,,mpl~ 

FFJ 2N 

For the downstream direction, a simple calculation with 2.N=512 and a sample frequency 
of 2.208 MHz give a bin spacing in the frequency domain of 4.3125 kHz. Likewise, for 
the upstream direction 2N- 64 and a sample rate of276 kHz, the resulting bin spacing is 

also 4.3125 kHz. 

Time-Domain Equalization Block 
Though a DMT system can do equalization most efficiently in the frequency domain, a 
time-domain equalizer is generally present at the front end of the receiver. This equalizer 
generally serves t\vo purposes. First, the equalizer removes any intersymbol interference 
from the channel that is longer than the cyclic prefix. Such interference would otherwise 
cause a symbol to interfere with the next symbol in time, and the channel would not look 
circular. Second, the time-domain equalizer can be used to partially bandpass the incoming 
signal and filter out-of-band energy. For example, the time-domain equalizer at the input 
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to an ATU-C might contain a low pass section to reduce energy that is below tone num­
ber 33 and a high pass section to reduce energy that is above 138 kHz. In general, the 
implementor decides on the length and type of the time-domain equalizer used in an 
ADSL receiver. The filters arc generally adaptive in nature and arc trained to initial optimal 
values during initialization. 

Demodulation Block with FDQ 
The demodulator in an ADSL receiver very much follows from the modulator. At the 
ATU-R, the heart of the demodulator is basically an FFT oper.ating on 512 rcal-v.alucd 
points. Note that before the FFT is performed, the 32-samplc cyclic prefix is removed. 
After the FFT is performed, only the lower 256 complex FFT outputs arc kept, .and the 
other 256, which arc complex conjugates, arc dropped. Eqtn. 7.13 describes the demodu­
lation mathematically. 

Eqtn. 7.13 

5\1 J,;i-; 

Z', = I:X,e -,;;- fork = 0 . .255 
i=O 

Herc the Z 'k are the unequalized values to be decoded by each bin's QAlvl constellation 
decoder. 

At the ATU-C, the heart of the demodulator is an FIT using 64 real time-domain sam­
ples. Again, the four-sample cyclic prefix is discarded before the FIT block. Only the first 
32 FFT outputs are kept, and their complex conjugates arc dropped. Eqtn. 7.14 describes 
the FFT. 

Eqtn. 7.14 

61 J/!Xl 

Z', = I:X/" fork= 0 .. 31 
i"O 

At both the ATU-R and ATU-C, frequency-domain equalization is done after the FFT 
operation. As discussed in Chapter 6, this process is accomplished by simply using one 
complex multiply for each bin. The multiplier values arc determined during initialization of 
the ADSL link and are normally updated either during the synchronization frame or on a 
frame-by-frame basis. 
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Constellation Decoding and Bit .Extraction 
After the demodulation and equalization, the values for each bin arc individually decoded 
using a QAM constellation decoder. Decoding involves the same constellation mapping on 
each bin as used in the transmitter. Bins carrying zero bits do not have to be decoded . 

The decoded bits from each bin are sent to either the fast o r interleaved buffer, using the 
reverse procedure of how they were distributed. This procedure is known as bit extraction 
and is essentially the reverse of tone ordering. 

The rest of the n:ccivcr process is the reverse of the transmirrer process. S~cifically, de­
interleaving is done on the interleaved path, and Reed-Solomon decoding and descram­
bling arc done independently on each path. The resulting bit streams are passed through 
the CRC check block. Note that this block docs not change any of the payload bits. 
Dcframing is then performed) at which point the fast and sync bytes are decoded. If ncccs ­
sary1 the AEX or LEX bytes arc stuffed onto rhe appropriate channels, or a byte is removed 
from the end of the bytes of an indicated AS or LS channel. At this point, all the incoming 
data are passed out onto the appropriate interface (including all LS and AS channels as 
well as AOC and EOC information). 

Timing Recove,-y 
For proper opera tion of most systems, the sampling clock at the transmitter and receiver 
must be exactly the same frequency. Put another way, the transmitter and receiver clocks 
must be locked. Typically, locking is done b)' one end tx:ing the master clock and the other 
end recovering the clock. In an ADSL system, either end can be che master, and the dcci · 
sion is made during link initia lization. Most often the ATU-C is the master, and the ATU­
R do1.:s clock recovery. In this case, we say that the ATU-R is loop timed. Loop riming can 
be done in many ways but most often involves a phase-locked loop (PLL). The ATU-R basi­
cally needs to recover the 2.208 MHz sampling clock. All other clocks and timing can be 
found from that clock, including the fram e rate, the superframc rate, and the upstream 
transmit clock. In addition, the upstream sampling clock of276 kHz can be derived from 
the 2.208 MHz sampling clock. A modem may have to use the synchronization frame to 

find supcrframe boundaries. 

DMT ADSL Overhead 
As discussed in the framing sections, ADSL has several overhead channels. The overhead 
includes th..: EOC, AOC, and the ibs. The uses of the overhead arc discus.~ed in the next 
few sections. 
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BOC Channel 
As discussed previously, the EOC is carried in the fast byte of the fast channel. The ATU-C 
uses the EOC to retrieve i11formation from and w6te information to the ATU-R during 
runtime. An EOC message contains five fields spanning 13 bits, a~ shown in Table 7.4. An 
EOC message always starts with a fa~t byte in an even frame number and continues into 
the fast byte from the following odd frame. 

Table 7.4 

Bits 

1,2 

6--13 

Format of an EOC Message 

Description 

Address field 

Data/Opcode 

Odd/Even Byre 

Autonomous Message Fidd 

Information Field 

Notes 

00-ATU-R address 
QI-unused 
10-unused 
11-ATU-C 

0- Data (used for 
reads and writes) 
1-Opcode 
Used for rnultibyte 
transfers to delineate 
successive bytes 

Set to Oby ATU-R to send 'dying 
gasp' message 

Data or op codes 

Information that can be read fi-om th..: ATU -R includes the ATU-R vendor ID, the version 
number, serial number, results of a self-test, line attenuation, SNR margin, and configura­
tion information. This information is held at the ATU-R in registers that the ATU-C can 
read via the EOC. Additionally, the ATU-C can use the EOC to command the ATU-R to 

perform a self-test, send corrupt CRC va!ucs 1 and prepare to receive corrupt CRC v:ilucs. 

Note 
Often corrupt CRCs are generated to make sure that other performance information (the 
indicator bits) are properly logging erroneous frame information. 

The EOC protocol is very simple. Th..: ATU-C is the master of the cbanncl, and the ATU­
R is the slave, responding to commands from the master. The protocol uses a 
message/echo-response scheme. To send a message to the ATU-R, the ATU-C sends the 
message three consecutive times. These three messages represent three outstanding m1.:s­
sages and one outstanding command. Upon receiving three identical EOC messages, the 
ATU-R echoes the messages by sending them back cu the ATU-C. Upon receiving cluce 
----1.-- al- .\T'Jl f' ;_ •-••--" ~1.~~ ..... _ /ITTJ D ------J •• - ~•=•·•.,,I ,-h. ~~-•-- .. .,,1 J f,.h .. 
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CHAPTER 

VDSL Overview 
In this chapter: 

• Basic deployment locations ofVDSL 

Requirements for VDSL systems 

Proposed modulation methods for VDSL 

VDSL in WAN networks 

9 

ADSL satisfies the need to send up to 8 Mbps or so over twisted pairs. However, there is 
still a need to send more data at even higher speeds. VDSL fills this void by delivering up 
to 50 Mbps. Unlike ADSL, VDSL offers both symmetric and asymmetric configurations. 
Typically, VDSL uses far more bandwidth than ADSL uses and has a much shorter reach 
due to the higher bit rates supported. This chapter covers the basic goals of this relatively 
new technology and presents some candidate implementations. As with ADSL, some 
implementations promote DMT, and others use CAP /QAM techniques. The chapter also 
includes a brief discussion of how WAN networks might implement VDSL. 

VDSL Deployment Locations 
Like ADSL, VDSL can provide frequency separation from baseband, leaving room for Plain 
Old Telephone Service (POTS). (As you will see later, in addition to POTS, other services 
such as ISDN can also be run on the same twisted pair as VDSL.) Thus each end of a 
twisted pair carrying VDSL and POTS uses a splitter to separate the two signals. At the 
subscriber's location, the modem terminating VDSL is called the VITJ-R. The very high 
speeds of VDSL suggest that some sort of high-speed optical network will feed a bank of 
centralized VDSL modems. This central point might be a CO of some remote optical 
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node. For this reason, the peer modem to the VTU-R modem is called the VfU-O (as 

opposed to VTU-C, which seems to follow from the .A.DSL notation), denoting an optical 
feeder. 

Note 
However, other methods of feeding VDSL banks are certain ly possible. For example, VDSL 
can be used as a means to mu ltiplex and carry multip le T1 streams over a short distance. 

Figure 9.1 shows an example ofVDSL range and reach from a central deployment loca­
tion. If the location is a CO, the actual area to which VDSL could be deployed, or the 
coverage area, would be much smaller than the area served by the CO (typically extending 
well beyond 12 kft). Limiting deployment to this percentage of the overall serving area 
severely limits the business potential ofVDSL. 

Figure 9.1 Range and reach of VDSL from a central location. 

Instead, VDSL deployment will likely take plaC(: from the CO as well as from optical net­

work units (ONUs). These nodes typically are deployed in, and serve, neighborhoods, 
industrial parks, and other areas with high telecommunications traffic patterns. ONUs are 
sometimes used in context when discussing technologies such as fiber to the curb (FITC), 
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fiber in the loop (FITL), and fiber to the neighborhood (.t'TfN). The common feature of 
these technologies is that high-capacity fiber is deployed to an ONU that serves a small 
area, The media connecting subscribers to the ONU can be coaxial cable, some sort of 
wireless link, or more probably, a twisted pair. The combination of a high-capacity link to a 
serving node, the small area served by each node, and the popularity of twisted pairs con­
necting subscribers to the serving node make a network utilizing ONUs a perfect fit for a 
technology like VDSL. 

The example in Figure 9 2 shows an area with VDSL deployment using ONUs to serve 
more remote areas and VDSL deployment from the CO (CO) to serve less remote areas. 
In the figure, simple optical links serve each ONU. In reality, optical rings or some other 
type of optical distribution might be more practical. 

Figure 9.2 Coverage area of VDSL when deployed from remote ONUs. 

The total optical bandwidth available to an ONU is usually not greater than the sum of 
potential bandwidths of all ONU users. For example., if an ONU serves 20 subscribers and 
each has a 50 Mbps VDSL link, the total potential bandwidth for that ONU is l Gbps, 
much more than the ONU would normally be fed. The ratio of the optical bandwidth 
available to the ONU to the potential aggregate bandwidth of all users is called the over­

subscription ratio. Ovcrsubscription ratios are engineered so that performance remains rea­
sonable for all nscrs. 
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Crosstalk Issues 

As w:ith FDM ADSL, VDSL does not have self-NEXT. The trend toward technologies 

with no self-NEXT, or at least with limited self. NEXT, has evolved because of the 

increased performance achievable and, in some cases, the design simplifications possible 

with such implementations. Modulation schemes for VDSL and how they avoid self-NEXT 

is discussed later in this chapter. 

Many of the crosstalk analyses in previous chapters are applicable to VDSL. In addition, 

the short deployment range ofVDSL poS(:S severaJ new crosstalk possibilities. Consider the 

two deployment configurations in Figure 9.3 and Figure 9.4. 

Figure 9.3 

Figure 9.4 

Crosstalk scenario with VDSL and another DSL technology in the CO mix, 

Crosstalk scenario with VDSL and another DSL technology in the customer 
premise (CP) mix. 

~ VDSLUM r:::::-::7 

FE~~) 

✓ --........ NEXT 

CPE 
Other n>SL Line 

Figure 9.3 is sometimes called CO mix.1 In Figure 9.3, VDSL and another xDSL technol­

ogy are both provided from the CO and share a binder group between the CO and some 

point at which the VDSL is removed. (The VDSL might be terminated at this point, or it 

might be routed into a different binder group.) The various types of NEXT and FEXT 

that can exist are also shown in Figure 9.3. The FEXT between the two endpoints is nor­

mally not a factor because the distance is usually large enough to attenuate the disturbing 

signal. However, other FEXT paths may exist as well. Whether these FEXT signals will be 

significant or not depends on the lengths of the two channels as well as the frequencies 

used by the upstream and downstream channels. -

... 
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In the configuration shown in Figure 9.4, the VDSL signal is terminated at a remote 

ONU and the other xDSL signal at the CO. At one point, the twisted pair segments carry­

ing the signals share a common binder. This configuration is sometimes called the CP 

mix. 2 Note that it is not necessary for the VTU-R and the other xDSL CPE modem co be 

located in the same building, but the twisted pairs carrying them must share a binder 

group for some length near the respective endpoints. Figure 9 .4 also shows the possible 

significant NEXT and FEXT paths for the CP mix configuration. The significance of the 

FEXT paths depends on the location of the ONU as well as the frequencies used by the 

channels. Note that the endpoints of the VDSL circuit can contribute either NEXT or 

FEXT into the endpoints of the other xDSL technology, depending on the deployment 

configuration. This flex.ibiliry adds a new degree of freedom in analyzing crosstalk. 

Of particular interest is the coexistence of ADSL and VDSL. In the CO mix configuration, 

ADSL and VDSL arc both provided from the CO and share a binder group between the 

CO and the point at which the VDSL is removed. (The VDSL might be terminated at this 

point, or it might be routed into a different binder group. ) For no NEXT to exist between 

these services ar the CO, the following two conditions must exist: 

The downstream VDSL signal must not overlap the: upstream ADSL signal (the VDSL 

downstream signal must start higher than 138 kHz). 

The downstream ADSL signal must not overlap the upstream VDSL signal (the VDSL 

upstream signal must not overlap 138 kHz to].] MHz). 

In addition, the downstream ADSL signal may cause a reasonablc level of FEXT into the 

downstream VDSL signal since the distance between the ADSL transmitter at the CO and 

the VTU-R receiver is small. Likewise, FEXT from the VDSL signal may pose a problem 

to the upstream ADSL signal. 

For no NEXT to exist between the ADSL and VDSL in the CP mix configuration, the 

upstream and downstream frcqucncy spcctrums of the respective technologies must not 

overlap. Additionally, VDSL FEXT into the downstream ADSL signal might occur, and 

ADSL FEXT can occur into VDSL depending on the ONU location. Owing to the short 

loop lengths supported by VDSL, the FEXT, though less severe than NEXT, might have a 

detrimental impact on the ADSL downstream. 

Because of the need to eliminate NEXT between ADSL and VDSL systems and the possi­

bility that FEXT may indeed cause performance degradation, the spectrum allotted to 

VDSL falls above that used by either the upstream or downstream ADSL channels when 

ADSL and VDSL are both present. In addition, when dealing with other technologies, the 

deployment configuration ofVDSL must be taken into account to decide which points 
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contribute NEXT or FEXT to other points. The specific frequency allocations for VDSL 

are discussed later in this chapter (after other influencing factors are discussed). 

RFI Imtes 
VDSL receivers must deal with the issue ofradio frequency interference (RPI ). Included In 

RFI issues an: ingrm and egresJ. The cause ofR}l ingress is in-band radio waves from 

nearby antennae incident upon a twisted pair carrying the VDSL. An amateur radio anten­

na is a good example ofan RPI ingress disturber. Figme 9.5 illustrates this basic situation. 

Figure 9.5 RFI ingress into VDSL due to a local transmitter. 

The factors influencing the amount of ingress include the power output of the antenna, 

the distance between the anten na and the twisted p:iir, the relative oriemation and shield ­

ing properties of the binder group, and the balance of rhc twisted pair itself. Normally, the 

Rfl ingress excites each wire in the twisted pair, thus creating a longitudinal ingress signal 

on the pair. Because the balance of the twisted pair is not ideal (normally it is 30 dB co 35 

dB ror high frequencies), some o f the ingress leaks into the diffcrcmial signal. 

RF! ingress sign:ils arc often very narrow in bandwidrh when compared to the VDSL sig­

nal. This characteristic is helpful, as rhc ingress will affect only a small portion of the usable 

bandwidth. 
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Another issue is t hat the ingress signal may be very large compared to the received VD.SL 

signal. In this case, the analog front end of the receiver must be cardi.1lly designed so as 

nor to saturate. In addition, some acrion must be takrn so that the analog-to-digital con­

verter (ADC) performs with the proper precision. The issue here is that a large ingress sig­

nal will swamp the converter, c::i using it to waste bits of prec ision on t his unusable signal 

instead of on the received VDSL signal. Because the VDSL signal is quantized with less 

precision, the quanti:tation noise, or imprecision due to the conversion process, increases, 

cffCccivcly decreasing the achievable bit rate on the channel. The ADC must have enough 

range to handle the ingress signal as well as enough precision to adequately quantize the 

VDSL received signal. Even after quamiution, fu rther RF I cancellation ma}' be necessary 

in the digital domai n as documented in Jeong and Yoo's article, «An Efficient Dig.ital RFI 

Canceler for DMT-Based VDSL,1' and Wiese and Bingham's article, "Digital Radio 

Frequency Cancellation for DMT VDSL. "3,4 

To f.i.cilitatc the de:,;ign of the ADC, the analog front end of a VDSL receiver might 

cmplor circuitry to reduce RFI ingrcs.~. Recall that ingrt.:ss is normally present hoth longi­

tudinally and differentially on a nvistcd pair . .figure 9 .6 shows a method to use the longi­

tudinal ingrcs:; signal co reduce the metallic ingress signal. 

Figure 9.6 A method to reduce ingress that uses a longitudinal signal. 
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The filter tries to match the unbalance of the twisted pair that is essenti ally the mechanism 

by which the ingress reaches the differential signal. lf the filter matched the unbalance pe r• 

fccc.ly, tht: signal at the omput of chc summation would consist onl)' of the received VDSL 

signal (as well :is crosstalk and background noise). Figure 9.7 illustrates this concept via a 

block diagram. 
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Figure 9.7 A specific implementation of an RFI ingress cancellation circuit. 
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A specific implementation is described in Cioffi, er aJ.'s article, "Analog RF Cancellation 

with SOMT. "5 Ingress reduction on the order of 35 dB can be achieved by this method. 

Note that this would be equivalent to gaining more than five bits of precision in the ADC. 

RFI egress is also a concern with VDSL. Egres!. is illustrated in Figure 9.8. 

Figure 9.8 An example of RFI egress. 

Herc the VDSL signal is radiated from the twisted pair and can disturb the signal received 

by local antennae if these received signals overlap the VDSL spectrum. To combat this 

problem, the VDSL transmit power in frequency regions reserved for wireless or radio 
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services must be lowered (these regions were discussed in Chapter 4, "Power Spectral 

Densities and Crosstalk Models"). Normally, 20 dB reductions in these areas will be ade­

quate to mitigate problems from VOSL RFI egn:s.'>. 

VDSL Requirements 
This section discusses tht'. more fundamental requirements put forth for VDSL systems. 

These requirements are captured in the technical reports "Very High Speed Digital 

Subscriber Linc System Rcquircmcnts"6 and "Transmission and Multiplexing: Access 

Transmission Systems on Metallic Access Cables; Very High Speed Digital Subscriber Linc 
(VDSL); Part I: Functional Requirements."' It should be noted that at the time of publi ­

cation, the requirements were not complccely sraric. Also, some aspects of the candidate 

implementations in this chapter may not completely satisfy all requirements in the afore ­

mentioned reports. 

Rate and Reach Goals 
In contrast to ADSL, VDSL technology provides either symmetric or asymmetric data 

rates to a subscriber. The reason that both need to be supported is that some VDSL appli ­

cations arc best served by an 3symmctric connection, whereas others arc bcsr served by a 

symmetric connection. Video on demand (VoD), for example, is an application that bene ­

fits from an asymmeuic connection. Another application, ATM LAN extension, might bet­

ter be served by a symmetric connection. In addition, applications that do not even exist 

might turn out co be application drivers for VDSL. Defining symmetric and asymmetric 

modes of operation up front does not limit the types of application that might one da}' use 

VDSL. 

Note 
This situation developed with ADSL. The initial application driver w as VoD; however, 
Internet/LAN access later became an even stronger application driver. 

Table 9.1 shows asymmetric data rare goals for VDSL along with the approximate reach 

goals for each configuration. How the rates are provisioned (hard configuration as com­

pared to automatically adapting to the loop) is yet to be determined. At the very low end 

of the asymmetric rates (6.5 Mbp.~/ 0.8 Mbps), VDSL approaches the performance limit.~ 

of ADSL. Though it might seem logical to define even lower rates for VDSL and not 

bother with ADSL, this approach would most probabl}' cause modems to be more com­

plex than necessary and would impact cost effectiveness. 
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Table 9. 1 Asymmetric Data Rate Goals for VDSL 

Downstream Upstream 
Length Rate Rate Reach Goal 
Classification (Mbps) (Mbps) (kft) 

Short 52 6.4 

Medium 26 3.2 

Long 13 1.6 4.5 

Long 6.5 0.8 6 

Table 9 .2 shows rate and reach goals for symmetric VDSL operation. Many of these rates 
arc primarily intended to support ATM access systems (for example, 26 Mbps would sup­
port 25.6 Mbps ATM adapters along with some overhead). It is expected that some of the 
symmetric as well as asymmetric rate and reach goals will churn and evolve as VDSL goes 
through the standardization process. However, Tables 9.1 and 9.2 provide good insight 
into the probable operating ranges ofVDSL. 

Table 9.2 Rate and Reach Goals for Symmetric VDSL Operation 

Downstream Upstream 
Length Rate Rate Reach Goal 
Classification (Mbps) (Mbps) (kft) 

Short 26 26 
Medium 13 13 

Long 6.5 6.5 4.5 

Frequency Allocation 
The frequency ranges available for VDSL to use arc limited by the need for compatibility 
with other DSL technologies as well as RF! concerns discussed previously. The base power 
spectral density (PSD) mask for VDSL appears in Figure 9.9. 
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Figure 9.9 The basic PSD requirements of a VDSL transmitter. 
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This basic template has a PSD of -60 dBm/Hz from 1.1 MHz to 20 MHz. This range 
would normally be considered the usable part of the spectrum, and the rest would be 
considered sidebands. In the ADSL band, the PSD rolls off so as to minimize the crosstalk 
degradation into adjacent ADSL lines. A POTS or ISDN link could be run on the same 
line as a VDSL system using this mask, given that a splitter was used to separate the 
signals. 

The mask shown in figure 9.9 may cause excess egress and interfere with local antennas. 
In this case, a notching option can be applied resulting in the mask shown in Figure 9.10. 
Herc bands known to be prone to causing egress into existing radio/wireless services are 
notched down to a level of -80 dBm/Hz ( essentially reducing the egress pmver in the 
notched areas by a factor of IO). The notched frequency regions can still transmit informa­
tion if the received SNRs across the regions arc favorable. 

Note 
Of course, if egress is a problem that causes a band to be notched, ingress may likely exist 
in the same band as well (the local antennas may transmit as well as receive), further 
degrading the SNR and causing the notched bands to be useless for transmitting data. 
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Figure 9.10 A VDSL PSD wit h notches to reduce RFI egress. 
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A power boost option has aLm been proposed fo r VDSL When ADSL compatibility is nor 

necessary (perhaps because a service provider did not deploy ADSL), rhis option would 

not only boost the VDSL level in the 1.1 MHz to 20 MHz. region but also allow th<: 

usable end to stretch down to about 300 kH z. Below 300 kHz, the PSD would roll off 

and eventually intcrn~ct with that shown in tisurc 9.9 so that ISDN :rnd POTS could be 

supported. 

Tt may take tri al deployments ofVDSL to determine which spectral mask propcrtics arc 

more desirable. Real-life deployment may also flag new problems needing to be overcome. 

In addition, VDSL spectrum requirements may depend on territory. Jn ,rny case, Figure 

9 .9 provides at least a starting point ro understanding VDSL PSD development. 

One fina l note on th.: VDSL PSDs discussed is that the masks do not assume anything 

abollt symmetric versus asymmetric operation nor upstn;am and downstn:am channels. As 

I discussed previously, implemcnrations arc free to use the frcqucncics within the defined 

mask in any way they wa nt , although sclr-Nf.XT avoidance will likely he necessary for per­

formance reasons. The following sections di1icuss different proposed implementations of 

VDSL. You will sec that several methods are employed to abide by the PSD requirements 

and, at rhe same time, avoid sclf:NEXT. 
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Modulation Methods for VDSL 
Several different modulation methods have hccn developed to sa tisfy [j1c requirements of 

VDSL. Ar the time o f this writing, VDSL was still very early in the srandardization process, 

and many details of rhe proposals are yet to be specified {for example, framing conrcnr is 

not yet known). Though many proposals cmrcntly exist for VDSL, most fall intn two cw.> 

gorics: a time-domain duplexing (TDD) category and a frcq ucncy~domain duplexing 

(FOD) category. Different modulation methods within each category ex ist as well . The 

ideal method by which standardization can be achieved is to choose a modulation method 

and fill in all of the implementation details necessary for a standards document. In reality, 

one or more of the methods arc likely to become stand.u-dized (or at least implemented by 

service providers), main ly bc<.:ause o f tl1c lack of consensus or compromise on behalf of the 

standardization body mem bers. The following sections describe some: of the candidate 

implementations. 

TDD Approaches 
TDD is a halt:duplcx approach for sending signals bctv.1c.:cn two endpoints. Basica lly, one 

modem transmit s while its peer modem on ly receives. After a set amount of time, the 

process rcvcr1ics, an.d the firs t modem on!}' receives while its peer transmits. This basic con­

cept is shown in Figure 9. 11 . 

Figure 9.11 An example of TDD. 
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Sometimes this method ii. known as "'ping•pong" for obvious reasons. In each direction, 

the entire usable frequency band can be used to send information, and thus no separate 

upstream and downstream PSD need be defined. 

The most popular TDD ,ipproach proposed for VDSL is rhc synchro nous DMT approach 

(SDMT). Esse ntially, this technology employs many of the same fimdamcntal blocks used 

in ADSL along with the capability co gate the output of the transmitter. (Though many of 

the same blocks arc used, the parameters, such as FFT/lfFT size , will be difTcn:nt.} Fig,urc 

9.12 shows a block diagram ofan SDMT tra nsmitter and receiver. 

Figure 9.12 Block diagram of an SDMT transmitter and receiver. 

Figure 9 .12 is very similar to the DMT-based ADSL diagra m discussed in Chapter 7, 

"ADS L Modulation Specifics." The actual implementation of these blocks will no doubt 

undergo changes in the: early stages ofVDSL. A discussion of the blocks in order to 

explain the main concepts of SDMT follows. 

Non-Modulation-Specific Blocks 

Some o f the blocks in ..-:igurc 9 .12 should be wdl understood by now, and impkmcm.:ition 

details arc nor necessary for an unde rstanding ofSDMT. These blocks include the scram­

bler and descrambler, the FEC blocks, and the interleaver and dt.:-intcrlcavcr blocks. ln 

addition, block implementation is not yet static. Some of the common implementations 

seen for other DSL systems, includ ing sclt:synchronizing scramblers and descramblers, 

Reed-Solomon FEC blocks in GF(256) , and convolurio nal interleavi ng, arc likely imple­

mentation c::i ndi dates. 

To a lesser extent , framing and tone ordering:/constcll arion encoding arc not modulation­

specific blocks. Of course, the tone-ordering and constellation-encoding algorithms must 

know the number of subchannncls in the modulation path . .t'or SDMT, the number of 

subchannds supported is 256. As with DMT-bascd ADSL, some o f these subchannels 

must not be used so that the SDMT outplll" spectrum conforms to the VDSL PSD mask. 

Because SDMT is a half-duplex modulation scheme, each transceiver will use 256 tones, as 

opposed co DMT ADSL, where upstream and downstrea m transmitters used a different 

number of roncs . 
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SDMT Modulator 

The SDMT modulator acccprs a vector of 256 complex values from the constellation 

encoder. Each of these values represents a constellation point for a subchannel or equiva­

lently, the cosine wave magnitude (real part) and si ne wave magnitude (imaginary part) of 

the ti1m.:-domai n waveform produced for a subchan nel. The complex conjugates of the 

256 complex values are then appended to the vector so that the new vector has complex 

conjugate symmetry. An IFFT is performed, as given by Eqtn . 9. 1. 

Eqtn. 9.1 

511 J.!!!:i_ 

x, = LZ,e "' fork = 0 .. 511 
,.o 

Herc the vector Z represents the vector with complex conjugate symmetry. The output 

vector of the IFFT contains 512 ti1ne -domain values (all real). This IFFT transform is 

identical to that do ne in a downstream DMT ADSL tra nsmitter. 

Cyclic Prefix Block 

The cyclic prefix block adds the last L sample points of the 512-point time -domain vec tor 

to the beginning of the vector. L can b(.; any integer less than or equal tC) 64. The new 

time-domain vector will be given by ('511-L,X51 l - L+ l,X511 - L+2,0,'5 11 ,xo,'l,0 ,·'511). 

Adding a crclic prefix makes a channel appear to be circula r so that cquali1:.a tion can be 

done in the frequency domain. The 512 time-domain s.1.mples a.long with the L sample 

cyclic prefix represent one SDMT symbol. The choice of Lis further discussed in the next 

section. 

Note 
If the channel's impulse response is longer than the cyclic prefix, the channel will not look 

cirrular. A time-domain filter in the receiver must be used in this case. 

Superfra,ne Str,u;ture 

SDMT uses a supcrframc structure with d uration of 500 µs. T hus the supc rframc freq uen­

cy is 2 kHz. A supcrframe consists of a number of downstream symbols fo llowed by a 

qu iet perind and then a number of upiaream symbols followed by a quiet period. f igure. 

9. 13 illustrates an SDMT frame structure. 
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Figure 9.13 Sample SDMT frame structure. 
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By varying the number of downstream symbols sent and the number of upstream symbols 

sent, the average upstream and downstream bit rates as wdl as the bit rate ratio can be 
controlled. 

Consider thc examples shown in Figure 9.14. The first shows an 8:1 downstream to 

upstream ratio, the second a 2:1 ratio, and the third a 1:1 L·atio (symmetric example). 

Figure 9.14 
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Self-NEXT avoidance is relatively straightforward when lines sharing a binder group use 

the same symmetry ratio. In such a case, the frame structure. of all lines must be aligned so 
that all VfU-0s transmit simultaneously and likewise receive simultaneously. Ifno VTU-0 
transmits while another VTU-0 receives, then self-NEXT does not exist. Aligning the 
superframes of all VDSL lines in a binder group is not trivial, but is certainly possible. For 
the 2:1 ratio case, self-NEXT elimination is illustrated in Figure 9.15. 

Figure 9.15 

Note 

CHAPTER 9 VDSL Overview ~ 

Self-Next avoidance in an SDMT system. 
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A proposal on how to align the superframes of all VDSL lines in a binder group includes 
using a common network clock for synchronization, using stuff and delete methods,1 and 
even using GPS signals.' 

When mixing different data rate ratio configurations within a binder group , complete self­
NEXT elimination is not possible. However, frames can be arranged to reduce the occur­
rence of self-NEXT. Sec Figure 9.16 for an example of limited self-NEXT due to frame 

alignment of a symmetric and an asymmetric VDSL mix. 

Figure 9.16 
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Two SDMT frames with different upstream-to-downstream ratios al igned to 
limit the amount of mutual NEXT. 
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Though it is nnt possible ,vith this scheme to perfectly eliminate self-NEXT, the self­

NEXT levels arc predictable and line rates can be adjusted accordingly when self-NEXT is 

present. 

Sampling Consideratiom 
Up to now, the number of samples in a frame has been discussed, as well as the kngth of a 

supcrframc. Not discussed yet is the duration of a sample ( or thc inverse of that being the 

sample rare). Following from the sample rate is the number of frames in a supcrframc, the 

highest frequency used in the system, and the width of each frequency bin. Remember that 

all blocks up co the output of the modulator have functionality that does not depend on 

thi: output sample rate. Of course, the reason is that the length of a supcrframe is fixed 

(500 µs); the higher number of frames per superframc implies that the blocks leading up 

to the modulator must perform their functions more quickly. 

Three sample rares are proposed for SDMT: 11.04 MHz, 22.08 MHz, and 44.16 MHz. 

For these rates, Table 9.3 shows the maximum operating frequency, bin width, number of 

samples per super frame, and approximate number of frames per super frame. When more 

frames exist per superframe, the net data rate in each direction can be higher. Thus short 

lines supporting the extremes of the required VDSL rates use a sample rate of 44.16 MHz. 

Table 9.3 

Sampling 
Frequency 
(MHz) 

11.04 

22.08 

44.16 

Maximum Operating Frequency, Bin Width, Number of Samples per 

Superframe, and Approximate Number of Frames per Superframe 

Maximum 
Frequency 
(MHz) Bin Width Samples per Frames per 
(approximate) (kHz) Superframe Superframe 

5.52 21.5625 5520 10 

11.04 43.125 11040 21 

22.08 86.25 22080 43 

For the lowest sample rate, the toral number of samples per supcrframc is 5520. Given 

that each frame contains 512 base samples along with a cyclic prefix of between O and 64 

samples, the maximum possible number offrames per supcrframe (assuming a 40 sample 

cyclic prefix) is 10, leaving no samples to be used for the quiet period (30.4 us). This sce­

nario is not very practical, as some line turnaround time will be necessary for proper half­

dupkx operation. 

The length of the quiet time can be increased by reducing the number of samples used in 

the cyclic prefix (which may increase the front-end filtering needs of the receiver) or by 
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decreasing the number of frames per supcrframc to nine. The latter method would leave, 

using the maximum length cyclic prefix, a minimum of 336 samples for the quiet times, or 

approximately 30.4 us. This time would be divided between the two required quiet peri­

ods (though it might not be evenly divided). For the higher sample rates, similar calcula­

tions can be done co dete rmine the lengths of the cyclic prefixes and quiet times. It is 

intended that many of the parameters including the sample rate, the number of frames per 

supcrframe, and length of the cyclic prefix and quiet times be negotiated during startup. 

RFI Cancellation Circuitry 
Generally, the front end of an SDMT receiver contains an RH cancellation block. As dis­

cussed earlier, this block is necessary to combat ingress from local RFI sources. Normally, 

some type of cancellation is necessary before the analog-to-digital conversion process to 

adequately digitize the received signal with minimal quantization noise . 

Receive Blocks 
Much of the functionality in the receive path of an SDMT modem follows from the dis­

cussion of the receiYe path of a DMT modem. Timc-d()lnain equalization is done to short­

en the channel impulse response to less than the length of the cyclic prefix. An FfT is 

done on a block of 512 received samples, yielding a complex Yector with complex conju ­

gate symmetry. Frequency-domain equali1.at.ion is performed on the lower 256 values of 

the FFT output, each complex value representing the received component from a single 

bin. Constellation decoding and error correction is done before the data is demultiplexed 

by a framer. 

Final Words on SDMT 
As a candidate for VDSL, SDMT has seve ral advantages. first, the usc of TDD allows for 

easy control over the upstream and downstream data rate ratio. Second, because SDMT is 

halt:duplex, a hybrid is not needed on VDSL modems, and the sharing of digital circuitry 

between the transmitter and receiver (the FFT/IFFT circuitry for exampk) is possible, 

allowing for complexity reduction. Third, the nature of mu!ticarricr modulation allows for 

flexibility in dealing with narrowband interference frnm Rfl and can ca.~ily reduce egress in 

a band by simply reducing the power on a tone. 

One issue related to SDMT is rhe requirement to properly synchronize frames for VDSL 

lines in a common binder group. If all lines emanate from a single ONU, rhis synchroniza• 

tion might be feasible by using a common clock. Howc:vt:r, when independent ONUs feed 

VDSL into the same binder group, achieving frame synchronization is much more diffi ­

cult. 
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FDD Approaches 
FDD approaches to transmission arc similar to those discussed for ADSL. This approach 
uses full-duplex transmission and separates upstream and downstream transmissions by 
using different frequency bands for each. CAP /QAM-based techniques lend themselves 
nicely to an FDD approach, as the basic spectrum can be positioned anywhere, depending 
on the hilbert pair filter responses in the case of CAP and center frequency in the case of 
QAM. A second method discussed here is an FDD method utilizing DMT. This method is 

sometimes known as Zipper. 

Note 
FDD approaches to transmission include CAP/QAM-based ADSL and FDM ADSL. Echo­
canceled ADSL is partially an FDD approach, but not completely because some of t he 
upstream and downstream bands overlap. 

CAP/QAM-Based FDD Systems 
CAP and QAM technologies offer another method of implementing VDSL. The basic 
blocks in the modulation system arc similar to those used in CAP/QAM ADSL implemen­
tations . .t'or VDSI,, the proposed CAP/QA.iVl implementation can run in symmetric mode 
as well as asymmetric mode. In asymmetric mode, the upstream channel's frequency range 
starts at about 1.12 MHz and can go up as high as about 2.12 MHz. Different symbol 
rates arc defined as well as different constellation sizes to control the upstream data rate. 
The downstream channel begins at around 2 MHz and can range up to about 18 MHz. 
Again, different baud rates and constellation sizes can be used to provide different down­
stream data rates. Self-NEXT is avoided simply by using difkrcnt frequency bands for 
transmission in the two directions. 

Symmetrical service is handled in a very interesting way by CAP /QAM-based VDSL. For 
symmetric operation, two upstream channels exist: one from 1.12 MHz to 1.6 MHz, and 
one from 11.30 MH;,; extending up to 19 .8 MHz. The downstream channel sits between 
the two upstream channels and ranges between 2.4 MHz and up to 10.7 MHz. Again no 
self":,,.JEXT exists because the upstream and dmvnstream channels do not overlap in fre­
quency. 

Figure 9 .17 shows the various spectrums utilized by CAP /QAM VDSL for symmetric and 
asymmetric service. 

Figure 9.17 
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Upstream and downstream spectra for CAP/QAM-based VDSL 
for (a) asymmetric rates and (b) symmetric rates. 
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The figure shows different downstream baud rate options (and thus frequency ranges). 
When mixing symmetric and asymmetric services, in some cases self-NEXT will occur. 
Note that the highest baud rate downstream carrier overlaps the higher upstream regions 
in the symmetric frequency plot, which would cause a problem. However, some of the 
other downstream symmetric options would not, as they end below the higher upstream 
channel. As CAP /QAM VDSL modems mature, some of the frequencies may change; 
however, the basic implementation strategy is likely to remain the same. 

RF egress control is a bit more difficult for CAP/QAM-based modems. Recall that 
SDMT-bascd modems could simply lower the power in a subearrier at frequencies where 
power reduction was necessary. CAP /QA.Nl modems must use time-domain filters to do 
this. Digital filters can normally be implemented for this task, but their flexibility with 
respect to changes in the power reduced frequencies and the amount of power reduction is 
.,.-..mPuth<>rrPd1i,·.-,d 
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DMT-Based FDD Systems 
A second FDD method for VDSL uses DMT and is a relatively new modulation scheme 
named Zipixr. Zip~r is a t.imc-synchroni1.,ed version of DMT using 2,048 subchanncls 
going up to l 1.04 MHz. Each subchannel has a width of about 5.309 kHz. A subchanncl 
in Zipper can he uscd for upsrrcam transmission or for downsrream transmission , but not 
for both. If all lines in a binder use a similar bin assignment, then no self-NEXT will be 
pn:scnt . (The frames must be time aligned as well so I.hat crosstalk is orthogonal to the 
received signal. ) In addition , subchannd usage can be chosen in a way that minimizes 
NEXT interaction with other services. Zipper has many of the same benefits as SDMT 
wirh regard to ingress and egress handling flexibility. Though a relatively new addition to 
VDSL implementation, this modulation method may develop into a powerful tool for 
high-speed access. 

VDSL in WAN Networks 
The speeds that VDSL supports make it suirable for many types of applications. Many 
:.1pplications that exist today may use VDSL as a tram;port mechanism; some applications 
yet co be developed may also use VDSL. A good example of VDSL usage is the full-service 
network dcscribcd later in the chapter. The following sections describe video services and 
data services that utilize VDSL. 

Video Services 
T he high-rate options ofVDSL make it a very good access technology for VoD. Figure 
9.18 shows a system using VDSL in this application. 

Figure 9.18 VDSL used in a network providing video services. 

+------~ ------
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The vidco server in this example sends digital video over ATM through access equipment 
to the VDSL loop. At thc customer end, some type of video codec converts the digital 
video to the proper signal for the display screen. The digital video would likely be com­
pressed, and the codec would perform decompression. It is also likely that PPP would not 
be used on this connection, as it might not be the most efficient protocol for carrying 
high-speed video. Another (Ontrol channel might use PPP for authentication and billing. 

Data Services 
Many data service possibilities exist for VDSL. In the near futnre, VDSL might be overki ll 
for residential Internet access and Web surfing. However, back-hauling data traffic between 
locations using twisted pain; might be more reasonable. VDSL could also be used to con­
nect larger offices and corporations to data networks in lieu of fiber connections. As time 
goes on, more and more opportunities are likely to exist fix VDSL to carry data. 

The Full-Service Netrvork 
Because of the high bit rates supported by VDSL, it is often thought of as an access mech­
anism to a full-service network (FSN). This type of network is intended to serve all the 
communication needs of a subsc.:ribcr, including voice, video, and data applications. Such 
an all encompassing network could replace today's telephone srstem and cable system, and 
it could add e.x.t:Ta features Su(h as video telephony. A fuH-service acce~ network (FSAN)) 
consisting primarily of telephone and service providers, is working to piccc together exist­
ing standards where available and stimulate new standards to define a FSN. 

Summary 
This chapter focused on VDSL. The basic needs that VDSL is intended to fulfilJ were dis ­
cussed along with several candidate VDSL implementations. The approach differences of 
these implementations were highlighted, along with some pros and cons of each. Finally) 
VDSL network applications were discussed. The true direction and application drivers for 
VDSL are yet to be seen, but any technology promising the delivery speeds ofVDSL has 
great potential. 
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