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1. My name is June Ann Munford. I am over the age of 18, have personal 

knowledge of the facts set forth herein, and am competent to testify to the 

same.

2. I earned a Master of Library and Information Science (MLIS) from the 

University of Wisconsin-Milwaukee in 2009. I have over ten years of 

experience in the library/information science field. Beginning in 2004, I 

have served in various positions in the public library sector including 

Assistant Librarian, Youth Services Librarian and Library Director. I have 

attached my Curriculum Vitae as Appendix CV. 

3. During my career in the library profession, I have been responsible for 

materials acquisition for multiple libraries. In that position, I have cataloged, 

purchased and processed incoming library works. That includes purchasing 

materials directly from vendors, recording publishing data from the material 

in question, creating detailed material records for library catalogs and 

physically preparing that material for circulation. In addition to my 

experience in acquisitions, I was also responsible for analyzing large 

collections of library materials, tailoring library records for optimal catalog 
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search performance and creating lending agreements between libraries 

during my time as a Library Director. 

4. I am fully familiar with the catalog record creation process in the library 

sector. In preparing a material for public availability, a library catalog record 

describing that material would be created. These records are typically 

written in Machine Readable Catalog (herein referred to as “MARC”) code 

and contain information such as a physical description of the material, 

metadata from the material’s publisher, and date of library acquisition. In 

particular, the 008 field of the MARC record is reserved for denoting the 

date of creation of the library record itself. As this typically occurs during 

the process of preparing materials for public access, it is my experience that 

an item’s MARC record indicates the date of an item’s public availability.

5. Typically, in creating a MARC record, a librarian would gather various bits 

of metadata such as book title, publisher and subject headings among others 

and assign each value to a relevant numerical field. For example, a book’s 

physical description is tracked in field 300 while title/attribution is tracked in 

field 245. The 008 field of the MARC record is reserved for denoting the 

creation of the library record itself. As this is the only date reflecting the 

inclusion of said materials within the library’s collection, it is my experience 
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that an item’s 008 field accurately indicates the date of an item’s public 

availability.

6. I have reviewed Exhibit DISH-1015, Low-Complexity Inner Receiver Design 

for IEEE 802.16 OFDMA Systems by Wei-Chia Ting.  

7. Attached hereto as Appendix TING01 is a true and correct copy of the 

MARC record for Low-Complexity Inner Receiver Design for IEEE 802.16 

OFDMA Systems as held by the National Chiao-Tung University library. I 

secured this record myself from the library’s public catalog. The MARC 

record contained within Appendix TING01 accurately describes the title, 

author, publisher, and ISBN number of Low-Complexity Inner Receiver 

Design for IEEE 802.16 OFDMA Systems.

8. Attached hereto as Appendix TING02 is a true and correct copy of Low-

Complexity Inner Receiver Design for IEEE 802.16 OFDMA Systems as held 

by the National Chiao-Tung University library. I secured this file myself 

from the university’s thesis collection at 

https://ir.nctu.edu.tw/bitstream/11536/80784/1/352201.pdf. In comparing 

Exhibit DISH-1015 to Appendix TING02, it is my determination that 
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Exhibit DISH-1015 is a true and correct copy of Low-Complexity Inner 

Receiver Design for IEEE 802.16 OFDMA Systems by Wei-Chia Ting.

9. The 008 field of the MARC record in Appendix TING01 indicates the date 

of record creation. The 008 field of Appendix TING01 indicates National 

Chiao-Tung University library first acquired this book as of August 21, 

2007. Considering this information, it is my determination that Low-

Complexity Inner Receiver Design for IEEE 802.16 OFDMA Systems was 

made available to the public shortly after its initial acquisition as of August 

21, 2007. 

10. The 500 field of the MARC record is used by library catalogers to create 

general notes specific to their library. This field has no defined role for 

catalogers and is commonly used for a variety of purposes - notes about 

physical location in the library, the cataloging history of the material or 

mentioning other related materials are common examples. Although fields 

such as the 008, 245 and 650 fields are indexed in the same fashion from 

library to library, the 500 field is individual to the library in question and 

should be interpreted as written.
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11. The 500 field present in Appendix TING01 is used by the National Yang 

Ming Chiao Tung University to denote the availability of "Low-Complexity 

Receiver Design for IEEE 802.16 OFDMA Systems" in alternate formats 

and locations. According to the 500 fields found in Appendix TING01, 

National Ming Chiao Tung University published an electronic full-text 

version of "Low-Complexity Receiver Design for IEEE 802.16 OFDMA 

Systems" as of August 21, 2009. These fields also note that "Low-

Complexity Receiver Design for IEEE 802.16 OFDMA Systems" was 

published by the National Library as of August 21, 2009. The inclusion of 

these references in the 500 fields indicates that the publication of these 

alternate formats is distinct from the paper copy owned and made available 

by the National Yang Ming Chiao Tung University library as described in 

the remaining fields of the MARC record.

12. I have reviewed Exhibit DISH-1014, a paper entitled “Pseudo Noise 

Sequences for Engineers” by R.N. Mutagi as published in Electronics & 

Communication Engineering Journal April 1996.

13. Attached hereto as Appendix MUTAGI01 is a true and correct copy of the 

MARC record for Electronics & Communication Engineering Journal as 

held by the Carnegie Mellon University library. I secured this record myself 
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from the library’s public catalog. The MARC record contained within 

Appendix MUTAGI01 accurately describes the journal title, publisher, and 

ISSN number of Electronics & Communication Engineering Journal. The 

‘Location Items’ field of this record visible on page 2 indicates this 

collection includes the April 1996 edition of Electronics & Communication 

Engineering Journal containing “Pseudo Noise Sequences for Engineers” by 

R.N. Mutagi. 

14. Attached hereto as Appendix MUTAGI02 is a true and correct copy of 

“Pseudo Noise Sequences for Engineering” as published in Electronics & 

Communication Engineering Journal as held by the Carnegie Mellon 

University library. I secured these scans myself from the library’s collection. 

In comparing Exhibit DISH-1014 to Appendix MUTAGI02, it is my 

determination that Exhibit DISH-1014 is a true and correct copy of “Pseudo 

Noise Sequences for Engineering” by R.N. Mutagi as published in 

Electronics & Communication Engineering Journal April 1996.

15. The 008 field of the MARC record in Appendix MUTAGI01 indicates the 

date of record creation. The 008 field of Appendix MUTAGI01 indicates the 

Carnegie Mellon University library first acquired this journal as of 

December 15, 1988 and held the journal in perpetuity until 2002.
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Considering this information, it is my determination that Electronics & 

Communication Engineering Journal April 1996 and therefore “Pseudo 

Noise Sequences for Engineers” was made available to the public shortly 

after its initial release in April 1996. 

[remainder of page intentionally left blank]
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16. I have been retained on behalf of the Petitioner to provide assistance in the 

above-illustrated matter in establishing the authenticity and public 

availability of the documents discussed in this declaration. I understand that 

my declaration will be submitted as an exhibit to a petition for inter partes 

review. I am being compensated for my services in this matter at the rate of 

$200.00 per hour plus reasonable expenses.  My statements are objective, 

and my compensation does not depend on the outcome of this matter.

17. I declare under penalty of perjury that the foregoing is true and correct. I 

hereby declare that all statements made herein of my own knowledge are 

true and that all statements made on information and belief are believed to 

be true; and further that these statements were made the knowledge that 

willful false statements and the like so made are punishable by fine or 

imprisonment, or both, under Section 1001 of Title 18 of the United States 

Code.

Dated: 2/7/2024 

June Ann Munford

' 
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Low-Complexity Inner Receiver Design for IEEE 802.16e OFDMA 

Systems

Student: Wei-Chia Ting          Advisor: Dr. Wen-Rong Wu 

Department of Communication Engineering 

National Chiao-Tung University 

Abstract

In the 802.16e OFDMA receiver, a main operation in synchronization requiring high 

computational complexity is the preamble search. In this thesis, we propose a new algorithm 

to solve the problem. Our method, processing the signal in the frequency domain, is not 

affected by the channel response, and the computational complexity is low. Along with the 

method, we further propose an integer carrier frequency offset (CFO) estimation method, and 

other related synchronization modules. Despite the proposed new algorithms, we also build 

transceivers for both uplink and downlink, including space-time coding (STC). Numerical 

analysis and simulation results verify that the proposed algorithm is efficient and the 

performance of the synchronization is satisfactory. 
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Chapter 1: Introduction 

Due to the growing demand of high-speed wireless data service, the IEEE 802.16 

Working Group on Broadband Wireless Access (BWA) has been developing related standards 

and amendments, targeting for broadband Wireless Metropolitan Area Networks (MANs) 

since 1999. 

The first revision of IEEE 802.16 standard, published in 2002, defines the air interface in 

medium access control (MAC) layer and physical (PHY) layer. It provides fixed 

point-to-multipoint broadband wireless access networks, which supports single carrier (SC) 

transmission in the 10-66 GHz range with only line-of-sight (LOS) capability. The following 

two amendments, IEEE 802.16a and IEEE 802.16c, add the support for non-LOS (NLOS) 

scenarios in 2-11 GHz band. The physical (PHY) standard extended the implementation of 

Orthogonal Frequency Division Multiplexing (OFDM) and Orthogonal Frequency Division 

Multiple Access (OFDMA). More system profiles for the 10-66 GHz band were also added. 

In 2004, a major consolidation of above three standards has been published, named the IEEE 

802.16-2004 Air Interface Standard [1]. In December, 2005 IEEE ratified the 802.16e 

amendment [2] to the 802.16 standard. This amendment adds the features and attributes to the 

standard, necessary to support mobility. Scalable OFDMA (S-OFDMA) is also introduced in 

the IEEE 802.16e to support scalable channel bandwidths. 

Similar to the role of Wi-Fi for IEEE 802.11, the WiMAX (Worldwide Interoperability 

for Microwave Access) Forum was formed in June 2001 for IEEE 802.16. The objective of 

WiMAX Forum is to facilitate the deployment of broadband wireless networks based on the 

IEEE 802.16 standard by ensuring the compatibility and interoperability of broadband 

wireless equipment. Fixed WiMAX, based on the IEEE 802.16-2004 has been proven to be a 

cost-effective fixed wireless alternative to wireline broadband access such as cable and DSL. 
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The WiMAX Forum is now defining system performance and certification profiles [3][4][5] 

based on the IEEE 802.16e Mobile Amendment for Mobile WiMAX, which enables the 

convergence of mobile and fixed broadband networks through a common wide area 

broadband radio access technology and a flexible network architecture. 

The Mobile WiMAX Air Interface comprises 2 levels: medium access control (MAC) 

layer and physical (PHY) layer. The PHY layer adopts OFDMA for improving multi-path 

performance in NLOS environments. OFDMA shares most features of OFDM as a multiple 

access extension scheme. OFDM is considered as an efficient communication technique 

evolved from frequency-division multiplexing (FDM); it can be seen as one multi-carrier 

system. Today, OFDM is widely used in many communication systems such as ADSL, DVB, 

UWB, and WLAN. However, there are new challenges for OFDMA systems in spite of the 

frequency synchronization issues inherited from OFDM. The user of an OFDMA system must 

perform a preamble search from different Base Stations (BS) in the initial synchronization 

phase. The cell structure is also concerned on the cell boundaries when handover can be 

activated. Some approaches have been reported [6], [7], [8], in the literature; however, a faster 

and low-complexity solution has yet to be found. 

In this thesis, we focus on the baseband synchronization design for the OFDMA mode in 

IEEE 802.16 specification. At the same time, we have built the transceiver for both uplink and 

downlink, including space time coding (STC), one of the key feature in 802.16. We propose a 

fast and low-complexity algorithm for the preamble search, and design other related inner 

receiver blocks. Finally, computer simulations are conducted to show the effectiveness of the 

proposed algorithms. 

The rest of the thesis is organized as follows. In Chapter 2, we overview the specification 

of IEEE 802.16e OFDMA PHY layer, and the system profiles defined by Mobile WiMAX. In 

the first part of Chapter 3 discusses the possible synchronization structures of an OFDMA 
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system. The second part elaborates the proposed inner receiver design. In Chapter 4, 

simulation results are shown and analyzed. Finally, Chapter 5 gives conclusions and possible 

future works. 
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Chapter 2: Overview of IEEE 802.16 

OFDMA Physical Layer 

This chapter gives an overview of IEEE 802.16e OFDMA PHY layer. The purpose of the 

PHY is the physical transport of data between both sides in uplink and downlink. It is 

responsible for the transmission of the bit sequence. It defines the type of signal used, the kind 

of modulation and coding, the transmission power and also other physical characteristics. 

After processing, PHY converts the bit stream into a physical signal transmitted over a 

transmission medium.  

2.1 System Structure 

WirelessMAN-OFDMA is one of the five PHY interfaces defined in IEEE Std 802.16. It 

operates in the licensed frequency bands below 11 GHz, which is often considered as a NLOS 

scenario. In this section, we will outline the IEEE 802.16 OFDMA PHY system structure. 

OFDMA is the multiple access extension of OFDM, inheriting most of OFDM’s 

characteristics.

2.1.1 OFDMA Symbol Description 

(A) Time domain symbol 

In spectrum below 11 GHz, a robust BWA system must deal with multipath without 

resorting to highly directional antennas. By copy the redundant samples from the tail, the 

transmitted symbol remains continuous in phase after IFFT. The IFFT can also effectively 

transform a set of orthogonal narrowband transmissions into a single waveform. Figure 2-1 

illustrates the OFDMA symbol time domain structure. 
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Figure 2-1 : OFDMA symbol time domain structure 

The time duration is referred to as the useful symbol time Tb. A copy of the last Tg of the 

useful symbol period, termed CP, is added in front of the original symbol. It is used to resist 

multipath effect, while maintaining the orthogonality of the original symbol.  

(B) Frequency domain symbol 

When the subcarrier spacing is sufficiently small, the channel characteristics can be 

safely assumed to be constant across the subcarrier. This assumption drastically simplifies 

channel estimation since only one tap is required for each subcarrier. 

An OFDMA symbol is made up of subcarriers, and the number of which determines the 

FFT size; sizes of 2048, 1024, 512, and 128 are supported. We consider only the FFT size of 

2048 in this thesis. In the remainder of this thesis, the 2048-FFT will be assumed. Several 

subcarrier types are defined as 

Data subcarriers: for data transmission 

Pilot subcarriers: for various synchronization/estimation purposes 

Null subcarriers: no transmission, for guard bands and DC carrier 

The purpose of the guard bands is to enable the signal to naturally decay and create the 

FFT “brick wall” shaping. Unlike OFDM, the active OFDMA subcarriers are divided into the 

subsets of the subcarriers; each subset is termed a subchannel. In the downlink, a subchannel 

may be intended for different receivers; in the uplink, a transmitter may be assigned to one or 

more subchannels. Subcarriers in one subchannel may not be adjacent. The concept of 

subchannelization is shown in Figure 2-2. 

~Tg~--- Tb 
Ts ------
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Figure 2-2 : OFDMA frequency description 

2.1.2 System Parameters 

The parameters of the transmitted OFDMA signal are given in Table 2.1. The first three 

parameters shown below are the primitive parameters characterizing the OFDM symbol. The 

rest of the parameters are defined in terms of the primitive parameters.  

BW: Nominal system channel bandwidth. 

Nused: Number of used subcarriers, including DC subcarrier. 

n: Sampling factor. This parameter, in conjunction with BW, determines the 

subcarrier spacing, and the useful symbol time. This value is generally set to 28/25 

in Mobile WiMAX [3]. 

Table 2-1: Mobile WiMAX system parameters 

Parameters Values 

NFFT 128 512 1024 2048 1024 

BW (MHz) 1.25 5 10 20 7 8.75 

n 28/25 8/7 8/7 

Fs (MHz) 1.4 5.6 11.2 22.4 8 10 

Number of Subchannels 2 8 16 32 16 16 

Subcarrier Spacing (kHz) 10.94 7.81 9.77 

Useful Symbol Time Tb 91.4 microseconds 128.04 102.4 

Guard Time gT  (G = 1/8) 11.4 microseconds 
16.00

12.8

OFDMA Symbol Duration sT 102.9 microseconds 144.05 115.2 

' ~ ' ~ ~ 

' ... • • ~ ' ~·•·· ! ••• ·~.' ! !! • ~ . I I ••• I I I II .. • I II 
I I I I I II I II 
I I I I joc II I II 

Guard Bands I I I I ,t II I II Guard Bands 

- Pilot Subcarriers - ► Subchannel 2 

- Subchannel 1 -------► Subchannel 3 
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Number of OFDMA Symbols 

(5 ms Frame) 
48 34 43 

G: This is the ratio of CP time to “useful” time. The following values are 

supported: 1/32, 1/16, 1/8 and 1/4. 1/8 is used in [3]. 

NFFT: FFT size of the OFDM symbol. 

Sampling Frequency: ( / 8000) 8000SF floor n BW

Useful symbol time: /S FFTf F N

CP time: 1/bT f

OFDMA symbol time: S b gT T T

Sampling time: /b FFTT N

Scalable OFDMA 

OFDMA PHY is said to have Scalable OFDMA (S-OFDMA). The scalability is the 

change of the FFT size and the number of subcarriers. The change in the number of 

subcarriers provides for an adaptive transmission bandwidth and an adaptive data rate. 

S-OFDMA provides additional resource allocation flexibility according to the dynamic 

spectrum demand as a radio resource management. 

2.1.3 Frame structure 

Time Division Duplexing (TDD) Mode 

The WiMAX/802.16 standard includes the two main duplexing techniques: TDD and 

FDD. The choice of duplexing technique may affect certain PHY parameters and influence 

the supported features. TDD is the only duplexing mode defined in the initial release of 

Mobile WiMAX certification profiles [5]. In Mobile WiMAX system profiles, only 5ms 

duration is mandatory. We will only consider the TDD mode in this thesis. 

In the case of TDD, UL and DL transmissions share the same frequency but they take 

place at different times. Figure 2-3 illustrates the OFDMA TDD frame structure. Each frame 
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is divided into DL and UL sub-frames, separated by Transmit/Receive and Receive/Transmit 

Transition Gaps (TTG and RTG, respectively), preventing DL and UL transmission collisions. 

In a frame, the following control information is used to ensure optimal system operation: 

Preamble: The preamble, used for synchronization, is the first OFDM symbol of the 

frame. We will discuss more details about preamble in Chapter 3. 

Figure 2-3: WiMAX OFDMA TDD frame structure (Figure 7 from [3]) 

Frame Control Header (FCH): The FCH follows the preamble. It provides the frame 

configuration information such as MAP message length and coding scheme, and 

usable sub-channels. It is transmitted as QPSK symbols using the mandatory coding 

scheme with rate 1/2 and four repetitions. 

DL-MAP and UL-MAP: They provide sub-channel allocation and other control 

information for the DL and UL sub-frames respectively. 

UL Ranging: The UL ranging sub-channel is allocated for mobile stations (MS) to 

perform closed-loop time, frequency, and power adjustment as well as bandwidth 

requests.

2.1.4 OFDMA basic terms definition 

There are various processing units in OFDMA since the MAC data are mapped 
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two-dimensionally on time and frequency domains. We briefly describe basic OFDMA terms 

in this subsection. 

One-dimension units: 

OFDMA signal: The most basic unit on time domain, as defined in 2.1.1 

Subcarrier (Tone): The most basic unit on frequency domain, as defined in 2.1.1 

Subchannel: In OFDMA, subcarriers are divided into subsets of subcarriers, each subset 

representing a subchannel as shown in Figure 2-2. Each of the permutation modes of 

OFDMA has its definition for a subchannel. 

Two-dimension units: 

Slot: The minimum possible data allocation unit in the time-frequency domain. A slot 

always consists of a single subchannel, but, depending on the physical mapping, consists 

of one to three OFDMA symbols. See Table 2-2 for its definitions. 

Table 2-2: Slot definition 

Permutation mode Slot definition 

DL FUSC; DL OFUSC 1 subchannel × 1 OFDMA symbol 

DL PUSC 1 subchannel × 2 OFDMA symbol 

DL TUSC1,DL TUSC2 

UL PUSC, UL OPUSC 
1 subchannel × 3 OFDMA symbol 

AMC (both DL and UL) 1 subchannel × 1 OFDMA symbol 

Cluster/Tile/Bin: A special time-frequency unit used for specific subcarrier allocation 

scheme. Cluster is the unit for DL PUSC; while Tile is the unit for UL PUSC. Bin is used 

for AMC. 

Burst (Data Region): It is a two-dimensional allocation of a group of slots in the 

time-frequency domain. Every burst has its own modulation and coding scheme.  

Segment: A segment is a subdivision of the set of available subchannels, controlled by a 
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single instance of the BS MAC. Due to the use of sectorization antennas, there are three 

segments. Every segment has its own subchannel groups. 

Permutation Zone: It is a number of contiguous OFDMA symbols that use the same 

permutation mode. A downlink subframe or an uplink subframe may contain more than 

one permutation zones. 

Frame: Frame is a structure data sequence and contains both the uplink subframe and the 

downlink subframe. 

Figure 2-4 : OFDMA PUSC unit structure 
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2.1.5 Baseband system 

The baseband system represents the whole physical layer except for the analog and RF 

sections. For both downlink and uplink transmitters, the baseband system can be roughly 

divided into two or three modules: 

Channel coding  

Subcarriers allocation 

Transmit diversity coding (optional) 

In the receiver, it is mainly divided two modules: inner receiver and outer receiver. The 

outer receiver is further divided into modules as that in the transmitter. In OFDMA, inner 

receiver performs preamble search, timing synchronization, and frequency synchronization. 

Figure 2-5 illustrates the architecture of the baseband processing system. Due to the lack of 

preamble in uplink, the inner receiver in the base station is simpler to design. The uplink 

synchronization will be conducted during the contention. 

Figure 2-5 : Baseband communication system 

Operations of the transmitter and the outer receiver will be discussed in this chapter. The 

operation of the inner receiver will be explained in Chapter 3. 
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2.2 Channel Coding  

The radio link is a rapidly varying link, often suffering from great interference. The main 

tasks of channel coding are to prevent and to correct the transmission errors generated by 

radio link interferences. The 802.16 OFDMA channel encoding consists of randomization, 

FEC, interleaving, repetition, and modulation. These operations are shown in Figure 2-6. The 

corresponding operations at the receiver are applied in the reverse order. In this section, we 

only make a brief description of each block. Further information can be obtained through [1], 

[2] and [7]. 

Figure 2-6 : Channel coding process 

2.2.1 Concatenation 

Concatenation is a function of concatenating multiple MAC PDUs into a single PHY 

burst in order to reduce the overhead. It divides one data burst into blocks. If the content of 

MAC PDU does not fit exactly the size of allocated burst, a padding of 0xFF (“all 1”) must be 

conducted to the end of the block to fill the blank. Concatenation is possible in both UL and 

DL.

2.2.2 Randomization 

Randomization is a function that randomizes the data to avoid non-centered data 

sequences which are composed of consecutive ones or zeros. Such sequences result in a high 

PAPR for the OFDM symbol. Randomization is performed by passing the block of data to be 

transmitted through a pseudo-random binary sequence (PRBS) with polynomial 1+x14+x15, as 

shown in Figure 2-7. For each FEC block, the same fixed initialization value is used, 

regardless of when and where it is transmitted. However, the objective to reduce PAPR is can 

Randomization FEC Interleaving Repetition Modulation 
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also be achieved in the OFDMA PHY due to the logical to physical permutations and the 

different time-frequency allocation that may be used when retransmitting the data. 

Figure 2-7 : PRBS for data randomization 

The randomizer is initialized with the vector: [LSB] 0 1 1 0 1 1 1 0 0 0 1 0 1 0 1 [MSB]. 

Data randomization is performed on all data transmitted, downlink and uplink, except for 

those in the FCH. 

2.2.3 Forward Error Correction (FEC) Coding 

For OFDMA PHY, the FEC encodings are: 

(Tail-biting) Convolutional Code (CC): This code is mandatory in 802.16 standard. 

According to WiMAX profiles, only the Zero-Tailing Convolutional Code (ZT CC) is 

mandatory. 

Convolutional Turbo Codes (CTC): This code is optional in 802.16 standard but 

mandatory in mobile WiMAX profiles 

Block Turbo Coding (BTC): This code is optional. 

Low Density Parity Check (LDPC) codes: This code is optional. 

In tail-biting CC, the convolutional encoder memories are initialized by the last six data 

bits of the FEC block being encoded. It avoids the 1 byte of tail overhead employed by 

optional zero tailing CC in the cost of increased computation for decoder.  

LSB 
2 3 4 6 7 S 

===----------,~ ~ u 
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After randomization, each FEC block is encoded by the binary convolutional encoder, 

which have native rate of 1/2, a constraint length equal to K=7. The following generator 

polynomials are used to derive its two coded bits: 

YG

XG

OCT

OCT

For     133

For     171

1

1

The puncturing patterns and serialization order that is used to realize different code rates 

defined in Table 2-3. In the figure, “1” means a transmitted bit and “0” denotes a removed bit. 

Table 2-3 : Puncture configuration 

Code Rates 1/2 2/3 3/4 

dfree 10 6 5 

X 1 10 101 

Y 1 11 110 

XY X1Y1 X1Y1Y2 X1Y1Y2X3

2.2.4 Bit-interleaving 

Interleaving is used to protect the transmission against long sequences of consecutive 

errors, which are very difficult to correct. These long sequences of error may affect many bits 

in a row and result in lots of transmitted burst losses. By including some diversity, 

interleaving can facilitate error correction. The interleaver is made of two steps: 

1. Ensures that adjacent coded bits are mapped onto nonadjacent subcarriers.  

2. Ensures that adjacent coded bits are mapped alternately onto the least or most 

significant bits of the constellation, thus avoiding long runs of low reliability bits.  

2.2.5 Repetition 

Repetition can be used to increase signal margin over the original modulation and FEC 

mechanisms. Let the repetition factor be R, which can be 2, 4, or 6. For the uplink, the 

allocated slots are repeated R times. 
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Thus, the binary data that fit into a region that is repetition coded is reduced by a factor 

R compared to an unrepeated region of the slots with the same size and FEC code type. After 

FEC and bit-interleaving, the data is partitioned into slots, and each group of bits designated 

to fit in a slot will be repeated R times to form R contiguous slots following the normal slot 

ordering that is used for data mapping. The repetition scheme applies only to QPSK 

modulation and all coding schemes except HARQ with CTC.  

2.2.6 Modulation 

Four modulations are supported by the IEEE 802.16 standard: BPSK, QPSK, 16-QAM 

and 64-QAM. It is simple to see that the larger the constellation size, the more spectrum 

efficient but less robustness to interference we will have. With different constellation sizes, 

link adaptation can then be used. If the radio link is in good condition, we can then use a 

modulation with larger constellation size, and vice versa. 

BPSK: One bit/modulation symbols. It gives high immunity against noise and 

interference as a very robust modulation. BPSK is only used for preambles and ranging 

signals in OFDMA. 

QPSK: 2 bits/modulation symbols. QPSK is less noise resistant than BPSK as it has a 

smaller immunity against interference, but higher spectral efficiency. 

16-QAM: 4 bits/modulation symbol. 

64-QAM: 6 bits/modulation symbol. 64-QAM is optional for OFDMA PHY, yet the 

Mobile WiMAX profiles subsume 64-QAM as mandatory. 

2.3 Subcarrier Allocation 

In the OFDMA PHY, the mapping of data to physical subcarriers occurs in two steps. In 

the first step, dictated by the scheduler, data are mapped to one or more data slots on one or 
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more logical subchannels. We call this step “Data Mapping”. In the second step, for each data 

slot, each logical subchannel is then mapped to a number of physical subcarriers, with a 

mapping that may vary from one OFDM symbol to the next. The second step is termed as 

“subcarrier allocation” or “permutation”. 

Subcarrier allocation can be categorized in the following modes: partial usage of 

subchannels (PUSC) and full usage of the subchannels (FUSC) in the downlink, PUSC in the 

uplink, and other optional usages. PUSC is corresponds to allocate some of the subchannels to 

the transmitter; FUSC to allocate all subchannels to the transmitter. As shown in Figure 2-8, a 

single frame may contain one or more permutation zones. The first DL zone must be the 

PUSC zone because the MS does not have any message regarding allocation before first zone. 

The first PUSC zone must be QPSK modulated 1/2 CC coded with repetition 4. This thesis 

focuses on the subcarrier allocation of DL-PUSC and UL-PUSC. 

Figure 2-8 : Illustration of OFDMA frame with multiple zones 

2.3.1 DL PUSC 

For DL PUSC, the pilot tones are allocated first. What remains are data subcarriers, 

which are divided into subchannels that are used exclusively for data. There is one set of 

common pilot subcarriers for each major group including a set of subchannels in DL PUSC. 

Figure 2-9 depicts the cluster structure. 
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Figure 2-9: Cluster structure 

Table 2-4 : 2048-FFT OFDMA downlink subcarrier allocations for PUSC 

Parameter Value Comments 

Number of DC subcarriers 1 Index 1024 (counting form 0) 

Guard subcarriers: Left, Right 184,183  

Number of used subcarriers 

(Nused)

1681 Number of all subcarriers used within 

a symbol, including all possible 

allocated pilots and the DC carrier. 

Number of subcarriers per cluster 14 2 are pilot subcarriers. 

Number of cluster 120  

Renumbering sequence 1 Used to renumber clusters before 

allocation to subchannels. Details can 

be found in [1] and [2]. 

Number of data subcarriers in 

each symbol per subchannel 

24

Number of subchannels 60  

Basic permutation sequence 12 

(for 12 subchannels) 

 6,9,4,8,10,11,5,2,7,3,1,0 

Basic permutation sequence 8 

(for 12 subchannels) 

 7,4,0,2,1,5,3,6 

Figure 2-4 shows the partition from a frame to a subcarrier in frequency domain. One 

frame of used subcarriers (1680 subcarriers excluding DC) is divided into three segments, 

each segment of 560 subcarriers is divided into 20 subchannels, each subchannel of 28 

subcarriers is divided into two clusters, and each cluster (14 subcarriers) is divided into 12 

data subcarriers and 2 pilot subcarriers. The location of the pilot subcarrier is also depicted in 

the figure. Note that the slot and the cluster are two-dimensional, and one cluster corresponds 

to exactly a half slot. 

0 0 0 0 0 0 0 0 0 0 0 0 0 0 even symbols 

0 0 0 0 0 0 0 0 0 0 0 0 0 0 odd symbols 

0 Data subcarrier 

0 Pilot subcarrier 
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2.3.2 UL PUSC 

For UL PUSC, the set of used subcarriers is first partitioned into subchannels and then 

the pilot subcarriers are allocated from with each subchannel. Each subchannel contains its 

own set of pilot subcarriers. 

Table 2-5: 2048-FFT OFDMA uplink subcarrier allocations for PUSC 

Parameter Value Comments 

Number of DC subcarriers 1 Index 1024 (counting form 0) 

Guard subcarriers: Left, Right 184,183  

Number of used subcarriers 

(Nused)

1681 Number of all subcarriers used within 

a symbol, including all possible 

allocated pilots and the DC carrier. 

Number of tiles (Ntiles) 420  

Number of subchannels 70  

Number of tiles per slot 6  

Number of subcarriers per tile 12 4 are pilot subcarriers. 

Number of subcarriers per slot 72 24 are pilot subcarriers 

Nsubcarriers 48 Number of data subcarriers per slot 

TilePermutation  Used to renumber tiles. Details can be 

found in [1] and [2]. 

A slot in the uplink is composed of three OFDMA symbols and one subchannel, within 

each slot, there are 48 data subcarriers and 24 fixed-locations pilots. The subchannel is 

constructed from six uplink tiles, each tile has four successive active subcarriers and its 

configuration is illustrated in Figure 2-10. 

Figure 2-10: Description of an uplink tile 
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2.3.3 Data Mapping 

After modulation, the constellation-mapped data are subsequently allocated onto slots 

and then to the burst area (OFDMA data region). The subcarrier allocation within a slot uses 

the algorithms described below, as also depicted in Figure 2-11. The slot mappings of DL and 

UL are depicted in Figure 2-12 and Figure 2-13, respectively. 

Figure 2-11 : Mapping subcarriers to a slot 
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Figure 2-12: Mapping slots to a burst in downlink 

Figure 2-13 : Mapping slots to an uplink zone in uplink 

2.3.4 DL Subcarrier Allocation 
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The permutation is a function similar to the subcarrier interleaving. It exchanges the 
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8 subchannels. The number of subchannels per group is denoted Nsubchannels and the number of 

subcarriers per subchannel is denoted Nsubcarriers. As mentioned, one subchannel contains 24 

data subcarriers in PUSC. Then, allocate subcarriers in each group to subchannels for each 

OFDMA symbol using (2-1), called a permutation formula. 

ssubchannelssubchannelkskssubchannel NPermBaseDLNnpnN

sksubcarrier

mod_]mod[

),(
             (2-1) 

, where 

),( sksbucarrier is the subcarrier index of subcarrier k  in subchannel s ,

k is the subcarrier-in-subchannel index form the set 

[0… ssubcarrierN -1],

s is the index number of a subchannel, from the set 

[0… ssubchannelN -1],

kn ssubcarrierNsk mod)13(

ssubchannelN is the number of subchannels, 12 in even group and 8 in odd 

group

ssubcarrierN is the number of data subcarriers per subchannel in each 

OFDMA symbol, 

][ jps is the series obtained by rotating basic permutation sequence 

cyclically to the left s times, 

DL_PermBase is an integer ranging from 0 to 31, which is set to preamble 

IDcell in the first zone and determined by the DL-MAP for 

other zones 

In initialization, an subscriber station (SS) must search for the downlink preamble. After 

finding the preamble, the SS will know the IDcell used for the permutation. 

Renumbering

Since PUSC subcarrier permutation is conducted in each group separately, subcarriers 

will not be exchanged among groups. The function of the renumbering is to interleave 

subcarriers among groups. Renumbering uses a cluster as the basic unit to exchange the 

logical clusters into physical clusters using (2-2): 
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RenumberingSequence( ), First DL zone

RenumberingSequence( 13 _ mod120),o.w.

LogicalCluster

PhysicalCluster

PhysicalCluster DL PermBase
       (2-2)

2.3.5 UL Subcarrier Allocation 

Permutation

The mapping of data onto the subcarriers will follow (2-3). This equation calculates the 

subcarrier index to which the data constellation point is to be mapped. 

 ( , ) ( 13 ) mod subcarrierssubcarrier n s n s N  (2-3) 

, where  

( , )subcarrier n s is the permutated subcarrier index corresponding to data 

subcarrier n  and subchannel s ,

n is a running index 0…47, indicating the data constellation point, 

s is a running index 0…69, indicating subchannel number, 

subcarriersN is the number of subcarriers per slot. 

Renumbering

The usable subcarriers in the allocated frequency band shall be divided into tilesN

physical tiles as defined in Figure 2-10 with parameters from Table 2-5. The logical tiles are 

mapped to physical tiles in the FFT using. 

( , )

[( ) mod ] _ modsubchannels subchannels subchannels

Tiles p q

N q Pt p q N UL PermBase N
          (2-4) 

, where  

( , )Tile p q is the physical tile index in the FFT with tiles being ordered 

consecutively from the negative to the most positive used 

subcarrier (0 is the starting tile index) 

p is the tile index 0…5 in a subchannel 

q is the subchannel number in the range 0,..., 1subchannelsN

Pt is the tile permutation 

UL_PermBase is an integer value in the range 0…69, which is assigned by a 

management entity 

subchannelsN is the number of subcarriers per slot. 
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2.3.6 Pilot and Subcarrier Randomization 

Pilots, similar to the preamble, are known by the receiver before data transmission. They 

are inserted into data sequence and can be used by the receiver for synchronization and 

channel estimation. 

The subcarrier randomization is different from the data randomization. The values of 

pilots and data subcarriers are generated from the same PRBS sequence. Signals in subcarriers 

will be multiplied by the sequence to achieve randomization effect. The PRBS generator 

depicted in Figure 2-14 should be used to produce a sequence, ‘wk’, where ‘k’ is the 

physically (after renumbering) used subcarrier index. The polynomial for the generator is 

‘X11+X9+1’. 

b0  b1  b2  b3  b4  b5  b6  b7  b8  b9 b10

Figure 2-14 : PRBS generator for pilot modulation and subcarrier randomization 

The initialization vector of the PRBS generator for both uplink and downlink is 

designated as b10~b0, such that: 

b0~b4 = Five least significant bits of IDcell as indicated by the frame preamble in the 

first downlink zone and in the downlink AAS zone with Diversity_Map support, 

DL_PermBase following STC_DL_Zone_IE, and 5 LSB of DL_PermBase following 

AAS_DL_IE without Diversity_Map support in the downlink. Five least significant 

bits of IDcell (as determined by the preamble) in the uplink. For downlink and uplink, 

b0 is MSB and b4 is LSB, respectively. 

b5~b6 = Set to the segment number + 1 as indicated by the frame preamble in the first 

LSB MSB 
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downlink zone and in the downlink AAS zone with Diversity_Map support, PRBS_ID 

as indicated by the STC_DL_Zone_IE or AAS_DL_IE without Diversity_Map 

support in other downlink zones, and 0b11 in the uplink. For downlink and uplink, b5 

is MSB and b6 is LSB, respectively. 

b7~b0 =0b1111 (all ones) in the downlink and four least significant bits of the Frame 

Number in the uplink. For downlink and uplink, b7 is MSB and b10 is LSB, 

respectively. 

For example, the initialization vector of the PRBS generator is b10~b0 = 10101010101, 

the result in the sequence wk = 1010101010100000… in the uplink. 

After generating wk, the pilot subcarrier ck should be modulated according to following 

equations.

For the mandatory tile structure in the uplink: 

1
Re{ } 2

2

Im{ } 0

k k

k

c w

c

 (2-5) 

For downlink PUSC, each pilot shall be transmitted with a power boosted of 2.5 dB 

higher than the average non-boosted power of each data tone: 

8 1
Re{ }

3 2

Im{ } 0

k k

k

c w

c

 (2-6) 

The subcarrier randomization is accomplished as each modulated data subcarrier is 

multiplied by the factor kw
2

1
2 . In DL PUSC, we can combine the pilot and data 

subcarrier randomization by inserting the value of 4/3 into pilot subcarriers and then 

multiplying both pilot and data subcarriers with the same factor kw
2

1
2 . 
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2.4 Smart Antenna Technologies 

For operations below 11 GHz, the IEEE 802.16 standard provides support for advanced 

multi-antenna systems, including adaptive antenna systems (AAS), and open-loop transmit 

diversity methods such as, space-time coding (STC), spatial multiplexing (SM), and 

frequency hopped diversity coding (FHDC). 

We choose STC as our multiple antenna scheme. STC uses the optimal space-time block 

code presented by Alamouti [9], which achieves channel capacity. The STC coding gain can 

be used to increase spatial diversity. For simplicity, we assume that there are two transmit 

antennas in the BS side and one reception antenna in the SS side. Decoding of this scheme is 

very similar to maximum ratio combining. 

STC encoding shall be performed after constellation mapping and before subcarrier 

randomization. 0s  and 1s represent two subcarriers at the same frequency in two consecutive 

OFDMA symbols (each OFDMA subcarrier is referred to as a channel use). The STC coding 

is done on all data subcarriers that belong to an STC coded burst in the two OFDMA symbols. 

Pilot subcarriers are not encoded and are transmitted from either antenna 0 or antenna 1. 

The regular subchannel and preamble transmission in the downlink shall be performed 

from only one antenna (Antenna 0) while the transmit diversity subchannels transmission 

shall be performed from both antennas obeying STC encoding formulas. 

The operation of STC is described as follows: Data for two subsequent OFDMA symbols 

0s and 1s are collected after the modulation stage, where the pilot modulations are the same 

for the first and second symbol. After subcarrier allocation, the first OFDMA symbol of the 

STC block, 0s is transmitted from the first antenna and 1s is transmitted from the second 

antenna. During the second OFDMA symbol of the STC block, the first OFDMA symbol of 

the STC block, *

1s  is transmitted from the first antenna and *

0s  is transmitted from the 
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second antenna. The channel is assumed to be constant during the two-symbol interval. 

The received signals 0r  and 1r  from each antenna during two symbol periods can be 

denoted as  

0 10 0

* *

1 01 1

s sr h

s sr h
 (2-7) 

The receiver then applies the following transform to achieve the estimates using the 

channel estimates 0ĥ  and 1ĥ :

*

0 10 0

**
1 11 0

ˆ ˆˆ

ˆ ˆˆ

h hs r

s rh h
 (2-8) 

 For the pilots, different sequences apply to odd and even OFDMA symbols, but the pilots 

are placed on the same subcarriers in both symbols. This is described in Figure 2-15.  

Figure 2-15: Cluster structure for STC PUSC using 2 Antennas 

2.5 Summary 

In this chapter, we complete the whole baseband processing for both transmitter and 

receiver. Figure 2-16 illustrates the OFDMA PHY transmitter architecture in PUSC. 
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Subcarrier AllocationChannel Coding

DL

Figure 2-16 : Baseband transmitter 

Figure 2-17 illustrates the OFDMA PHY receiver architecture in DL PUSC. It consists of 

an inner and outer receiver. The outer receiver reverses the operation conducted in the 

transmitter, while the inner receiver performs synchronization, channel estimation, and 

equalization. 

Outer Receiver

Inner ReceiverChannel Coding Subcarrier Allocation

DL

Figure 2-17: Baseband receiver
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Chapter 3: Proposed Inner Receiver Design 

Synchronization is of great importance to OFDM systems. Similar to OFDM, OFDMA is 

sensitive to carrier frequency offsets and timing errors. The OFDMA systems have to perform 

preamble searching due to the lack of known preamble symbol. However, the situation 

becomes much more complex for the MS on cell boundaries, where the SNR is typically very 

low. 

In this Chapter, we will first describe the structure of the OFDMA downlink preamble 

sequences. Then, we consider channel environments on the cell boundaries and related 

synchronization issues. Then we propose our inner receiver design to deal with the problems. 

The FFT size used here is 2048, and the corresponding system profiles used are given in 

Chapter 2. 

3.1 Preamble Structure 

The first symbol of the downlink subframe is the preamble. It is used for initial 

synchronization and identification of the segment number. Subcarriers in the preamble are 

divided into three carrier-sets, each represents a different segment. The preamble carrier-sets 

are defined as below 

nPreambleCarrierSet 3s k  (3-1) 

, where 

nPreambleCarrierSet  specifies all subcarriers allocated to the specific 

preamble 

s in the number of the preamble carrier-set indexed 0~2 

k is a running index 0~567 

The preamble subcarriers are modulated using a boosted BPSK modulation with a 

specific Pseudo-Noise (PN) code. These preamble modulation series are specified in Table 
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309, 310, 311, 312 in [1] and [2]. In each table, every segment has 38 preamble series, 

summing up to a total number of 114. The segment number and the ID cell are the main 

factors determining which preamble series to use. The series is hexadecimal and should be 

converted to binary before modulation on the subcarriers. 

The preamble from each segment will occupy only one third of the available subcarriers. 

For illustration, we assume that the preamble received is for segment 0. Figure 3-1 shows the 

subcarrier locations the preamble signal uses. The subcarrier locations for segment 1 are one 

subcarrier right shifted from those of segment 0, while those for segment 2 are two subcarriers 

right shifted. The guard bands of the preamble vary from the FFT sizes. We can see that for 

2048 size, there are 172 subcarriers on the each side of the guard band. 

Figure 3-1: Preamble structure in the frequency domain 

From the subcarrier locations, we can see that the preamble can be seen as a 

down-sampled signal with a factor of 3. This leads to a periodic signal in the time domain 

similar to the preamble used in IEEE802.11. It is simple to see that the time-domain preamble 

waveform has three periods. We can then exploit this property to conduct synchronization. 

However, the FFT size is always a power of two, which is not divisible by three. In other 

words, the time-domain waveform is not exactly periodic. Figure 3-2 shows a single tone 

signal from 0 to 6 , giving three periods. As we can see in the figure, the sampling errors do 

exist between the three periods. 
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Figure 3-2: Sine function in 3 identical parts (the number of samples is not divisible by 3) 

3.2 Channel Model 

The physical channel effect can be divided two parts: the effect due to actual signal 

propagation channel, and that due to the non-ideal analog and RF components. The first one 

contributes to multipart channel fading and the transmission delay, while the second part to 

noises, carrier frequency offset, sampling offset, and nonlinear RF effects. In the receiver, we 

then have to use various signal process algorithms to compensate for these effects. 

3.2.1 Multipath Fading Channel 

OFDMA works on the frequency band under 11 GHz, in which the propagation often 

occurs as NLOS. As a result, the receiver may receive signal experiencing reflections or 

diffractions on multiple paths. These multiple-components signals arrive with different delay, 

amplitude, and phase, causing constructive or destructive signal combination at the receiver. 

In general, destructive combination is known as multipath fading. 

The received signal can be modeled in the time domain as: 
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, where [ ]r n denotes the received signal, [ ]h n the channel impulse response, [ ]s n  the 

transmitted signal, [ ]w n is AWGN, i the path index, i the delay spread of i th multiple 

components, and n the sample index. In the frequency domain, the received signal can be 

written as: 

[ ] [ ] [ ] [ ]R k H k S k W k  (3-4) 

, where R [k] denotes the received frequency-domain signal, H [k] is the channel frequency 

response, S [k] is the transmitted frequency-domain signal, and W [k] AWGN, all for 

subcarrier k.

Main Path Delay 

If the delay spread of the multipath channel is large, received OFDM symbols may 

overlap; this effect is termed as inter-symbol interference (ISI). Even without ISI, the delay 

spread will reduce the effective CP length, affecting the sensitivity of timing synchronization. 

The main path delay (timing offset) usually grows with propagation distance. Assuming that 

the timing offset for the receiver is delayed by n samples, which is equal to the actual 

sample n minus inaccuracy sample  ( n n ). The received samples as shown in (3-2) 

can be expressed as 

[ ] [ ] [ ] [ ] [ ]i i

i

r r n n h n n s n n w n n  (3-5) 

Thus, we have the received signal in the frequency domain as 

2 ( / )[ ] ( [ ] [ ] [ ]) where N is FFT sizej k N n
R k H k S k W k e  (3-6) 

From (3-5), we can see that the timing offset causes the phase rotation of the received 

signal (proportional to subcarrier index). Assuming there is no multipath fading, if the timing 

offset n is larger than zero or smaller than the negative CP length, the inter-symbol 

interference (ISI) and inter-carrier interference (ICI) will occur, as depicted in Figure 3-3. For 

this reason, it is usually to advance a couple of samples when the timing offset is 
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compensated. 

Fading

 Multipath fading is due to the movement of the MS in NLOS environments. The mutual 

movement between the MS and the BS causes a shift in the carrier’s frequency, called 

Doppler shift, as observed by the receiver. The Doppler shift varies the phase of the signal 

from each multipath component rapidly, resulting in the rapid change to the sum of the signals. 

The Doppler shift df  can be calculated as 

cos( ) c
d

v f
f

c
 (3-7) 

,where v  is the mobile’s speed,  is the angle of movement relative to the direct path 

between the transmitter and the receiver, cf  the carrier frequency of the system, and c  the 

speed of light. 

[ ]r

Figure 3-3 : ISI caused by timing offset 

In this thesis, we adopt spatial channel model (SCM), provided by 3GPP, as our 
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speed we tested in this thesis is from 20 km/h to 300 km/h. 

3.2.2 Noise 

Noise refers to the unwanted signals, degrading the desired signal in the system. In the 

communication system simulations, we often use AWGN model as the noise model. AWGN 

refers to additive white noise whose density function is Gaussian. It produces a simple 

mathematical model useful for gaining insight into the underlying behavior of a system before 

other phenomena can be considered. As far as the amplifier system is concerned, noise can be 

generated by itself and received at its input. 

Noise generated by amplifies: thermal noises, shot noise, black body radiation from the 

earth, and other warm objects.  

Noise received at input: atmospheric noise, man-made noise, and the inter-cell 

interference if the SS is on the cell boundary. 

3.2.3 Inter cell interference 

Segmentation in IEEE 802.16 system enhances the difficulty of preamble 

synchronization. As mentioned [1], [2], the preamble sequence is determined by BS’s cell ID 

and the segment number. Figure 3-4(1) depicts one scenario in cell boundaries, in which 

distances from the MS to two different BS’s are the same. 

In this scenario, the signal sent from BS ‘a’ can be ignored since L  may be much 

smaller than aL . Figure 3-4 (2) shows another scenario that distances from the MS to all 

three BS’s are the same. We can therefore assume that preambles received on the cell 

boundary have similar powers and approximate same timing offsets. Figure 3-5 shows the 

area where the strong inter-cell interference can exist. In these areas, the preamble 

synchronization will become difficult since the signal-to-noise become quit low. It is simple 

to see that the SNR in Figure 3-4 (1) is below 0 dB, and that in Figure 3-4 (2) is below –3 dB.  
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Figure 3-4: Illustration of the distance between BS and cell boundaries 

Figure 3-5: Illustration of the cell boundaries 

Note that the three BS’s in adjacent cells cannot be time-synchronized. As a result, 

preambles from different BS’s will not be received at the same time slot. If the MS wants to 

receive the preamble signal from a certain BS, signals received from other BS’s can then be 

considered as noise. If the BS’s are synchronized, preamble signals from different BS’s will 

be received at the same time slot. The periodical property of the preamble will be lost. In this 

case, preamble synchronization will not be possible. 
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3.2.4 Frequency Offset 

Both the transmitter and the receiver use their own oscillators to generate the carrier and 

sampling frequencies. However, the frequencies generated in the receiver will not be exactly 

the same as those from the transmitter. The difference between the transmitter and receiver 

oscillator frequencies is called the frequency offset. The frequency offset can be divided into 

two types: carrier frequency offset (CFO) and sampling frequency offset (SFO). 

CFO

The CFO results from the carrier frequency mismatch between the transmitter and the 

receiver. The OFDM systems are very sensitive to CFO, since the subcarrier spacing is very 

small compared to single-carrier systems. Presentation of the CFO leads to two main 

degradations:

1. Amplitude loss of desired subcarriers: Subcarriers are no longer sampled at the peaks of 

sinc-functions in the windowed DFT. 

2. ICI: Sinc-functions from neighboring subcarriers are not sampled at their zero-crossings. 

We abbreviate the transmitted signal [ ]s n  in (3-2) as sn. Then, the complex passband 

signal can be expressed as 

2 t sj f n t

n ny s e  (3-8) 

, where tf  is the transmitter carrier frequency. Using a carrier with frequency rf , we can 

down-convert the received signal at the receiver. Let the resultant baseband signal be nr , we 

then have (ignoring noise for the moment)  

2

2 2

2

2

r s

t s r s

t r s

s

j f n t

n n

j f n t j f n t

n

j f f n t

n

j f n t

n

r y e

s e e

s e

s e

 (3-9) 
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, where rt fff  is the carrier frequency offset, s s FFTt T N  is the sampling period. 

We define the normalized carrier frequency offset as 

f

f
 (3-10) 

, where s

FFT

F
f

N
 is the subcarrier spacing. We further split the normalized CFO into 

                    , , 1z z  (3-11) 

, where z  is the integral part of the CFO (ICFO), and  is the fractional part of the CFO 

(FCFO). Generally, we have to deal with both ICFO and FCFO. 

SFO

The SFO results from the mismatch between the frequency used in the digital to analog 

converter (DAC) at the transmitter, and that in the analog to digital converter (ADC) at the 

receiver. The SFO will have two main effects:  

1. A slow drift of the symbol timing boundary, which rotates the phase of the subcarriers 

similar to timing offset 

2. Loss of the orthogonality of the subcarriers, leading to ICI and loss of signal to noise ratio 

(SNR)

Let the SFO be TTT  where T and T are the receiver and transmitter sampling 

periods, respectively, as shown in Figure 3-6. Then the normalized sampling error can be 

defined as 
T

TT
t . After DFT, the received signal can be expressed as 

2

[ ] [ ] sinc( ) [ ] [ ] ( ) [ ]
s

u

T
j k t l

T

l l l l lR k e S k k t H k W k C t k  (3-12) 

, where l is the OFDMA symbol index, k is the subcarrier index, Ts is the duration of the total 

symbol, Tu is the duration of the useful data portion, Wl is AWGN and ltC )( is the induced 

I 

I 
I I 
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ICI due to the SFO. 

Figure 3-6: Transmit and receive sampling periods 

 Figure 3-7 shows an example comparing the original symbol waveform and that affected 

by SFO. We can see that even the SFO is comparatively small, it still can cause a significant 

deviation after a long period time. 

Figure 3-7 : SFO in cosine function 

If the T  is small enough that the ICI term can be ignored, the remained significant 

term is u

s

T

T
ltkj

e
2

. This term shows the amount of angle rotation experienced by the different 

subcarriers, as shown in Figure 3-8. The angle depends on both the subcarrier index k and the 

OFDMA symbol index l. Even though the term T  is quite small, as l increases, the rotation 

may eventually become so large that correct demodulation is no longer possible. 
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Figure 3-8 : SFO effect in the frequency domain 

3.3 Proposed Inner Receiver Design 

The preamble search method used in [7] is to choose the preamble sequence, having the 

maximum correlation value with the received preamble. This is considered as the 

conventional preamble search method in this thesis. 

In [8], an inner receiver design for the IEEE 802.16e OFDMA system was proposed. In 

this work, CFO was assumed to be less than half of the tone spacing. However, from the 

oscillator precision defined in IEEE802.16, we can know that CFO can be larger than half the 

tone spacing and even ICFO can occur. Note that the CFO estimation problem is complicated 

by the spectrum segmentation. In a no-CFO scenario, CFO estimate for the segment-1 

preamble and the segment-2 preamble will be one and two tone spacing, respectively. Thus, 

for an estimated CFO, there is no way to tell if that is a true CFO or not. Due to this problem, 

the preamble search and CFO estimation should be considered simultaneously.  

In [6], another inner receiver design was also proposed. It conducts the preamble search 

with the Kronecker product of the known preamble sequence and the received preamble. 

However, it still requires many FFTs, and complex multiplications. In the following 

subsections, we will propose a low-complexity inner receiver design remedying the problem 

mentioned about.  

k

(K/2)t

K/2-K/2

-(K/2)t Tuf--------------------- i] 
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3.3.1 Packet Detection 

Packet detection is to find an approximate estimate of the start of the preamble of an 

incoming data packet. It is the first synchronization algorithm that must be performed in the 

inner receiver. The rest of the synchronization process is highly dependent on the packet 

detection result. There are two performance indexes in packet detection. If a packet has 

actually arrived and not detected, it is called missing. If no packet has arrived but been 

detected, we call it false alarm. Generally, a false alarm is a less severe event than a missing, 

since the missing always results in data lost. Thus, we also consider it as a packet detection 

error.  

The preamble of the IEEE 802.16e OFDMA has been designed with a repeated structure. 

Here, we use a well-known method called: “delay, correlated and normalized detection 

(DCND)” [10]. Define three variables cn , en , and mn as: 

1
*

0

L

n n k n k D

k

c r r  (3-13) 

1 1
2 2* *

0 0

1 1

2 2

L L

n n k n k n k D n k D n k n k D

k k

e r r r r r r  (3-14) 

2

2

n

n

n

c
m

e
 (3-15) 

The delay D in above equations is equal to the period of the preamble. There are two 

windows called C and E and the window length is L. The C window calculates a sequence of 

the crosscorrelation cn between the received signal and its delayed version (delay and 

correlate). The E window calculates the received signal energy for the crosscorrelation 

window. The value of the E window is then used to normalize the decision statistic, so that the 

value of the decision statistic is not dependent on the absolute received power level. When the 

decision variable mn exceeds a predefined threshold, a detected packet is claimed. As 

discussed, the preamble of the IEEE 802.16e system has a period of (2048 / 3) 682D floor ,

- I I I I 

_II 
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the one third of the preamble symbol. Her, we set 64L  in (3-13) and (3-14) for the 

low-complexity consideration. The operation of the algorithm is shown in Figure 3-9. 

Figure 3-9: Delay, correlated and normalized detection algorithm 

Figure 3-10 illustrates an example of the decision statistic for the preamble. Note that the 

normalized decision variable is restricted between [0,1] and the start of the packet can be seen 

very clearly. When the received signal consists of noise only, cn is a zero-mean random 

variable. This explains the low level of mn before the start of the packet. Once a packet is 

received, cn corresponds to a crosscorrelation of two identical preambles. Thus, mn jumps up 

quickly to its maximum value. For low SNR environments, mn may have its maximum before 

or after the start of the real packet. To increase the detection reliability, we add a sliding 

window W and conduct further processing using mn in the window. Two thresholds are 

defined; the first one is for mn and the other is for the number of mn exceeding the first 

threshold in the window. If the number of mn in the window being higher than the first 

threshold is higher than the second threshold (may be three forth), a detected packet is 

claimed. The rationale for this approach is that if a packet actually arrives, the decision 

statistics mn will remain high until the end of the preamble period. This is a modification 

mentioned in [7]. In low SNR environments, we adjust the length of the window w , shown 

in Figure 3-10, to be 50wL , the first threshold to be 0.5, and the second threshold to be 

noise 
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3/5L. With these parameters, we can have a good tradeoff between performance and 

computational complexity.  
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Figure 3-10: Response of the packet detection 

3.3.2 Frequency Synchronization 

One of the main drawbacks of OFDM is its sensitivity to CFO. The effect has been 

outlined in Section 3.2.3. We split the actual normalized CFO as shown in (3-11) into ICFO 

and FCFO. In our processing, we will first estimate FCFO and compensate for its effect. After 

the preamble search is completed, we exploit the estimated segment number to determine 

ICFO.

In the literature, many algorithms have been developed to estimate the CFO in OFDM 

systems [10]. One data-aided algorithm, exploring the periodic property of the preamble, 

allows the receiver to have the maximum likelihood estimate of the CFO. The method that 

operates on the time domain signal has been presented in several papers such as [11]. It 

requires at least two consecutive repeated OFDM symbols. As described in Section 3.1, the 

preamble of IEEE 802.16 has three approximately identical periods. Thus, the ML method is 
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then applicable. We now develop the FCFO estimator as follows. 

Let D be the delay between the identical samples of the two repeated symbols and define 

an intermediate variable u as
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 (3-16) 

where L is the window length of the estimator. The CFO can then be estimated as 

ˆ
2 s

u
f

Dt
 (3-17) 

Since the sampled preamble does not have exact three periods, we cannot find an integer 

D between identical samples. Note that the ideal delay D’ is 1682
3

. Thus, we can consider a 

linear interpolation to interpolate rn+D’. Then, 
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 (3-18) 

A limitation of the CFO estimation method is its operation range, which defines how 

large the CFO can be estimated. The range is directly related to D’. Note that 

2 ' su D f t , which is unambiguous only in the range [- , ]. Thus if the absolute 

value of the CFO is lager than the limit shown below, the result will be incorrect. 

1

2 ' 2 's s

f
D t D t

 (3-19) 
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Since the subcarrier spacing can be represented as 

1

s

FFT

s FFT

F
f

N

t N

 (3-20) 

The maximum CFO that can be estimated will be 

max

1
1.5

2 ' 2 '
2

3

FFT FFT

FFTs

N f N f
f f

ND t D
 (3-21) 

For Mobile WiMAX, the channel bandwidth for FFT size 2048 is 20 MHz, 

65.14maxf  KHz. The maximum CFO range can be estimated becomes 1.5 f . The 

maximum CFO tolerated range for this method is 1.5 ,1.5f f . However, from the 

required precision of the oscillator, we can calculate that the possible CFO is from 3.5 f

to 3.5 f . Thus, the ICFO estimation is required. We will leave this problem after the 

preamble search is completed. 

3.3.3 Preamble Series Search 

Different from the OFDM mode, the OFDMA mode has multiple preamble series. The 

BS determines the preamble series by the segment number and ID cell. Not until the preamble 

is received, does the receiver knows which preamble series was transmitted. The receiver has 

no priori information regarding the preamble series it will receive. As a result, it has to search 

the most likely one from 114 possible preambles. 

Since the preamble series is BPSK-modulated in one-third of subcarriers, Let the 

modulated preamble subcarriers (excluding guard bands) be denoted as 

{ 1, 1 }, 3
[ ]

0,

when k v s
P k

otherwise
 (3-22) 

where [ ]P k  is the preamble subcarrier, k  is the useful subcarrier index from 0 to 1703, v

I 1-----
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is the running index from 0 to 567 (568 is the length of the preamble series), and s  is the 

segment number, being equal to 0, 1 and 2. 

The received preamble subcarriers can be written as 

[ ] [ ] [ ] [ ]

[3 ] [3 ] [3 ],  3

[ ] ,

R k P k H k W k

P v s H v s W v s when k v s

W k otherwise

 (3-23) 

where [ ]H k  is the channel response, [ ]W k  is the AWGN. 

For simplicity, we will neglect the noise but only consider the each third preamble subcarriers 

with value as 

[ ] [3 ], 0,1,...,567

[ ] [ ] [ ]

[3 ] [3 ] [3 ]

R v R v s v

P v H v W v

P v s H v s W v s

 (3-24) 

where ~ represents the each third preamble subcarriers. 

3.3.3.1 Conventional Preamble Search Method 

The conventional preamble search method is to correlate the received preamble 

subcarriers with all the preamble series in the frequency domain. Note that the correlation in 

the time domain is equivalent to the multiplication in the frequency domain. To do that, the 

received preamble must first be transformed to the frequency domain (with DFT), multiplied 

by the conjugate of the possible preamble series, and then transformed back to the time 

domain (with IDFT). Figure 3-11 shows the result of one example. The one with the largest 

magnitude is then outputted as the desired preamble series index. 
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Figure 3-11: Correlation result in time domain 

The conventional approach requires a lot of complex number multiplications and FFT 

operations. The algorithm of the conventional approach can be written as 

2

0,...,113
ˆ arg max { [ ] [ ] }m

m
m IDFT R k P k  (3-25) 

where [ ]mP v  is the specified preamble series with index m  from 0 to 113. As we can see 

from the structure in Figure 3-12, it requires a high computational complexity. In what 

follows, we will propose a low-complexity preamble search algorithm.
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Figure 3-12: Structure of conventional preamble search algorithm 

3.3.3.2 Proposed Preamble Search Method 

For a low-complexity preamble search algorithm, the following properties are desired. 

All the operations must be conducted in the frequency domain. The preamble series are 

binary sequences in the frequency domain, and the corresponding processing is much 

easier than that in the time domain. 

Only simple operations, such as additions and comparisons are required. 

Major operations can be shared for testing a set of series.  

It is not necessary to use the whole length of the series, which is 568. A smaller number 

should be sufficient. 

The first step is to multiply the received signal in (3-24) by a possible preamble series. 

Since the channel response is unknown, the next step is to remove the channel effect. 

Specifically, we propose to apply the differentiation operation on the series-matched signal. It 

leads to the following observation. 
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If the series is correct, the matched result will just contain noise, which is small after 

differentiation. 

If not, the matched result is a random sequence, which will be large after differentiation. 

Figure 3-13 illustrates the differential result of the preamble signal is matched; it is just a 

null signal. 

Figure 3-13: Differentiation of matched result (code-matched case)  

Figure 3-14 illustrates the result if the received preamble is not matched. As we can see, 

the results will be non-zero. 

Unmatched Result

: received preamble

: preamble series to be matched

: multiplication match of received preamble and other preambles

: differentiation of correlation match

Figure 3-14: Differentiation of matched result (code-unmatched case) 

Using the idea, we then develop our algorithm. Let the received signal after preamble 

matching is expressed as 

i .. i.i .. i ... i .. i. t.;.;.;. i. ].i 
Matched Result 

- : received preamble 

---+ : preamble series to be matched 

-+- : multiplication match of received preamble and other preambles 

----

---+ 

-+-
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[ ] [ ] [ ]                , 0,...,113

[ ] [ ] [ ] [ ] [ ]

[ ] [ ] [ ],        if matched

[ ] [ ] [ ],       if unmatched

m

m m

m

m

M v P v R v m

P v P v H v P v W v

H v P v W v

H v P v W v

 (3-26) 

 where ][
~

vPm  is the candidate preamble sequence. Here, we assume that the 

coherent bandwidth is much larger than the tone spacing such that the channel response can 

be considered as constant in a couple of consecutive tones. As a result, the differential 

operation can remove the unknown channel effect. Let the channel response can be 

approximated as 

 [ 1] [ ]H v H v  (3-27) 

We also assume that the noise level is small compared to the signal amplitude such that it 

can be ignored. 

 [ ] 0W v  (3-28) 

Applying (3-27) and (3-28) in two adjacent preamble subcarriers, and taking the absolute 

value of the differential result, we have 

[ ] [ 1] [ ]

[ 1] [ 1] [ ] [ ] [ ] [ ]

[ 1] [ 1]  & [ ] [ ]
0,  

[ 1] [ 1]  & [ ] [ ]

2 [ ] ,                                                  

m m

m m

m m

D v M v M v

P v P v H v P v P v H v

P v P v P v P v
if

P v P v P v P v

H v otherwise

 (3-29) 

Equation (3-29) indicates that there are two possible results for the adjacent two bits. 

Then, if we assume ( [ 1], [ ]) (1,1),P v P v [ ]D v  has two different values as  

I I 
I 

I I 
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( [ 1], [ ]) (1,1)
[ ] 0.         , if 

( [ 1], [ ]) (-1, -1)

( [ 1], [ ]) (1, -1)
[ ] 2 [ ] .  , if

( [ 1], [ ]) (-1,1)

m m

m m

m m

m m

P v P v
D v

P v P v

P v P v
D v H v

P v P v

 (3-30) 

So, after finishing the differentiation of the whole preamble sequence, we can obtain the 

most likely preamble series index by choosing the minimum sum of [ ]D v  from each 

preamble series.  

Observing (3-29), we can find that there is an easier way to find the minimum. There is 

no need to try all the preamble sequences. We can first convert the received signal into a 

binary sequence since there are only two possible results in the differential operation in 

(3-29).

0,  ( [ 1], [ ]) (1,1) or (-1,-1)
[ ]

1,  ( [ 1], [ ]) (1, -1) or (-1,1)

if P v P v
B o

if P v P v
 (3-31) 

Thus, each pair of two bits requires only two additions to obtain the binary sequence. 

0,1
[ ] arg min [ 1] 1 [ ]

q

q
B o R v R v  (3-32) 

We also convert all the 114 preamble series to binary sequences using the same rules. 

0,  ( [ 1], [ ]) (1,1) or (-1,-1)
[ ] , 1,...,

1,  ( [ 1], [ ]) (1, -1) or (-1,1)

m m

m diff

m m

if P v P v
B o o L

if P v P v
 (3-33) 

Since [ ]B o  and [ ]mB o  are all binary sequences, we can then use simple operations 

such as XORs, adders and registers to find the most likely [ ]mB o  matching [ ]B o .

ˆ arg min ( [ ], [ ])m
m

o

s XOR B o B o  (3-34) 

Figure 3-15 shows the hardware implementation of the proposed preamble search 

scheme. The minimum value among the results of XOR is the desired preamble series. 

For the preamble length of 568 (FFT size 2048), the length of differentiation is 567. We 

I I 

I I I I 
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can see from Figure 3-14 that each mis-matched subcarrier will cause two non-zero results. 

We consider two bits as a unit for differentiation andd convert the whole 568 bits into 284 

clips. Furthermore, we only have to distinguish 114 preamble sequences which are much 

smaller than the combinations of 568 bits. Thus, not all bits are required to be used. Let the 

length of the differentiated sequence be diffL  (the number of clips) and diffL < 284. We will 

see that the value of diffL can be quite small. 

Memory

Bm[o]

Result of 

Differentiation 

B[o]

+ Reg

Comparator

+ Reg

1

114

Figure 3-15: Hardware implementation of proposed approach 

For the proposed method shown above, it is simple to see that the required computational 

complexity is reduced to 114 diffL  XOR operations and (2Ldiff+ 114 diffL ) additions 

(differentiations and accumulations). Note that the key to the low-complexity algorithm is that 

we do not have to exactly match the whole preamble sequence, only most of it is sufficient. 

This is the reason why only two conditions has to be checked in (3-31) and (3-33). 
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Table 3-1: Computational Complexity Comparison of conventional approach and proposed approach 

FFT
Complex 

multiplication 

Complex addition 

O(Nlog
2
N) N=2048 Np = 568 Np = 568 

Conventional

approach in 

[6]

114 114 pN 0

DS-WS 

approach in 

[8]

114 114
3

pN 114

3 3

p

p

N
N

DS-WOS 

approach in 

[8]

1 114 pN 114 pN

Proposed

approach
1

0

(XOR)

(2Ldiff+114 diffL )

Table 3-1 compares the computational complexity of the conventional and the proposed 

preamble sequence search algorithms. It is apparent that that the complexity of the proposed 

approach is significantly lower than the conventional approach in [6] and that in [8]. Also, the 

hardware architecture for the proposed algorithm is much simpler. Note that the DS-WS 

approach in [8] and the preamble search approach used in [7] both assume there is no ICFO. 

The DS-WOS approach in [8] is developed to overcome the problem. 

3.3.4 ICFO Compensation 

If we can identify the correct preamble series, we know the segment number of the 

preamble. Then, we know the original subcarrier positions carrying the preamble data. After 

the FCFO is estimated, we conduct the compensation for the input signal. Thus, only ICFO is 

remained. Note that the deviation of the received preamble subcarriers from the original 

subcarrier positions is the ICFO (a multiple of subcarrier spacing).  
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567
2

0

[3 ]
v

R v s  (3-35) 

where  is the ICFO. 

To find the deviation, we can first set a sliding window with the size of the useful 

subcarriers, and find the position which gives the minimum result of (3-34)  

567
2

0

[ ] [3 ] , 3 ~ 5R

v

E d R v d d  (3-36) 

where 0,1,2d  corresponds to the original position that segment 0, 1, 2 starts. If we want to 

have a better result, the search area can be enlarged. Denote the resultant d as dmax. Then, we 

let R[3v+dmax] as the received signal in (3-23). 

]3[][ˆ
maxdvRvR  (3-37) 

After the preamble search is completed, the ICFO can then be found from the difference 

of the deviation and the estimated segment number ŝ  in (3-34) as 

ˆ ŝ d  (3-38) 

Once we have found the ICFO, we can include it in the CFO compensation, which is 

ˆ2

ˆ ˆ2 2

ˆ ˆ2

ˆ2

ˆ2 ( )

s

s s

s

s

s

j z f n t

n n

j f n t j z f n t

n

j z f n t

n

j f n t

n

j f f n t

n

r r e

r e e

r e

r e

s e

 (3-39) 

where nr  is the FCFO-compensated received preamble symbol, r  is the 

ICFO-compensated received preamble symbol. A good estimate of FCFO and ICFO will lead 

to

ˆ 0f f  (3-40) 
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3.3.5 Symbol Timing Offset Estimation 

The objective of symbol timing offset (STO) estimation is to locate the edge of an 

OFDM symbol. The result is used to define the DFT window, a set of samples for the DFT 

operation. Since the preamble is available to the receiver, it enables the receiver to use the 

simple correlation-based STO algorithm. After the packet is detected, the start of the packet is 

roughly located. The STO refines the precision to the sample-level. Thus, the packet detection 

can be regarded as a coarse symbol timing synchronization, and the symbol timing correction 

as a fine symbol timing synchronization. 

As mentioned, we use the correlation-based algorithm expressed as follows 

2
1

0

ˆ arg max [ ] [ ]
L

STO l
l

n

t r n p n  (3-41) 

where rl[n] is the received preamble and p[n] is the known preamble. The value of l

corresponding to the maximum absolute value of the correlation is the STO estimate ŜTOt

and the L is the length of the correlated window. 

 Note that the correlation operation for the STO estimation has been completed in the 

preamble series search. We need only to transform the matched preamble back to the time 

domain. The receiver can then determines the sample index l corresponding to the maximum 

value of the time domain signal. 

3.3.6 Channel Estimation 

The IEEE 802.16e system provides the preamble symbol and pilots for channel 

estimation. Since the number of known subcarriers in the preamble is large (568), its 

estimation accuracy is better. But due to the time-variant characteristic of the channel and the 

large frame size (48 OFDMA symbols in 5ms frame), the channel estimate may only be useful 

for recovering the data in FCH and DL-MAP. 
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The channel estimate with pilots is less accurate since the number of pilots inserted in 

OFDMA symbols is limited. The insertion of pilots makes it capable of tracking the channel 

variation, phase noise, and SFO. Since the signal in the preamble and the pilots are not placed 

on all subcarriers, interpolation is then required. The pilot location of the cluster/tile can be 

seen in Figure 2-9 and Figure 2-10. The STC scheme requires MISO channel estimation, 

which is allowed by splitting some pilots between the 2 Tx antennas, as shown in Figure 2-15. 

The received preamble or pilots can be expressed as 

 [ ] [ ] [ ] [ ]q q q qR k H k X k W k  (3-42) 

where [ ]qH k  is the channel response, [ ]qX k  is the transmitted known data, [ ]qW k  is 

AWGN, all for the thk  subcarrier and the thq symbol. The channel estimation can be 

calculated as 

2
*

2
*

2 2
*

*

2

ˆ
q q q q

q q q q q

q q q q q

q

q q

q

H R X X

H X W X X

H X W X X

X
H W

X

 (3-43) 

For low to moderate mobile speed, the interpolation can achieve satisfactory results. 

However, for high-speed mobile environments; however, straightforward interpolation may 

not meet the requirement. A simple and effective interpolation scheme has been developed in 

[12]. In this thesis, we will use the method to conduct channel estimation. For details, please 

see [12]. 

I I 
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Chapter 4: Simulation Results 

In this chapter, we conduct simulations to evaluate the performance of the designed inner 

receiver, and that of the uplink/downlink OFDMA transceiver. We will first evaluate the 

performance of the proposed preamble search algorithm. Then, we analyze how well the CFO 

and SFO are estimated. Finally, we give the result of the DL receiver (with STC), and that of 

the UL receiver. The bit-error-rate (BER) is used as the performance index, and the result 

under various impairments such as AWGN, multipath channel fading, CFO, and SFO will be 

provided. The FFT size is set as 2048. 

We choose Urban macro-cell as the channel type in the SCM model. The cell coverage is 

1~6 km. The BS antenna is set above rooftop height, ranging from 10m to 80m. The average 

height is 32 m. The MS’s mobile speed is between 0~250 km/hr. There are 6 taps (paths) in 

the channel impulse response, and the channel length is under 150 samples. The channels are 

all assumed to be quasi-stationary. Also, we assume that there are two MSs in the cell. 

4.1 Preamble Search 

This scenario is designed to evaluate the performance of the preamble search. Here, we 

consider only the effect of multipath channel fading and AWGN, assuming perfect timing and 

CFO estimation. Thus, there are only two operations in the simulation: packet detection and 

preamble search. Note that the performance index consider here is the rate of the preamble 

decision error. 

The worst case for a MS is to perform a preamble search when it is in the cell boundaries. 

As mentioned in Section 3.2.3, the SNR will be as low as -3dB. The maximum differentiation 

length diffL  is set as 280. Figure 4-1 shows the simulation results. From Figure 4-1, we can 

see that for 70 ~ 280diffL , all results are similar. Also, the error rate is very small (cannot 
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show in the figure) when SNR=-3 dB. Even for Ldiff =50, the error rate is still small. Note that 

if the SNR is too low, the system performance will be dominated by the packet detection, not 

the preamble search. We can then conclude that it is sufficient to let Ldiff =50.

Figure 4-2 gives the comparison of the false preamble detection probability for the 

proposed approach and the DS-WOS approach in [8]. The channels used are generated from 

the non-stationary SCM model. We can see that the proposed approach is slightly better than 

the DS-WOS approach. The differentiation length used here is 567. 
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Figure 4-1: False preamble detection probability of preamble search; quasi-stationary SCM channel, 2048 

subcarriers, mobile speed 100~200 km/h 
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Figure 4-2: False preamble detection probability of preamble search; non-stationary SCM channel, 2048 

subcarriers, mobile speed 100 km/h 

4.2 Carrier Frequency Offset 

This scenario is designed to evaluate the performance of CFO estimation. Here, the 

symbol timing is assumed to be perfect. We also exclude the case where the preamble 

searching fails. The maximal CFO range is set as 15 ppm, and the AWGN channel is 

considered. 

Figure 4-3 shows the Mean Square Error (MSE) performance of the proposed CFO 

estimator in an AWGN channel. The estimated CFO is already normalized by the subcarrier 

spacing. Figure 4-4 shows the MSE performances comparison of the proposed CFO estimator 

and the WOS CFO estimator of [8]. We can see that these two approaches almost have 

identical performance in the presence of ICFO. 
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The carrier frequency tolerance for the IEEE802.16 system [2] is 2% of the subcarrier 

spacing. From the result, we can see that the result meets the requirement even in low SNR 

environments. The MSE’s are all less than 2% as shown in Figure 4-3 and Figure 4-4. 
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Figure 4-3: Mean square error performance of proposed CFO estimator in an AWGN channel; 2048 subcarriers, 

CFO 15 ppm 
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Figure 4-4: Mean Square Error Comparison of the proposed CFO method and the DS-WOS approach [8] in the 

presence of integer CFO; SCM channel, 2048 subcarriers, ICFO=1 subcarrier spacing  

4.3 SFO 

Here, the symbol timing is assumed to be perfect and CFO is compensated. Sampling 

frequency offset is added to simulate the wrong sampling frequency for the receiver. 

Figure 4-5 shows the performance comparison for the system with or without SFO. The 

dash line in Figure 4-5 represents the performance of the system without SFO. The solid line 

represents the performance of the system with SFO (the SFO is compensated by the channel 

estimation using pilot signals). CFO is set as 0.5 subcarrier spacing. 
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Figure 4-5: Comparison between SFO-less and SFO-compensated system (OFDMA DL) 

4.4 Uplink 

Since there are no preambles for uplink, most of the synchronization is done during the 

contention. Hence, for the uplink system, the performance degradation is mainly due to 

channel estimation. 

Figure 4-6 shows the BER performance of the uplink systems under the multipath fading 

channel in mobile speed of 100km/h and 200km/h. We can see how channel estimation 

performs in two different mobile speeds. The performance under 100 km/h has slightly better 

results.

Figure 4-7 shows the BER performance comparison of UL system using known channel 

and estimated channel. The result of uplink system with estimated channel offers about 1 dB 

worse than that with the known channel. Figure 4-8 shows the BER performance comparison 

of the DL and UL system using known channel information. The timing and frequency 
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synchronization of DL system are all assumed to be perfect in order to meet the presumed 

synchronization for UL system. Although they share some of common operations, they have 

different subcarrier allocation and subcarrier randomization. We can see that DL has better 

performance over UL system due to better subcarrier allocation and subcarrier randomization. 
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Figure 4-6: BER performance of UL in multipath fading channel (two mobile speeds)  
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Figure 4-7: BER performance comparison for UL known channel and estimated channel 
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4.5 Downlink using STC 

In this simulation, we implement smart antenna technology for DL system. STC involves 

the transmission of multiple redundant copies of data to compensate for fading and thermal 

noise in the hope that some of them may arrive at the receiver in a better state than others. In 

order to show how STC increases the channel capacity, we use two uncorrelated channels for 

the STC system. One of the channels has more severe multipath fading than the other one. We 

compare such STC system with the SISO system using worse channel condition in Figure 4-9. 

Assuming both systems have perfect synchronization except for known channel information. 

We can see that the STC system do indeed exploit the transmit diversity of the STC to reduce 

the multipath fading.  
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Chapter 5: Conclusions

In this thesis, we propose a low-complexity preamble search algorithm for IEEE802.16 

OFDMA systems. The corresponding inner receiver design is also considered. The function of 

the inner receiver is to cope with the channel effects by performing packet detection, 

frequency synchronization, preamble search, symbol timing offset estimation, and channel 

estimation. Compared with the conventional design, our inner receiver can effectively reduce 

the required computational complexity. With the proposed preamble-search algorithm, we 

further develop an ICFO estimation algorithm. Computer simulation results show that while 

the proposed design provides excellent performance, the required computational complexity is 

low. We also made comparisons with the preamble search proposed by [8].  

Apart from the inner receiver design, we also build the platform for both IEEE 802.16 

OFDMA uplink and downlink systems. Simulations show that the performance of the 

downlink system is slightly better, due to the better subcarrier allocation and subcarrier 

randomization yielded in downlink scenario. For smart antenna technology, the STC exploits 

transmit diversity when the channel condition is bad. The simulation shows the improvement 

over SISO system. STC proves to be a simple and effective diversity technique, which is also 

the goal of our inner receiver design, to combat multipath fading. 
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Ar , fl" control radar 
or •rw,c-r in Slovenia 
An L✓A .econdary 
su1V<'1ildnce radar 1s on 
lop of the antenna for 
a Willchrnon pnmary 
,adar based on SAW 
(su, I.ice acoustic 
wave) Plllse 
compression see 
lhe paper on pages 
57- 78 of this issue 
The SAW subsystem 
forms part of the 
s,gnal-processing 
racked housed in a 
cabin benealh the 
tower, the use of 
wh,ch extends the 
available radar 
hor,zon 

I Photo courtesy of 
Siemens Plessey 
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The Journal of the Institution of Electrical Engineers' Electronics Division 

April 1996 Volume 8 Number 2 

The wireless office 
by Gordon J. R. Povey 

Prospects for terahertz technology 
by C. M . Snowden 
Recent interest ,n wireless local-area networks has st imulated considerable 
research activity at frequencies above 60 GHz. This paper examines the ~ld le • 
of-the-art in semiconductor device technology for terahertz applicat ions and 
the prospects for monolithic integrated circuit technology for frequencies 
above 100 GHz. 

50 

51 

Book reviews 54,56 

Modern SAW-based pulse compression systems for radar applications. 
Part 2: Practical systems 57 
by J. W. Arthur 
Part 1 of this paper reviewed the need for pulse compression radar and 
showed how surface acoustic wave (SAW) technology solved the associated 
matched-filtering problem in a neat and compact way. Part 2 examines the 
detailed requirements of actual systems and give examples of differen t types 
of hardware and the results they have achieved, 

Pseudo noise sequences for engineers 
by R. N. Mu tagi 
Pseudo noise sequences find application in frame synchronisation for d1g1tal 
communications, as test patterns, in spread-spectrum modula tion, for 
scrambling and for ranging. This paper presents, without the mathematrcal 
rigours, some of the interesting properties of pseudo noise sequences and 
methods of genera ting them. 

Solitons in communications 
by J. M . Arnold 

Optical- fibre solitons- pulses of light for which the linear pulse dispersion is 
compensated by nonlinear pu lse compressron - promise communications 
of tens of g19abits per second of data over distances of many thousands of 
kilometre. This paper reviews the history, physics and engineering of 
optical- fibre sol1tons and assesses the problems encountered in realising the 
concept for hrgh-capacrty transatlantic telecommunications. 

Calendar 
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Pseudo noise sequences 
for engineers 

by R.N. Mutagi 

Pseudo noise (PN) sequences are widely used in digital communications and 
the theory involved has been treated extensively in the literature. However, a 
practising engineer is interested in the fundamentals and the applications of 

PN sequences, and the methods of generating them with hardware. 
This paper presents, without the mathematical rigours, some of the 
interesting characteristics and the use of these characteristics in t he 

generation and acquisition of PN sequences. The series-parallel method 
of generating PN sequences at high speeds with low-speed devices, which 
is of interest to hardware designers, is discussed. Some applications of PN 

sequences in communications and instrumentation are discussed. 

1 roduction 

clc , random binary sequences (PRBSs), ulso k11ow11 a:; 

J• n nui:sc (PN) . linear feedback shift register (LFSR) 
• 111, ,wcs or maximal length binary sequences (m· 

t " 11ccs). are IVidely used in digital communications. l.n 
:1 1 'lY rondom sequence Lhe bit pattern never repeats. 
I In ,·Vl·r. generation of such a sequence is difficult and. 
I1111n importantly, such a sequence has lillle use in 
practical systems. Applications cle1nand that the data 
appl'ar random to Lhe channel but be predictable lo the 
ll!-l'r . lllis is where the PRBS becomes useful. A pseudo 
ra11do111 binary sequence is a semi-random sequence in the 
SC'nse thm it appea,·s random within the sequence length, 
f11Hilli 11g tlr~ 111:0;:d:; uf, m1du111m:s:;, but lire: 1:11Lin.: :;equ~nce 
n :pcat<. indefinitely. 'fo a casual observer lhe sequence 
appe11rs totally random. howt:vcr lo a user who is aware of 
1 he way Lhe cquence is genernLed all its propertie- are 
known. PN sequences have several interesting properties. 
which are cxploiled in a variety or applications. Bei.:ause of 
their good autocorrelation two si111ilar PN sequences can 
easily be phase synchronised. even when one of them is 
corrupted by noise. A PN sequence is an ideal test signal. 
as it simu I ates I he random characteristics or a digital signal 
and cn11 be ensily generated. An exhaustive rnaLhematical 
Ireatme11I is available in Reference I. This paper de c,·ibes 
some intcres1ing p1u1Jt·liies. methorls of generaIfon. 
including the scrirs-parnllel method for high-speed 
g-cncrnlion, and some a1mlicntions of PN sequences. 

2 Properties of PN sequences 

A PN <;cquence is a bit sIrcam of ' l 's and 'O's occurring 
randomly. or almost randomly, with c:ome unique 

properties. These properties are used in digital 
communications. irtswmentation and measurements. 
1111:: :st:qut:111.:t: :servt::s c1:s , 1 n::fc:rem;t: patlenI wilh k11vw11 
random charac1eris1ics for 1he analysis. optimisation and 
perfonnance measurement of communication channels 
and systems. 

R1111 le11gth 
In a PN sequence of any length the numbers of · rs and 

·Q's differ only by one. i.e. the number of • 1 ·s is just one 
more than Lhe number of ·o·s. Por example. the PN 
· equence of length 15 (=[21 

- ll) contains eight ·t's and 
seven ·o·s. A sequence of consecutive '1 ·s. or ·o·s. is called a 
·run· and the number of T s and ·Q's is the run length. A PN 
seqvenceoflength 2.v-1 conlainsont: nm uf N'l's. and un1: 
run of N- J 'O's. The number of olher runs. N-2 to l, of· 1 ·s 
and 'O's increases as the power of 2. as shown in 'fable I . 

' ll1e carrier and clock recovery circuits in a digital 
communication system have pattern-dependent behaviour 
and hence their perfom1ance can be evaluated using long 
PN sequences providing long n111s of · t 'sand 'O's. 

Table 1: Number of runs of '1 's and 'O's of various 
lengths in a PN sequence of length 2N- 1 

Run length 

N 
N-1 
N - 2 
N-3 
N - 4 

2 
1 

'1 's 

1 
0 
1 
2 
4 

2"-4 
2"- ] 

'O's 

0 
1 
1 
2 
4 
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R. X Mu1:t.:i l'l.'<'<'h·,'11 a 
~F cki:r,.'<' in T,·1, .. ,:.-m• 
muni..."'ation, V"-1,.-..nt"'('ril'lg. 
11,,111 K.-,rn31a1' tnh·,-r,:i~· 
in 1971 and a Dll& 
dl').."'"''' in Flt.~tronk·s 
l"l.~ T,-,:hn<>-k•~· 
trom th~ lnd,:tn ln~titutt.~ 
<"i $ciem--..~. R.·m~lore in 
l:1iti. lk join,'<l uit· 

El..:'-"'1nmic- ~) :4Cm~ 
Ohi.<ion CII lh<' lndi3n 
$i\,,,. R~•=·h Ori::ini, 
z::1tion ai Ahm<'d3bad in 
19i2. In 19i6 h<' join,'ll 
lh<' Oi,1:ital Conmunh.--:1tion Di,i'<ion of 1he Sp:ic~ ,\pph,-a1ions 
Centr,· (S..\ Cl "here hcw;i- im·ol..-cd "ith lh<' l\r,,1 lnd,an ,•~-pen­
m,·nial commun,cauon ,.,:,1clli1e. APPLE. H<' lx'Came I lead o( (he 
~1x-,...:h Procc~~ing Scc1ion m AC in l!lSS and d~velopccl d1¢1nl 
~1)1.•ech intcr,><>btion equ1pmcn1.an ~ho ,-anccllcr. a -P<-<-Ch pal• 
1cm analy...('r. an AilPC\I transcoder and low-rate >P<'«h 
coder,.. Sinn· 1991 he h.t> been H,':ld ofllw Ba;;eband Pro..-e,,ing 
Division M S/\C Hos n,m•nl in1en:sis arc in dogiial t(lllllllUnica• 
1ions. dll:iial v1d<.'o and d1J:i1al ~ignal procrssing He also wach<'S 
·;:,a1cUi1<• ~ommunocauon, and D11:11a1 signal proce•«ing' to 
undctgr:,duatc clas..-es 

Shift a11d add 
When a PN sequence is shined and the shir1ed sequence 

modulo-2 added Lo the unshifled sequence wi1h an 
exclusive-OR gate. the result is the same PN sequence with 
some other shi.ft. TI1is is illustrated in Fiig. I. where a 15 bil 
PN sequence. a(k). is arbi1rarily shirted by 4 bi1s LO gel. 
a(k - 4). The two sequences when modulo-2 added give a 
sequence which is a 3 bil shined ver:;ion, a (k - 3). of the 
original sequence a(k). Only when the PN sequence is 
modulo-2 added to itself withoul shift is the re ult a 
sequence or zeros. A direct application of this property is in 
the generation of rwo identical sequences with a known. 
large delay between them. 

Slal1 

Con-elatiou 
Con·l'1:11ion is a measure of si111il.1rity bclw(•en 1w0 

sequence<;. Whe11 the two srquenc<'!> compan:d are 
different ii is the '<.'l'O'-Sconcl:uion· and whrn they nrc the 
same it is 1he ·a111ocorrelation'. Matht·malically. lhe 
con-elation between lwo sequences x(k) .ind y(k) a<; a 
fnnclion or 1he tim<' cir lay III i<: ,.:xpressecl as 

f • I 

R(111)n • '\' x(k) y(k + 111) 
~ 

<•ll 

0) 

F'or :1 digital bit ~Lream the :ibove l"QUation can be 
interµretcd in a simple way. x(k) andy(k). being digital bils, 
have binary values ·o· or 'I'. 171e product. therefurl'. i'> 
simply the modulo-2 aclclition. This is equiv:1l\:'tll to 
exclu ·ivc NOR (:,.;..:oR) operalion Hence. lhl' corr(•l:ition or 
two senal bit ,equence<:. such as P ~equenc<',. i,; 
obtained over a length L by com1mring the- two binary 
sequences bit-by-bit using XNOR gale'-. :111cl counting lhc 
place they match. Thus, if the two bit,, ,,re ide111ical the 
x;-(OR produces a • l • at the output. othcrwi,.,e .i ·o· ' Ille 
con-elation is then obtained by counting :ill the '1'~ and 
dividing- the sum by the 101:il number of bits. L. i11 lhe 
sequence. or the part or the equence over which the­
correlation is calculrued. TI1e correlation equation fo1 thc­
digilal bit sequence can thus be wriHcn as 

R( ) 
numberof agreenwnl<; 

1/1 ----
lOtal number of bits 

In some literature the numernlor in the.- .,bovc c.-q11a1i 
expressed as the difference or the number of agret 11 , 
and the number or disagreements. HowC'ver. eqn. 2 wi, 
used here because ii agrees with the general corn·la,. 1 
eqn. 1. and also because the implemenlalion is sll ,111~ 11 

Z'-1 ~ 15 bolS 

a(k ) 

a(I<◄ ) 

a(k) ':l lk◄l 
• 8\1<•31 

' 0 

Fig. 1 Addition of PN sequences 
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0 0 0 0 0 1 ' I 0 

Slan 

~ 
1 ' 1 0 0 0 0 0 

ELECfHONICS & COMMUNICATION ENGINEERING JOURNAL APIW. 1996 



fo1ward as there is no need to 
form the difference of two sums. 
The difference in the result 
using the two clefinilions is only 
in the bias obtained in the 
correlation for all time lags m. 
whc,·e 111 ~ 0. 

T o find !he correlation over 
the entire sequence length one 
of the sequenccs is fixed while 
the other is shifted. and !he 
correlation i~ obtained al 

different posilions. rig. 2 shows 
a correlator of length K. One 
sequence. a,. is shifted through 
a /(-bit shift register and Ihe 
output ol each stage is applied to 
a set of f( XNOR gates for 
comparison. T he other inputs of 
flu • X'llOR gales receive the 
i;, , ,11<1 sequence. b,. The ouL1>ul 
o , 1 XI\UR gate. working as a 

Fig. 2 

I 2 

t b , t b , 

2 

a, a, 

y, Y, 

A correlator 

11 ,.11110-2 adder, is • 1 • ii boIh input are the same and ·o· 
·1 wi,e. Summing these 01.11 puts in a K-inpul adder gives 

1 rl'lntion output, whkh may be divided by K to get a 
• 1lisi:d value. 
1e 11 the sequences a, and b, are clifferenl the sum. ~,. 

t,~scorrelation. otherwise it is an autocorrelation. 
the t~N sequence i' maocorrelated we get ~ ... K 

both scquenres are in-pha e. Wl 1cn there is a shift of 
one hit in either direction the PN seriuence does not 
I, with it'- shifted version and J, fo1ms the same 

... • ·ncc- with a different phase (recall the ·shift and add' 
µrnpl'11y discussed earlier). f or large Kthe number of•0's 
m1cl • 1 ·s is almost equal 10 K/2 . giving a nonnalised 
t'urrelation of I /2. Thi is true even for one sequence 

-

-

-

3 I 4 I K I Reference 
code 

+ h " 

3 K 
Shill 
reg,ster 

a, a, "• 

Modulo-2 
adder 

y, y~ 

K y,= a,e b, 
L, r. ::: 0 1f a, :i-. b, 
1 = I 1f a, ::: b, 

length, L = 28 - I. 1lrns. a PN sequence has an 
autocorrelation of lat zero phase (no rime shift) , and 0-5 at 
all other phases. 171e discrete autocorrelation values 
obtained for a PN sequence of length 24 

- 1 is shown in 
Fig. 3. AL zero shift. and shifts which are multiples of 15 
bits. LJ1e correlation value is 15: for all other shifts in either 
dircclion it is 7. 1l1is property is used in the 
synchronisation. or acquisilion. of PN sequences. 

Subsequences 
Another interesting property of PN sequences is that the 

alternate bits in a sequence form the same sequence at hall 
the rate. Consider the 15 bit sequence obtained from a 4-
stage feedback register. The middle waveform in Fig. 4 

-
15 

7 

- 15 - 10 - 9 - 8 - 7 - 6 - 5 -4 -3 - 2 - 1 0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 

I 
--.. bitshilt I 

t--◄------- code length ------- -.r.------ - code length -------~ .. ~ 

Fig. 3 Discrete autocorrelation of a PN sequence of length 2·1 - 1 
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2 ~ 6 8 10 12 1-l 3 
bit number 

_J 0 0 0 

. 
' ' I ' ' 

. 
/ 

~ 
/, /; ), 

,/: /! ~ ~ ~ 
' ' 
' (2'-1 ~ 15 'o,ts) 

' 2 3 4 5 6 7 8 9 10 11 12 1 13 I 14 1 15 I 1 2 3 ' . 5 6 ' 7 1 btl numbers 

_J I 0 0 0 fl 0 0 , , ~ 1 ' 1 I 0 ' 0 0 !' I 

1/1 
' 

' ' 

~ ' ~ '\ ~ ~ 
' I 

3 5 7 9 11 

_J 0 0 0 

-\ 2/1 \.-
Fig. 4 Subsequences of a PN sequence 

shows two cycles of \he sequence repealing al 15 bits al 
clock rate f The bot1om wavefom1 shows a sequence 
[om1ed by laking only the alternate bits and stretching 
them over 1wo bit periods. TI1is sequence is easily 
recognised as the same sequence as Ihe one in Lhe middle, 
but a1 a clock rate //2. Another sequence is fom1ed by 
taking the remaining bits, a shown in Lhe wavefo,·m at the 
lop. This is again the same sequence at//2. The sequences 
at lhe top and bottom are obtained at half the raIe by 
decimating 1he sequence in the middle. The phase shift 
between the e two sequences is 7¼ clock cycles at //2, 
which is half the sequence length. 

' 

This principle may be extendeo further to get higher 
order decimation. A sequence may be decimated by a 
factor R, where R is a power of 2, to obtain R 
subsequences each at rate// R. Por example. a sequence 
may be decimated into 8 sub equenees al rate //8. When 
R i s even but not a power of 2. if Ihe resulting sequence is 
a prime length sequence. then such a sequence may still 

Fig. 5 Spectra of a 
PN sequence 

., 
"O 
2 
li 
E ,., 

l'll = 1/(LT) 

I 

' 
b,1 rota f 

; ' ' ' ~: ' ' 

~ \ ~ ~ l 
' ' ' 

13 15 2 d 6 b,I number 

0 0 0 I 
M rate 112 

be decimated to /? subsequences. However, lhcs~ 
sequences are the mirror imnges of the original 
sequence. 

Spectra Q/<J PN s~q11e11cc 
The power spectrum or an N-stage PN sequcnr..:c h.1 

sin~x/:r envel()pe, as shown in Fig. 5. TI1e nulls; in th, 
spectrum occural/s 11/T. where T is the bit clunHion m11 • 

is 1111 integer. From Oto t/ Tthc spectrum has all tlw li111 
frequencies with a spacing or 1/(28 

- l)'/' Hz. 'l11u,;,. th• 
frequencyspncingcan be reduced by choosing .i lon~t'• P' 
sequence. Due Lo the nearly uniform den:,ily within 1111' 
band of 2/T 1-1~. ancl I he prese11cc of all components, Ow 
PN sequence is an ideal test sigm1l. and is widely usnl in 
data communications LO simulaw I he nom1al signals. /\n 
analogue noise source. wilh while Gm1ssia11 
characleristics. can bl:! built with a le1ng PN scqu-.•nce 
generator and a D/ A conven er. as show11 in Fig. 6 By 
modulo-2 addition of a PN sequr nce:.- with anyotherdal:l the 

1/T ~ clock rato lroquoncy 
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clock 

rcsulling sequence will also 
hnvc the snme c;pcctrum ;is that 
or the ronner. T his property is 
used in scrnmbling the claln. 

PN geno,ra1or 
2"-·u 

where P, are the prime 
factors of l and a, is 
the power of the ilh factor. 
F"or example, for N • 6 
Lhe code length l .. 63, 
which can be factored into 
3 X 3 X 7 ,. 32 X 7. giving 
P1 • 3,a1 - 2, P2 - 7 and 
a:2 = 1 Hence. the 
max.imum number of 
codes is 

of PN 3 Generation 
sequences ~ analogue 

~no,se 
Shift register with feed/Jack 

A PN sequence is generated 
using a shift register and 
modulo-2 adck•rs. Cenain 

Fig. 6 An analogue noise source 

outputs of the shift register are modulo-2 added and the 
adder output is fed back lo the regi'itcr. An N-slage shi rt 
rt•gistcrcan gencraLe a maximal length sequence orz,v _ I 
bib. Only certain outputs, or lllps. can generate a mctximal 
lrngth sequence. The generator output is cxpres eel as a 
pnlynomial in 'r', For example, the polynomial l -1-- x Ii+ x Is 

mean-. that the outputs from stages 14 and l 5 are modulo-
2 ndcled ,md fed back lo the input of first -tage of a 15-
st;l''l" regv,t(•rlo gel a 21; - I length sequence. a hown in 
Fi, ,-

.''- •• •',r c,tPNcodcs 
h an N-bit shift register more lhan one equcnce of 
I ,1N - I can be generated using different taps for 
·k Each sequence is different from Lhe others. 

1gll 1,r the same length. Table 2 givec; the sequence 
,. L. for register lengths. N. up lo 25. the maximum 

I• !,· 11umberof PNcodes. C,and ·omeof1he taps 1o be 
u n: tecdback.~ One interesting ob ·ervation is that for 
,, · 1 l ,tp :,el there is a mirror that al$o provides a 
111 • •1 1al Jc•ngth sc-quence For exnmple. the mirror of 
I, , 1s 15. ~l.thatof(G. 51 isl6, JI etc. In the mirrorsetthe 
111 ,.,, 11umbcr. which is the register length N. is re<ecl The 
01 l11 1 nu111ber5 in the mirror are obtained by subtracting 
tlw 1111111ben; in the uriginal cl from N 

Tht· nmximum number of Pt codes th:ll can be 
gt>m'ratcd with an N-bit register is of i11tere I in pread• 
spectrum com111u11ical io11. where each usc.-r musL use a 
diffet·cn t code. For u sequence length L. Lhe maximum 
number. C. nf possible cocles is given by 

(3) 

clock 

02 0 2 ► 03 03 

Fig, 7 A PN generator with polynomial 1 + x'" + x•s 

When l is factorable wilh i dist incl factors. i.e. a, ; I and 
L = I IP,. then the number of PN codes obtained is g iven by 

Cs rl(P, - I)/N (4) 

For example. for N = 8. 1.he lengLh 255 is factored into 3. 5 
and L7. Hence tht: maximum number of PN codes is 

C • (3 -1) (5 - L) (I 7 - l) /8 - l 6 

Fo1·prime length sequences. i.e. when l isa prime number. 
shown by asterisk in Table 2, the number of possible tap 
sets, and hence lhe number of different codes. is given by 

(5) 

Porexample. for N = 7 there are (2; -2)/7 = 18 possible Lap 
sets. half of them being ihe mirrors of the remaining half. 
Not all the outputs which can be used for feedbnck are 
shown in Table 2. 

II voiding the zero state 
An N-bit register can generate 2"" - l slates as against the 

2~' states of a binary counter . as shown in the tate diagram 
in Fig. 8. Although Lhe counter states generate an 
ascending or descending ,;equence, the PN generator 
output states are apparently random. The all-zero state is 
missi11g in Lhe PN sequence,, TI1i state is inhibited, 
because the generator remains latched to it. The modulo-2 
adder in Lhe feedback circuit feeds only ·o·s to the in1>11L An 
addiLiu11al circuil j · needed lo detect the 'all zeros· state and 

014 014 0~5 015 
PN 
ou1pu1 
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Table 2: Some f,eedback taps for maximal sequence length la:-1 bit i no t decoded Wh<'n 
the length N i, lar.iH•. more 
logic is 11ccdcd with this 
1cch11iq11c 10 decode ·an 
1.ero-;·. 

No .of 
stages, N 

2" 
3• 
4 
5* 
6 
1~ 
8 
9 

,0 

11 
12 
13• 
14 
15 
16 
17• 
18 
19• 
20 
21 
22 
23 
24 
25 

Code length. 
L 

3 
7 

15 
31 
63 

127 
255 
511 

1 023 
2 047 
4095 
8 191 

16383 
32767 
65535 

131 071 
262143 
524 287 

1048575 
2097151 
4 194 303 
8388607 

16 777215 
33 554431 

re;.aet the PN register 10 a valid Slate. 

No. of 
codes. C 

1 
2 
2 
6 
6 

18 
16 
48 
60 

176 
144 
630 
756 

1 800 
2 048 
7 710 
7 776 

27 594 
24000 
84672 

120032 
356 960 
276 480 

1296000 

\\'hen the rcg1ster length, N, is small. a ~OR gate can 
decode ·o· outputs of the register . forcing a T 10 the 
feedback input. through an OR gate, as shown in Fig. 9a. 
Here. the first four outputs of a 5-bit register art: applied to 
a +input :-oR gate. which decodes a c;equence of four ·o·s 
and pro,~des ·1 • ot its ou1pu1. The output of the llOR gai t: b 
ORed with the :-.OR output and then fed back. 111is circuit 
pre\'ents the ·aJt zeros· stale oflhe sequence. 01e Lhat the 

~ ( <!own 
~ counter 

I °" qp 

a 

up 
counter 

Some tap sets used 
for feedback 

l2, 1 I 
[3. 21 l 3, 1 I 
[4, 3) [4, 1) 
[5, 3) [S. 2J 
[6, 5) (6. 1J 
[7. 6J (7. 3) 17, 1] 
(8. 6, s. 4J (8, 6, s. 3) 
(9. SJ [9. 6, 4, 3 ) 
[10, 7] [10. 31 
I 11. 91 t 11, 8. s. 21 
[12,6, 4, 1) 
I 13, 4, 3, 1 I 
[14, 5, 3, 11 
(1 5, 14)[15, 4] 
(16, 15, 13, 4) 
[17. 14) [ 17, 3) 
(18, 11( [18, 7] 
(19, 6, 2, 11 
{20, 111 120. 3 I 
[21. 19J (21 , 2J 
122, 21]122. 11 
[23, 18) [23. SJ 
[24, 23, 22. 17] 
[25. 22) {25, 3) 

A modulo-N dow11-co11mcr 
may be used for clecod111J! the 
'all zero·· ~late in the 
PN ._equence for l,1rJ:::l' N. 
171t• P dnt.i is applied 10 
the load input afler i11wr-..ion. 
m, :-hown in Fig 9b.'l71c • I c; in 
thc sequence load lhC' 
co11n1er 10 '· .ind tlw ·o·~ ;1n· 
counted. With N con..,l·cuhv<• 
i cros the counter ge1wrn11·-.. ;i 
c;iny. forci11ga ·r lhrough mt 
OR gate lo till' input of th1 
re~i ster. Decoding N - l. 
instead of N. zero" ha-., mi 
additional advantaq1 a~ ii 
provides a S)'nc pub<· ,•.hkh 
can be us;cd to uil{J.!t•r an 
o~cilloscope or 10 111011i1or the 
:,equence l<mgth. 11w onc'-
clock-wiclt- 111ax/mi11 outp11 

of the counter i prefer red to the cariy 

Smes-parallel method for high-speed PN ge11erat11111 
·n,e maximum PN cl:ua rate dcpem.ls on the typt ol l , 

device usecl. Since only one gate delay (d uc to lh(• xo" g-.,, 
is introduced in the feedback path 1he maximum 1'1\ t 
can be clo e 10 the highest operating fre<1uency oftlw "'' 
register. The operating frequency of thf' P sequc11n 1. 
be pushed beyond the hift regi,;ter clock rate by u,iu • 

b 

Fig. 8 State diagrams for (a) binary counter and (b) PN generator 
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cioc~ 

Xl 

PN genera 10, 
(2"-1) 

X2 

► LOAD 

cloek----. CE 

X3 

OUlp<JI 

high-,1,cecl multiplexer. ·11,is 1ed111ique u:,es Lhe 

·,uh,t·quenc('' 1>ropen) of a Pi sC'quence already 

di,ni-.:,ed. Ac; we can demultiplex a Pi sequence into two 

,imilar i.cqut•nces al hnlf the rate. we can al o multiplex 

two PN ,;;equc11ce 10 obtain a sequence :it double the rate. 

Howl·wr. the two sequl'nccs houlcl necessarily have a 

phn..,e :.hift or half the :,equcnce lrni:rth. For example. 10 

gencI ate a PN :scquenccorlt•ngth L• 15 the two sequences 

at lhc lowtr rntt should be offset by 7"lclock cycles. This 

c.in bC' casil} achieved. lor »1nall L. br 11,ing another shift 

re).!io;;ter. I lowevcr. lhe rcgi-,1cr len,g1h becomes prohibitive 

fur l;irgc L. 
A '>ystcmatiC' approach for obtaining clccimntecl 

-,cquence b given by J.J. O'Reilly.1 U,ing this method any 

PN sequcnct• can be det.i111med lo k 1>arallel sequences 

gcttl'r;itecl al r ;Ite Rik. which can then be multiplexed to 

obt:iin the ·cq11ence at r:ue R. T he desi$(n procedure is a 

followi.. 
First the gt·nerntion polynomial, or the char..icteristic 

equation. or order II for tht' desired PN sequence is w1i1ten 

a:, an 11-climcnsional vector in which each bit reprc-.enls !he 

cocfiicicm • 1 • or ·o· by whilh the corn~ pondinl!' output of 

the shift rcgi:,ter is multiplied and morlulo-2 added 10 get 

the fc:c·dbad( input For I·xa111p((;, for a PN sequence of 

Ieng-th 15. the v,·rtor is 0011 An II x II transition matrix. T. 

XS 

co carry 

Fig. 9 (a) A PN generator 
with ·all zeros' decoder; 
(b) 'all zeros· decoding with 
a counter 

whose row define lhe excitation for each of the n stages of 

the regi~ter is wriucn as below. In this. each element 

represent,; the Q output of the corresPonding nip-Oop. The 

output with a I in the characteristic equation. are modulo-

2 added and applied lo the D input of the ni1>-0op 

corresponding 10 the row. 

Q, Q2 Q, Q. 

,, I , [ J '· Di· 1:£1 t, 
I 0 0 0 D~-QI 

T - 0 l 0 0 D3• QJ 

0 0 0 D,•Q3 

0 0 0 0 D.• Q._1 

where l:i:I indicate' modulo-2 sum111ntion. 
F'or decimating an 11-stagc sequence by a factor k the 

r haracteii'ltic equation is shifted to the kth row in the T 

nrnuix.17w rows k - I , k - 2 . .... I are obtained by shifting 

thc elenw nls to the lr ft succes ivcly. The diagonal am1y of 

· t' is shiCtl'd below the kth row. This procedure is 

demonstrated in the following example for a PN sequence 

i demonstrated in tile following example for a PN 

sequence with 7 stages and decimation by 4 (k = -1). 11,e 
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trnn:-:ition matrix ivr this ap1)lic:11ion is sh0\\11 below: 

0 0 l t 0 0 0 0 1- Q,EB Q, 
0 0 0 I 0 0 D2 ~ O, EBO!, 
() 0 0 0 I l 0 D 3~ Q!i @O .. 

T'• 0 0 0 0 0 1 1 D,= Q.,$01 
l 0 0 0 0 0 0 Ds= 0 1 
0 1 0 0 0 0 0 /)Ga Q~ 
0 0 0 0 0 0 /J,- Q3 

TI1e iour parallel decimated ouI puts are available nl Q7. Q~. 
Q,s. and Q4. These outputs can be multiplexed to get the PN 
:;eque11ce of length 2~ - 1 at four times 1he clock rate, as 
shown in Fig.10. A design approach. based 011 Lhis 
technique. for doubling the clock rate of the PN generator 
is described b~• the aULhor im Reference 4. 

4 Acquisition of PN sequences 

ln many applications a PN generator at the receiver needs 
to be synchronised 10 U1e received sequence ge111erated at 
!he oransminer. The autocorrelation property of the 'P1 
sequence can be used for synchronisation. Since lhe rwo 
sequences are generated by identical generators the~• are 
similar in all respects. except the phase. By comparing the 
sequences bit-by-bit !he phase match can be checked. H 

,he received •cqucnce is in-phase with lite gener ated 
sequcncc-. ,hen nil the bits. except tho·e corruple(f by 
noise. ,nat.:h. If the sequences arc oul of phase. lhe 
rnmparison gives a 111is111atch of almost hai r lhe bits. The 
PN gcne.-ator can then be inhib ited for one clock cycle and 
ihc sequence cnn b<· co111p;1rccl ;1gai11. T his proc<;>ss can 
continue until the sequences .ire synchronised. A 
maximum of2 v-l scMches arc needed in this me1hod for 
synchronis:1tion. 

A faster method for ~y11chro 11isa1ion is shown in Fig. l I ? 
Initially l11e switch at the input of the shift regi ster is kept in 
positi~n A, allowing N bits of the ret·cived cqul'llC<' i1110 
1he register . Then the feedback loop is clo~ed by pulling 
the switch i1\ position 13. If the bils entered in the register 
comain no eJTor Ihe sequence generated locally i" 
synchronous lo the received sequence and the mod11l0 
adder shows no errors. I f i hc tw o sequences arc 1101 

sy1, chroni!;ed the modulo-2 adder gives about 50'X, errnr·, 
which c:an be coun1cd with ii counter for a lixccl i nterval 
·n, e cou nter outvut i then com pa reel wil h a threshold i11 ., 
magnitude comparator. Only channel errors occur when 
the sequences are synchronised: tJ1e LhrC'shold vnlut· cnn 
be chosen depending on the channel error rate ex pcth:cl. 
r-or example, ror :i channel error r:itc of 10~ 1. one error in 
every 10 data bits is expected and so 10 errors can b, 
present in a measuring period of 100 bits wl,<;-n lh 
sequences :ire synchronised: otherwise 1 here are about ' 
errors. Hence a threshold or 25 may be chosen for 1 

4: 1 mul\lplcxcr 
03 03 

Ol 07 i--- - - - - - - A 

02 02 06 06 

01 01 1--- --1-~ 0 5 05 

i---;-- - - - -----;-- 04 04 ---- -

o, 

Fig. 10 Series-parallel generation of PN $equence 

4/ 

B 

C 

0 

s, 

OA OB 

• 4 

y 
► PN 

at 4f 
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c-xnmplc. The threshold 
comparrator triggers a pulse 
g-encrator which generates nn 
N-bil wide pulse. This pulse 
keep,; the switch in position A 
mid N fresh bits ,ire loaded in the 
register. This method 
synchronises the receiver 
PN gcncrntor wiLhin a few 
aue111pts. 

5 Appl ications of PN 

sequences 

PN sequences nre used widely 
in dil!ilal communications. 

received 
PN 
seQuenco 

A 

~ 
B C 

N-b11shof1 
reg,srer 

error 
counrer 

comparator 

error 

threshold 

instrumentation etc. In each 
application some prope1·1y oft he 
PN is exploited. 

,npul SVll(Ch conlrol 

N-btl 
pulse 

generaror 

Tht· goocl autocorrelation 
prop1•11.y of PN sequence-
111alw , them a suitable 
, .. 11 rlidate for frame 

Fig. 11 PN sequence acquisition 

,' 11d11'onisation in digital communicalion .~ A PN 
111·nn· can be acquired even in Lhe presence of channel 

, 11 ,r,- 111inimising the clctection misses. raise detecti ons 
,. " h, 111ini111ised. witl1out reducing the frame efficiency, 

11 ,in~ a long :,cquence multiplexed wi[h the data. 
\ {' N »equence is an ideal te·t pati.ern. simulating all 

, mhinations of the data. ince an error-free reference PN 
~• <J I IC'lll' <'. synchronised to a received sequence. can be 
1 1 ily f!C'llermed il rnn be compared with thr received 
,.,1 ·q11l·t1ce to measure t lie channel er rors. 

'-ii111ul,1led. s!.ilistically r11ndo111 erro rs :ire useful in the 
1·v.ihrativn or error-correcting and source coders and 
nthl·r di~ilal communication ~ystems. A imple 
1l·chnic1ue lo generate randomly distri buted errors with a 
<h-'-ired error rate using a P 1 sequence is given in 
Rc:f1?re nee 7. 

l ligh-spcecl PN sequences :ire used in spreacl­
sIwc1n11n rnodulaLion to spread the RP bandwidt h of the 
sig-n:il. reducing the powc-r ~pectral den ity. In the direct 
~rquencc method. a high-spet:d PN code is mocl111o-2 
acldctl Lo 1he low-rntc claw lo increa e the bit rale. and in 
the frequency-hopping method the carrier frequency is 
changed with the PN dala U$i11,s- a fnst switchi ng 
frN 1uency ' yntht'siser. Correln1ion is u eel al the 
receiver 10 11cquire the P sequence and decode the 
data. 

r sequences are also u ed for strambling the data. at 
the 5,1m c· n1te. to ohtni11 even spettrnl energy clistribul'ion 
within the ·ig11al bm1d. Daln scrnmbli11g also provide~ 
sig"nal setu rity. 

l~1111ging is antHher npplication or P sequences, which 
provide high atturacy ;ind u1rnmbiguous mea ureme11t. In 
the sine And pulse 111eLhocls of rnni;i11_g-. the unumbigucius 
range i s inversely proportional, and th~ accu111cy directly 
proportional. to Ihe sincwavc frequency or the pulse 
repetition rate. l-lo1~•evcr. i11 the PN method l he 
una111I,ig11ous r:rngc is propo11ional to l he ' equence 

period. LI/. and Lhe accuracy to the (requency./. Hence. by 
choosing both Lhe length. l ; zN - l. and the clock 
frequency,/. Lo be large both the nu,,ge and accuracy 
requirements can be easily met. 

Counters based on feedback shift register sequences 
have many advantages." for a given logic family they can 
operate at higher speeds than conventional counters. 
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