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(57) ABSTRACT 

Apparatus is disclosed for applying negative pressure to a 
wound site to promote healing. The apparatus includes a 
porous pad for application to the wound, a Suction tube link 
ing the porous pad to a source of negative pressure, a con 
tainer for collecting fluid exudate from the wound interposed 
between the porous pad and the Source of negative pressure 
and a quick disconnect connector linking a first section of the 
Suction tube leading to the porous pad with a second section 
leading to the container, said connector comprising two sepa 
rable and non-interchangeable parts, said first section of the 
Suction tube comprising a multi-lumen tube, one lumen being 
provided for applying Suction to the porous pad and another 
being provided for monitoring pressure, said multi-lumen 
tube being fixedly attached at one end to the container and at 
the other end to one of said separable parts, said one separable 
part including sealing means whereby the lumens are con 
nected in air-tight manner to said second section of the Suc 
tion tube. 
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1. 

WOUND SUCTION DEVICE WITH MULTI 
LUMEN CONNECTOR 

This invention relates to apparatus for applying negative 
pressure therapy to a wound. Negative pressure therapy is 
based on the observation that the application of continuous or 
intermittent Suction to an open wound stimulates the rate of 
healing of the wound, probably by stimulating flow of blood 
in the Zone of status of the wound. It has now been accepted 
as a highly effective way of improving the rate of healing of 
patients suffering from pressure Sores, ulcers, partial thick 
ness burns and wounds that fail to heal quickly after an 
operation. 
PCT Application WO 96/05873 describes apparatus for 

applying negative pressure therapy to a wound including a 
porous pad connected to a Suction line with a collection 
container interposed between the Suction means and the 
porous pad to collect exudate from the wound. UK Patent 
Application 9623743.3 (Publication No. 2307180) discloses 
a development of the apparatus described in the above PCT 
Application which provides for sensing pressure actually 
applied to the wound at the wound site. While the equipment 
described in the above application works effectively, disad 
Vantages can occur in practice when there is a need to discon 
nect and reconnect the patient to the Suction line. 
The present invention provides an improved apparatus 

which includes a convenient system for connecting and dis 
connecting the Suction line to the wound site. 

According to one aspect of the present invention there is 
provided apparatus or applying negative pressure therapy to a 
wound which comprises a porous pad for application to the 
wound, a Suction tube linking the porous pad to a source of 
negative pressure, a container for collecting fluid exudate 
from the wound interposed between the porous pad and the 
Source of negative pressure and a quick disconnect connector 
linking a first section of the Suction tube leading to the porous 
pad with a second section leading to the container, said con 
nector comprising two separable and non-interchangeable 
parts, said second section of the Suction tube comprising a 
multi-lumen tube, one lumen being provided for applying 
Suction to the porous pad and another being provided for 
monitoring pressure, said multi-lumen tube being fixedly 
attached at one end to the container and at the other end to one 
of said separable parts, said one separable part including 
sealing means whereby the lumens are connected in air-tight 
manner to said first section of the Suction tube. 

Preferably, also, the section of tube leading to the porous 
pad is a multi-lumen tube and is also fixedly attached to the 
separable connector part and to an adapter which can be 
sealed to the porous pad. 
By the term “fixedly attached' we mean that the compo 

nents mentioned are joined one to the other in Such away that 
they cannot be separated without damaging one or both of the 
joined components. The parts of the connector and the Suction 
tube are generally formed from plastics material and the 
components can be fixedly joined by welding or adhesively. A 
convenient way of fixedly attaching the components is by 
using a mutual solvent for the components. 
An advantage of the invention is that the container assem 

bly and fixedly attached suction tube can only be used in 
conjunction with a correct, matching Suction tube section and 
associated porous pad. Consequently, a proper and effective 
seal will be made between the two sections of the lumens for 
applying Suction and the 'sensor lumen in one section will 
be sealingly connected to the corresponding sensor lumen in 
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2 
the other section or to the 'suction” lumen in that section. As 
a result, the pressure at or close to the wound site can be 
reliably monitored. 

Various other aspects, features and advantages of the 
present invention will become apparent from the following 
description and accompanying drawings, in which:— 

FIG. 1 is a part schematic view of apparatus in accordance 
with the invention; 

FIG. 2 shows the two separable parts of the connector with 
portions of multi-lumen tubes fitted to them; 

FIG. 3 shows the two halves of the connector fitted 
together; 

FIG.3a is an enlarged portion of the part indicated in FIG. 
3: 

FIGS. 4 and 5 show views of the two connector halves from 
various viewpoints; 

FIG. 6 shows a modification of the connector; 
FIGS. 7a and 7b show perspective views of a 3-way con 

nector, and 
FIGS. 8a, 8b and 8c show modified forms of the adaptor 

and systems for sealing the adaptor to a wound site. 
Referring to the drawings and, in particular, FIG. 1, the 

apparatus in accordance with the invention comprises a 
porous pad (1) (e.g. of polymeric, open-celled foam, Such as 
a polyurethane or polyvinyl alcohol foam having intercon 
nected cells), intended for application into or onto a wound to 
be treated. The porous pad is connected to a source of negative 
pressure (103) Such as a pump or vacuum bottle by a Suction 
tube (2) and adapter (3) in the manner described generally in 
our above British Application No. 2307180 and our pending 
UK Patent Application No. 98.19678.5 (Publication No. 
2329127). The adapter (3) is preferably constructed in the 
manner shown In UK Patent Application No. 98.19678.5 
(Publication No. 2329127) and the porous pad and the adapter 
(3) are sealed in airtight manner to the wound site, using a 
surgical drape as described in UK Patent Application No. 
2307130 or No. 2329127. Suction tube (2) is fixedly attached 
at one end (4) to a spout portion (5) of the adapter (3). The end 
(4) may be sealed and fixed by any Suitable means Such as 
welding or adhesive bonding to the spout (5). Conveniently, 
an adhesive bond may beformed by applying a solvent for the 
material of the adapter and the suction tube to the outer 
surface of the tube and inserting the tube into the adapter. The 
other end of suction tube (2) is connected to a wound exudate 
container (6) where it is fixedly sealed in airtight manner to 
the inlet end (7) of the container by suitable means. Suction 
tube (2) is formed in two parts which are linked by a connector 
(8). Connector (8) comprises two easily separable connector 
halves (9) and (10) which enable the patient to be easily and 
quickly disconnected from the major part of the apparatus, 
e.g. for ease of moving the patient for other treatment. The 
section (11) of the suction tube (1) which links the adapter (3) 
to the connector half (9) extends fully into the connector half 
(9) and is sealed therein, e.g. by adhesive bonding or welding. 
Thus, the section of tube (11) is sealed at both of its ends. 

Similarly, the second section of suction tube (12) which 
links the connector half (10) with the collection container (6) 
is also sealed into its respective connector half (10). Thus, no 
air leaks are possible between the adapter and the connector 
(8) and between the connector (8) and the container (6). 
Connector (8) is designed so that the two halves when 
assembled are locked together in a sealed condition. The 
construction of the connector will be described in more detail 
below. 
The section (12) of suction tube (2) is a multi-lumen tube 

having a central lumen for applying Suction to the wound site 
and one or more peripheral lumens for sensing pressure at the 
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wound site. Specific examples of multi-lumen tubes are 
described in our co-pending British Patent Application No. 
98.19678.5 (Publication No. 2329127). 

Preferably, also, the section (11) is a multi-lumen tube, but 
this is not essential especially if the section (11) between the 
connector half (9) and the patient is a relatively short piece. In 
that case, the pressure sensed at the connector (8) will be 
essentially the same as the pressure sensed at the wound site. 

At the container (6) the central lumen is connected to a tube 
(20) which is linked by passage (21) to the interior of the 
container (6). Suction may be applied to the container, e.g. 
through a tube (22) to apply suction to the wound site. The 
outer lumen or lumens communicate with a peripheral pas 
sage (23) which is connected to a chamber (24). Chamber 
(24) is linked by a port (25) to a transducer (101) for measur 
ing pressure at the connector (8) or at the wound site (1). A 
valve (102) may also be connected to the port (25) and can be 
opened to atmosphere to release or reduce the negative pres 
sure at the wound site. By opening or closing the valve (102) 
at intervals, intermittent or varying negative pressure can be 
applied at the wound. 

Tube (22) is connected to a source of negative pressure, e.g. 
pump (103). A pressure sensor (104) is connected to the tube 
(22) to sense the pressure in the Suction line. 
The connector is shown in more detail in FIGS. 2 to 5 of the 

accompanying drawings. 
Referring to FIG.2 it will be seen that the connector half (9) 

has a shoulder (30) which enters a recess within the connector 
half (10) and seals againstan O-ring (31). Connector half (10) 
has a projecting tubular part (32) which is dimensioned to 
enter the central lumen (33) of the multi-lumen tube (11), and 
in the fully assembled condition of the connector, the 
enlarged portion (35) seals within the central lumen (33). 
Connector half (10) has passages (36) which communicate at 
one end with one or more peripheral lumens (37), and at the 
other with a space (38) outside the central projection (32). 
The two halves (9) and (10) are held together in their closed 

position by a bayonet-type fitting comprising a projection 
(39) which engages in a slot (40). The inter-engaging Surfaces 
forming the slot and the projection (39) are such that the two 
halves are forced together so as to compress the O-ring (31) 
and force the portion (35) firmly into the inner lumen (33). 
The position is shown clearly in FIG. 3 in the assembled 
condition. It will be seen that when assembled, the central 
lumen (33) communicates through the hollow projecting por 
tion (32) between the two portions of the multi-lumen tube 
and this path is quite separate from the sensor part which 
connects the lumens (37) in each section of the suction tube. 

Suitable materials for manufacturing the tubing include 
pvc, and Suitable materials for manufacturing the connector 
include pvc, polypropylene and ABS. The tubes may be 
sealed into the connector halves by means of a solvent glue 
Such as a cyclohexanol glue, or by a UV light curable adhesive 
composition. In order to prevent the sections (11) and (12) of 
the multi-lumen tube from leaking when disassembled, 
clamps (50) may be applied to the tube prior to separating the 
two halves of the connector. 

FIG. 6 shows a modification of the connector which pro 
vides an automatic Sealing effect when the two halves are 
disconnected. This connector is essentially the same as the 
connector shown in FIGS. 2 and 3, and differs by having a 
rubbery membrane (60) across the central part (33) of the 
multi-lumen tube or across the whole of the open end of the 
suction tube portion (11). The projecting part (32) of the 
connector half (10) is shaped with a needle end (61), which is 
capable of piercing the rubber membrane (60). The projecting 
portion (32) has a lateral orifice (62) communicating with its 
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4 
hollow interior. Thus, when the two parts (9) and (10) are 
brought together, the needle end (61) penetrates the mem 
brane (60) and places the two central lumens of the suction 
tubes (11) and (12) into communication. The membrane (60) 
is designed to be a soft material which self-seals when the 
portion (32) is withdrawn, thus preventing exudate from leak 
ing from the end of the tube (11) when it is disconnected from 
the connector half (10). 

In some circumstances where, for example, a very large 
wound is being treated, or simultaneous treatment is required 
perhaps to two sides of one limb, either separate porous pads 
will be appropriate, or a very large porous pad will be neces 
sary. In Such circumstances, it may be convenient to provide 
two adapters (5) which are both connected by tubing (11) to a 
Suction device and drainage container (6). In these circum 
stances, rather than connect the tubing separately to the con 
tainer, a Y- or T-shaped connector piece may be provided in 
which two arms are connected to separate tubes (11), leading 
to separate adapters and the third arm (10) is connected to the 
collection container. Two Y-shaped connectors are shown in 
FIG. 7. The arms of the Y-shaped connector body piece (100) 
are each provided with a separable part (80 or 81) which will 
each connect to a corresponding part fixedly attached to a 
respective tubing section. 

Connector part (80) is attached to a multi-lumen tube sec 
tion and the other end of the multi-lumen section is sealed to 
a canister (6). The other connector parts may be fixedly 
attached to other sections of the suction tube each of which 
lead to an adapter (3). For a large wound, two adapters may be 
arranged to apply Suction to the same wound. While the 
sections of suction tube leading from the 'Y' piece to the 
adapters may be multi-lumen tubes, this is not essential and 
would require a very complex moulding for the 'Y' piece. 
Although, in this case, the pressure sensed at the wound site 
will be the average of the pressures at the two adapters, they 
will normally be close enough together for the pressure dif 
ference to be small. FIGS. 7A and 7B show the bayonet fitting 
very clearly. 

FIGS. 8A, 8B and 8C show the arrangement of sealing the 
adapter assembly to a wound. FIG. 8A is a section through the 
adapter assembly attached to a wound (200). A porous dress 
ing (1) e.g. of polyurethane foam is packed into the wound 
cavity and an adapter (3) is pressed against the Surface of the 
dressing. As can be seen from FIGS. 8A-8C, the underside of 
the flange 301 of the adaptor is covered with projections 
(302), which are arranged in a staggered disposition to facili 
tate flow of fluids from a wide area of the foam pad (1) into the 
spout (5) of the adapter. The adapter (3) and dressing are 
sealed into the wound cavity by a thin elastomeric sheet 
material (303) which is adhered by a tacky pressure-sensitive 
adhesive to the skin (304) surrounding the wound (200). 
Sheet material (303) is typically polyurethane film which is 
coated all over one face with adhesive so that it is bonded to 
the upper face of flange (301) as well as to the skin of the 
patient. 

FIG. 8B is a plan view from above of the adapter showing 
the surgical drape assembly (305) surrounding the adapter. 
The drape assembly and the flange of the adapter are trans 
parent so that the projections (302) can be seen. The drape 
assembly comprises three layers of sheet material as best seen 
in FIG. 8C. The lower-most layer (306) is a release-coated 
comparatively stiff sheet material which is lightly bonded to 
the lower, adhesive-coated face of the surgical drape itself 
(307). The latter material is a very thin, flexible elastomeric 
material. A strengthening layer (308) of thicker material over 
lies the drape layer (307). Layers (307) and (308) have holes 
to permit the spout (5) of the adapter to pass through. In use, 
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the foam pad (1) is placed in the wound, the release layer 
(306) is removed and the adhesive face of the drape applied to 
the skin around the pad to produce an airtight seal. Strength 
ening layer (308) is removed prior to, during or after adhering 
the drape to the skin. Handling bars (310) of thicker material 
are attached to the ends of the drape layer and to the ends of 
the strengthening layer to facilitate adhering the drape to the 
skin and separating the strengthening layer from the drape. 
After the seal has been achieved, the handling bars can be 
removed from the drape layer and perforations (311) may be 
provided for this purpose. 

The invention claimed is: 
1. A negative pressure therapy apparatus, comprising: 
a porous pad; 
a source of reduced pressure; 
a pressure sensor, 
a first section of multi-lumen Suction tube having a first end 

fluidly connected to the porous pad; 
a second section of multi-lumen Suction tube having a 

central lumen fluidly connected to the source of reduced 
pressure, and a peripheral lumen fluidly connected to the 
pressure sensor; 

a first connector half attached to a first end of the second 
section of tubing, the first connector half having a central 
projection extending beyond the first end of the second 
section of tubing and dimensioned to enter a central 
lumen of the first section of tubing, a recess peripheral to 
the central projection, and passages that communicate at 
a first end with the peripheral lumen of the second sec 
tion of multi-lumen Suction tube and at a second end 
with the recess; 

an o-ring within the recess; and 
a second connector half attached to a second end of the first 

section of tubing, the second connector half having a 
shoulder adapted to enter the recess and seal against the 
o-ring without obstructing the second end of the pas 
Sages in the first connector half so that the central lumen 
is in fluid communication with the central lumen of the 
first section of multi-lumen suction tube and the periph 
eral lumen of the second section of multi-lumen Suction 
tube is in fluid communication with a peripheral lumen 
of the first section of multi-lumen suction tube. 

2. The apparatus of claim 1, further comprising a container 
positioned between the source of reduced pressure and the 
porous pad wherein the first connector half and the second 
connector half couple to form a seal between the porous pad 
and the container. 

3. The apparatus of claim 1, wherein the pressure sensor 
measures pressure through the peripheral lumens at least at 
one of the following locations: a wound, adjacent to the 
wound, and proximal the wound. 

4. The apparatus of claim 3, further comprising a second 
sensor to measure pressure within the central lumens. 

5. The apparatus of claim 1, wherein the first connector half 
and the second connector half are separable and non-inter 
changeable parts. 
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6. The apparatus of claim 1, wherein the first connector half 

and the second connector half are adapted to connect the 
lumens in the first section of multi-lumen suction tube with 
respective lumens in the second section of multi-lumen Suc 
tion tube in a Substantially air-tight manner. 

7. The apparatus of claim 1, wherein the first connector half 
and the second connector half are adapted to connect the 
central lumen in the first section of multi-lumen suction tube 
with the central lumen in the second section of multi-lumen 
Suction tube in a Substantially air-tight manner. 

8. The apparatus of claim 7, wherein the first connector half 
and the second connector half are adapted to connect the 
peripheral lumen in the first section of multi-lumen Suction 
tube with the peripheral lumen in the second section of multi 
lumen Suction tube in a Substantially air-tight manner. 

9. The apparatus of claim 1, wherein the first section of the 
multi-lumen Suction tube is attached at one end to an adapter 
having a flange portion for application to said porous pad and 
a tubular portion attached to the first section of the multi 
lumen Suction tube. 

10. The apparatus of claim 1, wherein the first connector 
half and the second connector half include respective parts of 
a bayonet fitting for connection and disconnection. 

11. The apparatus of claim 1, wherein the central projection 
is a tubular projection. 

12. The apparatus of claim 11, wherein the central projec 
tion is adapted to engage in a sealing manner with the central 
lumen of the first section of multi-lumen suction tube. 

13. The apparatus of claim 1, wherein the first section of 
multi-lumen Suction tube and the second section of multi 
lumen Suction tube have a multi-lumen configuration, and 
wherein the multi-lumen configuration includes one of a 
side-by-side lumen configuration, and a coaxial lumen con 
figuration. 

14. The apparatus of claim 1, wherein the central projection 
has a needle end. 

15. The apparatus of claim 14, wherein the second connec 
tor half includes a reversibly sealable membrane to seal the 
central lumen of the first section of multi-lumen suction tube 
when the first connector half is separated from the second 
connector half. 

16. The apparatus of claim 15, wherein the reversibly seal 
able membrane is a rubbery membrane. 

17. The apparatus of claim 15, wherein the needle end 
penetrates the reversibly sealable membrane when the first 
connector half and the second connector half are brought 
together. 

18. The apparatus of claim 1, wherein the central projection 
includes an enlarged portion that seals within the central 
lumen of the first section of the multi-lumen suction tube. 

19. The apparatus of claim 1, wherein the second connector 
half includes a projection that engages with a slot in the first 
connector half. 

20. The apparatus of claim 1, wherein at least a portion of 
the first connector half and the second connector half is made 
from at least one of PVC, polypropylene, and ABS. 
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