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CLEANABLE MEDICAL/SURGICAL 
SUCTION DEVICES 

The present invention relates to Suction devices of the 
type disclosed in my co-pending application Ser. No. 
09/072,494, filed May 5, 1998. This application is incorpo 
rated herein by reference in its entirety. 

BACKGROUND OF THE INVENTION 

Field of the Invention 

The need for Surgical Suction devices has been well 
documented and demonstrated in the prior art. In general, 
and its simplest form, these devices constitute elongated 
tubes of Small but varying diameters, usually, they are leSS 
than a foot in length. The proximal end is fitted to a flexible 
rubber or plastic tube which in turn is fitted to a vacuum 
Source. The distal end of the elongated tube is inserted into 
an open wound of a patient. Fluid pooling in the environs of 
the wound is Sucked by the elongated tube at that distal end; 
through the suction tube and through the flexible rubber tube 
for final disposal. 

These Suction tubes are difficult to clean as they are 
generally of Small bore. When employing plastic as the 
construction material they are considered to be disposable. 

The Suction tube is oftentimes Supplied with a side port 
that is close to its proximal end. At rest the Suction draws air 
through the Side port and therefor no Suction is at the Suction 
device's distal end. The user of the device, when it is 
desirous to effect a Suction gradient at the Said distal end, 
closes the Side port by applying a thumb or finger over the 
side port. The side port together with the thumb of the users 
act as a valve for the Suction device. It will be seen that the 
device can be easily held by one hand with the thumb of the 
hand being Strategically positioned close to the Side port for 
positioning thereon as needed. 
AS was Stated, Such Suction devices of the prior art, are 

frequently made of plastic. While, because of the cheapneSS 
of plastic Such Suction device may be disposable, the weight 
of Such a plastic Suction device is So light that the user can 
hardly Sense its presence in the hand So finds difficulty in 
effecting good control of the Suction device when position 
ing its distal end into the Site requiring aspiration. 
To avoid Such a light weight Structure, the Suction device 

may be made of metal, to increase the Sense of presence of 
the device in the user's hand. However, when constructed of 
metal which is a more expensive material, it is advantage to 
use the Suction device over and over again. Re-use of the 
Suction require the need to be able to thoroughly clean the 
inside bore of the Suction device and to be able to autoclave 
the Suction device or to Sterilize the Suction device by other 
CS. 

In Some prior art Suction devices, the tubes are bent 
intermediate the ends to give enhance holding and directing 
of the Suction device. A bend in the Suction device makes it 
even more difficult to accomplish thorough cleaning. inter 
nally. The present Suction devices are primarily designed 
towards general or specific “applications.” 

SUMMARY OF THE INVENTION 

The Suction device of the present invention is constructed 
of essentially three Sections or parts. The main part consists 
of a stainleSS Steel tube having a proximal end and a distal 
end. A rubber flexible conduit is attached to the proximal end 
by inserting the proximal end for a short distance into the 
Said conduct. The StainleSS Steel tube defines a handle 
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2 
portion equal to or greater in diameter of the conduct coming 
from the Suction Source. 

The StainleSS Steel tube has a port intermediate the proxi 
mal and distal end. The port has a flat platen about the port. 
The port together with the thumb of the user acts as a valve 
to the interior of the stainless tube. In other words the flat 
portion of the thumb of the user of the Suction is employed 
to close the port by placing the thumb there upon and Vice 
WCS. 

The distal end portion of the stainless tube is slightly 
internally bevelled whereby the largest diameter of the bore 
is at the edge portion of the distal end. The beveled portion 
is detailed to accept for insertion a round short DELRIN 
sleeve,. The latter is sloped to mate with the bevelled portion 
of the distal end of the stainless steel tube. The sleeve enters 
the Said Stainless Steel tube for only a portion. the remaining 
portion of the sleeve extends for a distance beyond the 
Stainless Steel tube. 

The sleeve has mounted therein a distal end portion of an 
elongated thin tube and is concentric with the Sleeve. The 
thin tube extends into the sleeve about halfway. The bore in 
the sleeve, through which the thin tube does not extend and 
which is in the part of the sleeve that is mounted in the distal 
end of the Stainless Steel tube, is of a bore dimension into 
which a luer of a Syringe may be fitted when said sleeve and 
Said thin tube is removed from its position of insertion. 

It is an object of this invention, unlike current art, to 
provide a Suction device capable of being cleaned, 
processed, and Sterilized thereby eliminating any possibili 
ties of croSS contamination not uncommon to Surgical can 
nulated devices. Through its design, it is the primary objec 
tive of this invention that cleaning through sterilization 
become universally feasible and achieved. “Applications” of 
current Suction devices while significant and addressed by 
this device become Secondary. This purpose and the distin 
guishing characteristics of it will become apparent in this 
application. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is an exploded top plan fragmentary view and 
partial fragmentary view of the Suction device of the present 
invention; 

FIG. 2 is a partial fragmentary Side View, 
FIG. 3 is a similar partial fragmentary side view with the 

finger Valving being demonstrated; 
FIG. 4 is a side view of the stainless steel tube having a 

Small angle bend; 
FIG. 5 is a cross sectional view of the sleeve with a 

fragmentary portion of the thin tube entirely therethrough; 
FIG. 6 is a cross-section view of the plug which upon 

drilling becomes the sleeve of the present invention with the 
thin tube shown fragmentary; 

FIG. 7 is a cross-sectional view of the sleeve of FIG. 6 
shown after further machining, 

FIG. 8 is a cross-sectional view of the distal end of the 
Stainless Steel tube and the sleeve mounted in place and the 
thin tube extending therefrom; 

FIG. 9 is a cross-sectional view of the sleeve with the luer 
of a Syringe mounted onto the sleeve. 

DETAILED DESCRIPTION OF THE 
INVENTION 

FIG. 1 depicts a stainless steel tube 11 which is part of the 
Suction device that is hand held. It is fitted at its proximal 
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end 12 with the end of a rubber hose or tube 13. The distal 
end 14 of the stainless steel tube 11 has a bore area with a 
flare 15. The stainless steel tube has an intermediate port 15 
which is surrounded by a stainless steel flat piece 16 which 
is welded to tube 11. 

The flare 15 takes the internal bore of the stainless steel 
tube from 0.25 inches in diameter to 0.28 inches. The flare 
itself is about 0.5 inches. 

The distal end 14 is fitted with one of sleeves 20, 21 or 21. 
Sleeve 20 is shown in a side view and has a sloped area 23 
at its proximal end which terminates in a cylindrical Section 
24 and has a further sloped portion 25 at its other end. Each 
of the sleeves possesses a Similar external configuration. The 
differences in sleeve 20, 21 and 22, as depicted resides in the 
fact that each is fitted with different diameter thin tube 26 or 
27 or 28. The sleeves are injection molded about the thin 
tubes 26 or 27 or 28. More about which will be described 
below. The thin tubes may be selected from a large array of 
sizes So is not limited to those shown by reference numerals 
26 or 27 or 28. Most common bore diameters are from 3 to 
18 French. 

FIG. 2 shows the suction tube of the present invention in 
an assembled condition although hose 13 is in fragmentary 
condition as is thin tube 27. AS assembled the Source of 
Vacuum at the end of hose 13 is shown to aspirate air through 
port 16. 
When the hand held suction device has the distal end (not 

shown) of tube 27 inserted into a liquid containing wound 
locale, finger or thumb 30 is slightly compressed over port 
16 and closes it to further ambient air aspiration, thereby 
transferring the Source of Suction to the distal end of thin 
tube 27 and therewith removes the pooled liquid up the thin 
tube 27 and through the stainless steel tube 9 and out hose 
13. 

FIG. 4 depicts a more convenient stainless steel tube 
which has an acute angle bend located between the distal end 
14 and the port 16. 

FIG. 5 shows sleeve 20, for instance, which has been 
injection molded with DELRIN around the proximal portion 
31 of this tube 27 prior to further machining. 

Then in FIG. 6, the proximal portion 31 of the thin tube 
27 is only part way through sleeve 20 so that the sleeve is 
not yet completely formed. 

FIG. 7 depicts the sleeves of FIG. 5 or FIG. 6 which has 
a cavity drilled axially form the proximal portion of the 
sleeve to produce cavity 35. The diameter of the cavity is 
from 0.167 inches to 0.169 inches. The depth of the cavity 
is about 0.5 inches In drilling the embodiment of FIG. 5 the 
thin tube is also drilled out with applicable portions of the 
DELRIN material removed to produce cavity 35. In FIG. 6, 
only the DELRIN is drilled out to a point where there is 
communication with the proximal end of thin tube 27. 

FIG. 7 shows finished sleeve 20 with its thin tube 27 
mounted therein, being thrust for fitment in the distal end 14 
of the stainless steel tube. 

FIG. 8 depicts the view of the fitted assembly of the 
stainless steel tube, sleeve and the thin tube 27 in function 
ing condition. 

Finally, FIG. 9 shows the sleeve 20 and its thin tube 27 
dissembled from the Stainless tube. A fragmentary Syringe is 
shown with the luer 51 thereon mounted into cavity 35 of the 
sleeve. Wash fluid may then be squirted through thin-tube 27 
to cleanse the thin tube. The stainless steel tube 9 being of 
larger diameter may be cleaned by brush means or the like. 

The present invention derives its special applicbility form 
the feel that it is comprised of three essential parts wherein 
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4 
the sleeve and its concomitant thin tube an be disassembled 
form the stainless steel tube. Each of the parts may be 
cleaned separately and therefor thoroughly. The arrange 
ment avoid a Single lengthy Suction tube which by Shear 
length would encounter cleaning difficulties. 
The invention has the further advantage of making it 

possible to at least provide for the disposal of the sleeve with 
the thin tube should it be impossible to clean thoroughly. The 
sleeve and thin tube is much least expensive then the 
stainless tube handle portion 9. 
The thin tube may be constructed of a leSS expensive 

material then Stainless Steel Such as aluminum. 
AS stated in the above the use of a stainless tube 9 as a 

handle provides for better weight distribution and feel. The 
feel may be also enhanced by giving a Sandblasted finish to 
the StainleSS Steel tube about the port 15 giving a contrasting 
feel to the stainless tube 9. 

It is contemplated that other plastic, other than DELRIN 
may be used. a controlling criteria is in the ability to be 
autoclavable. 
The stainless steel tube handle 9 is manufactured of 

Surgical grade Stainless Steel. The Outer diameter is 0.35 
inches. The inner diameter is 0.25 inches except for the 0.5 
inch flare 15 portion which expands to 0.28 inches. Said flare 
portion facilitates consistent acceptance and release of the 
sleeve carrying the Said thin tube 27, for instance. The large 
bore of the handle portion 9 results in the inner bore being 
visually observable even when the stainless tube handle 9 is 
angled. The preferred length of the Stainless Steel tube 
handle in about 3.5 inches. 
The Said large bore makes it possible to accept all bristled 

(fiber or Steel one-quarter up to one-third inch) cleaning 
brushes. 
The sleeves 21, 22, 23 have a length of approximately 1 

inch. All are 0.25 inches in diameter at the proximal end and 
gradually taper distally to 0.28 inch. This taper is 0.5 inch in 
length. The 0.28 inch is 0.25 inch in length before tapering 
gradually to its distal end. 
The cavity 35 is 0.167 inch to 0.169 inch in diameter. It 

begins at the proximal (joinder) end and is 0.5 inch in 
towards the sleeve's center. This cavity services as a “flush 
port” to the “working element of the suction probe in that 
it accommodates the luer of universally sized Syringes. 
Further, the cavity allows easy and direct entry of a Stylet to 
the “working” element of the suction this tube 26, 27 or 28. 

In one embodiment the manufacture of the sleeve is 
accomplished by employing DELRIN rod (an acetal ther 
moplastic resin) which is machined to the Specification listed 
in foregoing. 
The cavity 35 is obtained in two ways. (1) The sleeve and 

thin tubes are glued in place as Stated above. A 0.167 inch 
to 0.169 inch drill bit is employed to drill through the joined 
sleeve and probe for 0.5 inch towards the sleeve's center. (2) 
The cavity is drilled into the joined end of the sleeve with no 
thin tube in place. From the proximal end of the sleeve a hole 
to accommodate the Selected Shaft is drilled penetrating into 
the cavity. The thin tube is glued in place after slightly 
penetrating the cavity 35. As stated in the above, both of 
these processes are envisioned to be replaced by injection 
molding techniques. 
The lesser hardness of the sleeve guarantees the integrity 

of its stainless steel female counterpart the handle 9. Fric 
tional degeneration is significantly lessened by the leSS hard 
sleeve on the handle. 

Cavity 35 “The Flush Port” in the combined sleeve/probe 
is designed to accommodate Standard Syringes or provide 
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easy entry for a stylet directly to the “working element. AS 
a direct result mid-procedural clogging or post operative 
processing is facilitated. 
What is claimed in: 
1. A medical/Surgical wound Suction device comprising: 
a first cylindrical elongated metal tube, having a first outer 

diameter and a first inner diameter; 
Said first cylindrical elongated metal tube having a proxi 
mal open end and a distal open end; 

Said distal open end being inwardly flared for a distance 
to a reduced diameter; 

a cylindrical plastic sleeve, Said cylindrical Sleeve having 
a proximal end portion and a distal end portion and a 
cylindrical intermediate portion therebetween; 

Said intermediate portion having an outer diameter larger 
than the inner diameter of Said first cylindrical elon 
gated metal tube, 

Said proximal end portion of Said sleeve being tapered 
whereby it may be plugged at least partially into Said 
flared distal open end of Said first cylindrical elongated 
metal tube; 

Said sleeve having a bore therethrough; 
a Second cylindrical elongated metal tube, 
Said Second cylindrical metal tube having a proximal open 

end and a distal open end; 
Said Second cylindrical metal tube having Said proximal 

open end fitted into Said bore of Said sleeve and 
extending from the Sleeve at its distal end; 

Said proximal open end of Said Second cylindrical metal 
tube terminating in Said bore of Said sleeve Substan 
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tially midway Said proximal end portion and Said distal 
end portion; 

Said proximal end portion of Said sleeve having a cylin 
drical co-axle cavity contiguous with Said bore of Said 
sleeve Said cavity having a bore of a larger diameter 
than the remainder of the bore of said sleeve; 

Said cavity having a bottom contiguous with the proximal 
end of Said cylindrical metal tube; 

whereby a luer of a hypodermic Syringe carrying a 
cleansing fluid may be fitted into Said cavity when Said 
sleeve carrying Said Second cylindrical elongated metal 
tube is unplugged from Said first cylindrical elongated 
metal tube and the cleansing fluid may be projected into 
and through Said Second cylindrical elongated metal 
tube; 

Said first cylindrical metal tube having a port to the 
interior thereof intermediate its proximal and its distal 
end. 

2. The medical/Surgical Suction device of claim 1, wherein 
the port on Said first cylindrical elongated metal tube has a 
flat port Surrounding member upon which a finger of an 
operator may be placed to open or close the port. 

3. The medical/Surgical Suction device of claim 2, wherein 
the first cylindrical elongated metal tube has a bend inter 
mediate the proximal open end and the distal open end and 
Said port is located between Said proximal open end and Said 
bend. 
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