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USER INTERFACE FOR INITIATING 
ACTIVITIES IN AN ELECTRONIC DEVICE 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

0001. The present application claims priority as a continu 
ation-in-part of U.S. patent application Ser. No. 12/115,992, 
filed May 6, 2008, for “Extended Touch-Sensitive Control 
Area for Electronic Device', Atty Docket No. PLM5728, the 
disclosure of which is incorporated herein by reference. 

FIELD OF THE INVENTION 

0002. In various embodiments, the present invention 
relates to user interfaces for launching applications and other 
activities in electronic devices, and more particularly to sys 
tems and methods for presenting a gesture-based user inter 
face for launching applications and other activities in an elec 
tronic device having a touch-sensitive screen. 

DESCRIPTION OF THE RELATED ART 

0003 Electronic devices for mobile computing and com 
munications are becoming increasingly sophisticated and 
powerful. Many Such devices, including Smartphones, per 
Sonal digital assistants, handheld computers, and the like, are 
capable of running software applications for performing vari 
ous tasks. Users interact with Such software applications in a 
manner that is similar to well-known interactions with soft 
ware applications on personal computers: users can launch 
and quit applications as needed, and in some cases can even 
keep two or more applications open concurrently, Switching 
between the open applications as desired. Many such mobile 
devices include a robust operating system that manages the 
various applications, memory usage, and other functions and 
operations of the device. In addition, the operating system 
often presents a graphical user interface that presents output 
to the user and receives input from the user. 
0004 One increasingly popular type of input/output para 
digm for mobile devices is the touch-sensitive screen, or 
“touchscreen'. Touchscreen-enabled devices can provide a 
robust graphical user interface that allows a user to interact 
with the device by touching, dragging, and pointing at dis 
played elements on a touchscreen. Applications can be 
launched by tapping on an icon from a launch screen. While 
an application is open, the touchscreen is used to both display 
output to the user and to accept user input. An example of a 
mobile device equipped with Such a touchscreen is the 
iPhone, available from Apple Inc. of Cupertino, Calif. 
0005. On many such devices, the process of opening an 
application can be cumbersome at times. Generally, the user 
launches an application by returning to a home screen, where 
the user is presented with a number of icons; the user then taps 
the icon for the application he or she wishes to launch. In 
Some cases, two or more pages of applications may be 
provided, so that the user must scroll to the appropriate page 
before the desired application can be identified and launched. 
In addition, applications are often arranged in a non-catego 
rized, non-hierarchical manner, making it more difficult for 
the user to quickly find the particular one he or she wishes to 
launch. 
0006 Existing devices often fail to provide a mechanism 
for directly launching an application without first returning to 
the home screen. Therefore, in many situations, launching an 
application is a multi-step process that can be distracting, 
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annoying, and/or burdensome for the user. For example, the 
user must first tap a physical “home' button to the home 
screen, then locate the icon for the desired application (scroll 
ing to other pages in some cases), and then tap the icon to 
launch the application. 
0007. On some devices, it is known to provide functional 
ity for easier access to the most commonly used applications, 
for example by providing an area on the screen where icons 
for these applications can be found, regardless of which of the 
application launch “pages' is currently being displayed. Such 
an area can be referred to as a “quick-launch bar or “dock'. 
However, even for the applications included within the dock, 
access can be cumbersome, as the user must first return to the 
home screen before the dock appears. Thus, even for com 
monly used applications, existing devices fail to provide a 
quick, easy mechanism for directly launching an application 
without first returning to the home screen. 
0008 What is needed is a mechanism that allows a user to 
launch applications in an electronic device such as a mobile 
device, without requiring the user to return to a home screen. 
What is further needed is a mechanism that allows a user to 
launch applications directly from virtually any screen, with 
out first returning to a home screen. What is further needed is 
application launch functionality that avoids the limitations 
and shortcomings of prior art systems. 

SUMMARY 

0009. In various embodiments, the system and method of 
the present invention are implemented in an electronic device 
Such as a mobile device for performing computing and com 
munications functions. The device may be capable of running 
Software applications for performing various functions, and 
may include the capability to run two or more software appli 
cations concurrently. In various embodiments, such software 
applications may provide the ability to open documents, ini 
tiate and/or respond to communications in various forms 
(such as telephone calls, email messages, instant messages, 
text messages, and the like), and/or browse web pages or view 
other online content. 
(0010. The term “activity” is used herein to refer to a soft 
ware application, task, document, message, page, image, 
card, window, content item, or any other construct represent 
ing data and/or programmatically definable functionality, and 
with which the user can interact via a user interface on the 
electronic device. In various embodiments described herein, 
activities can be represented by a user interface on a display 
screen, and a user can interact with activities via an input 
device. 
0011 For purposes of the description provided herein, the 
terms “application launcher, “launcher, and/or “launch 
wave' are used interchangeably to refer to functionality for 
launching activities according to various embodiments of the 
present invention. The launch wave can be used to open 
and/or activate applications, documents, tasks, applets, web 
pages, and/or any other activity; accordingly, the terms 
“application launcher”, “launcher, and/or “launch wave' are 
not intended to restrict the scope of the claimed invention to 
the launching of applications. Rather, one skilled in the art 
will recognize that the techniques described herein can be 
used for launching, invoking, or initiating any activity, or 
opening any document or other item. 
0012. In one embodiment, a user interface is presented 
whereby the launch wave of the present invention can be 
activated at Substantially any time, without requiring the user 
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to first return to a home screen. The user can activate the 
launch wave by performing a gesture, or by pressing a physi 
cal button, or by tapping at a particular location on a touch 
screen, or by activating a keyboard command. In one embodi 
ment, activation of the launch wave and selection of an item 
from the launch wave can be performed in one continuous 
operation on a touch-sensitive screen, so as to improve the 
expediency and convenience of launching applications and 
other items. 

0013. In one embodiment, the launch wave is not continu 
ously displayed while a user is engaged in interactions with an 
activity on the screen of the device. However, the user can 
activate the launch wave while engaged with Such an activity, 
thereby causing the launch wave to appear and providing the 
user with an opportunity to launch an activity directly using 
the launch wave. In this manner, the system and method of the 
present invention improves the user experience and allows 
users to more easily open applications and other activities 
with a minimum of disruption and burden. 
0014. In one embodiment, the system and method of the 
present invention operate in connection with a touch-sensi 
tive surface that includes the display screen but also extends 
beyond the display screen, as described in related U.S. patent 
application Ser. No. 12/115,992, filed May 6, 2008, for 
“Extended Touch-Sensitive Control Area for Electronic 
Device', Atty Docket No. PLM5728, the disclosure of which 
is incorporated herein by reference. For example, in one 
embodiment, the launch wave is activated by a gesture that is 
performed in the touch-sensitive area outside the display 
screen, referred to as a 'gesture area: in another embodi 
ment, the launch wave is activated by a gesture that begins in 
the gesture area and continues into the touch-sensitive display 
screen. In this manner, as described in more detail below, the 
user can activate the launch wave using Such a gesture, and 
then select among a plurality of displayed activities in the 
launch wave, all in a continuous gesture that begins in the 
gesture area and ends in the display screen. 
0015. In one embodiment, the system and method of the 
present invention are implemented as a visual element that 
resembles a wave. The user activates the wave by dragging his 
or her finger from the gesture area onto the touch-sensitive 
screen, in a particular direction (such as an upward direction). 
The launcher is displayed as a wave that changes in appear 
ance as the user continues to move his or her finger; hence the 
term “launch wave' to refer to the user interface element. One 
skilled in the art will recognize, however, that the term 
“launch wave' is used herein for ease of nomenclature only; 
the techniques of the present invention can be implemented 
with user interface elements having other appearances that do 
not necessarily resemble a wave. 
0016. In one embodiment, while the launch wave is being 
displayed, Vertical motion of the finger causes the wave to 
follow the vertical position of the finger; for example, the 
wave may stay just above the position of the finger, so that it 
is not obscured by the finger. In one embodiment, horizontal 
motion of the finger causes different items within the launch 
wave to be highlighted. Various mechanisms for highlighting 
items in the launch wave are described herein. Once the user's 
finger position has caused the desired item to be highlighted, 
the user can activate, or open, the activity associated with the 
item by moving his or her finger away from the touchscreen, 
thereby ending the gesture. In one embodiment, the user can 
cancel the launch wave by returning his or her finger to the 
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gesture area, or otherwise sliding off an edge of the screen, 
before ending contact with the screen. 
0017. In this manner, the system and method of the present 
invention allow a user to launch an activity directly and with 
out first activating a home screen. In one embodiment, the 
activity can be launched with a single-handed gesture that is 
optimized for ambidextrous use. Thus, the system and 
method of the present invention provide an improved mecha 
nism for launching activities in an electronic device. 
0018. In other embodiments, other variations and 
enhancements can be implemented. For example, in one 
embodiment, a hierarchical launch wave can be implemented, 
wherein highlighting of an item in the launch wave causes 
other, subordinate items to be displayed. The user can navi 
gate among the top-level and Subordinate items simply by 
dragging his or her finger around the screen. The user can 
select a desired item, either top-level or subordinate, by 
removing his or her finger from the screen while the desired 
item is highlighted. 
0019. In one embodiment, the techniques described herein 
can be combined with the card repositioning and/or grouping 
techniques described in related U.S. patent application Ser. 
No. 12/416.279, filed Apr. 1, 2009, for “Card Metaphor for 
Activities in a Computing Device'. Atty. Docket No. 
PLM5844, the disclosure of which is incorporated herein by 
reference. 

0020. The various features described above and hereincan 
be implemented singly or in any combination, as will be 
apparent to one skilled in the art. Additional features and 
advantages will become apparent from the description pro 
vided below. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0021. The accompanying drawings illustrate several 
embodiments of the invention and, together with the descrip 
tion, serve to explain the principles of the invention. One 
skilled in the art will recognize that the particular embodi 
ments illustrated in the drawings are merely exemplary, and 
are not intended to limit the scope of the present invention. 
0022 FIG. 1 is an example of a device for implementing 
the present invention, according to one embodiment. 
0023 FIG. 2 depicts a functional architecture for present 
ing a launch wave according to one embodiment of the 
present invention. 
0024 FIG. 3A is a screen shot depicting an example of a 
home screen including a quick launch bar according to one 
embodiment. 

0025 FIG. 3B is a screen shot depicting an example of a 
launch screen including a quick launch bar according to one 
embodiment. 

0026 FIG. 3C is a screen shot depicting an example of a 
gesture for invoking a launch wave from a screen displaying 
a user interface for an application, according to one embodi 
ment. 

0027 FIGS. 3D through 3F are screen shots depicting an 
example of a launch wave according to one embodiment. 
0028 FIG. 3G is a screen shot depicting an example of a 
gesture for invoking a launch wave from a screen displaying 
a quick launch bar, according to one embodiment. 
0029 FIG. 4 depicts an example of a gesture that can be 
used to activate the launch wave of the present invention, 
according to one embodiment. 
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0030 FIG.5 is a flowchart depicting a method for present 
ing a launch wave according to one embodiment of the 
present invention. 
0031 FIGS. 6A through 6C are a series of screen shots 
depicting an example of the operation of a launch wave 
according to one embodiment. 
0032 FIG. 7A is a flowchart depicting a method for pre 
senting a hierarchical launch wave according to one embodi 
ment of the present invention. 
0033 FIG. 7B is a flowchart depicting a method for pre 
senting a hierarchical launch wave according to another 
embodiment of the present invention. 
0034 FIGS. 8A through 8C are a series of screen shots 
depicting an example of the operation of a hierarchical launch 
wave according to one embodiment. 
0035 FIGS. 9A and 9B are a series of screen shots depict 
ing an example of a grid layout for a hierarchical launch wave 
according to one embodiment 

DETAILED DESCRIPTION OF THE 
EMBODIMENTS 

0036. For purposes of the description provided herein, the 
terms “application launcher, “launcher, and/or “launch 
wave' are used interchangeably to refer to functionality for 
launching activities according to various embodiments of the 
present invention. The launch wave can be used to open 
and/or activate applications, documents, tasks, applets, web 
pages, and/or any other activity; accordingly, the terms 
“application launcher”, “launcher', and/or “launch wave' are 
not intended to restrict the scope of the claimed invention to 
the launching of applications. Rather, one skilled in the art 
will recognize that the techniques described herein can be 
used for launching any activity. In addition, that the term 
“launch wave' is used herein for ease of nomenclature only; 
the techniques of the present invention can be implemented 
with user interface elements having other appearances that do 
not necessarily resemble a wave. 
0037 For purposes of the description provided herein, the 
following additional terms are defined: 

0038 Touch-sensitive surface: a surface of a device that 
is capable of detecting contact; 

0039 Touch-sensitive screen (or touchscreen): a touch 
sensitive Surface that also functions as a display screen; 

0040 Gesture: a touch command that includes a distinc 
tive motion that can be interpreted to specify a command 
or action to be performed; 

0041 Gesture area: a touch-sensitive surface that does 
not function as a display screen. 

System Architecture 
0042. In various embodiments, the present invention can 
be implemented on any electronic device. Such as a handheld 
computer, personal digital assistant (PDA), personal com 
puter, kiosk, cellular telephone, and the like. For example, the 
invention can be implemented as a user interface for launch 
ing software applications and other activities on Such a 
device. Accordingly, the present invention can be imple 
mented as part of an operating system running on Such a 
device. 

0043. In various embodiments, the invention is particu 
larly well-suited to devices such as Smartphones, handheld 
computers, and PDAs. One skilled in the art will recognize, 
however, that the invention can be practiced in many other 
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contexts, including any environment in which it is useful to 
provide quick access to a user interface element for initiating 
applications and other activities. Accordingly, the following 
description is intended to illustrate the invention by way of 
example, rather than to limit the scope of the claimed inven 
tion. 
0044) Referring now to FIG. 1, there is shown an example 
of an example of a device 100 having a touch-sensitive screen 
101 and a gesture area 102, according to one embodiment. 
0045. For illustrative purposes, device 100 as shown in 
FIG. 1 is a personal digital assistant or Smartphone. Such 
devices commonly have telephone, email, and text messaging 
capability, and may perform other functions including, for 
example, playing music and/or video, Surfing the web, run 
ning productivity applications, and the like. The present 
invention can be implemented in any type of device having a 
touch-sensitive screen, and is not limited to devices having 
the listed functionality. In alternative embodiments, the 
invention can be implemented in devices that do not have 
touch-sensitive Screens but that accept user input in other 
ways, such as via a trackpad, trackball, rocker Switch, joy 
stick, five-way switch, or the like. In addition, the particular 
layout of device 100 as shown in FIG. 1 is merely exemplary 
and is not intended to be restrictive of the scope of the claimed 
invention. 
0046 Gesture area 102 is an optional input mechanism for 
implementing the present invention. As described in more 
detail below, in one embodiment the launch wave of the 
present invention is invoked in response to the user perform 
ing a gesture that begins in gesture area 102 and continues in 
an upward direction onto touch-sensitive screen 101. How 
ever, it other embodiments the launch wave may be invoked 
using other commands and is not limited to the particular 
gesture described herein. Accordingly, in Some embodi 
ments, gesture area 102 can be omitted without departing 
from the essential characteristics of the invention as claimed. 
0047. In various embodiments, touch-sensitive screen 101 
and gesture area 102 can be implemented using any technol 
ogy that is capable of detecting a location of contact. One 
skilled in the art will recognize that many types of touch 
sensitive screens and Surfaces exist and are well-known in the 
art, including for example: 

0.048 capacitive screens/surfaces, which detect 
changes in a capacitance field resulting from user con 
tact; 

0049 resistive screens/surfaces, where electrically con 
ductive layers are brought into contact as a result of user 
contact with the screen or Surface; 

0050 surface acoustic wave screens/surfaces, which 
detect changes in ultrasonic waves resulting from user 
contact with the screen or Surface; 

0051 infrared screens/surfaces, which detect interrup 
tion of a modulated light beam or which detect thermal 
induced changes in Surface resistance; 

0.052 strain gauge screens/surfaces, in which the screen 
or Surface is spring-mounted, and strain gauges are used 
to measure deflection occurring as a result of contact; 

0.053 optical imaging screens/surfaces, which use 
image sensors to locate contact; 

0.054 dispersive signal screens/surfaces, which detect 
mechanical energy in the screen or Surface that occurs as 
a result of contact; 

0.055 acoustic pulse recognition screens/surfaces, 
which turn the mechanical energy of a touch into an 
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electronic signal that is converted to an audio file for 
analysis to determine position of the contact; and 

0056 frustrated total internal reflection screens, which 
detect interruptions in the total internal reflection light 
path. 

0057. Any of the above techniques, or any other known 
touch detection technique, can be used in connection with the 
device of the present invention, to detect user contact with 
screen 101, gesture area 102, or both. 
0058. In one embodiment, the present invention can be 
implemented using other gesture recognition technologies 
that do not necessarily require contact with the device. For 
example, a gesture may be performed over the Surface of a 
device (either over screen 101 or gesture area 102), or it may 
begin over the surface of a device and terminate with a touch 
on the device (either on screen 101 or gesture area 102). It will 
be recognized by one with skill in the art that the techniques 
described herein can be applied to Such non-touch-based 
gesture recognition techniques. 
0059. In one embodiment, device 100 as shown in FIG. 1 
also has a physical button 103. In one embodiment, physical 
button 103 can be used to perform some common function, 
Such as to return to a home screen, to activate a selected 
on-screen item, or to invoke the launch wave of the present 
invention. Physical button 103 is not needed for the present 
invention, and is shown for illustrative purposes only. In one 
embodiment, physical button 103 is touch sensitive, so that 
the user's gestures as entered in gesture area 102 and/or on 
screen 101 can be initiated on button 103 and/or can pass over 
button 103 as well. For purposes of the following description, 
gesture area 102 will be considered to include button 103 for 
embodiments where button 103 is touch-sensitive. In one 
embodiment, such functionality is implemented using tech 
niques described in the above-cited related patent application. 
0060. In the example of FIG. 1, gesture area 102 is located 
immediately below touch-sensitive screen 101, with no gap 
between screen 101 and gesture area 102. One skilled in the 
art will recognize that, in various embodiments, gesture area 
102 can be provided in any location with respect to screen 101 
and need not be placed immediately below screen 101 as 
shown in FIG. 1. In addition, there may be a gap between 
gesture area 102 and screen 101, without departing from the 
essential characteristics of the present invention. Where a gap 
is present, device 100 may simply ignore the gap when inter 
preting touch commands that cross over from gesture area 
102 to touch-sensitive screen 101, and vice versa. 
0061. In various embodiments, gesture area 102 can be 
visibly delineated on the surface of device 100, if desired, for 
example by an outline around gesture area 102, or by provid 
ing a different Surface texture, color, and/or finish forgesture 
area 102 as compared with other surfaces of device 100. Such 
delineation is not necessary for operation of the present 
invention. 
0062 Referring now to FIG. 2, there is shown a functional 
architecture for presenting a launch wave according to one 
embodiment of the present invention. Device 100 includes a 
processor 1101 for performing the steps described herein and 
for performing other operations related to the operation of 
device 100, including running software programs and an 
operating system, and controlling operation of various com 
ponents of device 100. Device 100 also includes input device 
1104 (such as a keyboard, trackball, rocker switch, five-way 
Switch, touch-sensitive pad or screen, or the like), output 
device 1105 (such as display screen 101), and memory 1106. 
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In some embodiments, input device 1104 and output device 
1105 are implemented in combination, as for example the 
above-described touch-sensitive screen 101 which presents 
output from the user and also accepts input, for example in the 
form of direct manipulation and/or activation of displayed 
user interface elements, as well as gesture input. 
0063. Device 100 also includes storage device 1102, 
which may be a hard drive, flash memory, or any other fixed 
or removable component for data storage. In various embodi 
ments, device 100 can also include additional components, 
such as, optionally, network interface 1107 (such as Blue 
tooth and/or wired connectivity to a network such as the 
Internet), and/or cellular network interface 1108 providing 
cellular telephony functionality. It is well known to provide 
Such functionality on Smartphones. 
0064 One skilled in the art will recognize that the func 
tional architecture depicted in FIG. 2 is merely exemplary, 
and that other arrangements and components can be used for 
implementing the present invention. The particular compo 
nents shown in FIG. 2 are not necessary to practicing the 
invention as claimed herein; some components may be omit 
ted, and others added, without departing from the essential 
characteristics of the invention as set forth in the claims. 

0065. In one embodiment, the invention can be imple 
mented as a feature of an operating system running on device 
100. Accordingly, certain aspects of the present invention can 
be implemented as part of a graphical user interface for con 
trolling software, including launching applications and other 
activities, on such device 100. 

Launch Wave 

0.066 Referring now to FIG. 3A, there is shown an 
example of a home screen including a quick launch bar 301, 
as depicted on display screen 101 according to one embodi 
ment. In one embodiment, this home screen represents an 
initial state of device 100, from which the user can activate 
any of several activities represented by items 302A through 
302E. In the example, these items 302A through 302E are 
represented as icons. Tapping on one of the items 302 causes 
an activity (Such as an application) to be launched. 
0067. In the example shown in FIG. 3A, item 302A opens 
a telephone activity; item 302B opens a contact list; item 
302C opens an email application; item 302D opens a calen 
dar; and item 302E opens a launch wave for accessing addi 
tional activities. In some embodiments, the specific items 302 
shown in quick launch bar 301 are user-configurable, so that 
the user can position items 302 for the most-commonly used 
activities as he or she sees fit. 

0068. In one embodiment, the user can activate item 302E 
to open a launch screen so as to access additional activities. 
Referring now to FIG. 3B, there is shown an example of a 
launch screen 303 according to one embodiment, as depicted 
on display screen 101. Additional items 302 are shown, along 
with the same quicklaunch bar 301 that was depicted in FIG. 
3A. In some embodiments, multiple pages of items 302 can be 
made available via launch screen 303; the user can scroll, for 
example in a leftward or rightward direction, to see other 
items 302. In one embodiment, quicklaunch bar 301 remains 
at a fixed location, with the same five items 302A through 
302E, while user scrolls to see other items 302 in launch 
screen 303. In this manner, the items 302A through 302E that 
are most commonly used remain available and easily acces 
sible to the user. 
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0069. In one embodiment, device 100 is capable of run 
ning one or more software applications. In one embodiment, 
while a software application or other activity is running, quick 
launch bar 301 is not displayed. In this manner, valuable 
screen space is preserved so as to maximize the space avail 
able to the running activity. If, while an interface for an 
activity is being displayed, the user wishes to launch another 
activity, he or she can return to launch screen 303 to select an 
activity. However, the system and method of the present 
invention provides a mechanism by which the user can launch 
an activity while another activity's interface is being dis 
played, without first returning to launch screen 303. Accord 
ing to various embodiments of the present invention, the user 
can launch an activity while another activity's interface is 
being displayed, using a single gesture. 
0070 Referring now to FIG. 3C there is shown a screen 
shot depicting an example of a gesture for invoking a launch 
wave from a screen displaying a user interface 304 for a 
calendar application, according to one embodiment. In one 
embodiment, as shown in FIG. 3C, substantially the entire 
screen 101 is devoted to the user interface 304 for the calendar 
application. In some embodiments, certain areas of the screen 
(not shown) can be reserved for status information, such as 
battery life, clock, and the like. 
(0071 FIG.3C depicts user's finger 601 (orthumb) moving 
in an upward direction onto screen 101. In one embodiment, 
Such a gesture invokes a launch wave to allow the user to 
select an activity to launch, as will be described in more detail 
below. Referring now briefly to FIG.4, there is shown gesture 
401 that can be used to invoke the launch wave of the present 
invention, according to one embodiment. In the example, 
gesture 401 is an upward motion that begins in gesture area 
102 and continues into screen 101. In one embodiment the 
launch wave is presented once gesture 401 has extended a 
sufficient distance beyond the lower edge of screen 101. 
0072 Referring now to FIG. 3D, there is shown an 
example of launch wave 305 according to one embodiment, 
wherein launch wave 305 is overlaid on user interface 304 of 
a calendar application. This example illustrates the fact that 
the present invention allows the user to invoke launch wave 
305 without leaving the current activity, which in this case is 
the calendar application. One skilled in the art will recognize 
that the particular appearance, behavior, and layout of launch 
wave 305 as depicted in FIG. 3D and as described herein are 
merely exemplary, that the invention can be implemented in 
other ways without departing from the essential characteris 
tics as defined in the claims. 

0073. As described above, in one embodiment, the user 
invokes launch wave 305 by performing a distinctive gesture, 
Such as by dragging a finger in an upward direction, starting 
within gesture area 102 and continuing to maintain contact 
with the front surface of device 100 as the finger is dragged 
upward onto screen 101. To complete the gesture, the user 
positions his or her finger over the desired item 302 within 
launch wave 305 and then releases his or her finger when the 
desired item 302 is highlighted. Thus, the selection of the 
activity can be made in one continuous motion of the finger, 
or gesture, beginning in gesture area 102 and ending on 
screen 101. 

0074. In some embodiments, launch wave 305 appears 
only after the user has dragged the finger beyond a certain 
point on Screen 101, or after the drag distance exceeds some 
predetermined threshold. In other embodiments, launch wave 
305 appears in response to Some other user input, such as 
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pressing a button, hitting a key on a keyboard, or performing 
a distinctive gesture withingesture area 102 and/or on Screen 
101. 

0075. In one embodiment, launch wave305 is presented as 
a Substantially horizontal wave-like user interface element, as 
shown in FIG. 3D. Launch wave 305 includes any number of 
items 302 that can be selected for activation; these items 302 
can be represented as icons, text labels, images, or any com 
bination thereof. In one embodiment, each item 302 repre 
sents an activity that can be launched or opened, including for 
example an application, web page, function, document, mes 
sage, card, window, or the like. The number of items 302 
presented in launch wave 305 can be fixed or variable, or can 
be user-configurable. 
0076. In one embodiment, the items 302 that appear in 
launch wave 305 correspond to the items 302 presented in 
quick launch bar 301 as depicted in FIG. 3A. In another 
embodiment, different items 302 can be presented in launch 
wave 305. In yet another embodiment, the particular items 
302 presented in launch wave 305 are context-sensitive, so 
that different items 302 may be presented depending on the 
particular activity being performed at the time launch wave 
305 is invoked, or based on any other factors. Items 302 can be 
represented by static icons, images, or text, or by animated or 
dynamic elements. 
0077. In one embodiment, the vertical position of launch 
wave 305 is determined by the current vertical position of the 
user's finger 601 with respect to screen 101; as the user moves 
finger 601 up or down screen 101, launch wave 305 moves to 
follow the finger movements. In one embodiment, launch 
wave 305 remains just above the position of the user's finger 
601, so as not to be obscured by the user's finger 601. In one 
embodiment, if the user moves finger 601 so that it is so close 
to the top edge of screen 101 that launch wave 305 can no 
longer be displayed above the finger 601, launch wave 305 
remains at or near the top edge of screen 101 even if it may 
then be obscured by the user's finger 601. 
0078. In one embodiment, the appearance of launch wave 
305 changes depending on the horizontal position of the 
user's finger 601 with respect to screen 101. Whichever item 
302 is closest to the user's finger position is highlighted, for 
example by being displayed with a distinctive visual appear 
ance as compared with other items 302. For example, the 
highlighted item may be displayed at a larger size than other 
items and/or it may be presented with a brighter appearance 
and/or some other visual effect to distinguish it from other 
items 302. In addition, a text label 307 may be presented for 
the currently highlighted item 302, to enable the user to more 
easily identify the activity associated with the highlighted 
item 302. As finger 601 moves horizontally across launch 
wave 305, different items 302 can be highlighted, and text 
label 307 may be dismissed for non-highlighted items and 
introduced for the currently highlighted item 302. In other 
embodiments, text label 307 is presented for all items 302. 
(0079 Referring now also to FIGS. 3E and 3F, there are 
shown examples of the appearance of launch wave 305 as the 
user moves finger 601 to point to various items 302 within 
launch wave 305. For example, in FIG. 3D, Contacts item 
302B is highlighted by being shown at the highest position 
and at a larger size. In FIG. 3E, Phone item 302A is high 
lighted; in FIG. 3F, Calendar item 302D is highlighted. In 
addition, label 307 is presented for the currently highlighted 
item in all three FIGS. 3D, 3E, and 3F. 
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0080. In one embodiment, items 302 gradually increase in 
size as the user's finger 601 moves closer to them, and 
decrease in size as the user's finger moves furtheraway. Thus, 
items 302 grow and shrinkin a continuous manner as the user 
moves finger 601 across screen 101, with the relative size of 
each item 302 being dependent on its relative distance from 
the user's finger 601. FIGS. 3D, 3E, and 3F illustrate the 
changes in relative sizes of items 302 as the user's finger 601 
moves horizontally. 
0081. In one embodiment, launch wave 305 is presented 
with a wave-like appearance, having an apex located at or 
near the user's finger position. Thus, the shape of launch wave 
305 provides additional feedback as to the user's finger posi 
tion, and further emphasizes the currently highlighted item 
302 (since that item 302 is presented at a vertical position that 
is higher than the vertical position of other items). In one 
embodiment, as the user moves finger 601 to the left or to the 
right, the apex of launch wave 305 moves to follow finger 601. 
FIGS. 3D, 3E, and 3F illustrate the changes to the appearance 
of launch wave 305 and its apex position as the user's finger 
601 moves horizontally. 
0082 In one embodiment, launch wave305 is displayed as 
an overlay atop other items on screen 101. Thus, launch wave 
305 can be presented while an application is running, and 
without disrupting the user's interaction with the application. 
In various embodiments, launch wave 305 can take different 
visual forms, and can be presented with a translucent, trans 
parent, or partially translucent or transparent effect. FIGS. 
3D, 3E, and 3F illustrate the display of launch wave 305 
overlaid on interface 304 for a calendar application. 
0083. In one embodiment, the user selects an item 302 
from launch wave 305 by removing finger 601 from screen 
101 while the item 302 is currently highlighted. This action 
causes the activity associated with the selected item 302 to be 
launched, opened, or activated. For example, if the item 302 
represents a software application, selection of the item 302 
causes the application to be launched. Upon selection of an 
item 302 from launch wave 305 in this manner, launch wave 
305 is dismissed. 

0084. In one embodiment, the user can dismiss launch 
wave 305 without selecting an item 302 and without opening, 
activating, or launching an activity, by dragging finger 601 
back down to gesture area 102 and then removing finger 601 
from screen 101. In another embodiment, the user can dismiss 
launch wave 305 by dragging finger 601 off an edge of screen 
101, or close to an edge of screen 101. Other mechanisms may 
also be provided for dismissing launch wave 305 without 
opening, activating, or launching an activity. 
0085 For illustrative purposes, the operation of launch 
wave 305 has been described in terms of a user's finger 
position on screen 101 and contact with screen 101. However, 
one skilled in the art will recognize that the techniques of the 
present invention can be implemented using other input para 
digms. For example, a user can invoke and manipulate launch 
wave using a trackball, rocker Switch, trackpad, keyboard, 
keypad, or any other input device. A cursor can be presented 
on screen 101, for the user to manipulate and move in order to 
select items from launch wave 305. Thus, the particular 
implementation described in some detail above, in which user 
control of launch wave 305 is accomplished using finger 
movements on a touch-sensitive screen, is intended to be 
illustrative but not limiting of the scope of the invention as 
claimed herein. 
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I0086. As described above, FIGS. 3C through 3F depict an 
example of launch wave 305 as presented over interface 304 
for an activity. However, in one embodiment, launch wave 
305 can also be invoked from a launcher screen or other 
screen. FIG. 3G depicts an example in which the user invokes 
launch wave 305 while quick launch bar 301 is being dis 
played. In one embodiment, such an action causes launch 
wave 305 to temporarily replace launch bar 301. FIG. 6A 
depicts an example of the displayed launch wave 305 upon 
user input of the gesture shown in FIG. 3G. In one embodi 
ment, a transition effect is presented so as to create the 
impression that quick launch bar 301 is being transformed 
into launch wave 305. 
I0087. Referring now to FIGS. 6A through 6C, there is 
shown a series of Screen shots depicting an example of the 
operation of launch wave 305 according to one embodiment. 
In FIG. 6A, launch wave 305 has been invoked. Launch wave 
305 is presented as a substantially horizontal wave-like ele 
ment, having an apex located near the position of contact of 
user's finger 601. Contacts item 302B is highlighted because 
it is the closest item 302 to the position of contact of user's 
finger 601. In the example, contacts item 302B is highlighted 
by being displayed at a larger size than other items 302A, 
302C,302D,302E. In addition, it is shown at a higher vertical 
position than other items 302A, 302C,302D,302E, and text 
label 307 further describing item 302B is displayed. In the 
example, non-highlighted items 302A, 302C,302D,302E are 
shown at different sizes depending on their relative distance 
from the position of contact of user's finger 601. 
I0088. In FIG. 6B, Phone item 302A is highlighted, and the 
apex of launch wave 305 has shifted to the left from its 
previous position. Such a display might be presented, for 
example, in response to the user moving finger 601 to the left 
So as to position the point of contact near phone item 302A. 
Text label 307 for phone item 302A is presented. Relative 
sizes of items 302 are adjusted based on the new position of 
the point of contact. 
I0089. In FIG. 6C, Calendar item 302D is highlighted, and 
the apex of launch wave 305 has shifted to the right from its 
previous position. Such a display might be presented, for 
example, in response to the user moving finger 601 to the right 
so as to position the point of contact near calendar item 302D. 
Text label 307 for calendar item 302D is presented. Relative 
sizes of items 302 are adjusted based on the new position of 
the point of contact. 
0090. As described herein, the user can launch or open an 
activity corresponding to any item 302 by removing finger 
601 from screen 101 while the item 302 is highlighted. In 
various embodiments, user can dismiss launch wave 305 
without launching an activity by sliding finger 601 down the 
screen to gesture area 102, or by sliding finger 601 off or near 
the edge of screen 101. 

Method 

(0091 Referring now to FIG. 5, there is shown a flowchart 
depicting a method for presenting launch wave 305 according 
to one embodiment of the present invention. Device 100 
detects 501 gesture 401 or some other user input indicating 
that launch wave 305 should be invoked. In response to the 
user input, launch wave 305 is displayed 502 on screen 101. 
An item 302 in launch wave 305 is highlighted 503, based on 
the horizontal location of finger 601. As described above, in 
one embodiment the item 302 closest to the point of contact of 
finger 601 with screen 101 is highlighted. 
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0092. A determination is made 504 as to whether the user 
has activated an item 302. In one embodiment, the user acti 
vates an item 302 by removing finger 601 from screen 101 
while the desired item 302 is highlighted. In another embodi 
ment, the user hits an Enter key or performs some other 
command while the desired item 302 is highlighted. In one 
embodiment, activating the highlighted item 302 results in 
opening or launching an application, document, or other 
activity associated with the highlighted item 505. Launch 
wave 305 is dismissed 506 and the method ends 599. 

0093. If, in step 504, the user has not activated an item, a 
determination is made 512 as to whether the user has dragged 
finger 601 offscreen 101. In one embodiment, such an action 
indicates the user's intention to dismiss launch wave 305 
without activating an item 302. In other embodiments, other 
commands or actions can be used to cause launch wave 305 to 
be dismissed. In response to such action, launch wave 305 is 
dismissed 506 and the method ends 599. 

0094. If, in step 512, the user has not attempted to dismiss 
launch wave 305 by dragging finger 601 offscreen 101 or by 
some other action, a determination is made 508 as to whether 
the user has moved finger 601 in a vertical direction. If so, 
launch wave 305 is moved 509 to a new vertical position 
based on the user's movement of finger 601. As described 
above, in one embodiment launch wave 305 is positioned so 
as to be just above finger 601, if possible. If no movement in 
a vertical direction has taken place, the method proceeds to 
step 510. 
0095. A determination is made 510 as to whether the user 
has moved finger 601 in a horizontal direction. If so, a differ 
ent item 302 on launch wave 305 may be highlighted 511 to 
reflect the horizontal movement. As described above, in one 
embodiment the item 302 closest to the point of contact is 
highlighted. In one embodiment, the appearance of launch 
wave 305 may also change, to move the apex of the wave so 
that it follows the horizontal position of finger 601. In one 
embodiment, items 302 may change in size as described 
above. In one embodiment, all Such changes are performed 
continuously, so as to avoid jarring or Sudden changes to the 
display. After step 511 has been performed, the method 
returns to step 504 to determine whether the user has activated 
an item 302. 

0096. If no movement in a horizontal direction has taken 
place, the method returns to step 503 wherein the previously 
highlighted item 302 continues to be highlighted. 
0097 Although the description provided herein sets forth 
an example in which horizontal movement highlights differ 
ent items 302, while vertical movement moves launch wave 
305 on screen 101, one skilled in the art will recognize that the 
directions of operation may be changed. For example, in other 
embodiments, vertical movement can highlight different 
items 302, while horizontal movement moves launch wave 
305. Such an arrangement may be implemented, for example, 
in connection with a launch wave 305 having a substantially 
vertical orientation. Other combinations of motions and 
effects can also be implemented without departing from the 
essential characteristics of the present invention. 
0098. In general, in one embodiment, a position of finger 
601 on screen 101 can be expressed in terms of two-dimen 
sional coordinate system. A first coordinate along a first axis 
specifies the vertical position of launch wave 305, while a 
second coordinate along a second, orthogonal axis specifies 
which item 302 within launch wave 305 is highlighted. 
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(0099. In addition, references hereinto the user's finger 601 
are merely exemplary. In various embodiments, the user can 
point to areas on screen 101 using a finger, thumb, stylus, pen, 
or any pointing device. In other embodiments, the user can 
use a pointing device (such as a mouse, trackpad, trackball, 
keyboard, five-way Switch, or the like) to move an on-screen 
cursor in order to perform the operations described herein. 
Thus, the particular descriptions in which reference is made 
to the user's finger 601 are not intended to limit the scope of 
the present invention to one particular embodiment. 

Scrollable Launch Wave 

0100. In one embodiment, any number of items 302 can be 
included in launch wave 305. If desired, launch wave 305 can 
be scrollable, so as to facilitate presentation of more items 
302 than can reasonably fit on screen 101 at any given time. In 
an embodiment where a scrollable launch wave 305 is imple 
mented, if the user drags finger 601 to near edge of screen 101 
beyond the rightmost or leftmost item 302, launch wave 305 
scrolls to cause additional items 302 to be displayed. Items 
within launch wave 305 may shift position to make room for 
newly displayed items 302. 
0101 For example, in one embodiment wherein a scrol 
lable launch wave 305 is implemented, if the user drags finger 
601 near rightmost edge of screen 101 beyond the rightmost 
item 302, additional items 302 appear at the rightmost edge of 
launch wave 305. Items 302 within wave 305 are shifted to the 
left, and the leftmost displayed item(s) 302 may be removed 
from wave 305. 
0102. In some embodiments, scrolling is performed 
smoothly, for example by introducing new items 302 at a 
Small size and causing them to grow and/or fade-in in a 
continuous fashion. Similarly, items being dismissed can 
shrink and/or fade out in a continuous fashion. One skilled in 
the art will recognize that other techniques can be employed 
for implementing a scrollable launch wave 305. 

Hierarchical Launch Wave 

(0103. In one embodiment, a hierarchical launch wave can 
be implemented. Some or all of the items 302 in launch wave 
305 can have subordinate items 302, so that the user can 
navigate a hierarchy of selectable items 302 and thereby have 
access to a larger number of activities that can be launch via 
launch wave 305. In addition, the hierarchical arrangement 
allows items 302 to be organized in a fashion that makes it 
easier for a user to quickly locate a desired item 302. Any 
number of levels of the hierarchy can be established, so that 
subordinate items 302 can themselves have additional subor 
dinate items 302, to any desired degree. 
0104 For example, in one embodiment, the initial presen 
tation of launch wave 305 includes top-level items 302, and 
subordinate items 302 for each displayed top-level item 302 
are displayed when the user causes one of the top-level items 
302 to be highlighted. In one embodiment, the user can acti 
vate a top-level item 302 by simply moving finger 601 away 
from the screen, or can cause individual Subordinate items 
302 to be highlighted by moving finger 601 towards those 
items 302. 
0105. In one embodiment, subordinate items 302 are dis 
played after the user has held finger 601 to highlight a par 
ticular top-level item 302 for some period of time. In another 
embodiment, subordinate items 302 are displayed if the user 
moves finger 601 in an upward direction by at least some 
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threshold amount whilea top-level item 302 is highlighted. In 
another embodiment, subordinate items 302 are displayed if 
the user presses on display 301 with at least some threshold 
amount of force. In either case, the subordinate items 302 for 
the highlighted item 302 are displayed and the user can then 
move finger 601 to highlight the subordinate items 302. In one 
embodiment, the user can “back out of a level of subordinate 
items 302 by moving his finger downwards by at least some 
threshold amount; this causes the subordinate items 302 to be 
dismissed, and allows the user to again highlight different 
top-level items 302. 
010.6 Any number of levels can thereby be implemented. 
In one embodiment, upward movement causes an additional 
level of subordinate items 302 to be displayed, if available: 
downward movement causes the lowest displayed level of 
subordinate items 302 to be dismissed, unless no subordinate 
items 302 are currently displayed. Horizontal movement 
causes different items 302 within the lowest displayed level to 
be highlighted. One skilled in the art will recognize that this 
particular description, with its references to horizontal, Ver 
tical, upward, and downward movement, is merely exem 
plary, and that other configurations and directions of move 
ment can be implemented. 
0107. In one embodiment, activation of an item 302 at any 
level takes place in the same manner as described above; in 
one embodiment, the user removes finger 601 from display 
101 while the desired item 302 is highlighted. In various 
embodiments, the user can also dismiss launch wave 305 by 
sliding finger 601 downward offscreen 101, or off an edge of 
screen 101. 

0108. In one embodiment, some top-level items 302 may 
not be activatable, but their subordinate items 302 may be 
activatable. In other embodiments, items 302 at all levels can 
beactivatable. In one embodiment, non-activatable items 302 
can have a distinctive visual appearance to emphasize that 
they represent categories of items 302 and are not themselves 
activatable. 
0109 Referring now to FIGS. 8A through 8C, there is 
shown a series of Screen shots depicting an example of the 
operation of a hierarchical launch wave 305 according to one 
embodiment. In this example, a contacts item 302B appears 
within the top level. Highlighting contacts item 302B and 
activating it causes a contacts activity to open. Highlighting 
contacts item 302B and continuing to move finger 601 in an 
upward direction (or holding finger 601 over contacts item 
302B to cause it to remain highlighted for some period of 
time) causes subordinate items 302F through 302K for indi 
vidual contacts to be displayed. In this manner, the user can 
navigate directly to an individual contact record by highlight 
ing and activating one of the displayed Subordinate items 
302F through 302K. Thus, initial invocation of launch wave 
305, navigation to the desired item 302, and activation of item 
302 can all be performed in a single continuous gesture. 
0110 FIG. 8A depicts hierarchical launch wave 305 as 
initially presented in response to the user moving finger 601 
upwards from gesture area 102 onto screen 101. Top-level 
items 302A through 302E are displayed, including contacts 
item 302B (and its associated text label 307), which is asso 
ciated with subordinate items. 
0111. In FIG. 8B, the user has caused subordinate items 
302F through 302K to be displayed. In one embodiment, 
subordinate items 302F through 302K are displayed in 
response to the user continuing to move finger 601 upward. In 
another embodiment, subordinate items 302F through 302K 
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are displayed in response to the user continuing to cause 
contact item 302B to be highlighted for some period of time. 
In one embodiment, subordinate items 302F through 302K 
represent individual contact records for different people. 
Contact item 302G is highlighted, and its text label 307 is 
shown, since that item 305G is closest to the point of contact 
of user's finger 601. 
0112. In FIG. 8C, the user has moved finger 601 in a 
horizontal direction, causing a different contact item 302J to 
behighlighted. Here, contact item 302J is highlighted, and its 
text label 307 is shown, since that item 305G is closest to the 
point of contact of user's finger 601. 
0113. In one embodiment, while the user is navigating 
among subordinate items 302F through 302K, top-level items 
302A through 302E continue to be displayed, as shown in 
FIG. 8B. In one embodiment, they may be shown at a smaller 
size, or grayed-out, or in Some other visually Subdued or 
distinctive manner with respect to subordinate items 302F 
through 302K. In this manner, the system of the present 
invention provides a visual indication emphasizing that the 
user is currently navigating through subordinate items 302F 
through 302K rather than through top-level items 302A 
through 302E. In another embodiment, the appearance of 
top-level items 302A through 302E does not change when the 
user is navigating through Subordinate items 302F through 
302K. In yet another embodiment, top-level items 302A 
through 302E are shown below launch wave 305 while the 
user is navigating through Subordinate items 302F through 
302K, as depicted in FIG. 8B. 
0114. In yet another embodiment, as shown in FIG. 8C, 
while the user is navigating through subordinate items 302F 
through 302K, top-level items 302A through 302E are not 
displayed. The user can cause top-level items 302A through 
302E to be displayed by moving finger 601 downwards so as 
to dismiss subordinate items 302F through 302K. 
0.115. Any of the above-described configurations can be 
extended to multiple-level hierarchies, with successive levels 
of subordinate items 302 being displayed and/or dismissed as 
appropriate. 
0116 Referring now to FIG. 7A, there is shown a method 
for presenting a hierarchical launch wave 305 according to 
one embodiment of the present invention. In one embodi 
ment, the steps depicted in FIG. 7A are performed as part of 
step 509 as described above in connection with FIG. 5. Thus, 
in one embodiment, hierarchical launch wave 305 is imple 
mented using the general method described above in connec 
tion with FIG.5, with the addition of steps 701 though 707 as 
depicted in FIG. 7A. 
0117. As described above, in step 508 a determination is 
made as to whether the user has moved his or finger in a 
vertical direction. If so, a determination is made 701 as to 
whether the currently highlighted item 302 has any subordi 
nate items and as to whether 702 the user has moved finger 
601 in an upward direction beyond a threshold amount. The 
threshold amount can be any amount, including Zero move 
ment. If the currently highlighted item 302 has any subordi 
nate items and the user has moved finger 601 in an upward 
direction beyond the threshold amount, a row of subordinate 
items 302 is introduced 703. In addition, if appropriate, 
launch wave 305 is moved 707 as indicated by the user input. 
0118) If, in step 701, the currently highlighted item 302 
has no subordinate items, or if in step 702, the user has not 
moved finger 601 in an upward direction beyond the thresh 
old amount, the method proceeds to step 705 to determine 
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whether to dismiss any subordinate items 302. A determina 
tion is made 705 as to whether any subordinate items 302 are 
being displayed, and as to whether 704 the user has moved 
finger 601 in a downward direction beyond a threshold 
amount. The threshold amount can be any amount, including 
Zero movement. The threshold amount for downward move 
ment may be the same or different than the threshold amount 
for upward movement. If subordinate items 302 are being 
displayed and the user has moved finger 601 in a downward 
direction beyond the threshold amount, at least one row of 
subordinate items 302 is dismissed 706. In addition, if appro 
priate, launch wave 305 is moved 707 as indicated by the user 
input. 
0119) If, in step 705, no subordinate items 302 are being 
displayed, of if, in step 704, the user has not moved finger 601 
in a downward direction beyond the threshold amount, the 
method proceeds to step 707 to move launch wave 305 as 
indicated by the user input. 
0120. As indicated above, in other embodiments, the user 
need not move finger 601 upward to cause subordinate items 
302 to be displayed. In some embodiments, the user can cause 
subordinate items 302 to be displayed by holding finger 601 
on or near an item 302 having subordinate items 302. After 
some predetermined period of time, the subordinate items 
302 are displayed. 
0121 Referring now to FIG. 7B, there is shown a flow 
chart depicting a method for presenting a hierarchical launch 
wave 305 according to an embodiment of the present inven 
tion wherein subordinate items 302 are displayed in response 
to the user holding finger 601 on or near an item 302. Steps 
501 through 506 and step 512 are performed as described 
above in connection with FIG. 5. If, in step 512 the user has 
not attempted to dismiss launch wave 305 by dragging finger 
601 offscreen 101 or by some other action, a determination is 
made 711 as to whether an item 302 has been highlighted for 
at least some threshold amount of time (such as, for example 
0.5 seconds, although any length of time can be used, includ 
ing 0 seconds). If so, a determination is made 701 as to 
whether the currently highlighted item 302 has any subordi 
nate items. 
0122) If an item 302 has been highlighted for at least some 
threshold amount of time, and the item 302 has any subordi 
nate items, a row of subordinate items 302 is introduced 703. 
If no item 302 has been highlighted for at least some threshold 
amount of time, or if the item 302 does not have any subor 
dinate items, the method proceeds to step 508. 
0123. A determination is made 508 as to whether the user 
has moved his or finger in a vertical direction. If so, a deter 
mination is made 705 as to whether any subordinate items 302 
are being displayed, and as to whether 704 the user has moved 
finger 601 in a downward direction beyond a threshold 
amount. The threshold amount can be any amount, including 
Zero movement. If subordinate items 302 are being displayed 
and the user has moved finger 601 in a downward direction 
beyond the threshold amount, at least one row of subordinate 
items 302 is dismissed 706. In addition, if appropriate, launch 
wave 305 is moved 707 as indicated by the user input. 
0.124. If, in step 508, the user has not moved his or finger in 
a vertical direction, the method proceeds to step 510. 
0125. A determination is made 510 as to whether the user 
has moved his or finger in a horizontal direction. If so, a 
different item 302 on launch wave 305 may be highlighted 
511 to reflect the horizontal movement. As described above, 
in one embodiment the item 302 closest to the point of contact 
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is highlighted. In one embodiment, the appearance of launch 
wave 305 may also change, to move the apex of the wave so 
that it follows the horizontal position of the user's finger. In 
one embodiment, items 302 may change in size as described 
above. In one embodiment, all such changes are performed 
continuously, so as to avoid jarring or Sudden changes to the 
display. After step 511 has been performed, the method 
returns to step 504 to determine whether the user has activated 
an item 302. 

0.126 If no movement in a horizontal direction has taken 
place, the method returns to step 503 wherein the previously 
highlighted item 302 continues to be highlighted. 
I0127. One skilled in the art will recognize that many other 
variations are possible. For example, the determination in 
step 711 as to whether to display subordinate items 302 can be 
based on how long an item 302 has been highlighted, and/or 
how hard the user has pressed on screen 101, and/or whether 
the user has performed a distinctive gesture to display Subor 
dinate items 302. Any other suitable mechanism can be used 
for determining that subordinate items 302 should be dis 
played. Similarly, other mechanisms can be provided for 
determining whether subordinate items 302 should be dis 
missed. 

0128. In another embodiment, a hierarchical launch wave 
305 can be implemented so that, in response to a trigger event, 
a grid of items 302 is presented in a hierarchical arrangement. 
Thus, the initial presentation of launch wave 305 can include 
some subset of available items 302. Then, if the user holds a 
finger 601 over a particular item 302, or moves finger 601 in 
an upward direction while a particular item 302 is high 
lighted, or performs some other distinctive gesture, display 
101 can show a hierarchically-arranged grid of items 302 
related to the highlighted item 302. The user can then move 
finger 601 to navigate within the grid. 
I0129 Referring now to FIGS. 9A and 9B, there is shown a 
series of screen shots depicting an example of a grid layout for 
a hierarchical launch wave 305 according to one embodi 
ment. In this example, a contacts item (not shown, because it 
is obscured by finger 601) in the top level of launch wave 305 
has been highlighted. The user has moved finger in an upward 
direction (or has held finger 601 over the contacts item to 
cause it to remain highlighted for some period of time), caus 
ing a grid 902 of subordinate items 302 for individual contacts 
to be displayed. In the example, grid 902 contains three rows 
901A, 901B, 901C, although any number of rows 901 could 
be displayed, so as to show the desired number of items 302. 
In the example, grid 902 is presented in a perspective view, 
with some rows depicted as though they are positioned behind 
other rows. 

0.130. A frontmost row 901A is shown, containing items 
302L,302M,302N,302P,302O. In the example, finger 601 is 
positioned near item 302M, so that item is highlighted, and 
label 307 is displayed. In one embodiment, frontmost row 
901A is shown using a distinctive visual appearance (such as 
bolder and/or larger) as compared with other displayed rows 
901B, 901C. Rows 901B, 901C also contain items 302. 
I0131 The user can navigate within a row 901, to cause 
other items 302 in the row 901 to be highlighted, by moving 
finger 601 to the left or right. The user can navigate from one 
row 901 to another 901 by moving finger 601 upwards or 
downwards. The user can select (activate) an item 302 within 
any row 901 by removing finger 601 from display 101 while 
finger 601 is positioned over the desired item 302. 
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0.132. In one embodiment, moving upward to a row 901 
that is “behind the frontmost currently displayed row 901 
causes the frontmost row 901 to be dismissed. The user can 
cause the frontmost row 901 to reappearby moving finger 601 
in a downward direction. FIG.9B depicts grid 902 after user 
has moved upward, causing the frontmost row 901A to be 
dismissed. Accordingly, in FIG. 9B, only rows 901B and 
901C are shown. Row 901B contains items 302R, 302S, 
302T, 302U, and 302V, with item 302U being highlighted 
based on the position of finger 601. In addition, FIG. 9B 
shows contacts item 302B since finger 601 no longer obscures 
it. 
0133. In other embodiments, frontmost row 901A is not 
dismissed when the user navigates to other rows 901B, 901C. 
0134. The grid-based arrangement described herein 
allows a user to navigate directly to an individual contact 
record by moving to the appropriate row 901 within grid 902 
and highlighting and activating one of the desired 302. Thus, 
initial invocation of launch wave 305, navigation to the 
desired row 901 and item 302, and activation of item 302 can 
all be performed in a single continuous gesture. 
0135 The various features described above can be imple 
mented singly or in any combination, as will be apparent to 
one skilled in the art. 
0136. The present invention has been described in particu 
lar detail with respect to possible embodiments. Those of skill 
in the art will appreciate that the invention may be practiced in 
other embodiments. First, the particular naming of the com 
ponents, capitalization of terms, the attributes, data struc 
tures, or any other programming or structural aspect is not 
mandatory or significant, and the mechanisms that implement 
the invention or its features may have different names, for 
mats, or protocols. Further, the system may be implemented 
via a combination of hardware and Software, as described, or 
entirely in hardware elements, or entirely in software ele 
ments. Also, the particular division of functionality between 
the various system components described herein is merely 
exemplary, and not mandatory; functions performed by a 
single system component may instead be performed by mul 
tiple components, and functions performed by multiple com 
ponents may instead be performed by a single component. 
0.137 In various embodiments, the present invention can 
be implemented as a system or a method for performing the 
above-described techniques, either singly or in any combina 
tion. In another embodiment, the present invention can be 
implemented as a computer program product comprising a 
computer-readable storage medium and computer program 
code, encoded on the medium, for causing a processor in a 
computing device or other electronic device to perform the 
above-described techniques. 
0138 Reference in the specification to “one embodiment' 
or to “an embodiment’ means that a particular feature, struc 
ture, or characteristic described in connection with the 
embodiments is included in at least one embodiment of the 
invention. The appearances of the phrase “in one embodi 
ment' invarious places in the specification are not necessarily 
all referring to the same embodiment. 
0.139. Some portions of the above are presented interms of 
algorithms and symbolic representations of operations on 
data bits within a computer memory. These algorithmic 
descriptions and representations are the means used by those 
skilled in the data processing arts to most effectively convey 
the substance of their work to others skilled in the art. An 
algorithm is here, and generally, conceived to be a self-con 
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sistent sequence of steps (instructions) leading to a desired 
result. The steps are those requiring physical manipulations 
of physical quantities. Usually, though not necessarily, these 
quantities take the form of electrical, magnetic or optical 
signals capable of being stored, transferred, combined, com 
pared, transformed, and otherwise manipulated. It is conve 
nient at times, principally for reasons of common usage, to 
refer to these signals as bits, values, elements, symbols, char 
acters, terms, numbers, or the like. Furthermore, it is also 
convenient at times, to refer to certain arrangements of steps 
requiring physical manipulations of physical quantities as 
modules or code devices, without loss of generality. 
0140. It should be borne in mind, however, that all of these 
and similar terms are to be associated with the appropriate 
physical quantities and are merely convenient labels applied 
to these quantities. Unless specifically stated otherwise as 
apparent from the following discussion, it is appreciated that 
throughout the description, discussions utilizing terms such 
as “processing or “computing or "calculating or “display 
ing or “determining or the like, refer to the action and 
processes of a computer system, or similar electronic com 
puting module and/or device, that manipulates and trans 
forms data represented as physical (electronic) quantities 
within the computer system memories or registers or other 
Such information storage, transmission or display devices. 
0141 Certain aspects of the present invention include pro 
cess steps and instructions described herein in the form of an 
algorithm. It should be noted that the process steps and 
instructions of the present invention can be embodied in soft 
ware, firmware and/or hardware, and when embodied in soft 
ware, can be downloaded to reside on and be operated from 
different platforms used by a variety of operating systems. 
0142. The present invention also relates to an apparatus for 
performing the operations herein. This apparatus may be 
specially constructed for the required purposes, or it may 
comprise a general-purpose computer selectively activated or 
reconfigured by a computer program stored in the computer. 
Such a computer program may be stored in a computer read 
able storage medium, Such as, but is not limited to, any type of 
disk including floppy disks, optical disks, CD-ROMs, mag 
netic-optical disks, read-only memories (ROMs), random 
access memories (RAMs), EPROMs, EEPROMs, magnetic 
or optical cards, application specific integrated circuits 
(ASICs), or any type of media suitable for storing electronic 
instructions, and each coupled to a computer system bus. 
Furthermore, the computers and/or other electronic devices 
referred to in the specification may include a single processor 
or may be architectures employing multiple processor 
designs for increased computing capability. 
0143. The algorithms and displays presented herein are 
not inherently related to any particular computer, virtualized 
system, or other apparatus. Various general-purpose systems 
may also be used with programs in accordance with the teach 
ings herein, or it may prove convenient to construct more 
specialized apparatus to perform the required method steps. 
The required structure for a variety of these systems will be 
apparent from the description provided herein. In addition, 
the present invention is not described with reference to any 
particular programming language. It will be appreciated that 
a variety of programming languages may be used to imple 
ment the teachings of the present invention as described 
herein, and any references above to specific languages are 
provided for disclosure of enablement and best mode of the 
present invention. 
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0144. Accordingly, in various embodiments, the present 
invention can be implemented as Software, hardware, and/or 
other elements for controlling a computer system, computing 
device, or other electronic device, or any combination or 
plurality thereof. Such an electronic device can include, for 
example, a processor, an input device (Such as a keyboard, 
mouse, touchpad, trackpad, joystick, trackball, microphone, 
and/or any combination thereof), an output device (such as a 
screen, speaker, and/or the like), memory, long-term storage 
(such as magnetic storage, optical storage, and/or the like), 
and/or network connectivity, according to techniques that are 
well known in the art. Such an electronic device may be 
portable or nonportable. Examples of electronic devices that 
may be used for implementing the invention include: a mobile 
phone, personal digital assistant, Smartphone, kiosk, desktop 
computer, laptop computer, consumer electronic device, tele 
vision, set-top box, or the like. An electronic device for imple 
menting the present invention may use an operating system 
such as, for example, Microsoft Windows Vista available 
from Microsoft Corporation of Redmond, Wash., or any other 
operating system that is adapted for use on the device. In some 
embodiments, the electronic device for implementing the 
present invention includes functionality for communication 
over one or more networks, including for example a cellular 
telephone network, wireless network, and/or computer net 
work such as the Internet. 
0145 Finally, it should be noted that the language used in 
the specification has been principally selected for readability 
and instructional purposes, and may not have been selected to 
delineate or circumscribe the inventive subject matter. 
Accordingly, the disclosure of the present invention is 
intended to be illustrative, but not limiting, of the scope of the 
invention, which is set forth in the claims. 
0146 While the invention has been described with respect 
to a limited number of embodiments, those skilled in the art, 
having benefit of the above description, will appreciate that 
other embodiments may be devised which do not depart from 
the scope of the present invention as described herein. In 
addition, it should be noted that the language used in the 
specification has been principally selected for readability and 
instructional purposes, and may not have been selected to 
delineate or circumscribe the inventive subject matter. 
Accordingly, the disclosure of the present invention is 
intended to be illustrative, but not limiting, of the scope of the 
invention, which is set forth in the claims. 

What is claimed is: 
1. A method for initiating activities in an electronic device, 

comprising: 
displaying, on a touch-sensitive display Screen, a user 

interface for a first activity; 
detecting a user-entered gesture on the touch-sensitive dis 

play screen, the user-entered gesture comprising a com 
mand for invoking a launcher interface, the gesture fur 
ther comprising a point of contact indicating a position 
along a first axis and a position along a second axis; 

responsive to the detected gesture: 
displaying a launcher interface at a location on the 

screen corresponding to the indicated position along 
the first axis, the launcher interface comprising a plu 
rality of user-activatable items, each user-activatable 
item corresponding to an activity; and 

highlighting a user-activatable item corresponding to the 
indicated position along the second axis; 
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detecting additional user input on the touch-sensitive dis 
play Screen; 

responsive to the additional user input comprising move 
ment of the point of contact to change the position along 
the first axis, moving the launcher interface to a location 
on the screen corresponding to the changed position 
along the first axis; 

responsive to the additional user input comprising move 
ment of the point of contact to change the position along 
the second axis, highlighting a user-activatable item cor 
responding to the changed position along the second 
axis; and 

responsive to the additional user input indicating activation 
of the highlighted user-activatable item: 
initiating an activity corresponding to the highlighted 

user-activatable item; and 
dismissing the launcher interface. 

2. The method of claim 1, wherein highlighting a user 
activatable item comprises displaying the user-activatable 
item in a visually distinctive manner. 

3. The method of claim 2, wherein highlighting a user 
activatable item further comprises displaying a descriptive 
label for the user-activatable item. 

4. The method of claim 1, wherein initiating an activity 
corresponding to the highlighted user-activatable item com 
prises performing at least one selected from the group con 
sisting of: 

opening a document; and 
launching an application. 
5. The method of claim 1, further comprising: 
responsive to the additional user input indicating dismissal 

of the launcher interface, dismissing the launcher inter 
face. 

6. The method of claim 5, wherein: 
the additional user input indicates activation of the high 

lighted user-activatable item by removing the point of 
contact while the user-activatable item is highlighted; 
and 

the additional user input indicates dismissal of the launcher 
interface by moving the point of contact to an edge of the 
SCC. 

7. The method of claim 1, wherein displaying a launcher 
interface comprises displaying the launcher interface over 
laid on the user interface for the first activity. 

8. The method of claim 1, wherein highlighting a user 
activatable item comprises highlighting a user-activatable 
item at a position proximate to the point of contact. 

9. The method of claim 1, wherein: 
the first axis comprises a Substantially vertical axis with 

respect to the electronic device; and 
the second axis comprises a Substantially horizontal axis 

with respect to the electronic device. 
10. The method of claim 1, wherein displaying the launcher 

interface comprises displaying a wave-shaped interface ele 
ment having an apex proximate to the indicated position 
along the second axis. 

11. The method of claim 10, wherein displaying the wave 
shaped interface element comprises displaying the user-acti 
vatable items at positions defined by the wave-shaped inter 
face element, and wherein the highlighted user-activatable 
item is displayed at a position Substantially proximate to the 
apex of the wave-shaped interface element. 

12. The method of claim 1, wherein the wave-shaped inter 
face element is at least partially transparent. 
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13. The method of claim 1, wherein the point of contact is 
specified by a physical object touching the display Screen, and 
wherein displaying the launcher interface comprises display 
ing the launcher interface at a location on the screen not 
obscured by the physical object. 

14. The method of claim 1, wherein: 
displaying the launcher interface comprises displaying 

each item in the plurality of user-activatable items at a 
size determined by the proximity of the item to the point 
of contact; 

the method further comprising, responsive to the additional 
user input comprising movement of the point of contact 
to change the position along the second axis, changing 
the size of at least one item so as to display each item in 
the plurality of user-activatable items at a size deter 
mined by the proximity of the item to the moved point of 
COntact. 

15. The method of claim 1, wherein displaying a launcher 
interface comprises displaying a scrollable launcher inter 
face, the method further comprising: 

responsive to the additional user input indicating a scroll 
ing operation, introducing, in the launcher interface, at 
least one additional user-activatable item. 

16. The method of claim 1, wherein the launcher interface 
comprises at least one top-level item associated with at least 
one subordinate user-activatable item, the method further 
comprising: 

responsive to the additional user input indicating that, for 
an indicated top-level item, at least one subordinate user 
activatable item should be displayed: 
displaying at least one Subordinate user-activatable item 

associated with the indicated top-level item; 
highlighting a subordinate user-activatable item corre 

sponding to the indicated position along the second 
axis 

detecting additional user input on the touch-sensitive 
display Screen; 

responsive to the additional user input comprising 
movement of the point of contact to change the posi 
tion along the first axis in a first direction: 
moving the launcher interface to a location on the 

Screen corresponding to the changed position along 
the first axis; 

responsive to the additional user input comprising 
movement of the point of contact to change the posi 
tion along the first axis in a second direction: 
dismissing the at least one subordinate user-activat 

able item associated with the indicated top-level 
item; 

responsive to the additional user input comprising 
movement of the point of contact to change the posi 
tion along the second axis, highlighting a Subordinate 
user-activatable item corresponding to the changed 
position along the second axis; and 

responsive to the additional user input indicating activa 
tion of the highlighted subordinate user-activatable 
item: 
initiating an activity corresponding to the highlighted 

Subordinate user-activatable item; and 
dismissing the launcher interface. 

17. The method of claim 16, wherein at least one of the 
top-level items associated with at least one subordinate user 
activatable item comprises a user-activatable top-level item. 
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18. The method of claim 16, wherein displaying at least one 
subordinate user-activatable item associated with the indi 
cated top-level item comprises displaying the at least one 
Subordinate user-activatable item at a position Subordinate to 
the indicated top-level item. 

19. The method of claim 1, wherein the launcher interface 
comprises at least one top-level item associated with at least 
one subordinate user-activatable item, the method further 
comprising: 

responsive to the additional user input indicating that, for 
an indicated top-level item, at least one Subordinate user 
activatable item should be displayed: 
displaying a grid comprising at least one Subordinate 

user-activatable item associated with the indicated 
top-level item; 

highlighting a subordinate user-activatable item corre 
sponding to the indicated position along the second 
axis; 

detecting additional user input on the touch-sensitive 
display Screen; 

responsive to the additional user input comprising 
movement of the point of contact, highlighting a Sub 
ordinate user-activatable item corresponding to the 
indicated position along the first and second axis; and 

responsive to the additional user input indicating activa 
tion of the highlighted subordinate user-activatable 
item: 
initiating an activity corresponding to the highlighted 

subordinate user-activatable item; and 
dismissing the launcher interface. 

20. The method of claim 1, wherein the detected user 
entered gesture comprises a Substantially upward gesture per 
formed on the touch-sensitive display screen. 

21. The method of claim 1, wherein the detected user 
entered gesture comprises a Substantially upward gesture ini 
tiated on a touch-sensitive Surface Substantially adjacent to 
the touch-sensitive display screen, wherein the gesture con 
tinues onto the touch-sensitive display Screen. 

22. The method of claim 1, wherein the detected additional 
user input comprises a continuation of the same detected 
user-entered gesture on the touch-sensitive display Screen. 

23. A method for initiating activities in an electronic 
device, comprising: 

displaying, on a touch-sensitive display Screen, a user 
interface for a first activity; 

detecting a user-entered gesture on the touch-sensitive dis 
play screen, the user-entered gesture comprising a com 
mand for invoking a launcher interface, the gesture fur 
ther comprising a point of contact indicating a position 
along a first axis and a position along a second axis; 

responsive to the detected gesture: 
displaying a launcher interface at a location on the 

screen corresponding to the indicated position along 
the first axis, the launcher interface comprising a plu 
rality of user-activatable items, each user-activatable 
item corresponding to an activity; and 

highlighting a user-activatable item corresponding to the 
indicated position along the second axis; 

detecting additional user input on the touch-sensitive dis 
play Screen; 

responsive to the additional user input comprising move 
ment of the point of contact to change the position along 

31



US 2010/018.5989 A1 

the first axis, moving the launcher interface to a location 
on the Screen corresponding to the changed position 
along the first axis; 

responsive to the additional user input comprising move 
ment of the point of contact to change the position along 
the second axis, highlighting a user-activatable item cor 
responding to the changed position along the second 
axis; 

responsive to the additional user input comprising removal 
of the point of contact while a user-activatable item is 
highlighted: 
initiating an activity corresponding to the highlighted 

user-activatable item; and 
dismissing the launcher interface; and 

responsive to the additional user input comprising move 
ment of the point of contact to an edge of the screen: 
dismissing the launcher interface. 

24. A computer program product for initiating activities in 
an electronic device, comprising: 

a computer-readable storage medium; and 
computer program code, encoded on the medium, for caus 

ing a processor to perform the steps of 
displaying, on a touch-sensitive display Screen, a user 

interface for a first activity; 
detecting a user-entered gesture on the touch-sensitive 

display Screen, the user-entered gesture comprising a 
command for invoking a launcher interface, the ges 
ture further comprising a point of contact indicating a 
position along a first axis and a position along a sec 
ond axis; 

responsive to the detected gesture: 
displaying a launcher interface at a location on the 

Screen corresponding to the indicated position 
along the first axis, the launcher interface compris 
ing a plurality of user-activatable items, each user 
activatable item corresponding to an activity; and 

highlighting a user-activatable item corresponding to 
the indicated position along the second axis; 

detecting additional user input on the touch-sensitive 
display Screen; 

responsive to the additional user input comprising 
movement of the point of contact to change the posi 
tion along the first axis, moving the launcher interface 
to a location on the screen corresponding to the 
changed position along the first axis; 

responsive to the additional user input comprising 
movement of the point of contact to change the posi 
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tion along the second axis, highlighting a user-acti 
Vatable item corresponding to the changed position 
along the second axis; and 

responsive to the additional user input indicating activa 
tion of the highlighted user-activatable item: 
initiating an activity corresponding to the highlighted 

user-activatable item; and 
dismissing the launcher interface. 

25. A system for initiating activities in an electronic device, 
comprising: 

a touch-sensitive display screen, for: 
displaying a user interface for a first activity; 
detecting a user-entered gesture on the touch-sensitive 

display Screen, the user-entered gesture comprising a 
command for invoking a launcher interface, the ges 
ture further comprising a point of contact indicating a 
position along a first axis and a position along a sec 
ond axis; 

responsive to the detected gesture: 
displaying a launcher interface at a location on the 

Screen corresponding to the indicated position 
along the first axis, the launcher interface compris 
ing a plurality of user-activatable items, each user 
activatable item corresponding to an activity; and 

highlighting a user-activatable item corresponding to 
the indicated position along the second axis; 

detecting additional user input on the touch-sensitive 
display Screen; 

responsive to the additional user input comprising 
movement of the point of contact to change the posi 
tion along the first axis, moving the launcher interface 
to a location on the screen corresponding to the 
changed position along the first axis; 

responsive to the additional user input comprising 
movement of the point of contact to change the posi 
tion along the second axis, highlighting a user-acti 
Vatable item corresponding to the changed position 
along the second axis; and 

responsive to the additional user input indicating activa 
tion of the highlighted user-activatable item, dismiss 
ing the launcher interface; and 

a processor, coupled to the touch-sensitive display screen, 
for, responsive to the additional user input indicating 
activation of the highlighted user-activatable item, initi 
ating an activity corresponding to the highlighted user 
activatable item. 
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