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(57) ABSTRACT 

A Solid-State imaging device includes a wiring board com 
posed of an insulating resin, frame-shaped ribs arranged on 
the wiring board, a transparent plate arranged on an upper 
Surface of the ribs, a plurality of wiring members that 
electrically lead from an internal Space of a case formed by 
the wiring board and the ribs to the outside, an imaging 
element fixed on the wiring board within the internal Space, 
and connecting members which connect electrodes of the 
imaging element and the wiring members. The ribs are 
formed by resin molding directly onto a face of the trans 
parent plate, and a lower Surface of the ribs is fixed to the 
wiring board with an adhesive. The package is configured 
without adhesive interposed between the ribs and the trans 
parent Sealing plate, thereby reducing the effect on incident 
light. 

8b 8a 

  

    

  

  

Page 1 of 8 REOLINK EXHIBIT 1008



Patent Application Publication May 26, 2005 Sheet 1 of 3 US 2005/0109926A1 

4 2a 2 7 

N 

2 
FIG. 1 

ava YYYYYYYYYYYYYause 

2 22 
asa YaYa YaYaYaNYaYaYYYYYY.VYasaa 

FIG.2 

la 6c 

TTTTTTTTT-6a 

FG. 3 1 

  

    

  

  

  

  

Page 2 of 8



Patent Application Publication May 26, 2005 Sheet 2 of 3 US 2005/0109926A1 

11 

11a 11C 11b, 10 12 12 
Yaaaa aaaa aa. rathamry Svayyyyyyy NMNNYarrorNear valvyary Navy Yaxyyxxxar 

avaaaaaaay YaYa YaYa YaYa YaYa YaYa YaYaaaaaauxNYSYYaYYYYYYYYYYYaYa Asawa 

FG. 4A 

7 2 213 14 2 2. 3. 3. 
NN 

3 FG. 4B 

16 15a 15 

7777 aaaaa. ZZZ AA-PAPA AZAZ asar NNavyy Navyvyyyyyyxerraras NNVNNNN www.vayvvyaar 

Aaaaha YaYa Yaaaaaaaaaaaayaaaaaaaasaaaaaaaaaaaaaaaaaa. 

FG. 4C 

13 14 15a 15 

FG. 4D 2 
rarvavvyyyy SAAC NY NNNY \avy NN ratern 

aaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaaayawaaaa. 

17 

O 13 14 15a 15 

NSNS 

2 22 
FG. 4E 

Yxxx ANY NASYYYYYYYY -xxvy-r SYNYNYNY Navy Ayalau 

N22 Yaaauwaaaaaaaaya YaYa YaYa Yaaaaaaaaaaaaaaaaaaaaaaaataan 

17 

4 2a 2 7 

222222 
FG. 4F 5 

RRslavaaaaaaaaaaaaaaaarea 

2 22 
YAYYYYYYYYYYYYYYYYYaYaNN wraw 

  

  

    

  

      

    

    

  

    

    

  

Page 3 of 8



Patent Application Publication May 26, 2005 Sheet 3 of 3 

13 14 

F.G. 5 

27 22 23 26 25 

2 

NNN N N N N S 24 
21 

F.G. 6 
PRIOR ART 

US 2005/0109926A1 

    

  

  

      

    

  

  

  

  

  

Page 4 of 8



US 2005/0109926 A1 

SOLID-STATE IMAGING DEVICE AND METHOD 
FOR MANUFACTURING THE SAME 

FIELD OF THE INVENTION 

0001. The present invention relates to solid-state imaging 
devices in which an imaging element, Such as a CCD or the 
like, is mounted in a case, as well as to methods for 
manufacturing the Same. 

BACKGROUND OF THE INVENTION 

0002 Solid-state imaging devices, which are used widely 
for Video cameras and Still cameras or the like, are provided 
in the form of a package, in which an imaging element, Such 
as a CCD or the like, is mounted on a base made of an 
insulating material, with the photo detecting region being 
covered by a transparent plate. In order to make the device 
more compact, the imaging element is mounted on the base 
as a bare chip. FIG. 6 shows the Solid-State imaging device 
disclosed in JP H5-267629A, which is a conventional 
example of Such a Solid-state imaging device. 
0003. In FIG. 6, numeral 21 denotes a base, on the upper 
Surface of which a recessed portion is formed, and in the 
center of the recessed portion an imaging element chip 22 is 
fixed. Lead terminals 24 are provided on the base 21, and 
lead pads 25 and bonding pads 23 of the imaging element 
chip 22 are connected by bonding wires 26 made of metal. 
Furthermore, ribs 28 are provided on an upper surface of the 
outer peripheral portion of the base 21, with a transparent 
Sealing glass plate 27 fixed to the upper portion thereof, thus 
forming the package for protection of the imaging element 
chip 22. 
0004 Such a solid state imaging device is mounted on a 
circuit board with the Sealing glass plate 47 facing upward, 
as shown in the figure, and the lead terminals 24 are used to 
connect it to the electrodes on the circuit board. Although 
not illustrated, a lens barrel incorporating an imaging optical 
System is mounted on top of the Sealing glass plate 47 So that 
the relative positioning with respect to the photo detecting 
region formed in the imaging element chip 22 is adjusted 
with a predetermined precision. During the imaging opera 
tion, object light that has passed through the imaging optical 
System incorporated in the lens barrel is focused on the 
photo detecting region and photoelectrically converted. 
0005. In the conventional example of the solid-state 
imaging device described above, the Sealing glass plate 27 
is fixed with an adhesive to the upper surface of the ribs 28. 
Consequently, it is difficult to avoid the protrusion of Some 
adhesive onto the inside face of the Sealing glass plate 27 on 
the inner side of the ribs 28. Thus, there is the possibility of 
detrimental effects on the light that is incident on the photo 
detecting region of the imaging element chip 22, because the 
protruding adhesive blockS or Scatters the incident light. 
0006 Furthermore, in the manufacturing step of the con 
ventional Solid-State imaging device, Since the ribs 28 are 
formed in one piece with the base 21, it is inevitable that the 
Sealing glass plate 27 is fixed by the adhesive to the upper 
Surface of the ribs 28. Thus, as described above, it is difficult 
to avoid the effect of adhesive protrusion. 

SUMMARY OF THE INVENTION 

0007. It is an object of the present invention to provide a 
Solid-State imaging device whose package is configured Such 
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that no adhesive is interposed between the ribs and the 
transparent plate, which may be a Sealing glass plate, 
thereby reducing the effect on incident light. It is another 
object of the present invention to provide a manufacturing 
method of mass-producing Solid-state imaging devices with 
this type of Structure easily. 
0008 A Solid-state imaging device according to the 
present invention includes a wiring board composed of an 
insulating resin, frame-shaped ribs arranged on the wiring 
board, a transparent plate arranged on an upper Surface of 
the ribs, a plurality of wiring members that electrically lead 
from an internal Space of a case formed by the wiring board 
and the ribs to the outside, an imaging element fixed on the 
wiring board within the internal Space, and connecting 
members that connect electrodes of the imaging element and 
the wiring members. The ribs are formed by resin molding 
directly onto a face of the transparent plate, and a lower 
surface of the ribs is fixed to the wiring board with an 
adhesive. 

0009. A method for manufacturing a solid-state imaging 
device according to the present invention is a method for 
manufacturing the device with the above-described configu 
ration. The method includes: resin molding rib forming 
members for forming a plurality of the ribs constituting a 
plurality of the Solid-State imaging devices onto a face of the 
transparent plate having a region corresponding to the 
plurality of the Solid-State imaging devices, using a wiring 
board member in which a plurality of the wiring members 
are arranged in regions corresponding to a plurality of 
wiring boards, and fixing imaging elements inside the 
regions corresponding to the respective wiring boards and 
connecting the electrodes of the imaging elements and the 
wiring members by the connecting members, fixing the rib 
forming members to the Surface of the wiring board member 
using an adhesive, with the rib forming memberS facing the 
wiring board member and the transparent plate opposing the 
wiring board member Such that the imaging elements are 
arranged within frames formed by the rib forming members, 
and Separating the Solid-state imaging devices into pieces by 
cutting the wiring board member, the rib forming members 
and the transparent plate. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0010 FIG. 1 is a cross-sectional view showing a con 
figuration of a Solid-State imaging device in accordance with 
Embodiment 1 of the present invention. 
0011 FIG. 2 is a lateral view of the Solid-state imaging 
device of FIG. 1. 

0012 FIG. 3 is a bottom view of the solid-state imaging 
device of FIG. 2. 

0013 FIGS. 4A to 4F are cross-sectional views illustrat 
ing a method for manufacturing a Solid-State imaging device 
according to Embodiment 2 of the present invention. 
0014 FIG. 5 is a top plan view of the rib forming 
members in the same manufacturing method. 
0015 FIG. 6 is a cross-sectional view of a conventional 
Solid-State imaging device. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

0016. According to the configuration of a solid-state 
imaging device of the present invention, ribs for forming a 
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case are directly resin molded to a face of a transparent plate, 
without the interposition of an adhesive between them. 
Consequently, the effect on incident light due to an adhesive 
protruding inside of the ribs can be avoided, thereby obtain 
ing a favorable light receiving State. 
0.017. In the Solid-state imaging device of the present 
invention, it is preferable that an end face of a wiring board, 
an outer lateral face of the ribs and an end face of the 
transparent plate form a flush Surface that is perpendicular to 
the Surface of the wiring board. Furthermore, it is preferable 
that the internal lateral face of the ribs has an inclination, 
such that the width of the ribs becomes Smaller on the wiring 
board side. Thus, the inside lateral face of the ribs stands up 
from the wiring board with a reverse taper, thereby Sup 
pressing Substantially detrimental effects on the imaging 
function caused by the reflection of incident light by the 
internal lateral face of the ribs. In this case, the angle of 
inclination of the ribs may be in a range of 2 to 12 with 
respect to a direction perpendicular to the Surface of the 
wiring board. 
0.018 With the method for manufacturing a solid-state 
imaging device of the present invention, it is possible to 
fabricate easily a structure in which no adhesive is inter 
posed between the ribs and the transparent plate. 
0019. In the method for manufacturing the solid-state 
imaging device according to the present invention, the rib 
forming members may be formed into a lattice shape, and 
when cutting the wiring board member and the transparent 
plate, the rib forming members may be cut in Such a 
direction that the width of the rib forming members is 
divided into two. Thus, the ribs become half the width of the 
rib forming members, which is advantageous for miniatur 
ization. Furthermore, by cutting the base, the rib forming 
members and the transparent plate together, the end face of 
the wiring board, the lateral face of the rib forming members 
and the end face of the transparent plate are Substantially 
flush, thereby obtaining a favorable degree of flatness. 
0020) Furthermore, when resin molding the rib forming 
members on the face of the transparent plate, a lateral face 
of the rib forming members may be formed with an incli 
nation, such that the width of the rib forming members 
becomes Smaller with increased distance from the face of the 
transparent plate. Thus, it is easy to apply a reverse taper to 
the lateral face of the ribs after completion. 
0021 Embodiments of the present invention are 
explained in further detail below with reference to the 
drawings. 

0022. Embodiment 1 
0023 FIG. 1 is a cross-sectional view and FIG. 2 is a 
lateral View of a Solid-State imaging device according to 
Embodiment 1. FIG. 3 is a diagram showing the bottom 
Surface in FIG. 2. 

0024. A wiring board 1 has a flat planar shape, and is 
made of an insulating resin used for ordinary wiring boards, 
Such as glass epoxy resin. An imaging element 2 is fixed on 
the wiring board 1, and ribs 3 shaped like a rectangular 
frame when viewed from above are provided on the wiring 
board 1 So as to Surround the imaging element 2. The ribs 3 
are made of, for example epoxy resin, and have a height of 
0.3 to 1.0 mm for example. A transparent plate 4 is provided 
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on an upper surface of the ribs 3. The ribs 3 are directly resin 
molded on one Surface of the transparent plate 4, and are 
formed in one piece with the transparent plate 4. Conse 
quently, a lower surface of the ribs 3 is fixed with an 
adhesive 5 onto the wiring board 1. Thus, a package having 
an internal Space is formed by the wiring board 1, the ribs 
3 and the transparent plate 4, and a plurality of wiring 
members 6 are arranged for connecting electrically the 
internal Space to the outside. The wiring members 6 and the 
pad electrodes 2a of the imaging element 2 are connected by 
thin metal wires 7 within the space of the package. The total 
thickness of the package is ordinarily not more than 2.0 mm. 

0025 The wiring members 6 are composed of internal 
electrodes 6a formed on the face on which the imaging 
element 2 is mounted, external electrodes 6b formed on a 
rear face thereof, and end face electrodes 6c formed on the 
end faces of the wiring board 1. The external electrodes 6b 
are arranged in a position corresponding to the internal 
electrodes 6a. The end face electrodes 6c connect the 
internal electrodes 6a with the external electrodes 6b. It is 
possible to form any of the internal electrodes 6a, the 
external electrodes 6b or the end face electrodes 6c by 
plating, for example. As shown in FIG. 3, the end face 
electrodes 6c are arranged in recessed portions 1a, formed in 
an end face of the wiring board 1. Surfaces of the end face 
electrodes 6c are formed substantially flush with the end 
face of the wiring board 1, or are indented further than the 
end face of the wiring board 1. 

0026 Insulating films 8a and 8b are formed in the region 
Surrounding the internal electrodes 6a and the external 
electrodes 6b on both faces of the wiring board 1 (FIG. 3 
does not illustrate the insulating film 8b). A surface of the 
external electrodes 6b may be indented more than the 
Surface of the insulating film 8b as shown in the figure, or 
it may be formed substantially flush with the surface of the 
insulating film 8b. The insulating film 8b and the external 
electrodes 6b may be arranged Such that they have no 
overlapping portions, but it is also possible to arrange the 
peripheral portion of the external electrodes 6b such that it 
overlaps with the insulating film 8b. 

0027. An end face of the wiring board 1, an external 
lateral face of the ribs 3 and an end face of the transparent 
plate 4, that correspond to a lateral face of the package, are 
Substantially flush, and form a flat lateral face of the pack 
age. This lateral face of the package can be formed with a 
favorable degree of flatness by cutting, in a Single Step, the 
end face of the wiring board 1, the lateral face of the ribs 3 
and the end face of the transparent plate 4. Furthermore, the 
internal lateral face of the ribs 3 has an inclination with 
respect to the face of the wiring board 1. That inclination is 
Set Such that the internal Space expands towards the wiring 
board 1. The angle of inclination is in a range of 2 to 12 
with respect to a direction perpendicular to the face of the 
wiring board 1. This inclination is provided to SuppreSS 
undesirable reflections of incident light by the internal 
lateral face of the ribs 3. In order to reduce further the effect 
of reflections by the internal lateral face of the ribs 3, it is 
possible to form a matte or grainy finish on the internal 
lateral faces of the ribs 3. 

0028. According to the configuration given above, the 
ribs 3 are directly resin molded to a Surface of the transpar 
ent plate 4, and there is no adhesive interposed between 
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them. Consequently, there is no adhesive protruding on the 
inner face of the transparent plate 4 on the inner Side of the 
ribs 3, as in the case when fixing with an adhesive, So that 
the detrimental effect on incident light can be avoided, and 
it is possible to achieve favorable light reception. 

0029 Embodiment 2 
0030 Embodiment 2 is a method for manufacturing the 
Solid-State imaging device with the Structure shown in 
Embodiment 1, and is explained with reference to FIGS. 4 
and 5. 

0.031 First, a plate-shaped base material 10 made from an 
insulating resin is prepared as shown in FIG. 4A. Wire 
forming members 11 for forming wiring members 6 (see 
FIG. 1) are formed on partial regions of the base material 
10, and insulating films 12 are formed on the upper and 
lower faces of the remaining region. The wire forming 
members 11 include an upper face conducting layer 11a and 
a lower face conducting layer 11b, formed respectively on 
the upper and lower faces of the base material 10. The upper 
face conducting layer 11a and the lower face conducting 
layer 11b are arranged in positions that correspond to each 
other in a vertical direction, and are connected by a through 
conducting layer 11c, which is formed through the base 
material. These conducting layers can be formed using any 
ordinary method. For example, it is possible to form a 
through hole in the base material 10, forming the through 
conducting layer 11c by plating, then form the upper face 
conducting layer 11a and the lower face conducting layer 
11b by plating, adjusting them to the positions of the through 
conducting layer 11c. 

0.032 The base material 10 is of a size large enough to 
form a plurality of solid-state imaging devices (FIG. 4 
illustrates only a portion). A plurality of the wire forming 
members 11 are formed, in correspondence with the plural 
ity of Solid-State imaging devices. 
0033) Next, as shown in FIG. 4B, rib forming members 
13 are directly formed by resin molding without the use of 
adhesive onto a transparent plate 14, which has an area 
corresponding to the base material 10. The rib forming 
members 13 form a border between the regions correspond 
ing to the Solid-state imaging devices, and ultimately 
become the ribs 3 (see FIG. 1) of the solid-state imaging 
devices. AS for the croSS-Sectional shape of the rib forming 
members 13, the lateral faces have an inclination Such that 
the width narrows away from the transparent plate 14. FIG. 
5 shows an example of a shape, viewed from above, of the 
rib forming members 13 that are resin formed in a lattice 
shape on the transparent plate 14. When forming the rib 
forming members 13 by resin molding, it is possible to 
SuppreSS the generation of resin flash burrs by interposing 
for example a polyimide sheet between the resin molding 
mold and the transparent plate 14. 

0034) Next as shown in FIG. 4C, imaging elements 15 
are fixed in the region corresponding to the Solid-State 
imaging devices, and the pad electrodes 15a of the imaging 
elements 15 and the upper face conducting layerS 11a are 
connected with thin metal wires 16. Furthermore, an adhe 
sive 17 is coated onto a face on the base material 10 
corresponding to the rib forming members 13. Next, as 
shown in FIG. 4D, the transparent plate 14 is mounted onto 
the base material 10 with the rib forming members 13 facing 
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down, and joined with the lower surface of the rib forming 
members 13 abutting the adhesive 17. 
0035) Next, the base material 10, the rib forming mem 
berS 13 and the transparent plates 14 are cut with a dicing 
blade 18 as shown in FIG. 4E, and the pieces forming the 
Solid-State imaging devices are Separated as shown in FIG. 
4.F. As shown in FIG. 4E, the cutting is in a direction that 
is perpendicular to the base 10 and divides the width of the 
rib forming members 13 into two, when viewed from above. 
AS a result, the rib forming members 13, the upper face 
conducting layerS 11a, the lower face conducting layerS 11b 
and the through conducting layerS 11c are divided into two, 
forming the ribs 3, the internal electrodes 6a, the external 
electrodes 6b and the end face electrodes 6c of each indi 
vidual Solid-State imaging device. 
0036). According to this manufacturing method, it is 
possible to fabricate easily a Structure in which no adhesive 
is interposed between the ribs 3 and the surface of the 
transparent plate 4. Furthermore, by cutting together the 
base 10, the rib forming members 13 and the transparent 
plate 14, the plane that forms the end face of the wiring 
board 1, the lateral face of the ribs 3 and the end face of the 
transparent plate 4 is Substantially flush, and a favorable 
degree of flatneSS can be obtained. Because the lateral 
Surface of the package is flat, when mounting the lens barrel 
containing the optical System, it is possible to maintain a 
high degree of precision in positioning the lens barrel by 
abutting the internal face of the lens barrel to lateral face of 
the package. Furthermore, it is possible to use a simple 
wiring board as the wiring board 1, thereby enabling the 
package to be formed compact and at low cost. 
0037. The invention may be embodied in other forms 
without departing from the Spirit or essential characteristics 
thereof The embodiments disclosed in this application are to 
be considered in all respects as illustrative and not limiting. 
The Scope of the invention is indicated by the appended 
claims rather than by the foregoing description, and all 
changes which come within the meaning and range of 
equivalency of the claims are intended to be embraced 
therein. 

What is claimed is: 
1. A Solid-State imaging device comprising: 

a wiring board composed of an insulating resin; 

frame-shaped ribs arranged on the wiring board; 

a transparent plate arranged on an upper Surface of the 
ribs; 

a plurality of wiring members that electrically lead from 
an internal Space of a case formed by the wiring board 
and the ribs to the outside; 

an imaging element fixed on the wiring board within the 
internal Space; and 

connecting members that connect electrodes of the imag 
ing element and the wiring members, 

wherein the ribs are formed by resin molding directly onto 
a face of the transparent plate, and a lower Surface of 
the ribs is fixed to the wiring board with an adhesive. 
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2. The Solid-State imaging device according to claim 1, 
wherein an end face of the wiring board, an external 

lateral face of the ribs and an end face of the transparent 
plate form a flush Surface that is perpendicular to the 
wiring board. 

3. The Solid-State imaging device according to claim 1, 
wherein an internal lateral face of the ribS is inclined Such 

that a width of the ribs becomes Smaller on the wiring 
board side. 

4. The Solid-State imaging device according to claim 3, 
wherein an inclination angle of the ribs is in a range of 2 

to 12 with respect to a direction perpendicular to a 
Surface of the wiring board. 

5. A method for manufacturing a Solid-state imaging 
device comprising a wiring board composed of an insulating 
resin, frame-shaped ribs arranged on the wiring board, a 
transparent plate arranged on an upper Surface of the ribs, a 
plurality of wiring members that electrically lead from an 
internal Space of a case formed by the wiring board and the 
ribs to the outside, an imaging element fixed on the wiring 
board within the internal Space, and connecting members 
that connect electrodes of the imaging element and the 
wiring members, the method comprising: 

resin molding rib forming members for forming a plural 
ity of the ribs constituting a plurality of the Solid-state 
imaging devices onto a face of the transparent plate 
having a region corresponding to the plurality of the 
Solid-State imaging devices, 

using a wiring board member in which a plurality of the 
wiring members are arranged in regions corresponding 
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to a plurality of wiring boards, and fixing imaging 
elements inside the regions corresponding to the 
respective wiring boards and connecting the electrodes 
of the imaging elements and the wiring members by the 
connecting members, 

fixing the rib forming members to the surface of the 
wiring board member using an adhesive, with the rib 
forming members facing the wiring board member and 
the transparent plate opposing the wiring board mem 
ber Such that the imaging elements are arranged within 
frames formed by the rib forming members; and 

Separating the Solid-State imaging devices into pieces by 
cutting the wiring board member, the rib forming 
members and the transparent plate. 

6. The method for manufacturing a Solid-State imaging 
device according to claim 5, 

wherein the rib forming members are formed into a lattice 
shape, and when cutting the wiring board member and 
the transparent plate, the rib forming members are cut 
in Such a direction that a width of the rib forming 
members is divided into two. 

7. The method for manufacturing a Solid-State imaging 
device according to claim 6, 

wherein, when resin molding the rib forming members on 
the face of the transparent plate, a lateral face of the rib 
forming members is formed with an inclination, Such 
that the width of the rib forming members becomes 
Smaller with increased distance from the face of the 
transparent plate. 

k k k k k 
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