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(57) ABSTRACT 
A step-down regulator comprising a pseudo constant on time 
control circuit is disclosed, comprising an on-time generator 
configured to receive a Switching signal provided by the step 
down regulator and a control signal provided by the pseudo 
constant on time control circuit, and generates an on-time 
signal; a feedback control circuit configured to receive a 
feedback signal representative of the output voltage of the 
step-down regulator and generate an output signal; and a logic 
control circuit coupled to the on-time generator and the feed 
back control circuit to receive the on-time signal and the 
output signal and generating the control signal, and a power 
stage configured to receive an input Voltage and the control 
signal and generate the Switching signal. 
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PSEUDO CONSTANT ON TIME CONTROL 
CIRCUIT AND STEP-DOWN REGULATOR 

CROSS-REFERENCE TO RELATED 
APPLICATION(S) 

This application claims the benefit of CN application No. 
2011 10181295.3, filed on Jun. 30, 2011, and incorporated 
herein by reference. 

TECHNICAL FIELD 

The present disclosure relates generally to Switching cir 
cuits, and more particularly but not exclusively to a pseudo 
constant on time control circuit and step-down regulators 
using it. 

BACKGROUND 

PWM (Pulse Width Modulation) control, constant-off 
time control and COT (Constant-on-time) control techniques 
are generally used in step-down regulators. 
When COT control is used, the compensation network in 

the regulator can be eliminated to get a simple structure. 
Moreover, the regulator with COT control does not need error 
amplifiers to regulate the output Voltage and thus has a better 
transient response. Because of the above advantages and 
other advantages, the COT control technique is widely used in 
step-down regulators. 

In COT control, the peak current of the regulator remains 
constant and the Switching frequency varies with the output 
power to provide a required output voltage. Thus, for appli 
cations needing fixed Switching frequency, the COT control is 
no longer applicable. 

To solve the problem of variable switching frequency in the 
COT control, pseudo constant on time (PCOT) control is used 
in step-down regulators. 

In step-down regulators, the duty cycle Disgiven by Equa 
tion (1) as follows: 

(1) 

, wherein T, represents the on time of the regulator, T. 
represents the Switching period, V, represents the input Volt 
age of the regulator, and V represents the output voltage. 

Based on the Equation (1), the Switching frequency F of 
the step-down regulator can be expressed as Equation (2): 

1 Vout 2 F = , = (2) 
Vir, 

1 

Ton 

In PCOT control, the on time T of the regulator is pro 
portional to the ratio of the output voltage V to the input 
Voltage V, given by Equation (3) as follows: 

Vout (3) 
To = n 

where n is a constant factor. 
As can be observed from Equations (2) and (3), in PCOT 

control, the Switching frequency F of the step-down regu 
lator can be expressed as Equation (4): 
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(4) 

As can be observed from the Equation (4), the Switching 
frequency F is constant as the factor n is constant. That is, in 
PCOT control, the switching frequency F of the step-down 
regulator remains constant and does not vary with the output 
power. 

In PCOT control, to ensure the on time T of the regulator 
be proportional to V/V, one of the prior art step-down 
regulators comprises an output voltage pin VOUT in the chip 
to receive the output voltage V. The output voltage pin 
VOUT increases the package size of the regulator chip and 
also the cost. Besides the output voltage pin VOUT, a fre 
quency setting pin FREQ and/oran external frequency setting 
resistor Rymay also be needed in some prior art step-down 
regulator chips, which causes larger package size and higher 
COSt. 

FIG. 1 illustrates a prior art step-down regulator 10. As 
shown in FIG. 1, the step-down regulator 10 comprises a 
PCOT control circuit 101 and a power stage 102. The PCOT 
control circuit 101 comprises a constant-on-time (COT) gen 
erator 1011, a feedback control circuit 1012 and a logic con 
trol circuit 1013. 

Referring to FIG. 1, the COT generator 1011 comprises a 
comparator COMP, a capacitor Cand a Switch K. The first 
terminals of the capacitor Cry and the Switch Kare coupled 
to the non-inverting input terminal of the comparator COMP. 
The control terminal of the switch Kreceives a control signal 
Q provided by the PCOT control circuit 101. The second 
terminals of the Switch K and the capacitor Care coupled 
to ground. The comparator COMP receives the output voltage 
V, at its inverting input terminal and generates an on-time 
signal S'at its output terminal. The feedback control circuit 
1012 receives a feedback signal V, and provides an output 
signal to the logic control circuit 1013. The logic control 
circuit 1013 receives the on-time signal S' and provides the 
control signal Qas the output of the PCOT control circuit 101. 
The power stage 102 receives an input Voltage signal V, and 
the control signal Q, and provides a Switching signal SW. 

Referring to FIG. 1, the COT generator 1011 receives the 
output Voltage V through the output Voltage pin VOUT, and 
receives the information of the input voltage V, through the 
frequency setting pin FREQ and the external frequency set 
ting resistor R. Thus, the step-down regulator with the 
prior art COT generator 1011 comprises the output voltage 
pin VOUT, the frequency setting pin FREQ and the external 
frequency setting resistor Roy. 

In the step-down regulator 10 of FIG. 1, the package size 
and the cost are both increased because of the output Voltage 
pin VOUT, the frequency setting pin FREQ and the external 
frequency setting resistor R. 

SUMMARY 

In one embodiment, the present disclosure is directed to a 
step-down regulator comprising a pseudo constant on time 
control circuit. The pseudo constant on time control circuit 
comprises an on-time generator configured to receive a 
Switching signal provided by the step-down regulator and a 
control signal provided by the pseudo constant on time con 
trol circuit, wherein based on the Switching signal and the 
control signal, the on-time generator generates an on-time 
signal; a feedback control circuit configured to receive a 
feedback signal representative of the output voltage of the 
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step-down regulator and generate an output signal in accor 
dance with the feedback signal; and a logic control circuit 
coupled to the on-time generator and the feedback control 
circuit to receive the on-time signal and the output signal, 
wherein based on the on-time signal and the output signal, the 
logic control circuit generates the control signal. The step 
down regulator further comprises a power stage configured to 
receive an input Voltage and the control signal, wherein based 
on the input Voltage and the control signal, the power stage 
generates the Switching signal. 

In one embodiment, the present disclosure is directed to a 
pseudo constant on time control circuit for a step-down regu 
lator, comprising an on-time generator configured to receive 
a Switching signal provided by the step-down regulator and a 
control signal provided by the pseudo constant on time con 
trol circuit, wherein based on the Switching signal and the 
control signal, the on-time generator generates an on-time 
signal; a feedback control circuit configured to receive a 
feedback signal representative of the output voltage of the 
step-down regulator and generate an output signal in accor 
dance with the feedback signal; and a logic control circuit 
coupled to the on-time generator and the feedback control 
circuit to receive the on-time signal and the output signal, 
wherein based on the on-time signal and the output signal, the 
logic control circuit generates the control signal. 

In one embodiment, the present disclosure is directed to a 
step-down regulator, comprising an on-time generator con 
figured to receive a Switching signal provided by the step 
down regulator and a control signal, wherein based on the 
Switching signal and the control signal, the on-time generator 
generates an on-time signal; a minimum off time generator 
configured to receive the control signal and generate a mini 
mum off time signal in accordance with the control signal; a 
comparator configured to receive a feedback signal represen 
tative of the output Voltage of the step-down regulator and a 
reference signal, and wherein based on the feedback signal 
and the reference signal, the comparator generates a compari 
son signal; an and-gate coupled to the comparator and the 
minimum off time generator to receive the comparison signal 
and the minimum off time signal, wherein based on the com 
parison signal and the minimum off time signal, the and-gate 
generates an output signal; a flip-flop having a set terminal, a 
reset terminal and an output terminal, wherein the resetter 
minal is coupled to the on-time generator to receive the on 
time signal, and the set terminal is coupled to the and-gate to 
receive the output signal, wherein based on the on-time signal 
and the output signal, the flip-flop generates the control sig 
nal; and a power stage coupled to the output terminal of the 
flip-flop to receive the control signal, wherein based on the 
control signal, the power stage converts an input Voltage into 
the Switching signal. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 illustrates a prior art step-down regulator 10. 
FIG. 2 illustrates an on-time generator 2011 in accordance 

with one embodiment of the present disclosure. 
FIG. 3 illustrates an output voltage sensing circuit B1 in 

accordance with one embodiment of the present disclosure. 
FIG. 4 illustrates an input Voltage sensing circuit A1 in 

accordance with one embodiment of the present disclosure. 
FIG. 5 illustrates an improved linear input Voltage sensing 

circuit A2 in accordance with one embodiment of the present 
disclosure. 

FIG. 6 illustrates a current mirror circuit Y1 in accordance 
with one embodiment of the present disclosure. 
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4 
FIG.7(1) illustrates an operational amplifying circuit X1 in 

accordance with one embodiment of the present disclosure. 
FIG.7(2) illustrates an operational amplifying circuit X2 in 

accordance with another embodiment of the present disclo 
SUC. 

FIG. 8 illustrates a linear input voltage sensing circuit A3 
comprising the operational amplifying circuit X1 of FIG.7(1) 
and the current mirror circuit Y1 of FIG. 6. 

FIG. 9 illustrates a PCOT control circuit 301 in accordance 
with one embodiment of the present disclosure. 

FIG.10 illustrates a step-down regulator 30 comprising the 
PCOT control circuit 301 of FIG. 9 in accordance with one 
embodiment of the present disclosure. 

FIG. 11 illustrates a step-down regulator 40 in accordance 
with another embodiment of the present disclosure. 

FIG. 12 illustrates the waveforms of the step-down regu 
lator shown in FIG. 11. 

FIG. 13 illustrates a step-down regulator 50 in accordance 
with still another embodiment of the present disclosure. 

DETAILED DESCRIPTION 

The present invention is now described. While it is dis 
closed in its preferred form, the specific embodiments of the 
invention as disclosed herein and illustrated in the drawings 
are not to be considered in a limiting sense. Rather, these 
embodiments are provided so that this disclosure will be 
thorough and complete, and will fully convey the scope of the 
invention to those skilled in the art. Indeed, it should be 
readily apparent in view of the present description that the 
invention may be modified in numerous ways. Among other 
things, the present invention may be embodied as devices, 
methods, Software, and so on. Accordingly, the present inven 
tion may take the form of an entirely hardware embodiment, 
an entirely software embodiment or an embodiment combin 
ing Software and hardware aspects. The following detailed 
description is, therefore, not to be taken in a limiting sense. 

Throughout the specification, the meaning of “a,” “an and 
“the may also include plural references. The meaning of “in” 
includes “in” and “on.” 

FIG. 2 illustrates an on-time generator 2011 in accordance 
with one embodiment of the present disclosure. The on-time 
generator 2011 is used in step-down regulators with PCOT 
control. 

Referring to FIG. 2, the on-time generator 2011 comprises 
an input Voltage sensing circuit A, an output Voltage sensing 
circuit Band a comparator COMP. The input voltage sensing 
circuit A receives a switching signal SW provided by a step 
down regulator and a control signal Q provided by a PCOT 
control circuit, and provides an input Voltage sensing signal 
S to the non-inverting input terminal of the comparator 
COMP. The output voltage sensing circuit B receives the 
Switching signal SW, and provides an output Voltage sensing 
signal S to the inverting input terminal of the comparator 
COMP. The comparator COMP compares the input voltage 
sensing signal S with the output Voltage sensing signal S. 
to generate an on-time signal S. 

FIG. 3 illustrates an output voltage sensing circuit B1 in 
accordance with one embodiment of the present disclosure. 
As shown in FIG. 3, the output voltage sensing circuit B1 
comprises a resistor R and a capacitor C. The first terminal 
of the resistor R receives the switching signal SW, and the 
second terminal of the resistor R is coupled to the first 
terminal of the capacitor C. The second terminal of the 
capacitor C is coupled to ground. The second terminal of the 
resistor R and the first terminal of the capacitor C are 
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configured as the output terminal of the output Voltage sens 
ing circuit B1 which provides the output Voltage sensing 
signal S12. 
The output voltage sensing circuit B1 of FIG. 3 is a first 

order low-pass passive filter configured by a resistor and a 
capacitor. Persons of ordinary skill in the art will recognize, 
however, that in some other embodiments, the output Voltage 
sensing circuit may be a first-order active filter, N'-order 
passive filter, or N'-order active filter, where N is an integer 
greater than 2. Persons of ordinary skill in the art will also 
recognize that in Some other embodiments, the output Voltage 
sensing circuit can be other circuits which can provide the 
information of the output Voltage. 

FIG. 4 illustrates an input Voltage sensing circuit A1 in 
accordance with one embodiment of the present disclosure. 
As shown in FIG. 4, the input Voltage sensing circuit A1 
comprises a resistor Roy, a capacitor Coy and a Switch K. 
The first terminal of the resistor Rey receives the Switching 
signal SW, and the second terminal of the resistor R is 
coupled to the first terminal of the capacitor Cry. The second 
terminal of the capacitor C is coupled to ground. The 
Switch K is coupled to the capacitor Cry in parallel and 
controlled by the control signal Q. The second terminal of the 
resistor Rex and the first terminal of the capacitor Cry are 
configured as the output terminal of the input Voltage sensing 
circuit A1 which provides the input Voltage sensing signal 
S11. 
As can be observed from FIG. 4, if the input voltage sens 

ing circuit comprises a RC charging circuit configured by a 
resistor and a capacitor, the input Voltage sensing signal gen 
erated by the input Voltage sensing circuit is non-linear. For a 
linear V/V, the on-time signal generated by the corre 
sponding on-time generator is also non-linear because of the 
non-linear input Voltage sensing signal. Thus, the present 
disclosure provides an improved linear input Voltage sensing 
circuit which generates an input Voltage sensing signal vary 
ing linearly with the input Voltage V. Accordingly, the on 
time generator comprising the linear input Voltage sensing 
circuit generates a linear on-time signal for a linear V/V. 

FIG. 5 illustrates an improved linear input Voltage sensing 
circuit A2 in accordance with one embodiment of the present 
disclosure. As shown in FIG. 5, the linear input voltage sens 
ing circuit A2 of FIG. 5 further comprises a linear current 
compensation circuit A201 compared with the input Voltage 
sensing circuit A1 of FIG. 4. The linear current compensation 
circuit A201 receives the input Voltage sensing signal S and 
provides a linear compensation current S, to the capacitor 
Coy to get the input Voltage sensing signal S. Varying lin 
early with V. The linear current compensation circuit A201 
comprises an operational amplifying circuit X and a current 
mirror circuit Y. Referring to FIG. 5, the operational ampli 
fying circuit X receives the input Voltage sensing signal S. 
and generates an operational amplifying output signal S. 
The current mirror circuit Y receives the operational ampli 
fying output signal S and provides the linear compensation 
current S, to the capacitor Crow. The linear compensation 
current S works together with the current provided by the 
Switching signal SW through the resistor Roy So that the 
linear input Voltage sensing circuit A2 provides a linear input 
Voltage sensing signal for a linear V. 

FIG. 6 illustrates a current mirror circuit Y1 in accordance 
with one embodiment of the present disclosure. As shown in 
FIG. 6, the current mirror circuit Y1 comprises a current 
mirror, a resistor Roy and a linear Voltage regulating com 
ponent W. The current mirror receives a power Supply V. 
The first terminal of the linear Voltage regulating component 
W is coupled to the current mirror, and the control terminal of 
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6 
the linear Voltage regulating component W receives the 
operational amplifying output signal S. The first terminal 
(node A) of the resistor Rey is coupled to the second terminal 
of the linear Voltage regulating component W. and the second 
terminal of the resistor R is coupled to ground. As shown 
in FIG. 6, the current mirror circuit Y1 generates the linear 
compensation current S. 

Persons of ordinary skill in the art will recognize that the 
resistor R of FIG. 6 and the resistor Ray of FIG. 5 have 
the same resistance. Although a metal oxide semiconductor 
field effect transistor (MOSFET) is used as the linear voltage 
regulating component W in the embodiment of FIG. 6, per 
sons of ordinary skill in the art will recognize that, however, 
in Some other embodiments, the linear Voltage regulating 
component W may be a bipolar junction transistor (BJT) or 
other components or circuits with similar function. 

FIG.7(1) illustrates an operational amplifying circuit X1 in 
accordance with one embodiment of the present disclosure. 
As shown in FIG. 7(1), the operational amplifying circuit X1 
comprises an operational amplifier OPAMP. The non-invert 
ing input terminal of the operational amplifier OPAMP 
receives the input Voltage sensing signal S, and the inverting 
input terminal of the operational amplifier OPAMP is coupled 
to the first terminal (node A) of the resistor Ray of FIG. 6. 
The operational amplifier OPAMP provides the operational 
amplifying output signal S to the current mirror circuit Yat 
its output terminal. 
The operational amplifier used as the operational amplify 

ing circuit in the embodiment of FIG. 7(1) may increase the 
size of the linear input voltage sensing circuit also the cost. 
Thus, the present disclosure provides an improved opera 
tional amplifying circuit which reduces the circuit size and 
COSt. 

FIG.7(2) illustrates an operational amplifying circuit X2 in 
accordance with one embodiment of the present disclosure. 
As shown in FIG. 7(2), the operational amplifying circuit X2 
comprises a current source Is and a component W. The com 
ponent Whas opposite characteristic parameters to that of the 
linear voltage regulating component W of FIG. 6. As shown in 
FIG. 7(2), the input terminal of the current source Is is 
coupled to a power Supply V, and the output terminal of 
the current source Is is coupled to the first terminal of the 
component W. The second terminal of the component W' is 
coupled to ground, and the control terminal of the component 
W is coupled to the output terminal of the input voltage 
sensing circuit to receive the input Voltage sensing signal S. 
With the operational amplifying circuit X2 of FIG. 7(2) and 
the current mirror circuit Y1 of FIG. 6, for a linear V, the 
input voltage sensing circuit generates a linear input Voltage 
sensing signal, and correspondingly, the on-time generator 
generates a linear on-time signal for a linear V/V. More 
over, the circuit size and the cost are both reduced with the 
operational amplifying circuit X2. 

FIG. 8 illustrates a linear input voltage sensing circuit A3 
comprising the operational amplifying circuit X1 of FIG.7(1) 
and the current mirror circuit Y1 of FIG. 6. The linear input 
Voltage sensing circuit A3 comprises a linear current com 
pensation circuit A302 including the operational amplifying 
circuit X1 of FIG. 7(1) and the current mirror circuit Y1 of 
FIG. 6. As shown in FIG. 8, when the switch K is off, the 
capacitor Coy is charged, the charging current I is given 
by Equation (5) as follows: 

charge 
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(WSW - W11) W11 charge = ge RTON RTON RTON 
(5) WSw 

where Vs and Vs respectively represents the Voltages at 
the Switching node of the regulator and the output terminal of 
the input Voltage sensing circuit. As can be observed from 
Equation (5), the charging current I of the capacitor 
Cy is decided by the resistor Rex and the Voltage at the 
Switching node of the regulator. That is, for a linear V, the 
charging current I of the capacitor Crow is linear, and 
therefore the input Voltage sensing signal S. provided by the 
linear input Voltage sensing circuit is linear. As a result, the 
on-time signal provided by the corresponding on-time gen 
erator is also linear for a linear V/V. 

Similarly, for the input Voltage sensing circuit comprising 
the operational amplifying circuit X2 of FIG. 7(2) and the 
current mirror circuit of FIG. 6, the charging current I of 
the capacitor C is given by the Equation (6) as follows: 

V11 - WGSW + Vos Vsw (6) (Wsw - V1) -- 
RTON 

charge = ge R 
TOW RTON 

where Vcs, and Vs., respectively represents the gate 
source voltages of the components W and W". As can 
observed from Equation (6), for a linear V, the charging 
current I of the capacitor Crow is linear, and therefore 
the input Voltage sensing signal S. provided by the linear 
input voltage sensing circuit is linear. As a result, the on-time 
signal provided by the corresponding on-time generator is 
also linear for a linear V/V. 

FIG. 9 illustrates a PCOT control circuit 301 in accordance 
with one embodiment of the present disclosure. The PCOT 
control circuit 301 is used in step-down regulators and com 
prises the on-time generator in accordance with the embodi 
ments of the present disclosure. According to one embodi 
ment of the present disclosure, the PCOT control circuit 301 
is an integrated circuit. 
As shown in FIG. 9, the PCOT control circuit 301 com 

prises an on-time generator 3011, a feedback control circuit 
3012 and a logic control circuit 3013. The on-time generator 
3011 receives a switching signal SW provided by a step-down 
regulator and a control signal Q provided by the PCOT con 
trol circuit 301, and generates an on-time signal S. The 
feedback control circuit 3012 receives a feedback signal V, 
and generates an output signal. The logic control circuit 3013 
receives the on-time signal S and the output signal provided 
by the feedback control circuit 3012, and generates the con 
trol signal Q. As shown in FIG.9, compared with the prior art 
PCOT control circuit 101 of FIG. 1, the PCOT control circuit 
used in the step-down regulator in accordance with embodi 
ments of the present disclosure receives the Switching signal 
SW provided by the step-down regulator and the feedback 
signal V, and generates the control signal Q. The PCOT 
control circuit can receive the information of the output volt 
age V, without the output Voltage pin VOUT, and can also 
receive the information of the input voltage V, without the 
frequency setting pin FREQ and the external frequency set 
ting resistor R. Thus, when the PCOT control circuit is 
used in the step-down regulators, the chip size and the cost are 
both reduced. 

FIG.10 illustrates a step-down regulator 30 comprising the 
PCOT control circuit 301 of FIG. 9. According to one 
embodiment of the present disclosure, the step-down regula 
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8 
tor 30 is an integrated circuit. As shown in FIG. 10, the 
step-down regulator 30 comprises a PCOT control circuit 301 
and a power stage 302. The PCOT control circuit 301 receives 
the switching signal SW provided by the step-down regulator 
30 and the feedback signal V, and provides the control 
signal Q. The power stage 302 receives the control signal Q 
and the input voltage V, and provides the Switching signal 
SW. As shown in FIG. 10, compared with the step-down 
regulator 10 of FIG. 1, the step-down regulator 30 in accor 
dance with one embodiment of the present disclosure com 
prises an input Voltage pin VIN, a feedback signal pin FB, a 
switching pin SW and a ground pin GND. The step-down 
regulator 30 may not comprise the output voltage pin VOUT. 
and may not comprise the frequency setting pin FREQ and the 
external frequency setting resistor Rev. Thus, the chip size 
and the cost of the step-down regulator in accordance with 
embodiments of the present disclosure can be both reduced. 

FIG. 11 illustrates a step-down regulator 40 in accordance 
with another embodiment of the present disclosure. As shown 
in FIG. 11, the step-down regulator 40 comprises an on-time 
generator 4011, a flip-flop 4013 and a power stage configured 
by Switches Q and Q. The on-time generator 4011 com 
prises the input Voltage sensing circuit A1 of FIG. 4 and the 
output voltage sensing circuit B1 of FIG. 3. For convenience 
of description, Some circuits are omitted in the step-down 
regulator 40 of FIG. 11, for example, the feedback control 
circuit is not shown in the step-down regulator 40. 
As shown in FIG. 11, the on-time generator 4011 receives 

the switching signal SW provided by the step-down regulator 
40 and the control signal Q provided by the flip-flop 4013, and 
provides an on-time signal S to the reset terminal of the 
flip-flop 4013. The control signal Q controls the high-side 
Switch Q, and the complementary signal Q" of the control 
signal Q controls the low-side switch Q. The first terminal of 
the high-side Switch Q receives the input voltage V, and the 
second terminal of high-side switch Q is coupled to the first 
terminal of the low-side switch Q. The second terminal of the 
low-side Switch Q is coupled to ground. The second terminal 
of the high-side switch Q and the first terminal of the low 
side switch Q are configured as the output terminal of the 
step-down regulator 40 and output the switching signal SW. 

FIG. 12 illustrates the waveforms of the step-down regu 
lator 40 of FIG. 11. As shown in FIG. 11 and FIG. 12, when 
Q-1, the high-side Switch Q is turned on, and the Switching 
signal SW equals to the input voltage V. Meanwhile, the 
switch K is turned off by the control signal Q, the capacitor 
Cy is charged. The input Voltage sensing signal S. ramps 
up, that is, the Voltage at the non-inverting input terminal of 
the comparator COMP ramps up. When the voltage at the 
non-inverting input terminal of the comparator COMP 
reaches the output Voltage sensing signal S. provided by the 
output Voltage sensing circuit, the on-time signal S becomes 
logical high, that is, S=1. The on-time signal S resets the 
flip-flop 4013 to change the control signal Q into logical low 
(Q=0). Thus, the high-side switch Q is turned off, and the 
low-side switch Q is turned on, the switching signal SW 
equals to 0. Meanwhile, the switch K is turned on by the 
control signal Q, the capacitor Cry is discharged, and the 
Voltage at the non-inverting input terminal of the comparator 
COMP decreases rapidly to its initial value. 

FIG. 13 illustrates a step-down regulator 50 in accordance 
with still another embodiment of the present disclosure. As 
shown in FIG. 13, the regulator 50 comprises an on-time 
generator 5011, a minimum off-time generator 5012, a flip 
flop 5013, a comparator 5014, an and-gate AND and a power 
stage 502. The on-time generator 5011 receives a switching 
signal SW provided by the regulator 50 and a control signal Q 
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provided by the flip-flop 5013, and provides an on-time signal 
S to the reset terminal of the flip-flop 5013. The minimum 
off-time generator 5012 receives the control signal Q and 
provides a minimum off-time signal S to the and-gate AND. 
The inverting and non-inverting input terminals of the com 
parator 5014 respectively receives a feedback signal V, pro 
vided by the regulator 50 and a reference voltage V. The 
comparator 5014 provides an output signal to the and-gate 
AND at its output terminal. The and-gate AND provides an 
output signal to the set terminal of the flip-flop 5013. The 
flip-flop 5013 provides the control signal Q to the power stage 
502. The power stage 502 receives an input voltage V, and 
provides an output signal as the Switching signal SW of the 
regulator 50. Compared with the regulator 10 of FIG. 1, the 
regulator 50 of FIG. 13 can eliminate the output voltage pin 
V and also the frequency setting pin FREQ and the exter 
nal frequency setting resistor Rev. Thus, with the PCOT 
control circuit in accordance with the embodiment illustrated 
in FIG. 13, the chip size and the cost of the regulator can be 
both reduced. 

While at least one exemplary embodiment and method of 
fabrication has been presented in the foregoing detailed 
description of the invention, it should be appreciated that a 
vast number of variations exist. It should also be appreciated 
that the exemplary embodiment or exemplary embodiments 
are only examples, and are not intended to limit the Scope, 
applicability, or configuration of the invention in any way. 
Rather, the foregoing detailed description will provide those 
skilled in the art with a convenient roadmap for implementing 
an exemplary embodiment of the invention, it being under 
stood that various changes may be made in the function and 
arrangement of elements described in an exemplary embodi 
ment without departing from the scope of the invention as set 
forth in the appended claims and their legal equivalents. 
We claim: 
1. A step-down regulator, comprising: 
a pseudo constant on time control circuit, wherein the 

pseudo constant on time control circuit comprises: 
an on-time generator comprising: 

an input voltage sensing circuit having a first input 
terminal, a second input terminal and an output 
terminal, wherein the first input terminal is config 
ured to receive a Switching signal provided by the 
step-down regulator, the second input terminal is 
configured to receive a control signal provided by 
the pseudo constant on time control circuit, and 
wherein based on the Switching signal and the con 
trol signal, the input Voltage sensing circuit gener 
ates an input Voltage sensing signal at the output 
terminal; 

an output Voltage sensing circuit having an inputter 
minal and an output terminal, wherein the input 
terminal is configured to receive the Switching sig 
nal, and wherein based on the Switching signal, the 
output Voltage sensing circuit generates an output 
Voltage sensing signal at the output terminal; and 

a comparator having a first input terminal, a second 
input terminal and an output terminal, wherein the 
first inputterminal is coupled to the output terminal 
of the input Voltage sensing circuit to receive the 
input Voltage sensing signal, the second input ter 
minal is coupled to the output terminal of the output 
Voltage sensing circuit to receive the output Voltage 
sensing signal, and wherein based on the input 
Voltage sensing signal and the output Voltage sens 
ing signal, the comparator generates an on-time 
signal at the output terminal; 
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10 
a feedback control circuit configured to receive a feed 
back signal representative of the output Voltage of the 
step-down regulator, and to generate an output signal 
in accordance with the feedback signal; and 

a logic control circuit coupled to the on-time generator 
and the feedback control circuit to receive the on-time 
signal and the output signal, wherein based on the 
on-time signal and the output signal, the logic control 
circuit generates the control signal; and 

a power stage configured to receive an input Voltage and the 
control signal, wherein based on the input Voltage and 
the control signal, the power stage generates the Switch 
ing signal. 

2. The step-down regulator of claim 1, wherein the input 
Voltage sensing circuit comprises: 

a first resistor having a first terminal and a second terminal, 
wherein the first terminal is coupled to the power stage to 
receive the Switching signal; 

a capacitor having a first terminal and a second terminal, 
wherein the first terminal is coupled to the second ter 
minal of the first resistor and provides the input voltage 
sensing signal, and the second terminal is grounded; and 

a Switch having a first terminal, a second terminal and a 
control terminal, wherein the control terminal is coupled 
to the logic control circuit to receive the control signal, 
the first terminal is coupled to the first terminal of the 
capacitor, and the second terminal is grounded. 

3. The step-down regulator of claim 2, wherein the input 
Voltage sensing circuit further comprises a linear current 
compensation circuit having an input terminal and an output 
terminal, wherein the input terminal is coupled to the output 
terminal of the input voltage sensing circuit to receive the 
input voltage sensing signal, and wherein based on the input 
Voltage sensing signal the linear current compensation cir 
cuit provides a linear compensation current to the capacitor So 
that the input Voltage sensing signal varies linearly with the 
input voltage. 

4. The step-down regulator of claim 3, wherein the linear 
current compensation circuit comprises: 

an operational amplifying circuit having an input terminal 
and an output terminal, wherein the input terminal is 
coupled to the output terminal of the input Voltage sens 
ing circuit to receive the input Voltage sensing signal; 
and 

a current mirror circuit having an input terminal and an 
output terminal, wherein the input terminal is coupled to 
the output terminal of the operational amplifying circuit, 
and the output terminal is coupled to the first terminal of 
the capacitor to provide the linear compensation current. 

5. The step-down regulator of claim 4, wherein the current 
mirror circuit comprises: 

a current mirror having an input terminal and an output 
terminal, wherein the output terminal is coupled to the 
first terminal of the capacitor to provide the linear com 
pensation current; 

a first linear Voltage regulating component having a first 
terminal, a second terminal and a control terminal, 
wherein the control terminal is coupled to the output 
terminal of the operational amplifying circuit, the first 
terminal is coupled to the input terminal of the current 
mirror, and 

a second resistor having a first terminal and a second ter 
minal, wherein the first terminal is coupled to the second 
terminal of the first linear Voltage regulating component, 
and the second terminal is grounded, further wherein the 
first resistor and the second resistor have the same resis 
tance. 
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6. The step-down regulator of claim 5, wherein the opera 
tional amplifying circuit comprises: 

a current source having an input terminal and an output 
terminal, wherein the input terminal is configured to 
receive a power Supply Voltage; and 

a second linear Voltage regulating component having a first 
terminal, a second terminal and a control terminal, 
wherein the control terminal is coupled to the output 
terminal of the input Voltage sensing circuit to receive 
the input Voltage sensing signal, the first terminal is 
coupled to the output terminal of the current source and 
the control terminal of the first linear Voltage regulating 
component, and the second terminal is grounded, further 
wherein the first and second linear Voltage regulating 
components have opposite characteristic parameters. 

7. The step-down regulator of claim 5, wherein the first 
linear voltage regulating component is a MOSFET or a BJT. 

8. The step-down regulator of claim 5, wherein the opera 
tional amplifying circuit comprises an operational amplifier 
having a first input terminal, a second input terminal and an 
output terminal, wherein the first input terminal is coupled to 
the output terminal of the input Voltage sensing circuit to 
receive the input Voltage sensing signal, the second input 
terminal is coupled to the first terminal of the second resistor, 
and the output terminal is coupled to the control terminal of 
the first linear Voltage regulating component. 

9. The step-down regulator of claim 1, wherein the output 
Voltage sensing circuit comprises a low-pass filter. 

10. The step-down regulator of claim 9, wherein the low 
pass filter comprises: 

a filtering resistor having a first terminal and a second 
terminal, wherein the first terminal is coupled to the 
power stage to receive the Switching signal; and 

a filtering capacitor having a first terminal and a second 
terminal, wherein the first terminal is coupled to the 
second terminal of the filtering resistor and provides the 
output Voltage sensing signal, and the second terminal is 
grounded. 

11. A pseudo constant on time control circuit for a step 
down regulator, comprising: 

an on-time generator comprising: 
an input Voltage sensing circuit having a first inputter 

minal, a second input terminal and an output terminal, 
wherein the first input terminal is configured to 
receive a Switching signal provided by the step-down 
regulator, the second input terminal is configured to 
receive a control signal provided by the pseudo con 
stant on time control circuit, and wherein based on the 
Switching signal and the control signal, the input Volt 
age sensing circuit generates an input Voltage sensing 
signal at the output terminal; 

an output Voltage sensing circuit having an input termi 
nal and an output terminal, wherein the input terminal 
is configured to receive the Switching signal, and 
wherein based on the Switching signal, the output 
Voltage sensing circuit generates an output voltage 
sensing signal at the output terminal; and 

a comparator having a first input terminal, a second input 
terminal and an output terminal, wherein the first 
input terminal is coupled to the output terminal of the 
input Voltage sensing circuit to receive the input Volt 
age sensing signal, the second input terminal is 
coupled to the output terminal of the output Voltage 
sensing circuit to receive the output Voltage sensing 
signal, and wherein based on the input Voltage sensing 
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12 
signal and the output Voltage sensing signal, the com 
parator generates an on-time signal at the output ter 
minal; 

a feedback control circuit configured to receive a feedback 
signal representative of the output Voltage of the step 
down regulator, and to generate an output signal in 
accordance with the feedback signal; and 

a logic control circuit coupled to the on-time generator and 
the feedback control circuit to receive the on-time signal 
and the output signal, wherein based on the on-time 
signal and the output signal, the logic control circuit 
generates the control signal. 

12. The pseudo constant on time control circuit of claim 11, 
wherein the input Voltage sensing circuit comprises: 

a first resistor having a first terminal and a second terminal, 
wherein the first terminal is configured to receive the 
Switching signal; 

a capacitor having a first terminal and a second terminal, 
wherein the first terminal is coupled to the second ter 
minal of the first resistor and provides the input voltage 
sensing signal, and the second terminal is grounded; and 

a Switch having a first terminal, a second terminal and a 
control terminal, wherein the control terminal is coupled 
to the logic control circuit to receive the control signal, 
the first terminal is coupled to the first terminal of the 
capacitor, the second terminal is grounded. 

13. The pseudo constant on time control circuit of claim 12, 
wherein the input Voltage sensing circuit further comprises a 
linear current compensation circuit having an input terminal 
and an output terminal, wherein the input terminal is coupled 
to the output terminal of the input voltage sensing circuit to 
receive the input Voltage sensing signal, and wherein based on 
the input Voltage sensing signal, the linear current compen 
sation circuit provides a linear compensation current to the 
capacitor so that the input Voltage sensing signal varies lin 
early with the input Voltage. 

14. The pseudo constant on time control circuit of claim 13, 
wherein the linear current compensation circuit comprises: 

an operational amplifying circuit having an input terminal 
and an output terminal, wherein the input terminal is 
coupled to the output terminal of the input Voltage sens 
ing circuit to receive the input Voltage sensing signal; 
and 

a current mirror circuit having an input terminal and an 
output terminal, wherein the input terminal is coupled to 
the output terminal of the operational amplifying circuit, 
and the output terminal is coupled to the first terminal of 
the capacitor to provide the linear compensation current. 

15. The pseudo constant on time control circuit of claim 14, 
wherein the current mirror circuit comprises: 

a current mirror having an input terminal and an output 
terminal, wherein the output terminal is coupled to the 
first terminal of the capacitor to provide the linear com 
pensation current; 

a first linear Voltage regulating component having a first 
terminal, a second terminal and a control terminal, 
wherein the control terminal is coupled to the output 
terminal of the operational amplifying circuit, the first 
terminal is coupled to the input terminal of the current 
mirror, and 

a second resistor having a first terminal and a second ter 
minal, wherein the first terminal is coupled to the second 
terminal of the first linear Voltage regulating component, 
and the second terminal is grounded, further wherein the 
first resistor and the second resistor have the same resis 
tance. 
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16. The pseudo constant on time control circuit of claim 15, 
wherein the operational amplifying circuit comprises: 

a current source having an input terminal and an output 
terminal wherein the input terminal is configured to 
receive a power Supply Voltage; and 

a second linear Voltage regulating component having a first 
terminal, a second terminal and a control terminal, 
wherein the control terminal is coupled to the output 
terminal of the input Voltage sensing circuit to receive 
the input Voltage sensing signal, the first terminal is 
coupled to the output terminal of the current source and 
the control terminal of the first linear Voltage regulating 
component, and the second terminal is grounded, further 
wherein the first and second linear Voltage regulating 
components have opposite characteristic parameters. 

17. The pseudo constant on time control circuit of claim 11, 
wherein the output Voltage sensing circuit comprises a low 
pass filter. 

18. A step-down regulator, comprising: 
an on-time generator configured to receive a Switching 

signal provided by the step-down regulator, and to 
receive a control signal, wherein based on the Switching 
signal and the control signal, the on-time generator gen 
erates an on-time signal; 

10 

15 

14 
a minimum off time generator configured to receive the 

control signal, and to generate a minimum off time sig 
nal in accordance with the control signal; 

a comparator configured to receive a feedback signal rep 
resentative of the output Voltage of the step-down regu 
lator, and to receive a reference signal, and wherein 
based on the feedback signal and the reference signal, 
the comparator generates a comparison signal; 

an and-gate coupled to the comparator and the minimum 
off time generator to receive the comparison signal, and 
to receive the minimum off time signal, wherein based 
on the comparison signal and the minimum off time 
signal, the and-gate generates an output signal; 

a flip-flop having a set terminal, a reset terminal and an 
output terminal, wherein the reset terminal is coupled to 
the on-time generator to receive the on-time signal, and 
the set terminal is coupled to the and-gate to receive the 
output signal, wherein based on the on-time signal and 
the output signal, the flip-flop generates the control sig 
nal; and 

a power stage coupled to the output terminal of the flip-flop 
to receive the control signal, wherein based on the con 
trol signal, the power stage converts an input voltage into 
the Switching signal. 

k k k k k 

Page 16 of 16 REED EX1001 
IPR2024-01158




