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Systems and Methods of Operating with Different Transmission
Time Interval (TTI) Durations

BACKGROUND

[0001]  Automatic Repeat Request (ARQ) and Hybrid Automatic Repeat Request (HARQ) are
techniques that may be used for error checking and correcting for errors, such as those that occur
during signal transmission. Latency in wireless networks may be caused by multiple factors,

which may include the use of HARQ.

SUMMARY

[0002] A wireless transmit/receive unit (WTRU) comprises a processor programmed to
execute instructions, saved in computer memory, comprising determining the transmission time
interval duration and decreasing the transmission time interval duration. The WTRU processor
may be programmed to decrease the transmission time interval duration based on one of the
timing of a transmission, the amount of data available for transmission, and the type of data to be
transmitted. The transmission time interval duration may be for one of the Enhanced Physical
Downlink Control Channel (EPDCCH), the Physical Downlink Shared Channel (PDSCH), and
the Physical Uplink Control Channel (PUCCH).

BRIEF DESCRIPTION OF THE DRAWINGS

[0003] Figure 1A is a diagram of an example communications system in which one or more
disclosed embodiments may be implemented.
-1-
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[0004] Figure 1B is a system diagram of an example wireless transmit/receive unit in which
one or more disclosed embodiments may be implemented.

[0005] Figure 1C is a system diagram of a radio access network and core network in which
one or more disclosed embodiments may be implemented.

[0006] Figure 1D is a system diagram of a radio access network and a core network in which
one or more disclosed embodiments may be implemented.

[0007] Figure 1E is a system diagram of the radio access network and the core network in
which one or more disclosed embodiments may be implemented.

[0008] Figure 2 depicts physical layer channels that may be used in embodiments of this
invention.

[0009] Figure 3 depicts uplink physical layer channels that maybe used in embodiments of
this invention.

[0010] Figure 4 depicts scheduling using short transmission time interval EPDCCH for short
transmission time interval PDSCH used in embodiments of this invention.

[0011]  Figure 5 depicts a PUCCH transmitted in a single time slot using two resource blocks
(RB’s) and a full time slot that is used in embodiments of this invention.

[0012] Figure 6 depcits a PUCCH transmitted in a single time slot transmitted over half of the

time slot and over two RBs that is used in embodiments of this invention.

DETAILED DESCRIPTION

[0013] A detailed description of illustrative embodiments will now be described with
reference to the various Figures. Although this description provides a detailed example of
possible implementations, it should be noted that the details are intended to be exemplary and in
no way limit the scope of the application.

[0014] FIG. 1A is a diagram of an example communications system 100 in which one or
more disclosed embodiments may be implemented. The communications system 100 may be a
multiple access system that provides content, such as voice, data, video, messaging, broadcast,
etc., to multiple wireless users. The communications system 100 may enable multiple wircless
users to access such content through the sharing of system resources, including wireless
bandwidth. For example, the communications systems 100 may employ one or more channel
access methods, such as code division multiple access (CDMA), time division multiple access
(TDMA), frequency division multiple access (FDMA), orthogonal FDMA (OFDMA), single-
carrier FDMA (SC-FDMA), and the like.

0.
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[0015]  Asshown in FIG. 1A, the communications system 100 may include wireless
transmit/receive units (WTRUSs) 102a, 102b, 102¢, and/or 102d (which generally or collectively
may be referred to as WTRU 102), a radio access network (RAN) 103/104/105, a core network
106/107/109, a public switched telephone network (PSTN) 108, the Internet 110, and other
networks 112, though it will be appreciated that the disclosed embodiments contemplate any
number of WTRUS, base stations, networks, and/or network elements. Each of the WTRUs
102a, 102b, 102¢, 102d may be any type of device configured to operate and/or communicate in
a wireless environment. By way of example, the WTRUs 102a, 102b, 102¢, 102d may be
configured to transmit and/or receive wireless signals and may include user equipment (UE), a
mobile station, a fixed or mobile subscriber unit, a pager, a cellular telephone, a personal digital
assistant (PDA), a smartphone, a laptop, a netbook, a personal computer, a wireless sensor,
consumer electronics, and the like.

[0016] The communications systems 100 may also include a base station 114a and a base
station 114b. Each of the base stations 114a, 114b may be any type of device configured to
wirelessly interface with at least one of the WTRUs 102a, 102b, 102¢, 102d to facilitate access to
one or more communication networks, such as the core network 106/107/109, the Internet 110,
and/or the networks 112. By way of example, the base stations 114a, 114b may be a base
transceiver station (BTS), a Node-B, an eNode B, a Home Node B, a Home ¢Node B, a site
controller, an access point (AP), a wircless router, and the like. While the base stations 114a,
114b are each depicted as a single element, it will be appreciated that the base stations 114a,
114b may include any number of interconnected base stations and/or network elements.

[0017]  The base station 114a may be part of the RAN 103/104/105, which may also include
other base stations and/or network elements (not shown), such as a base station controller (BSC),
a radio network controller (RNC), relay nodes, etc. The base station 114a and/or the base station
114b may be configured to transmit and/or receive wireless signals within a particular
geographic region, which may be referred to as a cell (not shown). The cell may further be
divided into cell sectors. For example, the cell associated with the base station 114a may be
divided into three sectors. Thus, in one embodiment, the base station 114a may include three
transceivers, i.c., one for each sector of the cell. In another embodiment, the base station 114a
may employ multiple-input multiple output (MIMO) technology and, therefore, may utilize
multiple transceivers for each sector of the cell.

[0018] The base stations 114a, 114b may communicate with one or more of the WTRUs
102a, 102b, 102¢, 102d over an air interface 115/116/117, which may be any suitable wireless

communication link (e.g., radio frequency (RF), microwave, infrared (IR), ultraviolet (UV),
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visible light, etc.). The air interface 115/116/117 may be established using any suitable radio
access technology (RAT).

[0019] More specifically, as noted above, the communications system 100 may be a multiple
access system and may employ one or more channel access schemes, such as CDMA, TDMA,
FDMA, OFDMA, SC-FDMA, and the like. For example, the base station 114a in the RAN
103/104/105 and the WTRUs 102a, 102b, 102c may implement a radio technology such as
Universal Mobile Telecommunications System (UMTS) Terrestrial Radio Access (UTRA),
which may establish the air interface 115/116/117 using wideband CDMA (WCDMA).
WCDMA may include communication protocols such as High-Speed Packet Access (HSPA)
and/or Evolved HSPA (HSPA+). HSPA may include High-Speed Downlink Packet Access
(HSDPA) and/or High-Speed Uplink Packet Access (HSUPA).

[0020] In another embodiment, the base station 114a and the WTRUs 102a, 102b, 102¢ may
implement a radio technology such as Evolved UMTS Terrestrial Radio Access (E-UTRA),
which may establish the air interface 115/116/117 using Long Term Evolution (LTE) and/or
LTE-Advanced (LTE-A).

[0021]  In other embodiments, the base station 114a and the WTRUs 102a, 102b, 102¢ may
implement radio technologies such as IEEE 802.16 (i.e., Worldwide Interoperability for
Microwave Access (WiMAX)), CDMA2000, CDMA2000 1X, CDMA2000 EV-DO, Interim
Standard 2000 (IS-2000), Interim Standard 95 (IS-95), Interim Standard 856 (IS-856), Global
System for Mobile communications (GSM), Enhanced Data rates for GSM Evolution (EDGE),
GSM EDGE (GERAN), and the like.

[0022] The base station 114b in FIG. 1A may be a wireless router, Home Node B, Home
eNode B, or access point, for example, and may utilize any suitable RAT for facilitating wireless
connectivity in a localized area, such as a place of business, a home, a vehicle, a campus, and the
like. In one embodiment, the base station 114b and the WTRUs 102c, 102d may implement a
radio technology such as IEEE 802.11 to establish a wireless local area network (WLAN). In
another embodiment, the base station 114b and the WTRUs 102¢, 102d may implement a radio
technology such as TEEE 802.15 to establish a wireless personal area network (WPAN). In yet
another embodiment, the base station 114b and the WTRUs 102¢, 102d may utilize a cellular-
based RAT (e.g., WCDMA, CDMAZ2000, GSM, LTE, LTE-A, etc.) to establish a picocell or
femtocell. As shown in FIG. 1A, the base station 114b may have a direct connection to the
Internet 110. Thus, the base station 114b may not be required to access the Internet 110 via the

core network 106/107/109.
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[0023] The RAN 103/104/105 may be in communication with the core network 106/107/109,
which may be any type of network configured to provide voice, data, applications, and/or voice
over internet protocol (VoIP) services to one or more of the WTRUSs 102a, 102b, 102¢, 102d.
For example, the core network 106/107/109 may provide call control, billing services, mobile
location-based services, pre-paid calling, Internet connectivity, video distribution, etc., and/or
perform high-level security functions, such as user authentication. Although not shown in FIG.
1A, it will be appreciated that the RAN 103/104/105 and/or the core network 106/107/109 may
be in direct or indirect communication with other RANs that employ the same RAT as the RAN
103/104/105 or a different RAT. For example, in addition to being connected to the RAN
103/104/105, which may be utilizing an E-UTRA radio technology, the core network
106/107/109 may also be in communication with another RAN (not shown) employing a GSM
radio technology.

[0024]  The core network 106/107/109 may also serve as a gateway for the WTRUs 102a,
102b, 102¢, 102d to access the PSTN 108, the Internet 110, and/or other networks 112. The
PSTN 108 may include circuit-switched telephone networks that provide plain old telephone
service (POTS). The Internet 110 may include a global system of interconnected computer
networks and devices that use common communication protocols, such as the transmission
control protocol (TCP), user datagram protocol (UDP) and the internet protocol (IP) in the
TCP/IP internet protocol suite. The networks 112 may include wired or wireless
communications networks owned and/or operated by other service providers. For example, the
networks 112 may include another core network connected to one or more RANs, which may
employ the same RAT as the RAN 103/104/105 or a different RAT.

[0025]  Some or all of the WTRUs 102a, 102b, 102¢, 102d in the communications system 100
may include multi-mode capabilities, i.e., the WTRUs 102a, 102b, 102¢, 102d may include
multiple transceivers for communicating with different wireless networks over different wireless
links. For example, the WTRU 102c shown in FIG. 1A may be configured to communicate with
the base station 114a, which may employ a cellular-based radio technology, and with the base
station 114b, which may employ an IEEE 802 radio technology.

[0026] FIG. 1B is a system diagram of an example WTRU 102. As shown in FIG. 1B, the
WTRU 102 may include a processor 118, a transceiver 120, a transmit/receive element 122, a
speaker/microphone 124, a keypad 126, a display/touchpad 128, non-removable memory 130,
removable memory 132, a power source 134, a global positioning system (GPS) chipset 136, and
other peripherals 138. It will be appreciated that the WTRU 102 may include any sub-

combination of the foregoing elements while remaining consistent with an embodiment. Also,
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embodiments contemplate that the base stations 114a and 114b, and/or the nodes that base
stations 114a and 114b may represent, such as but not limited to transceiver station (BTS), a
Node-B, a site controller, an access point (AP), a home node-B, an evolved home node-B
(eNodeB), a home evolved node-B (HeNB), a home evolved node-B gateway, and proxy nodes,
among others, may include some or all of the elements depicted in FIG. 1B and described herein.
[0027]  The processor 118 may be a general purpose processor, a special purpose processor, a
conventional processor, a digital signal processor (DSP), a plurality of microprocessors, one or
more microprocessors in association with a DSP core, a controller, a microcontroller,
Application Specific Integrated Circuits (ASICs), Field Programmable Gate Array (FPGAs)
circuits, any other type of integrated circuit (IC), a state machine, and the like. The processor
118 may perform signal coding, data processing, power control, input/output processing, and/or
any other functionality that enables the WTRU 102 to operate in a wireless environment. The
processor 118 may be coupled to the transceiver 120, which may be coupled to the
transmit/receive element 122, While FIG. 1B depicts the processor 118 and the transceiver 120
as separate components, it will be appreciated that the processor 118 and the transceiver 120 may
be integrated together in an electronic package or chip.

[0028] The transmit/receive element 122 may be configured to transmit signals to, or receive
signals from, a base station (e.g., the base station 114a) over the air interface 115/116/117. For
example, in one embodiment, the transmit/receive element 122 may be an antenna configured to
transmit and/or receive RF signals. In another embodiment, the transmit/receive element 122
may be an emitter/detector configured to transmit and/or receive IR, UV, or visible light signals,
for example. In yet another embodiment, the transmit/receive element 122 may be configured to
transmit and receive both RF and light signals. It will be appreciated that the transmit/receive
element 122 may be configured to transmit and/or receive any combination of wireless signals.
[0029] In addition, although the transmit/receive element 122 is depicted in FIG. 1B as a
single element, the WTRU 102 may include any number of transmit/receive elements 122. More
specifically, the WTRU 102 may employ MIMO technology. Thus, in one embodiment, the
WTRU 102 may include two or more transmit/receive elements 122 (e.g., multiple antennas) for
transmitting and receiving wireless signals over the air interface 115/116/117.

[0030] The transceiver 120 may be configured to modulate the signals that are to be
transmitted by the transmit/receive element 122 and to demodulate the signals that are received
by the transmit/receive element 122. As noted above, the WTRU 102 may have multi-mode
capabilities. Thus, the transceiver 120 may include multiple transceivers for enabling the WTRU

102 to communicate via multiple RATSs, such as UTRA and IEEE 802.11, for example.
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[0031]  The processor 118 of the WTRU 102 may be coupled to, and may receive user input
data from, the speaker/microphone 124, the keypad 126, and/or the display/touchpad 128 (e.g., a
liquid crystal display (LCD) display unit or organic light-emitting diode (OLED) display unit).
The processor 118 may also output user data to the speaker/microphone 124, the keypad 126,
and/or the display/touchpad 128. In addition, the processor 118 may access information from,
and store data in, any type of suitable memory, such as the non-removable memory 130 and/or
the removable memory 132. The non-removable memory 130 may include random-access
memory (RAM), read-only memory (ROM), a hard disk, or any other type of memory storage
device. The removable memory 132 may include a subscriber identity module (SIM) card, a
memory stick, a secure digital (SD) memory card, and the like. In other embodiments, the
processor 118 may access information from, and store data in, memory that is not physically
located on the WTRU 102, such as on a server or a home computer (not shown).

[0032] The processor 118 may receive power from the power source 134, and may be
configured to distribute and/or control the power to the other components in the WTRU 102.
The power source 134 may be any suitable device for powering the WTRU 102. For example,
the power source 134 may include one or more dry cell batteries (e.g., nickel-cadmium (NiCd),
nickel-zinc (NiZn), nickel metal hydride (NiMH), lithium-ion (Li-ion), etc.), solar cells, fuel
cells, and the like.

[0033] The processor 118 may also be coupled to the GPS chipset 136, which may be
configured to provide location information (e.g., longitude and latitude) regarding the current
location of the WTRU 102. In addition to, or in lieu of, the information from the GPS chipset
136, the WTRU 102 may receive location information over the air interface 115/116/117 from a
base station (e.g., base stations 114a, 114b) and/or determine its location based on the timing of
the signals being received from two or more nearby base stations. It will be appreciated that the
WTRU 102 may acquire location information by way of any suitable location-determination
method while remaining consistent with an embodiment.

[0034]  The processor 118 may further be coupled to other peripherals 138, which may
include one or more software and/or hardware modules that provide additional features,
functionality and/or wired or wireless connectivity. For example, the peripherals 138 may
include an accelerometer, an e-compass, a satellite transceiver, a digital camera (for photographs
or video), a universal serial bus (USB) port, a vibration device, a television transceiver, a hands
free headset, a Bluetooth® module, a frequency modulated (FM) radio unit, a digital music

player, a media player, a video game player module, an Internet browser, and the like.
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[0035] FIG. 1C is a system diagram of the RAN 103 and the core network 106 according to
an embodiment. As noted above, the RAN 103 may employ a UTRA radio technology to
communicate with the WTRUs 102a, 102b, 102¢ over the air interface 115. The RAN 103 may
also be in communication with the core network 106. As shown in FIG. 1C, the RAN 103 may
include Node-Bs 140a, 140b, 140c, which may each include one or more transceivers for
communicating with the WTRUSs 102a, 102b, 102¢ over the air interface 115. The Node-Bs
140a, 140b, 140c may each be associated with a particular cell (not shown) within the RAN 103.
The RAN 103 may also include RNCs 142a, 142b. It will be appreciated that the RAN 103 may
include any number of Node-Bs and RNCs while remaining consistent with an embodiment.
[0036] As shown in FIG. 1C, the Node-Bs 140a, 140b may be in communication with the
RNC 142a. Additionally, the Node-B 140c may be in communication with the RNC142b. The
Node-Bs 140a, 140b, 140¢ may communicate with the respective RNCs 142a, 142b via an [ub
interface. The RNCs 142a, 142b may be in communication with one another via an ITur interface.
Each of the RNCs 142a, 142b may be configured to control the respective Node-Bs 140a, 140b,
140c to which it is connected. In addition, each of the RNCs 142a, 142b may be configured to
carry out or support other functionality, such as outer loop power control, load control,
admission control, packet scheduling, handover control, macrodiversity, security functions, data
encryption, and the like.

[0037]  The core network 106 shown in FIG. 1C may include a media gateway (MGW) 144, a
mobile switching center (MSC) 146, a serving GPRS support node (SGSN) 148, and/or a
gateway GPRS support node (GGSN) 150. While each of the foregoing elements are depicted as
part of the core network 106, it will be appreciated that any one of these elements may be owned
and/or operated by an entity other than the core network operator.

[0038] The RNC 142a in the RAN 103 may be connected to the MSC 146 in the core network
106 via an [uCS interface. The MSC 146 may be connected to the MGW 144. The MSC 146
and the MGW 144 may provide the WTRUs 102a, 102b, 102¢ with access to circuit-switched
networks, such as the PSTN 108, to facilitate communications between the WTRUs 102a, 102b,
102c and traditional land-line communications devices.

[0039] The RNC 142a in the RAN 103 may also be connected to the SGSN 148 in the core
network 106 via an [uPS interface. The SGSN 148 may be connected to the GGSN 150. The
SGSN 148 and the GGSN 150 may provide the WTRUs 102a, 102b, 102¢ with access to packet-
switched networks, such as the Internet 110, to facilitate communications between and the

WTRUs 102a, 102b, 102¢ and IP-enabled devices.

-8-

Samsung Exhibit 1008, Page 11 of 55
Samsung Electronics Co., Ltd. v. Asus Technology Licensing Inc.
IPR2024-01217



Docket No.: [IFUT 12296US01

[0040]  As noted above, the core network 106 may also be connected to the networks 112,
which may include other wired or wireless networks that are owned and/or operated by other
service providers.

[0041] FIG. ID is a system diagram of the RAN 104 and the core network 107 according to
an embodiment. As noted above, the RAN 104 may employ an E-UTRA radio technology to
communicate with the WTRUs 102a, 102b, 102¢ over the air interface 116. The RAN 104 may
also be in communication with the core network 107.

[0042] The RAN 104 may include eNode-Bs 160a, 160b, 160c, though it will be appreciated
that the RAN 104 may include any number of eNode-Bs while remaining consistent with an
embodiment. The eNode-Bs 160a, 160b, 160c may each include one or more transceivers for
communicating with the WTRUs 102a, 102b, 102¢ over the air interface 116. In one
embodiment, the eNode-Bs 160a, 160b, 160c may implement MIMO technology. Thus, the
eNode-B 160a, for example, may use multiple antennas to transmit wireless signals to, and
receive wireless signals from, the WTRU 102a.

[0043]  Each of the eNode-Bs 160a, 160b, 160c may be associated with a particular cell (not
shown) and may be configured to handle radio resource management decisions, handover
decisions, scheduling of users in the uplink and/or downlink, and the like. As shown in FIG. 1D,
the eNode-Bs 160a, 160b, 160c may communicate with one another over an X2 interface.

[0044]  The core network 107 shown in FIG. 1D may include a mobility management gateway
(MME) 162, a serving gateway 164, and a packet data network (PDN) gateway 166. While each
of the foregoing elements are depicted as part of the core network 107, it will be appreciated that
any one of these elements may be owned and/or operated by an entity other than the core
network operator.

[0045] The MME 162 may be connected to each of the eNode-Bs 160a, 160b, 160c in the
RAN 104 via an S1 interface and may serve as a control node. For example, the MME 162 may
be responsible for authenticating users of the WTRUs 102a, 102b, 102c, bearer
activation/deactivation, selecting a particular serving gateway during an initial attach of the
WTRUSs 102a, 102b, 102c, and the like. The MME 162 may also provide a control plane
function for switching between the RAN 104 and other RANs (not shown) that employ other
radio technologies, such as GSM or WCDMA.

[0046] The serving gateway 164 may be connected to each of the eNode-Bs 160a, 160b, 160c
in the RAN 104 via the S1 interface. The serving gateway 164 may generally route and forward
user data packets to/from the WTRUs 102a, 102b, 102¢. The serving gateway 164 may also

perform other functions, such as anchoring user planes during inter-eNode B handovers,
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triggering paging when downlink data is available for the WTRUs 102a, 102b, 102c, managing
and storing contexts of the WTRUs 102a, 102b, 102c, and the like.

[0047] The serving gateway 164 may also be connected to the PDN gateway 166, which may
provide the WTRUs 102a, 102b, 102¢ with access to packet-switched networks, such as the
Internet 110, to facilitate communications between the WTRUSs 102a, 102b, 102¢ and IP-enabled
devices.

[0048] The core network 107 may facilitate communications with other networks. For
example, the core network 107 may provide the WTRUs 102a, 102b, 102c with access to circuit-
switched networks, such as the PSTN 108, to facilitate communications between the WTRUs
102a, 102b, 102¢ and traditional land-line communications devices. For example, the core
network 107 may include, or may communicate with, an IP gateway (e.g., an IP multimedia
subsystem (IMS) server) that serves as an interface between the core network 107 and the PSTN
108. In addition, the core network 107 may provide the WTRUs 102a, 102b, 102¢ with access to
the networks 112, which may include other wired or wireless networks that are owned and/or
operated by other service providers.

[0049] FIG. 1E is a system diagram of the RAN 105 and the core network 109 according to
an embodiment. The RAN 105 may be an access service network (ASN) that employs IEEE
802.16 radio technology to communicate with the WTRUs 102a, 102b, 102¢ over the air
interface 117. As will be further discussed below, the communication links between the different
functional entities of the WTRUs 102a, 102b, 102¢c, the RAN 105, and the core network 109 may
be defined as reference points.

[0050]  As shown in FIG. 1E, the RAN 105 may include base stations 180a, 180b, 180c, and
an ASN gateway 182, though it will be appreciated that the RAN 105 may include any number
of base stations and ASN gateways while remaining consistent with an embodiment. The base
stations 180a, 180b, 180c may each be associated with a particular cell (not shown) in the RAN
105 and may each include one or more transceivers for communicating with the WTRUs 102a,
102b, 102¢ over the air interface 117. In one embodiment, the base stations 180a, 180b, 180c¢
may implement MIMO technology. Thus, the base station 180a, for example, may use multiple
antennas to transmit wireless signals to, and receive wireless signals from, the WTRU 102a. The
base stations 180a, 180b, 180c may also provide mobility management functions, such as
handoff triggering, tunnel establishment, radio resource management, traffic classification,
quality of service (QoS) policy enforcement, and the like. The ASN gateway 182 may serve as a
traffic aggregation point and may be responsible for paging, caching of subscriber profiles,

routing to the core network 109, and the like.
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[0051]  The air interface 117 between the WTRUs 102a, 102b, 102¢ and the RAN 105 may be
defined as an R1 reference point that implements the IEEE 802.16 specification. In addition,
each of the WTRUs 102a, 102b, 102¢ may establish a logical interface (not shown) with the core
network 109. The logical interface between the WTRUSs 102a, 102b, 102¢ and the core network
109 may be defined as an R2 reference point, which may be used for authentication,
authorization, IP host configuration management, and/or mobility management.

[0052] The communication link between each of the base stations 180a, 180b, 180c may be
defined as an RS reference point that includes protocols for facilitating WTRU handovers and the
transfer of data between base stations. The communication link between the base stations 180a,
180b, 180c and the ASN gateway 182 may be defined as an R6 reference point. The R6
reference point may include protocols for facilitating mobility management based on mobility
events associated with ecach of the WTRUs 102a, 102b, 102c.

[0053] Asshown in FIG. 1E, the RAN 105 may be connected to the core network 109. The
communication link between the RAN 105 and the core network 109 may defined as an R3
reference point that includes protocols for facilitating data transfer and mobility management
capabilities, for example. The core network 109 may include a mobile IP home agent (MIP-HA)
184, an authentication, authorization, accounting (AAA) server 186, and a gateway 188. While
each of the foregoing elements are depicted as part of the core network 109, it will be
appreciated that any one of these elements may be owned and/or operated by an entity other than
the core network operator.

[0054] The MIP-HA may be responsible for IP address management, and may enable the
WTRUs 102a, 102b, 102¢ to roam between different ASNs and/or different core networks. The
MIP-HA 184 may provide the WTRUs 102a, 102b, 102¢ with access to packet-switched
networks, such as the Internet 110, to facilitate communications between the WTRUs 102a,
102b, 102¢ and IP-enabled devices. The AAA server 186 may be responsible for user
authentication and for supporting user services. The gateway 188 may facilitate interworking
with other networks. For example, the gateway 188 may provide the WTRUs 102a, 102b, 102¢
with access to circuit-switched networks, such as the PSTN 108, to facilitate communications
between the WTRUs 102a, 102b, 102¢ and traditional land-line communications devices. In
addition, the gateway 188 may provide the WTRUs 102a, 102b, 102c with access to the
networks 112, which may include other wired or wireless networks that are owned and/or
operated by other service providers.

[0055]  Although not shown in FIG. 1E, it will be appreciated that the RAN 105 may be

connected to other ASNs and the core network 109 may be connected to other core networks.
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The communication link between the RAN 105 the other ASNs may be defined as an R4
reference point, which may include protocols for coordinating the mobility of the WTRUs 102a,
102b, 102¢ between the RAN 105 and the other ASNs. The communication link between the
core network 109 and the other core networks may be defined as an RS reference, which may
include protocols for facilitating interworking between home core networks and visited core
networks.

[0056] Latency in wireless networks may be caused by multiple factors. At lower layers,
latency may be affected by the need for highly reliable transmissions obtained by using Hybrid
Automatic Repeat Request (HARQ). One (or more) retransmissions may affect the latency of a
transmission given that the retransmissions are not done in adjacent time periods. For downlink
transmissions, some processing time may be required at the user equipment (UE) or WTRU to
determine whether a transmission was decoded properly or not. This may lead to a time interval
between reception of a downlink transmission and transmission of an Acknowledgement (ACK)
or Negative Acknolwedgment (NACK) message. Some processing time may be required at the
Evolved Node B (eNB) to determine whether an ACK or NACK was transmitted by the WTRU
or UE and/or whether a retransmission is required. A similar situation may occur for uplink
(UL) transmissions. Processing times may be cumulative and a tradeoff between latency and
implementation complexity may be required.

[0057]  In order to accommodate the processing times, the timing relationship between a first
transmission, an ACK-NACK HARQ response, and a possible retransmission may be specified
in LTE. Time Division Duplexing (TDD) and Frequency Division Duplexing (FDD) DL
scheduling timing may be the same; that is, the WTRU may receive the scheduling grant for a
Downlink (DL) transmission in the same subframe (or transmission time interval TTT).

[0058]  For Uplink (UL) transmissions in FDD systems, upon detection of an (E)PDCCH or
an (Enhanced) Physical Downlink Control Channel with UL DCI or Uplink with Downlink
Control Information format and/or Physical Hybrid-ARQ Indicator Channel (PHICH)
transmission in subframe n, intended for the WTRU, the WTRU may transmit the corresponding
Physical Uplink Shared Channel (PUSCH) in subframe n+4. For UL transmission in TDD
systems, upon detection of an (E)PDCCH with UL DCI format and/or PHICH transmission in
subframe n, intended for the WTRU, the WTRU may transmit the corresponding PUSCH in
subframe nt+k. The value of k may depend on the TDD UL/DL configuration, the subframe
where the UL DCI and/or PHICH was transmitted, and in TDD UL/DL configuration 0, the
PHICH resource and the most significant bit (MSB) or least significant bit (LSB) of the UL
index in the (E)PDCCH.

-12 -
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[0059] For FDD, a HARQ ACK/NACK response for a DL or UL transmission in subframe n
may be provided in subframe n+4. For TDD, a HARQ ACK/NACK response for a DL or UL
transmission in subframe n may be provided in subframe n+k, where k may depend on the value
of n and the TDD UL/DL configuration. For TDD, bundling may be used to provide HARQ for
multiple transmissions in one instance.

[0060]  The processing time available to the WTRU may depend on the value of the timing
advance, which may depend on the distance between the WTRU and the eNB. A worst case
scenario for LTE may be a distance of 100 km, which may correspond to a maximum timing
advance of 0.67 ms. There may be approximately 2.3 ms left for the terminal processing. For
the eNB, the processing time available may be 3 ms and may be of the same order, as that of the
terminal.

[0061] Physical layer channel location may be provided. In the DL, there may be three
channel areas in a subframe to support DL-SCH and UL-SCH: the Physical Downlink Control
Channel (PDCCH) (which may include the Physical Control Format Indicator Channel
(PCFICH) and Physical Hybrid-ARQ Indicator Channel (PHICH)), the Physical Downlink
Shared Channel (PDSCH), and the EPDCCH, (the PDCCH Region, PDSCH region, and
EPDCCH are shown in Fig. 2). The EPDCCH may include scheduling information for a WTRU
and may take advantage of the benefits of the PDSCH region, which may include beamforming
gain, frequency domain ICIC, and/or improving the PDCCH capacity.

[0062] In the UL, two channel areas in a subframe may support DL-SCH and UL-SCH: the
PUSCH, as shown in Figure 3, and the PDSCH. Both of these channels may be transmitted in
different RBs in each time slot (e.g., frequency hopping of PUSCH) to increase robustness in
frequency selective channels.

[0063] In order to improve latency, it may be beneficial to decrease the TTI duration of
different channels, such as the physical layer channels referenced above. This may enable a
decrease in WTRU processing time, as well as ability for a WTRU to begin processing data
sooner. Such a scenario may enable shorter HARQ timeline. Different channels may have
different TTI duration. There may be shorter than subframe EPDCCH, PDSCH, PUCCH,
PDSCH TTI duration. Embodiments may enable effective HARQ feedback for PDSCH and
PUSCH transmissions using shorter than subframe TTI durations.

[0064] The TTI duration may be defined in terms of number of OFDM (Orthaganol
Frequency Division Multiplexing) symbols. For example, a TTI duration may be defined as an
entire subframe or a pair of resource blocks (PRB or Physical Resource Blocks) (e.g., 14 OFDM
symbols for normal cyclic prefix and 12 OFDM symbols for extended cyclic prefix). The TTI
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may be as short as a single ODFM symbol. The TTI duration may be defined as a time slot (e.g.,
7 OFDM symbols for normal cyclic prefix and 6 OFDM symbols for extended cyclic prefix). A
combination of the above TTI durarations can be used.

[0065] The WTRU may determine that it should operate with a specific TTI duration (e.g.,
subframe TTI duration, time-slot TTI duration). The WTRU may be configured to operate with
certain, but different TTT duration, configurations in the downlink and in the uplink. The WTRU
may be configured, such that the same TTI duration configuration is used in the downlink and in
the uplink for the applicable transmissions.

[0066] There may be a WTRU-specific TTI duration, a single duration during a given period.
The WTRU may be configured to operate according to at most one of a plurality of TTI
durations, which may be for (e.g., only for) a specific period of time, (e.g., based on a 1.3
reconfiguration). The TTI duration may be fixed (e.g., statically, semi-statically, or dynamically)
for transmissions to and from a WTRU (e.g., each transmission to and from a WTRU).

[0067] There may be multiple TTI durations configured (e.g., concurrently configured). The
WTRU may be configured to operate for transmissions of different TTI lengths (e.g.,
concurrently), which may be based on semi-static allocation (e.g., configuration of a subset of
frames/subframes dedicated to different TTI lengths, based on a semi-persistent grant or
assignment) and/or on dynamic allocation (e.g., based on detection and/or reception of downlink
control signaling).

[0068]  There may be a Cell/CG-specific TTI duration. Such configuration may be applicable
per cell of the WTRU’s configuration, for a subset of cells of the WTRU’s configuration, e.g.,
for cells (e.g., all cells) of the same timing advance group (TAG), and/or for cells (e.g., all cells)
of the same cell group (CG). HARQ instances associated to a specific MAC entity may be
configured with the same TTI duration. Where cells (e.g., all cells) associated to the same
channel(s) (e.g., PUCCH, PUSCH) for uplink control signaling may use the same configuration
for TTI duration.

[0069] There may be different channels/signals that may have different TTI durations. There
may be a dedicated resource v shared resource. Configuration of TTI duration may be applicable
for transmissions (e.g., only for transmissions) that are associated to a dedicated (e.g., WTRU-
specific) resource allocation. For example, preamble (re-)transmission(s) on cell-specific
Physical Random Access Channel (PRACH) resources may use the legacy TTI duration. A
HARQ process for msg3 associated to a contention-based random access procedure may use the
legacy TTI duration. Contention-free preamble transmissions may use a configured TTI

duration.
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[0070]  There may be channel/signal — specific TTI duration. Different channels and signals
may have different TTI durations, e.g., at the same time. For example, PDSCH may be
segregated into multiple types depending on the logical channel it services. For example, a
PDSCH used for SI may use subframe TTI duration; a PDSCH used for dedicated traffic may
use RB time-slot TTI duration. Channels (e.g., all channels) associated with DL-SCH may use a
first TTI duration; channels (e.g., all channels) associated with UL-SCH may use a second TTI
duration.

[0071]  The (E)PDCCH may be of a different TTI duration than a PDSCH. For example, the
EPDCCH may be subframe TTI duration, while the PDSCH may be time-slot TTI duration. The
PDCCH for time-slot duration may be located in the first {1,2,3,4} OFDM symbols of a time-
slot.

[0072]  The TTI duration for a channel and/or signal may vary dynamically. Each channel
and/or signal may be allocated a specific TTI duration based on at least one of the following or
combination of the following. The TTI duration may be based on a semi-static configuration
(e.g., by RRC). For example, the WTRU may be configured, such that a specific TTI length, as
a function of one or more aspects of the WTRU’s configuration (e.g., the TTI duration may be
used for one or more cells of the WTRU’s configuration). For example, the WTRU may be
configured for time-slot TTI duration for (at least some) transmissions of a Secondary Cell
Group (SCG) when configured with dual connectivity.

[0073]  The TTI duration may be based on timing of the transmission (e.g., frame or subframe
number). The TTI duration may be based on the logical channel multiplexed into the transport
block. The TTI duration may be based on the logical channel of data available for transmission.
For instance, the WTRU may initiate scheduling request (SR) transmission over a Physical
Uplink Control Channel (PUCCH) of shorter (e.g., time slot) TTI duration in case data for one of
a configured subset of logical channels is available for transmission, and SR transmission over a
PUCCH of normal (e.g., subframe) TTI duration otherwise. The TTI duration may be based on
the amount of data available for transmission. For instance, the WTRU may determine that the
Physical Uplink Shared Control Channel (PUSCH) is transmitted over a short (e.g., 1 slot) TTI
duration in case the amount of data is less than a certain fraction of the transport block size that
would be determined by the grant for a normal (e.g., 1 subframe) TTI duration. The TTI
duration may be based on the type of Uplink Control Information (UCI) to be transmitted. For
instance, channel state information (CSI) may be transmitted over PUCCH (or PUSCH) of
normal (subframe) TTI duration, while HARQ A/N may be transmitted over PUCCH of shorter

(slot) TTI duration, or over resource elements of a single slot in a PUSCH transmission. The
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TTI duration may be based on transmission and/or retransmission (NDI), and/or redundancy
version. For example, a transmission may use a first TTI duration, while a retransmission may
use a second TTI duration. This may enable the ability to transmit multiple redundancy versions
with a single retransmission. The TTI duration for a retransmission may be based on the TTI
duration of the initial transmission. For instance, retransmissions (e.g., all retransmissions) may
use the same TTI duration as the initial transmission. The TTI duration may be based on
transport block size; for instance, the TTI may be a first duration (e.g., a time slot) in case the
transport block size is below a threshold, and a second value in case the transport block size is
above a threshold. The TTI duration may also be based on the Rank (e.g., number of
transmission layers), the number of transport blocks to be transmitted, a measurement of path
loss, or of RSRP of the serving cell, and/or dynamic signaling. For instance, for measurement of
path loss, the WTRU may initiate a PRACH transmission of a first duration, or associated to a
first TTI duration, if the path loss is below a threshold, and a PRACH transmission of a second
duration, or associated to a second TTI duration, if the path loss is higher than a threshold.
[0074] The TTI duration may be based on dynamic signalling. One or more of the following
may apply.

[0075] A WTRU may be required to perform blind detection to determine the TTI duration of
a channel (e.g., WTRU monitors search spaces for different TTI durations of (E)PDCCH. The
WTRU may dynamically determine the length of the TTI as a function of at least one of the
RNTT used for the successful blind decoding of a DCI, the search space in which the WTRU
performed the decoding of the DCI, the aggregation level of the DCI, the first Control Channel
Element or CCE of the DCI, or the first symbol associated with the decoding of the DCI. When
the WTRU successfully decodes a DCI in a UE-specific search space (UESS) configured for
DClIs related to a given TTI duration, while a second UESS may indicate a second TTI duration.
The WTRU may determine that a DCI decoded in a common search space indicates a
transmission of a first (e.g., subframe) TTI duration, while a DCI decoded in a UESS indicates a
transmission of a second (e.g. time slot) duration. The WTRU may determine that a DCI
decoded with a first RNTI may be for a transmission according to a first TTI duration, while a
DCI decoded with a second DCI may be for a transmission according to a second TTI duration.
[0076]  The TTI duration of a scheduled or granted resource may be dynamically indicated in
the (E)PDCCH. For example, it may be indicated by the grant or by the assignment (e.g.,
dynamically scheduled and/or configured) in a DCI received on (E)PDCCH. For a DCI received
in a RAR (e.g., when the WTRU performs a contention-free random access (CFRA) e.g. when
the preamble used for the RACH procedure was not selected by MAC.
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[0077]  The TTI duration of an expected feedback (for example PUCCH for HARQ
ACK/NACK) may be signaled in the grant or assignment of the original transmission.

[0078]  The TTI duration of an expected feedback (for example PUCCH for HARQ
ACK/NACK) may be determined by the TTI duration of the associated transmission.

[0079]  The TTI duration for at least an RACH message 3 may be indicated in a RACH
response message. The WTRU may determine the TTI duration, as a function of which of a
plurality of RAR reception widows the RAR is received, where different windows may
correspond to different TTI durations. For example, the WTRU may determine that a
transmission (e.g. either the RAR itself and/or the transmission associated to the grant in the
RAR) is of a first TTI duration, if it receives the RAR in a window that corresponds to X ms
immediately following the last transmission of a preamble, while it may determine that is it
associated to a second TTI duration otherwise (e.g., in a window that exclude those X ms).
[0080] HARQ operation may be disclosed. The WTRU MAC may be configured with a
separate set of HARQ processes for a configured cell that supports transmissions using different
TTI durations.

[0081] The WTRU may be configured to use at most one TTI duration in any given
subframe/slot. If the WTRU operates such that HARQ processes associated to a specific TTI
duration may be active at any given time (e.g., for the applicable cell(s) of the WTRU’s
configuration), the WTRU may replace one set of HARQ processes (e.g., flush) by a new one
when it reconfigures the TTI length for those cells. If the TTI length is associated to different
timing (e.g., the same subframe number in a frame that reoccurs at a specific period may have
the same TTI length, and different subframes within a frame may have different TTI length) the
WTRU may maintain both sets at the same time but may keep some processes unused (or simply
not instantiate them, e.g., such that no two overlapping HARQ processes may be active at the
same time).

[0082] The WTRU may operate with parallel TTI duration. If the WTRU operates such that
HARQ processes associated to different TTI durations may be active concurrently (e.g., for the
applicable cell(s) of the WTRU’s configuration), the WTRU may maintain separate HARQ
processes (e.g., what set of HARQ processes is invoked may be a function of the TTI duration
determined by the WTRU for the concerned transmission).

[0083] The WTRU may extend single connectivity. For example, the WTRU may be
configured with a single MAC entity but with different set of HARQ processes. Each set of
HARQ processes may be associated with its own C-RNTI, where control signaling received

according to a first C-RNTT indicate a first TTI duration, and control signaling received
-17 -

Samsung Exhibit 1008, Page 20 of 55
Samsung Electronics Co., Ltd. v. Asus Technology Licensing Inc.
IPR2024-01217



Docket No.: [IFUT 12296US01

according to a second C-RNTT indicates a second TTI duration. The WTRU may be configured,
such that WTRU-autonomous uplink retransmissions are not performed for at least one set of
HARQ processes, e.g., if a second TTI duration is configured for uplink transmissions.

[0084] The WTRU may overload dual connectivity. For example, the WTRU may be
configured with a plurality of MAC entities, e.g., each with a set of HARQ processes and each
associated to a C-RNTI. The WTRU may be configured such that the same carrier (e.g., the
same cell) may be used by the plurality of MAC entities, whereby each MAC entity may operate
independently of each other and may have a different TTI duration. The WTRU may be
configured such that WTRU-autonomous uplink retransmissions are not performed for at least
one MAC entity, e.g., if a second TTI duration is configured for uplink transmissions.

[0085]  With the time-slot duration, the WTRU may maintain 8 HARQ process for a HARQ
RTT of 4 ms. The WTRU may be configured to receive PDSCH (or transmit PUSCH) in two
consecutive TTD’s of shorter (e.g., one slot) duration, wherein control parameters associated to
the PDSCH (or PUSCH) may be received in a single PDCCH or E-PDCCH. The PDSCH (or
PUSCH) transmissions may implicitly be associated to the same HARQ process, and the
redundancy versions of one transmission may be a function of the redundancy version of the
other transmission. The PDCCH or E-PDCCH may be received in a shorter TTI (e.g., one slot)
duration. The WTRU may determine that such type of operation occurs in a subframe based on
higher-layer signaling and/or dynamic signaling, for instance based on a property or field of the
decoded PDCCH or E-PDCCH.

[0086] A WTRU and communication systems may enable short TTI EPDCCH. A WTRU
may be configured with EPDCCH search spaces for reduced TTI duration EPDCCH. A WTRU
may be configured with EPDCCH search spaces of varying TTI durations. In the configuration
of the EPDCCH search space, the network may include the TTI duration of each search space.
The WTRU may use blind detection to attempt to decode EPDCCH for varying TTI durations.
For example, a WTRU may be configured with an EPDCCH resource defined by a set of ECCEs
(enhanced control channel elements) each made up of 9 EREGs (enhanced resource element
groups). Depending on the appropriate TT1 duration, the EREGs may map to different REs. A
WTRU may attempt blind detection on possible RE mappings (e.g., all possible RE mappings).
This may determine if a valid EPDCCH is present.

[0087] A WTRU may be configured with search spaces (or sets of search spaces) for multiple
TTI durations and upon being configured with a specific TTI duration, the WTRU may
determine the appropriate EPDCCH search spaces (or sets of search spaces) to attempt detection

on. A WTRU may be configured with search spaces (or sets of search spaces) for multiple TTI
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durations and may perform blind detection on search spaces (e.g., all search spaces or sets of
search spaces). The TTI duration and/or subset of symbols of the relevant search space may
implicitly configure a WTRU to use that (or another) TTI duration and/or subset of symbols for
other channels (e.g., for granted or assigned resources).

[0088]  The TTI duration of E-PDCCH may be linked to the aggregation level (e.g., number of
ECCE’s) of the search space. For instance, the WTRU may be configured to attempt decoding
E-PDCCH candidates with TTI duration of a single time slot for aggregation levels 1 and 2, and
E-PDCCH canidates with TTI duration of a subframe for aggregation levels 4 and 8.

[0089] In the configured EPDCCH search spaces, the starting OFDM symbol (or set of
OFDM symbols) for each search space may be included. The WTRU may have multiple search
spaces within a subframe, and each may have different locations in time within the subframe.
For example, the WTRU may be configured with a first set of search spaces located entirely
within a first time slot and a second set of search spaces located entirely in a second time slot.
The location of the search spaces may implicitly configure the WTRU with the location of
relevant channels (e.g., an EPDCCH detected in a search space in a first time slot may lead to
granted or assigned resources located within a first time slot).

[0090] An EPDCCH search space may be made up of ECCEs. Each ECCE may be
configured with a TTI duration and set of possible symbols. For example, a first EPDCCH
search space may be composed of ECCE 0 and ECCE 1. These two ECCEs may be configured
for time-slot TTT duration and/or for a first time slot. Another EPDCCH search space may be
composed of ECCE 2. This ECCE may be configured for time-slot TTI duration and more
specifically for a second time slot. Another EPDCCH search space may be composed of ECCE
4, ECCE 5, ECCE 6 and ECCE 7. These 4 ECCEs may be configured for full subframe TTI
duration. Each ECCE may be repeated in each TTL. A first EPDCCH located in a first TTI
subset of symbols (e.g., a first time slot) may be composed of ECCE 0 and ECCE 1, while a
second EPDCCH located in a second TTI subset of symbols (e.g. a second time slot) may be
composed of ECCE 0 and ECCE 1. The RE mapping of the EREGs of each ECCE may depend
on the location of the specific EPDCCH.

[0091] The EREGs may be mapped to different REs depending on the TTI duration, e.g., in
order to enable a variable TTI duration EPDCCH. For example, for EPDCCH using subframe
level TTI duration, the EREGs may be mapped on every 16th RE (e.g., ordered in frequency first
and then in time, while skipping over Demodulation Reference Signal (DM-RS) reference
clements (REs)). For time slot level TTI duration, the EREG mapping may depend on the set of

OFDM symbols used for a specific TTI duration. For example, a TTI duration of a time slot may

- 19 -

Samsung Exhibit 1008, Page 22 of 55
Samsung Electronics Co., Ltd. v. Asus Technology Licensing Inc.
IPR2024-01217



Docket No.: [IFUT 12296US01

have two possible mappings for EREGs: each located within the first time slot, or each located
within the second time slot. In each case, the EREGs may use similar mapping rules as for
subframe level TTI duration (e.g., an EREG is located every 16th RE, with REs ordered first in
frequency and then in time). The first time symbol for each EREG mapping may be different.
The EREGs may be mapped to fewer than 9 REs. For example, in each time slot there are 72
REs (not including DM-RS REs); if an EREG is located every 16th RE, then 8 EREGs may have
5 REs and 8 EREGs may have 4 REs. For reduced TTI, the EREG mapping may depend on the
TTI duration. For example, for time slot based TTI duration, the EREG may be mapped to every
&th RE, with REs ordered first in frequency and then in time. This may enable each EREG to be
mapped to 9 REs (e.g., all within a single time slot — the time slot affecting the first symbol
where the EREG may be mapped to REs). For non-subframe or time slot TTI duration, the
WTRU may be configured with allowable EREG to RE mapping.

[0092] For distributed Enhanced Physical Downlink Control Channel (EPDCCH), the
Enhanced Control Channel Elements (ECCEs) may be mapped to Enhanced Resource-Element
Groups (EREGs) in multiple resource blocks (RBs). Each of the EREGs of the ECCEs of an
EPDCCH search space may be located in the same set of OFDM symbols. Different EREGs
may be located in different sets of OFDM symbols.

[0093] Scheduling using short TTI EPDCCH may be disclosed. Scheduling of PDSCH
assignments or PUSCH grants using EPDCCH may require using the reuse of the same TTI
duration for each channel, e.g., described by example with reference to Figure 4. An EPDCCH
located in a subset of symbols may assign (or grant) PDSCH (or PUSCH) resources in the same
subset of symbols, e.g., with a fixed time offset. Short TTI duration for EPDCCH may lead to
short TTI duration for PDSCH or PUSCH. The size and location of a TTI used for EPDCCH
may be reused for PDSCH or PUSCH. The TTI duration or location of the PDSCH or PUSCH
may not be tied to the TTI duration or location of the EPDCCH. For example, the EPDCCH
may be located in a subset of symbols (e.g., a first time-slot); the assigned (or granted) PDSCH
(or PUSCH) resources may be for the entire subframe (e.g., full subframe TTI). Both the
EPDCCH and PDSCH or PUSCH may use reduced TTI duration; the EPDCCH may be located
in (e.g., only in) a first subset of symbols. The EPDCCH in a first subset of symbols may assign
(or grant) PDSCH (or PUSCH) resources in a second subset of symbols. For example, an
EPDCCH in a first time slot may assign (or grant) PDSCH (or PUSCH) resources in a first time-
slot or a second time-slot, e.g., in a cross-TTI scheduling manner.

[0094] Use of EPDCCH DM-RS may be disclosed. Demodulation using DM-RS may be
used, e.g., to enable EPDCCH,. For shortened TTI duration EPDCCH, DM-RS may need to be
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available in some of the symbols of the EPDCCH. For example, for time-slot TTI duration, each
time slot may need to have enough DM-RS to enable 4 ports. The EPDCCH search spaces (e.g.,
all EPDCCH search spaces) may use spatial multiplexing and the same EREGs may be used for
up to four EPDCCH search spaces. For smaller TTI duration, DM-RS may need to be
redesigned to enable DM-RS in OFDM symbols. The set of symbols of a TTI duration may need
to include at least one symbol with DM-RS (e.g., for normal cyclic prefix, symbols 5, 6, 12, 13
of a subframe). For example, with 4 DM-RS symbols, a TTI can be about 1/4th of a subframe.
By ignoring legacy subframe borders, a first short TTI subset of symbols may be symbols 2, 3, 4
and 5 (with DM-RS in symbol 5), a second short TTI subset of symbols may be symbols 6, 7, 8
(with DM-RS in symbol 6), a third short TTI subset of symbols may be symbols 9, 10, 11, 12
(with DM-RS in symbol 12), and a fourth short TTT subset of symbols may be symbols 13, 0 (of
next subframe), 1 (of next subframe) (with DM-RS in symbol 13). In such a case, given that
DM-RS uses frequency orthogonality to double the number of possible ports, each TTI subset of
symbols may have up to 2 DM-RS ports, and each TTI subset of symbols may spatially
multiplex 2 EPDCCH search spaces on the same sets of EREGs.

[0095]  The systems may use asymmetric TTI durartion. The TTI duration for UL-SCH may
differ from that used for DL-SCH transmissions. For example, DL-SCH may use time-slot TTI
duration, whereas UL-SCH may use subframe TTI duration. One or more of the following may
be implemented, e.g., to enable such asymmetric TTI duration.

[0096] The systems may use short TTI for DL-SCH or subframe TTI for UL-SCH. Reduced
TTI DL-SCH scheduling may be achieved by using EPDCCH in a manner described herein.
PDCCH may be used to assign PDSCH resources to a WTRU. The (E)PDCCH located at the
beginning of a subframe may be used to schedule data in any shortened TTI subset of symbols
within the subframe, e.g., as shown in (Fig. 4.). The (E)PDCCH located at the beginning of the
subframe may explicitly indicate to the WTRU the TTI subset of symbols for which a scheduling
assignment is relevant. A parameter of the (E)PDCCH located at the beginning of the subframe
may indicate the relevant TTI subset of symbols. At least one of the following may be
configured to indicate the relevant short TTI subset of symbols of a scheduling assignment, the
first (or second) CCE of the DCI, the DCI Format, the PUCCH resources configured for the
HARQ ACK-NACK, the Modualtion and Coding Scheme (MCS) (some MCS may be reserved
for specific short TTI subset of symbols), and/or the pre-configured PDSCH RE Mapping and
Quasi-Co-Location Indicator (PQI).

[0097] At the beginning of each short TTI subset of symbols, a PDCCH-like channel may be

transmitted. In such acase, PDSCH transmissions for a short TTI subset of symbols may be
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assigned (e.g., only be assigned) by the PDCCH located in one (or many) symbol(s) at the
beginning of the short TTI subset of symbols. For example, in single time-slot TTI duration, a
PDCCH may be located in the first symbols of each time slot to enable per single time-slot TTI
PDSCH assignments.

[0098] The systems may use UCI feedback for short TTI DL-SCH. Where ECCEs (e.g., all
ECCEs ) of a subframe are defined for a specific subset of symbols within the subframe, (for
example the first x ECCEs are assigned to the first time slot and the next y ECCEs are assigned
to the second time slot), the resources used for HARQ ACK-NACK feedback in subframe n+i
can be functions of the first (or second) ECCE of a DCI for PDSCH assignment. For the case
where the same ECCE labelling can be used multiple times within a subframe (one each for
every short TTI duration), the HARQ ACK-NACK feedback resource may overlap, e.g., if they
are solely functions of the first (or second) ECCE of a DCI for PDSCH assignment. In such a
situation, the resources used for HARQ ACK-NACK feedback in subframe n+i may be a
function of both the first (or second) ECCE of a DCI for PDSCH assignment, as well as a
configuration of the symbols used for the EPDCCH. For example, the ACK-NACK feedback
resources may be a function of the first (or second) ECCE of a DCI for PDSCH, as well as the
first (or second) OFDM symbol used for the ECCEs.

[0099] The WTRU may determine the resource for the transmission of PUCCH as a function
of the configuration of a separate set of PUCCH resources, including separate PUCCH regions,
where each set of resources may correspond to transmissions according to different TTI duration.
For a second TTI duration the WTRU may transmit (e.g., only transmit) HARQ ACK-NACK
feedback on such PUCCH resource allocation. The WTRU may receive downlink data
according to a first TTI length and transmit uplink control information according to a second TTI
length (e.g., in case the WTRU may have a configuration enabling a plurality of TTI durations
concurrently), in which case the WTRU may select the resource and/or the transmission format
for the UCI (e.g., UCI on PUSCH, PUCCH format 1a/1b, PUCCH format 3 etc) as a function of
whether the included UCI is associated to transmission(s) received according to a single TTI
length (e.g., using legacy PUCCH format and resource selection) or the included UCI is
associated to transmissions received according to a plurality of TTI length (e.g., using an
alternative PUCCH format and/or resource).

[0100] Ifthe WTRU is scheduled with multiple PDSCH, e.g., one per shortened TTI subset of
symbols, the WTRU may bundle or multiplex its HARQ ACK-NACK feedback into one
feedback resource. The feedback resource may be determined from the first (or second) ECCE

in the first (or second) shortened TTI subset of symbols. For example, a WTRU scheduled with
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PDSCH via two EPDCCHs, one in a first time slot and a second in a second time slot, may
bundle or multiplex the HARQ ACK-NACK feedback into resources determined by the first (or
second) ECCE of the EPDCCH located in the first (or second) time slot.

[0101] A WTRU may be configured with a table of HARQ ACK-NACK resources. Within
the DCI of the PDSCH assignment, the network may indicate the appropriate ACK-NACK
resources for each feedback.

[0102] The timing of the HARQ ACK-NACK feedback may be defined as n+i, where “n”

1342
1

may be the subframe number where the PDSCH is transmitted and “i” may be a predetermined

(193]

offset measured in subframes. “n” may represent a counter of shortened TTI subset of symbols,

1342
1

and “1” may be a predetermined offset measured in shortened TTI subset of symbols. For

example, for time-slot TTI duration, each time slot within a frame can be numbered and be used

1342
1

for “n” while the value of “i” can be 4 time slots. Combinations of interpretation of “n” (e.g.,
subframe number, time slot number, OFDM symbol number of a first symbol of the PDSCH)
and of “i” (e.g., subframes, time slots, OFDM symbols) may be used. A WTRU may be
statically or semi-statically configured with an interpretation of the feedback timing. A WTRU
may be configured with an interpretation of the feedback timing upon being assigned resources
for shortened TTI PDSCH transmissions.

[0103] For UCI on PUSCH, the HARQ ACK-NACK may be mapped to the REs adjacent to
the UL DM-RS. For the case where a single subframe may comprise multiple shortened TTI
subsets of symbols, each HARQ ACK-NACK may need to be transmitted on PUSCH. The set
of HARQ ACK-NACKs may be mapped to REs adjacent to the UL DM-RS, e.g., in a pre-
configured manner. For example, a first ACK-NACK may be mapped to REs adjacent to the UL
DM-RS (e.g., symbols 2 and 4 as well as symbols 9 and 11, given that UL DM-RS is located in
symbols 3 and 10). A second ACK-NACK may be mapped to the REs in the next symbols
(e.g.,symbols 1 and 5 as well as symbols 8 and 12) and so on. A first ACK-NACK may be
mapped around a first UL DM-RS (e.g., symbols 2 and 4), while a second ACK-NACK may be
mapped to REs around a second UL DM-RS (e.g., symbols 9 and 11).

[0104] Systems and methods may be provided for reduced TTI Duration PUCCH. Given that
reduced TTI PDSCH may lead to an increase in the number of independent PDSCH assignments
in any subframe, an increase in PUCCH resources may be required to accommodate the required
feedback. The OFDM symbols used for either the ECCEs of the EPDCCH and/or the PDSCH
itself may indicate to the WTRU the symbols where PUCCH may be transmitted in the UL. For
example, if time-slot based EPDCCH/PDSCH is used, then an assignment in a first (or second)
time slot may use PUCCH feedback using the first (or second) time slot (e.g., only the first (or
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second) time slot) of the appropriate feedback subframe. This may enable two PDSCH
assignments in each of the time slots of a single subframe, each mapping to the same PUCCH
resources (e.g., in terms of PUCCH RB location and/or cyclic shift and/or orthogonal cover
code) may be orthogonalized by each utilizing a single time-slot.

[0105] The PUCCH may be located at the edges of the overall available spectrum. This may
maximize frequency diversity. The same SC-FDMA symbols may be reused to transmit PUCCH
at both edges of the overall bandwidth. For example, in single time-slot TTI duration, PUCCH
format 1 can repeat the same data in two RBs located at each edge of the available bandwidth
and in the same time slot, e.g., as shown for example in Figure 5. Cyclic shift and OCC
sequence randomization may be defined per RB of PUCCH, e.g., rather than per time slot. The
PUCCH resource may be transmitted at the edges of the bandwidth and may occupy only half of
the reduced TTT subset of symbols in a similar manner as for subframe TTI duration (e.g., as in
Fig. 6). Legacy PUCCH format 2 and 3 may not repeat the same transmissions at the edges of
the available bandwidth. Nevertheless, similar to single time-slot TTI PUCCH format 1, single
time-slot TTI PUCCH format 2 and 3 may use two RBs, each located at the edge of the available
bandwidth and in the same time slot. For PUCCH format 2 and 3, the RBs at each edge of the
same time slot may not be a repeat of the same data but may instead include different UCI bits.
[0106] Disclosed methods and systems apply to PDSCH DM-RS. Similar DM-RS features
may be required for PDSCH similar to those presented herein for EPDCCH. PDSCH may use
up to 8 transmission ports. The short TTI duration PDSCH may need to enable DM-RS for up to
8 transmission ports. In single time-slot TTI duration, the use of OCC and frequency
multiplexing may enable the DM-RS to support up to 4 ports. In order to increase the capacity
of the DM-RS, the DM-RS may not need to be repeated every 5th subcarrier within an RB. For
example, the DM-RS for ports 0 and 1 may be transmitted in subcarriers 1, 11, and the DM-RS
for ports 4 and 6 may be transmitted in subcarrier 6. The DM-RS for ports 2 and 3 may be
transmitted in subcarriers 0 and 10, and the DM-RS for ports 5 and 7 may be transmitted in
subcarrier 5. RB bundling in the frequency domain may be used in order to have the total
number of subcarriers for each DM-RS ports to remain constant with pairs of RB. For example,
the DM-RS for ports 0 and 1 may be transmitted in subcarriers 1, 11 of a first RB and subcarrier
6 of a second RB. The DM-RS for ports 4 and 6 may be transmitted in subcarrier 6 of a first RB
and subcarriers 1 and 11 of a second RB. The DM-RS for ports 2 and 3 may be transmitted in
subcarriers 0 and 10 of a first RB and subcarrier 5 of a second RB. And the DM-RS for ports 5
and 7 may be transmitted in subcarrier 5 of a first RB and subcarriers 0 and 10 of a second RB.

The DM-RS may occupy more subcarriers than in full subframe TTI. For example, the DM-RS
Y/
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of ports 0 and 1 may be located in subcarriers 1 and 7, the DM-RS ports 2 and 3 may be located
in subcarriers 0 and 6, the DM-RS of ports 4 and 6 may be located in subcarriers 4 and 10 and
the DM-RS of ports 5 and 7 may be located in subcarriers 3 and 9.

[0107] Disclosed methods and systems may enable short TTI for UL-SCH. Disclosed
methods and systems may relate to scheduling short TTI UL-SCH. Reduced TTI UL-SCH
scheduling may be achieved by using EPDCCH in a manner described herein. PDCCH may be
used to grant PUSCH resources to a UE. The (E)PDCCH located at the beginning of a subframe
may be used to grant PUSCH resources in a shortened TTI subset of symbols within subframe
nti. The timing of the scheduled grant may be defined as n+i, where “n” can be the subframe
number where the (E)PDCCH is transmitted and “i” is a predetermined offset measured in
subframes. “n” may represent a counter of shortened TTI subset of symbols of any pre-
configured channel’s TTI duration. For example, the shortened TTI duration of the (E)PDCCH

(1354
1

channel may be used as the counter. And “i” can be a predetermined offset measured in
shortened TTI subset of symbols (e.g., also of a pre-configured channel’s TTI duration). For
example, for time-slot TT1 duration, each time slot within a frame may be numbered and the
time-slot used for (E)PDCCH may be used for n while the value of i can be 4 time slots. A
combination of interpretation of n (e.g., subframe number, time slot number, OFDM symbol
number of a first symbol of a pre-configured channel) and of'i (e.g., subframes, time slots,
OFDM symbols) may be used. A WTRU may be statically or semi-statically configured with an
interpretation of the resource grant timing. A WTRU may be configured with an interpretation
of the resource grant timing upon being granted resources for shortened TTI PUSCH
transmissions.

[0108] The (E)PDCCH located at the beginning of the subframe may explicitly indicate to the
WTRU the TTI subset of symbols for which a scheduling grant is relevant. A parameter of the
(E)PDCCH located at the beginning of the subframe may indicate the relevant TTI subset of
symbols. At least one of the following may be configured to indicate the relevant short TTI
subset of symbols of a scheduling grant: the first (or second) CCE of the DCI, the DCI Format,
the PHICH resources configured for the HARQ ACK-NACK, and/or the MCS. Some MCS may
be reserved for specific short TTI subset of symbols.

[0109] The systems may enable PHICH resource allocation. Each transport block and
TTI may have an independent PHICH resource. In order to enable shortened TTI duration for
UL-SCH, a WTRU may be scheduled with multiple PUSCH whose TTI duration is less than a
subframe, within a subframe. Such WTRUs may be assigned with multiple PHICH resources
(e.g., one per transport block and per short TTI subset of symbols) to be fed back in subframe
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n+i. The PHICH resources (e.g., number of PHICH group, number of orthogonal sequence, RE
resources in frequency and OFDM symbol) may be determined form a combination of at least
one of: the first or second resource block on which the corresponding PUSCH transmission
occurred, the first or second OFDM symbol on which corresponding PUSCH transmission
occurred, the time-slot on which corresponding PUSCH transmission occurred, the UL DM-RS
cyclic shift, and/or whether the short TTI transmission occurred on the first or the second slot of
the subframe.

[0110] The PHICH may be transmitted in the same TTI subset of symbols as the (E)PDCCH
used to grant the PUSCH resources. For example, if time-slot TTI duration is assumed, and the
(E)PDCCH used to grant a PUSCH transmission is located in the first time slot of subframe n,
then the PHICH associated to that PUSCH transmission may be located in the first time slot of
subframe n+8.

[0111]  The PHICH may be transmitted in a short TTI subset of symbols in subframe n+4, and
the location (in terms of OFDM symbol) may be pre-configured or may be determined as part of
the function to determine the PHICH resource for each PUSCH.

[0112]  The PHICH for multiple TTIs within a subframe may collide. In such a case, a
WTRU may bundle and/or multiplex PHICH values into the same PHICH resources.

[0113] The timing of the PHICH may be defined as n+i where n may be the subframe number
where the (E)PDCCH is transmitted or the subframe number where the PUSCH is transmitted,
and “i” is a predetermined offset measured in subframes. “n” may represent a counter of
shortened TTI subset of symbols of a pre-configured channel’s TTI duration. For example, the
shortened TTI duration of the (E)PDCCH transmission (or PUSCH transmission) may be used as
the counter. And “i” may be a predetermined offset measured in shortened TTI subset of
symbols (also of a pre-configured channel’s TTI duration). For example, for time-slot TTI
duration, each time slot within a frame may be numbered and the time-slot used for (E)PDCCH
(or PUSCH) may be used for “n,” while the value of “i”” can be 8 (or 4) time slots. A
combination of interpretation of “n” (e.g., subframe number, time slot number, OFDM symbol

1342
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number of a first symbol of a pre-configured channel) and of “i” (e.g. subframes, time slots,
OFDM symbols) may be used. A WTRU may be statically or semi-statically configured with an
interpretation of the PHICH timing. A WTRU may be configured with an interpretation of the
PHICH timing upon being granted resources for shortened TTI PUSCH transmissions.

[0114] A WTRU may only expect PHICH transmission for a subset of shortened TTI PUSCH
transmissions (e.g., all shortened TTI PUSCH transmissions) within a subframe. For other

PUSCH transmissions, the WTRU may assume ACK unless it is given a new grant for adaptive
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retransmissions. For example, for time-slot TTI duration, PUSCH transmissions in a first time
slot (e.g., only PUSCH transmissions in a first time slot) may have PHICH resources, whereas
PUSCH transmissions in a second time slot may assume ACK unless resources are granted for
retransmission.

[0115]  The methods and systems provide frequency diversity of short TTI PUSCH
transmissions. In order to achieve frequency diversity of PUSCH transmissions, frequency
hopping may be used. Frequency hopping may be used by dividing the short TTI subset of
symbols into two groups, and mapping different shortened virtual resource blocks to each group.
The shortened virtual resource blocks may be mapped to different shortened physical resource
blocks using different subcarriers and increasing frequency diversity. For example, a PUSCH
transmitted in a first time-slot may use two shortened virtual resource blocks: a first mapped to
symbols 0, 1, 2 and a second mapped to symbols 4, 5, 6. In this example, UL DM-RS may be
transmitted in symbol 3. The mapping to shortened physical resource blocks may enable
frequency diversity by ensuring that a single PUSCH short resource block pair (e.g., in this
example a short resource block pair consists of 7 OFDM symbols) is mapped to different short
physical resource blocks using different subcarriers. For demodulation, the UL DM-RS in
symbol 3 may be used to demodulate either short resource block located in symbols 0, 1, 2 or
short resource block located in symbols 4, 5, 6.

[0116]  Short PUSCH frequency hopping can be achieved by repeating a short RB pair in
different subcarriers. For example, a time-slot TTI PUSCH may be transmitted in a first time
slot in a first physical resource block pair, as well as, in a first time slot in a second physical
resource block pair.

[0117]  The systems may use UL DM-RS short TTI PUSCH. To achieve full UL DM-RS
capacity, two UL DM-RS symbols may be required per RB pair (where an RB pair is defined as
the TTI duration). Two symbols may be assigned for UL DM-RS transmission within a short
TTTI subset of symbols. These symbols may be pre-configured or semi-statically configured or
may be indicated in a grant assigning PUSCH resources. For example, in time-slot TTI duration,
a WTRU assigned with PUSCH resources in a first time slot may transmit UL DM-RS in
symbols 2 and 5 (or any other configured pair of symbols).

[0118]  Although features and elements are described above in particular combinations, one of
ordinary skill in the art will appreciate that each feature or element can be used alone or in any
combination with the other features and elements. In addition, the methods described herein may
be implemented in a computer program, software, or firmware incorporated in a computer-

readable medium for execution by a computer or processor. Examples of computer-readable
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media include electronic signals (transmitted over wired or wireless connections) and computer-
readable storage media. Examples of computer-readable storage media include, but are not
limited to, a read only memory (ROM), a random access memory (RAM), a register, cache
memory, semiconductor memory devices, magnetic media such as internal hard disks and
removable disks, magneto-optical media, and optical media such as CD-ROM disks, and digital
versatile disks (DVDs). A processor in association with software may be used to implement a
radio frequency transceiver for use in a WTRU, UE, terminal, base station, RNC, or any host

computer.
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WHAT IS CLAIMED IS:

1. A wireless transmit/receive unit (WTRU), comprising,

a processor programmed to execute instructions saved in computer memory comprising
determining the transmission time interval duration and decreasing the transmission time
interval duration.

2. The WTRU of claim 1, wherein the processor is programmed to decrease the
transmission time interval duration based on one of the timing of a transmission, the
amount of data available for transmission, and the type of data to be transmitted.

3. The WTRU of claim 1, wherein the transmission time interval duration is for one of the
Enhanced Physical Downlink Control Channel (EPDCCH), the Physical Downlink
Shared Channel (PDSCH), and the Physical Uplink Control Channel (PUCCH).

-29 -

Samsung Exhibit 1008, Page 32 of 55
Samsung Electronics Co., Ltd. v. Asus Technology Licensing Inc.
IPR2024-01217



Docket No.: [IFUT 12296US01
ABSTRACT OF THE DISCLOSURE

A wireless transmit/receive unit (WTRU) comprises a processor programmed to execute
instructions saved in computer memory comprising determining the transmission time interval
duration and decreasing the transmission time interval duration. The WTRU processor may be
programmed to decrease the transmission time interval duration based on one of the timing of a
transmission, the amount of data available for transmission, and the type of data to be
transmitted. The transmission time interval duration may be for one of the Enhanced Physical
Downlink Control Channel (EPDCCH), the Physical Downlink Shared Channel (PDSCH), and
the Physical Uplink Control Channel (PUCCH).
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