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FIG. 7 
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SYNCHRONOUS SEMICONDUCTOR MEMORY 
DEVICE ALLOWING ADJUSTMENT OF DATA 

OUTPUT TIMING 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of the Invention 

[0002] The present invention relates to a synchronous 
semiconductor memory device and, more specifically, to a 
synchronous semiconductor memory device that can elimi- 
nate difference of data output timing in a burst read opera- 
tion. 

[0003] 2. Description of the Background Art 

[0004] In order to meet the demand for higher frequency 
operation of synchronous semiconductor memory devices, a 
double data rate SDRAM (Double Data Rate Synchronous 
Dynamic Random Access Memory: hereinafter referred to 
as a DDR-SDRAM) has been developed and come to be 
practically used, in which data is communicated with the 
outside in synchronization with both rising and falling edges 
of an external clock signal. 

[0005] As compared with an SDRAM that operates in 
synchronization with either the rising edge or the falling 
edge of the external clock signal, the DDR-SDRAM is 
capable of reading data and writing data approximately at 
the double rate. 

[0006] It is noted, however, that the DDR-SRAM operates 
at a very high speed, and therefore, it is necessary to adjust 
data output timing with very high precision particularly in 
order to have the value of tLZ defining a timing period 
between the external clock signal and the first output data 
and the value of tAC defining the timing period between the 
external clock signal and the second and the following 
output data within specific tolerable ranges. 

[0007] In view of the foregoing, a method has been 
proposed (hereinafter referred to as a conventional art), for 
example, in Japanese Patent Laying-Open No. 11-86547, for 
adjusting data output timing in a synchronous semiconduc- 
tor memory device, though not in a DDR-SDRAM. 

[000II] Generally, in a burst read operation in a synchro- 
nous semiconductor memory device such as a DDR- 
SDRAM or an SDRAM, the time period until the first data 
is output corresponds to the time period necessary for the 
voltage level to change from the precharge level (Vcc/2). In 
contrast, the time period until the second or the following 
data is output corresponds to the time period necessary for 
the voltage level to change form the power supply voltage 
Vcc or from the ground voltage GND. Therefore, it follows 
that the first data output timing becomes relatively faster 
than the second or the following data output timing. 

[0009] The above described conventional art is for adjust- 
ing data output timing in an SDRAM. It does not disclose, 
however, any measure to eliminate the dilference between 
the first data output timing and the second or the following 
data output timing in a burst read operation. 

[0010] In a burst read operation in a synchronous semi- 
conductor memory device, if all the data output timings were 
the same, prescribed set-up time and prescribed hold time 
for the clock signal to take data would be constant. 

[0011] Therefore, even when there is a variation in elec- 
trical characteristics of circuits for externally outputting data 
(hereinafter also referred to as data output circuits) provided 
in mass-produced synchronous semiconductor memory 
devices and the set-up time and the hold time come to have 
some error as a result, it is highly possible that a data reading 
apparatus can read the data output from the synchronous 
semiconductor devices. 

[0012] When there is a variation in electrical characteris- 
tics of the data output circuits provided in mass-produced 
synchronous semiconductor memory devices with the data 
output timing being dilferent, it would be more dilficult to 
ensure the prescribed set-up time and the prescribed hold 
time to properly receive data signals. Therefore, there would 
be a higher possibility of failure of proper data reading by 
the data reading apparatus. Conventionally, such product has 
been in many cases regarded as a defective device, resulting 
in lower production yield. 

SUMMARY OF THE INVENTION 

[0013] An object of the present invention is to provide a 
synchronous semiconductor memory device that enables 
improved production yield, by eliminating dilference of data 
output timing in a burst read. 

[0014] In summary, the present invention provides a syn- 
chronous semiconductor memory device operating in syn- 
chronization with a clock signal, including a memory cell 
array having a plurality of memory cells arranged therein, an 

output control circuit burst-reading a plurality of read data 
from the memory cell array and sequentially generating, in 
synchronization with the clock signal, a plurality of read 
instructions indicating levels of the plurality of read data 
respectively, a data output circuit outputting data in response 
to each of the sequentially generated the plurality of read 
instructions, a transmission control unit provided between 
the output control circuit and the data output circuit and 
transmitting each of the plurality of read instructions gen- 
erated by the output control circuit to the data output circuit, 
and a signal propagation control circuit determining whether 
each of the plurality of read instructions sequentially gen- 
erated by the output control circuit corresponds to a first one 
or a second or following one of the plurality of read data. 
The transmission control unit transmits a read instruction 
corresponding to the first one of the plurality of read data to 
the data output circuit with a first transmission time and 
transmits a read instruction corresponding to the second and 
the following one of said plurality of read data to the data 
output circuit with a second transmission time being dilfer- 
ent from the first transmission time, dependent on the result 
of determination by the signal propagation control circuit. 

[0015] Therefore, a main advantage of the present inven- 
tion is that, in a synchronous semiconductor memory device, 
the time period for the read instruction corresponding to the 
second and the following data to be transmitted to the data 
output circuit and the time period for the read instruction 
corresponding to the first read data to be transmitted to the 
data output circuit in a burst read can be adjusted, and 
therefore, the dilference of the data output timing at the first 
read data output from the state precharged at the interme- 
diate voltage and the second or the following read data 
output can be eliminated. 

[0016] As a result, even when there is a variation in 
electrical characteristics of data output circuits provided in 
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mass-produced synchronous semiconductor memory 
devices and the set-up time and the hold time come to have 
some error, possibility of correct data reading by an exter- 
nally provided data reading apparatus becomes higher. 
Therefore, the number of products that would have been 
regarded defective decreases, and production yield can be 
improved. 

[0017] The foregoing and other objects, features, aspects 
and advantages of the present invention will become more 
apparent from the following detailed description of the 
present invention when taken in conjunction with the 

accompanying drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[001II] FIG. 1 is a block diagram representing a system 
overview of a synchronous semiconductor memory device. 

[0019] FIG. 2 is a block diagram representing a schematic 
configuration of the synchronous semiconductor memory 
device. 

[0020] FIG. 3 is a circuit diagram representing a configu- 
ration of a data output control circuit provided inside an 

input/output bulfer of the synchronous semiconductor 
memory device. 

[0021] FIG. 4 is a circuit diagram representing an internal 
configuration of a delay circuit. 

[0022] FIG. 5 is a diagram of waveforms illustrating a 
burst read operation in the synchronous semiconductor 
memory device. 

[0023] FIG. 6 is a circuit diagram representing a configu- 
ration of a data output control circuit provided inside an 
input/output bulfer of a synchronous semiconductor 
memory device in accordance with a modification of the first 
embodiment. 

[0024] FIG. 7 is a circuit diagram representing an internal 
configuration of a delay circuit. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

[0025] Embodiments of the present invention will be 
described in the following with reference to the figures. In 
the figures, the same or corresponding portions will be 
denoted by the same reference characters. 

First Embodiment 

[0026] Referring to FIG. 1, the system of the synchronous 
semiconductor memory device includes a synchronous 
semiconductor memory device 1000, a DRAM controller 
1100 and a clock generator 1200. A DDR-SDRAM is shown 
as an example of synchronous semiconductor memory 
device 1000. 

[0027] In the following description, a signal following the 

sign "/" represents an inversion of the same signal without 
the sign "/". Further, binary states of a high voltage (for 
example, power supply voltage Vcc) and a low voltage (for 
example, ground voltage GND) of the signals and data will 
also be referred to as H level and L level, respectively. 

[002II] DRAM controller 1100 and synchronous semicon- 
ductor memory device 1000 operate in response to external 
clock signals CLK and /CLK from clock generator 1200. 

[0029] DRAM controller 1100 transmits control signals 
/RAS, /CAS, /WE, /CS, DM and a clock enable signal CKE, 
address signals AO to A12 and bank address signals BAO and 
BA1 to synchronous semiconductor memory device 1000. 
Further, DRAM controller 1100 transmits and receives a 
data strobe signal DQS as a reference of data communica- 
tion timing to/from synchronous semiconductor memory 
device 1000, thereby enabling data reading from synchro- 
nous semiconductor memory 1000 and data writing to 
synchronous semiconductor memory 1000. 

[0030] When there is a burst read request from DRAM 
controller 1100, synchronous semiconductor memory device 
1000 transmits continuous data DQ to DRAM controller 
1100. DRAM controller 1100 can receive data properly 
when a prescribed set-up time and a prescribed hold time for 
the clock signal CLK are secured. When a burst read 
operation is performed in a DDR-SDRAM, however, the 
output timing of the first data becomes faster than the output 
timing of the second or the following data. 

[0031] Therefore, the value tLZ defining a timing period 
between an external clock signal and the first data output 
timing becomes smaller than the value tAC defining the 
timing period between the external clock signal and the 
second and the following data output timing. When the 
dilference between the values tLZ and tAC is large and 
electrical characteristics of devices in the data output circuits 
in mass-produced synchronous semiconductor memory 
devices vary, it would be more dilficult to secure the 
prescribed set-up time and the prescribed hold time to 
properly receive data signals DQ. Accordingly, there is a 

higher possibility that DRAM controller 1100 fails to 
receive data correctly in a burst read. 

[0032] In view of the foregoing, the configuration of 
synchronous semiconductor memory device 1000 will be 
described, which is formed to enable correct data reception 
by DRAM controller 1100 even when there is some varia- 
tion in electrical characteristics of devices in the data output 
circuits, by making tAC and tLZ in a burst read operation 
equivalent to each other. 

[0033] Referring to FIG. 2, synchronous semiconductor 
memory device 1000 includes a clock bulfer 10 receiving 
external clock signals CLK and /CLK and a clock enable 
signal CKE, an address bulfer 20 receiving address signals 
AO to A12 and bank address signals BAO and BA1, and a 
control signal bulfer 30 receiving control signals /CS, /RAS, 
/CAS, /WE and DM. Address bulfer 20 and control signal 
bulfer 30 take the address signals and the control signals 
listed above, in synchronization with an output of clock 
bulfer 10. 

[0034] Synchronous semiconductor memory device 1000 
further includes a data strobe bulfer 120 inputting/outputting 
a data strobe signal DQS as a reference of data communi- 
cation timing, a delay locked loop (DLL) circuit 110 gen- 
erating an internal clock signal in response to an output of 
clock bulfer 10, and an input bulfer 150 enabling data 
communication between memory cell array 100 and the 
outside. 

[0035] Because of signal propagation delay in the syn- 
chronous semiconductor memory device, when input/output 
bulfer 150 outputs data in response to the external clock 
signal CLK, data output timing inherently delays from the 
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external clock signal CLK. In order to prevent this, DLL 
circuit 110 generates and supplies to input/output bulfer 150 
an internal clock signal CLKO based on the external clock 
signals CLK and /CLK, which has its phase advanced by a 
time period corresponding to the internal signal propagation 
delay. 

[0036] Synchronous semiconductor memory device 1000 
further includes a control circuit 40 receiving outputs from 
address buffer 20 and control signal bulfer 30 in synchro- 
nization with the output of clock bulfer 10, a memory array 
100 controlled by control circuit 40 and storing data, and a 
mode register 50. 

[0037] Memory array 100 is divided into four banks ¹0 to 
¹3, in each of which a plurality of memory cells are 
arranged. 

[003II] Input/output bulfer 150 externally outputs data of 
one selected memory cell among a plurality of memory cells 
in banks ¹0 to ¹3 of memory array 100 selected in accor- 
dance with the bank address signals BAO and BA1, in 
synchronization with the internal clock signal CLKO from 
DLL circuit 110. Further, input/output bulfer 150 takes data 
input from the outside, in synchronization with the data 
strobe signal DQS applied from data strobe bulfer 120. 

[0039] Mode register 50 holds an operation mode desig- 
nated by an address signal being applied at that time, in 
accordance with a mode register set command given by a 
combination of control signals from control circuit 40. 

[0040] Next, the data output circuit will be described, 
which has a configuration that allows highly precise adjust- 
ment of data output timings in a burst read, provided in 
input/output bulfer 150. 

[0041] In synchronous semiconductor memory device 
1000, a data output control circuit 200 is provided inside 
input/output bulfer 150. 

[0042] Referring to FIG. 3, data output control circuit 200 
includes an output control circuit 250 operating in synchro- 
nization with internal clock signal CLKO when data is to be 
output from memory cell array 100, delay control units 210 
and 220, a signal propagation control circuit 230, a data 
output circuit 240, and data lines ¹D1 and ¹D2. 

[0043] Output control circuit 250 outputs, based on the 
level of the read data from memory cell array 100, control 
signals ZRDHO and ZRDLO, for setting the level of data 
signal DQ output from data output circuit 240. When data 
signal DQ is to be output from data output circuit 240, 
control signals ZRDHO and ZRDLO are set to mutually 
complementary levels. When data signal DQ is not to be 
output from data output circuit 240, control signals ZRDHO 
and ZRDLO are both set to the H level, in order to have the 
output of data output circuit 240 at the high-impedance state. 

[0044] Though details will be described later, delay con- 
trol unit 210 outputs the control signal ZRDHO with either 
one of two dilferent propagation time periods, based on the 
control signal from signal propagation control circuit 230. 
The signal output from delay control unit 210 will be the 
control signal ZRDH. The control signal ZRDH is input to 
data output circuit 240. Similarly, delay control unit 220 
outputs the control signal ZRDLO with either one of two 
dilferent propagation time periods, based on the control 
signal from signal propagation control circuit 230. The 

signal output from delay control unit 220 will be the control 
signal ZRDL. The control signal ZRDL is input to data 
output circuit 240. 

[0045] Data output circuit 240 includes a P channel MOS 
transistor 242 and an N channel MOS transistor 243 con- 
nected in series between the power supply voltage Vcc and 
the ground voltage GND, and an inverter 241. To the gate of 
P channel MOS transistor 242, the control signal ZRDH is 
input. Inverter 241 outputs a signal that is level-inverted 
from the control signal ZRDL. To the gate of N channel 
MOS transistor 243, an output signal of inverter 241 is input. 

[0046] Therefore, when the control signals ZRDH and 
ZRDL are set at the H level and L level, respectively, data 
output circuit 240 outputs data signal DQ of L level, from a 
node ¹D. When the control signals ZRDH and ZRDL are set 
at the L level and H level, respectively, data output circuit 
240 outputs data signal DQ of H level, from node ¹D. 
[0047] Signal propagation control circuit 230 includes an 

NAND circuit 231, an inverter 232, a clocked inverter 233 
and a latch circuit 235. 

[004II] NAND circuit 231 outputs a signal as a result of a 

negative logical product (NAND) operation of control sig- 
nals ZRDH and ZRDL. Inverter 232 outputs a signal that is 
a level-inversion of the output signal from NAND circuit 
231. Clocked inverter 233 outputs a signal that is a level- 
inversion of the output signal of inverter 232, in response to 
the internal clock signal CLKO at the L level and the 
inverted signal /CLKO. 

[0049] Latch circuit 235 includes an inverter 236 and a 
clocked inverter 237. Inverter 236 outputs, as a propagation 
time control signal SIG, a signal obtained by level-inversion 
of the output signal of clocked inverter 233. Clocked 
inverter 237 outputs a signal that is a level-inversion of the 
output signal of inverter 236, in response to the internal 
clock signal CLKO at the H level and the inverted signal 
/CLKO. Therefore, latch circuit 235 has a function of 
temporally holding a signal of which level is inverted from 
that of the signal input to inverter 236, when the internal 
clock signal CLKO at the H level and the internal clock 
signal /CLKO at the L level are not input to two control 
terminals of clocked inverter 237. 

[0050] Delay control unit 210 has a transmission gate 211 
between nodes ¹1 and ¹la. Upon receiving propagation time 
control signal SIG at the L level and propagation time 
control signal /SIG at the H level as inputs to two control 
terminals, transmission gate 211 outputs control signal 
ZRDHO as the control signal ZRDH. 

[0051] Delay control unit 210 further has a delay circuit 
212 and a transmission gate 213 connected in series between 
nodes ¹1 and ¹la. Though details will be described later, a 

plurality of inverters for outputting a signal that is the 
control signal ZRDHO with a delay of a prescribed time 
period are provided in delay circuit 212. Upon receiving 
propagation time control signal /SIG at the L level and 

propagation time control signal SIG at the H level as inputs 
to two control terminals, transmission gate 213 outputs an 

output signal from delay circuit 212 as the control signal 
ZRDH. 

[0052] Thus, delay control unit 210 can change the propa- 
gation time period of the control signal ZRDHO from node 
¹1 to ¹la, in accordance with the propagation time control 
signals SIG and /SIG. 
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[0053] Delay control unit 220 has a transmission gate 221 
between nodes ¹2 and ¹2a. Transmission gate 221 has the 
same function as transmission gate 211, and therefore, 
detailed description will not be repeated. 

[0054] Delay control unit 220 further has a delay circuit 
222 and a transmission gate 223 connected in series between 
nodes ¹2 and ¹2a. Delay circuit 222 has the same configu- 
ration as delay circuit 212, and therefore, detailed descrip- 
tion will not be repeated. Transmission gate 223 has the 
same function as transmission gate 213, and therefore, 
detailed description will not be repeated. 

[0055] Thus, delay control unit 220 can change the propa- 
gation time period of the control signal ZRDLO from node 
¹2 to ¹2a, in accordance with the propagation time control 
signals SIG and /SIG. 

[0056] Data line ¹D1 electrically connects node ¹la with 
the gate of P channel MOS transistor 242. Therefore, data 
line ¹D1 transmits the control signal ZRDH output from 
delay control unit 210 to data output circuit 240. 

[0057] Data line ¹D2 electrically connects node ¹2a with 
inverter 241. Therefore, data line ¹D2 transmits the control 
signal ZRDL output from delay control unit 220 to data 
output circuit 240. 

[005II] Data output control circuit 200 further includes a P 
channel MOS transistor 215 provided between the power 
supply voltage Vcc and data line ¹D1, and a P channel MOS 
transistor 216 provided between the power supply voltage 
Vcc and data line ¹D2. 

[0059] To the gates of P channel MOS transistors 215 and 
216, a precharge signal PR is input. Therefore, when the 
precharge signal PR is set at the L level, control signals 
ZRDH and ZRDL are set to the H level, regardless of the 
voltage levels of control signals ZRDHO and ZRDLO. When 
the precharge signal PR is set at the H level, voltage levels 
of control signals ZRDH and ZRDL are equal to the voltage 
levels of control signals ZRDHO and ZRDLO, respectively. 

[0060] The internal configuration of delay circuit 212 will 
be described in the following. 

[0061] Referring to FIG. 4, delay circuit 212 has n delay 
elements 212. 1 to 212. n connected in series. Delay element 
212. 1 has inverters 217 and 21II connected in series. Each of 
delay elements 212. 2 to 212. n has the same configuration as 
delay element 212. 1, and therefore, detailed description will 
not be repeated. Therefore, delay circuit 212 can make 
longer the propagation time period of the control signal 
ZRDHO from ¹1 to ¹la by the number of delay elements. 

[0062] Delay circuit 222 has the same configuration as 
delay circuit 212, and therefore, detailed description will not 
be repeated. 

[0063] Generally, the time period in which P channel MOS 
transistor 242 in data output circuit 240 shown in FIG. 3 
turns on and data signal DQ is output (hereinafter referred to 
as H level output time period) and the time period in which 
N channel MOS transistor 243 turns on and data signal DQ 
is output (hereinafter referred to as L level output time 
period) are not always equal, due to variation in mass 
production or the like. Therefore, by adjusting the number of 
delay elements in delay circuit 212 or 222, it becomes 
possible to adjust the H level output time period and the L 

level output time period of the first data in a burst read 
operation to be equal to each other, as will be described later. 

[0064] Referring to FIG. 5, it is assumed that in synchro- 
nous semiconductor memory device 1000 in accordance 
with the present embodiment, the number of necessary 
clocks CL from issuance of a control command COM to data 
output is set to "2". Further, it is assumed that levels of data 
read from memory array 100 in a burst read operation are in 
the order of "H, L, H, L, H, L". It is also assumed that 
prescribed delay time set in delay circuits 212 and 222 is set 
such that tLZ becomes equal to tAC. 

[0065] In the present embodiment, it is assumed that 
between synchronous semiconductor memory device 1000 
and DRAM controller 1100 shown in FIG. 1, there is 
provided a circuit for precharging a data line transmitting the 
data signal DQ output from synchronous semiconductor 
memory device 1000 to DRAM controller 1100 to '/z Vcc. 
Further, DQ in FIG. 5 represents the voltage level of the data 
line. For convenience of description, it is assumed that the 
time point at which the data signal DQ is output from data 
output circuit 240 is the same as the time point at which the 
data signal DQ is output from synchronous semiconductor 
memory device 1000 and transmitted to the data line. 

[0066] Next, referring to FIGS. 2, 3 and 5, an operation in 
a burst read in synchronous semiconductor memory device 
1000 will be described. At time point t1, a read command 
READ, which is one of control commands, is taken by 
synchronous semiconductor memory device 1000. At time 
point t1, data lines ¹D1 and ¹D2 in data output control 
circuit 200 have been precharged and the precharge signal 
PR is set at the L level, and hence the control signals ZRDH 
and ZRDL are at the H level. Starting from time point Q, 
data in a plurality of memory cells in a desired bank in 

memory cell array 100 are input continuously to output 
control circuit 250. At the same time, precharge is cancelled 
to output data that have been input to output control circuit 
250. Therefore, the precharge signal PR is set to the H level. 

[0067] The control signals ZRDH and ZRDL maintain the 
H level even after the cancellation of precharge, and hence 
the level of the output signal from NAND circuit 231 is set 
to the L level. Accordingly, the output signal of inverter 232 
is set to the H level. At time point t3, when internal clock 
signal CLKO attains to the L level, clocked inverter 233 
outputs a signal of which level is inverted from that of the 
output signal of inverter 232, and hence the propagation time 
control signal SIG is set to the H level. Thereafter, even 
when the internal clock signal CLKO attains to the H level, 
the propagation time control signal SIG is maintained at the 
H level by the operation of clocked inverters 233 and 237, 
until the voltage levels of control signals ZRDH and ZRDL 
change. 

[006II] At time point t4, in order to provide the data signal 
DQ at the H level as the first data in the burst read operation 
from data output circuit 240, the control signals ZRDHO at 
the L level and ZRDLO at the H level are output from output 
control circuit 250. At time point t4, the propagation time 
control signal SIG is set at the H level, and therefore, only 
transmission gate 213 in delay control unit 210 turns on. 
Similarly, only transmission gate 223 in delay control unit 
220 turns on. Accordingly, as the control signal ZRDHO is 
transmitted from node ¹1 through delay circuit 212 to node 
¹la, it is transmitted with a prescribed delay time (for 
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example, time T1) set by delay circuit 212, from node ¹1 to 
node ¹la. As a result, the control signal ZRDHO that is at the 
L level at time point t4 changes to the control signal ZRDH 
at the L level at a time point t5, that is, after the time period 
Tl from time point t4. 

[0069] Similarly, as the control signal ZRDLO is transmit- 
ted from node ¹2 through delay circuit 222 to node ¹2a, it 
is transmitted with a prescribed delay time (for example, 
time T1) set by delay circuit 222, from node ¹2 to node ¹2a. 
Therefore, the control signal ZRDLO that is at the H level at 
time point t4 changes to the control signal ZRDL at the H 
level at time point t5, that is, after the time period Tl from 
time point t4. The time period from time point t4 at which 
control signals ZRDHO and ZRDLO for outputting the first 
data signal DQ from data output circuit 240 are output from 
output control circuit 250 until time point t5 at which the 
voltage level at node ¹D of data output circuit 240 begins to 
change is tLZ. 

[0070] At time point t5, when control signal ZRDH is set 
to the L level and control signal ZRDL is set to the H level, 
data output circuit 240 outputs the data signal DQ at the H 
level at time point t6. 

[0071] Further, at time t6, when the internal clock signal 
CLKO attains to the L level, clocked inverter 233 turns on. 
At time t6, control signal ZRDH is at the L level and ZRDL 
is at the H level, and hence the level of the output signal of 
NAND circuit 231 is set to the H level. Therefore, the 
propagation time control circuit SIG is set to the L level. 
Specifically, in a burst read operation, when the control 
signals ZRDH and ZRDL for setting the level of the first data 
attain to mutually complementary levels and thereafter the 
internal clock signal CLKO attains to the L level, the 
propagation time control signal SIG is maintained at the L 
level, because of the operation of signal propagation control 
circuit 230. 

[0072] When the propagation time control signal SIG is 
set to the L level, transmission gate 213 in delay control unit 
210 turns olf, and transmission gate 211 turns on. Similarly, 
transmission gate 223 in delay control unit 220 turns olf and 
transmission gate 221 turns on. Therefore, as the control 
signal ZRDHO is transmitted from node ¹1 through trans- 
mission gate 211 to node ¹la, it is transmitted faster from 
node ¹1 to ¹la by the time saved by not passing through 
delay circuit 212. 

[0073] Similarly, as the control signal ZRDLO is also 
transmitted from node ¹2 through transmission gate 221 to 
node ¹2a, it is transmitted faster from node ¹2 to ¹2a by the 
time saved by not passing through delay circuit 222. 

[0074] At time point t7, to output the data signal DQ at the 
L level as the second data in the burst read operation from 
data output circuit 240, control signal ZRDHO at the H level 
and control signal ZRDLO at the L level are output from 
output control circuit 250. 

[0075] The control signal ZRDHO at the H level is passed 
through transmission gate 211 to be the control signal ZRDH 
at the H level. The control signal ZRDLO at the L level is 
passed through transmission gate 221 to be the control signal 
ZRDL at the L level. Therefore, data output circuit 240 
outputs the data signal DQ at the L level at time point tII. 
Namely, the time period T2 from time point t7 to time point 
tII represents the time period necessary to output the second 

and the following data from data output circuit 240. The time 
period T2 is also the period necessary for a signal at the H 
level to attain to the L level, that is, the time necessary to 
attain the inverted level. Thus, the time period T2/2, that is, 
half the time period T2, equals to the time period for the 
voltage level of a signal to attain from '/z Vcc to the H or L 
level. 

[0076] At time point t9, in order to output the data signal 
DQ at the H level as the third data in the burst read operation 
from data output circuit 240, control signals ZRDHO at the 
L level and ZRDLO at the H level are output from output 
control circuit 250. Consequently, data output circuit 240 
outputs the data signal DQ at the H level after the time 
period T2 from time point t9. Here, the prescribed propa- 
gation time periods set in delay circuits 212 and 222, 
respectively, are set to make equal the values tLZ and tAC. 
Accordingly, the time period from time point t9 until time 
point t10, that is, after the lapse of time period T2/2, is tAC. 
As a result, the time period in which the first data signal DQ 
is kept at the H level and the time period in which the second 
and the following data signals DQ are kept at the L or H level 
become equal. 

[0077] As described above, in synchronous semiconductor 
memory device 1000 in accordance with the first embodi- 
ment, in a burst read operation, the period in which a data 
signal maintains a voltage level can be made constant 
regardless of the order of the read data signals. Accordingly, 
in the burst read operation, the set-up time and the hold time 
of the data signals output from synchronous semiconductor 
memory device 1000 also become constant. Thus, it 
becomes possible to read data signals more accurately by a 
data reading apparatus or the like provided outside the 
synchronous semiconductor memory device 1000. 

[007II] As a result, even when there is a variation in 
electrical characteristics of data output circuits provided in 
mass-produced synchronous semiconductor memory 
devices and the set-up time and the hold time come to have 
some error, possibility of correct data reading by a data 
reading apparatus becomes higher. Therefore, the number of 
products that would have been regarded defective decreases, 
and production yield can be improved. 

Modification of the First Embodiment 

[0079] Generally, there is a variation in electrical charac- 
teristics of devices among mass-produced synchronous 
semiconductor memory devices. Therefore, sometimes the 
signal propagation time of delay circuit 212 and the signal 
propagation time of delay circuit 222 for adjusting tLZ in 
data output control circuit 200 are not the same. In the 
following, a configuration for adjusting propagation time of 
delay circuits will be described. 

[OOIIO] Referring to FIG. 6, a data output control circuit 
200a dilfers from data output control circuit 200 in accor- 
dance with the first embodiment shown in FIG. 3 in that a 
delay control unit 210a is provided in place of delay control 
unit 210, and that a delay control unit 220a is provided in 

place of delay control unit 220. Other configurations and 
functions are the same as those of data output control circuit 
200, and therefore, detailed description will not be repeated. 

[OOII1] Delay control unit 210a dilfers from delay control 
unit 210 in that a delay circuit 212a is provided in place of 
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delay circuit 212. Other configurations and functions are the 
same as those of delay control unit 210, and therefore, 
detailed description will not be repeated. 

[00II2] Delay control unit 220a dilfers from delay control 
unit 220 in that a delay circuit 222a is provided in place of 
delay circuit 222. Other configurations and functions are the 
same as those of delay control unit 220, and therefore, 
detailed description will not be repeated. 

[00II3] Next, internal configuration of delay circuit 212a 
having the function of adjusting the signal propagation time 
will be described. 

[00II4] Referring to FIG. 7, delay circuit 212a has a 

propagation time adjusting circuit 260 and an inverter 219 
connected in series. 

[00II5] Propagation time adjusting circuit 260 has n invert- 
ers 260. 1 to 260. n connected in parallel. Inverter 260. 1 has 
a fuse 61, a P channel MOS transistor 62, an N channel MOS 
transistor 63 and a fuse 61a connected in series between the 
power supply voltage Vcc and the ground voltage GND. 
Each of inverters 260. 2 to 260. n has the same configuration 
as inverter 260. 1, and therefore, detailed description will not 
be repeated. 

[00II6] A signal from node ¹1 is input to the gates of P 
channel MOS transistor 62 and N channel MOS transistor 63 
in inverter 260. 1. Similarly, the signal from node ¹1 is input 
to the gates of P channel MOS transistor and N channel 
MOS transistor of each of inverters 260. 2 to 260. n. A signal 
output from a connection node ¹N between P channel MOS 
transistor 62 and N channel MOS transistor 63 of inverter 
260. 1 is output as a signal of an inverted level by inverter 
219 to transmission gate 213. The signal output from the 
connection node between the P channel MOS transistor and 
the N channel MOS transistor of each of inverters 260. 2 to 
260. n is similarly output as a signal of the inverted level by 
inverter 219 to transmission gate 213. 

[00II7] When fuses 61 and 61a are not blown-olf, inverter 
260. 1 outputs a signal which is level-inverted from the 
signal input from node ¹1 to inverter 219. Similarly, when 
two fuses in each of inverters 260. 2 to 260. n are not 
blown-olf, each of inverters 260. 2 to 260. n outputs a signal 
which is level-inverted from the signal input from node ¹1 
to inverter 219. 

[00IIII] Therefore, it follows that inverters 260. 1 to 260. n 

in propagation time adjusting circuit 260 are connected 
parallel to each other. Accordingly, by blowing-olf the two 
fuses (hereinafter referred to as a fuse group) of each of 
inverters 260. 1 to 260. n by laser beam or the like, drivability 
of propagation time adjusting circuit 260 can be adjusted. 
Specifically, when a larger number of fuse groups are 
blown-olf, propagation time adjusting circuit 260 comes to 
have smaller drivability, and when a smaller number of fuse 
groups are blown-off, propagation time adjusting circuit 260 
comes to have larger drivability. When the drivability of 
propagation time adjusting circuit 260 becomes smaller, the 
time for the signal input from node ¹1 to be output as a 
signal of the inverted level from node ¹N (hereinafter also 
referred to as a signal level transition time) becomes longer. 
When the drivability of propagation time adjusting circuit 
260 becomes larger, the signal level transition time becomes 
shorter. 

[00II9] When the voltage level of the signal input from 
node ¹N becomes lower than or higher than a prescribed 
threshold value, inverter 219 outputs a signal of which level 
is inverted from the signal input from node ¹N. Specifically, 
inverter 219 has a function of determining whether the input 
signal is lower than or higher than a prescribed threshold 
value. 

[0090] When the signal level transition time is long, the 
time for the signal output from node ¹N to be output as the 
signal of the inverted level by inverter 219 becomes longer. 
In other words, the signal propagation time of delay circuit 
212a becomes longer. 

[0091] When the signal level transition time is short, the 
time for the signal output from node ¹N to be output as the 
signal of the inverted level by inverter 219 becomes shorter. 
In other words, the signal propagation time of delay circuit 
212a becomes shorter. 

[0092] Delay circuit 222a has the same configuration and 
functions as delay circuit 212a, and therefore, detailed 
description will not be repeated. 

[0093] Therefore, by the number of the fuse groups that 
are blown-olf in delay circuit 212a or 222a, signal propa- 
gation time of delay circuit 212a or 222a can be adjusted. 

[0094] As described above, in synchronous semiconductor 
memory device 1000 in accordance with the modification of 
the first embodiment, even when electrical characteristics 
vary at the time of mass production and it is found after 
product test that tLZ is out of the designed range, it is 
possible to adjust tLZ to be within the designed range by 
adjusting the signal propagation time of delay circuit 212a 
or 222a. Therefore, production yield can be improved. 

[0095] Though a configuration in which the synchronous 
semiconductor memory device is represented by a DDR- 
SDRAM has been described in the first embodiment and in 
the modification thereof, application of the present invention 
is not limited to the field in which the synchronous semi- 
conductor memory device is the DDR-SDRAM. When the 
synchronous semiconductor memory device is a memory of 
other specification (for example, an SDRAM), data output 
timing in a burst read operation can be adjusted by applying 
data output control circuit 200 or 200a to the data input/ 

output circuit. 

[0096] Although the present invention has been described 
and illustrated in detail, it is clearly understood that the same 
is by way of illustration and example only and is not to be 
taken by way of limitation, the spirit and scope of the present 
invention being limited only by the terms of the appended 
claims. 

What is claimed is: 
1. A synchronous semiconductor memory device operat- 

ing in synchronization with a clock signal, comprising: 

a memory cell array having a plurality of memory cells 
arranged; 

an output control circuit burst-reading a plurality of read 
data from said memory cell array, and sequentially 
generating a plurality of read instructions indicating 
levels of said plurality of read data respectively, in 
synchronization with said clock signal; 
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a data output circuit outputting data in response to each of 
the sequentially generated said plurality of read instruc- 
tions; 

a transmission control unit provided between said output 
control circuit and said data output circuit and trans- 
mitting each of said plurality of read instructions gen- 
erated by said output control circuit to said data output 
circuit; and 

a signal propagation control circuit determining whether 
each of said plurality of read instructions sequentially 
generated by said output control circuit corresponds to 
a first one or a second or following one of said plurality 
of read data; wherein 

said transmission control unit transmits, in accordance 
with a result of determination by said signal propaga- 
tion control circuit, said read instruction corresponding 
to said first one of said plurality of read data with a first 
transmission time to said data output circuit, and trans- 
mits said read instruction corresponding to said second 
or following one of said plurality of read data with a 
second transmission time being diferent from said first 
transmission time to said data output circuit. 

2. The synchronous semiconductor memory device 
according to claim 1, wherein 

said first transmission time is longer than said second 
transmission time. 

3. The synchronous semiconductor memory device 
according to claim 1, further comprising 

a voltage setting circuit precharging each of first and 
second nodes electrically connected to said data output 
circuit to a prescribed voltage before said burst-read- 

ing, and separating each of said first and second nodes 
from said prescribed voltage after a start of said burst- 
reading; wherein 

each of said plurality of read instructions includes a first 
control signal and a second control signal set to 
complementary levels dependent on the level of the 
corresponding read data; 

said transmission control unit transmits said first control 
signal and said second control signal generated by said 
output control circuit to said first node and said second 
node, respectively, with one of said first transmission 
time and said second transmission time, dependent on 
said result of determination by said signal propagation 
control circuit; and 

said signal propagation control circuit includes a deter- 
mining unit determining, based on voltage levels of 
said first node and said second node, whether said first 
control signal and said second control signal generated 

by said output control circuit correspond to said first 
one or said second or following one of said plurality of 
read data. 

4. The synchronous semiconductor memory device 
according to claim 3, wherein 

said determining unit has 

a logic circuit outputting a determination signal in accor- 
dance with a result of logical operation between the 
voltage level of said first node and the voltage level of 
said second node, and 

a transmission circuit transmitting said determination 
signal from said logic circuit to said transmission 
control unit, during a period of time starting from 
generation of said first control signal and said second 
control signal by said output control circuit up to a next 
generation of said first control signal and said second 
control signal; and wherein 

said transmission control unit switches said first transmis- 
sion time and said second transmission time in accor- 
dance with said determination signal from said trans- 
mission circuit. 

5. The synchronous semiconductor memory device 
according to claim 1, wherein 

said transmission control unit has 

a delay circuit for providing a delay time corresponding to 
difference between said first transmission time and said 
second transmission time, and 

a path switch transmitting said read instruction corre- 
sponding to said first one of said plurality of read data 
to said data output circuit through said delay circuit and 
transmitting said read instruction corresponding to said 
second or following one of said plurality of read data to 
said data output circuit bypassing said delay circuit, 
dependent on said result of determination by said signal 
propagation control circuit; and wherein 

said delay time of said delay circuit is adjustable in a 
non-volatile manner by an input from outside of said 
delay circuit. 

6. The synchronous semiconductor memory device 
according to claim 5, wherein 

said delay circuit has at least one propagation time 
adjusting circuit formed of a plurality of CMOS invert- 
ers each having a prescribed drivability and connected 
in parallel with each other, 

said plurality of CMOS inverters connected in parallel 
each being disconnected in accordance with said input. 
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