Fast Network Re-optimization Schemes for
MPLS and Optical Networks

Randeep Bhatia, Murali Kodialam, and T.V. Lakshman

Bell Labs, Lucent Technologies,
{randeep, lakshman}@research.bell-labs.com., muralik@dnrc.bell-labs.com.

Abstract. This paper presents algorithms for re-optimizing network
routing in connection-oriented networks such as Multi-Protocol Label
Switched (MPLS) networks. The objective in re-optimization is to allow
the network to carry more traffic without adding capacity. The need for
re-optimization arises because of dynamic connection routing where con-
nections, such as bandwidth guaranteed Label Switched Paths (LSPs) in
MPLS networks, are routed as they arrive one-by-one to the network.
Continual dynamic routing leads to network inefficiencies due to the
limited information available for routing and due to simple path selec-
tion algorithms often used to satisfy connection set-up time constraints.
We present a re-optimization scheme, where the reoptimizer constantly
monitors the network to determine if re-optimization will lead to suf-
ficient network efficiency benefits. When sufficient benefits can be ob-
tained, the re-optimizer computes the least cost set of connections which
must be re-routed to attain the necessary network efficiency and then
computes the routes for the connections to be re-routed. We develop ef-
ficient re-optimization algorithms and demonstrate by simulations that
several network performance metrics are significantly improved by re-
optimization.

1 Introduction

We consider efficient network routing in connection oriented networks such as
MPLS, Optical, and ATM networks. Efficient network routing with QoS guar-
antees has been well studied in both offline (where all connections to be routed
are known ahead of time) and online (where connections arrive to the network
one-at-a-time) contexts [3,6,7]. However, the hybrid scenario where the network
dynamically routes most connections in an on-line fashion and occasionally re-
optimizes the network routing has not been studied extensively. This paper con-
siders network re-optimization in dynamically routed connection oriented net-
works.

Online connection routing is used in networks for quick set-up of connections.
An example is the set-up of bandwidth guaranteed LSPs in MPLS networks [4].
Here, LSP set-up requests arrive to edge routers which route the LSP using a
quick path selection scheme such as min-hop or shortest path with a priori fixed
weights. The routing algorithm uses the OSPF link-state database to obtain
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topology and link-bandwidth usage (made possible by traffic engineering exten-
sions to OSPF). The simple path selection scheme and the limited information
available for online routing can cause network capacity to be inefficiently used.
It is possible that LSP requests between certain ingress-egress pair are rejected
due to lack of capacity whereas a more efficient network routing would allow
successful LSP routing. The objective of network re-optimization is to offset the
inefficiencies of online dynamic routing by occasional re-routing of LSPs.

We develop a re-optimization scheme where the re-optimizer monitors the
network by keeping track of the aggregate routed traffic between the network
ingresses and egresses. It also obtains the network topology by passive peering to
the network routing protocol or by periodically obtaining the routing protocol’s
link state data base from one the routers (or switches) in the network. Knowing
the currently routed aggregate traffic, the re-optimizer computes the potential
benefit from re-optimization. This is done by comparing the amount of additional
traffic that can be accommodated in the current network, if the traffic were to
scale proportionally to the current load, to that which can be accommodated if
the the network were to be re-optimized. If this re-optimization benefit is consid-
ered sufficient (exceeds a set threshold), then the re-optimizer computes the set
of connections which need to be re-routed so as to incur the minimum re-routing
cost. Re-routing costs are determined using a re-routing penalty associated with
every connection. The new routes for the set of connections to be re-routed is
also computed by the re-optimizer. A key feature of our scheme is the ability to
keep the network well balanced by ensuring sufficient available capacity between
all ingress-egress pairs so that connections arriving to specific ingress-egress pairs
are not all rejected. Note that since the re-optimization algorithms do not run
on the network elements and re-optimization is infrequent, the re-optimization
algorithms do not have to be restricted to very simple computations as is the
case for online routing. Nevertheless, for large networks it is desirable to find
computationally efficient re-optimization schemes.

Overall, our scheme has the following characteristics:

1. Use of limited network knowledge to compute re-optimization benefit.

2. Use of a network efficiency measure that ensures better network performance
for online routing and the admission of more connections to the network.

. Minimal re-routing to achieve high efficiency.

4. Computationally efficient

w

2 Outline and Assumptions

For illustrative purposes, consider an MPLS network where bandwidth guaran-
teed LSPs are provisioned between edge routers. (We use the terms LSPs and
connections synonymously in the rest of the paper.) Requests for new LSPs ar-
rive to the network over time. When an LSP set-up request arrives to an edge
router, if the network has enough capacity to accommodate the request, the
request causes an LSP set-up using a signaling protocol such as RSVP-TE or
CR-LDP. Otherwise the request is rejected. Requests for tear-down of existing
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LSPs also arrive over time leading to the network freeing up resources for the
removed LSPs. Thus at any given time the network may have LSPs provisioned
between certain pair of edge routers. However, the chosen network routing may
not be efficient in the sense that the network may have insufficient capacity be-
tween certain ingress-egress pairs to accommodate new LSP requests, whereas
a different allocation of routes to LSPs would permit it. The networks routing
optimality may be restored by occasional re-optimization that re-routes some of
the LSPs. Note that features such as the make-before-break feature in RSVP-
TE [1] are usable for LSP re-routing. The paper presents an efficient scheme for
re-optimization that can dramatically improve the performance of the network
in terms of its ability to accommodate new LSPs.

The network is to be re-optimized to maximize its ability to accommodate
the future demands. Even though demands (connection or LSP set-up requests)
arrive in an online fashion, we will assume that the long term average traffic be-
tween ingress-egress pairs remain in proportion to what the network is currently
carrying (i,e., in the absence of traffic forecasts, we take the current network
traffic to be indicative of the long term to within a scaling factor). Here a de-
mand for a source sink (ingess-egress) edge router pair represents the aggregate
bandwidth of all the LSPs to be provisioned between the source sink pair.

We define a “Network Efficiency Measure” for measuring the instantaneous
routing efficiency with respect to performance metrics of interest. Informally
this measures the fraction or multiple of the traffic demand matrix that can be
accommodated by the network. In general the network may be able to accommo-
date a bigger fraction (or multiple) of the demand between a given source sink
pair but at the expense of other source sink pairs. However we are interested in
a fair network efficiency measure that tries to maximize the minimum fraction of
demands that can be accommodated for any given source sink pair. In the spirit
of max-min fairness we can generalize this measure to first maximize the mini-
mum fraction of demands that can be accommodated for any given source sink
pair. Then for the source sink pairs that can still accommodate more demands
we maximize the minimum fraction of demands that can be accommodated for
these source sink pairs and so on. We use a Network Efficiency Measure where
we maximize the minimum fraction of demands accommodated for every source
sink pair.

For a fixed demand matrix and for a particular Network Efficiency Measure
the re-optimization algorithm works as follows. Given the network with some
currently provisioned LSPs we measure the efficiency of the network, assum-
ing that the currently provisioned LSPs stay as they are. Next we compute the
maximum possible gain in the efficiency of the network that can be obtained
by re-routing the provisioned LSPs. If this gain in network efficiency is signif-
icant then we proceed with the re-routing of the LSPs. Finally among all the
re-routings that result in the same improvement in the network efficiency the
algorithm chooses the one which minimizes the cost of re-routing. The algo-
rithm allows the operator to assign a cost-benefit measure down to the level of
individual LSPs to guide the algorithm in picking the solution of minimum cost.

We now describe our scheme in more detail. We will start out by assuming the
demand matrix is scaled from the currently provisioned traffic demands between
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Fig. 1. Illustrative Example

source sink pairs and we will use the Network Efficiency Measure to maximize
the minimum fraction of demands accommodated for every source sink pair.

3 Key Ideas for the Re-optimization Scheme

In this section, we give an informal description of the key ideas used for the
re-optimization scheme. The next section presents a more formal mathematical
description.

3.1 Illustrative Example

Connection oriented networks that use online routing tend to get unbalanced over
time resulting in uneven load distribution. This may lead to some links getting
congested that are “critical” for carrying some future demands. Re-optimization
involves balancing the load on the links such that network congestion is allevi-
ated. We illustrate this with a simple example. Figure 1 shows a network of 9
nodes. Associated with each link is its capacity as shown in the figure. Nodes 1
and 3 are ingress routers and nodes 2 and 4 are egress routers. Demands for con-
nections arrive between two pair of nodes (1,2) and (3,4). We assume that the
network uses min-hop routing. For illustrative purposes we make the assumption
that all connections require 1Mbps of bandwidth. We also assume that connec-
tions last for a long time, thus a connection once provisioned stays provisioned
in the network permanently.

Let the first demand be for a connection from node 1 to node 2 of bandwidth
1Mbps. Note that this will be routed over the path 1,5, 6,2 since this is the min-
hop path between node pair (1,2). In fact all connections for node pair (1,2)
will be routed over the path 1,5,6,2 until some link on this path runs out of
available capacity. Subsequently additional connections for node pair (1,2) will
be routed over path 1,7,8,9,2. The connections for the node pair (3,4) have
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only one choice: they can only be routed over path 3,5, 6, 4. Note that link (5, 6)
is one of the critical links for the connections for node pair (3,4) and as long this
link has available capacity all the newly arrived connections, for both node pairs,
will be routed over this link. At the same time the other links such as those on
path 1,7,8,9,2 remain unloaded. Thus assuming a uniform mix of connections
for the two node pairs, over time the network would get unbalanced.

Now consider the scenario where the network is to support 5000 connections
for each of the node pairs. Let us say at some time t; 2500 connections for
each of the node pair (3,4) and (1,2) have arrived and been provisioned in
the network. Note that connections for node pair (3,4) are routed over path
3,5,6,4 while those for node pair (1,2) are routed over path 1,5,6,2. At this
point the link (5, 6) is loaded to its full capacity and no more connections can be
accommodated in the network for node pair (3,4). Note that this is not due to
the network not having enough capacity to admit any more connections for node
pair (3,4). But it is due to the load imbalance which results in some capacity
getting stranded in the network. This stranded capacity can be recovered by
re-balancing the network. One possible re-optimization involves migrating the
connections for node pair (1,2) from the path 1,5,6,2 to the path 1,7,8,9,2,
thus alleviating the congestion on the link (5,6). Note that this creates enough
capacity in the network to accommodate 2500 more connections for node pair
(3,4). Let this re-optimization be performed at time ¢; and then subsequently at
some time ¢y let 1000 additional connections for each of the node pair (3,4) and
(1,2) have arrived and been provisioned in the network. Note that the additional
connections for node pair (3,4) are routed over path 3,5,6,4 while those for
node pair (1,2) are routed over path 1,5,6,2. At this point the network can
only admit 500 more connections for node pair (3,4). However by doing another
re-optimization where all of the (1,2) connections are migrated from the path
1,5,6,2 to the path 1,7,8,9, 2, we create enough capacity to accommodate 1500
additional connections for node pair (3,4).

The example shows that periodic re-optimization of these connection oriented
networks helps recover the stranded capacity and keeps the network re-balanced.
However re-optimization has a cost associated with it in terms of the disruption
of provisioned connections possibly resulting in traffic hits. Thus re-optimization
has to be carefully planned to maximize the benefits gained in terms of the
recovered stranded capacity. To do this we need some quantification of how
useful re-optimization is for a given state of the network. To this end we define
a “network efficiency” measure. We compute the network efficiency before and
after (a potential) re-optimization. If re-optimization can lead to a significant
gain in the network efficiency we proceed with re-optimization otherwise we
continue with the current state of the network.

In the example above the "network efficiency” of the network is computed at
time t; as follows. Given the state of the network at time ¢; we ask the question
what fraction of the demand matrix (5000 connections for each of the node
pairs) can be accommodated by the network. Note the network has already
accommodated 2500 connections for each node pair and the network cannot
accommodate any more connections for the node pair (3,4). Thus this fraction
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is 2500/5000 = 0.5. Thus the network efficiency of the network at time ¢; is
0.5. However if we were to re-reroute all the connections provisioned on the path
1,5,6,2 to the path 1,7,8,9, 2 then the network can accommodate a total of 5000
connections for each of the node pairs (assuming an optimal routing algorithm
is used for routing the additional connections), with all the connections for node
pair (1,2) routed on the path 1,7,8,9,2, and all the connections for node pair
routed on the path 3,5,6,4. Thus the network efficiency after re-optimization
is 5000/5000 = 1.0 a gain of 100%. Similarly at time to the network can only
admit a total of 3500 connections for node pair (3,4), giving a network efficiency
of 3500/5000 = 0.7. Also note that the network can admit 5000 connections for
each node pair after re-optimization giving a network efficiency of 1.0 subsequent
to re-optimization. Thus re-optimization at time ¢, will result in a gain of about
43%.

4 Basic Re-optimization Scheme

4.1 Network Model

In the following we describe the network model that we use in the rest of the
paper. We assume we are given a network with N routers (also called nodes)
and M links between them. The network supports demands between n source
sink router pairs (¢, 7) where each source and sink router is an edge router. These
source sink pairs are numbered 1 to n and for the k-th source sink pair (i, j) there
is currently dp amount of end to end demand provisioned in the network. This
demand for a source sink pair is measured by the aggregate bandwidth allocated
to all the LSPs between the source sink pair. We also denote this currently
provisioned demand between source sink pair (i,7) by d(; 5)- In addition we
denote by Dy; jy or Dy the total desired demand to be supported for the k-th
source sink pair (z,j) as defined by a demand matrix D. For each link e in the
network c(e) and b(e) denote its current residual capacity and its total capacity
respectively.

In this section we assume that the demand matrix is defined by the currently
provisioned demands between source sink pairs and we will use the Network
Efficiency Measure to maximize the minimum fraction of demands accommo-
dated for every source sink pair. Thus D; jy = d(; ;) and the Network Efficiency
Measure is the largest value for A such that at least Ad; ;) demand can be
accommodated between source sink pair (4,j). Our results extend to the the
more general demand matrix and the more general Network Efficiency Measure.
However for lack of space we omit these results from this paper.

4.2 Solution Approach

In this section we outline our approach to re-optimization. We first present our
ideas for quantifying the usefulness of re-optimization for a given network. To this
end we define a natural "network efficiency” measure. We compute the network
efficiency before and after (a potential) re-optimization, which in conjunction
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with a network re-optimization benefit threshold help us determine the benefit
of re-optimization. Having determined that re-optimization is beneficial, we de-
termine a re-optimization solution that involves minimal amount of disruption
to the network. All these ideas are formally presented in the following sections.

4.3 Network Efficiency Measure before Re-optimization

We now formally define the Network Efficiency Measure for a network with
currently provisioned demands d(; ;) between source sink pairs (4,7). Here we
are interested in the Network Efficiency Measure before re-routing. Thus we
assume that the currently provisioned flows stay as they are and we want to
compute the additional flow that can be routed between each source sink pair.
Here we measure the efficiency of the network by the maximum value of A + 1
where there exist a multi-commodity flow between every source sink pair such
that the flow assigned in this multi-commodity flow to source sink pair (i, 7)
is d(; jyA and the total flow through any link e is at most c(e). Thus if r is the
efficiency then we can increase the flow between every source sink pair by a factor
of r—1. Note also that > 1 and the larger r is the more "efficient” the network
is in admitting new connections between any source sink pair. Intuitively we are
taking the currently provisioned demand matrix as a measure for the expected
demand in the future to within a multiplicative factor such that we expect the
demand ratios for future demands to follow the ratios in the current demand
matrix.

We take the total traffic demand between a source-sink router pair to be a
single commodity. We denote by f*(P) the flow for commodity k for the k-th
source sink pair on path P. Then X can be obtained as a solution to the following
multi-commodity concurrent flow problem.

max A (1)

n

Y. D ff(P)<cle) VeeE (2)

k=1 P:ecP

S Py =XNdp (3)
P

ff(Py>0 YP Vk (4)

4.4 Network Re-optimization Benefit Measure

This measures the maximum network efficiency that can be obtained by re-
routing the existing demands in the network.

The Network Re-optimization Benefit Measure is thus the maximum value of
A where there exist a multi-commodity flow between every source sink pair such
that the flow assigned in this multi-commodity flow to source sink pair (7,7) is
dgi ;A and the total flow through any link e is at most b(e). Thus if b is the
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network re-optimization benefit then note that b/r > 1 and that by re-routing
the existing demands the efficiency of the network can be increased to b.

Note that b = A can be obtained as a solution to the following multi-
commodity concurrent flow problem.

max A (5)

Y. D f(P)<ble) VeeE (6)

k=1 P:ecP

S Py =Xdi VE (7)
=

fEPy>0 VP Vk 8)

4.5 Network Re-optimization Benefit Threshold

A threshold « is used which is used to determine if network re-optimization is
beneficial. In other words we say that it is beneficial to do network optimization
if the ratio of the network benefit measure b and the network efficiency measure
r exceeds a. Our goal would be to do re-routing so that after re-routing the
efficiency of the new network is ra.

4.6 Minimum Cost Re-routing

As mentioned in the introduction our goal is not just to improve the network
efficiency but to do this with re-routing of minimum cost. Note that these are
contradictory goals since minimum cost re-routing would imply least network
efficiency and vice versa. However in order to achieve a balance we strive to in-
crease the efficiency of the network to ra yet at the same time find the minimum
cost re-routing that achieves this network efficiency. Here we outline a scheme
for just this.

The algorithm allows the operator to assign a cost-benefit measure down to
the level of individual LSPs to guide it in picking the re-routing solution of min-
imum cost. Let 2*(P) denote the amount of commodity k currently provisioned
on path P. Let LSP; denote the set {(P,k) : z*(P) > 0)}. We assume that
LSP; is some operator specified splitting of the flow for commodity %k in the
existing network. We will assume an ordering of the elements of LS Py such that
the i-th element is denoted by tuple (k, fx(¢)) and would correspond to flow for
commodity k on path Py, (;), for some function fj. For convenience we will write
fx as f whenever the dependence on k is obvious from the context. Thus we will
denote the i-th tuple as (k, f(i)). Let LS P denote the union of the n sets LSPj.
We assume that the operator has associated a cost ¢*(P) for the flow of com-
modity k& that is not routed on path P in any re-routing. Let (k, (7)) € LSPy.
Let P denote the path Pj(;). Thus commodity k has 2% > 0 flow provisioned
on path P. Let after re-routing only a fraction f of this flow stay on path P.
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Then a cost of (1 — f)c¥(P) is incurred for the commodity k for this path in the
re-routing solution.

We now present a scheme for determining the re-routing solution of minimal
cost that achieves the required re-optimization benefit. This scheme is based
on solving a budgeted version of the maximum concurrent flow problem. First
we split each commodity & into |LSPy| + 1 commodities such that the i-th
commodity among the first |LSPy| commodity corresponds to the i-th tuple
(k, f(i)) € LSP,. We set the demand for the i-th commodity among the first
|LSPy| commodity, which we denote by (k,i), to a*(Py;))/(ra). We set the
demand for the |LSPy| + 1-th commodity, denoted by (k,|LSPy| + 1), to

dp =Y @ (Pppy)/(ra) = di(1 = 1/(ra)).

(k1)

For sake of simplicity we will use the notation P; for Py(i) in the following
description.

The i-th commodity denoted by (k,i), for i < |LSPg| can be routed on
any path, however for any flow not routed on path P; a cost per unit flow of
ck(Py)/x*(P;) is incurred. We solve a maximum concurrent multi-commodity
flow problem for these commodities subject to the constraint that the total cost
incurred is some budget B. Our aim is to find the smallest value for B such that
the solution to this maximum concurrent flow problem is A = ra. Putting this
together we get the following budgeted maximum concurrent flow problem:

max A\ 9)
n |LSPg|+1
S>> fmI(P)<ble) VecE (10)
k=1 =1 P:ecP
SOFENP)y=Ndgy VE 1<i<|LSP+1 (11)
P
fENPY>0 VP Vk 1<i<|LSP|+1 (12)
n |LSPx|
(P (ki
;rk((P; > P <B (13)
k=1 i=1 Y p£p;

Here f*:)(P) denotes the flow for commodity (k, i) on path P and d( ;) denotes
the demand for commodity (k,i). Note that here c¢*(P;)f is the cost incurred
for routing a fraction 1 — f of the currently provisioned flow on path P; for
commodity k.

Claim 1. There exists a choice of B for which the optimal solution to this LP
A =ra.

Proof. Let A = g(B) denote the optimal solution to the budgeted LP for a given
value B of the budget constraint. Note ¢g(B) is monotonically non-decreasing
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in B. In addition ¢g(B) is a continuous function of B, since from a flow scaling
argument it follows that for B’ < B, g(B’) > ¢g(B)B’/B. Note that if B is set

to the value
n |LSP:|

2, 2 P
k=1 i=1

then A = ra is a feasible solution to the budgeted LP. Thus for this choice of B
we have g(B) > ra. Also if B is set to 0 then A = ra is not a feasible solution
to the budgeted LP, since then even without re-routing we will have a network
efficiency of ra. Thus for this choice of B we have g(B) < ra. Thus by continuity
of g(B) there exists a B for which g(B) = ra. 0
Corollary 2. The choice of B for which \* = ra can be found to within a factor
of (1+¢€) by performing a binary search for an additional running time factor of

LSP,
10g1+52k 12‘ + k( )

4.7 LSP Rerouting

Note that so far we have looked at the flows for a commodity at the granularity of
the paths which define the set LS Py,. In general for each path P such that (P, k) €
LS P, we may have multiple LSPs (connections) for commodity & provisioned
on it, and our goal is to find a re-routing for these individual connections so as
to maximize the total profit. We use the solution of the linear program given
by the constraints ( 9) to ( 13) as a starting point for computing a re-routing
solution for the individual connections.

The overall algorithm for the re-routing of the connections uses at most four
phases. The first phase involves solving the multi-commodity flow problems as
described in previous sections. In the second phase we find a set of connections
that do not need to be re-routed, since they are currently routed over a path
on which sufficient flow is routed by the multicommodity solution. The connec-
tions are selected in a priority order which can be modified by the operator. As
connections are assigned to path the flows on the paths are updated to reflect
the capacity that is used up by the assigned connections. The third phase is
a re-routing phase where connections unassigned in phase two are assigned to
paths on which positive flow was routed in the multicommodity solution (and
as updated by phase two). Here again the algorithm selects the connections to
be re-routed in an order defined by their priorities and it tries to assign selected
connections to the first path in which they can fit i.e. the path has enough flow
associated with it, for the source sink pair of the connection, to accommodate
the connection. As connections are assigned to path the flows on the paths are
updated to reflect the capacity that is used up by the assigned connections. The
fourth phase is required if some connections remain un-assigned after the three
phases. In our simulations this phase was rarely invoked. This phase involves re-
routing the leftover connections by using constrained shortest path first (CSPF)
over the residual graph resulting from phase three.

Note that the re-routing scheme described above requires the knowledge of
the currently provisioned connections on each path for each commodity. This

Arista Networks, Inc., Ex. 1010, Page 10
Arista Networks, Inc. v. Orckit Corporation, IPR2024-01238



Fast Network Re-optimization Schemes for MPLS and Optical Networks 259

knowledge is available on the edge routers corresponding to the source sink pair
for each of the commodity k. The edge router for commodity & just needs to know
the flows f& for each (P, k) € LSPs. Therefore a natural place to implement such
a scheme would be in the edge routers. This means that the route server need not
have information about all the connections that are provisioned in the network
and thus it can gather all the information it needs to solve the three linear

programs by passively peering with OSPF-TE and/or looking into the network
mib elements.

4.8 Overall Scheme

We now describe the overall re-optimization algorithm.

Phase I
r = solution of LP defined by equations ( 1) to ( 4)
b = solution of LP defined by equations ( 5) to ( 8)
If% < « then Stop; /* Re-optimization is not useful */
B* = value of B in LP defined by equations ( 9) to ( 13) for which A = ra
f%*9)(P) = solution of LP defined by equations ( 9) to ( 13) for B = B*, Vk, i, P
fE Py =32, f&I(P) Yk, P

Phase II /* Find connections that are not to be re-routed */
Fork=1ton
For connection s; = s1, o ... of k-th source sink pair
Let P be the path for s;.
If Bandwidth b; for connection s; is < f*(P).
s; stays routed on P.
(P) = f5(P) — b
EndIf
end For
end For

Phase III /* Re-route remaining connections */
Fork=1ton
For connection s; = sy, Sa, ... of k-th source sink pair
For paths P; = Py, Ps, ... between k-th source sink pair
If Bandwidth b; for connection s; is < f* (P;).
Route s; on P;.
TH(Py) = fH(P)) = b
EndIf
end For
end For
end For

Phase IV /* CSPF to re-route un-assigned connections */
Let s1,$o2,...s, be the set of un-assigned connections
Fori=1tor
Use CSPF to route connection s; over the residual network
Update residual network
end For

Arista Networks, Inc., Ex. 1010, Page 11
Arista Networks, Inc. v. Orckit Corporation, IPR2024-01238



260 R. Bhatia, M. Kodialam, and T.V. Lakshman

5 Efficient Implementation

Note that our scheme relies heavily on solving linear programs for certain multi-
commodity flow problems. Use of linear program solvers is computationally pro-
hibitive if the schemes are to run on devices with limited computational capa-
bilities such as edge routers. We therefore seek fast and efficient algorithms for
solving these linear programs while trading off optimality of the found solutions.
We use the machinery developed by Garg et. al. [2,5] for this purpose.

Note that the results in [2,5] can be directly applied to solve linear program
given by equations ( 1) to ( 4) and to solve linear program given by equations
( 5) to ( 8) to obtain the network efficiency r to within any specified error € of
the optimal value and to to obtain the network re-computation benefit measure
b to within any specified error €. The techniques presented in [2,5] rely only on
shortest path computations on a suitable network and hence are computationally
efficient. More formally the running time is given by:

Claim 3. ( [5]) There is a Fully Polynomial Time Approximation Scheme for
solving the maximum concurrent multicommodity flow problem whose running
time for a connected network with M edges is O(e=2M?2 1log®™® M).

Our budgeted version of the maximum concurrent flow problem as defined by
equations ( 9) to ( 13) differs from the same problem defined in [2], where costs
are associated with flows over edges and not with paths for the flows. Hence the
results in [2] are not directly applicable. However we can modify the results in [2]
to show:

Claim 4. There is a Fully Polynomial Time Approximation Scheme for solving
the budgeted version of the maximum concurrent multicommodity flow problem
that runs in time O(2nlogn+ M)CyTs,, where Cylogn = O(log M (e~2 +logn))
and Ty, = O(N log N+ M) is the running time of a shortest path algorithm such
as Dijkstra. Here n is the number of source sink pairs, N and M are the number
of nodes and edges respectively in the network.

To find the smallest value of the budget for which a network effi-
ciency of ra is achieved we need an additional running time factor of
logy >y SOESPE Gk (Py), as established in Corollary 4.6.

The running time of Phase II and III of the algorithm is dependent on the
number of tuples (P, k) for which f*(P) > 0, and the number of currently
provisioned connections in the network. The former is at most O(2n log n+M)Ca,
where Cy is as defined in Claim 5, since there are these many iterations of
the algorithm for solving the budgeted maximum concurrent flow problem each
potentially routing the flow on a distinct path.

Finally the running time of Phase IV is dependent on the number of un-
assigned connections which is bounded by the number of currently provisioned
connections in the network.

6 Simulation

In this section we present our simulation results for the basic re-optimization
scheme. For our simulation we used a network of 20 nodes which is shown
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T
rerouted —+—

Fig. 3. Minimum of maximum number of connections that can be accommodated for
all source sink pairs

in Fig. 2. All links in the network are bi-directional and have 15 Gbps of to-
tal available bandwidth in each direction. This network has 6 ingress routers:
1,3,4,5,10,11 and 6 egress routers: 6,7,8,9,12,18. The network has 36 source
sink node pairs one for each ingress egress router pairs.
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random for the source sink pairs. Then we load the network with connections
that arrive for node pairs at rate proportional to the demand for the node pairs
in the demand matrix. FEach connection is an LSP of bandwidth 1Mbps. We

Our basic simulation setup is as follows. We generate a demand matrix at
route these connections using min-hop routing. As the network is getting loaded
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Fig. 6. Normalized network efficiency before and after re-routing

we continuously monitor the network efficiency. When the network efficiency
of the loaded network falls below approximately 10% of the network efficiency
of a network obtained by re-routing the provisioned connections we invoke re-
optimization. We then measure the re-optimization gain in terms of the load that
can be handled by the re-optimized network versus the load that can be handled
by the network if no re-optimization was performed. We measure this gain in
terms of two quantities. First we compute the maximum number of additional
connections that the network can accommodate for each source sink pair just
before re-optimization and we compare it to the same quantity immediately after
doing the re-optimization. Second after re-optimization we load the network with
25% additional connections (proportional to the demand for the node pairs in
the demand matrix). We count the number of connections that are rejected for
each source sink pair. We then do the same for the network without performing
re-optimization and compare the two quantities. We also do this before and after
comparison after loading the network with 50% additional connections. Finally
we also compute the network efficiency for different loading of the network for a
particular demand matrix both with and without re-optimization.

In our simulations the number of connections provisioned in the network
ranged from 150000 to 250000. Our simulations were performed with 10 different
demand matrices.

Figure 3 shows the minimum over all source sink pair of the maximum num-
ber of additional connections that can be accommodated by the network for each
source sink pair both before re-routing and after re-routing. The number shown
in the Y-axis is this quantity expressed in units of 1000 connections. The values
are plotted for 10 different demand matrices. Note that we could have plotted
instead of the minimum the average value for all source sink pairs of the max-
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imum number of additional connections. However in general only a handful of
the source sink pairs are blocked due to the un-even load distribution. Thus the
average values tend to be dominated by the majority of non-blocked source sink
pairs and hence are not much different. By plotting the minimum value instead
we are able to see how the load balancing is able to free up the blocked source
sink pairs.

Figure 4 shows the maximum percentage of demands that cannot be accom-
modated by the network for each source sink pair, when the network is loaded
with 25% additional connections from the point where re-optimization is found
to be useful. The figure compares these percentages for the case when re-routing
is performed with the case when the connections are not re-routed. The number
shown in the Y-axis is the maximum percentage of demands and is plotted for 10
different matrices. Note that here too we could have plotted instead of the max-
imum percentages the average percentages for all source sink pairs. However the
same reasoning of there being very few blocked source sink pairs justifies the use
of minimum percentage for illustrating the gains of re-optimization. Figure 5
shows the same for the case when the network is loaded with 50% additional
connections from the point where re-optimization is found to be useful.

Finally Figure 6 shows the variation in network efficiency as the network is
loaded with connections, both when re-optimization is performed and when the
network is not re-optimized. For this simulation we fixed a single demand matrix
and then we loaded the network with connections that arrive for node pairs
at rate proportional to the demand for the node pairs in the demand matrix.
This helps us calibrate the network efficiency in terms of a loading factor of
the demand matrix. The X-axis represents the various loading of the network
(in terms of the demand matrix) and the Y-axis plots the network efficiency
in terms of a loading factor of the demand matrix. At a loading of 13 times
the demand matrix re-optimization is useful since here the network efficiency
of the un-optimized network is less than 15 while by re-optimizing the network
efficiency is raised to 16.6. Also note that if re-optimization is not performed
the network starts rejecting connections at a loading of approximately 15 times
the demand matrix. However if re-optimization is performed the first time the
network starts rejecting connections is at a loading of 16.5 times the demand
matrix.

7 Concluding Remarks

Even though much research attention has been focused on efficient network rout-
ing of bandwidth guaranteed connections, the issue of network re-optimization
has not been extensively studied. Network re-optimization introduces new con-
straints such as minimizing the re-routing cost, working with limited network
information (in comparison to offline routing), and using network efficiency mea-
sures different from those used for offline routing. We presented efficient network
reoptimization algorithms that use limited aggregate information to continu-
ally monitor the network for re-optimization opportunities. The algorithm needs
more detailed connection specific information only when connection re-routing
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is to be done. The algorithms are computationally efficient and can be imple-
mented in network management systems for connection oriented data (MPLS,
ATM) networks or optical networks.
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