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Feature Over view
MultiprotocolLabelSwitching(MPLS) traffic engineeringsoftwareenablesanMPLSbackboneto
replicate and expand upon the traffic engineering capabilities of Layer 2 ATM and Frame Relay
networks.

Traffic engineering is essential for service provider and Internet service provider (ISP) backbones.
Such backbones must support a high use of transmission capacity, and the networks must be very
resilient, so that they can withstand link or node failures.

MPLStraffic engineeringprovidesanintegratedapproachto traffic engineering.With MPLS,traffic
engineeringcapabilitiesareintegratedinto Layer3, whichoptimizestheroutingof IP traffic, given
the constraints imposed by backbone capacity and topology.

MPLStraffic engineeringroutestraffic flowsacrossanetwork basedontheresourcesthetraffic flow
requires and the resources available in the network.

MPLStraffic engineeringemploys"constraint-basedrouting,"in which thepathfor a traffic flow is
the shortest path that meets the resource requirements (constraints) of the traffic flow. In MPLS
traffic engineering,theflow hasbandwidthrequirements,mediarequirements,apriority versusother
flows, and so on.

MPLStraffic engineeringgracefullyrecoversto link or nodefailuresthatchangethetopologyof the
backbone by adapting to the new set of constraints.

Why Use MPLS Traffic Engineering?
WAN connectionsareanexpensiveitemin anISPbudget.Traffic engineeringenablesISPsto route
network traffic in suchawaythatthey canoffer thebestserviceto theirusersin termsof throughput
and delay.

Currently, some ISPs base their services on an overlay model. In this approach, transmission
facilities are managed by Layer2 switching. The routers see only a fully meshed virtual topology,
making most destinations appear one hop away. The use of the explicit Layer 2 transit layer gives
youprecisecontroloverthewaysin whichtraffic usestheavailablebandwidth.However, theoverlay
modelhasanumberof disadvantages.MPLStraffic engineeringprovidesawayto achievethesame
traffic engineering benefits of the overlay model without needing to run a separate network, and
without needing a non-scalable full mesh of router interconnects.

ExistingCiscoIOSsoftwarereleases(for example,CiscoIOSRelease12.0)containasetof features
thatenableelementarytraffic engineeringcapabilities.Specifically, youcancreatestaticroutesand
controldynamicroutesthroughthemanipulationof link statemetrics.Thisfunctionalityis usefulin
some tactical situations, but is insufficient for all the traffic engineering needs of ISPs.

 

Arista Networks, Inc., Ex. 1023, Page 1
Arista Networks, Inc. v. Orckit Corporation, IPR2024-01238



How MPLS Traffic Engineering Works

2 Cisco IOS Release 12.0(5)S

With MPLStraffic engineering,youdonothaveto manuallyconfigurethenetwork devicesto setup
explicit routes.Instead,youcanrelyontheMPLStraffic engineeringfunctionalityto understandthe
backbone topology and the automated signalling process.

MPLS traffic engineering accounts for link bandwidth and for the size of the traffic flow when
determining explicit routes across the backbone.

The need for dynamic adaptation is also necessary. MPLS traffic engineering has a dynamic
adaptation mechanism that provides a full solution to traffic engineering a backbone. This
mechanism enables the backbone to be resilient to failures, even if many primary paths are
precalculated off-line.

How MPLS Traffic Engineering W orks
MPLSis anintegrationof Layer2 andLayer3 technologies.By makingtraditionalLayer2 features
available to Layer 3, MPLS enables traffic engineering. Thus, you can offer in a one-tier network
what now can be achieved only by overlaying a Layer 3 network on a Layer 2 network.

MPLS traffic engineering automatically establishes and maintains the tunnel across the backbone,
usingRSVP. Thepathusedby agiventunnelatany point in time is determinedbasedonthetunnel
resource requirements and network resources, such as bandwidth.

Availableresourcesarefloodedvia extensionsto alink-statebasedInteriorProtocolGateway(IPG).

Tunnelpathsarecalculatedatthetunnelheadbasedonafit betweenrequiredandavailableresources
(constraint-based routing). The IGP automatically routes the traffic into these tunnels. Typically, a
packet crossingtheMPLS traffic engineeringbackbonetravelsonasingletunnelthatconnectsthe
ingress point to the egress point.

MPLS traffic engineering is built on the following IOS mechanisms:

• Label-switchedpath(LSP)tunnels,whicharesignalledthroughRSVP, with traffic engineering
extensions.LSPtunnelsarerepresentedasIOStunnelinterfaces,haveaconfigureddestination,
and are unidirectional.

• A link-stateIGP(suchasIS-IS)with extensionsfor theglobalfloodingof resourceinformation,
and extensions for the automatic routing of traffic onto LSP tunnels as appropriate.

• An MPLS traffic engineering path calculation module that determines paths to use for LSP
tunnels.

• An MPLS traffic engineering link management module that does link admission and
bookkeeping of the resource information to be flooded.

• Label switching forwarding, which provides routers with a Layer 2-like ability to direct traffic
across multiple hops as directed by the resource-based routing algorithm.

One approach to engineer a backbone is to define a mesh of tunnels from every ingress device to
every egress device. The IGP, operating at an ingress device, determines which traffic should go to
whichegressdevice,andsteersthattraffic into thetunnelfrom ingressto egress.TheMPLStraffic
engineering path calculation and signalling modules determine the path taken by the LSP tunnel,
subject to resource availability and the dynamic state of the network. For each tunnel, counts of
packets and bytes sent are kept.

Sometimes, a flow is so large that it cannot fit over a single link, so it cannot be carried by a single
tunnel. In this case multiple tunnels between a given ingress and egress can be configured, and the
flow is load shared among them.
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For moreinformationaboutMPLS(alsoreferredto asTagSwitching),seetheCiscodocumentation
on the World Wide Web at
http://www.cisco.com/univercd/cc/td/doc/product/software/ios111/ct111/rn111ct.htm.

The following sections describe how conventional hop-by-hop link-state routing protocols interact
with new traffic engineering capabilities. In particular, these sections describe how Dijkstra's
shortest path first (SPF) algorithm has been adapted so that a link-state IGP can automatically
forward traffic over tunnels that are set up by traffic engineering.

Mapping Traffic into Tunnels
Link-state protocols like integrated IS-IS use Dijkstra's SPF algorithm to compute a shortest path
treeto all nodesin thenetwork. Routingtablesarederivedfrom thisshortestpathtree.Therouting
tables contain ordered sets of destination and first-hop information. If a router does normal
hop-by-hop routing, the first hop is a physical interface attached to the router.

New traffic engineering algorithms calculate explicit routes to one or more nodes in the network.
Theseexplicit routesareviewedaslogical interfacesby theoriginatingrouter. In thecontext of this
document,theseexplicit routesarerepresentedbyLSPsandreferredtoastraffic engineeringtunnels
(TE tunnels).

Thefollowing sectionsdescribehow link-stateIGPscanmakeuseof theseshortcuts,andhow they
caninstallroutesin theroutingtablethatpointto theseTE tunnels.Thesetunnelsuseexplicit routes,
andthepathtakenby aTE tunnelis controlledby therouterthatis theheadendof thetunnel.In the
absence of errors, TE tunnels are guaranteed not to loop, but routers must agree on how to use the
TE tunnels. Otherwise traffic might loop through two or more tunnels.

Enhancement to the SPF Computation
Duringeachstepof theSPFcomputation,a routerdiscoversthepathto onenodein thenetwork. If
thatnodeis directlyconnectedto thecalculatingrouter, thefirst-hopinformationis derivedfrom the
adjacency database.If anodeis notdirectlyconnectedto thecalculatingrouter, thenodeinheritsthe
first-hop information from the parent(s) of that node. Each node has one or more parents and each
node is the parent of zero or more downstream nodes.

For traffic engineering purposes, each router maintains a list of all TE tunnels that originate at this
router. For each of those TE tunnels, the router at the tailend is known.

During the SPF computation, when a router finds the path to a new node, the new node is moved
from the TENTative list to the PATHS list. The router must determine the first-hop information.
There are three possible ways to do this:

1 Examinethelist of tailendroutersdirectlyreachablebywayof aTEtunnel.If thereisaTEtunnel
to this node, use the TE tunnel as the first-hop.

2 If there is no TE tunnel, and the node is directly connected, use the first-hop information from
the adjacency database.

3 If the node is not directly connected, and is not directly reachable by way of a TE tunnel, the
first-hop information is copied from the parent node(s) to the new node.

As a result of this computation, traffic to nodes that are the tailend of TE tunnels flows over those
TE tunnels. Traffic to nodes that are downstream of the tailend nodes also flows over those TE
tunnels.If thereis morethanoneTE tunnelto differentintermediatenodesonthepathto destination
node X, traffic flows over the TE tunnel whose tailend node is closest to node X.
Arista Networks, Inc., Ex. 1023, Page 3
Arista Networks, Inc. v. Orckit Corporation, IPR2024-01238



How MPLS Traffic Engineering Works

4 Cisco IOS Release 12.0(5)S

Special Cases and Exceptions
The SPF algorithm finds equal-cost parallel paths to destinations. The enhancement previously
describeddoesnotchangethis.Traffic canbeforwardedoveroneor morenative IP paths,overone
or more TE tunnels, or over a combination of native IP paths and TE tunnels.

A special situation occurs in the following topology:

Assumethatall links have thesamecostandthataTE tunnelis setup from RouterA to RouterD.
When the SPF calculation puts Router C on the TENTative list, it realizes that Router C is not
directly connected. It uses the first-hop information from the parent, which is Router B. When the
SPF calculation on Router A puts Router D on the TENTative list, it realizes that Router D is the
tailendof aTE tunnel.ThusRouterA installsa routeto RouterD by wayof theTE tunnel,andnot
by way of Router B.

When Router A puts Router E on the TENTative list, it realizes that Router E is not directly
connected, and that Router E is not the tailend of a TE- tunnel. Therefore Router A copies the
first-hopinformationfromtheparents(RouterCandRouterD) to thefirst-hopinformationof Router
E.

Traffic to Router E now load-balances over the native IP path by way of Router A to Router B to
Router C, and the TE tunnel Router A to Router D.

If parallelnative IP pathsandpathsoverTE tunnelsareavailable,theseimplementationsallow you
to force traffic to flow over TE tunnels only or only over native IP paths.

Additional Enhancements to SPF Computation Using Configured Tunnel Metrics
WhenanIGProuteis installedinto arouterinformationbase(RIB) by meansof TE tunnelsasnext
hops, the distance or metric of the route must be calculated. Normally, you could make the metric
thesameastheIGPmetricovernativeIPpathsasif theTEtunnelsdidnotexist.Forexample,Router
A can reach Router C with the shortest distance of 20. X is a route advertised in IGP by Router C.
Route X is installed in Router A's RIB with the metric of 20. When a TE tunnel from Router A to
RouterC comesup,bydefaulttherouteis installedwith ametricof 20,but thenext-hopinformation
for X is changed.

Althoughthesamemetricschemecanworkwell in othersituations,for someapplicationsit isuseful
to changetheTE tunnelmetric.For instance,whenthereareequalcostpathsthroughTE tunneland
nativeIP links.YoucanadjustTE tunnelmetricsto forcethetraffic to prefertheTE tunnel,to prefer
the native IP paths, or to load share among them.

Again,supposethatmultipleTE tunnelsgo to thesameor differentdestinations.TE tunnelmetrics
can force the traffic to prefer some TE tunnels over others, regardless of IGP distances to those
destinations.

Router A Router B Router C

Router D Router E

26
68

2
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SettingmetricsonTE tunnelsdoesnotaffect thebasicSPFalgorithm.It affectsonly two questions
in only two areas: (1) whether the TE tunnel is installed as one of the next hops to the destination
routers,and(2) whatthemetricvalueis of theroutesbeinginstalledinto theRIB. Youcanmodify
the metrics for determining the first-hop information:

• If the metric of the TE tunnel to the tailend routers is higher than the metric for the other TE
tunnels or native hop-by-hop IGP paths, this tunnel is not installed as the next hop.

• If the metric of the TE tunnel is equal to the metric of either other TE tunnels or native
hop-by-hop IGP paths, this tunnel is added to the existing next hops.

• If themetricof theTE tunnelis lower thanthemetricof otherTE tunnelsor nativehop-by-hop
IGP paths, this tunnel replaces them as the only next hop.

In eachof theabovecases,routesassociatedwith thosetailendroutersandtheirdownstreamrouters
are assigned metrics related to those tunnels.

This mechanism is loop free because the traffic through the TE tunnels is basically source routed.
The end result of TE tunnel metric adjustment is the control of traffic loadsharing. If there is only
onewayto reachthedestinationthroughasingleTE tunnel,thennomatterwhatmetricis assigned,
the traffic has only one way to go.

YoucanrepresenttheTE tunnelmetricin two differentways:(1) asanabsolute(or fixed)metricor
(2) as a relative (or floating) metric.

If you use an absolute metric, the routes assigned with the metric are fixed. This metric is used not
only for the routes sourced on the TE tunnel tailend router, but also for each route downstream of
this tailend router that uses this TE tunnel as one of its next hops.

For example, if you have TE tunnels to two core routers in a remote point of presence (POP), and
one of them has an absolute metric of 1, all traffic going to that POP traverses this low-metric TE
tunnel.

If you use a relative metric, the actual assigned metric value of routes is based on the IGP metric.
Thisrelativemetriccanbepositiveor negative,andis boundedby minimumandmaximumallowed
metric values. For example, assume the following topology:

If there is no TE tunnel, Router A installs routes x, y, and z and assigns metrics 20, 30, and 40
respectively. SupposethatRouterA hasaTE tunnelT1 to RouterC. If therelativemetric-5 is used
ontunnelT1, theroutersx, y, andz havetheinstalledmetricof 15,25,and35.If anabsolutemetric
of 5 is usedontunnelT1, routesx, y andz havethesamemetric5 installedin theRIB for RouterA.
The assigning of no metric on the TE tunnel is a special case, a relative metric scheme where the
metric is 0.

Transitioning an IS-IS Network to a New Technology
ThissectiondiscussestwodifferentwaystomigrateanexistingIS-ISnetwork fromthestandardISO
10589 protocol, towards a new flavor of IS-IS with extensions.

Metric = 10 Metric = 10

Subnet xMPLS TE-tunnel T1

Metric = 10 Metric = 10

Router A Router B Router C Router D Router E

Subnet y Subnet z

26
51

1
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New Extensions for the IS-IS Routing Protocol
Recently new extensions have been designed and implemented for the IS-IS routing protocol. The
extensions serve multiple purposes.

One goal is to remove the 6-bit limit on link metrics. A second goal is to allow for inter-area IP
routes.A thirdgoalis toenableIS-IStocarrydifferentkindsof informationfor thepurposeof traffic
engineering. In the future, more extensions might be needed.

Toserveall thesepurposes,twonew TLVshavebeendefined(TLV standsfor type,length,andvalue
object). One TLV (TLV #22) describes links (or rather adjacencies). It serves the same purpose as
the "IS neighbor option" in ISO 10589 (TLV #2). The second new TLV (TLV #135) describes
reachable IP prefixes. Similar to the IP Neighbor options from rfc1195 (TLVs #128 and #130).

Bothnew TLVs haveafixedlengthpart,followedby optionalsub-TLVs. Themetricspacein these
new TLVs has been enhanced from 6 bits to 24 or 32 bits. The sub-TLVs allow you to add new
propertiesto links andprefixes.Traffic engineeringis thefirst technologyto makeuseof thisability
to describe new properties of a link.

For the purpose of briefness, these two new TLVs, #22 and #135, are referred to as "new-style
TLVs." TLVs #2, #128 and #130 are referred to as "old-style TLVs."

The Problem in Theory
Link-state routing protocols compute loop-free routes. This can be guaranteed because all routers
calculatetheir routingtablesbasedon thesameinformationfrom thelink-statedatabase(LSPDB).
The problem arises when some routers look at old-style TLVs and some routers look at new-style
TLVs. In that case, the information on which they base their SPF calculation can be different. This
differentview of theworld cancauseroutingloopsamongrouters.Network administratorshave to
take great care to make sure that routers see the same view of the world.

The Problem in Practice
The easiest way to migrate from old-style TLVs towards new-style TLVs would be to introduce a
"flag day." A flagdaymeansyoureconfigureall routersduringashortperiodof time,duringwhich
service is interrupted. Assuming the implementation of a flag day is not an acceptable solution, a
network administrator needs to find a viable solution for modern existing networks

Therefore,it becomesnecessaryto find awayto smoothlymigrateanetwork from usingIS-ISwith
old-style TLVs to IS-IS with new-style TLVs.

Anotherproblemthatarisesandrequiresasolutionis theneedfor new traffic engineeringsoftware
to be tested in existing networks. Network administrators want the ability to test this software on a
limited number of routers. They can not upgrade all their routers before they start testing—not in
their production networks and not in their test networks.

The new extensions allow for a network administrator to use old-style TLVs in one area, and
new-stylein anotherarea.However, this is notasolutionfor administratorsthatneedor wantto run
their network in one single area.

Network administratorsneedawayto runanIS-ISnetwork wheresomeroutersareadvertisingand
using the new-style TLVs, and, at the same time, other routers are only capable of advertising and
using old-style TLVs.
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First Solution
One solution when you are migrating from old-style TLVs towards new-style TLVs is to advertise
thesameinformationtwice—oncein old-styleTLVs andoncein new-styleTLVs.Thisensuresthat
all routers have the opportunity to understand what is advertised.

However, with this approach the two obvious drawbacks are

1 The size of the LSPs—During transition the LSPs grow roughly twice in size. This might be a
problemin networkswheretheLSPDBis large.An LSPDBcanbelargebecausetherearemany
routersandthusLSPs.Or theLSPsarelargebecauseof many neighborsor IP prefixesperrouter.
A router that advertises a lot of information causes the LSPs to be fragmented.

A large network in transition is pushing the limits regarding LSP flooding and SPF scaling.
Duringtransitionyoucanexpectsomeextranetwork instability. Duringthistime,youespecially
donotwantto testhow faryoucanpushanimplementation.Thereis alsothepossibilitythatthe
traffic engineeringextensionsmightcauseLSPsto berefloodedmoreoften.For alargenetwork,
this solution could produce unpredictable results.

2 The problem of ambiguity—If you choose this solution, you may get ambiguous answers to
questions such as these:

Whatshouldarouterdoif it encountersdifferentinformationin theold-styleTLVsandnew-style
TLVs?

This problem can be largely solved in an easy way by using:

• all information in old-style and new-style TLVs in an LSP.

• the adjacency with the lowest link metric if an adjacency is advertised more than once.

The main benefit is that network administrators can use new-style TLVs before all routers in the
network are capable of understanding them.

Transition Steps During the First Solution
Here are some steps you can follow when transitioning from using IS-IS with old-style TLVs to
new-style TLVs.

1 Advertise and use only old-style TLVs if all routers run old software.

2 Upgrade some routers to newer software.

3 Configuresomerouterswith new softwareto advertisebothold-styleandnew-styleTLVs.They
acceptbothstylesof TLVs.Configureotherrouters(with oldsoftware)to remainadvertisingand
using only old-style TLVs.

4 Test traffic engineering in parts of their network; however, wider metrics cannot be used yet.

5 If thewholenetwork needsto migrate,upgradeandconfigureall remainingroutersto advertise
and accept both styles of TLVs.

6 Configure all routers to only advertise and accept new-style TLVs

7 Configure metrics larger than 63

Second Solution
Routersadvertiseonly onestyleof TLVs at thesametime,but areableto understandbothtypesof
TLVs during migration.

Onebenefitis thatLSPsstayroughlythesamesizeduringmigration.Anotherbenefitis thatthereis
no ambiguity between the same information advertised twice inside one LSP.
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The drawback is that all routers must understand the new-style TLVs before any router can start
advertising new-style TLVs. So this transition scheme is useful when transitioning the whole
network (or awholearea)to usewidermetrics.It doesnothelpthesecondproblem,wherenetwork
administrators want to use the new-style TLVs for traffic engineering, while some routers are still
only capable of understanding old-style TLVs.

Transition Steps During the Second Solution
1 Advertise and use only old-style TLVs if all routers run old software.

2 Upgrade all routers to newer software.

3 Configure all routers one-by-one to advertise old-style TLVs, but to accept both styles of TLVs.

4 Configureall routersone-by-oneto advertisenew-styleTLVs, but to acceptbothstylesof TLVs.

5 Configure all routers one-by-one to only advertise and to accept new-style TLVs.

6 Configure metrics larger than 63.

Configuration Commands
Cisco IOS has a new "router isis" command line interface (CLI) subcommand called metric-style.
Once you are in the router isis subcommand mode, you have the option to choose the following:

• Metric-style narrow—enables the router to advertise and accept only old-style TLVs

• Metric-style wide—enables the router to advertise and accept only new-style TLVs

• Metric-style transition—enables the router to advertise and accept both styles

• Metric-style narrow transition—enables the router to advertise old-style TLVs and accept both
styles

• Metric-style wide transition—enables the router to advertise new-style TLVs and accept both
styles

There are two transition schemes that you can employ using the metric-style commands. They are

1 Narrow to transition to wide

2 Narrow to narrow transition to wide transition to wide

For more information on command syntax, see the Command Reference section found in this
document.

Implementation in IOS
IOS implementsbothtransitionschemes.Network administratorscanchoosetheschemethatsuits
thembest.For testnetworks,thefirst solutionis ideal.For realtransition,bothschemescanbeused.
Thefirst schemerequireslessstepsandthuslessconfiguration.Only thelargestof largestnetworks
that do not want to risk doubling their LSPDB during transition need to use the second solution.

Benefits
MPLS traffic engineering offers benefits in two main areas:

1. Higherreturnonnetwork backboneinfrastructureinvestment.Specifically, thebestroutebetweenapair
of POPs is determined taking into account the constraints of the backbone network and the total traffic
load on the backbone.
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2. Reduction in operating costs. Costs are reduced because a number of important processes are auto-
mated,includingsetup,configuration,mapping,andselectionof MultiprotocolLabelSwitchingtraffic
engineered tunnels (MPLS TE) across a Cisco 12000 series backbone.

Related Features and T echnologies
The MPLS traffic engineering feature is related to the IS-IS, RSVP, and Tag Switching features,
whicharedocumentedin theCiscoProductDocumentation(seethesectionsonRelatedDocuments
and How MPLS Traffic Engineering Works).

Related Documents
• CiscoIOSRelease12.0NetworkProtocolsConfigurationGuide, Part 1, “ConfiguringIntegrated

IS-IS” chapter.

• Cisco IOS Release 12.0Network Protocols Command Reference, Part 1, “Integrated IS-IS
Commands” chapter.

• Cisco IOS Release 11.3 Network Protocols Configuration Guide, Part 1, “Configuring RSVP”
chapter.

• Cisco IOS Release 11.3Network Protocols Command Reference, Part 1, “RSVP Commands”
chapter.

• Cisco IOS Release 12.0Switching Services Configuration Guide, “Tag Switching” chapter.

• Cisco IOS Release 12.0Switching Services Command Reference, “Tag Switching Commands”
chapter.

Suppor ted Platf orms
• Cisco 7200 Series

• Cisco 7500 Series

• Cisco 12000 Series

Prerequisites
Your network must support the following Cisco IOS features before enabling MPLS traffic
engineering:

• Multiprotocol Label Switching

• IP Cisco Express Forwarding (CEF)

• IS-IS

Suppor ted MIBs and RFCs
MIBs
There are no MIBs supported by this feature.
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RFCs
• RFC 2205, Resource ReSerVation Protocol (RSVP)

• RFC 1142, IS-IS

• RFC 1195, Use of OSI IS-IS for Routing in TCP/IP and Dual Environments

List of T erms and Acr onyms
affinity bits—anMPLStraffic engineeringtunnel'srequirementsontheattributesof thelinks it will
cross. The tunnel's affinity bits and affinity mask must match up with the attributes of the various
links carrying the tunnel.

call admission precedence—an MPLS traffic engineering tunnel with a higher priority will, if
necessary, preemptanMPLStraffic engineeringtunnelwith alowerpriority. An expecteduseis that
tunnelsthatareharderto routewill haveahigherpriority, andcanpreempttunnelsthatareeasierto
route, on the assumption that those lower priority tunnels can find another path.

constraint-basedrouting—Proceduresandprotocolsusedto determinearouteacrossabackbone
taking into account resource requirements and resource availability, instead of simply using the
shortest path.

flow—A traffic load entering the backbone at one point—point of presence (POP)—and leaving it
from another, that must be traffic engineered across the backbone. The traffic load will be carried
across one or more LSP tunnels running from the entry POP to the exit POP.

headend—The upstream, transmit end of a tunnel.

IGP—InteriorGatewayProtocol.Internetprotocolusedto exchangeroutinginformationwithin an
autonomous system. Examples of common IGPs include IGRP, OSPF, and RIP.

IS-IS—Intermediate System-to-Intermediate System. OSI link-state hierarchal routing protocol
wherebyIntermediateSystem(IS) routersexchangeroutinginformationbasedonasinglemetricto
determine network topology.

label-switched path (LSP) tunnel—A configured connection between two routers, using label
switchingto carrythepackets.label-switchedpath (LSP)—A sequenceof hops(R0...Rn)in which
apackettravelsfromR0toRnthroughlabelswitchingmechanisms.A -switchedpathcanbechosen
dynamically, based on normal routing mechanisms, or through configuration.

Label Switching Router (LSR)—A Layer 3 router that forwards packets based on the value of a
label encapsulated in the packets.

LCAC—Link-level (per hop) call admission control.

LSA—Link-state advertisement. Flooded packet used by OSPF that contains information about
neighbors and path costs. In IS-IS LSAs are used by the receiving routers to maintain their routing
tables.

Multipr otocol Label Switching traffic engineering—MPLS traffic engineering. A
constraint-basedroutingalgorithmfor routingTSPtunnels.For thisearlyfield trial (EFT)effort, the
constraintsof concernarebandwidth,pathlength,call admissionprecedence(CAP),andsomebasic
policy mechanisms.

RSVP—Resource Reservation Protocol. Protocol for reserving network resources to provide
Quality of Service guarantees to application flows.

tailend—The downstream, receive end of a tunnel.
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traffic engineering—Thetechniquesandprocessesusedto causeroutedtraffic to travel throughthe
network onapathotherthantheonethatwouldhavebeenchosenif standardroutingmethodshad
been used.

Configuration T asks
Perform the following tasks before enabling MPLS traffic engineering:

• Turn on MPLS tunnels

• Turn on Cisco Express Forwarding (CEF)

• Turn on IS-IS

Perform the following tasks to configure MPLS traffic engineering:

• Configuring a Device to Support Tunnels

• Configuring an Interface to Support RSVP-based Tunnel Signalling and IGP Flooding

• Configuring an MPLS Traffic Engineering Tunnel

• Configuring IS-IS for MPLS Traffic Engineering

Configuring a De vice to Suppor t Tunnels
To configure a device to support tunnels, perform these steps in configuration mode.

Configuring an Interface to Suppor t RSVP-based Tunnel Signalling
and IGP Flooding

To configureaninterfaceto supportRSVP-basedtunnelsignallingandIGPflooding,performthese
steps in the interface configuration mode.

Note Youneedto enablethetunnelfeatureandspecifytheamountof reservableRSVPbandwidth
if you have an interface that supports MPLS traffic engineering.

Step Command Purpose

1 Router(config)#  ip cef Enable standard CEF operation.

For information about CEF configuration and command syntax, see the
Cisco IOS Switching Solutions Configuration Guide and Command
Reference.

2 Router(config)#  mpls traffic-eng tunnels Enables the MPLS traffic engineering tunnel feature on a device.

Step Command Purpose

1 Router(config-if)#  mpls traffic-eng tunnels Enable the MPLS traffic engineering tunnel feature on an
interface.

2 Router(config-if)#  ip rsvp bandwidth bandwidth Enable RSVP for IP on an interface and specify amount of
bandwidth to be reserved.

For a description of IP RSVP command syntax, see theCisco IOS
Quality of Service Command Reference.
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Configuring an MPLS T raffic Engineering T unnel
To configureanMPLStraffic engineeringtunnel,performthesestepsin theinterfaceconfiguration
mode.Thistunnelhastwo pathsetupoptions—apreferredexplicit pathandabackupdynamicpath.

Configuring IS-IS f or MPLS Traffic Engineering
The following tasks include IS-IS traffic engineering commands. For a description of IS-IS
commands (excluding the IS-IS traffic engineering commands), see theCisco IOS Network
Protocols, Part 1 Command Reference.

Step Command Purpose

1 Router(config)#  interface tunnel1 Configure an interface type and enter interface
configuration mode.

2 Router(config-if)#  tunnel destination A.B.C.D Specify the destination for a tunnel.

3 Router(config-if)#  tunnel mode mpls traffic-eng Setencapsulationmodeof thetunnelto MPLS
traffic engineering.

4 Router(config-if)# tunnel mpls traffic-eng bandwidth
bandwidth

Configure bandwidth for the MPLS traffic
engineering tunnel.

5 Router(config-if)#  tunnel mpls traffic-eng
path-option 1 explicit name boston

Configure a named IP explicit path.

6 Router(config-if)#  tunnel mpls traffic-eng
path-option 2 dynamic

Configure a backup path to be dynamically
calculated from the traffic engineering
topology database.

Step Command Purpose

1 Router(config)#  router isis Enable IS-IS routing and specify an IS-IS
process for IP, which places you in router
configuration mode.

2 Router(config-router)#  mpls traffic-eng level 1 Turn on MPLS traffic engineering for
IS-IS level 1.

3 Router(config-router)#  mpls traffic-eng router-id
loopback0

Specify the traffic engineering router
identifier for the node to be the IP address
associated with interface loopback0.

4 Router(config-router)#  metric-style wide Configure a router to generate and accept
only new-style TLVs.
Arista Networks, Inc., Ex. 1023, Page 12
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Configuration Example
Figure1 illustratesasampleMPLStopology. Thesectionsthatfollow containsampleconfiguration
commands you enter to implement the following basic tunnel configuration.

Figure 1 Sample MPLS T raffic Engineering T unnel Configuration

Configuring an MPLS Traffic Engineering Tunnel
This example shows you how to configure a dynamic tunnel and how to add a second tunnel to the
same destination with an explicit path. Note that this example specifies point-to-point outgoing IP
addresses.Before you configure MPLS traffic engineering tunnels, you must enter the following
global, IS-IS, and interface commands on the router.

configure terminal
ip cef
mpls traffic-eng tunnels
interface loopback 0

ip address 11.11.11.11 255.255.255.255
ip router isis

interface s1/0
ip address 131.0.0.1 255.255.0.0
ip router isis
mpls traffic-eng tunnels

  ip rsvp bandwidth 1000
  mpls traffic-eng administrative-weight 10

router isis
net 47.0000.0011.0011.00
is-type level-1
metric-style wide
  mpls traffic-eng router-id Loopback0
  mpls traffic-eng level-1
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This example includes the commands for configuring a dynamic tunnel from Router 1 to Router 5.

configure terminal
interface tunnel1
  ip unnumbered loopback 0
  tunnel destination 17.17.17.17
  tunnel mode mpls traffic-eng
  tunnel mpls traffic-eng autoroute announce
  tunnel mpls traffic-eng bandwidth 100
  tunnel mpls traffic-eng priority 1 1
  tunnel mpls traffic-eng path-option 1 dynamic

To verify that the tunnel is up and traffic is routed through the tunnel, enter these commands:

show mpls traffic-eng tunnel
show ip route 17.17.17.17
show mpls traffic-eng autoroute
ping 17.17.17.17
show interface tunnel1 accounting
show interface s1/0 accounting

To create an explicit path, enter these commands:

configure terminal
ip explicit-path identifier 1
 next-address 131.0.0.1
 next-address 135.0.0.1
 next-address 136.0.0.1
 next-address 133.0.0.1

To add a second tunnel to the same destination with an explicit path, enter these commands:

configure terminal
interface tunnel2
  ip unnumbered loopback 0
  tunnel destination 17.17.17.17
  tunnel mode mpls traffic-eng
  tunnel mpls traffic-eng autoroute announce
  tunnel mpls traffic-eng bandwidth 100
  tunnel mpls traffic-eng priority 1 1
  tunnel mpls traffic-eng path-option 1 explicit identifier 1

To verify that the tunnel is up and traffic is routed through the tunnel, enter these commands:

show mpls traffic-eng tunnel
show ip route 17.17.17.17
show mpls traffic-eng autoroute
ping 17.17.17.17
show interface tunnel1 accounting
show interface s1/0 accounting
Arista Networks, Inc., Ex. 1023, Page 14
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Command Ref erence
Thissectiondocumentsnew or modifiedcommands.All othercommandsusedwith this featureare
documented in the Cisco IOS Release 12.0 command references.

• append-after

• index

• ip explicit-path

• list

• metric-style narrow

• metric-style transition

• metric-style wide

• mpls traffic-eng

• mpls traffic-eng area

• mpls traffic-eng administrative-weight

• mpls traffic-eng attribute-flags

• mpls traffic-eng flooding thresholds

• mpls traffic-eng link timers bandwidth-hold

• mpls traffic-eng link timers bandwidth-hold

• mpls traffic-eng link timers periodic-flooding

• mpls traffic-eng reoptimize timers frequency

• mpls traffic-eng router-id

• mpls traffic-eng tunnels (configuration)

• mpls traffic-eng tunnels (interface)

• mpls traffic-eng tunnels (configuration)

• show ip explicit-paths

• show ip rsvp host

• show isis database verbose

• show isis mpls traffic-eng adjacency-log

• show isis mpls traffic-eng advertisements

• show isis mpls traffic-eng tunnel

• show mpls traffic-eng autoroute

• show mpls traffic-eng link-management admission-control

• show mpls traffic-eng link-management advertisements

• show mpls traffic-eng link-management bandwidth-allocation

• show mpls traffic-eng link-management igp-neighbors

• show mpls traffic-eng link-management interfaces

• show mpls traffic-eng link-management summary
Arista Networks, Inc., Ex. 1023, Page 15
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• show mpls traffic-eng topology

• show mpls traffic-eng tunnel

• show mpls traffic-eng tunnel summary

• tunnel mpls traffic-eng affinity

• tunnel mpls traffic-eng autoroute announce

• tunnel mpls traffic-eng autoroute metric

• tunnel mpls traffic-eng bandwidth

• tunnel mpls traffic-eng path-option

• tunnel mpls traffic-eng priority

• tunnel mode mpls traffic-eng

In Cisco IOS Release 12.0(1)T or later, you can search and filter the output forshow andmore
commands.Thisfunctionalityis usefulwhenyouneedto sortthroughlargeamountsof output,or if
you want to exclude output that you do not need to see.

To use this functionality, enter ashow or more command followed by the “pipe” character (|), one
of the keywordsbegin, include, orexclude, and an expression that you want to search or filter on:

command| { begin | include | exclude} regular-expression

Following is an example of theshow atm vc command in which you want the command output to
begin with the first line where the expression “PeakRate” appears:

show atm vc | beginPeakRate

For moreinformationonthesearchandfilter functionality, referto theCiscoIOSRelease12.0(1)T
feature module titledCLI String Search.
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append-after
To insert a path entry after a specific index number, use theappend-after IP explicit path
subcommand.

append-after index command

Syntax Description

Default
No default behavior or values.

Command Mode
IP explicit path subcommand

Command History

Example
The following command inserts the next-address subcommand after the specific index:

Router(config-ip-expl-path)# append-after 5 next-address 3.3.27.3

Related Commands

index Previous index number. Valid range is 0 to 65534.

command Oneof theIP explicit pathconfigurationcommandsthatcreates
apathentry. (Currently, only thenext-addresscommandcanbe
used.)

Release Modification

12.0(5)S This command was introduced.

Command Description

index Specifiesapathentrymodifyingcommandwith anindex thatindicates
which entry should be modified or created.

ip explicit-path Enters the subcommand mode for IP explicit paths

list Displays all or part of the explicit path(s).

next-address Specifies the next IP address in the explicit path configuration.

show ip explicit paths Shows configured IP explicit paths.
Arista Networks, Inc., Ex. 1023, Page 17
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inde x
To insert or modify a path entry at a specific index, use theindex IP explicit path subcommand.

index index command

Syntax Description

Default
No default behavior or values.

Command Mode
IP explicit path subcommand

Command History

Example
The following command specifies where thenext-address command should be inserted in the list:

Router(cfg-ip-expl-path)# index 6 next-address 3.3.29.3
Explicit Path identifier 6:
    6: next-address 3.3.29.3

Related Commands

index Specifies entry index number. Valid range is 0 to 65534.

command Oneof theIP explicit pathconfigurationcommandsthatcreates
or modifies a path entry. (Currently, only thenext-address
command can be used.)

Release Modification

12.0(5)S This command was introduced.

Command Description

append-after Similar to theindex subcommand, except that the new path entry is
inserted after the specified index number. Renumbering of commands
may be performed as a result.

ip explicit-path Enters the subcommand mode for IP explicit paths

list Displays all or part of the explicit path(s).

next-address Specifies the next IP address in the explicit path.

show ip explicit paths Shows configured IP explicit paths.
Arista Networks, Inc., Ex. 1023, Page 18
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ip explicit-path
To enterthesubcommandmodefor IP explicit pathsto createor modify thenamedpath,usethe ip
explicit-path command.An IP explicit pathis alist of IP addresses,eachrepresentinganodeor link
in the explicit path.

ip explicit-path {name WORD | identifier number} [{enable | disable}]

Syntax Description

Default
Enabled

Command Mode
Configuration

Command History

Example
Thefollowing commandenterstheexplicit pathsubcommandmodefor IP explicit pathsandcreates
a path with the number 500.

Router(config)# ip explicit-path identifier 500
Router(config-ip-expl-path)

nameWord Specifies explicit path by name.

identifier number Specifies explicit path by number. You can specify a number
from 1 to 65535.

enable Sets the state of the path to be enabled.

disable Prevents the path from being used for routing while it is being
configured.

Release Modification

12.0(5)S This command was introduced.
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Related Commands

Command Description

append-after Similar to theindex subcommand, except that the new path entry is
inserted after the specified index number. Renumbering of commands
may be performed as a result.

index Specifiesapathentrymodifyingcommandwith anindex thatindicates
which entry should be modified or created.

list Displays all or part of the explicit path(s).

next-address Specifies the next IP address in the explicit path.

show ip explicit paths Shows configured IP explicit paths.
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list
To show all or part of the explicit path or paths, use the list IP explicit path subcommand.

list [{ starting index number}]

Syntax Description

Default
No default behavior or values.

Command Mode
IP explicit path subcommand

Command History

Example
The following example shows the explicit path starting at the index number 2.

Router(cfg-ip-expl-path# list
Explicit Path name Joe:
    1:next-address 10.0.0.1
    2:next-address 10.0.0.2
Router(cfg-ip-expl-path# list 2
Explicit Path name Joe:
    2:next-address 10.0.0.2
Router(cfg-ip-expl-path#

Related Commands

starting index number Displays the list starting at the entry index number. Valid range
is 1 to 65535.

Release Modification

12.0(5)S This command was introduced.

Command Description

append-after Similar to theindex subcommand, except that the new path entry is
inserted after the specified index number. Renumbering of commands
may be performed as a result.

index Specifiesapathentrymodifyingcommandwith anindex thatindicates
which entry should be modified or created.

ip explicit-path Enters the subcommand mode for IP explicit paths

next-address Specifies the next IP address in the explicit path.

show ip explicit paths Shows configured IP explicit paths.
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metric-style narr ow
To configurearouterto generateandacceptold-styleTLVs (TLV standsfor type,length,andvalue
object), use themetric-style narrow command.

metric-style narrow [transition ] [ { level-1 | level-2 | level-1-2}]

Syntax Description

Default
IS-IS traffic engineeringextensionsincludenew-styleTLVs with widermetricfieldsthanold-style
TLVs. By default, theMPLStraffic engineeringimagegeneratesold-styleTLVs only. To doMPLS
traffic engineering, a router needs to generate new-style TLVs.

Command Mode
Router configuration

Command History

Example
Thefollowing commandinstructstherouterto generateandacceptold-styleTLVs onrouterlevel 1.

Router(config)# metric-style narrow level-1

Related Commands

transition (Optional) Instructs the router to use both old and new style
TLVs.

level-1 Enables this command on routing level 1.

level-2 Enables this command on routing level 2.

level-1-2 Enables this command on routing levels 1 and 2.

Release Modification

12.0(5)S This command was introduced.

Command Description

metric-style wide Configures a router to generate and accept only new-style TLVs.

metric-style transition Configures a router to generate both old-style and new-style TLVs.
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metric-style transition
Toconfigurearoutertogenerateandacceptbothold-styleandnew-styleTLVs(TLV standsfor type,
length, and value object), use themetric-style transition command.

metric-style transition [{ level-1 | level-2 | level-1-2}]

Syntax Description

Default
IS-IS traffic engineeringextensionsincludenew-styleTLVs with widermetricfieldsthanold-style
TLVs. By default, theMPLStraffic engineeringimagegeneratesold-styleTLVs only. To doMPLS
traffic engineering, a router needs to generate new-style TLVs.

Command Mode
Router configuration

Command History

Example
The following command configures a router to generate and accept both old-style and new-style
TLVs on level 2.

Router(config)#  metric-style transition level-2

Related Commands

level-1 Enables this command on routing level 1.

level-2 Enables this command on routing level 2.

level-1-2 Enables this command on routing levels 1 and 2.

Release Modification

12.0(5)S This command was introduced.

Command Description

metric-style narrow Configures a router to generate and accept old-style TLVs

metric-style wide Configures a router to generate and accept only new-style TLVs.
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metric-style wide
To configurearouterto generateandacceptonly new-styleTLVs (TLV standsfor type,length,and
value object), use themetric-style wide command.

metric-style wide [transition ] [ { level-1 | level-2 | level-1-2}]

Syntax Description

Default
IS-IS traffic engineeringextensionsincludenew-styleTLVs with widermetricfieldsthanold-style
TLVs. By default, theMPLStraffic engineeringimagegeneratesold-styleTLVs only. To doMPLS
traffic engineering, a router needs to generate new-style TLVs.

Command Mode
Router configuration

Command History

Usage Guidelines
If you enter the metric-wide style command, a router generates and accepts only new-style TLVs.
Therefore,therouteruseslessmemoryandotherresourcesratherthangeneratingbothold-styleand
new-style TLVs.

This style is appropriate for enabling MPLS traffic engineering across an entire network.

Note This discussion of metric-styles and transition strategies is oriented towards traffic
engineeringdeployment.Othercommandsandmodelsmaybeappropriateif thenew-styleTLVsare
desiredfor otherreasons.For example,anetwork mayrequirewidermetrics,but maynotusetraffic
engineering.

Example
Thefollowing commandconfiguresarouterto generateandacceptonly new-styleTLVs on level 1:

Router(config)#  metric-style wide level-1

transition (Optional) Instructs the router to accept both old and new style
TLVs.

level -1 Enables this command on routing level 1.

level-2 Enables this command on routing level 2.

level-1-2 Enables this command on routing levels 1 and 2.

Release Modification

12.0(5)S This command was introduced.
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Related Commands

Command Description

metric-style narrow Configures a router to generate and accept old-style TLVs

metric-style transition Configuresarouterto generateandacceptbothold-styleandnew-style
TLVs
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mpls traffic-eng
To turnonfloodingof MPLStraffic engineeringlink informationinto theindicatedIS-IS level, use
the mpls traffic-engcommand.

mpls traffic-eng isis-level {level-1 | level-2}

Syntax Description

Default
Flooding is disabled.

Command Mode
Router configuration

Command History

Usage Guidelines
Thiscommandappearsaspartof theroutingprotocoltree,andcauseslink resourceinformation(for
instance,bandwidthavailable)for appropriatelyconfiguredlinks to befloodedin theIS-ISlink state
database.

Example
The following command turns on MPLS traffic engineering for IS-IS Level 1.

Router(router-config)# mpls traffic-eng isis-level level 1

Related Commands

level-1 Flood MPLS traffic engineering link information into IS-IS
level 1.

level-2 Flood MPLS traffic engineering link information into IS-IS
level 2.

Release Modification

12.0(5)S This command was introduced.

Command Description

mpls traffic-eng router-id Specifies the traffic engineering router identifier for the node to be the
IP address associated with the given interface.
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mpls traffic-eng area
To turn on MPLS traffic engineering for the indicated ISIS level, use the mpls traffic-eng area
command.

mpls traffic-eng area l-n

Syntax Description

Default

Command Mode
Router configuration

Command History

Usage Guidelines
Thiscommandis includedin theroutingprotocolconfigurationtree,andissupportedfor bothOSPF
and IS-IS. The command only affects the operation of MPLS traffic engineering if MPLS traffic
engineering is enabled for that routing protocol instance.

Currently, only a single level may be enabled for traffic engineering.

Example
The following command

mpls traffic-eng area

Related Commands

l-n

Release Modification

12.0(5)S This command was introduced.

Command Description
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mpls traffic-eng administrative-weight
To override the Internet Gateway Protocol’s (IGP) administrative weight (cost) of the link, use the
mpls traffic-eng administrati ve-weightcommand.To disablethis feature,usetheno form of this
command.

mpls traffic-eng administrative-weightweight
no mpls traffic-eng administrative-weightweight

Syntax Description

Default
Matches IGP cost

Command Mode
Interface configuration

Command History

Example
The following example overrides the IGP’s cost of the link and sets the cost to 20.

Router(config_if)# mpls traffic-eng administrative-weight 20

Related Commands

weight Cost of the link.

Release Modification

12.0(5)S This command was introduced.

Command Description

mpls traffic-eng attribute-flags Sets the user-specified attribute-flags for an interface.
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mpls traffic-eng attrib ute-fla gs
To set the user-specified attribute-flags for the interface, use thempls traffic-eng attribute-flags
command.Theinterfaceis floodedgloballysothatit canbeusedasatunnelheadendpathselection
criterion. To disable this feature, use theno form of this command.

mpls traffic-eng attribute-flags 0x0-0xFFFFFFFF
no mpls traffic-eng attribute flags0x0-0xFFFFFFF

Syntax Description

Default
Default is 0x0.

Command Mode
Interface configuration

Command History

Usage Guidelines
Thepurposeof thiscommandis to assignattributesto alink in orderto causetunnelswith matching
attributes (as represented by their affinity bits) to prefer this link over others which do not match.

Example
The following example sets the attribute flags:

Router(config-if)# mpls traffic-eng attribute-flags 0x0101

Related Commands

0x0-0xFFFFFFF Represents 32 bits. This mask is compared with a tunnel’s
affinity bits during dynamic path selection.

Release Modification

12.0(5)S This command was introduced.

Command Description

mpls traffic-eng administrative weight OverridestheInteriorGatewayProtocol’s (IGP)administrativeweight
of the link.
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mpls traffic-eng flooding thresholds
To set a link’s reserved bandwidth thresholds, use thempls traffic-eng flooding thresholds
commands. If a bandwidth threshold is crossed, the link’s bandwidth information is immediately
floodedthroughoutthenetwork. To returnto thedefault settings,usetheno form of thiscommand.

mpls traffic-eng flooding thresholds{ down | up} percent[percent...]
no mpls traffic-eng flooding thresholds{ down | up} percent[percent...]

Syntax Description

Default
The default fordown is

100, 99, 98, 97, 96, 95, 90, 85, 80, 75, 60, 45, 30, 15.

The default forup is

15, 30, 45, 60, 75, 80, 85, 90, 95, 97, 98, 99, 100.

Command Mode
Interface configuration

Command History

Usage Guidelines
When a threshold is crossed, MPLS traffic engineering link management advertises updated link
information. Similarly, if no thresholds are crossed, changes may be flooded periodically unless
periodic flooding has been disabled.

Example
Thefollowingexamplesetsthelink’sreservedbandwidthfor decreasedresourceavailability (down)
and for increased resource availability (up) thresholds.

Router(config-if)# mpls traffic-eng flooding thresholds down 100 75 25
Router(config-if)# mpls traffic-eng flooding thresholds up 25 50 100

down Sets the thresholds for decreased resource availability. The
range is 0 to 99 percent.

up Sets the thresholds for increased resource availability. The
range is 1 to 100 percent.

percent [percent] Specifies the bandwidth threshold level.

Release Modification

12.0(5)S This command was introduced.
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Related Commands

Command Description

mpls traffic-eng link-timers periodic-flooding Sets the length of the interval used for periodic
flooding.

show mpls traffic-eng link-management advertisements Shows local link information currently being
flooded by MPLS traffic engineering link
management into the global traffic engineering
topology.

show mpls traffic-eng link-managementbandwidth-allocation Shows current local link information.
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mpls traffic-eng link timer s band width-hold
To set the length of time that bandwidth is "held" for a RSVP Path message while waiting for the
corresponding RSVP Resv message to come back, use thempls traffic-eng link timers
bandwidth-hold command.

mpls traffic-eng link timers bandwidth-hold hold-time

Syntax Description

Default
15 seconds

Command Mode
Configuration

Command History

Example
The following example sets the length of time that bandwidth is held to 10 seconds.

Router(config)# mpls traffic-eng link-management timers bandwidth-hold 10

Related Command

hold-time Setsthelengthof timethatbandwidthcanbeheld.Therangeis
from 1 to 300 seconds.

Release Modification

12.0(5)S This command was introduced.

Command Description

show mpls traffic-eng link-management
bandwidth-allocation

Shows current local link information.
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mpls traffic-eng link timer s periodic-flooding
To set the length of the interval used for periodic flooding, use thempls traffic-eng link timers
periodic-flooding command.

mpls traffic-eng link timers periodic-flooding interval

Syntax Description

Default
3 minutes

Command Mode
Configuration

Command History

Usage Guidelines
Use this command to set the length of the interval used for periodic flooding to advertise link state
information changes that do not trigger immediate action (for example, a change to the amount of
bandwidth allocated that does not cross a threshold).

Example
Thefollowing examplesetstheinterval lengthfor periodicfloodingto advertisefloodingchangesto
120 seconds.

Router(config)# mpls traffic-eng timers periodic-flooding 120

Related Commands

interval Length of interval used for periodic flooding (in seconds). The
range is 0-3600. If you set this value to 0, you turn off periodic
flooding. If you set this value anywhere in the range from 1 to
29, it is treated at 30.

Release Modification

12.0(5)S This command was introduced.

Command Description

mpls traffic-eng flooding thresholds Sets a link’s reserved bandwidth threshold.
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mpls traffic-eng reoptimiz e timer s frequenc y
Tocontrolthefrequency atwhichtunnelswith establishedLSPsarecheckedfor betterLSPs,usethe
mpls traffic-eng reoptimize timers frequencycommand.

mpls traffic-eng reoptimize timers frequencyseconds

Syntax Description

Default
3600 seconds (1 hour) with a range of 0 to 604800 seconds (1 week).

Command Mode
Configuration

Command History

Usage Guidelines
A devicewith traffic engineeringtunnelsperiodicallyexaminestunnelswith establishedLSPstosee
if better LSPs are available. If a better LSP seems to be available, the device attempts to signal the
better LSP and, if successful, replaces the old and inferior LSP with the new and better LSP.

Example
The following example sets the reoptimization frequency to one day.

Router(config)# mpls traffic-eng reoptimize timers frequency 86400

Related Commands

seconds Sets the frequency of reoptimization, in seconds. A value of 0
disables reoptimization.

Release Modification

12.0(5)S This command was introduced.

Command Description

mpls traffic-eng reoptimize (exec) Does a reoptimization check now.

tunnel mpls traffic-eng lockdown Does not do a reoptimization check on this tunnel.
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mpls traffic-eng r outer -id
To specify the traffic engineering router identifier for the node to be the IP address associated with
the given interface, use thempls traffic-eng router-id command.

mpls traffic-eng router-id interface

Syntax Description

Default
No default behavior or values.

Command Mode
Router configuration

Command History

Usage Guidelines
ThisrouteridentifieractsasastableIP addressfor thetraffic engineeringconfiguration.Thisstable
IP address is flooded to all nodes. For all traffic engineering tunnels originating at other nodes and
ending at this node, the tunnel destination must be set to the destination node's traffic engineering
routeridentifier, sincethatis theaddressthetraffic engineeringtopologydatabaseatthetunnelhead
uses for its path calculation.

Example

Related Commands

interface

Release Modification

12.0(5)S This command was introduced.

Command Description

mpls traffic-eng Turnonfloodingof MPLStraffic-engineeringlink informationinto the
indicated IGP level/area.
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mpls traffic-eng tunnels (configuration)
To enable MPLS traffic engineering tunneling signalling on a device, use the mpls traffic-eng
tunnelscommand.

mpls traffic-eng tunnels
no mpls traffic-eng tunnels

Syntax Description
This command has no arguments or keywords.

Default
The feature is disabled.

Command Mode
Configuration

Command History

Usage Guidelines
Enables the MPLS traffic-engineering feature on a device. To use the feature, MPLS traffic
engineering must also be enabled on the desired interfaces.

Example
The following command turns on the MPLS traffic engineering feature for a device:

Router(config)# mpls traffic-eng tunnels

Related Commands

Release Modification

12.0(5)S This command was introduced.

Command Description

mpls traffic-eng tunnels (interface) Enables MPLS traffic engineering tunnel signalling on an
interface.
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mpls traffic-eng tunnels (interface)
To enableMPLStraffic engineeringtunnelsignallingonaninterface,assumingit is enabledfor the
device, use the mpls traffic-eng tunnelscommand.

mpls traffic-eng tunnels
no mpls traffic-eng tunnels

Syntax Description
This command has no arguments or keywords.

Default
The feature is disabled on all interfaces.

Command Mode
Interface configuration

Command History

Usage Guidelines
Enables the MPLS traffic-engineering feature on the interface. To use the feature, MPLS traffic
engineering must also be enabled on the device. An enabled interface has its resource information
floodedinto theappropriateIGPlink statedatabase,andacceptstraffic engineeringtunnelsignalling
requests.

Example
The following commands turns on MPLS traffic engineering on interface Ethernet0/0.

Router# configure terminal
Router(config)# interface Ethernet0/0
Router(config-if)# mpls traffic-eng tunnels

Related Commands

Release Modification

12.0(5)S This command was introduced.

Command Description

mpls traffic-eng tunnels (configuration) Enables MPLS traffic engineering tunneling signalling on a
device.
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next-ad dress
To specify the next IP address in the explicit path, use thenext-address IP explicit path
subcommand.

next-address A.B.C.D

Syntax Description

Default
No default behavior or values.

Command Mode
IP explicit path subcommand

Command History

Usage Guidelines
For a point-to-point interface, specify the IP address of the outgoing interface. For an Ethernet
interface,specifytheIP addressfor theoutboundinterfaceandinboundinterface.For point-to-point
or Ethernet interfaces, specify the MPLS traffic engineering router ID.

Example
Thefollowing commandsassignthenumber60to theIP explicit path,setthestateof thepathto be
enabled, and specify 3.3.27.3 as the next IP address in the list of IP addresses.

Router# configure terminal

Enter configuration commands, one per line.  End with CNTL/Z.
Router(config)# mpls traffic-eng tunnels
Router(config)# ip explicit-path identifier 60 enable
Router(cfg-ip-expl-path)# next-address 3.3.27.3
Explicit Path identifier 60:
    1: next-address 3.3.27.3

A.B.C.D Specifies the IP address in the explicit path.

Release Modification

12.0(5)S This command was introduced.
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Related Commands

Command Description

append-after Similar to theindex subcommand, except that the new path entry is
inserted after the specified index number. Renumbering of commands
may be performed as a result.

index Specifiesapathentrymodifyingcommandwith anindex thatindicates
which entry should be modified or created.

ip explicit-path Enters the subcommand mode for IP explicit paths.

list Displays all or part of the explicit path(s).

show ip explicit paths Shows configured IP explicit paths.
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sho w ip e xplicit-paths
To enter the subcommand mode for IP explicit paths to create or modify the named path, use the
show explicit-pathsEXECcommand.An IP explicit pathis alist of IP addresses,eachrepresenting
a node or link in the explicit path.

show ip explicit-paths [{ nameWord | identifier number}] [ detail]

Syntax Description

Default
No default behavior or values.

Command Mode
EXEC

Command History

Example
The following example shows output from theshow ip explicit-paths command:

Router# show ip explicit-paths

PATH 200 (strict source route, path complete, generation 6)
    1: next-address 3.3.28.3
    2: next-address 3.3.27.3

Table1 lists the fields displayed in this example.

Table 1 Show IP Explicit-P aths Field Descriptions

nameWord Specifies explicit path by name.

identifier number Specifies explicit path by number.

detail  (Optional) Display information in long form.

Release Modification

12.0(5)S This command was introduced.

Field Description

PATH Path name or number, followed by path status.

1: next-address The first IP address in the path.

2. next-address The second IP address in the path.
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Related Commands

Command Description

append-after Similar to theindex subcommand, except that the new path entry is
inserted after the specified index number. Renumbering of commands
may be performed as a result.

index Specifiesapathentrymodifyingcommandwith anindex thatindicates
which entry should be modified or created.

ip explicit-paths Enters the subcommand mode for IP explicit paths.

list Displays all or part of the explicit path(s).

next-address Specifies anext-addresssubcommand with an index that specifies
where the command should be inserted in the list.
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sho w ip r svp host
To display RSVP terminal point information for receivers or senders, use the show ip rsvp host
EXEC command.

show ip rsvp host {host {receivers | senders} | installed | interface | neighbor | request |
reservation | sender}

Syntax Description

Default
No default behavior or values.

Command Mode
EXEC

Command History

Sample Display
The following examples show output fromshow ip rsvp host receivers command:

router# show ip rsvp host receivers
To            From          Pro DPort Sport Next Hop      I/F   Fi Serv BPS Bytes
10.0.0.11     10.1.0.4      0   10011 1                         SE LOAD 100K  1K

host Displays RSVP endpoint senders and receivers information.

installed Displays RSVP installed reservations.

interface Displays RSVP interface information.

neighbor Displays RSVP neighbor information.

request Displays RSVP reservations upstream information.

reservation Displays RSVP reservation Requests from Downstream

sender Displays RSVP path state information

temp-psb Displays RSVP PATH requests awaiting policy decision

temp-rsb Displays RSVP reservation requests awaiting policy decisions

Release Modification

11.2 This command was introduced.

12.0(5)S The keyword host was added.
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Table2 lists the fields displayed in this example.

Table 2 Show IP RSVP Host Field Descriptions

Field Description

To IP address of the receiver.

From IP address of the sender.

Pro Protocol code.

DPort Destination port number.

Sport Source port number.

Next Hop IP address of the next hop.

I/F Interface of the next hop.

Fi Filter (Wild Card Filter, Shared Explicit Filter, or Fixed Filter).

Serv Service (value can berate or load).

BPS Reservation rate in bits per second.

Bytes Bytes of burst size requested.
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sho w isis database verbose
To display more information about the database, use the show isis database verboseEXEC
command.

show isis database verbose

Syntax Description
This command has no arguments or keywords.

Default
No default behavior or values.

Command Mode
EXEC

Command History

Sample Display
The following example shows output from theshow isis database verbose command:

Router# show isis database verbose

IS-IS Level-1 Link State Database
LSPID                 LSP Seq Num  LSP Checksum  LSP Holdtime      ATT/P/OL
dtp-5.00-00         * 0x000000E6   0xC9BB        1042              0/0/0
  Area Address:49.0001
  NLPID:       0xCC
  Hostname:dtp-5
  Router ID:   5.5.5.5
  IP Address:  172.21.39.5
  Metric:10         IP 172.21.39.0/24
dtp-5.00-01         * 0x000000E7   0xAB36        1065              0/0/0
  Metric:10         IS-Extended dtp-5.01
    Affinity:0x00000000
    Interface IP Address:172.21.39.5
    Physical BW:10000000 bits/sec
    Reservable BW:1166000 bits/sec
    BW Unreserved[0]: 1166000 bits/sec, BW Unreserved[1]: 1166000 bits/sec
    BW Unreserved[2]: 1166000 bits/sec, BW Unreserved[3]: 1166000 bits/sec
    BW Unreserved[4]: 1166000 bits/sec, BW Unreserved[5]: 1166000 bits/sec
    BW Unreserved[6]: 1166000 bits/sec, BW Unreserved[7]: 1153000 bits/sec
  Metric:0          ES dtp-5

Release Modification

12.0(5)S This command was introduced.
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Table3 lists the fields displayed in this example.

Table 3 Show IS-IS Database V erbose Field Descriptions

Field Description

LSPID The LSP identifier. The first six octets form the System ID of the
router that originated the LSP.

The next octet is the pseudonode ID. When this byte is zero, the LSP
describes links from the system. When it is nonzero,the LSP is a so
callednon-pseudonodeLSP. This is similar to a routerLSA in OSPF.
The LSP will describe the state of the originating router.

For each LAN, the designated router for that LAN will create and
flood a pseudonode LSP, describing all systems attached to that LAN.

Thelastoctetis theLSPnumber. If thereis moredatathancanfit in a
single LSP, the LSP will be divided into multiple LSP fragments.
Each fragment will have a different LSP number. An asterisk (*)
indicates that the LSP was originated by the system on which this
command is issued.

LSP Seq Num Sequence number for the LSP that allows other systems to determine
if they have received the latest information from the source.

LSP Checksum Checksum of the entire LSP packet.

LSP Holdtime Amountof time theLSPremainsvalid, in seconds.An LSPholdtime
of zeroindicatesthatthisLSPwaspurgedandis beingremovedfrom
all routers'LSDB. Thevaluebetweenbracketsindicateshow longthe
purged LSP will stay in the LSDB before being completely removed.

ATT The Attach bit. This indicates that the router is also a Level 2 router,
and it can reach other areas. L1-only routers and L1L2 routers that
have lost connection to other L2 routers will use the attached bit to
find theclosestL2 router. They will pointadefault routeto theclosest
L2 router.

P The P bit. Detects if the IS is area partition repair capable. Cisco and
other vendors do not support area partition repair.

OL The Overload bit. Determines if the IS is congested. If the Overload
bit is set,otherrouterswill notusethissystemasatransitrouterwhen
calculating routers. Only packets for destinations directly connected
to the overloaded router will be sent to this router.

Area Address Reachable area addresses from the router. For L1 LSPs, these are the
area addresses configured manually on the originating router. For L2
LSPs, these are all the area addresses for the area this route belongs
to.

NLPID

Hostname

IP Address IPv4 address for the interface
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Metric IS-IS metric for the cost of the adjacency between the originating
router and the advertised neighbor, or the metric of the cost to get
from theadvertisingrouterto theadvertiseddestination(whichcanbe
an IP address, an ES or a CLNS prefix).

Affinity Link’s attribute flags being flooded.

Interface IP Address

Physical BW Link’s bandwidth capacity (in bits per second).

Reservable BW Amount of reservable bandwidth on this link.

BW Unreserved Amount of bandwidth that is available for reservation.
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sho w isis mpls traffic-eng adjacenc y-log
To display a log of 20 entries of MPLS traffic engineering IS-IS adjacency changes, use the show
isis mpls traffic-eng adjacency-logEXEC command.

show isis mpls traffic-eng adjacency-log

Syntax Description
This command has no arguments or keywords.

Default
No default behavior or values.

Command Mode
EXEC

Command History

Sample Display
The following is sample output from theshow isis mpls traffic-eng adjacency-log command:

Router# show isis mpls traffic-eng adjacency-log

IS-IS RRR log
When      Neighbor ID        IP Address       Interface Status Level
04:52:52  0000.0024.0004.02  0.0.0.0          Et0/2     Up     level-1
04:52:50  0000.0026.0001.00  170.1.1.2        PO1/0/0   Up     level-1
04:52:37  0000.0024.0004.02  0.0.0.0          Et0/2     Up     level-1

Table4 lists the fields displayed in this example.

Table 4 Show IS-IS MPLS Traffic-Eng Adjacenc y-Log Field Descriptions

Release Modification

12.0(5)S This command was introduced.

Field Description

When The amount of time since the entry of the log has been recorded.

Neighbor ID Identification value of the neighbor.

IP Address Neighbor’s IPv4 address.

Interface Interface from which a neighbor is learned.

Status Up (active) or Down (disconnected)

Level Indication of routing level.
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sho w isis mpls traffic-eng ad ver tisements
TodisplaythelastfloodedrecordfromMPLStraffic engineering,usetheshow isismpls traffic-eng
advertisementsEXEC command.

show isis mpls traffic-eng advertisements

Syntax Description
This command has no arguments or keywords.

Default
No default behavior or values.

Command Mode
EXEC

Command History

Sample Display
The following is output from theshow isis mpls traffic-eng advertisementscommand:

Router# show isis mpls traffic-eng advertisements

System ID:dtp-5.00
  Router ID:5.5.5.5
  Link Count:1
    Link[1]
      Neighbor System ID:dtp-5.01 (broadcast link)
      Interface IP address:172.21.39.5
      Neighbor IP Address:0.0.0.0
      Admin. Weight:10
      Physical BW:10000000 bits/sec
      Reservable BW:1166000 bits/sec
      BW unreserved[0]:1166000 bits/sec, BW unreserved[1]:1166000 bits/sec
      BW unreserved[2]:1166000 bits/sec, BW unreserved[3]:1166000 bits/sec
      BW unreserved[4]:1166000 bits/sec, BW unreserved[5]:1166000 bits/sec
      BW unreserved[6]:1166000 bits/sec, BW unreserved[7]:1153000 bits/sec
      Affinity Bits:0x00000000

Release Modification

12.0(5)S This command was introduced.
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Table5 lists the fields displayed in this example.

Table 5 Show IS-IS MPLS Traffic-Eng Ad ver tisements Field Descriptions

Field Description

System ID Identification value for the local system in the area.

Router ID MPLS traffic engineering router ID.

Link Count Number of links advertised by MPLS traffic engineering.

Neighbor System ID Identification value for the remote system in an area.

Interface IP address IPv4 address of the interface.

Neighbor IP Address IPv4 address of the neighbor.

Admin. Weight Administrative weight associated with this link.

Physical BW Link’s bandwidth capacity (in bits per second).

Reservable BW Amount of reservable bandwidth on this link.

BW unreserved Amount of bandwidth that is available for reservation.

Affinity Bits Link’s attribute flags being flooded.
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sho w isis mpls traffic-eng tunnel
To display information about tunnels considered in IS-IS next hop calculation, use the show isis
mpls traffic-eng tunnelEXEC command.

show isis mpls traffic-eng tunnel

Syntax Description
This command has no arguments or keywords.

Default
No default behavior or values.

Command Mode
EXEC

Command History

Sample Display
The following example shows output from this command:

Router# show isis mpls traffic-eng tunnel

Station Id          Tunnel Name   Bandwidth    Nexthop       Metric   Mode
kangpa-router1.00   Tunnel1022    3333         2.2.2.2       -3       Relative
                    Tunnel1021    10000        2.2.2.2       11       Absolute
tomklong-route.00   Tunnel1031    10000        3.3.3.3       -1       Relative
                    Tunnel1032    10000        3.3.3.3

Release Modification

12.0(5)S This command was introduced.
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Table 6 lists the fields displayed in this example.

Table 6 Show ISIS MPLS Traffic-Eng T unnel Field Descriptions

Field Description

Station Id The name or system ID of the MPLS traffic engineering tailend
router.

Tunnel Name The name of the MPLS traffic engineering tunnel interface.

Bandwidth The MPLS traffic engineering tunnel bandwidth specified.

Nexthop The MPLS traffic engineering tunnel destination IP address.

Metric The MPLS traffic engineering tunnel metric.

Mode The MPLS traffic engineering tunnel metric mode. It can be relative
or absolute.
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sho w mpls traffic-eng autor oute
To show tunnelsthatareannouncedto IGP, includinginterface,destination,andbandwidth,usethe
show mpls traffic-eng autorouteprivileged EXEC command.

show mpls traffic-eng autoroute

Syntax Description
This command has no arguments or keywords.

Default
No default behavior or values.

Command Mode
Privileged EXEC

Command History

Usage Guidelines
The IGP's SPF/nexthop calculation has been modified to understand TE tunnels. This command
showswhichtunnelsarecurrentlybeingusedby theIGPin itsSPF/nexthopcalculation(tunnelsthat
are up and have autoroute configured)

Example
The following example shows output from theshow mpls traffic-eng autoroutecommand:

Notethatthelist of tunnelsis organizedby destination.All tunnelsto adestinationwill carryashare
of the traffic tunneled to that destination.

Router# show mpls traffic-eng autoroute

MPLS TE autorouting enabled
  destination 0002.0002.0002.00 has 2 tunnels
    Tunnel1021 (traffic share 10000, nexthop 2.2.2.2, absolute metric 11)
    Tunnel1022 (traffic share 3333, nexthop 2.2.2.2, relative metric -3)
  destination 0003.0003.0003.00 has 2 tunnels
    Tunnel1032 (traffic share 10000, nexthop 3.3.3.3)
    Tunnel1031 (traffic share 10000, nexthop 3.3.3.3, relative metric -1)

Table7 lists the fields displayed in this example.

Table 7 Show MPLS Traffic-Eng A utor oute Field Descriptions

Release Modification

12.0(5)S This command was introduced.

Field Description

MPLS TE autorouting enabled IGP automatically routes traffic into tunnels.
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destination MPLS traffic engineering tailend router system ID.

traffic share A factor based on bandwidth, indicating how much traffic
this tunnel should carry relative to other tunnels to the same
destination. If two tunnels go to a single destination, one
with atraffic shareof 200andtheotherwith atraffic shareof
100, the first tunnel carries two thirds of the traffic.

nexthop The MPLS traffic engineering tunnel tailend IP address.

absolute metric The MPLS traffic engineering tunnel metric with mode
absolute.

relative metric The MPLS traffic engineering tunnel metric with mode
relative.
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sho w mpls traffic-eng link-mana gement admission-contr ol
To show which tunnels have been admitted locally, and their parameters (such as, priority,
bandwidth, incoming and outgoing interface, and state), use theshow mpls traffic-eng
link-management admission-control EXEC command.

show mpls traffic-eng link-management admission-control [interface name]

Syntax Description

Default
No default behavior or values.

Command Mode
EXEC

Command History

Sample Display
The following example shows output from the show mpls traffic-eng link-management
admission-control command:

Router# show mpls traffic-eng link-management admission-control

System Information::
    Tunnels Count:        1
    Tunnels Selected:     1
TUNNEL ID              UP IF     DOWN IF  PRIORITY STATE           BANDWIDTH
3.3.25.3 1_1           -         PO1/0/0  1/1      Resv Admitted   10000      R

Table8 lists the fields displayed in this example.

Table 8 Show MPLS Traffic-Eng Link-Mana gement Admission-Contr ol Field
Descriptions

interface name  (Optional) Shows only those tunnels that have been admitted
on the specified interface.

Release Modification

12.0(5)S This command was introduced.

Field Description

Tunnels Count Total number of tunnels admitted.

Tunnels Selected Number of tunnels to be displayed.

TUNNEL ID Tunnel identification.

UP IF Upstream interface used by the tunnel.

DOWN IF Downstream interface used by the tunnel.
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Related Commands

PRIORITY Tunnel’s setup priority followed by the hold priority.

STATE Tunnel’s admission status.

BANDWIDTH Bandwidth is bits per second. If an “R” appears after the bandwidth
number, it meansthebandwidthhasbeenreserved.If an“H” appears
after the bandwidth number, it means the bandwidth has been
temporarily held for a path message.

Command Description

show mpls traffic-eng link-management
advertisements

Shows local link information currently being flooded by
MPLStraffic engineeringlink managementinto theglobal
traffic engineering topology.

show mpls traffic-eng link-management
bandwidth-allocation

Shows current local link information.

show mpls traffic-eng link-management igp-neighbors Shows IGP neighbors.

show mpls traffic-eng link-management interfaces Shows per-interface resource and configuration
information.

show mpls traffic-eng link-management summary Shows summary of link management information.
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sho w mpls traffic-eng link-mana gement ad ver tisements
To show local link information currently being flooded by MPLS traffic engineering link
management into the global traffic engineering topology, use theshow mpls traffic-eng
link-management advertisementsEXEC command.

show mpls traffic-eng link-management advertisements

Syntax Description
This command has no arguments or keywords.

Default
No default behavior or values.

Command Mode
EXEC

Command History

Sample Display
The following example shows output from theshow mpls traffic-eng link-management
advertisementscommand:

Router# show mpls traffic-eng link-management advertisements

Flooding Status:     ready
Configured Areas:    1
IGP Area[1] ID:: isis level-1
  System Information::
    Flooding Protocol:   ISIS
  Header Information::
    IGP System ID:       0001.0000.0001.00
    MPLS TE Router ID:   10.106.0.6
    Flooded Links:       1
  Link ID:: 0
    Link IP Address:     10.32.0.6
    IGP Neighbor:        ID 0001.0000.0002.00, IP 10.32.0.10
    Admin. Weight:       10
    Physical BW:         155520000 bits/sec
    Reservable BW:       5000000 bits/sec
    Output Bandwidth::
      BW Unreserved[0]:    5000000 bits/sec
      BW Unreserved[1]:    1000000 bits/sec
      BW Unreserved[2]:    1000000 bits/sec
      BW Unreserved[3]:    1000000 bits/sec
      BW Unreserved[4]:    1000000 bits/sec
      BW Unreserved[5]:    1000000 bits/sec
      BW Unreserved[6]:    1000000 bits/sec
      BW Unreserved[7]:    1000000 bits/sec
    Affinity Bits         0x00000000

Release Modification

12.0(5)S This command was introduced.
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Table9 lists the fields displayed in this example.

Table 9 Show MPLS Traffic-Eng Link-Mana gement Ad ver tisements Field
Descriptions

Related Commands

Field Description

Flooding Status Enable status of the link management flooding system.

Configured Areas Number of the IGP areas configured.

IGP Area [1] ID Name of the first IGP area.

Flooding Protocol IGP being used to flood information for this area.

IGP System ID Identification used by IGP flooding this area to identify this node.

MPLS TE Router ID MPLS traffic engineering router ID.

Flooded Links Number of links flooded for this area.

Link ID Index of the link being described.

Link IP Address Local IP address of this link.

IGP Neighbor IGP neighbor on this link.

Admin. Weight Administrative weight associated with this link.

Physical BW Link’s bandwidth capacity (in bits per second).

Reservable BW Amount of reservable bandwidth on this link.

BW unreserved Amount of bandwidth that is available for reservation.

Affinity Bits Link’s attribute flags being flooded.

Command Description

show mpls traffic-eng link-management
advertisements

Shows local link information currently being flooded by
MPLS traffic engineering link management into the global
traffic engineering topology.

show mpls traffic-eng link-management
bandwidth-allocation

Shows current local link information.

show mpls traffic-eng link-management
igp-neighbors

Shows IGP neighbors.

show mpls traffic-eng link-management interfaces Shows per-interface resource and configuration information.

show mpls traffic-eng link-management summary Shows summary of link management information.
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sho w mpls traffic-eng link-mana gement band width-allocation
To show current local link information, use theshow mpls traffic-eng link-management
bandwidth-allocation EXEC command.

show mpls traffic-eng link-management bandwidth-allocation [interface name]

Syntax Description

Default
No default behavior or values.

Command Mode
EXEC

Command History

Usage Guidelines
Advertised information may differ from current information depending on how flooding has been
configured.

Sample Display
The following example shows output from this command:

Router# show mpls traffic-eng link-management bandwidth-allocation atm0/0.1

System Information::
    Links Count:         3
    Bandwidth Hold Time: max. 15 seconds
Link ID:: AT0/0.1 (10.32.0.6)
    Link Status:
      Physical Bandwidth:  155520000 bits/sec
      MPLS TE Bandwidth:   5000000 bits/sec (reserved:0% in, 80% out)
      BW Descriptors:      1
      MPLS TE Link State:  MPLS TE on, RSVP on, admin-up, flooded
      Inbound Admission:   allow-all
      Outbound Admission:  allow-if-room
      Admin. Weight:       10 (IGP)
      IGP Neighbor Count:  1
      Up Thresholds:       15 30 45 60 75 80 85 90 95 96 97 98 99 100 (default)
      Down Thresholds:     100 99 98 97 96 95 90 85 80 75 60 45 30 15 (default)
    Outbound Bandwidth Information (bits/second):
      KEEP PRIORITY     BW HELD  BW TOTAL HELD   BW LOCKED  BW TOTAL LOCKED
                  0           0              0           0                0
                  1           0              0     4000000          4000000

 interface name  (Optional) Shows only those tunnels that have been admitted
on the specified interface.

Release Modification

12.0(5)S This command was introduced.
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                  2           0              0           0          4000000
                  3           0              0           0          4000000
                  4           0              0           0          4000000
                  5           0              0           0          4000000
                  6           0              0           0          4000000
                  7           0              0           0          4000000

Table10 lists the fields displayed in this example.

Table 10 Show MPLS Traffic-Eng Link-Mana gement Band width-Allocation Field
Descriptions

Related Commands

Field Description

Links Count Number of links configured for MPLS traffic engineering.

Bandwidth Holdtime

Link ID Interface name and IP address of the link being described.

Physical Bandwidth Link’s bandwidth capacity (in bits per second).

MPLS TE Bandwidth Amount of reservable bandwidth on this link.

BW Descriptors Number of bandwidth allocations on this link.

MPLS TE Link State Status of the link’s MPLS traffic engineering-related functions.

Inbound Admission Link’s admission policy for incoming tunnels.

Outbound Admission Link’s admission policy for outgoing tunnels.

Admin. Weight Administrative weight associated with this link.

Up Thresholds Link’s bandwidth thresholds for allocations.

Down Thresholds Link’s bandwidth thresholds for deallocations.

IGP Neighbor List of the IGP neighbors directly reachable over this link.

KEEP PRIORITY Priority levels for the link’s bandwidth allocations.

BW HELD Amount of bandwidth (in bits per seconds) temporarily held at this
priority for path messages.

BW TOTAL HELD Bandwidth held at this priority and those above it.

BW LOCKED Amount of bandwidth reserved at this priority.

BW TOTAL LOCKED Bandwidth reserved at this priority and those above.

Command Description

show mpls traffic-eng link-management
advertisements

Shows local link information currently being flooded by
MPLStraffic engineeringlink managementinto theglobal
traffic engineering topology.

show mpls traffic-eng link-management
bandwidth-allocation

Shows current local link information.

show mpls traffic-eng link-management igp-neighbors Shows IGP neighbors.
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show mpls traffic-eng link-management interfaces Shows per-interface resource and configuration
information.

show mpls traffic-eng link-management summary Shows summary of link management information.
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sho w mpls traffic-eng link-mana gement igp-neighbor s
To show IGP neighbors, use theshow mpls traffic-eng link-management igp-neighbors
privileged EXEC command.

show mpls traffic-eng link-management igp-neighbors[{ igp-id { isis isis-address | ospf
ospf-id} | ip A.B.C.D}]

Syntax Description

Default
No default behavior or values.

Command Mode
EXEC

Command History

Sample Display
The following example shows output from theshow mpls traffic-eng link-management
igp-neighborscommand

Router# show mpls traffic-eng line-management igp-neighbors

Link ID::  Et0/2
    Neighbor ID:  0000.0024.0004.02 (area: isis level-1, IP: 0.0.0.0)
Link ID::  PO1/0/0
    Neighbor ID:  0000.0026.0001.00 (area: isis level-1, IP: 170.1.1.2)

Table11 lists the fields displayed in this example.

Table 11 Show MPLS Traffic-Eng Link-Mana gement IGP-Neighbor s Field Descriptions

igp-id Shows the IGP neighbors using a specified IGP identification.

isis isis-address Specifies an IS-IS neighbor to display when displaying
neighbors by IGP ID.

ospfospf-id Specifies an OSPF neighbor to display when displaying
neighbors by IGP ID.

ip A.B.C.D. Shows the IGP neighbors using a specified IGP IP address.

Release Modification

12.0(5)S This command was introduced.

Field Description

Link ID Link by which the neighbor is reached.

Neighbor ID IGP’s identification information for the neighbor.
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Related Commands

Command Description

show mpls traffic-eng link-management advertisements Shows local link information currently being
flooded by MPLS traffic engineering link
management into the global traffic engineering
topology.

show mpls traffic-eng link-management bandwidth-allocation Shows current local link information.

show mpls traffic-eng link-management igp-neighbors Shows IGP neighbors.

show mpls traffic-eng link-management interfaces Shows per-interface resource and configuration
information.

show mpls traffic-eng link-management summary Shows summary of link management information.
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sho w mpls traffic-eng link-mana gement interfaces
To show per-interface resource and configuration information, use theshow mpls traffic-eng
link-management interfacesEXEC command.

show mpls traffic-eng link-management interfaces [interface]

Syntax Description

Default
No default behavior or values.

Command Mode
EXEC

Command History

Sample Display
Router# show mpls traffic-eng link-management interfaces
System Information::
Links Count:         3
Link ID:: Et1/1/1 (10.1.0.6)
    Link Status:
      Physical Bandwidth:  10000000 bits/sec
      MPLS TE Bandwidth:   5000000 bits/sec (reserved:0% in, 0% out)
      MPLS TE Link State:  MPLS TE on, RSVP on
      Inbound Admission:   reject-huge
      Outbound Admission:  allow-if-room
      Admin. Weight:       10 (IGP)
      IGP Neighbor Count:  2
      IGP Neighbor:        ID 0000.0000.0000.02, IP 0.0.0.0 (Up)
      IGP Neighbor:        ID 0001.0000.0001.02, IP 0.0.0.0 (Down)
    Flooding Status for each configured area [1]:
      IGP Area[1  isis level-1: not flooded
                  (Reason:Interface has been administratively disabled)
Link ID:: AT0/0.1 (10.32.0.6)
    Link Status:
      Physical Bandwidth:  155520000 bits/sec
      MPLS TE Bandwidth:   5000000 bits/sec (reserved:0% in, 80% out)
      MPLS TE Link State:  MPLS TE on, RSVP on, admin-up, flooded
      Inbound Admission:   allow-all
      Outbound Admission:  allow-if-room
      Admin. Weight:       10 (IGP)
      IGP Neighbor Count:  1
      IGP Neighbor:        ID 0001.0000.0002.00, IP 10.32.0.10 (Up)
    Flooding Status for each configured area [1]:
      IGP Area[1  isis level-1: flooded

interface (Optional) Specifies the name of a single interface for which
information is to be displayed.

Release Modification

12.0(5)S This command was introduced.
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Table12 lists the fields displayed in this example.

Table 12 Show MPLS Traffic-Eng Link-Mana gement Interfaces Field Descriptions

Related Commands

Field Description

Links Count Number of links that have been enabled for use with MPLS
traffic engineering.

Physical Bandwidth Link’s bandwidth capacity (in bits per second).

MPLS TE Bandwidth Amount of reservable bandwidth on this link.

MPLS TE Link State The status of the MPLS link.

Inbound Admission Link’s admission policy for inbound tunnels.

Outbound Admission Link’s admission policy for outbound tunnels.

Admin. Weight Administrative weight associated with this link.

IGP Neighbor Count Number of IGP neighbors directly reachable over this link.

IGP Area [1] Flooding status for the specified configured area.

Command Description

show mpls traffic-eng link-management
advertisements

Shows local link information currently being flooded by
MPLStraffic engineeringlink managementinto theglobal
traffic engineering topology

show mpls traffic-eng link-management
bandwidth-allocation

Shows current local link information

show mpls traffic-eng link-management igp-neighbors Shows IGP neighbors

show mpls traffic-eng link-management interfaces Shows per-interface resource and configuration
information

show mpls traffic-eng link-management summary Shows summary of link management information
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sho w mpls traffic-eng link-mana gement summar y
To show summary of link management information, use theshow mpls traffic-eng
link-management summaryEXEC command.

show mpls traffic-eng link-management summary[interface name]

Syntax Description

Default
No default behavior or values.

Command Mode
EXEC

Command History

Sample Display
Thefollowing exampleshowsoutputfrom theshow mpls traffic-eng link-managementsummary
command:

Router# show mpls traffic-eng link-management summary atm0/0.1

System Information::
    Links Count:         3
    Flooding System:     enabled
IGP Area ID:: isis level-1
    Flooding Protocol:   ISIS
    Flooding Status:     data flooded
    Periodic Flooding:   enabled (every 180 seconds)
    Flooded Links:       1
    IGP System ID:       0001.0000.0001.00
    MPLS TE Router ID:   10.106.0.6
    IGP Neighbors:       3
Link ID:: AT0/0.1 (10.32.0.6)
    Link Status:
      Physical Bandwidth:  155520000 bits/sec
      MPLS TE Bandwidth:   5000000 bits/sec (reserved:0% in, 80% out)
      MPLS TE Link State:  MPLS TE on, RSVP on, admin-up, flooded
      Inbound Admission:   allow-all
      Outbound Admission:  allow-if-room
      Admin. Weight:       10 (IGP)
      IGP Neighbor Count:  1

Table13 lists the fields displayed in this example.

interface name (Optional) Specifies the name of a single interface for
which information is to be displayed.

Release Modification

12.0(5)S This command was introduced.
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Table 13 Show MPLS Traffic-Eng Link-Mana gement Summar y Field Descriptions

Related Commands

Field Description

Flooding System Enable status of the MPLS traffic engineering flooding system.

IGP Area ID Name of the IGP area being described.

Flooding Protocol IGP being used to flood information for this area.

Flooding Status Status of flooding for this area.

Periodic Flooding Status of periodic flooding for this area.

Flooded Links Number of links flooded.

IGP System ID IGP for this node associated with this area.

MPLS TE Router ID MPLS traffic engineering router ID for this node.

IGP Neighbors Number of reachable IGP neighbors associated with this area.

Link ID Interface name and IP address of the link being described.

Physical Bandwidth Link’s bandwidth capacity (in bits per second).

MPLS TE Bandwidth Amount of reservable bandwidth on this link.

MPLS TE Link State Status of the link’s MPLS traffic engineering -related functions.

Inbound Admission Link’s admission policy for incoming tunnels.

Outbound Admission Link’s admission policy for outgoing tunnels.

Admin. Weight Link’s administrative weight.

IGP Neighbor Count List of the IGP neighbors directly reachable over this link.

Command Description

show mpls traffic-eng link-management
advertisements

Shows local link information currently being flooded by
MPLStraffic engineeringlink managementinto theglobal
traffic engineering topology.

show mpls traffic-eng link-management
bandwidth-allocation

Shows current local link information.

show mpls traffic-eng link-management igp-neighbors Shows IGP neighbors.

show mpls traffic-eng link-management interfaces Shows per-interface resource and configuration
information.

show mpls traffic-eng link-management summary Shows summary of link management information.
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sho w mpls traffic-eng topology
Toshow theMPLStraffic engineeringglobaltopologyascurrentlyknownatthisnode,usetheshow
mpls traffic-eng topologyprivileged EXEC command.

show mpls traffic-eng topology [{ A.B.C.D | igp-id { isis nsapaddr | ospfA.B.C.D}] [brief ]

Syntax Description

Default
No default behavior or values.

Command Mode
EXEC

Command History

Sample Display
The following example shows output from theshow mpls traffic-eng topology command:

Router# show mpls traffic-eng topology

My_System_id: 0000.0025.0003.00

IGP Id: 0000.0024.0004.00, MPLS TE Id:24.4.4.4 Router Node
      link[0 ]:Intf Address: 150.1.1.4
                  Nbr IGP Id: 0000.0024.0004.02,
                admin_weight:10, affinity_bits:0x0
                max_link_bw:10000 max_link_reservable: 10000
               allocated   reservable      allocated   reservable
               ---------   ----------      ---------   ----------
        bw[0]: 0           10000      bw[1]: 0           10000
        bw[2]: 0           10000      bw[3]: 0           10000
        bw[4]: 0           10000      bw[5]: 0           10000
        bw[6]: 0           10000      bw[7]: 0           10000

A.B.C.D Specifies the node by the IP address (router identifier to
interface address).

igp-id Specifies the node by IGP router identifier.

isis nsapaddr Specifies the node by router identification (nsapaddr) if using
IS-IS.

ospfA.B.C.D Specifies the node by router identifier if using OSPF.

brief (Optional) The brief form of the output gives a less detailed
version of the topology.

Release Modification

12.0(5)S This command was introduced.
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Table14 lists the fields displayed in this example.

Table 14 Show MPLS Traffic-Eng T opology Field Descriptions

Field Description

My-System_id IGP’s unique identifier.

IGP Id Identification of advertising router.

MPLS TE Id Unique MPLS traffic engineering identification.

Intf Address This link’s interface address.

Nbr IGP Id Neighbor IGP router identifier.

admin_weight Cost of the link.

affinity_bits Therequirementson theattributesof thelinks thatthetraffic crosses.

max_link_bw Physical line rate.

max_link_reservable The maximum amount of bandwidth you can reserve on a link.

allocated Amount of bandwidth allocated at that priority.

reservable Amount of available bandwidth reservable at that priority.
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sho w mpls traffic-eng tunnel
To show information about tunnels, use theshow mpls traffic-eng tunnelcommand.

show mpls traffic-eng tunnel [{ tunnel_interface| destinationaddress| source-id [{ ipaddress
| 0-MAX |name namerole {all | head | middle | tail | remote} | {up | down}}] [brief]

Syntax Description

Default
No default behavior or values.

Command Mode
EXEC

tunnel_interface Shows tunnel interface.

destinationaddress Displays brief summary of tunnel status and configuration.

source-id ipaddress Restricts the display to tunnels originating at that IP address.

0-MAX

name name Restricts the display to tunnels with that value as their name.
The tunnel name is derived from the interface description, if
specified;otherwise,it is theinterfacename.Thetunnelnameis
included in the signalling message so it is available at all hops.

role Restrict the display to tunnels with the indicated role.

all Displays all tunnels.

head Displays tunnels with their head at this router.

middle Displays tunnels with a midpoint at this router.

tail Displays tunnels with a tail at this router.

remote Displays tunnels with their head at some other router—the
combination of middle and tail.

up Restricts the display to tunnels that are up. When you specify
“up,” atunnelheadis shown if thetunnelinterfaceis up.Tunnel
midpoints and tails are typically either up or not present.

down Restricts the display to tunnels that are down.

brief Specifies a format with one line per tunnel.
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Command History

Sample Display
The following example shows output from theshow mpls traffic-eng tunnel brief command:

(Router)# show mpls traffic-eng tunnel brief

Signalling Summary:
    LSP Tunnels Process:           running
    RSVP Process:                  running
    Forwarding:                    enabled
    Periodic reoptimization:       every 180 seconds, next in 108 seconds
TUNNEL NAME                          DESTINATION      STATUS      STATE
tagsw-r4_t1                          10.0.0.11        admin-down  down
tagsw-r4_t10011                      10.0.0.11        up          up
...
al7500-sw12_t20004                   10.0.0.4         signalled   up
Displayed 16 (of 16) heads, 0 (of 0) midpoints, 1 (of 1) tails

Table15 lists the fields displayed in this example.

Table 15 Show MPLS Traffic-Eng Field Descriptions

Related Commands

Release Modification

12.0(5)S This command was introduced.

Field Description

TUNNEL NAME Name of the interface that is configured at the tunnel head.

DESTINATION Tailend router identifier.

STATUS For tunnel heads, admin-down or up. For non-heads, signalled.

STATE Up or down.

Command Description

mpls traffic-eng tunnels (configuration) Enables MPLS traffic engineering tunneling signalling
on a device

mpls traffic-eng tunnels (interface) Enables MPLS traffic engineering tunnel signalling on
an, interface.

mpls traffic-eng reoptimization timers frequency Control the frequency at which tunnels with established
LSPs are checked for better LSPs
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sho w mpls traffic-eng tunnel summar y
To show summary information about tunnels, use theshow mpls traffic-eng tunnel summary
command.

show mpls traffic-eng tunnel summary

Syntax Description
This command has no arguments or keywords.

Default
No default behavior or values.

Command Mode
Privileged EXEC

Command History

Sample Display
Thefollowing exampleshowsoutputfrom theshow mpls traffic-eng tunnel summary command:

Router# show mpls traffic-eng tunnel summary

Signalling Summary:
    LSP Tunnels Process:            running
    RSVP Process:                   running
    Forwarding:                     enabled
    Head: 1 interfaces, 1 active signalling attempts, 1 established
          1 activations, 0 deactivations
    Midpoints: 0, Tails: 0
    Periodic reoptimization:        every 3600 seconds, next in 3436 seconds

Table16 lists the fields displayed in this example.

Table 16 Show MPLS Traffic-Eng T unnel Summar y Field Descriptions

Release Modification

12.0(5)S This command was introduced.

Field Description

LSP Tunnels Process Has the MPLS traffic engineering feature been enabled?

RSVP Process Has the RSVP feature been enabled? (This is enabled as a
consequence of enabling the MPLS traffic engineering feature.)

Forwarding Is appropriate forwarding enabled? (Appropriate forwarding on a
router is CEF switching.

Head Summary information about tunnel heads at this device.

Interfaces Number of MPLS traffic engineering tunnel interfaces.
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Related Commands

Active signalling
attempts

LSPscurrentlyeithersuccessfullysignalledor in theprocessof being
signalled.

Established LSPs currently signalled.

Activations Signalling attempts initiated.

Deactivations Signalling attempts terminated.

Periodic reoptimization Frequency of periodic reoptimization and time until next periodic
reoptimization.

Command Description

mpls traffic-eng tunnels (configuration) EnablesMPLStraffic engineeringtunnelingsignallingona
device

mpls traffic-eng tunnels (interface) Enables MPLS traffic engineering tunnel signalling on an,
interface.

mpls traffic-eng reoptimization timers
fr equency

Controls the frequency at which tunnels with established
LSPs are checked for better LSPs
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tunnel mpls traffic-eng affinity
To configure tunnel affinity (the properties the tunnel requires in its links), use the tunnel mpls
traffic-eng affinity  command. To disable this feature, use theno form of this command.

tunnel mpls traffic-eng affinity properties[maskmask]
no tunnel mpls traffic-eng affinity properties[maskmask]

Syntax Description

Default
properties: 0X00000000
mask: 0X0000FFFF

Command Mode
Interface configuration

Command History

Example

Related Commands

properties Attribute values required for links carrying this tunnel (values
of bits are either 0 or 1).

mask mask Whichattributevaluesshouldbechecked.If abit in themaskis
0, a link's attribute value or that bit is irrelevant. If a bit in the
masks 1, the link's attribute value and the tunnel's required
affinity for that bit must match.

Release Modification

12.0(5)S This command was introduced.

Command Description

mpls traffic-eng attribute-flags Sets the user-specified attribute-flags for the interface.

tunnel mode mpls traffic-eng Sets the mode of a tunnel to MPLS for traffic engineering.
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tunnel mpls traffic-eng autor oute announce
To instruct the IGP to use the tunnel in its SPF/next hop calculation (if the tunnel is up), use the
tunnel mpls traffic-eng autorouteannouncecommand.To disablethisfeature,usetheno form of
this command.

tunnel mpls traffic-eng autoroute announce
no tunnel mpls traffic-eng autoroute announce

Syntax Description
This command has no arguments or keywords.

Default
The tunnel is not used by the IGP in its SPF/next hop calculation.

Command Mode
Interface configuration

Command History

Usage Guidelines
Currently, the only way to cause traffic to be forwarded onto a tunnel is by enabling this feature or
by configuring forwarding explicitly with an interface static route, for example.

Related Commands

Release Modification

12.0(5)S This command was introduced.

Command Description

ip route Defines a static host name-to-address mapping in the host cache..

tunnel mode mpls traffic-eng Sets the mode of a tunnel to MPLS for traffic engineering.
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tunnel mpls traffic-eng autor oute metric
To specifytheMPLStraffic-engineeringtunnelmetricusedby IGPautoroute,usethetunnel mpls
traffic-eng autoroute metric command. To disable this feature, use theno form of this command.

tunnel mpls traffic-eng autoroute metric { absolute|relative} value
no tunnel mpls traffic-eng autoroute metric

Syntax Description

Default
The default is metric relative 0.

Command Mode
Interface configuration

Command History

Usage Guidelines

Example

Related Commands

metric The MPLS traffic engineering tunnel metric

absolute The MPLS traffic-engineering tunnel metric mode absolute: a
positive metric value can be supplied

relative The MPLS traffic-engineering tunnel metric mode relative: a
positive, negative or zero value can be supplied

Release Modification

12.0(5)S This command was introduced.

Command Description

show mpls traffic-eng autoroute Shows tunnels announced to IGP, including interface,
destination, and bandwidth.

tunnel mpls traffic-eng autoroute Instructs the IGP to use the tunnel in its SPF/next hop
calculation (if the tunnel is up).
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tunnel mpls traffic-eng band width
To configure bandwidth required for an MPLS traffic engineering tunnel, use thetunnel mpls
traffic-eng bandwidth command. To disable this feature, use theno form of this command.

tunnel mpls traffic-eng bandwidth bandwidth
no tunnel mpls traffic-eng bandwidth bandwidth

Syntax Description

Default
Default bandwidth required is 0.

Command Mode
Configuration interface

Command History

Usage Guidelines

Example

Related Commands

bandwidth Thebandwidthrequiredfor anMPLStraffic engineeringtunnel.
Bandwidth is specified in kilobits per seconds.

Release Modification

12.0(5)S This command was introduced.

Command Description

show mpls traffic-eng tunnel Displays tunnel information.
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tunnel mpls traffic-eng path-option
To configureapathoption,usethetunnel mpls traffic-eng path-option command.To disablethis
feature, use theno form of this command.

tunnel mpls traffic-eng path-option identifier path-number namepath-name
no tunnel mpls traffic-eng path-option identifierpath-number namepath-name

Syntax Description

Default
No default behavior or values.

Command Mode
Interface configuration

Command History

Usage Guidelines
Multiple path setup options may be configured for a single tunnel. For example, you can configure
several explicit paths and a dynamic option for one tunnel. Path setup prefers options with lower
numbers to options with higher numbers, so option 1 is the most preferred option.

Example

Related Commands

identifier  path-number Uses the IP explicit path with the indicated path number.

namepath-name Uses the IP explicit path with the indicated path name.

Release Modification

12.0(5)S This command was introduced.

Command Description

ip explicit-path Enter the subcommand mode for IP explicit paths to create or
modify the named path.

show ip explicit-paths Shows configured IP explict paths.

tunnel mode mpls traffic-eng priority Configures setup and reservation priority for a tunnel.
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tunnel mpls traffic-eng priority
To configure setup and reservation priority for a tunnel, use thetunnel mpls traffic-eng priority
command. To disable this feature, use theno form of this command.

tunnel mpls traffic-eng priority setup-priority [hold-priority]
no tunnel traffic-eng priority setup-priority[hold-priority]

Syntax Description

Default
setup-priority: 7
hold-priority: setup priority

Command Mode
Interface configuration

Command History

Usage Guidelines
The priority mechanism allows a hard-to-fit LSP to preempt easy-to-fit LSPs so that the easy-to fit
LSPs can be re-established once the hard-to-fit LSP has been placed.

Typically, setup and hold priorities are equal. However, a separate hold priority allows a subset on
tunnels to not preempt on setup, but to not be preempted once established.

Setup priority may not be better than (numerically smaller than) hold priority.

Example

setup-priority The priority used when signalling an LSP for this tunnel to
figure out what existing tunnels are eligible to be preempted.
The range is 0 to 7, where a lower numeric value indicates a
higherpriority. Therefore,anLSPwith asetuppriority of 0 can
preempt any LSP with a non-0 priority.

hold-priority The priority associated with an LSP for this tunnel once
establishedto figureout if it shouldbepreemptedby otherLSPs
that are being signalled. The range is 0 to 7, where a lower
numeric value indicates a higher priority.

Release Modification

12.0(5)S This command was introduced.
Arista Networks, Inc., Ex. 1023, Page 78
Arista Networks, Inc. v. Orckit Corporation, IPR2024-01238



tunnel mpls traffic-eng priority

 Multiprotocol Label Switching (MPLS) Traffic Engineering 79

Related Commands

Command Description

tunnel mode mpls traffic-eng Sets the mode of a tunnel to MPLS for traffic engineering.
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tunnel mode mpls traffic-eng
To setthemodeof a tunnelto MPLSfor traffic engineering,usethetunnel modempls traffic-eng
command. To disable this feature, use theno form of this command.

tunnel mode mpls traffic-eng [gre-ip]
no tunnel mode mpls traffic-eng [gre-ip]

Syntax Description

Default
No default behavior or values.

Command Mode
Interface configuration

Command History

Usage Guidelines
This command specifies that the tunnel interface is for an MPLS traffic engineering tunnel, and
enables the various tunnel MPLS configuration options.

Example

Related Commands

gre-ip (Optional)

Release Modification

12.0(5)S This command was introduced.

Command Description

tunnel mpls traffic-eng affinity Configures tunnel affinity (the properties the tunnel requires
in its links).

tunnel mpls traffic-eng autoroute announce Instructs the IGP to use the tunnel in its SPF/next hop
calculation (if the tunnel is up).

tunnel mpls traffic-eng bandwidth Configures bandwidth required for an MPLS traffic
engineering tunnel.

tunnel mpls traffic-eng path-option Configures a path option.

tunnel mpls traffic-eng priority Configures setup and reservation priority for a tunnel.
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