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Label Switched Paths (LSPs) at a head-end node of the 
TE-LSPs in preparation to receive redirected traffic in 
response to an event in a computer network. The novel 
dynamic TE-LSP resizing technique is based on the detec 
tion of an event in the network that could cause traffic 
destined for one or more other (“remote') head-end nodes of 
one or more TE-LSPs to be redirected to an event-detecting 
(“local) head-end node of one or more TE-LSPs. An 
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SYSTEMAND METHOD FOR DYNAMICALLY 
RESPONDING TO EVENT-BASED TRAFFIC 

REDIRECTION 

BACKGROUND OF THE INVENTION 

0001) 1. Field of the Invention 
0002 The present invention relates to computer networks 
and more particularly to dynamically responding to event 
based traffic redirection in a computer network 
0003 2. Background Information 
0004. A computer network is a geographically distributed 
collection of nodes interconnected by communication links 
and segments for transporting data between end nodes, such 
as personal computers and workStations. Many types of 
networks are available, with the types ranging from local 
area networks (LANs) to wide area networks (WANs). 
LANs typically connect the nodes over dedicated private 
communications links located in the same general physical 
location, such as a building or campus. WANs, on the other 
hand, typically connect geographically dispersed nodes over 
long-distance communications links, such as common car 
rier telephone lines, optical lightpaths, synchronous optical 
networks (SONET), or synchronous digital hierarchy (SDH) 
links. The Internet is an example of a WAN that connects 
disparate networks throughout the world, providing global 
communication between nodes on various networks. The 
nodes typically communicate over the network by exchang 
ing discrete frames or packets of data according to pre 
defined protocols, such as the Transmission Control Proto 
col/Internet Protocol (TCP/IP). In this context, a protocol 
consists of a set of rules defining how the nodes interact with 
each other. Computer networks may be further intercon 
nected by an intermediate network node, such as a router, to 
extend the effective "size' of each network. 

0005 Since management of interconnected computer 
networks can prove burdensome, Smaller groups of com 
puter networks may be maintained as routing domains or 
autonomous systems. The networks within an autonomous 
system (AS) are typically coupled together by conventional 
“intradomain routers configured to execute intradomain 
routing protocols, and are generally Subject to a common 
authority. To improve routing scalability, a service provider 
(e.g., an ISP) may divide an AS into multiple “areas.” It may 
be desirable, however, to increase the number of nodes 
capable of exchanging data; in this case, interdomain routers 
executing interdomain routing protocols are used to inter 
connect nodes of the various ASes. Moreover, it may be 
desirable to interconnect various ASes that operate under 
different administrative domains. As used herein, an AS or 
an area is generally referred to as a “domain,” and a router 
that interconnects different domains together is generally 
referred to as a “border router.” 

0006 An example of an interdomain routing protocol is 
the Border Gateway Protocol version 4 (BGP), which per 
forms routing between domains (ASes) by exchanging rout 
ing and reachability information among neighboring inter 
domain routers of the systems. An adjacency is a 
relationship formed between selected neighboring (peer) 
routers for the purpose of exchanging routing information 
messages and abstracting the network topology. The routing 
information exchanged by BGP peer routers typically 
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includes destination address prefixes, i.e., the portions of 
destination addresses used by the routing protocol to render 
routing (“next hop') decisions. Examples of Such destina 
tion addresses include IP version 4 (IPv4) and version 6 
(IPv6) addresses. BGP generally operates over a reliable 
transport protocol, such as TCP, to establish a TCP connec 
tion/session. The BGP protocol is well known and generally 
described in Request for Comments (RFC) 1771, entitled A 
Border Gateway Protocol 4 (BGP-4), published March 
1995. 

0007 Examples of an intradomain routing protocol, or an 
interior gateway protocol (IGP), are the Open Shortest Path 
First (OSPF) routing protocol and the Intermediate-System 
to-Intermediate-System (IS-IS) routing protocol. The OSPF 
and IS-IS protocols are based on link-state technology and, 
therefore, are commonly referred to as link-state routing 
protocols. Link-state protocols define the manner with 
which routing information and network-topology informa 
tion are exchanged and processed in a domain. This infor 
mation is generally directed to an intradomain router's local 
state (e.g., the routers usable interfaces and reachable 
neighbors or adjacencies). The OSPF protocol is described 
in RFC 2328, entitled OSPF Version 2, dated April 1998 and 
the IS-IS protocol used in the context of IP is described in 
RFC 1195, entitled Use of OSI IS-IS for routing in TCP/IP 
and Dual Environments, dated December 1990, both of 
which are hereby incorporated by reference. 

0008 An intermediate network node often stores its 
routing information in a routing table maintained and man 
aged by a routing information base (RIB). The routing table 
is a searchable data structure in which network addresses are 
mapped to their associated routing information. However, 
those skilled in the art will understand that the routing table 
need not be organized as a table, and alternatively may be 
another type of searchable data structure. Although the 
intermediate network node's routing table may be config 
ured with a predetermined set of routing information, the 
node also may dynamically acquire (“learn') network rout 
ing information as it sends and receives data packets. When 
a packet is received at the intermediate network node, the 
packet's destination address may be used to identify a 
routing table entry containing routing information associ 
ated with the received packet. Among other things, the 
packet's routing information indicates the packet's next-hop 
address. 

0009. To ensure that its routing table contains up-to-date 
routing information, the intermediate network node may 
cooperate with other intermediate nodes to disseminate 
routing information representative of the current network 
topology. For example, Suppose the intermediate network 
node detects that one of its neighboring nodes (i.e., adjacent 
network nodes) becomes unavailable, e.g., due to a link 
failure or the neighboring node going "off-line,” etc. In this 
situation, the intermediate network node can update the 
routing information stored in its routing table to ensure that 
data packets are not routed to the unavailable network node. 
Furthermore, the intermediate node also may communicate 
this change in network topology to the other intermediate 
network nodes so they, too, can update their local routing 
tables and bypass the unavailable node. In this manner, each 
of the intermediate network nodes becomes “aware' of the 
change in topology. 
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0010 Typically, routing information is disseminated 
among the intermediate network nodes in accordance with a 
predetermined network communication protocol. Such as a 
link-state protocol (e.g., IS-IS, or OSPF). Conventional 
link-state protocols use link-state advertisements or link 
state packets (or “IGP Advertisements') for exchanging 
routing information between interconnected intermediate 
network nodes (IGP nodes). As used herein, an IGPAdver 
tisement generally describes any message used by an IGP 
routing protocol for communicating routing information 
among interconnected IGP nodes, i.e., routers and Switches. 
Operationally, a first IGP node may generate an IGP Adver 
tisement and “flood (i.e., transmit) the packet over each of 
its network interfaces coupled to other IGP nodes. Thereaf 
ter, a second IGP node may receive the flooded IGPAdver 
tisement and update its routing table based on routing 
information contained in the received IGP Advertisement. 
Next, the second IGP node may flood the received IGP 
Advertisement over each of its network interfaces, except 
for the interface at which the IGP Advertisement was 
received. This flooding process may be repeated until each 
interconnected IGP node has received the IGP Advertise 
ment and updated its local routing table. 
0011) Multi-Protocol Label Switching (MPLS) Traffic 
Engineering has been developed to meet data networking 
requirements such as guaranteed available bandwidth or fast 
restoration. MPLS Traffic Engineering exploits modern label 
Switching techniques to build guaranteed bandwidth end-to 
end tunnels through an IP/MPLS network of label switched 
routers (LSRs). These tunnels are a type of label switched 
path (LSP) and thus are generally referred to as MPLS 
Traffic Engineering (TE) LSPs. Examples of MPLS TE can 
be found in RFC 3209, entitled RSVP-TE: Extensions to 
RSVP for LSP Tunnels dated December 2001, RFC 3784 
entitled Intermediate-System-to-Intermediate-System (IS-IS) 
Extensions for Traffic Engineering (TE) dated June 2004, 
and RFC 3630, entitled Traffic Engineering (TE) Extensions 
to OSPF Version 2 dated September 2003, the contents of all 
of which are hereby incorporated by reference in their 
entirety. 

0012 Establishment of an MPLS TE-LSP from a head 
end LSR to a tail-end LSR involves computation of a path 
through a network of LSRs. Optimally, the computed path is 
the “shortest” path, as measured in Some metric, that satis 
fies all relevant LSPTraffic Engineering constraints such as 
e.g., required bandwidth, “affinities” (administrative con 
straints to avoid or include certain links), etc. Path compu 
tation can either be performed by the head-end LSR or by 
Some other entity operating as a path computation element 
(PCE) not co-located on the head-end LSR. The head-end 
LSR (or a PCE) exploits its knowledge of network topology 
and resources available on each link to perform the path 
computation according to the LSPTraffic Engineering con 
straints. Various path computation methodologies are avail 
able including CSPF (constrained shortest path first). MPLS 
TE-LSPs can be configured within a single domain, e.g., 
area, level, or AS, or may also span multiple domains, e.g., 
areas, levels, or ASes. 
0013 The PCE is an entity having the capability to 
compute paths between any nodes of which the PCE is 
aware in an AS or area. PCEs are especially useful in that 
they are more cognizant of network traffic and path selection 
within their AS or area, and thus may be used for more 
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optimal path computation. A head-end LSR may further 
operate as a path computation client (PCC) configured to 
send a path computation request to the PCE, and receive a 
response with the computed path, potentially taking into 
consideration other path computation requests from other 
PCCs. It is important to note that when one PCE sends a 
request to another PCE, it acts as a PCC. 
0014 Some applications may incorporate unidirectional 
data flows configured to transfer time-sensitive traffic from 
a source (sender) in a computer network to a destination 
(receiver) in the network in accordance with a certain 
“quality of service' (QoS). Here, network resources may be 
reserved for the unidirectional flow to ensure that the QoS 
associated with the data flow is maintained. The Resource 
ReServation Protocol (RSVP) is a network-control protocol 
that enables applications to reserve resources in order to 
obtain special QoS for their data flows. RSVP works in 
conjunction with routing protocols to, e.g., reserve resources 
for a data flow in a computer network in order to establish 
a level of QoS required by the data flow. RSVP is defined in 
R. Braden, et al., Resource ReSerVation Protocol (RSVP), 
RFC 2205. In the case of traffic engineering applications, 
RSVP signaling is used to establish a TE-LSP and to convey 
various TE-LSP attributes to routers, such as border routers, 
along the TE-LSP obeying the set of required constraints 
whose path may have been computed by various means. 

00.15 Generally, TE-LSPs are configured with static (i.e., 
fixed) constraints, such as bandwidth size. A system admin 
istrator with knowledge of the network characteristics may 
configure the TE-LSPs in accordance with desired capabili 
ties. Such as, e.g., to handle a known maximum average load 
level. For instance, if traffic traversing a particular TE-LSP 
has a daily maximum value of 5 Megabytes/second (MB), 
the administrator may configure the TE-LSP to reserve 5 
MB. 

0016 One problem with statically configured TE-LSPs is 
that they do not adapt to changes in traffic patterns over the 
TE-LSP. In some cases, the traffic traversing a TE-LSP may 
significantly vary upon the time of day, days in a week, etc. 
Various algorithms have been proposed to adequately and 
dynamically resize a TE-LSP based on the measured traffic 
load (e.g., with low pass filters). For example, a resizing 
algorithm may consist of measuring or 'sampling the 
average load (bandwidth) for a short period of time (e.g., a 
sample rate or frequency of 5 mins). The TE-LSP may be 
resized after a longer period of time (e.g., a resize frequency 
of 1 hour) based on the maximum average load of the 
sampled periods for the past resizing period. 

0017. A common practice in TE-enabled networks con 
sists of deploying a mesh of TE-LSPs between a plurality of 
edge devices (provider edge, or PE routers) through a core 
network of fewer (generally large capacity) routers (pro 
vider, or P routers). In a mesh (e.g., a “full mesh'), each PE 
router on one side of the core is connected to each PE router 
on the other side of the core via a TE-LSP. The mesh of 
TE-LSPs provides various benefits within the network, as 
known to those skilled in the art. In certain network con 
figurations (e.g., with a large number of PE routers), how 
ever, this results in a large number of TE-LSPs throughout 
the network. For example, in the event there are 100 PE 
routers on each side of the core network, a total of 1000 
TE-LSPs are necessary to create a full mesh. Generally, 
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there are more (e.g., 5 to 10 times more) PE routers than 
there are Prouters in the network, so one solution to limit the 
number of TE-LSPs in the network has been to create a mesh 
of TE-LSPs between the P routers, and not the PE routers. 
This may significantly reduce the number of TE-LSPs, such 
as by a factor of, e.g., 25-100. The PE routers may then 
communicate with the Prouters through conventional rout 
ing, e.g., IP or MPLS routing. 
0018 Occasionally, a network element (e.g., a node or 
link) will fail, causing redirection of the traffic that originally 
traversed the failed network element to other network ele 
ments that bypass the failure. Generally, notice of this failure 
is relayed to the nodes in the same domain through an 
advertisement of the new network topology, e.g., an IGP 
Advertisement, and routing tables are updated to avoid the 
failure accordingly. Typically, both IP traffic and any TE 
LSPs are redirected to avoid a failure in a manner known to 
those skilled in the art. In the above case where a mesh of 
TE-LSPs are provided between P routers, if any one of the 
P routers fails, all TE-LSPs originating at that P router also 
fails. As the network becomes aware of the change in 
topology and converges, the PE routers start redirecting their 
traffic to another available P router in the core in order to 
reach the other side. This condition leads to a burst of traffic 
redirected to TE-LSPs originating at other P routers (also 
referred to in the art as “traffic sloshing'). These TE-LSPs, 
however, may not be appropriately sized to handle the large 
burst of new traffic, thus rendering the traffic engineering 
mechanisms inaccurate and less efficient during the failure 
of a P router. 

0019 Particularly, a statically configured TE-LSP is 
unable to adapt to any changes in traffic patterns, much less 
a burst of traffic due to a failure of a P router. One solution 
to this static TE-LSP limitation is to configure each TE-LSP 
with a size that could handle such a failure; however to do 
so the TE-LSP would need to be much larger than necessary 
for conventional traffic, and hence would be an inefficient 
use of network resources. A dynamically sized TE-LSP, on 
the other hand, would eventually resize to an appropriate 
size, depending upon the sample/resize frequencies of the 
TE-LSP. Slow sample/resize frequencies would not react 
efficiently (e.g., quickly) enough to compensate for the burst 
of traffic. Conversely, fast sample/resize frequencies would 
react efficiently to the burst of traffic, yet, during steady 
states, the faster frequencies may create more frequent 
changes to the TE-LSP, resulting in excess signaling mes 
sages and possible network instability. Also, when a failed 
node is restored or a new node is added, the TE-LSPs that 
were resized to compensate for the redirected traffic may 
have reserved the available resources of the network in a 
way that prevents the restored/new node from establishing 
the appropriate TE-LSPs, leading to double booking prob 
lems (at least temporarily). 

SUMMARY OF THE INVENTION 

0020. The present invention is directed to a technique for 
dynamically resizing Traffic Engineering (TE) Label 
Switched Paths (LSPs) at a head-end node of the TE-LSPs 
in preparation to receive redirected traffic in response to an 
event in a computer network. The novel dynamic TE-LSP 
resizing technique is based on the detection of an event in 
the network that could cause traffic destined for one or more 
other (“remote') head-end nodes of one or more TE-LSPs to 
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be redirected to an event-detecting (“local) head-end node 
of one or more TE-LSPs. An example of such a traffic 
redirection event is failure of a remote head-end node or 
failure of any of its TE-LSPs. Specifically, the local headend 
node maintains TE-LSP steady state sampling and resizing 
frequencies to adapt the bandwidth of its TE-LSP(s) to 
gradual changes in the network over time. Upon detection of 
an event identifying possible traffic redirection, the local 
head-end node enters a Fast Resize (FR) state, in which the 
sampling and resizing frequencies are increased to quickly 
adapt the TE-LSP bandwidth(s) to any received redirected 
traffic. 

0021. In the illustrative embodiment described herein, the 
event notification is transmitted using Interior Gateway 
Protocol (IGP) messages. Each node (e.g., router) within the 
network may create an IGP message that is used to propa 
gate ("advertise') the event notification to other routers in its 
domain, e.g., its IGP area/level. The event may be, e.g., a 
network topology change, a reachability announcement, or a 
refresh message. The IGP message is illustratively embodied 
as an Open Shortest Path First (OSPF) or Intermediate 
System-to-Intermediate-System (IS-IS) advertisement mes 
sage (“IGPAdvertisement'), respectively. Notably, the IGP 
Advertisement may include a novel type/length/value (TLV) 
encoded format used to convey other information. 
0022. In accordance with one aspect of the present inven 
tion, the local head-end node learns of an event through 
conventional notification means, e.g., the IGP Advertise 
ments. In particular, the local head-end node detects an event 
identifying possible traffic redirection through a notification 
indicating a network topology change. In certain configu 
rations (e.g., forwarding adjacencies), the local head-end 
node may also be adapted to determine the type of topology 
change prior to identifying possible traffic redirection. For 
instance, the local head-end node may identify possible 
traffic redirection in the event of a failure/removal of a 
remote head-end node or any of its TE-LSPs, and not where 
a link within the forwarding adjacency has failed. Addition 
ally, the local head-end node may also maintain a list of 
routers (or links) for which their failure/removal identifies 
possible traffic redirection, Such as, e.g., where the router is 
a head-end node. This list may be configured at the local 
head-end node, or may be learned through advertisements 
from routers within the network, e.g., through the novel TLV 
encoded format of the IGPAdvertisements. 

0023. In accordance with another aspect of the present 
invention, upon receiving notification of an event identify 
ing possible traffic redirection, the local head-end node 
enters % an FR state. In the FR state, preconfigured (faster) 
sampling and resizing frequencies are initiated to quickly 
adapt its TE-LSP bandwidth(s) to any received redirected 
traffic. After expiration of a configurable timer, the frequen 
cies may be returned to their steady state values, since the 
redirection of traffic, e.g., from a remote head-end node to 
the local head-end node, may generally only be a short burst 
until the necessary traffic is redirected. In the event the 
failed/removed network element (e.g., a remote head-end 
node) is restored, or a new element added, the local head-end 
node may substantially immediately return its TE-LSPs to 
an original (i.e., pre traffic redirection) bandwidth. Alterna 
tively, the local head-end node may reenter an FR state to 
quickly adapt (e.g., decrease) the bandwidth (size) of its 
TE-LSPs to account for the traffic redirection to the restored/ 
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added network element. Notably, the restored/added remote 
head-end node may also reestablish its original TE-LSPs, or 
enter a FR state to quickly adapt (e.g., increase) the band 
width (size) of its TE-LSPs to account for the received 
redirected traffic. 

0024 Advantageously, the novel technique dynamically 
resizes TE-LSP bandwidths at a head-end node of the 
TE-LSPs in preparation to receive redirected traffic in 
response to an event in a computer network. By dynamically 
adjusting the frequency of sampling/resizing TE-LSPs, the 
inventive technique provides a mechanism for efficiently 
responding to traffic redirection in which traffic is quickly 
shifted from a remote head-end node to a local head-end 
node. Accordingly, the novel technique avoids inefficient 
manual configuration of TE-LSP size to cope with traffic 
redirection, as well as the problems associated with fixed 
TE-LSP sample/resize frequencies. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0.025 The above and further advantages of the invention 
may be better understood by referring to the following 
description in conjunction with the accompanying drawings 
in which like reference numerals indicate identical or func 
tionally similar elements, of which: 
0026 FIG. 1 is a schematic block diagram of an exem 
plary computer network that may be used in accordance with 
the present invention; 
0027 FIG. 2 is schematic block diagram of an exemplary 
router that may be advantageously used with the present 
invention; 
0028 FIG. 3 is a schematic block diagram of an exem 
plary IGPAdvertisement that may be flooded by the routers: 
0029 FIG. 4 is a schematic block diagram illustrating the 
format of an Extension Object that may be advantageously 
used with the present invention; 
0030 FIG. 5A is a schematic block diagram of the 
exemplary computer network in FIG. 1 in which a network 
event has occurred; 
0031 FIG. 5B is a schematic block diagram of the 
exemplary computer network in FIG. 1 in which a network 
event has occurred; 
0032 FIG. 5C is a schematic block diagram of the 
exemplary computer network in FIG. 1 in which a network 
event has occurred; 
0033 FIG. 6 is a schematic block diagram of portions of 
an exemplary list that may be advantageously used with the 
present invention; 
0034 FIG. 7 is a flowchart illustrating a sequence of 
steps for preparing to receive redirected traffic in accordance 
with the present invention; and 
0035 FIG. 8 is a flowchart illustrating a sequence of 
steps for responding to a restored/added network element in 
accordance with the present invention. 

DETAILED DESCRIPTION OF AN 
ILLUSTRATIVE EMBODIMENT 

0.036 FIG. 1 is a schematic block diagram of an exem 
plary computer network 100 comprising edge devices (pro 
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vider edge routers) PE1 and PE2 interconnected to PE3 and 
PE4 by provider (core) routers P1-P4 (e.g., through links as 
shown). A core router is generally defined as a router that is 
part of a core or “backbone' (i.e., the collection of provider 
routers P1-P4) that serves as a "pipe' through which all 
traffic from peripheral networks must pass on its way to 
other peripheral networks. Because of this, the core routers 
(and the links connecting them) are commonly designed to 
accommodate a high Volume of traffic, such as, e.g., links 
with 2.5 GB (gigabytes) or 10 GB of bandwidth (such as 
optical connections OC48 or OC192, respectively). Illustra 
tively, a collection of nodes (e.g., routers) n1-n3 is shown 
between provider routers P1 and P3. The edge routers 
PE1-PE4 may connect to the peripheral networks (not 
shown), and acts as access points (points of presence, POP) 
to the computer network for other devices of the peripheral 
network. Notably, the core may be organized as a meshed 
network, in which the devices are organized in a manage 
able, segmented manner known to those skilled in the art. 
Moreover, each edge router (PE1-PE4) may be connected to 
multiple core routers (e.g., in a "mesh' fashion) over a Local 
Area Network (LAN), providing redundancy for each edge 
router to the core. Those skilled in the art will understand 
that any number of routers and nodes may be used in the 
computer network, and that the view shown herein is for 
simplicity. For example, more edge routers may be con 
nected to the core (provider routers P1-P4) in a manner 
similar to PE1-PE4, e.g., with mesh connections to the core. 
0037 Data packets may be exchanged among the com 
puter network 100 using predefined network communication 
protocols such as the Transmission Control Protocol/Internet 
Protocol (TCP/IP), User Datagram Protocol (UDP), Asyn 
chronous Transfer Mode (ATM) protocol, Frame Relay 
protocol, Internet Packet Exchange (IPX) protocol, etc. 
Routing information may be distributed among the routers 
of the computer network using predetermined Interior Gate 
way Protocols (IGPs), such as conventional distance-vector 
protocols or, illustratively, link-state protocols, through the 
use of IGPAdvertisements. 

0038 FIG. 2 is a schematic block diagram of an exem 
plary router 200 that may be advantageously used with the 
present invention as an edge router or a core router. The 
router comprises a plurality of network interfaces 210, a 
processor 220, and a memory 240 interconnected by a 
system bus 250. The network interfaces 210 contain the 
mechanical, electrical and signaling circuitry for communi 
cating data over physical links coupled to the network 100. 
The network interfaces may be configured to transmit and/or 
receive data using a variety of different communication 
protocols, including, inter alia, TCP/IP, UDP, ATM, syn 
chronous optical networks (SONET), wireless protocols, 
Frame Relay, Ethernet, Fiber Distributed Data Interface 
(FDDI), etc. 
0039 The memory 240 comprises a plurality of storage 
locations that are addressable by the processor 220 and the 
network interfaces 210 for storing Software programs and 
data structures associated with the present invention. The 
processor 220 may comprise necessary elements or logic 
adapted to execute the Software programs and manipulate 
the data structures, such as TE Database (TED) 246. A router 
operating system 242, portions of which is typically resident 
in memory 240 and executed by the processor, functionally 
organizes the router by, inter alia, invoking network opera 
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tions in Support of Software processes and/or services 
executing on the router. These software processes and/or 
services include routing services 247. Traffic Engineering 
(TE) services 244, and RSVP services 249. It will be 
apparent to those skilled in the art that other processor and 
memory means, including various computer-readable 
media, may be used to store and execute program instruc 
tions pertaining to the inventive technique described herein. 
0040. Routing services 247 contain computer executable 
instructions executed by processor 220 to perform functions 
provided by one or more routing protocols, such as IGP, e.g. 
OSPF and IS-IS. These functions may be configured to 
manage a forwarding information database (not shown) 
containing, e.g., data used to make forwarding decisions. 
RSVP services 249 contain computer executable instruc 
tions for implementing RSVP and processing RSVP mes 
sages in accordance with the present invention. RSVP is 
described in RFC 2205, entitled Resource ReServation Pro 
tocol (RSVP), and in RFC 3209, entitled RSVP-TE: Exten 
Sions to RSVP for LSP Tunnels, both as incorporated above. 
0041 TE services 244 contain computer executable 
instructions for operating TE functions in accordance with 
the present invention. Examples of Traffic Engineering are 
described in RFC 3209, RFC 3784, and RFC 3630 as 
incorporated above, and in RFC 3473, entitled, Generalized 
Multi-Protocol Label Switching (GMPLS) Signaling 
Resource ReSerVation Protocol-Traffic Engineering (RSVP 
TE) Extensions dated January 2003, which is hereby incor 
porated by reference in its entirety. TED 246 is illustratively 
resident in memory 240 and used to store TE information 
provided by the routing protocols, such as IGP (with TE 
extensions, e.g., as described herein), including, inter alia, 
lists as described herein. The TED 246 is illustratively 
maintained and managed by TE services 244. 
0042 Changes in the network topology may be commu 
nicated among routers 200 using a link-state protocol. Such 
as the conventional OSPF and IS-IS protocols. Suppose, for 
example, that a communication link fails or a cost value 
associated with a network node changes. Once the change in 
the network's state is detected by one of the routers, that 
router may flood an IGPAdvertisement communicating the 
change to the other routers in the network. In this manner, 
each of the routers eventually “converges' to an identical 
view of the network topology. 
0043 FIG. 3 illustrates an exemplary IGPAdvertisement 
300 that may be flooded by the routers 200. The packet 
includes an advertising-node field 302, a sequence-number 
field 304, an age field 306, a data section 320, and other 
routing information 312. The advertising-node field 302 
stores a value that identifies the router that generated and 
originally broadcast the IGP Advertisement 300. The 
sequence-number field 304 stores a sequence number indi 
cating the relative version of the IGPAdvertisement. Typi 
cally, the sequence number stored in the field 304 is incre 
mented, e.g., by one, for every new version of the IGP 
Advertisement. The IGP Advertisement 300 is therefore 
considered “stale” (invalid) if its sequence number is less 
than the sequence number stored in a previously-received 
version of the IGP Advertisement, i.e., generated by the 
same advertising node. Accordingly, the routers 200 may be 
configured to store and forward only the most recent version 
of an IGPAdvertisement, e.g., the version having the largest 
sequence number. 
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0044) The age field 306 also stores a value that may be 
used for determining whether the IGPAdvertisement 300 is 
valid. The age value is typically initialized to a non-zero 
integer value, often in units of seconds. The age value may 
be decremented, e.g., by one every second, until the age 
value reaches zero, thereby indicating that the IGP Adver 
tisement has become invalid. That is, every router 200 that 
stores or floods the IGP Advertisement 300 continuously 
ages the packet until the age value equals Zero. Those skilled 
in the art will appreciate that other aging mechanisms 
alternatively may be used, such as incrementing the IGP 
Advertisement age value from an initial value, e.g., equal to 
Zero, until the age value reaches a known upper limit. 
0045. The data section 320 includes one or more pairs of 
neighboring-node fields 308 and cost fields 310. Each neigh 
boring-node field 308 stores a value, such as an address, 
indicating a network node that is directly accessible from the 
intermediate node stored in the advertising-node field 302. 
The field 310 stores a cost value that has been associated, 
e.g., by the advertising node, with the network node iden 
tified in the neighboring-node field 308. As shown, each 
neighboring-node field 308 is associated with only one 
corresponding cost field 310. However, it is noted that in 
other embodiments, a single neighboring node may be 
associated with a plurality of cost values. Other routing 
information 312 may also be included in the IGPAdvertise 
ment 300, such as checksum values, packet-length informa 
tion, flag values, type-of-service metrics, etc., and/or an 
Extension Object 400 (described further below). Generally, 
the received IGPAdvertisements are stored in a Link-State 
Database (LSDB) of the router 200 (not shown). 
0046. In one embodiment, the routers described herein 
are IP routers that implement Multi-Protocol Label Switch 
ing (MPLS) and operate as label switched routers (LSRs). In 
one simple MPLS Scenario, at an ingress to a network, a 
label is assigned to each incoming packet based on its 
forwarding equivalence class before forwarding the packet 
to a next-hop router. At each router, a forwarding selection 
and a new substitute label are determined by using the label 
found in the incoming packet as a reference to a label 
forwarding table that includes this information. At the net 
work egress (or one hop prior), a forwarding decision is 
made based on the incoming label but optionally no label is 
included when the packet is sent on to the next hop. 
0047 The paths taken by packets that traverse the net 
work in this manner are referred to as label switched paths 
(LSPs) or Traffic Engineering (TE)-LSPs. An example TE 
LSP is shown as the dashed lines and arrows (T1) between 
a head-end node (P1) and a tail-end node (P3) in FIG. 1. 
Establishment of a TE-LSP requires computation of a path, 
signaling along the path, and modification of forwarding 
tables along the path. MPLS TE establishes LSPs that have 
guaranteed bandwidth under certain conditions. Illustra 
tively, the TE-LSPs may be signaled through the use of the 
RSVP protocol, and in particular, RSVPTE signaling mes 
sages. Notably, when incorporating the use of PCEs, the path 
computation request (and response) between PCC and PCE 
can be exchanged in accordance with a protocol specified in 
Vasseur, et al. RSVP Path Computation Request and Reply 
Messages <draft-vasseur-implis-computation-rsvp-05.txt>. 
Internet Draft, July 2004, which is hereby incorporated by 
reference as though fully set forth herein. It should be 
understood that the use of RSVP serves only as an example, 
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and that other communication protocols may be used in 
accordance with the present invention. 
0.048 Although the illustrative embodiment described 
herein is directed to MPLS, it should also be noted that the 
present invention may advantageously apply to Generalized 
MPLS (GMPLS), which pertains not only to packet and 
cell-based networks, but also to Time Division Multiplexed 
(TDM) and optical networks. GMPLS is well known and 
described in RFC 3945, entitled Generalized Multi-Protocol 
Label Switching (GMPLS) Architecture, dated October 
2004, and RFC 3946, entitled Generalized Multi-Protocol 
Label Switching (GMPLS) Extensions for Synchronous 
Optical Network (SONET) and Synchronous Digital Hier 
archy (SDH) Control, dated October 2004, the contents of 
both of which are hereby incorporated by reference in their 
entirety. 

0049) To dynamically size and resize TE-LSPs, MPLS 
networks may be configured to automatically adjust the 
bandwidth (size) of the TE-LSPs based on how much traffic 
is flowing through the TE-LSPs. This automates the tasks of 
monitoring and then reconfiguring bandwidth for an MPLS 
TE-LSP, as opposed to manually tearing down and reestab 
lishing the TE-LSP. For example, for every TE-LSP config 
ured for dynamic resizing, the average output rate (e.g., 
amount of traffic) is sampled according to a sample fre 
quency (e.g., 5 mins). The TE-LSP size (bandwidth) is then 
re-adjusted (resized) automatically based upon the largest 
average output rate noticed during a certain interval, accord 
ing to a resize frequency (e.g., once every hour). In other 
words, the dynamic resizing algorithm monitors the average 
traffic (based on sample periods) over a TE-LSP for the 
length of a resize period, and then resizes a TE-LSP based 
upon the largest average for that period. Notably, the TE 
LSP size may also be configured with an allowable maxi 
mum size. To resize the TE-LSP, a new TE-LSP is estab 
lished requesting the new (resized) amount of resources. In 
the event the requested resources are unavailable, however, 
the TE-LSP will remain at the current value. An example of 
dynamically sized TE-LSPs is described further in “Cisco 
MPLS AutoBandwidth Allocator for MPLS Traffic Engi 
neering: A Unique New Feature of Cisco IOS Software,” a 
White Paper published by Cisco Systems, Inc., 2001, the 
contents of which are hereby incorporated by reference in its 
entirety. 

0050. In certain network configurations, a group of links, 
e.g., along a TE-LSP may be advertised throughout the 
network as a “forwarding adjacency.” A forwarding adja 
cency, generally, is an advertised TE link between two 
MPLS nodes that may or may not traverse one or more other 
nodes. For example, referring to FIG. 1, provider router P1 
may advertise a forwarding adjacency to P3 as a single link, 
or “P1-P3, as opposed to advertising one of the possible 
physical routes, such as “P1-n1-n2-P3.” Regardless of the 
actual traversed path between P1 and P3, network elements 
outside of the adjacency may only be aware of the single link 
P1-P3, and not any intervening topology. In some instances, 
the existence of the TE-LSP along the forwarding adjacency 
may only be known by the head-end node of the TE-LSP 
(e.g., the advertising node of the adjacency), and may appear 
only as a conventional physical link between the head-end 
node and the tail-end node of the TE-LSP. Notably, in the 
event the network is configured with forwarding adjacen 
cies, (e.g., link P1-P3), network elements outside of the 
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adjacency may remain unaware of any change in network 
topology within the adjacency, such as, e.g., due to conven 
tional topology changes or network element failures. 
0051) To obviate delays associated with updating routing 
tables when attempting to avoid a failed network element 
(i.e., during convergence). Some networks have employed 
MPLSTE fast reroute (FRR). MPLS FRR is a technique that 
may be used to quickly reroute traffic around failed network 
elements in a TE-LSP, MPLS FRR is further described, for 
example, by P. Pan, et al., in Fast Reroute Extensions to 
RSVP-TE for LSP Tunnels <draft-ietf-mplis-rsvp-lisp-fastr 
eroute-07.txts, available from the Internet Engineering Task 
Force (IETF). According to the technique, one or more links 
in a primary path are protected links (i.e., they are protected 
by an alternate path). If a failure occurs on a protected link 
or node, TE-LSPs (and consequently the traffic that they 
carry) are locally rerouted onto an appropriate alternate path 
(e.g., a “backup tunnel”) by the node immediately upstream 
from the failure. The backup tunnel acts as an FRR path for 
the primary TE-LSP and obviates delays associated with 
other measures, such as tearing down the primary TE-LSP 
after having gracefully rerouted the TE-LSPs affected by the 
failure, should an alternate path around the failed network 
element exist. For example, referring back to FIG. 1, 
provider router P1 has a first TE-LSPT1 to P3 via a first path 
(through n1 and n2). Assume that the link between n1 and 
n2 is a protected link, and that a backup tunnel (not shown) 
has been created from n1 to n3 to n2. In the event of a failure 
of the link between n1 and n2, n1 (the head-end node of the 
backup tunnel) may quickly begin routing traffic over the 
backup tunnel with minimal disruption to traffic flow. Those 
skilled in the art will understand that MPLS FRR is one 
example of link or node failure protection, and that other 
known correction mechanisms may be used in accordance 
with the present invention. 
0052. In order for failure protection to function properly 
within a TE-LSP, the head-end node of the TE-LSP must 
remain operative, otherwise the TE-LSP itself will fail. In 
fact, when a head-end node fails, all TE-LSPs originating at 
that failed head-end node will also fail. As noted above, 
notice of this failure is relayed to the other nodes through an 
advertisement of the new network topology, e.g., an IGP 
Advertisement 300, and routing tables are updated to avoid 
the failure accordingly. For example, assume that in FIG. 1 
provider router P1 fails (the head-end node for T1 and T2). 
and as PE1 and PE2 become aware of the failure, they start 
redirecting their traffic (originally bound for T1 and/or T2) 
to another available Prouter, P2, in order to reach the other 
side. Again, this condition (also referred to in the art as 
“traffic sloshing) leads to a burst of traffic redirected to T3 
and/or T4, the TE-LSPs originating at P2. T3 and T4. 
however, may not be appropriately sized to handle the large 
burst of new traffic originally destined for T1 and T2. 
0053. The present invention is directed to a technique for 
dynamically resizing TE-LSPs at a head-end node of the 
TE-LSPs in preparation to receive redirected traffic in 
response to an event in a computer network. The novel 
dynamic TE-LSP resizing technique is based on the detec 
tion of an event in the network that could cause traffic 
destined for one or more other (“remote') head-end nodes of 
one or more TE-LSPs to be redirected to an event-detecting 
(“local) head-end node of one or more TE-LSPs. An 
example of such a traffic redirection event is failure of a 
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remote head-end node or failure of any of its TE-LSPs. 
Specifically, the local head-end node maintains TE-LSP 
steady state sampling and resizing frequencies to adapt the 
bandwidth of its TE-LSP(s) to gradual changes in the 
network over time. Upon detection of an event identifying 
possible traffic redirection, the local head-end node enters a 
Fast Resize (FR) state, in which the sampling and resizing 
frequencies are increased to quickly adapt the TE-LSP 
bandwidth(s) to any received redirected traffic. 
0054. In the illustrative embodiment described herein, the 
event notification is transmitted using IGP messages. Each 
node (e.g., router) within the network may create an IGP 
message that is used to propagate ('advertise') the event 
notification to other routers in its domain, e.g., its IGP 
area/level. The event may be, e.g., a network topology 
change, a reachability announcement (e.g., a new prefix), or 
a refresh message. The IGP message is illustratively embod 
ied as an Open Shortest Path First (OSPF) or Intermediate 
System-to-Intermediate-System (IS-IS) advertisement mes 
sage (“IGPAdvertisement 300), respectively. Notably, the 
IGP Advertisement may include a novel type/length/value 
(TLV) encoded format used to convey other information, 
such as Extension Object 400. FIG. 4 is a schematic block 
diagram illustrating an Extension Object 400 encoded using 
a TLV that may be advantageously used with the present 
invention. The TLV encoding format is a general way to 
communicate information between nodes, such as routers. 
The TLV “attribute'400 is used to identify a type (T) of 
information being communicated (conveyed), a length (L) 
of information to be conveyed and a value (V) of the actual 
information conveyed. The length (L) parameter contained 
in the length field 410 is typically implementation-specific 
and can denote the length from the beginning of the Type 
field 405 of the attribute 400 to the end. However, the length 
generally denotes the length of the Value (V) field 415 and 
not the Type (T) or Length (L) fields. The TLV encoded 
format may also comprise one or more non-ordered Sub 
TLVs 450 carried within the TLV “payload” (e.g. Value field 
415), each having a Type field 455, Length field 460, and 
Value field 465. The fields of the TLV 400 and sub-TLV(s) 
450 are used in a variety of manners, including as described 
herein, according to the present invention. 
0055. In accordance with one aspect of the present inven 
tion, the local head-end node learns of an event through 
conventional notification means, e.g., the IGP Advertise 
ments 300. In particular, the local head-end node detects an 
event identifying possible traffic redirection through a noti 
fication indicating a network topology change. A network 
topology change may be, e.g., a failed/removed network 
element (node, link, etc.) or a restored/added network ele 
ment. Notably, the local head-end node may be configured 
to determine that a refresh message (e.g., with no topology 
changes) or an advertisement for new reachable prefix(es) 
are not notifications of topology changes, and hence do not 
identify possible traffic redirection. 
0056 FIG. 5A is a schematic block diagram of the 
exemplary computer network in FIG. 1 in which a network 
event has occurred. In particular, assume that provider router 
P1 has failed (or has been removed). As P1 is the head-end 
node for TE-LSPs T1 and T2, T1 and T2 also fail accord 
ingly. Nodes detecting the failure propagate a notification 
(IGPAdvertisement 300) to the neighboring nodes indicat 
ing the topology change, which is then stored at the receiv 
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ing nodes (e.g., PE1, PE2, and P2). As the network con 
verges according to the new topology, PE routers (e.g., PE1 
and PE2) that have selected P1 as their preferred P router 
may redirect their traffic destined for PE3 or PE4 from P1 to 
P2. Notably, P2 (or other P routers) may learn of the network 
event first-hand, that is, the other P routers may be the nodes 
that detect the failure initially. As such, those skilled in the 
art will understand that the notification of the event at P2 
may not necessarily come from an external source. 
0057. In certain configurations (e.g., forwarding adjacen 
cies), the local head-end node may also be adapted to 
determine the type of topology change prior to identifying 
possible traffic redirection. For instance, the local head-end 
node may identify possible traffic redirection in the event of 
a failure/removal of a remote head-end node or any of its 
TE-LSPs, and not where a link within the forwarding 
adjacency has failed. Specifically, the remote head-end node 
may correct a failure within the adjacency, as may any node 
along the adjacency that is so configured (as described 
above, e.g., MPLS FRR). In this case, no traffic redirection 
to another head-end node would be necessary, and, as in the 
case of a forwarding adjacency, nodes external to the adja 
cency may remain unaware that any changes have occurred 
within the adjacency. 
0058 To determine a specific type of topology change, 
the local head-end receiving the event notification may be 
configured to wait until expiration of a timer (e.g., 30 
seconds) after the initial notification so that further notifi 
cations may be received. In particular, types of topology 
changes generally reference nodes or links (or SRLGs, 
Shared Risk Link Groups). To determine a specific type of 
notification, the local head-end node examines the received 
notifications as well as the pre-event topology of the net 
work (e.g., as stored in the LSDB). For example, if the event 
involves a node change (e.g., a node removal), the head-end 
node receives an adjacency failure notification originating 
from each known neighbor of the removed node (e.g., as 
stored in the LSDB). If, on the other hand, the event involves 
a link change (e.g., a link failure), the local head-end node 
receives adjacency failure notifications originating from 
only two nodes, i.e., indicating that the link between the two 
nodes has changed. Those skilled in the art will understand 
that other methods to determine the type of topology change 
may be used advantageously with the present invention, and 
that the above description is merely an example. 

0059 Referring again to FIG. 5A, for example, assume 
the topology change was caused by the failure of a P router 
(P1), which is a head-end node for TE-LSPs. In this instance, 
P2 detects an adjacency failure with P1, which indicates 
either that the link between P1 and P2 has failed, or that P1 
itself has failed. P2 initiates the configurable timer, and waits 
to receive further notifications about P1. Accordingly, P2 
may receive notifications from P1’s neighbors, e.g., PE1. 
PE2, P3, P4, etc., that an adjacency failure occurred with P1. 
P2 may assume that it is P1 that has failed, and not the link 
between P1 and P2. As such, P2 may now predict that 
possible traffic redirection may occur, in accordance with the 
present invention. Had the failure been the link between P1 
and P2, P2 may have been configured to predict that possible 
traffic redirection may not occur. 
0060 FIG. 5B is a schematic block diagram of the 
exemplary computer network in FIG. 1 in which a network 
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event has occurred. In FIG. 5B, assume that the link 
between n1 and n2 has failed. In the case where the nodes 
between P1 and P3 are within a forwarding adjacency, P2 (or 
any other node outside of the adjacency) may not be notified 
of the failure. However, in the event that P2 is notified, P2 
again begins the timer to await further notifications. In this 
instance, only n1 and n2 originate a notification, thereby 
indicating a link failure. Illustratively, P2 may be configured 
to predict that possible traffic redirection may not occur 
based solely on a link failure, because the head-end node P1 
of the TE-LSPs (e.g., T1) is still operational and is generally 
configured to reroute the TE-LSPs accordingly (i.e., the PE 
routers still direct their traffic to P1). As noted above, T1 
may have various failure protection techniques in place, 
such as MPLS FRR over a backup tunnel via n1-n3-n2, and 
traffic that remains directed to P1 is rerouted accordingly to 
P3 as shown. 

0061 FIG. 5C is a schematic block diagram of the 
exemplary computer network in FIG. 1 in which a network 
event has occurred. As another example of a link failure, 
assume in FIG. SC that the link between the LAN and P1 
has failed. In this instance, the PE routers (PE1 and PE2) 
redirect their traffic to P2 over the remaining link, however, 
P2 may still forward the traffic to P1 if there is a link 
available as shown. Because there is a possibility that traffic 
may be redirected over the TE-LSPs originating at P2, 
although not a certainty, P2 may be configured to predict that 
traffic redirection may occur over its TE-LSPs in this 
instance, in accordance with the present invention. Notably, 
the local headend nodes (P2) may be configured to deter 
mine where the link is located (e.g., within a forwarding 
adjacency, between PE routers and P routers, etc.), prior to 
determining whether traffic redirection may occur. More 
over, some P routers may be configured to predict that 
possible traffic redirection may occur in response to any 
topology change, and as such, any node or link change is 
considered an event that may result in traffic redirection. 
0062) Additionally, the local head-end node may also 
maintain a list of routers (or links) for which their failure/ 
removal identifies possible traffic redirection, Such as, e.g., 
where the router is a head-end node. This list may be 
configured at the local head-end node (such as where a 
system administrator has knowledge of the TE-LSPs and 
their head-end nodes), or may be learned through advertise 
ments from routers within the network, e.g., through the 
novel TLV encoded format (Extension Object 400) of the 
IGP Advertisements 300 (such as where the TE-LSPs are 
automatically and dynamically created). 

0063) Notably, the information contained within the 
Extended Object 400 indicates whether the failure/removal 
of a node identifies possible traffic redirection (or that the 
node is a head-end node of one or more TE-LSPs). This 
information may be configured as specific values, flags, 
access lists, etc., understood by those skilled in the art. 
Indication of whether the failure/removal of a node identifies 
possible traffic redirection (or that the node is a head-end 
node of one or more TE-LSPs) may be a value within the 
Value field 415 or a Sub-TLV 450. Those skilled in the art 
will understand that other formats of the information are 
within the scope of the present invention, and that those 
formats shown herein for illustration are not meant to be 
limiting in any way. Examples of TLV encoding formats that 
may be used to specify various MPLSTE information about 
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nodes/routers, e.g., whether their failure/removal identifies 
possible traffic redirection (or that the node is a head-end 
node of one or more TE-LSPs) are described in OSPF MPLS 
Traffic Engineering Capabilities (draft-vasseur-Ospf-te-Cap 
s.txt) published July 2004, and IS-IS MPLS Traffic Engi 
neering Capabilities (drafi-vasseur-isis-te-caps.txt) pub 
lished July 2004, both by Vasseur et al., both of which are 
expressly incorporated by reference in their entirety. Those 
skilled in the art will understand that other means for 
transmitting the desired information are possible, and that 
the use of IGPAdvertisements 300 and/or Extension Objects 
400 is merely representative. 

0064 FIG. 6 is a schematic block diagram of portions of 
an exemplary list 600 that may be advantageously used with 
the present invention. The list 600 contains a plurality of 
fields or entries 615 that store the routers for which their 
failure/removal identifies possible traffic redirection, desig 
nated by fields including, inter alia, Node field 605, and 
Possible Traffic Redirection field 610. The fields of the list 
600 may be populated by a number of means, such as, e.g., 
through received IGP advertisements 300 or manual con 
figuration at the node storing the list (e.g., P2), as mentioned 
above. Node field 605 identifies the particular nodes/routers 
of the network, Such as, e.g., P1, and n1-n3, etc. Each node 
is associated with an indication of whether their failure? 
removal identifies possible traffic redirection in the corre 
sponding field 610. For example, assume that P1 is a 
headend node of one or more TE-LSPs (e.g., T1 and T2), and 
that nodes n1-n3 are not head-end nodes. According to the 
list 600, only a failure/removal of P1 identifies possible 
traffic redirection. The list 600 is illustratively maintained 
and managed by TE services 244, and stored in the TE 
Database 246, or otherwise in memory 240. Those skilled in 
the art will understand that the list 600 as shown is merely 
representative, and is not meant to be limiting to the scope 
of the present invention. Other possible table arrangements 
and/or mechanisms known in the art could also be used to 
store the reserved resources, such as tables, access lists, 
pointers, flags, etc., which are within the scope of the present 
invention. 

0065. In accordance with another aspect of the present 
invention, upon receiving notification of an event identify 
ing possible traffic redirection, the local head-end node 
enters a Fast Resize (FR) state. In the FR state, preconfig 
ured (faster) sampling and resizing frequencies are initiated 
to quickly adapt its TE-LSP bandwidth(s) to any received 
redirected traffic. The sample/resize frequencies during FR 
are configured to be higher (e.g., significantly higher) than 
the sample/resize frequencies in steady. In the example 
given above, the sample/resize frequencies in steady state 
were 5 minutes and one hour (5 min/1 hour) respectively. 
Example sample/resize frequencies in FR that are higher 
may be configured at 1 minute and 5 minutes (1 min/5 mins) 
respectively. During FR, the TE-LSPs originating at the 
local head-end node (P2) adapt more quickly to changes in 
traffic pattern resulting from traffic redirection (e.g., caused 
by a failure of P1). For instance, as the traffic originally 
destined to the remote head-end node (P1) is redirected to 
the local head-end node (P2), the TE-LSPs originating at P2 
(T3 and T4) need to quickly accommodate the additional 
traffic that would have been traversing TE-LSPs of P1 (T1 
and T2). By dynamically increasing the sample/resize fre 
quencies in anticipation of the resulting traffic redirection, 
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the TE-LSPs of the local head-end node may be more 
appropriately sized than they would be with slower sample/ 
resize frequencies. 

0066. After expiration of a configurable timer (e.g., 15 
minutes), the frequencies may be returned to their steady 
state values, since the redirection of traffic, e.g., from a 
remote head-end node to the local head-end node, may 
generally only be a short burst until the necessary traffic is 
redirected. For example, before expiration of the timer, all 
PE routers (PE1 and PE2) may have successfully redirected 
all their traffic to the local head-end node (P2) and, as such, 
the faster sample/resize frequencies may no longer be 
needed (i.e., the system is in steady state, with all traffic 
traversing P2). This may be the case where the remote 
head-end node (P1) has been permanently removed, or 
where any repair/restoration may require a Substantial length 
of time. By returning to steady state values for the sample? 
resize frequencies, the network is able to adapt to gradual 
changes in traffic patterns without compromising network 
stability, as described above. 

0067. In the event the failed/removed network element 
(e.g., a remote head-end node) is restored, or a new element 
added, (e.g., as learned through IGPAdvertisements 300) the 
local head-end node may substantially immediately return 
its TE-LSPs to an original (i.e., pre traffic redirection) 
bandwidth (size). Assuming, for example, that the original 
size of T3 was 5 MB, and that through the course of FR and 
traffic redirection, T3 was dynamically (and quickly) 
increased to 10 MB. P2 would have stored the original value 
(5 MB), and may be configured to assume that once P1 is 
restored, the redirected traffic will return to its original path, 
and hence T3 no longer requires the increased resources, and 
may thus be reduced to its original size. Importantly, in some 
instances the increased size of the dynamically increased 
TE-LSPs might interfere with the establishment of the 
restored/added TE-LSPs (e.g., from P1). For example, if the 
TE-LSPs from both the local head-end node P2 and the 
remote head-end node P1 share resources, it may be neces 
sary for P1 to “double book” resources in order to establish 
its TE-LSPs, as would be understood by those skilled in the 
art. Accordingly, by reducing the size of the local head-end 
node's TE-LSPs upon restoration/addition of the new net 
work element (e.g., P1), the need for double booking is 
substantially obviated. 

0068 Alternatively, the local head-end node may reenter 
an FR state to quickly adapt (e.g., decrease) the bandwidth 
(size) of its TE-LSPs to account for the traffic redirection to 
the restored/added network element. This FR state may be 
performed in accordance with the methods described above 
referencing a failed/removed network element, and the 
increase of size. Particularly, the FR state would assist in 
quickly adapting the traffic being redirected away from the 
local head-end node, thereby preventing the local head-end 
node from over-utilizing network resources, as mentioned 
above. Notably, the restored/added remote head-end node 
(P1) may also reestablish its original TE-LSPs at their 
original sizes, or may instead enter a FR state to quickly 
adapt (e.g., increase) the is bandwidth (size) of its TE-LSPs 
to account for the received redirected traffic. 

0069 FIG. 7 is a flowchart illustrating a sequence of 
steps for preparing to receive redirected traffic in accordance 
with the present invention. Sequence 700 starts at step 705 
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and continues to step 710 where the head-end node main 
tains steady state sample/resize frequencies (e.g., 5 mins/1 
hour), until a topology change event is detected in step 715. 
If configured to perform steps 720 through 735, the head-end 
node begins a timer (e.g., 30 seconds) at step 720 for which 
it may receive other notifications of the event in step 725. If 
the timer has not expired in step 730, the head-end node 
awaits further notifications in step 725, and continues to do 
so until expiration of the timer in step 730. At step 735, the 
head-end node uses the received notifications to determine 
the specific type of event (e.g., node or link failure), as 
described above. 

0070. At step 740, the head-end node determines whether 
the event indicates possible traffic redirection. If not, (e.g., 
the event is a new prefix or a refresh message), the sequence 
returns to step 710 to maintain steady state sample/resize 
frequencies. If, however, the event indicates possible traffic 
redirection, the sequence continues to step 745 where the 
original TE-LSP sizes (bandwidths) of any current TE-LSPs 
at the head-end node are stored, and step 750 where a timer 
for Fast Resize (e.g., 15 minutes) is begun. At step 755, the 
head-end node begins its use of Fast Resize sample/resize 
frequencies (e.g., 1 min/5 mins) as described above, until 
expiration of the timer in step 760. Once the timer expires, 
the head-end node returns to the steady-state sample/resize 
frequencies in step 765, e.g., with TE-LSPs whose band 
widths have been resized due to traffic redirection. The 
sequence ends at step 770. 
0071 FIG. 8 is a flowchart illustrating a sequence of 
steps for responding to a restored/added network element in 
accordance with the present invention. Sequence 800 starts 
at step 805 and continues to step 810 where the bandwidth 
of at least one TE-LSP at the head-end node has been resized 
during Fast Resize, such as according to FIG. 7 and as 
described in detail herein. At step 815, the failed network 
element is restored or a new network element is added, as 
learned by the head-end node, e.g., through IGP advertise 
ments 300. Depending on the configuration of the head-end 
node at step 820, the headend node may either perform a set 
of steps “A” or a set “B.” In optional set “A.” upon receiving 
notification of the restored/added network element, the 
head-end node substantially immediately returns to the 
original stored TE-LSP bandwidths (sizes), as stored in FIG. 
7 mentioned above, under the assumption that the redirected 
traffic to the head-end node will return to the restored/added 
network element. The sequence then ends at step 850. If, 
however, the head-end node is configured for optional set 
“B,” a timer for Fast Resize (e.g., 15 minutes) is begun at 
step 830, and at step 835, the head-end node begins its use 
of Fast Resize sample/resize frequencies (e.g., 1 min/5 mins) 
as described above, until expiration of the timer in step 840. 
Once the timer expires, the head-end node returns to the 
steady-state sample/resize frequencies in Step 845, e.g., with 
TE-LSPs that have been adaptively resized due to traffic 
redirection to the restored/added network element. The 
sequence ends at step 850. 
0072 Advantageously, the novel technique dynamically 
resizes TE-LSP bandwidths at a head-end node of the 
TE-LSPs in preparation to receive redirected traffic in 
response to an event in a computer network. By dynamically 
adjusting the frequency of sampling/resizing TE-LSPs, the 
inventive technique provides a mechanism for efficiently 
responding to traffic redirection in which traffic is quickly 
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shifted from a remote head-end node to a local head-end 
node. Accordingly, the novel technique avoids inefficient 
manual configuration of TE-LSP size to cope with traffic 
redirection, as well as the problems associated with fixed 
TE-LSP sample/resize frequencies. 

0073 While there has been shown and described an 
illustrative embodiment that dynamically resizing TE-LSPs 
at a head-end node of the TE-LSPs in preparation to receive 
redirected traffic in response to an event in a computer 
network, it is to be understood that various other adaptations 
and modifications may be made within the spirit and scope 
of the present invention. Notably, the invention has been 
shown and described herein using IGP messages and exten 
sions to IGP to transmit the event notifications. However, the 
invention in its broader sense is not so limited, and may, in 
fact, be used with other means for flooding the notifications 
to routers. For instance, other communication protocols may 
be advantageously used in accordance with the present 
invention. Moreover, while the above description describes 
performing the technique at the head-end node, the inven 
tion may also be advantageously used with PCEs. In addi 
tion, while various times have been Suggested for the 
Samle/resize frequencies in steady state and Fast Resize 
state, those skilled in the art will understand that any values 
may be advantageously used in accordance with the present 
invention. 

0074 The foregoing description has been directed to 
specific embodiments of this invention. It will be apparent, 
however, that other variations and modifications may be 
made to the described embodiments, with the attainment of 
Some or all of their advantages. For instance, it is expressly 
contemplated that the teachings of this invention can be 
implemented as Software, including a computer-readable 
medium having program instructions executing on a com 
puter, hardware, firmware, or a combination thereof. Also, 
electromagnetic signals may be generated to carry computer 
executable instructions that implement aspects of the present 
invention over, e.g., a wireless data link or a data network, 
Such as the Internet. Accordingly this description is to be 
taken only by way of example and not to otherwise limit the 
scope of the invention. Therefore, it is the object of the 
appended claims to cover all Such variations and modifica 
tions as come within the true spirit and scope of the 
invention. 

What is claimed is: 
1. A method for dynamically resizing Traffic Engineering 

(TE) Label Switched Paths (LSPs) at a head-end node of the 
TE-LSPs in preparation to receive redirected traffic in 
response to an event in a computer network, the method 
comprising: 

maintaining steady State TE-LSP sampling and resizing 
frequencies; 

detecting an event identifying possible traffic redirection; 
and in response 

entering a Fast Resize (FR) state, in which the sampling 
and resizing frequencies are increased. 

2. The method as in claim 1, further comprising: 
receiving a notification indicating the event. 
3. The method as in claim 2, wherein the notification is an 

Interior Gateway Protocol (IGP) message. 
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4. The method as in claim 1, wherein the event is a 
network topology change. 

5. The method as in claim 4, further comprising: 
determining a type of topology change prior to identifying 

possible traffic redirection. 
6. The method as in claim 5, further comprising: 
waiting to receive further notifications. 
7. The method as in claim 6, further comprising: 
waiting for a configurable length timer. 
8. The method as in claim 6, further comprising: 
determining a type of topology change prior to identifying 

possible traffic redirection based on the further notifi 
cations. 

9. The method as in claim 5, further comprising: 
identifying possible traffic redirection if the topology 

change involves a head-end node of TE-LSPs. 
10. The method as in claim 1, further comprising: 
maintaining a list of network elements, each network 

elements of the list being associated with a value 
indicating whether an event that involves the network 
element identifies possible traffic redirection. 

11. The method as in claim 10, further comprising: 
manually configuring the list. 
12. The method as in claim 10, further comprising: 
dynamically creating the list. 
13. The method as in claim 1, further comprising: 
returning to the steady state sample and resize frequencies 

after the FR state is completed. 
14. The method as in claim 13, further comprising: 
completing the FR state after expiration of a configurable 

timer. 
15. The method as in claim 1, further comprising: 
storing TE-LSP bandwidth sizes prior to entering the FR 

State; 

determining one of the following: i) that a network 
element that caused the event has been restored, and ii) 
that a new network element has been added; and in 
response 

substantially immediately returning to the stored TE-LSP 
bandwidth sizes. 

16. The method as in claim 1, further comprising: 
determining one of the following: i) that a network 

element that caused the event has been restored, and ii) 
that a new network element has been added; and in 
response 

entering the FR state. 
17. An apparatus for dynamically resizing Traffic Engi 

neering (TE) Label Switched Paths (LSPs) at a head-end 
node of the TE-LSPs in preparation to receive redirected 
traffic in response to an event in a computer network, the 
apparatus comprising: 

means for maintaining steady State TE-LSP sampling and 
resizing frequencies; 

means for detecting an event identifying possible traffic 
redirection; and in response 
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means for entering a Fast Resize (FR) state, in which the 
sampling and resizing frequencies are increased. 

18. A system for dynamically resizing Traffic Engineering 
(TE) Label Switched Paths (LSPs) in preparation to receive 
redirected traffic in response to an event in a computer 
network, the system comprising: 

a head-end node of the TE-LSPs: 
a memory for storing a TE-LSP sampling frequency and 

a TE-LSP resizing frequency; and 
a notification indicating an event identifying possible 

traffic redirection, wherein the head-end node enters a 
Fast Resize (FR) state in response to receiving the 
notification, in which the sampling and resizing fre 
quencies are increased. 
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19. A node for dynamically resizing Traffic Engineering 
(TE) Label Switched Paths (LSPs) in preparation to receive 
redirected traffic in response to an event in a computer 
network, the node comprising: 

a memory, the memory adapted to store a TE-LSP sam 
pling frequency and a TE-LSP resizing frequency; 

a network interface adapted to receive a notification 
indicating an event identifying possible traffic redirec 
tion; and 

a processor adapted to initiate a Fast Resize (FR) state at 
the node in response to receiving the notification, and 
to increase the sampling and resizing frequencies. 

k k k k k 
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